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I, Dr. Gary Lomp, do hereby declare:   

I. INTRODUCTION 

1. I am making this declaration at the request of Intellectual Ventures I, 

LLC (“Intellectual Ventures”) in the matter of the Inter Partes Review (“IPR”) 

proceedings before the United States Patent and Trademark Office (“USPTO”) of 

U.S. Patent No. 7,623,439 (“the ‘439 Patent”) to provide expert technical opinions 

with respect to the ‘439 Patent.  

2. I am being compensated for my work in this matter at my standard hourly 

rate of $450 for such consulting services. My compensation in no way depends on the 

outcome of this case, and I have no financial interest in the outcome.   

3. In preparing this Declaration, I considered the following materials, the 

subject matter of which are all within the scope of my education and professional 

experience:   

• The ‘439 Patent, Ex. 1001; 

• The Prosecution History of U.S. Patent No. 7,623,439, Ex. 1002; 

• The Petition for Inter Partes Review of U.S. Patent No. 9,681,466 
(“Pet.”); 

• Declaration of Dr. Nader Bagherzadeh, Ex. 1004; 

• U.S. Patent No. 6,842,487 B1 (“Larsson”), Ex. 1005; 

• Stefan Kaiser and Armin Dammann, “Low Complex Standard 
Conformable Antenna Diversity Techniques for OFDM Systems and 
its Application to the DVB-T System,” 2002 International ITG 
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Conference on Source and Channel Coding, January 2002 
(“Kaiser”), Ex. 1006; 
 

• WIPO International Publication No. WO 2005/041441 A1 
(“Bauch”), Ex. 1007; 
 

• Institute of Electrical and Electronics Engineers’, “Supplement to 
IEEE Standard for Information Technology—Telecommunications 
and information exchange between systems—Local and 
metropolitan area networks—Specific requirements—Part 11: 
Wireless LAN Medium Access Control (MAC) and Physical Layer 
(PHY) specifications: High-speed Physical Layer in the 5 GHZ 
Band,” IEEE 1999 (“IEEE”), Ex. 1008;  

• Armin Dammann and Stefan Kaiser, “Standard conformable 
antenna diversity techniques for OFDM and its application to the 
DVB-T system,” in Proceedings IEEE Global Telecommunications 
Conference (GLOBECOM 2001), November 2001, pp. 3100–3105 
(Dammann-IEEE), Ex. 2003; and 

• Provisional Patent Application No. 60/572,481. 

II. PROFESSIONAL BACKGROUND   

4. Based on my qualifications, education, knowledge, expertise, 

experience, and work background, I believe I am qualified to offer opinions relating 

to the technology described in the ‘439 Patent. Exhibit 2002 is a copy of my current 

curriculum vitae (“CV”), detailing my education and experience. Additionally, the 

following overview of my background pertains to my qualifications for providing 

expert testimony in this matter.  

5. I am currently an Adjunct Professor in Wireless Communications at the 

NYU Tandon School of Engineering and President of TekTactiks, a research and 

IPR2024-01244 Exhibit 2001 Page 5 of 59



 

-3- 
 

expert consulting company.  My job duties include directing and performing research 

in, and technical evaluation of, advanced communication system design, especially 

new cellular technologies. I have over 45 years of experience in the field of wireless 

telecommunications, including advanced military communications systems, 

commercial satellite, WiFi and cellular systems research and development.  I have 

over 15 years of experience in providing expert services in the field of wireless 

telecommunications. I hold Ph.D., Master’s and Bachelor’s degrees in Electrical 

Engineering, all from the Polytechnic Institute of New York (now part of NYU 

Tandon School of Engineering). 

6. I am a named inventor on over 100 issued U.S. Patents in the field of 

wireless telecommunications. Most of these patents pertain to wireless 

communication, including communication system architecture, communication 

system signal processing and communication system protocols.  

7. In addition to my technical experience in the field of wireless 

communications systems, I have been a principal and executive in multiple wireless 

technology corporations.  In the late 1980s and early 1990s, I was Vice President and 

Chief Scientist at SCS Mobilecom, a wireless company that developed new 

technology based on spread spectrum technologies and advanced signal processing 

(DSP) techniques.  Following the acquisition of SCS Mobilecom by InterDigital 

Communications, Corporation in 1992, I held various leadership roles at InterDigital, 
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including General Manager of the Wireless Products Business Unit and Executive 

Vice President and Chief Technology Officer, where I helped develop 2G and 3G 

technologies.  After InterDigital, I served in leadership positions at several wireless 

startups, including Symbol Technologies (where I led the Wide Area Wireless 

technology division), LayerOne Wireless Technologies Inc. (where I served as CEO) 

and incNetworks (where I served as CTO).  I am also the Founder and President of 

The TekTacktiks Group, Inc. a private company that has provided expert services and 

telecommunications consulting in the Telecommunications industry for the past 15 

years. 

8. In terms of commercial research and development (R&D) experience, I 

have worked extensively on the design and optimization of radio frequency (RF) 

communications systems for enhanced capacity and service coverage.  A further 

object of my work has been to realize systems that are “converged” or are ingredients 

in a converged network concept.  Convergence means the technical integration of 

heterogeneous services (such as voice, data, and multimedia) and heterogeneous radio 

technologies (macrocellular, microcellular, WiFi, cordless phone) into a seamless 

operating unit.  This work requires cross functional design in which the respective 

heterogeneous technologies are made to interoperate. 

9. During this career activity, I have had first-hand knowledge and 

exposure to numerous discussions, and debates in support of the advancement of new 
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wireless technologies and paradigms.  These new technologies addressed various air 

interface methods, including orthogonal frequency division multiplexing (OFDM) 

and Orthogonal Frequency Division Multiple Access (OFDMA), a closely related 

method of utilizing the OFDM format to provide shared access.  My current research 

includes the presently evolving 5G cellular concept, which incorporates, among other 

things, MIMO-OFDM/OFDMA processing.  As outlined above, my involvement in 

wireless R&D has also drawn me to fundamental system architecture issues and 

philosophies including the functional portioning of the overall wireless network.  I 

have had the benefit of collaboration and debate with numerous top tier innovators, 

from many industry-leading organizations in the field.  In particular, I have detailed 

knowledge and recollection of the atmosphere surrounding the ongoing wireless 

technology revolution that began in the late 1980s and continues to the present day, 

including the period surrounding the present invention, and also including attempts 

by interested parties across the globe to promulgate and protect preferred ideas and 

intellectual property. 

10. With respect to the technologies relevant to the ‘439 Patent, my 

experience includes research, design and/or development of optimized radio 

communication systems comprising signal processing algorithms, computer code 

(software and firmware) and hardware circuits for the purpose of performing 

necessary signal detection, synchronization and demodulation, including channel 
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equalization (of multipath channels) that is required in many applications. A 

representative (but not all-inclusive) example of the type of algorithms I have 

expertise in, which are relevant to the ‘439 patent, can be seen in US Patent 7406120-

B1, entitled “Transmission Channel Impulse Response Estimation Using Fast 

Algorithms.”  The problem addressed there is relevant to the placement of the FFT 

window referred to in the ‘439 patent, although my patent did not involve the notion 

of cyclic shift diversity.  

11. I also have extensive experience in the particular modulation technique 

to which the ‘439 patent is applicable, OFDM, and related OFDMA and SC-OFDM. 

This experience includes basic research on the particular difficulties a multipath 

channel presents in the OFDM communication environment, especially in dispersive 

channel conditions.   

12. In addition to specific expertise and experience in the art of OFDM and 

related formats, I am, furthermore, an expert in statistical signal processing 

algorithms and their performance, technology generally included under the heading 

Detection and Estimation Theory. Notable contributions to this aspect of radio 

communication in multipath channel conditions include both SISO- and MIMO-

based optimal equalizer algorithms, including the first general treatment of 

equalization for offset modulation formats (such as O-QPSK).  
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13. To place the experience I have in the context of innovation and 

invention, I have been involved throughout my career in the evolution of many basic 

radio communication technologies since their inception, such as MIMO, Multiuser 

Detection, and FEC coding advances, such as Turbo and LDPC, and soft output 

decoders such as the Soft Output Viterbi Algorithm (SOVA). A significant portion 

of the engineering design work I have performed has entailed the introduction of 

new techniques to provide capabilities that had not existed previously, such as a 

recently deployed novel baseband processor capable of robust demodulation and 

combining of signal components received on two antennas, respectively, at very low 

signal to noise ratios. 

14. My CV contains further details on my education, experience, 

publications, and other qualifications to render an expert opinion in this case. Ex. 

2002. 

III. RELEVANT LEGAL STANDARDS   

15.   I have been asked to provide my opinion as to whether certain claims 

of the '439 Patent are obvious over Larsson, IEEE, Kaiser and Bauch. 

16. The opinions I am expressing in this report involve the application of my 

knowledge and experience to the evaluation of certain references with respect to the 

'439 patent.  My formal knowledge of patent law is no different than that of any lay 

person. Therefore, I have requested the attorneys from Volpe Koenig, who represent 
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Intellectual Ventures, to provide me with guidance as to the applicable patent law in 

this matter. The paragraphs below express my understanding of how I must apply 

current principles related to patent validity to my analysis. 

17.   I understand that an IPR is a proceeding before the USPTO for 

evaluating the patentability of an issued patent’s claims based on prior-art patents and 

printed publications. 

18.   I understand that the claims of a patent are reviewed from the point of 

view of a hypothetical person of ordinary skill in the art (“POSITA”) at the time of 

the filing of the patent. The “art” is the field of technology to which a patent relates. 

19.    I understand that in determining whether a patent claim is anticipated 

or obvious in view of the prior art, the Patent Office must apply the Phillips standard 

to construe the claims.   

20.   I understand that, in this proceeding, Petitioners have the burden of 

proving that the challenged claims of the '439 Patent are unpatentable by a 

preponderance of the evidence. I understand that “preponderance of the evidence” 

means that a fact or conclusion is more likely true than not true. 

21.   I understand that there are two ways in which prior art may render a 

patent claim unpatentable. First, the prior art can “anticipate” the claim. Second, the 

prior art can render the claim “obvious” to a POSITA. I understand that for an 

invention claimed in a patent to be patentable, it must not be anticipated and must not 
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be obvious based on what was known before the invention was made.  For purposes 

of this Declaration only, I have applied the definition of a POSITA proposed in the 

Petition. 

22.   I understand that a patent claim may be invalid as “anticipated” under 

35 U.S.C. § 102 if each and every limitation of the claim as construed by the court is 

found, either expressly or inherently, in a single prior art reference, such as a 

publication or patent, that predates the claimed subject matter.  I also understand that 

a patent claim may be invalid as obvious under 35 U.S.C. § 103 if the differences 

between the subject matter claimed and the prior art are such that the claimed subject 

matter as a whole would have been obvious to a POSITA at the time the invention 

was made. I also understand that several factual inquiries underlie a determination of 

obviousness. These inquiries include (1) the scope and content of the prior art, (2) the 

level of ordinary skill in the field of the invention, (3) the differences between the 

claimed invention and the prior art, and (4) any objective evidence of non-obviousness 

(i.e., “secondary considerations”). 

23.   I also understand that, when a party alleges obviousness based on a 

combination of references, that party should identify a reason why a POSITA would 

have been motivated to combine the asserted references in the manner recited in the 

claims and to explain why a POSITA would have had a reasonable expectation of 

success in making such combinations. 
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24.   I understand that an obviousness analysis permits the application of 

“common sense” in examining whether a claimed invention would have been obvious 

to a POSITA. For example, I understand that combining familiar elements according 

to known methods and in a predictable way may suggest obviousness when such a 

combination would yield nothing more than predictable results. And I understand a 

party asserting obviousness should still provide a specific motivation to combine the 

references as recited in the claims and explain why one would have reasonably 

expected to succeed in doing so. 

25.  I understand that one indicator of non-obviousness is when a prior art 

reference leads in a different direction or discourages that combination, recommends 

steps that would not likely lead to the patent’s result, or otherwise indicates that a 

seemingly inoperative device would be produced.  

IV. SPECIFICATION OF '439 PATENT 

A.  Background 

1. The Problem Of Multi-Path When Implementing Multiple 
Antenna OFDM Transmitters In A Mixed Environment With 
Single-Input, Single Output Legacy Receivers 

 
 26. The '439 Patent is focused on the problem presented by multi-path 

signals when OFDM transmitters with multiple antennas are implemented in a mixed 

environment that still uses single-input, single output (SISO) legacy OFDM 

receivers. Ex. 1001, 1:27-32 ("there is a need to consider legacy receivers (e.g., 
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single-input, single output (SISO), OFDM receivers) and the design challenges 

concomitant with implementing transmitters with multiple antennas in an 

environment that still uses legacy receivers.") Figure 1 illustrates a mixed 

environment where an OFDM transmitter with multiple antennas is used with a SISO 

legacy receiver: 

 

 27. The multiple antenna (MA) transmitter device 102 includes antennas 

104 and 106, while the SISO receiver device 112 includes only a single antenna 110. 

Id., 1:38-42. "The same signals transmitted from antennas 104 and 106 may follow 

direct paths and multi-paths to antenna 110." Id., 1:40-42. Such multiple-path signals 

can result "from reflections off of objects in the environment or from multiple 

antennas" and can cause destructive interference of the same signals in the SISO 

receiver. Id., 1:42-46. Figure 1 employed a technique known as "linear diversity" for 

mitigating "destructive interference from multi-path signals" by "equip[ing] one of 

the antennas 104 and 106 with a time delay element 108." Id., 1:46-56. As discussed 
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more fully below, linear diversity was problematic because, inter alia, it resulted in 

consumption of the guard interval. Id., 3:47-49. 

2. Existing OFDM Packet and Symbol Structures 

 28. Figure 2 of the '439 Patent depicts an OFDM packet structure used for 

transmission of information between MA transmitter device 102 and SISO receiver 

device 112. Id., 1:57-60.  

 
 29. Section A includes short training signals that "provide signal detection, 

automatic gain control (AGC), and diversity selection functionality," and Section B 

includes short training signals that "provide coarse frequency offset estimation and 

timing synchronization." Id., 1:66-2:4. With respect to Section C, "the SISO receiver 

device 112 determines the guard interval and symbol location (and FFT placement) 

through an acquisition process that includes a correlation of the known pattern 

corresponding to ... section C of the OFDM packet." Id., 3:22-25. Section D 

"contains data rate and packet length information. Id., 2:6-8. "Sections E and F are 

OFDM symbols." Id., 2:8-9. 
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 30. Figure 3A of the '439 Patent depicts three "exemplary OFDM symbols" 

in the time domain. Id., 2:13-16. Each exemplary OFDM corresponds, e.g., to 

sections E or F from Figure 2:  

 

31. Each OFDM symbol includes a guard interval 302, which provides a 

buffer between symbols. The '439 Patent explains that "multipath is equivalent to 

echoes," and the guard intervals "comprise a zone built into an OFDM symbol" into 

which "echoes from a preceding OFDM symbol are positioned." Id., 2:17-21. "Such 

echoes cause inter-symbol interference." Id., 2:21.  The guard intervals are inserted 

in the OFDM symbol by the MA transmitter device 102, and "are used to capture 

unwanted multipath-induced inter-symbol interference at the SISO receiver device 

112." Id., 2:21-26. 

 32. In the 802.11 implementation depicted in Figure 3A, each OFDM 

symbol is approximately 4 µsec in duration and includes 80 samples: the guard 

interval consumes 16 samples and the data portion comprises 64 samples. Id., 2:26-
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30. Processing of the OFDM signal involves placement of the FFT, and occurs as 

follows in the receiver:   

... Fast Fourier transforms (FFT) applied at the SISO receiver device 
112 (e.g., 64-point FFT) occur (or are placed) in the 3.2 (µsec) interval 
of each OFDM symbol 300. That is, the SISO receiver device 112 
discards the 0.8 µsec duration guard interval 302 on each received 4 
µsec OFDM symbol, leaving 3.2 µsec of signal (which comprises all of 
the information of the OFDM symbol) to FFT. No echoes are included 
in the 3.2 µsec interval (inter-symbol interference free). Thus, reference 
to "placing" or "to place" or "placement" of the FFT is understood to 
comprise a process or method of extracting the correct 3.2 µsec from 
each 4 µsec interval for implementing the FFT. Id., 2:30-41 (emphasis 
added). 

 

3. FFT Placement With Linear Diversity  

 33. As explained in the '439 Patent, "[l]inear delay diversity results in true 

delays that exhibits a behavior from a receiver perspective that is indistinguishable 

from true multi-path (e.g., the situation where the signal bounces off an object and 

arrives at the SISO receiver device 112 with a time delay due to the greater path 

distance traveled)." Id., 3:42-47. Figures 4A and 4B of the '439 Patent illustrate how 

a SISO receiver operates in this context.  

 34. Figure 4A of the '439 Patent (shown below) depicts an example of 

"partial packet structures 200a and 200b, each having three symbols 300 (designated 

as symbol 1, symbol 2, and symbol 3) comprising guard intervals 302. Packet 

structure 200b is a delayed version of packet structure 200a. Packet structure 200b 
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is delayed (e.g., by delay element 108) a time delay duration designated as tD." Id., 

3:10-15.  

 

 35. FIG. 4B (shown below) "illustrates a single received signal (comprising 

the addition of the two transmit signals corresponding to packet structures 200a and 

200b) output from the single receive antenna 110." Id., 3:19-22.  

 

36. As noted above, "[t]he SISO receiver device 112 determines the guard 

interval and symbol location (and FFT placement) through an acquisition process 

that includes a correlation of the known pattern" corresponding to the long training 

symbol in section C of the OFDM packet 200 (FIG. 2). Id., 3:22-26. "With the time 
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delay (tD) (or with multi-path), two impulse responses (402a and 402b) are detected" 

and "FFT placement is accomplished by using the impulse response(s) to center the 

guard interval 302 on the transients so that inter-symbol interference ISI is 

minimized." Id., Id., 3:35-41. "[W]ith linear delay diversity, complete destructive 

interference is avoided, but at the expense of the consumption of the guard intervals 

302." Id., 3:47-49.  

4. Use Of Small Cyclic Delays 

 37. The use of a small cyclic delay was known to somewhat improve 

compatibility between MA transmitters and legacy receivers. Id., 3:50-52 ("With 

cyclic delay diversity, each tone or subcarrier is cyclically shifted (e.g., in the 

baseband processing portion of the MA transmitter device 102, FIG. 1) by a defined 

amount of samples, resulting in a circular shift of all of the samples involved.") 

Figure 5 of the '439 Patent illustrates this prior technique, which employed a small 

cyclic delay, i.e., a delay of 1 sample: 
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38. The first tier 502 includes 80 total samples: 64 samples of symbol data 

508 and 16 samples used for guard interval 510. "The second tier 504 is simply an 

extension of the first tier, showing the guard interval 510 corresponding to samples 

510 adjacent to the next set of samples." Id., 3:58-63. "This next set of samples 

comprises 64 samples of symbol data 512 and 16 samples corresponding to the guard 

interval 514a." Id., 3:63-65. The third tier 506 depicts a small 1-sample cyclic delay 

shift, resulting in "a delay of 1 sample in the guard interval 514b preceding the 80 

sample symbol in the third tier 506, starting with sample 4/7, as indicated by line 

516. All of the other samples are likewise shifted as represented by the dotted arrow-

head lines 518." Id., 3:66-4:4. As explained in the '439 Patent, from "a receiver 
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standpoint, the guard intervals 510, 514b remain aligned. ... The samples used for 

each guard interval are different after a cyclic shift, but the guard intervals still 

remain as 16 samples." Id., 4:5-10 (emphasis added). 

 39. Significantly, the prior art techniques described by the '439 Patent in 

connection with Figure 5 were limited to the implementation of small cyclic delays, 

e.g., a 1-sample delay.   

5. Small Cyclic Delays Were Problematic Because They 
Resulted In "Spoofing" The Receiver 

 40. As explained in the '439 Patent, one problem with small cyclic delays 

involved the placement of the FFT window in the acquisition process: 

... When correlation occurs at the SISO receiver device 112 (FIG. 1), 
the sample shifting is detected, such shifting being indistinguishable 
from the sample shifting that occurs in linear delay diversity. In other 
words, the impulse response appears to shift directly with the cyclic 
shift. However, the true location of the guard interval does not change 
because the MA transmitter device 102 (FIG. 1) is using cyclic shifts. 
This can spoof the SISO 20 receiver device 112 such that the FFT 
placement is erroneous. That is, the SISO receiver device 112 may shift 
the FFT over in a manner that spills over to the subsequent guard 
interval. Id., 4:12-22 (emphasis added). 
 

 41. Not surprisingly, and as explained later in the '439 Patent, small cyclic 

delays resulted in a relatively high packet error rate. Id., 8:24-41 and Fig. 9.  

B.  Detailed Description 

 42. The '439 Patent discloses a novel cyclic diversity method that employs 

a small cyclic advance, in contrast to a small cyclic delay. In particular, the claimed 
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cyclic advance has a duration that is "less than [the] duration of the guard interval."1 

See, e.g., claim 1 (“... cyclically advancing the first OFDM packet by shifting the 

samples in a first direction an amount less than a sample duration of the guard 

interval portion to generate a shifted version ... in which ... samples from the symbol 

data portion of the first OFDM packet are shifted into the guard interval ....”) This 

small cyclic advance "enables legacy receivers to experience improved packet error 

rate performance when compared to conventional diversity mechanisms." Id. 4:31-

34 and 5:37-41. Figure 6 illustrates an embodiment of a transmitter device for 

implementing the small cyclic advance diversity technique, together with the legacy 

receiver device 112 (described in association with Figure 1): 

 
 

1 The Petition states that "the shift's magnitude is irrelevant here." Pet., at 6, note 4 
(emphasis). To the extent the Petition is suggesting that the magnitude of the claimed 
cyclic advance is irrelevant to these proceedings, it could not be more wrong. An 
important aspect of the Challenged Claims is the recitation requiring that the cyclic 
advance have a "magnitude" that is less than the duration of the guard interval -- a 
feature which Patent Owner refers to elsewhere in this response as a small cyclic 
advance.  
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 43. Module 604 includes a transmit (TX) processor 608 that performs 

encoding, interleaving, mapping, and OFDM symbol generation and processing. As 

part of symbol generation and processing, a cyclic extension module 622 implements 

cyclic advance diversity. Id., 6:6-14. Module 606 comprises components and 

functionality similar to module 604, including a transmit processor 614 and a cyclic 

extension module 616, which operate in a similar manner to cyclic extension module 

622. Id., 6:28-33. "In operation, transmit processors 608 and 614 encode and 

interleave the incoming data ...[and] map the interleaved data into respective sub-

carrier channels as frequency domain symbols." Id., 6:42-47. Next, "[i]nverse fast 

Fourier transform (IFFT) logic in baseband processing circuitry of the transmit 

processors 608 and 614 performs an inverse fast Fourier transformation on the 

frequency domain symbols to create OFDM symbols." Id., 6:47-51.  

 44. FIG. 8 illustrates an implementation of a 4-sample cyclic advance 

diversity technique according to the '439 Patent: 
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45. The first tier 802 represents 80 total samples: 64 samples of symbol 

data 808 and 16 samples used for guard interval 810. "The second tier 804 is simply 

an extension of the first tier 802, showing the guard interval corresponding to 

samples 810 adjacent to the next set of samples. This next set of samples comprises 

64 samples of symbol data 812 and 16 samples corresponding to the guard interval 

814a." Id., 7:33-40. The third tier 806 depicts a 4-sample cyclic advance shift, 

resulting "in the guard interval 814b preceding the 80 sample symbol in the third tier 

806 starting with sample 5/2, as represented by line 816. All of the other samples are 

likewise shifted as represented by the dotted arrow-head lines 818." Id., 7:40-46. 

IPR2024-01244 Exhibit 2001 Page 24 of 59



 

-22- 
 

"From a receiver standpoint, the guard intervals 810, 814b remain aligned, as 

represented by the dashed line 820." Id., 7:47-48. 

 46. The small cyclic advance disclosed in the '439 Patent reduced the 

problem of receiver "spoofing" that plagued small cyclic delays (shown in Figure 5). 

As explained in the '439 Patent: 

 [U]nlike cyclic delay diversity, cyclic advance diversity does not 
result in net shifting of the FFT. That is, the FFT placement remains 
substantially centered and unshifted. ... 
 
 As is shown below, small cyclic advances are preferred over 
small cyclic delays ...  
 
 ... small cyclic advances are superior to small cyclic delays. Id., 
7:51-8:23 (emphasis added). 
 
C.  Experimental Data Included In Specification 

 47. The '439 Patent included experimental testing data (see Figure 9) 

demonstrating that a small cyclic advance of 2, 3 or 4 samples had a reduced packet 

error rate when compared to small cyclic delays of 1 or 2 symbols. Id., 8:34-49. 

 48. In Figure 9 (reproduced below), the lines labeled “-1” and “-2” in the 

legend (red box - added by author) correspond to 1 and 2 symbol cyclic delays, 

respectively; and the lines labeled “2”, “3” and “4” correspond to 2, 3 and 4 symbol 

cyclic advances, respectively. Ex. 1001, 8:34-43. 
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 49.  Figure 9 unquestionably demonstrates the superior performance of the 

small cyclic advance disclosed in the '439 Patent as compared to the performance of 

the small cyclic delay in the prior art, as illustrated in Figure 5. As explained in the 

'439 Patent: 

... As shown in the plot 900 of FIG. 9, the lower the curve, the better 
the PER performance for a particular SNR. The cyclic advance diversity, 
such as shown in curves 2-4 works well and indeed is generally 
superior in PER performance to cyclic delay diversity. Additional 
performance curves may be found in the provisional application 
referenced in the cross-reference to related applications section of this 
disclosure. Ex. 1001, 8:44-51. 
 

 50. The additional performance curves from the provisional application are 

reproduced below, and also show superior performance with small cyclic advances 

(i.e., advances of 1, 2, 3, 4, 5 or 6 symbols) as compared to small cyclic delays (i.e., 

delays of 1 or 2 symbols): 
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Ex. 2009, at 21 (stating “Performance is robust with cyclic advances. Poor with 

delays).  

 51. The Petition criticizes Figure 9 for failing to compare small cyclic 

advances with large cyclic delays. This reflects Petitioner’s misunderstanding of the 

invention and the prior art. The Petition reasoned: 

Critically, however, Figure 9 is not an apples-to-apples comparison of 
advances and delays. ... But what is “identical or equivalent” are small 
cyclic advances with their correspondingly large cyclic delays, which 
is the opposite of what is shown in Figure 9. See id. at 8:5-9. Figure 9 
therefore does not illustrate “[e]xperimental testing [of] small 
advancements (e.g., 100 nsec) as opposed to large delays,” rather it 
compares small delays and small-but-slightly larger advancements. 
See id. at 8:24-26. Had the testing been an apples-to-apples comparison 
of small advancements with correspondingly large delays, a POSITA 
would have instead found “identical or equivalent” results ... Pet., at 71-
72 (emphasis in original). 
 

 52. However, the purpose of  Figure 9 was not to compare small cyclic 

advances with large cyclic delays (which the Petition argues are mathematically 

identical) -- rather, the purpose was to demonstrate the superior performance of the 
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small cyclic advance disclosed (and claimed) in the '439 Patent as compared to the 

performance of the small cyclic delay in the prior art as illustrated in Figure 5.  

 53. While the detailed description of the '439 Patent noted that 

“mathematically, a small cyclic advance of 100 nsec is identical or equivalent to a 

large cyclic delay of 3100 nsecs,” (id., 8:6-10 (emphasis added)), the '439 Patent did 

not disclose that a large cyclic delay was in the prior art. The prior art labelled as 

Figure 5 does not include a large cyclic delay (e.g., a delay with a duration greater 

than the guard interval) -- rather Figure 5 shows only a small cyclic delay, e.g., a 1-

sample delay, and none of the references relied on in the Petition disclose a large 

cyclic delay.  In fact, as explained more fully below, the work of Dammann and that 

of his co-author Kaiser referenced in the background of Bausch (Ex. 1007, at 4) 

expressly discouraged the use of any delay larger than the guard interval.2  Thus, the 

purpose of Figure 9 was not to compare small cyclic advances with large cyclic 

 
2 See, Sections VII(C) and VII(D), infra, which discusses: Ex. 2003, 2 (reciting 
equation requiring that the delay in samples be smaller than guard interval and 
stating that “[i]f that condition does not hold, intersymbol interference (ISI) 
occurs”); Ex. 1006, at 5-6 (reporting that while small cyclic delays that were a 
fraction of the guard in duration provided some benefits, longer cyclic delays 
provided no additional benefits"); and Ex. 1007, at 2-3 (discussing work of 
Dammann and Kaiser and stating that "a delay is introduced in a cyclic manner such 
that the guard interval is not exceeded.")  
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delays3 -- but to demonstrate that the small cyclic advance disclosed in the '439 

Patent performed better than the small cyclic delay in the prior art.  

 54.  Significantly, the Petition does not dispute the small cyclic advance 

disclosed and claimed in the '439 Patent performs dramatically better than the small 

cyclic delay in the prior art, as illustrated in Figure 5, and offers no data to the 

contrary. The Petition also does not dispute that the '439 Patent was the first 

reference to identify these performance advantages. Finally, the Petition does not 

claim that these performance advantages were predictable -- they were not. 

V.  PROSECUTION HISTORY OF '439 PATENT 

 55.  The primary reference applied by the Examiner during prosecution was 

U.S. Patent No. 6,842,487 (Larsson) (Ex. 1005). Much like the prior art identified in 

 
3 The Petition appears to base its criticism of Figure 9 on a statement in the '439 
Patent comparing small advancements and large delays. Pet., at 71, citing Ex. 1001, 
8:24-27 (describing a large delay that may “span an almost an entire FFT”). In light 
of the specification of the ’439 Patent, it is clear that “span an almost an entire FFT” 
means spanning almost the entire duration of the FFT, as noted in the preceding 
paragraph and throughout the specification.  See, Ex. 1001, 8:18-21; see also, id,, 
2:30-41, 3:22-26, 7:47-54,  In light of the sentence immediately preceding the one 
that Petitioner cites, it is clear that Figure 9 compares small cyclic advances to small 
cyclic delays (rather than large cyclic delays). See id., 8:21-23 (“What has been 
determined experimentally is that small cyclic advances are superior to small cyclic 
delays.”).  
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Figure 5 of the '439 Patent, Larsson disclosed only4 the use of small cyclic delays 

(e.g., a 1-sample delay and a 3-sample delay). For example, Figure 8 of Larsen 

depicts a 1-sample delay: 

 
Ex. 1005, Fig. 8 (red box added). In describing Figure 8, Larsson also referred to a 

small 3-sample delay: 

 FIG. 8 illustrates two OFDM symbols wherein a cyclic delay is 
implemented between the two symbols being transmitted in a 
transmission diversity scheme. Assume that OFDM symbol M 810 is 
transmitted over the antenna that has no cyclic delay and that OFDM 
symbol M 820 is transmitted over an antenna which has a cyclic delay 
of one sample. As can be seen by comparing OFDM symbols 810 and 
820, the cyclic delay is implemented by shifting samples from the end 
of the OFDM symbol into the beginning of the OFDM symbol and 
adding a cyclic prefix by copying the last in samples of the OFDM 
symbol. For example, if a cyclic delay of three samples were 
implemented, the OFDM symbol transmitted over the third antenna 

 
4 As explained in further detail in Section VII(A), infra, nothing in Larsson 
discloses or suggests a small cyclic advance as claimed. 
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would have the last three samples of the OFDM symbol shifted into the 
first three slots of the OFDM symbol and the remaining samples in the 
OFDM symbol would be shifted three places to the right. Then the last 
n samples of the OFDM symbol are copied and placed in the cyclic 
prefix, wherein in represents the number of samples in the cyclic prefix 
for a particular system. Ex. 1005, 6:39-58 (emphasis added). 
 

 56. In the First Office Action, the Examiner rejected claim 1 as anticipated 

by Larsson, reasoning that Larsson met the claimed small cyclic advance (less than 

a guard interval): 

 Regarding claims 1, 9 and 21, Larsson teaches ... performing a 
periodic cyclic advancing operation on one or more sections of the 
OFDM packet corresponding to a second transmit antenna (performing 
cyclic delay operation on the same OFDM symbol corresponding to a 
second transmit antenna Ant 2 TX, as shown on Fig. 8 and 9 by shifting 
the OFDM samples, as described on 6:40-57), wherein the duration of 
the periodic cyclic advance operation is less than a guard interval 
(performing 1 sample cyclic delay operation, which is less than the 
cyclic prefix, identified as guard interval on 1:30-32, as the length of 
the cyclic prefix (CP) is three samples, as clearly shown on Fig. 8). Ex. 
1002, 965-966 (emphasis added). 
 

 57. The applicant responded by arguing that Larsson’s cyclic delay was 

distinguishable from the claimed cyclic advance. Ex. 1002, 985 (emphasis added). 

The Examiner was not persuaded, and issued a Final Office Action maintaining the 

rejection over Larsson. The Examiner argued that advancing inherently included 

delaying: 

 ... applicant argues that Larsson does not teach “cyclically 
advancing” limitations of the independent claims, but teaches only 
“cyclically delaying”, making the claims patentable over Larsson. 
 Examiner respectfully disagrees. 
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 Larsson teaching is directed to delaying n-1, n, n+1 OFDM 
symbols for antenna ANT 2, inherently advancing n-1, n, n+1 OFDM 
symbols for antenna Ant 1, ... Ex. 1002, 998 (emphasis added). 
 

 58. The applicant next filed a Request for Continued Examination, where 

claim 1 was canceled and new independent claim 24 was added. In accompanying 

remarks, the applicant again articulated the distinction between a cyclic advance and 

a cyclic delay: 

 In rejecting claims 1, 9, and 21, the Examiner asserted that 
“advancing a portion of the signal is always relative to the other 
copy/duplicate of the signal, which is delayed, as advancing signal in 
time is physically impossible.”... As further described in specification, 
paragraph 0040 and Figure 8, the “cyclical advancement” set forth in 
the claims is accomplished by shifting the samples of the OFDM symbol 
in a direction opposite to that described by the prior art. Such “cyclical 
advancement” is imparted to the “one or more shifted versions of the 
OFDM packet” relative to the original OFDM packet. ...  
 

* * * 
 
... Larsson describes applying a “cyclic delay” to an OFDM symbol by 
“shifting samples from the end of the OFDM symbol into the beginning 
of the OFDM symbol and adding a cyclic prefix by copying the last n 
samples of the OFDM symbol.” See Larsson, column 6, lines 45-49 and 
Figure 8. Larsson, however, does not appear to suggest the “cyclical 
advancements” be applied to the OFDM packet as set forth in claim 24. 
In fact, as described in the specification, the “cyclic delay” described 
by Larsson would cause the legacy receiver to shift the FFT window 
into the subsequent symbol and thereby cause intersymbol interference 
since the intentional cyclic delay is “indistinguishable from the sample 
shifting that occurs in linear delay diversity” from the receiver 
standpoint. On the contrary, during the acquisition process, the cyclical 
advancement as set forth in claim 24 would cause the impulse responses 
corresponding to the shifted versions of the OFDM packet to occur 
before the impulse response of the unshifted OFDM packet, thereby 
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preventing the erroneous alignment of the FFT window. Ex. 1002, 
1012-1014 (emphasis added). 
 

 59. In the next Office Action, the Examiner rejected claim 24 as obvious 

over Larsson in view of Admitted Prior Art. The Examiner reiterated the argument 

that Larsson’s cyclic delay inherently included a cyclic advance: 

Larsson teaches cyclical operation of shifting of a portion of the OFDM 
signal from the symbol end to the symbol beginning, which results in 
advancement of the shifted portion and in delay of the other portion of 
the symbol, pushed back by the advanced portion, as disclosed on 5:20-
40. Therefore, applicant’s emphasis on the advancing data in the 
cyclical shift is not a patentable feature over similar cyclical shift 
operation of Larsson, wherein some portion of the symbol is advanced 
and other portion of the symbol is delayed. Ex. 1002, 1054 (emphasis 
added). 
 

 60. The applicant responded by reiterating previous arguments, including 

that “as described in the specification, the ‘cyclic delay’ described by Larsson would 

cause the legacy receiver to shift the FFT window into the subsequent symbol and 

thereby cause intersymbol interference.” In this regard, the applicant argued: 

 The Larsson reference fails to suggest or disclose every element 
of the claims, as amended. Larsson describes applying a “cyclic delay” 
to an OFDM symbol by “shifting samples from the end of the OFDM 
symbol into the beginning of the OFDM symbol and adding a cyclic 
prefix by copying the last n samples of the OFDM symbol.” See Larsson, 
column 6, lines 45-49 and Figure 8. Larsson, however, does not appear 
to suggest the “cyclical advancements” be applied to the OFDM packet 
as set forth in claim 24 and Fig. 8. In fact, as described in the 
specification, the “cyclic delay” described by Larsson would cause the 
legacy receiver to shift the FFT window into the subsequent symbol and 
thereby cause intersymbol interference since the intentional cyclic 
delay is “indistinguishable from the sample shifting that occurs in 
linear delay diversity” from the receiver standpoint. 
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 On the contrary, during the acquisition process of the claimed 
invention, the cyclical advancement as set forth in claim 24 would 
cause the impulse responses corresponding to the shifted versions of 
the OFDM packet to occur before the impulse response of the unshifted 
OFDM packet, thereby preventing the erroneous alignment of the FFT 
window. This is due to the directional shift as set forth in Fig. 8, ... Ex. 
1002, 1073 (emphasis added).  
 

 61. The next Office Action included an Examiner’s amendment together 

with a Notice of Allowance. Specifically, the Examiner’s amendment (reproduced 

in part below) further clarified the distinction between the small cyclic advance (less 

than the guard interval) being claimed and Larsson’s small cyclic delay: 

24. (Currently Amended) A method for transmitting orthogonal 
frequency division multiplexing (OFDM) signals comprising: ...  
 cyclically advancing the first OFDM packet by shifting the 
samples in a first direction an amount less than a sample duration of the 
guard interval portion to generate a shifted version of the first OFDM 
packet for transmission in which at least a non-zero number of the 
samples from the symbol data portion of the first OFDM packet are 
shifted into the guard interval portion of the shifted version and a same 
non-zero number of samples from the guard interval portion of the first 
OFDM packet are shifted out of the guard interval portion of the shifted 
version ... Ex. 1002, 1090. 
 

 62. In summary, the distinction between a small cyclic delay (as shown in 

Larsson) and the claimed small cyclic advance was thoroughly vetted during 

prosecution, and the Examiner found that this distinction (as recited in the amended 

claims) was patentable. Among other points, the applicant emphasized during 

prosecution that, “as described in the specification, the ‘cyclic delay’ described by 
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Larsson would cause the legacy receiver to shift the FFT window into the subsequent 

symbol and thereby cause intersymbol interference.” Ex. 1002,  1012-1014. 

VI.  CLAIMS OF '439 PATENT 

 63. The claims of the '439 Patent capture the small cyclic advance invented 

by the applicant. Claim 1 is representative:  

 A method for transmitting orthogonal frequency division 
multiplexing (OFDM) signals comprising: 
 generating a first OFDM packet for transmission including a 
guard interval portion and a symbol data portion each comprised of a 
plurality of samples; 
 cyclically advancing the first OFDM packet by shifting the 
samples in a first direction an amount less than a sample duration of 
the guard interval portion to generate a shifted version of the first 
OFDM packet for transmission in which at least a non-zero number of 
the samples from the symbol data portion of the first OFDM packet are 
shifted into the guard interval portion of the shifted version and a same 
non-zero number of samples from the guard interval portion of the first 
OFDM packet are shifted out of the guard interval portion of the shifted 
version; and 
 substantially simultaneously transmitting the first OFDM packet 
and the shifted version of the OFDM packet (emphasis added). 
 

 64. Two aspects of the claim language are worthy of note. First, the claim 

specifies that the cyclical advance involves shifting samples from the symbol data 

portion of a packet into the guard interval portion of such packet.  Second, the claim 

specifies that the shift is small, i.e., less than the duration of the guard interval 

portion. Claim 8 (the other independent claim challenged in the Petition) contains 

analogous limitations. 
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VII.  PRIOR ART RELIED ON IN THE PETITION 

A. Larsson 

 65. The primary reference relied on for Ground 1 is Larsson, the same 

reference applied during prosecution and found wanting. Larsson’s disclosure was 

limited to small cyclic delays (e.g., a 1-sample delay and a 3-sample delay). The fact 

that Larsson was singularly focused on cyclic delays is evident from both the title of 

Larsson (“Cyclic Delay Diversity for ...”) and the first sentence of the “Detailed 

Description” of Larsson: 

DETAILED DESCRIPTION 
 The present invention is directed to transmission diversity, and 
more specifically to mitigating ISI by employing a cyclic delay in a 
transmission diversity system. Ex. 1005, 6:25-28 (emphasis added). 
 

Ex. 1005, 6:25-28 (emphasis added).  

 66. The figures and text of Larsson recite the term “cyclic delay” 73 times, 

in connection with every embodiment. Ex. 1005, 6:39-50 (“FIG. 8 illustrates two 

OFDM symbols wherein a cyclic delay is implemented ... the cyclic delay is 

implemented by shifting samples from the end of the OFDM symbol into the 

beginning ... For example, if a cyclic delay of three samples were implemented ...”); 

7:8-9 (“Each subsequent antenna path performs the cyclic delay on the symbol”); 7: 

23-24 (“the cyclic delay is converted into a phase factor”); 7:28-31 (“FIG. 9 

illustrates a cyclic delay for a transmit diversity scheme, it can be seen that the cyclic 

delay is not limited by the size of the cyclic prefix”); 7:34-36 (“a system which uses 
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a cyclic delay is only limited to using a number of antennas equal to the number of 

samples in the OFDM symbol. Further, by using a cyclic delay ...”); 7:39-42 (“Curve 

1010 illustrates the power carrier density function for the transmission using a cyclic 

delay of ... As illustrated in FIG. 10, the implementation of a cyclic delay results 

in ...”); 7:48-50 (“FIG. 11 illustrates the subcarrier covariance matrix for a 

transmission diversity system which employs 32 cyclic delays”); 7:57-58 (“FIG. 12 

illustrates an exemplary method for employing cyclic delay in accordance with the 

present invention”); and 9:4-5 (“As can be seen from FIGS. 13B and 13C, the cyclic 

delays t1, t2 and t3 are chosen such ...”). 

 67. Having characterized the “present invention” as “employing a cyclic 

delay in a transmit diversity system” (id., 6:25-28), and explained the operation of 

the disclosed embodiments, which were limited to cyclic delays, the specification 

identified two alternatives for implementing such cyclic delays: 

 Although exemplary embodiments of the present invention are 
described above as implementing cyclic delay by shifting samples from 
the end of an OFDM symbol into the beginning of the OFDM symbol, 
the present invention can also be implemented so that the samples from 
the beginning of the OFDM symbol are shifted into the end of the 
OFDM symbol. ... Ex. 1005, 9:41-47 (emphasis added). 
 

 This passage is stating that there are two ways to implement the cyclic delay 

employed in the present invention: one way of implementing the cyclic delay 

(described in connection with, e.g., FIG. 8) is to shift samples from the end of an 

OFDM symbol into the beginning of the OFDM symbol, and the second way of 
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implementing the cyclic delay is by shifting “samples from the beginning of the 

OFDM symbol ... into the end of the OFDM symbol.” Set forth below is an 

illustration created by Patent Owner graphically illustrating these two alternatives 

for implementing Larsson’s cyclic delay.  

 

 68. In stark contrast to Larsson’s disclosure of the two ways of providing a 

cyclic delay, if a cyclic advance, e.g., of 1 sample, were to be applied to Larsson’s 

OFDM symbol, the resulting OFDM symbol and the corresponding cyclic prefix 

would be as shown below: 
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As seen in the figures above, an OFDM symbol that is cyclically advanced by one 

sample is entirely different from that cyclically delayed by one sample. Thus, 

contrary to the Petition, Larsson did not disclose (or even suggest) the small cyclic 

advance claimed in the '439 Patent. The Examiner did not “overlook” the subject 

passage from Larsson (Ex. 1005, 9:41-47), because that passage disclosed nothing 

more than an alternate way to implement the same cyclic delay disclosed earlier in 

the reference. Rather than reading the subject passage of Larsson in connection with 

Larsson as a whole (which makes clear that the “present invention” is limited to 

cyclic delays), the Petition improperly reads the subject passage of Larsson both in 

isolation and through lens of the teachings of the '439 Patent in order to erroneously 

suggest that Larsson discloses the small cyclic advance claimed in the '439 Patent. 

  

IPR2024-01244 Exhibit 2001 Page 39 of 59



 

-37- 
 

B. IEEE 

 69. The second reference relied on for Ground 1 is a supplement to IEEE 

Standard 802.11-1999, referred to in the Petition as “IEEE.” Ex. 1008. The Petition 

does not contend that IEEE teaches or suggests the small cyclic advance claimed in 

the '439 Patent. 

C. Kaiser 

 70. Ground 2 of the Petition relies on a paper by Armin Dammann and 

Stefan Kaiser entitled “Low Complex Standard Conformable Antenna Diversity 

Techniques for OFDM Systems and its Application to the DVB-T System.” Ex. 1006. 

Even though Dammann is the lead author of the article, the Petition refers to this 

paper based on the name of the second author, “Kaiser.” The work of Dammann and 

Kaiser is at issue in IPR2024-00883 (where I am also serving as an expert), and 

referred to generally in the References section of Kaiser (see, e.g., Ex. 1006, at 6, 

references [8] and [10]), as well as in the Bauch reference discussed below. See, e.g., 

Ex. 1007, at 4. This section of my declaration discusses the specifics of Kaiser 

reference, as well as the work of Dammann and Kaiser more generally.  

 71. Like Larsson, Kaiser is limited to “Cyclic Delay Diversity,” 

abbreviated “CDD” in Kaiser - where the middle “D” stands for delay. Ex. 1006, 2 

(heading, “Cyclic Delay Diversity”); (“The OFDM symbols of the CDD signal can 

be generated ... Fig. 4 shows the block diagram of an N-transmitter-antenna OFDM 
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system with CDD. ... because of linearity CDD can be implemented at the receiver. 

Fig. 5 shows the principle block diagram of a CDD receiver ... these techniques are 

implementable with only slight additional complexity as long as the delays ... are 

multiples of the system sampling time.")  

 72. Kaiser reported that while small cyclic delays provided some benefits, 

longer cyclic delays provided no additional benefits. Ex. 1006, 5-6. Specifically, 

Kaiser simulated a “2k-mode” and “8k-mode with symbol durations of 224 and 896 

µs, respectively, each having a guard interval of 28 µs. For the 2k-mode, the guard 

interval was 1/8th of the symbol duration and for the 8k-mode, the guard interval 

was 1/32nd of the symbol duration. Ex. 1006, 5. In connection with these simulations, 

Kaiser reported: 

As the results, showed in Fig. 11(a) and 11(b), signify, there is a 
saturation effect in terms of cyclic delay diversity. It can be observed, 
that a cyclic delay of 𝛿𝛿 > 1.5 𝜇𝜇𝜇𝜇 results in no further improvement. Ex. 
1006, at 6 (emphasis added). 
 

 73. Thus, in the context of systems having a guard interval of 28 µs, Kaiser 

reported that there was a saturation effect that occurred for cyclic delays longer than 

roughly 5% of the duration of the guard interval (or 1.5 µs). This teaching would 

have discouraged a POSITA from trying longer delays (which the Petition argues 

are mathematically equivalent to the small cyclic advances claimed in the '439 

Patent.) 
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 74. Kaiser also stated that “simulation results on further 2k system can be 

found in” reference [10] to the paper: 

[10]  Armin Dammann and Stefan Kaiser, “Standard conformable 
antenna diversity techniques for OFDM and its application to the 
DVB-T system,” Accepted for Publication in Proceedings IEEE 
Global Telecommunications Conference (GLOBECOM 2001), 
San Antonio, Texas, USA, November 2001. Ex. 1006, 6.  

 
 75. The Petition neglected to include this earlier paper (Dammann, Ex. 

2003) from the same authors (Dammann and Kaiser) as an exhibit. Dammann5 

further demonstrates that the cyclic delay diversity techniques being explored by 

Dammann and Kaiser were limited to small cyclic delays. In this regard, Dammann 

stated that the delay in samples (𝛿𝛿l) was governed by the following equation: 

 

Where 𝛿𝛿l “denotes a simple time delay in samples,” and “Ng and 𝜏𝜏 “𝑚𝑚𝑚𝑚𝑚𝑚” are the 

guard interval and maximum channel delay in samples, respectively.” Ex. 2003, at 

2. This equation plainly requires that the delay in samples (𝛿𝛿l) be smaller than the 

guard interval (Ng). After setting forth the above equation, Dammann states that “[i]f 

that condition does not hold, intersymbol interference (ISI) occurs.” Ex. 2003, 2. 

Since ISI must be avoided, a POSITA would have understood that the cyclic delays 

 
5 Dammann is also cited in the Bauch reference (Ex. 1007, at 4), as discussed in 
Section VII(D), infra. 
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of Dammann and Kaiser were necessarily small (less than the guard interval), and 

would have been discouraged from trying longer cyclic delays. 

D. Bauch 

 76. Ground 2 of the Petition also relies on a WIPO International Publication 

titled “Apparatus and Method for Cyclic Delay Diversity.” Ex. 1007 at Cover 

(emphasis added). Bauch begins by discussing the prior work of Dammann and 

Kaiser which, as noted above, was limited to small cyclic delays (less than the 

duration of the guard interval): 

 An increased frequency selectivity without exceeding the guard 
interval can be achieved introducing a cyclic delay diversity, as 
described in: A. Dammann and S. Kaiser, “Standard conformable 
antenna diversity techniques for OFDM systems and its application to 
the DVB-T system”, IEEE Globecom, pages 3100-3105, November 
2001, in: A. Dammann and S. Kaiser, “Low complex standard 
conformable antenna diversity techniques for OFDM systems and its 
application to the DVB-T system”, 4th International ITG Conference 
on Source and Channel Coding, pages 253-259, January 2002, and in: 
A. Dammann, R. Raulefs, and S. Kaiser, “Beamforming in combination 
with space-time diversity for broadband OFDM systems”, IEEE 
Conference on Communications (ICC), pages 165-171, April 2002. In 
accordance with the teachings of the above documents, a delay is 
introduced in a cyclic manner such that the guard interval is not 
exceeded. Ex. 1007, 2-3 (emphasis added). 
 

 77. The Petition interprets the above passage as “Bauch expressly teach[ing] 

that its disclosure should be applied to Kaiser’s system” -- which in turn was limited 

to small cyclic delays that were less than the guard interval. Pet., at 46. 
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 78. Like Larsson, Bauch makes clear that the “present invention” and every 

embodiment are limited to the implementation of cyclic delays: 

 The present application is based on the finding, that ... In 
particular, it has been found that the spatial diversity can fully be 
exploited, when, at the transmitter or at the receiver, cyclic delay 
diversity scheme is used, wherein the cyclic delays are determined by 
a number of users. Ex. 1007, 7-8 (emphasis added). 
 

* * * 
 In accordance with the present invention, the cyclic delay is 
chosen such that sub-carriers associated with subsequent user signal 
values are uncorrelated. ... Id., at 8 (emphasis added). 
 
 It is a further advantage of the present invention, that the 
inventive cyclic delay diversity concept is simple, ... Ex. 1007, 7-8 
(emphasis added). Id., at 8 (emphasis added). 
 

* * * 
 

 Fig. 2 shows a correlation function for the inventive cyclic delay 
diversity scheme ...  
 Fig. 4 demonstrates cyclic delay diversity in a ...  
 Fig. 5 demonstrates cyclic delay diversity in a ...  
 Fig. 6b shows the channel of Fig. 6a transformed by the cyclic 
delay diversity ... Id., at 9-10 (emphasis added). 
 

* * * 
 
 In accordance with the present invention, the cyclic delay can be 
used in an already existing, standardized system ... Id., at 11 (emphasis 
added). 

* * * 
 The inventive cyclic diversity scheme is based on an efficient 
exploitation of general correlation properties. To be more specific, the 
inventive delays (shifts) are chosen such that, ... In particular for the 
case of an OFDM transmission scenario, an efficient choice of cyclic 
delay may ... In accordance with the present invention, the cyclic delays 
are chosen such that ... Id., at 14-15 (emphasis added). 
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* * * 

 
 Fig. 2 shows a correlation function for an inventive cyclic delay 
diversity with two transmit antennas and a cyclic delay ... The cyclic 
delays (cyclic shifts are chosen according to U where U is the number 
of users ... 
 
 The inventive choice cyclic delay guarantees that ... Id., at 15 
(emphasis added). 

* * * 
 
 It is to be noted that the inventive cyclic shift operation 
introduces a cyclic delay having an influence on ... Id., at 19 (emphasis 
added). 
 

* * * 
... After influencing the phase of each value, the resulting frequency 
domain signals are then transformed back to time domain, so that 
delayed versions of the respective receive signals are obtained. Id., at 
20 (emphasis added). 

* * * 
 

... Each antenna introduces a different cyclic delay ... Id., at 23 
(emphasis added). 

* * * 
 

... the cyclic delay diversity transforms the multiple-input-multiple-
output (MIMO) channel to a single-inputmultiple-output (SIMO) 
channel having ... In Fig. 6b, the transformation introduced by the 
cyclic delay diversity is demonstrated. Id., at 24-25 (emphasis added). 

 
 79. Bauch also makes clear in several places that, when it refers to a cyclic 

shift, it means a cyclic delay. Id., at 14 (“the inventive delays (shifts) are chosen such 

that, ...”); 15 (“The cyclic delays (cyclic shifts are chosen ...”); Id., at 19 (“the 

inventive cyclic shift operation introduces a cyclic delay ...”). 

IPR2024-01244 Exhibit 2001 Page 45 of 59



 

-43- 
 

 80. The Petition (at 45) focuses on the passage at 22:30-23:1 of Bauch, 

which states: 

... the means 522 for introducing the delay are respectively operative 
to perform a left-shift. Alternatively, the means 522 may be operative 
to perform a right-shift. (emphasis added). 
 

 The stated function of means 522 is “for introducing the delay.” Similar to the 

passage in Larsson discussed above, this passage in Bauch is stating that there are 

two ways for means 522 to introduce the cyclic delay: one way that means 522 can 

introduce the cyclic delay is to shift samples from the end of an OFDM symbol into 

the beginning of the OFDM symbol (the so-called “left-shift”), and the second way 

that means 522 can introduce the cyclic delay is by shifting samples from the 

beginning of the OFDM symbol into the end of the OFDM symbol (the so-called 

“right-shift”). Reproduced below is the same illustration created by Patent Owner 

based on the figures from Larsson shown previously, but modified to graphically 

illustrate implementation of a 1-sample cyclic delay using either the “left-shift” or 

“right-shift” as described in Bauch: 
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 81. Contrary to the Petition, Bauch did not disclose (or even suggest) the 

small cyclic advance claimed in the '439 Patent. Rather than reading the subject 

passage of Bauch in connection with Bauch as a whole (which makes clear that the 

“present invention” is limited to cyclic delays), the Petition improperly reads the 

subject passage of Bauch both in isolation and through lens of the teachings of the 

'439 Patent in order to argue that Bauch discloses the small cyclic advance claimed 

in the '439 Patent. 

 82. Reading the subject passage of Bauch as being directed to the small 

cyclic advance claimed in the '439 Patent is also inconsistent with Bauch’s 

recognition that, according to earlier work of Dammann and Kaiser, the duration of 
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a cyclic delay must be small - i.e., less than guard interval. See, e.g., Ex. 1007, 3 (“In 

accordance with the teachings of the above documents, a delay is introduced in a 

cyclic manner such that the guard interval is not exceeded”); and Pet., at 46 (“Bauch 

expressly teaches that its disclosure should be applied to Kaiser’s system.") If, as the 

Petition argues, the small cyclic advance claimed in the '439 Patent is 

mathematically equivalent to a large cyclic delay, it would be nonsensical to read 

the subject passage of Bauch as being directed to such a large cyclic delay 

(equivalent to a small cyclic advance) given Bauch’s acknowledgment (based on 

Dammann and Kaiser’s work) that any cyclic delay must be small. 

VIII. THE PRIOR ART RELIED ON IN THE PETITION IS CUMULATIVE 
OF THAT ADVANCED BY THE EXAMINER AND OVERCOME 
DURING PROSECUTION 

 
  83. As set forth in Section V, supra, the small cyclic delay disclosed in 

Larsson was thoroughly vetted and overcome during prosecution. Besides Larsson, 

the Examiner also applied Figure 5 of the '439 Patent (labelled “Prior Art”) in 

making rejections during prosecution. See, e.g., Office Action dated March 9, 2009 

(rejecting claims as being unpatentable over Larsson in view of Admitted Prior Art 

including Figs. 1-5 and pages 1-7)(Ex. 1002, at 1048-1050). The Prior Art shown in 

Figure 5 of the '439 Patent (top figures in diagram below) depicted the same small 

cyclic delay disclosed in Larsson and Bauch, and in the terminology of Bauch, could 
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have been implemented using either a “right-shift” or a “left-shift,” as graphically 

depicted below (diagram created by Patent Owner):  

 

 84. Simply put, regardless of whether the small cyclic delay from the prior 

art was implemented by shifting from the beginning of the OFDM symbol into the 

end of the OFDM symbol or shifting from the end of the OFDM symbol into the 

beginning of the OFDM symbol (as phrased in Larsson) or by performing a “right-

shift” or a “left-shift” (as phrased in Bauch), the result is the same as shown in the 

Prior Art identified in FIG. 5 of the '439 Patent -- namely, a small cyclic delay.  

85. In other words, the direction of the shift -- left or right – by itself, does 

not determine whether there is a cyclic delay or cyclical advance.  When a 1-sample 
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cyclic delay is introduced, sample 1 through N-1 are delayed relative to their original 

position or time index, regardless of whether left or right shift is used to implement 

the cyclic delay, as shown above using annotated FIG. 8 of Larsson.  In contrast, 

when a 4-sample cyclic advance is introduced, samples 4 through N-1 (where N=64) 

are advanced relative to their original position or time index, as shown in  FIG. 8 of 

the ’439 Patent.  

86. The references relied on in the Petition are clearly cumulative of the art 

considered and overcome during prosecution. 

 
IX. THE PETITION FAILS TO DEMONSTRATE A REASONABLE 

LIKELIHOOD OF SUCCESS ON THE MERITS 
 
 87. Returning to the language of Claim 1 of the '439 Patent, Claim 1 recites 

in pertinent part: 

 A method for transmitting orthogonal frequency division 
multiplexing (OFDM) signals comprising: ...  
 cyclically advancing the first OFDM packet by shifting the 
samples in a first direction an amount less than a sample duration of 
the guard interval portion to generate a shifted version of the first 
OFDM packet for transmission in which at least a non-zero number of 
the samples from the symbol data portion of the first OFDM packet are 
shifted into the guard interval portion of the shifted version and a same 
non-zero number of samples from the guard interval portion of the first 
OFDM packet are shifted out of the guard interval portion of the shifted 
version ...6 

 
6 The highlighted claim language corresponds to the claim elements identified as 
1[b][i] - 1[b][iii] by the Petition. Pet., at 82. 
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 88. The Larsson and Bauch references (relied on in Grounds 1 and 2, 

respectively) fail to disclose the claimed small (less than the duration of the guard 

interval) cyclic advance (shifting samples in a first direction from the symbol data 

portion into guard interval portion) as shown, for example, in Figure 8 of the '439 

Patent (reproduced in part below): 

 

A. Ground 1 Is Deficient Because Larsson Fails To Teach The Small 
Cyclic Advanced Recited In All Challenged Claims 

 
 89. In Ground 1, the Petition relies on Larsson as meeting the claim 

elements 1[b][i] - 1[b][iii] corresponding to the small cyclic advance recited in Claim 

1 of the '439 Patent. Specifically, the Petition argues: 

 ... Larsson teaches shifting in either direction: 

Although exemplary embodiments of the present invention are 
described above as implementing cyclic delay by shifting 
samples from the end of an OFDM symbol into the beginning 
of the OFDM symbol, the present invention can also be 
implemented so that the samples from the beginning of the 
OFDM symbol are shifted into the end of the OFDM symbol. 
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See EX1005 at 9:41–47. Larsson refers to a shift in the first direction 
described above as a cyclic delay, so a POSITA would recognize that a 
shift in the opposite direction is a cyclical advance. See EX1003 ¶82. A 
POSITA would understand that a cyclic delay is a shift in the opposite 
direction as the signal transmission direction (which is what makes it a 
delay), so a cyclic advance is necessarily a shift in the direction of 
signal transmission. See id. ¶¶35, 82. Pet., at 16 (emphasis in original). 
 

 90. The quoted passage from Larson does not say “shift in the first direction” 

or “shift in the opposite direction.” In fact, neither the term “direction” or “advance” 

are mentioned in the quote from Larsson. The words in Larsson say that the present 

invention (defined earlier in Larsson as a cyclic delay)7 can be implemented “so that 

the samples from the beginning of the OFDM symbol are shifted into the end of the 

OFDM symbol.” The meaning of the relied on passage is depicted graphically in the 

diagram shown in Section VII(A) and reproduced again below: 

 
7 See generally, Section VII(A), supra; see also Ex. 1005, 6:25-28 ("The present 
invention is directed to transmission diversity, and more specifically to mitigating 
ISI by employing a cyclic delay ..."). 
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 91. As seen above, when a 1-sample cyclic delay is performed, regardless 

of the direction of the shift, samples 1 through N-1, are delayed relative to their 

respective original positions.  By contrast, nothing in Larsson teaches or suggests 

the claimed small cyclic advance depicted in one example in Figure 8 of the '439 

Patent: 
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 It can be seen above that when a 4-sample cyclic advance is performed, 

samples 4 through N-1 (where N=64), are advanced in the shifted version relative to 

their respective original positions.  For at least this reason, the references relied on 

in Ground 1 fail to meet the claim elements 1[b][i] - 1[b][iii] corresponding to the 

small cyclic advance recited in independent Claim 1 of the '439 Patent. For 

substantially the same reason, the references relied on in Ground 1 also fail to meet 

the claim elements 8[b] and 19[b] corresponding to the small cyclic advance recited 

in the other independent claims (i.e., Claims 8 and 19) of the '439 Patent. 

 
B. Ground 2 Is Deficient Because Bauch Fails To Teach The Small 

Cyclic Advanced Recited In All Challenged Claims 

 
 92. In Ground 2, the Petition relies on Bauch as meeting the claim elements 

1[b][i] - 1[b][iii] corresponding to the small cyclic advance recited in Claim 1 of the 
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'439 Patent. With respect to these elements, the Petition (at 45) focuses on the 

passage at 22:30-23:1 of Bauch, which states: 

... the means 522 for introducing the delay are respectively 
operative to perform a left-shift. Alternatively, the means 522 
may be operative to perform a right-shift. (emphasis added). 

 
 With respect to this passage from Bauch, the Petition argues: 

... Bauch refers to this shift as “a left-shift.” See id. at 22:30–32. 
Critically, however, Bauch then teaches: “Alternatively, the means 522 
may be operative to perform a right-shift.” See id. at 22:30–23:1. As a 
POSITA would have recognized, a “left-shift” in Bauch is a cyclic 
delay, and shifting in the opposite direction, a “right-shift,” is a cyclic 
advance. See id. at 22:30–23:1; EX1003 ¶153. Pet., at 45 (emphasis in 
original). 
 

 93. However, the quoted passage from Bauch does not say “shifting in the 

opposite direction” and does not use the term “cyclic advance.” Focusing on the 

actually words of Bauch at 22:30-23:1, the stated function of means 522 is “for 

introducing the delay.” Bauch states that the means 522 for implementing the delay 

“may be operative to perform a right-shift.” This passage is teaching the 

implementation of a cyclic delay using a right-shift, as depicted graphically in the 

diagram shown in Section VII(D) and reproduced again below: 
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 94. By contrast, nothing in Larsson teaches or suggests the claimed small 

cyclic advance depicted in one example by Figure 8 of the '439 Patent: 
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 95. For at least this reason, the references relied on in Ground 2 fail to meet 

the claim elements 1[b][i] - 1[b][iii] corresponding to the small cyclic advance 

recited in independent Claim 1 of the '439 Patent. For substantially the same reason, 

the references relied on in Ground 2 also fail to meet the claim elements 8[b] and 

19[b] corresponding to the small cyclic advance recited in the other independent 

claims (i.e., Claims 8 and 19) of the '439 Patent. 

 96. Moreover, it would not have been obvious to combine Kaiser and 

Bauch as alleged in Ground 2. As explained in Section VII(C), supra, Kaiser 

reported that there was a saturation effect that occurred for cyclic delays longer than 

roughly 5% of the duration of the guard interval, and Dammann (Ex. 2003) -- which 

was referenced in both Kaiser and Bauch -- disclosed that the cyclic delay needed to 

be smaller than the guard interval to avoid intersymbol interference. These teachings 

would have discouraged a POSITA from trying longer delays (which the Petition 

argues are mathematically equivalent to the small cyclic advances claimed in the 

'439 Patent.)  For at least this further reason, the references relied on in Ground 2 

fail to render the Challenged Claims obvious. 

C.  THE PETITION IS DEFICIENT BECAUSE IT FAILS TO 
MEANINGFULLY ADDRESS THE EXPERIMENTAL 
RESULTS IN THE SPECIFICATION 

 97. As detailed in Section IV(C), supra, the '439 Patent included 

experimental testing data demonstrating that a small cyclic advance of 2, 3, or 4 
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samples had a dramatically reduced packet error rate when compared to small cyclic 

delays of 1 or 2 symbols. Ex. 1001, 8:34-49, and FIG. 9; Ex. 2009. 

  98. The Petition faults the data shown in Figure 9 of the '439 Patent for 

failing to compare small cyclic advances with large cyclic delays. Pet., at 71-72. As 

explained in Section IV(C), supra, this criticism reflects a fundamental 

misunderstanding of the invention and the prior art. The purpose of the data in Figure 

9 of the '439 Patent was not to compare small cyclic advances with large cyclic 

delays which, as stated in the Petition, are mathematically identical -- rather, the 

purpose was to demonstrate that the superior performance of the small cyclic 

advance disclosed, e.g., in Figure 8 of the '439 Patent, as compared to the 

performance of the small cyclic delay in the prior art as illustrated, e.g., in Figure 5 

of the '439 Patent (as well as Larsson and Bauch.)  

 99. Importantly, the Petition does not dispute that the small cyclic advance 

disclosed and claimed in the '439 Patent performs dramatically better than the small 

cyclic delay in the prior art, as illustrated in Figure 5 (and Larsson and Bauch), and 

offers no data to the contrary. 
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X. DECLARATION 

I, Dr. Gary Lomp, declare that all statements made herein on my own 

knowledge are true and that all statements made on information and belief are believed 

to be true, and further, that these statements were made with the knowledge that willful 

false statements and the like so made are punishable by fine or imprisonment, or both, 

under Section 1001 of Title 18 of the United States Code.   

 

Date: 14 November 2024    By: ___________________________   

          Dr. Gary Lomp 
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