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Fundamentals of Digital Communication 

This textbook presents the fundamental concepts underlying the design of 
modern digital communication systems, which include the wireline, wire-
less, and storage systems that pervade our everyday lives. Using a highly 
accessible, lecture style exposition, this rigorous textbook first establishes a 
firm grounding in classical concepts of modulation and demodulation, and 
then builds on these to introduce advanced concepts in synchronization, non-
coherent communication, channel equalization, information theory, channel 
coding, and wireless communication. This up-to-date textbook covers turbo 
and LDPC codes in sufficient detail and clarity to enable hands-on imple-
mentation and performance evaluation, as well as "just enough" information 
theory to enable computation of performance benchmarks to compare them 
against. Other unique features include the use of complex baseband represen-
tation as a unifying framework for transceiver design and implementation; 
wireless link design for a number of modulation formats, including space—
time communication; geometric insights into noncoherent communication; 
and equalization. The presentation is self-contained, and the topics are selected 
so as to bring the reader to the cutting edge of digital communications research 
and development. 

Numerous examples are used to illustrate the key principles, with a view to 
allowing the reader to perform detailed computations and simulations based 
on the ideas presented in the text. 

With homework problems and numerous examples for each chapter, this 
textbook is suitable for advanced undergraduate and graduate students of 
electrical and computer engineering, and can be used as the basis for a one 
or two semester course in digital communication. It will also be a valuable 
resource for practitioners in the communications industry. 

Additional resources for this title, including instructor-only solutions, are 
available online at www.cambridge.org/9780521874144. 

Upamanyu Madhow is Professor of Electrical and Computer Engineering at the 
University of California, Santa Barbara. He received his Ph.D. in Electrical 
Engineering from the University of Illinois, Urbana-Champaign, in 1990, 
where he later served on the faculty. A Fellow of the IEEE, he worked for 
several years at Telcordia before moving to academia. 
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Introduction 

We define communication as information transfer between different points 
in space or time, where the term information is loosely employed to cover 
standard formats that we are all familiar with, such as voice, audio, video, 
data files, web pages, etc. Examples of communication between two points 
in space include a telephone conversation, accessing an Internet website from 
our home or office computer, or tuning in to a TV or radio station. Examples 
of communication between two points in time include accessing a storage 
device, such as a record, CD, DVD, or hard drive. In the preceding exam-
ples, the information transferred is directly available for human consumption. 
However, there are many other communication systems, which we do not 
directly experience, but which form a crucial part of the infrastructure that 
we rely upon in our daily lives. Examples include high-speed packet trans-
fer between routers on the Internet, inter- and infra-chip communication in 
integrated circuits, the connections between computers and computer periph-
erals (such as keyboards and printers), and control signals in communication 

•networks. 
In digital communication, the information being transferred is represented 

in digital form, most commonly as binary digits, or bits. This is in contrast to 
analog information, which takes on a continuum of values. Most communica-
tion systems used for transferring information today are either digital, or are 
being converted from analog to digital. Examples of some recent conversions 
that directly impact consumers include cellular telephony (from analog FM 
to several competing digital standards), music storage (from vinyl records to 
CDs), and video storage (from VHS or beta tapes to DVDs). However, we 
typically consume information in analog form; for example, reading a book 
or a computer screen, listening to a conversation or to music. Why, then, 
is the world going digital? We consider this issue after first discussing the 
components of a typical digital communication system. 

1 
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2 Introduction 

1.1 Components of a digital communication system 

Consider the block diagram of a digital communication link depicted in 
Figure 1.1. Let us now briefly discuss the roles of the blocks shown in the 
figure. 

Source encoder Information theory tells us that any information can be effi-
ciently represented in digital form up to arbitrary precision, with the number 
of bits required for the representation depending on the required fidelity. The 
task of the source encoder is to accomplish this in a practical setting, reducing 
the redundancy in the original information in a manner that takes into account 
the end user's requirements. For example, voice can be intelligibly encoded 
into a 4 kbit/s bitstream for severely bandwidth constrained settings, or sent at 
64 kbit/s for conventional wireline telephony. Similarly, audio encoding rates 
have a wide range — MP3 players for consumer applications may employ 
typical bit rates of 128 kbit/s, while high-end digital audio studio equipment 
may require around ten times higher bit rates. While the preceding examples 
refer to lossy source coding (in which a controlled amount of information 
is discarded), lossless compression of data files can also lead to substantial 
reductions in the amount of data to be transmitted. 

Figure 1.1 Block diagram of a 
digital communication link. 

From 
information —.-
generator 

To 
information -.I--
consumer 

Channel encoder and modulator While the source encoder eliminates 
unwanted redundancy in the information to be sent, the channel encoder 
introduces redundancy in a controlled fashion in order to combat errors that 
may arise from channel imperfections and noise. The output of the channel 
encoder is a codeword from a channel code, which is designed specifically 
for the anticipated channel characteristics and the requirements dictated by 
higher network layers. For example, for applications that are delay insensitive, 
the channel code may be optimized for error detection, followed by a request 
for retransmission. On the other hand, for real-time applications for which 
retransmissions are not possible, the channel code may be optimized for 
error correction. Often, a combination of error correction and detection may 
be employed. The modulator translates the discrete symbols output by the 
channel code into an analog waveform that can be transmitted over the 

Source 
encoder 

r 

Source 
decoder 

Channel 
encoder 

Channel 
decoder 

Modulator 

Demodulator 

Channel 

Scope of this textbook 
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3 1.1 Components of a digital communication system 

physical channel. The physical channel for an 802.11b based wireless local 
area network link is, for example, a band of 20MHz width at a frequency of 
approximately 2.4 GHz. For this example, the modulator translates a bitstream 
of rate 1, 2, 5.5, or 11 Mbit/s (the rate varies, depending on the channel 
conditions) into a waveform that fits within the specified 20MHz frequency 
band. 

Channel The physical characteristics of communication channels can vary 
widely, and good channel models are critical to the design of efficient commu-
nication systems. While receiver thermal noise is an impairment common to 
most communication systems, the channel distorts the transmitted waveform 
in a manner that may differ significantly in different settings. For wireline 
communication, the channel is well modeled as a linear time-invariant sys-
tem, and the transfer function in the band used by the modulator can often 
be assumed to be known at the transmitter, based on feedback obtained 
from the receiver at the link set-up phase. For example, in high-speed digital 
subscriber line (DSL) systems over twisted pairs, such channel feedback is 
exploited to send more information at frequencies at which the channel gain 
is larger. On the other hand, for wireless mobile communication, the channel 
may vary because of relative mobility between the transmitter and receiver, 
which affects both transmitter design (accurate channel feedback is typically 
not available) and receiver design (the channel must either be estimated, or 
methods that do not require accurate channel estimates must be used). Fur-
ther, since wireless is a broadcast medium, multiple-access interference due 
to simultaneous transmissions must be avoided either by appropriate resource 
sharing mechanisms, or by designing signaling waveforms and receivers to 
provide robust performance in the presence of interference. 

Demodulator and channel decoder The demodulator processes the analog 
received waveform, which is a distorted and noisy version of the transmitted 
waveform. One of its key tasks is synchronization: the demodulator must 
account for the fact that the channel can produce phase, frequency, and 
time shifts, and that the clocks and oscillators at the transmitter and receiver 
are not synchronized a priori. Another task may be channel equalization, or 
compensation of the intersymbol interference induced by a dispersive channel. 
The ultimate goal of the demodulator is to produce tentative decisions on the 
transmitted symbols to be fed to the channel decoder. These decisions may be 
"hard" (e.g., the demodulator guesses that a particular bit is 0 or 1), or "soft" 
(e.g., the demodulator estimates the likelihood of a particular bit being 0 or 1). 
The channel decoder then exploits the redundancy in the channel to code to 
improve upon the estimates from the demodulator, with its final goal being 
to produce an estimate of the sequence of information symbols that were the 
input to the channel encoder. While the demodulator and decoder operate 
independently in traditional receiver designs, recent advances in coding and 
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4 Introduction 

communication theory show that iterative information exchange between the 
demodulator and the decoder can dramatically improve performance. 

Source decoder The source decoder converts the estimated information 
bits produced by the channel decoder into a format that can be used by the 
end user. This may or may not be the same as the original format that was 
the input to the source encoder. For example, the original source encoder 
could have translated speech into text, and then encoded it into bits, and the 
source decoder, may then display the text to the end user, rather than trying 
to reproduce the original speech. 

We are now ready to consider why the world is going digital. The two key 
advantages of the digital communication approach to the design of transmis-
sion and storage media are as follows: 

Source-independent design Once information is transformed into bits by 
the source encoder, it can be stored or transmitted without interpretation: as 
long as the bits are recovered, the information they represent can be recon-
structed with the same degree of precision as originally encoded. This means 
that the storage or communication medium can be independent of the source 
characteristics, so that a variety of information sources can share the same 
communication medium. This leads to significant economies of scale in the 
design of individual communication links as well as communication networks 
comprising many links, such as the Internet. Indeed, when information has to 
traverse multiple communication links in a network, the source encoding and 
decoding in Figure 1.1 would typically be done at the end points alone, with 
the network transporting the information bits put out by the source encoder 
without interpretation. 

Channel-optimized design For each communication link, the channel 
encoder or decoder and modulator or demodulator can be optimized for the 
specific channel characteristics. Since the bits being transported are regener-
ated at each link, there is no "noise accumulation." 

The preceding framework is based on a separation of source coding and 
channel coding. Not only does this separation principle yield practical advan-
tages as mentioned above, but we are also reassured by the source—channel 
separation theorem of information theory that it is theoretically optimal for 
point-to-point links (under mild conditions). While the separation approach 
is critical to obtaining the economies of scale driving the growth of digital 
communication systems, we note in passing that joint source and channel 
coding can yield superior performance, both in theory and practice, in certain 
settings (e.g., multiple-access and broadcast channels, or applications with 
delay or complexity constraints). 

The scope of this textbook is indicated in Figure 1.1: we consider modula-
tion and demodulation, channel encoding and decoding, and channel modeling. 
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5 1.2 Text outline 

Source encoding and decoding are not covered. Thus, we implicitly restrict 
attention to communication systems based on the separation principle. 

1.2 Text outline 

The objective of this text is to convey an understanding of the principles 
underlying the design of a modem digital communication link. An introduc-
tion to modulation techniques (i.e., how to convert bits into a form that can 
be sent over a channel) is provided in Chapter 2. We emphasize the impor-
tant role played by the complex baseband representation for passband signals 
in both transmitter and receiver design, describe some common modulation 
formats, and discuss how to determine how much bandwidth is required to 
support a given modulation format. An introduction to demodulation (i.e., how 
to estimate the transmitted bits from a noisy received signal) for the classical 
additive white Gaussian noise (AWGN) channel is provided in Chapter 3. Our 
starting point is the theory of hypothesis testing. We emphasize the geometric 
view of demodulation first popularized by the classic text of Wozencraft and 
Jacobs, introduce the concept of soft decisions, and provide a brief exposure 
to link budget analysis (which is used by system designers for determining 
parameters such as antenna gains and transmit powers). Mastery of Chap-
ters 2 and 3 is a prerequisite for the remainder of this book. The remaining 
chapters essentially stand on their own. Chapter 4 contains a framework for 
estimation of parameters such as delay and phase, starting from the derivation 
of the likelihood ratio of a signal in AWGN. Optimal noncoherent receivers 
are derived based on this framework. Chapter 5 describes the key ideas used 
in channel equalization, including maximum likelihood sequence estimation 
(MLSE) using the Viterbi algorithm, linear equalization, and decision feed-
back equalization. Chapter 6 contains a brief treatment of information theory, 
focused on the computation of performance benchmarks. This is increas-
ingly important for the communication system designer, now that turbo-like 
codes provide a framework for approaching information-theoretic limits for 
virtually any channel model. Chapter 7 introduces error-correction coding. 
It includes convolutional codes, serial and parallel concatenated turbo codes, 
and low density parity check (LDPC) codes. It also provides a very brief 
discussion of how algebraic codes (which are covered in depth in coding 
theory texts) fit within modem communication link design, with an emphasis 
on Reed—Solomon codes. Finally, Chapter 8 contains an introduction to wire-
less communication, including channel modeling, the effect of fading, and 
a discussion of some modulation formats commonly used over the wireless 
channel that are not covered in the introductory treatment in Chapter 2. The 
latter include orthogonal frequency division multiplexing (OFDM), spread 
spectrum communication, continuous phase modulation, and space—time (or 
multiple antenna) communication. 
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6 Introduction 

1.3 Further reading 

Useful resources for getting a quick exposure to many topics on commu-
nication systems are The Communications Handbook [1] and The Mobile 
Communications Handbook [2], both edited by Gibson. Standards for com-
munication systems are typically available online from organizations such as 
the Institute for Electrical and Electronics Engineers (IEEE). Recently pub-
lished graduate-level textbooks on digital communication include Proakis [3], 
Benedetto and Biglieri [4], and Barry, Lee, and Messerschmitt [5]. Under-
graduate texts on communications include Haykin [6], Proalcis and Salehi [7], 
Pursley [8], and Ziemer and Tranter [9]. Classical texts of enduring value 
include Wozencraft and Jacobs [10], which was perhaps the first textbook 
to introduce signal space design techniques, Viterbi [11], which provides 
detailed performance analysis of demodulation and synchronization tech-
niques, Viterbi and Omura [12], which provides a rigorous treatment of mod-
ulation and coding, and Blahut [13], which provides an excellent perspective 
on the concepts underlying digital communication systems. 

We do not cover source coding in this text. An information-theoretic treat-
ment of source coding is provided in Cover and Thomas [14], while a more 
detailed description of compression algorithms is found in Sayood [15]. 

Finally, while this text deals with the design of individual communication 
links, the true value of these links comes from connecting them together 
to form communication networks, such as the Internet, the wireline phone 
network, and the wireless cellular communication network. Two useful texts 
on communication networks are Bertsekas and Gallager [16] and Walrand and 
Varaiya [17]. On a less technical note, Friedman [18] provides an interesting 
discussion on the immense impact of advances in communication networking 
on the global economy. 
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2 

Figure 2.1 A simple example 
of binary modulation. 

7 

Modulation 

Modulation refers to the representation of digital information in terms of 
analog waveforms that can be transmitted over physical channels. A simple 
example is depicted in Figure 2.1, where a sequence of bits is translated into 
a waveform. The original information may be in the form of bits taking the 
values 0 and 1. These bits are translated into symbols using a bit-to-symbol 
map, which in this case could be as simple as mapping the bit 0 to the symbol 
+1, and the bit 1 to the symbol —1. These symbols are then mapped to 
an analog waveform by multiplying with translates of a transmit waveform 
(a rectangular pulse in the example shown): this is an example of linear 
modulation, to be discussed in detail in Section 2.5. For the bit-to-symbol 
map just described, the bitstream encoded into the analog waveform shown 
in Figure 2.1 is 01100010100. 

While a rectangular timelimited transmit waveform is shown in the example 
of Figure 2.1, in practice, the analog waveforms employed for modulation 
are often constrained in the frequency domain. Such constraints arise either 
from the physical characteristics of the communication medium, or from 
external factors such as government regulation of spectrum usage. Thus, we 
typically classify channels, and the signals transmitted over them, in terms of 
the frequency bands they occupy. In this chapter, we discuss some important 
modulation techniques, after first reviewing some basic concepts regarding 
frequency domain characterization of signals and systems. The material in this 
chapter is often covered in detail in introductory digital communication texts, 

+1 +1 +1 +1 +1 

• • • 
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8 Modulation 

but we emphasize some specific points in somewhat more detail than usual. 
One of these is the complex baseband representation of passband signals, 
which is a crucial tool both for understanding and implementing modern 
communication systems. Thus, the reader who is familiar with this material 
is still encouraged to skim through this chapter. 

Map of this chapter In Section 2.1, we review basic notions such as the 
frequency domain representation of signals, inner products between signals, 
and the concept of baseband and passband signals. While currents and volt-
ages in a circuit are always real-valued, both baseband and passband signals 
can be treated under a unified framework by allowing baseband signals to 
take on complex values. This complex baseband representation of passband 
signals is developed in Section 2.2, where we point out that manipulation of 
complex baseband signals is an essential component of modern transceivers. 
While the preceding development is for deterministic, finite energy signals, 
modeling of signals and noise in digital communication relies heavily on finite 
power, random processes. We therefore discuss frequency domain description 
of random processes in Section 2.3. This completes the background needed 
to discuss the main theme of this chapter: modulation. Section 2.4 briefly 
discusses the degrees of freedom available for modulation, and introduces 
the concept of bandwidth efficiency. Section 2.5 covers linear modulation 
using two-dimensional constellations, which, in principle, can utilize all avail-
able degrees of freedom in a bandlimited channel. The Nyquist criterion for 
avoidance of intersymbol interference (ISI) is discussed, in order to establish 
guidelines relating bandwidth to bit rate. Section 2.6 discusses orthogonal and 
biorthogonal modulation, which are nonlinear modulation formats optimized 
for power efficiency. Finally, Section 2.7 discusses differential modulation 
as a means of combating phase uncertainty. This concludes our introduction 
to modulation. Several other modulation formats are discussed in Chapter 8, 
where we describe some modulation techniques commonly employed in wire-
less communication. 

2.1 Preliminaries 

This section contains a description of just enough material on signals and 
systems for our purpose in this text, including the definitions of inner product, 
norm and energy for signals, convolution, Fourier transform, and baseband 
and passband signals. 

Complex numbers A complex number z can be written as z = x -Fiy, 
where x and y are real numbers, and j = ../=.T. We say that x = Re(z) is 
the real part of z and y = Im(z) is the imaginary part of z. As depicted in 
Figure 2.2, it is often advantageous to interpret the complex number z as 
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9 2.1 Preliminaries 

Figure 2.2 A complex number 
z represented in the 
two-dimensional real plane. 

Im(z) 

a two-dimensional real vector, which can be represented in rectangular form 
as (x, y) = (Re(z), Im(z)), or in polar form as 

r Iz i = x247, 

0 = arg(z) = tan I —. 

Euler's identity We routinely employ this to decompose a complex expo-
nential into real-valued sinusoids as follows: 

ei8 = cos 0+j sin O. (2.1) 

A key building block of communication theory is the relative geometry 
of the signals used, which is governed by the inner products between sig-
nals. Inner products for continuous-time signals can be defined in a manner 
exactly analogous to the corresponding definitions in finite-dimensional vec-
tor space. 

Inner product The inner product for two m x 1 complex vectors s = 
s[m])T and r = (41], ..., rimpr is given by 

(s, r) = Es[i]e[i] = rHs. (2.2) 
i=1 

Similarly, we define the inner product of two (possibly complex-valued) 
signals s(t) and r(t) as follows: 

(s, r) = f s(t)r* (t) dt. (2.3) 

The inner product obeys the following linearity properties: 

(nisi + a2s2, r) = ai (si, r) a2 (s2 , r), 
(s, ±a2r2) = al (s, 11) -I- (s, r2), 

where a1, a2 are complex-valued constants, and s, s1, s2, r, r1, r2 are signals 
(or vectors). The complex conjugation when we pull out constants from the 
second argument of the inner product is something that we need to remain 
aware of when computing inner products for complex signals. 
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10 Modulation 

Energy and norm The energy Es of a signal s is defined as its inner product 
with itself: 

ES = Hsi 12 = (s, s) = f Is(012dt, (2.4) 

where PH denotes the norm of s. If the energy of s is zero, then s must be 
zero "almost everywhere" (e.g., s(t) cannot be nonzero over any interval, no 
matter how small its length). For continuous-time signals, we take this to be 
equivalent to being zero everywhere. With this understanding, I Is' I = 0 implies 
that s is zero, which is a property that is true for norms in finite-dimensional 
vector spaces. 

Cauchy—Schwartz inequality The inner product obeys the Cauchy—
Schwartz inequality, stated as follows: 

Rs, r)I ≤ I Isll 111-11, (2.5) 

with equality if and only if, for some complex constant a, s(t) = ar(t) or 
r(t) = as(t) almost everywhere. That is, equality occurs if and only if one 
signal is a scalar multiple of the other. The proof of this inequality is given 
in Problem 2.4. 

Convolution The convolution of two signals s and r gives the signal 

q(t) (s*r)(t)= f co s(u)r(t —u)du. 

Here, the convolution is evaluated at time t, while u is a "dummy" variable that 
is integrated out. However, it is sometimes convenient to abuse notation and 
use q(t) = s(t) * r(t) to denote the convolution between s and r. For example, 
this enables us to state compactly the following linear time invariance (LTI) 
property: 

(aisi (t — t1) + a2s2(t — t2))*r(t)= ai(si *r)(t —ti)+ a2(s2 *r)(t — t2), 

for any complex gains al and a2, and any time offsets t1 and t2. 

Delta function The delta function 6(t) is defined via the following "sifting" 
property: for any finite energy signal s(t), we have 

s(t_,),(0...s(to). 
In particular, this implies that convolution of a signal with a shifted version 
of the delta function gives a shifted version of the signal: 

6(t—to)*s(t) = s(t — to). (2.7) 

Equation (2.6) can be shown to imply that 6(0) = oo and 6(t) = 0 for t # 0. 
Thus, thinking of the delta function as a signal is a convenient abstraction, 
since it is not physically realizable. 

(2.6) 
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11 

s(t) h(t) 

2.1 Preliminaries 

1.5 

A°35
(sith)(t) 

2.25 
0.5 
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t 
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—1 -1 0.5 0.75 

Channel input Multipath channel 1.5 0.5 
ADD 

1 1.5 2 2.75 

1 2 
Channel output 

0.75 

Figure 2.3 A signal going 
through a multipath channel. 

1.75 2.75 

Multipath components 

Convolution plays a fundamental role in both modeling and transceiver 
implementation in communication systems, as illustrated by the following 
examples. 

Example 2.1.1 (Modeling a multipath channel) The channel between 
the transmitter and the receiver is often modeled as an LTI system, with 
the received signal y given by 

y(t) = (s * h)(t) n(t), 

where s is the transmitted waveform, h is the channel impulse response, and 
n(t) is receiver thermal noise and interference. Suppose that the channel 
impulse response is given by 

M 

h(t) = E a i8(t — t I). 
i=1 

Ignoring the noise, a signal s(t) passing through such a channel produces 
an output 

M 

y(t) = (s * h)(t) = Eais(t—ti). 

This could correspond, for example, to a wireless multipath channel in 
which the transmitted signal is reflected by a number of scatterers, each 
of which gives rise to a copy of the signal with a different delay and 
scaling. Typically, the results of propagation studies would be used to 
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12 Modulation 

obtain statistical models for the number of multipath components M, the 
delays ftil, and the gains {at}. 

Example 2.1.2 (Matched filter) For a complex-valued signal s(t), the 
matched filter is defined as a filter with impulse response smF(t) = s'(—t); 
see Figure 2.4 for an example. Note that SmF(f) = S*(f). If the input to 
the matched filter is x(t), then the output is given by 

Re(sMF(t)) = Re(s(-t)) 

1 

Im(s(d) 

-1.5 

2 
 ►t -2 -1 

Im(stAF(11)= -Ini(s(-4)) 

1.5 

 "t 

1.5 

-1.5 

Figure 2.4 Matched filter for a complex-valued signal. 

y(t) =(x*smF)(t) = Lx(u)sm,(t_ u)du = .x(u)s* (u — t)du (2.8) 

The matched filter, therefore, computes the inner product between the 
input x and all possible time translates of the waveform s, which can be 
interpreted as "template matching." In particular, the inner produet (x, s) 
equals the output of the matched filter at time 0. Some properties of the 
matched filter are explored in Problem 2.5. For example, if x(t) = s(t — to) 
(i.e., the input is a time translate of s), then, as shown in Problem 2.5, the 
magnitude of the matched filter output is maximum at t = to. We can, then, 
intuitively see how the matched filter would be useful, for example, in 
delay estimation using "peak picking." In later chapters, a more systematic 
development is used to reveal the key role played by the matched filter in 
digital communication receivers. 
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13 

lia,b1(X)

a 

Figure 2.5 The indicator 
function of an interval has a 
boxcar shape. 

2.1 Preliminaries 

Indicator function We use IA to denote the indicator function of a set A, 
defined as 

1, xEA, 
IA (x) = 

0, otherwise. 

For example, the indicator function of an interval has a boxcar shape, as 
shown in Figure 2.5. 

Sinc function The sinc function is defined as 

sin(7rx) 
sine (x) — 

'7TX 

where the value at x = 0, defined as the limit as x 0, is set as sinc(0) = 1. 
The sinc function is shown in Figure 2.19. Since sin(irx)I < 1, we have that 
Isinc(x)I < (1/ax). That is, the sinc function exhibits a sinusoidal variation, 
with an envelope that decays as 1/x. We plot the sinc function later in this 
chapter, in Figure 2.19, when we discuss linear modulation. 

Fourier transform Let s(t) denote a signal, and S(f) = 3 (s(0) denote its 
Fourier transform, defined as 

SU) = f s(t)e-1210 dt. (2.9) 

The inverse Fourier transform is given by 

s(t) = S(f)&2'ft df. (2.10) 
-03 

Both s(t) and S(f) are allowed to take on complex values. We denote the 
relationship that s(t) and S(f) are a Fourier transform pair by s(t) H S(f). 

Time-frequency duality in Fourier transform From an examination of 
the expressions (2.9) and (2.10), we obtain the following duality relation: 
if s(t) has Fourier transform S(f), then the signal r(t) = S(t) has Fourier 
transform R(f) = s(—f). 

Important Fourier transform pairs 

(0 The boxcar and the sinc functions form a pair: 

s(t) = +)- S(f) = Tsinc (ft). (2.11) 

(ii) The delta function and the constant function form a pair: 

s(t) = 8(0 44- S(f) :a-1 1. (2.12) 

We list only two pairs here, because most of the examples that we use 
in our theoretical studies can be derived in terms of these, using time 
frequency duality and the properties of the Fourier transform below. On 
the other hand, closed form analytical expressions are not available for 
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14 Modulation 

many waveforms encountered in practice, and the Fourier or inverse 
Fourier transform is computed numerically using the discrete Fourier 
transform (DFT) in the sampled domain. 

Basic properties of the Fourier transform Some properties of the Fourier 
transform that we use extensively are as follows (it is instructive to derive 
these starting from the definition (2.9)): 

(i) Complex conjugation in the time domain corresponds to conjugation and 
reflection around the origin in the frequency domain, and vice versa; 

s*(t) H S*(—f), 
s*(-0 E r S*(f). 

(2.13) 

(ii) A signal s(t) is real-valued (i.e., s(t) = s*(t)) if and only if its Fourier 
transform is conjugate symmetric (i.e., S(f) = S*(—f)). Note that con-
jugate symmetry of S(f) implies that Re(S(f)) = Re(S(—J)) (real part 
is symmetric) and Im(S(f)) = -Im(S(—f)) (imaginary part is antisym-
metric). 

(iii) Convolution in the time domain corresponds to multiplication in the 
frequency domain, and vice versa; 

s(0 = (s1 *s2)(0 4+ s(i) = si(Ds2(f), 
s(0 = s1(t)s2(t) 4+ s(i) = (S1 *s2)(f). 

(2.14) 

(iv) Translation in the time domain corresponds to multiplication by a com-
plex exponential in the frequency domain, and vice versa; 

s(t —t0) to) 4-). S(f)e- i21110, 
s(t)&27foi 4÷ SW — f0). 

(v) Time scaling leads to reciprocal frequency scaling; 

(2.15) 

s(at) 4-> 7 S (2.16) 

(vi) Parseval's identity The inner product of two signals can be computed in 
either the time or frequency domain, as follows: 

(s1, s2) = I sl(t)si(t)dt = Si (f)51(f)df = (S1, S2). (2.17) 

Setting s1 =s2 = s, we obtain the following expression for the energy E, 
of a signal s(t): 

Ea = 115112 = f_c: Is(t)I2dt = Is(f)12d1 (2.18) 
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15 2.1 Preliminaries 

Energy spectral density The energy spectral density Es(f) of a signal s(t) 
can be defined operationally as follows. Pass the signal s(t) through an ideal 
narrowband filter with transfer function; 

1 1, fo-*<f<fo-FtL, 
1-1:6(f)= 0, else. 

The energy spectral density. Es(f0) is defined to be the energy at the output 
of the filter, divided by the width Af (in the limit as Af -+ 0). That is, the 
energy at the output of the filter is approximately Es(fo)Af. But the Fourier 
transform of the filter output is 

AP= S(.f)H(f) = ISM fo — '12L < f < fo + 
0, else. 

By Parseval's identity, the energy at the output of the filter is 

j 
rfo-* 

'YU) i2 df = , IS(f)I2 df IS(fo)I2
—00 fo - 

assuming that S(f) varies smoothly and Of is small enough. We can now 
infer that the energy spectral density is simply the magnitude squared of the 
Fourier transform: 

Es(f) = IS(f)12. (2.19) 

The integral of the energy spectral density equals the signal energy, which is 
simply a restatement of Parseval's identity. 

Autocorrelation function The inverse Fourier transform of the energy 
spectral density Es(f) is termed the autocorrelation function R,(T), since it 
measures how closely the signal s matches delayed versions of itself. Since 
IS(f)I2 =S()S*(/)=S(DSNIF(f), where smE(t) = e(-0 is the matched filter 
for s introduced earlier. We therefore have that 

Es(f) = IS(f)I2 +-> Rs(T) = (s*smF)(7)= Ls(u)s.(u _ T) du. (2.20) 

Thus, Rs(r) is the outcome of passing the signal s through its matched filter, 
and sampling the output at time T, or equivalently, correlating the signal s 
with a complex conjugated version of itself, delayed by T. 

While the preceding definitions are for finite energy deterministic signals, 
we revisit these concepts in the context of finite power random processes 
later in this chapter. 

Baseband and passband signals A signal s(t) is said to be baseband if 

S(f) 0, IfI> W (2.21) 

for some W > 0. That is, the signal energy is concentrated in a band around 
DC. Similarly, a channel modeled as a linear time-invariant system is said to 
be baseband if its transfer function H(f) satisfies (2.21). 
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16 Modulation 

A signal s(t) is said to be passband if 

S(f) ;••••• 0, If ±fc i > W (2.22) 

where L > W > 0. A channel modeled as a linear time-invariant system is 
said to be passband if its transfer function H(f) satisfies (2.22). 

Examples of baseband and passband signals are shown in Figures 2.6 and 
2.7, respectively. We consider real-valued signals, since any signal that has 
a physical realization in terms of a current or voltage must be real-valued. 
As shown, the Fourier transforms can be complex-valued, but they must 
satisfy the conjugate symmetry condition S(f) = S*(-f). The bandwidth.
B is defined to be the size of the frequency interval occupied by SW, 
where we consider only the spectral occupancy for the positive frequencies 

Figure 2.6 Example of the 
spectrum S(t) for a real-valued 
baseband signal. The 
bandwidth of the signal is B. 

Figure 2.7 Example of the 
spectrum S(t) for a real-valued 
passband signal. The 
bandwidth of the signal is B. 
The figure shows an arbitrarily 
chosen frequency fc within the 
band in which S(t) is nonzero. 
Typically, I is much larger 
than the signal bandwidth B. 

Re(SW) 

Irn(S(f)) 

1 

—B 
1 

B 

Re(Sp(f)) 

B 

—fc 

—fc 

Irn(Sp(f)) 

fc 
  f 
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17 2.1 Preliminaries 

for a real-valued signal s(t). This makes sense from a physical viewpoint: 
after all, when the FCC allocates a frequency band to an application, say, 
around 2.4 GHz for unlicensed usage, it specifies the positive frequencies that 
can be occupied. However, in order to be clear about the definition being 
used, we occasionally employ the more specific term one-sided bandwidth, 
and also define the two-sided bandwidth based on the spectral occupancy for 
both positive and negative frequencies. For real-valued signals, the two-sided 
bandwidth is simply twice the one-sided bandwidth, because of the conjugate 
symmetry condition S(f) = S'( — f). However, when we consider the complex 
baseband representation of real-valued passband signals in the next section, 
the complex-valued signals which we consider do not, in general, satisfy 
the conjugate symmetry condition, and there is no longer a deterministic 
relationship between the two-sided and one-sided bandwidths. As we show in 
the next section, a real-valued passband signal has an equivalent representation 
as a complex-valued baseband signal, and the (one-sided) bandwidth of the 
passband signal equals the two-sided bandwidth of its complex baseband 
representation. 

In Figures 2.6 and 2.7, the spectrum is shown to be exactly nonzero outside 
a well defined interval, and the bandwidth B is the size of this interval. In 
practice, there may not be such a well defined interval, and the bandwidth 
depends on the specific definition employed. For example, the bandwidth 
might be defined as the size of an appropriately chosen interval in which a 
specified fraction (say 99%) of the signal energy lies. 

Example 2.1.3 (Fractional energy containment bandwidth) Consider 
a rectangular time domain pulse s(t) = /pm. Using (2.11) and (2.15), the 
Fourier transform of this signal is given by S(f) = Tsinc(fT)e- j7fr, so 
that 

IS(f)I2 = T2sinc2(fT). 

Clearly, there is no finite frequency interval that contains all of the signal 
energy. Indeed, it follows from a general uncertainty principle that strictly 
timelimited signals cannot be strictly bandlimited, and vice versa. How-
ever, most of the energy of the signal is concentrated around the origin, so 
that s(t) is a baseband signal. We can now define the (one-sided) fractional 
energy containment bandwidth B as follows: 

LB  IS(.f)I2 df = a IS(J)I2I2 (2.23) 

where 0 < a < 1 is the fraction of energy contained in the band [—B, B]. 
The value of B must be computed numerically, but there are certain 
simplifications that are worth pointing out. First, note that T can be set to 
any convenient value, say T =1 (equivalently, one unit of time is redefined 
to be T). By virtue of the scaling property (2.16), time scaling leads to 
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18 Modulation 

reciprocal frequency scaling. Thus, if the bandwidth for T = 1 is B1, then 
the bandwidth for arbitrary T must be BT = B1 / T. This holds regardless 
of the specific notion of bandwidth used, since the scaling property can be 
viewed simply as redefining the unit of frequency in a consistent manner 
with the change in our unit for time. The second observation is that the 
right-hand side of (2.23) can be evaluated in closed form using Parseval's 
identity (2.18). Putting these observations together, it is left as an exercise 
for the reader to show that (2.23) can be rewritten as 

I_

B,
sinc2f df = a, (2.24) 

61

which can be further simplified to 

Jo sinc2f df = a (2.25) 

using the symmetry of the integrand around the origin. We can now 
evaluate B1 numerically for a given value of a. We obtain B1 =10.2 for a = 
0.99, and B1 = 0.85 for a = 0.9. Thus, while the 90% energy containment 
bandwidth is moderate, the 99% energy containment bandwidth is large, 
because of the slow decay of the sinc function. For an arbitrary value of 
T, the 99% energy containment bandwidth is B= 10.2/T. 

A technical note: (2.24) could also be inferred from (2.23) by applying a 
change of variables, replacing f7' in (2.23) by f. This change of variables 
is equivalent to the scaling argument that we invoked. 

2.2 Complex baseband representation 

We often employ passband channels, which means that we must be able to 
transmit and receive passband signals. We now show that all the informa-
tion carried in a real-valued passband signal is contained in a corresponding 
complex-valued baseband signal. This baseband signal is called the complex 
baseband representation, or complex envelope, of the passband signal. This 
equivalence between passband and complex baseband has profound practical 
significance. Since the complex envelope can be represented accurately in dis-
crete time using a much smaller sampling rate than the corresponding passband 
signal sp(t), modern communication transceivers can implement complicated 
signal processing algorithms digitally on complex baseband signals, keeping 
the analog processing of passband signals to a minimum. Thus, the transmitter 
encodes information into the complex baseband waveform using encoding, 
modulation and filtering performed using digital signal processing (DSP). 
The complex baseband waveform is then upconverted to the corresponding 
passband signal to be sent on the channel. Similarly, the passband received 
waveform is downconverted to complex baseband by the receiver, followed 
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19 2.2 Complex baseband representation 

by DSP operations for synchronization, demodulation, and decoding. This 
leads to a modular framework for transceiver design, in which sophisticated 
algorithms can be developed in complex baseband, independent of the phys-
ical frequency band that is ultimately employed for communication. 

We now describe in detail the relation between passband and complex 
baseband, and the relevant transceiver operations. Given the importance of 
being comfortable with complex baseband, the pace of the development here 
is somewhat leisurely. For a reader who knows this material, quickly browsing 
this section to become familiar with the notation should suffice. 

Time domain representation of a passband signal Any passband signal 
sp(t) can be written as 

sp(t) = .s c(t) cos 27rfct — (t) sin 277-f ct, (2.26) 

where sc(t) ("c" for "cosine") and ss(t) ("s" for "sine") are real-valued signals, 
and h is a frequency reference typically chosen in or around the band occupied 
by S p(j) • The factor of is included only for convenience in normalization 
(more on this later), and is often omitted in the literature. 

In-phase and quadrature components The waveforms sc(t) and ss(t) are 
also referred to as the in-phase (or I) component and the quadrature (or Q) 
component of the passband signal sp(t), respectively. 

Example 2.2.1 (Passband signal) The signal 

sp(t) = NiiIi0.11(t) cos 300= — J(1— I ti)11_1,11(t) sin 300 gt 

is a passband signal with I component sc(t) =/1011(t) and Q component 
ss(t) = (1— ItI)4_1,11(t). Like Example 2.1.3, this example also illustrates 
that we do not require strict bandwidth limitations in our definitions of 
passband and baseband: the I and Q components are timelimited, and 
hence cannot be bandlimited. However, they are termed baseband signals 
because most of their energy lies in the baseband. Similarly, sp(t) is termed 
a passband signal, since most of its frequency content lies in a small band 
around 150 Hz. 

Complex envelope The complex envelope, or complex baseband represen-
tation, of sp(t) is now defined as 

s(t) = sc(t) +jss(t). (2.27) 

In the preceding example, the complex envelope is given by s(t) = /[0.11(0+ 

J(1- 
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20 Modulation 

Time domain relationship between passband and complex baseband We • 
can rewrite (2.26) as 

sp(t) = Re(Nns(t)02174`). (2.28) 

To check this, plug in (2.27) and Euler's identity (2.1) on the right-hand side 
to obtain the expression (2.26). 

Envelope and phase of a passband signal The complex envelope s(t) can 
also be represented in polar form, defining the envelope e(t) and phase 0(t) as 

e(t) =Is(t)I = Js2(t) -I- 4(0, 0(t) = tan-1 
s 

t) 
( 

• (2.29) 
sc(t)

Plugging s(t) = e(t)eie(g) into (2.28), we obtain yet another formula for the 
passband signal s: 

sp(t) = e(t)cos(2rfct + 0(t)). (2.30) 

The equations (2.26), (2.28) and (2.30) are three different ways of expressing 
the same relationship between passband and complex baseband in the time 
domain. 

Example 2.2.2 (Modeling frequency or phase offsets in complex base-
band) Consider the passband signal sp (2.26), with complex baseband 
representation s = sc + jss. Now, consider a phase-shifted version of the 
passband signal 

3p(t) = vs, cos(27rfct + 0(t)) — .12.ss(t) sin (27rfct + 0(t)), 

where 0(t) may vary slowly with time. For example, a carrier frequency 
offset a and a phase offset b corresponds to 0(t) = 27rat + b. We wish to 
find the complex envelope of :s'p with respect to L. To do this, we write 
sp in the standard form (2.28) as follows: 

Comparing with the desired P(t)'----

3p(t) = Re(Nri3(t)e12171,1), 

fRonne(
s(00(2,40_0(0)) 

we can read off 

3 (t) = s(t)09( )̀. (2.31) 

Equation (2.31) relates the complex envelopes before and after a phase 
offset. We can expand out this "polar form" representation to obtain the 
corresponding relationship between the I and Q components. Suppressing 
time dependence from the notation, we can rewrite (2.31) as 

= (s, + jss) (cos 0 +j sin 0) 
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21 2.2 Complex baseband representation 

using Euler's formula. Equating real and imaginary parts on both sides, 
we obtain 

"sc =sc cos0—ss sin0, 
ss = ; sin 0 ss cos 0. 

This is a typical example of the advantage of working in complex baseband. 
Relationships between passband signals can be compactly represented in 
complex baseband, as in (2.31). For signal processing using real-valued 
arithmetic, these complex baseband relationships can be expanded out to 
obtain relationships involving real-valued quantities, as in (2.32). 

(2.32) 

Orthogonality of I and Q channels The passband waveform ..rc(t) = 
ifs c(t) cos 2irfct corresponding to the I component, and the passband wave-
form xs(t) = ..fiss(t) sin 2arfct corresponding to the Q component, are orthog-
onal. That is, 

(x„ xs) = O. (2.33) 

Since what we know about ; and ; (i.e., they are baseband) is specified in 
the frequency domain, we prove this result by computing the inner product 
in the frequency domain, using Parseval's identity (2.17): 

(xe, xs) = (Xc, Xs) = X,(f)X;(f) df. 
-O0 

We now need expressions for X, and Xs. Since cos 0= z (ei° e-o) and 
sin 0 = - Co) we have 

xc(t) = —,(;(0el2' 4` -1-;(t)e-Prfo) MP = — (,- c - fc)+Sc(f+fc)). 
V2 v2 

1 1 
..;(0 = —(ss(t)&211.cr -sa(t)ej274') 44. X, (f) = — (Ss(f —1c)— SsOe +L))• Alfj Nifj 
The inner product can now be computed as follows: 

(Xc, xs) = f : [Sc(f — fc)+Sc(f + fc)] ES:(f fc) —S: (f + fc)ldf 

(2.34) 

We now look more closely at the integrand above. Since h is assumed 
to be larger than the bandwidth of the baseband signals Sc and S„ the 
translation of Sc(f) to the right by f c has zero overlap with a translation 
of S;(f) to the left by f c. That is, sa - f c)S,*(f + f c) = 0. Similarly, 
Sc(f f c)S*(f - f c) -.=-3 0. We can therefore rewrite the inner product in 
(2.34) as 

1 D2
(Xc, Xs) = [L.  Sc(f - f c)4(f - f c)df — L: Sc(f -1--fc)S:(f + f c)df] 

= [E. Sc(f)4(f)df — f  Sc(f)4(f)df] = 0, (2.35) 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 26 of 119
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where we have used a change of variables to show that the integrals involved 
cancel out. 

Exercise 2.2.1 Work through the details of an alternative, shorter, proof of 
(2.33) as follows. Show that 

u(t) = x,(t);(t) = 2sc(Oss(t) cos 27rfct sin 2irfct 

is a passband signal (around what frequency?), and thus infer that 

j_co u(t)dt = U(0) = O. 

Passband and complex baseband inner products For real passband sig-
nals ap and by with complex envelopes a and b, respectively, the inner product 
satisfies 

(up, vp) = (u„ v,) + (u„ vs) = Re((u, v)). (2.36) 

To show the first equality, we substitute the standard form (2.26) for up and vp
and use the orthogonality of the I and Q components. For the second equality, _ 
we write out the complex inner product (u, v), 

(u, v) = E(u,(t)+jus(t))(vc(t) — jvs(t)) dt 

= ((u„ vc) + (u„ vi))+j (—(us, vs) + (u„ vc)), (2.37) 

and note that the real part gives the desired term. 

Energy of complex envelope Specializing (2.36) to the inner product of a 
signal with itself, we infer that the energy of the complex envelope is equal to 
that of the corresponding passband signal (this is a convenient consequence 
of the specific scaling we have chosen in our definition of the complex 
envelope). That is, 

Ils112 =11splr• (2.38) 

To show this, set u = v = s and up = vp = sp in (2.36), noting that Re((s, s)) = 
Re(IlsW) = IIsII2. 

Frequency domain relationship between passband and complex baseband 
We first summarize the results relating Sp (f) and S(f). Let Sp (f) = Sp (f)Ilf, o)
denote the segment of Sp(f) occupying positive frequencies. Then the complex 
envelope is specified as 

S(f) = NriSp+(f fc). (2.39) 

Conversely, given the complex envelope S(f) in the frequency domain, the 
passband signal is specified as 

Af-f.)+P(-f—fc) 
Sp (f) = (2.40) 
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23 2.2 Complex baseband representation 

We now derive and discuss these relationships. Define 

v(t) = Nris(t)e1271,1 H V(f) = •NfiS(f — fc). (2.41) 

By the time domain relationship between sp and s, we have 

v(t) v* (t) V(f) V*(—f) 
sp(t) = Re(v(t)) =  2  Sp(f)= 

S(f — fc) S*(—f - f.) (2.42) 
Nif 

If S(f) has energy concentrated in the baseband, then the energy of V(f) is 
concentrated around f c, and the energy of V'(—f) is concentrated around —fc. 
Thus, Sp(i) is indeed passband. We also see from (2.42) that the symmetry 
condition Sp(f) = SA—f) holds, which implies that sp(t) is real-valued. This 
is, of course, not surprising, since our starting point was the time domain 
expression (2.28) for a real-valued signal sp(t). 

Figure 2.8 shows the relation between the passband signal Sp(f), its scaled 
version V(f) restricted to positive frequencies, and the complex baseband 
signal S(f). As this example emphasizes, all of these spectra can, in general, 
be complex-valued. Equation (2.41) corresponds to starting with an arbitrary 

Re(Sp(f)) Im(Sp(f)) 

B 

fc 

Re(W)) 

2A 

fc 

fc 

Re(S(f)) 

  f 

-f, 
000 ••• 

Im(V(f)) 
28 

••• 

Im(S(f)) 

fc 

fc 

f 

f 

I f 

Figure 18 Frequency domain relationship between a real-valued passband signal and its complex 
envelope. The figure shows the spectrum Sp(f) of the passband signal, its scaled restriction to positive 
frequencies V(f), and the spectrum S(0 of the complex envelope. 
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baseband signal S(f) as in the bottom of the figure, and constructing V(f) as 
depicted in the middle of the figure. We then use V(f) to construct a conjugate 
symmetric passband signal Sp(f), proceeding from the middle of the figure to 
the top. This example also shows that S(f) does not, in general, obey conjugate 
symmetry, so that the baseband signal s(t) is complex-valued. However, by 
construction, Sp(f) is conjugate symmetric, and hence the passband signal 
s (t) is real-valued. 

General applicability of complex baseband representation We have so 
far seen that, given a complex baseband signal (or equivalently, a pair of real 
baseband signals), we can generate a real-valued passband signal using (2.26) 
or (2.28). But do these baseband representations apply to any real-valued 
passband signal? To show that they indeed do apply, we simply reverse the 
frequency domain operations in (2.41) and (2.42). Specifically, suppose that 
sp(t) is an arbitrary real-valued passband waveform. This means that the 
conjugate symmetry condition Sp(f) = S;(—f) holds, so that knowing the 
values of Sp for positive frequencies is enough to characterize the values for 
all frequencies. Let us therefore consider an appropriately scaled version of 
the segment of Sp for positive frequencies, defined as 

2Sp(f), f > 0, 
V(f) =2.511-(f)  = 0, 

else. 
(2.43) 

By the definition of V, and using the conjugate symmetry of Sp, we see 
that (2.42) holds. Note also that, since Sp is passband, the energy of V is 
concentrated around +L. Now, let us define the complex envelope of Sp by 
inverting the relation (2.41), as follows: 

S(f) = Ti V(f + f c). (2.44) 

Since V(f) is concentrated around +fc, S(f), which is obtained by translating 
it to the left by f c, is baseband. Thus, starting from an arbitrary passband 
signal Sp(f), we have obtained a baseband signal S(f) that satisfies (2.41) 
and (2.42), which are equivalent to the time domain relationship (2.28). We 
refer again to Figure 2.8 to illustrate the relation between Sp(f), V(f) and 
S(f). However, we now go from top to bottom: starting from an arbitrary 
conjugate symmetric Sp(f), we construct V(f), and then S(f). 

Upconversion and downconversion Equation (2.26) immediately tells us 
how to upconvert from baseband to passband. To downconvert from passband 
to baseband, consider 

as p (t) cos (27rf,t) = (t) cos2 27rfct — (t) sin 27rfct cos 217-fct 

= se(t) sc(t) cos 47rfct — (t) sin 47rfct. 

The first term on the extreme right-hand side is the I component, a baseband 
signal. The second and third terms are passband signals at 2fc, which we can 
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;(t) 
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22 Complex baseband representation 

Upconversion 
(baseband to passband) (passband to baseband) 

S (t) s (t) 
.5 cos 27cfc t 

sin 22tf, t 

Lowpass 
filter 

Lowpass 
filter 

Figure 2.9 Upconversion from 
baseband to passband and 
downconversion from passband 
to baseband. 

Downconversion 

sc(t) 

ss(t) 

get rid of by lowpass filtering. Similarly, we can obtain the Q component by 
lowpass filtering -- sp(t) sin 27rfct. The upconversion and downconversion 
operations are depicted in Figure 2.9. 

Information resides in complex baseband The complex baseband rep-
resentation corresponds to subtracting out the rapid, but predictable, phase 
variation due to the fixed reference frequency L, and then considering the 
much slower amplitude and phase variations induced by baseband modula-
tion. Since the phase variation due to L is predictable, it cannot convey any 
information. Thus, all the information in a passband signal is contained in its 
complex envelope. 

Example 2.2.3 (Linear modulation) Suppose that information is en-
coded into a complex number b = jb, = reit, where k, bs are real-
valued numbers corresponding to its rectangular form, and r > 0, 0 are 
real-valued and correspond to its polar form. Let p(t) denote a baseband 
pulse (for simplicity, assume that p is real-valued). Then the linearly modu-
lated complex baseband waveform s(t) = bp(t) can be used to convey the 
information in b over a passband channel by upconverting to an arbitrary 
carrier frequency ff. The corresponding passband signal is given by 

sp = Re (.12-s(t)ej2"1ct) = (bcp(t) cos2irfct — bsp(t) sin 27rfct) 

= ..fircos(27rfct+ 0). 

Thus, linear modulation in complex baseband by a complex symbol b can 
be viewed as separate amplitude modulation (by k, bs) of the I component 
and the Q component, or as amplitude and phase modulation (by r, 0) of the 
overall passband waveform. In practice, we encode information in a stream 
of complex symbols {b[n]} that linearly modulate time shifts of a basic 
waveform, and send the complex baseband waveform En b[n]p(t — n7). 
Linear modulation is discussed in detail in Section 2.5. 
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26 Modulation 

Complex baseband equivalent of passband filtering We now state another 
result that is extremely relevant to transceiver operations; namely, any pass-
band filter can be implemented in complex baseband. This result applies to 
filtering operations that we desire to perform at the transmitter (e.g., to con-
form to spectral masks), at the receiver (e.g., to filter out noise), and to a 
broad class of channels modeled as linear filters. Suppose that a passband 
signal sp(t) is passed through a passband filter with impulse response hp(t). 
Denote the filter output (which is clearly also passband) by yp(t) = (sp*hp)(0. 
Let y, s and h denote the complex envelopes for yp, sp and hp, respec-
tively, with respect to a common frequency reference L. Since real-valued 
passband signals are completely characterized by their behavior for positive 
frequencies, the passband filtering equation Yp(f) = Sp(f)Hp(f) can be sep-
arately (and redundantly) written out for positive and negative frequencies, 
because the waveforms are conjugate symmetric around the origin, and there 
is no energy around f = 0. Thus, focusing on the positive frequency seg-
ments Y+(f) = numf>0), ,S+(f)= Sp(f)Iff, o), H+(.f)= Hp(f)l{f, 0), we have 
Y+( f) = S+(f)H+(f), from which we conclude that the complex envelope of 
y is given by 

Y(i) = '‘5 Y+(f +.fc) = 'fis+(f +.fc)11+(f +fc) = —SU)11(i). 

Figure 2.10 The relationship 
between passband filtering and 
its complex baseband analog. 

Figure 2.10 depicts the relationship between the passband and complex 
baseband waveforms in the frequency domain, and supplies a pictorial proof 
of the preceding relationship. We now restate this important result in the time 
domain: 

Passband Complex baseband 
Hp (f) H(f) 

A /2,4 Filter 

f —f 
fc

Sp(f) S(f) 

Yp(f) 

I- AB 

fc
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27 2.2 Complex baseband representation 

Figure 2.11 Complex 
baseband realization of 
passband filter. The constant 
scale factors of 1/4i have 
been omitted. 

r 

Passband 
c(t) signal Downconverter 

s (t)  1—..-Ss (t) 

he

!is

he

hs

Real baseband operations 

Yc (t) 

Ys( t) 

y(t) = —(s * h)(0. (2.45) 
Nif 

That is, passband filtering can be implemented in complex baseband, using 
the complex baseband representation of the desired filter impulse response. 
As shown in Figure 2.11, this requires four real baseband filters: writing out 
the real and imaginary parts of (2.45), we obtain 

1 1 
yc 7 -(sc*hc — ss*hs), ys = (.5,4<h, sc *hs). (2.46) 

Remark 2.2.1 (Complex baseband in transceiver implementations) 
Given the equivalence of passband and complex baseband, and the fact that 
key operations such as linear filtering can be performed in complex baseband, 
it is understandable why, in typical modern passband transceivers, most of 
the intelligence is moved to baseband processing. For moderate bandwidths 
at which analog-to-digital and digital-to-analog conversion can be accom-
plished inexpensively, baseband operations can be efficiently performed in 
DSP. These digital algorithms are independent of the passband over which 
communication eventually occurs, and are amenable to a variety of low-cost 
implementations, including very large scale integrated circuits (VLSI), field 
programmable gate arrays (FPGA), and general purpose DSP engines. On the 
other hand, analog components such as local oscillators, power amplifiers, 
and low noise amplifiers must be optimized for the bands of interest, and are 
often bulky. Thus, the trend in modern transceivers is to accomplish as much 
as possible using baseband DSP algorithms. For example, complicated filters 
shaping the transmitted waveform to a spectral mask dictated by the FCC can 
be achieved with baseband DSP algorithms, allowing the use of relatively 
sloppy analog filters at passband. Another example is the elimination of ana-
log phase locked loops for carrier synchronization in many modern receivers; 
the receiver instead employs a fixed analog local oscillator for downcon-
version, followed by a digital phase locked loop implemented in complex 
baseband. 
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r 

yp(t) 
cos 27c4t 

—.5 sin 2nfct 

Lowpass 
filter 

Lowpass 
filter 

Downconversion with fixed LO 

Ye(t) cos (27cati- b) 
sin (2rcat-i- b) 

y"5  (t) 
cos (2nat+ b) 
sin (gnat +b b 

yc(t) 

Y,(0 

Real baseband operations for undoing frequency and phase offset 

Figure 2.12 Undoing frequency and phase offsets in complex baseband after downconverting using a 
local oscillator at a fixed carrier frequency 4. The complex baseband operations are expanded out into 
real arithmetic as shown. 

Example 2.2.4 (Handling carrier frequency and phase offsets in com-
plex baseband) As shown in Figure 2.12, a communication receiver 
uses a local oscillator with a fixed carrier frequency f c to demodulate an 
incoming passband signal 

yp (t) = .../21y,(t) cos(27r(f, + a)t + b) — ys(t) sin (27r(fc + a)t+ b)], 

where a, b, are carrier frequency and phase offsets, respectively. Denote 
the I and Q components at the output of the downconverter as 
respectively, and the corresponding complex envelope as 5, = 5,,+jj,.. We 
wish to recover y,, y., the I and Q components relative to a reference that 
accounts for the offsets a and b. Typically, the receiver would estimate 
a and b using the downconverter output 5; an example of an algorithm 
for such frequency and phase synchronization is discussed in the next 
chapter. Assuming that such estimates are available, we wish to specify 
baseband operations using real-valued arithmetic for obtaining ys from 
the downconverter output. Equivalently, we wish to recover the complex 
envelope y = +jy. from 5. We can relate y and 5, via (2.31) as in 
Example 2.2.2, and obtain 

5,(t) = y(t)eX2w+b). 

This relation can now be inverted to get y from 5: 

y = 5 '1(0 Ci (271+0 
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29 2.2 Complex baseband representation 

Plugging in I and Q components explicitly and using Euler's formula, we 
obtain 

+,b's = 6%(t) +B.'s (cos(27rat + — j sin(27rat + 0). 

Equating real and imaginary parts, we obtain equations involving real-
valued quantities alone: 

ye = Y7 cos(27rat + +ys sin(27rat + b) 
ys = sin (27ra t + b) -I-j,". cos (27rat b). 

These computations are depicted in Figure 2.12. 

(2.47) 

Example 2.2.5 (Coherent and noncoherent reception) We see in the 
next two chapters that a fundamental receiver operation is to compare 
a noisy received signal against noiseless copies of the received signals 
corresponding to the different possible transmitted signals. This com-
parison is implemented by a correlation, or inner product. Let yp(t) = 
..fille(y(t)ei2vici) denote the noisy received passband signal, and sp(t) 
•siflte(s(t)ei2irfo) denote a noiseless copy that we wish to compare it with, 
where y = ye +jys and s = +j; are the complex envelopes of yp and 
sp, respectively. A coherent receiver (which is a building block for the 
optimal receivers in Chapter 3) for s implements the inner product (yp, sp). 
In terms of complex envelopes, we know from (2.36) that this can be 
written as 

(yp, sp) = Re((y, s)) = sc) + (y„ ss). (2.48) 

Clearly, when y = As (plus noise), where A > 0 is an arbitrary amplitude 
scaling, the coherent receiver gives a large output. However, coherent 
reception assumes carrier phase synchronization (in order to separate out 
and compute inner products with the I and Q components of the received 
passband signal). If, on the other hand, the receiver is not synchronized 
in phase, then (see Example 2.2.2) the complex envelope of the received 
signal is given by y = Aei°s (plus noise), where A > 0 is the amplitude 
scale factor, and 0 is an unknown carrier phase. Now, the coherent receiver 
gives the output 

(yp, sp) = Re((Aes, s)) (plus noise) 

= A cos 01 kW (plus noise). 

In this case, the output can be large or small, depending on the value 
of 0. Indeed, for 0 =ir/2, the signal contribution to the inner prod-
uct becomes zero. The noncoherent receiver deals with this problem by 
using the magnitude, rather than the real part, of the complex inner 
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Figure 2.13 Complex 
baseband implementations of 
coherent and noncoherent 
receivers. The real-valued 
correlations are performed 
using matched filters sampled 
at time zero. 

Passband 
received 

signal 

Modulation 

product (y, s). The signal contribution to this noncoherent correlation is 
given by 

(Y, s) I = I (lies, s) (plus noise) IPf• Aiisii2 (ignoring noise), 

where we have omitted the terms arising from the nonlinear interac-
tion between noise and signal in the noncoherent correlator output. The 
noiseless output from the preceding computation shows that we do get 
a large signal contribution regardless of the value of the carrier phase 
O. It is convenient to square the magnitude of the complex inner prod-
uct for computation. Substituting the expression (2.37) for the complex 
inner product, we obtain that the squared magnitude inner product com-
puted by a noncoherent receiver requires the following real baseband 
computations: 

I (y, s)I2 = ((u„ tie) + (u„ v,))2 + (—(u„ vs) + (u„ v0)2 . (2.49) 

We see in Chapter 4 that the preceding computations are a building block 
for optimal noncoherent demodulation under carrier phase uncertainty. The 
implementations of the coherent and noncoherent receivers in complex 
baseband are shown in Figure 2.13. 

Remark 2.2.2 (Bandwidth) Given the scarcity of spectrum and the potential 
for interference between signals operating in neighboring bands, determining 
the spectral occupancy of signals accurately is an important part of commu-
nication system design. As mentioned earlier, the spectral occupancy of a 
physical (and hence real-valued) signal is the smallest band of positive fre-
quencies that contains most of the signal content. Negative frequencies are 
not included in the definition, since they contain no information beyond that 
already contained in the positive frequencies (S(— j) = S* (f) for real-valued 
s(t)). For complex baseband signals, however, information resides in both 
positive and negative frequencies, since the complex baseband representa-
tion is a translated version of the corresponding passband signal restricted to 
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Low pass 
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31 2.3 Spectral description of random processes 

positive frequencies. We therefore define the spectral occupancy of a complex 
baseband signal as the smallest band around the origin, including both posi-
tive and negative frequencies, that contains most of the signal content. These 
definitions of bandwidth are consistent: from Figure 2.8, it is evident that 
the bandwidth of a passband signal (defined based on positive frequencies 
alone) is equal to the bandwidth of its complex envelope (defined based on 
both positive and negative frequencies). Thus, it suffices to work in com-
plex baseband when determining the spectral occupancy and bandwidth of 
passband signals. 

2.3 Spectral description of random processes 

So far, we have considered deterministic signals with finite energy. From the 
point of view of communication system design, however, it is useful to be 
able to handle random signals, and to allow the signal energy to be infinite. 
For example, consider the binary signaling example depicted in Figure 2.1. 
We would like to handle bitstreams of arbitrary length within our design 
framework, and would like our design to be robust to which particular bit-
stream was sent. We therefore model the bitstream as random (and demand 
good system performance averaged over these random realizations), which 
means that the modulated signal is modeled as a random process. Since 
the bitstream can be arbitrarily long, the energy of the modulated signal 
is unbounded. On the other hand, when averaged over a long interval, the 
power of the modulated signal in Figure 2.1 is finite, and tends to a constant, 
regardless of the transmitted bitstream. It is evident from this example, there-
fore, that we must extend our discussion of baseband and passband signals 
to random processes. Random processes serve as a useful model not only 
for modulated signals, but also for noise, interference, and for the input—
output response of certain classes of communication channels (e.g., wireless 
mobile channels). 

For a finite-power signal (with unbounded energy), a time-windowed real-
ization is a deterministic signal with finite energy, so that we can employ 
our existing machinery for finite-energy signals. Our basic strategy is to 
define properties of a finite-power signal in terms of quantities that can be 
obtained as averages over a time window, in the limit as the time window 
gets large. These time averaged properties can be defined for any finite-power 
signal. However, we are interested mainly in scenarios where the signal is 
a realization of a random process, and we wish to ensure that properties we 
infer as a time average over one realization apply to most other realizations 
as well. In this case, a time average is meaningful as a broad descriptor 
of the random process only under an ergodicity assumption that the time 
average along a realization equals a corresponding statistical average across 
realizations. Moreover, while the time average provides a definition that has 
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32 Modulation 

operational significance (in terms of being implementable by measurement or 
computer simulation), when a suitable notion of ergodicity holds, it is often 
analytically tractable to compute the statistical average. In the forthcoming 
discussions, we discuss both time averages and statistical averages for several 
random processes of interest. 

Power spectral density As with our definition of energy spectral density, 
let us define the power spectral density (PSD) for a finite-power signal s(t) 
in operational terms. Pass the signal s(t) through an ideal narrowband filter 
with transfer function 

{1, f o — A2L <f < fo+ r Hfo(f) — 0, else. 

The PSD evaluated at f o, Ss(f0), can now be defined to be the measured 
power at the filter output, divided by the filter width Af (in the limit as 
Af 0). 

The preceding definition directly leads to a procedure for computing the 
PSD based on empirical measurements or computer simulations. Given a 
physical signal or a computer model, we can compute the PSD by time-
windowing the signal and computing the Fourier transform, as follows. Define 
the time-windowed version of s as 

sTo(t) = s(t)/i_rit. riti(t), (2.50) 

where T. is the length of the observation interval. (The observation interval 
need not be symmetric about the origin, in general.) Since 7,3 is finite, sr.(t) 
has finite energy if s(t) has finite power, and we can compute its Fourier 
transform 

ST. (f) .7" (sr.). 

The energy spectral density of sr. is given by P4(f12, so that an estimate of 
the PSD of s is obtained by averaging this over the observation interval. We 
thus obtain an estimated PSD 

S 
IS T' 

(f)I 2 

(t) = To • 
(2.51) 

The computations required to implement (2.51) are often referred to as a 
periodogram. In practice, the signal s is sampled, and the Fourier transform is 
computed using a DFT. The length of the observation interval determines the 
frequency resolution, while the sampling rate is chosen to be large enough to 
avoid significant aliasing. The multiplication by a rectangular time window 
in (2.50) corresponds to convolution in the frequency domain with the sine 
function, which can lead to significant spectral distortion. It is common, there-
fore, to employ time windows that taper off at the edges of the observation 
interval, so as to induce a quicker decay of the frequency domain signal being 
convolved with. Finally, multiple periodograms can be averaged in order to 
get a less noisy estimate of the PSD. 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 37 of 119



33 2.3 Spectral description of random processes 

Autocorrelation function As with finite-energy signals, the inverse Fourier 
transform of (2.51) has the interpretation of autocorrelation. Specifically, 
using (2.20), we have that the inverse Fourier transform of (2.51) is given by 

1 S  T° (f)

:5'  =   .1 I, = f S T (it) T) du 
° 

= 1 12.2 +min(0.7) 

To kr 2Q+max(0,0 ° ° 
sr (u)4 (u —7-) du 

F.- f 121' sr (u)s.,.* (u T) du, (2.52) 
To ° • ° 

where the last approximation neglects edge effects as To gets large (for fixed 
7-). An alternative method for computing PSD, therefore, is first to compute 
the empirical autocorrelation function (again, this is typically done in discrete 
time), and then to compute the DFT. While these methods are equivalent in 
theory, in practice, the properties of the estimates depend on a number of 
computational choices, discussion of which is beyond the scope of this book. 
The interested reader may wish to explore the various methods for estimating 
PSD available in MATLAB or similar programs. 

Formal definitions of PSD and autocorrelation function In addition to 
providing a procedure for computing the PSD, we can also use (2.51) to 
provide a formal definition of PSD by letting the observation interval get large: 

= lim IST
°  
(i)I2 

••••• 
To- '' CO T o

(2.53) 

Similarly, we can take limits in (2.52) to obtain a formal definition of the 
autocorrelation function as follows: 

"T2I * 
k s(T) = — f ST kU)Sr — T) du, 

To—co To 1,1L ° ° 

where the overbar notation denotes time averages along a realization. As 
we see shortly, we can also define the PSD and autocorrelation function as 
statistical averages across realizations; we drop the overbar notation when we 
consider these. More generally, we adopt the shorthand :f(t) to denote the 
time average of M. That is, 

(t) = )2117:1 I .: f(u) du. 

Thus, the definition (2.54) can be rewritten as 

(T) = s(u)s (u — T). 

(2.54) 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 38 of 119



34 Modulation 

Baseband and passband random processes A random process is baseband 
if its PSD is baseband, and it is passband if its PSD is passband. Since the 
PSD is defined as a time average along a realization, this also means (by 
assumption) that the realizations of baseband and passband random processes 
are modeled as deterministic baseband and passband signals, respectively. In 
the next section, this assumption enables us to use the development of the 
complex baseband representation for deterministic passband signals in our 
discussion of the complex baseband representation of passband random pro-
cesses. 

Crosscorrelation function For finite-power signals ; and s2, we define the 
crosscorrelation function as the following time average: 

,s2 (7) = si (u)s; (u — 7). (2.55) 

The cross-spectral density is defined as the Fourier transform of the cross-
correlation function: 

(2.56) 

Example 2.3.1 (Autocorrelation function and power spectral density 
for a complex waveform) Let s(t) = .;(0-1-jss(t) be a complex-valued, 
finite-power, signal, where sc and ; are real-valued. Then the autocorre-
lation function of s can be computed as 

R,(7) = s(t)s* (t — 7) = (s,(t)-1-js,(t))(s,(t — 7) — js,(t — 7)). 

Simplifying, we obtain 

R,(7) = [R,,(7)+ 1?„,(7)] j[R ssa,(7) — Rs.,4 (7)]. (2.57) 

Taking Fourier transforms, we obtain the PSD 

kW= (f) (i)] (i) — Sh.s, (A. (2.58) 

We use this result in our discussion of the complex baseband representation 
of passband random processes in the next section. 

Example 2.3.2 (Power spectral density of a linearly modulated signal) 
The modulated waveform shown in Figure 2.1 can be written in the form 

CO 

s(t). E b[n]p(t — nr), 
n=-00 

where the bits b[n] take the values ±1, and p(t) is a rectangular pulse. 
Let us try to compute the PSD for this signal using the definition (2.53). 
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35 2.3 Spectral description of random processes 

Anticipating the discussion of linear modulation in Section 2.5, let us 
consider a generalized version of Figure 2.1 in the derivation, allowing the 
symbols b[n] to be complex-valued and p(t) to be an arbitrary pulse in the 
derivation. Consider the signal (t) restricted to the observation interval 
[0, NT], given by 

N-1 

sr. = E b[n]p(t — n7). 
n=0 

The Fourier transform of the time-windowed waveform is given by 

N-I N-I 
STO (f) = E b[n]P(f)e-j2vInT = 

p(f) 
E 

n=0 n=0 

The estimate of the power spectral density is therefore given by 

'STOW _IPWFIL,-TO b[n]e-j2rfa 12 

To — NT • 

Let us now simplify the preceding expression and take the limit as To ---> oo 
(i.e., N —> oo). Define the term 

(2.59) 

A= 
N-1 

E b[n]e-j2rfnT 
2 

N-1 

E b[n]e-i27'inT
N-1 * 
E b[m]e-j2-fnir) 

n=0 n=0 m=0 

N-1 N-1 

= E E b[n]blnde-:121rAn- m)T. 

n=0 m=0 

Setting k = n m, we can rewrite the preceding as 

N-1 N-1 N-1 

A= E lb[n]I2+ E e i2wfir E b[n]b* [n — k] 
n=0 k=1 n=k 

-1 N-1+k E e -j27.17cT E b[n]b* [n — k]. 
k=-(N-1) n=0 

Now, suppose that the symbols are uncorrelated, in that the time average 
of b[n]bs[n — k] is zero for k # 0. Also, denote the empirical average of 
lb[n]j2 by 4. Then the limit becomes 

,. A 
— =0"e• N—. co N 

Substituting into (2.59), we can now infer that 

S ISr° (P  
= I1

12 .
M  

IPWI2A cr2 IND 12= lim 
TO-.00  co NT b T 

Thus, we have shown that the PSD of a linearly modulated signal scales 
as the magnitude squared of the spectrUm of the modulating pulse. 
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The time averages discussed thus far interpret a random process s(t) as a 
collection of deterministic signals, or realizations, evolving over time t, where 
the specific realization is chosen randomly. Next, we discuss methods for 
computing the corresponding statistical averages, which rely on an alternate 
view of s(t), for fixed t, as a random variable which takes a range of values 
across realizations of the random process. If is the set of allowable values 
for the index t, which is interpreted as time for our purpose here (e.g., = 
(—oo, oo) when the time index can take any real value), then [s(t), t E7)

denotes a collection of random variables over a common probability space. 
The term common probability space means that we can talk about the joint 
distribution of these random variables. 

In particular, the statistical averages of interest to us are the autocorrelation 
function and PSD for wide sense stationary and wide sense cyclostationary 
random processes (defined later). Since most of the signal and noise mod-
els that we encounter fall into one of these two categories, these techniques 
form an important part of the communication system designer's toolkit. The 
practical utility of a statistical average in predicting the behavior of a par-
ticular realization of a random process depends, of course, on the ergodicity 
assumption (discussed in more detail later) that time averages equal statistical 
averages for the random processes of interest. 

Mean, autocorrelation, and autocovariance functions 
cess s(t), the mean function is defined as 

ms(t) = E[s(t)] 

and the autocorrelation function as 

Its(ti , t2) = E[s(ti)s* (t2)1 

For a random pro-

(2.60) 

(2.61) 

The autocovariance function of s is the autocorrelation function of the zero 
mean version of s, and is given by 

t2) = ERs(ti )—E[s(ti)])(s(t2)—E[s(t2)D1 = Rs(ti , t2)— ms(ti )m*,(t2). 
(2.62) 

Crosscorrelation and crosscovariance functions For random processes s1
and s2 defined on a common probability space (i.e., we can talk about the joint 
distribution of samples from these random processes), the crosscorrelation 
function is defined as 

R.,,,s2 (t1,t2) = E[si (ti) (t2)] 

and the crosscovariance function is defined as 

Csi.s2(ti , t2) = ERsi (ti ) — E[si (ti)])(s2(t2) — E[s2(t2)])*] 

= Rs1,52(r1,t2)— in,1(t1)m:2(r2). 

(2.63) 

(2.64) 
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37 2.3 Spectral description of random processes 

Stationary random process A random process s(t) is said to be stationary 
if it is statistically indistinguishable from a delayed version of itself. That is, 
s(t) and s(t — d) have the same statistics for any delay d E (—oo, oo). 

For a stationary random process s, the mean function satisfies 

ms(t) = ms(t — d) 

for any t, regardless of the value of d. Choosing d = t, we infer that 

ms(t) = m,(0). 

That is, the mean function is a constant. Similarly, the autocorrelation function 
satisfies 

R At , t2) = R At — d, t2 — d) 

for any t1, t2, regardless of the value of d. Setting T = t2, we have 

Ri(t , t2) = 125(t — t2, 0). 

That is, the autocorrelation function depends only on the difference of its 
arguments. 

Stationarity is a stringent requirement that is not always easy to verify. 
However, the preceding.properties of the mean and autocorrelation functions 
can be used as the defining characteristics for a weaker property termed wide 
sense stationarity. 

Wide sense stationary (WSS) random process A random process s is said 
to be WSS if 

ms(t) = ms(0) for all r 

and 

Mt, , t2) = Rs(t, — t2, 0) for all t1, t2. 

In this case, we change notation and express the autocorrelation function as 
a function of T = t1 - t2 alone. Thus, for a WSS process, we can define the 
autocorrelation function as 

RA(T) = E[s(t)s* (t — T)] for s WSS (2.65) 

with the understanding that the expectation is independent of t. 

Power spectral density for a WSS process We define the PSD of a WSS 
process s as the Fourier transform of its autocorrelation function, as follows: 

S Af) =.T (RAT)) . (2.66) 

We sometimes also need the notion of joint wide sense stationarity of two 
random processes. 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 42 of 119



38 Modulation 

Jointly wide sense stationary random processes The random processes 
X and Y are said to be jointly WSS if (a) X is WSS, (b) Y is WSS, (c) the 
crosscorrelation function Rx,y(ti, t2) = E[X(ti)Y* (t2)] depends on the time 
difference 7 = t1 — t2 alone. In this case, we can redefine the crosscorrelation 
function as Rx. y(T) = E[X(t)r(t — 7)]. 

Ergodicity A stationary random process s is ergodic if time averages along 
a realization equal statistical averages across realizations. For WSS processes, 
we are primarily interested in ergodicity for the mean and autocorrelation 
functions. For example, for a WSS process s that is ergodic in its autocorre-
lation function, the definitions (2.54) and (2.65) of autocorrelation functions 
give the same result, which gives us the choice of computing the autocorre-
lation function (and hence the PSD) as either a time average or a statistical 
average. Intuitively, ergodicity requires having "enough randomness" in a 
given realization so that a time average along a realization is rich enough 
to capture the statistics across realizations. Specific technical conditions for 
ergodicity are beyond our present scope, but it is worth mentioning the fol-
lowing intuition in the context of the simple binary modulated waveform 
depicted in Figure 2.1. If all bits take the same value over a realization, then 
the waveform is simply a constant taking value +1 or —1: clearly, a time 
average across such a degenerate realization does not yield "typical" results. 
Thus, we need the bits in a realization to exhibit enough variation to obtain 
ergodicity. In practice, we often use line codes or scramblers specifically 
designed to avoid long runs of zeros or ones, in order to induce enough 
transitions for proper operation of synchronization circuits. It is fair to say, 
therefore, that there is typically enough randomness in the kinds of wave-
forms we encounter (e.g., modulated waveforms, noise and interference) that 
ergodicity assumptions hold. 

Example 2.3.3 Armed with these definitions, let us revisit the binary 
modulated waveform depicted in Figure 2.1, or more generally, a linearly 
modulated waveform of the form 

CO 

s(0. E b[n]p(t— n7). 
n=—oo 

When we delay this waveform by d, we obtain 
00 

s(t — d) = E b[n]p(t — nT — d). 
n=—co 

(2.67) 

Let us consider the special case d = kT, where k is an integer. We obtain 

s(t — kT) = et ) b[n]p(t — (n+ k)7) = b[n — k]p(t — n7), (2.68) 
0=—co n=—co 

where we have replaced n+k by n in the last summation. Comparing (2.67) 
and (2.68), we note that the only difference is that the symbol sequence 
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{b[n]} is replaced by a delayed version {b[n — k]}. If the symbol sequence 
is stationary, then it has the same statistics as its delayed version, which 
implies that s(t) and s(t — kT) are statistically indistinguishable. However, 
this is a property that only holds for delays that are integer multiples of the 
symbol time. For example, for the binary signaling waveform in Figure 2.1, 
it is immediately evident by inspection that s(t) can be distinguished easily 
from s(t — T/2) (e.g., from the location of the symbol edges). Slightly more 
sophisticated arguments can be used to show similar results for pulses that 
are more complicated than the rectangular pulse. We conclude, therefore, 
that a linearly modulated waveform of the form (2.67), with a stationary 
symbol sequence {b[n]}, is a cyclostationary random process, where the 
latter is defined formally below. 

Cyclostationary random process The random process s(t) is cyclostation-
ary with respect to time interval T if it is statistically indistinguishable from 
s(t — kT) for any integer k. 

As with the concept of stationarity, we can relax the notion of cyclosta-
tionarity by considering only the first and second order statistics. 

Wide sense cyclostationary random process The random process s(t) is 
wide sense cyclostationary with respect to time interval T if the mean and 
autocorrelation functions satisfy the following: 

ms(t) = ms(t— 7) for all t, 

Rs(t t2) = Its(ti — T, t2 — T) for all ti , t2. 

We now state the following theorem regarding cyclostationary processes; this 
is proved in Problem 2.14. 

Theorem 23.1 (Stationarizing a cyclostationary process) Let s(t) be a 
cyclostationary random process with respect to the time interval T. Suppose 
that D is a random variable that is uniformly distributed over [0, 1], and 
independent of s(t). Then s(t — D) is a stationary random process. Similarly, 
if s(t) is wide sense cyclostationary, then s(t — D) is a WSS random process. 

The random process s(t — D) is a "stationarized" version of s(t), with the 
random delay D transforming the periodicity in the statistics of s(t) into time 
invariance in the statistics of s(t — D). We can now define the PSD of s to be 
that of its stationarized version, as follows. 

Computation of PSD for a (wide sense) cyclostationary process as a 
statistical average For s(t) (wide sense) cyclostationary with respect to 
time interval T, we define the PSD as 

Ss(f) = (Rs(r)), 
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where Rs is the "stationarized" autocorrelation function, 

Rs (T) = E[s(t — D)s* (t — D — 7)], 

with the random variable D chosen as in Theorem 2.3.1. 
In Problem 2.14, we discuss why this definition of PSD for cyclostationary 

processes is appropriate when we wish to relate statistical averages to time 
averages. That is, when a cyclostationary process satisfies intuitive notions of 
ergodicity, then its time averaged PSD equals the statistically averaged PSD 
of the corresponding stationarized process. We then rederive the PSD for a 
linearly modulated signal, obtained as a time average in Example 2.3.2 and 
as a statistical average in Problem 2.22. 

2.3.1 Complex envelope for passband random processes 

For a passband random process sp(t) with PSD Ssp (A we know that the time-
windowed realizations are also approximately passband. We can therefore 
define the complex envelope for these time-windowed realizations, and then 
remove the windowing in the limit to obtain a complex baseband random 
process s(0. Since we have defined this relationship on the basis of the 
deterministic time-windowed realizations, the random processes sp and s obey 
the same upconversion and downconversion relationships (Figure 2.9) as 
deterministic signals. It remains to specify the relation between the PSDs 
of 4 and s, which we again infer from the relationships between the time-
windowed realizations. For notational simplicity, denote by 4(t) a realization 
of sp(t) windowed by an observation interval of length To; that is, 4(t) = 
sP (01 F  .

-
T 1' T Let . 1)(f) denote the Fourier transform of .f , 2(t) the complex 

a °

envelope of 4, and S(f) the Fourier transform of 2(t). We know that the PSD 
of and s can be approximated as follows: 

Ss (f) P-,-* I , P WI' ,  
Ss CO C,s1 I3.

-( )12 . (2.69)

i, T. T. 

Furthermore, we know from the relationship (2.42) between deterministic 
passband signals and their complex envelopes that the following spectral 
relationships hold: 

4(f) = -2  ( 3.(f — fc) ± . ' ( —f — fc)) • 

Since the ,3'(f) is (approximately) baseband, the right translate S(f - f o) and 
the left translate S'(-f — L) do not overlap, so that 

1 / ••• 
14(.f)12 = -i klAi - /)12 + lk (- f -.OI2) • 

Combining with (2.69), and letting the observation interval T. get large, we 
obtain 

ss,(f) = -i(sAf — fc)+M—f -f.)) • (2.70) 
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41 2.4 Modulation degrees of freedom 

In a similar fashion, starting from the passband PSD and working backward, 
we can infer that 

Ss(f) = 2Sstp (f 

where Ss+p(f) = Ssp(f)Iti, 01 is the "right half" of the passband PSD. 
As with deterministic signals, the definition of bandwidth for real-valued 

passband random processes is based on occupancy of positive frequencies 
alone, while that for complex baseband random processes is based on occu-
pancy of both positive and negative frequencies. For a given passband random 
process, both definitions lead to the same value of bandwidth. 

2.4 Modulation degrees of freedom 

While analog waveforms and channels live in a continuous time space with 
uncountably infinite dimensions, digital communication systems employing 
such waveforms and channels can be understood in terms of vector spaces 
with finite, or countably infinite, dimensions. This is because the dimen-
sion, or degrees of freedom, available for modulation is limited when we 
restrict the time and bandwidth of the signaling waveforms to be used. Let 
us consider signaling over an ideally bandlimited passband channel spanning 
L- W/2 ≤ f < L+ W/2. By choosing f c as a reference, this is equivalent 
to an ideally bandlimited complex baseband channel spanning [—W/2, W/2]. 
That is, modulator design corresponds to design of a set of complex baseband 
transmitted waveforms that are bandlimited to [—W/2, W/2]. We can now 
invoke Nyquist's sampling theorem, stated below. 

Theorem 2.4.1 (Nyquist's sampling theorem) Any signal s(t) bandlimited 
to [—W/2, W/2] can be described completely by its samples {s(n/W)} at rate 
W. Furthermore, s(t) can be recovered from its samples using the following 
interpolation formula: 

s(t) = s p (t — 
n=—co 

where p(t) = sinc(Wt). 

(2.71) 

By the sampling theorem, the modulator need only specify the samples 
{s(n/W)} to specify a signal s(t) bandlimited to [—W/2, W/2]. If the signals 
are allowed to span a large time interval To (large enough that they are still 
approximately bandlimited), the number of complex-valued samples that the 
modulator must specify is approximately WT.. That is, the set of possible 
transmitted signals lies in a finite-dimensional complex subspace of dimension 
WT., or equivalently, in a real subspace of dimension 2W7'.. To summarize, 
the dimension of the complex-valued signal space (i.e., the number of degrees 
of freedom available to the modulator) equals the time—bandwidth product. 
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The interpolation formula (2.71) can be interpreted as linear modulation 
(which has been introduced informally via several examples, and is consid-
ered in detail in the next section) at rate W using the samples {s(n/W)} 
as the symbols, and the sinc pulse as the modulating pulse grx (t). Linear 
modulation with the sinc pulse has the desirable characteristic, therefore, of 
being able to utilize all of the degrees of freedom available in a bandlim-
ited channel. As we show in the next section, however, the sinc pulse has 
its problems, and in practice, it is necessary to back off from utilizing all 
available degrees of freedom, using modulating pulses that have less abrupt 
transitions in the frequency domain than the brickwall Fourier transform of the 
sinc pulse. 

Bandwidth efficiency Bandwidth efficiency for a modulation scheme is 
defined to be the number of bits conveyed per degree of freedom. Thus, 
M-ary signaling in a D-dimensional signal space has bandwidth efficiency 

loge M 
71e = . (2.72) 

The number of degrees of freedom in the preceding definition is taken to 
be the maximum available. Thus, for a bandlimited channel with bandwidth 
W, we would set D = WT. to obtain the number of complex degrees of 
freedom available to a modulator over a large time interval To. In practice, 
the number of effective degrees of freedom is smaller owing to a variety of 
implementation considerations, as mentioned for the example of linear mod-
ulation in the previous paragraph. We do not include such considerations in 
our definition of bandwidth efficiency, in order to get a number that funda-
mentally characterizes a modulation scheme, independent of implementation 
variations. 

To summarize, the set of possible transmitted waveforms in a timelimited 
and bandwidth-limited system lies in a finite-dimensional signal space. The 
broad implication of this observation is that we can restrict attention to 
discrete-time signals, or vectors, for most aspects of digital communication 
system design, even though the physical communication mechanism is based 
on sending continuous-time waveforms over continuous-time channels. In 
particular, we shall see in Chapter 3 that signal space concepts play an 
important role in developing a geometric understanding of receiver design. 
Signal space concepts are also useful for describing modulation techniques, 
as we briefly describe below (postponing a more detailed development to 
Chapter 3). 

Signal space description of modulation formats Consider a modulation 
format in which one of M signals, si (t), sm (t), is transmitted. The signal 
space spanned by these signals is of dimension n < M, so we can represent 
each signal 51(0 by an n-dimensional vector si = (s,[1], .... si[n])T, with 
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respect to some orthonormal basis 4/1(0, 0„(t) satisfying = 8k1, 
1 < k, I < n. That is, we have 

SAO = Es,[1]01(0, sr[I] = (se, fir) = f si(OtY;(0dt. 
1=1 

(2.73) 

By virtue of (2.73), we can describe a modulation format by specifying 
either the signals si(t), 1 < i < M, or the vectors si, 1 < i < M. More 
importantly, the geometry of the signal set is preserved when we go from 
continuous-time to vectors, in the sense that inner products, and Euclidean 
distances, are preserved: (si,si) = (s1, s1) for 1 < i, j < M. As we shall 
see in Chapter 3, it is this geometry that determines performance over the 
AWGN channel, which is the basic model upon which we build when 
designing most communication systems. Thus, we can design vectors with 
a given geometry, depending on the performance characteristics we desire, 
and then map them into continuous-time signals using a suitable orthonor-
mal basis {tlik}. This implies that the same vector space design can be 
reused over very different physical channels, simply by choosing an appro-
priate basis matched to the channel's time—bandwidth constraints. An exam-
ple of signal space construction based on linear modulation is provided in 
Section 2.5.4. 

2.5 Linear modulation 

We now know that we can encode information to be transmitted over a 
passband channel into a complex-valued baseband waveform. For a physical 
baseband channel, information must be encoded into a real-valued baseband 
waveform. We focus on more general complex baseband (i.e., passband) 
systems, with physical real baseband systems automatically included as a 
special case. 

As the discussion in the previous section indicates, linear modulation is 
a technique of fundamental importance for communication over bandlimited 
channels. We have already had sneak previews of this modulation technique 
in Figure 2.1 and Examples 2.3.2, 2.2.3, and we now build on these for a 
more systematic exposition. The complex baseband transmitted waveform for 
linear modulation can be written as 

u(s) Eb[n]gTx(t— n7). (2.74) 

Here {b[n]} are the transmitted symbols, typically taking values in a fixed sym-
bol alphabet, or constellation. The modulating pulse grx(t) is a fixed baseband 
waveform. The symbol rate, or baud rate is 1/T, and T is termed the symbol 
interval. 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 48 of 119



44 Modulation 

2.5.1 Examples of linear modulation 

We now discuss some commonly used linear modulation formats for baseband 
and passband channels. 

Baseband line codes Linear modulation over physical baseband channels 
is a special case of (2.74), with all quantities constrained to be real-valued, 
since u(t) is actually the physical waveform transmitted over the channel. For 
such real baseband channels, methods of mapping bits to (real-valued) analog 
waveforms are often referred to as line codes. Examples of some binary line 
codes are shown in Figure 2.14 and can be interpreted as linear modulation 
with either a {-1,+1}  or a {0, 1} alphabet. 

If a clock is not sent in parallel with the modulated data, then bit timing 
must be extracted from the modulated signal. For the non return to zero 
(NRZ) formats shown in Figure 2.14, a long run of zeros or ones can lead to 
loss of synchronization, since there are no transitions in voltage to demarcate 
bit boundaries. This can be alleviated by precoding the transmitted data so 
that it has a high enough rate of transitions from 0 to 1, and vice versa. 
Alternatively, transitions can be guaranteed through choice of modulating 
pulse: the Manchester code shown in Figure 2.14 has transitions that are twice 
as fast as the bit rate. The spectral characteristics of baseband line codes are 
discussed further in Problem 2.23. 

Figure 2.14 Some baseband 
line codes using memoryless 
linear modulation. 

A 

B 

Linear memoryless modulation is not the only option The line codes in 
Figure 2.14 can be interpreted as memoryless linear modulation: the waveform 
corresponding to a bit depends only on the value of the bit, and is a translate 
of a single basic pulse shape. We note at this point that this is certainly not 
the only way to construct a line code. Specifically, the Miller code, depicted 
in Figure 2.15, is an example of a line code employing memory and nonlinear 
modulation. The code uses two different basic pulse shapes, ±si (0 to send 
1, and ±so(t) to send 0. A sign change is enforced when 0 is followed by 0, 
in order to enforce a transition. For the sequences 01, 10 and 11, a transition 
is ensured because of the transition within si(t). In this case, the sign of the 
waveform is chosen to delay the transition as much as possible; it is intuitively 

0 1 1 0 1 0 0 1 

Data (NRZ format) 

A>0, B=0 Unipolar NRZ 

A>0, B=-A Bipolar NRZ 

Manchester code 
Linear modulation with alphabet (+1,-1} and pulse 
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Figure 2.15 The Miller code is 

a nonlinear modulation format A 

with memory. 

—A 

0 

+A +A 

so(t) 

0 1 0 0 

-A 

si (t) 

Miller code 

plausible that this makes the modulated waveform smoother, and reduces its 
spectral occupancy. 

Passband linear modulation For passband linear modulation, the sym-
bols {b[n]} in (2.74) are allowed to be complex-valued, so that they can 
be represented in the two-dimensional real plane. Thus, we often use the 
term two-dimensional modulation for this form of modulation. The complex 
baseband signal u(t) = uc(t) +jus(t) is upconverted to passband as shown in 
Figure 2.9. 

Two popular forms of modulation are phase shift keying (PS K) and quadra-
ture amplitude modulation (QAM). Phase shift keying corresponds to choos-
ing arg(b[n]) from a constellation where the modulus ib[n]l is constant. 
Quadrature amplitude modulation allows both Ib[n]I and arg(b[n]) to vary, 
and often consists of varying Re(b[n]) and Im(b[n]) independently. Assum-
ing, for simplicity, that gnc(t) is real-valued, we have 

10) = ERe(b[n])grx(t — n7), ii.(t)= Eimo[n])gix(t—nT). 

The term QAM refers to the variations in the amplitudes of I and Q com-
ponents caused by the modulating symbol sequence {b[n]). If the sequence 
{b[n]} is real-valued, then QAM specializes to pulse amplitude modula-
tion (PAM). Figure 2.16 depicts some well-known constellations, where we 
plot Re(b) on the x-axis, and Im(b) on the y-axis, as b ranges over all 
possible values for the signaling alphabet. Note that rectangular QAM con-
stellations can be interpreted as modulation of the in-phase and quadrature 
components using PAM (e.g., 16-QAM is equivalent to I and Q modulation 
using 4-PAM). 

Each symbol in a constellation of size M can be uniquely mapped to 
log2 M bits. For a symbol rate of 1/T symbols per unit time, the bit rate 
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Figure 2.16 Some 
constellations for 
two-dimensional linear 
modulation. 

QPSK (4-PSK or 4-QAM) 
... 

' O

... 

8-PSK 

O 0 0 O 

O O O O 

O O 

O O 

O O 

16-QAM 

is therefore (loge M)/T bits per unit time. Since the transmitted bits often 
contain redundancy because of a channel code employed for error correction 
or detection, the information rate is typically smaller than the bit rate. 

Design choices Some basic choices that a designer of a linearly modulated 
system must make are: the transmitted pulse shape grx, the symbol rate 1/T, 
the signaling constellation, the mapping from bits to symbols, and the channel 
code employed, if any. We now show that the symbol rate and pulse shape 
are determined largely by the available bandwidth, and by implementation 
considerations. The background needed to make the remaining choices is built 
up as we progress through this book. In particular, it will be seen later that 
the constellation size M and the channel code, if any, should be chosen based 
on channel quality measures such as the signal-to-noise ratio. 

2.5.2 Spectral occupancy of linearly modulated signals 

From Example 2.3.3, we know that the linearly modulated signal u in (2.74) 
is a cyclostationary random process if the modulating symbol sequence {b[n]} 
is a stationary random process. Problem 2.22 discusses computation of the 
PSD for u as a statistical average across realizations, while Example 2.3.2 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 51 of 119



47 2.5 Linear modulation 

discusses computation of the PSD as a time average. We now summarize 
these results in the following theorem. 

Theorem 2.5.1 (Power spectral density of a complex baseband linearly 
modulated signal) Consider a linearly modulated signal 

u(t) = E b[n]grAt— n7). 

Assume that the symbol stream b[n] is uncorrelated and has zero mean. That 
is, E[b[n]b*[m]]= E[lb[n]l2]8u„, and E[b[n]] = 0 (the expectation is replaced 
by a time average when the PSD is defined as a time average). Then the PSD 
of u is given by 

E[ilin]i2] 
Su(f) =  T  IGTx(f)12. (2.75) 

Figure 2.17 shows the PSD (as a function of normalized frequency fT) for 
linear modulation using a rectangular timelimited pulse, as well as the cosine-
shaped timelimited pulse used for minimum shift keying, which is discussed 
in Problem 2.24. The smoother shape of the cosine pulse leads to a faster 
decay of the PSD beyond the main lobe. 

Theorem 2.5.1 implies that, for uncorrelated symbols, the shape of the PSD 
of a linearly modulated signal is determined completely by the spectrum of 
the modulating pulse gTx(t). A generalization of this theorem for correlated 
symbol sequences is considered in Problem 2.22, which also discusses the 
use of such correlations in spectrally shaping the transmitted signal. Another 

Figure 2.17 PSD for linear 
modulation using rectangular 
and cosine timelimited pulses. 0.9 
The normalization is such that 
the power (i.e., the area under 0.8 
the PSD) is the same in both 
cases. 0.7 
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generalization of this theorem, discussed in Problem 2.23, is when the symbols 
{b[n]} have nonzero mean, as is the case for some baseband line codes. In 
this case, the PSD has spectral lines at multiples of the symbol rate 1/T, 
which can be exploited for symbol synchronization. 

The preceding result, and the generalizations in Problems 2.22 and 2.23, 
do not apply to nonlinear modulation formats such as the Miller code shown 
in Figure 2.15. However, the basic concepts of analytical characterization of 
PSD developed in these problems can be extended to more general modulation 
formats with a Markovian structure, such as the Miller code. The details are 
straightforward but tedious, hence we do not discuss them further. 

Once the PSD is known, the bandwidth of u can be characterized using any 
of a number of definitions. One popular concept (analogous to the energy con-
tainment bandwidth for a finite-energy signal) is the 1— e power containment 
bandwidth, where E is a small number: this is the size of the smallest contigu-
ous band that contains a fraction 1— E of the signal power. The fraction of the 
power contained is often expressed in terms of a percentage: for example, the 
99% power containment bandwidth corresponds to e = 0.01. Since the PSD of 
the modulated signal u is proportional to I G (f)12, the fractional power con-
tainment bandwidth is equal to the fractional energy containment bandwidth 
for Grx(f). Thus, the 1— e power containment bandwidth B satisfies 

- 
f . I GTx(f)12df = (1-e) f IGix(f)12df. (2.76) 

7 

We use the two-sided bandwidth B for the complex baseband signal to 
quantify the signaling bandwidth needed, since this corresponds to the 
physical (one-sided) bandwidth of the corresponding passband signal. For 
real-valued signaling over a physical baseband channel, the one-sided 
bandwidth of u would be used to quantify the physical signaling bandwidth. 

Normalized bandwidth Time scaling the modulated waveform u(t) pre-
serves its shape, but corresponds to a change of symbol rate. For example, 
we can double the symbol rate by using a time compressed version u(2t) of 
the modulated waveform in (2.74): 

u2(t) = u(2t) = E b[n]grx(2t —n7). E b[n]gTx (t — n —T 
2 
)) 

Time compression leads to frequency dilation by a factor of two, while keep-
ing the signal power the same. It is intuitively clear that the PSD S„2(f) = 
1/2Su(f/2), regardless of what definition we use to compute it. Thus, what-
ever our notion of bandwidth, changing the symbol rate in this fashion leads 
to a proportional scaling of the required bandwidth. This has the following 
important consequence. Once we have arrived at a design for a given symbol 
rate 1/T, we can reuse it without any change for a different symbol rate air, 
simply by replacing gTx(t) with grx(at) (i.e., Grx (f) with a scaled version 
of Grx(fl a)). If the bandwidth required was B, then the new bandwidth 
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required is aB. Thus, it makes sense to consider the normalized bandwidth 
BT, which is invariant to the specific symbol rate employed, and depends 
only on the shape of the modulating pulse grx(t). In doing this, it is also 
convenient to consider the normalized time t/T and normalized frequency 
fT. Equivalently, we can, without loss of generality, set T =1 to compute 
the normalized bandwidth, and then simply scale the result by the desired 
symbol rate. 

Example 2.5.1 (Fractional power containment bandwidth with time-
limited pulse) We wish to determine the 99% power containment band-
width when signaling at 100Mbps using 16-QAM, using a rectangular 
transmit pulse shape timelimited over the symbol interval. Since there are 
log2 16 =4 bit/symbol, the symbol rate is given by 

100 Mbps 
— 

25 
Msymbol/s. 1/T = 4 bit/symbol 

Let us first compute the normalized bandwidth B1 for T = 1. The transmit 
pulse is gTx(t) = /[0.1i(t), so that 

IGrx(f)I2 = isinc(f)12. 

We can now substitute into (2.76) to compute the power containment 
bandwidth B. We have actually already solved this problem in Example 
2.1.3, where we computed B1 = 10.2 for 99% energy containment. We 
therefore find that the bandwidth required is 

B = —
B1 

= 10.2x25  MHz = 260 MHz. 

This is clearly very wasteful of bandwidth. Thus, if we are concerned about 
strict power containment within the allocated band, we should not be using 
rectangular timelimited pulses. On the other hand, if we are allowed to be 
sloppier, and can allow 10% of the power to spill outside the allocated 
band, then the required bandwidth is less than 25 MHz (B1 = 0.85 for 
a = 0.9, from Example 2.1.3). 

2.5.3 The Nyquist criterion: relating bandwidth to symbol rate 

Typically, a linearly modulated system is designed so as to avoid intersymbol 
interference at the receiver, assuming an ideal channel, as illustrated in Figure 
2.18, which shows symbols going through a transmit filter, a channel (also 
modeled as a filter), and a receive filter (noise is ignored for now). Since 
symbols are being fed into the transmit filter at rate 1/T, it is natural to expect 
that we can process the received signal such that, in the absence of channel 
distortions and noise, samples at rate 1/T.equal the transmitted symbols. This 
expectation is fulfilled when the cascade of the transmit filter, the channel 
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Symbols 
{b[nl} 
rate 1/T 

Transmit 
filter 
97x(t) 

Channel 
filter 
gc(t) 

Receive 
filter 
gfrx(t) 

z(t) 
Sampler z(nT) 

  When is z(nT) = bin)? 
rate 1/T 

Figure 2.18 Set-up for applying filter, and the receive filter satisfy the Nyquist criterion for ISI avoidance, 
Nyquist criterion. which we now state. 

From Figure 2.18, the noiseless signal at the output of the receive filter is 
given by 

z(0,-E b[n]x(t — n7), (2.77) 

where 

x(t) = (gm * gc * Sex) (t) 

is the overall system response to a single symbol. The Nyquist criterion 
answers the following question: when is z(nT) = b[n]? That is, when is there 
no ISI in the symbol-spaced samples? The answer is stated in the following 
theorem. 

Theorem 2.5.2 (Nyquist criterion for ISI avoidance) Intersymbol inter-
ference can be avoided in the symbol-spaced samples, i.e., 

z(nT) = b[n] for all n (2.78) 

if 

1, m = 0, 
x(mT) = Ono = 0, In 0. (2.79) 

Letting X(f) denote the Fourier transform of x(t), the preceding condition 
can be equivalently written as 

1/T E x(f+-k) =1 for all f. 
k-=—co 

(2.80) 

Proof of Theorem 2.5.2 It is immediately obvious that the time domain 
condition (2.79) gives the desired ISI avoidance (2.78). It can be shown that 
this is equivalent to the frequency domain condition (2.80) by demonstrating 
that the sequence {x(—m7)} is the Fourier series for the periodic waveform 

B(1) =11T t XI f —k ) 
k=—cco 

obtained by summing all the aliased copies X(f k17) of the Fourier trans-
form of x. Thus, for the sequence {x(m7)} to be a discrete delta, the periodic 
function B(f) must be a constant. The details are developed in Problem 2.15. 

O 
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A pulse x(t) or X(f) is said to be Nyquist at rate 1/T if it satisfies (2.79) 
or (2.80), where we permit the right-hand sides to be scaled by arbitrary 
constants. 

Minimum bandwidth Nyquist pulse The minimum bandwidth Nyquist 
pulse is 

I T,
xu) =-- 0, else, 

corresponding to the time domain pulse 

x(t) = sinc (—t ). 

The need for excess bandwidth The sinc pulse is not used in practice 
because it decays too slowly: the l/t decay implies that the signal z(t) in 
(2.77) can exhibit arbtrarily large fluctuations, depending on the choice of 
the sequence {b[n]). It also implies that the ISI caused by sampling errors 
can be unbounded (see Problem 2.21). Both of these phenomena are related 
to the divergence of the series En- 1 1/n, which determines the worst-case 
contribution from "distant" symbols at a given instant of time. Since the series 
En_, 1171° converges for a > 1, these problems can be fixed by employing a 
pulse x(t) that decays as llta for a > 1. A faster time decay implies a slower 
decay in frequency. Thus, we need excess bandwidth, beyond the minimum 
bandwidth dictated by the Nyquist criterion, to fix the problems associated 
with the sine pulse. The (fractional) excess bandwidth for a linear modulation 
scheme is defined to be the fraction of bandwidth over the minimum required 
for ISI avoidance at a given symbol rate. 

Raised cosine pulse An example of a pulse with a fast enough time decay 
is the frequency domain raised cosine pulse shown in Figure 2.20, and spe-
cified as 

I 

T 
l-a <  , . Ifl - 2T 

SW= I [1 - sin((l f I — MI ) ] , W. < Ifl < W, 

o, ifi 12+; 

where a is the fractional excess bandwidth, typically chosen in the range 
where 0 < a < 1. As shown in Problem 2.16, the time domain pulse s(t) is 
given by 

cos Ira f, 
s(t) = sinc ( t  

T 
1-(

 )2 

This pulse inherits the Nyquist property of the sinc pulse, while having 
an additional multiplicative factor that gives an overall (1/t3) decay with 
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Figure 2.19 Sinc pulse for 
minimum bandwidth ISI-free 
signaling at rate 1/T. Both 
time and frequency axes 
are normalized to be 
dimensionless. 

1 

0.8 

0.6 

0.4 

0.2 

0 

-0.2 

-0.4 

X(f) 

T 

-1/2 0 1/2 

(a) Frequency domain boxcar 

fT 

-5 -4 -3 -2 -1 0 1 2 3 
t/T 

(b) Time domain sinc pulse 

4 5 

time. The faster time decay compared with the sinc pulse is evident from a 
comparison of Figures 2.20(b) and 2.19(b). 

The Nyquist criterion applies to the cascade of the transmit, channel, and 
receive filters. How is Nyquist signaling done in practice, since the channel is 
typically not within our control? Typically, the transmit and receive filters are 
designed so that the cascade Grx(f)GRx(f) is Nyquist, and the ISI introduced 
by the channel, if any, is handled separately. A typical choice is to set Gm 

and GRx to be square roots (in the frequency domain) of a Nyquist pulse. 
Such a pulse is called a square root Nyquist pulse. For example, the square 
root raised cosine (SRRC) pulse is often used in practice. Another common 
choice is to set Grx to be a Nyquist pulse, and G Rx to be a wideband filter 
whose response is flat over the band of interest. 

We had argued in Section 2.4, using Nyquist's sampling theorem, that 
linear modulation using the sinc pulse takes up all of the degrees of freedom 
in a bandlimited channel. The Nyquist criterion for ISI avoidance may be 
viewed loosely as a converse to the preceding result, saying that if there are 
not enough degrees of freedom, then linear modulation incurs ISI. The relation 
between these two observations is not accidental: both Nyquist's sampling 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 57 of 119



93 2.5 Linear modulation 

Figure 2.20 Raised cosine 
pulse for minimum bandwidth 
151-free signaling at rate 1/T, 
with excess bandwidth a. Both 
time and frequency axes 
are normalized to be 
dimensionless. 
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-(1+a)/2 -1/2  -(1-a)/2 0 (1-a)/2 1/2 (1+a)/2 

(a) Frequency domain raised cosine 

-4 -3 -2 -1 0 1 2 3 4 5 

t/T 

(b) Time domain pulse (excess bandwidth a=0.5) 

fT 

theorem and the Nyquist criterion are based on the Fourier series relationship 
between the samples of a waveform and its aliased Fourier transform. 

Bandwidth efficiency We define the bandwidth efficiency of linear modu-
lation with an M-ary alphabet as 

•Thi = log2 M bit/symbol. 

This is consistent with the definition (2.72) in Section 2.4, since one symbol 
in linear modulation takes up one degree of freedom. Since the Nyquist 
criterion states that the minimum bandwidth required equals the symbol rate, 
knowing the bit rate Rb and the bandwidth efficiency 77B of the modulation 
scheme, we can determine the symbol rate, and hence the minimum required 
bandwidth Burin. 

R 
Burin = b

nB 

This bandwidth would then be expanded by the excess bandwidth used in the 
modulating pulse, which (as discussed already in Section 2.4) is not included 
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in our definition of bandwidth efficiency, because it is a highly variable 
quantity dictated by a variety of implementation considerations. Once we 
decide on the fractional excess bandwidth a, the actual bandwidth required is 

B = (1+ a)Bmi  = (1+ a) Rb-
71 a 

2.5.4 Linear modulation as a building block 

Linear modulation can be used as a building block for constructing more 
sophisticated waveforms, using a square root Nyquist pulse as the modulating 
waveform. To see this, let us first describe the square root Nyquist property in 
the time domain. Suppose that tfr(t) is square root Nyquist at rate 1/Tc. This 
means that Q(f) = MA' = Alf(f)4ts(f) is Nyquist at rate 1/T,. Note that 
TV) is simply the frequency domain representation of ifrmF(t) = r(-0, 
the matched filter for gt). This means that 

Q(f) = lif(f)kle(f) q(t) = *iliza)(t) = f ili(s)0* (s — t) ds. (2.81) 

That is, q(t) is the autocorrelation function of OW, obtained by passing tP 
through its matched filter. Thus, is square root Nyquist if its autocorrelation 
function q is Nyquist. That is, the autocorrelation function satisfies q(kTc) = 
8k0 for integer k. 

We have just shown that the translates {41(t — k T)} are orthonormal. We 
can now use these as a basis for signal space constructions. Representing a 
signal si(t) in terms of these basis functions is equivalent to linear modulation 
at rate 1/T, as follows: 

N-1 

Si(t) = E s,[k]gt — kT), i =1, M, 
k=0 

where s1= (si[0], , si[N —1]) is a code vector that is mapped to continuous 
time by linear modulation using the waveform 1r. We often refer to tfr(t) as the 
chip waveform, and 1/T, as the chip rate, where N chips constitute a single 
symbol. Note that the continuous-time inner product between the signals thus 
constructed is determined by the discrete-time inner product between the 
corresponding code vectors: 

N-1 N-1 N-1 

(Se, S) = E E ocis; [I] f tfr(t—kT,)(11*(t —1T,)dt = E si[k]s;[k]= 
k=0 1=0 k=0 

where we have used the orthonormality of the translates {it* — k T,)}. 
Examples of square root Nyquist chip waveforms include a rectangular 

pulse timelimited to an interval of length Tc, as well as bandlimited pulses 
such as the square root raised cosine. From Theorem 2.5.1, we see that the 
PSD of the modulated waveform is proportional to IT(f)I2 (it is typically a 
good approximation to assume that the chips {si[k]} are uncorrelated). That 
is, the bandwidth occupancy is determined by that of the chip waveform IP. 
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55 2.6 Orthogonal and biorthogonal modulation 

In the next section, we apply the preceding construction to obtain wave-
forms for orthogonal modulation. In Chapter 8, I discuss direct sequence 
spread spectrum systems based on this construction. 

2.6 Orthogonal and biorthogonal modulation 

The number of possible transmitted signals for orthogonal modulation equals 
the number of degrees of freedom M available to the modulator, since we can 
fit only M orthogonal vectors in an M-dimensional signal space. However, as 
discussed below, whether we need M real degrees of freedom or M complex 
degrees of freedom depends on the notion of orthogonality required by the 
receiver implementation. 

Frequency shift keying A classical example of orthogonal modulation is 
frequency shift keying (FSK). The complex baseband signaling waveforms 
for M-ary FSK over a signaling interval of length T are given by 

si(0 = iitom , = 1,...,M, 

where the frequency shifts f i l are chosen to make the M waveforms 
orthogonal. The bit rate for such a system is therefore given by (log2 M)IT, 
since log2 M bits are conveyed over each interval of length T. To determine 
the bandwidth needed to implement such an FSK scheme, we must determine 
the minimal frequency spacing such that the Isil are orthogonal. Let us first 
discuss what orthogonality means. 

We have introduced the concepts of coherent and noncoherent reception in 
Example 2.2.5, where we correlated the received waveform against copies of 
the possible noiseless received waveforms corresponding to different trans-
mitted signals. In practical terms, therefore, orthogonality means that, if si
is sent, and we are correlating the received signal against s1, j i, then the 
output of the correlator should be zero (ignoring noise). This criterion leads 
to two different notions of orthogonality, depending on the assumptions we 
make on the receiver's capabilities. 

Orthogonality for coherent and noncoherent systems Consider two com-
plex baseband waveforms u = us +jus and v = vs + jvs, and their passband 
equivalents up(t) = Re(ifu(t)ei21rhi) and vp(t) = Re(Jiv(t)ei2.1.9, respec-
tively. From (2.36), we know that 

(up, vp) = Re((u, v)) = (us, vs) (us, vs). (2.82) 

Thus, one concept of orthogonality between complex baseband waveforms 
is that their passband equivalents (with respect to a common frequency and 
phase reference) are orthogonal. This requires that Re ((u, v)) = 0. In the 
inner product Re ((u, v)), the I and Q components are correlated separately 
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and then summed up. At a practical level, extracting the I and Q components 
from a passband waveform requires a coherent system, in which an accurate 
frequency and phase reference is available for downconversion. 

Now, suppose that we want the passband equivalents of u and v to remain 
orthogonal in noncoherent systems in which an accurate phase reference may 
not be available. Mathematically, we want up(t) = ReW2u(t)ei211,i) and 
Dp(t) = Re(ifv(t)ei(27.41+0) to remain orthogonal, regardless of the value of 
0. The complex envelope of DI, with respect to h is 40 = v(t)eie, so that, 
applying (2.82), we have 

(up, = Re((u, = Re((u, v)e- je). (2.83) 

It is easy to see that the preceding inner product is zero for all possible 0 if 
and only if (u, v) = 0; set 0 = 0 and 0 = 7r/2 in (2.83) to see this. 

We therefore have two different notions of orthogonality, depending on 
which of the inner products (2.82) and (2.83) is employed: 

Re((si, = 0 Coherent orthogonality criterion 
(sr, sj) = 0 Noncoherent orthogonality criterion. 

It is left as an exercise (Problem 2.25) to show that a tone spacing of 1/2T 
provides orthogonality in coherent FSK, while a tone spacing of 1/T is 
required for noncoherent FSK. The bandwidth for coherent M-ary FSK is 
therefore approximately M/2T, which corresponds to a time—bandwidth prod-
uct of approximately M/2. This corresponds to a complex vector space of 
dimension M/2, or a real vector space of dimension M, in which we can 
fit M orthogonal signals. On the other hand, M-ary noncoherent signaling 
requires M complex dimensions, since the complex baseband signals must 
remain orthogonal even under multiplication by complex-valued scalars. This 
requirement doubles the bandwidth requirement for noncoherent orthogonal 
signaling. 

(2.84) 

Bandwidth efficiency We can conclude from the example of orthogonal FSK 
that the bandwidth efficiency of orthogonal signaling is rib = (log2 M 1) 
/M bit/complex dimension for coherent systems, and 7Th = (log2 M)/M 
bit/complex dimension for noncoherent systems. This is a general observation 
that holds for any realization of orthogonal signaling. In a signal space of 
complex dimension D (and hence real dimension 2D), we can fit 2D signals 
satisfying the coherent orthogonality criterion, but only D signals satisfying 
the noncoherent orthogonality criterion. As M gets large, the bandwidth effi-
ciency tends to zero. In compensation, as we see in Chapter 3, the power 
efficiency of orthogonal signaling for large M is the "best possible." 

Orthogonal Walsh—Hadamard codes Section 2.5.4 shows how to map 
vectors to waveforms while preserving inner products, by using linear modu-
lation with a square root Nyquist chip waveform. Applying this construction, 
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the problem of designing orthogonal waveforms {sr} now reduces to designing 
orthogonal code vectors {sr}. Walsh—Hadamard codes are a standard con-
struction employed for this purpose, and can be constructed recursively as 
follows: at the nth stage, we generate 2" orthogonal vectors, using the 2n-1
vectors constructed in the n —1 stage. Let Hn denote a matrix whose rows 
are 211 orthogonal codes obtained after the nth stage, with 110 = (1). Then 

Hn = 
(14_ 1 Hn_1

14-1 —Hn_1 ) • 

We therefore get 

1 1 1 1 

1 11 1 -1 1 -1 
Hl _1), 

H2=  (1 1 -1 -1) 
etc. 

1 -1 -1 1 

The signals {sr) obtained above can be used for noncoherent orthogonal 
signaling, since they satisfy the orthogonality criterion (se, = 0 for i # j. 
However, just as for FSK, we can fit twice as many signals into the same 
number of degrees of freedom if we used the weaker notion of orthogonality 
required for coherent signaling, namely Re((st, = 0 for i j. It is easy 
to check that for M-ary Walsh—Hadamard signals isi, i = 1, ..., M}, we can 
get 2M orthogonal signals for coherent signaling: fs,, jsi, i = 1, ..., M}. This 
construction corresponds to independently modulating the I and Q components 
with a Walsh—Hadamard code. 

Biorthogonal modulation Given an orthogonal signal set, a biorthogonal 
signal set of twice the size can be obtained by including a negated copy of 
each signal. Since signals s and —s cannot be distinguished in a noncoherent 
system, biorthogonal signaling is applicable to coherent systems. Thus, for 
an M-ary Walsh—Hadamard signal set {sr} with M signals obeying the non-
coherent orthogonality criterion, we can construct a coherent orthogonal signal 
set {si, jsi} of size 2M, and hence a biorthogonal signal set of size 4M, e.g., 

jsi, —Si, 

2.7 Differential modulation 

Differential modulation uses standard PSK constellations, but encodes the 
information in the phase transitions between successive symbols rather than 
in the absolute phase of one symbol. This allows recovery of the information 
even when there is no absolute phase reference. 

Differential modulation is useful for channels in which the amplitude and 
phase may vary over time (e.g., for a wireless mobile channel), or if there is 
a residual carrier frequency offset after carrier synchronization. To see why, 
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consider linear modulation of a PSK symbol sequence [b[n]). Under ideal 
Nyquist signaling, the samples at the output of the receive filter obey the 
model 

r[n] = h[n]b[n]+ noise 

where h[n] is the channel gain. If the phase of h[n] can vary arbitrarily 
fast with n, then there is no hope of conveying any information in the 
carrier phase. However, if h[n] varies slowly enough that we can approximate 
it as piecewise constant over at least two symbol intervals, then we can 
use phase transitions to convey information. Figure 2.21 illustrates this for 
two successive noiseless received samples for a QPSK alphabet, comparing 
b[n]bqn — 1] with r[n]r*[n — 1]. We see that, ignoring noise, these two 
quantities have the same phase. Thus, even when the channel imposes an 
arbitrary phase shift, as long as the phase shift is roughly constant over 
two consecutive symbols, the phase difference is unaffected by the channel, 
and hence can be used to convey information. On the other hand, we see 
from Figure 2.21 that the amplitude of b[n]bin — 1] differs from that of 
r[n]e[n — 1]. Thus, some form of explicit amplitude estimation or tracking is 
required in order to generalize differential modulation to QAM constellations. 
How best to design differential modulation for QAM alphabets is still a 
subject of ongoing research, and we do not discuss it further. 

Figure 2.22 shows an example of how two information bits can be mapped 
to phase transitions for differential QPSK. For example, if the information 
bits at time n are i[n] = 00, then b[n] has the same phase as b[n — 1]. If 

Transmitted symbols 

b[n-11 
• 

• bin] 
b[nlbln-11 

Noiseless received samples 

r[n - 1] = h[n - 1] b[n -11 
x 

r[n] = Mr)] b[n1 
x 

x r[n]e[n —1] 

Figure 2.21 Ignoring noise, the phase transitions between successive symbols remain unchanged after 
an arbitrary phase offset induced by the channel. This motivates differential modulation as a means of 
dealing with unknown or slowly time-varying channels. 
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Figure 2.22 Mapping 
information bits to phase 
transitions in differential QPSK. 

2.7 Differential modulation 

10 

11 

00 

01 

i[n] = 10, then b[n] = 0'712 b[n — 1], and so on, where the symbols b[n] take 
values in fe r/4. e33 '4, ej5r/4, ej7v/41.

We now discuss the special case of binary differential PSK (DPSK), which 
has an interesting interpretation as orthogonal modulation. For a BPSK alpha-
bet, suppose that the information bits {i[n]} take values in {0, 1}, the trans-
mitted symbols {b[n]} take values in { —1, +1}, and the encoding rule is as 
follows: 

b[n] = b[n —1] 1] if i[n]=0, 

b[n] = —b[n —1] if i[n]=1. 

If we think of the signal corresponding to i[n] as s[n] = (b[n-1],  b[n]), then 
s[n] can take the following values: 

for i[n] = 0, s[n] = ±so, where so = (+1, +1), 

for i[n] = 1, s[n] =±s1  , where si = (+1, —1). 

The signals so and s1 are orthogonal. Note that s[n] = (b[n — 1], b[n]) = 
b[n — 1](1, b[n] 1 b[n — 1]). Since b[n] / b[n — 1] depends only on the infor-
mation bit i[n], the direction of s[n] depends only on i[n], while there is a 
sign ambiguity due to b[n —1]. Not knowing the channel h[n] would impose 
a further phase ambiguity. Thus, binary DPSK can be interpreted as binary 
noncoherent orthogonal signaling, with the signal duration spanning two sym-
bol intervals. However, there is an important distinction from standard binary 
noncoherent orthogonal signaling, which conveys one bit using two complex 
degrees of freedom. Binary DPSK uses the available degrees of freedom more 
efficiently by employing overlapping signaling intervals for sending succes-
sive information bits: the signal (b[n], b[n 1]) used to send i[n] has one 
degree of freedom in common with the signal (b[n + 1], b[n]) used to send 
i[n+ 1]. In particular, we need n+1  complex degrees of freedom to send n 
bits. Thus, for large enough n, binary DPSK needs one complex degree of 
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freedom per information bit, so that its bandwidth efficiency is twice that of 
standard binary noncoherent orthogonal signaling. 

A more detailed investigation of noncoherent communication and differen-
tial modulation is postponed to Chapter 4, after we have developed the tools 
for handling noise and noncoherent processing. 

2.8 Further reading 

Additional modulation schemes (and corresponding references for further 
reading) are described in Chapter 8, when we discuss wireless communication. 
Analytic computations of PSD for a variety of modulation schemes, including 
line codes with memory, can be found in the text by Proakis [3]. Averaging 
techniques for simulation-based computation of PSD are discussed in Chapter 
8, Problem 8.29. 

2.9 Problems 

2.9.1 Signals and systems 

Problem 2.1 A signal s(t) and its matched filter are shown in Figure 2.4. 

(a) Sketch the real and imaginary parts of the output waveform y(t) = (s * 
smF)(t) when s(t) is passed through its matched filter. 

(b) Draw a rough sketch of the magnitude ly(t)l. When is the output magni-
tude the largest? 

Problem 2.2 For s(t) = sinc(t)sinc(2t): 

(a) Find and sketch the Fourier transform S(f). 
(b) Find and sketch the Fourier transform U(f) of u(t) = s(t)cos(1007rt) 

(sketch real and imaginary parts separately if U(f) is complex-valued). 

Problem 2.3 For s(t) = (10— I ti)4_10,101(t): 

(a) Find and sketch the Fourier transform S(f). 
(b) Find and sketch the Fourier transform U(f) of u(t) = s(t)sin(10001r0 

(sketch real and imaginary parts separately if U(f) is complex-valued). 

Problem 2.4 In this problem, we prove the Cauchy—Schwartz inequality 
(2.5), restated here for convenience, 

l(s, r)k-- I f s(t)r•(t) dtl 
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for any complex-valued signals s(t) and r(t), with equality if and only if one 
signal is a scalar multiple of the other. For simplicity, we assume in the proof 
that s(t) and r(t) are real-valued. 

(a) Suppose we try to approximate s(t) by ar(t), a scalar multiple of r, where 
a is a real number. That is, we are trying to approximate s by an element 
in the subspace spanned by r. Then the error in the approximation is the 
signal e(t) = s(t) — ar(t). Show that the energy of the error signal, as a 
function of the scalar a, is given by 

J(a) = IIeU2 = lisii2 + a2nrii2 — 2a (s, r). 

(b) Note that J(a) is a quadratic function of a with a global minimum. Find 
the minimizing argument amin by differentiation and evaluate Aarnin). The 
Cauchy—Schwartz inequality now follows by noting that the minimum 
error energy is nonnegative. That is, it is a restatement of the fact that 
J(a„,in)≥: 0. 

(c) Infer the condition for equality in the Cauchy—Schwartz inequality. 

Note For a rigorous argument, the case when s(t) = 0 or r(t) = 0 almost everywhere 
should be considered separately. In this case, it can be verified directly that the 
Cauchy—Schwartz condition is satisfied with equality. 

(d) Interpret the minimizing argument amin as follows: the signal aminr(t) 
corresponds to the projection of s(t) along a unit "vector" in the direction 
of r(t). The Cauchy—Schwartz inequality then amounts to saying that the 
error incurred in the projection has nonnegative energy, with equality if 
s(t) lies in the subspace spanned by r(t). 

Problem 2.5 Let us now show why using a matched filter makes sense for 
delay estimation, as asserted in Example 2.1.2. Suppose that x(t) = As(t — to) 
is a scaled and delayed version of s. We wish to design a filter h such that, 
when we pass x through h, we get a peak at time to, and we wish to make 
this peak as large as possible. Without loss of generality, we scale the filter 
impulse response so as to normalize it as Ihl I = Isll. 

(a) Using the Cauchy—Schwartz inequality, show that the output y is bounded 
at all times as follows: 

ly(01 ≤ IA I 115112. 
(b) Using the condition for equality in Cauchy—Schwartz, show that y(to) 

attains the upper bound in (a) if and only if h(t) = s'(—t) (we are 
considering complex-valued signals in general, so be careful with the 
complex conjugates). This means two things: y(t) must have a peak at 
t = to, and this peak is an upper bound for the output of any other choice 
of filter (subject to the normalization we have adopted) at any time. 
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Note We show in the next chapter that, under a suitable noise model, the matched 
filter is the optimal form of preprocessing in a broad class of digital communication 
systems. 

2.9.2 Complex baseband representation 

Problem 2.6 Consider a real-valued passband signal xp(t) whose Fourier 
transform for positive frequencies is given by 

if, 20 < f < 22, 
Re(Xp(f)) = 0, 0 < f < 20, 

0, 22 < f < co, 

-221), 21 < f <23, 
Im(Xp(f)) = 0, 0 <f< 21, 

0, 23 <f<co. 

(a) Sketch the real and imaginary parts of Xp(f) for both positive and negative 
frequencies. 

(b) Specify the time domain waveform that you get when you pass 
Nnxp(t) cos(407rt) through a low pass filter. 

Problem 2.7 Let vp(t) denote a real passband signal, with Fourier transform 
Vp(f) specified as follows for negative frequencies: 

v co.  f+101, —101 :5 f ≤ —99, 
0, f<-101 or -99<f<0.   

(a) Sketch Vp(f) for both positive and negative frequencies. 
(b) Without explicitly taking the inverse Fourier transform, can you say 

whether vp(t) = vp(—t) or not? 
(c) Choosing f o = 100, find real baseband waveforms Mt) and vs(t) such 

that 

vp(t) = ../2(t),(t) cos 24rfot — (t) sin 27rfot). 

(d) Repeat (c) for f o = 101. 

Problem 2.8 Consider the following two passband signals: 

u (t) = sinc(2t) cos 1007rt 

and 

vp(t) = sinc(t) sin (101irt + 21) . 
4 
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(a) Find the complex envelopes u(t) and v(t) for up and vp, respectively, 
with respect to the frequency reference fc = 50. 

(b) What is the bandwidth of up(t)? What is the bandwidth of vp(t)? 
(c) Find the inner product (up, vp), using the result in (a). 
(d) Find the convolution yp(t) = (up* vp)(0, using the result in (a). 

Problem 2.9 Let u(t) denote a real baseband waveform with Fourier trans-
form for f > 0 specified by 

eirf 
U(f)={ 0

0<f<1, 
f> 1. 

(a) Sketch Re(U(f)) and Im(U(f)) for both positive and negative frequencies. 
(b) Find u(t). 

Now, consider the bandpass waveform v(t) generated from u(t) as 
follows: 

v(t) = Nriu(t) cos 200irt. 

(c) Sketch Re(V(f)) and Im(V(f)) for both positive and negative frequencies. 
(d) Let y(t) = (v * hhp) (t) denote the result of filtering v(t) using a high pass 

filter with transfer function 

j 1 111> 100 
irfhP(f)' 0

 else.

Find real baseband waveforms y,, ys such that 

y(t) = V2(y,(t) cos 200irt — y6 (t) sin 200rt). 

(e) Finally, pass y(t) cos 200rt through an ideal low pass filter with transfer 
function 

H1PW = 01 elflsi: 1

How is the result related to u(t)? 

Remark It is a good idea to draw pictures of what is going on in the 
frequency domain to get a good handle on this problem. 

Problem 2.10 Consider a passband filter whose transfer function for f > 0 
is specified by 

{1 L-2 .f' ..f, 
Hp(n= 1- f -I- f c f c 5. f 5_ f c+ 1 (f >> 1) (2.85) 

0 else. 

Let yp(t) denote the output of the filter when fed by a passband signal up(t). 
We would like to generate yp(t) from up(t) using baseband processing in the 
system shown in Figure 2.23. 
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Figure 2.23 Implementation of 
a passband filter using 
downconversion, baseband 
operations and upconversion 
(Problem 2.10). u (t) 

r 

fi cos 2it t 

— 4-2. sin 211 t 

Real 
baseband 
operations 

only 

cos 27tf2t 

- f sin 27tf2t 
yp(t) 

(a) For 11 = f 2 = f c, sketch the baseband processing required, specifying 
completely the transfer function of all baseband filters used. Be careful 
with signs. 

(b) Repeat (a) for f i = f c -I-1/2 and f 2 = f c —1/2. 

Hint The inputs to the black box are the real and imaginary parts of the complex 
baseband representation for u(t) centered at fi. Hence, we can use baseband filtering 
to produce the real and imaginary parts for the complex baseband representation for 
the output y(t) using f 1 as center frequency. Then use baseband processing to construct 
the real and imaginary parts of the complex baseband representation for y(t) centered 
at 12. These will be the output of the black box. 

Problem 2.11 Consider a pure sinusoid sp(t) = cos 24rfct, which is the 
simplest possible example of a passband signal with finite power. 

(a) Find the time-averaged PSD SS(f) and autocorrelation function i?,(7), 
proceeding from the definitions. Check that the results conform to your 
intuition. 

(b) Find the complex envelope s(t), and its time-averaged PSD and autocor-
relation function. Check that the relation (2.70) holds for the passband 
and baseband PSDs. 

2.93 Random processes 

Problem 2.12 Consider a passband random process np(t) = Re(4n(t) 
ei2171,9 with complex envelope n(t) = n,(t) - jn,(t) 

(a) Given the time-averaged PSD for np, can you find the time-averaged PSD 
for ii? Specify any additional information you might need. 

(b) Given the time-averaged PSD for np, can you find the time-averaged 
PSDs for n, and n,? Specify any additional information you might need. 

(c) Now, consider a statistical description of np. What are the conditions on 
n, and n, for np to be WSS? Under these conditions, what are the relations 
between the statistically averaged PSDs of np, it, tic and t s? 

Problem 2.13 We discuss passband white noise, an important noise model 
used extensively in Chapter 3, in this problem. A passband random process 
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np(t) = Re(siin(0022f.') with complex envelope n(t) = nc(t)+jns(t) has 
PSD 

S„(f). 
{ , If — or If +id < ---- 2 Ea 

0, else, 

where tic, n, are independent and identically distributed zero mean random 
processes. 

(a) Find the PSD S„( f) for the complex envelope n. 
(b) Find the PSDs S„, (f) and S„,(f) if possible. If this is not possible from 

the given information, say what further information is needed. 

Problem 2.14 In this problem, we prove Theorem 2.3.1 regarding (wide 
sense) stationarization of a (wide sense) cyclostationary process. Let s(t) 
be (wide sense) cyclostationary with respect to the time interval T. Define 
v(t) = s(t — D), where D is uniformly distributed over [0, 7 and independent 
of s. 

(a) Suppose that s is cyclostationary. Use the following steps to show that v 
is stationary; that is, for any delay a, the statistics of v(t) and v(t — a) 
are indistinguishable. 

(i) Show that a+ D = kT+ b, where k is an integer, and D is a random 
variable which is independent of s, and uniformly distributed over 
[0, 71. 

(ii) Show that the random process -s" defined by 3(0 = s(t — kT) is sta-
tistically indistinguishable from s. 

(iii) Show that the random process u defined by i5(t) = v(t — a) =3(t —b) 
is statistically indistinguishable from v. 

(b) Now, suppose that s is wide sense cyclostationary. 
steps to show that u is WSS. 

(i) Show that mu(t) = 1/T foT nis(v) dv for all t. 
function of v is constant. 

(ii) Show that 

Use the following 

That is, the mean 

Ru(li, 12) = 1/T f Mt+ — t2, t) dt. 

This implies that the autocorrelation function of v depends only on 
the time difference t1 — t2. 

(c) Now, let us show that, under an intuitive notion of ergodicity, the auto-
correlation function for s, computed as a time average along a realization, 
equals the autocorrelation function computed as a statistical average for its 
stationarized version u. This means, for example, that it is the stationarized 
version of a cyclostationary process which is relevant for computation of 
PSD as a statistical average. 
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(i) Show that s(t)e(t — 7) has the same statistics as s(t+ 7)s* (t T r) 
for any t. 

(ii) Show that the time-averaged autocorrelation estimate 

1 
its (r) = — - skor — r)dt 

T. 

can be rewritten, for To = KT (K a large integer), as 

T 1 K/2 

ks(1") : ilTi E s(td kr)s*(td kT r)dt. 
o K k=—K/2 

(iii) Invoke the following intuitive notion of ergodicity: the time 
average of the identically distributed random variables 
{s(t la)e(t kT —1-)} equals its statistical average 
E[s(t)s*(t — T)]. Infer that 

1?(7) —* 1/T f T R s(t, t — T)dt = RAT) 

as K (and T.) becomes large. 

2.9.4 Modulation 

Problem 2.15 In this problem, we derive the Nyquist criterion for ISI avoid-
ance. Let x(t) denote a pulse satisfying the time domain Nyquist condition 
for signaling at rate 1/T: x(mT) = Sm0 for all integer m. Using the inverse 
Fourier transform formula, we have 

x(n7).L XWei2lrfmrdf. 

(a) Observe that the integral can be written as an infinite sum of integrals 
over segments of length 1/T: 

1.4.co x(ni). = f4 x w ej2irfmTdf.
k=-c* 

(b) In the integral over the kth segment, make the substitution v = f -k1T. 
Simplify to obtain 

x(mT) = T B(v)e-j22"T dv, 
sr 

where B(f) =1/T Ekw___03 X(f k17). 
(c) Show that B(f) is periodic in f with period P =11T, so that it can be 

written as a Fourier series involving complex exponentials: 
OO 

B(f). E apniej2-5f, 
771=-OO 

where the Fourier series coefficients {a[m]} are given by 
P 

a[m] = 
P f 

B(f) eH2751f df. 
; 
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(d) Conclude that x(m7)= a[—m], so that the Nyquist criterion is equivalent 
to a[m]. 6m0. This implies that B(f)...T-_-- 1, which is the desired frequency 
domain Nyquist criterion. 

Problem 2.16 In this problem, we derive the time domain response of 
the frequency domain raised cosine pulse. Let R(f) = /[...1,ii(f) denote an 
ideal boxcar transfer function, and let C(f) = 7/2a cos(ir/af)/H.11 denote 
a cosine transfer function. 

(a) Sketch R(f) and C(f, assuming that 0 < a < 1. 
(b) Show that the frequency domain raised cosine pulse can be written as 

S(f) = (R*C)(f). 

(c) Find the time domain pulse s(t) = r(t)c(t). Where are the zeros of s(t)? 
Conclude that s(t/7) is Nyquist at rate 1/T. 

(d) Sketch an argument that shows that, if the pulse s(t/T) is used for BPSK 
signaling at rate 1/T, then the magnitude of the transmitted waveform is 
always finite. 

Problem 2.17 Consider a pulse s(t) = sinc(at)sinc(bt), where a > b. 

(a) Sketch the frequency domain response S(f) of the pulse. 
(b) Suppose that the pulse is to be used over an ideal real baseband channel 

with one-sided bandwidth 400Hz. Choose a and b so that the pulse is 
Nyquist for 4-PAM signaling at 1200 bids and exactly fills the channel 
bandwidth. 

(c) Now, suppose that the pulse is to be used over a passband channel 
spanning the frequencies 2.4-2.42 GHz. Assuming that we use 64-QAM 
signaling at 60 Mbit/s, choose a and b so that the pulse is Nyquist and 
exactly fills the channel bandwidth. 

(d) Sketch an argument showing that the magnitude of the transmitted wave-
form in the preceding settings is always finite. 

Problem 2.18 Consider the pulse 

1— 41, 0 5. Id T, 

0, else. 

Let P(f) denote the Fourier transform of p(t). 

p(t) = 

(a) True or False The pulse p(t) is Nyquist at rate 1/T. 
(b) True or False The pulse p(t) is square root Nyquist at rate 1/T (i.e., 

IP(f)I2 is Nyquist at rate I/T). 
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Problem 2.19 Consider the pulse p(t), whose Fourier transform satisfies: 

1, 

Pw = BA , 

0, 
where A= 250 kHz and B = 1.25MHz. 

0 ≤ ≤A, 

A≤Ifi≤B, 

else, 

(a) True or False The pulse p(t) can be used for Nyquist signaling at rate 
3 Mbps using an 8-PSK constellation. 

(b) True or False The pulse p(t) can be used for Nyquist signaling at rate 
4.5 Mbps using an 8-PSK constellation. 

Problem 2.20 True or False Any pulse timelimited to duration T is square 
root Nyquist (up to scaling) at rate 1/T. 

Problem 2.21 (Effect of timing errors) Consider digital modulation at rate 
1/T using the sinc pulse s(t) = sinc(2Wt), with transmitted waveform 

100 
y(t) = > b„s(t — (n-1)7), 

n=1 

where 1/T is the symbol rate and {kJ is the bitstream being sent (assume 
that each b„ takes one of the values ±1 with equal probability). The receiver 
makes bit decisions based on the samples rn = y((n —1)7), n = 1, . . . , 100. 

(a) For what value of T (as a function of W) is rn = b„, n = 1, . . . , 100? 

Remark In this case, we simply use the sign of the nth sample rn as an 
estimate of b„. 

(b) For the choice of T as in (a), suppose that the receiver sampling times 
are off by 0.25 T. That is, the nth sample is given by r„= y((n —1)T 4-
0.257), n = 1, .. ., 100. In this case, we do have ISI of different degrees 
of severity, depending on the bit pattern. Consider the following bit 
pattern: 

1<n <49, 
b" = { (-1)" 50 .≤ n ≤ 100. 

Numerically evaluate the 50th sample r50. Does it have the same sign as 
the 50th bit b50? 

Remark The preceding bit pattern creates the worst possible ISI for the 
50th bit. Since the sinc pulse dies off slowly with time, the ISI contribu-
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Lions from the 99 bits other than the 50th sample sum up to a number 
larger in magnitude, and opposite in sign, relative to the contribution due to 
650. A decision on b50 based on the sign of r50 would therefore be wrong. 
This sensitivity to timing error is why the sinc pulse is seldom used in 
practice. 

(c) Now, consider the digitally modulated signal in (a) with the pulse s(t) = 
sinc(2Wt)sinc(Wt). For ideal sampling as in (a), what are the two values 
of T such that r„ = b.? 

(d) For the smaller of the two values of T found in (c) (which corresponds 
to faster signaling, since the symbol rate is 1/T), repeat the computation 
in (b). That is, find r50 and compare its sign with 650 for the bit pattern 
in (b). 

(e) Find and sketch the frequency response of the pulse in (c). What is the 
excess bandwidth relative to the pulse in (a), assuming Nyquist signaling 
at the same symbol rate? 

(f) Discuss the impact of the excess bandwidth on the severity of the ISI due 
to timing mismatch. 

Problem 2.22 (PSD for linearly modulated signals) Consider the linearly 
modulated signal 

00 

s(t). E b[n]p(t — n7). 
n.—oo 

(a) Show that s is cyclostationary with respect to the interval T if {b[n]} is 
stationary. 

(b) Show that s is wide sense cyclostationary with respect to the interval T 
if {b[n]} is WSS. 

(c) Assume that {b[n]} is zero mean, WSS with autocorrelation function 
Rb[k] = E[b[n]bs[n — k]]. The z-transform of Rb is denoted by Sb(z) = 

Rb[k]z- k. Let v(t) = s(t — D) denote the stationarized version of 
s, where D is uniform over [0, n and independent of s. Show that the 
PSD of v is given by 

svw=sb(&2irg)I13(i)i2. (2.86) 

For uncorrelated symbols with equal average energy (i.e., Rb[k] = 4,61,0), 
we have Sb(z) = cd, and the result reduces to Theorem 2.5.1. 

(d) Spectrum shaping via line coding We can design the sequence {b[n]} 
using a line code so as to shape the PSD of the modulated signal v. For 
example, for physical baseband channels, we might want to put a null 
at DC. For example, suppose that we wish to send i.i.d. symbols {a[n]} 
which take values ±1 with equal probability. Instead of sending a[n] 
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directly, we can send b[n] = a[n] — a[n — 1]. The transformation from 
a[n] to b[n] is called a line code. 

(i) What is the range of values taken by b[n]? 
(ii) Show that there is a spectral null at DC. 

(iii) Find a line code of the form b[n] = a[n]+ ka[n — 1] which puts a 
spectral null at f = 1/2T. 

Remark The preceding line code can be viewed as introducing ISI in a 
controlled fashion, which must be taken into account in receiver design. 
The techniques for dealing with controlled ISI (introduced by a line code) 
and uncontrolled ISI (introduced by channel distortion) operate on the same 
principles. Methods for handling ISI are discussed in Chapter 5. 

Problem 2.23 (Linear modulation using alphabets with nonzero mean) 
Consider again the linearly modulated signal 

00 

s(t) = E b[n]p(t— n7), 
n=—ce 

where {b[n]} is WSS, but with nonzero mean b = E[b[n]]. 

(a) Show that we can write s as a sum of a deterministic signals and a zero 
mean random signal 3 as follows: 

s(t) = 3(t) (t) , 

where 
00 

3(0 =L E p(t — n7) 
n= -0o 

and 
CO 

-s(t) = E L[n]p(t — n7), 
..—00 

where b[n] = b[n] —L is zero mean, WSS with autocorrelation function 
Ri,[k] = Cb[k], where Cb[k] is the autocovariance function of the symbol 
sequence {b[n]}. 

(b) Show that the PSD of s is the sum of the PSDs of 3 and 3, by showing 
that the two signals are uncorrelated. 

(c) Note that the PSD of 3 can be found using the result of Problem 2.22(c). 
It remains to find the PSD of 3. Note that 3 is periodic with period T. It 
can therefore be written as a Fourier series 

3(t) = E a [k]e j2irkt IT 

k 

where 

a[n] = 1/T f  3(t)e-j2"tirdt. 
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Figure 2.24 The envelope of a 
PSK signal passes through zero 
during a 180 degree phase 
transition, and gets distorted 
over a nonlinear channel. 

2.9 Problems 

Argue that the PSD of .1. is given by 

Si(j) = E ja[11128 — 

(d) Find the PSD for the unipolar NRZ baseband line code in Figure 2.14 
(set A = 1 and B = 0 in the NRZ code in the figure). 

Problem 2.24 (OQPSK and MSK) Linear modulation with a bandlimited 
pulse can perform poorly over nonlinear passband channels. For example, the 
output of a passband hardlimiter (which is a good model for power amplifiers 
operating in a saturated regime) has constant envelope, but a PSK signal 
employing a bandlimited pulse has an envelope that passes through zero 
during a 180 degree phase transition, as shown in Figure 2.24. One way to 
alleviate this problem is to not allow 180 degree phase transitions. Offset 
QPSK (OQPSK) is one example of such a scheme, where the transmitted 
signal is given by 

s(t). E be[n]g,x(t— nn +A[n]grx (t— nT — —T), (2.87) 

where fbc[n]}, bs[n] are ±1 BPSK symbols modulating the I and Q channels, 
with the I and Q signals being staggered by half a symbol interval. This leads 
to phase transitions of at most 90 degrees at integer multiples of the bit time 
T b = T/2. Minimum shift keying (MSK) is a special case of OQPSK with 
timelimited modulating pulse 

gTx(t) = sin ( 7771) /10,7 (t). (2.88) 

(a) Sketch the I and Q waveforms for a typical MSK signal, clearly showing 
the timing relationship between the waveforms. 

(b) Show that the MSK waveform has constant envelope (an extremely desir-
able property for nonlinear channels). 

(c) Find an analytical expression for the PSD of an MSK signal, assuming 
that all bits sent are i.i.d., taking values ±1 with equal probability. Plot 
the PSD versus normalized frequency fT. 

(d) Find the 99% power containment normalized bandwidth of MSK. Com-
pare with the minimum Nyquist bandwidth, and the 99% power contain-
ment bandwidth of OQPSK using a rectangular pulse. 

Envelope is zero due to 180 degree phase transition 
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(e) Recognize that Figure 2.17 gives the PSD for OQPSK and MSK, and 
reproduce this figure, normalizing the area under the PSD curve to be the 
same for both modulation formats. 

Problem 2.25 (FSK tone spacing) Consider two real-valued passband 
pulses of the form 

s0(t) = cos(27rf0t +660), 0 < t < T, 
s1(t) = cos(2,7f t 01), 0 < t S T, 

where A > fo >> 1/T. The pulses are said to be orthogonal if (so, s1) = 
LT 

So(t)Si (t)dt = 0. 

(a) If 00 = (fii = 0, show that the minimum frequency separation such that 
the pulses are orthogonal is A — fo = 1/2T. 

(b) If 00 and cfi l are arbitrary phases, show that the minimum separation for 
the pulses to be orthogonal regardless of 00, 01 is 1 1 - f o = 1/T. 

Remark The results of this problem can be used to determine the bandwidth 
requirements for coherent and noncoherent FSK, respectively. 

Problem 2.26 (Walsh—Hadamard codes) 

(a) Specify the Walsh—Hadamard codes for 8-ary orthogonal signaling with 
noncoherent reception. 

(b) Plot the baseband waveforms corresponding to sending these codes using 
a square root raised cosine pulse with excess bandwidth of 50%. 

(c) What is the fractional increase in bandwidth efficiency if we use these 
eight waveforms as building blocks for biorthogonal signaling with coher-
ent reception? 

Problem 2.27 (Bandwidth occupancy as a function of modulation format) 
We wish to send at a rate of 10 Mbit/s over a passband channel. Assuming 
that an excess bandwidth of 50% is used, how much bandwidth is needed 
for each of the following schemes: QPSK, 64-QAM, and 64-ary noncoherent 
orthogonal modulation using a Walsh—Hadamard code? 

Problem 2.28 (Binary DPSK) Consider binary DPSK with encoding as 
described in Section 2.7. Assume that we fix b[0] = —1, and that the stream 
of information bits {i[n], n = 1, ..., 10) to be sent is 0110001011. 

(a) Find the transmitted symbol sequence {b[n]} corresponding to the pre-
ceding bit sequence. 

(b) Assuming that we use a rectangular timelimited pulse, draw the corre-
sponding complex baseband transmitted waveform. Is the Q component 
being used? 
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(c) Now, suppose that the channel imposes a phase shift of -7r/6. Draw the 
I and Q components of the noiseless received complex baseband signal. 

(d) Suppose that the complex baseband signal is sent through a matched filter 
to the rectangular timelimited pulse, and is sampled at the peaks. What 
are the received samples {r[n]} that are obtained corresponding to the 
transmitted symbol sequence {b[n]}? 

(e) Find r[2]r*[1]. How do you figure out the information bit i[2] based on 
this complex number? 

Problem 2.29 (Differential QPSK) Consider differential QPSK as shown 
in Figure 2.22. Suppose that b[0] = e - iv/4, and that b[1], b[2], ..., b[10] are 
determined by using the mapping shown in the figure, where the information 
bit sequence to be sent is given by 00, 11, 01, 10, 10, 01, 11, 00, 01, 10. 

(a) Specify the phases arg(b[n]), n = 1, .., 10. 
(b) If you received noisy samples r[1] = 2 — j and r[2] = 1 +j, what would 

be a sensible decision for the pair of bits corresponding to the phase 
transition from n = 1 to n = 2? Does this match the true value of these 
bits? (A systematic treatment of differential demodulation in the presence 
of noise is given in Chapter 4.) 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 78 of 119



Information-theoretic limits and 
their computation 

Information theory (often termed Shannon theory in honor of its founder, 
Claude Shannon) provides fundamental benchmarks against which a com-
munication system design can be compared. Given a channel model and 
transmission constraints (e.g., on power), information theory enables us to 
compute, at least in principle, the highest rate at which reliable communication 
over the channel is possible. This rate is called the channel capacity. 

Once channel capacity is computed for a particular set of system parame-
ters, it is the task of the communication link designer to devise coding and 
modulation strategies that approach this capacity. After 50 years of effort 
since Shannon's seminal work, it is now safe to say that this goal has been 
accomplished for some of the most common channel models. The proofs of 
the fundamental theorems of information theory indicate that Shannon lim-
its can be achieved by random code constructions using very large block 
lengths. While this appeared to be computationally infeasible in terms of 
both encoding and decoding, the invention of turbo codes by Berrou et al. 
in 1993 provided implementable mechanisms for achieving just this. Turbo 
codes are random-looking codes obtained from easy-to-encode convolutional 
codes, which can be decoded efficiently using iterative decoding techniques 
instead of ML decoding (which is computationally infeasible for such con-
structions). Since then, a host of "turbo-like" coded modulation strategies have 
been proposed, including rediscovery of the low density parity check (LDPC) 
codes invented by Gallager in the 1960s. These developments encourage us 
to postulate that it should be possible (with the application of sufficient inge-
nuity) to devise capacity-achieving turbo-like coded modulation strategies 
for a very large class of channels. Thus, it is more important than ever to 
characterize information-theoretic limits when setting out to design a com-
munication system, both in terms of setting design goals and in terms of 
gaining intuition on design parameters (e.g., size of constellation to use). The 
goal of this chapter, therefore, is to provide enough exposure to Shannon 
theory to enable computation of capacity benchmarks, with the focus on the 
AWGN channel and some variants. There is no attempt to give a complete, 

252 
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or completely rigorous, exposition. For this purpose, the reader is referred to 
information theory textbooks mentioned in Section 6.5. 

The techniques discussed in this chapter are employed in Chapter 8 in order 
to obtain information-theoretic insights into wireless systems. Constructive 
coding strategies, including turbo-like codes, are discussed in Chapter 7. 

We note that the law of large numbers (LLN) is a key ingredient of infor-
mation theory: if X1, Xn are i.i.d. random variables, then their empirical 
average (X1 + • • • +X„)/n tends to the statistical mean E[Xd (with probability 
one) as n co under rather general conditions. Moreover, associated with 
the LLN are large deviations results that say that the probability of O(1) 
deviation of the empirical average from the mean decays exponentially with 
n. These can be proved using the Chernoff bound (see Appendix B). In this 
chapter, when we invoke the LLN to replace an empirical average or sum by 
its statistical counterpart, we implicitly rely on such large deviations results 
as an underlying mathematical justification, although we do not provide the 
technical details behind such justification. 

Map of this chapter In Section 6.1, we compute the capacity of the con-
tinuous and discrete-time AWGN channels using geometric arguments, and 
discuss the associated power—bandwidth tradeoffs. In Section 6.2, we take a 
more systematic view, discussing some basic quantities and results of Shan-
non theory, including the discrete memoryless channel model and the channel 
coding theorem. This provides a framework for the capacity computations 
in Section 6.3, where we discuss how to compute capacity under input con-
straints (specifically focusing on computing AWGN capacity with standard 
constellations such as PAM, QAM, and PSK). We also characterize the 
capacity for parallel Gaussian channels, and apply it for modeling dispersive 
channels. Finally, Section 6.4 provides a glimpse of optimization techniques 
for computing capacity in more general settings. 

6.1 Capacity of AWGN channel: modeling and geometry 

In this section, we discuss fundamental benchmarks for communication over 
a bandlimited AWGN channel. 

Theorem 6.1.1 For an AWGN channel of bandwidth W and received power 
P, the channel capacity is given by the formula 

C = W loge (1 + —P ) bit/s. 
NoW 

(6.1) 

Let us first discuss some implications of this formula, and then provide some 
insight into why the formula holds, and how one would go about achieving 
the rate promised by (6.1). 
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254 Information-theoretic limits and their computation 

Consider a communication system that provides an information rate of R 
bit/s. Denoting by Eb the energy per information bit, the transmitted power 
is P = EbR. For reliable transmission, we must have R < C, so that we have 
from (6.1): 

R < W log2 (1 + Eb 
R 

—) . 
No W 

Defining r = R/W as the spectral efficiency, or information rate per unit of 
bandwidth, of the system, we obtain the condition 

br 
r < log2 (1+ 

E
--RcT) 

This implies that, for reliable communication, the signal-to-noise ratio must 
exceed a threshold that depends on the operating spectral efficiency: 

E 2 r - 1 
N> . (6.2) 

r 

"Reliable communication" in an information-theoretic context means that the 
error probability tends to zero as codeword lengths get large, while a practical 
system is deemed reliable if it operates at some desired, nonzero but small, 
error probability level. Thus, we might say that a communication system is 
operating 3 dB away from Shannon capacity at a bit error probability of 10-6, 
meaning that the operating Eb/No for a BER of 10-6 is 3 dB higher than the 
minimum required based on (6.2). 

Equation (6.2) brings out a fundamental tradeoff between power and band-
width. The required Eb/No, and hence the required power (assuming that 
the information rate R and noise PSD No are fixed) increase as we increase 
the spectral efficiency r, while the bandwidth required to support a given 
information rate decreases if we increase r. Taking the log of both sides 
of (6.2), we see that the spectral efficiency and the required Eb/No in dB 
have an approximately linear relationship. This can be seen from Figure 6.1, 
which plots achievable spectral efficiency versus Eb/No (dB). Reliable com-
munication is not possible above the curve. In comparing a specific coded 
modulation scheme with the Shannon limit, we compare the Eb /No required 
to attain a certain reference BER (e.g., 10-5) with the minimum possible 
Eb/No, given by (6.2) at that spectral efficiency (excess bandwidth used in the 
modulating pulse is not considered, since that is a heavily implementation-
dependent parameter). With this terminology, uncoded QPSK achieves a 
BER of 10-5 at an Eb/No of about 9.5 dB. For the corresponding spec-
tral efficiency r = 2, the Shannon limit given by (6.2) is 1.76dB, so that 
uncoded QPSK is about 7.8 dB away from the Shannon limit at a BER of 
10-5. A similar gap also exists for uncoded 16-QAM. As we shall see in 
the next chapter, the gap to Shannon capacity can be narrowed considerably 
by the use of channel coding. For example, suppose that we use a rate 1/2 
binary code (1 information bit/2 coded bits), with the coded bits mapped to a 
QPSK constellation (2 coded bits/channel use). Then the spectral efficiency 
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Figure 6.1 Spectral efficiency 
as a function of Eb/No (dB). 
The large gap to capacity for 
uncoded constellations (at a 
reference BER of 10-5) shows 
the significant potential 
benefits of channel coding, 
which I discuss in Chapter 7. 

6.1 Capadty of AWGN channel: modeling and geometry 

S
pe

ct
ra

l e
ffi

ci
en

cy
 r
(i
n
 b

it/
ch

an
ne

l u
se

) 

8 

7 

6 

5 

4 

3 

2 

1 

7.8 dB gap 

16-QAM at BER =10-5

7.8 dB gap 

QPSK at BER =10-5

2 4 6 8 10 12 14 16 

Et/No (in dB) 

is r = 1/2 x 2 = 1, and the corresponding Shannon limit is 0 dB. We now 
know how to design turbo-like codes that get within a fraction of a dB of 
this limit. 

The preceding discussion focuses on spectral efficiency, which is important 
when there are bandwidth constraints. What if we have access to unlim-
ited bandwidth (for a fixed information rate)? As discussed below, even in 
this scenario, we cannot transmit at arbitrarily low powers: there is a fun-
damental limit on the smallest possible value of Eb/No required for reliable 
communication. 

Power-limited communication As we let the spectral efficiency r 0, 
we enter a power-limited regime. Evaluating the limit (6.2) tells us that, for 
reliable communication, we must have 

E,, 
> ln 2 (-1.6 dB) Minimum required for reliable communication. 

No
(6.3) 

That is, even if we let bandwidth tend to infinity for a fixed information 
rate, we cannot reduce Eb/No below its minimum value of —1.6 dB. As we 
have seen in Chapters 3 and 4, M-ary orthogonal signaling is asymptotically 
optimum in this power-limited regime, both for coherent and noncoherent 
communication. 

Let us now sketch an intuitive proof of the capacity formula (6.1). While 
the formula refers to a continuous-time channel, both the proof of the capacity 
formula, and the kinds of constructions we typically employ to try to achieve 
capacity, are based on discrete-time constructions. 
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6.1.1 From continuous to discrete time 

Consider an ideal complex WGN channel bandlimited to [—W/2, W/2]. If 
the transmitted signal is s(t), then the received signal 

y(t) = (s* h)(t) Fn(t), 

where h is the impulse response of an ideal bandlimited channel, and n(t) is 
complex WGN. We wish to design the set of possible signals that we would 
send over the channel so as to maximize the rate of reliable communication, 
subject to a constraint that the signal s(t) has average power at most P. 

To start with, note that it does not make sense for s(t) to have any com-
ponent outside of the band [—W/2, W/2], since any such component would 
be annihilated once we pass it through the ideal bandlimited filter h. Hence, 
without loss of generality, s(t) must be bandlimited to [— W/2, W/2] for an 
optimal signal set design. We now recall the discussion on modulation degrees 
of freedom from Chapter 2 in order to obtain a discrete-time model. 

By the sampling theorem, a signal bandlimited to [—W/2, W/2] is com-
pletely specified by its samples at rate W, {s(i/W)). Thus, signal design 
consists of specifying these samples, and modulation for transmission over 
the ideal bandlimited channel consists of invoking the interpolation formula. 
Thus, once we have designed the samples, the complex baseband waveform 
that we send is given by 

s(t) = > s(i1W)p , (6.4) 

where p(t) = sinc(Wt) is the impulse response of an ideal bandlimited pulse 
with transfer function P(f ) = 1.4 It_ 3,;./ An. As noted in Chapter 2, this is linear 
modulation at symbol rate W with symbol sequence {s(i/W)} and transmit 
pulse p(t) = sinc(Wt), which is the minimum bandwidth Nyquist pulse at 
rate W. The translates {p(t — i/W)} form an orthogonal basis for the space of 
ideally bandlimited functions, so that (6.4) specifies a basis expansion of s(t). 

For signaling under a power constraint P over a (large) interval T., the 
transmitted signal energy should satisfy 

f IS(1)12d1;s",  PT.. 

Let P. = E[Is(11141) 12] denote the average power per sample. Since energy is 
preserved under the basis expansion (6.4), and we have about 7;W samples 
in this interval, we also have 

ToWPsl 

For p(t) = sinc(Wt), we have I ipl j2 = 1/W, so that Ps = P. That is, for the 
scaling adopted in (6.4), the samples obey the same power constraint as the 
continuous-time signal. 
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257 6.1 Capadty of AWGN channel: modeling and geometry 

When the bandlimited signal s passes through the ideally bandlimited 
complex AWGN channel, we get 

y(t) = s(t)-1-n(t), (6.5) 

where n is complex WGN. Since s is linearly modulated at symbol rate W 
using modulating pulse p, we know that the optimal receiver front end is 
to pass the received signal through a filter matched to p(t), and to sample 
at the symbol rate W. For notational convenience, we use a receive filter 
transfer function GR(f ) = /[4.3,}1 which is a scalar multiple of the matched 
filter P*(f = P(f) = This ideal bandlimited filter lets the signal 
s(t) through unchanged, so that the signal contributions to the output of the 
receive filter, sampled at rate W, are {s(i/W)}. The noise at the output of the 
receive filter is bandlimited complex WGN with PSD N0I1_14.124:1, from which 
it follows that the noise samples at rate W are independent complex Gaussian 
random variables with covariance NoW. To summarize, the noisy samples at 
the receive filter output can be written as 

Y[i] = s(i/w)+Mil, (6.6) 

where the signal samples are subject to an average power constraint 
E[Is(i/W)I2] < P, and {1V[i]} are i.i.d., zero mean, proper complex Gaussian 
noise samples with E[IN[i]il = NoW. 

Thus, we have reduced the continuous-time bandlimited passband AWGN 
channel model to the discrete-time complex WGN channel model (6.6) that 
we get to use W times per second if we employ bandwidth W. We can now 
characterize the capacity of the discrete-time channel, and then infer that of 
the continuous-time bandlimited channel. 

6.1.2 Capacity of the discrete-time AWGN channel 

Since the real and imaginary part of the discrete-time complex AWGN model 
(6.6) can be interpreted as two uses of a real-valued AWGN channel, we 
consider the latter first. 

Consider a discrete-time real AWGN channel in which the output at any 
given time 

(6.7) 

where X is a real-valued input satisfying E[X2] ≤ S, and Z N(0, N) is real-
valued AWGN. The noise samples over different channel uses are i.i.d. This 
is an example of a discrete memoryless channel, where p(YIX) is specified 
for a single channel use, and the channel outputs for multiple channel uses 
are conditionally independent given the inputs. A signal, or codeword, over 
such a channel is a vector X = (X1, Xn)r, where X, is the input for the 
ith channel use. A code of rate R bits per channel use can be constructed 
by designing a set of 2nR such signals {Xk, k = 1, ... ,V}, with each signal 
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having an equal probability of being chosen for transmission over the channel. 
Thus, nR bits are conveyed over, n channel uses. Capacity is defined as the 
largest rate R for which the error probability tends to zero as n —> oo. 

Shannon has provided a general framework for computing capacity for a,
discrete memoryless channel, which we discuss in Section 6.3. However, we 
provide here a heuristic derivation of capacity for the AWGN channel (6.7), 
that specifically utilizes the geometry induced by AWGN. 

Sphere packing based derivation of capacity formula For a transmitted 
signal Xi, the n-dimensional output vector Y = Y„)T is given by 

Y = Z, Xl sent, 

where Z is a vector of i.i.d. N(0, N) noise samples. For equal priors, the MPE 
and ML rules are equivalent. The ML rule for the AWGN channel is the 
minimum distance rule 

8mL(Y) = arg min I IY — Xk I j2. 
i k<2^R 

Now, the noise vector Z that perturbs the transmitted signal has energy 

N 

Ilzif .E4 nE[4] = nN, 
1=1 

where we have invoked the LLN. This implies that, if we draw a sphere of 
radius ../7—iN around a signal X1, then, with high probability, the received 
vector Y lies within the sphere when XI is sent. Calling such a sphere the 
"decoding sphere" for X1, the minimum distance rule would lead to very small 
error probability if the decoding spheres for different signals were disjoint. 
We now wish to estimate how many such decoding spheres we can come up 
with; this gives the value of 2"R for which reliable communication is possible. 

Since X is independent of Z (the transmitter does not know the noise 
realization) in the model (6.7), the input power constraint implies an output 
power constraint 

E[y2] = ERx+vi = Lz, j+2E[X]E[Z] = E[x2] -I-E[Z2] ≤ S-FN. 
(6.8) 

Invoking the law of large numbers again, the received signal energy satisfies 

E[i Din n(S 

so that, with high probability, the received signal vector lies within an 
n-dimensional sphere with radius R„ = n(S +N). The problem of signal 
design for reliable communication now boils down to packing disjoint decod-
ing spheres of radius r„ = ../1—tisl within a sphere of radius R„, as shown in 
Figure 6.2. The volume of an n-dimensional sphere of radius r equals Icrn, 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 85 of 119



259 6.1 Capacity of AWGN channel: modeling and geometry 

Figure 6.2 Decoding spheres 
of radius r„ = .../17N are 
packed inside a sphere of 
radius ft„ = 

rg, 

Rn

and the number of decoding spheres we can pack is roughly the following 
ratio of volumes: 

K„R,1 n(S+ IV))" 
  2."R

K.11: K.(ii2N)" 

Solving, we obtain that the rate R = 1 /2log2(1 -FS/IV). We show in Section 
6.3 that this rate exactly equals the capacity of the discrete-time real AWGN 
channel. (It is also possible to make the sphere packing argument rigor-
ous, but we do not attempt that here.) We now state the capacity formula 
formally. 

Theorem 6.1.2 (Capacity of discrete-time real AWGN channel) The 
capacity of the discrete-time real AWGN channel (6.7) is 

1 
CAWGN = -- 2 

log2(1+ SNR) bit/channel use, (6.9) 

where SNR = SIN is the signal-to-noise ratio. 

Thus, capacity grows approximately logarithmically with SNR, or approxi-
mately linearly with SNR in dB. 

6.1.3 From discrete to continuous time 

For the continuous-time bandlimited complex baseband channel that we con-
sidered earlier, we have 2W uses per second of the discrete-time real AWGN 
channel (6.7). With the normalization we employed in (6.4), we have that, per 
real-valued sample, the average signal energy S = P/2 and the noise energy 
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N = NoW/2, where P is the power constraint on the continuous-time signal. 
Plugging in, we get 

C,„„t_time = 2W —1 log2(1 — W) bit/s, 
2 No

which gives (6.1). 
As the invocation of the LLN in the sphere packing based derivation shows, 

capacity for the discrete-time channel is achieved by using codewords that 
span a large number of symbols. Suppose, now, that we have designed a 
capacity-achieving strategy for the discrete-time channel; that is, we have 
specified a good code, or signal set. A codeword from this set is a discrete-
time sequence {s[i]}. We can now translate this design to continuous time 
by using the modulation formula (6.4) to send the symbols [41 = s(i/W)}. 
Of course, as we discussed in Section 2, the sinc pulse used in this formula 
cannot be used in practice, and should be replaced by a modulating pulse 
whose bandwidth is larger than the symbol rate employed. A good choice 
would be a square root Nyquist modulating pulse at the transmitter, and its 
matched filter at the receiver, which again yields the ISI-free discrete-time 
model (6.6) with uncorrelated noise samples. 

In summary, good codes for the discrete-time AWGN channel (6.6) can be 
translated into good signal designs for the continuous-time bandlimited AWGN 
channel using practical linear modulation techniques; this corresponds to using 
translates of a square root Nyquist pulse as an orthonormal basis for the signal 
space. It is also possible to use an entirely different basis: for example, orthog-
onal frequency division multiplexing, which we discuss in Chapter 8, employs 
complex sinusoids as basis functions. In general, the use of appropriate signal 
space arguments allows us to restrict attention to discrete-time models, both for 
code design and for deriving information-theoretic benchmarks. 

Real baseband channel The preceding observations also hold for a phys-
ical (i.e., real-valued) baseband channel. That is, both the AWGN capacity 
formula (6.1) and its corollary (6.2) hold, where W for a physical baseband 
channel refers to the bandwidth occupancy for positive frequencies. Thus, a 
real baseband signal s(t) occupying a bandwidth W actually spans the inter-
val [—W, W], with the constraint that S(f) = S'(—f). Using the sampling 
theorem, such a signal can be represented by 2W real-valued samples per 
second. This is the same result as for a passband signal of bandwidth W, so 
that the arguments made so far, relating the continuous-time model to the 
discrete-time real AWGN channel, apply as before. For example, suppose 
that we wish to find out how far uncoded binary antipodal signaling at BER 
of 10-5 is from Shannon capacity. Since we transmit at 1 bit per sample, the 
information rate is 2W bits per second, corresponding to a spectral efficiency 
of r = R/W = 2. This corresponds to a Shannon limit of 1.8 dB Eb/No, using 
(6.2). Setting the BER of Q (V(2E11 No)) for binary antipodal signaling to 
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10-5, we find that the required Eb/No is 9.5 dB, which is 7.7 dB away from 
the Shannon limit. There is good reason for this computation looking familiar: 
we obtained exactly the same result earlier for uncoded QPSK on a pass-
band channel. This is because QPSK can be interpreted as binary antipodal 
modulation along the I and Q channels, and is therefore exactly equivalent to 
binary antipodal modulation for a real baseband channel. 

At this point, it is worth mentioning the potential for confusion when 
dealing with Shannon limits in the literature. Even though PSK is a passband 
technique, the term BPSK is often used when referring to binary antipodal 
signaling on a real baseband channel. Thus, when we compare the performance 
of BPSK with rate 1/2 coding to the Shannon limit, we should actually be 
keeping in mind a real baseband channel, so that r = 1, corresponding to a 
Shannon limit of 0 dB Eb/No. (On the other hand, if we had literally interpreted 
BPSK as using only the I channel in a passband system, we would have gotten 
r = 1/2.) That is, whenever we consider real-valued alphabets, we restrict 
ourselves to the real baseband channel for the purpose of computing spectral 
efficiency and comparing Shannon limits. For a passband channel, we can use 
the same real-valued alphabet over the I and Q channels (corresponding to a 
rectangular complex-valued alphabet) to get exactly the same dependence of 
spectral efficiency on Eb/N0. 

6.1.4 Summarizing the discrete-time AWGN model 

In previous chapters, we have used constellations over the AWGN channel 
with a finite number of signal points. One of the goals of this chapter is to be 
able to compute Shannon theoretic limits for performance when we constrain 
ourselves to using such constellations. In Chapters 3 to 5, when sampling 
signals corrupted by AWGN, we model the discrete-time AWGN samples 
as having variance a = N0/2 per dimension. On the other hand, the noise 
variance in the discrete-time model in Section 6.1.3 depends on the system 
bandwidth W. We would now like to reconcile these two models, and use a 
notation that is consistent with that in the prior chapters. 

Real discrete-time AWGN channel Consider the following model for a 
real-valued discrete-time channel: 

Y =X -I- Z, Z N(0, cr2) (6.10) 

where X is a power-constrained input, E[X9 ≤ E„ as well as possibly con-
strained to take values in a given alphabet (e.g., BPSK or 4-PAM). This 
notation is consistent with that in Chapter 3, where we use E$ to denote the 
average energy per symbol. Suppose that we compute the capacity of this 
discrete-time model as Cd bits per channel use, where Cd is a function of 
SNR = Es/cr2. If Eb is the energy per information bit, we must have Es = Eb Cd
joules per channel use. Now, if this discrete-time channel arose from a real 
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baseband channel of bandwidth W, we would have 2W channel uses per 
second, so that the capacity of the continuous-time channel is Cc = 2WCd bits 
per second. This means that the spectral efficiency is given by 

r = 
Cc 
— = 2Cd Real discrete-time channel. (6.11) 

Thus, the SNR for this system is given by 

Eb
SNR = = 2Cd 

N Eb 
— = r — Real discrete-time channel. (6.12) 

cr2 o No

Thus, we can restrict attention to the real discrete-time model (6.10), which 
is consistent with our notation in prior chapters. To apply the results to 
a bandlimited system as in Sections 6.1.1 and 6.1.3, all we need is the 
relationship (6.11) which specifies the spectral efficiency (bits per Hz) in 
terms of the capacity of the discrete-time channel (bits per channel use). 

Complex discrete-time AWGN model The real-valued model (6.10) can 
be used to calculate the capacity for rectangular complex-valued constellations 
such as rectangular 16-QAM, which can be viewed as a product of two real-
valued 4-PAM constellations. However, for constellations such as 8-PSK, it is 
necessary to work directly with a two-dimensional observation. We can think 
of this as a complex-valued symbol, plus proper complex AWGN (discussed 
in Chapter 4). The discrete-time model we employ for this purpose is 

Y=X+Z, Z—CN(0, 2a2), (6.13) 

where EUX12] < E, as before. However, we can also express this model in 
terms of a two-dimensional real-valued observation (in which case, we do 
not need to invoke the concepts of proper complex Gaussianity covered in 
Chapter 4): 

Yc =Xc-FZc, l's=xs+zs. (6.14) 

with Zc, Z. i.i.d. N(0, o-2), and E[Xc2 + X,2] < Ea. The capacity Cd bits per 
channel use for this system is a function of the SNR, which is given by 
Es/2o-2, as well as any other constraints (e.g., that X is drawn from an 8-PSK 
constellation). If this discrete-time channel arises from a passband channel 
of bandwidth W, we have W channel uses per second for the corresponding 
complex baseband channel, so that the capacity of the continuous-time channel 
is Cc = WCd bits per second, so that the spectral efficiency is given by 

r = 
Cc 
— = Cd Complex discrete-time channel. (6.15) 

The SNR is given by 

Eb Eb
SNR = = C,, — = r — Complex discrete-time channel. (6.16) 

2cr2 - No No

Comparing (6.12) with (6.16), we note that the relation of SNR with Eb/No
and spectral efficiency is the same for both systems. The relations (6.11) and 
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(6.15) are also consistent: if we get a given capacity for a real-valued model, 
we should be able to double that in a consistent complex-valued model by 
using the real-valued model twice. 

6.2 Shannon theory basics 

From the preceding sphere packing arguments, we take away the intuition that 
we need to design codewords so as to achieve a good packing of decoding 
spheres in n dimensions. A direct approach to trying to realize this intuition is 
not easy (although much progress has been made in recent years in the encod-
ing and decoding of lattice codes that attempt to implement the sphere pack-
ing prescription directly). We are interested in determining whether standard 
constellations (e.g., PSK, QAM), in conjunction with appropriately chosen 
error-correcting codes, can achieve the same objectives. In this section, we 
discuss just enough of the basics of Shannon theory to enable us to develop 
elementary capacity computation techniques. We introduce the general dis-
crete memoryless channel model, for which the model (6.7) is a special case. 
Key information-theoretic quantities such as entropy, mutual information, and 
divergence are discussed. We end this section with a statement and partial 
proof of the channel coding theorem. 

While developing this framework, we emphasize the role played by the 
LLN as the fundamental basis for establishing information-theoretic bench-
marks: roughly speaking, the randomness that is inherent in one channel 
use is averaged out by employing signal designs spanning multiple inde-
pendent channel uses, thus leading to reliable communication. We have 
already seen this approach at work in the sphere packing arguments in 
Section 6.1.2. 

Definition 6.2.1 (Discrete memoryless channel) A discrete memoryless 
channel is specified by a transition density or probability mass function 
p(ylx) specifying the conditional distribution of the output y given the input 
x. For multiple channel uses, the outputs are conditionally independent given 
the inputs. That is, if x"..., xn are the inputs, and y"...,y n denote the 
corresponding outputs, for n channel uses, then 

P(y1, • • • ,Ynixi, • • • ,xn)=P(Yilxi). • • P(ynIxn). 

Real AWGN channel For the real Gaussian channel (6.10), the channel 
transition density is given by 

0_02 
e 2,72

p(ylx) = 
17rcr2' 

y real. (6.17) 

Here both the input and the output are real numbers, but we typically constrain 
the input to average symbol energy Es. In addition, we can constrain the input 
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x to be drawn from a finite constellation: for example, for BPSK, the input 
would take values x .±. ‘/E7. 

Complex AWGN channel For the complex Gaussian channel (6.13) or 
(6.14), the channel transition density is given by 

e  
P(Yix) = 270.2 = .s/T 7 —rcr2 

 ' (6.18) 

where the output y =3), i-jy, and input x=;+jx s can be viewed as complex 
numbers or two-dimensional real vectors. We typically constrain the input to 
average symbol energy E„ and may also constrain it to be drawn from a finite 
constellation: for example, for M-ary PSK, the input x E Wrs.ei2ri/M, i = 
0, 1, M — 1). Equation (6.18) makes it transparent that the complex 
AWGN model is equivalent to two uses of the real model (6.17), where the 
I component ; and the Q component ; of the input may be correlated due 
to constraints on the input alphabet. 

Binary symmetric channel (BSC) In this case, x and y both take values in 
{0, 1), and the transition "density" is now a probability mass function: 

Figure 63 Binary symmetric 
channel with crossover 
probability p. 

P(Y1x)={ 1—p, Y=x, (6.19) 
y=1 - x. 

That is, the BSC is specified by a "crossover" probability p, as shown in 
Figure 6.3. 

Consider BPSK transmission over an AWGN channel. When we make 
symbol-by-symbol ML decisions, we create a BSC with crossover prob-
ability p = Q(.\12 bTslo). Of course, we know that such symbol-by-symbol 
hard decisions are not optimal; for example, ML decoding using the Viterbi 
algorithm for a convolutional code involves real-valued observations, or soft 
decisions. In Problem 6.10, we quantify the fundamental penalty for hard 
decisions by comparing the capacity of the BSC induced by hard decisions 
to the maximum achievable rate on the AWGN channel with BPSK input. 

Input X Output Y , 
1 -p 

0 0 

1-p 
Channel transition 

probabilities p(ylx) 
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265 6.2 Shannon theory basics 

6.2.1 Entropy, mutual information, and divergence 

We now provide a brief discussion of relevant information-theoretic quantities 
and discuss their role in the law of large numbers arguments invoked in 
information theory. 

Definition 6.2.2 (Entropy) For a discrete random variable (or vector) X 
with probability mass function p(x), the entropy H(X) is defined as 

H(X) = —E[log2 p(X)]. — E p(xi) log2 p(xi) Entropy, (6.20) 

where {xi} is the set of values taken by X. 

Entropy is a measure of the information gained from knowing the value of the 
random variable X. The more uncertain we are regarding the random variable 
from just knowing its distribution, the more information we gain when its 
value is revealed, and the larger its entropy. The information is measured in 
bits, corresponding to the base 2 used in the logarithms in (6.20). 

Example 6.2.1 (Binary entropy) We set aside the special notation 
HB(p) for the entropy of a Bernoulli random variable X with P[X = 1] = 
p =1— P[X = 0]. From (6.20), we can compute this entropy as 

HB(p) = — p log2 p — (1— p) log2(1 —p) Binary entropy function. 
(6.21) 

Note that Hs(p) = HB(1— p): as expected, the information content of X 
does not change if we switch the labels 0 and 1. The binary entropy func-
tion is plotted in Figure 6.4. The end points p= 0 and p= 1 correspond 
to certainty regarding the value of the random variable, so that no infor-
mation is gained by revealing its value. On the other hand, HB(p) attains 
its maximum value of 1 bit at p = 1/2, which corresponds to maximal 
uncertainty regarding the value of the random variable (which maximizes 
the information gained by revealing its value). 

Law of large numbers interpretation of entropy Let X1, X„ be i.i.d. 
random variables, each with pmf p(x). Then their joint pmf satisfies 

n 1 
—log2 p(Xi, ,Xn)= — E loge p(Xi) E[log2 p(X1)]=—H(X), n—>. co. 
n n 

(6.22) 

We can therefore infer that, with high probability, we see the "typical" 
behavior 

2-^H(x) typical behavior. (6.23) 
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266 Information-theoretic limits and their computation 

Figure 6.4 The binary entropy 
function. 
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A sequence that satisfies this behavior is called a typical sequence. The set 
of such sequences is called the typical set. The LLN implies that 

X„) is typical] 1, n -÷ co. (6.24) 

That is, any sequence of length n that is not typical is extremely unlikely 
to occur. Using (6.23) and (6.24), we infer that there must be approximately 
2n1100 sequences in the typical set: We have thus inferred a very important 
principle, called the asymptotic equipartition property (AEP), stated infor-
mally as follows. 

Asymptotic equipartition property (Discrete random variables) For a 
length n sequence of i.i.d. discrete random variables X1, , X„, where n is 
large, the typical set consists of about 2"1100 sequences, each occurring with 
probability approximately 2- "HOO. Sequences outside the typical set occur 
with negligible probability for large n. 

Since nH(X) bits are required to specify the 21'1410 typical sequences, the 
AEP tells us that describing n i.i.d. copies of the random variable X requires 
about nH(X) bits, so that the average number of bits per copy of the random 
variable is H(X). This gives a concrete interpretation for what we mean by 
entropy measuring information content. The implications for data compression 
(not considered in detail here) are immediate: by arranging i.i.d. copies of 
the source in long blocks, we can describe it at rates approaching II(X) per 
source symbol, by only assigning bits to represent the typical sequences. 

We have defined entropy for discrete random variables. We also need an 
analogous notion for continuous random variables, termed differential 
entropy, defined as follows. 
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267 6.2 Shannon theory basics 

Definition 6.2.3 (Differential entropy) For a continuous random variable 
(or vector) X with probability density function p(x), the differential entropy 
h(X) is defined as 

h(X) = —E[log2 p(X)] = — f p(x) log2 p(x) dx Differential entropy. 

Example 6.2.2 (Differential entropy for a Gaussian random variable) 
For X ^- N(m, v2), 

1 
—log2 p(x) = 

(x — m)2 
(log2 e)+ —2 log2(2=2). 

2v2

Thus, we obtain 

— 2 
h(X) = —E[log2 p(X)] —E [  2u2

 
m)  (log2 e) + log2(2=2)] 

2 log2 e+ 2 log2(27rv2). 

We summarize as follows: 

h(X).-
1
2 loa,(27rev2) Differential entropy for Gaussian N(m, v2) 

random variable. (6.25) 

Note that the differential entropy does not depend on the mean, since that 
is a deterministic parameter that can be subtracted out from X without any 
loss of information. 

Cautionary note There are key differences between entropy and differential 
entropy. While entropy must be nonnegative, this is not true of differential 
entropy (e.g., set v2 < l/27re in Example 6.2.2). While entropy is scale-invariant, 
differential entropy is not, even though scaling a random variable by a known 
constant should not change its information content. These differences can be 
traced to the differences between probability mass functions and probability den-
sity functions. Scaling changes the location of the mass points for a discrete ran-
dom variable, but does not change their probabilities. On the other hand, scaling 
changes both the location and size of the infinitesimal intervals used to define 
a probability density function for a continuous random variable. However, such 
differences between entropy and differential entropy are irrelevant for our main 
purpose of computing channel capacities, which, as we shall see, requires com-
puting differences between unconditional and conditional entropies or differen-
tial entropies. The effect of scale factors "cancels out" when we compute such 
differences. 
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Law of large numbers interpretation of differential entropy Let 
X1, , X„ be i.i.d. random variables, each with density f(x), then their joint 
density satisfies 

1
— log2 /VD X„) = — log2 f(Xi)—> E[log2 f(X1)] = —h (X), n 00. 

n 
(6.26) 

We now define "typical" behavior in terms of the value of the joint density 

f(Xi, Xn) 2- '11O) typical behavior, (6.27) 

and invoke the LLN to infer that (6.24) holds. Since the "typical" value of 
the joint density is a constant, 2- "h(x), we infer that the typical set must have 
volume approximately 2 nh(X), in order for the joint density to integrate to one. 
This leads to the AEP for continuous random variables stated below. 

Asymptotic equipartition property (Continuous random variables) For 
a length n sequence of i.i.d. continuous random variables X1, . , X,„ where 
n is large, the joint density takes value approximately 2-„h(x) over a typical 
set of volume 2"1100. The probability mass outside the typical set is negligible 
for large n. 

Joint entropy and mutual information The entropy H(X, 1') of a pair of 
random variables (X, Y) (e.g., the input and output of a channel) is called the 
joint entropy of X and Y, and is given by 

H(X, = —E[log2 p(X, Y)], (6.28) 

where p(x, y) = p(x)p(ylx) is the joint pmf. The mutual information between 
X and Y is defined as 

I(X; Y) = H(X) + H(Y) — H(X, Y). (6.29) 

Conditional entropy The conditional entropy H(YIX) is defined as 

H(YIX) = —E[log2 p(Y I X)] = —EE p(x, y) log2 p(*). (6.30) 
y 

Since p(ylx) = p(x, y)/p(x), we have 

loge p(Y I X) = log2 p(X, Y)— log2 p(X). 

Taking expectations and changing sign, we get 

H(Y U) = H(X, Y) — H(X). 

Substituting into (6.29), we get an alternative formula for the mutual 
information (6.29): I(X; Y) = H(Y) — H(YIX). By symmetry, we also have 
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269 6.2 Shannon theory basics 

I(X; = H(X) — H(XIY). For convenience, we state all of these formulas 
for mutual information together: 

I(X; Y) = H(Y) — H(Y IX) 

= II(X) — H (X IY) 

= H(X) + H(Y) — H (X , Y). (6.31) 

It is also useful to define the entropy of Y conditioned on a particular value 
of X = x, as follows: 

H(YIX = x) = —E[10g2P(YPOIX = = — Ep(yjx)10g2 P(ylx), 

and note that 

H(Yx) =Ep(x)H(YIX = x). (6.32) 

The preceding definitions and formulas hold for continuous random variables 
as well, with entropy replaced by differential entropy. 

One final concept that is closely related to entropies is information-theoretic 
divergence, also termed the Kullback—Leibler (KL) distance. 

Divergence The divergence D(PI I Q) between two distributions P and Q 
(with corresponding densities p(x) and q(x)) is defined as 

D(PlIQ) = Ep [log (1- 
q(X) 
1 -1-1-1)] 

=> p(x)
log (P( 

q(x) 
) 

where Ep denotes expectation computed using the distribution P (i.e., X is a 
random variable with distribution P). 

Divergence is nonnegative The divergence D(PlIQ) > 0, with equality if 
and only if P E Q. 
The proof is as follows: 

q(x) 
=Ep [log (# 0)p )] = E x..p(4, 0 p(x) log (ap5 ) 

Ex:pw>0 P(x) (0  - 1) = (Ex:p(x)>0 q(x)) - 1 5- 0, 

where the first inequality is because log x ≤ x-1. Since equality in the latter 
inequality occurs if and only if x = 1, the first inequality is an equality if and 
only if q(x)/p(x) = I wherever p(x) > 0. The second inequality follows from 
the fact that q is a pmf, and is an equality if and only if q(x) = 0 wherever 
p(x) = 0. Thus, we find that D(PI IQ) = 0 if and only if p(x) = q(x) for all 
x (for continuous random variables, the equalities would only need to hold 
"almost everywhere"). 
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Mutual information as a divergence The mutual information between 
two random variables can be expressed as a divergence between their joint 
distribution, and a distribution corresponding to independent realizations of 
these random variables, as follows: 

1(X; = D(Px.rII PxPr). (6.33) 

This follows by noting that 

I(X; Y) = H(X) + H(Y)— H(X, Y) 

= —E[logp(X)] —E[log p(Y)]+E[log p(X, I)] 

= E [log ( pPo(7)(y))] , 

where the expectation is computed using the joint distribution of X and Y. 

6.2.2 The channel coding theorem 

We first introduce joint typicality, which is the central component of a random 
coding argument for characterizing the maximum achievable rate on a DMC. 

Joint typicality Let X and Y have joint density p(x, y). Then the law of 
large numbers can be applied to n channel uses with i.i.d. inputs X1, , X„, 
leading to outputs Y1, ..., Y,„ respectively. Note that the pairs (Xi, Y,) are 
i.i.d., as are the outputs Va. We thus get three LLN-based results: 

1 
— loge p(X1,. ..., X„) —H(X) 

—
1 

log2 p(Yi , Y„) —H(Y) 
n 

(6.34) 

—
1 

log2 p(X ..., X „, Y„) —›- —H(X, Y). 

For an input sequence x = (x1, ..., x,OT and an output sequence y = 

(y1, .... yOT, the pair (x, y) is said to be jointly typical if its empirical 
characteristics conform to the statistical averages in (6.34); that is, if 

p(x) 2-„H(x) 

P(Y) '-' 12-11H(}) (6.35) 
p(x ,  y) 2-n/AX,Y).

We also infer that there are about 2nHVM jointly typical sequences, since 

E p(x,Y)P--- i• 
x,y jointly typical 

In the following, we apply the concept of joint typicality to a situation in which 
X is the input to a DMC, and Y its output. In this case, p(x, = p(x)p(ylx), 
where p(x) is the marginal pmf of X, and p(y1x) is the channel transition pmf. 
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Random coding For communicating at rate R bit/channel use over a 
DMC p(ylx), we use 2nR codewords, where a codeword of the form X = 
(X1, .... XOT is sent using n channel uses (input Xi sent for ith channel use). 
The elements {Xi) are chosen to be i.i.d., drawn from a pmf p(x). Thus, all 
elements in all codewords are i.i.d., hence the term random coding (of course, 
the encoder and decoder both know the set of codewords once the random 
codebook choice has been made). All codewords are equally likely to be sent. 

Joint typicality decoder While ML decoding is optimal for equiprob-
able transmission, it suffices to consider the following joint typicality 
decoder for our purpose. This decoder checks whether the received vector 
Y = (Y1, ..., Y„) is jointly typical with any codeword X = (k1, . , *)r. 
If so, and if there is exactly one such codeword, then the decoder outputs Sc. 
If not, it declares decoding failure. Decoding error occurs if X X, where X 
is the transmitted codeword. Let us now estimate the probability of decoding 
error or failure. 

If X is the transmitted codeword, and X is any other codeword, then X 
and the output Y are independent by our random coding construction, so 
that p(SC, Y) = p(k)p(Y) N 2- n(I"+" if X and Y are typical. Now, the 
probability that they are jointly typical is 

P[Z,Y jointly typical] = E p(i)p(1) 
x,y jointly typical 

2nH(X,Y)2-n(H(X)+11(1)) = 2-n1(X;Y).

Since there are 2nR — I possible incorrect codewords, the probability of at least 
one of them being jointly typical with the received vector can be estimated 
using the union bound 

(2nR 02-n1(X;Y) < 2-n(I(X;Y)-R) (6.36) 

which tends to zero as n oo, as long as R < I(X; Y). 
There are some other possible events that lead to decoding error that we 

also need to estimate (but that we omit here). However, the estimate (6.36) is 
the crux of the random coding argument for the "forward" part of the noisy 
channel coding theorem, which we now state below. 

Theorem 6.2.1 (Channel coding theorem: achievability) 

(a) For a DMC with channel transition pmf p(ylx), we can use Lid. inputs 
with pmf p(x) to communicate reliably, as long as the code rate satisfies 

R < I(X; 1'). 

(b) The preceding achievable rate can be maximized over the input density 
p(x) to obtain the channel capacity 

C = max I(X; Y). 
p(x) 
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We omit detailed discussion and proof of the "converse" part of the channel 
coding theorem, which states that it is not possible to do better than the 
achievable rates promised by the preceding theorem. 

Note that, while we considered discrete random variables for concreteness, 
the preceding discussion goes through unchanged for continuous random 
variables (as well as for mixed settings, such as when X is discrete and Y is 
continuous), by appropriately replacing entropy by differential entropy. 

6.3 Some capacity computations 

We are now ready to undertake some example capacity computations. In 
Section 6.3.1, we discuss capacity computations for guiding the choice of 
signal constellations and code rates on the AWGN channel. Specifically, for 
a given constellation, we wish to establish a benchmark on the best rate that 
it can achieve on the AWGN channel as a function of SNR. Such a result is 
nonconstructive, saying only that there is some error-correcting code which, 
when used with the constellation, achieves the promised rate (and that no code 
can achieve reliable communication at a higher rate). However, as mentioned 
earlier, it is usually possible with a moderate degree of ingenuity to obtain 
a turbo-like coded modulation scheme that approaches these benchmarks 
quite closely. Thus, the information-theoretic benchmarks provide valuable 
guidance on choice of constellation and code rate. We then discuss the parallel 
Gaussian channel model, and its application to modeling dispersive channels, 
in Section 6.3.2. The optimal "waterfilling" power allocation for this model 
is an important technique that appears in many different settings. 

6.3.1 Capacity for standard constellations 

We now compute mutual information for some examples. We term the max-
imum mutual information attained under specific input constraints as the 
channel capacity under those constraints. For example, we compute the capac-
ity of the AWGN channel with BPSK signaling and a power constraint. This 
is, of course, smaller than the capacity of power-constrained AWGN signal-
ing when there are no constraints on the input alphabet, which is what we 
typically refer to as the capacity of the AWGN channel. 

Binary symmetric channel capacity Consider the BSC with crossover 
probability p as in Figure 6.3. Given the symmetry of the channel, it is 
plausible that the optimal input distribution is to send 0 and 1 with equal 
probability (see Section 6.4 for techniques for validating such guesses, as 
well as for computing optimal input distributions when the answer is not 
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"obvious"). We now calculate C = I(X; Y) = H(Y) — H(Y IX). By symmetry, 
the resulting output distribution is also uniform over (0, 1), so that 

1 1 1 1 
H(Y) = -- log2 — — — loge — = 1. 

2 2 
Now, 

H(YIX =0) = — p(Y = 1IX = 0) log2 p(Y =1IX = 0)— p(Y = OIX = 0)x 

log2 p(Y = OIX = 0) 

= — p loge p — (1— p) loge (1 — p) = H B(p), 

where HB(p) is the entropy of a Bernoulli random variable with probability 
p of taking the value one. By symmetry, we also have H(YIX = 1) = HB(p), 
so that, from (6.32), we get 

H(Y ) = HB(p). 

We therefore obtain the capacity of the BSC with crossover probability p as 

Casc(P) = 1 — HB(p). (6.37) 

AWGN channel capacity Consider the channel model (6.10), with the 
observation 

Y = X+ Z 

with input E[X2] < Es and Z ^- N(0,072). We wish to compute the capacity 

C = max I(X; Y). 
P(x):EPC21≤Es

Given X = x, h(YIX = = h(Z), so that h(YIX) = h(Z). We therefore have 

I(X; Y) = h(Y) — h(Z), (6.38) 

so that maximizing mutual information is equivalent to maximizing h(Y). 
Since X and Z are independent (the transmitter does not know the noise 
realization Z), we have E[Y2] = E[X2] + E[Z2] < Es + r2. Subject to this 
constraint, it follows from Problem 6.3 that h(Y) is maximized if Y is zero 
mean Gaussian. This is achieved if the input distribution is X N(0, Es), 
independent of the noise Z, which yields Y N(0, Es+ 0.2). Substituting the 
expression (6.25) for the entropy of a Gaussian random variable into (6.38), 
we obtain the capacity: 

I(X; 11) = 2 —
1 

log2(2Tre(Es + o-2)) — — log2(2irea- ) 

= —1 log2(1+ —
E,

) = —
1 

log2(1 + SNR); cr2 2 

the same formula that we got from the sphere packing arguments. We have now 
in addition proved that this capacity is attained by Gaussian input X N(0, Es). 

We now consider the capacity of the AWGN channel when the signal 
constellation is constrained. 
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Example 6.3.1 (AWGN capacity with BPSK signaling) Let us first 
consider BPSK signaling, for which we have the channel model 

Y=IKX-FZ, XE {-1, +l}, Z", N(O, o 2). 

It can be shown (e.g., using the techniques to be developed in Section 
6.4.1) that the mutual information I(X; Y), subject to the constraint of 
BPSK signaling, is maximized for equiprobable signaling. Let us now 
compute the mutual information I(X; Y.) as a function of the signal power 
Es and the noise power ore. We first show that, as with the capacity without 
an input alphabet constraint, the capacity for BPSK also depends on these 
parameters only through their ratio, the SNR Es/v2. To show this, replace 
Y by Y/a to get the model 

Y. SNR X + z, X E {-1, ±1}, Z''''Ar(0, 0. (6.39) 

For notational simplicity, set A = SNR. We have 

p(Yl +1) ..._____ 1 

7re 

_6,_A)2, 
'`, 

\ 1 
—ep(y1— 1) = - CY+A)2/2, 
NnTr 

and 
1 1 

P(Y) = il)(Yl+ 1) + 'i/I(Yi —1). 

We can now compute 

(6.40) 

I(X; 11) = h(Y) — h(Y IX). 

As before, we can show that h(YIX) = h(Z) = 1/2 log2(27re). We can 
now compute 

h(Y) = — f log2(pycy» p1(y) dY 

by numerical integration, plugging in (6.40). An alternative approach, 
which is particularly useful for more complicated constellations and chan-
nel models, is to use Monte Carlo integration (i.e., simulation-based empir-
ical averaging) for computing the expectation h(Y) = —E[log2 p(Y)1. For 
this method, we generate i.i.d. samples Yi , ..., Y„ using the model (6.39), 
and then use the estimate 

1 n 

A) =— n Elog2P(*. 
i=1 

We can also use the alternative formula 

I(X; Y) = H(X) — H(XIY) 
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to compute the capacity. For equiprobable binary input, H(X) = H B(l) =1 

bit/symbol. It remains to compute 

H(Xl Y) = f H(XlY = y)py(y) dy. (6.41) 

By Bayes' rule, we have 

P[X = +1]p(yl-F1) 
P[X = +1IY = = 

We also have 

P(y) 

P[X = +1]p(y1-1- 1) 

P[X = +1]p(y1+1)+ P[X =-1]p(yl-1) 

eAy 

= e Ay 
+  

e-Ay (equal priors). 

P[X = —1IY = )]= 1— P[X = +1IY =A= ea), +e-Ay' 

Such a posteriori probability computations can be thought of as soft deci-
sions on the transmitted bits, and are employed extensively when we discuss 
iterative decoding. We can now use the binary entropy function to compute 

H(XlY = y) = HB (P[X = -FllY = y]). 

The average in (6.41) can now be computed by direct numerical integration 
or by Monte Carlo integration as before. The latter, which generalizes 
better to more complex models, gives the estimate 

e- Ay 

ii(XIY)= -EHB(P[X =+11Yi =y1]). 
n 1=1 

The preceding methodology generalizes in a straightforward manner to PAM 
constellations. For complex-valued constellations, we need to consider the 
complex discrete-time AWGN channel model (6.13). For rectangular QAM 
constellations, one use of the complex channel with QAM input is equivalent 
to two uses of a real channel using PAM input, so that the same methodol-
ogy applies again. However, for complex-valued constellations that cannot be 
decomposed in this fashion (e.g., 8-PSK and other higher order PSK alpha-
bets), we must work directly with the complex AWGN channel model (6.18). 

Example 6.3.2 (Capacity with PSK signaling) For PSK signaling over 
the complex AWGN channel (6.13), we have the model: 

Y=X+Z, 
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where X E A = i = 0, 1, M — 1} and Z CMG, 1) 
with density 

Figure 6.5 The capacity of the 
AWGN channel with different 
constellations as a function of 
SNR. 

c izi2
Pz(z) = 

where we have normalized the noise to obtain a scale-invariant model. As 
before, for an additive noise model in which the noise is independent of 
the input, we have h(YIX) = h(Z). The differential entropy of the proper 
complex Gaussian random variable Z can be inferred from that for a real 
Gaussian random variable given by (6.25), or by specializing the formula 
in Problem 6.4(b). This yields that 

h(Z) = log2 we. 

Furthermore, assuming that a uniform distribution achieves capacity (this 
can be proved using the techniques in Section 6.4.2), we have 

1 m-1  2 

py(y)= E pzu-x).- 
M 

E - exp (— I y — . 
x i=0 Tr

We can now use Monte Carlo integration to compute h(Y), and then 
compute the mutual information I(X; Y) = h(Y) — h(Z). 

z complex-valued, 

Figure 6.5 plots the capacity (in bits per channel use) for QPSK, 16PSK and 
16-QAM versus SNR (dB). 

Power—bandwidth tradeoffs Now that we know how to compute capacity 
as a function of SNR for specific constellations using the discrete-time AWGN 
channel model, we can relate it, as discussed in Section 6.1.4, back to the 
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Figure 6.6 The capacity of the 
AWGN channel with different 
constellations as a function of 
Eb/No. 
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continuous-time AWGN channel to understand the tradeoff between power 
efficiency and spectral efficiency. As shown in Section 6.1.4, we have, for 
both the real and complex models, 

SNR = 
No

where r is the spectral efficiency in bit/s per Hz (not accounting for excess 
bandwidth requirements imposed by implementation considerations). 

For a given complex-valued constellation A, suppose that the capacity in 
discrete time is CA (SNR) bit/channel use. Then, using (6.15), we find that 
the feasible region for communication using this constellation is given, as a 
function of Eb/No, by 

r < C A ( r -= 1 ' complex-valued constellation A. (6.42) 
o/ 

Figure 6.6 expresses the plots in Figure 6.5 in terms of Eb/No (dB), obtained 
by numerically solving for equality in (6.42). (Actually, for each value of 
SNR, we compute the capacity, and then the corresponding Eb/No value, and 
then plot the latter two quantities against each other.) 

For real-valued constellations such as 4-PAM, we would use (6.11), and 
obtain 

Eb 
r < 2CA (r —) , real-valued constellation A. (6.43) 

No 

6.3.2 Parallel Gaussian channels and waterfilling 

A useful generalization of the AWGN channel model is the parallel Gaussian 
channel model (we can use this to model both dispersive channels and colored 
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noise, as we shall see shortly), stated as follows. We have access to K parallel 
complex Gaussian channels, with the output of the kth channel, 1 < k < K, 
modeled as 

Yk = hkXk Zkt

where hk is the channel gain, Zk CN(0, Nk) is the noise on the kth channel, 
and E[iXk 12] = Pk, with a constraint on the total power: 

K 
E Pk S P. 
k=1 

(6.44) 

The noises {Zk} are independent across channels, as well as across time. The 
channel is characterized by the gains {hk} and the noise variances {Nk}. The 
goal is to derive the capacity of this channel model for fixed {Pk}, which is 
appropriate when the transmitter does not know the channel characteristics, 
as well as to optimize the capacity over the power allocation {Pk) when the 
channel characteristics are known at the transmitter. 

The mutual information between the input vector X = (X1, Xk) and 
the output vector Y = (Ys, YK) is given by 

/(X; Y) = h(Y)  — h (Y IX) = h(Y)  — h(Z). 

Owing to the independence of the noises, h(Z) = E kK_I h(Zk). Furthermore, 
we can bound the joint differential entropy of the output as the sum of the 
individual differential entropies: 

K 
h(Y) = h(Y1, YK) 

k=1 

with equality if Y1, ..., YK are independent. Thus, we obtain 

K 
4x; 0(4) - WO) • 

k=1 

Each of the K terms on the right-hand side can be maximized as for a standard 
Gaussian channel, by choosing Xk CN(0, Pk). We therefore find that, for a 
given power allocation P = (P1, ... , Pa), the capacity is given by 

K 
IhI2Pk C(P) E log2 (1+ -) Fixed power allocation (6.45) 

k=1 Nk

(the received signal power on the kth channel is Sk = Ihk I2 Pk). The preceding 
development also holds for real-valued parallel Gaussian channels, except 
that a factor of 1/2 must be inserted in (6.45). 

Optimizing the power allocation We can now optimize C(P) subject to 
the constraint (6.44) by maximizing the Lagrangian 

• 

J(P) = C(P) -I- A E Pk = log2 (1 +  kr 
ihki2Pk 

) A E Pk. (6.46) 
k=1 k=1 N k k=1 
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279 6.3 Some capacity computations 

We discuss the theory of such convex optimization problems very briefly in 
Section 6.4.1, but for now, it suffices to note that we can optimize J(P) by 
setting the partial derivative with respect to Pk to zero. This yields 

0 
— al(P) =  

IhkI2/Nk 
A, 

aPk 1+ YAELL' 

so that 
Nk

Pk = a — Iliki2 
for some constant a. However, we must also satisfy the constraint that Pk > 0. 
We therefore get the following solution. 

Waterfilling power allocation 

Figure 6.7 Waterfilling power 
allocation for the parallel 
Gaussian diannel. 

Pk = 

Nk
a— 

Ihkr 

Nk < a

IhkI2
(6.47) 

Nk
0, Ihki2 > a, 

where a is chosen so as to satisfy the power constraint with equality: 
K 

E Pk = 13-
k=1 

This has the waterfilling interpretation depicted in Figure 6.7. The water level 
a is determined by pouring water until the net amount equals the power budget 
P. Thus, if the normalized noise level Nk / Ihk I2 is too large for a channel, then 
it does not get used (the corresponding Pk = 0 in the optimal allocation). 

Application to dispersive channels The parallel Gaussian model provides 
a means of characterizing the capacity of a dispersive channel with impulse 
response h(t) (we are working in complex baseband now), by signaling across 
parallel frequency bins. Let us assume colored proper complex Gaussian noise 
with PSD S„(f). Then a frequency bin of width Af around f k follows the model 

1'k = H(fk)Xk+Zk, 

where Nk CN(0, Sn(fk)Lif ) and E[IXk I2] = S$(fk)/f, where Ss(f ) is the 
PSD of the input (which must be proper complex Gaussian to achieve cap-
acity). Note that the SNR on the channel around f k is 

I HUI) I 2 Ss Cfk)Af I FAL) I 2Ss (f 
SNR(fk) 

k) 

Sn VOA/ Sn(fk) • 

P2= 0

P1 

Ni

Ihi 12
N2

1h212

— — — — — Water level a 
P3

N3

1'7312 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 106 of 119



280 Information-theoretic limits and their computation 

The net capacity is now given by 

E A/ loge (1-I- SNR(fk))
k

By letting Af 0, the sum above tends to an integral, and we obtain the 
capacity as a function of the input PSD: 

Qs.) = f 4' log2 ( 1 + ifitni2Ss(i))
.5„(f ) df, (6.48) 

where W is the channel bandwidth, and the input power is given by 

Ss(f) df 
= 

P. (6.49) 

This reduces to the formula (6.1) for the complex baseband AWGN channel 
by setting H(f)7---- 1, P/W and S„(f)----. No for — W/2 f W/2. 

Waterfilling can now be used to determine the optimum input PSD as 
follows: 

S,,(f) S,,( f) 
a 

Ss(f) = 
ill(f)12

0, Sn(i) 

IH(f)I2

a, 

> a, 

(6.50) 

with a chosen to satisfy the power constraint (6.49). 
An important application of the parallel Gaussian model is orthogonal 

frequency division multiplexing (OFDM), also called discrete multitone, in 
which data are modulated onto a discrete set of subcarriers in parallel. Orthog-
onal frequency division multiplexing is treated in detail in Chapter 8, where 
we focus on its wireless applications. However, OFDM has also been success-
fully applied to dispersive wireline channels such as digital subscriber loop 
(DSL). In such settings, the channel can be modeled as time-invariant, and 
can be learnt by the transmitter using channel sounding and receiver feedback. 
Waterfilling, appropriately modified to reflect practical constraints such as 
available constellation choices and the gap to capacity for the error correction 
scheme used, then plays an important role in optimizing the constellations to 
be used on the different subcarriers, with larger constellations being used on 
subcarriers seeing a better channel gain. 

6.4 Optimizing the input distribution 

We have shown how to compute mutual information between the input 
and output of a discrete memoryless channel (DMC) for a given input 
distribution. For finite constellations over the AWGN channel, we have, for 
example, considered input distributions that are uniform over the alphabet. 
This is an intuitively pleasing and practical choice, and indeed, it is optimal in 
certain situations, as we shall show. However, the optimal input distribution 
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281 6.4 Optimizing the input distribution 

is by no means obvious in all cases, hence it is important to develop a set 
of tools for characterizing and computing it in general. The key ideas behind 
developing such tools are as follows: 

(a) Mutual information is a concave function of the input distribution, hence 
a unique maximizing input distribution exists. 

(b) There are necessary and sufficient conditions for optimality that can 
easily be used to check guesses regarding the optimal input distribution. 
However, directly solving for the optimal input distribution based on these 
conditions is difficult. 

(c) An iterative algorithm to find the optimal input distribution can be obtained 
by writing the maximum mutual information as the solution to a two-stage 
maximization problem, such that it is easy to solve each stage. Convergence 
to the optimal input distribution is obtained by alternating between the two 
stages. This algorithm is referred to as the Blahut—Arimoto algorithm. 

We begin with a brief discussion of concave functions and their maximization. 
We apply this to obtain necessary and sufficient conditions that must be 
satisfied by the optimal input distribution. We end with a discussion of the 
Blahut—Arimoto algorithm. 

6.4.1 Convex optimization 

A set C is convex if, given x1, x2 E C, Axi + (1— A)x2 E C for any A E [0, 1]. 
We are interested in optimizing mutual information over a set of probability 
distributions, which is a convex set. Thus, we consider functions whose 
arguments lie in a convex set. 

A function f(x) (whose argument may be a real or complex vector x in a 
convex set C) is convex (also termed convex up) if 

f(Axi + (1- A)x2) ≤ Af(xl) (1- A)f(x2) (6.51) 

for any x1, x2, and any A E [0, 1]. That is, the line joining any two points on 
the graph of the function lies above the function. 

Similarly, f(x) is concave (also termed convex down) if 

f(Axi + (1- A)x2) ≥ Af(xl) + (1 - A)f(x2). (6.52) 

From the preceding definitions, it is easy to show that linear combinations 
of convex (concave) functions are convex (concave). Also, the negative of 
a convex function is concave, and vice versa. Affine functions (i.e., linear 
functions plus constants) are both convex and concave, since they satisfy 
(6.51) and (6.52) with equality. 

Example 6.4.1 A twice differentiable function f(x) with a one-
dimensional argument x is convex if f"(x) > 0, and concave if f"(x) < 0. 
Thus, f(x) = x2 is convex, f(x) = log x is concave, and a line has second 
derivative zero, and is therefore both convex and concave. 
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282 Information-theoretic limits and their computation 

Entropy is a concave function of the probability density/mass function 
The function f(x) = —x log x is concave (verify by differentiating twice). Use 
this to show that 

- E p(x) log p(x) 

is concave in the probability mass function {p(x)}, where the latter is viewed 
as a real-valued vector. 

Mutual information between input and output of a DMC is a concave 
function of the input probability distribution The mutual information is 
given by I(X; Y) = H(Y) — H(YIX). The output entropy H(Y) is a concave 
function of py, and py is a linear function of px. It is easy to show, pro-
ceeding from the definition (6.52) that H(Y) is a concave function of px. The 
conditional entropy H(YIX) is easily seen to be a linear function of px. 

Kuhn—Tucker conditions for constrained maximization of a concave 
function We state without proof necessary and sufficient conditions for 
optimality for a special case of constrained optimization, which are spe-
cializations of the so-called Kuhn—Tucker conditions for constrained convex 
optimization. Suppose that f(x) is a concave function to be maximized over 
x = (xi , .... x„,)T, subject to the constraints xk > 0, 1 < k < m, and Ek'n_i xk = 
c, where c is a constant. Then the following conditions are necessary and 
sufficient for optimality: for 1 < k < m, we have 

of - = A, 
ax, 
af - < A, xk = o, ax, — 

for a value of A such that Ek xk = C. 
We can interpret the Kuhn—Tucker conditions in terms of the Lagrangian 

for the constrained optimization problem at hand: 

J(x) = f(x) — A E Xk. 
k 

For xk > 0, we set a/axkJ(x) = 0. For a point on the boundary with xk = 0, 
the performance must get worse when we move in from the boundary by 
increasing xk, so that a/axkJ(x) < 0. 

We apply these results in the next section to characterize optimal input 
distributions for a DMC. 

xk > 0, 

(6.53) 

6.4.2 Characterizing optimal input distributions 

A capacity-achieving input distribution must satisfy the following conditions. 

Necessary and sufficient conditions for optimal input distribution For 
a DMC with transition probabilities p(ylx), an input distribution p(x) is 
optimal, achieving a capacity C, if and only if, for each input xk, 
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283 6.4 Optimizing the input distribution 

D(Pyix=x,11Pr) = C, p(xk) > 0, 

D(Pyix.x,I1Pr) C, p(xk) = 0. 
(6.54) 

Interpretation of optimality condition We show that the mutual informa-
tion is the average of the terms D(Pyix=x1IPy) as follows. 

I(X; = D(Px,r1IPxPr) = p(x, y) log (  Cx' Y) 
(x) P(Y) x,y 

= p(x) p(yjx) log ( 12(4p )
X Y 

= Ep(x)D(Pypc=.I WO. (6.55) 

The optimality conditions state that each term making a nontrivial contribution 
to the average mutual information must be equal. That is, each term equals 
the average, which for the optimal input distribution equals the capacity C. 
Terms corresponding to p(x) = 0 do not contribute to the average, and are 
smaller (otherwise we could get a bigger average by allocating probability 
mass to them). We now provide a proof of these conditions. 

Proof The Kuhn—Tucker conditions for capacity maximization are as fol-
lows: 

a 
apco l(X; Y) — A = 0, p(x) > 0, 

a 
ap(x)1(x; Y)— A ≤ 0, p(x) = O. 

Now to evaluate the partial derivatives of I(X; Y) = H(Y) - H(YIX). Since 

H(Y) = — p(y) log p(y), 

we have, using the chain rule, 

Also, 

so that 

y 

(6.56) 

a raw) ap(y) 
axx,c) I") 1_77G7 

=E{-1-10gP(A] P(Ylxk) (6.57) 
y 

=-1—  p(ylxk) log p(y). 
y 

H(YIX) = —E p(x)p(yjx) log p(ylx), 
x,y 

a Holx) = — EpUlxologp(Ylxk)= HOT( xk). (6.58) 
aP(;) 
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Using (6.57) and (6.58), we obtain 

pCvlPCY) xk) 
ap(xk)gx; Y) = —1 +Ep(ylxk)log = 1+ D(Pypc=„kliPy). 

(6.59) 
Plugging into (6.56), we get rix=x, D(P IIPY. 15 A+ 1, with equality for p(xk) > . .. 
0. Averaging over the input distribution, we realize from (6.55) that we must 
have A + 1 = C, completing the proof. O 

Remark While we prove all results for discrete random variables, their 
natural extensions to continuous random variables hold, with probability mass 
functions replaced by probability density functions, and summations replaced 
by integrals. In what follows, we use the term density to refer to either 
probability mass function or probability density function. 

Symmetric channels The optimality conditions (6.54) impose a symmetry 
in the input—output relation. When the channel transition probabilities exhibit a 
natural symmetry, it often suffices to pick an input distribution that is uniform 
over the alphabet to achieve capacity. Rather than formally characterizing the 
class of symmetric channels for which this holds, we leave it to the reader 
to check, for example, that uniform inputs work for the BSC, and for PSK 
constellations over the AWGN channel. 

While the conditions (6.54) are useful for checking guesses as to the optimal 
input distribution, they do not provide an efficient computational procedure 
for obtaining the optimal input distribution. For channels for which guessing 
the optimal distribution is difficult, a general procedure for computing it is 
provided by the Blahut—Arimoto algorithm, which we describe in the next 
section. 

6.4.3 Computing optimal input distributions 

A key step in the Blahut—Arimoto algorithm is the following lemma, which 
expresses mutual information as the solution to a maximization problem with 
an explicit solution. This enables us to write the maximum mutual information, 
or capacity, as the solution to a double maximization that can be obtained by 
an alternating maximization algorithm. 

Lemma 6.4.1 The mutual information between X and Y can be written as 

I(X; Y) = max Ep(x)p(ylx) log q(xIy) 
q(xy) xo, p(x) ' 

where {q(xiy)} is a set of conditional densities for X (that is, Ex q(xly) =1 
for each y). The maximum is achieved by the conditional distribution p(xly) 
that is consistent with p(x) and p(ylx). That is, the optimizing q is given by 

P q*(xly) =  (x)PUlx) 
E., P(x')P(Y Ix') • 
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285 6.4 Optimizing the input distribution 

Proof We show that the difference in values attained by q* and any other 
q is nonnegative as follows: 

E p(x)p(ylx) log qs (xlY) E p(x)p(y1x) log q(xly)
x,y 

p(x) p(x) 

= > P(x)Ayix) log q*(xlY) 
x.y 

q(xly) 

= P(Y) E q* (x y) log q+ (xlY) 
q(xly) 

y x 

= PWD(Q*(.1y) I W(•l))) ≥ o, 
y 

where we have used p(x, y) = p(x)p(ylx) = p(y)p(xly) = p(y)q* (xly), and 
where Q*(- IY), Q(.1y) denote the conditional distributions corresponding to 
the conditional densities q*(xly) and q(xly), respectively. O 

The capacity of a DMC characterized by transition densities {p(yjx)} can 
now be written as 

C = max I(X; Y) = max max E p(x)p(ylx) log 
q(xly) 

p(x) p(x) q(xly) p(x) • 

We state without proof that an alternating maximization algorithm, which max-
imizes over q(xly) keeping p(x) fixed, and then maximizes over p(x) keeping 
q(xly) fixed, converges to the global optimum. The utility of this procedure is that 
each maximization can be carried out explicitly. The lemma provides an explicit 
form for the optimal q(xly) for fixed p(x). It remains to provide an explicit form 
for the optimal p(x) for fixed q(xly). To this end, consider the Lagrangian 

q(xly) 
.1(p) = E p(x)p(ylx) log 

p(x) 
A Ep(x) 

x.y 

E [p(x)p(ylx) log q(xly) — P(x)P(ylx) log p(x)} — A Ep(x), (6.60) 
X.y 

corresponding to the usual sum constraint Ex p(x) = 1. Setting partial deriva-
tives to zero, we obtain 

a p (xk) 
J(p) = E [p(ylxk) log q(xk ly) — p(ylxk) — p(ylxk) log p(xk)] — A = 0. 

y

Noting that E y p(ylxk) = 1, we get 

log p(x k) = —A  —1-II- E p(ylxk) log q(xk ly), 
y 

from which we conclude that 

p* (xk) = K exp(E p(yix k) log q(x k ly)) = Klly (q(xk ly))Puixk) , 

where the constant K is chosen so that Ex p* (x) = 1. 
We can now state the Blahut—Arimoto algorithm for computing optimal 

input distributions. 

Collision Communications, Inc. EX2003
Case No.: IPR2024-01249

Page 112 of 119



286 Information-theoretic limits and their computation 

Blahut—Arimoto algorithm 

Step 0 Choose an initial guess p(x) for input distribution, ensuring that there 
is nonzero probability mass everywhere that the optimal input distribution 
is expected to have nonzero probability mass (e.g., for finite alphabets, a 
uniform distribution is a safe choice). 

Step 1 For the current p(x), compute the optimal q(xly) using 

P(x)P671x) 
' Ex, p(x0p(ylx1) 

Set this to be the current q(xlY). 

Step 2 For the current q(xly), compute the optimal p(x) using 

(q(xly))P614
p+ (x) = Hy (q(ely))PiVi-e) 

Set this to be the current p(x). Go back to Step 1. 

Alternate Steps 1 and 2 until convergence (using any sensible stopping cri-
terion to determine when the changes in p(x) are sufficiently small). 

Example 6.4.2 (Blahut-Arimoto algorithm applied to BSC) For a 
BSC with crossover probability a, we know that the optimal input distri-
bution is uniform. However, let us apply the Blahut—Arimoto algorithm, 
starting with an arbitrary input distribution P[X = 1] = p = 1— P[X = 0], 
where 0 < p < 1. We can now check that Step 1 yields 

Pa q(110) = = 1 q(010) pa 1 (1—P)(1—  a) 

q(011) =  (1 — p)a =1—q(111) 
(1 p)a - - p(1 — a) 

and Step 2 yields 

q(110)aq(lil)l- a 
P = P(1) — q(110)aq(111)1-a q(011),,q(010)1-a. 

Iterating these steps should yield p 1/2. 

Extensions of the basic Blahut—Arimoto algorithm Natural extensions 
of the Blahut—Arimoto algorithm provide methods for computing optimal 
input distributions that apply in great generality. As an example of a simple 
extension, Problem 6.16 considers optimization of the input probabilities for a 
4-PAM alphabet {±d, ±3d} over the AWGN channel with a power constraint. 
The Blahut—Arimoto iterations must now account for the fact that the signal 
power depends both on d and the input probabilities. 
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6.5 Further reading 

The information theory textbook by Cover and Thomas [14] provides a lucid 
exposition of the fundamental concepts of information theory, and is perhaps the 
best starting point for delving further into this field. The classic text by Gallager 
[42] is an important reference for many topics. The text by Csiszar and Korner 
[43] is the definitive work on the use of combinatorial techniques and the method 
of types in proving fundamental theorems of information theory. Other notable 
texts providing in-depth treatments of information theory include Blahut [44], 
McEliece [45], Viterbi and Omura [12], and Wolfowitz [46]. Shannon's original 
work [47, 48] is a highly recommended read, because of its beautiful blend of 
intuition and rigor in establishing the foundations of the field. 

For most applications, information-theoretic quantities such as capacity 
must be computed numerically as solutions to optimization problems. The 
Blahut—Arimoto algorithm discussed here [49, 50] is the classical technique 
for optimizing input distributions. More recently, however, methods based on 
convex optimization and duality [51, 52] and on linear programming [53] have 
been developed for deeper insight into, and efficient solution of, optimization 
problems related to the computation of information-theoretic quantities. Much 
attention has been focused in recent years on information-theoretic limits for 
the wireless channel, as discussed in Chapter 8. 

Good sources for recent results in information theory are the Proceedings 
of the International Symposium on Information Theory (ISIT), and the journal 
IEEE Transactions on Information Theory. The October 1998 issue of the 
latter commemorates the fiftieth anniversary of Shannon's seminal work, and 
provides a perspective on the state of the field at that time. 

6.6 Problems 

Problem 6.1 (Estimating the capacity of a physical channel) Consider 
a line of sight radio link with free space propagation. Assume transmit and 
receive antenna gains of 10 dB each, a receiver noise figure of 6 dB, and a 
range of 1 km. Using the Shannon capacity formula for AWGN channels, 
what is the transmit power required to attain a link speed of 1 gigabits using 
a bandwidth of 1.5 GHz (assuming 50% excess bandwidth)? 

Problem 6.2 (Entropy for an M-ary random variable) Suppose that X is 
a random variable taking one of M possible values (e.g., X may be the index 
of the transmitted signal in an M-ary signaling scheme). 

(a) What is the entropy of X, assuming all M values are equally likely? 
(b) Denoting the pmf for the uniform distribution in (a) by q(x), suppose 

now that X is distributed according to pmf p(x). Denote the entropy of X 
under pmf p by Hp(X). Show that the divergence between p and q equals 
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P(X) D(pllq) =Epflog2--- q(X)] =log2 M — Hp(X). 

(c) Infer from (b) that the maximum possible entropy for X is log2 M, which 
is achieved by the uniform distribution. 

Problem 6.3 (Differential entropy is maximum for Gaussian random vari-
ables) Consider a zero mean random variable X with density p(x) and 
variance v2. Let q(x) denote the density of an N(0, v2) random variable with 
the same mean and variance. 

(a) Compute the divergence D(pIlq) in terms of h(X) and v2. 
(b) Use the nonnegativity of divergence to show that 

h(X) ≤ a• log2(27rev2) = h (N(0, v2)) . 

That is, the Gaussian density maximizes the differential entropy over all 
densities with the same variance. 

Remark This result, and the technique used for proving it, generalizes 
to random vectors, with Gaussian random vectors maximizing differential 
entropy over all densities with the same covariance. 

Problem 6.4 (Differential entropy for Gaussian random vectors) Derive 
the following results. 

(a) If X — N(m, C) is an n-dimensional Gaussian random vector with mean 
vector m and covariance matrix C, then its differential entropy is given by 

h(X) = —1 D2loa ((27rerIC I) Differential entropy for real Gaussian. 
2 

(b) If X - CN(m, C) is an n-dimensional proper complex Gaussian random 
vector with mean vector m and covariance matrix C, then its differential 
entropy is given by 

h(X) = log2 ((lre)" ICI) Differential entropy for proper complex 
Gaussian. 

Problem 6.5 (Entropy under simple transformations) Let X denote a 
random variable, and a, b denote arbitrary constants. 

(a) If X is discrete, how are the entropies H(aX) and H(X + b) related to 
H(X)? 

(b) If X is continuous, how are the differential entropies h(aX) and h(X +b) b) 
related to h(X)? 
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Figure 6.8 The binary Input X 
(symmetric) erasures channel. 

Figure 6.9 The binary 
(symmetric) errors and 
erasures channel. 
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Problem 6.6 (Binary erasures channel) Show that the channel capacity of 
the binary erasures channel with erasure probability q, as shown in Figure 
6.8, is given by 1— q. 

Problem 6.7 (Binary errors and erasures channel) Find the channel 
capacity of the binary errors and erasures channel with error probability p 

and erasures probability q, as shown in Figure 6.9. 

Problem 6.8 (AWGN capacity plots for complex constellations) Write 
computer programs for reproducing the capacity plots in Figures 6.5 and 6.6. 

Problem 6.9 (Shannon theory for due diligence) A binary noncoherent 
FSK system is operating at an Eb/No of 5 dB, and passes hard decisions (i.e., 
decides whether 0 or 1 was sent) up to the decoder. The designer claims that 
her system achieves a BER of 10-5 using a powerful rate 1/2 code. Do you 
believe her claim? 

Problem 6.10 (BPSK with errors and erasures) Consider BPSK signaling 
with the following scale-invariant model for the received samples: 

where X E (0, 1) is equiprobable, and Z N(0, 1), with A2 = SNR. 

(a) Find the capacity in bits per channel use as outlined in the text, and plot 
it as a function of SNR (dB). 
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290 Information-theoretic limits and their computation 

(b) Specify the BSC induced by hard decisions. Find the capacity in bits per 
channel use and plot it as a function of SNR (dB). 

(c) What is the degradation in dB due to hard decisions at a rate of 1/4 bits 
per channel use? 

(d) What is the Eb/No (dB) corresponding to (c), for both soft and hard 
decisions? 

(e) Now suppose that the receiver supplements hard decisions with erasures. 
That is, the receiver declares an erasure when IYI < a, with a ≥ O. Find 
the error and erasure probabilities as a function of a and SNR. 

(f) Apply the result of Problem 6.7 to compute the capacity as a function 
of a and SNR. Set SNR at 3 dB, and plot capacity as a function of a. 
Compare with the capacity for hard decisions. 

(g) Find the best value of a for SNR of 0 dB, 3 dB and 6 dB. Is there a value 
of a that works well over the range 0-6 dB? 

Problem 6.11 (Gray coded two-dimensional modulation with hard deci-
sions) A communication system employs Gray coded 16-QAM, with the 
demodulator feeding hard decisions to an outer binary code. 

(a) What is a good channel model for determining information-theoretic limits 
on the rate of the binary code as a function of Eb/No? 

(b) We would like to use the system to communicate at an information rate 
of 100Mbps using a bandwidth of 150MHz, where the modulating pulse 
uses an excess bandwidth of 50%. Use the model in (a) to determine the 
minimum required value of Eb/No for reliable communication. 

(c) Now suppose that we use QPSK instead of 16-QAM in the setting 
of (b). What is the minimum required value of Eb/No for reliable 
communication? 

Problem 6.12 (Parallel Gaussian channels) Consider two parallel com-
plex Gaussian channels with channel gains hi = 1+j, h2 = —3j and noise 
covariances N1 = 1, N2 = 2. Assume that the transmitter knows the channel 
characteristics. 

(a) At "low" SNR, which of the two channels would you use? 
(b) For what values of net input power P would you start using both channels? 
(c) Plot the capacity as a function of net input power P using the waterfilling 

power allocation. 

Also plot for comparison the capacity attained if the transmitter does not know 
the channel characteristics, and splits power evenly across the two channels. 

Problem 6.13 (Waterfilling for a dispersive channel) A real baseband 
dispersive channel with colored Gaussian noise is modeled as in Figure 6.10. 
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Figure 6.10 Channel 
characteristics for Problem 
6.13. 
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We plan to use the channel over the band [0, 100]. Let N = r 3 .3„(f)df 
denote the net noise power over the band. If the net signal power is P, then 
we define SNR as P/N. 

(a) Assuming an SNR of 10 dB, find the optimal signal PSD using waterfill-
ing. Find the corresponding capacity. 

(b) Repeat (a) for an SNR of 0 dB. 
(c) Repeat (a) and (b) assuming that signal power is allocated uniformly over 

the band [0, 100]. 

Problem 6.14 (Multipath channel) Consider a complex baseband multi-
path channel with impulse response 

h(t) =2.6(t —1)— •' -(5(t —2)± (1+ f)6(t —3.5). 

The channel is used over the band [—W/2, W/2]. Let Cw(SNR) denote the 
capacity as a function of bandwidth W and SNR, assuming that the input 
power is spread evenly over the bandwidth used and that the noise is AWGN. 

(a) Plot Cw(SNR)/W versus W over the range 1 < W < 20, fixing the SNR 
at 10 dB. Do you notice any trends? 

(b) For W = 10, find the improvement in capacity due to waterfilling at an 
SNR of 10 dB. 

Problem 6.15 (Blahut—Arimoto iterations for BSC) Consider the binary 
symmetric channel with crossover probability 0.1. Starting from an initial 
input distribution with P[X = 1] = p = 0.3, specify the values of p obtained 
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292 Information-theoretic limits and their computation 

in the first five iterations of the Blahut—Arimoto algorithm. Comment on 
whether the iterations are converging to the result you would expect. 

Problem 6.16 (Extension of Blahut—Arimoto algorithm for constellation 
optimization) Consider a 4-PAM alphabet {±d, ±3d} to be used on the 
real, discrete-time AWGN channel. Without loss of generality, normalize the 
noise variance to one. Assuming that the input distribution satisfies a natural 
symmetry condition: 

1 
P[X = ±d] = p, P[X = ±3d]. p. 

(a) What is the relation between p and d at SNR of 3 dB? 
(b) Starting from an initial guess of p = 1/4, iterate the Blahut—Arimoto 

algorithm to find the optimal input distribution at SNR of 3 dB, modifying 
as necessary to satisfy the SNR constraint. 

(c) Comment on how the optimal value of p varies with SNR by running the 
Blahut—Arimoto algorithm for a few other values. 
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