
UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION 
NUMBER 

FILING or 
37l(c)DATE 

GRPART 
UNIT FIL FEE REC'D 

60/947,009 06/29/2007 

32692 
3M INNOVATIVE PROPERTIES COMPANY 
PO BOX 33427 
ST. PAUL, MN 55133-3427 

250 

UKITED STATES DEPARTME.\IT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIO'JER FOR PATENTS 

P.O. Box 1450 
Alexandria, V:irgmia 22313-1450 
\V½w.uspto.gov 

ATTY.DOCKET.NO TOT CLAIMS IND CLAIMS 

63341US002 

CONFIRMATION NO. 7030 

CORRECTED FILING RECEIPT 

1111111111111111111111 ll]~!l~!~l!~l!~ll!l!~l!~H] 11111111111111111111111 

Date Mailed: 06/02/2008 

Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application 
must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, NAME OF 
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify 
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please submit 
a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the 
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit 
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply 
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

Applicant(s) 
Janos Rohaly, Acton, MA; 
Robert N. Nazzal, Waltham, MA; 
Edward K. Tekeian, Cambridge, MA; 
llya A. Kriveshko, Littleton, MA; 
Eric B. Paley, Somerville, MA; 

Power of Attorney: 
Sean Edman--42506 

If Required, Foreign Filing License Granted: 07/11/2007 
The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 60/947,009 
Projected Publication Date: None, application is not eligible for pre-grant publication 
Non-Publication Request: No 
Early Publication Request: No 
Title 

SYNCHRONIZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL MODEL DATA 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
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effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4158). 

GRANTED 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
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respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

page 3 of 3 

-3-



32692 
Customer Number 

Patent 
Case No.: 63341US002 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

First Named Inventor: R0HALY, JANOS 

Application No.: 

Filed: 

60/947009 

June 29, 2007 

Confirmation No.: 7030 

Title: SYNCHRONIZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL 

MODEL DATA 

REQUEST FOR CORRECTED FILING RECEIPT 

Mail Stop Missing Parts 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Dear Sir: 

CERTIFICATE OF MAILING OR TRANSMISSION f37 CFR § U(a)J 

I hereby certify that this correspondence is being: 

D transmitted by facsimile on the date shown below to the United States Patent and 
, Trademark Office at 571-273-8300. 

·~ transmitted to United States Patent and Trademark Office on the date shown below 

~5-.~j:~'.~i:::~~Jlc;::~;;;~~~;.i(~~::ing system. t·······\ ... (;.(~:.t()\_.···(. ,··t~~~:~~~S_:.-...... _ ... _ ... --<. 

'--D_at_e _________ S_,ig"-n_ed_by"--·:_M_,eg"--a_n ??'.J._li_sb_ac_h_er ____ ~ 

The Filing Receipt for the above-identified application contains one or more errors or 

omissions. A photocopy of the Filing Receipt with the correction(s) noted thereon is enclosed 

and a replacement transmittal letter. 

In the original transmittal letter, Applicants incorrectly listed Eric B. Paley's residence as 

"Cambridge". As reflected in the enclosed papers, the residence for Eric B. Paley should read: 

Somerville, MA 

Please charge any fee required to make this correction to Deposit Account No. 13-3723. 

Correction of the records at the United States Patent and Trademark Office and issuance 

of a corrected Filing Receipt are respectfully requested. 

~-~7 p 
<:>-::(_:;,)f 

Office of Intellectual Property Counsel 
3M Innovative Properties Company 
Facsimile No.: 651-736-3833 

Respectfully submitted, 

By ,8f f ;;1ltl: ____ _ 
Se~n .f~-E'dman, Reg. No.: 42,506 
Telephone No.: 651-575-1796 
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Date Mailed: 11/27/2007 

Receipt is acknowledged of this provisional patent application. It will not be examined for patentabiHty and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application 
must include the following identification information: the U.S. APPLICATION NUMBER, FIUNG DATE, NAME OF 
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify 
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please write to the 
Office of Initial Patent Examination's Fmng Receipt Corrections. Please provide a copy of this Fmng Receipt 
with the changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please 
submit any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the 
reply to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

Applicant(s) 
Janos ROHAL Y, Acton, MA; 
Robert N. Nazzal, Waltham, MA; 
Edward K. Tekeian, Cambridge, MA; 
llya A. Kriveshko, Littleton, MA; 
Eric B. Paley, Camt>r-idge;·MA; 

Power of Attorney: 
Sean Edman--42506 

If Required, Foreign Filing License Granted: 07/11/2007 
The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 60/947,009 
Projected Publication Date: None, application is not eligible for pre-grant publication 
Non-Publication Request: No 
Early Publication Request: No 
Title 

SYNCHRONIZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL MODEL DATA 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 

page 1 of 3 

-5-



effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised t11at in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800 .. 786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stoptakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T ( 1-866-999-4158). 

LICENSE FOR FOREIGN FIUNG UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations 1 5.11 & 5.15 

GRANTED 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5. i S(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
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respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. i 81, the licensee may foreign file the application pursuant to 37 CFR 5.1 S(b). 
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Docket No.: 63341 US002 

Transmittal of Provisional Application 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

INVENTOR(S) 

Given Name Family Name or Surname Residence 
(first & middle [if any]) (City and either State or Foreian Countrv) 

Janos ROHALY Acton, MA 
Robert N. NAZZAL Waltham, MA 
Edward K. TEKEIAN Cambridge, MA 
llyaA KRIVESHKO Littleton, MA 
Eric B. PALEY Somerville, MA 

TITLE: SYNCHRONIZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL MODEL 
DATA 

1. ~ Attached is the above-identified new provisional application for patent under 
35 USC§ 111(b)(1). 

It includes the following: 

Specification begins on page 

Claims begin on page 

Abstract (if any) is on page 

Number of Sheets of Drawings (if any) 

Total Pages 

2. LZI Correspondence Address: 

1 and ends on page 

44 and end on page 

57 

6 

63 

Sean J. Edman 

Office of Intellectual Property Counsel 
3M Innovative Properties Company 
P.O. Box 33427 
St. Paul, Minnesota 55133-3427 

3. LZI Customer Number for Correspondence Address: 32692 

Filing of Papers and Fees by Express Mailing 

41. 

56 

--

Pursuant to 37 CFR § 1.10, this application and the documents and fees listed on this transmittal letter are being deposited on 
the dale indicated below with the United States Postal Service "Express Mail Post Office to Addressee" service addressed to: 
Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450 
Dale of Deposit Express Mail Label No. 

(Apply Expnss Mail Label) 

-8-



Case No.: 63341 US002 

4. ~ The fee for filing this application will be made at the time of submission via EFS-Web. In 
the event fees are not or cannot be paid at the time of EFS-Web submission, please 
charge any fees under 37 CFR §§ 1.16 and 1.17, which may be required to file this 
application to Deposit Account No. 13-3723. 

D Please charge any fees under 37 CFR §§ 1.16 and 1. 17, which may be required to file 
this application to Deposit Account No. 13-3723. One copy of this sheet marked 
duplicate is enclosed. 

~ Please charge any additional fees associated with the filing or prosecution of this 
appllcation to Deposit Account No. 13-3723. This authorization includes the fee for any 
necessary extension of time under 37 CFR § 1.136(a). To the extent any such 
extension should become necessary, it is hereby requested. 

~ Please credit any overpayment to the same deposit account. 

5. D This invention was made under a contract with an agency of the U.S. Government 
Agency: _____ Contract No.: 

6. D Enclosed is a return receipt postcard. 

7 D Other: 

Date 

Office of Intellectual Property Counsel 
3M Innovative Properties Company 
Facsimile No.: (651) 736-3833 

Respectfully submitted, 

By:-=----=--,-----=-------------
Sean J. Edman, Reg. No.: 42,506 
Telephone No.: 651-575-1796 

2 
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Electronic Acknowledgement Receipt 

EFSID: 3367610 

Application Number: 60947009 

International Application Number: 

Confirmation Number: 7030 

Title of Invention: SYNCHRONIZED VIEWS OF VIDEO DATA AND 
THREE-DIMENSIONAL MODEL DATA 

First Named Inventor/Applicant Name: Janos ROHAL Y 

Customer Number: 32692 

Filer: Sean J. Edman/Megan Rindlisbacher 

Filer Authorized By: Sean J. Edman 

Attorney Docket Number: 63341 US002 

Receipt Date: 28-MA Y-2008 

Filing Date: 29-JUN-2007 

Time Stamp: 15:36:06 

Application Type: Provisional 

Payment information: 

Submitted with Payment I no 

File Listing: 

Document Document Description File Name File Size(Bytes) Multi Pages 
Number /Message Digest Part /.zip (if appl.} 

3364456 

1 Request for Corrected Filing Receipt 
ReqForCorrFileReceipt_633 

no 6 
41 US002.PDF 

d3b8c643d6623abd85bac8bdc90bc93b 
aced41a1 

Warnings: 
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The page size in the PDF is too large. The pages should be 8.5 x 11 or A4. If this PDF is submitted, the pages will be resized upon 
entry into the Image File Wrapper and may affect subsequent processing 

Information: 

Total Files Size (in bytes):I 3364456 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt 
similar to a Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 
37 CFR 1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date 
shown on this Acknowledgement Receipt will establish the filing date of the application. 

National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions 
of 35 U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the 
application as a national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, 
in due course. 

New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary 
components for an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the 
International Application Number and of the International Filing Date (Form PCT/RO/105) will be issued in due 
course, subject to prescriptions concerning national security, and the date shown on this Acknowledgement 
Receipt will establish the international filing date of the application. 
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ST. PAUL, MN 55133-3427 
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UKITED STATES DEPARTME.\IT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIO'JER FOR PATENTS 

P.O. Box 1450 
Alexandria, V:irgmia 22313-1450 
\V½w.uspto.gov 

ATTY.DOCKET.NO TOT CLAIMS IND CLAIMS 

63341US002 

CONFIRMATION NO. 7030 

CORRECTED FILING RECEIPT 
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Date Mailed: 11/27/2007 

Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application 
must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, NAME OF 
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify 
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please write to the 
Office of Initial Patent Examination's Filing Receipt Corrections. Please provide a copy of this Filing Receipt 
with the changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please 
submit any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the 
reply to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

Applicant(s) 
Janos ROHALY, Acton, MA; 
Robert N. Nazzal, Waltham, MA; 
Edward K. Tekeian, Cambridge, MA; 
llya A. Kriveshko, Littleton, MA; 
Eric B. Paley, Cambridge, MA; 

Power of Attorney: 
Sean Edman--42506 

If Required, Foreign Filing License Granted: 07/11/2007 
The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 60/947,009 
Projected Publication Date: None, application is not eligible for pre-grant publication 
Non-Publication Request: No 
Early Publication Request: No 
Title 

SYNCHRONIZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL MODEL DATA 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
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effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4158). 

GRANTED 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 

page 2 of 3 

-13-



respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 
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Application Number 60/947009 
---

l.il:Nlrvu, 

RECEIVED 
FA>(C~ER 

FACSIMILE Confirmation Number 7030 NUV 
TRANSMITTAL 

Filing Date June 29, 2007 
FORM 

First Named Inventor Rohaly, Janos 

Examiner Name 

Fax: 571-273-8300 Attorney Docket Number 63341US002 

Total Number of Pages in This Submission: 45 
Date: \\ I 1~) '2.C(.51 Attorney for Applicant: Sean J. Edman/mlr 

□ 

□ 

D 

D 

D 

D 

□ 

ENCLOSURES fcheck all that aooly) 

Fee Transmittal Form 0 Petition □ Appeal Communication to 

□ Issue Fee Transmittal 
Board of Appeals and 
Interferences 

D Amendment Transmittal 

Amendment/Reply □ Petition to Convert a Provisional □ Appeal Communication to 

□ After Final Application Technology Center (Appeal 

D ·Affidavits/Declaratlon(s) 
Notice, Brief, Reply Brief) 

Extension of Time Request D Power of Attorney, Revocation □ Proprietary Information 

Express Abandonment D Change of Correspondence □ Status letter 
Request Address 

lnfonnation Disclosure □ Tennlnal Dlsclalmer 181 Other Enclosures: 
Statement 

Request for Corrected Rllng 

Response to Missing Parts/ □ Request for Refund 
Receipt 

Incomplete Application 
D Response to Missing Parts 

under 37 CFR § 1.52 or 
□ Request for Continued 1.53 

□ Response to Missing Parts Examination {RCE) Transmittal 

under 35 USC 371 in US 
Designated/ Elected Office 
(D0/EO/US) 

Drawings □ After Allowance 
Communication to Technology 
Center 

REMARKS: 

THE INFORMATION CONTAINED IN THIS FACSIMILE TRANSMISSION 
MAY CONT AlN CONFIDENTIAL OR LEGAl.LY PRIVILEGED INFORMATION 

INTENDED ONLY FOR THE PERSON OR ENTITY NAMED BELOW. 

If you are not the intended recipient, please do not read, use, disclose, distribute or copy this transmission. 
If this transmission was received in error, please immediately notify me by telephone directly at 651-575-1796 or 

651-733-1500, and we will arrange for its return at no cost to you. 

1 6 2007. 
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32692 
Customer Number 

Patent 
Case No.: 633410S002 

2/5 

INTBE UNITED STATES PATENT AND TRADEMARK OFFICE 

RECEIVED 
cENTRAL l=AJ<'CENTER 

First Named Inventor: 

Application No.: 

Filed: 

Title: 

ROHALY, JANOS 

60/947009 

June 29, 2007 

Confirmation No.: 7030 

SYNCHRONJZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL 

MODELDATA 

REQUEST FOR CORRECTED FILING RECEIPT 

NOV 16111. 

Mail Stop Missing Parts 
Commissioner for Patents 
P.O. Box 1450 

CERTIFICATE OF MAILING OR TRANSMISSION 137 CFR § U(a)] 

I hereby ccrlify that this conespondenee is being: 

~ lmllSillllted by fucsimile on the date shown below to the United States Patent a!1d 
Trademark Offieo at S71-273-8300. 

Alexandria~ VA 22313-1450 

Dear Sir: 

D transmitted to United States Patent and Trademruk Office on the date shown below 
via the Office electronic filing system. 

\l \lo 7 
Date 

The Filing Receipt for the above-identified application contains one or more errors or 

omissions. A photocopy of the Filing Receipt with the correciion(s) noted thereon is enclosed. 

The Title is incorrectly stated as "SYNCHRONIZED VIEWS OF DATA AND THREE­

DlMENSIONAL MODEL DATA". As reflected in the papers originally filed, the Filing Receipt 

should read: "SYNCHRONIZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL 

MODEL DATA". 

Correction of the records at the United States Patent and Trademark Office and issuance 

of a corrected Filing Receipt are respectfully requested. 

~v. /{, 
1 

2ao, 
Date 

Office of Intellectual Property Counsel 
3M Innovative Properties Company 
Facsimile No.: 651-736-3833 

Respectfully submitted, 

~L~_ 
S~eg. No.: 42,506 
Telephone No.: 651-575-1796 
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UNITED SU\.TES PATENT AND ThADEMARK OFFlGE 
UN!'l'lID STATES DllPAR'rllmN'I' OJ> COllfM:SRCE 
United SU.tea Patent And 'l'rndcxonrk Otlicc 
"""""" COMMISSIONER. FOR PA'raN'l'S 

APPL NO. 
FILING OR 371(c) 

DATE 

60/947,009 06/29/2007 

ART UNIT FIL FEE REC'D 

200 

P.0..Bml.UD-
Alexzmdri-L, Vupnia '?:111►1450 
vrww.nsrto,SD'f 

ATTY.DOCKET NO TOTCLMS 

63341US002 

IND CLMS 

~ = ::: lV~=.:..:...::GTUAL CONFIRMATION NO. 7030 
32692 · ,::~:R1Y COUNSEL FILING RECEIPT 
i~ '~iJi~~iE PROPERTIES COMFY.liNM:-.;;·,A7:·-.-E PROPERTIES COMP1111~~~~,1~1111111111m1111111~1mn1uum11H11111m11111m1 
ST. PAUL, MN' 55133-3427 . JUL 1 .6 2007 "OCOOOoooo

24784737 

~ Date Mailed: 07/12/2007 
REFERRED TO , ·: ill½: ____ _ 

Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the 
application must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, 
NAME OF APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. 
Please verify the accuracy of the data presented on this receipt If an error is noted on this Filing Receipt, 
please write to the Office of Initial Patent Examination's FIiing Receipt Corrections. Please provide a copy 
of this Filing Receipt with the changes noted thereon. If you received a "Notice to FIie Missing Parts" for 
this application, please submit any corrections to this Filing Receipt with your reply to the Notice. When 
the USPTO processes the reply to the Notice, the USPTO will generate another Filing Receipt 
incorporating the requested corrections (if appropriate}. 

Applicant(s) 
Janos ROHAL Y, Acton, MA; 
Robert Nazzal, Residence Not Provided; 
Edward K. Tekeian, Cambridge, MA; 
llya A. Kriveshko, Littleton, MA; 
Eric B. Paley, Cambridge, MA; 

Power of Attorney: 

Sean Edman-42506 

If Required, Foreign Filing license Granted: 07/11/2007 

The country code and number of your priority application, to be used for filing abroad und.er the Paris 

Convention, is USG0/947,009 

Projected Publication· Date: None, application is not eligible for pre-grant publication 

Non-Publication Request: Not applicable 

Early-Publication Request: Not applicable 

Title 

· PACE 315 • RCVD AT 1111612007 9:02:54 AM [Eastern Standard Time]• SVR:USPTO-EFXRF-2112 • DNJS:2738300 • CSID:6517334751 

Z. YANG 

JUL 1 6 2007 

• DURATION (mm-ss):02-44 
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v 

SYNCHRONIZED VIEWS OF DATA AND THREE-DIMENSIONAL MODEL DATA 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Page 2 of 3 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent in 
a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT proeess sfmplifles the 
filing of patent applications on the same invention in member countries, but does not result in a grant of "an 
international patent'' and does not eliminate the need of applicants to file additional documents and fees in 
countries where patent protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
In various respects from the patent law of the United States, applicants are advised to seek guidance from 
specific foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the USPTO 
must issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent 
application serves as a request for a foreign filing license. The application's filing receipt contains further 
information and guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically; the 
section entitledt'Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.hlml. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may 
wish to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce 
initiative, this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual 
property in specific countries such as China, Korea and Mexico. For questions regarding patent enforcement 
issues, applicants may call the U.S. Government hotline at 1-866-999-HALT (1-866-999-4158). 

GRANTED 

LICENSE FOR FOREIGN FILING UNDER 
. Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued In all applications where 
the conditions for issuance of a license have !;lean met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted 
under 37 CFR 5.13 or 5.14. 

This 'license is to be retained by the licensee and may be used at any time on or after the effective date thereof 
unless it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 
1.53(d}. This license is not retroactive. 

The grant of a license does not in any way !essen the responsibility of a licensee for the security of the subject 
matter as imposed by any Government contract or the provisions of existing laws relating to espionage and the 

· PACE 415 • RCVD AT 1111612007 9:02:54 AM [Eastern standard Time) • SVR:USPTO-EFXRF-2112 • DNIS:2738300 • CSID:6517334751 • DURATION (mm-ss):02-44 
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national security or the export of technical data. Licensees should apprise themselves of current regulations 
especially with respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, 
Department of State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of 
Industry and Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign Assets Control, 
Department of Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES N.OT appear on this form. Applicant may still petition for a license under 37 CFR 
5.12, if a license is•desired before !he expiration of 6 months from the filing date of the application. If 6 months 
has lapsed from the filing date of this application and the licensee has not received any indication of a secrecy 
order under 35 U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

· PAGE 515 • RCVD AT 1111612007 9:02:54 AM [Eastern standard Time]• SVR:USPTO-EFXRF-2112 • DNIS:2738300 • CSID:6517334751 • DURATION (mm-ss):02-44 
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UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION 
NUMBER 

FILING or 
37l(c)DATE 

GRPART 
UNIT FIL FEE REC'D 

60/947,009 06/29/2007 

32692 
3M INNOVATIVE PROPERTIES COMPANY 
PO BOX 33427 
ST. PAUL, MN 55133-3427 

250 

UKITED STATES DEPARTME.\IT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIO'JER FOR PATENTS 

P.O. Box 1450 
Alexandria, V:irgmia 22313-1450 
\V½w.uspto.gov 

ATTY.DOCKET.NO TOT CLAIMS IND CLAIMS 

63341US002 

CONFIRMATION NO. 7030 

UPDATED FILING RECEIPT 

111111111111111111111111]~!1~!~1!~1!~1!~1!11!~!1111111111111111111111111 

Date Mailed: 10/24/2007 

Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application 
must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, NAME OF 
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify 
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please write to the 
Office of Initial Patent Examination's Filing Receipt Corrections. Please provide a copy of this Filing Receipt 
with the changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please 
submit any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the 
reply to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

Applicant(s) 
Janos ROHALY, Acton, MA; 
Robert N. Nazzal, Waltham, MA; 
Edward K. Tekeian, Cambridge, MA; 
llya A. Kriveshko, Littleton, MA; 
Eric B. Paley, Cambridge, MA; 

Power of Attorney: 
Sean Edman--42506 

If Required, Foreign Filing License Granted: 07/11/2007 
The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 60/947,009 
Projected Publication Date: None, application is not eligible for pre-grant publication 
Non-Publication Request: No 
Early Publication Request: No 
Title 

SYNCHRONIZED VIEWS OF DATA AND THREE-DIMENSIONAL MODEL DATA 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 

page 1 of 3 

-20-



effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4158). 

GRANTED 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
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respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 
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32692 
Patent 

Case No.: 63341US002 
Customer Number 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

First Named Inventor: ROHAL Y, JANOS 

Application No.: 60/947009 

June 29, 2007 

Confinnation No.: 7030 

Filed: 

Title: SYNCHRONIZED VIEWS OF VIDEO DATA AND THREE-DIMENSIONAL 

MODEL DATA 

RESPONSE To NOTICE To FILE MISSING PARTS OF PROVISIONAL APPLICATION 

Mail Stop Missing Parts 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Dear Sir: 

CERTIFICATE OF MAILING OR TRANSMISSION (37 CFR § 1.8(a)I 

I h~reby certify that this correspondence is being: 

··~ transmiHed to United States Patent and Trademark Office OTI !he date shown below 
-' via the Office electronic filing system. .. ..... ""',, 

(': .--·~ t ..... ~ --~ : -:' 'I. ..... ..._ ... ' ' .... ,.,, .... ;:, ! .... ~ .. ··, ..... ·<,: .. ':~.· .. ·.·.=,·:·,·,·,·.;·:~:'.·•',·,'.::, .• ·,·.',,.,.···~.,.··· "~,,~',:~~_~ ..... ·.··.".~.~.~.~ .• '.'.' .. ·,''""'''" (J t_ __ ~ L) C_)\~ .. V f (v : i--:' .. Z_ { J l · ... .. : , .. __ , 
Date Signed by: Megan RimiJ}sbacher 

This is in response to the Notice to File Missing Parts of Provisional Application. 

Fees 

!ZI Any required fee will be made at the time of submission via EFS-Web. In the event fees are 
not or cannot be paid at the time of EFS-Web submission, please charge any fees under 
37 CFR § 1.17 which may be required to Deposit Account No. 13-3723. 

IZI Please charge any additional fees associated with the prosecution of this application to Deposit 
Account No. 13-3 723. This authorization includes the fee for any necessary extension of time 
under 37 CFR § 1.136(a). To the extent any such extension should become necessary, it is 
hereby requested. 

1Z1 Please credit any overpayment to the same deposit account. 

Also enclosed is an amended version of the "Transmittal of Provisional Application" for 

the above-identified provisional application which has been amended to include inventor names 

and residences as follows: 

Robe.rt N. NAZZAL 

Waltham, Massachusetts 
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Application No.: 60/947009 Case No.: 63341 US002 

Request for Extension of Time 

Under the provisions of 3 7 CFR § 1.136( a), Applicant petitions to extend the period for 

filing a reply in the above-identified application. The requested extension and appropriate fee are 

as follows ( check time period desired): 

Date 

D 37 CFR § 1.17(a)(l)- Extension within first month 

D 37 CFR § 1. 17(a)(2) - Extension within second month 

IS1 37 CFR § 1. l 7(a)(3) - Extension within third month 

D 37 CFR § 1.17(a)(4)- Extension within fourth month. 

Fees Associated with Extension 

Payment of the fee for any requested extension is authorized in the above fee section. 

Respect-fully submitted, 

By: _../::(<i ..... !":_._-·. -'--------------­

Sean J: Edman, Reg. No.: 42,506 
Telephone No.: 651-575-1796 

Office of Intellectual Property Counsel 
3M Innovative Properties Company 
Facsimile No.: 651-736-3833 

2 
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Docket No.: 63341US002 

Commissioner for Patents 
P.O. Box 1450 

Transmittal of Provisional Application 

Alexandria, VA 22313-1450 

INVENTOR(S) 

Given Name Family Name or Surname Residence 
(first & middle fif any]) (City and either State or Forei!=Jn Country) 

Janos ROHALY Acton, MA 
Robert N. NAZZAL Waltham, MA 
Edward K. TEKEIAN Cambridge, MA 
llya A. KRIVESHKO Littleton, MA 
Eric B. PALEY Cambridqe, MA 

TITLE: SYNCHRONIZED VIEWS OF DATA AND THREE-DIMENSIONAL MODEL DATA 

1. ~ Attached is the above-identified new provisional application for patent under 
35 USC§ 111(b)(1 ). 

it includes the following: 

Specification begins on page 

Claims begin on page 

Abstract (if any) is on page 

Number of Sheets of Drawings (if any) 

Total Pages 

2. ~ Correspondence Address: 

1 and ends on page 

44 and end on page 

57 

6 

Fi.~ 

Sean J. Edman 
Office of Intellectual Property Counsel 
3M Innovative Properties Company 
P.O. Box 33427 
St. Paul, Minnesota 55133-3427 

3, cg] Customer Number for Correspondence Address: 32692 

Filing of Papers and Fees by Express Mailing 

43 
56 

Pursuant to 37 CFR § 1.10, this application and the documents and fees listed on this transmittal letter are being deposited on 
the date indicated below with the United States Postal Service "Express Mail Post Office to Addressee" service addressed to: 
Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450 
Date of Deposit Express Mail Label No. 

(Apply Express Mail Label) 
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Case No.: 63341 US002 

4. ~ The fee for filing this application will be made at the time of submission via EFS-Web. In 
the event fees are not or cannot be paid at the time of EFS-Web submission, please 
charge any fees under 3 7 CFR §§ 1.16 and 1. 17, which may be required to file this 
application to Deposit Account No. 13-3723. 

D Please charge any fees under 37 CFR §§ 1.16 and 1.17, which may be required to file 
this application to Deposit Account No. 13-3723. One copy of this sheet marked 
duplicate is enclosed. 

~ Please charge any additional fees associated with the filing or prosecution of this 
application to Deposit Account No. 13-3723. This authorization includes the fee for any 
necessary extension of time under 37 CFR § 1.136(a). To the extent any such 
extension should become necessary, it is hereby requested. 

IZ! Please credit any overpayment to the same deposit account. 

5. D This invention was made under a contract with an agency of the U.S. Government: 
Agency: _____ Contract No.: 

6. 0 Enclosed is a return receipt postcard. 

7 D Other: 

Date 

Office of Intellectual Property Counsel 
3M Innovative Properties Company 
Facsimile No.: (651) 736-3833 

Respectfully submitted, 

By:-=--...,....-,,=-e----=---,--,--.,...,,......,=""""""-----
Sean J. Edman, Reg. No.: 42,506 
Telephone No.: 651-575-1796 

2 
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Electronic Patent Application Fee Transmittal 

Application Number: 60947009 

Filing Date: 29-Jun-2007 

Title of Invention: SYNCHRONIZED VIEWS OF DATA AND THREE-DIMENSIONAL 
MODEL DATA 

First Named Inventor/Applicant Name: Janos ROHAL Y 

Filer: Sean J. Edman/Megan Rindlisbacher 

Attorney Docket Number: 63341 US002 

Filed as Large Entity 

Provisional Filing Fees 

Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Basic Filing: 

Pages: 

Claims: 

Miscellaneous-Fi Ii ng: 

Late provisional filing fee/cover sheet 1052 1 50 50 

Petition: 

Patent-Appeals-and-Interference: 

Post-Al I owance-and-Post-lssu ance: 

Extension-of-Time: -27-



Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Extension - 3 months with $0 paid 1253 1 1050 1050 

Miscellaneous: 

Total in USD ($) 1100 
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Electronic Acknowledgement Receipt 

EFSID: 2326289 

Application Number: 60947009 

International Application Number: 

Confirmation Number: 7030 

Title of Invention: SYNCHRONIZED VIEWS OF DATA AND THREE-DIMENSIONAL 
MODEL DATA 

First Named Inventor/Applicant Name: Janos ROHAL Y 

Customer Number: 32692 

Filer: Sean J. Edman/Megan Rindlisbacher 

Filer Authorized By: Sean J. Edman 

Attorney Docket Number: 63341 US002 
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EFS-Web 

BACKGROUND 

SYNCHRONIZED VIEWS OF VIDEO DATA AND 

THREE-DIMENSIONAL MODEL DATA 

1. Field of the Invention 

PATENTS 
63341US002 

[0001] This disclosure relates to dentistry, and more particularly to tools and 

techniques for marking margins on three-dimensional digital models of dentition. 

2. Description of the Related Art 

[0002] Recent advances in dental technology have made it possible to capture 

highly accurate digital dental impressions. Current scanning techniques conceptually 

provide sufficient resolution to directly prepare physical models for a variety of dental 

restorations such as bridges, crowns, and the like, as well as dental appliances, dental 

prostheses, and so forth. However, intra-oral scanning presents numerous physical 

obstacles to obtaining accurate three-dimensional data around important areas such as the 

margin of a prepared tooth surface. This includes collapse of the tissue wall around the 

prepared tooth, as well as blood, saliva, and the like that may accumulate and obscure 

portions of the margin. In such situations, ambiguities in the resulting three-dimensional 

scan cannot be readily identified or resolved based solely upon the resulting three­

dimensional model. 

[0003] A need exists for improved techniques to process digital dental models. 

For example, a need exists for improved margin marking tools to assist with digitally 

preparing dental restorations. 

SUMMARY 

[0004] A digital production process for dental restorations is improved by 

supplementing views of three-dimensional models with still images of the modeled 

subject matter. Video data acquired during a scan of the model provides a source of still 

images that can be displayed alongside a rendered three-dimensional model, and the two 

views (model and still image) may be synchronized to provide a common perspective of 

the model's subject matter. This approach provides useful visual information for 

disambiguating surface features of the model during processing steps such as marking a 
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margin of a prepared tooth surface for a restoration. Interactive modeling tools may be 

similarly enhanced. For example, tools for margin marking may synchronize display of 

margin lines between the still image and the model so that a user can interact with either 

or both of the visual representations. 

[0005] In one aspect, a method disclosed herein includes creating a three­

dimensional model from a sequence of image sets, each image set including a plurality of 

images of a subject, each one of the plurality of images captured from a different optical 

axis, the plurality of images including at least one video image; selecting a video image 

from the sequence of image sets, the video image containing a view of the subject from a 

perspective; displaying the video image in a user interface; and rendering the three­

dimensional model in the user interface from the perspective. 

[0006] The method may include selecting a different video image from the 

sequence of image sets, the different video image containing a second view of the subject 

from a second perspective; and rendering the three-dimensional model from the second 

perspective. Selecting a different video image may include receiving a user selection of 

one of a plurality of thumbnail images. Selecting a different video image may include 

receiving a user input from a video timeline control. The perspective may include a 

three-dimensional viewpoint relative to the subject. The perspective may include a 

distance from the subject. Creating the three-dimensional model may include capturing a 

plurality of image sets with a multi-aperture video camera. Creating the three­

dimensional model may include capturing the video image from a center channel of the 

multi-aperture video camera. 

[0007] A computer program product disclosed herein includes computer 

executable code embodied on a computer readable medium that, when executing on one 

or more computer devices, performs the steps of: creating a three-dimensional model 

from a sequence of image sets, each image set including a plurality of images of a 

subject, each one of the plurality of images captured from a different optical axis, the 

plurality of images including at least one video image; selecting a video image from the 

sequence of image sets, the video image containing a view of the subject from a 

perspective; displaying the video image in a user interface; and rendering the three­

dimensional model in the user interface from the perspective. 
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[0008] The computer program product may include computer executable code 

that performs the steps of: selecting a different video image from the sequence of image 

sets, the different video image containing a second view of the subject from a second 

perspective; and rendering the three-dimensional model from the second perspective. 

Selecting a different video image may include receiving a user selection of one of a 

plurality of thumbnail images. Selecting a different video image may include receiving a 

user input from a video timeline control. The perspective may include a three­

dimensional viewpoint relative to the subject. The perspective may include a distance 

from the subject. Creating the three-dimensional model may include capturing a plurality 

of image sets with a multi-aperture video camera. Creating the three-dimensional model 

may include computer executable code that may perform the step of capturing the video 

image from a center channel of the multi-aperture video camera. 

[0009] A system disclosed herein includes a creating means for creating a three­

dimensional model from a sequence of image sets, each image set including a plurality of 

images of a subject, each one of the plurality of images captured from a different optical 

axis, the plurality of images including at least one video image; a selecting means for 

selecting a video image from the sequence of image sets, the video image containing a 

view of the subject from a perspective; a displaying means for displaying the video image 

in a user interface; and a rendering means for rendering the three-dimensional model in 

the user interface from the perspective. 

[0010] The system may include a second selecting means for selecting a 

different video image from the sequence of image sets, the different video image 

containing a second view of the subject from a second perspective, wherein the rendering 

means renders the three-dimensional model from the second perspective. Selecting a 

different video image may include receiving a user selection of one of a plurality of 

thumbnail images. Selecting a different video image may include receiving a user input 

from a video timeline control. The perspective may include a three-dimensional 

viewpoint relative to the subject. The perspective may include a distance from the 

subject. Creating the three-dimensional model may include capturing a plurality of 

image sets with a multi-aperture video camera. Capturing a plurality of image sets may 
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include capturing the video image from a center channel of the multi-aperture video 

camera. 

[0011] In another aspect, a method disclosed herein includes creating a three­

dimensional model from a sequence of image sets, each image set including a plurality of 

images of a subject, each one of the plurality of images captured from a different optical 

axis, the plurality of images including at least one video image; rendering the three­

dimensional model in a user interface from a perspective; selecting a video image from 

the sequence of image sets that contains a view of the subject most closely corresponding 

to the perspective; and displaying the video image in the user interface. 

[0012] The subject may include dentition, the method including providing a tool 

for marking a margin of the dentition. The method may include receiving a user selection 

of a new perspective on the three-dimensional model and selecting a different video 

image from the sequence of image sets, the different video image containing a second 

view of the subject from a second perspective; and rendering the three-dimensional 

model from the new perspective. The method may include providing one or more of a 

zoom control, a pan control, and a rotate control to receive the user selection. The 

perspective may include a three-dimensional viewpoint relative to the subject. The 

perspective may include a distance from the subject. Creating a three-dimensional model 

may include capturing a plurality of image sets with a multi-aperture video camera. 

Capturing a plurality of image sets may include capturing the video image from a center 

channel of the multi-aperture video camera. The method may include selecting a 

plurality of video images from the sequence of image sets and synthesizing a composite 

video image that combines data from the plurality of video images to obtain the view of 

the subject. The composite video image may have a resolution higher than a resolution of 

any one of the plurality of video images. 

[0013] A computer program product disclosed herein includes computer 

executable code embodied on a computer readable medium that, when executing on one 

or more computer devices, performs the steps of: creating a three-dimensional model 

from a sequence of image sets, each image set including a plurality of images of a 

subject, each one of the plurality of images captured from a different optical axis, the 

plurality of images including at least one video image; rendering the three-dimensional 

Page 4 of 57 
-41-



EFS-Web PATENTS 
63341US002 

model in a user interface from a perspective; selecting a video image from the sequence 

of image sets that contains a view of the subject most closely corresponding to the 

perspective; and displaying the video image in the user interface. 

[0014] The subject may include dentition, the computer program product 

including providing a tool for marking a margin of the dentition. The computer program 

product may include computer executable code that performs the steps of: receiving a 

user selection of a new perspective on the three-dimensional model; selecting a different 

video image from the sequence of image sets, the different video image containing a 

second view of the subject from a second perspective; and rendering the three­

dimensional model from the new perspective. 

[0015] The computer program may further include computer executable code 

that performs the step of providing one or more of a zoom control, a pan control, and a 

rotate control to receive the user selection. The perspective may include a three­

dimensional viewpoint relative to the subject. The perspective may include a distance 

from the subject. Creating a three-dimensional model may include capturing a plurality 

of image sets with a multi-aperture video camera. Capturing a plurality of image sets 

may include capturing the video image from a center channel of the multi-aperture video 

camera. The computer program may include computer executable code that performs the 

step of selecting a plurality of video images from the sequence of image sets and 

synthesizing a composite video image that combines data from the plurality of video 

images to obtain the view of the subject. The composite video image may have a 

resolution higher than a resolution of any one of the plurality of video images. 

[0016] A system disclosed herein includes creating means for creating a three­

dimensional model from a sequence of image sets, each image set including a plurality of 

images of a subject, each one of the plurality of images captured from a different optical 

axis, the plurality of images including at least one video image; rendering means for 

rendering the three-dimensional model in a user interface from a perspective; selecting 

means for selecting a video image from the sequence of image sets that contains a view 

of the subject most closely corresponding to the perspective; and displaying means for 

displaying the video image in the user interface. 
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[0017] The subject may include dentition, the system including providing a tool 

for marking a margin of the dentition. The selecting means may include means for 

receiving a user selection of a new perspective on the three-dimensional model and 

selecting a different video image from the sequence of image sets, the different video 

image containing a second view of the subject from a second perspective; and rendering 

the three-dimensional model from the new perspective. The selecting means may include 

means for providing one or more of a zoom control, a pan control, and a rotate control to 

receive the user selection. The perspective may include a three-dimensional viewpoint 

relative to the subject. The perspective may include a distance from the subject. The 

creating means may include means for capturing a plurality of image sets with a multi­

aperture video camera. The creating means may include means for capturing the video 

image from a center channel of the multi-aperture video camera. The system may 

include second selecting means for selecting a plurality of video images from the 

sequence of image sets and synthesizing a composite video image that combines data 

from the plurality of video images to obtain the view of the subject. The composite video 

image may have a resolution higher than a resolution of any one of the plurality of video 

images. 

[0018] In another aspect, a method disclosed herein includes creating a three­

dimensional model from a sequence of image sets, each image set including a plurality of 

images of a subject, each one of the plurality of images in each image set captured from a 

different optical axis; displaying one of the plurality of images in a first window; 

rendering the three-dimensional model in a second window; and synchronizing the first 

window and the second window to provide a common perspective on the subject. 

[0019] The method may include receiving a user selection of a different one of 

the plurality of images and rotating the three-dimensional model to maintain the common 

perspective. The method may include receiving a user selection of a different one of the 

plurality of images and translating the three-dimensional model to maintain the common 

perspective. The method may include receiving a user selection of a different one of the 

plurality of images and scaling the three-dimensional model to maintain the common 

perspective. The method may include receiving a user selection of a different perspective 

of the three-dimensional model and selecting a new one of the plurality of images to 

Page 6 of 57 
-43-



EFS-Web PATENTS 
63341US002 

maintain the common perspective. The method may include receiving a user selection of 

a different perspective of the three-dimensional model and creating a composite video 

image from two or more of the plurality of images to provide a common perspective on 

the subject. 

[0020] A computer program product disclosed herein includes computer 

executable code that, when executing on one or more computing devices, performs the 

steps of: creating a three-dimensional model from a sequence of image sets, each image 

set including a plurality of images of a subject, each one of the plurality of images in each 

image set captured from a different optical axis; displaying one of the plurality of images 

in a first window; rendering the three-dimensional model in a second window; and 

synchronizing the first window and the second window to provide a common perspective 

on the subject. 

[0021] The computer program product may include computer executable code 

that performs the step of receiving a user selection of a different one of the plurality of 

images and rotating the three-dimensional model to maintain the common perspective. 

The computer program product may include computer executable code that performs the 

step of receiving a user selection of a different one of the plurality of images and 

translating the three-dimensional model to maintain the common perspective. The 

computer program product may include computer executable code that performs the step 

of receiving a user selection of a different one of the plurality of images and scaling the 

three-dimensional model to maintain the common perspective. The computer program 

product may include computer executable code that performs the step of receiving a user 

selection of a different perspective of the three-dimensional model and selecting a new 

one of the plurality of images to maintain the common perspective. The computer 

program product may include computer executable code that performs the step of 

receiving a user selection of a different perspective of the three-dimensional model and 

creating a composite video image from two or more of the plurality of images to provide 

a common perspective on the subject. 

[0022] A system disclosed herein includes creating means for creating a three­

dimensional model from a sequence of image sets, each image set including a plurality of 

images of a subject, each one of the plurality of images in each image set captured from a 
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different optical axis; displaying means for displaying one of the plurality of images in a 

first window; rendering means for rendering the three-dimensional model in a second 

window; and synchronizing means for synchronizing the first window and the second 

window to provide a common perspective on the subject. 

[0023] The system may include control means for receiving a user selection of a 

different one of the plurality of images and rotating the three-dimensional model to 

maintain the common perspective. The system may further include control means for 

receiving a user selection of a different one of the plurality of images and translating the 

three-dimensional model to maintain the common perspective. The system may include 

control means for receiving a user selection of a different one of the plurality of images 

and scaling the three-dimensional model to maintain the common perspective. The 

system may include control means for receiving a user selection of a different perspective 

of the three-dimensional model and selecting a new one of the plurality of images to 

maintain the common perspective. The system may include control means for receiving a 

user selection of a different perspective of the three-dimensional model and creating a 

composite video image from two or more of the plurality of images to provide a common 

perspective on the subject. 

[0024] In another aspect, a method disclosed herein includes displaying a three­

dimensional model of dentition from a perspective; providing a plurality of video images 

of the dentition; selecting one of the plurality of video images that shows the dentition 

from the perspective; and displaying the one of the plurality of video images in a user 

interface with the three-dimensional model as an aid to visually determining a margin of 

the dentition. 

[0025] The method may include displaying a margin on one or more of the 

three-dimensional model or the one of the plurality of video images. Displaying the 

margin may further include receiving a user modification of the margin and updating the 

display with a modified margin. 

[0026] A system disclosed herein includes a display having a window for 

displaying a three-dimensional model of dentition from a perspective; a camera providing 

a plurality of video images of the dentition; selecting means for selecting one of the 

plurality of video images that shows the dentition from the perspective; and a second 
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window in the display for displaying the one of the plurality of video images as an aid to 

visually determining a margin of the dentition. 

[0027] The system may include margin display means for displaying a margin 

on one or more of the three-dimensional model or the one of the plurality of video 

images. The margin display means may include margin modification means for receiving 

a user modification of the margin and updating the display with a modified margin. 

[0028] A computer program product disclosed herein includes computer 

executable code that, when executing on one or more computing devices, performs the 

steps of: displaying a three-dimensional model of dentition from a perspective; providing 

a plurality of video images of the dentition; selecting one of the plurality of video images 

that shows the dentition from the perspective; and displaying the one of the plurality of 

video images in a user interface with the three-dimensional model as an aid to visually 

determining a margin of the dentition. 

[0029] The computer program product may include computer executable code 

that performs the step of displaying a margin on one or more of the three-dimensional 

model or the one of the plurality of video images. Displaying the margin may include 

computer executable code that performs the step of receiving a user modification of the 

margin and updating the display with a modified margin. 

BRIEF DESCRIPTION OF THE FIGURES 

[0030] The invention and the following detailed description of certain 

embodiments thereof may be understood by reference to the following figures. 

[0031] Fig. 1 shows a dental image capture system. 

[0032] Fig. 2 is a block diagram of a generalized manufacturing process for 

dental objects. 

[0033] Fig. 3 is a high-level flow chart of a dental object fabrication process. 

[0034] Fig. 4 shows a generalized process for working with digital dental 

models using the tools described herein. 

[0035] Fig. 5 depicts a graphical die cutting operation. 

[0036] Fig. 6 depicts a graphical die cutting operation. 

[0037] Fig. 7 depicts a graphical margin marking operation. 
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[0038] Fig. 8 depicts a graphical ditching operation. 

[0039] Fig. 9 illustrates an automated margin marking technique. 

[0040] Fig. 10 shows a user interface for visually-assisted margin marking. 

DETAILED DESCRIPTION 

[0041] Described herein are systems and methods of addressing the 

identification, refinement, and other manipulation of margins for dental restorations 

based upon three-dimensional digital data captured from an intraoral scan. While the 

description emphasizes certain scanning technologies and certain techniques specific to 

marking margins on digital dental impressions obtained therefrom, it will be understood 

that additional variations, adaptations, and combinations of the methods and systems 

below will be apparent to one of ordinary skill in the art, such as fabrication of dental 

restorations not specifically described, or use of the following techniques outside a dental 

context. For example, the techniques described herein may be usefully employed to 

refine three-dimensional animation models acquired from scans of physical objects, or in 

a machine vision context to mark or evaluate scanned objects. All such variations, 

adaptations, and combinations are intended to fall within the scope of this disclosure. It 

will also be appreciated that the methods and systems described herein may be usefully 

employed for model verification and validation, as well as any other applications where 

useful comparisons between a video image and a corresponding three-dimensional model 

might be made. 

[0042] In the following description, the term "image" generally refers to a two­

dimensional set of pixels forming a two-dimensional view of a subject within an image 

plane. The term "image set" generally refers to a set of related two dimensional images 

that might be resolved into three-dimensional data. The term "point cloud" generally 

refers to a three-dimensional set of points forming a three-dimensional view of the 

subject reconstructed from a number of two-dimensional views. In a three-dimensional 

image capture system, a number of such point clouds may also be registered and 

combined into an aggregate point cloud constructed from images captured by a moving 

camera. Thus it will be understood that pixels generally refer to two-dimensional data 
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and points generally refer to three-dimensional data, unless another meaning is 

specifically indicated or clear from the context. 

[0043] The terms "three-dimensional surface representation", "digital surface 

representation", "three-dimensional surface map", and the like, as used herein, are 

intended to refer to any three-dimensional surface map of an object, such as a point cloud 

of surface data, a set of two-dimensional polygons, or any other data representing all or 

some of the surface of an object, as might be obtained through the capture and/or 

processing of three-dimensional scan data, unless a different meaning is explicitly 

provided or otherwise clear from the context. 

[0044] A "three-dimensional representation" may include any of the three­

dimensional surface representations described above, as well as volumetric and other 

representations, unless a different meaning is explicitly provided or otherwise clear from 

the context. 

[0045] In general, the terms "render" or "rendering" refer to a two-dimensional 

visualization of a three-dimensional object, such as for display on a monitor. However, it 

will be understood that three-dimensional rendering technologies exist, and may be 

usefully employed with the systems and methods disclosed herein. For example, the 

system and methods described herein may usefully employ a holographic display, an 

autostereoscopic display, a display viewed with anaglyph glasses, a head-mounted stereo 

display, or any other two-dimensional and/or three-dimensional display. As such, 

rendering as described herein should be interpreted broadly unless a narrower meaning is 

explicitly provided or otherwise clear from the context. 

[0046] The term "dental object", as used herein, is intended to refer broadly to 

subject matter specific to dentistry. This may include intraoral structures such as 

dentition, and more typically human dentition, such as individual teeth, quadrants, full 

arches, pairs of arches which may be separate or in occlusion of various types, soft tissue, 

and the like, as well bones and any other supporting or surrounding structures. As used 

herein, the term "intraoral structures" refers to both natural structures within a mouth as 

described above and artificial structures such as any of the dental objects described below 

that might be present in the mouth. Dental objects may include "restorations", which 

may be generally understood to include components that restore the structure or function 
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of existing dentition, such as crowns, bridges, veneers, inlays, onlays, amalgams, 

composites, and various substructures such as copings and the like, as well as temporary 

restorations for use while a permanent restoration is being fabricated. Dental objects may 

also include a "prosthesis" that replaces dentition with removable or permanent 

structures, such as dentures, partial dentures, implants, retained dentures, and the like. 

Dental objects may also include "appliances" used to correct, align, or otherwise 

temporarily or permanently adjust dentition, such as removable orthodontic appliances, 

surgical stents, bruxism appliances, snore guards, indirect bracket placement appliances, 

and the like. Dental objects may also include "hardware" affixed to dentition for an 

extended period, such as implant fixtures, implant abutments, orthodontic brackets, and 

other orthodontic components. Dental objects may also include "interim components" of 

dental manufacture such as dental models (full and/or partial), wax-ups, investment 

molds, and the like, as well as trays, bases, dies, and other components employed in the 

fabrication of restorations, prostheses, and the like. Dental objects may also be 

categorized as natural dental objects such as the teeth, bone, and other intraoral structures 

described above or as artificial dental objects such as the restorations, prostheses, 

appliances, hardware, and interim components of dental manufacture as described above. 

[0047] Terms such as "digital dental model", "digital dental impression" and 

the like, are intended to refer to three-dimensional representations of dental objects that 

may be used in various aspects of acquisition, analysis, prescription, and manufacture, 

unless a different meaning is otherwise provided or clear from the context. Terms such 

as "dental model" or "dental impression" are intended to refer to a physical model, such 

as a cast, printed, or otherwise fabricated physical instance of a dental object. Unless 

specified, the term "model", when used alone, may refer to either or both of a physical 

model and a digital model. 

[0048] It will further be understood that terms such as "tool" or "control", when 

used to describe aspects of a user interface, are intended to refer generally to a variety of 

techniques that may be employed within a graphical user interface or other user interface 

to receive user input that stimulates or controls processing including without limitation 

drop-down lists, radio buttons, cursor and/or mouse actions (selections by point, 

selections by area, drag-and-drop operations, and so forth), check boxes, command lines, 
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text input fields, messages and alerts, progress bars, and so forth. Thus in the following 

description the terms "tool", "control" and the like should be broadly construed unless a 

more specific meaning is otherwise provided or clear from the context. 

[0049] Fig. 1 shows an image capture system. In general, the system 100 may 

include a scanner 102 that captures images from a surface 106 of a subject 104, such as a 

dental patient, and forwards the images to a computer 108, which may include a display 

110 and one or more user input devices such as a mouse 112 or a keyboard 114. The 

scanner 102 may also include an input or output device 116 such as a control input ( e.g., 

button, touchpad, thumbwheel, etc.) or a display (e.g., LCD or LED display) to provide 

status information. 

[0050] The scanner 102 may include any camera or camera system suitable for 

capturing images from which a three-dimensional point cloud may be recovered. For 

example, the scanner 102 may employ a multi-aperture system as disclosed, for example, 

in U.S. Pat. App. No. 11/530,413 to Rohaly et al., the entire content of which is 

incorporated herein by reference. While Rohaly discloses one multi-aperture system, it 

will be appreciated that any multi-aperture system suitable for reconstructing a three­

dimensional point cloud from a number of two-dimensional images may similarly be 

employed. In one multi-aperture embodiment, the scanner 102 may include a plurality of 

apertures including a center aperture positioned along a center optical axis of a lens that 

provides a center channel for the scanner 102, along with any associated imaging 

hardware. In such embodiments, the center channel may provide a conventional video 

image of the scanned subject matter. In other embodiments, a separate video camera 

and/or channel may be provided to achieve the same result, i.e., a video of an object 

corresponding temporally to a scan of the object, preferably from the same perspective, 

or from a perspective having a fixed, known relationship to the perspective of the scanner 

102. The scanner 102 may also, or instead, include a stereoscopic, triscopic or other 

multi-camera or other configuration in which a number of cameras or optical paths are 

maintained in fixed relation to one another to obtain two-dimensional images of an object 

from a number of slightly different perspectives. The scanner 102 may include suitable 

processing for deriving a three-dimensional point cloud from an image set or a number of 

image sets, or each two-dimensional image set may be transmitted to an external 
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processor such as contained in the computer 108 described below. In other embodiments, 

the scanner 102 may employ structured light, laser scanning, direct ranging, or any other 

technology suitable for acquiring three-dimensional data, or two-dimensional data that 

can be resolved into three-dimensional data. While the techniques described below can 

usefully employ video data acquired by a video-based three-dimensional scanning 

system, it will be understood that any other three-dimensional scanning system may be 

supplemented with a video acquisition system that captures suitable video data 

contemporaneously with, or otherwise synchronized with, the acquisition of three­

dimensional data. 

[0051] In one embodiment, the scanner 102 is a handheld, freely positionable 

probe having at least one user input device 116, such as a button, lever, dial, thumb 

wheel, switch, or the like, for user control of the image capture system 100 such as 

starting and stopping scans. In an embodiment, the scanner 102 may be shaped and sized 

for dental scanning. More particularly, the scanner may be shaped and sized for intraoral 

scanning and data capture, such as by insertion into a mouth of an imaging subject and 

passing over an intraoral surface 106 at a suitable distance to acquire surface data from 

teeth, gums, and so forth. The scanner 102 may, through such a continuous acquisition 

process, capture a point cloud of surface data having sufficient spatial resolution and 

accuracy to prepare dental objects such as prosthetics, hardware, appliances, and the like 

therefrom, either directly or through a variety of intermediate processing steps. In other 

embodiments, surface data may be acquired from a dental model such as a dental 

prosthetic, to ensure proper fitting using a previous scan of corresponding dentition, such 

as a tooth surface prepared for the prosthetic. 

[0052] Although not shown in Fig. 1, it will be appreciated that a number of 

supplemental lighting systems may be usefully employed during image capture. For 

example, environmental illumination may be enhanced with one or more spotlights 

illuminating the subject 104 to speed image acquisition and improve depth of field (or 

spatial resolution depth). The scanner 102 may also, or instead, include a strobe, flash, or 

other light source to supplement illumination of the subject 104 during image acquisition. 

[0053] The subject 104 may be any object, collection of objects, portion of an 

object, or other subject matter. More particularly with respect to the dental techniques 
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discussed herein, the object 104 may include human dentition captured intraorally from a 

dental patient's mouth. A scan may capture a three-dimensional representation of some 

or all of the dentition according to particular purpose of the scan. Thus the scan may 

capture a digital model of a tooth, a quadrant of teeth, or a full collection of teeth 

including two opposing arches, as well as soft tissue or any other relevant intraoral 

structures. The scan may capture multiple representations, such as a tooth surface before 

and after preparation for a restoration. As will be noted below, this data may be 

employed for subsequent modeling such as designing a restoration or determining a 

margin line for same. During the scan, a center channel of the scanner 102 or a separate 

video system may capture video of the dentition from the point of view of the scanner 

102. In other embodiments where, for example, a completed fabrication is being virtually 

test fitted to a surface preparation, the scan may include a dental prosthesis such as an 

inlay, a crown, or any other dental prosthesis, dental hardware, dental appliance, or the 

like. The subject 104 may also, or instead, include a dental model, such as a plaster cast, 

wax-up, impression, or negative impression of a tooth, teeth, soft tissue, or some 

combination of these. 

[0054] The computer 108 may be, for example, a personal computer or other 

processing device. In one embodiment, the computer 108 includes a personal computer 

with a dual 2.8GHz Opteron central processing unit, 2 gigabytes of random access 

memory, a TY AN Thunder K8WE motherboard, and a 250 gigabyte, 10,000 rpm hard 

drive. In one current embodiment, the system can be operated to capture more than five 

thousand points per image set in real time using the techniques described herein, and 

store an aggregated point cloud of several million points. Of course, this point cloud may 

further processed to accommodate subsequent data handling, such as by decimating the 

point cloud data or generating a corresponding mesh of surface data. As used herein, the 

term "real time" means generally with no observable latency between processing and 

display. In a video-based scanning system, real time more specifically refers to 

processing within the time between frames of video data, which may vary according to 

specific video technologies between about fifteen frames per second and about thirty 

frames per second. More generally, processing capabilities of the computer 108 may 

vary according to the size of the subject 104, the speed of image acquisition, and the 
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desired spatial resolution of three-dimensional points. The computer 108 may also 

include peripheral devices such as a keyboard 114, display 110, and mouse 112 for user 

interaction with the camera system 100. The display 110 may be a touch screen display 

capable of receiving user input through direct, physical interaction with the display 110. 

In another aspect, the display may include an autostereoscopic display capable of 

displaying stereo images. 

[0055] Communications between the computer 108 and the scanner 102 may 

use any suitable communications link including, for example, a wired connection or a 

wireless connection based upon, for example, IEEE 802.11 (also known as wireless 

Ethernet), BlueTooth, or any other suitable wireless standard using, e.g., a radio 

frequency, infrared, or other wireless communication medium. In medical imaging or 

other sensitive applications, wireless image transmission from the scanner 102 to the 

computer 108 may be secured. The computer 108 may generate control signals to the 

scanner 102 which, in addition to image acquisition commands, may include 

conventional camera controls such as focus or zoom. 

[0056] In an example of general operation of a three-dimensional image capture 

system 100, the scanner 102 may acquire two-dimensional image sets at a video rate 

while the scanner 102 is passed over a surface of the subject. The two-dimensional 

image sets may be forwarded to the computer 108 for derivation of three-dimensional 

point clouds. The three-dimensional data for each newly acquired two-dimensional 

image set may be derived and fitted or "stitched" to existing three-dimensional data using 

a number of different techniques. Such a system employs camera motion estimation to 

avoid the need for independent tracking of the position of the scanner 102. One useful 

example of such a technique is described in commonly-owned U.S. App. No. 11/270,135, 

filed on November 9, 2005, the entire content of which is incorporated herein by 

reference. However, it will be appreciated that this example is not limiting, and that the 

principles described herein may be applied to a wide range of three-dimensional image 

capture systems. 

[0057] The display 110 may include any display suitable for video or other rate 

rendering at a level of detail corresponding to the acquired data. Suitable displays 

include cathode ray tube displays, liquid crystal displays, light emitting diode displays 
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and the like. In some embodiments, the display may include a touch screen interface 

using, for example capacitive, resistive, or surface acoustic wave ( also referred to as 

dispersive signal) touch screen technologies, or any other suitable technology for sensing 

physical interaction with the display 110. 

[0058] Fig. 2 is a conceptual block diagram of participants in a generalized 

manufacturing process for dental objects. The system 200 may begin with a patient 202 

being scanned by a scanner 204, such as the scanner 102 and image capture system 100 

described above, to obtain a digital surface representation 206 of one or more intraoral 

structures. This may include scans before and/or after a surface has been prepared to 

receive a dental restoration or other dental object. So, for example, a pre-preparation 

scan may be taken to capture a shape of the original anatomy and any occlusion 

information useful in creating a restoration, and a prepared surface scan may be taken to 

use as a basis for creating the restoration, and in particular for shaping the restoration to 

the prepared surface. Articulation data relating to the orientation and/or relative motion 

of an upper and lower arch may also be obtained through one or more scans of the arches 

in occlusion, or through other techniques such as still images or video of the arches in 

various orientations, or various dimensional measurements captured directly from the 

arches, or a physical bite registration captured on a thin sheet of material. 

[0059] The digital surface representation 206 may be processed with one or 

more post-processing steps 208. This may include a variety of data enhancement 

processes, quality control processes, visual inspection, conversion to a format suitable for 

rapid prototyping ( or other manufacturing), and so forth. Post-processing steps may be 

performed at a remote post-processing center or other computer facility capable of post­

processing the image file, which may be, for example a dental laboratory or a rapid 

fabrication facility. In some cases, this post-processing may be done by the image 

capture system 100 itself. Post-processing may involve any number of clean-up steps, 

including the filling of holes, removing of outliers, etc. 

[0060] Data enhancement may include, for example, smoothing, truncation, 

extrapolation, interpolation, filling ( e.g. surface to volume) and any other suitable 

processes for improving the quality of the digital surface representation 206 or improving 

its suitability for an intended purpose. In addition, spatial resolution may be enhanced 
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using various post-processing techniques. Other enhancements may include 

modifications to the data, such as forming the digital surface representation 206 into a 

closed surface by virtually providing a base for each arch, or otherwise preparing the 

digital surface representation for subsequent fabrication steps. 

[0061] In a quality control process, the digital surface representation 206 may 

be analyzed for the presence of holes or regions of incomplete or inadequate scan data. 

The digital surface representation 206 may also be automatically examined for 

unexpected curvature or asymmetry to a scanned arch, or other apparent defects in the 

acquired data. Other quality control processes may incorporate additional data. For 

example, a current scan may be compared to previous scans for the same patient. As 

another example, a selection of a dental restoration may be analyzed along with a scan of 

a tooth surface prepared for the restoration in order to evaluate the suitability of the 

surface preparation and any surrounding dentition for receiving the restoration. More 

generally, any process for evaluating data in the digital surface representation 206 with 

respect to its quality, internal consistency, or intended use, may be used in a post­

processing quality control process. 

[0062] The digital surface representation 206 may also be displayed for human 

inspection, such as by providing a perspective rendering of a point cloud or mesh of 

acquired surface data on a display. For example, a dentist or other individual acquiring a 

scan may select a portion of a dental model such as an arch, or particular teeth, for use in 

subsequent processing steps. A manual selection of portions of a model and/or scan may 

significantly reduce the amount of data required for a particular treatment. In addition, a 

manual identification of either model sections or video data may be followed by 

automated filtering of data. For example, once a dentist selects a particular tooth for 

subsequent processing, video data that is not associated with that tooth or one or more 

neighboring teeth may be excluded from further processing, and may, for example, not be 

transmitted to downstream processes such as the margin marking systems described 

below. At this time, or at other times in the post-scan processing, a user may review the 

digital surface representation 206 to mark a margin for a restoration. Details of this 

specific process will be described below in greater detail. 
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[0063] Following any manual or automated post-processing, the resulting 

digital model may be transmitted to a rapid fabrication facility 216, as indicated by an 

arrow 209. In addition, articulation data 218 in any suitable form may be transmitted for 

use in subsequent processing steps, as well as a prescription or other specification for 

manufacture of a restoration, appliance, hardware, and the like. The rapid fabrication 

facility 216 may be a dental laboratory, an in-house dental laboratory at a dentist's office, 

or any other facility with machinery to fabricate physical models from digital models. 

The rapid fabrication facility 216 may, for example, include a milling system 210, a 

stereo lithography system 212, or a three-dimensional printer 214, or some combination 

of these. The milling system 210 may include, for example, a CNC milling machine. 

Milling systems may be used to take a block of material and create a variety of outputs, 

including full-arch models, dies, wax-ups, investment chambers or a final restoration or 

appliance. Such blocks may include ceramic-based, particle-board, wax, metals or a 

variety of other materials. Dental milling systems such as Procera from Nobel Biocare 

Inc., or Cerec from Sirona Inc. may also be used to create a final dental hardware 

component. The stereo lithography system 212 may include, for example, a Viper 

System by 3D Systems, Inc. The three-dimensional printer 214 may include, for 

example, an In Vision HR printer from 3D Systems. Each of these fabrication techniques 

will be described in greater detail below. 

[0064] The rapid fabrication facility 216 may use the articulation data 218 and 

the digital model to generate one or more dental objects, such as one or more full arch 

models 220, one or more dies 222, one or more waxups 224, one or more investment 

chambers 226, and/or one or more final restorations or appliances 228. Some 

components, such as the dies 222 and arches 220, may be inserted into an articulated 

model 234 such as an articulator with a standard base 230 or a custom base 232. A dental 

laboratory may employ these various components to complete a restoration 236, which 

may be returned to a dentist for placement into/onto the dentition of the dental patient. 

[0065] A number of suitable rapid fabrication facilities are known in the art and 

may be usefully employed with the systems and methods described herein. A number of 

such techniques are described below by way of illustration and not limitation. 
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[0066] One suitable technique is milling. Milling is generally a subtractive 

technology in that material is subtracted from a block rather than added. Thus pre-cut 

workpieces approximating commonly milled shapes may advantageously be employed to 

reduce the amount of material that must be removed during a milling job, which may 

reduce material costs and/or save time in a milling process. Computerized Numerically 

Controlled ("CNC") milling is one suitable technique. Another useful milling technique 

for the dental fabrication processes is a copy milling system that permits manual or 

automated transfer of a three-dimensional form from a physical object to a milled target. 

CNC milling and other milling technologies can be employed for manufacturing dental 

models, dental model components, wax-ups, investment chambers, and other dental 

objects. In addition specialty dental milling equipment exists, such as the Cerec system 

from Sirona Dental. All milling systems that may be adapted to use in the dental 

applications described herein are intended to fall within the scope of rapid fabrication 

facilities as described herein. 

[0067] Another suitable technique is stereo lithography using a stereo 

lithography apparatus ("SLA"). In general, an SLA employs a laser to sequentially cure 

layers of a polymer, typically a photocurable liquid resin, with a pattern that defines a 

three-dimensional object. One useful commercial embodiment of an SLA is the SCS­

I000HD available from Sony Corporation. Stereo lithography is well-suited for the high 

volume production of dental models and dies, because parts may be batched on machines 

for rapid production. When optimized, these parts may be used in lieu of plaster dental 

models and other dental objects. A similar technology employs digital light processing 

("DLP") to concurrently cure planar cross-sections of a polymer, and may also be 

usefully employed with the systems described herein. 

[0068] Another suitable technique is three-dimensional printing. In general, a 

three-dimensional printer employs a print head to apply material such as curable 

photopolymers or powders in a layer-by-layer additive process. Three-dimensional 

printers are well suited to rapid fabrication of small parts such as wax patterns or wax­

ups, as well as dies and other relatively small dental objects. One commercial system 

suitable for three-dimensional dental printing applications is the In Vision HR printer 

from 3D Systems. 
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[0069] It will be appreciated that other rapid prototyping systems are known in 

the art. Thus, the terms fabricate, fabricating, and fabrication, as used herein, will be 

understood to refer to the fabrication technologies above, as well as any other rapid 

prototyping or other manufacturing technology that might be adapted to manufacture of 

custom dental objects, including, without limitation, selective laser sintering ("SLS"), 

fused deposition modeling ("FDM"), laminated object manufacturing ("LOM"), and so 

forth. Similarly, any of the above technologies, either alone or in combination, may 

operate as a means for fabricating, printing, manufacturing, or otherwise creating the 

dental objects described herein. It will be appreciated that the fabrication steps described 

above with reference to particular technologies may be followed by additional steps such 

as curing, cleaning, and so forth to provide a final product. The manufacturing 

techniques described above may be combined in various ways to provide a multimodal 

fabrication process. Thus, for example, a CNC milling machine may be used to create a 

die for a tooth requiring greater detail than an SLA can provide, while the SLA may be 

employed for a model of a dental arch that contains the die. This multimodal approach 

may deploy the advantages of various technologies in different aspects of the fabrication 

process, such as using stereo lithography for speed, milling for accuracy, and three­

dimensional printing for high-speed fabrication of small parts. 

[0070] Fig. 3 is a high-level flow chart of a dental object fabrication process. 

This process 300 employs a three-dimensional representation of dentition acquired 

directly from an intraoral scan, and may advantageously bypasses a number of processing 

steps used in conventional dentistry. 

[0071] In general the process 300 may begin with data acquisition, as shown in 

step 302. Data acquisition may include any acquisition of a digital surface 

representation, or other three-dimensional or other representation of dentition suitable for 

use in a dental object fabrication process. The data acquisition may be performed using, 

for example, the scanner 102 and image capture system described above with reference to 

Fig. 1. In certain embodiment, a number of different scans may be acquired, such as 

scans to establish articulation and occlusion of arches, or scans before and after a surface 

preparation, which may be used jointly to create a prosthetic or the like. In certain 

embodiments scans may be obtained at different resolutions, such as a relatively low-
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resolution scan for an opposing arch and a relatively high-resolution scan for the margin 

of a prepared tooth surface. 

[0072] It will be understood that while the following description generally 

relates to operations performed outside a dentist's office, such as at a central processing 

location or a dental lab where margins are marked onto digital models, the user 

interfaces, tools, and techniques described herein may be usefully employed in a number 

of ways at the time of a scan, or before transmitting the scan data to a remote processing 

center. 

[0073] For example, a dentist may employ the video review tools, either alone 

or in combination with synchronized views of a digital model, to qualitatively assess the 

suitability of a particular scan. Stereoscopic rendering of either the video image(s) and/or 

digital model may provide useful insights that the clinician can apply to determine 

whether a supplemental scan or an entirely new scan are appropriate. 

[0074] In other embodiments, a dentist may perform some or all of the margin 

marking before transmitting data to a dental laboratory or other remote site. 

[0075] In other embodiments, a dentist may tag frames of video data or points 

on a model surface with information that can be transmitted with the scan data to a 

remote site. This capability may be embodied in a tool for annotations provided within a 

graphical user interface such as the user interface described below. The annotations may 

include, for example, a prescription, margin information, margin marking instructions, or 

any other information relevant to margin marking or other steps in the dental restoration 

process. The information may be entered by selecting a point on a video image or digital 

model surface and entering any desired text, attachments, or other data or information. 

These annotations may be visually displayed as flags or other visual landmarks. In one 

aspect, the annotations may be provided on the video image. In another aspect, the 

annotations may be provided on the model. In another aspect, the annotations may be 

provided in one view, and displayed on both views. 

[0076] It will be understood that other information, such as a camera model, 

distortion model, calibration data, and the like may be usefully transmitted along with or 

as a part of the prescription data for a particular patient and/or restoration. In addition, 

information such as header information inserted into frames of video data by a scanner 
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may be transmitted. This header information, which may include details on a particular 

scanner ( e.g., a serial number), lighting conditions for a scan, the region of dentition 

scanned, and so forth, may also be usefully transmitted, and may be employed for a 

variety of downstream uses such as automated determination of video metadata such as a 

view (e.g., buccal, lingual, distal, medial, occlusal, etc.) or an identification of teeth 

within a current image. By way of example and not limitation, this information may be 

employed to label thumbnail views used in the navigation techniques described below. In 

other embodiments, the camera model ( camera parameters, calibration data, distortion 

data, and the like) may be stored at a remote location, with the selection of a camera 

model for a particular scan based on the identification of the scanner in the video 

metadata. This approach advantageously reduces the amount of data that must be 

transmitted with each scan, while providing full information to characterize the 

relationship between video data and a three-dimensional model at a remote location 

where the model is being viewed and/or manipulated. 

[0077] In addition to supplementing model information as described above, a 

dentist or other scan creator may prepare a more compact data transmission by removing 

unneeded material from the video and/or model data. In general, this selection process 

applies the general principle that the video data required for a three-dimensional model 

reconstruction may be different (and typically greater) than the video data required for 

human video-assisted review of the model or modeling operations such as margin 

marking. For example, after identifying a specific tooth or teeth for a restoration or the 

like, the operator may delete unneeded video frames or model data, or may initiate an 

automated removal of unneeded data based upon the identification of what video data is 

relevant to the region( s) of interest. Regions of interest may include a prepared tooth 

surface, one or more adjacent teeth, one or more opposing teeth, a number of prepared 

teeth (such as for a bridge), and so forth. Video images and/or a corresponding model 

may be stereoscopically rendered within a user interface at the site of the scan to assist 

with this pre-transmission selection of regions of interest. The user interface may 

incorporate some or all of the features described below with respect to a user interface for 

margin marking. In general, a number of criteria may be employed for selecting regions 

of interest or relevant image frames for a dental procedure such as margin marking. For 
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example, frames of video data may be selected for coverage of the image data, such as 

complete coverage of the regions of interest or optimal ( e.g., non-overlapping or 

overlapping a predetermined amount) coverage of the regions of interest. Similarly, 

frames may be selected based upon orientation of the image data such as the best viewing 

angle, either for visual inspection or accuracy of calculated three-dimensional data ( or 

both). Selection based upon orientation may further include selection of multiple frames 

with substantially different perspectives on each surface point or surface area in order to 

ensure or improve the chances of a number of unique perspectives on each surface 

feature. It will also be appreciated that, even within a region of interest, the video image 

capture rate of the scanner may be such that only a small number of video images are 

required for meaningful human review. Thus for example, a data reduction process may 

automatically eliminate every other frame, four out of five frames, nine out of ten frames, 

or any other number of frames selected to preserve adequate video data for video-assisted 

review as described herein. In a manual technique, a user may explicitly select the 

relevant video images. In an semi-automatic technique, a user may graphically identify 

points or regions of interest and the video data may be processed to select video images 

satisfying one or more selection criteria such as those described above. In a fully 

automated procedure, a user may simply identify the relevant teeth or provide a 

prescription, and a computer program may process the video images to determine regions 

of interest and select frames of video data accordingly. 

[0078] Thus in one aspect there is disclosed herein a technique for reducing the 

size of a digital dental model by removing video frames and/or model data that are not 

relevant to a restoration. In another aspect, there is disclosed herein a technique for 

reducing the size of a digital dental model by removing video frames and/or model data 

that are not required for marking a margin. In addition to detailed video and or model 

data for the selected regions, a lower quality model of additional dentition may be 

transmitted with the selected regions, such as a low quality full arch model for use in a 

physical or virtual dental articulator. In another aspect, a similar subset of video images 

may be selected when displaying thumbnail views in a user interface as described below. 

Thus images of significance in a dental restoration procedure such as margin marking 

may be selected for display in a video navigation user interface such as the interface 
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described below. These images may be further labeled with orientation information for a 

user such as a view (buccal, lingual, distal, mesial, etc.), which may be displayed 

textually or through an illustrative icon, diagram, three-dimensional compass, or any 

other suitable visualization technique. 

[0079] Once suitable data has been acquired, one or more modeling operations 

may be performed, as shown in step 304. This may include modeling steps such as 

ditching a virtual die of a digital dental model, specifying a tooth for treatment, filling 

holes or otherwise correcting data, bite registration, and/or fully designing a restoration, 

prosthetic, hardware or other dental object(s), as well as any other modeling or digital 

model manipulation useful in a dental context. Modeling may be performed using a 

variety of commercially available Computer Automated Design ("CAD") or other three­

dimensional modeling tools, as well as tools incorporating the additional features 

described below in greater detail. 

[0080] For example, modeling may include bounding the surface representation 

to form a solid, and then creating a void space, or collection of void spaces within the 

solid that do not affect dentally significant surfaces such as the dentition or surrounding 

soft tissue. This may advantageously result in significant reductions in material required 

to fabricate a dental model from the voided digital model, thus reducing material costs as 

well as time to manufacture dental models. Modeling may also include creating or 

manipulating a margin on a prepared tooth surface. A number of other modeling steps 

are described with reference to specific fabrication processes below. It will be 

appreciated that the term "modeling" as used herein may refer to any processing of a 

digital dental model including fully automated, semi-automated, and/or manual processes 

such as those noted throughout this description. 

[0081] As shown in step 306, a prescription may be prepared. This specifies a 

type of restoration, prosthetic, or the like, and may include a variety of additional 

information related to a manufacturer, color, finish, die spacing, and so forth. It will be 

appreciated that the prescription step 306 may be performed before the modeling step 

304, such as in a process where a dentist transmits the initial digital surface 

representation from a patient to a dental laboratory along with a prescription, leaving 

some or all of the modeling to the dental laboratory. 
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[0082] As shown in step 308, one or more dental objects may be fabricated. 

Fabrication may be performed using any of the fabrication technologies described above, 

either alone or in various combinations, using data from one of the modeling systems 

described above, which may be reformatted or otherwise adapted as necessary for a 

particular printing, milling, or other fabrication technology. Also, as will be clear from 

some of the examples below, fabrication may include a combination of different 

fabrication technologies. For example, dental model may be three-dimensionally printed 

with a space for a die, and the die may be milled of a different material for use in 

subsequent processing steps. Thus, the term "fabrication" as used herein is intended to 

refer to any suitable fabrication technology unless a specific fabrication technology is 

explicitly identified, or otherwise clear from the context. A number of specific 

fabrication examples are discussed below in greater detail. 

[0083] As shown in step 310, a prosthetic or other dental object may be 

returned to a dentist for placement into a patient's dentition. 

[0084] It will be appreciated that the above processes, as well as the methods 

and systems described below, may be realized in hardware, software, or any combination 

of these suitable for the data acquisition, modeling, and fabrication technologies 

described herein. This includes realization in one or more microprocessors, 

microcontrollers, embedded microcontrollers, programmable digital signal processors or 

other programmable devices, along with internal and/or external memory. The may also, 

or instead, include one or more application specific integrated circuits, programmable 

gate arrays, programmable array logic components, or any other device or devices that 

may be configured to process electronic signals. It will further be appreciated that a 

realization may include computer executable code created using a structured 

programming language such as C, an object oriented programming language such as 

C++, or any other high-level or low-level programming language (including assembly 

languages, hardware description languages, and database programming languages and 

technologies) that may be stored, compiled or interpreted to run on one of the above 

devices, as well as heterogeneous combinations of processors, processor architectures, or 

combinations of different hardware and software. At the same time, processing may be 

distributed across devices such as a camera and/or computer and/or fabrication facility 
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and/or dental laboratory in a number of ways or all of the functionality may be integrated 

into a dedicated, standalone device. All such permutations and combinations are 

intended to fall within the scope of the present disclosure. 

[0085] It will also be appreciated that means for performing the steps associated 

with the processes described above may include any suitable components of the image 

capture system 100 described above with reference to Fig. 1, along with any software 

and/or hardware suitable for controlling operation of same. All such realizations and 

means for performing the processes disclosed herein are intended to fall within the scope 

of this disclosure. 

[0086] Fig. 4 shows a generalized process for working with digital dental 

models using the tools described herein, and more particularly for preparing a model for 

use in fabrication of a dental restoration such as a crown. 

[0087] In a user interface, command line interface, or the like, a user such as a 

dental technician may select a model from a work queue of digital models, as shown in 

step 402. This may be, for example, a queue stored on a local system, or a queue stored 

at a remote location accessible through a web-based portal for dental laboratories or other 

dental professionals. It will be understood that while a queue generally includes any 

system for distributing modeling projects to one or more users on a systematic bases such 

as a file server, content management system, or the like, the digital dental models and 

accompanying data may also be represented simply as a file ( or group of files) located in 

a local computer directory or a file ( or group of files) received over a network. The 

model may include, for example, relevant scans such as a digital dental impression 

acquired before and after a dentist's preparation of a tooth surface for a restoration. 

Other information may also be usefully included, such as dental prescription information 

to guide the user and video data acquired during the scan(s) used to obtain the digital 

dental impression. This latter data may be used, for example, as an aid to margin 

marking as described in greater detail below. 

[0088] After selection of a particular model, a user may mark dies within the 

model, as shown in step 404. In general, separation into dies permits easier handling of 

the operative tooth or teeth during subsequent physical ( and digital) processing, and the 

individual dies will be manufactured as separate pieces for use in a dental laboratory. 
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Cutting into dies may include presenting the model to a user along with tools for the user 

to control display (e.g., rotational orientation, zoom, pan, etc.) of the model and tools for 

the user to define one or more dies within the model. In one embodiment, a die cutting 

tool may permit the user to define vertical planes through a model at locations that 

separate teeth of an arch. An example of this operation is depicted in Figs. 5-6 below. 

[0089] After a model has been separated into dies, a user may mark margins for 

restorations as shown in step 406. A user may be prompted to identify one or more dies 

that require margin marking. Once one or more dies have been specified, a user interface 

may present a three-dimensional rendering of one of the specified dies, and may provide 

a graphical tool for marking points along an intended margin within the user interface. 

Again, the interface may include tools for controlling display of the model, such as 

rotational orientation, zoom, pan, and so forth, so that a user can conveniently navigate 

around the model during marking. A margin marking tool in the interface may permit 

selection of points along a surface of the model, and may form a margin line through any 

suitable algorithm for joining the points into a continuous, closed loop on the tooth 

surface. The tool may permit an addition of points, a deletion of points, and/or a 

movement of points. The tool may also permit selection and/or de-selection of points for 

group operations such as joining into a margin line, deleting, moving, and so forth. A 

number of useful interface features to assist with margin marking are described in greater 

detail below. 

[0090] Once the margins have been marked, the dies may be ditched as shown 

in step 408. In general, this operation entails removal of portions of the die(s) below the 

margin line to permit easier identification of the margin line during subsequent handling 

steps. Ditching may be automated by processing the model to remove material below the 

margin line ( or reshape the surface where a surface-only representation of the model is 

used). Manual ditching may also be supported through user interface tools that permit 

removal of model material. A combination of automated and manual techniques may 

also be employed. 

[0091] Once the die has been cut, the margin has been marked, and the model 

has been ditched, the model may be saved for further processing as shown in step 410. 

The user may then return to the work queue to select another model as shown in step 402. 
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More generally, the model and its various parts ( e.g., the dies) may be stored at any stage 

of processing so that a user may save any current work and return to the saved project at a 

later time. While not specifically depicted, it will be appreciated that a user may select a 

new model from the work queue (step 402) before completing a previously selected 

model, so that the user can maintain any number of models at various stages of 

completion according to scheduling demands, personal preferences, or any other criteria. 

[0092] It will be understood that the operations described above may be 

distributed among a number of locations involved in a digital dental workflow. For 

example, models may be originally created by a dentist using a digital scanner such as 

any of the scanners described above. The scanned model may be transmitted over a data 

network (along with prescription information and any other useful data) to a central 

repository that stores scan data and provides a secure interface for downstream users. 

Models may be selected from the repository in work queue fashion as described above by 

a dental technician at a dental lab or other facility, and the dental technician may cut and 

mark the models as appropriate. The technician may then apply any suitable ditching, or 

the cut and marked model may be returned to the central repository or some other post­

processing location for automated ditching. Once returned to the central repository, the 

dies, prescription, and other data may be provided ( again through a secure interface) to a 

rapid fabrication facility which may manufacture corresponding dental objects and 

forward them to a dental laboratory for finishing. While this is one example of a 

workflow that usefully distributes processing steps according to competence and 

capabilities, it will be understood that numerous other arrangements are possible, and 

may usefully be employed within the scope of the systems and methods described herein. 

[0093] In one aspect, the methods described above may be employed to prepare 

models for rapid fabrication or the like, resulting in the fabrication of a physical model 

from a digital model of a die that has been cut, marked (on the margin), and ditched as 

generally described above. This in one aspect, a method described herein includes 

selecting a digital dental model; cutting at least one die from the digital dental model to 

provide a die model; marking a margin on the die model to provide a marked model; 

ditching the marked model to provide a ditched model; and fabricating a physical model 

from the ditched model. The method may include transmitting the ditched model to a 
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remote data repository, to a dentist for review, or to a rapid fabrication facility for 

creation of the physical model. 

[0094] Figs. 5 and 6 depict a graphical die cutting operation that may be 

employed in a user interface for handling digital dental models. As shown in Fig. 5, a 

model 502 such as a scan of a dental arch may be graphically depicted in a user interface 

500 by rendering the model 502 from a desired perspective. It will be understood that 

while a single arch is depicted, the model 502 may include multiple arches, including 

opposing arches, or may include a portion of an arch such as one or more teeth of 

interest. As shown in Fig. 6, a graphical tool may permit a user to specify one or more 

cuts 602 within the model 502 to segment the model into one or more sections 604, 

including one or more dies or individual teeth, also known as operative teeth (for a 

restoration such as a bridge, a die may include more than one tooth). Each section 604 

may then be individually processed as appropriate. While the cuts 602 are depicted as 

lines through an appropriately oriented model, the graphical cutting tool may employ a 

number of different techniques for segmenting the model 502 including lines (which 

might define vertical planes), planes, or the like. Where planes are used to define 

sections 604 of the model 502, a tool may provide any suitable graphical representation 

of the planes within the user interface, and may permit a user to add, remove, or 

reposition the planes. The tool may also, where appropriate, permit a user to skew the 

planes off vertical to achieve a desired segmentation of the model 502. It will be 

understood that cutting a digital dental model into segments such as dies may be 

performed using a number of user interface tools, and may be digitally represented using 

a number of techniques. For example, the model may be separated into a number of 

separate surface models for each segment of the original model, or the cut planes used to 

define the segments may be associated with the original model to represent various 

sections thereof. Any techniques suitable for digitally representing the segmentation of 

the original model into a number of segments such as dies may be used with the systems 

and methods described herein. 

[0095] Fig. 7 depicts a graphical margin marking operation that may be 

employed in a user interface for handling digital dental models. As shown in Fig. 7, a 

model 702 such as a die from one of the digital dental models described above may be 
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graphically depicted in a user interface 700 by rendering the model 702 from a desired 

perspective. A margin line 704 may be created within the model 702 by selecting one or 

more points 706 on a surface of the model 702 (where a restoration is to meet the 

prepared tooth surface) and joining the points 706 in a continuous closed loop of the 

margin 704. The user interface 700 may provide tools for controlling a perspective or 

point of view for rendering the model 702, such as for rotating, panning, zooming, and 

the like. In the following description, terms such as perspective and point of view are 

used interchangeably to refer to data describing a position and orientation from which a 

subject is being viewed. In three dimension space, this typically includes x, y, and z 

coordinates as well as rotational orientation on three axes. The user interface 700 may 

also provide tools for manipulating the points 706, such as for creating, deleting, or 

moving points, as well as for selecting and/or de-selecting points for group operations 

such as a move or delete. The tool(s) may include an undo feature for undoing one or 

more previous operations. The points 706 may be jointed automatically or manually, or 

some combination of these, such as through a tool in the interface 700 that automatically 

interconnects all points not joined manually, or a tool that suggests a next point based 

upon extrapolation or interpolation of existing points. The margin line 704 may be 

represented as a line, a set of line segments, a set of points, or any other suitable data set, 

which may be defined in a coordinate system of the model 702 (and by extension, in a 

coordinate system of the model of Pigs. 5 and 6, or any other digital model from which 

the operative tooth model was obtained). In general, while two-dimensional user 

interfaces are depicted in these drawings, the user interface 700 of the systems and 

methods described herein may employ any suitable two-dimensional or three­

dimensional rendering techniques, including the various stereoscopic three-dimensional 

interfaces described herein. 

[0096] Fig. 8 depicts a graphical ditching operation that may be employed in a 

user interface 800 for handling digital models. Once a margin line 802 has been defined 

for a die 804, ditching the die may be manually or automatically performed to provide a 

tooth base 806 for convenient handling of the resulting physical model used by a dental 

laboratory to create a restoration, and to make the margin line more readily visible in 

digital and physical models. With a properly specified margin line 802, ditching of the 
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die is amenable to a high degree of automation. The user interface 800 may nonetheless 

provide tools for specifying various ditching parameters ( depth, amount of material 

removal, etc.) and for inspecting the resulting ditched die. The user interface 800 may 

also provide tools for manually ditching, and/or for refining an automatically ditched die. 

Where highly detailed dental models are used, processes such as automated ditching may 

be advantageously performed at a digital data center such as the remote data repository 

described above. 

[0097] Fig. 9 illustrates an automated margin marking technique. One useful 

technique for automated margin marking employs a direct comparison of a tooth surface 

before and after preparation for a restoration. As depicted in Fig. 9 in a cross-sectional 

view, a model of a tooth surface before preparation for a restoration 902 may be 

registered with a model of a tooth surface after preparation for the restoration 904, where 

the pre-prep model 902 includes the volume of the post-prep model 904, as well as 

additional tooth structure. A line 906 formed on an exterior edge of the registered models 

( only two points on this line are visible in Fig. 9 at the left and right edges of the cross 

section) defines the margin line for the prepared tooth surface. The line 906 may be 

algorithmically identified using a Boolean XOR of the surfaces or volumes of the 

registered models, or using any of a number of other suitable edge finding techniques. 

[0098] For example, contour evaluation may be applied to algorithmically 

identify the margin on the post-prep model 904 ( or an associated pre-prep model) in 

three-dimensions. Similarly, edge finding techniques may be applied to still video 

images, with the results mapped to the three-dimensional model using, for example, the 

techniques described herein. In another embodiment, two-dimensional and three­

dimensional techniques may be used in conjunction with results averaged or otherwise 

combined to derive a single margin line. In a semi-automated embodiment, image-based 

and model-based techniques may be separately applied, and a user may be permitted to 

select which result is used for a margin line, or the user may be permitted to select 

portions of the margin line from each result. 

[0099] Fig. 10 shows a user interface for visually-assisted margin marking. A 

number of the processes described above are relatively straightforward and amenable to 

automated or computer-assisted modeling techniques. However, margin marking 
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presents particular difficulties due to the likely presence of gross errors in a digital 

surface scan of dentition resulting from blood, saliva, or displaced soft tissue around the 

critical scan areas for a margin. The following interface addresses these difficulties by 

supplementing a display of a three-dimensional model with video images obtained during 

a scan. This interface is particularly suited to video-based scanning techniques such as a 

multi-aperture camera that includes a center channel for capturing video, as described 

generally above. 

[00100] The user interface 1000 may include, for example, a video image 

window 1010, a cross-sectional view window 1020, a model view window 1030, and a 

video control window 1040. One or more of these windows 1010-1040 may be 

stereoscopically rendered, or otherwise displayed in three-dimensions using available 

data such as the three-dimensional model, video image pairs, and/or sequences of images 

that can be warped to provide suitable stereo image pairs. The model view window 1030 

and the cross-sectional view window 1020 employ two-dimensional rendering based 

upon a three-dimensional model, so stereoscopic rendering in these windows is a 

relatively straightforward application of known stereoscopic techniques. Where a multi­

aperture or multi-camera image sequence is provided, the still image in the video image 

window 1010 may also be stereoscopically rendered based upon depth information 

encoded in stereo image pairs or the like. In one aspect, this stereoscopic image may be 

synthesized based upon a center channel image (where available), the reconstructed 3D 

model, and a camera model that provides mappings between image and object space. In 

one aspect, a user may switch between an originally acquired stereo image pair and the 

synthesized stereoscopic image to permit qualitative evaluation and/or validation of the 

three-dimensional digital model. 

[00101] The video image window 1010 may display a still image from a video of 

a subject. The video may have been acquired during a three-dimensional scan, such as 

from a center channel of a multi-aperture camera, or from a video camera in a nearby, 

fixed, and known location relative to a scanning device. In general, a variety of handheld 

scanners are know that employ a variety of techniques for obtaining three-dimensional 

images including structured light or laser techniques, time-of-flight techniques, single­

camera video techniques, multi-camera. multi-aperture, or split-pupil video techniques, 
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and so forth. Although there are exceptions, these techniques largely rely on three­

dimensional reconstruction algorithms that either require camera path data as an input or 

derive camera path data during processing of scan data. In other words, for each video 

image obtained during a scan, there is a substantially corresponding, known, concurrent 

camera position that includes camera position and rotational orientation relative to a 

subject being scanned. Thus for a still image displayed in the video image window 1010, 

a perspective or point of view of the scanner on the image content -- in this case, the 

subject is a prepared tooth surface - can be determined. This information is useful for 

synchronizing views with the perspective view window, as will be described in greater 

detail below. Where non-video scanning techniques are employed, data may be 

supplemented with concurrent two-dimensional video that provides still images to 

supplement margin marking and other procedures as generally described herein. 

[00102] Orientation information may be usefully displayed within (or otherwise 

in association with) the video image window 1010. For example, to assist a user with 

orientation of the image within the context of dentition, the video image window 1010 

may display a viewpoint (e.g., buccal, lingual, distal, mesial, etc.) and/or distance of the 

current image, any of which may, as noted above, be determined from the scanner 

position data obtained during a scan. Further, a user control may be provided for direct 

selection of orientation. For example, a user may textually or graphically select an 

orientation for which a view of the current tooth or tooth surface is desired. The user 

interface may responsively select an image that contains an orientation of the subject 

matter that most closely corresponds to the selected orientation and display this image in 

the video image window 1010. In addition, the video control window 1040 described 

below may be responsively updated, such as be selecting a group of thumbnail images 

1042 having a variety of different perspectives on the tooth surface selected, or a number 

of predetermined closely adjacent orientations. 

[00103] In another aspect, a variety of image enhancement techniques may be 

applied to the working image(s) displayed in the video image window 1010 to enhance 

visual quality of the displayed image. For example, the display may employ locally 

adaptive contrast enhancement or contrast limited adaptive histogram equalization, or any 

other suitable techniques. The display may also, or instead, employ other information 
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such as distance from a light source or information available from a corresponding three­

dimensional model to control color, intensity, and the like for improved visual display of 

the still video image(s). Pseudo-coloring may also be employed advantageously, such as 

by shading an area around a margin or accenting areas of high spatial contrast. It will be 

understood that the image enhancement techniques described herein may be employed to 

assist margin marking or other dental operations as well as during or immediately after a 

scan as an aid to video review by the scan operator. 

[00104] As described below, in one aspect the system operates to synchronize a 

viewpoint or perspective of a subject in the video image window 1010 and the model 

view window 1030. A number of techniques may be employed in order to maintain 

consistent visual information among the various windows of the user interface 1000. For 

example, the video image may be undistorted to more closely match depth information 

apparent in a stereoscopically rendered three-dimensional model. In one embodiment, 

the three-dimensional model accurately reflects the physical, three-dimensional 

counterpart and incorporates any calibration data, camera parameters, distortion models, 

and the like, so the preferred technique would be to undistort the video image accordingly 

for display. As a significant advantage, this approach permits a simple pinhole projection 

characterization of the mapping between the video image space and the digital model 

space, which can significantly reduce computation time for mappings between the two 

representations. However, it is possible and may be desirable in certain cases to distort 

the three-dimensional model to spatially correspond to the stereoscopically rendered 

video image. In either case, spatial correspondence may generally be achieved by 

mapping data across the camera model, calibration data, and the like used to create the 

three-dimensional model from the video data. This adjustment may include a distortion 

model for the camera system, which may account for x, y, and/or z dependent distortion 

in one or more channels of the camera system, as well as scene parameters such as 

viewing angle and the like. 

[00105] Other techniques for conforming images in the various displays include 

adaptations of the still image display to a perspective selected in the model view, such as 

by texture mapping of video data onto the model, or warping, combining or otherwise 
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processing existing image pairs to synthesize a perspective corresponding to the model 

view. 

[00106] A number of points 1012, which may be user-positioned points or 

computer-positioned points, define some or all of a margin line 1014 ( a partial margin 

line is illustrated by way of example and not limitation) within the video image window 

1010. Points 1012 may be controlled with a user interface tool such as a cursor, along 

with any drop down menus, lists, scroll bars, keystrokes, or other controls suitable for 

adding, deleting, and moving points 1012. In addition, points 1012 may be selected or 

de-selected for group operations such as joining a group of points (to form some or all of 

a margin), moving a group of points, deleting a group of points, or adjusting a group of 

points to create a smoother margin line, or to algorithmically move points to more likely 

margin positions based upon curvature analysis, data concerning an unprepared tooth 

surface, or any other available information in combination with various techniques 

known in the art. Other more processing-intensive functions may also be provided, such 

as recommending a point location within a region around a current cursor position, 

completing the closed loop of a margin line based on one or more user-selected points, or 

looking for possible outliers in a current point set that defines a margin line. Where the 

video image window 1010 is stereoscopically rendered, a three-dimensional cursor may 

also be provided to accommodate user navigation within the rendered three-dimensional 

space. The three-dimensional cursor may be similarly employed in any of the windows 

1010, 1020, 1030, 1040 that employ stereoscopic or other three-dimensional rendering 

techniques. 

[00107] A number of useful features may be incorporated into a three­

dimensional cursor. For example, the three-dimensional cursor may effectively behave 

as if it were attached to the surface of the imaged model ( or stereoscopic video image) so 

that user motions (such as with a mouse) in a two-dimensional plane are projected onto 

the corresponding image locations relevant to the surface of the stereoscopically rendered 

image in the stereoscopic coordinate system. This technique works well with the systems 

described above where the video and model displays contain projections with unique 

surface locations for each screen location (such as a pixel or the like). However, in 

certain embodiments, additional three-dimensional functions may be provided that are 
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not attached to the projected surface. This may include, for example, validation of the 

model and/or stereo images, editing the model based upon the stereo video images, and 

so forth. In such instances, an additional control such as a mouse scroll wheel may be 

employed to provide an additional degree of freedom for user input. 

[00108] While three-dimensional input may permit unconstrained cursor 

movement within the stereoscopically rendered three-dimensional space, the third user 

input ( e.g., scroll wheel) may also be further adapted for use with the margin marking 

operations described herein. For example, using the interface, tools, and three­

dimensional cursor described herein, a user may directly edit the digital model in the 

model view window 1030, such as to create better agreement between video images and 

the three-dimensional model. There may be numerous reasons for such an edit. For 

example, with reference to the video, a user may identify artificial objects in a field of 

view such as cord, saliva, blood, and so forth. As another example, the video-based 

stereoscopic rendering and the model-based stereoscopic rendering may appear different. 

This may occur where, for example, the stereoscopic video is derived directly from image 

pairs obtained during a scan, while the model is derived using a camera model ( e.g., 

camera parameters, calibration data, distortion data, and the like). A user may address 

these variations by selecting a point on the stereoscopically rendered surface of the model 

(or the video image) and moving the point freely in three dimensions. For example, the 

scroll wheel may control movement of the surface point in the z-axis of the screen, or in a 

direction normal to the surface. Further a user may control the extent to which 

surrounding points follow the movement. This technique may also be employed to 

sharpen the margin where the margin on the model appears overly rounded, or otherwise 

deviates from the margin depicted in the video image (or temporally adjacent images that 

provide clearer visual content). In one aspect, these tools permit direct manipulation of 

the digital model and/or stereoscopically rendered video image. In another aspect, these 

tools enable validation of the digital model by direct comparison to the source image 

data. In either case, the user-provided model revisions may be used to revise the 

mapping of the model to the video image so that the user's changes are retained 

throughout any subsequent model operations. Another useful application is to segment 
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individual teeth where the model appears to physically couple or bridge adjacent teeth 

across an interproximal gap. 

[00109] The cross-sectional view window 1020 may be included within the user 

interface 1000 to assist a user in identifying contours of a tooth surface, and in particular 

for more accurate manual location of a margin. Cross-section view: this view shows the 

cross-section of the currently selected edit area point to help identify high curvature 

areas. The window 1020 may display one or more of a cross-section 1022 of a subject, 

such as at a current edit point 1024 (which may be any of the points 1012 displayed in the 

video image window 1010), or a perspective of the digital model 1026 beginning at a 

planar cross-section that includes the current edit point 1024, or some combination of 

these. The orientation of the planar cross-section through a subject may vary, although 

for purposes of discriminating contours, an orientation having the steepest or most varied 

slope may suitably be selected. A plane normal to the margin line may also be usefully 

employed. Points such as the current edit point 1024 or other points of the margin line, 

and changes thereto, may be synchronized with points displayed in the video image 

window 1010 and/or the model view window 103 as generally described above. 

[00110] The model view window 1030 may be included within the user interface 

1000 to provide a margin marking environment based more closely on three-dimensional 

data in the digital model 1032 of a subject. The model view window 1030 may provide a 

two-dimensional or three-dimensional rendering of the digital model, along with tools 

and/or controls such as those described above for adding, deleting, or otherwise 

manipulating points 1034 and/or groups of points to mark a margin line 1036 on a tooth 

surface. As noted above, each change to a point 1034, along with resulting changes to 

the margin line 1036 may be used to update display of the points and/or margin line in 

other windows 1010, 1020, 1040 of the user interface 1000. 

[00111] The video control window 1040 may be included within the user 

interface 1000 to provide for user selection of a still image for display in the video image 

window 1010, or more generally for navigating within a video stream captured by the 

camera system. Using the video control window 1040, a user may navigate within the 

video sequence as appropriate to create, inspect, and validate a margin line. The video 

sequence may be a video sequence from a camera system used to obtain three-
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dimensional data for a scan subject, or from a related camera having a substantially 

known relationship relative to the camera system and/or scan subject. 

[00112] In one embodiment, the controls may include a number of thumbnail 

images 1042 showing images from various camera locations during a scan. Other visual 

cues may be provided with the thumbnail images 1042. For example, an arrow 1044 or 

other highlighting feature may be provided to illustrate which of the thumbnail images 

1042 contain surface area visible in the model view window 1030, or which of the 

thumbnail images 1042 contain visible portions of the margin line. Thumbnail images 

1042 may also or instead by displayed with orientation information. For example, the 

thumbnail images 1042 may provide orientation details ( e.g., buccal, lingual, distal, 

mesial) or distance by providing annotations using text, icons, or other visual cues 

contained with or displayed adjacent to each thumbnail. A current video image displayed 

in the video image window 1010 may also be identified using highlighting 1046 or other 

visible indicia. While the current image is depicted at a left-hand side of the window 

1040, the current image may instead be positioned at the center of the thumbnail images 

1042 or any other suitable location. It will be appreciated that thumbnail images 1042 

may in general be selected and/or grouped according to relevance in order to assist a user. 

For example, thumbnail images 1042 may be selected to provide a variety of views of a 

current tooth, or of a portion of a margin line currently being edited. Where a dentist ( or 

other scanner) has identified a number of teeth, grouping the thumbnails so that only 

images of the current tooth may be particularly helpful to a downstream technician. 

[00113] While a one-dimensional thumbnail array is depicted in Fig. 10, it will 

be understood that numerous other techniques are known in the art for video timeline 

control and may be suitably employed with the systems described herein. By way of 

example and not of limitation, the video control window 1040 may display a two­

dimensional array (i.e., 2 x 5, 3 x 5, or any other suitable dimensions). The window 1040 

may also, or instead, include a slider or other control for user navigation along an entire 

video sequence. In another aspect, the thumbnail images 1042 may be temporally 

adjacent frames of video data, or may be spaced apart at suitable intervals such as every 

fifth frame of data, tenth frame of data, or the like. The thumbnail images 1042 may also, 

or instead, include synthesized images from a variety of viewpoints useful for margin 
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marking. These and other variations may be usefully employed within the video control 

window 1040 described herein. 

[00114] In one aspect a perspective or point of view may be synchronized 

between the video image window 1010 and the model view window 1030. For example, 

a user may operate controls within the video control window 1040 to select a video image 

for display in the video image window 1010. In response to selection of a video image of 

a subject, the model view window 1030 may render the subject (based upon a digital 

model of the subject) from the same point of view or perspective. To this end, position 

data for the scanner/camera, such as x, y, and z position (in any coordinate system 

referenced to the subject) and rotational orientation, may be obtained from data acquired 

during the scan. This position data may then be employed to render the digital model 

appropriately. 

[00115] A user may also or instead control the perspective of the digital model in 

the model view window 1030 as generally described above. In this case, the video image 

window 1010 may be updated to provide a video image more closely corresponding to 

the user-selected perspective in the model view window 1030. A number of techniques 

may be suitable employed for synchronization from the model view window 1030 to the 

video image window 1010. For example, user controls for altering perspective in the 

model view window 1030 may be constrained so that a user can only move perspective 

along the camera path that was used to obtain the three-dimensional data. In this 

example, a limited ability to pan or zoom may be provided for variations in point of view 

that stay within the context of the current video image. In addition, the video image may 

be warped, re-sized, or otherwise manipulated to accommodate minor variations in 

rotational orientation or the like. As another example, a new video image may be 

selected for display in the video image window 1010 by finding a video image within the 

full video sequence ( or a portion of the full video sequence) that most closely 

corresponds to the user-selected viewpoint. This may be determined, for example based 

upon any suitable distance or other quantitative comparison between position and/or 

rotational orientation of a new user-select viewpoint and viewpoints associated with 

images within the video sequence. As another example, a new video image may be 

synthesized that nearly or exactly corresponds to the user-selected perspective using 
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various combinations of video data, camera system distortion models, three-dimensional 

digital model data, and any other available data. This may include, for example, mapping 

video texture data onto the three-dimensional model, or combining video data from a 

number of different video images, along with suitable warping, scaling, registration, and 

the like. 

[00116] In another embodiment, the system may provide unidirectional 

synchronization. That is, the model view may respond to a selection of a still image by 

rendering from the perspective of the selection. The model view may subsequently be 

manipulated to provide any suitable perspective for editing or validating a margin, while 

the still image in the video image window 1010 remains unchanged. The user may be 

provided with a reset control to return the model view to the perspective of the still 

image, and the model view may continue to respond to a new image selection by re­

rendering the model from the perspective of the new image. Thus views in the video 

image window 1010 may control rendering in the model view window 1030. However, 

altering perspective of the model view window 1030 has no effect on the still image 

displayed in the video image window 1010. 

[00117] In another aspect, display of the points 1012 in the video image window 

1010 may be synchronized with display of points 1032 in the model view window 1030. 

Thus a user manipulation of a point 1012 in the video image window 1010 may be used 

to update the same point 1032 in the model view window 1030, and a user manipulation 

of a point 1032 in the model view window 1030 may be used to update the same point 

1012 in the video image window 1010. It will be understood that in either case, a user 

may select a point in two dimensions ( corresponding to the user interface), with a three­

dimensional location of the point determined by projecting the x and y coordinate of the 

point on to a surface of the model or the still image. In either case, information about the 

camera system such as distortion models for camera channels may be employed to 

accurately transform spatial information for a point between the two windows 1010, 

1030. More generally, some or all of the windows 1010, 1020, 1030, 1040 may include 

tools for manipulating points and/or the margin line, with any changes updated 

throughout all of the windows. It will be appreciated that numerous other arrangements 

may be provided. For example, points and/or margin lines may optionally not be 
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displayed in the video control window 1040 or cross-sectional view window 1020. As 

another example, tools for controlling points may only be provided in one or two of the 

windows, such as the video image window 1010 and the model view window 1030. 

[00118] Using the user interface 1000 and tools described above, a wide array of 

iterative and/or interactive margin marking processes may be employed. By way of 

example and not of limitation, one such operation is now described. A user may initiate a 

margin marking process by selecting a thumbnail image 1042 in the video control 

window 1040 for display ( as a "working image") in a working area such as the video 

image window 1010. A user may then use a mouse to select points along a margin line in 

the video image window 1010. The margin marking system may receive these two­

dimensional selections through the user interface 1000 and correlate them to the three­

dimensional space of the three-dimensional model. Using location/rotation data for the 

selected image, the system may also render a corresponding view of the digital model in 

the model view window 1030, along with any corresponding points selected in the 

working area. A user may review point selections and a corresponding margin line in the 

model view window 1030. In addition, the user may manipulate the model view to 

provide any number of useful perspectives on the model for visual validation of the 

selected margin or points thereof. A user may then select another thumbnail to obtain a 

new working image, and continue iteratively until adequate points have been identified to 

derive a complete, closed loop margin line. 

[00119] In another aspect, tools may be provided for manipulating the digital 

model, either through interaction with the model in the model view window 1030, the 

video image in the video image window 1010, or a combination of these. For example, 

the three-dimensional cursor techniques described above may be more generally applied 

to address possible variations between a video image (based upon a single image pair) 

and a model view (based upon a composite of image pairs). The variations may result 

from image-to-image variations in subject matter clarity, or model-wide variations 

resulting from the synthesis of numerous different image pairs. In addition, the 

techniques described above may be used to correct errors originating with the person who 

originally operated the scanner. For example, where a flap of skin or the like obstructs a 

portion of a margin, or a particle or the like creates a discontinuity on the margin line, 
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these deficiencies may be addressed by extrapolating, interpolating, or otherwise 

synthesizing other available surface data either automatically, semi-automatically, or 

manually using the interactive model editing tools above. 

[00120] While the invention has been described in connection with certain 

preferred embodiments, other embodiments may be understood by those of ordinary skill 

in the art and are encompassed herein. 

Page 43 of 57 
-80-



EFS-Web 

CLAIMS 

What is claimed is: 

1. A method comprising: 
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63341US002 

creating a three-dimensional model from a sequence of image sets, each image set 

including a plurality of images of a subject, each one of the plurality of images captured 

from a different optical axis, the plurality of images including at least one video image; 

selecting a video image from the sequence of image sets, the video image 

containing a view of the subject from a perspective; 

displaying the video image in a user interface; and 

rendering the three-dimensional model in the user interface from the perspective. 

2. The method of claim 1 further comprising: 

selecting a different video image from the sequence of image sets, the different 

video image containing a second view of the subject from a second perspective; and 

rendering the three-dimensional model from the second perspective. 

3. The method of claim 2 wherein selecting a different video image includes 

receiving a user selection of one of a plurality of thumbnail images. 

4. The method of claim 2 wherein selecting a different video image includes 

receiving a user input from a video timeline control. 

5. The method of claim 1 wherein the perspective includes a three-dimensional 

viewpoint relative to the subject. 

6. The method of claim 1 wherein the perspective includes a distance from the 

subject. 
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7. The method of claim 1 wherein creating the three-dimensional model includes 

capturing a plurality of image sets with a multi-aperture video camera. 

8. The method of claim 7 further comprising capturing the video image from a 

center channel of the multi-aperture video camera. 

9. A computer program product comprising computer executable code embodied on 

a computer readable medium that, when executing on one or more computer devices, 

performs the steps of: 

creating a three-dimensional model from a sequence of image sets, each image set 

including a plurality of images of a subject, each one of the plurality of images captured 

from a different optical axis, the plurality of images including at least one video image; 

selecting a video image from the sequence of image sets, the video image 

containing a view of the subject from a perspective; 

displaying the video image in a user interface; and 

rendering the three-dimensional model in the user interface from the perspective. 

10. The computer program product of claim 9 further comprising computer 

executable code that performs the steps of: 

selecting a different video image from the sequence of image sets, the different 

video image containing a second view of the subject from a second perspective; and 

rendering the three-dimensional model from the second perspective. 

11. The computer program product of claim 10 wherein selecting a different video 

image includes receiving a user selection of one of a plurality of thumbnail images. 

12. The computer program product of claim 10 wherein selecting a different video 

image includes receiving a user input from a video timeline control. 

13. The computer program product of claim 9 wherein the perspective includes a 

three-dimensional viewpoint relative to the subject. 
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14. The computer program product of claim 9 wherein the perspective includes a 

distance from the subject. 

15. The computer program product of claim 9 wherein creating the three-dimensional 

model includes capturing a plurality of image sets with a multi-aperture video camera. 

16. The computer program product of claim 15 further comprising computer 

executable code that performs the step of capturing the video image from a center 

channel of the multi-aperture video camera. 

17. A system comprising: 

a creating means for creating a three-dimensional model from a sequence of 

image sets, each image set including a plurality of images of a subject, each one of the 

plurality of images captured from a different optical axis, the plurality of images 

including at least one video image; 

a selecting means for selecting a video image from the sequence of image sets, the 

video image containing a view of the subject from a perspective; 

a displaying means for displaying the video image in a user interface; and 

a rendering means for rendering the three-dimensional model in the user interface 

from the perspective. 

18. The system of claim 17 further comprising a second selecting means for selecting 

a different video image from the sequence of image sets, the different video image 

containing a second view of the subject from a second perspective, wherein the rendering 

means renders the three-dimensional model from the second perspective. 

19. The system of claim 18 wherein selecting a different video image includes 

receiving a user selection of one of a plurality of thumbnail images. 
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20. The system of claim 18 wherein selecting a different video image includes 

receiving a user input from a video timeline control. 

21. The system of claim 17 wherein the perspective includes a three-dimensional 

viewpoint relative to the subject. 

22. The system of claim 17 wherein the perspective includes a distance from the 

subject. 

23. The system of claim 17 wherein creating the three-dimensional model includes 

capturing a plurality of image sets with a multi-aperture video camera. 

24. The system of claim 23 wherein capturing a plurality of image sets includes 

capturing the video image from a center channel of the multi-aperture video camera. 

25. A method comprising: 

creating a three-dimensional model from a sequence of image sets, each image set 

including a plurality of images of a subject, each one of the plurality of images captured 

from a different optical axis, the plurality of images including at least one video image; 

rendering the three-dimensional model in a user interface from a perspective; 

selecting a video image from the sequence of image sets that contains a view of 

the subject most closely corresponding to the perspective; and 

displaying the video image in the user interface. 

26. The method of claim 25 wherein the subject includes dentition, the method 

including providing a tool for marking a margin of the dentition. 

27. The method of claim 25 further comprising receiving a user selection of a new 

perspective on the three-dimensional model and selecting a different video image from 

the sequence of image sets, the different video image containing a second view of the 
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subject from a second perspective; and rendering the three-dimensional model from the 

new perspective. 

28. The method of claim 27 further comprising providing one or more of a zoom 

control, a pan control, and a rotate control to receive the user selection 

29. The method of claim 25 wherein the perspective includes a three-dimensional 

viewpoint relative to the subject. 

30. The method of claim 25 wherein the perspective includes a distance from the 

subject. 

31. The method of claim 25 wherein creating a three-dimensional model includes 

capturing a plurality of image sets with a multi-aperture video camera. 

32. The method of claim 31 wherein capturing a plurality of image sets includes 

capturing the video image from a center channel of the multi-aperture video camera. 

33. The method of claim 25 further comprising selecting a plurality of video images 

from the sequence of image sets and synthesizing a composite video image that combines 

data from the plurality of video images to obtain the view of the subject. 

34. The method of claim 33 wherein the composite video image has a resolution 

higher than a resolution of any one of the plurality of video images. 

35. A computer program product comprising computer executable code embodied on 

a computer readable medium that, when executing on one or more computer devices, 

performs the steps of: 

creating a three-dimensional model from a sequence of image sets, each image set 

including a plurality of images of a subject, each one of the plurality of images captured 

from a different optical axis, the plurality of images including at least one video image; 
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rendering the three-dimensional model in a user interface from a perspective; 

selecting a video image from the sequence of image sets that contains a view of 

the subject most closely corresponding to the perspective; and 

displaying the video image in the user interface. 

36. The computer program product of claim 35 wherein the subject includes dentition, 

the computer program product including providing a tool for marking a margin of the 

dentition. 

37. The computer program product of claim 35 further comprising computer 

executable code that performs the steps of: 

receiving a user selection of a new perspective on the three-dimensional model; 

selecting a different video image from the sequence of image sets, the different 

video image containing a second view of the subject from a second perspective; and 

rendering the three-dimensional model from the new perspective. 

38. The computer program product of claim 37 further comprising computer 

executable code that performs the step of providing one or more of a zoom control, a pan 

control, and a rotate control to receive the user selection 

39. The computer program product of claim 35 wherein the perspective includes a 

three-dimensional viewpoint relative to the subject. 

40. The computer program product of claim 35 wherein the perspective includes a 

distance from the subject. 

41. The computer program product of claim 35 wherein creating a three-dimensional 

model includes capturing a plurality of image sets with a multi-aperture video camera. 
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42. The computer program product of claim 41 wherein capturing a plurality of image 

sets includes capturing the video image from a center channel of the multi-aperture video 

camera. 

43. The computer program product of claim 35 further comprising computer 

executable code that performs the step of selecting a plurality of video images from the 

sequence of image sets and synthesizing a composite video image that combines data 

from the plurality of video images to obtain the view of the subject. 

44. The computer program product of claim 43 wherein the composite video image 

has a resolution higher than a resolution of any one of the plurality of video images. 

45. A system comprising: 

creating means for creating a three-dimensional model from a sequence of image 

sets, each image set including a plurality of images of a subject, each one of the plurality 

of images captured from a different optical axis, the plurality of images including at least 

one video image; 

rendering means for rendering the three-dimensional model in a user interface 

from a perspective; 

selecting means for selecting a video image from the sequence of image sets that 

contains a view of the subject most closely corresponding to the perspective; and 

displaying means for displaying the video image in the user interface. 

46. The system of claim 45 wherein the subject includes dentition, the system 

including providing a tool for marking a margin of the dentition. 

47. The system of claim 45 wherein the selecting means includes means for receiving 

a user selection of a new perspective on the three-dimensional model and selecting a 

different video image from the sequence of image sets, the different video image 

containing a second view of the subject from a second perspective; and rendering the 

three-dimensional model from the new perspective. 
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48. The system of claim 47 wherein the selecting means includes means for providing 

one or more of a zoom control, a pan control, and a rotate control to receive the user 

selection 

49. The system of claim 45 wherein the perspective includes a three-dimensional 

viewpoint relative to the subject. 

50. The system of claim 45 wherein the perspective includes a distance from the 

subject. 

51. The system of claim 45 wherein the creating means includes means for capturing 

a plurality of image sets with a multi-aperture video camera. 

52. The system of claim 51 wherein the creating means includes means for capturing 

the video image from a center channel of the multi-aperture video camera. 

53. The system of claim 45 further comprising second selecting means for selecting a 

plurality of video images from the sequence of image sets and synthesizing a composite 

video image that combines data from the plurality of video images to obtain the view of 

the subject. 

54. The system of claim 53 wherein the composite video image has a resolution 

higher than a resolution of any one of the plurality of video images. 

55. A method comprising: 

creating a three-dimensional model from a sequence of image sets, each image set 

including a plurality of images of a subject, each one of the plurality of images in each 

image set captured from a different optical axis; 

displaying one of the plurality of images in a first window; 

rendering the three-dimensional model in a second window; and 
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synchronizing the first window and the second window to provide a common 

perspective on the subject. 

56. The method of claim 55 further comprising receiving a user selection of a 

different one of the plurality of images and rotating the three-dimensional model to 

maintain the common perspective. 

57. The method of claim 55 further comprising receiving a user selection of a 

different one of the plurality of images and translating the three-dimensional model to 

maintain the common perspective. 

58. The method of claim 55 further comprising receiving a user selection of a 

different one of the plurality of images and scaling the three-dimensional model to 

maintain the common perspective. 

59. The method of claim 55 further comprising receiving a user selection of a 

different perspective of the three-dimensional model and selecting a new one of the 

plurality of images to maintain the common perspective. 

60. The method of claim 55 further comprising receiving a user selection of a 

different perspective of the three-dimensional model and creating a composite video 

image from two or more of the plurality of images to provide a common perspective on 

the subject. 

61. A computer program product comprising computer executable code that, when 

executing on one or more computing devices, performs the steps of: 

creating a three-dimensional model from a sequence of image sets, each image set 

including a plurality of images of a subject, each one of the plurality of images in each 

image set captured from a different optical axis; 

displaying one of the plurality of images in a first window; 

rendering the three-dimensional model in a second window; and 
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synchronizing the first window and the second window to provide a common 

perspective on the subject. 

62. The computer program product of claim 61 further comprising computer 

executable code that performs the step of receiving a user selection of a different one of 

the plurality of images and rotating the three-dimensional model to maintain the common 

perspective. 

63. The computer program product of claim 61 further comprising computer 

executable code that performs the step of receiving a user selection of a different one of 

the plurality of images and translating the three-dimensional model to maintain the 

common perspective. 

64. The computer program product of claim 61 further comprising computer 

executable code that performs the step of receiving a user selection of a different one of 

the plurality of images and scaling the three-dimensional model to maintain the common 

perspective. 

65. The computer program product of claim 61 further comprising computer 

executable code that performs the step of receiving a user selection of a different 

perspective of the three-dimensional model and selecting a new one of the plurality of 

images to maintain the common perspective. 

66. The computer program product of claim 61 further comprising computer 

executable code that performs the step of receiving a user selection of a different 

perspective of the three-dimensional model and creating a composite video image from 

two or more of the plurality of images to provide a common perspective on the subject. 

67. A system comprising: 
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creating means for creating a three-dimensional model from a sequence of image 

sets, each image set including a plurality of images of a subject, each one of the plurality 

of images in each image set captured from a different optical axis; 

displaying means for displaying one of the plurality of images in a first window; 

rendering means for rendering the three-dimensional model in a second window; 

and 

synchronizing means for synchronizing the first window and the second window 

to provide a common perspective on the subject. 

68. The system of claim 67 further comprising control means for receiving a user 

selection of a different one of the plurality of images and rotating the three-dimensional 

model to maintain the common perspective. 

69. The system of claim 67 further comprising control means for receiving a user 

selection of a different one of the plurality of images and translating the three­

dimensional model to maintain the common perspective. 

70. The system of claim 67 further comprising control means for receiving a user 

selection of a different one of the plurality of images and scaling the three-dimensional 

model to maintain the common perspective. 

71. The system of claim 67 further comprising control means for receiving a user 

selection of a different perspective of the three-dimensional model and selecting a new 

one of the plurality of images to maintain the common perspective. 

72. The system of claim 67 further comprising control means for receiving a user 

selection of a different perspective of the three-dimensional model and creating a 

composite video image from two or more of the plurality of images to provide a common 

perspective on the subject. 

73. A method comprising: 
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displaying a three-dimensional model of dentition from a perspective; 

providing a plurality of video images of the dentition; 

selecting one of the plurality of video images that shows the dentition from the 

perspective; and 

displaying the one of the plurality of video images in a user interface with the 

three-dimensional model as an aid to visually determining a margin of the dentition. 

74. The method of claim 73 further comprising displaying a margin on one or more of 

the three-dimensional model or the one of the plurality of video images. 

75. The method of claim 74 further comprising receiving a user modification of the 

margin and updating the display with a modified margin. 

76. A system comprising: 

a display having a window for displaying a three-dimensional model of dentition 

from a perspective; 

a camera providing a plurality of video images of the dentition; 

selecting means for selecting one of the plurality of video images that shows the 

dentition from the perspective; and 

a second window in the display for displaying the one of the plurality of video 

images as an aid to visually determining a margin of the dentition. 

77. The system of claim 76 further comprising margin display means for displaying a 

margin on one or more of the three-dimensional model or the one of the plurality of video 

images. 

78. The system of claim 77 further comprising margin modification means for 

receiving a user modification of the margin and updating the display with a modified 

margm. 
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79. A computer program product comprising computer executable code that, when 

executing on one or more computing devices, performs the steps of: 

displaying a three-dimensional model of dentition from a perspective; 

providing a plurality of video images of the dentition; 

selecting one of the plurality of video images that shows the dentition from the 

perspective; and 

displaying the one of the plurality of video images in a user interface with the 

three-dimensional model as an aid to visually determining a margin of the dentition. 

80. The computer program product of claim 79 further comprising computer 

executable code that performs the step of displaying a margin on one or more of the 

three-dimensional model or the one of the plurality of video images. 

81. The computer program product of claim 80 further comprising computer 

executable code that performs the step of receiving a user modification of the margin and 

updating the display with a modified margin. 
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[00121] Tools are described for preparing digital dental models for use in dental 

restoration production processes, along with associated systems and methods. Dental 

modeling is improved by supplementing views of three-dimensional models with still 

images of the modeled subject matter. Video data acquired during a scan of the model 

provides a source of still images that can be displayed alongside a rendered three­

dimensional model, and the two views (model and still image) may be synchronized to 

provide a common perspective of the model's subject matter. This approach provides 

useful visual information for disambiguating surface features of the model during 

processing steps such as marking a margin of a prepared tooth surface for a restoration. 

Interactive modeling tools may be similarly enhanced. For example, tools for margin 

marking may synchronize display of margin lines between the still image and the model 

so that a user can interact with either or both of the visual representations, with changes 

to a margin reflected in both displays. 
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