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(57 ABSTRACT 
The drive systern comprises an annular member carry 
ing first engagement means which couple to second 
engagement means carried by drive motor means. The 
drive motor means are effective to rotate the annular 
member about an axis of rotation. Specific features of 
the invention include the use of hydraulic drive motor 
means operated through the use of a hydraulic system. 
The drive system also includes a pair of annular mem 
bers which cooperate with respect to each other in 
combination with drive motor means disposed adjacent 
to each of the annular members. A plurality of drive 
motors may be used in some of the particular combina 
tions and a single drive motor having a central pinion 
means and a satellite group of gears may also be used in 
conjunction with the drive motor means. 

86 Clains, 24 Drawing Figures 
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DRIVE SYSTEM FOR AMOVING MECHANISM 

BACKGROUND OF THE INVENTION 
This invention relates to a drive system which may be 

used in connection with numerous types of moving 
mechanisms. 
The use of a large diameter annular member or wheel 

to effect rotational movement is well known. In these 
prior art arrangements, however, it is necessary to use 
extremely large gear boxes to move heavy loads. Such 
heavy loads provide very large radial forces directly 
related to torque loads. The use of extremely large gear 
boxes requires extremely heavy equipment. 
The prior art use of large diameter bearings has been 

primarily for non-continuous applications. Continuous 
use of the large ring or annular member has not been 
effected. Practical limits on radial force, torque, and 
horsepower requirements exist at peripheral speeds 
associated with 40 revolutions per minute. Based upon 
these requirements, under certain applications, such as 
in a cableway, a gear box of from 4 to 10 tons in weight 
must be used requiring special construction and ex 
tremely large cost. Smaller gear boxes are simply not 
able to handle the radial forces associated with such an 
annular member. 

Related prior art equipment uses the extremely large 
gear box as a transmission with a hydraulic system inter 
connected therewith. There presently is a need for spe 
cial equipment to operate a direct current electrical 
system. 

Spanish Pat. Nos. 422,314 issued July 21, 1975 and 
433,238 issued Sept. 4, 1975, describe generally the 
background related to the drive system as disclosed 
herein. Particularly with respect to the latter Spanish 
disclosure, there are problems associated with the oper 
ation of such a cableway. Inherent load problems are 
associated with the charge or passenger load being 
moved up and down an inclined surface. These include 
problems associated with breaking of a cableway for the 
purpose of stopping a downhill charge. 

PURPOSE OF THE INVENTION 

The primary object of this invention is to provide a 
drive system which inherently overcomes prior art 
problems associated with drive systems using a rotatably 
mounted annular member. 
Another object of the invention is to provide a drive 

mechanism which is adaptable to a multiplicity of appli 
cations such as boat propellers, industrial rotative fur 
naces, cable drums for operating elevators, concrete 
pumps and trucks, and motive power for moving pas 
sengers and articles of all types. 
A further object of this invention is to provide a drive 

system incorporating the use of large diameter annular 
members which may be rotated in a continuous manner 
in one direction or another with the capacity of han 
dling all axial and radial forces associated therewith. 
A still further object of this invention is to provide a 

drive system having annular wheels which may be 
freely rotatable or driven and being operational under 
extremely variable conditions. 
Yet another object of this inventon is directed to a 

drive system which enables the application for effecting 
transportation of elements like chairs, mill-hoppers, 
boxes, passenger cabins and continuous belt means for 
effecting operation of a continuous loading and unload 
ing capability. 
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2 
A further object of this invention is to provide a drive 

system which will enable the construction of a bi-mono 
cable cableway including two parallel endless cables set 
in parallel wherein each of the cables has both the trac 
tor and carrying functions. 

Still a further object of this invention is to provide a 
drive system which may be used to establish a bi-mono 
cable cableway wherein both the cables may be oper 
ated in perfectly synchronized fashion so that transport 
mechanisms may be adequately supported and moved 
therealong through the use of transport frame means 
that are pivotally mounted with respect to the cables. 

SUMMARY OF THE INVENTION 
The invention as disclosed herein is directed to a 

drive system comprising an annular member carrying 
first engagement means and being rotatably mounted. A 
plurality of drive motor means is disposed in spaced 
relationship with respect to each other along the cir 
cumference of the annular member. Second engage 
ment means located on the drive motor means couple 
with the first engagement means. All of the drive motor 
means are operated simultaneously to rotate the annular 
member about an axis of rotation. 
Another feature of the invention is the use of a pair of 

annular members wherein each of the annular members 
are constructed as noted immediately hereinabove. 
Drive motor means are disposed adjacent to each of the 
annular members and carry second engagement means 
which couple to the first engagement means. The drive 
motor means are operated in such a manner as to move 
each of the annular members synchronously about a 
common axis of rotation. 
A further feature of the invention is the use of hy 

draulic drive motors in combination with a hydraulic 
system providing a common hydraulic pressure source 
to each of the hydraulic drive motors thereby obtaining 
common drive forces. The drive motors are in parallel 
hydraulic connection with respect to each other. The 
use of a hydraulic system provides a desired delayed 
braking of a downhill charge cableway. There is both a 
dynamic braking and a security braking incorporated 
with the hydraulic system of this invention. An advan 
tage of this invention is that the entire system may be 
operated through the use of a standard squirrel-cage 
electric motor. The nature of the flow within the hy 
draulic system is extremely slow, i.e., 5 meters per sec 
ond. The hydraulic fluid is operating under an ex 
tremely high pressure of about 3,000 to 5,000 pounds 
per square inch. 
A further feature of the invention is the fact that the 

hydraulic system may be operated in a completely 
closed circuit. Over-the-counter items such as variable 
speed axial piston motors and pumps may be used in the 
combination being disclosed herein. Standard planetary 
gear boxes may be used in combination with the hy 
draulic motors. Thus, maintenance cost and time for 
repairs are held at an absolute minimum through the use 
of the combination of structural elements set forth 
herein. There is a real control on speed, acceleration, 
and bracking independent of any operator. An electric 
controller for hydrostatic drives is used thereby elimi 
nating the disadvantages of the prior art manual sys 
tems. A variable displacement pump is used in combina 
tion with the electric controller for hydrostatic drives. 
With the drive system of this particular application, it 

is possible to adopt the speed of each wheel or annular 
member independently to produce precisely the same 
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speed of travel in each cable of the bi-monocable cable 
way system disclosed herein. Each of the annular mem 
bers are driven with independent rotation. 

BRIEF DESCRIPTION OF DRAWINGS 
Other objects of this invention will appear in the 

following description and appended claims, reference 
being made to the accompanying drawings forming a 
part of the specification wherein like reference charac 
ters designate corresponding parts in the several views. 

FIG. 1 is an elevational view of a drive system made 
in accordance with this invention; 

FIG. 2 is an elevational view of another embodiment 
of a drive system made in accordance with this inven 
tion; 

FIG. 3 is a further embodiment of a drive system 
made in accordance with this invention; 
FIG. 4 is a sectional view taken along line IV-IV of 

FIG. 3; 
FIG. 5 is a fragmentary perspective view of the drive 

system of FIG. 4; 
FIG. 6 is a schematic elevational view of a cableway 

system made in accordance with this invention; 
FIG. 7 is a top plan view of the cableway system of 

FIG. 6; 
FIGS. 8-10 show three different embodiments of a 

stabilizing mechanism usable with a cableway system 
made in accordance with this invention; 

FIG. 11 is a side elevational view of one end of a 
chairlift cableway system made in accordance with this 
invention; 
FIG. 12 is a top plan view of the embodiment of FIG. 

11; 
FIG. 13 is a sectional view taken along line XIII-X- 

III of FIG. 11; 
FIG. 14 is an elevational view at the exit or egress 

end of the chairlift system shown in FIG. 11; 
FIG. 15 is a top plan view of the embodiment shown 

in FIG. 14; 
FIG. 16 is an end elevational view of the embodiment 

shown in FIG. 14; 
FIG. 17 is the drive station for a further embodiment 

of a cabin cableway system made in accordance with 
this invention; 
FIG. 18 is a top plan view of the embodiment of FIG. 

17; 
FIG, 19 is an end elevational view of the embodiment 

of FIG. 17; 
FIG. 20 is an elevational view of the remote end of 

the embodiment shown in FIG. 17; 
FIG. 21 is a top plan view of the embodiment shown 

in FIG. 20; 
FIG. 22 is an end elevational view of the embodiment 

shown in FIG. 20; 
FIG. 23 is a schematic hydraulic circuit diagram used 

in operating the drive system of this invention; and 
FIG. 24 is a further schematic hydraulic circuit dia 

gram for a drive system made in accordance with this 
invention. 

DESCRIPTION OF SPECIFIC EMBODIMENTS 
More specifically, referring to the drawings, FIG. 1 

shows a drive system, generally designated 10. Drive 
system 10 includes an inner annular or ring member 11 
carrying first engagement means which consist of gear 
teeth in this particular embodiment. A plurality of drive 
motors 12 include a pinion having gear teeth which 
mesh with the gear teeth of annular member 11. The 
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4. 
ring member 11 is rotatably disposed within the outer 
fixed annular member 13, All of the drive motors 12 
operate simultaneously to rotate the annular member 11 
about an axis of rotation. The gear teeth constituting the 
first engagement means are disposed along the entire 
inside circumferential surface of ring member 11. The 
circumferential surface is parallel to the axis of rotation. 
The gear teeth constituting second engagement means 
are disposed on a pinion member forming a part of the 
drive motors 12. A more detailed view of a similar 
relationship between a pinion and inner annular member 
is shown in FIG. 4. As is evident from the drawings and 
the description herein, each of the drive motors 12 are 
structurally independent with respect to each other. 
Additionally, it can be said that the pinion means associ 
ated with each motor 12 is structually independent with 
respect to each other. 

FIG. 2 discloses another embodiment wherein the 
drive system, generally designated 14, has a rotatably 
disposed outer annular member 15 carrying first en 
gagement means which couple with second engagement 
means associated with drive motors 16. Drive motors 16 
are disposed in spaced relationship with respect to each 
other along the outer circumference of annular or ring 
member 15. Ring member 15 is rotatably disposed about 
the fixed inner annular member 17. Again, first engage 
ment means consist of gear teeth disposed along the 
entire outer circumferential surface of ring member 15. 
The outer surface is parallel to the axis of rotation. The 
second engagement means constitute a pinion having 
gear teeth and disposed on each drive motor 16. As in 
the first embodiment, complete rotation of rotatably 
mounted ring member 15 is effected upon activation of 
the drive motors 16. 

Drive system 18, as shown in FIGS. 3 and 4, includes 
a rotatably mounted inner annular member 19 rotated 
by drive motor assemblies 20 which are fixedly disposed 
on the frame member 24. Bolts 31 extend through open 
ings 29 and fix outer ring member 25 to frame member 
24. Bolts 32 extend through openings 30 and fix inner 
ring member 19 to frame member 27. The frame 27 
constitutes a hub portion of a wheel 28 which is only 
partially shown in FIG. 4. Wheel 28 is a drive wheel in 
a cableway system which is a further feature of my 
invention described hereinbelow. 

Each drive motor assembly 20 includes a hydraulic 
drive motor 21, a planetary gear mechanism 22 and a 
pinion member 23. The inner circumferential surface of 
the annular member 19 includes gear teeth around its 
entire circumference. Pinions 23 have gear teeth which 
mesh with the gear teeth on ring member 19 to effect 
rotation thereof. The torque output of each of the hy 
draulic motors 21 is the same with respect to each other. 
The hydraulic motors 21 are standard off-the-shelf 
items. In the embodiment as shown, the motors 21 are 
known as fast rotating and have lower torque output. 
When using the smaller motors there is an advantage 
that the system is less expensive with respect to initial 
capitalization and maintenance. Planetary transmission 
and gear boxes 22 are used in combination to develop 
the amount of torque necessary to rotate ring members 
moving up to 300-ton loads. 
The type of annular bearing unit including stationary 

ring member 25 and inner annular gear ring 19 is 
known. A plurality of bearing members 26 are disposed 
therebetween so that ring member 19 rotates with re 
spect to ring member 25. A more detailed relationship 
existing in this type of ring unit is shown in FIG. 5. 
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Pinion 23 includes gear teeth 34 which mesh with gear 
teeth 35 disposed along the entire circumference of 
inner ring member 19. Openings 29 and 30 contain bolts 
31 and 32, respectively, in the assembled unit. 

In the known types of structure, there is a single 
bearing unit having a single drive pinion engaged there 
with which is driven by a motor. However, the single 
drive motor has not been found sufficient for applica 
tions involving continuous rotation of ring member 19 
with respect to fixed ring member 25. A further feature 
of the invention as described hereinbelow requires a 
continuous rotation at peripheral speeds associated with 
40 revolutions per minute. 

Unexpectedly, the desired results heretofore not 
available in the prior art are achieved by using a plural 
ity of hydraulic drive motors interconnected in parallel 
to a common source of hydraulic fluid pressure for 
operating the entire system. This relationship of a hy 
draulic system in combination with the use of a plurality 
of hydraulic drive motors produces a common drive 
force which has enabled the development of a bi-mono 
cable system which is completely operational. This is a 
completely new result which is totally unexpected as 
discussed hereinbelow. 
The bi-monocable system as disclosed herein consti 

tutes one embodiment of a conveying system which has 
been heretofore unavailable. Figs. 6 and 7 diagrammati 
cally show a typical bi-monocable cableway having a 
lower station 38 and an upper station 39. Lower station 
38 includes vertically disposed drive wheels 40 and 41 
with a counterweight system 46. The upper station 39 
includes wheels 42 and 43. Monocables 44 and 45 form 
endless, closed-loop conveyors supported at intermedi 
ate points by tower structures 47 and 48 having pulleys 
49. Counterweight system 46 includes counterweight 50 
and tension pulley 51. System 46 acts to maintain proper 
tension in cables 44 and 45. 
The bi-monocable cableway has been known since 

before the turn of the century. However, such a system 
has not been used because it has been virtually impossi 
ble to have the two separate cables operate simulta 
neously. Two basic problems exist with prior art sys 
tems. 

First, the drive wheels 40, 41, 42 and 43 cannot be 
built with absolutely the same diameter. Consequently, 
different distances are traveled by the endless loop con 
veyor extending therearound. The difference exists 
even if the pairs of wheels 40, 41, 42 and 43 are directly 
connected to each other by a common drive shaft. 

Secondly, prior art pairs of wheels cannot be driven 
at precisely the same speed. The peripheral speed has to 
be synchronized. Synchronized speed control of the 
drive wheels in a dual cable system has not been possi 
ble until now. An important feature of this invention is 
that the speed of each wheel is adapted independently 
with respect to each other to produce precisely the 
same speed of travel in each cable. That is, each drive 
wheel is rotated with independent drive means as dis 
closed herein. A separate hydraulic drive mechanism is 
used to drive each wheel in the pair of drive wheels 
through the use of a common source of hydraulic fluid 
pressure. The counterweight system used in combina 
tion with the new drive system compensates for the 
load charge on the cableway, temperature changes 
causing contraction and expansion, and wear due to 
operation. Positive tension is maintained in the cables so 
that they do not droop or sag over a continued period of 
use. These factors all directly affect the longitudinal 
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6 
structural characteristics of the endless loop cable con 
veyors. 

Horizontal symmetry of a dual cable system cannot 
be maintained in the prior art. That is, the lateral spac 
ing between the cables 44 and 45 changes, thereby caus 
ing derailment from pulleys 49 and the drive wheels 40, 
41, 42 and 43 in prior art systems. Furthermore, prior 
art dual cable systems cannot withstand the shock of 
high lateral winds. 
As a feature of this invention, stabilizing assemblies 

fix the horizontal distance between parallel cables 44 
and 45. In addition, the stabilizing mechanisms maintain 
the longitudinal alignment of cables 44 and 45 moving 
around the drive wheels disposed at the upper and 
lower stations of the cableway system. 
Three separate embodiments of stabilizing mecha 

nisms are shown in FIGS. 8 through 10. Each of these 
stabilizing assemblies may be associated with a person 
nel carrier or may operate separately. In any event, 
these stabilizing mechanisms are longitudinally disposed 
along the entire length of the cableway. 
FIG. 8 shows a stabilizing member 54, that is fixed at 

two locations at each end thereof to the cables 44 and 
45. The connection is conventional and generally re 
ferred to as a fixed-grip connection. The fasteners 55 are 
conventionally interwoven within the cable. Each of 
the embodiments as shown have the same type of fas 
tener connection at each end thereof. The stabilizer bar 
54 is usable as a carrying member for a chair or cabin 
which will necessarily be rotatably connected thereto. 
The stabilizer bar 56 as shown in FIG. 9 is more 

commonly used by itself. The stabilizing system 47 as 
shown in FIG. 10 includes a crossbar structure 58 
which is slidable with respect to the stabilizing section 
59. The system 57 is designed to be adjustable to any 
longitudinal variations in the cables 44 and 45. Frame 
elements 60 are slidably disposed within the crossbar 
structure 58 as shown. 
A first embodiment of a bi-monocable cableway 

made in accordance with this invention is shown in 
FIGS. 11 through 16. The lower drive station 62 in 
cludes a pair of drive assemblies 64 and 65. Each assem 
bly 64 and 65 has a rotatably mounted annular member 
and a stationary member as disclosed hereinabove. 
Drive assembly 64 includes two hydraulic drive motors 
66 and drive assembly 65 includes two hydraulic drive 
motors 67. Drive motors 66 and 67 operate from a com 
mon source of hydraulic fluid pressure as discussed 
above with respect to the earlier embodiments of the 
hydraulic drive systems. Drive motors 66 and 67 are in 
parallel hydraulic connection with respect to each other 
and move each of the ring members about an axis of 
rotation. In this specific embodiment, a closed hydraulic 
system is provided to affect the common hydraulic 
pressure source to each of the hydraulic drive motors 66 
and 67. 
The drive wheel assemblies of the drive systems 64 

and 65 are laterally spaced with respect to each other 
thereby defining a free and unobstructed open space 
therebetween. The hydraulic drive motors 66 and 67 are 
disposed adjacent each drive wheel on the side opposite 
the open space as shown. 

In another embodiment of this invention, as single 
hydraulic motor is used in combination with a single 
pinion having gears. A satellite group of gears is dis 
posed between the pinion and the inner circumferential 
surface of the rotatably disposed annular ring member. 
The satellite gears mesh with the gear teeth of the pin 
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ion on one side and with the gear teeth of the annular 
member on the other side. Each drive wheel assembly 
of each pair is driven by a similar system. Here, the 
plurality of hydraulic motors consists of two motors 
which drive the rotatable annular members via the sat 
ellite group of gears. These two hydraulic motors oper 
ate via a common hydraulic pressure source thereby 
obtaining common drive forces at each of the drive 
wheel assemblies. 
The upper cableway station 75 includes two wheels 

76 and 77 around which cables 68 and 70, respectively, 
are disposed. Station 75 works with lower drive station 
62 shown in FIGS. 11 through 13. Intermediate towers 
71 and 73 support the cables 68 and 70, respectively, on 
pulleys 72 and 74. 
The diameter of cables 68 and 70 determines the 

diameter of the wheels around which the cables are 
disposed. This is a well-known fact in the prior art. For 
example, a cable having a diameter of 38 millimeters 
will require a wheel having a maximum of about 3.6 
meters or about 12 feet. By leaving the pair of drive 
members laterally displaced, it is possible to pass the 
personnel carrier directly through the wheel. Very 
large diameter wheels are needed when a common 
drive shaft is used for each pair of wheels. 
The proper sag is maintained in cables 68 and 70 by 

the counterweight system having a carriage 80, a coun 
terweight 82 and pulleys 81. As noted, the counter 
weight system compensates for any wear within the 
cableway. Both wheels of drive systems 64 and 65 are 
fixed with respect to each other on carriage 80. 
A bi-monocable system as disclosed herein must use 

individual drive mechanisms for each rotating annular 
member. A common source of power is used to drive 
the mechanisms which operate in parallel with respect 
to each other. The embodiments herein disclose hydrau 
lic drive mechanisms. When one of the drive mecha 
nisms undergoes stoppage at one wheel, the flow of 
fluid will be stopped due to the difference in pressure 
between the wheels. When this difference in pressure 
reaches a particular value, the system can be designed 
to automatically stop. 
A cableway system of the type described in FIGS. 11 

through 16 may involve a weight of 50 tons. Normally, 
the braking of such a system is adjusted with a delay to 
stop a downhill charge. Such a delay is inherently a part 
of the hydraulic system of the parent invention. Thus, 
dynamic braking is available if there were a power 
failure or some other event requiring the stopping of a 
downhill charge. The hydraulic system of this invention 
is capable of effecting a dynamic start and braking of 
both uphill and downhill charges wherein large masses 
are moved by rotating systems. A 4 to 10-ton gear box 
is required in prior art applications to a cableway of this 
design thereby involving high construction and mainte 
nance costs. That is, smaller gear boxes cannot handle 
the radial and torque forces involved in operating the 
prior art cableway systems. 
Another embodiment of a bi-monocable cableway 

system is disclosed in FIGS. 17 through 22. The drive 
station 84 includes two laterally displaced wheel mech 
anisms 85 and 86 each driven by three hydraulic motors 
87 as disclosed in the FIGS. 3-5 hereinabove. Parallel 
cables 88 and 89 support cabins 91 used as personnel 
carriers. Cables 88 and 89 are supported by towers 90 
and 92 and extend around wheels 95 and 96 located at 
the counterweight station 94. Wheels 95 and 96 are 
fixedly disposed on a counterweight carriage 97 and 
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8 
maintained under tension via counterweight 99 pulling 
on a line extending around pulleys 98. 

Ingress of passengers is effected along the Arrows A 
while egress is effected along Arrows B. (See FIGS. 18 
and 21.) Cabins 91 are spaced an appropriate distance 
apart to avoid hitting each other when swinging back 
and forth due to winds or while changing direction of 
movement when passing between the laterally spaced 
drive wheels at either end of the cableway. 

Cabins 91 may include up to eight passengers. Thus, 
the total weight may be as large as 200 tons. Problems of 
inertia are faced with such a load. Normally, a direct 
current electrical system working through a trans 
former is used to operate such a prior art system. How 
ever, the hydraulic drive system of this invention elimi 
nates such a large electrical system. 
A further feature of the invention provides a simple 

40 to 300 horsepower variable speed pump for pumping 
the hydraulic fluid to each of the motors which in turn 
operate through planetary gear mechanisms for driving 
a pinion. FIGS. 23 and 24 show diagrammatic circuits 
of hydraulic fluid flow for operating hydraulic drive 
motors. A variable speed pump is standard equipment 
available commercially. In FIG. 24, a standard squirrel 
cage motor 101 is used to operate the variable speed 
pump 100. Hydraulic fluid is pumped from the reservoir 
102 to each of the hydraulic motor assemblies 103 as 
shown. 

All of the parts of this system are available over-the 
counter thereby providing a very important advantage 
of the disclosed system over prior art systems. The 
commercially available variable speed pump includes 
an electric controller for hydrostatic drives. This elec 
tric controller provides the key for braking in the cable 
way system of this invention. Complete control of 
speed, acceleration and braking is independent of any 
operator through the use of the variable speed pump 
having such an electrical controller. All the disadvan 
tages of a manually operated system are completely 
eliminated. 
The bi-monocable system has several basic advan 

tages over a single cable system. Cabins 91 have more 
stability as disclosed in the embodiment of FIGS. 17 
through 22. Derailment of the cables is virtually elimi 
nated because of the stability provided in the horizontal 
direction. Stabilizing mechanisms developed for the 
bi-monocable system efficiently handle a complete reso 
lution of forces. The resolution of forces in a monocable 
cableway remains a problem. The cables themselves 
may be used as a security line. In this feature of the 
invention, a cable runs in rubber. If for any reason a 
derailment of the cable is effected, grounding results. 
Consequently, a switch is thrown and the entire system 
is automatically stopped. The use of this particular bi 
monocable system may be effected in combination with 
a belt to provide a belt conveyor. 
The annular members of each pair of drive mecha 

nisms include sheave means on the side thereof facing 
each other toward the open space. The closed loop line 
or cable is disposed around corresponding sheave 
means at first and second locations to form two parallel 
endless moving means. Each end of transport frame 
means is attached to the two parallel endless moving 
means. The attachment of the transport frame means 
may be fixed or detachable. Transport means including 
either chair 69 or a cabin 91 hangs downwardly with 
respect to the transport frame means. In another em 
bodiment of a conveying system, the transport means 
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may comprise a belt forming a continuous conveyor 
means. 
The details of a typical hydraulic system made in 

accordance with this invention is shown in FIG. 23. 
Hydraulic fluid is maintained in the reservoir 104 and 
travels between pumps 109 and 110 via lines 107 and 
108. Filters 105 and 106 are disposed within the fluid 
lines 107 and 108, respectively. The squirrel-cage motor 
111 brings fluid from the reservoir 104 to fill up the 
entire system with hydraulic fluid without making the 
cableway work. This simply makes the whole system in 
the armed or ready position. The variable speed motor 
109 is a standard motor which includes an open circuit 
gear pump used to charge the system in the manner 
described. The variable speed pump 109 also includes a 
Moog control device (not shown) which provides the 
necessary electric power to operate the pump 109. 
Again, this is a standard or conventional control device 
which is a part of the pump 109. 
A hydraulic fluid pressure builds up in the line 113 

which leads to the shuttle valve 114. Auxiliary pump 
110 does not operate while pump 109 operates. While 
shut-off valve 115 is closed, the auxiliary security brake 
system 116 will always be on. With the security brake 
system always on, there is an additional braking func 
tion present that is not present in prior art cableway 
systems. 
Under proper operating conditions, fluid pressure in 

line 113 should build up to approximately 225 pounds 
per square inch. Once a switch or button is actuated, 
electrical power is given to the electric controller for 
the hydrostatic drive system which forms a part of the 
variable speed pump 109. At that moment, the shut-off 
valve 115 is opened. If fluid pressure has built up to the 
desired predetermined amount, standard fluid valve 119 
will supply fluid to the activator 120 thereby operating 
the auxiliary security brake 116. That is, security brake 
116 will be open so that the drive wheel 121 can turn. 

In other words, there is a definite check in the system 
of the present invention. Both proper electrical voltage 
and fluid pressure must be present in the system. Elec 
trical voltage drives the variable speed pump 109 and 
fluid pressure operates shut-off valve 115. Unless the 
proper pressure is built up in line 113, the auxiliary 
security brake 116 will not open thereby keeping the 
wheels 121 from operating under improper fluidic con 
ditions. Wheels 121 are those disposed in a working 
station of a cableway system around which the endless 
closed-loop cables are disposed for forming the basis of 
a conveyor means. 
Once security brake 116 is open, then hydraulic fluid 

is pumped through lines 122 and 123 to the hydraulic 
drive motors 117 disposed adjacent each of the wheels 
121. Pinions 125 are in contact with the rotating annular 
member forming a part of the wheels 121 as described 
herein with respect to earlier embodiments of the dis 
closed invention. Pinions 125 are driven via the plane 
tary gear transmission 118. When considering the hy 
draulic system as a whole, the variable speed pump 109 
which drives or produces the hydrostatic flow of hy 
draulic fluid will itself act as a brake. 
The hydraulic motor geared to the drive wheel of an 

aerial lift mechanism will perform the function required 
of a service brake. That is, when the lift is stopped or 
shut off for any reason, the hydraulic system will stop 
and hold the lift at its maximum load. There is a signifi 
cant difference in the system of the present invention 
over any prior art system which requires the use of a 
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10 
normal gear box having a special design. Such a gear 
box design must operate with loads of from 4 to 10 tons 
of radial forces. 
The system as disclosed in FIG. 23 shows hydraulic 

motors 117 being operated in parallel with a common 
source of hydraulic fluid. That is, the variable speed 
pump 109 provides a common source of pressure to 
each of the motors 117. Each motor 117 will transform 
the common source of fluid pressure into power for 
attending the transmissions 118 which in turn will drive 
pinions 125. 

If something happens to the variable speed pump 109, 
an auxiliary pump 110 of the same type will be actuated 
by the operation of the shuttle valve 114 thereby acti 
vating the brake control line 126. Lines 127 and 128 
then become operational for providing hydraulic fluid 
flow to drive motors 117 via lines 122 and 123 as shown. 
An independent energy source is made available for the 
drive system if primary power fails. Thus, the cable 
system can be emptied under emergency conditions. A 
closing speed control 130 prevents backlash in the sys 
tem and comes behind the main braking effect of the 
system. As noted, the hydraulic system of this invention 
is completely closed. 
While a drive system for a moving mechanism has 

been shown and described in detail, it is obvious that 
this invention is not to be considered as being limited to 
the exact form disclosed, and that changes in detail and 
construction may be made therein within the scope of 
the invention, without departing from the spirit thereof. 
Having thus set forth and disclosed the nature of this 

invention, what is claimed is: 
1. A drive system comprising: 
a, a pair of annular members, 
b. each said annular member being laterally spaced 

with respect to each other and carrying first en 
gagement means, 

c. means disposed adjacent each annular member for 
rotatably mounting the annular members, 

d. drive motor means disposed adjacent to each annu 
lar member of said pair and carrying second en 
gagement means which couple to the first engage 
ment means on each said annular member, and 

e. means for operating the drive motor means to 
move each of the annular members about an axis of 
rotation. 

2. The system as defined in claim 1 wherein 
said first engagement means includes gear teeth dis 

posed on a surface of the annular member, and 
said second engagement means includes a central 

pinion means and a satellite group of gears, 
said satellite gears being meshed with said gear teeth. 
3. The system as defined in claim 2 wherein 
said gear teeth being disposed along an entire circum 

ferential surface of the annular member, and 
said satellite gears being effective to cause complete 

rotation of the annular member upon activation of 
said drive motor means. 

4. The system as defined in claim 1 wherein 
each said drive motor means comprises a hydraulic 

drive motor. 
5. The system as defined in claim 4 wherein 
said operating means includes a hydraulic system 

providing a common hydraulic pressure source to 
each of the hydraulic drive motors to obtain com 
mon drive forces at each said drive motor. 

6. The system as defined in claim 5 wherein 
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the drive motors are in parallel hydraulic connection 
with respect to each other. 

7. The system as defined in claim 1 wherein 
said drive motor means includes a plurality of drive 

motors disposed in spaced relationship with respect 5 
to each other along the circumference of the annu 
lar member, 

said first engagement means including gear teeth 
disposed along an entire circumferential surface of 
the annular member, and 10 

said second engagement means including a pinion 
means disposed on each drive motor to mesh with 
said gear teeth and cause complete rotation of the 
annular member upon activation of said drive 
notor neans. 

8. The system as defined in claim 7 wherein 
each said drive motor means comprises a hydraulic 

drive motor, 
said operating means comprises a closed hydraulic 
system providing a common hydraulic pressure 
source to each of the hydraulic drive motors to 
obtain common drive forces at each said drive 
notor. 

9. The system as defined in claim 1 wherein 
each said annular member carries sheave means and 
closed-loop means is disposed around said sheave 
means carried by each said annular member to 
form two movable parallel endless closed loops. 

10. The system as defined in claim 9 wherein 30 
transport frame means is attached at each end thereof 

to the two parallel endless moving means. 
11. The system as defined in claim 10 wherein 
said transport frame means is fixedly connected at 

each end thereof to the two parallel endless moving 35 
e2S. 

12. The system as defined in claim 10 wherein 
said transport frame means is releasably connected at 
each end thereof to the two parallel endless moving 
eaS. 40 

13. The system as defined in claim 9 wherein 
belt means extends between the two movable parallel 

endless closed loops to form a continuous con 
veyor means. 

14. A drive system comprising: 45 
a. a pair of annular members having a common axis of 

rotation and being laterally spaced with respect to 
each other, 

b. said pair of annular members defining a free and 
unobstructed open space therebetween and each 50 
annular member carrying first engagement means, 

c. means rotatably mounting the annular member, 
d. hydraulic drive motor means disposed adjacent a 

circumferential surface of said annular member and 
carrying second engagement means which couple 55 
to the first engagement means on said annular 
member, and 

e. hydraulic pump means for operating the drive 
motor means to move each of the annular members 
about an axis of rotation, 60 

f, said hydraulic drive motor means being disposed 
adjacent each annular member on the side opposite 
said open space, 

g. said hydraulic operating pump means providing a 
common hydraulic pressure source to each of the 65 
drive motor means to obtain common drive forces 
at each said drive motor means. 

15. The system as defined in claim 14 wherein 
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said hydraulic drive means includes a plurality of 

drive motors disposed in spaced relationship with 
respect to each other along the circumference of 
the annular member, 

said first engagement means includes gear teeth dis 
posed on a surface of the annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth. 

16. The system as defined in claim 14 wherein 
said first engagement means includes gear teeth dis 

posed along an entire circumferential surface of the 
annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth and cause complete rotation of the annu 
lar member upon activation of said drive motor 
e3S. 

17. The system as defined in claim 14 wherein 
said first engagement means includes gear teeth dis 

posed on a surface of the annular member, and 
said second engagement means includes a central 

pinion means and a satellite group of gears, 
said satellite gears being meshed with said gear teeth. 
18. The system as defined in claim 17 wherein 
said gear teeth being disposed along an entire circum 

ferential surface of the annular member, and 
said satellite gears being effective to cause complete 

rotation of the annular member upon operation of 
said drive motor means. 

19. The system as defined in claim 14 wherein 
said rotatably mounting means includes stationary 
means being juxtaposed each annular member and 
bearing means being disposed therebetween. 

20. The system as defined in claim 19 wherein 
said stationary means includes an annular member 

fixedly mounted to a frame member. 
21. The system as defined in claim 20 wherein 
said first engagement means includes gear teeth dis 

posed along the entire inside circumferential sur 
face that is parallel to the axis of rotation, and 

said motor means is fixedly disposed on said frame 
member. 

22. The system as defined in claim 14 wherein 
each said annular member carries a sheave means on 

the side thereof facing each other toward said open 
space. 

23. A drive system comprising: 
a. a pair of annular members each carrying first en 
gagement means and being laterally spaced with 
respect to each other with a common axis of rota 
tion, 

d. means rotatably mounting each said annular mem 
ber, 

c. hydraulic drive motor means disposed adjacent a 
circumferential surface of each said annular men 
ber and carrying second engagement means which 
couple to the first engagement means on each said 
annular member, and 

d. hydraulic pump means for synchronously operat 
ing each of the drive motor means to move each of 
the annular members about said axis of rotation 
with common drive forces, 

e. said pump means including a single electric motor 
having an electric controller for hydrostatic drives. 

24. The system as defined in claim 23 wherein 
said pair of annular members defines a free and unob 

structed open space therebetween, 
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said hydraulic drive motor means being disposed 
adjacent each annular member on the side opposite 
said open space, 

said hydraulic operating means provides a common 
hydraulic pressure source to each of the drive 
motor means to obtain common drive forces at 
each said drive motor means. 

25. The system as defined in claim 24 wherein 
said hydraulic drive means includes a plurality of 

drive motors disposed in spaced relationship with 
respect to each other along the circumference of 
the annular member, 

said first engagement means includes gear teeth dis 
posed on a surface of the annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth. 

26. The system as defined in claim 24 wherein 
said first engagement means includes gear teeth dis 
posed along an entire circumferential surface of the 
annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth and cause complete rotation of the annu 
lar member upon activation of said drive motor 
reas, 

27. The system as defined in claim 24 wherein 
said first engagement means includes gear teeth dis 

posed on a surface of the annular member, and 
said second engagement means includes a central 

pinion means and a satellite group of gears, 
said satellite gears being meshed with said gear teeth. 
28. The system as defined in claim 27 wherein 
said gear teeth being disposed along an entire circum 

ferential surface of the annular member, and 
said satellite gears being effective to cause complete 

rotation of the annular member upon operation of 
said drive motor means. 

29. The system as defined in claim 24 wherein 
said rotatably mounting means includes stationary 
means being juxtaposed each annular member and 
bearing means being disposed therebetween. 

30. The system as defined in claim 29 wherein 
said stationary means includes an annular member 

fixedly mounted to a frame member. 
31. The system as defined in claim 30 wherein 
said first engagement means includes gear teeth dis 

posed along the entire inside circumferential sur 
face that is parallel to the axis of rotation, and 

said motor means is fixedly disposed on said frame 
member, 

32. The system as defined in claim 24 wherein 
each said annular member carries a sheave means on 

the side thereof facing each other toward said open 
space. 

33. The system as defined in claim 23 wherein 
there are two pairs of annular members, 
one pair being disposed at a first location and the 

other pair being disposed at a second location a 
spaced distance from the first location, 

each said pair of annular members having a common 
axis of rotation and being laterally spaced with 
respect to each other, 

each said pair of annular members defining a free and 
unobstructed open space therebetween, 

said hydraulic drive motor means being disposed 
adjacent each annular member of one of the pairs 
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14 
on the side of each annular member facing away 
from said open space, 

said hydraulic operating means providing a common 
hydraulic pressure source to each of the drive 
motor means to which it is connected to obtain 
common drive forces at each said drive motor 
eaS. 

34. The system as defined in claim 33 wherein 
said hydraulic drive means includes a plurality of 

drive motors disposed in spaced relationship with 
respect to each other along the circumference of 
the annular member, 

said first engagement means includes gear teeth dis 
posed on a surface of the annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth. 

35. The system as defined in claim 33 wherein 
said first engagement means includes gear teeth dis 
posed along an entire circumferential surface of the 
annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth and cause complete rotation of the annu 
lar member upon activation of said drive motor 
eaS. 

36. The system as defined in claim 33 wherein 
said first engagement means includes gear teeth dis 

posed on a surface of the annular member, and 
said second engagement means includes a central 

pinion means and a satellite group of gears, 
said satellite gears being meshed with said gear teeth. 
37. The system as defined in claim 36 wherein 
said gear teeth being disposed along an entire circum 

ferential surface of the annular member, and 
said satellite gears being effective to cause complete 

rotation of the annular member upon operation of 
said drive motor means. 

38. The system as defined in claim 33 wherein 
said rotatably mounting means includes stationary 
means being juxtaposed each annular member and 
bearing means being disposed therebetween. 

39. The system as defined in claim 38 wherein 
said stationary means includes an annular member 

fixedly mounted to a frame member. 
40. The system as defined in claim 39 wherein 
said first engagement means includes gear teeth dis 

posed along the entire inside circumferential sur 
face that is parallel to the axis of rotation, and 

said motor means is fixedly disposed on said frame 
member. 

41. The system as defined in claim 33 wherein 
each said annular member carries a sheave means on 

the side thereof facing each other toward said open 
space. 

42. The system as defined in claim 41 wherein 
closed loop line means is disposed around corre 

sponding sheave means at said first and second 
locations to form two parallel endless moving 
CaS. 

43. The system as defined in claim 42 wherein 
all the annular members are disposed in a vertical 

direction with respect to the ground, and 
support means is disposed intermediate said first and 
second locations to provide intermediate support 
to the parallel endless moving means. 

44. The system as defined in claim 42 wherein 
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transport frame means is attached at each end thereof 
to the two parallel endless moving means. 

45. The system as defined in claim 44 wherein 
said transport frame means is fixedly connected at 

each end thereof to the two parallel endless moving 
eaS. 

46. The system as defined in claim 44 wherein 
said transport frame means is releasably connected at 

each end thereof to the two parallel endless moving 
eas. 

47. The system as defined in claim 44 wherein 
all the annular members are disposed in vertical direc 

tion with respect to the ground, and 
support means is disposed intermediate said first and 
second locations to provide intermediate support 
to the parallel endless moving means. 

48. The system as defined in claim 47 wherein 
transport means hangs downwardly with respect to 

the transport frame means, and 
the transport frame means is pivotally mounted with 

respect to the endless moving means. 
49. The system as defined in claim 48 wherein 
said transport means comprises a cabin for containing 

passengers. 
50. The system as defined in claim 49 wherein 
said transport means comprises a chair means for 

containing passengers. 
51. The system as defined in claim 48 wherein 
said transport means comprises a belt means forming 

a continuous conveyor means. 
52. A drive system comprising: 
a. an annular member carring first engagement 

eans, 
b. stationary annular means disposed adjacent said 

annular member for rotatably mounting said annu 
lar member which is effective to rotate in a contin 
uous manner in one direction, 

c. a plurality of hydraulic drive motor means being 
structurally independent with respect to each other 
and disposed in spaced relationship with respect to 
each other along the circumference of the annular 
member, 

d. each said hydraulic drive motor means comprising 
a fast rotating motor having a lower torque output 
and carrying second engagement means which 
directly couple with said first engagement means, 
and 

e. single pump means for simultaneously operating all 
of the hydraulic drive motor means from a com 
mon hydraulic pressure source providing common 
drive forces to rotate the annular member about an 
axis of rotation. 

53. A system as defined in claim 52 wherein 
said first engagement means includes gear teeth dis 

posed on a surface of the annular member, and 
said second engagement means includes structurally 

independent pinion means disposed on each drive 
motor to mesh with said gear teeth. 

54. The system as defined in claim 53 wherein 
each said hydraulic drive motor means includes a 

planetary gear mechanism disposed between each 
said pinion means and said gear teeth. 

55. The system as defined in claim 52 wherein 
said first engagement means includes gear teeth dis 

posed along an entire circumferential surface of the 
annular member, and 

said second engagement means includes structurally 
independent pinion means disposed on each drive 
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motor to mesh with said gear teeth and cause com 
plete rotation of the annular member upon activa 
tion of said drive motor means. 

56. The system as defined in claim 55 wherein 
said circumferential surface is inside the annular 
member and parallel to the axis of rotation. 

57. The system as defined in claim 55 wherein 
said circumferential surface is outside the annular 
member and parallel to the axis of rotation. 

58. The system as defined in claim 52 wherein 
said stationary annular rotatably mounting means is 

juxtaposed the annular member and includes bear 
ing means being disposed therebetween. 

59. The system as defined in claim 58 wherein 
said stationary annular means includes an annular 
member fixedly mounted to a frame member. 

60. The system as defined in claim 7 wherein 
said first engagement means includes gear teeth dis 

posed along the entire inside circumferential sur 
face that is parallel to the axis of rotation, and 

said motor means are fixedly disposed on said frame 
member. 

61. The system as defined in claim 7 wherein 
said first engagement means includes gear teeth dis 
posed along the entire outside circumferential sur 
face that is parallel to the axis of rotation, and 

said motor means are fixedly disposed on said frame 
member. 

62. The system as defined in claim 52 wherein 
said hydraulic drive motor means includes a plane 

tary gear mechanism disposed between each said 
second engagement means and said first engage 
ment means. 

63. The system as defined in claim 52 wherein 
the hydraulic drive motors are in parallel hydraulic 

connection with respect to each other. 
64. The system as defined in claim 52 wherein 
said operating pump means comprises a closed hy 

draulic system providing said common hydraulic 
pressure source to each of the hydraulic drive mo 
tors to obtain common drive forces at each said 
drive motor. 

65. The system as defined in claim 52 wherein 
said single pump means includes a single electric 

notor. 
66. The system as defined in claim 52 wherein 
said single pump means comprises a variable speed 
pump. 

67. The system as defined in claim 66 wherein 
said variable speed pump includes an electric control 

ler for hydrostatic drives. 
68. A drive system comprising: 
a. two pairs of annular members, 
b. one pair being disposed at a first location and the 

other pair being disposed at a second location a 
spaced distance from the first location, 

c. each annular member in each said pair of annular 
members having a common axis of rotation and 
being laterally spaced with respect to each other, 

d. each said pair of annular members having a free 
and unobstructed open space defined between the 
annular members of each said pair, 

e. means rotatably mounting each annular member, 
f hydraulic drive motor means disposed adjacent a 

circumferential surface of each annular member of 
one of said pairs and carrying second engagement 
means which couple to the first engagement means 
on each said annular member, and 
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g. hydraulic pump means for operating the drive 
motor means to move each of the annular members 
about an axis of rotation, 

h. said hydraulic drive motor means disposed adja 
cent each annular member of one of said pairs 5 
being on the side of each annular member facing 
away from said open space, 

i. said hydraulic operating pump means providing a 
common hydraulic pressure source to each of the 
drive motor means to which it is connected to 10 
obtain common drive forces at each said drive 
Otor aeans. 

69. The system as defined in claim 68 wherein 
said hydraulic drive means includes a plurality of 

drive motors disposed in spaced relationship with 
respect to each other along the circumference of 
the annular member, 

said first engagement means includes gear teeth dis 
posed on a surface of the annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth. 

70. The system as defined in claim 68 wherein 
said first engagement means includes gear teeth dis 

posed along an entire circumferential surface of the 
annular member, and 

said second engagement means includes pinion means 
disposed on each drive motor to mesh with said 
gear teeth and cause complete rotation of the annu- 3O 
lar member upon activation of said drive motor 
means. 

71. The system as defined in claim 68 wherein 
said first engagement means includes gear teeth dis 

posed on a surface of the annular member, and 35 
said second engagement means includes a central 

pinion means and a satellite group of gears, 
said satellite gears being meshed with said gear teeth. 
72. The system as defined in claim 71 wherein 
said gear teeth being disposed along an entire circum- 40 

ferential surface of the annular member, and 
said satellite gears being effective to cause complete 

rotation of the annular member upon operation of 
said drive motor means. 

73. The system as defined in claim 68 wherein 45 
said rotatably mounting means includes stationary 
means being juxtaposed each annular member and 
bearing means being disposed therebetween. 

74. The system as defined in claim 68 wherein 
said stationary means includes an annular member 50 

fixedly mounted to a frame member. 
75. The system as defined in claim 74 wherein 
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said first engagement means includes gear teeth dis 
posed along the entire inside circumferential sur 
face that is parallel to the axis of rotation, and 

said motor means is fixedly disposed on said frame 
member. 

76. The system as defined in claim 68 wherein 
each said annular member carries a sheave means on 

the side thereof facing each other toward said open 
space. 

77. The system as defined in claim 76 wherein 
closed-loop line means is disposed around corre 

sponding sheave means at said first and second 
locations to form two parallel endless moving 
caS. 

78. The system as defined in claim 77 wherein 
all the annular members are disposed in a vertical 

direction with respect to the ground, and 
support means is disposed intermediate said first and 

second locations to provide intermediate support 
to the parallel endless moving means. 

79. The system as defined in claim 77 wherein 
transport frame means is attached at each end thereof 

to the two parallel endless moving means. 
80. The system as defined in claim 79 wherein 
said transport frame means is fixedly connected at 

each end thereof to the two parallel endless moving 
leaS. 

81. The system as defined in claim 79 wherein 
said transport frame means is releasably connected at 

each end thereof to the two parallel endless moving 
CarS. 

82. The system as defined in claim 79 wherein 
all the annular members are disposed in vertical direc 

tion with respect to the ground, and 
support means is disposed intermediate said first and 

second locations to provide intermediate support 
to the parallel endless moving means. 

83. The system as defined in claim 82 wherein 
transport means hangs downwardly with respect to 

the transport frame means, and 
the transport frame means is pivotally mounted with 

respect to the endless moving means. 
84. The system as defined in claim 83 wherein 
said transport means comprises a cabin for containing 

passengers. 
85. The system as defined in claim 83 wherein 
said transport means comprises a chair means for 

containing passengers. 
86. The system as defined in claim 83 wherein 
said transport means comprises a belt means forming 

a continuous conveyor means. 
k s k 
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