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(57) ABSTRACT 
A transmission system for use in a pump system comprising 
a prime mover driving a pump, the transmission system com 
prising: an epicylic gear System comprising a Sun gear and a 
ring gear, and a planetgear engaged between the Sun gear and 
ring gear, a main input drive arranged to be driven by the 
prime mover; an auxiliary input drive arranged to be driven by 
the prime mover, and an output drive arranged to drive the 
pump; wherein the main input drive is connected to the Sun 
gear and either (i) the auxiliary input drive is connected to the 
ring gear and the output drive is lead from the planet gear; or 
(ii) the auxiliary input drive is connected to the planet gear 
and the output drive is lead from the ring gear. 

18 Claims, 5 Drawing Sheets 
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TRANSMISSION SYSTEM FOR PUMP DRIVE 

RELATED APPLICATION DATA 

This application claims the benefit of EP Patent Applica 
tion 06291449.4 filed Sep. 13, 2006 entitled, “Transmission 
System for Pump Drive.” 

TECHNICAL FIELD 

The present invention relates to transmission systems for 
taking drive from a prime mover to an operating unit. In 
particular, the invention related to such a transmission for use 
in driving pump, especially pumps of the type used in the oil 
and gas exploration and production industries for fracturing 
and cementing operations. 

BACKGROUND ART 

During hydraulic fracturing pumping operations on oil or 
gas wells it is often necessary to pump fluids downhole from 
the Surface at high pressures and flow rates. Depending on the 
well and the particular operation being performed, it may be 
necessary to provide in excess of 12000 HP to overcome the 
downhole pressure at the desired volumetric rate. 

In a typical fracturing pump setup, several pumps are used, 
each typically being fitted with a diesel engine as primary 
driver for a high pressure triplex or quintuplex positive dis 
placement pump, coupled through a five to seven speed trans 
mission. Each pump typically delivers between 1500 to 2000 
HP depending on the type and size of the engine fitted. Large 
fracturing operations can require more than 16 pumping units 
to be available at the well site to meet the pumping power 
requirements and provide backup in case of failure of indi 
vidual units. 
Due to the nature of the wells it is often necessary to start 

the pumping operation against an existing well pressure. This 
is known to put a high stress on the pump transmission and 
occasionally cause failure. 

In the event that an active pump fails during the operation, 
a stand-by unit is required to take its place. In this case the 
stand-by pump will need to start against a high pressure from 
standstill. In order to do this, operators must put the engine at 
speed and engage the desired gear. The transmissions typi 
cally used are fitted with a torque converter that allows a 
limited amount of slip between engine speed and pump speed. 
However the unit will only tolerate running with such internal 
slippage for a very limited amount of time. 
An increase is sometimes required to the overall pumping 

Volumetric rate. In most cases this can only be done by chang 
ing gears on the transmission of some of the pumps, or start 
ing other pumps. 

All of the above operations place a great Strain on the 
transmission systems, pumps and engines which can lead to 
unreliability and reduced operational life. 

Conventional cementing or fracturing pump units are typi 
cally provided with a five-gear automatic transmission to 
allow either the full pump flow capacity or the full pump input 
torque. The weakness of this system is that for pumping under 
pressure, the engine must be at peak torque speed when the 
transmission is shifting up or down damaging the transmis 
sion disks. 
An alternative to this type of transmission is a conventional 

hydrostatic transmission (HST) comprising a variable Vol 
ume pump drive by the engine and a hydraulic motor drive by 
this pump. Such systems provide a gearless drive mechanism 
that translates engine power to hydraulic power continuously. 
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2 
Such systems are widely applied in construction machinery, 
because of their superior speed changeability. However HST 
does have certain problems that make is unsuitable for pump 
ing systems, e.g. limited low speed/torque range and narrow 
shift range. 
HST is one form of a continuously variable transmission 

(CVT). A CVT avoids some of the problems of changing 
gears in a conventional automatic gear box by allowing any 
ratio of input and output to be obtained. Mechanical CVTs are 
well known in automotive applications. 
An extension to CVT design, sometimes known as the 

Infinitely Variable Transmission (IVT), allows the transmis 
sion to drive a vehicle backwards as well as forwards. Trans 
mission input is split into two shafts with one connected to an 
epicyclic gear set and the other to a CVT. The output from the 
CVT is connected to a different set of gears in the epicyclic. 
The gear that does not draw power from engine or CVT 
transfers torque to the transmission output. The epicyclic gear 
set acts as a mechanical adding machine to Subtractor add one 
speed from the other. 

Hybrid automobiles also use epicylic gear system to allow 
both power sources to be connected to the vehicle transmis 
Sion. 
An object of this invention is to provide a transmission 

system that has the advantages of a CVT in a form that can be 
used effectively in a pump drive system. This object is 
achieved in the invention by the use of a epicylic gear system. 

DISCLOSURE OF THE INVENTION 

One aspect of the invention comprises a transmission sys 
tem for use in a pump system comprising a prime mover 
driving a pump, the transmission system comprising: 

an epicylic gear System comprising a Sun gear and a ring 
gear, and a planetgear engaged between the Sun gear and 
ring gear; 

a main input drive arranged to be driven by the prime 
mover, 

an auxiliary input drive arranged to be driven by the prime 
mover, and 

an output drive arranged to drive the pump; 
wherein the main input drive is connected to the Sun gear 

and either 
(i) the auxiliary input drive is connected to the ring gearand 

the output drive is lead from the planet gear; or 
(ii) the auxiliary input drive is connected to the planet gear 

and the output drive is lead from the ring gear. 
By connecting the main and auxiliary input drives in this 

manner, the epicylic gear system acts to mechanically add or 
Subtract the two drives and so provide any input:output ratio 
according to the speed and direction of each drive. Changes to 
the ratio can be made without any harsh physical shocks on 
either the transmission system, prime mover or pump. 
The planet gear typically comprises a number of gears 

mounted on a carrier, the auxiliary input drive or the output 
drive being connected to the carrier. 

Preferably, the auxiliary input drive can operate in forward 
or reverse directions. 

Another aspect of the invention comprises a pump system 
comprising a prime mover arranged to drive a pump via a 
transmission system according to the previous aspect of the 
invention. 
The main and auxiliary input drives can be mechanical or 

hydraulic. 
It is preferred that a torque converter is provided between 

the prime mover and the transmission system. 

U.S. Well - Exhibit 2073 
Liberty v. U.S. Well - IPR2024-01274 

Page 7 of 9 



US 7,901,314 B2 
3 

The pump is preferably a pump such as a triplex or quin 
tuplex pump for use fracturing, cementing or coil tubing 
operations in oil wells. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows a schematic of a transmission system accord 
ing to an embodiment of the invention; and 

FIGS. 2-5 show schematic views of various embodiments 
of the invention. 

MODE(S) FORCARRYING OUT THE 
INVENTION 

The invention is aimed at providing Smooth power and/or 
torque transfer between a prime mover (e.g. diesel engine, 
electric motor) and the pump, allowing the assembly to have 
full power and/or torque available irrespective of the speed. 
The basic structure of a system according to the invention 

based on a single split input that uses an epicylic gear train as 
differential mechanism, one differential output being used to 
drive the pump and the second differential output being con 
nected to a speed regulating mechanism (the auxiliary drive) 
Such that this second output is in effect an input and the 
differential acts to combine the two inputs rather than to split 
a single input into two outputs. Thus the main input drive 
(diesel engine or electric motor) can be allowed to run at 
constant speed at the maximum torque speed and drive the 
pump from 0 rpm to maximum without the need of step gears. 
This allows the unit to start from standstill and gradually 
increase the pump speed to the desired operation speed with 
out any slippage or gear changes and maintaining the primary 
drive at a constant speed. 
A suitable epicylic gear train mechanism consists of a Sun 

gear, a planetary gear, a ring gear and two or more carriers that 
constrain the planetary gear. In conventional operation of 
epicylic gear systems, by selecting any two components as, 
input and output from Sun, ring gear and planet gear carrier, 
and constraining remaining one component, the epicylic gear 
system is used as reduction or step gear. In the system accord 
ing to the invention, input or output is given at this constraint 
point. The differential gear is made by splitting or combining 
input and output. 

FIG. 1 shows a schematic of a transmission system accord 
ing to an embodiment of the invention for use in driving a 
fracturing pump in an oil well stimulation operation. Drive 
from the prime mover D (diesel engine) is lead to the Sun gear 
10 of the epicylic transmission system. Drive is also lead from 
the prime mover D to the input end 12 of an auxiliary drive 
system. A via Suitable connection 14. 
The auxiliary drive A in the embodiment of FIG. 1 is an 

HST (hydraulic pump/motor), the input drive 12 from the 
prime mover D being used to drive the HST pump 16 which 
in turn is used to drive the HST motor 18 in the usual manner. 
The output end of the auxiliary drive A is provided with a 
drive connection 20 which is in turn lead to the ring gear 22 of 
the epicyclic transmission system. 

The output shaft 24 is connected to the carrier 26 of the 
planetgear 28 in the epicylic transmission system. The output 
shaft is connected to the fracturing pump P. 

In this embodiment, the auxiliary drive A is acting as a 
continuously variable input to the epicylic differential. By 
controlling the auxiliary drive A, a part of the output from the 
prime mover can be applied to the ring gear of the transmis 
sion system to determine the final drive ratio applied to the 
pump P. Thus speed control of the output shaft 24 is effected 
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4 
by controlling the speed and direction of the auxiliary drive A 
while the prime mover speed can remain effectively constant. 

Various changes can be made to this embodiment. FIG. 2 
shows schematically the arrangement of FIG. 1 in which the 
prime mover D is connected to the Sun gear 10, the auxiliary 
drive A (in this case constituted by HST H1 which is powered 
from the prime mover D) is connected to the ring gear 22 and 
the pump shaft P is connected to the planet gear carrier 26. 
FIG. 3 shows a variation of this embodiment wherein the 
drive to the sun gear 10 is provided by a further HST H2, also 
powered by the prime mover (not shown). FIG. 4 shows a 
different configuration in which the prime mover D is con 
nected to the sun gear 10, the auxiliary drive A (constituted by 
HST H1 which is powered from the prime mover D) is con 
nected to the planet gear carrier 26 and the pump shaft P is 
connected to the ring gear 22. FIG.5 shows the corresponding 
arrangement with two HSTs (HST1 and HST2) in pace of the 
arrangement of the prime mover D and auxiliary HST1 of 
FIG. 4 (cf FIG. 3). In another variation, the HST of the 
auxiliary (or main) drive can be replaced by another form of 
CVT. 
One particularly preferred variation is to provide a torque 

converter 30 at the prime mover end to improve its character 
istics on start-up and shutdown and during major changes of 
speed and torque delivery. The torque converter is shown in 
FIGS. 2 and 4. 

Other changes can be made while remaining within the 
Scope of the invention. 
The invention claimed is: 
1. A transmission system for use in a pump system com 

prising a prime mover driving a pump, the transmission sys 
tem comprising: 

an epicyclic gear System comprising a Sun gear, a ring gear, 
and at least one planet gear engaged between the Sun 
gear and the ring gear: 

a main input drive arranged to be driven by the prime 
mover, wherein the main input drive is a hydrostatic 
transmission; 

an auxiliary input drive arranged to be driven by the prime 
mover, and 

an output drive arranged to drive the pump; 
wherein the main input drive is connected to the Sun gear 

and either: 
(i) the auxiliary input drive is connected to the ring gear 
and the output drive is lead from the planet gear, or 

(ii) the auxiliary input drive is connected to the planet 
gear and the output drive is lead from the ring gear. 

2. The transmission system as claimed in claim 1, wherein 
the planet gear comprises at least one gear mounted on a 
carrier, the auxiliary drive or the output drive being connected 
to the carrier. 

3. The transmission system as claimed in claim 1, wherein 
the auxiliary input drive can operate in forward and reverse 
directions. 

4. The transmission system as claimed in claim 1, wherein 
the auxiliary input drive is a hydrostatic transmission. 

5. A pump system comprising: 
a prime mover configured to drive a main input drive and an 

auxiliary input device; 
a torque converter between the prime mover and a trans 

mission system; 
a pump connected to the output drive; and 
the transmission system including an epicyclic gear system 

comprising a Sun gear, a ring gear, and at least on planet 
gear engaged between the Sun gear and the ring gear, 
wherein the main input drive is connected to the Sun gear 
and either: 
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(i) the auxiliary input drive connected to the ring gear 
and the output drive is lead from the planet gear, or, 

(ii) the auxiliary input drive is connected to the planet 
gear and the output drive is lead from the ring gear. 

6. The pump system as claimed in claim 5, wherein the 
main input drive and the auxiliary input device is a one of a 
mechanical drive and a hydraulic drive. 

7. The pump system as claimed in claim 5, wherein the 
pump is a fracturing pump for use in oil well operations. 

8. The pump system as claimed in claim 7, wherein the 
pump is a triplex positive displacement pump. 

9. The pump system a as claimed in claim 7, wherein the 
pump is a quintuplex positive displacement pump. 

10. The pump system as claimed in claim 5, wherein the 
prime mover is a diesel engine. 

11. The pump system as claimed in claim 5, wherein the 
prime mover is an electrical engine. 

12. A method of pumping fluid to a wellbore, comprising 
providing a pump system including a prime mover config 

ured to drive a main input drive and an auxiliary input 
drive, a torque converter between the prime mover and a 
transmission system, a pump connected to an output 
drive, and the transmission system including an epicy 
clic gear System comprising a Sun gear, a ring gear, and 
at least one planet gear engaged between the Sun gear 
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6 
and the ring gear, wherein the main input drive is a 
hydrostatic transmission connected to the Sun gear and 
either: 
(i) the auxiliary input drive connected to the ring gear 
and the output drive lead from the planet gear, or, 

(ii) the auxiliary input drive is connected to the planet 
gear and the output drive is lead from the ring gear, 

connecting the pump system to a fluid Supply; and 
operating the pump system to Supply the fluid from the 

fluid supply to the wellbore. 
13. The method of claim 12, wherein the fluid is any taken 

in the list constituted by: fluid able to set, cement slurry, acid, 
fracturing fluid, and treating fluid for the wellbore. 

14. The method of claim 12, wherein the pump is a cement 
ing pump for use in oil well operations. 

15. The method of claim 12, wherein the pump is a triplex 
positive displacement pump. 

16. The method of claim 12, wherein the pump is a quin 
tuplex positive displacement pump. 

17. The method of claim 12, wherein the prime mover is a 
diesel engine. 

18. The method of claim 12, wherein the prime mover is an 
electric motor. 
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