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METHOD OF AND APPARATUS FOR 
REGION EXTRACTION IN 

THREE-DIMENSIONAL VOXEL DATA 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a continuation of Ser. No. 07/888,539, 
filed May 26, 1992, now abandoned. 

The present application relates to subject matter described 
in application Ser. No. 602,817 filed on Oct. 24, 1990 
entitled "REGION EXTRACTING METHOD AND 
THREE-DIMENSIONAL DISPLAY METHOD" by 
Hiroyuki SEKIGUCHI, Koichi SANO and Tetsuo 
YOKOYAMA and to application Ser. No. 797,893 filed on 
Nov. 26, 1991 entitled "3-DIMENSIONAL IMAGE PRO­
CESSING METHOD" by Koichi SANO, Hiroyuki 
SEKIGUCHI and Tetsuo YOKOYAMA. 

BACKGROUND OF THE INVENTION 

The present invention relates to a method of and an 
apparatus for processing multi-dimensional data, and in 
particular, to a method of and an apparatus for achieving a 
region extraction efficient for conducting an individual inter­
nal organ extraction, which is essential when presenting a 
three-dimensional display of individual internal organs by 
use of three-dimensional digital data attained through a 
shooting operation by an MRI, an X-ray CT, and the like. 

Known examples related to the present invention have 
been described in the following references (1) to (3). 

(1) Azriel Rosenfeld, "Digital Picture Processing" 
(2) U.S. patent Ser. No. 07/602817 
(3) U.S. patent Ser. No. 07/797893 

Methods of extracting a particular region from given data 
have commonly been classified into two large groups. 

CD Method of classifying regions according to a property 
(for example, density) of each pixel thereof 

@ Method of extracting regions by use of spatial conti­
nuity thereof. 

2 
described. In this method, the region expansion, which is 
hindered by noises in the edge trace method, can be achieved 
withou! sue~ a hindrance and can be easily applied to 
three-dimens10nal data. In consequence, the extraction 

5 method using the region growing technology is considered 
to be appropriate for the MRI three-dimensional image. 

In the region growing method, the contour and shape of 
the extraction region vary depending on an extraction 
(expansion) condition established to judge a concatenation 

10 feature: Co_ns_equently, in order to increase reliability of 
extraction, 1t 1s necessary to optimize the expansion condi­
tion for each image and each extraction objective region. In 
the reference (2) above, there has been disclosed a method 
in which reliability of extraction processing is improved by 

15 
employing an expansion condition including a combination 
of a local condition and a global condition. 

In the region growing method, after a growth start point 
and a judge reference are supplied at an initiation point 
thereof, there is not inherently required any human power. 

20 This is most ideal as for automation of extraction. However, 
according to this method, when the expansion point once 
enters another region, the extraction is commenced in the 
entered region and hence the operation achieved only by the 
operation leads to a problem of reliability. Actually, even 

25 when the region growing method is directly applied to image 
data containing noises and having non-uniform density, a 
good result is rarely expected. 

In the reference (3) above, there has been described a 
support method which can be considered to be effective for 

30 improvement of extraction reliability and which is achieved 
by an operator for the region growing method. In this 
method, an extraction process of the region growing opera­
tion for the three-dimensional voxel data is continuously 
monitored on a three-dimensional display image such that 

35 when the expansion point enters a region other than an 
objective region, the region expansion is immediately 
stopped so as to delete the region by a function to correct 
three-dimensional voxel data. 

The most difficult problem of the concatenated region 
40 expansion method including the region growing method as 

its representative method is that when the extraction objec­
tive region (to be referred to as "an objective region" 
herebelow) is concatenated even via a point with a region (to 
be referred to as "an external region" herebelow) external 

45 with respect to the objective region, the expansion point may 
enter the external region and the region extraction is com­
menced. As methods of preventing the expansion point from 
entering the external region, there have been considered 
several ideas as follows. 

For example, in a case where a bone region is extracted 
from an X-ray computer tomography (CT) image, since the 
pixel values (CT values) of the bone region are higher than 
those of the other regions, the method CD above can be 
utilized. On the other hand, in the image attained by a 
magnetic resonance imaging (MRI) system, the individual 
regions cannot be easily identified depending on pixel 
values, and hence the extraction is carried out according to 
the method @ above. 

50 (1) Setting more a severe judgement reference (expansion 
condition) of concatenation feature 

As specific methods associated with the method @, there 
have been well known an extraction method called "edge 
trace" achieved by tracing a region boundary and an extrac­
tion method called "region growing" accomplished by 55 
expansion of a concatenated region. Results of the extraction 
conducted according to the edge trace method are attained as 
boundary lines or surfaces; consequently, this method is 
suitable for a high-speed three-dimensional display using a 
surface model. On the other hand, the boundary is likely to 60 
be interrupted due to noises or the like. In consequence, a 
correction operation is inevitably required to be carried out 
by the operator on the actual image data. 

In contrast therewith, according to the region growing 
method, the concatenated region is expanded from an inter- 65 
nal portion of a region to a periphery tltereof. In the above 
reference (1), a basic method of region growing has been 

When the expansion condition of the concatenation fea­
ture is set to be more severe, the probability of the expansion 
point entering the external region from the extraction objec­
tive region is accordingly increased. However, when the 
judgement reference is set to be more severe, it becomes 
more difficult to extract the entire objective region. To 
overcome this difficulty, there have been considered the 
following methods (reference is to be made to reference 2). 

CD: A plurality of judgement references are established to 
conduct judgement of the expansion point in a multilateral 
manner. 

@: The region of extraction data is uniformly expanded 
toward its periphery. 

(2) Correcting data being subjected to concatenated 
region expansion 
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In the final result of extraction, the overflow region has 
grown to a considerable size; consequently, to remove the 
overflow region through a correction job is almost impos­
sible. In order to minimize the deletion job, the overflow 
portion is deleted at a point of time when the expansion point 5 

enters the external region, namely, when the overflow region 
is not yet so large. After the overflow region is thus separated 
from the objective region, only the objective region can be 
extracted through the region expansion thereafter. (Refer-
ence is made to Article 3). 10 

SUMMARY OF THE INVENTION 

4 
FIG. 5 is a diagram showing a change in the number of 

expansion points generated in an expansion process; 
FIG. 6 is a diagram showing an extraction region 

extracted up to a point where a connection point is reached; 
FIG. 7 is an explanatory diagram for explaining a deletion 

region extraction method according to a region expansion 
from a connection point; 

FIG. 8 is a diagram showing a final extraction result; 
FIG. 9 is a diagram showing an extraction region in an 

extraction stage in which a connection point appears; 
FIG. 10 is a diagram showing alternative original image 

data for explaining the operation; 
The present invention has been devised to further improve 

the above technology and an object thereof is to provide a 
method of and an apparatus for processing multi-dimen­
sional data capable of minimizing the human operation to be 
achieved for the extraction processing to guarantee reliabil-

FIG. 11 is an explanatory diagram for explaining a 
15 connection point search processing conducted for the origi­

nal data of FIG. 10; 

ity of extraction. 

20 

FIG. 12 is an explanatory diagram useful for explaining 
an overflow region extraction processing effected for the 
original data of FIG. 10; 

FIG. 13 is a diagram showing an example of the consti­
tution of a system to which the present invention is applied; 

FIG. 14 is a flowchart showing the operation of a first 
embodiment according to the present invention; 

FIG. 15 is a flowchart of the connection point extraction 
processing according to the present invention; 

FIG. 16 is a flowchart showing a reverse-directional 
region expansion according to the present invention; 

FIG. 17 is a flowchart showing the operation of a second 
embodiment according to the present invention; and 

FIG. 18 is a flowchart showing the operation of a third 
embodiment according to the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

First, description will be given of the principle of the 
present invention. 

As described above, in the extraction method by the 
concatenated region expansion processing, when the expan­
sion point enters the external region other than the objective 
region, a completely wrong extraction result is attained. In 
particular, for images attained by the X-ray, CT and MRI 
apparatuses, the phenomenon of the overflow may easily 
occur due to influence from the distortion of image, noises, 
etc. of the apparatus. Consequently, to guarantee reliability 
of extraction, the operator is required to take some support 
actions for the extraction processing. Naturally, the amount 

The above object of the present invention is attained by a 
multi-dimensional data processing method in which a region 
extraction is conducted on multi-dimensional digital data 
characterized in that when a region other than an objective 
region is extracted as a result of the region extraction, a point 
belonging to the region is specified, thereby executing a 25 
deletion processing of the area other than the objective 
region Furthermore, there is provided a multi-dimensional 
data processing apparatus in which a region extraction is 
conducted on three-dimensional voxel data by use of a 
concatenated region expansion processing so as to present a 30 
three-dimensional display of the extraction objective region. 
The present invention comprises means for storing therein 
extraction history data indicating a point of extraction time 
for each point of the extraction objective region, three­
dimensional display means for referencing the extraction 35 
history data and thereby outputting a three-dimensional 
display image of the extraction objective area at an arbitrary 
point of time, means for indicating as a starting point of a 
subsequent expansion processing a point within the extrac­
tion objective region, means for extracting an inside of a 40 
region to which the indication point belongs by using a 
concatenated region expansion method for the extraction 
history data, means for displaying the extracted region on a 
three-dimensional image, means for deleting the region 
extracted by said extracting means from the three-dimen- 45 
sional voxel data or registering again the region as a non­
display region, and means for executing again an extraction 
processing of the objective region by the concatenated 
region expansion on the three-dimensional voxel data from 
which the region is thus deleted. 50 of the required support operations considerably influence the 

practicality of the extraction processing in the clinical field. 
The primary object of the present invention is to attain a high 
extraction reliability with a minimal amount of support jobs. 
Description will now be given of means disposed for the 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and other objects and advantages of the present 
invention will become apparent by reference to the follow­
ing description and accompanying drawings wherein: 

FIG. 1 is a schematic diagram showing an example of 
original image data useful for explaining operation of the 
present invention; 

55 purpose and operations thereof. 

The overall extraction processing flow in the multi-data 

FIG. 2 is a diagram showing extraction history data for the 
60 

original image data of FIG. 1; 

processing method according to the present invention will be 
shown in steps CD to ® below. In this regard, the main 
contents of the present invention relate to processing @ of 
removing the overflow region. 

FIG. 3 is an explanatory diagram for explaining a method 
of specifying an overflow region in a three-dimensional 
display image; 

FIG. 4 is an explanatory diagram useful for explaining 
expansion processing achieved for extraction history data of 
FIG. 2; 

(D: The operator sets an expansion starting point in the 
objective region. 

@: The concatenated region expansion is executed in the 
65 objective region beginning from the starting point. 

@: The extraction process is monitored on the three­
dimensional display image such that when a region clearly 
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overflowing into the external region is detected, the extrac­
tion processing is stopped. 

6 
(11) Function in which the region extraction achieved by 

the region extraction function (1) is monitored by the 
three-dimensional display function (2) such that when the 
overflow region appears, the region extraction is stopped 

@: The operator sets an expansion starting point in the 
overflow region. 

(1): The concatenated region expansion is initiated from 
the starting point to extract the overflow region. 

@: The overflow region is indicated in the three-dimen­
sional display image. 

5 and the overflow region to be deleted is specified by the 
three-dimensional coordinate indication function (3), the 
overflow region is extracted by the functions (4) to (9), the 
deletion is conducted by the function (7), and the functions 
above are repeatedly executed. 

(!): The operator visually checks the three-dimensional 
display image to delete the region if the extracted region is 10 

actually the overflow region. 

@: Until the overall objective region is extracted, the 
processing steps @ to ® are repeatedly executed. 

15 In this connection, in order for the operator to conduct a 
necessary processing on an intermediate result of the extrac­
tion, there are required means for monitoring the extraction 
process and means for stopping the extraction processing 
when an overflow region appears in the image being moni­
tored. Particularly, in a case where the extraction processing 20 
is conducted on the three-dimensional voxel data, there is 
necessitated, as disclosed in reference (3) above, a function 
for outputting the extraction region as a three-dimensional 
display image in a real time manner. Incidentally, a detailed 
description of these means and method of implementing the 25 
means will be omitted herein. 

According to the present invention, in order to achieve the 
processing steps @) to (!) for the "deletion of the overflow 
region" above, new functions are disposed as follows. 

(12) Function in which, after the connection part identi­
fied by the functions ( 4) to (7) is deleted or is set as an 
expansion inhibition region, the extraction stage is restored 
to a point of occurrence of the connection part and then the 
extraction processing is again initiated by the region extrac­
tion function (1). 

The operations (1) to (11) respectively associated with the 
above functions (1) to (11) will be described by reference to 
FIGS. 1 to 8. 

FIG. 1 shows an example of original image data on which 
the extraction processing is to be conducted. The actual 
object of the present invention is multi-value three-dimen­
sional voxel data; however, for simplification of explana­
tion, description will now be given of the operations accom­
plished for two-dimensional binary data. 

In FIG. 1, a shaded portion has a value "l" and any other 
portion has a value "O''. A region 101 is an objective region 
to be extracted. A region 103 not belonging to the objective 
region is connected to the region 101 via a connection part 
102. Consequently, when the concatenated region expansion 

(1) Function for achieving a region extraction by the 
concatenated region expansion each time a point is 
extracted, namely, with an extraction history set as an 
extraction. 

30 method is employed, the region 103 is also extracted as an 
overflow region. 

(2) Function for presenting, based on the extraction his­
tory data, a three-dimensional display of a region extracted 
at an arbitrary point in time. 

(3) Three-dimensional coordinates indication function for 
specifying a point belonging to the overflow region by using 
the three-dimensional display image. 

(4) Region extracting function for extracting, based on the 
extraction history data, an overflow region in a direction 
toward a lower extraction point according to the concat­
enated region extraction method. 

(1) In a region extraction by the conventional concat­
enated region expansion method, a result therefrom is 
expressed by binary data representing whether or not each 

35 pixel belongs inside the extraction region or by probability 
of belonging thereof to the extraction region. In the region 
expansion processing first conducted on the objective region 
according to the present invention, there is output as a result 
therefrom the serial expansion number of the point relative 

40 to that of the initial point. The number is stored as attribute 
data for each pixel. The attribute data will be referred to as 
"extraction history data" hereinbelow. 

(5) Region extracting means of extracting, based on the 45 

extraction history data, regions having an identical extrac­
tion point among the overflow regions according to the 
concatenated region extraction method. 

FIG. 2 shows an extraction result (extraction history data) 
obtained by a concatenated region expansion accomplished 
on the data of FIG. 1 with a point 201 within the objective 
region set as the starting point. A numeral assigned to each 
pixel denotes a point in time when the pixel is extracted. 

From the extraction history data, there can be attained an 
extraction result at an arbitrary point in time of the extraction 
process. In addition, it is also possible to trace the extraction 
process in the reverse direction. Particularly, due to the 
reverse-directional tracing feature, an overflow region can 
be automatically extracted. The extraction processing will 

(6) Function for checking, in each expansion stage of the 
concatenated region expansion, a concatenation feature of a 50 

new region thus expanded so as to acquire a concatenated 
region. 

(7) Function for examining the number of expansion 
points in each extraction stage during the concatenated 
region expansion and deciding whether or not the expansion 
point is a connection part between the extraction objective 
region and the overflow region. 

55 
be described in detail in operation (4) and the subsequent 
items. 

(8) Function for extracting the entire overflow region by 
a region expansion in the overflow region beginning from 

60 
the connection part. 

(9) Function for displaying, in an superimposing manner, 
the overflow region onto the three-dimensional display 
image. 

(2) In a case where the extraction region overflows into an 
external region, the extraction is required to be stopped at an 
appropriate point in time. However, it is difficult to auto­
matically decide the interruption time; consequently, the 
judgement is made by the operator in this example. There is 
provided observation means necessary for the operator to 
conduct the judgement. Namely, with the observation 
means, the user can check intermediate processes of the 

(10) Function for deleting the overflow region from the 
original data or assigning an invisibility attribute to each 
pixel in the overflow region. 

65 region expansion. 
Since a three-dimensional region cannot be directly 

observed on a two-dimensional display, there is required a 
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function for presenting the extraction region as a three­
dimensional image. In addition, to observe the behavior of 
growth of the region, the extraction region continuously 
growing through the processing is required to be succes­
sively presented as a three-dimensional image. Moreover, 5 
when the image viewed only from a fixed direction is 
employed, an overflow which may occur on a side opposite 
to a side related to the fixed direction of viewpoint cannot be 
confirmed. Consequently, there are necessitated a function to 
change a point of view of the image display when necessary 

10 and a function to simultaneously display images viewed 
from a plurality of directions. 

(3) In the overflow region deletion, there is first required 
means for indicating a deletion objective region. In the 
region indication, which will be described in operation ( 4) 

15 below, the indication point need not be necessarily set to a 
central portion of the region or to a point having a repre­
sentative pixel value. Namely, only the coordinates of an 
arbitrary point need be specified within the overflow region. 
With this provision, the indication point can be directly 
supplied in the three-dimensional image. This is quite effec- 20 

tive to reduce operation loads imposed on the operator. 
FIG. 3 is a diagram useful for explaining a method of 

setting a starting point in a three-dimensional display image. 
In this diagram, a numeral 302 denotes a three-dimensional 
display image data space and numerals 304 and 305 respec- 25 

tively designate an objective region and an overflow region 

8 
FIG. 4 shows the first stage of the expansion processing. 

The starting point is set to PO (401) in this diagram. The 
point PO is extracted in the 12th operation of the region 
extraction processing (to be referred to as "extraction stage 
12" hereinbelow). 

First, the first expansion starting point PO generates 
expansion points cl and c2 at points of extraction stage 11 
adjacent thereto. The point cl generates expansion starting 
points Pl and P2 at points of extraction stage 12 adjacent 
thereto and the point c2 similarly generates an expansion 
starting point P3. Subsequently, the new expansion starting 
point P2 thus generated creates an expansion point c3, which 
in turn produces new expansion points. Finally, the expan­
sion points cl to c8 are obtained in the first stage as shown 
in FIG. 4. 

(6) In a case where a plurality of overflow regions 
produced from two or more connection parts overlap with 
each other, it is impossible to simultaneously identify the 
connection parts. In this situation, when two or more expan­
sion regions are to be processed, one of the expansion 
regions is selected to achieve the region expansion for the 
connection part. The method and advantageous effect of this 
function will be additionally described in the final part of 
this article by reference to alternative original image data 
(FIG. 10). 

in the data space. A point 306 within the overflow region 
specified in the three-dimensional display image 301 is 
designated as a point 307 on a surface of an overflow region 
in the three-dimensional space. 

(4) The region expansion to trace the extraction points of 
time in the reverse direction is carried out as follows. 
Namely, reference is made to extraction history data of an 
expansion starting point and points adjacent thereto. When 

(7) The connection part is identified depending on a 
change in the number of expansion points in the region 
expansion. In this processing, since the expansion is 
achieved through locations in the following sequence as an 

30 overflow region, a connection part, and an objective region 
in any case, the number of expansion points is first increased 
in the overflow region and is then reduced in the connection 
part. Finally, the number is increased in the objective region. 

an extraction stage of the expansion starting point is less 35 

than that of the adjacent point by one, the adjacent point is 
set as a new expansion starting point. 

In this region expansion, the processing is sequentially 
accomplished in any case through regions as follows, 
namely, an overflow region, a connection part, and an 40 

objective region. Consequently, when the expansion point is 
in the connection part between the overflow and objective 
regions, it is considered that the expansion point is missing 
from all other locations. 

(5) Whether or not the expansion point reaches the 
connection part is judged depending on an increase or 
decrease in the number of expansion points, which will be 
described in operation (7) below. When there is adopted a 
recursive expansion processing in which the respective 
expansion points produced from an expansion starting point 

45 

50 

in turn create expansion starting points, the expansion of the 
region is enhanced and hence the increase or decrease in the 
number of expansion points becomes more clear. Moreover, 
when the expansion point enters from the connection part 

55 
into the objective part, the number of expansion points is 
abruptly increased, which considerably facilitates identifi­
cation of the connection part. 

The recursive expansion processing is carried out as 
follows. Namely, the system references extraction history 60 

data of an expansion point and points adjacent thereto. When 
an extraction stage of any one of the adjacent points is more 
than that of the expansion point by one, the adjacent point 
is set as a new expansion starting point. 

Referring next to FIGS. 2 and 4, description will be given 65 

of a stage of the region expansion carried out by the means 
of operations (4) and (5). 

Table 1 shows the change in the number of expansion points 
created in the respective expansion stages for the data of 
FIG. 1. The number of expansion points is decreased or 
converged in the extraction stages 6 and 5. This conse­
quently implies that the expansion point passes a connection 
part. 

TABLE 1 

Change in number of children generated 

Child 11 10 9 8 7 6 5 4 3 
extraction 
stage 
Number of 8 5 5 4 2 17 12 
children 
generated 

Depending on the state of the connection part, the number 
of expansion points is not necessarily 1. However, as a result 
of the recursive expansion, the number of expansion points 
characteristically increased abruptly after the processing 
passes through the connection part, and hence the connec­
tion part can be identified also by checking the change in the 
number of expansion points (time series data; reference is 
made to FIG. 5). 

(8) The shadowed region of FIG. 6 is the extraction region 
attained by the region expansion. As can be seen from this 
diagram, this extraction region includes only a region rang­
ing from the indication point specified by the function of 
operation (3) above to the connection part. In this situation, 
the entire overflow region is extracted by achieving another 
region expansion from the connection part as follows. When 
the extraction stage of the point adjacent to the expansion 
origin is greater than that of the expansion point by one, the 
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adjacent point is set as a new expansion point for the region 
expansion processing. FIG. 7 shows a result obtained by the 
region extraction processing. 

(9) In a case where a wrong point is indicated in the 
overflow region or where the connection point cannot be 
successfully identified, the extraction result attained by the 
operation of operation (8) above is different from that 
resulting from the operation achieved on the actual overflow 
region. To overcome this difficulty, there is disposed a 
function, namely, prior to actually deleting the region, the 
region extracted by the function of operation (8) is clearly 
indicated in the three-dimensional display image so that the 
operator confirms the region thus indicated by observing the 
displayed region. If the overflow region is appropriate, the 
deletion processing of operation (10) below is carried out; 
otherwise, the result is canceled to conduct again the over­
flow extraction processing from the step of operation (3). 

( 10) After the result is confirmed as described in operation 
(9), the overflow region is deleted. However, once the data 

10 
expansion start point and a shadowed region designates an 
expansion region. In an extraction stage 13, the region 802 
(indicated by a darker block) associated with expansion 
points are separated into two regions. In this situation, the 

5 lower region neater to the expansion start point 803 is 
selected to continue the expansion processing on this region, 
thereby extracting a connection point 801. 

In FIG. 12, shadowed portions are regions thus extracted 
by the expansion processing of operation (7) from the 

10 connection point. After the regions are removed, the similar 
operations including the connection point search and region 
deletion processing are achieved to the remaining upper 
region, thereby extracting the objective region. 

Referring next to drawings, description will be given in 

15 detail of an embodiment according to the present invention. 
The first embodiment of the present invention will be 

described by reference to FIGS. 13 to 16. 

is actually deleted, it is impossible thereafter to restore the 
original state thereof. To cope with this situation, there is 20 

adopted in this case a method in which an attribute of an 
invisibility region is assigned to the pixel without deleting 
the data. That is, the pixel data is retained, but it is not 
displayed. 

In this embodiment, there is employed a method related to 
extracting an objective region from intra-body three-dimen­
sional voxel data attained by a three-dimensional shooting 
by an MRI system. 

FIG. 13 shows an example of the configuration of a 
system to which the present invention is applied. This 
apparatus processes three-dimensional voxel data . attained 
through a three-dimensional image shooting operation of an 
MRI apparatus to extract an image of a particular internal 
organ therefrom. In FIG. 13, a straight line with an arrow 

(11) When there exist a plurality of overflow regions, the 25 

extraction processing of the objective region described in 
operation (1) and the overflow region extraction and deletion mark designates a data transmission path and the arrow mark 

denotes a direction of data flowing between the respective of operations (2) to (10) are repeatedly carried out to 
sequentially delete overflow regions, thereby attaining the 
final extraction result (FIG. 8). 

(12) There may also be considered an alternative method 
as follows. Through the processing steps of operations (8) to 
(10), namely, without deleting the entire overflow region, 
only the connection points are deleted and then the region 
expansion is again accomplished in the objective region 
from a point in time immediately preceding the point of 
occurrence of the connection point. FIG. 9 shows the 
extraction region at an extraction point immediately before 
the occurrence of the connection point. Since the connection 
point (901) has already been deleted, even if the region 
expansion is again conducted from this point in time, there 
does not occur any overflow and the obtained extraction 
result becomes substantially identical to that shown in FIG. 
8. 

30 
units. 

The three-dimensional voxel data attained by the MRI 
system is sent from an I/O device 101 to this apparatus to be 
stored in a three-dimensional image memory 102. An extrac­
tion processor 103 references data in the three-dimensional 
image memory 102 to obtain an objective region to be 

35 extracted according to the concatenated region expansion 
method. A parent table 111 and a child table 112, which are 
connected to the extraction processor 103, are adopted as 
work areas for the region extraction processing. An extrac­
tion result is stored in an extraction history data memory 104 

40 as information denoting a serial extraction number for each 
voxel of the three-dimensional voxel data. Consequently, the 
extraction history data memory 104 has a size identical to 
that of the three-dimensional image memory 102 and a 

Finally, a supplemental description will be given of the 45 

function of operation (6) by reference to FIGS. 10 to 12. 

one-to-one correspondence is established between the ele­
ments respectively thereof. At an arbitrary point of the 
extraction, an extraction result can be obtained by delivering 

In a case where the region expansion of operation (1) is 
effected for the actual data, a plurality of overflow occurs in 
many cases. FIG. 10 shows extraction history data devel­
oped when two overflows take place. Two connection parts 
102 and 103 exist in this diagram. 

When these overflow regions are separated from each 
other, the respective connection points can be identified 
without executing the processing of operation (6). However, 
as shown in FIG. 10, when the overflow regions grow 
resultantly into a region, the extraction point varies between 
the connection points. Consequently, the number of expan­
sion points does not converge and hence it is impossible to 
identify the connection point. 

To remove this disadvantage, when there appear two 
separated overflow regions, an operation to find connection 
points are achieved in one of the separated regions. After the 
processing is completed in this region, the search for a 
connection point is conducted through the remaining region. 

FIG. 11 shows a state of the region expansion effected on 
the data of FIG. 10. In this diagram, numeral 803 denotes an 

information stored in the extraction history data memory 
104 to a filter 105. A three-dimensional display processor 
106 generates, based on the data in the three-dimensional 

50 image memory 102 and data output from the filter 105, 
three-dimensional image data of the extraction region at an 
arbitrary extraction point so as to store the image data in a 
VRAM 10. The data is displayed as a three-dimensional 

55 
display image on a CRT 108. 

An input device 109 is utilized to set a concatenation 
judging condition, to set an extraction starting point, to 
cause an interruption in an expansion processing, and to 
indicate an overflow region to be deleted. An input device 

60 
110 for the three-dimensional display processor 106 is 
employed to input such items as a rendering parameter and 
a position of point of view, which are used in the three­
dimensional display computation. 

FIG. 14 shows an outline of the region extraction pro-
65 cessing executed in accordance with the present invention. 

Referring next to the system configuration diagram of 
FIG. 13 and the flowchart of FIG. 14, description will be 
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given of the outline of the region extraction processing of the 
present invention. 

[Step 201] 

12 
a case where an overflow into the external region is clearly 
recognized in the three-dimensional display image, the 
extraction of the objective region is temporarily stopped and 
control is passed to an overflow region deletion routine For specification of an extraction region, coordinates of a 

point or a plurality of points existing in a region to be 
extracted are input via the input device 109. The coordinates 
input in this step denote a starting point in the concatenated 
region expansion processing to be executed in a step 203 and 
subsequent steps. 

5 beginning from the step 208. If there does not exist any 
problem, control is returned to the step 204 to continue the 
extraction of the objective region. 

[Step 208] 

[Step 202] 
A reference for judging a concatenation feature (to be 

referred to as "an expansion condition" herebelow) for the 
concatenated region expansion is input via the input device 
109. In the concatenated region expansion of the present 
invention, an extraction of the objective region and an 
extraction/deletion of the overflow region are repeatedly 
conducted to obtain a final extraction result. Consequently, 
the expansion condition need not necessarily be an opti­
mized condition. However, it is possible, by setting an 
appropriate condition, to reduce the human power required 20 

for the operations thus repeatedly achieved. It is also effec­
tive to combine a plurality of conditions with each other for 
the expansion condition as described in operation 2 above. 

A point is specified in the overflow region to be deleted. 
10 In order to specify a point in the region for the three­

dimensional voxel data, there is generally used a method in 
which a cross section thereof is selected to specify a point on 
the cross section. However, the following step is used in this 
example. In the the concatenated region expansion for an 

15 overflow region, the starting point may be an arbitrary point 
in the region. Taking advantage thereof, an overflow region 
is specified on the three-dimensional display image. 

[Step 203] 
The extraction result is stored and the extraction history 25 

data memory 104 is initialized. 

[Step 204] 
The extraction processor 103 sets as the expansion con­

dition the parameter input in the step 201 so as to conduct 30 
the extraction processing according to the concatenated 
region expansion method beginning from the expansion 
starting point input in the step 201. The stage of the 
concatenated region expansion processing is completed 
when all of the current expansion starting points (to be 35 

referred to as "parents" herebelow) generate, in their adja­
cent regions, expansion points (to be referred to as "chil­
dren" herebelow) satisfying the expansion condition. After 
the stage of the concatenated region expansion is finished, 
the extraction processor 103 writes, for each "child", an 40 

extraction result. Namely, the serial expansion stage number 
of generation of the "child" relative to the extraction starting 
point is stored in the three-dimensional extraction data 
memory 104 at a position indicated by coordinates corre­
sponding to the "child". 

[Step 205] 
45 

[Step 209] 
A concatenation part between the overflow region and the 

objective region is extracted according to the concatenated 
region expansion method. Detailed description of this step 
will be given later in conjunction with steps 301 to 308 and 
steps 401 to 412. 

[Step 210] 
The entire overflow region is deleted according to a third 

region expansion method beginning from the connection 
point extracted in the step 209. 

[Step 211] 
The overflow region attained in the step 210 is superim­

posed onto the three-dimensional image of the overall 
extraction region generated in the step 205, thereby display­
ing the resultant image. In this operation, there may be 
adopted a display method in which, for example, different 
colors are used for the respective regions to facilitate dis­
crimination therebetween. 

[Step 212] 
The operator checks the three-dimensional display image 

created in the step 211 to evaluate the overflow region 
extracted by the operation up to the step 210. If there does 
not exist any problem, the subsequent step is achieved to 
delete the region; otherwise, control is returned to the step 
208 to again achieve the overflow region extraction. 

[Step 213] 
The region extracted as an overflow region is deleted. 

The rendering processor 106 continuously references data 
of the extraction history data 104 updated in the step 204 to 
generate a three-dimensional display image of the extraction 
region at the current extraction stage in the VRAM 107, 
thereby displaying the image on the CRT 108. The position 
of point of view and the display parameter can be altered 
when necessary via the input device 110. 

[Step 206] 

However, as described in conjunction with the operation of 
the present invention, once the data itself is erased, it is 
impossible to re-execute the same processing on the data or 

50 to extract another region existing in the pertinent region. In 
this example, to overcome this difficulty, an attribute of 
invisibility region is simply assigned to the pixels in the 
objective region. That is, the pixel data is retained, but it is 
not displayed. 

55 
In a stage of the region expansion, when there is missing 

a new "child" to be generated, the concatenated region 
expansion is automatically finished at that point in time. The 
extraction history data 104 at this point is the final result of 
the region extraction. On the other hand, in a case where the 60 
overall objective region is not completely extracted, namely, 
when a "child" is being generated in the step 204, the 
expansion processing is repeatedly carried out with the 
"children" set as expansion points (parents). 

[Step 214] 
The operator again evaluates the three-dimensional dis-

play image after the deletion processing of the step 213 so 
as to decide presence or absence of any other overflow 
region therein. If an overflow region is found, control is 
passed to the step 208 to extract the overflow region. If there 
is missing the overflow region or if such a region is still too 
small to be recognized as an overflow region, control is 
returned to the step 204 to again start the extraction of the 

[Step 207] 65 objective region. 
The operator evaluates the three dimensional display 

image of the extraction region generated in the step 205. In 
Next, referring to the construction diagram ofFIG.13 and 

the flowchart of FIG. 15, description will be given of a 
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method of extracting the connection region according to a 
second (reverse-directional) region expansion in the step 
209 of the flowchart of FIG. 14. 

In this connection, a "parent" and a "child" used in the 
following description respectively denote a point of an 5 
expansion origin in a region expansion and an expansion 
point produced from the "parent". Furthermore, a "parent 
table" is adopted to store therein coordinates of all "parents" 
created in a stage of the region expansion. Coordinates of 
"children" generated from "parents" through the region 10 

expansion are sequentially stored in a "child table". 
[Step 301] 
The parent table 111 and the child table 113 are initialized. 
[Step 302] 
A point in the deletion region specified in the step 208 is 

registered as the first "parent" in the parent table 111. 
[Step 303] 

15 

14 
A pixel adjacent to the "parent" is obtained. In this 

example, there exist six adjacent pixels including those 
respectively existing at positions above and beneath the 
"parent" and on the right and left sides thereof. 

[Step 403] 

The "child" table 112 is referenced to decide whether or 
not the attained adjacent pixel has already been registered to 
the "child" table 112. 

[Step 404] 
The extraction history data is referenced so as to compare 

the extraction stage of the "parent" with that of the obtained 
adjacent pixel. 

[Step 405] 

In a case where it is found, as a result of the steps 403 and 
404, that the attained adjacent pixel has not yet registered to 
the "child" table and the serial stage number of the adjacent 
pixel is less than that of the "parent" by one in the first region 
expansion of the step 404, the adjacent pixel is registered as A check is made for all "parents" registered to the parent 

table 111 to attain adjacent points thereof, thereby register­
ing adjacent points satisfying the expansion condition as 
"children" to the child table 112. The expansion processing 
will be described in detail in conjunction with steps 401 to 
412 later. 

20 a "child" to the child table 112. 

[Step 304] 

[Step 406] 
Pixels adjacent to the "child" registered to the "child" 

table 112 in the step 405 are acquired. As in the step 402, 
there are assumed six adjacent pixels of the "child" in the 

25 vertical and horizontal directions. 
A check is made for the concatenation feature of regions 

associated with the "children" generated in the step 303. 
When the region is to be subdivided into a plurality of 
regions, one of the subdivided regions is selected to register 

30 
pixels existing therein as real "children" again in the child 
table 112. 

[Step 407] 

The "parent" table is referenced to determine whether or 
not the attained adjacent pixel has already been registered to 
the "parent" table 111. 

[Step 408] 

The extraction history data is referenced to compare the 
extraction stage of the "child" with that of the obtained 
adjacent pixel. 

[Step 305] 

[Step 409] 

The number of "children" produced in the step 304 is 
checked to determine a connection part based on the number 35 

or a change in the number. For this purpose, there may be 
adopted various methods, for example, a method in which 
the mean values before and after each point in time are 
compared with each other or a method in which a point in 
time when the variance varies greatly is utilized. 

As a result of the steps 407 and 408, if the attained 
adjacent pixel has not yet registered to the "parent" table and 
the serial stage number of the adjacent pixel is less than that 

40 of the "child" by one in the first region expansion, the 
adjacent pixel is registered as a "parent" to the child table 
111. [Step 306] 

When the connection part is identified, the region expan­
sion is terminated and then control is passed to the connec­
tion part output processing in a step 308. If the expansion 
region has not reached the connection part, control is passed 45 

to a step 307 to continue the region expansion. 

[Step 410] 
Until all pixels adjacent to the "child" are completely 

checked, the steps 406 to 409 (addition and registration of 
"parent") are repeatedly executed. 

[Step 411] [Step 307] 
Each "child" thus produced is set as a "parent", namely, 

the new region thus expanded is used as an expansion origin 
in the subsequent region expansion. This is achieved by 
moving the contents of the child table 112 to the parent table 
111. Control is then returned to the step 303 to conduct the 
next stage of region expansion. 

[Step 308] 
Coordinates of the "child" obtained at a point of time 

when the connection part is identified are output as coordi­
nates of the connection part. After the connection point 
output is finished, control is transferred to the step 210 to 
conduct the overflow region extraction. 

Next, referring to the flowchart of FIG. 16, description 
will be given in detail of the region expansion of the step 
303. 

[Step 401] 

A "parent" is acquired from the parent table 111. 
[Step 402] 

Until all pixels adjacent to the "parent" are completely 
checked, the steps 402 to 410 (registration of "child") are 

50 repeatedly achieved. 
[Step 412] 

Until all pixels adjacent to all "parents" in the parent table 
111 are completely checked, the steps 401 to 412 are 

55 repeatedly executed. 
According to the above embodiment, with the minimized 

human operations, the region extraction can be accom­
plished on the three-dimensional voxel data attained from an 
MRI apparatus. More specifically, in a region extraction by 

60 a concatenated region expansion suitable for a considerably 
large volume of three-dimensional voxel data, most portions 
of the extraction region correction job, which is achieved by 
the human power in the conventional technology, can be 
automatically carried out. This accordingly realizes practical 

65 use of the internal-organ extraction processing on medical 
three-directional voxel data, which cannot be easily put to 
practical use in the prior art. 



5,553,207 
15 

Next, referring to the flowchart of FIG. 17, description 
will be given of a second embodiment according to the 
present invention. 

16 
[Step 603] 
When there exists another region to be set as an unnec-

essary extraction region, control is returned to the step 602 
to continuously achieve the specification of an extraction 
inhibition point. If the unnecessary region exists spatially 
over the objective region in this embodiment, namely, the 
objective region is covered with the unnecessary region (for 
example, when the brain region and the skin region are 
assumed to be the objective region and the extraction 

Like in the first embodiment, an objective region is 
extracted in the second embodiment. However, the process- 5 
ing to be accomplished after the extraction of the connection 
part remarkably varies therebetween. In this connection, 
since steps 501 to 509 of FIG. 17 are almost identical to 
those of the first embodiment, description thereof will be 
avoided. 10 inhibition region, respectively), it may also be possible, by 

scanning the three-dimensional voxel data from a peripheral 
portion to a central portion thereof, to automatically set the 
extraction inhibition points. 

[Steps 501 to 509] 
Description will be accordingly avoided (reference is to 

be made to the steps 201 to 207 of the first embodiment). 
[Step 510] 
The connection part extracted in the step 509 is removed 15 

from the data. Moreover, in place of the operation of 
achieving the data removal, the system may conduct an 
operation to set an attribute of an expansion inhibition point 
to the data. 

[Step 511] 
The extraction point is restored to the point where the 

connection part has been detected. As a result, all overflow 
regions are set as non-extraction regions. At the same time, 

20 

a portion of the objective region is also set as a non­
extraction region. FIG. 9 shows the extraction region devel- 25 
oped on the data of FIG. 1 when the extraction point is 
restored to the point where the connection part is detected 
(extraction point 5). A letter "x" designates a connection 
point extracted in the step 509 such that this point is assigned 
with the expansion inhibition attribute. 30 

After the steps 510 and 511 are finished, the concatenated 
region expansion is started again in the extraction region 
beginning from the step 204. 

Since the connection part to the overflow region has 
35 

already been removed in the step 210, there does not occur 
any overflow as a result of the expansion. Namely, only the 
objective region is extracted. 

The embodiment is attended with problems, for example, 

[Step 604] 
The operator requests the apparatus to display a cross 

section including the objective region and then specifies a 
point of the objective region in the displayed cross section. 
The point is stored as an extraction starting point in the 
parent table 111. 

[Step 605] 

The object region is extracted through the concatenated 
region expansion. The region extraction is accomplished in 
the method described in conjunction with the step 204 of the 
first embodiment. · 

[Step 606] 
At a point where it is impossible to expand the region, the 

extraction processing is stopped and then an extraction result 
is output. 

[Step 607] 
When the expansion point reaches the extraction inhibi­

tion point established in the step 602, the objective region 
extraction is terminated. 

[Step 608] 

a problem of a double extraction in which an objective 
region once extracted is subjected to an extraction again and 
a problem that there is missing means for confirming an 
overflow region. However, since only the connection part is 
deleted in this embodiment, there is attained an advanta­
geous feature of preventing the wrong operation in which 
the objective region is mistakenly erased. 

An unnecessary region is extracted by the region expan­
sion described in conjunction with the first embodiment in 
which the extraction points are traced in the reverse direc­
tion from the extraction inhibition point reached in the step 
607, thereby deleting the unnecessary region. After the 

40 unnecessary region is deleted, control is returned to the step 
605 to achieve again extraction of the objective region by the 
concatenated region expansion. 

As described in detail above, according to the present 

Next, referring to the system constitution diagram of FIG. 
13 and the flowchart of FIG. 18, description will be given of 
a third embodiment in accordance with the present inven­
tion. 

45 invention, there is obtained an advantageous effect of imple­
menting a method of and an apparatus for processing 
multi-dimensional data capable of minimizing the human 
operation required to be conducted during the extraction 
processing to guarantee reliability of the extraction. 

According to this embodiment, an extraction inhibition 
point or region is set in the three-dimensional voxel data 
prior to the region extraction, thereby automatically achiev­
ing the extraction of the objective region. This embodiment 

50 

is implemented for a medical application in which a brain 55 

region and a skin region are assumed to be the objective 
region and the extraction inhibition region, respectively. 

[Step 601] 
The extraction history data memory is initialized. 
[Step 602] 

60 

The operator requests the system to display a cross section 
including a region to be set as an unnecessary extraction 
region. At least one point of the region is specified in the 
image of the cross section and then the point is stored as an 65 

extraction inhibition point in the extraction history data 
memory. 

While particular embodiments of the invention have been 
shown and described, it will be obvious to those skilled in 
the art that various changes and modifications may be made 
without departing from the present invention in its broader 
aspects. 

We claim: 
1. A region extracting method, said method comprising 

the steps of: 
executing a concatenated region expansion process on 

objective multi-dimensional data to extract a desired 
region from said objective multi-dimensional data, said 
concatenated region expansion process starting from 
one or more data points extracted in said desired region 
and including repetition of an expansion substep in 
which time series data indicating a transition of the 
number of data points having connectivity with each 
other is set and a plurality of data points are incorpo-
rated into said extracted data points when said plurality 
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of data points are adjacent to previously incorporated 
data points and satisfy expansion criteria; 

displaying the incorporated extracted data points on a 
display screen; 

18 
5. A method according to claim 2, wherein said step of 

deleting the overflow region includes the steps of deleting 
the connection part from the extracted region and executing 
a concatenated region expansion processing again from a 
first point or an intermediate point of the extracted region, 
thereby extracting the desired region. 

inversely tracing said concatenated region expansion pro- 5 

cess, when the incorporated extracted data points over­
flow the desired region into an external region, by using 
said time series data indicating the transition of the 
number of data points having connectivity with each 
other; 

6. A method according to claim 2, wherein said step of 
deleting the overflow region includes the steps of executing 
a region expansion in a direction from the connection part to 

10 the overflow region, thereby extracting the entire overflow 
identifying a connection part between the desired region 

and an overflow region of said incorporated data points 
on the basis of said time series data, said overflow 
region being located outside of the desired region; and 

15 
deleting the overflow region according to the connection 

part from the incorporated extracted data points. 
2. A region extraction method comprising the steps of: 
extracting a region including a desired region from multi­

dimensional data, by a concatenated region expansion 20 

processing; 
displaying said extracted region on a display screen; 
executing reverse-order tracing processing, when said 

extracted region overflows the desired region into an 
external region, for tracing expansion points extracted 25 

at each time stage in said concatenated region expan­
sion processing in an order opposite that of said con­
catenated region expansion processing, thereby identi­
fying a connection part between the desired region and 
an overflow region of said extracted region, said over- 30 

flow region being located outside of said desired 
region; and 

deleting the overflow region from the extracted region 
according to the connection part so as to obtain only 

35 
said desired region. 

3. A method according to claim 2, wherein said reverse­
order tracing processing step includes the steps of: 

determining a number of expansion points being con­
nected to each other and extracted at each time stage in 40 
said concatenated region expansion; and 

identifying expansion points as the connection part when 
the number of the expansion points becomes equal to or 
less than a preset value. 

4. A method according to claim 2, wherein said reverse- 45 

order tracing processing step includes the steps of: 

region. 
7. A method according to claim 2, wherein said overflow 

region extraction processing includes the steps of: 

displaying the overflow region in a three-dimensional 
display manner; and 

requesting an operator for confirmation of, based on a 
result of the display, whether or not a deletion of the 
overflow region is to be conducted. 

8. A region extracting apparatus comprising: 

means for extracting, from three-dimensional voxel data, 
a desired region by use of a concatenated region 
expansion processing; 

means for storing extraction history data indicating, for 
each voxel region extracted by said extracting means, 
a time stage when said voxel region is extracted in said 
concatenated region processing; 

three-dimensional display processing means for referenc­
ing the extraction history data and the three-dimen­
sional voxel data and thereby outputting a three-dimen­
sional display image of the extracted voxel region, 
including the desired region, at an arbitrary time; 

indicating means for indicating a point in an overflow 
region which overflows the desired region into an 
external region and obtaining coordinates thereof; 

identifying means for achieving an identifying operation 
from the indicated point in the overflow region by 
reverse-order tracing of said concatenated region 
expansion processing on the extraction history data, 
thereby identifying a connection part between the over­
flow region and the desired region in the extracted 
voxel region; and 

means for deleting the overflow region from the extracted 
voxel region in accordance with the connection part so 
as to obtain only said desired region. 

9. An apparatus according to claim 8, wherein said 

calculating a characteristic feature of time series data 
including data items indicating a number of the expan­
sion points extracted at each time stage in said concat­
enated region of expansion processing; 

identifying, based on the characteristic time series data 
feature, timing as to when said overflow region 
appears; and 

50 
deleting means includes means for achieving the concat­
enated region expansion processing on the three-dimen­
sional voxel data from which the connection part is thus 
deleted, thereby executing the extraction processing so as to 
obtain only said desired region. 

determining positions of expansion points which are 
extracted at said timing as the connection point. * * * * * 


