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(57) ABSTRACT 

One aspect of the invention relates to a network interface 
System for interfacing a host System with a network. The 
network interface System includes a buS interface System, a 
media acceSS control System, and a Security System. The 
Security System Selectively perform Security processing on 
data incoming from the network based on Security associa 
tions Stored in a memory external to the network interface 
System, typically a host System memory. The Security asso 
ciation for any given frame, when available, is fetched from 
the external memory after the frame begins to arrive in the 
network interface System based in part on information 
contained in the frame. Preferably, the fetch begins before 
the frame is fully received and the Security association is 
queued whereby Security processing can begin without 
having to wait for the Security association to be fetched. 
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NETWORK INTERFACE WITH SECURITY 
ASSOCATION DATA PREFETCH FOR HIGH 
SPEED OFFLOADED SECURITY PROCESSING 

FIELD OF INVENTION 

0001. The invention is generally related to the field of 
computer devices and more particularly to methods and 
Systems for interfacing a host device or System with a 
network. 

BACKGROUND OF THE INVENTION 

0002 Host-computing Systems, Such as personal comput 
ers, are often operated as nodes on a communications 
network, where each node is capable of receiving data from 
the network and transmitting data to the network. Data is 
transferred over a network in groups or Segments, wherein 
the organization and Segmentation of data are dictated by a 
network operating System protocol, and many different 
protocols exist. In fact, data Segments that correspond to 
different protocols can co-exist on the same communications 
network. In order for a node to receive and transmit infor 
mation packets, the node is equipped with a peripheral 
network interface device, which is responsible for transfer 
ring information between the communications network and 
the host System. For transmission, a processor unit in the 
host System constructs data or information packets in accor 
dance with a network operating System protocol and passes 
them to the network peripheral. In reception, the processor 
unit retrieves and decodes packets received by the network 
peripheral. The processor unit performs many of its trans 
mission and reception functions in response to instructions 
from an interrupt Service routine associated with the network 
peripheral. When a received packet requires processing, an 
interrupt may be issued to the host System by the network 
peripheral. The interrupt has traditionally been issued after 
either all of the bytes in a packet or some fixed number of 
bytes in the packet have been received by the network 
peripheral. 

0.003 Networks are typically operated as a series or stack 
of layerS or levels, where each layer offerS Services to the 
layer immediately above. Many different layered network 
architectures are possible, where the number of layers, the 
function and content of each layer may be different for 
different networks. The international Standards organization 
(ISO) has developed an open systems interconnection (OSI) 
model defining a Seven layer protocol Stack including an 
application layer (e.g., layer 7), a presentation layer, a 
Session layer, a transport layer, a network layer, a data link 
layer, and a physical layer (e.g., layer 1), wherein control is 
passed from one layer to the next, Starting at the application 
layer in one Station, proceeding to the bottom layer, over the 
channel to the next Station and back up the hierarchy. The 
user of a host System generally interacts with a Software 
program running at the uppermost (e.g., application) layer 
and the Signals are Sent acroSS the network at the lowest 
(e.g., physical) layer. 
0004 One popular network architecture is sometimes 
referred to as a TCP/IP stack, in which the application layer 
is one of FTP (file transfer protocol), HTTP (hyper text 
transfer protocol), or SSH (secure shell). In these networks, 
the transport layer protocol is typically implemented as 
transmission control protocol (TCP) or user datagram pro 
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tocol (UDP), and the network layer employs protocols such 
as the internet protocol (IP), address resolution protocol 
(ARP), reverse address resolution protocol (RARP), or 
internet control message protocol (ICMP). The data link 
layer is generally divided into two Sublayers, including a 
media access control (MAC) sublayer that controls how a 
computer on the network gains access to the data and 
permission to transmit it, as well as a logical link control 
(LLC) sublayer that controls frame synchronization, flow 
control and error checking. The physical layer conveys the 
data as a bit stream of electrical impulses, light Signals, 
and/or radio signals through the network at the physical 
(e.g., electrical and mechanical) level. The physical layer 
implements Ethernet, RS232, asynchronous transfer mode 
(ATM), or other protocols with physical layer components, 
where Ethernet is a popular local area network (LAN) 
defined by IEEE 802.3. 

0005 One or more layers in a network protocol stack 
often provide tools for error detection, including checkSum 
ming, wherein the transmitted messages include a numerical 
checksum value typically computed according to the number 
of Set bits in the message. The receiving network node 
Verifies the checkSum value by computing a checksum using 
the same algorithm as the Sender, and comparing the result 
with the checksum data in the received message. If the 
values are different, the receiver can assume that an error has 
occurred during transmission acroSS the network. In one 
example, the TCP and IP layers (e.g., layers 4 and 3, 
respectively) typically employ checksums for error detec 
tion in a network application. 

0006 Data may also be divided or segmented at one or 
more of the layers in a network protocol Stack. For example, 
the TCP protocol provides for division of data received from 
the application layer into Segments, where a header is 
attached to each Segment. Segment headers contain Sender 
and recipient ports, Segment ordering information, and a 
checksum. Segmentation is employed, for example, where a 
lower layer restricts data messages to a size Smaller than a 
message from an upper layer. In one example, a TCP frame 
may be as large as 64 kbytes, whereas an Ethernet network 
may only allow frames of a much Smaller size at the physical 
layer. In this case, the TCP layer may segment a large TCP 
frame into Smaller Segmented frames to accommodate the 
size restrictions of the Ethernet. 

0007 One or more of the network protocol layers may 
employ Security mechanisms. Such as encryption and authen 
tication to prevent unauthorized Systems or users from 
reading the data, and/or to ensure that the data is from an 
expected Source. For instance, IPSecurity (IPSec) Standards 
have been adopted for the IPlayer (e.g., layer 3 of the OSI 
model) to facilitate Secure exchange of data, which has been 
widely used to implement virtual private networks (VPNs). 
IPSec Supports two operating modes, including transport 
mode and tunnel mode. In transport mode, the Sender 
encrypts the data payload portion of the IP message and the 
IP header is not encrypted, whereas in tunnel mode, both the 
header and the payload are encrypted. In the receiver Sys 
tem, the message is decrypted at the IP layer, wherein the 
Sender and receiver Systems share a public key through a 
Security association (SA). Key Sharing is typically accom 
plished via an internet Security association and key man 
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agement protocol (ISAKMP) that allows the receiver to 
obtain a public key and authenticate the Sender using digital 
certificates. 

0008. In conventional networks, the tasks of the upper 
and intermediate layers are performed in the host System 
Software. When an application Software program in a host 
computer needs to transfer data to another device on the 
network, the application passes the data as a packet to TCP 
layer software of the host operating system (OS). The TCP 
layer Software creates a TCP frame including the data packet 
and a TCP header, and also performs any required TCP 
Segmentation and checksum generation. Host IPlayer Soft 
ware then creates an IP header and trailer, as well as an 
Ethernet (MAC) header, and performs any selected IPsec 
Security processing. The resulting IP frame is then provided 
to a network interface for transmission to the network. At the 
receiver host, the received frame is then decrypted and/or 
authenticated by IP software in the receiver host CPU, and 
the IP checksums are verified. The receiver TCP layer 
Software then verifies the TCP checksum, and reassembles 
Segmented TCP frames into a message for the upper layer 
Software application destination. Such conventional Sys 
tems, however, require the host Software to implement many 
if not all of the layer 3 and layer 4 (e.g., IP and TCP/UDP) 
functions, including Segmentation, checkSumming, and 
Security processing. These functions are typically computa 
tion intensive, requiring a significant amount of host pro 
cessing overhead. Thus, there is a need for improved net 
work Systems and methods for reducing the processing load 
on networked host Systems. 

SUMMARY OF THE INVENTION 

0009. The following presents a simplified summary of the 
invention in order to provide a basic understanding of Some 
aspects of the invention. This Summary is not an extensive 
overview of the invention. It is intended neither to identify 
key or critical elements of the invention nor to delineate the 
Scope of the invention. Rather, the primary purpose of this 
Summary is to present Some concepts of the invention in a 
Simplified form as a prelude to the more detailed description 
that is presented later. The invention relates to Systems and 
methods for interfacing host systems with networks while 
offloading Security processing. 

0010. One aspect of the invention relates to a network 
interface System for interfacing a host System with a net 
work. The network interface System includes a bus interface 
System, a media access control System, and a Security 
system. While the security system is part of the network 
interface System, the Security System Selectively performs 
Security processing on data incoming from the network 
based on Security associations Stored in a memory external 
to the network interface System, typically a host System 
memory. The Security association for any given frame, when 
available, is fetched from the external memory after the 
frame begins to arrive in the network interface System. 
Preferably, the fetch begins before the frame is fully 
received and the Security association is queued whereby 
Security processing can begin without having to wait for the 
Security association fetch. The invention facilitates high 
Speed Security processing offloaded from the host System. 
By fetching the Security association data from the external 
memory before the Security association data is needed, 
Significant delays can be avoided. 
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0011) Another aspect of the invention also relates to a 
network interface System. The network interface System 
includes a bus interface System, a Security System, a media 
acceSS control System, and a queue adapted to Store a 
plurality of Security associations. The Security System is 
adapted to Selectively perform Security processing on 
incoming data received by the media acceSS control System 
based on Security associations fetched from a random acceSS 
memory and Stored in the queue. By fetching the Security 
asSociation data from the random acceSS memory and Stor 
ing it in the queue before the data is needed by the Security 
System, delays in frame processing connected with acceSS 
ing the random access memory can be avoided. 
0012 To the accomplishment of the foregoing and related 
ends, the following description and annexed drawings Set 
forth in detail certain illustrative aspects and implementa 
tions of the invention. These are indicative of but a few of 
the various ways in which the principles of the invention 
may be employed. Other objects, advantages and novel 
features of the invention will become apparent from the 
following detailed description of the invention when con 
sidered in conjunction with the drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0013 FIG. 1 is a schematic diagram illustrating an 
exemplary network interface System in accordance with one 
or more aspects of the present invention; 
0014 FIG. 2 is a schematic diagram illustrating another 
exemplary network interface System in which various 
aspects of the invention may be carried out; 
0015 FIG. 3 is a schematic diagram illustrating an 
exemplary Single-chip network controller implementation of 
the network interface system of FIG. 2; 
0016 FIG. 4 is a schematic diagram illustrating a host 
System interfacing with a network using the exemplary 
network controller of FIG. 3; 
0017 FIG. 5A is a schematic diagram illustrating a 
control Status block in a host System memory with pointers 
to descriptor rings and receive Status rings in the host System 
of FIG. 2; 
0018 FIG. 5B is a schematic diagram illustrating a 
controller status block in the host memory of the host system 
of FIG. 2; 
0019 FIG. 5C is a schematic diagram illustrating 
descriptor management unit registers in the network inter 
face system of FIG. 2; 
0020 FIG. 5D is a schematic diagram illustrating an 
exemplary transmit descriptor ring in host System memory 
and pointer registers in a descriptor management unit of the 
network interface system of FIG. 2; 
0021 FIG. 5E is a schematic diagram illustrating an 
exemplary transmit descriptor in the network interface SyS 
tem of FIG. 2; 
0022 FIG. 5F is a schematic diagram illustrating a 
transmit flags byte in the transmit descriptor of FIG. 5E, 
0023 FIG. 5G is a schematic diagram illustrating an 
exemplary receive descriptor in the network interface SyS 
tem of FIG. 2; 
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0024 FIG. 5H is a schematic diagram illustrating an 
exemplary receive descriptor ring and receive Status ring in 
host System memory, as well as pointer registers in the 
descriptor management unit of the network interface System 
of FIG. 2; 
0.025 FIG. 5 is a schematic diagram illustrating an 
exemplary receive Status ring in host System memory and 
pointer registers in the descriptor management unit in the 
network interface system of FIG. 2; 
0.026 FIG. 5.J is a schematic diagram illustrating an 
exemplary receive Status ring entry in the host System 
memory; 

0027 FIGS. 6A and 6B are schematic diagrams illus 
trating outgoing data from TCP through transport mode ESP 
processing for IPv4 and IPv6, respectively; 
0028 FIGS. 6C and 6D are schematic diagrams illus 
trating outgoing data from TCP through tunnel mode ESP 
processing for IPv4 and IPv6, respectively; 
0029 FIG. 6E is a schematic diagram illustrating exem 
plary ESP header, ESP trailer, authentication data, and 
protected data; 
0030 FIGS. 7A and 7B are schematic diagrams illus 
trating exemplary TCP frame formats for IPv4 and IPv6, 
respectively; 

0031 FIGS. 8A and 8B are tables illustrating frame 
fields modified by outgoing ESP and AH processing, respec 
tively, in the network interface system of FIG. 2; 
0032 FIGS. 8C and 8D are schematic diagrams illus 
trating pseudo header checkSum calculations for IPv4 and 
IPv6, respectively in the network interface system of FIG. 
3; 
0.033 FIG. 9 is a schematic diagram illustrating security 
processing of outgoing data in the network interface System 
of FIG. 3; 
0034 FIG. 10 is a schematic diagram illustrating security 
processing of incoming network data in the network inter 
face system of FIG. 3; 
0.035 FIG. 11A is a schematic diagram illustrating an 
exemplary Security association table write access in the 
network interface system of FIG. 3; 
0.036 FIG. 11B is a schematic diagram illustrating an 
exemplary SA address register format in the network inter 
face system of FIG. 3; 
0037 FIG. 11C is a schematic diagram illustrating an 
exemplary SPI table entry format in the network interface 
system of FIG. 3; 
0.038 FIG. 11D is a schematic diagram illustrating an 
exemplary SA memory entry format in the network interface 
system of FIG. 3; 
0.039 FIG. 12 is a schematic diagram illustrating further 
details of layer four checksum computation for an outgoing 
transmit frame in the network interface system of FIG. 3; 
and 

0040 FIGS. 13A and 13B provide a flow diagram illus 
trating layer 4 checkSumming in the network interface 
system of FIG. 3 in accordance with another aspect of the 
invention. 
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DETAILED DESCRIPTION OF THE 
INVENTION 

0041 One or more implementations of the present inven 
tion will now be described with reference to the drawings, 
wherein like reference numerals are used to refer to like 
elements throughout. 
0042 Referring initially to FIG. 1, an exemplary network 
interface System 2 is illustrated for interfacing a host System 
6 with a network 8, wherein the network interface system 2 
is operable to provide outgoing data from the host System 6 
to the network 8 and to provide incoming data from the 
network 8 to the host system 6. The network interface 
System 2 comprises a bus interface System 4, a media access 
control (MAC) system 10, a memory system 12, a security 
System 14, a Security association (SA) lookup System 20, 
and a SA queue 22. 
0043. The bus interface system 4 can be operatively 
coupled with the host System 6, for example via a hostbus 
106, and is adapted to transfer data between the network 
interface system 2 and the host system 6. The MAC system 
10 may be operatively coupled with the network 8, for 
example via a media independent interface (e.g., MII, GMII, 
etc.) compliant transceiver (not shown), and is adapted to 
transfer data between the network interface System 2 and the 
network 8. The bus interface system 4 and the MAC system 
10 may be constructed using any electrical circuitry or 
components configured or configurable to transfer data to 
and from the network interface system 2. In particular, the 
Systems 4 and 10 may comprise any combination of hard 
ware Such as logic devices, analog circuits, electrical con 
nectors, etc., which may be programmable or configurable 
by Software and/or firmware in the interface System 2. 
0044) The memory system 12 is coupled with the bus 
interface system 4, the MAC system 10, and the security 
System 14. The memory System 12 Stores incoming and 
outgoing data being transferred between the network 8 and 
the host system 6. The memory system 12 comprises first 
and Second memories MEMORY A16 and MEMORY B18. 
The first memory 16 is coupled with the bus interface system 
4 and the Security System 14 for Storage of outgoing data 
prior to Security processing and for Storage of incoming data 
after Security processing. The Second memory 18 is coupled 
with the MAC system 10 and the security system 14 for 
Storage of incoming data prior to Security processing and for 
Storage of outgoing data after Security processing. The 
memory System 12 and the first and Second memories 16 and 
18 thereof may be any form of memory circuitry, volatile or 
non-volatile, including but not limited to random access 
memory (RAM) circuitry configured as first-in, first-out 
(FIFO) memories with appropriate control circuitry. 
Although illustrated as first and second memories 16 and 18, 
respectively, the memory System 12 may be separate memo 
ries, a unitary memory System partitioned into first and 
Second memory areas 16 and 18, or even a Single memory 
dynamically shared to perform the functions of first and 
second memories. The memories 16 and 18 may comprise 
Separate memory circuitry for handling incoming and out 
going data, or alternatively may be a single memory circuit 
for Storing incoming and outgoing data. 
004.5 The security system 14 is configured or config 
urable to Selectively perform Security processing for incom 
ing and/or outgoing data in the network interface System 2. 
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With respect to incoming data, the Security processing is 
Selectively performed based on Security associations Stored 
in the SA queue 22. The security system 14, may be 
constructed using any Suitable electronic devices, Such as 
analog and logic circuitry, configured or configurable to 
perform Security processing for incoming and/or outgoing 
data in the interface System 2. The SA queue 22 may be any 
form of memory circuitry, Volatile or non-volatile, but is 
typically a first-in, first-out (FIFO) memory with appropriate 
control circuitry. In one implementation, the Security System 
14 is an IPSec System adapted to Selectively provide authen 
tication, encryption, and decryption functions for incoming 
and outgoing data, as illustrated and described further below. 
However, other forms of Security Systems and other types of 
Security processing are contemplated within the Scope of the 
invention. 

0046) The SA lookup system 20 is coupled with the MAC 
system 10 and the SA queue 22. The SA lookup system 20 
is configured or configurable to parse the data received by 
the MAC system 10 from the network 8 and, based at least 
in part on that data, to retrieve appropriate Security associa 
tions from the SA table 140 and place the security associa 
tions in SA queue 22. The SA lookup system 20 may be 
constructed using any Suitable electrical circuitry or com 
ponents including any combination of hardware Such as 
logic devices, analog circuits, electrical connectors, etc., 
which may be programmable or configurable by Software 
and/or firmware in the interface System 2. 
0047. The systems 4, 10, 12, 14, and 20 in the network 
interface System 2 may optionally be configurable or pro 
grammable via Software and/or firmware. For example, one, 
Some, or all of the systems 4, 10, 12, 14, and 20 of the 
network interface 2 may be configured by Software in the 
host system 6 and/or via firmware such as a coded EEPROM 
in the system 2 or an external EEPROM or other memory 
device external to the system 2 via an EEPROM interface. 
0.048. In addition, the various systems 4, 10, 12, 14, and 
20 may be selectively operable according to control or other 
type information obtained from the host system 6, wherein 
Such control information may be associated with one or 
more data portions being processed and/or transferred 
between the host system 6 and the network 8. For example, 
the network interface System 2 may obtain control informa 
tion from the host System 6 related to an outgoing data frame 
to be transmitted to the network 8. Further, the systems 4, 10, 
12, 14, and 20 may provide control, Status, or other types of 
information to the host system 6. 
0049. In the exemplary network interface 2, the SA 
lookup System 20 comprises a receive data (RX) parser 144, 
an SA pointer lookup system 30, a table of SA pointers 36, 
an SA pointer queue 32, and an SA fetch system 34. The 
MAC system 10 passes a copy of each frame it receives from 
the network 8 to the RX parser 144. The RX parser 144 
extracts data that pertains to the correct Security association 
for the frame and passes that data to the SA pointer lookup 
system 30. For example, the RX parser 144 may look for an 
IPsec header and, upon finding Such a header, may pass the 
Security Protocol Index (SPI), a bit indicating the type of 
IPsec header found (AH or ESP), and the IP destination 
address. 

0050. Using the information from the RX parser 144, the 
SA lookup system 30 seeks a matching entry in the table of 
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SA pointers 36 and, upon finding a matching entry, places an 
SA pointer corresponding to a location in the SA table 140 
in the SA pointer queue 32. The SA fetch system 34 reads the 
pointers from the SA pointer queue 32, fetches the corre 
sponding SAS from SA table 140, and places the SAS in the 
SA queue 22. 
0051) The SA table 140 can be in any suitable location. 
Generally, due to the number and size of the Security 
associations, it is most convenient to store the SA table 140 
in host memory 128. In the example given below, the SA 
table 140 contains 4096 entries of 136 bytes each whereas 
the table of SA pointers 36 contains entries of 8 bytes each 
(Some bytes of which are not used). In one embodiment, the 
SA table 140 occupies at least about 64 KBytes of data, 
preferably at least about 128 KBytes of data, more prefer 
ably at least about 256 KBytes of data. The table 36 of SA 
pointers on the other hand generally requires no more than 
about 32 KBytes of memory, preferably no more than about 
16 KBytes of memory. Preferably, the table of SA pointers 
36 maps physical addresses of (pointers to) entries in the SA 
table 140, whereby the SA fetch system 34 can obtain the 
SAS from the SA table 140 using direct memory access, 
which does not require Sending an interrupt to the host 
processor 112. The SA fetch system 34 can obtain the SAS 
as Soon as the host bus 106 becomes available. 

0.052 Alternatively, the SA table 140 can be part of the 
network interface System 2, even part of the same integrated 
circuit. In any event, the SA table 140 is a memory that is 
randomly accessed. Because Such random access is com 
paratively slow, it is advantageous to read the appropriate 
SAS from the SATable 140 and place them in the SA queue 
22 before they are actually needed by the security system 14. 
0053. In general, in some instances the operation of the 
Security System 14 tends to be a bottleneck in the operation 
of the network interface System 2. In Several of its aspects, 
the invention involves improving the data flow rate through 
this bottleneck by making required SAS readily available to 
the Security System 14, generally by queuing them in the SA 
queue 22 before they are needed and in the order they will 
be required. In general, this means that the process of 
queuing the required Security associations, which begins 
after the corresponding frames begin to arrive from the 
network 8 (because data contained in the frame is needed to 
determine the correct Security association), is begun before 
the frame has been entirely received and Stored in the 
memory 18. 
0054 With specific reference to the SA queue 22, a queue 
is an orderly Storage for a plurality of data elements that is 
read in a predetermined order. In a preferred embodiment, 
the SA queue 22 is a FIFO memory. Alternatively, the SA 
queue 22 could be as Simple as a pair of SA Storage locations 
that are alternately read. 
0055. The table of SA pointers 36 can be any data 
Structure that provides a mapping between accessible infor 
mation in an incoming data frame and appropriate Security 
associations in SA table 140. In a preferred embodiment, the 
mapping is a hash table as described more fully below. AS 
shown by the hash table example, the mapping does not have 
to be perfect. It is acceptable if occasionally the existence of 
a matching entry in the SA table 140 might be missed. In 
Such an event, the SA is considered unavailable and the 
frame will pass from the network interface System 2 to the 
host System 6 without Security processing. 
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0056. The network interface 2 may also be advanta 
geously configured to pre-fetch Security associations for 
frames undergoing transmission. While many of the com 
ponents used for receive SAS can be applied to transmit SAS, 
generally it is leSS challenging to obtain the SAS in a timely 
fashion because the SAS can be conveniently determined by 
the host processor 6 while initiating frame transmission. An 
example of this is given below in connection with the 
exemplary network interface system 102. 

0057 The invention facilitates expeditious transfer and 
processing of incoming and outgoing data between the 
network 8 and the host system 6, through offloading of 
Security processing from the host System 6. The invention 
allows these tasks to be offloaded from the host processor 
while minimizing traffic on the host bus and minimizing 
interrupts of the host processor. Furthermore, the invention 
allows the offloaded Security processing to proceed at a high 
pace while using a relatively large Security association 
database that is kept off-chip or otherwise Subject to com 
paratively long access times. A Structural/functional and 
operational Overview of an exemplary network controller in 
accordance with the present invention will be provided 
below in conjunction with FIGS. 2-4, in order to facilitate 
a thorough understanding of the present invention. 

0.058 FIG. 2 illustrates a network interface peripheral or 
network controller 102 in accordance with one or more 
aspects of the present invention, and FIGS. 3 and 4 illustrate 
an exemplary Single-chip implementation 102a of the net 
work controller 102. The exemplary single-chip network 
controller 102a includes all the functionality and compo 
nents described herein with respect to the network interface 
System 102. The various blocks, Systems, modules, engines, 
etc. described herein may be implemented using any appro 
priate analog and/or digital circuitry, wherein one or more of 
the blocks, etc. described herein may be combined with 
other circuitry in accordance with the invention. 

0059) The network controller 102 includes a 64-bit 
PCI-X bus interface 104 for connection with a host PCI or 
PCI-X bus 106 that operates at a clock speed up to 133 MHz 
in PCI-X mode or up to 66 MHz in standard PCI mode. The 
network controller 102 may be operated as a bus master or 
a slave. Much of the initialization can be done automatically 
by the network controller 102 when it reads an optional 
EEPROM (not shown), for example, via an EEPROM 
interface 114 (FIG. 3). The network controller 102 can be 
connected to an IEEE 802.3 or proprietary network 108 
through an IEEE 802.3-compliant Media Independent Inter 
face (MII) or Gigabit Media Independent Interface (GMII) 
110, for interfacing the controller 102 with the network 108 
via an external transceiver device 111. For 1000 Mb/s 
operation the controller 102 supports either the byte-wide 
IEEE 802.3 Gigabit Media Independent Interface (GMII) for 
1000BASE-T PHY devices 111 or the IEEE 802.3 Ten-Bit 
Interface (TBI) for 1000BASE-X devices 111. The network 
controller 102 supports both half-duplex and full-duplex 
operation at 10 and 100 Mb/s rates and full-duplex operation 
at 1000 Mb/s. 

0060 A host device, such as a host processor 112 on the 
host PCI-X bus 106 in a host system 180, may interface with 
the network controller 102 via the bus 106 and a host bridge 
117. The host processor 112 includes one or more processors 
that can operate in a coordinated fashion. Referring also to 
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FIG. 4, the network single-chip network controller 102a 
may be provided on a network interface card or circuit board 
182, together with a PHY transceiver 111 for interfacing the 
host processor 112 with the network 108 via the host bridge 
117, the host bus 106, and the transceiver 111. The PCI-X 
bus interface 104 includes PCI configuration registers used 
to identify the network controller 102a to other devices on 
the PCI bus and to configure the device. Once initialization 
is complete, the host processor 112 has direct access to the 
I/O registers of the network controller 102 for performance 
tuning, Selecting options, collecting Statistics, and Starting 
transmissions through the host bridge 117 and the bus 106. 
The host processor 112 is operatively coupled with the host 
system memory 128 and a cache memory 115 via a memory/ 
cache controller 113. One or more application software 
programs 184 executing in the host processor 112 may be 
provided with network Service via layer 4 (e.g., transport 
layer) Software, Such as transmission control protocol (TCP) 
layer software 186, layer 3 (e.g., network layer) software 
188, such as internet protocol (IP) software 188, and a 
Software network driver 190, also running on the host 
processor 112. As discussed below, the network driver 
Software 190 interacts with the host memory 128 and the 
network controller 102 to facilitate data transfer between the 
application software 184 and the network 108. 

0061 As illustrated in FIG. 2, the exemplary network 
controller 102 comprises first and second internal random 
access memories MEMORY A 116 and MEMORY B 118, 
organized as first-in first-out (FIFO) memories for storage of 
frames. A memory control unit 120 is provided for control 
and operation of the memories 116 and 118. The network 
controller 102 also comprises a media access control (MAC) 
engine 122 Satisfying requirements for operation as an 
Ethernet/IEEE 802.3-compliant node and providing the 
interface between the memory 118 and the GMII 110. The 
MAC engine 122 may be operated in full or half-duplex 
modes. An Internet Protocol Security (IPSec) engine 124 
coupled with the memories 116 and 118 provides authenti 
cation and/or encryption functions. 

0062) The PCI-X bus interface 104 includes a Direct 
Memory Access (DMA) controller 126 that automatically 
transferS network frame data between the network controller 
102 and buffers in host system memory 128 via the hostbus 
106. The operation of the DMA controller 126 is directed by 
a descriptor management unit 130 according to data Struc 
tures called descriptors 192, which include pointers to one or 
more data buffers 194 in system memory 128, as well as 
control information. The descriptors 192 are stored in the 
host System memory 128 in queues called descriptor rings. 
Four transmit descriptor rings are provided for transmitting 
frames and four receive descriptor rings for receiving 
frames, corresponding to four priorities of network traffic in 
the illustrated controller 102. Additionally, four receive 
Status rings are provided, one for each priority level, that 
facilitate Synchronization between the network controller 
102 and the host system. Transmit descriptors 192 control 
the transfer of frame data from the system memory 128 to 
the controller 102, and receive descriptors 192 control the 
transfer of frame data in the other direction. In the exem 
plary controller 102, each transmit descriptor 192 corre 
sponds to one network frame, whereas each receive descrip 
tor 192 corresponds to one or more host memory buffers in 
which frames received from the network 108 can be stored. 
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0.063. The software interface allocates contiguous 
memory blocks for descriptorS 192, receiver Status, and data 
buffers 194. These memory blocks are shared between the 
software (e.g., the network driver 190) and the network 
controller 102 during normal network operations. The 
descriptor Space includes pointers to network frame data in 
the buffers 194, the receiver status space includes informa 
tion passed from the controller 102 to the software in the 
host 112, and the data buffer areas 194 for storing frame data 
that is to be transmitted (e.g., outgoing data) and for frame 
data that has been received (e.g., incoming data). 
0.064 Synchronization between the controller 102 and 
the host processor 112 is maintained by pointerS Stored in 
hardware registers 132 in the controller 102, pointers stored 
in a controller status block (CSB) 196 in the host system 
memory 128, and interrupts. The CSB 196 is a block of host 
System memory 128 that includes pointers into the descrip 
tor and Status rings and a copy of the contents of the 
controller's interrupt register. The CSB 196 is written by the 
network controller 102 and read by the host processor 112. 
Each time the Software driver 190 in the host 112 writes a 
descriptor or Set of descriptorS 192 into a descriptor ring, it 
also writes to a descriptor write pointer register in the 
controller 102. Writing to this register causes the controller 
102 to Start the transmission process if a transmission is not 
already in progreSS. Once the controller has finished pro 
cessing a transmit descriptor 192, it writes this information 
to the CSB 196. After receiving network frames and storing 
them in receive buffers 194 of the host system memory 128, 
the controller 102 writes to the receive status ring and to a 
write pointer, which the driver Software 190 uses to deter 
mine which receive buffers 194 have been filled. Errors in 
received frames are reported to the host memory 128 via a 
Status generator 134. 
0065. The IPsec module or engine 124 provides standard 
authentication, encryption, and decryption functions for 
transmitted and received frames. For authentication, the 
IPsec module 124 implements the HMAC-MD5-96 algo 
rithm defined in RFC 2403 (a specification set by the 
Internet Engineering Task Force) and the HMAC-SHA-1-96 
algorithm defined in RFC 2404. For encryption, the module 
implements the ESP DES-CBC (RFC 2406), the 3DES 
CBC, and the AES-CBC encryption algorithms. For trans 
mitted frames, the controller 102 applies IPsec authentica 
tion and/or encryption as Specified by Security ASSociations 
(SAS) stored in a SA memory 140, which are accessed by 
IPsec system 124 via an SA memory interface 142. SAS are 
negotiated and Set by the host processor 112. SAS include 
IPsec keys, which are required by the various authentication, 
encryption, and decryption algorithms, IPsec key exchange 
processes are performed by the host processor 112. The host 
112 negotiates SAS with remote stations and writes SA data 
to the SA memory 140. The host 112 also maintains an IPsec 
Security Policy Database (SPD) in the host system memory 
128. 

0066. A receive (RX) parser 144 associated with the 
MAC engine 122 examines the headers of received frames 
to determine what processing needs to be done. If it finds an 
IPsec header, it uses information contained in the header, 
including a Security Parameters Index (SPI), an IPsec pro 
tocol type, and an IP destination address to search an SPI 
table using SA lookup logic 146 and retrieves the applicable 
SA pointer. The result is written to an SA pointer FIFO 
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memory 148, which is coupled to the lookup logic 146 and 
the SA memory interface 142. The key corresponding to the 
SA is fetched and stored in RX key FIFO 152. A receive 
(RX) IPsec processor 150 performs the processing required 
by the applicable SA. The controller 102 reports what 
Security processing it has done, So that the host 112 can 
check the SPD to verify that the frame conforms with policy. 
The processed frame is stored in the memory 116. 
0067. A receive IPsec parser 154, associated with IPsec 
processor 150, performs parsing that cannot be carried out 
before packet decryption. Some of this information is used 
by a receive (RX) checksum and pad check system 156, 
which computes checkSums Specified by headers that may 
have been encrypted and also checkSpad bits that may have 
been encrypted to Verify that they follow a pre-specified 
Sequence for pad bits. These operations are carried out while 
the received frame is passed to the PCI-X bus 104 via FIFO 
158. The checksum and pad check results are reported to the 
Status generator 134. 
0068. In the transmit path, an assembly RAM 160 is 
provided to accept frame data from the System memory 128, 
and to pass the data to the memory 116. The contents of a 
transmit frame can be spread among multiple data buffers 
194 in the host memory 128, wherein retrieving a frame may 
involve multiple requests to the system memory 128 by the 
descriptor management unit 130. These requests are not 
always Satisfied in the same order in which they are issued. 
The assembly RAM 160 ensures that received chunks of 
data are provided to appropriate locations in the memory 
116. For transmitted frames, the host 112 checks the SPD 
(IPsec Security Policy Database) to determine what security 
processing is needed, and passes this information to the 
controller 102 in the frame's descriptor 192 in the form of 
a pointer to the appropriate SA in the SA memory 140. The 
frame data in the host System memory 128 provides Space in 
the IPsec headers and trailers for authentication data, which 
the controller 102 generates. Likewise, Space for padding (to 
make the payload an integral number of blocks) is provided 
when the frame is stored in the host system memory buffers 
194, but the pad bits are written by the controller 102. 
0069. As the data is sent out from the assembly RAM 
160, it passes also into a first transmit (TX) parser 162, 
which reads the MAC header, the IP header (if present), the 
TCP or UDP header, and determines what kind of a frame it 
is, and looks at control bits in the associated descriptor. In 
addition, the data from the assembly RAM 160 is provided 
to a transmit checkSum System 164 for computing IP header 
and/or TCP checksums, which values will then be inserted 
at the appropriate locations in the memory 116. The descrip 
tor management unit 130 Sends a request to the SA memory 
interface 142 to fetch an SA key, which is then provided to 
a key FIFO 172 that feeds a pair of TX IPsec processors 
174a and 174b. Frames are selectively provided to one of a 
pair of TX IPsec processors 174a and 174b for encryption 
and authentication via TX IPsec FIFOs 176a and 176b, 
respectively, wherein a transmit IPsec parser 170 selectively 
provides frame data from the memory 116 to a selected one 
of the processors 174. The two transmit IPsec processors 
174 are provided in parallel because authentication proceSS 
ing cannot begin until after encryption processing is under 
way. By using the two processors 174, the Speed is compa 
rable to the receive side where these two processes can be 
carried out Simultaneously. 

Ex.1019 / Page 29 of 46
Cisco Systems, Inc.

Ex.1019 / Page 29 of 46
Cisco Systems, Inc.



US 2005/0256975 A1 

0070 Authentication does not cover mutable fields, such 
as occur in IP headers. The transmit IPsec parser 170 
accordingly looks for mutable fields in the frame data, and 
identifies these fields to the processors 174a and 174b. The 
output of the processors 174a and 174b is provided to the 
second memory 118 via FIFOs 178a and 178b, respectively. 
An Integrity Check Value (ICV), which results from authen 
tication processing, is inserted into the appropriate IPsec 
header by an insertion unit 179 as the frame data is passed 
from the memory 118 to the MAC engine 122 for transmis 
Sion to the network 108. 

0071. In the single-chip implementation of FIG. 3, the 
controller 102a comprises a network port manager 182, 
which may automatically negotiate with an external physical 
(PHY) transceiver via management data clock (MDC) and 
management data I/O (MDIO) signals. The network port 
manager 175 may also set up the MAC engine 122 to be 
consistent with the negotiated configuration. Circuit board 
interfacing for LED indicators is provided by an LED 
controller 171, which generates LED driver signals LED0'- 
LED3' for indicating various network status information, 
Such as active link connections, receive or transmit activity 
on the network, network bit rate, and network collisions. 
Clock control logic 173 receives a free-running 125 MHz 
input clock signal as a timing reference and provides various 
clock signals for the internal logic of the controller 102a. 
0.072 A power management unit 188, coupled with the 
descriptor management unit 130 and the MAC engine 122, 
can be used to conserve power when the device is inactive. 
When an event requiring a change in power level is detected, 
Such as a change in a link through the MAC engine 122, the 
power management unit 188 provides a signal PME' indi 
cating that a power management event has occurred. The 
external serial EEPROM interface 114 implements a stan 
dard EEPROM interface, for example, the 93CXX EEPROM 
interface protocol. The leads of external serial EEPROM 
interface 114 include an EEPROM chip select (EECS) pin, 
EEPROM data in and data out (EEDI and EEDO, respec 
tively) pins, and an EEPROM serial clock (EESK) pin. 
0073. In the bus interface unit 104, address and data are 
multiplexed on bus interface pins AD63:0). A reset input 
RST may be asserted to cause the network controller 102a 
to perform an internal System reset. A cycle frame I/O Signal 
FRAME" is driven by the network controller when it is the 
bus master to indicate the beginning and duration of a 
transaction, and a PCI clock input PCI CLK is used to drive 
the System bus interface over a frequency range of 15 to 133 
MHz on the PCI bus (e.g., host bus 106). The network 
controller 102a also supports Dual Address Cycles (DAC) 
for systems with 64-bit addressing, wherein low order 
address bits appear on the AD31:0) bus during a first clock 
cycle, and high order bits appear on AD63:32 during the 
Second clock cycle. A REQ64 Signal is asserted by a device 
acting as bus master when it wants to initiate a 64-bit data 
transfer, and the target of the transfer asserts a 64-bit transfer 
acknowledge Signal ACK64 to indicate that it is willing to 
transfer data using 64 bits. A parity Signal PAR64 is an even 
8 byte parity signal that protects AD63:32 The bus master 
drives PAR64 for address and write data phases and the 
target drives PAR64 for read data phases. 

0.074 The network controller 102a asserts a bus request 
signal REQ' to indicate that it wishes to become a bus 
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master, and a bus grant input signal GNT indicates that the 
access to the buS has been granted to the network controller. 
An initialization device Select input signal IDSEL is used as 
a chip Select for the network controller during configuration 
read and write transactions. BuS command and byte enable 
signals C/BE7:0) are used to transfer bus commands and to 
indicate which physical bytes of data lines AD63:0 carry 
meaningful data. A parity I/O Signal PAR indicates and 
verifies even parity across AD31:0 and C/BE3:0). 
0075) The network controller drives a drive select I/O 
signal DEVSEL' when it detects a transaction that selects the 
network controller 102a as a target. The network controller 
102a checks DEVSEL' to see if a target has claimed a 
transaction that the network controller initiated. TRDY is 
used to indicate the ability of the target of the transaction to 
complete the current data phase, and IRDY" indicates the 
ability of the initiator of the transaction to complete the 
current data phase. Interrupt request output Signal INTA 
indicates that one or more enabled interrupt flag bits are Set. 
The network controller 102a asserts a parity error I/O signal 
PERR' when it detects a data parity error, and asserts a 
System error output signal SERR' when it detects an address 
parity error. In addition, the controller 102a asserts a stop 
I/O signal STOP' to inform the bus master to stop the current 
transaction. 

0076. In the MAC engine 122, a physical interface reset 
signal PHY RST is used to reset the external PHY 111 (MII, 
GMII, TBI), a PHY loop-back output PHY LPBK is used to 
force an external PHY device 111 into loop-back mode for 
Systems testing, and a flow control input signal FC controls 
when the MAC transmits a flow control frame. The network 
controller 102a provides an external PHY interface 110 that 
is compatible with either the Media Independent Interface 
(MII), Gigabit Media Independent Interface (GMII), or Ten 
Bit Interface (TBI) per IEEE Std 802.3. Receive data input 
signals RXD7:0 and output signals TXD7:0 are used for 
receive and transmit data exchange, respectively. When the 
network controller 102a is operating in GMII or MII mode, 
TX EN/TXD8) is used as a transmit enable. In TBI mode, 
this signal is bit 8 of the transmit data bus. RX DV/RXD8 
is an input used to indicate that valid receive data is being 
presented on the RX pins. In TBI mode, this signal is bit 8 
of the receive data bus. 

0077. When the network controller 102a is operating in 
GMII or MII mode, RX ER/RXD9) is an input that indi 
cates that the external transceiver device has detected a 
coding error in the receive frame currently being transferred 
on the RXD pins. In TBI mode, this signal is bit 9 of the 
receive data bus. MII transmit clock input TX CLK is a 
continuous clockinput that provides the timing reference for 
the transfer of the TX EN and TXD3:0 signals out of the 
network controller 102a in MII mode. GTX CLK is a 
continuous 125MHz clock output that provides the timing 
reference for the TX EN and TXD signals from the network 
controller when the device is operating in GMII or TBI 
mode. RX CLK is a clock input that provides the timing 
reference for the transfer of Signals into the network con 
troller when the device is operating in MII or GMII mode. 
COL is an input that indicates that a collision has been 
detected on the network medium, and a carrier Sense input 
Signal CRS indicates that a non-idle medium, due either to 
transmit or receive activity, has been detected (CRS is 
ignored when the device is operating in full-duplex mode). 
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In TBI mode, 10-bit code groups represent 8-bit data pack 
ets. Some 10-bit code groups are used to represent com 
mands. The occurrence of even and odd code groups and 
Special Sequences called commas are all used to acquire and 
maintain synchronization with the PHY 110. RBCLKO) is 
a 62.5 MHz clock input that is used to latch odd-numbered 
code groups from the PHY device, and RBCLK1 is used 
to latch even-numbered code groups. RBCLK1 is always 
180 degrees out of phase with respect to RBCLKO). COM 
DET is asserted by an external PHY 111 to indicate the 

code group on the RXD9:0 inputs includes a valid comma. 
0078. The IPsec module 124 includes an external RAM 
interface to memories 116 and 118. When CKE is driven 
high, an internal RAM clock is used to provide Synchroni 
zation, otherwise the differential clock inputs CK and CKL 
are used. The RAM's have a command decoder, which is 
enabled when a chip select output CS L is driven low. The 
pattern on the WE L, RAS L, and CAS L. pins defines the 
command that is being issued to the RAM. Bank address 
output signals BA1:0) are used to select the memory to 
which a command is applied, and an address Supplied by 
RAM address output pins A10:0 selects the RAM word 
that is to be accessed. A RAM data strobe I/O signal DOS 
provides the timing that indicates when data can be read or 
written, and data on RAM data I/O pins DQ31:0) are 
written to or read from either memory 116 or 118. 
0079 Returning again to FIG. 2, an operational discus 
Sion of receive and transmit operation of the network 
controller 102 is provided below. Starting with receipt of a 
data frame from the network media 108 (e.g., an optical 
fiber), the frame is delivered to the GMII 110 (the Gigabit 
Media-Independent Interface), for example, as a Series of 
bytes or words in parallel. The GMII 110 passes the frame 
to the MAC 122 according to an interface protocol, and the 
MAC 122 provides some frame management functions. For 
example, the MAC 122 identifies gaps between frames, 
handles half dupleX problems, collisions and retries, and 
performs other Standard Ethernet functions Such as address 
matching and Some checkSum calculations. The MAC 122 
also filters out frames, checks their destination address and 
accepts or rejects the frame depending on a Set of established 
rules. 

0080. The MAC 122 can accept and parse several header 
formats, including for example, IPv4 and IPv6 headers. The 
MAC 122 extracts certain information from the frame 
headers. Based on the extracted information, the MAC 122 
determines which of Several priority queues (not shown) to 
put the frame in. The MAC places some information, such 
as the frame length and priority information, in control 
words at the front of the frame and other information, Such 
as whether checksums passed, in Status words at the back of 
the frame. The frame passes through the MAC 122 and is 
stored in the memory 118 (e.g., a 32 KB RAM). In this 
example, the entire frame is stored in memory 118. The 
frame is Subsequently downloaded to the System memory 
128 to a location determined by the descriptor management 
unit 130 according to the descriptors 192 in the host memory 
128 (FIG. 4), wherein each receive descriptor 192 com 
prises a pointer to a data buffer 194 in the system memory 
128. Transmit descriptors include a pointer or a list of 
pointers, as will be discussed in greater detail Supra. The 
descriptor management unit 130 uses the DMA 126 to read 
the receive descriptor 192 and retrieve the pointer to the 
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buffer 194. After the frame has been written to the system 
memory 128, the Status generator 134 creates a Status word 
and writes the Status word to another area in the System 
memory 128, which in the present example, is a Status ring. 
The status generator 134 then interrupts the processor 112. 
The system software (e.g., the network driver 190 in FIG. 4) 
can then check the Status information, which is already in the 
system memory 128. The status information includes, for 
example, the length of the frame, what processing was done, 
and whether or not the various checksums passed. 

0081. In transmit operation, the host processor 112 ini 
tially dictates a frame transmission along the network 108, 
and the TCP layer 186 of the operating system (OS) in the 
host processor 112 is initiated and establishes a connection 
to the destination. The TCP layer 186 then creates a TCP 
frame that may be quite large, including the data packet and 
a TCP header. The IPlayer 188 creates an IP header, and an 
Ethernet (MAC) header is also created, wherein the data 
packet, and the TCP, IP, and MAC headers may be stored in 
various locations in the host memory 128. The network 
driver 190 in the host processor 112 may then assemble the 
data packet and the headers into a transmit frame, and the 
frame is stored in one or more data buffers 194 in the host 
memory 128. For example, a typical transmit frame might 
reside in four buffers 194: the first one containing the 
Ethernet or MAC header, the second one having the IP 
header, the third one the TCP header, and the fourth buffer 
containing the data. The network driver 190 generates a 
transmit descriptor 192 that includes a list of pointers to all 
these data buffers 194. 

0082) The frame data is read from the buffers 194 into the 
controller 102. To perform this read, the descriptor manage 
ment unit 130 reads the transmit descriptor 192 and issues a 
series of read requests on the host bus 106 using the DMA 
controller 126. However, the requested data portions may 
not arrive in order they were requested, wherein the PCI-X 
interface 104 indicates to the DMU 130 the request with 
which the data is associated. Using Such information, the 
assembly RAM logic 160 organizes and properly orders the 
data to reconstruct the frame, and may also perform Some 
packing operations to fit the various pieces of data together 
and remove gaps. After assembly in the assembly RAM 160, 
the frame is passed to the memory 116 (e.g., a 32 KB RAM 
in the illustrated example). As the data passes from the 
assembly RAM 160, the data also passes to the TX parser 
162. The TX parser 162 reads the headers, for example, the 
MAC headers, the IP headers (if there is one), the TCP or 
UDP header, and determines what kind of a frame it is, and 
also looks at the control bits that were in the associated 
transmit descriptor 192. The data frame is also passed to the 
transmit checksum system 164 for computation of TCP 
and/or IP layer checksums. 

0083. The transmit descriptor 192 may comprise control 
information, including bits that instruct the transmit check 
sum system 164 whether to compute an IP header checksum 
and/or TCP checksum. If those control bits are set, and the 
parser 162 identifies or recognizes the headers, then the 
parser 162 tells the transmit checksum system 164 to per 
form the checksum calculations, and the results are put at the 
appropriate location in the frame in the memory 116. After 
the entire frame is loaded in the memory 116, the MAC 122 
can begin transmitting the frame, or outgoing Security pro 
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cessing (e.g., encryption and/or authentication) can be per 
formed in the IPsec system 124 before transmission to the 
network 108. 

0084. By offloading the transmit checksumming function 
onto the network controller 102 of the present invention, the 
host processor 112 is advantageously freed from that task. In 
order for the host processor 112 to perform the checksum, 
Significant resources must be expended. Although the com 
putation of the checksum is relatively simple, the checksum, 
which covers the entire frame, must be inserted at the 
beginning of the frame. In conventional architectures, the 
host computer makes one pass through the frame to calculate 
the checksum, and then inserts the checksum at the begin 
ning of the frame. The data is then read another time as it is 
loaded into the controller. The network controller 102 fur 
ther reduces the load on the host processor 112 by assem 
bling the frame using direct access to the System memory 
128 via the descriptors 192 and the DMA controller 126. 
Thus, the network controller 102 frees the host processor 
112 from Several time consuming memory access opera 
tions. 

0085. In addition to the receive and transmit functions 
identified above, the network controller 102 may also be 
programmed to perform various Segmentation functions 
during a transmit operation. For example, the TCP protocol 
allows a TCP frame to be as large as 64,000 bytes. The 
Ethernet protocol does not allow data transferS that large, but 
instead limits a network frame to about 1500 bytes plus 
Some headers. Even in the instance of a jumbo frame option 
that allows 16,000 byte network frames, the protocol does 
not Support a 64 KB frame size. In general, a transmit frame 
initially resides in one or more of the data buffers 194 in 
system memory 128, having a MAC header, an IP header, 
and a TCP header, along with up to 64 KB of data. Using the 
descriptor management unit 130, the frame headers are read, 
and an appropriate amount of data (as permitted by the 
Ethernet or network protocol) is taken and transmitted. The 
descriptor management unit 130 tracks the current location 
in the larger TCP frame and sends the data block by block, 
each block having its own Set of headers. 

0.086 For example, when a data transmit is to occur, the 
host processor 112 writes a descriptor 192 and informs the 
controller 102. The descriptor management unit 130 
receives a full list of pointers, which identify the data buffers 
194, and determines whether TCP segmentation is war 
ranted. The descriptor management unit 130 then reads the 
header buffers and determines how much data can be read. 
The headers and an appropriate amount of data are read into 
the assembly RAM 160 and the frame is assembled and 
transmitted. The controller 102 then re-reads the headers and 
the next block or portion of the untransmitted data, modifies 
the headers appropriately and forms the next frame in the 
Sequence. This proceSS is then repeated until the entire frame 
has been sent, with each transmitted portion undergoing any 
Selected Security processing in the IPsec System 124. 

0087. The network controller 102 of the present invention 
also advantageously incorporates IPSec processing therein. 
In contrast with conventional systems that offload IPSec 
processing, the present invention employs on-board IPSec 
processing, which may be implemented as a single-chip 
device 102a (FIG. 3). In conventional systems, either the 
host processor carries out IPSec processing or a co-proces 
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Sor, Separate from the network controller, is employed. Use 
of the host processor is very slow, and in either case, the 
frame passes at least three times through the memory bus. 
For example, when a co-processor is used, the frame passes 
through the bus once as it is read from memory and Sent to 
the co-processor, again as it passes back to the System 
memory, and a third time as it is Sent to the network 
controller. This processing consumes Significant bandwidth 
on the PCI buS and negatively impacts System performance. 
A similar performance loSS is realized in the receive direc 
tion. 

0088 IPSec processing has two primary goals: first is to 
encrypt, or Scramble, the data So that an unauthorized perSon 
or System cannot read the data. The Second goal is authen 
tication, which ensures that the packet is uncorrupted and 
that the packet is from the expected perSon or System. Abrief 
discussion of the on-board IPSec processing follows below. 
The network controller 102 of the present invention takes 
advantage of Security associations (SAS) using the SA 
memory interface 142, the SA lookup 146, and the SA 
memory 140. As briefly highlighted above, a security asso 
ciation is a collection of bits that describe a particular 
security protocol, for example, whether the IPSec portion 
124 is to perform an encryption or authentication, or both, 
and further describes what algorithms to employ. There are 
Several Standard encryption and authentication algorithms, 
so the SA interface 142 and SA lookup 146 indicates which 
one is to be used for a particular frame. The SA memory 140 
in the present example is a reserved memory, which Stores 
the encryption keys. It is reserved in the Sense that it 
occupies a fixed location in the host System 128 and its 
physical address does not change. The SAS are obtained 
according to an IPSec protocol whereby sufficient informa 
tion is exchanged with a user or System on the network to 
decide which algorithms to use and allow both parties to 
generate the same keys. After the information exchange is 
completed, the Software calls the driver 190, which writes 
the results into the SA memory 140. Corresponding entries 
are also written to a corresponding SPI table stored on the 
network interface system 102. 
0089. Once the key exchange is complete, the appropriate 
bits reside in the SA memory 140 that indicate which key is 
to be used and which authentication algorithm, as well as the 
actual keys. In transmit mode, part of the descriptor 192 
asSociated with a given outgoing frame includes a pointer 
into the SA memory 140. When the descriptor management 
unit 130 reads the descriptor 192, it sends a request to the SA 
memory interface 142 to fetch the key, which then sends the 
key to the key FIFO 172, that feeds the TX IPSec processing 
modules 174a and 174b, respectively. When both encryption 
and authentication are to be employed in transmit, the 
process is slightly different because the tasks are not per 
formed in parallel. The authentication is a hash of the 
encrypted data, and consequently, the authentication waits 
until at least a portion of the encryption has been performed. 
Because encryption may be iterative over a Series of data 
blocks, there may be a delay between the beginning of the 
encryption proceSS and the availability of the first encrypted 
data. To avoid having this delay affect device performance, 
the exemplary network interface 102 employs two TX IPSec 
process engines 174a and 174b, wherein one handles the odd 
numbered frames and the other handles the even numbered 
frames in the illustrated example. 
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0090 Prior to performing the IPSec processing, the TX 
IPsec parser 170 parses the frame headers and looks for 
mutable fields therein, which are fields within the headers 
that are not authenticated because they vary as the frame 
travels over the network 108. For example, the destination 
address in the IP header varies as the frame goes across the 
Internet from router to router. The transmit IPsec parser 170 
identifies the mutable fields and passes the information to 
the TX IPSec processors 174, which selectively skip over 
the mutable field portions of the frames. The processed 
frames are sent to FIFOs 178a and 178b and Subsequently 
accumulated in the memory 118. The result of the authen 
tication processing is an integrity check value (ICV), which 
is inserted by insertion block 179 into the appropriate IPsec 
header as the frame is transmitted from the memory 118 to 
the network media 108. 

0.091 In receive mode, a received frame comes into the 
MAC 122 and the RX parser 144. The RX parser 144 parses 
the incoming frame up to the IPSec headers and extracts 
information therefrom. The fields that are important to the 
RX parser 144 are, for example, the destination IP address 
in the IP header, the SPI (Security Protocol Index), and a 
protocol bit that indicates whether an IPSec header is an 
authentication header (AH) or an encapsulation Security 
protocol (ESP) header. Some of the extracted information 
passes to the SA lookup block 146. The SA lookup block 146 
identifies the appropriate SA and conveys the information to 
the SA memory interface 142 that retrieves the SA and 
places it into the key FIFO 152. 

0092. The SA lookup block 146 employs an on-chip SPI 
Table and the off-chip SA memory 140. The SPI Table is 
organized into 4096 bins, each comprising 4 entries. The 
entries include the 32-bit SPI, a hash of the destination 
address (DA), a bit to indicate the protocol, and a bit to 
indicate whether the entry is used. Corresponding entries in 
the SA memory 140 contain the full DAS and the SA (two 
SAS when there is both authentication and encryption). The 
bin for each entry is determined by a hash of the SPI. To look 
up an SA, a hash of the SPI from the received frame is used 
to determine which bin to search. Within the bin, the SA 
lookup block 146 searches the entries for a match to the full 
SPI, the destination address hash, and the protocol bit. The 
off-chip SA memory 140 is organized in the same manner 
and with entries in the same order as the SPI Table, whereby 
the SA memory entry corresponding to an SPI Table entry 
can be know from the entry location without Specifically 
listing the corresponding host memory address. 

0093. After searching, the SA lookup block writes an 
entry to the SA pointer FIFO 148, which either identifies a 
matching entry or indicates no match was found. A check of 
the DA address from the SA memory is made just before 
Security processing. If there is no match, Security processing 
is not performed on the frame in question. Based on the 
entries in the SA pointer FIFO 148, the keys are fetched from 
the external SA memory 140 and placed in the key FIFO 
152. The RX IPSec processor 150 takes the keys that come 
in from the FIFO 152, reads the corresponding frame data 
out of the memory 118, and begins processing the frame, as 
required. For receive processing, decryption and authenti 
cation proceed in parallel (on receive, decryption and 
authentication are not sequential processes), and thus in this 
example only one RX IPSec processor is used. 
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0094) The RX IPsec parser 154 parses the headers that 
follow the ESP header. Any header that follows the ESP 
header will be encrypted and cannot be parsed until decryp 
tion has taken place. This parsing must be completed before 
TCP/UDP checksums can be computed and before pad bits 
can be checked. The decrypted data is Stored in the memory 
116. To perform the TCP/UDP checksums and pad checks 
without having to Store the frame data another time, these 
functions are carried out by checksum and pad check System 
156 while the data is being transferred from the memory 116 
to the host memory 128. 

0095. In addition to the on-board IPSec processing and 
TCP segmentation highlighted above, the network controller 
102 also provides performance improvements in the execu 
tion of interrupts. Read latencies are large when a host 
processor is required to read a register from a network 
device. These latencies negatively impact System perfor 
mance. In particular, as the host processor clock Speed 
continues to increase, the disparity between the clock Speed 
and the time it takes to get a response from a network 
controller over a PCI or other host bus becomes larger. 
Accordingly, when a host processor needs to read from a 
network device, the processor must wait a greater number of 
clock cycles, thereby resulting in opportunity loSS. 

0096. The network interface 102 avoids many read laten 
cies by replacing read operations with write operations. 
Write operations are not as problematic because they can 
take place without involving the processor 112. Thus when 
write information is sent to a FIFO, as long as the writes are 
in Small bursts, the network controller 102 can take the 
necessary time to execute the writes without negatively 
loading the processor. To avoid read operations during a 
transmit operation, the driver creates a descriptor 192 in the 
system memory 128 and then writes a pointer to that 
descriptor to the register 132 of the network controller 102. 
The DMU 130 of the controller 102 sees the contents in the 
register 132 and reads the necessary data directly from the 
system memory 128 without further intervention of the 
processor 112. For receive operations, the driver Software 
190 identifies empty buffers 194 in the system memory 128, 
and writes a corresponding entry to the register 132. The 
descriptor management unit 130 writes to pointers in the 
transmit descriptor rings to indicate which transmit descrip 
tors 192 have been processed and to pointers in the status 
rings to indicate which receive buffers 194 have been used. 

0097. Unlike conventional architectures that require a 
host processor to read an interrupt register in the network 
controller, the present invention generates and employs a 
control status block (CSB) 196 located in a predetermined 
region of the System memory 128 (e.g., a location deter 
mined upon initialization). The network controller 102 
writes to the CSB 196 any register values the system needs. 
More particularly, after a frame has been completely pro 
cessed, prior to generating an interrupt, the network con 
troller 102 writes a copy of the interrupt register to the CSB 
196. Then the controller 102 asserts the interrupt; thus when 
the host processor 112 Sees the interrupt in the register 132, 
the received data is already available in the receive data 
buffer 194. 

0098 Various operational and structural details of the 
exemplary network interface controller 102 are hereinafter 
provided in conjunction with the figures. In particular, 
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details of the descriptor management features, transmit data 
frame Segmentation and checkSumming, as well as Security 
processing are illustrated and described below in greater 
detail to facilitate an understanding of the present invention 
in the context of the exemplary controller 102. 
0099. Descriptor Management 

0100 Referring now to FIGS. 2, 4, and 5A-5J, further 
details of the descriptors 192 and the operation of the 
exemplary controller 102 are illustrated and described 
below. FIG. 5A illustrates the host memory 128, including 
the controller status block (CSB) 196, frame data buffers 
194, an integer number 'n descriptor rings DR1... DRn for 
transmit and receive descriptorS 192, and an integer number 
'm receive status rings 199 RSR1... RSRm. The transmit 
and receive descriptorS 192 are Stored in queues referred to 
herein as descriptor rings DR, and the CSB 196 includes 
descriptor ring pointers DR PNTR1... DR PNTRn to the 
descriptor rings DR. In the exemplary controller 102, four 
transmit descriptor rings are provided for transmitted frames 
and four receive descriptor rings are provided for received 
frames, corresponding to four priorities of network traffic. 
Each descriptor ring DR in this implementation is treated as 
a continuous ring Structure, wherein the first memory loca 
tion in the ring is considered to come just after the last 
memory location thereof. FIG. 5B illustrates pointers and 
other contents of the exemplary CSB 196 and FIG. 5C 
illustrates various pointer and length registers 132 in the 
controller 102. FIG. 5D illustrates further details of an 
exemplary transmit descriptor ring, FIG. 5H and FIG. 5 
show details relating to exemplary receive descriptor and 
receive status rings, respectively. FIGS. 5E and 5F illustrate 
an exemplary transmit descriptor, FIG. 5G illustrates an 
exemplary receive descriptor, and FIG. 5J illustrates an 
exemplary receive Status ring entry. 

0101. As shown in FIG. 5A, the descriptors 192 indi 
vidually include pointers to one or more data buffers 194 in 
the System memory 128, as well as control information, as 
illustrated in FIGS. 5E-5G. Synchronization between the 
controller 102 and the software driver 190 is provided by 
pointerS Stored in the controller registers 132, pointerS Stored 
in the CSB 196 in the system memory 128, and interrupts. 
In operation, the descriptor management unit 130 in the 
controller 102 reads the descriptors 192 via the DMA 
controller 126 of the bus interface 104 in order to determine 
the memory location of the outgoing frames to be transmit 
ted (e.g., in the data buffers 194) and where to store 
incoming frames received from the network 108. The CSB 
196 is written by the network controller 102 and read by the 
driver 190 in the host processor 112, and the descriptor 
management registers 132 are written by the driver 190 and 
read by the descriptor management unit 130 in the controller 
102. The exemplary descriptor System generally facilitates 
information eXchange regarding transmit and receive opera 
tions between the Software driver 190 and the controller 102. 

0102 Referring now to FIG. 5B, the exemplary CSB 196 
includes pointers into the descriptor and Status rings, as well 
as a copy of the contents of the controller's interrupt register. 
Transmit pointers TXRD PTR0 through TXRD PTR3 
are descriptor read pointers corresponding to transmit pri 
orities 3 through 0, respectively, which point just beyond the 
last 64-bit quad word (QWORD) that the controller 102 has 
read from the corresponding priority transmit descriptor 
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ring. Receive status pointers STAT WR PTR0 through 
STAT WR PTR3 are descriptor write pointers correspond 
ing to transmit priorities 3 through 0, respectively, which 
point just beyond the last QWORD that the controller 102 
has written to the corresponding priority receive Status ring. 
The CSB 196 also comprises an interrupt zero register copy 
INTO COPY, which is a copy of the contents of an interrupt 
0 register in the controller 102. 

0103 FIG. 5C illustrates registers 132 related to the 
descriptor management unit 130 in the controller 102. Trans 
mit descriptor base pointers TX RING3:0 BASE include 
the memory addresses of the Start of the transmit descriptor 
rings of corresponding priority, and the lengths of the 
transmit descriptor rings are provided in TX RING3:0 
LEN registers. Transmit descriptor write pointers are stored 

in registers TX WR PTR3:0), where the driver software 
190 updates these registers to point just beyond the last 
QWORD that the driver has written to the corresponding 
transmit descriptor ring. Receive descriptor base pointers 
RX RING3:0BASE include the memory address (e.g., in 
host memory 128) of the start of the receive descriptor rings 
of corresponding priority, and the lengths of these receive 
descriptor rings are provided in RX RING3:0 LEN reg 
isters. Receive descriptor write pointers RX WR PTR3:0 
are updated by the driver 190 to point just beyond the last 
QWORD that the driver has written to the corresponding 
receive descriptor ring. Receive Status ring base pointer 
registers STAT RING3:0 BASE indicate the memory 
address of the receive status rings, and STAT RING3:0 
BASE indicate the lengths of the corresponding receive 

status rings 199 in memory 128. RX BUF LEN indicates 
the number of OWORDS of the receive data buffers 194, 
where all the receive data buffers 194 are of the same length, 
and CSB ADDR indicates the address of the CSB 196 in the 
host memory 128. 

0.104) To further illustrate descriptor management opera 
tion in data transmission, FIG. 5D illustrates the host 
memory 128 and the descriptor management unit 130, 
including an exemplary transmit descriptor ring in the host 
memory 128 and the corresponding descriptor registerS 132 
in the descriptor management unit 130 of the controller 102. 
In addition, FIGS. 5E and 5F illustrate an exemplary 
transmit descriptor 192a and control flags thereof, respec 
tively. In the transmit descriptor 102 of FIG. 5E, 
BUF1ADR39:0 includes an address in the host memory 
128 of the first data buffer 194 associated with the descriptor 
192a. The descriptor 192a also includes transmit flags 
(TFLAGS1, FIGS. 5E and 5F) 193, which include a 
MORE CTRL bit to indicate inclusion of a second 64-bit 
control word with information relating to virtual local area 
network (VLAN) operation and TCP segmentation opera 
tion. An ADD FCS/IVLEN1 bit and an IVLENO bit are used 
for controlling FCS generation in the absence of IPsec 
processing, or to indicate the length of an encapsulation 
security protocol (ESP) initialization vector (IV) when IPsec 
Security and layer 4 processing are Selected. An IPCK bit is 
used to indicate whether the controller 102 generates a layer 
3 (IPlayer) checksum for transmitted frames, and an L4CK 
flag bit indicates whether the controller 102 generates a layer 
4 (e.g., TCP, UDP, etc.) checksum. Three buffer count bits 
BUF CNT indicate the number of data buffers 194 associ 
ated with the descriptor 192a, if less than 8. If more than 8 
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data buffers 194 are associated with the descriptor 192a, the 
buffer count is provided in the BUF CNT7:0 field of the 
descriptor 192a. 
01.05) A BYTECOUNT115:0) field in the descriptor 
192a indicates the length of the first data buffer 194 in bytes. 
A PAD LEN field includes a pad length value from an ESP 
trailer associated with the frame and a NXT HDR field 
provides next header information (protocol data for IPv4) 
from the ESP trailer if the MORE CTRL bit is set. Follow 
ing the NXT HDR field, an ESP AUTH bit 195 indicates 
whether the frame includes an authentication data field in the 
ESP trailer, and a security association (SA) pointer field 
SA PTR14:0 points to an entry in the external SA memory 
140 (FIG. 2) that corresponds to the frame. A two bit VLAN 
tag control command field TCC1:0.197 includes a com 
mand which causes the controller 102 to add, modify, or 
delete a VLAN tag or to transmit the frame unaltered, and a 
maximum segment size field MSS13:0 specifies the maxi 
mum Segment size that the TCP Segmentation hardware of 
the controller 102 will generate for the frame associated with 
the descriptor 192a. If the contents of the TCC field are 10 
or 11, the controller 102 will transmit the contents of a tag 
control information field TCI15:0) as bytes 15 and 16 of the 
outgoing frame. Where the frame data occupies more than 
one data buffer 194, one or more additional buffer address 
fields BUF ADR39:0) are used to indicate the addresses 
thereof, and associated BYTECOUNT15:0 fields are used 
to indicate the number of bytes in the extra frame buffers 
194. 

0106 When the network software driver 190 writes a 
descriptor 192 to a descriptor ring, it also writes to a 
descriptor write pointer register 132 in the descriptor man 
agement unit registers 132 to inform the controller 102 that 
new descriptors 192 are available. The value that the driver 
writes to a given descriptor management register 132 is a 
pointer to a 64-bit word (QWORD) in the host memory 128 
just past the descriptor 192 that it has just written, wherein 
the pointer is an offset from the beginning of the descriptor 
ring measured in QWORDS. The controller 102 does not 
read from this offset or from anything beyond this offset. 
When a transmit descriptor write pointer register (e.g., DMU 
register 132, such as TX WR PTR1 in FIG. 5D) has been 
written, the controller 102 starts a transmission process if a 
transmission is not already in progreSS. When the transmis 
Sion proceSS begins, it continues until no unprocessed trans 
mit descriptorS 192 remain in the transmit descriptor rings. 
When the controller 102 finishes a given transmit descriptor 
192, the controller 102 writes a descriptor read pointer (e.g., 
pointer TXRD PTR1 in FIG. 5D) to the CSB 196. 
0107 At this point, the descriptor read pointer 
TX RD PTR1 points to the beginning of the descriptor 192 
that the controller 102 will read next. The value of the 
descriptor 192 is the offset in QWORDs of the QWORD just 
beyond the end of the last descriptor that has been read. This 
pointer TX RD PTR1 thus indicates to the driver 190 
which part of descriptor space it can reuse. The driver 190 
does not write to the location in the descriptor Space that the 
read pointer points to or to anything between that location 
and 1 QWORD before the location that the descriptor write 
pointer TX WR PTR1 points to. When the descriptor read 
pointer TX RD PTR1 is equal to the corresponding 
descriptor write pointer TX WR PTR1, the descriptor ring 
is empty. To distinguish between the ring empty and ring full 
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conditions, the driver 190 insures that there is always at least 
one unused QWORD in the ring. In this manner, the transmit 
descriptor ring is full when the write pointer TX WR PTR1 
is one less than the read pointer TXRD PTR1 modulo the 
ring size. 
0108) Referring also to FIG.5G, an exemplary receive 
descriptor 192b is illustrated, comprising a pointer 
BUF ADR39:0 to a block of receive buffers 194 in the 
host system memory 128, and a count field BUF MULT 
7:0 indicating the number of buffers 194 in the block, 
wherein all the receive buffers 194 are the same length and 
only one buffer is used for each received frame in the 
illustrated example. If the received frame is too big to fit in 
the buffer 104, the frame is truncated, and a TRUNC bit is 
set in the corresponding receive status ring entry 199. FIG. 
5Hillustrates an exemplary receive descriptor ring compris 
ing an integer number n receive descriptorS 192b for Storing 
addresses pointing to n receive data buffers 194 in the host 
memory 128. The registers 132 in the descriptor manage 
ment unit 130 of the controller 102 include ring base and 
length registers (RX RING1 BASE and RX RING1 LEN) 
corresponding to the receive descriptor ring, as well as a 
receive write pointer register (RX WR PTR1) including an 
address of the next unused receive descriptor 192b in the 
illustrated descriptor ring, and a receive buffer length reg 
ister (RX BUF LEN) including the length of all the buffers 
194. The descriptor management unit 130 also has registers 
132 (STAT RING1 BASE and STAT RING1 LEN) 
related to the location of the receive status ring having 
entries 199 corresponding to received data within one or 
more of the buffers 194. The control status block 196 in the 
host memory 128 also includes a register STAT WR PTR1 
whose contents provide the address in the receive Status ring 
of the next unused Status ring location, wherein the receive 
status ring is considered empty if STAT WR PTR1 equals 
RX WR PTR1. 
0109 FIGS. 5I and 5J illustrate further details of an 
exemplary receive status ring 199 and an entry therefor, 
respectively. The exemplary receive Status ring entry of 
FIG. 5J includes VLAN tag control information TCI15:0) 
copied from the receive frame and a message count field 
MCNT15:0 indicating the number of bytes received which 
are copied in the receive data buffer 194. A three bit 
IPSEC STAT12:0) field indicates encoding status from the 
IPsec security system 124 and a TUNNEL FOUND bit 
indicates that a second IP header was found in the received 
data frame. An AH ERR bit indicates an authentication 
header (AH) failure, an ESPAH ERR bit indicates an ESP 
authentication failure, and a PAD ERR bit indicates an ESP 
padding error in the received frame. A CRC bit indicates an 
FCS or alignment error and a TRUNC bit indicates that the 
received frame was longer than the value of the RX BU 
F LEN register 132 (FIG. 5C above), and has been trun 
cated. A VLAN tag type field TT1:0 indicates whether the 
received frame is untagged, priority tagged, or VLAN 
tagged, and an RX MATCH2:0) field indicates a receive 
address match type. An IP CK ERR bit indicates an IPv4 
header checksum error, and an IP header detection field 
IP HEADER1:0 indicates whether an IP header is 
detected, and if so, what type (e.g., IPv4 or IPv6). An 
L4CK-ERR bit indicates a layer 4 (e.g., TCP or UDP) 
checksum error in the received frame and a layer 4 header 
detection field L4 HEADER indicates the type of layer 4 
header detected, if any. In addition, a receive alignment 
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length field RCVALIGN LEN5:0) provides the length of 
padding inserted before the beginning of the MAC header 
for alignment. 

0110. As shown in FIGS. 5H and 5I, in receive opera 
tion, the controller 102 writes receive status ring write 
pointers STAT WR PTR3:0) (FIG. 5B) to the CSB 196. 
The network driver software 190 uses these write pointers to 
determine which receive buffers 194 in host memory 128 
have been filled. The receive status rings 199 are used to 
transfer Status information about received frames, Such as 
the number of bytes received and error information, wherein 
the exemplary system provides four receive status rings 199, 
one for each priority. When the controller 102 receives an 
incoming frame from the network 108, the controller 102 
uses the next receive descriptor 192 from the appropriate 
receive descriptor ring to determine where to Store the frame 
in the host memory 128. Once the received frame has been 
copied to system memory 128, the controller 102 writes 
receiver Status information to the corresponding receive 
status ring 199. Synchronization between controller 102 and 
the driver software 190 is provided by the receive status 
write pointers (STAT WR PTR3:0) in the CSB 196. 
These pointers STAT WR PTR3:0) are offsets in 
QWORDS from the start of the corresponding ring. 

0111 When the controller 102 finishes receiving a frame 
from the network 108, it writes the status information to the 
next available location in the appropriate receive Status ring 
199, and updates the corresponding receive status write 
pointer STAT WR PTR. The value that the controller 102 
writes to this location is a pointer to the Status entry in the 
ring that it will write to next. The software driver 190 does 
not read this entry or any entry past this entry. The exem 
plary controller 102 does not have registers that point to the 
first unprocessed receive Status entry in each ring. Rather, 
this information is derived indirectly from the receive 
descriptor pointers RX WR PTR. Thus, when the software 
driver 190 writes to one of the RX WR PTR registers 132 
(FIG.5C) in the controller 102, the driver 190 ensures that 
enough space is available in the receive status ring 199 for 
the entry corresponding to this buffer 104. 

0112 Transmit Data Frames 
0113) Referring now to FIGS. 2-4 and 6A-6E, the con 
troller 102 transmits frames 200 from the data buffers 194 in 
host memory 128 using the transmit descriptors 192 
described above. When an application software program 184 
running in the host processor 112 needs to Send a packet of 
data or information to another computer or device on the 
network 108, the packet is provided to the operating System 
layer 4 and 3 software (e.g., TCP layer software 186 and IP 
software 188 in FIG. 4). These software layers construct 
various headers and trailers to form a transmit frame 200. 
The network interface driver Software 190 then assembles 
the frame 200, including one or more headers and the data 
packet, into the host memory data buffers 194 and updates 
the descriptors and descriptor management unit registers 132 
in the controller 102 accordingly. The assembled frame in 
the data buffers 194 includes layer 3 and layer 4 headers and 
corresponding checksums (e.g., IP and TCP headers and 
checksums), as well as a MAC header, as illustrated in 
FIGS. 7A and 7B. FIGS. 6A and 6C schematically illus 
trate the formation of transmit frames 200a and 200c using 
layer 4 TCP and layer 3 internet protocol version 4 (IPv4) for 
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transport and tunnel modes, respectively, and FIGS. 6B and 
6D schematically illustrate the formation of transmit frames 
200b and 200d using IPv6 for transport and tunnel modes, 
respectively. However, the invention is not limited to TCP/IP 
implementations, wherein other protocols may be used. For 
example, the exemplary controller 102 may also be used for 
transmission and receipt of data using user data gram 
protocol (UDP) layer 4 software. 
0114. In FIGS. 6A-6D, the original data packet from the 
application software 184 is provided to the TCP layer 186 as 
TCP data 202. The TCP layer 186 stores the TCP data 202 
in host memory 128 and creates a TCP header 204. The TCP 
Exemplary TCP headers are illustrated and described below 
with respect to FIGS. 7A and 7B. The TCP data 202 and 
TCP header (e.g., or pointers thereto) are provided to the 
layer 3 software (e.g., IPlayer 188 in this example). The IP 
layer 188 creates an IP header 206 (e.g., IPv4 headers 206a 
in FIGS. 6A and 6C, or IPv6 headers 206b in FIGS. 6B and 
6D). For IPv6 (FIGS. 6B and 6D), the IPlayer 188 may also 
create optional extension headers 208. 
0.115. Where transmit security processing is to be 
employed, including ESP encryption and authentication, the 
IPlayer 188 also creates an ESP header 210, and ESP trailer 
212, and an ESP authentication field 214 for IPv4 (FIGS. 6A 
and 6C). For IPv6 in transport mode (FIG. 6B), a hop-by 
hop destination routing field 216 and a destination option 
field 218 are created by the IPlayer 188. For IPv4 in tunnel 
mode, the IPlayer 188 also creates a new IPv4 header 220. 
For IPv6 in tunnel mode (FIG. 6D), the IP layer 188 further 
creates a new IPv6 header 222 and new extension headers 
224 preceding the ESP header 210. 

0116 For the frame 200a of FIG. 6A, the TCP header 
204, the TCP data 202, and the ESP trailer 212 are 
encrypted, wherein the host Software may do the encryption 
or the exemplary network interface controller 102 may be 
configured to perform the encryption. Authentication is 
performed across the ESPheader 210 and the encrypted TCP 
header 204, the TCP data 202, and the ESP trailer 212. For 
the transport mode IPv6 frame 200b in FIG. 6B, the 
destination option 218, the TCP header 204, the TCP data 
202, and the ESP trailer 212 are encrypted and the ESP 
header 210 is authenticated together with the encrypted TCP 
header 204, the TCP data 202, and the ESP trailer 212. In 
tunnel mode IPv4 example of FIG. 6C, the TCP header 204, 
the TCP data 202, the original IPv4 header 206a, and the 
ESP trailer 212 are encrypted and may then be authenticated 
along with the ESP header 210. For the IPv6 tunnel mode 
example of FIG. 6D, the TCP header 204, the TCP data 202, 
the ESP trailer 212, the original extension headers 208, and 
the original IPv6 header 206b are encrypted, with these and 
the ESP header 210 being authenticated. 

0117 FIG. 6E illustrates an exemplary transmit frame 
200a after creation of the ESP header 210 and trailer 212, 
showing further details of an exemplary ESP header 210. 
The ESP header 210 includes a security parameters index 
(SPI), which, in combination with destination IP address of 
the IP header 206a and the ESP security protocol uniquely 
identifies the security association (SA) for the frame 200a. 
The ESP header 210 further includes a sequence number 
field indicating a counter value used by the Sender and 
receiver to identify individual frames, where the sender and 
receiver counter values are initialized to Zero when a Secu 

Ex.1019 / Page 36 of 46
Cisco Systems, Inc.

Ex.1019 / Page 36 of 46
Cisco Systems, Inc.



US 2005/0256975 A1 

rity association is established. The payload data of the frame 
200a includes an initialization vector (IV) 226 if the encryp 
tion algorithm requires cryptographic Synchronization data, 
as well as the TCP data 202 and TCP or other layer 4 header 
204. 

0118 Padding bytes 230 are added as needed to fill the 
plain text data to be a multiple of the number of bytes of a 
cipher block for an encryption algorithm, and/or to right 
align the subsequent PAD LENGTH and NEXT HEADER 
fields 232 and 234, respectively, in the ESP trailer 212 within 
a 4-byte word, thereby ensuring that the ESP authentication 
data 214 following the trailer 212 is aligned to a 4-byte 
boundary. In the ESP trailer 212, the PAD LENGTH field 
232 indicates the number of PAD bytes 230, and the NEXT 
HEADER field 234 identifies the type of data in the pro 
tected payload data, Such as an extension header in IPv6, or 
an upper layer protocol identifier (e.g., TCP, UDP, etc.). 
Where security processing is selected for the frame 200a, the 
IP layer 188 modifies the protocol header immediately 
preceding the ESPheader 210 (e.g., the IPv4 header 206a in 
the illustrated frame 200a) to have a value (e.g., '50) in the 
PROTOCOL field (e.g., NEXT HEADER field for IPv6) 
indicating that the Subsequent header 210 is an ESP header. 

0119 FIGS. 7A and 7B illustrate exemplary TCP frame 
formats 200e and 200f for IPv4 and IPv6, respectively, to 
show the contents of various headers. In FIG. 7A, the 
exemplary frame 200e is illustrated having a TCP data 
packet 202, a TCP header 204, an IPv4 header 206a and a 
MAC header 240, as well as a 4-byte FCS field for a frame 
check sequence. In FIG. 7B, the frame 200f similarly 
includes a TCP data packet 202, a TCP header 204, and a 
MAC header 240, as well as a 4-byte FCS field and an IPv6 
header 206b. In both cases, the TCP checksum is computed 
across the TCP data 202 and the TCP header 204. In the IPv4 
example 200e, the IPv4 header checksum is computed 
across the IPv4 header 206a (HEADER CHECKSUM field 
of the IPv4 header 206a), the IP total length is across the 
IPv4 header 206a, the TCP header 204, and the TCP data 
202 (TOTAL LENGTH field in the IPv4 header 206a), and 
the IEEE 802.3 length is the IP total length plus 0-8 bytes in 
the optional LLC & SNAP field of the MAC header 240 
(802.3 LENGTH/TYPE field in the MAC header). In the 
IPv6 example 2006 of FIG. 7B, the IEEE 802.3 length is the 
TCP data 202 plus the TCP header 204 and any optional 
extension headers (illustrated as the last field in the IPv6 
header in FIG. 7B), the value of which goes into the 
LENGTH/TYPE field of the MAC header 240, and the IP 
payload length is the TCP data 202 plus the TCP header 204 
and any optional extension headers (PAYLOAD LENGTH 
field of the IPv6 header 206b). 
0120) TCP Segmentation 

0121 Referring now to FIGS. 8A-8D and 9, the control 
ler 102 can optionally perform outgoing TCP and/or IPlayer 
checkSumming, TCP Segmentation, and/or IPsec Security 
processing. Where one or more of these functions are 
offloaded from the host processor 112 to the controller 102, 
the layer 3 software 186 may provide certain of the fields in 
the frame 200 (e.g., checksums, lengths, etc.) with pseudo 
values. With respect to TCP layer segmentation, the con 
troller 102 can be programmed to automatically retrieve a 
transmit frame from the host memory 128, and where the 
frame is large, to break the large frame into Smaller frames 
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or frame Segments which Satisfy a maximum transmission 
unit (MTU) requirement of the network 108 using a TCP 
segmentation system 260. The segmentation system 260 
comprises any circuitry operatively coupled with the 
descriptor management unit 130, which is configured to 
perform the Segmentation tasks as described herein. The 
controller 102 then transmits these Segments with the appro 
priate MAC, IP, and TCP headers. In the illustrated example, 
the original TCP frame 200 in the host system memory 128 
is in the form of a (possibly oversized) IEEE 802.3 or 
Ethernet frame complete with MAC, IP, and TCP headers. In 
the exemplary controller 102, the IP headers 206 can be 
either version 4 or version 6, and the IP and TCP headers 
may include option fields or extension headers. The network 
controller 102 will use suitably modified versions of these 
headers in each Segmented frame that it automatically gen 
erates. In the exemplary device 102, the original TCP frame 
can be stored in host system memory 128 in any number of 
the buffers 194, wherein all headers from the beginning of 
the frame through the TCP header 204 are stored in the first 
buffer 194. 

0122) Referring also to FIGS. 7A and 7B, the frame 
fields 802.3 LENGTH/TYPE, TOTAL LENGTH, IDENTI 
FICATION, HEADER CHECKSUM, SEQUENCE NUM 
BER, PSH, FIN, and TCP CHECKSUM fields of the IPv4 
frame 200e (FIG. 7A) are modified in the controller 102 and 
the others are copied directly from the original frame. In 
FIG. 7B, the LENGTH/TYPE, PAYLOAD LENGTH, 
SEQUENCE NUMBER, PSH, FIN, and TCP CHECKSUM 
fields in the frame 200f will be modified in the controller 102 
for each generated (e.g., Segmented) frame. To enable auto 
matic TCP segmentation for a frame 200 by the controller 
102, the driver 190 in the host 112 sets the bits in the 
MORE CTRL field (FIG.5F) of the corresponding transmit 
descriptor 192, and also includes a valid value for the 
maximum segment size (MSS13:0) field of the descriptor 
192. For all corresponding generated frames except for the 
last frame, the length will be the value of the MSS13:0 
field plus the lengths of the MAC, IP, and TCP headers 240, 
206, and 204, respectively, plus four bytes for the FCS. The 
length of the last frame generated may be shorter, depending 
on the length of the original unsegmented data. 

0123 FIG. 8A illustrates a table 250 showing frame 
fields modified by outgoing ESP processing, and FIG. 8B 
shows a table 252 with the frame fields modified by authen 
tication header (AH) processing, wherein the tables 250 and 
252 further indicate which frame fields are created by the 
host processor Software, and those added by the controller 
102. Before submitting a transmit frame to the controller 102 
for automatic TCP segmentation, the IP layer 188 provides 
an adjusted pseudo header checksum in the TCP checksum 
field of the TCP header 204. FIGS. 8C and 8D provide 
tables 254 and 256 illustrating pseudo header checksum 
calculations for IPv4 and IPv6, respectively, performed by 
the IP layer software 188 in generating the transmit frames 
200. The value of this checksum is a standard TCP pseudo 
header checksum described in the Transmission Control 
Protocol Functional Specification (RFC 793), section 3.1 for 
IPv4 frames and in the Internet Protocol, Version 6 Speci 
fication (RFC 2460), section 8.1 for IPv6 frames, except that 
the value Zero is used for the TCP length in the calculation. 
The controller 102 adds the TCP length that is appropriate 
for each generated Segment. 
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0124 For IPv4 frames, the pseudo header 254 in FIG.8C 
includes the 32-bit IP source address, the 32-bit IP destina 
tion address, a 16-bit word consisting of the 8-bit Protocol 
Field from the IP Header padded on the left with Zeros, and 
the TCP length (which is considered to be 0 in this case). For 
IPv6 frames, the pseudo header 256 in FIG. 8D includes the 
128-bit IPv6 Source address, the 128-bit IPv6 destination 
address, the 16-bit TCP length (which is considered to be 
Zero), and a 16-bit word consisting of the 8-bit Protocol 
identifier padded on the left with Zeros. The 8-bit protocol 
identifier is the contents of the Next Header field of the IPv6 
Header or of the last IPv6 extension Header, if extension 
headers are present, with a value of 6 for TCP. If TCP or 
UDP checksum generation is enabled without TCP segmen 
tation, the TCP length used in the pseudo header checksum 
includes the TCP header plus TCP data fields. However, 
when TCP segmentation is enabled, the controller 102 
automatically adjusts the pseudo header checksum to 
include the proper length for each generated frame. 
0.125 Where the controller 102 is programmed to per 
form TCP segmentation, the values of the various modified 
fields are calculated as described below. The LENGTH/ 
TYPE field in the MAC header 240 is interpreted as either 
a length or an Ethernet type, depending on whether or not its 
value is less than 600 h. If the value of the field is 600 h or 
greater, the field is considered to be an Ethernet type, in 
which case the value is used for the LENGTH/TYPE field 
for all generated frames. However, if the value is less than 
600h, the field is interpreted as an IEEE 802.3 length field, 
in which case an appropriate length value is computed in the 
controller 102 for each generated frame. The value gener 
ated for the length field will indicate the length in bytes of 
the LLC Data portion of the transmitted frame, including all 
bytes after the LENGTH/TYPE field except for the FCS, and 
does not include any pad bytes that are added to extend the 
frame to the minimum frame size. The Tx parser 162 in the 
controller 102 parses the headers of the transmit frames 200 
to determine the IP version (IPv4 or IPv6) and the location 
of the various headers. The IPv4 TOTAL LENGTH is the 
length in bytes of the IPv4 datagram, which includes the 
IPv4 header 206a (FIG. 7A), the TCP header 204, and the 
TCP data 202, not including the MAC header 240 or the 
FCS. If the IP version is 4, the hardware will use this 
information to generate the correct TOTAL LENGTH field 
for each generated frame. For IPv6, the PAYLOAD 
LENGTH field is computed as the number of bytes of the 
frame 200f between the first IPv6 header and the FCS, 
including any IPv6 extension headers. For both IPv4 and 
IPv6, the Tx parser 162 generates the corresponding TOTAL 
LENGTH or PAYLOAD LENGTH field values for each 
generated transmit frame where TCP Segmentation is 
enabled. 

0126. Because each generated TCP segment is transmit 
ted as a separate IP frame, the IDENTIFICATION field in 
the IPv4 header of each segment frame is unique. In the first 
such segment frame, the IDENTIFICATION field is copied 
from the input frame by the Tx parser 162 into the appro 
priate location in the first memory 116 in constructing the 
first segment frame. The parser 162 generates IDENTIFI 
CATION fields for Subsequent segment frames by incre 
menting by one the value used for the previous frame. For 
the SEQUENCE NUMBER field in the TCP header 204, the 
TCP protocol software 186 establishes a logical connection 
between two network nodes and treats all TCP user data sent 
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through this connection in one direction as a continuous 
Stream of bytes, wherein each Such frame is assigned a 
sequence number. The TCP SEQUENCE NUMBER field of 
the first TCP packet includes the sequence number of the 
first byte in the TCP data field 202. The SEQUENCE 
NUMBER field of the next TCP packet sent over this same 
logical connection is the Sequence number of the previous 
packet plus the length in bytes of the TCP data field 202 of 
the previous packet. When automatic TCP segmentation is 
enabled, the Tx parser 162 of the controller 102 uses the TCP 
SEQUENCE NUMBER field from the original frame for the 
sequence number of the first segment frame 200, and the 
SEQUENCE NUMBER for subsequent frames 200 is 
obtained by adding the length of the TCP data field 202 of 
the previous frame 200 to the SEQUENCE NUMBER field 
value of the previous segment frame 200. 

0127. The TCP push (PSH) flag is an indication to the 
receiver that it should process the received frame immedi 
ately without waiting for the receiver's input buffer to be 
filled, for instance, where the input buffer may have Space 
for more than one received frame. When automatic TCP 
Segmentation is requested, the parser 162 in the controller 
102 sets the PSH bit to 0 for all generated frames 200 except 
for the last frame 200, which is set to the value of the PSH 
bit from the original input frame as set by the TCP layer 
software 186. The TCP finish (FIN) flag is an indication to 
the receiver that the transmitter has no more data to transmit. 
When automatic TCP Segmentation is requested, the parser 
162 sets the FIN bit to 0 for all generated segment frames 
200 except for the last frame 200. The parser 162 inserts the 
value of the FIN bit from the original input frame (e.g., from 
the TCP layer software 186) for the value of the FIN bit in 
the last generated segment frame 200. 

0128 Checksum Generation and Verification 
0129. The exemplary controller 102 may be programmed 
or configured to generate layer 3 (e.g., IP) and/or layer 4 
(e.g., TCP, UDP, etc.) checksums for transmitted frames 200, 
and to automatically verify Such checksums for incoming 
(e.g., received) frames 200. The exemplary controller 102 
accommodates IP checksums as defined in RFC 791 (Inter 
net Protocol), TCP checksums defined in RFC 793 (Trans 
mission Control Protocol) for IPv4 frames 200e, UDP 
checksums as defined in RFC 768 (User Datagram Protocol) 
for IPv4 frames, as well as TCP and UDP checksums for 
IPv6 frames 200f as set forth in RFC 2460 (Internet Proto 
col, Version 6 Specification). With respect to IP checksums, 
the value for the HEADER CHECKSUM field in the IPv4 
header 206a is computed in the transmit checksum System 
164 as a 16-bit one's complement of a one's complement 
Sum of all of the data in the IP header 206a treated as a series 
of 16-bit words. Since the TOTAL LENGTH and IDENTI 
FICATION fields are different for each generated segment 
frame 200e, the transmit checksum system 164 calculates a 
HEADER CHECKSUM field value for each segment frame 
that the controller 102 generates. 

0.130. The transmit checksum system 164 may also com 
pute TCP layer checksums for outgoing frames 200. The 
value for the TCP CHECKSUM field in the TCP header 204 
is computed as a 16-bit one's complement of a one's 
complement sum of the contents of the TCP header 204, the 
TCP data 202, and a pseudo header that contains information 
from the IP header. The headers and data field are treated as 
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a Sequence of 16-bit numbers. While computing the check 
sum, the checksum field itself is replaced with Zeros. The 
checksum also covers a 96 bit pseudo header (FIG. 8C or 
8D) conceptually prefixed to the TCP header. This pseudo 
header contains the Source address, the destination address, 
the protocol, and TCP length. If the TCP Data Field contains 
an odd number of bytes, the last byte is padded on the right 
with Zeros for the purpose of checksum calculation. (This 
pad byte is not transmitted). To generate the TCP checksum 
for a segment frame 200, the transmit checksum system 164 
updates the TCP SEQUENCE NUMBER field and the PSH 
and FIN bits of the TCP header 204 and sets the TCP 
CHECKSUM field to the value of the TCP CHECKSUM 
field from the original input frame 200. In addition, the 
transmit checksum system 164 initializes an internal 16-bit 
checksum accumulator with the length in bytes of the TCP 
header 204 plus the TCP data field 202, adds the one's 
complement sum of all of the 16-bit words that make up the 
modified TCP header 204 followed by the TCP data 202 for 
the Segment to the accumulator, and Stores the one's comple 
ment of the result in the TCP CHECKSUM field of the 
segment frame 200. 

0131) The IPCK and L4CK bits in the transmit descriptor 
192a (FIG. 5F) control the automatic generation of check 
Sums for transmitted frames 200 in the controller 102. 
Setting the IPCK bit causes the IP Header Checksum to be 
generated and inserted into the proper position in the IPv4 
frame 200e of FIG. 7A. Similarly setting L4CK causes 
either a TCP CHECKSUM or a UDP checksum to be 
generated, depending on which type of layer 4 header is 
found in the outgoing frame 200. Since an IPv6 header 206b 
(FIG. 7B) does not have a header checksum field, the IPCK 
bit in the descriptor is ignored for IPv6 frames 200f. If TCP 
or UDP checksum generation is required for an outgoing 
frame 200, the layer 4 software 186 also puts the pseudo 
header checksum in the TCP or UDP checksum field. The 
controller 102 then replaces this value with the checksum 
that it calculates over the entire TCP or UDP segment, 
wherein the values of the generated TCP or UDP checksum 
differs when TCP segmentation is enabled. For TCP seg 
mentation, the value 0 is used for the TCPTOTAL LENGTH 
in the pseudo header checksum calculation. For TCP or UDP 
checksum generation, the TCP TOTAL LENGTH value is 
the length of the TCP header 204 plus the length of the TCP 
data 202 as described in the RFCs referenced above. 

0132) The controller 102 can also be configured or pro 
grammed by the host 112 to verify checksums for received 
frames via the checksum and pad check system 156. When 
So enabled or when Security (e.g., IPSec) processing is 
required, the controller 102 examines incoming (e.g., 
received) frames to identify IPv4, IPv6, TCP and UDP 
headers, and writes the corresponding codes to the 
IP HEADER and L4 HEADER fields of the receive status 
ring 199 (FIG. 5J) entry to indicate which layer 3 and/or 
layer 4 headers it has recognized. When the device recog 
nizes a header having a checksum, the receive checksum and 
pad check System 156 calculates the appropriate checksum 
as described in RFC 791, RFC 793, RFC 768, or RFC 2460 
and compares the result with the checksum found in the 
received frame. If the checksums do not agree, the device 
sets the IP CK ERR and/or L4CK ERR bit in the corre 
sponding receive status ring entry 199. 
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0133) Referring now to FIGS. 12, 13A, and 13B, further 
details of transmit checksum generation are illustrated and 
described. In FIG. 12, a portion of the controller 102 is 
illustrated with respect to generation of a TCP checksum 
value 290 for an outgoing data frame 200 having an ESP 
security header 210. FIGS. 13A and 13B illustrate an 
exemplary transmit checksum processing method 300 which 
may be implemented in the network interface controller 102. 
TCP checksum processing for Outgoing data begins at 302 in 
FIG. 13A, wherein the layer 3 header (e.g., IP header) is 
parsed at 303 to determine the Subsequent header type and 
a determination is made at 304 as to whether a security 
header is present in the outgoing data frame. AS Seen in FIG. 
12, the exemplary frame 200 in the assembly RAM 160 
includes an IP header 206 followed by an ESP security 
header 210. In this situation, the IP header 206 will have a 
value of 50 in its PROTOCOL (IPv4) or NEXT HEADER 
(IPv6) field, indicating that the Subsequent header 210 is an 
ESP security header. In the controller 102, the transmit 
checksum parser 162 parses the IP header 206 as it is 
concurrently provided to the TX checksum system 164 and 
the first memory 216, to ascertain the value of this field. If 
the IP header PROTOCOL/NEXT HEADER field has a 
value of 50, the frame 200 includes a security header (YES 
at 304), and the method 300 proceeds to 306. Otherwise, the 
method proceeds to 340 in FIG. 13B, as discussed below. 
0.134. At 306, the descriptor management unit 130 
obtains a transmit descriptor 192a from the host driver 190 
(e.g., via the host memory 106) and obtains transmit check 
sum information from the descriptor at 308. In order to 
compute a TCP checksum value 290 across the TCP check 
sum range in the frame 200, the transmit parser 162 needs 
to determine beginning and end points 292 and 294, respec 
tively, for the TCP checksum range (e.g., including the TCP 
header 204 and the TCP data packet 202). This can be done 
using the checksum information provided in the transmit 
descriptor 192a, which includes the TFLAGS1, PAD LEN, 
and NXT HDR fields (FIGS. 5E and 5F). At 310, the 
L4CK bit of the TFLAGS1 field is checked. If the value is 
0 (NO at 310), the method 300 proceeds to 312, as this value 
indicates that TCP checkSumming is not requested for this 
frame 200. For example, the host system 180 may be 
responsible for computing layer 4 checksums, in which case, 
the TCP header 214 includes a proper checksum value prior 
to the frame 200 being sent to the controller 102 for 
transmission. 

0135) If the L4CK bit equals 1 (YES at 310), the method 
300 proceeds to 313, where the transmit parser 162 deter 
mines the header type of the header following the Security 
header by parsing. A determination is then made at 314 as to 
whether the header following the Security header is a layer 
4 header (e.g., TCP in this example). If not (NO at 314), the 
transmit parser 162 continues parsing through any interven 
ing headers (e.g., extension headers, Such as shown in FIG. 
6D) until a layer 4 header is found. Once the layer 4 header 
is found, determinations are made at 316 and 318 as to 
whether the layer 4 header type information from the 
descriptor 192a is TCP or UDP. In the illustrated example, 
if the next header information from the descriptor 192a is 
neither TCP nor UDP (NO at both 316 and 318), the 
controller 102 assumes a discrepancy exists, and the method 
300 proceeds to 312 (no layer four checksum value is 
computed). If the next header information from the descrip 
tor 192a indicates a UDP or TCP header follows the security 
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header (YES at 316 or 318), the method 300 proceeds to 320 
and 322, where the layer 4 checksum computation begins 
and ends, respectively, according to the transmit checksum 
information and the parsed layer 3 header information. 

0136. In particular, the next header information 
NXT HDR from the transmit descriptor 192a is employed 
at 320 to determine the start point for the layer 4 checksum 
computation, and the padlength PAD LEN and the IV 
length information from the descriptor 192a are used at 322. 
The parser 162 ascertains the location of the end of the TCP 
data field 202 by taking the IP total length or payload length 
information from the parsed layer 3 header (IPv4 or IPv6 in 
FIGS. 7A and 7B) and subtracting the sum of the lengths of 
the security header (parsed at 303) and any other intervening 
headers (parsed at 315), and also Subtracting the lengths of 
the ESP trailer 212 and the ESP authentication field 214. The 
ESP trailer 212 includes the padding bytes 230 (FIG. 6E), 
the length of which is known from the PAD LEN informa 
tion in the transmit descriptor 192a, and the length of the 
ESP authentication field 214 is known from the IVLEN1 and 
IVLENO bits in the TFLAGS1 portion 193 of the transmit 
descriptor 192a. The resulting value of this computation is 
the length of the TCP header 204 and the TCP data 202, 
which is used at 322 to end the TCP checksum computation. 

0.137 The transmit parser 162 controls the transmit 
checksum System 162 to begin checksum computation 
according to the start and end points 292 and 294, and the 
system 164 generates the checksum value 290 (e.g., a TCP 
checksum value in this example) accordingly. Once the 
checksum value computation is finished, the method 300 
proceeds to 324, where the transmit checksum system 164 
inserts the checksum value 290 into the appropriate location 
in the first memory 116 (e.g., within the TCP header 204), 
after which the layer 4 checksum operation ends at 326. 
Thereafter, any Selected Security processing is performed at 
328 (e.g., using the IPsec System 124), and the outgoing 
frame is transmitted to the network 108 at 330. If no layer 
4 checksum is performed, the method 300 proceeds directly 
from 312 to 328 for any required security processing before 
the frame is transmitted at 330. 

0138 Referring also to FIG. 13B, if no security header is 
present in the outgoing data frame 200 (NO at 304), the 
method 300 proceeds to 340 in FIG. 13B, where a deter 
mination is made as to whether the L4CK bit from the 
transmit descriptor 192a equals 1. If not (NO at 340), the 
method 300 proceeds to 342 and no layer 4 checksum 
computation is undertaken for the frame 200. If the L4CK 
bit equals 1 (YES at 340), determinations are made at 346 
and 348 as to whether the layer 4 header type is TCP or UDP. 
If the next header information from the IP header 206 is 
neither TCP nor UDP (NO at both 346 and 348), the 
controller 102 assumes a discrepancy exists, and the method 
300 proceeds to 342 (no layer four checksum value is 
computed). If the next header information indicates a TCP or 
UDP header follows the IP header 206, (YES at 346 or 348), 
the checksum value computation begins and ends at 350 and 
352, respectively, according to the parsed information. Once 
the layer 4 checksum computation is finished at 352, the 
checksum value 290 is inserted into the frame 200 in the 
memory 116, the transmit checksum operations are finished 
at 356, and the IPsec system 124 passes the frame 200 to the 
Second memory 118 (e.g., no Security processing in this 
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case). The method 300 then returns to 330 (FIG. 13A), and 
the frame 200 is transmitted to the network 108. 

0139) Security Processing 

0140. Referring now to FIGS. 2-4, 9, 10, and 11A-11E, 
the exemplary (IPsec Security System 124 is configurable to 
provide internet protocol Security (IPSec) authentication 
and/or encryption/decryption Services for transmitted and 
received frames 200 in accordance with RFC 2401. For 
authentication header (AH) processing the module imple 
ments the HMAC-MD5-96 algorithm defined in RFC 2404 
and the HMAC-SHA-1-96 defined in RFC 2404. The 
HMAC-MD5-96 implementation provides a 128-bit key, a 
512-bit block size, and a 128-bit message authentication 
code (MAC), truncated to 96 bits. The implementation of the 
HMAC-SHA-1-96 algorithm provides a n 160-bit key, a 
512-bit block size, and a 160-bit message authentication 
code (MAC), truncated to 96 bits. For encapsulating security 
payload (ESP) processing, the IPsec module 124 also imple 
ments the HMAC-MD5-96 and HMAC-SHA-1-96 algo 
rithms for authentication and the ESP DES-CBC (RFC 
2406), the 3DES-CBC, and the AES-CBC (draft-ietf-ipsec 
ciph-aes-cbc-01) encryption algorithms. The DES-CBC 
algorithm in the IPsec module 124 provides a 64-bit key 
(including 8 parity bits), a 64-bit block size, and cipher block 
chaining (CBC) with explicit initialization vector (IV). The 
3DES-CBC algorithm provides a 192-bit key (including 24 
parity bits), a 64-bit block size, and CBC with explicit IV. 
The AES-CBC algorithm provides a 128-, 192-, or 256-bit 
key; 10, 12, or 14 rounds, depending on key size; a 128-bit 
block size, and CBC with explicit IV. 
0.141. The exemplary security system 124 provides cryp 
tographically-based IPsec security services for IPv4 and 
IPv6, including acceSS control, connectionless integrity, data 
origin authentication, protection against replays (a form of 
partial sequence integrity), confidentiality (encryption), and 
limited traffic flow confidentiality. These services are pro 
vided at layer 3 (IPlayer), thereby offering protection for IP 
and/or upper layer protocols through the use of two traffic 
Security protocols, the authentication header (AH) and the 
encapsulating Security payload (ESP), and through the use 
of cryptographic key management procedures and protocols. 
The IP authentication header (AH) provides connectionless 
integrity, data origin authentication, and an optional anti 
replay service, and the ESP protocol provides confidentiality 
(encryption), and limited traffic flow confidentiality, and 
may provide connectionless integrity, data origin authenti 
cation, and an anti-replay service. The AH and ESP security 
features may be applied alone or in combination to provide 
a desired set of security services in IPv4 and IPv6, wherein 
both protocols Support transport mode and tunnel mode. In 
transport mode, the protocols provide protection primarily 
for upper layer protocols and in tunnel mode, the protocols 
are applied to tunneled IP packets. 

0.142 For outgoing frames 200, the controller 102 selec 
tively provides IPsec authentication and/or encryption pro 
cessing according to Security associations (SAS) Stored in 
the SA memory 140. If an outgoing frame 200 requires IPsec 
authentication, the IPsec unit 124 calculates an integrity 
check value (ICV) and inserts the ICV into the AH header 
or ESP trailer 212 (FIGS. 6A-6D). If the frame 200 requires 
encryption, the unit 124 replaces the plaintext payload with 
an encrypted version. For incoming (e.g., received) frames, 
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the IPsec unit 124 parses IPsec headers to determine what 
processing needs to be done. If an IPSec header is found, the 
IPsec system 124 uses the security parameters index (SPI) 
from the header plus the IPsec protocol type and IP desti 
nation address to search the SA memory 140 to retrieve a 
Security association corresponding to the received frame. 
Acceptable combinations of IPsec headers for the exemplary 
controller 102 include an AH header, an ESP header, and an 
AH header followed by an ESP header. 
0143 For IPsec key exchange, the host 112 negotiates 
SAS with remote stations and writes SA data to the SA 
memory 140. In addition, the host 112 maintains an IPsec 
security policy database (SPD) in the system memory 128. 
For each transmitted frame 200 the host processor 112 
checks the SPD to determine what Security processing is 
needed, and passes this information to the controller 102 in 
the transmit descriptor 192a (FIG.5E) as a pointer SA PTR 
14:0 to the appropriate SA in the SA memory 140. For 
incoming received frames 200 the controller 102 reports 
what Security processing it has done in the receive Status ring 
entry 199 (FIG. 5J), and the host processor 112 checks the 
SPD to verify that the frame 200 conforms with the nego 
tiated policy. The SAS include information describing the 
type of Security processing that must be done and the 
encryption keys to be used. Individual Security associations 
describe a one-way connection between two network enti 
ties, wherein a bi-directional connection requires two SAS 
for incoming and outgoing traffic. SAS for incoming traffic 
are stored partly in an internal SPI table or memory 270 
(FIG. 10) and partly in the external SA memory 140. These 
SA tables are maintained by the host processor 112, which 
writes indirectly to the SPI table 270 and the SA memory 
140 by first writing to an SA data buffer in host memory 128 
and then writing a command to the SA address register. This 
causes the controller 102 to copy the data to the external SA 
memory 140 and to the internal SPI table memory 270. 
0144. One of the fields in an SPI table entry is a hash code 
calculated by the host 112 according to the IP destination 
address. In addition, the host 112 calculates a hash code 
based on the SPI to determine where to write an SPI table. 
If an incoming or outgoing SA requires authentication, the 
host CPU calculates the values H(KXOR ipad) and H(K 
XOR opad) as defined in RFC 2104, HMAC: Keyed 
Hashing for Message Authentication, where the host 112 
stores the two resulting 128 or 160-bit values in the SA 
memory 140. If necessary, at initialization time the host CPU 
can indirectly initialize the Initialization Vector (IV) regis 
ters used for Cipher Block Chaining in each of four encryp 
tion engines in the IPsec system 124. 
0145 Referring to FIGS. 2 and 9, to begin a transmis 
Sion process, the host processor 112 prepares a transmit 
frame 200 in one or more data buffers 194 in the host 
memory 128, writes a transmit descriptor 192a (e.g., FIG. 
5E) in one of the transmit descriptor rings, and updates the 
corresponding transmit descriptor write pointer 
(TX WR PTRX). The frame data in the data buffers 194 
includes Space in the IPSec headers for authentication data 
214, for an initialization vector (IV) 226, and for an ESP 
trailer 212 if appropriate (e.g., FIG. 6E). The contents of 
these fields will be generated by the IPsec system 124 in the 
controller 102. Similarly, if padding is required (e.g., for 
alignment or to make the ESP payload an integer multiple of 
encryption blocks), the padding is included in the host 
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memory buffers 194, and sequence numbers for the AH and 
ESP SEQUENCE NUMBER fields are provided in the data 
buffers 194 by the host 112. The IPsec system 124 does not 
modify these fields unless automatic TCP segmentation is 
also selected, in which case the IPsec system 124 uses the 
sequence numbers from the buffers 194 for the first gener 
ated frame 200 and then increments these numbers appro 
priately for the rest of the generated Segment frames. If IPsec 
processing is required for a particular outgoing frame 200, 
the corresponding transmit descriptor 192a includes a 
pointer in the SA PTR field to the appropriate SA entry in 
the external SA memory 140, and the IPsec system 124 uses 
information from the SA to determine how to process the 
frame 200. The transmit parser 162 examines the frame 200 
to determine the Starting and ending points for authentica 
tion and/or encryption and where to insert the authentication 
data 214, if necessary. 
0146 If ESP encryption is required, the IPsec system 124 
encrypts the payload data using the algorithm and key 
specified in the SA. If ESP authentication is required, the 
system 124 uses the authentication algorithm and IPAD/ 
OPAD information specified in the SA to calculate the 
authentication data integrity check value (ICV), and stores 
the results in the authentication data field 214. If both ESP 
encryption and authentication are required, the encryption is 
done first, and the encrypted payload data is then used in the 
authentication calculations. The encryption and authentica 
tion processes are pipelined So that the encryption engine 
within one of the IPsec processors 174 is processing one 
block of data while the authentication engine is processing 
the previous block. The IPsec system 124 does not append 
padding to the payload data field, unless automatic TCP 
Segmentation is also enabled. The host processor 112 pro 
vides the ESP trailer 212 with appropriate padding in the 
frame data buffers 194 in the system memory 128, and also 
provides the proper value for the ESP SEQUENCE NUM 
BER field in the ESP header 210 (FIG. 6E). 
0147 If ESP processing is combined with automatic TCP 
Segmentation, the IPSec System 124 adds any necessary pad 
bytes to make the encrypted data length a multiple of the 
block length specified for the Selected encryption algorithm. 
If ESP processing is combined with TCP or UDP checksum 
generation, the host 112 provides correct NEXT HEADER 
and PAD LENGTH values for the ESP trailer 212 and the 
Transmit Descriptor 192a (FIG. 5E). If ESP processing is 
combined with automatic TCP segmentation, the host 112 
provides values for the NEXT HEADER and PAD 
LENGTH fields of the transmit descriptor 192a that are 
consistent with the corresponding frame data buffers 194. In 
this combination, the controller 102 copies the NEXT 
HEADER field from the transmit descriptor 192a into the 
ESP trailer 212 of each generated frame 200, and uses the 
PAD LENGTH field of the descriptor 192a to find the end 
of the TCP data field 202 in the frame data buffer 194. In 
addition, the maximum segment size field MSS13:0 of the 
transmit descriptor 192a is decreased to compensate for the 
IPsec header(s), the ESP padding, and the ICV. 
0148 Where ESP processing is combined with TCP 
segmentation or with TCP or UDP checksum generation, the 
software driver 190 sets the ESP AH, IVLENO, and 
IVLEN1 bits of the transmit descriptor 192a accordingly. 
The transmit parser 162 uses this information to locate the 
TCP or UDP header 204, and if no TCP or UDP processing 
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is required, these bits are ignored. For frames 200 requiring 
ESP processing, FIG. 8A illustrates which fields are created 
by the host 112 and included in the buffers 194 and those 
fields that are modified by the ESP processing hardware in 
the security system 124. 

014.9 The encryption algorithms supported by the IPsec 
system 124 employ cipher block chaining (CBC) mode with 
explicit initialization vectors (IVs 226, FIG. 6E). To allow 
a certain amount of parallel processing the IPsec System 124 
includes two TX IPSEC processor systems 174a and 174b, 
each of which comprises a DES/3DES (data encryption 
Standard) encryption System and an advanced encryption 
Standard (AES) encryption engine. Each of the four encryp 
tion engines in the TX IPSEC processors 174 includes an IV 
register, which are cleared to Zero on reset. When the 
controller 102 is enabled, the contents of the IV register 
asSociated with an encryption engine are used as the initial 
ization vector 226 for the first transmit frame 200 encrypted 
by that engine. Thereafter the last encrypted data block from 
one frame 200 is used as the IV 226 for the following frame 
200. The host processor 112 can initialize the IV registers in 
the IPsec system 124 with random data, for example, by 
transmitting frames 200 with random data in the payload 
fields. In one example, the host 112 can put the external PHY 
device into an isolate mode to prevent these random data 
frames 200 from reaching the network 108. The IPsec 
system 124 inserts the IV value 226 at the beginning of the 
payload field. The host 112 provides space in the frame data 
buffer 194 for this field 226. The length of the IV 226 is the 
Same as the encryption block size employed in the TX 
IPSEC processors 174, for example, 64 bits for the DES and 
3DES algorithms, and 128 bits for the AES algorithm. 

0150. Where authentication header (AH) processing is 
Selected, the Security System 124 employs authentication 
algorithm and authentication ipad and opad data Specified in 
the SA to calculate the authentication data integrity check 
value (ICV), and it stores the results in the authentication 
data field 214. The transmit IPsec parser 170 detects mutable 
fields (as defined by the AH specification, RFC 2402) and 
insures that the contents of these fields and the authentica 
tion data field 214 are treated as Zero for the purpose of 
calculating the ICV. In the ICV calculation the IPsec system 
124 employs the destination address from the SA rather than 
the destination address from the packet's IP header 206, to 
ensure that if Source routing options or extensions are 
present, the address of the final destination is used in the 
calculation. For transmit frames 200 that require AH pro 
cessing, FIG. 8B illustrates the fields created by the host 112 
and included in the buffers 194, as well as those fields 
modified by the AH processing hardware in the IPsec system 
124. 

0151 Referring now to FIGS. 2 and 10, the IPsec system 
124 provides Security processing for incoming (e.g., 
received) frames 200 from the network 108. The RX parser 
144 examines incoming frames 200 to find IPsec headers, 
and looks up the corresponding SA in the SA memory 140. 
The RX IPSEC processor 150 then performs the required 
IPsec authentication and/or decryption according to the SA. 
If decryption is required, the processor 150 replaces the 
original ciphertext in the frame 200 with plaintext in the 
memory 116. The descriptor management unit 130 sets 
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status bits in the corresponding receive status ring entry 199 
(FIG. 5J) to indicate what processing was done and any 
errors that were encountered. 

0152 FIG. 10 illustrates the flow of incoming data 
through the IPsec system 124. The receive parser 144 
examines the headers of incoming frames 200 from the 
MAC engine 122 while the incoming frame 200 is being 
received from the network 108. The parser 144 passes the 
results of its analysis to the SA lookup logic 146. This 
information is also provided to the memory 118 in the form 
of a control block that is inserted between frames 200. The 
control block includes information about the types and 
locations of headers in the incoming frame 200. If the parser 
144 finds that a frame 200 includes an IP packet fragment, 
IPsec processing is bypassed, and the frame 200 is passed on 
to the host memory 128 with the IP Fragment bit being set 
in the IPSEC STAT1 field in the corresponding receive 
status ring entry 199. For IPv4 frames, a fragment is 
identified by a non-Zero fragment offset field or a non-Zero 
more fragments bit in the IPv4 header. For IPv6 packets, a 
fragment is indicated by the presence of a fragment exten 
Sion header. 

0153. If the parser 144 finds an IPsec header or an 
acceptable combination of headers, it passes the SPI, the IP 
destination address, and a bit indicating the IPsec protocol 
(AH or ESP) to the SA lookup engine 146. The SA lookup 
engine 146 uses the SPI, protocol bit, and a hash of the 
destination address to Search an internal SPI memory 270 
(FIG. 10). The results of this search are written to the SA 
pointer FIFO 148, including a pointer to an entry in the 
external SA memory 140, a bit that indicates whether IPsec 
processing is required, and two bits that indicate the Success 
or failure of the SA lookup. The SA pointer FIFO 148 
includes an entry corresponding to each incoming frame 200 
in the memory 118. If the SA pointer FIFO 148 does not 
have room for a new entry at the time that an incoming frame 
200 arrives from the network 108 or if the received frame 
200 would cause the receive portion of the memory 118 to 
overflow, the frame 200 is dropped, and a receive missed 
packets counter (not shown) is incremented. 
0154) An RX KEY FETCH state machine 262 (FIG. 10) 
retrieves the corresponding entry from the SA pointer FIFO 
148 and determines what, if any, processing is required. If 
the control bits indicate that processing is required, the State 
machine 262 uses the contents of the pointer field to fetch 
the SA information from the external SA memory 140. If a 
DA field of the SA does not match the DA field of the IP 
header in the frame 200, the IPsec processor 150 causes an 
error code to be written to the receive status ring 199 and 
passes the frame 200 to the memory 118 unmodified. If the 
DA field of the SA matches the DA field of the IP header, the 
processor 150 decrypts the payload portion of the received 
frame 200 and/or checks the authentication data as required 
by the SA. 

0155 Referring also to FIGS. 11A-11D, the security 
asSociation System used in outgoing IPsec processing in the 
exemplary controller 102 is hereinafter described. FIG. 11A 
illustrates an exemplary Security association table write 
access, FIG. 11B illustrates an exemplary SA address reg 
ister format, FIG. 11C illustrates an exemplary SPI table 
entry in the SPI memory 270, and FIG. 11D illustrates an 
exemplary SA memory entry in the SA memory 140. The SA 
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lookup engine 146 uses the SPI memory 270 and the 
external SA memory 140, both of which are maintained by 
the host processor 112, where the exemplary SPI memory 
270 is organized as a collection of 4096 bins, each bin 
having up to 4 entries. The address of an entry in the SPI 
memory 270 is 14 bits long, with the 12 high order bits 
thereof indicating a bin number. As illustrated in FIG. 11C, 
each SPI table entry 272 in the SPI memory 270 includes a 
32-bit security parameters index SPI31:0), a hash of the 
destination address DA. HASH39:32), a protocol bit 
PROTO indicating the security protocol (e.g., AH or ESP), 
and a VALID bit indicating whether the entry is valid or 
unused. 

0156 FIG. 11D illustrates an exemplary entry 274 in the 
SA memory 140, wherein the SA memory 140 includes an 
entry corresponding to each entry 272 in the SPI memory 
270, with entries 274 and 272 in the two memories 140 and 
270 being in the same order. The entry 274 includes a three 
bit ESP encryption algorithm field ESP ALG indicating 
whether ESP encryption is required, and if So, which algo 
rithm is to be employed (e.g., DES; 3DES; AES-128, 10 
rounds; AES-192, 12 rounds; AES-256, 14 rounds; etc.). An 
electronic codebook bit ECB indicates whether ECB mode 
is used for encryption, and a two bit ESP authentication field 
ESPAH ALG indicates whether ESP authentication is 
required, and if So, which algorithm is to be employed (e.g., 
MD5, SHA-1, etc.). A two bit AH field AH ALG indicates 
whether AH processing is required, and if So which algo 
rithm is to be employed (e.g., MD5, SHA-1, etc.). A protocol 
bit PROTOCOL indicates whether the first IPsec header is 
an ESP header or an AH header, and an IPv6 bit indicates 
whether the SA is defined for IPv4 or IPv6 frames. 

0157 A BUNDLE bit indicates a bundle of two SAS 
specifying AH followed by ESP, and a 32 bit SPI field 
specifies an SPI associated with the second SA (e.g., ESP) 
in a bundle of 2 SAS, which is ignored for SAS that are not 
part of bundles. An IP destination address field IPDA127:0 
indicates the address to which the SA is applicable, wherein 
the SA applies only to packets that contain this destination 
address. An AH IPAD field includes a value obtained by 
applying the appropriate authentication hash function (e.g., 
MD5 or SHA-1) to the exclusive OR of the AH authenti 
cation key and the HMAC ipad string as described in RFC 
2104. If the authentication function is MD5, the result is 16 
bytes, which are Stored in consecutive bytes Starting at offset 
24. If the authentication function is SHA-1, the result is 20 
bytes, which occupies the entire AH IPAD field. An AHO 
PAD field includes a value obtained by applying the appro 
priate authentication hash function (e.g., MD5 or SHA-1) to 
the exclusive OR of the AH authentication key and the 
HMAC opad string as described in RFC 2104. If the 
authentication function is MD5, the result is 16 bytes, which 
are stored in consecutive bytes starting at offset 44. If the 
authentication function is SHA-1, the result is 20 bytes, 
which occupies the entire AH OPAD field. The SA memory 
entry 274 also includes an ESP IPAD field having a value 
obtained by applying the authentication hash function (MD5 
or SHA-1) to the exclusive OR of the ESP authentication 
key and the HMAC ipad string as described in RFC 2104, 
as well as an ESP OPAD field including a value obtained by 
applying the authentication hash function (MD5 or SHA-1) 
to the exclusive OR of the ESP authentication key and the 
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HMAC opad string as described in RFC 2104. An encryp 
tion key field ENC KEY includes an encryption/decryption 
key used for ESP processing. 

0158. The IPsec system 124 reads from the SA and SPI 
memories 140 and 270, respectively, but does not write to 
them. To minimize the lookup time the SPI memory 270 is 
organized as a hash table in which the bin number of an entry 
272 is determined by a hash function of the SPI. The lookup 
logic 146 uses the SPI and the IPsec protocol (AH or ESP) 
to search the SPI memory 270, by computing a hash value 
based on the SPI and using the result to address a bin in the 
SPI memory 270. A second hash value is computed for the 
IP destination address, and the lookup logic 146 compares 
the SPI, protocol, and destination address hash with entries 
in the selected bin until it either finds a match or runs out of 
bin entries. The lookup logic 146 then writes an entry into 
the SA pointer FIFO 148, including the address of the 
matching entry in the SPI memory 270 and an internal status 
code that indicates whether or not IPsec processing is 
required and whether or not the SA lookup was Successful. 
The Rx key fetch logic 262 fetches the DA from the SA 
memory 140 to compare with the DA in the IP packet header. 
If the DA from the SA memory 140 does not match the DA 
from the received frame 200, the frame 200 is passed on to 
host memory 128 via the memory 116 and the bus interface 
106 without IPsec processing, and the corresponding receive 
status ring entry 199 indicates that no IPsec processing was 
done. 

0159 Referring also to FIG. 11A, the SA memory 140 
and the SPI memory 270 are maintained by the host pro 
ceSSor 112. During normal operation, the host 112 uses write 
and delete accesses to add and remove table entries 274,272. 
The exemplary SA memory 140 is divided into two regions, 
one for incoming SAS and one for outgoing SAS, wherein 
each region provides Space for 16K entries. Access to the SA 
and SPI memories 140 and 270 by the host 112 is performed 
using an SA address register SA ADDR 280 and a 144-byte 
SA buffer 282. The SA buffer 282 holds one 136-byte SA 
memory entry 274 followed by a corresponding 8-byte SPI 
table entry 272. For outgoing SAS, the SPI table entry 
Section 272 of the buffer 282 is not used. To write an SA 
table entry, the host 112 creates a 136 or 144 byte entry in 
the host memory 128 and writes the target address in the SA 
memory 140 to the SA ADDR register 280. The controller 
102 uses DMA to copy the SA information first to the 
internal SA Buffer 282 and then to the appropriate locations 
in the SA memory 140 and the SPI memory 270. The host 
112 writes the physical address of an SA entry buffer 284 in 
the host memory 128 to an SA DMA ADDR register 286. 
If the Software driver 190 uses the same buffer 284 in host 
memory 128 for loading all SA table entries, it only has to 
write to the SA DMA ADDR register 286 once. 
0160 Incoming Security associations are stored in loca 
tions determined by the hash algorithm. For outgoing (trans 
mit) frames 200 the driver software 190 includes a pointer 
to the appropriate SA in the transmit descriptor 192a (e.g., 
SA PTR field in FIG. 5E). This makes it unnecessary for 
the controller 102 to search the SA memory 140 for outgoing 
SAS, and transmit SAS can be stored in any order. No 
outgoing SA is Stored at offset 0, Since the value 0 in the 
SA PTR field of the descriptor 192a is used to indicate that 
no IPsec processing is required. 
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0.161 Referring also to FIG. 11B, the SA address register 
280 includes the address of the SA table entries 274 to be 
accessed plus Six SA acceSS command bits. These command 
bits include SA read, write, delete, and clear bits (SARD, 
SAWR, SA DEL, and SA CLEAR), an SA direction bit 
SA DIR, and a command active bit SA ACTIVE. The 
read-only SA ACTIVE bit is 1 while the internal state 
machine 262 is copying data to or from the SA buffer 282, 
during which time the host 112 refrains from accessing the 
SAbuffer 282. Selection between the incoming and outgoing 
regions of the external SA memory 140 is controlled by the 
SA DIR bit, which acts as a high-order address bit. This bit 
is Set to 1 for an incoming SA or to 0 for an outgoing SA. 
If this bit is set to 1, data is transferred to or from the internal 
SPI memory 270 as well as to or from the external SA 
memory 140. Outgoing SA table accesses affect only the 
external SA memory 140. When the host 112 sets the 
SA RD in the SA address register 280, a state machine 
copies data from the external SA memory 140 to the SA 
buffer 282. If the direction bit SA DIR is 1, the correspond 
ing entry 272 from the internal SPI memory 270 is also 
copied to the SA buffer 282. An SA address field SA ADR 
13:0 of the SA address register 280 points to the entries 
272 and/or 274 to be copied. 
0162. When the host 112 sets the SA WR bit in the 
SA ADDR register 280, the resulting action depends on the 
value of the SA DIR bit. If this bit is 1 (e.g., indicating an 
incoming SA), the State machine copies data first from the 
buffer 284 in host memory 128 into the internal SA buffer 
282, and them from the SA buffer 282 into the external SA 
memory 140 and also into the corresponding internal SPI 
memory 270. If the SA DIR bit is 0 (e.g., indicating a 
transmit SA), when the access command is write, only the 
SA field of the SA buffer 282 is copied to the SA memory 
140 entry selected by the SA address register 280, and the 
SPI field is not copied. For bundle processing, a BUNDLE 
bit is set in the SA corresponding to the first IPsec header in 
the frame 200, indicating that the frame 200 is expected to 
include an AH header followed by an ESP header. The 
corresponding entry in the external SA memory 140 includes 
information for both these headers, including the expected 
SPI of the Second IPsec header. 

0163 For receive AH processing, the value of the 
AH ALG field in the SA memory entry 274 is non-zero, 
indicating that AH processing is required for the received 
frame 200. The Rx parser 144 scans the frame IP header 
(e.g., and IPv6 extension headers if present) to determine the 
locations of mutable fields, as set forth in RFC 2402). The 
parser 144 inserts a list of these mutable field locations into 
the control block in the memory 118. If AH processing is 
enabled, the IPsec processor 150 replaces the mutable fields 
and the ICV field of the AH header with zeros for the 
purpose of calculating the expected ICV (the frame data that 
is copied to the host memory 128 is not altered). The 
destination address field of the IP header is considered to be 
mutable but predictable, because intermediate routerS may 
change this field if Source routing is used. However, Since 
the originating node uses the final destination address for the 
ICV calculation, the receiver treats this field as immutable 
for its ICV check. 

0164. The control block in the memory 118 includes 
pointers to the Starting and ending points of the portion of 
the received frame 200 that is covered by AH authentication. 
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The IPsec processor 150 uses this control block information 
to determine where to Start and Stop its authentication 
calculations. The AH ALG field in the SA memory entry 
2741 indicates which authentication algorithm is to be used. 
The exemplary IPsec system 124 provides HMAC-SHA-1- 
96 as defined in RFC 2404 and HMAC-MD5-96 as defined 
in RFC 2403 for AH processing. In either case the Rx IPsec 
processor 150 uses preprocessed data from the AH IPAD 
and AH OPAD fields of the SA entry 274 along with the 
frame data to execute the HMAC keyed hashing algorithm 
as described in RFC 2104. If the results of this calculation 
do not match the contents of the authentication data field of 
the AH header, the AH ERR bit is set in the corresponding 
receive status ring entry 199 (FIG. 5J). 
0.165 For receive ESP processing, the ESPAH ALG field 
of the SA memory entry 274 is non-zero, indicating that ESP 
authentication is required, and the non-Zero value indicates 
which authentication algorithm will be employed (e.g., 
MD5, SHA-1, etc.). The Rx IPsec processor 150 uses the 
preprocessed ipad and opad data from the ESP IPAD and 
ESP OPAD fields of the SA entry 274 along with frame data 
to execute the HMAC keyed hashing algorithm as described 
in RFC 2104. It uses pointers extracted from the control 
block of the memory 118 to determine what part of the frame 
to use in the ICV calculation. The data used in the calcula 
tion start at the beginning of the ESP header and ends just 
before the authentication data field of the ESP trailer, 
wherein none of the fields in this range are mutable. If the 
results of this ICV calculation do not match the contents of 
the authentication data field in the ESP trailer, the 
ESP ICV ERR bit is set in the corresponding receive status 
ring entry 199. 

0166 If the ESP ALG field of the SA memory entry 274 
is non-Zero, ESP decryption is required, and the receive 
IPsec processor 150 uses the ESP ALG and ECB fields of 
the entry 274 to determine which decryption algorithm and 
mode to use (e.g., DES; 3DES; AES-128, 10 rounds; AES 
192, 12 rounds; AES-256, 14 rounds; etc.). The Rx IPsec 
processor 150 retrieves the decryption key from the 
ENC KEY field of the entry 274, and uses information from 
the control block in the memory 118 to determine which part 
of the frame is encrypted (e.g., the portion starting just after 
the ESP header and ending just before the authentication 
data field of the ESP trailer). If the SA indicates that no ESP 
authentication is to be performed, the length of the authen 
tication data field is Zero and the encrypted data ends just 
before the FCS field. 

0.167 Once the payload has been decrypted, the IPsec 
processor 150 checks the pad length field of the ESP trailer 
to see if pad bytes are present. If the pad length field is 
non-Zero, the processor 150 examines the pad bytes and Sets 
the PAD ERR bit in the receive status ring entry 199 if the 
pad bytes do not consist of an incrementing Series of integers 
starting with 1 (e.g., 1, 2, 3,...). The IPsec processor 150 
replaces the encrypted frame data with (decrypted) plaintext 
in the memory 118. The exemplary processor 150 does not 
reconstruct the original IP packet (e.g., the processor 150 
does not remove the ESP header and trailer and replace the 
Next Header field of the previous unencrypted header). If the 
encryption uses CBC mode, the first 8 or 16 bytes of the ESP 
payload field contain the unencrypted IV, which the IPsec 
processor 150 does not change. The encrypted data follow 
ing the IV is replaced by its decrypted counterpart. 
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0168 In the exemplary IPsec system 124, the SPI table 
bin number and the IP destination address hash codes are 
both calculated using a single 12-bit hash algorithm. The bin 
number is calculated by shifting the SPI through hash logic 
in the IPsec processor 150. For the destination address (DA) 
hash, the 32-bit IPv4 destination address or the 128-bit IPv6 
destination address is shifted through the hashing logic, 
which provides 12 output bits used for the bin number, 
where only the 8 least significant bits are used for the DA 
hash. The hash function is defined by a programmable 12-bit 
polynomial in a configuration register of the controller 102, 
wherein each bit in the polynomial defines an AND/XOR tap 
in the hash logic of the processor 150. The incoming bit 
stream is exclusive-ORed with the output of the last flip-flop 
in the hash function. The result is ANDed bitwise with the 
polynomial, exclusive-ORed with the output of the previous 
register, and then shifted. The hash function bits are initial 
ized with Zeros. The Search key is then passed through the 
hash function. After the input bit stream has been shifted into 
the hash function logic, the 12-bit output is the hash key. 
0169. Although the invention has been illustrated and 
described with respect to one or more implementations, 
alterations and/or modifications may be made to the illus 
trated examples without departing from the Spirit and Scope 
of the appended claims. In particular regard to the various 
functions performed by the above described components or 
Structures (blocks, units, engines, assemblies, devices, cir 
cuits, Systems, etc.), the terms (including a reference to a 
“means”) used to describe such components are intended to 
correspond, unless otherwise indicated, to any component or 
structure which performs the specified function of the 
described component (e.g., that is functionally equivalent), 
even though not structurally equivalent to the disclosed 
structure which performs the function in the herein illus 
trated exemplary implementations of the invention. In addi 
tion, while a particular feature of the invention may have 
been disclosed with respect to only one of Several imple 
mentations, Such feature may be combined with one or more 
other features of the other implementations as may be 
desired and advantageous for any given or particular appli 
cation. Furthermore, to the extent that the terms “including, 
“includes”, “having”, “has”, “with', or variants thereof are 
used in either the detailed description and the claims, Such 
terms are intended to be inclusive in a manner Similar to the 
term “comprising.” 

What is claimed is: 
1. A network interface System for interfacing a host 

System with a network to provide outgoing data from the 
host System to the network and to provide incoming data 
from the network to the host system, the network interface 
System comprising: 

a bus interface System adapted to couple with a hostbus 
in the host System and transfer data between the net 
work interface System and the host System; 

a media access control System adapted to couple with the 
network and to transfer data between the network 
interface System and the network; 

a memory System coupled with the media access control 
System and the buS interface System, the memory being 
adapted to Store data frames received by the media 
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acceSS control System from the network and frames 
received by the bus interfaces system from the host; 
and 

a Security System coupled to the memory System and 
adapted to Selectively decrypt individual data frames 
according to Security associations Stored in a memory 
external to the network interface System; 

wherein the Security associations correspond with the data 
frames and each Security association is obtained by the 
network interface System from the external memory 
after beginning to receive the corresponding data 
frame. 

2. The network interface system of claim 1, wherein the 
network interface System is adapted to fetch the Security 
asSociations from the external memory before the corre 
sponding data frames are completely Stored in the first 
memory. 

3. The network interface system of claim 1, wherein the 
external memory is part of the host System. 

4. The network interface system of claim 3, wherein the 
network interface System is adapted to fetch the Security 
asSociations from the external memory without interrupting 
the host processor. 

5. The network interface system of claim 4, wherein for 
individual frames, the network interface determines a loca 
tion in the external memory of a Security association for that 
frame by consulting a table Stored in a memory that is part 
of the network interface System. 

6. The network interface system of claim 1, further 
comprising: 

a queue adapted to Store a plurality of pointers to Security 
asSociations in the external memory; 

wherein the network interface card fetches the Security 
asSociations from the external memory according to 
pointers in the queue. 

7. The network interface system of claim 1, wherein the 
network interface System fetches the Security associations 
through the buS interface System. 

8. The network interface system of claim 1, further 
comprising: 

a queue adapted to Store a plurality of Security associa 
tions, 

wherein the network interface System fetches the Security 
asSociations from the external memory and Stores them 
in the queue, and 

the Security System reads the Security associations from 
the queue. 

9. The network interface system of claim 1, wherein the 
buS interface System, the media access control System, the 
Security System, and the memory System are included within 
a single integrated circuit. 

10. The network interface system of claim 9, wherein the 
Security System comprises an IPSec System adapted to Selec 
tively provide authentication, encryption, and decryption 
functions for incoming and outgoing data. 

11. The network interface system of claim 10, wherein the 
Security System is adapted to apply out one or more of the 
DES-CBC, the 3DES-CBC, and the AES-CBC encryption 
algorithms. 

12. A network interface System for interfacing a host 
System with a network to provide outgoing data from the 
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host System to the network and to provide incoming data 
from the network to the host system, the network interface 
System comprising: 

a bus interface System adapted to couple with a hostbus 
in the host System and transfer data between the net 
work interface System and the host System; 

a media access control System adapted to couple with the 
network and to transfer data between the network 
interface System and the network; 

a memory System coupled with the media access control 
System and the buS interface System, the memory being 
adapted to Store data frames received by the media 
acceSS control System from the network and frames 
received by the bus interfaces system from the host; 

a Security System coupled to the memory System and 
adapted to Selectively decrypt individual data frames 
according to Security associations Stored in a random 
acceSS memory; and 

a queue coupled to the Security System and adapted to 
Store a plurality of Security associations, 

wherein the network interface System fetches the Security 
asSociations from the random acceSS memory and 
Stores them in the queue, and 

the Security System reads the Security associations from 
the queue in a predetermined order. 

13. The network interface of claim 12, wherein the queue 
is a FIFO memory. 

14. The network interface system of claim 12, wherein for 
each of the data frames, after beginning to receive the data 
frame, the network interface System fetches a corresponding 
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Security association, where one is available, from the ran 
dom access memory and places it in the queue in a manner 
whereby the Security association can arrive in the queue 
before the data frame is completely Stored in the memory 
System. 

15. The network interface system of claim 12, wherein the 
random acceSS memory is part of the host System. 

16. The network interface system of claim 15, wherein the 
network interface System is adapted to fetch the Security 
asSociations from the random acceSS memory without inter 
rupting the host processor. 

17. The network interface system of claim 15, wherein for 
individual frames, the network interface determines a loca 
tion in the external memory of corresponding Security 
asSociations by consulting a table Stored in a memory that is 
part of the network interface System. 

18. The network interface system of claim 12, further 
comprising: 

a Second queue adapted to Store a plurality of pointers to 
Security associations in the random access memory; 

wherein the network interface System fetches the Security 
asSociations from the random acceSS memory accord 
ing to pointers in the queue. 

19. The network interface system of claim 12, wherein the 
network interface System fetches the Security associations 
through the buS interface System. 

20. The network interface system of claim 12, wherein the 
bus interface System, the media access control System, the 
Security System, the memory System, and the queue are 
included within a Single integrated circuit. 
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