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 To the 
German Patent Office 
8000 Munich 2 
Zweibrückenstraße 12 

Place: Altena/Westphalia   
Date: 10/29/1969 
Reference: Gi/10/pr/1 

 For the object described in the enclosures (appliance or object of use or part thereof), an application is 
hereby filed for the entry in the utility model registry. 
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Applicant:  
(First name and last name, for women also maiden 
name; company name and registered office according 
to commercial register entry; other designation of the 
applicant) in (zip code, city, street, house number, if 
applicable also P.O. Box, for foreign locations also 
state and district) 

 
Lebrecht Knipping 
599  A l t e n a / Westphalia 
Lindenstrasse 23 

                                                            [hw: 446775005] 
Representative: 
(Name, address with zip code, if applicable also P.O. 
Box; state law firms in accordance with the mandate) 

 
- - - - - - -  

Authorized representative, address for 
service  
(Name, address with zip code, if applicable also P.O. 
Box) 

To the above address. 
[stamp: published Feb 26, 1970] 
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The title is: 
(Brief and precise technical description of the objects 
the invention relates to, consistent with the title of the 
description: no arbitrary designation) 

 
Handheld vacuum cleaner 
 
 

The priority claimed is the  
Foreign Priority of the preliminary 
application 
(Order of the information as 1., check box 1) 
 
Publication priority 
(Order of the information as 2., check box 1) 

1   Filing date, country and reference number:  --- 
2  First exposition date, official designation and exposition date   --- 

 
The fee for the utility model application in the amount of DM 30.00 
                              [x] was paid.     □  will be paid.*) 
It is requested that the entry and publication be postponed for --- month(s) (no more than six months from the filing date)  

 Enclosures: (The checked documents are enclosed) 
1. Another part of this application                                          1. X 
 
2. A description                                                                       2. X 
 
3. One copy with 9 claims                                                      3. X 
 
4. One set of drawings on 1 page                                           4. X 
     or two equivalent models 
5. A power of attorney                                                            5.  

Please leave empty  

Util. 
Mod. 
App. 

*) Check all that applies 6942662 Copies of this application and all 
documents have been retained. 

   
- Space for fee stamps – 
(Use the back if not enough space) 

[signature] 
(Signature, or, in the event of more than 
one applicant, signatures and company 
stamp, if applicable) 
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Lebrecht Knipping 

ALTENA / Westphalia  Altena, October 24, 1969 

HANDHELD VACUUM CLEANER 

The invention relates to a handheld vacuum cleaner in 

pistol form, in which, in contrast to the known devices of 

similar size and shape, the motor is covered with a filter 

bag across its entire length and against the suction 

opening on the front side, with the motor being arranged in 

such a way that it is freely suspended between the suction 

wheel and the dust chamber. 

The filter bag is attached to a sealing ring by means of a 

wire ring, which is held in place against a ring flange 

inside the double-walled housing by means of the 

container’s front edge. At least one clamp attached to the 

outside of the double-walled housing engages behind a lug, 

which is provided on the container inserted into the 

double-walled housing in an easily detachable manner in the 

assembled state, 
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In addition to the noise-reducing suspension of the motor 

described in more detail below, a cellular plastic disk is 

also provided in front of the air outlet opening. 

In the arrangement according to the invention, the dust 

enters through the suction nozzle into a chamber formed by 

the container. To empty this chamber, two clamps arranged at 

90° to the handle and opposite the longitudinal axis of the 

housing are preferably released, whereupon the container can 

be easily removed from the double-walled housing. The filter 

bag, which otherwise also functioned as a dust chamber in 

the vacuum cleaners known to date, no longer needs to be 

removed with a usually complicated removal of the fastener. 

Emptying the previously known filter bags was not 

advantageous either due to the associated generation of 

dust. 

One embodiment according to the invention is shown and 

described in the drawing. 

 

Fig. 1  shows a longitudinal section of the handheld vacuum 

cleaner at a reduced scale, with the upper half of 

the section representing a section offset upwards 

by 90°, 

Fig. 2  shows a section II-II of Fig. 1, 

Fig. 3  is a greatly reduced representation of the handheld 
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vacuum cleaner with only half of the brush and 

suction nozzle indicated, and the longitudinal 

arrangement of the clamps placed at a 90° angle to 

the handle. 

The double-walled housing 1, which is integrally formed 

with the handle 16, has a cylindrical cross-section, is 

open at both ends, and is provided at right angles to the 

handle 16 with two opposing clamps 12, which are suitable 

for holding the container 2 inserted into the annular 

groove 17 formed by the double wall up to the annular 

flange 10. This container has two lugs 13 cast on it for 

this purpose, which are arranged in the same way as the 

two clamps 12. Radial ribs 20 are also cast on the inner 

annular wall 18 of the double-walled housing 1 in the 

axial direction against the suction direction. These ribs 

enclose a flange 21 at approximately half of their length 

and onto which the motor 6 is screwed in the opposite 

direction to the ribs 20 - freely suspended with one of 

its end plates 22. The suction wheel 7 is located behind 

the motor 6 in the suction direction, but still inside the 

outer annular wall 19 of the double-walled housing 1. It 

is closed by a cap 23 provided with a cellular plastic 

disk 14 on the inside, inserted into the housing 1 and 

fastened thereto. It only makes sense that an air outlet 

opening 15 is preferably provided on the end face of the 

cap 23. The suction air that was filtered by  

       6942662 /4 
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the filter bag 4 flows through the motor 6, and in 

particular the winding, which usually gets very hot, with 

the radial ribs 20 preventing the filter bag 4 from 

collapsing during operation due to the suction air flow. 

The filter bag 4 is attached to the sealing ring 9, which 

is held between the ring flange 10 and the container end 

wall 3, by means of wire rings 11. The filter bag 4 is 

easy to clean or replace from time to time. 

 

It should also be mentioned that the dust accumulated in 

the container 2 after prolonged use and retained by the 

rubber strike plate 24 can be emptied by simply releasing 

the clamps 12. The optional attachment of a brush 25 or a 

suction nozzle 26 is known and not the object of the 

invention, nor is the arrangement of the switch 27 and the 

electrical parts in the handle 16. 

 

The suction air flowing above the motor 6 exits through the 

suction wheel 7 in the opposite radial direction of the 

cap 23 through the air outlet opening located in the 

center. 
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C l a i m s 
 

l. Handheld vacuum cleaner in pistol form of any size 

and current type, with brushes or a suction nozzle 

connection, characterized in that the motor (6) 

freely suspended between the suction wheel (7) and 

the dust chamber (8) is covered by a filter bag (4) 

across its entire length and against the suction 

opening (5) on the end face. 

 

2. Handheld vacuum cleaner according to claim 1, 

characterized in that the double-walled housing (1), 

which is integrally formed with the handle (16) and 

has a cylindrical cross-section, is open at both ends 

and is provided with two opposing clamps (12) at 

right angles to the handle (16). 

 

3. Handheld vacuum cleaner according to claims 1 and 2, 

characterized in that the container (2) forming the 

dust chamber (8) is pushed into the annular groove 

(17) of the double-walled housing (1) down to the 

annular flange (10), covering the filter bag (4), 

and in that, in this state, the clamps (12) each 

engage behind a lug (13) which is cast onto the 

container (2) at the suitable point for this purpose. 
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4. Handheld vacuum cleaner according to claims 1 to 

3, characterized in that at least three radial ribs 

(20) are axially cast onto the inner annular wall 

(18) of the double-walled housing (1) against the 

suction direction, said ribs enclosing a flange 

(21) connected integrally thereto at approximately 

half their length, and in that the motor (6) and 

the suction wheel (7)are screwed to said flange 

opposite the ribs (20) with one of its end plates 

(22) in a freely suspended manner. 

 

5. Handheld vacuum cleaner according to claims 1 to 4, 

characterized in that the suction wheel (7) located 

behind the motor (6) in the suction direction is 

arranged inside the outer annular wall (19) of the 

double-walled housing (1).  

 

6. Handheld vacuum cleaner according to claims 1 to 5, 

characterized in that a cap (23) is provided with a 

cellular plastic disk (14) that does not close off 

the air outlet opening (15) and in that the cap is 

detachably fastened inside the outer annular wall 

(19) with its outer wheel. 
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7.  Handheld vacuum cleaner according to claims 1 to 6, 

characterized in that the air outlet opening (15) 

is preferably arranged centrally on the end face of 

the cap (23). 

8.  Handheld vacuum cleaner according to claims 1 to 7, 

characterized in that the filter bag (4) is placed 

over the entire motor (6) and over the radial ribs 

(20) projecting beyond the motor, and it spread open 

by said ribs. 

9. Handheld vacuum cleaner according to claims 1 to 8, 

characterized in that the filter bag (4) is fastened 

by means of wire rings (11) to the sealing ring (9), 

which is held between the ring flange (10) and the 

container end wall (3). 
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TRANSLATION CERTIFICATION 

Date: June 12, 2024 

To whom it may concern: 

This is to certify that the attached translation is an accurate representation of the documents received by 
this office. The translation was completed from: 

• German (Germany) 

To: 

• English (USA) 

The documents are designated as: 

• DE6942662U 

Emily Paras, Project Manager in this company, attests to the following: 

“To the best of my knowledge, the aforementioned documents are a true, full and accurate translation of 
the specified documents.” 

  
Signature of Emily Paras 
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