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I, Aviel Rubin, Ph.D., declare as follows:

1. | have been engaged on behalf of SportsCastr Inc. (d/b/a PANDA
Interactive) (“Patent Owner”), to provide this Supplemental Declaration concerning
the technical subject matter relevant to the petition for Inter Partes Review 2024-
01305 (“Petition”) of U.S. Patent 10,805,687 (“the *687 patent”).

2. I am over 18 years of age. | have personal knowledge of the facts stated
in this Declaration and could testify competently to them if asked to do so.

3. | have reviewed and am familiar with the specification and the claims
of the ’687 patent. In general, | will cite to the specification of a United States patent
using the following formats: (Exhibit No., Col:Line Number(s)) or (Exhibit No.,
Paragraph Number(s)). For example, the citation (EX-1001, 1:1-10) points to the
'687 patent specification at column 1, lines 1-10. Also, for convenience, | use italics
to denote limitations from the challenged claims.

4. All the opinions in this Supplemental Declaration are based on the
documents | reviewed and my knowledge, experience, training and professional
judgment. In forming the opinions expressed in this Supplemental Declaration, |
reviewed the Petition for Inter Partes Review of U.S. Patent No. 10,805,687 and
supporting exhibits, Patent Owner’s Preliminary Response and supporting exhibits,

as well as the Board’s Institution Decision in this and related IPRs.
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5. | am the same Aviel Rubin, Ph.D. who submitted a Declaration as
Exhibit 2001 in support of the Patent Owner Preliminary Response submitted in this
IPR, which I will refer to as the “POPR Declaration” or EX-2001.

6. For purposes of this Supplemental Declaration, | fully incorporate by
reference my entire POPR Declaration, including all qualifications, legal principles,
background, state of the art, and opinions presented in that POPR Declaration.

7. In addition to my POPR Declaration, | have been asked to provide the
following supplemental opinions.

l. THE CITED PRIOR ART DOES NOT DISCLOSE OR RENDER
OBVIOUS ALL LIMITATIONS OF INDEPENDENT CLAIM 1

8. As noted in my POPR Declaration (EX-2001), Petitioner and Dr.
Wicker allege that two different combinations—Ellis in view of Spivey and Herzog
in view of Spivey—each render obvious independent claim 1. | disagree with the
arguments in the Petition, the opinions set forth by Dr. Wicker, and the Institution
Decision for the reasons | discussed in my POPR Declaration, and further for the
reasons that I discuss in further detail below.

A. Ground 1A Does Not Disclose Or Render Obvious All Limitations
of Independent Claim 1.

1. Spivey’s MQSD does not render obvious transmitting
information between an “event socket” and a client device.

9. With reference to claim limitations 1.6 and 1.8 of the ’687 patent,

Petitioner’s arguments hinge on its implementation of Spivey’s teachings within
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Ellis. Specifically, Petitioner and Dr. Wicker assert that a POSITA would have
implemented Spivey’s message queue server (comprising the message queue server
device and live data server device) in place of Ellis’s supplemental content source.
(Petition, 33; EX-1001, 106-111.) Dr. Wicker alleges that Spivey discloses a
“websocket connection” between the message queue server device’s topic queue (the
alleged “event socket™) and client devices, allegedly establishing a “live data
connection” (the alleged “channel’) between the message queue server device’s
topic queue and the viewer device. (EX-1001, {1105, 109-110, 172.)

10.  Spivey only discloses a “websocket connection” as occurring between
the client devices and the live data access server 130—i.e., a server which Petitioner
and Dr. Wicker have not included in the proposed combination of teachings. (EX-
2001, Section VI.A.2.) Spivey only discloses the “live data connection” between
the client devices and the live data access server, which is not included in Petitioner’s
proposed combination of teachings. (Id.) Spivey does not disclose a connection
between the message queue server device and client devices and would not, therefore
motivate or teach a POSITA to implement the message queue server device in the
way that Petitioner proposes. (EX-2001, Sections VI.A.)

11. Indeed, Spivey does not describe the MQSD as capable of connection,
e.g., via “websocket connection,” with individual client devices. (EX-1017, 1145,

61.) Spivey only describes the LDAS as including the necessary components to
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support connection of a server with multiple individual client devices using a
websocket connection. (EX-1017, 1145, 53-54.) In particular, Spivey describes the
LDAS as including, e.g., an “interface component 530.” (EX-1017, §59.) The
interface component, according to Spivey:

provide[s] user interface elements or supporting data for a
client-side user interface. Interface 530 may generally
provide an interface to allow an operator to request and
authenticate a connection to live data access server 510, to
select one or more topics relating to live events for
subscription, and to receive and display the live data as it
Is received by message queue server 120.

(EX-1017, 163.) That is, Spivey depicts example “user interfaces” in FIGS. 8-10,
which depict, collectively, the process by which a user, via a client device, accesses
the data via the LDAS. (EX-1017, 1163, 81-90.)

12.  Further, Spivey only describes the LDAS as including, e.g., a
“subscription component 540.” (EX-1017, 159, FIG. 5.) The subscription
component, according to Spivey:

manage[s] subscriptions to topics for currently connected
clients. For example, subscription component 540 may
receive the selected topic(s) from interface component 530
for a particular connected client. Subscription component
540 may then communicate with message queue server
120 to subscribe to the topic queues that correspond to the
selected topics.

(EX-1017, 164.) Accordingly, the subscription component facilitates a flow of
messages (data) to subscribed client devices. (Id.) A client device must first access

the LDAS, and through the LDAS, and specifically, the “subscription component,”
4
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subscribed client device may receive data classified according to various “topics.”
(1d.)

13.  Spivey never discusses the MSQ (e.g., MQS 120 of FIG. 1) or the two-
server implementation of the MQS (e.g., the MQSD 410 and the LDSD 450 of FIG.
4) as including either the “interface component” or the “subscription component.”
(EX-1017, 1 34-35, 53-58, FIG. 1, 4.) Itis my opinion that the interface component
and the subscription component are necessary components to facilitate the
connection of multiple individual clients to the flow of data described in Spivey.
Further, it is my opinion Spivey does not support any of its message queue servers
as including the interface component or the subscription component. (EX-2001,
Section VI.A.1.) Rather, it is my opinion that the message queue servers, according
to Spivey, rely on the LDAS, and the LDAS’s interface component and subscription
component to facilitate the message flow described in Spivey. (EX-2001, Section
VI.A.1)

14.  Dr. Wicker selectively quotes Spivey to suggest that “client devices
‘request a live data connection’ with the MQSD [message queue server device] by
‘select[ing] or enter[ing] the address or connection information to a particular’
MQSD.” (EX-1001, Y172 (quoting EX-1017, f981-82) (emphasis added).)
However, Spivey {181-82 do not support Dr. Wicker’s statement. Dr. Wicker’s

statement is inconsistent with evidence in so far as Spivey 181-82 describe user
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interfaces specifically for the purpose of allowing an end client device to access data
via the LDAS. Spivey {81 could not be more clear:

FIG. 8 illustrates an embodiment of a user interface (UI)

800. Ul 800 may be presented by live data app 210. Ul 800

may include various Ul elements that allow an operator

108 of a client device 110 to request a live data
connection with a live data access server.

(EX-1017, 181 (emphasis added).)

15. Indeed, all of the interfaces shown in Spivey pertain to a client
application (e.g., such as that executing on a mobile phone) that accessing a flow of
data by requesting a “live data connection” with the LDAS. (EX-1017, §81.)
Petitioner’s argument rests on the notion that some embodiments of Spivey do not
require a LDAS. (Petition, 37-39; EX-1001, 1199, 109-112.) For example, Dr.
Wicker states: “one embodiment, the message queue server 120 communicates
directly with client devices (110-1...110-a) without the use of a live data access
server.” (EX-1001, 199.) Dr. Wicker’s position is inconsistent with evidence that
Spivey explicitly requires an intervening LDAS to facilitate a connection, such as a
websocket connection, between the MQSD and individual client devices. (EX-2001,
Section VI.A.1))

16. Petitioner and Dr. Wicker’s position—that the LDAS is optional—is
based on their proposition that the operating environment 400 shown in Spivey FIG.

4 can be divorced from the balance of the teachings of Spivey. (Petition, 37-39; EX-
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1001, 1199, 109-112.) To the contrary, Spivey explicitly describes the operating
environment 400 as a part of the system 100 of FIG. 1. (EX-1017, FIG. 1, 4.) FIG.
4 shows a MQSD and LDAS that may essentially “plug in” as the more generic MQS
shown in Spivey FIG. 1. (EX-1017, 11 34-35, 53-58, FIG. 1, 4.) According to
Spivey: “As shown in FIG. 4, message queue server 120 may be implemented with
at least two separate devices: a message queue server device 410 and a live data
server device 450.” (EX-1017, §53.) Thus, as a threshold matter, the operating
environment 400 of FIG. 4 should be understood in the context of the overall Spivey
system architecture shown in FIG. 1. (EX-1017, 11 34-35, 53-58, FIG. 1, 4.) Spivey
FIG. 1 shows high level system architecture, and FIG. 4 provides addition details
pertaining to the MQS shown in FIG. 1. (EX-1017, 11 34-35, 53-58, FIG. 1, 4.)
17. For purposes of discussion, the operating environment 400 is

reproduced below:
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Operating Environment 400
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Topic Queue
442-1
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&

Topic Queue
432-n \

N —

FIG. 4

(EX-1017, FIG. 4.)

18. Absent from FIG. 4 is, e.g., the “interface component” and/or the
“subscription component.” (EX-1017, FIG. 4.) Spivey does not disclose any
component or functionality of the MQSD and/or the LDSD as being capable of
subscribing and connecting to, e.g., via a websocket connection, multiple individual
client devices. (EX-1017, 1145, 53, 59-64.) Spivey only describes the LDAS as
including this functionality, and the required subscription and interface components.
(EX-1017, 9938-39, 59-64.) The MQSD and the LDSD have the ability to
communicate with individual end clients, according to Spivey, only via the
intervening LDAS. (EX-1017, 1138-39, 59-64.) The MQSD and LDSD may “plug
in” as the MQS, and so FIG. 4 is understood only in the context of Spivey high level

system 100 architecture, reproduced below:
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stem 1
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~ J

FIG. 1

(EX-1017, FIG. 1.)

19.  Accordingly, it is my opinion that Spivey describes the client devices
receiving data from the operating environment 400 (e.g., including the MQSD and
LDSD) via the LDAS shown in FIG. 1.

20.  Not only does Spivey describe the operating 400 only in terms of the
system 100 and associated LDAS, but Spivey also never describes the MQSD as
having the appropriate functionality to support connections, e.g., via websocket, to
multiple individual client devices. (EX-1017, 1145, 53-54, 58.) For example,
Spivey never describe the MQSD as a communication endpoint assigned with a
publicly-accessible URL or address. (EX-1017, {45, 53-54, 58.) Nor does Spivey

describe the MQSD as a communication endpoint designed to handle real-time
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access from a potentially large number of individual clients. (EX-1017, {945, 53-
54,58.) Nor does Spivey describe the MQSD as a communication endpoint capable
of pushing its data packets to multiple individual clients. (EX-1017, 1145, 53-54,
58.) It is my opinion that Spivey does not disclose the MQSD as having the
aforementioned functionalities of a communication endpoint because Spivey
requires the end client device to “request a live data connection” through the LDAS
in order to receive data from the MQSD, which as such, means that Spivey requires
the LDAS to enable its message flow.

21. Petitioner and Dr. Wicker’s reliance on Spivey 136 does not change my
conclusion. Spivey 136 states, in relevant part, “[i]n some embodiments, message
queue server 120 is not accessible to clients over the network directly.” (EX-1017,
136 (emphasis added).) However, absent any technical discussion in Spivey of other
embodiments, e.g., technical components and associated functionality, Spivey does
not suggest other embodiment in which the message queue server is accessible to
client over the network directly. (supra.) Indeed, the Spivey reference as a whole
described the opposite—client devices require the intervening LDAS to access the
MQSD—and as such, in my view, the phrase “in some embodiments” would not
suggest an alternative technical construct, particularly in view of Spivey’s express

teachings to the contrary.

10
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22.  Asathreshold matter, according to Spivey, client devices are only those
“subscribe[d] to and [that] receive live data via live data access server. (EX-1017,
139.) Spivey 139 contradicts the notion that client devices subscribe to the MQSD.

23. Rather, the only component described in Spivey as permitting
communication from the MQSD is the “MQS communication component.” (EX-
1017, 154.) For example, the MQSD may communication with the MQS

communication component 408 (shown in FIG. 4, reproduced below).

Operating Environment 400

f/ Message Queue Server \ / ive Data Server Device 45 \
Device 410

Processor Circuit [ H'nrfe.c,:}rz(,tmmt ) ( Mem:;;: Unit ]
402

LDS Communication Topic Decoder

Component

118 420

MQS Communication

. Topic Set
..I_ 440
e e ~
Topic Set Topic Queue
50 4421

Topic Queue
432-1

Topic Queue
442-p

i

®

Topic Queue
432-n \

FIG. 4

(EX-1017, FIG. 4.) Spivey describes the MQS communication component 408 as
“analogous . . .to .. . MQS communication component 308.” (EX-1017, 154.) The
MQS communication component 308 (shown in FIG. 3, reproduced below)
functions to “push the data payload from the topic queue to a live data access server

that has subscribed to the topic of the topic queue.” (EX-1017, 149.)

11
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rating Environmen

/ ssage Queue Server Device 31 \

( Processor Circuit j g Topic Set 330 I

302

Memory Unit 304 Topic Queue
’ 332-1

MQS Communication
Component
308

Topic Queue
Topic Decoder 332-n
320
. )

- /

FIG. 3

(EX-1017, FIG. 3). Accordingly, the MQSD—the very server component central to
Petitioner and Dr. Wicker’s argument—is only described in Spivey as being capable
of communicating with “a live data access server.”

24. The topic flow central to Spivey’s teachings (EX-2001, 1229) applies
to the various message queue servers discussed in Spivey. As | explained in detail
herein, the MQSD is one server component of a two-part server environment (the
MQSD and LDSD of FIG. 4) that essentially “plug in” as the MQS shown in Spivey
FIG. 1. (EX-2001, Section VI.A.1.) Spivey discusses a certain “RABBITMQ” as
one implementation of the MQSD. (EX-1017, 158.) It is my opinion that the
RABBITMQ discussed in Spivey 158 would function according to the principles set

forth in relation to Spivey FIGS. 1 and 4, and indeed, all of Spivey, in so far as the
12
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RABBITMQ would require the LDAS to facilitate connection to numerous
individual client devices, according to Spivey. Specifically, Spivey never describes
the RABBITMQ as being capable of facilitating a connection, e.g., via a websocket
or otherwise, with individual clients, the technical disclosure of Spivey does not
support an alternative conclusion. (EX-1017, §58.) Rather, Spivey contemplates
running the RABBITMQ on the MQSD itself, thereby serving to connect the LDSD
and the LDAS. As such, the Spivey disclosure does not support the client devices
being connected to the RABBITMQ.

2. Regardless of the MQSD’s transmission destination, Petitioner
fails to show that Spivey’s topic queues are ““sockets.”

25. Petitioner’s and Dr. Wicker’s argument for equating “topic queues”
with “uniquely addressable communication endpoints” rests on Spivey’s FIG. 9.
(Petition, 37-39; EX-1001, 11171-172.) However, Spivey’s FIG. 9 depicts a user
interface (“Ul 900”) as one of a three-part series of user interfaces (e.g., Ul 800, 900,
1000 of FIGS. 8-10, respectively) that collectively depicts interfaces for allowing
the end user client to receive data from topic queue, expressly via the LDAS and the
LDAS’s interface component 530. (EX-1017, 181-88.) Dr. Wicker’s reliance on
Spivey FIG. 9 for demonstrating uniquely addressable communication endpoints is
contrary to evidence that FIG. 9 depicts an interface between the client device and

the LDAS. (EX-1017, FIG. 9.)

13
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26. Taking the interfaces in turn, Spivey’s FIG. 8 depicts the first user
interface in the three-part sequence. (EX-1017, 1181-88.) FIG. 8 particularly shows
the visual interface on a client device (e.g., a mobile device) when said client device
attempts to log on or otherwise “request a live data connection with a live data access
server.” (EX-1017, 1181-82.) Spivey describes allowing a client device to request
this live data connection using the Live Data Access Server Address 830. (EX-1017,
182.) Regardless of whether the Live Data Access Server Address may “resemble a
uniform resource locator,” the Live Data Access Server Address is used in Spivey
only to connect the client device to the LDAS. (EX-1017, 182.) The Live Data
Access Server Address unequivocally is not used to connect the client device to the
MQSD (which sits behind the LDAS), and Spivey does not support such conclusion.
(EX-1017, 155, FIG. 4.) Accordingly, Petitioner’s statement “VCDs ‘request a live
data connection’ with the MQSD” (Petition, 37 (citing EX-1017, 1181-82)) is against
the evidence that Spivey 1181-82 only describes and only contemplates connecting

the VCSs to the LDAS.

14
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UI 800
Login ID: Lagnip ¢~ 810
Password: Password T 820
Connact to: Live Daf::;:;s Server
\‘— 830

FIG. 8

(EX-1017, FIG. 8.)

27.  Turning to the interface of FIG. 9, FIG. 9 particularly shows the visual
interface on a client device (e.g., a mobile device) when said client device attempts
to indicate to the LDAS that specific data said client device desires to receive. (EX-
1017, 184, FIG. 9.) The client is permitted to indicate to the LDAS which “topics”
It desires to receive by selecting on the Ul 900, which topics it desires to receive.
(EX-1017, 984.) The topics are indicated by text strings, such as

“gamecenter.nfl.ravenssteelers,” as indicated in FIG. 9 (reproduced below):
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UI 900

Seled Topic(s): | Gamecenter.nfl ravenssiselafsi ~ 010-1

Gamecenter.pga.winterchamp |’ ™~ 910-2

Gamecentler.nhl.devilsbruins

Gamecenter.nba. lebronjames } ~010-3

Gamecenter.nfl draft

( Submit ) ( Save as favorte )

N 920 930

FIG. 9

(EX-1017, FIG. 9.) The text strings themselves are not URLs. (EX-1017, 184.)
Further, text strings are not used in any URL (or any other address) in Spivey. (EX-
1017, 1184-86.) A text string or “topic label” is merely that, “a label,” such a label
providing an indication of the content of a certain flow of data. A topic label in itself
does not suggest a unique connection, nor does it describe a specific technical

functionality that would allow a client device to receive said data. A label, is just a
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label. Accordingly, without more, Spivey does not suggest that the label shown in
FIG. 9 are evidence of uniquely addressable communication endpoints. (EX-1017,
11184-87.) Indeed, Spivey suggest the opposite—that the MQSD is only accessible
through the LDAS. (E.g., EX-2001, Section VI.A.1.)

3. Petitioner fails to show that a POSITA would have been
motivated to combine Ellis with Spivey.

28. Notably, Petitioner’s diagram (Petition, 19) does not include any
component to support the relay of data between the MQSD (of Spivey) and the user
equipment (of Ellis). Spivey never describes the MQSD operating in isolation or
apart from the LDAS. (EX-2001, Section VI.A.2.) Indeed, the MQSD shown in
Petitioner’s diagram does not include any component described in Spivey as being
capable of transmitting information to multiple individual client devices. (EX-2001,
Section VI.A.2.) The only component shown in Petitioner’s diagram that is capable
of transmitting information whatsoever from the MQSD, is the “MQS
Communication Component 408.” (Compare Petition, 19 with EX-1017, 154, FIG.
4.) However, Spivey only describes the MQS Communication component as being
capable of transmitting information to a LDAS, which is an intervening server
between the MQSD and any individual client devices. (EX-2001, Section VI.A.2.)
Accordingly, Petitioner’s diagram suffers from a fundamental problem insofar as the
diagram does not provide any support for a transmission mechanism of data from
the MQSD to the user equipment.
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29. Petitioner and Dr. Wicker attempt to sidestep the apparent inoperability
of the Petitioner’s diagram, by illustrating multiple “communication channels”
152-1, 152-n in this diagram. (Petition, 19; EX-1001, §111.) However the notion
of multiple “communication channels” stemming from the MQSD is a concept
entirely of Petitioner’s and Dr. Wicker’s own making. For example, Ellis never
describes multiple paths. (See generally EX-1016.) And Spivey never describes
multiple connections from the MQSD. (EX-1017, 1145, 53-58, FIG. 4.) Petitioner’s
inclusion of “152-1, 152-n” attempts to suggest that the MQSD is capable of
handling communication to multiple individual clients. However, Spivey does not
describe the MQSD as having this functionality. (EX-2001, Section VI.A.2.)
Spivey MQSD requires the intervening LDAS in order to send data to individual
clients. (ld.) Accordingly, despite Petitioner drawing additional communication
channels in its diagram, the MQSD that Petitioner adopts from Spivey’s disclosure
would not support these multiple communication channels. In this regard,
Petitioner’s combination would not be operable to transmit data to user equipment
not only because the MQSD requires the interviewing LDAS, but also because the
MQSD is not equipped itself to handle communication to multiple individual clients,

as | have explained in detailed herein. (Id.)
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B.  Ground 2A: Petitioner Fails to Establish that Herzog in View of

Spivey Renders Obvious Every Limitation of the Challenged
Claims

1. Petitioner’s proposed combination of teachings suffers from
many problems.

30. Notably, Herzog is not necessarily equipped to handle additional,
faster-arriving data without further modifications. For example, to the extent that
Spivey is capable of providing faster data in the context of the Herzog system, the
faster-arriving data would necessarily be processed in consideration for subsequent
timestamp synchronization matching with associated video/audio fees, which have
a significantly greater latency period. Herzog describes the audio/video as having a
substantially longer delay (up to “63 seconds”) as compared to the telemetry data
feed delay (up to “2 seconds”). (EX-1015, 151.) In this regard, to the extent that
Petitioner proposes to speed up with the telemetry data transmission with Spivey
message queue server, Petitioner fails to address the question of what Herzog would
do with all of the faster arriving data while said data is essentially waiting for the
audio/video feed. For example, a POSITA would understand that the import of
additional data (because the data arrives faster, as proposed by Petitioner) would
Impose some data processing requirement on the Herzog system. As such, additional
servers, databases, and/or other components would assumingly be required in
Petitioner’s combination to meet such additional demands brought on the by the

faster arriving data. Nevertheless, Petitioner does not suggest such additional
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components, and because of this lack of additional components to handle the
proposed faster arriving data, the Petitioner’s proposed combination is not suited for
operation as intended.

31. But even if Petitioner had proposed additional components (e.g.,
servers, databases) to handle the additional, faster-arriving data, a POSITA would
have also understood that with each addition of a computer architecture component
comes additional latency. Therefore, a POSITA would not understand that
additional latency brought on by the inclusion of additional processing components
would improve the Herzog system in any manner. Indeed, the additional latency
brought on by any additional processing components would be understood to
counteract the latency benefits afforded by Spivey (if any).

2. A POSITA would not have been motivated to combine the
references’ teachings.

32. Fundamentally, the inclusion of the Spivey message queue server
device into the Herzog Origin Server would not reduce latency by any meaningful
amount. As such, a POSITA would not view the incorporation of such message
queue server device into the origin server as an improvement, particularly in view
of the additional complications and drawbacks that its inclusion would entail.

33. To illustrate, Herzog describes, and its techniques rely upon, two
distinct latency periods. First, Herzog describes a latency period for the metadata,
which has a latency of up to “2 seconds.” (EX-1015, §82.) Second, Herzog
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describes a latency period for the audio/video feed, which has a latency of up to “63
seconds.” (Id.) Accordingly, Herzog describes that the audio/feed encoding,
decoding, and transmission process accounts for and contributes to the substantial
majority of the latency. At most, the teachings of Spivey could be applied to address
the 2 seconds of latency associated with the metadata. This is because, as | have
explained in detail herein, Spivey does not concern the transmission of audio/video.
(EX-2001, Sections V.B, VI.A.1.) And regardless, Petitioner proposes to “maintain
the video content delivery system” and Herzog. (Petition, 19.) Therefore, the only
possible outcome for the Petitioner’s proposal is a reduction of the 2 seconds of
latency associated with the metadata, and not a reduction of the 63 second of latency
associated with the audio/video feed.

34. As | explain herein, the message queue server device would not be
operable to reduce latency in Herzog whatsoever. Notwithstanding, even if the
message queue server device were to be used to reduce metadata latency in Herzog,
and even if the message queue server device were to reduce 100% of the latency
associated with the metadata, this literal impossible reduction in latency would at
most reduce the total latency in Herzog to 61 seconds. This is because, the latency
cause by the origin server will equally impact the metadata and the video streams.
Figure 4 shows that both the meta data from in the ERP server and the video data

from the MPEGA4 Publishing Encoders need to transit the origin server to reach the
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client. Herzog states, “the origin server 54 is a server transfers data to other servers.”
(EX-1015, 151.) Therefore the maximum amount of latency the origin server can
be responsible for is the “less than 2 seconds” (EX-1015, 174) that Herzog describes
as the latency of the metadata. Herzog explains that the “latency of the video
between when the user requests a video and when the video is shown on the display
IS approximately 63 seconds. This is due to the down linking, encoding, publishing
and decoding of the video.” (EX-1015, §74.) Thus, the remaining 61 seconds of
latency will have to come from the other sources Herzog described, i.e., the “down
linking, encoding,” or “decoding of the video.” This is further supported by
Herzog’s Figure 6 which clearly states that the Live Encoders (81) creates latency
of “>32 sec” and the latency associated with the client APK for the video feed is
“>24 sec.” These two sources alone, neither of which would be impacted by
Petitioner’s and Dr. Wickers alterations, account for at least 56 seconds of latency.
In comparison the metadata ERP Generator is only associated with “<1 sec” of
latency and the client APK for the meta data is also only associated with “<1 sec” of
latency. A reduction in latency from 63 seconds to 61, or even to just to 56 seconds,
Is not a meaningful reduction (if it were even physically possible), and it does not
represent Spivey’s promised latency reduction of “at least two orders of magnitude
shorter than conventional time periods of legacy device.” (EX-1017, 196.)

Accordingly, a POSITA would not be motivated to make the proposed combination
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because regardless of whether the proposed combination even worked, the promised
latency reduction would not be understood as significant with the context of the
Herzog disclosure.
II.  CONCLUSION

35. For at least the foregoing reasons, it is my opinion that Petitioner’s

grounds do not render obvious any of the challenged claims of the 687 patent.

| hereby declare that all statements made herein of my own knowledge are
true and that all statements made on information and belief are believed to be true;
and further that these statements were made with the knowledge that willful false
statements and the like so made are punishable by fine or imprisonment, or both,

under Section 1001 of Title 18 of the United States Code.

Executed this 30" day of May 2025 in Annapolis, Maryland.

Respectfully submitted,

Aviel Rubin, Ph.D.

23



	1. I have been engaged on behalf of SportsCastr Inc. (d/b/a PANDA Interactive) (“Patent Owner”), to provide this Supplemental Declaration concerning the technical subject matter relevant to the petition for Inter Partes Review 2024-01305 (“Petition”) ...
	2. I am over 18 years of age.  I have personal knowledge of the facts stated in this Declaration and could testify competently to them if asked to do so.
	3. I have reviewed and am familiar with the specification and the claims of the ’687 patent.  In general, I will cite to the specification of a United States patent using the following formats: (Exhibit No., Col:Line Number(s)) or (Exhibit No., Paragr...
	4. All the opinions in this Supplemental Declaration are based on the documents I reviewed and my knowledge, experience, training and professional judgment.  In forming the opinions expressed in this Supplemental Declaration, I reviewed the Petition f...
	5. I am the same Aviel Rubin, Ph.D. who submitted a Declaration as Exhibit 2001 in support of the Patent Owner Preliminary Response submitted in this IPR, which I will refer to as the “POPR Declaration” or EX-2001.
	6. For purposes of this Supplemental Declaration, I fully incorporate by reference my entire POPR Declaration, including all qualifications, legal principles, background, state of the art, and opinions presented in that POPR Declaration.
	7. In addition to my POPR Declaration, I have been asked to provide the following supplemental opinions.
	I. THE CITED PRIOR ART DOES NOT DISCLOSE OR RENDER OBVIOUS ALL LIMITATIONS OF INDEPENDENT CLAIM 1
	8. As noted in my POPR Declaration (EX-2001), Petitioner and Dr. Wicker allege that two different combinations—Ellis in view of Spivey and Herzog in view of Spivey—each render obvious independent claim 1.  I disagree with the arguments in the Petition...
	A. Ground 1A Does Not Disclose Or Render Obvious All Limitations of Independent Claim 1.
	1. Spivey’s MQSD does not render obvious transmitting information between an “event socket” and a client device.
	9. With reference to claim limitations 1.6 and 1.8 of the ’687 patent, Petitioner’s arguments hinge on its implementation of Spivey’s teachings within Ellis.  Specifically, Petitioner and Dr. Wicker assert that a POSITA would have implemented Spivey’s...
	10. Spivey only discloses a “websocket connection” as occurring between the client devices and the live data access server 130—i.e., a server which Petitioner and Dr. Wicker have not included in the proposed combination of teachings.  (EX-2001, Sectio...
	11. Indeed, Spivey does not describe the MQSD as capable of connection, e.g., via “websocket connection,” with individual client devices.  (EX-1017, 45, 61.) Spivey only describes the LDAS as including the necessary components to support connection ...
	provide[s] user interface elements or supporting data for a client-side user interface.  Interface 530 may generally provide an interface to allow an operator to request and authenticate a connection to live data access server 510, to select one or mo...
	(EX-1017, 63.)  That is, Spivey depicts example “user interfaces” in FIGS. 8-10, which depict, collectively, the process by which a user, via a client device, accesses the data via the LDAS.  (EX-1017, 63, 81-90.)
	12. Further, Spivey only describes the LDAS as including, e.g., a “subscription component 540.”  (EX-1017, 59, FIG. 5.)  The subscription component, according to Spivey:
	manage[s] subscriptions to topics for currently connected clients.  For example, subscription component 540 may receive the selected topic(s) from interface component 530 for a particular connected client.  Subscription component 540 may then communic...
	(EX-1017, 64.)  Accordingly, the subscription component facilitates a flow of messages (data) to subscribed client devices.  (Id.)  A client device must first access the LDAS, and through the LDAS, and specifically, the “subscription component,” subs...
	13. Spivey never discusses the MSQ (e.g., MQS 120 of FIG. 1) or the two-server implementation of the MQS (e.g., the MQSD 410 and the LDSD 450 of FIG. 4) as including either the “interface component” or the “subscription component.”  (EX-1017,  34-35...
	14. Dr. Wicker selectively quotes Spivey to suggest that “client devices ‘request a live data connection’ with the MQSD [message queue server device] by ‘select[ing] or enter[ing] the address or connection information to a particular’ MQSD.” (EX-1001,...
	FIG. 8 illustrates an embodiment of a user interface (UI) 800. UI 800 may be presented by live data app 210. UI 800 may include various UI elements that allow an operator 108 of a client device 110 to request a live data connection with a live data ac...
	(EX-1017, 81 (emphasis added).)
	15. Indeed, all of the interfaces shown in Spivey pertain to a client application (e.g., such as that executing on a mobile phone) that accessing a flow of data by requesting a “live data connection” with the LDAS.  (EX-1017, 81.)  Petitioner’s argum...
	16. Petitioner and Dr. Wicker’s position—that the LDAS is optional—is based on their proposition that the operating environment 400 shown in Spivey FIG. 4 can be divorced from the balance of the teachings of Spivey.  (Petition, 37-39; EX-1001, 99, 1...
	17. For purposes of discussion, the operating environment 400 is reproduced below:
	(EX-1017, FIG. 4.)
	18. Absent from FIG. 4 is, e.g., the “interface component” and/or the “subscription component.”  (EX-1017, FIG. 4.)  Spivey does not disclose any component or functionality of the MQSD and/or the LDSD as being capable of subscribing and connecting to,...
	(EX-1017, FIG. 1.)
	19. Accordingly, it is my opinion that Spivey describes the client devices receiving data from the operating environment 400 (e.g., including the MQSD and LDSD) via the LDAS shown in FIG. 1.
	20. Not only does Spivey describe the operating 400 only in terms of the system 100 and associated LDAS, but Spivey also never describes the MQSD as having the appropriate functionality to support connections, e.g., via websocket, to multiple individu...
	21. Petitioner and Dr. Wicker’s reliance on Spivey 36 does not change my conclusion.  Spivey 36 states, in relevant part, “[i]n some embodiments, message queue server 120 is not accessible to clients over the network directly.” (EX-1017, 36 (emphas...
	22. As a threshold matter, according to Spivey, client devices are only those “subscribe[d] to and [that] receive live data via live data access server.  (EX-1017, 39.)  Spivey 39 contradicts the notion that client devices subscribe to the MQSD.
	23. Rather, the only component described in Spivey as permitting communication from the MQSD is the “MQS communication component.”  (EX-1017, 54.)  For example, the MQSD may communication with the MQS communication component 408 (shown in FIG. 4, rep...
	(EX-1017, FIG. 4.)  Spivey describes the MQS communication component 408 as “analogous . . .to . . . MQS communication component 308.”  (EX-1017, 54.)  The MQS communication component 308 (shown in FIG. 3, reproduced below) functions to “push the dat...
	(EX-1017, FIG. 3).  Accordingly, the MQSD—the very server component central to Petitioner and Dr. Wicker’s argument—is only described in Spivey as being capable of communicating with “a live data access server.”
	24. The topic flow central to Spivey’s teachings (EX-2001, 229) applies to the various message queue servers discussed in Spivey.  As I explained in detail herein, the MQSD is one server component of a two-part server environment (the MQSD and LDSD o...

	2. Regardless of the MQSD’s transmission destination, Petitioner fails to show that Spivey’s topic queues are “sockets.”
	25. Petitioner’s and Dr. Wicker’s argument for equating “topic queues” with “uniquely addressable communication endpoints” rests on Spivey’s FIG. 9.  (Petition, 37-39; EX-1001, 171-172.)  However, Spivey’s FIG. 9 depicts a user interface (“UI 900”) ...
	26. Taking the interfaces in turn, Spivey’s FIG. 8 depicts the first user interface in the three-part sequence.  (EX-1017, 81-88.)  FIG. 8 particularly shows the visual interface on a client device (e.g., a mobile device) when said client device att...
	(EX-1017, FIG. 8.)
	27. Turning to the interface of FIG. 9, FIG. 9 particularly shows the visual interface on a client device (e.g., a mobile device) when said client device attempts to indicate to the LDAS that specific data said client device desires to receive.  (EX-1...
	(EX-1017, FIG. 9.)  The text strings themselves are not URLs.  (EX-1017, 84.)  Further, text strings are not used in any URL (or any other address) in Spivey.  (EX-1017, 84-86.)  A text string or “topic label” is merely that, “a label,” such a labe...

	3. Petitioner fails to show that a POSITA would have been motivated to combine Ellis with Spivey.
	28. Notably, Petitioner’s diagram (Petition, 19) does not include any component to support the relay of data between the MQSD (of Spivey) and the user equipment (of Ellis).  Spivey never describes the MQSD operating in isolation or apart from the LDAS...
	29. Petitioner and Dr. Wicker attempt to sidestep the apparent inoperability of the Petitioner’s diagram, by illustrating multiple “communication channels” 152-1, 152-n in this diagram.  (Petition, 19; EX-1001, 111.)  However the notion of multiple “...


	B. Ground 2A: Petitioner Fails to Establish that Herzog in View of Spivey Renders Obvious Every Limitation of the Challenged Claims
	1. Petitioner’s proposed combination of teachings suffers from many problems.
	30. Notably, Herzog is not necessarily equipped to handle additional, faster-arriving data without further modifications.  For example, to the extent that Spivey is capable of providing faster data in the context of the Herzog system, the faster-arriv...
	31. But even if Petitioner had proposed additional components (e.g., servers, databases) to handle the additional, faster-arriving data, a POSITA would have also understood that with each addition of a computer architecture component comes additional ...

	2. A POSITA would not have been motivated to combine the references’ teachings.
	32. Fundamentally, the inclusion of the Spivey message queue server device into the Herzog Origin Server would not reduce latency by any meaningful amount.  As such, a POSITA would not view the incorporation of such message queue server device into th...
	33. To illustrate, Herzog describes, and its techniques rely upon, two distinct latency periods.  First, Herzog describes a latency period for the metadata, which has a latency of up to “2 seconds.”  (EX-1015, 82.)  Second, Herzog describes a latency...
	34. As I explain herein, the message queue server device would not be operable to reduce latency in Herzog whatsoever.  Notwithstanding, even if the message queue server device were to be used to reduce metadata latency in Herzog, and even if the mess...



	II. CONCLUSION
	35. For at least the foregoing reasons, it is my opinion that Petitioner’s grounds do not render obvious any of the challenged claims of the ’687 patent.


