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L. INTRODUCTION
U.S. Patent No. 10,425,697 (“’697) replays previously disclosed server

components in a known way, to achieve a previously accomplished goal. Ex.1001
9963-71. The 697 does not claim to have invented any new component. Rather, the
’697 is directed to the known concept of providing two or more related types of
content to user devices over the Internet using known real-time communication
protocols. /d.

The *697 provides a video feed (i.e., a live stream of a sporting event) and at
least one data feed (e.g., the sporting event’s score) to each device over separate
“communication channels.” /d. §463-66; Ex.1006, 19:6-13, 19:64-20:11, 22:53-67.

The *697’s final product is a scoreboard feature displayed on top of a video feed:

F

Seatls WA B seed Wierorain e o maie @ comsback on 4 Duss [BY Ly
Dk v WWisoonen

FIG. 18

Ex.1006, Fig. 1B (annotated). But displaying content, such as the score or game

clock, has existed since at least 1994:
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Ex.1045.

The 697 acknowledges that adapting this feature to live streaming and
internet-based content distribution systems existed well before the *697’s earliest
possible priority date of August 5, 2016. Ex.1006, 1:62-2:18. For example, the *697
admits that Twitch.tv, released in 2011, was a “live video streaming platform[]” that
included “social networking components”—e.g., additional content such as
comments and other social-media interactions. /d.

Although the 697 framed the purported invention as an “inventive server and

memory storage architecture”! the prior art discloses the *697’s server and memory

! Petitioner intends to challenge the 697 claims as ineligible under 35 U.S.C. §101.

But that issue, and the fact that the *697’s application successfully traversed a §101
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storage architecture. Id. 2:65-3:11; Ex.1001 971. As shown below, Ellis, Herzog,
and Spivey disclose every limitation of claims 1-9 (““Challenged Claims™) and any
differences in the arrangement of their disclosed architecture or data flow processes
would have been obvious. Ex.1001 71. Thus, for the reasons detailed in the asserted
grounds below, Petitioner respectfully requests inter partes review (“IPR”) of the
Challenged Claims.

II. MANDATORY NOTICES UNDER 37 C.F.R. §42.8(A)(1)
A. Real Parties-in-Interest

Genius Sports Ltd. (“Petitioner”) is the real party-in-interest.

B. Related Matters

Patent Owner (“PO”) has asserted the *697 against Petitioner in SportsCastr
Inc. v. Genius Sports Ltd., No. 2:23-cv-04771-JRG (E.D. Tex.), filed October 5,
2023 (“Texas Litigation™). Petitioner has filed six contemporaneous IPR petitions,
two for each patent in the *697’s family, each of which is asserted in the Texas
Litigation and each of which shares the same specification: U.S. Patent Nos.

10,805,687 (IPR2024-01305 and IPR2024-01307); 10,425,697 (IPR2024-01308

rejection through argument in an undocumented interview agenda, is not the subject

of this IPR.
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and IPR2024-01309); and 11,039,218 (IPR2024-01310 and IPR2024-01311).? This

case may affect, or be affected by, the Texas Litigation.

C. Lead and Back-up Counsel and Service Information

Lead Counsel

Backup Counsel

W. Todd Baker

Reg. No. 45,265
todd.baker@kirkland.com

Postal and Hand-Delivery Address:

KIRKLAND & ELLIS LLP

1301 Pennsylvania Ave., N.W.
Washington, D.C. 20004
Telephone: (202) 389-5000
Facsimile: (202) 389-5200

Jeanne M. Heffernan, P.C.

pro hac vice admission to be requested
jheffernan@kirkland.com

Michael T. Dinnella

Reg. No. 82,580
michael.dinnella@kirkland.com
Postal and Hand-Delivery Address:
KIRKLAND & ELLIS LLP

401 Congress Avenue

Austin, TX 78701

Telephone: (512) 678-9123
Facsimile: (512) 678-9101

A Power of Attorney accompanies this Petition pursuant to 37 C.F.R.

§42.10(b). Petitioner consents to electronic service by email at GS-SC-

IPR@kirkland.com.

D. Fee Payment

Petitioner authorizes the U.S. Patent Office (“USPTO”) to charge the filing

fee and any other necessary fees to Deposit Account No. 506092.

> Each patent in the family will be referenced by its last three digits. PO recently

amended its complaint in the Texas Litigation to include U.S. Patent No. 11,871,088,

which issued within the past nine months. Ex.1012, Cover.
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III. REQUIREMENTS FOR IPR UNDER 37 C.F.R. §42.104
A. Grounds for Standing

Petitioner certifies the 697 is available for IPR and that Petitioner is not
barred or estopped from requesting IPR on the grounds identified herein.

B. Identification of Challenge and Relief Requested
1. Claims for Which IPR Is Requested

Petitioner challenges claims 1-9 of the *697.

2. Grounds for Challenge

Petitioner challenges the claims based on the following references: *

1. U.S. Patent Publication No. 2014/0229992 to Ellis et al. (“Ellis”), filed
April 22, 2014, published August 14, 2014, is prior art under §102(a). Ellis is a
continuation of an application filed on July 31, 2007. Ellis was not before the
USPTO during the ’697’s prosecution.

2. U.S. Patent Publication No. 2016/0036910 to Spivey (“Spivey”), filed
August 4, 2014, published February 4, 2016, is prior art under §102(a). Spivey was

not before the USPTO during the *697’s prosecution.

3 Each reference qualifies as prior art under 35 U.S.C. §102 regardless of whether
the *697 is entitled to its earliest provisional filing date. If PO attempts to prove it is
entitled to its provisional filing date, Petitioner reserves the right to challenge the

sufficiency of PO’s proofs.
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3. U.S. Patent Publication No. 2015/0163379 to Herzog (“Herzog”), filed
December 11, 2013, published June 11, 2015, is prior art under §102(a). Herzog was
not before the USPTO during the *697’s prosecution.

Petitioner requests IPR on the following grounds:

Ground Basis Claims References
1A §103 1, 7-9 | Ellis in view of Spivey
1B §103 2-6 Ellis in view of Spivey and Herzog
2 §103 1-9 Herzog in view of Spivey and Ellis
3. Claim Construction

Claims are construed according to the principles set forth in Phillips v. AWH
Corp., 415 F.3d 1303 (Fed. Cir. 2005) (en banc). 37 C.F.R. §42.100(b). The claim
terms of the *697 should be given their plain and ordinary meaning as understood by
a person of skill in the art (“POSA”). The claim constructions proposed for purposes
of this proceeding are not a concession by Petitioner as to the proper scope of any
claim term in litigation nor a waiver of any argument in any litigation that claim
terms in the 697 are indefinite or otherwise invalid or unpatentable. Petitioner

reserves the right to respond to any of PO’s constructions.
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4. How the Claims Are Unpatentable
Section VIII, infra, explains how the Challenged Claims are unpatentable.

5. Evidence Supporting This Challenge

A list of exhibits is provided at the end of the Petition. The relevance of this
evidence and the specific portions supporting the challenge are provided, e.g., in
Section VIII, infra. Petitioner submits a declaration of Dr. Wicker Ph.D., Ex.1001,
in support of this Petition. Petitioner relies on the entirety of Ex.1001 in support of
this Petition and reserves the right to rely on all of Ex.1001 in response to arguments
raised by PO.

IV.  TECHNOLOGY BACKGROUND: PROTOCOLS FOR REAL-TIME
OR LOW-LATENCY DATA TRANSMISSION

Transmission control protocol (TCP) and internet protocol (IP), together
known as “TCP/IP,” aim to ensure reliable, low-latency, end-to-end data
transmission between network-connected devices. Latency, as it relates to live
streaming, is the time delay between when an event occurs and when the distributed
content related to that event, e.g., video, audio, or other data, is displayed on a user
device. Before the '697, developers and standards development organizations had
built on top of TCP/IP or created additional protocols to facilitate real-time transport

of video and other data over the Internet. Ex.1001 941-57.
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A. HTTP Polling

HTTP is a protocol that is built on top of TCP/IP. And HTTPS is a secure
version of HTTP that uses encryption and verification to protect data. HTTP polling
consists of a sequence of request-response messages between a client and a server.
Upon receiving a request, the server responds with a new message, if there is one,
or with an empty response if no new message is available for that client. After a short
time A, called the polling interval, the client polls the server again to see if any new
messages are available. Various real-time applications including chat, online games,
and text messaging used HTTP polling in the 2016-time frame. Ex.1001 4950-51.

B. WebSocket

WebSocket was a known alternative to HTTP polling in the 2016-time frame.
It is a client-server communication protocol that is bi-directional, full-duplex, and
continuous. Real-time web applications commonly feature WebSocket connections
to facilitate a persistent stream of data from a backend server to the end client. Once
a WebSocket connection is established between a server and one or more clients, the
clients receive instant updates from the server without the need to poll. Ex.1001
91952-53, 58-59.

V. THE ’697
The *697 issued from Application No. 16/267,887 (“’887 Application”),

which was filed February 5, 2019. Ex.1006. The 887 Application claimed priority

to Provisional Application No. 62/371,558, which was filed August 5, 2016. Id.
8
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Because the application was filed after March 16, 2013, its patentability is governed
by the AIA.

A. Alleged Problem

According to the *697, prior art techniques for streaming video to multiple
users suffered from a latency problem in which there would be a delay between the
generation of a video and the time in which a user would receive the video stream.
Ex.1006, 2:22-47, 5:19-28; Ex.1001 962.

B. Alleged Invention

The *697 purports to solve this latency issue. Ex.1006, 5:19-28. The 697 is
directed to a “server and memory storage architecture” for obtaining and providing
to viewers, (1) an “audio and/or visual feed” including “commentary associated with
[a] live event” and (2) a “separate event data feed including real time information
associated with the ... live event.” Id. 2:65-3:11; see also id. 7:7-28. A block diagram

of the system is shown in Figure 1A:
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1000
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Id. 11:9-19, Fig. 1A (annotated). Figure 1A depicts providing “a first viewer client
device (200A)” of “a first plurality of viewer client devices (200A, 200B)”
individual “copies (202A, 202B) of a first broadcaster’s live stream of digital content

(102A).” 1d. 9:16-41.

10
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Figure 2 shows additional system details. For instance, Figure 2 depicts

viewer client devices (“VCDs”), media sources, a control server, a socket server,

sockets, an event information provider, and a memory system.

Broadcaster Client
Device #1

| 1004

l',f FOZA

Broadcaster Client
Device #2

Ht.,- 1028

%_ 1008

Wiewer Client Device #1

Viewer Client Devica #3

FIG. 2

1000
i J//SOO
£00 Broadcast/Viewing Servers and Memory Storage Device / 50245028
A - 300 } / 55
flemory System Media Sources i} Eventinfo
: N 1 Provider
Database Sg?.aie e RTMP WEORTC || HLS Senver ol
¥ s&;\,e'r{s-j CDN qe'n_e'r(s} Architeciure News Feads
/ [ Cache 1 | . S i (RSS)
4207 C i N 320/ 340 !‘ 369/ m/ N
Web Sarver(s) } T - 600
” M--ﬂi 7 -6028
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_____________ ZWC—E,; 206‘;4\ !
10A
2004 ~ 2000— l,f 202(:) 210
\ \\a\ 1 y Y -
5000 —| — 5048
~{oereg] | S0t [Gui |

Id. Fig. 2 (annotated).

The *697 describes media sources as generic “computer servers.” Id. 19:7-21,

55:60-6:3. The media sources’ purpose is to “receive a live stream of video-based

commentary from a given broadcaster client device and provide copies of the live

stream of video-based commentary to one or more [VCDs].” Id.

The *697 describes a control server as a generic server that retrieves “event

information” from an “event information provider” to pass to the socket server,

11
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discussed below. Id. 19:41-45, 21:37-48. The event information is “germane to” a
particular “live sporting event.” Id. 19:27-45, 21:37-48.

The 697 describes socket server(s) as generic servers. Id. 55:60-6:3. The
socket server’s purpose is to “facilitate communication” of “synchronized event
information retrieved by the control server” between the control server and the
VCDs. Id. 19:64-20:5. The socket server uses “one or more sockets ... dedicated to
the particular event” allowing VCDs “to establish an event information channel with
the socket server.” Id. 20:5-11. The socket server then shares event information in
“event messages” via the event information channel “in a synchronized manner” to
all viewers “following the particular event.” Id. The socket server may facilitate
communication of “chat messages” in a similar manner. /d. 20:12-44.

Although the ’697 claims that the foregoing server architecture and its
functionality are “inventive,” as explained in more detail herein, the prior art
discloses or renders obvious every limitation of at least one of the Challenged
Claims. See § VIII, infra.

C.  Prosecution History

The 697 Examiner issued a notice of allowance on June 26, 2019, without
issuing a single rejection under 35 U.S.C. §§102 or 103. Ex.1008, 436-43. Although
the Examiner provided a statement of reasons for allowance, the rationale is

uninformative. See MPEP §1302.14. The Examiner did not identify the closest prior

12
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art, quoted claim 1 in its entirety, and noted that the prior art fails to teach the quoted
subject matter.*

VI. LEVEL OF ORDINARY SKILL IN THE ART

A POSA in the field of computer networking at the time of the alleged
invention, August 5, 2016, would have had at least a bachelor’s degree, or
equivalent, in electrical engineering, computer engineering, computer science, or a
related field or an equivalent number of years of working experience, and one to two
years of experience in networking environments, including at least some experience
with live-streaming network architecture. Ex.1001 q972-76. Additional education or
experience in related fields could compensate for deficits in the above qualifications.
ld.

VII. OVERVIEW OF THE PRIMARY REFERENCES
A. Ellis

Ellis identified the need for current delivery systems to provide “a custom set
of features and functionality for specific types of media content, such as sporting
events ....” Ex.1016 94. Ellis explained that the current systems “fail to take full

advantage of today’s high-end user equipment devices.” Id. q5. To solve the above

* The Examiner also failed to state how the PO successfully argued around his initial

§101 rejection. Ex.1008, 381-85, 441-43.

13
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problems, Ellis discloses broadcasting systems and methods for “enhanced sports-
related media content access and display.” Id. Abstract.

Figure 1 is an illustrative media system:

~ 120
SUPPLEMENTAL
CONTENT SOURCE 182
/ln o il —
| 100
DATABASE |
|
- 154 4% ; 2
i e :
132 180
. = et 110
gg:;% : CONTROL CIRCUITRY
a [ iy
i | | SPORTS | 106
| WATCHER
| APPLICATION
——————— — Lvﬁ«vrﬂw—_'
| | T
142 | DaTa . 112
| | source i | 108 i
140 —~ 1 ' 1 V - J
I : 1 | INPUT DISPLAY| [RECORDING
. | | DEVICE DEVICE DEVICE
, | L]
! ”f DATA ,
| < SOURCE —- |
N
L - — FIG. 1

Id. 415, Fig.1 (annotated). As depicted, Ellis’s system contains a content source, a
supplemental content source (“SCS”), data sources, user equipment, and a sports
watcher application. /d. Fig. 1.

While the system provides the video feed over communication path 150, the

SCS further provides real-time information over a separate communication path 152.

14
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Id. q939-42, Fig. 1. Importantly, “in some embodiments, this sports-related
information is provided to user equipment 102 as a plurality of real-time data feeds”
where each “data feed may be individually accessed or subscribed to ....” Id. §41.
The SCS “real-time” communication path 152 is protocol agnostic.

B. Herzog

According to Herzog, it “may be desirable to provide a mobile device, such
as a tablet” with a “video that is streamed live from the Internet to a client player
using” HLS while also providing “additional information related to the HLS video,”
such as meta-data. Ex.1015 3.

Herzog uses an “Indianapolis Car Race” to explain how its system transmits
live “video, audio, and meta-data ... from a sports venue via different
communication paths,” to a client device. /d. 16. Figure 4, shown below, depicts an

illustrative streaming network:

15
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1d. Fig. 4 (annotated). Figure 4 shows MPEG 4 Publishing Encoders, an ERP server,
and an origin server. Id. 4943, 45. Content provider 42 provides “four video/audio
streams” from “four different imaging sources” to MPEG 4 Publishing encoders who
then stream the “video and audio data ... to the origin server 54 in an HTTP
communications format.” Id. 946, 49.

At the same time, the ERP server “receives the meta-data from ERP generator
server 49 in HTTPS.” Id. 950. The meta-data “provides additional information
related to the HLS video” and in the context of a car race, such as the example shown
in Figure 4, “may include varying parameters regarding the status of each car and

driver in the race” including “lap number, car speed, ... etc.” Id. 93, 45. The user

16
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then receives a list of available meta-data and can “select specific meta-data
associated with the audio and video data.” Id. §34. As shown above in wireless
network 43, the meta-data is then provided through the origin server to the user
device “through one or more networks” using HTTPS. Id. 493, 27, 51. At the user
device, “all the data may be displayed ... in correct time sync” because the “video
and audio data and the meta-data are both time stamped with consistent (e.g., GPS)
timing protocols.” Id. §18.

VIII. EACH OF THE CHALLENGED CLAIMS IS UNPATENTABLE

A.  Ground 1A: Claims 1, 7-9 Are Obvious Over Ellis in View of
Spivey

1. Motivation to Combine

Ellis discloses the *697’s broad functionality—providing (1) video and (2)

data to a user over separate connections:

17
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Ex.1016, Fig. 1 (annotated); Ex.1001 9106-08. Spivey provides details relating to
backend server architecture supporting the described functionality and would have
used a websocket connection in lieu of HTTP to transmit Ellis’s SCS information.
Ex.1001 94106-15.

Spivey explains that some live-event data delivery systems, such as Ellis’s,
suffer from latency issues. Ex.1001 q9107-08. So, Spivey taught a Live Data Server
Device (“LDSD”’) and Message Queue Server Device (“MQSD”) that could provide
live-event data to any number of customers in milliseconds. Id. §109; Ex.1017 q927-

28. A POSA, looking to improve Ellis’s latency issues, would have implemented a
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system such as Spivey, and would have recognized that combining Spivey’s
teachings with Ellis would improve Ellis’s latency issues. Ex.1001 q9107-11.

A POSA would have implemented Spivey into Ellis’s current data delivery
system by replacing Ellis’s SCS with Spivey’s LDSD and adding the MQSD to
achieve a predictable result of decreased latency data delivery using a websocket
connection in lieu of HTTPS. See Ex.1016 4439, 41, Fig. 1; Ex.1017, Fig. 4; Ex.1001
991109-11. This combination is illustrated here in an annotated, combined flow chart

of Ellis Figure 1 and Spivey Figure 4:
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See Ex.1016, Fig. 1 (recreated); Ex.1017, Fig. 4 (recreated) (combined as explained
above); Ex.1001 4111. The combined system would maintain Ellis’s video content
delivery system and upgrade the data delivery system to reduce latency. Ex.1001
qi11.

A POSA would have been motivated to combine Ellis and Spivey. First, both
relate to the same subject matter—content delivery for real-time events. See
Ex.1016, Abstract; Ex.1017, Abstract. Both describe methods and/or systems for
streaming video and/or event data to one or more users simultaneously. See, e.g.,
Ex.1016 q156; Ex.1017, Abstract; Ex.1001 9112-14. Second, the references solve
the same or similar problems, namely, quickly providing video and/or event data to
multiple users over the Internet. See, e.g., Ex.1016 9939-40, 176; Ex.1017 927.
Ex.1001 qq112-14.

A POSA would have successfully combined Ellis and Spivey. Ellis and
Spivey disclose complementary means of achieving the common goal of
synchronizing multiple forms of data, including video/audio and event data and
transmitting that data to one or more users. For example, Ellis discloses systems for
transmitting live video and related event data to viewers over the Internet. See, e.g.,
Ex.1016 9940-41, 45, 74; Ex.1001 49114-15. Ellis also indicates that multiple users

may view one or more different live events and receive related event information
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and discloses various systems for transmitting such information. See, e.g., Ex.1016
91939-41, 45, 74.

A POSA would have been motivated to combine Ellis with Spivey because
Spivey provides a complementary solution describing the details of the backend
architecture for transmitting event data to multiple users. Ex.1017, Abstract;
Ex.1001 9115. For example, to implement Ellis’s system and reduce its latency, a
POSA would have had a reasonable expectation of success in using Spivey’s system
of “topic queues and open duplex communication connections” employing
websockets and a “message queue server device” to broadcast “data from a live event
(e.g., news event, a gaming event, sporting event, etc.)” to multiple users “in real-
time.” Ex.1017 9927, 58.

Implementing certain portions of Spivey’s system into Ellis’s system would
have been obvious because doing so would have required only the simple
substitution of known elements to obtain predictable results. Ex.1001 q114. For
example, Ellis discloses compatible hardware and software components to act as a
source for event information to be transmitted to users. See, e.g., Ex.1016 947
(“Content source 130, supplemental content source 120, and data sources 140 are
shown in Fig. 1 as separate elements” but “[i]n practice, their functionality may be
combined into a single mechanism and provided from a single system at a single

facility, or their functionality may be provided by multiple systems at multiple

21



Petition for Inter Partes Review of U.S. Patent No. 10,425,697

facilities.”). Predictably, therefore, a POSA would have simply substituted portions
of Ellis’s SCS with Spivey’s LDSD and MQSD. Ex.1001 q114. For example, it
would have been obvious to substitute any of Ellis’s elements with any combination
of Spivey’s LDSD, MQSD, and/or Live Data Source(s), which are similarly
involved in transmitting live event data to users and may be configured in any
manner. See Ex.1017 434; Ex.1001 99114-15.

2. Independent Claim 1
a.  Limitation 1.0°

To the extent the preamble is limiting, Ellis discloses this limitation. Ex.1001
4545-46; see Ex.1016, Abstract. Ellis discloses a system for providing a
first/second plurality of copies of a first/second broadcaster’s live stream of digital
content including first/second live sporting event video-based commentary from a
first/second broadcaster client device to a first/second plurality of VCDs by
providing “enhanced information access and viewing functionality for sports-related
programming,” which includes “a sporting event, sports news, or sports
commentary.” Id. 498, 11. Figure 2B, below, shows sporting events available at the

same time to any number of users.

> Ex.1007 is a claim listing that enumerates each claim element.
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1d. 9962-63, Fig. 2B (showing multiple live broadcasts available). Ellis discloses a
system that provides the “media content” from those sporting events “to user
equipment 102.” Id. 940. Media content includes broadcast programming “and any
other content capable of being displayed by, presented to, ... or interacted with,
using user equipment 102.” Id. Broadcasts of live events would obviously, if not
inherently, include video-based commentary. Ex.1001, 4545.

Ellis discloses multiple broadcasters providing copies of each broadcaster’s
live stream of digital content including live sporting event video-based commentary
to a plurality of user devices by providing a broadcast system where any “number of
users” may receive signals from a content source. Ex.1016 939. The signals are
individual copies of the same live stream of digital content. /d. 4940, 62, Fig. 2B;
Ex.1001 9564. For example, Ellis’s system broadcasts digital streams from the

content source, which can be an “[i]nternet or network media/web server.” Ex.1016

940. Users can select which content to receive, as shown in Figure 2. Id. 462. Ellis
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then sends an individual copy of the live event to the users over a communication
path. Id. 45. The communication path can be any “suitable wired or wireless path.”
Id. “For IPTV,” content may be “delivered on a particular network address (e.g.,
multicast address) on which an IP socket is currently joined.” Id. §74. A POSA
would have understood this distribution system provides a plurality of copies of
multiple broadcaster’s live stream of digital content to a plurality of viewers from a
plurality of broadcaster devices. Ex.1001 9546.

b. Limitation 1.1

Ellis discloses content sources, which are “any suitable source of media
content” such as a “Internet or network media/web server, or any other suitable
facility or system for originating or distributing passive or interactive content to user
equipment.” Ex.1016 940. Ellis’s content sources serve to receive the first/second
broadcaster’s live stream of digital content and distribute video content to users via
communications paths. See id. 439-41, 45, 47; see also Ex.1001 4547. Figure 1
shows a content source distributing video content to users over communication path

150:
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Ex.1016 9939-41, Fig. 1 (annotated). Ellis also discloses multiple content sources,
i.e., a plurality. Id. §39. (“[T]here may be numerous instances of content source 130
...”0); Ex.1001 9547. Moreover, as explained below, Ellis’s content sources perform
the same functions as the media sources as recited in limitations 1.2-1.4.

C. Limitation 1.2

Ellis discloses that the content source “may be any suitable source of media
content, such as, for example a ... television broadcast facility, ... Internet or
network media/web server, or any other suitable facility or system for ... distributing

... content to user equipment 102.” Id. §40. The content sources provide multiple
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streams of digital content, including “broadcast programming” and live sporting
events. Id. 4940, 45, 74. Ellis further discloses that a user may “actively watch one
or more sporting events,” and the user “may change or swap primary and/or
secondary sporting events at any time.” Id. §461-62. Thus, Ellis discloses content
sources that receive multiple broadcaster’s live streams of digital content. Ex.1001
q548.

d. Limitations 1.3-1.4
1. First VCD of the first/second plurality of VCDs

Ellis discloses a first VCD of a first/second plurality of VCDs because Ellis
discloses an “interactive media system” where “any suitable number of users” may
“select any game from the listing” of “available games” to “watch the selected
game.” Ex.1016 939, 94. For example, a first user in a first group of users (the first
plurality) can choose to watch the Yankees broadcast from the YES network. /d.
455; Ex.1001 99549-50. Meanwhile, a first user of a second group of users can
choose to watch a separate live stream of digital content, such as a different game or
game commentary. Ex.1016 9961-62, 132, Fig. 2B; Ex.1001 9550. Thus, Ellis
discloses multiple first users of multiple different pluralities of VCDs. Ex.1001 4550.

11. First copy of first/second plurality of copies

Ellis discloses a first copy of a first/second plurality of copies because Ellis
discloses an “interactive media system” where “any suitable number of users” may

“select any game from the listing” of “available games.” Ex.1016 939, 94. In other
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words, Ellis discloses a system that provides live streams of digital content from
multiple live games as individual copies. Id. 4939, 61-62, Fig. 2B; Ex.1001 9551.
Ellis’s content source, an internet server, provides the live stream over a connection
path, which can be any “suitable wired or wireless path” including an internet
connection. Ex.1016 9939, 45; Ex.1001 9552. Thus, each user would receive an
individual copy of the live stream of digital content. Ex.1001 §552.

iii.  Providing copies via a first/second video Internet
communication channel

Ellis discloses providing individual copies of multiple different live streams
to multiple groups of client devices. §§VIII.A.2.d.1-11, supra; see Ex.1001 99549-52.
Ellis further discloses providing video content over a video Internet communication
channel. As an example of an “Internet communication channel,” the 697 describes
a “video” channel between a media server and a client device to convey video-based
commentary. Ex.1006, 5:36-49. Ellis discloses providing video from a content
source to user equipment, over a communication path. Ex.1016 439. The content
source can be an “internet or network media/web server” and the user equipment
“may include computer equipment.” Id. 940, 48. The communication path can be
“for example, a satellite path, a fiber-optic path, a cable path, or any other suitable
wired or wireless path.” Id. 945. Ellis describes the communication path as a unique
internet connection between the content source and the user equipment that provides
a video live stream: “[f]or IPTV, tuned content may include content to be delivered
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on a particular network address (e.g., multicast address) on which an IP socket is
currently joined.” Id. §74. Thus, Ellis discloses that each user receives a copy from
the content source over a video internet communication path that is unique to each
user device. Id.; Ex.1001 9553.

e. Limitation 1.5

Ellis and Spivey both disclose this limitation. Ex.1001 9554. The *697
explains that the control server is a generic server comprising one Or more
processors, memory devices, and communication interfaces. Ex.1006, 55:60-6:3.
The control server retrieves “event information” from an “event information
provider.” Id. 21:37-42. The control server then transmits the event information to
the socket server. Id. 19:41-45, 21:37-48. The event information is “germane to” a
particular “live sporting event,” e.g., score information of one of the live streams of
digital content. Id. 21:37-42, 19:27-37. Further, the control server may “store at least
some portion of retrieved event information.” /d. 45:20-48.

Ellis’s SCS comprises one or more processors, memory devices, and
communication interfaces. Ex.1001 9555. The SCS can be “any suitable content
source configured to provide real-time sports scores and game summary
information” including a “content manager, content aggregator, or intermediate
content provider.” /d.; Ex.1016 9942, 142. The SCS periodically retrieves, via the

internet and from an event information provider, first event information germane to
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the first live sporting event, including first score information for the first live
sporting event because the SCS may “provide real-time sports scores and game
summary information, ... spread and wagering data, and any other sports-related
information to user equipment 102.” Id. §41; see id. 972, 117; Ex.1001 4555. A
POSA would have understood that this information is retrieved via the internet
because that is how real-time data was transferred to users at the time of Ellis and
Spivey—including score updates and wagering information. Ex.1001 9555; see
Ex.1016 9942, 142. While a periodic time interval is not specifically mentioned in
Ellis, a POSA would have understood that any system that provides real-time sports
statistics, such as Ellis, would necessarily update the statistics on a periodic basis.
Ex.1001 9555. Alternatively, it would have been an obvious design choice to use a
periodic update to limit queries to the system and load on the components. /d.

Further, as depicted in Figure 1, the SCS may store the received “sports-related

information ... in database 122:”
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Ex.1016 942, Fig. 1 (annotated).

To the extent Ellis does not expressly disclose or render obvious this

limitation, Spivey’s LDSD, as shown in Figure 4, contains the same basic

components as the ’697’s control server:
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Ex.1017, Fig. 4 (annotated). The LDSD is a generic server comprising one or more
, memory devices, and communication interfaces. Id.; Ex.1001 556.
Moreover, the LDSD performs the same functions as the 697’s control server.
Ex.1001 9556. The LDSD contains an LDS communication component that allows
LDSD “to receive live data and transmit the data payloads to MQS device 410.”
Ex.1017 955. The live data received by the LDSD includes “sports scores and
breaking news” and when related to baseball can include “a score, a play, an error,
.. and so forth.” See id. 9927, 48, 66 (“A data payload may include ... information

about the live event in progress ... .”); Ex.1001 4556. The LDSD retrieves the first
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event information germane to a first live sporting event including the first score
information for the first live sporting event via the internet and from an event
information provider because the live data sources are associated with the live event,
and servers in Spivey communicate over the internet. Ex.1017 9935, 37, 178;
Ex.1001 9556. Thus, a POSA would have understood that Ellis and Spivey both
disclose this limitation. Ex.1001 4556. To the extent the SCS does not meet this
limitation, a POSA would have replaced it with Spivey’s LDSD and MQSD to
decrease latency. Id.; §VIILLA.1, supra.

f. Limitation 1.6

Ellis in view of Spivey discloses a socket server communicatively coupled to
the control server (which, as discussed above, is disclosed by Ellis’s SCS and
Spivey’s LDSD). The 697 describes the socket server as a generic server. See
Ex.1006, 55:60-6:3. The purpose of the socket server is to “facilitate
communication” of “synchronized event information retrieved by the control server”
associated with an event between the control server and the VCDs. Id. 19:64-20:5.
The socket server does so by using “one or more sockets ... dedicated to the
particular event” allowing VCDs “to establish an event information channel with the
socket server.” Id. 20:5-11. The socket server then receives event information

transferred from the control server and shares the event information in “event
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messages” via the event information channel “in a synchronized manner” to all
viewers “following the particular event.” /d.

Ellis discloses providing event information over a separate connection to user
equipment. Ex.1016 9939-41, Fig. 1. A POSA would have looked to Spivey to add
additional backend architecture to reduce latency in Ellis’s real-time data delivery
system. Ex.1001 q9557-58. Like the *697’s socket server, Spivey’s MQSD is a
generic server that contains processors, memory, and communication components.
Ex.1017 9935, 53, Figs. 3, 4. Moreover, Spivey’s MQSD carries out the same
purpose as the '697’s socket server. Ex.1001 94558. The MQSD “receive[s]” and
“process[es] live data to provide live data” to “the subscribed connected client
devices substantially simultaneously.” Ex.1017 9496; see id. 945 (“[MQS] device
310 may be a representative example of message queue server 120), 54 (MQSD is
“substantially similar” to “MQS device 310), 96. To accomplish this, the MQSD

receives live event data from the LDSD, which just “receive[d] live data:”
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1d. 454, 55, Fig. 4 (annotated). The MQSD is communicatively coupled to the LDSD
through the MQS communication component and the LDS communication
component. /d. §46 (communication component 308 transmits and receives data), 54
(communication component 408 is analogous to 308), 55 (“LDS communication

component 418 ...

6 Ellis also discloses a system where multiple servers provide the event information.

Ex.1016 947 (SCS’s functionality “may be provided by multiple systems at multiple

facilities”).

allows [LDSD] to ...
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Then, the MQSD organizes the received live data “into one or more of a
plurality of topic queues” dedicated to storing information about ““a specific game.”
Id. Y947, 52. After sorting the data into topic queues, the MQSD shares the
information ‘“‘substantially simultaneously” to “the subscribed connected client
devices.” See id. 996. Thus, a POSA would have understood Spivey’s MQSD as
disclosing a socket server communicatively coupled to a control server. Ex.1001
q558.

g. Limitation 1.7

Spivey’s LDSD (control server) “receive[s] live data and transmit[s] the data
payloads to [MQSD (socket server)].” Ex.1017 §55. Data payloads may include “a

score, a player name, a play, and so forth ....”
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Id. 4117, Fig. 10. Thus, a POSA would have understood that Spivey discloses a
socket server receiving from the control server at least the first score information.
Ex.1001 9559.

h. Limitation 1.8

1. First event socket corresponding to the first event
information germane to the first live sporting event

The first event socket has a corresponding EventID that the VCD “uses ... to

connect to the ... socket,” e.g., by using a “URL including the ... EventID in a path
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of the URL.” Id. 21:53-65. Thus, a POSA would have understood a “socket” to be a
uniquely addressable communication endpoint on a server where first event
information is provided to a VCD. Ex.1001 9560. A first event socket corresponding
to the first event information germane to the first live sporting event is simply a
socket where information about one sporting event is provided to a VCD. /d.

Spivey’s topic queues are “where data payloads are placed” that, for example,
“relate to a specific game between two NFL teams.” Ex.1017 4951-52. The data
payloads, “[w]hen the live event is a sporting event,” include, “for example, a score,
a play, ..., and so forth.” Id. 448. Topic queues have a corresponding “topic label”
which is used “to identify a topic queue.” Id. 949. “A topic label may be, for
example” a “text string such as ‘gamecenter.nfl.ravenssteelers.’” Id. 466.

Client devices use these topic label text strings to connect and subscribe to
MQSD’s topic queues. First, client devices “request a live data connection” with the
MQSD by “select[ing] or enter[ing] the address or connection information to a

particular” MQSD. See id. 981-82.7 This “address may resemble a uniform resource

7 Spivey often discusses a connection between the client device and the system using
a live data access server (“LDAS”), however, Spivey also discloses that the message
queue server device may be “accessible to clients over the network directly.”

Ex.1017 9936, 84. For example, “MQS communication component 308 ... may push
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locator (URL).” Id. q82. Second, as shown in Figure 9, client devices can use the
topic labels to select “the topics available from [MQSD] in a topic selection list” and

“subscribe to” those topic queues:
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data from topic queues 332-1, 332-n to the subscribers of the topics corresponding
to those topic queues.” Id. 946. Also, the system does not require an LDAS, only
that it “may include a[n] [LDAS].” Id. §38. Thus, a POSA would have understood
Spivey to disclose a direct connection between the client devices and MQSD.
Ex.1001 9564. A POSA would have used this implementation because reducing the

amount of server transfers would reduce latency, which is Spivey’s main purpose.
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1d. 983-84, Fig. 9 (annotated). Third, “the data payload” may be pushed to the
subscribed connected devices that requested that topic. Id. §96. Thus, a POSA would
have understood that Spivey’s topic queues disclose first event sockets
corresponding to the first event information germane to the first live sporting event.
Ex.1001 q9561-64.

1. Transmitting the first score information to at least
the first VCD of the first plurality of VCDs

Ellis discloses a first VCD of the first plurality of VCDs. See §VIII.A.2.d,
supra. Both Ellis and Spivey further disclose transmitting the first score information
to the first/second VCD of the first plurality of VCDs. For example, in Spivey, the
MQSD “may push data from topic queues ... to the subscribers of the topics
corresponding to those topic queues.” Ex.1017 §46. In Ellis, SCS may be configured
“to provide real-time sports scores and game summary information, ... to user
equipment 102.” Ex.1016 941; Ex.1001, 9565.

iii.  Transmitting via a first event information Internet
communication channel between at least one first

event socket of the at least one socket server and
the first VCD of the first plurality of VCDs

Ellis in view of Spivey discloses providing first event information over a
separate internet communication channel. Spivey’s entire system is based on
providing “live event data in real time.” Ex.1017, Abstract. The MQSD can be an

“internet server.” See id. 435. Spivey communicates with client devices over “any
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... combination of wired and/or wireless networks including ... the [i]nternet.” /d.
179. For example, client devices “may request and participate in a websocket
connection,” which “typically comprises a two-way connection between two
entities.” Id. 943, 61. Moreover, consistent with Spivey, Ellis discloses providing
event information over a separate communication path 152 than the video signal 150.
Ex.1017 q939-41, Fig. 1. Thus, a POSA would have understood Spivey to disclose
transmitting first event information via a separate internet connection. Ex.1001 9566.

Further, this information is provided via a connection between a topic queue
and the first VCD. Users can access the MQSD using a URL. See Ex.1017 9981-82.
Then, the user can access the specific topic queue they wish to receive information
from by using a text string, e.g., a topic label or Event ID, associated with a topic
queue. Id. 179, Fig. 9 (“Gamecenter.nfl.ravenssteelers.”). Thus, a POSA would
have understood that Ellis in view of Spivey discloses distributing event information
from a socket to a user device over an internet connection. Ex.1001 §567. Further, a
POSA would have understood that the internet connection is established using a
URL and text string identifying a uniquely addressable communication endpoint on
the MQSD, where first event information is transmitted to a VCD. Id.

3. Dependent Claim 7
a. Limitation 7.0

See Claim 1. §VIILLA.2, supra.
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Additionally, Ellis and Spivey disclose a memory system, including a
database, communicatively coupled to the control server. Ex.1001 4567-568. The
697 explains that the database must be capable of storing “information.” See
Ex.1006, 17:38-45. A POSA would have understood that the ’697’°s database is a
generic server where an organized collection of structured data is stored. /d.

In the same way, as shown in Fig. 1, Ellis’s SCS is communicatively coupled
to a database that stores “some or all of this sports related information” as well as

“network viewing statistics and editor picks of sporting events:”
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Ex.1016 9942-43, 47 (SCS’s “functionality may be provided by multiple systems at

multiple facilities), Fig. 1 (annotated).
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To the extent Ellis does not expressly disclose or render obvious this
limitation, Spivey discloses a memory unit, including a database, communicatively

coupled to the control server, Spivey’s LDSD, as shown in Figure 4:
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[ 432-n J \ ~ ol /
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FIG. 4

Ex.1017, Fig. 4 (annotated). Spivey discloses the LDSD’s memory units may be
“higher speed” units such as “solid state drives (SSD) and any other type of storage
media suitable for storing information.” Id. §167; see id. 161 (“[Clomputing
architecture 2300 may comprise ... an electronic device” such as “those described
with reference to Figs. 1-5.”). Further, Spivey discloses that the LDSD is coupled to

an aggregator component, which includes a buffer, which contains its own memory
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unit. Id. 9107, 116, 124. Moreover, Spivey discloses that the LDSD may be coupled
with a remote computer, which “typically includes many or all of the elements
described relative to the computer 2302 including “a memory/storage device 2350.”
Id. 9172, Fig. 23. Thus, a POSA would have understood that Ellis’s database and
Spivey’s memory units disclose memory systems including a database
communicatively coupled to the control servers. Ex.1001 49569-70.

b. Limitations 7.1-7.7

Ellis discloses retrieving from the event information provider, among other
data, at least first event data for the first live sporting event, including the time
remaining (progress details), quarter (status), down, and yards remaining. Ex.1016
972, Fig. 4. Ellis also discusses providing a “program schedule” (date/time), source
ID (event identifier), and type of event, e.g., “college football.” Ex.1016 43, Fig. 2A,
22. Spivey discloses retrieving, among other data, at least a score, an injury, an error,
a name of the player that scored or made a play (participant data). Ex.1017 466. The
’697 explains that this limitation is broad and meant to include the disjunctive or
conjunctive reading. Ex.1006, 56:39-57:10. Thus, Ellis in view of Spivey discloses
these limitations. §VIIL.A.2.e, supra; Ex.1001 q571.

C. Limitations 7.8-7.9

Normalizing means “converting” the event data “from UTC to EST/EDT” i.e.,

a “particular reference frame.” Ex.1006, 47:41-61. In any system that provides event
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data about multiple different live events to users that are not restricted
geographically, such as Ellis’s content distribution system, it would have been
obvious and standard to first convert the time stamps to a local time before storing
the data, i.e., normalize the date/and or time of the first live sporting event to a
reference standard time to provide a normalized date and/or time. Ex.1001 572.
This is particularly so in this case, where Ellis contemplates using this data to allow
users to place bets. Ex.1016 913; Ex.1001 4572. A POSA would have structured
such a system to reduce formatting and conversion errors, such that as many
conversions as possible would be under the control of the centralized system, e.g.,
the database, rather than occur at the user device. Ex.1001 9572. Further, Ellis and
Spivey both disclose storing the first event data, including the normalized date
and/or time in the database. §VIII.A.3.a, supra. Thus, Ellis in view of Spivey renders
this limitation obvious. Ex.1001 9572.

4. Dependent Claim 8
a. Limitation 8.0

See Claim 7. VIIL.A.3, supra.

b. Limitations 8.1-8.2

Ellis in view of Spivey’s system contains progress details and event
participant data and would normalize/store this information for the same reasons as

stated above. §VIII.A.3, supra; Ex.1001, §573-74.
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5. Dependent Claim 9
a. Limitation 9.0
See Claim 7. §VIIL.A.3, supra.

b. Limitation 9.1

Ellis discloses an SCS providing “detailed game information,” which includes

the score:

5:50 rem in 4th; PIT 2nd/10 on PIT 35yd )
@su 14 USC 16 )
404 )

Sealtle plays footbail with Pittsburgh. Seatfie is
coming off a losing streak and Pittsburgh is hot...

' s{m@olo 2Det0
302

b

video stream =

FiG. 4

Ex.1016 972, Fig. 4; see Ex.1001 4575-76. Spivey also discloses providing the score:
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Topic Alert 14:27 EST

1002 ~~ ™ Gamecenter.nfl. ravenssteelers

Joe Flacco passes 30 yards for touchd own, ""_'ﬁ 004

Ravens: 14; Steelers: 7 A

to0s

1006

Ex.1017 948, Fig. 10; Ex.1001 4576. Thus, a POSA would have understood that Ellis
and Spivey both disclose progress details that include the first score information.
Ex.1001 9576.

C. Limitation 9.2

Both Ellis and Spivey disclose a control server periodically retrieving real-
time information from the event information provider that includes progress details.
See Ex.1017 948; §§VIILLA.2.e, VIIL.LA.5.b, supra; Ex.1001 9577. The only
remaining portion of this limitation is that the system needs to “update the first score
information.” A POSA would have understood this claim to require that the system
update the database of Claim 7 with the progress details that were just retrieved, such
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as the score information. Ex.1001 §577. Thus, Ellis in view of Spivey discloses this
limitation for the same reasons it discloses “stor[ing] the first event data ... in the
database.” Ex.1001 q577; §VIII.A.5.a, supra.

d. Limitation 9.3

Ellis in view of Spivey discloses this limitation. Ex.1001 §578. A POSA
would have understood that this limitation requires that, for each first event
information/score update at the control server, the control server readies a message
including the first score information that will be processed and transmitted to the
socket server’s first event socket in turn. Ex.1001 §578.

In the same way, Spivey’s LDSD “may have its own topic set [] and topic
queues.” Ex.1017 456. “Upon receiving a message,” e.g., live event data, the LDSD
“may sort the data payload of message 602 into a topic queue, such as topic queue
... 442-1.” Id. 467. Then, the LDSD may “transmit the data payloads” to MQSD’s

topic queues:
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See id. 9955-56, Fig. 4 (annotated). Further, Spivey explains that a “topic queue []
may be a queue data structure, in particular a first-in-first out queue, where data
payloads are placed.” Id. §51. In other words, the score data is placed in the LDSD’s
topic queue, and is processed in the order that it is received, just like the 697
describes this limitation. Ex.1001 4579. Thus, a POSA would have understood that
when the LDSD places the updated score data in the topic queues for transmission
to the MQSD’s topic queues, it is in fact queuing an asynchronous message,
including the updated first event information, for transmission to the at least one first

event socket of the at least one socket server. Id. §579.
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B. Ground 1B: Claims 2-6 Are Obvious Over Ellis in view of Spivey
and Herzog

1. Motivation to Combine

This combination builds on the combination described above in §VIIL.A.1,
supra. A POSA would have added Herzog to implement its feature of multiple live
streams from one sporting event. Ex.1001 99120-24.

Herzog discloses a system for viewing multiple live stream videos related to
the same sporting event. Ex.1015 q57. For example, Figure 7 shows “four different

videos of a live event and meta-data of multiple parameters” from which a user can

select:
MOSAIC VIEW
MASTER
BOARD _1 - -
ITEM 1 PARAMETERS
ITEM 2 PARALETERS (o] Borm
TEM 3 PARAMETERS
ITEM 4 PARALETERS
VIEW3 VIEW 4
SAE [ clocks | [owocks |
CLOCK
FIG.7

1d. 99112, 80-81, Fig.7 (annotated).
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A POSA would have been motivated to combine Herzog with Ellis and Spivey
because Herzog builds on Ellis by providing more content to a content distribution
system such as Ellis by adding video feeds from different perspectives of a live event
for the user’s benefit. Ex.1015 946; Ex.1001 99120-22. A POSA would have had a
reasonable expectation of success because Herzog specifically contemplates being
implemented in a content delivery system such as Ellis, stating that Herzog “can be
used for any sporting event that has a unique video and meta-data source that do not
follow the same path of transmission,” e.g., every sporting event in Ellis’s system.
Ex.1015 q83; Ex.1001 9123.

Ellis discloses content source 130 that provides “media content” including
“broadcast programming” and “any other content capable of being displayed by ...
user equipment 102.” Ex.1016 940. It would have been obvious for a POSA to add
to the media content provided in Ellis with the media content provided in Herzog,
i.e., different broadcast feeds of the same event, for the user’s viewing pleasure.
Ex.1015 980; Ex.1001 94123-24.

2. Dependent Claim 2
a. Limitation 2.0

See Claim 1. §VIIL.A.2, supra.

b. Limitation 2.1

Herzog discloses a broadcasting system where in one embodiment, “four

video/audio streams” are provided from the same live sporting event, e.g., an “Indy
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Race.” Ex.1015 946; Ex.1001 99637-38. Herzog explains that “any number of
imaging sources may be available” from the same event. Ex.1015 946. Examples of
this video include “live videos of four of the drivers inside their respective vehicles”
or may be “multiple video/audio streams of race cars and drivers, as they are imaged
at different locations on the race track.” Id. 945, 80. User devices can “initiate[] a
video request of one or more channels of video/audio for viewing a live event on the
device display.” /d. §70; Ex.1001 9638 (multiple users selecting the same stream of
video would create a plurality of viewers and all would receive their own copy of
the live stream). The live stream is then “published” to the user device via “content
delivery network 47 using HLS. Ex.1015 9951, 55. Herzog’s multiple views from
the same live event, combined with Ellis’s multi-broadcast system, would provide
multiple broadcaster’s live streams of digital content wherein the first/second live
sporting event video-based commentary from the first/second broadcaster client
device both relate to the first live sporting event. Thus, Ellis in view of Herzog
discloses this limitation. Ex.1001 9638.

C. Limitation 2.2

Ellis in view of Spivey and Herzog discloses this limitation. Ex.1001 9639.
Spivey discloses the at least one socket server, transmitting first score information
for the first live sporting event via an event information Internet communication

channel between the at least one first event socket of the at least one socket server
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and the first VCD of a plurality of VCDs. See §VIII.A.2.h, supra. Here, the claim
requires providing the same score information, over a separate connection, between
the first event information socket to another user, who is watching a different
broadcaster’s live stream including video-based commentary of the same live event,
such as one of the videos from Herzog’s “Indy Race.” Ex.1006, Claim 2.

Ellis in view of Herzog discloses multiple groups, watching different
broadcaster’s live streams of digital content that include video-based commentary
of the same game. §VIIL.B.2.b, supra. Further, Spivey discloses transmitting score
“data from topic queues ... to the subscribers of the topics corresponding to those
topic queues” on individual Internet connections. Ex.1017 946; see §VIII.A.2.h,
supra. Thus, a first viewer from the second plurality, i.e., a viewer watching video
stream two from the Indy Race, would receive the score update, e.g., car position,
over a separate internet connection, between her device to the first event socket, i.e.,
the topic queue. Ex.1001 9639.

3. Dependent Claim 3
a. Limitation 3.0

See Claim 2. §VIIL.B.2, supra.

b. Limitations 3.1-3.2

Ellis in view of Herzog discloses that a “content source” streams “broadcast
programming,” i.e., at least two different video streams of the same live event, to

multiple different users over individual “communication path[s] 150.” Ex.1016
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1439-40; see §§VIII.A.2, VIII.B.2, supra. While the user is receiving video content
over communication path 150, Ellis is providing “real-time sports scores and game
summary information” to those VCDs from SCS over a separate individual

communication path 152:
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Id. q939-41, Fig. 1 (annotated). In other words, the real-time sport scores, game
summary information, and more, i.e., event information, is provided via
communication path 152 and not with a copy of the video content, 150. /d.; Ex.1001
q641. Thus, as explained and shown, a POSA would have understood Ellis to

disclose a system that does not provide event/score information in the first copies of
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any broadcaster’s live streams of digital content provided via video Internet
communication channels to VCDs. Ex.1001 q9640-41.

4. Dependent Claim 4
a. Limitation 4.0

See Claim 2. §VIIL.B.2, supra.

b. Limitation 4.1

See Limitation 1.1. §VIIL.A.2.b, supra.

C. Limitations 4.2-4.3

Ellis discloses these limitations for the same reasons as discussed in section
VIII.A.2.d, supra. Specifically, Ellis in view of Herzog discloses providing
individual copies, to multiple different users, of multiple different broadcaster’s live
streams of digital content, related to the same game, over individual “video” Internet
communication channels. §§VIII.A.2.d, VIII.B.2, supra; Ex.1001 99642-45.

d. Limitation 4.4

See Limitation 1.6. §VIIL.A.2.f, supra.

e. Limitations 4.5-4.6

Ellis in view of Spivey and Herzog discloses these limitations. Ex.1001
99646-47. These limitations are substantially the same as limitations 1.8 and 2.2.
§§VIIL.A.2.h, VIII.B.2.b-c. These limitations simply add transmitting the first score
information of the first event information, to a second VCD, of the same first/second

plurality of VCDs.

54



Petition for Inter Partes Review of U.S. Patent No. 10,425,697

Both Ellis and Spivey further disclose transmitting the first score information
of the first event information to the second VCD of the previously mentioned
first/second plurality of VCDs. For example, in Spivey, the MQSD “may push data
from topic queues ... to the subscribers of the topics corresponding to those topic
queues.” Ex.1017 946. In Ellis, SCS may be configured “to provide real-time sports
scores and game summary information, ... to user equipment 102.” Ex.1016 41;
see id. 39 (“Any suitable number of users may have one or more user equipment
... 102.”). Thus, a POSA would have understood that Ellis in view of Spivey and
Herzog discloses these limitations because both disclose transmitting the first
event/score information to multiple VCDs of the first/second plurality of VCDs.
Ex.1001 q9647-48.

5. Dependent Claim 5
a. Limitation 5.0

See Claim 2. §VIIL.B.2, supra.

b. Limitations 5.1-5.2

Ellis in view of Spivey and Herzog discloses transmitting information via
individual communication channels between a socket and a first VCD of a
first/second plurality of VCDs who are watching the same event. §§VIIL.A.2.h,
VIII.B.2.c, supra.

Ellis discloses chat information because users “may also leave feedback

regarding the commentary that other users in the media system may view when they
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access the same commentary.” Ex.1016 §132. A POSA would have understood that
Ellis discloses a system that transmits and receives first/second chat information
regarding the first/second live sporting event video-based commentary included in
the first/second broadcaster’s live stream of digital content. Ex.1001 99649-51; see
also Ex.1016 g126.

Ellis also discloses providing this information on a separate channel to users.
Ellis discusses transmitting the video “broadcasts” over communication path 150
and “game summary information, ... and any other sports-related information” over
communication path 152. Ex.1016 941. Ellis provides that in “some embodiments,
this sports-related information is provided to user equipment 102 as a plurality of
real-time data feeds.” Id. 941. Thus, a POSA would have understood that Ellis
discloses transmitting via at least one first/second chat/system event Internet
communication channel between at least one first/second chat/system event socket
of the at least one socket server and the first VCD of the first/second plurality of
VCDs. Ex.1001 9652.

Ellis in view of Spivey and Herzog discloses a socket specifically designated
for chat/system information. Spivey utilizes topic queues to organize ‘“data
payloads” that “relate to a specific game between two NFL teams.” Ex.1017 4951-
52; see VIII.A.2.h, supra. The data payloads, “[w]hen the live event is a sporting

event,” include, “for example, a score, a play, ..., and so forth.” Ex.1017 948. Topic
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queues may be ‘“‘hierarchically related.” Id. 452. This means that when the system
looks at the text string associated with the data payload, the system “may place the
data payload only in the topic queue exactly matching the topic label.” Id. q104;
Ex.1001 9653. For example, if there were two topics “at the same hierarchal level”
the data payloads placed in “‘gamecenter.nfl.ravenssteelers.statistics’ would not be
placed in” another topic queue “gamecenter.nfl.ravenssteelers.plays.” Thus, the
statistics would have been separate from the chat information. Ex.1001 4653. Thus,
a POSA would have understood Spivey to disclose a first/second chat/system event
socket corresponding to the first/second chat information regarding the first/second
live sporting event video-based commentary. /d. §653.

6. Dependent Claim 6
a. Limitation 6.0

See Claim 5. §VIIL.B.5, supra.

b. Limitation 6.1

See Limitation 1.1. §VIII.A.2.b, supra.

C. Limitations 6.2-6.3

See Limitations 4.2-4.3. §VIIL.B.4.c, supra.

d. Limitation 6.4

See Limitation 1.6. §VIIL.A.2.f, supra.

e. Limitations 6.5, 6.7

See Limitations 4.5-4.6. §VIIL.B.4.e, supra.
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f. Limitations 6.6, 6.8
See Limitations 5.1-5.2. §VIIL.B.5.b, supra; Ex.1001 99654-59.

C. Ground 2: Claims 1-9 Are Obvious Over Herzog in View of
Spivey and Ellis

1. Motivation to Combine

Herzog discloses a system for viewing multiple videos related to the same
sporting event in addition to live information about the event (meta-data). Ex.1001
4980-87. For example, Figure 7 shows “four different videos of a live event and

meta-data of multiple parameters” from which a user can select:

MOSAIC VIEW
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g —1 VEW 1 VIEW?
ITEM ¢ PARAMETERS
ITEM 2 PARAMETERS i | O
MTEM 3 PARAMETERS
M4 PARAMIETERS
VIEW 3 VIEW 4
SNE [clocks | | [ cocke |
CLOCK
FIG. 7

Ex.1015 9912, 80-81, Fig.7 (annotated). Herzog provides these video and data

streams over separate connections:
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Ex.1015 9948-52, 67, Figs. 4 (annotated), 6; Ex.1001 q125-31.

a. Socket Server (Spivey)

Herzog does not specifically disclose some backend server architecture
supporting the data distribution—the claimed socket server. Ex.1001 9126, 142-43.
However, a POSA would have known that the websocket -client-server
communication protocol employed by Spivey was an alternative to the HTTP polling
used by Herzog. Id.; §IV.B, supra. A POSA would have found it obvious to

implement Herzog’s Origin Server as a websocket server, as taught by Spivey, to
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achieve full-duplex communications between a client and a remote host with low
latency. Ex.1001 9980-87, 143.

As noted above, see §VIIL.A.1, a POSA would have understood that socket
servers were well-known components for implementing real-time data delivery, such
as in Herzog, with reduced latency. Ex.1001 9952-53; §1V, supra; Ex.1017 435, 96.
A POSA also would have appreciated the benefits associated with Spivey’s MQSD
(i.e., “socket server”) which establishes websocket connections with client devices,
including convenient and efficient full-duplex communications between a client and
a remote host with low latency. Ex.1017 4927-28, 43, 61, 74, 92, 96; Ex.1001 9/144-
45; §IV.B. A POSA, looking to improve Herzog’s latency issues, would have looked
to implement a system such as Spivey. Ex.1001 9144.

A POSA would have done so by incorporating Spivey into Herzog’s current
data delivery system by implementing Spivey’s MQSD at Herzog’s Origin Server
to achieve a predictable result of decreased latency data delivery. See Ex.1015 9950-
51, Fig. 4; Ex.1017, Fig. 4; Ex.1001 9145. The combined system would maintain
Herzog’s video content delivery system and upgrade the data delivery system to
reduce latency. Ex.1001 q145.

A POSA would have been motivated to combine Herzog with Spivey for
many of the same reasons that a POSA would have been motivated to combine Ellis

with Spivey. First, Herzog and Spivey relate to the same subject matter—content
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delivery for real-time events. See Ex.1017, Abstract; Ex.1015, Abstract. Both
references describe methods and/or systems for streaming video and/or event data
to one or more users, such that video and/or event data are transmitted
simultaneously. See, e.g., Ex.1017, Abstract; Ex.1015, Abstract; Ex.1001 9146.
Second, the references solve the same or similar problems, namely, providing video
and/or event data to multiple users over the Internet quickly. See, e.g., Ex.1017 927;
Ex.1015 993, 19, 51.

A POSA would have had a reasonable expectation of success in combining
Herzog with Spivey because Spivey contemplates being implemented in a digital
content delivery system such as Herzog, stating that it can be used with “any well-
known communication techniques and protocols, such as techniques suitable for use
with packet-switched networks (e.g., public networks such as the Internet, private
networks such as an enterprise intranet, and so forth) . ...” Ex.1017 §155; Ex.1001
147.

A POSA would have been motivated to combine Herzog with Spivey because
Spivey provides a complementary solution describing the details of the backend
architecture for organizing and transmitting event data to multiple users. Ex.1017,
Abstract; Ex.1001 4/147-48.

Combining certain portions of Herzog and Spivey would have been obvious

because doing so would require only the simple substitution of known elements for
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another to obtain predictable results. Ex.1001 9148. Herzog encourages this
flexibility, stating that it encourages “modifications ... in various forms and
examples, and that the teachings may be applied in numerous applications.” Ex.1015
9190. To a POSA, it would have been obvious to substitute any of Herzog’s meta-
data distribution elements with any combination of Spivey’s LDSD, MQSD, and/or
Live Data Source(s), which are similarly involved in transmitting live event data to
users and may be configured in any manner. See Ex.1017 434; Ex.1001 q148.

b. Multiple Events (Ellis)

To the extent Herzog does not specifically describe multiple live event
streaming, a POSA would have found it obvious to implement such functionality
into Herzog/Spivey, as taught by Ellis. Ex.1016 9939-41, Fig. 2B; Ex.1001 99155-
57; §VIIL.A. A POSA would have understood that Herzog was already equipped to
provide multiple different live video and meta-data streams, so configuring this
system to provide multiple events would have been obvious and well within the skill
of a POSA. Ex.1001 9156-57. A POSA would have been motivated to configure
Herzog with Ellis’s multiple event functionality because a POSA would have
understood that users would enjoy having more content options, e.g., multiple live
event streams, chat information, and advertising content. Ex.1016 9939-41, 62, Figs.

1, 2B; Ex.1001 157.
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Furthermore, a POSA would have understood that adding a second live event
to Herzog (among other content types), which already provides multiple live
streams, applies a known technique to a known device that was ready for
improvement to yield a predictable result. Ex.1001 4158. A POSA would have had
a reasonable expectation of success in providing multiple event functionality
because Ellis specifically contemplates being implemented in a content delivery
system such as Herzog, stating that it can be used with “any suitable source of media
content,” which includes IPTV content “delivered on a particular network address
(e.g., multicast address) on which an IP socket is currently joined.” Ex.1016 9939-
40, 74; Ex.1001 q9158-63.

2. Independent Claim 1
a. Limitation 1.0

Herzog provides “live video and audio data” to user devices over a
“communication network.” Ex.1001 9660; see Ex.1015, Abstract. Herzog’s primary
embodiment, which expands upon traditional “broadcast” methods, includes
providing “multiple video/audio streams of race cars and drivers, as they are imaged

at different locations on the race track:”
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Ex.1015 9945, 83, Fig. 4 (annotated). As would be obvious, broadcasts include
video-based commentary. Ex.1001, 9660. The above system focuses on one live
event, an Indy Car Race, but can be “used for any sporting event.” Id. 945, 83. The
system makes these video feeds available to “mobile stations” and other “similar
users.” Id. 419. Each user can then request video from “one or more channels of
video/audio for viewing a live event.” Id. 470. The user then “receives both the
video/audio stream” via HLS. Id. §51.

Further, Ellis discloses expanding on Herzog’s system by providing multiple

live streams of digital content that is of two different live sporting events, which

would include multiple broadcasting devices. Ex.1016. 462-63, Fig. 2B. Thus,
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Herzog and Ellis provide a system where a plurality of different users can receive
the same, or different, pluralities of copies of a first/second broadcaster’s live stream
of digital content that include first/second live sporting event video-based
commentary from a first/second broadcaster client device to a first/second plurality
of VCDs. Ex.1001 94661. Thus, Herzog and Ellis disclose this limitation. /d.

b. Limitation 1.1

Herzog discloses multiple MPEG 4 Publishing Encoders (“Encoders”) as a
plurality of media sources. Ex.1015 948; Ex.1001 9662. Just like in the 697, these
encoders receive all the video and audio data from the live event. Ex.1015 9946
(noting that any form of communication technologies may be used to send
video/audio data to Encoders), 49. The Encoders can “encode” the video and audio
data, which is then “published to the content delivery network 47 (for example) via
IP utilizing [] HLS.” Id. 9949, 55; Ex.1001 9662.

C. Limitation 1.2

Herzog’s Encoders receive all the video and audio data from the live event.
Ex.1015 949. Herzog discloses that the audio and video data can be provided to the
Encoders using “communication technologies for communicating multiple video
and audio streams.” Id. §46. As discussed above, this would be a first/second
broadcaster’s live stream of digital content. § VIII.C.2, supra. Thus, Herzog in view

of Ellis discloses this limitation. Ex.1001 9663.
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d. Limitations 1.3-1.4
1. First VCD of the first/second plurality of VCDs

Herzog discloses providing the received copies to multiple different users who
have the option to select any of the available video feeds. Ex.1015 470. As would
have been obvious in a content distribution scheme such as Herzog that provides at
least four different video streams, two or more users would select a first stream to
view, and two or more different users would select a second stream to view, e.g., the
broadcast from their favorite driver’s car. Ex.1015 9946, 70; Ex.1001 94664. This
would create a first and second plurality of VCDs where each plurality contains a
first VCD. Ex.1001 9664. Thus, Herzog discloses multiple first users of multiple
different pluralities of VCDs. /1d.

ii.  First copy of first/second plurality of copies

Herzog provides the selected video stream to each user individually via HLS.
Ex.1015 q51. Thus, a POSA would have understood that each user device receives
their own copy of the video stream. Ex.1001 4665. This would create a plurality of
copies being distributed, where the first copy is sent to the first user, and so on and
so forth. Thus, each user would receive an individual copy of the broadcaster’s live
stream of digital content. /d.

1. Providing copies via a first/second video Internet
communication channel
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Herzog discloses providing individual copies of multiple different live
streams to multiple groups of client devices. §§VIII.C.2.d.i-1i, supra; see Ex.1001
666. Herzog further discloses providing video content over a video Internet
communication channel via HLS, i.e., an internet connection. Ex.1015 951. Thus,
Herzog discloses that each user receives an individual copy from the Encoders over
a video Internet communication path that is unique to each user device. /d. 492 (user
devices “are used mainly for viewing published content from the Internet, such as
video.”), 51; Ex.1001 9666.

e. Limitation 1.5

Herzog’s ERP Server connects to the ERP Gen Server over the internet:
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Ex.1015 9945, 47, 50, Fig. 4 (annotated). The ERP Server is a generic server that
retrieves meta-data from the ERP Gen Server. Id. 16, 47, 50. It contains the same

67



Petition for Inter Partes Review of U.S. Patent No. 10,425,697

components as the ’697’s control server: a processor, memory device, and
communication interfaces. Id. 4913, 85-86, Fig. 8; Ex.1006, 55:60-56:3. The ERP
Server “acts as an intermediary between the ERP generator server and the origin
server.” Id. 950. The meta-data retrieved includes event information germane to the
sporting event such as “the status of each car and driver in the race,” “lap number,
car speed and acceleration,” and more. Id. 45; Ex.1001 4667. The ERP Server
retrieves this first score information via the internet and from an event information
provider because it retrieves the information in HTTPS format, an internet
communication protocol from an ERP Server. Id. 417, 50; Ex.1001 4667.
Additionally, Ellis’s SCS can be “any suitable content source configured to
provide real-time sports scores and game summary information” including a
“content manager, content aggregator, or intermediate content provider.” Id. 4668;
Ex.1016 9941-42, 142. The SCS periodically retrieves event information germane to
all live sporting events, e.g., score information because the SCS may “provide real-
time sports scores and game summary information, ... spread and wagering data,
and any other sports-related information to user equipment 102.” Id. 941; see id.
M72, 117; Ex.1001 9668. A POSA would have understood that this information is
retrieved via the internet from an event information provider because that is how

real-time data was transferred to users at the time of Herzog, Spivey, and Ellis—
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including score updates and wagering information. Ex.1001 4668; see Ex.1016 942,
142.

While a periodic time interval is not specifically mentioned in Herzog or Ellis,
a POSA would have understood that any system that provides real-time sports
statistics, such as Herzog, would necessarily update the statistics on a periodic basis.
Ex.1001 94669. A POSA would have also understood that HTTP is a pull-oriented
protocol where receivers such as the ERP server need to explicitly ask for new data.
To reduce latency using an HTTP connection, a POSA would have known to have
Herzog’s ERP server periodically check for the content availability as often as
possible. /d. Alternatively, it would have been an obvious design choice to use a
periodic update to limit queries to the system and load on the components. /d. Thus,
a POSA would have understood that Herzog and Ellis both disclose this limitation.
1d.

f. Limitation 1.6

Herzog in view of Spivey and Ellis discloses a socket server communicatively
coupled to the control server (which, as discussed above, is disclosed by Herzog’s
ERP Server).

Herzog discloses providing event information over a separate connection to
user equipment. Ex.1015 9948-52, 67, Figs. 4, 6; Ex.1001 9670. That process

includes the ERP Server transmitting data to the Origin Server:
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Ex.1015 9950-51, 83, Fig. 4 (annotated). As explained above, a POSA would have

incorporated Spivey’s MQSD into Herzog’s Origin Server to reduce latency.

Ex.1001 9670; §VIIL.B.1.

Like the *697’s socket server, Spivey’s MQSD is a generic server that contains

processors, memory, and communication components. Ex.1017 4935, 53, Figs. 3, 4.

Moreover, Spivey’s MQSD carries out the same purpose as the ’697’s socket server.

See §VIII.A.2.f, supra. Thus, a POSA would have understood that Herzog’s ERP

Server transmitting HTTPS information to Spivey’s MQSD as disclosing the *697’s

socket server being communicatively coupled to a control server. Ex.1001 494671-

72.
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g. Limitation 1.7
Herzog’s ERP Server “receives the meta-data from ERP generator server 49
in HTTPS communication format” and “acts as an intermediary between the ERP
generator server and the origin server.” Ex.1015 450. Figure 4 shows that the meta-

data is provided to the origin server from the ERP server in HTTPS format:
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Ex.1015 q950-51, Fig. 4 (annotated). Incorporating Spivey’s MQSD into Herzog’s
origin server would thus allow the MQSD (socket server) to receive from the ERP

Server (control server) the meta-data provided (first score information). Ex.1001

673; Ex.1015 9483. Thus, a POSA would have understood that Herzog in view of
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Spivey and Ellis discloses a socket server receiving from the control server at least
the first score information. Ex.1001 9673.
h. Limitation 1.8

1. First event socket corresponding to the first event
information germane to the first live sporting event

A POSA would have understood that Spivey’s topic queues disclose the
’697’s first event sockets corresponding to the first event information germane to the
first live sporting event. Ex.1001 4674-75; see §VIII.A.2.h.1.

1. Transmitting the first score information to at least
the first VCD of the first plurality of VCDs

As discussed in Limitations 1.3 and 1.4, Herzog discloses a first VCD of the
first plurality of VCDs. See §VIII.C.2.d, supra. Both Herzog and Spivey further
disclose transmitting the first score information to the first/second VCD of the first
plurality of VCDs. For example, in Spivey, the MQSD “may push data from topic
queues ... to the subscribers of the topics corresponding to those topic queues.”
Ex.1017 946. In Herzog, the Origin Server may be configured to transmit “the meta-
data to the content delivery network 47,” which includes car position, and the user
receives “in an HTTPS communications protocol.” Ex.1015 9945, 51. A POSA
would have known that the websocket client-server communication protocol
employed by Spivey was an alternative to the HTTP polling used by Herzog.

Ex.1001 4676; §1V, supra.

72



Petition for Inter Partes Review of U.S. Patent No. 10,425,697

iii.  Transmitting via a first event information Internet
communication channel between at least one first
event socket of the at least one socket server and
the first VCD of the first plurality of VCDs

Herzog in view of Spivey and Ellis discloses providing first event information
over a separate internet communication channel. Consistent with Spivey, see
§VIILL.A.2.h.iii, Herzog discloses providing event information over a separate
communication path than the video signal where there is “a unique video and meta-

data source that do not follow the same path of transmission:”
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Ex.1015 9947-51, 83, Figs. 1, 4, 5 (annotated), 6. Thus, a POSA would have
understood Spivey to disclose transmitting first score information via a separate, first
event information Internet communication channel. Ex.1001 4677.

Further, for the same reasons describe above, see §VIII.A.2.h.iii, a POSA

would have understood that Herzog in view of Spivey and Ellis discloses distributing
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event/score information from a socket to a user device over an internet connection
using a URL and text string. Ex.1001 9678.

3. Dependent Claim 2
a. Limitation 2.0-2.1

Herzog discloses this limitation for the reasons described above. See

§§VIILB.2, VIIL.C.2. Ex.1001, §9679-80.

b. Limitation 2.2

Spivey discloses the at least one socket server, transmitting first score
information for the first live sporting event via an event information Internet
communication channel between the at least one first event socket of the at least one
socket server and the first VCD of a plurality of VCDs. See §§VIII.C.2, VIIL.B.2,
supra.

Herzog in view of Ellis discloses multiple groups watching different live
streams of digital content of the same game. §§VIII.C.2, VIIL.B.2, supra. Further,
Spivey discloses transmitting “data from topic queues ... to the subscribers of the
topics corresponding to those topic queues” on individual internet connections.
Ex.1017 946; see §VIII.C.2.h, supra. Thus, a first viewer from the second plurality
would receive the race/score updates over a separate internet connection between

the device and the first event socket, i.e., the topic queue. Ex.1001 9681-82.
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4. Dependent Claim 3
a. Limitation 3.0

See Claim 2. §VIIL.C.3, supra.

b. Limitations 3.1-3.2

As explained in Claims 1 and 2, Herzog in view of Ellis discloses that the
Encoders first stream “video content with timecode to the content delivery network
on command from the mobile device.” Ex.1015 9949, 51. The available video
streams include “a camera positioned inside a race car” or “video/audio streams of
race cars and drivers, as they are imaged at different locations on the racetrack.” /1d.
945-46. A POSA would have understood that these video streams do not include
any first score information as contemplated by the 697 and are simply two different
broadcaster’s video-based commentary streams of the same live event, to multiple
different users over individual connections. Ex.1001 4684; see Ex.1015, 451, Figs.
4, 5. Thus, a POSA would have understood Herzog to disclose a system that does
not provide score information in the first copies of live streams of digital content
provided via video internet communication channels. Ex.1001 9683-84.

5. Dependent Claim 4
a. Limitation 4.0

See Claim 2. §VIIL.C.3, supra.

b. Limitation 4.1

See Limitation 1.1. §VIII.C.2.b, supra.
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C. Limitations 4.2-4.3
Herzog discloses these limitations for the same reasons as discussed in section
VIII.C.2.d, supra. Specifically, Herzog in view of Ellis discloses providing
individual copies, to multiple different users, of multiple different broadcaster’s live
streams of digital content, related to the same game, over individual “video” Internet
communication channels. §§VIII.C.2.d, VIII.C.3, supra; Ex.1001 §9685-88.

d. Limitation 4.4

See Limitation 1.6. §VIIL.C.2.1, supra.

e. Limitations 4.5-4.6

Herzog in view of Spivey and Ellis discloses these limitations. See
§§VIIL.C.2.h, VIII.C.3.a-b.

Both Herzog and Spivey further disclose transmitting the first score
information of the first event information to the second VCD of the previously
mentioned first/second plurality of VCDs. For example, in Spivey, the MQSD “may
push data from topic queues ... to the subscribers of the topics corresponding to
those topic queues.” Ex.1017 946. In Herzog, the meta-data is provided “to
users/consumers of the content.” Ex.1015 949, 51; see id. 474 (users receive the
meta-data “associated with ... a particular video channel”). Thus, a POSA would
have understood that Herzog and Spivey both disclose these limitations because both
disclose transmitting the first event/score information to multiple VCDs of the

first/second plurality of VCDs. Ex.1001 94/689-91.
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6. Dependent Claim 5
a. Limitation 5.0

See Claim 2. §VIIL.C.3, supra.

b. Limitations 5.1-5.2

Herzog in view of Spivey and Ellis discloses transmitting information via
individual communication channels between a socket and a first VCD of a
first/second plurality of VCDs who are watching the same event. §§VIII.C.2.h,
VIII.C.3.b, supra.

Ellis discloses chat information. Ex.1016 9132. Thus, a POSA would have
understood that Herzog in view of Spivey and Ellis discloses a system that transmits
and receives first/second chat information regarding the first/second live stream of
digital content. Ex.1001 4692-94; see also Ex.1016 126 (instant messaging).

Ellis, consistent with Herzog’s separate meta-data stream, also discloses
providing this event data and chat information on a separate channel to users.
Ex.1001 9695; Ex.1015 9949-53, 59-61, Fig. 5; Ex.1016 9939-41, Fig. 1. Ellis
discusses transmitting the video “broadcasts” over communication path 150 and
“game summary information, ... and any other sports-related information” over
communication path 152. Ex.1016 941; see §VIII.C.4.b. Consistent with Herzog,
Ellis provides that in “some embodiments, this sports-related information is
provided to user equipment 102 as a plurality of real-time data feeds.” Ex.1016 941;

Ex.1001 4695. Thus, a POSA would have understood that Herzog in view of Ellis
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and Spivey discloses transmitting via at least one first/second chat/system event
Internet communication channel between at least one first/second chat/system event
socket of the at least one socket server and the first VCD of the first/second plurality
of VCDs. Ex.1001 9695.

Herzog in view of Spivey and Ellis discloses a socket specifically designated
for chat information. Ex.1001 9696. Spivey, for example, discloses a first/second
chat/system event socket corresponding to the first/second chat information. See
§VIIL.B.5.

7. Dependent Claim 6
a. Limitation 6.0

See Claim 5. §VIIIL.C.6, supra.

b. Limitation 6.1

See Limitation 1.1. §VIII.C.2.b, supra.

C. Limitations 6.2-6.3

See Limitations 4.2-4.3. §VIII.C.5.c, supra.

d. Limitation 6.4

See Limitation 1.6. §VIIL.C.2.1, supra.

e. Limitations 6.5, 6.7

See Limitations 4.5-4.6. §VIII.C.5.e, supra.

f. Limitations 6.6, 6.8

See Limitations 5.1-5.2. §VIII.C.6.b, supra; Ex.1001 §9697-702.
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8. Dependent Claim 7
a. Limitation 7.0

See Claim 1. §VIIL.C.2.

Additionally, Herzog in view of Spivey and Ellis discloses this limitation.
Ex.1001 9703. Herzog and Spivey both disclose a memory system, including a
database, communicatively coupled to the ERP server (control server). Id. The *697
explains that the database must be capable of storing “information.” See Ex.1006,
17:38-45. Thus, a POSA would have understood that the ’697’s database is a generic
server where an organized collection of structured data is stored. Ex.1001 703.

Herzog explains that first the meta-data (event information) is “sent to the
ERP server.” Ex.1015 967. Second, the client requests and “receives the HLS video.”
1d q73. Third, a “user initiates a request for meta-data that is associated with the
VITC time stamp of a particular video channel on the display of the video player.”
1d. §[74. Only then, does Herzog’s ERP Server in “response to the request [for meta-
data]” “transmit[] the meta-data with a corresponding .JSON time stamp of the live
event.” Id. 4974-76. Thus, Herzog’s ERP server stores the meta-data until a user
requests the data. Ex., 1001 4704; see Ex.1015 4967-77. This information would be
organized and stored on a “database,” because “functions relating to” distributing
content “may be implemented on computers” that implement “database functions.”

Ex.1001 9704; Ex.1015 9483, 85-86 (all servers contain a “data storage” that can be
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“implemented in a distributed fashion on a number of similar platforms™). Thus, a
POSA would have understood that Herzog’s database discloses memory systems
including a database communicatively coupled to the control servers. Ex.1001 §704.

b. Limitations 7.1-7.7

Herzog in view of Spivey and Ellis discloses these limitations. Ex.1001 4705.
These limitations require a control server to retrieve first event data for the first live
sporting event including at least one of an event identifiers (e.g., source ID, topic
label), a status of the live event, progress details, a date and/or time, and event
participation data as explained above. Ellis discloses retrieving, among other data,
at least the time remaining (progress details), quarter (status), down, and yards
remaining. Ex.1016 972, Fig. 4. Ellis also discusses providing a “program schedule”
(date/time), source ID (event identifier), and type of event, e.g., “college football.”
Ex.1016 93, Figs. 2B, 22. Additionally, Herzog also retrieves meta-data including
time information (date and/or time), “varying parameters regarding the status of each
car and driver in the race” (progress details/score), “lap number” (status), “car speed
and acceleration” (participant data). Ex.1015 9917, 45, 58. Spivey discloses
retrieving, among other data, at least a score, an injury, an error, a name of the player
that scored or made a play (participant data). Ex.1017 966. The 697 explains that

this limitation is broad and meant to include the disjunctive or conjunctive reading.

80



Petition for Inter Partes Review of U.S. Patent No. 10,425,697

Ex.1006, 56:39-57:10. Thus, Herzog in view of Spivey and Ellis discloses these
limitations. Ex.1001 705; see §VIII.C.2.e, supra.

C. Limitations 7.8-7.9

Herzog in view of Spivey and Ellis renders this limitation obvious. Ex.1001
9706. Normalizing the date/time means “converting” the event data “from UTC to
EST/EDT” i.e., a “particular reference frame.” Ex.1006, 47:41-61. In any system
that provides event data about multiple different live events to users that are not
restricted geographically, such as the system presented in this ground, a content and
meta-data distribution system of multiple live events, it would have been obvious
and standard to first convert the time stamps to a local time before storing/providing
the data, i.e., normalize the date and/or time of the first live sporting event to a
reference standard time. Ex.1001 4706.

Normalizing, i.e., converting, would have been particularly obvious in this
content distribution system, where Ellis contemplates using this data to allow users
to place bets. Ex.1016 413; Ex.1001 94707. A POSA would have structured such a
system to reduce formatting and conversion errors, such that as many conversions
as possible would be under the control of the centralized system, e.g., the database,
rather than at the user device level. Ex.1001 4707 (allowing user device to convert
and thus set betting ticket entry time could lead to users placing bets during time

frames when bets should be disabled, e.g., after betting window ended). Herzog
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discloses storing the first event data, including the normalized date and/or time in
the database. §VIII.C.8.a, supra. Thus, Herzog in view of Spivey and Ellis render
this limitation obvious. Ex.1001 707.

0. Dependent Claim 8
a. Limitation 8.0

See Claim 7. VIIL.C.8, supra.

b. Limitations 8.1-8.2

Herzog in view of Spivey and Ellis’s system contains progress details and
event participant data of the first live sporting event and would normalize/store this
information and store it for the same reasons as stated above. §VIII.C.8, supra;
Ex.1001, 9708-09.

10. Dependent Claim 9
a. Limitation 9.0

See Claim 7. §VIIL.C.8, supra.

b. Limitation 9.1

Herzog discloses that the system provides racer’s “status of each car and
driver in the race” including “lap number, car speed and acceleration, tire pressure,
etc.” as well as “many as 50 different parameters that are available.” Ex.1015 945.
If this doesn’t disclose a score, then it would have been obvious to track the score in
a sporting event. Id. §83; Ex.1001, §710-11. Also, Ellis discloses this function,

providing “detailed game information,” which includes the score:
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Ex.1016 972, Fig. 4; see Ex.1001 q711. Moreover, Spivey discloses providing the
score. Ex.1017 948, Fig. 10; Ex.1001 4711. Thus, a POSA would have understood
that Herzog, Ellis, and Spivey all disclose progress details, i.e., one or more items
about a moment in a live event, that include the first score information. Ex.1001
q711.

C. Limitation 9.2

Herzog and Ellis disclose a control server (ERP Server) periodically retrieving
real-time information from the event information provider (ERP Gen Server) that

includes progress details. See Ex.1015 948-50; see also, Ex.1017 448 (score, play,
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error, and at-bat updates); §§VIIL.C.2.e, VIII.C.10.b, supra; Ex.1001 §712. The only
remaining portion of this limitation is that the system needs to “update the first event
information.” This requires that the system update the database of Claim 7 with the
progress details that were just retrieved, including score information. Ex.1001 q712.
Herzog in view of Spivey and FEllis discloses this limitation for the same reasons it
discloses “stor[ing] the first event data ... in the database.” Ex.1001 9712;
§VIIL.C.10.a, supra.

d. Limitation 9.3

Herzog in view of Spivey and Ellis discloses this limitation. Ex.1001 §713. A
POSA would have understood that this limitation requires that for each first event
information update at the control server, the control server readies a delayed message
including the first score information, that will be processed and sent to the socket
server’s first event socket in turn. Ex.1001 713.

Likewise, Herzog’s ERP server delays updates to the Origin (socket) server.
Ex.1001 9714. For example, the ERP server receives all the meta-data from the ERP
generator server. See Ex.1017 950. The ERP server cannot stream all the retrieved
data to the origin server, however, because some of the meta-data is sensitive
competition data, e.g., tire pressure. /d.; Ex.1001 4714 (comparing this information
to advanced analytics). Thus, the ERP server must first “filter and eliminate contents

of meta-data.” Id. Only afterwards, can the ERP server provide the delayed
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information update to the origin server/MQSD, i.e., the socket server. Id. Thus, a
POSA would have understood that this meta-data (score information) update is an
asynchronous message that includes the updated meta-data that is transmitted to the
origin server/MQSD (first event socket). Ex.1001 714.

IX. SECONDARY CONSIDERATIONS OF NON-OBVIOUSNESS

Petitioner is unaware of any evidence of secondary considerations that have a
nexus to the claimed inventions that would overcome the Petition’s showing of
obviousness. Ex.1001 9768. Indeed, the number of “[iJndependently made,
simultaneous inventions, made within a comparatively short space of time, are
persuasive” “indicia of obviousness.” Geo. M. Martin v. Alliance Machine, 618 F.3d
1294, 1304-1305 (Fed. Cir. 2010) (quotations omitted).

X.  THE BOARD SHOULD NOT EXERCISE DISCRETIONARY
DENIAL

A. The 697 Has Not Been Subject to a Prior Petition

The 697 has not been subject to any prior IPR or PGR petitions. Thus, this is
not a “follow-on” petition and there is no basis for the Board to exercise its discretion
to deny the Petition under 35 U.S.C. §314(a) and 37 C.F.R. §42.108(a). General
Plastic Industrial Co. v. Canon Kubushiki Kaisha,IPR2016-01357, Paper 19 (PTAB

Sept. 6, 2017).
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B. Fintiv

Petitioner has stipulated to PO that if this IPR is instituted, Petitioner will not

pursue invalidity on the grounds raised here or on any other ground that reasonably

could have been raised in this IPR. Ex.1021. Thus, the Board should not exercise

discretionary denial. Ex.1013.

XI. CONCLUSION

For the foregoing reasons, Petitioner respectfully requests that the Board

institute IPR and cancel the Challenged Claims.

Date: August 22, 2024

Respectfully submitted,

/s!/ W. Todd Baker
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