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(57) ABSTRACT 

A cellular phone in which a data Storage means can be 
installed while meeting the requirements for a compact and 
lightweight design, imposed on the cellular phone, different 
types of batteries are Selectively used on the basis that a 
battery used in the cellular phone is removable. That is, 
when a data Storage means is to be additionally provided in 
the cellular phone, a battery having Such a Specially 
designed Structure that can be installed together with a data 
Storage memory in the cellular phone, is used with the 
cellular phone. When the cellular phone should preferen 
tially be compact and lightweight, a Standard battery con 
forming to the compact design requirement is used with the 
cellular phone. 

2 Claims, 6 Drawing Sheets 
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CELLULAR PHONE IN WHICH MEMORY IS 
REMOVABLY INSTALLABLE DUE TO THE 

REMOVABILITY OF BATTERY, AND 
BATTERY RECHARGER CAPABLE OF 

SUPPORTING DATE WRITE TO CELLULAR 
PHONE MEMORY 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application claims the benefit of Japanese application 
No. 2000-91302, filed Mar. 29, 2000, which is hereby 
incorporated by reference. 

BACKGROUND OF THE INVENTION 

The present invention relates to a cellular phone and 
battery recharger for use with the cellular phone, and more 
particularly to a cellular phone in which a memory can be 
installed freely removably and a battery recharger for charg 
ing a rechargeable battery used with the cellular phone and 
also capable of Supporting data write to the memory of the 
cellular phone. 

It should be noted that the cellular phone referred to 
herein includes, in addition to an analog or digital cellular 
phone, a personal handyphone system (PHS), a cordless 
handset used for wireleSS communication with a Stationary 
telephone Set, and the like. 

Recent cellular phones include phones with a removable 
battery pack (Japanese Unexamined Patent Publication No. 
11-187095), phones in which a memory card is used for the 
registration of phone numbers (Japanese Patent Publication 
2000-32169), phones adapted to rewrite an incoming call, 
phones adapted to provide three chords, phones adapted to 
provide a variety of Voice tones, etc. 

SUMMARY OF THE INVENTION 

A cellular phone having a music player or the like 
installed integrally therein is also possible as an extension of 
the above cellular phones. However, the addition of a 
function Such as the music player or the like to the functions 
already installed in the cellular phone, creates a cellular 
phone with larger dimensions and weight. Furthermore, for 
a data recording medium having to be added for the music 
player opposes the requirement for a compact and light 
weight design of the cellular phone. Namely, it is a technical 
problem how an additional data Storage means Such as 
recording medium should be installed in a cellular phone 
while meeting the requirement for the compact and light 
weight design of the cellular phone. 

Accordingly, the invention overcomes the above 
mentioned drawbacks of the prior art by providing a com 
pact and lightweight cellular phone adapted for installation 
of a data recording medium. Furthermore, the invention 
provides a battery recharger Suitable for use with Such a 
cellular phone. 

The cellular phone of the invention includes a phone body 
in which a memory is removably installed where the battery 
is removably installed. Therefore, if it is desired to addi 
tionally provide a data Storage function to the cellular phone, 
a data Storage memory and a battery Specially designed to 
install the memory to the cellular phone should be used with 
the cellular phone. When the cellular phone needs to be 
compact and lightweight, a Standard-type battery meeting 
the requirement for the compact design should be used in the 
cellular phone. By using the battery, it is possible to meet the 
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2 
requirements for a compact and lightweight cellular phone 
while installing data Storage means in the cellular phone. 

Also, to provide a compact and lightweight cellular phone 
having a playback unit Such as a music player installed 
integrally therein, a means for reading data from the memory 
and providing a reproduced Sound should additionally be 
provided in the cellular phone. In this case, with music data 
or the like held in the memory, the data is read from the 
memory and a Sound corresponding to the data is reproduced 
and outputted. Thus, the cellular phone will function as a 
player when the memory is installed. 

Further, the battery recharger according to the present 
invention has a receiving unit on or from which the cellular 
phone having a battery to be charged is set or removed. The 
receiving unit is designed Such that any of the above 
mentioned cellular phones according to the present inven 
tion can be freely set or removed on or from the receiving 
Seat while having the battery installed in place. Also, the 
battery recharger is provided with a data transmission con 
nector enabling a connection to an external unit. This battery 
recharger permits to enter data from an external unit via the 
data transmission connector, and transfer the data to the 
cellular phone with the battery being charged for writing to 
the memory. Since the data transmission connector for 
connection to the external unit has to be one conforming to 
the general Standards, the design is much limited against the 
compactness. However, Since the data communication 
means for use between the cellular phone and battery 
recharger may be arbitrarily Selected, the cellular phone can 
be designed more compact. Using the battery recharger 
provided with a transmission connector, that is a Standard 
compliant product to Support data transfer, Such as music 
data, etc., data can be sent from a general-purpose external 
unit to the cellular phone and written to the memory installed 
in the cellular phone. Thus making it unnecessary to use any 
Standard-compliant product that is not Suitable for the com 
pact design of the cellular phone. Thereby, the cellular phone 
will also function as a recorder/player when it is Set on the 
battery recharger while keeping the memory installed in 
place therein. Also, Since the cellular phone can thus record 
data while its battery is being charged, So the user may not 
have to be worry about the current potential level of the 
battery. Thus, the present invention meets the requirement 
for the compact and lightweight design by providing a 
battery recharger Suitable for use with the cellular phone and 
in which the data Storage can be installed. 

These objects and other objects, features, aspects and 
advantages of the present invention will become more 
apparent from the following detailed description of the 
present invention when taken in conjunction with the 
accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1A to 1F, 2 and 3 show the cellular phone and 
battery recharger according to a first embodiment of the 
present invention. FIG. 1A is a front view of the body of the 
cellular phone; 

FIG. 1B is a rear view of the cellular phone body; 
FIG. 1C is a right side elevation of the cellular phone 

having a Standard-type battery unit installed thereto; 
FIG. 1D is a right side elevation of the cellular phone 

having a Special battery unit installed thereto; 
FIG. 1E is a perspective view of the special battery unit; 
FIG. 1F is a perspective view of a memory card; 
FIG. 2 is a block diagram of the cellular phone, Special 

battery unit, recharger, memory card, and a personal com 
puter, 
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FIG. 3 is a right side elevation of the cellular phone set in 
the battery recharger, 

FIG. 4A is a right side elevation of a variant of the first 
embodiment of the cellular phone according to the inven 
tion; 

FIG. 4B is a right side elevation of another variant of the 
first embodiment of the cellular phone according to the 
invention; 

FIGS. 5A and 5B show the cellular phone and battery 
recharger according to a Second embodiment of the present 
invention, in which FIG. 5A is a side elevation of the cellular 
phone having a special battery unit installed, and FIG. 5B is 
a block diagram of the cellular phone and Special battery 
unit, 

FIGS. 6A to 6D show the cellular phone and battery 
recharger according to a third embodiment of the present 
invention, in which FIG. 6A is a right side elevation of the 
cellular phone having a battery adapter installed, FIG. 6B is 
a perspective View of the battery adapter from the lower 
right, FIG. 6C is a perspective view of the battery adapter 
from the lower right, and FIG. 6D is a block diagram of the 
cellular phone and battery adapter installed, and; 

FIGS. 7A to 7D show the cellular phone and battery 
recharger according to a fourth embodiment of the present 
invention in which FIG. 7A is a right side elevation of the 
cellular phone having a Special battery unit installed, FIG. 
7B is a rear view of the cellular phone body, FIG. 7C is a 
perspective view of the special battery unit, and FIG. 7D is 
a block diagram of the cellular phone and Special battery 
installed. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

The embodiments of the invention will be explained with 
reference to the accompanying drawings. 
First Embodiment 
As shown in FIG. 1D, and FIGS. 2 and 3, the cellular 

phone 10, includes a phone body 14 capable of wireless 
communications (see FIGS. 1A and 1B), and a battery pack 
30 installable in the phone body 14 (special battery unit, 
removable) (see FIGS. 1D and 1E). A battery pack 3 
(standard battery, removable) is also installable in place of 
the battery pack 30 in the phone body 14 as shown in FIG. 
1C. 
As shown in FIG. 1A, the phone body 14 has an antenna 

11 (wireless communication means) placed at the top 
thereof, speaker 12 (Sound output means), LCD 13 (liquid 
crystal display or display means), keyboard 15 (operating 
means), a microphone 16 (voice input means), etc. provided 
on the front Side thereof for easy Speaking and dialing. In 
addition, the phone body 14 has an earphone connector etc. 
provided appropriately on the lateral side or bottom Side 
thereof (not shown). Further, the phone body 14 has formed 
on the rear side thereof (see FIG. 1B) a stepped battery fixing 
area in which the battery pack 3 (30) is to be installed. As 
shown, the battery fixing area occupies Substantially half of 
the rear Side of the phone body, and has provided thereon 
engagement guides 17 (two, right and left in the illustrated 
example), and contact terminals 18 (current-carrying portion 
and data transmission means) (six as in the illustrated 
example). 

The battery pack 3 (30) houses a rechargeable battery 
body 35 such as a nickel-cadmium battery, lithium ion 
battery or the like as shown in FIG. 2. The battery pack 3 
(30) further provides abutments 33 (two, right and left) on 
the rear side thereof (at which the battery pack is to be fixed 
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4 
to the phone body 14) corresponding to engagement guides 
17, and contact terminals 32 as shown in FIG. 1E. For easy 
attachment and detachment from phone body 14, abutments 
33 are formed so that battery pack 3 (30) can be aligned at 
the upper end thereof with the lower end of the phone body 
14, and slid with abutments 33 until battery pack 3 (30) does 
not go any more and battery pack 3 (30) is locked lightly at 
the inner end of the stroke. The contact terminals 32 are 
disposed correspondingly to the contact terminals 18 to 
provide an electrical connection with the latter when the 
battery pack 3 (30) is securely fixed to the phone body 14. 
Either contact terminals 32 or 18 or both are adapted to serve 
as Spring. Also, contact terminals 32 are turned at a right 
angle at the bottom end of the battery pack 3 (30) and extend 
to the bottom end face of the battery pack 3 (30), perpen 
dicular to the fixing surface of the battery pack 3 (30). This 
assures an electrical connection with contact terminals 52 of 
a battery recharger 50, which will be described later. 

Note that contact terminals 32 of the battery pack 3 have 
two contact terminals 18a connected to power lines Vdd and 
Vss, respectively, inside the phone body 14. On the other 
hand, the contact terminals 32 of the battery pack 30 are 
identical in number to the contact terminals 18 (six as shown 
in FIG. 1E). Also, different from the battery pack 3, the 
battery pack 30 has a memory card slot 31 (memory recep 
tion means) formed therein and in which a memory card 40 
can removably be inserted (see FIGS. 1D and 1E), and a 
memory access circuit 36 built therein (see FIG. 2). 
As shown in FIG. 1F and FIG. 2, the memory card 40 

encases a memory 42 Such as a nonvolatile and higher 
integrated flash memory. When the memory card 40 is 
inserted into the memory card slot 31, contact terminals 41 
will be electrically connected with contact terminals 34 
provided in the memory card slot 31 as shown in FIG. 2. 
As shown in FIG. 2, inside the batter pack 30, the contact 

terminals 34 are connected to the memory access circuit 36. 
The memory access circuit 36 is connected to Some of the 
contact terminals 32 (two in the illustrated example), and 
also includes a Serial-parallel converter. Thus, memory 
access circuit 36 accesses memory 42 via a large number of 
contact terminals 34 and 41 to write or read data to or from 
the memory while making a Serial data communication with 
the phone body 14 via a small number of contact terminals 
32 and 18. 
As shown in FIG. 2, the battery recharger 50 has a 

charging circuit 53 including a rectification circuit, Step 
down circuit, etc. to produce a predetermined charging 
Voltage from a commercial power. The charging circuit 53 
has an output line to which the contact terminals 52 (two in 
the illustrated example) are connected. When the cellular 
phone 10 is set in the battery recharger 50, the contact 
terminals 52 will be electrically connected to the contact 
terminals 18 of the phone body 14 and power lines Vdd and 
VSS Via corresponding contact terminals 32 of the battery 
pack 30. This is the same as with the common battery 
rechargers. AS shown in FIG. 3, however, battery recharger 
50 according to the present invention has formed thereon a 
wide receiving area that even the cellular phone 10 having 
battery pack 30 installed thereon which is larger than battery 
pack 3 can be set and removed just by lifting it up. 
As shown in FIG. 3, battery recharger 50 further has 

provided on the outer surface thereof a modular jack 51 (data 
transmission connector) compliant to the general-purpose 
serial data communications standards Such as USB or IEEE 
1394. The modular jack 51 has terminals (see FIG. 2) which 
are internally connected to additional contact terminals 52 
provided separately from the contact terminals 52 for the 
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charging circuit 53. When the cellular phone 10 is set in the 
battery charger 50, the additional contact terminals 52 (two 
in the illustrated example) will also have an electrical 
connection to the contact terminals 18 of the phone body 14 
via terminals 32 of the battery pack 30. 
As shown in FIG. 2, there is provided inside the phone 

body 14 a wireless communication circuit 21 provided with 
a modem or the like to transmit or receive data wirelessly to 
or from a base Station via the antenna 11. A keyboard 
interface (KBD-I/F) 25 to enter control information to the 
keyboard 15, and a voice input circuit 26 provided with an 
A/D converter or the like to capture a Voice from a talker or 
user by means of the microphone 16 are also provided. 
When the cellular phone 14 is set in the battery recharger 50, 
these circuits and those which will be described below will 
be Supplied with an operating power from the battery body 
35 via power lines Vdd and Vss. 

Also, as shown in FIG. 2, the phone body 14 incorporates 
a digital signal processor (DSP) 24 to control and drive the 
above circuits appropriately and effect various operations 
and Sequences Such as necessary communication procedure 
and calling in order to Support conversation between the 
phone Subscribers or users. The digital Signal processor 24 
has installed the rein a conversation routine 24 a 
(conversation means) to execute operations for a 
conversation, and a key input routine 24e to Support input 
made by operation of the keyboard 15. Further, phone body 
14 incorporates an internal memory 23 Such as a flash 
memory or RAM, accessible for data write or read from the 
DSP 24, and which holds its own phone number, some 
phone numbers of automatically dialed destinations and 
provisionally store data necessary for each operation and 
control. The internal memory 23 is smaller in both size and 
capacity than the aforementioned memory 42. 

Moreover, as shown in FIG. 2, the phone body 14 has 
provided therein a data communication circuit 27 making a 
Serial data communications with memory access circuit 36 
via contact terminals 18. Communication circuit 27 permits 
Writing or reading data to or from the memory 42 Such as 
music data, reproduce it and deliver the reproduce the Sound 
out of Speaker 12. Additionally, a data reading routine 24c is 
installed in the DSP 24 to control the data communication 
circuit 27 to read music data Sequentially from the memory 
42. A playback routine 24b is also installed in the DSP24 to 
expand or decode music data passed from the data reading 
routine 24c at a proper time according to predetermined data 
compression and expansion Standards Such as MP3 of the 
MPEG standard, thereby reproducing digital data. Also a 
Scale generation circuit 22 provided with a synthesizer 
circuit etc. and a demodulation circuit etc. for pulse code 
modulation (PCM) Signals to convert digital data consecu 
tively passed from the playback routine 24b to an analog 
Sound Signal and drive the Speaker 12 with the analog Sound 
Signal. 

Furthermore, as shown in FIG. 2, phone body 14 has a 
data transfer routine 24d installed in the DSP 24, and the 
data communication circuit 27 is adapted to Support a Serial 
data communication via modular jack 51 through contact 
terminals 18 other than for memory access and correspond 
ing contact terminals 32 and 52 as well. With the program 
processing according to the data transfer routine 24d, com 
pressed music data can be downloaded from an external unit 
connected to the modular jack 51, Such as a personal 
computer 60 and transferred to the memory 42 to rewrite or 
add data in the memory card 40. 
The cellular phone 10 and battery recharger 50 according 

to the first embodiment of the present invention are to be 
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6 
used and function as will be described below. The cellular 
phone can be used for conversation (normal mode) alone, for 
both conversation and audio playing, and also for audio 
recording. 

These modes of operation for such functions will be 
described in that order. 

First, for the purpose of conversation, the cellular phone 
10 is to be used with the battery pack 3 installed to the phone 
body 14 as shown in FIG. 1C. When used in this mode of 
operation, the cellular phone 10 can be most compact and 
lightweight, and thus has an outstanding portability. The 
user of the cellular phone 10 operates keyboard 15 and 
others appropriately to have a conversation with a perSon at 
the other end by making a call, responding to a call, talking 
to the microphone 16 or the like, and listening to a Sound 
from the Speaker 12. The operation and conversation are 
supported by keyboard 15, keyboard interface KBD-I/F 25, 
key input routine 24e, microphone 16, Voice input circuit 26, 
Speech communication routine 24a, wireleSS communica 
tion circuit 21, antenna 11. The necessary power for the 
operation and conversation is Supplied from the battery pack 
3. Battery pack 3 houses battery body 35, but not memory 
access circuit 36. In this case, data communication circuit 27 
and the routines 24b, 24c and 24d of the DSP 24 will not 
work in the phone body 14. 

Next, for the audio player to function of the cellular phone 
10, battery pack 30 is to be installed to the phone body 14 
and memory card 40 having memory 42 is to be inserted in 
the memory card slot 31, as shown in FIG. 1D. Memory 32 
has pre-Selected music data recorded in a predetermined 
compressed form. In this mode of operation, the cellular 
phone 10 will has a slightly larger volume and weight than 
in the above-mentioned Speech-only mode. However, the 
portability of the cellular phone 10 is rather superior to that 
of a cellular phone and an audio player Separated from each 
other. The conversation function of the cellular phone 10 
may be used as in the above case. 

Battery pack 30 houses memory access circuit 36 as well 
as the battery body 35. Thus, memory 42 can be accessed by 
the data communication circuit 27 and the like, and the 
playback routine 24b, and data reading routine 24c of the 
DSP24 can be executed. For using the audio player function 
of the cellular phone 10, the user operates keyboard 15 in a 
Specified manner, Selects desired music data while checking 
the guide instructions on the display 13, and designates to 
reproduce the Selected music data. 

Then, the music data is read from the memory 42 accord 
ing to data reading routine 24c and supplied to DSP 24 via 
memory access circuit 36 and data communication circuit 
27. The data is expanded and decoded according to the 
playback routine 24b, converted to a digital form which can 
be processed by the Scale generation circuit 22, and further 
converted to an analog form by the Scale generation circuit 
22. Thereafter, the music data is heard as a reproduced Sound 
from Speaker 12. To listen to any other music data, the 
memory card 40 is removed, and another memory card 
having other music data Stored therein is used as indicated 
above. In this way, music data can easily be reproduced for 
listening. 

Finally, for the audio recorder function of the cellular 
phone (as shown in FIG. 3), the battery pack 30 is to be 
installed to phone body 14, memory card 40 is to be inserted 
in memory card slot 31 formed in the battery pack 30. Thus, 
the cellular phone 10 with the battery pack 30 is to be set in 
the battery recharger 50, and a data processor capable of 
transmitting music data in a predetermined compressed 
form, for example, the personal computer 60, is to be used. 
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An interconnecting cable 61 of the personal computer 60 is 
to be connected to the modular jack 51 of the battery 
recharger 50. Then, in the phone body 14, it is detected by 
the data communication circuit 27 when a Serial communi 
cation with the personal computer 60 is possible, and the 
data transfer routine 24d of the DSP 24 is also enabled. 
When music data is transmitted by operating the personal 

computer 60, the data is supplied to the DSP24 via the cable 
61, modular jack 51, contact terminals 52, contact terminals 
32, contact terminals 18 and data communication circuit 27. 
The data is written to memory 42 Via data communication 
circuit 27, other contact terminals 18, contact terminals 32, 
memory access circuit 36, contact terminals 34 and contact 
terminals 41 according to the data transfer routine 24d of 
DSP 24. 

In this mode of operation, carrying of the cellular phone 
10 is limited but music data can conveniently be recorded 
and edited while the battery body 35 in the battery pack 30 
is being charged. There is no fear that the battery potential 
runs short during this operation. 
AS shown above, Since the functions of the cellular phone 

10 and battery recharger 50 according to the present inven 
tion can be Selectively used due to a choice of combinations, 
the phone body 14, battery packs 3 and 30, battery recharger 
50, cellular phone 10 and battery recharger 50 will come in 
handy to all users who prefer a compact and lightweight 
feature. Furthermore, complex and multiple functions, Selec 
tive use of the conversation and audio playing and recording 
functions depending upon a time and place can be attained. 
To meet a demand for a longer playback of music data, 
battery body 35 in battery pack 30 may be increased in 
capacity, which however will add to the volume and weight 
of the battery pack 30. Even in this case, the user can freely 
Select to use the larger capacity battery or the other. 
Variant of the First Embodiment 

FIG. 4A is a side elevation of a variant of the first 
embodiment of the cellular phone according to the present 
invention. As shown, cellular phone 10 includes the battery 
pack 30 designed to be nearly as long as phone body 14 in 
order to increase the capacity of the battery body 35. In this 
case, the thickness and weight of the cellular phone 10 are 
averaged along the length of the phone body 14, So this 
cellular phone 10 is easy to hold in hand and esthetically 
Smart. 
Another Variant of the First Embodiment 

FIG. 4B is a side elevation of another variant of the first 
embodiment of the cellular phone according to the present 
invention. The cellular phone 10 shown in FIG. 4B is of the 
type having a foldable phone body 14, to which the present 
invention is applied. The battery pack 30 is installed only to 
a lower one of the two split parts of the phone body 14. 
When in the folded state, the cellular phone 10 will be 
further compact. 
Second Embodiment 
As shown in FIGS. 5A and 5B, cellular phone 10 and 

battery recharger 50 according to the second embodiment of 
the present invention differ from the first embodiment in that 
memory 42 is built in battery pack 30, and data compression 
circuit 54 (data conversion means) is additionally provided 
in battery recharger 50. 

In this embodiment, since memory 42 is provided in the 
battery pack, and not in the memory card 40 as in the first 
embodiment, memory card slot 31 and contact terminals 34 
and 41 are unnecessary to battery pack 30. Thus the battery 
pack 30 can be designed to be Substantially the same or 
Slightly larger in size as the battery pack 3. Further, the data 
can be changed by using personal computer 60 or the like Via 
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8 
modular jack 51 of the battery recharger 50 although the 
memory card 40 cannot be replaced with another one as in 
the first embodiment. 

Furthermore, data compression circuit 54 is provided 
between modular jack 51 and contact terminals 52, so that 
data is compressed in a form corresponding to the data 
expansion according to the playback routine 24b. Thus, by 
acquiring digital data to be compressed into battery 
recharger 50 via modular jack 51, and processing it in data 
compression circuit 54, it is possible to transfer and write a 
digital output from an ordinary audio player Such as a CD 
player 70 to memory 42 as in the case where the personal 
computer 60 is used. 
Third Embodiment 
As shown in FIGS. 6A to 6D, cellular phone 10 and 

battery recharger 50 according to the third embodiment of 
the present invention are different from the first embodiment 
in that battery pack 30 is split into a battery adapter 80 
provided with memory access circuit 36, memory card Slot 
31, and battery pack 3 incorporating battery body 35. This 
embodiment may be regarded as having battery adapter 80 
additionally provided where the phone body 14 and battery 
pack 3 are to be installed (see FIG. 6A). 
As shown in FIG. 6B, battery adapter 80 has the same 

surface for fixation to the phone body 14 and lower end face 
as those of the battery pack 30 of the first embodiment. The 
abutments 33 and contact terminals 32 are provided on the 
fixation Surface and lower end face as shown in FIG. 6B. 
Similar to the battery fixing surface of the phone body 14, 
the side of the battery adapter 80 opposite to the fixation 
Surface has provided thereon engagement guide 17 and only 
two contact terminals 81 corresponding to the contact ter 
minals of the battery pack 3, as shown in FIG. 6C. 
When the cellular phone 10 according to this embodiment 

is used only for the purpose of conversation, battery adapter 
80 is to be removed and battery pack 3 is installed directly 
to phone body 14 as shown in FIG. 1C. 
When the cellular phone 10 is used for audio playing 

(audio player and recorder), battery adapter 80 is to be first 
installed to a portion of the phone body 14 where the battery 
pack 3 is to be removably installed. Then battery pack 3 is 
to be installed to battery adapter 80 as shown in FIG. 6A. 
When the user wants to hear a music data or the like from 
the cellular phone 10, he or she is to insert the memory card 
40 having that music data recorded therein into the memory 
card slot 31 in the battery adapter 80. The Subsequent 
operations is Same as in the above. 

Also with the third embodiment, the user can have a 
choice of combinations of phone body 14, battery adapter 80 
and battery pack 3 as above. Further, Since only one battery 
pack of the Standard type will do in this embodiment, it can 
be said that manufacturing costs and apparatus weight can 
be reduced relatively easily. 
Fourth Embodiment 
As shown in FIGS. 7A to 7D, cellular phone 10 and 

battery recharger 50 according to the fourth embodiment of 
the present invention differ from the first embodiment in that 
memory card 40 is provided between phone body 14 and 
battery pack 30 so as to be removably installable where the 
battery is to be installed. 

Thus, memory access circuit 36 is provided in phone body 
14, not in battery pack 30 as in the first embodiment, and 
contact terminals 34 are provided on the battery fixing 
Surface of the phone body 14, not deep in the memory card 
slot 31 of the battery pack 30. Owing to this modification, 
not all the contact terminals 18 and 32 provided between the 
data communication circuit 27 and memory access circuit 36 
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are required, that is, only four contacts 18 and 32 are 
provided in total as shown. 

Furthermore, battery pack 30 has formed on the surface 
thereof a recess 37 large enough to receive the memory card 
40. Also a spring 38 to force the memory card 40 towards 
phone body 14 for an electrical connection between the 
contact terminals 41 of the memory card 40 and the contact 
terminals 34 of the phone body 14 is provided on recess 37. 
Note that the spring 38 may be any other elastic member, for 
example, rubber. 
When the cellular phone 10 according to the fourth 

embodiment is used only for conversation, the battery pack 
3 or 30 may be installed to phone body 14. In this case, since 
battery pack 30 is designed to be slightly bulky correspond 
ingly to recess 37, it will suffice to use only battery pack 30, 
not battery pack 3 along with it. 

Similarly, for the purpose of audio playing or recording, 
battery pack 30 is to be installed to the phone body 14. 
Before this installation, memory card 40 should be attached 
to battery pack 30 by holding memory card 40 with contact 
terminals 41 at the front and upside and lightly pushing it 
into recess 37 of the battery pack 30 with care not to drop 
the memory card 40. 

Also in this case, the user can have a choice of appropriate 
combinations of phone body 14, battery packs 3 and 30, and 
memory card 40. Further in this case, since the battery pack 
is slightly swollen as viewed from outside even when the 
battery pack 30 is used as described above, the cellular 
phone 10 will be sufficiently compact as an audio player. 
Others 

Various embodiments of the cellular phone according to 
the present invention have been described. However, the 
present invention is not limited to Such embodiments but can 
be applied to any other portable apparatuses Such as PHS. 

Also, the fixtures for installing the battery pack 3 (30) to 
the phone body 14 are not limited to engagement guides 17 
and abutments 33 of the sliding type having previously been 
described, but they may be any other type Such as a hooking 
member. 

Further, the controlling and computing means for con 
trolling the communication and conversation functions in 
phone body 14 are not limited to DSP 24 but may be a 
general-purpose microprocessor which can process data at 
sufficiently high speed, or a dedicated logic circuit which is 
sufficiently small due to a high circuit integration. 

Also, data recorded in the memory 42 is not limited to 
music data but may be other data Such as conversation data, 
and the compression form is not limited to MP3 but may be 
left uncompressed unless recording time is a problem. 

In the aforementioned embodiments of the present 
invention, there are used six or four contact terminals 18 of 
phone body 14, six or four contact terminals 32 of the battery 
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10 
pack 30. However, the number of the contact terminals used 
is not limited to the above, but may be increased or 
decreased according to the communication protocols used in 
the data communication. Moreover, the communication data 
may be modulated or otherwise processed with an appro 
priate frequency discriminable from those of the Source 
voltage and current, and the contact terminals 18 and 32 are 
used in common for both the data communication and 
energization to Superpose data and power on each other or 
separate them from each other, whereby it is also possible to 
reduce the number of contact terminals used. 
As having been described in the foregoing, based on the 

fact that the battery can be removably installed to the phone 
body of the cellular phone according to the invention, 
different types of batteries can be selectively used for an 
intended purpose, thereby permitting use of the data Storage 
means while meeting the requirements for a compact and 
lightweight design of the cellular phone. 

Also, in the cellular phone adapted to work as a player 
when the memory is installed therein, a player Such as music 
player is integrally provided in the phone body while 
meeting the requirement imposed on the cellular phones for 
the compact and lightweight design. 

Moreover, the battery recharger according to the present 
invention is adapted to send data to a memory even with no 
standard-compliant connectors built in the phone body, 
whereby the battery recharger can have a data storage means 
provided therein without any opposition to the compact and 
lightweight design requirement and thus it can Suitably be 
used with the cellular phone. 
What is claimed is: 
1. A cellular phone comprising: 
a phone body capable of wireless communication; 
a battery removably installable so as to be contacted with 

the phone body via first contact terminals; 
a memory provided between the phone body and the 

battery so as to be put into contact with the phone body 
via second contact terminals provided on a battery 
fixing surface of the phone body when the battery is 
installed to the phone body; and 

a memory access circuit provided in the phone body and 
permitting access to the memory from the phone body, 
wherein a recess large enough to receive the memory 
on the fixing Surface of the battery is formed, and an 
elastic member is provided on the recess to force the 
memory towards the phone body. 

2. The cellular phone as set forth in claim 1, further 
comprising a playback means for reproducing a Sound based 
on data read from the memory. 
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