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FIG. 1-1 
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FIG. 1-2 
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CONFIGURING MOBILE STATION 
ACCORDING TOTYPE OF WIRELESS 
LOCAL AREA NETWORK (WLAN) 

DEPLOYMENT 

TECHNICAL FIELD 

0001. The technology described in this document gener 
ally relates to wireless local area networks. 

BACKGROUND 

0002 For ease of illustration, the various techniques dis 
closed in this document are discussed below in the context of 
IEEE 802.11-based wireless networking. This context is 
described in the IEEE 802.11 specifications for wireless local 
area network (WLAN) media access control (MAC) and 
Physical Layer (PHY). However, those of ordinary skill in the 
art, using the teachings provided in this document, may 
implement the disclosed techniques in other wireless net 
works. Accordingly, references to techniques and compo 
nents specific to IEEE 802.11 apply also to the equivalent 
techniques or components in other wireless network stan 
dards unless otherwise noted. 
0003 A WLAN is identified by its network name, which in 
IEEE 802.11 is known as a service-set identifier (SSID). An 
infrastructure basic service set (BSS) is defined in IEEE 802. 
11 as a single AP together with all its associated mobile 
stations, and is uniquely identified by its basic service-set 
identifier (BSSID). Since an AP is uniquely identified by its 
MAC address, the MAC address of the AP is typically used as 
the BSSID. BSSs may be connected to one another via net 
works denoted distribution systems (DS). Multiple DSs may 
be interconnected by routing devices. A subnetwork is a por 
tion of a network that shares a common address component 
and operates at Layers 1 and 2 (physical and data link) of the 
OSI (Open System Interconnection) reference model. On 
TCP/IP (Transmission Control Protocol/Internet Protocol) 
networks, subnetworks are all devices whose Internet Proto 
col (IP) addresses have the same prefix. Routers, and the 
process of routing, operate at Layer 3 (network) of the OSI 
reference model. In IEEE 802.11 an Extended Service Set 
(ESS) includes two or more BSSs that use the same SSID, and 
is uniquely identified by an extended service set identified 
(ESSID). 
0004. In order to enable a mobile station to be truly 
mobile, the mobile station is typically powered by a battery. 
Power consumption and battery drain are issues of concern. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0005. The technology described in this document is illus 
trated by way of example and not limitation in the figures of 
the accompanying drawings, in which like reference numer 
als indicate corresponding, analogous or similar elements, 
and in which: 
0006 FIG. 1-1 is an illustration of an example single 
access point (AP) wireless local area network (WLAN) 
deployment; 
0007 FIG. 1-2 is an illustration of an example multiple 
AP WLAN deployment, where each access point (AP) is 
configured separately from the other access points in the 
WLAN deployment, and where each AP comprises its own 
dynamic host configuration protocol (DHCP) server; 
0008 FIG. 1-3 is an illustration of another example mul 
tiple-APWLAN deployment, where each AP is configured by 

Oct. 11, 2012 

a central controller, and where one or more centralized or 
distributed DHCP servers are coupled to the multiple APs in 
the WLAN deployment: 
0009 FIG. 2 is a flowchart illustrating an example method 
to be performed by a mobile station for joining a BSS: 
0010 FIG. 3 is a flowchart illustrating an example method 
to be performed by a mobile station for determining a type of 
WLAN deployment and configuring the mobile station 
according to the type of WLAN deployment; 
0011 FIGS. 4-1, 4-2, 4-3, 4–4, 4-5, 4-6, 4–7, 4-8 and 4-9 
are flowcharts illustrating different example methods to be 
performed by a mobile station for determining a type of 
WLAN deployment; 
0012 FIG. 5 is a flowchart illustrating an example method 
to be performed by a mobile station for configuring the 
mobile station according to the type of WLAN deployment; 
0013 FIG. 6 is a flowchart illustrating another example 
method to be performed by a mobile station for configuring 
the mobile station according to the type of WLAN deploy 
ment; 
0014 FIG. 7 is a flowchart illustrating another example 
method to be performed by a mobile station for configuring 
the mobile station according to the type of WLAN deploy 
ment; 
0015 FIG. 8 is a flowchart illustrating another example 
method to be performed by a mobile station for configuring 
the mobile station according to the type of WLAN deploy 
ment; 
0016 FIG. 9 is a flowchart illustrating an example method 
to be performed by a mobile station for banning a connection 
profile; 
0017 FIG. 10 is an illustration of an example screenshot 
listing connection profiles stored in a mobile station, in which 
a temporarily banned connection profile is identified by a 
visual indication; 
0018 FIG. 11 is a flowchart illustrating an example 
method to be performed by a mobile station for un-banning a 
connection profile; 
0019 FIGS. 11-1, 11-2, 11-3 and 11-4 are flowcharts illus 
trating specific example methods to be performed by a mobile 
station for un-banning one or more connection profiles; 
0020 FIG. 12 is a flowchart illustrating an example of a 
method for active scanning that takes into account whether a 
profile is banned, the method to be performed by a mobile 
station; 
0021 FIG. 13 is a flowchart illustrating an example of a 
method for passive scanning in the situation where at least 
one profile is banned, the method to be performed by a mobile 
station; 
0022 FIG. 14 is a flowchart illustrating another example 
ofa method for passive Scanning in the situation where at least 
one profile is banned, the method to be performed by a mobile 
station; 
0023 FIG. 15 is a flowchart illustrating an example 
method to be performed by a mobile station for banning a 
target access point: 
0024 FIGS. 16-1, 16-2 and 16-3 are illustrations of 
example screenshots displayed at a mobile station; 
(0025 FIGS. 17-1 and 17-2 are flowcharts illustrating 
example methods to be performed by a mobile station for 
un-banning one or more access points; 
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0026 FIG. 18 is a flowchart illustrating an example of a 
method for active scanning that takes into account whetheran 
access point is banned, the method to be performed by a 
mobile station; 
0027 FIG. 19 is a flowchart illustrating an example of a 
method for passive scanning that takes into account whether 
an access point is banned, the method to be performed by a 
mobile station; 
0028 FIG. 20 is a flowchart illustrating an example 
method to be performed by a mobile station for Suppressing a 
target access point: 
0029 FIG. 21 is a flowchart illustrating an example 
method to be performed by a mobile station for un-suppress 
ing an access point: 
0030 FIGS. 21-1, 21-2 and 21-3 are flowcharts illustrat 
ing specific example methods to be performed by a mobile 
station for un-suppressing one or more access points; 
0031 FIG. 22 is a flowchart illustrating an example of a 
method for active scanning that takes into account whetheran 
access point is suppressed, the method to be performed by a 
mobile station; 
0032 FIG. 23 is a flowchart illustrating an example of a 
method for passive scanning that takes into account whether 
an access point is Suppressed, the method to be performed by 
a mobile station; 
0033 FIG. 24 is a flowchart illustrating an example 
method to be performed by a mobile station for Suppressing or 
banning a target access point according to a number of times 
the authentication process has failed for the target access 
point; 
0034 FIG. 25 is a flowchart illustrating an example of a 
method for active scanning that takes into account whetheran 
access point is suppressed or banned, the method to be per 
formed by a mobile station: 
0035 FIG. 26 is a flowchart illustrating an example of a 
method for passive scanning that takes into account whether 
an access point is Suppressed or banned, the method to be 
performed by a mobile station; and 
0036 FIG. 27 is a functional block diagram illustration of 
an example mobile station. 
0037. It will be appreciated that for simplicity and clarity 
of illustration, elements shown in the figures have not neces 
sarily been drawn to scale. For example, the dimensions of 
Some of the elements may be exaggerated relative to other 
elements for clarity. 

DETAILED DESCRIPTION 

0038. For ease of illustration, the various techniques dis 
closed in this document are discussed below in the context of 
IEEE 802.11-based wireless networking. However, those of 
ordinary skill in the art, using the teachings provided in this 
document, may implement the disclosed techniques in other 
wireless networks. Accordingly, references to techniques and 
components specific to IEEE 802.11 apply also to the equiva 
lent techniques or components in other wireless network stan 
dards unless otherwise noted. 
0039. Seamless roaming is a solution for a mobile device 
to move between different access points with smooth transi 
tions so there is no disturbance in applications running over 
the wireless connection. Throughout this document, the 
phrase “small office/home office (SOHO)-type WLAN 
deployment” is used to refer to a WLAN deployment that is 
not expected to Support seamless roaming, because the 
WLAN deployment involves either a single access point or 
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multiple access points that are not served by a common 
dynamic host configuration protocol (DHCP) server. A 
SOHO-type WLAN deployment is not necessarily found in a 
small office or home office. For example, a hotspot WLAN 
deployment in a coffee shop may be a SOHO-type WLAN 
deployment, even though the coffee shop is neither a small 
office nor a home office. 
0040. Throughout this document, the phrase “corporate/ 
enterprise-type WLAN deployment' is used to refer to a 
WLAN deployment supported by multiple access points that 
is expected to support seamless roaming among the multiple 
access points, because the multiple access points are served 
by a common DHCP server. A corporate/enterprise-type 
WLAN deployment is not necessarily found in a corporate 
environment or in a large enterprise. For example, a Sophis 
ticated home user may set up a corporate/enterprise-type 
WLAN deployment. In another example, a corporate/enter 
prise-type WLAN deployment may be found in a hotel. 
0041. Description of Environment 
0042 FIGS. 1-1, 1-2 and 1-3 are illustrations of different 
WLAN deployments. An example single-AP SOHO-type 
WLAN deployment is illustrated in FIG. 1-1. An example 
multiple-AP SOHO-type WLAN deployment is illustrated in 
FIG. 1-2. An example corporate/enterprise-type WLAN 
deployment is illustrated in FIG. 1-3. 
0043 FIG. 1-1 is an illustration of an example single-AP 
WLAN deployment. Coverage areas of APs are illustrated in 
FIG. 1-1 by dashed circles. A single AP 102 supports a 
WLAN and is connected, directly or indirectly, to an external 
network 104 (for example, the Internet). A mobile station 106 
within communication range of AP 102 may identify AP 102 
during a discovery scan for available WLANs. Optionally, 
mobile station 106 is within communication range of another 
AP 108, and AP 108 is also are identified in the results of the 
discovery scan. Because AP 102 provides a single-APWLAN 
deployment, the WLAN supported by AP 108 is different 
from the WLAN supported by AP 102. AP 102 and AP 108 
may differ in one or more of the following respects: a vendor 
identifiable from a MAC address of the access point, a net 
work name also known as an SSID, a security type, creden 
tials for the security type. AP 102 may optionally comprise a 
DHCP server to provide associated mobile stations with a 
dynamic IP address. The example single-APWLAN deploy 
ment illustrated in FIG. 1-1 is not able to support seamless 
roaming, and is therefore an example of a SOHO-type WLAN 
deployment. 
0044) For example, AP 102 may provide a single-AP 
WLAN deployment in a home with the SSID “(a)Home” and 
the security type “PSK, whereas AP 108 may provide a 
single-AP WLAN deployment in a neighboring home with 
the SSID “D-Link” and the security type “Open System”. In 
another example, AP 102 may provide a single-AP WLAN 
deployment in a home with the SSID “D-Link' and the secu 
rity type “WEP” and the password “123456', and AP 108 
may provide a single-AP WLAN deployment in a neighbor 
ing home with the SSID “D-Link' and the security type 
“WEP” and the password “homeoffice'. Inafurther example, 
AP 102 may provide a single-APWLAN hotspot deployment 
in a coffee shop with the SSID “CoffeeShop” and the security 
type “WEP” and the password “guest'. 
0045 FIG. 1-2 is an illustration of an example multiple 
AP WLAN deployment, where each AP is configured sepa 
rately from the other access points in the WLAN deployment, 
and where each AP comprises its own DHCP server. Cover 
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age areas of APs are illustrated in FIG. 1-2 by dashed circles. 
AP 110 and AP 112 jointly support a WLAN and may be 
connected via a distribution system 113. AP 110 and AP 112 
are connected, directly or indirectly, to an external network 
114 (for example, the Internet). A mobile station 116 within 
communication range of AP 110 or AP 112 or both may 
identify AP 110 or AP112 or both during a discovery scan for 
available WLANs. Optionally, mobile station 116 is within 
communication range of another AP118, and AP 118 is also 
identified in the results of the discovery scan. The WLAN 
supported by AP 110 and AP 112 is different from the WLAN 
supported by AP 118. AP 110 and AP 112 are alike in at least 
the following respects and may differ from AP 118 in one or 
more of the following respects: a vendor identifiable from a 
MAC address of the access point, a network name also known 
as an SSID, a security type, credentials for the security type. 
AP 110 may optionally comprise a DHCP server to provide 
associated mobile stations with a dynamic IP address. AP112 
may optionally comprise a DHCP server to provide associ 
ated mobile stations with a dynamic IP address. The example 
multiple-APWLAN deployment illustrated in FIG. 1-2 is not 
able to support seamless roaming, and is therefore an example 
of a SOHO-type WLAN deployment. 
0046 For example, AP 110 and AP 112 may provide a 
multiple-AP WLAN deployment in a small office with the 
SSID “(a)Work” and the security type “PSK, whereas AP 
118 may provide a single-APWLAN deployment in a neigh 
boring office with the SSID “D-Link” and the security type 
“OpenSystem’. In another example, AP 110 and AP 112 may 
provide a multiple-AP WLAN deployment in a small office 
with the SSID “D-Link” and the security type “WEP” and the 
password “123456', and AP 118 may provide a single-AP 
deployment in a neighboring office with the SSID “D-Link' 
and the security type “WEP” and the password “office'. 
0047 FIG. 1-3 is an illustration of another example mul 
tiple-AP WLAN deployment. Coverage areas of APs are 
illustrated in FIG. 1-3 by dashed circles. AP 120, AP 122, AP 
124, AP 126, and AP 128jointly support a WLAN and have at 
least the following parameters in common: a network name 
also known as an SSID, a security type, credentials for the 
security type. APs 120, 122, 124, 126 and 128 may be con 
nected via a distribution system 129. A central controller 130 
coupled to APs 120, 122, 124, 126 and 128 enables configu 
ration of the access points with the common parameters. One 
or more centralized or distributed DHCP servers 132 are 
coupled to APs 120, 122,124,126 and 128. An authentication 
server 134 is coupled to APs 120, 122, 124, 126 and 128. A 
mobile station 136 within communication range of one or 
more of APs 120, 122, 124, 126 and 128 may identify one or 
more of APs 120, 122, 124, 126 and 128 during a discovery 
scan for available WLANs. During the connectivity process, 
if a mobile station does not have a static IP address, then once 
the mobile station is associated with the target AP, the mobile 
station performs a dynamic IP address acquisition process 
with the target AP, which passes the request on to one of the 
DHCP servers 132. If encryption is implemented in the 
WLAN, the dynamic IP address acquisition process may 
involve encrypted data packets. APs 120, 122, 124, 126 and 
128 may be connected, directly or indirectly, to another inter 
nal network or to an external network (for example, the Inter 
net). The example single-AP WLAN deployment illustrated 
in FIG. 1-1 is able to Support seamless roaming, and is there 
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fore an example of a corporate/enterprise-type WLAN 
deployment. 
0048 
0049 FIG. 2 is a flowchart illustrating an example method 
to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136, for joining a BSS. Having 
a mobile station join an existing BSS is a multi-stage process, 
involving scanning, selection of a target AP, authentication, 
association, and IP address acquisition. 
0050. At 202, the mobile station performs a discovery 
Scan, using passive Scanning or active Scanning or any com 
bination thereof, to identify APs within communication range 
of the mobile station. A discovery scan may be a user-re 
quested Scan. Additionally, a discovery scan may be triggered 
automatically, for example, if the mobile station is displaying 
a list of available wireless local area networks. 

0051. In active scanning, the mobile station transmits at 
least one probe request specifying a particular network name 
and may receive a probe response from an AP configured with 
the particular network name. The mobile station extracts 
details about the AP and the WLAN from the received probe 
response(s) and adds the details for each received probe 
response as a record to the scan results of active scanning. In 
passive Scanning, the mobile station receives management 
frames from APS, which may include any or any combination 
of beacon frames, probe responses destined for other mobile 
stations, and association responses or reassociation responses 
destined for other mobile stations. The mobile station extracts 
details about the AP and the WLAN from the received man 
agement frame(s) and adds the details for each received man 
agement frame as a record to the scan results of passive 
Scanning 
0.052 A record in the results of the discovery scan, referred 
to as "scan results”, may include at least the following 
extracted details about the AP and the WLAN: a unique 
identifier of the AP, for example, its MAC address; the net 
work name of the WLAN; an identification of the frequency 
band on channels of which communication in the WLAN is 
conducted; an identification of the channel on which the 
beacon frame or probe response was received; an indication 
of the security type implemented in the WLAN; and if appli 
cable to the security type, an indication of the encryption type 
implemented in the WLAN. The record may also include an 
indication of the strength of the received signal. 
0053 Security Types fall into one of two categories: 1) 
Shared Key Authentication, which uses a shared Wired 
Equivalent Privacy (WEP) key to authenticate a mobile sta 
tion to an AP, and 2) Open Authentication. Open Authentica 
tion security types include, for example, “Open System’, 
Wi-Fi Protected Access (WPA)/WPA2-Personal, which 
involves Temporal Key Integrity Protocol (TKIP) or 
Advanced Encryption Standard (AES) encryption, WPA-En 
terprise, which involves Counter-Mode/CBC-Mac Protocol 
(CCMP) encryption, and all flavors of the Extensible Authen 
tication Protocol (EAP) security type. An "Open System 
security type means no encryption and no authentication. The 
EAP security type has several flavors, for example, Light 
weight EAP (LEAP), Protected EAP (PEAP), EAP Transport 
Layer Security (EAP-TLS), EAP Tunneled Transport Layer 
Security (EAP-TTLS), EAP-Flexible Authentication via 
Secured Tunneling (EAP-FAST), EAP for GSM Subscriber 
Identity Modules (EAP-SIM), and EAP-Authentication and 
Key Agreement (EAP-AKA). 

Joining a BSS 
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0054. At 204, the mobile station selects from the scan 
results a target AP with which to attempt a connection. The 
target AP may be automatically selected by the mobile station 
without user intervention. Alternatively, selection of the tar 
get AP may be indicated to the mobile station through acti 
vation by the user of the mobile station of a user input com 
ponent of the mobile station. For example, a list of available 
WLANs may be presented via a user output component of the 
mobile station and the target AP may be selected from that 
list. 

0055. A mobile station may store in its memory one or 
more connection profiles, which are editable via a user inter 
face component of the mobile station. Each connection pro 
file includes a network name of the WLAN. The network 
name uniquely identifies the connection profile in the mobile 
station, so that no two connection profiles Stored in the same 
mobile station include the same network name. A connection 
profile is optionally labeled with a profile label. A connection 
profile may include indications of other network details, for 
example, one or more of the following: a security type, a 
security Subtype, an authentication method, and an encryp 
tion type. A connection profile may also include credentials 
for use with the implemented security type or with the authen 
tication method or with both. A non-exhaustive list of 
examples of credentials includes a passphrase, a username, a 
password, an IMSI (International Mobile Subscriber Iden 
tity), a certificate, and a certificate having an expiry date. A 
connection profile may also include other information, for 
example, Internet Protocol (IP) network parameters. Connec 
tion profiles are ordered in the mobile station by their priority 
relative to one another. The priority of a connection profile 
may affect the order in which it is compared to scan results. 
0056. Selecting a target AP may involve comparing the 
scan results to one or more of the connection profiles stored in 
the mobile station. A target AP whose management frame is 
in the scan results is considered a match to a particular con 
nection profile if the following network details of the particu 
lar connection profile and the network details of the manage 
ment frame are identical: network name, security type, and 
encryption type. 
0057. Where selection of the target AP is indicated to the 
mobile station through activation by the user of the mobile 
station of a user input component of the mobile station, there 
may not be a matching connection profile stored in the mobile 
station. Where there is no matching connection profile stored 
in the mobile station, parameters that would otherwise be 
taken from the matching connection profile may be provided 
to the mobile station through activation by the user of the 
mobile station of a user input component of the mobile sta 
tion. Even where there is a matching connection profile stored 
in the mobile station, some parameters used in the authenti 
cation process may be missing from the matching connection 
profile and may instead be provided to the mobile station 
through activation by the user of the mobile station of a user 
input component of the mobile station. 
0058 What happens after selection of a target AP depends 
on the security type employed by the target AP. If the security 
type employed by the target AP involves Shared Key Authen 
tication, the mobile station proceeds to initiate at 206 a Shared 
Key Authentication process with the target AP. In the Shared 
Key Authentication Process, the mobile station sends an 
authentication request to the target AP. The target AP 
responds to the authentication request by sending a challenge 
to the mobile station. The mobile station then encrypts the 
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challenge with its copy of a Wired Equivalent Privacy (WEP) 
key and sends the encrypted challenge to the target AP. The 
target AP decrypts the encrypted challenge with its copy of 
the WEP key. If the mobile station and the target AP share the 
same WEP key, then the decrypted challenge will match the 
challenge originally sent from the target AP to the mobile 
station, and the target AP sends an authentication response 
indicative of successful authentication to the mobile station. 
The mobile station's copy of the WEP key may be stored in a 
connection profile that matches the target AP, or may have 
been provided to the mobile station through activation by the 
user of the mobile station of a user input component of the 
mobile station. 
0059. If the Shared Key Authentication process is success 
ful, as checked at 208, the mobile station proceeds to initiate 
at 210 an association process with the target AP. The associa 
tion process typically involves the mobile station sending an 
association request that is addressed to a unique identifier of 
the target AP, and the target AP replying with an association 
response. If the association process is successful, as checked 
at 212, the association response includes an association iden 
tifier (AID) granted to the mobile station by the target AP 
0060. Following successful completion of the association 
process, if the mobile station has a static IP address, as 
checked at 214, then the connection of the mobile station and 
the target AP is complete, as indicated at 216. If the mobile 
station does not have a static IP address, as checked at 214. 
then the mobile station initiates at 218 with the target AP a 
process of dynamic IP address acquisition. Data packets 
exchanged during the dynamic IP address acquisition process 
may be encrypted using the shared WEP key. The target AP 
may comprise a DHCP server or may be coupled to one or 
more centralized or distributed DHCP servers. If the dynamic 
IP address acquisition process is successful, as checked at 
220, then the connection of the mobile station and the target 
AP is complete, as indicated at 216. 
0061 Completion of the connection means that the mobile 
station is considered to have joined the BSS. While the mobile 
station is a member of the BSS, data packets exchanged 
between the mobile station and the target AP will be 
encrypted using the shared WEP key. While the mobile sta 
tion is connected to the target AP, the mobile station may at 
222 perform roaming scans from time to time, if the mobile 
station is configured to enable roaming scans. Roaming scans 
are described in further detail with respect to FIGS. 5-1 and 
S-2. 

0062) If any of the Shared Key Authentication process, the 
association process, and the dynamic IP address acquisition 
process is unsuccessful, as checked at 208, 212 and 220, 
respectively, then the mobile station and the target AP have 
failed to establish a connection, as indicated at 224, and the 
mobile station has failed to join the BSS. 
0063 As mentioned above, what happens after selection 
of a target AP depends on the security type employed by the 
target AP. If the security type employed by the target AP 
involves Open Authentication, the mobile station proceeds to 
initiate at 226 a nominal authentication process with the target 
AP. In the nominal authentication process, the mobile station 
sends an authentication request to the target AP, and the target 
AP responds to the authentication request by sending to the 
mobile station an authentication response indicative of Suc 
CCSS, 

0064. Following the nominal authentication process, the 
mobile station proceeds to initiate at 228 an association pro 
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cess with the target AP. The association process typically 
involves the mobile station sending an association request 
that is addressed to a unique identifier of the target AP, and the 
target AP replying with an association response. If the asso 
ciation process is successful, as checked at 230, the associa 
tion response includes an AID granted to the mobile station by 
the target AP 
0065. Following successful completion of the association 
process, the mobile station proceeds to initiate at 232 a sub 
sequent authentication process. If the security type is Open 
System, then the Subsequent authentication process is merely 
the mobile station sending an authentication request to the 
target AP and the target AP responding to the authentication 
request by sending to the mobile station an authentication 
response indicative of success. If the security type is WPA/ 
WPA2-Personal, then the subsequent authentication process 
involves an authenticator, for example, an AAA server, and 
uses a four-way handshake between the mobile station and 
the authenticator. If the security type is WPA/WPA2-Enter 
prise, then the Subsequent authentication process involves an 
EAP authentication process with an EAP authentication 
server to secure the association between the mobile station 
and the target AP, followed by a four-way handshake. If the 
security type is any flavor of EAP, then the subsequent 
authentication process involves an EAP authentication pro 
cess with an EAP authentication server to secure the associa 
tion between the mobile station and the target AP AAAA 
server and a Remote Dial In User Service (RADIUS) server 
are both examples of an EAP authentication server. 
0066 Parameters used in the subsequent authentication 
process may have been retrieved by the mobile station from a 
connection profile stored in the mobile station that matches 
the target AP or may have been provided or indicated to the 
mobile station through activation by the user of the mobile 
station of a user input component of the mobile station. 
0067. Following successful completion of the subsequent 
authentication process, as checked at 234, if the mobile sta 
tion has a static IP address, as checked at 214, then the 
connection of the mobile station and the target AP is com 
plete, as indicated at 216. If the mobile station does not have 
a static IP address, as checked at 214, then the mobile station 
initiates at 218 with the target AP a process of dynamic IP 
address acquisition. If the security type involves encryption, 
data packets exchanged during the dynamic IP address acqui 
sition process may be encrypted. The target AP may comprise 
a DHCP server or may be coupled to one or more centralized 
or distributed DHCP servers. If the dynamic IP address acqui 
sition process is successful, as checked at 220, then the con 
nection of the mobile station and the target AP is complete, as 
indicated at 216. 

0068 Completion of the connection means that the mobile 
station is considered to have joined the BSS. While the mobile 
station is a member of the BSS, data packets exchanged 
between the mobile station and the target AP will be 
encrypted if the security type involves encryption. While the 
mobile station is connected to the target AP, the mobile station 
may at 222 perform roaming scans from time to time, if the 
mobile station is configured to enable roaming scans. Roam 
ing scans are described in further detail with respect to FIGS. 
5-1 and 5-2. 
0069. If any of the association process, the subsequent 
authentication process, and the dynamic IP address acquisi 
tion process is unsuccessful, as checked at 230, 234 and 220, 
respectively, then the mobile station and the target AP have 
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failed to establish a connection, as indicated at 224, and the 
mobile station has failed to join the BSS. 
0070. As is evident from the foregoing description, there 
can be many different reasons for the mobile station and the 
target AP to fail to establish a connection, including, for 
example, authentication failure due to a mismatch in creden 
tials, authentication failure due to an authentication timeout 
(failure of an authentication process to Successfully complete 
before expiry of an authentication timer started by the mobile 
station when initiating the authentication process), failures 
due to the target AP being unresponsive, failure to acquire a 
dynamic IP address, and the target AP having refused to 
authenticate or associate with the specific mobile station 
(identified by its MAC address in an authentication request or 
in an association request). 
0071. Even where there mobile station has successfully 
joined the target AP's BSS, if encryption is employed in the 
BSS, then a mismatch in the encryption key(s) used by the 
mobile station and the target AP may result in the target AP 
sending the mobile station a decryption error message, as 
checked at 236. 
0072 The mobile station may optionally take some action 
at 238 if the mobile station and the target AP have failed to 
establish a connection, or if the mobile station has received a 
decryption error message from the target AP. The action to be 
taken may depend upon the type of WLAN deployment to 
which the target AP belongs, and may further depend upon the 
reason that the mobile station and the target AP have failed to 
establish a connection or whether a decryption error message 
was received. 
0073. Authentication is a power-intensive process. Failure 
of a mobile station to Successfully conclude an authentication 
process with a target AP or authentication server can signifi 
cantly drain the battery that powers the mobile station, espe 
cially if the same AP or another AP matching the same con 
nection profile as the target AP is repeatedly selected as a 
target for connection. 
0074 Various techniques to be implemented by a mobile 
station are described in this document. In some of the tech 
niques described in this document, a connection profile that 
stores parameters used by the mobile station in a failed 
authentication process or a failed dynamic IP address acqui 
sition process is banned. As explained in more detail below, 
the banning of a connection profile affects how Subsequent 
scans—other than discovery scans—and connection attempts 
are handled. Alternatively, the connection profile could have 
its priority reduced, relative to other connection profiles 
stored in the mobile station. In other techniques described in 
this document, a unique identifier of the target AP with which 
the mobile station has failed to connect or from which the 
mobile station has received a decryption error message is 
banned or Suppressed. As explained in more detail below, the 
banning or Suppression of a target APaffects how Subsequent 
scans and connection attempts are handled. 
(0075 WLAN Deployment Type and Configuration of 
Mobile Station 
0076 FIG. 3 is a flowchart illustrating an example method 
to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136, for determining a type of 
WLAN deployment and configuring the mobile station 
according to the type of WLAN deployment. 
0077. At 302, the mobile station determines whether the 
target AP belongs to a corporate/enterprise-type WLAN 
deployment or to a SOHO-type WLAN deployment. Various 
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techniques may be employed, alone or in any combination, 
during the discovery and connectivity process, in order to 
determine the type of WLAN deployment. Examples of such 
techniques are described in more detail with respect to FIGS. 
4-1 through 4-9. Some techniques may provide a determina 
tion of type of WLAN deployment with more confidence than 
other techniques. The mobile station may assign different 
confidence levels to the results of the determinations in order 
to make an ultimate determination as to the type of WLAN 
deployment. 
0078. In the event that the mobile station has determined 
that the target AP belongs to a corporate/enterprise-type 
WLAN deployment, as indicated at 304, the mobile station 
configures itself at 306 in a first configuration. 
0079. In the event that the mobile station has determined 
that the target AP belongs to a SOHO-type WLAN deploy 
ment, as indicated at 314, the mobile station configures itself 
at 316 in a second configuration that is different from the first 
configuration in at least one respect. 
0080 For example, as described in more detail with 
respect to FIG.5, where the mobile station determines that the 
target AP belongs to a corporate/enterprise-type WLAN 
deployment, the mobile station may configure itself to enable 
roaming scans, and where the mobile station determines that 
the target AP belongs to a SOHO-type WLAN deployment, 
the mobile station may configure itself to disable roaming 
SCaS. 

0081. In another example, as described in more detail with 
respect to FIG. 6, where the mobile station determines that the 
target AP belongs to a corporate/enterprise-type WLAN 
deployment, the mobile station may configure itself to react to 
failure to establish a connection with the target AP by banning 
a connection profile identified as matching the target AP, and 
where the mobile station determines that the target AP 
belongs to a SOHO-type WLAN deployment, the mobile 
station may configure itself to react to failure to establish a 
connection with the target AP by banning the target AP. As an 
alternative to banning the connection profile, the mobile sta 
tion may reduce the priority of the connection profile. 
0082 In yet another example, as described in more detail 
with respect to FIG. 7, where the mobile station determines 
that the target AP belongs to a corporate/enterprise-type 
WLAN deployment, the mobile station may configure itself 
to react to failure to establish a connection with the target AP 
by banning a connection profile identified as matching the 
target AP, and where the mobile station determines that the 
target AP belongs to a SOHO-type WLAN deployment, the 
mobile station may configure itself to react to failure to estab 
lish a connection with the target AP by Suppressing the target 
AP. As an alternative to banning the connection profile, the 
mobile station may reduce the priority of the connection 
profile. 
0083. In another example, as described in more detail with 
respect to FIG.8, where the mobile station determines that the 
target AP belongs to a corporate/enterprise-type WLAN 
deployment, the mobile station may configure itself to react to 
failure to establish a connection with the target AP by banning 
a connection profile identified as matching the target AP, and 
where the mobile station determines that the target AP 
belongs to a SOHO-type WLAN deployment, the mobile 
station may configure itself to react to failure to establish a 
connection with the target AP due to invalid credentials by 
Suppressing the target AP and due to any other cause by 
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banning the target AP. As an alternative to banning the con 
nection profile, the mobile station may reduce the priority of 
the connection profile. 
I0084. Determination of WLAN Deployment Type 
I0085 FIG. 4-1 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method may be performed by the mobile station as soon as a 
target AP has been selected from results of a discovery scan. 
I0086 Each management frame in the scan results includes 
a unique identifier of the access point that sent the manage 
ment frame. For example, the MAC address of the access 
point that sent the management frame may be included in a 
field of the management frame and may uniquely identify the 
access point that sent the management frame. 
I0087. At 402, the mobile station may check whether all of 
the one or more management frames in the scan results were 
received from the target AP. If so, then the discovery scan has 
failed to identify any access points other than the target AP 
and the mobile station may determine, with some confidence, 
that the target AP belongs to a SOHO-type WLAN deploy 
ment. 

I0088. If not all management frames in the scan results 
were received from the target AP, then the discovery scan has 
identified more than one AP, and at 406, the mobile station 
may compare a management frame in the scan results that was 
received from the target AP with a management frame in the 
scan results that was received from another access point. 
I0089. The target AP is considered to match the other 
access point if one or more characteristics of the target AP 
discernible from the target AP's management frame have 
values identical to the values of the same one or more char 
acteristics of the other AP discernible from the other AP’s 
management frame. 
0090 The one or more characteristics may include, for 
example, SSID, security type, encryption type, and presence 
or absence of a call admission control information element in 
the management frame. 
0091) If none of the one or more other access points 
matches the target AP, as checked at 408, then the mobile 
station may determine at 410 that the target AP belongs to a 
SOHO-type WLAN deployment. The greater the number of 
characteristics that are checked, the greater the confidence in 
the determination at 410 that the target AP belongs to a 
SOHO-type WLAN deployment. 
0092. If at least one other access point matches the target 
AP, as checked at 408, then the mobile station may determine 
at 412 that the target AP belongs to a corporate/enterprise 
type WLAN deployment. The greater the number of charac 
teristics that are checked, the greater the confidence in the 
determination at 412 that the target AP belongs to a corporate/ 
enterprise-type WLAN deployment. The greater the number 
of other access points that match the target AP, the greater the 
confidence in the determination at 412 that the target AP 
belongs to a corporate/enterprise-type WLAN deployment. 
0093 FIG. 4-2 is a flowchart illustrating another example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method may be performed by the mobile station as soon as a 
target AP has been selected from results of a discovery scan. 
0094. At 414, the mobile station checks the security type 
of the target AP, which is discernible from a management 
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frame in the scan results received from the target AP. If the 
security type is "OpenSystem’, that is, no authentication and 
no encryption is implemented in the WLAN, then the mobile 
station determines at 416 that the target AP belongs to a 
SOHO-type WLAN deployment. The assumption inherent in 
this example method is that corporate/enterprise-type WLAN 
deployments implement security and therefore have a secu 
rity type other than “Open System'. Thus confidence in the 
determination at 416 that the target AP belongs to a SOHO 
type WLAN deployment may be high. If the security type of 
the target AP is not “OpenSystem’, the mobile station cannot 
determine the type of WLAN deployment solely from the 
security type of the target AP 
0095 FIG. 4-3 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method may be performed by the mobile station as soon as a 
target AP has been selected from results of a discovery scan. 
0096. At 418, the mobile station looks up the organization 
identified by the organizationally unique identifier (OUI) por 
tion of the MAC address of the target AP 
0097. If the identified organization is known to manufac 
ture or sell access points for corporate/enterprise WLAN 
deployments only, as checked at 420, then the mobile station 
may determine at 422 that the target AP belongs to a corpo 
rate/enterprise-type WLAN deployment. For example, 
Hewlett Packard is currently known to manufacture or sell 
access points for corporate/enterprise WLAN deployments 
only. 
0098. If the identified organization is known to manufac 
ture or sell access points for SOHO WLAN deployments 
only, as checked at 424, then the mobile station may deter 
mine at 426 that the target AP belongs to a SOHO-type 
WLAN deployment. For example, Belkin Corporation and 
D-Link Corporation are currently known to manufacture or 
sell access points for SOHO WLAN deployments only. 
0099. If the identified organization is known to manufac 
ture or sell access points for both types of WLAN deploy 
ment, as is the case, for example, with Cisco Systems, then the 
mobile station cannot determine the type of WLAN deploy 
ment solely from the OUI portion of the MAC address of the 
target AP 
0100. In an alternative implementation, the check at 424 
whether the identified organization is known to manufacture 
or sell access points for SOHO WLAN deployments only 
may precede the check at 420 whether the identified organi 
Zation is known to manufacture or sell access points for 
corporate/enterprise WLAN deployments only. 
0101 FIG. 4-4 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method may be performed by the mobile station as soon as a 
target AP has been selected from results of a discovery scan. 
0102 At 428, the mobile station checks whether the target 
AP is enabled for Cisco Compatible Extensions (CCX). The 
mobile station may determine this, for example, by checking 
whether a management frame from the target AP in the scan 
results includes a vendor-specific information element (IE) 
that indicates a CCX version. 

(0103) If the target AP is CCX-enabled, then the mobile 
station may determine at 430 with high confidence that the 
target AP belongs to a corporate/enterprise-type WLAN 
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deployment. If the target AP is not CCX-enabled, the mobile 
station cannot determine the type of WLAN deployment 
solely from this fact. 
0104 FIG. 4-5 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method may be performed by the mobile station as soon as a 
target AP has been selected from results of a discovery scan. 
0105. At 432, the mobile station checks whether a beacon 
frame, probe response, association response or reassociation 
response in the scan results received from the target AP 
includes in its Radio Resource Measurement (RRM) Enabled 
Capabilities information element a bit indicating Support for 
Neighbor Reports. A Neighbor Report response frame sent in 
response to a Neighbor Report request includes a list of can 
didate APs for roaming. If the beaconframe or probe response 
or association response or reassociation response includes a 
bit indicating support for Neighbor Reports, then the mobile 
station may determine at 434 with some confidence that the 
target AP belongs to a corporate/enterprise-type WLAN 
deployment. If the beacon frame or probe response or asso 
ciation response or reassociation response does not include a 
bit indicating support for Neighbor Reports, the mobile sta 
tion cannot determine the type of WLAN deployment solely 
from this fact. 
0106 FIG. 4-6 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method may be performed by the mobile station as soon as a 
target AP has been selected from results of a discovery scan. 
0.107 At 436, the mobile station checks whether a beacon 
frame or probe response in the scan results received from the 
target AP includes in the Robust Security Network (RSN) 
Capabilities field of its RSN information element a bit indi 
cating support for WPA pre-authentication. If the beacon 
frame or probe response includes a bit indicating Support for 
WPA pre-authentication, then the mobile station may deter 
mine at 438 with complete confidence that the target AP 
belongs to a corporate/enterprise-type WLAN deployment. If 
the beacon frame or probe response does not include a bit 
indicating support for WPA pre-authentication, the mobile 
station cannot determine the type of WLAN deployment 
solely from this fact. 
0.108 FIG. 4-7 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method may be performed by the mobile station as soon as a 
target AP has been selected from results of a discovery scan 
and a matching connection profile stored in the mobile station 
has been identified. 

0109 As mentioned above, a connection profile stored in 
the mobile station includes a network name of a WLAN. The 
network name uniquely identifies the connection profile in 
the mobile station, so that no two connection profiles stored in 
the same mobile station include the same network name. A 
connection profile is optionally labeled with a profile label. A 
connection profile may include indications of other network 
details, for example, one or more of the following: a security 
type, a security Subtype, an authentication method, and an 
encryption type. A connection profile may also include cre 
dentials for use with the implemented security type or with 
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the authentication method or with both. A connection profile 
may also include other information, for example, Internet 
Protocol (IP) network parameters. 
0110. A connection profile may optionally include an indi 
cation of the type of deployment of the WLAN. For example, 
the connection profile may include a parameter which if set to 
a first value indicates that the WLAN identified by the net 
work name included in the connection profile is a SOHO-type 
WLAN deployment and which if set to a second value that 
differs from the first value indicates that the WLAN identified 
by the network name included in the connection profile is a 
corporate/enterprise-type WLAN deployment. 
0111 Selecting a target AP may involve comparing the 
scan results to one or more of the connection profiles stored in 
the mobile station. A target AP whose management frame is 
in the scan results is considered a match to a particular con 
nection profile if the following network details of the particu 
lar connection profile and the network details of the manage 
ment frame are identical: network name, security type, and 
encryption type. 
0112) If the connection profile that matches the target AP 
also stores an indication of the type of deployment of the 
WLAN, as checked by the mobile station at 440, then the 
mobile station may determine at 442 with high confidence 
that the target AP belongs to a WLAN deployment of the type 
that corresponds to the indication stored in the connection 
profile that matches the target AP. For example, if the indica 
tion has the first value, the mobile station may determine that 
the target AP belongs to a SOHO-type WLAN deployment, 
and if the indication has the second value, the mobile station 
may determine that the target AP belongs to a corporate/ 
enterprise-type WLAN deployment. 
0113 FIG. 4-8 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method is applicable only for mobile stations that do not have 
a static IP address. The example method may be performed by 
the mobile station as soon as an offer message including an 
offered IP address is received from a DHCP server as part of 
a dynamic IP address acquisition process. 
0114. If a source MAC address included in the offer mes 
sage is identical to the MAC address of the target AP, as 
checked by the mobile station at 452, then the mobile station 
may determine at 454 with complete confidence that the 
target AP belongs to a SOHO-type WLAN deployment. 
0115. If the source MAC address included in the offer 
message is not identical to the MAC address of the target AP 
as checked by the mobile station at 452, then the mobile 
station may determine at 456 with complete confidence that 
the target AP belongs to a corporate/enterprise-type WLAN 
deployment. 
0116 FIG. 4-9 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for determining a 
type of WLAN deployment of a target AP. The example 
method is applicable only for mobile stations that do not have 
a static IP address. The example method may be performed by 
the mobile station as soon as an offer message including an 
offered IP address is received from a DHCP server as part of 
a dynamic IP address acquisition process. 
0117 If the offered IP address is of the form 192.168.XX, 
as checked by the mobile station at 462, then the mobile 
station may determine at 464 with high confidence that the 
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target AP belongs to a SOHO-type WLAN deployment. 
Access points for SOHO-type WLAN deployments that have 
internal DHCP servers are often configured by default to offer 
IP addresses of the form 192.168.X.X. 
0118. If the offered IP address is not of the form 192.168. 
X.X., as checked by the mobile station at 462, then the mobile 
station may determine at 466 with some confidence that the 
target AP belongs to a corporate/enterprise-type WLAN 
deployment. 
0119 Configuration of Mobile Station: Enablement/Dis 
ablement of Roaming Scans 
0120 Roaming scans, also known as neighbor scans, are 
scans that occur from time to time in the background without 
user intervention, when the mobile station is connected to an 
access point. The scan is a search for access points that have 
the same SSID as the AP to which the mobile station is 
currently connected. Precisely how and under what condi 
tions a mobile station determines to perform a roaming scan 
is beyond the scope of this document. Precisely how the 
mobile station handles results of the roaming scan is beyond 
the scope of this document. 
I0121) If a SOHO-type WLAN deployment is a single-AP 
WLAN deployment, then performing roaming scans is a 
waste of the mobile station's resources because either there 
are no nearby APs with the same SSID as the AP to which the 
mobile station is connected, or any such nearby APs with the 
same SSID as the AP to which the mobile station is connected 
belong to a different WLAN and therefore roaming to such 
nearby APs is not desirable. 
I0122) If a SOHO-type WLAN deployment has multiple 
APs, then performing roaming scans may be undesirable, 
because roaming will not be seamless, due to the absence of 
a centralized DHCP server for the multiple APs. 
I0123 FIG. 5 is a flowchart illustrating an example method 
to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136, for configuring the mobile 
station. 
0.124. In the event that the mobile station has determined 
that the target AP belongs to a corporate/enterprise-type 
WLAN deployment, as indicated at 304, the mobile station 
may configure itself at 506 to enable roaming scans. In other 
words, the first configuration may include that roaming scans 
are enabled. 
0.125. In the event that the mobile station has determined 
that the target AP belongs to a SOHO-type WLAN deploy 
ment, as indicated at 314, the mobile station may configure 
itself at 516 to disable roaming scans. In other words, the 
second configuration may include that roaming scans are 
disabled. 
I0126. If, prior to the mobile station performing the 
example method illustrated in FIG. 5, the mobile station is 
already configured, for example by default, to enable roaming 
scans, then the mobile station can forego configuring itself at 
506 to enable roaming scans. 
I0127. If, prior to the mobile station performing the 
example method illustrated in FIG. 5, the mobile station is 
already configured, for example by default, to disable roam 
ing scans, then the mobile station can forego configuring 
itself at 516 to disable roaming scans. 
I0128 Configuration of Mobile Station: Reaction to Fail 
ure to Connect or to Receipt of a Decryption Error Message 
I0129. Overview—Banning of Connection Profiles 
0.130. A mobile station excludes a banned connection pro 
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formed as part of a discovery scan. The mobile station filters 
results of passive scanning—other than passive scanning per 
formed as part of a discovery scan to remove from the 
results records including the network name of a banned con 
nection profile. APs configured with the network name of a 
banned connection profile will therefore not be eligible for 
selection as a target AP by the mobile station, thus preventing 
repeated failed attempts to connect to the target AP 
0131 Suppose the mismatch in credentials is due to mis 
configuration of a particular AP and the WLAN is also sup 
ported by one or more other APs in which the credentials are 
not misconfigured. While the connection profile for the net 
work name of the WLAN is banned, the mobile station will 
not be able to select any of the properly-configured APs as a 
target AP 
0.132. In the techniques described in this document, a con 
nection profile is banned only temporarily, and the mobile 
station will “un-bana connection profile when a condition is 
met. The condition may be one of a set of conditions, and 
whichever condition is met first will cause the mobile station 
to un-ban the connection profile. For example, the condition 
may be the expiry of a timer, known as a “timeout'. When 
configuring the duration of the timeout, one balances two 
competing considerations: increased mobile station power 
savings (for longer durations), and faster ability to reconnect 
to a WLAN (for shorter durations). The duration of the tim 
eout may be, for example, in the range of 1 minute to 15 
minutes, or in the range of 2 minutes to 10 minutes, or 
approximately 5 minutes, or any other duration. In another 
example, the condition may be the editing of the banned 
connection profile. In a further example, detection by the 
mobile station of user input indicative of an explicit request to 
connect to a banned connection profile may cause the mobile 
station to un-ban the banned connection profile. In yet another 
example, the mobile station may un-bana banned connection 
profile if the mobile station determines that it is no longer in 
the coverage area of an AP supporting a WLAN with the 
network name of the banned connection profile. In a further 
example, turning the WLAN radio off or switching the 
WLAN mode of the mobile station to mobile hotspot (MHS) 
mode or some other non-client mode that is Supported by the 
WLAN functionality of the mobile station may cause the 
mobile station to un-ban all banned connection profiles. In yet 
another example, detection by the mobile station of user input 
that is indicative of selection of a banned connection profile 
from results of a discovery scan may cause the mobile station 
to un-ban the selected banned connection profile. 
0133. The mobile station may optionally generate a noti 
fication that a connection profile has been banned, with the 
notification to be displayed or provided via any suitable user 
output component of the mobile station to a user of the mobile 
station. Examples for Such notifications, in which Label 
refers to the label assigned to the connection profile, either by 
the user or automatically by the mobile station, include: “Pro 
file Label has temporarily been blocked from associations 
due to an inability to obtain an IP address”; “Profile Label has 
temporarily been blocked from associations due to invalid 
credentials'; and “Profile Label has temporarily been blocked 
from associations due to authentication timeouts'. 
0134. When displayed as part of a list of connection pro 

files stored in the mobile station, any banned connection 
profile may optionally have its banned status indicated by a 
visual indication. Banned connection profiles may be dis 
played in a separate list from un-banned connection profiles. 
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0135) 
0.136 The mobile station may ignore any received com 
munications from a banned access point. The mobile station 
refrains from transmitting any communications addressed to 
the unique identifier of a banned access point. In one imple 
mentation, outgoing communications are screened to block 
transmission of any communications addressed to the unique 
identifier of any banned access point. In another implemen 
tation, outgoing communications are screened to block 
addressing of any communications to the unique identifier of 
any banned access point. 
0.137 In yet another implementation, the mobile station 
filters probe responses received during active scanning to 
remove from the scan results records for any probe responses 
received from any banned access point, and the mobile station 
filters beacon frames received during passive scanning to 
remove from the scan results records for any probe responses 
received from any banned access point. Banned APs will 
therefore not be eligible for selection as a target AP by the 
mobile station, thus preventing repeated failed attempts to 
connect to the target AP Conditions for “un-banning an 
access point are also described in this document. 
0.138. As mentioned previously in this document, a banned 
AP will not be selected as a target AP. This restriction may be 
implemented by filtering banned APs from the scan results 
prior to selection of a target AP. Alternatively, or additionally, 
this restriction may be implemented in the process of select 
ing a target AP 
0.139. Because the mobile station refrains from sending 
communications addressed to the unique identifier of a 
banned AP, the mobile station will not initiate an association 
process or an authentication process with a banned AP. 
0140 Suppose the mismatch in credentials is due to mis 
configuration of a particular AP, and the WLAN is also sup 
ported by one or more other APs in which the credentials are 
not misconfigured. While the particular AP is banned, the 
mobile station will still be able to select a properly-configured 
AP as a target AP if the mobile station detects the properly 
configured AP during scanning This situation may occur in a 
SOHO-type WLAN deployment, where although multiple 
APs are configured with the same network name, the same 
security type and the same credentials, each AP is configured 
independently of the others. In a corporate/enterprise-type 
WLAN deployment, configuration of the APs is controlled 
centrally, and it is unlikely that a single AP in the WLAN 
deployment is misconfigured. Rather, it is more common that 
either (i) all the APs in the enterprise are properly configured, 
and the mismatch in credentials is due to a misconfiguration 
of the connection profile in the mobile station; or (ii) all the 
APs in the WLAN deployment are identically misconfigured, 
and hence the mismatch in credentials with the connection 
profile. If a mobile station were to ban the target AP in a 
corporate/enterprise-type WLAN deployment after experi 
encing an authentication process failure with the target AP 
the mobile station would likely experience authentication 
process failure with all other APs in the WLAN deployment. 
In view of this distinction, in some implementations, the 
mobile station may react to failure of the authentication pro 
cess where the target AP belongs to a SOHO-type WLAN 
deployment by banning the target AP, and may react to failure 
of the authentication process where the target AP belongs to a 
corporate/enterprise-type WLAN deployment by banning or 
reducing the priority of the matching connection profile. 

Overview—Banning of Access Points 

Petitioner's Exhibit 1010 
 Page 45 of 55 



US 2012/O257536A1 

0141 FIG. 6 is a flowchart illustrating an example method 
to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136, for configuring the mobile 
station. 
0142. In the event that the mobile station has determined 
that the target AP belongs to a corporate/enterprise-type 
WLAN deployment, as indicated at 304, the mobile station 
may configure itself at 606 to react to failure to connect to the 
target AP or to receipt of a decryption error message from the 
target AP by banning the connection profile that matches the 
target AP. In other words, the first configuration may include 
reacting to failure to connect to the target AP or to receipt of 
a decryption error message from the target AP by banning the 
connection profile that matches the target AP. As an alterna 
tive to banning the connection profile that matches the target 
AP, the mobile station may reduce the priority of the connec 
tion profile that matches the target AP 
0143. In the event that the mobile station has determined 
that the target AP belongs to a SOHO-type WLAN deploy 
ment, as indicated at 314, the mobile station may configure 
itself at 616 to react to failure to connect to the target AP or to 
receipt of a decryption error message from the target AP by 
banning the target AP. In other words, the second configura 
tion may include reacting to authentication failure by banning 
the target AP 
0144. As mentioned previously in this document, a prob 
lem with an authentication server may lead to an authentica 
tion timeout. If a subsequent attempt by the mobile station to 
authenticate with the target AP involves the redirection of the 
authentication request to a different authentication server, the 
Subsequent attempt may succeed. Therefore, in a modified 
version (not shown) of the method illustrated in FIG. 6, the 
mobile station configures itself at 616 to react to failure to 
connect to the target AP by banning the target AP only if the 
cause for failure is invalid credentials. 
0145. Overview—Suppression of Access Points 
0146 The mobile station will address communications to 
the unique identifier of a Suppressed access point less often 
than to the unique identifier of an access point that is neither 
Suppressed nor banned. 
0147 In one implementation, the mobile station occasion 
ally filters probe responses received during active scanning to 
remove from the scan results records for any probe responses 
received from any Suppressed access point, and the mobile 
station occasionally filters beacon frames or other manage 
ment frames received during passive Scanning to remove 
from the scan results records for any beacon frames or other 
management frames received from any Suppressed access 
point. Suppressed APs will therefore be eligible for selection 
as a target AP by the mobile station less often, thus reducing 
the frequency of failed authentication processes. Conditions 
for “un-Suppressing an access point are described in this 
document. Conditions for converting the status of an access 
point from Suppressed to banned are described in this docu 
ment. 

0148. As mentioned previously in this document, a Sup 
pressed AP will be eligible for selection as a target AP only 
occasionally. This restriction may be implemented by occa 
sionally filtering Suppressed APS from the scan results prior to 
selection of a target AP. Alternatively, or additionally, this 
restriction may be implemented in the process of selecting a 
target AP 
0149. In some implementations, the mobile station may 
react to failure of the authentication process where the target 
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AP belongs to a SOHO-type WLAN deployment by Sup 
pressing the target AP, and may react to failure of the authen 
tication process where the target AP belongs to a corporate/ 
enterprise-type WLAN deployment by banning the 
connection profile that matches the target AP 
0150 FIG. 7 is a flowchart illustrating an example method 
to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136, for configuring the mobile 
station. 
0151. In the event that the mobile station has determined 
that the target AP belongs to a corporate/enterprise-type 
WLAN deployment, as indicated at 304, the mobile station 
may configure itself at 706 to react to failure to connect to the 
target AP or to receipt of a decryption error message from the 
target AP by banning the connection profile that matches the 
target AP. In other words, the first configuration may include 
reacting to failure to connect to the target AP or to receipt of 
a decryption error message from the target AP by banning the 
connection profile that matches the target AP. As an alterna 
tive to banning the connection profile that matches the target 
AP, the mobile station may reduce the priority of the connec 
tion profile that matches the target AP 
0152. In the event that the mobile station has determined 
that the target AP belongs to a SOHO-type WLAN deploy 
ment, as indicated at 314, the mobile station may configure 
itself at 716 to react to failure to connect to the target AP or to 
receipt of a decryption error message from the target AP by 
Suppressing the target AP. In other words, the second configu 
ration may include reacting to failure to connect to the target 
AP or to receipt of a decryption error message from the target 
AP by suppressing the target AP 
0153. As mentioned previously in this document, a prob 
lem with an authentication server may lead to an authentica 
tion timeout. If a subsequent attempt by the mobile station to 
authenticate with the target AP involves the redirection of the 
authentication request to a different authentication server, the 
Subsequent attempt may succeed. Therefore, in a modified 
version (not shown) of the method illustrated in FIG. 7, the 
mobile station configures itself at 716 to react to failure to 
connect to the target AP by Suppressing the target AP only if 
the cause for failure is invalid credentials. 
0154) In other implementations, the mobile station may 
react to the failure of the authentication process where the 
target AP belongs to a SOHO-type WLAN deployment by 
banning the target AP if the cause of the failure is invalid 
credentials and by Suppressing the target AP if the cause of 
failure is something other than invalid credentials, and may 
react to failure of the authentication process where the target 
AP belongs to a corporate/enterprise-type WLAN deploy 
ment by banning the connection profile that matches the 
target AP 
0155 FIG. 8 is a flowchart illustrating an example method 
to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136, for configuring the mobile 
station. 

0156. In the event that the mobile station has determined 
that the target AP belongs to a corporate/enterprise-type 
WLAN deployment, as indicated at 304, the mobile station 
may configure itself at 806 to react to failure to connect to the 
target AP or to receipt of a decryption error message from the 
target AP by banning the connection profile that matches the 
target AP. In other words, the first configuration may include 
reacting to failure to connect to the target AP or to receipt of 
a decryption error message from the target AP by banning the 
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connection profile that matches the target AP. As an alterna 
tive to banning the connection profile that matches the target 
AP, the mobile station may reduce the priority of the connec 
tion profile that matches the target AP 
O157. In the event that the mobile station has determined 
that the target AP belongs to a SOHO-type WLAN deploy 
ment, as indicated at 314, the mobile station may configure 
itself at 816 to react to failure to connect to the target AP or to 
receipt of a decryption error message from the target AP by (i) 
banning the target AP if the cause of failure is invalid creden 
tials and (ii) Suppressing the target AP if the cause of failure is 
Something other than invalid credentials or if a decryption 
error message was received. In other words, the second con 
figuration may include reacting to failure to connect to the 
target AP or to receipt of a decryption error message from the 
target AP by (i) banning the target AP if the cause of failure is 
invalid credentials and (ii) Suppressing the target AP if the 
cause of failure is something other than invalid credentials or 
if a decryption error message was received. 
0158 Detailed Description of Banning of Connection 
Profiles 
0159 FIG.9 is a flowchart illustrating an example method 

to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136, for banning a connection 
profile. The example method may be the action taken by the 
mobile station at 238 in the example method illustrated in 
FIG. 2 in reaction to failure to connect with a target AP or in 
reaction to receipt of a decryption error message from the 
target AP 
0160 The example method is applicable in the situation 
where the mobile station has been configured to react to 
receipt of a decryption error message from a target AP or to 
failure—due to any cause, or only due to invalid credentials, 
or only due to a cause other than invalid credentials—of an 
attempt to connect with a target AP by banning the connection 
profile matching the target AP, as checked by the mobile 
Station at 902. 
0161. At 904, the mobile station starts a timer for the 
connection profile that matches the target AP. At 906, the 
mobile station bans the matching connection profile. 
0162 Banning a connection profile may be implemented 
in the mobile station any suitable manner. For example, a 
connection profile may include a field which is set to a first 
value if the connection profile is not banned and set to a 
second value if the connection profile is banned. In another 
example, an indication of the connection profile, such as its 
network name, may be added to a list when the connection 
profile is banned, and may be removed from the list when the 
connection profile is un-banned. 
0163 The mobile station may at 908 optionally notify a 
user of the mobile station that the matching connection profile 
has been temporarily banned. This has been described in 
more detail previously in this document. 
0164. When displayed as part of a list of connection pro 

files stored in the mobile station, any banned connection 
profile may optionally have its banned status indicated by a 
visual indication. FIG. 10 is an illustration of an example 
screenshot 1000 listing connection profiles stored in per 
formed by a mobile station, for example, any one of mobile 
stations 106, 116 and 136, in which a temporarily banned 
connection profile, labeled “Office', is identified by a visual 
indication 1002, which in this example is a line through the 
label. Alternatively or additionally, a visual indication 1004 is 
used to identify the temporarily banned connection profile, 
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where the visual indication 1004 is a timer showing how 
much time (in minutes and seconds) is left before the profile 
labeled “Office' is un-banned. In other implementations, the 
time may show how long the profile labeled “Office' has been 
banned. 

0.165 FIG. 11 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for un-banning a 
banned connection profile. Upon detecting at 1102 that an 
un-ban condition has been met for a particular banned con 
nection profile, the mobile station proceeds at 1104 to un-ban 
the particular banned connection profile. Examples of un-ban 
conditions have been described previously in this document. 
Different conditions or different combinations of conditions 
may be used in different implementations. 
(0166 FIGS. 11-1, 11-2 and 11-3 are flowcharts illustrat 
ing specific example methods to be performed by a mobile 
station, for example, any one of mobile stations 106, 116 and 
136, for un-banning one or more connection profiles. In FIG. 
11-1, upon detecting at 1112 that a particular banned connec 
tion profile has been edited, the mobile station proceeds at 
1114 to un-ban the edited connection profile. In FIG. 11-2, 
upon detecting at 1122 that a WLAN radio of the mobile 
station has been turned off or upon detected at 1122 that the 
WLAN mode of the mobile station has been switched to 
mobile hotspot (MHS) mode or some other non-client mode 
that is supported by the WLAN functionality of the mobile 
station, the mobile station proceeds at 1124 to un-ban all 
banned connection profiles. In FIG. 11-3, upon detecting at 
1132 that a timerset for aparticular banned connection profile 
(see, for example, the timer started at 902 in FIG. 9) has 
expired, the mobile station proceeds at 1134 to un-ban the 
connection profile for which the timer has expired. 
0167. In FIG. 11-4, upon determining at 1152 that a dis 
covery scan is to be conducted, the mobile station proceeds at 
1154 to conduct the discovery scan in a manner that treats all 
connection profiles equally, regardless of their status as 
banned or unbanned. No connection profiles will be excluded 
from a discovery scan. At 1156, the mobile station presents 
the results of the discovery scan and a user may select one of 
the results for selection. In one implementation, only 
unbanned connection profiles found during the discovery 
scan are presented. In another implementation, all connection 
profiles found during the discovery scan are presented. In a 
further implementation, all connection profiles found during 
the discovery scan are presented, with banned connection 
profiles distinguished from the unbanned connection profiles. 
In either of the latter two implementations, if the user's selec 
tion is of a banned connection profile, as checked at 1158, 
then the mobile station may prompt for approval to un-ban the 
selected connection profile. If user input received at the 
mobile station is indicative of Such approval, as checked at 
1160, the mobile station may proceed at 1162 to un-ban the 
selected connection profile and to attempt at 1164 to connect 
to the wireless local area network identified in the selected 
connection profile. If the user's selection is not a banned 
connection profile, the mobile station may proceed directly at 
1164 to attempt to connect to the wireless local area network 
identified in the selection. If the user input received at the 
mobile station following prompting for approval to un-ban a 
selected connection profile is indicative of lack of such 
approval, the method may return to the presentation of the 
results at 1156. 
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0168 As mentioned above, banning a connection profile 
affects how Subsequent scans—other than discovery scans— 
and connection attempts are handled. FIG. 12 is a flowchart 
illustrating an example of a method for active Scanning that 
takes into account whether a profile is banned, the method to 
be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136. Variations on how active 
scanning is conducted by the mobile station are also contem 
plated, and the method illustrated in FIG. 12 is merely one 
example. The method illustrated in FIG. 12 does not apply to 
any active scanning that is performed as part of a discovery 
SCall. 

0169. At 1202, the mobile station selects a connection 
profile, for example, from among the connection profiles 
stored in its memory. The mobile station determines at 1204 
whether the selected connection profile is banned, for 
example, by sampling the value of the field of the profile 
mentioned previously in this document, or by checking 
whether the selected connection profile is included in the list 
mentioned previously in this document. 
0170 If the selected connection profile is not banned, the 
mobile station proceeds to select at 1206 a channel upon 
which to do the active scanning. The mobile station starts a 
timer at 1208, and the mobile station then actively scans at 
1210 on the selected channel for a wireless local area network 
having the same network name as that of the selected connec 
tion profile. This typically involves the mobile station trans 
mitting a probe request specifying the network name of the 
selected connection profile on the selected channel. The 
mobile station then waits to see if any probe responses are 
received on the selected channel before the timer started at 
1208 has a timeout. Only APs configured with the network 
name specified in the probe request and configured to operate 
on the selected channel will respond to the probe request with 
a probe response. 
0171 If the mobile station has received one or more probe 
responses on the selected channel before the timeout, as 
checked at 1212, the mobile station adds at 1214 to the scan 
results one or more records containing details extracted from 
the received one or more probe responses, and then proceeds 
to check at 1216 whether there are any other channels to 
actively scan. If so, the method proceeds to 1206 where the 
mobile station selects another channel. If there are not any 
other channels to actively scan, the method proceeds to 1218 
where the mobile station checks whether any other connec 
tion profiles are to be actively scanned. 
0172. If there is at least one more connection profile to be 
actively scanned, the method continues to 1202 where the 
mobile station selects another connection profile. If there are 
no other connection profiles to be actively scanned, then the 
mobile station processes at 1220 the scan results of the active 
Scanning 
0173 For example, processing the scan results may 
include automatically selecting a target AP from the scan 
results without user intervention. In another example, pro 
cessing the scan results may include displaying, via a display 
of the mobile station, a list of available networks gleaned 
from the scan results, so that a user of the mobile station can 
select a target AP from the displayed list. 
0.174. If no probe responses have been received by the 
mobile station before the timeout, as checked at 1212, the 
mobile station then proceeds directly to check at 1216 
whether there are any other channels to actively scan. 
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0.175. If the selected profile is banned, as checked at 1204, 
the mobile station proceeds directly to check at 1218 whether 
any other connection profiles are to be actively scanned. 
0176). As mentioned above, banning a connection profile 
affects how Subsequent scans—other than discovery scans— 
and connection attempts are handled. FIG. 13 is a flowchart 
illustrating an example of a method for passive Scanning in 
the situation where at least one profile is banned, the method 
to be performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136. Variations on how passive 
scanning is conducted by the mobile station are also contem 
plated, and the method illustrated in FIG. 13 is merely one 
example. The method illustrated in FIG. 13 does not apply to 
any passive scanning that is performed as part of a discovery 
SCall. 

0177. At 1306, the mobile station selects a channel upon 
which to do the passive Scanning. The mobile station starts a 
timer at 1308, and the mobile station then passively scans at 
1310 on the selected channel. This typically involves the 
mobile station listening for beacon frames transmitted by APs 
on the selected channel. The mobile station then waits to see 
if any beacon frames are received on the selected channel 
before the timer started at 1308 has a timeout. Only APs 
configured to operate on the selected channel will transmit 
beacon frames on the selected channel. APS configured to 
hide the network name will transmit beacon frames in which 
no network name is advertised. The mobile station may also 
receive one or more probe responses on the selected channel 
that are addressed to a different mobile station. 

0.178 If the mobile station has received one or more bea 
conframes or probe responses or both on the selected channel 
before the timeout, as checked at 1312, the mobile station 
adds at 1314 to the scan results one or more records contain 
ing details extracted from the received one or more beacon 
frames or probe responses or both, and then proceeds to check 
at 1316 whether there are any other channels to passively 
scan. If so, the method proceeds to 1306 where the mobile 
station selects another channel. 

0179 If there are not any other channels to actively scan, 
the method proceeds to 1318 where the mobile station filters 
the scan results to remove from the scan results any records 
including the network name of any banned profile. To filter 
the scan results, the mobile station may sample the value of 
the field of the connection profile mentioned previously in 
this document, or may check whether the selected connection 
profile is included in the list mentioned previously in this 
document. In a modified method for passive Scanning, the 
filtering to remove records including the network name of any 
banned profile may occur at 1314, for the selected channel, 
thus eliminating the need to filter the scan results after all 
channels to be passively scanned have been passively 
scanned. 

0180. After filtering the scan results, the mobile station 
processes at 1320 the filtered scan results of the passive scan 
ning. For example, processing the filtered scan results may 
include automatically selecting a target AP from the filtered 
scan results without user intervention. In another example, 
processing the filtered scan results may include displaying, 
via a display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0181. The results of active scanning and the filtered results 
of passive Scanning may be combined, and then processing as 
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described above with respect to 1220 and 1320 may be per 
formed by the mobile station on the combined results. 
0182 FIG. 14 is a flowchart illustrating another example 
ofa method for passive Scanning in the situation where at least 
one profile is banned, the method to be performed by a mobile 
station, for example, any one of mobile stations 106, 116 and 
136. Variations on how passive Scanning is conducted by the 
mobile station are also contemplated, and the method illus 
trated in FIG. 14 is merely one example. The method illus 
trated in FIG. 14 does not apply to any passive scanning that 
is performed as part of a discovery scan. 
0183. The method illustrated in FIG. 14 is similar to the 
method illustrated in FIG. 13, as indicated by the repeated use 
of reference numerals used in FIG. 13. The description of 
FIG. 13 with respect to those reference numerals is applicable 
also to the method illustrated in FIG. 14, except as noted 
below. 
0184. If, as checked at 1316, the mobile station determines 
that there are not any other channels to actively scan, the 
mobile station then checks the records in the scan results 
against the banned connection profiles, one banned connec 
tion profile at a time. 
0185. At 1418, the mobile station selects one of the banned 
connection profiles. At 1420, the mobile station checks 
whether any of the records in the scan results include the 
network name of the selected banned connection profile. If so, 
then mobile station filters at 1422 the scan results to remove 
those records from the scan results. If not, then this is an 
indication that the mobile station is no longer in the coverage 
area of any AP configured with the network name of the 
selected banned connection profile, and the mobile station 
therefore un-bans at 1424 the selected banned connection 
profile. There is a risk the AP configured with the network 
name of the selected banned connection profile hides the 
network name and therefore the mobile station, unaware that 
it actually is in the coverage area of the AP will un-ban the 
selected banned connection profile. 
0186 Following the filtering at 1422 of the scan results or 
the un-banning at 1424 of the selected banned connection 
profile, the mobile station checks at 1426 whether there are 
any other banned profiles to check against the scan results. If 
so, the method proceeds to 1418 with the selection of another 
banned connection profile. If not, the mobile station pro 
cesses at 1428 the filtered scan results of the passive scanning. 
For example, processing the filtered scan results may include 
automatically selecting a target AP from the filtered scan 
results without user intervention. In another example, pro 
cessing the filtered scan results may include displaying, via a 
display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0187. The results of active scanning and the filtered results 
of passive scanning may be combined, and then processing as 
described above with respect to 1220 and 1428 may be per 
formed by the mobile station on the combined results. 
0188 Detailed Description of Banning of Access Points 
0189 FIG. 15 is a flowchart illustrating an example of a 
method performed by a mobile station, for example, any one 
of mobile stations 106, 116 and 136, for banning a target 
access point. The example method may be the action taken by 
the mobile station at 238 in the example method illustrated in 
FIG. 2 in reaction to failure to connect with a target AP or in 
reaction to receipt of a decryption error message from the 
target AP 
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0190. The example method is applicable in the situation 
where the mobile station has been configured to react to 
receipt of a decryption error message from a target AP or to 
failure—due to any cause, or only due to invalid credentials, 
or only due to a cause other than invalid credentials—of an 
attempt to connect with a target AP by banning the target AP 
as checked by the mobile station at 1502. 
(0191). At 1504, the mobile station bans the target AP 
0.192 Banning an access point may be implemented in the 
mobile station in any Suitable manner. For example, a unique 
identifier of the access point, such as its MAC address, may be 
added to aban list when the access point is banned, and may 
be removed from the ban list when the access point is un 
banned. 

0193 FIGS. 16-1, 16-2 and 16-3 are illustrations of 
example screenshots displayed at a mobile station, for 
example, any one of mobile stations 106, 116 and 136. FIG. 
16-1 illustrates a screenshot for selection of a security type to 
be saved in a particular connection protocol. FIG. 16-2 illus 
trates a screenshot displayed when the mobile station is 
attempting to connect to a wireless local area network with 
the network name Rosencrantz. FIG.16-3 illustrates a screen 
shot displayed when the authentication has failed because 
credentials Supplied by the mobile station to the target access 
point for the authentication process do not match expected 
credentials. 
0194 FIG. 17-1 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for un-banning an 
access point. Upon detecting at 1702 that a connection profile 
has been edited, the mobile station proceeds at 1704 to un-ban 
all banned APs advertising the same network name as that of 
the edited connection profile. For example, if banning APs is 
implemented in the mobile station using a ban list as 
described above, each time a unique identifier of an AP is 
added to the ban list, a copy of the record of extracted details, 
including the network name, is associated in the ban list with 
the unique identifier. The identification of banned APs having 
a particular network name is therefore straightforward. 
0.195 FIG.17-2 is a flowchart illustrating another example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for un-banning 
access points. Upon detecting at 1722 that the WLAN mode 
of the mobile station has been switched to mobile hotspot 
(MHS) mode or some other non-client mode that is supported 
by the WLAN functionality of the mobile station, the mobile 
station proceeds at 1724 to un-ban all banned APs. 
0196. As mentioned above, banning an access point 
affects how Subsequent scans and connection attempts are 
handled. FIG. 18 is a flowchart illustrating an example of a 
method for active scanning that takes into account whetheran 
access point is banned, the method to be performed by a 
mobile station, for example, any one of mobile stations 106, 
116 and 136. Variations on how active scanning is conducted 
by the mobile station are also contemplated, and the method 
illustrated in FIG. 18 is merely one example. 
0.197 At 1802, the mobile station selects a connection 
profile, for example, from among the connection profiles 
stored in its memory. The mobile station proceeds to select at 
1806 a channel upon which to do the active scanning. The 
mobile station starts a timer at 1808, and the mobile station 
then actively scans at 1810 on the selected channel for a 
wireless local area network having the same network name as 
that of the selected connection profile. This typically involves 
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the mobile station transmitting a probe request specifying the 
network name of the selected connection profile on the 
selected channel. The mobile station then waits to see if any 
probe responses are received on the selected channel before 
the timer started at 1808 has a timeout. Only APs configured 
with the network name specified in the probe request and 
configured to operate on the selected channel will respond to 
the probe request with a probe response. 
0198 If the mobile station has received one or more probe 
responses on the selected channel before the timeout, as 
checked at 1812, the mobile station adds at 1814 to the scan 
results one or more records containing details extracted from 
the received one or more probe responses, and then proceeds 
to check at 1816 whether there are any other channels to 
actively scan. If so, the method proceeds to 1806 where the 
mobile station selects another channel. If there are not any 
other channels to actively scan, the method proceeds to 1818 
where the mobile station checks whether any other connec 
tion profiles are to be actively scanned. 
0199. If there is at least one more connection profile to be 
actively scanned, the method continues to 1802 where the 
mobile station selects another connection profile. If there are 
no other connection profiles to be actively scanned, then the 
mobile station filters the scan results of the active Scanning at 
1819 to remove from the scan results any records including 
the unique identifier of any banned AP. For example, if the 
mobile station maintains a list of MAC addresses of banned 
APs, the mobile station can compare at 1819 the MAC 
addresses in the records to the MAC addresses in the list. In a 
modified method for active scanning, the filtering to remove 
records including the unique identifier of any banned AP may 
occur at 1814, for the selected channel, instead of at 1819. 
0200. After filtering the scan results, the mobile station 
processes at 1820 the filtered scan results of the active scan 
ning. For example, processing the filtered scan results may 
include automatically selecting a target AP from the filtered 
scan results without user intervention. In another example, 
processing the filtered scan results may include displaying, 
via a display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0201 If no probe responses have been received by the 
mobile station before the timeout, as checked at 1812, the 
mobile station then proceeds directly to check at 1816 
whether there are any other channels to actively scan. 
0202 FIG. 19 is a flowchart illustrating an example of a 
method for passive scanning that takes into account whether 
an access point is banned, the method to be performed by a 
mobile station, for example, any one of mobile stations 106, 
116 and 136. Variations on how passive scanning is conducted 
by the mobile station are also contemplated, and the method 
illustrated in FIG. 19 is merely one example. 
0203 At 1906, the mobile station selects a channel upon 
which to do the passive Scanning. The mobile station starts a 
timer at 1908, and the mobile station then passively scans at 
1910 on the selected channel. This typically involves the 
mobile station listening for beacon frames transmitted by APs 
on the selected channel. The mobile station then waits to see 
if any beacon frames are received on the selected channel 
before the timer started at 1908 has a timeout. Only APs 
configured to operate on the selected channel will transmit 
beacon frames on the selected channel. APS configured to 
hide the network name will transmit beacon frames in which 
no network name is advertised. The mobile station may also 
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receive one or more probe responses on the selected channel 
that are address to a different mobile station. 
0204 If the mobile station has received one or more bea 
conframes or probe responses or both on the selected channel 
before the timeout, as checked at 1912, the mobile station 
adds at 1914 to the scan results one or more records contain 
ing details extracted from the received one or more beacon 
frames or probe responses or both, and then proceeds to check 
at 1916 whether there are any other channels to passively 
scan. If so, the method proceeds to 1906 where the mobile 
station selects another channel. 
0205 If there are not any other channels to actively scan, 
the method proceeds to 1918 where the mobile station filters 
the scan results to remove from the scan results any records 
including the unique identifier of any banned AP. For 
example, if the mobile station maintains a list of MAC 
addresses of banned APs, the mobile station can compare at 
1918 the MAC addresses in the records to the MAC addresses 
in the list. In a modified method for passive Scanning, the 
filtering to remove records including the unique identifier of 
any banned AP may occur at 1914, for the selected channel, 
thus eliminating the need to filter the scan results after all 
channels to be passively scanned have been passively 
scanned. 
0206. After filtering the scan results, the mobile station 
processes at 1920 the filtered scan results of the passive scan 
ning. For example, processing the filtered scan results may 
include automatically selecting a target AP from the filtered 
scan results without user intervention. In another example, 
processing the filtered scan results may include displaying, 
via a display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0207. The filtered results of active scanning and the fil 
tered results of passive Scanning may be combined, and then 
processing as described above with respect to 1820 and 1920 
may be performed by the mobile station on the combined 
results. 
0208 Detailed Description of Suppression of Access 
Points 
0209 FIG. 20 is a flowchart illustrating an example of a 
method performed by a mobile station, for example, any one 
of mobile stations 106, 116 and 136, for suppressing a target 
access point. The example method may be the action taken by 
the mobile station at 238 in the example method illustrated in 
FIG. 2 in reaction to failure to connect with a target AP or in 
reaction to receipt of a decryption error message from the 
target AP 
0210. The example method is applicable in the situation 
where the mobile station has been configured to react to 
receipt of a decryption error message from a target AP or to 
failure—due to any cause, or only due to invalid credentials, 
or only due to a cause other than invalid credentials—of an 
attempt to connect with a target AP by Suppressing the target 
AP, as checked by the mobile station at 2002. 
0211. At 2004, the mobile station suppresses the target AP 
0212 Suppressing an access point may be implemented in 
the mobile station in any suitable manner. For example, a 
unique identifier of the access point, Such as its MAC address, 
may be added to a Suppression list when the access point is 
Suppressed, and may be removed from the Suppression list 
when the access point is un-Suppressed. 
0213 FIG. 21 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
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one of mobile stations 106, 116 and 136, for un-suppressing 
an access point. Upon detecting at 2102 that an un-suppress 
condition has been met for a suppressed AP, the mobile sta 
tion proceeds at 2104 to un-suppress the suppressed AP. 
FIGS. 21-1, 21-2 and 21-3 are flowcharts illustrating specific 
example methods to be performed by a mobile station, for 
example, mobile station 102, for un-suppressing one or more 
access points. In FIG. 21-1, upon detecting at 2106 that an 
authentication process with a Suppressed target AP has suc 
ceeded, the mobile station proceeds at 2108 to un-suppress 
the target AP. In FIG. 21-2, upon detecting at 2112 that a 
connection profile has been edited, the mobile station pro 
ceeds at 2114 to un-Suppress all Suppressed APs advertising 
the same network name as that of the edited connection pro 
file. For example, if Suppressing APS is implemented in the 
mobile station using a Suppression list as described above, 
each time a unique identifier of an AP is added to the Sup 
pression list, a copy of the record of the extracted details, 
including the network name, is associated in the Suppression 
list with the unique identifier. The identification of suppressed 
APs having a particular network name is therefore straight 
forward. In FIG. 21-3, upon detecting at 2122 that a WLAN 
radio of the mobile station has been turned off or upon 
detected at 2122 that the WLAN mode of the mobile station 
has been switched to mobile hotspot (MHS) mode or some 
other non-client mode that is supported by the WLAN func 
tionality of the mobile station, the mobile station proceeds at 
2124 to un-Suppress all Suppressed APs. 
0214 FIG. 22 is a flowchart illustrating an example of a 
method for active scanning that takes into account whetheran 
access point is suppressed, the method to be performed by a 
mobile station, for example, any one of mobile stations 106, 
116 and 136. Variations on how active scanning is conducted 
by the mobile station are also contemplated, and the method 
illustrated in FIG. 22 is merely one example. 
0215. The method illustrated in FIG. 22 is similar to the 
method illustrated in FIG. 18, as indicated by the repeated use 
of reference numerals used in FIG. 18. The description of 
FIG. 18 with respect to those reference numerals is applicable 
also to the method illustrated in FIG. 22, except as noted 
below. 
0216. If there are no other connection profiles to be 
actively scanned, as checked at 1818, then the mobile station 
occasionally filters the scan results of the active scanning at 
2219 to remove from the scan results any records including 
the unique identifier of any suppressed AP For example, if the 
mobile station maintains a list of MAC addresses of Sup 
pressed APs, the mobile station can compare at 2219 the 
MAC addresses in the records to the MAC addresses in the 
list. 

0217. After filtering the scan results, the mobile station 
processes at 2220 the filtered scan results of the active scan 
ning. For example, processing the filtered scan results may 
include automatically selecting a target AP from the filtered 
scan results without user intervention. In another example, 
processing the filtered scan results may include displaying, 
via a display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0218 FIG. 23 is a flowchart illustrating an example of a 
method for passive scanning that takes into account whether 
an access point is Suppressed, the method to be performed by 
a mobile station, for example, any one of mobile stations 106, 
116 and 136. Variations on how passive scanning is conducted 
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by the mobile station are also contemplated, and the method 
illustrated in FIG. 23 is merely one example. 
0219. The method illustrated in FIG. 23 is similar to the 
method illustrated in FIG. 19, as indicated by the repeated use 
of reference numerals used in FIG. 19. The description of 
FIG. 19 with respect to those reference numerals is applicable 
also to the method illustrated in FIG. 23, except as noted 
below. 

0220. If there are no other channels to be passively 
scanned, as checked at 1918, then the mobile station occa 
sionally filters the scan results of the passive scanning at 2318 
to remove from the scan results any records including the 
unique identifier of any suppressed AP For example, if the 
mobile station maintains a list of MAC addresses of Sup 
pressed APs, the mobile station can compare at 2318 the 
MAC addresses in the records to the MAC addresses in the 
list. 

0221. After filtering the scan results, the mobile station 
processes at 2320 the filtered scan results of the passive scan 
ning. For example, processing the filtered scan results may 
include automatically selecting a target AP from the filtered 
scan results without user intervention. In another example, 
processing the filtered scan results may include displaying, 
via a display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0222. The filtered results of active scanning and the fil 
tered results of passive Scanning may be combined, and then 
processing as described above with respect to 2220 and 2320 
may be performed by the mobile station on the combined 
results. 

0223. The issue of how often the mobile station filters the 
scan results to remove results including the unique identifier 
of any suppressed AP is a tradeoff between power consump 
tion (filter more often) and responsiveness (filter less often). 
For example, the filtering may be done every other time the 
method illustrated in FIG. 22 or FIG. 23 is performed, or 
every third time. In another example, a timer may be used to 
determine how often to filter the scan results. For example, the 
scan results may be filtered every five minutes. 
0224 Detailed Description of Suppressing then Banning 
Access Points 

0225 FIG. 24 is a flowchart illustrating an example 
method to be performed by a mobile station, for example, any 
one of mobile stations 106, 116 and 136, for suppressing or 
banning a target access point according to a number of times 
the authentication process has failed for the target access 
point. The example method may be the action taken by the 
mobile station at 238 in the example method illustrated in 
FIG. 2 in reaction to failure to connect with a target AP or in 
reaction to receipt of a decryption error message from the 
target AP 
0226. The example method is applicable in the situation 
where the mobile station has been configured to react to 
receipt of a decryption error message from a target AP or to 
failure—due to any cause, or only due to invalid credentials, 
or only due to a cause other than invalid credentials—of an 
attempt to connect with a target AP by Suppressing the target 
AP, as checked by the mobile station at 2402. Despite this 
configuration, according to this example method, the mobile 
station will ban rather than suppress the target AP if the 
attempts to connect have failed too many times for the target 
AP. 
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0227. A counter for a target AP is started upon the first 
instance of initiating an attempt to connect with the target AP 
The counter is re-started when an attempt to connect with the 
target AP has succeeded. 
0228. At 2404, the mobile station increments the counter 
for the target AP regardless of the cause for the failure of the 
attempt to connect with the target AP 
0229. If the counter does not exceed a threshold, as 
checked at 2406 by the mobile station, the mobile station 
suppresses the target AP at 2408. If the counter exceeds the 
threshold, the mobile station un-suppresses the target AP and 
bans the target AP at 2410. 
0230. As explained above, a problem with an authentica 
tion server may lead to an authentication timeout. If a Subse 
quent attempt by the mobile station to authenticate with the 
target AP involves the redirection of the authentication 
request to a different authentication server, the Subsequent 
attempt may succeed. Therefore, in a modified version of the 
method illustrated in FIG. 24, the mobile station increments 
the counter for the target AP only if the cause for failure of the 
attempt to connect to the target AP is invalid credentials, and 
does not ban or suppress the target AP if the cause for failure 
is other than invalid credentials. 
0231 FIG. 25 is a flowchart illustrating an example of a 
method for active scanning that takes into account whetheran 
access point is suppressed or banned, the method to be per 
formed by a mobile station, for example, any one of mobile 
stations 106, 116 and 136. Variations on how active scanning 
is conducted by the mobile station are also contemplated, and 
the method illustrated in FIG.25 is merely one example. 
0232. The method illustrated in FIG. 25 is similar to the 
methods illustrated in FIG. 18 and FIG.22, as indicated by the 
repeated use of reference numerals used in FIG. 18 and FIG. 
22. The description of FIG. 18 and FIG. 22 with respect to 
those reference numerals is applicable also to the method 
illustrated in FIG. 25, except as noted below. 
0233. If there are no other connection profiles to be 
actively scanned, as checked at 1818, then the mobile station 
filters the scan results of the active scanning at 1819 to remove 
from the scan results any records including the unique iden 
tifier of any banned AP and the mobile station occasionally 
filters the scan results of the active scanning at 2219 to remove 
from the scan results any records including the unique iden 
tifier of any suppressed AP. 
0234. After filtering the scan results, the mobile station 
processes at 2520 the filtered scan results of the active scan 
ning. For example, processing the filtered scan results may 
include automatically selecting a target AP from the filtered 
scan results without user intervention. In another example, 
processing the filtered scan results may include displaying, 
via a display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0235 FIG. 26 is a flowchart illustrating an example of a 
method for passive scanning that takes into account whether 
an access point is Suppressed or banned, the method to be 
performed by a mobile station, for example, any one of 
mobile stations 106, 116 and 136. Variations on how passive 
scanning is conducted by the mobile station are also contem 
plated, and the method illustrated in FIG. 26 is merely one 
example. 
0236. The method illustrated in FIG. 26 is similar to the 
methods illustrated in FIG. 19 and FIG. 23, as indicated by the 
repeated use of reference numerals used in FIG. 19 and FIG. 
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23. The description of FIG. 19 and FIG. 23 with respect to 
those reference numerals is applicable also to the method 
illustrated in FIG. 26, except as noted below. 
0237 If there are no other channels to be passively 
scanned, as checked at 1918, then the mobile station filters the 
scan results of the passive scanning at 1918 to remove from 
the scan results any records including the unique identifier of 
any banned AP and the mobile station occasionally filters the 
scan results of the passive scanning at 2318 to remove from 
the scan results any records including the unique identifier of 
any Suppressed AP. 
0238 After filtering the scan results, the mobile station 
processes at 2620 the filtered scan results of the passive scan 
ning. For example, processing the filtered scan results may 
include automatically selecting a target AP from the filtered 
scan results without user intervention. In another example, 
processing the filtered scan results may include displaying, 
via a display of the mobile station, a list of available networks 
gleaned from the filtered scan results, so that a user of the 
mobile station can select a target AP from the displayed list. 
0239. The filtered results of active scanning and the fil 
tered results of passive Scanning may be combined, and then 
processing as described above with respect to 2520 and 2620 
may be performed by the mobile station on the combined 
results. 
0240 Modifications of the methods described previously 
in this document will occur to persons of ordinary skill in the 
art. For example, some of the methods described previously 
in this document automatically ban a connection profile or 
ban an access point or Suppress an access point if authentica 
tion has failed. In an alternative implementation, the action to 
be taken upon failure of the authentication process could be 
chosen by a user of the mobile station, after being presented 
with two or more options (including, for example, the option 
of taking no action). 
0241) Detailed Description of Mobile Station 
0242 FIG. 27 is a functional block diagram illustration of 
an example mobile station, which can be considered an 
example of any one of mobile stations 106, 116 and 136. The 
example mobile station, generally referenced 20, comprises a 
processor 22, a memory 24, a display 26, one or more user 
input elements 28, one or more timers 29, and a WLAN 
communication interface 30. A non-exhaustive list of 
examples for user input elements 28 includes a keypad, a 
keyboard, a trackball, and a thumb wheel. Some mobile sta 
tions use a touchscreen, which functions both as display 26 
and as one of the user input elements 28. WLAN communi 
cation interface 30 comprises a baseband processor 32 
coupled to a radio 34, which in turn is coupled to an antenna 
36. 
0243 A battery 40 supplies power to the components of 
mobile station 20. Battery 40 is typically removable from 
mobile station 20. Mobile station 20 also comprises a power 
interface 42, for example, a universal serial bus (USB) inter 
face connection or an AC/DC adapter, which enables battery 
40 to be recharged from an external power source. 
0244 Mobile station 20 may comprise additional compo 
nents, circuitry and functionality which, for clarity, have not 
been illustrated in FIG. 27. 
0245 Memory 24 is coupled to processor 22 and com 
prises volatile memory and non-volatile memory. Portions of 
memory 24 may be internal to processor 22. Memory 24 
stores applications executable by processor 22, including, for 
example, a system management application 50, a wireless 
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connection setup application 52, a connection profile man 
agement application 54, and a WLAN communication inter 
face driver 56. Memory 24 also stores data files used by the 
applications, including, for example, one or more connection 
profiles 58. 
0246. If mobile station 20 implements the banning of con 
nection profiles as described in this document through the use 
of a list of banned connection profiles, then memory 24 may 
optionally store a list 59 of banned connection profiles. A 
banned connection profile may be identified in list 59 by its 
network name. 
0247. If mobile station 20 implements the banning of 
access points as described in this document through the use of 
a list of banned access points, then memory 24 may optionally 
store a list 60 of banned APs. A banned AP may be identified 
in list 60 by its unique identifier, for example, by its MAC 
address. 
0248 If mobile station 20 implements the suppression of 
access points as described in this document through the use of 
a list of Suppressed access points, then memory 24 may 
optionally store a list 62 of suppressed APs. A suppressed AP 
may be identified in list 62 by its unique identifier, for 
example, by its MAC address. 
0249 Memory 24 may store an indication 64 of the type of 
WLAN deployment determined by mobile station 20 for a 
particular target AP Indication 64 may be stored by mobile 
station 20 in response to mobile station 20 having determined 
the type of WLAN deployment to which a target AP belongs, 
for example, as at 302 of FIG.3 or, for example, as in any one 
or any combination of the methods illustrated in FIGS. 4-1, 
4-2, 4-3, 4-4, 4-5, 4-6 and 4-7. 
0250 If mobile station 20 implements enablement/dis 
ablement of roaming scans as described in this document, 
memory 24 may optionally store an indication 66 of whether 
roaming scans are enabled or disabled. For example, when set 
to a first value, indication 66 may indicate that roaming scans 
are enabled, and when set to a second value different from the 
first value, indication 66 may indicate that roaming scans are 
disabled. 
0251. If mobile station 20 configures itself according to 
the determined type of WLAN deployment to react in a par 
ticular way to authentication failures, memory 24 may 
optionally store an indication 68 of how mobile station 20 is 
to react. Indication 68 may be set, for example, by mobile 
station 20 in accordance with any one of the methods illus 
trated in FIGS. 6-1, 6-2, 7-1, 7-2, 8-1 and 8-2. 
0252 Methods described in this document may be imple 
mented by way of computer instructions to be executed by 
processor 22 or processor 32. For example, Scanning is imple 
mented by processor 32 under the control of WLAN commu 
nication interface driver 56. Profile management application 
54 may be used to enable the editing of connection profiles 
58. Wireless connection setup application 52 may be used to 
enable the creation of connection profiles 52 and to guide a 
user of mobile station through the process of Scanning and 
connecting to a WLAN, including, for example, generating a 
list of available WLANs to be displayed via display 26. 
0253) The banning and un-banning of connection profiles 
may be implemented as computer instructions in WLAN 
communication interface driver 56, and the generation of a 
visual indication of a banned connection profile may be 
implemented as computer instructions in profile management 
application 54. If, as described in this document, connection 
profiles 58 include a field which is set to a first value if the 
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connection profile is not banned and set to a second value if 
the connection profile is banned, then the setting of that field 
may be implemented as computer instructions in profile man 
agement application 54. 
0254 The banning and un-banning of access points may 
be implemented as computer instructions in WLAN commu 
nication interface driver 56, and the generation of a notifica 
tion regarding invalid credentials may be implemented as 
computer instructions in wireless connection setup applica 
tion 52. 
0255 The Suppressing and un-suppressing of access 
points may be implemented as computer instructions in 
WLAN communication interface driver 56, and the genera 
tion of a notification regarding invalid credentials may be 
implemented as computer instructions in wireless connection 
setup application 52. 
0256 General Remarks Relating to Flowchart Illustra 
tions and Block Diagrams 
0257 Some of these techniques are described in this docu 
ment with reference to flowchart illustrations and/or block 
diagrams of methods, apparatus (systems) and computer pro 
gram products. It will be understood that each block of the 
flowchart illustration and/or block diagrams, and combina 
tions of blocks in the flowchart illustrations and/or block 
diagrams, can be implemented or Supported by computer 
program instructions. These computer program instructions 
may be provided to a processor of a general purpose com 
puter, special purpose computer, or other programmable data 
processing apparatus to produce a particular machine. Such 
that the instructions, which execute via the processor of the 
computer or other programmable data processing apparatus, 
create means for implementing the functions or actions speci 
fied in the flowchart illustration and/or block diagram block 
or blocks. 
0258. These computer program instructions may also be 
stored in a physical computer-readable medium that can 
direct a computer or other programmable data processing 
apparatus to function in a particular manner. Such that the 
instructions stored in the computer-readable medium produce 
an article of manufacture including instruction means which 
implement the functions or actions specified in the flowchart 
illustration and/or block diagram block or blocks. Computer 
programs implementing the techniques described in this 
document can be distributed to users on a distribution 
medium such as a floppy disk, CD-ROM, or DVD, or may be 
downloaded over a network such as the Internet using FTP, 
HTTP, or other suitable protocols. From there, they will often 
be copied to a hard disk or a similar intermediate storage 
medium. When the programs are to be run, they will be loaded 
either from their distribution medium or their intermediate 
storage medium into the execution memory of the computer, 
configuring the computing to act in accordance with the 
methods described in this document. All these operations are 
well-known to those skilled in the art of computer systems. 
0259 Each block of the flowchart illustrations and/or 
block diagrams may represent a module, segment, or portion 
of code, which comprises one or more executable instructions 
for implementing the specified logical function(s). In some 
alternative implementations, the functions noted in the block 
may occur out of the order noted in the figures. For example, 
two blocks shown in Succession may, in fact, be executed 
Substantially concurrently, or the blocks may sometimes be 
executed in the reverse order, depending on the functionality 
involved. Each block of the flowchart illustration and/or 
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block diagrams, and combinations of blocks in the flowchart 
illustrations and/or block diagrams, can be implemented by 
special purpose hardware-based systems that perform the 
specified functions or actions, or by combinations of special 
purpose hardware and computer instructions. 
0260 Although the subject matter has been described in 
language specific to structural features and/or methodologi 
cal acts, it is to be understood that the subject matter defined 
in the appended claims is not necessarily limited to the spe 
cific features or acts described above. Rather, the specific 
features and acts described above are disclosed as example 
forms of implementing the claims. 

What is claimed is: 

1. A method in a mobile station, the method comprising: 
determining whether an access point belongs to a corpo 

rate/enterprise-type wireless local area network 
(WLAN) deployment or to a small office/home office 
(SOHO)-type WLAN deployment, the access point hav 
ing been selected by the mobile station from results of a 
discovery scan for a connection attempt; 

configuring the mobile station in a first configuration 
where the access point is determined to belong to a 
corporate/enterprise-type WLAN deployment; and 

configuring the mobile station in a second configuration 
that differs from the first configuration where the access 
point is determined to belong to a SOHO-type WLAN 
deployment. 

2. The method as claimed in claim 1, wherein determining 
whether the access point belongs to a corporate/enterprise 
type WLAN deployment or to a SOHO-type WLAN deploy 
ment comprises: 

determining that the access point belongs to a SOHO-type 
WLAN deployment where a security type of the access 
point, discernible from the results of the discovery scan, 
indicates no security. 

3. The method as claimed in claim 1, wherein determining 
whether the access point belongs to a corporate/enterprise 
type WLAN deployment or to a SOHO-type WLAN deploy 
ment comprises: 

determining that the access point belongs to a SOHO-type 
WLAN deployment where a media access control 
(MAC) address of the access point, discernible from the 
results of the discovery scan, indicates that the access 
point is manufactured or sold by an organization that 
manufactures or sells access points only for SOHO-type 
WLAN deployment; and 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where the MAC 
address of the access point indicates that the access point 
is manufactured or sold by an organization that manu 
factures or sells access points only for corporate/enter 
prise-type WLAN deployment. 

4. The method as claimed in claim 1, wherein determining 
whether the access point belongs to a corporate/enterprise 
type WLAN deployment or to a SOHO-type WLAN deploy 
ment comprises: 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where the access 
point is enabled for Cisco Compatible Extensions 
(CCX). 
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5. The method as claimed in claim 1, wherein determining 
whether the access point belongs to a corporate/enterprise 
type WLAN deployment or to a SOHO-type WLAN deploy 
ment comprises: 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where the access 
point supports Neighbor Reports. 

6. The method as claimed in claim 1, wherein determining 
whether the access point belongs to a corporate/enterprise 
type WLAN deployment or to a SOHO-type WLAN deploy 
ment comprises: 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where the access 
point supports Wi-Fi Protected Access pre-authentica 
tion. 

7. The method as claimed in claim 1, wherein determining 
whether the access point belongs to a corporate/enterprise 
type WLAN deployment or to a SOHO-type WLAN deploy 
ment comprises: 

determining that the access point belongs to a SOHO-type 
WLAN deployment where a connection profile stored in 
the mobile station that matches the access point includes 
an indication that the profile is for SOHO-type WLAN 
deployment; and 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where the connec 
tion profile includes an indication that the profile is for 
corporate/enterprise-type WLAN deployment. 

8. The method as claimed in claim 1, wherein more than 
one access point is identifiable from the results of the discov 
ery scan, and wherein determining whether the access point 
belongs to a corporate/enterprise-type WLAN deployment or 
to a SOHO-type WLAN deployment comprises: 

determining that the access point belongs to a SOHO-type 
WLAN deployment where none of the other access 
points identified from the results of the discovery scan 
have exactly the same characteristics—other than media 
access control (MAC) address—as the access point; and 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where at least one of 
the other access points identified from the results of the 
discovery scan has exactly the same characteristics— 
other than MAC address—as the access point. 

9. The method as claimed in claim 1, further comprising: 
as part of a dynamic Internet Protocol (IP) address acqui 

sition process, receiving from a dynamic host configu 
ration protocol (DHCP) server an offer message includ 
ing an offered IP address, 

wherein determining whether the access point belongs to a 
corporate/enterprise-type WLAN deployment or to a 
SOHO-type WLAN deployment comprises: 

determining that the access point belongs to a SOHO-type 
WLAN deployment where a source media access con 
trol (MAC) address in the offer message is identical to a 
MAC address of the access point, which is discernible 
from the results of the discovery scan; and 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where the source 
MAC address in the offer packet from the DHCP server 
is not identical to the MAC address of the access point. 
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10. The method as claimed in claim 1, further comprising: 
as part of a dynamic Internet Protocol (IP) address acqui 

sition process, receiving from a dynamic host configu 
ration protocol (DHCP) server an offer message includ 
ing an offered IP address, 

wherein determining whether the access point belongs to a 
corporate/enterprise-type WLAN deployment or to a 
SOHO-type WLAN deployment comprises: 

determining that the access point belongs to a SOHO-type 
WLAN deployment where the offered IP address is of 
the form 192.168.X.X; and 

determining that the access point belongs to a corporate/ 
enterprise-type WLAN deployment where the offered IP 
address is not of the form 192.168.X.X. 

11. The method as claimed in claim 1, wherein configuring 
the mobile station in the first configuration comprises: 

enabling roaming scans. 
12. The method as claimed in claim 1, wherein configuring 

the mobile station in the second configuration comprises: 
disabling roaming scans. 
13. The method as claimed in claim 1, wherein configuring 

the mobile station in the first configuration comprises: 
configuring the mobile station to react to receipt of a 

decryption error message from the access point or to 
failure of an attempt to connect to the access point by 
banning an editable connection profile stored in the 
mobile station that matches the access point, the editable 
connection profile including a network name. 

14. The method as claimed in claim 13, further comprising: 
attempting to connect to the access point, including trans 

mitting in a manner receivable by the access point 
parameters from the editable connection profile; 

determining that the attempt has failed or receiving the 
decryption error message from the access point and con 
sequently banning the editable connection profile; 

if any active Scanning for wireless local area networks— 
other than active scanning performed as part of any 
discovery scan is performed by the mobile station 
while the editable connection profile is banned, exclud 
ing the editable connection profile from the active scan 
ning; and 

if any passive Scanning for wireless local area networks— 
other than passive scanning performed as part of any 
discovery scan is performed by the mobile station 
while the editable connection profile is banned, remov 
ing from results of the passive Scanning any records 
including the network name. 

15. The method as claimed in claim 1, wherein configuring 
the mobile station in the first configuration comprises: 

configuring the mobile station to react to receipt of a 
decryption error message from the access point or to 
failure of an attempt to connect to the access point by 
reducing a priority of a connection profile stored in the 
mobile station that matches the access point. 
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16. The method as claimed in claim 1, wherein configuring 
the mobile station in the second configuration comprises: 

configuring the mobile station to react to receipt of a 
decryption error message from the access point or to 
failure of an attempt to connect to the access point by 
banning the access point. 

17. The method as claimed in claim 16, further comprising: 
attempting to connect to the access point; 
determining that the attempt has failed or receiving the 

decryption error message from the access point and con 
sequently banning the access point; and 

refraining from transmitting any communications 
addressed to a unique identifier of the access point while 
the access point is banned. 

18. The method as claimed in claim 1, wherein configuring 
the mobile station in the second configuration comprises: 

configuring the mobile station to react to receipt of a 
decryption error message from the access point or to 
failure of an attempt to connect to the access point by 
Suppressing the access point. 

19. The method as claimed in claim 18, further comprising: 
attempting to connect to the access point; 
determining that the attempt has failed or receiving the 

decryption error message from the access point and con 
sequently Suppressing the access point; 

on Some occasions that the access point is Suppressed, 
refraining from transmitting any communications 
addressed to the unique identifier; and 

on other occasions that the access point is suppressed, 
permitting transmission of communications addressed 
to the unique identifier. 

20. A mobile station comprising: 
a processor; 
a memory coupled to the processor, and 
a wireless local area network (WLAN) communication 

interface coupled to the processor, 
the mobile station operative to determine whether an 

access point belongs to a corporate/enterprise-type wire 
less local area network (WLAN) deployment or to a 
small office/home office (SOHO)-type WLAN deploy 
ment, the access point having been selected by the 
mobile station from results of a discovery scan for a 
connection attempt, 

the mobile station further operative to configure the mobile 
station in a first configuration where the access point is 
determined to belong to a corporate/enterprise-type 
WLAN deployment, and 

the mobile station further operative to configure the mobile 
station in a second configuration that differs from the 
first configuration where the access point is determined 
to belong to a SOHO-type WLAN deployment. 

c c c c c 
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