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1 

USER AND CONTENT AWARE 
OBJECT-BASED DATA STREAM 
TRANSMISSION METHODS AND 

ARRANGEMENTS 

TECHNICAL FIELD 

This invention relates generally to data connnunications 
and, more particularly, to prioritization methods and 
arrangements for selectively transmitting object-based data 
based on data content in response to dynamically changing 
network conditions and/or client preferences. 

BACKGROUND 

Data connnunication networks are typically divided into 
two different types of networks based on the techniques used 
to transmit information between a sending node and a 
receiving node. The first type or category is a circuit­
switched network, wherein a dedicated circuit is established 
between the sending node and the receiving node prior to the 
transmission of the information. Information is then trans­
mitted over the dedicated circuit in a continual stream of 
data. One example of a circuit-switched network is a public­
switched telephone network (PSTN). Circuit-switched net­
works tend to provide a high Quality of Service (QoS) to 
users since very little, if any, information content is lost 
during transmission. One of the major drawbacks to circuit­
switched networks, however, is that only a limited number 
of connnunication sessions or calls can be supported simul­
taneously by the network. Moreover, in many cases, the 
communication session fails to fully utilize the available 
bandwidth of the existing dedicated circuit. 

2 
SUMMARY 

Various methods and arrangements are provided to sig­
nificantly increase the Quality of Service (QoS) provided by 

5 packet-switched networks during the transmission of time­
critical data streams, and allow for enhanced interactivity for 
users accessing such time-critical transmissions. For 
example, prioritization methods and arrangements are pro­
vided for selectively transmitting object-based data based on 

10 data content in response to dynamically changing network 
conditions and/or client preferences. 

In accordance with certain aspects of the present inven­
tion, a method is provided for use in transmitting media 
information. The method includes receiving a data bitstream 

15 that includes object-based media information, associating 
portions of the object-based media information with a plu­
rality of different transmission priority levels, and selec­
tively transmitting the portions of the object-based media 
information over a network that is configured to provide 

20 differential services based at least on the plurality of differ­
ent transmission priority levels. 

The method may also include receiving at least one 
down-stream preference with regard to the object-based 
media information, and selectively transmitting at least one 

25 of the portions of the object-based media information over 
the network based on the down-stream preference. 

In certain implementations, the data bitstream includes 
object-based media information for a single object, such as, 
a video object or an audio object. The prioritized portions of 

30 the object-based media information can be placed in a 
plurality of data packets, wherein each data packet is asso­
ciated with a specific transmission priority. The data within 
a data packet can include non-contiguous portions of the 
data bitstream. 

In certain other implementations, the object-based media 
information is encoded using MPEG-4 or other like tech­
niques. Here, media object may be represented by Intra (I) 
coded frame layers, Predicted (P) frame layers, Bi-direc­
tionally (B) predicted frame layers, Intra (I) coded frame 

The second type or category is a packet-switched net­
work. In a packet switched network, information is trans- 35 

mitted from the sending node to the receiving node using a 
plurality of discrete data packets. Each data packet is 
addressed to the receiving node and selectively forwarded 
between various nodes within the packet switched network 
until it reaches the receiving node. At the receiving node, the 
received data packets are recombined to provide the original 
information. In this mamier, the data packets can travel 
through the network using a variety of available circuits 
rather than requiring dedicated circuits. Selective routing 
techniques are employed to increase bandwidth utilization 
within the packet-switched network. This allows for support 

40 enhancement layers, Predicted (P) frame enhancement lay­
ers, and Bi-directionally (B) predicted frame enhancement 
layers. These frame layers may be associated with specific 
transmission priority levels. 

The object-based media information may further include 
45 a plurality of different types of video object information, 

such as, e.g., control information, shape information, motion 
information and texture information. The transmission pri­
ority level for may also be based at least in part on the type 

of simultaneous connnunication sessions, each of which will 
have an expected QoS. In certain cases, however, the QoS 
provided during a communication session may fall below of video object information. 
the expected QoS, for example, due to lost or untimely 50 

receipt of data packets. One example of a packet-switched 
network is the Internet. 

The above stated needs and others are also met by an 
arrangement that includes a server device, at least one client 
device and at least one connnunication network. The server 
device is configured to provide a data bitstream that includes 
object-based media information having portions of the 

The current Internet essentially treats all data packets as 
having the same priority during transmission. Therefore, 
when the Internet is congested, some of the data packets may 
be dropped or otherwise lost during transmission. Typically, 
such missing data packets do not significantly degrade the 
overall QoS of the Internet, since many packets can simply 
be resent in a timely manner. However, in time-critical data 
stream transmissions, such as, multimedia (e.g., video, 
audio, etc.) stream transmissions, missing data packets can 
significantly degrade the performance of a multimedia appli­
cation. 

Consequently, there is a need for improved techniques 
that significantly increase the QoS that packet-switched 
networks, for example, the Internet can provide to time­
critical data streaming applications. 

55 object-based media information associated with a plurality 
of different transmission priority levels. The connnunication 
network, which is operatively coupled between the server 
device and the client device, is configured to provide selec­
tive differential services based at least on the plurality of 

60 different transmission priority levels of the portions of the 
object-based media information. 

A system is also provided, in accordance with certain 
further aspects of the present invention. In this system, at 
least one client device is configured to receive prioritized 

65 video object-based data packets and output control requests 
relating to a video object and at least one server device 
configured to output prioritized object-based data packets 
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representing the video object. The prioritized object-based 
data packets are prioritized based at least on part on the type 
of data as selected from a group comprising control data, 
shape data, motion data, and texture data. The system further 
includes at least one video transmission agent (VTA), which 5 

is coupled to receive the prioritized object-based data pack-
ets from the server device and the control requests from the 
client device, and to selectively output at least a portion of 
the received prioritized object-based data packets to the 
client device based in response to the control requests. In 10 

certain implementations, the VTA is implemented within a 
network that is further configured to provide differential 
services to the prioritized object-based data packets, such 
that prioritized object-based data packets having lower pri­
ority levels are selectively dropped should the network 15 

become congested. 
In accordance with still further aspects of the present 

invention, a computer-readable medium is also provided 
having a data structure, wherein a first field contains iden­
tifying data associated with a portion of a data bitstream that 20 

represents a video object, and at least one second field that 
is derived from the first field and includes data representing 
object-based video information for the video object that has 
been classified as having a specific transmission priority 
level based on at least one type of object-based video 25 

information selected from a group comprising control infor­
mation, shape information, motion information, and texture 
information. 

4 
FIG. 9 includes two exemplary video frame images for 

comparison purposes following a simulated loss of 24.3% of 
the data packets during transmission, wherein the frame 
image on the left is noticeably degraded due to the lost data, 
while the frame image on the right is significantly less 
degraded due to lost data as a result of the method/arrange­
ment for prioritizing and packetizing a data bitstream. 

FIG. 10 is a line graph depicting a measured video quality 
(PSNR) for the two images in FIG. 9 as compared to an 
original image. 

FIG. 11 is a line graph depicting a measured video quality 
(PSNR) associated with a plurality of different data packet 
loss rates for the two images in FIGS. 7 and 9, as compared 
to an original image. 

DETAILED DESCRIPTION 

FIG. 1 is a block diagram depicting an exemplary com­
munications system 10 having a packet-switched network 11 
that is configured to provide packet-switched communica­
tion services between at least one server device 12 and a 
plurality of client devices 13(a) ... 13(n), in accordance 
with certain aspects of the present invention. Although 
network 11 is referred to as a "packet-switched" network, 
portions of network 11 may also include circuit-switched 
links. For example, client device 13a may be operatively 
coupled to network 11 through a dedicated circuit-switched 
telephone line. In certain implementations, for example, at 
least a portion of network 11 can provide differential service 

BRIEF DESCRIPTION OF THE DRAWINGS 30 capabilities. 

A more complete understanding of the various methods 
and arrangements of the present invention may be had by 
reference to the following detailed description when taken in 
conjunction with the accompanying drawings wherein: 

FIG. 1 is a block diagram depicting an exemplary com­
munications system having a network that is configured to 
provide data bitstream communication services between at 
least one server device and a plurality of client devices, in 
accordance with certain aspects of the present invention. 

FIG. 2 is a block diagram depicting an exemplary com­
puter that can be employed as a server device and/or a client 
device in the communications system of FIG. 1. 

FIG. 3 is a block diagram depicting a user-aware object­
based video multicasting system architecture that can be 
employed in the communications system of FIG. 1. 

As depicted, server 12 is configured to generate or oth­
erwise provide object data 14 to an encoder 15. The object 
data can include "media data", such as, video data, image 
data, audio data, text data, computer instructions, associated 

35 control data, etc. The media data can include real world 
information (e.g., still/moving image from a digital camera) 
and/or synthetic information (e.g., virtual images). Object 
data 14 can represent a two-dimensional or three-dimen­
sional object. 

40 Encoder 15 is configured to encode the object data into 
one or more data bitstreams. Encoder 15, in certain imple­
mentations, is a Moving Picture Experts Group (MPEG) 
based encoder. MPEG is the name of a family of standards 
used for coding audio-visual information (e.g., movies, 

45 video, music) in a digital compressed format. Preferably, 
encoder 15 includes the requisite hardware and/or software 
to meet the standards of the MPEG-4 or later standards, or 
other similar standards that encode media objects into data FIG. 4 is a block diagram that illustratively depicts an 

exemplary method/arrangement for prioritizing and pack­
etizing a data bitstream for transmission over the commu-

50 
nications system of FIG. 1. 

bitstreams. 
One advantage of MPEG compared to other video and 

audio coding formats is that MPEG files are much smaller 
for the same quality. This is because MPEG uses very 
sophisticated compression techniques to code frames, or as 
is the case in MPEG-4 to code objects as separate frame 

FIG. 5 is a block diagram that illustratively depicts an 
exemplary format of a prioritized data packet that can is used 
in the method/arrangement of FIG. 4. 

FIG. 6 is a block diagram illustratively depicting certain 
packetized data paths and associated control paths in the 
multicasting system architecture of FIG. 3. 

55 layers. 
There are three types of coded frames. The first type is an 

"I" or intra frame, which is a frame coded as a still image 
without using any past history. The second type is a "P" or 
Predicted frame, which is predicted from the most recent I 

FIG. 7 includes two exemplary video frame images for 
comparison purposes following a simulated loss of 4.1 % of 
the data packets during transmission, wherein the frame 
image on the left is noticeably degraded due to the lost data, 
while the frame image on the right is significantly less 
degraded due to lost data as a result of the method/arrange­
ment for prioritizing and packetizing a data bitstream. 

60 frame or P frame. Each macroblock of data within in a P 

FIG. 8 is a line graph depicting a measured video quality 65 

(PSNR) for the two images in FIG. 7 as compared to an 
original image. 

frame can either come with a vector and difference differ­
ential cosine transform (DCT) coefficients for a close match 
in the last I or P, or it can be "intra" coded ( e.g., as in the I 
frames). The third type is a "B" or bi-directional frame, 
which is predicted from the closest two I frames or P frames, 
e.g., one in the past and one in the future. There are typically 
12 frames from 1 frame to I frame (e.g., a sequence of 
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frames may be ... IBBPBBPBBPBBIBBPBBPB ... ). 
Additionally, enhancement I, P, or B frame layers may be 
provided to add additional refinement/detail to the image. 
These and other features of the MPEG standard are well 
known. 

MPEG-4 provides the capability to further define a scene 

6 
CLASS 0: Control information. 
CLASS 1: Shape information of the Intra (I) coded frame 

base layer and texture DC information of the Intra (I) coded 
frame base layer. 

CLASS 2: Texture AC information of the Intra (I) coded 
frame base layer. 

as having a one or more media objects. For video object, 
each of these media objects is encoded into a corresponding 
elementary data bitstream using I, P, B, and enhancement 
frame layers. In this manner, MPEG-4 (and other similarly 10 

arranged standards) can be dynamically scaled up or down, 

CLASS 3: Shape information of the Predicted (P) frame 
base layer and motion information of the Predicted (P) frame 
base layer. 

CLASS 4: Texture information of the Predicted (P) frame 
base layer. 

as required, by selectively transmitting elementary bit­
streams to provide the necessary multimedia information to 
a client device/application. 

Server device 12 further includes a prioritizer 16 that is 
configured to receive at least one data bitstream from 
encoder 15. Prioritizer 16 examines the data bitstream and 
reconfigures the data bitstream in a plurality of data packets 
based on data content. For example, in certain implemen­
tations, prioritizer 16 considers the frame type (e.g., I, P, B, 
etc.) when reconfiguring the data bitstream into a plurality of 
data packets. In certain other exemplary implementations, 
prioritizer 16 considers the content of the data (e.g., control, 
shape, motion, texture, etc.) when reconfiguring the data 
bitstream into a plurality of data packets. In still other 
implementations, prioritizer 16 considers both the frame 
type and the content of the data when reconfiguring the data 
bitstream into a plurality of data packets. In any of these 
cases, prioritizer 16 may also consider feedback/control 
inputs received from other devices/programs, for example, a 
client device 13 and/or a network 11 resource. 

CLASS 5: Shape information of the Bi-directionally (B) 
predicted frame base layer, motion information of the Bi­
directionally (B) predicted frame base layer and texture 

15 information of the Bi-directionally (B) predicted frame base 
layer. 

Prioritizer 16, having examined the data bitstream and 
packetized or otherwise rearranged the data according to 
different priority levels, then sends the resulting data packets 

20 to network 11. If network 11 cannot satisfy the rate require­
ment associated with the resulting data packets, then data 
packets having the lowest transmission priority level will be 
discarded, as needed. 

To maintain compliance with MPEG-4 syntax, an index 
25 table for each video object is generated without defining a 

new syntax of the video object bitstream. The index table 
includes several items, such as index number, information 
category, priority level, starting position (relative) and 
length, to index different information in the compressed 

30 bitstream within the data packets. The index table is a virtual 
table that is used only as a reference for extraction of 
different parts of the information and doesn't constitute part 
of the bitstream. By way of example, the data structure of the 

In this manner, prioritizer 16 can be arranged to recon­
figure the data bitstream into a plurality of"prioritized" data 
packets. Prioritizer 16 can dynamically adjust the prioriti­
zation scheme based on inputs received from resources 35 

within network 11, and/or from inputs received from a client 

index item may be implemented as follows: 
typedef struct 
{ char name[30]; / /information category 
int priority; //class level 13. These and other features will be described in future detail 

below. 
By way of further example, the information in the data 

bitstream of object-based video coding, such as, MPEG-4, 40 

can be divided into the following types of information: 

int startpos; //starting position of this part information 
within the bitstream 

int length; //length of this part information 
boo! VOPEndF!ag; //label of the end of a frame of the 

video object 1. Control information, (e.g., Video Object Head, Video 
Object Layer Head and Video Object Plane head); 

2. Shape information of an Intra (I) coded frame base 
layer 

3. Texture DC information of an Intra (I) coded frame 
base layer 

4. Texture AC information of an Intra (I) coded frame base 
layer 

5. Shape information of a Predicted (P) frame base layer 
6. Motion information of a Predicted (P) frame base layer 
7. Texture information of a Predicted (P) frame base layer 
8. Shape information of a Bi-directionally (B) predicted 

frame base layer 
9. Motion information of a Bi-directionally (B) predicted 

frame base layer 
10. Texture information of a Bi-directionally (B) pre-

dicted frame base layer 
11. Intra (I) coded frame enhancement layer 
12. Predicted (P) frame enhancement layer 
13. Bi-directionally (B) predicted frame enhancement 

layer 

} Indexltem; 
Each of the client devices 13(a)-13(n) includes a decoder 

45 17 that is configured to receive data from network 11. In 
certain implementations, for example, decoder 17 is config­
ured to receive at least a portion of the data packets from 
prioritizer 16, regenerate at least a portion of the encoded 
data bitstream, decode the resulting data bitstream, and 

50 output all or part of object data 14. 
In certain other implementations, one or more resources 

within network 11 may be configured to regenerate at least 
a portion of the encoded data bitstream using at least a 
portion of the data packets output by prioritizer 16. For 

55 example, a server, gateway, router, or other like device may 
be provided within network 11 to perform this task. In still 
other implementations, prioritizer 16 may alternatively be 
included at least partially within various network 11 
resource(s ). 

60 Reference is now made to FIG. 2, which is a block 

The preceding types of information can be selectively 
classified as having different transmission priority levels. 
Thus, for example, without considering the enhancement 65 

layers, the base layers of compressed information may be 
classified as follows: 

diagram depicting an exemplary computer 20 that can be 
employed within server device 12 and/or client devices 
13(a)-13(n), for example, to provide or otherwise support 
data bitstream communications. Those skilled in the art will 
clearly recognize that different computing and communica­
tion resources and configurations can be operatively config­
ured to form computer 20 or otherwise perform the functions 
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of network 11, server device 12, and client devices 13(a) 
-13(n). For example, a client device 13 may include a 
cellular telephone, a pager, or other wireless device that is 
operatively coupled to network 11. 

As shown in this example, computer 20 includes one or 
more processors or processing units 21, a system memory 
22, and a bus 23 that couples various system components 
including the system memory 22 to processors 21. Bus 23 
represents one or more of any of several types of bus 
structures, including a memory bus or memory controller, a 
peripheral bus, an accelerated graphics port, and a processor 
or local bus using any of a variety of bus architectures. 

The system memory includes read only memory (ROM) 
24 and random access memory (RAM) 25. A basic input/ 
output system (BIOS) 26, containing the basic routines that 
help to transfer information between elements within com­
puter 20, such as during start-up, is stored in ROM 24. 

Computer 20 further includes a hard disk drive 27 for 
reading from and writing to a hard disk, not shown, a 
magnetic disk drive 28 for reading from and writing to a 
removable magnetic disk 29, and an optical disk drive 30 for 
reading from or writing to a removable optical disk 31 such 
as a CD ROM, DVD ROM or other optical media. The hard 
disk drive 27, magnetic disk drive 28 and optical disk drive 
30 are each connected to bus 23 by applicable interfaces 32, 
33 and 34, respectively. 

The drives and their associated computer-readable media 
provide nonvolatile storage of computer readable instruc­
tions, data structures, program modules and other data for 
computer 20. Although the exemplary environment 
described herein employs a hard disk, a removable magnetic 
disk 29 and a removable optical disk 31, it should be 
appreciated by those skilled in the art that other types of 
computer readable media which can store data that is 
accessible by a computer, such as magnetic cassettes, flash 
memory cards, digital video disks, random access memories 
(RAMs) read only memories (ROM), and the like, may also 
be used in the exemplary operating environment. 

8 
interface or adapter 156. When used in a WAN networking 
environment, computer 20 typically includes a modem 54 or 
other means for establishing communications over the wide 
area network 52, such as the Internet. Modem 54, which may 

5 be internal or external, is connected to bus 23 via interface 
46. In a networked environment, program modules depicted 
relative to the personal computer 20, or portions thereof, 
may be stored in the remote memory storage device. It will 
be appreciated that the network connections shown are 

10 exemplary and other means of establishing a communica­
tions link between the computers may be used. 

Future generations of the Internet Protocol will provide 
differential service, whereby data packets will be treated as 
having a specified priority. Thus, for example, when the 

15 Internet or a portion thereof is congested, data packets with 
lower priorities may get dropped/delayed to better insure 
that packets with higher priorities get delivered. This allows 
for different QoS's to be provided based on the importance 
associated with the user and/or information content. The 

20 QoS class of each data packet can be specified, for example, 
using a type of service (TOS) byte within the Ipv4 header or 
a traffic class byte within the Ipv6 header (IPH) of the data 
packet. 

Prioritization of object-oriented video information may be 
25 advantageously implemented using this type of differential 

service capability to provide a scalable video differentiated 
transmission scheme in which media objects that are iden­
tified in a video frame, or portions thereof, are associated 
with various differential priorities during transmission. 

30 Thus, for example, different kinds of information, such as, 
shape, motion and texture information, within the data 
bitstream are associated with specific transmission priority 
levels. In certain implementations, the transmission priority 
levels associated with the information will significantly 

35 match the level of importance that the information inher­
ently has within the decoding process in decoder 17. Thus, 
for example, shape information as described in the earlier 
example may be more important than motion or texture 
information. A number of program modules may be stored on the hard 

disk, magnetic disk 29, optical disk 31, ROM 24, or RAM 40 

25, including an operating system 35, one or more applica­
tion programs 36, other program modules 37, and program 
data 38. A user may enter commands and information into 
computer 20 through input devices such as keyboard 40 and 
pointing device 42. Other input devices (not shown) may 45 

include a microphone, joystick, game pad, satellite dish, 
scanner, or the like. These and other input devices are 
connected to the processing unit 21 through an interface 46 
that is coupled to bus 23. 

The resulting differentially prioritized data stream has 
many benefits. For example, the resulting prioritized data 
stream can be used to better control data flow at server 12 or 
within network 11, meet QoS requirements, enhance user 
interaction capabilities, and/or better support multicasting 
services to a plurality ofreceiving nodes 13(a)-13(n). 

With this in mind, reference is now made to FIG. 3, which 
is a block diagram depicting a user-aware object-based 
video multicasting system architecture that can be imple­
mented in communications system 10. 

A monitor 47 or other type of display device is also 50 

connected to bus 23 via an interface, such as a video adapter 
48. In addition to the monitor, personal computers typically 
include other peripheral output devices (not shown) such as 
speakers and printers. 

Computer 20 can operate in a networked environment 55 

using logical connections to one or more remote computers, 
such as a remote computer 50. Remote computer 50 may be 
another personal computer, a server, a router, a network PC, 

In FIG. 3, server device 12 is operatively coupled to a first 
network node 82a. Here, network nodes 82a-d can be any 
type of general purpose and/or special purpose computing/ 
communication device, such as, a server, a gateway, a router, 
a computer, etc. Client device 13a is operatively coupled to 
receive data packets from network node 82a. The output of 
network node 82a is provided to a first video transmission 
agent (VTA) 84a. VTA 84a is configured selectively filter 
out or otherwise drop data packets according to their respec­
tive transmission priority levels based on network and/or 
other recognized needs ( e.g., downstream feedback/control). 

The output from VTA 84a is provided to a second network 
node 82b, which is operatively coupled to provide data 
packets to client devices 13b, 13c and third network node 
82c. Network node 82c is operatively coupled to provide 

a peer device or other common network node, and typically 
includes many or all of the elements described above 60 

relative to computer 20. The logical connections depicted in 
FIG. 2 include a local area network (LAN) 51 and a wide 
area network (WAN) 52. Such networking environments are 
commonplace in offices, enterprise-wide computer net­
works, intranets, and the Internet. 65 data packets to client device 13d and a second VTA 84b. 

When used in a LAN networking environment, computer 
20 is connected to the local network 51 through a network 

VTA 84b is configured to selectively filter out or otherwise 
drop data packets according to their respective transmission 

SCALE VIDEO CODING, LLC 
v. CISCO SYSTEMS, INC.

IPR2024-01371 Ex. 1005, p. 13 of 21



US 7,093,028 Bl 
9 

priority levels based, again, on network and/or other recog­
nized needs. The output from VTA 84b is provided to a 
fourth network node 82d, which is operatively coupled to 
provide data packets to client devices 13e and 13/ 

10 
In this manner, the VTAs are able to respond dynamically 

to the needs of the client devices. As mentioned above, the 
VTAs may also respond to network related constraints. 
Thus, both network and user interactivity behaviors are 

An optional third VTA 84c is also shown as being 
included within network node 82a. VTA 84c may be opera­
tively configured to selectively control the data packets that 

5 taken into consideration. 

are provided to client device 13a. 

The user can interact with a video player application 
program running on the client device, for example, and the 
server device through several ways such as mouse click, 
mouse moving, forward, backward, object zoom in, object FIG. 4 is a block diagram that illustratively depicts an 

exemplary method and/or arrangement for prioritizing and 
packetizing media object data from an encoded bitstream. 
As shown, an encoded data bitstream 100 having data 102 

10 zoom out, add objects, delete objects, etc. These interaction 
behaviors can influence the amount of network bandwidth 
allocated to individual object dynamically. 

is provided. Next, the data bitstream is examined to identify 
portions l04a-e, each of which is associated with a specific 
transmission priority level. The portions 104a through 104e 
are then placed in data packets 106a-c having a correspond­
ing video packet header (VPH) 110. 

Accordingly, the control paths provide a mechanism for 
negotiating or otherwise establishing what object data 14 

15 needs to be transmitted and how best to allocate limited bit 

As shown in this example, portion 104a has a priority 
level of "PO", portion 104a has a priority level of "PO", 
portion 104b has a priority level of "Pl", portion 104c has 20 

a priority level of "P2", portion 104d has a priority level of 
"P2", and portion 104e has a priority level of "PO". Thus, 
data packet 106a includes portions 104a and 104e, each of 
which has a transmission priority level of PO. Identifying 
bits 107 are provided in data packet 106a to identify that 25 

portions 104a and 104e are not contiguous within data 
bitstream 100. 

Similarly, data packet 106b includes portion 104b, which 
has a transmission priority level of Pl, and data packet 106c 
includes portions 104c and 104d, each of which has a 30 

transmission priority level of P2. 
Data packets 106a-c are then each further configured for 

transmission over network 11, for example, by adding a 
Network header (NPH) 114 to create data packets l08a---c, 
respectively. By way of example, NPH may be TCP Header+ 35 

IP Header, UDP header+IP Header, IP Header, or other 
format. NPH 114 identifies the transmission priority level. 

An exemplary data packet 106a is depicted in FIG. 5. As 
shown, VPH 110 includes an object identifier (OI) 110a, a 
part number (PN) 110b and a starting position (SP) 110c for 40 

the first portion ( or contiguous portions) of data in data 
packet 106a (i.e., here, portion 104a). Additionally, a length 
(LEN) 112a is provided to establish the length of the first 
portion (or contiguous portions). Additional SP 110c and 
LEN 112b data are provided following identifying bits 107 45 

to further define portion 104e. The identifying information 
in 106a can be used to reconstruct the data bitstream 100, or 
remaining portion thereof, after transmission over network 
11. 

rate among multiple video objects according to network 
state and users' interaction. 

By way of further example, let us assume that server 
device 12 is multicasting object-based MPEG-4 video to the 
four clients. Server device 12 will packetize the bitstream of 
each requested video object and send data packets with 
different transmission priority levels (e.g., different QoS 
requirements). Should congestion occur within network 11 
during transmission, one or more network nodes 82 may 
need to discard data packets having lower priority levels. 

The VTAs will filter out data packets from upstream 
according to downstream requirements (e.g., according to 
the network link and a particular clients capabilities). For 
example, data packets containing texture information for a 
particular video object may be dropped by the VTA. 

This capability is graphically depicted by the varying 
width of data flow arrows 120, 122, 124, 126, 128, 130, and 
132; here, wider data arrows represent more data packets 
being transmitted. Thus, for example, VTA 84c (and possi­
bly other network resources) has dropped some of the data 
packets received from server device 12 prior to providing 
the remaining data packets to VTA 84c, since arrow 120 is 
wider than arrow 124. 

With this in mind, a new scalable video transmission 
technique is provided in which the user's interaction and at 
least portions of the video information content itself can be 
taken into consideration. This novel technique allows for 
efficient object-based video transmission over IP based 
networks or other network architectures that provide differ-
entiated services. 

The techniques include smart packetization processes that 
distinguish between different types of data in a bitstream, 
object-based bit rate control and adaptation processes cor­
responding to users' interactions and selections, and selec-

In certain implementations, a video packet 106 is limited 
in size so as to not exceed the MTU of network 11. 
Additionally, a video packet 106 should not be too small to 
increase efficiency. 

50 tive transmission processes that drop data packets as needed 
to take advantage of differentiated classes. The packetization 
scheme can take advantage of object boundary, MB (macro 
block)/MV (motion vector) structure, shape information, 
and the nature of differential services architecture. The bit FIG. 6 is a block diagram illustratively depicting how a 

plurality of VTAs can be used to control the flow of 55 

packetized data between server device 12 and a plurality of 
clients 13a, 13b, 13c, and 13e with respect to multicasting 
of video data. In this example, the various nodes have 
bi-directional feedback/control communication capabilities 
through which client device software is configured to relay 60 

user inputs with respect to selected media objects and/or 
other related interactive features. Thus, for example, a user 
may select a specific video object within a scene through a 
graphical user interface. This selection will be sent upstream 
to one or more VTAs and possibly to the server device 12 65 

itself, if needed, to elicit the proper response in the pack­
etized data that is sent downstream. 

rate of a video stream can be adjusted to network state by 
discarding low priority packets. 

The VTAs represent a novel object-based video streaming 
mechanism that has capability of providing dynamic inter­
action between users and video contents. A VTA can 
dynamically adapt the bit rate of each video object to the 
user's interactivity behaviors. 

As demonstrated by the foregoing detailed description 
and drawings, the various methods and arrangements can be 
implemented to provide error control and scalability for 
compressed video data over the Internet. During transmis­
sion, the data within a compressed video bitstream is pack-
etized and the packets are sent to the receiver over the 
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Internet. Although some of the data packets may be lost 
during transmission, their loss will not necessarily lead to 
failure in the decoding process since different types of data 
within the data bitstream, such as, e.g., shape, motion and 
texture information have been essentially re-clustered and 5 

assigned to different transmission priority levels/classes. 
Consequently, higher priority classes of data packets will 
have lower packet loss rate than relatively lower priority 
classes of data and obtain increase error control protection. 

This prioritization technique has the additional benefit of 10 

allowing changes to be made to the transmission rate of the 
video just by selectively discarding lower priorities packets 
at server 12 and/or at intermediate network nodes 82. 
Moreover, the methods and arrangements are particularly 
useful in supporting multicasting applications/services. 15 

Multicasting is regarded as an effective communication 
support for multi-party multimedia applications, such as, 
distance learning and video broadcasting. However, due to 
the heterogeneity of the Internet a single sender transmission 
rate cannot satisfy the different bandwidth requirements of 20 

different clients. Typically the sender rate is adapted to meet 
the requirements of the worst positioned client, thereby 
reducing the quality of the video data for other clients. While 
such limitations may be partially overcome using conven­
tional layered transmission mechanisms, wherein each layer 25 

(elementary bitstream) is sent over a separate network 
session, it is complicated for the network to maintain mul­
tiple sessions for each video object and the synchronization 
control between different layers is difficult to achieve. In 
addition, the transmission rate cannot be adjusted to a 30 

granularity that is smaller than the difference between layers. 
The methods and arrangements described herein provide a 
novel heterogeneous multicasting mechanism that solves 
these and other problems within layered and worst-case 
multicasting approaches. Through this prioritized single 35 

layering approach different clients can receive different 
quality levels of multimedia data bitstreams. 

With respect to video, for example, after encoding/com­
pressing, the compressed video data are placed in a data 
bitstream according to temporal and spatial position of its 40 

content, i.e., frame by frame, macroblock by macroblock, 
and block by block, etc. 

Traditionally, different types of information such as shape, 
motion and texture information would have been interleaved 
together at this stage, despite the fact that each has an 45 

inherent and different level of importance during the decod-
ing process. For example, shape and motion information is 
usually more important than texture within a P frame. 
Consequently, if the shape and motion information is lost 
during transmission, decoder 17 will be unable to output the 50 

uncompressed P video frame even though it received texture 
information. However, shape and motion information may 
be enough for decoder 17 to generate a coarse video frame 
that will have a lower quality than the original frame due to 
the loss of texture information. 55 

Moreover, at present, rate control for video is mainly 
implemented by changing the encoding quatization size, 
selecting another optimal mode or 1 reducing the frame rate 
within encoder 15. For many applications 36, such as, for 
example, video on demand (VOD), video materials are 60 

encoded and stored at server 12 in advance. Therefore, the 
bit rate cannot be subsequently changed to adjust the net­
work resource availability. For those adopting real-time 
encoding, if the encoded video needs to be sent to multiple 
heterogeneous receivers simultaneously, the single bit rate 65 

may not satisfy all receivers. By employing a smart priori­
tization/packetization and rate control approach the methods 

12 
and arrangements can be better configured to control and 
respond to the communication needs of the clients. For 
example, the methods and arrangements can take advantage 
ofobject boundary, MB (Macro Block)/MV (Motion Vector) 
structures, shape information, and even future generations of 
the Internet infrastructure which is expected to provide 
differentiated services. 

Thus, when network resources are unable satisfy the rate 
requirement(s) of the video bitstream, information with the 
lower priorities will be selectively discarded by server 12 or 
intermediate network nodes. In addition, different error 
control mechanisms may be implemented on different pri­
orities information to further enhance the overall error 
resilience capability of the transmission. 

By way of further example, since the rate control is 
supported by discarding some information, let us assume 
that there are N priority levels P, (0<=i<N), each level 
information has the original bit rate r,(0<=i<N), and the 
original rate of the whole video stream is R. Therefore, 

NJ 
Rf r; 

;a 

During transmission, if network congestion occurs and/or 
the receivers require lower bit rates (e.g., as specified 
through some sort of user-interactivity behavior), then the 
bit rate for the video object needs to be reduced to R'. 

First, the suitable k(0<k<N) needs to be found which 
satisfy the following form: 

kl k 

f r;bR' fr; 
iO iO 

Wherein, all information with priorities P1 (k<j<N) will be 
discarded at the sender. 

Secondly, if 

kl 
R' fr;, 

;a 

all packets with priorities Pk will also be discarded at the 
sender; otherwise, some fine bit rate adjustment will be 
implemented. This means some packets with priority 
Pk will be selectively discarded at the sender and/or the 
intermediate nodes. For example, if some information 
within a B frame needs to be dropped, then a selective 
B frame discarding scheme as proposed by Herny et al., 
"MPEG System Streams in Best-Effort Networks", 
Packet Video' 99, New York, can be adopted. In another 
example, if texture information within a P frame needs 
to be partly discarded, the approach can randomly 
discard "A" percentage of P frame texture information, 
wherein: 

k 
fr;R' 

; 0 ·A--vlOOo/o 
rk 

As can be seen, the rate control mechanism provides for 
both the temporal scalability and quality scalability support. 
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Moreover, as described above, such a scalable transmis­
sion scheme can also take advantage of differentiated ser­
vices by providing the selective filtering capability of a VTA 
84. The resulting layer approach allows different users to 
receive different quality levels of video data bitstreams. VTA 5 

84 and associated (Capacity, Requirement) resource alloca­
tion policy may be implemented to provide a more flexible 
multicasting mechanism. 

Here, an exemplary VTA 84 is configured to receive video 
data bitstreams from server 12 or a previous VTA, filter the 10 

received data bitstream by selectively discarding data pack-
ets having lower priorities, and sending the resulting filtered 
data bitstream to a client 13 and/or a next ( downstream) VTA 
84. VTA 84 may also be configured to receive requests from 
one or more clients and/or other VTAs, act upon requests or 15 

generate a combined request from requests of multiple 
clients or next VTAs and forward it to previous VTAs, 
provide bandwidth allocation coordination among multiple 
data bitstreams, and/or even provide dynamic bandwidth 
re-allocation according to the semantic information of video 20 

object, such as, for example, when a scene change is 
identified within the data bitstream as occurring. 

By way of further example, VTA 84 can be implemented 
as a component of the router or gateway, a server or part of 

25 
a server attaching to the router, and configured to watch a 
known port, intercept requests and adapt the data bitstream 
accordingly. Thus, as depicted in FIGS. 3 and 6, VTAs can 
be implemented at various nodes within network 11 to 
provide for multiple filters along the path from server 12 to 
client 13. A resource allocation policy, e.g., (Capacity, 

30 

Requirement) policy, can be employed within VTA 84 to 
support multicasting. For example, in a multicasting session, 
every VTA and client is associated with a two element set 
namely "Capacity" and "Requirement". Capacity represent~ 
h 

35 
t e amount of the resource available for a video object in the 
VTAor the end system of the user to handle the video object. 
Requirement represents the amount of the resource for a 
video object required by the VTA or the user. Concerning the 
network bandwidth, the Capacity of a VTA is determined by 
the link state between the VTA and its next upstream VTA 

40 

( or the server 12 if it has no upstream VTA). Let us assume 
that the capacity of the sender is the bit rate of the original 
bitstream, denoted as RATE5 • However, the Requirement of 
a VTA is determined by (Capacity, Requirement), of all its 

45 
next downstream VTAs and the clients connecting directly 
to this VTA. For example, if a VTA, named V,, has M next 
downstream VTAs and clients whose two element set are 
(Capif, Req,) (O<=j<M), then the Requirement of V, is 
calculated as follows: 

Req,~min {min(Capu), max(Requ), RATEJ 
(0<~j<M). 

For a client, Requirement will likely be determined by the 
user's preference and interactivity behavior. 

For a multicasting session, the (Capacity, Requirement), 

50 

55 

of its VTAs and clients can be calculated following the 
direction from bottom to top (i.e., moving upstream). And at 
each VTA,, the rate of the video object bitstream can be 
adapted to Req, by using the scalable transmission scheme 60 
proposed herein. 

As can be seen, the VTAs have the functionality of 
filtering. However, traditional video filter needs to imple­
ment decoding and re-encoding to complete the filtering. 
Here, however, the VTAs can implement the filtering by 65 

only discarding some less important packets in a much 
simpler and faster fashion than traditional filters. 

14 
In accordance with certain experimental implementations, 

a simple MPEG-4 video streaming system is used to test a 
scalable multicasting scheme. The test bed included 
MPEG-4 video encoding/decoding source code and Ipv6 
protocol stack source codes. A standard Akiyo QCIF video 
sequence was used in the experiment. Exemplary results 
from the experiment are depicted in the images/graphs in 
FIGS. 7-11. 

As shown in the two examples of FIGS. 7, 8 and FIGS. 
9, 10 the approaches taught by the methods and arrange­
ments perform better than traditional approaches under the 
same network bandwidth and packet loss conditions. 

The images in FIG. 7 were produced with a 4.1% data 
packet loss rate and represent frame number 81. The image 
on the left was produced using a traditional approach (e.g., 
random loss), and the image on the right was produced as a 
result of using exemplary methods and arrangements as 
taught herein. FIG. 8 shows comparison of peak Signal to 
noise luminance parameter for every frame between the 
traditional approach and the present approach with a 4.1 % 
data packet loss rate, wherein line 200 depicts the original 
quality of the video sequence, line 202 depicts the quality 
resulting from this new approach, and line 204 represents the 
quality as a result of a traditional approach. 

The images in FIG. 9 were produced with a 24.3% data 
packet loss rate and represent frame number 81. The image 
on the left was produced using a traditional approach, and 
the image on the right was produced as a result of this new 
approach. FIG.10 shows comparison of peak Signal to noise 
luminance parameter for every frame between the traditional 
approach and the new approach with a 24.3% data packet 
loss rate, wherein line 206 depicts the original quality of the 
video sequence, line 208 depicts the quality resulting from 
this exemplary implementation, and line 210 represents the 
quality as a result of a traditional approach. 

As can be concluded from FIG. 11 the new scalable 
transmission scheme is feasible to be used in multicasting 
mechanism because the PSNR of the video does not 
decrease very much even though the network bandwidth 
decreases to half of the original video rate. 

Although some preferred embodiments of the various 
methods and arrangements of the present invention have 
been illustrated in the accompanying Drawings and 
described in the foregoing Detailed Description, it will be 
understood that the invention is not limited to the exemplary 
embodiments disclosed, but is capable of numerous rear-
rangements, modifications and substitutions without depart­
ing from the spirit of the invention as set forth and defined 
by the following claims. 

What is claimed is: 
1. A method comprising: 
receiving a data bitstream that includes object-based 

media information; 
associating portions of the object-based media informa­

tion with a plurality of different transmission priority 
levels; 

selectively transmitting the portions of the object-based 
media information along with the associated plurality 
of different transmission priority levels over a network 
that is configured to provide differential services based 
at least on the plurality of different transmission prior­
ity levels; and 

selectively discarding, within the network that is config­
ured to provide differential services, one or more of the 
portions of the object-based media information based at 
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least on the associated plurality of different transmis­
sion priority levels and on at least one input received 
from a downstream client. 

2. The method as recited in claim 1, wherein the data 
bitstream includes object-based media information for a 5 

single object. 
3. The method as recited in claim 2, wherein the single 

object is a video object. 
4. The method as recited in claim 2, wherein the single 

object is an audio object. 
5. The method as recited in claim 1, wherein associating 

portions of the object-based media information with the 
plurality of different transmission priority levels further 
includes: 

10 

placing the portions of the object-based media informa- 15 

tion in a plurality of data packets, wherein each data 
packet is associated with a specific transmission prior-
ity of the plurality of different transmission priority 
levels. 

6. The method as recited in claim 5, wherein at least one 20 

of the plurality of data packets includes non-contiguous 
portions of data from within the data bitstream. 

7. The method as recited in claim 5, wherein selectively 
transmitting the portions of the object-based media infor­
mation over the network further includes: 25 

16 
causing Predicted (P) frame enhancement layer data to 

have a higher transmission priority level than Bi­
directionally (B) predicted frame enhancement layer 
data. 

12. The method as recited in claim 3, wherein the object-
based media information further includes a plurality of 
different types of video object information selected from a 
group that includes control information, shape information, 
motion information and texture information. 

13. The method as recited in claim 12, wherein associat­
ing portions of the object-based media information with the 
plurality of different transmission priority levels further 
includes: 

setting the transmission priority levels based at least in 
part on the type of video object information. 

14. The method as recited in claim 13, wherein setting the 
transmission priority levels based at least in part on the type 
of video object information further includes: 

causing at least a portion of the control information to 
have a higher transmission priority level than at least a 
portion of the shape information. 

15. The method as recited in claim 13, wherein setting the 
transmission priority levels based at least in part on the type 
of video object information further includes: 

causing at least a portion of the shape information to have 
a higher transmission priority level than at least a 
portion of the motion information. 

causing the network to selectively halt the transmission of 
a first data packet carrying object-based media infor­
mation that is associated with a first priority level prior 
to halting the transmission of a second data packet 
carrying object-based media information that is asso­
ciated with a second priority level if the second priority 
level is higher than the first priority level, should a need 
arise while transmitting the first and second data pack-

16. The method as recited in claim 13, wherein setting the 
transmission priority levels based at least in part on the type 

30 of video object information further includes: 
causing at least a portion of the motion information to 

have a higher transmission priority level than at least a 
portion of the texture information. 

ets. 
8. The method as recited in claim 1, wherein the differ­

ential services provide different substantially guaranteed 
Quality of Service (QoS) transmission capabilities for dif­
ferent transmission priority levels. 

35 
17. The method as recited in claim 13, wherein setting the 

transmission priority levels based at least in part on the type 
of video object information further includes: 

9. The method as recited in claim 3, wherein the object­
based media information includes a plurality of different 40 

types of video frame layers selected from a group that 
includes Intra (I) coded frame layers, Predicted (P) frame 
layers, Bi-directionally (B) predicted frame layers, Intra (I) 
coded frame enhancement layers, Predicted (P) frame 
enhancement layers, and Bi-directionally (B) predicted 45 

frame enhancement layers. 
10. The method as recited in claim 9, wherein associating 

portions of the object-based media information with the 
plurality of different transmission priority levels further 
includes: 

setting the transmission priority levels based at least in 
part on the type of video frame layer. 

11. The method as recited in claim 10, wherein setting the 
transmission priority levels based at least in part on the type 
of video frame layer further includes: 

50 

55 

causing at least a portion of the texture information to 
have a higher transmission priority level than at least a 
portion of the shape information. 

18. The method as recited in claim 3, wherein: 
the object-based media information includes a plurality of 

different types of video frame layers selected from a 
group that includes Intra (I) coded frame layers, Pre­
dicted (P) frame layers, Bi-directionally (B) predicted 
frame layers, Intra (I) coded frame enhancement layers, 
Predicted (P) frame enhancement layers, and Bi-direc-
tionally (B) predicted flume enhancement layers; 

the object-based media information further includes a 
plurality of different types of video object information 
selected from a group that includes control information, 
shape information, motion information and texture 
information; and 

wherein associating portions of the object-based media 
information with the plurality of different transmission 
priority levels further includes setting the transmission 
priority levels based at least in part on the type of video 
frame layer and the type of video object information. 

causing Intra (I) coded frame layer data to have a higher 
transmission priority level than Predicted (P) frame 
layer data; 

causing Predicted (P) frame layer data to have a higher 
transmission priority level than Bi-directionally (B) 
predicted frame layer data; 

causing Bi-directionally (B) predicted frame layer data to 
have a higher transmission priority level than Intra (I) 
coded frame enhancement layer data; 

19. The method as recited in claim 18, wherein setting the 

60 transmission priority levels based at least in part on the type 
of video frame layer and the type of video object information 
further includes: 

causing Intra (I) coded frame enhancement layer data to 65 

have a higher transmission priority level than Predicted 
(P) frame enhancement layer data; and 

setting control information to a class O transmission 
priority level; 

setting shape information and texture DC information of 
at least one Intra (I) coded frame layer to a class 1 
transmission priority level; 

SCALE VIDEO CODING, LLC 
v. CISCO SYSTEMS, INC.

IPR2024-01371 Ex. 1005, p. 17 of 21



US 7,093,028 Bl 
17 

setting texture AC information of the Intra (I) coded frame 
base layer to a class 2 transmission priority level; 

18 
packets, wherein each data packet is associated with a 
specific transmission priority of the plurality of different 
transmission priority levels. setting shape information and motion information of at 

least one Predicted (P) frame layer to a class 3 trans­
mission priority level; 

setting texture information of the Predicted (P) frame 
layer to a class 4 transmission priority level; and 

29. The arrangement as recited in claim 28, wherein at 
5 least one of the plurality of data packets includes non­

contiguous portions of data from within the data bitstream. 

setting shape information, motion information and texture 
information of at least one Bi-directionally (B) pre­
dicted frame base layer to a class 5 transmission 10 

priority level, and 
wherein the class O transmission priority level is higher 

than the class 1 transmission priority level, the class 1 
transmission priority level is higher than the class 2 
transmission priority level, the class 2 transmission 15 

priority level is higher than the class 3 transmission 
priority level, the class 3 transmission priority level is 
higher than the class 4 transmission priority level, and 
the class 4 transmission priority level is higher than the 
class 5 transmission priority level. 

20. The method as recited in claim 1, further comprising: 
receiving at least one down-stream preference with regard 

to the object-based media information; and 

20 

selectively transmitting at least one of the portions of the 
object-based media information over the network based 25 

on the down-stream preference. 
21. The method as recited in claim 1, further comprising: 
receiving at least one down-stream preference with regard 

to the object-based media information; and 
selectively halting the transmission of at least one of the 

30 

portions of the object-based media information over the 
network based on the down-stream preference. 

22. The method as recited in claim 1, wherein the data 
bitstream includes MPEG-4 encoded video data. 

35 
23. The method as recited in claim 1, wherein the network 

is an Internet Protocol (IP) based network. 
24. An arrangement comprising: 
a server device configured to provide a data bitstream that 

includes object-based media information having por- 40 
tions of the object-based media information associated 
with a plurality of different transmission priority levels 
and that includes identifications of the associated plu­
rality of different transmission priority levels; 

at least one client device configured to receive portions of 45 
the data bitstream that includes object-media informa­
tion; and 

30. The arrangement as recited in claim 28, wherein the 
communication network is further configured to selectively 
halt the transmission of a first data packet carrying object­
based media information that is associated with a first 
priority level prior to halting the transmission of a second 
data packet carrying object-based media information that is 
associated with a second priority level if the second priority 
level is higher than the first priority level, should a need arise 
while transmitting the first and second data packets. 

31. The arrangement as recited in claim 24, wherein the 
selective differential services provide different substantially 
guaranteed Quality of Service (QoS) transmission capabili­
ties for different transmission priority levels. 

32. The arrangement as recited in claim 26, wherein the 
object-based media information includes a plurality of dif­
ferent types of video frame layers selected from a group that 
includes Intra (I) coded frame layers, Predicted (P) frame 
layers, Bi-directionally (B) predicted frame layers, Intra (I) 
coded frame enhancement layers, Predicted (P) frame 
enhancement layers, and Bi-directionally (B) predicted 
frame enhancement layers. 

33. The arrangement as recited in claim 32, wherein the 
server device is further configured to set the transmission 
priority levels based at least in part on the type of video 
frame layer. 

34. The arrangement as recited in claim 33, wherein the 
server device is further configured to: 

set Intra (I) coded frame layer data to a higher transmis­
sion priority level than Predicted (P) frame layer data; 

set Predicted (P) frame layer data to a higher transmission 
priority level than Bi-directionally (B) predicted fame 
layer data; 

set Bi-directionally (B) predicted frame layer data to a 
higher transmission priority level than Intra (I) coded 
frame enhancement layer data; 

set Intra (I) coded frame enhancement layer data to a 
higher transmission priority level than Predicted (P) 
frame enhancement layer data; and 

set Predicted (P) frame enhancement layer data to a higher 
transmission priority level than Bi-directionally (B) 
predicted frame enhancement layer data. 

35. The arrangement as recited in claim 26, wherein the 
at least one communication network operatively coupled 

between the server device and the client device, the 
communication network being configured to provide 
selective differential services by discarding, within the 
network, one or more of the portions of the object­
based information, based at least on the identifications 

50 
object-based media information further includes a plurality 
of different types of video object information selected from 
a group that includes control information, shape informa­
tion, motion information and texture information. 

of the associated plurality of different transmission 
priority levels of the portions of the object-based media 
in formation and on at least one input received from the 
at least one client device. 

25. The arrangement as recited in claim 24, wherein the 
data bitstream includes object-based media information for 
a single object. 

26. The arrangement as recited in claim 25, wherein the 
single object is a video object. 

27. The arrangement as recited in claim 25, wherein the 
single object is an audio object. 

28. The arrangement as recited in claim 24, wherein the 
server device is further configured to place the portions of 
the object-based media information in a plurality of data 

36. The arrangement as recited in claim 35, wherein the 

55 server device is further configured to set the transmission 
priority levels based at least in part on the type of video 
object information. 

37. The arrangement as recited in claim 36, wherein the 
server device is further configured to set at least a portion of 

60 the control information to a higher transmission priority 
level than at least a portion of the shape information. 

38. The arrangement as recited in claim 36, wherein the 
server device is further configured to set at least a portion of 
the shape information to a higher transmission priority level 

65 than at least a portion of the motion information. 
39. The arrangement as recited in claim 36, wherein the 

server device is further configured to set at least a portion of 
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the motion information to a higher transmission priority 
level than at least a portion of the texture information. 

20 
selectively halt the transmission at least one of the por­

tions of the object-based media information based on 
the down-stream preference. 40. The arrangement as recited in claim 36, wherein the 

server device is further configured to set at least a portion of 
the texture information to a higher transmission priority 
level than at least a portion of the shape information. 

45. The arrangement as recited in claim 24, wherein the 
5 data bitstream includes MPEG-4 encoded video data. 

41. The arrangement as recited in claim 26, wherein: 
the object-based media information includes a plurality of 

different types of video frame layers selected from a 
group that includes Intra (I) coded frame layers, Pre- 10 

dieted (P) frame layers, Bi-directionally (B) predicted 
frame layers, Intra (I) coded frame enhancement layers, 
Predicted (P) frame enhancement layers, and Bi-direc­
tionally (B) predicted frame enhancement layers; 

the object-based media information further includes a 15 

plurality of different types of video object information 
selected from a group that includes control information, 
shape information, motion information and texture 
information; and 

wherein the server device is further configured to set the 
transmission priority levels based at least in part on the 
type of video frame layer and the type of video object 
information. 

20 

42. The arrangement as recited in claim 41, wherein the 
25 

server device is further configured to; 
set control information to a class O transmission priority 

level; 
set shape information and texture DC information of at 

least one Intra (I) coded frame layer to a class 1 30 
transmission priority level; 

set texture AC information of the Intra (I) coded frame 
base layer to a class 2 transmission priority level; 

set shape information and motion information of at least 
one Predicted (P) frame layer to a class 3 transmission 35 

priority level; 
set texture information of the Predicted (P) frame layer to 

a class 4 transmission priority level; and 
set shape information, motion information and texture 

information of at least one Bi-directionally (B) pre- 40 

dieted frame base layer to a class 5 transmission 
priority level, and 

where the class O transmission priority level is higher than 
the class 1 transmission priority level, the class 1 
transmission priority level is higher than the class 2 45 

transmission priority level, the class 2 transmission 
priority level is higher than the class 3 transmission 
priority level, the class 3 transmission priority level is 
higher than the class 4 transmission priority level, and 
the class 4 transmission priority level is higher than the 50 

class 5 transmission priority level. 
43. The arrangement as recited in claim 24, wherein the 

network is further configured to: 
receive at least one down-stream preference generated 

55 
within the communication network or by the client 
device with regard to the object-based media informa­
tion; and 

selectively transmit at least one of the portions of the 
object-based media information based on the down- 60 
stream preference. 

44. The arrangement as recited in claim 24, wherein the 
network is further configured to: 

receive at least one down-stream preference generated 
within the communication network or by the client 65 

device with regard to the object-based media informa­
tion; and 

46. The arrangement as recited in claim 24, wherein the 
network is an Internet Protocol (IP) based network. 

47. A method for use in a communications node within a 
network, the method comprising: 

receiving data at the communications node that includes 
object-based media information that is packetized 
according to different transmission priority levels, the 
data including indications of the different transmission 
priority levels; and 

selectively outputting from the communications node 
portions of the object-based media information and 
discarding one or more of the portions of the object­
based information based at least on the indications of 
the different transmission priority levels included in the 
received data and on at least one input received from a 
downstream client with regard to the object-based 
media information, wherein the downstream client is 
configured to receive the outputted portions of the 
object-based media information, and 

wherein the communication node is configured to support 
differential services that provide different substantially 
guaranteed Quality of Service(QoS) transmission capa­
bilities for the different transmission priority levels. 

48. The method as recited in claim 47, wherein the data 
bitstream includes object-based media information for a 
single video object. 

49. The method as recited in claim 47, wherein the data 
bitstream includes object-based media information for a 
single audio object. 

50. The method as recited in claim 47, wherein the 
object-based media information includes a plurality of dif­
ferent types of video frame layers selected from a group that 
includes Intra (I) coded frame layers, Predicted (P) frame 
layers, Bi-directionally (B) predicted frame layers, Intra (I) 
coded frame enhancement layers, Predicted (P) frame 
enhancement layers, and Bi-directionally (B) predicted 
frame enhancement layers. 

51. The method as recited in claim 50, wherein the 
received data is packetized according to different transmis­
sion priority levels based at least in part on the type of video 
frame layer. 

52. The method as recited in claim 51, wherein, within the 
received data, at least one of the following statements is true: 

the Intra (I) coded frame layer data has a higher trans­
mission priority level than Predicted (P) frame layer 
data; 

the Predicted (P) frame layer data has a higher transmis­
sion priority level than Bi-directionally (B) predicted 
frame layer data; 

the Bi-directionally (B) predicted frame layer data has a 
higher transmission priority level than Intra (I) coded 
frame enhancement layer data; 

the Intra (I) coded frame enhancement layer data has a 
higher transmission priority level than Predicted (P) 
frame enhancement layer data; and 

the Predicted (P) frame enhancement layer data has a 
higher transmission priority level than Bi-directionally 
(B) predicted frame enhancement layer data. 

53. The method as recited in claim 47, wherein the 
object-based media information further includes a plurality 
of different types of video object information selected from 
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a group that includes control information, shape informa­
tion, motion information and texture information. 

22 
selectively outputting at least one of the portions of the 

object-based media information based on the down­
stream preference. 54. The method as recited in claim 53, wherein the 

received data is packetized according to different transmis­
sion priority levels based at least in part on the type of video 
object information. 

62. The method as recited in claim 47, wherein the 
5 received data includes MPEG-4 encoded video data. 

55. The method as recited in claim 54, wherein at least a 
portion of the control information has a higher transmission 
priority level than at least a portion of the shape information. 

56. The method as recited in claim 54, wherein at least a 10 

portion of the shape information has a higher transmission 
priority level than at least a portion of the motion informa­
tion. 

57. The method as recited in claim 54, wherein at least a 
portion of the motion information has a higher transmission 15 

priority level than at least a portion of the texture informa­
tion. 

58. The method as recited in claim 54, wherein at least a 
portion of the texture information has a higher transmission 
priority level than at least a portion of the shape information. 20 

59. The method as recited in claim 47, wherein: 
the object-based media information includes a plurality of 

different types of video frame layers selected from a 
group that includes Intra (I) coded frame layers, Pre­
dicted (P) frame layers, Bi-directionally (B) predicted 25 

frame layers, Intra (I) coded frame enhancement layers, 
Predicted (P) frame enhancement layers, and Bi-direc­
tionally (B) predicted frame enhancement layers; 

the object-based media information further includes a 
plurality of different types of video object information 30 

selected from a group that includes control information, 
shape information, motion information and texture 
information; and 

wherein the received data is packetized according to 
different transmission priority levels based at least in 35 

part on the type of video frame layer and the type of 
video object information. 

60. The method as recited in claim 59, wherein: 
control information has a class O transmission priority 

40 
level; 

shape information and texture DC information of at least 
one Intra (I) coded frame layer each have a class 1 
transmission priority level; 

texture AC information of the Intra (I) coded frame base 45 
layer has a class 2 transmission priority level; 

shape information and motion information of at least one 
Predicted (P) frame layer each have a class 3 transmis­
sion priority level; 

texture information of the Predicted (P) frame layer has a 50 
class 4 transmission priority level; and 

shape information, motion information and texture infor­
mation of at least one Bi-directionally (B) predicted 
frame base layer each have a class 5 transmission 
priority level, and 55 

wherein the class O transmission priority level is higher 
than the class 1 transmission priority level, the class 1 
transmission priority level is higher than the class 2 
transmission priority level, the class 2 transmission 
priority level is higher than the class 3 transmission 60 
priority level, the class 3 transmission priority level is 
higher than the class 4 transmission priority level, and 
the class 4 transmission priority level is higher than the 
class 5 transmission priority level. 

61. The method as recited in claim 47, further comprising: 65 

receiving at least one down-stream preference with regard 
to the object-based media information; and 

63. The method as recited in claim 47, wherein the 
received data includes Internet Protocol (IP) data. 

64. A system comprising: 
at least one client device configured to receive prioritized 

video object-based data packets and output control 
requests relating to a video object; 

at least one server device configured to output prioritized 
object-based data packets representing the video object, 
the prioritized object-based data packets being priori­
tized based at least on part on the type of data as 
selected from a group comprising control data, shape 
data, motion data, and texture data; and 

at least one video transmission agent (ETA) that is part of 
a network linking the at least one client device to the at 
least one server device, the VTA coupled to receive the 
prioritized object-based data packets from the server 
device and the control requests from the client device, 
the VTA adapted to selectively output at least a portion 
of the received prioritized object-based data packets to 
the client device based on the prioritization and in 
response to the control requests. 

65. The system as recited in claim 64, further comprising: 
a network operatively coupled between the server device 

and the client device, and wherein the video transmis­
sion agent (VTA) is operatively configured within the 
network. 

66. The system as recited in claim 65, wherein the 
network is further configured to provide differential services 
to the prioritized object-based data packets, such that pri­
oritized object-based data packets having lower priority 
levels are selectively dropped should the network become 
congested. 

67. A computer-readable medium having a data structure, 
comprising: 

a first field containing identifying data associated with a 
portion of a data bitstream that represents a video 
object; 

at least one second field that is derived from the first field 
and includes data representing object-based video 
information for the video object that has been classified 
as having a specific transmission priority level based on 
at least one type of object-based video information 
selected from a group comprising control information, 
shape information, motion information, and texture 
information; and 

a third field comprising a network packet header and 
containing data identifying the specific transmission 
priority level of the data in the at least one second field; 

wherein a network node is enabled to selectively filter 
packets based on the specific transmission priority level 
identified in the third field and responsive to control 
requests from at least one downstream client that is 
receiving the video object. 

68. A computer-readable medium having computer-ex­
ecutable instructions for performing the steps recited in 
claim 1. 

69. A computer-readable medium having computer-ex­
ecutable instructions for performing the steps recited in 
claim 47. 

70. A method comprising: 
receiving a data bitstream 

media information; 
that includes object-based 
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associating portions of the object-based media informa­
tion with a plurality of different transmission priority 
levels based, at least in part, on whether a given portion 
of the object-based media information comprises shape 
information or texture information; wherein shape 5 

information is associated with a higher transmission 
priority level than texture information within a single 
frame; and 

selectively transmitting the portions of the object-based 
media information over a network that is configured to 

24 
provide differential services based at least on the plu­
rality of different transmission priority levels; and 

selectively discarding, within the network that is config­
ured to provide differential services, one or more of the 
portions of the object-based media information based at 
least on the plurality of different transmission priority 
levels and on at least one input received from a down­
stream client. 

* * * * * 
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