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MECHANICALLY-ADJUSTABLE OPTICAL PHASE 
FILTERS FOR MODIFYING DEPTH OF FIELD, 
ABERRATION-TOLERANCE, ANTI-ALIASING IN 

OPTICAL SYSTEMS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application claims priority to U.S. Provisional 
Application Serial. No. 60/458,299, filed Mar. 28, 2003, and 
incorporated herein by reference. 

BACKGROUND 

0002 Prior art optical design within optical imaging 
Systems has primarily focused on optical elements and the 
detector used to capture an image. Such optical elements 
typically include lenses and mirrors that focus and magnify 
optical radiation. The detector is, for example, an analog 
detector (e.g. film) or a digital detector (e.g., CCD or CMOS 
array) that detects the optical radiation to render a final 
image. 
0.003 Mechanical adjustment of optical elements is also 
known in the prior art to control and obtain best focus within 
optical imaging Systems. The most common method of 
mechanical adjustment is to vary the distance of the image 
plane by moving a lens. Other mechanical adjustment meth 
ods involve interchanging lens elements with different 
focusing power. 
0004 One form of optical focusing through mechanical 
means involves transverse movement of two optical ele 
ments, as described in U.S. Pat. No. 3,305,294. In the 294 
patent, a pair of aspherical optical elements moves trans 
versely in equal but opposite displacements. The form of the 
aspherical optical elements is defined by polynomials that 
are strongly dependent on the cubic terms of a power Series 
of two variables. 

0005. An improvement to the focusing method in the 
294 patent is described in U.S. Pat. No. 3,583,790. The 790 
patent allows lateral movement of only one aspheric optical 
element as opposed to two aspheric optical elements, as 
required by the 294 patent. 
0006 Another method of modifying focus is described in 
U.S. Pat. No. 4,650,292. In the method of the 292 patent, 
two or more aspherical optical elements are rotated about 
axes decentered with respect to the optical axis, to modify 
focus. 

0007. The aforementioned prior art thus facilitates 
obtaining best focus within the imaging System by using 
mechanical means. If one of the optical elements of the 
imaging System changes, e.g., due to thermal conditions, 
then the System may lose focus and, unacceptably, the 
image. Moreover, aside from changes in focal length and 
aperture, the depth of focus, depth of field and amount of 
anti-aliasing of the imaging System remain unchanged. 
Furthermore, if there is a change of focal length and/or 
aperture, there is no present way, for example, to maintain 
a fixed depth of focus, depth of field and/or anti-aliasing 
effects, if desired. 

0008. The aforementioned patents (U.S. Pat. Nos. 3,305, 
294; 3,583,790; 4,650,292) are incorporated herein by ref 
CCCC. 
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SUMMARY 

0009. In one aspect, mechanical adjustment of phase 
filters is provided to modify wavefront phase and extend 
depth of field (and/or depth of focus) within an optical 
imaging System. Such mechanical adjustment may modify 
the wavefront phase to control aberration-tolerance and/or 
anti-aliasing properties of the imaging System. 
0010. In one aspect, wavefront phase is modified by 
movement of phase filters. In one example, the phase filters 
are arranged along the optical axis of the imaging System. 
Each of the phase filters modifies the wavefront phase in a 
particular way, to encode the wavefront with a phase func 
tion. In one aspect, the filters have the Same phase function 
but are rotated relative to one another to effect the desired 
wavefront phase modification. 
0011 Those skilled in the art will appreciate that 
mechanical adjustment of the phase filters may occur in 
Several ways to effect the desired phase change in the 
wavefront, without departing from the Scope thereof. For 
example, in one aspect a phase filter is moved transversely 
to the optical axis to modify wavefront change as a function 
of the transverse movement, Such a phase filter has a phase 
function that accommodates the transverse movement to 
effect the desired wavefront phase modification. In another 
aspect, a phase filter is rotated through different parts of the 
filter to effect wavefront phase modification; such a filter is, 
for example, a large disc through which the wavefront 
passes, wherein rotation of the disc encodes a new phase 
function onto the wavefront. 

0012. In another aspect, an optical imaging System with 
mechanical adjustment is provided that is particularly Suited 
for use in digital imaging Systems, Such as digital cameras. 
Specifically, the optical System with mechanical adjustment 
modifies wavefront phase within the imaging System to 
effect desired depth of field, aberration-tolerance, and/or 
anti-aliasing properties. AS above, the imaging System 
employs and Selectively moves one or more phase filters to 
modify wavefront phase. A detector (e.g., a digital CCD or 
CMOS array, or analog film) is used to detect electromag 
netic radiation after the phase filters. This electromagnetic 
radiation may take the form of a blurred, intermediate 
image. Digital image processing of data from the detector 
removes certain effects induced by the phase filters to render 
a final, in-focus image with the desired properties (i.e., depth 
of focus, depth of field, aberration-tolerance, anti-aliasing 
properties). 
0013 In one aspect, the digital image processing may be 
effected through a digital Signal processor which has posi 
tion information of the phase filters. The position informa 
tion corresponds to a Selected phase modification of the 
wavefront that invokes the desired properties. The selected 
phase modification is effectively removed during digital 
Signal processing to yield the desired imaging properties. 
0014) Accordingly, in one aspect, a user interface pro 
vides for selective user phase modification of the wavefront 
to effect the desired properties. The user interface connects 
with a motor responsive to user inputs to modify wavefront 
phase in the appropriate way. 
0015. In another aspect, an optical system with mechani 
cal adjustment facilitates variably extending depth of field 
and increasing aberration tolerance. The System has a first 
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aspheric optical wavefront filter and a Second aspheric 
optical wavefront filter. In one aspect, the first and Second 
filters are parallel to one another and Substantially share a 
common optical axis within the optical System. A means 
(e.g., a motor) is provided to rotate and/or translate the first 
optical filter with respect to the second optical filter. Both the 
first and Second aspheric optical wavefront filters are con 
Structed and arranged to alter the optical transfer function of 
the optical System in Such a way that the altered optical 
transfer function is Substantially insensitive to aberrations 
over a greater range of aberrations than was provided by the 
unaltered optical transfer function. 
0016. In one aspect, the amount of alteration of the 
optical transfer function is chosen by rotating (and/or trans 
lating) the first filter with respect to the Second filter, and 
Vice versa. Those skilled in the art appreciate that other 
movements of the phase filters may be applied to the 
wavefront within the optical system to obtain similar func 
tion and modification of the optical transfer function, to 
obtain the desired imaging properties. 
0.017. In another aspect, the optical imaging system with 
mechanical adjustment is configured for imaging an object, 
and further has (a) a detector that detects an intermediate 
image of the object and (b) an image processor that pro 
ceSSes data from the detector to reverse certain effects 
induced by the first and second optical wavefront filters, 
thereby generating a final image with the desired imaging 
properties. 

0.018. In another aspect, the means to rotate and/or trans 
late the first and Second optical wavefront filters is a motor 
and control Sub-System. The motor and control Sub-System 
may be an automatic motor and control Sub-System that 
provides mechanical adjustment of the wavefront phase to 
effect desired imaging properties (e.g., depth of focus, 
aberration-tolerance, anti-aliasing effects). 
0019. In one aspect, user input may be supplied to optical 
System via a user interface for controlling the means to rotate 
and/or translate the optical filters, for example to Selectively 
control focusing of optical System and/or aberration reduc 
tion therein. 

0020. In still another aspect, the optical system with 
mechanical adjustment has a non-linear analog image detec 
tor, Such as photographic film. The non-linear analog image 
detector, after detecting an image of the object, is Scanned or 
Sampled and values are linearized to remove the non-linear 
input/output characteristics of the detector. Then, the post 
processing element processes the linearized image by 
reversing alteration to the optical transfer function of the 
optical System accomplished by the first and Second optical 
wavefront filters. 

0021. The method of another aspect facilitates variably 
affecting the wavefront phase of an optical System to Selec 
tively extend depth of field and/or increase aberration tol 
erance by a variable amount. The method includes the Steps 
of aligning one or more aspheric optical wavefront filters in 
the optical System, and moving the optical wavefront filters 
to alter phase of the wavefront. In one aspect, the method 
further includes the Step of capturing the wavefront with a 
detector and processing data from the detector to reverse 
certain effects induced by the wavefront filters, to generate 
a final image with the desired image properties (e.g., depth 
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of focus, aberration-tolerance, anti-aliasing). For example, 
in one aspect, the optical wavefront filterS modify an optical 
transfer function of the optical System Such that the altered 
optical transfer function is Substantially insensitive to aber 
rations over a greater range of aberrations than was provided 
by the unaltered optical transfer function. 
0022. In still another aspect, the motor and controller 
changes the aperture of the optical imaging System (e.g., by 
adjusting a motorized aperture within the System). In and of 
itself, the aperture change can affect the imaging properties 
(e.g., depth of focus, depth of field, aliasing properties, 
aberration tolerance) of the optical System—which may not 
be desired. Accordingly, the motor and controller may 
additionally move the optical filter(s) So as to modify phase 
of the wavefront, to readjust the imaging properties So that 
they remain unchanged even with the change of aperture 
size. In this way, for example, one can maintain a depth of 
field in object Space irrespective of a change of aperture. 
0023. In another aspect, the motor and controller changes 
the focal length of the optical imaging System (e.g., by 
moving a lens of the System). In and of itself, the focal length 
change can affect the imaging properties (e.g., depth of 
focus, depth of field, aliasing properties, aberration toler 
ance) of the optical System—which may not be desired. 
Accordingly, the motor and controller may additionally 
move the optical filter(s) So as to modify phase of the 
wavefront, to readjust the imaging properties So that they 
remain unchanged even with the change of focal length. In 
this way, for example, one can maintain a depth of field in 
object Space irrespective of a change of focal length. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0024 FIG. 1 shows one optical imaging system with 
mechanical adjustment of a phase filter, 
0.025 FIGS. 2A, 2B, 2C, 2D, 2E, 2F, 2G, 2H illustrate 
phase forms, Surface configurations, and/or mechanical 
motions for exemplary phase filters, 
0026 FIG. 3 shows one optical imaging system with 
mechanical adjustment of optical phase filters, 
0027 FIG. 4 shows the optical imaging system of FIG. 
3 with a post processor, 
0028 FIG. 5 shows the optical imaging system of FIG. 
3 with a user interface and housing, 
0029 FIG. 6 shows one control process exemplifying 
operation of the optical system of FIG. 5; 
0030 FIG. 7 shows one exemplary phase mask having 
variations in thickness, and 
0031 FIG. 8 shows one optical imaging system with 
mechanical adjustment of phase filters utilizing linearization 
for images detected by a non-linear analog detector. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0032 FIG. 1 shows one optical system 10 that selec 
tively obtains desired imaging properties (e.g., depth of 
field, aberration tolerance, anti-aliasing) through wavefront 
coding and mechanical adjustment. Wavefront coding 
occurs through operation of optical phase filter 14, which is 
for example a phase mask that employs aspheric Surfaces to 
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modify phase of a wavefront 15 between object 12 and 
detector 18. Optics 16 (e.g., lenses and/or mirrors) operate to 
focus wavefront 15 to detector 18, as shown. 
0.033 Detector 18 digitally captures the focused electro 
magnetic radiation of wavefront 15. A digital image proces 
Sor 20 post-processes data 19 from detector 18 to “undo' 
certain effects induced by optical phase filter 14, to obtain 
the desired imaging properties (e.g., to increase in the depth 
of field of imaging System 10, to decrease in wavelength 
Sensitivity, to change aliasing effects, and/or to change 
tolerance of optics 16 to misfocus-related aberrations). To 
“undo' the certain effects, digital image processor 20 
removes the Spatial blur generated by aspheric phase filter 
14, at the same time, optics 16 and phase filter 14 operate to 
ensure that the Spatial effects are Substantially constant over 
the range corresponding to the desired imaging properties. 
Image processor 20 effectively performs a reverse convolu 
tion with the spatial blur generated by phase filter 14, 
utilizing other System parameters as needed and desired to 
change or enhance the imaging properties. System 10 thus 
produces a final image 22 with these desired image proper 
ties (e.g., a clear image over a selected depth of focus) as 
described in more detail below. 

0034 Wavefront coding element 14 is positioned, rotated 
and/or translated within optical system 10 by a motor and 
controller 30 to effect desired phase modification of wave 
front 15. Through feedback 32 with motor and controller 30, 
digital image processor 20 has positional information of 
optical phase filter 14; this information is utilized within 
digital image processor 20 to “undo' the Spatial effects 
induced by optical phase filter 14 on the image formed at the 
detector 18. 

0035) In one embodiment, optical phase filter 14 is at an 
aperture of optical imaging System 10 (or at an image of the 
aperture), such that the point spread function (PSF) of 
system 10 is substantially insensitive to misfocus and such 
that the optical transfer function (OTF) of system 10 has no 
Zero-value regions within the passband of detector 18. 
Because the OTF is devoid of Zero value regions, digital 
image processor 20 may obtain final image 22 by undoing 
the spatial effects of optical filter 14. Since the OTF is 
insensitive to misfocus, digital image processor 20 generates 
final image 22 with the desired imaging properties. U.S. Pat. 
No. 5,748,371 describes wavefront coding to extend depth 
of field and is incorporated herein by reference. 
0.036 Through operation of motor and controller 30, 
optical phase filter 14 may also be positioned within System 
10 at a principal plane (or image of the principal plane), at 
an aperture Stop (or image of the aperture Stop), and/or at a 
lens (e.g., with optics 16). Such positioning ensures that 
imaging System 10 minimizes Vignetting. In one embodi 
ment, optical phase filter 14 modifies only phase of the 
wavefront between object 12 and detector 16 so as to 
minimize energy losses within system 10. Those skilled in 
the art appreciate that filter 14 may be incorporated with 
optics 16 (e.g., as a wavefront encoded Surface of an optical 
element representing optics 16). 
0037 AS described earlier, motor and controller 30 posi 
tions, rotates and/or translates optical phase filter 14 within 
system 10. FIGS. 2A, 2B, 2C, 2D, 2E and 2F illustrate 
various exemplary mechanical movements and configura 
tions of filter 14 relative to the optical footprint 40 of 
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wavefront 15 at filter 14. For example, in one embodiment 
illustrated in FIG. 2A, motor and controller 30 positions 
filter 14A within system 10 in the pathway of wavefront 15 
(position A, FIG. 2A), and alternatively positions filter 14A 
out of the pathway of wavefront 15 (position B, FIG. 2A) by 
translational movement 42. In Such an embodiment, filter 
14A therefore affects wavefront 15 in position A, and has no 
effect on the wavefront in position B. 
0038 Those skilled in the art appreciate that another like 

filter 14A may also be included within a system of this 
embodiment So as to provide, for example, two phase States 
of wavefront 15. In a first phase state, wavefront 15 is 
affected by two filters 14A(both in position A); in a second 
phase state, wavefront 15 is affected by one filter 14A (one 
filter 14A in position A, the other filter 14A in position B). 
0039. In another embodiment shown in FIG. 2B, motor 
and controller 30 translates optical phase filter 14B trans 
verse to optical axis 17 (e.g., perpendicular to axis 17), along 
movement direction 44, to modify phase of wavefront 15 in 
at least two different positions of transverse movement 44. 
For example, the phase modification of wavefront 15, by 
filter 14B, is different at position A within FIG. 2B as 
compared to position B. For example, the phase function 
implemented within filter 14B is different depending upon 
whether footprint 40 is at position A or position B. 
0040. In yet another embodiment shown in FIG. 2C and 
FIG. 2D, motor and controller 30 rotates filter 14C (rota 
tional movement direction 46) in a plane relative to optical 
axis 17 (e.g., the plane may for example be perpendicular to 
axis 17) to modify phase of wavefront 15 as a function of 
rotational position (0, or “theta'). FIG. 2D illustrates that 
two like filters 14C(1), 14C(2) may be similarly positioned 
along optical axis 17; motor and controller 30 then operates, 
for example, to rotate filters 14C in opposite rotational 
directions 46(1), 46(2), as shown. 
0041. In a similar embodiment shown in FIG. 2E, motor 
and controller 30 translates filters 14E(1), 14E(2) in trans 
verse motions 44E(1), 44E(2), respectively, to generate the 
desired phase effect on wavefront 15. One or both of filters 
14E may be moved at any one time, depending upon the 
phase function of these filters. 
0042. In yet another embodiment, two phase filters 
14F(1), 14F(2) are shown along optical axis 17 in FIG.2F. 
In this configuration, motor and controller 30 may move one 
or both of filters 14F along direction 48 to vary the combined 
wavefront phase caused by filters 14F. In another embodi 
ment, motor and controller 30 operate to tilt (e.g., along 
direction 49) one or both of filters 14F to provide desired 
phase change through the pair of filters 14F, thereby “encod 
ing” wavefront 15 in a way so as to achieve the desired 
image properties. 

0043 FIG. 2A-2F also illustrate that phase filter 14 may 
take various physical forms (e.g., rectangular, FIG. 3B, or 
circular, FIG. 2A and FIG. 2C) without departing from the 
Scope hereof. 
0044 Accordingly, in one embodiment, the phase func 
tion of optical filter 14 is designed to induce the desired 
phase change of wavefront 15 according to the motion (e.g., 
movement directions 42, 44, 46,46(1) and 46(2), 44E.(1) and 
44E(2), 48 or 49) of motor and controller 30, such as 
described below in connection with FIG. 3-FIG. 6. 
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0045 For example, the phase function P (equivalent to 
surface height) of filter 14C(1) and 14C(2) may for example 
take the phase form of Equation 1: 

0.046 where r denotes the filter radius value and theta 
denotes the filter angular coordinate. The Summation (Sum, 
or X) is over the index i and A(r) is a function of r multiplied 
by a function that is a Sum of cosine terms. The composite 
phase modification of wavefront 15 passing through both 
filters 14C(1), 14C(2) is then shown in Equation 2, that is 
motor and controller 30 adjusts phase of wavefront 15 
according to rotational movement of filter 14C(1) and 
14C(2) about optical axis 17. In particular, assume for 
example that only one term of the cosine Summation is used. 
If delta is zero, filters 14C(1), 14C(2) are perfectly aligned. 
Motor and controller 30 thus operates to rotate filters 
14C(1), 14C(2) as a function of delta. With equal and 
opposite rotations (plus and minus delta, respectively) of 
filters 14C(1), 14C(2), the combined phase becomes: 

P(r, theta) = {Phase of filter 14C(1) with rotation of (+ delta)} + (Eq. 2) 

{Phase of filter 14C(2) with rotation of (-delta)} 

= (A(r): cos(w: theta + delta) + B(r) + 

{A(r, theta): cos(w: theta-delta) + B(r): 

= A(r): cosw: theta + delta) + 

cos(w: theta-delta) + 2: B(r) 

= 2 : cos(delta)A(r)cos(w: theta) + 2: B(r) 

0047 Accordingly, the combined phase (e.g., affecting 
the amount of variation within the depth of field) is modu 
lated by different rotations 46 by motor and controller 30, 
affecting delta through the term cos(delta) of Eq. 2. For 
rotation values where delta=90 degrees, the combined phase 
of the non-rotationally Symmetric term can be reduced to 
Zero. At this value of delta, the wavefront is minimally 
modified and the amount of extended depth of field, aber 
ration tolerance, anti-aliasing, etc., is also minimized. For 
rotation values of delta that are multiples of 360 degrees, the 
combined phase of the non-rotationally Symmetric term is 
maximized; at these values of delta, the amount of extended 
depth of field, aberration tolerance, and anti-aliasing are also 
maximized. The rotationally Symmetric component B(r) is 
unchanged in form, and is optional. The coSine terms can be 
replaced by Sums of cosines and hyperbolic functions with 
equivalent result. 

0048 Aside view of filters 14C(1), 14C(2) is shown in 
FIG. 2G. FIG. 2G is shown to illustrate that in the above 
example of Equation 2, the phase form (Eq. 1) of filters 14C 
occurs on the first Side 21 of each filter 14, each facing 
upstream from detector 18, as shown. 
0049. In another example, the phase function P (equiva 
lent to surface height) of filters 14E(1), 14E(2) may for 
example take the following form: 

0050 where X and y are Cartesian coordinates of the 
phase function on filters 14E. The phase of wavefront 15 is 
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encoded by passing through the pair of filters 14E according 
to translational movements delta 44E.(1), delta 44E(2), 
respectively, of filters 14E. Motor and controller 30 controls 
the transverse motion delta 44E(1), 44E(2) along the x=y 
direction (along a 45 deg. angle), to selectively adjust the 
phase modification of wavefront 15. With motion along the 
X=y direction, for example, the wavefront phase is altered in 
both the X and y directions as a function of motion delta 44E 
(equal but opposite motions delta 44E.(1) and 44E(2) occur 
ring Simultaneously). The combined phase implemented by 
the collection of filters 14E(1) and 14E(2) is then: 

P(x, y) = {Phase of filter 14E(1) with translation of (+delta)} - (Eq. 4) 

{Phase of filter 14E(2) with translation of (-delta)} 

= alpha}(x - delta)' + (y – delta)} - 

alpha (x + delta) + (y + delta)} 

= -8 alpha-delta: (x + y) + delta 8 (x + y) 

0051) The phase of filter 14E(2) is the negative of the 
phase of filter 14E(1) in this example. Accordingly, by 
moving filters 14E(1), 14E(2) in equal but opposite direc 
tions, one provides positive phase change and one provides 
negative phase change. Notice that in this example phase 
form of the combined filters is a scaled cubic form 
(delta(x+y)) and a linear phase component (delta(x+ 
y)). By changing the translation delta 44E (i.e., controlled by 
motor and controller 30 along a line of x, y), the amount of 
cubic phase (and a corresponding amount of desired imaging 
property, e.g., depth of field) can be varied. This translation 
also brings with it a linear phase, prism-like optical axis or 
image origin translation. So, in eq. 4, the first term is like a 
Separable cubic and the Second term is linear term Similar to 
a prism effect (or tilt). The translation can be used as is, or 
the mechanism that translates the component parts can be 
Such that the component parts physically tilt away from 
optical axis 17 (see FIG.2F) with translation to the comple 
ment of the linear phase; more terms may be added to the 
optical Surfaces to purposely remove tilt. 

0.052 Aside view of filters 14E(1), 14E(2) is shown in 
FIG. 2H. F.G. 2 GH is shown to illustrate that in the above 
example of Equation 4, the phase form (Eq. 3) of filters 14E 
occurs on the first side 23A of filter 14E(1) and the second 
side 23B of filter 14E(2), as oriented to detector 18, as 
shown. By reversing the directions of these filters, the phase 
of one can be the negative of the phase of the other. 

0053. It should be clear to those skilled in the art that 
phase filter 14 modifies wavefront 15 so that there is not an 
ideal focus at detector 18; each object point of object 12 is 
instead Spatially blurred over an extended range about along 
axis 17. This blurring “encodes' wavefront 15 from object 
12 to detector 18; digital imaging processor 20 then 
“decodes” the image from detector 18 according to the 
position of phase filter 14 (via feedback 32) to generate an 
enhanced final image 22. Image 22 is "enhanced' for 
example Since it has a Selected depth of focus. Image 22 may 
be further enhanced since it is Selectively insensitive to 
certain optical aberrations, for example misfocus-related 
aberrations Such as chromatic aberration, curvature of field, 
Spherical aberration, astigmatism, and/or temperature, or 
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preSSure related misfocus associated with plastic optics. AS 
Such, optics 16 may advantageously employ plastic. 
0.054 Moreover, detector 18 may create aliasing, such as 
when detector 18 is a CCD array. Accordingly, in one 
embodiment the phase function of phase filter 14 provides 
low-pass filtering to Selectively inhibit effects of Such alias 
ing as an enhancement to final image 22. 
0055. In one embodiment, motor and controller 30 also 
controls the aperture of system 10. By way of example, 
System 10 may include an electronically-controllable aper 
ture 31 which responds to motor and controller 30 to adjust 
the aperture of system 10. When aperture 31 is adjusted, 
therefore, the depth of field (or depth of focus) changes. 
Accordingly, motor and controller 30 may additionally 
move phase filter 14 to adjust the depth of focus (or depth 
of field) So as to maintain constant image properties irre 
Spective of the change of aperture 31, if desired. In a similar 
way, aberration tolerance and/or aliasing properties of SyS 
tem 10 may be adjusted to compensate for aperture varia 
tion. Digital image processor 20 may also utilize the aperture 
Size information during processing by virtue of feedback 32. 
0056. In one embodiment, motor and controller 30 also 
controls the focal length of system 10. By way of example, 
motor and controller 30 may move optics 16 to effect the 
focal length adjustment. When the focal length is adjusted, 
therefore, the depth of field (or depth of focus) changes. 
Accordingly, motor and controller 30 may additionally 
move phase filter 14 to adjust the depth of focus (or depth 
of field) So as to maintain constant image properties irre 
Spective of the change of focal length, if desired. In a similar 
way, aberration tolerance and/or aliasing properties of SyS 
tem 10 may be adjusted to compensate for focal length 
variation. Digital image processor 20 may also utilize the 
focal length information during processing by Virtue of 
feedback 32. 

0057 FIG.3 shows one optical imaging system 100 with 
an extended depth of field through operation of mechani 
cally-adjustable optical phase filters 102, 104. An object 50 
generates or reflects electromagnetic radiation 52 that is 
captured by optics 106 of imaging system 100 to image 
object 50 to a detector 108; this imaging forms an optical 
wavefront 101 (illustrating points of constant phase from 
object 50) that passes through filters 102,104. The depth of 
field of imaging system 100 is “enhanced” as compared to 
the same imaging system without filters 102, 104, as 
described in more detail below. In one embodiment, one or 
both of filters 102, 104 include aspheric optical elements. 
Those skilled in the art appreciate that although only two 
filters 102,104 are shown, additional filters may be included 
without departing from the Scope hereof. 
0.058 Filters 102, 104 may move by operation of motor 
and controller 116. When motor and controller 116 moves 
filters 102, 104, the phase of wavefront 101 is modified to 
accomplish one or more of the following: modify the depth 
of field of imaging system 100, modify aberration-tolerance 
of imaging System 100, and modify anti-aliasing effects of 
detector 108. In one embodiment, such mechanical adjust 
ment is effected by rotating one or both of filters 102, 104 
about optical axis 103. To enhance the depth of focus, phase 
filters 102, 104 are moved to alter the optical transfer 
function (OTF) of system 100 (and specifically of optics 
106) such that the resulting OTF is substantially insensitive 
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to misfocus-related aberrations over a greater range of 
aberrations as compared to aberrations of optics 106 without 
filters 102, 104. In one embodiment, the variation of OTF is 
chosen by varying the amount of rotation of one phase filter 
102 with respect to the other phase filter 104. 
0059. In one arrangement, phase filter 102 and phase 

filter 104 are placed at or near the aperture stop (or at an 
image of the aperture Stop) of optical System 100, and one 
filter 104 is rotated relative to filter 102 (or vice versa). 
Filters 102, 104 may alternatively be positioned at a prin 
cipal plane (or at an image of the principal plane) of System 
100, or at a lens (e.g., at an optical element of optics 106). 
Although filters 102,104 are shown adjacent to one another, 
in filters 102, 104 may be spaced apart from one another 
(one or both being on or off of axis 103) so long as they 
cooperate to change phase of wavefront 101 (when posi 
tioned by motor and controller 116). In one arrangement, 
filters 102, 104 are configured such that as one filter rotates, 
the other filter has an equal and opposite rotation to effect the 
phase modification onto wavefront 101. 
0060 Detector 108 detects focused electromagnetic 
radiation of wavefront 103 to form a final image 110, which 
is a digital representation of object 50. Electromagnetic 
radiation 52 may include electromagnetic radiation in the 
Visible spectrum, but may also include electromagnetic 
radiation in the infrared spectrum, ultraViolet Spectrum, 
radio wave spectrum, or other spectrum (or mixtures 
thereof). Detector 108 may be analog detector (e.g., photo 
graphic film) or digital detector (e.g., a CCD or CMOS 
array). 
0061 FIG. 4 shows optical imaging system 100 with a 
post processor 112, for example a digital filter, that performs 
post-processing on the image detected by detector 108 to 
form a final image 114. Post processor 112 removes certain 
effects of wavefront coding induced by filters 102, 104 to 
form final image 114, for example to provide a Sharp and 
in-focus image. Optical system 100 is thus particularly well 
Suited for use in digital imaging Systems, Such as digital 
cameras, because of the linear response of detector 108 in 
the form of a digital detector. 
0062 Rotation of filters 102,104 (e.g., each moving as in 
direction 46, FIG. 2C) may occur through operation of a 
motor and controller 116; motor and controller 116 may 
operate automatically or in response to user commands. 
Those skilled in the art appreciate that filters 102, 104 may 
instead be manually adjusted and/or rotated. In one embodi 
ment, initial manual adjustment occurs during assembly of 
optical system 100, and further operational adjustment 
occurs by operation of motor and controller 116, providing 
a large range of phase modification for wavefront 101. 
0063 Optical system 100 may also allow for selective 
control of focusing, magnitude of the depth of field, and/or 
aberration reduction. More particularly, FIG. 5 shows one 
housing 118 that may encase components of system 100. A 
user interface 120 mounts with housing 118, as shown. User 
interface 120 is in electrical communication with a control 
ler 122 (e.g., a microprocessor) to control operation of motor 
and controller 116, in response to user commands at inter 
face 120, so as to control positioning of filters 102, 104 (to 
effect phase modification of wavefront 101). Those skilled in 
the art appreciate that controller 122 may be part of motor 
and controller 116 as a matter of design choice. In one 
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embodiment, controller 122 receives information 117 from 
post processor 112, the information for example detailing 
presence of misfocus and/or aberrations in final image 114. 
In one example, information 117 is used by controller 122 to 
direct motor and controller 116 to move filters 102, 104 and 
modify phase of wavefront 101, such as to control depth of 
field and aberration tolerance within system 100. This con 
trol then adjusts the image quality of final image 114. 

0.064 FIG. 6 shows one process 200 facilitating opera 
tion of optical system 100, FIG. 5. In step 202, a user makes 
Selections on user interface 120 regarding desired focusing, 
degree of depth of field, amount of anti-aliasing and/or 
aberration reduction within system 100. In response to user 
Selection, a signal is generated and communicated to con 
troller 122. In step 204, controller 122 generates a command 
Signal for communication to the motor and controller 116. 
Motor and controller 116 then positions (e.g., rotates, trans 
lates, repositions) one or both of filters 102,104, in step 206. 
Detector 108 then captures the image of wavefront 101, in 
step 208. In step 210, post processor 112 receives data from 
detector 108 and processes the data to reverse effects 
induced by filters 102, 104, to form final image 114 with 
user-selected imaging properties (e.g., depth of field, 
reduced aberrations, anti-aliasing). 

0065 FIG. 7 shows one phase form 202 of wavefront 
filters 102, 104 that may be used in optical system 100. 
Phase form 202 includes a body 204 of optical material 
having Variations in thickness that induces phase change on 
wavefront 101. In one embodiment, form 302 implements a 
cubic phase function given by: 

0.066 where P(x,y) represents the phase function of filters 
102, 104 as a function of spatial coordinates (x,y), where 
(x,y) is the displacement location of form 202 from optical 
axis 103 (e.g., in FIG. 7 only axis x is shown). The constants 
C, B, Ö, and Y are chosen according to the particular 
characteristics desired for optical system 100. For example, 
with CL=f3, and Ö=Y=0, a rectangularly Separable optical filter 
is formed. This leads to rectangularly Separable processing 
within digital Signal processor 112 in controlling depth of 
field and aberrations. 

0067. Another phase function for form 202 provides an 
MTF that is circularly symmetric. The wavefront phase of 
the optical filter can be written in polar coordinates as: 

0068 where f(r) is a function dependent upon radial 
position r from a center of the phase function and 0 is 
angular position about the center. By way of example, one 
phase function P(r,0) is a r cos(30), where f(r) is rand n is 
3 (which also corresponds to Eq. 5 with the constants chosen 
as C=f3, Ö=y=-3C). The magnitude of the constant C. deter 
mines the amount of phase change implemented by filter(s) 
102, 104, thus providing the Selected imaging properties 
(e.g., depth of field, aberration-tolerance, or anti-aliasing). 

0069. If two wavefront filters of the form of Eq. 6 are 
placed adjacent to and parallel to each other with the optical 
centers of each (r=0) at or near optical axis 103, the effective 
phase from the combination can be approximated as: 
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0070 where each filter has been rotated an equal and 
opposite amount given by angle (p. In Such a configuration, 
only the relative angular position between the two wavefront 
filters is important. This particular Symmetric alignment of 
Eq. 7 is used only to illustrate simplified mathematics. The 
form of the combination wavefront phase of Eq. 7 can be 
further simplified to: 

P(r,0)=2 cos(3p)f(r)cos(30) (Eq. 8) 

0071. The phase of the combination is seen to vary 
between twice the phase of a single Surface (when (p=n(L/3), 
n=0, +/-1, +/-2, . . . ) to Zero or a constant Surface (when 
(p=n(L/6), n=+/-1, +/-2, ...) through change of the relative 
rotation between the filters 102, 104. If the rotation orien 
tation of one of the filters is reversed, the phase is described 
by the addition of a negative sign, equivalent to a different 
rotation. 

0072 Other general phase forms may be described in 
polar coordinates, Such as: 

0073 where A(r,0) and B(r) are functions of the radius 
(from optical axis 103) and 0, and cos(n0) provides a 
non-rotationally Symmetric rotational variation in the phase. 
The Second term describes the general case, including dis 
placement. For example, by fabricating the filter described 
by Eq. 6 onto the surface of a lens (e.g., form 202, FIG. 6), 
A(r,0) is equal to a rcos(30) and B(r) is equal to pr, where 
(p describes the power of the lens. 
0074. From Eq. 8, placing two filters of the form of Eq. 
9 adjacent to and parallel to each other, with equal and 
opposite rotations of p, results in a combined wavefront 
phase that can be approximated as: 

P(r,0)=2 cos(np)A(r)cos(n0)+2B(r) 
0075 The rotationally symmetric component B(r) is 
unchanged by rotations while the non-rotationally Symmet 
ric combined wavefront phase can vary between twice that 
of a Single element and Zero depending on the relative 
rotation of the two filters. 

(Eq. 10) 

0076. The magnitudes of the non-rotationally symmetric 
components of the filters do not have to be identical. In such 
cases, the range of wavefront phase possible through rota 
tion can be reduced. The rotationally symmetric terms B(r) 
also do not have to be identical. 

0077. Those skilled in the art appreciate that other phase 
functions may be implemented with filters 102,104 depend 
ing on the desired optical imaging properties for System 100. 
Moreover, phase filters 102, 104 may include reflective 
elements, holographic elements, elements including varia 
tions in index of refraction, Spatial light modulators, holo 
grams, adaptive optics, diffractive elements Such as modulo 
Nat masks, and/or the like. 
0078 FIG. 8 shows one optical system 400 similar to 
optical system 100 of FIGS. 3 and 4, with optics 406, a first 
aspherical optical wavefront filter 402, a Second aspherical 
optical wavefront filter 404, a non-linear analog detector 4.08 
and post processor 412, as well as automatic motor and 
controller 416. Wavefront 403 is formed from electromag 
netic radiation 52 from object 50 and is focused by optics 
406 through wavefront filters 402,404 and to analog detec 
tor 408. Automatic motor and controller 416 rotates one or 
more of wavefront filters 402, 404 to effect mechanical 
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adjustment of the wavefront phase. However, because of the 
non-linearity of analog detector 408 in that detector 4.08 
has a non-linear response to the intensity of wavefront 
52-post processor 412 cannot perform the function of 
removing wavefront coding or spatial blur induced by 
wavefront filters 402, 404 to produce a sharp and in-focus 
final image 414. For non-linear analog detectors 408, Such a 
photographic film, the exposure curve is generally known or 
can be measured. Thus, the images detected by analog 
detector 408, representative of wavefront 402, may be 
linearized. Non-linear analog detector 408 is thus digitally 
Scanned to generate a representation 418 of the image. The 
Scanned representation 418 is then linearized to form a 
linearized image 420. Post processor 412 (e.g., a digital 
filter) processes linearized image 420 in much the same way 
as post processor 112 processes image 420 to remove effects 
of wavefront filters 102, 104, to increase depth of field 
(depth of focus) in final image 414. 
0079 Since certain changes may be made in the above 
methods and Systems without departing from the Scope 
hereof, it is intended that all matter contained in the above 
description or shown in the accompanying drawing be 
interpreted as illustrative and not in a limiting Sense. It is 
also to be understood that the following claims are to cover 
certain generic and Specific features described herein. 

1. An optical imaging System to variably control image 
properties of an image, comprising: 

at least one optical phase filter, and 
a controller for positioning the optical phase filter to alter 

phase of a wavefront of the imaging System to Select the 
properties of the image. 

2. The optical imaging System of claim 1, the image 
properties comprising one or more of depth of focus, aber 
ration tolerance and aliasing properties. 

3. The optical imaging System of claim 1, the at least one 
optical phase filter comprising first and Second optical 
filters. 

4. The System of claim 1, the optical phase filter com 
prising a circularly Symmetric phase form of P(r,0)=A(r,0)-- 
B(r). 

5. The optical imaging System of claim 4, the optical 
phase filter comprising aspheric optical elements. 

6. The optical imaging System of claim 1, the controller 
comprising a motor. 

7. The optical imaging System of claim 1, the controller 
translating the optical phase filter between at least two 
positions wherein the wavefront passes through at least two 
Separate portions of the optical phase filter. 

8. The optical imaging System of claim 1, the controller 
rotating the optical phase filter about an optical axis to effect 
phase changes to the wavefront. 

9. The optical imaging System of claim 1, the optical 
phase filter having a phase function of the form P(x,y)+D(X, 
yi). 

10. The optical imaging System of claim 1, the optical 
phase filter being disposed proximal to one of an aperture 
Stop of the optical System and an image of the aperture Stop. 

11 The optical imaging System of claim 1, further com 
prising (a) a detector for capturing an image of the object 
and (b) a post processor for processing data from the 
detector to reverse effects induced by the optical phase filter. 
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12. The optical imaging System of claim 11, wherein the 
post processor comprises a digital filter. 

13. The optical imaging System of claim 1, further com 
prising a user interface for Selecting magnitude of at least 
one of the image properties and a controller, responsive to 
user Selections at the interface, to direct the controller to 
position the optical phase filter and affect the magnitude. 

14. The optical imaging System of claim 1, wherein the 
controller comprises an automatic motor and controller. 

15. The optical imaging System of claim 1, wherein the 
optical phase filter is disposed proximal to one of an aperture 
Stop of the optical System and an image of the aperture Stop. 

16. The optical imaging System of claim 1, wherein the 
optical phase filter comprises a phase mask. 

17. The optical imaging System of claim 18, wherein the 
phase mask implements a phase function of the form: 

P(r,0)=2 cos(3p) or cos(30). 
18. The optical imaging System of claim 18, wherein the 

phase mask implements a cubic phase function when moved 
by the means for moving. 

19. The optical imaging system of claim 18, wherein the 
cubic phase function is of the form: 

where P(x,y) represents phase as a function of the spatial 
coordinates (x,y). 

20. The optical imaging System of claim 1, the charac 
teristics of the image comprising one or more of depth of 
focus, depth of field, aliasing properties, and aberration 
tolerance. 

21. The optical imaging System of claim 1, further com 
prising means for adjusting one or both of aperture and focal 
length of the System, the controller repositioning the optical 
phase filter So that the imaging properties remain Substan 
tially fixed irrespective of the means for adjusting. 

22. A method for variably affecting the wavefront of an 
optical System to Selectively control imaging properties, the 
method comprising the Steps of 

positioning one or more optical phase filters in the optical 
System; and 

repositioning the optical phase filters to affect the imaging 
properties. 

23. The method of claim 22, further comprising the step 
of capturing images from the System and post-processing a 
digital representation of the images to reverse effects 
induced by the optical phase filters. 

24. The method of claim 23, further comprising the steps 
of automatically responding to user Selection of the imaging 
properties to reposition the optical phase filters to effect 
phase changes of the wavefront to achieve the Selected 
imaging properties. 

25. The method of claim 22, further comprising adjusting 
one or both of focus and aperture of the imaging System, the 
Step of repositioning comprising repositioning the optical 
phase filters to counter imaging effects associated with the 
Step of adjusting one or both of focus and aperture. 

26. A method for variably affecting the wavefront of an 
optical System to Select image properties of the optical 
System, the method comprising the Steps of: 
moving a phase filter within the optical System to modify 

phase of the wavefront; and 
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forming a final image by post processing data from a 
detector of the optical System to reverse effects induced 
by the phase filter and achieve the Selected image 
properties. 

27. The method of claim 26, further comprising the step 
of modifying one or both of a focal length and aperture of 
the optical System, the Step of moving comprising the Step 
of moving the phase filter to compensate for modification of 
the focal length and aperture Such that image properties 
remain Substantially unchanged. 

28. The method of claim 27, the image properties com 
prising one or more of depth of field, aberration tolerance 
and aliasing properties. 
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29. A method for variably affecting the wavefront of an 
optical System to Select image properties of the optical 
System, the method comprising the Steps of: 

moving at least two phase filters within the optical System 
to modify phase of the wavefront; and 

forming a final image by post processing data from a 
detector of the optical System to reverse effects induced 
by the phase filters and achieve the Selected image 
properties. 
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