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MODULAR CONTAINER ASSEMBLY 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. The present application claims priority to U.S. Pro 
visional Application No. 61/562,845, filed on 22 Nov. 2011 
and entitled “Modular Container Assembly, the disclosure of 
which is hereby incorporated by reference in its entirety. 

FIELD OF THE INVENTION 

0002 The present invention relates to a container assem 
bly. 

BACKGROUND OF THE INVENTION 

0003 Container assemblies are commonly used to carry a 
plurality of working tools to and from a working location. 
There is a need in the art for an improved container assembly 
with enhanced modularity attributes. 

BRIEF SUMMARY OF THE INVENTION 

0004 One aspect of the invention provides an apparatus 
for transporting articles between working locations that 
includes a first container comprising a first latch engagement 
structure and a second latch engagement structure and a sec 
ond container comprising a latch. The latch is constructed and 
arranged to selectively engage with 1) the first latch engage 
ment structure of the first container to latch the first and 
second containers in a first configuration or 2) the second 
latch engagement structure of the first container to latch the 
first and second containers in a second configuration. The 
apparatus also includes a third container configured to be 
positioned between the first and second containers. In the first 
configuration, one of the first and second containers is 
arranged on top of the other of the first and second containers 
without the third container therebetween. In the second con 
figuration, the third container is provided between the first 
and second containers. 
0005. The first container may be a tool box, which may 
comprise a telescopic handle. The second container may be a 
base storage unit. The first container may be a base storage 
unit. The second container may be a toolbox, which may 
comprise a telescopic handle. 
0006 Another aspect provides an apparatus for transport 
ing articles between working locations including one or more 
rotatable ground engaging wheels mounted towards the bot 
tom of the apparatus for rotation about an axis to provide 
rolling Support for the apparatus and a manually engageable 
pulling handle, the pulling handle. The one or more ground 
engaging wheels are arranged to enable a user to manually 
pull the pulling handle generally rearwardly so as to tilt the 
apparatus rearwardly to a tilted rolling movement position, 
thereby enabling the user to roll the apparatus to a desired 
location by pushing or pulling the pulling handle in a desired 
direction. The apparatus also includes a first container com 
prising a first latch engagement structure and a second latch 
engagement structure and a second container comprising a 
latch. The latch is constructed and arranged to selectively 
engage with 1) the first latch engagement structure of the first 
container to latch the first and second containers in a first 
configuration or 2) the second latch engagement structure of 
the first container to latch the first and second containers in a 
second configuration. The apparatus also includes a third 
container configured to be positioned between the first and 
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second containers. In the first configuration, one of the first 
and second containers is arranged on top of the other of the 
first and second containers without the third container ther 
ebetween. In the second configuration, the third container is 
provided between the first and second containers. 
0007. These and other aspects of the present invention, as 
well as the methods of operation and functions of the related 
elements of structure and the combination of parts and econo 
mies of manufacture, will become more apparent upon con 
sideration of the following description and the appended 
claims with reference to the accompanying drawings, all of 
which form a part of this specification, wherein like reference 
numerals designate corresponding parts in the various fig 
ures. In one embodiment, the structural components illus 
trated herein can be considered drawn to scale. It is to be 
expressly understood, however, that the drawings are for the 
purpose of illustration and description only and are not a 
limitation of the invention. In addition, it should be appreci 
ated that structural features shown or described in any one 
embodiment herein can be used in other embodiments as 
well. As used in the specification and in the claims, the sin 
gular form of “a”, “an’, and “the include plural referents 
unless the context clearly dictates otherwise. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0008 FIG. 1 is a perspective view of an apparatus having 
first and second containers in a second configuration with a 
third container located therebetween, in accordance with an 
embodiment: 
0009 FIG. 2 is a rear pan view of the apparatus of the 
embodiment shown in FIG. 1; 
0010 FIG. 3 is a side view of the apparatus of the embodi 
ment shown in FIG. 1; 
0011 FIG. 4 is a perspective view of an apparatus having 

first, second, and third containers wherein the first and second 
containers are unlatched from one another, in accordance 
with an embodiment; 
0012 FIG. 5 is a side view of the apparatus of the embodi 
ment shown in FIG. 4; 
0013 FIG. 6 is a rear pan view of the apparatus of the 
embodiment shown in FIG. 6; 
0014 FIG. 7 is a perspective view of an apparatus having 
the first and second containers in a first configuration, in 
accordance with an embodiment; 
0015 FIG. 8 is a side view of the apparatus of the embodi 
ment shown in FIG. 7: 
0016 FIG. 9 is a rear pan view of the apparatus of the 
embodiment shown in FIG. 7: 
(0017 FIG. 10 is a perspective view of another embodi 
ment of the apparatus having the first and second containers in 
the first configuration; 
0018 FIG. 11 is a side view of the apparatus of the 
embodiment shown in FIG. 10; 
0019 FIG. 12 is a front pan view of the apparatus of the 
embodiment shown in FIG. 12; 
0020 FIG. 13 is a perspective view of yet another embodi 
ment of the apparatus having the first and second containers in 
the second configuration with a third container provided ther 
ebetween; 
0021 FIG. 14 is a side view of the apparatus of the 
embodiment shown in FIG. 13: 
0022 FIG. 15 is a front pan view of the apparatus of the 
embodiment shown in FIG. 13: 
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0023 FIG. 16 is a perspective view of the first container in 
accordance with an embodiment; 
0024 FIG. 17 is a side view of the first container of the 
embodiment shown in FIG. 16; 
0025 FIG. 18 is a bottom view of the first container of the 
embodiment shown in FIG. 16; 
0026 FIG. 19 is a perspective view of another embodi 
ment of the first container; 
0027 FIG. 20 is a side view of the first container of the 
embodiment shown in FIG. 19: 
0028 FIG. 21 is a bottom view of the first container of the 
embodiment shown in FIG. 19: 
0029 FIG.22 is a detailed view of a portion of the first and 
second containers, with a latch, removed to better show 
details of a first latch engagement structure and a second latch 
engagement structure, in accordance with an embodiment; 
0030 FIG. 23 is a detailed view of portions of the first and 
second containers in the second configuration with the third 
container provided therebetween and the latch engaged with 
the second latch engagement structure, inaccordance with an 
embodiment; 
0031 FIG. 24 is a detailed view of portions of the first and 
second containers in the first configuration and the latch 
engaged with the first latch engagement structure, in accor 
dance with an embodiment; and 
0032 FIG.25 is a perspective view of the first, second, and 
third containers unlatched and removed from one another, in 
accordance with an embodiment. 
0033 FIG. 26 is a detailed view of a portion of the second 
container with the latch in an unlocked State. 

DETAILED DESCRIPTION OF THE INVENTION 

0034 FIG. 1 shows an apparatus 10 for transporting 
articles between working locations. The apparatus includes a 
first container 12 having a first latch engagement structure 14 
and a second latch engagement structure 16. The apparatus 
includes a second container 18 comprising a latch20, wherein 
the latch 20 is constructed and arranged to selectively engage 
with 1) the first latch engagement structure 14 of the first 
container 12 to latch the first and second containers 12, 18 in 
a first configuration or 2) the second latch engagement struc 
ture 16 of the first container 12 to latch the first and second 
containers 12, 18 in a second configuration. A third container 
22 is configured to be positioned between the first and second 
containers 12, 18. In the first configuration, for example, as 
shown in FIG. 7, one of the first and second containers 12, 18 
is arranged on top of the other of the first and second contain 
ers 12, 18 without the third container 22 therebetween. In the 
second configuration, for example, as shown in FIG. 1, the 
third container 22 is provided between the first and second 
containers 12, 18. 
0035. As shown in the embodiment of FIG. 1, the first 
container 12 is a toolbox having a container top 24 and a 
container portion 26. The container top 24 and the container 
portion 26 may be latched together using latches 27. In this 
embodiment, the container top 24 is pivotable relative to the 
container portion 26 via hinges 25 (see FIG. 3) to permit or 
prevent access to an interior space 19 (see FIG. 25) of the 
container portion 26. Referring back to FIG. 1, a pivotable 
handle 36 may be provided on the container top 24 to facili 
tate transport of the first container 12. In one embodiment, the 
handle 36 may be provided in a recessed portion 39 of the 
container top 24. An apparatus handle 38, which may be a 
manually engageable pulling handle, having agrip portion 41 
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may also be provided on the container top 24 to facilitate 
transport of the apparatus 10 when the first container 12 is 
latched to the second container 18. The apparatus handle 38 
may be pivotable and may optionally be extendible or tele 
scopic, which will be described in more detail later. The first 
container 12 may also include upper storage portions 40a, 
40b provided on the container top 24. The upper storage 
portions 40a, 40b may be provided with lids 42a, 42b that are 
constructed and arranged to permit or prevent access to inte 
rior spaces (obstructed from view in this Figure) of the upper 
storage portions 40a, 40b. Grooves or indentations may be 
provided on the lids 42a, 42b. The storage portions 40a, 40b 
are optional and may not be provided in Some embodiments. 
The lids 42a, 42b may be constructed and arranged to be 
pivotable, slideable, snap off, or may have other methods of 
moving to permit or prevent access to the interior spaces of 
the upper storage portions 40a, 40b. The container portion 26 
includes a front wall 28, a rear wall 30, bottom wall 31, and 
side walls 32, 34. 

0036. As further shown in the embodiment of FIG. 1, the 
second container 18 may include a front wall 44, a rear wall 
46, bottom wall 47, and side walls 48, 50. The front wall 44, 
rear wall 46, and side walls 48,50 may define an interior space 
52 (see FIG. 4) for storing articles. Accordingly, in some 
embodiments, the second container 18 may have an open top 
51 in communication with the interior space 52. In such 
embodiments, when the apparatus 10 is in the second con 
figuration, the third container 22 is arranged on top of the 
open top 51 to prevent access to the interior space 52. When 
the apparatus 10 is in the first configuration, the first container 
12 is arranged on top of the open top 51 to prevent access to 
the open space 52. In some embodiments, at least a portion of 
the second container 18 may be movable relative to the rest of 
the container 18 to enable access to the interior space 52 when 
the apparatus 10 is in the first or second configurations, as 
shown in FIGS. 1 and 7. For example, the front wall 44 may 
be moveable (e.g., slideable, pivotable, or other movements) 
relative to the rest of the container 18 to permit and prevent 
access to the interior space 52. 
0037. In one embodiment, the third container 22 is an 
organizer that includes a cover portion 54 and a container 
portion 56. The container portion 56 includes side walls 63 
and 65 (see FIGS. 2 and 3). The cover portion 54 may be 
pivotable relative to the container portion 56 via hinges 57 
(see FIG. 3) to prevent or permit access to contents stored in 
the container 22. Referring back to FIG. 1, latches 58 may be 
provided to latch the cover portion 54 to the container portion 
56. The organizer 22 may include an opening 55 (see FIG. 4) 
that helps define a grip portion 53 (see FIG. 4) that facilitates 
transport of the organizer 22 separately from the apparatus 
10. The third container 22 includes an interior space 33 (see 
FIG. 25) for storing articles. As shown in FIG. 25, in some 
embodiments, the interior space 33 may be divided into com 
partments using dividers 35. It should be appreciated that the 
third container 22 may have other configurations or arrange 
ments in other embodiments. 

0038 Referring back to FIG. 1, the apparatus 10 may also 
include one or more rotatable ground engaging wheels 59 
mounted toward the bottom of the apparatus 10 for rotation 
about an axis to provide rolling Support of the apparatus 10. In 
this embodiment, the wheels 59 are mounted to the second 
container 18 using axle 61, which defines the axis about 
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which the wheels 59 rotate. It should be appreciated that in 
some embodiments, the apparatus 10 are not provided with 
wheels 59. 

0039. In the embodiment shown in FIG. 1, the latch 
engagement structures 14, 16 are located on the first container 
12. The latch engagement structures 14, 16 may be located on 
the side walls 32.34 of the first container 12 (the latch engage 
ment structures 14, 16 of the side wall 34 are obstructed from 
view in FIG. 1 and are shown in FIG. 2). Accordingly, the 
apparatus 10 includes a pair of each of the latch engagement 
structures 14, 16 and a pair of latches 20. However, any 
number of latches 20 and latch engagement structures 14, 16 
may be provided in other embodiments. In this embodiment, 
the pair of latches 20 are located on the side walls 48,50 of the 
second container 18 (the latch 20 of the side wall 48 is 
obstructed from view in FIG. 1 and is shown in FIG. 2). It 
should be appreciated, however, that the latch 20 and the latch 
engagement structures 14, 16 may be interchanged. That is, 
the latch engagement structures 14, 16 may be located on the 
second container 18 and the latch 20 may be located on the 
first container 12. In one embodiment, the latch 20 may be a 
U-shaped structure made of metal material or other materials, 
and pivotally connected to the second container 18. The 
U-shaped structure includes two leg portions and a bight 
portion that connects the leg portions. The latch 20 may 
optionally be spring-biased such that the latch 20 is generally 
parallel to the sides 48, 50 of the second container 18, for 
example, as shown in FIG. 4. The latch 20 may have an upper 
portion 23 and two side portions 21a, 21b. In other embodi 
ments, the latch 20 may be constructed and arranged to be 
slideable or releasable relative to the second container 18. In 
some embodiments, the latch 20 may be a snap-fit type. It 
should be appreciated that the configuration of the latch 20 
and latch engagement structures 14, 16 may vary in other 
embodiments. 

0040. The latch 20 may be moveable between 1) an 
engaged state (see for example FIG. 1) wherein the latch 20 is 
engaged with the first latch engagement structure 14 or the 
second latch engagement structure 16 and 2) a disengaged 
state (see for example FIG. 25) wherein the latch 20 is disen 
gaged from the first latch engagement structure 14 and the 
second latch engagement structure 16. The latch 20 may 
include a coverportion (or “handle') 17 that may be pivotally 
moved between locked and unlocked states to prevent or 
permit pivotal movement, respectively, of the latch 20. The 
coverportion 17 may be pivotally connected to the ends of the 
legs of U-shaped latch 20 at pivot point 67 and may include a 
manually engageable portion 69 constructed and arranged to 
be engaged to pivot the cover portion 17 between the locked 
and unlocked states. Movement of the cover portion 17 from 
the unlocked State to the locked State (e.g., by pivoting the 
manually engageable portion 69 downwards) will move the 
pivot point 67 downwards, which causes the bight portion (or 
cross member that connects the legs) of latch 20 to move 
downwards so as to engage with either the first engagement 
structure 14 or the second engagement structure 16. Move 
ment of the cover portion 17 from the locked state to the 
unlocked State (e.g., by pivotally lifting the engaging portion 
69 upward) will move the pivot point 67 upwards, which 
causes the bight portion of latch 20 to move upwards so as to 
be lifted and released from the first engagement structure 14 
or the second engagement structure 16. A lock receiving 
structure 62 may be provided on the second container 18 and 
may be constructed and arranged to facilitate locking the 
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cover portion 17 in the locked state so as to prevent the latch 
20 from being moved between the engaged and disengaged 
states. The lock receiving structure 62 may be connected to 
the second container 18 and may extend through an opening 
71 formed in the cover portion 17. An opening 73 may be 
formed in the lock receiving structure 62 and may be con 
structed and arranged to receive a padlock or other types of 
locks to lock the cover portion 17 in the locked state. Accord 
ingly, when a portion of a padlock or other types of lock is 
received in the opening 73 of the lock receiving structure 62, 
the cover latch 17 is prevented from being lifted upwards to 
the unlocked State using the engaging portion 69. 
0041. In the embodiment of FIG.1, the first container 12 is 
arranged on top of the third container 22, which is arranged on 
top of the second container 18, and the first and second 
containers 12, 18 are latched together with the third container 
22 therebetween. Accordingly, the third container 22 is dis 
posed directly on top of the open top 51 of the second con 
tainer 18 to prevent access to the interior space 52 of the 
second container 18. Thus, in Some embodiments, to permit 
access to the contents of the interior space 52 of the second 
container 18, the first container 12 should be unlatched from 
the second container 18, and then the first container 12 and the 
third container 22 may be removed from the second container 
18. 

0042 FIGS. 4, 5, and 6 show the apparatus 10 having the 
first container 12, the second container 18, and the third 
container 22, and with the containers 12, 18, 22 unlatched 
from one another. As shown in FIG. 5, the third container 22 
includes grooves 68 provided on the sides 63, 65 (the grooves 
68 on the side 63 is obstructed from view in FIG. 5). The 
grooves 68 are constructed and arranged to receive portions of 
the latch 20, such as the side portions 21a and 21b, when the 
second container 18 is latched to the first container 12 with the 
third container 22 provided therebetween. 
0043 FIG. 7 shows the apparatus 10 in the first configu 
ration wherein the first container 12 is arranged directly on 
top of the second container 18. In this embodiment and con 
figuration, the latch 20 is provided on the second container 18 
and is engaged with the first engagement structure 14 pro 
vided on the first container 12. In this embodiment, the first 
container 12 is disposed directly on top of the open top 51 of 
the second container 18 to prevent access to the second con 
tainer 18. Thus, in some embodiments, to permit access to the 
contents of the interior space 52 of the second container 18, 
the first container 12 should be unlatched and removed from 
the second container 18. The configuration of the first con 
tainer 12 in the embodiment shown in FIG.2 may be similar 
to the configuration of the first container 12 in the embodi 
ment shown in FIG. 1. Similarly, the configuration of the 
second container 18 in the embodiment shown in FIG.2 may 
be similar to the configuration of the second container 18 in 
the embodiment shown in FIG. 1. However, in this embodi 
ment, the apparatus 10 is in the first configuration and there is 
no third container provided between the first and second 
containers 12, 18. FIG. 8 shows a side view of the apparatus 
10 having the first configuration and FIG.9 shows a rear view 
of the apparatus 10 having the first configuration. 
0044 FIG. 10 shows another embodiment of the apparatus 
10 in the first configuration, having a first container 12 with a 
non-extendible apparatus handle 38. The handle 38 includes 
side portions 70 connected together by the grip portion 41. 
The side portions 70 are constructed and arranged to be 
received in grooves 72 formed in the top portion 24 of the 
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container 12 when the handle 38 is in a retracted, stored 
position. The handle 38 is constructed and arranged to be 
pivotable to move it to the upright position shown in FIG. 10 
to facilitate rolling movement of the apparatus 10. FIG. 11 
shows a side view of the embodiment shown in FIG. 10. FIG. 
12 shows a front pan view of the embodiment shown in FIG. 
10. It should be appreciated that the embodiment of the first 
container 10 shown in FIG. 10 may be arranged with a third 
container 22 between the first and second containers 12, 18 to 
define the second configuration. Accordingly, although this 
embodiment shows the first configuration, it should be appre 
ciated that the second configuration may also exist using this 
embodiment of the first container 12. 

0045 FIG. 13 shows yet another embodiment of the appa 
ratus 10 in the second configuration, having a first container 
12 with an extendible, telescopic apparatus handle 38. In this 
Figure, the handle 38 is shown in an upright position to 
facilitate rolling transport of the apparatus 10. In this embodi 
ment, the handle 38 includes base portions 74 and extendible 
portions 76. The extendible portions 76 are constructed and 
arranged to be received and movable within the base portions 
74. The pair of extendible portions 76 are connected to each 
other via the grip portion 41. The handle 38 may be moved to 
the storage position by retracting the handle 38 by pushing 
extendible portions 76 into the base portions 74 and then 
pivoting the handle 38 from the upright position shown in 
FIG. 13 to the storage position wherein the base portions 74 
are received in the grooves 72 formed in the top portion 24 of 
the container 12. In this embodiment, the apparatus 10 is 
shown with the first and second containers 12, 18 latched 
together with a third container 22 therebetween. It should be 
appreciated that the embodiment of the first container 12 
shown in FIG. 13 may also be latched to the second container 
18 in the first configuration. FIG. 14 shows a side view of the 
embodiment of the apparatus 10 shown in FIG. 13, and FIG. 
15 shows afront pan view of the embodiment of the apparatus 
10 shown in FIG. 13. 

0046 FIG. 16 shows yet another embodiment of the first 
container 12. In this embodiment, the first container 12 is not 
provided with the apparatus handle 38 but includes the first 
handle 36 that may be used to facilitate transport of the first 
container 12. The first handle 36 is pivotable between a stored 
position wherein the handle 36 is received within the recess 
39 formed in the coverportion 24 and an upright position (not 
shown) that facilitates transport of the first container 12. This 
embodiment of the first container 12 includes many similar 
components of the embodiment of the first container 12 
shown in FIG. 1, except the inclusion of the apparatus handle 
38 in FIG. 1. For example, the first container 12 includes the 
storage portions 42a, 42b formed in the cover portion 24 of 
the container 12. 

0047 FIG. 17 shows a side view of the embodiment of the 
first container 12 shown in FIG. 16. FIG. 18 shows a bottom 
view of the embodiment of the first container 12 shown in 
FIG. 16. In this embodiment, the first container 12 includes 
feet 80 provided on the bottom wall 31 to facilitate resting the 
first container 12 on a Surface or on another container. In some 
embodiments, the feet 80 may be provided with rubber mate 
rial or other friction providing material to help prevent slip 
ping of the container 12 when resting on the Surface or on 
another container. 

0048 FIG. 19 shows yet another embodiment of the first 
container 12 with the handle 38. In this embodiment, the 
handle 38 is extendible or telescopic. Accordingly, the handle 
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38 is in the stored position in contrast to the extended position 
shown in FIG. 13. FIG. 20 shows a side view of the embodi 
ment of the first container 12 of FIG. 19, and FIG. 21 shows 
a bottom view of the embodiment of the first container 12 of 
FIG. 19. 

0049 FIG.22 shows a detailed view of the first and second 
latch engagement structures 14, 16. The first and second latch 
engagement structures 14, 16 on the various embodiments of 
the first container 12 may have similar construction and 
arrangements. Alternatively, it should be appreciated that the 
first and second latch engagement structures 14, 16 on the 
various embodiments of the first container 12 may have dif 
ferent construction and arrangements. 
0050. As shown in FIG. 22, the first and second latch 
engagement structures 14, 16 are extended structures that 
protrude from the side wall 32 of the container. In this 
embodiment, the first and second latchengagement structures 
14, 16 are vertically spaced from each other. The first and 
second latch engagement structures may include arcuate Sur 
faces 82,84, respectively, constructed and arranged to receive 
the upper portion 23 of the latch 20 (not shown in this Figure) 
when the latch 20 and the first or second latch engagement 
structures 14, 16 are engaged. Alip 86, 88 may be provided on 
each of the first and second latch engagement structures 14, 
16, respectively, to help retain the latch 20 when the latch 20 
is received by the arcuate surfaces 82,84. In this embodiment, 
the side portions 21a, 21b of the latch 20 may be received in 
spaces 78 when the latch 20 is engaged to the first latch 
engagement structure 14. The latch 20 may optionally abut 
against sides 90 of the first latch engagement structure 14 
and/or against sides 92 of the second latch engagement struc 
ture 16 when the latch 20 is engaged with the first latch 
engagement structure 14. Additionally, the latch 20 may 
optionally abut against sides 92 of the second latch engage 
ment structure 16 when the latch 20 is engaged with the 
second latch engagement structure 16. The side wall 50 of the 
second container 18 may include a recessed cutout 94 con 
structed and arranged to allow the side portions 21a, 21b of 
the latch 20 to extend upwards towards the first and second 
latch engagement structures 14, 16. 
0051. The latch 20 may be engaged with the second latch 
engagement structure 16 and with the third container 22 
located between the first container 12 and the second con 
tainer 18 in the second configuration, for example, as shown 
in FIG. 23. In this embodiment, the side portions 21a, 21b 
extend through the recessed cutout 94 formed in the second 
container 18 and are received in the grooves 68 formed on the 
side 63 of the third container 22. The upper portion 23 of the 
latch 20 is disposed on the arcuate surface 84 of the second 
latch engagement structure 16 and is retained in that position 
by the lip 88 of the second latch engagement structure 16. A 
portion of the latch 20 may abut against the sides 92 of the 
second latch engagement structure 16. Accordingly, the first 
and second containers 12, 18 are latched together in the 
second configuration with the third container 22 located ther 
ebetween. The arrangement also prevents movement of the 
third container 22. For example, the latch 20 is received 
within grooves 68 of the third container 22, which prevents 
the third container 22 from being removed from between the 
first and second containers 12, 18. 
0.052 The latch 20 may also be engaged with the first latch 
engagement structure 14 in the first configuration, for 
example, as shown in FIG. 24. In this embodiment, the side 
portions 21a, 21b of the latch 20 extend through the recessed 
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cutout 94 formed in the second container 18. The upper por 
tion 23 of the latch 20 is disposed on the arcuate surface 82 of 
the first latch engagement structure 14 and is retained in that 
position by the lip 86 of the first latch engagement structure 
14. A portion of the latch 20 may abut against the sides 90 of 
the first latch engagement structure 14 and the sides 92 of the 
second latch engagement structure 16. Accordingly, the first 
and second containers 12, 18 are latched together in the first 
configuration. 
0053. The apparatus 10 having the second configuration 
may be latched as follows. Although only one of the latches 
20 is described, it should be appreciated that the other latch of 
the pair of latches 20 (in embodiments having a pair of 
latches), may be operated in a similar manner. The apparatus 
10 may initially be in the position shown in FIG. 4 wherein the 
third container 22 and the first container 12 are removed from 
the second container 18. 

0054. In embodiments where the latch 20 is manual and is 
not spring biased, the latch 20 may have a clamp like con 
figuration. In such embodiments, the latch 20 may initially be 
positioned such that the upper portion 23 is closer than the 
side portions 21a, 21b of the latch 20 to the bottom wall 47 of 
the second container 18, for example as shown in FIGS. 25 
and 26. That is, the upper portion 23 and the side portions 21a, 
21b may form a U-shaped configuration. This may be the 
unlocked and disengaged state of the latch 20 wherein the 
latch 20 is movable. The third container 22 may be placed on 
top of the second container 18 and the first container 12 may 
be placed on top of the third container 22. The latch 20 may 
then be pivoted from the position shown in FIG. 25 upwards 
and in a clockwise direction Such that the side portions 21a. 
21b are located closer than the upper portion 23 to the bottom 
wall 47 of the container 18. The cover portion 17 may then be 
pushed downwards such that the latch 20 is “clamped onto 
the second latch engagement structure 16. That is, the cover 
portion 17 may be pivoted downwards using the engagement 
portion 69 of the cover latch 17, which causes the pivot point 
67 to move downwards. As a result, the latch 20 is also moved 
downwards such that the latch 20 “clamps' onto the second 
latch engagement structure 16. That is, the latch 20 may be in 
the upright position wherein the upper portion 23 and the side 
portions 21a, 21b form an upside down U-shaped configura 
tion. Accordingly, the side portions 21a, 21b of the latch may 
be received in the grooves 68 of the third container 22, and the 
upper portion 23 may be pulled onto the arcuate surface 84 of 
the second latch engagement structure 16 and retained in that 
position by the lip 88 of the second latch engagement struc 
ture 16, as shown in FIG. 23. 
0055 Alternatively, in embodiments where the latch 20 is 
spring biased, the latch 20 may initially be in the upright 
position wherein the upper portion 23 and the side portions 
21a, 21b form an upside down U-shaped configuration (see 
for example 4). The latch 20 may be rotated in the clockwise 
direction against the bias of the spring to accommodate the 
placement of the third container 22 on top of the second 
container 18, and then be moved back into place by the bias of 
the spring such that the side portions 21a, 21b of the latch 20 
are received within the grooves 68 of the third container 22. 
The first container 12 may then be placed on top of the third 
container 22. In embodiments where the latch 20 is spring 
biased, and during such placement, the lip 88 of the second 
latch engagement structure 16 may contact and push against 
the upper portion 23 of the latch 20 until the first container 12 
is placed directly on top of the third container 22, whereupon 
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the upper portion 23 of the latch 20 may snap onto the arcuate 
Surface 84 of the second latchengagement structure 16 and be 
retained in that position by the lip 88, for example, as shown 
in FIG. 23. 
0056. The apparatus 10 having the second configuration 
may be unlatched as follows. Although only one of the latches 
20 is described, it should be appreciated that the other latch of 
the pair of latches 20 (in embodiments having a pair of 
latches), may be operated in a similar manner. The apparatus 
10 may initially be in the position shown in FIG. 23. In 
embodiments having the manual latch with a “clamp-like' 
configuration, the latch cover 17 may be pulled upwards using 
the engagement portion 69 to move the latch cover 17 to its 
unlocked position. As a result, the pivot point 67 is also 
moved upwards, which permits the latch 20 to be lifted and 
disengaged from the second engagement structure 16. 
Accordingly, the upper portion 23 of the latch 20 is removed 
from its contact with the arcuate surface 84 of the second latch 
engagement structure 16. The latch 20 may then be pivoted in 
the clockwise direction in FIG. 23 and moved to the disen 
gaged position. 
0057. In some embodiments where the latch is spring 
biased, Sufficient force may be needed to push against and 
overcome the lip 88 that is constructed and arranged to retain 
the upper portion 23 of the latch 20 on the arcuate surface 84 
and the bias of the spring. After the upper portion 23 of the 
latch 20 has been removed from the arcuate surface 84 and 
away from the lip 88, the first container 12 may then be lifted 
from the third container 22 and the third container 22 may 
then be lifted away from the second container 18. 
0058. The apparatus 10 having the first configuration may 
be latched in a similar manner as above. The first container 12 
may be placed onto the second container 18. In embodiments 
where the latch 20 is manual and is not spring biased, the latch 
20 may have a clamp like configuration. In Such embodi 
ments, the latch 20 may initially be positioned such that the 
upper portion 23 is closer than the side portions 21a, 21b of 
the latch 20 to the bottom wall 47 of the second container 18, 
for example as shown in FIG.25. This may be the unlocked or 
disengaged state of the latch 20 wherein the latch 20 is mov 
able. The first container 12 may be placed on top of the second 
container 18. The latch 20 may then be pivoted from the 
position shown in FIG. 25 upwards and in a clockwise direc 
tion in FIGS. 25 and 26 such that the side portions 21a, 21b 
are located closer than the upper portion 23 to the bottom wall 
47 of the container 18. The cover portion 17 may then be 
pushed downwards such that the latch 20 is “clamped onto 
the first latch engagement structure 14. That is, the cover 
portion 17 may be pivoted downwards using the engagement 
portion 69 of the cover latch 17, which causes the pivot point 
67 to move downwards. As a result, the latch 20 is also moved 
downwards such that the latch 20“clamps' onto the first latch 
engagement structure 14. Accordingly, the upper portion 23 
may be pulled onto the arcuate surface 82 of the first latch 
engagement structure 14 and retained in that position by the 
lip 86 of the first latch engagement structure 14, as shown in 
FIG. 24. As such, the coverportion 17 is in the locked position 
wherein movement of the latch 20 between the disengaged 
and engaged positions is prevented. 
0059 Alternatively, in embodiments where the latch 20 is 
spring biased, and during placement of the first container 12 
on the second container 18, the lip 86 of the first latch engage 
ment structure 14 may contact and push against the upper 
portion 23 of the latch 20 until the first container 12 is placed 
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directly on top of the second container 18, whereupon the 
upper portion 23 of the latch 20 may snap onto the arcuate 
surface 82 of the second latch engagement structure 16 and be 
retained in that position by the lip 86, for example, as shown 
in FIG. 24. 
0060. The apparatus 10 having the first configuration may 
be unlatched as follows. Although only one of the latches 20 
is described, it should be appreciated that the other latch of the 
pair of latches 20 (in embodiments having a pair of latches), 
may be operated in a similar manner. The apparatus 10 may 
initially be in the position shown in FIG. 24. In embodiments 
having the manual latch with a "clamp-like configuration, 
the latch cover 17 may be pulled upwards using the engage 
ment portion 69 to move the latch cover 17 to its unlocked 
position. As a result, the pivot point 67 is also moved upwards, 
which permits the latch 20 to be lifted and disengaged from 
the first engagement structure 14. Accordingly, the upper 
portion 23 of the latch 20 is from its contact with the arcuate 
surface 82 of the first latch engagement structure 14. The latch 
20 may then be pivoted in the clockwise direction in FIG. 24 
and moved to the disengaged position. 
0061. In some embodiments where the latch is spring 
biased, Sufficient force may be needed to push against and 
overcome the lip 86 that is constructed and arranged to retain 
the upper portion 23 of the latch 20 on the arcuate surface 82 
and the bias of the spring. After the upper portion 23 of the 
latch 20 has been removed from the arcuate surface 82 and 
away from the lip 86, the first container 12 may then be lifted 
the second container 18. 
0062. It should be appreciated that the latch 20 is not 
limited to the embodiments described above, and may have 
other configurations or arrangements in other embodiments. 
In addition, as mentioned above, it should be appreciated that 
the rolling container assembly 10 may include any number of 
containers that are releasably connected together using 
latches. The containers may have a variety of configurations, 
and the apparatus may include any combination of Storage 
containers, container tops, base storage containers, and top 
storage containers. 
0063 Although the invention has been described in detail 
for the purpose of illustration based on what is currently 
considered to be the most practical and preferred embodi 
ments, it is to be understood that such detail is solely for that 
purpose and that the invention is not limited to the disclosed 
embodiments, but, on the contrary, is intended to cover modi 
fications and equivalent arrangements that are within the 
spirit and scope of the appended claims. For example, it is to 
be understood that the present invention contemplates that, to 
the extent possible, one or more features of any embodiment 
may be combined with one or more features of any other 
embodiment. 

1. An apparatus for transporting articles between working 
locations, comprising: 

a first container comprising a first latch engagement struc 
ture and a second latch engagement structure; 

a second container comprising a latch, wherein the latch is 
constructed and arranged to selectively engage with 1) 
the first latch engagement structure of the first container 
to latch the first and second containers in a first configu 
ration or 2) the second latch engagement structure of the 
first container to latch the first and second containers in 
a second configuration; 

a third container configured to be positioned between the 
first and second containers, 
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wherein in the first configuration, one of the first and sec 
ond containers is arranged on top of the other of the first 
and second containers without the third container ther 
ebetween, 

and wherein in the second configuration, the third con 
tainer is provided between the first and second contain 
CS. 

2. The apparatus of claim 1, wherein the first latch engage 
ment structure is vertically displaced from the second latch 
engagement Structure. 

3. The apparatus of claim 1, wherein the latch is moveable 
between 1) an engaged State wherein the latch is engaged with 
the first latch engagement structure or the second latch 
engagement structure and 2) a disengaged State wherein the 
latch is disengaged from the first latch engagement structure 
and the second latch engagement structure. 

4. The apparatus of claim3, further comprising a latch lock 
constructed and arranged to lock the latch so as to prevent 
pivotal movement of the latch between the engaged and dis 
engaged States. 

5. The apparatus of claim 1, wherein the third container is 
an organizer. 

6. The apparatus of claim 1, wherein the first container is a 
toolbox. 

7. The apparatus of claim 6, wherein the toolbox comprises 
a telescopic handle. 

8. The apparatus of claim 1, wherein the second container 
is a base storage unit. 

9. The apparatus of claim 1, wherein the first container is a 
base storage unit. 

10. The apparatus of claim 1, wherein the second container 
is a toolbox. 

11. The apparatus of claim 10, wherein the toolbox com 
prises a telescopic handle. 

12. The apparatus of claim 1, further comprising one or 
more rotatable ground engaging wheels mounted toward the 
bottom of the apparatus for rotation about an axis to provide 
rolling Support of the apparatus. 

13. The apparatus of claim 12, wherein the one or more 
rotatable ground engaging wheels are mounted to the second 
container. 

14. The apparatus of claim 12, further comprising a manu 
ally engageable pulling handle, the pulling handle and the one 
or more ground engaging wheels being arranged to enable a 
user to manually pull the pulling handle generally rearwardly 
So as to tilt the apparatus rearwardly to a tilted rolling move 
ment position, thereby enabling the user to roll the apparatus 
to a desired location by pushing or pulling the pulling handle 
in a desired direction. 

15. The apparatus of claim 14, wherein the manually 
engageable pulling handle is provided on the first container. 

16. The apparatus of claim 15, wherein the first container 
further comprises a carrying handle separate from the manu 
ally engageable pulling handle. 

17. The apparatus of claim 1, wherein the apparatus com 
prises a manually engageable pulling handle. 

18. The apparatus of claim 17, wherein the manually 
engageable pulling handle is provided on the first container, 
and wherein the first container further comprises a carrying 
handle separate from the manually engageable pulling 
handle. 

19. The apparatus of claim 1, wherein the latch comprises 
a pair of side portions and an upper portion connecting the 
side portions to each other. 
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20. The apparatus of claim 19, wherein the third container 
comprises grooves constructed and arranged to receive the 
side portions of the latch when the first and second containers 
are latched in the second configuration with the third con 
tainer provided therebetween. 

21. An apparatus for transporting articles between working 
locations, comprising: 

one or more rotatable ground engaging wheels mounted 
towards the bottom of the apparatus for rotation about an 
axis to provide rolling support for the apparatus; 

a manually engageable pulling handle, the pulling handle 
and the one or more ground engaging wheels being 
arranged to enable a user to manually pull the pulling 
handle generally rearwardly so as to tilt the apparatus 
rearwardly to a tilted rolling movement position, thereby 
enabling the user to roll the apparatus to a desired loca 
tion by pushing or pulling the pulling handle in a desired 
direction; 
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a first container comprising a first latch engagement struc 
ture and a second latch engagement structure; 

a second container comprising a latch, wherein the latch is 
constructed and arranged to selectively engage with 1) 
the first latch engagement structure of the first container 
to latch the first and second containers in a first configu 
ration or 2) the second latch engagement structure of the 
first container to latch the first and second containers in 
a second configuration: 

a third container configured to be positioned between the 
first and second containers, 

wherein in the first configuration, one of the first and sec 
ond containers is arranged on top of the other of the first 
and second containers without the third container ther 
ebetween, 

and wherein in the second configuration, the third con 
tainer is provided between the first and second contain 
eS. 
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