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A method is provided for forming at least one TSV intercon­
nect structure surrounded by at least one isolating trench-like 
structure having at least one airgap. The method comprises at 
least the steps of providing a substrate having a first main 
surface and producing simultaneous at least one a TSV hole 
and a trench-like structure surrounding the TSV hole and 
separated by remaining substrate material. The method also 
comprises thereafter depositing a dielectric liner in order to 
smoothen the sidewalls of the etched TSV hole and to pinch­
off the opening of the trench-like structure at the first main 
surface of the substrate in order to create at least one airgap in 
said trench-like structure and depositing a conductive mate­
rial in said TSV hole in order to create a TSV interconnect. A 
corresponding substrate is also provided. 

Publication Classification 

(51) Int. Cl. 
HOJL 23148 
HOJL 211768 

s 

I 

I 
I 
I 

I 
I 
I 
I 
I 
I 
I 
I 

(2006.01) 
(2006.01) 

:~ 10.4-10.8 µm0' ~: 

Scaling 
to2µm 

10 

2a 



Patent Application Publication 

E 
:::t 

0 
LO 

E 
c§-
1.() 

E 
r2-
-.::t" 
+I 

Jun. 7, 2012 Sheet 1 of 14 

5µm0' 
r----~----, 
I I I I 
I I I I 
I I I I 

I 
I 
L----

FIG. 1A 

2µm0' 
r----~----, 
I I I I 
I I I I 
I I I I 

I 
I 
L----

I 
I ____ .J 

FIG. 1B 

2a 

2a 

US 2012/0139127 Al 

St 

s 

S2 

St 

10 

2b 

s 

S2 



Patent Application Publication Jun. 7, 2012 Sheet 2 of 14 

E s 
LO 

E 
::t 

r-,... 
~ 
+I 

r-------------, 
I I 
I I 
I I 

FIG. 2A 

US 2012/0139127 Al 

2a 

St 

S2 



Patent Application Publication Jun. 7, 2012 Sheet 3 of 14 

s 

.J 

I I 
I I 
I 
I I 
I I 
I I 
I I 
I I 
I I 
I I 
I I 
I I I 

:~ 10.4-10.8µm0' ~: 

2b 
.J,4 Scaling 

to2µm 

FIG. 2B 

10 .J,4 

US 2012/0139127 Al 

2a 



Patent Application Publication Jun. 7, 2012 Sheet 4 of 14 US 2012/0139127 Al 

-E 
::::1. -.c: -C. 
Q) 
'C 
.c: 
(.) 
C: 
Q) 
:i.. .... 

35 

30 

25 

20 

15 

10 

5 

0 

::::, 
(.) 

ca 
C 
I., 

(1) -.5 

0 

-- -u, -
u, ~ 

0.1 

6.0 

_.__ 50 µm deep, 5 µm 
diameter Si via 

0.2 0.3 0.4 
Trench width (µm) 

Figure 3 

I 5.0 -+-----+------+-------+-------------

4.0 -+---I------+-------+-----------

(1) ::::, 

!:: ~ 3.0 
u, (1) 

ca :i.. = C. 
C 2.0 -+--------"=---+-------+------------, 

~ 
.S:! 
E 
~ 1.0 7-------+-------+-------, 

0 
I., 

c3 
0.0 -+------+-----+--------, 

0 0.5 1 1.5 

Si ring width / Cu TSV diameter 

Figure 4 

0.5 



Patent Application Publication Jun. 7, 2012 Sheet 5 of 14 US 2012/0139127 Al 

~ 3.0 
--<>-- D=2µrn, W=1.0µrn :::s 

en --•-- D=2µrn, W=2.0µrn en 
~ 2.5 -+-- D=5µrn, W=2.5µrn a. 
Q) --<>-- D=5µrn, W=5.0µrn 

"C --- D=10µrn, W=2.5µrn ·u5 2.0 
.E;;; --o-- D=10µrn, W=S.0µrn -en 

1.5 
--0=5 rn W=10 

en 
Q) 3D-SIC TSV .... - without air-gap en 
rn 1.0 :;::::; 
C ----o-___ 
Q) ----o----.... 

.S:? 0.5 
E ----o----:::s .... 
c3 0.0 

0 1 2 3 4 5 
Radial distance across Si ring width (µm) 

FIG. 5 



Patent Application Publication 

"O 
Cl) 
N .E 

:..:; 
C. 
0 
C 
0 z 

• • • • • • . . • • • • 
Cl) 

"t:I ·x 
0 
j:: 
rn 

Jun. 7, 2012 Sheet 6 of 14 

. 
• 

• • • • 
• • • • 

• • 
■ 

• 

0 
N 

■ 

• • 
■ 

US 2012/0139127 Al 

~ 
(!) 
u: 



Patent Application Publication Jun. 7, 2012 Sheet 7 of 14 US 2012/0139127 Al 

100-----------~ 

60 

~ 0 

40 

• 1: 1 Structure 

20 ■ 1 :3 Structure 

• 1 :5 Structure 

0 c.. = c.. ='q" = 'q" E 0 CO O co -- co --........ 3: ........ 3: ('I) 3: ~ 0 ........ ........ 
(l) (l) (l) 0 
-c :2 -c ..c ·- ·-en en en 

position 

FIG. 7A 



Patent Application Publication Jun. 7, 2012 Sheet 8 of 14 US 2012/0139127 Al 

FIG. 7B 



Patent Application Publication Jun. 7, 2012 Sheet 9 of 14 US 2012/0139127 Al 

s 

10 

\ 
1 7b 

Figure 8 

Annular trench resistopenin9 TSV Pesist opening 

Figure 9 



Patent Application Publication Jun. 7, 2012 Sheet 10 of 14 US 2012/0139127 Al 

SiC 

' 
\ 

11 ~_I ST! 

I 
s---·r· 

~=~='---'-'--=~-'---'1----'--'-------""'~==~='--"-------' 

1 

Figure 10a 

11 

Figure 10b 



Patent Application Publication Jun. 7, 2012 Sheet 11 of 14 US 2012/0139127 Al 

/ 2a 

,- .~ iJ 1:: ( ■■-
z"d\l: (. \-: 

' ' ' " ! 4 \ .... ...._ ' 

2c \ 10 

Figure lOC 

R!!sidu.il Cu if! Ol<ide 
!:'tench ;,fterCMP 

Figure 10D 

2b 

2b 



Patent Application Publication 

Oiefotti-ic Ml !13ycer 

.-··" 

11 

l.1 

Jun. 7, 2012 Sheet 12 of 14 US 2012/0139127 Al 

Cu ring lo Ml on Cu in 
ol<ide trnndi { optim:ial) 

-'~ 

2c 

Figure lOE 

Figure lOF 

Ml conU1t1. to TS',t ., 

2b 

lO 



Patent Application Publication Jun. 7, 2012 Sheet 13 of 14 US 2012/0139127 Al 

~!~JBIIIIBl'~M7 
,, ,! •••······· \; I ::1/ .. ···•·•·•· \\••··> •• • ••• ·. • 

,Jc ~I H ~(■ ·" 
I < .• ··•• • > . > . • •. < 1 .\ I <f •·· .. . + .. > .. i .< \-~ • • · ·· -

~ \ \ 
~ 4 \ 

21., 

Figure 10G 

Figure 10H 



PatentA • pphcation Publ. • 1cat1on Jun.7 201 ' 2 Sheet 14 

Figure 11A 

Figure 11B 

of 14 US 2012/0139127 Al 



US 2012/0139127 Al 

METHOD FOR FORMING ISOLATION 
TRENCHES 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] This application claims the benefit under 35 U.S.C. 
§ 119( e) ofU.S. provisional application Ser. No. 61/420,653, 
filed Dec. 7, 2010, the disclosure of which is hereby expressly 
incorporated by reference in its entirety and is hereby 
expressly made a portion of this application. 

FIELD OF THE INVENTION 

[0002] Electrical connections in semiconductor devices are 
provided. More particularly, methods are provided for form­
ing isolation trenches comprising airgaps and interconnect 
structures such as Through Silicon Vias (TSV) to be used in 
the stacking of semiconductor devices. The embodiments 
further relate to devices thus obtained. 

BACKGROUND OF THE INVENTION 

[0003] With the continued scaling ofIC technology, due to 
the large amount of electronic circuits on a small area, the 
density of chip input/output connection pads (I/O's) contin­
ues to increase. This leads to an increasing bandwidth of 
interconnects between integrated circuits (IC's) and/or other 
system elements. For short interconnects, electrical signal 
lines maintain the highest capacity and speed. In order to keep 
up with the increasing speed and density requirements, sys­
tem in a package (SIP) technology is increasingly used. This 
creates the need for 3-dimensional interconnects. 
[0004] Three-dimensional (3D) integration requires the 
realization of electrical interconnections that go through the 
bulk of the substrate (wafer) whereon or wherein the active 
devices are realized. These are the so-called Through-Si-Via 
(TSV) connections. One particular approach to realizing TSV 
connections is the so-called via-middle approach, where the 
TSV is realized after the fabrication of the active devices 
(whereby the fabrication of the active devices is referred to as 
the front-end-of-line, FEOL), just before the integration of 
the multilayer chip interconnect stack (whereby the integra­
tion is referred to as the back-end-of-line, BEOL). The elec­
trically conductive material of the TSV is typically copper or 
tungsten metal. 
[0005] However in the state of the art there are still key 
issues which need to be resolved in order to integrate these 
TSV connections in a reliable way with good device perfor­
mances: 

[0006] The use of a metallic connection through the sili­
con substrate results in large mechanical stress levels in 
the silicon substrate, causing mobility variations in the 
silicon (Si) resulting in performance degradation of 
neighboring devices. 

[0007] The presence of a relatively large metallic struc­
ture through the bulk of the substrate causes a relatively 
large electrical capacitance that degrades circuit perfor­
mance. 

[0008] An electrostatic field due to a potential and charg­
ing current of the TSV-substrate capacitor during tran­
sient operation may affect the device performance of 
neighboring devices. 
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[0009] Consequently, there is room for improved TSV 
interconnections and methods for integrating them. 

SUMMARY OF THE INVENTION 

[001 OJ Through Substrate Via (TSV) interconnects, such as 
Through Silicon Via interconnects for use in 3D stacked 
semiconductor devices, are provided that may reduce the 
negative impact of these 3D-TSV towards neighboring 
devices. Methods of obtaining such interconnects are also 
provided. 
[0011] It is an advantage of the methods and devices of 
various embodiments that isolating trenches are provided 
around the TSV interconnect structures, said trenches com­
prising airgaps, resulting in an improved electrical and/or 
mechanical behavior. 
[0012] It is an advantage of various embodiments that 
methods are provided or manufacturing the 3D-TSV semi­
conductor devices making use of existing processing technol­
ogy. 
[0013] Methods and devices of various embodiments sig­
nificantly reduce the negative impact caused by the relative 
large 3D-TSV interconnect structures. The negative impact 
may be mechanical stress created in the substrate around said 
3D-TSV structure thereby causing mobility variations in the 
surrounding substrate and hence resulting in performance 
degradation of neighboring devices. The negative impact may 
be caused by inducing a relatively large electrical capacitance 
that degrades neighboring circuit performance. Furthermore 
the negative impact caused by the large 3D-TSV structures 
may be due to the creation of an electrostatic field and poten­
tial within the 3D-TSV thereby creating a charging current in 
the surrounding substrate which may during transient opera­
tion affect the device performance of neighboring devices. 
[0014] It is an advantage of embodiments that at least some 
of the above negative effects are solved by forming isolating 
trenches with airgaps during the processing of said 3D-TSV 
interconnect structure. It is an advantage of embodiments that 
isolating trenches are provided without adding additional 
processing steps and making use of processing steps required 
to fabricate the 3D-TSV. 
[0015] More particularly, embodiments relate to methods 
of forming airgaps in isolating structures whereby the struc­
tures are situated around a TSV interconnect structure in 
order to reduce the mechanical stress, the electric field and 
capacitance effects in the surrounding areas of the large TSV 
interconnect structure. 
[0016] The above objective is accomplished by a method 
and device according to the various embodiments. 
[0017] The various embodiments relate to a method for 
providing at least one Through Silicon Via (TSV) intercon­
nect structure surrounded by at least one isolating trench-like 
structure, said trench-like structure having at least one airgap 
and said method comprising at least the steps of: providing a 
substrate having a first main surface, producing simultaneous 
at least one TSV hole and a trench-like structure, the trench­
like structure surrounding said TSV hole and being separated 
from the TSV hole by remaining substrate material, thereaf­
ter, depositing a dielectric liner in order to smoothen the 
sidewalls of the etched TSVhole and to pinch-off the opening 
of the trench-like structure at the first main surface of the 
substrate in order to create at least one airgap in said trench­
like structure thus forming a hollow trench-like structure, and 
then depositing a conductive material in said TSV hole in 
order to create a TSV interconnect. 
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[0018] The at least one TSV hole may have a diameter, 
which may also be referred to as width, on the order of 0.1 µm 
to 30 µm, e.g., between0.1 µmand30 µm, e.g. on the order of 
2 µm to 20 µm, e.g., between 2 µm and 20 µm. The trench-like 
structure may have a trench width smaller than 1000 nm. The 
substrate may be a silicon wafer having active devices on its 
first main surface material, said active device being produced 
during a preceding front end ofline (FEOL) processing. 
[0019] The step of producing simultaneous at least one 
TSV hole and a trench-like structure may be performed using 
an aspect-ratio-dependent etching such that the isolating 
trench-like structure has a trench width of! 00-500 nm and the 
TSV hole has a diameter (width) of between 0.1 µm and 30 
µm, e.g., between 2 and 20 µm, and the isolating trench-like 
structure has a depth approximately 1/s to 2/2 of the via depth, 
e.g., between ½ th and ½ rd of the via depth. 
[0020] The aspect-ratio-dependent etching may be a pulsed 
etching comprising alternating steps of isotropic etching and 
passivation. 
[0021] The isotropic etching may be a SF 6 based plasma 
etching step and the passivation step may be a C4 F8 based 
plasma passivation step. 
[0022] The isotropic etching step and/or the passivation 
step may comprise using oxygen and/or inert gases. 
[0023] The deposited liner may be a tetraethyl orthosilicate 
(TEOS) liner. 
[0024] The step of depositing a conductive material in the 
TSV hole in order to create a TSV interconnect structure may 
be performed using electrochemical deposition (ECD) tech­
niques or Chemical Vapor deposition (CVD) and wherein the 
conductive material may be selected from a metal such as 
Copper (Cu), Nickel (Ni), tungsten (W) or any other metals 
and/or alloy of metals or selected from alternative conductive 
materials such as an implanted semiconductor, conductive 
silicon, conducting polymers, carbon nanotubes. 
[0025] The method may comprise, after the step of creating 
a TSV interconnect, a planarization step of the conductive 
material in order to remove the overburden of conductive 
material on the horizontal parts of the substrate. The pla­
narization step may be a chemical mechanical planarization 
(CMP). 
[0026] The method may comprise, after the step of creating 
a TSV interconnect, a thermal anneal step in order to initiate 
grain growth of the metal. 
[0027] The method may comprise, after the step of creating 
a TSV interconnect, the step of providing metal contacts onto 
said TSV interconnect and furthermore several back-end-of­
line (BEOL) interconnect layers. 
[0028] The various embodiments also relate to the use of a 
method for providing at least one Through Silicon Via (TSV) 
interconnect structure as described above for the 3D stacking 
of semiconductor substrates, the use further comprising the 
step of thinning the backside of the substrate using mechani­
cal operations in order to open the TSV interconnects from 
the backside and to make a 3D stacking possible. 
[0029] The TSV interconnect structure may be further pro­
vided with a solder ball or bump. 
[0030] The various embodiments further relate to a sub­
strate comprising at least one interconnect Through Substrate 
(Si) Via (TSV) structure which is surrounded by at least one 
isolating trench-like structure comprising an airgap fabri­
cated using the method for providing at least one Through 
Silicon Via (TSV) and wherein said interconnect TSV struc-
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ture is a 3D-TSV. The substrate may be a substrate embedded 
in a 3D stacked semiconductor device. 
[0031] The various embodiments also relate to a 3D stacked 
semiconductor device comprising a substrate as described 
above. 
[0032] Particular and preferred aspects of the invention are 
set out in the accompanying independent and dependent 
claims. Features from the dependent claims may be combined 
with features of the independent claims and with features of 
other dependent claims as appropriate and not merely as 
explicitly set out in the claims. 
[0033] These and other aspects of the invention will be 
apparent from and elucidated with reference to the embodi­
ment( s) described hereinafter. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0034] FIGS. lA and lB illustrate side views of a state of 
the art semiconductor substrate having 3D-TSV intercon­
nects, wherein the 3D-TSV have a depth in the substrate of 
around 50 µm and a diameter (width) around 5 µm (FIG. lA). 
FIG. lB illustrates a 3D-TSV having a diameter (width) of 
around 2 µm thereby responding to further device scaling 
requirements. Both TSV structures have a liner deposited 
onto the inner sidewalls of TSV, the liner having a width of 
around 200 nm in the TSV. 
[0035] FIGS. 2A and 2B illustrate side views of a semicon­
ductor substrate having a 3D-TSV according to FIG. 1 and 
further comprising isolating trench-like structures having at 
least one airgap according to various embodiments. PIG. 2A 
illustrates a side view and FIG. 2B illustrates a more detailed 
side view combined with a top view of a portion of the 
semiconductor substrate. 
[0036] FIG. 3 illustrates the trench depth in function of the 
trench diameter (width) when performing the Bosch etch 
process in order to etch simultaneously a 50 µm deep and 5 
µm wide TSV according to various embodiments. FIG. 3 
illustrates the aspect-ratio-dependent-etch-rate effect 
(ARDE). 
[0037] FIG. 4 illustrates the stress in the (Si) substrate 
surrounding the TSV, relative to the stress in the TSV, as a 
function of the diameter (width) of the substrate (Si) ring in 
between the isolating trenches and the TSV, illustrating 
advantages of embodiments. 
[0038] FIG. 5 illustrates a first order analytical model illus­
trating the stress in the substrate (Si) ring around the TSV due 
to stress in TSV, illustrating advantages of embodiments. 
[0039] FIGS. 6A and 6B illustrate the TSV after perform­
ing a standard deep via etch process (FIG. 6A) and after 
applying an optimized deep via etch process to obtain under­
cut free etch with limited scallops (FIG. 6B), illustrating 
advantages of embodiments. 
[0040] FIG. 7A illustrates the thickness of a TEOS liner 
using a SA-CVD O3-TEOS process (at 400° C.) on a sub­
strate (300 mm wafer) having TSV of 5 µm diameter (width) 
and having an aspect ratio 1:1, 3:1 and 5:1, illustrating fea­
tures of particular embodiments. FIG. 7B illustrates a SEM 
picture of the bottom and sidewall of a TSV having an aspect 
ratio 10: 1, illustrating features of a particular embodiment. 
For a 200 nm thick liner on the bottom sidewall, a 500 nm 
thick layer is deposited on the top surface of the substrate 
(wafer). 
[0041] FIG. 8 is a SEM picture illustrating the TSV inter­
connect structure filled with copper and having a SA-CVD 
deposited TEOS liner according to a particular embodiment. 
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The TEOS liner clearly smoothes the scalloped surface of the 
inner sidewalls of the TSV hole. 
[0042] FIG. 9 illustrates a detailed view of the substrate 
with a photoresist, PMD and STI layer after patterning in 
order to define the TSV hole (to be etched) and the isolating 
trenches or ring (to be etched) according to a particular 
embodiment. 
[0043] FIGS. lOA-lOH illustrate different processing steps 
according to a particular embodiment to fabricate a Through 
Silicon Via (TSV) interconnect based on the via middle 
approach whereby said TSV interconnects are surrounded by 
isolating trenches with airgaps. 
[0044] FIG. llA illustrates a 3D-TSV with a diameter 0cu 

having isolating trench-like structures having at least one 
airgap and remaining (Si) substrate (Si ring) having a width 
W s, in between the isolating trench-like structure (ring) and 
the TSV structure according to a particular embodiment. FIG. 
11B illustrates the circumferential (hoop-)stress as a function 
of the width of the remaining substrate (W s,) as a function of 
the diameter of the Cu TSV (0cJ-
[0045] The drawings are only schematic and are non-lim­
iting. In the drawings, the size of some of the elements may be 
exaggerated and not drawn on scale for illustrative purposes. 
[0046] Any reference signs in the claims shall not be con­
strued as limiting the scope. 
[0047] In the different drawings, the same reference signs 
refer to the same or analogous elements. 

DETAILED DESCRIPTION OF ILLUSTRATIVE 
EMBODIMENTS 

[0048] The present invention will be described with respect 
to particular embodiments and with reference to certain draw­
ings but the invention is not limited thereto but only by the 
claims. The drawings described are only schematic and are 
non-limiting. In the drawings, the size of some of the ele­
ments may be exaggerated and not drawn on scale for illus­
trative purposes. The dimensions and the relative dimensions 
do not correspond to actual reductions to practice of the 
invention. 
[0049] Furthermore, the terms first, second and the like in 
the description and in the claims, are used for distinguishing 
between similar elements and not necessarily for describing a 
sequence, either temporally, spatially, in ranking or in any 
other manner. It is to be understood that the terms so used are 
interchangeable under appropriate circumstances and that the 
various embodiments described herein are capable of opera­
tion in other sequences than described or illustrated herein. 
[0050] Moreover, the terms top, under and the like in the 
description and the claims are used for descriptive purposes 
and not necessarily for describing relative positions. It is to be 
understood that the terms so used are interchangeable under 
appropriate circumstances and that the various embodiments 
described herein are capable of operation in other orientations 
than described or illustrated herein. 
[0051] It is to be noticed that the term "comprising," used in 
the claims, should not be interpreted as being restricted to the 
means listed thereafter; it does not exclude other elements or 
steps. It is thus to be interpreted as specifying the presence of 
the stated features, integers, steps or components as referred 
to, but does not preclude the presence or addition of one or 
more other features, integers, steps or components, or groups 
thereof. Thus, the scope of the expression "a device compris­
ing means A and B" should not be limited to devices consist-
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ing only of components A and B. It means that with respect to 
the present invention, the only relevant components of the 
device are A and B. 
[0052] Reference throughout this specification to "one 
embodiment" or "an embodiment" means that a particular 
feature, structure, or characteristic described in connection 
with the embodiment is included in at least one embodiment 
of the present invention. Thus, appearances of the phrases "in 
one embodiment" or "in an embodiment" in various places 
throughout this specification are not necessarily all referring 
to the same embodiment, but may. Furthermore, the particular 
features, structures, or characteristics may be combined in 
any suitable manner, as would be apparent to one of ordinary 
skill in the art from this disclosure, in one or more embodi­
ments. 
[0053] Similarly it should be appreciated that in the 
description of exemplary various embodiments, various fea­
tures of the invention are sometimes grouped together in a 
single embodiment, figure, or description thereof for the pur­
pose of streamlining the disclosure and aiding in the under­
standing of one or more of the various inventive aspects. This 
method of disclosure, however, is not to be interpreted as 
reflecting an intention that the claimed invention requires 
more features than are expressly recited in each claim. Rather, 
as the following claims reflect, inventive aspects lie in less 
than all features of a single foregoing disclosed embodiment. 
Thus, the claims following the detailed description are hereby 
expressly incorporated into this detailed description, with 
each claim standing on its own as a separate embodiment of 
this invention. 
[0054] Furthermore, while some embodiments described 
herein include some but not other features included in other 
embodiments, combinations of features of different embodi­
ments are meant to be within the scope of the invention, and 
form different embodiments, as would be understood by 
those in the art. For example, in the following claims, any of 
the claimed embodiments can be used in any combination. 
[0055] In the description provided herein, numerous spe­
cific details are set forth. However, it is understood that vari­
ous embodiments may be practiced without these specific 
details. In other instances, well-known methods, structures, 
and techniques have not been shown in detail in order not to 
obscure an understanding of this description. 
[0056] Where in embodiments and/or claims reference is 
made to a through silicon via, reference is not only made to a 
via through a silicon substrate, but more generally through a 
substrate, such as for example a semiconductor substrate 
comprising semiconductor active devices. Where in embodi­
ments and/or claims reference is made to the substrate, such a 
substrate thus may be a silicon substrate but also may be any 
other suitable substrate, such as for example a semiconductor 
substrate comprising semiconductor active devices. 
[0057] Where reference is made in embodiments to isolat­
ing "trench-like structure" this may refer to a structure with 
any geometrical shape having a specific trench width W G, 

sometimes also referred to as the thickness, the diameter or 
the width of the trench-like structure that is surrounding a 
TSV structure. The trench-like structure may be a closed loop 
structure. Examples of suitable shapes for the trench-like 
structure are a circular ring, polygonal ring, square ring, or the 
like. In some embodiments, the air gap may itself have a 
ring-like shape for surrounding the interconnect structure. In 
between said "trench-like structure" and the TSV structure 
there is substrate material. In embodiments the isolating 
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trench-like structure is separated from the TSV by remaining 
substrate ( e.g., Si) material having at least a critical thickness, 
also referred to as diameter or width of the remaining sub­
strate material, which is on the order of from one µm to 2 
times the via diameter, with ½ the via diameter preferred in 
certain embodiments. 
[0058] Where in embodiments reference is made to a 
pulsed etching it refers to a process in which an etching step 
is alternated with a deposition step and this is repeated to 
achieve nearly vertical structures. It is also referred to as the 
"The Bosch process." The plasma contains some ions, which 
attack the wafer from a nearly vertical direction. For silicon, 
this pulsed etching preferably uses sulfur hexafluoride source 
gas [SF 6], while for the deposition of a chemically inert 
passivation layer, preferably a C4 F8 source gas is used and 
each pulsed phase preferably lasts for several seconds. The 
passivation layer protects the entire substrate from further 
chemical attack and prevents further (lateral) etching. How­
ever, during the etching phase, the directional ions that bom­
bard the substrate attack the passivation layer at the bottom of 
the trench (but not along the sides. The etch/deposition steps 
are repeated many times over, resulting in a large number of 
very small isotropic etch steps taking place only at the bottom 
of the etched pits. To etch through a 0.5 mm silicon wafer, for 
example, 100-1000 etch/deposit steps are needed. Typically 
this etching process results in sidewalls having a scalloped 
surface. 
[0059] The various embodiments relate to a semiconductor 
device and a method for making said device, the semiconduc­
tor device comprising at least one 3D-TSV interconnect and 
isolating trench-like structure, said isolating trench-like 
structure comprising at least one airgap. Said 3D-TSV inter­
connect is preferably a pillar made of conductive material 
which can be connected to the interconnect structures of for 
example another semiconductor substrate or another semi­
conductor device and/or another level of interconnect struc­
tures within the same semiconductor device. 
[0060] The method of the various embodiments for making 
the 3D-TSV interconnect is based on the so-called "via­
middle" approach, wherein the TSV is realized after the fab­
rication of the active devices (the front-end-of-line, FEOL), 
just before the integration of the multilayer chip interconnect 
stack (the back-end-of-line, BEOL). The electrically conduc­
tive material of the TSV is typically copper or tungsten metal. 
[0061] According to a first aspect, a substrate, preferably a 
semiconductor substrate comprising semiconductor active 
devices, is provided which comprises at least an interconnect 
Through Substrate (Si) Via (TSV) structure which is sur­
rounded by at least one isolating trench-like structure com­
prising an airgap. The interconnect structure is preferably a 
3D-TSV in the form of a conductive pillar. The at least one 
isolating trench-like structure comprises at least an airgap and 
a sealing which pinches off the airgap. The trench-like struc­
ture typically is separated from the interconnect structure by 
a spacer material being made of the original semiconductor 
substrate material. According to embodiments, the substrate 
is made using a method as will be described in the further 
aspect. 
[0062] By way of illustration, embodiments not being lim­
ited thereto, standard and optional features now will be 
described with reference to FIG. 2A and FIG. 2B. For reasons 
of comparison, first reference is made to FIG. lA and FIG. 
lB, illustrating a 3D-TSV interconnect structure having no 
airgap trench as known from prior art. 
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[0063] FIG. lA and FIG. lB illustrate side views of a state 
of a state of the art semiconductor substrate having 3D-TSV 
interconnects 10, said 3D-TSV having a depth in the substrate 
S of around 50 µm and a diameter around 5 µm (FIG. lA). 
FIG. lB illustrates a 3D-TSV 10 having a diameter of around 
2 µm thereby responding to further device scaling require­
ments. Both TSV structures 10 have a liner 2b deposited onto 
the inner sidewalls of TSV, said liner 2b having a width of 
around 200 nm in said TSV 10. 
[0064] Turning now to FIG. 2A and FIG. 2B illustrating 
side views of a particular example of an embodiment, wherein 
the semiconductor substrate S has a 3D-TSV 10. The semi­
conductor substrate S comprises a 3D-TSV 10 in the present 
example having a depth in the substrate S of around 50 µm and 
a diameter (width) around 2 µm and further comprises isolat­
ing trench-like structures 3 having at least one airgap 4. The 
trench-like structure 3 thus is a hollow trench-like structure 
comprising at least one airgap 4. A liner 2a may be deposited 
onto the substrate Sand on the inner sidewalls 2b ofTSV. In 
the present example, the liner 2b has a thickness of around 
200 nm on the inner sidewalls of said TSV, although embodi­
ments are not limited thereto. The liner further may pinch of 
the isolating trench-like structures 3 thereby creating an air­
gap 4 in the trench-like structures. FIG. 2A illustrates a side 
view and FIG. 2B illustrates a more detailed side view com­
bined with a top view. FIG. 2A further illustrates the portion 
of the (backside) substrate S2 to be removed in order to open 
the TSV 10 structure when the device is finalized. 
[0065] According to various embodiments, the at least one 
isolating trench-like structure is etched at the same time (si­
multaneous) as the interconnect TSV structure and hence 
requiring no additional processing. Due to aspect-ratio-de­
pendent etching it is possible to etch for example the isolating 
trench-like structure having a diameter on the order of 200-
500 nm at the same time of the interconnect TSV structure 
having a diameter on the order of from 0.1 µm to 20 µm, e.g., 
between 0.1 µm and 20 µm, e.g., between 2 µm and 20 µm, 
e.g., between 2 µm and 10 µm. In general, the isolating trench­
like structure has a depth which is about 1/s to 2/2 of the via 
depth. A state of the art anisotropic Bosch etch process may be 
used to perform said simultaneous etching. 
[0066] According to various embodiments, the airgap in 
said at least one isolating trench-like structure is formed 
through depositing a liner onto the substrate whereby said 
liner pinches off the trench-like structure, thereby forming at 
least one airgap in said trench-like structure. The pinch-off is 
preferably realized during the deposition of a liner within the 
TSV structure and hence requiring almost no additional pro­
cessing. A liner deposition within the TSV structure is pre­
ferred to realize a smoothening of the sidewalls (to reduce the 
scalloped surface) after etching the TSV structure. 
[0067] According to various embodiments, the liner mate­
rial used to smooth the sidewalls of the TSV structure and at 
the same time pinching off the airgap in the trench like struc­
ture can be made of a liner material selected from an oxide 
and/or nitride and/or polymer such as CVD oxide, CVD 
nitride, SA-CVD TEOS oxide, plasma enhanced CVD oxide. 
FIG. 8 is a SEM picture illustrating the TSV interconnect 
structure 10 filled with copper and having a SA-CVD depos­
ited TEOS liner 2b. The TEOS liner is clearly smoothing the 
scalloped surface of the inner sidewalls of the TSV 10. 

[0068] According to various embodiments, the isolating 
trench-like structure is narrow such that during TSV liner 
deposition (typically oxide or nitride) forms an airgap in the 
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trench due to the pinch-off of the liner deposited on the field 
area. To realize the pinch-off, the at least one trench-like 
structure typically has a diameter (width) smaller than 2 times 
the average thickness of the deposited liner on the Si-sidewall 
near the top of the via (which is typically 40% less than the 
thickness of the deposited liner on the field area). This means 
that for a deposited liner on the TSV sidewall having a thick­
ness of, e.g., 200 nm, the average diameter of the trench-like 
structure has to be smaller than 400 nm. The at least one 
trench-like structure typically has a diameter around 200-500 
nm and a liner deposition of, e.g., 200 to 300 nm thickness on 
the TSV sidewalls is sufficient to pinch-off the trench sur­
rounding the TSV. 
[0069] According to various embodiments, the isolating 
trench-like structure may have any closed form shape, such as 
a polygon, circle, or oval, with the TSV structure situated 
within said closed form trench separated by a minimum 
amount of substrate material. Mechanical stresses in the sub­
strate material that are caused by the different materials used 
inside the TSV will be concentrated in this narrow silicon 
ring-like structure around the TSV structure. The diameter 
may be optimized in order to minimize and to avoid loss in 
TSV density over the whole device substrate. The separation 
between the outside of the TSV and inner dimension of the 
air-gap trench surrounding the TSV is in the range of 1 µm to 
one or two times the TSV diameter. 
[0070] High mechanical stress in the substrate surrounding 
the TSV may result in mobility changes in the channels of 
surrounding (MOSFET) devices thereby causing cracks in 
the substrate between closely spaced TSVs which may be 
avoided be concentrating and capturing the stress in said 
substrate material (ring) in between the isolating trench-like 
structure and the TSV. An isolating trench-like structure com­
prising an airgap thereby significantly helps to isolate the 
stress. Furthermore high mechanical stress in TSV (copper) 
may cause TSV (Cu)-"pumping" and thereby cause damage 
to the low-k dielectric in the BEOL. FIG. 4 illustrates the 
stress concentration in the (Si) substrate surrounding the TSV 
as a function of the diameter of the substrate (Si) ring in 
between the isolating trenches and the TSV. FIG. 5 illustrates 
a first order analytical model illustrating the stress in the 
substrate (Si) ring around the TSV due to stress in TSV for 
different TSV diameters and diameter of the Si ring between 
the TSV and the air-gap. 
[0071] According to various embodiments, the material 
between the trench-like structure and the TSV may have a 
thickness W s, which may preferably be larger than 100 nm, 
e.g. at least 0.5 µm, e.g. at least 1 µm, e.g. at least 1.5 µm, e.g. 
at least 2 µm, e.g. at least 2.5 µm, e.g. at least 3 µm, e.g. at least 
4 µm, e.g. at least 5 µm or e.g. at least 10 µm. The thickness of 
this material may be selected such that its strength is sufficient 
to support the thermo-mechanical forces resulting from the 
stresses in the inner TSV metallization during thermal excur­
sions. Of particular importance may be the circumferential or 
"hoop"-stress. This stress is a function of the TSV conductive 
inner pillar size and the width of the surrounding ring of 
material. This requirement may result in a minimum thick­
ness of the ring surrounding the TSV conductive inner pillar 
of2 to 5 µmin the case of Cu TSV ina Si substrate, depending 
on the via diameter used. 
[0072] According to various embodiments, the TSV struc­
ture may have a diameter/width between 0.1 and 30 µm. 
According to particular embodiments the TSV may have an 
average diameter/width in the range of 0.5 µm to 30 µm, or 
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e.g., 0.5 µm to 20 µm, or e.g., 0.5 µm to 5 µm, or e.g., 1 µm to 
30 µm, or e.g., 1 µm to 20 µm, or e.g., 2 µm to 5 µm, more 
particular the TSV may have an average diameter of around 2 
µm. 
[0073] According to various embodiments, the depth of the 
trench-like structure may be significantly less than the depth 
of the TSV structure, the depth of the trench-like structure 
may be only 5 to 10 µm. 
[0074] According to various embodiments, the TSV struc­
ture may have a depth around 50 µm in the substrate, which 
results after thinning the substrate in order to expose the 
conductive part of the TSV in a depth of around 4 7 µm. 
[0075] According to various embodiments, the TSV struc­
ture may be made of a material selected from copper (Cu), 
aluminum (Al), tungsten (W), or any other metals used in the 
field. The conductive material can also be an alloy, an 
implanted semiconductor, conductive silicon, conducting 
polymers. Alternatively a metal paste, e.g. Cu paste, can be 
applied. Also combinations of above mentioned materials can 
be used. The step of depositing a conductive material possibly 
creates an interconnect with an external contact. This step can 
comprise various sub-steps. Extra layers underlying the con­
ductive material or intermediate layers can be used. This can 
be for example improve the filling of the holes, improve 
adhesion of the conductive material, further reduce the stress 
within the TSV, prevent inter-diffusion of materials, or the 
like. 
[0076] In particular embodiments, the TSV structure may 
be made of conductive material, and further comprise a bar­
rier layer and/or a seed layer which is deposited before filling 
the TSV structure with conductive material e.g. by electro­
plating. Said seed layer may cover the whole surface of the 
side walls and bottom wall of the TSV structure. Said barrier 
layer is preferably made of a material selected from Ta, Ti, 
TaN, TiN, Ru Ta, Mn, and combinations thereof and is depos­
ited by state of the art deposition techniques such as PVD and 
CVD and combinations thereof. A seed layer is preferably 
made of a material selected from Cu, Ni, Co, W, Mn and may 
be applied for instance by Chemical Vapor Deposition 
(CVD), Physical Vapor Deposition (sputtering) (PVD), 
Atomic Layer Deposition (ALD), Electro Chemical Deposi­
tion (ECD), as well as by any other method known in the art. 
[0077] It is also possible that more than one electrical inter­
connect TSV structure ( conductive pillar) is formed within a 
single surrounding trench-like structure. This means that par­
allel TSV are formed within the same trench-like (ring) struc­
ture. 
[0078] In a second aspect, a method for the fabrication of at 
least one Through Substrate Via (TSV) interconnect with 
surrounding isolating trench like structure is provided, 
whereby the trench-like structures comprise at least one air­
gap to further improve its insulating properties. Said method 
is characterized and differentiated towards state of the art 
methods in the fact that the isolating trench-like structures are 
fabricated at the same time as the fabrication of the TSV holes 
thereby reducing the number of processing steps signifi­
cantly. The method is further differentiated by the formation 
of airgaps in said isolating trench-like structures. No process 
steps are added to the process flow to create and seal the 
airgap trenches. No additional masks are required. According 
to embodiments, the method comprises providing a substrate 
having a first main surface and producing simultaneous at 
least one TSV hole having a diameter on the order of 0.1 µm 
to 30 µm, e.g., between 0.1 µm and 30 µm, e.g., on the order 



US 2012/0139127 Al 

of 2 µm to 20 µm, e.g., between 2 µm and 20 µm, and a 
trench-like structure having a trench width smaller than 1000 
nm, the trench-like structure surrounding the TSV hole and 
being separated from the TSV hole by remaining substrate 
material. The method also comprises, after formation of the 
TSV hole and the trench-like structure, depositing a dielectric 
liner in order to smooth the sidewalls of the etched TSV hole 
and to pinch-off the opening of the trench-like structure at the 
first main surface of the substrate in order to create a hollow 
trench-like structure with at least one airgap in said trench­
like structure. The method also comprises depositing a con­
ductive material in said TSV hole in order to create a TSV 
interconnect. 
[0079] By way of illustration, embodiments not being lim­
ited thereto, standard and optional steps of a method as 
described above will further be discussed, with reference to 
an exemplary method according to an embodiment. FIGS. 
l0A-l0H illustrate different processing steps according to 
various embodiments, to fabricate a Through Silicon Via 
(TSV) interconnect based on the via middle approach 
whereby said TSV interconnects are surrounded by isolating 
trenches with airgaps. 
[0080] According to embodiments, the method comprises 
obtaining a substrate. The substrate in the present example is 
a silicon wafer having active devices on its first main surface 
material, the active device being produced during the preced­
ing FEOL processing. After completion of the TSV intercon­
nect BEOL processing is performed in order to create BEOL 
interconnects. 
[0081] According to embodiments, the step of producing at 
the same time (simultaneous) at least one a TSV hole and a 
trench-like structure is performed using an aspect-ratio-de­
pendent etching such that it is possible to etch the isolating 
trench-like structure having a diameter (width) on the order of 
100-500 nm at the same time of the TSV hole having a 
diameter (width) on the order of 0.1 µm to 30 µm, e.g., 
between 0.1 µm and 30 µm, e.g., on the order of2 µm to 20 
µm, e.g., between 2 µm and 20 µm. In general, the isolating 
trench-like structure has a depth which is about 1/s to 2/2 of the 
via depth. A state of the art anisotropic Bosch etch process 
may be used to perform said simultaneous etching. 
[0082] FIG. 3 illustrates the aspect-ratio-dependent-etch­
rate effect (ARDE), the Figure illustrates the etched trench 
depth as a function of the trench diameter (width) when 
simultaneously a 50 µm deep TSV hole having a diameter 
(width) of around 5 µm for a typical Bosch type etch process 
(tool dependent). 
[0083] FIG. 9 and FIG. l0A illustrate a detailed view of the 
substrate S with a photoresist 12, PMD and STI layer(s) 11 
after patterning in order to define the TSV hole (to be etched) 
and the isolating trenches or ring (to be etched). 
[0084] According to embodiments, the trench-like struc­
ture is a trench-like ring structure having a diameter (width) 
below 100 nm to 500 nm. The outer diameter of the trench­
like ring structure may be on the order of 10 µm to 15 µm, for 
example 10.4 µm to 10.8 µm. The inner diameter of the 
trench-like ring structure may be on the order of 10 µm. 
[0085] According to embodiments, the TSV hole is having 
a diameter (width) on the order of 0.1 µm to 30 µm, e.g., 
between 0.1 µm and 30 µm, e.g., on the order of2 µm to 20 
µm, e.g., between 2 µm and 20 µm. The TSV hole (intercon­
nect structure) may have a diameter (width) smaller than 10 
µm, or smaller than 7 µm, or smaller than 6 µm or below 5 µm 
or below 4 µm. According to particular embodiments said 
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TSV hole may have an average diameter (width) in the range 
0.1 µm up to 5 µm, e.g. in the range 2 µm to 5 µm, more 
particular said TSV hole has an average diameter (width) of 
around2 µm. 
[0086] According to embodiments, the distance between 
the TSV and the trench-like structure comprising an airgap is 
such that it allows for a sufficiently low stress layer in this Si 
sidewall (Stress is more concentrated when using an airgap ), 
typically this will be a diameter (width) between 1 µm and 1 
or 2 times the via diameter, most typically around half of the 
via diameter. 
[0087] According to embodiments, the step of providing 
TSV holes (interconnect structures) in the first main surface 
of the substrate may be performed using an etch process 
which is optimized to obtain undercut free etch with limited 
scallops on the sidewalls during etching. This may be a pulsed 
etching technique comprising alternating steps of isotropic 
etching and passivation (Bosch process). Said alternating 
etching-passivation process is preferably performed using 
an SF 6 based plasma etching step alternated with a C4 F 8 based 
plasma passivation step, optionally further comprising oxy­
gen and/or inert gases in either or both steps. FIG. 6 illustrates 
the TSV hole 1 with an undercut 20 after performing a stan­
dard deep via etch process (FIG. 6A) and after applying an 
optimized deep via etch process to obtain undercut free etch 
with limited scallops (FIG. 6B). 
[0088] FIG. l0B illustrates a detailed view of the substrate 
S with a patterned photoresist 12, PMD and STI layer(s) 11 
and a liner 2a deposited in the TSV hole and isolating 
trenches. The liner is deposited on the horizontal parts of the 
substrate 2a and onto the sidewalls of the TSV hole 2b and 
within the isolating trenches 2c. FIG. lOB clearly illustrates 
the closure of the opening (top) of the isolating trenches 3 
thereby pinching-off the trench and forming an airgap 4 
within said trench. 
[0089] According to embodiments, the thickness of the 
deposited liner is such that it pinches off the trench-like (ring) 
structure at the surface of the substrate such that an airgap is 
created in the center of said structure. The thickness of the 
liner is much thicker on the horizontal parts compared to the 
thickness on the vertical parts (sidewalls of the TSV hole). 
This is illustrated in FIG. 7 A which shows the thickness of a 
TEOS linerusing a SA-CVD O3-TEOS process (at 400° C.) 
on a substrate (300 mm wafer) having TSV of 5 µm diameter 
(width) and having an aspect ratio ofl: 1, 3:1 and 5:1. FIG. 7B 
illustrates a SEM picture of the bottom and sidewall of a TSV 
1 having an aspect ratio 10: 1. For a 200 nm thick liner on the 
bottom sidewall 2b, a 500 nm thick layer 2a is deposited on 
the top surface of the substrate (wafer). 
[0090] According to embodiments, the step of depositing a 
conductive material in said TSV hole in order to create a TSV 
interconnect structure is such that said TSV hole is at least 
partly filled with a conductive material thereby creating an 
electrical interconnect structure suitable for forming an elec­
trical path from the bottom surface of the hole up until the 
surface of the substrate. FIG. l0C illustrates the deposition of 
barrier material and conductive material 21 onto the substrate 
S thereby filling the TSV hole with conductive material in 
order to create a TSV interconnect 10. 
[0091] According to various embodiments, the step of at 
least partly filling the TSV hole with a conductive material is 
performed using electrochemical deposition (ECD) tech­
niques or alternatively Chemical Vapor deposition (CVD). 
Said conductive material may be a metal such as Copper (Cu), 
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Nickel (Ni), tungsten (W) or any other metals and/or alloy of 
metals. Also alternative conductive materials may be used 
such as an implanted semiconductor, conductive silicon, con­
ducting polymers, carbon nanotubes. Alternatively a metal 
paste consisting of metallic particles and organic binders, e.g. 
Ag paste, can be applied. Alternatively Carbon nanotubes 
(CNT) and combination ofCNT and Cu can be applied. 
[0092] FIG. lOD illustrates the step of performing a pla­
narization of the conductive material in order to remove the 
overburden of conductive material 20 on the horizontal parts. 
Said planarization may be performed using Chemical 
Mechanical Planarization (CMP). A residual part of conduc­
tive material may be left above the isolating trenches 
[0093] After performing the TSV processing steps the 
device may then be further finalized by providing metal con­
tacts onto said TSV interconnect and furthermore several 
BEOL interconnect layers. FIG. l0E indicates the metal con­
tacts and dielectric layer surrounding said metal contact. FIG. 
l0F illustrates further BEOL layers for the first (Ml) and 
second metal (M2) layers in combination with Dielectric 
layers. 
[0094] FIG. lOG illustrates the passivation step after final­
izing the BEOL processing. FIG. l0H illustrates the structure 
connected to the substrate by a tungsten (W) contact. Finally 
the substrate may be thinned on the backside in order to open 
the TSV interconnects from the backside of the substrate in 
order to make a 3D stacking possible. Said TSV interconnect 
structure may therefore be further provided with a solder ball 
or bump. Thinning of the substrate may be performed down to 
a substrate thickness of 50 µm-100 µm. The thinning may be 
performed by for instance mechanical operations such as 
grinding or other state of the art techniques. According to 
alternative embodiments, the thinning may comprise chemi­
cally thinning, e.g., by dry etching or plasma etching the 
substrate 1 from the backside, the thinning being halted when 
the interconnect structure 5 is reached. The chemical thin­
ning, e.g. plasma etching, may not stop at the level where the 
conductive structure 10 is reached, but may continue above 
that level (thus slightly over etching the substrate S e.g., 
silicon wafer). The interconnect structure (the conducting 
material 10 or the combined conductive material and dielec­
tric will then stick out of the etched-back surface, which is 
advantageous for the addition of a solder volume such as a 
solder ball or bump. A solder volume as for instance a solder 
ball or solder bump can further be applied to the conductive 
structure on the second surface. 
[0095] According to various embodiments, the circumfer­
ential (hoop-) stress or in other words the stress originating 
from the TSV interconnect structure towards the substrate 
behind the TSV structure is dependent on the diameter of the 
TSV interconnect structure and the width of the remaining 
substrate material (W s,) in between the TSV interconnect 
structure and the isolating trench-like structure. FIG. llA 
illustrates a 3D-TSV with a diameter 0cu having isolating 
trench-like structures having at least one airgap and remain­
ing (Si) substrate (Si ring) having a width W s, in between the 
isolating trench-like structure (ring) and the TSV structure 
according to various embodiments. FIG. 11B illustrates the 
circumferential (hoop-)stress as a function of the width of the 
remaining substrate (W s,) as a function of the diameter of the 
Cu TSV(0cJ-
[0096] While the invention has been illustrated and 
described in detail in the drawings and foregoing description, 
such illustration and description are to be considered illustra-
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tive or exemplary and not restrictive. The invention is not 
limited to the disclosed embodiments. 
[0097] Other variations to the disclosed embodiments can 
be understood and effected by those skilled in the art in 
practicing the claimed invention, from a study of the draw­
ings, the disclosure and the appended claims. In the claims, 
the word "comprising" does not exclude other elements or 
steps, and the indefinite article "a" or "an" does not exclude a 
plurality. A single processor or other unit may fulfill the 
functions of several items recited in the claims. The mere fact 
that certain measures are recited in mutually different depen­
dent claims does not indicate that a combination of these 
measures cannot be used to advantage. Any reference signs in 
the claims should not be construed as limiting the scope. 
[0098] The foregoing description details certain various 
embodiments. It will be appreciated, however, that no matter 
how detailed the foregoing appears in text, the invention may 
be practiced in many ways, and is therefore not limited to the 
embodiments disclosed. It should be noted that the use of 
particular terminology when describing certain features or 
aspects of the invention should not be taken to imply that the 
terminology is being re-defined herein to be restricted to 
include any specific characteristics of the features or aspects 
of the invention with which that terminology is associated. 

1. A method for providing at least one through silicon via 
interconnect structure, comprising: 

providing a substrate comprising a substrate material hav­
ing a first main surface; 

etching, simultaneously, at least one through silicon via 
hole and at least one trench-like structure, the isolating 
trench-like structure surrounding the through silicon via 
hole and being separated from the through silicon via 
hole by a remaining substrate material; thereafter 

thereafter, depositing a dielectric liner, whereby sidewalls 
of the etched through silicon via hole are smoothed and 
whereby an opening of the isolating trench-like structure 
is pinched off at the first main surface of the substrate, 
thereby creating a hollow trench-like structure with at 
least one airgap in the hollow trench-like structure; and 
thereafter 

depositing a conductive material in the through silicon via 
hole, whereby a through silicon via interconnect struc­
ture surrounded by the hollow trench-like structure is 
provided. 

2. The method according to claim 1, wherein the substrate 
is a silicon wafer having active devices on its first main 
surface material, wherein the active devices are produced 
during a preceding front end of line processing. 

3. The method according to claim 1, wherein etching, 
simultaneously, at least one through silicon via hole and at 
least one isolating trench-like structure is performed using an 
aspect-ratio-dependent etching, such that the isolating 
trench-like structure has a trench width of from 100 nm to 500 
nm and the through silicon via hole has a diameter or width of 
from 2 µm to 20 µm and the isolating trench-like structure has 
a depth of from 1/s to 2/3 of a depth of the through silicon via 
hole. 

4. The method according to claim 3, wherein the aspect­
ratio-dependent etching is a pulsed etching comprising alter­
nating steps of isotropic etching and passivation. 

5. The method according to claim 4, wherein the isotropic 
etching is a SF 6 based plasma etching and wherein the passi­
vation is a C4F8 based plasma passivation. 
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6. The method according to claim 4, wherein the isotropic 
etching and/or the passivation comprises using oxygen and/or 
at least one inert gas. 

7. The method according to claim 1, wherein the deposited 
liner is a tetraethyl orthosilicate liner. 

8. The method according to claim 1, wherein depositing a 
conductive material in the through silicon via hole is per­
formed using an electrochemical deposition technique or a 
chemical vapor deposition technique, and wherein the con­
ductive material comprises at least one material selected from 
the group consisting of a metal, copper, nickel, tungsten, a 
metal alloy, an implanted semiconductor, a conductive sili­
con, a conducting polymer, and carbon nanotubes. 

9. The method according to claim 1, further comprising, 
after depositing a conductive material in the through silicon 
via hole, at least one of a planarization of the conductive 
material to remove an overburden of conductive material on 
horizontal parts of the substrate or a thermal anneal to initiate 
grain growth of a metal, wherein the conductive material 
comprises the metal. 

10. The method according to claim 1, wherein the at least 
one through silicon via hole has a diameter of from 2 µm to 20 
µm and the isolating trench-like structure has a trench width 
smaller than 1000 nm. 
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11. The method according to claim 1, further comprising, 
after depositing a conductive material in the through silicon 
via hole, providing metal contacts onto the through silicon via 
interconnect structure and forming a plurality of back-end­
of-line interconnect layers. 

12. The method according to claim 1, further comprising 
thinning a backside of the substrate using a mechanical opera­
tion to open the through silicon via interconnect structure 
from the backside, whereby a three-dimensional through sili­
con via interconnect structure is formed. 

13. The method according to claim 12, further comprising 
providing the through silicon via interconnect structure with 
a solder ball or solder bump. 

14. A substrate comprising at least one through silicon via 
interconnect structure prepared by the method according to 
claim 1, wherein the through silicon via interconnect struc­
ture is a three-dimensional through silicon via interconnect 
structure surrounded by the hollow trench-like structure. 

15. A three-dimensional stacked semiconductor device 
comprising a substrate according to claim 14. 

* * * * * 




