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1. My name is June Ann Munford. I am over the age of 18, have
personal knowledge of the facts set forth herein, and am competent to testify to the
same.

2. I earned a Master of Library and Information Science (MLIS) from
the University of Wisconsin-Milwaukee in 2009. I have over ten years of
experience in the library/information science field. Beginning in 2004, I have
served in various positions in the public library sector including Assistant
Librarian, Youth Services Librarian and Library Director. I have attached my
Curriculum Vitae as Appendix CV.

3. During my career in the library profession, I have been responsible for
materials acquisition for multiple libraries. In that position, I have cataloged,
purchased and processed incoming library works. That includes purchasing
materials directly from vendors, recording publishing data from the material in
question, creating detailed material records for library catalogs and physically
preparing that material for circulation. In addition to my experience in acquisitions,
I was also responsible for analyzing large collections of library materials, tailoring
library records for optimal catalog search performance and creating lending
agreements between libraries during my time as a Library Director.

4. I am familiar with the Internet Archive, a digital library formally

certified by the State of California as a public library. Among other services that



the Internet Archive makes available to the general public is the Wayback
Machine, an online archive. The Internet Archive’s Wayback Machine service
archives webpages as of a certain capture date to track changes in the web over
time. The Internet Archive has been in operation as a nonprofit library since 1996
and has hosted the Wayback Machine service since its inception in 2001. During
my time as a librarian, I frequently used the Internet Archive’s Wayback Machine
for research and instruction purposes. This includes teaching instructional classes
on using the Wayback Machine to library patrons and using the Wayback Machine
to research reference inquiries that require hard-to-find online resources. I consider
the Internet Archive’s recordskeeping to be as rigorous and detailed as other
formal library recordskeeping practices such as MARC records, OCLC records and
Dublin Core.

5. I have reviewed Exhibit PK-1004, a document entitled Operator’s
Manual: 7000 Series Air Cart and published by Morris Industries Ltd.

6. Attached hereto as Appendix IAO1 are screen captures of the Internet
Archive Wayback Machine record for

https://web.archive.org/web/20060813185040/http://www.morris-

industries.com/secure/media/7000 Operators-10.pdf. I secured these screen

captures myself from
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industries.com/secure/media/7000 Operators-10.pdf.

7. Appendix TAO1 is a PDF copy of Operator’s Manual: 7000 Series Air
Cart as published on the Morris website as of August 13, 2006. In comparing
Operator’s Manual: 7000 Series Air Cart to Exhibit PK-1004, it is my
determination that Exhibit PK-1004 is a true and correct copy of Operator’s
Manual: 7000 Series Air Cart. As the Internet Archive captured Operator’s
Manual: 7000 Series Air Cart on August 13, 2006, it is my determination that
Operator’s Manual: 7000 Series Air Cart was made available to the public at least
as of August 13, 2006, if not earlier.

8. I have reviewed Exhibit PK-1008, a screen capture of the Internet
Archive Wayback Machine record for

https://web.archive.org/web/20060314112127/http://www.hiniker.com/ag_product

s/4800features.htm. As the Internet Archive captured Exhibit PK-1008 on March

14, 2006, it is my determination that Exhibit PK-1008 was made available to the
public at least as of March 14, 2006, if not earlier.

0. I have been retained on behalf of the Petitioner to provide assistance
in the above-illustrated matter in establishing the authenticity and public
availability of the documents discussed in this declaration. I am being compensated

for my services in this matter at the rate of $200.00 per hour plus reasonable
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expenses. My statements are objective, and my compensation does not depend on
the outcome of this matter.

10. I declare under penalty of perjury that the foregoing is true and
correct. | hereby declare that all statements made herein of my own knowledge are
true and that all statements made on information and belief are believed to be true;
and further that these statements were made with the knowledge that willful false
statements and the like so made are punishable by fine or imprisonment, or both,

under Section 1001 of Title 18 of the United States Code.

Dated: 8/30/2024

o

June Ann Munford



June A. Munford
Curriculum Vitae

Education

University of Wisconsin-Milwaukee - MS, Library & Information Science, 2009
Milwaukee, WI

e Coursework included cataloging, metadata, data analysis, library systems,
management strategies and collection development.
e Specialized in library advocacy, cataloging and public administration.

Grand Valley State University - BA, English Language & Literature, 2008
Allendale, MI

e Coursework included linguistics, documentation and literary analysis.
e Minor in political science with a focus in local-level economics and
government.

Professional Experience

Researcher / Expert Witness, October 2017 — present
Freelance e Pittsburgh, Pennsylvania & Grand Rapids, Michigan

e Material authentication and public accessibility determination.
Declarations of authenticity and/or public accessibility provided upon
research completion. Experienced with appeals and deposition process.

® Research provided on topics of public library operations, material
publication history, digital database services and legacy web resources.

e Past clients include Alston & Bird, Arnold & Porter, Baker Botts, Fish &

Richardson, Erise IP, Irell & Manella, O'Melveny & Myers, Perkins-Coie,
Pillsbury Winthrop Shaw Pittman and Slayden Grubert Beard.

Library Director, February 2013 - March 2015
Dowagiac District Library @ Dowagiac, Michigan

e Executive administrator of the Dowagiac District Library. Located in



Southwest Michigan, this library has a service area of 13,000, an annual
operating budget of over $400,000 and total assets of approximately
$1,300,000.

e Developed careful budgeting guidelines to produce a 15% surplus during
the 2013-2014 & 2014-2015 fiscal years while being audited.

e Using this budget surplus, oversaw significant library investments
including the purchase of property for a future building site, demolition of
existing buildings and building renovation projects on the current facility.

e | ed the organization and digitization of the library's archival records.

e Served as the public representative for the library, developing business
relationships with local school, museum and tribal government entities.

e Developed an objective-based analysis system for measuring library
services - including a full collection analysis of the library's 50,000+
circulating items and their records.

November 2010 - January 2013
Librarian & Branch Manager, Anchorage Public Library @ Anchorage, Alaska

e Headed the 2013 Anchorage Reads community reading campaign
including event planning, staging public performances and creating
marketing materials for mass distribution.

® Co-led the social media department of the library's marketing team,
drafting social media guidelines, creating original content and instituting
long-term planning via content calendars.

e Developed business relationships with The Boys & Girls Club, Anchorage
School District and the US Army to establish summer reading programs for
children.

June 2004 - September 2005, September 2006 - October 2013
Library Assistant, Hart Area Public Library
Hart, MI

e Responsible for verifying imported MARC records and original MARC



cataloging for the local-level collection as well as the Michigan Electronic
Library.

e Handled OCLC Worldcat interlibrary loan requests & fulfillment via
ongoing communication with lending libraries.

Professional Involvement

Alaska Library Association - Anchorage Chapter
® Treasurer, 2012

Library Of Michigan
e Level VII Certification, 2008
e Level II Certification, 2013

Michigan Library Association Annual Conference 2014
e New Directors Conference Panel Member

Southwest Michigan Library Cooperative
e Represented the Dowagiac District Library, 2013-2015

Professional Development

Library Of Michigan Beginning Workshop, May 2008

Petoskey, M1
e Received training in cataloging, local history, collection management,
children’s literacy and reference service.

Public Library Association Intensive Library Management Training, October 2011
Nashville, TN
e Attended a five-day workshop focused on strategic planning, staff
management, statistical analysis, collections and cataloging theory.

Alaska Library Association Annual Conference 2012 - Fairbanks, February 2012
Fairbanks, AK
e Attended seminars on EBSCO advanced search methods, budgeting,
cataloging, database usage and marketing.



Depositions

2019 e Fish & Richardson

Apple v. Qualcomm (IPR2018-001281, 39521-004211P, IPR2018-01282
and 39521-004211P2)

2019 e Erise IP
Implicit, LLC v. Netscout Systems, Inc (Civil Action No. 2:18-cv-53-JRG)

2019 e Perkins-Coie
Adobe Inc. v. RAH Color Technologies LLC (Cases IPR2019-00627,
IPR2019-00628, IPR2019-00629 and IPR2019-00646)

2020 e O’Melveny & Myers
Maxell, Ltd. v. Apple Inc. (Case No. 5:19-cv-00036-RWS)

2021 e Pillsbury Winthrop Shaw Pittman LLP
Intel v. SRC (IPR2020-1449)

2022 e Perkins-Coie
Realtek v. Future Link (IPR2021-01182)

2023 e Fish & Richardson
Neuroderm Ltd. v. Abbvie, Inc (Case No. PGR2022-00040)

2023 e Fish & Richardson
Nearmap US Inc. v. Pictometry International Corp. (IPR2022-00735)

2023 e Fish & Richardson
Samsung Electronics v. MemoryWeb LLC (Case No. 39843-0136PS1)



2023 e Pillsbury Winthrop Shaw Whitman LLP

Gravel Rating Systems v. Costco Wholesale Corp. (Civil Action No.
4:21-cv-149-ALM)

2024 e Willkie-Farr
Netflix, Inc. v. VideoLabs. Inc. (IPR2023-00628)

Limited Case and Clientele History

Alston & Bird
e Ericsson

v. Collision Communications (IPR2022-01233)

e Nokia
v. Neptune Subsea, Xtera (Case No. 1:17-cv-01876)

e Universal Electronics Inc

v. Roku Inc (IPR2022-00818)

Arnold & Porter
e [vantis

v. Glaukos (Case No. 8:18-cv-00620)

e Samsung

v. Jawbone (Case No. 2:21-cv-00186)

10



Benesch Friedlander Coplan & Aronoff
® Voyis
v. Cathx (Case No. 5:21-cv-00077-RWS)

Deschert LLP
e Smaxtec Animal Care

v. ST Reproductive Technologies, LLC (IPR2024-00885)

Erise 1.P.
e Apple

v. Ericsson Inc. (IPR2022-00715)

v. Future Link Systems (IPRs 6317804, 6622108, 6807505, and
7917680)

v. INVT (Case No. 20-1881)
v. Navblazer LLC (IPR2020-01253)

v. Qualcomm (IPR2018-001281, 39521-004211IP, IPR2018-01282,
39521-004211P2)

v. Quest Nettech Corp (Case No. 2:19-cv-00118-JRG)
v. Telefonaktiebolaget LM Ericsson (IPR2022-00275)
v. Theta IP, LLC (IPR2024-00818)

e Fanduel

v. CGT (Case No. 19-1393)

e Garmin

v. Phillips North America LLC (Case No. 2:19-cv-6301-AB-KS)

11



e Netscout
v. Longhorn HD LLC (Case No. 2:20-cv-00349)
v. Implicit, LLC (Civil Action No. 2:18-cv-53-JRG)

e Sony Interactive Entertainment LLC
v. Bot M8 LLC (IPR2020-01288)
v. Infernal Technology LLC (Case No. 2:19-CV-00248-JRG)

e Unified Patents
v. GE Video Compression (Civil Action No. 2:19-cv-248)

Fish & Richardson
e Apple
v. AliveCor (3:21-cv-03958)
v. LBS Innovations (Case No. 2:19-cv-00119-JRG-RSP)
v. Koss Corporation (IPR2021-00305)

v. Masimo (IPR 50095-0012IP1, 50095-00121P2, 50095-0013IP1,
50095-00131P2, 50095-0006IP1, 50095-0135IP1)

v. Neonode (Case No. 21-cv-08872-EMC)

v. Qualcomm (IPR2018-001281, 39521-004211P, IPR2018-01282,
39521-004211P2)

e Dell
v. Neo Wireless (IPR2022-00616)

e Dish Network
v. Entropic Communications, LLC (Case No. 2:2023-CV-01043)

12



v. Realtime Adaptive Streaming (Case No. 1:17-CV-02097-RBJ)
v. TQ Delta LLC (Case No. 18-1798)

e Evapco Dry Cooling
v. SPG Dry Cooling (IPR2021-00688)

e GGenetec

v. Sensormatic Electronics (Case No. 1:20-CV-00760)

e Huawel

v. Bell Northern Research LLC (IPR2019-01174)

e Kianxis

v. Blue Yonder (Case No. 3:20-cv-03636)

e LG Electronics

v. Bell Northern Research LL.C (Case No. 3:18-cv-2864-CAB-BLM)

e Metaswitch

v. Sonus Networks (IPR2018-01719)

® Microsoft

v. Throughputer Inc (IPR2022-00757)

e Mom Enterprises

v. Ddrops Company (Case No. 1:22-cv-00332)

e MLC Intellectual Property

13



v. MicronTech (Case No. 3:14-cv-03657-SI)

e Nearmap Inc

v. EagleView Technologies (IPR2022-01009)

e Neuroderm Ltd.
v. Abbvie, Inc (Case No. PGR2022-00040)

e Realtek Semiconductor

v. Future Link (IPR2021-01182)

e Quectel

v. Koninklijke Philips (Case No. 1:20-cv-01710)

e Samsung
v. Aire Technology (IPR2022-00877)
v. Bell Northern Research (Case No. 2:19-cv-00286-JRG)
v. Communication Technologies Inc (IPR2022-01221)
v. Jawbone Innovations (IPR2022-00865)
v. MemoryWeb LLC (IPR2022-00885)
v. Dodots Licensing Solutions (IPR2023-00701)
v. Telefonaktiebolaget LM Ericsson (IPR2021-00615)

e Texas Instruments

v. Vantage Micro LLC (IPR2020-01261)

e Xilinx

v. Sentient Sensors LCC (Case No. 1:22-cv-00173)
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Groombridge Wu
e Nearmap

v. Eagle View Technologies Inc. and Pictometry International Corp.
(Case No. 2:21-cv-00283-TS-DAO)

Irell & Manella

e Curium

O’Melveny & Myers
e Apple
v. Maxell (Case No. 5:19-cv-00036-RWS)

e Disney Media & Entertainment Distribution LLC
v. Digital Media Technology Holdings, LLC (Case No. 2:22-
cv-01642)

e Micron Technology Inc.

v. Besang Inc (IPR2023-00900)

e Samsung

v. Daedalus Prime LLC (1335 Investigation)

Perkins-Coie
e Amazon

v. Nokia (IPR2024-00847 and IPR2024-00848)

15



e Heru Industries

v. The UAB Research Foundation (IPR2022-01148)

e Intel Corporation
v. BeSang Inc. (IPR2023-00991)
v. BitMICRO (Case No. 5:23-cv-00625)
v. Telefonaktiebolaget L M Ericsson (IPR2024-00610)

e Realtek Semiconductor

v. Future Link (IPR2021-01182)

e Twitter Inc

v. VOIP-Pal.com (Case No. 3:20-cv-02397-JD)

® TCL Industries

v. Koninklijke Philips NV (IPR2021-00495, IPR2021-00496
and IPR2021-00497)

Pillsbury Winthrop Shaw Pittman

e Intel

v. FG SRC LLC (Case No. 6:20-cv-00315)

e Gravel Rating Systems

v. Costco (Case No. 4:21-cv-149)

v. Lowe’s Home Centers (Case No. 4:21-cv-150)
v. T-Mobile USA (Case No. 4:21-cv-152)

v. Kohl’s Inc. (Case No. 4:21-cv-258)

v. Under Armor (Case No. 4:21-cv-356)

16



Quinn Emanuel
e ServiceNow, Inc.
v. InQuisient, Inc. (Case No. 22-900-CJB)
e Wolfspeed
v. The Trustees of Purdue University (Case No. 1:2021-cv-00840)

Sheppard, Mullin, Richter & Hampton LLP
e Cadence Design Systems Inc.

v. Semiconductor Design Technologies (Case No. 3:23-cv-01001)

Stern, Kessler, Goldstein & Fox

e Preliminary Research

Willkie, Farr & Gallagher LLP
e Neurent
v. The Foundry, LLC (IPR2024-00669)
e Netflix, Inc.
v. VideoLabs, Inc. (IPR2023-00628)

17
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Safety

Watch for this symbol. It identifies potential hazards
SAFETY-ALERT to health or personal safety. It means:

SYMBOL

ATTENTION - BE ALERT.
Your Safety is involved.

Familiarize yourself with the location of all decals. Read them
carefully to understand the safe operation of your machine.

Signal Words

The words DANGER, WARNING or CAUTION are used
with the safety alert symbol. Learn to recognize the
safety alerts, and follow the recommended precautions
and safe practices.

Three words are used in conjunction with the safety-alert symbol:

A DA N G E R Indicates an imminently hazardous situation that, if not

avoided, will cause DEATH OR VERY SERIOUS INJURY.

A WARN | NG Indicates a potentially hazardous situation that, if not

avoided, could cause DEATH OR SERIOUS INJURY.

A CAUTION Indicates a potentially hazardous situation that, if not

avoided, may cause a MINOR INJURY.

Replace any DANGER, WARNING, CAUTION or
instructional decal that is not readable or is missing.
The location and part number of these decals is
identified later in this section of the manual.

The words Important and Note are not related to
personal safety but are used to give additional
information and tips for operating or servicing this
equipment.

IMPORTANT: Identifies special instructions or
procedures which, if not strictly
observed could result in damage to, or
destruction of the machine, process or
its surroundings.

NOTE: Indicates points of particular interest for more
efficient and convenient repair or operation.

1-2 September 2004 7000 Air Cart
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Safety

General Operation

DO NOT RIDE!! Do not allow riders on the
implement when in motion.

Do not allow extra riders in the tractor unless an
instructor seat and seat belt are available.

Check behind when backing up.
Reduce speed when working in hilly terrain.

Never allow anyone within the immediate area when
operating machinery.

Keep all shields in place, replace them if removed
for service work.

Always lock auger attachment in raised position.

Keep hands clear of tank opening when closing lid.
Keep lid seal clean to ensure proper sealing.

Do Not enter tank unless another
personis present and the tractor engine
has been shut off.

Tractor Operation

Be aware of the correct tractor operating
procedures, when working with implements.

Review tractor operator’s manual.

Secure hitch pin with a retainer and lock drawbar
in centre position.

7000 Air Cart
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Safety

Chemicals

Use extreme care when cleaning, filling or making
adjustments.

Always read granular chemical or treated seed
manufacturer’s warning labels carefully and
remember them.

Wear close fitting clothing and appropriate personal
protective equipment for the job as specified by
the chemical and/or seed manufacturer.

Always wear safety goggles, breathing
apparatus and gloves when handling with granular
chemical or treated seed.

Do not feed any treated seed to livestock. Treated
seed is poisonous and may cause harm to persons
or livestock.

Wash exposed skin immediately - do not leave
chemicals on your skin.

Properly store chemicals in original containers with
labels intact per the manufacturer’s instructions.

Always follow the manufacturer’'s operating
instructions and warning labels when operating an
ammonia tank with the equipment.

Do Not enter tank unless another
personis present and the tractor engine
has been shut off.

A Danger

Failure to comply may result in death or serious injury.

Read Operator’'s Manual and decals on Ammonia tank before operating Air Drill.
Become familiar with all warnings, instructions, and controls.

Always wear gloves and goggles when transferring or handling ammonia.

Always stay clear of hose and valve openings.

Always be sure pressure is relieved before disconnecting hoses or parts.
Always secure connecting parts and safety chains before towing ammonia trailer.

Always have ample water available in case of exposure to ammonia liquid or gases.

14
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Safety

Transporting

» Be aware of the height, length and width of
implement. Make turns carefully and be aware of
obstacles and overhead electrical lines.

» Empty tanks before transporting. Do Not Exceed
20 M.P.H. (32 kph) with an empty air cart.

» Use an agricultural tractor that is large enough with
sufficient braking capacity so that the weight of
the loaded equipment towed does not exceed 1.5
times the weight of the tractor.

» Use flashing amber warning lights, turn signals and
SMV emblems when on public roads.

» Do not transport in poor visibility.

e The slow moving vehicle (SMV) emblem and
reflectors must be secured and be visible on the
machine for transport.

» Avoid soft surfaces, the additional wing weight on
the centre wheels could cause the machine to sink.

» Ensure safety chain is attached correctly to the
towing vehicle and the hitch of the seed cart.

e Check that wings are firmly seated in transport
wing stops, and lock pins installed.

e Secure transport locks on depth control cylinders.

» Be familiar with and adhere to local laws.

Hydraulics

» Do not search for high pressure hydraulic leaks
without hand and face protection. A tiny, almost
invisible leak can penetrate skin, thereby requiring
immediate medical attention.

e Use cardboard or wood to detect leaks - never your
hands.

» Double check that all is clear before operating
hydraulics.

 Never remove hydraulic hoses or ends with
machine elevated. Relieve hydraulic pressure
before disconnecting hydraulic hoses or ends.

* Maintain proper hydraulic fluid levels.
» Keep all connectors clean for positive connections.
» Ensure all fittings and hoses are in good condition.

e Do not stand under wings.

7000 Air Cart September 2004 15
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Safety

Maintenance

Shut tractor engine off before making any
adjustments or lubricating the machine.

Block machine securely to prevent any movement
during servicing.

Wear close fitting clothing and appropriate personal
protective equipment for the job.

Always wear safety goggles, breathing apparatus
and gloves when working on seeder filled with
granular chemical or treated seed per the
manufacture’s instructions.

Do not modify the machine.

LA Caution

‘ & Care should be taken when

~ working near the Air Cart
while the fan is running.
Product blowing out of the
system could cause
personal injury.

z

A Caution

Keep service area
clean and dry. Wet or
oily floors are
slippery. Wet spots
can be dangerous
when working with
electrical equipment.

Store implement away from areas of main activity.

Level implement and block up securely to relieve

pressure on jack.

Do not allow children to play on or around
implement.

1-6
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Safety

afety Signs

Tow Behind

To avoid injury, do not open lids
while fan is operating. Air gust
may contain dust and particles.

N15094

Personal injury or property damage may result from
loss of control.

> Weight of fully loaded implement should not be more than
1.5 times weight of tractor.
* Maximum recommended towing speed is 20 mph (32 km/h).
* Use flashing amber warning lights and SMV emblem when on
public roads, except where prohibited by law.

« Refer to tractor and implement Operator's Manuals for weights
and further information.

Neaso1

- Always use large enough tractor with sufficient braking capacity.

This implement may exceed maximum
road regulations. Before you transport
this implement contact a local agency
regarding road regulations concerning
maximum allowable implement
dimensions.

carzo

IMPORTANT

WHEN THE MACHINES ARE
BEING TOWED BY A SEMI
TRACTOR OR TRUCKS OF ANY
DESCRIPTION THE UNITS MUST
BE TOWED SEPARATELY FROM
THE SEEDING TOOL WITH THE
TOW HITCH PROVIDED!

IMPORTANT

ENSURE THAT ALL WHEEL NUTS
ARE TORQUED TO THE FOLLOWING:
« 5/8" Tapered Wheel Nuts - 150 ft-lbs
« 3/4" Flanged Wheel Nuts - 270 ft-lbs

N24s12

Keep off while machine is moving
or mechanism is running.

D13705
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Safety

Auger

- AUGER TRANSPORT LOCK PIN
MUST BE IN PLACE WHEN
AIRSEEDER IS IN MOTION.

- USE CAUTION WHEN RELEASING
AUGER CRADLE LEVER.

Keep off while machine is moving
or mechanism is running.

o1370s

ROTATING FLIGHTING HAZARD

Keep away from auger intake.

Keep intake shield in place and in
good working order. Do not
modify.

FAILURE TO HEED WILL RESULT
IN SERIOUS INJURY OR DEATH.

ELECTROCUTION HAZARD
This equipment is not insulated.

Keep equipment away from overhead
power lines and devices.

Electrocution can occur without
direct contact.

Fully lower equipment before moving.
FAILURE TO KEEP AWAY WILL RESULT

IN SERIOUS INJURY OR DEATH.

140E I CANADA 102

1€ I Canson 7000

Tow Behind Rear

- Hydraulic motor or engine and
exhaust system becomes extremely
hot from operation.

- Keep hands, feet and clothing away
from moving parts.

- Keep all covers, shrouds and guards
in place.

19023

Failure to comply may result in death or serious injury.

Read Operator's Manual and decals on Ammonia tank before operating Machine.
Become familiar with all warnings, instructions, and controls.

Always wear gloves and goggles when transferring or handling ammonia.
Always stay clear of hose and valve openings.

Always be sure pressure is relieved before disconnecting hoses or parts.
Always secure connecting parts and safety chains before towing ammonia trailer.

Always have ample water available in case of exposure to ammonia liquid or gases.
seors
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Safety

afety Signs - continued

Tow Between

Personal injury or property damage may result from
loss of control.
- Always use large enough tractor with sufficient braking capacity.

To avoid injury, do not open lids
while fan is operating. Air gust
may contain dust and particles.

N15094

» Weight of fully loaded implement should not be more than
1.5 times weight of tractor.
* Maximum recommended towing speed is 20 mph (32 km/h).
« Use flashing amber warning lights and SMV emblem when on
public roads, except where prohibited by law.

* Refer to tractor and implement Operator’s Manuals for weights
and further information.

24301

- Hydraulic motor or engine and
exhaust system becomes extremely
hot from operation.

- Keep hands, feet and clothing away
from moving parts.

- Keep all covers, shrouds and guards
in place.

UNHITCHING HAZARD

To prevent serious injury or death:

- Hitch may rise rapidly when unhitched from tractor.

- Lower implement to ground or secure rear parking
stand in place before unhitching.

IMPORTANT

ENSURE THAT ALL WHEEL NUTS
ARE TORQUED TO THE FOLLOWING:
« 5/8" Tapered Wheel Nuts - 150 ft-Ibs
« 3/4" Flanged Wheel Nuts - 270 ft-lbs

N2aai2

- Secure hitch jack in place before unhitching from tractor.

caiasa

This implement may exceed maximum
road regulations. Before you transport
this implement contact a local agency
regarding road regulations concerning
maximum allowable implement
dimensions.

Keep off while machine is moving
or mechanism is running.

D13705
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Safety

Lighting and Marking

MORRIS recommends the use of the correct lighting
and marking to meet the ASAE standard for roadway
travel. Be familiar with and adhere to local laws.

Amber warning and red tail lights secured on the
machine promote correct transportation of this
implement.

Note: Always replace missing or damaged lights
and/or connectors.

Amber warning and red tail lights must be mounted to
the rear of the implement and be visible from front
and rear. The lights must be within 16 inches (41 cm)
of the extremities of the machine and at least 39 inches
(99 cm) but not over 10 feet (3 m) above ground level.

Note: Always replace missing or damage front,
side, rear reflectors and SMV emblem.

Seeding Unit

Tillage Unit

Tow Between

Seeding Unit
Tow Behind

A

U0

=1 i -l -

gl

U iy
\\RED RE[/ / T
AMBER AMBE ﬂ ﬂ
y y
A W\Wh<
\\?ED RE[/)/
AMBER  AMBE
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Safety

Lighting and Marking - continued

Seeding Unit - Tow Between
with Packer Bar

AMBER AMBER

Seeding Unit - Tow Behind
with Packer Bar

U0
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[] [} RED RED
- - AMBER AMBER
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Safety
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Specifications

7130 & 7180 Models

7000 SERIES AIR CART

Specifications and Options

Model 7130 7180
Configuration Tow Behind Tow Behind Tow Between
Length without auger 17'5" (5.31 m) 17'5" (5.31 m) 20'3" (6.17 m)
Length with auger 22'5" (6.83 m) 22'5" (6.83 m) 25'3" (7.70 m)
Height - Hydraulic Drive 9' 7" (2.92 m) 10'9" (3.28 m) 10'9" (3.28 m)
- Engine Drive 10' 4" (3.15 m) 13'8" (4.17 m) N/A
Width 10' 10" (3.3 m) 11' 4" (3.45 m) 11' 4" (3.45 m)
Weight (Hydraulic Drive with Auger) 5,315 Ibs. (2,392 kg) 5,720 Ibs. (2,574 kg) 5,420 Ibs. (2,439 kg)
Safety Lights Standard Standard Standard
Safety Chain Standard Standard Standard
Tank Capacity - Front Tank 48 bushels/3,456 Ibs. (1,750 1) 71 bushels/5,112 Ibs. (2,580 1) 71 bushels/5,112 Ibs. (2,580 I)
- Rear Tank 82 bushels/5,904 Ibs. (2,980 I) 109 bushels/7,848 Ibs. (3,970 1) 109 bushels/7,848 Ibs. (3,970 1)
- Total 130 bushels/167 ft. cu. (4,730 I) 180 bushels/231 ft. cu. (6,550 I) 180 bushels/231 ft. cu. (6,550 I)
Tank Access Screens Optional Optional Optional
Tank Access Ladder R.H.S. Standard Standard Standard

Fan Speed

Up to 5,000 r.p.m.

Up to 5,000 r.p.m.

Up to 5,000 r.p.m.

Fan Impeller

13" (33 cm) Diameter

13" (33 cm) Diameter

13" (33 cm) Diameter

Optional

Optional

Hydraulic Drive

(Closed Centre or Closed Centre Load Sensing
systems required)

10cc piston type orbit motor

(Maximum 13 U.S. gal./min.) (49 I/min.)
(Minimum 2100 p.s.i.) (14,469 kPa)

12cc piston type orbit motor

(Maximum 15.5 U.S. gal./min.) (59 I/min.)
(Minimum 2100 p.s.i.) (14,469 kPa)

Gas Engine Drive/Gas Tank Capacity 20 HP (15 kW) Kohler 24 HP (18 kW) Onan N/A
17 Imp. Gal. (77 1) 17 Imp. Gal. (77 1)
Optional Optional Standard

12cc piston type orbit motor

(Maximum 15.5 U.S. gal./min.)(Max 59 I/min.)
(Minimum 2100 p.s.i.) (14,469 kPa)

: Standard Standard Standard
Loading Auger (7" Diameter x 17' Long)(0.18 m x 5.18 m) [ (7" Diameter x 18.5' Long) (0.18 m x 5.64 m)| (7" Diameter x 18.5' Long) (0.18 m x 5.64 m)
Brush Flighting Kit (Used with peas) Optional Optional Optional

Tires - Floatation (3) 16.5 x 16.1 - 6 ply rating (3) 21.5 x 16.1 - 6 ply rating (2) 21.5 x 16.1 - 6 ply rating
- Optional (3) 21.5 x 16.1 - 6 ply rating (3) 21.5 x 16.1 Rice - 8 ply rating (2) 21.5 x 16.1 Rice - 8 ply rating
- Three Point Hitch N/A N/A (2) 18.4 x 26 - 10 ply rating

Metering System - Ground Driven Standard Standard Standard

Meter Shut Off Electric Electric Electric

Tillage Mounted Work Switch Optional Optional Optional

Number Secondary Runs - Single Shoot 211to 80 211to 80 211to0 80

Number Secondary Runs - Double Shoot 42 to 160 42 to 160 42 to 160

Primary Hose - Diameter

2 1/2" (6.4 cm)

2 1/2" (6.4 cm)

2 1/2" (6.4 cm)

Secondary Hose - Diameter

15/16" (2.4 cm)

15/16" (2.4 cm)

15/16" (2.4 cm)

(Shaft Motion (3), Bin Level (3), Fan Speed, Acre
Tally, Ground Speed)

Optional Seed Flow

Optional Seed Flow

Frame Formed 4" x 6" tubing (10 cm x 15 cm) Formed 4" x 6" tubing (10 cm x 15 cm) Formed 4" x 6" tubing (10 cm x 15 cm)
Walk Through Tank Standard Standard Standard
Easy Clean Out System Standard Standard Standard
Meter Drive Options:
-Second Clutch . . .
(For spot fertilizing on the go) Optlonal Optlonal Optlonal
-Kit (Fertilizer Bander) . . .
(For easy one transmission rate setting) Optlonal Optlonal Optlonal
Monitor - Standard Standard Standard

Optional Seed Flow

Three Point Hitch (Categories I, Ill, 1lI-N) N/A N/A Optional
Trailing Hitch Optional Optional N/A
Mechanical Acre Meter Optional Optional Optional
Hitch Stand Optional Optional N/A
Scraper (Front Wheel Only) Optional Optional N/A
Third Tank N/A Optional Optional

- Capacity 40 cu. ft. (1,129 1) 40 cu. ft. (1,129 1)
Granular Applicator Optional Optional Optional

- Capacity 30 cu. ft. (847 1) 30 cu. ft. (847 1) 30 cu. ft. (847 I)

- Meter shut-off Electric Electric Electric

- Zapper clutch Standard Standard Standard

- Working width

26 ft. to 64 ft. (7.93 m to 1,951 m)

26 ft. to 64 ft. (7.93 m to 1,951 m)

26 ft. to 64 ft. (7.93 m to 1,951 m)

- Metering system

Ground Driven

Ground Driven

Ground Driven

September 2004

43

7000 Air Cart



Specifications

7130 & 7180 - 2/3 Meter

7000 SERIES AIR CART

Specifications and Options

Model 7130 - 2/3 metre 7180 - 2/3 metre
Configuration Tow Behind Tow Behind
Length without auger 17'5" (5.31 m) 17'5" (5.31 m)
Length with auger 22'5" (6.83 m) 22' 5" (6.83 m)
Height - Hydraulic Drive 9' 7" (2.92 m) 10' 9" (3.28 m)
Track Width - 2 metre 2.044 m 2.044 m
- 3 metre 3.050 m 3.050 m
Overall Width
- 2 metre (Hazard Lights widest point) 10' 9" (3.28 m) 10' 9" (3.28 m)
- 3 metre 10' 10" (3.3 m) 11' 4" (3.45 m)

Weight (Hydraulic Drive with Auger)

- 2 metre 6,315 Ibs. (2,870 kg) 6,710 Ibs. (3,050 kg)
- 3 metre 5,815 Ibs. (2,643 kg) 6,220 Ibs. (2,827 kg)
Safety Lights Standard Standard
Safety Chain Standard Standard
Tank Capacity - Front Tank 48 bushels/3,456 Ibs. (1,750 1) 71 bushels/5,112 Ibs. (2,580 I)
- Rear Tank 82 bushels/5,904 Ibs. (2,980 1) 109 bushels/7,848 Ibs. (3,970 1)
- Total 130 bushels/167 ft. cu. (4,730 1) 180 bushels/231 ft. cu. (6,550 1)
Tank Access Screens Optional Optional
Tank Access Ladder R.H.S. Standard Standard

Fan Speed

Up to 5,000 r.p.m.

Up to 5,000 r.p.m.

Fan Impeller

13" (33 cm) Diameter

13" (33 cm) Diameter

Hydraulic Drive

systems required)

(Closed Centre or Closed Centre Load Sensing

10cc piston type orbit motor

(Maximum 13 U.S. gal./min.) (49 I/min.)
(Minimum 2100 p.s.i.) (14,469 kPa)

12cc piston type orbit motor

(Maximum 15.5 U.S. gal./min.) (59 I/min.)
(Minimum 2100 p.s.i.) (14,469 kPa)

Loading Auger

Standard
(7" Diameter x 17' Long)(0.18 m x 5.18 m)

Standard
(7" Diameter x 18.5' Long) (0.18 m x 5.64 m)

Brush Flighting Kit (Used with peas)

Optional

Optional

Tires - Floatation (4) 16.5 x 16.1 - 6 ply rating (4) 21.5 x 16.1 - 6 ply rating
- Optional (4) 21.5 x 16.1 - 6 ply rating (4) 21.5 x 16.1 Rice - 8 ply rating
Metering System - Ground Driven Standard Standard
- VRT Optional Optional
Meter Shut Off Electric Electric
Tillage Mounted Work Switch Optional Optional
Number Secondary Runs - Single Shoot 21to 80 21to 80
Number Secondary Runs - Double Shoot 42 to 160 42 to 160

Primary Hose - I.D. Diameter

2 1/2" (64 mm)

2 1/2" (64 mm)

Secondary Hose - |.D. Diameter

15/16" (24 mm)

15/16" (24 mm)

Tally, Ground Speed)

(Shaft Motion (3), Bin Level (3), Fan Speed, Acre

Optional Seed Flow

Frame Formed 4" x 6" tubing (10 cm x 15 cm) Formed 4" x 6" tubing (10 cm x 15 cm)
Walk Through Tank Standard Standard
Easy Clean Out System Standard Standard
Meter Drive Options:
-Second Clutch . .
(For spot fertilizing on the go) Optional Optional
-Kit (Fertilizer Bander
( ) ). . Optional Optional
(For easy one transmission rate setting)
Monitor - Standard Standard

Optional Seed Flow

Three Point Hitch (Categories II, IIl, 111-N) N/A N/A
Trailing Hitch Optional Optional
Mechanical Acre Meter Optional Optional
Hitch Stand Optional Optional
Scraper (Front Wheel Only) Optional Optional
Third Tank N/A Optional
- Capacity 40 cu. ft. (1,129 1)
Granular Applicator Optional Optional
- Capacity 30 cu. ft. (847 1) 30 cu. ft. (847 1)
7000 Air Cart September 2004 2-3
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Specifications

7000 Series Air Cart

Specifications and Options

7180 Liquid Tank Models

Model 7180 LT

Configuration Tow Behind Tow Between
Length without auger (with auger) 20" 4" (6.2 m) (25' 8" (7.82 m)) 19' 2" (5.84 m) (26' 10" (8.18 m))
Height - Hydraulic Drive 11'2" (3.4 m) 11'2" (3.4 m)

- Engine Drive 12'9" (3.89 m) N/A
Width 12' (3.66 m) 12' (3.66 m)
Weight (Hydraulic Drive with Auger) 8,828 Ibs. (4,013 kg) 8,348 Ibs. (3,795 kg)
Safety Lights Standard Standard
Safety Chain Standard Standard

Tank Capacity - Front Tank
- Middle Tank
- Rear Tank
- Total (Middle & Rear)

500 gals (2,275 I) Not Supplied

500 gals (2,275 1) Not Supplied

71 bushels/5,112 Ibs. (2,580 I)

71 bushels/5,112 Ibs. (2,580 I)

109 bushels/7,848 Ibs. (3,970 1)

109 bushels/7,848 Ibs. (3,970 I)

180 bushels/231 ft. cu. (6,550 1)

180 bushels/231 ft. cu. (6,550 1)

Hydraulic Drive (Closed Centre or Closed
Centre Load Sensing systems required)

Tank Screens Optional Optional
Tank Access Ladder R.H.S. Standard Standard
Fan Speed Up to 5,000 r.p.m. Up to 5,000 r.p.m.
Fan Impeller Diameter 13" (33 cm) 13" (33 cm)
Gas Engine Drive/Gas Tank Capacity Option1a7| |2:1;4F(>36(1|18(7k;/\0|) Onan N/A
Optional Optional

12cc piston type orbit motor
(Maximum 15.5 U.S. gal./min.) (59 I/min.)
(Minimum 2100 p.s.i.) (14,469 kPa)

12cc piston type orbit motor
(Maximum 15.5 U.S. gal./min.) (59 I/min.)
(Minimum 2100 p.s.i.) (14,469 kPa)

- Floatation (Rear)
- Optional (Rear)

i Standard Standard
Loading Auger (7" Diameter x 18.5' Long) (0.18 m x 5.64 m) (7" Diameter x 18.5' Long) (0.18 m x 5.64 m)
Brush Flighting Kit (Used with peas) Optional Optional
Tires - Floatation (Front) (2) 21.5 x 16.1 - 6 ply rating N/A

(2) 23.1 x 26 - 8 ply rating

(2) 23.1 x 26 - 8 ply rating

(2) 23.1 x 26 Rice - 10 ply rating

(2) 23.1 x 26 Rice - 10 ply rating

- Three Point Hitch (Rear) N/A (2) 23.1 x 26 - 12 ply rating
Metering System - Ground Driven Standard Standard
Meter Shut Off Electric Electric
Tillage Mounted Work Switch Optional Optional
Number Secondary Runs - Single Shoot 21to 80 21t0 80
Number Secondary Runs - Double Shoot 42 to 160 42 to 160
Broadcast System Optional Optional

Primary Hose - Diameter

2 1/2" (6.4 cm)

2 1/2" (6.4 cm)

Secondary Hose - Diameter

15/16" (2.4 cm)

15/16" (2.4 cm)

Frame Formed 4" x 8" tubing (10 cm x 20 cm) Formed 4" x 8" tubing (10 cm x 20 cm)
Walk Through Tank Standard Standard
Easy Clean Out System Standard Standard
Meter Drive Options:
-Second Clutch Optional Optional
(For spot fertilizing on the go)
(I':r:arret!a"szyegneB ?Egr?sﬂisléilgn rate setting) N/A N/A
Monitor -
(Shaft Motion (3), Bin Level (3), Fan Standard Standard
Speed, Acre Tally, Ground Speed) Optional Seed Flow Optional Seed Flow
Three Point Hitch N/A Optional
Trailing Hitch Optional N/A
Mechanical Acre Meter Optional Optional
Hitch Stand Optional N/A
Scraper (Front Wheel Only) N/A N/A
Third Tank N/A N/A
Granular Applicator N/A N/A
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Specifications

7240 Models

7000 Series Air Cart

Specifications and Options

Model 7240
Configuration Tow Behind Tow Between
Length without auger (with auger) 20" 4" (6.2 m) (25' 8" (7.82 m)) 19' 2" (5.84 m) (26' 10" (8.18 m))
Height - Hydraulic Drive 11' 4" (3.45 m) 11' 4" (3.45 m)
- Engine Drive 12'11" (3.94 m) N/A
Width 12' (3.66 m) 12' (3.66 m)
Weight (Hydraulic Drive with Auger) 7,315 Ibs. (3,325 kg) 6,825 Ibs. (3,071 kg)
Safety Lights Standard Standard
Safety Chain Standard Standard

Tank Capacity - Front Tank

95 bushels/6,840 Ibs. (3,460 I)

95 bushels/6,840 Ibs. (3,4601)

Hydraulic Drive
(Closed Centre or Closed Centre Load
Sensing systems required)

12cc piston type orbit motor
(Maximum 15.5 U.S. gal./min.) (591)
(Minimum 2100 p.s.i.) (14,469 kPa)

- Rear Tank 145 bushels/10,440 Ibs. (5,270 1) 145 bushels/10,440 Ibs. (5,270 I)
- Total 240 bushels/308 ft. cu. (8,730 1) 240 bushels/308 ft. cu. (8,730 I)
Tank Screens Optional Optional
Tank Access Ladder R.H.S. Standard Standard
Fan Speed Up to 5,000 r.p.m. Up to 5,000 r.p.m.
Fan Impeller Diameter 13" (33 cm) 13" (33 cm)
Gas Engine Drive/Gas Tank Capacity Option1a7l fs};’z;ﬁ#ﬂ% Onan N/A
Optional Optional

12cc piston type orbit motor
(Maximum 15.5 U.S. gal./min.) (591)
(Minimum 2100 p.s.i.) (14,469 kPa)

- Floatation (Rear)
- Optional (Rear)

Loading Auger Standard Standard

9 Aug (8" Diameter x 20' Long) (0.2 mx 6.1 m) | (8" Diameter x 20' Long) (0.2 m x 6.1 m)
Brush Flighting Kit (Used with peas) Optional Optional
Tires - Floatation (Front) (2) 21.5 x 16.1 - 6 ply rating N/A

(2) 23.1 x 26 - 8 ply rating

(2) 23.1 x 26 - 8 ply rating

(2) 23.1 x 26 Rice - 10 ply rating

(2) 23.1 x 26 Rice - 10 ply rating

- Three Point Hitch (Rear) N/A (2) 23.1 x 26 - 12 ply rating
Metering System - Ground Driven Standard Standard
Meter Shut Off Electric Electric
Tillage Mounted Work Switch Optional Optional
Number Secondary Runs - Single Shoot 21 to 80 21 to 80
Number Secondary Runs - Double Shoot 42 to 160 42 to 160

Primary Hose - Diameter

2 1/2" (6.4 cm)

2 1/2" (6.4 cm)

Secondary Hose - Diameter

15/16" (2.4 cm)

15/16" (2.4 cm)

- Working width
- Metering system

26 ft. to 64 ft. (7.93 m to 1,951 m)
Ground Driven

Frame Formed 4" x 8" tubing (10 cm x 20 cm) Formed 4" x 8" tubing (10 cm x 20 cm)
Walk Through Tank Standard Standard
Easy Clean Out System Standard Standard
Meter Drive Options:
-Second Clutch . .
(For spot fertilizing on the go) Opional Optional
-Fertilizer Bander Kit : .
(For easy one transmission rate setting) Optional Optional
Monitor -
(Shaft Motion (3), Bin Level (3), Fan Speed, Standard Standard
Acre Tally, Ground Speed) Optional Seed Flow Optional Seed Flow
Three Point Hitch N/A Optional
Trailing Hitch Optional N/A
Mechanical Acre Meter Optional Optional
Hitch Stand Optional N/A
Scraper (Front Wheel Only) N/A N/A
Third Tank Optional Optional
- Capacity 40 cu. ft. (1,129 1) 40 cu. ft. (1,129 1)
Granular Applicator Optional Optional

- Capacity 40 cu. ft. (1,129 1) 40 cu. ft. (1,129 1)

- Meter shut-off Electric Electric

- Zapper clutch Standard Standard

26 ft. to 64 ft. (7.93 m to 1,951 m)
Ground Driven

7000 Air Cart
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Specifications

7252 Models

7000 Series Air Cart

Specifications and Options

Model 7252
Configuration Tow Behind Tow Between
Length without auger (with auger) 20'4" (6.2 m) (25' 8" (7.82 m)) 19' 2" (5.84 m) (26' 10" (8.18 m))
Height - Hydraulic Drive 11'2" (3.4 m) 11'2" (3.4 m)
- Engine Drive 12'9" (3.89 m) N/A
Width 12" (3.66 m) 12" (3.66 m)
Weight (Hydraulic Drive with Auger) 8,828 Ibs. (4,013 kg) 8,348 Ibs. (3,795 kg)
Safety Lights Standard Standard
Safety Chain Standard Standard
Tank Capacity - Front Tank 71.3 bushels/5,134 Ibs. (2,580 I) 71.3 bushels/5,134 Ibs. (2,580 I)

Hydraulic Drive (Closed Centre or Closed Centre
Load Sensing systems required)

- Middle Tank 71.3 bushels/5,134 Ibs. (2,580 I) 71.3 bushels/5,134 Ibs. (2,580 I)
- Rear Tank 109.3 bushels/7,881 Ibs. (3,970 I) 109.3 bushels/7,881 Ibs. (3,970 I)
- Total 252 bushels/323.4 ft. cu. (9,130 I) 252 bushels/323.4 ft. cu. (9,130 I)
Tank Screens Optional Optional
Tank Access Ladder R.H.S. Standard Standard
Fan Speed Up to 5,000 r.p.m. Up to 5,000 r.p.m.
Fan Impeller Diameter 13" (33 cm) 13" (33 cm)
Gas Engine Drive/Gas Tank Capacity optionf; ?:1,:%;137[(7\/\8 onen N/A
Optional Optional

12cc piston type orbit motor
(Maximum 15.5 U.S. gal./min.) (591)
(Minimum 2100 p.s.i.) (14,469 kPa)

12cc piston type orbit motor
(Maximum 15.5 U.S. gal./min.) (591)
(Minimum 2100 p.s.i.) (14,469 kPa)

- Floatation (Rear)
- Optional (Rear)

: Standard Standard
Loadmg Auger (7" Diameter x 18.5' Long) (0.18 m x 5.64 m) (7" Diameter x 18.5' Long) (0.18 m x 5.64 m)
Brush Flighting Kit (Used with peas) Optional Optional
Tires - Floatation (Front) (2) 21.5 x 16.1 - 6 ply rating N/A

(2) 23.1 x 26 - 8 ply rating

(2) 23.1 x 26 - 8 ply rating

(2) 23.1 x 26 Rice - 10 ply rating

(2) 23.1 x 26 Rice - 10 ply rating

- Three Point Hitch (Rear) N/A N/A
Metering System - Ground Driven Standard Standard
Meter Shut Off Electric Electric
Tillage Mounted Work Switch Optional Optional
Number Secondary Runs - Single Shoot 21 to 80 21 to 80
Number Secondary Runs - Double Shoot 42 to 160 42 to 160
Broadcast System Optional Optional

Primary Hose - Diameter

2 1/2" (6.4 cm)

2 1/2" (6.4 cm)

Secondary Hose - Diameter

15/16" (2.4 cm)

15/16" (2.4 cm)

Frame

Formed 4" x 8" tubing (10 cm x 20 cm)

Formed 4" x 8" tubing (10 cm x 20 cm)

Walk Through Tank Standard Standard
Easy Clean Out System Standard Standard
Meter Drive Options:
-Second Clutch Optional Optional
(For spot fertilizing on the go)
(Ifcﬁ'rgglsf/%;t? terl;nci?r;sglcfn rate setting) N/A N/A
Monitor -
(Shaft Motion (3), Bin Level (3), Fan Standard Standard
Speed, Acre Tally, Ground Speed) Optional Seed Flow Optional Seed Flow
Three Point Hitch N/A Optional
Trailing Hitch Optional N/A
Mechanical Acre Meter Optional Optional
Hitch Stand Optional N/A
Scraper (Front Wheel Only) N/A N/A
Third Tank N/A N/A
Granular Applicator N/A N/A
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Specifications

7300 Models

7000 Series Air Cart

Specifications and Options

Model 7300
Configuration Tow Behind Tow Between
Length without auger (with auger) 20'4" (6.2 m) (25' 8" (7.82 m)) 19' 2" (5.84 m) (26' 10" (8.18 m))
Height - Hydraulic Drive 12' (3.66 m) 12' (3.66 m)
- Engine Drive 13'7" (4.14 m) N/A
Width 12' (3.66 m) 12' (3.66 m)
Weight (Hydraulic Drive with Auger) 7,770 Ibs. (3,479 kg) 7,325 Ibs. (3,296 kg)
Safety Lights Standard Standard
Safety Chain Standard Standard
Tank Capacity - Front Tank 120 bushels/8,640 Ibs. (4,3601) 120 bushels/8,640 Ibs. (4,3601)
- Rear Tank 180 bushels/12,960 Ibs. (6,550 I) 180 bushels/12,960 Ibs. (6,550 I)
- Total 300 bushels/385 ft. cu. (10,910 1) 300 bushels/385 ft. cu. (10,910 1)
Tank Screens Optional Optional
Tank Access Ladder R.H.S. Standard Standard
Fan Speed Up to 5,000 r.p.m. Up to 5,000 r.p.m.
Fan Impeller Diameter 13" (33 cm) 13" (33 cm)
Gas Engine Drive/Gas Tank Capacity Optlon1a7| |2:]’;-||;;:|L8(7k;/vl)) Onan N/A
Optional Optional
Hydraulic Drive (Closed Centre or Closed Centre 12cc piston type orbit motor 12cc piston type orbit motor
Load Sensing systems required) (Maximum 15.5 U.S. gal./min.) (591) (Maximum 15.5 U.S. gal./min.) (591)
(Minimum 2100 p.s.i.) (14,469 kPa) (Minimum 2100 p.s.i.) (14,469 kPa)
Loading Auger - Standard o Standard
(8" Diameter x 20" Long) (0.2 m x 6.1 m) (8" Diameter x 20" Long) (0.2 m x 6.1 m)
Brush Flighting Kit (Used with peas) Optional Optional
Tires - Floatation (Front) (2) 21.5 x 16.1 - 10 ply rating N/A
- Floatation (Rear) (2) 23.1 x 26 - 12 ply rating (2) 23.1 x 26 - 12 ply rating
- Optional (Rear) (2) 23.1 x 26 Rice - 10 ply rating (2) 23.1 x 26 Rice - 10 ply rating
- Three Point Hitch (Rear) N/A N/A
Metering System - Ground Driven Standard Standard
Meter Shut Off Electric Electric
Tillage Mounted Work Switch Optional Optional
Number Secondary Runs - Single Shoot 21to 80 21to 80
Number Secondary Runs - Double Shoot 42 to 160 42 to 160
Primary Hose - Diameter 2 1/2" (6.4 cm) 2 1/2" (6.4 cm)
Secondary Hose - Diameter 15/16" (2.4 cm) 15/16" (2.4 cm)
Frame Formed 4" x 8" tubing (10 cm x 20 cm) Formed 4" x 8" tubing (10 cm x 20 cm)
Walk Through Tank Standard Standard
Easy Clean Out System Standard Standard
Meter Drive Options:
-Second Clutch Optional Optional
(For spot fertilizing on the go)
-Fertilizer Banderl K‘it ' Optional Optional
(For easy one transmission rate setting)
Monitor -
(Shaft Motion (3), Bin Level (3), Fan Speed, Acre Standard Standard
Tally, Ground Speed) Optional Seed Flow Optional Seed Flow
Three Point Hitch N/A N/A
Trailing Hitch Optional N/A
Mechanical Acre Meter Optional Optional
Hitch Stand Optional N/A
Scraper (Front Wheel Only) N/A N/A
Third Tf?lnk Optional N/A
- Capacity 40 cu. ft. (1,129 1)
Granular Applicator Optional
- Capacity 40 cu. ft. (1,129 1)
- Meter shut-off Electric N/A
- Zapper clutch Standard
- Working width 26 ft. to 64 ft. (7.93 m to 1,951 m)
- Metering system Ground Driven
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Checklist

SAFETY-ALERT
SYMBOL

Watch for this symbol. It identifies
potential hazards to health or

personal safety. It points out safety
precautions. It means:

ATTENTION - BE ALERT.

Your safety is involved.

Manuals

Note: Pre-Delivery Inspection Form must be
completed and submitted to Morris

: an . Warranty Void if Not Registered
Industries within 30 days of delivery date.

Parts Manual Order Part Number N27799

Assembly Manual Order Part Number N30800

32 September 2004 7000 Air Cart
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Checklist

Checklist

Please read the Operator’s Manual carefully
and become a “SAFE” operator.

Adopt a good lubrication and maintenance
program.

OWNER REFERENCE

Model:

Serial No:

Dealer:

Town: State:

Phone:

OWNER/OPERATOR:

Date:

General

____Check if assembled correctly.
Proper chain tension.
Check hose connections

Ensure cleanout door and tank lid are connected
correctly.

Both chains for the quick change transmissions

are supplied: One 86 link and one 72 link.
Lubrication - Grease

Metering Drive

Axle Pivots

Auger Pivots

Lubrication - Qil

Drive chains

Tire Pressure

See maintenance, section 7

Transport
Tighten wheel bolts.

Check hose connections.

TAKE SAFETY SERIOUSLY.

DO NOT TAKE
NEEDLESS CHANCES!!

7000 Air Cart
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Introduction

Introduction

This Operator’'s Manual has been carefully prepared
to provide the necessary information regarding the
operation and adjustments, so that you may obtain
maximum service and satisfaction from your new
MORRIS 7000 Series Air Cart.

To protect your investment, study your manual before
starting or operating in the field. Learn how to operate
and service your 7000 Series Air Cart correctly, failure
to do so could result in personal injury or equipment
damage.

If you should find that you require information not
covered in this manual, contact your local MORRIS
Dealer. The Dealer will be glad to answer any
guestions that may arise regarding the operation of
your MORRIS 7000 Series Air Cart.

MORRIS Dealers are kept informed on the best
methods of servicing and are equipped to provide
prompt efficient service if needed.

Occasionally, your 7000 Series Air Cart may require
replacement parts. Your Dealer will be able to supply
you with the necessary replacement parts required.
If the Dealer does not have the necessary part, the
MORRIS Factory will supply the Dealer with it
promptly.

Your MORRIS 7000 Series Air Cart is designed to
give satisfaction even under difficult conditions. A
small amount of time and effort spent in protecting it
against rust, wear and replacing worn parts will
increase the life and trade-in value.

Keep this book handy for ready reference at all times. Itis the policy of Morris Industries Ltd. to improve its
products whenever it is possible to do so. The Company reserves the right to make changes or add improvements
at any time without incurring any obligation to make such changes on machines sold previously.

4-2 September 2004
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Introduction

The MORRIS 7000 Series Air Cart represents the
latest in Air Cart design technology. There are five
sizes available, a 130 bushel (4,730 liters) cart, a 180
bushel (6,550 liters) cart, a 240 bushel (8,730 liters)
cart, 252 bushel (9,130 liters) cart and a 300 bushel
(10,910 liters) cart with hydraulic fan drive or an engine
fan drive. The 130 and 180 bushel carts incorporate a
three wheel, wide-stance high clearance frame. The
240, 252 bushel and 300 bushel carts incorporate a
four wheel, wide-stance high clearance frame. The high
clearance frame gives easy access to the metering
wheels and the easiest cleanout in the industry. The
7130, 7180, 7240 and 7300 carts have a 60:40 tank
split. The 252 carts have a 30:30:40 tank split. The
tank lids are easily accessed by the convenient stairs
and tank walk-through.

Each tank has it's own metering system and metering
drive. Included with the unit is a sample collector box
that an operator can use to confirm seeding rates.
The meter drives are positive, convenient,

simple to set and are ground driven through an electric
clutch. The metering system incorporates spiral fluted
wheels. The size of the metering wheel is matched to
the number of outlets on the secondary divider giving
the bestin accuracy. The spiral fluted metering wheels
combined with the multi-range transmission allows a
full range of products like Canola to peas to be seeded
without having to change the metering wheels.

The Air Cart comes equipped with a monitor that
senses both bin levels, motion of both metering shafts
and fan speed. It also gives ground speed and provides
an acremeter.

High quality 2 1/2” (64 mm) diameter hose is standard
equipment for the distribution system. The patented
flat fan divider, which is matched in size to the
metering wheel, ensures final accurate distribution of
the product.

Options

Acre Tally

The tamper proof mechanical acre tally counter mounts
onto the crank handle shaft. The acre tally counter
gives accumulated acres and can not be reset to zero.

Second Clutch

The second clutch is mounted to the rear tank metering
shatft.

This enables the operator to stop or start the rear
metering while the front metering continues. This is
especially useful for spot fertilizing.

The clutch is electric operated and is switched from
inside the tractor cab.

Note: The primary clutch still controls the front
shaft and back shaft without the secondary
clutch.

7000 Air Cart
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Introduction

Options - continued

Hydraulic Auger

The optional hydraulic auger is designed to make
loading and unloading product from the Air Cart tank
very simple and easy.

An optional Brush Flighting Kit is available to gently
handle seed.

For faster loading of the 7240 and 7300 Air Cart tanks
an optional 8 inch auger is available.

Right Hand Side Ladder

This ladder allows the operator easy access between
the tanks and auger, making filling the tanks more
convenient.

Auger Spout Extension Kit #N23188

The spout extension allows the operator easy access
between the tanks without repositioning the auger,
making filling the tanks more convenient.

Large Fan Screen

The larger fan screen helps reduce the requirement of
having to continually clean the fan screen under severe
straw swirling conditions.

The larger fan screen is easily installed by removing
the fan screen retaining bolts and inserting the larger
fan screen in its place as shown.

SPOUT EXTENSION

4-4 September 2004
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Introduction

Options - continued

Mounted Packers

Morris offers mounted packers for in row packing of
seed.

The packers feature a quick change device making it
easy to change over to harrows when packing is not
desired.

Mounted Harrow Kit

The mounted harrow kit allows two six foot harrows to
be attached on the tow behind Air Cart models.

The harrows will eradicate the Air Cart tracks.

|
P ey
—— s |

|--|-:---.1 .

Granular Applicator

Available in two sizes:

e 30 cu. ft. (847 liter) unit for the 7130/7180

e 40 cu. ft. (1,129 liter) unit for the 7240/7300.

The Granular Applicator is required to apply clay and
limestone based granular chemicals.

Third Tank
Available in two sizes:
e 40 cu. ft. (1,129 liter) unit for the 7180/7240/7300.

The Thrid Tank is required to apply seed and starter
fertilizer, while deep banding additional fertilizer at the
same time.

7000 Air Cart September 2004 45
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Introduction

Options - continued

Double Shoot Distribution

This is used when fertilizer is placed at a separate
depth from the seed.

SEED
SEED TUBES
FERTISEE[R)"—I_
e O\ ()

FERTILIZER \ I "

@ el
— St
FERTILIZER TUBES AIR FLOW

Hitch Stand Kit (Tow Behind)

The hitch stands make hitching and unhitching easier.

4-6 September 2004 7000 Air Cart
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Introduction

Options - continued

Flow Sensors

This option requires the use of Blockage Modules.
The Blockage Modules signal the monitor on the loss
of flow at any sensor.

Pin Sensor System

Up to 16 blockage modules may be connected, each
of which can have up to 12 pin sensors connected,
providing a 192 run capability. More information is
given in the Monitor Section under “Flow”.

Optical Sensor System

Up to 12 blockage modules may be connected, each
of which can have up to 16 optical sensors connected,
providing a 192 run capability. More information is
given in the Monitor Section under “Flow”.

Pin Sensor Shown

Rear Tow Hitch
The Tow Hitch is available only on tow behind models.

The Tow Hitch enables the operator the ability to attach
a packer bar or an anhydrous tank behind the Air Cart.

7000 Air Cart September 2004 4-7
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Introduction

Options - continued

Fertilizer Banding Kit

The fertilizer banding kit joins the two transmissions Note: See page 5-34 for rate settings of Fertilizer
together, so only the front or rear transmission needs Banding Kit.
to be set for different rates.

Banding Kit (using rear transmission)

Not available for 7252

Not available for 7252

4-8 September 2004 7000 Air Cart
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Introduction

Seed Boots

MORRIS offers a variety of Seed Boots for the 7000
Series Air Cart. Check with your MORRIS Dealer for
new additions to the MORRIS seed boot line-up and
the application of the seed boots.

Reference Morris Marketing Bulletin #101.

Note: For guidelines see Operation Section under
“Opener Adjustments”.

Collector Plug

The Collector Plug helps reduce the requirement of
having to clean the unused ports in the metering body.

e Allunused ports must be blanked off using a plastic

Optional Collector Plug N28174

cap and hose clamp with or without the optional e a
collector plug N28174 shown.
Insert Plug
‘_
AR FLOW E
—
nsert plug until N
shoulder of plug is
against taper of
collector pipe. ; oz
AR FLOW E
—
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Section Contents - continued
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Operation

CAUTION

SAFETY FIRST

REFERTO SECTION 1 AND REVIEW ALL
SAFETY RECOMMENDATIONS.

BE ALERT

Application

The Morris 7000 series Air Cart applies a wide range
of seed and granular fertilizer products. It has the
capacity to single shoot or double shoot. With the
addition of the 7000 series Granular Applicator the
Morris 7000 series Air Cart can apply granular
herbicide or other fine seeds. With the addition of the
Third Tank the Morris 7000 series Air Cart can apply
seed and starter fertilizer, while deep banding
additional fertilizer at the same time.

Tractor

Tires

» Proper ballast and tire pressure are required when A .
pulling heavy implements. War n | n g
» Consult your tractor operator’s manual and follow

Do not permit smoking, sparks or an open
all recommended procedures. P 9, sp P

flame where combustible fuels are being

. used. Keep the work area well ventilated.
Hydraulics

» Wipe all hydraulic fittings and couplers with a clean
cloth to avoid contaminating the system.

» Check that hydrauli ir is filled to th 1
Ievg:. at hydraulic reservoir is filled to the proper A Warnlng

Do not search for high pressure hydraulic

Drawbar leaks without hand and face protection. A

+ Centre and pin in a fixed position for easier hitching tiny, almostinvisible leak can penetrate skin,
and greater stability. that requires immediate medical attention.

54 September 2004 7000 Air Cart
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Operation

A Caution

A safety chain will help control towed
machines should it accidentally separate
from the drawbar while transporting. A
runaway machine could cause severe
injury or death. Use a safety chain with a
strength rating equal to or greater than the
gross weight of the towed machines.

3/4" x 4" BOLT 1/2 xw(?L‘Io/gth(S:rBOLT

w/LOCKNUT
Attach safety chain to the tractor drawbar
support or other specified anchor location
with the appropriate parts.

Hitching to Tractor (Seeding Tool or Tow Between Cart)

e Ensure swinging drawbar is locked in the centre
position.

e Insure hitch pin is in good condition.
» Level clevis with tractor drawbar using hitch jack.

e Back tractor into position and attach hitch clevis
to drawbar, using an adequate hitch pin.

e Lock hitch pin in place with a hairpin or other proper
locking device.

e After tractor to implement connection is made,
relieve pressure off the hitch jack.

e Place hitch jack in raised position.

* Route Safety Chain through chain support and
drawbar support.

e Lock safety hook onto chain.

Note: Provide only enough slack in chain to .
permit turning. A Cautlon

e Ensure hydraulic hose quick couplers are dirt free. L )
Dirt in the hydraulic system could damage

» Inspect all fittings and hoses for leaks and kinks. O-rings, causing leakage, pressure loss and
Repair as necessary total system failure.

e Connect the hydraulic hoses to the tractor quick
couplers.
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Hitching to Seeding Tool (Tow Between Cart)

* Connect seed cart to tractor.

» Back seed cart into position, aligning seeding tool
hitch with seed cart.

e Attach hitch to seed cart with 1 1/2” x 6 1/2” pin
and retain with a 1/4” hair pin.

» Attach Safety Chain to seed cart.

Note: Provide only enough slack in chain to
permit turning.

» Connect hydraulic hose quick couplers.

P

L il
SAFETY CHAIN |

[ {0 1

» Connect the primary hose couplers.

» Loop retaining chain around the primary hoses with
the secondary hose over the bottom half of the
chain.

Hitching Tool Bar (Three Point Hitch)

* Connect seed cart to tractor.

» Back seed cart into position, aligning tool bar hitch
pins with three point hitch.

e Secure hitch pins to three point hitch clevis with
pin lock.

e Secure pin lock with a 1/2” pin and hair pin.
» Attach top link (turnbuckle) to tool bar.
» Connect hydraulic hose quick couplers.

» Connect air hose couplers.

5-6 September 2004 7000 Air Cart
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Hitching Xpress Air Drill

e Connect the Air Cart to the tractor.
e Attach Safety Chain to Air Cart.

Note: Provide only enough slack in chain to
permitturning.
e Lower the Air Cart 3-point hitch by:

1) Engage the fan hydraulic circuit valve in the
tractor.

2) Move Selector Valve “A”, located on the front
inner RHS Air Cart frame to the “Auger” position.

3) Move selector Valve “B” to the “Aux Hyd” position.

4) Lower 3-point hitch using the bottom hydraulic
control valve located at the rear of the Air Cart.

e Back Air Cart into position, aligning Drill Unit hitch
with Air Cart 3-point lift arms.

e Partially raise Air Cart 3-point hitch lift arms to
fully engage hooks on Drill Unit hitch pins.

e Secure 3-point pin latches with 1/2" x 2 1/4” Ig bolts
and lock nuts.

e Connect hydraulic hoses matching labelled hoses
with identically labelled female hydraulic couplers.

e Connect the air hose coupler to the Drill Unit.

e Connect the saftey light cable from the Drill Unit to
the Air Cart.

e Connect the remote clutch switch cable and flow
monitoring cable if equipped.

e Fully raise Air Cart 3-point hitch and install 3-point
hitch lift cylinder transport locks.

» Rotate parking stand to field position and retain
with 1” x 8 3/8” pin and wire lock pin.

» Disengage the fan hydraulic circuit in the tractor
cab.

e Disconnect Main Drive Chain on the Air Cart. See
Pages 5-8 and 5-9 for details.

e The Air Drill is now ready to transport.
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Hitching to Seeding Tool (Tow Behind Cart)

Connect seeding tool to tractor.
Attach hitch to air cart with 1 1/4" x 4" pin.
Back seeding tool into position with seed cart.

Extend the telescopic hitch arms and connect the
seed cart to seeding tool using 1 1/8" x 3 11/16"
pins.

Block the tires of the seed cart and insert the
1" x 5 13/32" pins into their bushings.

Slowly back seeding tool toward seed cart until
the telescopic arms are fully retracted and the pins
drop through the hitch tube locking the hitch poles.

Retain the pins with Click Pins.
Attach Safety Chain to seed cart.

Note: Provide only enough slack in chain to

permit turning.

PIN SIZE

11/8" x311/16"

11/4"x 4"

1" x5 13/32"

olOo|wm|>

1" x 3 3/4"

Biﬁ

(@]

'_: S |

£

8: =

o — =

(,) :D

=l

PIN - 1" X 33/,"
L il

d4

ROUTE SAFETY CHAIN
BETWEEN HITCH POLES

Safety Chain

5-8
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Hitching to Seeding Tool (Tow Behind Cart) - continued

* Route clutch and monitor wires and hydraulic lines
through rear retaining chain with the secondary
hose over the bottom half of the chain.

* Route clutch and monitor wires through the loops
on the left hand hitch pole.

. D
| SECONDARY HOSE 28" LG. |

* Route the hydraulic lines (if any) through the loops
on the left hand hitch pole.

e Connectthe primary hose couplers.

e Loop retaining chain around the primary hoses with
the secondary hose over the bottom half of the
chain.

e Connect the monitor and clutch quick connectors
at both the tractor/seeding tool and the seeding
tool/air cart connections. HOSES

CABLES & HOSES
OVERTOP SUPPORT

ect amount of sag

H H \ H H / E H l Il—ioses.vvit:r.lcorr

It is recommended
to Cross Hoses for
improved turning

| PRIMARY COUPLER
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Hitching to Seeding Tool (Tow Behind Cart) - continued

Hydraulic Connections

e Connect the monitor and clutch quick connectors
at both the tractor/seeding tool and the seeding
tool/air cart connections.

e If hydraulic fan drive, then connect the fan
hydraulic quick couplers at both the tractor/seeding
tool and the seeding tool/air cart connections.
Ensure couplers are clean and dirt free.

e If engine fan drive, then connect the auger quick
couplers (if unit is so equipped) at both the tractor/
seeding tool and the seeding tool/air cart
connections. Ensure couplers are clean and dirt
free.

A CAUTION Seeding Tool Coupling

Hydraulic oil under pressure can penetrate
the skin causing serious injury. Avoid
personal injury by relieving all pressure,
before disconnecting hydraulic hoses.

CASE DRAIN

Note: The 3/8” (10 mm) diameter hose must be
run directly into the hydraulic tank
otherwise damage will occur to the seal in
the motor. If the hose is run through the
filler cap then ensure the cap is VENTED.
A quick coupler can still be used between
the tractor and the seeding tool.

Hydraulic Coupling on Tractor

5-10 September 2004 7000 Air Cart
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Unhitching from Tractor (Seeding Tool or Tow Between Cart)

¢ Pin hitch jack in storage position.

¢ Lower hitch jack taking the weight off the air cart
clevis.

Note: For added Safety it is recommended to
unload any material that may be in the tanks.

¢ Ensure all transport locks are properly secured.
Refer to seeding tool manual for more details.

¢ Relieve pressure in the hydraulic hoses by
positioning tractor hydraulic lever in “float” position
or turn tractor engine off and cycle lever back and
forth several times.

¢ Disconnect the hydraulic hoses.

P

¢ Disconnect the clutch and monitor cables.

« Remove the safety chain. - Ry l &
TR N |
¢« Remove the drawbar pin. = AL =
. E T gy e e
¢ Slowly move tractor away from seeding tool or tow Tow Between Cart

between cart.

Unhitching from Seeding Tool (Tow Between Cart)
» Lower hitch jack taking the weight off the seeding
tool hitch poles.

* Relieve pressure in the hydraulic hoses by
positioning tractor hydraulic lever in “float” position
or turn tractor engine off and cycle lever back and
forth several times.

» Disconnect the primary hose couplers.
» Disconnect the hydraulic hoses.
* Remove the hitch pin.

* Slowly move seed cart away from seeding tool.

7000 Air Cart September 2004 5-11
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Unhitching from Seeding Tool (Tow Behind Cart)

* Lower hitch stands, if so equipped, taking the
weight off the hitch poles.

* Relieve pressure in the hydraulic hoses by
positioning tractor hydraulic lever in “float” position
or turn tractor engine off and cycle lever back and
forth several times.

» Disconnect the primary hose couplers.

» Disconnect the hydraulic hoses.

» Disconnect the clutch and monitor cables.
* Remove the hitch pins.

* Move hitch poles to the side of seed cart, if not
equipped with hitch stands.

» Slowly move seeding tool away from seed cart.

Seeding Tool Coupling

L = L
7&)
o |
2 — S I
g E O O
.-5 _ ( % N B
S =
[<8)
n —
* -
i %
7[;1
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Unhitching from Tool Bar (Tow Between Cart)

e Lower toolbar stands to desired position.

e Lower toolbar enough to remove weight from the
tool bar hitch pins.

» Disconnect air hose couplers.
e Disconnect top link (turnbuckle).

* Remove 1/2" pin from pin lock, freeing toolbar hitch
pins.

» Lower three point hitch until toolbar hitch pins are
clear.

TOPLINK [

i

* Relieve pressure in the hydraulic hoses by -

positioning tractor hydraulic lever in “float” position

or turn tractor engine off and cycle lever back and
forth several times.

e Disconnect the hydraulic hoses.

e Slowly move seed cart away from toolbar.

7000 Air Cart September 2004 5-13
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Unhitching Xpress Air Drill from Air Cart

DRILL UNIT MUST BE DISCONNECTED FROMTHE
AIR CART ON LEVEL GROUND.

e Refer to the Drill Unit Operator’s manual for the
correct procedure for placing the drill into
transport position.

» Raise the 3-point hitch fully by:

1) Engage the fan hydraulic circuit valve in the
tractor.

2) Move Selector Valve “A” to the “Auger “ position.

3) Move selector Valve “B” to the “Aux Hyd”
position.

4) Raise the 3-point hitch using the lower control
valve located at the rear of the Air Cart.

e Lower parking stand on the Drill Unit and lock
with the 1 inch pin provided.

» Disengage the 3-point pin latches and fully lower
the 3-point hitch using the bottom hydraulic
valve body on the rear of the Air Cart, labelled
3pt hitch.

» Relieve pressure in the hydraulic hoses by:

1) Positioning tractor hydraulic levers in “float”
position or turn tractor engine off and cycle lever
back and forth several times.

2) Cycle hydraulic valve levers at the rear of the
Air Cart back and forth several times.

e Disconnect the hydraulic hoses.

« Disconnect the remote clutch switch cable and
flow monitoring cable if equipped.

e Disconnect the primary hose coupler.

» Slowly move seed cart away from the Drill Unit.

e Engage tractor hydraulic lever operating the fan
circuit.

» Raise Air Cart 3-point hitch and install transport
locks on the 3-point hitch cylinders.

 Move Selector Valve “A” to the “Fan” position.

» Disengage the fan hydraulic circuit in the tractor
cab.
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Unhitching Xpress Air Drill Cart from Tractor

» Unpin Air Cart hitch jack from its storage position
and place into work position.

» Lower the hitch jack taking the weight off the air
cart clevis.

Note: For added Safety it is recommended to
unload any material that may be in the tanks
and park on level ground.

* Relieve pressure in the hydraulic hoses by
positioning tractor hydraulic lever in “float” position
or turn tractor engine off and cycle lever back and
forth several times.

T

Air Cart Hitch

e Disconnect the hydraulic hoses.

» Disconnect the clutch, safety light and monitor
cables.

 Remove the safety chain.

 Remove the drawbar pin.

Refer to the Drill Unit Operator’'s manual for the
correct procedure for folding the drill into
transport position.

This same procedure for unhitching applies if
the drill remains in field position.
» Raise the 3-point hitch fully by:

1) Engage the fan hydraulic circuit valve in the
tractor.

2) Move Selector Valve “A” to the “Auger “ position.

3) Move selector Valve “B” to the “Aux Hyd”
position.

4) Raise the 3-point hitch using the lower control valve
located at the rear of the Air Cart.

e Lower parking stand on the Drill Unit and lock
with the 1 inch pin provided.

e Lower the 3-point hitch until the weight is taken -a

off the 3-point hitch mechanism. HITCH STAND

7000 Air Cart September 2004 5-15
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Unhitching Xpress Air Drill Combination from Tractor - Continued

 Relieve pressure in the hydraulic lines by
positioning the tractor hydraulic levers in “float”
position or turn tractor engine off and cycle levers
back and forth several times.

» Remove Air Cart hitch jack from its storage position

. . UNHITCHING HAZARD
and place into work position.

To prevent serious injury or death:
- Hitch may rise rapidly when unhitched from tractor.

» Lower the hitch jack taking the weight off the air - Lower implement to ground or secare rear parking
cart clevis. stand in place before unhitching.

- Secure hitch jack in place before unhitching from tractor.

Note: For added Safety it is recommended to
unload any material that may be in the tanks
and park on level ground.

e Disconnect the hydraulic hoses.

» Disconnect the clutch, safety light and monitor
cables. 1
A Caution

 Remove the safety chain.

Folding Drill hitch must support weight of

* Remove the drawbar pin. : !
folding drill.

e Slowly move tractor away from the Air Cart.

Three Point Hitch

e Secure transport locks in field position.
» Lower tool bar into ground to desired working depth.

e Level tool bar front to back with top link (turn
buckle).

» Adjust cylinder stroke control collars once desired
working depth is attained.
Rephasing

» Raise machine fully, holding hydraulic lever for
several seconds to phase the system.

» This will equalize system pressure, cylinder stroke,
and synchronize cylinders.

* Itisrecommended that the unit be rephased at
each turn on the headland.

5-16 September 2004 7000 Air Cart
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Transport

Observe all applicable safety precautions under

transport heading in Safety, Section 1. MORRIS INDUSTRIES LTD. WILL NOT BE
RESPONSIBLE FOR ANY DAMAGES OR
OPERATOR INJURY RESULTING FROM NON-
USE OR IMPROPER USE OF TRANSPORT
e Transport with tractor only! LOCKS.

» Refer to Specifications, Section 2 for weight,
transport height and width.

e Use Tow Hitch when transporting without seeding
tool. (Tow Behind Units)

» Always connect safety chain provided to the towing

vehicle and the hitch of the seed cart. I m p O rtant

« Do not transport with the fan running. When the machines are being towed by a

» Disconnect main drive chain when towing air cart semi tractor or trucks of any description, the
along distance. units HAVE to be towed separately from

) seeding tool with tow hitch provided.
e Ensure all transport pins are secured.

Speed

» Always travel at a safe speed. Do Not Exceed
20 M.P.H. (32 kph) with an empty air cart.

* The combined weight of the implements being
towed, including material in tank, must not exceed
1.5 times the weight of towing vehicle.

e REDUCE SPEED with material in tank. Do Not
Exceed a speed of 10 M.P.H. (16 kph).

» Use additional caution when towing loads under
adverse surface conditions, when turning, and on
inclines.

Lights

TOW HITCH

» Ensure proper reflectors are in place, refer to Safety :
Section 1. Y,

* Be familiar with and adhere to local laws.

. . . Tow Hitch
Tow Hitch (Tow Behind Units)

e Attach tow hitch to front axle with two 1" x 2 1/4”

pine Important

» Retain the pins with klik-pins.
« Use tow hitch when towing without seeding tool. DO NOT EXCEED 20 M.P.H. (32 kph)

« Do not use transport hitch with material in tank. The front castor tire will contact the mud
scraper if towing speeds exceed 20 M.P.H.
(32 kph) causing severe damage to the tire
and mud scraper.

e Do notinstall transport lock pinin front castor
fork when using tow hitch.

7000 Air Cart September 2004 5-17
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Transport - Continued

Disconnect Main Drive Chain:

When travelling any distance the drive chain should
be removed to prevent premature wear on the drive.

» Remove spring from the bottom idler.
* Remove chain from the jackshaft.

* Insert end of spring through the chain and hook
other end of spring to the top idler as shown.

Installation of Main Drive Chain

* Unhook idler spring.

» Position chain on the jackshaft and idler sprockets
as shown.

» Connect idler spring to transmission brace with
idlers as shown.
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Operation

Metering System

The 7000 Series Air Cart uses a combination of
metering wheels and spacers shown below. The
metering wheel is individually sized to correspond to
the number of outlets at the connected secondary head
and the spacers make up the space between the wheel
and the body. Some openings may be blanked off
depending on the number of secondary divider heads
used on the seeding tool.

The 7000 Series Air Cart can meter all types of seeds
and fertilizers by simply adjusting the slider plates.
See “Slider Settings”for more details.

Different rates are easily obtained using the selection
of quick change sprockets that attach to either of the
two meter transmissions.

10 Outlet Head

—

9 Outlet Head

Z

10 Outlet
Metering Wheel
with no spacer.

9 Outlet
Metering Wheel
with a single
spacer.

Note: Before putting productinto the tanks check
the following:

(&) The slider plates are set correctly for product being
applied.

(b) The Clean-out doors are fully closed and sealed.

(c) The plastic bag covering the fan is removed.

Important

Ensure distribution system is balanced. It
is very important that head outlets only vary
by one. (i.e.useonly 7 and 8together, 8 and
9together,9 and 10 together)

Note: The number of outlets on the divider head
must match the metering wheel size.

8 Outlet Head

o o

7 Outlet Head

fﬂ'fﬁ

W

121 #l

8 Outlet
Metering Wheel
with two single

spacers.

7 Outlet
Metering Wheel
with a single
and one double
spacer.

7000 Air Cart
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Metering System - Continued

Secondary Hose Installation

The lengths of the 15/16” (24 mm) diameter hoses
are very important.

For Accurate distribution the secondary hoses have
to be arranged by length symmetrically about the
centre line.

The longest hoses have to be in the centre of the
divider head. These hoses would normally feed the
openers furthest away from the head.

Ensure that the secondary hoses 15/16” (24 mm)
diameter do not run higher than 3” (76 mm) above
the height of the flat fan divider head.

Allow an extra 3” (76 mm) of hose before cutting
secondary hose for fitting in the seed boot.

Always ensure that the secondary hoses are
sufficiently long to accommodate tripping of trips.

Avoid sharp bends in any of the hoses.

Check for pinch points and clearances when folding
in and out of transport.

Important

Hot water is the only acceptable lubricant for
the installation of the secondary hose.

The supplier advised MORRIS that WD-40 or any
other lubricant (i.e. liquid detergent) will have a
negative effect on the chemical stability of the
hose, resulting in the degradation and failure of
the hose due to Environmental Stress Cracking.

Important

Distribution uniformity will be adversely
affected if hoses are incorrectly installed.

No. 8 No. 7

5-20
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Operation

Slider Setting

The slider plates come in 4 different sizes. Each slider
plate matches a specific metering wheel.

Note: The slider plates must match the metering

wheel size.

The slider plates have three positions to allow all types
of seeds and fertilizers to be metered.

The slider plate positions are closed, open, and
removed as indicated on diagrams. (See next page)

Position slider as indicated below and tighten nut
to hold slider tightly in place.

Position cover plate as indicated below and tighten
wing nuts to hold cover plate in place.

Note: For Oats or Coarse Grains, if it appears

bridging is occurring, remove sliders and
recalibrate.

.070" TYP

PUSH DOWN ON
END OF SLIDER

Important

When adjusting the sliders to the closed position
follow the procedures below:

1) Locate the key-way in the metering wheel.
Rotate shaft until high spot is located, this is
the key-way location. Mark shaft for future
reference.

2) Rotate metering shaft until key-way is in
location shown below.

3) Keep the slider mounting plate flat on the
metering body surface. See diagram A.

If the slider is tipped up when set to the closed
position interference with the metering wheel will
occur.

Note: In the closed position there is a gap of
.070" (1.778 mm) between the metering
wheel and the top edge of the slider
plate.

CONTACT POINT /

NOTE: POSITION
OF KEYWAY

7000 Air Cart
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Operation

Slider Setting - Continued

Slider Closed &
Cover Plate Down

PUSH DOWN ON
END OF SLIDER

CONTACT POINT

NOTE: POSITION
OF KEYWAY

Slider Closed &
Cover Plate Up

PUSH DOWN ON
END OF SLIDER

CONTACT POINT

NOTE: POSITION
OF KEYWAY

Slider Open &
Cover Plate Up

Slider Removed &
Cover Plate Up

Note: For Oats or Coarse Grains, if it appears
bridging is occurring, remove sliders and
recalibrate.

Slider Setting Chart

Slider | Cover

Product Setting | Plate

Diagram

Canola
A Flax Closed | Down
Mustard

Nitragin
B

Closed U
Nodulator P

Barley
Lentils
Milo
C Oats Open Up
Rice
Wheat
Fine Fertilizer

Beans
Peas
Soybeans
D Sunflowers
10-46-0-0
11-51-0
Fertilizers containing
Sulphur and/or Potash

Removed| Up

5-22 September 2004
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Operation

Filling Tank

The Morris 7000 Series Air Cart is equipped with 2
tanks. The front tank is for seed and the rear tank is
for fertilizer. However, BOTH tanks can be used for

the same product.

The capacity of the Air Cart Tanks are as follows:

Important

Before putting product into the tanks check the
following:

(@) The slider plates are set correctly for product
being applied.

(b) The clean-out doors are fully closed and sealed.

(c) The plastic bag covering the fan is removed.

(d)Inspect all augers used in handling the
products for seeding. Run augers to clean out
any debris inside auger so it does not get
transferred to air cart tanks.

Tank Capacity
Model | Front Tank | Middle Tank | Rear Tank Total_
Capacity
48 bushels 82 hushels
130 bushels
7130 | 3496 Ibs. na [22040s ek e
62 ft. cu. 105 ft. cu. 4730 L
1,750 L 2,980 L '
71 bushels 109 bushels
180 bushels
7180 5,112 Ibs. N/A 7,848 Ibs. 231 ft. cu.
91 ft. cu. 140 ft. cu. 6.550 L
2,580 L 3,970 L '
95 bushels 145 bushels
6,840 Ibs. 10,440 Ibs, |20 bushels
7240 N/A 308 ft. cu.
122 ft. cu. 186 ft. cu. 8730 L
3,460 L 5,270 L '
71.3 bushels |71.3 bushels [109.3 bushels 259 bushels
7959 5,134 Ibs. 5,134 Ibs. 7,881 Ibs. 3234 1. cu
914 ft.cu. [91.4ft.cu. |140.6 ft. cu. 9 17'0 L. '
2,590 L 2,590 L 3,990 L '
120 bushels 180 bushels
8,640 Ibs. 12,60 Ips, | 300 bushels
7300 N/A 385 ft. cu.
154 ft. cu. 231 ft. cu. 10.910L
4,360 L 6,550 L '

* Open lid fully on tank being filled.

» Check and remove any debris inside tank.

 Remove clean-out door.

» Check for debris inside metering body.

» Check for sheared metering wheels.

» Check the slider plates are set correctly.

* Fully close and seal the Clean-out door.

» Ensure the auger screenis in place.

» Always use screen to filter debris when filling.

» Adjust bin level sensor to desired alarm point.

Tank Lids

4\ Warning

Do not enter tank unless another person is
present.

e

Note: Even small fertilizer lumps can cause
problems with plugging. All possible
precautions should be taken to prevent
lumpy fertilizer from entering the tank.

A i |

=
Inspect Metering Body

7000 Air Cart September 2004
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Operation

Filling Tank - Continued

e Position right hand access ladder in line with
the tank walkway. z \

e Position auger as described below, if so

- UNLOCKED
equipped. L
E
I
I
I
I
I

e Unlock auger arm lock. (Located 7240, 7252 & 7300
only)

e Unlatch the auger from its transport position. " LOCKED

sssssssssssssssssssssssssssssssssssssssss

e Swing out the auger making sure the motor end
of the auger is still engaged at the arm pivot.

e Once the auger pivot is central to the Air Cart,
tilt auger and swing into position with spout
centrally located over the walkway.

e Lockaugerarmlock. (Located 7240, 7252 & 7300
only)

Important

Check Metering Wheel keyways in
the event the primary lines plug.

Auger Arm Lock
Keyways may shear if the collector becomes
pluged.

AUGER UNLOCKED

Auger Cradle Front Pivot

5-24 September 2004 7000 Air Cart
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Operation

Filling Tank - Continued

Open lids on tank and insert spout.

Back truck to the hopper and engage the
hydraulic motor on the auger.

1.1f hydraulic fan drive then ensure selector valve
is in correct position for auger operation and
engage tractor hydraulics.

2.If engine fan drive then engage tractor hydraulics
to operate auger.

Auger product into tank until product is visible
in site glass.

Stop the flow of product into the auger and allow
auger to empty. The tank should be close to
full.

Important

Do not exceed 10 mph (16 kph) with tanks full.

AUGER

FAN

\ \ N19031 ) /

Site Glass

7000 Air Cart

September 2004 5-25
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Operation

Filling Tank - Continued

e Clean lid seal and ensure lid seal is positioned
correctly before closing tank lid.

 Reverse the auger to clean out the hopper,
screen maybe removed for easier cleanout.

e Reinstall auger screen.

e Unlock auger arm lock. (Located 7240, 7252 &
7300 only)

e Swing auger out making sure the motor end of
the auger engages the arm pivot.

e Secure auger in transport position.

e Lock auger arm lock. (Located 7240, 7252 &
7300 only)

« Remove the plastic bag covering fan.

e Check lid for air leaks with your hands once Air
Cart fan is operational. See Section 7

e Check metering body for air leaks.

Auger screen installed

~é

ROTATING FLIGHTING HAZARD

Keep away from auger intake.

AUGER LOCKED

Keep intake shield in place and in good
working order. Do not modify.

FAILURETO HEED WILL RESULT IN
SERIOUS INJURY OR DEATH.

Note: Before seedingitis recommended that after
a rain or dew that fan be run for a few
minutes to eliminate moisture in the
system.

Auger Cradle

5-26 September 2004 7000 Air Cart
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Operation

Unloading Tanks

Emptying tanks is quick and easy to do.

 Move access ladder forward. | MOVE LADDER FORWARD |

e Position auger under the tank to be emptied.
e Start auger.
» Loosen Clean-out door on metering body.

 Regulate flow from the tank by loosening or
tightening Clean-out door as required.

e Once all material stops flowing, remove Clean-out
door completely and brush out remaining material
in the corners.

Complete Clean-out

* Remove all sliders and blank off plates.
* Remove the collector bottom.

* Run fan until all remaining material has been blown
out of the system.

» Reinstall the sliders, blank off plates, collector
bottom, and clean-out doors.

A Danger

Keep all shields in place. Keep hands, feet &
and clothing away from auger intake, failure ! . CLEAN OUT DOOR I
to do so will resultin serious injury or death. r . Ul R -

/ /

BLANK OFF PLATE

7000 Air Cart September 2004 5-27
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Operation

Metering Rate Adjustment

The metering rate adjustment for both tanks is done
in the same manner. The rate varies with the speed
of the metering wheels. A new rate is achieved by
changing a sprocket on the Posi-Drive Transmission.

Refer to the rate charts for desired application rate
and sprocket selection.

» Loosen metering chain on posi-drive transmission,
by loosening the idler.

» Spin off wing nut and remove rate change sprocket.

e Install desired rate change sprocket and tighten
wing nut.

e Tighten chain by adjusting idler.

Note: Do not over tighten chain, just take slack
out of chain.

o
SPROCKET
METER SHAFT
SPROCKET

L
4
RATE CHANGE
SPROCKETS

Acre Tally

To convert the acre tally reading (T) into the actual acres
seeded turn to page 5-41 (page 11-2 for metric) to get
the acre tally factor (F) for the Air Cart/Seeding Tool
width being used. Take the acre tally reading (T) and
multiply it by the acre tally factor (F) to get the actual
acres seeded.

T x F=Actual Acres Seeded

Example: A 7180 with a 41 foot (12.5 m) seeding tool
has an acre tally reading (T) of 100. The
acre tally factor (F) on Page 5-41 is 4.94
for acres or Page 11-2 is 2.00 for hectares.

T x F=Actual Acres Seeded
100 x 4.94 = 494 Acres
100 x 2.00 = 200 hectares

7 S

L | -

AcreTally

5-28 September 2004
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Operation

Rate Charts

Spacing Sprocket
The rate chart applies to all spacings listed below.

Check that the correct spacing sprocket is installed
on your machine. This sprocket is located on the inner
side of the rear transmission on the clutch output shaft.

The spacing sprocket must be matched to the seeding
tool trip spacing.
Determining Spacing Sprocket

To determine spacing sprocket for other spacings not
listed in the chart use the following equation:

New Spacin
P g ) X 20

New Spacing Sprocket = ( o

New Spacin
pacing )x20

New Spacing Sprocket = ( 2048
.8 mm

The rate charts and drive rates are all based upon
127(305 mm) spacing - 20 tooth sprocket.

Note: Dueto ratios of spacing the value may not
be awhole number and should be rounded
to nearest value.

Spacing Sprocket

Note: Incorrect spacing sprocket will cause
inaccurate application rates.

SPACING SPROCKET

Spacing Sprocket

Spacing Sprocket
Opener Spacing Spacing Sprocket
7.2" (183 mm) 12 teeth
7.5" (191 mm) 12 teeth
8" (203 mm) 13 teeth
9" (229 mm) 15 teeth
10" (254 mm) 17 teeth
12" (305 mm) 20 teeth

Tire Sprocket

Note: The rate charts should only be used as a
guide. Variation in seed size, density,
shape, tire pressure and wheel sinkage are
all factors that can influence the seed rate.

7000 Air Cart
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Operation

Rate Charts - continued

Tire Size Sprocket

In conjunction with the spacing sprocket is the tire
size sprocket as illustrated in the previous diagram.

Check that the correct tire sprockets are installed on
your machine. These sprockets are located on the
inner side of each transmission input shaft and are
driven by the spacing sprocket.

The tire sprocket must be matched to the tire size of
the air cart.

Determining Tire Sprocket

Factors that may affect the tire circumference and in
turn metering rates and monitor PPM values are as
follows:

a) Tire size tolerances can vary +/- 4%.

b) Tire pressure.

c¢) Field soil conditions (firm-unworked versus soft-worked)
d) Tank capacity (empty tanks versus full tanks)

e) Tire manufacturer (Good-Year versus Firestone)

Note: The values used for monitor PPM values
and tire size sprockets is based upon the
tire circumference of Good-Year tires at
proper pressure with half full tanks in
normal working field conditions. (They are
all based in reference to 16.5L x 16.1 tires.

16.5L x 16.1 tire - 6 ply rating - STII (Softrac I1)
- 24 psi (165kPa)
- PPM = 6816
- Tire sprocket - 40 tooth
- Tire Circumference - 109" (2.7686 m)

To determine tire sprocket for other tires not listed in
the chart or to check the actual tire circumference
use the following equation:

e The tire circumference should be checked under
normal field conditions with tanks half full.

* Mark tire and starting point.

» Drive air cart one revolution of tire.

Note: Incorrect tire size sprocket will cause
inaccurate application rates.

Tire Sprocket
Tire Size - - Tire
(Good-Year) Tire Style Rating Sprocket
Softrac Il 6 ply 40 teeth
16.5L x 16.1 Sure Gr|p
Traction 6 ply 39 teeth
Softrac Il 6 ply 35 teeth
Sure Grip
Traction 8 ply 35 teeth
215Lx16.1
Softrac Il 10 ply 35 teeth
Sure Grip
Traction 12 ply 35 teeth
AWT
18.4L x 26 (Implement) 10 ply | 28 teeth
AWT
(Implement) 8 ply 26 teeth
23.1L x 26 [TD8 Sure Grip| 10 ply 24 teeth
AWT
(Implement) 12 ply 26 teeth

NN

TIRE CIRCUMFERENCE ——=

109"

_ _ New Tire Size Sprocket = ( — ) x40
e Mark endmg point. New Tire Circumference
* Measure distance from starting point to ending
point to get the rolling circumference of the tire. 27686 m
New Tire Size Sprocket = ( — ) X 40
New Tire Circumference
5-30 September 2004 7000 Air Cart
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Operation

Rate Charts - Continued

Rate Chart Use
The rate chart applies to all spacings listed below.

The spacing sprocket must be matched to the seeding
tool trip spacing see “Spacing Sprocket”.

The charts should only be used as a guide. Specific
rates can be achieved by using the rate check method
as outlined under “Rate Calibration”.

To determine a seed/fertilizer rate from the chart:

* Go to the desired rate along the line marked
“Standard” of a specific graph. (i.e. 95 Ibs/acre of
wheat)

» Go straight up from that point to where that line is
intersected by the graph. This will give the sprocket
size required to give the particular rate chosen.

» Atthis intersection go straight across to the vertical
line of the graph. This will give the sprocket size
required to give the particular rate chosen. (i.e.95
Ibs/acre of wheat requires a 29 tooth sprocket)

» Change the Quick Change Sprocket see “Metering
Rate Adjustment”.

* Perform a rate check
to confirm the seed

METER SHAFT SPROCKET

QUICK CHANGE
SPROCKET

IDLER = gt

E

Note: The rate charts should c;nly be used as a

guide. Variation in seed size, density,
shape, tire pressure and wheel sinkage are
all factors that can influence the seed rate.

rate see “Rate -
Calibration’.
DIRECT DRIVE
* Repeat the above
40
procedure for the ﬂ
Other tank. UICK CHANGE *
SRocker O B R 4 F M
» Forverylow or very s
high rates, see 0 /
next page Extra %J = =
Low Rates and C
Extra High Rates. K 2
(}':i 27
A % 150 155 160 165 170 175 180 185
N 25
G 24 RATE CHART / &§ §§
E 23 AIRSEEDER / 7§ /é¢
22 OATS =O=| openen 39
S 21 / FLAX —B—| crose 54
FF; fs o B | RW F M/ P oo 5
(o) 18 / 6
Cc 17 oreven | %
K 16 o0
E 15 A A A A A A AL [raeaseans = F = | Rewoven 52
T 14 REMOVED | 61
13 REMOVED
12
STANDARD| 25 TOOTH 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145
40TOOTH | 15 20 25 30 35 50 55 60 VETERSHAFT
LOW RATE
35 TOOTH 20 25 30 35 40 55 60 65 70 75 80
HIGH RATE| 15 TOoOTH 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220
N ROSRaET RATE (LBS/ACRE)
7000 Air Cart September 2004 5-31
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Operation

Rate Charts - Continued

Extra Low Rates

Although the charts show a minimum rate of 35 Ibs.
per acre for fertilizer and 20 Ibs. per acre for seed,
sometimes this is not low enough, especially when
product is being metered from both tanks.

Rates under the values mentioned can be achieved
by replacing the standard 25 tooth sprocket on the
front of the transmission with either a 35 or 40 tooth
sprocket.

The rates obtained when using the 35 and 40 tooth
sprocket are shown on the rate charts beside the
respective size sprocket.

When both tanks are being used to meter the same
product without the Banding Kit, then the 25 tooth
sprocket on each transmission must be changed. Now
both transmissions will have the same size metershaft
sprocket.

If the Banding Kit is installed, then only the 25 tooth
sprocket on the front or rear transmission needs to
be changed.

The same metering chain can be used with these larger
sprockets up to a certain size of quick change
sprocket.

To determine a rate from the chart:

» Go to the desired rate along the line next to the
size of metershaft sprocket used.

» Go straight up from that point to where that line is
intersected by the graph line of the particular
product being metered.

» At this intersection go straight across to the
vertical line of the graph. This will give the sprocket
size required to give the particular rate chosen.

» Change the quick change sprocket and repeat the
rate check to confirm the seed rate.

* Repeat the above procedure for the other tank.

Extra High Rates

In areas where higher rates of product are required
the metershaft sprocket is changed from the standard
25 tooth to a 15 tooth.

Use the method described under EXTRA LOW RATES
to determine the required metering rate.

e

g
.'.l‘l

L ]

QUICK CHANGE SPROCKET

T

i

METERSHAFT SPROCKET

Rate

Metershaft
Sprocket
Size

Maximum
Size of
Quick
Change

Sprocket

Minimum
Size of
Quick
Change

Sprocket

Standard

25 Tooth

45 Tooth

12 Tooth

Low Rate

1)

35 Tooth

33 Tooth

12 Tooth

Low Rate

)

40 Tooth

26 Tooth

12 Tooth

High Rate

15 Tooth

45 Tooth

18 Tooth

5-32
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Operation

ate C s - Continued

Fertilizer Rate Chart: (Rear Transmission)

a

See Section 11 for Metric Rate Charts
3.

“

DIRECT DRIVE
QUICK CHANGE 40
s
.
;

29

28

27

26

25

24 155 160 165 170 175 180 185 190 195

23

= RATE CHART /¢ /o
NS L&

o AIRSEEDER / ¢ /§¢

20

F1 F2 FERTIL\ZER_Fl_ OPENED .

19 46-0-0
18
FERTILIZER
17 34.17.0 =——F2=—/ OPENED 51
16
15 FSEARJIOUZER_F3_ OPENED 55
14
13 FERTILIZER
11510 et A
12 A F4 REMOVED 56

COARSE AGGREGATE BLENDS

BN

—AMXOO0OTTYLW MOZ>ITO RXO—CO

STANDARD | 25ToOTH 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145 150
40 TOOTH 25 30 35 40 45 50 55 60
LOW RATE + + + + + + + + + + J
35 TOOTH 30 35 40 45 50 55 60 65 70 75 80
HIGH RATE 15 TOOTH 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220
METERSHAFT
METERSHAFT RATE (LBS/ACRE) SPROCKET
SPROCKET
NOTE: 1) RATE CHART APPLIES T0 7-1/2", 8", 9", 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPACING - 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING - 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH,
9" SPACING - 15 TOOTH
10" SPACING - 17 TOOTH 5) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
12" SPACING - 20 TOOTH 25 TOOTH R 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 33 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35 TOOTH - 12 TOOTH MIN.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL 26 TOOTH MAX.
TO OBTAIN A PRECISE RATE. 40 TOOTH - S TOLTH MIN.
45 TOOTH MAX.
15TOOTH 18 TOOTH MIN.
N27853
7000 Air Cart September 2004 5-33
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Operation

Rate Charts - Continued

Soybeans Rate Chart: (Rear Transmission)

See Section 11 for Metric Rate Charts

45
a4 RATE CHART 91225 N
AIRSEEDER /' ¢ / &
DIRECT DRIVE -
— 3200 == | REMOVE 3200
0 SOYBEANS
— TYPICAL FOR ALL SIZES —
38
QUICK CHANGE
SPROCKET
35
| 32
C 31
29
C 28
H 27
A 26
N 25
G 24
E 23
22
S 21
P 20
R 19
0 18
C 17
K 16
E 15
T 14
13
12
STANDARD | 25 TOOTH 165 170 175 180 185 190 195 200 205 210 215 220 225 230 235 240 245 250 255 260 265 270
LOW RATE | 40 ToOTH 1;05 | 1;10 | 1;15 | 1;20 | 1;25 | 1;30 | 1;35 | 1%10 | 14;15 | 1;50 | 1;55 1%50 165
HIGH RATE | 20 TOOTH | 210 215 220 225 230 235 240 245 250 255 260 265 270 275 280 285 290 295 300 305 310 315 320 LETERSHAFT
METERSHAFT
SPROCKET RATE (THOUSAND SEEDS/ACRE)
NOTE: 1) RATE CHART APPLIES T0 7-1/2" 8" 9" 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2"SPACING - 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING - 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9" SPACING - 15 TOOTH
10" SPACING - 17 TOOTH 5) METERSHAFT SPROCKET QUICK CHANGE SPROCKETS
12" SPACING - 20 TOOTH 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 25 TOOTH - 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 45 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 20 TOOTH - 14 TOOTH MIN. .
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL )
TO OBTAIN A PRECISE RATE. 40 TOOTH _ 26 TOOTH MAX.
12 TOOTH MIN.
N28667
5-34 September 2004 7000 Air Cart
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Operation

ate C ts - Continued

Seed Rate Chart: (Front Transmission)

See Section 11 for Metric Rate Charts

45
44
40
38
UICK CHANGE
SROCKET [e] B R W
35
U a2
| P
C 31
K 29
C 28
27
H 150 155 160 165 170 175 180 185
A 26
25
N ) RATE CHART / 8 /s
G AIRSEEDER / %¢ /43
23
E OATS =O=—| oreneD 39
22 FLAX —pB—| ctoseo 54
S 21 BARLEY OPENED 50
RICE OPENED 48
20
P (e] B R W F M P FALL RYE R 56
R 19 LENTILS (LAIRD) - - OPENED 60
O 18 SPRING WHEAT 62
C 17 DURUM ==\ = | oPENED 63
WINTER WHEAT 60
K 16 LENTIL (ESTON) 60
E 15 FABA BEANS — F == | REMOVED 62
T 14 MARAFAT PEAS == [\/| == | REMOVED 61
(LARGE)
13 TRAPPER PEAS e P = | REMOVED 63
12 CENTURY PEAS 60
(SMALL & MEDIUM)
STANDARD| 25 TOOTH 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145
y y y y y y y y y d METERSHAFT
40TOOTH | 15 20 25 30 35 40 45 50 55 60 METERSHA
LOW RATE + + + + + + y + + + + + 1
35 TOOTH 20 25 30 35 40 45 50 55 60 65 70 75 80
HIGH RATE| 15 TOOTH 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220
METERSHAFT
s RATE (LBS/ACRE)
NOTE: 1) RATE CHART APPLIES TO0 7-1/2", 8", 9", 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPACING - 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING - 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9" SPACING - 15 TOOTH
10" SPACING - 17 TOOTH 5) METERSHAFT SPROCKET  QUICK CHANGE SPROCKETS
12" SPACING - 20 TOOTH 25 TOOTH 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 12 TOOTH MIN
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH TOOTH 33 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35100 12 TOOTH MIN
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL 26 TOOTH MAX.
TO OBTAIN A PRECISE RATE. 40 TOOTH 12 TOOTH MIN
45 TOOTH MAX.
15TOOTH 18 TOOTH MIN.
N27852
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Operation

Rate Charts - Continued

Sunflowers Rate Chart: (Front Transmission)

See Section 11 for Metric Rate Charts

45
SLOW SPEED DRIVE
QUICK CHANGE SUNFLOWERS
SPROCKET 40 I
15 20
8 2 3 4 5
. o /
K 32
h = /
H 29
A 28
N 27
G 2 [/
25
E 3 4 /
24
23 2 / / 5 70 80 90 100 110 120
S 15 [/ /
22 10| 20 N
P oaf 0] / RATE CHART / g5 /&3
FS <
R 20 AIRSEEDER 7S S
19
O 18 SIZE 2 — 2 — | REMOVED | 5602
C SIZE 3 — 3 — | REMOVED | 7042
K 17 SIZE 4 — 4 — | REMOVED | 6849
16 SIZE 5 —5 — | REMOVED | 8439
E 15
T 14
13 SIZE 10 — 10 — | REMOVED | 3048
12 / y SIZE 15 — 15 — | REMOVED | 4170
SIZE 20 — 20 — | REMOVED | 5330
STANDARD 25 TOOTH 10 20 30 40 50 60 70 80
40 TOOTH llO . 20 ) 30 ) 40 ) 50 ) METERSHAFT
LOW RATE T T g T y 1 SPROCKET
35 TOOTH 10 20 30 40 50 60
HIGH RATE 15 TOOTH 10 20 30 40 50 60 70 80 90100 120 140
NOTE: 1) RATE CHART APPLIES T0 7-1/2", 8", 9", 10", & 12" SPACINGS. 4) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2"SPACING - 12 TOOTH 25 TOOTH = 45 TOOTH MAX.
8"SPACING - 13 TOOTH 12 TOOTH MIN.
9"SPACING - 15 TOOTH 35 TOOTH - 33 TOOTH MAX.
10"SPACING - 17 TOOTH 12 TOOTH MIN.
12"SPACING - 20 TOOTH 40 TOOTH - 26 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 15 TOOTH - 45 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 18 TOOTH MIN.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL
TO OBTAIN A PRECISE RATE. N34281
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Operation

Rate Charts - Continued

Slow Speed Seed Rate Chart: (Front Transmission)

See Section 11 for Metric Rate Charts

45
44 /
4
QUICK CHANGE
SPROCKET 40
38
8 S RN CA M U L
| 35
K 32
C 31
H 29
A 28
N 27
26
G 25
E 24
23 9 10 11 12 13 14 15
S 22 A
P 2 / RATE CHART/ g5 /20
95 S Q
12 S
R 20 S RNCAM UL AIRSEEDER/ ¢ /&
19
O 18 SUNWHEAT 101=— S — | OPENED 32
C CARAWAY — R— | OPENED 40
K 17 NITRAGIN — N=— | CLOSED 37
16 CANOLA 53
E 15 CANARY seep — C— | CLOSED 44
14 ALFALFA — A— | CLOSED 42
MUSTARD 56
T 13 CLOVER —M—|cLosep| 35
12 NODULATOR —U— | CLOSED 70
MILO — L — | OPENED 63
STANDARD 25 TOOTH 1 2 3 4 6 7 8 9 10 11
40 TOOTH . 1 . 2 . ) 4 ) 5 ) 6_ ) METERSHAFT
LOW RATE T T T T T T T 1 SPROCKET
35 TOOTH 1 2 3 4 5 6 7 8
HIGH RATE 15 TOOTH 34567 910 12 14 16 18
NOTE: 1) RATE CHART APPLIES T0 7-1/2", 8", 9", 10", & 12" SPACINGS. 4) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2"SPACING - 12 TOOTH 25 TOOTH = 45 TOOTH MAX.
8"SPACING - 13 TOOTH 12 TOOTH MIN.
9"SPACING - 15 TOOTH 35 TOOTH - 33 TOOTH MAX.
10"SPACING - 17 TOOTH 12 TOOTH MIN.
12"SPACING - 20 TOOTH 40 TOOTH - 26 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 15 TOOTH - 45 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 18 TOOTH MIN.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL
TO OBTAIN A PRECISE RATE. N27851

7000 Air Cart
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Operation

Rate Charts - Continued

Fertilizer Rate Chart: (Located on Front Tank of 7252 Only)

See Section 11 for Metric Rate Charts

45
44
40
38
QUICK CHANGE
SPROCKET
35
| 32
C 31
29
C 28
H 27
A 26
N 25
G 17 18 19 20
24
E 23
o RATE CHART &S S
NS S &
S - AIRSEEDER / ¢ /5%
P 20
R F1 F2 FERTILIZER
19 4600 == F1==| OPENED 47
0 18
C FERTILIZER
K 17 34170 ==F2== OPENED 51
E 16
15 FERTILIZER
T 14 2000 =—=F3=— OPENED 55
13 FERTILIZER
12 W0 e F4 = | REMOVED 56
COARSE AGGREGATE BLENDS
STANDARD | 25 TOOTH 4 5 6 7 8 9 10 11 12 13 14 15 16
HIGH RATE | 15 TOOTH 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34
METERSHAFT RATE LBS/ACRE METERSHAFT
SPROCKET ( ) Soroones
NOTE: 1) RATE CHART APPLIES TO 7-1/2" 8" 9" 10" & 12" SPACINGS. 3) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
2) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 4) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL 45 TOOTH MAX.
TO OBTAIN A PRECISE RATE. 25 TOOTH - 12 TOOTH MIN.
45 TOOTH MAX.
15 TOOTH - 20 TOOTH MIN.
N29099
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Operation

Rate Calibration

The practice of doing a rate calibration is strongly
recommended as it will confirm the actual amounts
of product being put into the ground.

Checking the rate on the 7000 Series Air Cart is very
simple.

The following procedure is one that should be followed
for every rate calibration or change of product.

Refer to calibration chart for the correct number of
turns of the crank. (See page 5-41 for imperial and
page 11-2 for metric)

Remove the wing nuts on the collector bottom.
Remove the bottom of the collector.

Remove the metering chain from the transmission
that is not being checked.

Check that the desired rate change sprocket is
installed in the transmission.

Turn the crank until material begins to fall through
the collector body.

Slide rate check box on the collector body.

Turn the crank in direction of the arrow (Counter
Clockwise) the required number of turns.

Note: Incorrectrates will occur if crank is rotated

clockwise.

For Fine Seeds it is recommended to take
a large sample. Typically to take a sample for
1/2 acre (1/4 hectare) or 1 acre (1/2 hectare).

Example:

For 1/2 acre sample for a 41 ft. wide
cultivator with a 7180:

From the chart on page 5-41
Turns required for 1/10 acre = 11.33
Turns required for 1/2 acre =11.33 x 5 = 56.65
Rate = Ibs/acre
= 1/2 acre sample weight (Ibs.) x 2

From the chart on page 11-2
Turns required for 1/10 hectare = 28
Turns required for 1/4 hectare =28 x 2.5=70
Turns required for 1/2 hectare =28 x 5 =140
Rate = kg/hectare
= 1/4 hectare sample weight (kg) x 4
= 1/2 hectare sample weight (kg) x 2

Note: The fan must not be running when a rate

checkis performed.

/

N

IMPORTANT

BEFORE FILLING TANK

- ENSURE PROPER SLIDER CLEARANCE IS SET FOR
EACH METER WHEEL
- ENSURE TANK CLEANOUT DOOR IS FULLY CLOSED.

BEFORE APPLYING PRODUCT
- SET RATE ACCORDING TO THE PROCEDURE AND
RATE CHART DESCRIBED IN THE OPERATORS MANUAL.
- TAKE A SAMPLE AND ADJUST THE RATE, IF
NECESSARY.
AIR LEAKS AFFECT METERING ACCURACY

- ENSURE ALL SEALS ARE PROPERLY POSITIONED
AND ALL LIDS ARE TIGHTLY CLOSED.

A\ —l
/
IMPORTANT

FOR FINE SEEDS ONLY: | FOR ALL OTHER SEEDS:

\\ REFER TO OWNER'S MANUAL FOR PROPER SLIDER SETTING

COLLECTOR
BOTTOM

7000 Air Cart
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Operation

Rate Calibration - Continued

» Weigh the sample by using tarp straps to hook rate
check box to spring scale.

Note: Remember to subtract the weight of the rate
check box from the total sample weight.
e Check this rate against rate required.
For 1/10 acre sample:
Rate = Ibs/acre = Sample Weight (Ibs) x 10
For 1/10 hectare sample:
Rate = kg/ha = Sample Weight (kg) x 10
« If a different rate is required then increase or
decrease the size of the rate change sprocket.

Increasing the sprocket size will increase the rate
and vice versa.

» Replace the bottom of the collector.

Note: Arrow directions on the collector bottom
must pointin the same direction as the ones
on the collector body.

» Follow the above procedure to check the rate of
the other tank.

Alternative Rate Calibration

An alternate rate calibration method takes into
account wheel sinkage and variations in tire
circumference.

See the Monitor Section 6 (Application Rate). Instead
of turning the calibration crank, the metering drive clutch
is engaged and the seeder is pulled through a distance
that equals at least 1/10 of an acre (1/10 hectare).

Note: Fan should not be running for either rate
check method.

STORAGE BRACKET

5-40 September 2004 7000 Air Cart
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Operation

Imperial Rate Calibration Chart

7130 and 7180

Calibration Chart based on 1/10 of an Acre. See Rear of book for
W = Machine Width (Feet) Metric calibration chart.
F = Optional Mechanical Acre Tally Factor = 56/R

R = Crank Rotation - turns

for 1/10 acre = 527.1/W for 7130 with 16.5 x 16.1 All Weather Tires.

for 1/10 acre = 464.6/W for 7130 & 7180 with 21.5 x 16.1 All Weather Tires.
for 1/10 acre = 460.8/W for 7180 with 21.5 x 16.1 Sure Grip Tires.

D = Distance required for 1/10 Acre (Feet) = 4356/W
Dx12 48 18
X—— X——

Tire Circumference 15 48

New Crank Rotations =

7000 Series Air Seeder
IMPERIAL RATE CALIBRATION CHART
WIDTH AIRSEEDER MODEL DISTANCE | WIDTH AIRSEEDER MODEL DISTANCE
7130 7180 7130 7180
W] Tire Tire Sure GripTire D] W] Tire Tire Sure GripTire [D]
16.5x16.1 21.5x16.1 21.5x16.1 16.5x 16.1 21.5x16.1 21.5x16.1

() [R] [F] [R] [F] [R] [F] (ft) (f) [R] [F] [R] [F] [R] [F] ()

21 25.10 | 2.23 |22.13 | 253 |21.94 | 255 207.43 51 1034 | 542 [9.11 | 6.15 |[9.03 | 6.20 85.41
22 2396 | 234 2112 | 265 (2094 | 2,67 198.00 52 1014 [ 552 | 894 [626 | 886 | 632 83.77
23 22.92 | 2.44 120.20 | 2.77 |20.03 | 2.80 189.39 53 995 | 563 (877 |6.39 | 8.69 |6.44 82.19
24 2196 | 255 11936 (289 (1920|292 18150 54 976 | 574 | 860 |651 [853 | 657 8067
25 21.08 | 2.66 |18.59 | 3.01 |18.43 | 3.04 174.24 55 958 | 585 (845 | 6.63 | 8.38 | 6.68 79.20
26 2027 | 276 1787 | 3.13 |17.72 | 3.16 167.54 56 941 | 595 [830 |6.75 [823 | 680 7779
27 1952 ( 287 [17.21 | 3.25 [17.06 | 3.28 161.33 57 9.25 | 6.05 |(8.15 | 6.87 | 8.08 [6.93 76.42
28 1883 [ 297 |1659 | 338 11645 | 340 15557 58 909 | 616 [ 801 1699 [794 | 705 75.10
29 18.18 | 3.08 [16.02 | 3.50 [15.89 | 3.52 150.21 59 893 | 627 (788 |7.11 | 781 |7.17 73.83
30 1757 | 3.19 |1549 | 362 {1536 | 3.65 145.20 60 879 | 637 | 774 | 724 | 768 | 729 7260
31 17.00 | 3.29 (1499 | 3.74 (14.86 | 3.77 140.52 61 864 | 648 (762 | 735 | 755 [7.42 7141
32 1647 | 340 |1452 | 3.86 1440 | 3.89 136.13 62 850 | 659 [ 749 | 748 | 743 | 754 70.26
33 1597 [ 3.51 [14.08 | 3.98 [13.96 | 4.01 132.00 63 837 | 669 (738 |759 |731 |7.66 69.14
34 1550 [ 361 |13.67 | 410 11355 ] 4.13 128.12 64 824 1680 [726 | 771 [720 | 7.78 68.06
35 15.06 | 3.72 [13.28 | 4.22 (13.16 | 4.26 124.46 65 811 | 691 (7.15 |7.83 |7.09 [7.90 67.02
36 1464 [ 383 [1291 | 434 {1280 | 438 121.00 66 799 | 701 | 704 | 795 [698 | 802 66.00
37 1425 [ 3.93 [12.56 | 4.46 [12.45 | 4.50 117.73 67 787 | 712 (693 |8.08 |6.88 |8.14 65.01

38 1387 | 404 1223 [ 458 11212 | 462 11463 68 775 | 723 | 683 1820 [678 | 826 6406
39 1352|414 (1191 ]|4.70 (1181 | 4.74 111.69 69 764 (733 |6.73 | 832 | 6.68 | 8.38 63.13
40 1318 | 425 11162 (482 11152 | 486 108.90 70 753 | 744 1664 1843 [658 | 851 62.23
41 12.86 | 435 (1133 |4.94 [11.24 | 498 106.24 71 742 (755 | 654 | 856 | 649 | 8.63 61.35
42 1255 1446 |1106 (506 {1097 | 510 103.71 72 732 | 765 | 645 1868 [640 | 875 60.50
43 12.26 | 457 (10.81|5.18 |10.71 | 5.23 101.30 73 722 (776 |636 |881 |6.31 |887 59.67

44 1198 | 467 11056 | 530 11047 | 535 99.00 74 712 [ 787 | 628 |892 | 623 | 899 58.86
45 [11.71 | 478 [10.33 | 542 [10.24 | 547 96.80 75 |[7.03 | 797 [620 |9.03 |6.14 [9.12 58.08
46 1146 1489 11010 | 554 11002 | 559 94,70 76 694 [807 [611 1917 | 606 | 924 57.32
47 [11.21 | 500 [9.89 566 |9.80 [5.71 92.68 77 |6.85 818 [6.03 | 929 |598 [9.36 56.57
48 1098 | 510 1968 | 579 960 | 583 90.75 78 6.76 [ 828 |596 |940 | 591 |948 55.85
49 [10.76 [ 520 [9.48 (591 [9.40 [5.96 88.90 79 |[667 [840 [588 | 952 |583 [961 55.14
50 |1054 531 | 929 |603 |921 |608 87.12 80 |659 [850 |581 (964 [576 |972 54.45
7000 Air Cart September 2004 541
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Operation

Imperial Rate Calibration Chart

7180, 7240, 7252 and 7300

Calibration Chart based on 1/10 of an Acre. See Rear of book for
W = Machine Width (Feet) Metric calibration chart.

F = Optional Mechanical Acre Tally Factor = 56/R

R = Crank Rotation - turns

for 1/10 acre = 368.9/W for 7180 with 18.4 x 26 All Weather Tires.

for 1/10 acre = 348.5/W for 7240, 7252 & 7300 with 23.1 x 26 All Weather Tires.
for 1/10 acre = 316.8/W for 7240, 7252 & 7300 with 23.1 x 26 Rice Tires.

D = Distance required for 1/10 Acre (Feet) = 4356/W

] Dx12 48 18

New Crank Rotations = — X—— X—

Tire Circumference 15 48

7000 Series Air Seeder
IMPERIAL RATE CALIBRATION CHART
WIDTH AIRSEEDER MODEL DISTANCE |WIDTH AIRSEEDER MODEL DISTANCE
7180 7240/7252/7300 7180 7240/7252/7300
W] Tire Tire Rice Tire D] W] Tire Tire Rice Tire [D]
18.4 x 26 23.1x26 23.1x26 18.4 x 26 23.1x26 23.1x26
(ft) [R] [F] [R] [F] [R] [F] (ft) (ft) [R] [F] Rl | [F] [R] [F] (ft)
21 (1757 |3.19 [16.59 [3.38 | 15.09 | 3.71 207.43 51 723 | 775 |6.83 (820 | 6.21 9.02 85.41
22 16.77 | 334 |1584 1354 | 1440 3.89 198.00 52 7.09 {790 1670 | 836 6.09 9.20 83.77
23 [16.04 | 3.49 |15.15 [3.70 | 13.77 | 4.07 189.39 53 6.96 |8.05 |657 852 | 5.98 9.36 82.19
24 1537 [ 364 |1452 1386 | 1320 4.24 18150 54 683 1820 1645 | 868 587 954 80.67
25 (1476 | 3.79 |13.94 [4.02 | 12.67 | 4.42 174.24 55 6.71 | 835 |6.34 883 | 5.76 9.72 79.20
26 (14191395 11340 (4181218 | 460 16754 56 659 | 850 16221900 | 566 9.89 7779
27 |13.66 | 4.10 |12.91 (4.34 | 11.73 | 4.77 161.33 57 6.47 | 8.66 |6.11|9.17 | 556 | 10.07 76.42
28 1318 [ 425 (1244 1450 | 11.31 4.95 15557 58 636 {881 16011932 5.46 10.26 75.10
29 |[12.72 | 440 |12.02 [4.66 | 10.92 | 5.13 150.21 59 6.25 | 8.96 |591 |9.48 | 537 |10.43 73.83
30 1230|455 |1162 1482|1056 | 530 14520 60 615 (911 |581|964 | 5728 | 1061 7260
31 [|11.90 | 471 |11.24 |498 | 1022 | 5.48 14052 61 6.05 [9.26 |571 (981 | 519 |10.79 71.41
32 1153 | 486 (1089 1514 | 990 566 13613 62 595 1941 15621996 511 10.96 70.26
33 |11.18 [ 5.01 |10.56 |5.30 | 9.60 5.83 132.00 63 586 |9.56 |553 (1013 | 5.03 | 11.13 69.14
34 1085 | 516 1025 1546 [ 9.32 6.01 12812 64 576 1972 1544 11029 | 495 11.31 68.06
35 |10.54 [ 531 | 9.96 |5.62 | 9.05 6.19 124.46 65 5.68 |9.86 |5.36 [10.45 | 4.87 | 11.50 67.02
36 1025 | 546 | 968 |579 | 8.80 6.36 121.00 66 559 11002 {528 {1061 | 4380 11.67 66.00
37 9.97 | 562 | 942 (594 | 856 6.54 117.73 67 551 [10.16 |5.20 [10.77 | 4.73 | 11.84 65.01
38 971 | 577 (917 1611 | 834 6.71 11463 68 543 11031 1512 11094 | 466 12.02 64 .06
39 9.46 |5.92 | 893 [6.27 | 8.12 6.90 111.69 69 535 [10.47 |5.05 [11.09 | 459 | 12.20 63.13
40 922 | 607 | 871 |643]| 792 7.07 108.90 70 527 11063 1498 (1124 | 453 | 1236 6223
41 9.00 | 6.22 | 850 [659 | 7.73 7.24 106.24 71 520 [10.77 |491 (1141 | 446 | 1256 61.35
42 878 | 638 [830 |675| 754 743 10371 72 512 11094 1484 |1157 | 440 12.73 6050
43 858 | 6,53 |8.10 [6.91| 7.37 7.60 101.30 73 5.05 [11.09 |4.77 |11.74 | 4.34 | 12.90 59.67
44 838 668 (792 707 | 7.20 .78 99.00 74 499 11122 1471 11189 | 428 13.08 58.86
45 820 |6.83 | 7.74 (724 | 7.04 7.95 96.80 75 492 (1138 |4.65 (12.04 | 422 | 1327 58.08
46 802 | 698 | 758 |739] 689 | 813 94 70 76 485 111551458 11223 417 | 1343 57.32
47 785 | 713 | 741 |756 | 6.74 | 8.31 92.68 77 479 [11.69 |453 (1236 | 4.11 | 1363 56.57
48 769 | 728 | 726 771 | 660 8.48 90.75 78 473 11184 1447 11253 | 4.06 13.79 55.85
49 753 | 744 | 7.11 [7.88 | 6.47 8.66 88.90 79 467 [11.99 |4.41 [12.70 | 4.01 | 13.97 55.14
50 738 | 759 [697 1803 | 634 8.83 87.12 80 461 112151436 11284 | 396 14.14 54 .45
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Operation

Seeding Fine Seeds (Canola, Mustard, etc.)

When seeding fine seeds such as canola or mustard,
the slow speed transmission has to be engaged to
ensure the low rates required for these products. Note: Seed must be placed in the front tank.

The slow speed transmission is incorporated in the
FRONT Posi-Drive Transmission.

a N

» To engage the slow speed, remove the large hairpin
HAIRPIN LOCATION FOR:

from the front shaft and install through the sleeve
and shaft located at the rear of the transmission.

Note: Shaft will have to be rotated to align holes
for pin insertion.

. DIRECT SLOW SPEED
» To disengage the slow speed, reverse the above DRIVE DRIVE
procedure.
» Rate checks can be performed the same way as & ),

for other seeds.

» Usuallyitis necessary to reduce the fan rpm when
seeding fine seeds. See Fan Speed for specific
fan speeds.

HAIRPIN

Applying Inoculant

When inoculant is applied at the time of seeding, then
once the Air Cart has been filled, the fill-lids should
be left open and the fan run for 5-10 minutes at full

rpm to dry the seed. Note: If the seed is not dried then the seed will
have atendency to bridge and not meter into
Calibration must be done after the seed is dried, the air stream.

otherwise the calibration will be incorrect.

7000 Air Cart September 2004 5-43
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Operation

Fan Speed Setting

Hydraulic Fan Drive

The hydraulic motor used on the 7000 Series Air Cart
requires a load sensing or closed centre hydraulic
system with flow control.

These systems provide only the necessary amount
of oil to operate the fan at a specific speed.

The hydraulic motor will also work on some open
centre systems, however the respective tractor
manufacturer should be consulted before the hydraulic
driven fan is installed.

Fan speed is adjusted by increasing the amount of oil
being delivered to the motor. This is done by adjusting
the respective flow control valve until the desired rpm
is displayed on the monitor.

Note: There is a one-way check valve installed in
the hydraulic circuit. If the fan does not rotate,
then move hydraulic lever in the opposite
direction; this will engage the fan. This valve
prevents damage to the hydraulic systems
when the fan is shut OFF, by allowing the fan
to freewheel.

Engine Driven Fan

The engine drives the fan through a set of belts and
pulleys.

To increase or decrease the fan speed is a simple
matter of increasing or decreasing the engine speed
until desired fan speed is indicated on the monitor.
So as not to overload the engine, the minimum fan
speed is 3000 rpm.

Note: Maximum engine operation rpm. Do not
adjust governor to increase engine speed
above this set point.

Hydraulic Drive

IMPORTANT

Run hydraulic fan drive at lowest rpm
possible (1,000-2,000) for 5-10 minutes before
operating at set rpm. This is required to
warm up the hydraulic fluid. Cold hydraulic
fluid will cause pressure spikes in the system
that will damage the case drain seal in the
orbit motor.

Engine Drive

5-44 September 2004
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Operation

Fan Speed

Adequate air volume is necessary at all times to carry
the product in the air stream. Air volume can be
controlled by adjusting hydraulic oil flow on hydraulic
fan drives or adjusting engine speed on engine fan
drive models.

Air volume hence fan speed requirements will vary
with:

(& Ground speed

(b) Metering rate

(c) Number of primary runs

(d) Width of machine

(e) Density and size of material

Excessive fan speed can cause seed damage, seed
bouncing and premature wear of the system.

Generally fan speed is adequate if product flows
through the hoses without surging and the hoses
empty quickly and evenly when the system shuts
down.

The table lists suggested minimum fan speeds for
certain products. The table should be used only as
a guide. If plugging or surging occurs increase the
fan speed to eliminate the problem.

Note: Itis recommended that after arain or dew
the fan be run two to three minutes to expel
any moisture in the system.

Important

Keep fan impeller blades clean at all times.

Note: Once fan speed is properly set, be sure to
adjust the monitor fan alarm setting
accordingly. See Monitor Section “Monitor
Programing”.

Suggested Minimum Fan RPM
Application Rate Fan Speed Setting
Product
Seed Fertilizer Single Shoot Double Shoot
Fine Seeds All Rates All Rates 3000 RPM 3000 RPM
Lentils All Rates All Rates 3800 RPM 3800 RPM
90 Ibs/acre 50 Ibs/acre
(100 kg/ha) (56 kg/ha) 4300 RPM 3800 RPM
. 90 Ibs/acre 100 Ibs/acre
Coarse Grains (100 kg/ha) (112 kg/ha) 4500 RPM 3800 RPM
90 Ibs/acre >150 Ibs/acre
(100 kg/ha) (168 kg/ha) 4800 RPM 4000 RPM
180 Ibs/acre 40 Ibs/acre
Large Seeds (200 kg/ha) (45 kg/ha) 4400 RPM 4000 RPM
- : . <100 Ibs/acre e
Fertilizer Light (112 kg/ha) 4000 RPM
- R >100 Ibs/acre ok ok k %
Fertilizer Heavy (112 kg/ha) 4500 RPM
Note: Fan Speeds given are when applying product.
It is normal for fan speed to drop when not applying product.
7000 Air Cart September 2004 5-45

108



Operation

Double Shoot Settings

Double Shooting is done with a few simple adjustments

as follows: SET PLENUM DAMPER SO THAT
. TOP EDGE OF STRAP ALIGNS
1.Plenum Setting WITH DECAL LINE. THIS DAMPER

IS SET TO OPEN POSITION.

2.Diverter Setting
3.Quick Coupler Position (Tow Behind Only)

Plenum Damper Settings

Adequate air volume is necessary at all times to carry
the product in the air stream. Air volume can be
controlled by adjusting the plenum damper settings.

The table below lists initial plenum damper settings
for certain products.

Note: The settings in table should be used only
as aguide.

» |If fertilizer plugging or surging occurs decrease
the seed damper setting to eliminate the problem.

e If seed plugging or surging occurs increase the
seed damper setting to eliminate the problem.

Diverter Settings -
Suggested Plenum Settings
Located between the metering bodies in each primary for Average Rates
line are two diverter valves. The diverters must be —
correctly set in order for product to flow correctly as Product Seed Fertilizer
outlined on page 5-47 and 5-48. Rate Damper Rate Damper
1.Double Shoot - Handles in Double Shoot Ibfacre | Setting | Ib/acre | Setting
Position. Fine Seeds | All Rates 1/4 All Rates | Open
2.Single Shoot - Handles in Single Shoot 90 Ib Open 50 Ib 12
Position. (100 kgha)] P | (56 kg/ha)
. 90 Ib 100 Ib
Coarse Grains (100 kg/ha Open (112 kg/lb) Open
Quick Coupler (Tow Behind Only) 90 Ib m R .
, _ (100 kg/ha) (168 kgha)| "
The Quick Coupler located on the rear of the seeding
tool has two positions. In order to maintain correct Large Seeds 180 Ib Open 40 1b 1/4
product flow the coupler must be set in correct position (200 kgfha) (45 kgiha)
as outlined on page 5-47. Tow - Top Damper Closed
1.Double Shoot - Top Position Single Shoot Behind - Bottom Damper Open
2.Single Shoot - Lower Position BeTtSVVZen ;%thc?n?rgger;p%?ecnlosed

Note: See“Fan Speeds” for Fan RPM.

5-46 September 2004 7000 Air Cart
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Operation

Double Shoot Settings - Continued

Double Shoot Tow Behind

@ SEED Double Shoot:
1. Coupler: Top Position

— 2. Diverter Setting: Handles are in
Double Shoot Position.

SEED

3. Plenum Setting: Refer to table on page 5-46.

&
| ]

f 7 FERTILIZER

SEED FERTILIZER
TANK TANK

SEED —[]
i &g S 5 , C
= % J)
®

&
11 1T 7|
| I, T A

AIR FLOW

Single Shoot Tow Behind
@ SEED Single Shoot:

C 1. Coupler: Lower Position

2. Diverter Setting: Handles are in
Single Shoot Position.

SEED
FERTILIZER -

3. Plenum Setting: Refer to table on page 5-46.

FERTILIZER

SEED FERTILIZER
TANK TANK

SEED m )
E- gr._ B @
—_—— % D
® Y

g
144
NI
NN
5o o
el
o o o

AIR FLOW
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Operation

Double Shoot Settings - Continued

Double Shoot Tow Between

@ SEED

_ 1. Diverter Setting: Handles are in
L_ Double Shoot Position.

Double Shoot:

= 2. Plenum Setting: Refer to table on page 5-46.
FERTILIZER

SEED FERTILIZER
TANK TANK

|-! il Bl Se7
IJ 1 | IS

@ AIR FLOW

E-«
NN

000000

Single Shoot Tow Between

@scco Single Shoot:

- 1. Diverter Setting: Handles are in
Single Shoot Position.

2. Plenum Setting: Refer to table on page 5-46.
FERTILIZER

FERTILIZER
SEED

SEED FERTILIZER
TANK TANK

000000

@ AIR FLOW
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Operation

Fertilizer Banding Kit

The fertilizer banding kit joins the two transmissions
together, so only the front or rear transmission needs
to be set for different rates.

The product is then metered at a 40:60 split in the
rate. The front tank meters 40% of the desired rate
and the rear tank meters 60% of the desired rate.

To determine the rate sprocket and calibration of Air
Cart use the following procedure:

Using Rear Transmission

The amount collected from the rear tank is 60% the
total amount being metered into the air stream.

* Multiply the desired rate (DR) by 60% to determine
the rate being metered from the rear tank (RR).
DR x .6 =RR

* Use the rear tank rate (RR) to determine the rate
change sprocket to use. See Rate Charts Section

* Remove the chain joining the two transmissions
before taking rate calibration samples from rear
tank only. See Rate Calibration Section.

This will prevent material from being deposited into
the front collector body that is not being checked and
avoid a possible plugging of the hoses.

» The sample taken from the tank should be 60% of
the desired rate as determined above (RR).

Using Front Transmission

The amount collected from the front tank is 40% the
total amount being metered into the air stream.

* Multiply the desired rate (DR) by 40% to determine
the rate being metered from the front tank (RF).
DR x .4 =RF

» Use the front tank rate (RF) to determine the rate
change sprocket to use. See Rate Charts Section

* Remove the chain joining the two transmissions
before taking rate calibration samples from front
tank only. See Rate Calibration Section.

This will prevent material from being deposited into
the rear collector body that is not being checked and
avoid a possible plugging of the hoses.

* The sample taken from the tank should be 40% of
the desired rate as determined above (RF).

Important

Remove the meter drive chain from the
transmission not in use. Severe damage to
drive components will result otherwise.

Note: Supplied in section*” Fertilizer Banding Kit”
(at rear of book) are rate charts which are
based on the 60/40 split for easy rate
sprocket selection.

Rear Transmission

Example:

For adesired rate (DR) of 100 Ibs. per acre:
Determine Rear Tank Rate (RR)

DR x .6 = RR

100 Ibs/acre x .6 = 60 Ibs/acre

100 kg/ha x .6 = 60 kg/ha

Determine sprocket size required to apply 60
Ibs/acre from Rate Chart on Air Cart.

Front Transmission

Example:

For adesired rate (DR) of 100 Ibs. per acre:
Determine Front Tank Rate (RF)

DR x .4 = RF

100 Ibs/acre x .4 = 40 Ibs/acre

100 kg/ha x .4 =40 kg/ha

Determine sprocket size required to apply 40
Ibs/acre from Rate Chart on Air Cart.

7000 Air Cart
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Operation

Operating Engine

Before Starting Engine

* Check oil level, add if low.

* Check fuel level, add if low.

» Check to make sure all guards are in place.

» Clean pre-cleaner and inspect air cleaner (primary
filter) and check to make sure that all air cleaner
parts are connected correctly.

» Check that gas tank vented filler cap is clear.
» Clear any straw or debris from the cooling fins.

Refer to engine manual for more detail.

Starting engine
e Set throttle between slow and fast positions.
» Pull choke control out.

» Activate starter switch to start engine.

Note: Do not crank engine for more than 10
seconds. If engine does not start, allow 60 Engine Drive
seconds cool down period between starting
attempts. Failure to do so may cause starter
motor failure.

* As engine warms up gradually return choke to off
position.

Note: Theengineis protected against overheating
and low oil pressure by an automatic
shutdown system. This is to help prevent
damage to the engine should either or both
occur.
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Hydraulic Fan Drive

The orbit motor on the fan requires tractor to have
either a load sensing hydraulic system or a closed
centre hydraulic system with flow control.

Maximum flow required is 13 U.S. g.p.m. (49 1)
minimum pressure of 2100 p.s.i.(14,469 kPa).
However smaller flows can be used depending on the
product being metered.

For correct operation of the fan the hydraulic motor
must be coupled to the priority valve (if tractor is so
equipped) in the hydraulic valve bank.

Check with the tractor manual or manufacturer to
determine if or which spool is a “priority valve”.

Speed fluctuations will result if the fan is not connected
to the priority valve if hydraulic system is equipped
with a priority valve.

Ensure couplers are free of dirt and are clean when
connecting the fan hydraulics to the tractor.

The fan has a one way check valve that only allows
oil to flow in one direction. It may be necessary to
reverse the hydraulic hoses at the couplers to obtain
the correct operation.

A piston motor creates leakage past the internal
components for lubrication. This oil needs to go back
to the oil reservair, the lowest pressure possible. The
motor has a 3/8” (10 mm) diameter drain line. This
line must be connected directly into the tractor
hydraulic reservoir to ensure that there is zero back
pressure in the drainline, otherwise damage will result
to the motor.

IMPORTANT

Typical shaft seal failures occur when the
case drain quick coupler is not attached
properly or if the Air Cart is started in cold
weather - cold weather makes the hydraulic
oil very viscous - any time the Aijr Cart is
started in cold weather the tractor hydraulics
should be allowed to warm up first and then
the fan should be started and run at the
slowest speed possible for 5-10 minutes
before going to full speed.

Hydraulic Coupling
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Operating Guidelines

There are a number of areas that can cause problems
when seeding. Listed below are specific points that
should be addressed at all times. Following these
guidelines will ensure better crop emergence and
consequently the potential for better yields.

An improperly levelled seeding tool cause uneven . -
depth which could result in poor emergence. W T | i|

It is important that the seeding tool is levelled both _:l.'.
side to side and front to back. e =

Check Tire Pressures

* Ensure all tires are inflated to their specified
pressure. Incorrect tire pressure can cause depth
variations.

Level Seeding Tool Side to Side

e Check the depth of each shovel on the back row.

e Adjust side to side level as necessary. See seeding
tool manual for more details.

Level Seeding Tool Front to Rear Erontto Back Level

» Poor front to rear levelling causes ridging as shown.

e Check the depth of two adjacent shanks normally
one on the front row and one on the rear row.

e Adjust level as necessary. See seeding tool
manual for more details.

Worn Seeding Tool Parts

» Shanks that are bent cause uneven depth and they
should be repaired or replaced.

» Trip mechanisms that are worn can also cause poor
depth control and any worn parts should be repaired
or replaced.

Packing

e Packing behind the seeding unit is strongly
recommended. This improves germination and
helps reduce moisture loss and erosion.

* |In wet conditions the head land should be done
last to prevent over packing.

Mounted Packers
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Operating Guidelines - Continued

Turning

Avoid sharp turns. Backing up of the outer wings
with the seeding tool in the ground has a tendency
to plug the seed boot with soil.

Raise seed boots fully before making sharp turns
or backing machine.

Seed Rate Settings

Remove any caked-on material from sliders and
metering wheels.

Ensure all sliders are properly set and wheels turn
freely.

Check product rates carefully by performing a
calibration check.

Fertilizer Application

Avoid using fertilizers that absorb moisture readily,
especially during periods of high humidity.

Also avoid fertilizers that contain a high percentage
of fine dust, as these materials can plug metering
wheels and coat the inside of seed distribution
system.

Fan Setting

Run fan at recommended speed. If plugging or
surging occurs increase the fan speed to eliminate
the problem.

Allow tractor hydraulic oil to warm-up thoroughly
prior to seeding. Cold oil will cause slower fan
speeds (Hydraulic driven fan).

Product Application

Control product application with the clutch switch
in tractor.

Have machine moving forward before lowering seed
boots to avoid plugging.

To prevent skipping, allow 15 feet (5 m) of forward
travel to ensure air system has delivered product
to seed boots.

Note: Itis strongly recommended to consult local
agricultural extension offices for allowable
product rates, which are dependent on soil
moisture and type.

Note: If equipped with a granular tank, the lines
must be blocked off when notin use.

Note: Do not attempt to meter product when fan
is not running. Damage to the metering
wheels may occur.

7000 Air Cart
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Operating Guidelines - Continued

Adjustments and Operational Checks

*  When changing fields and periodically throughout
the day the seeding tool should be checked for
level and depth and the seed boots for blockage.

Checking Seed Flow

The following procedure should be implemented
throughout the day typically at each fill of the Air Cart:

» Raise the seeding tool out of the ground.

e With the fan running turn the crank on the rear
transmission 4 or 5 turns.

e Seed and/or fertilizer should appear at each outlet
on the ground.

» If no seed or fertilizer appears on the ground at any
of the openers check for hose blockage in both the
15/16” (24 mm) diameter secondary and the 2 1/2”
(64 mm) diameter primary hose, as well as in the flat
fan divider.

e See Trouble Shooting Section for possible causes
of the blockage.

Moisture Alert

»  Whenever Air Cart has been standing for an hour
or more during period of high humidity or damp,
rainy days, or after sitting overnight, run fan at
recommended rpm, with machine stationary for 5
minutes.

Air Leaks

It is imperative that no air leaks occur in the Air Cart
tank as even the smallest air leak from the lid will
lead to material bridging in the tank thereby causing
misses in the field.

Check the following areas for air leaks:
- Tank clean-out door
- Metering body assembly seals
- Collector assembly seals
- Tank lid

Tank Low in Product

» Refill tank before metering wheels are exposed.

» The metering wheels must be completely covered
to avoid unseeded strips.

Important

Check Metering Wheel keyways in
the event the primary lines plug.

Keyways may shear if the collector becomes
pluged.

Note : Check Seed Flow as described above, after
running fan for 5 minutes.
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Operating Guidelines - Continued

Monitor
» Familiarize yourself with all monitor functions.

* Ensure all monitor “settings” are correctly set for
the Air Cart/Seeding Tool combination.

* Recognize and correct alarm conditions as
indicated on the machine.

e Check all wire harness connections for corrosion
and use a dielectric spray to clean. Inspect all
sensors for proper gap.

Monitor

Opener Adjustments - Double Shoot Boots

Improperly adjusted or worn seed openers can cause
poor seed/fertilizer separation and plugging which
could result in poor emergence.

It is important that the seed openers be properly
adjusted.

Note: Points should be adjusted according to wear
and deflectors replaced when worn.

Listed below are guidelines for seed openers S25962,
S28158, S29000, and S29140.

Note: When applying Anhydrous Ammonia it is
strongly recommended to consult local
agricultural extension offices for allowable
rates which are dependent on soil moisture
and soil type.

: . Point Position
Soil Condition
Top Middle (Factory Setting) Bottom
, , Soil moisture dry
Light Soil Soil moisture medium ﬁﬂi r;ro|li8t3irde;vet|ication NH? or liquid application
g PP Worn Point adjustment
, , Soil moisture dry
Medium Soil Soil moisture medium ﬁ&g r;rolliztgi:je;\pl)eptlication NH? or liquid application
Worn Point adjustment
Heavy Soil Soil moisture dr Soil moisture wet Not recommended
y y NH? or liquid application |Worn Point adjustment
7000 Air Cart September 2004 555
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Opener Adjustments (Double Shoot Boots) - Continued

Part Number S25962

Important

Re-tighten all bolts after initial 10 hours.
Check tightness periodically thereafter.

Part Number S29140

Component Replacement
e Tighten all bolts evenly.

 Drift head of bolts with hammer to seat shoulder of
bolt head.
< Re-tighten bolts evenly to specified torque.
e 3/8” bolts torque to 30 ft. Ib. (41 N-m)
e 7/16” bolts Grade 8torque to 70 ft. Ib. (95 N-m)

5-56
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General Field Operation

» Follow guidelines outlined in “Operating Guidelines”.
e Switch monitor on.

e Start Fan.

Note: Load sensing hydraulic systems require
“warming up” before they function
smoothly. See “Hydraulic Fan Drive” for
more details.

 Move forward with seeding tool.
e Engage metering system clutch (MAIN).
e Lower seeding tool into ground.

e Turning at headland: Switch metering system
clutch off (MAIN), immediately raise seeding tool
fully rephasing hydraulics (see seeding tool
manual).

e Once turned engage metering system clutch
(MAIN) and lower seeding tool into ground.

Clutch Switches

Main
» Controls the main clutch which engages and
disengages the ground drive.

Auxiliary
e Controls the optional second clutch.

Granular
» Controls the optional granular tank clutches.

METERING SYSTEM
CLUTCH SWITCH

Note: Do not attempt to meter product when fan
is not running. Damage to the metering
wheels may occur.

Note: It takes approximately 15 feet (5 m) of
forward travel @6 M.P.H. (10 kph) before
product reaches the seed openers.

GRANULARCLUTCH
SWITCHES

AUXILARY CLUTCH
SWITCH

GRAWLLAR

&AU.MLIAHH'

= |

Clutch Switch Console

7000 Air Cart
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Introduction

The monitor utilizes a multiplexed data communication
system to monitor the functions of the Air Cart. In the
multiplexed system, all sensors communicate with the
monitor on the same three wires.

The system can monitor and display status of the
following functions:

e Fanspeed

e Ground speed

e Shaft speeds (up to 3)

* Binlevels (up to 3)

* Flow Blockage (up to 192 runs)

» Seed rates & Seed Counts (up to 24 rows)

* Auxiliary bin pressure

An audio alarm will sound upon detection of: low or high
fan speed, low shaft speed, low bin level. Also, loss of
flow in any runs that are being monitored with Blockage
Modules, and low seed rates when seed counting
sensors are used also generate alarms. Audio alarms
persist until the alarm condition is removed or until the
alarm is acknowledged by the operator by pressing the
ACK button.

In addition, the monitor can determine and display:
* Field Area

o Total Area

» Application Rate (weight per unit area)

The monitor allows the following settings to be changed:

e High and Low fan speed alarm point

* Ground speed pulses per mile and pulses per
revolution

» Pulses per revolution of fan and 3 shafts

* Low bin alarm for 3 bins

» The number of Blockage Modules that are connected
to the monitor

e Seed rate alarm points for 9 seed types (Plant)

e The width of the implement

» Display imperial or metric units

The settings listed above, as well as field and
accumulated areas, and the total number of seeds
planted on the current field, are stored in nonvolatile
memory. This means that the information is retained
even when power is disconnected.

Two cables exit the rear of the monitor. There is a two
wire power cable that connects to the tractor power
supply. The other is a three wire cable that brings power
and communications to the remote sensors through the
main harness.

MOITORVersion 2 shown

Note: Monitor N27010 has been superseded by
monitor N37010. The monitors are
interchangeable with some differences in
programming and functionality.

ALEILIANY

GHANULAR

k i '.l
! ]
P o
MORRE  Clurts Eosteoiies Wi

CLUTCH SWITCHES
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Identifying Monitor Version

Monitor N27010 (Version 1 Series) has been
superseded by monitor N37010 (Version 2 Series).
The monitors are interchangeable with the exception
of the use of radar and optical blockage modules
with version 2 only. Refer to chart for complete list
of differences between two monitor versions.

Monitor can be identify by the face plate as indicated.
Version 1 - has BIN PRESS
Version 2 - has SPACING, SCAN and MANUAL

Note:

On power up the monitor will briefly display

the version and software level. (i.e.V1.7)

/ M MORRIS

sssssssss

seeeo(+ N NV N/ NI AL R
FAN | «
SEED SHAFT | < I/l\l I/N I/N l/l I/l I/N >
FERTSHAFT [« VvV F InH20 ACRE M MPH KG »
AUX SHAFT | « PSI C KPa Ha RPM FT KPH LB
FIELD AREA | « I_ll_l I_l I_ I_ -
TOTALAREA | € o=y fommmy o o = - C-C
O O W
(&
SFA

ON
OFF

0 )

APP RATE
BIN PRESS
FLOW
PLANT

L

N27010 /

Version 1 Series

f # MORRIS

Industries

0 )

o2 NANANARANAR 7)o
SEED SHAFT | « |&| |&| | VLI&H&' > [ FLOW
FERTSHAFT |« V F InH20 ACRE M MPH KG » | PLANT
AUX SHAFT | « PSI C KPa Ha RPM FT KPH LB » | SPACING
FIELD AREA | « I “ ||_| I_ I—l ===»

TOTAL AREA | < i i1 =S=»[scaN
(< l “ | l_ll_ I_l EEE») MANUAL

\

ACK DOWN MODE

ON
OFF

N37010 J

Version 2 Series
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Identifying Monitor Version - continued

The following chart is a summary of the differences between version 1 and version 2 monitor.

Hardware Differences

Feature

Version 1

Version 2

Memory

64 kBytes

256 kBytes

Lighting

Backlit display only.

Backlit display and keys.

Radar

No support for RADAR speed sensor.

Hardware input for RADAR speed sensor.

Software Differences

Feature

Version 1

Version 2

Ground speed pulses
per mile setting

User enters pulses per mile of travel.

User enters pulses per 400 feet of travel.

Ground Speed
Calibration

User enters calibrate mode then
drives for one mile and stops. User
saves counts.

User enters calibrate mode, starts driving. When passing
start point, press mode. When passing end point (400
feet), press mode. User then saves count..

Shaft calibration mode
on VAR system

User enters code byte to specify RPM
and number of revs.

User chooses desired revs using UP and DOWN keys.
Then user chooses desired RPM using UP and DOWN
keys.

Application rate
calculation on non-VAR
system

Ther is no SAVE screen after the
application rate is displayed.

There is a SAVE screen after the application rate is
displayed.

Bin pressure

There was a display position for bin
pressure sensor, but this was not
functional

No display position for Bin Pressure sensor.

Flow

Support only for pin sensor type
blockage modules.

Support for both pin sensor type blockage modules and
optical blockage modules.

Population display

No indication when population display
is in either SCAN or MANUAL mode.

There are SCAN and MANUAL indicators to show which
mode the population display is in.

Spacing Display

No spacing display.

Displays seed spacing in seeds/ft or inches/seed

Self-Calibration prompt

No prompt.

Prompts for the user to wait while the seed counting
sensors and the optical blockage modules do their self-
calibration on power-up.

Var Rate screen

No save prompt for the drive and
weigh calibration.

Ther is a save prompt for the drive and weigh calibration.

Var Console

In a non-VAR system, still prompts for
the var console during the installation.

If no var controller is installed, no var console is
prompted for during the installation.

Population display

No ability to set the row spacing.

User can enter the row spacing for the system.

Note: Version 2.3 and above use Shaft 1, Shaft 2, Shaft 3, Tank 1, Tank 2 and Tank 3 instead of Seed Shaft,
Fert Shaft, Aux Shaft, S Bin, F Bin and A Bin.
7000 Air Cart September 2004 6-5
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Identifying Monitor Switches

The five push buttons are used for controlling the

monitor.

ACK  Acknowledge. Primarily used for
acknowledging alarms. Also used for / XN\
exiting from program mode, resetting / @MDRF“LS ©\\
area, and accessing some special = || o (T 0 o 0o 0 0
functions. Foml < NANANANANANA | o ooces

) . ) ) SEED SHAFT | « |&| |m| l&' lm' |/L\| IA' FLOW

UP » Used for moving function selection icon. FERTSHAFT |« V F InH20 ACRE M MPH KG » | PLANT
Also used to increment parameter in QETDS::; - PSI C KPa Ha RPM FT KPH LB
program mode. TOTAL AREA | < I—I I—I I—I I—I I—l ;;

DOWN « Used for moving function selection icon. - — FA
Also used for decrementing parameter

MODE » Used to enter program mode. Also used \\ N27010 j“
for going to next parameter in program —
mode.

ON/OFF e Used to turn monitor on and off.

Identifying Monitor Displays
Function Indicators

e The left and right side of the display have triangular
icons for indicating the current selected display

function. Upper Display
+ These icons will flash when alarm conditions occur / lcons / lcons
for a function.

seeo (4 NAN N NA A 7)o
. FAN BIN PRESS
Upper D|Sp|ay SEED SHAFT : l&' |m I/L\l I&' m I&l : FLOW
. . FERT SHAFT | =« V F InH20 ACRE M MPH KG » | PLANT
e Displays the selected function, and alarm AUXSHAET | < PSI C KPa Ha RPM FT KPH LB
conditions. FIELD AREA | < |_| |_|| |_| |_|
- I — 1

TOTAL AREA 1
_1_|

g
_\_L)_|
4

e This line is also used to give information during

monitor programming and initial system installation. s FA\
. Bin Level
Lower Display Units of Indicator
Lower Display Measure

» Displays the reading for the selected function, with
the unit of measure displayed above value.

» This line is also used to indicate the parameter
value during monitor programming.

Bin Level Indicator

e The bars will flash and the audio alarm will sound
when bin level is low.

6-6 September 2004 7000 Air Cart
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Preparing Monitor

¢ Locate monitor and clutch switch in a convenient

location in cab. ) )
Note: Locate monitor, power and ground wires

¢ Connect power cables to a 12 volt power supply away from radio and antenna if tractor is
source, preferably one that has no power to it when so equipped.
the ignition is turned off.
- White or Red wires positive.

- Black wires negative. Note: Do not connect monitor directly to starter

« Route cable harness to seeding tool and air cart. switch.

Ensure cables clear any pinch points (i.e. tractor
articulation point, hitch point, etc.)

¢ Program monitor as described in System Installation
and Monitor Programming Sections.

MONITOR LOCATED IN
EASILY VIEWED AREA.

CLUTCH SWITCH LOCATED
IN CLOSE PROXIMITY OF
HYDRAULIC LEVER FOR

EASY ACCESS.

7000 Air Cart September 2004 6-7
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Start-up

Normal Start-up

No
dis

rmally, when the unit is turned on, the following
play sequence takes place:

All of the display segments turn on one at a time,
and then off one at a time.

MORRIS is briefly displayed.

The Version/Issue number of the monitor software
is displayed. This number should be included
with any reports of faulty or unexpected system
operation.

The sensor numbers of all previously learned
sensors are displayed in sequence as initial
communication with each sensor takes place.

The normal operating display starts with the ground
speed function active.

Once normal operating starts the monitor will alarm
specific sensors; in 10 seconds the bins alarm and
in 30 seconds the speed alarm. Press the ACK
key for each alarm, this will cancel the alarms
returning the monitor to ready mode.

It may occur that an error is detected on start-up. In
that case the sequence is slightly modified as
described in the section on Start-up Error Messages.

Special Start-up

There are two types of special actions that can be
controlled when starting up the unit.

START SENSOR CONFIGURATION LEARN: This
allows a new sensor configuration to be learned,
with the existing configuration cleared from
memory.

RESET SETTING: All stored settings, such as
pulses per revolution values, alarm points, etc. are
restored to their factory default values. All areas
and seed counts are also zeroed.

The two actions can be selected independently or
together by holding down certain key combinations

wh

en the unit is turned on, see chart.

Monitor ID

Version Number

Special Startup

Button

Combination What Occurs

FORCED LEARN
of all sensors
(other settings retained)

ACK and DOWN

RESET SETTINGS
(sensor configuration
retained)

ACK and MODE

BOTH FORCED LEARN
and
RESET SETTINGS

ACK and DOWN
and MODE

6-8
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Start-up - continued

Start-up Error Messages

In rare circumstances certain fault conditions may be
detected at start-up. There are two distinct classes
of such fault conditions and they are reported
differently.

First Class

The first class is due to faults that occur while the
unit was operating and which cause the unit to restart.
In this case, the monitor will display the error message
instead of the normally displayed MORRIS. It will
then wait for a key press before proceeding with the
start-up sequence. The possible error messages are:

Note: If any of the error messages appear more
than twice, the monitor is probably faulty.

COPRST, UUORST, CLKMON, and IMPRST
Startup Error Codes
Second Class Monitor . .
. _ - . Display Meaning
The second class includes various conditions that Display
Should ol b e ferinsalaior
detected the system s forc;ed to do a complete factory of new softwre that changes the way
. . ! VERCHG |[nonvolatile memory (on chip
reset (as if the monitor were turned on with the ACK, EEPROM) is used. Forces a facto
; . ry
Down and Mode keys all held as described above).
. . reset.
The possible displayed messages are:
Should only be true after installation
;/rldeVCEHRGC,I_ISSI\ISCHG, EEPCS1, EEPCS2, BDSERP, of new softwre _that changes the
SNSCHG |order or composition of the default
list of connectable sensors. Forces
a factory reset.
Some data in the microprocessor
nonvolatile memory (EEPROM) is
invalid. Data is stored in two banks.
EEPCS1 [The message indicates which bank
EEPCS2 [had the problem. If only the first
bank is corrupt, then the good bank
2 copy will be used and there will
not be a forced factory reset.
Atestoftheintegrity ofthe
BDSERP [|additional nonvolatile memory chip
(Serial EEPROM) has failed.
Should only be true after intallation
of new software that changes the
VERCHS [way nonvolatile memory (Serial
EEPROM) is used. Forces a factory
reset.
7000 Air Cart September 2004 6-9
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Monitor

System Installation

Sensor LEARN Mode

The installation procedure is required to configure the
monitor to the sensors attached to it.

The operator may have to redo the installation if:

1
2)
3)

A granular applicator is added to the Air Cart.
Replacing faulty sensors.

Replacing faulty monitor with a new monitor.

Installation Precautions

1)

2)

3)

During installation the monitor has a predetermined
order in which it wants the sensors attached. The
installer must be sure that the proper function is
pluggedin.

i.e. If during installation the installer plugs in the
Front Shaft and Ground Speed sensors in the
wrong order, the monitor would not know this.
The monitor would interpret Front Shaft rpm from
the Ground Speed shaft and vice versa.

There may be occasions when the operator will not
have a full complement of sensors. These sensors
can be programmed to be ignored in two ways:

i) During initial installation when the monitor
prompts for a sensor to be plugged in, the
operator can press ACK to skip over the sensor.
The sensor will be assigned a disabled
status. A sensor disabled by this method can
only be enabled by repeating the installation
procedure.

ii) During operation the operator can disable
sensors by setting the pulses per revolution to
zero. When pulses are set to zero alarms for
that sensor and corresponding Bin Level sensor
are ignored and no monitoring occurs.

Blockage modules attached to the harness are
handled differently than the sensors attached to
the harness. See Assembly Section “Blockage
Module”.

Pin Sensors - the blockage module does not have
to be removed from the harness during initial
system installation.

Optical Sensors - the blockage module have to
be removed from the harness during initial
system installation.

Note: Each monitor is unique to the sensors installed.
If monitor is moved to another Air Cart it has
to be reprogrammed to match the sensors.

Sensor Installation

Sensor
Number

Sensor

Ground speed

Fan

Shaft 1 or (Seed Shatft)

Shaft 2 or (Fertilizer Shaft)

Shaft 3 or (Auxuilary Shaft)

Tank 1 or (Seed Bin)

Tank 2 or (Fertilizer Bin)

Tank 3 or (Auxuilary Bin)

Bin Pressure (Version 1 only)

VarCon (Variable Rate)
(Version 1 only)
(Version 2 calls for installation only
if var controller is installed)

11-35

Plant Sensors

36-48

Optical Blockage Modules
(Version 2 only)

Version 2.3 and above use Shaft 1, Shaft 2, Shaft 3,
Tank 1, Tank 2 and Tank 3.

6-10
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Monitor

System Installation - continued

Installation Procedure

Disconnect all the sensors (3 pin connector) from
the harness before turning monitor on.

Hold down both buttons: ACK-DOWN and turn on
monitor. Continue holding the buttons until KEYOFF
appears on the display.

RELOAD will be displayed briefly on line 1 when
the ACK-DOWN buttons are released. Each sensor
must now be individually recognized by the monitor.
The monitor will display the order in which the
sensors must be plugged in.

The display on line 1 will alternate between MISSED
and SPEED 1, indicating that the ground speed
sensor may now be connected.

The monitor will give a double beep when it
acknowledges the sensor.

The display on line 1 will now alternate between
MISSED and FAN 2, indicating that the fan sensor
may now be connected. Connect the fan sensor.

The process is the same for rest of the sensors in
the sequence.

When the monitor requests a sensor that will not be
used in the configuration, press the ACK key, and
the monitor will skip the sensor and advance to the
next one in the sequence.

Note: There are “24” PLANT SENSORS. To skip

past the plant sensors press ACK and MODE
buttons together.

When all sensors in the list have either been learned
or skipped, the installation is complete. The monitor
automatically advances to its normal operating mode,
where the ground speed is displayed. Since the fan
and shafts are not rotating, alarms will be soon
generated (some are delayed). These will need to be
silenced with the ACK key.

To verify the installation, the monitor may be turned
off, then turned on again. Now, only the names of
the learned (but not the skipped) sensors will quickly
flash by on the display as the unit goes through its
normal “wake up” sequence, after which it advances
to its default operating mode, where the ground speed
is displayed.

0 )

SPEED I | I | Tl APP RATE
FAN — —— BIN PRESS
SEED SHAFT | | | | FLOW
FERT SHAFT PLANT
AUX SHAFT
FIELD AREA
TOTAL AREA

tries Ltd,
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NN

7 ) MORRIS

A

7 MORRIS

SFA
ON
ACK uP DOWN| | MODE
OFF

N27010 //

Alternates
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SEED SHAFT | | | l | | | FLOW
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Monitor

Monitor Programming

Most of the function positions have settings that may
be changed. These include various configuration
details, alarm trip points, and some convenient options
such as whether imperial or metric units should be
used for numeric display.

Procedure

The following explains the procedure for entering and
exiting any of the Change Settings modes.

Saved settings are retained even after power has been
removed from the monitor.

Entering Change Settings Mode

e Use the UP or DOWN button to move the triangle
icon to desired function.

e Hold the MODE button until 4 short beeps and 1
long beep sounds. Release button after the long
beep. This starts the change settings mode.

» Display line 1 will show a description of what the
setting is.

» Display line 2 will indicate the present numeric
value of the setting. An appropriate unit is also
indicated.

* Now, each press of the MODE button will advance
the display to the next settable item for that
function, cycling back to the first one after reaching
the end. The last display in the cycle is the save
prompt, which allows the user to decide whether
settings should be saved into memory.

Exiting from Change Settings Mode

» Press MODE button until the SAVE display appears
on display line 1.

e If settings should be saved, press UP to choose
yes (Y). Then hold down ACK button until 4 short
beeps and 1 long beep sounds. Release button
after the long beep.

e If settings should not be saved (but remain as they
were before the mode started) press DOWN to
choose no (N). Then press ACK button, which
immediately exits Change Settings Mode.

Note: When the operatorisin any of the “change
settings” modes, the monitor will not
generate normal monitor alarms (low fan
speed, shaft speed and so on).

See charts on following pages for
monitor program settings.

PPM / PP400
Tire Size | rjre style |Rating| PPM | PP400
(Good-Year) y 9
Softrac Il | 6 ply | 6816 516
16.5L x 16.1 Sure an
Traction 6 ply | 6576 | 498
Softrac Il | 6 ply | 6008 | 455
Sure Grip
Traction 8 ply | 5958 451
21.5L x 16.1
Softrac Il | 10 ply| 6008 | 455
Sure Grip
Traction 12 ply | 5958 451
AWT
18.4L x 26 (Implement) 10 ply | 4770 361
AWT
(Implement) 8 ply | 4504 341
TD8
23.1L x 26 Sure Grip 10 ply | 4096 310
AWT
(Implement) 12 ply| 4504 341

Note: To “TURN OFF” any shaft not in use set
pulsesto 0. This will eliminate any nuisance
alarms caused by an inactive shaft.
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Monitor Programming - continued
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Monitor Programming - continued
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Monitor

Monitor Programming - continued

PPM Math Calculation for Version 1

To determine PPM value, first determine the tire
circumference as outlined in “Determining Tire
Sprocket”under Operation Section.

Note: The PPM can also more accurately be
calculated with the use of the monitor pulse
counting mode.

New PPM Value =

Note: The values used for PPM values and
sprockets is based upon the tire
circumference of Good-Year tires at proper
pressure with half full tanks in normal
working field conditions. (They are all
based in referenceto 16.5L x 16.1 tires.

109"

New Tire Circumferenace

New PPM Value =

2.7686 m

) X 6816

New Tire Circumferenace

Pulse Counting Mode for PPM Version 1

If the operator does not know what the pulses per
mile should be, or, if more accuracy is desired for
present levels of tire inflation or soil conditions, the
monitor can be put into Pulse Counting Mode, in which
the number of pulses associated with one mile of
driving are determined.

To start the Pulse Counting Mode:

e Measure and mark out 1/10 mile (528 feet)
(160.9344 m).

e Select the SPEED position.
» Hold down the ACK key until after the long beep.

e Display line 1 will show COUNT and the bottom
line will show “0”.

e Drive distance and the monitor will count the
number of pulses.

e Take that number and multiply by “10” - use up
button and scroll to revised number as pulses per
mile.

e To save the count, select Y and then press and
hold down ACK button until 4 short beeps and 1
long beep sounds. Release button after the long
beep.

Note: The monitor can accept PPM values from
500 to 9999. Therefore, if the new count is
less than 500, the existing count is not
replaced.

) X 6816

o) 10O ©

528 feet ——————— =
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Monitor

Monitor Programming - continued

PP400 Math Calculation for Version 2

To determine PP400 value, first determine the tire
circumference as outlined in “Determining Tire
Sprocket”under Operation Section.

Note: The PP400 can also more accurately be
calculated with the use of the monitor pulse
counting mode.
109"

New PP400 Value = — ) x 516
New Tire Circumferenace

2.7686 m
New PP400 Value = - - ) X 516
New Tire Circumferenace

Pulse Counting Mode for PP 400 Version 2

If the operator does not know what the pulses per 400
feet should be, or, if more accuracy is desired for
present levels of tire inflation or soil conditions, the
monitor can be put into Pulse Counting mode, in which
the number of pulses associated with 400 feet of driving
are determined.

To start the Pulse Counting Mode:

e Measure and mark out 400 feet (121.92 m).

« Select the SPEED position. ’/\
* Hold down the ACK key until after the long beep.
e Display line 1 will show START.

e To start the monitor counting the pulses, the MODE
key must be pressed. 400 feet ——— =

e Display line 1 will show COUNT and the bottom
line will show “0”.

e Drive distance and the monitor will count the
number of pulses.

» When the 400 feet has been driven, the operator
can press the MODE key once again to stop the
pulse counting. This will bring up the SAVE screen.

e To save the count, select Y and then press and
hold down ACK button until 4 short beeps and 1
long beep sounds. Release button after the long
beep.

Note: The monitor can accept PP400 values from
50to 1000.Therefore, if the new count is less
than 50, the existing countis not replaced.
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Monitor

Normal Operation

The text on either side of the display shows the names
of all display functions on the monitor. A particular
installation, however, might not use them all ( such as
installations without the third shaft/bin, or which do not
have the FLOW option).

The operator controls which function will be active using
the UP and DOWN buttons. The triangular indicator will
indicate which function is active. A name will also appear
on Line 1.

The numeric value for the selected function is displayed
on line 2 unless that function is disabled, in which case
line 2 will display OFF.

The unit of measurement for the displayed number is
indicated in the units area of the display.

Following is a summary of what is displayed on line 2
for each function. Some functions are discussed later
in more detail.

Note: Monitor will not function if the system
installation (Sensor Learn Mode) was not
completed. See Sensor Installation.

4 MORRIS 0 )
4 — — Y
RN
SEED SHAFT | | | | \| FLOW
FERT SHAFT PLANT
AUX SHAFT
FIELD AREA _| I_l I_ I_l
TOTAL AREA —l _l —l I |
S — — SFA
& N27010 J

MONITOR
LINE 1 TEXT WHAT APPEARS ON LINE 2
FUNCTION

SPEED SPEED Ground speed in MPH or KPH

FAN FAN Fan speed in RPM

(SEED) SHAFT 1  [SHAFT 1 (SSHAFT)

(FERT) SHAFT 2 SHAFT 2 (FSHAFT) [Shaft speed of the named metering shaft in RPM

(AUX) SHAFT 3 SHAFT 3 (ASHAFT)

FIELD AREA E AREA Area covered while seeding, in ACRES or HECTARES, since the last
time the counter was zeroed. The FIELD counter can be cleared

TOTAL AREA T AREA alone; clearing TOTAL clears FIELD also.

APP RATE APRATE Determined application rate in pounds/acre or kg/hectare. Shows 0
after powerup until the procedure is done. More detail found in
section on Application Rate.

BIN PRESS ) BPRESS Pressure in the auxilliary bin in Inches of H20, or KPa

Version 1

FLOW FLOW OPEN if all runs are clear, or cycles through diplay of all blocked runs
with format "MmmRrr", where mm=module address, rr=run number.
More detail found in Flow section.

PLANT - Version 1 |AVERAT Seed Rates or Seed Counts. In either case, for a single run, averaged
over all runs, or for the run with the minimum or maximum rate or

RAT count. Operator chooses what is shown. More detail found in section
MIN, MAX on the planter option.

PLANT - Version 2 |AVG Seed Rates or Seed Counts. In either case, for a single run, averaged

over all runs, or for the run with the minimum or maximum rate or
RAT count. Operator chooses what is shown. More detail found in section
MIN, MAX on the planter option.

SPACE - Version 2 |AVG Number of seeds planter per distance unit or distance between

speeds planted for a single run, averaged over all the runs or for the
SIM (IN/S) run with the minimum or the maximum rate.
MIN, MAX

7000 Air Cart
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Alarms

Introduction

All configured sensors and various other operating
conditions are continuously monitored. Alarms fall
into one of the following three categories:

» Sensor alarms are alarms which are generated
when information returned by a sensor exceeds the
appropriate threshold.

e Communication alarms occur when a sensor
repeatedly does not respond to attempts at
communication.

» System alarms are for various other conditions
that are found to be in fault.

When an alarm condition occurs the monitor will beep
repeatedly, the indicator icon for the function will flash,
and line 1 will indicate the fault condition.

The alarms persist until the alarm condition is removed
or until the alarm is acknowledged by the operator. To
acknowledge the alarm the ACK button must be
pressed, which (if there are no other alarms pending)
results in the silencing of the beeper and the return of
the normal display. An exception to this is with low
fan alarms, as is explained later. After
acknowledgement, the indicator icon (or the upper
portion of the bar graph in the case of bin level alarms)
will continue to flash for as long as the alarm condition
is present.

Note: If the monitor is in the “change settings”
mode, no alarms will be generated.

When the alarm condition is corrected, the alarm
indicators are removed resuming normal operation.

If more than one alarm condition occurs at the same
time, pushing the ACK button will acknowledge each
alarm in order of priority. Line 1 will indicate the highest
priority alarm that has yet to be acknowledged.

The order of alarm priority is: High fan rpm, Low fan
rpm, Seed shaft rpm, Fertilizer shaft rpm, Auxiliary
shaft rpm, Grain flow, Seed bin low, Fertilizer bin low,
and Auxiliary bin low.

When multiple alarms have been acknowledged, the
function indicators for the alarmed functions will
continue to flash.

Note: To “TURN OFF” any shaft not in use set
pulsesto 0. This will eliminate any nuisance
alarms caused by an inactive shaft.
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Alarms - continued

Sensor Alarm Chart

The following chart shows alarms which are generated
when alarm thresholds are exceeded. Alarm points
for some sensors are fixed, while others can be
changed by the user.

Sensor Alarm Priority

Monitor Display

Display Meaning

Alarm Point

FAN

Fan Speed Too Low
or
Fan Speed Too High

May be changed by Operator

SHAFT 1 (S SHAFT)

Shaft 1 (Seed Shaft) Rotation Too Slow

SHAFT 2 (F SHAFT)

Shaft 2 (Fertilizer Shaft) Rotation Too Slow

SHAFT 3 (A SHAFT)

Shaft 3 (Auxiliary Shaft) Rotation Too Slow

Fixed 2 RPM or less

FLOW

Loss of Seed Flow (Blockage Module Option)

Set by calibration process

TANK 1 (S BIN)

TANK 1 (Seed Bin) Low Level

TANK 2 (F BIN) TANK 2 (Fertilizer Bin) Low Level Fixed
TANK 3 (A BIN) TANK 3 (Auxiliary Bin) Low Level
SPEED Ground Speed below 2 mph )
Fixed
CLUTCH Clutch not engaged

Low Seed Rate (Seed Counting Option)

Adjustable alarm point

Auxiliary Bin Pressure

Fixed

When an alarm condition arises, the beeper will sound,
the appropriate triangular indicator will flash, and Line
1 will indicate the fault condition.

To prevent nuisance alarms during setup, while the
unit is in any of the special modes, none of the ordinary
sensor type alarms will be generated. The special
modes include Change Settings mode, Application
Rate mode, Pulses Per Mile Count mode, Flow Test
and Calibration modes and so on (basically, any mode
of operation that is initiated by holding down a button
for 5 beeps).

Bin Level Alarms

Bin level alarms use the bar graphs and so are an
exception to the above. There is stilla Line 1 message
and beeping, but instead of a triangular indicator the
bar itself indicates the alarm. The lower portion of the
bar remains solid, while the upper portion will flash.
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Alarms - continued

Sensor Alarms - continued

Low Fan Alarms

Low fan alarms are treated specially because a
stopped fan can result in damage to the metering
mechanics as unblown material accumulates. Low
fan alarms can not be acknowledged with the ACK
button while the system is “in motion”. If a low
fan alarm occurs while the system is not in motion,
the normal rules apply, and the user will be able to
silence the alarm with the ACK key. (The “in motion”)
condition means that the monitor, based on ground
speed and clutch state, considers that the system is
supposed to be actively seeding.) Thus, if a low fan
alarm occurs during active seeding, the user will not
be able to silence the alarm with the ACK key, but
will need to stop the vehicle or disengage the clutch.
When this happens, the monitor accepts it as an
acknowledgement of the alarm, and an effective
“automatic acknowledge” takes place, resulting in the
beeper being silenced and the resumption of normal
display.

Ground Drive (“In Motion”) Alarm

The monitor emits a double beep whenever the “In
Motion” condition becomes freshly true or false. This
condition is defined as speed greater than 2 M.P.H.
(3.2 Kph) and drive clutch engaged.

If ground speed is less than 2 mph (3.2 Kph) for more
than 30 seconds the monitor will alarm and display
SPEED on line 1.

If ground speed is greater than 2 mph (3.2 Kph) for
more than 30 seconds and clutch is not engaged the
monitor will alarm and display CLUTCH on line 1.

Note: Thereis no visual display associated with
this feature. It is only intended to inform
the operator that the clutch is operating

properly.
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Alarms - continued

Sensor Alarms - continued

Flow (Blockage Module) Alarms

Regular Blockage Module Alarms - Pin Sensors

If a flow blockage occurs, a fault message ‘FLOW’
appears on line 1. (See Diagram 11) The operator
must select the FLOW function to see the error.

There are two types of flow alarms. There can be
seed flow alarms or communication error alarms.

The format for the seed flow alarms is ‘MxxRyy’. (See
Diagram 12) The ‘M’ indicates module and the ‘xx’
represents the blockage module number. The ‘R’
indicates run and the ‘yy’ is the seed run that has a
blockage.

The format for the communication error alarms is BLK
ERR will be displayed on line 1. (Diagram 13) The
module number where the communication failure has
occurred will be displayed on line 2. (Diagram 13) This
fault is probably caused by an improper connection of
the 3-wire system, or is a result of one or more modules
having an incorrect address switch setting.

If communication errors are occurring and no blockage
modules are connected, the monitor must be
programmed to disable the flow monitoring function.
This is done by setting the Blockage Module
complement equal to zero.

7 @MORRIS

Industries
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AUX SHAFT
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Diagram 11
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Alarms - continued

Sensor Alarms - continued

Optical Blockage Module Alarms

If the run does not pass the self-test mode, the
blockage module will reports that run is bad.
Sometimes this will happen if there is too much light
shinning in the seed tube where the run sensor is
positioned. This alarm by itself does not mean that
the sensor is not working correctly.

During planting, if the blockage monitor does not see
any seeds from a run sensor, it will report to the monitor
that the run is blocked.

If arunis reported to be bad and blocked at the same
time, the monitor will alert the user by saying
“*BLOCK?". Ifthe runisin this condition and the run is
not blocked, and there are seeds flowing in that tube,
that means that the sensor is not working. It should
then be replaced.

The alarms can be silenced with the ACK key.

Optical Blockage Alarms

Blockage module alarm
Line 1 Line 2

BAD Run number (*) Run failed self-test. May be due to too much light getting in the tube.

BLOCK Run number (*) The sensor has stopped seeing seeds. Clean out the blockage.

*BLOCK |Run number (*)

The sensor failed self-test and has stopped seeing seeds. If there is no
blockage in the tube, the sensor may have stopped working properly.

(*) the numbering of the runs begins with module 1 and continues on through the last module.
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Alarms - continued
Sensor Alarms - continued

Communication Alarms

Communication Alarms occur when a sensor does not
respond to repeated attempts at communication by
the monitor.

e The monitor display will alternate between
COMERR and SENSOR NAME on line 1.

e The monitor will display the SENSOR ID NUMBER
on line 2.

After acknowledgement, the operator is reminded of
which sensor is in fault by the blinking of the
associated triangular indicator (or in the case of bin
level sensors, the associated bar graph).

The display is slightly different when the
communication fault is with a Blockage Module, as
described under Flow (Blockage Module) Alarms.

System Error Alarms

Alternates
V N
"  @MPRRAIS © )
SPEED | | | |\ /| | |_| |_| APP RATE
— SS
seeosmer| | LIl TN [riow
FERT SHAFT PLANT

AUX SHAFT
FIELD AREA |
TOTAL AREA |

ON

N27010

Note: If no blockage modules are connected, the
number of modules (“BOXES”) should be
set to zero. This will prevent nuisance
communication alarms.

System errors are displlayed with “SYSERR’ online 1, System Error Codes
and an error code on line 2. The conditions that are
monitored, along with their corresponding error codes Monitor . .
are listed in the table. Display Display Meaning
Line shorts must be located and fixed before normal Data Line is Shorted Low
operation will resume. 100 (Usually a short to ground)
101 Data Line is Shorted High
(Usually a short to +12V)
102 Transmitted Byte
Not Also Recieved
7000 Air Cart September 2004 6-23
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Area Display

There are two area counters, field area and total area.
They are both accumulated whenever the system “in
motion” condition is true, with one exception: when
the system is in Application Rate mode, these area
counters are not active. Area counts are stored in
memory when the unit is turned off.

The counts are displayed by moving the triangle icon
with the UP or DOWN button to the desired function.
The FIELD AREA is displayed to the nearest tenth of
an acre (or hectare) and the TOTAL AREA is displayed
with no decimal. The appropriate unit icon (acres or
hectares) is turned on.

Resetting the Field Acre Meter

* Use the UP or DOWN button to move the triangle
iconto FIELD AREA. (Diagram 27)

* Hold the ACK button until 4 short beeps and 1 long
beep sounds. Release button after the long beep.

e The field area will be reset to zero.

Resetting the Total Acre Meter

* Use the UP or DOWN button to move the triangle
iconto TOTAL AREA. (Diagram 28)

* Hold the ACK button until 4 short beeps and 1 long
beep sounds. Release button after the long beep.

* The total area will be reset to zero.

Note: Field area will also be reset to zero when
total areais reset.

7~

MORRIS

Industries Ltd.

0 )

SPEED | | I
FAN I—

AN

ACRE

SEED SHAFT

FERT SHAFT
AUX SHAFT
FIELD AREA | «

TOTAL AREA

— ——l BIN PRESS

APP RATE

FLOW
PLANT

[%2]

DOWN MODE

'|'|
>

MORRIS

Industries Ltd.

0 )

FAN
SEED SHAFT |
FERT SHAFT
AUX SHAFT
FIELD AREA I
TOTAL AREA | « I

ACRE

et I I [ I |

N

| APP RATE
BIN PRESS

| FLOW

PLANT

S

FA
ON
OFF
N27010

J

—
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Application Rate Check

The application rate function allows the operator a simple
method for performing application rate calculations. When

in application rate mode, the operator must move the /[ @MOFIHIS @\\
Air Cart over a distance, where the seeded material must e

be collected. The material is weighed. The weight is e S N 1 I 1 O 1 O O I I et
entered into the monitor and the monitor calculates the seosmeer| | | TN L1 |row
application rate. FERT SHAFT ACRE PLANT

AUX SHAFT

» Remove the wing nuts on the collector bottom. FIELD AREA NI
TOTAL AREA I_l I | _ll

* Remove the bottom of the collector.

* Remove the metering chain from the transmission -y
that is not being checked. o

e Check that the desired rate change sprocket is K N27010
installed in the transmission.

Diagram 1

e Turn the crank until material begins to fall through

the collector body.
» Slide rate check box on the collector body.

Y 7 ) MORRIS @\\

« Use the UP or DOWN button to move the triangle e

iconto APP RAT (See Diagram 1). Line 2 will display Spiiz |__| IR > ’;F;PPRRAETSES

the last application rate calculated. This is just the SEED SHAFT IV FLow

last calculation, it may not be the current FERT SHAFT ACRE PLANT

application rate. AUX SHAFT

FIELD AREA
TOTAL AREA

» Hold the mode button until 4 short beeps and 1 long
beep sounds. Release button after the long beep.

+ The word AREA will be displayed on line 1. “on
(See Diagram 2) \\ OFF ) )
N27010 /

e The actual area will be displayed on line 2. The display < =
will show 0.00 on line 2 when the mode is first Diagram 2
entered.

Note: Becausethisis aspecial mode, the normal
Field and Total acre counters are not

incremented at this time. f @MOFIFIIS @\\
« Engage the electric clutch. Ensure the fan is not e
. SPEED » | APP RATE
running. FAN I——i I——l I— l——l BIN PRESS
+ Drive the tractor forward until the display reads at iiii 2:22 AcRE Etim
least 1/10 acre (0.1) on line 2. (See Diagram 3) AUX SHAFT
FIELD AREA
Note: Less than 1/10 acre maybe required to TOTAL AREA
ensure higher application rate does not over
fill sample collector. If sample plugs SFA
collector bottom, damage to metering ON_
wheels may occur. Plus the sample OFF ‘
collected will be inaccurate. \\‘ e __
« Disengage the electric clutch and stop the tractor. Diagram 3

e Remove sample collector.

7000 Air Cart September 2004 6-25
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Application Rate Check - continued

* Weigh the sample by using tarp straps to hook rate
check box to spring scale.

Note: Remember to subtract the weight of the rate
check box from the total sample weight.

* Press the mode button.

* The word WEIGHT will be displayed on line 1. (See
Diagram 4)

» Enter the weight of the collected material on line 2
using the UP or DOWN buttons.

* Press the mode button.

* The word RATE will be displayed on line 1. (See
Diagram 5)

» The calculated application rate will be displayed
on line 2.

» Check this rate against rate required. If a different
rate is required then increase or decrease the size
of the rate change sprocket. Increasing the
sprocket size will increase the rate and vice versa.

» To exit the application rate mode, press the ACK
button until 4 short beeps and 1 long beep sounds.

* Replace the bottom of the collector.

» Follow the above procedure to check the rate of
the other tank.

Note: When in application rate mode, the field and
total acres are not altered.

r @

MORRIS

Industries Ltd

© )

SPEED |
FAN

FERT SHAFT
AUX SHAFT
FIELD AREA

TOTAL AREA

SEED SHAFT |/ \l

» | APP RATE
BIN PRESS
FLOW
PLANT

L

DOWN MODE

ON
OFF

© )

FERT SHAFT
AUX SHAFT
FIELD AREA

TOTAL AREA

N27010 /
Diagram 4
f MMORRIS
Industries Ltd
SPEED |—| I—l T I— » | APP RATE
FAN — —— —— BIN PRESS
SEED SHAFT l \ | | | l FLOW

PLANT

.

ON
OFF

N27010

Diagram 5
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Flow - Pin Sensors

Introduction

There are three modes of operation for the grain flow
monitoring system. These are Operate, Test, and
Calibrate. Normally, the system is in Operate mode,
in which all modules are being monitored for blockage,
and blockages cause monitor alarms. Test and
Calibrate are special modes which are performed after
the first installation and also possibly when the
configuration, the normal seed rate, or the type of seed
being used changes. The following sections describe
each mode in the order that they would be used in a
new installation.

Setting Flow Parameters

The number of blockage modules connected must be
set at the Monitor console in order for the system to
operate correctly. This should only need to be done
when the blockage modules are first installed, and
afterwards only if the number of blockage modules is
changed. Refer to monitor programming.

Test Mode

This mode of operation is used to verify a correct
installation. It allows the user to see whether all installed
blockage modules are in fact communicating with the
monitor, and whether the number of runs set for each
blockage module are correct.

Calibration Mode

Calibration mode is used to measure the typical seed
flow rate as determined by seed type and the Air Cart
settings (i.e. metering rate, fan rpm etc.). The blockage
module determines a calibration value and uses it to
determine when a run has blocked.

Operation Mode

This is the normal mode of flow monitoring. Now, while
the implement is in motion, the monitor will poll each
blockage module for the status of its runs.

Note: This will occur regardless of which function
on the monitor is presently displayed.

When the FLOW function is active, the display will
show one of the following:

FLOW OFF Indicates the system is set for zero
blockage modules connected.
FLOW OPEN Indicates that all runs are clear.
Mmm Rrr Indicates which runs are blocked.
BLKERR Monitor cannot communicate with one

or more modules.

Important

CALIBRATION must be done each time
the seeding rate or the seed typeis changed.

7000 Air Cart

September 2004 6-27
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Flow - Pin Sensors - continued

Test Mode

This mode of operation is used to verify a correct
installation. It allows the user to see whether all
expected blockage modules are in fact communicating
with the monitor, and whether the number of runs set
for each blockage module are correct.

* Use the UP or DOWN button to move the triangle
iconto FLOW. (Diagram 4)

* Hold the ACK button until 4 short beeps and 1 long
beep sounds. Release button after the long beep.

e TEST or PASSED will be displayed on line 1.
e This action puts the system in test mode.

Note: Test mode can only be entered if the unitis
stationary.

* The monitor will display on line 2 in cyclical
fashion each module’s number (address) and the
number of sensors that, that module is set to
monitor. (Diagram 4)

* The operator may now verify that the number of
sensors displayed for each module agrees with
the individual sensors settings on each module
(S1 SENSORS). This number may be different
for each module on the system. (Maximum of
12 Sensors)

* Once the monitor has communicated with each
module line 1 will display PASSED. (Diagram 5)

If there are blockage modules that the monitor is
unable to communicate with, then the number of
sensors displayed for those modules will be
blanked out. If this condition persists for numerous
attempts by the monitor, an alarm will occur and
BLK ERR will be displayed on line 1. (Diagram 5)
BLK ERR being displayed indicates a blockage module
communication failure. The module number where the
communication failure has occurred will be displayed
on line 2.(Diagram 6) This fault is probably caused by
an improper connection of the 3-wire system, or is a
result of one or more modules having an incorrect
address switch setting. See Assembly Section
“Blockage Module”.

f

L

Blockage Module
Number (1 to 16)

~

N\

L

MORRIS

Industries Ltd.

0 )

SPEED ( |

FAN

SEED SHAFT |
FERT SHAFT
AUX SHAFT

FIELD AREA | I

)|

APP RATE
BIN PRESS
» | FLOW
PLANT

>
@]
~

TOTAL AREA
’/DOWN MODE

ON_
OFF

N27010 j

Diagram 4

Number of
Sensors (1to 12)

MORRIS
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Flow - Pin Sensors - continued

Calibration Mode

Calibration mode is used to measure the typical seed flow
rate as determined by seed type and the Air Cart settings (i.e.
metering rate, fan rpm etc.). The blockage module determines
a calibration value and uses it to determine when a run has
blocked.

Note: Calibration must be donewhenever the seeding
rate or the seed type is changed

» Use the UP or DOWN button to move the triangle icon to
FLOW. (Diagram 4)

» Hold the ACK button until 4 short beeps and 1 long beep
sounds. Release button after the long beep.

» TEST or PASSED will be displayed on line 1.

» Beginnormal seeding. When the ground speed is greater
than 2 m.p.h. (3 kph), calibration begins with CAL being
displayed online 1 (Diagram 7) accompanied by a double
beep.

Note: Thereis a 30 second delay to prevent nuisance
alarms occurring.

» Line 2 display will cycle through the blockage module
numbers displaying which runs have not yet calibrated.
(Diagram7)

» Whenallruns onamodule have calibrated line 2 will display
the blockage module number and -- for the sensors.
(Diagram 8)

* When all modules have calibrated, the monitor will beep
rapidly several times and display CAL OK on line
1.(Diagram 9)

 Exit calibration mode by depressing the ACK button.

Note: Do not exit calibration mode prematurely as any
sensors that have not yet been calibrated will

generate flow errors.

If it is desired to exit calibration mode prematurely and enter
the operation mode, depress the ACK button, until 4 short
beeps and 1 long beep sounds. Release button after the long
beep.

Industries Ltd.
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Important

CALIBRATION must be done each time
the seeding rate or the seed typeis changed.
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Flow (Pin Sensors) - continued

Calibration Mode - Continued

Calibration should be completed in approximately two
to three minutes of continuous seeding. Any runs that
have not calibrated in this time may be blocked and
should be cleared. Calibration is suspended when the
ground speed is less than 2 m.p.h. (3 kph). This allows
the Air Cart to be stopped to clear blocked runs. The
calibration procedure will resume when ground speed
goes above 2 m.p.h. (3 kph).

Runs that do not calibrate will give flow alarms when
normal operation is started, except when all runs for a
module do not calibrate. In this special case the module
assumes that all of its runs have been intentionally
disconnected, so no alarms are required. This feature
is useful when an entire section of an Air Cart is not
being used.

All calibration data is stored until the next calibration is
done (even with power disconnected). This means that
if the same conditions are used for seeding, re-calibration
is not required.

Operation Mode

This is the normal mode of flow monitoring. Now, while
the implement is in motion, the monitor will poll each
blockage module for the status of its runs.

Note: This will occur regardless of which function
on the monitor is presently displayed.

When a blocked run is detected, an audible alarm will
sound and an alarm message will be displayed. These
will persist until either the alarm is acknowledged using
the ACK button or the alarm condition is removed.

When the FLOW function is active, the display will be
one of the following:

Note: In double Shoot system sensors in same
Module can beinstalled in seed and fertilizer
lines and calibrated for different material
flows at same time.

Note:

If nuisance alarms occur change the

sensitivity of the sensors by recalibrating.

Industries Ltd.
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Flow - Optical Sensors

Introduction

The module should be mounted near the location of
the sensors to minimize the length of cable between
the sensors and the module.

The module should be bolted to a grounded metal
surface. There should be a good ground path from
the case of the module to the cultivator frame.
Mounting the module on an air cart is not
recommended. If the module must be mounted on an
air cart, a ground wire should be run from the case of
the module to the cultivator frame.

Optical Blockage Module Setup

The optical blockage module setup mode is different
from the norm. The first screen allows the user to
select which path to execute. The Install path is
selected by choosing “Y” by pressing the UP arrow
and then pressing MODE to advance to the next
screen. The Setup path is selected by choosing “N”
by pressing the DOWN arrow and then pressing MODE
to advance to the next screen.

When the runs are connected to the optical blockage
module, they must be connected in order - 1, 2, 3, ...
Do not skip any runs. When a 8 is entered as the
number of runs connected to the blockage module,
run numbers 1 to 8 will be monitored.

Note: Once the module is mounted, it must be
learned by the monitor. See the “System

Installation”.

Important

CALIBRATION must be done each time
the seeding rate or the seed typeis changed.

Note: It is highly recommended that the Install
path is programmed first and then the Setup

path.

Install

Display 1 |Function Limits

Comments

Number of runs Oto 16
connected to module

number 1

MmmR--(*)

Default number of runs is 16.
MODE advances to the next module.

If module is not connected, this number is not used in
the monitor.

(*) mm is the module number. Its range is from 1 to 12.
Setup
Display 1 |Function Limits Comments
1 to the UP/DOWN selects the RUN.
Enable/Disable The ACK key toggles between Enabling and Disabling
o . number of C
RUN individual runs in the runs in the an individual run.
system. svstem Mode advances to the SAVE screen.
y ’ Default state of the runs: Enabled.
7000 Air Cart September 2004 6-31
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Flow (Optical Sensors) - continued

Flow Function

The FLOW function indicates the status of Flow
Monitoring based on information from the Blockage
Modules. Line 1 will display FLOW. Line 2 will indicate
“OPEN" when all monitored runs are clear. When runs
are blocked, it will display in cyclical fashion, all
blocked runs. See also the section on flow alarms.

The FLOW function supports two special modes, TEST
and CALIBRATE.
Flow Test

This test will inform the user as to how many “good”
optical sensors are connected to each module.

At the end of the test, ACK may be pressed to return
to normal mode, or the user may start planting and
the Calibration will automatically begin.

At any time during this test, ACK may be pressed
and held until after the long beep to exit the Flow Test

CALIBRATION must be done each time
the seeding rate or the seed typeis changed.

Important

Mode.

Test
Step |Action Desired Result (Actual)

1 |Stop the implement. Do not move the implement, or run any seed, during the Flow
test.

2 |On the FLOW screen, press and TEST should be shown on line 1. Line 2 will cycle through the

hold the ACK key for 5 seconds. [module numbers.

3 |Wait This may take a few minutes, depending on configuration and
application.
Should hear 4 short beeps and the screen should
display "TST OK" on line 1.
The bottom line will cycle through the various modules
connected and display, for that module, the number of "good"
sensors connected to it. The format of this display is MMr:RR,
where MM is the number of the module being reported and RR
is the number of valid runs connected to this module. These
numbers should correspond to the actual number of sensors
connected to the modules.

4 |Press ACK Monitor should revert to FLOW OPEN.

6-32 September 2004 7000 Air Cart
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Flow (Optical Sensors) - continued

Flow Function - continued

Flow Calibration

In calibration mode, the module determines the normal
seed flow rate for each run. This calibrated flow rate
is used to determine the threshold for indicating that
arunis blocked. The calibration mode must be started

by command from the monitor as follows:

At any time during this test, ACK may be pressed
and held until after the long beep to exit the Flow Test

Mode.
Calibration
Step |Action Desired Result (Actual)
1 [Have the cart "in motion". Should hear a double beep as the "in motion" boundary is
crossed.
2 |On the FLOW screen, press and CAL should be shown on line 1. Line 2 will cycle through the
hold the ACK key for 5 seconds. [runs that haven't been calibrated yet.
3 |Operate the cart in planting As material flows through each tube all modules attempt to
conditions. calibrate their sensors.
Should hear 4 short beeps and the screen should
display "CAL OK" on line 1 and "--" on line 2.
This may take a few minutes, depending on configuration and
application.
4 Press ACK Monitor should revert to FLOW OPEN.
7000 Air Cart September 2004 6-33
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Sensor Replacement

The monitor will alarm the operator if there is a faulty
sensor in the system.

To replace the faulty sensor, the replacement sensor
is plugged into the harness prior to turning on the
monitor. When the power is turned on, the monitor
will learn the new sensor in replace of the faulty sensor.

Note: This procedure will work when thereis only
one faulty sensor in the system.

When there is more than one faulty sensor in the
system the installation of the replacement sensors is
handled differently.

The monitor is turned on with nothing connected at
the faulty sensor locations. The monitor will tell the
operator what sensor should be attached to the
harness. When it is attached the monitor will recognize
it and then ask for the next sensor to be attached.
This continues until all the replacement sensors have
been attached.

Sensor Gap Settings

Reed Switch Sensors

These sensors are used on slowly revolving shafts,
in this case the meters and ground speed.

Check the gap between the sensor and actuator.

A gap of .030 inch (0.76 mm) is recommended.

Actuator

o) ———

Actuator

Variable Reluctance Sensors

These sensors are used on high speed shafts, in this
case the fan.

Target to sensor gap is critical with these sensors.

A gap of .030 inch (0.76 mm) is recommended.

@$

T Reed Switch Pickup

-—.030" Gap
0.76 mm
P ‘
=——Reed Switch Pickup
B )
Reluctance Sensor— | -
.030" Gap—
0.76 mm
‘ Py

Reluctance Sensor——

i

Bolt/Nut on Plate in Fan
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Monitor

Trouble Shooting Guides

Most electronic problems are usually one of the
following:

e Harness connections.
e Harness to sensor connections.
» Damaged Harness wires.
e Loose terminal in harness plug.
« Sensor to Actuator clearance.
» Defective sensor.
The monitor will alert the operator of these problems

as outlined under “Communication Alarms”and “System
Error Alarms”.

Checking Harness

First, check for the obvious things like broken
connections, loose terminals, insulation rubbed off and
so forth.

» Check continuity of wires with ohm meter.

» Take the connector shells off to see if any wires
have worked loose.

Checking Sensors

The best approach to testing a sensor is to substitute

On Bin Level Sensors ensure there is no
foreign material covering the optical sensor.
Remove material with a cloth as not to
damage lens.

Seed or material dust on the sensor may
prevent the sensor from accurately sensing
seed hits. The sensor pin may be cleaned
using a sharp knife and gently scraping
away the caked on material.

a suspected sensor with a known good one. If the Note:
problem goes away, the sensor is faulty. If it does not

go away, it is faulty wiring.

Checking Blockage Modules

The best approach to testing a sensor is to substitute

a suspected sensor with a known good one. If the Note:
problem goes away, the sensor is faulty. If it does not ote:
go away, it is faulty wiring or Blockage Module.

7000 Air Cart September 2004
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SAFETY-ALERT
SYMBOL

Watch for this symbol. It identifies
potential hazards to health or
personal safety. It points out safety
precautions. It means:

ATTENTION - BE ALERT.
Your safety is involved.

General

This section deals with two goals, maximum life and
dependable operation. Adopt a regular maintenance
and lubrication program. Care and sufficient lubrication
is the best insurance against delays.

Safety

Always shut off the tractor and remove key before
dismounting.

Guard against hydraulic high pressure leaks with
hand and face protection.

Never work under the Implement unless itis in the
down position or transport lock pins are in place
and secured with hair pins. Do not depend on the
hydraulic system to support the frame.

Always wear safety goggles, breathing apparatus
and gloves when working on seeder filled with
chemical. Follow manufactures recommended
safety procedures when working with chemicals or
treated seeds.

Do not feed left over treated seed to livestock,
treated seed is poisonous and may cause harm to
persons or livestock.

4\ Warning

Securely support any machine elements that
must be raised for service work.

A\ caution

Keep service area
. clean and dry. Wet or
oily floors are slippery.

7000 Air Cart

September 2004
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Tighten Bolts

» Before operating the Air Cart.
. _ Bolt Torque Chart
» After the first two hours of operation. Grade 5 Grade 8
» Checktightness periodically thereafter. Bolt Marking Bol Bolt Marking
olt
» Use Bolt Torque Chart for correct values on various @ . @
bolts. Size
* Note dashes on hex heads to determine correct Nm Ib. ft. Ib. ft. Nm
grade. 11 8 1/4 12 16
. 23 17 5/16 24 83
Note: DO NOT use the values in the Bolt Torque a1 20 3/8 45 61
Chart if adifferent torque value or tightening
procedure is given for a specific application. 68 50 7/16 70 95
. 102 75 1/2 105 142
. ngteners should. be replace_d with the same or 149 110 9/16 155 210
higher grade. If higher grade is used, only tighten 203 150 58 210 285
to the strength of the original.
366 270 3/4 15 508
536 395 718 610 827
800 590 1 910 1234
1150 850 1-1/8 1350 1850
1650 1200 1-1/4 1950 2600
2150 1550 1-3/8 2550 3400
2850 2100 1-1/2 3350 4550
* Inspect tires and wheels daily for tread wear, side
wall abrasions, dam_aged rims or missing lug bolts Tire Specifications
and nuts. Replace if necessary. Tire Si
ire Size : :
e Tighten wheel bolts - refer to Bolt Torque Chart. (Good-Year) Tire Style Rating | Pressure
» Check tire pressure daily, when tires are cold. Softrac Il 6 ply 24 PS.l.
16.5L x 16.1 Sure Grip
« Correct tire pressure is important. Traction 6 ply 24 PS.1.
* Do not inflate tire above the recommended Softrac Il 6 ply 20 PSL.I.
pressure. Sure Grip
Traction 8 ply 24 PS.I.
21.5L x16.1
Softrac Il 10 ply 28 PS.I.
Sure Grip
Traction 12 ply 32 PS.I.
‘l I AWT
Caution 184Lx26 | (Do | 10ply | 26 Pl
Tire replacement should be done by AWT 8 ply 20 PS.I.
trained personnel using the proper (Implement)
equipment. 23.1L x 26 |TD8 Sure Grip| 10 ply 28 PS.I.
AWT
(Implement) 12 ply 24 PS.I.
74 September 2004 7000 Air Cart
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Daily Maintenance

e Check for and remove any water in primary
collectors after rainy weather. Remove both front
and rear clean-out doors and collector bottom to
drain water from the tanks and collectors.

* Reinstall collector bottoms and clean-out doors.

Important: Care must be taken when reinstalling
collector bottoms to prevent damage
to the inside of the collector.

e Assure fan screen is clear of debris.

Note: Start fan and run for 3 - 5 minutes prior to | COLLECTORBOTTOM CLEAN OUT DOOR |l
loading machine to get rid of accumulated e P Ao L R e '
moisture.

e Checklid seals for damage, and that they are sitting
properly on steel ring.

e Check tank pressure hoses for leaks, cracks or
plugging.

e Checkthe following areas for air leaks:
-Tank clean-out door
- Metering body assembly seals
- Collector assembly seals
- Tank lid
Refer to “Air Leak Check” under Air System
Maintenance.

* Check monitor wiring that all sensor wires are
properly routed and retained.

» Check for plugged hoses.

* Check for free movement of spring loaded chain
tension idlers.

e Assure drive chains are cleared of debris.
* Inspect wheel bolts for looseness.

* Service engine, see engine maintenance.

o — -
b =

.| SPRINGTENSION [F
IDLERS
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Greasing pivot points prevents wear and helps restrict
dirt from entering. However, once dirt does enter a
bearing, it combines with the lubricant and becomes
an abrasive grinding paste, more destructive than grit
alone.

* Apply new lubricant frequently during operation to
flush out old contaminated lubricant.

e Use agood grade of lithium based grease.
e Use a good grade of machine oil.

e Clean grease fittings and lubricator gun before
applying lubricant.

Refer to the photos on page 7-6 and 7-7 for grease 1. Drive Shaft Bearings
fitting locations.

1. Drive shaft bearings

e Grease every 50 hours.

2. Drive Chains

e Oil every 50 hours.

3. Slow Speed Drive

e Grease every 50 hours.

3. Slow Speed Drive

7-6 September 2004 7000 Air Cart
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Lubrication - (continued)

4.Front Castor Wheel bearings

» Grease every 50 hours.

5. Castor Fork Pivot (7130 and 7180 only)

e Grease every 50 hours.

6. Auger pivots

e Grease every 100 hours.

4. Front Castor Wheel bearis

5. Castor Fork Plvot(2 -3 Meter Cart)

6. Auger Pivots

7000 Air Cart September 2004 7-7
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Air Delivery System

General

The air delivery system of all Air Carts is extremely
important for the proper metering of product to the openers.
The metering system on all pressurized Air Carts is
sensitive to air leaks. Loss of tank air pressure could
affect feed rates, which could become erratic or even
stop.

» Regularly check that all hoses are free from kinks or
blockages throughout the day. To check for blockages
raise seeding tool out of the ground and with the fan
running turn crank a couple of turns. Equal amounts of
material should be deposited under each boot if not
check the following for blockage:

1.Seed openers and secondary hoses.
2.Divider heads by removing access doors.
3.Primary hoses and collectors.
4. Metering wheels for damage to key-way and the flutes
of the wheel.
» Keep fan inlet screen clear and free from debris.

» Place a plastic bag over the fan when the unitis not in
use. This helps prevent moisture from entering the
system.

» Check periodically and at the end of each season for
air leaks at hose connections.

» Check periodically and at the end of each season for
air leaks at the following:
1.Tank Lid Seals.
2.Metering body shaft seals.
3.Metering body to tank seals.
4.Collector to metering body seals.
5.Fanto plenum.
6.Plenum to collector.
7.Clean-out doors, for leaks and loss of seal memory.
8.Collector door seals.
9.Diverter Valves.
10. Couplers between seeder and cultivator.
11. Access Doors on Divider Heads.
Note: There must not be any air leaks from the tank.
This air leakage causes air turbulence in the

tank which can result in inaccurate metering
rates.

* Once ayear check for wear of primary and secondary
hoses.

A caution

Care should be taken when
working near the Air Cart while
the fan is running. Product
blowing out of the system could
cause personal injury.

ACCESS DOOR

Note: Extended life can be obtained if the hoses
are rotated 1/4 turn once a year.

= = =— e
AR FLOW

7-8 September 2004
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Air Delivery System - continued

Tank Lids

The lid seal is probably the area that sees the most
abuse due to the activity associated with filling the
tanks.

With each fill the lid seals should be inspected for
cuts, abrasions, debris in the seal and ensure the seal
is positioned properly on the steel rim around the tank
opening.

Tank Lid Adjustment

Check Tank Lid tension on all tanks at beginning of
each season and periodically during season for air
leaks. The following checks and adjustments must
be made to prevent air leaks from occurring:

e Check for any foreign material embedded into seal.
Clean out foreign material from seal surface.

» Check seal for cuts and abrasions. If seal is cut
or severely worn, then replace seal.

* Ensure seal is positioned properly on steel rim
around tank opening.

e UseaO0-100 Ib. (45 kg) spring scale to check
the tank lid opening force. With the lid closed
place one end of the scale one inch from the
end of the tank lid lever. Pull straight up on the
scale and note the maximum force it takes to
open the lid. The force needed to open the lid
must be greater than 65 |bs (29 kg). Adjust
the lid latch adjusting bolt as necessary. The
lid latch should close with a snap. This will
ensure that the lid is sufficiently tight and
prevent any leaks.

 Re-check for leaks. If lids still leak turn down bolt
one or two more turns. Re-check for leaks.

Note: This bolt should be loose enough
to allow lid to float in the slot.

Important

Itis imperative that no air leaks occurin the
Air Cart tank as even the smallest air leak
from the lid will lead to material bridging in
the tank thereby causing misses in the field.

Note: When Air Cartis notin use, leave lid latches
loose to help maintain resilience of the
seals.

These bolts and lock nuts must be tightened
to maintain afriction fit so the lid latch stays
stationary when in open position.

| 65LBS (29kg) |

Adjust the lid latch adjusting bolt to obtain
a force greater than 65 Ibs (29 kg) to open
the lid.

7000 Air Cart
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Air Delivery System - continued

Air Leak Check

It is imperative that no air leaks occur in the Air Cart tank.
Any air leaks could cause loss of tank air pressure affecting
feed rates, which could become erratic or stop.

To prevent this from occurring, it is strongly recommended
that a pressure test be conducted prior to seeding time. This
can be performed very easily and simply by completing the
following steps:

* Clean fan impeller and adjust tank lids.

» Disconnect the 2 1/2” (64 mm) diameter primary hoses
from the rear of the cultivator at the primary hose coupler(s)
by loosening the four 3/8” bolts.

 Install the blank off plate that is supplied with the Air Cart
ateach coupler and retighten the 3/8” bolts. If the blank off
plates are not readily at hand a piece of cardboard can be
used in its place.

» Once the blank off plates have been installed, start the fan
and run at 4,500 rpm.
Check the following areas for air leaks:
1. Tank lid seals.
2. Metering body shaft seals.
3. Metering body to tank seals.
4. Collector to metering body seals.
5. Fan to plenum and plenum to collector.
6. Clean-out doors, for leaks and loss of seal memory.
7. Collector door seals.
8. Diverter valves and double shoot mounting plates.
9. Tanks union plate.
10. Tank site glasses.
Air leaks can be detected by spraying a soapy water solution
onto the seal area. If bubbling of soap occurs, the seal has a
leak. Another method is to use your hand to feel for any air

movement around the seal. This method requires a calm day;,
as the wind can make it difficult to detect a small leak.

 Ifanyofthe above areas leak, remove the parts and replace
the seal. Ensure upon reassembly that the parts are
tightened sufficiently to prevent air leakage.

» Remove the blank off plates before using the Air Cart.

Once the pressure testis complete, check the following areas
for air leaks:
11. Couplers between seeder and cultivator.

12. Access doors on divider heads.

Important

It is imperative that no air leaks occur in the
Air Cart tank, as even the smallest air leak
will lead to material bridging in the tank,
thereby causing misses in the field.

Note: When Air Cartis notin use leave lid latches
and clean-out doors loose to help maintain

resilience of the seals.

7-10 September 2004
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Air Delivery System - continued

Fan

Debris can build up on the fan screen and blades
causing reduced output of the fan. The lack of air
flow even at higher fan speeds will cause material
plugging of the air system.

The build up of material during operation can cause
the following:

1. Fan rpm will increase without increasing oil flow to
orbit motor.

2. Air Cart distribution system plugging from a lack of
air flow (Increasing fan rpm has little or no effect).

Fan Screen

» Ensure fan screen is clear of debris. Check
periodically through the day.

Fan Impeller

The fan blades may become plugged under high
humidity/dusty conditions/high insect counts.

Under severe conditions the fan blades should be
inspected daily and cleaned as required.

Under normal conditions the fan should be inspected
and cleaned at least once a season.

e Care should be taken in cleaning all fan blades
thoroughly to restore the fans peak performance.

» Ensure that the balance clips located on the fan
blades are not removed, as this will put the fan out
of balance.

Storage

To prevent water entering the air system, cover the
fan intake with a plastic bag, whenever the seeder is
not in use.

Note: Be suretoremove fan cover prior to starting
fan. Serious damage could result to the fan.

Note: Material build up on the fan blades could
causethefanto be out of balance. The added
vibration of the out of balance impeller will
reduce the life of the fan components.

7000 Air Cart

September 2004 7-11
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Air Delivery System - continued

Impeller Clearance

The impeller should be centred inside the housing to
avoid contact between the impeller and housing.

The distance "X" between the impeller and housing inlet,
when centred, will be approximately 3/8” (9 mm) to 1/2”

(12 mm). PN Apply Silicone to outlet seam.

When assembling fan ensure flange surfaces :
of housing are clean.

J

Apply a 1/4" (6 mm) silicone bead to one
flange surface of housing including outlet
seam.

Mate surfaces and secure in place with 1/4" x 1"
hex bolts (G) and 1/4" serrated lock nuts (H).

Note: Torque 1/4" bolts to 49 in. Ib.

Set clearance "X" between the impeller and
housing inlet from 3/8" (9mm)to 1/2” (12 mm).

Hoses

Inspect air delivery hoses for wear and replace as
required. Check areas where hoses maybe exposed
to moving parts such as hitch hinge area. At the Air
Cart hitch area, place a piece of 2 1/2” (64 mm) hose
12” (305 mm) long over top of the two hitch extension
pins to protect air hoses from contacting pins.

Also, inspect hoses for blockage as rodents/birds may
nest in hoses that have not been properly capped
during storage.

To optimize the 7000 Series Air Cart air system on
single shoot units the difference in length between
the longest primary hose and the shortest primary hose
should not exceed six feet.

In conjunction with this, it is important to eliminate
the use of the centre port of the plenum. Check plenum
hose routing, if centre port of the plenum is used
change hose location.

DO NOT USE
CENTRE PORT ON
ALL PLENUMS

7-12 September 2004 7000 Air Cart
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Hydraulic Orbit Motor

The motor requires no maintenance itself.

It does, however, require clean oil so the tractor
hydraulic filters must be replaced regularly.
Repair/Replacement

* Remove orbit motor from the fan.

Note: The shaft should never be hammered on or
forced in as this will result in motor damage
upon startup.

* Remove the snap ring and front cover.

* Push out the old shaft seal and press in the new
one.

Note: The bearings should never be removed from
the shaft as they are pretensioned to the
shaft with the motor spinning.

* Replace the O ring.

» Both the O ring and shaft seal should be greased
with a “very clean” grease.

» Care must be taken when the front cover is installed
so the shaft seal is not damaged.

* Reinstall the snap ring.
» Fill the motor case with “clean” oil before running.

Note: Any time amotorisreplaced the case must
be filled with oil beforeiitis started, if not, a
bearing failure could occur.

i g a—
:?___..__, P d
SNAP RING ﬁ -“_ s
O-RING

Clutch

A torque of 80 ft-Ibs (108 N-m) - 100 ft-Ibs (135 N-m) is
required to slip the clutch.

To check clutch for slippage check the following:

e Check friction plates for corrosion and buff with a
wire wheel if necessary.

e Check clutch coil resistance. If the meter reads
below 2.40 ohms or above 2.90 ohms, then the
clutch has failed and needs to be replaced.

e Check clutch current draw. If the meter reads below
4 amps, there is a problem in the electrical system
leading to the clutch.

e Check clutch side play. If there is movement on
the shaft between the two clutch halves, adjust
using N31040 shim washers.

Note: All values taken at room temperature.
Voltage at 12 VDC. As temperature
increases, resistanceincreases, and current
decreases.

7000 Air Cart
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Engine Maintenance

Daily Maintenance

See Engine Operators Manual.

* Check oil level. It is very important the engine is PRE-CLEANER
not overfilled with oil. Normal oil consumption for
the 2 cylinder Kohler engine is up to 1 pint of oil
per day. Taking a day to be 8 working hours.

If the engine is overfilled with oil, the following will i
happen: AIR CLEANER
(1) Oil will be pumped out of the exhaust pipe. '
(2) Overfilling causes air ingression and foaming
of the oil which results in poor lubrication

and subsequent damage to the engine.

» Checkall air-intake hoses and clamps are in place
and tight.

» Check engine cooling fins are free from debris.
» Clean flywheel screen of any debris.
* CLEAN cyclone pre-cleaner.

* Check the activator valve on aircleaner is clear of
debris.

* Check vent in fuel cap is clear.

e Check belt tension.

Weekly Maintenance
See Engine Operators Manual.
e Service primary air filter element.

e Change oil and filter (See ENGINE OPERATORS
MANUAL).

» Clean cooling fins and external surface of engine.
Ensure shrouds are reinstalled. Failure to do so
will result in damage to the engine due to
overheating.

7-14 September 2004 7000 Air Cart
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Engine Maintenance - (continued)

Air Cleaner Maintenance

The air cleaner system on the 7000 Series Air Cart
consists of 3 stages:

» Acyclone pre-cleaner that should be cleaned daily.

* A primary paper element that should be cleaned
weekly. Release the dirt and dust by hitting the
element against your hand.

Never strike against a hard surface of use
compressed air when cleaning the element.

» Check element for pinholes using a trouble light.
If there are any pin holes then replace element
immediately.

» A safety element is located inside the primary
element. This element should be inspected and
cleaned the same as the primary element. If the
safety element is dirty, there is a problem with the
primary element and both the primary element and
the safety element should be replaced.

* When reassembling the air filter, ensure unit is
assembled correctly and is sealed completely.

* Check activator valve is clear of debris.

Fan Drive Belt Maintenance

e Check belt tension on engine driven fan weekly.
Spring length should be 8 to 8 5/8” long.

e If spring length is incorrect, loosen jam nut and
adjust the 3/4” nut down until the correct spring
length is obtained.

e If there is no adjustment left then replace belt.

General Engine Maintenance
» Check and/or replace spark plugs every 100 hours.

* Replace fuel filters on engine and on fuel intake
line below tank every 100 hours.

* Have engine serviced at a respective Engine
Service Dealer every 500 hours.

VIO R
]

Important

Damaged or loose components will allow
unfiltered air into the engine causing
premature engine wear and failure.

i
B 3

SPRING |
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Hydraulics
Refer to Section 1 regarding hydraulic safety. In addition:

* Inspect hydraulic system for leaks, damaged hoses

and loose fittings. M 0 R R I s

» Damaged Hoses and hydraulic tubing can only be Industries L¢td.
repaired by replacement. DO NOT ATTEMPT
REPAIRS WITH TAPE OR CEMENTS. High
pressure will burst such repairs and cause system
failure and possible injury.

Contact your nearest Dealer for genuine repair parts.
Dealers carry ample stocks and are backed by the
manufacturer and regional associations.

e Leaking cylinders - install a new seal kit.

 Fittings - use liquid Teflon on all NPT hydraulic joints.
Do not use liquid Teflon or Teflon tape on JIC or
ORB ends.

» Hydraulic Hose Connections - when connecting the A Cau t I O n

hoses to the cylinders, tubing, etc. always use one

wrench to keep the hose from twisting and another Dirt in the hydraulic system could damage
wrench to tighten the union. Excessive twisting will O-rings, causing leakage, pressure loss and
shorten hose life. total system failure.

» Keep fittings and couplers clean.

» Check the Tractor Manual for proper filter replacement
schedule.

Refer to the Trouble Shooting Section.
Note: Extreme care must be taken to maintain a

clean hydraulic system. Use only new
hydraulic fluid when filling reservoir.

1N Warning

HIGH-PRESSURE FLUID HAZARD

To prevent serious injury or death:

\@

* Relieve pressure on hydraulic system before servicing
or disconnecting hoses.

e Wear proper hand and eye protection when searching
for leaks. Use wood or cardboard instead of hands.

* Keep all components in good repair.

7-16 September 2004 7000 Air Cart
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Wheel Bearings

e Shut tractor off and remove key.
e Block wheel on tractor.

» Raise the Air Tank wheels enough to clear the
surface.

e Securely block Air Tank frame.
* Remove wheel from hub.

 Remove the dust cap, cotter pin, and the slotted
nut and washer.

e Be careful when pulling the hub off as not to drop
the outer bearing.

» Clean spindle and bearing components with solvent.

» Inspect for wear on bearings, spindle and cups, Bearing

replace parts as required.
e Do notreuse old seals. Use only new seals when § HTb

assembling. Seal D Bearing
e Pack inner hub with bearing grease. / <

. Bearing Cup / 9 Slotted Nut

» Be sure bearing and cup are dry and clean.
» Work grease into the bearing rollers, until each part Bearing Cup \

of the bearing is completely full of grease. / @

* Install inner bearing and cup first, then press new Washer

seals in place. Cotter Pin— /

» Place hub on spindle. Dust Cap
» Install outer bearing, washer and slotted nut.

e Tighten nut while turning the wheel until a slight
drag is felt.

e Back nut off one slot and install a cotter pin. Bend
cotter pin up around nut.

e Pack grease inside the dust cap and tap into
position.

7000 Air Cart September 2004 7-17
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Front Castor Brake Adjustment

The 7240 and 7300 Air Cart Dual Axle Front Castor is
equipped with a brake which prevents the tires from
shimmy under normal operation. It is important the
front castor brake be properly adjusted. If the brake
is not adjusted correctly the tires will shimmy
excessively and may cause the axle assembly to fail.

N25463 nosass

Adjust the castor brake as follows:

e Check and ensure there is no paint/grease
where the brake pad rides, as the paint/grease
will reduce the effectiveness of the brake.

* Inspect brake pad (N25465) ensuring it is not
damaged or worn, replace if required.

/
Y

Note: Maximum allowable wear is 1/8” (6 mm).
(New pad is 3/8” (9 mm) thick)

e Check and ensure the hex socket brake pad
mounting screws (N25463) are securely

g

tightened. @
e Check preload on castor fork top pivot bearings |

(with brake pad assembled loosely). Tighten as .@.'

required using wheel bearing tightening procedure - o

(springs will compress to a length of
approximately 2 3/8"[60 mm]).

e Adjust the jam nuts until the spring length is 2-
1/8" (54 mm). See Below.

* Increase the spring pressure on the brake to
stop the castor wheels from shimming in the
field or on the road.

Note: Do notovertighten the springs. Excessive
spring pressure will prevent wheels from Note: Tighten jam nuts until the
castoring. spring length is 2 1/8" (54 mm)

Important

Dual wheel brake will provide sufficient
pressure to stabilize castor at all travel
speeds up to 18 m.p.h. (28 kph). Avoid
setting more pressure on brake pad than
required to maintain stability. Tow only with
all tanks empty. If a unit must be towed
loaded over a short distance, the transport
speed must be reducedto 10 m.p.h. (16kph)
or slower.

7-18 September 2004 7000 Air Cart
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Metering

The metering wheels come in 4 different sizes. Each
wheel matches to a specific distribution head mounted Table 1
on the Seeding Tool. Divider
Metering Wheel Spacer
If the metering wheel and distribution head are not Head "9 P
matched correctly, the distribution accuracy will be Outlets [Number| Width |Number Width
d ly affected. "
adversely affecte , ; 1 3/4" , 1/2 (3&3 mm)
Spacer plates are used to take up the extra space in (45 mm) 1/4" (6.4 mm)
each metering cup. These spacer plates vary in size T2 6.4
according to the size of the metering wheel. 8 8 2" 5 (éc mm)
(51 mm) 1/4" (6.4 mm)
Metering Wheel Replacement
21/4 "
9 9 1 1/4" (6.4 mm)
« Remove the monitor donut from the Right Hand (57 mm)
Side of the metering bodly. 10 10 21/2" _ i
(64 mm)

» Disconnect meter shaft coupler from the meter
shaft and transmission drive shaft.

» Loosen the locking collars on the meter shaft
bearings.

* Remove the bolts holding the meter shaft bearings
and remove both bearings.

* Remove the meter shaft from the Right Hand Side.

* Remove the slider plates from all cups with metering
wheels.

* Remove the metering wheels. Inspect wheels and
replace if required. FLATWASHER |-

» Clean cups in metering body thoroughly prior to re- —
assembly.

* Smear a very-very thin layer of silicone on the pin
side of the spacer plates for the 7, 8 and 9 metering
cups.

The side with the silicone must be installed
against the metering body.

* Place all metering wheels and spacers back into
the metering body in the same order they came
out of.

The location of each primary run and wheel size
must be the same for both metering bodies.

Assembly Hint: Mark the metering wheels on the
outside of the rib that is next to the
key.

MONITOR DONUT

7000 Air Cart September 2004 7-19
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Metering - continued

Standard Metering Body

Note: The metering wheels can be installed with the metering body mounted to the Air Cart.

Item | Part No. Description Qty
1 N27100 1=y C= T g To T =0 To | SRR SUPPRR 1
2 N19687 Metering SNaft - 8 OULIET ..o et e e e et e e e e et e e e e e e nneeeaeeeannees 1
3 N19269 Bearing Assembly - NTN - 2 BOIt FIANGE ....cooiieiiiiieeii et 2
6 N21659 1= | PP TP P OV PP 2
7 N21602 5] o1 To] T PP PP PP PP P TP T RRTRTRPPPINE 4
8 N21612 BACKING WASKET ...ttt e et e e ettt e e e e e ma e e e e e e antb e e e e e e annbeeaeeaannans 1
9 N27090 Y [T [T G o KO IR 1Y 1= RS ER I As req
10 | N27089 S [0 [T e IRV o =T SRR As req
11 | N27088 S [T [T = R AV o =T SRR As req
12 | N27087 Y [T [T A AV o 1= SRR As req
13 | N27605 (01017 g = - T | G USRS As req
14 | N19526 Wheel - #10 Metering (Cream Colored) (0.250" WIdth) ..oeeeiiiiiiiee e As req
15 | N19527 Wheel - #9 Metering (Cream Colored) (0.225" WIdth) oo As req
16 | N19528 Wheel - #8 Metering (Cream Colored) (0.200" WIdth) .eeeeeiiiieiee e As req
17 | N19529 Wheel - #7 Metering (Cream Colored) (0.275" WIdth) .eeeeeee e As req
18 | N27099 Spacer Plate - #9 Wheel (SiNGIe - Left) ... ..eei e As req
19 | N27098 Spacer Plate - #8 Wheel (SINgle - RIGNT) ....eiiiiiie e As req
20 | N27097 Spacer Plate - #7 Wheel (DoubIe - Left) .....oooi e As req
21 | W-477 HEX BOIE = 3/8 X 1 1/2 L eteuteeiutee ittt etttk b ekttt et b ettt nnne s 4
22 | D-5488 FIAEWASNET = 516 ...ttt et 8
23 | W-522 LOCKWASKHET = 516 ...ttt et e et et e st e ek e e e e s e e e nnneeeae 8
24 | W-523 LOCKWASKHET = 3/8 ...ttt et e e et et e e e e e 4
25 | N15114 HexX NUt - 5/16 STAINIESS STEEI ....c..viiiiiiie e 8
26 | N15716 Seal Strip - 1/4 X 1 X 152 Lg (BUIK/FL) .ottt e e 8 ft
7-20 September 2004 7000 Air Cart
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Metering - continued

Coated Metering Body

Note: The metering wheels can be installed with the metering body mounted to the Air Cart.

Iltem | Part No. Description Qty
1 N28928 I (=T g g Yo T =T Lo | OSSP PEU R SOPPRPTNY 1
2 N19687 Metering Shaft - 8 OULIET ........coiiiiiiei i e st e e e et e e e e e sar e e e e e s sntberaeesanes 1
3 N19269 Bearing Assembly - NTN - 2 BOIt FIANGE ....ccooviiiiiiiiiiiece et 2
6 N21659 Y= | PSPPI 2
7 N21602 ] 0= UoT= ] TP POPOPTPPPPPP 4
8 N21612 BACKING WASKNET ...ttt et e e e e et e e e e ettt e e e e e e at b e e e e e e snraaaeeaanes 1
9 N27090 SHAET = 10 WRNEEI ...ttt e e e et e e e e e et e e e e e e st aeeeessnbraraeesannes As req
10 | N27089 SIHABT = O WL ... ittt e e e e e e e ettt e e e e e e bt e e e e e e sabaeeeessnbbaaaeesanes As req
11 | N27088 SIHABT = #8 W ... ittt et e et e e e e ettt e e e e e e bt e e e e e e saabaeeeessnbraaaeeaanes As req
12 | N27087 SIHABT = HT7 WL ...t e et e e e e ettt e e e e e e bt e e e e e e sateeeeessntraaaeeaannes As req
13 | N27605 COVET - BlanK Off ...ttt et e e e e et e e e e et e e e e e et e e e e e e nabraaaeeaane As req
14 | N19526 Wheel - #10 Metering (Cream Colored) (0.250" WIdth) ..eeveeiiiiiiiceicee e As req
15 | N19527 Wheel - #9 Metering (Cream Colored) (0.225" Width) ....veviiieeeiiece e As req
16 | N19528 Wheel - #8 Metering (Cream Colored) (0.200" WIdth) ....vvviireeeiiiie e As req
17 | N19529 Wheel - #7 Metering (Cream Colored) (0.275" WIdth) .o As req
18 | N27099 Spacer Plate - #9 Wheel (SINGIE = LETL) ...uuiiiiiiiiiii ettt As req
19 | N27098 Spacer Plate - #8 Wheel (Single - RIGNL) ...ooiiiiiiiiie et As req
20 | N27097 Spacer Plate - #7 Wheel (DOUDBIE - LEL) .uuviiiiiiiiiiice ittt As req
21 | N28927 Plastic Spacer - WHEel (LEfL) ...ttt e e e e e e e e et raaaeeaennes 8
22 | N28929 Plastic Spacer - Wheel (RIGNL) ......iiiiiie et e e e e e s raa e e e e enes 1
23 | W-477 HEX BOIt = 3/8 X 1 1/2 L0 uvteeieeeieieeiee ettt ettt e e e e e e e e et e e e e et e e e e e e atbeeeeessnbaaaeesannes 4
24 | D-5488 FIAEWASINET = 5716 ..ottt b e 8
25 | W-522 (oo T 1] =T o i PP PPV OPPR 8
26 | W-523 (oo T 1] =T g L S PSPPSR PPR 4
27 | N15114 HeX NUt - 5/16 STAINIESS SEEI ......eviiiiiieiiie e 8
28 | N28924 Plastic Spacer - Wheel (WIthOUL PiN) .....eiiiiiiiicc ettt e e eirana e e e e 7
29 | N15716 | Seal Strip - 1/4 X 1 X 152 LG (BUIK/FL) . .vveeeeeeeeee oottt 81t
N29457 Kit Coated Metering Body Assy (Includes 1, 2, 3, 6, 21, 22, 28 & 29)
7000 Air Cart September 2004 7-21

178



Maintenance

Metering - continued

Assembly Hint: Mark metering wheel size on the
metering body. This will help in
connecting the main distribution
hose and secondary divider
heads.

e Align the shaft keyway with the marks on the
metering wheels. Slide the metering shaft through
the metering wheels.

Note: Care must be taken that the key ways are
aligned, otherwise damage to the key in the
wheels may occur.

e The metering shaft must be pushed through until
the shoulder on the shaft hits the side of the
metering body.

» Install the washer on the shaft and into the housing
on the Right Hand Side of the metering body.

Important: The seal must be installed as shown,
with open side of the seal to the outside.
Care must be taken when installing the
seal. It is recommended that a brass
drift be used to minimize any damage
to the seal.

Note: The Left Hand Side seal is installed at the
factory.

» Reinstall both meter shaft bearings and spacers
with the grease fitting towards the rear of the
machine.

(" N

IMPORTANT

PREVENT CORROSION

Clean the Metering Body (Including Air Passages)
and the Collector Body. A light coating of
Silicone Lubricant or WD-40 or Penetrating Oil
should be applied before storage.

N21604)

SEAL

FLAT WASHER

SHAFT

ROTATION

7-22 September 2004 7000 Air Cart

179
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Metering - continued

¢ Tighten locking collars by turning the collars in the
direction of the shaft rotation. Lock the collar by
tapping the collar with a punch in the direction of
rotation of the shaft.

¢ Reinstall monitor donut on shaft. Ensure donut is
centred to the pick-up. The gap between the pick-
up and the donut must not exceed 1/8” (3 mm).

BLANK OFF PLATE

¢ Install the slider plates to all cups with metering
wheels.

Note: Install blank-off covers on cups without
wheels. Insert the top of the blank-off plate
under the tank lip.

e Setsliders to top of slot. Tighten sliders with 5/16”
stainless steel nut, lockwasher and flatwasher. (See
“Slider Setting” under Operation Section for correct
procedure) SLIDER PLATE

e Attach meter shaft coupler over the meter shaft
and transmission drive shaft.

¢ Install the 1/4” x 2 1/4” Special bolt with two -
flatwashers and locknut. Tighten locknuts to
bottom of threads.

METER SHAFT
COUPLER

7000 Air Cart September 2004 7-23
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Auger Arm Lock

Adjust 5/8 nuts such that the auger arm is unlocked
when the handle is horizontal and locked when the
handle is pulled down 90 degrees.

¢ N\
. )
1 UNLOCKED
|
4

~ LOCKED

\ REFER TO OPERATOR’'S MANUAL FOR ADJUSTMENT N31774

7/

Auger Arm Lock

Auger Pre-Load Adjustment

The pre-load must be adjusted to firmly seat the auger
on the front pivot pin when locked into storage
position.

To adjust the pre-load on the auger the Middle Pivot
Saddle washers/bushings must be moved as follows:

» To decrease the pre-load move washers/bushings
from bottom to the top of arm.

» Toincrease the pre-load move washers/bushings
from top to the bottom of arm.

Middle Pivot Saddle

7-24 September 2004 7000 Air Cart
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2-3 Meter Cart

Castor Fork Adjustment

Adjust castor wheel action to prevent excessive
movement.

* Remove dust cap from castor axle.

» Tighten bolt to adjust pressure on castor drag plate
to restrict excess castor movement.

» Lossen bolt to adjust pressure on castor drag plate
to increase castor movement.

» Check tire pressures. Tires must be inflated evenly
to ensure correct tracking.

7000 Air Cart September 2004
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Storage

Section Contents
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Storage

Preparing for Storage

General

To insure longer life and satisfactory operation,
store the 7000 Series Air Cart in a shed.

If building storage is impossible, store away from
areas of main activity on firm, dry ground.

Clean machine thoroughly.
Inspect all parts for wear or damage.

Avoid delays - if parts are required, order at the
end of the season.

Lubricate grease fittings. (Refer to Lubricating
Section).

Tighten all bolts to proper specifications (Refer to
Bolt Torque Chart).

To prevent corrosion and damage by rodents, clean
the hopper boxes and metering systems thoroughly
and wash with mild soapy water solution. Rinse
with water and dry thoroughly. Refer to Metering
Body Storage.

A light coating of silicone lubricant or WD-40 should
be applied to all metal metering system
components before storage.

Avoid lubricant contact with grain and fertilizer
tubes.

Loosen fan tension adjusting bolt. (Engine Drive
Only)

Relieve tension on tank lids.

Loosen clean-out doors.

Remove all chains and store in clean oil.
Relieve pressure from hydraulic system.

Raise frame, block up and relieve weight from the
tires.

A Warning

Do not allow children to play

on or around the machine.

MORRIS PAINT

Spray Cans:

Part Number

Description

W-4647 Red MORRIS Spray Can
W-4648 Blue MORRIS Spray Can
N31087 White MORRIS Spray Can
Litre Cans:

Part Number

Description

Z-10 Red MORRIS Paint/Litre
» Covertires with canvass to protect them from the o
elements when stored outside. Z11 Blue MORRIS Paint/Litre
» Paint any surfaces that have become worn.
82 September 2004 7000 Air Cart
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Preparing for Storage - continued

Metering Body Storage

It is extremely important that the metering system is
thoroughly cleaned before storing for any length of
time.

The following procedure should be followed for both
tanks:

* Empty tanks. (Refer to Unloading Tanks)
* Remove all sliders and blank off plates.
* Remove cover plate.

* Remove the collector bottom.

* Runfan.

* Wash the interior of both tanks and metering system
with soapy water. Wash the collector.

* Rinse with cold water and let the unit air dry.
» Coat metal parts with silicone lubricant or WD-40.
Note: Diesel fuel will harm seals.

* Reinstall all sliders and blank off plates in the same
order they were removed.

* Reinstall cover plate.

* Replace the clean-out door and the bottom of the
collector.

» Start the fan and operate for 5 minutes to dry out
any remaining moisture in the system.

* Leave clean-out doors loose to help prevent
condensation building up inside the tank.

» Leave lid latches loose to help maintain resilience
of the seals.

' N

IMPORTANT

PREVENT CORROSION

Clean the Metering Body (Including Air Passages)
and the Collector Body. A light coating of
Silicone Lubricant or WD-40 or Penetrating Oil
should be applied before storage.

N21604)

LEAVE LID LATCHES LOOSE

Important

At no time should corrosive fertilizer or
similar materials be allowed to remain in the
tank or metering body cavity.

BLANK OFF PLATE

=

e

7000 Air Cart
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Preparing for Storage - continued

Engine Storage:

To prolong life, it is recommended that the following
be done when the unit is stored for any long period of
time.

Warm up engine and change oil and filter.
Drain fuel tank and fuel system.

Remove spark plugs. Add 1/2 ounce of engine oil
into each cylinder. Install spark plugs but not the
plug leads. Crank engine two or three revolutions.

Clean exterior of engine. Coat exposed metal with
or light film of oil to prevent rusting.

Cover engine to protect it from the elements.

Loosen fan tension adjusting bolt.

84
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Storage

Removing From Storage

General

* Review Operator’'s Manual.

» Checktire pressure (Refer to Tire Pressure List)
» Clean machine thoroughly.

» Tighten lid latches.

» Tighten fan tension adjusting bolt. (Engine Drive
Only)

e Lubricate and install chains.

» Spray internal parts or the metering body with WD-40
to loosen any corrosion buildup.

» Checkfor leaks. (Refer to Maintenance Section)

» Lubricate grease fittings. (Refer to Lubricating
Section).

» Tighten all bolts to proper specifications (Refer to
Bolt Torque Chart).

Monitor

Familiarize yourself with all monitor functions. Ensure
all monitor “settings” are correctly set for the Air Cart/
Seeding Tool combination. Recognize and correct
alarm conditions as indicated on the machine. See
Monitor Section for more details.

Check all wire harness connections for corrosion and
use a dielectric spray to clean. Inspect all sensors
for proper gap. See Monitor Section for more details.

Clutch

Check friction plates for corrosion and buff with a wire
wheel if necessary. Check the resistance of the clutch.
See Maintenance Section for more details.

Auger

Inspect all augers used in handling the products for
seeding. Run augers to clean out any debris inside
auger so it does not get transferred to the tank.

7000 Air Cart September 2004
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Troubleshooting
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Troubleshooting

Problem

Cause

Correction

General
Delivery hoses plugged.

Hydraulic fan will not turn

Fan turning too slow

Front Castor moving too
freely. (7240, 7252 & 7300)

Insufficient air flow.

Hose sag.

Seed boots plugged with dirt.

Hose obstruction.

Air delivery hose partly off
manifold.

Kinked hoses.

Obstruction in divider head.

Exceeding machine’s delivery
capabilities.

Poorly mounted hoses.

Pulleys loose on shaft.
ENGINE DRIVE ONLY

Broken fan belts
ENGINE DRIVE ONLY

Loose fan belts
ENGINE DRIVE ONLY
Selector valve in wrong position.

Hydraulic hoses not connected
properly to tractor.

Insufficient oil folw.

Flow to hydraulic motor.
Low hydraulic pressure.

Brake Not adjusted properly.

Clean fan impeller blades.

Clean fan intake screen.

Increase fan rpm.

Shorten hoses or add additional supports.

Clean seed boots.
See “Seed Boot Plugging” below.

Remove obstruction from hose.

Reinstall hose properly on manifold.

Straighten hoses and properly secure them to
framework.

Remove access door and clear obstruction from
appropriate outlets - be sure to use appropriate

screens when filling.

Reduce ground speed and speed up fan.

Reroute hoses.

Properly fix pulley to shaft.

Replace belts. Ensure fan is rotating clockwise
facing the impeller.

Tighten fan belt adjusting springs.

Switch the selector to fan position.

Reverse hydraulic hoses.

Perform flow test.

Increase flow control setting.
Check hydraulic pressure 2100 psi.(14469 kPa)min.

Adjust brake as necessary. See “Brake
Adjustment”in Maintenance Section.

9-2
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Troubleshooting

Problem

Cause

Correction

Front Castor moving too
freely. (7240, 7252 & 7300)

Material flowing thru system
when unit is stationary and
the fan running.

Material not being divided in
distribution head.

Clutch slipping.

Material not being metered
out.

Worn brake pad.

Damaged metering wheel.
Sliders not adjusted correctly.

Small seed plate not installed.

Head partially blocked.
Kinked hose running to shank

Damaged distribution section
on head.

Bent or damaged diffuser pipe.

Secondary hose length.

Low power supply.

Metering drive torque load too
high.

Corroded, rusty, dirty clutch.

Faulty clutch.

Metering clutch not engaged.
Metering Clutch slipping.
Main drive chain not installed.

Drive chain or chains broken.

Massive air leak in tank,
resulting in material being
blown up out of the metering
cup.

Key sheared on metering wheel.

Replace brake pad. See “Brake Adjustment”in
Maintenance Section.

Replace metering wheel.

Adjust as required. See “Slider Settings”.

Adjust as required. See “Slider Settings”.

Remove blockage and reinstall hose.
Straighten or replace hose.

Replace head with new one.

Straighten or replace diffuser pipe.

See “Secondary Hose” in Operation Section.
Ensure good connections at the power supply.
Battery voltage must be 12V.

See Maintenance Section.

Clean and inspect clutch.

Replace clutch.

Engage switch in tractor cab.
See “Clutch Slipping” below.
Install drive chain properly on Drive Sprocket.

Install new chain.

Ensure connecting link is installed correctly.
Curved part of spring clip should face the
direction of chain travel.

Repair the air leak.

See “Air Leaks” in Maintenance Section.

See “Tank Lid Adjustment” in Maintenance
Section.

Change metering wheel and check for cause of
metering wheel shearing.

7000 Air Cart

September 2004
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Troubleshooting

Problem

Cause

Correction

Material not being metered
out.

Plugged seed boots

Material not being
accurately metered out of
the metering body.

Material caked up in tank.
Excessively wet material in
tank.

Coupler bolt sheared

Backing up with openers near
orin the ground.

Turning very sharp with openers
near or in the ground.

Lowering machine without any
forward motion.

Worn openers or sweeps.
Severely bent or damaged boots.
Excessively wet conditions.

Opener Adjustment.

Air delivery hoses loose,
cracked or pulled off.
Metering Clutch slipping.

Inlet screen to fan blocked off.

Metering wheel slider plate
adjusted incorrectly.

Material caked up above one or
more of the metering cups.

Excessively damp material in
tank.

Foreign obstruction in tank
above metering wheels.

Remove material and completely clean out the
tank.

Remove wet material and use reasonably dry
material.

Replace with Grade 8 bolt.
Lift machine all the way up before backing up.
Lift machine all the way up when making sharp

turns.

Always have forward motion when lowering
machine.

Replace openers.

Straighten or replace as required.

Change openers, operate when drier.

See “Opener Adjustment”in Operation Section.

Tighten the hoses, replace cracked hoses or
install hoses pulled off their respective locations.
See “Clutch Slipping” below.

Clean off material that is blocking the fan screen.
Adjust sliders so they are all the same for the
product being metered. See Operation Section
for correct clearances.

Clean out caked up material.

Use reasonably dry, fresh material only.

Remove obstruction, and always fill tanks through
the screen.

94
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Troubleshooting

Problem

Cause

Correction

Material not being
accurately metered out of
the metering body.

2-3 Meter Cart

Castor Axles have
excessive movement.

Not tracking straight.

Caked up metering wheels on
some or all of the metering
cups.

Damaged metering wheels.

Metering wheels mismatched to
secondary outlet.

Incorrect spacing sprocket.
Crank rotated wrong way when
taking sample.

Double Shooting hoses not
routed correctly.

Air Leak in System.

Drag plate adjustment.

Tire Pressure uneven.

Axle alignment.

Clean out the metering cups and wheels.

Replace broken metering wheels.

Install correct wheels to head.

1 3/4” wide wheel for 7 outlet head.

2" wide wheel for 8 outlet head.

2 1/4” wide wheel for 9 outlet head.

2 1/2" wide wheel for 10 outlet head.

Be sure appropriate spacers are also used.

Install correct sprocket on back of transmission.
See Maintenance Section.

Crank must be rotated counter clockwise.

See Set-Up Section.

Adjust lids and doors as necessary.
Replace damaged seals.
See Maintenance Section.

Adjust pressure on drag plate.

Inflate tires to correct pressure.

Contact Technical Support for correct location of
shims.

7000 Air Cart
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Troubleshooting

Problem

Cause

Correction

Monitor

Monitor lights up but does
not seem to work.

No fan display.

No ground speed display

No meter speed display.

No display, no back light.

No display, no back light.

Bin indicates always empty.

Faulty monitor

Completely disconnected
harness.

Incorrect gap between sensor
and target.

Faulty sensor.

Broken or shorted wire.
Sensor to magnet gap too
large.

Faulty sensor.

Broken or shorted wire.
Sensor to magnet gap too
large.

Faulty sensor.

Broken or shorted wire.

Switched off

Poor power connections at the
battery.

Battery below 8 volts.
Temperature below -10C or
above +40C.

Broken wire.

Faulty sensor.

Wires not hooked to sensor.

Program Setting at 0.

Replace monitor.

Connect harness.

Gap should be 0.030” (0.76 mm).

Replace sensor.

Replace or repair harness.

Gap should be 0.030” (0.76 mm).

Replace sensor.

Replace or repair harness.

Gap should be 0.030” (0.76 mm).

Replace sensor.

Replace or repair harness.

Switch unit on.

Ensure good connections.

Check battery voltage.

Operate between -10C and +40C.

Repair wire.
Replace sensor.
Hook up correctly.

Change Program Setting to 20.

9-6
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Troubleshooting

Problem

Cause

Correction

Bin indicates always full.

Blown fuse.

Engine

Engine stops or lacks
power.

Engine will not start or is
hard to start.

Engine knocks or pings,
skips, backfires, misfires or
overheats.

High fuel consumption.

Blocked light beam on

photoelectric sensor.
Wire shorted to ground

Faulty sensor

Power hooked up backwards.

Dirt in fuel line.

Dirty air filter element.

No fuel or improper fuel.

Faulty spark plugs.

High temperature.

Low oil pressure.

Dirt in fuel lines.

Dirty air filter elements.

No fuel or improper fuel.

Faulty spark plugs.

Dirt in fuel filter.

Dirty air filter elements.

Faulty spark plugs.

Incorrect oil level.

Dirty airscreen and/or cooling

fins.

Dirty air filter elements

Remove object blocking the beam.

Repair or replace wire.

Replace sensor.

Hook up correctly. RED to positive terminal.

Replace fuel filters.

Clean filters as outlined in Section 7.

Use regular or preferably unleaded gasoline.
Replace.

Clean air screen and cooling fins. See
Maintenance Section.

Incorrect oil level.
Replace Fuel filters.

Clean filter as outlined in Maintenance Section

Use regular or preferably unleaded gasoline.
Replace.

Replace fuel filter.

Clean filter as outlined in Maintenance Section
Replace.

Add oil.

Clean as outlined in Maintenance Section.

Clean filter as outlined in Maintenance Section

7000 Air Cart

September 2004
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Options Assembly

Hitch Stand Kit (Tow Behind)

» Attach the mounting plates to the hitch pole using
three - 3/8” x 4” bolts, lockwashers and nuts.

Note: Locate hitch stands in aposition which will
clear any attachments on the Seeding Tool.
(i.e. Mounted Harrows, Packers, etc.)

e Mount the outer tube between mounting plates with
a 1/2” x 4 1/2” bolt, lockwasher and nut.

» Slide inner tube into outer tube retaining with the
tightener.

e Retain stand with a 5/8” pin and hair pin.

Attached/Detached Posmon

e
My o mad |-|.-
S ’!‘ﬁ‘f vl !

Transport Posmon

g

7000 Air Cart September 2004 10-3
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Options Assembly

Second Clutch

Remove the metering shaft coupler from the rear
metering shatft.

Mount coupler to the clutch using 1/4” x 3/4” bolts.

Install the clutch and coupler to the transmission
output shaft with a 1/4” x 1 1/2” spiral pin on either
side of the clutch.

Note: Install extra flatwashers as required to

Acre Tally

eliminate excess clearance between clutch
components.

Install the short metering shaft coupler.

Install the 3/8” x 4” bolt into the hole in the rear
transmission plate.

Run the cable down the left hand Air Seeder hitch
pole.

Run the extension cable along the left hand hitch
pole of the Seeding Tool.

Connect cable to the auxiliary clutch switch quick
coupler. Coupler

Clutch Coupler

Second Clutch

Flatwasher

Install the tamper proof acre tally to the crank
handle shaft as shown.

AcreTally

104

September 2004
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Options Assembly

Mounted Harrow Kit

e Mount the harrow bracket as shown with two 1/2”
U-bolts, lockwashers and nuts.

e Attach the harrow arm to the bracket with four 1/2”
x 1 3/4” bolts, lockwashers and nuts.

e Mount harrow to the harrow arm.

» Repeat above procedure for the other harrow.

Mud Scraper

7130 & 7180 Tow Behind
» Slide the mud scraper into place.

» Attach mud scraper with 5/8” x 1 1/2” bolts,
lockwashers and nuts.

e Secure all the bolts.

Important

DO NOT EXCEED 20 M.P.H.
The front castor tire will contact the mud
scraper if towing speeds exceed 20 M.P.H.
causing severe damage to the tire and mud
scraper.

7000 Air Cart September 2004 10-5
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Options Assembly

Fertilizer Banding Kit

Banding Kit (using rear transmission)

\
\
\

\
\
\
/

\

\
\

\\
\

Vi

N
/
— O
\
o v Peu waN
i
/4
/

Iltem | Part No. Description Qty
1 | D5234 Yo gl o ][] B 0 = PSPPSR 1
2 | N19237 SPrOCKEL = A0BL8 .....ooieiiiiiiiie ettt e et e e e e ettt e e e e e sttt e e e e e s tbb e e e e e e e anbraaaaeeaans 1
3 N27633 Chain - #40 x 47 Links w/Connector & Offset Link 7240/ 7300 ONLY .....uvvviveiiereeeannnn. 1
4 | N19774 Chain - #40 X 72 LINKS W/CONNECTOT ........uuuiitiiiiiiiiieieiie e e e e e e e 1
5 N27631 Chain - #40 x 223 Links w/Connector & OffSet LiNK ... 1
6 | S10730 GV O G R 1 X o PP OPUPPPR 2
7 | N19460 BUSHING = 2 1/2 L0 oeeeeiiiiiiiie ettt e e e e sttt e e e e e st e e e e e e e nbaeeaeeeeane 1
8 | N19283 Carriage Bolt - 3/8 X 3 1/2 g «oeeee ettt e e e e e e e e 1
9 N19706 FIatWASNEE - 3/8 ..ottt e e e e e e e e e e e 2
10 | W-523 LOCKWASKNET-3/8 ...ttt e e et e e e e e e aaaaaaaaaa s 1
11 | w-514 HEX INUL = B/8 .ttt e et e e e e e e a b e e e e e e s bt e e e e e e e e tbbeeeeeeennnees 1
12 | D17946 SPIOCKETL = AOBL2 ....eeiiiiiiiiiiee ettt e et e e e e s ettt e e e e s sttt e e e e e e bbb e e e e e e e anbraaaaeeaan 1

N27849 Fertilizer Banding Kit (Includes Iltems from Options 1 & 2 pg. 2-7 & 2-8)
(Order Through Wholegoods)
See Section 12 for rate settings.
10-6 September 2004 7000 Air Cart
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Options Assembly

Fertilizer Banding Kit - continued

Banding Kit (using front transmission)

Iltem | Part No. Description Qty
1 N19261 Lo 1T N o PR 1
2 D17808 SPIOCKEL = AOALT ..ottt ettt e ettt e et e e es e e et e e e ae e e ettt e e e neeeean et e e e nte e e e neeeeannneeennaeeens 1
3 N19237 SProcket - 40BL8 ......ccoiiiieiiiee it 1
4 N27632 Chain - #40 x 40 Links w/Connector 7240 / 7300 ONLY 1
5 N27633 Chain - #40 x 47 Links w/Connector & Offset Link 7240 / 7300 ONLY 1
6 N19774 Chain - #40 X 72 LINKS W/CONNECION ... ..coiiieieeeeeee et e e e e e et e e e e e e e e e e e e eeraarae e s 1
7 N21024 Chain - #40 x 217 Links w/Connector & Offset Link 1
8 N27631 Chain - #40 x 223 Links w/Connector & Offset Link 1
9 S10730 G O 0t 1 o ST 2
10 | N19577 S TU TS 11T R < o ST 1
11 | N19460 Bushing - 2 1/2 Lg eeeooceeiieeeiee e 1
12 | W-1663 Spring - 23/32 OD x 7 9/16 Lg 1
13 | D-5249 Hex Bolt - 3/8 x 3 1/4 Lg 1
14 | W-501 Hex Bolt - 5/8 x 2 1/2 Lg 1
15 N19706 Flatwasher - 3/8 .................... 2
16 | W-523 Lockwasher - 3/8 ................. 1
17 | W-526 LOCKWASKIET = 5/8 ...ttt e e e e et e e e e e e e e e e e e et e e e e e e e e e eeeesar e ns 1
18 | W-514 Hex Nut - 3/8 1
19 | W-517 Hex Nut - 3/8 1
20 | D17946 SPrOCKEL = AOBL2 ...ttt ettt e e et e e et e e e te e e e e ae e e e as bt e e ante e e aae e e e neeeenneeeeannteeeanneeeans 1

N27849 Fertilizer Banding Kit (Includes Items from Options 1 & 2 pg. 2-7 & 2-8)
(Order Through Wholegoods)
See Section 12 for rate settings.
7000 Air Cart September 2004 10-7
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Options Assembly

Rear Tow Hitch (Tow Behind)

Standard Hitch

Attach the upper brackets to the Air Cart frame
with a 5/8” x 4" x 5 9/16” U-bolt, lockwashers and
nuts. (Approximately 26” above lower frame
member)

Attach the lower brackets to the Air Cart frame
with a 5/8” x 6” x 5 1/2” U-bolt, lockwashers and
nuts.

Attach the hitch tubes to the brackets using 3/4” x
2 1/4” bolts, lockwashers and nuts.

Install the hitch clevis between the tubes using 3/4”
x 2 1/4” bolts, lockwashers and nuts.

Level hitch clevis and hitch tubes.

Tighten all bolts securely.

Note: Leave all bolts loose for initial assembly.

10-8

September 2004
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Options Assembly

Rear Tow Hitch (Tow Behind)

Extended Hitch

e Attach the upper brackets to the Air Cart frame
with a 5/8” x 4” x 5 9/16” U-bolt, lockwashers and
nuts. (Approximately 26" above lower frame
member)

« Attach the lower brackets to the Air Cart frame
with a 5/8” x 6” x 5 1/2” U-bolt, lockwashers and
nuts.

e Attach the hitch tubes to the brackets using 3/4” x
2 1/4” bolts, lockwashers and nuts.

 Install the hitch tongue between the lower hitch tubes
using 3/4” x 2 1/4” bolts, lockwashers and nuts.

¢ Install the hammer strap to hitch tongue between
the upper hitch tubes using a 3/4” x 6 1/2” bolt, bushing
-11/4”OD x 3 1/16” lg, lockwasher and nut.

e Secure hammer strap above hitch tongue with a 3/4”
x 5 bolt, lockwasher and nut.

Note: Hammer strap can be flipped back to
accommodate different hitches.

¢ Tighten all bolts securely.

Note: Leave all bolts loose for initial assembly.

HITCHTONGUE

r:.-- * [ T TR, R 4 e BT 3
| HAMMER STRAP
FLIPPED BACK

‘-'-.~.
.';‘.

i.

HITCHTONGUE ¢

7000 Air Cart

September 2004 109
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Options Assembly

Rear Tow Hitch (Tow Behind)

Iltem | Part No. Description Qty
1 H18267 Hyd Hose - 1/4 X 96 Lg W/9/L16-18 FJIIC ....ooiiiiiiiiiiiiie et 2
2 N15041 Hyd Hose - 1/2 x 293 Lg W/7/8-14 FJIIC X 1/2 MNPT ...ciiiiiiiiiieiiieiie et 2
3 C-4403 Tee - (2) 9/16-18 MJIIC X (1) 9/L16-18 FIIC ....cccuiiiiiiiiieeiie ittt 2
4 C-4405 Connector - 9/16-18 MJIC X 3/8 MNPT ...cc.oiiiiiiiiiiieiie ettt 2
5 C-4399 Connector - 7/8-14 MJIC X 1/2 MNPT ....iiiiiiiieiiie ittt 2
6 C-719 Reducer - 1/2 MNPT X 3/8 FINPT ...ttt sttt be e 2
7 S-1379 Pioneer Coupler ASSEMDIY .....oc.uuiiiiiiiiiit et e e e s e e e e e e et e e e s araeeeane 1
8 N16608 ol ToT =T @ T o o USRS SUPPRRT 2
9 C-817 Male Pioneer Tip - 1/2 FINPT ... ittt et e e ettt e e e e e ettt e e e e e ennnreeaeeeannes 2
10 | C-818 Pioneer CoUPIET = 172 FINPT ...ttt e e e et e e e e et a e e e e e s bbb e e e e e s antbaaaeesanes 4
11 | N21691 MOUNEING BIACKET ...ttt ettt e e 1
12 | N16257 ST 6 T= Yo T PRSP U PP R PPN 3
13 | D-4808 (O ]| I g TN @ F= 3 ] o SO PP O SPUPSPP 2
14 | W-469 HEX BOIE = 174 X B/ .ottt b ekt b et ettt 2
15 | W-473 HEX BOIE = 5716 X L L1/2 .ottt ettt b et b ettt ettt s 2
16 | W-187 HEX BOIE - B/8 X L L/4 oottt 1
17 | W-619 HEX BOIE = B/8 X L 3/4 ettt b et b e bbb 1
18 | D-5249 HEX BOIE = B/8 X 3 L/4 ettt ekttt 1
19 | S-1299 HEX BOIE - 3/8 X 4 L/2 ..o 1
20 | C-3918 HEX BOI - B/8 X5 .otttk h bbbkt b et b e 1
21 | W-521 LOCKWASKNEE = L/ ...ttt et e et e e e e ettt e e e e ettt e e e e e anntbeeeeeaansbeeaaeeanes 2
22 | W-522 LOCKWASNEE = B/LB ...ttt ettt ettt 2
23 | W-523 LOCKWASKNET = B8 ...ttt ettt e e e et e e e e ekttt e e e e ettt e e e e e annteeeeeeaannbneeaeeaanns 3
24 | W-512 HEX INUL = /4 ootttk h ekt e e he e e bt e b e et e ekt et e e e bt e sbeeeaeeanbe e 2
25 | W-513 HEX INUL = 516 ..tttk ettt b ettt et e sttt eenan e 2
26 | W-514 HEX INUL = /8 .ttt f et h ekt e e hb e e bt e b e e bt e b b e et e e nbe e e beesnneanbe e 3
27 | D-4838 LIRS L= o T O TP P PR UPRPPPPPPPI 6
28 | C-4385 Hyd Hose - 1/2 x 24 Lg w/7/8-14 MJIC X 7/8-14 FJIIC 7130 /7180 ....ccueevviiriiiiiiieeiie e 2

28A | C15310 Hyd Hose - 1/2 x 72 Lg w/7/8-14 MJIC x 7/8-14 FIIC 7240/ 7252/ 7300 .......coeeverrviiiirenieainns 2

H27842 Kit - Hydraulic Extension - 7130 / 7180 (Includes All Items Except #28A)
H25645 Kit - Hydraulic Extension - 7240 / 7252 / 7300 (Includes All Items Except #28)
(ORDER THROUGH WHOLEGOODS)

10-10 September 2004 7000 Air Cart
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Options Assembly

Hitch Extention (Tow Between)

* Attach extended hitch to Air Cart hitch with a 1 1/2”x
6 1/2” UL pin and #19 Hair Pin.

e Secure extended hitch to Air Cart frame with 5/8” x
6" bolts, lockwashers, nuts and mounting plates.

I‘! Ei '__ — _—
4 MOUNTING PLATE

—B

EXTENDED HITCH

7000 Air Cart September 2004 10-11
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Options Assembly

Three Point Hitch

,,,,,,,,,,

Insert Pin
as shown

10-12 September 2004 7000 Air Cart
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Options Assembly

Three Point Hitch - continued

Iltem | Part No. Description Qty

1 | N28370 Frame - 7180 Tow Between/Three POINt HItCh ..., 1

N28375 Frame - 7240 Tow Between/Three POINt HItCh ..., 1
2 | N28960 Three POINt HITCN Frame@ ...ttt 1
3 N28954 [T N 1 o PP PP PUUPPPPPPRTPTIN 2
4 | N28962 Y 1 PP P PP PPPPPPON 4
5 | N34550 TrANSPOIT LOCK ...ttt ettt e e e e e e e e e e e e e e e e e e e e e e ennnnneees 2
6 | N34550 LOWEE LINK ettt ettt e e e e e e e e ettt et e e et e e e e e aaaaaaaaaaaaas 2
7 | N28966 ROCKET PIALE ...ttt ettt e e e e e e e e e e aaaaaaaaaaaas 2
8 | C26300 (031 aTo [T g I o [P PPPRTR 2
9 | D17315 Hairpin -#3 - 0.094 X L 21/32 g .veeeeeeeiiiiiiiiee ettt e e e 2
10 | N34361 12 T0 IS o1 o Vo PP PUPPPPRTR 2
11 | N28953 PIN = 3/8 X 4 L/A UL ..ot 2
12 | W-489 HEX BOIt = 1/2 X 2 1/A L wteeeeeeeieeeee ettt e e 2
13 | W-558 PIN = L X 2 1/A UL oottt 2
14 | W-1429 PIN = L X 3 3/8 UL ittt 2
15 | N31313 Sleeve - TranSPOrt LOCK PN ..ot e e e e e e e 2
16 | F-3645 PIN = L X5 /A UL oottt 2
17 | N28997 PiN - L2/ X 2 1/ UL oottt e 2
18 | N28994 PiN - L2/ X 4 LIA UL oottt e 2
19 | N32735 PiN - L2/ X5 LI UL oot 2
20 | W-479 HEX BOIt = 3/8 X 2 L/ L weeeeeeei ittt 2
21 | N34554 L-BOIt = 3/4 X 4 X A LL .ottt 4
22 | W-527 LOCKWASIET - 314 ... ettt e e e e e e e e e e e 8
23 | N13962 Washer -2 1/2 OD X 1.281 ID X L/4 ....eveeeeeiiieee ettt 4
24 | M-3388 LOCKNUL - 3/8 UNITOIGUE ...ttt e e e e e e e aaaaeaeaans 2
25 | F-3405 LOCK INUL = /2 ettt e et e e e e e 2
26 | W-518 HEX INUL - B/ ettt e e e e e e e e e 8
27 | D-5239 COEN PiN = 1/4A X 2 1/4 LG weeeeeeiieieeee ettt et e e 6
28 | W-535 COtEr PiN = 1/4 X L /2 L e e eeie ittt ettt e e e e e e e e aaaaaaaaaas 6
29 | N28971 TUINDUCKIE ...ttt ettt e e e e e e e e e e e e e e e e e e e e e e nnnnneees 1
30 | C12609 HEX BOIt = 1 X 4 112 g ettt ettt e e e e e e e e 1
31 | N19605 WVBSIIET ...ttt 1
32 | T-5276 LOCK INUL ..ttt ettt e ek e e e e e s ettt e e e st n e e e e e aaann 1
33 | C18761 Chain - Safety - 3/8 P-7 AG - 30,000 10 ......oiiiiiiiiiiiiiice it 1
34 | w-b41 Washer - 27 OD X 0.8137ID X LOGA ....oiiiiieiiiiiiiiie ettt 2

Note: Turnbuckle is not supplied with Xpress three point hitch assembly.
7000 Air Cart September 2004 10-13
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Options Assembly

Three Point Hitch - continued

Standard Hydraulics

10-14 September 2004 7000 Air Cart
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Options Assembly

Three Point Hitch - continued

Standard Hydraulics

Iltem | Part No. Description Qty

1 | C-4367 OILLINE = 5/8 X B0 L0 +rvvvieeieeeeieeiie i ei e sttt et e et e e e e e e e e e e e e s s s s bt eenerraeaaaaaeaaaeeas 4

C-4369 OILLINE = 5/8 X 96 L0 wrvvvieiieeeeeeei i e i e ettt et e e e e e e e e e e e e e s s st erereeeaaaaaeeaeaens 4
2 | C-4385 Hyd Hose - 1/2 x 24 Lg W/7/8-14 MJIC X 7/8-14 FJIC .....ccooiiiiciteeeeee et e e 4
3 | C-4468 Hyd Hose - 1/2 X 24 LgW/7/8-14 FIIC X 7/8-14 FJIIC ...ccccoeiiie i a e 3
4 | C-1482 Hyd HOSE - 1/2 X 32 LG W/L/2 MINPT oottt ettt e e e e e e e e e e 1
5 | C-4404 Hyd Hose - 1/2 x 36 LgW/7/8-14 FIIC X 7/8-14 FJIIC ....cccoeiiie i a e 1
6 | C18779 Hyd Hose - 1/2 X 72 Lg W/7/8-14 FIIC X 7/8-1A FJIIC ....ovevviieiiiiiiiiee et 4
7 | N19548 Hyd Hose - 1/2 x 132 Lg W/7/8-14 MJIIC X 1/2 MINPT ....oviiiiiiiiiiiiiiee et 4
8 | C-4400 90 EIbOW - 7/8-14 MIIC X L/2 MINPT ..eeiiiiiiiiiieee sttt 7
9 | K-5806 90 Swivel EIDOW - 7/8 MJIC X 7/8 FIIC ......ueiiiiiiiiiiieiee et 1
10 | H18746 Swivel Tee - 2 X 7/8-14 MJIIC X 7/8-14 FJIIC ...cciiiuiiiiee ettt 6
11 | C14840 Male Connector - 1/2 Morb X 5/8 MJIC .....ccooiiiiiiiieeiiee e 4
12 | C-4399 Male Connector - 7/8-14 MJIC & L/2 MINPT ...ouviiiiiiiiiiee et 3
13 | K21212 N Y =1 T= O T To ] o TP PPP P PPPPPPPP 1
14 | C-817 Male PIONEEI TiP - 1/2 FINP T ...ttt e e e s e e e e e e e e e aeaaeaaaaeeas 6
15 | C-818 Pioneer CoUPIEr - 1/2 FINPT L...uiiiiiiiiiiiiiieiie ettt e e e e e e e e e e et e e s e s s s eeeeereeaaaaaaeeaaaeas 9
16 | C-4698 )Y (o @ 1 I 1= @ = o ] o PR 8
17 | N16608 Coupler Clamp - FEMAIE PIONEET ........uviiiiiiiiiiiieiie et e e s e e e e e aeeeaeeaeaeas 6
18 | N19458 0 = Lo = S 4
19 | W-469 HEX BOIt = 1/4 X 3/4 LQ ceeee e e e e ittt ettt e e e e e e et e e s e s st r e e e e e e e e e aaeaeaeeaaenan 6
20 | N31314 HEX BOIt = 5/16 X5 1/2 L coeiiee ettt et et e e e e e e e e e s e s s e s e st eeeeeaaeeaaeaaeaeaeeas 2
21 | C-1550 HEX BOIt = 3/8 X 4 L ceeeeeeee i e s iee ettt e e e e e e e e e e e s s e e e e e e e e e e e aaeaaeaaaaeeaanan 2
22 | W-474 HEX BOIt = 5/16 X L 7/8 L «oeeeeeieeeeiiiiiieittee ettt e et e e e e e e e e s e e s s s s s eeeneaaaaaaeaaaeaaeeas 2
23 | w521 LOCKWASKET = /4 .ottt e et e e e et e e e e e neees 6
24 | W-522 LOCKWASIET = 5/16 ...ttt e ettt e e e e s et e e e e e s nbbaeeeeeeaane 4
25 | W-538 FIAEWASNEE = /8 ...t e e 2
26 | W-512 HEX INUL = L/ ettt e e e e et e e e e e st e e e e e e et bb e e e e e e nnneee 6
27 | W-513 HEX INUL = 5716 ...ttt e et e e e e s ettt e e e e s e bt e e e e e e e e nnbbaeeaeeeanne 4
28 | M-3388 LOCKNUL - 3/8 UNITOIGUE ...ttt e e e e e e e e e e e e e eneareeaaaaaaeeaeens 2
29 | C26300 (O[T a0 [T g 5t I o PRSI 2
30 | S-4730 Selector Valve - 2 Way (Seal Kit - N3LO0L) ....uuururieiiiiiieiieeeeeeeeeeeeiescireeneereeereereeeaeeaee s 1
31 | D-4838 NN (o I =TS 1 = Vo TR I I o o SRS 8

7000 Air Cart September 2004 10-15
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Fan & Auger Drives
Xpress Tow Between Hydraulic Drive
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Options Assembly

Auger Spout Extension Kit

¢« Remove existing spout from the auger.

e Dirill three 1/4” diameter holes 2" from edge of spout
and approximately 6 3/8” apart. See fig. 1

¢ Slide extension onto the spout and install three 1/4”
x 3/4” bolts with 1/4” locknuts through the hole in the
extension. See fig.2& 3

Note: Flatwashers may be required to shim the
bolt heads for desired fit.

e Attach the tarp strap to the spout with a 1/4” x 1 1/4”
bolt, flatwasher and locknut. See fig. 4

¢ Install spout assembly onto the auger.

FIGURE 1

FIGURE 2 FIGURE 3

FIGURE 4

10-18 September 2004 7000 Air Cart
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Options Assembly

Pin Blockage System

There are two options for mounting Blockage Modules
and Pin Sensors.

Option ‘A’ - Full System

All Secondary Hoses have a Pin Sensor.

One Module Kit #N27066 mounted on each Divider
Head on Seeding Tool. (10 Modules Maximum)

Main lead wire #N27623 (25 ft).

Extension wire #N16474 (15 ft.) for each additional
module as req’d.

Pin Sensor Kits #N30659 (5 ft.) as req'd.

= i
Blockage Module attached to Divider Head

/— Blockage Module

/Pln Senso|
AL

|

rs (#N30659)
WA |
\\ A
/

»_
»_

f//i :

HH FHHH HH HH HHH R

\Main Lead Wire (#N27623)

Extension Wire (#N16474)

7000 Air Cart September 2004
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Options Assembly

Pin Blockage System - continued

Option ‘B’ - Partial System
- Select Secondary Hoses have a Pin Sensor.

- One Module Kit #N27066 mounted for each Divider

Head - as req’d (See Charts). o il wr
; . i - ‘l F-
- Main lead wire #N27623 (25 ft). \ » ; p—
N S —
- Extension wire #N16474 (15 ft.) for each additional e ™ o

module - as req’d.

- Pin Sensor Kits - as req’d (See Charts).

=

Blockage Module attached to Divider Head

Sensor Wire \\/ /— Blockage Module

=25
il
;Liﬂit\f !
R
>_

T
>

N » L
>

koﬂn Lead Wire (#N27623)

10-20 September 2004
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Options Assembly

Pin Blockage System - continued

Option ‘B’ - One Sensor per Head - Secondary Hoses

One Sensor Per Head - Secondary Hoses
— Pin Sensor Kits Required Modules
5foot | 10 foot | 15 foot | 20 foot | 30 foot Req'd
N30659 | N30660 | N30661 | N30662 | N30663
Maxim Il Air Drill
3 frame models
- 3 heads 1 0 0 2 0 1
- 4 heads 1 1 1 1 0 1
- 5 heads 1 2 1 1 0 1
- 6 heads 1 3 1 1 0 1
- 7 heads 1 2 1 3 0 1
Maxim Il Air Drill
5 frame models
- 6 heads 1 1 1 1 2 1
- 7 heads 2 1 0 2 2 1
- 8 heads (49 ft) 2 2 1 1 2 1
- 8 heads (55 & 60ft) 1 1 2 2 2 1
Concept 2000
3 frame models
- 3 heads 1 0 0 2 0 1
- 4 heads 1 1 1 1 0 1
- 5 heads (29 ft) 1 0 0 4 0 1
- 5 heads (32 & 38 ft) 3 0 0 2 0 1
- 6 heads 1 1 0 3 1 1
Concept 2000
5 frame models
- 5 heads 1 0 0 2 2 1
- 6 heads 1 1 1 1 2 1
- 7 heads 2 1 0 2 2 1
- 8 heads 0 2 2 2 2 1
7000 Air Cart September 2004 10-21
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Options Assembly

Pin Blockage System - continued

Option ‘B’ - Two Sensors per Head - Secondary Hoses

Two Sensors Per Head - Secondary Hoses

Machine

Pin Sensor Kits Required

5 foot
N30659

10 foot
N30660

15 foot
N30661

20 foot
N30662

30 foot
N30663

Modules
Req'd

Maxim Il Air Dirill
3 frame models
- 3 heads
- 4 heads
- 5 heads
- 6 heads
- 7 heads

NDNDNDNDN

Ao ~ANO

coONNNO

ONDNDN P+

oNoNeolNele)

S e N

Maxim Il Air Dirill
5 frame models
- 6 heads
- 7 heads
- 8 heads (49 ft)
- 8 heads (55 & 60ft)

oo N

o onN

o~ bdN

QO oOoN

A D

NN

Concept 2000
3 frame models
- 3 heads
- 4 heads
- 5 heads (29 ft)
- 5 heads (32 & 38 ft)
- 6 heads

NODNDNDN

NOONO

OO oOoNO

o~ oONP>

NOOOO

S N S

Concept 2000
5 frame models

- 5 heads

- 6 heads

- 7 heads

- 8 heads

~ArODNDN

oo NO

A ODMNO

A AN

A DDA D

NN R
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Options Assembly

Pin Blockage System - continued

Option ‘B’ - Three Sensors per Head - Secondary Hoses

Three Sensors Per Head - Secondary Hoses
— Pin Sensor Kits Required Modules
5foot | 10 foot | 15 foot | 20 foot | 30 foot Req'd
N30659 | N30660 | N30661 | N30662 | N30663
Maxim Il Air Drill
3 frame models
- 3 heads 3 0 0 6 0 1
- 4 heads 3 3 3 3 0 1
- 5 heads 6 3 6 0 0 2
- 6 heads 6 6 6 0 0 2
- 7 heads 6 3 12 0 0 2
Maxim Il Air Drill
5 frame models
- 6 heads 6 0 6 0 6 2
- 7 heads 9 0 6 0 6 2
- 8 heads (49 ft) 12 0 6 0 6 2
- 8 heads (55 & 60ft) 6 0 12 0 6 2
Concept 2000
3 frame models
- 3 heads 3 0 0 6 0 1
- 4 heads 3 3 3 3 0 1
- 5 heads (29 ft) 9 0 3 3 0 2
- 5 heads (32 & 38 ft) 9 0 6 0 0 2
- 6 heads 6 0 0 12 0 2
Concept 2000
5 frame models
- 5 heads 6 0 3 6 0 2
- 6 heads 6 0 6 0 6 2
- 7 heads 9 0 0 6 6 2
- 8 heads 6 0 6 6 6 2
7000 Air Cart September 2004 10-23
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Options Assembly

Pin Blockage System - continued

Option ‘B’ - Four Sensors per Head - Secondary Hoses

Four Sensors Per Head - Secondary Hoses
— Pin Sensor Kits Required Modules
5foot | 10 foot | 15 foot | 20 foot | 30 foot Req'd
N30659 | N30660 | N30661 [ N30662 | N30663
Maxim Air Il Drill
3 frame models
- 3 heads 4 0 0 8 0 1
- 4 heads 8 0 8 0 0 2
- 5 heads 8 4 8 0 0 2
- 6 heads 16 0 8 0 0 2
- 7 heads 12 16 0 0 0 3
Maxim Air Il Drill
5 frame models
- 6 heads 8 0 8 0 8 2
- 7 heads 16 4 8 0 0 3
- 8 heads (49 ft) 16 8 8 0 0 3
- 8 heads (55 & 60ft) 20 4 8 0 0 3
Concept 2000
3 frame models
- 3 heads 4 0 0 8 0 1
- 4 heads 8 0 8 0 0 2
- 5 heads (29 f) 12 0 4 4 0 2
- 5 heads (32 & 38 ft) 12 0 8 0 0 2
- 6 heads 8 0 0 16 0 2
Concept 2000
5 frame models
- 5 heads 8 0 4 8 0 2
- 6 heads 8 0 8 0 8 2
- 7 heads 20 0 8 0 0 3
- 8 heads 20 0 4 8 0 3
10-24 September 2004 7000 Air Cart
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Options Assembly

Pin Blockage System - continued

Installation Procedure

1.

Module should be mounted vertically as shown or
inverted under a Divider Head with ‘Drip Loops’.

. Module should be mounted on the Seeding Tool

only. (Mounted to Divider Head)

The module must be grounded to Seeding Tool
frame. Attach ground wire provided (or 10 GA wire
as req’d) to the back mounting plate of module and
to Seeding Tool frame for a good ground.

Note: A good ground is essential. Remove paint

from any ground contacts.

Sensors should be mounted 2 ft away from the
divider head to the top side of the secondary hose.
Sensors should never be mounted on inside curve
of a hose.

. The pin sensor wire and the module lead wire should

always have a ‘Drip Loop’ to ensure moisture is
directed away from the module and pin sensors.

. Splice secondary hose, connecting bubble into

hose with hose clamps.

Note: The sensors should be numbered and

should be placed in an orderly fashion in
the seed tubes, then connected sequentially
to the connector panel (this will make it
easier to identify blocked runs).

NOTE DRIP LOOPS

TO WONITOR

Ground Wire

MOUNT THIS 2IDE UP —,

TO HEXT BLOCKAGE MODULE

_—SERRATED LOCKNUT

*

I ==
K% / MOUNTING BRACKET
I
|

\ > _— BLOCKAGE MODULE

SENSOR CABLES

7. Secure pin sensor to bubble with a tie strap.
. L 1/4 X 3/4
8. Disconnect module from main wiring harness at BOLT
Weather Pak connector when unhooking Air Cart — PRIP LOORS
. GROUND WIRE
from Seeding Tool.
7000 Air Cart September 2004 10-25
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Options Assembly

Pin Blockage System - continued

Wiring Procedure

Remove blockage module housing.

Feed the cables through the holes in the housing
and then attach the push-on connectors on the
connector panel of the module as illustrated in
figure 3.

The cable seal and grommet should then be snugly
pushed against the housing.

Set switch S1 SENSOR, located on the front of
the connector panel, to the number of sensors that

BLOCKAGE MODULE CONNECTCR PAMEL

are connected to that module. ‘Errrerrrrrrreeeeees 1
b= lel Dol D&0 &N
RED nLAgK mEo BLACH um BLACH ARD BLACH L i
- ‘ #1 1 IGNRIRF
Jel Aed Dol Uml
Ba0 D170 B0 L&
S1 SENSOR S yaraeettaren 0.0 F8 cocassoacsaaace
Switch Position Number of Sensors J :
it % T ITT
0 Not Used i 2 M !‘ | H ” H ” ‘ ’
1-9 1-9
A 10 |
B 11 o
C-F 12
CABLE SEAL
—i
H
—1
CABLE CLAMP
FIGURE 3: FLOW SENSOR ELECTRICAL COMNECTION
10-26 September 2004 7000 Air Cart
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Options Assembly

Pin Blockage System - continued

Wiring Procedure - Continued

e Connect the first module on the system to the Air
Cart wiring harness using the cable with a
connector on it. White or Red wire is +12VDC,
Green or Brown is Data, and Black is Ground.
See figure 4.

e Connect module 1 to module 2 and module 2 to
module 3 etc. See figure 5.

» Set switch S2 ADDRESS, located on the front of
the connector panel. In a system where there are 3
blockage modules, the addresses must be 1, 2, and
3. The modules should be numbered in such a way
that it is easy for the operator to identify them by
the address displayed on the monitor.

o After all the sensors have been connected and
electrical connections have been made, the covers
should be replaced on the housings.

BLOCKAGE MCDULE CONNECT DR PANEL

Y =T scoascaacasas s
- DOMMEST EX DS IH TAATMG M- N BER 1.
O + 3ET TOTAL MUMNEER GF. A3 oM BY. LG A 999 T FOR 0. 11 OF 12 SEN3DAG.

S2 ADDRESS
Switch Position Number of Modules
1-9 1-9
A-F 10-15
0 16 .
FIGURE 4: COMMUNICATION HARNESS ELEGTHIGP;LGMEGTIM
7000 Air Cart September 2004 10-27
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Wiring Procedure - Continued

Pin Blockage System - continued

Options Assembly

NOLLVHNDIHNOD WALSAS 31NA0OW 3DvXI07d 5 3HNDId
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Options Assembly

Optical Blockage System

There are two options for mounting Blockage Modules
and Optical Sensors.

Option ‘A’ - Full System
- All Secondary Hoses have a Optical Sensor.

- One Blockage Module #N37011 mounted for each
Divider Head on Seeding Tool. (12 Modules
Maximum)

- Main lead wire #N34795 (30 ft).

- 'Y wire #N34791 for each additional module as
req’'d.

- Extension wire for each additional module as req’d.
Extension wire lengths available are N34792 (5 ft),
N34793 (10 ft), N34794 (20 ft), N34795 (30 ft). Optical Sensor Installation

- Optical Sensor Kits #N38652 as req’'d.

- Optical Sensor extension cables as req’d. Optical
extension cable lengths available are N37014 (5
ft), N37016 (10 ft), N37018 (20 ft), N37020 (30 ft).

Option ‘B’ - Partial System
- Select Secondary Hoses have a Optical Sensor.

One Blockage Module #N37011 mounted for each
set of 16 optical sensors. (12 Modules Maximum)

- Main lead wire #N34795 (30 ft).

- 'Y’ cable #N34791 for each additional module as
req’'d.

- Extension wire for each additional module as req’d.
Extension wire lengths available are N34792 (5 ft),
N34793 (10 ft), N34794 (20 ft), N34795 (30 ft).

- Optical Sensor Kits #N38652 - as req'd (See
Charts).

- Optical Sensor extension cables as req’d. Optical
extension cable lengths available are N37014 (5
ft), N37016 (10 ft), N37018 (20 ft), N37020 (30 ft).

7000 Air Cart September 2004 10-29
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Options Assembly

Optical Blockage System - continued

Option ‘B’ - One Sensor per Head - Secondary Hoses

One Optical Sensor Per Head - Secondary Hoses
Sensor Extension Cables Required Modules
Machine 5 foot 10 foot 20 foot 30 foot Req'd
N37014 N37016 N37018 N37020 N37011
Maxim Il Air Drill
3 frame models
- 3 heads 0 1 0 2 1
- 4 heads 0 0 2 2 1
- 5 heads 0 1 2 2 1
- 6 heads 0 0 4 2 1
- 7 heads 0 1 2 4 1
- 8 heads 0 2 2 4 1
Maxim Il Air Drill
5 frame models
- 6 heads 0 0 2 6 1
- 7 heads 0 0 3 6 1
- 8 heads (49 ft) 0 0 4 6 1
- 8 heads (55 & 60ft) 0 0 4 6 1
- 9 heads (55 & 60ft) 0 0 5 6 1
Concept 2000
3 frame models
- 3 heads 0 1 2 0 1
- 4 heads 0 2 2 0 1
- 5 heads (29 ft) 0 1 2 2 1
- 5 heads (32 & 38 ft) 0 1 2 2 1
- 6 heads 0 2 2 2 1
- 7 heads 0 2 3 2 1
Concept 2000
5 frame models
- 5 heads 0 1 1 3 1
- 6 heads 0 2 0 4 1
- 7 heads 2 1 2 4 1
- 8 heads 0 2 2 4 1
- 9 heads 0 2 3 4 1
10-30 September 2004 7000 Air Cart
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Options Assembly

Optical Blockage System - continued

Option ‘B’ - Two Sensor per Head - Secondary Hoses

Two Optical Sensor Per Head - Secondary Hoses

Machine

Sensor Extension Cables Required

5 foot
N37014

10 foot
N37016

20 foot
N37018

30 foot
N37020

Modules
Req'd
N37011

Maxim Il Air Drill
3 frame models
- 3 heads
- 4 heads
- 5 heads
- 6 heads
- 7 heads
- 8 heads

OO OO O0OO0o

ANOMNMNODN

Do~ PMO

oo~ Db

P RRPRRRPR

Maxim Il Air Drill
5 frame models
- 6 heads
- 7 heads
- 8 heads (49 ft)
- 8 heads (55 & 60ft)
- 9 heads (55 & 60ft)

oNelolNelNo)

O O OOoOOo

=
oOOOOCD-b

S e e e

Concept 2000
3 frame models
- 3 heads
- 4 heads
- 5 heads (29 ft)

- 6 heads
- 7 heads

- 5 heads (32 & 38 ft)

OO OO OOo

ArBEANNMNEDN

OB D

A BAABMMDMOO

P RRPRRRR

Concept 2000
5 frame models
- 5 heads
- 6 heads
- 7 heads
- 8 heads
- 9 heads

OO h~MOO

A BANADN

O~ B_ON

O 00 00 00 O

Nk, R PR

7000 Air Cart

September 2004
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Options Assembly

Optical Blockage System - continued

Option ‘B’ - Three Sensor per Head - Secondary Hoses

Three Optical Sensor Per Head - Secondary Hoses
Sensor Extension Cables Required Modules
Machine 5 foot 10 foot 20 foot 30 foot Req'd
N37014 N37016 N37018 N37020 N37011
Maxim Il Air Drill
3 frame models
- 3 heads 0 3 0 6 1
- 4 heads 0 0 6 6 1
- 5 heads 0 6 6 6 1
- 6 heads 0 0 12 6 2
- 7 heads 0 3 6 12 2
- 8 heads 0 6 6 12 2
Maxim Il Air Drill
5 frame models
- 6 heads 0 0 6 18 2
- 7 heads 0 0 9 18 2
- 8 heads (49 ft) 0 0 12 18 2
- 8 heads (55 & 60ft) 0 0 12 18 2
- 9 heads (55 & 60ft) 0 0 15 18 2
Concept 2000
3 frame models
- 3 heads 0 3 6 0 1
- 4 heads 0 6 6 0 1
- 5 heads (29 ft) 0 3 6 6 1
- 5 heads (32 & 38 ft) 0 3 6 6 1
- 6 heads 0 6 6 6 2
- 7 heads 0 6 9 6 2
Concept 2000
5 frame models
- 5 heads 0 3 3 9 1
- 6 heads 0 6 0 12 2
- 7 heads 6 3 6 12 2
- 8 heads 0 6 6 12 2
- 9 heads 0 6 9 12 2
10-32 September 2004 7000 Air Cart
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Options Assembly

Optical Blockage System - continued

Option ‘B’ - Four Sensor per Head - Secondary Hoses

Four Optical Sensor Per Head - Secondary Hoses
Sensor Extension Cables Required Modules
Machine 5 foot 10 foot 20 foot 30 foot Req'd
N37014 N37016 N37018 N37020 N37011
Maxim Il Air Drill
3 frame models
- 3 heads 0 4 0 8 1
- 4 heads 0 0 8 8 1
- 5 heads 0 4 8 8 2
- 6 heads 0 0 16 8 2
- 7 heads 0 4 8 16 2
- 8 heads 0 8 8 16 2
Maxim Il Air Drill
5 frame models
- 6 heads 0 0 8 24 2
- 7 heads 0 0 12 24 2
- 8 heads (49 ft) 0 0 16 24 2
- 8 heads (55 & 60ft) 0 0 16 24 2
- 9 heads (55 & 60ft) 0 0 20 24 3
Concept 2000
3 frame models
- 3 heads 0 4 8 0 1
- 4 heads 0 8 8 0 1
- 5 heads (29 ft) 0 4 8 8 2
- 5 heads (32 & 38 ft) 0 4 8 8 2
- 6 heads 0 8 8 8 2
- 7 heads 0 8 12 8 2
Concept 2000
5 frame models
- 5 heads 0 4 4 12 2
- 6 heads 0 8 0 16 2
- 7 heads 8 4 8 16 2
- 8 heads 0 8 8 16 2
- 9 heads 0 8 12 16 3
7000 Air Cart September 2004 10-33
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Options Assembly

Optical Blockage System - continued

Installation Procedure
1. Module should be mounted horizontally as shown.

2. Module should be mounted on the Seeding Tool
only.

3. The module must be grounded to Seeding Tool
frame. Attach ground wire provided (or 10 GA wire
as req’d) to the mounting plate of module and to
Seeding Tool frame for a good ground.

Note: A good ground is essential. Remove paint
from any ground contacts.

4. On a straight section of the secondary hose, wrap
rubber tape for a length of 18 inches.

5. Drilla 9/16-inch diameter hole through one side of
secondary hose at mid point of taped section.

6. Ensure hole is clean of debris.

Note: The sensors should be numbered and
should be placed in an orderly fashion in
the seed tubes, then connected sequentially
to the blockage module (this will make it
easier to identify blocked runs).

7. Secure the Optical Sensor and wire lead to hose
with two tie straps.

8. Disconnect Blockage System wire harness from
Air Cart wire harness when unhooking Air Cart from
Seeding Tool.

Air Cart
Harness 186 15 14 13 12

dlo oo o' oo oo oo

35|34 33 32 31 30 28 28 27 26 25 24

safaslealiots

|

SELF TAPPING SCREW - 1/4 x 3/4
GROUND WIRE

#A/SERRATED LOCKNUT

‘ BLOCKAGE
i i -~ MODULE

FLATWASHER

BOLT - 1/4 X 3/4
FRAME MEMBER

SECONDARY HOSE
Tie Strap

Tie Strap % /

Optical Sensor

Rubber Tape

=

TIE STRAP
L R 8 7 RUBBERTAPE
6 5 4 3 2 1 — i
Sensor Arrangement Optical Sensor Installation
10-34 September 2004 7000 Air Cart
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Options Assembly

Optical Blockage System - continued

Single Module

Air Cart

Monitor Extension Cable
N34795

Module Cable
N37012

Blockage Module
N37011

Sensor Extension Cables
5 foot - N37014

10 foot - N37016

20 foot - N37018

30 foot - N37020

.

Optical Sensor
N37013

Monitor Extension Cable
5 foot - N34792

10 foot - N34793

20 foot - N34794

30 foot - N34795

— >

4

Module Cable
N37012

Blockage Module
N37011

Sensor Extension Cables
5 foot - N37014

10 foot - N37016

20 foot - N37018

30 foot - N37020

T

Optical Sensor
N37013

Monitor Extension Cable

5 foot - N34792

10 foot - N34793

20 foot - N34794

30 foot - N34795
Module Cable |
N37012

Blockage Module
N37011

Sensor Extension Cables
5 foot - N37014

10 foot - N37016

20 foot - N37018

30 foot - N37020

.

Multiple Modules

|

Y-cable

Optical Sensor
N37013

Air Cart

Monitor Extension Cable
N34795

N34791

N
~
~
~
~

Two Modules

Air Gart

Monitor Extension Cable
N34795

Y-cable
N34791

Blockage Module
N37011

Sensor Extension Cables
5 foot - N37014

10 foot - N37016

20 foot - N37018

30 foot - N37020

L

Optical Sensor
N37013

Monitor Extension Cable
5 foot - N34792

10 foot - N34793

20 foot - N34794

30 foot - N34795

—— .=
" Module Cable
N37012

Y-cable "--__
N34791 T
,,,,,,, - | o
Module Cable |
N37012
Blockage Module

N37011

Blockage Module
N37011

Sensor Extension Cables
5 foot - N37014

10 foot - N37016

20 foot - N37018

30 foot - N37020

L

Optical Sensor
N37013

Sensor Extension Cables
5 foot - N37014

10 foot - N37016

20 foot - N37018

30 foot - N37020

Optical Sensor
N37013

7000 Air Cart

September 2004
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Metric

Metric Rate Calibration Chart

Calibration Chart based on 1/10 of a Hectare.
W = Machine Spread Width (metres)
F = Optional Mechanical Hectare Tally Factor = 56/R

R = Crank Rotation (turns)

for 1/10 Hectare = 397/W for 7130 with 16.5 x 16.1 All Weather Tires.

for 1/10 Hectare = 350/W for 7130 & 7180 with 21.5 x 16.1 All Weather Tires.
for 1/10 Hectare = 347/W for 7180 with 21.5 x 16.1 Sure Grip Tires.

D = Distance required for 1/10 Hectare (metres) = 1000/W

Model 7130 & 7180

7000 Series Air Seeder
METRIC RATE CALIBRATION CHART

WIDTH AIRSEEDER MODEL DISTANCEj] WIDTH AIRSEEDER MODEL DISTANCE]
7130 7180 7130 7180
W] Tire Tire Sure Grip Tire [D] W] Tire Tire Sure Grip Tire [D]
16.5x16.1 215x16.1 215x16.1 16.5x16.1 215x16.1 215x16.1
M| m | [R] [F] [R] [F] [R] [F] (m) M| m [ [R] [F] [R] [F] [R] [F] (m)
21 | 640 |62.03 | 090 |54.68 | 1.02 |54.22 | 1.03 156.25 |51 |15.54 |2555 | 2.19 2252 | 249 |2233 | 251 64.35

22 | 671 (5916 | 095 (5215 [1.07 |51.72 | 1.08 14903 |52 {1585 [2505 224 2208|254 2189 | 256 63.09
23 | 7.01 [56.63 [ 0.99 (49.92 [ 1.12 [49.50 | 1.13 14265 |53 |16.15 |24.58 | 2.28 |21.67 | 258 |21.49 | 2.61 61.92
24 | 732 (5423 1103 (4781 [ 1.17 4741 | 1.18 13661 |54 {1646 (2412 | 232 2126|263 |21.08 | 2.66 60.75
25 | 7.62 |[52.10 [ 1.07 (4593 | 1.22 [4554 | 1.23 131.23 |55 |16.76 |23.69 | 2.36 |20.88 | 2.68 |20.71 | 2.70 59.67
26 | 792 (5012 1 112 (44,19 | 1.27 14382 | 128 126.26 |56 {1707 |23.26 | 241 2050 | 273 |20.33 | 2,75 58.58
27 | 8.23 |(48.24 [ 1.16 (4252 (1.32 [42.17 | 1.33 121.51 |57 |17.37 |22.85 | 2.45 |20.15 | 2.78 |19.98 | 2.80 57.57
28 | 853 (4654 | 120 (4103 [ 136 |4068 | 138 11723 |58 1768 [2245 | 249 1979|283 1963 | 285 56.56
29 | 8.84 (4491 (125 (3959 (141 [39.26 | 1.43 113.12 |59 |17.98 |22.08 | 2.54 |19.46 | 2.88 |19.30 | 2.90 55.62
30 | 914 14343 | 129 (3829 [ 146 |37.97 | 147 10941 |60 11829 |21.70 | 258 (1913|1293 11897 | 2.95 54.67
31 | 945 (42,01 (133 (37.03 151 [36.72 | 153 105.82 |61 |18.59 |21.35 | 2.62 |18.82 | 2.98 |18.67 | 3.00 53.79
32 | 975 (40,72 | 138 (3589 | 156 3559 | 157 10256 |62 11890 |21.00 | 267 1852 | 302 |18.36 | 3.05 52.91
33 |10.06 (39.46 [ 1.42 (34.79 [ 1.61 [34.50 | 1.62 99.40 63 |19.20 (20.68 | 2.71 (18.23 | 3.07 |18.07 | 3.10 52.08
34 110,86 (3832 | 146 (3378 | 166 |3350 | 167 96.53 64 11951 (2035|1275 11794 1312 |17.79 | 315 51.26
35 |10.67 (37.20 [ 1.51 (32.80 | 1.71 [32.52 | 1.72 93.72 65 |19.81 (20.04 | 2.79 (17.67 | 3.17 [17.52 | 3.20 50.48
36 |1097 (8619 | 155 (31.00 [ 1.76 3163 | 1.77 91.16 66 12012 11973 (284 (1739 [ 322 [17.25 | 8.25 49.70
37 |11.28 |35.19 [ 1.59 (31.02 | 1.81 [30.76 | 1.82 88.65 67 |120.42 (19.44 | 2.88 (17.14 | 3.27 [16.99 | 3.30 48.97
38 |1158 (3428 | 163 (3022 [ 185 {2997 | 187 86.36 68 12073 11915 (292 11688 [ 3.32 [16.74 | 3.35 48.24
39 |11.89 (33.39 [ 1.68 (29.43 [ 1.90 [29.19 | 1.92 84.10 69 |121.03 (18.88 [ 2.97 (16.64 | 3.37 [16.50 | 3.39 47.55
40 11219 13257 | 1.72 12871 | 195 [2847 | 197 82.03 70 121.34 [1860 | 301 11640 | 341 11626 | 344 46.86
41 (12.50 [31.76 | 1.76 |28.00 | 2.00 |27.76 | 2.02 80.00 71 |121.64 (18.34 [ 3.05 (16.17 | 3.46 [16.04 | 3.49 46.21
42 [12.80 [31.01 | 181 12734 | 205 (2711 | 207 78.13 72 12195 11809 (310 (1594 [ 351 [1581 | 3.54 45.56
43 (13.11 (30.28 | 1.85 |26.69 | 2.10 |26.47 | 2.12 76.28 73 |22.25 (17.84 | 3.14 (15.73 | 3.56 [15.60 | 3.59 44.94
44 (1341 [2960 | 189 12610 | 215 |2588 | 2.16 7457 74 12256 11760 [ 318 [1551 [ 3.61 [15.38 | 3.64 44.33
45 (13.72 [28.93 | 1.94 2551 | 2.20 |25.29 | 2.21 72.89 75 122.86 (17.37 | 3.22 (1531 [ 3.66 [15.18 | 3.69 43.74
46 1402 12831 | 198 12496 | 224 (2475 | 226 7133 76 12316 (1714 | 327 11511 | 3.71 11498 [ 374 43.18
47 (14.33 [27.70 | 2.02 |24.42 | 2.29 |24.22 | 2.31 69.78 77 |123.47 (16.91 [ 3.31 (1491 [ 3.76 [14.79 | 3.79 42.61
48 [14.63 |27.13 | 206 2392 | 234 |2372 | 2.36 68.35 78 12377 116.70 [ 335 (1472 [ 3.80 [14.60 | 3.84 42.07

49 (14.94 [26.57 | 2.11 |23.42 | 2.39 |23.23 | 241 66.93 79 |124.08 (16.49 | 3.40 (1453 [ 3.85 [14.41 | 3.89 41.53
50 |1524 |2605 | 215 [22.96 [ 244 |22.77 | 246 65.62 80 12438 11628 1 344 1435 | 390 114723 | 394 41.02

11-2 September 2004 7000 Air Cart
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Metric

Metric Rate Calibration Chart

Calibration Chart based on 1/10 of a Hectare.

W = Machine Spread Width (metres)

F = Optional Mechanical Hectare Tally Factor = 56/R

R = Crank Rotation (turns)
for 1/10 Hectare = 277.9/W for 7180 with 18.4 x 26 All Weather Tires.
for 1/10 Hectare = 262.4/W for 7240, 7252 & 7300 with 23.1 x 26 All Weather Tires.
for 1/10 Hectare = 238.6/W for 7240, 7252 & 7300 with 23.1 x 26 Rice Tires.

D = Distance required for 1/10 Hectare (metres) = 1000/W

Model 7180, 7240, 7252 & 7300

7000 Series Air Seeder
METRIC RATE CALIBRATION CHART
WIDTH AIRSEEDER MODEL DISTANCE|] WIDTH AIRSEEDER MODEL DISTANCE
7180 7240/7252/7300 7180 7240/7252/7300
W] Tire Tire Rice Tire [D] W] Tire Tire Rice Tire [D]
18.4 x 26 23.1x26 23.1x26 18.4 x 26 23.1x26 23.1x26
M| m | [R] [F] [R] [F] [R] [F] (m) | m [ [R] [F] [R] [F] [R] [F] (m)
21 | 640 [43.42|1.29 [41.00|1.37 [37.28 | 150 | 156.25 |51 [15.54 |17.88 | 3.13 |16.89 | 3.32 [15.35 | 3.65 64.35
22 | 671 |4141 | 135 |3911 | 143 |3556 | 157 14903 |52 |1585 (1753 | 319 |1656 | 338 |1505 | 3.72 63.09
23 | 7.01 [3964 | 141 |37.44 | 150 |34.03|1.65 14265 |53 |16.15 |17.20 | 3.26 |16.25 | 3.45 |14.77 | 3.79 61.92
24 | 732 |3796 | 148 |3585 | 156 |3259 | 1.72 136.61 |54 |1646 (1688 | 332 |1594 | 351 |1449 | 3.86 60.75
25 | 7.62 |36.46 | 1.54 |34.44 | 163 |31.31|1.79 131.23 |55 |16.76 |16.58 | 3.38 |15.66 | 3.58 |14.23 | 3.94 59.67
26 [ 792 |3508 160 |3313|169 |3012 | 1.86 126.26 |56 |17.07 |16.28 | 344 |1537 | 364 |1398 | 401 58.58
27 | 823 [33.76 | 1.66 [31.89 | 1.76 [28.99 | 1.93 | 12151 |57 [17.37 |16.00 | 3.50 [15.11 | 3.71 [13.73 | 4.08 57.57
28 [ 8563 |3257 | 172 |3076 | 182 |2797 | 200 11723 |58 |17.68 [15.72 | 356 |1484 | 3.77 |1349 | 415 5656
29 | 884 (3143 |1.78 [29.69 | 1.89 [26.99 | 2.07 | 113.12 |59 [17.98 |15.45 | 3.62 |14.60 | 3.84 [13.27 | 4.22 55.62
30 [ 914 |3040 184 |2871 195 2610 | 2.15 10941 160 18,29 [15.19 | 369 |1435 | 3.90 |13.04 | 4.29 54 .67
31 [ 945 [2940 | 190 |27.77 | 2.02 |25.25 | 2.22 105.82 |61 |18.59 |1495 | 3.75 |14.12 | 3.97 |12.83 | 4.36 53.79
32 | 975 |2850 196 |2692 | 208 [2447 | 229 10256 |62 |1890 |14.70 | 3.81 |1388 | 4.03 |1262 | 4.44 5291
33 [10.06 [27.62 | 2.03 |26.09 | 2.15 |23.72 | 2.36 99.40 63 |19.20 [14.47 | 3.87 |13.67 | 4.10 |12.43 | 451 52.08
34 110.36 12682 | 2.09 [2533 | 221 [23.03 243 9653 |64 [1951 [1424 | 393 11345 1416 11223 | 458 51.26
35 |10.67 [26.04 | 2.15 [24.59 | 2.28 |22.36 | 2.50 93.72 |65 [19.81 [14.03 | 3.99 [13.25 | 4.23 |12.04 | 4.65 50.48
36 (1097 |2533 | 221 |2892 | 234 |21.75 | 257 91.16 66 12012 (1381 | 406 |13.04 | 429 |1186 | 4.72 49.70
37 |11.28 [24.63 | 2.27 [23.26 | 2.41 |21.15 | 2.65 88.65 |67 [20.42 [13.61 | 4.11 [12.85 | 4.36 |11.68 | 4.79 48.97
38 (1158128399 | 233 |2266 | 247 |2060 | 272 86.36 68 |120.73 (1340 | 4.18 |1266 | 442 |1151 | 4.87 48.24
39 [11.89 [23.37 | 240 |22.07 | 2.54 |20.07 | 2.79 84.10 69 |21.03 [13.21 | 4.24 |12.48 | 4.49 |11.34 | 4.94 47.55
40 (12,19 |2279 [ 246 2153 | 260 [1957 | 2.86 8203 |70 |21.34 11302 1430 1230 455 11118 [ 501 46.86
41 |12.50 |22.23 | 2,52 |20.99 | 2.67 |19.09 | 2.93 80.00 |71 [21.64 [12.84 | 436 [12.13 | 4.62 |11.02 | 5.08 46.21
42 11280 |21.71 | 258 [2050 | 2,73 [18.64 | 3.00 7813 72 12195 [1266 | 442 |1196 | 468 |1087 | 515 4556
43 |13.11 |21.19 | 2.64 |20.02 | 2.80 |18.20 | 3.08 76.28 |73 [22.25 [12.49 | 448 [11.79 | 4.75 |10.72 | 5.22 44.94
44 11341 12072 1270 |19567 1286 [17.79 | 3.15 7457 74 12256 (1232 | 455 1163|482 |1058 | 529 44.33
45 (13.72 (20.25 | 2.77 [19.13 [ 2.93 (17.39 | 3.22 72.89 75 12286 [12.15 | 4.61 |11.48 | 4.88 |10.44 | 5.36 43.74
46 (1402 11982 [ 283 1872 | 299 [17.02 | 3.29 71383 |76 [23.16 |1200 | 467 |1133 1494 11030 |544 4318
47 (14.33 (19.39 [ 2.89 [18.31 [ 3.06 (16.65 | 3.36 69.78 77 |123.47 |11.84 | 473 |11.18 | 5.01 |10.17 | 551 42.61
48 11463 1899 11295 [17.94 1312 |1631 | 343 68.35 78 12377 (1169 | 479 |1104 | 507 |1004 | 558 4207
49 |14.94 |18.60 | 3.01 |17.57 | 3.19 |15.97 | 3.51 66.93 |79 [24.08 [11.54 | 485 [10.90 | 5.14 | 9.91 | 5.65 4153
50 1524 11823 | 307 |17.22 | 325 |1565 | 358 65,62 80 |24.38 [11.40 [ 491 [10.v6 |520 [9.79 | 572 4102
7000 Air Cart September 2004 11-3
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Metric

Seed Rate Chart: (Front Transmission)

45
44
DIRECT DRIVE
40
T Wi
O B R L F M

35
32
31 A
P
29
28
27
26 155 160 165 170 175 180 185 190
& s
25 RATE CHART/ &8
5 @
24 AIRSEEDER / “¢
23 OATS = O=| oPENED 18
22 FLAX —pg—| CLosED 25
21 BARLEY OPENED | 23
FALL RYE — R— OPENED 25
20 LENTILS (LAIRD) 27

O B R W L _F M P

19 SPRING WHEAT 28

1 DURUM =W | oPenep | 29
WINTER WHEAT 27

1 LENTIL (ESTON) 27

1 LUPINS w—|_ == | REMOVED 25

1 FABABEANS == [~ == | REMOVED | 28

1 MARAFAT PEAS == |\/| == | REMOVED 28
(LARGE)

1 TRAPPER PEAS __ P | REMOVED | 29

12 CENTURY PEAS 27

(SMALL & MEDIUM)

Oz,

N,

A ;
G%;’

~N ®

o

—AMXO0TVTL MOZ>ITO XO—CO

o

IS

w

STANDARD | 25 TOOTH 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145 150
! ! ! ! ! !

t t t
20 25 30 35 40 45 50 55 60 METERSHAFT
40 TOOTH
LOW RATE | } | } | | | | { } { } | SPROCKET
35TOOTH | 20 25 3=0 =35 =40 I 45 I 50= 55= 6I0 =65 =70 I 75 I 80= N
HIGH RATE | 15 TOOTH 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220
METERSHAFT
(ETERSHAT RATE (KG/HA)
NOTE: 1) RATE CHART APPLIES T0 7-1/2", 8", 9", 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPACING - 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING - 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9" SPACING - 15 TOOTH
10" SPACING - 17 TOOTH 5) METERSHAFT SPROCKET QUICK CHANGE SPROCKETS

12" SPACING - 20 TOOTH 25 T00TH 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR h 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 33 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35 TOOTH - 12 TOOTH MIN.

SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL
26 TOOTH MAX.
TO OBTAIN A PRECISE RATE. 40 TOOTH - 1 TOOTH MIN.
45 TOOTH MAX.
15 TOOTH - 18 TOOTH MIN.

N27862
114 September 2004 7000 Air Cart
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Metric

Rate Charts

Slow Speed Seed Rate Chart: (Front Transmission)

45
44
QUICK CHANGE
SPROCKET 40
38
8 S C M
I 35
K 32
C 31
H 29
A 28
N 27
26
G 25
E 24
23
S 22
P 21
R 20 9 10 11 12 13 14 15
A
O o RATE CHART/ §¢ /&%
18 &8 /99
59
C 17 AIRSEEDER/ 5§ /8¢
K 16
CANOLA =——(C— | CLOSED| 24
E 15
14 YELLOW e M
T MUSTARD M CLOSED| 25
13
12 SUNWHEAT 101 =S = | OPENED| 15
STANDARD 25 TOOTH 1 2 3 4 5 6 7 8 9 10 11 12
} } } } } } | METERSHAFT
40 TOOTH 1 2 3 4 5 6 7 SPROCKET
LOW RATE } } + } + } } } |
35 TOOTH 1 4 5 6 7 8 9
]
HIGH RATE 15 TOOTH 1234567 8910 12 14 16 18 20
NOTE: 1) RATE CHART APPLIES TO 7-1/2", 8", 9", 10", & 12" SPACINGS. 4) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
2) CLUTCH OUTPUT SPROCKETS FOR:  7-1/2"SPACING - 12 TOOTH 25 TOOTH - 45 TOOTH MAX.
8"SPACING - 13 TOOTH 12 TOOTH MIN.
9"SPACING - 15 TOOTH 35 TOOTH - 33 TOOTH MAX.
10"SPACING - 17 TOOTH 12 TOOTH MIN.
12"SPACING - 20 TOOTH 40 TOOTH - 26 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 15 TOOTH - 45 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 18 TOOTH MIN.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL
TO OBTAIN A PRECISE RATE.
N27861
7000 Air Cart September 2004 11-5
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Metric

Charts - continued

a

Fertilizer Rate Chart: (Rear Transmission)

45
44
QUICK CHANGE 40
SPROCKET
38
F1 F2 F3 F4
Q 35
C 32
K 31
C 29
H 28
A 27
N 26
G 25
E 24 155 160 165 170 175 180 185 190 195
23
S 22 RATE CHART /&5 /o
$E& /&2
P - AIRSEEDER / °¢ /¢
R 20 Fl F2 FERTILIZER
o 19 F3 F4 46-0-0 e ] mmmm | OPENED 753
c
E 17 ZE?S_LO‘ZER_ F2 mmm | OPENED 817
T 16
15 FERTILIZER
34-0-0  wemm 3 mmmm | OPENED 881
14
13 FERTILIZER
12 11510 e 4 e | REMOVED 897
COARSE AGGREGATE BLENDS
STANDARD | 25TOOTH 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145 150
1 1 1 1 1 1 1
40 TOOTH 25 30 35 40 45 50 55 60
LOW RATE | | | | 1 1 u u | | |
35 TOOTH 30 35 40 45 50 55 60 65 70 75 80
| | | | | | | | | } | | | | |
HIGH RATE 15 TOOTH 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220
METERSHAFT
METERSHAFT RATE (Kg/Ha) SPROCKET
SPROCKET
NOTE: 1) RATE CHART APPLIES TO 7-1/2", 8", 9", 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPACING - 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING - 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9" SPACING - 15 TOOTH
10" SPACING - 17 TOOTH 5) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
12" SPACING - 20 TOOTH 25 TOOTH B 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 33 TOOTH MAX.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35TOOTH - 12 TOOTH MIN.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL 26 TOOTH MAX.
TO OBTAIN A PRECISE RATE. 40 TOOTH - 12 TOOTH MIN.
45 TOOTH MAX.
15 TOOTH 18 TOOTH MIN.
N27863
11-6 September 2004 7000 Air Cart
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Metric

Rate Charts - continued

Fertilizer Rate Chart: (Located on Front Tank of 7252 Only)

45

44

SLOW SPEED DRIVE

40

38
QUICK CHANGE
SPROCKET

35

32
31

29
28
27
26
25
24
23
22
21
20
19
18
17
16
15
14
13
12

F1 F2 F3

—AMAXOOTTWLW MOZ>ITO AO—CO

17 18 19 20

RATE CHART / 55 /..
AIRSEEDER / %8 /&¢

F4 FERTILIZER
4600 ==F1==/| OPENED 753

FERTILIZER
30.17.0 ==F2== OPENED 817

FERTILIZER
2400 ——F3=—| OPENED 881

FERTILIZER
10 e F4 = | REMOVED 897
COARSE AGGREGATE BLENDS

STANDARD | 25 TOOTH 4 5 6 7 8

HIGH RATE 15 TOOTH 10 11 12 13

METERSHAFT
SPROCKET

METERSHAFT
SPROCKET

RATE (Kg/Ha)

NOTE: 1) RATE CHART APPLIES T0 7-1/2" 8" 9" 10" & 12" SPACINGS.

2) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH
DIFFERENT MATERIAL DENSITIES AND SEED SIZES.

SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL
TO OBTAIN A PRECISE RATE.

3) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL

VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.

4) METERSHAFT SPROCKET QUICK CHANGE SPROCKETS
45 TOOTH MAX.
12 TOOTH MIN.
45 TOOTH MAX.

20 TOOTH MIN.

25 TOOTH

15 TOOTH

N29201

7000 Air Cart

September 2004
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Fertilizer Banding Kit

Fertilizer Banding Kit

The fertilizer banding kit joins the two transmissions
together, so only the front or rear transmission needs
to be set for different rates.

The product is then metered at a 40:60 split in the
rate. The front tank meters 40% of the desired rate
and the rear tank meters 60% of the desired rate.

To determine the rate sprocket and calibration of Air
Cart use the following procedure:

Using Rear Transmission

The amount collected from the rear tank is 60% the
total amount being metered into the air stream.

* Multiply the desired rate (DR) by 60% to determine
the rate being metered from the rear tank (RR).
DR x .6 =RR

* Use the rear tank rate (RR) to determine the rate
change sprocket to use. See Rate Charts Section

* Remove the chain joining the two transmissions
before taking rate calibration samples from rear
tank only. See Rate Calibration Section.

This will prevent material from being deposited into
the front collector body that is not being checked and
avoid a possible plugging of the hoses.

* The sample taken from the tank should be 60% of
the desired rate as determined above (RR).

Using Front Transmission

The amount collected from the front tank is 40% the
total amount being metered into the air stream.

* Multiply the desired rate (DR) by 40% to determine
the rate being metered from the front tank (RF).
DR x .4 =RF

» Use the front tank rate (RF) to determine the rate
change sprocket to use. See Rate Charts Section

* Remove the chain joining the two transmissions
before taking rate calibration samples from front
tank only. See Rate Calibration Section.

This will prevent material from being deposited into
the rear collector body that is not being checked and
avoid a possible plugging of the hoses.

* The sample taken from the tank should be 40% of
the desired rate as determined above (RF).

Important

Remove the meter drive chain from the
transmission not in use. Severe damage to
drive components will result otherwise.

Note: Supplied in section* Fertilizer Banding Kit”
(at rear of book) are rate charts which are
based on the 60/40 split for easy rate
sprocket selection.

Rear Transmission

Example:

For adesired rate (DR) of 100 Ibs. per acre:
Determine Rear Tank Rate (RR)

DR x .6 = RR

100 Ibs/acre x .6 = 60 Ibs/acre

100 kg/ha x .6 = 60 kg/ha

Determine sprocket size required to apply 60
Ibs/acre from Rate Chart on Air Cart.

Front Transmission

Example:

For adesired rate (DR) of 100 Ibs. per acre:
Determine Front Tank Rate (RF)

DR x .4 = RF

100 Ibs/acre x .4 = 40 Ibs/acre

100 kg/ha x .4 =40 kg/ha

Determine sprocket size required to apply 40
Ibs/acre from Rate Chart on Air Cart.

12-2 September 2004
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Fertilizer Banding Kit

Metric Rate Charts

Slow Speed: (FrontTransmission) Small Seeds

45
44 / 7
QUICK CHANGE N /
SPROCKET 401 W/COUPLER KIT 7
38 /
Q S R Cl A| M
U 35
I /
C
K 32 7
31
C
H 29
A 28
27
N
26
G 25
E 24 7
23
S 22 /
P 2! / 20 22 24 26 28 30 32
R fg s |R| [cA
0 8 RATE CHART /g8 /58
C 17 AIRSEEDER /5§ /§¢
K 16 CANOLA 24
E 15 / CANARY seep —C—| CLOSED | 59
MUSTARD '™ [oiosep| 20
T 14 CLOVER 20
13 ALFALFA ——A — | CLOSED| 19
1o / SUNWHEAT 101 —S - [ OPENED| 14
CARAWAY —— R —— [ OPENED| 18
STANDARD 25 TOOTH 4 68 10 12 14 16 18 . . METERSHAFT
i ' f y t t f SPROCKET
40 TOOTH 4 6 8 10 12 14 16
LOW RATE I e 100TH 4 6 8 10 12 14 16 18
METERSHAFT RATE (KGS/HA)
SPROCKET
NOTE: 1; RATE CHART APPLIES TO 7-1/2” 8” 9” 10” & 12" SPACINGS.  4) METERSHAFT SPROCKET  QUICK CHANGE SPROCKETS
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2” SPACING — 12 TOOTH 45 TOOTH MAX.
8" SPACING — 13 TOOTH 25 TOOTH - 12 TOOTH MIN.
9” SPACING — 15 TOOTH
. 33 TOOTH MAX.
10” SPACING — 17 TOOTH 35 TOOTH -
12” SPACING — 20 TOOTH 12 TOOTH MIN.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 40 TOOTH _ 26 TOOTH MAX.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 12 TOOTH MIN.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 15 TOOTH B 45 TOOTH MAX.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL 18 TOOTH MIN.
TO OBTAIN A PRECISE RATE.
NOTE: —THIS RATE CHART IS FOR SLOW SPEED DRIVE
WITH COUPLER KIT DRIVEN BY FRONT TRANSMISSION N31192
7000 Air Cart September 2004 12-3
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Fertilizer Banding Kit

Metric Rate Charts - continued

Slow Speed: (Front Transmission) Regular Seeds

45
44
40 W/COUPLER KIT
QUICK CHANGE 20
SPROCKET Vo /
0 B R w L] F
R M
; /
Q
U 32
| 31
C
K e P
c 28 ]
H
A 27 7 0 5
N z RATE CHART
G 25 % /&
£ - AIRSEEDER £/ gﬁ’?
S 23 0ATS — (O—— | OPENED 18
RAX CLOSED 25
E 22 ey 5 | oreve 23
21
0 ] LRE  —R— | opened fod
20 NS
C " 0 B| [RIW L F| W™ P ()
K 9 WHEAT (AUSTRALIA) 27
E 18 / DURUM —W— | openep | 28
T / LENTILS (ESTON) 27
17 LUPINS —|— | REMOVED 25
16 / FABA BEANS —F — | REMOVED 28
15
/ MARAFAT PEAS —M— | REMOVED 28
14 (LARGE)
13 TRAPPER PEAS 29
12 couRy pes | REMOVED | 5y
(SMALL + NEDIUM)
STANDARD | 25 TOOTH .o s 20 B o 35 )
O L T T
35 TOOTH 5 10 15 20 25 30
p— —— P AN "Iy iy e s s st
METERSHAFT
SPROCKET RATE (KG/HA)
NOTE: 1) RATE CHART APPLIES TO 7-1/2" 8" 9" 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7—1/2" SPACING — 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING — 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9" SPACING — 15 TOOTH
10" SPACING — 17 TOOTH 5) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
12" SPACING — 20 TOOTH 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 25 TOOTH - 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 33 TOOTH MAX
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35 TOOTH - 3 TooTH MIN.
SEE_PROCEDURE DESCRIBED IN THE OPERATORS MANUAL -
TO OBTAIN A PRECISE RATE. 40 TOOTH _ 26 TOOTH MAX.
12 TOOTH MIN.
NOTE: —THIS RATE CHART IS FOR SLOW SPEED DRIVE 15 TOOTH - 13 ;8811:““ m
WITH COUPLER KIT DRIVEN BY FRONT TRANSMISSION : N31198
12-4 September 2004 7000 Air Cart
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Fertilizer Banding Kit

Metric Rate Charts - continued

Slow Speed: (FrontTransmission) Fertilizer

45
44
40 W/COUPLER KIT
QUICK CHANGE 13
SPROCKET
F1 F2 F3 F4
35
Q
u 32
| 31
C
K .
29
ﬁ 28
27
A 2
N 26
G 25
E 24 40 45
3 - RATE CHART /gog /o
R 1 AIRSEEDER / ¢ /&
8 20
¢ 19 F1l r2] JF3 Fa4 FRMUZER -1 | ooeven | 73
E 18
T 17 TZE —F)— | opene 817
16
1 FERTLZER __F3—| opened 881
14 34-0-0
13 FERTILIZER
12 N-81-0 __p4—| removeD 807
‘COARSE AGGREGATE BLENDS
STANDARD 25 TOOTH M 15 20 B o 35 .
LOW RATE 40 Toom } 5: — 1 : } :15 + 2? + 2, ] SProoieT |
35 TOOTH 5 10 15 20 25 30
Ty R s P =+ ey s s
METERSHAFT
SPROCKET RATE (Kg/Ha)
NOTE: 1; RATE CHART APPLIES TO 7-1/2" 8" 9" 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPACING — 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
B” SPACING — 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9” SPACING — 15 TOOTH
107 SPACING — 17 TOOTH 5) METERSHAFT SPROCKET ~ QUICK CHANGE SPROCKETS
12" SPACING — 20 TOOTH 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 25 TOOTH - 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 33 TOOTH MAX
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35 TOOTH - 12 TOOTH MIN.
SEE _PROCEDURE DESCRIBED IN THE OPERATORS MANUAL -
TO OBTAIN A PRECISE RATE. 40 TOOTH _ 26 TOOTH MAX,
12 TOOTH MIN.
NOTE: —THIS RATE CHART IS FOR SLOW SPEED DRIVE 15 TOOTH - 1% ﬁgng"_“ mi(
WITH COUPLER KIT DRIVEN BY FRONT TRANSMISSION ) N31200
7000 Air Cart September 2004 125
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Fertilizer Banding Kit

Imperial Rate Charts

Slow Speed: (Front Transmission) Small Seeds

45
44 / / /
QUICK CHANGE T / /
SPROCKET 401 W/COUPLER KIT
38 /
8 S| R CA | M
35 /
| /
C /Il
K 32
31
C
H 29 7
A 28 /
27
N /
26
G 25 / /
E 24 7
23
S 22 /
P 21 20 22 24 26 28 30 32
R ?g S R|CAM
O 8 /I RATE CHART /g8 /&9
SV
SN2 N
g 17 / AIRSEEDER /&% /4¢
16 CANOLA 53
E 15 CANARY seep —C—| CLOSED| 33
MUSTARD __M— | cLosep | 28
T 14 CLOVER 45
13 ALFALFA ——A — | CLOSED| 42
1o SUNWHEAT 101 —S — [ OPENED| 32
CARAWAY —— R—— [ OPENED| 40
STANDARD 25 TOOTH 4 6. 8 ‘1 0 12‘ 14 1‘6 18 . . . METERSHAFT
t f f f f f 1 SPROCKET
40 TOOTH 4 6 8 10 12 14 16
LOW RATE 35 TOOTH 4 6 8 10 12 14 18 18
METERSHAFT RATE (LBS/ACRE)
SPROCKET
NOTE: 13 RATE CHART APPLIES TO 7-1/2" 8” 9” 10” & 12” SPACINGS.  4) METERSHAFT SPROCKET  QUICK CHANGE SPROCKETS
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPAGING — 12 TOOTH 45 TOOTH MAX.
8" SPACING — 13 TOOTH 25 TOOTH - 12 TOOTH MIN.
9” SPACING — 15 TOOTH
» 33 TOOTH MAX.
10” SPACING — 17 TOOTH 35 TOOTH -
12" SPACING — 20 TOOTH 12 TOOTH MIN.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 40 TOOTH _ 26 TOOTH MAX.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 12 TOOTH MIN.
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 15 TOOTH _ 45 TOOTH MAX.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL 18 TOOTH MIN.
TO OBTAIN A PRECISE RATE.
NOTE: —THIS RATE CHART IS FOR SLOW SPEED DRIVE
WITH COUPLER KIT DRIVEN BY FRONT TRANSMISSION N31191
12-6 September 2004 7000 Air Cart
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Fertilizer Banding Kit

Imperial Rate Charts - continued

Slow Speed: (Front Transmission) Regular Seeds

4!
m
40 W/COUPLER KIT
QUICK CHANGE 33 /
SPROCKET
0 B W F M
5
8 32
(I: 31 / P
K 2 /
ﬁ 28
27
A 6
26
g 25 40 45
£ 2 / RATE CHART /g /s
S , AIRSEEDER 2
P 22 / DATS —O— | OPENED 39
R 1 X _ | cwse | 54
0 2 / BARLEY B QPENED 50
20
E . 0 B RW F M P '“*Mm)_g_ oo | B
E 18 WHEAT (AUSTRALIA) 0
T 17 o el I
16 / FABA BEANS —F — | REMOVED 62
15 MARAFAT PEAS—M— | REMOVED 61
14 / (LARGE)
13 TRAPPER PEAS 63
12 centuRy peis | REMOVED | g
(SMALL + MEDIUM)
STANDARD | 25 TOOTH 3 10 15 20 25 30 35
o Toom e — 3 S
LOW RATE —tt——————+—+—+—+—+—+ ; + — SPROECET
35 TOOTH 5 10 15 20 25 30
HIGH RATE | 15 TOOTH 15 20 25 30 35 "40 45 50 55 60 65
METERSHAFT
SPROCKET RATE (LBS/ACRE)
NOTE: 1; RATE CHART APPLIES TO 7—1/2" 8" 9” 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPACING — 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING — 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9" SPACING — 15 TOOTH
10" SPACING — 17 TOOTH 5) METERSHAFT SPROCKET  QUICK CHANGE SPROCKETS
12" SPACING — 20 TOOTH 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 25 TOOTH - 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 33 TOOTH MAX
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35 TOOTH - 12 TOOTH MIN.
SEE PROCEDURE DESCRIBED IN THE OPERATORS MANUAL -
TO OBTAIN A PRECISE RATE. 40 TOOTH - 26 TOOTH MAX.
12 TOOTH MIN.
NOTE: —THIS RATE CHART IS FOR SLOW SPEED DRIVE 15 TOOTH - ‘1‘3 ﬁggm m
WITH COUPLER KIT DRIVEN BY FRONT TRANSMISSION ’ N31197

7000 Air Cart September 2004
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Fertilizer Banding Kit

Imperial Rate Charts - Continued

Slow Speed: (FrontTransmission) Fertilizer

45
44
40 W/COUPLER KIT
QUICK CHANGE 33
SPROCKET
F1| |F2 F3 F4
35
Q
U 32
| 31
[
K .
29
ﬁ 28
27
A 26
g 2l
E 24 40 45
S 2
P 22 RATE CHART é{g §\£
g 21 AIRSEEDER ¢ §§’
20
% . F1 F2| F3 F4 FERMLUZER 11— | oened 7
E 18
T 17 R —F2— | openeD 51
16
15 FERIUZER _ 3| openep 55
14 34-0-0
13 FERTUZER
12 "’:"o—F4— REMOVED 56
COARSE AGGREGATE BLENDS
STANDARD 25 TOOTH 5 10 15 20 25 30 35
LOW RATE 0 Toom :5: — :101 F———t—t :15: —t—t :2(:) — :25: | Serocist
35 TOOTH 5 10 15 20 25 30
T —— P e IS MAF MY D e e s e B
METERSHAFT
SPROCKET RATE (LBS/ACRE)
NOTE: 1) RATE CHART APPLIES TO 7—1/2" 8” 9" 10" & 12" SPACINGS. 4) THIS RATE CHART IS NOT INDICATIVE OF THE MAXIMUM
2) CLUTCH OUTPUT SPROCKETS FOR: 7-1/2" SPACING — 12 TOOTH AMOUNT OF PRODUCT THAT CAN BE APPLIED. CAPACITY WILL
8" SPACING — 13 TOOTH VARY WITH GROUND SPEED AND CULTIVATOR WIDTH.
9” SPACING — 15 TOOTH
10” SPACING — 17 TOOTH 5) METERSHAFT SPROCKET  QUICK CHANGE SPROCKETS
12” SPACING — 20 TOOTH 45 TOOTH MAX.
3) THIS RATE CHART SHOULD ONLY BE TAKEN AS A GUIDE FOR 25 TOOTH - 12 TOOTH MIN.
FINDING THE APPROXIMATE SPROCKET. RATE WILL VARY WITH 33 TOOTH MAX
DIFFERENT MATERIAL DENSITIES AND SEED SIZES. 35 TOOTH - 12 TOOTH MIN.
SEE _PROCEDURE DESCRIBED IN THE OPERATORS MANUAL -
TO OBTAIN A PRECISE RATE. 40 TOOTH _ 26 TOOTH MAX.
12 TOOTH MIN.
NOTE: —THIS RATE CHART IS FOR SLOW SPEED DRIVE 15 TOOTH - 1% %CSTT: mi(
WITH COUPLER KIT DRIVEN BY FRONT TRANSMISSION : N31199
12-8 September 2004 7000 Air Cart
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Corporate Head Office: 2131 Airport Drive
Saskatoon, Saskatchewan
S7L 7E1 Canada
Phone: 306-933-8585
Fax: 306-933-8626

USA Head Office: 4400 Burdick Expressway East
Minot, North Dakota
58701 USA.
Phone: 701-852-4171
Fax: 701-838-9444

Manufacturing and P.O. Box 5008, 85 York Road
Research & Development: Yorkton, Saskatchewan
S3N 3P2 Canada
Phone: 306-783-8585
Fax: 306-782-5250

Manufacturing: 284 - 6th Ave. N.W.
Minnedosa, Manitoba
R0OJ 1E0 Canada
Phone: 204-867-2713
Fax: 204-867-2678

It is the policy of Morris Industries Ltd. to improve its products whenever it is possible
to do so. Morris reserves the right to make changes or add improvements at any time
without incurring any obligation to make such changes on machines sold previously.

Printed in Canada September 2004






