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(57) ABSTRACT 

A method includes receiving image information represent 
ing at least one image. The image information defines 
multiple pixels in the at least one image. The method also 
includes identifying filter weights associated with the pixels. 
The filter weights are based on edge contents of at least a 
portion of the at least one image. In addition, the method 
includes filtering the image information using the identified 
filter weights. 
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EDGE ADAPTIVE FILTERING SYSTEM FOR 
REDUCING ARTIFACTS AND METHOD 

TECHNICAL FIELD 

0001. This disclosure is generally directed to image pro 
cessing systems and more specifically to an edge adaptive 
filtering system for reducing artifacts and method. 

BACKGROUND 

0002 Many different compression or encoding schemes 
are available for compressing or encoding digital video 
images and other digital images. For example, the Moving 
Picture Experts Group (“MPEG') encoding standards, 
including MPEG-1, MPEG-2, and MPEG-4, are routinely 
used to encode Video images. As another example, the Joint 
Photographic Experts Group (“JPEG') encoding standards 
are routinely used to encode still images. Typical encoding 
standards compress images by dividing an image into mul 
tiple blocks and then encoding each of the blocks separately. 
0003 Compressing video or other image data often 
results in a loss of information. For example, encoding 
schemes often use transform coefficients, such as discrete 
cosine transform (“DCT") coefficients, to represent an 
image. Typical encoding schemes divide the transform coef 
ficients by a quantization parameter, which often truncates 
higher frequency transform coefficients more than lower 
frequency coefficients. Also, typical encoding schemes have 
difficulty compressing video images when the video images 
contain a scene that is fading in or fading out or when two 
scenes are cross-fading (one scene is fading in while another 
scene is fading out). 
0004 These and other problems often cause noticeable 
flaws or distortions in images displayed after decoding. As 
an example, distortions around sharp edges in an image 
(referred to as “ringing artifacts”) and distortions along the 
borders of the blocks (referred to as “blocking artifacts”) 
may be created. 

SUMMARY 

0005. This disclosure provides an edge adaptive filtering 
system for reducing artifacts and method. 
0006. In a first embodiment, a method includes receiving 
image information representing at least one image. The 
image information defines multiple pixels in the at least one 
image. The method also includes identifying filter weights 
associated with the pixels. The filter weights are based on 
edge contents of at least a portion of the at least one image. 
In addition, the method includes filtering the image infor 
mation using the identified filter weights. 
0007. In a second embodiment, an image decoder 
includes a decoder capable of receiving encoded image 
information representing at least one image and decoding 
the encoded image information to produce decoded image 
information. The decoded image information defines mul 
tiple pixels in the at least one image. The image decoder also 
includes an adaptive edge filter capable of filtering the 
decoded image information using filter weights associated 
with the pixels. The filter weights are based on edge contents 
of at least a portion of the at least one image. 
0008. In a third embodiment, an adaptive edge filter 
includes a block selector capable of receiving a macroblock 
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that defines pixels of an image, dividing the macroblock into 
multiple blocks, and selecting one of the blocks. The adap 
tive edge filter also includes an edge analyzer capable of 
generating multiple edge strengths based on edge contents of 
the selected block. The adaptive edge filter further includes 
a weight generator capable of identifying filter weights for 
the pixels in the selected block. The filter weights are based 
on the edge strengths associated with the selected block. In 
addition, the adaptive edge filter includes a filter capable of 
filtering the selected block using the filterweights associated 
with the pixels in the selected block. 
0009. In a fourth embodiment, an apparatus includes an 
interface capable of receiving encoded image information 
representing at least one image. The apparatus also includes 
an image decoder capable of decoding the encoded image 
information to produce decoded image information. The 
decoded image information defines multiple pixels in the at 
least one image. The image decoder is also capable of 
filtering the decoded image information using filter weights 
associated with the pixels. The filter weights are based on 
edge contents of at least a portion of the at least one image. 
0010. Other technical features may be readily apparent to 
one skilled in the art from the following figures, descrip 
tions, and claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0011 For a more complete understanding of this disclo 
Sure and its features, reference is now made to the following 
description, taken in conjunction with the accompanying 
drawings, in which: 
0012 FIG. 1 illustrates an example image processing 
system according to one embodiment of this disclosure; 
0013 FIG. 2 illustrates an example image decoder 
according to one embodiment of this disclosure; 
0014 FIG. 3 illustrates an example adaptive edge filter in 
an image decoder according to one embodiment of this 
disclosure; 
0015 FIG. 4 illustrates an example operation of an 
interlace detector in an image decoder according to one 
embodiment of this disclosure; 
0016 FIG. 5 illustrates an example operation of a block 
selector in an adaptive edge filter according to one embodi 
ment of this disclosure; 
0017 FIG. 6 illustrates sobel masks for use by an edge 
analyzer in an adaptive edge filter according to one embodi 
ment of this disclosure; 
0018 FIG. 7 illustrates example visual weight curves for 
use by a visual weight map generator in an adaptive edge 
filter according to one embodiment of this disclosure; 
0019 FIG. 8 illustrates a circuit diagram of a filter in an 
adaptive edge filter according to one embodiment of this 
disclosure; and 
0020 FIG. 9 illustrates an example method for edge 
adaptive filtering according to one embodiment of this 
disclosure. 

DETAILED DESCRIPTION 

0021 FIG. 1 illustrates an example image processing 
system 100 according to one embodiment of this disclosure. 
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The embodiment of the image processing system 100 shown 
in FIG. 1 is for illustration only. Other embodiments of the 
image processing system 100 may be used without departing 
from the scope of this disclosure. 
0022. As shown in FIG. 1, the image processing system 
100 includes an image decoder 102. The image decoder 102 
receives and decodes encoded image information. For 
example, the image decoder 102 could receive and decode 
Video image information encoded using a Moving Picture 
Experts Group (“MPEG') encoding standard, such as 
MPEG-1, MPEG-2, or MPEG-4. As another example, the 
image decoder 102 could receive and decode still image 
information encoded using a Joint Photographic Experts 
Group (“JPEG') encoding standard. The image decoder 102 
includes any hardware, Software, firmware, or combination 
thereof for decoding encoded image information. An 
example embodiment of the image decoder 102 is shown in 
FIG. 2, which is described below. 

0023. A display device 104 is coupled to the image 
decoder 102. In this document, the term “couple' and its 
derivatives refer to any direct or indirect communication 
between two or more elements, whether or not those ele 
ments are in physical contact with one another. The display 
device 104 presents one or more images that are decoded 
and provided by the image decoder 102. For example, the 
display device 104 could display a series of images forming 
a decoded video sequence. As another example, the display 
device 104 could display decoded still photographs or other 
non-video images. The display device 104 could also present 
other information, such as audio information accompanying 
a video sequence. The display device 104 includes any 
hardware, software, firmware, or combination thereof for 
presenting decoded images to viewers, such as a television 
or a computer display. 

0024. The encoded image information received by the 
image decoder 102 could originate from one or multiple 
sources. In the illustrated example, the image decoder 102 
could receive encoded image information from a digital 
video disk (“DVD)/video compact disc (“VCD) player 
106. The DVD/VCD player 106 provides encoded video 
information and other information to the image decoder 102, 
Such as video information associated with a movie. The 
image information from the DVD/VCD player 106 could be 
encoded using any suitable encoding standard. The DVD/ 
VCD player 106 represents any suitable device capable of 
reading encoded video information from a DVD or VCD 
disc. 

0025. As another example, the image decoder 102 could 
receive encoded image information from an image encoder 
108 over a network 110. The image encoder 108 could 
provide any encoded image information to the image 
decoder 102. For example, the image encoder 108 could 
represent a video server capable of encoding and streaming 
a video bitstream to the image decoder 102 over the network 
110. The image encoder 108 could also represent a device 
capable of providing encoded still images or other non-video 
images to the image decoder 102. The image encoder 108 
includes any hardware, Software, firmware, or combination 
thereof for encoding image information. Also, the network 
110 represents any suitable wireline network, wireless net 
work, or combination of networks capable of transporting 
information between the image encoder 108 and the image 
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decoder 102. As a particular example, the image encoder 
108 could represent a device that encodes video information 
for transmission over a satellite, cable, or other television 
network 110. 

0026. As yet another example, the image decoder 102 
could receive encoded image information from any other 
image source 112. The other image sources 112 could 
represent any other Suitable source(s) of image information. 
For example, the other image sources 112 could represent 
digital cameras, digital camcorders, satellite television 
receivers, cable television receivers, or broadcast or other 
television receivers. 

0027. As shown in FIG. 1, the image decoder 102 could 
form part of an apparatus 114 that includes an interface (I/F) 
116. The interface 116 represents an interface that allows the 
image decoder102 to receive image information from one or 
more of the image sources. For example, the interface 116 
could represent a connector that allows the image decoder 
102 to be coupled to the DVD/VCD player 106 or other 
image source 112 using a video cable or other cable. The 
interface 116 could also represent a tuner that receives 
television or other broadcast signals. As particular examples, 
the image decoder 102 could reside within an apparatus 116 
such as a cable set-top box, satellite receiver, or other 
television receiver. 

0028. In some embodiments, images represented by the 
encoded information received at the image decoder 102 are 
encoded by dividing the images into blocks. Conventional 
image decoders often create distortions or “artifacts' in a 
decoded image. For example, distortions around sharp edges 
in an image are referred to as “ringing artifacts.” These 
distortions take many forms, including ringing noise, mos 
quito noise, sinusoids, and texture noise. As another 
example, distortions along the borders of the blocks are 
referred to as “blocking artifacts.” 
0029. In one aspect of operation, the image decoder 102 
decodes the received information representing an image. 
The image decoder 102 then uses an auto-regressive edge 
adaptive filtering system to filter the image and at least 
partially reduce ringing artifacts in the image. The image 
decoder 102 may also use a de-blocking filtering system to 
filter the image and at least partially reduce blocking arti 
facts in the image. 
0030. In particular embodiments, the edge adaptive fil 
tering system identifies a relative edge magnitude represent 
ing the distance between a pixel of interest and an edge in 
an image. For each pixel, the edge adaptive filtering system 
uses the relative edge magnitude for that pixel to identify a 
filter weight for that pixel. The filter weights for the pixels 
are then used by the edge adaptive filtering system to filter 
the image and reduce or eliminate ringing artifacts in the 
image. In this way, the filter weights identified by the edge 
adaptive filtering system are based on the edge contents in 
the image. The filter weights may be adjusted dynamically 
to improve the visual quality of an image. This may allow 
the image decoder 102 to more effectively remove distor 
tions from an image being decoded. In this document, the 
term “each” refers to every of at least a subset of the 
identified items. Also, the phrase "edge contents’ refers to 
any edges contained in all or a portion of an image being 
processed, even if an image does not contain any edges. 
0031. In another aspect of operation, the image decoder 
102 uses an interlace detector to detect whether an image 
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being decoded is an interlaced image or a progressive image. 
If the image is interlaced, the image decoder 102 adjusts the 
edge adaptive filtering system so that interlaced details of 
the image are protected and filtering is improved or opti 
mized. In this way, the image decoder 102 may more 
effectively remove artifacts in various types of images. 
0032. Although FIG. 1 illustrates one example of an 
image processing system 100, various changes may be made 
to FIG. 1. For example, FIG. 1 illustrates one example 
environment in which the image decoder 102 may operate. 
The image decoder 102 could be used in any other envi 
ronments or systems. Also, the functional division of FIG. 
1 is for illustration only. Various components in FIG. 1 may 
be combined or omitted and additional components could be 
added according to particular needs. As examples, the image 
decoder 102 could be integrated into the display device 104, 
the DVD/VCD player 106, or another image source 112 such 
as a satellite, cable, broadcast, or other television receiver. 

0033 FIG. 2 illustrates an example image decoder 102 
according to one embodiment of this disclosure. The 
embodiment of the image decoder 102 is for illustration 
only. Other embodiments of the image decoder 102 may be 
used without departing from the scope of this disclosure. 
Also, for ease of explanation, the image decoder 102 is 
described as operating in the system 100 of FIG. 1. The 
image decoder 102 could be used in any other system. 
0034. The image decoder 102 implements an edge adap 
tive filtering system that reduces or removes ringing artifacts 
in decoded images. The edge adaptive filtering system may 
be used in conjunction with a de-blocking filtering system 
that reduces or removes blocking artifacts in decoded 
images. The edge adaptive filtering system may be used at 
any suitable point during processing of images by the image 
decoder 102. For example, the edge adaptive filtering system 
could operate after motion compensation during image 
decoding, after in-loop filtering of decoded images, or 
before the scaling and processing of the decoded images for 
display. 

0035) In the illustrated example, the image decoder 102 
receives a digital bitstream 202. The bitstream 202 repre 
sents a stream of video image information, still image 
information, or other image information. The bitstream 202 
could, for example, be received from a tuner 114 or other 
Source of image information. 
0036) The bitstream 202 is provided to a decoder 204. 
The decoder 204 decodes one or more images represented 
by information in the bitstream 202. For example, the 
decoder 204 could implement MPEG decoding, such as 
MPEG-1, MPEG-2, or MPEG-4 decoding, to decode video 
images. The decoder 204 could also implement International 
Telecommunications Union-Telecommunication (“ITU-T) 
H.263 or H.264 video decoding. The decoder 204 could 
further implement Windows Media Video (“WMV) or 
Society of Motion Picture and Television Engineers 
(“SMPTE') VC9 video decoding. In addition, the decoder 
204 could implement JPEG decoding to decode still images. 
The decoder 204 includes any hardware, software, firmware, 
or combination thereof for decoding image information. 
0037. In this example, the decoder 204 includes an 
extraction unit (“EU’) 206. The extraction unit 206 extracts 
various encoding parameters from the bitstream 202. The 
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extracted parameters represent information used by the 
decoder 204 to decode the bitstream 202. For example, the 
extraction unit 206 could extract quantization parameters, 
quantization matrices, a macroblock coding type, a trans 
form type, a block size, and a picture type from the bitstream 
202. These parameters are used by the decoder 204 to 
decode image information in the bitstream 202. The extrac 
tion unit 206 includes any hardware, software, firmware, or 
combination thereof for extracting encoding parameters. 

0038. The decoded image information generated by the 
decoder 204 is provided to an interlace detector 208. The 
interlace detector 208 determines whether the decoded 
image information represents interlaced images. If the inter 
lace detector 208 determines that the image information 
represents interlaced images, the interlace detector 208 
signals that the images are interlaced. This may include, for 
example, the interlace detector 208 setting a flag to indicate 
that the decoded images are interlaced. The interlace detec 
tor 208 may use any technique to identify interlaced images. 
The interlace detector 208 includes any hardware, software, 
firmware, or combination thereof for detecting interlaced 
images. In other embodiments, the interlace detector 208 
may be omitted from the image decoder 102. 

0039 The decoded image information from the decoder 
204, the parameters from the extraction unit 206, and the 
interlace information (such as the flag) from the interlace 
detector 208 are stored in a memory 210. For example, in 
some embodiments, decoded image information is stored as 
pixel arrays in the memory 210. The memory 210 represents 
any memory or memories capable of storing and facilitating 
retrieval of information. As examples, the memory 210 
could represent a random access memory, hard disk drive, or 
other volatile and/or non-volatile memory or memories. In 
particular embodiments, image information may be fetched 
from and stored in the memory 210 in blocks rather than as 
raster lines, which may result in less memory being needed 
for resizing images and handling edge filtering at block 
boundaries. 

0040. The image information stored in the memory 210 
may be retrieved and processed by a de-blocking unit 212. 
The de-blocking unit 212 processes image information to 
reduce or remove blocking artifacts from decoded images. 
For example, the de-blocking unit 212 may perform de 
blocking filtering to reduce or remove grid and staircase 
noise along borders of blocks in a decoded image. The 
de-blocking unit 212 includes any hardware, Software, firm 
ware, or combination thereof for at least partially reducing 
blocking artifacts in one or more images. In other embodi 
ments, the decoder 204 may implement in-loop filtering to 
reduce or eliminate blocking artifacts, and the de-blocking 
unit 212 may be omitted from the image decoder 102. 
0041. The output of the de-blocking unit 212 is provided 
to an adaptive edge filter 214. The adaptive edge filter 214 
processes image information to remove ringing artifacts 
from decoded images. For example, the adaptive edge filter 
214 may perform edge adaptive filtering to reduce or remove 
ringing artifacts near edges and in flat regions of decoded 
images. The adaptive edge filter 214 includes any hardware, 
software, firmware, or combination thereof for at least 
partially reducing ringing artifacts in one or more images. 
An example embodiment of the adaptive edge filter 214 is 
shown in FIG. 3, which is described below. 
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0042. While FIG. 2 illustrates the adaptive edge filter 
214 processing image information after the de-blocking unit 
212, the adaptive edge filter 214 could be used in any other 
suitable locations in the image decoder 102. For example, 
the adaptive edge filter 214 could operate after the image 
information is decoded by the decoder 204 and before the 
image information is processed by the de-blocking unit 212. 

0043. The filtered image information from the adaptive 
edge filter 214 is provided to a display processor 216. The 
display processor 216 processes the image information for 
presentation on the display device 104. For example, the 
display processor 216 could perform de-interlacing, Scaling, 
cropping, image enhancement, brightness and contrast con 
trol, and color space conversion operations. The processed 
image information may then be provided for storage in the 
memory 210 for retrieval and display by the display device 
104. The display processor 216 includes any suitable pro 
cessor or controller for processing image information for 
presentation. 

0044) The various components in the image decoder 102 
communicate over a system bus 218. The system bus 218 
represents any suitable bus capable of transporting informa 
tion between components of the image decoder 102. The 
system bus 218 may also have any suitable size, such as a 
32-bit or 64-bit bus. 

0045. In one aspect of operation, the adaptive edge filter 
214 acts as an auto-regressive edge adaptive filtering system 
to filter images and at least partially reduce ringing artifacts 
in the images. In some embodiments, the adaptive edge filter 
214 applies an edge “operator” or function to identify an 
edge magnitude for each pixel in a block of the image. The 
edge magnitude identifies a likelihood that the pixel lies 
along an edge in the image block. The adaptive edge filter 
214 also determines average and maximum edge magnitudes 
for that image block. The adaptive edge filter 214 then 
calculates a relative edge magnitude for each pixel in the 
block. Using the relative edge magnitudes for the pixels, the 
adaptive edge filter 214 identifies a filter weight for each 
pixel in the block. Using the filter weights, the adaptive edge 
filter 214 filters the image block to reduce or remove ringing 
artifacts in the image. 
0046. In another aspect of operation, the interlace detec 
tor 208 determines whether images being decoded are 
interlaced images or progressive images. If the images are 
interlaced, the interlace detector 208 sets a flag to indicate 
that the images are interlaced. The adaptive edge filter 214 
uses the interlace flag to protect the interlaced details of the 
images during filtering. 

0047 Although FIG. 2 illustrates one example of an 
image decoder 102, various changes may be made to FIG. 
2. For example, the functional division of the image decoder 
102 shown in FIG. 2 is for illustration only. Various com 
ponents in FIG. 2 may be combined or omitted and addi 
tional components could be added according to particular 
needs. 

0.048 FIG. 3 illustrates an example adaptive edge filter 
214 in an image decoder according to one embodiment of 
this disclosure. The embodiment of the adaptive edge filter 
214 is for illustration only. Other embodiments of the 
adaptive edge filter 214 may be used without departing from 
the scope of this disclosure. Also, for ease of explanation, 
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the adaptive edge filter 214 is described as residing within 
the image decoder 102 of FIG. 2 operating in the system 100 
of FIG. 1. The adaptive edge filter 214 could be used in any 
other device and in any other system. 

0049. As shown in FIG. 3, the adaptive edge filter 214 
receives encoding parameters from the extraction unit 206 in 
the decoder 204. The encoding parameters could include 
quantization parameters, macroblock coding type, and pic 
ture type. The adaptive edge filter 214 also receives infor 
mation from the interlace detector 208, such as a flag 
indicating whether images being processed are interlaced. In 
addition, the adaptive edge filter 214 receives a macroblock 
of image data from the decoder 204. The information 
received by the adaptive edge filter 214 may be received 
directly from the decoder 204, extraction unit 206, and 
interlace detector 208. The information received by the 
adaptive edge filter 214 could also be received indirectly 
from the decoder 204, extraction unit 206, and interlace 
detector 208 through the memory 210. 

0050. In the illustrated example, a block selector 302 
receives a macroblock from the decoder 204 and an interlace 
flag from the interlace detector 208. The block selector 302 
then selects a block of image information from the macrob 
lock and provides the selected block for further processing 
by the adaptive edge filter 214. For example, the block 
selector 302 may partition the macroblock into luminance 
and chrominance blocks and then select and output each 
block for further processing. The partitioning of the mac 
roblock into luminance and chrominance blocks may be 
based on the interlace flag from the interlace detector 208. 
In other words, the block selector 302 could partition 
macroblocks representing interlaced images in one way and 
macroblocks representing progressive images in another 
way. The block selector 302 includes any hardware, soft 
ware, firmware, or combination thereof for selecting and 
outputting blocks from a macroblock. 

0051. The block of image information selected by the 
block selector 302 is provided to an edge analyzer 304. The 
edge analyzer 304 analyzes the selected block to identify 
various characteristics associated with any edges contained 
in the block. For example, the edge analyzer 304 may 
identify an individual pixel edge strength edge, for each 
pixel in the block, where (x,y) represents the location of a 
pixel. The individual pixel edge strength identifies the 
likelihood that a pixel forms part of an edge in the image. 
The edge analyzer 304 may also identify a maximum edge 
strength edge, and an average edge strength edge, for 
the selected block. The maximum edge strength identifies 
the highest likelihood that any pixel in the block forms part 
of an edge. The average edge strength identifies the average 
likelihood that a pixel in the block forms part of an edge. The 
edge analyzer 304 includes any hardware, software, firm 
ware, or combination thereof for analyzing a block of image 
data to generate information about any edges in the block. 
0052 A quality analyzer 306 receives the encoding 
parameters extracted by the extraction unit 206 in the 
decoder 204. Using the encoding parameters, the quality 
analyzer 306 identifies the image quality associated with the 
macroblock being processed. The quality analyzer 306 then 
outputs a visual weight curve value. As explained below, the 
visual weight curve value is used by the adaptive edge filter 
214 to filter the macroblock. The quality analyzer 306 
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includes any hardware, Software, firmware, or combination 
thereof for identifying the quality of image information 
being filtered. 
0053 A texture analyzer 308 receives the average edge 
strength edge, from the edge analyzer 304. The texture 
analyzer 308 determines the texture contents of the selected 
block being processed using the average edge strength. For 
example, the texture analyzer 308 may compare the average 
edge strength to a threshold. The texture analyzer 308 then 
outputs another visual weight curve value. The texture 
analyzer 308 includes any hardware, software, firmware, or 
combination thereof for identifying the texture contents of 
image information being processed. 

0054) A monotone detector 310 receives the maximum 
edge strength edge from the edge analyzer 304. The 
monotone detector 310 detects monotone or near monotone 
image information using the maximum edge strength. For 
example, the monotone detector 310 may compare the 
maximum edge strength to a threshold. The monotone 
detector 310 then outputs yet another visual weight curve 
value. The monotone detector 310 includes any hardware, 
software, firmware, or combination thereof for identifying 
monotone or near monotone image information. 
0.055 The visual weight curve values output by the 
quality analyzer 306, texture analyzer 308, and monotone 
detector 310 are used to identify a visual weight curve. The 
visual weight curve is used by a visual weight map generator 
312 to associate filter weights with pixels in the selected 
image block. For example, the visual weight map generator 
312 receives the individual pixel edge strengths edge, and 
the maximum edge strength edge from the edge analyzer 
304. For each pixel in a selected block, the visual weight 
map generator 312 identifies a filter weight wgty for a pixel 
at position (x,y) using the individual pixel edge strengths, 
the maximum edge strength, and the visual weight curve. 
The filter weights are then output by the visual weight map 
generator 312. The visual weight map generator 312 
includes any hardware, Software, firmware, or combination 
thereof for identifying filter weights used to filter image 
information. 

0056. An adaptive filter 314 receives the selected block 
of image information from the block selector 302. The 
adaptive filter 314 also receives the filter weights from the 
visual weight map generator 312. The adaptive filter 314 
uses the identified filter weights to adaptively filter the 
image information in the selected block. The adaptive filter 
314 then outputs filtered image information, which may 
represent an image with reduced or eliminated ringing 
artifacts. The adaptive filter 314 includes any hardware, 
software, firmware, or combination thereof for filtering 
image information. The adaptive filter 314 could, for 
example, represent a 3x3 filter. 
0057 The following represents an example explanation 
of the operation of the adaptive edge filter 214 when 
processing MPEG-2 encoded video information. The adap 
tive edge filter 214 could operate in the same or similar 
manner when processing any image information-encoded 
using any encoding Scheme. 

0058. In this example, the bitstream 202 received by the 
image decoder 102 contains DCT coefficients, and the 
extraction unit 206 identifies frame or field DCT coding 
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parameters. Macroblocks that are field coded are treated as 
interlaced images, and macroblocks that are frame coded are 
treated as progressive images. For example, if the interlace 
detector 208 determines that images are field coded, the 
interlace detector 208 could set the interlace flag to indicate 
that the images are interlaced. 
0059. In some embodiments, the interlace detector 208 
uses statistical data to determine if images represent a 
sequence of interlaced images. In particular embodiments, 
the interlace detector 208 uses field correlation and field 
mean values to identify whether images are field or frame 
coded. For example, the interlace detector 208 could operate 
using the following equations: 

5 (1) 
field lation= } 7 foil 
ela correlation= tes M IPA.jpts...I - 128 

j=0 i=0 

7 5 (2) 
field mean= n = ipii.2in ne{0,1} 2. 4"...it 
field mean difference = no - n1 (3) 

where ipix, represents an input pixel at position (i,j) in an 
image block, mo represents an even field mean, and m 
represents an odd field mean. 
0060. The interlace detector 208 determines whether 
images are field or frame coded using the results from 
Equations (1)–(3) above. For example, as shown in FIG. 4. 
the interlace detector 208 could compare the field correlation 
value to a first threshold T, and compare the field mean 
difference value to a second threshold T. In this example, 
the interlace detector 208 determines that an image is frame 
coded (and likely not interlaced) if the field correlation value 
exceeds the threshold T and the field mean difference does 
not exceed the second threshold T. Otherwise, if the field 
correlation value does not exceed the threshold T and/or 
the field mean difference exceeds the second threshold T. 
the interlace detector 208 determines that an image is field 
coded (and likely interlaced). The interlace detector 208 then 
sets a flag indicating whether the images are interlaced, and 
the adaptive edge filter 214 uses the flag to process the 
images. The thresholds T, and T could have any Suitable 
value, such as when T equals 32 and T equals 4. 
0061. A special case may occur when a completely flat 
region of an image is processed. In that case, the field 
correlation and field mean difference values could equal or 
approximately equal zero. When this is detected, the inter 
lace detector 208 could determine that the image is frame 
coded even though the field correlation and field mean 
difference values fall outside of the “Frame' region shown 
in FIG. 4. 

0062. In some embodiments, the block selector 302 in the 
adaptive edge filter 214 uses the flag from the interlace 
detector 208 to determine how to partition macroblocks into 
individual blocks for processing. For example, FIG. 5 
illustrates how a macroblock may be divided into blocks 
based on whether the flag from the interlace detector 208 is 
set. In this example, the information representing an image 
is divided into chrominance C. data, chrominance C data, 
and luminance Y data. In particular embodiments, the image 
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information is encoded in a chrominance sampling format of 
4:2:0. A macroblock is defined by a 16x16 pixel array of 
luminance Y data, an 8x8 pixel array of chrominance C. 
data, and an 8x8 pixel array of chrominance C data. 

0063) If the flag from the interlace detector 208 indicates 
that images are not interlaced, the block selector 302 treats 
the images as being progressive. As shown in FIG. 5, the 
block selector 302 subdivides the 16x16 pixel array of 
luminance Y data into four 8x8 blocks. The block selector 
302 treats the 8x8 pixel array of chrominance C. data as an 
undivided block and the 8x8 pixel array of chrominance C. 
data as an undivided block. In addition, two extra rows or 
columns of pixels that outline each boundary of the lumi 
nance and chrominance blocks are added, increasing the size 
of each luminance and chrominance block to 12x12. The 
blocks of luminance and chrominance data are then indi 
vidually provided to the edge analyzer 304 and the adaptive 
filter 314 for processing. 

0064. If the flag from the interlace detector 208 indicates 
that the images are interlaced, the block selector 302 gen 
erates four 8x8 blocks from the luminance Y data. The data 
in each 8x8 block represents luminance Y data from the 
same line parity. Also, the block selector 302 divides the 8x8 
pixel array of chrominance Cr data into two 8x4 blocks and 
divides the 8x8 pixel array of chrominance C data into two 
8x4 blocks. Again, the data in each 8x4 block represents 
data from the same line parity. In addition, two extra rows 
or columns of pixels that outline each boundary of the 
luminance and chrominance blocks are added, increasing the 
size of each luminance block to 12x12 and the size of each 
chrominance block to 12x8. 

0065. The edge analyzer 304 receives the various lumi 
nance and chrominance blocks from the block selector 302 
and processes the blocks to identify information about edges 
in an image being processed. For example, the edge analyzer 
304 could identify an individual pixel edge strength for each 
pixel in a received block. 

0066. In some embodiments, the edge analyzer 304 uses 
Sobel operators to identify an edge strength for each pixel. 
In particular embodiments, the edge analyzer 304 operates 
using the following equations: 

G, =X mix P, (4) 
i 

Gy =X mix P: (5) 
i 

where G, represents a horizontal gradient, G, represents a 
vertical gradient, m represents the horizontal Sobel mask of 
pixel j shown in FIG. 6, my represents the vertical sobel 
mask of pixel j shown in FIG. 6, and P, represents the value 
of pixel j. In FIG. 6, each of the masks represents a 3x3 
processing window, and the pixel of interest (pixel) occu 
pies the shaded portion of the horizontal and vertical masks. 
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0067. The edge analyzer 304 uses the individual pixel 
edge strengths computed above to calculate two additional 
statistics (the average edge strength and the maximum edge 
strength) associated with the received block. In particular 
embodiments, the edge analyzer 304 operates using the 
following formulas: 

edgeag = Avg {edge, } (7) 
x,yeO.l... 7 

8086max Yix e ge, } (8) 

These statistics are accumulated for a pre-defined block size 
that follows the size of the encoded data for the image. 

0068. The extraction unit 206 in the decoder 204 extracts 
various encoding parameters from the MPEG-2 bitstream 
202. The parameters may include the quan Scale code, 
quan Scale type, non linear quan Scale, quan matrix, 
macroblock type, and picture coding type parameters. 
Among other things, these parameters indicate whether the 
image data represents intra-coded or inter-coded data and 
whether the image is an I-picture, P-picture, or B-picture. 
Also, a dct type parameter (field coded or frame coded) can 
be extracted and used to determine whether images are 
interlaced in place of or in addition to the output of the 
interlace detector 208. 

0069. The quality analyzer 306 uses the extracted param 
eters to adaptively output a visual weight curve value ct, 
The monotone detector 310 uses the visual weight curve 
value ct, to output a visual weight curve value ct, The 
texture analyzer 308 uses the visual weight curve value ct, 
to output a visual weight curve value ct. The visual weight 
curve value ct, is used by the visual weight map generator 
312 to identify a visual weight curve, which is used to 
customize the adaptive filter 314. 

0070). The visual weight curve value ct, output by the 
quality analyzer 306 depends on the quality of the image 
being processed, and the visual quality of the image depends 
on the quantization step size. If image data is quantized 
coarsely, there may be high ringing noise due to greater loss 
of high frequency coefficients. If image data is quantized 
finely, there may be little ringing noise and better video 
quality. A higher visual weight curve value ct, may be 
associated with a higher quantization step size. The edge 
adaptive filter 214 can be customized with the quantization 
step size to select suitable visual weight curve values for 
balancing between filtering ringing noise and Smoothing 
details. 

0071. In some embodiments, the quality analyzer 306 
uses the parameters provided by the extraction unit 206 to 
calculate values for quan Scale and quan norm, and these 
values are used to identify the visual weight curve value ct, 
The value quan Scale identifies the quantization step size for 
an image, and the value quan norm identifies a normalized 
quantization step size. The value of quan Scale could be 
calculated using the formula: 
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quan scale = 

{ quan scale codex2 
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(9) 

quan scale type = linear 
non linear quan Scalequan Scale code quan Scale type = non linear 

where quan Scale code, quan Scale type, and non linear 
quan Scale represent parameters received from the extrac 

tion unit 206. Also, for intra-coded macroblocks, the value 
of quan norm could be calculated as: 

quan norm=quan scalexquan matrixO1H 
quan matrix1 IOI/32: (10) 

where quan matrix represents another parameter received 
from the extraction unit. For inter-coded macroblocks, the 
value of quan norm could be calculated as: 

quan norm=quan scalexquan matrixO1/16. (11) 

0072. In particular embodiments, the quality analyzer 
306 uses multiple thresholds and the value of quan norm to 
select a visual weight curve value ct, For example, if the 
value of quan norm is less than a first threshold To the 
visual weight curve value ct, is set to 0. If the value of 
quan_norm is greater than the first threshold To and less 
than a second threshold T, the visual weight curve value 
ct, is set to 1. If the value of quan norm is greater than the 
second threshold T and less than a third threshold T2, the 
visual weight curve value ct, is set to 2. Otherwise, the 
visual weight curve value ct, is set to 3. 
0073) The thresholds T-T could have any suitable 
values. For example, MPEG-2 supports overall quantization 
parameters Q, Q and Q, for I-, P-, and B-pictures, respec 
tively. Typical rate control in MPEG-2 shows that three 
constants ki, k, and k, relate to the overall quantization 
parameters such that the same picture quality is achieved for 
all picture types. In effect, these constants are defined Such 
that: 

Q: Qp Qb (12) 

Ifk, is set equal to 1, k would equal 1.1, and k, would equal 
1.8. The thresholds To-T may be adapted to different 
picture types with the I-picture thresholds being smaller than 
the P-picture thresholds and the P-picture thresholds being 
smaller than the B-picture thresholds. A normalized set of 
thresholds for the I-picture may be selected, and the other 
threshold sets may be derived for the P- and B-pictures using 
the constants k and k. Example values of the thresholds 
To T. and T are 4, 18 and 30. 
0074) In other embodiments, the thresholds T-T are 
based on the macroblock type parameter instead of the 
picture coding type. An intra-coded macroblock typically 
requires more bits than an inter-coded macroblock to 
achieve the same visual quality. The result is that the 
quantization step size of an intra-coded macroblock may be 
finer than the quantization step size of an inter-coded mac 
roblock for the same visual quality. Sets of thresholds 
TTa2 may be tuned to different ranges of quantization 
values, with the thresholds for intra-coded macroblocks 

being smaller that the thresholds for inter-coded macrob 
locks. Example values of the thresholds To. T and T are 
4, 18, and 36 for intra-coded macroblocks and 8, 36, and 64 
for inter-coded macroblocks. 

0075) The monotone detector 310 detects monotone or 
near monotone regions in an image to prevent inherent 
grainy details from being Smoothed during filtering. In some 
embodiments, the monotone detector 310 compares the 
value of edge to a threshold T, which allows the 
monotone detector 310 to detect light texturing. If edge 
is above T, the visual weight curve value ct, is set to the 
visual weight curve value ct, from the quality analyzer 306. 
If edge is below T light texturing is detected, and the 
visual weight curve value ct, is set to -1 (meaning Zero 
weight or no filtering is applied to the block). An example 
value of the threshold T. ... is 8. tex 

0076. The texture analyzer 308 handles ringing artifacts 
that may be present in flat regions or regions that are 
consistently flat when viewed temporally. These artifacts 
may be caused as a result of crashed motion estimation and 
poor intra-inter macroblock coding decisions. These arti 
facts are often found in fade sequences where there is an 
overall gradual change in luminance level and in fast motion 
Sequences. 

0077. In some embodiments, the texture analyzer 308 
selects a visual weight curve value ct, based on the value of 
edge, Lower values of edge, may indicate a higher 
likelihood that a block region is flat. In particular embodi 
ments, if the value of edge, is less than a first threshold 
T, the visual weight curve value ct, is set to 4. If the value 
of edge, is less than a second threshold T2, the visual 
weight curve value ct, is set to 3. If the value of edge is 
less than a third threshold T and the value of ct, is less 
than 2, the visual weight curve value ct, is set to 2. Other 
wise, the visual weight curve value ct, is set to ct. Example 
values of the thresholds To. T and T are 16, 24 and 32. nOs 

0078. The visual weight curve value ct, output by the 
texture analyzer 308 is used by the visual weight map 
generator 312 to select a visual weight curve from a fixed set 
of visual weight curves. An example set of visual weight 
curves is shown in FIG. 7. For example, if the visual weight 
curve value ct, is 0, the visual weight map generator 312 
selects curve 0 from FIG. 7. Similarly, if the visual weight 
curve value ct, is 4, the visual weight map generator 312 
Selects curve 4 from FIG. 7. 

0079 The visual weight map generator 312 uses the 
selected curve from FIG. 7 to generate weights to be used 
by the adaptive filter 314 to filter a block. For example, the 
visual weight map generator 312 may generate a filter 
weight wgt, for each pixel in the block being filtered. 
0080. In some embodiments, the y-axis of the chart in 
FIG. 7 represents the filter weight wgt, and the x-axis 
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represents the relative edge magnitude within the block. The 
relative edge magnitude for a pixel may be calculated using 
the formula: 

rel edges.y=edges.y/maxedgemas, Tin (13) 
where rel edge, represents the relative edge magnitude for 
a pixel at position (x,y), and T represents a threshold 
minimum value that edge, can be normalized with to 
obtain the relative edge magnitude. The threshold T is 
used to increase the filtering weight on relatively flat blocks. 
0081. The visual weight map generator 312 calculates the 
relative edge magnitude for each pixel in a block being 
filtered. The visual weight map generator 312 then selects a 
pixel and, using the selected curve from FIG. 7, identifies a 
filter weight associated with that pixel’s relative edge mag 
nitude. For example, curve -1 (not shown in FIG. 7) may 
assign a filter weight of Zero to a pixel no matter what the 
relative edge magnitude is, implying that there is no filter 
ing. Curve 4 may assign a filter weight of one to a pixel no 
matter what the relative edge magnitude is, creating an 
averaging filtering effect having the strongest low-pass filter 
effect. Curves 0-3 use the relative edge magnitude of a pixel 
to identify a filter weight. As the curve number increases, the 
filter weights increase for the pixels, creating filters with 
lower frequencies and higher strengths. 
0082 In general, the visual weight curves shown in FIG. 
7 have various characteristics. For example, the visual 
weight curves generally hold an inverse relationship 
between filter weights and relative edge magnitudes. By 
having an inverse relationship, ringing artifacts can be 
filtered at the expense of smaller edges while keeping the 
larger edges intact. Also, deadzones may be introduced near 
the maximum edge magnitude (relative edge magnitude=1) 
in curves 0-2 to preserve edge details better. Further, the 
portions of the visual weight curves nearer to a Zero relative 
edge magnitude typically have lower gradients than the 
portions of the visual weight curves nearer to a unity relative 
edge magnitude for curves 1-3 so that flatter regions can be 
filtered more. In addition, a maximum weight may be 
generated on a Zero relative edge magnitude except for curve 
-1. 

0.083 Using the relative edge magnitudes and the maxi 
mum edge magnitude for the block, the local adaptation of 
the filter weights is achieved to different characteristics of 
the image. Also, by relating characteristics to a block 
statistic for a single block, block-based artifacts due to the 
loss of higher frequency coefficients may be resolved within 
the same block. By using information about edges in a 
selected block, the filter weights identified by the visual 
weight map generator 312 are based on the edge contents in 
the selected block. 

0084. In some embodiments, the adaptive filter 314 is a 
two-dimensional finite impulse response (“FIR) filter. In 
particular embodiments, the adaptive filter 314 has a 3x3 
processing window, and its operation is defined using the 
formula: 

(14) 
(t x 

optx, y = pix, y + X X Co-hiy+i (ipisily ipix,y) 
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where opix, represents an output pixel at position (x,y) 
generated by the filter 314, ipix, represents an input pixel 
at position (x,y) received by the filter 314, and co, repre 
sents the filter weight for the input pixel at position (x,y). An 
example embodiment of the adaptive filter 314 is shown in 
FIG.8. As shown in FIG. 8, the adaptive filter 314 includes 
various line memories (LINE), adders, multipliers, and 
delay elements (t). The adaptive filter 314 receives an input 
pixel and nine different weights (3x3 processing window) 
and generates an output pixel. The adaptive filter 314 shown 
in FIG. 8 is one example of circuitry that could be used to 
implement Equation (14), although any other hardware, 
software, firmware, or combination thereof could be used. 
I0085) The filter weights co, in Equation (14) may 
change dynamically from pixel to pixel and are assigned 
corresponding to the filter weights wgt, output by the 
visual weight map generator 312. The output pixel value at 
position (x,y) represents the value of an input pixel at 
position (x,y), plus a delta modification of a weighted 
combination of the neighboring inter-pixel differences that 
are normalized by a central weight. 
0086 For flat regions, the adaptive filter 314 may have 
high coefficients in Surrounding pixels, giving typical low 
pass characteristics. For edge regions, the adaptive filter 314 
may have lower coefficients on the peak of the edge com 
pared to the sides of the edge, giving asymmetrical charac 
teristics with weights concentrated on a perpendicular direc 
tion to the edge. 
0087. If an input pixel lies within a flat region, a full 
weighted combination of Surrounding inter-pixel differences 
may be incorporated in the output pixel. If an input pixel lies 
on an edge, the corresponding output pixel may equal the 
input pixel because the center weight (co) is close to Zero 
and any inter-pixel differences would be disregarded. 
0088. If the selected visual weight curve from FIG. 7 
represents curve 4, the adaptive filter 314 acts as an aver 
aging filter, and maximum Smoothing is obtained for mono 
tone blocks. If the visual weight curve value is -1, no 
filtering is applied, the output pixels represent the input 
pixels, and the original light texture of a monotone or near 
monotonous block is preserved. 
0089. In effect, the adaptive edge filter 214 adapts the 

filter frequency and the strength variably of the filter 314 to 
the local edge content of images being decoded such that 
edges are preserved while ringing artifacts are reduced or 
eliminated. The adaptive filter 314 acts as a strong averaging 
filter applied to monotone or near monotone blocks, as a 
low-pass filter applied to flat regions, as a mild asymmetric 
low-pass filter applied to edge regions, and a range of mild 
to null low-pass filter applied to texture regions. 
0090 Although FIG. 3 illustrates one example of an 
adaptive edge filter 214 in an image decoder, various 
changes may be made to FIG. 3. For example, the functional 
division of the adaptive edge filter 214 shown in FIG. 3 is 
for illustration only. Various components in FIG. 3 may be 
combined or omitted and additional components could be 
added according to particular needs. Also, FIGS. 4-8 illus 
trate various aspects of the operation of the adaptive edge 
filter 214. The adaptive edge filter 214 could operate in any 
other Suitable manner. 

0.091 FIG. 9 illustrates an example method 900 for edge 
adaptive filtering according to one embodiment of this 
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disclosure. For ease of explanation, the method 900 is 
described as being performed by the image decoder 102 of 
FIG. 2 operating in the system 100 of FIG. 1. The method 
900 could be used by any other device and in any other 
system. 

0092. The image decoder 102 receives a macroblock 
containing image data at Step 902. This may include, for 
example, the decoder 204 receiving a bitstream 202 con 
taining the image data. The macroblock could originate from 
a DVD/VCD player 106, a video encoder 108 communicat 
ing over a network 110, or some other image source 112. 
This may also include the decoder 204 decoding the image 
data, such as by performing MPEG or JPEG decoding. 
0093. The image decoder 102 identifies encoding param 
eters of the macroblock at step 904. This may include, for 
example, the extraction unit 206 in the decoder 204 identi 
fying encoding parameters used to encode the macroblock. 
As a particular example, this may include the extraction unit 
206 identifying the quan Scale code, quan Scale type, non 
linear quan Scale, quan matrix, macroblock type, pic 

ture coding type, and dct type parameters. 
0094. The image decoder 102 determines if the image 
data in the macroblock represents interlace images at step 
906. This may include, for example, the interlace decoder 
208 receiving decoded image data from the decoder 204. 
This may also include the interlace decoder 208 analyzing 
the image data to determine if the image data represents 
interlaced images. As a particular example, this may include 
the interlace decoder 208 using Equations (1)–(3) and the 
technique shown in FIG. 4 to determine whether image data 
should be treated a frame coded (progressive) or field coded 
(interlace). This may also include the image decoder 102 
using the dct type parameter to determine if the image data 
represents interlaced images. In some embodiments, the 
image decoder 102 uses only the output of the interlace 
detector 208 or only the dct type parameter to determine if 
the images are interlaced. In other embodiments, the image 
decoder 102 uses both the output of the interlace detector 
208 and the dct type parameter to determine if the images 
are interlaced. As an example, the image decoder 102 could 
assume that the images are interlaced unless the interlace 
detector 208 and the dct type parameter indicate that the 
images are not interlaced. Moreover, if the image decoder 
102 determines that an image sequence is progressive (Such 
as when a stream of progressive images are received from 
DVD/VCD player 106), the image decoder 102 could skip 
step 906 for the remaining images. 

0.095 The image decoder 102 selects a block in the 
received macroblock at step 908. This may include, for 
example, the block selector 302 dividing the macroblock 
into chrominance C. chrominance C, and luminance Y 
blocks as shown in FIG. 5. This may also include the block 
selector 302 using the interlace flag from the interlace 
detector 208 to divide the macroblock. This may further 
include the block selector 302 selecting one of the blocks 
from the macroblock. 

0096. The image decoder 102 identifies an individual 
pixel edge strength for each pixel in the selected block, a 
maximum edge strength for the selected block, and an 
average edge strength for the selected block at step 910. This 
may include, for example, the edge analyzer 304 using 
Equations (4)–(6) to determine the individual pixel edge 
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strengths. This may also include the edge analyzer 304 using 
Equations (7)-(8) to identify the average and maximum edge 
strengths for the selected block. 
0097. The image decoder 102 identifies a visual weight 
curve value at step 912. This may include, for example, the 
quality analyzer 306 using the identified encoding param 
eters to identify the quality of the macroblock, such as by 
determining a value for quan norm using Equations (9)- 
(11). This may also include the quality analyzer 306 com 
paring the value of quan_norm to various thresholds To-T 
to identify an initial value ct of the visual weight curve 
value. Further, this may include the monotone detector 310 
comparing the maximum edge strength to a threshold T. 
and identifying an intermediate value ct, that equals either 
the initial value ct, or a value of -1. In addition, this may 
include the texture analyzer 308 comparing the average edge 
strength to various thresholds T-T to determine a final 
value ct, for the visual weight curve value. 
0098. The image decoder 102 selects a visual weight 
curve from a set of curves at step 914. This may include, for 
example, the visual weight map generator 312 selecting a 
curve from FIG. 7 using the final value ct, of the visual 
weight curve value. 
0099] The image decoder 102 determines a filter weight 
for each pixel in the selected block using the selected visual 
weight curve at step 916. This may include, for example, the 
visual weight map generator 312 calculating a relative edge 
magnitude for each pixel using Equation (13). This may also 
include the visual weight map generator 312 using the 
selected curve from FIG. 7 to identify a filter weight for 
each pixel using the calculated relative edge magnitude for 
each pixel. In this way, the filter weights identified by the 
visual weight map generator 312 are based on the edge 
contents in the selected image block. 
0100. The image decoder 102 filters the selected block 
using the filter weights at step 918. This may include, for 
example, the visual weight map generator 312 providing the 
filter weights to the adaptive filter 314. This may also 
include the adaptive filter 314 using Equation (14) to filter 
the selected block of image data. 
0101 The image decoder 102 determines if there are 
more blocks from the macroblock to be processed at step 
920. If so, the image decoder102 returns to step 908 to select 
and process another block. Otherwise, the method 900 ends. 
At this point, if the bitstream 202 is still being received, the 
image decoder 102 could receive another macroblock and 
repeat method 900. 
0102 Although FIG. 9 illustrates one example of a 
method 900 for edge adaptive filtering, various changes may 
be made to FIG. 9. For example, although FIG. 9 is 
illustrated as a series of sequential steps, various steps in the 
method 900 may be performed in parallel. 
0103). It may be advantageous to set forth definitions of 
certain words and phrases used in this patent document. The 
terms “include” and “comprise,” as well as derivatives 
thereof, mean inclusion without limitation. The term 'or' is 
inclusive, meaning and/or. The phrases “associated with 
and “associated therewith,” as well as derivatives thereof, 
may mean to include, be included within, interconnect with, 
contain, be contained within, connect to or with, couple to 
or with, be communicable with, cooperate with, interleave, 
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juxtapose, be proximate to, be bound to or with, have, have 
a property of, or the like. The term “controller” means any 
device, system, or part thereof that controls at least one 
operation. A controller may be implemented in hardware, 
firmware, or software, or a combination of at least two of the 
same. It should be noted that the functionality associated 
with any particular controller may be centralized or distrib 
uted, whether locally or remotely. 
0104. While this disclosure has described certain 
embodiments and generally associated methods, alterations 
and permutations of these embodiments and methods will be 
apparent to those skilled in the art. Accordingly, the above 
description of example embodiments does not define or 
constrain this disclosure. Other changes, Substitutions, and 
alterations are also possible without departing from the spirit 
and scope of this disclosure, as defined by the following 
claims. 

What is claimed is: 
1. A method, comprising: 
receiving image information representing at least one 

image, the image information defining multiple pixels 
in the at least one image: 

identifying filter weights associated with the pixels, the 
filter weights based on edge contents of at least a 
portion of the at least one image; and 

filtering the image information using the identified filter 
weights. 

2. The method of claim 1, wherein the image information 
comprises a macroblock; and 

further comprising dividing the macroblock into a set of 
blocks. 

3. The method of claim 2, further comprising determining 
whether the at least one image is interlaced; and 

wherein dividing the macroblock comprises dividing the 
macroblock into a first set of blocks if the at least one 
image is interlaced and dividing the macroblock into a 
second set of blocks if the at least one image is not 
interlaced. 

4. The method of claim 3, wherein determining whether 
the at least one image is interlaced comprises at least one of 

determining whether the at least one image is interlaced 
using one or more encoding parameters; and 

determining whether the at least one image is interlaced 
by: 

determining a field correlation value using formulas of: 

5 7 

field mean= n = X. lPlvi. 2; and 
ne{0,1} 

1 inoin 
7 5 

field correlation= 128 XX, pipi. 128 

determining a field mean difference value using a 
formula of 

field mean difference=/mom: 
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comparing the field correlation value to a first threshold 
and the field mean difference value to a second thresh 
old; and 

determining whether the at least one image is interlaced 
based on the comparisons; 

wherein ipix, represents the pixel at position (i,j), mo 
represents an even field mean, and m represents an odd 
field mean. 

5. The method of claim 2, wherein identifying the filter 
weights comprises: 

identifying an edge strength for each pixel in one of the 
blocks; 

identifying a maximum edge strength for the block; 
identifying an average edge strength for the block; and 
identifying a relative edge magnitude for each pixel in the 

block. 
6. The method of claim 5, wherein: 
identifying the edge strength for each pixel comprises 

identifying the edge strength for each pixel using 
formulas of: 

G = Xma x P, G, = X mix Pi, and edge, = |G|+|Gy; and 
i i 

identifying the relative edge magnitude for each pixel 
comprises identifying the relative edge magnitude for 
each pixel using a formula of 
rel edges.y=edges.y/maxedgemas, Train; 

wherein G represents a horizontal gradient at one of the 
pixels, G, represents a vertical gradient at one of the 
pixels, m represents a horizontal mask centered at one 
of the pixels, my represents a vertical mask centered at 
one of the pixels, P, represents a value of one of the 
pixels, edge, represents the edge strength for the pixel 
at position (x,y), rel edge, represents the relative 
edge magnitude for the pixel at position (x,y), edge 
represents the maximum edge strength, and T rep 
resents a threshold minimum value. 

7. The method of claim 5, wherein identifying the filter 
weights further comprises: 

identifying one or more encoding parameters used to 
encode the image information; and 

identifying a visual weight curve using the one or more 
encoding parameters, the visual weight curve associat 
ing filter weights to relative edge magnitudes. 

8. The method of claim 7, wherein identifying the visual 
weight curve comprises selecting a visual weight curve from 
a set of visual weight curves. 

9. The method of claim 8, wherein selecting the visual 
weight curve from the set of visual weight curves comprises: 

generating a visual weight curve value by: 
setting an initial visual weight curve value based on a 

normalized quantization step size; 
setting an intermediate visual weight curve value based 
on a maximum edge strength; and 
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setting a final visual weight curve value based on an 
average edge strength; and 

Selecting the visual weight curve in the set of visual 
weight curves associated with the final visual weight 
curve value. 

10. The method of claim 7, wherein: 

the visual weight curve defines an inverse relationship 
between relative edge magnitudes and filter weights; 
and 

a gradient of the visual weight curve at lower relative edge 
magnitudes is Smaller than a gradient of the visual 
weight curve at higher relative edge magnitudes. 

11. The method of claim 1, wherein filtering the image 
information comprises filtering the image information using 
a formula of: 

wherein opix, represents a filtered pixel at position (x,y), 
ipix, represents the pixel at position (x,y), and co, repre 
sents the filter weight associated with the pixel at position 
(x,y). 

12. An image decoder, comprising: 

a decoder capable of receiving encoded image informa 
tion representing at least one image and decoding the 
encoded image information to produce decoded image 
information, the decoded image information defining 
multiple pixels in the at least one image; and 

an adaptive edge filter capable of filtering the decoded 
image information using filter weights associated with 
the pixels, the filter weights based on edge contents of 
at least a portion of the at least one image. 

13. The image decoder of claim 12, wherein: 
the image information comprises a macroblock; and 
the adaptive edge filter comprises a block selector capable 

of dividing the macroblock into a set of blocks. 
14. The image decoder of claim 13, wherein: 
the image decoder further comprises an interlace detector 

capable of determining whether the at least one image 
is interlaced; and 

the block selector is capable of dividing the macroblock 
into a first set of blocks if the at least one image is 
interlaced and dividing the macroblock into a second 
set of blocks if the at least one image is not interlaced. 

15. The image decoder of claim 14, wherein the interlace 
detector is capable of determining whether the at least one 
image is interlaced by: 

determining a field correlation value using formulas of: 

5 7 

field mean= n = X. lPlvi. 2; and 
ne{0,1} 
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field correlation= 128 Xpi.pl.- 128 

determining a field mean difference value using a formula 
of: 

field mean difference=/mo-m; 
comparing the field correlation value to a first threshold 

and the field mean difference value to a second thresh 
old; and 

determining whether the at least one image is interlaced 
based on the comparisons; 

wherein ipix, represents the pixel at position (i,j), mo 
represents an even field mean, and m represents an odd 
field mean. 

16. The image decoder of claim 13, wherein the adaptive 
edge filter further comprises an edge analyzer capable of 

identifying an edge strength for each pixel in a selected 
one of the blocks; 

identifying a maximum edge strength for the selected 
block; and 

identifying an average edge strength for the selected 
block. 

17. The image decoder of claim 16, wherein the edge 
analyzer is capable of identifying the edge strength for each 
pixel using formulas of 

G =X mix Pi, 
i 

Gy = X mix Pi, and 
i 

wherein G represents a horizontal gradient at one of the 
pixels, G, represents a vertical gradient at one of the pixels, 
m represents a horizontal mask centered at one of the 
pixels, my represents a vertical mask centered at one of the 
pixels, P, represents a value of one of the pixels, and edge, 
represents the edge strength for the pixel at position (x,y). 

18. The image decoder of claim 16, wherein the image 
decoder further comprises a weight generator capable of 

identifying a relative edge magnitude for each pixel in the 
selected block; and 

identifying a visual weight curve associating filter weights 
to relative edge magnitudes. 

19. The image decoder of claim 18, wherein the weight 
generator is capable of identifying the relative edge magni 
tude for each pixel using a formula of: 

rel edges.y=edges.y/maxedgemas, Train, 
wherein edge, represents the edge strength for the pixel 

at position (x,y), rel edge, represents the relative 
edge magnitude for the pixel at position (x,y), edge, 
represents the maximum edge strength, and T rep 
resents a threshold minimum value. 
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20. The image decoder of claim 18, wherein: 
the image decoder further comprises an extraction unit 

capable of identifying one or more encoding param 
eters used to encode the image information; and 

the weight generator is capable of identifying the visual 
weight curve using the one or more encoding param 
eters. 

21. The image decoder of claim 20, wherein the weight 
generator is capable of identifying the visual weight curve 
by selecting a visual weight curve from a set of visual weight 
CUWS. 

22. The image decoder of claim 21, wherein: 
the adaptive edge filter further comprises: 

a quality analyzer capable of setting an initial visual 
weight curve value based on a normalized quantiza 
tion step size; 

a monotone detector capable of setting an intermediate 
visual weight curve value based on a maximum edge 
strength; and 

a texture analyzer capable of setting a final visual 
weight curve value based on an average edge 
strength; and 

the weight generator is capable of selecting the visual 
weight curve from the set of visual weight curves using 
the final visual weight curve value. 

23. An adaptive edge filter, comprising: 

a block selector capable of receiving a macroblock that 
defines pixels of an image, dividing the macroblock 
into multiple blocks, and selecting one of the blocks; 

an edge analyzer capable of generating multiple edge 
strengths based on edge contents of the selected block; 

a weight generator capable of identifying filter weights for 
the pixels in the selected block, the filter weights based 
on the edge strengths associated with the selected 
block; and 

a filter capable of filtering the selected block using the 
filter weights associated with the pixels in the selected 
block. 

24. The adaptive edge filter of claim 23, wherein the block 
selector is capable of dividing the macroblock into a first set 
of blocks if the image is interlaced and dividing the mac 
roblock into a second set of blocks if the image is not 
interlaced. 

25. The adaptive edge filter of claim 23, wherein the edge 
analyzer is capable of 

identifying an individual edge strength for each pixel in 
the selected block; 

identifying a maximum edge strength for the selected 
block; and 

identifying an average edge strength for the selected 
block. 

26. The adaptive edge filter of claim 25, wherein the edge 
analyzer is capable of identifying the individual edge 
strength for each pixel using formulas of: 

May 25, 2006 

G =X mix Pi, 
i 

Gy =X mix P: and 
i 

wherein G represents a horizontal gradient at one of the 
pixels, G, represents a vertical gradient at one of the pixels, 
m represents a horizontal mask centered at one of the 
pixels, my represents a vertical mask centered at one of the 
pixels, P, represents a value of one of the pixels, and edge, 
represents the individual edge strength for the pixel at 
position (x,y). 

27. The adaptive edge filter of claim 25, wherein the 
weight generator is capable of: 

identifying a relative edge magnitude for each pixel in the 
Selected block using the edge strengths; and 

identifying a visual weight curve associating filter weights 
to relative edge magnitudes. 

28. The adaptive edge filter of claim 27, wherein the 
weight generator is capable of identifying the visual weight 
curve using one or more encoding parameters used to 
encode the image. 

29. The adaptive edge filter of claim 28, wherein the 
weight generator is capable of identifying the visual weight 
curve by selecting a visual weight curve from a set of visual 
weight curves. 

30. The adaptive edge filter of claim 29, wherein: 
the adaptive edge filter further comprises: 

a quality analyzer capable of setting an initial visual 
weight curve value based on a normalized quantiza 
tion step size; 

a monotone detector capable of setting an intermediate 
visual weight curve value based on a maximum edge 
strength; and 

a texture analyzer capable of setting a final visual 
weight curve value based on an average edge 
strength; and 

the weight generator is capable of selecting the visual 
weight curve from the set of visual weight curves using 
the final visual weight curve value. 

31. An apparatus, comprising: 
an interface capable of receiving encoded image infor 

mation representing at least one image; and 
an image decoder capable of 

decoding the encoded image information to produce 
decoded image information, the decoded image 
information defining multiple pixels in the at least 
one image; and 

filtering the decoded image information using filter 
weights associated with the pixels, the filter weights 
based on edge contents of at least a portion of the at 
least one image. 

32. The apparatus of claim 31, wherein the interface 
comprises a tuner capable of receiving television signals 
containing the encoded image information. 
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