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(57) ABSTRACT 

A method for filtering a blocky noise, as well as ring and 
mosquito noise, from Still and moving pictures is disclosed. 
The method has the Steps for locating a block boundary in 
the picture and Selecting pixels on one Side of the block 
boundary as a first group and pixels on the other Side of the 
block boundary as a Second group, calculating mean values 
(m, m) and deviation (c., c) of the pixels in each of the 
first and Second groups, detecting whether or not the devia 
tions (c., c) are Smaller than a predetermined threshold 
value (T), applying a first predetermined filtering 
(equations (5), (6)) when the deviations (c., ca) are not 
Smaller than a predetermined threshold value (T,); and 
applying a second predetermined filtering (equations (7), 
(8)) when the deviations (c., ca) are Smaller than a prede 
termined threshold value (T). 

24 Claims, 10 Drawing Sheets 
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METHOD AND APPARATUS FOR 
REMOVING NOSE IN STILL AND MOVING 

PICTURES 

This is a divisional application of Ser. No. 09/019,926, 
filed Feb. 6, 1998. 

BACKGROUND TO THE INVENTION 

1. Field of the Invention 

The present invention relates to a method and apparatus 
for removing noise in Still and moving pictures, and the 
invention can be used in any Still or moving picture com 
pression or coding algorithm where the reconstructed picture 
Suffers from block distortion noise commonly known as 
blocky noise. This method selectively filters the image such 
that the picture is restored and the blocky noise as well as 
ring and mosquito noise are removed. 

2. Description of the Related Art 
Many algorithms and Standards exist for compression of 

Still and moving pictures. These include Standards Such as 
the ITU-T H.261 and H.263, and the ISO standards for 
JPEG, MPEG-1 and MPEG-2. More recently, work has 
begun on the MPEG-4 video coding standard. All of the 
algorithms mentioned use the transform coding technique, in 
particular the Discrete Cosine Transform, DCT. In this 
technique the picture is first partitioned into Small blocks of 
8 pixels high and 8 pixels wide. These blocks of pixels are 
then transformed into the DCT domain where the transform 
coefficients are Subjected to quantization to reduce the 
amount of information. At high compression ratios, most of 
these coefficients are quantized to Zero. The quantization 
noise introduced during this proceSS results in Visual arti 
facts when the blocks of coefficients are transformed back 
into the pixel domain. 

This artifact is a result of loSS in the high frequency 
components of the transform coefficients. Since these coef 
ficients are reduced to Zero, the inverse quantization proceSS 
cannot faithfully reproduce the original Signal. The result is 
that the pixels at the edge of two adjacent DCT blocks have 
very different values. This difference in values makes the 
picture appear to be made up of blocks. This visual artifact 
is known as a blocky noise artifact. FIGS. 1A and 1B 
graphically depict how the blocky noise is created by coarse 
quantization. 

FIG. 1A shows original pixel values in which pixels Po, 
P., P., P., P., Ps, P and P., have gradually increasing 
values. Note that a line between pixels P and P. represent 
a boundary between the blocks for the DCT processing. 
Thus, the pixels Po, P., P., and P are processed in one DCT 
block, and pixels P, Ps, P and P7 are processed in the next 
neighboring DCT block. After DCT processing, the DCT 
coefficients are quantized. During the quantization, Some 
data are lost. Then, after inverse DCT processing, the pixels 
Po, P., P., and P in the one DCT block will take different 
values from their original values, as shown in FIG. 1B. 
Similarly, the pixels P, Ps, Pand P7 in the neighboring 
DCT block will take different values from their original 
values. In FIG. 1B, arrows added to the points representing 
the pixel values show the changes between before and after 
the DCT processing, quantization processing, and inverse 
DCT processing. After the inverse DCT processing, as 
shown in FIG. 1B, there will be a step between the pixel 
values P and P, resulting in a loSS of a gradual change of 
the pixel value at the boundary between the blocks for the 
DCT processing. Thus, the reproduced image will be a 
mosaic effect added picture. 
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2 
FIGS. 2A and 2B show how the loss of high frequency 

coefficients in the DCT domain results in ring and mosquito 
noise artifacts. Note that in FIG. 2A, a dotted line between 
pixels P and P. represent a discontinuity of the picture, Such 
as an edge line of a door in the picture. After the DCT 
processing, quantization processing, and inverse DCT 
processing, the pixel values P and P will be further 
Separated, as shown in FIG. 2B, resulting in a So-called, ring 
and mosquito noise providing undesirably emphasized edge 
lines in the picture. 
The main problem to be solved is how to devise a general 

algorithm that can be applied to the picture with the artifact 
Such that the blocky noise as well as ring and mosquito noise 
are reduced or removed. The goal is to manipulate the 
picture in Such a way that the recovered picture is visually 
as close to the original picture as possible. 
The second problem to be solved is how to prevent the 

blocky noise as well as ring and mosquito noise from 
propagating to the next frame in a Sequence of moving 
pictures where motion compensation is used. 

SUMMARY OF THE INVENTION 

In order to Solve the above problem, an integrated filtering 
technique is used. There are many filtering techniques 
currently being used for removing noise from pictures. What 
is novel about this invention is the method of adaptively 
deciding the pixels that are filtered and those that are not 
filtered as well as the values that are adaptively reset and 
used in the non-linear filter depending on the decisions. 
To Solve the propagation problem, the filter is placed 

within the motion compensation loop prior to the frame Store 
So that the filtered picture is used in the motion compensa 
tion instead of the picture with artifacts. Though it is 
common to use a filter in the prediction loop to improve the 
motion compensation performance, the novelty of this 
invention is the use of this particular deblocking filter in the 
prediction loop to prevent the propagation of blocky arti 
facts. In prior art such as the H.261, the loop filter serves no 
other purpose except for improving the motion compensa 
tion prediction. In this invention the filter is not intended for 
the improvement of the motion compensation performance 
but rather for the simultaneous task of removing the blocky 
artifact in the current picture and also for preventing the 
propagation of blocky artifact into the next picture. 
The current invention operates on the reconstructed Still 

picture that is decoded from the compressed bitstream, as 
shown in FIG. 3. In the case of moving pictures it can 
operate outside the prediction loop as a post filter, shown in 
FIG. 4, or within the prediction loop as a loop filter, shown 
in FIG. 5. In all these cases the filter used is the same. It 
operates on the boundary of the blocks where blocky noise 
manifests. 

The blocky noise removal filter is a separable filter and 
can be applied in the horizontal and vertical directions in 
tandem. The filter used is a modified version of the bi-linear 
interpolation filter. Two values of the end points are deter 
mined from the pixels on either side of the block boundary. 
The filtered values on either side of the filter represent the 
bi-linearly interpolated values of the two endpoints modified 
by a scaled value determined from the deviation of the actual 
pixel from the end points. 
The ring and mosquito noise filter can be in one of two 

forms. The first is a block based filter where a window of 
pixel is conditionally averaged to remove isolated noise. 
This two dimensional filter can also be implemented in one 
dimension along the horizontal or Vertical direction where 
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the window is only one dimension along the direction of the 
filtering. This filter also removes the noise by conditionally 
averaging the pixel around the center of the window. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1A is a diagram showing pixel values before the 
blocky noise is created. 

FIG. 1B is a diagram showing pixel values after the 
blocky noise is created. 

FIG. 2A is a diagram showing pixel values before the ring 
and mosquito noise is created. 

FIG. 2B is a diagram showing pixel values after the ring 
and mosquito noise is created. 

FIG. 3 is a block diagram of the encoder, decoder and 
filter according to the present invention. 

FIG. 4 is a block diagram showing a detail of the encoder 
and decoder and the position of the filter as a post filter in 
a moving picture coding Scheme. 

FIG. 5 is a block diagram showing a detail of the encoder 
and decoder and the position of the filter as a loop filter in 
a moving picture coding Scheme. 

FIG. 6 is a flow chart showing an operation of the filter for 
removing the block noise. 

FIG. 7 is a diagram showing positions of the pixels to be 
processed. 

FIG. 8 is a diagram showing pixel values after the blocky 
noise is created. 

FIG. 9 is a diagram showing pixel values after the filtering 
is applied according to the present invention to eliminate the 
blocky noise. 

FIG. 10 is a flow chart showing an operation of the filter 
for removing the blocky noise and ring and mosquito noise. 

FIG. 11 are diagrams showing pixel values after the ring 
and mosquito noise is created and after the same is removed. 

FIGS. 12A, 12B, 12C, 12D, 12E, 12F, 12G, 12H, 12I and 
12J are block diagrams showing various possible locations 
of the filter. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to FIG. 3, a block diagram of an encoder, a 
decoder and a filter 7, according to the present invention is 
shown, for a still picture. The encoder includes a block based 
discrete cosine transform 1, a quantizer 2 and a variable 
length coding unit 3. The decoder includes a variable length 
decoder 4, an inverse quantizer 5 and an inverse discrete 
transformer 6. 

Referring to FIG. 4, a block diagram of an encoder, a 
decoder and a filter 23, according to the present invention is 
shown, for a moving picture. The encoder includes a block 
based discrete cosine transform 11, a quantizer 12, a variable 
length coding unit 13, an inverse quantizer 14, an inverse 
discrete transfer 15, a frame memory 16 for storing previous 
reconstructed picture, and a motion compensation module 
17. The decoder includes a variable length decoder 18, an 
inverse quantizer 19, an inverse discrete transformer 20, a 
frame memory 21 for Storing previous reconstructed picture, 
and a motion compensation module 22. 

Referring to FIG. 5, a block diagram similar to that shown 
in FIG. 4 is shown. In FIG. 4, filter 23, according to the 
present invention, is connected to the output of the decoder, 
but in FIG. 5, two filters 23A and 23B are provided instead. 
Filter 23A is provided in the encoder between an adder and 
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4 
the frame memory 16. Filter 23B is provided in the decoder 
between an adder and the frame memory 21. 

The filter 7, 23, 23A or 23B, according to the first 
embodiment of the present invention, Serves as a blocky 
noise filter. The function and operation of the block noise 
filter of the first embodiment is described below in connec 
tion with FIGS. 6, 7, 8 and 9. 
The filter 7, 23, 23A or 23B, according to the second 

embodiment of the present invention, Serves as a blocky 
noise and ring and mosquito noise filter. The function and 
operation of the block noise and ring and mosquito noise 
filter of the second embodiment is described below in 
connection with FIGS. 10, 11 and 12A-12.J. 

Referring to FIG. 6, a flow chart of the block noise filter 
is shown. In FIG. 6, steps 51 to 61 are for processing pixels 
in Vertical direction and StepS 62 to 72 are for processing 
pixels in horizontal direction. Since the vertical direction 
processing and the horizontal direction processing are Sub 
Stantially the same, the description below is directed to the 
steps 62 to 72 for the horizontal direction, and the descrip 
tion for the Vertical direction processing through StepS 51 to 
61 is omitted. 

At Step 62, a horizontal line Scan starts. 
At Step 63, one block boundary is located, Such as shown 

in FIG. 7. One block includes 64 (=8x8) pixels, and the 
block boundary is a boundary between two blocks aligned 
side-by-side horizontally. As shown in FIG. 7, eight hori 
Zontal consecutive pixels Po, P., P., P., P., Ps, P and P7 are 
taken into consideration, of which four consecutive pixels 
Po, P, P and P., (referred to as group 1) extend horizontally 
from the boundary line into the left side block and four 
consecutive pixels P, Ps, P and P7 (referred to as group 2) 
extend horizontally from the boundary line into the right 
Side block. There will be eight pairs of group 1 and group 2 
along one block boundary. 
At Step 64, The mean values, m and m, of the pixels in 

group 1 and group 2, respectively, are obtained, according to 
equations (1) and (2), respectively. 

1 (1) 
in1 = iX. P, and 

i=0 

7 (2) 

At step 65, the amplitude of the difference between these 
mean values is compared with a predetermined threshold T 
to decide if the pixels are to be filtered. If the value is greater 
than or equal to the threshold T, then a natural edge (a 
picture discontinuity Such as a door edge line) has been 
detected and no filtering is done and the proceSS proceed to 
step 72. If the value is less than the threshold T, then the 
process proceeds to Step 66. 
At Step 66, two values, c and ca, equivalent to the Sum 

of the difference between each pixel in groupS 1 and 2 and 
its corresponding mean value m and m, on either side of 
the boundary, are calculated. The mathematical equations 
(3) and (4) are shown below. 

3 (3) 

c1 =XIP-mil, and 
i=0 
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-continued 
(4) 

At Step 67, these values are compared with a Second 
threshold T. If the value c is greater or equal to a Second 
threshold, T, then the corresponding group of pixels are not 
filtered and the value m is reset to P, the value of the pixel 
on the corresponding Side closest to the boundary. Similarly, 
if the value c is greater or equal to a Second threshold, T, 
then the corresponding group of pixels are not filtered and 
the value m is reset to P, the value of the pixel on the 
corresponding Side closest to the boundary. 

If (c.2T,) then m=Ps, and (5) 

If (c.2T,) then m=P (6) 

At Step 68, if c is less than the Second threshold T, Step 
69 is carried out for filtering the pixels in group 1 according 
to equation (7). 

Similarly, at step 68, if cl is less than the second threshold 
T, Step 71 is carried out for filtering the pixels in group 2 
according to equation (8). 

(15 - 2i)P + (2i + 1)P (7) 
P = 16 i = 0, 1,..., 3 

(15 - 2i)P + (2i + 1)P 
16 

(8) 
P = i = 4, 5, ...7 

Before the filtering according to equations (7) and (8), the 
pixel values may be Po, P., P., P., P., Ps, P and P7 as shown 
in FIG. 8. But after the filtering according to equations (7) 
and (8), the pixel values may be changed to Po, P', P, P's, 
PP's, P' and P', as shown in FIG. 9. 

The above is carried out for eight pairs of groupS 1 and 2 
in one block boundary, and the same is carried out for the 
next block boundary. 
By the blocky noise filtering, the mosaic appearance of 

the picture at the block boundaries can be eliminated. 
Referring to FIG. 10, a flow chart of the block noise and 

ring and mosquito noise filter is shown. In FIG. 10, steps 151 
to 160 are for processing pixels in Vertical direction and 
StepS 162 to 71 are for processing pixels in horizontal 
direction. Since the Vertical direction processing and the 
horizontal direction processing are Substantially the same, 
the description below is directed to the steps 162 to 171 for 
the horizontal direction, and the description for the vertical 
direction processing through steps 151 to 160 is omitted. 

Steps 162 to 166 are the same as step 62 to 66 described 
above in connection with FIG. 6, and the description there 
for is omitted. 

At Step 167, values c and c are compared with a Second 
threshold T. If the value c is greater or equal to a second 
threshold T, and if the value c is greater or equal to a 
second threshold, T., the procedure advances to step 169 to 
carry out equations (9) and (10). In this case, the boundary 
line matches with the Some edge line in the picture. Equa 
tions (9) and (10) are modified form of the above described 
equations (5) and (6). 
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P 1 + 2P + Pl (9) 
i = 3, 4, and 

P=P, i=0,1,2,5,6and7, (10) 

If the value c is less than the second threshold T, and if 
the value c is less than the Second threshold, T, the 
procedure advances to step 168 to carry out the above 
described equations (7) and (8). Step 168 for carrying out 
equations (7) and (8) and step 169 for carrying out equations 
(9) and (10) are for the blocky noise filtering. 
At Step 170, ring and mosquito noise filtering is carried 

out to obtain filtered pixel values P. using equation (11). In 
equation (11), Ö()=1, if is true, and Ö()=0 otherwise. 

(11) 

P = i = 1, 2,3 ... , 6. 

X. 6(P. P. 3 QP) 

The effect of equation (11) is as follows. The values for 
the two pixels with index 0 and 7 are copied to P. For the 
remaining six pixels, the filtered result, P., are obtained by 
comparing the value of the neighboring pixel on either side 
of the current pixel, P. As show by the example of FIG. 11, 
if the absolute difference between the current pixel and the 
neighboring pixel is below the quantization step size QP, 
then the neighboring pixel is added to the current pixel to 
give the Sum. The average value of the Sum is then obtained 
to give the filtered result. Pixel P is not used for the 
calculation of pixels P' and P' because the absolute dif 
ferences were larger than QP. Similarly, pixels P and P are 
not used in the calculation of pixel P. because the absolute 
differences were larger than QP. 
The process then proceeds to step 171 which checks if all 

boundaries of the horizontal scan have been completed. If 
there are more boundaries in the current Scan, the proceSS is 
passed to Step 163, otherwise the process completes. 

FIGS. 12A, 12B, 12C and 12D show block diagrams of 
various order combinations of horizontal deblocking filter 
31A (corresponding to steps 168 and 169), horizontal ring 
and mosquito noise filter 32A (corresponding to step 170), 
vertical deblocking filter 31B (corresponding to step 157 and 
158), and vertical ring and mosquito noise filter 32B 
(corresponding to step 159). 

FIGS. 12E, 12F, 12G, 12H, 12I and 12J show block 
diagrams of various order combinations of horizontal 
deblocking filter 31A (corresponding to steps 168 and 169), 
block ring and mosquito noise filter 33 (corresponding to 
steps 159 and 170) and vertical deblocking filter 31B 
(corresponding to step 157 and 158). 

According to the present invention, the filter removes 
unwanted blocky noise as well as ring and mosquito noise. 
When the filter is placed into the loop it further reduces the 
blocky noise and mosquito noise. This is because the blocky 
noise is removed from the reference picture and therefore is 
not propagated into the next picture. 
What is claimed is: 
1. An integrated method of blocky noise and ring and 

mosquito noise removal in Still and moving pictures, Said 
method comprising: 
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filtering the pictures in two passes, wherein the two passes 
comprise a pass in a vertical direction followed by a 
pass in the horizontal direction or Vice versa; 

wherein each pass comprises an application of a blocky 
noise removal filter followed by a ring and mosquito 
noise removal filter. 

2. A method of block based ring and mosquito noise 
removal in Still and moving pictures according to claim 1, 
Said method comprising: 

processing pixels as a two dimensional array So as to 
maintain the horizontal and vertical relationships of the 
pixels; 

Selecting a plurality of pixels in a block Surrounding a 
current pixel to be filtered; 

excluding pixels from the Selected pixels according to a 
Selection criteria; 

calculating a mean value of the Selected groups of pixels 
remaining after Said excluding, and 

using the calculated mean value as a new value of the 
current pixel. 

3. A method of ring and mosquito noise removal in Still 
and moving pictures according to claim 2, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 

4. An integrated method of blocky noise and ring and 
mosquito noise removal in Still and moving pictures, said 
method comprising: 

filtering the pictures in two passes, wherein the two passes 
comprise a pass in a vertical direction followed a pass 
in the horizontal direction or Vice versa; 

wherein each pass comprises an application of a ring and 
mosquito noise removal filter followed by a blocky 
noise removal filter. 

5. A method of block based ring and mosquito noise 
removal in Still and moving pictures according to claim 4, 
Said method comprising: 

processing pixels as a two dimensional array So as to 
maintain the horizontal and vertical relationships of the 
pixels; 

Selecting a plurality of pixels in a block Surrounding a 
current pixel to be filtered; 

excluding pixels from the Selected pixels according to a 
Selection criteria; 

calculating a mean value of the Selected groups of pixels 
remaining after Said excluding, and 

using the calculated mean value as a new value of the 
current pixel. 

6. A method of ring and mosquito noise removal in Still 
and moving pictures according to claim 5, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 

7. An integrated method of blocky noise and ring and 
mosquito noise removal in Still and moving pictures, said 
method comprising: 

filtering the pictures in three passes, wherein the three 
passes comprise: 
a blocky noise removal first pass in a horizontal direc 

tion; 
a block based ring and mosquito noise removal Second 

pass, and 
a blocky noise removal third pass in a vertical direction. 
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8. A method of one dimensional ring and mosquito noise 

removal in Still and moving pictures according to claim 7, 
Said method comprising: 

processing pixels along the horizontal and Vertical direc 
tions, 

Selecting a plurality of pixels in lexical order before and 
after a current pixel to be filtered; 

excluding pixels from the Selected pixels according to a 
Selection criteria; 

calculating a mean value of the Selected groups of pixels 
remaining after Said excluding, and 

using the calculated mean value as a new value of the 
current pixel. 

9. A method of ring and mosquito noise removal in Still 
and moving pictures according to claim 8, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 

10. An integrated method of blocky noise and ring and 
mosquito noise removal in Still and moving pictures, Said 
method comprising: 

filtering the pictures in three passes, wherein the three 
passes comprise: 
a blocky noise removal pass in a horizontal direction; 
a blocky noise removal pass in a vertical direction; and 
a block based ring and mosquito noise removal pass, 

wherein the three passes may be applied in any given 
order. 

11. A method of one dimensional ring and mosquito noise 
removal in Still and moving pictures according to claim 10, 
Said method comprising: 

processing pixels along the horizontal and Vertical direc 
tions, 

Selecting a plurality of pixels in lexical order before and 
after a current pixel to be filtered; 

excluding pixels from the Selected pixels according to a 
Selection criteria; 

calculating a mean value of the Selected groups of pixels 
remaining after Said excluding, and 

using the calculated mean value as a new value of the 
current pixel. 

12. A method of ring and mosquito noise removal in Still 
and moving pictures according to claim 11, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 

13. An apparatus for filtering a blocky noise and ring and 
mosquito noise from Still and moving pictures, Said appa 
ratus comprising: 

a blocky noise removal filter operable to remove blocky 
noise; and 

a ring and mosquito noise removal filter operable to 
remove ring and mosquito noise, 

wherein the pictures are filtered in two passes, wherein the 
two passes comprise a pass in a vertical direction 
followed by a pass in the horizontal direction or vice 
Versa, 

wherein each pass comprises an application of Said blocky 
noise removal filter followed by Said ring and mosquito 
noise removal filter. 

14. An apparatus for block based ring and mosquito noise 
removal in Still and moving pictures according to claim 13, 
Said apparatus comprising: 
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a unit operable to process pixels as a two dimensional 
array So as to maintain the horizontal and vertical 
relationships of the pixels, 

a unit operable to Select a plurality of pixels in a block 
Surrounding a current pixel to be filtered; 

a unit operable to exclude pixels from the Selected pixels 
according to a Selection criteria; 

a unit operable to calculate a mean value of the Selected 
groups of pixels remaining after the excluding of 
pixels, and 

a unit operable to use the calculated mean value as a new 
value of the current pixel. 

15. An apparatus for ring and mosquito noise removal in 
Still and moving pictures according to claim 14, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 

16. An apparatus for filtering a blocky noise and ring and 
mosquito noise from Still and moving pictures, Said appa 
ratus comprising: 

a blocky noise removal filter operable to remove blocky 
noise; and 

a ring and mosquito noise removal filter operable to 
remove ring and mosquito noise; 

wherein the pictures are filtered in two passes, wherein the 
two passes comprise a pass in a vertical direction 
followed by a pass in the horizontal direction or vice 
Versa, 

wherein each pass comprises an application of Said ring 
and mosquito noise removal filter followed by said 
blocky noise removal filter. 

17. An apparatus for block based ring and mosquito noise 
removal in Still and moving pictures according to claim 16, 
Said apparatus comprising: 

a unit operable to process pixels as a two dimensional 
array So as to maintain the horizontal and vertical 
relationships of the pixels, 

a unit operable to Select a plurality of pixels in a block 
Surrounding a current pixel to be filtered; 

a unit operable to exclude pixels from the Selected pixels 
according to a Selection criteria; 

a unit operable to calculate a mean value of the Selected 
groups of pixels remaining after the excluding of 
pixels, and 

a unit operable to use the calculated mean value as a new 
value of the current pixel. 

18. An apparatus for ring and mosquito noise removal in 
Still and moving pictures according to claim 17, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 

19. An apparatus for filtering a blocky noise and ring and 
mosquito noise from Still and moving pictures, Said appa 
ratus comprising: 

a horizontal deblocking filter operable to remove blocky 
noise in the horizontal direction; 

a block based ring and mosquito noise filter operable to 
remove ring and mosquito noise; 

a vertical deblocking filter operable to remove blocky 
noise in the vertical direction; 

wherein the pictures are filtered in three passes, the three 
passes comprising: 
a blocky noise removal first pass in the horizontal 

direction using Said horizontal deblocking filter; 
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a block based ring and mosquito noise removal Second 

pass using Said block based ring and mosquito noise 
filter; and 

a blocky noise removal third pass in the vertical direc 
tion using Said vertical deblocking filter. 

20. An apparatus for one dimensional ring and mosquito 
noise removal in Still and moving pictures according to 
claim 19, Said apparatus comprising: 

a unit operable to process pixels along the horizontal and 
Vertical directions, 

a unit operable to Select a plurality of pixels in lexical 
order before and after a current pixel to be filtered; 

a unit operable to exclude pixels from the Selected pixels 
according to a Selection criteria; 

a unit operable to calculate a mean value of the Selected 
groups of pixels remaining after the excluding of 
pixels, and 

a unit operable to use the calculated mean value as a new 
value of the current pixel. 

21. An apparatus for ring and mosquito noise removal in 
Still and moving pictures according to claim 20, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 

22. An apparatus for filtering a blocky noise and ring and 
mosquito noise from Still and moving pictures, Said appa 
ratus comprising: 

a horizontal deblocking filter operable to remove blocky 
noise in the horizontal direction; 

a block based ring and mosquito noise filter operable to 
remove ring and mosquito noise, 

a vertical deblocking filter operable to remove blocky 
noise in the vertical direction; 

wherein the pictures are filtered in three passes, the three 
passes compr1SIng: 
a blocky noise removal pass in the horizontal direction 

using Said horizontal deblocking filter; 
a blocky noise removal pass in the vertical direction 

using Said vertical deblocking filter, and 
a block based ring and mosquito noise removal pass 

using Said block based ring and mosquito noise filter; 
wherein the three passes may be applied in any given 

order. 
23. An apparatus for one dimensional ring and mosquito 

noise removal in Still and moving pictures according to 
claim 22, Said apparatus comprising: 

a unit operable to process pixels along the horizontal and 
Vertical directions, 

a unit operable to Select a plurality of pixels in lexical 
order before and after a current pixel to be filtered; 

a unit operable to exclude pixels from the Selected pixels 
according to a Selection criteria; 

a unit operable to calculate a mean value of the Selected 
groups of pixels remaining after the excluding of 
pixels, and 

a unit operable to use the calculated mean value as a new 
value of the current pixel. 

24. An apparatus for ring and mosquito noise removal in 
Still and moving pictures according to claim 23, wherein the 
Selection criteria for excluding pixels from the Selected 
pixels is performed by comparing the current pixel and the 
Selected pixel, and excluding the pixel when an absolute 
difference is greater than a predefined threshold. 
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