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CALCULATION OF LINK-DETOUR PATHS IN 
MESH NETWORKS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. The subject matter of this application is related to 
U.S. patent application Ser. No. 10/639,728 filed on Aug. 12, 
2003 as attorney docket no. Dziong 8-25-16-32; application 
Ser. No. 10/673,381 filed on Sep. 26, 2003 as attorney 
docket no. Doshi 56-5-21-17-33; application Ser. No. 
10/673,383 filed on Sep. 26, 2003 as attorney docket no. 
Doshi 57-6-22-18-34; application Ser. No. 10/673,382 filed 
on Sep. 26, 2003 as attorney docket no. Doshi 55-7-23-15 
35; application Ser. No. 10/673,056 filed on Sep. 26, 2003 
as attorney docket no. Alfakih 1-1-1-6-24, application Ser. 
No. 10/673,057 filed on Sep. 26, 2003 as attorney docket no. 
Dziong 9-1; and application Ser. No. 10/673,055 filed on 
Sep. 26, 2003 as attorney docket no. Doshi 58-10-27-19-36, 
the teachings of all of which are incorporated herein by 
reference. 

0002 This application is one of a set of U.S. patent 
applications consisting of application Ser. No. 10/XXX,XXX 
filed as attorney docket no. Dziong 11-20-37; application 
Ser. No. 10/XXX,XXX filed as attorney docket no. Dziong 
12-21-38; and application Ser. No. 10/XXX,XXX filed as 
attorney docket no. Dziong 13-22-39, all of which were filed 
on the same date and the teachings of all of which are 
incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

0003) 1. Field of the Invention 
0004. The present invention relates to communications 
networks, and, more Specifically, to mechanisms for calcu 
lating recovery paths in mesh communication networkS. 
0005 2. Description of the Related Art 
0006. A mesh communication network includes a set of 
nodes interconnected by communication links. A path in a 
mesh network is a Set of one or more links connecting a 
Source node to a destination node possibly through one or 
more intermediate “transit' nodes. Mesh networks that are 
able to recover automatically from the failure of at least one 
node or link along paths in the network are considered to be 
“protected” networkS. Recovery mechanisms for Such pro 
tected networks can be either path-based or link-based. 
0007 Path-based recovery is the process of recovering 
from a failure of one of the links or nodes in a path from a 
Source node to a destination node by rerouting traffic for the 
entire path along a recovery path. In path-based recovery, the 
recovery path shares only the Source and destination nodes 
with the original path. 
0008 Link-based recovery, on the other hand, is the 
process of recovering from a Single link/node failure by 
rerouting traffic around the failure using a link-detour path, 
without rerouting the entire path. A link-detour path is that 
portion of a link-based recovery path that corresponds to the 
failure. In many instances, the recovery path for link-based 
recovery from the failure of a Single link is identical to the 
original path with the exception of the failed link, which is 
replaced by two or more new links connecting one or more 
new nodes. 
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0009 Extensive work has been done on calculating pri 
mary paths and their recovery paths (also known as protec 
tion paths) for networks that employ path-based recovery 
(see, e.g., Doshi 58-10-27-19-36). Some work has also been 
done on calculating link-detour paths for links in primary 
paths for networks that employ link-based recovery. 

SUMMARY OF THE INVENTION 

0010 Problems in the prior art are addressed in accor 
dance with principles of the present invention by a protected 
communication network that utilizes a link-based recovery 
Strategy that employs methods for calculating and distrib 
uting link-protection parameters and calculating both pri 
mary and link-detour (LD) paths based on these parameters. 
We have recognized that current solutions for link-based 
recovery fail to adequately consider the cost of link-detours 
when calculating primary paths for demands. To Some 
extent, this is a result of a lack of information related to 
Sharing and link State at elements of the network that 
perform these calculations. As a result, inefficiencies in the 
use of available network bandwidth and/or the expensive 
overbuilding of capacity can result in order to meet a desired 
level of Service. In the protected communications network of 
the present invention, the availability of link-protection 
parameters at various locations within the network Supports 
the computation of more-optimal primary and LD paths and 
a corresponding increase in Sharing of network resources 
between disjoint failures. 
0011. In certain embodiments, the present invention is a 
method for Selecting both a primary path for a demand and 
an LD path associated with each link in the Selected primary 
path. This method involves (1) developing a plurality of 
candidate primary paths for a demand as a function of the 
available bandwidth on the links of the candidate primary 
paths, (2) Selecting a primary path to carry the demand as a 
function of a Sum of link costs associated with the links of 
each candidate primary path, and (3) calculating an LD path 
for each link of the Selected primary path as a function of the 
available shared bandwidth on candidate LD paths. The link 
costs of the candidate primary path linkS can be a function 
of the link costs of LD paths for those primary path links. 
0012. In some cases, the link costs of the LD paths can be 
a function of an administrative weight for the LD path links. 
In addition or alternatively, the LD path link costs can be a 
function of the available shared bandwidth and a function of 
the demand bandwidth. These costs are distributed to por 
tions of the network for use in path calculations. The 
controlling node for each link of the primary path for which 
these calculations are performed can be the node that also 
distributes LD path costs to the rest of the network. 
0013 A joint-optimization mechanism can be employed 
that considers jointly the cost of LD paths as well as the cost 
of links in candidate primary paths in the Selection of a 
primary path for a demand. In these embodiments, informa 
tion for the joint optimization can be distributed using 
link-state advertisements. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0014. Other aspects, features, and advantages of the 
present invention will become more fully apparent from the 
following detailed description, the appended claims, and the 
accompanying drawings in which: 
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0.015 FIG. 1 illustrates two interconnected ring topology 
networks. 

0016 FIG. 2 illustrates a network formed from nodes A, 
B, C, D, and E are connected in a topological ring. 
0017 FIG. 3 illustrates an exemplary process for achiev 
ing link-based protection at the demand level. 
0.018 FIG. 4 depicts a process for calculating primary 
paths and link-detour paths according to one embodiment of 
the present invention. 
0019 FIG. 5 illustrates a simple network with both 
path-based and link-based recovery paths. 
0020 FIG. 6 illustrates an exemplary optical/SONET 
network and a corresponding bandwidth reservation table 
for one of its links. 

0021 FIG. 7 illustrates a generic LSA data flow for a 
link-based protection mechanism. 
0022 FIG. 8 illustrates loop issues in mesh networks. 
0023 FIG. 9 illustrates the link protection path-cost 
function in a SONET network assuming a static link-cost 
function. 

0024 FIG. 10 illustrates an exemplary loop-avoidance 
proceSS applied to each link in the primary path of an 
end-to-end connection. 

0025 FIG. 11 illustrates another exemplary loop-avoid 
ance proceSS applied to each link in the primary path of an 
end-to-end connection. 

0.026 FIG. 12 illustrates another exemplary loop-avoid 
ance process that is applied to each link in the primary path 
of an end-to-end connection. 

DETAILED DESCRIPTION 

66 0027. Reference herein to “one embodiment” or “an 
embodiment’ means that a particular feature, Structure, or 
characteristic described in connection with the embodiment 
can be included in at least one embodiment of the invention. 
The appearances of the phrase “in one embodiment' in 
various places in the Specification are not necessarily all 
referring to the same embodiment, nor are Separate or 
alternative embodiments mutually exclusive of other 
embodiments. 

0028 Introduction 
0029) Link-based recovery as implemented in the prior 
art Suffers from a number of limitations including inefficient 
use of bandwidth, backhaul, and a failure to fully address 
bandwidth-Sharing opportunities and recovery management 
at a granularity that is below the link/port (e.g., wavelength) 
level. 

0030) Recovery Granularity 
0031. In optical ring networks of the prior art, the granu 
larity with which link-based protection is implemented is too 
coarse (e.g., link or line level). Link-based protection of the 
prior art is provided at a link or line (SONET)/wavelength 
(WDM) granularity as opposed to the present invention 
where link-detour paths are computed at a link/line/wave 
length/demand granularity. 
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0032. In the present invention, link-based recovery is 
managed at a demand granularity. Thus, in anticipation of a 
failure of a line/port, a separate link-detour path can be 
reserved for each demand in a line/port. Failure of a line/port 
or a complete link in the network can thus result in the 
rerouting of a multitude of affected individual demands 
along potentially independent recovery paths. In the case of 
a large demand that spans multiple lines, potentially in 
Separate links (or shared risk links), the flexibility exists to 
reroute the entire demand in the event of a failure of one of 
the lines carrying the demand or reroute just the affected 
line. In general, the flexibility afforded by recovery down to, 
if desired, the granularity of a demand Supports the compu 
tation of more-optimal link-detour paths. 
0033) Protection Versus Restoration 
0034 Recovery mechanisms are often distinguished by 
the time at which the recovery path is computed and 
reserved relative to when it is activated. “Protection' typi 
cally refers to a recovery mechanism where the paths are 
computed and reserved in advance of a failure. "Restora 
tion' typically refers to a recovery mechanism where the 
paths are computed and reserved after a failure has occurred. 
Although typically slower, restoration can Sometimes be 
more optimal than protection given that more-recent infor 
mation can be used to route around failed links, nodes, or 
paths. The present invention can use either or both types of 
recovery mechanism though protection is preferred. 
0035) Sharing and Single-Event Failures 
0036) Another problem, associated with some current 
link-based recovery mechanisms is a failure to take advan 
tage of recovery bandwidth-Sharing opportunities. For 
example, consider topological rings 102 and 104 depicted in 
FIG. 1. Ring 102 (A-B-C-D-A) (with two units of capacity) 
and ring 104 (B-C-F-E-B) (with four units of capacity) have 
the link between nodes B and C (i.e., link B-C) in common. 
Note that, in this example, the capacity of a ring is limited 
to the capacity of the link in the ring with the lowest 
capacity. In accordance with the current SONET and SDH 
ring Standards, ring 102 can use one unit of bandwidth for 
working traffic, while reserving one unit of bandwidth for 
protection. Similarly, ring 104 can use two units of band 
width for working traffic, while reserving two units of 
bandwidth for protection. Since link B-C is common to both 
rings and thus carries three units of working traffic, it should 
reserve three units of protection bandwidth to protect against 
failures of other linkS in the two rings. This equates to 
providing sufficient recovery bandwidth on link B-C to 
accommodate a failure of at least one link (other than B-C) 
in each of ring 1 and ring 2 simultaneously. 
0037. However, modem-day networks have very high 
reliability and typically a very fast repair interval (i.e., the 
time it takes to recover from a single failure, restore Service, 
fiX. the failure, and Switch back to the original configura 
tion-if that is part of the protocol, or at least reserve new 
recovery paths based on the modified configuration). In the 
present invention, this reliability is taken into account by 
assuming that, Since the probability of experiencing a Sec 
ond failure during the recovery interval following an initial 
failure is insignificant, the probability of two or more 
co-existing failures can essentially be ignored. 
0038 Considering this, reserving separate capacity for 
each ring, ring 102 and ring 104 in our example, is wasteful 
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of resources. In the above Scenario, this equates to the 
assumption that the reserved bandwidth in the network need 
only accommodate a failure of a link of ring 102 or a link of 
ring 104, but not both simultaneously. With this assumption, 
the bandwidth reserved on link B-C to cover a single failure 
on this two-ring network need only be two units (as opposed 
to three). In the event of a failure of any one of the other 
links of ring 102, one unit of the reserved bandwidth along 
link B-C can be used for recovery purposes. Similarly, in the 
event of a failure of any one of the other links of ring 104, 
both units of the reserved bandwidth along link B-C can be 
used for recovery purposes. Thus, the recovery bandwidth 
reserved on link B-C is shared between the two rings, 
yielding a more efficient use of network resources. 
0039 Finally, as another example of the flexibility 
afforded by link-based recovery at a demand granularity, in 
the case of a failure of link B-C, each demand on link B-C 
could be recovered along a different detour path, where in 
this example, the possible detourS paths are B-A-D-C and 
B-E-F-C. Related information on path-based recovery band 
width sharing among multiple disjoint failures in the context 
of wavelength connections in optical rings can be found in 
B. T. Doshi, S. Dravida, P. Harshavardhana, O. Hauser, Y. 
Wang, “Optical Network Design and Restoration' BLTJ, 
January-March 1999, incorporated herein by reference in its 
entirety. More information on BLSR and MS-Spring can be 
found in BLSR-GR-1230-CORE, SONET Bidirectional 
Line-Switched Ring Equipment Generic Criteria, and Inter 
national Telecommunications Union (ITU) G.841 (SDH) 
“MS-Spring, types and characteristics of SDH network 
protection architecture,” February 99, each incorporated 
herein by reference in its entirety. 

Preferred Embodiments 

0040. The following embodiments are included to illus 
trate the concepts of the present invention. Though these 
examples present preferred implementations in particular 
contexts, they should not be construed as limiting the Scope 
or intent of the present invention. 
0041 Link-Based Recovery at the Demand Level 
0.042 One embodiment of the present invention is a 
link-based recovery scheme for SONET/SDH networks 
where the link recovery and Sharing are provided at the 
SONET/SDH tributary demand level. This is a finer granu 
larity than either the SONET line or wavelength level. In one 
or more embodiments of the present invention, each tribu 
tary demand within a SONET line can be protected inde 
pendently of the others. This means that tributary demands 
to the same SONET line may have different protection paths 
asSociated with them. 

0.043 For example, referring again to the network of 
FIG. 1, assume there are two 5 Mbps demands on the 
network. One demand is carried along path A-B-C, the other 
is carried along path F-E-B-C. Thus, both demands have 
primary paths that include nodes B and C. Further Suppose 
both demands are routed within the same line between nodes 
B and C. In the prior art, in the event of a failure of that line 
on link B-C, all the traffic on the failed line would be 
redirected to one alternate path, for example, B-A-D-C or 
B-E-F-C in a link-based recovery scheme that was limited to 
line-level granularity. In the present invention, however, 
each demand carried on link B-C can have its own protection 
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path. In the event of a failure of link B-C, each demand can 
be routed along a different path if it is beneficial to do so. For 
example, the first demand can be routed along protection 
path B-A-D-C, and the Second demand can be routed along 
path B-E-F-C. Alternatively, the first demand could be 
routed along B-E-F-C, and the Second demand routed along 
B-A-D-C. Of course, within the present invention, the 
flexibility of routing both demands along the Same recovery 
path is retained as well. 
0044 Elimination of Backhauling 
0045 Another aspect of the present invention is that it 
avoids any unnecessary backhauling of traffic in the net 
work. Backhauling occurs when traffic ends up unnecessar 
ily traversing the same link twice, resulting in waste of 
recovery bandwidth. Backhauling can easily occur if no 
Special attention is given to the network topology/connec 
tivity. For example, consider a network as illustrated in FIG. 
2 where nodes A, B, C, D, and E are connected in a ring 
topology, forming ring A-B-C-D-E-A. ASSume that nodes C, 
D, and E have no other connected links or nodes in the 
network other than those illustrated. This means that there is 
just one shortest detour (C-B-A-E-D) between nodes C and 
D that can avoid traversing link C-D. 
0046) Now consider a demand 202 from node A to node 
B whose primary path, for some reason, is A-E-D-C-B. 
ASSume that the demand is recovered by link-based recovery 
mechanisms, where the detour for link D-C is the path 
D-E-A-B-C. In this case, if link D-C fails, traffic for demand 
202 will flow along the primary path segment A-E-D (204), 
followed by flow along the detour path D-E-A-B-C (206), 
followed by flow along the primary path segment C-B (208). 
In this case, traffic will flow along links A-E, E-D, and B-C 
twice. This backhauling can be avoided if the protection 
Scheme detects the backhaul while computing the protection 
paths and avoids the backhaul by moving the protection 
Switching functions. In the present example, backhauling 
can be avoided by moving the protection Switching function 
to nodes A and B. To accomplish this, the present invention 
can incorporate additional bookkeeping and Signaling that 
allow the computation and Selection of the appropriate 
Switching nodes for protection. 
0047 Precomputation of Protection Cross-Connect 
Tables 

0048. To achieve fast protection comparable to that of 
SONET/SDH ring protection, embodiments of the present 
invention include computation of cross-connect tables per 
failure per node in advance of a failure. This comes at the 
cost of more data management but avoids having to allocate 
cross-connects at the time of failure. Further, this allows 
triggering of protection signaling from both sides of a 
connection Since the cross-connects at each node along the 
detour are already computed, reserved, and known in 
advance of the failure. 

0049 Bundling of Signaling Messages 
0050 Embodiments of the present invention also feature 
bundling of Signaling messages. In this Scheme, failure 
indication for all the demands affected by a Single line/port 
failure that will be recovered along the same detour path can 
be bundled in a single recovery message. This reduces the 
number of recovery messages that need to be processed in 
the network. 
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0051 Exemplary Procedure 
0.052 FIG. 3 depicts an exemplary process for achieving 
link-based protection at the demand level. AS shown, in Step 
302, a working path for a new Service is computed along 
with protection paths for each link in the working path. In 
order to admit a new Service into the network, there should 
be Sufficient capacity in the network to admit the new Service 
along the working path and also guarantee the Service's 
recovery from any Single failure along its route. 
0053. In step 304, to avoid backhaul, the recovery 
Switching nodes for recovery of each link in the working 
path are adjusted So that, for example, no links in the 
recovery path of a failed link are traversed more than once 
and no links in the recovery path for the failed link are part 
of the original primary path. Alternatively or additionally, 
backhaul is eliminated by a recovery-path calculation 
mechanism that eliminates redundant traversal of any one 
link and reassignment of the recovery-Switching function to 
nodes appropriate to the backhaul-free path. Once the recov 
ery-Switching nodes are adjusted, State information is 
updated to reflect the new detour node locations. 
0054) Next, in step 306, sharing between disjoint link 
failures is achieved by determining, via bookkeeping infor 
mation, the amount of protection bandwidth that would need 
to be reserved on each link for recovering demands affected 
by any single other link failure in the network. Recovery of 
each other link may require a different amount of capacity. 
On each link that is part of a recovery path, the maximum 
of required recovery capacities required on that link is 
calculated. This maximum is then reserved on the link if 
Sufficient capacity exists on the link. For a distributed 
implementation, each node keeps track of this sharing infor 
mation for each of its incident linkS. Signaling is used to 
update this sharing information with admittance of every 
new demand into the network. In the case of SONET/SDH 
networks, the reservation information is kept in terms of 
time slots associated with the demands, though other 
Schemes are possible. 
0055. In step 308, each upstream node to a link keeps 
track of the demands on that link that use the same line/port 
and have the same link-detour path. Signaling messages for 
these connections are bundled whenever possible by the 
upstream node to Save Signaling bandwidth. 
0056 Finally, in step 310, link status and sharing infor 
mation is passed to nodes in the network using an appro 
priate link State advertisement (LSA)-based routing proto 
col. 

0057 Calculation of Primary and Link-Detour Paths 
0.058 Embodiments of the present invention may include 
a distributed method for calculating primary and link-detour 
paths in a mesh network. This method improves the number 
of connections admitted to a network and reduces the 
probability of crank-backs due to unavailable or overutilized 
link-detour paths. A crankback is the failure to establish 
either a primary or protection path based on the unavail 
ability of resources that were anticipated to be available. A 
crankback can occur, for example, during the reservation of 
bandwidth along a calculated protection path for a link. A 
Source node may assume that bandwidth for a new connec 
tion is available, and then Start to signal to establish the 
primary path and link-detour paths for the connection. 
However, during the process of establishing those paths, it 
might be found that one of the links along the paths cannot 
Support the required bandwidths. In this case, the paths need 
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to be ripped up and the Signaling "cranked back to the 
originating Source node, which needs to try an alternative 
path. Crankbacks can be very undesirable because of the 
delay associated with them. Improvement in the number of 
connections admitted to the network results from a link 
detour path-calculation method that increases sharing of the 
recovery bandwidth and a primary-path calculation method 
that is a function of the link-detour costs. 

0059) Link-Protection Path Calculation 
0060. In embodiments of the present invention, link 
detour path calculation involves maximizing Sharing of 
link-detour bandwidth. The recovery-path calculation algo 
rithm makes use of information including how much band 
width can be-shared at each link in the network. This 
information is obtained by advertising, acroSS the network, 
the amount of bandwidth reserved for recovery on each link 
and by bookkeeping, in each node, information about all 
recovery paths that would be activated when a protected link 
fails. 

0061 Primary-Path Calculation 
0062) The primary path is calculated by taking into 
account the link cost and constraints that take into account 
the costs and constraints of link-detour paths for each link in 
the primary path. The link-detour path cost and constraints 
for each link are distributed to each node by an advertising 
protocol. 
0063 FIG. 4 depicts a process for calculating primary 
paths and link-detour (LD) paths according to one embodi 
ment of the present invention. In step 402, each node in the 
network does bookkeeping for each of its incident links of 
the amount of protection bandwidth that is needed to recover 
Service in the event of each potential link failure in the 
network. The amount of bandwidth actually reserved on 
each incident link is the maximum of the bandwidths 
required to recover from any of the failures. 
0064. In step 404, each node in the network advertises to 
other nodes in the network the amount of protection band 
width it currently has reserved on each of its incident linkS. 
0065. In step 406, an LD path for each link in a set of 
candidate primary paths for a new demand is calculated in 
Such a way that sharing in the network is maximized (e.g., 
by Summing the cost of each link in each candidate LD path, 
where the cost is an inverse function of the degree to which 
the protection bandwidth for that link can be shared with 
other linkS in the network, and by choosing the path with the 
lowest cost). 
0066 Next, in step 408, the primary path for a new 
demand is Selected from the Set of candidate primary paths 
by considering not only the cost of the links in each primary 
path but also the cost of the LD paths for each link in the 
primary path. 

0067 Link-Based vs. Path-Based Shared Protection 
0068 Path-based shared recovery has been utilized in 
mesh networks to improve the efficiency and recovery Speed 
of communications networks. More information on path 
based shared recovery can be found in Z. Dziong, S. Kasera, 
R. Nagarajan, “Efficient Capacity Sharing in Path Restora 
tion Schemes for Mesh Optical Networks,” NFOEC 2002 
(herein “Dziong '02), and in co-pending applications 
Lucent-1-Lucent-6 referenced above. However, a generic 
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link-based shared-recovery approach can provide effective 
resiliency mechanisms that are competitive with other Solu 
tions, Such as ring-based protection, from both a bandwidth 
efficiency and a recovery time perspective. 
0069. While some of the algorithms utilized in a link 
based Scheme are related to path-based recovery algorithms, 
there are significant modifications and Special consider 
ations that are made in the case of link-based recovery. 
0070 FIG. 5 illustrates a simple network with both 
path-based and link-based recovery paths. For path-based 
recovery, two link- and node-disjoint paths between the 
Source and destination nodes are shown. One is primary path 
A-B-C-D and the other is recovery path E-F-G-H-I. For 
link-based recovery, each link on the primary path has its 
own link-detour (LD) path that is defined by its source node 
(the link's upstream node), its destination node (the links 
downstream node), and a set of transit nodes. For example, 
in the case of a failure of link A, demands that were carried 
on that link can be rerouted to LD path J-K. Alternatively, 
though much less efficiently, demands on link A could have 
been rerouted along LD path E-F-G-H-I-D-C-M-L. Other 
alternative routes could also be used, contingent on any hop 
limit imposed on the network. In the present invention, it is 
assumed that a failure can affect an entire link, part of a link 
(e.g., one or more lines/ports that are part of the link), or 
several links. The links or the lines/ports that are likely to be 
affected at the same time are grouped into a shared-risk link 
group (SRLG). In general, SRLGS can overlap each other. 
0071 Link-Based Shared Restoration 
0.072 Different embodiments of the present invention 
employ a variety of link-based recovery mechanisms that 
trade off bandwidth efficiency with implementation com 
plexity and cost. The framework is defined by the following 
assumptions: 

0073 a) Recovery paths are calculated for each 
connection Separately, 

0074 b) Recovery is guaranteed for a single failure, 
and 

0075 c) Recovery bandwidth is shared among dif 
ferent shared-risk link groups. 

0076) Note that, although optical or SONET network 
examples are used in various discussion herein, the present 
invention can be applied to networks based on different 
technologies and topologies, including wired/wireless, opti 
cal/electrical, and mesh topology. 
0077 General Link-Based Protection Framework 
0078 Link protection can be implemented in different 
ways. The choice is usually driven by the following objec 
tives: 

0079 a) Recovery speed comparable with rings, 
0080 b) Recovery guaranteed for one SRLG failure 

at a time, 

0081 c) Bandwidth efficiency better than that of 
rings, and 

0082) d) Scalability. 
0.083. The objectives of recovery speed and guaranteed 
recovery for no more than one SRLG failure at a time imply 
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that the recovery paths should be reserved in advance. 
Although the terms “restoration” and “protection” are often 
used interchangeably in the art, herein, advance reservation 
Schemes are referred to as “protection' Schemes, and 
Schemes where alternative paths for Services are calculated 
after a link's failure are referred to herein as “restoration” 
Schemes. Using this distinction between restoration and 
protection, the paths calculated for link protection herein 
will generally either be referred to as protection paths or 
recovery paths, although it should be understood throughout 
that the alternative of post-failure reservation within the 
Scope and intent of the present invention. 
0084. In the present invention, link-recovery mechanisms 
can be implemented with different reservation granularities 
varying from reservation per link/fiber/line/port to reserva 
tion per demand/connection/Service. All these choices are 
viable from a bandwidth efficiency viewpoint since, 
although the flexibility exists in the present invention to 
route each demand along a different LD path, demands can 
Still be routed along common LD paths if So desired from a 
bandwidth flexibility perspective. Still, the choice of granu 
larity has an impact on implementation complexity, band 
width efficiency, and restoration speed. While each of the 
alternatives has Some advantages and disadvantages, a pre 
ferred embodiment of the present invention involves reser 
Vation per demand that provides: 

0085) i) Flexibility that supports different recovery 
Services for each customer, 

0086) ii) Bandwidth efficiency associated with the 
use of diverse link-detour paths for demands within 
the same link or even the same line/port, and the 
ability to reserve only the required amount of band 
width for recovery, and 

0087 iii) Avoidance of unnecessary connection dis 
ruptions if the connection is carried on a line/port 
that is not affected by the failure but would be 
Switched anyway due to reservation granularity 
coarser than a single line/port. 

0088. To achieve bandwidth efficiency better than that of 
rings, recovery bandwidth sharing is considered between 
different single-event failures. In other words, the bandwidth 
reserved for recovery of a particular SRLG can be shared 
with bandwidth reserved for recovery of other disjoint 
SRLGS, Since it is assumed that only one failure at a time 
will occur. FIG. 6(a) illustrates an exemplary optical/SO 
NET network 602 and FIG. 6(b) shows bandwidth reserva 
tion table 604 for link A-B of FIG. 6(a). 
0089. In network 602, each solid line represents all of the 
demands that have the same link-detour path, which is 
represented by a corresponding broken line. For example, 
solid line 606 in SRLG 4 corresponds to one or more 
demands totaling 15 units of bandwidth between nodes A 
and D. Broken lines 608 between nodes A and B, nodes B 
and C, and nodes C and D correspond to the common 
link-detour path for those demands. 
0090 Bandwidth reservation table 604 describes the cur 
rent state of the bandwidth of link A-B in terms of cross 
connection (XC) units. In particular, “P-XC' represents the 
number of XC units in link A-B that currently support 
demands (i.e., 12 units in this example). "SRLG 3 failure” 
represents the number of XC units in link A-B that are 
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reserved to protect demands on SRLG 3 (i.e., 48 units). 
Similarly, “SRLG 4 failure” and “SRLG 5 failure” represent 
the numbers of XC units in link A-B that are reserved to 
protect demands on SRLG 4 (i.e., 15 units) and SRLG5 (i.e., 
36 units), respectively. Note that link A-B is not part of the 
link-detour path for the other 24 XC units of demand on 
SRLG 4 (i.e., represented by solid line CE). 
0.091 Table 604 is based on the assumption that protec 
tion bandwidth is shared for SRLG-disjoint failures. As 
such, RSRV-XC represents the actual amount of bandwidth 
that needs to be reserved on link A-B to protect against any 
one SRLG failure in network 602. In the current example, 
this corresponds to the maximum of the protection band 
widths required by each of SRLGs 3, 4, and 5 protected by 
link A-B (i.e., 48 units). Thus, link A-B provides protection 
bandwidth that is shared between disjoint SRLGs 3, 4, and 
5. 

0092. The example shows one-link-long connections and 
their protection paths that, in effect, illustrate link-based 
protection concepts. Because these primary paths are only a 
Single link long, calculation of bandwidths reserved for 
protection in this case could be done using the same mecha 
nism used for path protection as discussed in Dziong 02. In 
general, this will not be the case. 
0093. To calculate bandwidth reserved on each link for 
protection, the node controlling the link book-keeps infor 
mation about the bandwidth needed to protect each SRLG. 
To Support this, when the Source node of a protection path 
Sends a message along that path to make a reservation, it also 
includes information about the protected SRLG. 
0094. The calculation of primary and protection paths can 
be done in Several ways that influence Several performance 
characteristics Such as Scalability, bandwidth efficiency, and 
number of crank-backs. There are three main issues associ 
ated with this problem: path calculation architecture, algo 
rithms for calculation of protection paths, and algorithms for 
calculation of primary paths. 
0.095 Centralized Calculation 
0.096 Recovery-path calculation can be centralized or 
distributed. In a centralized Solution, the path calculation is 
performed in a specialized Server that keeps track of all 
connection States. When a new connection demand arrives at 
a Source node, a request is Sent to the Server to calculate the 
primary path and associated protection path(s). Once the 
Server calculates the paths, this information is Sent back to 
the Source node. The main advantage of this option is that 
the path calculation algorithms have exact information about 
link and connection States So that optimal paths can be 
calculated and crank-backs avoided. Nevertheless, these 
advantages have to be weighed against Several drawbacks 
Such as Scalability limits, calculation delays, Sensitivity to 
Server failure, and design of an additional network element 
that needs very reliable communication with all other net 
work elements. 

0097 Distributed Calculation 
0.098 An alternative to centralized solution is a distrib 
uted implementation where paths are calculated in their 
respective Source nodes. Such a Solution has the advantage 
of being much more Scalable and resilient to network 
element failures. While a distributed implementation avoids 
Signaling to a centralized Server, it requires an advertisement 
protocol that distributes information about link States acroSS 
the network. Such link-state advertisement (LSA) protocols 
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are usually already present in communications networks to 
Support primary path calculations. However, Some exten 
Sions may be required in order to advertise information 
about link bandwidth sharing capabilities, and, in the case of 
link recovery, link-recovery costs. 
0099 FIG. 7 illustrates a generic LSA data flow in such 
an environment for the link-based protection mechanism. 
This flow is more complex than the equivalent flow for path 
protection Since it includes the addition of the link protection 
path parameters (702). More details on these and other 
parameters to be advertised are given in the next Section 
where path calculation algorithms are described. AS illus 
trated, the link protection proceSS can be divided into two 
main parts. These are the connection Setup process, which 
includes steps 704, 706, and 708, and the local LSA calcu 
lation process, which includes steps 710, and 712. The 
connection Setup process starts with a request for a new 
demand in step 704. This is followed by primary path 
calculation for the new demand in step 706 using link and 
link-protection parameters 714, and 702, respectively. Then, 
in step 708, making use of link parameters 714, at each node 
along the primary path, the protection path for the down 
Stream link connected to that node is calculated. Upon the 
occurrence of an LSA update trigger (716) (e.g., a new 
primary path in the network, a new global LSA update, or 
the expiration of a periodic timer) each node performs LSA 
link-protection parameter calculations (for each of its inci 
dent nodes) and in Step 712, each node updates the link 
protection parameters in its local link-protection database. 
Finally upon the occurrence of a large change in Services on 
the network or other periodic timer (718), the new LSA 
database is flooded to the network. 

0100 Protection and Primary Path Calculations 
0101 The calculation of primary and protection paths for 
path protection was discussed and presented in Dziong 02. 
For link-based protection, it is of interest to provide node 
and link-disjoint paths that are bandwidth efficient. Two 
generic approaches are possible. The first approach assumes 
the Same link weight for both the primary and protection 
paths. In this case, an algorithm can be implemented that 
provides a minimum-cost Solution, but compromises band 
width efficiency by not taking into account Sharing oppor 
tunities. In the Second approach, the algorithm takes into 
account link-sharing opportunities. This Second approach 
raises two additional issues. First, the link-sharing abilities 
should be advertised in the distributed implementation. This 
results in an increased Signaling load in the network. Sec 
ond, the link cost can be different for primary and protection 
paths. This feature makes optimal Solution time-consuming 
in real-time and therefore a heuristic is preferred as proposed 
in Dziong 02. 
0102 Recovery Path Calculations 
0103) In some areas, the issues associated with recovery 
path calculation for link-based recovery is analogous to 
recovery path calculations for path-based restoration that 
was described in Dziong 02. In particular, two generic 
approaches can be considered. 
0104. In the first, the recovery path is calculated using the 
Same link-state database and link-cost function as the ones 
used for primary path calculations. ASSuming that the pri 
mary path was already calculated, a shortest-path algorithm 
can be used for calculation of a minimum-cost link-detour 
path after excluding the protected link from the network 
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topology. In this case, the LD path calculation does not take 
into account the sharing capabilities of links, and therefore 
Sharing is not optimized. Still, Some degree of Sharing can be 
achieved by proper bookkeeping of the reserved recovery 
paths at the nodes controlling the linkS. Another disadvan 
tage of this approach is that link i considered for the 
protection path of a protected link should have available 
bandwidth AB at least as large as the protected connection 
bandwidth CB (i.e., CBs AB), since the sharing capability 
of the reserved bandwidth for protection is unknown. 
0105. As a consequence, in Some cases, a request for a 
protection path for a link can be rejected due to lack of 
available bandwidth on a candidate protection link, while, in 
reality, it could have been established using available shared 
bandwidth reserved for protection on that link for a disjoint 
failure. Still, this option has the advantage of being simple 
and consistent with primary path calculation approaches. 

0106 Available Shared Bandwidth (ASB) 
0107. In the second approach, a link's detour path is 
calculated using link-state and link-cost functions that take 
into account link-sharing capabilities. In this approach, the 
reservation for a new LD path can use both a protection 
links available bandwidth and the protection link's avail 
able shared bandwidth ASBI. In this case, the link band 
width constraint is given by: 

0108. To calculate available shared bandwidth on linki, 
two additional link parameters are needed. First, link i 
bandwidth reserved for all LD paths using this link BRP, 
should be known. Note that, in the case of a distributed 
implementation, this information should be advertised 
throughout the network So that each potential LD path 
Source node has this information for all links in the network. 
The Source node also should have information about the link 
i protection bandwidth PB already reserved (in support of 
other connections) for the failure of link j for which the 
protection path is calculated. In this case: 

0109) Note that the value of PB is available locally at the 
protection path Source node Since this node has to keep track 
of all connections on link janyway. The bandwidth PB is 
subtracted from the total reserved protection bandwidth on 
linki because it is not available for Sharing with additional 
connections protected on linki Since all the connections on 
linki are considered (for the present discussion) to fail in 
common with the link failure and thus Simultaneously 
require protection in an additive manner. This feature is of 
importance when compared with path protection Schemes 
where Such information is not available in the protection 
path Source node and has to be advertised throughout the 
network based on local protection bandwidth bookkeeping 
(see Dziong '02). 
0110. This advantage of link protection vs. path protec 
tion is straightforward when an SRLG consists of one link. 
When the k-th SRLG consists of more than one link, the 
available shared bandwidth is given by: 

ASB-BRP-PB, 
0111) where PB, corresponds to protection bandwidth 
needed on linki in the case of a failure of all links belonging 
to SRLG k. If all links belonging to SRLG k originate in the 
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protection path source node, the value of PB, is still 
available at the Source node. A problem arises when the links 
from SRLG k originate in different nodes. In these cases, the 
protection path Source node does not have Sufficient infor 
mation to calculate PB'. One possible Solution is analogous 
to the one proposed in Dziong 02 for path protection. 
Namely, the node controlling linki performs bookkeeping of 
PB, for all SRLGs using link i for protection in order to 
calculate bandwidth reserved for protection bandwidth. 
Therefore, these values can be advertised throughout the 
network So that the protection path Source node has the 
information it needs to calculate the sharing capabilities for 
all links. 

0112 Link-cost Function 
0113 Depending on the path calculation objective, the 
link-cost function can take into account Several metrics 
including: administrative weight (which can be considered 
as a link bandwidth unit cost), available bandwidth, and 
delay. In the following discussion, maximization of band 
width utilization is the focus, where the metrics of impor 
tance are administrative weight, available bandwidth, and 
available shared bandwidth. When LD path calculation is 
based on available bandwidth only, the conservative 
approach is to assume that the LD path will need additional 
reservation of CB, since the available shared bandwidth is 
unknown. In this case, the link-cost function should be the 
Same as for the primary path calculations. 

0114. In general, one can consider a static link-cost 
function, Such as administrative weight AW, or a dynamic 
link-cost function that depends on available bandwidth. A 
dynamic non-sharing link-cost function (the cost of avail 
able bandwidth CAB) can be based on the inverse of 
available bandwidth as proposed in Dziong 02: 

LC = CAB =PA" WS AB 

0115 where a is a numerically chosen factor. The inverse 
of available bandwidth factor provides better load balancing 
in the network that in turn can improve bandwidth utilization 
and access fairness. 

0116 While the above formulations define the cost of the 
link available bandwidth, the question arises as to what 
should be the link-cost function for the link available shared 
bandwidth. First, it should be noted that there is no imme 
diate cost for new protection path reservation using ASB, in 
terms of bandwidth. Therefore, at that instant of reservation, 
the link cost could be assumed to be zero. Nevertheless, by 
using a Markov decision theory framework, one can find that 
there is a certain cost. This follows from the fact that the cost 
should be considered during the whole connection-holding 
time. So, even if, at the moment of connection arrival, 
Sharing is possible, in the future, with Some probability, the 
other connections can be terminated, and the new connec 
tion will be the sole occupant of the reserved bandwidth and 
hence incurs a cost for reserving additional restoration 
bandwidth. Also, consuming the available shared bandwidth 
increases the probability of use of available bandwidth by 
Some future protection paths. While exact calculation of 
Such a cost is complex, one can apply an approximation (the 
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cost of shared bandwidth CSB) similar to that presented in 
Dziong 02: 

LC = CSB = - P - A S - . 1 , , . As Ara 

0117 where CB' is the portion of the connection band 
width that can be accommodated using the available shared 
bandwidth of the link, and ba1 is a numerically chosen 
coefficient that reduces the available shared bandwidth cost 
compared to the cost of available bandwidth. 
0118 Path Calculation and Loop Avoidance 
0119) Assuming link-cost and link-state information is 
available, one LD path calculation approach involves 
removal of the protected link from the network topology 
before application of a shortest-path algorithm to the Source 
destination pair. Nevertheless, this approach has one poten 
tial drawback. Namely, in the case of a failure, the link 
protection path combined with the still active part of the 
primary path can form a loop that can be seen as an 
unnecessary waste of bandwidth. Such a Situation can hap 
pen quite often especially in Sparse networks where Some 
nodes have only two adjoining linkS. 
0120 FIG. 8 illustrates some loop issues. For example, 
in both FIGS. 8(a) and 8(b), a failure of link 802 results in 
routing of traffic (indicated by broken lines) around the 
failed link in a less than optimal fashion. Note that, in each 
case, an ideal detour path would involve protection Switch 
ing for the link-detour path occurring at node 804. 
0121. In general, loop avoidance can be realized in Sev 
eral ways. In a distributed embodiment, it is assumed that the 
protected link's immediately upstream node is in control of 
calculation, reservation, and activation of the protection path 
for the link. In one embodiment, a link protection path is 
calculated without any considerations of loops. If a loop is 
Subsequently detected, by comparing the LD path with the 
primary path, the algorithm defines the branching and merg 
ing nodes of the shortened-LD path as the nodes common to 
primary and link protection paths that are closest to the 
primary path Source and destination nodes, respectively. 
Then, the reservation message, Sent from the upstream node 
along the protection path, reserves bandwidth only on the 
links belonging to the shortened-LD path. When the link 
fails, the recovery message, Sent from the upstream node 
along the shortened-LD path, activates connections between 
the primary and shortened-LD paths in the branching and 
merging nodes as well as connections in the transit nodes of 
the shortened-LD path. 
0122) Additional gain in bandwidth efficiency can be 
achieved by enhancing the LD path calculation. This can be 
obtained by first marking the primary links as no-constraint 
links with link cost equal Zero. Then, after calculating the 
LD path and Subtracting the primary links from the Solution, 
the outcome defines the least-expensive, shortened-LD path. 
0123 Joint Optimization of Primary and Protection Paths 
0.124. In non-joint optimization embodiments of the 
present invention, the primary path is calculated using a 
Shortest-path algorithm that minimizes the path cost and 
meets the bandwidth constraints (CB<AB) for each linki in 
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the primary path. Then, the protection paths can be opti 
mized for a given primary path using one or more of the 
techniques described above. 
0.125. In joint-optimization embodiment, a more optimal 
Solution calculates and optimizes both the primary and 
protection paths at the same time. This approach was applied 
in Dziong 02 for path protection. In the case of link 
protection, the issue of joint optimization is much more 
complex due to the multitude of link detour paths. Moreover, 
in the case of distributed implementation, it is more Straight 
forward to calculate the link detour paths in the controlling 
nodes for the primary path linkS and calculate the primary 
path in the connection Source node. Still, a joint optimization 
has the advantage of increasing bandwidth efficiency and 
reducing the number of crank-backS. 
0.126 The following discussion describes a joint-optimi 
Zation embodiment of the present invention where joint 
optimization is performed in a distributed fashion. In this 
embodiment, the primary path calculation takes into account 
Some advertised attributes of the link-detour path, but the 
paths are still calculated in the respective upstream (i.e., 
controlling) nodes of each protected link. 
0127. Throughout this document, a controlling node for a 
link is defined as the node that is immediately upstream to 
a link relative to a given primary demand. A controlling node 
calculates and distributes a link-detour path cost CPPi and 
keeps track of the available bandwidth for protection ABPI 
on the link detour path for a linki along the primary path. 
(Note that a node in the network may have many incident 
links for which it serves as a controlling node). The afore 
mentioned function of a controlling node can be done either 
by using information from the last link detour path calcu 
lation, by periodic calculations, or by a combination of the 
two. This information is then periodically advertised to all 
other nodes together with other link-state parameters as 
illustrated in FIG. 7. When the connection Source node 
calculates the primary path, the link constraints and link cost 
are modified. In particular, each link considered for the 
primary path has to fulfill the bandwidth constraint for the 
primary connection: 

CBs AB 

0128 
path: 

and the bandwidth constraint for the link detour 

CBsABP 

0129. The link cost for joint optimization then has two 
components, one associated with the primary path links and 
the other associated with the link detour paths: 

0.130 Note that the cost of a link detour path can be a 
non-linear function of connection bandwidth. This follows 
from the fact that the available shared bandwidth can be 
Smaller than the maximum connection bandwidth on Some 
protection path linkS. This feature may require advertise 
ment of several parameters that approximate the CPP func 
tion. 

0131 FIG. 9 illustrates the link protection path-cost 
function in a SONET network assuming a static link-cost 
function (e.g., LC=f(administrative weight AW)). In this 
case, the number of cost parameters corresponds to the 
number of connection bandwidth requirements in the 
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SONET hierarchy (e.g., each different bandwidth in the 
hierarchy, for example, STS-3, typically has a different 
administrative weight AW). Negative values (e.g., for 
STS48 and STS 192) correspond to connection bandwidths 
that require more bandwidth than is available. 
0132) In FIG. 9, boxes 902,904, and 906 represent the 
use of bandwidth on three links (A, B, and C) along a link 
detour path. Each of these boxes shows 5 STS-1 units of 
bandwidth 910, 912,914, respectively, reserved for protect 
ing the 5 STS-1 bandwidth demand 908 associated with a 
primary path linki. Each of boxes 902, 904, and 906 also 
represent the use of each asSociated links bandwidth for 
primary, available, and recovery bandwidth categories. For 
example, as represented by box 902, link A has 8 STS-1s 
reserved for protection (916). Link B has 15 STS-1s 
reserved for protection (918) and link C has has 10 STS-1s 
reserved (920). 
0133) Note that the available bandwidth on the link 
detour path for protection of a new demand on link i is 
limited to the minimum available bandwidth of the three 
detour path links, in this case equal to 18 STS-1s per link C. 
0134) Given this situation, the graph of cost of the 
protection path CPPi 922 associated with link i shows what 
CPPi would for five different sizes of a new demand on link 
i. As illustrated, a demand of either STS-1 or STS-3 can be 
accommodated without requiring any additional bandwidth 
for recovery on the detour links A, B, and C. Therefore the 
CPP value for those demands is shown as Zero. For an 
STS-12 demand,9 additional STS-1s are needed on link A 
for recovery since three STS-1s are already reserved and can 
be shared (assuming the reservation is for a disjoint link 
recovery). Similarly, 2 additional STS-1s are needed on link 
B where 15 units are already reserved (10 above the 5 STS-1 
demand of link i), and 7 additional STS-1s are required on 
link C. These numbers are used with the respective weights 
to calculate CPPi value for a STS-12 demand. Since the 
shared bandwidth plus the available capacity of link B is 
insufficient (see box 904) to accommodate an STS-48 
demand, the CPPi value associated with STS-48 is negative. 
Similarly, the CPPi value is negative for an STS-192 
demand. Note that CPPi is a function of the demand, thus, 
in Some embodiments, a set of CPPi values can be advertised 
for each link I, where each element of the Set is associated 
with a different demand value or range of values. 
0135 The above joint-optimization approach has the 
advantage of improving bandwidth utilization by joint opti 
mization of the primary and protection paths in a distributed 
implementation. Also, the crank-backs are minimized since 
the connection Source knows the availability of link protec 
tion a priori. One potential drawback to this approach is 
increased link advertisement load that may limit the LSA 
update frequency and that in turn may reduce the accuracy 
of the link-protection attributes. 
013.6 Loop Avoidance in Link-Recovery Schemes for 
Mesh Networks 

0.137 Embodiments of the present invention include a 
method to calculate (in a distributed fashion), reserve, and 
activate (in the event of a failure) shortened link-detour 
paths. Shortened link-detour paths avoid loops caused by 
overlapping of primary and link-detour paths and therefore 
can Significantly increase network efficiency in terms of the 
number of accepted connections. 

Oct. 6, 2005 

0138 Loop avoidance includes three parts: (1) a modified 
link-detour path calculation, (2) Signaling extensions in the 
link-detour path reservation process, and (3) Signaling 
extensions in the recovery process. 

0.139. The link-detour path calculation is modified by the 
constraint that the calculated link-detour path and the pri 
mary path are link and node disjoint. 

0140. The following assumptions and definitions are pro 
vided to facilitate further discussion: 

0141 Branching node-a node, upstream of a link 
with respect to an end-to-end connection that 
traverses the link, which controls the rerouting of 
traffic around that link in the event of a failure of the 
link. Note that, prior to loop avoidance, the branch 
ing node for a link is the upstream node of a link that 
terminates the link, while, after loop avoidance, the 
branching node could be a transit node that is further 
upstream in the end-to-end connection path. 

0.142 Merging node-a node, downstream of a link 
with respect to an end-to-end connection that 
traverses the link, which receives the traffic of the 
connection that was rerouted around that link in the 
event of a failure of the link. Note that, prior to loop 
avoidance, the merging node for a link is the down 
Stream node of a link that terminates the link, while, 
after loop avoidance, the merging node could be a 
transit node that is further downstream in the end 
to-end connection path. 

0.143 Full-LD path-a link-detour path between an 
upstream node and a downstream node of a link. 

0144. Shortened-LD path-the portion of a full-LD 
path that connects the branching and merging nodes. 

0145 Signaling nodes-transit nodes that belong to 
the full-LD path but not to the shortened link-detour 
path. 

0146 Protected segment-A protected segment is 
the portion of a primary path that is between the 
branching and merging nodes. It is assumed that, in 
case of a bidirectional end-to-end connection along a 
path between two end nodes in a network, any of the 
two end nodes can receive the request for the con 
nection, whereas, in the case of a unidirectional 
connection between two end nodes, only the node 
that is upstream to the connection can receive the 
connection request. For convenience, the node 
receiving the connection request is referred to as the 
connection's Source node, and the other end node is 
referred to as the connection's destination node, 
irrespective of the type of connection. For example, 
a bi-directional connection that is Set up between 
nodes A and D can be requested at either node A or 
node D. If this connection is requested at node A, 
then node A will be referred as the Source node and 
node D will be referred as the destination node. In 
contrast, a unidirectional connection from node A to 
node D can only be requested at node A. Note that, 
in this document, only bi-directional connection 
requests are discussed, although Similar principles 
apply to unidirectional requests. 
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0147 The source node of an end-to-end connection is 
responsible for computing the primary path for the connec 
tion as well as Verifying that, for each link along the primary 
path, there exists at least one link-detour path (LD path) that 
can accommodate the recovery bandwidth required for that 
link. The upstream node of each link in the primary path 
(and not necessarily the Source node of the end-to-end 
connection) is responsible for computing the LD path for its 
link. For example, Suppose that a link connecting node A and 
node B is along the primary path for an end-to-end connec 
tion. Further, Suppose node A is the node that is connected 
upstream to a particular link in the primary path for the 
connection (that is, node A is closer to the Source node than 
node B is). In this case, node A will compute the LD path. 
Note that, with minimal additional information, the 
upstream-terminating node of a link can compute a more 
optimal LD path than the Source node. 
0148 Embodiments of the present invention employ 
three major mechanisms to avoid loops in calculated paths. 
The three mechanisms are “source-node (centralized),”“seg 
ment-based,” and the preferred embodiment "upstream 
node (distributed). Loop avoidance can significantly 
improve resource utilization within a network. 
0149 Source-Node (Centralized) Loop Avoidance 
0150. In this embodiment, when a new connection 
request arrives at a Source node, a centralized routing engine 
calculates both a primary path for the connection and a 
loop-free link-detour path for each link of the primary path. 
The resulting LD path information is passed to the transit 
nodes of the primary path during the primary path Setup 
process. Note that the loop-free LD path for each link might 
include a branching node that is not the immediate upstream 
node of the link due to loop-avoidance optimizations per 
formed by the centralized routing engine. In any event, each 
branching node sets up its link's LD-path (reserves band 
width, etc.). When a link failure occurs, the node that is 
immediately upstream of the failed link sends a failure 
message to the corresponding branching node, which then 
activates the corresponding LD path. 
0151. Advantages of this approach include a possibly 
optimal choice of branching, merging nodes according to 
Selected objectives, and no path computations in the transit 
nodes. Disadvantages include increased complexity of the 
routing engine and limited sharing optimization. 
0152 Segment-Based Loop Avoidance 
0153. In a segment-based approach, a Source node for an 
end-to-end connection calculates the primary path for the 
connection and then identifies path Segments within the 
primary path. Path Segments are portions of the primary path 
that include transit nodes that are of connectivity no greater 
than two and that can therefore not serve as branching or 
merging nodes. The Starting and ending nodes of each 
Segment are thus identified as the branching and merging 
nodes, respectively, of LD paths for links within that Seg 
ment. This information is passed to the transit nodes of the 
primary path during the primary path Setup process. Then, 
each branching node calculates and Sets up the LD path 
between itself and its merging node. When a failure occurs, 
the node that is immediately upstream of the failed link 
Sends a failure message to the corresponding branching 
node, which then activates the corresponding LD path. 
Branching nodes again control the LD paths. 
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0154 Advantages of this approach include the primary 
path calculation being unaffected. Disadvantages include, 
depending on traffic conditions, Some probability of loops 
remaining in the network. 

0155 Upstream-Node 
(UNDLA) 

Distributed Loop Avoidance 

0156 Here, the primary path calculation and setup are 
unchanged. In this preferred embodiment, during the LD 
path bandwidth reservation phase, each transit node calcu 
lates the LD path for its downstream incident link on the 
primary path. If a loop exists in the resulting full-LD path, 
it is then shortened and the branching and merging nodes are 
Selected. In this approach, the immediately upstream node of 
a link remains in control of the Shortened-LD path, and the 
branching and merging nodes have no control functionality. 
During the recovery path bandwidth reservation process, the 
other upstream nodes that are covered by the shortened-LD 
path can be provided with the failure ID corresponding to the 
primary connection under consideration. In this way, they 
know they do not need to perform LD path calculation 
corresponding to their incident downstream link along that 
primary path for the connection. 

O157 Advantages of this approach include minimal 
changes to the existing LD path algorithms and protocols. 
Disadvantages include the possibility of overlapping of 
branching and merging nodes. 

0158. There are three main approaches to upstream-node 
distributed loop avoidance (UNDLA): (1) basic, (2) 
enhanced, and (3) non-revertive. Note that, in general, the 
computation of link-detour paths is realized in the reserva 
tion control (upstream) node for a link and can be divided 
into two parts: (a) calculation of a path between the upstream 
and downstream nodes (i.e., the computation of the full 
link-detour path) and (b) loop elimination (computation of a 
Shortened link-detour path). Loop elimination requires 
knowledge of primary path topology in the link upstream 
node. 

0159) 1. UNDLA Basic Solution 

0160 In the basic solution, each link-detour path is 
calculated independently of the others and independently of 
the primary path. As a result, these LD paths may partially 
overlap protected Segments. 

0.161 For this solution, FIG. 10 illustrates an exemplary 
loop-avoidance process applied to each link in the primary 
path of the end-to-end connection. In step 1002, the full-LD 
path for a link in the primary path is calculated (e.g., using 
a shortest-path algorithm to calculate a path between 
upstream and downstream terminating nodes for the link). If, 
in step 1004, it is determined that no loops exist, then the 
terminating nodes that are upstream and downstream of the 
link are designated the branching and merging nodes of the 
LD path, and the process exits in step 1006. 

0162. However, if loops are detected in the full LD path, 
then, in step 1008, the branching node is determined as that 
node that is common to both the primary path and the full 
LD path and that is closest to the connection Source. Then, 
in Step 1010, the merging node is determined as that node 
that is common to both the primary path and the full-LD path 
and that is closest to the connection destination. In Step 
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1012, the shortened-LD path is set equal to the portion of the 
full-LD path that is directly between the branching and 
merging nodes. 

0163. 2. UNDLA Enhanced Solution-Revertive 

0164. In the enhanced solution, all links within a pro 
tected segment use the same LD path. For this solution, FIG. 
11 illustrates another exemplary loop-avoidance process that 
can be applied to each link in the primary path of the 
end-to-end connection. In step 1102, the full-LD path for a 
link in the primary path is calculated from a network 
topology where the primary path links are marked as "no 
constraint” (e.g., assigned a link cost of Zero). In step 1104, 
primary path links are subtracted from the full-LD path to 
determine the shortened-LD path and define the protected 
Segment. 

0.165. Note that, in this solution, the objective is to use the 
Same LD path for all links in a protected Segment. Each link 
in the protected Segment belongs to at least one shared-risk 
link group (SRLG) that might include multiple links. It is 
thus important to make Sure that none of the links used in the 
shortened-LD path are also in an SRLG for one or more of 
the links in the Segment. Otherwise, a failure of a link in the 
protected Segment will be associated with Some significant 
probability of failure of a link along the shortened-LD path. 
ASSuming the initial Shortened-LD path calculation was 
done in consideration of the SRLG associated with a specific 
link in the primary path, if any link in the resulting protected 
Segment has an SRLG in common with the Specific link, a 
new calculation is done that considers all SRLGS associated 
with links in the protected Segment and excludes them from 
the topology for the new calculation. Thus, in Step 1112, a 
test is performed to see if another link in the protected 
segment has an SRLG in common with the specified link. If 
the test fails, the process exits in Step 1114. 

0166 However, if the test passes, then, in step 1106, the 
SRLGS of all links in the Segment are determined, and, in 
step 1108, all links in the SRLGs are removed from the 
current shortened-LD path. Finally, in step 1110, an LD path 
for the link is recalculated using the previously determined 
branching and merging nodes, and this new path is used as 
the shortened-LD path. The process exits in step 1114. Note 
that, if the exclusion process makes the previously calcu 
lated branching and merging nodes invalid for the new 
Shortened-LD path, the new topology can be used in the 
calculation of a new full-LD path as a first Step and then the 
new shortened-LD path calculated from the new full-LD 
path. Ultimately, this new shortened-LD path is combined 
with any primary path links from the Source node to the 
branching node and any primary path links from the merging 
node to the destination node to form a new recovery path for 
all the links in the protected Segment. 

0167. Note that each demand in the protected segment 
can be assigned a different recovery path if So desired. 

0168 Advantages of this solution include achieving a 
Shortened-LD path with minimum cost. Disadvantages 
include the fact that the full-LD path could be longer than 
the LD path that results from the basic solution; however, 
this should not be a problem if a constraint for a maximum 
number of nodes in the link-detour path is introduced. 
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0169. 3. UNDLA Non-Revertive or Minimum-Cost Pri 
mary 

0170 The following embodiment additionally provides 
for reducing the cost of the resultant primary path during 
loop elimination calculations. This Solution is called “non 
revertive' since, in this embodiment, once traffic is Switched 
over to the shortened-LD path, the shortened-LD path 
becomes the new primary path for the connection, and 
recovery of the failed link does not result in traffic being 
“reverted” to the original primary path. FIG. 12 illustrates 
another exemplary loop-avoidance process that can be 
applied to each link in the primary path of the end-to-end 
connection. In Step 1202, the link under consideration is 
removed from the topology and the primary links are 
marked as no-constraint linkS. Next, in Step 1204, a shortest 
path between the Source and destination of the primary path 
is calculated (by any of the aforementioned or conventional 
methods). 
0171 Then, in steps 1206 and 1208, the nodes in the path 
that are common to the primary path and the shortest path 
just calculated are identified and the common nodes that are 
closest to the link under consideration in the upstream 
direction and in the downstream direction become, respec 
tively, the branching and merging nodes of the shortened-LD 
path for the link. Finally, in step 1210, the shortened LD path 
is Set equal to the portion of the Shortened path that lies 
between the newly defined branching and merging nodes 
and in step 1212, the process exits. If needed, the full-LD 
path can be defined as the concatenation of the shortened 
LD path and the primary path between the branching and 
merging nodes minus the link under consideration to create 
a new primary path. The process exits in Step 1212. 

0172 Advantages of this approach include achieving a 
new primary path in case of failure at minimum cost. 
Disadvantages include the fact that the full link-detour path 
can be longer than in the other Solutions. 

0173 LD Path Reservation 
0.174. The reservation setup messages are slightly differ 
ent in the basic, enhanced, and non-revertive loop avoidance 
embodiments. In the basic embodiment, a reservation Setup 
message is Sent from the reservation control node to the 
branching node, then along the shortened-LD path to the 
merging node, and from there, to the downstream node. The 
message carries information that classifies nodes as branch 
ing, merging, or transit nodes. 

0.175. In the enhanced loop avoidance embodiment, the 
reservation Setup message is Sent along the full-LD path. 
The message carries information that classifies nodes as 
branching, merging, Signaling, or transit nodes. The message 
also carries associated failure IDS, if applicable. The failure 
IDs are used to avoid having more than one shortened-LD 
path associated with the Set of linkS in the protected Segment 
associated with the shortened-LD path. 

0176). In the non-revertive loop avoidance embodiment, 
the reservation message may need to carry additional infor 
mation that is required in the shortened-LD path related 
nodes to take full control of the recovery path in the case of 
failure. 
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0177 LD Path Reservation Actions at Each Node 
0178. In the basic embodiment, branching, merging, and 
transit nodes reserve cross-connects in anticipation of a 
failure. In this Scheme, each link in the protected Segment 
makes an independent reservation. This limits, in general, 
using the Same shortened-LD path for all links in the 
protected Segment Since each LD path can be different. AS 
a consequence, there is a possibility of partly overlapping 
protection Segments and that may cause problems in a 
Scenario where a Second failure occurs. 

0179. In the enhanced embodiment, signaling nodes (and 
the branching node if different from the reservation control 
node) will associate a failure ID with the primary connection 
for which the LD path is reserved. If this signaling node 
previously made an LD-path reservation, this reservation 
should be torn down. When the signaling node later becomes 
an upstream node that is to reserve an LD path for the same 
primary connection, it sends the reservation message with 
the associated failure IDS So the same link-detour path can 
be used for all links in the protected Segment. Branching, 
merging, and transit nodes perform the same actions as in the 
basic Solution except when they encounter a failure ID in the 
reservation message, the new failure ID is linked to the 
existing reservation and no new croSS connects are added. 
Actions for nodes in the non-revertive embodiment are 
identical to the actions for corresponding nodes in the 
enhanced embodiment. 

0180 Advantages of this approach include that the same 
LD path is used for all links in the protected Segment. 
Disadvantages include that the failure ID concept has to be 
incorporated into Signaling and reserved croSS-connect 
infrastructure. 

0181 Link First-failure Recovery 
0182 For a first failure in the network, in the basic 
embodiment, the failure message is Sent from the reservation 
control node to the branching node, then along the short 
ened-LD path to the merging node, and then to the down 
Stream node. 

0183 In the enhanced embodiment, the failure message 
is Sent from the reservation control node to the branching 
node, then along the Shortened-LD path to the merging node, 
and then to the downstream node. At the branching and 
merging nodes, the node first checks to see if any of the 
asSociated failure IDS are already activated. If So, no action 
is taken other than confirmation that the recovery is in place. 
Otherwise, the reserved cross-connect is activated. 
0184. In the non-revertive embodiment, the node actions 
are the same as in the enhanced embodiment, except that, 
additionally, once recovery is confirmed, the shortened-LD 
path nodes take over control of the new primary path, while 
the failed link upstream node tears down the old primary 
path between the branching and merging nodes. 
0185. Second Failure on the Primary Path 
0186. In the basic embodiment, since each link-detour 
path is calculated independently for each link, the protection 
Segments for each link can overlap each other (partially or 
fully) and there can be problems with second-failure recov 
ery. 

0187. In a first scenario, two failures occur on two 
protection Segments with common branching and/or merg 
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ing nodes. Independent of whether or not the Second failure 
is within the protected Segment of the first failure, the link 
recovery for the second link can fail. When the second 
failure occurs, the connection will still be protected by the 
link-detour path that was put into place following the first 
failure. However, if the first failure is repaired, and the 
connection path is allowed to revert to the original primary 
path, the reversion will disconnect the end-to-end connec 
tion because of the Second failure. Therefore, the repairs 
should be Synchronized in Such a way that the Second failure 
is repaired first. Alternatively, path-based recovery can be 
used to recover more than one link failure. 

0188 In a second scenario, single event failures occur on 
two different protected Segments simultaneously where the 
protected Segments are partly overlapping and they have 
different branching and merging nodes. In this Scenario, the 
recovery of the Second failure can disconnect the end-to-end 
connection. In this case, path-based restoration will be 
activated. 

0189 Note that, in the enhanced embodiments, there are 
no overlapping protection Segments Since, for each protec 
tion Segment, there is one LD path. If a Second failure is 
within the protected segment of the first failure, its failure ID 
is associated with the active recovery path, and the recovery 
message will be confirmed without any croSS-connect 
actions upon reception of the message at the branching, 
transit, and merging nodes, other than a confirmation of the 
recovery. In each node of the shortened-LD path, the Second 
failure ID will have already been marked as activated. 
Therefore, independent of which failure is repaired first, its 
rollover and reversion messages will only change the Status 
of its failure ID from active to non-active, but the cross 
connects will stay intact, since the other failure ID will still 
be active, and the connection will not be lost. 
0190. Recovery/Reversion 

0191) Once a failure is repaired, in the basic embodiment, 
messages are Sent to branching and merging nodes to 
rollover (or revert) the connections back to the original 
primary path. Once this action is confirmed, a tear-down 
message is Sent along the link-detour path. This message 
serves to restore the state from before the failure. If there 
was a Second failure within the protected Segment and it is 
not repaired by now, after rollover, the connection will be 
broken, and path recovery will take over. 
0.192 Advantages of this approach include simplicity. 
Disadvantages include that the primary path is broken if the 
Second failure in the protected Segment is not repaired 
before the first failure is repaired and protection reestab 
lished. This issue can be solved by coordination of the 
failure repairs. 

0193 In the enhanced embodiment, the signaling process 
is the same as in the basic Solution except that, in each of the 
Shortened link-detour path nodes, there are two possible 
actions that can occur after receiving the rollover or rever 
Sion messages. If the failure ID is the only active failure 
among all the associated failures on the common protected 
Segment, then the process is the same as in the basic 
solution. Otherwise, the failure ID status is changed to 
non-active, but no actions (e.g., cross-connect reassign 
ments) are performed. Instead, the messages are confirmed 
as if the action was taken. 
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0194 Advantages of this approach include that the pri 
mary path is protected even if the Second failure in the 
protected Segment is not repaired before the first failure is 
repaired. Disadvantages include that implementation of the 
failure ID associations is required. 
0.195 Although the present invention has been described 
in the context of optical networks, the invention can also be 
implemented in the context of other networkS Such as all 
electrical networks and hybrid optical/electrical networkS. 
0196) While this invention has been described with ref 
erence to illustrative embodiments, this description should 
not be construed in a limiting Sense. Various modifications 
of the described embodiments, as well as other embodiments 
of the invention, which are apparent to perSons skilled in the 
art to which the invention pertains are deemed to lie within 
the principle and Scope of the invention as expressed in the 
following claims. 
0.197 Although the steps in the following method claims 
are recited in a particular Sequence with corresponding 
labeling, unless the claim recitations otherwise imply a 
particular Sequence for implementing Some or all of those 
Steps, those Steps are not necessarily intended to be limited 
to being implemented in that particular Sequence. 

We claim: 
1. A link-based recovery method for a mesh network, the 

method comprising: 
developing N candidate primary paths, between a Source 

node and a destination node for a demand, as a function 
of N sets {ABi of available bandwidths, wherein each 
set {ABi corresponds to one of the N candidate 
primary paths, and each element ABi of each Set 
corresponds to the available bandwidth on a linki of the 
corresponding candidate primary path; 

Selecting a first primary path, from the N candidate 
primary paths, as a function of N sets {LCi} of link 
costs, wherein each set {LCi} corresponds to one of the 
N candidate primary paths, and each element LCI of 
each Set corresponds to a link cost of a link i in the 
corresponding candidate primary path; and 

computing a link detour (LD) path for each link i in the 
first primary path as a function of a set {ABPi} of 
available LD bandwidths, wherein each element ABPi 
of the set {ABPi} is equal to the minimum value from 
the set {AB} of available bandwidths, wherein each 
element AB of the set {AB} corresponds to a linkjin 
a candidate LD path for link i. 

2. The invention of claim 1, wherein: 

each linki in each of a plurality of candidate LD paths for 
linki of the first primary path has a link cost associated 
with it; and 

computing the LD path for each linki in the first primary 
path comprises Selecting the LD path for link i as a 
function of link cost. 

3. The invention of claim 2, wherein computing an LD 
path comprises: 

computing a Sum of the link costs associated with each 
link j in two or more candidate LD paths for link i of 
the first primary path to determine an LD path link cost 
Sum; and 
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choosing the LD path for the linki of the first primary path 
to be the candidate LD path with the smallest LD path 
link cost Sum. 

4. The invention of claim 2, wherein each link cost is 
inversely related to the available bandwidth on the link. 

5. The invention of claim 2, wherein each link cost is 
inversely related to the available shared bandwidth on the 
link. 

6. The invention of claim 1, wherein: 
Selecting the first primary path comprises: 

computing a Sum of the link costs LCI of all linkS i in 
each of the N candidate primary path to determine a 
link cost Sum corresponding to each candidate pri 
mary path; and 

choosing the first primary path to be the candidate 
primary path with the Smallest link cost Sum. 

7. The invention of claim 1, wherein developing the N 
candidate primary paths and Selecting the first primary path 
for the demand are performed at the Source node. 

8. The invention of claim 1, wherein computing the link 
detour (LD) path for a given linki in the first primary path 
is performed at a controlling node for link i, wherein the 
controlling node for linki is a terminating node for linki that 
is immediately upstream of link i with respect to the 
demand. 

9. The invention of claim 1, comprising: 
calculating a LD path cost CPPi for each link i of each 

candidate primary path, wherein CPPi is a function of 
at least the administrative weight of each link within 
the link detour path for link i; 

calculating a cost of available bandwidth CABi for each 
linki of each candidate primary path, wherein CABi is 
inversely related to the available bandwidth on link i; 
and 

calculating the link cost LCi for each link i of each 
candidate primary path as a function of CPPi and 
CABi. 

10. The invention of claim 9, wherein CPPi is calculated 
and distributed to the rest of the network by a controlling 
node for linki, wherein the controlling node for link i is a 
terminating node for linki that is immediately upstream to 
link i with respect to the demand. 

11. A protection manager for a mesh communications 
network, the manager comprising one or more computing 
elements adapted to: 

develop N candidate primary paths, between a Source 
node and a destination node for a demand, as a function 
of N sets {AB}of available bandwidths, wherein each 
set {ABi corresponds to one of the N candidate 
primary paths, and each element ABi of each Set 
corresponds to the available bandwidth on a linki of the 
corresponding candidate primary path; 

Select a first primary path, from the N candidate primary 
paths, as a function of N Sets {LCi} of link costs, 
wherein each set {LC} corresponds to one of the N 
candidate primary paths, and each element LCI of each 
Set corresponds to a link cost of a link i in the 
corresponding candidate primary path; and 

compute a link detour (LD) path for each linki in the first 
primary path as function of a set {ABPi} of available 
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LD bandwidths, wherein each element ABPi of the set 
{ABPi} is equal to the minimum value from the set 
{AB} of available bandwidths, wherein each element 
AB of the set {AB} corresponds to one linkjin an LD 
path for link i. 

12. The invention of claim 11, wherein: 
each linki in each of a plurality of candidate LD paths for 

linki of the first primary path has a link cost associated 
with it; and 

computing the LD path for each linki in the first primary 
path comprises Selecting the LD path for link i as a 
function of link cost. 

13. The invention of claim 12, wherein computing an LD 
path comprises: 

computing a Sum of the link costs associated with each 
link j in two or more candidate LD paths for link i of 
the first primary path to determine an LD path link cost 
Sum; and 

choosing the LD path for the linki of the first primary path 
to be the candidate LD path with the smallest LD path 
link cost Sum. 

14. The invention of claim 12, wherein each link cost is 
inversely related to the available bandwidth on the link. 

15. The invention of claim 12, wherein each link cost is 
inversely related to the available shared bandwidth on the 
link. 

16. The invention of claim 11, wherein: 
Selecting the first primary path comprises: 

computing a Sum of the link costs LCi for all linkS i in 
the primary path to determine a link cost Sum; and 
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choosing the first primary path to be the primary path 
with the Smallest link cost Sum. 

17. The invention of claim 11, wherein developing the N 
candidate primary paths and Selecting the first primary path 
for the demand are performed at the Source node. 

18. The invention of claim 11, wherein computing the link 
detour (LD) path for a given linki in the first primary path 
is performed at a controlling node for link i, wherein the 
controlling node for linki is a terminating node for linki that 
is immediately upstream of link i with respect to the 
demand. 

19. The invention of claim 11, wherein the one or more 
computing elements are adapted to: 

calculate a LD path cost CPPi for each link i of each 
candidate primary path, wherein CPPi is a function of 
at least the administrative weight of each link within 
the link detour path for link i; 

calculate a cost of available bandwidth CABi for each link 
i of each candidate primary path, wherein CABi is 
inversely related to the available bandwidth on link i; 
and 

calculate the link cost LCi for each link i of each candi 
date primary path as a function of CPPi and CABi. 

20. The invention of claim 19, wherein CPPi is calculated 
and distributed to the rest of the network by a controlling 
node for linki, wherein the controlling node for link i is a 
terminating node for linki that is immediately upstream to 
link i with respect to the demand. 
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