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US 7,459,303 B2 
1 

IMPEDANCE BASED APPARATUSES AND 
METHODS FOR ANALYZING CELLS AND 

PARTICLES 

2 
96a.html) or fluorescent dyes, followed by cell counting 
under the microscope or by a spectrofluorometer (TECAN, 
Coster, BD Biosciences, (Ilsley, S. R. 1996. MATRIGEL® 
Basement Membrane Cell Invasion Chamber. Becton 
Dickinson Technical Bulletin #422; www.bdbio­
sciences.com/ discovery _labware/technical_resources/tech­
bulletins.html; BD BioCoat™ FluoroB!ok™ Tumor Cell 
Invasion System, www.bdbiosciences.com/discovery_ 
labware/Products/drug_discovery/insert_systems/fluoro-

This application is a continuation of PCT Application No. 5 

PCT/US03/22537, entitled "IMPEDANCE BASED APPA­
RATUSES AND METHODS FOR ANALYZING CELLS 
AND PARTICLES", filed Jul. 18, 2003, which is incorpo­
rated by reference herein, and claims benefit of priority to 
U.S. provisional application No. 60/397,749, filed on Jul. 20, 
2002; U.S. provisional application No. 60/435,400, filed on 
Dec. 20, 2002; and U.S. provisional application 60/469,572, 
filed on May 9, 2003, each of which is incorporated by ref­
erence herein. This application also incorporates by reference 
PCT Application No. PCT/US03/22557, entitled "IMPED­
ANCE BASED DEVICES AND METHODS FOR USE IN 
ASSAYS", filed Jul. 18, 2003. 

10 blok_invasion/; TECAN. www.tecan.com/migration_in­
trol.pdf). For example, U.S. Pat. No. 5,284,753 discloses a 
multiple-site chemotactic test apparatus and method. In one 
approach, chemotactic factors and controls are placed at pre­
selected areas on the top surface of a bottom plate, while a 

15 membrane filter containing pores of appropriate sizes and 
topped with cell suspensions is placed above the bottom plate 
so that the drops of chemotactic factors and controls contact 
the filter membrane directly below the locations of the cell 
suspensions. The cells that migrate through the membrane BACKGROUND OF THE INVENTION 

1. Technical Field 
This invention relates generally to the field of analysis of 

cells and particles. In particular, the invention provides 
impedance based apparatuses, microplates and methods for 
analyzing cells and particles. The present apparatuses, micro­
plates and methods can be used in monitoring cell or particle 
attachment, migration and invasion. The present apparatuses, 
microplates and methods can also be used in identifying 
modulators of cell or particle attachment, migration and 
growth. 

2. Background Art 
Growth and metastasis, or pathological cell migration, are 

the fundamental properties of malignant cells. Better under­
standing of molecular mechanisms underlying the pathologi­
cal cell migration will improve cancer treatment and preven­
tion. 

To dissect the mechanisms, research models both in vivo 
and in vitro have been used. In vivo models can monitor an 
entire process of cancer metastasis in experimental animals, 
but are not suitable for large scale evaluation of the properties 
of malignant cells. In in vitro models, cancer cell growth and 
migration activities can be more quantitatively analyzed, 
including transmigration of cells through a monolayer or 
multi-layers of cultivated cells or explanted tissues, growth of 
cells through natural and artificial extracellular matrixes or 
similar cellular structures, and cell motility in response to 
chemotactic agents. 

Currently, there are three common methods available for 
detecting cell growth and/or cell migration in vitro, which 
include: 

(1) Chemoattractant-induced migration (i.e. chemotaxis, 
which is the directional response ofbiological cells or organ­
isms to concentration gradients of chemicals) /invasion and 
trans-well migration assay (Falk, W., "A 48 Well Micro 
Chemotaxis Assembly for Rapid and Accurate Measurement 
of Leukocyte Migration." Journal of Immunological Meth­
ods, Vol: 33, pages, 239-247, 1980; Richards K. L. and J. 
McCullough, "A Modified Microchamber Method for 
Chemotaxis and Chemokinesis." Immunological Communi­
cations, Vol: 13, pages: 49-62, 1984): cells in inserts invade 
and migrate across a layer of an artificial pored membrane 
(polyvinylprrolidone-free polycarbonate membrane or poly­
ethylene terephthalate membrane) into lower chambers con­
taining a given chemoattractant. The migrated cells that are 
usually attached on the other side of the membrane are then 
labeled with either chemical dyes (Neuroprobe, Inc., See: 
Neuroprobe Inc. www. Neuroprobe.com/protocol/pt_ 

20 filter under influence of chemotactic factors and controls for 
a period of time are counted and determined. 

(2) In situ cell diffusion and migration assay: Cells are 
spotted onto a chemoattractant-coated glass slide. As cells 
migrate and diffuse from the original spotted positions, the 

25 diameter of the spot where cells are present increases. The 
diameter of the spot is measured after incubation. The migra­
tion is determined based on the size of the cell spot over 
incubation time (Berens, M. E., et al, "The role of extracel­
lular matrix in human astrocytoma migration and prolifera-

30 tion studied in a microliter scale assay", Clinical and Experi­
mental Metastasis. Vol: 12, pages: 405-415,1994; Creative 
Scientific Methods. www.cre8ive-sci.com/process.html). 

(3) In vitro wound healing assay: Scratching cells off a cell 
monolayer and measuring the healing process of scratch 

35 under a microscope (Miyata K., et al. "New wound-healing 
model using cultured corneal endothelial cells. 1. Quantita­
tive study of healing process", Jpn J Ophthalmol. Vol: 34, 
pages: 257-266, 1990). 

In situ cell diffusion and in vitro wound healing assays are 
40 easy to perform and costs for these assays are low. However, 

since neither of them is able to differentiate cell migration 
from cell proliferation, the results obtained from these two 
assay systems are not very reliable. The trans-well invasion 
and migration assay is the most commonly used and well-

45 accepted in vitro method for analyzing cell invasion and 
migration. Such an assay uses an apparatus that contains an 
insert that forms an upper chamber, and a lower chamber. The 
two chambers are separated with an artificial extracelluar 
matrix (ECM)-coated pored membrane ( or called membrane 

50 filter). Invasive cells placed in inserts or upper chambers can 
invade and migrate across an artificial ECM-coated 
microporous membrane to lower chambers. The invasion and 
migration activity is determined by counting the cells that 
have passed through the ECM-coated membrane into the 

55 lower chamber. This in vitro assay system appears to be able 
to mimic in vivo cell invasion and migration process, and to 
be suitable for large-scale assays for investigating responsive 
genes and intracellular signal transduction pathways. How­
ever, data collecting methods or technologies currently avail-

60 able for the in vitro system are either dye-based or radioactive 
isotope-based methods, and in the most cases, manual count­
ing is required for data acquisition. Counting the cells that 
invade and migrate through the membrane to the lower cham­
ber can be difficult and time consuming, which limits the 

65 assay accuracy and throughput significantly. Problems with 
sensitivity, reproducibility, and simplicity are often encoun­
tered when such data acquisition methods are used. A more 
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ity, research of cell biology to detect cell motility, metabolic 
activity, cell attachment and spreading, etc. However, this 
impedance sensor with two layered structures is somewhat 
complicated with the measuring electrodes on one layer and 

efficient in vitro assay system is highly demanded nowadays, 
given that the identification of molecules and intracellular 
signal transduction pathways involving cell invasion and 
migration is increasing rapidly. To improve the assay accu­
racy and throughput, two new systems have been introduced 5 the reference electrodes on another layer. The selected elec­

trode area for the small electrodes limits the maximum of 50 by Amersham Pharmacia and Becton-Dickson (BD) Bio­
sciences. The Amersham system uses a scintillation micro­
plates (cytostar-T) (Graves, R., et al, "A novel assay for cell 
invasion using Cytostra-T scintillating microplates". Scien­
tific poster,http ://www 1.amershambiosciences .com/ aptrix/ 1 o 
upp00919.nsf/Content/DrugScr+Scientific+Posters) to mea­
sure the cell invasion and migration activity using [14C] and 
[
35 S] labeled cells. In the test wells, a lower layer ofECM gel 

is added to form a barrier preventing the labeled cells from 
reaching the scintillant containing baseplate. The labeled 15 

cells are then added in an upper layer of ECM gel, and the 
microplate is incubated overnight. Only cells invading the 
lower layer ofECM gel and gaining proximity to the scintil­
lant generate a signal in the assay. The system allows for 
automation and real time monitoring of cells that have pen- 20 

etrated the ECM gel. However, the requirement for radioac­
tive isotope labeling limits the use of the system. The system 
developed in BD Biosciences uses a light-tight FluoroB!ok 
PET membrane that is specifically designed to block the 
transmission of light from 490 to 700 nm (BD BioCoat™ 25 

FluoroB!ok™ Tumor Cell Invasion System: http://www.bd­
biosciences.com/ discovery _labware/Products/ drug_ discov-
ery /insert_systems/fluoroblok_invasion/). The testing cells 
should be first stained with a fluorescent dye and than placed 
into the light-tight FluoroB!ok PET membrane inserts. 30 

Invaded cells on the reverse sides of the inserts can be moni­
tored by a fluorescent detector in real time without destroying 
the assays. Using this assay system the invasion assay pro­
ductivity and throughput are significantly improved. How­
ever, since not every cell type can be homogenously labeled 35 

by the fluorescent dye and labeling has in some cases been 
found to alter cell invasion and migration, the application of 
the system has also been significantly limited. 

Bioelectronics is a progressing interdisciplinary research 
field that involves the integration of biomaterials with elec- 40 

tronic devices. There has been a growing interest in applying 
electronic methods for cell manipulation and cell analysis. 

cells being monitored. 

U.S. Pat. No. 4,686,190 disclosed a device for in vitro 
study of cell migration across a monolayer of epithelia cells 
while simultaneously measuring the transepithelial electrical 
resistance of the epithelia monolayer. 

WO 02/427 66 A2 disclosed a device and method for inves­
tigating the effects of chemical and other factors on cell 
movement. In the dveice, cells migrate in an under-agarose 
environment and their position is monitored using a system 
capable of measuring changes in impedance and other elec­
trical parameters of the system at a target electrode litho­
graphed onto a substrate as the cells arrive at target. 

Other data collecting methods or technologies currently 
used for in vitro cell migration assays are typically dye-based, 
and in the most cases manual counting is required. Problems 
with sensitivity, reproducibility, and simplicity are often 
encountered when the dye-based procedures are used. 

To overcome the limitations of the existing art, the inven­
tion aims to expand the usage and application of electrical 
field and other electronic methods for measuring and analyz­
ing cells, non-cell particles, and biological, physiological, 
and pathological conditions of cells or non-cell particles. To 
this end, the invention provides innovative cell migration 
assay devices using microelectronic technology. 

SUMMARY OF THE INVENTION 

In one aspect, the invention provides a device for monitor­
ing the migration of a biological particle such as a cell. The 
device includes an upper chamber adapted to receive and 
retain a cell sample, a lower chamber having at least two 
electrodes, and a biocompatible porous membrane having a 
porosity sufficient to allow cells to migrate therethrough. The 
membrane is disposed in the device so as to separate the upper 
and lower chambers from one another. Migration of cells 
through the porous membrane permits contact between the 
migrating cells and one or more electrodes of the lower cham­
ber. The contact provides a detectable change in impedance 
between or among the electrodes. 

In a preferred embodiment, the device includes one or 
more capture reagents immobilized on the surfaces of the at 
least two electrodes. The capture reagents are capable of 
binding target cells and/or particles. 

The electrodes may be disposed on the surface of the mem­
brane in the lower chamber. In one embodiment, the lower 
chamber has a bottom surface area sufficient for attachment 
of a grouping of cells selected from the groupings consisting 
of 1-10, 10-100, 100-300, 300-700, 100-1000, 700-1,000, 
1,000-3,000, 3,000-6,000, 6,000-10,000 and 1000-10000 
cells. In another embodiment, the electrodes cover at least 5% 
of the surface area of the membrane in the lower chamber. In 

Cell-substrate impedance measurement is an electronic 
method for cell monitoring and sensing. Adherent cells are 
cultured on the surface of microelectrode structures located 45 

on a solid substrate. The presence and absence of cells on the 
electrode surface affect sensitively the electronic and ionic 
passage between cell culture media and the electrode struc­
tures (see, for example, Giaever I. and Keese C.R., "Moni­
toring fibroblast behavior in tissue culture with an applied 50 

electric field", Proc. Natl.Acad. Sci. (USA), 1984, vol. 81, pp 
3761-3764). Thus, interrogating the electrode impedance 
provides important information about biological status of the 
cells present on the electrodes. U.S. Pat. No. 5,187,096 dis­
closes a cell substrate electrical impedance sensor with mu!- 55 

tiple electrode arrays. Each electrode pair within the imped­
ance sensor for measuring the cell-substrate impedance 
comprises one small electrode (a measuring electrode) and 
one large electrode (a reference electrode) on two different 
layers. The difference between the electrode sizes ensures 
that the measured impedance change relative to the imped­
ance when no cells are present on the electrodes is directly 
correlated with the cell numbers and sizes, generally 20-50 
cells, or even single cells attached to or grown on the mea­
suring electrodes. Some applications of the cell sensor 65 

include the monitoring of conditions within bioreactors, 
within cell cultures, the testing of compounds for cytotoxic-

60 
yet another embodiment, the surface area of the lower cham­
ber is less than 1 µm 2

. 

In a preferred embodiment, the device includes an imped­
ance analyzer in electrical communication with the elec­
trodes. 

The biocompatible porous membrane may include a non­
conductive material. The nonconductive material may be 
glass, sapphire, silicon, silicon dioxide on silicon, or one or 
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more polymers. In a preferred embodiment, the biocompat­
ible porous membrane has a thickness between 2 microns and 
500 microns. 

The biocompatible porous membrane may also include a 
coating for promoting the attachment of one or more cells 5 

thereto. 
In another embodiment, the device also includes electri­

cally conductive traces extending from, and in electrical com­
munication with, at least one of the electrode pairs, and con­
nection means for establishing electrical communication 10 

between the electrically conductive traces and an impedence 
analyzer. 

In another aspect, the invention includes a method for 
monitoring the migration of a cell. The method includes intro­
ducing the cells into the upper chamber of the above-de- 15 

scribed device and determining whether a change in imped­
ance between or among the electrodes occurs. The change, if 
experienced, is indicative of the migration of, cells into or 
through, the biocompatible porous membrane. 

The method may also include introducing a known or 20 

suspected modulator of cell migration to the lower chamber 
of the device. 

6 
FIG. 8 illustrates an electronic cell chip design. The figure 

shows five representative designs of the electronic cell chips. 
The gold electrodes with different geometries and sizes are 
centered on the glass substrate. The size of the glass substrate 
is 1 cmx 1 cm. The gold electrode can be connected to electric 
detection interface via connection electrode pads located on 
the sides of the glass substrate. 

FIG. 9 illustrates a mechanism by which the electrode 
detects cells. 

FIG. 10 illustrates real time monitoring of PAE cell prolif­
eration on the testing devices. Cells were seeded onto the 
coated electrodes at different densities (8,000 cells and 1,000 
cells). Resistance (shown in Figure as impedance) and reac­
tance (not shown) were measured at different time intervals as 
indicated to monitor the cell proliferation. "tO" indicates the 
measurement immediately after seeding of the cells. The 
impedance (i.e., resistance) value increases with the cultiva­
tion time at both cell seeding densities, indicating cell prolif­
eration. The cells with a high seeding density proliferated 
much faster than cells with a lower seeding density. Sd: seed­
ing density. 

FIG.11 illustrates quantitative measurement of cells on the 
testing devices and by MTT assay. Serially diluted NIH 3T3 
cells (10,000 cells, 5,000 cells, 2,500 cells, 1,250 cells and 

In another embodiment, the method includes introducing a 
known or suspected modulator of cell migration to the upper 
chamber of the device. 

The cells may be mammalian cells. In one embodiment, the 
mammalian cells are cells suspected of being malignant. In 
another embodiment, the mammalian cells are neuronal cells. 

The cells may include one or more microorganisms. 

25 625 cells) were added either to the testing devices coated with 
fibronectin or a 96-well plate. For the assay using devices, 
impedance (i.e. resistance for this Figure) was measured at 16 
hours after seeding. For MTT assay, cells were stained with 
MTT dye at 16 hours after seeding and then read on an ELISA 

BRIEF DESCRIPTION OF THE DRAWINGS 
30 plate reader at 540 nm. As shown in the figure, the device can 

quantitatively measure cell number changes. The results from 
both methods are almost identical. Moreover, the current chip 
design is able to detect less than 600 cells, which is also FIG. 1 is a schematic representation of cell migration mea­

surement device, including, top chamber 110, transmem­
brane well 120, bottom chamber 130 with impedance-based 35 

counting electrodes 150. Impedance analyzer can be con­
nected to the electrodes 150 for monitoring cell migration/ 
invasion. In operation, cells having migration/invasion capa­
bilities migrate from top chamber 110 through the pore in the 
trans-well membrane and reach the bottom chamber. Some or 40 

all the cells that migrate from the top chamber to the bottom 
chamber will land to the bottom surface of the bottom cham­
ber 130, on which the electrodes 150 are located, and become 

comparable with MTT assay. 
FIG. 12 illustrates a 16-unit electronic cell chip used for 

migration assay. 
FIG. 13 illustrates an exemplary device for migration 

assay. (A) shows a test unit contains an electronic cell chip 
chamber (lower chamber), an insert with a microporous 
membrane. Cells are seeded into the insert and then incu­
bated. The invasive cells invaded and migrated across the 
membrane and attached to the electrode on the chip, which 
can be detected by the impedance analyzer. (B) shows a cross 
section of the device containing 8 units in a row. (C) shows a in contact with and adhere to the electrodes 150, resulting in 

a change of impedance at electrodes 150. Such a change of 
impedance can be used to monitor the number of cells 
migrated from the top chamber. 

FIG. 2 is a schematic diagram of cell migration by directly 
monitoring the impedance change between the top chamber 
210 and bottom chambers 220 as the cells going through the 
pores in the membranes 23 0. The impedance change is moni­
tored by the impedance analyzer 240. 

FIG. 3 illustrates resistance and capacitive reactance for 8 
different types of electrodes attached with or without NIH 
3T3 cells. The impedance indicated in the Y direction of 
FIGS. 3-7, 10, 11 is resistance and the capacitance indicated 
in the Y direction of FIGS. 16 through 29 is capacitive reac­
tance. The unit for both resistance and capacitive reactance is 
Ohm. 

45 16-unite device and connection with an impedance analyzer. 
FIG. 14 is a schematic representation of cell migration/ 

invasion measurement device, including, top chamber 10, 
trans-well membrane 20 with impedance-based counting 
electrodes or electrode arrays 25, and bottom chamber 30. 

50 Electrode arrays 25 are on the bottom surface of the trans-well 
membrane 20, facing the bottom chamber 30. Impedance 
analyzer or impedance measurement circuits 60 are opera­
tively connected to the electrodes 25 through certain electric 
connection cables/wires or other methods for monitoring cell 

55 numbers on the electrodes. The impedance change of the 
electrodes as a result of adhesion of cells that have migrated 
from the top chamber reflects the numberof the cells migrated 
from the top chamber. 

FIG. 4 illustrates quantitative measurement of cells using 60 

the 3B electrode. 

FIG. 15 is a schematic representation of electrode geom­
etries that can be used in FIG. 14 for monitoring cell migra­
tion/invasion. 15(A), interdigitated, parallel line electrode 
array, where the electrode width can be larger, equal to, or 
smaller than the electrode gaps; 15(8) castellated, offset elec­
trode structures; 15(C) electrode structures with disc elec-

FIG. 5 illustrates real time monitoring of NIH 3 T3 and PAE 
cell proliferation using the 3C and 3B electrodes. 

FIG. 6 illustrates impedance comparison among four dif­
ferent cell types using the 3C electrode. 

FIG. 7 illustrates reproducibility of impedance measure­
ment. 

65 trodes added on the electrode lines; 15(D) castellated, straight 
electrode structures; 15(E) sinusoidal electrode structures; 
15(F) concentric electrode structure. The characteristic 
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be contact-connected to needle-shaped or other shaped con­
nection points (1750) located in the bottom chambers. 

FIG. 18 is a cross-sectional view of cell migration/invasion 
apparatuses of FIG. 17, illustrating the impedance measure­

s ment of the electrode structures located on the membrane of 

dimension of the electrodes can be as small as less than 10 
microns, or as large as over several hundred microns. The 
total active electrode area can be of different shapes such as 
regular shapes like rectangular shapes (FIGS. 15(A), 15(8), 
15(E)), or circle-like shapes (FIGS. 15(C), 32(D)), or other 
regular or irregular shapes. Preferably, the total electrode­
region area (the area including the electrodes and the gaps 
between the electrodes) covers nearly the complete bottom 
surface of the top chamber. Electrode structures are con­
nected to impedance measurement circuits (e.g. an imped- 10 

ance analyzer) via connection pads (as illustrated in FIGS. 
15(A) and 15(8)) that are either directly linked to electrode 
elements (FIG. 15(A), FIG. 15(C) and FIG. 15(E)) or con­
nected to electrode elements through additional electrical 
connection (FIG. 15(8) and FIG. 15(D)). In FIGS. 15(A), (C) 15 

and (E), connection pads are also the electrically-conducting 
connection paths that connect electrode elements within an 
electrode structure. 

FIG. 16 is a schematic representation of an apparatus that 
comprises multiple top chambers (1610) and bottom cham- 20 

bers (1630). In this case, multiple top chambers (1610) are 
bonded to the membrane (1620) that have pores of appropri-

each insert well prior to cell migration through pores on the 
membrane (top panel, impedance is Z0 ) and after cell inva­
sion/migrayion through pores on the membrane (bottom 
panel, impedance is Zce1z)-

FIG. 19 is a schematic representation of an apparatus that 
comprises multiple top chambers (1910), trans-well mem­
brane 1920, and bottom chambers (1930). In this case, mul­
tiple top chambers (1910) are bonded to the membrane (1920) 
that have pores of appropriate sizes for cell migration or 
invasion. Each top chamber ( e.g., 191 Oa) has a corresponding 
bottom chamber (e.g., 1930a). For each bottom chamber, 
there are electrode structures on the bottom surface of the 
bottom chamber, facing the top chamber. In operation, the 
electrode structures in the bottom chamber are connected to 
the impedance measuring circuits or instrument via different 
methods for measuring cells attached and/or adhered to the 
electrodes. The monitored impedance can reflect the number 
of cells migrated from the top chamber to the bottom cham­
ber. 

FIG. 20 is a schematic representation of an apparatus that 
comprises multiple sites for cell migration and invasion mea­
surements. A bottom plate (2030) comprises multiple bottom 
chambers. Electrode structures are fabricated or incorporated 
into the bottom surface of each bottom chamber, facing the 
top chamber. A top plate (2010) comprises multiple insert 
wells (2015). The bottom surface of each insert well is a 
membrane. In operation, the top plate (2010) is placed into the 
bottom plate (2030). The electrode structures on the bottom 
surface of each bottom chamber are connected to the imped­
ance measuring instruments via various methods. 

FIG. 21 is a cross-sectional view of cell migration/invasion 
apparatuses of FIG. 20, illustrating the impedance measure­
ment of the electrode structures located in the bottom cham­
bers prior to cell migration through pores on the membrane 
(top panel, impedance is Z0 ) and after cell invasion/migration 
through pores on the membrane (bottom panel, impedance is 
Zee/I) 

ate sizes for cell migration or invasion. Each top chamber 
(e.g., 1610a) has a corresponding bottom chamber (e.g., 
1630a). For each top chamber, there are electrode structures 25 

on the bottom surface of the membrane, facing the bottom 
chamber. In operation, the electrode structures on the mem­
brane are connected to the impedance measuring instrument 
via different methods. For example, electrode structures are 
connected via conductive traces or paths on the membrane to 30 

connection pads at the edges of the membranes. Connection 
pads can be connected to impedance measuring instrument 
through different methods. In one approach, electrical wires 
that are in operative connection with impedance measuring 
instrument or circuits can be soldered or bonded via conduc- 35 

tive bonding to these connection pads. There are also various 
embodiments for the top chambers. In one embodiment, mul­
tiple top chambers may be individually separated and become 
connected only after they are bonded to the same membrane 
(1620). In another embodiment, multiple top chambers are 40 

interconnected and are manufactured together (for example, 
multiple top chambers are plastics and manufactured by 
injection molding). The one piece of these top chambers is 
then bonded to the membrane. 

FIG. 22 shows comparison in invasion and migration 
activities between noninvasive NIH 3T3 cells and invasive 

45 HT1080 cells on cell migration devices where the electrode 
structures were incorporated onto the bottom surface of the 
lower chamber, as illustrated in FIG. 8. 

FIG. 17 is a schematic representation of an apparatus that 
comprises multiple sites for cell migration and invasion mea­
surements. A bottom plate (1730) comprises multiple bottom 
chambers. A top plate (1710) comprises multiple insert wells 
(1715). The bottom surface of each insert well is a membrane 
(1720) that has electrode structures on the bottom surface, 
facing the bottom chamber. In operation, the top plate (1710) 
is placed into the bottom plate (1730). The electrode struc­
tures on the bottom surface of each insert well are connected 
to the impedance measuring instruments via various methods. 
For example, electrode structures on the bottom surface of the 
membrane can be connected to connection points (1790) 
located on the outer edges of the inert wells through electri­
cally-conductive paths (1780) located along the outside of the 
insert wells. The connection points (1790) may further be 
connected to connection pads (1795) located on the bottom 
plate when the inserts wells are inserted into the bottom plate. 
The connection pads (1795) located on the bottom plate may 
be operatively connected to the impedance measuring cir­
cuits. In another example, electrode structures on the bottom 
surface of the membrane can be connected to connection pads 
(not shown) located on the membrane. When the insert wells 
are inserted into the bottom plate, such connection pads can 

FIG. 23(A) shows the comparison in invasion and migra­
tion activity between noninvasive NIH 3 T3 cells and invasive 

so HT1080 cells on cell migration devices (FIG. 23(8)) where 
the electrode structures were built onto the microporous 
membrane of the insert (similar to the structures shown in 
FIG. 16). 

FIG. 24 shows results ofreal time monitoring of the inhibi-
55 tory effect of doxycycline on cancer cell invasion and migra­

tion using cell migration devices where the electrode struc­
tures were built onto the microporous membrane of the insert 
(similar to the structures shown in FIG. 16). (A) A time and 
dose-dependent inhibition of HT! 080 cell invasion and 

60 migration by doxycycline. (8) Real-time monitoring of the 
dynamic inhibitory effect of doxycycline on HT! 080 cell 
invasion and migration using a fully automated instrment 
with software controlled data acquisition for impedance mea­
surement. As indicated in FIG. 24(8), the migration process 

65 was continuously monitored every 15 min. 
FIG. 25(A) shows typical frequency spectra of measured 

resistance for circle-on-line electrode structures fabricated on 
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glass substrates under two conditions: (a), open symbol, 
shortly after (within 10 minutes, cells had not attached yet to 
the electrode and substrate surfaces) the tissue culture 
medium containing HT1080 cells was added to a well con­
taining the electrode structure; (b) solid symbol, 2 h 40 min- 5 

utes ( cells were attached to the electrode and substrate sur­
faces) after the culture medium containing HT1080 cells 
were added to the wells containing the electrode structures on 
the well bottom surface. During the 2 h 40 minutes period, the 
well was placed into a tissue culture incubator that was set at 10 

37° C. and 5% CO2 level. The electrode structure is of 38 
design where the line width is 30 micron, the gap between 
lines is 80 micron and the continuous circles on the lines have 
90 micron in diameter. In this example, the total area covered 
the electrodes and the gaps between the electrodes corre- 15 

spond to a circle of3 mm in diameter. The electrode structure 
on the glass substrate forms a bottom of a conical shaped well 
where the top diameter of the well is about 6.5 mm in diameter 
whereas the bottom diameter is about 5 mm. For the experi­
ment, total 100 micro liter volume of the tissue culture 20 

medium containing about 7000 HT 1080 cells was added to 
the wells comprising the electrode structure on the bottom of 
the well. 

10 
ment, total 100 microliter volume of the tissue culture 
medium containing about 3200 HT 1080 cells was added to 
the wells comprising the electrode structure on the bottom of 
the well. 

FIG. 26(8) shows a frequency spectrum of measured reac­
tance for the same electrode structures under two same con­
ditions as in FIG. 26(A). Note that the absolute magnitude of 
the reactance was plotted in log scale (in the same way as the 
curves in FIG. 16). Except for high frequencies ofl MHz and 
about 580 kHz, the reactance was negative ( capacitance reac­
tance) for the electrode structures measured shortly after 
(within 10 minutes) the tissue culture medium containing 
HT! 080 cells was added to the well containing the electrode 
structures. For the reactance measured at 2 h 40 minutes after 
cell suspension was added into the well containing the elec­
trode structures, the reactance was negative throughout the 
frequency range measured between 100 Hz and 1 MHz. 

FIG. 26(C) shows the frequency spectrum of the ratio of 
resistance measured with cell-attached onto the electrode 
surfaces to the resistance measured without cells-attached for 
the results illustrated in FIG. 26(A). 

FIG. 26(D) shows The frequency spectrum of the ratio of 
reactance measured with cell-attached onto the electrode sur­
faces to the resistance measured without cells-attached for the 
results illustrated in FIG. 26(A). Note that for this calculation 
ofreactance ratio, the polarity of the reactance (i.e., capaci­
tance and inductive reactance) was taken into account. 

FIG. 27(A) shows typical frequency spectra of measured 
resistance for circle-on-line electrode structures fabricated on 
glass substrates under two conditions: (a), open symbol, 
shortly after (within 10 minutes, cells had not attached yet to 
the electrode and substrate surfaces) the tissue culture 
medium containing HT1080 cells was added to a well con­
taining the electrode structure; (b) solid symbol, 2 h 40 min-

FIG. 25(8) shows a frequency spectrum of measured reac­
tance for the same electrode structures under two same con- 25 

ditions as in FIG. 25(A). Note that the absolute magnitude of 
the reactance was plotted in log scale (in the same way as the 
curves in FIG. 16). Except for high frequencies of 1 MHz and 
about 580 kHz, the reactance was negative ( capacitance reac­
tance) for the electrode structures measured shortly after 30 

(within 10 minutes) the tissue culture medium containing 
HT! 080 cells was added to the well containing the electrode 
structures. For the reactance measured at 2 h 40 minutes after 
cell suspension was added into the well containing the elec­
trode structures, the reactance was negative throughout the 
frequency range measured between 100 Hz and 1 MHz. 

35 utes ( cells were attached to the electrode and substrate sur­
faces) after the culture medium containing HT 1080 cells 
were added to the wells containing the electrode structures on 
the well bottom surface. During the 2 h 40 minutes period, the 
well was placed into a tissue culture incubator that was set at 

FIG. 25(C) shows the frequency spectrum of the ratio of 
resistance measured with cell-attached onto the electrode 
surfaces to the resistance measured without cells-attached for 
the results illustrated in FIG. 25(A). 

FIG. 25(D) shows the frequency spectrum of the ratio of 
reactance measured with cell-attached onto the electrode sur­
faces to the resistance measured without cells-attached for the 
results illustrated in FIG. 25( A). Note that for this calculation 
ofreactance ratio, the polarity of the reactance (i.e., capaci­
tance and inductive reactance) was taken into account. 

40 37° C. and 5% CO2 level. The electrode structure is of 38 
design where the line width is 30 micron, the gap between 
lines is 80 micron and the continuous circles on the lines have 
90 micron in diameter. In this example, the total area covered 
the electrodes and the gaps between the electrodes corre-

45 spond to a circle of3 mm in diameter. The electrode structure 
on the glass substrate forms a bottom of a conical shaped well 
where the top diameterof the well is about 6.5 mm in diameter 
whereas the bottom diameter is about 5 mm. For the experi­
ment, total 100 microliter volume of the tissue culture 

FIG. 26(A) shows typical frequency spectra of measured 
resistance for circle-on-line electrode structures fabricated on 
glass substrates under two conditions: (a), open symbol, 
shortly after (within 10 minutes, cells had not attached yet to 
the electrode and substrate surfaces) the tissue culture 
medium containing HT1080 cells was added to a well con­
taining the electrode structure; (b) solid symbol, 2 h 40 min­
utes ( cells were attached to the electrode and substrate sur­
faces) after the culture medium containing HT1080 cells 55 

were added to the wells containing the electrode structures on 
the well bottom surface. During the 2 h 40 minutes period, the 
well was placed into a tissue culture incubator that was set at 
37° C. and 5% CO2 level. The electrode structure is of 38 
design where the line width is 30 micron, the gap between 60 

lines is 80 micron and the continuous circles on the lines have 

50 medium containing about 500 HT 1080 cells was added to the 
wells comprising the electrode structure on the bottom of the 
well. 

90 micron in diameter. In this example, the total area covered 
the electrodes and the gaps between the electrodes corre­
spond to a circle of3 mm in diameter. The electrode structure 
on the glass substrate forms a bottom of a conical shaped well 65 

where the top diameter of the well is about 6.5 mm in diameter 
whereas the bottom diameter is about 5 mm. For the experi-

FIG. 27(8) shows a frequency spectrum of measured reac­
tance for the same electrode structures under two same con­
ditions as in FIG. 27(A). Note that the absolute magnitude of 
the reactance was plotted in log scale (in the same way as the 
curves in FIG. 16). Except for high frequencies ofl MHz and 
about 580 kHz, the reactance was negative ( capacitance reac­
tance) for the electrode structures measured under both con-
ditions. 

FIG. 27(C) shows the frequency spectrum of the ratio of 
resistance measured with cell-attached onto the electrode 
surfaces to the resistance measured without cells-attached for 
the results illustrated in FIG. 27(A). 

FIG. 27(D) shows The frequency spectrum of the ratio of 
reactance measured with cell-attached onto the electrode sur­
faces to the resistance measured without cells-attached for the 
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results illustrated in FIG. 25( A). Note that for this calculation 
ofreactance ratio, the polarity of the reactance (i.e., capaci­
tance and inductive reactance) was taken into account. 

12 
tion from any two adjacent elements is about the same. So no 
matter where the cells are landed, their contribution to the 
impedance change remains to be the same. 

FIG. 28(A) shows the frequency spectra of resistance-ratio 
for different numbers of cells added into the wells comprising 
the same types of circle-on-line electrode structures (elec­
trode geometry 3B). FIG. 28(A) is a summary of the fre­
quency spectra shown in FIGS. 25(C), 26(C) and 27(C). One 
method to calculate "cell number index" is based on such 
frequency spectra of resistance ratios by first determining the 
maximum value of the resistance ratio and then subtracting 
"one" from the maximum value. The "cell number indices" 
calculated this way for adding cells of different numbers of 
7000, 3200 and 500 are 5.17, 1.82 and 0.17, respectively. 
Evidently, the larger the number of cells, the larger the cell 
number index. 

Convenient method for the electrode connection allows for 
5 the easy scale up of multiple sensors on a single slide. 

For certain embodiment of the electrodes used in the 
impedance sensing, there is a non-uniform electrical field 
distribution. This has been demonstrated and shown in many 
dielectrophoresis literature where under certain electrical and 

10 cell suspension conditions, cells will experience so-called 
dielectrophoresis forces and be moved either towards or away 
from the edge of the electrode elements. For example, fol­
lowing literatures clearly demonstrated these effects for vari­
ous electrodes: "Selective dielectrophoretic confinement of 

15 bioparticles in potential energy wells", by Wang X-B et al, J. 
Phys. D: Appl. Phys. Vol. 26: pages 1278-1285, 1993; "Posi­
tive and negative dielectrophoretic collection of colloidal par­
ticles using interdigitated castellated microelectrodes", by 
Pethig R. et al, J. Phys. D:Appl. Phys. Vol. 25: pages 881-888, 

FIG. 28(8) shows the frequency spectra of reactance-ratio 
for different numbers of cells added into the wells comprising 
the same types of circle-on-line electrodes ( electrode geom­
etry 3B). FIG. 28(A) is a summary of the frequency spectra 
shown in FIGS. 25(D), 26(1)) and 27(D). 

MODES OF CARRYING OUT THE INVENTION 

20 1992. Furthermore, the following theoretical paper provides 
additional information as for the non-uniform field distribu­
tion in interdigitated electrodes: "A theoretical method of 
electrical field analysis for dielectrophoretic electrode arrays 

For clarity of disclosure, and not by way of limitation, the 25 

detailed description of the invention is divided into the sub­
sections that follow. 

using Greens's theorem", by Wang X-J et al, J. Phys. D: Appl. 
Phys. Vol. 29: pages 1649-1660, 1996. 

Table 1 shows a comparison between result MTT assay and 
cell impedance sensing measurement. For this experiment, a 
glass slide having 16 electrode units ( each of electrode units 
has a 3B geometry, see Table 2 below) was used. A plastic 

The cell-based assay with impedance sensing using the 
disclosed apparatuses and systems provide a non-invasive 
measurement so that the cells can be monitored in real-time, 
continuously, and the cells can be used for other cell-based or 
molecular-based assays after the impedance-based sensing. 
The disclosed apparatuses and systems can provide kinetic 
information as for the cell number, cell biological status (in­
cluding their attachment status, status, viability, etc.). In addi­
tion, the measurement process can be label-reagent free, thus 
saving the cost for labeling reagents and also saving the labor 
effort involved in handling and adding those labeling 
reagents. Furthermore, the entire measurement process can 

30 strip having 16 wells with a bottom diameter of 5 mm was 
mounted onto the glass slides by using the liquid adhesive. 
HT 1080 cells with different numbers were seeded into dif­
ferent wells in the 16xdevice. The cell number indices were 
derived by calculating the maximum relative change in the 

35 serial resistance measured for each electrode unit. Table 1 
shows the cell number indices at time point of 2.5 h after the 
cell seeding. The well surfaces (including the electrode sur­
faces were pre-coated with fibronectin by soaking fibronectin 
solution of a concentration of 50 µg/ml (micro-gram per mL) 
in the wells for 1 hour. The experiments were stopped at 2.5 h 
after the impedance measurement. The cells in the same 
device were used for MTT assay for the comparison. To do the 
MTT assay, 10 ul ofMTT reagent solution was added to each 
well. The reaction was incubated for 4 hours at 37° C. fol-

be computer-controlled and fully automated. The researchers 40 

need only to seed cells and to add appropriate compounds or 
media for the required assay process. Finally, the measure­
ment system is accurate with high re-producibility and 
repeatability. It can also be very sensitive, expressed in the 
number of the cells per unit area ( e.g., about 5 cells/mm 2 ). 45 lowed by adding 100 ul/well stop solution. After adding stop 

solution, the reaction was continuously incubated for 12 
hours at 37° C. to solubilize the insoluble purple formazan 
crystals formed during the MTT reaction. The color density in 
the device was then measured on a Molecular Device, 

A large percentage of the cells added into the wells of the 
disclosed embodiments are monitored for their contribution 
to the impedance change between the electrodes in the appa­
ratuses of the present application. This is achieved by a large 
ratio of the electrode width to the electrode gap and also by, in 
one embodiment of the apparatuses of the present invention, 
sensing electrodes covers the entire area of a well in the plate. 
These embodiments resulting in more cells being monitored 
for their contribution to the impedance change between the 
electrodes have the advantage of reducing experimental 55 

variation between different wells within a single plate or 
between wells in different plates. This also improves the 
measurement accuracy and sensitivity when a small number 

50 96xplate reader at a wavelength of 550 nm. A reference 
absorbance (at a wavelength of 650 nm.) was used to measure 
nonspecific readings. 

of cells are used in the assay. 
The electrode width, gap width and the electrode element 60 

distribution are chosen so that the electrical field distribution 
is relatively less non-uniform. For example, it is designed that 
given any two adjacent electrode elements each of which is on 
a separate electrode structure, the sum of the electrical resis­
tances between each of the two elements to their correspond- 65 

ing connection pads remain nearly-constant for any given two 
adjacent electrode elements. Thus, the impedance contribu-

Well ID 

Bl 
Cl 
D1 
El 
Fl 
G1 
H1 
H2 
G2 
F2 
E2 

Cell 
nwnber 

1.54E+04 
1.19E+04 
9.13E+03 
7.03E+03 
5.41E+03 
4.17E+03 
3.21E+03 
2.47E+03 
1.90E+03 
1.47E+03 
1.13E+03 

TABLE 1 

Cell number 
index MTT readout 

4.74E+00 1.43E+00 
4.71E+00 1.43E+00 
3.73E+00 1.18E+00 
5.80E+00 1.0lE+00 
4.41E+00 9.40E-01 
2.79E+00 7.62E-01 
1.59E+00 6.86E-01 
7.99E-01 5.99E-01 
6.94E-01 5.39E-01 
7.67E-01 4.29E-01 
5.89E-01 3.83E-01 
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TABLE I-continued 

Cell Cell number 
Well ID nwnber index 

D2 8.69E+02 3.61E-01 
C2 6.69E+02 2.62E-01 
B2 5.15E+02 1.39E-01 
A2 3.97E+02 1.51E-01 
Al 0.00E+00 9.38E-02 

A. Definitions 

MTT readout 
5 

3.30E-01 
3.14E-01 
2.48E-01 
2.54E-01 
2.38E-01 

10 

14 
ecule or biochemical, or a biochemical derived from or based 
on one or more naturally occurring biomolecules or bio­
chemicals. For example, a biomolecular coating can com­
prise an extracellular matrix component ( e.g., fibronectin, 
collagens), or a derivative thereof, or can comprise a bio­
chemical such as poly lysine orpolyomithine, which are poly­
meric molecules based on the naturally occurring biochemi­
cals lysine and ornithine. Polymeric molecules based on 
naturally occurring biochemicals such as amino acids can use 
isomers or enantiomers of the naturally-occuring biochemi-
cals. 

An "extracellular matrix component" is a molecule that 
occurs in the extracellular matrix of an animal. It can be a 
component of an extracellular matrix from any species and 

For clarity of disclosure, and not by way of limitation, the 
detailed description of the invention is divided into the sub­
sections that follow. 15 from any tissue type. Nonlimiting examples of extracellular 

matrix components include laminins, collagens fibronectins, 
other glycoproteins, peptides, glycosaminoglycans, pro­
teoglycans, etc. Extracellular matrix components can also 

Unless defined otherwise, all technical and scientific terms 
used herein have the same meaning as is commonly under­
stood by one of ordinary skill in the art to which this invention 
belongs. All patents, applications, published applications and 
other publications referred to herein are incorporated by ref- 20 

erence in their entirety. If a definition set forth in this section 
is contrary to or otherwise inconsistent with a definition set 
forth in the patents, applications, published applications and 
other publications that are herein incorporated by reference, 
the definition set forth in this section prevails over the defi- 25 

nition that is incorporated herein by reference. 

include growth factors. 
An "electrode" is a structure having a high conductivity, 

that is, a conductivity much higher than surrounding material. 
As used herein, an "electrode structure" refers to a single 

electrode, particularly one with a complex structure (as, for 
example, a spiral electrode structure), or a collection of at 
least two electrode elements that are electrically connected 
together. All the electrode elements within an "electrode 
structure" are electrically connected. As used herein, "a" or "an" means "at least one" or "one or 

more." 
As used herein, "at least two electrodes fabricated to a same 

plane of the substrate" means that, if the insulating substrate 
has multiple layers, the at least two electrodes are fabricated 
to the same layer of the substrate. 

As used herein, "electrode element" refers to a single struc-
30 tural feature of an electrode structure, such as, for example, a 

fingerlike projection of an interdigitated electrode structure. 

As used herein, "membrane" is a sheet of material. As used 
herein, "membrane" is a sheet of material. 

As used herein, "biocompatible membrane" means a mem- 35 

brane that does not have deleterious effects on cells, including 
the viability, attachment, spreading, motility, growth, or cell 
division. 

As used herein, an "electrode structure unit" is two or more 
electrode structures that are constructed to have dimensions 
and spacing such that they can, when connected to a signal 
source, operate as a unit to generate an electrical field in the 
region of spaces around the electrode structures. Preferred 
electrode structure units of the present invention can measure 
impedance changes due to cell attachment to an electrode 
surface. Non-limiting examples of electrode structure units 

40 are interdigitated electrode structure units and concentric 
electrode structure units. 

When a suspension of viable, unimpaired, epithelial or 
endothelial cells is added to a vessel, a surface of the vessel "is 
suitable for cell attachment" when a significant percentage of 
the cells are adhering to the surface of the vessel within twelve 
hours. Preferably, at least 50% of the cells are adhering to the 
surface of the vessel within twelve hours. More preferably, a 
surface that is suitable for cell attachment has surface prop- 45 

erties so that at least 70% of the cells are adhering to the 
surface within twelve hours of plating (i.e., adding cells to the 
vessel). Even more preferably, the surface properties of a 
surface that is suitable for cell attachment results in at least 
90% of the cells adhering to the surface within twelve hours 50 

of plating. Most preferably, the surface properties of a surface 
that is suitable for cell attachment results in at least 90% of the 
cells adhering to the surface within eight, six, four, two hours 
of plating._ To have desired surface properties for cell attach­
ment, the surface may need to chemically-treated (e.g. treat­
ment with an acid and/or with a base), and/or physically 
treated (e.g. treatment with plasma), and/or biochemically 
treated (e.g. coated with one or more molecules or biomol­
ecules that promotes cell attachment). In the present inven­
tion, a biocompatible surface (such as a membrane) prefer­
ably is suitable for the attachment of cells of the type that are 
to be used in an assay that uses the biocompatible surface 
( e.g., membrane), and most preferably, allows the attachment 
of at least 90% of the cells that contact the biocompatible 
surface during the assay. 

A "biomolecular coating" is a coating on a surface that 
comprises a molecule that is a naturally occurring biomol-

"Electrode traces" are electrically conductive paths that 
extend from electrodes or electrode elements or electrode 
structures toward one end or boundary of a device or appara­
tus for connecting the electrodes or electrode elements or 
electrode structures to a signal source. The end or boundary of 
a device may correspond to the connection pads on the device 
or apparatus. 

As used herein, "the at least two electrodes ( electrode 
arrays) have substantially same surface area" means that the 
surface areas of any electrodes ( electrode arrays) are not 
substantially different from each other so that the impedance 
change due to cell attachment or growth on the larger elec­
trode ( electrode array) will contribute to the overall detect-

55 able change in impedance to a same or similar degree as the 
impedance change due to cell attachment or growth on the 
smaller electrodes ( electrode arrays). In other words, both 
larger electrodes ( electrode arrays) and smaller electrode 
( electrode arrays) contribute to overall change in impedance 

60 upon cell attachment or growth on these electrodes. Ordi­
narily, the ratio of surface area between the largest electrode 
(electrode array) and the smallest electrode (electrode array) 
is less than 10. Preferably, the ratio of surface area between 
the largest electrode (electrode array) and the smallest elec-

65 trade (electrode array) is less than 5, 4, 3, 2, 1.5, 1.2 or 1.1. 
More preferably, the at least two electrodes ( electrode arrays) 
have nearly identical or identical surface area. 
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"Interdigitated" means having projections coming one 
direction that interlace with projections coming from a dif­
ferent direction in the manner of the fingers of folded hands 
(with the caveat that interdigitated electrode elements prefer­
ably do not contact one another). 

As used herein, "the apparatus has a surface suitable for 
cell attachment or growth" means that the electrode and/or 
non-electrode area of the apparatus has appropriate physical, 
chemical or biological property so that desirable cells can 
viably attach on the surface and can keep attaching, while 
growing, on the surface of the apparatus. However, it is 1:ot 
necessary for the apparatus, or the surface thereof, contams 
any substances necessary for cell viability or growth. These 
necessary substances, e.g., nutrients or growth factors, can be 
supplied in a medium. Preferably, when a suspension of 
viable, unimpaired, epithelial or endothelial cells is added to 
the "surface suitable for cell attachment" when at least 50% of 
the cells are adhering to the surface within twelve hours. More 
preferably, a surface that is suitable for cell attachment ~as 
surface properties so that at least 70% of the cells are adhenng 
to the surface within twelve hours of plating (i.e., adding cells 
to the chamber or well that comprises the said device). Even 
more preferably, the surface properties of a surface that is 
suitable for cell attachment results in at least 90% of the cells 
adhering to the surface within twelve hours of plating. Most 
preferably, the surface properties of a surface that is suita?le 
for cell attachment results in at least 90% of the cells adhenng 
to the surface within eight, six, four, two hours of plating. 

As used herein, "detectable change in impedance between 
or among the electrodes" means that the impedance between 
or among the electrodes would have a significant change that 
can be detected by an impedance analyzer or impedance 
measurement circuit when cells attach or grow on surfaces of 
the apparatus. The impedance change refers to the difference 
in impedance values when a surface of the apparatus has cells 
attached or grown on and when a surface of the apparatus does 
not have cells attached or grown on. Ordinarily, the change in 
impedance is larger than 0.1 % to be detectable. Preferably, 
the detectable change in impedance is larger than 1 %, 2%, 
5%, 8%. More preferably, the detectable change in imped­
ance is larger 10%. Impedance between or among electrodes 
is typically a function of the frequency of the applied electric 
field for measurement. "Detectable change in impedance 
between or among the electrodes" does not require the imped­
ance change at all frequencies being detectable. "Detectable 
change in impedance between or among the electrodes" only 
requires a detectable change in impedance at any single fre­
quency or multiple frequencies. In addition, impedance has 
two components, resistance and reactance (reactance can be 
divided into two categories, capacitive reactance and induc­
tive reactance ). "Detectable change in impedance between or 
among the electrodes" requires only that either one of resis­
tance and reactance has a detectable change at any single 
frequency or multiple frequencies. 

As used herein, "the at least two electrodes have substan­
tially different surface areas" means that the surface areas of 
any electrodes are not similar to each other so that the imped­
ance change due to cell attachment or growth on the larger 
electrode will not contribute to the overall detectable imped­
ance to a same or similar degree as the impedance change due 
to cell attachment or growth on the smaller electrodes. Pref­
erably, any impedance change due to cell attachment or 
growth on the larger electrode is significantly smaller than the 
impedance change due to cell attachment or growth on the 
smaller electrode. Ordinarily, the ratio of surface area 
between the largest electrode and the smallest electrode is 

16 
more than 10. Preferably, the ratio of surface area between the 
largest electrode and the smallest electrode is more than 20, 
30, 40, 50 or 100. 

As used herein, a "high probability of contacting an elec-
5 trade element" means that, if a cell is randomly positioned 

within the sensor area of a device or apparatus of the present 
invention, the probability of a cell ( or particle) contacting on 
an electrode element, calculated from the average diameter of 
a cell used on or in a device or apparatus of the present 

10 invention, the sizes of the electrode elements, and the size of 
the gaps between electrode elements, is greater than about 
50%, more preferably greater than about 60%, yet more pref­
erably greater than about 70%, and even more preferably 
greater than about 80%, greater than about 90%, or greater 

15 than about 95%. 
An "insert tray" is a structure that comprises one or more 

depressions, or wells (hereinafter called "inserts") that can fit 
into a fluid container or, if the insert tray comprises multiple 
inserts, multiple fluid containers or a multiwell plate, such 

20 that the one or more inserts of the insert tray form chambers 
within the fluid container or wells of a multiwell plate. In 
some aspects of the present invention, an insert tray com­
prises at least one device of the present invention forming the 
bottom of at least one insert, such that the chamber formed by 

25 the insert when it is placed in a fluid container has as its 
bottom surface a nonconducting substrate that comprises at 
least one electrode. 

As used herein, "dose-response curve" means the depen­
dent relationship of response of cells on the dose concentra-

30 tion of a test compound. The response of cells can be mea­
sured by many different parameters. For example, a test 
compound is suspected to have cytotoxicity and cause cell 
death. Then the response of cells can be measured by percent­
age of non-viable ( or viable) cells after the cells are treated by 

35 the test compound. 
As used herein, "sample" refers to anything which may 

contain a moiety to be isolated, manipulated, measured, quan­
tified, detected or analyzed using apparatuses, microplates or 
methods in the present application. The sample may be a 

40 biological sample, such as a biological fluid or a biological 
tissue. Examples of biological fluids include urine, blood, 
plasma, serum, saliva, semen, stool, sput~m, ce~ebra! spi~al 
fluid, tears, mucus, anmiotic fluid or the hke. B10log1cal tis­
sues are aggregates of cells, usually of a particular kind 

45 together with their intercellular substance that form one of the 
structural materials of a human, animal, plant, bacterial, fun­
gal or viral structure, including connective, epithelium, 
muscle and nerve tissues. Examples of biological tissues also 
include organs, tumors, lymph nodes, arteries and individual 

50 cell(s). The biological samples may further include cell sus­
pensions, solutions containing biological molecules ~ e.g. pro­
teins, enzymes, nucleic acids, carbonhydrates, chemical mol­
ecules binding to biological molecules). 

As used herein, a "liquid (fluid) sample" refers to a sample 
55 that naturally exists as a liquid or fluid, e.g., a biological fluid. 

A "liquid sample" also refers to a sample that naturally exists 
in a non-liquid status, e.g., solid or gas, but is prepared as a 
liquid, fluid, solution or suspension containing the solid or 
gas sample material. For example, a liq~id samp!e. can 

60 encompass a liquid, fluid, solution or suspens10n contammg a 
biological tissue. 

B. Apparatuses and Methods for Monitoring Cell Migration 
In one aspect, the present invention is directed to an appa-

65 ratus for monitoring cell migration or invasion, which appa­
ratus comprises: a) an upper chamber for placing migrating or 
invasive cells or cells suspected of being migrating or inva-
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sive; b) a lower chamber comprising at least two electrodes; c) 
a biocompatible membrane comprising multiple holes of a 
suitable size for allowing said migrating or invasive cells to go 
through, said membrane connected to said upper and lower 
chambers and separating said upper chamber and lower 5 

chamber from each other, wherein said migrating or invasive 
cells move through said holes of said membrane and contact 
and/or attach to said electrodes of said lower chamber to 
generate a change of impedance between or among the elec­
trodes that can be used to monitor migration or invasion of 10 

said cells. 
In these aspects of the present invention that comprise an 

upper and lower chamber separated by a membrane having 
holes through which migrating or invasive cells can move, in 
which the lower chamber comprises at least two electrodes, 15 

the at least two electrodes of the lower chamber preferably are 
on the upper surface of the bottom of the lower chamber. In 
some embodiments of these aspects, the membrane com­
prises one or more moieties on its lower surface that prevents 
cell attachment. Non-limiting example of such moieties may 20 

be certain formulations of polyethylene glycol. In other 
embodiments, the membrane is treated either chemical ( e.g., 
acid treatment) or physically (e.g., certain radiation such as 
plasma radiation) or biologically (e.g. certain coatings of 
biomolecules) so that the lower surface of the membrane 25 

prevents cell attachment and has minimized cell attachment 
effects. In these aspects, attachment of cells that have moved 
through the membrane to the bottom of the lower chamber 
results in an impedance change over electrodes on the surface 
of the lower chamber bottom. 30 

FIG. 19 and FIG. 20 show two exemplary embodiments of 
the apparatuses comprising multiple sites for cell migration 
and invasion. In FIG. 19, the apparatuses comprise multiple 
top chambers (1910), a trans-well membrane 1920, and mul­
tiple bottom chambers (1930). Multiple top chambers (1910) 35 

are bonded to the membrane (1920) that have pores of appro­
priate sizes for cell migration or invasion. Each top chamber 
(e.g., 1910a) has a corresponding bottom chamber (e.g., 
1930a). For each bottom chamber, there are electrode struc­
tures on the bottom surface of the bottom chamber, facing the 40 

top chamber. The configuration of the bottom chambers com­
prising electrode structures is the same as, or similar to, the 
apparatuses described in Section B, above, for monitoring 
and/or measuring cell-substrate impedance. Thus, the 
descriptions of apparatuses, multi-well plates, the methods to 45 

construct multi-well plates with the electrode-comprising 
substrates and the methods to connect electrode structures to 
external impedance measuring circuits described in section 

18 
taring and/or measuring cell-substrate impedance. Thus, the 
descriptions of apparatuses, multi-well plates, the methods to 
construct multi-well plates with the electrode-comprising 
substrates and the methods to connect electrode structures to 
external impedance measuring circuits described in section 
B, above, also apply to the lower chambers and the bottom 
plate here for monitoring cell migration/invasion. In opera­
tion, the top plate (2010), which has been loaded with cells for 
migration/invasion assay in appropriate buffer or medium is 
placed into the bottom plate (2030), which has been loaded 
with buffers or media comprising appropriate reagents. The 
electrode structures on the bottom surface of each bottom 
chamber can be connected to the impedance measuring cir­
cuits or instruments via various methods. 

In yet another aspect, the present invention is directed to an 
apparatus for monitoring cell migration or invasion, which 
apparatus comprises: a) an upper chamber for placing migrat­
ing or invasive cells or cells suspected of being migrating or 
invasive, said upper chamber comprising an electrode; b) a 
lower chamber comprising an electrode; c) a biocompatible 
membrane comprising at least one hole of a suitable size 
allowing migrating or invasive cells to go through, said mem­
brane connected to said upper and lower chambers and sepa­
rating said upper chamber and lower chamber from each 
other, wherein migrating or invasive cells move through the 
one or more holes of said membrane which results in a change 
of impedance between the electrodes in the upper and lower 
chambers that can be used to monitor migration or invasion of 
the cells. 

In yet another aspect of the present invention, the apparatus 
of the invention will include an upper chamber for receiving 
cells; b) a lower chamber; c) a biocompatible polymer mem­
brane comprising multiple pores of a suitable size allowing 
the cells to pass wholly or partially therethrough, wherein the 
membrane separates the upper and lower chambers from one 
another; and d) at least two electrodes disposed on the mem-
brane within the lower chamber, such that the active surface 
of the electrode faces into the chamber. 

The biocompatible membrane of the present apparatuses 
can comprise any suitable material. Non-limiting examples of 
the material include glass ( e.g., quartz glass, lead glass or 
borosilicate glass), silicon, silicon dioxide on silicon, silicon­
on-insulator (SOI) wafer, sapphire, plastics, and polymers. 
Some preferred polymers are polyimide (e.g. Kapton, poly­
imide film supplied by DuPont), polystyrene, polycarbonate, 
polyvinyl chloride, polyester, polyethylene terephthalate 
(PET), polypropylene and urea resin. Polymers such as poly­
carbonate, polyester and polyethylene terephthalate (PET) 
are especially preferred. The biocompatible membrane may B, above, also apply to the lower chambers here for monitor­

ing cell migration/invasion. In operation, the electrode struc­
tures in the bottom chamber are connected to the impedance 
measuring circuits or instrument via different methods for 
measuring cells that have migrated from the top chamber and 
have attached and/or adhered to the electrode structures. The 

50 be various thickness from as thin as about 2 microns, to as 
large as about 500 microns. Preferably, a biocompatible 
membrane of a device of the present invention is between 
about 5 and about 50 microns thick, and more preferably 
between about 8 and about 25 microns thick. 

monitored impedance can be used to derive cell number index 55 

(or called cell migration index) that is indicative of (or 
reflects) the number of cells migrated from the top chamber to 
the bottom chamber. 

Any surface of the nonconducting substrate that can be 
exposed to cells during the use of a device or apparatus of the 
present invention is preferably biocompatibie. Preferably, at 
least one surface of the nonconducting substrate is suitable for 
cell attachment or growth. Substrate materials that are not In FIG. 20, the apparatus comprises a top plate and a 

bottom plate. The top plate (2010) comprises multiple insert 
wells (2015). The bottom surface of each insert well is a 
membrane. The bottom plate (2030) comprises multiple bot­
tom chambers. Electrode structures are fabricated or incor­
porated into the bottom surface of each bottom chamber, 
facing the insert well. The configuration of the bottom cham­
bers comprising electrode structures is the same as, or similar 
to, the apparatuses described in Section B, above for moni-

60 biocompatible or do not allow cell attachment or growth can 
be made suitable for cell attachment and growth by coating 
with another material, such as a polymer or biomolecular 
coating. Thus, the surface of a biomembrane of a device of the 
present invention can comprise a material, such as a plastic, 

65 that is suitable for cell attachment and growth, or, alterna­
tively or in addition, can comprises a coating that allows cell 
to adhere to the surface of the biomembrane. 
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The biocompatible membrane can optionally comprise a 
coating that can promote the attachment of one or more cells. 
The coating can be a polymer, such as a plastic film, or one or 
more biomolecules or one or more derivatives of one or more 
biomolecules, such as, but not limited to a polymer such as 
polyornithine or poly lysine, peptides or proteins, or extracel­
lular matrix components ( or derivatives or analogues 
thereof), including, but not limited to, gelatin, fibronectin, 
laminin, collagen, a glycosaminoglycan, a peptidoglycan, 
etc. Such coatings can preferably but optionally cover the 
entire surface of a substrate that is exposed to or can be 
contacted by cells during the use of a device, including the 
electrode surfaces. 

A coating can be a semi-solid or gel, and can optionally 
comprise additional components such as, but not limited to, 
growth factors. A coating can be a simple or complex mixture 
of biomolecules and can simulate or replicate a naturally 
occurring extracellular matrix (ECM.) For example, Matri­
gel™ Basement Membrane Matrix (BD BioSciences) is a 
solubilized basement membrane preparation extracted from 
the Engelbreth-Holm-Swarm (REHS) mouse sarcoma, a 
tumor rich in extracellular matrix proteins. Its major compo­
nent is laminin, followed by collagen IV, heparan sulfate 
proteoglycans, entactin and nidogen. It also contains TGF­
beta, fibroblast growth factor, tissue plasminogen activator, 
and other growth factors which occur naturally in the EHS 
tumor. 

A coating that simulates or replicates an ECM can promote 
cell attachment. A coating that simulates or replicates an 
ECM can also, in some aspects of the present invention, 
provide a barrier for cell migration/invasion. The ability of 
cells to penetrate an ECM-like barrier ( such as, but not limited 
to, Matrigel™) can be tested in invasion assays using a device 
or apparatus of the present invention. 

The biocompatible membrane of the present apparatuses 
can comprise one or more holes (preferably multiple holes) of 
any suitable sizes that allow cells whose migratory or invasive 
behavior is to be investigated to go through. The biocompat­
ible membrane can comprise multiple holes of a same size. 
Alternatively, the biocompatible membrane can comprise 
multiple holes of different sizes. Preferably, the size of the 
hole or holes limits the number of cells that can simulta­
neously pass through a hole to fewer than three and more 
preferably to one cell. For example, the membrane can com­
prise multiple holes of a same size that are, for mammalian 
cancer, epithelial, or endothelial cells, between about 1 
micron and about 30 microns in diameter, more preferably 
between about 2 microns and about 10 microns in diameter. 

20 
Most preferably, at least one electrode in each electrode 

pair is adapted to bind cells which have passed wholly or 
partially through the porous membrane. The electrodes of the 
present apparatuses for monitoring cell migration can have 

5 any suitable surface areas. For example, the electrodes 
between or among which the impedance is measured to moni­
tor cell migration or adhesion can have substantially same or 
different surface area. In still another example, each of the 
electrodes can have a surface area sufficient for attachment of 

10 least 10 cells. 

In preferred aspects of the present invention, two or more 
electrodes are fabricated on one side of a biocompatible mem­
brane. Preferably at least two of the two or more electrodes 
have substantially the same area. At least two electrodes 

15 having substantially the same area are preferably part of the 
same electrode structure unit. 

20 

25 

The electrodes or electrode elements within an electrode 
structure in the present apparatuses can have any suitable 
shape, e.g., a rectangular, circular, a circle on a rectangular 
line ("circle-on-line"), a square on a rectangular line or a 
sinusoidal line. They can also take the form of curved lines 
such as, but not limited to spirals or arcs. Some examples of 
electrodes, electrode structures or electrode structure units 
for the device of the present invention are shows in FIGS. 9 
and 15. 

In some preferred embodiments of the present invention, 
electrode structures can be interdigitated electrode structures 
(IDESs) or concentric electrode structures (CCESs), such as 

30 those depicted in FIGS. 15A and 15F. For example, an elec­
trode structure can comprise two or more electrodes config­
ured as one or more IDESs or one or more CCESs. Interdigi­
tated electrode structures (IDESs) can be further modified or 
changed so that the parallel line electrode elements have large 

35 perimeter subgeometries, meaning that, as viewed from 
above, superimposed on the linear electrode elements (which 
may itself be parallel lines, curved, loop, form angles, tum 
corners, etc.) are branches, outcroppings, bulges, and the like, 
giving the linear electrode path a larger perimeter than if its 

40 edges conformed to the directionality of the path of the elec­
trode element. Examples of such large perimeter structures 
are a diamond-on-line electrode structures, circle-on-line 
electrode structures shown in FIG. 15C, castellated electrode 
structures as shown in FIGS. 15B and 15D. Electrode struc-

45 tures with large perimeter subgeometries are not limited to 
those depicted herein, and can be regular or irregular, both in 
the periodicity of the subgeometries and in the shapes of the 
sub geometries ( curves, angles, circles, rectangles) them­
selves. 

In other preferred embodiments of the present invention, 50 
the one or more pores of a biocompatible membrane have a 
diameter that does not permit the passage of cells used in 
measuring electrical impedance, resistance, or capacitance of 

Electrodes or electrode elements are preferably distributed 
over the entire surface region of the device they are fabricated 
on, wherein such surface region is or will be exposed to 
contact by cells. In another word, the surface region that is or 
will be exposed to contact by cells is covered with electrodes a cell/substrate interface through the pore. For example, the 

one or more pores can be less than about 5 microns, or 
preferably less than about 1 micron. In some aspects of these 
embodiments, the one or more electrodes fabricated on the 
membrane can be used to measure the change in impedance 
when a layer of cells grown on the membrane is disrupted by 
invasive cells. In other aspects of these embodiments, growth, 
attachment, detachment, morphology, or motility of cells on 
the membrane can be monitored. 

Each electrode pair is electrically connected to an imped­
ance analyzer. The impedance can be analyzed or measured in 
any suitable frequency range, e.g., a frequency range between 
about 1 Hz and about 100 MHz, or between 10 Hz and about 
5MHz. 

55 ( or electrode elements) and gaps between electrodes ( or elec­
trode elements). In preferred devices of the present invention, 
the sensor area can occupy at least 5%, 10%, 30%, 50%, 70%, 
80%, 90%, 95% or even 100% of the entire surface region of 
the device, wherein such surface region is exposed to or will 

60 be exposed to cells under the assay. In another word, in 
preferred devices of the present invention, at least 5%, 10%, 
30%, 50%, 70%, 80%, 90%, 95% or even 100% of the surface 
region that is exposed or will be exposed to the cells under the 
assay is covered with electrodes ( or electrode elements) and 

65 gaps between electrodes (or electrode elements). Preferably, 
the distribution of electrodes or electrode elements over the 
sensor area is uniform or approximately uniform. 
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limited by the consideration that if an electrode element is 
very wide, a cell that is positioned over a central part of such 
a very wide electrode will result in a small impedance signal 
when compared with that of a cell that is positioned over the 

In embodiments in which a device comprises at least two 
electrode structures, the two or more electrode elements are 
preferably arranged in the electrode structures. Where an 
electrode element is not of rectangular geometry, "electrode 
width or electrode element width" refers to the averaged 
dimension of the electrode element that extends in the plane 
of the substrate (in the direction normal to the major axis of 
the electrode element) from where it borders one electrode 
gap to where it borders the electrode gap on its opposite side. 
Where an electrode gap is not of rectangular geometry, "elec­
trode gap" refers to the averaged dimension of the gap that 
extends in the plane of the substrate (in the direction normal 
to the major axis of the gap) from where it borders one 
electrode element to where it borders the other electrode 

5 edge of an electrode, where the field strength can be signifi­
cantly higher. Preferably, an electrode element's width is 
between about 0.5 times and about 10 times the size ( e.g., the 
width of an average cell when it spreads and attaches to the 
substrate) of cells used in an assay that uses the device. 

10 Preferably, for an electrode element that is part of an IDES or 
CCES, where the device is to be used for monitoring eukary­
otic cells, such as manimalian cells, such as cancer cells, 
endothelial or epithelial cells, an electrode or electrode ele-

element on its opposite side. For the present invention, the 15 

substrate refers to the material on which the electrodes are 
fabricated. For example, if the electrodes are fabricated on a 
biocompatible membrane, then the membrane is the sub­
strate. 

For monitoring the behavior of cells, preferably, the gap 20 

between electrode elements does not substantially exceed the 
size (e.g. width of cells when they spread and attach on the 
substrate) of cells whose behavior is to be monitored using the 
device. This reduces the possibility that contact between a cell 
and a substrate occurs without the cell contacting at least a 25 

portion of an electrode or electrode element. Further, the 
width of the gap between electrode elements ( or the gap size) 
preferably is not substantially less than the size of cells ( e.g. 
width of an average cell when it spreads and attaches to the 
substrate) whose behavior is to be monitored using the device, 30 

to reduce the possibility of a cell contacting two neighboring 
electrode elements is measured and thereby giving rise to a 
somewhat disproportionately large impedance signal, in 
comparison to a cell contacting only one electrode element. 
This is particularly important, if the electrode width is much 35 

larger ( e.g. ten times) than the size of cells whose behavior is 
to be monitored using the device. On the other hand, if the 
electrode width is in comparable with the size of cells ( e.g. 
width of an average cell when it spreads and attaches to the 
substrate), the width of the gap between electrode elements 40 

can be somewhat smaller than the size of cells. While other 

ment is less than about 500 microns wide, and is preferably 
less than about 250 microns wide. In some preferred embodi­
ments of the present invention, an electrode element is 
between about 20 microns and about 250 microns wide. 

In the present application, it is preferred that the electrode 
gap between electrode elements should be designed with 
respect to the electrode width. While other ratios of the elec­
trode element width to gap may be utilized, preferably, the 
ratio of electrode element width to gap width is between about 
1 :3 and 20: 1. Preferably, the electrode element width is 
between 1.5 and 15 times the gap width. More preferably, the 
electrode element width is between 2 and 6 times the gap 
width; for example, if the electrode width is 90 microns at the 
widest point of each electrode, the gap width would be about 
20 microns at the widest point of the gap between adjacent 
electrodes. For the present application, the electrode width 
can range from less than 5 microns to more than 10 mm. 
Preferably, the electrode width is in the range between 10 
micron and 1 mm. More preferably, the electrode width is in 
the range between 20 micron and 500 micron. 

Non-limiting examples of materials for electrodes or elec­
trode elements are indium tin oxide (ITO), chromium, gold, 
copper, nickel, platinum, silver, steel, and aluminum. Elec­
trodes can comprise more than one material. Choice of appro­
priate materials for making electrodes depends on several 
factors: whether the material is conductive enough, how dif-
ficult it is for patterning such material on a substrate, whether 
the material can be reliably used for performing molecular 
detection assay of the present invention. 

Electrode or microelectrodes of the present invention can 
be of any electrically conductive material. For example, gold 

gap diomensions may be used, preferably, the gap between 
electrode elements of the electrode structures ranges from 
about 0.2 times and 3 times the width of an average cell used 
in an assay using the device. Preferably, the width of a gap 
between electrodes or electrode elements of a device of the 
present invention used for monitoring eukaryotic cells, such 

45 (Au), platinum (Pt) can be used. When substrates such as 
plastics or polymer membranes are used, an adhesion layer of 
metal such as Cr and Ti can be used. In order to reduce the 
electric resistance of the electrodes, electrodes with conduc­
tive thin films are desirable to have certain thickness. As a 

as mammalian cells, such as cancer cells, endothelial or epi­
thelial cells, is between about 3 microns and 80 microns, more 
preferably between about 5 microns and 50 microns, and 50 

most preferably between about 8 microns and 30 microns. 
The width of an electrode element is preferably not too 

narrow since the resistance of the electrode elements will 
increase as the width of the electrode element decreases. The 
increased resistance along the electrode elements will cause a 
large electrical potential difference between different points 
along the electrode element, resulting in difference imped­
ance signals for cells landed on and attach to different regions 
of the electrode elements. It is preferred that cells landed on 
and attached to any region on the substrate surfaces give 
similar impedance signals. Thus, for an electrode element 
that is part of an interdigitated electrode structure or concen­
tric electrode structure, where the device is to be used for 
monitoring eukaryotic cells, such as mammalian cells, such 
as cancer cells, endothelial or epithelial cells, the electrode 
width is preferably greater than about 3 microns, and more 
preferably greater than about 10 microns. The width is also 

non-limiting example, electrodes can be made with a 300 
Angstrom Cr layer overlaid by 2000 Angstrom Au. Such 
electrode layers will be optically non-transparent. Alterna­
tively, optically-transparent electrodes can be used in a device 
of the present invention. Examples of optically transparent 

55 electrodes include indium-tin-oxide (ITO). With appropriate 
thickness of ITO layer, the transmittance of light through an 
ITO film electrode can be as high as 98%. In other cases, 
sufficiently thin conductive films (e.g. a very thin gold film) 
can be used as optically transparent electrodes. Choice of 

60 appropriate materials for making electrodes depends on sev­
eral factors: whether the material is bio-compatible and is not 
cyto-toxic, the material is conductive enough, how difficult it 
is for patterning such material on a membrane substrate. 

In one aspect of the present invention, the electrodes of the 
65 present devices or apparatuses are fabricated on a biocompat­

ible membrane for monitoring cell migration or invasion. 
Various micro fabrication methods can be employed for mak-
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embodiment of a device for some aspects of the present 
invention. For example, in one aspect of the present invention, 
the biocompatible membrane attached to the bottom of a top 
chamber (or an upper chamber) has electrode structures on 

ing such electrodes on a biocompatible membrane. One 
example is to use a photolithography technique. In one exem­
plary approach of photolithography methods, one side of a 
biocompatible membrane is first deposited with a thin layer 
metal film (for example, a gold film of about 0.2 µm over a 
seeding Cr layer of 10 nm) using methods such as vapor 
deposition and/or sputtering. Photoresist (for example, pho­
toresist S 1830 from Shipley) is spin-coated on to the gold film 

5 the surface facing a bottom chamber ( or lower chamber). The 
details of such structures and their uses are described in the 

to certain thickness ( e.g. 1 µm) and then exposed to UV light 
through a mask containing an image of required electrode 10 

array. The exposed resist is developed using a corresponding 
developer for the photoresist (e.g., MF351 developer from 
Shipley), and the gold and chrome layers are etched subse­
quently with KI/I2 and K3 Fe(CN)6/NaOH, respectively. 
Masks are produced commercially using electron-beam writ- 15 

ing techniques on ultra-high resolution plates. Due to the 
"flexible" nature of thin membrane, special care may need to 
be taken in order to reproducibly and accurately make micro­
electrode structures on the membrane using photo lithography 
methods. In particular, care should be taken to ensure that the 20 

membrane is stretched flat and made in good contact with the 
mask during the photo-masking process. In addition, as the 
membrane has at least one hole of appropriate size for cell 
migration/invasion, and if the hole or holes are present prior 
to electrode fabrication, care should be taken not to affect 25 

those holes during the fabrication process. In the alternative, 
pores can be made after electrode fabrication, using fabrica­
tion or micromachining methods such as laser drilling. Those 
who are skilled in the art of photo lithography fabrication and 
other microfabrication and micromachining methods can 30 

readily choose and use appropriate materials and procedures 
for fabricating microelectrodes and fabricating pores. 

Another method of fabricating or patterning microelec­
trodes is to use laser ablation. For laser ablation, one side of a 
membrane is first deposited with a thin layer metal film (for 35 

example, a gold film of about 0.1 µmover a seeding Cr layer 
of 10 nm) using methods such as vapor deposition and/or 
sputtering. The thin metal film is then exposed to a laser ( e.g., 

following subsection "Apparatuses Comprising Upper and 
Lower Chambers" (below). In operation, the cells in their 
appropriate media are introduced into the top chamber and 
are monitored for their migration behaviors through the bio­
compatible membrane by measuring impedance change as a 
result of cell migration to the bottom chamber rand attach­
ment to the electrode structures on the membrane. The advan­
tage ofhaving the pores for cell migration/invasion located on 
the regions of the membrane which correspond to the elec­
trode areas is that when cells migrate through a pore, they 
come into contact with and attach to the electrode surface as 
they exit the pores in the membrane. Linking attachment to 
the electrode surfaces to migrating through pores by fabricat­
ing pores at the locations of electrodes ensures that all the 
cells that have migrated through pores in the membrane can 
contribute to measured impedance changes. 

The electrode elements, the electrodes, the electrode struc­
tures and the electrode structure units in the present appara­
tuses can have any suitable configurations, surface areas or 
surface modifications. In one example, at least one of the 
electrode structures can have at least two electrode elements. 
In still another example, the electrode or electrode structure 
surface area can be modified with a cell-adhesion promotion 
moiety. Any suitable cell-adhesion promotion moieties, such 
as a self-assembly-monomolecular (SAM) layer (e.g., 
alkanethiolates on gold and alkylsiloxanes on SiO2 or SiOx,), 
a protein ( e.g., fibronectin, gelatin, collagen, laminin, pro­
teins that promotes specific or non-specific cell attachment to 
the electrode or electrode array surface area), a peptide (e.g., 
poly-L-lysine), a polymer layer and a charged group, can be 
used in the present apparatuses. 

Preferably, the electrodes, electrode structures, and elec­
trode elements are configured such that the electrode traces 
lead from the electrodes at the substrate surface to an edge or 
end of the substrate (for example, a biocompatible mem-
brane), where they can be connected with a line from an 
impedance measurement circuit or a signal source. Here the 
edge or the end of the substrate where the electrode traces end 

an excimer laser at 248 or 351 nm) at appropriate intensity 
through a mask containing an image of required electrode 40 

array. At the regions where the mask is "transparent" to the 
laser, the laser hits and interacts with the metal film and the 
metal film is ablated off from the membrane. Since the mem­
brane (e.g. a polymer membrane) reacts differently with the 
laser from the metal film, it is possible to choose appropriate 
laser condition (wave length, intensity, pulse width) so that 
the laser can ablate the metal film and has no effect or minimal 
effect on the membrane. At the regions where the mask is 
"blocking" the laser, the metal films remain on the membrane. 
Masks are produced commercially using electron-beam writ- 50 

ing techniques on ultra-high resolution plates. Due to the 
"flexible" nature of thin membrane, special care may need to 

45 may correspond to the connection pads on the substrate. In 
preferred aspects of the present invention, the trace or traces 
from electrode elements of one electrode structure are insu­
lated from the traces from electrode elements of another 
electrode structure. In one type of arrangement, electrode 
traces are located on separate regions of the substrate such 
that they do not contact each other where their paths cross. In 
another arrangement, where electrode traces need to cross 
each other, an insulating material layer can be sandwiched 
between the electrode traces. Fabrication of such apparatuses 
or device may involve multi-layer microfabrication pro­
cesses. 

The present apparatuses can further comprise one or more 
impedance analyzer connected to one or more connection 
pads. Electrode can directly or indirectly connect to a con-

be taken in order to reproducibly and accurately make micro­
electrode structures on a membrane using laser ablation 
methods. In particular, care should be taken to ensure that the 55 

polymer membrane is stretched flat during the mask-based 
laser ablation process. Those who are skilled in laser ablation 
and thin film patterning with laser ablation can readily choose 
appropriate procedure and laser wave length, intensity, masks 
for producing electrodes on the polymer membranes. 

If the fabrication process for fabricating the holes and 
electrodes or electrode structures on the biocompatible mem­
branes permits, it may be possible to ensure the pores for cell 
migration/invasion are located at regions corresponding to 
the electrode surfaces, rather than in the gaps between elec- 65 

trodes or electrode elements. Although this is not a require­
ment or a limitation of the present invention, it is a preferred 

60 nection pad, where they connect to a line from an impedance 
analyzer. A connection pad is preferably at the edge or perim­
eter of a device of the present invention, but this is not a 
requirement of the present invention. The connection 
between electrodes and a connection pad can optionally be 
via a connecting path that can be localized to an end of the 
substrate. In an exemplary embodiment of the present inven-
tion, the biocompatible on which electrodes are fabricated 
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will be part of, attached to, or within a plate or a fluid con­
tainer that can contain sample solutions. In these embodi­
ments a connection pad can be situated on a fluid container or 
plate comprising one or more fluid containers. 

Depending on the uses, the present apparatuses or devices 5 

can be in any suitable size. In one example, the present 
devices can have a size to be compatible with automatic plate 
handling stations. In such cases, multiple measurement units 
are incorporated into a single plate. For example, in FIGS. 
16-21, each apparatus comprises 16 measurement units 10 

within each a cell migration assay can be performed. 
The lower chamber of the present apparatuses can have any 

suitable surface areas. For example, the lower chamber can 
have a bottom surface area sufficient for attachment of about 
1-10, 10-100, 100-300, 300-700, 100-1000, 700-1,000, 15 

1,000-3,000, 3,000-6,000, 6,000-10,000or 1000-l0000cells. 
In another example, the electrode( s) covers at least 5% of the 
bottom surface area of the lower chamber. In still another 
example, the bottom surface area of the lower chamber is less 
than 10 mm2

, or less than 3 mm2
, or less than 1 mm2

, or less 20 

than 300 µm2
, or less than 100 µm 2

. 

The electrode(s) can be in any suitable form and can be 
located in any suitable places of the present apparatuses. For 
example, the electrode(s) in the lower chamber can be on the 
bottom surface of the lower chamber. In preferred embodi- 25 

ments, the sensor area can occupy at least 2%, 5%, 10%, 20%, 
30%, 40%, 50%, 60%, 70%, 80%, 90%, 95%, 99% or 100% 
of the entire bottom surface of the lower chamber. In another 
example, the electrode(s) or electrode structure(s) in the 
lower chamber can be on the side walls of the lower chamber. 30 

In still another example, the electrodes can be needles in the 
chambers. In yet another example, the electrode(s) can com­
prise an electrode structure having at least two electrode 
elements. In yet another example, the electrode( s) can have a 

35 shape of a rectangle, a circle, a circle on a rectangular line or 
a sinusoidal line. 

In one embodiment, the lower chamber of the present appa­
ratuses can comprise a modulator of cell migration or inva­
sion, e.g., a chemoattractant, or other reagents that may 

40 
stimulate or inhibit cell migration/invasion. Alternatively or 
in addition, the upper chamber of the present apparatuses can 
comprise a modulator of cell migration or invasion. 

In preferred embodiments of the present invention, a sys­
tem that comprises a device of the present invention also 45 
includes interface electronics, including impedance measure­
ment circuit and switches ( e.g. electronic switches), to control 
and switch the impedance measurement circuits to electrode 
structure units of devices of the present invention. Preferably, 
a system of the present invention also includes a computer 50 
having software programs that can enable real-time measure­
ment or monitoring of impedance between the electrodes or 
electrode structures of the apparatuses of the present inven­
tion. The measured impedance data can be automatically 
analyzed and processed to derive appropriate parameters ( e.g. 55 
cell number index, or cell migration index) and displayed on 
a monitor. 

26 
results; (5) automatically performing above functions 1 
through 4 at regular or irregular time intervals. 

Apparatuses Comprising Upper and Lower Chambers 
In one aspect, the present invention is directed to an appa-

ratus for monitoring cell migration or invasion, which appa­
ratus comprises: a) at least one upper chamber for placing 
migrating or invasive cells or cells suspected of being migrat­
ing or invasive; b) at least one lower chamber; c) a biocom-
patible membrane comprising multiple holes of a suitable 
size allowing said migrating or invasive cells to go through, 
said membrane connected to said upper and lower chambers 
and separating said upper chamber and lower chamber from 
each other, said membrane further comprising at least two 
electrodes located on the side of said membrane that faces 
said lower chamber, wherein said migrating or invasive cells 
move through said holes of said membrane and contact and/or 
attach to said electrodes of said membrane to generate a 
change of impedance between or among the electrodes that 
can be used to monitor migration or invasion of said cells. 

Ordinarily, each fluid container of the cell migration appa­
ratuses of the present invention should have a surface area 
sufficient for attachment or growth of multiple cells. In one 
example, the fluid containers of the present apparatuses can 
have a surface area sufficient for attachment of at least 10 and 
preferably at least 50 cells. In another example, each pair of 
the electrodes or each pair of electrode structures within a 
present apparatus that is connected to an impedance analyzer 
can have a surface area sufficient for attachment of at least 10 
and preferably at least 50 cells. 

In one embodiment of the above apparatus, the biocompat­
ible membrane further comprises gels or other coating layers 
on the side facing the upper chamber. The gels or coating 
layers provide a barrier to cell migration/invasion. The bio-
compatible membrane can comprise coatings on either or 
both sides, such as, for example, a coating of one or more 
extracellular matrix components on the upper side, and poly l­
ysine on the lower side. 

In another embodiment of the above apparatus, the bottom 
chamber further comprises reagents that can promote or 
inhibit cell migration or invasion. Alternatively or in addition, 
the upper chamber can comprise reagents that can promote or 
inhibit cell migration or invasion. 

A lower chamber of the present apparatuses can have any 
shape for example, cylinder shape, rectangular shape and 
other shapes. A lower chamber can be made of various mate­
rials including polymers, plastics, or glass. A lower chamber 
can be of various volume and sizes. A lower chamber of the 
present apparatuses can have any suitable surface areas. In 
one example, the bottom surface area of the lower chamber 
may be as small as 1 mm 2, or larger than 50 mm2 In a another 
example, the bottom surface area of the lower chamber is less 
than 10 mm2

, or less than 3 mm2
, or less than 1 mm2

, or less 
than 300 µm 2

, or less than 100 µm2
. 

An upper chamber of the present apparatuses can have any 
shape for example, cylinder shape, rectangular shape and 
other shapes. An upper chamber can be made of various 
materials including polymers, plastics, or glass. An upper 
chamber can be of various volume and sizes. The bottom 

Preferably, the software program has one or more of the 
following functions: (1) electronically switching for connect­
ing impedance measuring circuit ( or analyzer) to one of mul­
tiple devices of the present apparatuses; (2) controlling 
impedance measurement circuit (or analyzer) for measure­
ment of impedance between or among electrodes or electrode 
structures at one or multiple frequencies; (3) processing the 
acquired impedance data to derive appropriate biologically 
relevant parameters ( e.g., cell number index, or cell migration 
index); ( 4) displaying the results on a monitor or storing 

60 surface of the upper chamber is made ofbiocompatible mem­
brane that comprises at least one hole of appropriate sizes for 
cell migration/invasion. The membrane may be bound to 
upper chamber walls. The area of the bottom surface of the 
upper chamber (i.e. the corresponding area of the membrane) 

65 can have any suitable size for conducting a cell migration/ 
invasion assay. For example, the area may be as small as 1 
mm2

, or larger than 50 mm2
. In another example, the bottom 
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surface oftheupperchamberis less than 10 mm2
, or less than 

3 mm2
, or less than 1 mm2

, or less than 300 µm2
, or less than 

100 µm2
. 

An apparatus of the present invention that comprises an 
upper chamber and a lower chamber separated by a device of 
the present invention can be made by any suitable methods. 
For example, a top chamber structure comprising at least one 
tube or bottomless well can be attached to a device of the 
present invention and a bottom chamber structure (in the form 
of at least one well) can be attached (such as reversibly 
attached) to the top structure having the attached membrane. 

In an alternative, a vessel (such as a well or a structure 
having one or more wells) having a bottom surface can be 
used to fabricate a device of the present invention on the 
bottom surface using, for example, laser patterning of elec­
trodes and laser drilling of pores. In this case, the bottom 
surface is in the form of a biocompatiable membrane. A 
bottom chamber structure can then be attached to the top 
chamber structure. 

An apparatus of the present invention can be part of a 
system, which includes an impedance analyzer or impedance 
measuring circuit connected to at least two electrodes of the 
apparatus. Preferably, the electrodes of an apparatus of the 
present invention connect to an impedance analyzer or 
impedance measuring circuit at at least one connection pad. 
Electrodes can directly or indirectly connect to at least one 
connection pad, where they connect to lines from impedance 
measuring circuit or impedance analyzer. In an exemplary 
embodiment, a connection pad can be situated on a top cham­
ber structure (a top plate) comprising one or more fluid con­
tainers, preferably near or at the edge or perimeter of the 
bottom surface of the apparatus. 

28 
least one surface of said biocompatible membrane allows the 
attachment of one or more cells. The four or more electrodes 
are preferably arranged in an electrode array ( or an electrode 
structure array) that comprises two or more IDESs or CCESs, 

5 each or which comprises at least two electrodes. 
The device having two or more IDESs or CCESs can be 

preferably be part of an apparatus in which the device is 
reversibly or irreversibly attached to one or more structures 
that provide a plurality of isolated fluid containers each of 

10 which can comprise one or more IDESs or CCESs, such that 
the biocompatible membrane separates the fluid containers 
into upper chambers and lower chambers. 

FIG. 16 shows an example of an apparatus that comprises 
multiple top chambers (1610) and bottom chambers (1630). 

15 In this case, multiple top chambers (1610) are bonded to the 
membrane (1620) that has pores of appropriate sizes for cell 
migration or invasion. Each top chamber (e.g., 1610a) has a 
corresponding bottom chamber (e.g., 1630a). For each top 
chamber, there are electrode structures on the bottom surface 

20 of the membrane, facing the bottom chamber. In operation, 
the electrode structures on the membrane are connected to the 
impedance measuring instrument via different methods. For 
example, electrode structures are connected via conductive 
traces or paths on the membrane to connection pads at the 

25 edges of the membranes. Connection pads can be connected 
to impedance measuring instrument through different meth­
ods. In one approach, electrical wires that are in operative 
connection with impedance measuring instrument or circuits 
can be soldered or bonded via conductive bonding to these 

30 connection pads. There are also various embodiments for the 
top chambers. In one embodiment, multiple top chambers 
may be individually separated and become connected only 
after they are bonded to the same membrane (1620). In 
another embodiment, multiple top chambers are intercon-

In preferred embodiments of the present invention, a sys­
tem that comprises a an apparatus comprising an upper cham­
ber and a lower chamber separated by a biocompatible mem­
brane also includes interface electronics, including 
impedance measurement circuit and switches ( e.g. electronic 
switches), to control and switch the impedance measurement 
circuits to different electrode structure units of the appara­
tuses of the present invention. Preferably, a system of the 40 

present invention also includes a computer having software 
programs that can enable real-time measurement or monitor­
ing of impedance between the electrodes or electrode struc­
tures of the apparatuses of the present invention. The mea­
sured impedance data can be automatically analyzed and 45 

processed to derive appropriate parameters (e.g. cell number 
index, or cell migration index) and displayed on a monitor. 

35 nected and are manufactured together (for example, multiple 
top chambers are plastics and manufactured by injection 
molding). The one piece of these top chambers is then bonded 
to the membrane. 

In manufacturing the biocompatible membrane, individual 
sensor areas can cover a larger area than will be encompasses 
by a well or chamber structure. This can ensure that, even in 
the absence of precise alignment, when an upper chamber 
structure and a lower chamber structure are attached to the 
membrane, the wells encompass a portion of the membrane 
that is essentially entirely sensor area. 

In comprising a multi-well configuration apparatus, how­
ever, it is not required that all wells comprise electrodes or 
electrode structures. For example, in some preferred embodi­
ments, one or more wells can comprise at least a portion of a 
biocompatible membrane that does not include electrodes or 
electrode structures. One or more wells that lack electrodes or 
electrode structures can be used as controls where the cells 
used in the assay can be microscopically observed, or used for 
biochemical assays, such as gene expression, compound 
detection, or viability assays that use optical detection (for 
example, absorbance or fluorescence) that can optionally 
make use of plate readers or other detection means. 

In some aspects of the present invention, the electrodes are 
fabricated on the upper side of the membrane. In these 

Preferably, the software program has one or more of the 
following functions: (1) electronically switching for connect­
ing impedance measuring circuit ( or analyzer) to one of mu!- 50 

tiple units of the present apparatuses; (2) controlling imped­
ance measurement circuit (or analyzer) for measurement of 
impedance between or among electrodes or electrode struc­
tures at one or multiple frequencies; (3) processing the 
acquired impedance data to derive appropriate biologically 55 

relevant parameters ( e.g., cell number index, or cell migration 
index); ( 4) displaying the results on a monitor or storing 
results; (5) automatically performing above functions 1 
through 4 at regular or irregular time intervals. 

60 aspects, the pores of the biocompatible membrane have a 
diameter of less than about 5 microns, preferably less than 
about 1 micron, and the upper side of the membrane prefer­
ably comprises a layer of epithelial or endothelial cells. To 
establish an epithelial or endothelial cell layer, epithelial or 

Device (Membrane) with Multiple Electrodes or Electrode 
Structure Units 

In some preferred embodiments of the present invention, a 
device for measuring the electrical impedance, resistance, or 
capacitance of a cell/substrate interface, comprises four or 
more electrodes fabricated on the same side of a biocompat­
ible membrane that comprises at least one pore, in which at 

65 endothelial cells can be added to the top chamber, and the 
epithelial or endothelial cells can attach to the electrodes 
fabricated on the membrane, which may comprise a biomo-
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lecular coating that promotes their attachment. The attach­
ment of epithelial or endothelial cells, which may be or may 
not be fully confluent on the surface of the membrane, to the 
electrodes fabricated on the membrane can be monitored by 
an impedance change measured between the electrodes. Cells 
that can migrate or invade into the endothelial or epithelial 
layer or that are suspected to have the ability to migrate or 
invade into the endothelial or epithelial layer are added to the 
top chamber. Disruption of the endothelial or epithelial layer 
by these cells can generate a change in impedance change that 
can be monitored using a system of the present invention. 
Optionally, one or more compounds that can affect the inva­
sive behavior of cells can be provided in the upper or lower 
chambers of the apparatus. Non-limiting examples of the 
application of the apparatus of the present invention includes 
the assay of the migration/invasion properties of cancer cells 
and the assay of the migration properties ofleukocytes. 

For example, leukocyte migration across small blood ves­
sels towards target tissue regions is a fundamental feature in 
inflammation. Such migration is characterized as chemotac­
tic and is initiated and enhanced in the presence of external 
chemical stimuli called chemoattractants. Vigorous research 
efforts have been focused on understanding molecular 
mechanisms underlying intrinsic characteristics of migra­
tion-active leukocytes and discovering novel anti-inflamma­
tory therapeutics with capacity to inhibit pathologic leuko­
cyte migration. Cytokines such as IL-1, IL-6, IL-8, IL-12, 
IL-15, IL-18, GM-CSF, TNF-a, IFN-y, NO, TGF-~, VIP, and 
somatostatin, cell adhesion molecules such as LFA-1, VLA-
4, alpha chain, MAC-1, ICAM-1, VCAM-1, selectins (L, P, 
E), and chemokines and chemokine receptors such as: 
RANTES, MIP-1 MCP-1, IP-1 O; CCR!, CCR2B and 
CXCR2 can be tested for their contribution to leukocyte 
migration. 

An in vitro assay model called leukocyte transendothelial 
migration, in which leukocytes migrate across an established 
cell monolayer in the presence of chemoattractants, has been 
well accepted for dissecting molecular mechanisms and for 
testing inhibitory chemicals or stimuli for the migration. In an 
example of a conventional assay of T cell migration, carotid 
arteries can be harvested from Lewis rats and used to isolate 
endothelial cells (EC) for use in the lymphocyte migration 
assay. EC cell line MAT-1 is established. 3-5xl 04 cells/ml can 
be applied onto 0.2% gelatin-coated cell culture inserts (poly­
ethylene terephthalate filter, 3 um pore size, 9.0-mm diam­
eter, 24-well format; Becton Dickinson), cultured for 1 or 2 
days till confluence and stimulated with recombinant rat 
IFN-y (100 U/ml, life technology). Control cells are not 
treated with IFN-y. T cells (2x 105 cells/filter) are overlaid on 
the MAT-1 confluent layer with or without blocking antibod­
ies and incubated in a cell culture incubator. After 3-5 h, cells 
that have migrated into the lower wells of the plate are har­
vested and counted using a microscope. 

The devices of the present invention can meet the ever 
increasing needs for more efficient and cost-effective assay 
systems for analyzing leukocyte migration. The devices of the 
present invention allows for labeling free and real-time detec­
tion of leukocyte transendothelial migration and invasion. 
The proposed electronic device will keep the commonly used 
assay format of the filter-chamber transwell migration appa­
ratus that contains microporous membrane inserts and lower 
chambers, while an array of microelectronic sensors will be 
built onto the microporous membrane of the insert, which 
allows for cell-substrate impedance measurement. The 
arrayed sensors will detect cells that tightly contact the elec­
tronic sensors such as a cell monolayer as well as cells that 
migrate across the monolayer. Therefore, besides the real-

30 
time detection of leukocyte transendothelial migration, the 
device will also monitor the integrity of a cell monolayer in a 
given insert before applying testing leukocytes, which 
increases the accuracy, and reproducibility of the assay. The 

5 devices, apparatuses, and systems of the present invention can 
be used to perform similar assays with other cell types (for 
example, assays of cancer cell invasiveness through ECM or 
cell layers). 

Another examples of the application of the present inven-
10 tion includes the assay for determining or measuring the 

integrity of a cell monolayer used for drug-transportation or 
drug permeability testing. For this assay, Caco-2 cells have 
been widely used as in-vitro models to evaluate the transport 
of drug candidates across the intestinal epithelial barrier (for 

15 example, "The use of surfactants to enhance the permeability 
of peptides through Caco-2 cells by inhibition of an apically 
polarized efflux system", by Nerurkar MM et al, Phann Res., 
Vol. 13(4):pages 528-534, 1996; "Evidence for a polarized 
efflux system in Caco-2 cells capable of modulating 

20 cyclosporine a transport", by Augustijins PF et al, Biochim. 
Biophys. Res. Comm. Vol. 197, pages 360-365, 1993; "Char­
acterization of the human colon carcinoma cell line (Caco-2) 
as a model system for intestinal epithelial permeability", by 
Hidalgo I J, et al, Gastroenterology, Vol. 96, pages 736-749, 

25 1989;). Typically, the assay is performed on multiple-day 
cultures (for examples, 10 days, 21 days)with the cells grown 
on a multiple-well system. Each system contains a multiple­
well insert plate ( or filter plate because each well in the insert 
plate has porous membrane on the bottom) and a multiple-

30 well plate. The insert ( or filter plate) can be placed into the 
multiple-well plate with individual wells on the insert plate 
placed into corresponding wells on the multiple-well plate. 
Caco-2 cells are cultured in individual wells of the filter plate 
for certain number of days to achieve a differentiated cell 

35 mono lay er that approximates the intestinal lining. The mono­
layer integrity is tested by various methods, including lucifer 
yellow rejection method, and TEER (trans-epithelial electri­
cal resistance). When the mono layer integrity achieves cer­
tain target parameters (for example, TEER is between 250 

40 and 1000 Ohm cm2
), then the cell monolayer can then be used 

for testing permeability or transport ability of drug candidate 
molecules going through such a layer. 

The apparatuses of the present invention can be used for 
evaluating the integrity of the cell monolayer (Caco-2 cell 

45 layer). For such an application, the electrodes are fabricated 
on the upper side of the membrane. In these aspects, the pores 
of the biocompatible membrane have a diameter ofless than 
10 microns, preferably less than about 3 microns, or even less 
than 1 microns. For example, the pore diameter can be about 

50 1 microns, or 0.5 microns. The electrodes-containing mem­
brane is then used to replace the microporous membrane used 
in the insert plate ( or called filter plate) in the conventional 
Caco-assay system as described above. Similar to conven­
tional Caco-2 assays, Caco-2 cells are then cultured on the 

55 membrane in the wells contained in the insert plate. Cell 
monolayer integrity can be monitored by measuring the 
impedance between the electrodes fabricated on the mem­
brane. The higher the electrical impedance, the more conflu­
ent or more compact or more tight the cell monolayer is. 

60 Appropriate electrode impedance criteria can be established 
to characterize the integrity of the cell monolayer and deter­
mine when the cells are tight enough for performing com­
pound permeability measurement. 

Another examples of the application of the present inven-
65 tion includes a cytotoxicity assay. In this application, the 

apparatus is constructed in similar fashion to that used in the 
above Caco-2 system with one difference where the multiple-
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well plate into which the insert plate ( or filter plate) is inserted 
have electrodes fabricated on the bottom of the individual 
wells. Thus, in this apparatus, the electrodes are fabricated on 
the microporous membrane that forms the bottom of the 
insert plate and the electrodes are also fabricated onto the 5 

bottom of the multiple-well plate. For performing the cyto­
toxicity assay, certain cells are cultured onto the membranes 
of the insert plate, similar to the Caco-2 assay described 
above. For example, cells that can be used for in vitro simu­
lating the metabolic process of drug compounds in the human 10 

body can be seeded and cultured onto the membranes of the 
insert wells. There may be electrodes fabricated on the upper 
side of such membranes so that such electrodes may be used 

32 
based biosensors for specific agent classification, by 
DeBusschere B. D., et al., Proceedings of the International 
Solid-State Sensors and Actuators Conference-TRANS-
DUCERS '99, Sendai, Japan, Jun. 7-10, (1999). 

In other aspects of these embodiments, the electrodes are 
fabricated on the lower side of the membrane. In these 
aspects, the pores of the biocompatible membrane have a 
diameter of greater than about 1 micron, and preferably less 
than about 30 microns, and the upper side of the membrane 
preferably comprises at least one substance that promotes cell 
adhesion on the lower side of the membrane. The upper side 
of the membrane can comprise at least one extracellular 
matrix component, and preferably comprises more than one 
extracellular matrix component that can form a matrix, such 
as, for example, Matrigel™. For example, Matrigel™ Base­
ment Membrane Matrix (BD Bio Sciences) is a solubilized 
basement membrane preparation extracted from the Engel­
breth-Holm-Swarm (REHS) mouse sarcoma, a tumor rich in 
extracellular matrix proteins. Its major component is laminin, 
followed by collagen IV, heparan sulfate proteoglycans, 
entactin and nidogen. It also contains TGF-beta, fibroblast 
growth factor, tissue plasminogen activator, and other growth 
factors which occur naturally in the EHS tumor. 

Alternatively or in addition, the upper side of the mem-

to monitor the physiological status of the cells on the mem­
branes. On the other hand, such electrodes on the membrane 15 

may not be necessary. Other approaches may be employed to 
monitor the cell status such as cell mono layer integrity. When 
the cells on the membrane have reached certain confluence or 
tightness, drug compound molecules can then be added into 
the insert wells. These drug compound molecules will be 20 

"processed" by the cells on the membranes. Certain meta­
bolic molecules after the drug compounds are processed by 
the cells on the membranes are released into the solutions and 
are released into the bottom well to which the insert plates are 
placed. For such toxicity assay, the cells (for example, cul­
tured cells such as hepatocytes, neuron cells, lung cells, car­
diomyocytes, or primary cells) to which compound toxicity 

25 brane can comprise a layer of epithelial or endothelial cells. 

or the toxicity of the compound metabolite after being pro­
cessed by intestinal or other cells are cultured onto the mul­
tiple-well plate (the bottom well plate). The cell physiological 
status is monitored or measured by monitoring the impedance 
or resistance between the electrodes fabricated in the mul­
tiple-well plate. Thus, if the drug compound molecules hav­
ing toxic effects or their metabolite molecules from the cells 
on the membrane are toxic to the cells in the bottom chamber, 
such compound molecules or their metabolite molecules may 
be transported or released into the bottom chamber. The cells 
in the bottom chamber can be used to measure or monitor 
these molecules. 

In a variation of above application, the cells in the bottom 
wells can be specifically engineered (for example, genetically 
altered) for increasing their sensitivity to drug candidate mol­
ecules or the metabolic molecules from the drug candidate 
molecules. In such a case, the cells in the bottom wells are 
used for sensing and monitoring the metabolic product mol­
ecules when the drug candidate compound molecules are 
"processed" by the cells on the membrane. The cells in the 
bottom wells can be of any type of cells including neuron 
cells, heart cells, liver cells (hepatocytes), etc. The electrodes 
in the bottom wells can have geometries suitable for measur­
ing the electrode impedance so that cell status can be moni­
tored. The electrodes in the bottom wells can also have geom­
etries suitable for measuring other parameters, for example 
for performing extracellular recording of excitable cells (for 
example, neuron cells, heart cells). In such a case, the extra­
cellular recording of these excitable cells in the bottom wells 
is served as a sensing mechanism or method to monitor the 
metabolic molecules from the wells in the insert plate. The 
change in the extracellular-recorded signals as analysed in 
either time domain or frequency spectrum may be used for an 
indicator for the type and/or concentration of specific meta­
bolic molecules after the drug candidate molecules are 
metabolized. Some examples of using excitable cells for mea­
suring and sensing toxic or non-toxic molecules are described 

Thus, cell migration/invasion through an epithelial or endot­
helial cell layer can be monitored using the apparatus of the 
present invention. Optionally, one or more compounds that 
can affect the invasion/migration behavior of cells can be 

30 provided in the lower chambers of the apparatus. Optionally, 
one or more compounds that can affect the invasion/migration 
behaviorof cells can be provided in the upper chambers of the 
apparatus. 

The present invention includes apparatuses for measuring 
35 electrical impedance, resistance, or capacitance of a cell/ 

substrate interface in which a biocompatible membrane com­
prising two or more electrodes is reversibly or irreversibly 
attached to a first plate that comprises two or more wells that 
provide lower chambers of cell migration units and is revers-

40 ibly or irreversibly attached to a second plate that provides 
tube structures that provide upper chambers of cell migration 
units (such as a bottomless micro-well plate), such that each 
cell migration unit comprises a single IDES or CCES. In 
some aspects, the membrane can be irreversibly attached to 

45 the lower, well containing plate. In other aspects, the mem­
brane can be irreversibly attached to the upper, tube-contain­
ing plate that forms the upper chambers. In cases in which the 
membrane has been irreversibly attached to the lower plate, 
some means for the addition of media and, optionally, other 

50 reagents or assay components to the lower chamber should be 
provided (for example, the lower chambers can have open­
ings on their side walls for the addition of media). 

Such apparatuses can be used to assay the migration or 
invasiveness of one or more cells when they are placed in an 

55 upper chamber of an apparatus. In using a device of the 
present invention, a device will be part of, attached to, or 
within a plate or a fluid-container that can contain cells and 
media, such that, in the presence of an appropriate medium 
for cells, the attachment or detachment of one or more cells on 

60 the side of the membrane on which said at least two electrodes 
are fabricated can be detected by a change in impedance, 
capacitance, or resistance using the device. 

in "Portable cell-cased biosensor system for toxin detection", 65 

by Pancrazio, J. J., et al., Sensors andActuators B Chemical, 
Vol. 53, pp. 179-185 (1998); Genetically engineered cell-

The present invention also includes systems for measuring 
electrical impedance, resistance, or capacitance of a cell/ 
substrate interface comprising the apparatuses described 
herein that comprise a membrane having multiple electrode 
structures surrounded by multiple fluid containers and an 
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impedance analyzer that can be connected to the multiple 
electrodes. Preferably, an impedance analyzer ( or impedance 
measurement circuit) is also, operatively, connected to the 
electrodes. The impedance can be analyzed or measured in 
any suitable frequency range, e.g., a frequency range between 
about 1 Hz and about 100 MHz, or between 10 Hz and about 
5 MHz. The connection of an impedance analyzer to elec­
trodes of an apparatus can be direct or indirect. For example, 
electrodes can extend to a connection pad and connect with an 
impedance analyzer at the connection pads. In another 
example, electrodes or electrode elements can connect to a 
connection pad via a electrically conductive connection path. 

34 
in which the lower plate is irreversibly attached to the mem­
brane, and the membrane covers the entire upper surface or 
the bottom chamber, some means (for example, holes in the 
side walls of the lower chambers) should be provided for 

5 introducing media and optionally other reagents into the 
lower chambers. This can be done if the medium has already 
been added into the bottom chamber) An alternative strategy 
is to pattern electrodes and form pores on the bottom surfaces 
of wells of a multi-well plate (such as, for example, a multi-

10 well plate having thin polycarbonate membrane as the bot­
tom), and subsequently attach a bottom structure having wells 
that can form bottom chambers. 

In preferred embodiments of the present invention, a sys­
tem that comprises a device of the present invention also 
includes interface electronics, including impedance measure- 15 

ment circuit and switches ( e.g. electronic switches), to control 
and switch the impedance measurement circuits to different 
electrode structure units of the apparatuses of the present 
invention. Preferably, a system of the present invention also 
includes a computer having software programs that can 20 

enable real-time measurement or monitoring of impedance 
between the electrodes or electrode structures of the appara­
tuses of the present invention. The measured impedance data 
can be automatically analyzed and processed to derive appro­
priate parameters (e.g. cell number index, or cell migration 25 

index) and displayed on a monitor. 

The pores and electrodes can be fabricated on a membrane 
by any suitable means, depending on the material of the 
membrane and electrodes. Tne methods used for fabricating 
pores and the electrodes may also depend on the procedures 
used to form top and bottom chambers. For example, pores 
can be made by ion bombardment followed by etching, or by 
laser drilling. Fabrication of electrodes on substrates has been 
described above, and for fabrication on the bottom surface of 
a well can include such techniques as laser patterning ( or laser 
ablation). Electrodes can be fabricated on a membrane before 
pores are made in the membrane, or alternatively, pores can be 
made in a membrane and then electrodes can be fabricated on 
the surface. Location of the electrodes and pores on the mem­
brane may have a corresponding relationship, i.e. the pores 
are located on the regions that correspond to the electrode 
surfaces. 

Preferably, the software program has one or more of the 
following functions: (1) electronically switching for connect­
ing impedance measuring circuit ( or analyzer) to one of mul­
tiple units of the present apparatuses; (2) controlling imped- 30 

ance measurement circuit (or analyzer) for measurement of 
impedance between or among electrodes or electrode struc­
tures at one or multiple frequencies; (3) processing the 
acquired impedance data to derive appropriate biologically 
relevant parameters ( e.g., cell number index, or cell migration 35 

index); ( 4) displaying the results on a monitor or storing 
results; (5) automatically performing above functions 1 
through 4 at regular or irregular time intervals. 

The present invention also includes systems for measuring 
electrical impedance, resistance, or capacitance of a cell/ 
substrate interface comprising the apparatuses described 
herein that comprises a plate that comprises multiple wells, 
each of which comprises a biocompatible microporous mem­
brane that comprises at least two electrodes and one or more 
pores, and an impedance analyzer that can be connected to the 
multiple electrodes. Preferably, an impedance analyzer (or 
impedance measurement circuit) is also, operatively, con­
nected to the electrodes. The impedance can be analyzed or 
measured in any suitable frequency range, e.g., a frequency 

Multiplex Two Chamber Systems with Separate Membranes 
The present invention also includes apparatuses for mea­

suring electrical impedance, resistance, or capacitance of a 
cell/substrate interface, comprising a plate that comprises two 
or more wells, each of which comprises a membrane that 
comprises at least two electrodes and one or more pores, 
where the membrane separates a well into upper and lower 
chambers, and the membrane comprises a surface suitable for 
cell attachment and growth. 

Such apparatuses can be used to assay the migration or 
invasiveness of one or more cells when they are placed in an 
upper chamber of an apparatus. In using an apparatus of the 
present invention, the attachment or detachment of one or 
more cells on the side of the membrane on which said at least 
two electrodes are fabricated due to migratory or invasive 
behavior of at least a portion of the cells introduced into the 
upper chamber can be detected by a change in impedance, 
capacitance, or resistance. 

The apparatus of the present invention can be manufac­
tured by any appropriate means. For example, membranes 
having pores and on which one or more electrodes have been 
fabricated can be attached to bottomless well structures to 
form top chambers that can subsequently be attached to a 
structure comprising wells that can form bottom chambers. 
Alternatively, devices can be first attached to a structure com­
prising wells that can form bottom chambers, and subse­
quently the top piece comprising tube-like structures (bot­
tomless wells) can be attached to form top chambers. In cases 

40 range between about 1 Hz and about 100 MHz, or between 10 
Hz and about 5 MHz. The connection of an impedance ana­
lyzer to electrodes of an apparatus can be direct or indirect. 
For example, electrodes can extend to a connection pad and 
connect with an impedance analyzer at the connection pads. 

45 In another example, electrodes or electrode elements can 
connect to a connection pad via an electrically conductive 
connection path. 

In preferred embodiments of the present invention, a sys­
tem that comprises a multi-well plate apparatus of the present 

50 invention also includes interface electronics, including 
impedance measurement circuit and switches ( e.g. electronic 
switches), to control and switch the impedance measurement 
circuits to different electrode structure units of the appara­
tuses of the present invention. Preferably, a system of the 

55 present invention also includes a computer having software 
programs that can enable real-time measurement or monitor­
ing of impedance between the electrodes or electrode struc­
tures of the apparatuses of the present invention. The mea­
sured impedance data can be automatically analyzed and 

60 processed to derive appropriate parameters ( e.g. cell number 
index, or cell migration index) and displayed on a monitor. 

Preferably, the software program has one or more of the 
following functions: (1) electronically switching for connect­
ing impedance measuring circuit (or analyzer) to one of mul-

65 tiple units of the present apparatuses; (2) controlling imped­
ance measurement circuit (or analyzer) for measurement of 
impedance between or among electrodes or electrode struc-
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tures at one or multiple frequencies; (3) processing the 
acquired impedance data to derive appropriate biologically 
relevant parameters ( e.g., cell number index, or cell migration 
index); ( 4) displaying the results on a monitor or storing 
results; (5) automatically performing above functions 1 
through 4 at regular or irregular time intervals. 

Multiplex Insert Tray Systems 
The present invention also comprises apparatuses for mea­

suring electrical impedance, resistance, or capacitance of a 
cell/substrate interface, comprising an inert tray that com­
prises one or more insert chambers, each of which comprises 
fluid impermeable walls and a porous biocompatible mem­
brane comprising two or more electrodes forming the bottom 
of at least one, of the one or more insert chambers. Preferably 
the apparatus also includes a plate that comprises one or more 
wells, such that an insert tray of the present invention fits the 
plate. Preferably, the insert tray comprises multiple insert 
chambers and a corresponding plate comprises multiple 
wells, and the insert tray is designed such that the insert 
chambers align with and fit into the wells of a plate. Each 
insert chamber fits preferably into a well of a plate such that 
the wells of the plate form lower chambers and the inserts of 
an insert tray form upper chambers of a cell invasion/migra­
tion unit. 

The present invention includes apparatuses for measuring 
electrical impedance, resistance, or capacitance of a cell/ 
substrate interface in which an insert tray comprising bio­
compatible membranes forming the bottoms of upper cham­
bers is reversibly fitted to a first plate that comprises two or 
more wells that provide lower chambers of cell migration 
units, such that each cell migration unit preferably comprises 
an IDES or CCES unit. 

Such apparatuses can be used to assay the migration or 
invasiveness of one or more cells when they are placed in an 
upper chamber (insert chamber) of an apparatus such that, in 
the presence of an appropriate medium for cells, the attach­
ment or detachment of one or more cells on the side of the 
membrane on which said at least two electrodes are fabricated 
can be detected by a change in impedance, capacitance, or 
resistance using the device. 

The present invention also includes systems for measuring 
electrical impedance, resistance, or capacitance of a cell/ 
substrate interface comprising the insert tray and multi-well 
plate apparatus, and further comprising an impedance ana­
lyzer that can be connected to the multiple electrodes of the 
membrane insert. Preferably, an impedance analyzer ( or 
impedance measurement circuit) is also, operatively, con­
nected to the electrodes. The impedance can be analyzed or 
measured in any suitable frequency range, e.g., a frequency 
range between about 1 Hz and about 100 MHz, or between 10 
Hz and about 5 MHz. The connection of an impedance ana­
lyzer to electrodes of an apparatus can be through connection 
pads located on the insert tray. 

36 
located on the outer edges of the inert wells through electri­
cally-conductive paths (1780) located along the outside of the 
insert wells. The connection points (1790) may further be 
connected to connection pads (1795) located on the bottom 

5 plate when the inserts wells are inserted into the bottom plate. 
The connection pads (1795) located on the bottom plate may 
be operatively connected to the impedance measuring cir­
cuits. In another example, electrode structures on the bottom 
surface of the membrane can be connected to connection pads 

10 (not shown) located on the membrane. When the insert wells 
are inserted into the bottom plate, such connection pads can 
be contact-connected to needle-shaped or other shaped con­
nection points (1750) located in the bottom chambers. 

In preferred embodiments of the present invention, a sys-
15 tern that comprises an insert tray and multi-well plate appa­

ratus of the present invention also includes interface electron­
ics, including impedance measurement circuit and switches 
(e.g. electronic switches), to control and switch the imped­
ance measurement circuits to different electrode structure 

20 units of the apparatuses of the present invention. 
The present invention also includes methods for monitor­

ing cell migration or invasion, comprising providing an appa­
ratus as described above for cell migration or invasion, plac­
ing cells in the upper chamber of said apparatus; and 

25 monitoring a change of impedance between or among the 
electrodes to monitor migration or invasion of the cells. 

In use, the present invention is directed to a method for 
monitoring cell migration or invasion, which method com­
prises: a) providing an above-described apparatus for moni-

30 taring cell migration or invasion; b) placing migrating or 
invasive cells or cells suspected ofbeing migrating or invasive 
on the upper chamber for the apparatus and allowing the cells 
to move from the upper chamber into the lower chamber via 
the pores of the polymer membrane; and c) monitoring a 

35 change of impedance between or among the electrodes to 
monitor migration or invasion of the cells. 

The method of the invention can be used to monitor any 
suitable parameters that are related to cell migration or inva­
sion. For example, the method can be used to monitor the 

40 amount or number of cells that migrate or invade into the 
lower chamber based on the monitored impedance. 

The present methods can be used to determine weather a 
test compound can modulate, i.e., increase or decrease, 
migration or invasion, or to screen for such a modulator. For 

45 example, the present methods can be conducted wherein the 
cell migration is monitored in the presence and absence of a 
test compound and the method is used to determine whether 
the test compound modulates migration or invasion of the 
cells. In another example, the present methods can be con-

50 ducted wherein the cell migration or invasion is stimulated by 
a migration or invasion stimulator and the method is used to 
screen the test compound for an antagonist of the stimulator. 

The methods can also be used to monitor migration or 
invasion of normal cells. Alternatively, the present methods 

55 can be used to monitor migration or invasion of abnormal 
cells, e.g., metastasis of tumor or cancer cells. In a specific 
embodiment, the present methods can be used to monitor 
migration or invasion of tumor cells, endothelial cells, epi-

FIG. 17 shows a schematic representation of an exemplary 
embodiment of the apparatus that comprises an insert tray 
(top plate 1710) and a multi-well bottom plate (1730). The 
bottom plate (1730) comprises multiple bottom chambers. 
The top plate (1710) comprises multiple insert wells (1715). 
The bottom surface of each insert well is a membrane (1720) 60 

that has electrode structures on the bottom surface, facing the 
bottom chamber. In operation, the top plate (1710) is placed 
into the bottom plate (1730). The electrode structures on the 
bottom surface of each insert well are connected to the imped­
ance measuring instruments via various methods. For 
example, electrode structures on the bottom surface of the 
membrane can be connected to connection points (1790) 

thelia cells, fibroblasts, myoblasts, neurons and gliacytes, etc. 
The following illustrates an example of the present appa-

ratus and its operation. The apparatus for monitoring cell 
migration/invasion comprises an upper chamber or an insert 
and a bottom chamber or a lower well, separated by a polymer 
membrane, e.g. a microporous PET (polyethylene terephtha-

65 late) membrane. The polymer membrane comprises multiple 
pores that are of appropriate sizes permitting the invasive 
cells to go through. The bottom chamber or the lower well 
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supports a microelectrode array having at least two sets of 
electrode elements (i.e., two electrode arrays). The electrode 
array is of appropriate geometry so that when cells are intro­
duced and attached to the electrode plane, impedance 
between the electrode arrays will be altered. Examples of the 5 

electrode arrays include an inter-digitized, parallel electrode 
array, a two-parallel-spiral electrode array and a circular elec­
trode array. The apparatus for monitoring cell migration/ 
invasion may further comprise an impedance analyzer that is 
capable of determining the impedance between two sets of 10 

microelectrodes. 
In operation, cells to be analyzed are introduced into a top 

chamber. Appropriate reagents (e.g. cell migration/invasion 
modulators that stimulate or inhibit cell migration/invasion or 
reagents suspected to be cell migration/invasion modulators) 15 

may be added into the top chamber during or after the cell 
addition to the top chamber. The bottom chamber is loaded 
with appropriate buffer or a cell culture medium. The buffer 

38 
tance) for the electrode structure with the cell-containing 
medium was the same, or almost the same, as that obtained for 
the cell-free medium added to the well. For the condition 
when the cell-free culture medium was introduced over the 
electrodes, or when the cell-containing medium was intro­
duced over the electrodes but the cells did not have enough 
time to attach to the electrode structures, typically, the high 
frequency ( e.g., around 1 MHz and above) impedance (resis­
tance and reactance) is mainly determined by the electrode 
geometry and electrical property of the medium ( electrical 
conductivity and dielectric permittivity) of the solution that is 
introduced over the electrode structure. At lower frequencies, 
there exists a so-called "electrode polarization" effect, lead­
ing to the frequency dependent resistance and capacitance 
((see, for example, Schwan, H. P., "Linear and nonlinear 
electrode polarization and biological materials", in Ann. 
Biomed. Eng., Vol. 20, pp 269-288, 1992; Jaron, D., Schwan, 
H P and Geselowitz., "A mathematical model for the polar­
ization impedance of cardiac pacemaker electrodes", in Med. 
Biol. Eng., Vol. 6, pp 579-594). For the condition of 2 h 40 
minutes after the cell-containing medium was introduced to 
the well which was placed into a tissue culture incubator for 
over 2 h 40 minutes, the cells were given enough time to 
attach and spread (as confirmed by microscope examination 

25 of the cells in the region not covered by the electrodes). 

or medium loaded into the bottom, chamber may comprise 
suitable reagents, e.g., chemoattractants or other cell migra- 20 

ti on modulators that may stimulate or inhibit cell migration or 
reagents suspected of being cell migration/invasion modula­
tors. When the cells from the top chamber penetrate through 
the holes of the trans-chamber membrane and reach the bot­
tom chamber, landing on and attaching to the electrode struc­
tures located on the bottom chamber, the altered impedance 
between the electrodes is measured and analyzed. Preferably, 
electrode regions (i.e. sensor areas) cover the majority of the 
surface area of the bottom surface of the bottom chamber. 
Preferably, the surface area of the bottom well is somewhat 
reduced so that there is an improved sensitivity. To cover a 
wide dynamic range, it is possible to have multiple, different 
sized-bottom chamber as a series so that each area range 
covers a range of cell numbers, e.g., 1-10, 10-100, 100-1000, 
1000-10000, etc. 

The following illustrates another example of the present 
apparatus and its operation. The apparatus comprises an 
upper chamber and a bottom chamber, separated by a polymer 
membrane e.g. a microporous PET (polyethylene terephtha­
late) membrane. The polymer membrane comprises multiple 
pores that are of appropriate sizes permitting the invasive 
cells to go through. The size and the numberof the pores in the 
polymer membrane have to be carefully controlled for corre­
sponding to different cell numbers and different cell sizes. 
One electrode is on the top chamber and another electrode is 
on the bottom chamber. When the cells invade and go through 
the pores in the membranes separating two chambers, the 
electrical impedance between the two electrodes will be 
altered. Electrodes that can monitor the trans-membrane 

Because of the non-conducting nature of the cell membrane, 
the frequency spectrum of the resistance of the electrode 
structures was altered. Typically, there was an increase in the 
inter-mediate frequencies (1 kHz to 100 kHz). There was 

30 small change in either lower or higher frequency regions. 
FIG. 25(8) shows a frequency spectrum of measured reac­

tance for the same electrode structures under two same con­
ditions as in FIG. 25(A): (a), open symbol, shortly after 
(within 10 minutes, cells had not attached yet to the electrode 

35 and substrate surfaces) the tissue culture medium containing 
HT1080 cells was added to a well containing the electrode 
structure; (b) solid symbol, 2 h 40 minutes ( cells were 
attached to the electrode and substrate surfaces) after the 
culture medium containing HT1080 cells were added to the 

40 wells containing the electrode structures on the well bottom 
surface. Shortly after (e.g., within 10 minutes) cell-contain­
ing medium was added the well, the cells did not have enough 
time to attach to the electrodes. This was confirmed by that the 
measured impedance (resistance and reactance) for the elec-

45 trade structure with the cell-containing medium was the 
same, or almost the same, as that obtained for the cell-free 
medium added to the well. As described above, for the con­
dition when the cell-free culture medium was introduced over 

impedance are used to provide the information for migration 50 

the electrodes, or when the cell-containing medium was intro­
duced over the electrodes but the cells did not have enough 
time to attach to the electrode structures typically, the high process. 

Impedance Frequency Spectrum for Cell Assays 
FIG. 25(A) shows typical frequency spectra of measured 

resistance for circle-on-line electrode structures fabricated on 
glass substrates under two conditions: (a), open symbol, 
shortly after (within 10 minutes, cells had not attached yet to 
the electrode and substrate surfaces) the tissue culture 
medium containing HT 1080 cells was added to a well con­
taining the electrode structure; (b) solid symbol, 2 h 40 min­
utes ( cells were attached to the electrode and substrate sur­
faces) after the culture medium containing HT1080 cells 
were added to the wells containing the electrode structures on 
the well bottom surface. Shortly after (within 10 minutes) 
cell-containing medium was added the well, the cells did not 
have enough time to attach to the electrodes. This was con­
firmed by that the measured impedance (resistance and reac-

frequency (e.g., around 1 MHz and above) resistance is 
mainly determined by the electrode geometry and electrical 
conductivity of the solution that is introduced over the elec-

55 trade structure. At lower frequencies, there exists a so-called 
"electrode polarization" effect, leading to the frequency 
dependent resistance and capacitance (see, for example, 
Schwan, H. P., "Linear and nonlinear electrode polarization 
and biological materials", in Ann. Biomed. Eng., Vol. 20, pp 

60 269-288, 1992; Jaron, D., Schwan, HP and Geselowitz., "A 
mathematical model for the polarization impedance of car­
diac pacemaker electrodes", in Med. Biol. Eng., Vol. 6, pp 
579-594). For the condition of 2 h 40 minutes after the cell­
containing medium was introduced to the well, which was 

65 placed in a tissue culture incubator for 2 h 40 minutes, the 
cells were given enough time to attach and spread (as con­
firmed by microscope examination of the cells in the region 
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not covered by the electrodes). Under such a condition, 
because of the non-conducting nature of the cell membrane, 
the frequency spectrum of the reactance of the electrode 
structures was altered. Different from the change in the resis­
tance, the major relative change occurred in the higher fre- 5 

quencies where the overall magnitude of the reactance was 
also increased significantly because of the cells attached onto 
the electrodes. 

If we take the ratio of resistance measured with cell-at-
tached to the resistance measured without cells-attached and 10 

40 
it is possible to derive a so-called "cell number index" ( or cell 
index) from the measured impedance frequency spectra. Vari­
ous methods for calculating such a cell number index can be 
used. In the following, we illustrate several methods for cal­
culating such cell number index based on the change in resis­
tance or reactance when cells are attached to the electrode 
structure with respect to the cells not attached to the electrode 
structure. The impedance (resistance and reactance) of the 
electrode structures with no cell attached but with same cell 
culture medium over the electrode structures is sometimes 
referred as baseline impedance. The baseline impedance may 
be obtained by one or more of the following ways: (1) the 
impedance measured for the electrode structures with a cell­
free culture medium introduced into the well containing the 

plot this ratio (namely, relative change in resistance or serial 
resistance) as a function of the frequency, typically, we 
observe a peak-shaped curve (FIG. 25(C)). At lower fre­
quency, there is small or no change in the impedance (in this 
case, the serial resistance), the ratio is approximately one. 
With increasing frequency, this ratio increases until it reaches 
a peak-value. With increasing the frequency further, the ratio 
decreases to about one at high frequencies. It should be 
pointed out that it is also possible to plot a relative change in 
the reactance or capacitance value and use the change in the 
reactance to monitor and reflect the cell attachment to the 
electrode surfaces (see FIG. 25(D)). Furthermore, expression 
ofimpedance in terms of parallel resistance and reactance can 
also be used for describing the change in impedance due to 
cell attachment to the electrode surfaces. 

15 electrode structures, wherein the culture medium is the same 
as that used for the impedance measurements for the condi­
tion where the cell attachment is monitored; (2) the imped­
ance measured shortly (e.g. 10 minutes) after the cell-con­
taining medium was applied to the wells comprising the 

20 electrode structures on the well bottom ( during the short 
period after cell-containing medium addition, cells do not 
have enough time to attach to the electrode surfaces. The 
length of this short-period may depend on cell type and/or 
surface treatment or modification on the electrode surfaces); 

25 (3) the impedance measured for the electrode structures when 
all the cells in the well were killed by certain treatment ( e.g. 
high-temperature treatment) and/or reagents (e.g. detergent) 
(for this method to be used, the treatment and/or reagents 
should not affect the dielectric property of the medium which 

The peak value of the resistance ratio (i.e., the ratio of the 
resistance with cell-attached to the electrodes to the resis­
tance when no-cell-attached to the electrodes) and the fre­
quency at which the peak value occurs depend on, among 
other things, how many cells attached on the electrode sur­
face, how tight such attachment is, the size of the cells, what 
dielectric properties the cells have for their plasma membrane 
and intracellular components. For a number of the cell types 
we have tested, we found that more cells attached to the 
electrode surface result in higher peak value for the ratio and 35 

the higher frequency value at which the peak occurs, for the 
cells of the same type and under similar physiological condi­
tions ( e.g. in exponential growth phase). 

30 is over the electrodes). 

In comparison with the results in FIGS. 25(A), 25(8) and 
25(C), FIG. 26(A), 26(8), 26(C) shows the frequency spectra 40 

of the resistance, reactance and resistance ratio for a similar 
circle-on-line electrode with more cells applied to the wells 
comprising the circle-on-line electrode structures on the bot­
tom well, FIGS. 27(A), 27(8), 27(C) shows the results for 
less-number of cells attached to the electrodes. 45 

FIG. 28A shows the frequency spectra of resistance-ratio 
for different numbers of cells added into the wells comprising 
the same types of circle-on-line electrodes. For example, 
seeding about 500 cells results a maximum of 17% change in 
the serial resistance occurring at-2 kHz, whilst seeding 3200 50 

and 7000 cells resulted 182% and 517% change in serial 
resistance occurring at -5 and 30 kHz, respectively. Again, 
the change in the serial reactance can also be used for dem­
onstrating such relationship between the cell number and the 
magnitude of the change in reactance (see FIG. 28B, for 55 

example, the reactance values at 250 kHz may be used to 
illustrate relationship between the cell number and the mag­
nitude of the change in reactance ). Furthermore, if parallel 
resistance and parallel reactance are used to express the mea­
sured impedance, it is also possible demonstrate the depen- 60 

dent relationship between the cell number and the magnitude 
of the changes in parallel resistance and/or parallel reactance. 

Derivation of Cell Number Index 
Based on the dependent relationship between the measured 65 

impedance, cell number (more accurately, the viable cell 
number, or attached cell number) and cell attachment status, 

In one example, the cell number index can be calculated by: 
(1) at each measured frequency, calculating the resistance 

ratio by dividing the measured resistance (when cells are 
attached to the electrodes) by the baseline resistance, 

(2) finding or determining the maximum value in the resis­
tance ratio over the frequency spectrum 

(3) and subtracting one from the maximum value in the 
resistance ratio. 

In this case, a zero or near-zero "cell number index" indi­
cates that no cells or very small number of cells are present on 
or attached to the electrode surfaces. A higher value of "cell 
number index" indicates that, for same type of the cells and 
cells under similar physiological conditions, more cells are 
attached to the electrode surfaces. 

In another example, the cell number index can be calcu­
lated by: 

(1) At each measured frequency, calculating the resistance 
ratio by dividing the measured resistance (when cells are 
attached to the electrodes) to the baseline resistance, 

(2) finding or determining the maximum value in the resis­
tance ratio over the frequency spectrum 

(3) and taking a log-value (e.g., based on 10 ore=2.718) of 
the maximum value in the resistance ratio. 

In this case, a zero or near-zero "cell number index" indi­
cates that no cells or very small number of cells are present on 
or attached to the electrode surfaces. A higher value of "cell 
number index" indicates that, for same type of the cells and 
cells under similar physiological conditions, more cells are 
attached to the electrode surfaces. 

In one example, the cell number index can be calculated by: 
( 1) At each measured frequency, calculating the reactance 

ratio by dividing the measured reactance (when cells are 
attached to the electrodes) to the baseline reactance, 

(2) finding or determining the maximum value in the reac-
tance ratio over the frequency spectrum 

(3) and subtracting one from the maximum value in the 
resistance ratio. 
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In this case, a zero or near-zero "cell number index" indi­
cates that no cells or very small number of cells are present on 
or attached to the electrode surfaces. A higher value of "cell 
number index" indicates that, for same type of the cells and 
cells under similar physiological conditions, more cells are 5 

attached to the electrode surfaces. 
In yet another example, the index can be calculated by 

42 
In this experiment, fibronectin was used. After coating, NIH 
3 T3 cells were then seeded onto the surfaces of the electrodes. 
The resistance and reactance ( capacitive reactance) were 
measured at O hour (immediately after seeding the cells) and 
at two hours after the seeding. ( A, B) Resistance and capaci­
tive reactance as a function of frequency for eight different 
types of electrodes. Increase in resistance and decrease in 
capacitive reactance were seen in all five electrode types 

(1) At each measured frequency, calculating the resistance 
ratio by dividing the measured resistance (when cells are 
attached to the electrodes) to the baseline resistance, 

(2) then calculating the relative change in resistance in each 
measured frequency by subtracting one from the resis­
tance ratio, 

10 attached with NIH 3T3 (2 hours after seeding the cells), 
compared with their corresponding microelectrodes on which 
cells were not attached (0 hour after seeding the cells) as 
indicated. (B) The bar graph summarizes the resistance and 

(3) then integrating all the relative-change value. 
In this case, "cell-number index" is derived based on mu!- 15 

tiple-frequency points, instead of single peak-frequency like 
above examples. Again, a zero or near-zero "cell number 
index" indicates that on cells are present on the electrodes. A 
higher value of "cell number index" indicates that, for same 
type of the cells and cells under similar physiological condi- 20 

tions, more cells are attached to the electrodes. 
It is worthwhile to point out that it is not necessary to derive 

such a "cell number index" for utilizing the impedance infor­
mation for monitoring cell conditions over the electrodes. 
Actually, one may choose to directly use impedance values 
(e.g., at a single fixed frequency; or at a maximum relative­
change frequency, or at multiple frequencies) as an indicator 
of cell conditions. 

Still, it is preferred for the present invention to derive "cell 
number index" and use such index to monitor cell conditions. 
There are several advantages of using "cell number index" to 
monitor attachment and/or viability conditions. 

First, one can compare the performance of different elec­
trode geometries by utilizing such cell number index. 

25 

30 

35 

capacitive reactance changes at a given frequency as indi­
cated. Here, the capacitive reactance value is the absolute 
value. Changes of resistance and capacitive reactance were 
only seen in the electrodes attached with NIH 3T3 cells. 

TABLE2 

summary of some of the electrodes that have been tested. 

Electrode Electrode 
Structure Substrate Structure Dimension Diameter of 
Name Material Type (micron) active area 

2CF Glass Interdigitated 48/28 6mm 
2BE Glass Interdigitated 48/18 3mm 
2AA Glass Interdigitated 80/50 1mm 
2AB Glass Interdigitated 80/15 1mm 
2AC Glass Interdigitated 50/30 1mm 
2AD Glass Interdigitated 50/10 1mm 
3C Glass Circle-on-line 60/160/180 3mm 
3B Glass Circle-on-line 30/80/90 3mm 
3A Glass Circle-on-line 30/80/90 1mm 

Plastics Interdigitated 50/50 
(Kaplan) 

Electrodes 2AA, 2AB, 2AC, 2AD, 2BE and 2CF are inter­
digitated electrodes and have values 80/50, 80/15, 80/30, 
50/10, 48/18 and 48/28 for electrode width and gap width, 

Secondly, for a given electrode geometry, it is possible to 
construct "calibration curve" for depicting the relationship 
between the cell number and the cell number index by per­
forming impedance measurements for different number of 
cells added to the electrodes (in such an experiment, it is 
important to make sure that the seeded cells have well-at­
tached to the electrode surfaces). With such a calibration 
curve, when a new impedance measurement is performed, it 

40 respectively. 

is then possible to estimate cell number from the newly­
measured cell number index. 

Thirdly, cell number index can also be used to compare 
different surface conditions. For the same electrode geometry 
and same number of cells, a surface treatment given a larger 
cell number index indicates a better attachment for the cells to 
the electrode surface and/or better surface for cell attachment. 

C.EXAMPLES 

The following examples are intended to illustrate but not to 
limit the invention. 

Example 1 

Resistance and Capacitive Reactance for 8 Different 
Types of Electrodes Attached with or without Cells 

FIG. 3 illustrates impedance and capacitive reactance for 8 
different types of electrodes attached with or without NIH 
3 T3 cells. The diameter of the electrode for 2AA, 2AB, 2AC, 
2AD, and 3A is 1 mm; the diameter of the electrode for 2BE, 

Electrodes 3A, 3B and 3C are circle-on-stick (or circle on 
a line) electrodes having 30/80/90, 30/80/90 and 60/160/180 
for the stick (i.e. line) width and stick (i.e. line) gap, electrode 

45 
circle diameter, respectively. 

50 

Example 2 

Quantitative Measurement of Cells Using the 3B 
Electrode 

FIG. 4 illustrates quantitative measurement of cells using 
the 3B electrode. Serial diluted NIH 3T3 cells (10,000 cells, 
5,000 cells, 2,500 cells, 1,250 cells and 625 cells) were added 

55 onto the surface of the 3B electrode coated with fibronectin. 
Resistance and capacitive reactance were measured at O hour 
(immediately after seeding), and at 16 hours after seeding. 
The curves represent resistance and capacitive reactance data 

60 from a given frequency as indicated. TO curve indicates the 
baseline resistance and capacitive reactance for the electrodes 
onto which cells had not been attached. TO-Tl 6 curve indi­
cates the resistance and capacitive reactance changes after 
cell attached to the electrodes. The current 3B electrode is 

3B and 3C is 3 mm. The features of each electrode types are 65 

different and are provided in Table 2. The surfaces of elec­
trodes were coated with chemical and biological molecules. 

able to sense less than 600 cells. The dynamic quantification 
range of the current 3B electrode is between 10,000 and 500 
for NIH 3T3 cells. 
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Example 3 

Real Time Monitoring of NIH 3T3 and PAE Cell 
Proliferation Using the 3C and 3B Electrodes 

44 
Example 6 

Comparison in Invasion and Migration Activities 
between Noninvasive NIH 3T3 Cells and Invasive 
HT! 080 Cells as Determined in a Cell Migration 
Apparatus with Electrode Structures Incorporated 
onto the Bottom Surface of the Lower Chamber 

FIG. 22 shows comparison in invasion and migration 
10 activities between noninvasive NIH 3T3 cells and invasive 

FIG. 5 illustrates real time monitoring of NIH 3T3 and 
porcine aortic endothelia (PAE) cell proliferation using the 
3C and 3B electrodes. Two thousand five hundred NIH 3T3 
cells and 2,500 PAE cells were seeded onto the coated elec­
trodes. For NIH 3T3 cells, the electrode was coated with 
fibronectin; for PAE cells, the electrode was coated with 
gelatin. Resistance and capacitive reactance were measured 
daily to monitor the cell proliferation. Day 0 indicates the 
measurement immediately after seeding of the cells. Here, the 15 

capacitive reactance value shown in the figure is the absolute 
value. The resistance and capacitive reactance increase with 
the cultivation time (days) in both cell types, indicating cell 
proliferation. The NIH 3T3 cell growth plateaued at day 4, 
while PAE cell growth plateaued at day 5, suggesting the NIH 20 

3T3 cells proliferate faster than PAE. 

HT1080 cells on our electronic cell migration apparatuses 
where the electrode structures were incorporated onto the 
bottom surface of the lower chamber, as illustrated in FIG. 1. 
In experiment, the cell migration apparatuses keep the con­
ventional trans-well migration apparatus format, while an 
electrode sensor chip (i.e., a glass substrate on which elec-
trode structures were fabricated) was mounted onto the bot­
tom surface of each lower chamber. When cells migrate 
across the microporous membrane, drop onto and attach to 
the electrode structures, the cell-substrate impedance is 
detected and quantified by an impedance analyzer. Two cell 

Example 4 

Resistance Comparison Among Four Different Cell 
Types Using the 3C Electrode 

FIG. 6 illustrates resistance comparison among four differ­
ent cell types using the 3C electrode. Resistance for four cell 
types were measured using the 3C electrode. The four cell 
types were the NIH 3T3 cells (mouse fibroblasts), the HEP­
G 2 cells (human hepatocytes ), the PAE cells (pig endothelia 
cells) and the HUVEC (human endothelia cells). For the NIH 
3 T3 and the HEP-G2, the electrode was coated with fibronec­
tin; for the PAE and HUVEC, the electrode was coated with 
gelatin. Two electrodes were used for each cell type as indi­
cated. For NIH 3T3 and HEP-G2, 10,000 cells were seeded 
onto each electrode; for HUVEC and PAE, 20000 cells were 
seeded onto each electrode. The resistance and capacitive 
reactance were measured ( only resistance data were shown 
here) at time 0 and 3 or 4 hours after seeding. For HEP-G2, 
resistance was measured at 119 hours after seeding. Signifi­
cant increases in resistance were seen in NIH 3T3 cells, 
HUVEC and PAE cells at 3 or 4 hours. In contrast, subtle 
increase in resistance was seen in HEP-G2 at 4 hours after 
seeding, indicating the slow attachment ofhepatocytes to the 
electrodes. The resistance for HEP-G2 increased steadily 
after overnight incubation (data not shown) and reached to 
plateau at 119 hour after seeding. 

Example 5 

Reproducibility of Resistance Measurement 

FIG. 7 illustrates reproducibility of resistance measure­
ment. The reproducibility was tested on seven electrodes (3 B) 
seeded with HUVEC. The electrodes were coated with gela-

lines, the NIH 3T3 line and the HT! 080 line, were used to test 
the cell migration devices. NIH 3T3 cell line is a noninvasive 
cell line, whereas HT1080 cell line has been well character-

25 ized as an invasive cell line showing a high invasion and 
migration activities both in in vitro migration assays and in 
vivo migration assays. Both NIH 3T3 cells (purchased from 
ATCC) and HT! 080 cells (purchased from ATCC) were cul­
tivated in DMEM containing 10% FBS. In the migration 

30 experiment, cells of both types were trypsinized and counted. 
The cell suspension was made. Since the electrode sensor 
chips (i.e., glass substrates on which electrode structures were 
fabricated) were integrated or incorporated into a 24-well 
trans-well migration apparatus, the standard trans-well 

35 migration assay was performed on our electronic cell migra­
tion apparatuses. Briefly, the electrode sensor in the lower 
chamber and microporous membrane of the insert were first 
coated with an extracellular matrix protein. In this experi­
ment, both electrode sensors and microporous membrane 

40 were coated with 50 µg/ml fibronectin in room temperature 
for one hour. After wash with phosphate buffed saline, cell 
culture media (10% FBS DMEM) were added into the lower 
chambers where the precoated electrode sensors were 
mounted. Then, an insert was placed in a low chamber. In 

45 each insert, 2xl05 cells of either NIH 3T3 or HT1080 cells 
were added. The electrode structures were then connected to 
the impedance analyzer via connection pads on the electrode 
sensor chips. The invasion and migration activities were mea­
sured in real time without disturbing the experiment. In the 

50 figure, the Y axis represents cell migration index, which was 
calculated based on measured resistance of electrode struc­
tures at different times of experiment and at the beginning 
(baseline resistance, no cells were attached, of the experi­
ment) at different frequencies. The cell migration index was 

55 calculated in a similar way to that used for calculating "cell 
number index" based on the maximum ratio of the measured 

tin and seeded with 15,000 HUVEC cells per electrode. The 
resistance for each electrode was measure immediately after 60 

seeding (tO), and 20 hours and 30 minutes after seeding. 
Significant increase in resistance was seen after 20 hour incu­
bation indicating the cell attachment onto electrode. The aver­
age resistance fort0 is 47.4 with standarddeviationof3.9; for 
t20 h30 m, the average resistance is 284.8 with standard 65 

deviation of 17.2. The coefficient of variance for tO is 8.3%, 
and for t20 h30 mis 6.1. 

resistance at a given time to the baseline resistance. The cell 
migration index correlates well with the number of cells 
arrived in the bottom chamber and correlates well with cell 
invasion and migration activities. The X axis represents the 
time intervals of each measurement. As indicated, the inva­
sion and migration activities of HT! 080 cells were steadily 
increased with time. In contrast, the noninvasive NIH 3T3 
cells have shown undetectable invasion activity during the 
entire experiment. This result is consistent with previous 
reports lines using the conventional transwell apparatus. 
Moreover, the cell migration apparatuses of the present inven-
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tion and used here provide real time, continuous and labeling 
free measurement of cancer cell invasion and migration 
activities. 

Example 7 

Comparison in Invasion and Migration Activities 
between Noninvasive NIH 3T3 Cells and Invasive 
HT1080 Cells as Determined in a Cell Migration 
Apparatus where Electrode Structures Were Built 

onto the Microporous Membrane of the Insert 

46 
based on the maximum ratio of the measured resistance at a 
given time to the baseline resistance. The cell migration index 
correlates well with the number of cells arrived in the bottom 
chamber and correlates well with cell invasion and migration 

5 activities. The X axis represents the time intervals of each 
measurement. As indicated, the migration activities of 
HT! 080 cells were increased with time. The migration activ­
ity of the noninvasive NIH 3 T3 cells is weaker than that of the 
HT1080. (B) Gimsa staining of the migrated cells on the 

10 electrode sensor arrays on the opposite side of the 
microporous membrane. As indicated in the figure, the color 
density of the HTl 080was much higher than that of the NIH 
3 T3 cells, which was consistent with the result obtained from 

FIG. 23(A) shows the comparison in invasion and migra­
tion activity between noninvasive NIH 3 T3 cells and invasive 
HTl 080 cells on cell migration devices (Figure 40(8)) where 
the electrode structures were built onto the microporous 
membrane of the insert (similar to the structures shown in 
FIG. 17). In this cell migration apparatus, an electrode struc­
ture unit was built onto an bottom side of the insert (FIG. 
23(8)). Therefore, when cells invade through an extracellular 
matrix layer, migrate across the microporous membrane, the 
invaded cells directly attach onto the electrode structures, and 
such cell-electrode interaction are sensed and the impedance 
between the electrode structures were measured and quanti­
fied. Two cell lines, the NIH 3T3 line and the HT1080 line, 25 

were used for testing such cell migration apparatuses. NIH 
3T3 cell line is a noninvasive cell line, whereas HT1080 cell 
line has been well characterized as an invasive cell line show­
ing a high invasion and migration activities both in in vitro 
migration assays and in vivo migration assays. Both NIH 3 T3 30 

cells (purchased from ATCC) and HTl 080 cells (purchased 
fromATCC) were cultivated in DMEM containing 10% FBS. 

15 
the measurement of the impedance between electrode struc­
tures on the microporous membrane. Unlike the apparatuses 
described in the FIG. 22, where the electrode structures 
detected the cells migrated and dropped onto the bottom 
surface of the lower chamber, the apparatus here can detect 

20 and measure the cell migration once cells migrate across the 
microporous membrane. Therefore, this cell migration appa­
ratus having electrode structures fabricated on the membrane 
can detect the cell migration more directly and rapidly than 
the apparatuses described FIG. 22. 

Example 8 

Real Time Monitoring of the Inhibitory Effect of 
Doxycycline on Cancer Cell Invasion and Migration 
Using Cell Migration Apparatuses where Electrode 

Structures Were Built onto the Microporous 
Membrane of the Insert In the migration experiment, both cells were trypsinized and 

counted. The cell suspension was made. Since microporous 
membranes with fabricated electrode structures were bonded 35 FIG. 24 shows results ofreal time monitoring of the inhibi-
to insert wells suitable for a commercial 24-well migration 
apparatus, the standard trans-well migration assay was per­
formed on our cell migration apparatuses. Briefly, the 
microporous membrane and the built-in membrane electrode 
sensor array of the insert were first coated with an extracel­
lular matrix protein. In this experiment, both membrane elec­
trode sensors and microporous membranes were coated with 
50 µg/ml fibronectin in room temperature for one hour. After 
wash with phosphate buffed saline, cell culture media (10% 
FBS DMEM) were added into the lower chambers where the 
precoated electrode sensors were mounted. Then, an insert 
was placed in a low chamber. In each insert, 2xl05 cells of 
either NIH 3T3 or HT1080 cells were added. As shown in 
FIG. 23(8), electrical wires were bonded to the connection 
pads on the membrane with conductive adhesive and they 
were then connected to the impedance analyzer. The area 
where the connection pads bonded to electrical wires were 
covered with biocompatible silicone-based adhesive. The 
invasion and migration activities were measured in real time 
without disturbing the experiment. To validate the sensor 
measurement, at the end of the experiment, the cells migrate 
across the membrane and attached onto the electrode sensors 
on the microporous membrane were fixed with 100% metha­
nol for 5 min followed by staining with Giemsa stain (Sigma 
Diagnostics) for 30 min. (A) measurement of invasion and 
migration activities of NIH 3T3 cells and HT1080 cells. The 
Y axis represents cell migration index, which was calculated 
based on measured resistance of electrode structures at dif-

tory effect of doxycycline on cancer cell invasion and migra­
tion using cell migration devices where the the electrode 
structures were built onto the microporous membrane of the 
insert ( similar to the structures shown in FIG. 17). (A) A time 

40 and dose-dependent inhibition of HTl 080 cell invasion and 
migration by doxycycline. (B) Real-time monitoring of the 
dynamic inhibitory effect of doxycycline on HTl 080 cell 
invasion and migration using a fully automated instrment 
with software controlled data acquisition for impedance mea-

45 surement. As indicated in FIG. 24(8), the migration process 
was continuously monitored every 15 min. The cell migration 
apparatus (described in FIG. 23) with electrode structures 
fabricated on microporous membranes of the insert well was 
used to kinetically monitor drug inhibitory effect on cancer 

50 cell invasion and migration. A dose and time-dependent 
inhibitory effect of doxycycline (Sigma) on HT1080 cell 
invasion and migration was measured on the cell migration 
apparatus. Briefly, the microporous membrane (10 um in 
diameter) and the electrode structures were coated with 50 

55 µg/ml fibronectin at room temperature for one hour followed 
by wash with phosphate buffed saline. HTl 080 cells were 
trypsinized and a 106 cells/ml suspension was made. In the 
lower chamber, 1 ml of culture media containing different 
concentrations of doxycycline was added. DMSO, the sol-

60 vent for doxycycline was used as a vehicle control. In each 
insert, 200 µs ofHT1080 cell suspension (2xl05 cells) con­
taining either doxycycline or the vehicle were added. An 
impedance analyzer was automatically and electronically 
switched to electrode structures of different insert wells. After ferent times of experiment and at the beginning (baseline 

resistance, no cells were attached, of the experiment) at dif- 65 

ferent frequencies. The cell migration index is calculated in a 
similar way to that used for calculating "cell number index" 

connecting the electrode structures to cell invasion and 
migration activities in the presence or the absence of doxy­
cycline were monitored at different time intervals without 
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disturbing the experiment. The migration index ( or cell 
migration index) was calculated in the same way as those 
shown in FIGS. 22 and 23. 

Example 9 

A Device for Monitoring Migration in Real Time 

1. The Electronic Cell Chip Design 
FIG. 8 illustrates an electronic cell chip design. The figure 

shows five representative designs of the electronic cell chips. 
The gold electrodes with different geometries and sizes are 
centered on the glass substrate. The size of the glass substrate 
is 1 cmx 1 cm. The gold electrode can be connected to electric 
detection interface via connection electrode pads located on 
the sides of the glass substrate. 

2. The Mechanisms of Detecting Cells on Electronic Cell 
Chips 

An electrode can be represented as a series RC circuit 
(Warburg, E. Ann. Phys. 1901, 6, 125-135.) and both resis­
tance and the capacitance of a conductor electrolyte vary as 
f-K, where 0<K<l and f is the frequency. For a bare electrode 
in the absence of the cells (FIG. 9), the numerical value ofRsol 

48 
ATCC) and primary human hepatocytes ( obtained from Sci­
enCell Inc. San Diego, Calif.) and two cell lines, the NIH 3T3 
line and the PAE line (porcine aortic endothelia cell, obtained 
from ATCC). Significant increase in resistance was seen for 

5 all cell types at 3 or 4 hours after seeding, as shown in FIG. 6. 
5. Cell Proliferation 
The cell proliferation was tested on the testing device using 

the PAE cells. In this study, PAE cells were seeded at different 
densities (8,000 cells and 1,000 cells) to continuously moni-

10 tor cell proliferation rates at different cell seeding densities. 
Resistance was then measured at different time intervals 
without destructing the culture. As shown in FIG. 10, steadily 
increase in resistance values was seen with cultivating time 
from both devices, indicating increase in cell numbers over 

15 cultivating time. Notably, resistance increased much faster in 
the device with high cell seeding density than with low cell 
seeding density, indicating the cell proliferated much faster 
with higher cell seeding density. This was confirmed by 
observation under a light microscope ( data not shown). These 

20 results indicate that the device is able to continuously monitor 
cell proliferation in real time, and no labeling is required for 
such measurement. 

or the constriction resistance is simply equal to the asymp­
totic value at high frequency of the measured resistance 25 

(Z=ZO). The resistance or impedance is almost identical for 
cell free electrodes coated with chemicals or proteins (Luong, 

6. Quantitation and Sensitivity of Measuring Cells on the 
Testing Device 

The quantitative capacity and sensitivity of the device for 
cell measurement were tested in comparison with MTT assay, 
which is commonly used for cell quantitation48

. Serially 
diluted NIH 3T3 cells were added to the testing devices or a 
96-well microtiter plate (FIG. 11). The measurement was 

J. H. T., M. Habibi-Rezaei, J. Meghrous, C. Xiao, and A. 
Kamen. 2001. Monitoring motility, spreading and mortality 
of adherent insect cells using an impedance sensor. Anal. 
Chem. 73, 1844-1848.). In contrast, the impedance value of 
an electrode increases significantly after a cell attaches to the 
electrode and spreads (Z=Zcell). The increase in impedance 
values is correlated with the cell-electrode adhesion and the 
covered area of the electrode. Accordingly, for a given cell 
type (adherent cells), changes in cell numbers can be repre­
sented by corresponding changes in impedance values. 

30 done after overnight incubation at 37° C., 5% CO2 either by 
the resistance measurement or by MTT staining. As shown in 
FIG. 28, data obtained from both methods are very compa­
rable. A linear quantitation can be achieved by the resistance 
measurement on the device. Indeed, the device displayed a 

35 sensitivity level comparable to the MTT assay (less than 600 
cells). 

3. Detection of Cells on Electrodes by Measuring Imped­
ance 

7. Reproducibility of the Testing Device 
Reproducibility of the resistance measurement on the test­

ing device was tested using three different cell types. Here, a 
As a basis for comparative studies, a testing device was 

developed, which contains an electronic cell chip (FIG. 8), an 
electronic interface, built on a printed-circuit-board, and a 
culture well mounted onto the chip. Therefore, the base test­
ing device contains only one test unit. 

40 representative result indicating the performance capabilities 
of the device was achieved using primary human hepatocytes. 
For the test, 6 devices were used and resistance was measured 
immediately after seeding cells (t0) and at 4 hours after the 
seeding (t4). The CVs for t0 and t4 were calculated (FIG. 7). 

45 The CV _t0 represents the variation of the devices, while the 
CV _t4 represents the variation of devices plus cell adhesion 
and spreading. As shown in FIG. 7, the resistance measure­
ment on the testing device is very reproducible with low CV s 
both at t0 and t4. The CV can be further reduced by using a 

Two chip designs with different geometries were first 
tested. The design 1 contains an electrode of 1 mm in diameter 
and the design 2 contains an electrode of 3 mm in diameter. 
The detecting area is different between two designs. NIH 3 T3 
cells ( obtained from ATCC) were used for the test. For each 
test, two devices were used, one for media and the other for 
the cells. Electrodes on the testing device were coated with 
fibronectin (50µ/ml) for 1 hat room temperature. After coat­
ing, either 100 µl of.NIH 3T3 cell suspension (10,000 cells) or 
100 µl of media was added to a device. Resistance and capaci­
tive reactance at different frequencies were measured by 55 

1,260 Impedance Analyzer (Solartron Inc. UK) immediately 
after seeding (t0) and at 2 h after the seeding (t2). At t0, 
resistance and capacitive reactance were similar between the 
devices with cells and without cells. At t2, a significant 
increase in resistance values at different frequencies was seen 60 

in the device with cells, whereas no changes were seen in the 
device without cells, indicating cell attaching and spreading 
on the electrodes. Both design showed a similar result ( data 
not shown). 

4. Detecting Different Cell Types on the Testing Devices 
The device was further tested using four cell types includ­

ing two primary human cell types, HUVEC ( obtained from 

50 modified device as described below. 

65 

D. Methods 
For a migration assay, plastic wells on a multi-well sub­

strate were pre-filled with buffer solutions containing 
chemoattractants. A trans-membrane well containing plastic 
plate ( available from BD Biosciences) is then inserted into the 
plastic well of the measurement cartridge. After cells are 
loaded onto the trans-membrane wells, electrode impedances 
are monitored in the frequency range between 1 kHz and 1 
MHz. To ensure no or minimal effects of electric field appli­
cation to the cells, a 5 or 10 mV is applied to the electrodes. 
Detailed protocol is described below. 

Protocol for the Migration Analysis on the Electronic Device 
1. Electrode Coating: 
Cell adhesion molecules are used for coating. For fibronec­

tin, 50 ul of 50 ug/ml fibronectin was added to each unit at 
room temperature for 1 hour followed by wash with PBS for 
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three times. For gelatin, 50 ul of 1 % gelatin was added to each 
unit at 37° C. for 30 min, and 50 ul of0.5% glutaraldehyde 
was added for 25 min at room temperature to fix the coated 
gelatin, which was washed with PBS before additiona of 50 ul 
of0.1 M glycine for 30 min at room temperature to block the 5 

free aldehydes. Washing with PBS was performed again for 3 
times. Precoated devices may alternatively be provided. 

2. ECM Coating: 
50 ul ofECM solution was added to an insert and incubated 

50 
10. Pepper, M. S., N. Ferrara, L. Orci, and R. Montesano. 

1995. Leukemia inhibitory factor (LIF) inhibits angiogen­
esis in vitro. J Cell Sci. 108, 73-83. 

11. Rosen, L. S. 2002. Clinical experience with angiogenesis 
signaling inhibitors: focus on vascular endothelial growth 
factor (VEGF) blockers. Cancer Control. 9(Suppl), 36-44. 

12. Cross, M. J., and L. Claesson-Welsh. 2001. FGF and 
VEGF function in angiogenesis: signaling pathways, bio­
logical responses and therapeutic inhibition. Trends Phar­
macol. Sci. 22.201-207. 

13. Bandyopadhyay,A., Y. Zhu, S. N. Malik, J. Kreisberg, L. 
Z. Sun. et al. 2002. Extracellular domain ofTGFbeta type 
III receptor inhibits angiogenesis and tumor growth in 
human cancer cells. Oncogene. 21, 3541-3551. 

for overnight at room temperature. Depending on the assay 10 

requirements, ECM materials useful in the assay include BD 
Magtrgel matix (BD Biosciences), fibronectin (Sigma), col­
lagens (Sigma or BD Biosciences), and laminin (BD Bio­
sciences). The insert is washed with PBS. Precoated inserts 
may also be provided. 15 14. Mazurek,A., P. Pierzynski, W. Niklinska, L. Chyczewski, 

and T. Laudanski. 2002. Angiogenesis and Bcl-2 protein 
expression in patients with endometrial carcinoma. Neo­
plasma. 49, 149-154. 

3. Seeding Cells: 
100 ul of cell suspension (105 cells) was added to a pre­

coated insert, while 100 ul of conditioned media containing a 
chemoattractant was added to the electronic cell chip cham­
ber. After placement of the insert into the chamber, imped- 20 

ance was measured as tO. The device was incubated at 37° C., 
5% CO2 , in a 100% humidity chamber. Migration was moni­
tored in real time by measuring impedance at different time 
intervals. 

4. Data Acquisition: 
Data was stored in and analyzed using a software program 

(125505S Z plot) bundled with the purchased 1260 Imped­
ance Analyzer (Solartron Analytical). 

25 

15. Costa, C., R. Soares, J. S. Reis-Filho, D. Leitao, andF. C. 
Schmitt. 2002. Cyclo-oxygenase 2 expression is associated 
with angiogenesis and lymph node metastasis in human 
breast cancer. J. Clin. Pathol. 55, 429-434. 

16. Brenmes, R. M., R.Veve, F. R. Hirsch, F. R. Hirsch, and W. 
A. Franklin. 2002. The E-cadherin cell-cell adhesion com­
plex and lung cancer growth, metastasis, and prognosis. 
Lung Cancer. 36, 115-124. 

17. Yana, I., and M. Seiki. 2002. MT-MMPs play pivotal roles 
in cancer dissemination. Clin. Exp. Metastasis. 19, 209-
215. 
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60 
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Dielectrophoretic manipulation of cells using spiral elec- 10 
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15 

35. Wang, X-B, J. Yang, Y. Huang, J. Vykoukal, F. F. Becker, 20 

P. R. C. Gascoyne. 2000. Cell separation by dielectro­
phoretic field-flow-fractionation. Anal. Chem. 72, 
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52 
activity as measured via the mitochondrial dehydrogenase 
function in cells (MTT-method). 98, 156-162. 

49. Kleinman, H.K., M. L. McGarvey, J. R. Hassell, V. L. 
Star, G. R. Martin et al. 1986. Basement membrane com­
plexes with biological activity. Biochemistry 25:312-8. 

50. Burns, A. R., D. C. Walker, E. S. Brown, L. T. Thurmon, 
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2002. An in-depth analysis of electric cell-substrate imped­
ance sensing to study the attachment and spreading of 
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The above examples are included for illustrative purposes 

only and are not intended to limit the scope of the invention. 
Many variations to those described above are possible. Since 
modifications and variations to the examples described above 
will be apparent to those of skill in this art, it is intended that 
this invention be limited only by the scope of the appended 
claims. 

We claim: 

36. Wang, X-B, and J. Cheng. 2001. Electronic manipulation 
of cells on microchip-based devices. In Biochip Technol­
ogy (eds.) Harwood Academic Publishers, PA, U.S.A, pp 
135-159. 

1. A device for monitoring the migration or invasion of a 
biological particle such as a cell, which device comprises: 

25 a) an upper chamber adapted to receive and retain a cell 

37. Huang, Y., S. Joo, M. Duhon, M. Heller, B. Wallace, and 
X. Xu. 2002. Dielectrophoretic Cell Separation and Gene 
Expression Profiling on Microelectronic Chip Arrays. 74, 30 

3362-3371. 
38. Connolly, P., P. Clark,A. S. G. Curtis, J.A. T. Dow andC. 

D. W. Wilinson. 1990. An extracellular microelectrode 
array for monitoring electrogenic cells in culture. Biosen­
sors & Bioelectronics. 5, 223-234. 

39. Giaever, Ivar and C. R. Keese. 1991. Micromotion of 
Manimalian cells measured electrically. Proc. Natl. Acad. 
Sci. USA. 88:7896-7900. 

35 

40. Kowolenko, M., C. R. Keese, D. A. Lawrence and I.Gi­
aever. 1990. Measurement of macrophage adherence and 40 

spreading with weak electric fields. Journal of Immuno­
logical Methods, 127(1990)71-77. 

sample; 
b) a lower chamber comprising at least two electrodes; and, 
c) a biocompatible porous membrane having a porosity 

sufficient to allow cells to migrate therethrough from 
said upper chamber to said lower chamber, wherein said 
membrane is disposed in the device so as to separate the 
upper and lower chambers from one another, wherein 
said at least two electrodes are disposed on said mem-
brane and are partially exposed through pores of said 
porous membrane; 

wherein migration of cells through the porous membrane 
permits attachment of cells that have migrated to said 
lower chamber on one or more of at least two electrodes 
of said lower chamber, wherein said at least two elec­
trodes have substantially the same surface area, and 
further wherein said attachment at any one or more of 
said at least two electrodes provides a detectable change 
in impedance between or among the electrodes. 

41. Lo, Chun Min, C.R. Keese and I. Giaever. 1993. Moni­
toring motion of confluent cell in tissue culture. Experi­
mental cell research 204, 102-109. 45 

2. The device according to claim 1, further comprising an 
impedance analyzer in electrical communication with the at 
least two electrodes. 

42. Lo, Chun Min, C. R. Keese and I. Giaever. 1994. pH 
change in pulsed CO2 incubators causes periodic changes 
in cell morphology. Experimental cell research 213, 391-
397. 

43. Lo, Chun-Min, C.R. Keese, and I. Giaever. 1995. Imped­
ance analysis of MDCK cells measured by electric cell­
substrate impedance sensing. Biophysical Journal 
69:2800-2807. 

3. The device according to claim 1, wherein the biocom­
patible porous membrane comprises one or more polymers 

50 
and further wherein the thickness of said membrane has a 
thickness from 5 microns to 50 microns. 

44. Mitra, Paramita, C.R. Keese and I. Giaever. 1991. Electric 
Measurements can be used to monitor the attachment and 55 

spreading of cells in tissure culture. Biotechniques. 11( 4): 
504-510. 

45. Simpson, M. L., G. S. Sayler, J. T. Fleming and B.Apple­
gate. 2001. Whole-cell biocomputering. Trends in Biotech­
nology. 19, 317-323. 

46. Warburg,E.Ann. Phys. 1901, 6, 125-135. 
47. Luong, J. H. T., M. Habibi-Rezaei, J. Meghrous, C. Xiao, 

and A. Kamen. 2001. Monitoring motility, spreading and 
mortality of adherent insect cells using an impedance sen­
sor. Anal. Chem. 73, 1844-1848. 

48. Berg, K., M. B. Hansen, S. E. Nielsen. 1990. A new 
sensitive bioassay for precise quantification of interferon 

60 

65 

4. The device according to claim 1, wherein the biocom­
patible porous membrane further comprises a coating for 
promoting the attachment of one or more cells thereto. 

5. The device according to claim 1, further comprising 
a) electrically conductive traces extending from, and in 

electrical communication with, the at least two elec­
trodes; and, 

b) connection means for establishing electrical communi­
cation between the electrically conductive traces and an 
impedance analyzer. 

6. A method for monitoring the migration or invasion of a 
cell, the method comprising: 

a) providing a device comprising: 
i) an upper chamber adapted to receive and retain a cell 

sample; 
ii) a lower chamber comprising at least two electrodes; 
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iii) a biocompatible porous membrane having a porosity 
sufficient to allow cells to migrate therethrough, 
wherein said membrane is disposed in the device so as 
to separate the upper and lower chambers from one 
another, wherein said at least two electrodes are dis- 5 

posed on said membrane; 

54 
19. The device according to claim 17, wherein said device 

is used to assay the migration or invasiveness of one or more 
cells and wherein said lower chamber comprises at least one 
compound known to modulate the migration or invasiveness 
of cells, or at least one compound suspected of modulating the 
migration or invasiveness of cells. 

wherein migration of cells through the porous mem­
brane permits contact between the migrating cells and 
one or more of at least two electrodes of said lower 
chamber, wherein said at least two electrodes have 
substantially the same surface area, and further 
wherein said contact at any one or more of said at least 
two electrodes provides a detectable change in imped­
ance between or among the electrodes; 

20. The device according to claim 17, wherein said device 
is used to assay the migration or invasiveness of one or more 
cells and said upper chamber comprises at least one com-

10 pound known to modulate the migration or invasiveness of 
cells, or at least one compound suspected of modulating the 
migration or invasiveness of cells. 

21. The device according to claim 12, wherein said two or 
more electrodes comprise at least four electrodes and the at 

b) introducing the cells into the upper chamber of the 
device; and, 

c) determining whether a change in impedance between or 
among the electrodes occurs, where a change in imped­
ance between or among the electrodes is indicative of the 
invasion of, or migration of cells into or through, the 
biocompatible porous membrane. 

15 least four electrodes are arranged in an electrode structure 
array of two or more interdigitated electrode structure units 
(IDES) or concentric electrode structure units (CCES), each 
of which comprises at least two electrodes. 

22. A device comprising a device for measuring electrical 

7. The method according to claim 6, further comprising the 
step of introducing a known or suspected modulator of cell 
migration to the lower chamber of the device. 

20 impedance, resistance, or capacitance of a cell/substrate 
interface, comprising at least four electrodes having substan­
tially the same surface area fabricated on one side of a flexible 
biocompatible membrane that comprises at least one pore, 

8. The method according to claim 6, further comprising the 25 

step of introducing a known or suspected modulator of cell 
migration to the upper chamber of the device. 

9. The method according to claim 6, wherein the cells are 
mammalian cells. 

10. The method according to claim 9, wherein the mam- 30 

malian cells are cells known to be or suspected of being 
malignant. 

11. The method according to claim 9, wherein the mam­
malian cells are neuronal cells. 

12. A device for measuring electrical impedance, resis- 35 

tance, or capacitance of a cell/substrate interface, comprising 
two or more electrodes having substantially the same surface 
area fabricated on one side of a flexible biocompatible mem­
brane that comprises at least one pore, wherein said two or 
more electrodes are partially exposed through pores of said 40 

porous membrane, wherein said device has a surface suitable 
for cell attachment or growth, further wherein cell attachment 
or growth results in cellular contact with at least one of said 
two or more electrodes further resulting in a detectable 
change in electrical impedance, resistance or capacitance. 45 

13. The device according to claim 12, wherein said bio­
compatible membrane comprises one or more plastics or one 
or more polymers and further wherein the thickness of said 
membrane is from 5 microns to 50 microns. 

50 
14. The device according to claim 13, wherein said bio-

compatible membrane comprises a coating that allows the 
attachment of one or more cells. 

wherein said at least four electrodes are arranged in an 
electrode structure array of two or more interdigitated 
electrode structure units (IDES) or concentric electrode 
structure units (CCES), each of which comprises at least 
two electrodes, 

further wherein said device has a surface suitable for cell 
attachment or growth, 

further wherein cell attachment or growth results in cellular 
contact with at least one of said at least two electrodes 
further resulting in a detectable change in electrical 
impedance, resistance or capacitance, 

further wherein said biocompatible membrane is revers­
ibly or irreversibly attached to a structure that provides a 
plurality ofisolated fluid containers such that at least one 
of the fluid containers comprises a single IDES or CCES 
structure unit, wherein for each of said plurality of iso­
lated fluid containers that comprises a single IDES or 
CCES, the exposed surface area of said one side of said 
biocompatible membrane on which electrodes are fab­
ricated comprises an approximately uniform distribu­
tion of electrodes or electrode elements. 

23. The device according to claim 22, wherein the at least 
two electrodes that have substantially the same surface area 
are in an interdigitated configuration. 

24. The device according to claim 22, wherein the at least 
two electrodes have a geometry selected from the group con­
sisting of circle-on-line, diamond-on-line, castellated, and 
sinusoidal geometries. 

25. The device according to claim 22, wherein the width of 
the electrodes is from 20 microns to 500 microns; further 
wherein the gap between electrode elements is between 3 15. The device according to claim 14, wherein said coating 

comprises an extracellular matrix component. 
16. The device according to claim 12 situated in a fluid 

container, wherein the device separates an upper chamber 
from a lower chamber of the fluid container. 

55 microns and 80 microns in width; further wherein the ratio of 
the gap width to the electrode element width ranges from 
about 1:20 to about 3:1; further wherein the gap between 
electrode elements is between about 0.2 time and about 3 

17. The device according to claim 16, wherein said at least times the width of cells used in the measuring electrical 
two electrodes are fabricated on the lower side of said mem- 60 impedance, resistance or capacitance of a cell/substrate inter-
brane, wherein said at least one pore has a diameter of face. 
between 1 micron and 30 microns. 

18. The device according to claim 17, wherein said mem­
brane comprises at least one biomolecular coating, at least 
one extracellular matrix component, a layer of epithelial or 65 

endothelial cells, or a combination thereof, on the upper side 
of said membrane. 

26. The device of claim 22, further comprising an imped­
ance analyzer connected to the electrodes. 

27. The device according to claim 22, wherein said bio­
compatible membrane comprises one or more plastics or one 
or more polymers and further wherein the thickness of said 
membrane is from 5 microns to 50 microns. 
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28. The device according to claim 22, wherein said bio­
compatible membrane comprises a coating that allows the 
attachment of one or more cells. 

56 
42. The apparatus according to claim 40, wherein said at 

least one pore of the biocompatible membrane has a diameter 
ofless than 5 microns. 

29. The device according to claim 28, wherein said coating 
comprises an extracellular matrix component. 

30. The device according to claim 22, wherein for each of 
said plurality of isolated fluid containers that comprises a 
single IDES or CCES situated in a fluid container, the bio­
compatible membrane separates an upper chamber from a 
lower chamber of the fluid container. 

43. The apparatus according to claim 40, wherein said 
5 membrane comprises a layer of cells on the upper side of said 

membrane, wherein said cells are Caco-2 cells. 

31. The device according to claim 30, wherein said at least 
two electrodes are fabricated on the lower side of said mem­
brane, wherein said at least one pore has a diameter of 
between 1 micron and 30 microns. 

10 

32. The device according to claim 31, wherein said mem- 15 

brane comprises at least one biomolecular coating, at least 
one extracellular matrix component, a layer of epithelial or 
endothelial cells, or a combination thereof, on the upper side 
of said membrane. 

33. The device according to claim 31, wherein said device 20 

is used to assay the migration or invasiveness of one or more 
cells and wherein said lower chamber comprises at least one 
compound known to modulate the migration or invasiveness 
of cells, or at least one compound suspected of modulating the 
migration or invasiveness of cells. 

34. The device according to claim 31, wherein said device 
25 

is used to assay the migration or invasiveness of one or more 
cells and said upper chamber comprises at least one com­
pound known to modulate the migration or invasiveness of 
cells, or at least one compound suspected of modulating the 30 

migration or invasiveness of cells. 
35. An apparatus for measuring electrical impedance, 

resistance, or capacitance of a cell/substrate interface, com­
prising a plate that comprises one or more wells, at least one 
of which comprises a device comprising two or more elec- 35 

trodes having substantially the same surface area fabricated 
on one side of a flexible biocompatible membrane that com­
prises at least one pore, wherein said device has a surface 
suitable for cell attachment or growth, further wherein cell 
attachment or growth results in cellular contact with at least 40 

one of said two or more electrodes further resulting in a 
detectable change in electrical impedance, resistance or 
capacitance, further wherein each device separates each well 
into upper and lower chambers. 

36. The apparatus according to claim 35, wherein the two 45 

or more electrodes are on the lower side of the membrane. 
37. A method for monitoring cell migration or invasion, 

comprising: 
a) providing an apparatus of claim 36; 
b) placing cells in the upper chamber of said apparatus ; and 50 

44. A method of measuring the integrity of a cell mono­
layer, comprising: 

a) providing the apparatus of claim 40; 

b) culturing cells in said upper chamber of said apparatus; 
and 

c) monitoring the integrity of the cell mono layer in said 
upper chamber by monitoring the impedance. 

45. The apparatus according to claim 35, 

wherein said two or more electrodes comprise at least four 
electrodes and the at least four electrodes are arranged in 
an electrode structure array of two or more interdigitated 
electrode structure units (IDES) or concentric electrode 
structure units (CCES), each of which comprises at least 
two electrodes, 

further wherein the biocompatible membrane is reversibly 
or irreversibly attached to a first plate that comprises two 
or more wells that provide lower chambers of cell migra­
tion units and is reversibly or irreversibly attached to a 
second plate that provides tube structures that provide 
upper chambers of cell migration units, such that each 
cell migration unit comprises a single IDES or CCES. 

46. The apparatus according to claim 45, further compris­
ing an impedance analyzer, interface electronics comprising 
electronic switches to control and switch said impedance 
analyzer to different electrode structure units of said appara­
tus, and a software that can enable real time measurement or 
monitoring of impedance between the electrodes or electrode 
structures of said apparatus. 

47. The apparatus according to claim 46, wherein said 
software has at least one function selected from the group 
consisting of: 

(a) controlling electronic switching for connecting said 
impedance analyzer to one of multiple electrode struc­
ture units of the present apparatuses; 

(b) controlling impedance analyzer for measurement of 
impedance between or among electrode structures at one 
or multiple frequencies; 

( c) processing the acquired impedance data to derive 
appropriate biologically relevant parameters (e.g., cell 
number index); 

(d) displaying the results on a monitor or storing results; 
and 

(e) automatically performing above functions (a) through 
( d) at regular or irregular time intervals. 

c) monitoring a change of impedance between or among 
the electrodes to monitor migration or invasion of said 
cells. 

38. The method according to claim 37, further comprising 
adding a known or suspected modulator of cell migration or 
cell invasion to the lower chamber of said apparatus. 

48. An apparatus according to claim 35, further comprising 
an insert tray that comprises one or more insert chamber, each 

55 of which comprising: 

39. The method according to claim 37, further comprising 
adding a known or suspected modulator of cell migration or 
cell invasion to the upper chamber of said apparatus. 

40. The apparatus according to claim 35, wherein the two 60 

or more electrodes are on the upper side of the membrane. 
41. The apparatus according to claim 40, wherein said 

membrane comprises a layer of cells on the upper side of the 
membrane, wherein said cells are epithelial cells or endothe­
lial cells. 

(a) fluid impermeable walls, and 
(b) wherein said device forms the bottom of each of said 

one or more insert chamber; 
further wherein each insert chamber fits into a well of said 

plate such that the wells of the plate form a lower cham­
ber and the insert forms an upper chamber of a cell 
invasion/migration unit. 

* * * * * 
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