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I, James Lansford, do hereby declare and state:
1. I submit this Declaration at the request of Dell Inc., Dell Technologies
Inc., HP Inc., and Lenovo (United States) Inc. for consideration by the Patent Trial
and Appeal Board in inter partes review proceedings.
2. I am a citizen of the United States, and reside in Florissant, Colorado.
3. I make the following statements in this declaration based on my
personal knowledge.
4. I have held numerous leadership positions in IEEE 802 over the last 25
years, including:
a. Founding Chair, IEEE 802.19 Coexistence Working Group. In
this role, I was a member of the Sponsor Executive Committee
(SEC), the leadership team for all of IEEE 802 (including 802.11,
802.3, and 802.15, among others).
b. Vice-chair, IEEE 802.15.2 Wi-Fi Bluetooth Coexistence
Technical Group.
C. Chair, IEEE 802.11 DSRC Coexistence Tiger Team.
d. Chair, IEEE 802.11 Wireless Next Generation Standing
Committee.

e. Chair, IEEE 802.11 Automotive Topic Interest Group.
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5. I was employed as Chief Technical Officer and Vice President of
Business Development by Mobilian Corporation in Hillsboro, Oregon from
February 2000 to November 2003. During my tenure at Mobilian, I was responsible
for, among other things, strategy and tactics with respect to standard-setting bodies,
including the IEEE, the Bluetooth special interest group, the European
Telecommunication Standards Institute’s Broadband Radio Access Network group
(ETSI/BRAN), the Software Defined Radio forum, and the Wi-Fi Alliance (formerly
known as WECA). While I was at Mobilian, I regularly attended meetings of the
IEEE 802.11 and 802.15 Working Groups and was an active contributor, having
posted and presented several documents to both the 802.11 and 802.15 Working
Groups.

6. In the 2000-2003 timeframe, all IEEE 802 Working groups—including
802.1, 802.3, 802.11, 802.15, 802.19, and 802.24—met together three times a year
in a plenary meeting. I attended almost all plenary meetings from January 2004
onward, with a gap between 2006-2010. I also attended the March 2003 and July
2003 plenary meetings, at which approval and publication of the 802.3af standard
was discussed.

7. During this period, I was the founding Chair of the IEEE 802.19
Coexistence Working Group, which gave me automatic membership in the IEEE

802 Sponsor Executive Committee (SEC), the group that oversees all working group
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activities in IEEE 802. The IEEE 802.11, 802.15, 802.18, 802.19, and 802.3
Working Groups collaborated closely, including by holding meetings on the same
dates and in the same venue, where attendees of any Working Group could and often
did attend meetings of other Working Groups; by sharing the 802wirelessworld
document server and website; and by awarding cross credit across Working Groups
for attending sessions of any of the Working Groups, for purposes of gaining or
maintaining voting privileges. As a member of the SEC in 2003, I reviewed the
802.3af standard and voted to submit the standard to the Standards Review
Committee (RevCom) during a meeting in March 2003. The 802.3af standard was
approved by RevCom and the Standards Board in June 2003 and published on June
18,2003. A true and correct copy of the IEEE 802.3af standard is attached as Exhibit
F.

8. I was employed as Chief Technology Officer of Alereon, Inc. in Austin,
Texas from November 2003 to February 2010. During my tenure at Alereon, I was
responsible for, among other things, defining and executing on the company’s
standards and regulatory strategy. During that time, I was also the co-chair of the
IEEE 802.15.3a Task Group, chair of the WiMedia Technical Steering Committee,
co-chair of the WiMedia 60GHz Study Group, chair of the WiMedia Mobile
Applications Study Group, vice-chair of the WiMedia Video Study Group, and a

member of various other related boards and working groups.
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0. [ was employed by CSR plc (“CSR”) from February 2010 to September
2015. After Qualcomm Incorporated (“Qualcomm™) acquired CSR in September
2015, I continued working for Qualcomm through May 2023. While I was at CSR,
among other work, I was the head of CSR’s Wi-Fi Alliance and IEEE 802.11
Standards teams. During that period, I was Chair of the 802.11 Wireless Next
Generation Standing Committee, in addition to being an active participant,
contributor, and voting member of the IEEE 802.11 Working Group. After
transitioning to Qualcomm, I became a director of technical standards, where I
continued as an active member of the 802.11 Working Group and also continued as
chair of the IEEE 802.11 Wireless Next Generation Standing Committee, among
other work.

10. Since 2010 I have been a lecturer at the University of Colorado,
Boulder, in the department of Computer Science. | have taught the Wireless Local
Area Networks class in the graduate school since 2011, which is exclusively focused
on IEEE 802.11 technology. Among other topics, I teach my students about the
IEEE’s standard setting processes, including the processes by which Working Group
participants submit and retrieve documents in order to discuss various proposals in
periodic Working Group meetings. As part of those lectures, I show my students
how to use the IEEE’s Mentor website to find and download Working Group

submissions, and we frequently review current proposals to evaluate their technical
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content. IEEE 802.3 (wired Ethernet) and 802.11 (wireless Ethernet, aka Wi-Fi)
share common protocol layers as defined by the IEEE 802.1 Working Group, so
students in my class are also instructed in Ethernet protocols above the physical
layer.

11. I have been a member of the Institute of Electrical and Electronics
Engineers (“IEEE”) since 1984 (40 years) and am currently a Life Senior Member.
I have participated in the activities of the IEEE Standards Association (“IEEE-SA”)
continuously since 2010, and before that with some breaks in voting membership. I
have participated in the IEEE 802.11 Wireless Local Area Networks (“WLAN”)
Working Group since 1999, also with some breaks in voting membership.

12.  The IEEE-SA generates standards using processes that are recognized
by the International Organization for Standardization (ISO) as meeting typical
standards development processes. IEEE-SA members can participate in what used
to be called Sponsor Ballots (now called SA Ballots), which is the review process
for draft standards that have passed from the Task Group to the Working Group to
the Sponsor Executive Committee. I have participated in several Sponsor/SA ballots
over the last 13 years as an IEEE-SA member.

13.  Each Working Group operates indirectly under the IEEE-SA (with the
IEEE 802 SEC providing overall oversight of all 802 Working Groups), and includes

several Task Groups, each of which is typically responsible for generating a single
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amendment which will ultimately become part of the baseline IEEE standard. The
Task Groups generate draft amendments for approval by the Working Group, which
the Working Group presents (indirectly) for approval by IEEE-SA using the
Sponsor/SA Ballot process after approval by the IEEE 802 SEC. As discussed above,
I reviewed and voted on the 802.3af standard as a member of the SEC in 2003. The
802.3af standard was approved in June 2003.

14.  After IEEE-SA approves a final standard for publication (after the draft
passes Sponsor/SA Ballot), the standard is copy-edited by the IEEE-SA editorial
department. The purpose of this process is to catch editorial (e.g., stylistic,
grammatical, linguistic and syntactic) errors not caught by the balloting participants.
During this process, the copy editor engages with the Task Group editor to ensure
that no changes have any technical impact. This process was followed in the 2002-
2003 timeframe.

15.  After publication, IEEE standards are made available to members of the
IEEE and for purchase by any member of the public. The IEEE-SA makes ratified
standards available for no cost access to the public for a limited period of time
through the Get IEEE 802 program, after which they are still available to the public,
but there may be a fee to download. In June 2003, when the IEEE 802.3af standard
was published, Get IEEE 802 was a pilot program. The IEEE website at that time

provided the following description of the Get IEEE 802 program:
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The Get IEEE 802™ program makes IEEE 802® standards available
at no charge in PDF format thanks to the sponsors listed to the right.
This pilot program grants public access to view and

download current individual IEEE Local and Metropolitan Area
Network standards at no charge.

New IEEE 802® standards are included in the program after they
have been published in PDF for six months.

All documents available in the Get IEEE 802™ program will remain
in the program until they are replaced in the program by a superseding
document or are withdrawn.

Superseded, Drafts, and Withdrawn documents can be purchased by
visiting the IEEE Online Catalog & Store, or by subscribing to IEEE
LAN/MAN plus Drafts Standards Online Subscription.

This pilot program will be reviewed periodically for
continuance. Click here for more information about how you and/or
your organization can help keep this pilot program alive.

To select any of the available standards, click here for the index to
the standards. You must accept the Terms and Conditions. Upon
accepting, you will be able to download the standard(s). If you
encounter a problem downloading a standard, try configuring Adobe
Acrobat as a helper not a plug-in (see instructions below), or upgrade
to Adobe Acrobat 5.0 or higher.

See Exhibit A.

16.  Six months after the IEEE 802.3af standard was published (June 18,

2003), and by at least February 14, 2004 (Exhibit B), a visitor to the IEEE website

would have been able to access the IEEE 802.3af standard for free via the Get IEEE

802 download page. This page merely required the visitor to identify whether they

were a student, standards developer, public network service provider, etc. in order

to download the document. Exhibit C.
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17.  The Get IEEE program has existed at least since May 2001. Exhibit D.
According to a report to the IEEE 802 Sponsor Executive Committee by Jonathan
Goldberg of IEEE staff, over 7.2 million documents were downloaded by the public
during the period from April 2003 to September 2017 as part of the Get IEEE 802
program, with over 2.6 million downloads by academia. Exhibit E.

18.  The Get IEEE 802 program (part of the overall IEEE Get program for
all standards, not just IEEE 802) is one of four ways to access standards and
standards in development (Standards Store, IEEE Xplore Digital Library, IEEE
Standards Reading Room, and the IEEE Get Program). All IEEE standards are
available for anyone in the public to obtain, either for free via the Get IEEE 802
program or for purchase through the Standards Store. Anyone can create an account
in IEEE Xplore and view a copy of any of the published standards via the IEEE
Standards Reading room. The Reading Room allows view-only privileges to the
general public; institutions that have an IEEE-SA corporate or university account
allow their users to download documents for free, even ones that are no longer free
under the Get IEEE 802 program. Hence, millions of university students and
company employees have free access to all versions of IEEE Standards. Anyone else
in the general public can purchase any IEEE standard after it transitions out of the

Get IEEE 802 program.
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19. I understand that in the current proceeding I may be deposed on the
content of this declaration, if requested, and I am willing to sit for any such
deposition. I am being paid an hourly fee of $700/hour (my standard consulting rate)
for my time in connection with preparing this declaration and participating in any
deposition in this proceeding. My compensation is in no way dependent on the

content of this declaration, nor is it dependent on the outcome of this proceeding.

I, James Lansford, declare that all statements made herein of my own knowledge are
true and that all statements made on information and belief are believed to be true;
and that these statements were made with the knowledge that willful false statements
and the like so made are punishable by fine or imprisonment, under Section 1001 of
Title 18 of the United States Code.

Dated: 3@5@/()7%24 km

r. James L. La,stord
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IEEE Std 802.3af™-2003
(Amendment to IEEE Std 802.3™-2002,
including IEEE Std 802.3ae™-2002)

IEEE Standard for Information technology—
Telecommunications and information exchange between systems—
Local and metropolitan area networks—

Specific requirements

Part 3: Carrier Sense Multiple Access with
Collision Detection (CSMA/CD) Access Method
and Physical Layer Specifications

Amendment: Data Terminal Equipment (DTE)
Power via Media Dependent Interface (MDI)
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IEEE-SA Standards Board

Abstract: Support for optionally powering a 10BASE-T, 100BASE-TX or 1000BASE-T DTE device via the
Power Interface (PI) using physical layers defined in Clauses 14, 25, and 40. The Power Sourcing Equipment
(PSE) is located at an endpoint or midspan, separate from and between the MDIs, and provides power to the
Powered Device (PD) over the Link Section. The PSE detection protocol distinguishes a compatible PD from
non-compatible devices and precludes the application of power and possible damage to non-compatible de-
vices.pThe PSE monitors the Maintain Power Signature (MPS) and removes power when it is no longer re-
quested or required.pOptional management function requirements are specified.

Keywords: 802.3af, Link Section, midspan, MPS, PD, PI, POE, power, Power over Ethernet, PSE

“Superseded” standards are standards that are no longer useful or contain significant obsolete or erroneous information. All amendments
or corrigenda associated with this standard have also been superseded.

WARNING: You are cautioned to USE AT YOUR OWN RISK, as the technology contained herein
may no longer be accurate or may have been replaced.

Information on superseded standards is available in the IEEE-SA Standard Board Operations Manual
<http://standards.ieee.org/guides/opman/index.html>.
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees of the
IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a consensus develop-
ment process, approved by the American National Standards Institute, which brings together volunteers representing varied
viewpoints and interests to achieve the final product. Volunteers are not necessarily members of the Institute and serve with-
out compensation. While the IEEE administers the process and establishes rules to promote fairness in the consensus devel-
opment process, the IEEE does not independently evaluate, test, or verify the accuracy of any of the information contained in
its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other damage,
of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting from the
publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly disclaims any
express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or that the
use of the material contained herein is free from patent infringement. IEEE Standards documents are supplied “AS IS

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase, market,
or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint expressed at the
time a standard is approved and issued is subject to change brought about through developments in the state of the art and
comments received from users of the standard. Every IEEE Standard is subjected to review at least every five years for revi-
sion or reaffirmation. When a document is more than five years old and has not been reaffirmed, it is reasonable to conclude
that its contents, although still of some value, do not wholly reflect the present state of the art. Users are cautioned to check
to determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other services for,
or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any other person or entity to
another. Any person utilizing this, and any other IEEE Standards document, should rely upon the advice of a competent pro-
fessional in determining the exercise of reasonable care in any given circumstances.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to specific
applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate action to prepare
appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is important to ensure that any
interpretation has also received the concurrence of a balance of interests. For this reason, IEEE and the members of its soci-
eties and Standards Coordinating Committees are not able to provide an instant response to interpretation requests except in
those cases where the matter has previously received formal consideration.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affiliation with
IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with appropriate
supporting comments. Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

P.O.Box 1331

Piscataway, NJ 08855-1331

USA

Note: Attention is called to the possibility that implementation of this standard may require use of subject mat-
ter covered by patent rights. By publication of this standard, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. The IEEE shall not be responsible for identifying patents
for which a license may be required by an IEEE standard or for conducting inquiries into the legal validity or
scope of those patents that are brought to its attention.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the Institute of Elec-
trical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center. To arrange for
payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood Drive, Danvers, MA
01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for educational classroom use
can also be obtained through the Copyright Clearance Center.
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Introduction to IEEE Std 802.3af-2003

[This introuduction is not part of IEEE Std 802.3af-2003, IEEE Standard for Information technology —
Telecommunications and information exchange between systems—Local and metropolitan area net-
works— Specific requirements CSMA/CD Access Method and Physical Layer Specifications Amend-
ment: Data Terminal Equipment (DTE) Power via Media Dependent Interface (MDI)]

This amendment is part of a family of standards for local and metropolitan area networks. The relationship
between the standard and other members of the family is shown below. (The numbers in the figure refer to
IEEE standard numbers.l)

>_
=
any
D ™
2| - 802.2" LOGICAL LINK
wn L
: 5
o
=llo ||k
S || W i . DATA
8[| & = 802.1" BRIDGING LINK
Q 0} LAYER
<C
< P4
o <
= = "
o i 802.3 802.5 802.11 802.15" 802.16 "
& by MEDIUM MEDIUM MEDIUM MEDIUM MEDIUM
i 3 ACCESS ACCESS ACCESS ACCESS ACCESS
(@]
% 802.3 802.5 802.11 802.15 802.16 PHYSICAL
o PHYSICAL PHYSICAL PHYSICAL PHYSICAL PHYSICAL LAYER

* Formerly IEEE Std 802.1A™.

This family of standards deals with the Physical and Data Link layers as defined by the International
Organization for Standardization (ISO) Open Systems Interconnection (OSI) Basic Reference Model
(ISO/IEC 7498-1: 1994). The access standards define five types of medium access technologies and
associated physical media, each appropriate for particular applications or system objectives. Some access
standards have been withdrawn and other types are under investigation.

The standards defining the technologies noted above are as follows:

 IEEE Std 8022 Overview and Architecture. This standard provides an overview to the
family of IEEE 802 Standards.

* IEEE Std 802.1B™ LAN/MAN Management. Defines an OSI management-compatible
and 802.1k™ architecture, and services and protocol elements for use in a LAN/MAN
[ISO/IEC 15802-2] environment for performing remote management.
e IEEE Std 802.1D" Media Access Control (MAC) Bridges. Specifies an architecture and protocol
for the interconnection of IEEE 802 LANs below the MAC service boundary.
e IEEE Std 802.1E™ System Load Protocol. Specifies a set of services and protocol for those aspects
[ISO/IEC 15802-4] of management concerned with the loading of systems on IEEE 802 LANSs.

IThe IEEE standards referred to in the above figure and list are trademarks owned by the Institute of Electrical and Electronics
Engineers, Incorporated.

2The IEEE 802 Overview and Architecture Specification, originally known as IEEE Std 802.1A, has been renumbered as IEEE Std 802.
This has been done to accomodate recognition of the base standard in a family of standards. References to IEEE Std 802.1A should be
considered as references to IEEE Std 802.

Copyright © 2003 IEEE. All rights reserved. iii
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IEEE Std 802.1F"

IEEE Std 802.1G™
[ISO/IEC 15802-5]

IEEE Std 802.1H™
[ISO/IEC TR 11802-5]

SUPERSEDED

Common Definitions and Procedures for IEEE 802 Management Information.

Remote Media Access Control (MAC) Bridging. Specifies extensions for the
interconnection, using non-LAN communication technologies, of geographically
separated IEEE 802 LANs below the level of the logical link control protocol.

Media Access Control (MAC) Bridging of Ethernet V2.0 in Local Area
Networks.

e IEEE Std 802.2
[ISO/IEC 8802-2]

Logical Link Control.

e IEEE Std 802.3 CSMA/CD Access Method and Physical Layer Specifications.

e IEEE Std 802.5
[ISO/IEC 8802-5]

Token Ring Access Method and Physical Layer Specifications.

e [EEE Std 802.10 Interoperable LAN/MAN Security.

e IEEE Std 802.11
[ISO/IEC DIS 8802-11]

Wireless LAN Medium Access Control (MAC) and Physical Layer
Specifications.

e IEEE Std 802.15 Wireless Medium Access Control (MAC) and Physical Layer (PHY)

Specifications for: Wireless Personal Area Networks.

* IEEE Std 802.16 Standard Air Interface for Fixed Broadband Wireless Access Systems.

In addition to the family of standards, the following is a recommended practice for a common Physical
Layer technology:

e IEEE Std 802.7" IEEE Recommended Practice for Broadband Local Area Networks.

Conformance test methodology

An additional standard, IEEE Std 1802.3™ provides conformance test information for I0BASE-T.

IEEE Std 802.3af-2003

This standard contains state-of-the-art material. The area covered by this standard is undergoing evolution.
Revisions are anticipated to this standard within the next few years to clarify existing material, to correct
possible errors, and to incorporate new related material.

v Copyright © 2003 IEEE. All rights reserved.
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List of special symbols

For the benefit of those who have received this document by electronic means, what follows is a list of
special symbols and operators. All special symbols and operators are taken from the “SYMBOL” font set
supported on most Windows, MacIntosh, and UNIX systems. If any of these symbols or operators fail to
print out correctly on your machine, the editors apologize, and hope that this table will at least help you to
sort out the meaning of the resulting funny-shaped blobs and strokes.

Special symbols formed from the “SYMBOL” font set may be prepared in the following way: First, change
to “SYMBOL” font. There is an entry under Format, Characters for this purpose. Then, while continuously
holding down the ALT key, enter the three- or four-digit code using the numbers on your numeric keypad
(the “NumLock” feature must be ON for this to work). Alternatively, cut and paste the symbols you need
from this page. Those editors who are using Mac or UNIX may use window pull-down menus to insert
symbol-font characters.

Special symbols and operators

Printed Character Meaning ch:;';iltlel: Zo de Font
* Boolean AND ALT-042 Symbol
+ Boolean OR, ALT-043 Symbol

Arithmetic addition

A Boolean XOR A Times

! Boolean NOT ALT-033 Symbol
< Less than ALT-060 Symbol
< Less than or equal to ALT-0163 Symbol
= Equal to ALT-061 Symbol
# Not equal to ALT-0185 Symbol
= Greater than or equal to ALT-0179 Symbol
> Greater than ALT-062 Symbol
= Assignment operator ALT-0220 Symbol
€ Indicates membership ALT-0206 Symbol
& Indicates nonmembership ALT-0207 Symbol
+ Plus or minus (a tolerance) ALT-0177 Symbol
° Degrees (as in degrees Celsius) ALT-0176 Symbol
> Summation ALT-0229 Symbol
— Big dash (Em dash) Ctrl-q Shft-q Times
- Little dash (En dash) Ctrl-q Shft-p Times
T Dagger ALT-0134 Times

¥ Double dagger ALT-0135 Times
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IEEE Standard for Information technology —

Telecommunications and information exchange between systems —
Local and metropolitan area networks —

Specific requirements —

Part 3: Carrier Sense Multiple Access with
Collision Detection (CSMA/CD) Access Method
and Physical Layer Specifications

Amendment: Data Terminal Equipment (DTE)
Power via Media Dependent Interface (MDI)

[These changes are part of IEEE Std 802.3-2002.]

EDITORIAL NOTE —This amendment is based on the current edition of IEEE Std 802.3-2002 plus changes
incorporated by IEEE Std 802.3ae-2002. The editing instructions define how to merge the material contained
here into this base document set to form the new comprehensive standard as created by the addition of IEEE
Std 802.3ae-2002.

Editing instructions are shown in bold italic. Four editing instructions are used: change, delete, insert, and
replace. Change is used to make small corrections in existing text or tables. The editing instruction specifies
the location of the change and describes what is being changed either by using-strikethrotgh (to remove old
material) or underscore (to add new material). Delete removes existing material. Insert adds new material
without disturbing the existing material. Insertions may require renumbering. If so, renumbering instructions
are given in the editing instruction. Editorial notes will not be carried over into future editions. Replace is
used to make large changes in existing text, subclauses, tables, or figures by removing existing material and
replacing it with new material. Editorial notes will not be carried over into future editions because the
changes will be incorporated into the base standard.
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1. Introduction

1.4 Definitions
Replace 1.4.170 with the following:

1.4.170 Medium Dependent Interface (MDI): The mechanical and electrical or optical interface between
the transmission medium and the MAU (e.g., IOBASE-T) or the PHY (e.g., I0O0OBASE-T) and also between
the transmission medium and any associated (optional per IEEE 802.3 Clause 33) Powered Device (PD) or
Endpoint Power Sourcing Equipment (PSE).

Insert the following definitions alphabetically into 1.4. Renumber the definitions as required.
1.4x Endpoint PSE: Power Sourcing Equipment (PSE) that is located at an endpoint.
1.4.x Link Section: The portion of the link from the PSE to the PD.

14.x Midspan: An entity located within a link segment that is distinctly separate from and between the
Medium Dependent Interfaces (MDIs).

1.4.x Midspan PSE: Power Sourcing Equipment (PSE) that is located in the Midspan.

1.4x PSE Group: A PSE or a collection of PSEs that can be related to the logical arrangement for manage-
ment within an encompassing system.

1.4.x Power Interface (PI): The mechanical and electrical interface between the Power Sourcing Equip-
ment (PSE) or Powered Device (PD) and the transmission medium. In an Endpoint PSE and in a PD the
Power Interface is the MDI.

14.x Twisted Pair Medium Dependent Interface (TP MDI): The mechanical and electrical interface
between the transmission medium and the Medium Attachment Unit (MAU) or PHY, e.g., (I0BASE-T,
100BASE-TX, or I000BASE-T).

1.4.x Power Sourcing Equipment (PSE): A DTE or midspan device that provides the power to a single link
section. DTE powering is intended to provide a single 10BASE-T, 100BASE-TX, or 1000BASE-T device
with a unified interface for both the data it requires and the power to process these data.

1.4.x Powered Device (PD): A device that is either drawing power or requesting power from a PSE.

1.5 Abbreviations
Insert the following items alphabetically in 1.5.

MPS  Maintain Power Signature
PD Powered Device

PI Power Interface

PSE Power Sourcing Equipment
SELV  Safety Extra Low Voltage

2 Copyright © 2003 IEEE. All rights reserved.
DELL/HP/LENOVO EXHIBIT 1009
Page 47



SUPERSEDED

CSMA/CD Std 802.3af-2003

14. Twisted-pair medium attachment unit (MAU) and baseband medium, type
10BASE-T

14.3.1.1 Isolation requirement

Change the first paragraph of this subclause as follows:

A MAU that encompasses the PI of a PD within its MDI (see 33.1.3) shall provide isolation between all
external conductors, including frame ground, and all MDI leads including those not used by 10BASE-T. A
MAU that does not encompass the PI of a PD within its MDIthe-MAU shall provide isolation between the
DTE Physical Layer circuits including frame ground and all MDI leads including those not used by
10BASE-T. This electrical separation shall withstand at least one of the following electrical strength tests.

14.10.4.5.11 Isolation requirements

Replace item 1 of the table in this subclause with the following:

Any of the three tests listed in
Isolation, MDI leads to DTE 14.3.1.1. Function provided by
la . L 143.1.1 C MAU s that do not encompass
Physical Layer circuits the PI of a PD within their
MDI.
Any of the three tests listed in
b Isolation, MDI leads to all 14311 c 14.3.1.1. Function provided by
external conductors T MAUSs that encompass the PI
of a PD within their MDI.
Copyright © 2003 IEEE. All rights reserved. 3
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22. Reconciliation Sublayer (RS) and Media Independent Interface (Mil)
22.2.4 Management functions
Change the third paragraph of this subclause as follows:

The MII basic register set consists of two registers referred to as the Control register (Register 0) and the Sta-
tus register (Register 1). All PHY's that provide an MII shall incorporate the basic register set. All PHY's that
provide a GMII shall incorporate an extended basic register set consisting of the Control register (Register
0), Status register (Register 1), and Extended Status register (Register 15). The status and control functions
defined here are considered basic and fundamental to 100 Mb/s and 1000 Mb/s PHYs. Registers 2 through
4012 are part of the extended register set. The format of Registers 4 through 10 are defined for the specific
Auto-Negotiation protocol used (Clause 28 or Clause 37). The format of these registers is selected by the bit
settings of Registers 1 and 15.

Change Table 22—6 as follows:

Table 22—6 —MIl management register set

Basic/Extended
Register address Register name
MII GMII

0 Control B B

1 Status B B

2.3 PHY Identifier E E

4 Auto-Negotiation Advertisement E E

5 Auto-Negotiation Link Partner Base E E

Page Ability

6 Auto-Negotiation Expansion

7 Auto-Negotiation Next Page Transmit

8 Auto-Negotiation Link Partner Received | E E

Next Page

9 MASTER-SLAVE Control Register E E

10 MASTER-SLAVE Status Register E E

11 PSE Control register E E

12 PSE Status register E E
13 threugh-14 Reserved E E

15 Extended Status Reserved B

16 through 31 Vendor Specific E E

4 Copyright © 2003 IEEE. All rights reserved.
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22.2.4.3 Extended capability registers

Change the first paragraph of this subclause as follows:

In addition to the basic register set defined in 22.2.4.1 and 22.2.4.2, PHYs may provide an extended set of
capabilities that may be accessed and controlled via the MII management interface. ElevenNine registers

have been defined within the extended address space for the purpose of providing a PHY-specific identifier
to layer management, ané-to provide control and monitoring for the Auto-Negotiation process, and to pro-

vide control and monitoring of power sourcing equipment.

Add the following two new subclauses after subclause 22.2.4.3.8 and renumber current subclause
222439as22243.11.

22.2.4.3.9 PSE Control register (Register 11)
Register 11 provides control bits that are used by a PSE. See 33.6.1.1.
22.2.4.3.10 PSE Status register (Register 12)

Register 12 provides status bits that are supplied by a PSE. See 33.6.1.2.

Copyright © 2003 IEEE. All rights reserved. 5
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30. 10 Mb/s, 100 Mb/s, 1000 Mb/s and 10 Gb/s Management

30.1 Overview
Change the first paragraph of this subclause as follows:

This clause provides the Layer Management specification for DTEs, repeaters, and-MAUs, and Midspans
based on the CSMA/CD access method. The clause is produced from the ISO framework additions to
Clause 5, Layer Management; Clause 19, Repeater Management; and Clause 20, MAU Management. It
incorporates additions to the objects, attributes, and behaviors to support 100 Mb/s, 1000 Mb/s and 10 Gb/s,
full duplex operation, MAC Control, and-Link Aggregation and DTE Power via MDI.

30.1.1 Scope
Change the first paragraph of this subclause as follows:

This clause includes selections from Clauses 5, 19, and 20. It is intended to be an entirely equivalent specifi-
cation for the management of 10 Mb/s DTEs, 10 Mb/s baseband repeater units, and 10 Mb/s integrated
MAUE. It also includes the additions for management of MAC Control, DTEs and repeaters at speeds greater
than 10 Mb/s, embedded MAUs -and PHYs and DTE Power via MDI. Implementations of management for
DTEs, repeater units, and embedded MAUSs should follow the requirements of this clause (e.g., a 10 Mb/s
implementation should incorporate the attributes to indicate that it is not capable of 100 or 1000 Mb/s
operations; half duplex DTE should incorporate the attributes to indicate that it is not capable of full duplex
operation, etc.).

30.1.2 Relationship to objects in IEEE 802.1F
Change the second paragraph of this subclause as follows:

oResourceTypelD
This object class is mandatory and shall be implemented as defined in
IEEE 802.1F. This object is bound to oMAC-Entity, oRepeater,_
oMidSpan and oMAU as defined by the NAME BINDINGsS in
30A-8-130A.10.1. Note that the binding to o MAU is mandatory only
when MII is present. The Entity Relationship Diagrams, Figures 30-3_
and 30—4, shows these bindings pictorially.

30.1.4 Management model
Change the second last paragraph of this subclause as follows:

The above items are defined in 30.3:30-4;30-5;30-6;-30-7and-30-8 _through 30.10 of this clause in terms of
the template requirements of ISO/IEC 10165-4: 1991.

30.2.2.1 Text description of managed objects
Insert the following text immediately after the description of oWIS:

oMidSpan
The top-most managed object class of the Midspan containment tree
shown in Figure 30—4. Note that this managed object class may be
contained within another superior managed object class. Such
containment is expected, but is outside the scope of this standard.

6 Copyright © 2003 IEEE. All rights reserved.
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oPSEGroup
The PSE Group managed object class is a view of a collection of PSEs.
oPSE

The managed object of that portion of the containment trees shown in
Figure 30-3 and Figure 30—4. The attributes and actions defined in this
subclause are contained within the oPSE managed object.

30.2.3 Containment
Change the first paragraph of this subclause as follows:

A containment relationship is a structuring relationship for managed objects in which the existence of a
managed object is dependent on the existence of a containing managed object. The contained managed
object is said to be the subordinate managed object, and the containing managed object the superior man-
aged object. The containment relationship is used for naming managed objects. The local containment rela-
tionships among object classes are depicted in the entity relationship diagrams, Figure 30-3_and Figure 30—
4. Fhis-These figures shows the names of the object classes and whether a particular containment relation-
ship is one-to-one or one-to-many. For further requirements on this topic, see IEEE Std 802.1F-1993. PSE

management is only valid in a system that provides management at the next higher containment level. that is,
either a DTE. repeater or Midspan with management.

Copyright © 2003 IEEE. All rights reserved. 7
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oAggregator
30.7.1
[
oAggregationPort
30.7.2
4 v
0AggPortStats || oAggPortDebuglnformation
30.7.3 30.7.4
A4
v
oRepeater oMACControlEntity
30.4.1 30.3.3
[
v v v \ 4 ;
oResourceTypelD 0Group oMACEntity oMACControlFunctionEntity
30.4.2 30.3.1 3034
\ 4 \ 4
v v v
oRepeaterPort oPHYEntity oResourceTypelD
30.4.3 30.3.2
] [
v v v v
oPSE oMAU oMAU oPSE
30.9.1 30.5.1 30.5.1 30.9.1
I
v v v v v
oResourceTypelD | |5AytoNegotiation| | [oAutoNegotiation| | ©ResourceTypelD oWwIS
r—— - - - = A r—— - - - = A
! Presentif MIl 1 30.6.1 30.6.1 ! Presentif MIl 1 30.8.1

Repeater System

—— »» Denotes one-to-many relationship
—— > Denotes one-to-one relationship

DTE System

Figure 30—-3—Repeater and DTE System Eentity relationship diagram
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Insert new Figure 30— as follows:

oMidSpan
30.10.1

A\ 4
N

v y

oResourceTypelD

oPSEGroup
30.10.2

44
<

oPSE
30.9.1

Midspan system

——»» Denotes one-to-many relationship
—— — » Denotes one-to-one relationship

Figure 30—4—Midspan entity relationship diagram

30.2.5 Capabilities
Change the first paragraph of this subclause as follows:

This standard makes use of the concept of packages as defined in ISO/IEC 10165-4: 1992 as a means of
grouping behaviour, attributes, actions, and notifications within a managed object class definition. Packages
may either be mandatory, or be conditional, that is to say, present if a given condition is true. Within this
standard capabilities are defined, each of which corresponds to a set of packages, which are components of a
number of managed object class definitions and which share the same condition for presence. Implementa-
tion of the appropriate basic and mandatory packages is the minimum requirement for claiming conform-
ance to IEEE 802.3 Management. Implementation of an entire optional capability is required in order to
claim conformance to that capability. The capabilities and packages for IEEE 802.3 Management are speci-
fied in Tables 30-1;30—2-and-36-3 _through 30-4.

Insert the following paragraphs at the end of this subclause:

For managed PSEs, the PSE Basic Package is mandatory and the PSE Recommended Package is optional.
For a managed PSE to be conformant to this standard, it shall fully implement the PSE Basic Package. For a
managed PSE to be conformant to the optional Recommended Package it shall implement that entire pack-
age. PSE management is optional with respect to all other CSMA/CD management.

For managed Midspans, the Midspan managed object class shall be implemented in its entirety. All attributes
and notifications are mandatory. Midspan management is optional with respect to all other CSMA/CD
management.

Copyright © 2003 IEEE. All rights reserved. 9
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Insert the following new table after Table 30-3:

Table 30—4—PSE Capabilities

AMENDMENT TO |IEEE Std 802.3

©
5|3
M
1|
=3
o DI
(2]
ot
()
02
oResourceTypelD managed object
aResourceTypelDName ATTRIBUTE GET X
aResourcelnfo ATTRIBUTE GET X
oMidSpan managed object class (30.10.1)
aMidSpanlID ATTRIBUTE GET X
aMidSpanPSEGroupCapacity ATTRIBUTE GET X
aMidSpanPSEGroupMap ATTRIBUTE GET X
nMidSpanPSEGroupMapChange NOTIFICATION X
oPSEGroup managed object class (30.10.2)
aPSEGrouplD ATTRIBUTE GET X
aPSECapacity ATTRIBUTE GET X
aPSEMap ATTRIBUTE GET X
nPSEMapChange NOTIFICATION X
oPSE managed object class (30.9.1)
aPSEID ATTRIBUTE GET X
aPSEAdminState ATTRIBUTE GET X
aPSEPowerPairsControlAbility ATTRIBUTE GET X
aPSEPowerPairs ATTRIBUTE GET-SET |X
aPSEPowerDetectionStatus ATTRIBUTE GET X
aPSEPowerClassification ATTRIBUTE GET X
aPSElnvalidSignatureCounter ATTRIBUTE GET X
aPSEPowerDeniedCounter ATTRIBUTE GET X
aPSEOverlLoadCounter ATTRIBUTE GET X
aPSEShortCounter ATTRIBUTE GET X
aPSEMPSAbsentCounter ATTRIBUTE GET X
acPSEAdminControl ACTION X
Common Attributes Template
| aCMCounter | ATTRIBUTE | GET | Ix]

10
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Insert the following subclause after subclause 30.8

30.9 Management for Power Sourcing Equipment (PSE)

30.9.1 PSE managed object class

This subclause formally defines the behaviours for the oPSE managed object class attributes and actions.
30.9.1.1 PSE attributes

30.9.1.1.1 aPSEID

ATTRIBUTE

APPROPRIATE SYNTAX:
INTEGER

BEHAVIOUR DEFINED AS:
The value of aPSEID is assigned so as to uniquely identify a PSE among the subordinate managed
objects of the containing object.;

30.9.1.1.2 aPSEAdminState

ATTRIBUTE

APPROPRIATE SYNTAX:
An ENUMERATED VALUE that has one of the following entries:
enabled PSE functions enabled
disabled PSE functions disabled

BEHAVIOUR DEFINED AS:
A read-only value that identifies the operational state of the PSE functions. An interface which can
provide the PSE functions specified in Clause 33 will be enabled to do so when this attribute has
the enumeration “enabled.” When this attribute has the enumeration “disabled” the interface will
act as it would if it had no PSE function. The operational state of the PSE function can be changed
using the acPSEAdminControl action. If a Clause 22 MII or Clause 35 GMII is present, then this
will map to the PSE Enable bit specified in 33.6.1.1.3;

30.9.1.1.3 aPSEPowerPairsControl Ability

ATTRIBUTE

APPROPRIATE SYNTAX:
BOOLEAN

BEHAVIOUR DEFINED AS:
Indicates the ability to control which PSE Pinout Alternative (see 33.2.2) is used for PD detection
and power. When “true” the PSE Pinout Alternative used can be controlled through the
aPSEPowerPairs attribute. When “false” the PSE Pinout Alternative used cannot be controlled

through the aPSEPowerPairs attribute. If a Clause 22 MII or Clause 35 GMII is present, then this
will map to the Pair Control Ability bit specified in 33.6.1.2.10;

30.9.1.1.4 aPSEPowerPairs

ATTRIBUTE

APPROPRIATE SYNTAX:
An ENUMERATED VALUE that has one of the following entries:

Copyright © 2003 IEEE. All rights reserved. 11

DELL/HP/LENOVO EXHIBIT 1009
Page 56



SUPERSEDED

IEEE
Std 802.3af-2003 AMENDMENT TO IEEE Std 802.3
signal PSE Pinout Alternative A
spare PSE Pinout Alternative B
BEHAVIOUR DEFINED AS:

A read-write value that identifies the supported PSE Pinout Alternative specified in 33.2.2. A GET
operation returns the PSE Pinout Alternative in use. A SET operation changes the PSE Pinout
Alternative used to the indicated value only if the attribute aPSEPowerPairsControl Ability is
“true.” If the attribute aPSEPowerPairsControlAbility is “false” a SET operation has no effect.

The enumeration “signal” indicates that PSE Pinout Alternative A is used for PD detection and
power. The enumeration “spare” indicates that PSE Pinout Alternative B is used for PD detection
and power. If a Clause 22 MII or Clause 35 GMII is present, then this will map to the Pair Control
bits specified in 33.6.1.1.2.;

30.9.1.1.5 aPSEPowerDetectionStatus

ATTRIBUTE
APPROPRIATE SYNTAX:
An ENUMERATED VALUE that has one of the following entries:
disabled PSE disabled
searching PSE searching
deliveringPower PSE delivering power
test PSE test mode
fault PSE fault detected
otherFault PSE implementation specific fault detected
BEHAVIOUR DEFINED AS:

A read-only value that indicates the current status of the PD Detection function specified in 33.2.6.

The enumeration “disabled” indicates that the PSE State diagram (Figure 33-6) is in the state
DISABLED. The enumeration “deliveringPower” indicates that the PSE State diagram is in the
state POWER_ON. The enumeration “test” indicates that the PSE State diagram is in the state
TEST_MODE. The enumeration “fault” indicates that the PSE State diagram is in the state
TEST_ERROR. The enumeration “otherFault” indicates that the PSE State diagram is in the state
IDLE due to the variable error_condition = true. The enumeration “searching” indicates the PSE
State diagram is in a state other than those listed above. If a Clause 22 MII or Clause 35 GMII is
present, then this will map to the PSE Status bits specified in 33.6.1.2.9.

NOTE — A derivative attribute may wish to apply a delay to the use of the “deliveringPower” enumeration as
the PSE state diagram will enter then quickly exit the POWER_ON state if a short-circuit or overcurrent
condition is present when power is first applied.;

30.9.1.1.6 aPSEPowerClassification

ATTRIBUTE
APPROPRIATE SYNTAX:
An ENUMERATED VALUE that has one of the following entries:
classO Class 0 PD
class1 Class 1 PD
class2 Class 2 PD
class3 Class 3 PD
class4 Class 4 PD
BEHAVIOUR DEFINED AS:

A read-only value that indicates the PD Class of a detected PD as specified in 33.2.7.2.
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This value is only valid while a PD is being powered, that is the attribute
aPSEPowerDetectionStatus reporting the enumeration “deliveringPower.” If a Clause 22 MII or
Clause 35 GMII is present, then this will map to the PD Class bits specified in 33.6.1.2.8;

30.9.1.1.7 aPSElnvalidSignatureCounter

ATTRIBUTE

APPROPRIATE SYNTAX:
Generalized nonresettable counter. This counter has a maximum increment rate of 2 counts per
second.

BEHAVIOUR DEFINED AS:
This counter is incremented when the PSE state diagram (Figure 33—6) enters the state
SIGNATURE_INVALID. If a Clause 22 MII or Clause 35 GMII is present, then this will map to
the Invalid Signature bit specified in 33.6.1.2.4;

30.9.1.1.8 aPSEPowerDeniedCounter

ATTRIBUTE

APPROPRIATE SYNTAX:
Generalized nonresettable counter. This counter has a maximum increment rate of 2 counts per
second.

BEHAVIOUR DEFINED AS:
This counter is incremented when the PSE state diagram (Figure 33—6) enters the state
POWER_DENIED. If a Clause 22 MII or Clause 35 GMII is present, then this will map to the
Power Denied bit specified in 33.6.1.2.2;

30.9.1.1.9 aPSEOverLoadCounter

ATTRIBUTE

APPROPRIATE SYNTAX:
Generalized nonresettable counter. This counter has a maximum increment rate of 2 counts per
second.

BEHAVIOUR DEFINED AS:
This counter is incremented when the PSE state diagram (Figure 33—6) enters the state
ERROR_DELAY_OVER. If a Clause 22 MII or Clause 35 GMII is present, then this will map to
the Overload bit specified in 33.6.1.2.6.;

30.9.1.1.10 aPSEShortCounter

ATTRIBUTE

APPROPRIATE SYNTAX:
Generalized nonresettable counter. This counter has a maximum increment rate of 2 counts per
second.

BEHAVIOUR DEFINED AS:
This counter is incremented when the PSE state diagram (Figure 33—6) enters the state
ERROR_DELAY_SHORT. If a Clause 22 MII or Clause 35 GMII is present, then this will map to
the Short Circuit bit specified in 33.6.1.2.5;
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30.9.1.1.11 aPSEMPSAbsentCounter

ATTRIBUTE

APPROPRIATE SYNTAX:
Generalized nonresettable counter. This counter has a maximum increment rate of 2 counts per
second.

BEHAVIOUR DEFINED AS:
This counter is incremented when the PSE state diagram (Figure 33-6) transitions directly from
the state POWER_ON to the state IDLE due to tmpdo_timer_done being asserted. If a Clause 22
MII or Clause 35 GMII is present, then this will map to the MPS Absent bit specified in 33.6.1.2.7.;

30.9.1.2 PSE actions
30.9.1.2.1 acPSEAdminControl

ACTION

APPROPRIATE SYNTAX:
Same as aPSEAdminState

BEHAVIOUR DEFINED AS:
This action provides a means to alter aPSEAdminState .;

30.10 Layer management for Midspan
30.10.1 Midspan managed object class

This subclause formally defines the behaviours for the oMidSpan managed object class, attributes, and
notifications.

30.10.1.1 Midspan attributes
30.10.1.1.1 aMidSpaniID

ATTRIBUTE

APPROPRIATE SYNTAX:
INTEGER

BEHAVIOUR DEFINED AS:
The value of aMidSpanlID is assigned so as to uniquely identify a Midspan device among the
subordinate managed objects of system (systemID and system are defined in ISO/IEC 10165-2:
1992 [SMI]).;

30.10.1.1.2 aMidSpanPSEGroupCapacity

ATTRIBUTE

APPROPRIATE SYNTAX:
INTEGER

BEHAVIOUR DEFINED AS:
The aMidSpanPSEGroupCapacity is the number of PSE groups that can be contained within the
Midspan device. Within each managed Midspan device, the PSE groups are uniquely numbered in
the range from 1 to aMidSpanPSEGroupCapacity.

Some PSE groups may not be present in a given Midspan instance, in which case the actual number

14 Copyright © 2003 |IEEE. All rights reserved.
DELL/HP/LENOVO EXHIBIT 1009
Page 59



SUPERSEDED

CSMA/CD Std 802.3af-2003

of PSE groups present is less than aMidSpanPSEGroupCapacity. The number of PSE groups
present is never greater than aMidSpanPSEGroupCapacity.;

30.10.1.1.3 aMidSpanPSEGroupMap

ATTRIBUTE

APPROPRIATE SYNTAX:
BITSTRING

BEHAVIOUR DEFINED AS:
A string of bits which reflects the current configuration of PSE groups that are viewed by PSE
group managed objects. The length of the bitstring is “aMidSpanPSEGroupCapacity” bits. The
first bit relates to PSE group 1. A “1” in the bitstring indicates presence of the PSE group, “0”
represents absence of the PSE group.;

30.10.1.2 Midspan notifications
30.10.1.2.1 nMidSpanPSEGroupMapChange

NOTIFICATION

APPROPRIATE SYNTAX:
BITSTRING

BEHAVIOUR DEFINED AS:
This notification is sent when a change occurs in the PSE group structure of a Midspan device.
This occurs only when a PSE group is logically removed from or added to a Midspan device. The
nMidSpanPSEGroupMapChange notification is not sent when powering up a Midspan device. The
value of the notification is the updated value of the aMidSpanPSEGroupMap attribute.;

30.10.2 PSE Group managed object class

This subclause formally defines the behaviours for the oPSEGroup managed object class, attributes, actions,
and notifications.

30.10.2.1 PSE Group attributes
30.10.2.1.1 aPSEGrouplID

ATTRIBUTE

APPROPRIATE SYNTAX:
INTEGER

BEHAVIOUR DEFINED AS:
A value unique within the Midspan device. The value of aPSEGrouplD is assigned so as to
uniquely identify a PSE group among the subordinate managed objects of the containing object
(oMidSpan). This value is never greater than aMidSpanPSEGroupCapacity.;

30.10.2.1.2 aPSECapacity

ATTRIBUTE

APPROPRIATE SYNTAX:
INTEGER

BEHAVIOUR DEFINED AS:
The aPSECapacity is the number of PSEs contained within the PSE group. Valid range is 1-1024.

Copyright © 2003 IEEE. All rights reserved. 15
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Within each PSE group, the PSEs are uniquely numbered in the range from 1 to aPSECapacity.
Some PSEs may not be present in a given PSE group instance, in which case the actual number of
PSEs present is less than aPSECapacity. The number of PSEs present is never greater than
aPSECapacity .;

30.10.2.1.3 aPSEMap

ATTRIBUTE

APPROPRIATE SYNTAX:
BitString
BEHAVIOUR DEFINED AS:
A string of bits that reflects the current configuration of PSE managed objects within this PSE

group. The length of the bitstring is “aPSECapacity” bits. The first bit relates to PSE 1. A “1” in
the bitstring indicates presence of the PSE, “0” represents absence of the PSE.;

30.10.2.2 PSE Group notifications
30.10.2.2.1 nPSEMapChange

NOTIFICATION

APPROPRIATE SYNTAX:
BitString

BEHAVIOUR DEFINED AS:
This notification is sent when a change occurs in the PSE structure of a PSE group. This occurs
only when a PSE is logically removed from or added to a PSE group. The nPSEMapChange

notification is not sent when powering up a Midspan device. The value of the notification is the
updated value of the aPSEMap attribute.;

16 Copyright © 2003 IEEE. All rights reserved.
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40. Physical Coding Sublayer (PCS), Physical Medium Attachment (PMA)
sublayer and baseband medium, type 1000BASE-T

40.6.1.1 Isolation requirement

Change the first paragraph of this subclause as follows:

A PHY that encompasses the PI of a PD within its MDI (see 33.1.3) shall provide isolation between all
external conductors, including frame ground (if any). and all MDI leads. A PHY that does not encompass the
PI of a PD within its MDIFhe PHY shall provide electrical isolation between the port device circuits, includ-
ing frame ground (if any) and all MDI leads. This electrical separation shall withstand at least one of the fol-
lowing electrical strength tests:

40.12.2 Major capabilities/options

Insert the following row at the bottom (following item AXO) of the table:

Yes [] PHY encompasses the PI of a
No[] PD within its MDI.

*PD Powered Device 40.6.1.1

I©

40.12.7 PMA Electrical Specifications

Change the second row (item PME15) of the table in this subclause as follows:

The port device circuits includ-

The PHY shall provide electri- PR Yes [ ] .
PMEI15a cal isolation between 40.6.1.1 'PD:M N/A[] ing frame ground, and all MDI

leads.

Insert a row between the second and third rows (between items PME15 and PME16) of the table in this subclause as
follows:

. . All external conductors,
PMEI15b Z;eig]{:ﬁs:fi t?; :;/;de electric 40.6.1.1 PD:M 131{/62[ ] including frame ground, and
NAT] all MDI leads.
Copyright © 2003 IEEE. All rights reserved. 17
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Annex 30A

(normative)

GDMO specification for IEEE 802.3 managed object classes

Change the first paragraph of this annex as follows:

This annex formally defines the protocol encodings for CMIP and ISO/IEC 15802-2: 1995 [ANSI/IEEE Std
802.1B and 802.1k, 1995 Edition] for the IEEE 802.3 Managed Objects using the templates specified in

ISO/IEC 10165-4: 1992. The application of a GDMO template compiler against 30A.1 to 30A4530A.18
will produce the proper protocol encodings.

30A.10.1 ResourceTypelD, formal definition
Insert the following paragraph at the end of this subclauses:
nbResourceTypelD-midSpan NAME BINDING
SUBORDINATE OBJECT CLASS “IEEE802.1F”:0ResourceTypelD;
NAMED BY SUPERIOR OBJECT CLASS oMidSpan AND SUBCLASSES;
WITH ATTRIBUTE aMidSpanID;
REGISTERED AS {iso(1) member-body(2) us(840) icee802dot3(10006) csmacdmgt(30)
nameBinding(6) resourceTypeID-midSpan(25)};

Insert the following subclauses after subclause 30A.15.2:

30A.16 PSE managed object class

30A.16.1 PSE, formal definition

oPSE MANAGED OBJECT CLASS
DERIVED FROM “CCITT Rec. X.721 (1992) | ISO/IEC 10165-2 :
1992”:top;
CHARACTERIZED BY
pPSEBasic PACKAGE
ATTRIBUTES aPSEID GET,
aPSEAdminState GET,
aPSEPowerPairsControlAbility ~ GET,
aPSEPowerPairs GET-REPLACE,
aPSEPowerDetectionStatus GET;
ACTIONS acPSEAdminControl;
CONDITIONAL PACKAGES
pPSERecommended PACKAGE
ATTRIBUTES aPSEPowerClassification GET,
aPSElInvalidSignatureCounter GET,
aPSEPowerDeniedCounter GET,
18 Copyright © 2003 |EEE. All rights reserved.
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aPSEOverLoadCounter GET,
aPSEShortCounter GET,
aPSEMPS AbsentCounter GET;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006)
csmacdmgt(30) package(4)
pseRecommendedPkg(27)};
PRESENT IF The recommended package is implemented;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
managedObjectClass(3) pseObjectClass(15)};
nbPSE-repeaterPortName NAME BINDING
SUBORDINATE OBJECT CLASS oPSE;
NAMED BY SUPERIOR OBJECT CLASS oRepeaterPorts AND SUBCLASSES;
WITH ATTRIBUTE aPSEID;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
nameBinding(6) pse-repeaterPortName(26)};
nbPSE-dteName NAME BINDING
SUBORDINATE OBJECT CLASS oPSE;
NAMED BY SUPERIOR OBJECT CLASS oPHYEntity AND SUBCLASSES;
WITH ATTRIBUTE aPSEID;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
nameBinding(6) pse-dteName(27)};
nbPSE-pseGroupName NAME BINDING
SUBORDINATE OBJECT CLASS oPSE;
NAMED BY SUPERIOR OBJECT CLASS oPSEGroup AND SUBCLASSES;
WITH ATTRIBUTE aPSEID;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
nameBinding(6) pse-pseGroupName(28)};
30A.16.2 PSE attributes
aPSEID ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule.OneOfName;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEID;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) pselD(209)};
bPSEID BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.1;
aPSEAdminState ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-
MgmtAttributeModule. PortAdminState;
MATCHES FOR EQUALITY;
Copyright © 2003 IEEE. All rights reserved. 19
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BEHAVIOUR bPSEAdminState;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) pseAdminState(210)};
bPSEAdminState BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.2;
aPSEPowerPairsControlAbility ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-
MgmtAttributeModule.PairCtrlAbility;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEPowerPairsControl Ability;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) psePowerPairsControl Ability(211)};
bPSEPowerPairsControlAbility BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.3;
aPSEPowerPairs ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-
MgmtAttributeModule PSEPowerPairs;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEPowerPairs;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) psePowerPairs(212)};
bPSEPowerPairs BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.4;
aPSEPowerDetectionStatus ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule DetectStatus;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEPowerDetectionStatus;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) psePowerDetectionStatus(214)};
bPSEPowerDetectionStatus BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.5;
aPSEPowerClassification ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule.PowerClass;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEPowerClassification;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) psePowerClassification(215)};
20 Copyright © 2003 IEEE. All rights reserved.
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bPSEPowerClassification
DEFINED AS
aPSElInvalidSignatureCounter
DERIVED FROM
MATCHES FOR
BEHAVIOUR
REGISTERED AS
bPSElInvalidSignatureCounter
DEFINED AS
aPSEPowerDenied Counter
DERIVED FROM
MATCHES FOR

BEHAVIOUR
REGISTERED AS

bPSEPowerDeniedCounter

IEEE
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BEHAVIOUR
See “BEHAVIOUR DEFINED AS” in 30.9.1.1.6;

ATTRIBUTE

aCMCounter;

EQUALITY;

bPSEInvalidSignatureCounter;
{iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7)pselnvalidSignatureCounter(227)};

BEHAVIOUR
See “BEHAVIOUR DEFINED AS” in 30.9.1.1.7;

ATTRIBUTE

aCMCounter;

EQUALITY;

bPSEPowerDeniedCounter;
{iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7)psePowerDeniedCounter(228)};

BEHAVIOUR

DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.8;
aPSEOQOverLoadCounter ATTRIBUTE
DERIVED FROM aCMCounter;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEOverLoadCounter;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7)pseOverLoadCounter(229)};
bPSEOverLoadCounter BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.9;
aPSEShortCounter ATTRIBUTE
DERIVED FROM aCMCounter;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEShortCounter;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7)pseShortCounter(230)};
bPSEShortCounter BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.10;
Copyright © 2003 IEEE. All rights reserved. 21
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aPSEMPSAbsentCounter ATTRIBUTE
DERIVED FROM aCMCounter;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEMPS AbsentCounter;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) pseMPSAbsentCounter(217)};
bPSEMPSAbsentCounter BEHAVIOUR

DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.1.11;

30A.16.3 PSE actions

acPSEAdminControl ACTION
BEHAVIOUR bPSEAdminControl;
MODE CONFIRMED;
WITH INFORMATION SYNTAX IEEE802Dot3-
MgmtAttributeModule.PortAdminState;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
action(9) pseAdminControl(13)};
bPSEAdminControl BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.9.1.2.1;

30A.17 Midspan managed object class

oMidSpan MANAGED OBJECT CLASS
DERIVED FROM “CCITT Rec. X.721 (1992) | ISO/IEC 10165-2 :
1992”:top;
CHARACTERIZED BY
pMidSpanBasic PACKAGE
ATTRIBUTES aMidSpanID GET,
aMidSpanPSEGroupCapacity GET,
aMidSpanPSEGroupMap GET;
NOTIFICATIONS nMidSpanPSEGroupMapChange;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
managedObjectClass(3) midSpanObjectClass(17)};
nbMidSpanName NAME BINDING
SUBORDINATE OBJECT CLASS oMidSpan;
NAMED BY SUPERIOR OBJECT CLASS “ISO/IEC 10165-2 :system AND SUBCLASSES;
WITH ATTRIBUTE aMidSpanlD;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)

nameBinding(6) midSpanName(31)};
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nbMidSpanMonitor NAME BINDING
SUBORDINATE OBJECT CLASS “IEEE802.1F ”:0EWMAMetricMonitor;
NAMED BY SUPERIOR OBJECT CLASS “ISO/IEC 10165-2 ":system AND SUBCLASSES;
WITH ATTRIBUTE “IEEE802.1F":aScannerld;
CREATE WITH-AUTOMATIC-INSTANCE-NAMING;
DELETE ONLY-IF-NO-CONTAINED-OBJECTS;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
nameBinding(6) midSpanMonitor(32)};
30A.17.1 Midspan attributes
aMidSpanID ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule.OneOfName;
MATCHES FOR EQUALITY;
BEHAVIOUR bMidSpanlID;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) midSpanID(221)};
bMidSpanID BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.1.1.1;
aMidSpanPSEGroupCapacity ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule.OneOfName;
MATCHES FOR EQUALITY ,ORDERING;
BEHAVIOUR bMidSpanPSEGroupCapacity;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) midSpanPSEGroupCapacity(222)};
bMidSpanPSEGroupCapacity BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.1.1.2;
aMidSpanPSEGroupMap ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule BitString;
MATCHES FOR EQUALITY;
BEHAVIOUR bMidSpanPSEGroupMap;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) midSpanPSEGroupMap(223)};
bMidSpanPSEGroupMap BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.1.1.3;
30A.17.2 Midspan notifications
nMidSpanPSEGroupMapChange NOTIFICATION
BEHAVIOUR bMidSpanPSEGroupMapChange;
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WITH INFORMATION SYNTAX IEEE802Dot3-MgmtAttributeModule BitString;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
notification(10)midSpanPSEGroupMapChange(8)};
bMidSpanPSEGroupMapChange BEHAVIOUR

DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.1.2.1;

30A.18 PSE Group managed object class

oPSEGroup MANAGED OBJECT CLASS
DERIVED FROM “CCITT Rec. X.721 (1992) | ISO/IEC 10165-2 :
1992”:top;
CHARACTERIZED BY
pPSEGroupBasic PACKAGE
ATTRIBUTES aPSEGroupID GET,
aPSECapacity GET,
aPSEMap GET;
NOTIFICATIONS nPSEMapChange;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
managedObjectClass(3) midSpanGroupObjectClass(18)};
nbPSEGroupName NAME BINDING
SUBORDINATE OBJECT CLASS oPSEGroup;
NAMED BY SUPERIOR OBJECT CLASS oMidSpan AND SUBCLASSES;
WITH ATTRIBUTE aPSEGrouplD;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)

nameBinding(6) pseGroupName(33)};

30A.18.1 PSE Group attributes

aPSEGroupID ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule.OneOfName;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEGrouplD;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) pseGrouplD(224)};
bPSEGroupID BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.2.1.1;
aPSECapacity ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule.OneOfName;
MATCHES FOR EQUALITY ,ORDERING;
BEHAVIOUR bPSECapacity;
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REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) pseCapacity(225)};
bPSECapacity BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.2.1.2;
aPSEMap ATTRIBUTE
WITH ATTRIBUTE SYNTAX IEEE802Dot3-MgmtAttributeModule BitString;
MATCHES FOR EQUALITY;
BEHAVIOUR bPSEMap;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
attribute(7) pseMap(226)};
bPSEMap BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.2.1.3;
30A.18.2 PSE Group notifications
nPSEMapChange NOTIFICATION
BEHAVIOUR bPSEMapChange;
WITH INFORMATION SYNTAX IEEE802Dot3-MgmtAttributeModule BitString;
REGISTERED AS {iso(1) member-body(2) us(840) ieee802dot3(10006) csmacdmgt(30)
notification(10)pseMapChange(9)};
bPSEMapChange BEHAVIOUR
DEFINED AS See “BEHAVIOUR DEFINED AS” in 30.10.2.2.1;
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Annex 30B

(normative)

GDMO and ASN.1 definitions for management

30B.2 ASN.1 module for CSMA/CD managed objects

Insert the following ASN.1 definitions into the ASN.1 module, in appropriate alphabetic sequence:

CurrentStatus ::= ENUMERATED {

MPSAbsent 0), -- MPS absent
ok (1) -- MPS present and over current not detected
¥
DetectStatus ::= ENUMERATED {
disabled 0), -- PSE disabled
searching (1), -- PSE searching
deliveringPower 2), -- PSE delivering power
test 3), -- PSE test mode
fault 4), -- PSE fault detected
otherFault 5) -- PSE implementation specific fault detected
}

PairCtrlAbility ::=BOOLEAN

PowerClass ::= ENUMERATED {

classO 0), -- Class 0 PD

class1 (1), --Class 1 PD

class2 2), -- Class 2 PD

class3 3), -- Class 3 PD

class4 “4) -- Class 4 PD

¥

PSEPowerPairs ::= ENUMERATED {
signal 0), -- PSE Pinout Alternative A
spare (1) -- PSE Pinout Alternative B
¥
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33. Data Terminal Equipment (DTE) Power via Media Dependent Interface
(MDI)

NOTE — Although this clause existed in previous publications of IEEE Std 802.3, it was reserved for future use and
therefore contained no information. All information in this clause is new material.

33.1 Overview

This clause defines the functional and electrical characteristics of two optional power (non-data) entities, a
Powered Device (PD) and Power Sourcing Equipment (PSE), for use with the physical layers defined in
Clauses 14, 25, and 40. These entities allow devices to supply/draw power using the same generic cabling as
is used for data transmission.

DTE powering is intended to provide a 10BASE-T, I00BASE-TX, or 1000BASE-T device with a single
interface to both the data it requires and the power to process these data. This clause specifies the following:

a) A power source to add power to the 100€2 balanced cabling system,

b)  The characteristics of a powered device’s load on the power source and the structured cabling,
c) A protocol allowing the detection of a device that requires power,

d)  Optionally, a method to classify devices based on their power needs, and

e) A method for scaling supplied power back to the detect level when power is no longer requested or
required.

The importance of item c) above should not be overlooked. Given the large number of legacy devices (both
IEEE 802.3 and other types of devices) that could be connected to a 100Q2 balanced cabling system, and the
possible consequences of powering such devices, the protocol to distinguish compatible devices and non-
compatible devices is important to prevent damage to non-compatible devices.

The detection and powering algorithms are likely to be compromised by cabling that is multi-point as
opposed to point-to-point, resulting in unpredictable performance and possibly damaged equipment.

This clause differentiates between the two ends of the powered portion of the link, defining the PSE and the
PD as separate but related devices.

33.1.1 Objectives
The following are the objectives of Power via MDI:

a)  Power—A PD designed to the standard, and within its range of available power, can obtain both
power and data for operation through the MDI and therefore need no additional connections.

b)  Safety—A PSE designed to the standard will not introduce non-SELV (Safety Extra Low Voltage)
power into the wiring plant.

c¢)  Compatibility—Clause 33 utilizes the existing MDIs of 10BASE-T, 100BASE-TX, and
1000BASE-T without modification and adds no significant requirements to the cabling. The use of
other IEEE 802.3 MDIs is beyond the scope of this clause.

d)  Simplicity—The powering system described here is no more burdensome on the end users than the
requirements of I0BASE-T, 100BASE-TX, or 1000BASE-T.
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33.1.2 Compatibility considerations

AMENDMENT TO |IEEE Std 802.3

All implementations of PD and PSE systems shall be compatible at their respective Power Interfaces (PIs)
when used in accordance with the restrictions of Clause 33 where appropriate. Designers are free to imple-
ment circuitry within the PD and PSE in an application-dependent manner provided that the respective PI

specifications are satisfied.

33.1.3 Relationship of Power via MDI to the IEEE 802.3 Architecture

Power via MDI comprises an optional non-data entity. As a non-data entity it does not appear in a depiction
of the OSI Reference Model. Figure 33—1 depicts the positioning of Power via MDI in the case of the PD.

PHY

PD

,,,,,,,,,,,,, H MDI/PIl

MEDIUM

MDI = MEDIUM DEPENDENT INTERFACE

PD = POWERED DEVICE
PHY = PHYSICAL LAYER DEVICE
Pl = POWER INTERFACE

Figure 33—1—DTE Power via MDI powered device relationship to the physical interface
circuitry and the IEEE 802.3 CSMA/CD LAN model

Figure 33-2 and Figure 33-3 depict the positioning of Power via MDI in the cases of the Endpoint PSE and

the Midspan PSE, respectively.

— e

PHY P

SE

,,,,,,,,,,,, K‘ MDI/PI |

MEDIUM

MDI = MEDIUM DEPENDENT INTERFACE

PHY = PHYSICAL LAYER DEVICE
= POWER INTERFACE
PSE = POWER SOURCING EQUIPMENT

Figure 33—2—DTE Power via MDI endpoint power sourcing equipment relationship to the
physical interface circuitry and the IEEE 802.3 CSMA/CD LAN model
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PHY PSE

Pl
MDI 4-PAIR

I SHEATH

MEDIUM

MDI = MEDIUM DEPENDENT INTERFACE
PHY = PHYSICAL LAYER DEVICE

Pl = POWER INTERFACE

PSE = POWER SOURCING EQUIPMENT

Figure 33-3—DTE Power via MDI midspan power sourcing equipment relationship to the
physical interface circuitry and the IEEE 802.3 CSMA/CD LAN model

Any device that contains an MDI compliant with Clause 14, Clause 25, and/or Clause 40, and sinks and/or
sources power in accordance with the specifications of this clause is permitted.

The Power Interface (PI) is the generic term that refers to the mechanical and electrical interface between the
PSE or PD and the transmission medium.

In an Endpoint PSE and in a PD the PI is encompassed within the MDI.

PSE power interface specifications that are defined at the MDI apply to an Endpoint PSE. They may or may
not apply to a Midspan PI.

33.2 Power sourcing equipment

PSE, as the name implies, is the equipment that provides the power to a single link section. The PSE’s main
functions are to search the link section for a PD, optionally classify the PD, supply power to the link section
(only if a PD is detected), monitor the power on the link section, and scale power back to the detect level
when power is no longer requested or required. An unplugged link section is one instance when power is no
longer required.

A PSE is electrically specified at the point of the physical connection to the cabling. Characteristics, such as
the losses due to overvoltage protection circuits, or power supply inefficiencies, after the PI connector are
not accounted for in this specification.

33.2.1 PSE location

PSEs may be placed in two locations with respect to the link segment, either coincident with the DTE/
Repeater or midspan. A PSE that is coincident with the DTE/Repeater is an “Endpoint PSE.” A PSE that is
located within a link segment that is distinctly separate from and between the MDlIs is a “Midspan PSE.” The
requirements of this document shall apply equally to Endpoint and Midspan PSEs unless the requirement
contains an explicit statement that it applies to only one implementation. See Figure 33—4.

Endpoint PSEs may support either Alternative A or B, or both. Endpoint PSEs can be compatible with
10BASE-T, 100BASE-TX and/or 1000BASE-T.

Midspan PSEs shall use Alternative B. Midspan PSEs are limited to operation with 10BASE-T and
100BASE-TX systems. Operation of Midspan PSEs on 1000BASE-T systems is beyond the scope of this
standard.
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Figure 33—4—PSE location overview
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33.2.2 PI pin assignments
A PSE device may provide power via one of two valid four-wire connections. In each four-wire connection,

the two conductors associated with a pair each carry the same nominal current in both magnitude and polar-
ity. Figure 33-5, in conjunction with Table 33—1, illustrates the valid alternatives.

Table 33—1—PSE pinout alternatives

Conductor Alternative A Alternative A Alternative B
(MDI-X) (MDI) (Al
1 Negative Vpg¢ Positive Vp
2 Negative Vpg¢ Positive Vp
3 Positive Vg Negative Vp
4 Positive Vp
5 Positive Vp
6 Positive Vg Negative Vp
7 Negative Vp
8 Negative Vp
12345678

Figure 33-5—PD and PSE eight-pin modular jack

For the purposes of data transfer, the type of PSE data port is relevant to the far-end PD and in some cases to
the cabling system between them. Therefore, Alternative A matches the positive voltage to the transmit pair
of the PSE. PSEs that use automatically-configuring MDI/MDI-X (“Auto MDI-X") ports may choose either
polarity choice associated with Alternative A configurations. For further information on the placement of
MDI vs. MDI-X, see 14.5.2.

A PSE shall implement Alternative A or Alternative B, or both, provided the PSE meets the constraints of
33.2.3. Implementers are free to implement either alternative or both. While a PSE may be capable of both
Alternative A and Alternative B, PSEs shall not operate both Alternative A and Alternative B on the same
link segment simultaneously.
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33.2.3 PSE state diagrams

The PSE state diagrams specify the externally observable behavior of a PSE. Equivalent implementations
that present the same external behavior are allowed.

The PSE shall provide the behavior of the state diagrams shown in Figure 33—6 and Figure 33-7.
33.2.3.1 Overview
Detection, classification, and power turn-on timing shall meet the specifications in Table 33-5.

The PSE shall turn on power after a valid detection in less than T}, as specified in Table 33-5, if power is to
be applied. If the PSE cannot supply power within T, it shall initiate and successfully complete a new
detection cycle before applying power.

It is possible that two separate PSEs, one that implements Alternative A and one that implements Alternative
B (see 33.2.1), may be attached to the same link segment. In such a configuration, and without the required
backoff algorithm, the PSEs could prevent each other from ever detecting a PD by interfering with the detec-
tion process of the other.

After a PSE that is performing detection using Alternative B fails to detect a valid PD detection signature,
the PSE shall back off no less than Ty, as specified in Table 33—5 before attempting another detection. Dur-
ing this backoff, the PSE shall not apply a voltage greater than 2.8Vdc to the PI. A PSE that is performing
Alternative B detection shall not resume detection mode until at least one backoff cycle has elapsed.

If a PSE that is performing detection using Alternative B detects an open circuit (see 33.2.6.3) on the link
section, then that PSE may optionally omit the detection backoff.

If a PSE performing detection using Alternative A detects an invalid signature, it should initiate a second
detection attempt within 1 second after the beginning of the first detection attempt. This ensures that a PSE
performing detection using Alternative A will complete a second detection cycle prior to a PSE using Alter-
native B that might also be present on the same Link Section, and therefore causing the invalid signature,
completing its second detection cycle due to the Alternative B detection backoff described above.

33.2.3.2 Conventions

The notation used in the state diagrams follows the conventions of state diagrams as described in 21.5.

33.2.3.3 Constants

The PSE state diagrams use the following constants:

Icur
Overload current detection range (see Table 33-5)
ILm
Output current at short circuit condition (see Table 33-5)
IInrush
Current during inrush period of startup (see Table 33-5)
33.2.3.4 Variables

The PSE state diagrams use the following variables:

32 Copyright © 2003 IEEE. All rights reserved.
DELL/HP/LENOVO EXHIBIT 1009
Page 77



SUPERSEDED

CSMA/CD Std 802.3af-2003

error_condition

A variable indicating the status of implementation-specific fault conditions that require the PSE not

to source power. These error conditions are not the same conditions monitored by the state dia-

grams in Figure 33-7.

Values: FALSE: No fault indication.

TRUE: A fault indication exists.

mr_mps_valid

The PSE monitors either the DC or AC Maintain Power Signature (MPS, see 33.2.10.1). This vari-

able indicates the presence or absence of a valid MPS.

Values: FALSE: If monitoring both components of the MPS, when the DC component of MPS
is absent or the AC component of MPS is absent. If monitoring only one com-
ponent of MPS, that component of MPS is absent.

TRUE: If monitoring both components of the MPS, the DC component of MPS and
the AC component of MPS are both present. If monitoring only one compo-
nent of MPS, that component of MPS is present.

mr_pse_alternative

This variable indicates which pinout alternative the PSE will use to apply power to the link (see

Table 33-1). This variable is provided by a management interface that may be mapped to the PSE

Control register Pair Control bits (11.3:2) or other equivalent function.

Values: A: The PSE uses PSE pinout Alternative A.

B: The PSE uses PSE pinout Alternative B.

mr_pse_enable

A control variable that selects PSE operation and test functions. This variables is provided by a

management interface that may be mapped to the PSE Control register PSE Enable bits (11.1:0), as

described below, or other equivalent function.

Values: disable:  All PSE functions disabled (behavior is as if there was no PSE functionality).
This value corresponds to MDIO register bits 11.1:0 ='00".

enable:  Normal PSE operation. This value corresponds to MDIO register bits 11.1:0 =
'01'.

force_power:Test mode selected that causes the PSE to apply power to the PI when there
are no detected error conditions. This value corresponds to MDIO register bits
11.1:0 ="10".

performs_classification

The performance of optional classification by the PSE is indicated by performs_classification.

Values: FALSE: The PSE does not perform classification.

TRUE:  The PSE does perform classification.

pi_powered

A variable that controls the circuitry that the PSE uses to power the PD.

Values: FALSE: The PSE is not to apply power to the link (default).

TRUE: The PSE has detected a PD, optionally classified it, and determined the PD
will be powered.

power_applied

A variable indicating that the PSE has begun steady state operation by having asserted pi_powered,

completed the ramp of power per Ty, of Table 33—5 and is operating beyond the startup require-

ments of 33.2.8.5.

Values: FALSE: The PSE is either not applying power or has begun applying power but is still
in startup.

TRUE:  The PSE has begun steady state operation.

pse_available_power

This variable indicates the highest power PD Class that could be supported. The value is deter-

mined in an implementation-specific manner.

Values: O: Class 1
1: Class 2
2: Class 0, Class 3 and Class 4
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power_not_available
Variable that is asserted in an implementation-dependent manner when the PSE is no longer capa-
ble of sourcing sufficient power to support the PD Class of the attached PD.
Values: FALSE: PSE is capable to continue to source power to a PD.
TRUE: PSE is no longer capable of sourcing power to a PD.
pse_ready
Variable that is asserted in an implementation-dependent manner to probe the link segment.
Values: FALSE: PSE is not ready to probe the link segment.
TRUE: PSE is ready to probe the link segment.

NOTE—Care should be taken when negating this variable in a PSE performing detection using Alternative A after an
invalid signature is detected due to the delay it will introduce between detection attempts (see 33.2.3.1).

pse_reset
Controls the resetting of the PSE state diagram. Condition that is TRUE until such time as the
power supply for the device that contains the PSE overall state diagrams has reached the operating
region. It is also TRUE when implementation specific reasons require reset of PSE functionality.
Values: FALSE: Do not reset the PSE state diagram.
TRUE: Reset the PSE state diagram.

33.2.3.5 Timers

All timers operate in the manner described in 14.2.3.2 with the following addition. A timer is reset and stops
counting upon entering a state where “stop x_timer” is asserted.

tdbo_timer
A timer used to regulate backoff upon detection of an invalid signature, see Ty, in Table 33-5.
tdet_timer
A timer used to limit an attempt to detect a PD, see Ty, in Table 33-5.
ted_timer
A timer used to regulate a subsequent attempt to detect a PD after an error condition causes power
removal, see T,y in Table 33-5.
tlim_timer
A timer used to monitor the duration of a short-circuit condition, see Ty s in Table 33-5.
tovld_timer
A timer used to monitor the duration of an overcurrent condition, see T4 in Table 33-5.
tmpdo_timer
A timer used to monitor the dropout of the MPS, see Ty;ppg in Table 33-5.
tpon_timer
A timer used to limit the time for power turn-on, see T, in Table 33-5.
tpdc_timer
A timer used to limit the classification time, see T)q in Table 33-5.

33.2.3.6 Functions

do_detection
This function returns multiple variables:
The variable signature as defined in 33.2.6 and the variable mr_valid_siganture.
signature: This variable indicates the presence or absence of a PD.
Values: open_circuit:  The PSE has detected an open circuit. This value is optionally returned
by a PSE performing detection using Alternative B.

valid: The PSE has detected a PD requesting power.
invalid: Neither open_circuit, nor valid PD detection signature has been found.
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mr_valid_signature: This variable indicates that the PSE has detected a valid signature.
Values: FALSE: No valid signature detected.
TRUE:  Valid signature detected.
do_classification
This function returns multiple variables:
pd_requested_power: This variable indicates the power class requested by the PD.

Values: O: Class 1
1: Class 2
2: Class 0, Class 3 or Class 4

mr_pd_class_detected: The class of the PD associated with the PD detection signature, see
Table 33-3,33.2.7. Class O is returned if an invalid classification signature is detected.
Values: Class_0

Class_1

Class_2

Class_3

Class_4
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33.2.3.7 State diagrams
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Figure 33—6 —PSE state diagram
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Figure 33—-7—PSE monitor overload, monitor short, and monitor MPS state diagrams

33.2.4 PD detection

In an operational mode, the PSE shall not apply operating power to the PI until the PSE has successfully
detected a PD requesting power.

The PSE is not required to continuously probe to detect a PD signature. The period of time when a PSE is
not attempting to detect a PD signature is implementation dependent. Also, a PSE may successfully detect a
PD, but may then opt not to power the detected PD.

PSE operation is independent of data link status.

The PSE shall turn on power only on the same pairs as those used for detection.

Copyright © 2003 IEEE. All rights reserved. 37
DELL/HP/LENOVO EXHIBIT 1009
Page 82



IEEE
Std 802.3af-2003

SUPERSEDED

33.2.5 PSE validation circuit

AMENDMENT TO |IEEE Std 802.3

The PSE shall detect the PD by probing via the PSE PI. The Thevenin equivalent of the detection circuit is

shown in Figure 33-8. PSE requirements are stated for a Thevenin circuit only; they may be transformed via
circuit theory into other circuit parameters in specific implementations.

V/

source

Vdetect

>45KQ

r N

Vdetect+

Vyaiia With Valid PD
Detection Signature

Vdetect'

Figure 33—8 —PSE detection source

A functional equivalent of the detection circuit that has no source impedance limitation, but restricts the PSE

detection circuit to the first quadrant, is shown in Figure 33-9.

Z

source

D2

Vdetect

»

Vdetect"'

Vyaiia With Valid PD
Detection Signature

Vdetect'

Figure 33—9— Alternative PSE detection source

In Figure 33-8 and Figure 33-9, the behavior of diode D1 ensures a non-valid PD detection signature for a
reversed voltage PSE to PSE connection.

The open circuit voltage and short circuit current shall meet the specifications in Table 33—2. The PSE shall
not be damaged by up to SmA backdriven current over the range of Vp as specified in Table 33-5. Output
capacitance shall be as specified in Table 33-5. The PSE shall exhibit Thevenin equivalence to one of the
detection circuits shown in Figure 33—-8 or Figure 33-9 in all detection states.

Table 33—2—PSE PI detection mode electrical requirements

Item Parameter Symbol Unit Min Max Additional information
1 Open circuit voltage Vo \% 30 In detection mode only

2 Short circuit current I mA 5 In detection mode only

3 Valid test voltage Valid \% 2.8 10
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Table 33—2—PSE PI detection mode electrical requirements (continued)
Item Parameter Symbol Unit Min Max Additional information
4 Voltage difference AViegt \% 1
between test points
5 Time between any two | Tgp ms 2 This timing implies a 500Hz maxi-
test points mum probing frequency.
6 Slew rate Vlew V/us 0.1
7 Accept signature Rgood KQ 19 26.5
resistance
8 Reject signature Rpad KQ 15 33
resistance
9 Open circuit resistance | Rpen KQ 500
10 Accept signature Cgood nF 150
capacitance
11 Reject signature Cpad uF 10
capacitance
12 Signature offset Vos \Y 0 20 See Annex 33A for examples of
voltage tolerance valid signatures.
13 Signature offset Tos uA 0 12

current tolerance

33.2.5.1 Detection probe requirements

The detection voltage V jo(ecr Shall be within the V,,;;4 voltage range at the PSE PI as specified in Table 33-2
with a valid PD detection signature connected. The PSE shall make at least two measurements with V jeiecq
values that create at least a AV, difference as specified in Table 33-2 between the two measurements with
a valid PD detection signature connected.

NOTE —Settling time before voltage or current measurement: the voltage or current measurement should be taken after
V detect has settled to within 1% of its steady state condition.

The PSE shall control the slew rate of the probing detection voltage when switching between detection volt-
ages to be less than V., as specified in Table 33-2.

The polarity of V jeecr Shall match the polarity of Vp,, as defined in 33.2.1.

33.2.6 PSE detection of PDs

The PSE probes the link section in order to detect a valid PD detection signature.

33.2.6.1 Detection criteria

A PSE shall accept as a valid signature a link section with both of the following characteristics between the
powering pairs with an offset voltage up to V,, max and an offset current up to 1,4 max, as specified in

Table 33-2:

a)  Signature resistance Ryq, and
b)  Parallel signature capacitance Cgg -
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NOTE—Caution, in a multiport system, the implementer should maintain DC isolation through the termination circuitry
to eliminate cross-port leakage currents.

33.2.6.2 Rejection criteria

The PSE shall reject link sections as having an invalid signature, when those link sections exhibit any of the
following characteristics between the powering pairs, as specified in Table 33-2:

a) Resistance less than or equal to R,y min, or
b) Resistance greater than or equal to Ry,4 max, or
c) Capacitance greater than or equal to Cy,q min.

A PSE may accept or reject a signature resistance in the band between Ry,g min and Ry,q min, and in the
band between Rg,oq max and Ry,,q max.

In instances where the resistance and capacitance meet the detection criteria, but one or both of the offset tol-
erances are exceeded, the detection behavior of the PSE is undefined.

33.2.6.3 Open circuit criteria

If a PSE that is performing detection using Alternative B (see 33.2.2) determines that the impedance at the PI
is greater than R, as defined in Table 33-2 item 9, then it may optionally consider the link to be open cir-
cuit and omit the tdbo_timer interval.

33.2.7 PSE classification of PDs

The PSE may optionally classify a PD to allow features such as load management to be implemented. If a
PSE successfully completes detection of a PD, and the PSE does not classify the PD in Class 1, 2, 3, or 4,
then the PSE shall assign the PD to Class 0.

A successful classification of a PD requires:

a)  Successful PD detection, and subsequently,
b)  Successful Class 0—4 classification.

A PSE may remove power to a PD that violates the maximum power required for its advertised class.

A PSE performs optional classification of a PD by applying voltage and measuring current, as specified in
33.2.7.2. The PSE classification circuit should have adequate stability to prevent oscillation when connected
to a PD.

33.2.7.1 Classification power levels

PDs provide information that allow a PSE to classify their power requirements. The classifications are listed
in Table 33-3.

Class 4 is reserved for future use. PDs classified as Class 4 shall be treated as Class 0 for powering purposes.
33.2.7.2 PSE classification

The PSE shall provide V ¢y, between 15.5 and 20.5 volts, limited to 100 mA or less to the PI. Polarity shall
be the same as defined for Vp, in 33.2.2 and timing specifications shall be as defined by T4, in Table 33-5.
The PSE shall measure I, and classify the PD based on the observed current according to Table 33—4. If
the measured I, 1S €qual to or greater than 51mA, the PSE shall classify the PD as Class 0.
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Table 33—-3—Power classifications

Gnge | Minimum pove el
0 Default 15.4 Watts
1 Optional 4.0 Watts
2 Optional 7.0 Watts
3 Optional 15.4 Watts
4 Reserved for future use Treat as Class 0

NOTE— This is the minimum power at the PSE PI. For maximum power available to

PDs, see Table 33-10.

Table 33—-4—PD classification

Measured I Classification
OmA to SmA Class 0
> 5mA and < 8mA May be Class 0 or 1
8mA to 13mA Class 1

> 13mA and < 16mA

May be Class 0, 1, or 2

16mA to 21mA

Class 2

> 21mA and < 25mA

May be Class 0,2, or 3

25mA to 31mA

Class 3

> 31mA and < 35mA May be Class 0, 3, or 4
35mA to 45mA Class 4
>45mA and < 51mA May be Class 0 or 4
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33.2.8 Power supply output

AMENDMENT TO |IEEE Std 802.3

When the PSE provides power to the PI, it shall conform with Table 33-5, Figure 33-6, and Figure 33-7.

Table 33—-5—PSE output Pl electrical requirements for all PD classes,
unless otherwise specified

Item Parameter Symbol Unit Min Max Additional information
1 Output voltage Vport Vdc 44 57 See 33.2.8.1
2 Load regulation \Y 44 57 See 33.2.8.2
3 Power feeding ripple and noise:
f < 500Hz Vop 0.5 See 33.2.8.3
500Hz to 150kHz Vop 02
150KHz to 500KHz Vop 0.15
500KHz to IMHz P 0.1
4 Maximum output cur- | Ipgy max | MAdc 350 See 33.2.84
rent in normal power- B
ing mode at PSE min
output voltage
5 Output current in Tinrush mA 400 450 See 33.2.8.5
startup mode
6 a) IDLE state current 1 | Iy, mA 0 5 Relevant for 33.2.10.1.2.
PSE removes power for t > Typpo
b) IDLE state current 2 | Iyginn mA 5 10 Relevant for 33.2.10.1.2.
PSE may or may not remove power
for t > TMPDO
Ta PD Maintain Power Tymprpo ms 300 400 See 33.2.10
Signature dropout time
limit
7b PD Maintain Power Typs ms 60 See 33.2.10
Signature time for
validity
8 Overload current Icur mA 15400/ | 400 See 33.2.8.6
detection range Veort
9 Overload time limit Tovia ms 50 75 See 33.2.8.7
10 Output current — at Iim mA 400 450 See 33.2.8.8
short circuit condition
11 Short circuit time limit | Ty ms 50 75 See 33.2.8.9
12 Turn on rise time TRise us 15 From 10% to 90% of Vpg,¢
13a Turn off time Tosr ms 500 See 33.2.8.10
13b Turn off voltage Vorr Vdc 2.8 See 33.2.8.11
14 Continuous Output Pport w 154 Over the range of output voltage.
Power Averaged over 1 second.
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Table 33-5—PSE output PI electrical requirements for all PD classes,
unless otherwise specified (continued)
Item Parameter Symbol Unit Min Max Additional information
15 Current unbalance Lunb mA 10.5 See 33.2.8.12
16 Power turn on time Tpon ms 400 See 33.2.8.13
17 Detection backoff time | Tgp, sec 2 PSE detection backoff time limit.
18 Output capacitance Cout nF 520
during detection mode
19 Detection timing Tet ms 500 Time to complete detection of a PD.
20 Classification timing Thac ms 10 75 Time to classify the PD.
21 Error delay timing Teq ms 750 Delay before PSE may attempt sub-
sequent detection after power
removal because of error condition.

33.2.8.1 Output voltage

The specification for Vp, in Table 33—5 shall include line and temperature variations. The voltage potential
shall be measured between any conductor of one power pair and any conductor of the other power pair.

33.2.8.2 Load regulation

The specification for load regulation in Table 33—5 shall be met from 0.44W to 15.4W load step at a rate of
change of 35mA/us max. The voltage transients as a result of the load changes shall be limited to 3.5V/us
max.

33.2.8.3 Power feeding ripple and noise

The specification for power feeding ripple and noise in Table 33—5 shall be met for common-mode and/or
pair-to-pair noise values for power outputs from 0.44W to 15.4W at operating Vp,, The limits are meant to
ensure data integrity. To meet EMI standards, lower values may be needed. For higher frequencies, see
3344 and 334.5.

33.2.8.4 Maximum output current in normal powering mode at PSE min output voltage

For Vpg, > 44V, the minimum value for Ipy max in Table 33-5 shall be 15.4W/Vp.
The current Ipyy max €nsures 15.4W min output power.

The PSE shall support the following AC current waveform parameters:

a)  Ipeax = 0.4A minimum for 50ms minimum and 5% duty cycle minimum.
b)  For Vpg > 44V, Leq = 17.6W/Vpqy.

33.2.8.5 Output current in startup mode
The specification for Iy, in Table 33—5 shall be met under the following conditions:

a)  For duration of 50ms min, duty cycle = 5% min.
b) Measurement to be taken after 1ms to ignore startup transients.
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¢)  During startup, the minimum Iy, requirement applies for duration Ty 1.

d) During startup, for PI voltages above 30V, the minimum I, ¢, requirement is as specified in
Table 33-5, item 5.

e) During startup, for PI voltages between 10V and 30V, the minimum Iy, requirement is 60mA.
See Figure 33C .4 and Figure 33C.6.

33.2.8.6 Overload current detection range

If Ip, in Table 33-5 exceeds Iy for longer than T4, the PSE shall remove power from the PI. See Figure
33C.6.

In a PSE that supports the optional classification function (33.2.7), the minimum value of I~y may option-
ally be

(P_class x 1000)/ Vportmin ,

where P_class is the minimum power level at the output of the PSE (as specified by Table 33-3) and Vport-
min is Vp,, min in Table 33-5.

33.2.8.7 Overload time limit

After time duration of T4 as specified in Table 335, the PSE shall remove power from the PI. See Figure
33C.6.

33.2.8.8 Output current—at short circuit condition

The power shall be removed from the PI within Ty, as specified in Table 33-5, under the following
conditions:

a)  Max value of the PI current during short circuit condition.

b) Max value applies for any DC input voltage up to the maximum voltage as specified in item 1 of
Table 33-5.

c¢) Measurement to be taken after 1ms to ignore initial transients.

See Figure 33C 4 and Figure 33C.6.
33.2.8.9 Short circuit time limit

If a short circuit condition is detected, power removal from the PI shall begin within T} s and be complete
by Ty, as specified in Table 33-5. See Figure 33C.4 and Figure 33C.6.

33.2.8.10 Turn off time

The specification for T in Table 33-5 shall apply to the discharge time from Vp,,, to 2.8Vdc with a test
resistor of 320K € attached to the PI. In addition, it is recommended that the PI be discharged when turned
off. The PSE enters the IDLE state when Vp, drops 1V below the steady-state value after the pi_powered
variable is cleared (see Figure 33—6). The PSE remains in the IDLE state as long as the average voltage
across the PI is V. The IDLE State is the mode when the PSE is not in Detection, Classification, or normal
powering mode.
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33.2.8.11 Turn off voltage
The specification for V¢ in Table 33-5 shall apply to the PI voltage in the IDLE State.
33.2.8.12 Current unbalance

The specification for I,,,, in Table 33-5 shall apply to the current unbalance between the two conductors of a
power pair over the current load range. The 10.5mA value is based on a simulated output current unbalance
of 3%.

33.2.8.13 Power turn on time

The specification for T, in Table 335 shall apply to the PSE power up time for a PD after completion of
detection. If power is not applied as specified, a new detection cycle is initiated (See 33.2.3.1).

33.2.8.14 PSE stability

NOTE — Caution, when connected together as a system, the PSE and PD might exhibit instability at the PSE side or the
PD side or both due to the presence of negative impedance at the PD input. See Annex 33D for PSE design guidelines to
ensure stable operation.

33.2.9 Power supply allocation

A PSE shall not initiate power provision to a link if the PSE is unable to provide the maximum power level
requested by the PD based on the PD’s class. Where a PSE does not provide the optional classification func-
tion specified in 33.2.7, all PDs are treated as Class 0.

The PSE may manage the allocation of power based on additional information beyond the classification of
the attached PD. Allocating power based on additional information about the attached PD, and the mecha-
nism for obtaining that additional information, is beyond the scope of this standard with the exception that
the allocation of power shall not be based solely on the historical data of the power consumption of the
attached PD.

If the system implements a power allocation algorithm, no additional behavioral requirement is placed on
the system as it approaches or reaches its maximum power subscription. Specifically, the interaction
between one PSE PI and another PSE PI in the same system is beyond the scope of this standard.

33.2.10 PSE power removal

Figure 33-7 shows the PSE monitor state diagrams. These state diagrams monitor for overload current, short
circuit, inrush current, and the absence of the Maintain Power Signature (MPS).

If any of these conditions exists for longer than its related time limit, the power will be removed from the PI.
33.2.10.1 PSE Maintain Power Signature (MPS) requirements
The MPS consists of two components, an AC MPS component and a DC MPS component.

The PSE may optionally monitor the AC MPS component only, the DC MPS component only or both the AC
and the DC MPS components.
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33.2.10.1.1 PSE AC MPS component requirements

A PSE that monitors the AC MPS component shall meet the “AC Signal parameters” and “PSE PI voltage
during AC disconnect detection” parameters in Table 33-6.

A PSE shall consider the AC MPS component to be present when it detects an AC impedance at the PI equal
to or lower than |Zac1l as defined in Table 33—-6.

A PSE shall consider the AC MPS component to be absent when it detects an AC impedance at the PI equal
to or greater than |Zac2l as defined in Table 33—-6. Power shall be removed from the PI when AC MPS has
been absent for a time duration greater than Tpypo-

A PSE may consider the AC MPS component to be either present or absent when it detects a AC impedance
between the values [Zacll and |Zac2l as defined in Table 33-6.

See Figure 33C.15 for timing relationships.

33.2.10.1.2 PSE DC MPS component requirements

A PSE shall consider the DC MPS component to be present if the DC current is greater than or equal to Ipi,o
max for a minimum of Typg. A PSE may consider the DC MPS component to be present or absent if the DC

current is in the range Iyg,o.

A PSE shall consider the DC MPS component to be absent when it detects a DC current in the range Iy, -
Power shall be removed from the PI when DC MPS has been absent for a duration greater than Typpo.

The specification for Typg in Table 33—5 applies only to the DC MPS component. The PSE shall not remove
power from the port when the DC current is greater than or equal to Iy, max for at least Ty;pg every Typs
+ Typpo- as defined in Table 33-5. This allows a PD to minimize its power consumption. See Figure 33C.9
for timing relationships.

Table 33—6—PSE PI parameters for AC disconnect-detection function

Item Parameter Symbol Unit Min Max Additional information

AC signal parameters

la PI probing AC voltage | V_open Vop 19 10% of the aver- Includes noise, ripple, etc.
age value of Vpy, | V_open is the AC voltage
44V<Vp, <60V. across the PI when the PD
is not connected to the PI
and before the detection of
this condition by the PSE.

V_openl \Y% 30V, V_openl is the AC volt-
Vport =44V. age across the PI when the
PD is not connected to the
PI and after the detection
of this condition by the
PSE and the removal of

power from the PI.

1b AC probing signal F Hz 500
frequency

lc AC probing signal SR v/ 0.1 Positive or negative.
slew rate us
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Table 33—6—PSE Pl parameters for AC disconnect-detection function (continued)

Item Parameter Symbol Unit Min Max Additional information

AC source output impedance

2a Source output current | I_sac mA 5 During operation of the
during the operation AC disconnect detection
of the AC disconnect function.

detection function

2b PSE PI impedance R_rev KQ | 45 Specified in 33.2.5 and
during PD detection Figure 33-8.
when measured at the Shown here to clarify the
PI of the PSE PI difference in PI imped-

ance during the signature
detection function.

PSE PI voltage during AC disconnect detection

3a PI AC voltage when VcLosE \Y
PD is connected

op See Table 33-5, item 3.

3b PI voltage when PD is | Vpg Vo 60
disconnected
3c Disconnect detection Tymppo ms See Table 33-5, item 7a.
time
AC Maintain Power Signature
4a Shall not remove [ Zeq | KQ 27 F,=5Hz,
power from the PI Tgsting voltage >2.5V.
See Figure 33-10.
Impedance shall have non-
negative resistive compo-
nent and a net capacitive
reactive component.
4b Shall remove power [ Zgen | K | 1980 See Figure 33-11.
from the PI
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1.9V offset
®
% Rpd_d
Zacl —» £
Cpd_d
@
Figure 33—10—Z,.¢ definition as indicated in Table 33—-6
(Rpd_d, Cpd_d specified in Table 33-13. Cpd_d may be located either before or after the diode bridge.)
O
! Rpd
Zac2 ——» ; 2MEG+/-1% %
G
Figure 33—11—Z,, definition as indicated in Table 33—-6
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33.3 Powered devices

A PD is a device that is either drawing power or requesting power by participating in the PD detection algo-
rithm. A device that is capable of becoming a powered device may or may not have the ability to draw power
from an alternate power source and, if doing so, may or may not require power from the PI. PD capable
devices that are neither drawing nor requesting power are also covered in this clause.

A PD is specified at the point of the physical connection to the cabling. Characteristics such as the losses due
to voltage correction circuits, power supply inefficiencies, separation of internal circuits from external
ground or other characteristics induced by circuits after the PI connector are not specified. Limits defined for
the PD are specified at the PI, not at any point internal to the PD, unless specifically stated.

33.3.1 PD PI
The PD shall be capable of accepting power on either of two sets of PI conductors. The two conductor sets

are named Mode A and Mode B. In each four-wire connection, the two wires associated with a pair are at the
same nominal average voltage. Figure 33—5 in conjunction with Table 33-7 illustrates the two power modes.

Table 33-7—PD pinout

Conductor Mode A Mode B
1 Positive Vpy, , Negative Vpg
2 Positive Vpy, , Negative Vp
3 Negative Vp,, , Positive Vp
4 Positive Vp,,; , Negative Vp,
5 Positive Vpg, , Negative Vpg
6 Negative Vp,, , Positive Vp
7 Negative Vp,, , Positive Vp
8 Negative Vp,; , Positive Vp

The PD shall be implemented to be insensitive to the polarity of the power supply and shall be able to oper-
ate per the PD Mode-A column and the PD Mode-B column in Table 33-7.

NOTE—PDs that implement only Mode A or Mode B are specifically not allowed by this standard. PDs that simulta-
neously require power from both Mode A and Mode B are specifically not allowed by this standard.

The PD shall not source power on its PI.

The PD shall withstand any voltage from OV to 57V at the PI indefinitely without permanent damage.
33.3.2 PD state diagram

The PD shall provide the behavior of the state diagram shown in Figure 33—12.

33.3.2.1 Conventions

The notation used in the state diagram follows the conventions of state diagrams as described in 21.5.
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33.3.2.2 Variables
The PD state diagram uses the following variables:

pd_reset
An implementation specific control variable that unconditionally resets the PD state diagram to the
NOT_MDI_POWERED state.
Values: FALSE: The device has not been reset (default).
TRUE: The device has been reset.
present_pd_signature
Controls presenting the detection (see 33.3.3) and classification (see 33.3.4) signatures by the PD.
Values: FALSE: The PD detection and classification signatures are not to be applied to the
link.
TRUE: The PD detection and classification signatures are to be applied to the link.
present_mps
Controls applying MPS (see 33.3.6) to the link by the PD.
Values: FALSE: The Maintain Power Signature (MPS) is not to be applied to the link.
TRUE: The MPS is to be applied to the link.
mdi_power_required
A control variable indicating the PD is enabled and should request power from the PSE by apply-

ing a PD detection signature to the link, and when the PSE sources power to apply the MPS to keep
the PSE sourcing power.

Values: FALSE: PD functionality is disabled.
TRUE:  PD functionality is enabled.
power_received
An indication from the circuitry that power is present on the link.
Values: FALSE: Power not being received.
TRUE: Power being received.
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33.3.2.3 State diagram

pd_reset

I

NOT_MDI_POWERED

present_pd_signature <= FALSE
present_mps < FALSE

mdi_power_required

v
REQUESTING_POWER

present_pd_signature < TRUE

Imdi_power_required
power_received M

v
MDI_POWERED

present_pd_signature < FALSE
present_mps <= TRUE

Imdi_power_required +
Ipower_received v £
NOT_REQUESTING_POWER

present_pd_signature <= FALSE
present_mps < FALSE

| Ipower_received

Figure 33—12—PD state diagram

33.3.3 PD valid and non-valid detection signatures

A PD shall present a valid detection signature at the PI between Positive Vp,; and Negative Vp, of PD
Mode A and between Positive Vp, and Negative Vp,,, of PD Mode B as defined in 33.3.1 while itis in a
state where it will accept power via the PI, but is not powered via the PI.

A PD shall present a non-valid detection signature at the PI between Positive Vp,; and Negative Vp . of PD
Mode A and between Positive Vp, and Negative Vp,,, of PD Mode B as defined in 33.3.1 while itis in a
state where it will not accept power via the PI.

When a PD becomes powered via the PI, it shall present a non-valid detection signature on the set of pairs
from which is it not drawing power.

The valid and non-valid detection signature regions are separated by guardbands. The guardbands for the V-I
slope are the ranges 12K to 23.75K€Q2 and 26.25K€Q2 to 45KQ. A PD that presents a signature in a guard-

band is non-compliant.

V-I slope is the effective resistance calculated from the two voltage/current measurements made during the
detection process.

V-Islope = (Vo -V )/, 1)) (33-1)

where (Vy, 1) and (V,, I,) are measurements made at the PD PI.
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The valid PD detection signature shall have the characteristics of Table 33—8.

Table 33—8—Valid PD detection signature characteristics, measured at PD input connector

Parameter Conditions Minimum Maximum Unit
V-I Slope 2.7V to 10.1V 23.75 26.25 KQ
(atany 1V or
greater chord
within the voltage
range conditions)
V offset 19 v
I offset 10 uA
Input capacitance 27Vt 101V 0.05 0.12 uF
Input inductance 27Vt 101V 100 uH

A non-valid detection signature shall have one or both of the characteristics in Table 33-9

Table 33—9—Non-valid PD detection signature characteristics, measured at PD input

connector
Parameter Conditions Range of values Unit
V-I Slope V<10.1V Either greater than 45 KQ
or less than 12
Input Capacitance V<101V Greater than 10 uF

52
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A PD may be classified by the PSE based on the classification information provided by the PD. The intent of
PD classification is to provide information about the maximum power required by the PD during operation.
Class 0 is the default for PDs. However, to improve power management at the PSE, the PD may opt to pro-
vide a signature for Class 1 to 3.

The PD is classified based on power. The classification of the PD is the maximum power that the PD will
draw across all input voltages and operational modes.

A PD shall return Class 0 to 3 in accordance with the maximum power draw as specified by Table 33-10.

Table 33—10—PD power classification

Class Usage power used by the P
0 Default 0.44 to 12.95 Watts
1 Optional 0.44 to 3.84 Watts
2 Optional 3.84 to 6.49 Watts
3 Optional 6.49 to 12.95 Watts
4 Not Allowed Reserved for Future Use

NOTE—Class 4 is defined but is reserved for future use. A Class 4 signature cannot be provided by a compliant PD.

In addition to a valid detection signature, PDs shall provide the characteristics of a classification signature as
specified in Table 33—11. A PD shall present one, and only one, classification signature during classification.

Table 33—11—Classification signhature, measured at PD input connector

Parameter Conditions Minimum Maximum Unit
Current for Class 0 14.5V to 20.5V 0 4 mA
Current for Class 1 14.5V to 20.5V 9 12 mA
Current for Class 2 14.5V to 20.5V 17 20 mA
Current for Class 3 14.5V to 20.5V 26 30 mA
Current for Class 4 14.5V to 20.5V 36 44 mA

33.3.5 PD power

The power supply of the PD shall operate within the characteristics in Table 33—12.
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The PD may be capable of drawing power from a local power source. When a local power source is pro-
vided, the PD may draw some, none, or all of its power from the PI.

Table 33—12—PD power supply limits

Item Parameter Symbol Unit Min Max Additional information
1 Input voltage Vort Vde 36 57 See 33.3.5.1
2 Input average power Pport w 12.95 See 33.35.2
3 Input inrush current Tinrush mA 400 Peak Value—See 33.3.5.3
4 Peak operating current, Iport mA 400 See 33.3.54
Class 0, 3
Peak operating current, Iport mA 120
Class 1
Peak operating current, Ipore mA 210
Class 2
5 Input current (DC or RMS), Iport mA 350 See 33.3.5.3
Vpor=37Vdc
Input current (DC or RMS), Iport mA 230
Vpor=37Vde
6 PI capacitance during normal | Cpgy uF 5 See 33.3.5.5
powering mode
7 Ripple and noise, < 500Hz Vpp 0.5 See 33.3.5.6
Ripple and noise, 500Hz to Vpp 0.2
150KHz
Ripple and noise, 150KHz to Vpp 0.15
500KHz
Ripple and noise, 500KHz to Vpp 0.1
IMHz
8 a) PD Power supply turn on Von Y 42 See 33.3.5.7
voltage
b) PD power supply turn off Vore \Y 30
voltage
9 PD classification stability Tejass ms 5 See 33.3.5.8
time
10 Backfeed voltage Vitd v 2.8 See 33.3.5.10
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33.3.5.1 Input voltage

The specification for Vp, in Table 33—12 is for the input voltage range after startup, and it includes loss in
the cabling plant. The PD shall turn on at a voltage less than V. After the PD turns on, the PD shall stay on
over the entire Vp,, range. The PD shall turn off at a voltage less than Vp,, minimum and greater than V.
33.3.5.2 Input average power

The specification for Pp, in Table 33—12 shall apply for the input power averaged over 1 second.

Pport = Vport X Iporr. measured when the PD is fed by 44V to 57V with 20€2 in series.

33.3.5.3 Input inrush current

Input inrush current at startup will be limited by the PSE if Cp,, < 180uF, as specified in Table 33-5.

If Cpyy¢ = 180uF, input inrush current shall be limited by the PD so that Iy, max is satisfied.

33.3.5.4 Peak operating current

At any operating condition the peak current shall not exceed Pp; max/Vp for more than 50ms max and
5% duty cycle max. Peak current shall not exceed Ip,; max.

Ripple current content (I,.) superimposed on the DC current level (I.) is allowed if the total input power is
less than or equal to Pp,,; max.

The RMS, DC and ripple current shall be bounded by the following equation:  7rms = J/(Idc)? + (lac)? .

The maximum Ipg g and Ipgy s values for all operating Vp, range shall be defined by the following
equation: Ipgy max [MA] =12950/Vp.

33.3.5.5 PI capacitance during normal powering mode

While there is no max capacitance, the PD max input capacitance (Cp,, in Table 33—12) and the PD input
circuitry shall be designed in such a way that when a PD is connected to a PSE through a series resistance of
up to 20L2 and the PSE voltage is changed from 44V to 57V, the peak current Ip,, will be as specified in
Table 33-12, item 4, for a maximum duration of 50ms. Input capacitance of 180uF or less requires no spe-
cial input considerations.

33.3.5.6 Ripple and noise

The specification for ripple and noise in Table 33—12 shall be for the common-mode and/or differential pair-
to-pair noise at the PD PI generated by the PD circuitry. The ripple and noise specification shall be for all
operating voltages in the range defined by Table 33—12, item 1, and over the range of input power of the
device.

The PD shall operate correctly in the presence of ripple and noise generated by the PSE that appears at the
PD PI. These levels are specified in Table 33-5, item 3.

Limits are provided to ensure data integrity. To meet EMI standards, lower values may be needed.

The system designer is advised to assume the worst case condition in which both PSE and PD generate the
maximum noise allowed by Table 33—5 and Table 33—12, which may cause a higher noise level to appear at
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the PI than the standalone case as specified by this clause.

33.3.5.7 PD power supply turn on / turn off voltages

The PD shall turn on at Vg, and turn off at V¢ (as specified in Table 33—12) when connected to a PSE
through a 20Q series resistor. The PD shall turn on or off without startup oscillation and within the first trial
at any load value.

33.3.5.8 PD classification stability time

The PD classification signature shall be valid within T, as specified in Table 33—12 and remain valid for
the duration of the classification period.

33.3.5.9 PD stability

NOTE—Caution, when connected together as a system, the PSE and PD might exhibit instability at the PSE side or the
PD side or both due to the presence of negative impedance at the PD input. See Annex 33D for PD design guidelines to
ensure stable operation.

33.3.5.10 Backfeed Voltage

When Vp,,; max is applied across the PI at either polarity specified on the conductors for Mode A according
to Table 33-7, the voltage measured across the PI for Mode B with a 100K load resistor connected shall
not exceed Vg max as specified in Table 33—12. When Vp, max is applied across the PI at either polarity
specified on the conductors for Mode B according to Table 337, the voltage measured across the PI for
Mode A with a 100K€2 load resistor connected shall not exceed Vy,¢q max.

33.3.6 PD Maintain Power Signature

In order to maintain power, the PD shall provide a valid Maintain Power Signature (MPS) at the PI. The
MPS shall be both:

a)  Current draw equal or above the minimum Input current (Ip,; min) as specified in Table 33—13 for a
minimum duration of 75ms followed by an optional MPS dropout for no longer than 250ms, and

b) Input impedance with resistive and capacitive components as defined in Table 33—13.
A PD that does not maintain any one of:

¢)  The minimum input current as defined in Table 33—13 for at least 75ms, and

d) Input impedance with resistive and capacitive components as defined by Table 33—13 (also, see Fig-
ure 33-10 and Figure 33-11),

may have its power removed within the limits of Typp( as specified in Table 33-5.

Powered PDs that no longer require power shall remove both components a) and b) of the MPS. To ensure
power removal, the impedance of the PI must rise above Z,, as specified in Table 33-6.
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Table 33—13—PD Maintain Power Signature

Item Parameter Symbol | Unit Min Max Additional information

1 Input current Loort mA 10 See 33.3.6.1

2 Input resistance Rpa g KQ 26.25

3 Input capacitance Chaa uF 0.05 With 0V to 57V DC bias

applied

33.3.6.1 Input current
The specification for Ip,, in Table 33—13 includes the following additional information:

a)  Ipoy =10mA min for Cp,q < 180uF.

b)  Ipyy = 10mA x C,or [WF] /180 for Cppr > 180uF, or the PD will need to make special accommoda-
tion to ensure that the 10 mA minimum current be maintained within the limits of Ty;ppo When the
PD input voltage is dropped from 57V to 44V at the maximum allowable slew rate.

¢)  Minimum current requirement applies when the PD is fed by 44V to 57V with 20Q in series.

33.4 Additional Electrical specifications

This clause defines additional electrical specifications for both the PSE and PD. The specifications apply for
all PSE and PD operating conditions at the cabling side of the mated connection of the PI. The requirements
apply during data transmission only when specified as an operating condition.

The requirements of 33.4 are consistent with the requirements of the PHYs of 10BASE-T, 100BASE-TX,
and 1000BASE-T.

33.4.1 Isolation

The PSE shall provide electrical isolation between the PI device circuits, including frame ground (if any),
and all PI leads.

The PD shall provide electrical isolation between all external conductors, including frame ground (if any),
and all PI leads.

This electrical isolation shall be in accordance with the isolation requirements between SELV circuits and
telecommunication network connections in subclause 6.2 of IEC 60950-1:2001.

This electrical isolation shall withstand at least one of the following electrical strength tests:

a) 1500 Vrms steady-state at 50-60 Hz for 60 seconds, applied as specified in subclause 6.2 of IEC
60950-1:2001.

b) An impulse test consisting of a 1500 V, 10/700us waveform, applied 10 times, with a 60 second
interval between pulses, applied as specified in subclause 6.2 of IEC 60950-1:2001.

There shall be no insulation breakdown, as defined in subclause 6.2.2.3 of IEC 60950-1:2001.

Conductive link segments that have different isolation and grounding requirements shall have those require-
ments provided by the port-to-port isolation of network interface devices (NID).
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33.4.1.1 Electrical isolation environments

There are two electrical power distribution environments to be considered that require different electrical
isolation properties. They are as follows:

— Environment A: When a LAN or LAN segment, with all its associated interconnected equipment, is
entirely contained within a single low-voltage power distribution system and within a single
building.

— Environment B: When a LAN crosses the boundary between separate power distribution systems or
the boundaries of a single building.

33.4.1.1.1 Environment A requirements

Attachment of network segments via NIDs that have multiple instances of a twisted pair MDI requires elec-
trical isolation between each segment and the protective ground of the NID.

For NIDs, the requirement for isolation is encompassed within the isolation requirements of the basic MAU/
PHY/medium standard. (See 14.3.1.1, TP-PMD, and 40.6.1.1.) Equipment with multiple instances of PSE
and/or PD shall meet or exceed the isolation requirement of the MAU/PHY with which they are associated.

A multi-port NID complying with Environment A requirements does not require electrical power isolation
between link segments.

An Environment A PSE shall switch the more negative conductor. It is allowable to switch both conductors.
33.4.1.1.2 Environment B requirements

The attachment of network segments that cross environment A boundaries requires electrical isolation
between each segment and all other attached segments as well as to the protective ground of the NID.

For NIDs, the requirement for isolation is encompassed within the isolation requirements of the basic MAU/
PHY/medium standard (See 14.3.1.1, TP-PMD, and 40.6.1.1.). Equipment with multiple instances of PSE
and/or PD shall meet or exceed the isolation requirement of the MAU/PHY with which each is associated.

The requirements for interconnected electrically conducting link segments that are partially or fully external
to a single building environment may require additional protection against lightning strikes or other hazards.
Protection requirements for such hazards are beyond the scope of this standard. Guidance on these require-
ments may be found in Section 6 of IEC 60950-1:2001, as well as any local and national codes related to
safety.

33.4.2 Fault tolerance

Each wire pair of the PSE or PD when it is encompassed within the MDI shall meet the fault tolerance
requirements of the appropriate specifying clause, (See 14.3.1.2.7, Clause 25, and 40.8.3.4). When a PSE is
not encompassed within an MDI, the PSE PI shall meet the fault tolerance requirements of this subclause.

The PSE PI shall withstand without damage the application of short circuits of any wire to any other wire
within the cable for an indefinite period of time. The magnitude of the current through such a short circuit
shall not exceed Ij 1y max as defined in Table 33-5, item 10.

Each wire pair shall withstand, without damage, a 1000V common-mode impulse applied at Ecm of either
polarity (as indicated in Figure 33—13). The shape of the impulse shall be (0.3/50)us (300ns virtual front
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time, 50us virtual time or half value), as defined in IEC 60060, where Ecm is an externally applied AC volt-
age as shown in Figure 33-13.

' PI

402Q*

402Q*

w2 S
1 3

Ecm

i ®

*Resistor matching to 1 part in 100

Figure 33—13—PI fault tolerance test circuit

33.4.3 Impedance balance

Impedance balance is a measurement of the common-mode-to-differential-mode offset of the PI. The com-
mon-mode-to-differential-mode impedance balance for the transmit and receive pairs shall exceed:

29 — 17log;o(f/10)dB (33-2)
from 1.0-20 MHz for a 10 Mb/s PHY, and

34 — 19.2log((f/50)dB (33-3)
from 1.0-100 MHz for a 100 Mb/s or greater PHY, where f is the frequency in MHz.
The impedance balance is defined as

20logo(Ecm/Edif) (33-4)

where Ecm is an externally applied AC voltage as shown in Figure 33—14 and Edif is the resulting wave-
form due only to the applied sine wave.

PI

A % 479"
' Edif 143Q

* | § 147Q"

*Resistor matching to 1 part in 100

Ecm

Figure 33—14—PIl impedance balance test circuit
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33.4.4 Common-mode output voltage

The magnitude of the common-mode AC output voltage measured according to Figure 33—15 and Figure
33-16 at the transmit PI while transmitting data and with power applied, Ecm_out, shall not exceed 50mV
peak when operating at 10Mb/s, and 50mV peak-to-peak when operating at 100Mb/s or greater. The magni-
tude of the common-mode AC voltage shall not exceed 50mV peak-to-peak measured at all other PIs. The
frequency of the measurement shall be from 1MHz to 100MHz.

PI

47.5Q"

475Q* o

Ecm_out
. 49.9Q

*Resistor matching 1 part in 100

**Capacitor impedance less than 1Q
from 1MHz to 100MHz

Figure 33—15—Common-mode output voltage test

The PIs shall be tested with the PHY transmitting data, an operating PSE or PD, and with the following PSE
load or PD source requirements:

1)  When testing a PSE, the PIs that supply power are terminated as illustrated in Figure 33-16.
The PSE load, R, in Figure 33-16 is adjusted so that the PSE output current, I, is 10mA and
then 350mA, while measuring Ecm_out on all PIs.

2)  While testing a PD, the PIs that require power shall be terminated as illustrated in Figure 33—
16. A voltage source, Vsource in Figure 33-16, supplies power to the PD and is adjusted to
36Vdc and 57Vdc, while measuring Ecm_out on all PIs.
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Figure 33—16—PSE and PD terminations for common-mode output voltage test

NOTE—The Implementer should consider any applicable local, national, or international regulations that may require
more stringent specifications. One such specification can be found in the European Standard EN 55022:1998.

33.4.5 Pair-to-pair output noise voltage

The pair-to-pair output noise voltage (see Figure 33—17) will be limited by the resulting electromagnetic
interference due to this AC voltage. This AC voltage can be ripple from the power supply (Table 33-5, item
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3) or from any other source. A system integrating a PSE shall comply with applicable local and national
codes for the limitation of electromagnetic interference.

PIA
47.5Q A
47.5Q" C A
' 49.9Q %
— Pair to pair
output noise voltage
PIB
47.5Q | / A
47.5Q" C
' 49.9Q

*Resistor matching 1 part in 100

Figure 33—17—Pair to pair output noise voltage test

33.4.6 Differential noise voltage

The coupled noise, Ed_out in Figure 33—16, from a PSE or PD to the differential transmit and receive pairs
shall not exceed 10mV peak-to-peak measured from 1MHz to I00MHz.

The PSE and PD shall be terminated as illustrated in Figure 33—16 and tested with the PSE and PD condi-
tions as specified in 33.4.4, item 1) and item 2).

33.4.7 Return loss

The differential impedance of the transmit and receive pairs at the PHY s MDI shall be such that any reflec-
tion shall meet the return loss requirements as specified in 14.3.1.3.4 for a 10 Mb/s PHY, in ANSI
X3.263:1995 for a 100 Mb/s PHY, and 40.8.3.1 for a 1000 Mb/s PHY. In addition, all pairs terminated at an
MDI should maintain a nominal common-mode impedance of 75Q2. The common-mode termination is
affected by the presence of the power supply, and this should be considered to ensure proper termination.
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33.4.8 Midspan PSE device additional requirements

The cabling specifications for 100€2 balanced cabling are described in ISO/IEC 11801-2002. Some cable

category specifications that only appear in earlier editions are also supported. The configuration of “channel”
and “permanent link™ is defined in Figure 33-18.

Channel
< -
Permanent Link
< =
CP Link
< >
FD -
C
o r 70
EQP[ C c c C c
T L
CP ]
Equipment Patch cord/ Work area
cord Jumper cable S:ble cable

FD = floor distributor; EQP = equipment; C = connection (mated pair);
CP = consolidation point; TO = telecommunications outlet;
TE = terminal equipment

Figure 33—18—Floor distributor channel configuration

The ISO/IEC 11801 defines in 5.6.1 two types of Equipment interface to the cabling system: “Interconnect
model” and the “cross-connect model.” See Figure 33-19.
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Equipment cord Cabling sub-system
EQP C C
] \ /
Interconnect model
) Patch cord ]
Equipment cord or jumper Cabling sub-system
EQP | C w C U C
]
Cross-connect model
. Midspan Patch cord Cabling
— Equipment cord or jumper sub-system
(¢}
EQP | C w—‘_:l_'iv @
]
Midspan insertion configuration
C = connection

Figure 33—19—Interconnect model, cross-connect model, and midspan insertion
configuration

The insertion of a Midspan PSE at the Floor Distributor (FD) shall comply with the following guidelines:

a)  If the existing FD configuration is of the “Interconnect model” type, the Midspan PSE can be added,
provided it does not increase the length of the resulting “channel” to more than specified 100 meters
as defined in ISO/IEC 11801.

b) If the existing FD configuration is of the “Cross-connect model” type, the Midspan PSE needs to be
installed instead of one of the connection pairs in the FD. In addition, the installation of the Midspan
PSE shall not increase the length of the resulting “channel” to more than specified 100 meters as
defined in ISO/IEC 11801.

Configurations with the Midspan PSE in the cabling channel shall not alter the transmission requirements of
the “permanent link.” A Midspan PSE inserted into a channel shall provide continuity for the signal pairs. A
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Midspan PSE shall not provide DC continuity between the two sides of the segment for the pairs that inject
power.

The requirements for the two pair category 5 channel are found in 25.4.6.
NOTE— Appropriate terminations may be applied to the interrupted pairs on both sides of the midspan device.
33.4.8.1 “Connector” or “telecom outlet” Midspan PSE device transmission requirements

The Midspan PSE equipment to be inserted as “Connector” or “Telecom outlet” shall meet the following
transmission parameters. These parameters should be measured using the test procedures of ISO 11801:2002
for connecting hardware.

33.4.8.1.1 NEXT (Near End Crosstalk)

NEXT loss is a measure of the unwanted signal coupling from a transmitter at the near-end into neighboring
pairs measured at the near-end. NEXT loss is expressed in dB relative to the received signal level. NEXT
loss shall be measured for Midspan PSE devices for the transmit and receive pairs from 1MHz to 100MHz
and shall meet the values determined by Equation (33-5). However, for frequencies that correspond to calcu-
lated values greater than 65dB, the requirement reverts to the minimum requirement of 65dB.

NEXTeonn = 40 — 20log(f/100)dB (33-5)

33.4.8.1.2 Insertion loss

Insertion loss is a measure of the signal loss between the transmitter and receiver, expressed in dB relative to
the received signal level. Insertion loss shall be measured for Midspan PSE devices for the transmit and
receive pairs from 1MHz to I00MHz, and shall meet the values determined by Equation (33-6). However,
for frequencies that correspond to calculated values less than 0.1dB, the requirement reverts to the maximum
requirement of 0.1dB.

Insertion_lossconn < 0.04 SQRT(f) dB (33-6)

33.4.8.1.3 Return loss

Return loss is a measure of the reflected energy caused by impedance mismatches in the cabling system and
is expressed in dB relative to the reflected signal level. Return loss shall be measured for Midspan PSE
devices for the transmit and receive pairs from 1MHz to 100Mhz and shall meet or exceed the values speci-
fied in Table 33-14.

Table 33—14—Connector return loss

Frequency Return loss
IMHz<f<20MHz 23 dB
20MHz<f<100 MHz 14 dB

33.4.8.1.4 Work area or equipment cable Midspan PSE

Replacing the work area or equipment cable with a cable that includes a Midspan PSE should not alter the
requirements of the cable. This cable shall meet the requirements of this clause and the specifications for a
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Category 5 (jumper) cord as specified in ISO/IEC 11801:2002 for insertion loss, NEXT, and return loss for
the transmit and receive pairs.

33.5 Environmental
33.5.1 General safety

All equipment meeting this standard shall conform to IEC 60950-1:2001. In particular, the PSE shall be
classified as a Limited Power Source in accordance with IEC 60950-1:2001.

Equipment shall comply with all applicable local and national codes related to safety.
33.5.2 Network safety

This subclause sets forth a number of recommendations and guidelines related to safety concerns. The list is
neither complete nor does it address all possible safety issues. The designer is urged to consult the relevant
local, national, and international safety regulations to ensure compliance with the appropriate requirements.
LAN cabling systems described in this clause are subject to at least four direct electrical safety hazards dur-
ing their installation and use. These hazards are as follows:

a) Direct contact between LAN components and power, lighting, or communications circuits.

b)  Static charge buildup on LAN cabling and components.

c) High-energy transients coupled onto the LAN cabling system.

d) Voltage potential differences between safety grounds to which various LAN components are
connected.

Such electrical safety hazards must be avoided or appropriately protected against for proper network instal-
lation and performance. In addition to provisions for proper handling of these conditions in an operational
system, special measures must be taken to ensure that the intended safety features are not negated during
installation of a new network or during modification of an existing network.

33.5.3 Installation and maintenance guidelines

It is a mandatory requirement that sound installation practice, as defined by applicable local codes and regu-
lations, be followed in every instance in which such practice is applicable.

It is a mandatory requirement that, during installation of the cabling plant, care be taken to ensure that non-
insulated network cabling conductors do not make electrical contact with unintended conductors or ground.

33.5.4 Patch panel considerations

It is possible that the current carrying capability of a cabling cross-connect may be exceeded by a PSE. The
designer should consult the manufacturers’ specifications to ensure compliance with the appropriate
requirements.

33.5.5 Cabling resistance unbalance

Resistance unbalance is a measure of the difference in resistance between the two conductors in the 1002
balanced cabling system. The resistance unbalance shall be as specified in IEC 11801 Edition 2, Clause 6.4.8
(reference: 3 percent).

The resistance unbalance as defined in IEC 61156-1 is
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((Rmax — Rmin)/(Rmax + Rmin)) x 100 percent, (33-7)

where Rmax is the resistance of the conductor with the highest resistance, and Rmin is the resistance of the
conductor with the lowest resistance.

33.5.6 Telephony voltages

The use of building wiring brings with it the possibility of wiring errors that may connect telephony voltages
to a PSE or PD. Other than voice signals, the primary voltages that may be encountered are the “battery” and
ringing voltages. Although there is no universal standard, the following maximums generally apply:

Battery voltage to a telephone line is generally 56Vdc, applied to the line through a balanced 400€2 source
impedance. Ringing voltage is a composite signal consisting of an AC component and a DC component. The
AC component is up to 175Vp at 20Hz to 60Hz with a 1002 source resistance. The DC component is 56Vdc
with 300Q to 600 source resistance. Large reactive transients can occur at the start and end of each ring
interval.

Application of any of the above voltages to the PI of a PSE or a PD shall not result in any safety hazard.
33.5.7 Electromagnetic emissions

The PD and PSE powered cabling link shall comply with applicable local and national codes for the limita-
tion of electromagnetic interference.

33.5.8 Temperature and humidity

The PD and PSE powered cabling link segment is expected to operate over a reasonable range of environ-
mental conditions related to temperature, humidity, and physical handling. Specific requirements and values
for these parameters are beyond the scope of this standard.

33.5.9 Labeling

It is recommended that the PSE or PD (and supporting documentation) be labeled in a manner visible to the
user with at least the following parameters:

a)  Power classification and power level in terms of maximum current drain over the operating voltage
range, 44V to 57V, applies for PD only,

b) Port type (e.g., I00BASE-TX, TIA Category or ISO Class),

c) Any applicable safety warnings, and

d) “PSE” or “PD” as appropriate.

33.6 Management function requirements

Management of the PSE is optional. If the PSE is instantiated in the same physical package as a PHY and a
Clause 22 MII or a Clause 35 GMII is physically implemented, then management access shall be via the MII
Management interface. Where no physical embodiment of the MII or GMII exists and management is sup-
ported, equivalent management capability shall be provided.

33.6.1 PSE registers

A PSE shall use register address 11 for its control and register address 12 for its status functions.
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Some of the bits within registers are defined as latching high (LH). When a bit is defined as latching high and
the condition for the bit to be high has occurred, the bit shall remain high until after it has been read via the
management interface. Once such a read has occurred, the bit shall assume a value based on the current state
of the condition it monitors.

33.6.1.1 PSE Control register (Register 11) (R/W)
The assignment of bits in the PSE Control register is shown in Table 33—15. The default value for each bit of

the PSE Control register should be chosen so that the initial state of the PSE upon power up or reset is a nor-
mal operational state without management intervention.

Table 33—15—PSE Control register bit definitions

Bit(s) Name Description R/W?
11.15:4 | Reserved Ignore when read RO
11.3:2 Pair Control (11.3) (11.2) R/W

1 1 = Reserved
1 0 = PSE pinout Alternative B
0 1 = PSE pinout Alternative A
0 0 = Reserved
11.1:0 PSE Enable (11.1) (11.0) R/W
1 1 = Reserved
1 0 = Force Power Test Mode
0 1 = PSE Enabled
0 0 = PSE Disabled

#R/W = Read/Write, RO = Read Only

33.6.1.1.1 Reserved bits (11.15:4)

Bits 11.15:4 are reserved for future standardization. They shall not be affected by writes and shall return a
value of ‘0’ when read. To ensure compatibility with future use of reserved bits and registers, the Manage-
ment Entity should write to reserved bits with a value of ‘0’ and ignore reserved bits on read.

33.6.1.1.2 Pair Control (11.3:2)

Bits 11.3:2 report the supported PSE Pinout Alternative specified in 33.2.1. A PSE may also provide the
option of controlling the PSE Pinout Alternative through these bits. Provision of this option is indicated
through the Pair Control Ability (12.0) bit. A PSE that does not support this option shall ignore writes to
these bits and shall return the value that reports the supported PSE Pinout Alternative.

When read as ‘01, bits 11.3:2 indicate that only PSE Pinout Alternative A is supported by the PSE. When
read as 10’ bits 11.3:2 indicate that only PSE Pinout Alternative B is supported by the PSE.

Where the option of controlling the PSE Pinout Alternative through these bits is provided, setting bits 11.3:2
to ‘01’ shall force the PSE to use only PSE Pinout Alternative A and setting bits 11.3:2 to ‘10’ shall force the
PSE to use only PSE Pinout Alternative B.

If bit 12.0 is “1°, writing to these register bits shall set mr_pse_alternative to the corresponding value: ‘01’ =
A and ‘10’ = B. The combinations ‘00" and ‘11’ for bits 11.3:2 are reserved and will never be assigned.
Reading bits 11.3:2 will return an unambiguous result of ‘01’ or ‘10’ that may be used to determine the pres-
ence of the PSE Control register.

68 Copyright © 2003 IEEE. All rights reserved.
DELL/HP/LENOVO EXHIBIT 1009
Page 113



SUPERSEDED

CSMA/CD Std 802.3af-2003

33.6.1.1.3 PSE Enable (11.1:0)

The PSE function shall be disabled by setting bits 11.1 to logic zero and 11.0 to logic zero. When the PSE
function is disabled, the MDI shall function as it would if it had no PSE function. The PSE function shall be
enabled by setting bits 11.1 to a logic zero and 11.0 to a logic one. When bit 11.1 is a logic one, and bit 11.0
is a logic zero, a test mode is enabled. This test mode supplies power without regard to PD detection.

Writing to these register bits shall set mr_pse_enable to the corresponding value: ‘00’ = disable, ‘01" =
enable and ‘10’ = force power. The combination ‘11’ for bits 11.1:0 has been reserved for future use.

NOTE —Caution, test mode may damage connected non-PD, legacy, twisted pair Ethernet devices or other non-Ethernet
devices, especially in split application wiring schemes.

33.6.1.2 PSE Status register (Register 12) (R/W)
The assignment of bits in the PSE Status register is shown in Table 33-16.

33.6.1.2.1 Reserved bits (12.15:13)

Bits 12.15:13 are reserved for future standardization. They shall not be affected by writes and shall return a
value of ‘0’ when read. To ensure compatibility with future use of reserved bits and registers, the Manage-
ment Entity should write to reserved bits with a value of ‘0’ and ignore reserved bits on read.

33.6.1.2.2 Power Denied (12.12)

When read as a logic one, bit 12.12 indicates that power has been denied. This bit shall be set to ‘1’ when the
PSE state diagram (Figure 33-6) enters the state ‘POWER_DENIED’. The Power Denied bit shall be imple-
mented with latching high behavior as defined in 33.6.1.

33.6.1.2.3 Valid Signature (12.11)

When read as a logic one, bit 12.11 indicates that a valid signature has been detected. This bit shall be set to
‘1’ when mr_valid_signature transitions from FALSE to TRUE. The Valid Signature bit shall be imple-
mented with latching high behavior as defined in 33.6.1.

33.6.1.2.4 Invalid Signature (12.10)

When read as a logic one, bit 12.10 indicates that an invalid signature has been detected. This bit shall be set
to ‘1’ when the PSE state diagram (Figure 33—6) enters the state ‘SIGNATURE_INVALID’. The Invalid Sig-
nature bit shall be implemented with latching high behavior as defined in 33.6.1.

33.6.1.2.5 Short Circuit (12.9)

When read as a logic one, bit 12.9 indicates that a short circuit condition has been detected. This bit shall be
set to ‘1’ when the PSE state diagram (Figure 33—-6) enters the state ‘ERROR_DELAY_SHORT’. The Short
Circuit bit shall be implemented with latching high behavior as defined in 33.6.1.

33.6.1.2.6 Overload (12.8)

When read as a logic one, bit 12.8 indicates that an overload condition has been detected. This bit shall be set
to ‘1’ when the PSE state diagram (Figure 33-6) enters the state ‘ERROR_DELAY_OVER’. The Overload
bit shall be implemented with latching high behavior as defined in 33.6.1.
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Table 33—16—PSE Status register bit definitions
Bit(s) Name Description R/W?
12.15:13 Reserved Ignore when read RO
12.12 Power Denied 1 = Power has been denied RO/
0 = Power has not been denied LH
12.11 Valid Signature 1 = Valid PD signature detected RO/
0 = No valid PD signature detected LH
12.10 Invalid Signature 1 = Invalid PD signature detected RO/
0 = No invalid PD signature detected LH
129 Short Circuit 1 = Short circuit condition detected RO/
0 = No short circuit condition detected LH
12.8 Overload 1 = Overload condition detected RO/
0 = No overload condition detected LH
12.7 MPS Absent 1 = MPS absent condition detected RO/
0 = No MPS absent condition detected LH
12.6:4 PD Class (12.6) (125) (124) RO
1 1 1 =Reserved
1 1 0 = Reserved
1 0 1 =Reserved
1 0 0 =Class4
0 1 1 =Class3
0 1 0 =Class?2
0 0 1 =Class 1
0 0 0 =Class0
12.3:1 PSE Status (123) (122) (12.1) RO
1 1 1 =Reserved
1 1 0 =Reserved
1 0 1 = Implementation specific fault
1 0 0 = Test error
0 1 1 = Test mode
0 1 0 = Delivering power
0 0 1 = Searching
0 0 0 = Disabled
12.0 Pair Control Ability 1 = PSE pinout controllable by Pair Control bits RO
0 = PSE pinout Alternative fixed

#RO = Read Only, LH = Latched High

33.6.1.2.7 MPS Absent (12.7)

When read as a logic one, bit 12.7 indicates that an MPS Absent condition has been detected. The MPS
Absent bit shall be set to ‘1’ when the PSE state diagram (Figure 33-6) transitions directly from the state
POWER_ON to IDLE due to tpmdo_timer_done being asserted. The MPS Absent bit shall be implemented
with latching high behavior as defined in 33.6.1.
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33.6.1.2.8 PD Class (12.6:4)

Bits 12.6:4 report the PD Class of a detected PD as specified in 33.2.6 and 33.2.7. The value in this register
is valid while a PD is connected, i.e., while the PSE Status (12.3:1) bits are reporting Delivering Power. The
combinations ‘101°, ‘110” and ‘111’ for bits 12.6:4 have been reserved for future use.

33.6.1.2.9 PSE Status (12.3:1)

Bits 12.3:1 report the current status of the PSE. When read as ‘000’, bits 12.3:1 indicate that the PSE state
diagram (Figure 33-6) is in the state DISABLED. When read as ‘010°, bits 12.3:1 indicate that the PSE state
diagram is in the state POWER_ON. When read as ‘011°, bits 12.3:1 indicate that the PSE state diagram is in
the state TEST_MODE. When read as ‘100°, bits 12.3:1 indicate that the PSE state diagram is in the state
TEST_ERROR. When read as ‘101°, bits 12.3:1 indicate that the PSE state diagram is in the state IDLE due
to the variable error_condition = true. When read as ‘001°, bits 12.3:1 indicate that the PSE state diagram is
in a state other than those listed above.

The combinations ‘111’ and ‘110’ for bits 12.3:1 have been reserved for future use.
33.6.1.2.10 Pair Control Ability (12.0)

When read as a logic one, bit 12.0 indicates that the PSE supports the option to control which PSE Pinout
Alternative (see 33.2.1) is used for PD detection and power through the Pair Control (11.3:2) bits. When
read as a logic zero, bit 12.0 indicates that the PSE lacks support of the option to control which PSE Pinout
Alternative is used for PD detection and power through the Pair Control (11.3:2) bits.

33.7 Protocol Implementation Conformance Statement (PICS) proforma for Clause
33, DTE Power via MDI

33.7.1 Introduction

The supplier of a protocol implementation that is claimed to conform to IEEE Std 802.3af-2003, DTE Power
via MDI, shall complete the following Protocol Implementation Conformance Statement (PICS) proforma.

A detailed description of the symbols used in the PICS proforma, along with instructions for completing the
PICS proforma, can be found in Clause 21.
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33.7.2 Identification

33.7.2.1 Implementation identification

Supplierl

Contact point for enquiries about the PICS!

Implementation Name(s) and Version(s)l’3

Other information necessary for full identification—e.g.,
name(s) and version(s) for machines and/or operating
systems; System Name(s)?

1 —Required for all implementations
2—May be completed as appropriate in meeting the requirements for the identification.

3—The terms Name and Version should be interpreted appropriately to correspond with a supplier’s terminology
(e.g., Type, Series, Model).

33.7.2.2 Protocol summary

Identification of protocol standard IEEE Std 802.3af-2003, Clause 33, DTE Power via MDI

Identification of amendments and corrigenda to this
PICS proforma that have been completed as part of this
PICS

Have any Exception items been required?  No [ ] Yes [ ]
(See Clause 21; the answer Yes means that the implementation does not conform to the standard.)

Date of Statement

33.7.2.3 PD Major capabilities/options

Item Feature Subclause Value/Comment Status Support
. . . . Yes [ ]
*PDCL PD Classification 3334 PD supports classification o No ]
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Item Feature Subclause Value/Comment Status Support
Implementation supports . Yes [ ]
*
CL classification 33.2.7 Optional O No ]
*END | Endpoint PSE 332.1 PSE implemented as an end- on Yes [
point device No[]
*ENDA | Alternative A Endpoint PSE | 33.2.1 PSE implements Alternative A | END:0.2 ;eos [[]]
*ENDB | Alternative B Endpoint PSE | 33.2.1 PSE implements Alternative B END:0.2 Kleos [[]]
PSE supports management Yes [ ]
*MAN registers accessed through 33.6 Optional o No ]
MII Management Interface
*MID | Midspan PSE 332.1 PSE implemented as a mid- on Yes[]
span device No[]
*PA Power Allocation 3329 PSE 1rr.1plements power supply o Yes[]
allocation No[]
Pair control ability - PSE
" supports the option to con- . Yes [ ]
PCA trol which PSE Pinout is 336.1.1.3 Optional 0 No[]
used
*AC | Monitor AC MPS 332.10.1.1 | PSE monitors for AC MPS 03 o [[]]
*DC Monitor DC MPS 33.2.10.1.2 | PSE monitors for DC MPS 03 Kleos [[]]
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33.7.3 PICS proforma tables for DTE Power via MDI

33.7.3.1 Common device features

Item Feature Subclause Value/Comment Status Support
COMI1 | Compatibility Considerations. | 33.1.2 posand PSEs compatibleattheir | yy Yes [ ]
33.7.3.2 Power sourcing equipment
Item Feature Subclause Value/Comment Status Support
Requirements apply equally to End-
PSE1 PSE location. 33.2.1 point and Midspan PSE unless oth- M Yes [ ]
erwise stated.
. Only implementation allowed for . Yes [ ]
PSE2 Alternative B. 33.2.1 Midspan. MID:M N/A[]
Alternative A and Not operate on same link seg- . Yes [ ]
PSE3 Alternative B. 3322 ment simultaneously. END:M N/A T[]
In accordance with state dia-
PSE4 | PSE behavior. 3323 grams shown in Figure 33-6 and M Yes [ ]
Figure 33-7.
PSES Detectlop, glasmﬁcaﬂon and 332.3.1 In accordance with Table 33-5. M Yes [ ]
turn on timing.
PSE6 | Turn on power. 3323.1 %&fvm@daﬂmm““b%ﬂm“ M Yes [ ]
Must initiate and successfully
PSE7 Not apply power within Tpon. 33231 complete a new detection cycle M Yes [ ]
before applying power.
Must wait no less than Ty, as
PSE8 | Alternative B backoff cycle. 33231 specified in Table 33-5 before M Yes [ ]
attempting another detection.
PSE9 | Backoff voltage. 33231 Not greater than 2.8Vdc. M Yes [ ]
. Not until a PD requesting power
PSEIO0 | Applying power. 3324 has been successfully detected. M Yes[]
Power must be supplied on the
PSE11 | Power pairs. 3324 same pairs as those used for M Yes [ ]
detection.
PSE12 | Detecting PDs. 3325 Performed via the PSE PI. M Yes [ ]
PSE13 | Open circuit voltage. 3325 Item 1 in Table 33-2. M Yes [ ]
PSE14 | Short circuit current. 3325 Item 2 in Table 33-2. M Yes [ ]
PSE15 | Backdriven current. 3325 Not be damaged by up to SmA M Yes [ ]
over the range of Vport.
PSE16 | Output capacitance. 3325 Item 18 in Table 33-5. M Yes [ ]
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Item Feature Subclause Value/Comment Status Support
Exhibit Thevenin equivalence
PSE17 | to one of the detection circuits | 33.2.5 Figure 33-8 or Figure 33-9. M Yes [ ]
in all detection states.
PSElg | Ydewot With avalid PD signa- | 535 5 Ttem 3 in Table 33-2. M Yes [
ture connected.
PSE19 ’\F/wo measurements with 33251 At least 1 V difference between M Yes|[]
detect- consecutive measurements.
psgao | Control slew rate when switch- | 53 5 5 | Item 6 in Table 33-2. M Yes[ ]
ing detection voltages.
PSE21 | Polarity of V geect 3325.1 ggﬂfTPOkﬂﬁyoprmﬁbﬁnednl M Yes [ ]
(19KQ to 26.5KQ DC resis-
Probe link to detect all PDs Eallgf)en)l:arclg acitance or less) and
PSE22 | which present a valid 33.26.1 P N M Yes [ ]
. (Voltage offset of up to 2.0 volts
signature. DC) and
(Current offset of up to 12uA).
(Less than 15 K€ DC resistance)
or
PSE23 Re_]egt PDs that present an 33262 (More than 33 K2 DC resis- M Yes[]
invalid signature. tance) or
(More than 10uF capacitive
load).
. . Assign to Class 0 if PD cannot be
PSE24 | Default classification. 332.7 classified as Class 1,2, 3, or 4. M Yes [ ]
PSE25 | Classification power levels 332.7.1 PDs classified as Class 4 will be M Yes [ ]
treated as Class 0.
Between 15.5 and 20.5 volts, Yes|[]
PSE26 | Provide Vja 33272 limited to 100 mA or less at the CL:M
: PL N/AT]
e . Yes [ ]
PSE27 | Classification polarity 33272 Same as Vpgy. CL:M N/A[]
. T . ) Yes [ ]
PSE28 | Classification timing 33272 Item 20 in Table 33-5. CL:M N/A[]
Classify PD according to . Yes [ ]
PSE29 | Measure I, 332.72 Table 33-4. CL:M N/A [ ]
g Assign PD to Class 0 if I}, IS . Yes [ ]
PSE30 | Classification default. 33272 greater than or equal to 51mA. CL:M N/A[]
Provide power to the PI accord-
PSE31 | Power supply output. 3328 ing to Table 33-5, Figure 33-6, M Yes [ ]
and Figure 33-7.
The specification for Vp
PSE32 | Output Voltage 33.2.8.1 includes line and temperature M Yes [ ]
variations.
Measured between any conduc-
) tor of one power pair and any .
PSE33 | Vp,, measurement. 332.8.1 conductor of the other power M Yes [ ]
pair.
Copyright © 2003 IEEE. All rights reserved. 75

DELL/HP/LENOVO EXHIBIT 1009

Page 120



SUPERSEDED

IEEE
Std 802.3af-2003 AMENDMENT TO IEEE Std 802.3
Item Feature Subclause Value/Comment Status Support
Specified as 0.44W to 15.4W
PSE34 | Load regulation. 33282 load step at a rate of change of M Yes [ ]
35mA/us max.
PSE35 | Voltage transients 33282 Limited to 3.5V/us max. M Yes [ ]
332.83 Met for common-mode and/or
L . pair-to-pair noise values for
PSE36 | Power feeding ripple and noise power outputs from 0.44W to M Yes [ ]
15.4W at operating Vp,.
Maxi  at mini For Vpy, > 44V, the minimum
PSE37 mlj‘r’:‘fgh“; C:rre“ at it 33284 value for Ipgy_ma in Table 33-5 M Yes [ ]
g shall be 15 4W/Vp,,
Ipeak = 0.4A minimum for 50ms
minimum and 5% duty cycle
PSE38 AC current waveform 33284 minimum. M Yes[ ]
parameters
For Vpgy > 44V, Ipeg = 17.6W/
VPort-
Specifications for Iy, ,sn Meet conditions specified in
PSE39 current 33.28.5 33.2.8.5 items a) through e). M Yes[]
. If Lo > 1 for T > T4 the
port ~ ACUT ovld
PSE40 roafler;oad current detection 33286 PSE shall remove power. Item 8 M Yes [ ]
g in Table 33-5
PSE41 | Overload time limit. 33.2.8.7 Item 9 in Table 33-5 M Yes [ ]
PSE42 | Short circuit current 33.2.8.8 Item 10 in Table 33-5. M Yes [ ]
PSE43 | Short circuit time limit 33.2.8.9 Item 11 in Table 33-5. M Yes [ ]
Applies to the discharge time
. from Vp, to 2.8Vdc with a test
PSE44 | Turn off time 33.2.8.10 resistor of 320KQ attached to the M Yes [ ]
PL
Applies to the PI voltage in the
PSE45 | Turn off voltage 33.2.8.11 IDLE State. M Yes [ ]
PSE46 | Current unbalance 33.2.8.12 Item 15 in Table 33-5. M Yes [ ]
PSE47 | Power turn on time 332.8.13 Item 16 in Table 33-5. M Yes [ ]
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Item Feature Subclause Value/Comment Status Support
Do not initiate if PSE is unable to
.. provide maximum power level . Yes [ ]
PSE48 | Power provision. 3329 requested by PD based on PD’s PA:M N/A [ ]
classification.
Not be based solely on historical Yes|[]
PSE49 | Power allocation. 3329 data of power consumption of the PA:M
N/AT]
attached PD.
PSE AC MPS component Meet requirements specified in . Yes [ ]
PSES0 requirements. 332.10.1.1 item 1 and item 3 in Table 33-6 ACM N/AT]
PSE AC MPS component Meets requirements specified in . Yes [ ]
PSEST T present. 33210114 em 4a in Table 33-6. ACM 1 NAT
PSE AC MPS component Meets requirements specified in . Yes [ ]
PSES2 absent. 33.2.10.1.1 item 4b in Table 33-6. ACM N/AT]
When AC MPS has been absent Yes[]
PSE53 | Power removal. 33.2.10.1.1 | for a time duration greater than AC:M N/A[]
Tempo-
PSE DC MPS component Meet requirements specified in . Yes [ ]
PSE>4 present. 33.210.1.2 item 6 and item 7b in Table 33-5. b&:M N/AT]
PSE DC MPS component Meet requirements specified in . Yes [ ]
PSESS | absent. 33210121 e 6 in Table 33-5. DEM 1 Nia )
When DC MPS has been absent Yes|[]
PSE56 | Power removal. 332.10.1.2 | for a time duration greater than DC:M N/A [ ]
TempO-
When the DC current is greater
than or equal to Iy, max for at . Yes [ ]
PSE57 | Not remove power. 33.2.10.1.2 least Typs every Typs + Typpo, DC:M N/A[]
as defined in Table 33-5
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33.7.3.3 Powered devices

AMENDMENT TO |IEEE Std 802.3

Item Feature Subclause Value/Comment Status Support
PD1 Accept power. 333.1 On either set of PI conductors. M Yes [ ]
. . Both Mode A and Mode B per
PD2 Polarity insensitive 333.1 Table 33-7. M Yes [ ]
PD3 Source power. 33.3.1 The. PD will not source power M Yes [ ]
on its PI.
Withstand OV to 57V at the PI
PD4 Voltage tolerance. 33.3.1 indefinitely without perma- M Yes [ ]
nent damage.
. According to state diagram )
PD5 PD behavior. 3332 shown in Figure 33-13, M Yes [ ]
Presented on each set of pairs
PD6 Valid detection signature. 3333 defined in 33.3.1 if not pow- M Yes [ ]
ered via the PI.
Presented on each set of pairs
. Lo defined in 33.3.1 if not pow-
PD7 Non-valid detection signature. | 33.3.3 ered via the PI and will not M Yes [ ]
accept power via the PI.
When powered, present an
PDS8 Non-valid detection signature. | 33.3.3 invalid signature on the set of M Yes [ ]
pairs not drawing power.
. Lo Characteristics defined in
PD9 Valid detection signature. 3333 Table 33-8. M Yes [ ]
Exhibit one or both of the char-
PD10 Non-valid detection signature. 3333 acteristics described in M Yes [ ]
Table 33-9.
Implement classification selec-
Return Class 0 to 3 tion according to maximum . Yes [ ]
PDI1 classification. 3334 power draw specified in PDCL:M N/A[]
Table 33-10.
PD12 Classification signature. 3334 As defined in Table 33-11. PDCL:M ;I(/ez [[]]
Lo One classification signature . Yes [ ]
PD13 | Classification signature. 3334 during classification. PDCL:M N/A[]
Operate within the characteris-
PD14 | PD power supply. 3335 tics in Table 33-12. M Yes [ ]
PDI5 | PD turn on voltage. 3335.1 PD will turn on at a voltage M Yes[ ]
less than V..
. Must stay on for all voltages in .
PD16 | PD stay on voltage. 33351 the range of Vpoy. M Yes [ ]
Must turn off at a voltage less
PD17 | PD turn off voltage. 33351 than Vp, minimum and M Yes [ ]
greater than V.
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Item

Feature

Subclause

Value/Comment

Status

Support

PD18

Input average power.

33352

Applies for input power as
specified in Table 33—12 aver-
aged over one second.

M

Yes [ ]

PD19

Input inrush current.

33353

Limited by the PD if Cp, is
greater than or equal to 180uF
so that Iy, ¢, max is satisfied.

Yes [ ]

PD20

Peak operating current.

33354

Not to exceed Ppy max/Vpgy
for more than 50ms max and
5% duty cycle max.

Yes [ ]

PD21

Peak current.

33354

Not to exceed Ip,; max.

Yes [ ]

PD22

RMS, DC, and ripple current.

33354

Bounded by
Irms = [(Idc)? + (Tac)?] V2.

Yes [ ]

PD23

Maximum operating DC and
RMS current.

33354

Defined by the following equa-
tion: Ipgy max [MA] =12950/

VPort'

Yes [ ]

PD24

PI capacitance during normal
powering mode.

33355

As specified in subclause
33355,

Yes [ ]

PD25

Ripple and noise.

33356

As specified in Table 33-12 for
the common-mode and/or dif-
ferential pair-to-pair noise at
the PD PI.

Yes [ ]

PD26

Ripple and noise specification.

33356

For all operating voltages in
the range defined by
Table 33—12 item 1.

Yes [ ]

PD27

Ripple and noise presence.

33356

Must operate correctly when
connected to a PSE generating
ripple and noise levels speci-
fied in Table 33-5 item 3.

Yes [ ]

PD28

Power supply turn on/turn off
voltages.

33357

As specified in Table 33—-12
when connected to a PSE
through a 20€2 series resistor.

Yes [ ]

PD29

Startup oscillations

33357

Shall turn on or off without
startup oscillations and within
the first trial at any load value.

Yes [ ]

PD30

Classification stability.

33358

Classification signature will
remain valid within T, and
remain valid for the duration of
the classification period.

Yes [ ]

PD31

Backfeed voltage

33.35.10

Mode A and Mode B per
33.3.5.10.

Yes [ ]

PD32

Maintain power signature.

3336

(current draw) and
(AC impedance)
defined in Table 33-13.

Yes [ ]

PD33

No longer require power.

3336

Remove both components of
the Maintain Power Signature.

Yes [ ]
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33.7.3.4 Electrical specifications applicable to the PSE and PD

Item Feature Subclause Value/Comment Status Support
Electrical isolation will be in
EL1 Electrical isolation 334.1 accordance with subclause 6.2 M Yes [ ]
of IEC 60950-1:2001
. Withstand at least one of the
EL2 _Strength tests for electrical 33.4.1 electrical strength tests speci- M Yes [ ]
isolation. :
fiedin 33.4.1.
Conductive link segments that
Isolation and eroundin have different requirements
EL3 requirements g g 334.1 must have those requirements M Yes [ ]
q ’ provided by the port-to-port
isolation of the NID.
Environment A requirements Meet or exceed the isolation Yes|[]
EL4 for multiple instances of PSE 334.1.1.1 requirement of the MAU/PHY MID:M N/A [ ]
and/or PD. with which they are associated.
EL5 Environment A requirement. 334.1.1.1 Switch more negative M Yes [ ]
conductor.
Environment B requirements Meet or exceed the isolation
EL6 for multiple instances of PSE 334.1.1.2 requirement of the MAU/PHY M Yes [ ]
and/or PD. with which they are associated.
Fault tolerance for PSEs and . ) .
EL7 PDs encompassed within the 3342 Meet requirements o f the IMID:M Yes| ]
MDI. appropriate specifying clause. N/A[]
Fault tolerance for PSEs and Meet the requirements of
ELS PDs not encompassed within 3342 q M Yes [ ]
334.2.
an MDI.
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Each wire pair will withstand a
EL9 Common-mode fault tolerance. | 33.4.2 ]OOQV Common—que impulse M Yes [ ]
applied at Ecm of either polar-
ity without damage.
The shape of the impulse for 0.3/50 us (300 ns virtual front
EL10 item common-mode fault tol- 3342 time, 50 us virtual time of the M Yes [ ]
erance. half value).
Exceed:
-29-17 log 10 (f/10)dB from
Impedance balance for trans- 1.0 to 20MHz for 10Mb/s
ELI11 mifzn q rceieive :Erso s 3343 PHYs M Yes [ ]
palrs. -34-19.2 log 10 (f/50)dB
from 1.0 to 100MHz for
100Mbits/s or greater PHY's.
Magnitude while transmitting
data and with power applied
will not exceed S0mV peak
EL12 Common-mode output voltage. | 33.4.4 when operating at 10Mbits/s M Yes [ ]
and 50mV peak-to-peak when
operating at 100Mbits/s or
greater.
Magnitude at all other ports
EL13 Common-mode AC voltage. 3344 will not exceed 50mV peak-to- M Yes [ ]
peak.
Frequency range for common- .
At all other ports will be from
EL14 mode AC voltage measure- 3344 IMHz to 100MHz. M Yes [ ]
ment.
Must be performed with the
PHY transmitting data and an
Common-mode output voltage operating PSE or PD and with .
ELIS test configuration. 344 the PSE load or PD source M Yes[]
requirements specified in
33.4.4 items 1) or 2).
Noise from an operating PSE Will not exceed 10mV peak-
EL16 or PD to the differential trans- 33.4.6 to-peak measured from 1MHz M Yes [ ]
mit and receive pairs. to 100MHz.
The PSE and PD shall be ter-
Differential noise voltage test minated as illustrated in Figure
EL17 Set & 3346 33-16 and tested with the PSE M Yes [ ]
p- and PD conditions as specified
in 33.4.4.
Specified in 14.3.1.3.4 for a
10Mb/s PHY, in ANSI
EL18 | Return loss requirements. 33.4.7 X3.263:1995 for a 100Mb/s M Yes [ ]
PHY, and 40.8.3.1 for a 1000
Mb/s PHY.
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33.7.3.5 Electrical specifications applicable to the PSE

Item Feature Subclause Value/Comment Status Support
Provided between port device
PSEELI1 PSE electrical isolation. 334.1 circuits, frame ground and PI M Yes [ ]
leads.
Any wire pair will withstand
PSEEL2 | Short circuit fault tolerance. | 33.4.2 any short circuit to any other M Yes [ ]
pair for an indefinite amount of
time.
PSEEL3 Magnitude of short circuit 3340 Not to exceed maximum value M Yes[]
current. of Ip pv.
PSEEL4 Lm}ltgtlon of electromag- 3345 PSE will comply. with applica- M Yes[]
netic interference. ble local and national codes.
Comply with the guidelines Yes[]
PSEELS Insertion of Midspan at FD. 3348 specified in 33.4.8 items a) MID:M
N/AT]
and b).
Installation of a Midspan PSE
L ' will not increase the length to . Yes [ ]
PSEEL6 Resulting “channel”. 3348 more than 100 meters as MID:M N/A[ ]
defined in ISO/IEC 11801.
. . Must not alter transmission
Configurations with . “ . Yes [ ]
PSEEL7 Midspan PSE. 3348 requlr.emfnts of the “perma- MID:M N/A[ ]
nent link”.
PSEELS Midspan PSE insertion in the 33438 Must proylde continuity for MID:M Yes [ ]
channel. signal pairs. N/A T[]
Will not provide DC continuity
Midspan continuity in non- between the two sides of the . Yes [ ]
PSEEL9 data pairs. 3348 segment for the pairs that MID:M N/A[]
inject power.
Midspan PSE inserted as a Meet transmission parameters Yes[]
PSEEL10 | “Connector” or “Telecom 334.8.1 NEXT, insertion loss and MID:M N/A[]
outlet.” return loss.
NEXT,,, = 40 - 20log(f/
. 100)dB (equation 33-5) but ) Yes [ ]
PSEEL11 | Midspan PSE NEXT. 3348.1.1 not greater than 65dB from MID:M N/A[]
from 1MHz to 100MHz.
Insertion_loss,,, < 0.04
. . SQRT(f) dB [Equation (33-6)] . Yes [ ]
PSEEL12 | Midspan PSE Insertion Loss. | 33.4.8.1.2 but not less than 0.1dB from MID:M N/A[]
from 1MHz to 100MHz.
IMHz=f<20MHz: 23dB
. 20MHz=f<100MHz: 14 dB . Yes [ ]
PSEEL13 | Midspan PSE Return Loss. 3348.1.3 (Table 33-14) for transmit and MID:M N/A[]
receive pairs.
Meet the requirements of this
clause and the specifications
. for a Category 5 (jumper) cord
PSEEL 14 Zzgﬁ_f anea or equipment 334814 | as specified in ISO/MEC 11801 | MID:M | X% [[]]
P ’ 2002 for insertion loss, NEXT,
and return loss for all transmit
and receive pairs.

82

Copyright © 2003 IEEE. All rights reserved.
DELL/HP/LENOVO EXHIBIT 1009

Page 127



CSMA/CD

SUPERSEDED

33.7.3.6 Electrical specifications applicable to the PD

IEEE

Std 802.3af-2003

Item Feature Subclause Value/Comment Status Support
Provided between all external
PDELL1 PD electrical isolation. 33.4.1 conductors, including frame M Yes [ ]
ground, and all PI leads.
. The PIs that require power
PDEL2 | [Dcommon-mode est 3344 shall be terminated as illus- M Yes | ]
q ’ trated in Figure 33-16.
33.7.3.7 Environmental specifications applicable to PSEs and PDs
Item Feature Subclause Value/Comment Status Support
Conform to IEC publication
ES1 Safety. 335.1 60950-1-2001. M Yes [ ]
. Comply with all applicable .
ES2 Safety. 3351 local and national codes. M Yes[]
Application thereof described
ES3 Telephony voltages. 335.6 in 33.5.6 not result in any M Yes [ ]
safety hazard.
ES4 leltatlon of electromagnetic 3357 Comply with applicable local M Yes[]
interference. and national codes.
33.7.3.8 Environmental specifications applicable to the PSE
Item Feature Subclause Value/Comment Status Support
Limited Power Source in
PSEES1 Safety. 335.1 accordance with IEC publica- M Yes [ ]
tion 60950-1:2001.
As specified in IEC 11801 Edi-
PSEES2 | Resistance unbalance. 3355 tion 2 Clause 6.4.8 (reference: M Yes [ ]
3 percent).
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33.7.3.9 Management function requirements

AMENDMENT TO |IEEE Std 802.3

Item Feature Subclause Value/Comment Status Support
. Access via MII, GMII, or . Yes [ ]
MF1 Management capability. 33.6 equivalent. MAN:M N/A[]
Register address 11 for control Yes|[]
MF2 PSE registers. 33.6.1 functions and register address MAN:M N/A[]
12 for status functions.
Register bits latching high Remain high until read via the . Yes [ ]
MF3 (LH). 361 management interface. MAN:M N/A[]
Bit assumes a value based on Yes|[]
MF4 Register bits read. 33.6.1 the current state of the condi- MAN:M N/A[]
tion it monitors.
. . Not affected by writes and .
MF5 P.S E Contr9l register reserved 33.6.1.1.1 return a value of zero when MAN:M Yes[]
bits (11.15:4). N/A[]
read.
Pair Control Ability not sup- . . . MAN: Yes [ ]
MF6 ported. 33.6.1.1.2 Ignore writes to bits 11.3:2. 'PCA:M N/A ]
7 | Writes to 11.3:2 when Pair 336110 g}z“slfln ﬂg‘;tgglgesg’;ti;zfl’l‘t’”s MAN: Yes [ ]
Control Ability not supported. 4 AT IPCA:M | N/A[]
. e N1 Forces the PSE to use MAN:* Yes [ ]
MFS8 Bits 11.3:2 set to '01". 33.6.1.1.2 Alternative A. PCA-M N/A[]
. ) o Forces the PSE to use MAN: Yes [ ]
MF9 Bits 11.3:2 set to '10'. 33.6.1.1.2 Alternative B. PCAM N/A[]
. e e A value of ‘1’ sets the MAN: Yes [ ]
MF10 | Pair control ability bit, (12.0). 33.6.1.1.2 mr_pse_alternative variable., PCA:M N/A[]
Setting PSE Enable bits 11.1:0
. . to a logic ‘00’, also the MDI . Yes [ ]
MF11 PSE function disabled 336.1.1.3 shall function as it would if it MAN:M N/A[]
had no PSE function.
MFI12 | PSE function enabled. 336.1.1.3 | Seting PSE Enablebits 1110 | ypunyy | Yesl
to a logic ‘01°. N/A[]
Writing to these register bits
shall set mr_pse_enable to the Yes [ ]
MFI13 | PSE enable bits (11.1:0). 336.1.13 | corresponding value: 00 = MAN:M N?Z 5
disable, 01 = enable and 10
= force power.
Not affected by writes and Yes[]
MF14 | Reserved bits (12.15:13). 33.6.1.2.1 shall return a value of zero MAN:M N/A[]
when read.
. . A value of ‘1’ indicates power . Yes [ ]
MF15 | Power denied bit (12.12). 33.6.122 has been denied. MAN:M N/A[ ]
. . Will be implemented with a
MF16 Power deme(_i bit 33.6.12.2 latching high behavior as MAN:M Yes| ]
implementation. defined in 33.6.1 N/AT]
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Item Feature Subclause Value/Comment Status Support
Ll . Logic ‘1’ indicates a valid sig- . Yes [ ]
MF17 Valid signature bit (12.11). 33.6.1.2.3 nature has been detected. MAN:M N/A[]
- . Will be implemented with a
Mpig | Vvalid signature bit 33.6.123 | latching high behavior as MAN:M | Yesl]
implementation. defined in 33.6.1 N/A[]
L . Logic ‘1’ indicates an invalid . Yes [ ]
MF19 | Invalid signature bit (12.10). 33.6.124 signature has been detected. MAN:M N/A[ ]
R . Will be implemented with a
Mppo | Invalid signature bit 33.6.124 | latching high behavior as MAN:M | YesL]
implementation. defined in 33.6.1 N/A[]
Logic ‘1’ indicates a short cir- Yes|[]
MF21 Short circuit bit (12.9). 33.6.1.2.5 cuit condition has been MAN:M
N/A[]
detected.
S Will be implemented with a .
Mpp | Shortcircuit bit 33.6.12.5 | latching high behavior as MAN:M | Yesll
implementation. defined in 33.6.1 N/AT]
Set to ‘1’ when PSE state dia- Yes|[]
MF23 | Overload bit (12.8). 33.6.1.2.6 gram enters the state MAN:M N/A[]
‘ERROR_DELAY_OVER".
Will be implemented with a Yes|[]
MF24 | Overload bit implementation. 33.6.12.6 latching high behavior as MAN:M N/A[]
defined in 33.6.1.
Read as logic 1 indicates either
or both elements of the MPS is Yes|[]
MF25 MPS absent bit (12.7). 33.6.1.2.7 absent for a duration greater MAN:M N/A[]
than Ty;ppo as specified in
33.2.10.
. Will be implemented with a
MF26 | MPS Absent bit 336127 | latching high behavior as MANM | Yesll
implementation. defined in 33.6.1 N/A[]
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Annex 33A

(informative)

PSE Detection of PDs

The capacitance of the maximum cabling plant and maximum PD signature is included in the PSE detection
requirement.

Vyetect

<150nF
||
|
YW
19KQ - 26.5KQ

Vdetect'

Figure 33A.1—PD detection signature

PDs contain an autopolarity circuit that may result in a DC offset in the signature, as illustrated in
Figure 33A.2.

¢ 5
Vdetectt 4
= e 2
©

o
o T % AN
- 1
\" K c
X
()]
K b ol

Vdetect'
Figure 33A.2—PD detection signature with polarity guard
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The circuits in Figure 33A.3, Figure 33A 4, and Figure 33A.5 are recommended as test benchmarks for
rejection by a compliant PSE.

Vdetectt
G
% 4
o]
-
Vv

Vdetect'

Figure 33A.3—Invalid detection signature, impedance low

Vdetectt
’ G
% 4
™
™
4 R

Vdetect'
Figure 33A.4—Invalid detection signature, impedance high

Copyright © 2003 IEEE. All rights reserved. 87

DELL/HP/LENOVO EXHIBIT 1009
Page 132



SUPERSEDED

IEEE
Std 802.3af-2003 AMENDMENT TO IEEE Std 802.3
Vyetect
g sl
=¥ S
K l
Vdetect'

Figure 33A.5—Invalid detection signature, capacitance high

The circuit in Figure 33A.6 is an example of the presentation of a classification signature by a PD.

VClasst |
N | Class
< s
10.1V<Vz<14.5
VCIass' Note: Zener threshold (Vz) enables current source be-
tween the detection and classification voltage ranges.
Figure 33A.6—PD classification signature
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Annex 33B

(informative)

Cabling guidelines

DTE power via MDI is intended to operate over a 100 Q balanced cabling infrastructure as described in ISO/
IEC 11801-2000. Although initial implementations are expected to make use of Clause 33 to provide pow-
ered IP telephones and wireless access points, Clause 33 is intended to address a much larger family of low
power devices whose applications require connection to local area networks.

It is expected that in the future as building cabling infrastructures begin to support more building automation
systems (BAS), additional cabling guidelines will be implemented. BAS systems are used for controlling
building systems such as fire alarm, security, and access control (e.g., closed circuit television), and energy
management systems (e.g., heating, ventilation, and air conditioning, and lighting control). One such stan-
dard that is to be published to support these systems with a cabling infrastructure in EIA/TIA is the Building
Automation Cabling Standard for Commercial Buildings. This standard will specify a generic cabling
system for building automation systems used in commercial buildings for a multi-product, multi-vendor
environment. The purpose of the standard is to enable the planning and installation of a structured cabling
system for building automation system applications that are required for use in new or renovated construc-
tion of commercial buildings. It is significantly less expensive to integrate all of the major voice, data, and
BAS applications by utilizing a fully-integrated structured cabling infrastructure.

For planning purposes, a sufficient number of horizontal cabling links should be provided for voice, data,
and building automation services over the average floor space. It is recommended that a minimum of two
outlets be provided per work area as specified in the current standards in ISO/IEC.
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Annex 33C

(informative)

Recommended test configurations and procedures

The test figures in this annex are intended to illustrate recommended testing procedures for verifying com-
pliance with Clause 33. In each case, a behavioral circuit is shown along with one possible schematic to
implement a test circuit. Other test circuits are possible, as long as compliance with the Clause 33 require-
ments are adequately demonstrated.

In each PSE Test Configuration of this annex, the terminals a, b, ¢, and d correspond to PI pin assignments
according to Table 33C.1.

Table 33C.1—PSE PI pin assignments for PSE Test Configurations

Terminal Alternative A Alternative A Alternative B
(MDI-X) (MDI) (Al
a 3 1 4
b 6 2 5
c 1 3 7
d 2 6 8

In each PD Test Configuration of this annex, the terminals a, b, ¢, and d correspond to PI pin assignments
according to Table 33C.2.

Table 33C.2—PD PI pin assignments for PD Test Configurations

Terminal Mode A Mode A Mode B
(MDI) (MDI-X) (Al
a 3 13 4
b 6 2,6 5
c 1 3.1 7
d 2 6,2 8
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33C.1 Recommended PSE output test procedures

33C.1.1 Test Procedure PSE-1 (output polarity, output voltage, and continuous
output power)

Test Procedure PSE-1 is used for testing the following:

a)  Output voltage polarity (Table 33—1)
b)  Vpy (Table 33-5, item 1)

¢)  Ipor max (Table 33-5,item 4,33.2.8.4)
d)  Ppy, (Table 33-5, item 14)

Test Procedure PSE-1 uses Test Configuration PSE-A as shown in Figure 33C.1. In this test configuration,
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Test Load

PSE in normal

powering mode

BB | - .
Vem
ccC .
: o O
L+
: Csig Rsig Rmax
A possible example E 0.1 MFO 24.9}0(9 Rmin
of the test load above +-10% 1 +-1%
: — % 510Q PD
/R Vz=33V
BB ! _ ‘ +/- 5% Q/ $1
- ® @

: Rsig, Csig, Vz, Rmin and Rmax are used to set the PSE into normal powering mode

Figure 33C.1—Test configuration PSE-A

Test Procedure PSE-1 is as follows:

1)  Wait 1 second minimum and measure Vp,,, at Rmax (S1 open).
Rmax is adjusted to generate Ip, min = 10mA.

2)  Wait 1 second minimum and measure Vp,, at Rmin (S1 closed).
Rmin is adjusted to have a total load of 15.4W min.
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33C.1.2 Test Procedure PSE-2 (load regulation)

Test Procedure PSE-2 is used for testing load regulation, i.e., voltage transients during load changes
(Table 33-5, item 2).

Test Procedure PSE-2 uses Test Configuration PSE-B as shown in Figure 33C.2. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Test Load

O
PSE in normal PSE b X

powering mode

BB

Vem
S C l;enqarob_e r;din_g:
CcC : ° Py dl/dt<35mA/ s
L+ -
: Csig Rsig Rmax
A possible example E 0.1 MFO 24'959 Rmin P D
of the test load above ' +-10% 1 +H-1% f= T
: — % 510Q B
- T
. , |<—>| | High
' Vz =33V -
BB ' L +/- 5% S1 Q/ |_|—| L_OW
- o o [~

. ton
Rsig, Csig, Vz, Rmin and Rmax are used to set the PSE into normal powering mode

Figure 33C.2—Test configuration PSE-B

Test Procedure PSE-2 is as follows:

1)  Wait I second minimum and measure Vp,; at Rmax (S1 open).
Rmax is adjusted to generate Ip, min = 10mA.

2)  Wait 1 second minimum and measure Vp,, at Rmin (S1 closed).
Rmin is adjusted to have a total load of 15.4W min.

3) Change load from Rmax to Rmin and from Rmin to Rmax at f = 10Hz,
for a 30% to 70% duty cycle, while monitoring Vp.
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33C.1.3 Test Procedure PSE-3 (ripple and noise)
Test Procedure PSE-3 is used for testing ripple and noise (Table 33-5, item 3), 33.4.5 and 33.4.6.

Test Procedure PSE-3 uses Test Configuration PSE-A as shown in Figure 33C.1. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Test Procedure PSE-3 is as follows:

1)  Wait I second minimum and measure Vp,; at Rmax (S1 open).
Rmax is adjusted to generate Ip, min = 10mA.

2)  Wait 1 second minimum and measure Vp,,, at Rmin (S1 closed).
Rmin is adjusted to have a total load of 15.4W min.

3) Measure Vp ac noise and ripple at Rmax (S1 open) and at Rmin (S1 closed) by using spec-
trum analyzer or equivalent equipment.

33C.1.4 Test Procedure PSE-4 (output current in startup mode)
Test Procedure PSE-4 is used for testing the following:

a)  Ijen (Table 33-5, item 5) and
b)  Tpm (Table 33-5, item 11).
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Test Procedure PSE-4 uses Test Configuration PSE-C as shown in Figure 33C.3. In this test configuration,
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Low Z current meter | |
1Q or less i CC E Test Load
| Z
________ | ' 1
PSEat LT 10V or 30V
startup mode !
cc ,
—0 O~ ®
s2 . * 41.2KQ
1 . 10,
X Csig Rsig R1 +H-1% PD
A o : 0.1uF 24.9KQ <
exz(rjr?;;e if the | +-10% +-1% Cpd
testload above . — 1000uF
: R2 +/- 20%
: S3
BB ' vz q/
: @

Example test setup principles:
1. The function of S1 is to connect a large capacitive load when the port voltage is either OV or
42V.
2.S1 is to allow the transition from OFF to ON in less than 50us.
3. The capacitive load value is chosen to emulate a short-circuit condition for more than 75ms.
4. The test can be repeated only if the capacitive load is discharged and S1 is reset.

Figure 33C.3—Test configuration PSE-C

Test Procedure PSE-4 is as follows:

1) Wait 1 second minimum and measure Vpg,.

2) SetVzto30V.

3)  Verify that Ip, is within limits shown in Figure 33C 4.
4) Discharge capacitive load and reset S1.

5) SetVzto 10V.

6) Verify that Ip,, > 60mA.

NOTE —Test setup (as for any other test setup in Annex 33) may be modified in order to reflect different PSE implemen-
tations in order to be able to test according to the results expected per Figure 33C 4.
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Lo TLm
lport[A] | >
Iport(0<t<1lms) = % :
: Overshoot peak current
________ N ~ <=5A max at t=1ms
0.45A --f---p oo T S .
: .. linrusH/lLMIT
: : (Vort > 30V
04A b friooo .
OA : > 1
e 1ms max :
I Oms 75ms
4_ 2ms max
S1 was :
closed

Figure 33C.4—Ip,,; current and timing limits in startup and short-circuit conditions

33C.1.5 Test Procedure PSE-5 (IDLE state current)
Test Procedure PSE-5 is used for testing the following:

a) Iy (Table 33-5, item 6a) and
b) Tpwmpo (Table 33-5, item 7a),

when monitoring the DC MPS component (33.2.10.1.2).
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Test Procedure PSE-5 uses Test Configuration PSE-D as shown in Figure 33C.5. In this test configuration,
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Test Load

f=1T

' | Valid PD

b O : | T
PSE in normal PSE ! vPort , ‘ >

powering mode : &

: /l_lTl_l
9T |

ton=1s+/-10%

d 0
@ o
CC +
Rmax
A ibl | i
posmecnnge | ogq | Reig i
0.1uF 510Q f=1T

+-10% _| 1% %

BB _ ton=1s+/-10%

/ toff
st ﬁ/
@ @
Figure 33C.5—Test configuration PSE-D

Test Procedure PSE-5 is as follows:

1)  Wait 1 second minimum and measure Vp,, at Rmax (S1 closed).
Verify that 44V <= Vp; <= 57V.
Rmax is adjusted to generate Ip,; min = 10mA.
2) Increase Rmax and verify that the power is removed from the port.
3) Repeatstep 1.

4) Increase toff from O to 400ms and verify that Vp, is stable and within its initial value for
toff <= 300ms.

5)  Verify that Vp, was removed for toff = 400ms from the time that S1 was opened.

33C.1.6 Test Procedure PSE-6 (overload current detection range and
overload timings)

Test Procedure PSE-6 is used for testing the following:

a) Icyr (Table 33-5, item 8) and
b)  Tyyq (Table 33-5, item 9).
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Test Procedure PSE-6 uses Test Configuration PSE-B as shown in Figure 33C.2. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Test Procedure PSE-6 is as follows:

1)  Set Rmax (S1 open) and Rmin (S1 closed).
(Rmax is adjusted to generate Ip, min = 10mA.)
Verify that 44V <= Vp,, <=57V.

2) Close S1. Decrease Rmin slowly until power is removed from the port and note the actual value
of ICUT'

3)  Verify that (15.4/Vpgy, ) < Icyt < 400mA.

4) Repeat step 1.
Adjust S1 control to: Ipy > IcyT. S1 on time: 50.0 ms.
Verify that power is not removed from the port.
Adjust S1 control to: Ipy > IcyT. S1 on time: 75.0 ms.
Verify that power is removed from the port.

The relationships between overload detections and timings are shown in Figure 33C.6.

Tovip or Ty v

lport threshold
A
|
|
0.45A 30V <Vpgr<=Vnominal | 30V <Vpo<=Vnominal | Voltage is removed.
ghort , | from the port ' |L|M or I|NRUSH
ircuit _—_ — — — - = b
Range Vport=Vnominal : Vport=Vnominal | ;lona?he isnremoved. threshold
. rom the po '
04A % S ombepot
Vpor=Vnominal ' Vpo=Vnominal Voltage is removed
overoad / | ' | from the port : ICUT threshold
R T T T T T T
ange Vpor=Vnominal " Vpoy=Vnominal | Vpor=Vnominal Vpor=Vnominal
15,40\ porg - S T
Normal Vport=Vnominal : Vport=Vnominal | Veou=Vnominal . Vpor=Vnominal
Operating (Vnominal is Vpg¢ during | !
Range normal powering mode) ' '
| >
|

50ms 75ms

Figure 33C.6—Port voltage requirements during normal powering mode, overload
and short-circuit conditions, as functions of Ip,,; current and time duration

33C.1.7 Test Procedure PSE-7 (short circuit current and timing)
Test Procedure PSE-7 is used for testing the following:

a) Iy (Table 33-5, item 10) and
b) Ty (Table 33-5,item 11).
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Test Procedure PSE-7 uses Test Configuration PSE-E as shown in Figure 33C.7. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

PSE in normal PSE b :

powering mode

Test Load

A possible example
of the test load above

BB

0.1uF
+/-10%

Vz =33V
+/- 5%

Figure 33C.7—Test configuration PSE-E

Test Procedure PSE-7 is as follows:

1) Wait I second minimum and measure Vp,; at Rmax (S1 open).
Rmax is adjusted to generate Ip, min = 10mA.

Verify that 44V < Vp,, < 57V.

2) Close S1 and observe Ip; .
3)  Verify that Ip,, is within limits shown in Figure 33C 4.

33C.1.8 Test Procedure PSE-8 (turn on rise time)

Test Procedure PSE-8 is used for testing Tg;e (Table 33-5, item 12).

Test Procedure PSE-8 uses Test Configuration PSE-A as shown in Figure 33C.1. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Test Procedure PSE-8 is as follows:
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1)  Measure Vp, at Rmax (S1 open).
Rmax is adjusted to generate Ip,; min = 10mA.
Measure rise time from 10% of Vp . to 90% of Vpg .
See Figure 33C.11.

2) Measure Vp,, at Rmin (S1 closed).
Rmin is adjusted to have a total load of 15.4W min.
Measure rise time from 10% of Vp . to 90% of Vpg .
See Figure 33C.11.

33C.1.9 Test Procedure PSE-9 (turn off time)
Test Procedure PSE-9 is used for testing Tqyg (Table 33-5, item 13a).

Test Procedure PSE-9 uses Test Configuration PSE-F as shown in Figure 33C.8. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

cc : Test Load
b . 10mA
- n: ' | omA
PSE in normal PS E ! Vport E '
powering mode . g E & _ Control
BB - @ 1.
d '
cC . DD
A possible example (‘TO—.—:. @
of the test load above S1 ! R P D
. , Rsig max
N Ll 24.9KQ
3 D 1%
% l
= ) 510Q2
+ N [
Oscilloscope “ —
Vport © 1 0.1uF / Vz =33V
CH-1 Lo +H-10% +- 5%
+ l
BB - I
° - @ o

Figure 33C.8—Test configuration PSE-F

Test Procedure PSE-9 is as follows:

1) Measure Vp, at Rmax (S1 closed).
Rmax is adjusted to generate Ip, min = 10mA.

2)  Monitor Vp,, at PSE side (CC) and at PD side (DD).
Disconnect PD load by turning off S1 at Tj,.

Copyright © 2003 IEEE. All rights reserved. 99

DELL/HP/LENOVO EXHIBIT 1009
Page 144



SUPERSEDED

Std 802.3af-2003 AMENDMENT TO |IEEE Std 802.3

Use CH-1 as the trigger signal for measuring the timings.

Verify that Vp,, has not changed during the first 300 ms (T) from T,.
Verify that power is removed from the port within 400 ms (T,) from T,.
Verify that Vp is less than 2.8 Vdc within 500 ms max from tx.

The turn off timing relationships are illustrated in Figure 33C.9.

Disconnect Detection time = Ty ppo

Voltage § 4\—/

Vpor (c0) -

tX=TM PDO threshold

2.8Vdc

. T2=400ms max T3=tx+500ms max

f T,<tx<T
T4=300ms min ==z

Figure 33C.9—Turn off timing relationships

33C.1.10 Test Procedure PSE-10 (turn on, detection and classification time)
Test Procedure PSE-10 is used for testing the following:

a) Tpon (Table 33-5, item 16),
b) Ty (Table 33-5, item 19), and
c) Tpdc (Table 33-5, item 20).
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Test Procedure PSE-10 uses Test Configuration PSE-F1 as shown in Figure 33C.10. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

. cC DD Test Load
——0 O
' S1
PSE in E Valid PD
discovery mo !
CcC DD
o—e ° °
A possible example + S1 P D
of the test load above Rsig Rmax
24.9KQ
+-1%
o2 % 510Q
+ ——
Oscilloscope —_—
0.1uF Vz =33V
ch-1 +-10% +- 5%
+
BB -
@ @

Figure 33C.10—Test configuration PSE-F1

Test Procedure PSE-10 is as follows:

1)  Wait I second minimum and measure Vp,; at Rmax (S1 closed).
Rmax is adjusted to generate Ip,, min = 10mA.
2) Open S1. Repeat step 1 and monitor the events vs. timings as illustrated in Figure 33C.11.
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Voltage : : / 57V
A ! : ! 44V

: _ig
X I:_)etec’uon .- T A 90%
*time S B :

Vport(CC) -l oo o0 " _1@ I R Disconnect detection function
i ' ®© \ starts here.
' : p - ' After this point, detection results
! ) X must be reset and a new
X ! \ detection cycle must be
! C ! generated.
: - 1= 10%

28Vvdemin. | ... /\ :
. 500ms ' 75ms . ' TumON. " time
>, <> v rise time !
: X T
' 400ms
! ' . .
' . tpon=TU'"n ON time" Timing values shown are
' : : maximums from Table 33-5

T1 : !
_l_' 1
| 0 T
Port S1= Close 03
10mA - - oo ol

: time

Figure 33C.11—Detection, classification, turn on, and total cycle timing relationships

33C.1.11 Test Procedure PSE-11 (detection backoff time)

Test Procedure PSE-11 is used for testing Ty, (Table 33-5, item 17) for a PSE that performs Alternative B
as specified in 33.2.3.1 and R, (Table 33-2, item 9).
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Test Procedure PSE-11 uses Test Configuration PSE-G as shown in Figure 33C.12. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

' CC Test Load
b E 33KQ<I_nva_Iid Sig<=500KQ
PSE in PS E ! Veort , Open circuit>500KQ
discovery mode ' X
BB | - :
d™
cc 5 DD
O  J @
St * PD
Rmax
A possible example RSIQ
of the test load above
510Q
“ToAuF Vz =33V
+-10% +- 5%
BB -
@ @

Figure 33C.12—Test configuration PSE-G

Test Procedure PSE-11 is as follows:

1) Set Rsig to 24.9KQ+/-1%. Close S1.
Measure Vp,; at Rmax.
Rmax is adjusted to generate Ip,, min= 10mA at Vp,;
2) Open S1.
Adjust Rsig=34KQ+/-1%.
Close S1.
Verify that Vp,, is less than 2.8V for 2 second minimum after the detection sequence has been
completed.
3) Open S1.
Adjust Rsig=510KQ+/-1%.
Close S1.
Verify that Vp, voltages and timings are as defined in Figure 33C.11.
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33C.1.12 Test Procedure PSE-12 (port capacitance during detection)
Test Procedure PSE-12 is used for testing C, (Table 33-5, item 18).

Test Procedure PSE-12 uses Test Configuration PSE-H as shown in Figure 33C.13. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

AA N
+ "
+
PSE in Veort En—
discovery mo: ° -~ |_|— 10.0V
) I=1.00mA
VPort
(-2
V1 Cpse=f(Rpse, Cpse, |, Vpg, t)

Possible Voltage / 1 ”' t'2 :

offset

Figure 33C.13—Test configuration PSE-H

Test Procedure PSE-12 is as follows:

1) Set PSE port to IDLE state.
Connect switched current source, I, to the PSE port.
The current source voltage is clamped to 10V.
Calculate port capacitance (Cpse) by measuring Rpse (port resistance) and using it in a typical
differential equation solution.

33C.2 Recommended PSE AC disconnect-detection test procedures

33C.2.1 Test Procedure PSE-13 (ac disconnect pulse parameters)
Test Procedure PSE-13 is used for testing the following:

a) V(o (Table 336, item 3a),

b)  V gpen (Table 33-6, item 1a),

o F (Table 33-6, item 1b),

d) SR (Table 33-6, item Ic),

e) Tpupo (Table 33-6, item 3c) when monitoring the AC MPS component (33.2.10.1),
f)  Vpgt (Table 33-6, item 3b), and

2)  Z,; and Z,, (Table 33-6, item 4a and item 4b).
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Test Procedure PSE-13 uses Test Configuration PSE-I as shown in Figure 33C.14. In this test configuration,
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

cC ' Test Load

|
+ | Valid MPS

PSE in normal PSE b E VPort !

powering mode é
BB | - X Q/ S1

d™
Test Zac A DD
cc S1 ,
O .
S1 switches \ Rsig1
test loads from X Ty
Zac1=27KQ to % , =17
A possible Zac2=2MQ Zac ! PD
example of the — i
test load above 2MQ | —
| o
58 ! +-10%
@

Cpd1 may be on either side of
the diode bridge

Figure 33C.14—Test configuration PSE-I|

Test Procedure PSE-13 is as follows:

1)  Set Rsigl value to have total of Zac = 27KQ.
Measure Vp,,; and verify that Vp, is within the normal operating voltage range.
Verify that the ac ripple voltage is less than 0.5Vpp.
This requirement should be verified with test Zac “A”.

2)  Monitor Vp,, at the PSE side (CC) and at the PD side (DD).

3) Disconnect PD by turning off S1 at T,,.
Use S1 opening as the trigger signal for measuring the timings.

4)  Verify that power is not removed during the first 300ms (T;) from T.

5)  Verify that power is removed from the port within 400ms (T,) max from T,.

6) Measure V., F,and SR. Refer to Figure 33C.15.

7) Steps 1 through 6 should be conducted for both test Zac configurations as indicated in Figure
33C.14.
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Disconnect Detection time = Typpo

Voltage 4 <\—>.
: ix . :
V_close | Turn off time
YP_=‘?‘°_V?'_“?X__________¢ _____ LT N - >
Veor (c0) I B 1 R

2.8Vdc

C ;T2=400ms max

, T3=tx+500ms max
T4=300ms min

T1 <tX<T2

SR=V_open/tr

Figure 33C.15—AC disconnect timing relationships

33C.2.2 Test Procedure PSE-14 (port impedance)
Test Procedure PSE-14 is used for testing the following:

a) I g, (Table 33-6, item 2a) when monitoring the AC MPS component (33.2.10.1.1),
b)  R_,. (Table 33-6, item 2b) when monitoring the AC MPS component (33.2.10.1.1)
(If 33.2.10.1.2 is used, this test may be used when testing 33.2.5 according to Figure 33-8),
©)  Zgource (Figure 33-8 and Figure 33-9), and
d) Detection short circuit (33.2.5).
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Test Procedure PSE-14 uses Test Configuration PSE-J as shown in Figure 33C.16. In this test configuration
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.1.

Test Load
o
PSE in . —_ 30v
discovery mode !
BB | - .
d™
CC
.
A possible example
of the test load above O V=30Vdc=Vdetect
- V= c=Vdetect max
\081 —_—
Vport
+
Vsense
10KQ —
+-1%
BB |-
@

Figure 33C.16—Test configuration PSE-J

Test Procedure PSE-14 is as follows:

1) Set S1 = close. Monitor Ip; and verify that Ip,, is less than SmA over a 2 second period.
(Ignore results of first Ims).

2)  Verify that Ip, at frequency Fp is less than SmA over a 2 second period.
(Ignore results of first Ims).

3) Set S1 = open.

4)  Verify that Vsense<5.27Vp (i.e., (30V — Vd) x 10K/(10K + 45K)) over a 2 second period. Vd is
the forward diode voltage drop assumed to be 1V in this example.

33C.3 Recommended PSE detection signature test procedures

33C.3.1 Test Procedure PSE-15 (signature detection parameters)
Test Procedure PSE-15 is used for testing the following:

a)  PSE port impedance during detection (see 33C.2.2),
b)  Parallel diode across the port (33.2.5, Figure 33-8 and Figure 33-9),
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¢) V. (Table 33-2,item 1),

d) I (Table 33-2, item 2),

e)  Vyaiq (Table 33-2, item 3),

f) AV (Table 33-2, item 4),

g)  Rgyoq, (Table 33-2, item 7)

h)  Ry,q(Table 33-2, item 8),

i) Cp,q (Table 33-2,item 11),

) Vgew (Table 33-2, item 6),

k) Detection and power on the same leads (33.2.4), and
)  Vog (Table 33-2, item 12).

Test Procedure PSE-15 uses Test Configuration PSE-K. In this test configuration, terminals a, b, ¢, and d cor-
respond to pin assignments according to Table 33C.1. The behavioral description is shown in Figure 33C.17.

CC
g O
X S1

PSE in X

discovery mo X
cC r-r——=-—-——-=-=-=-= a

1
() |

\
+
CH-1 1KQ | Voffset=0V P D |
+-1% to 2.00V
+ | |
Rsig | 0-12uA |
Oscilloscope Rsig = Vi1 | Q) Rsig |
Valid signat.ure: 19KQ,26.5KQ + I I
Non-valid signature:15KQ2,33KQ PD signature
| elements |
S2 : — '
Csi |
BB - | ’ |
! o ®
L e — — = -
Figure 33C.17—Test configuration PSE-K
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An example of a possible test circuit is shown in Figure 33C.18.

'
X O/ CcC
'
! St Test Load
PSE in I
discovery mo: !
'
A possible example Rs
of the test load above ~ CC ! !
| ® \/\/\/L I ‘_l >| - [ >|— PD
; 1KQ
Rsig | . | -
| +/-1% | Voffset=2.0V
—_—
Rsig is the total signature Rp
value including permitted error. I I
X Rsig for valid signature is 19KQ
Oscilloscope | to 26.5KQ. I V1 I
Rsig for non-valid signature is —_—
<15KQ and >33KQ. I + J— Rsia
The additional error compared to PD input signature is - Sig
PD input signature is represent- | defined by setting Rs=0 CSIQ 01 00nF +/-1%
ed by Rs and Rp. and Rp=open. +/- 10%
I S2 Min value is 23.75KQ
I and max value is I
26.25KQ.
i | |
@ ; @ , @

Figure 33C.18—Example of circuit for PSE-K

Test Procedure PSE-15 is as follows:

1) Parallel diode across the port (33.2.5, Figure 33-8 and Figure 33-9).
a) Set Sl and S2 to OFF.
b) Turn system OFF (No voltages across PSE port). Set V1 to 10.0V. Set S1 and S2 to ON.
¢) Measure Ip,. Verify that Ip, > 3mA.
d) Reverse V1 polarity. Verify that Ip, < 40 uA.
e) SetS2to OFF.
2) Detection open circuit voltage (33.2.5).
a) Set Sl and S2 to OFF.
b) Verify that Vp,, < 30Vp during the detection phase for 500ms max out of T, period as
specified in Figure 33C.11.
Verify that Vp,, average is <=2.8Vdc when the PSE is not in detection phase.
c) Verify that the voltage slew rate is less than 0.1V/us.
d) Itis allowed to have no detection signals or to have single-point detection if the PSE iden-
tifies that the port is open.
3) Detection short circuit current (33.2.5).
See Test Procedure PSE-14.
4) Detection minimum/maximum voltages (33.2.5.1),
Two-point detection voltage difference (33.2.5.1),
Detection criteria (33.2.6.1),
Rejection criteria (33.2.6.2),
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Detection voltage slew rate (33.2.5.1), and
Detection and power on the same leads (33.2.5.1).
a) Partl.
i) Set Rs=0. Adjust Vppgpr to OV.
ii) Set Rsigl to 23.75K€Q. Adjust Rsig to 19.0KQ by adjusting Rp.
iii) Adjust Vgpeepr to 2.0V.
b) Part 2.
i)  Set S1 to ON. Set S2 to OFF.
ii) Monitor Vp,,, and measure detection voltages Vdetl and Vdet2.
Verify that Vdet] and Vdet2 are between 2.8V and 10V and IVdet2 - VdetlI>=1V.
iii) Verify that 44V min is present across the port for 299ms min.
iv) Verify that the slew rates of all the switched voltages are less than 0.1V/ us.
¢) Part3.
1)  Adjust Vpeger to OV.
ii) Set Rsigl to 26.25KQ. Set Rp=Open. Adjust Rsig to 26.5KQ. by adjusting Rs.
iii) Adjust Vgppgpr to 2.0V.
iv) Repeat step 4ii.
d) Part4.
1)  Adjust Vpeger to OV.
ii) Set Rs=0. Set Rp=open. Set Rsig1 to 14.7KQ+/-1%.
iii) Set S1 to ON. Set S2 to OFF.
iv) Verify that power is not applied to the port.
e) Part5.
1)  Adjust Vpeger to OV.
ii) Set Rs=0. Set Rp=Open. Set Rsigl to 34KQ+/-1%.
iii) Set S1 to ON. Set S2 to OFF.
iv) Verify that power is not applied to the port.
f) Part6.
i) SetRsigl to 24.9KQ. Set Rp=Open. Set Rsig=0. Set Csig=10.0uF.
il) Adjust Vppgpr to 2.0V.
iii) Set S1 to ON. Set S2 to OFF.
iv) Verify that power is not applied to the port.
v) Repeat steps ii to v with Rsigl=open.

33C.4 Recommended PD detection signature test procedures

33C.4.1 Test Procedure SIG-1 (PD signature characteristics)
Test Procedure SIG-1 is used for testing the following:

a)  V-Islope (Table 33-8),

b) V offset (Table 33-8),

¢) Input capacitance (Table 33-8), and

d) PD classification current (Table 33—11).
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Test Procedure SIG-1 uses Test Configuration SIG-A as shown in Figure 33C.19. In this test configuration,
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.2

O/ a &
S2
T« o0
+ +
S1
¥
Vport PD under Test

A Vy c
-

1=100pA

Figure 33C.19—Test configuration SIG-A

Test Procedure SIG-1 is as follows:

1) SetS1 to ON. Set S2 to OFF. Limit the current of Vy to between 4 and 5 mA.

2)  Change Vy from 2.70V to 10.1V in steps of 1.00V and measure Iy for each Vi value.

3) Calculate RSigN = (VN+1 - VN)/(IN+1 - IN)

4)  Verify that 23.75KQ<=RsigN <= 26.25KQ. Find the current/voltage offset by calculating the
intersection of the line between the (Vy, Iy) and (V4. Ing ) data points and the V/I axis. Ver-
ify that the current offset is less than 10 uA and the voltage offset is less than 1.9V.

NOTE— The concept of this setup is to measure the equivalent Rsig as seen at the PD port and includes
all possible errors caused by series diode drops (V offset) and component accuracy.
Rsig is calculated with a minimum of two measurements to simulate PSE operation.

5) Change Vy from 0.00V to 2.70V in steps of 0.20V and measure Iy.
6) Plot the results of Iy vs. Vy from steps 1 and 5 and find V offset. See Figure 33C.20.
7)  Set S1 to OFF. Set S2 to ON. Ignore any data points above 10V.

8) Activate the switched current source.
NOTE—The concept of this setup is to calculate the capacitance value by ramping the capacitance voltage
with a constant current source and using the equation I x t =V x C. This method is useful when series
diodes are present.

9) Calculate the port capacitance (Cpd) by measuring Rpd (port resistance) and using it in the typ-
ical differential equation solution.

10) Verify that the PD port capacitance is between 50nF and 120nF.
11) Set the voltage source to sweep from 14.5V to 20.5V.
12) Observe the current at Iy and verify that it falls in the valid range per Table 33—11.
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Voffset
V-l slope= I s
23.75KQ to 26.25KQ2 .-
. >
: VN
27v 10.1V
Figure 33C.20—Signature voltage offset
Vport
Allowable Voltage 2 © t
offset
Cpd=f(Rpd, Cpd, |, Vpgt, t)
Figure 33C.21—Signature input capacitance
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33C.5 Recommended PD power supply test procedures

33C.5.1 Test Procedure PD-1 (all parameters)
Test Procedure PD-1 is used for testing the following:

a) Vg (Table 33—12, item 8b),

b) Vg, (Table 33-12, item 8a),

¢)  Ipyy (max input current during startup) at Vpse=44Vdc (Table 33—12, item 5),

d)  Ipyy (max input current during startup) at Vpse=57Vdc (Table 33—12, item 5),

e) Ipyy (max average input current during normal powering mode at Vp,=37Vdc) (Table 33—12, item
3),

f)  Ppyy (max input power at 37Vdc) (Table 33—12, item 2),

g)  Max input peak current at Vp,,=37Vdc and max load (Table 33—12, item 2),

h)  Ip, (max average input current during normal powering mode at Vp;=57Vdc) (Table 33—12, item
3),

1) Ppyy (max input power at 57Vdc) (Table 33—12, item 2),

J)  Max input peak current at Vp,=57Vdc and max load (Table 33—12, item 2),

k)  Ipyy (min input current at Vp, =37Vdc) (Table 33—13, item 1),

1)  Ipyy (min input current at Vp, =57Vdc) (Table 33—13, item 1),

m) Polarity insensitivity when PD implements Auto-MDI-X (33.3.1), and

n) PD false underload timing limitations (33.3.6.1).

Test Procedure PD-1 uses Test Configuration PD-A as shown in Figure 33C.22. In this test configuration,
terminals a, b, ¢, and d correspond to pin assignments according to Table 33C.2.

CL is a controlled current limit device with two threshold settings, CL1 and CL2.

CL1 and CL2 are time-limited to TCL1 and TCL2.

If Ipo > = CLI1 for t > TCLI, then S1 is opened and test is failed.
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PSE test circuit

|J‘L| (*) Models the max

—

Control

S2 olle

+ 20Q(*)

cable resistance \
v ! Vport , PD under Test
pse \

Vport E PD under Test

An example of the test circuit above

Figure 33C.22—Test configuration PD-A

Test Procedure PD-1 is as follows:

1y
2)
3)

4)
5)
6)
7
8)
9
10)
1)

12)

114

Set S1 to OFF. Set S2 to ON. Set V1 to 30.0V. Set CL1=CL2=1.0A.
Set S1 to ON. Wait Isec and verify that Ip,< 1.14mA(=30V/26.25K€2)

Set S1 to OFF. Set S2 to OFF. Set V1 to 440V. Set V2=00V. Set
CL1=CL2=0.4A,TCL1=50ms, CL2=350.0mA and TCL2=5sec. Set PD for max load mode.

Set S1 to ON.
Record the following parameters: Ijy.ush> Tinrushs Yon- S€€ Figure 33C.23.
Set S1 to OFF.

Set V1 to 57.0V. Set S1 to ON and record the following parameters: Ij,ush> Tinrushs Yon- S€€
Figure 33C.23.

Set S2 to ON. Set V1 =370V, V2 =0.0V, CLI1 =04A, TCL1 = 50ms, CL2 = 350.0mA and
TCL2=5sec. Set PD for max load mode.

Wait 1sec and record Iport_dc and Iport_ac parameters. See Figure 33C.23.
Set V1=57V and repeat steps 8.9.

Set S2 to ON. Set V1 = 30.0V, V2 = 0.0V, CL1 = 04A, TCL1=50ms, CL2=350.0mA and
TCL2=5sec. Set PD for max load mode.

Increase V1 until PD power supply turns ON. Verify that V1<=Von.
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13) Set S1 to OFF. Set S2 to ON. Set VI = 37.0V, V2 = 0.0V, CL1 = 04A, TCL1=50ms,
CL2=350.0mA and TCL2=5sec. Set PD to min load if applicable.

14) Set V1=57.0V. Verify that Ip, >= 10mA.

15) If the PD implements Auto-MDI-X, repeat steps 3, 4, and 5, and verify PD operation with
reverse polarity connection.

16) Set V1=44V and V2=13V. Set PD to its minimum operating load.
17) Wait 1sec until Ip is stable.

18) Set S3 to OFF and monitor Ip, . Verify that Ip, is less than 10mA for only Tyn; p<290ms.
If Ip¢ is not less than 10mA for any time duration, then timing requirement is ignored.
See Figure 33C.24.

19) To verify PD input capacitance during normal operating mode:
Set S1 to OFF. Set S2 to ON. Set V1=57.0V, V2=0.0V, CL1=CL2=1.0A,TCL1=TCL2=10sec.
Set PD for constant load.

20) Set S1to ON.
21) Wait 1sec and measure Ip .

22) Set S1 to OFF while monitoring Vp, .. Measure the time duration, Tdrop for Vp to drop from
57.0V to 56.0V.
Calculate C=lp,,; xTdrop/1V. Verify that SuF<C<180uF.

23) If C>180uF, set CL1=CL2=1.0A, TCL1=TCL2=5sec.
Repeat all tests regarding inrush current limitation and verify that inrush current is limited by
the PD to 0.4A max.

24) SetV1to 44V, V2=0V. Set S1 to ON. Measure Vp,, and Vcm noise level at Vp,; between 37V
and 57V and at all known PD operating conditions.

Port Peak current limited by PD load

design to 0.4A max

Ol
"""" Iport(0<t<lms) = 0.025

| t

IINRUSH=5AP max |
T>ton/0.05

Ipor(max)=0.4A max [ _ _ _
ton=
50ms max

Iport dc max=
12.95/Vpgrt

10mA min

-
TiNRUSH=50mS max !

S1 set
to ON

Figure 33C.23—PD inrush current timing and max peak ripple current and time
duration at normal powering mode
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57.0V
440V ---f-----emmm e !
t
E TUNLD<290mS
lport
10mAmMIn -} - o b
t
Figure 33C.24—PD underload timing
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Annex 33D

(informative)

PSE-PD stability

33D.1 Recommended PSE design guidelines and test setup

In order to prevent potential oscillations between the PSE and PD, the sum of the PSE port output impedance
(Zo_port), the cable impedance (Zc), the PD input port circuitry impedance (Zpd_cir) and the PD EMI out-
put filter impedance (Z_emi) should be lower than the PD power supply input impedance (Zin_ps_pd). This
subclause focuses on the PSE part.

Port output impedance consists of two parts:

a)  PSE power supply output impedance (Zo_ps), which is function of the load (Pp,,), and
b)  Series elements (Z_ser) which connect the PSE power supply output to the port.

Therefore, the total Port output impedance during normal powering mode is Zo_port=Zo_ps+Z_ser.
In order to maintain PSE-PD stability, the following guidelines apply:

a) Zo_ps max =0.3Q. at frequencies up to 100KHz at Pport=15.4W.
Zo_ps can be extracted from Zport by measuring Vpy/Ipy¢ (With an external power dynamic ana-
lyzer system) as a function of frequency and subtracting from Zport the value of Zser (f=DC) which
is limited by the value of Zser at DC (low frequency).

b) If Zo_ps<Zo_ser and Vp,,, is kept to 44V min and 57Vmax during dynamic load changes from 10Hz
to 100KHz, then the value of Zo_ps is not limited.

Compliance to the above requirements should be made by measuring the port output impedance from 10Hz
to 100KHz at 15.4W load at short cable length or by presenting simulation results.
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See Figure 33D.1 for the PSE-PD system impedance allocation.

. PSE ' . PD PD DC/DC
' . converter

Zo_ser 1 Zc | ]|Zout3 l——| Zout4 |7

; PSE . PSE : Cable  : PD Input ; |
- power . Output | + Port EMI Filter Za :
T supply ~ /‘ :

™. Port ' . Circuitry
Circuitry - !

|Zo_ps | | Zo_port | Zo_emi(s)
Zin_ps_pd(s)

Figure 33D.1—PSE - PD system impedance allocation

See Figure 33D .2 for the test setup and Figure 33D .3 for the test requirements.

O

S P

oy

b

PSE : Vport Vac(f)

r:\ R_loa
W/

c |

> @ °

e

d 7

Figure 33D.2—Test setup for measuring Zo_port
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Zo_port=Vac(f)/lac(f)

154
Pport

max

Zo_ps = 03Q (

Z_ser @ frequency=0

Figure 33D.3—Test requirements for measuring Zo_port

33D.2 Recommended PD design guidelines
PD port input impedance consists of two parts:

a)  PD port input circuits including the EMI filter (Zin_ser), and
b) PD power supply input impedance (Zin_ps_pd), which is fed by the output of the EMI filter
(Zo_emi).

In order to maintain stability with the PSE, the PD power supply input impedance (Zin_ps_pd) should be
higher than the output impedance of the total network including the PD EMI output filter impedance fed by
the cable (MDI) output impedance which is fed by the PSE port output impedance.

The worst case scenario is when the cable (MDI) length is zero (in terms of lower damping factor).

The access to the PD input power supply is not possible through the PD port for evaluating the various
impedances and derivation of the above parameters. Because of this, measuring the PD input impedance is a
complicated task, the following guidelines should be followed by the PD vendor:

¢)  The PD power supply input impedance (Zin_ps_pd) at max load of P,=12.95W should be higher
than 30€2 at any frequency up to the PD power supply crossover frequency. If the PD power supply
is consuming less than P, =12.95W, then Zin_ps_pd min=30x12.95/P,.

d) The PD power supply EMI filter output impedance should be Zo_emi=2.7Q max. If the PD power
supply is consuming less than P, =12.95W, then Zo_emi=2.7x12.95/P

por port*

See Figure 33D.1 for the PSE-PD system impedance allocation.
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Annex 33E

(informative)

Cabling resistance unbalance

This standard sets the maximum current that can be continuously drawn by the PD at 350mA total or 175mA
per individual conductor of the differential pair. One drawback to implementing this scheme that should
always be considered is the resistance unbalance associated with the cabling. The cabling resistance unbal-
ance parameter is specified in this standard in reference to IEC 11801 Edition 2, Clause 6.4.8, (reference: 3
percent).

The 3% cabling resistance unbalance is specified for the ISO/IEC cabling channel illustrated in Figure 33-
18. At the maximum current allowed, this resistance unbalance equates to a 10.5mA difference between the
two paths.

Significant work on current imbalance in transformers has shown that certain data patterns induced a large
baseline wander. Baseline wander induced a DC offset comparable to 6mA. The transformer specification
that resulted is 350uH under all conditions of tolerance, temperature, and with 8mA of DC bias.

Using a transformer that can only tolerate this amount of DC bias reduces the maximum current the PSE can
deliver without saturating the transformer to:

350mA x (8mA/10.5mA) = 267mA (33E-1)

In order to restore the current capability to 350mA, some form of ballast circuitry must be employed. Figure
33E.1 details a method for resolving cable and connector unbalances by using two resistors. Note that these
ballast resistors are required at each end of both the transmit and receive channels. The addition of the capac-
itor in parallel with the resistors helps to minimize the signal loss induced by the balancing resistors and
should be selected to present a low impedance at the lowest possible signal frequency.

o - g, o
L] L]
o § o

C R=33Q
C =0.22uF
R R (Implementation specific)

Figure 33E.1—Transformer detail

Table 33E.1 details the resistance of different cable sizes over minimum and maximum temperature ranges.
These resistance values are used in calculations to resolve connector unbalance and voltage drops.

120 Copyright © 2003 IEEE. All rights reserved.
DELL/HP/LENOVO EXHIBIT 1009
Page 165



SUPERSEDED

IEEE
CSMA/CD Std 802.3af-2003
Table 33E.1—PSE PI pin assignments for test procedure terminals
AWG Minat (0 C Max at 0 C Nominal 2 Min at 50 C Max at 50 C
26 12.18 12.79 13.47 14.70 1543
24 7.65 8.03 842 9.14 9.60
22 481 5.05 5.31 5.79 6.08

For purposes of calculating the ballast resistors, a typical maximum configuration of five connectors is used.
Each connection point has one contact measuring 0€2 with the other contact measuring 0.02€2, which is the
maximum allowed resistance per IEC 60512-2. Furthermore, a five meter length of 22 AWG cable is used
because longer lengths reduce the unbalance. The equations describing this interaction are:

_ (33E-2)

(Iout+]imbalx ( Rc + i{_l_)_)) _ <Iout—[imbal

== x (Rex 1.03 + Rb x 1.01 +Rconn)>
2 1.03  1.01 2

where:

Tout = 350mA (maximum current from the PSE),

Iimbal = 8mA (current difference between the two paths),
Rc =0.24Q (5m of 22 AWG cable),

Rb = 6.6Q (ballast resistance), and.

Rconn = 0.1 (total contact resistance for 5 connectors).

Under these conditions the worst case current unbalance is 6.2mA. Using 3.3Q ballast resistors increases the
total voltage drop associated with the cabling by:

(175+(6.2/2))mA x (4 x 3.3W) =235V (33E-3)
According to this standard, the minimum voltage sourced by the PSE must be greater than 44V, and the max-
imum voltage presented by the PD must be less than 36V. This 8V margin permits up to 45.7€2 of resistance
per conductor path to exist between the PSE and PD under maximum current conditions. Even under worst
case conditions of temperature and tolerance, using 3.3Q ballast resistors in series with 100m of 26 AWG
cable (see Table 33E.1) still provides a margin of:

8V — (175mA x (30.86W x 1.03 +0.1 +4 x3.3W x 1.01)) =0.28V (33E4)
The ballast resistors will dissipate worst case power during an overcurrent condition, which this standard has
set at 450mA. In this case the wattage rating of the ballast resistors would be:

(450mA/2)exp2 x 3.3W =0.17TW (33E-5)
Using standard sizes, this becomes 0.25W.
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