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(57) ABSTRACT 

To conduct conversation without confusion in a virtual space 
while sharing a plurality of topics, send origin channel 
#CHOCOA, destination channel #meeting and message 
sending conditions are correlated and given to a chat server or 
chat client. If, for example, “USER1, USER3, USER4” are 
designated as sending conditions, only messages from desig 
nated users are sent from message origin channel #CHOCOA 
to destination channel #meeting. Meanwhile, messages from 
“USER1, USER3, USER4” can be displayed on message 
origin channel #CHOCOA or not displayed. 
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CHOCOA 

10:10guSER1XWhat about the meeting tomorrow? 
10:20<USER3) Oh, I've got to prepare the materials. 

ichannel 1 
11:10K#channel2:USER34>i got a phone call. charine2 
13:20ght channel2:USER12XWho from?XUSER34 
3:2 (channel 1:USERXXls that so? I see. 

FIG. 3 
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(a) 
Channel Setting Window 

Please set channel. 

meeting v. 

(b) 
Condition Setting Window 

Please set conditions for sending from #CHOCOA to #meeting. 

Don't Send 
Send A 41 
Set Keyword Keyword: 
User Selection) 

FIG. 4 
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#CHOCOA.meeting 

10:10guSERXWhat about the meeting tomorrow? 
10:20<USER3XOh, I've got to prepare the materials. 

#CHOCOA H 

10:10guSER1XWhat about the meeting tomorrow? RC 
10:20<USER3XOh, I've got to prepae the materials. 
11:10g#channel2:USER34XI got a phone call. 
13:20{#channe2:USER12XWho from?XUSER34 
3:21 gifchannel:USERXXls that so? I see. 

FIG. 5 
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(a) ECHOCOA Conditions Table 

Destination Sending Conditions Display Format 

#meeting USER1;USER3;USER4 Send USER1, 3, 4 Messages 
(NICK USER1)or(NICK USER3)or(NICK USER4) 

(b) meeting Conditions Table 

CHOCOA CONTENT sk Send Al 

FIG. 6 
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10:12KSUPPORT1XThere's a question about Internet SUPPORT 
connections. 
10:12{SUPPORT2XAbout modems or ISDN? SUPPORT2 
10:12CSUPPORT3XLet's ask that first. SUPPORT3 
10:12<SUPPORT3XfiCUSTOMER Please tell me what 
form of connection you have. Modem? Or ISDN2 

-o- CUSTOMER 

10:10<#CUSTOMER:USER34>Can you tell me about FMV 
Internet connections? 
10:11 K#CUSTOMER USER34XThe OS is Windows 98. 
10:14g#CUSTOMER:SUPPORT3XPlease tell me what form 
of connection you have? Modem? Or ISDN? 
10:16C#CUSTOMER:USER34XISDN. 

FIG. 7 
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(a) it SUPPORT Conditions Table 

#CUSTOMER CUSTOMER-k SendMessages Beginning With CUSTOMER 

(b) it CUSTOMER Condition Table 

FIG. 8 
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HF channel 1 
HF channel 2 

it meeting 
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it CHOCOA HEmeeting - L. ECH1 
HE CH2 

HSUPPORT 

FIG. 12 
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S21 

Display Channel Setting Window 

S24 

S22 

S23 

Yes 

Display Condition Setting 

S26 

S27 Send Command 

S25 

FIG. 13 
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Correlate 

10:10{USER11XMorning. 1. USER11 
10:10<USER12XGood Morning. USER12 
10:1 <USER3XHow's the weather today? USER3 
10:2<USER12XThe forecast is clear. USER14 

10:11 (USER22XWonder if the rainy season's over. 
10:12CUSER23X Seems like it'll be clear. 

FIG. 16 
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Correlate 

10:10KUSER11XMorning USER1 
10:10{USER12XGood morning USER2 
10:11 (USER13)How's the weather today? USER13 
10:1 {SUPPORTXWonder if the rainy season's over, USER14 
10:2<USER2XThe forecast is clear. 
10:12{SUPPORTXSeems like it be clear. 
10:13{USER 14X90% chance it'll be clear. 

--> ECH2 

10:10 #CH1)KUSER 11) Morning. 
10:10" (#CH i)xUSER12XGood Morning. 
10:11 (#CHKUSER 13>How's the weather today? 
10:11 (USER22XWonder if the rainy season's over. 
10:12 (#CH1)kUSER12)The forecast is clear, 
10:12guSER23XSeems like it'll be clear. . 
10:13' (#CH1)KUSER14).90% chance it'll be clear. 

FIG. 17 
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Please set conditions for sending from #CH1 to #CH2 

Don't Send 
Send All 
Set Keyword 
User Selection ) 
SIEHESSIEEER!!! 

Resist:IHF:NAH 1 
Change Font 
Change Display Color 

FIG. 18 
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S1 Acquire Channel Name, Message 

Destination Determination Subroutine 
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FIG. 20 
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CHAT SENDING METHOD AND CHAT 
SYSTEM 

BACKGROUND OF THE INVENTION 

1. Technical Field 
The present invention relates to a technology for Support 

ing communication by users who share a virtual space estab 
lished on a network with other users (hereinafter simply “vir 
tual space') and enabling simultaneous chatting. 

2. Description of Related Art 
In the present invention “chat system” refers to a system in 

which a plurality of users share a virtual space, and can send 
and receive character messages (hereinafter “messages') in 
essentially real time, and which can display the aforesaid sent 
and received messages. 
“IRC (Internet Relay Chat) system” refers to a chat system 

based on the IRC protocol (RFC 1459) and consisting of IRC 
servers and IRC clients. An IRC server broadcasts messages 
from IRC clients to other IRC clients within a channel. An 
IRC client sends and receives messages to other IRC clients 
via an IRC server. 

“Channel in an IRC system refers to a virtual space shared 
by IRC clients. “Nickname in an IRC system refers to an 
identifier for uniquely specifying a user. “Topic' refers to the 
subject of conversation on each channel. “Mode” refers to 
characteristics of the channel. 

Conventionally, various types of chat systems have been 
provided in which a plurality of users share a virtual space and 
can simultaneously chat using text. One example is the IRC 
system. In the IRC system a channel is formed for each 
subject of conversation, known as a topic. Users participate in 
a channel that has a topic of interest, and chat among them 
selves about the topic. Messages to a channel are made by 
inputting a character message and pressing the return key. 
Character messages expressed by oneself and other IRC cli 
ents are displayed on a display. 

Other systems in which a plurality of users share a virtual 
space and can communicate are party line services on a tele 
phone network and mailing systems. In a party line service 
three or more users share a virtual space on a telephone 
network and can chat in real time in the same manner as IRC. 
In a mailing system, electronic mail to a mailing list is simul 
taneously allotted to a plurality of mail addresses. The plu 
rality of mail addresses share a virtual space represented by a 
mailing list. 

However, in an IRC system, when the number of users 
participating in a channel becomes numerous, there is often a 
plurality of Subjects of conversation progressing simulta 
neously in the same channel. In this case messages regarding 
different subjects of conversation are displayed mixed 
together, and the conversation becomes confused. Also, users 
may be inconvenienced by the fact that in IRC at present, 
messaging is always limited to a single (current) channel. 

For example, the following sort of situation occurs. Fifty 
researchers in a certain research department are participating 
in channel #CH1. Group A and Group B within the research 
department are studying the same theme. The researchers 
within each group want to chat about research within their 
own group. Also, other researchers want to chat in channel 
#CH1 so that they can see the chat contents. However, if two 
conversations proceed in parallel in the same channel, they 
are displayed mixed together on the display, and the conver 
sation becomes confused. The same sort of problem occurs in 
other chat Systems too. 

Meanwhile, a separate Group C within the same research 
department decides to meet in channel #meeting. In order to 
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2 
advance the meeting contents, Group C wants Group D, 
which is participating in a separate channel called HLAB, to 
also participate in meetings. However, in conventional chat 
systems, both Groups C and D cannot share a chat on channel 
#meeting unless users within Group D Voluntarily participate 
in channel #meeting. Moreover, since users in Group D may 
be absent or such, it is difficult for a plurality of users to 
participate in channel #meeting together. 

Also, the following Sort of needs occur, for example. On 
channel #TALK, users who have received permission to par 
ticipate by paying a fee chat with celebrities such as artists or 
athletes and the like. The administrator of channel #TALK 
wants to let the contents of channel #TALK flow to an ordi 
nary channel for a specified period of time as a commercial 
for the chat on channel #TALK. 

In addition, if user Support is provided using a chat system 
Such as IRC, etc., all Support personnel need to participate on 
one Support channel. But if a plurality of Support personnel 
respond to an inquiry from one questioner, the questioner may 
get a different responder to each question. This is very 
troublesome to the questioner. In order to avoid this, the 
responses from a plurality of Support personnel should be 
displayed to the user as responses from one Support person at 
moSt. 

Furthermore, an existing Support system that uses the tele 
phone is a system in which a plurality of support personnel are 
waiting by the phone and respond to inquiries. However, with 
the telephone, when a single responder cannot answer, it is 
impossible to give the questioner the impression that 
responses from a plurality of responders are responses from 
one responder at most. And in mailing systems, even if 
responses from a plurality of responders are created by elec 
tronic mail to seem to be responses from one responder, the 
questioner cannot receive responses to questions in real time. 

SUMMARY OF THE INVENTION 

In response to the foregoing needs, an object of the present 
invention is to provide technology for sharing and segregating 
communications in a virtual space so that a plurality of users 
sharing a virtual space for simultaneous text-based commu 
nication may converse without confusion while sharing a 
plurality of topics. 

In order to resolve the aforesaid problems, in a first aspect, 
the invention in the present application provides a chat send 
ing system used in a communication system in which users 
share the same network and can chat, and for content display 
of chat on the network, comprising the steps of: 

A: Preparing the sending conditions for sending a message 
on a first network to the aforesaid second network, 

B: Deciding, when a message occurs on the aforesaid first 
network, whether or not to send the aforesaid message to the 
aforesaid second network based on the aforesaid sending 
conditions, and 

C: Sending the aforesaid message to the second network in 
accordance with the aforesaid decision so that any first net 
work message matching the aforesaid sending conditions is 
displayed as chat contents of the aforesaid second network. 

“Network' here refers to a space in a communications 
network virtually shared by a plurality of users via commu 
nication means as in a chat System channel, for example. 

This shall be explained with the IRC system as an example. 
For example, the destination of a message originating on 
channel #CH1 is channel #CH2. The sending condition is the 
keyword “HCUSTOMER*.” When a message occurs on 
channel HCH1, a decision is made as to whether or not it 
includes “HCUSTOMER*.” If it is included, the message that 
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occurred is sent to channel HCH2. Therefore, of the various 
messages on channel HCH1, only messages that include the 
specified keyword “HCUSTOMER*” are sent to channel 
HCH2. 
The present invention in a second aspect is a chat system in 5 

which information terminals mutually share the same net 
work and can chat, and for content display of chat on the 
network, comprising a condition table and decision means 
and sending means. 
The condition table correlates and stores sending condi- 10 

tions for sending a first network's messages to the aforesaid 
second network. The decision means decides, when a mes 
sage occurs on the first network, whether or not to send it to 
the second network based on the condition table. The sending 
means sends the message to the second network in accor- 15 
dance with the aforesaid decision so that first network mes 
sages that match the sending conditions are displayed as chat 
contents of the second network. 
Once again this shall be explained with the IRC system as 

an example. An IRC server has a condition table, decision 20 
means, and sending means. The IRC server stores the speci 
fied channel information and condition table for each chan 
nel. Each channel's condition table correlates the destination 
of messages occurring on that channel with the sending con 
ditions. Each time a message occurs on a channel, the deci- 25 
sion means decides whether or not the message matches the 
sending conditions in the condition table. If it decides there is 
a match with the sending conditions, the sending means sends 
the message to the destination channel. If the userparticipates 
in the destination channel, the user sees only specified mes- 30 
sages, and confused chatting is prevented. 
The invention in a further aspect is that of the foregoing 

second aspect, and further comprising setting means for 
receiving settings for conditions for sending messages 
between the aforesaid networks and for registering them in 35 
the condition table. 

For example, an IRC client is provided with setting means. 
The setting means receives settings for the message sending 
origin channel, the destination channel, and sending condi 
tions. If the IRC server has a condition table, the IRC client 40 
describes the setting information in a setting command of 
specified format, and sends it to the IRC server. The IRC 
server analyzes the command and updates the condition table. 
However, setting commands are prepared in advance. If the 
IRC client has a condition table, the setting means writes the 45 
setting information to the condition table. 

In a yet further aspect, the present invention is that in the 
second aspect as above, while providing a chat system 
wherein the sending condition is an indicated keyword being 
included in a message. 50 

Considera casein which the keyword “HCUSTOMER*” is 
registered in the condition table's sending conditions. If there 
is a message beginning with the character string "#CUS 
TOMER,” the decision means decides to send that message to 
the correlated destination channel. 55 

In a yet further aspect, the present invention is that in the 
foregoing second aspect, while providing a chat system 
wherein the sending condition is a message from an indicated 
information terminal. 

For example, nicknames “user-A; user-B” are registered in 60 
the condition table's sending conditions. If there is a message 
from “user-A’ or “user-B” the decision means decides to 
send the message. 
The invention in a still further aspect is that as in the 

above-described second aspect, while providing a chat sys- 65 
tem wherein holding score and a holding score reduction 
value are set for messages in each network, and the sending 

4 
condition is a reference values being equaled or exceeded by 
holding score arrived at by reducing the holding score of 
messages only by said reduction value. 

For example, 1) messages on channel #CH1 are set for 20 
holding score and a reduction value of 15 points, and 2) the 
reference value is set as 0 points in the condition table's 
sending conditions. When there is a message on channel 
#CH1, the decision means finds the holding score if the mes 
sage is sent to another channel. The holding score are 
20-15-5 points, so the decision means decides to send the 
message. Also, if the holding score of a message sent from 
another channel to channel iCH1 are 10 points, reducing it by 
15 points puts it below the reference value. In this case, the 
decision means decides not to send the message. 

In another aspect, the present invention is as in the forego 
ing second aspect, while providing a chat system wherein the 
aforesaid sending condition is a message within an indicated 
time period. 

For example, the time period from Year A Month A Hour A 
to Year B Month B Hour B is registered in the condition table. 
If a message occurs within the aforesaid period, the decision 
means decides to send the message. 

In still another aspect, the invention is as in the foregoing 
second aspect, while providing a chat system wherein indi 
cation of a message’s send origin and destination are included 
in the aforesaid sending conditions. For example, it is a chat 
system in which a user can indicate the send origin and 
destination channel. 

In a further aspect, the present invention as described in this 
application is that of the previously described second aspect, 
further comprising a processing condition table for storing 
processing conditions for messages sent from the first net 
work to the second network, and processing means for pro 
cessing the messages sent in accordance with the processing 
conditions. 

For example, when a message is sent from channel #CH1 to 
channel HCH2, the processing means adds the channel name 
#CH1 to the message's header. On the other hand, when a 
message is sent from channel #CH2 to channel #CH1, the 
processing means changes the nicknames of all of the mes 
sage originators to "SUPPORT. 
The invention in a yet further aspect is that of the previ 

ously described second aspect, further comprising a process 
setting means for receiving settings for message processing 
conditions and for storing them in storage means. This makes 
it possible for the user to indicate the processing conditions. 
The invention in a still further aspect is that of the above 

described second aspect, providing a chat system wherein the 
information terminal comprises output means for outputting 
conditions for sending messages between said networks. 
The output means can be provided in the IRC client, for 

example. If the condition table is in the IRC server, the output 
means acquires the contents of the aforesaid condition table 
from the IRC server and stores them. What w is acquired are 
the contents of the condition tables for channels in which the 
IRC client participates. According to those settings, the out 
put means displays the relationships between channels in the 
channel window that displays participating channels, or dis 
plays the sending conditions. For example, Suppose all mes 
sages from channel #CH1 to channel #CH2 are sent. The 
output means displays “HCH1->iCH2 in the channel win 
dow. If the arrow is clicked, the output means displays a 
balloon displaying "all messages'. 

If the condition table is in the IRC client, the output means 
writes and outputs condition table contents related to partici 
pating channels from the condition table. 
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In yet a different aspect, the present invention is an signal 
distribution device for broadcasting messages from chat 
devices mutually sharing the same network and capable of 
chatting, and for content display of chat on the network to 
other chat devices within the network, comprising a condition 
table and decision means and sending means. 

The condition table correlates and stores sending condi 
tions for sending a first network's messages to the aforesaid 
second network. The decision means decides, when a mes 
sage occurs on the first network, whether or not to send the 
aforesaid message to the second network based on the afore 
said condition table. The sending means sends the aforesaid 
message to the second network in accordance with the afore 
said decision so that any aforesaid first network message that 
match the aforesaid sending conditions is displayed as chat 
contents of the aforesaid second network. 

This is an IRC server wherein the condition table, decision 
means, and sending means are provided in the IRC server. 
This has the same operational effects as does the invention in 
the above-described second aspect. 

In still a different aspect, the present invention is a chat 
device for mutually communications by sharing the same 
network, and for content display of chat on the network, 
comprising a condition table and decision means and sending 
CaS. 

The condition table correlates and stores sending condi 
tions for sending a first network's messages to the aforesaid 
second network. The decision means decides, when a mes 
sage occurs on the aforesaid first network, whether or not to 
send the aforesaid message to the aforesaid second network 
based on the aforesaid condition table. The sending means 
sends the aforesaid message to the second network in accor 
dance with the aforesaid decision so that any aforesaid first 
network message that matches the aforesaid sending condi 
tions is displayed as chat contents of the aforesaid second 
network. 
The condition table, decision means, and sending means 

are provided in the IRC client. This has the same operational 
effects as does the invention in the above-described second 
aspect. 

In yet another aspect, the present invention provides a 
computer readable storage medium storing a chat control 
program used in an signal distribution device for broadcasting 
messages from chat devices mutually sharing the same net 
work and capable of chatting, and for content display of chat 
on the network to other chat devices within said network, 
which executes the following steps A through C. 

A: A Step for correlating and storing sending conditions for 
sending a first network's messages to a second network, 

B: A step for deciding, when a message occurs on the 
aforesaid first network, whether or not to send the aforesaid 
message to the aforesaid second network based on the afore 
said condition table, and 

C: A step for sending the aforesaid message to the second 
network in accordance with the aforesaid decision so that the 
aforesaid first network messages matching the aforesaid 
sending conditions are displayed as chat contents of the afore 
said second network. 

This is an IRC server wherein the condition table, decision 
means, and sending means are provided therein. This has the 
same operating effect as the aforesaid second invention and 
ninth invention. Examples of the storage medium include 
computer read-?write-able floppy disks, hard disks, semicon 
ductor memories, CD-ROM, DVD, magneto-optical disks 
(MO), etc. 
The invention in still another aspect provides a computer 

readable storage medium storing a chat control program used 
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6 
in chat devices mutually sharing the same network and 
capable of chatting, and for content display of chat on the 
network, which executes the following steps A through C. 

A: A step for correlating and storing sending conditions for 
sending a first network's messages to the aforesaid second 
network, 

B: A step for deciding, when a message occurs on the 
aforesaid first network, whether or not to send the aforesaid 
message to the aforesaid second network based on the afore 
said condition table, and 

C: A step for sending the aforesaid message to the second 
network in accordance with the aforesaid decision so that any 
aforesaid first network messages matching the aforesaid 
sending conditions are displayed as chat contents of the afore 
said second network. 
The condition table, decision means, and sending means 

are provided in the IRC client. This has the same operational 
effects as does the invention in the above-described second 
aspect and that including the process-setting means. 
Examples of the storage media likewise as listed previously. 
The invention in an even further aspect provides a trans 

mission medium for transmitting the chat control program 
stored on the storage medium in accordance with the forego 
ing aspect of the invention describing a computer readable 
storage medium storing a chat control program used in an 
signal distribution device. Examples of this transmission 
medium include transmission media (optical fiber, wireless 
circuits, etc.) in computer network systems (LAN, Internet, 
wireless communication network) for propagating and Sup 
plying program information as a carrier. 

In one further aspect, the present invention provides a 
transmission medium for transmitting the chat control pro 
gram Stored on the storage medium in accordance with the 
foregoing aspect of the invention describing a computer read 
able storage medium storing a chat control program. 
Examples of this transmission medium include the same ones 
listed previously. 
From the following detailed description in conjunction 

with the accompanying drawings, the foregoing and other 
objects, features, aspects and advantages of the present inven 
tion will become readily apparent to those skilled in the art. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an overall structural view of a chat system in 
accordance with the first embodiment of the present inven 
tion; 

FIG. 2 is a diagram schematically illustrating channel cor 
relation information, wherein (a) is a diagram Schematically 
illustrating a conditions table, and (b) is a diagram Schemati 
cally illustrating a hop table; 

FIG. 3 is an explanatory diagram showing one example of 
a chat screen before setting a destination; 

FIG. 4 is an explanatory diagram showing one example of 
a setting window, wherein (a) is an example of a “channel 
setting window, and (b) is an example of a "conditions set 
ting window: 

FIG. 5 is an example of a screen for destination channels: 
FIG. 6 is a diagram schematically illustrating destination 

channel condition tables correlated with send origin chan 
nels; 

FIG. 7 is an explanatory diagram showing an example of 
the display when sending messages based on keywords; 

FIG. 8 is a diagram schematically illustrating destination 
channel condition tables correlated with send origin chan 
nels; 
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FIG.9 is examples (a), (b) of display of channel correlation 
information; 

FIG. 10 is a flow chart depicting process flow for message 
sending: 

FIG. 11 is a flow chart depicting process flow for determin- 5 
ing destination; 

FIG. 12 is a diagram illustrating correlation between chan 
nels; 

FIG. 13 is a flow chart depicting process flow for correla 
tion information setting; 10 

FIG. 14 is an overall structural view of a chat system in 
accordance with a second embodiment of the present inven 
tion; 

FIG. 15 is a diagram schematically illustrating channel 
correlation information (process conditions), wherein (a) is a 15 
diagram Schematically illustrating a conditions table, and (b) 
is a diagram schematically illustrating a hop table; 

FIG. 16 is a display example wherein messages are not 
Sent; 

FIG. 17 is an example of sent message processing: 2O 
FIG. 18 is an example window of process condition setting: 
FIG. 19 is examples (a), (b) of channel correlation infor 

mation wherein messages shown in FIG. 17 are processed; 
FIG.20 is a flow chart depicting process flow when sending 

messages (second embodiment); and 
FIG. 21 is a system structural example wherein a setting 

module is not provided in the IRC client. 

25 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 30 

Next, a communication (chat) system of present invention 
shall be explained in detail with embodiments. 

First Embodiment 35 

FIG. 1 shows an overall structural view of a chat system in 
accordance with the first embodiment of the present inven 
tion. FIG. 1 shows an example in which the chat system of the 
present invention is realized using an IRC system. An IRC 
system is constituted so that an IRC server 1 and a plurality of 
IRC clients 2 are connected via Internet 3. The IRC server 1 
broadcasts messages from each IRC client 2 to other IRC 
clients 2 within the same channel. Also, the IRC server 1 
manages the specified channel information for each channel 
in the channel DB 11. Channel information specifically 
includes the channel name, topic, users participating in the 
channel and departed users, mode, channel administrator, etc. 
The IRC server 1 manages the channel information and 
reports specified channel information to the IRC client 2. The 
IRC client 2 sends and receives messages on participating 
channels. The IRC client 2 also holds specified channel infor 
mation reported from the IRC server 1. The channel informa 
tion held by the IRC client 2 includes the channel name, topic, 
users participating in the channel and departed users, etc. 

40 

45 

50 

55 

Server 
In this embodiment, the IRC server 1 also manages channel 

correlation information in the channel DB 11 as well as the 
aforesaid channel information. The IRC server 1 also has a 60 
decision part 12 and a sending part 13. 

FIG. 2 is a diagram schematically illustrating the channel 
correlation information held in the channel DB 11. The IRC 
server 1 has the condition table and hop table for each channel 
as channel correlation information. FIG. 2(a) is a diagram 65 
schematically illustrating the condition table for an optional 
channel HCH1. The condition table correlates and stores the 

8 
name of the destination channel where messages made within 
channel #CH1 are sent, the sending conditions, and display 
format. The display format is the format when visually out 
putting the sending conditions. When sending conditions are 
displayed on a display as described later, the sending condi 
tions are displayed in the format indicated by the display 
format. If a display format is not indicated, the indicated 
sending conditions are displayed as is. 

In this embodiment the sending conditions can be desig 
nated as 1) don’t send, 2) send all, 3) keyword, 4) nickname. 
For example, if “NULL is designated in the sending condi 
tions, none of the messages on channel #CH1 are sent to the 
corresponding destination channel. If “CONTENT' is des 
ignated in the sending conditions, all of the messages on 
channel #CH1 are sent to the corresponding destination chan 
nel. In FIG. 2, all of the messages on channel #CH1 are sent 
to destination channel #CH2. Also, so-called normal charac 
ters should be used when indicating the sending conditions. 

If "keyword is designated in the sending conditions, mes 
sages that include the indicated keyword are sent to the cor 
responding destination channel. In FIG. 2. “CONTENT 
#CUSTOMER is designated in the sending conditions for 
sending to destination channel #CH3. Therefore, of the mes 
sages on channel #CH1, messages beginning with "#CUS 
TOMER are sent to channel HCH3. 

If "nickname' is designated in the sending conditions, 
messages from a user with a specified nickname are sent to the 
corresponding destination channel. In FIG. 2, “NICK 
USER4 is designated in the conditions for sending to desti 
nation channel #CH4. Therefore messages from the user with 
the nickname “USER4' are sent to channel HCH4. 

Furthermore, it is possible to select and combine a plurality 
of the aforesaid sending conditions. In this embodiment mes 
sages are sent by combining the aforesaid sending conditions 
with the number of reductions set in the hop table. Also, the 
sending conditions are not limited to the aforesaid conditions. 
For example, it is possible to designate a period of time, and 
to send messages that occur within the designated period of 
time. 

FIG. 2(b) is a diagram Schematically illustrating the hop 
table for channel HCH1. The initial value for the number of 
hops on channel #CH1 and the reduction value for the number 
of hops are set in the hop table. In this embodiment there is a 
hop table for each channel. Here the number of hops is the 
message holding score, which is reduced each time it is sent 
just by the set reduction value. When channel #CH1 is where 
a message originates, the message's new number of hops is 
the value after the reduction value is subtracted from the 
initial value. When the new number of hops falls below the 
specified reference value, the IRC server 1 does not send the 
message. This prevents communication traffic from increas 
ing excessively, even if there are many destination channels 
that match the sending conditions. In this embodiment the 
reference value is 0 points. The reduction value for the num 
ber of hops and the reference value can also be designated as 
sending conditions. 

In the aforesaid channel correlation information, the con 
tents of the condition table are set based on a specific setting 
command sent from the IRC client 2. The setting command 
shall be described later. In this embodiment the contents of 
the hop table are set automatically by the IRC server 1 in 
accordance with channel creation. It is permitted for a speci 
fied user—for example, the channel administrator—to be 
able to set the hop table. 
The decision part 12 decides, based on the aforesaid con 

dition table, whether or not to send a message that occurs on 
a channel to another channel. When the decision part 12 
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decides to send, the message contents and the destination 
channel name are reported to the sending part 13. Also, the 
decision part 12 receives condition table setting commands 
from the IRC client 2 and updates the condition table. In 
addition, if changes occur in The IRC client 2 constituting the 
channels, or if channel correlation information changes, the 
decision part 12 reports the correlation information to the 
relevant channel's IRC client 2 via the sending part 13. 

Sending part 13, in accordance with reports from the deci 
sion part 12, sends the reported message contents to the 
destination channel. Sending part 13 also reports channel 
correlation information to The IRC client 2 in accordance 
with reports from the decision part 12. 
IRC Client 
The IRC client 2 in FIG. 1 includes a setting part 21 and an 

correlation display part 22. The setting part 21 receives the 
settings for the aforesaid channel correlation information, 
and sends setting contents to the IRC server 1. 
The correlation display part 22 receives and stores, in addi 

tion to specified channel information, participating channels 
channel correlation information received from the IRC server 
1. Also, the correlation display part 22 controls the display of 
received channel correlation information. 

Screen 

(1) Settings for Channel Correlation Information 
Next, an example of the screen that receives the aforesaid 

channel correlation information shall be explained. FIG. 3 is 
one example of a chat screen, before setting destinations, 
displayed by the IRC client 2. Displayed on the screen are a 
main channel window 31, a main chat window 32, an input 
window 33, a sub-chat window 34, a user window 35, and a 
channel window 36. These windows are the windows dis 
played by the usual IRC client 2. The main channel window 
31 displays the channel where users are currently making 
messages (hereinafter simply “main channel”). The main chat 
window 32 displays messages on the main channel. The input 
window 33 receives input for messages to the main channel. 
The Sub-chat window 34 displays messages from channels 
other than the main channel which are channels in which the 
IRC client 2 is participating (hereinafter “sub-channels'). 
The user window 35 displays the nicknames of users partici 
pating in the main channel. The channel window 36 displays 
the names of channels in which the IRC client 2 is participat 
ing. At present, users USER1 through 5 are participating in 
main channel HCHOCOA. The sub-channels are #channel 1 
and #channel 2. 

In addition to the aforesaid windows, the setting part 21 
also displays an correlation button 37. When the correlation 
button 37 is pressed, the setting windows shown in FIGS. 4(a) 
and (b) are displayed. In this example USER 1, USER3, and 
USER4 are selected in the user window 35 and then the 
correlation button 37 is pressed. 

FIG. 4(a) shows an example of the “channel setting win 
dow.” In the “channel setting window a user sets the channel 
to which to send messages on the main channel. A new chan 
nel can be set as the destination channel. The destination 
channel can also be selected from among existing other chan 
nels such as Sub-channels, etc. FIG. 4 shows a case in which 
a new channel #meeting is created and set as the destination 
channel. When a channel name is set in the channel setting 
window and the “OK button' is pressed, the condition setting 
window of FIG. 4(b) is displayed. 

FIG. 4(b) shows an example of the “condition setting win 
dow.” In the “condition setting window one sets the condi 
tions for sending messages from main channel #CHOCOA to 
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10 
channel #meeting. In this embodiment the sending conditions 
that may be selected are “don’t send.” “send all.” “set key 
word,” and “user selection.” A plurality of these conditions 
may be selected and combined. Each condition corresponds 
to a sending condition that can be set in the aforesaid condi 
tion table. If a user is already selected in user window 35, it 
can be made impossible to select “don’t send' and “send all.” 

If “set keyword is selected, the cursor blinks and accepts 
input in a keyword box 41 for inputting keywords. This can 
happen if either “user selection' is selected in the “condition 
setting window' or if a user is selected in the user selection 
window in the aforesaid FIG. 3. It should be such that if “user 
selection' is selected in the “condition setting window, the 
list of users constituting main channel #CHOCOA is dis 
played and user selection can be accepted. 
When the “OK button” in FIG. 4 is pressed, the setting 

command is sent from the IRC client 2 to IRC server 1. The 
setting command describes the send origin channel, destina 
tion channel, and sending conditions. In the FIG. 4 example, 
conditions other than the users indicated in the aforesaid FIG. 
3 are not set. Here is an example of the setting command in 
this case. 
“CREATESUB #CHOCOA #meeting NICK (USER1, 

USER3,USER4) 
The aforesaid setting command is a setting command that 

creates the new channel #meeting and sends messages by 
“USER1. “USER3, and “USER4 from channel 
#CHOCOA to channel imeeting. Also, if channel #meeting is 
an existing channel, the following setting command is sent to 
the IRC server 1. 
“RELATION #CHOCHOA #meeting NICK (USER1, 

USER3,USER4) 
The aforesaid setting command is a setting command that 

designates channel #CHOCOA as the send origin and exist 
ing channel #meeting as the destination, and sends messages 
from “USER1. “USER3, and “USER4 from channel 
#CHOCOA to channel #meeting. The IRC client 2 of USER1, 
which sent the setting command, displays a screen like that 
shown in FIG. 5. 

FIG. 5 is an example of the screen at channel #CHOCOA's 
destination channel #meeting. The main channel window 3 
displays #CHOCOA.meeting as the main channel. This 
shows that it is #CHOCOA's destination channel. The main 
chat window 32 displays messages in channel #meeting. The 
condition for sending from sending origin channel 
#CHOCOA is “user selection, so only messages from des 
ignated users are displayed in the main chat window 32. Also, 
the user window 35 displays the nicknames of users consti 
tuting channel #meeting. In the Sub-chat window 34, the 
contents of messages made in channel #meeting are displayed 
as messages on channel #CHOCOA. This shows that mes 
sages on channel #meeting are being sent to channel 
HCHOCOA. 

FIG. 6 is a diagram schematically illustrating the condition 
tables for the aforesaid channels iCHOCOA and #meeting. 
FIG. 6(a) is the condition table for send origin channel 
#CHOCOA created in response to the aforesaid setting com 
mand. Channel #meeting is registered as the destination. 
Also, the user nicknames selected in the user window 35 in 
FIG. 3 are described as conditions for sending to channel 
#meeting. “Send USER1.3.4 messages” is designated as the 
display format for sending conditions. 

FIG. 6(b) is the condition table for newly created channel 
#meeting. In this example channel #CHOCOA is set as the 
destination and “CONTENT' is set as the sending condi 
tion. Therefore all messages on channel #meeting are sent to 
channel #CHOCOA. The display format is designated as 
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“send all.” The setting for conditions for sending from chan 
nel #meeting to channel #CHOCOA can be in accordance 
with user indications, or a default value can be automatically 
set in accordance with conditions for sending from 
#CHOCOA to #meeting. For example, if the users constitut 
ing channel #CHOCOA are designated and channel #meeting 
is created, the default value for the conditions for sending 
from channel #meeting to channel #CHOCOA is “CON 
TENT*. 

Next, a case in which “set keyword is selected in the 
“condition setting window” shall be explained. Furthermore, 
in order to simplify the explanation, channel #CUSTOMER 
is set as the destination for channel HSUPPORT. Also, the 
users constituting send origin channel HSUPPORT are named 
SUPPORT1,2,3. When a user inputs the keyword “CUS 
TOMER*” in the keyword box 41 and presses the “OK but 
ton, the screen shown in FIG. 7 is displayed. 

FIG. 7 is a diagram explaining a display example of send 
ing messages based on keywords. In this channel Screen, send 
origin channel HSUPPORT is the main channel. Of the mes 
sages on channel HSUPPORT, those beginning with the key 
word “HCUSTOMER are Sent to channel HCUSTOMER. 
For example, in the main chat window 32 "SUPPORT3” 
makes a message beginning with the keyword “HCUS 
TOMER. This message is displayed in the sub-chat window 
34 as a message by channel #CUSTOMER. Doing it this way 
is convenient in the following sort of case. A customer ques 
tion is received on channel #CUSTOMER, and a plurality of 
responders consider the response contents on channel #SUP 
PORT, and only the result of their considerations is sent back, 
and the customer is unaware of the their deliberation chat. 

FIGS. 8(a) and (b) show the condition tables for channel 
HSUPPORT and channel HCUSTOMER. The HSUPPORT 
condition table in FIG. 8(a) is set to send messages beginning 
with the keyword “HCUSTOMER” to destination channel 
#CUSTOMER. On the other hand, the HCUSTOMER condi 
tion table in FIG. 8(b) is set so that messages are not sent to 
destination channel HSUPPORT. 

(2) Channel Correlation Information Display 
FIG. 9 is the channel window 36 displaying channel cor 

relation information. When the IRC client 2 acquires channel 
correlation information from the IRC server 1, the channel 
correlation information is displayed in the channel window 
36. FIG. 9(a) is an enlarged view of the channel window 36 in 
the aforesaid FIG. 5. The relationship between channel 
#CHOCOA and channel it meeting is displayed in this channel 
window 36, based on the channel correlation information 
shown in FIG. 6. For example, if one traces the line between 
#meeting and HCHOCOA in the direction of HCHOCOA, a 
balloon is displayed. The balloon describes the condition for 
sending messages from #meeting to #CHOCOA. Also, when 
the cursor is brought to #CHOCOA on the line between the 
two, a balloon describing the condition for sending to 
#CHOCOA may be displayed. 

FIG. 9(b) shows an example of displaying other sending 
conditions displayed by the correlation display part 22. In 
FIG. 9(b), the sending conditions are displayed based on the 
channel correlation information shown in the aforesaid FIG. 
8. In this example, bringing a pointing device to the arrow 
displays the sending conditions in a balloon. 

In addition to this, various display formats are possible, 
Such as send origin channel and destination channel being 
vertically aligned, the relationships between them shown by 
arrows or lines connecting the two, and the like. In addition to 
sending conditions, the contents of the hop table may also be 
displayed. In this case, the IRC client 2 acquires and stores the 
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12 
contents of hop tables for participating channels at appropri 
ate intervals from IRC server 1 and stores them. 

Furthermore, channel display is controlled by the correla 
tion display part 22. Specifically, the correlation display part 
22 can control so that channels wherein the IRC is not a 
constituent user are not displayed, based on the sending con 
ditions. For example, in FIG. 9(a) the correlation display part 
22 for the IRC client 2 (USER2), which is part of channel 
#CHOCOA but not part of channel #meeting, does not dis 
play channel #meeting. 

Also, the correlation display part 22 can also display all 
relationships between channels regardless of whether or not 
they are included in users constituting the IRC client 2. Fur 
thermore, in this case it is also possible to display at the same 
whether or not they the IRC client 2 is included among the 
constituent users. For example, a channel wherein the IRC 
client 2 is a user and a channel where it is not a user can be 
displayed with font color or size or style or the like altered so 
that they can be distinguished. Operations when one wants to 
make a message on a displayed channel are the same as the 
normal procedure for making a sub-channel into the main 
channel. 

Process Flow 

(1) Server 
(1-1) Message Send Process 

FIG. 10 is a flow chart showing the processing flow for the 
IRC server 1 to send a message. When the IRC server 1 
receives a message on a channel, the following processing 
starts. Furthermore, the processing for broadcasting a mes 
sage to the IRC client 2 within a channel is the same as the 
normal processing, so explanation thereof shall be omitted. 

In step S1, the decision part 12 acquires the message origin 
channel name and message from received data. 

In step S2, the decision part 12 executes a destination 
determination subroutine to be described later. 

In step S3, the sending part 13 sends the message to the 
destination determined in the aforesaid step S2. 

In addition to the aforesaid processing, the IRC server 1 
performs processing to send channel correlation information 
to each IRC client 2. The send timing is when changes occur 
in the users constituting a channel and when the condition 
table or hop table are updated. 
(1-2) Destination Determination Process 

FIG. 11 is a flow chart showing the processing flow for 
destination determination executed in the aforesaid message 
send processing. When the aforesaid send processing shifts to 
step S2, the following processing starts. 

In step S101, the specified initialization is carried out. For 
example, variable LEVEL is set to 0. The message origin 
channel is set to the reference channel. Also, the message 
origin channel and that LEVEL=0 are correlated and written 
to the reference channel list. Also, the destination list and hop 
list are cleared. 

Furthermore, LEVEL shall be explained using the afore 
said FIG. 9(b). Message origin channel #CHOCOA is made 
the reference, i.e. LEVEL=0. The LEVEL of channels #meet 
ing and HSUPPORT, to which messages from channel 
#CHOCOA are sent directly, is made 1. The LEVEL of 
#CUSTOMER, to which messages are sent from channel 
HSUPPORT, is made 2. Below, in the same manner, the des 
tination hierarchy is expressed with the message origin chan 
nel as the reference. The reference channel list is a working 
region used in the course of sequentially following the desti 
nation channels from the message origin channel. The desti 
nation list is a memory region that temporarily stores desti 
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nation channel names. The hop list is a region that correlates 
and stores the send origin and destination and number of hops 
to the destination (hereinafter “reference hop value'). 

In step S102 the decision part 12 calculates the new hop 
number if a message is sent from the reference channel. If the 
reference channel is the message origin channel, (new hop 
number)=(initial value)-(reduction value). The reduction 
value set in the hop table of each reference channel is used as 
the value for reducing the number of hops. 

In step S103 the decision part 12 decides whether or not the 
found hop number is larger than 0. If yes, the flow moves to 
step S104. If no, the message is not sent, so the flow returns to 
the aforesaid message send processing. Furthermore, as 
described previously, in this embodiment the reference value 
for the number of hops is 0. 

In step S104 the decision part 12 sets variable N=1. “N” 
represents the entry number in the condition table of the 
reference channel. 

In step S105 the decision part 12 decides whether or not 
there is a setting for the destination and sending conditions in 
the N' entry in the reference channel's condition table. If it 
decides yes, the flow moves to step S106. If it decides no, the 
flow moves to step S111, to be described later. 

In step S106 the decision part 12 decides whether or not the 
message matches the sending conditions in the N' entry. If it 
decides yes, the flow moves to step S107. If it decides no, the 
flow moves to step S110, to be described later, in order to 
decide about the next entry in the condition table. 

In step S107 the decision part 12 writes the destination 
channel matching the sending conditions to the destination 
list. 

In step S108 the decision part 12 adds the determined 
channel to the reference channel list as the destination. 

In step S109 the decision part 12 writes the reference 
channel, destination channel, and new hop number to the hop 
list as send origin, destination, and reference hop value. 

In step S110 the decision part 12 increments entry number 
N. Then the flow returns to the aforesaid step S105, and the 
previous processing is repeated for the next entry in the con 
dition table. 

In step S105, if it is decided that there is no setting for the 
destination and sending conditions in the N' entry, the flow 
moves to step S111. In step S111 the decision part 12 deletes 
the reference channel from the reference channel list. This is 
because the decision has been made regarding whether or not 
there is a destination with regard to the destination and send 
ing conditions set in the reference channel's condition table. 

In step S112 the decision part 12 decides whether or not the 
condition tables were checked for all channels having the 
current LEVEL. This decision is made according to whether 
or not current LEVEL channels remain in the reference chan 
nel list. If the decision is no, the flow moves to step S113. If 
the decision is yes, the flow moves to step S114, to be 
described later. 

In step S113 the decision part 12 acquires a channel name 
having the current LEVEL from the reference list and sets it 
as the reference channel. Then the flow returns to the afore 
said step S102 and the previously described processing 
repeats. 

In step S114 the decision part 12 decides whether or not 
there is a channel with the next LEVEL. This decision is made 
according to whether or not channels remain in the reference 
channel list. If the decision is yes, the flow moves to step 
S115. If the decision is no, the flow returns to the aforesaid 
message send processing. 

In step S115 the decision part 12 increments the variable 
LEVEL 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

14 
In step S116 the decision part 12 acquires one of the next 

LEVEL channels from the reference channellist, and sets it as 
the reference channel. Then the flow returns to the aforesaid 
step S102. 
The aforesaid destination determination processing shall 

be specifically described. To simplify the explanation, chan 
nels shall be correlated as shown in FIG. 12. FIG. 12 shows 
channels #meeting and #SUPPORT set in channel #CHOC 
OA's condition table as destinations. Also, channels HCH1 
and HCH2 are set as destinations in channel #meetings con 
dition table. The reduction value for the number of hops is set 
as '3' for all channels. Now, Suppose a message originates on 
channel #CHOCOA and the message matches all the sending 
conditions. 

First, LEVEL=0 is set in initialization (S101), and 
LEVEL–0 channel HCHOCOA is noted in the reference 
channel list. Also, channel HCHOCOA is set as the reference 
channel. If channel HCHOCOA's initial value for the number 
of hops is 20, the new hop number of a message sent from 
channel #CHOCOA is 17, which is greater than 0 (S102, 
S103). Decision part 12 reads the first entry in channel 
#CHOCOA's condition table (S104). 

If the conditions for sending to channel #meeting are w 
satisfied (S106), channel imeeting is written to the destina 
tion list and reference channel list (S107, S108). Also, send 
origin #CHOCOA, destination imeeting, and reference hop 
value 17 are correlated and written to the hop list (S109). 
Similarly, channel HSUPPORT too is written to the destina 
tion list, reference channel list and hop list. It is decided that 
there is no setting at stepN=3 (S105), and reference channel 
#CHOCOA is deleted from the reference channel list (S111). 
The reference channel corresponding to LEVEL 0 is only the 
message origin channel, so LEVEL 0 ends (S112). 

Channels #meeting and HSUPPORT are written to the ref. 
erence channel list (S114), so the LEVEL=1 (S115), and the 
reference channel is set as channel imeeting (S116). 

Next, the new number of hops is calculated for messages 
sent from LEVEL=1. The reference hop value of reference 
channel #meeting is 17, so (new hop number)=17-3-14 
(S102). 

Next, the processing of the aforesaid steps S105 and S110 
is repeated for channels iCH1 and HCH2, set as destinations 
from channel #meeting. The message matches the sending 
conditions, so both channels HCH1 and HCH2 are added to the 
destination list, reference channel list, and hop list. Both hop 
reference values are 14. When N=3 it is decided that there is 
no setting (S105), and reference channel #meeting is deleted 
from the reference channel list. However, LEVEL=1 channel 
#SUPPORT remains on the reference channel list (S112). 
Therefore channel HSUPPORT is set as the reference channel 
(S113). 

Next, the new number of hops is calculated for reference 
channel HSUPPORT. The new hop number is 14, so it is 
written to the first entry of the condition table (S102 through 
S104). However, HSUPPORT's condition table has no set 
tings (S105). HSUPPORT is deleted from the reference chan 
nel list (S111). Now there are no LEVEL=1 channels on the 
reference channel list, and it is decided that LEVEL 1 has 
ended (S112). 

Next, LEVEL–2(S115). #CH1 is set as the reference chan 
nel (S116). However, channel #CH1's condition table has no 
settings (S105), so it is deleted from the reference channels 
(S111). Similarly, channel #CH2 is also deleted from the 
reference channellist. When channels HCH1 and HCH2 are all 
deleted from the reference channel list, there is no next 
LEVEL (S104), so the flow returns to message send process 
1ng. 

Petitioners 
Exh-1006, p. 029



US 7,426,540 B1 
15 

(2) IRC Client 2 
FIG. 13 is a flow chart showing the processing flow for 

setting channel correlation information performed by the IRC 
client 2. Pressing the aforesaid correlation button 37 starts the 
following processing. 

First, in step S21 the setting part 21 decides whether or not 
a user has been selected in user window 35. If the decision is 
yes, the flow moves to step S22. If the decision is no, the flow 
moves to step S23, to be described later. 

In step S22 the setting part 21 acquires the selected user's 
nickname. 

In step S23 the setting part 21 displays the “channel setting 
window' in FIG. 4(a) and receives the setting for the desti 
nation channel. 

In step S24 the setting part 21 waits until any button is 
pressed, and if the “OK button” is pressed, the flow moves to 
step S25. If the “cancel button” is pressed, processing ends. 

In step S25 the setting part 21 displays the “condition 
setting window” in FIG. 4(b) and receives the settings for 
sending conditions. 

In step S26 the IRC client 2 waits until any button is 
pressed, and if the “OK button” is pressed, the flow moves to 
step S27. If the “cancel button” is pressed, processing ends. 

In step S27 the setting part 21 creates the setting command 
and sends it to IRC server 1. Described in the setting com 
mand are the send origin channel name, destination channel 
name, and sending conditions. 

Furthermore, in addition to the aforesaid setting process 
ing, correlation display part 22 at the IRC client 2 receives and 
stores participating channel condition tables from IRC server 
1. Also, correlation display part 22 displays the contents of the 
stored condition tables. 

Second Embodiment 

Next, a second embodiment of the present invention shall 
be explained with reference to drawings. FIG. 14 is an overall 
structural drawing of a chat system in accordance with the 
second embodiment of the present invention. As with the 
aforesaid first embodiment, FIG. 14 shows an example of the 
present invention applied to an IRC system. The chat system 
in FIG.14 has the same structure as the aforesaid first embodi 
ment, except that a processing part 14 is added to the IRC 
SeVe. 

Server 
The IRC server 1 manages channel information and chan 

nel correlation information in the same way as in the first 
embodiment. However, it differs from the first embodiment in 
that a processing condition is added to the channel correlation 
information. In addition, the processing part 14 is added to the 
IRC server 1 in addition to the decision part 12 and the 
sending part 13. 

FIG. 15 is a diagram schematically illustrating the channel 
correlation information held in the channel DB 11. The IRC 
server 1 has a condition table and hop table as channel corre 
lation information for each channel. The hop table has the 
same structure as in the first embodiment. The condition 
table, in addition to send origin channel name, destination 
channel name, sending conditions, and display format, cor 
relates and stores processing conditions. The sending condi 
tions and display format are the same as in the first embodi 
ment. 

The “processing conditions' describe how the sent mes 
sage is processed. In this figure 'add channel name.” “respond 
with representative name and “changefont are respectively 
designated, depending on the destination. 
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16 
The decision part 12, in the same way as in the first embodi 

ment, determines the destination of a message occurring 
within a channel. Furthermore, the decision part 12 reports 
both the message contents and destination determined to have 
a processing condition to the processing part 14. Updating the 
condition table and reporting channel correlation information 
are performed by the decision part 12 in the same way as in the 
first embodiment. 
The processing part 14 processes message contents 

reported by the decision part 12 according to the processing 
conditions and reports to the sending part 13. 
The sending part 13 sends the processed message contents 

to the destination channel. Also, the sending part 13 reports 
channel correlation information to the IRC client 2 in accor 
dance with the decision part 12's report. 
IRC Client 
The IRC client 2 has the same functions as in the aforesaid 

first embodiment. That is, the setting part 21 receives settings 
for the aforesaid channel correlation information, and sends 
the setting contents to the IRC server 1. The correlation dis 
play part 22 receives the specified channel information and 
channel correlation information from the IRC server 1 and 
controls its display. Screen 
(1) Setting Channel Correlation Information 

Next, an example of processing a sent message and of 
setting processing condition shall be explained. FIG. 16 is an 
example of a chat screen, displayed by the IRC client 2, 
before sending a message. Displayed on the screen are the 
main channel window 31, the main chat window 32, the input 
window 33, the sub-chat window 34, the user window 35, the 
channel window 36, and the correlation button 37. These 
windows and buttons have the same functions as in the first 
embodiment. 
At present, the IRC client 2 is participating in the two 

channels HCH1 and HCH2, with HCH1 as the main channel 
and HCH2 as the sub-channel. Users USER11, USER12, 
USER13, USER14 and USER15 (sic) are participating in 
main channel HCH1. The chats on main channel HCH1 and 
sub-channel #CH2 are respectively displayed in main chat 
window 32 and sub-chat window 34. 

FIG. 17 is an example of the message display on each 
channel when all messages are sent in both directions to 
channels iCH1 and iCH2. On channel #CH1, messages from 
#CH2 are all displayed as messages sent from the nickname 
“SUPPORT (see main chat window 32). On channel #CH2, 
all messages from channel #CH1 are displayed with the chan 
nel name #CH1 inserted at the start (see sub-chat window 
34). Furthermore, channel correlation information is dis 
played in the same way as in the first embodiment. 

FIG. 18 shows an example of the “condition setting win 
dow' displayed in the second embodiment. This window is 
equivalent to FIG. 4(b) in the first embodiment, and differs 
from FIG. 4(b) by receiving settings for processing condi 
tions. In the same way as in the first embodiment, when 
correlation button 37 is pressed and the send origin and des 
tination channels are set in FIG. 4(a)'s "channel setting win 
dow' and the “OK button” is pressed, FIG. 18's condition 
setting window is displayed. 

In addition to the conditions for sending messages from 
channel HCH1 to channel #CH2, message processing condi 
tions are also set in this "condition setting window. Sending 
condition settings can be selected and set as “don’t send.” 
“send all.” “set keyword,” and “user selection' in the same 
way as in the first embodiment. 
When “set processing conditions' is selected, a list of 

processing conditions is displayed in a pulldown menu. In the 
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example shown in the drawing, a user can select 'add channel 
name.” “respond with representative name.” “change font.” 
and “change display color.” If “respond with representative 
name' is selected as shown in the drawing, field 42 is dis 
played for receiving input of the representative name. Also, if 
either “change font or “change color is selected, a pulldown 
menu for selecting settable fonts or display colors is dis 
played (not shown in drawing). 
When the “OK button” is pressed in FIG. 18, a setting 

command is sent from the IRC client 2 to IRC server 1. In 
addition to the send origin channel, destination channel, and 
sending conditions, the setting command also describes the 
processing conditions. Here are examples of the setting com 
mands in this case. 
“RELATION HCH1 HCH2 CONTENT* CHANNEL 
The aforesaid setting command is a setting command for 

sending all messages on channel #CH1 to existing channel 
#CH2 with the channel name added at the head. 

RELATION HCH2 HCH1 CONTENT REPRESENTA 
TIVE (SUPPORT) 
The aforesaid setting command is a setting command for 

sending all messages on channel #CH2 to existing channel 
#CH1 as messages from representative name "SUPPORT. 

FIG. 19 shows the condition tables for channels HCH1 and 
#CH2 when transferring messages between channels iCH1 
and HCH2 shown in FIG. 17. Channel HCH1’s condition table 
describes “add channel name to the message as the process 
ing condition. Also, channel #CH2's condition table 
describes “respond with representative name SUPPORT" as 
the processing condition. Also, both tables set sending all 
messages as the sending condition. 

Furthermore, something not shown in the drawing is that if 
“change font' or “change display color” is selected as the 
processing condition, the selected font or display color is 
stored in the condition table. 

Process Flow 

(1) Server 
(1-1) Message Send Processing 

FIG. 20 is a flow chart showing the flow of processing for 
sending messages performed by IRC server 1. When IRC 
server 1 receives a message on any channel the following 
processing begins. Furthermore, the processing for broad 
casting a message to the IRC client 2 within a channel is the 
same as the normal processing, so explanation thereof shall 
be omitted. 

In step S1, the decision part 12 acquires the message origin 
channel name and message from received data. 

In step S2, the decision part 12 executes the destination 
determination subroutine described earlier. In the same way 
as in the first embodiment, the destination determination sub 
routine determines the destination by deciding whether or not 
a message matches the sending conditions and whether or not 
a message's number of hops satisfies the reference value. 

In step S3 the processing part 14 processes the message in 
accordance with the processing conditions. A message under 
goes individualized processing for each destination in accor 
dance with the processing conditions set for each destination. 
If “add channel name' is set, the send origin channel name is 
added to the head of the message. If “respond with represen 
tative name is set, the nickname of the message originator is 
replaced with the designated representative name. If “change 
font is set, the message is rewritten in the designated font. If 
“change display color” is selected, the message is rewritten in 
the designated display color. 
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In step S4 the sending part 13 sends the processed message 

to the destination determined in the aforesaid step S2. 
In the aforesaid processing, the sending by IRC server 1 of 

channel correlation information to each IRC client 2 is the 
same as in the first embodiment. 

(2) IRC Client 
The IRC client 2 processes settings for the channel corre 

lation information shown in the aforesaid FIG. 13 in the same 
way as in the first embodiment. That is, as instructed by the 
user, it displays the channel setting window in FIG.4(a) or the 
condition setting window in FIG. 18. It also receives input to 
these windows and sends commands describing the input 
contents to the IRC server 1. 

Furthermore, in addition to the aforesaid setting process 
ing, receiving from the IRC server 1 condition tables for 
channels in which the IRC client 2 is participating and dis 
playing condition table contents is the same as in the first 
embodiment. 

Other Embodiments 

(A) In the aforesaid embodiments the channel correlation 
information was put in the IRC server 1, but it can also be put 
in the IRC client 2. In this case, the IRC client 2 sends a 
message input on a channel to that channel, and refers to that 
channel's condition table to determine the destination. Next, 
it sends the input message to the destination channel. The 
processing to determine the destination channel is the same as 
the destination determination processing in the aforesaid 
FIG. 11. If message sending is performed by the IRC client 2, 
it is possible to build a chat system that does not use an IRC 
SeVe. 

(B) In the aforesaid embodiments, the setting part 21 was 
provided in the IRC client in order to change the condition 
table. However, it is also possible to change the condition 
table using an existing application. FIG. 21 is a structural 
diagram of a chat system in which a condition table is 
changed using a WWW server and browser. 
A web page for inputting sending conditions or processing 

conditions is prepared on a WWW server in advance. A user 
accesses the web page using a browser 5 on a user terminal 6, 
and sets conditions. This web page (not shown in the drawing) 
is equivalent to the setting windows in FIG. 4 or FIG. 18. 
A rewrite part 15 is provided in the IRC server. Contents set 

at the web page are sent to the rewrite part 15, and written to 
the condition table in the channel DB 11 by rewrite part 15. In 
this way, simply by providing the rewrite part 15 in the IRC 
server 1, it becomes possible for a user to rewrite a condition 
table on the IRC server. 

(C) The aforesaid embodiments were explained with 
examples in which IRC was used as the chat system. How 
ever, the present invention can also be applied to other chat 
systems besides IRC. These include Webchat, Nifty Forum, 
etc., for example. 

(D) The storage medium storing the program that executes 
the previously described inventive method is included in the 
present invention. Examples of the storage medium include 
computer readable and writable floppy disks, hard disks, 
semiconductor memories, CD-ROM, DVD, magneto-optical 
disks (MO), and the like. 

(E) The transmission medium transmitting the program 
that executes the previously described inventive method is 
included in the present invention. Examples of this transmis 
sion medium include transmission media (optical fiber, wire 
less circuits, etc.) in computer network systems (LAN, Inter 
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net, wireless communication network) for propagating and 
Supplying program information as a carrier. 
When chat messages concerning a plurality of Subjects 

occur on a computer network shared by a plurality of users, 
the present invention makes it possible to separate chats by 
each topic and moreover to share chats regarding a plurality of 
topics as needed while chatting on a text basis without con 
fusion. Moreover, by modifying messages as needed, it is 
possible to optimize the display at the destination. 

While only selected embodiments have been chosen to 
illustrate the present invention, to those skilled in the art it will 
be apparent from this disclosure that various changes and 
modifications can be made herein without departing from the 
Scope of the invention as defined in the appended claims. 
Furthermore, the foregoing description of the embodiments 
according to the present invention is provided for illustration 
only, and not for the purpose of limiting the invention as 
defined by the appended claims and their equivalents. 
What is claimed is: 
1. A chat sending method employed in a chat system for 

enabling a conference communication between users sharing 
an identical network, and for content display of chat on the 
network, the chat sending method comprising: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in the chat system to a second virtual 
space shared by a second user group in the chat system; 

deciding based on the send conditions whether to forward 
a message to the second virtual space shared by the 
second user group after the message is received in the 
first virtual space shared by the first user group in the 
chat system; and 

forwarding the message received in the first virtual space to 
the second virtual space in accordance with the decision; 
and wherein of the messages in the first virtual space, 
only the message matching the send conditions is for 
warded and displayed as chat content of the second 
virtual space to enable the conference communication. 

2. A chat system for a conference communication between 
information terminals sharing an identical network, and for 
content display of chat on the network, the chat System com 
prising: 

a conditions table for correlating and storing send condi 
tions for filtering and forwarding messages in a first 
virtual space shared by a first user group in the chat 
system to a second virtual space shared by a second user 
group in the chat system; 

decision means for deciding based on contents of said 
conditions table whether a message on the first virtual 
space should be forwarded to the second virtual space 
shared by the second user group after the message is 
received in the first virtual space shared by the first user 
group in the chat system; and 

forwarding means for forwarding the message received in 
the first virtual space to the second virtual space in 
accordance with the decision; and wherein of the mes 
Sages received in the first virtual space, only the message 
matching the send conditions is forwarded and dis 
played as chat content in the second virtual space to 
enable the conference communication. 

3. The chat system set forth in claim 2, further comprising 
setting means for accepting and recording in said conditions 
table condition settings on forwarding messages between the 
first user group and the second user group. 

4. The chat system set forth in claim 2, wherein inclusion of 
designated keywords in the messages is a send condition. 
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5. The chat system set forth in claim 2, wherein there being 

messages from a designated information terminal is a send 
condition. 

6. The chat system set forth in claim 2, wherein a holding 
score and a holding-score reduction value are set for mes 
sages on the networks, and a send condition is a fresh holding 
point a predetermined criterion value and above, found by 
reducing the holding points for a message by just the reduc 
tion value. 

7. The chat system set forth in claim 2, wherein the send 
condition is there being a message within a designated time 
period. 

8. The chat system set forth in claim 2, wherein a message 
send-origin and send-destination designation is included in 
the send conditions. 

9. The chat system set forth in claim 2, further comprising: 
a process conditions table for storing process conditions 

for forwarding messages from the first user group to the 
second user group; and 

processing means for processing messages forwarded in 
accordance with the process conditions. 

10. The chat system set forth in claim 2, further comprising 
process-setting means for accepting and recording in storage 
means settings on message process conditions. 

11. The chat system set forth in claim 2, wherein said 
information terminal comprises output means for outputting 
conditions on forwarding messages in between the networks. 

12. A signal distribution device for broadcasting messages 
from chat devices to enable a conference communication by 
sharing an identical network with one another and for content 
display of chat on the network, to other chat devices within 
the network, the signal distribution device comprising: 

a conditions table for correlating and storing send condi 
tions for filtering and forwarding messages in a first 
virtual space shared by a first user group in a chat system 
to a second virtual space shared by a second user group 
in the chat system; 

decision means for deciding based on contents of said 
conditions table whether a message on the first virtual 
space should be forwarded to the second virtual space 
shared by the second user group after the message is 
received in the first virtual space shared by the first user 
group in the chat system; and 

forwarding means for forwarding the message received in 
the first virtual space to the second virtual space in 
accordance with the decision; and wherein of the mes 
Sages received in the first virtual space, only the message 
matching the send conditions is forwarded and dis 
played as chat content of the second virtual space to 
enable the conference communication. 

13. A chat device to enable mutual conference communi 
cations by sharing an identical network and for content dis 
play of chat on the network, the chat device comprising: 

a conditions table for correlating and storing send condi 
tions for filtering and forwarding messages in a first 
virtual space shared by a first user group in a chat system 
to a second virtual space shared by a second user group 
in the chat system; 

decision means for deciding, based on contents of said 
conditions table, whether a message on the first virtual 
space should be forwarded to the second virtual space 
shared by the second user group after the message is 
received in the first virtual space shared by the first user 
group in the chat system; and 

forwarding means for forwarding the message received in 
the first virtual space to the second virtual space in 
accordance with the decision; and wherein of the mes 
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Sages received in the first virtual space, only the message 
matching the send conditions is forwarded and dis 
played as chat content of the second virtual space to 
enable the conference communications. 

14. A computer readable storage medium having a chat 
control program employed in signal distribution devices for 
broadcasting messages from chat devices to enable a confer 
ence communication by sharing an identical network with 
one another and for content display of chat on the network, to 
other chat devices within the network, the computer readable 
storage medium wherein is recorded a chat control program 
for executing: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in a chat system to a second virtual space 
shared by a second user group in the chat system; 

deciding based on contents of said conditions table 
whether a message on the first virtual space should be 
forwarded to the second virtual space shared by the 
second user group after the message is received in the 
first virtual space shared by the first user group in the 
chat system; and 

forwarding the message received in the first virtual space to 
the second virtual space in accordance with the decision; 
and wherein of the messages received in the first virtual 
space, only the message matching the send conditions is 
forwarded and displayed as chat content of the second 
virtual space to enable the conference communication. 

15. A computer readable storage medium wherein is 
recorded a chat control program employed in chat devices to 
enable mutual conference communications by sharing an 
identical network and for content display of chat on the net 
work, the computer readable storage medium wherein is 
recorded a chat control program for executing: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in a chat system to a second virtual space 
shared by a second user group in the chat system; 

deciding based on contents of said conditions table 
whether a message on the first virtual space should be 
forwarded to the second virtual space shared by the 
second user group after the message is received in the 
first virtual space shared by the first user group in the 
chat system; and 

forwarding the message received in the first virtual space to 
the second virtual space in accordance with the decision; 
and wherein of the messages received in the first virtual 
space, only the message matching the send conditions is 
forwarded and displayed as chat content of the second 
virtual space to enable the conference communications. 

16. A chat sending method in a chat System for selectively 
sending messages to enable a conference communication, 
comprising: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in the chat system to a second virtual 
space shared by a second user group in the chat system; 

deciding based on the send conditions whether to forward 
the message to the second virtual space shared by the 
second user group after the message is received in the 
first virtual space shared by the first user group in the 
chat system; and 

forwarding the message received in the first virtual space to 
the second virtual space in accordance with the decision; 
and wherein of the messages received in the first virtual 
space, only the message matching the send conditions is 
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forwarded and displayed as chat content of the second 
virtual space to enable the conference communication. 

17. A chat sending method of a chat system for selectively 
sending messages to enable a conference communication, 
comprising: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in a chat system to a second virtual space 
shared by a second user group in the chat system; 

determining whether messages received in the first virtual 
space shared by the first user group match send condi 
tions for forwarding messages after the messages are 
received in the first virtual space shared by the first user 
group in the chat system; and 

forwarding a message among said messages received in the 
first virtual space in the chat system to the second virtual 
space shared by the second user group in the chat system 
based on the determining; wherein of the messages 
received via the first virtual space, only the message 
matching the send conditions is forwarded and dis 
played as chat content of the second virtual space to 
enable the conference communication. 

18. A chat sending method for processing messages to 
enable a conference communication, comprising: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in a chat system to a second virtual space 
shared by a second user group in the chat system; 

determining whether messages received via a the first Vir 
tual space shared by the first user group match send 
conditions for forwarding the messages after the mes 
Sages are received in the first virtual space shared by the 
first user group in the chat system; and 

forwarding a message among said messages received in the 
first virtual space to the second virtual space shared by 
the second user group of a chat System based on the 
determining; wherein of the messages received in the 
first virtual space only the message matching the send 
conditions is forwarded and displayed as chat content of 
the second virtual space during the conference commu 
nication. 

19. A chat sending method of a chat system for selectively 
sending messages to enable a conference communication, 
comprising: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in the chat system; to a second virtual 
space shared by a second user group in the chat system; 

filtering messages residing on the first virtual space shared 
by the first user group based on send conditions for 
forwarding the messages after the messages are received 
in the first virtual space, said filtering including deter 
mining whether to forward said messages; and 

forwarding a message among said messages received in the 
first virtual space to the second virtual space shared by 
the second user group in accordance with the filtering; 
wherein of the messages residing on the first virtual 
space, only the message matching the send conditions is 
forwarded and displayed as chat content of the second 
virtual space to enable the conference communication. 

20. A chat sending method of a chat system for selectively 
sending messages in real-time, comprising: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in the chat system to a second virtual 
space shared by a second user group in the chat system; 
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determining whether messages sent to the first virtual 
space shared by the first user group of the chat system 
match send conditions for forwarding the messages after 
the messages are received in the first virtual space shared 
by the first user group in the chat system; and 

forwarding a message among said messages received in the 
first virtual space in real-time to the second virtual space 
shared by the second user group in accordance with the 
determination; wherein of the messages sent to the first 
virtual space, only the message matching the send con 
ditions is forwarded and displayed as chat content of the 
second virtual space. 

21. A chat sending method of a chat system for selectively 
sharing messages related to conference communications, 
comprising: 

correlating and storing send conditions for filtering and 
forwarding messages in a first virtual space shared by a 
first user group in the chat system to a second virtual 
space shared by a second user group in the chat system; 

determining whether messages exchanged between par 
ticipants using the first virtual space shared by the first 
user group match the send conditions for forwarding the 
messages, said messages being received in the first Vir 
tual space of the chat system; and 

forwarding a message among said messages that match the 
send conditions to participants using the second virtual 
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space shared by the second user group of the chat sys 
tem, and displaying the message sent as chat content of 
the second virtual space. 

22. A chat sending method for selectively sharing mes 
sages related to conference communications, comprising: 

correlating and storing send conditions for filtering and 
forwarding instant messages in a first virtual space 
shared by a first user group in a chat system to a second 
virtual space shared by a second user group in the chat 
system; 

filtering through instant messages received in the first Vir 
tual space shared by the first user group and determining 
whether an instant message among the instant messages 
on the first virtual space meets the send conditions for 
forwarding said instant message Subsequent to transmis 
sion of the instant message to the first virtual space from 
an original sender; and 

forwarding a copy of the instant message to the second 
virtual space shared by the second user group upon 
determining that the instant message meets the send 
conditions, where said copy of the instant message is 
forwarded and displayed as chat content on the second 
virtual space of a chat system to enable a conference 
communication. 
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