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MOBILE TERMINAL AND METHOD FOR 
DISPLAYING MESSAGE THEREOF 

CROSS-REFERENCE TO RELATED 
APPLICATION 

0001. This application claims benefit and priority from 
Korean Patent Application No. 10-2011-0092823, filed Sep. 
15, 2011, the subject matters of which are hereby incorpo 
rated by reference. 

BACKGROUND 

0002 1. Field 
0003 Embodiments relate to a mobile terminal and a 
method for displaying a message thereof 
0004 2. Background 
0005 Terminals can be divided into mobile terminals and 
stationary terminals. The mobile terminals can be classified 
as handheld terminals or vehicle mounted terminals accord 
ing to whether users can personally carry the terminals. 
0006 Nowadays, as mobile terminals provide various ser 
vices, a user can chat in real time with at least one another 
party using an instant message in the mobile terminal. 
0007. However, in view of a characteristic of the mobile 
terminal, a screen size is limited and thus when it is necessary 
to generate two or more chat windows like a case where the 
user simultaneously performs private chat with another party 
while group chatting together with another parties, the user 
feels inconvenience when chatting while alternately moving 
chat windows. 

0008. Therefore, in order to minimize such inconvenience, 
it is considered to improve a structural portion and/or a soft 
ware portion of the terminal. 

SUMMARY 

0009. An aspect of the present invention is to provide a 
mobile terminal and a method for displaying a message 
thereof that can improve user convenience when simulta 
neously performing group chat and private chat using a mes 
Sage. 

0010. In an aspect, a mobile terminal includes: a wireless 
communication unit configured to communicate with a plu 
rality of another parties; a display module; and a controller 
configured to control the display module to display a first chat 
window for displaying a message transmitted to or received 
from the plurality of another parties, and control the display 
module to provide a group chat area for displaying a group 
message transmitted to or received from the plurality of 
another parties and a first private chat area for displaying a 
one-on-one message transmitted to or received from first 
another party of the plurality of another parties within the first 
chat window, when a specific user input is input. 
0011. In another aspect, a method for displaying a mes 
sage of a mobile terminal, the method includes: displaying a 
chat window for displaying a message transmitted to or 
received from a plurality of anotherparties; providing a group 
chat area for displaying a group message transmitted to or 
received from a group with the plurality of another parties and 
a private chat area for displaying a one-on-one message trans 
mitted to or received from one of the plurality of another 
parties within the chat window; selecting one of the group 
chat area and the private chat area; receiving a message 
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through an input window; and displaying the received mes 
sage in the group chat area or the private chat area based on the 
selected chat area. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012. The accompanying drawings, which are included to 
provide a further understanding of described embodiments of 
the present invention and are incorporated in and constitute a 
part of this specification, illustrate embodiments of the 
present invention and together with the description serve to 
explain aspects and features of the present invention. 
0013 FIG. 1 is a block diagram illustrating a configuration 
of a mobile terminal according to embodiments of the present 
invention; 
0014 FIG. 2 is a front perspective view illustrating a 
mobile terminal according to exemplary embodiments of the 
present invention; 
0015 FIG. 3 is a rear perspective view illustrating a 
mobile terminal according to exemplary embodiments of the 
present invention; 
0016 FIG. 4 illustrates a view mode of a mobile terminal 
according to exemplary embodiments of the present inven 
tion; 
0017 FIG. 5 is a flowchart illustrating a method of cou 
pling chat windows in a mobile terminal according to a first 
exemplary embodiment of the present invention; 
0018 FIGS. 6 to 12 illustrate examples of receiving a 
control input of requesting generation of a private chat area in 
a mobile terminal according to a first exemplary embodiment 
of the present invention; 
0019 FIG. 13 illustrates an example of a screen for dis 
playing an indicator indicating that a private chat area is 
included within a group chat window in a mobile terminal 
according to a first exemplary embodiment of the present 
invention; 
0020 FIG. 14 illustrates an example of providing two or 
more private chat areas within a group chat window in a 
mobile terminal according to a first exemplary embodiment 
of the present invention; 
0021 FIG. 15 illustrates an example of providing another 
private chat area within a private chat area in a mobile termi 
nal according to a first exemplary embodiment of the present 
invention; 
0022 FIG. 16 illustrates another example of providing 
two or more private chat areas within a group chat window in 
a mobile terminal according to a first exemplary embodiment 
of the present invention; 
0023 FIGS. 17 and 18 illustrate an example of coupling 
private chat areas in a mobile terminal according to a first 
exemplary embodiment of the present invention; 
0024 FIG. 19 illustrates an example of sharing a message 
within a private chat area with another parties of a group chat 
area in a mobile terminal according to a first exemplary 
embodiment of the present invention; 
0025 FIG. 20 is a flowchart illustrating a method for dis 
playing a transmission message in a mobile terminal accord 
ing to a first exemplary embodiment of the present invention; 
0026 FIG. 21 illustrates an example of selecting a chat 
area in a mobile terminal according to a first exemplary 
embodiment of the present invention; 
0027 FIGS. 22 to 24 illustrate examples of displaying a 
message in a mobile terminal according to a first exemplary 
embodiment of the present invention; 
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0028 FIG. 25 is a flowchart illustrating a method for dis 
playing a received message in a mobile terminal according to 
a first exemplary embodiment of the present invention; 
0029 FIG. 26 illustrates an example of displaying a 
received message in a mobile terminal according to a first 
exemplary embodiment of the present invention; 
0030 FIG. 27 is a flowchart illustrating a method of mov 
ing a message in a mobile terminal according to a first exem 
plary embodiment of the present invention; 
0031 FIG. 28 illustrates an example of moving a message 
to another chat area in a mobile terminal according to a first 
exemplary embodiment of the present invention; 
0032 FIG. 29 illustrates an example of displaying only a 
private chat area in a group chat window in a mobile terminal 
according to a first exemplary embodiment of the present 
invention; 
0033 FIG. 30 illustrates an example of displaying only a 
private chat area on a screen in a mobile terminal according to 
a first exemplary embodiment of the present invention. 
0034 FIG. 31 is a flowchart illustrating a method of add 
ing another party in a mobile terminal according to a first 
exemplary embodiment of the present invention; 
0035 FIGS. 32 and 33 illustrate examples of adding chat 
anther party in a mobile terminal according to a first exem 
plary embodiment of the present invention; 
0036 FIG. 34 is a flowchart illustrating a method of sepa 
rating a chat window of a mobile terminal according to a first 
exemplary embodiment of the present invention; 
0037 FIGS. 35 to 39 illustrate examples of separating a 
chat window in a mobile terminal according to a first exem 
plary embodiment of the present invention; 
0038 FIG. 40 is a flowchart illustrating a method for dis 
playing a message in a mobile terminal according to a second 
exemplary embodiment of the present invention; 
0039 FIG. 41 illustrates an example of sharing a message 
between chat windows in a mobile terminal according to a 
second exemplary embodiment of the present invention; 
0040 FIG. 42 is a flowchart illustrating a method for dis 
playing a message in a mobile terminal according to a third 
exemplary embodiment of the present invention; and 
0041 FIG. 43 is a diagram illustrating a method for dis 
playing a message in a mobile terminal according to a second 
exemplary embodiment of the present invention. 

DETAILED DESCRIPTION 

0042 Embodiments of the present invention will now be 
described more fully with reference to the accompanying 
drawings, in which certain embodiments of the invention are 
illustrated. The invention may, however, be embodied in 
many different forms and should not be construed as being 
limited to the embodiments set forth herein; rather, these 
embodiments are described and/or illustrated so that this dis 
closure will be more thorough and complete, and will more 
fully convey the aspects of the invention to those skilled in the 
art. 

0043. Hereinafter, a mobile terminal according to embodi 
ments of the present invention will be described below in 
more detail with reference to the accompanying drawings. In 
the following description, the suffixes “module” and “unit 
are used in reference to components of the mobile terminal for 
convenience of description and do not have meanings or 
functions different from each other. 
0044) The mobile terminals described herein may include 
a cellular phone, a Smartphone, a laptop computer, a digital 
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broadcasting terminal, a personal digital assistant (PDA), a 
portable multimedia player (PMP), and a navigation system. 
004.5 FIG. 1 is a block diagram of a mobile terminal 100 
according to an embodiment of the present invention. It is 
understood that other embodiments, configurations and 
arrangements may also be provided. With reference to FIG. 1, 
the mobile terminal 100 may include a wireless communica 
tion unit 110, an audio/video (A/V) input unit 120, a user 
input unit 130, a sensing unit 140, an output unit 150, a 
memory 160, an interface unit 170, a controller 180, and a 
power supply 190. Not all of the components shown in FIG. 1 
are essential, and the number of components included in the 
mobile terminal 100 may be varied. The components of the 
mobile terminal 100, as illustrated with reference to FIG. 1 
will now be described. 

0046. The wireless communication unit 110 may include 
at least one module that enables wireless communication 
between the mobile terminal 100 and a wireless communica 
tion system or between the mobile terminal 100 and a network 
in which the mobile terminal 100 is located. For example, the 
wireless communication unit 110 may include a broadcast 
receiving module 111, a mobile communication module 112, 
a wireless Internet module 113, a local area (or short-range) 
communication module 114, and a location information (or 
position-location) module 115. 
0047. The broadcast receiving module 111 may receive 
broadcasting signals and/or broadcasting related information 
from an external broadcasting management server through a 
broadcasting channel. The broadcasting channel may include 
a satellite channel and a terrestrial channel, and the broad 
casting management server may be a server that generates and 
transmits broadcasting signals and/or broadcasting related 
information or a server that receives previously created 
broadcasting signals and/or broadcasting related information 
and transmits the broadcasting signals and/or broadcasting 
related information to a terminal. 
0048. The broadcasting signals may include not only TV 
broadcasting signals, wireless broadcasting signals, and data 
broadcasting signals, but also signals in the form of a combi 
nation of a TV broadcasting signal and a radio broadcasting 
signal. The broadcasting related information may be infor 
mation on abroadcasting channel, a broadcasting program or 
a broadcasting service provider, and may be provided even 
through a mobile communication network. In the latter case, 
the broadcasting related information may be received by the 
mobile communication module 112. 
0049. The broadcasting related information may exist in 
any of various forms. For example, the broadcasting related 
information may exist in the form of an electronic program 
guide (EPG) of a digital multimedia broadcasting (DMB) 
system or in the form of an electronic service guide (ESG) of 
a digital video broadcast-handheld (DVB-H) system. 
0050. The broadcast receiving module 111 may receive 
broadcasting signals using various broadcasting systems. 
More particularly, the broadcast receiving module 111 may 
receive digital broadcasting signals using digital broadcast 
ing systems such as a digital multimedia broadcasting-terres 
trial (DMB-T) system, a digital multimedia broadcasting 
satellite (DMB-S) system, a media forward link only 
(MediaFLOTM) system, a DVB-H system, and an integrated 
services digital broadcast-terrestrial (ISDB-T) system. The 
broadcast receiving module 111 may receive signals from 
broadcasting systems providing broadcasting signals other 
than the above-described digital broadcasting systems. 
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0051. The broadcasting signals and/or broadcasting 
related information received through the broadcast receiving 
module 111 may be stored in the memory 160. The mobile 
communication module 112 may transmit/receive a wireless 
signal to/from at least one of a base station, an external 
terminal and a server on a mobile communication network. 
The wireless signal may include a Voice call signal, a video 
call signal or data in various forms according to the transmis 
sion and reception of text/multimedia messages. 
0052. The wireless Internet module 113 may correspond 
to a module for wireless Internet access and may be included 
in the mobile terminal 100 or may be externally attached to 
the mobile terminal 100. Wireless LAN (WLAN or Wi-Fi), 
wireless broadband (WibroTM), world interoperability for 
microwave access (WimaxTM), high speed downlink packet 
access (HSDPA) and other technologies may be used as a 
wireless Internet technique. 
0053. The local area communication module 114 may cor 
respond to a module for local area communication. Further, 
BluetoothTM, radio frequency identification (RFID), infrared 
data association (IrDA), ultra wideband (UWB) and/or Zig 
BeeTM may be used as a local area communication technique. 
0054 The position-location module 115 may confirm or 
obtain the position of the mobile terminal 100. The position 
location module 115 may obtain position information by 
using a global navigation satellite system (GNSS). The GNSS 
refers to a radio navigation satellite system that revolves 
around the earth and transmits reference signals to predeter 
mined types of radio navigation receivers such that the radio 
navigation receivers may determine their positions on the 
earth's surface or near the earth's surface. The GNSS may 
include a global positioning system (GPS) of the United 
States, Galileo of Europe, a global orbiting navigational sat 
ellite system (GLONASS) of Russia, COMPASS of China, 
and a quasi-Zenith satellite system (QZSS) of Japan among 
others. 

0055. A global positioning system (GPS) module is one 
example of the position-location module 115. The GPS mod 
ule 115 may calculate information regarding distances 
between one point or object and at least three satellites and 
information regarding a time when the distance information 
is measured and apply trigonometry to the obtained distance 
information to obtain three-dimensional position information 
on the point or object according to latitude, longitude and 
altitude at a predetermined time. A method of calculating 
position and time information using three satellites and cor 
recting the calculated position and time information using 
another satellite may also be used. In addition, the GPS mod 
ule 115 may continuously calculate the current position in 
real time and calculate Velocity information using the loca 
tion or position information. 
0056. As shown in FIG. 1, the A/V input unit 120 may 
input an audio signal or a video signal and include a camera 
121 and a microphone 122. The camera 121 may process 
image frames of still images or moving pictures obtained by 
an image sensor in a video call mode or a photographing 
mode. The processed image frames may be displayed on a 
display module 151 which may be a touch screen. 
0057 The image frames processed by the camera 121 may 
be stored in the memory 160 or may be transmitted to an 
external device through the wireless communication unit 110. 
The mobile terminal 100 may also include two or more cam 
eras 121. 
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0058. The microphone 122 may receive an external audio 
signal in a call mode, a recording mode or a speech recogni 
tion mode and process the received audio signal into elec 
tronic audio data. The audio data may then be converted into 
a form that may be transmitted to a mobile communication 
base station through the mobile communication module 112 
and output in the call mode. The microphone 122 may employ 
various noise removal algorithms (or noise canceling algo 
rithms) for removing or reducing noise generated when the 
external audio signal is received. 
0059. The user input unit 130 may receive input data 
required for controlling the mobile terminal 100 from a user. 
The user input unit 130 may include a keypad, a dome switch, 
a touchpad (e.g., constant Voltage/capacitance), a jog wheel, 
and a jog Switch. 
0060. The sensing unit 140 may sense a current state of the 
mobile terminal 100, such as an open/closed state of the 
mobile terminal 100, a position of the mobile terminal 100, 
whethera user touches the mobile terminal 100, a direction of 
the mobile terminal 100, and acceleration/deceleration of the 
mobile terminal 100, and generate a sensing signal required 
for controlling the mobile terminal 100. For example, if the 
mobile terminal 100 is a slide phone, the sensing unit 140 may 
sense whether the slide phone is opened or closed. Further, 
the sensing unit 140 may sense whether the power supply 190 
supplies power and/or whether the interface unit 170 is con 
nected to an external device. The sensing unit 140 may also 
include a proximity sensor 141. 
0061. The output unit 150 may generate visual, auditory 
and/or tactile output and may include the display module 151, 
an audio output module 152, an alarm unit 153 and a haptic 
module 154. The display module 151 may display informa 
tion processed by the mobile terminal 100. The display mod 
ule 151 may display a user interface (UI) or a graphic user 
interface (GUI) related to a voice call when the mobile ter 
minal 100 is in the call mode. The display module 151 may 
also display a captured and/or received image and a UI or a 
GUI when the mobile terminal 100 is in the video call mode 
or the photographing mode. 
0062. In addition, the display module 151 may include at 
least a liquid crystal display, a thin film transistor liquid 
crystal display, an organic light-emitting diode display, a 
flexible display or a three-dimensional display. Some of these 
displays may be of a transparent type or a light transmissive 
type. That is, the display module 151 may include a transpar 
ent display. 
0063. The transparent display may include a transparent 
liquid crystal display. The rear of the display module 151 may 
include a light transmissive type display. Accordingly, a user 
may be able to see an object located behind the body of the 
mobile terminal 100 through the transparent portion of the 
display unit 151 on the body of the mobile terminal 100. 
0064. The mobile terminal 100 may also include two or 
more display modules 151. For example, the mobile terminal 
100 may include a plurality of display modules 151 that are 
arranged on a single face of the mobile terminal 100 and 
spaced apart from each other at a predetermined distance or 
that are integrated together. The plurality of display modules 
151 may also be arranged on different sides of the mobile 
terminal 100. 

0065. Further, when the display module 151 and a touch 
sensing sensor (hereafter referred to as a touch sensor) form a 
layered structure that is referred to as a touch screen, the 
display module 151 may be used as an input device in addi 
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tion to an output device. The touch sensor may be in the form 
of a touch film, a touch sheet, or a touch pad, for example. 
0066. The touch sensor may convert a variation in pres 
sure, applied to a specific portion of the display module 151, 
or a variation in capacitance, generated at a specific portion of 
the display module 151, into an electric input signal. The 
touch sensor may sense pressure, position, and an area (or 
size) of the touch. 
0067. When the user applies a touch input to the touch 
sensor, a signal corresponding to the touch input may be 
transmitted to a touch controller. The touch controller may 
then process the signal and transmit data corresponding to the 
processed signal to the controller 180. Accordingly, the con 
troller 180 may detectatouched portion of the display module 
151. 
0068. The proximity sensor 141 of the sensing unit 140 
may be located in an internal region of the mobile terminal 
100, surrounded by the touchscreen, or near the touchscreen. 
The proximity sensor 141 may sense the presence of an object 
approaching a predetermined sensing face or an object 
located near the proximity sensor using an electromagnetic 
force or infrared rays without mechanical contact. The proX 
imity sensor 141 may have a lifetime longer than a contact 
sensor and may thus be more appropriate for use in the mobile 
terminal 100. 
0069. The proximity sensor 141 may include a transmis 
sion type photoelectric sensor, a direct reflection type photo 
electric sensor, a mirror reflection type photoelectric sensor, a 
high-frequency oscillating proximity sensor, a capacitive 
proximity sensor, a magnetic proximity sensor, and/or an 
infrared proximity sensor. A capacitive touch screen may be 
constructed Such that proximity of an indicator is detected 
through a variation in an electric field according to the proX 
imity of the indicator. The touchscreen (touch sensor) may be 
considered as a proximity sensor 141. 
0070 For the convenience of description, an action in 
which an indicator approaches the touchscreen without actu 
ally touching the touch screen may be referred to as a proX 
imity touch, and an action in which the indicator is brought 
into contact with the touch screen may be referred to as a 
contact touch. The proximity touch point of the indicator on 
the touchscreen may correspond to a point of the touchscreen 
at which the indicator is perpendicular to the touch screen. 
0071. The proximity sensor 141 may sense the proximity 
touch and a proximity touch pattern (e.g., a proximity touch 
distance, a proximity touch direction, a proximity touch 
Velocity, a proximity touch time, a proximity touch position, 
a proximity touch moving state). Information corresponding 
to the sensed proximity touch action and proximity touch 
pattern may then be displayed on the touch screen. 
0072 The audio output module 152 may output audio data 
received from the wireless communication unit 110 or stored 
in the memory 160 in a call signal receiving mode, a call mode 
or a recording mode, a speech recognition mode and abroad 
cast receiving mode. The audio output module 152 may out 
put audio signals related to functions performed in the mobile 
terminal 100. Such as a call signal incoming tone and a mes 
sage incoming tone. The audio output module 152 may 
include a receiver, a speaker, and/or a buZZer. The audio 
output module 152 may output sounds through an earphone 
jack. The user may listen to the Sounds by connecting an 
earphone to the earphone jack. 
0073. The alarm unit 153 may output a signal indicating 
generation (or occurrence) of an event of the mobile terminal 
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100. For example, alarms may be generated when a call signal 
or a message is received and when a key signal or a touch is 
input. The alarm unit 153 may also output signals different 
from Video signals or audio signals, for example, a signal 
indicating generation of an event through vibration. The 
Video signals or the audio signals may also be output through 
the display module 151 or the audio output module 152. 
0074 The haptic module 154 may generate various haptic 
effects that the user may feel. One of the haptic effects is 
vibration. The intensity and/or pattern of a vibration gener 
ated by the haptic module 154 may also be controlled. For 
example, different vibrations may be combined with each 
other and output or may be sequentially output. 
0075. The haptic module 154 may generate a variety of 
haptic effects including an effect attributed to an arrangement 
of pins vertically moving against a contact skin Surface, an 
effect attributed to a jet force or a suctioning force of air 
through a jet hole or a suction hole, an effect attributed to a 
rubbing of the skin, an effect attributed to contact with an 
electrode, an effect of stimulus attributed to an electrostatic 
force, and an effect attributed to a reproduction of cold and 
warmth using an element for absorbing or radiating heat in 
addition to vibrations. 

0076. The haptic module 154 may not only transmit haptic 
effects through direct contact but may also allow the user to 
feel haptic effects through the user's fingers or arms. The 
mobile terminal 100 may also include a plurality of haptic 
modules 154. 

0077. The memory 160 may store a program for operating 
the controller 180 and temporarily store input/output data 
Such as a phone book, messages, still images, and/or moving 
pictures. The memory 160 may also store data regarding 
various patterns of vibrations and Sounds that are output from 
when a touch input is applied to the touch screen. 
0078. The memory 160 may include at least a flash 
memory, a hard disk type memory, a multimedia card micro 
type memory, a card type memory Such as SD or XD memory, 
a random access memory (RAM), a static RAM (SRAM), a 
read-only memory (ROM), an electrically erasable program 
mable ROM (EEPROM), a programmable ROM (PROM) 
magnetic memory, a magnetic disk, or an optical disk. The 
mobile terminal 100 may also operate in association with a 
web storage performing the storage function of the memory 
160 on the Internet. 

(0079. The interface unit 170 may serve as a path to exter 
nal devices connected to the mobile terminal 100. The inter 
face unit 170 may receive data or power from the external 
devices, transmit the data or power to internal components of 
the mobile terminal 100, or transmit data of the mobile ter 
minal 100 to the external devices. For example, the interface 
unit 170 may include a wired/wireless headset port, an exter 
nal charger port, a wired/wireless data port, a memory card 
port, a port for connecting a device having a user identifica 
tion module, an audio I/O port, a video I/O port, and/or an 
earphone port. 
0080. The interface unit 170 may also interface with a user 
identification module that is a chip that stores information for 
authenticating authority to use the mobile terminal 100. For 
example, the user identification module may be a user identity 
module (UIM), a subscriber identity module (SIM) and a 
universal subscriber identify module (USIM). An identifica 
tion device including the user identification module may also 
be manufactured in the form of a Smart card. Accordingly, the 
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identification device may be connected to the mobile terminal 
100 through a port of the interface unit 170. 
0081. The interface unit 170 may also be a path through 
which power from an external cradle is provided to the mobile 
terminal 100 when the mobile terminal 100 is connected to 
the external cradle or a path through which various command 
signals input by the user through the cradle are provided to the 
mobile terminal 100. The various command signals or power 
input from the cradle may be used as signals for checking 
whether the mobile terminal 100 is correctly settled (or 
loaded) in the cradle. 
0082. The controller 180 may control overall operations of 
the mobile terminal 100. For example, the controller 180 may 
control and process voice communication, data communica 
tion and/or a video call. The controller 180 may also include 
a multimedia module 181 for playing a multimedia file. The 
multimedia module 181 may be included in the controller 180 
as shown in FIG. 1 or may be separated from the controller 
180. 

0083. The controller 180 may perform a pattern recogni 
tion process of recognizing handwriting input or picture 
drawing input applied to the touch screen as characters or 
images. The power supply 190 may receive external power 
and internal power and provide power required for operating 
the components of the mobile terminal 100 under the control 
of the controller 180. 

0084. According to a hardware implementation, embodi 
ments of the present invention may be implemented using at 
least application specific integrated circuits (ASICs), digital 
signal processors (DSPs), digital signal processing devices 
(DSPDs), programmable logic devices (PLDs), field pro 
grammable gate arrays (FPGAs), processors, controllers, 
micro-controllers, microprocessors, and/or electrical units 
for executing functions. The embodiments may be imple 
mented using the controller 180. 
0085. According to a software implementation, embodi 
ments including procedures or functions may be imple 
mented using a separate Software module executing at least 
one function or operation. Software code may be imple 
mented according to a software application written in an 
appropriate software language. The Software codes may be 
stored in the memory 160 and executed by the controller 180. 
I0086 FIG. 2 is a front perspective view of a mobile termi 
nal or a handheld terminal 100 according to an embodiment of 
the present invention. The handheld terminal 100 has a bar 
type terminal body. However, embodiments of the present 
invention are not limited to a bar type terminal and may 
include various types of terminals such as slide type, folder 
type, Swing type and Swivel type terminals having two or 
more bodies coupled such that they can move relative to each 
other. 

0087. The terminal body includes a case (a casing, a hous 
ing, or a cover) forming the exterior of the terminal 100. In the 
embodiment of FIG. 2, the case may be divided into a front 
case 101 and a rear case 102. Various electronic components 
are arranged in the space (volume) defined between the front 
case 101 and the rear case 102. At least one middle case may 
be additionally arranged between the front case 101 and the 
rear case 102. The cases may be made of plastics through 
injection molding or made of a metal material Such as stain 
less steel (STS) or titanium (Ti). 
0088. The display module 151, the audio output module 
152, the camera 121, user input unit 130 (e.g., operating units 
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131, 132), the microphone 122 and the interface unit 170 may 
bearranged in the terminal body, specifically, in the front case 
101. 

I0089. The display module 151 occupies a majority of the 
area of the main face of the front case 101. The audio output 
module 152 and the camera 121 are arranged in a region in 
proximity to an end of the display module 151, and the oper 
ating unit 131 and the microphone 122 are located in a region 
in proximity to the other end of the display module 151. The 
operating unit 132 and the interface unit 170 are arranged on 
the lateral sides of the front case 101 and the rear case 102. 

0090 The user input unit 130 is operated to receive com 
mands controlling the handheld terminal 100 and may 
include a plurality of operating units 131 and 132. The first 
and second operating units 131 and 132 may be referred to as 
manipulating portions and may employ a tactile mechanism 
by which a user operates the operating units 131 and 132 by 
touch. 

0091. The first and second operating units 131 and 132 
may receive various inputs. For example, the first operating 
unit 131 receives commands such as START, END, and 
SCROLL, and the second operating unit 132 receives com 
mands such as CONTROL (the volume of sound output 
from the audio output module 152) or "CONVERT (a mode 
of the display module 151 into a touch recognition mode). 
0092 FIG. 3 is a rear perspective view of the handheld 
terminal shown in FIG. 2 according to an embodiment of the 
present invention. 
I0093. Referring to FIG.3, a camera 121' may be addition 
ally mounted at the rear side of the terminal body, that is, the 
rear case 102. The camera 121' captures images along a 
direction opposite to that of the camera 121 shown in FIG. 2 
and may have a pixel resolution different from that of the 
camera 121. 

0094 For example, according to one embodiment, the 
camera 121 has a relatively low resolution suitable for cap 
turing an image of the face of a user and transmitting the 
captured image in a video call, while the camera 121' has a 
relatively high resolution Suitable for capturing a photograph 
of a general subject. The cameras 121 and 121' may be 
mounted to the terminal body such that they may be rotated or 
popped-up. 
(0095. A flash 123 and a mirror 124 may be additionally 
arranged in proximity to the camera 121". The flash 123 lights 
a subject when the camera 121" takes a picture of the subject. 
The mirror 124 may be used by the user to view his/her face 
when the user wants to self-photograph himself/herself using 
the camera 121". 
0096. An audio output module 152 may be additionally 
provided on the rear side of the terminal body. The audio 
output module 152 may facilitate a stereo function in con 
junction with the audio output module 152 shown in FIG. 2 
and may be used in a speaker phone mode when the terminal 
is used for a voice call. 

0097 Abroadcasting signal receiving antenna 116 may be 
additionally attached to the side of the terminal body in addi 
tion to an antenna for voice calls. The antenna, which may 
constitute a part of the broadcast receiving module 111 shown 
in FIG. 1, may be mounted in the terminal body such that the 
antenna may be pulled out from (and retracted into) the ter 
minal body. 
(0098. The power supply 190 for providing power to the 
handheld terminal 100 is set in the terminal body. The power 
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supply 190 may be provided in the terminal body or detach 
ably installed on the terminal body. 
0099. A touchpad 135 for sensing a touch may be addi 
tionally attached to the rear case 102. The touchpad 135 may 
be of a light transmission type similar to the display module 
151. In this configuration, if the display module 151 outputs 
visual information through both of its sides (or faces), the 
visual information may be viewable via the touch pad 135. 
The information output through both sides of the display unit 
151 may be controlled by the touchpad 135. Alternatively (or 
in addition), a display is additionally attached to the touchpad 
135 such that a touch screen may be arranged in the rear case 
102. 
0100. The touchpad 135 operates in connection with the 
display module 151 of the front case 101. The touchpad 135 
may extend parallel to the display module 151 behind the 
display module 151. The touch panel 135 may have a size 
equal to or smaller than the size of the display module 151. 
0101 FIG. 4 illustrates a view mode of a mobile terminal 
100 according to exemplary embodiments of the present 
invention. 
0102. In this document, the view mode of the mobile ter 
minal 100 is classified into a landscape view mode and a 
portrait view mode according to a screen display direction. 
0103 FIG.4(a) illustrates a case where a view mode of the 
mobile terminal 100 is a portrait view mode, and FIG. 4(b) 
illustrates a case where a view mode of the mobile terminal 
100 is a landscape view mode. 
0104. In this document, a view mode of the mobile termi 
nal 100 is determined according to a posture of the mobile 
terminal 100, and when a body of the mobile terminal 100 
rotates, a view mode of the mobile terminal 100 is converted 
from a portrait view mode a to a landscape view mode b or 
from a landscape view mode b to a portrait view modea. 
0105 Exemplary embodiments disclosed in this docu 
ment can be embodied in the mobile terminal 100 described 
with reference to FIGS. 1 to 4. 
0106. In this document, it is assumed that the display 
module 151 is a touch screen 151. As described above, the 
touch screen 151 can perform both an information display 
function and an information input function. However, the 
present invention is not limited thereto. 
0107 Further, in this document, a touch gesture is a ges 
ture embodied by a contact touch or a proximity touch of the 
touch screen 151, and a touch input is an input received by a 
touch gesture. 
0108. The touch gesture is classified into tapping, drag, 
flicking, press, multi touch, pinch-in, and pinch-out accord 
ing to an action. 
0109 Tapping is an action of lightly pressing one time the 
touch screen 151 and is a touch gesture Such as a click touch 
of a mouse in a general computer. 
0110. Further, a drag is an action of moving a finger to a 
specific position in a state of touching the touch screen 151, 
and when dragging an object, the object may continue to 
move in a drag direction and be displayed. 
0111 Further, flicking is an action of moving a finger in a 
specific direction (a right side, a left side, an upper side, a 
lower side, and a diagonal line) and removing after touching 
the touch screen 151, and when a touch input is received by 
flicking, the mobile terminal 100 performs a processing of a 
specific operation based on a flicking direction or speed. For 
example, the mobile terminal 100 may perform operation of 
turning a page of an e-book based on a flicking direction. 
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0112 Further, press is an action of continuing to Sustain a 
touch for a predetermined time period or more after touching 
the touch screen 151. 
0113. Further, a multi touch is an action of simultaneously 
touching a plurality of points of the touch screen 151. 
0114. Further, pinch-in is an action of dragging a plurality 
of pointers while multi-touching in an approaching direction 
on the touch screen 151. That is, pinch-in is started from at 
least one of a plurality of points while multi-touching and is 
an action of dragging a plurality of points while multi-touch 
ing in an approaching direction on the touch screen 151. 
0115 Further, pinch-out is an action of dragging a plural 
ity of pointers while multi-touching in a receding direction on 
the touchscreen 151. That is, pinch-out is started from at least 
one of a plurality of points while multi-touching and is an 
action of dragging a plurality of points while multi-touching 
in a receding direction on the touch screen 151. 
0116. In this document, a group of users chatting using a 
message transmitted and/or received using the mobile termi 
nal 100 is referred to as a chat group. Further, a message 
transmitted or received within the chat group is referred to as 
“chat contents. 
0117. Further, in this document, for convenience of 
description, a window for displaying a message communi 
cated with a device of another user belonging to the chat 
group is referred to as a chat window. Further, a user of the 
device communicating a message with the mobile terminal 
100 through the wireless communication unit 110 is referred 
to as another party. Accordingly, communicating a message 
between the mobile terminal and another device is referred as 
transmitting/receiving a message between the user of mobile 
terminal 100 and another party. 
0118. In this document, a case where the message is an 
instant message IM is exemplified. However, the present 
invention is not limited thereto. A technical idea disclosed in 
this document can be applied even to a case where the mes 
sage is various forms of messages transmitted or received 
through the wireless communication unit 110. Such as a short 
message service (SMS), a multimedia messaging service 
(MMS), and an e-mail. 
0119 Hereinafter, operation of the mobile terminal 100 
for embodying exemplary embodiments disclosed in this 
document will be described in detail. 
0.120. The sensing unit 140 acquires a rotation on an axis 
of the mobile terminal 100 using a gyroscope, i.e., a rotation 
speed or an angular Velocity according to a rotation of the 
mobile terminal 100. Further, the sensing unit 140 acquires 
gravity acceleration according to a motion of the mobile 
terminal 100 through an accelerometer. Further, the sensing 
unit 140 acquires an orientation of the mobile terminal 100 
like a compass through a magnetic sensor. 
I0121 The controller 180 acquires a motion of the mobile 
terminal 100 based on at least one of an angular velocity 
acquired through a gyroscope of the sensing unit 140, gravity 
acceleration acquired through an accelerometer, and an ori 
entation of the mobile terminal 100 acquired through a mag 
netic sensor. 
0.122 Further, the controller 180 acquires a posture of the 
mobile terminal 100 based on a motion of the mobile terminal 
100 acquired through the sensing unit 140 and controls a view 
mode based on a posture of the mobile terminal 100. 
(0123. Further, the controller 180 communicates with at 
least one another party using a message transmitted or 
received through the wireless communication unit 110. 
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0.124. Further, the controller 180 may provide a private 
chat area within a group chat window for displaying a mes 
sage transmitted to or received from a plurality of another 
parties as a group based on the user's control. The private chat 
area is an area for displaying private chat contents with a 
specific another party 
0.125 Further, in a state where a plurality of chat windows 
are displayed, if a specific gesture is input, the controller 180 
may control to copy and paste chat contents displayed in one 
chat window within another chat window. 

0126 Hereinafter, a method for displaying a message of 
the mobile terminal 100 according to a first exemplary 
embodiment of the present invention and operation of the 
mobile terminal 100 for embodying the same will be 
described in detail with reference to necessary drawings. 
0127 FIGS. 5 to 39 illustrate a method for displaying a 
message of the mobile terminal 100 according to a first exem 
plary embodiment of the present invention. 
0128 FIG. 5 is a flowchart illustrating a method of cou 
pling chat windows in the mobile terminal 100 according to a 
first exemplary embodiment of the present invention. Further, 
FIGS. 6 to 10 illustrate a method of coupling chat windows of 
FIG.S. 

0129 Referring to FIG. 5, the controller 180 controls the 
touch screen 151 to display a chat window for displaying a 
message transmitted and received as a group between the user 
of the mobile terminal 100 and a plurality of another parties 
based on the users control input (S101). Hereinafter, for 
convenience of description, a message transmitted or receiv 
ing as a group between the user of the mobile terminal 100 
and a plurality of another parties is referred to as group 
message and a chat window for displaying the group mes 
sages referred to as a group chat window. 
0130. Thereafter, when a control input for requesting gen 
eration of a private chat area corresponding to one of the 
plurality of another parties while group chatting is received 
(S102), the controller 180 controls the touch screen 151 to 
display a private chat area within a chat window (S103). 
0131 Here, the private chat area is an area for displaying a 
private message transmitted or received one-on-one between 
the user of the mobile terminal 100 and a specific another 
party. In this document, for convenience of description, a 
message transmitted or received one-on-one with the specific 
another party is referred to as private message. Further, the 
rest area, except for the private chat area within the group chat 
window is referred to as a group chat area. The group 
message transmitted or receiving as a group between the user 
of the mobile terminal 100 and the plurality of another parties 
is displayed within the group chat area. 
0.132. At step S102, the control input for requesting gen 
eration of a private chat area within a group chat window may 
be received through various methods. 
0133. In a state where a group chat window and a private 
chat window are displayed, when the private chat window is 
dragged to the group chat window, the controller 180 may 
receive the control input for requesting generation of a private 
chat area corresponding to the dragged private chat window 
within the group chat window. 
0134) Further, in a state where a group chat window and a 
private chat window are displayed, when the group chat win 
dow and the private chat window are multi-touched and are 
pinched-in, the controller 180 may receive the control input 
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for requesting generation of a private chat area corresponding 
to the private chat window dragged within the group chat 
window. 

0.135 Further, in a state where a group chat window and a 
private chat window are displayed, when a view mode of the 
mobile terminal 100 is changed, the controller 180 may 
receive the control input for requesting generation of a private 
chat window corresponding to the private chat window within 
the group chat window. 
0.136 Further, when a message received from a specific 
another party among messages displayed within the group 
chat window is dragged to a message transmitted by the user 
of the mobile terminal 100, the controller 180 may receive the 
control input for requesting generation of a private chat area 
for the specific another party within the group chat window. 
0.137 Further, when a message received from a specific 
another party among messages displayed within the group 
chat window and a message transmitted by the user of the 
mobile terminal 100 are pinched-in, the controller 180 may 
receive the control input for requesting generation of a private 
chat area for the specific another party within the group chat 
window. 

0.138. The controller 180 may receive a control input for 
requesting generation of a private chat area within a group 
chat window through various methods in addition to the 
above-described method. 

I0139 FIGS. 6 to 12 illustrate examples of receiving the 
control input of requesting generation of a private chat area. 
0140. Referring to FIG. 6(a), the controller 180 controls 
the touch screen 151 to display a group message GM trans 
mitted to or received from a plurality of another parties AAA 
and BBB, and a private message PM transmitted to or 
received from another party AAA in different chat windows 
GW and PW, respectively. 
0.141 Further, the controller 180 controls the touchscreen 
151 to display a message input window IW1 for inputting a 
group message transmitted to another parties AAA and BBB. 
and a message input window IW2 for inputting a private 
message transmitted to the another party AAA, respectively. 
0142. Thereafter, when the private chat window PW is 
dragged to the group chat window GW by the user, the con 
troller 180 receives a user input of requesting integrating two 
chat windows GW and PW. That is, the controller 180 
receives a control input of requesting generation of a private 
chat area corresponding to the private chat window PW 
within the group chat window GW. 
0.143 Accordingly, as shown in FIG. 6(b), the controller 
180 provides a private chat area A2 within the group chat 
window GWas. Referring to FIG. 6(b), the private chat area 
A2 may be displayed in a speech balloon form. Further, a 
message PM transmitted or received one-on-one between the 
user of the mobile terminal 100 and another party AAA may 
be sequentially displayed in the private chat area A2. Further, 
in order to identify another party AAA chatting through the 
private chat area A2, identification information of another 
party AAA may be displayed in the private chat area A2. 
0144. Further, the controller 180 may provides the rest 
area A1, except for the private chat area A2 in the group chat 
window MW, as a group chat area. And, the controller 180 
may control the touch screen 151 to sequentially display 
group messages GM transmitted or received between the user 
of the mobile terminal 100 and the another parties AAA and 
BBB in the group chat area A1. 

Petitioners 
Exh-1007, p. 049



US 2013/0069969 A1 

(0145. Further, the controller 180 may control the touch 
screen 151 to display one input window IW for inputting a 
message transmitted to at least one another party in a prede 
termined area within the group chat window MW. A message 
input through the input window IW may be transmitted as a 
group to another parties AAA and BBB, or may be transmit 
ted one-on-one to the another party AAA based on the user's 
selection input. 
0146). Further, referring to FIG. 6(b), the controller 180 
differently controls a background color of the group chat area 
A1 and the private chat area A2. Accordingly, the user can 
intuitively distinguish the group chat area A1 and the private 
chat area A2. 
0147 FIG. 6(b) illustrates a case of differently displaying 
a background color of two areas in order to intuitively distin 
guish the group chat area A1 and the private chat area A2, but 
according to the present invention, two areas A1 and A2 may 
beintuitively distinguished using various methods in addition 
to a method of differently displaying a background color. 
0148 For example, by displaying a text, an icon, etc., for 
identifying each area, two areas A1 and A2 may be intuitively 
distinguished. 
0149 Further, for example, by embodying a cubic effect 
that the private chat area A2 protrudes further than the group 
chat area A1, two areas A1 and A2 may be intuitively distin 
guished. 
0150 FIG. 6(b) illustrates an example in which a group 
chat window GW is enlarged and displayed to an entire screen 
by integrating two chat windows GW and PW, but the present 
invention is not limited thereto. 

0151. According to the present invention, in a state where 
a display size of the group chat window GW is sustained, the 
private chat window PW may be integrated to the group chat 
window GW. That is, with a method of newly adding only a 
private chat area A1 within the group chat window PWhaving 
the same display size, two chat windows may be integrated. 
0152. Further, FIG.6(b) illustrates a case where the private 
chat area is displayed in a speech balloon form, but the present 
invention is not limited thereto. According to the present 
invention, the private chat area A2 may be displayed in other 
forms other than a speech balloon within the group chat area 
A1. 

0153. Referring to FIG. 7, in a state where a group chat 
window GW and a private chat window PW are multi 
touched, when a pinched-in touch input is received, the con 
troller 180 receives a control input for requesting generation 
of a private chat area corresponding to the private chat win 
dow PW within the group chat window GW. 
0154 Accordingly, the controller 180 provides a private 
chat area A2 within the group chat window GW, as shown in 
FIG. 6(b). 
0155 Referring to FIG. 8(a), in a landscape view mode, 
the controller 180 controls the touch screen 151 to display a 
message GM transmitted or received as a group between the 
user of the mobile terminal 100 and a plurality of another 
parties AAA and BBB and a message PM transmitted or 
received one-on-one with the another party AAA in different 
chat windows GW and PW, respectively. 
0156 Thereafter, when the mobile terminal 100 rotates in 
a specific direction, the controller 180 changes a view mode to 
portrait view mode, and receives a control input for request 
ing integration of two chat windows GW and PW. That is, the 
controller 180 receives a control input for requesting genera 
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tion of a private chat area corresponding to the private chat 
window PW within the group chat window GW. 
0157 Accordingly, as shown in FIG. 8(b), the controller 
180 controls to enlarge and display the group chat window 
GW for group chat with a plurality of another parties AAA 
and BBB to an entire area in a portrait view mode. Further, the 
controller 180 provides a private chat area A2 within the 
group chat window GW. 
0158 FIG. 8 illustrates a case where when a body of the 
mobile terminal 100 rotates in a specific direction, a view 
mode of the mobile terminal 100 is changed, and as the view 
mode of the mobile terminal 100 is changed, two chat win 
dows GW and PW are sequentially integrated, but the present 
invention is not limited thereto. According to the present 
invention, when a rotation of the mobile terminal 100 in a 
specific direction is detected through the sensing unit 180, the 
controller 180 may integrate two chat windows GW and PW 
regardless of a change of a view mode. 
0159 Referring to FIG. 9(a), the controller 180 controls 
the touch screen 151 to display a group chat window GW for 
displaying group messages GM1 and GM2 transmitted to or 
received from a plurality of another parties AAA and BBB. 
0160 Thereafter, when the group message GM1 received 
from the another party BBB among messages displayed in the 
group chat window GW is dragged to the group message 
GM2 transmitted by the user of the mobile terminal 100, the 
controller 180 generates a private chat area A2 for one-on-one 
chatting with another party BBB, as shown in FIG. 9(b). 
(0161 Thereafter, the controller 180 controls the touch 
screen 151 to sequentially display a private message trans 
mitted to or received from another party BBB within the 
private chat area A2. 
0162. When the private chat area A2 is generated, FIG. 
9(b) illustrates a case of displaying an empty area in which 
any message is not displayed, but the present invention is not 
limited thereto. According to the present invention, when the 
private chat area A2 is generated, the group message GM1 
and the group message GM2 may be displayed within the 
private chat area A2. 
(0163 Referring to FIG. 10(a), the controller 180 controls 
the touch screen 151 to display a group chat window GW for 
displaying group messages GM1 and GM2 transmitted to or 
received from a another parties AAA and BBB. 
0164. Thereafter, when the group message GM1 received 
from the another party BBB and the group message GM2 
transmitted by the user of the mobile terminal 100 among 
messages displayed in the group chat window GW are multi 
touched and pinched-in, the controller 180 generates a private 
chat area A2 for one-on-one chatting with corresponding 
another party BBB, as shown in FIG.10(b). 
0.165. Further, when the private chat area A2 is generated, 
the controller 180 controls to display the group message GM1 
and the group message GM2 within the private chat area A2. 
(0166 Thereafter, the controller 180 controls the touch 
screen 151 to sequentially display a private message trans 
mitted to or received from another party BBB within the 
private chat area A2. 
(0167 Referring to FIG.11(a), the controller 180 controls 
the touch screen 151 to display a group chat window GW for 
displaying group messages GM1 and GM2 transmitted to or 
received from a plurality of another parties AAA and BBB on 
the screen. Further, the controller 180 controls the touch 
screen 151 to display identification information of another 
parties AAA and BBB while chatting through the group chat 
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window GW in an upper end portion of the group chat win 
dow GW. Here, identification information may include a pic 
ture, a name, a nickname, etc., of each another party. 
0168 When identification information of the another 
party BBB, for example, a picture UI1 of another party BBB 
displayed in an upper end portion of the screen of the group 
chat window GW is pressed, the controller 180 controls the 
touchscreen 151 to display menu items related to the selected 
another party BBB, as shown in FIG. 11(b). 
(0169. Thereafter, when a menu item MENU1 that requests 
private chat is selected by the user, the controller 180 gener 
ates a private chat area A2 for one-on-one chatting with the 
selected another party BBB. 
0170 Referring to FIG. 12(a), when identification infor 
mation of the another party BBB, for example, a picture UI1 
of another party BBB displayed in an upper end portion of the 
screen of the group chat window GW is pressed, the controller 
180 selects the pressed another party BBB. 
(0171 Thereafter, in a state where the another party BBB is 
selected, when a new message NM1 is input through the 
message input window IW, the controller 180 transmits one 
on-one the input message to the selected another party BBB. 
as shown in FIG. 12(b). 
(0172 Further, as shown in FIG. 12(c), the controller 180 
generates a private chat area A2 for one-on-one chatting with 
the selected another party BBB and controls the touch screen 
151 to display a newly input message NM1 in an generated 
private chat area A2. 
(0173. In FIG. 12(b), when another party of private chat is 
selected and private message transmitted to the selected 
another party BBB is input, in order to intuitively recognize 
another party BBBof private chatting, the controller 180 may 
control the touch screen 151 to change a background color of 
the input window IW according to the selected another party 
BBB, or display an indicator for indicating the selected 
another party BBB within the input window IW. 
0.174. In FIGS. 11 and 12, another party of private chatting 

is selected by pressing user identification information dis 
played in upper end portion of the group chat window GW. 
But, the present invention is not limited thereto. 
0.175. According to the present invention, another party of 
private chatting may be selected by pressing identification 
information UI2 of a specific another party or a message 
received from a specific another party for a predetermined 
time period or more. 
0176 Further, according to the present invention, an indi 
cator corresponding to each of another parties while trans 
mitting or receiving a message through the group chat win 
dow GW may be displayed within the group chat window 
GW, and then another party of private chatting may be 
selected based on a selection input to each indicator, for 
example, a touch input. 
(0177. Further, in FIGS. 11 and 12, after another party of 
private chatting is selected, a private chat area is generated by 
selecting a menu item, or by inputting a new message. But the 
present invention is not limited thereto. 
0178. According to the present invention, when identifi 
cation information of another chat party displayed in an upper 
end portion of the group chat window GW is pressed for a 
predetermined time period or more, a private chat area A2 
with selected another party may be generated automatically. 
0179 FIGS. 6 to 10 illustrate examples of generating the 
private chat area A2 within a group chat window GW, but the 
present invention is not limited thereto. According to the 
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present invention, the private chat area A2 can be generated 
within the group chat window GW using various methods in 
addition to the above-described method. 
0180 According to the first exemplary embodiment of the 
present invention, as described above, as a private chat win 
dow is integrated to a group chat window, when a private chat 
area for displaying one-on-one chat contents with a specific 
another party is included within the group chat window, the 
controller 180 controls to display an indicator indicating that 
a private chat area was included within the group chat win 
dow. 
0181 FIG. 13 illustrates an example of a screen for dis 
playing an indicator indicating that a private chat area was 
included within a group chat window. 
0182 Referring to FIG. 13, the controller 180 provides a 
private chat area A2 for one-on-one chatting with another 
party BBB within the group chat window GW. Accordingly, 
the controller 180 controls to display an indicator I1 indicat 
ing that the private chat area A2 in an upper end portion of the 
group chat window GW. 
0183 Thereafter, when the indicator I1 indicating that the 
private chat area A2 is touched, the controller 180 may control 
to move to private chat area A2. Therefore, as chat is per 
formed or the user checks group chat contents previously 
performed on a screen, when the private chat area A2 disap 
pears from a display, the user can easily move to the private 
chat area A2 with only an action of touching an indicator 
indicating the private chat area A2. Further, when chat is 
alternatively performed in a group chat area and a private chat 
area, convenience of selection of a chat area is improved. 
0184. According to the first exemplary embodiment of the 
present invention, two or more private chat areas may be 
provided within a group chat window. 
0185 FIG. 14 illustrates examples of providing two or 
more private chat areas within a group chat window. 
0186 Referring to FIG. 14(a), the controller 180 provides 
a first private chat area A2 for displaying a message transmit 
ted to or received from another party BBB within a group chat 
window GW. 

0187. Therefore, when a message received from another 
party AAA among messages displayed within a group chat 
area A1 and a message transmitted using the mobile terminal 
100 are multi-touched and pinched-in, the controller 180 
newly generates a second private chat area A3 for one-on-one 
chatting with the another party AAA, as shown in FIG. 14(b). 
0188 Further, the controller 180 controls to display the 
generated second private chat area A3 within the group chat 
area A1. 

0189 Further, according to the first exemplary embodi 
ment of the present invention, another private chat area can be 
provided within a private chat area displayed within a group 
chat window. 

0.190 FIG. 15 illustrates an example of providing another 
private chat area within a private chat area. 
(0191 Referring to FIG. 15(a), the controller 180 provides 
a first private chat area A2 for displaying private chat contents 
with another party BBB and another party AAA within a 
group chat window GW for group chat with another parties 
AAA, BBB, and CCC. 
0.192 Thereafter, when a message received from another 
party AAA and a message transmitted using the mobile ter 
minal 100 among messages displayed within the first private 
chat area A2 are multi-touched and pinched-in, the controller 
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180 newly generates a second private chat area A3 for one 
on-one chatting with another party AAA, as shown in FIG. 
15(b). 
(0193 Further, the controller 180 controls to display the 
generated second private chat area A3 within the first private 
chat area A2. 
0194 Further, according to the first exemplary embodi 
ment of the present invention, the controller 180 may control 
the touch screen 151 to integrate and display private chat 
areas in which private chat contents with different another 
parties are displayed. 
0.195 FIG. 15 illustrates a case where the generated sec 
ond private chat area A3 is displayed within the first private 
chat area A2, but the newly generated second private chat area 
A3 may be displayed in the group chat area A1 outside the 
first private chat area A2. 
0.196 FIG. 16 illustrates another example of providing 
two or more private chat areas. 
0.197 Referring to FIG.16(a), when a message received 
from another party AAA and a message transmitted using the 
mobile terminal 100 among messages displayed within the 
first private chat area A2 are multi-touched and pinched-in, 
the controller 180 newly generates a second private chat area 
A3 for one-on-one chatting with another party AAA, as 
shown in FIG.16(b). 
(0198 Further, the controller 180 controls to display the 
generated second private chat area A3 in the group chat area 
A1 outside the first private chat area A2. 
(0199 FIGS. 17 and 18 illustrate an example of coupling 
private chat areas. 
(0200 Referring to FIG. 17(a), the controller 180 provides 
a first private chat area A2 for displaying private chat contents 
with another party BBB and a second private chat area A3 for 
displaying private chat contents with another party AAA 
within the group chat window GW. 
0201 Thereafter, when the first private chat area A2 and 
the second private chat area A3 are multi-touched and 
pinched-in, the controller 180 may control to integrate private 
chat areas A2 and A3 by displaying the second private chat 
area A3 within the first private chat area A2, as shown in FIG. 
17(b). 
(0202 Referring to FIG. 18(a), the controller 180 provides 
a first private chat area A2 for displaying private chat contents 
with another party BBB and a second private chat area A3 for 
displaying for private chat contents with another party AAA 
within the group chat window GW for group chat with 
another parties AAA, BBB, and CCC. 
0203 Thereafter, when the first private chat area A2 and 
the second private chat area A3 are multi-touched and 
pinched-in, the controller 180 adds another party AAA chat 
ting through the second private chat area A3 in the first private 
chat area A2, as shown in FIG. 18(b). Accordingly, the second 
private chat area A3 may be deleted. 
0204 According to the first exemplary embodiment of the 
present invention, the controller 180 may control to share 
messages displayed in a private chat area with another parties 
of a group chat area based on a user input. 
0205 FIG. 19 illustrates an example of sharing a message 
within a private chat area with another parties of a group chat 
aca. 

0206 Referring to FIG. 19(a), the controller 180 provides 
a first private chat area A2 for displaying private chat contents 
with another party BBB and a second private chat area A3 for 
displaying private chat contents with another party AAA 
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within the group chat window GW for group chat with 
another parties AAA, BBB, and CCC. 
0207. Thereafter, when the second private chat area A3 
and the group chat area A1 are multi-touched and pinched-in, 
the controller 180 controls to display messages PM1 and PM2 
displayed in the second private chat area A3 in the group chat 
area A1, as shown in 190b). 
0208 That is, the controller 180 controls to share the mes 
sages PM1 and PM2 displayed in the second private chat area 
A3 with another party while group chatting by transmitting 
the messages PM1 and PM2 displayed in the second private 
chat area A3 to another party while group chatting. 
(0209. In FIG. 19(b), messages PM1 and PM2 displayed in 
the second private chat area A3 are added into the group chat 
area A1, the second private chat area A3 may be deleted. But, 
the present invention is not limited thereto. 
0210. According to the present invention, even if mes 
sages PM1 and PM2 displayed in the second private chat area 
A3 are added into the group chat area A1, the second private 
chat area A3 may continue to Sustain. 
0211. According to the first exemplary embodiment of the 
present invention, the controller 180 may control to share 
messages displayed in a private chat area with another parties 
of a group chat area based on a user input. 
0212. According to the first exemplary embodiment of the 
present invention, as a private chat area is displayed within a 
group chat window, it is necessary to select whether to trans 
mit a message input through a group chat window as a group 
through a group chat area, or to transmit the message input 
through a group chat window as one-on-one through a private 
chat area. 
0213 FIG. 20 is a flowchart illustrating a method for dis 
playing a transmission message in the mobile terminal 100 
according to a first exemplary embodiment of the present 
invention. Further, FIGS. 21 and 22 illustrate a method for 
displaying a transmission message. 
0214) Referring to FIG. 20, the controller 180 receives a 
control input of selecting one of a group chat area and a 
private chat area displayed in one group chat window (S201). 
Further, the controller 180 selects one of a group chat area and 
a private chat area based on the received control input. 
0215. Here, operation of selecting a chat area corresponds 
to operation of selecting another party to transmit an input 
message. 
0216 For example, when selecting the group chat area, 
another party to transmit the input message may be selected a 
plurality of another parties while group chatting. 
0217. Further, for example, when the private chat area is 
selected, another party to transmit the input message may be 
selected a specific another party while private chatting. 
0218. When one chat area is selected, the controller 180 is 
input a message through the user input unit 130 (S202). 
0219. The controller 180 controls to display the received 
message in the selected chat area (S203). Further, the con 
troller 180 transmits the input message to another parties 
while group chatting, or to a specific another party while 
private chatting according to the selected area. 
0220. For example, when the group chat area is selected, 
the input message may be displayed in the group chat area, 
and transmitted to a plurality of another parties while group 
chatting trough the group chat area. 
0221) Further, for example, when the private chat area is 
selected, the input message may be displayed in the private 
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chat area and transmitted to a specific another party while 
chatting through the selected private chat area. 
0222. At step S201, the controller 180 selects a chat area to 
display a message input through a message input window 
based on a touch input to a chat window. That is, the controller 
180 selects whether to transmit the input message as a group 
or to transmit one-on-one to specific another party. 
0223 FIG. 21 illustrates an example of selecting a chat 
aca. 

0224) Referring to FIG. 21, the controller 180 selects a 
chat group according to a point touched within a group chat 
window. 
0225 Referring to FIG. 21, the controller 180 provides a 
private chat area A2 with the another party AAA within a 
group chat window GW for group chat with a plurality of 
another parties AAA and BBB. 
0226. The controller 180 controls to sequentially display a 
message transmitted or received one-on-one with another 
party AAA in the private chat area A2. 
0227 Further, the controller 180 provides a group chat 
area in the rest area A1, except for the private chat area A2, in 
the group chat window MW, and controls to sequentially 
display messages GM transmitted to or received from a plu 
rality of another parties while group chatting through the 
group chat area. 
0228. Further, when the group chat area A1 is touched, the 
controller 180 selects the group chat area A1 as an area in 
which an input message is displayed, as shown in FIG. 21(a). 
Further, when the private chat area A2 is touched, the con 
troller 180 selects the private chat area A2 as an area in which 
an input message is displayed, as shown in FIG. 21(b). 
0229. According to the first exemplary embodiment of the 
present invention, when one chat area is selected within a 
group chat window, the controller 180 controls to display the 
selected chat area with various methods so that the user intu 
itively recognizes the selected chat area. 
0230. For example, when one chat area is selected, the 
controller 180 may control to display an icon indicating the 
selected chat area at a predetermined position within the 
selected chat area. 

0231. Further, the controller 180 may control to highlight 
the selected chat area using a backgroundcolor, shade, etc., of 
each chat area. 

0232. In FIG. 21, for example, when the group chat area 
A1 is selected, the controller 180 controls to highlight the 
group chat area A1 further than the private chat area A2, as 
shown in FIG. 21(a). Further, when the private chat area A2 is 
selected, the controller 180 controls to highlight the private 
chat area A2 further than the group chat area A1, as shown in 
FIG. 21(b). 
0233. Further, the controller 180 may control a back 
ground color of a message input window according to a 
selected chat area such that the selected chat area is identified. 

0234. In FIG. 21, for example, the controller 18 control to 
equala background color of the message input window IW to 
a background color of a presently selected chat area such that 
the user to more easily recognize the selected chat area. 
0235. When the group chat area A1 is selected, the con 

troller 180 controls to display a background color of the 
message input window IW the same as a background color of 
the group chat area A1, as shown in FIG. 21(a). Further, when 
the private chat area A2 is selected, the controller 180 controls 
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to display a background color of the input window IW the 
same as a background color of the private chat area A2, as 
shown in FIG. 21(b). 
0236. As shown in FIG. 21, when one chat area is selected, 
the controller 180 controls to display a message input through 
a message input window in a selected area. 
0237 FIG. 22 illustrates an example of displaying the 
input message. 
0238 Referring to FIG. 22(a), when a private chat area A2 
is touched, the controller 180 selects the private chat area A2. 
Further, the controller 180 controls to highlight the private 
chat area A2 and changes a background color of a message 
input window IW the same as a background color of the 
private chat area A2. 
0239 Further, in a state where the private chat area A2 is 
selected, the controller 180 receives a message through the 
message input window IW. Thereafter, when transmission of 
the received message is selected by the user, the controller 
180 transmits the received message to another party AAA 
while private chatting through the private chat area A2. Fur 
ther, the controller 180 controls to display the received mes 
sage PM1 in the private chat area A2, as shown in FIG. 22(b). 
0240 According to the first exemplary embodiment of the 
present invention, when one chat area is selected within a 
group chat window, the controller 180 controls to display the 
selected chat area with various methods so that the user intu 
itively recognizes the selected area. 
0241 For example, when one chat area is selected, the 
controller 180 controls to display an icon indicating the 
selected chat area at a predetermined position within the 
selected chat area. 
0242 Further, the controller 180 controls to highlight the 
selected chat area by controlling a background color, shade, 
etc., of each chat area. 
0243 According to the first exemplary embodiment of the 
present invention, messages may be sequentially aligned 
based on a transmitting time or receiving time, or aligned 
according to whether private chat or group chat. 
0244 FIGS. 23 and 24 illustrate examples of aligning 
messages. 
0245 Referring to FIG. 23, the controller 180 controls to 
sequentially display messages according to a message trans 
mitting time or a message receiving time. That is, the control 
ler 180 controls to sequentially display messages regardless 
of whether a message is a group message or a private mes 
Sage. 
0246 Referring to FIG. 23, when a message NM1 to trans 
mit to another party as a group is input while private chatting 
with another party BBB through a private chat area A2, the 
controller 180 controls to scroll the private chat area A2 in an 
upper direction of the screen. Further, the controller 180 
controls to display the input message NM1 below the private 
chat area A2. 
0247 Thereafter, the user can perform private chat by 
generating a new private chat area for private chat following 
a finally displayed message NM1. 
0248 Referring to FIG. 24, the controller 180 may control 
to display each message in a predetermined area regardless of 
a transmitting time or a receiving time. That is, a private 
message may be sequentially displayed in a private chat area. 
0249 Referring to FIG. 24, when a first message NM1 to 
transmit as a group is input, the controller 180 controls to 
display the first message NM1 in a group chat area A1 fol 
lowing previously transmitted or received group messages. 
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Here, messages displayed within the group chat area A1 are 
aligned in time order of messages transmitted or received 
regardless of a transmitting time and a receiving time of 
messages displayed within a private chat area A2. 
0250. Thereafter, when a second message NM2 is received 
one-on-one from another party BBB, the controller 180 con 
trols to display the received second message NM2 following 
messages previously transmitted or received one-on-one with 
the another party BBB in the private chat area A2. Here, 
messages displayed within the private chat area A2 are 
aligned in time order of messages transmitted or received 
one-on-one with the another party BBB regardless of a trans 
mitting time and a receiving time of messages displayed 
within the group chat area A1. 
0251 According to the first exemplary embodiment of the 
present invention, when a new message is received from a 
specific another party, the controller 180 controls to display 
an indicator indicating reception of the new message. There 
after, when an indicator indicating reception of the new mes 
sage is selected, the controller 180 controls to move to a chat 
corresponding to the received new message. 
0252 FIG. 25 is a flowchart illustrating a method for dis 
playing a received message in the mobile terminal 100 
according to a first exemplary embodiment of the present 
invention. Further, FIG. 26 illustrates a method for displaying 
a receiving message of FIG. 25. 
0253) Referring to FIG. 25, the controller 180 receives a 
message from a specific another party while chatting through 
a group chat window (S301). Further, the controller 180 con 
trols to display an indicator indicating a reception of a new 
message at a specific position within the group chat window 
(S302). 
0254 Thereafter, when the indicator indicating a recep 
tion of the new message is selected (S303), the controller 180 
controls to move to a chat area corresponding to the received 
new message (S304). 
0255 For example, if the received message is a message 
received as a group, the controller 180 displays the received 
new message in a group chat area, and controls to move to the 
group chat area in which the received message is displayed. 
0256 Further, for example, if the received message is a 
message received one-on-one, the controller 180 displays the 
received new message in a private chat area, and controls to 
move to the private chat area in which the received message is 
displayed. 
0257 FIG. 26 illustrates an example of displaying a 
received message. 
0258 Referring to FIG. 26(a), when a new message is 
received from another party AAA while group chatting, the 
controller 180 controls to display an indicator I2 indicating 
reception of the new message at a predetermined position 
within a group chat window GW. 
0259 Further, when the indicator 12 indicating reception 
of the message is touched, the controller 180 controls to move 
to a group chat area A1 in which the new message NM4 is 
displayed, as shown in FIG. 26(b). 
0260. As described above, if the controller 180 displays an 
indicator indicating that a new message is received on the 
screen and moves to an area in which the new message is 
displayed using the indicator, the user easily move to the area 
in which the new message is displayed. 
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0261 According to the first exemplary embodiment of the 
present invention, the controller 180 easily copies and pastes 
a message displayed in a specific chat area by moving the 
message to another chat area. 
0262 FIG. 27 is a flowchart illustrating a method of mov 
ing a message in the mobile terminal 100 according to a first 
exemplary embodiment of the present invention. Further, 
FIG. 28 illustrates the method of moving a message of FIG. 
27. 

0263. Referring to FIG. 27, the controller 180 selects a 
message displayed in a group chat area or a private chat area 
based on the user's selection input (S401). 
0264. Further, when the selected message is moved to 
another chat area instead of a present chat area (S402), the 
controller 180 controls to display the selected message in a 
chat area to which the selected message is moved (S403). 
Further, the controller 180 transmits the selected message to 
at least one another party chatting through a chat area in 
which the selected message is displayed. 
0265 FIG. 28 illustrates an example of moving a message 
to another chat area. 

0266 Referring to FIG. 28(a), when a message M1 dis 
played in a private chat area A2 is touched and dragged to a 
group chat area A1, the controller 180 controls to copy the 
message M1 and paste a message M1' identical to the mes 
sage M1 to the group chat area A1, as shown in FIG. 28(b). 
Further, the controller 180 transmits the message M1' to a 
plurality of another parties AAA and BBB while group chat 
ting through the group chat area A1. 
0267 FIG. 28 illustrates a case of copying and displaying 
a message displayed in a private chat area to a group chat area. 
But, according to the first exemplary embodiment of the 
present invention, a message displayed in a group chat area 
can be copied and displayed to a private chat area. 
0268 According to the first exemplary embodiment of the 
present invention, the controller 180 may hide one of a group 
chat area and a private chat area, or display only one of the 
group chat area and the private chat area within a group chat 
window. 

0269 FIG.29 illustrates an example of hiding the selected 
chat area in a group chat window. 
(0270. Referring to FIG. 29(a), when one of private chat 
areas A21 and A22 is touched for a predetermined time period 
or more, the controller 180 controls to display selectable 
menu items related to a display function of the private chat 
areas A21 and A22 on a screen. 

0271 Thereafter, when an item MI1 for displaying only 
chat contents displayed in private chat areas A21 and A22 of 
menu items is selected, the controller 180 inactivates a dis 
play of chat contents displayed in a group chat area A1, as 
shown in FIG. 29(b). Further, the controller 180 controls to 
display only the private chat areas A21 and A22 and messages 
displayed within the private chat area A21 and A22 on the 
SCC. 

0272 FIG.30 illustrates an example of displaying only the 
selected chat area in a group chat window. 
(0273 Referring to FIG. 30(a), when an item MI2 related 
to a hiding function of a chat contents displayed in a private 
chat area A2 among selectable menu items related to a display 
function of the private chat area A2 is selected, the controller 
180 inactivates a display of the private chat area A2 and 
messages displayed within the private chat area A2, as shown 
in FIG.30(b). Further, the controller 180 controls to display 
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only the group chat area A1 and messages displayed within 
the group chat area A1 on the screen. 
0274. According to the first exemplary embodiment of the 
present invention, the controller 180 adds new another party 
into a specific chat area based on a selection input of the user. 
0275 FIG. 31 is a flowchart illustrating a method of add 
ing another party in the mobile terminal 100 according to a 
first exemplary embodiment of the present invention. Further, 
FIGS. 32 and 33 illustrate a method of adding another party of 
FIG. 31. 
(0276 Referring to FIG. 31, the controller 180 receives a 
request for adding chat another party from the user (S501). 
Accordingly, the controller 180 acquires contact information 
from the memory 160. Further, the controller 180 controls to 
display a list of another parties that can add to a chat window 
based on the acquired contact information (S502). 
0277. Thereafter, if a specific another party is selected 
from the list and the selected another party is dragged to a chat 
window, the controller 180 selects a chat area into which the 
selected another party is added based on a position at which 
the selected another party is dragged (S503, S504). Further, 
the controller 180 adds the selected another party as chat 
another party of the selected chat area (S505). 
0278 For example, when a specific another party selected 
from the list is dragged to a group chat area, the controller 180 
may add the selected another party as another party chatting 
through the group chat area. 
0279. Further, for example, when a specific another party 
Selected from the list is dragged to a private chat area, the 
controller 180 adds the selected another party as another party 
chatting through the private chat area. Thereafter, as the new 
another party is added into the private chat area, a message 
transmitted or received through the private chat area to which 
the new another party is added is transmitted to or received 
from a plurality of another parties including newly added 
another party as a group. 
0280 FIGS. 32 and 33 illustrate examples of adding 
another party. 
0281 Referring to FIG. 32(a), when a request for adding 
another party is received, the controller 180 controls to dis 
play a list L of another parties that can be added in a partial 
area of the screen. 
0282. Thereafter, when another party L1 included in the 

list L is touched and dragged to a chat window by the user, the 
controller 180 selects a chat group based on a position at 
which another party L1 is dragged. 
0283. When the selected another party L1 is dragged to the 
group chat area A1, the controller 180 adds the selected 
another party L1 as chat another party of the group chat area 
A1, as shown in FIG. 32(b). 
0284. Referring to FIG. 33(a), when another party L1 
included in a list L is touched and dragged to a private chat 
area A2, the controller 180 adds the selected another party L1 
as chat another party of the private chat area A2, as shown in 
FIG.33(b). 
0285 According to the first exemplary embodiment of the 
present invention, a private chat area displayed within a group 
chat window may be separated as a separate private chat 
window. 
0286 FIG. 34 is a flowchart illustrating a method of sepa 
rating a chat window of the mobile terminal 100 according to 
a first exemplary embodiment of the present invention. FIGS. 
35 to 37 illustrate a method of separating a chat window of 
FIG. 34. 
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(0287. Referring to FIG. 34, as described above, while 
displaying a group message and a private message using one 
chat window, the controller 180 receives a request for sepa 
rating chat windows from the user (S601). 
0288 Accordingly, the controller 180 controls to separate 
a group chat window in which group chat contents are dis 
played and a private chat window in which private chat con 
tents are displayed (S602). 
(0289. Further, the controller 180 controls to display each 
message in a chat window corresponding to each message 
(S603). That is, the controller 180 controls to display group 
chat contents displayed in a group chat area in the group chat 
window and to display private chat contents displayed in a 
private chat area in the private chat window. 
0290 At step S601, a control input for requesting separa 
tion of chat windows may be received by various methods. 
0291. The controller 180 receives the control input for 
requesting separation of chat windows based on a touch input 
that is input to a chat window. 
0292 For example, when a private chat area displayed 
within a chat window is touched and dragged to a specific 
area, the controller 180 may receive a request for separation 
of chat windows. 

0293. Further, for example, when a group chat area and a 
private chat area provided within one chat window are multi 
touched and pinched-out, the controller 180 may receive a 
request for separation of a chat window. 
0294 Further, when a view mode of the mobile terminal 
100 is changed, the controller 180 may receive a request for 
separation of a chat window. 
0295 FIGS. 35 to 37 illustrate examples of separating a 
chat window. 

0296 Referring to FIG.35(a), when a private chat area A2 
displayed within the group chat window GW is touched for 
predetermined time period or more and dragged to the outside 
of a display area, the controller 180 receives a request for 
separation of a chat window. 
0297 Accordingly, the controller 180 separates a private 
chat window PW from the group chat window GW and con 
trols to display chat windows GW and PW separately, as 
shown in FIG. 35(b). 
0298. Accordingly, message input windows IW1 and IW2 
for inputting a message transmitted through each chat win 
dow GW and PW are displayed to each chat window GW and 
PW separately. Further, a message displayed in the group chat 
area A1 is displayed in a separated group chat window GW. 
and a message displayed in the private chat area A2 is dis 
played in a separated private chat window PW. 
0299 Referring to FIG. 36, when the group chat area A1 
and the private chat area A2 are multi-touched and pinched 
out, the controller 180 receives a chat window separation 
request. Accordingly, the controller 180 separates the private 
chat window PW from the group chat window GW and con 
trols to display chat windows GW and PW in separated areas, 
as shown in FIG. 35(b). 
(0300 Referring to FIG.37(a), the controller 180 controls 
to display a group chat window GW including the private chat 
area A2 in a portrait view mode. 
0301 Thereafter, when the mobile terminal 100 rotates, 
the controller 180 converts a view mode of the mobile termi 
nal 100 to a landscape view mode and receives a separation 
request of chat window, as shown in FIG. 37(b). 
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0302) Accordingly, the controller 180 separates the private 
chat window PW from the group chat window GW and con 
trols to display two chat windows GW and PW in separated 
aaS. 

0303 According to the first exemplary embodiment of the 
present invention, if a plurality of private chat areas exist 
within one group chat window or another private chat area is 
displayed within a private chat area, the controller 180 may 
separate a partial private chat area as a separate chat window 
or separate each of all private chat areas as a separate chat 
window, as shown in FIGS. 12 and 15. 
0304 FIGS. 38 and 39 illustrate other examples of sepa 
rating a chat window. 
0305 Referring to FIG.38(a), the controller 180 provides 
a first private chat area A2 for displaying a message transmit 
ted or received one-on-one with another party BBB within a 
group chat window GW for group chatting with a plurality of 
another parties AAA and BBB. Further, the controller 180 
displays a second private chat area A3 for private chatting 
with another party AAA within the group chat area A1. 
0306 Thereafter, when the second private chat area A3 
displayed within the group chat window GW is touched for a 
predetermined time period or more and dragged to the outside 
of a display area, the controller 180 receives a chat window 
separation request. 
0307 Accordingly, as shown FIG. 38(b), the controller 
180 separates the second private chat area A3 from the group 
chat window GW, and separately generates a private chat 
window PW1 corresponding to the private chat area A3. Fur 
ther, the controller 180 controls to display the group chat 
window GW and the private chat window PW1 in separated 
aaS. 

0308 Referring to FIG. 39(a), in a portrait view mode, the 
controller 180 provides a first private chat area A2 for dis 
playing private chat contents with another party BBB and 
another party AAA within a group chat window GW. Further, 
the controller 180 controls to display a second private chat 
area A3 for private chatting with the another party AAA 
within the first private chat area A2. 
0309 Thereafter, when the mobile terminal 100 rotates, 
the controller 180 converts a view mode of the mobile termi 
nal 100 to a landscape view mode and receives a chat window 
separation request, as shown in FIG. 39(b). 
0310. Accordingly, the controller 180 separates each pri 
vate chat area A2 and A3 from the group chat window GW. 
and generates private chat windows PW1 and PW2 corre 
sponding to each of private chat areas A2 and A3, respec 
tively. Further, the controller 180 controls to display the group 
chat window GW and two private chat windows PW1 and 
PW2 in separated areas. 
0311. Hereinafter, a method for displaying a message of 
the mobile terminal 100 according to a second exemplary 
embodiment of the present invention and operation of the 
mobile terminal 100 for embodying the same will be 
described in detail with reference to necessary drawings. 
0312 FIGS. 40 to 41 illustrate a method for displaying a 
message of the mobile terminal 100 according to a second 
exemplary embodiment of the present invention. 
0313 FIG. 40 is a flowchart illustrating a method for dis 
playing a message of the mobile terminal 100 according to a 
second exemplary embodiment of the present invention. Fur 
ther, FIG. 41 illustrates the method of displaying a message of 
FIG. 40. 
0314) Referring to FIG. 40, the controller 180 controls to 
display a plurality of chat windows for transmitting and 
receiving a message with different at least one another party 
on a screen based on the user's control input (S701). 
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0315. Thereafter, if a second chat window of chat win 
dows is dragged to a first chat window, the controller 180 
controls to display at least one message displayed within the 
second chat window within the first chat window (S702, 
S703). Further, the controller 180 shares at least one message 
displayed within the second chat window with at least one 
another party while chatting through the first chat window 
(S704). That is, the controller 180 transmits at least one 
message displayed within the second chat window to at least 
one another party while chatting through the first chat win 
dow. 
0316 FIG. 41 illustrates an example of sharing a message 
between chat windows. 
0317 Referring to FIG. 41(a), the controller 180 controls 
to display a first chat window MW1 for displaying a message 
transmitted to or received from a plurality of another parties 
AAA and BBB and a second chat window MW2 for display 
ing a message transmitted to or received from another party 
CCC in different areas. 
0318. Thereafter, when the second chat window MW2 is 
touched and dragged to the first chat window MW1, the 
controller 180 controls to copy and pastes chat contents of the 
second chat window MW2 to the first chat window MW1, as 
shown in FIG. 41(b). 
0319 Referring to FIG. 41(b), when sharing of chat con 
tents is requested, the controller 180 generates a sharing area 
SA1 to display shared chat contents in the first chat window 
MW1, and controls to display chat contents copied from the 
second chat window MW2 within the sharing area SA1. 
0320 FIG. 41(b) illustrates a case where the sharing area 
SA1 is displayed in a speech balloon form, but the present 
invention is not limited thereto. According to the present 
invention, the sharing area may be displayed in various forms. 
0321) Hereinafter, a method for displaying a message of 
the mobile terminal 100 according to a third exemplary 
embodiment of the present invention and operation of the 
mobile terminal 100 for embodying the same will be 
described in detail with reference to necessary drawings. 
0322 FIGS. 42 to 43 are diagrams illustrating a method 
for displaying a message of the mobile terminal 100 accord 
ing to a third exemplary embodiment of the present invention. 
0323 FIG. 42 is a flowchart illustrating a method for dis 
playing a message of the mobile terminal 100 according to a 
third exemplary embodiment of the present invention. Fur 
ther, FIG. 43 illustrates a method for displaying a message of 
FIG. 42. 
0324 Referring to FIG. 42, the controller 180 controls to 
display a plurality of chat windows for transmitting or receiv 
ing a message with different at least one another party on a 
screen based on the user's control input (S801). 
0325 Thereafter, if a second chat window of chat win 
dows is dragged to a first chat window of chat windows, the 
controller 180 determines whether a least one another party 
transmitting and receiving a message through the second chat 
window is another party transmitting and receiving a message 
through the first chat window (S802, S803). 
0326 If the least one another party transmitting and 
receiving a message through the second chat window is not 
another party transmitting and receiving a message through 
the first chat window, the controller 180 selects one of a 
sharing function of chat contents and a integrating function of 
chat windows based on the user's control input (S804). 
0327. The controller 180 determines whether the selected 
function is the sharing function or the integrating function 
(S805). And, if the selected function is the function, the 
controller 180 generates a sharing area for displaying chat 
contents of the second chat window within the first chat 
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window and controls to display chat contents of the second 
chat window in the generated sharing area (S806). 
0328. If the selected function is the integrating function, 
the controller 180 controls to integrate the second chat win 
dow to the first chat window (S807). 
0329 If a least one another party transmitting and receiv 
ing a message through the second chat window is another 
party transmitting and receiving a message through the first 
chat window at step S803, the controller 180 controls to 
integrate the second chat window to the first chat window 
(S807). Here, a method of integrating chat windows is similar 
to a method of integrating chat windows described with ref 
erence to FIGS. 5 to 39. Accordingly, a detailed description of 
the method of integrating chat windows at step S803 therefore 
will be omitted. 
0330 Referring to FIG. 43(a), the controller 180 controls 
to display a first chat window MW1 for displaying a message 
transmitted to or received from a plurality of another parties 
AAA and BBB and a second chat window MW2 for display 
ing a message transmitted and received with another party 
CCC in different areas. 

0331. Thereafter, when the second chat window MW2 is 
touched and dragged to the first chat window MW1, the 
controller 180 determines whether another party CCC while 
chatting through the second chat window MW2 is another 
party while chatting through the first chat window MW1. 
0332. If another party CCC while chatting through the 
second chat window MW2 is not another party while chatting 
through the first chat window MW1, the controller 180 con 
trols to display menu items for selecting one of a integrating 
function MI3 of chat windows and a sharing function MI4 of 
chat contents on a screen, as shown in FIG. 43(b). 
0333. The controller 180 controls to integrate the second 
chat window MW2 to the first chat window MW1 or to copy 
and paste chat contents of the second chat window MW2 to 
the first chat window MW1 based on the selected menu item. 
0334. According to the foregoing exemplary embodiment, 
the mobile terminal 100 provides a group chat area for group 
chat with a plurality of another parties and a private chat area 
for private chat with a specific another party within one chat 
window, and thus can perform together group chat and private 
chat using one chat window, whereby user convenience is 
improved. 
0335 Further, when sharing a message between chatwin 
dows, it is unnecessary to perform operation Such as separate 
copy and paste and thus user convenience is improved. 
0336. The above-described method of displaying a mes 
sage of a mobile terminal according to the present invention 
can be recorded and provided in a computer recordable 
medium with a program for executing in a computer. 
0337. A method for displaying a message of a mobile 
terminal according to the present invention can be executed 
through software. When executed with software, constituent 
means of the present invention are code segments that execute 
a necessary operation. Program or code segments may be 
stored in a processor recordable medium or may be transmit 
ted by a computer data signal coupled to a carrier wave in a 
transmission medium or a communication network. 

0338. The disclosed message display method for the 
mobile terminal may be written as computer programs and 
may be implemented in digital microprocessors that execute 
the programs using a computer readable recording medium. 
The message display method for the mobile terminal may be 
executed through software. The software may include code 
segments that perform required tasks. Programs or code seg 
ments may also be stored in a processor readable medium or 
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may be transmitted according to a computer data signal com 
bined with a carrier through a transmission medium or com 
munication network. 
0339. The computer readable recording medium may be 
any data storage device that may store data and may be read 
by a computer system. Examples of the computer readable 
recording medium may include read-only memory (ROM), 
random-access memory (RAM), CD-ROMs, DVD+ROM, 
DVD-RAM, magnetic tapes, floppy disks, and optical data 
storage devices. The computer readable recording medium 
may also be distributed over network coupled computer sys 
tems such that the computer readable code is stored and 
executed in a distributed manner. 
0340. The foregoing embodiments and features are merely 
exemplary in nature and are not to be construed as limiting the 
present invention. The disclosed embodiments and features 
may be readily applied to other types of apparatuses. The 
description of the foregoing embodiments is intended to be 
illustrative, and not to limit the scope of the claims. Many 
alternatives, modifications, and variations will be apparent to 
those skilled in the art. 
What is claimed is: 
1. A mobile terminal comprising: 
a wireless communication unit configured to communicate 

with a plurality of devices; 
a display configured to display information; and 
a controller configured to: 

control the display to display a first window for display 
ing a message communicated with the plurality of 
devices; and 

control the display, in response to a user input, to provide 
a first area for displaying the message communicated 
with the plurality of device and a second area for 
displaying a message communicated with a first 
device among the plurality of devices within the first 
window. 

2. The mobile terminal of claim 1, wherein the controller 
controls the display to 

provide the second area within the first window, terminat 
ing displaying a second window for displaying the mes 
Sage communicated with the first device, in response to 
the user input received while both the first window and 
the second window are displayed on the display Such 
that the first window and the second window are com 
bined into a single window, the single window corre 
sponding to the first window that has been enlarged. 

3. The mobile terminal of claim 2, wherein the user input 
comprises rotation of the mobile terminal from a first orien 
tation to a second orientation. 

4. The mobile terminal of claim3, wherein the controller is 
further configured to display the first window and the second 
window separately on the display, terminating displaying the 
second area within the first window, in response to rotation of 
the mobile terminal from the second orientation to the first 
orientation. 

5. The mobile terminal of claim 2, wherein the display 
comprises a touch screen and the user input comprises drag 
ging, by a pointer in contact with the touch screen, from the 
second window to the first window. 

6. The mobile terminal of claim 2, wherein the display 
comprises a touch screen and the controller is further config 
ured to control the display to display the first window and the 
second window separately, terminating displaying the second 
area within the first window when the second area is touched 
for a threshold time period or longer and dragged to a specific 
area on the display. 
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7. The mobile terminal of claim 1, wherein the display 
comprises a touch screen and the user input comprises drag 
ging, by a pointer in contact with the touch screen, the mes 
sage communicated with the plurality of devices to an area of 
the first window. 

8. The mobile terminal of claim 1, wherein the controller is 
further configured to control the display to provide a third 
area for displaying at least one message communicated with 
a second device among the plurality of devices displayed 
within the first window. 

9. The mobile terminal of claim 8, wherein the display 
comprises a touch screen and the controller is further config 
ured to control the display to provide the third area within the 
second area in response to dragging, by a pointer in contact 
with the touchscreen, at least the second area or the third area. 

10. The mobile terminal of claim 9, wherein the second 
area is identified by information associated with the first 
device and the third area is identified by information associ 
ated with the second device. 

11. The mobile terminal of claim 8, wherein the controller 
is further configured to: 

generate a second window comprising the second area and 
a third window comprising the third area in response to 
an input for allocating the first, second, and third areas 
into the first, second, and third windows, respectively; 
and 

control the display to display the first, second, and third 
windows separately. 

12. The mobile terminal of claim 1, further comprising an 
input unit, wherein the controller is further configured to 
control the display to: 

display an input window for displaying a message input via 
the input unit and to be transmitted; and 

display the input message within one area selected among 
the first area and the second area. 

13. The mobile terminal of claim 12, wherein the controller 
is further configured to: 

control the wireless communication unit to transmit the 
message to the plurality of devices or the first device 
based on the selected area among the first and second 
area; and 

control the display to highlight the selected area. 
14. The mobile terminal of claim 13, wherein the controller 

is further configured to control the display to display the input 
window with a color corresponding to the selected area. 

15. The mobile terminal of claim 1, wherein the controller 
is further configured to: 

control the display to display a list of information related to 
devices such that at least one device selected from the list 
is added to at least the first area or the second area; and 

add the selected at least one device to the first area or the 
second area when information associated with the 
Selected at least one device is dragged from the list to at 
least the first area or the second area. 

16. The mobile terminal of claim 1, wherein when a first 
message displayed in the first area or the second area is 
selected and dragged to the second area or the first area, 
respectively, the controller is further configured to copy the 
first message and control the wireless communication unit to 

Mar. 21, 2013 

transmit the copied first message to all devices included in the 
second area or the first area, respectively. 

17. The mobile terminal of claim 1, wherein the controller 
is further configured to: 

control the display to display a message communicated 
with the plurality of devices and the second area sequen 
tially in a chronologic order Such that a position of the 
second area is changed on the display when a new mes 
Sage is generated in the first area and the new message is 
displayed in the first area following the re-positioned 
second area. 

18. The mobile terminal of claim 1, wherein the controller 
is further configured to: 

control the display to display messages communicated 
with the plurality of devices sequentially in a chrono 
logic order within the first area; and 

control the display to display messages communicated 
with the first device sequentially in a chronologic order 
within the second area, 

wherein a position of the second area is fixed on the display 
Such that the second area is displayed at a same position 
on the display when a new message is generated in the 
first area or the second area. 

19. A method for displaying a message at a mobile termi 
nal, the method comprising: 

displaying, via a display of the mobile terminal, a chat 
window for displaying a message communicated with a 
plurality of devices: 

displaying, via the display, a first area for displaying the 
message communicated with the plurality of devices and 
a second area for displaying a message communicated 
with a first device among the plurality of devices within 
the chat window; 

receiving a message at a message input window via an 
input unit of the mobile terminal in the message input 
window; 

selecting the first area or the second area in response to a 
user input; 

transmitting the received message to the plurality of 
devices or the first device based on the selection of the 
first area or the second area; and 

further displaying the received message in the first area 
when the received message is transmitted to the plurality 
of devices or displaying the received message in the 
second area when the message is transmitted to the first 
device. 

20. The method of claim 19, wherein: 
the first area and the second area are displayed such that the 

second area is displayed distinctively over the first area; 
and 

the message input window, which is displayed when only 
the first area is displayed, is displayed at a same position 
on a display screen of the mobile terminal when both the 
first area and second area are displayed such that the 
same message input window is used to receive a message 
to be transmitted to the plurality of devices and a mes 
sage to be transmitted to the first device. 
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