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SYSTEM EMPLOYING THREADED SPACE 
TIME ARCHITECTURE FOR 

TRANSPORTING SYMBOLS AND 
RECEIVERS FOR MULTI-USER DETECTION 

AND DECODING OF SYMEBOLS 

This application claims the benefit of provisional U.S. 
application Ser. No. 60/143,293, filed Jul. 12, 1999. 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

Related Subject matter is disclosed in U.S. patent appli 
cation Ser. No. 09/397,896, filed Sep. 17, 1999, and U.S. 
patent application Ser. No. 09/613,607 of A. Roger Ham 
mons etal for “Method of Generating Space-Time Codes for 
Generalized Layered Space-Time Architectures”, filed even 
date here with, the entire contents of both of Said applications 
being expressly incorporated herein by reference. 

FIELD OF THE INVENTION 

The invention relates generally to a method of symbol 
transmission employing Space-time codes in a multiple 
antenna wireleSS communication System. The invention also 
relates to a method and apparatus for Space-time signal 
processing and multi-user detection and decoding in a 
multiple antenna wireleSS communication System. 

BACKGROUND OF THE INVENTION 

Unlike the Gaussian channel, the wireleSS channel Suffers 
from multi-path fading. In Such fading environments, reli 
able communication is made possible only through the use 
of diversity techniques in which the receiver is afforded 
multiple replicas of the transmitted Signal under varying 
channel conditions. Recently, information theoretic Studies 
have shown that spatial diversity provided by multiple 
transmit and/or receive antennas allows for a significant 
increase in the capacity of wireleSS communication Systems 
operated in a Rayleigh fading environment. Following this 
research, two approaches for exploiting this spatial diversity 
have been proposed. 

In accordance with one approach, channel coding is 
performed acroSS the Spatial dimension, as well as time, to 
benefit from the spatial diversity provided by using multiple 
transmit antennas. Accordingly, the term "space-time codes' 
is used in connection with this coding Scheme. One potential 
drawback of this scheme is that the complexity of the 
maximum likelihood (ML) decoder is exponential in the 
number of transmit antennas. 
A Second approach relies on complex Signal processing 

techniques at the receiver to achieve performance asymp 
totically close to the outage capacity. In this approach, no 
effort is made to optimize the channel coding Scheme. 
Conventional Single-dimensional channel codes are used to 
minimize complexity. This approach is referred to as the 
layered space-time (LST) architecture. The LST architecture 
involves formulating the problem as a multi-user detection 
problem at the receiver and, hence, capitalizing on existing 
multi-user detection techniques in the receiver design. A 
proposed algorithm is based on a combination of decision 
feedback interference cancellation and Zero-forcing interfer 
ence avoidance. One drawback of the LST architecture is 
that the number of receive antennas must be at least equal to 
the number of transmit antennas. The LSTSignal processing 
does not gain the maximum diversity advantage that Space 
time coding offers. At low signal-to-noise ratios, this 
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2 
approach may Suffer from error propagation resulting from 
the decision feedback cancellation. 

SUMMARY OF THE INVENTION 

In accordance with the present invention, novel Solutions 
to problems associated with designing multiple antenna 
wireleSS Systems are presented. 

In accordance with an aspect of the present invention, a 
receiver is provided for multi-user reception. The receiver 
provides for joint detection and decoding. 

In accordance with another aspect of the present 
invention, a Set of lower complexity reception techniques 
based on the turbo processing architecture is presented. 
These techniques provide a trade-off between complexity 
and performance. Joint detection and decoding algorithms 
based on the iterative soft-input-soft-output (SISO) 
approaches are provided. These algorithms avoid the limi 
tations of the LST signal processing techniques, including 
the need for equal number of transmit and receive antennas. 

In accordance with yet another aspect of the present 
invention, a transmitter employs Space-time coding to 
improve the efficiency of multiple antenna Systems. A gen 
eral architecture that combines efficient algebraic code 
design with advanced signal processing techniques is 
employed and is referred to as the threaded Space-time 
(TST) architecture. The TST architecture also allows for 
exploiting the temporal diversity provided by the time 
varying fading channel. The existing Scheme for combined 
array processing and Space-time coding described above, 
which likewise addresses. Some of the problems encountered 
with LST, relies upon a Zero forcing group interference 
Suppression technique and shows performance that is 6-9 dB 
from the outage capacity. The TST architecture and Signal 
processing of the present invention, however, improves 
performance to less than 3 dB from the outage capacity. It 
also provides greater flexibility in terms of the trade-off 
between power efficiency, bandwidth efficiency, and 
receiver complexity. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The various aspects, advantages and novel features of the 
present invention will be more readily comprehended from 
the following detailed description when read in conjunction 
with the appended drawings, in which: 

FIG. 1 is a block diagram of a multiple antenna wireleSS 
communication System constructed in accordance with an 
embodiment of the present invention; 

FIG. 2 illustrates a code word matrix encoded and trans 
mitted in accordance with a known layered Space-time 
architecture; 

FIG. 3 illustrates Space-time codes transmitted in accor 
dance with a known multi-layered Space-time architecture; 

FIG. 4 is a block diagram of a receiver constructed in 
accordance with an embodiment of the present invention; 

FIG. 5 is a block diagram of a receiver constructed in 
accordance with an embodiment of the present invention; 

FIG. 6 illustrates a threaded code word matrix constructed 
using a threaded Space-time architecture in accordance with 
an embodiment of the present invention; 

FIGS. 7 and 8 are graphs illustrating the performance of 
a receiver constructed in accordance with an embodiment of 
the present invention; and 

FIGS. 9, 10 and 11 are graphs illustrating the performance 
of a threaded space-time architecture implemented in accor 
dance with an embodiment of the present invention. 
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Throughout the drawing figures, like reference numerals 
will be understood to refer to like parts and components. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The description below shall be organized as follows: the 
System description and a brief review of previous work on 
the design of Space-time modems are presented in Section 1. 
In Section 2, the optimal receiver for joint detection and 
decoding is identified, and a Set of iterative receivers that 
provide a trade-off between complexity and performance is 
presented. The application of iterative receivers to the lay 
ered Space-time architecture is discussed in Section 2.3. In 
Section 3, a novel approach for joint Space-time transmitter/ 
receiver design is presented that combines efficient multi 
user detection with Space-time coding. Algebraic Space-time 
code constructions for the new architecture are provided in 
Section 3.2. Comparisons of the various layered architec 
tures in terms of efficiency and achievable diversity order are 
presented in Section 4, while Simulation results are com 
pared in Section 5. Finally, Section 6 presents conclusions. 

1. Overview of Space-Time Concepts 
In this Section, the basic concepts for Space-time signal 

design and Signal processing are described. Important con 
cepts involved in Space-time codes, that is, layered Space 
time processing, and another proposed hybrid multi-layered 
approach, are briefly explained. 

1.1 Signal Model 
A multiple antenna communication System 10 with n 

transmit antennas 18 and m receive antennas 24 as shown in 
FIG. 1. In this system 10, the channel encoder 20 in the 
transmitter 14 accepts input from an information Source 12 
and outputs a coded Stream of higher redundancy Suitable 
for error correction processing at the receiver 16. The 
encoded output Stream is modulated via a spatial modulator 
22 and distributed among the n antennas 18. The transmis 
Sions from each of the n transmit antennas 18 are Simulta 
neous and Synchronous. The Signal received at each antenna 
24 is therefore a Superposition of the n transmitted Signals 
corrupted by additive white Gaussian noise and multiplica 
tive fading. The Signal is processed by a demodulator 26 and 
a decoder 28 and provided to an information sink 30. 
ASSume that the transmitter 14 is capable of an aggregate 

transmission rate of nR Symbols per Second (i.e., a trans 
mission rate of R. Symbols per Second per transmit antenna). 
Then, over a transmission time of T Seconds, the transmitter 
14 may transmit up to l=RT channel Symbols per antenna. 
The Space-time transmission resources may therefore be 
viewed as an nxl array whose (i, t)-th entry represents the 
t-th symbol interval available on the i-th antenna. The 
dimension indexed by i is referred to as the Spatial 
dimension, whereas the dimension indexed by t is called the 
temporal dimension. 

In FIG. 1, the channel encoder 20 is a generic function 
and, in many cases of interest, can be decomposable into a 
Set of multiple, independent channel encoderS processing 
separate substreams from the information source 12. When 
the channel encoder 20 is decomposable, there is a corre 
sponding partitioning of the Spatial modulating function that 
is of interest. The components of Such a partitioning are 
referred to as layerS or multi-layers. 
At the receiver 16, the signal r, received by antennajat 

time t is given by 
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. . . . . (1) 
r = VE.X. oic + n, 

i=l 

where VE, is the energy per transmitted symbol; C, is the 
complex path gain from transmit antenna i to receive 
antennajat time t; c, is the Symbol transmitted from antenna 
i at time t; n is the additive white Gaussian noise sample for 
receive antenna at time t. The noise Samples are indepen 
dent Samples of Zero-mean complex Gaussian random vari 
able with variance N/2 per dimension. The different path 
gains C, are assumed to be statistically independent. The 
fading model of primary interest is that of a block flat 
Rayleigh fading process in which the code word encom 
passes B fading blockS. The complex fading gains are 
constant over one fading block but are independent from 
block to block. The quasi-static fading model has been 
Studied which is a special case of the block fading model in 
which B=1. 
The received signal can be expressed in vector notation as 

(2) 

where T, is the mx1 received vector at time t; S, is the mxn 
complex signature matrix whose i' column corresponds to 
the path gains for the i' antenna; c, is the nx1 transmitted 
vector at time t, n, is the mx1 white Gaussian noise vector. 
The System 10 provides not one, but nm, communication 

links between Sender and receiver, corresponding to each 
distinct transmit/receive antenna pairing. The objective of 
space-time system design is to use these statistically 
independent, but mutually interfering, communication links 
to increase System throughput and quality of Service by 
exploiting the Spatial and temporal diversity available in the 
System. 

1.2 Space-Time Channel Codes 
For Space-time channel code design, assume that the 

channel encoder 20 of FIG. 1 is indecomposable. The 
primary design objective is therefore to provide channel 
codes that exploit the full transmission resource array and 
provide the highest level of Spatial diversity at the receiver 
16. 

In the concept of a Space-time code, the channel encoding, 
modulation, and distribution of Symbols acroSS antennas are 
intrinsically connected. Given a Set X, the Space of 1Xm row 
vectors and the Space of nXm matrices taking values in X 
will be denoted by X" and X", respectively. Then, a block 
code of length N over the discrete symbol alphabet y is a 
subset C of the N-dimensional space y. Usually, the num 
ber of code words in C is a power of the alphabet size, 
|C=ly, so that there is a one-to-one mapping, Y: y’->C, of 
information k-tuples onto code words. The mapping Y is an 
encoder for C. In this paper, we will be primarily interested 
in the case in which C is a binary linear code-i.e., y is the 
elementary binary field F=GF(2). 
The baseband modulation mapping u: y’->S2 assigns to 

each b-tuple of alphabet symbols a unique point in the 
discrete, complex-valued signaling constellation S2, which is 
assumed not to contain the point Zero. Conversely, the 
inverse map u provides a b-symbol labeling of the con 
Stellation points. By extension, u(x) denotes the modulated 
version of the vector xey. In this case, it is understood that 
N must be a multiple of b and that the blocking of symbols 
into b-tuples for the modulator is performed left to right. 

Let G2*=QU{0} denote the expanded constellation. Then, 
the spatial modulator is a mapping f:y^->(S2)" that sends 
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the vector X to an nxl complex-valued matrix c=f(X), whose 
non-zero entries are a rearrangement of the entries of u(x). 
Specifically, c is the baseband version of the code word X as 
transmitted across the channel. Thus, in the notation of 
equation (1), the matrix c has (i, t)-th entry equal to cf. Note 
that, in this formulation, it is expressly allowed that no 
Symbol be transmitted by a given antenna at a given signal 
ing interval; thus, N/bs nil. n and l are referred to, 
respectively, as the Spatial Span and temporal span of f. 

Finally, for convenience, let c=t(c) denote the nxbl 
matrix in which each constellation point is replaced by its 
b-symbol label and any Zero entry is replaced by a b-tuple 
of special blank symbols. The map O: X->e is called the 
Spatial formatter. 
Definition 1 A Space-time code C consists of an underlying 
channel code C together with the Spatial modulator function 
f. 

The fundamental performance parameters for Space-time 
codes are the following: (1) diversity advantage, which 
describes the exponential decrease of decoded error rate 
versus signal-to-noise ratio (asymptotic slope of the perfor 
mance curve in a log-log Scale); and (2) coding advantage 
which does not affect the asymptotic slope but results in a 
shift in the performance curve. The diversity advantage is 
the more critical of the two performance metrics as it 
determines the asymptotic Slope of the performance curve. 
Ideally, the coding advantage should be optimized after the 
diversity advantage is maximized. 

For quasi-Static fading channels, it has been shown that 
the Spatial diversity advantage of the code, assuming ML 
decoding, is the product of the number of receive antennas 
24 and the minimum rank among the Set of complex valued 
matrices associated with the difference between baseband 
modulated code words. It is clear that full spatial diversity 
nm will be achieved if and only if all the difference matrices 
have full rank. Based on this design criterion, Simple design 
rules have been proposed for Space-time trellis codes for 
2-level Spatial diversity. 

Rule 1. Transitions departing from the same State differ 
only in the Second Symbol. 

Rule 2. Transitions merging at the same State differ only 
in the first symbol. 

When these rules are followed, the code word difference 
matrices are of the form 

d O 

O Ö2 

with ö, Öa nonzero complex numbers. Thus, every Such 
difference matrix has full rank, and the Space-time code 
achieves 2-level spatial diversity. Two good trellis codes that 
Satisfy these design rules, and Several others that do not, 
were handcrafted using computer Search methods. 

The fact that this design criterion applies to the complex 
domain, rather than the discrete domain in which the codes 
are designed, has hindered the development of more general 
results. The following binary rank criterion for BPSK 
modulated, binary Space-time codes have also been devel 
oped: 
Theorem 2 (Binary Rank Criterion) Let C be a linear nxl 
Space-time code with underlying binary code C of length 
N=nl where len. Suppose that every non-zero code word & 
is a matrix of full rank over the binary field F. Then, for 
BPSK transmission over the quasi-static fading channel, the 
Space-time code C achieves full spatial diversity nm. 
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6 
Using the binary rank criterion, the following construction 
for Space-time codes is proposed which is referred to as the 
Stacking construction. 
Theorem 3 (Stacking Construction) Let M, M.,..., M. be 
binary matrices of dimension kxl, lek, and let C be the nxl 
Space-time code of dimension k consisting of the code word 
matrices 

a 

where X denotes an arbitrary k-tuple of information bits and 
nsl. Then C Satisfies the binary rank criterion, and thus, for 
BPSK transmission over the quasi-Static fading channel, 
achieves full spatial diversity nm, if and only if M, 
M, ..., M., have the property that 

va, a2,..., a,cF: 
M=a Mela-Mél . . . (DaM, is of full rankkunless a=a= . . . 

=a-0. 

It is clear that this construction is general for any number 
of antennas and, generalized in the obvious fashion, applies 
to trellis, as well as block codes. This construction, and a 

similar version for QPSK transmission (in which case y=Z, 
the integers modulo 4, and b=1), have been shown to 
encompass, as Special cases, transmit delay diversity, the 
afore-mentioned hand-crafted trelliS codes, rate 1/n convo 
lutional codes, and certain block and concatenated coding 
Schemes. The generator polynomials for rate 1/n convolu 
tional codes with the best minimum distance that achieve 
full spatial diversity are discussed in the above-referenced 
patent application Ser. No. 09/397,896. 

1.3 Layered Space-Time Architectures 
In the layered Space-time processing approach, the chan 

nel encoder 20 of FIG. 1 is composite, and the multiple, 
independent coded Streams are distributed throughout the 
transmission resource array in layers. The primary design 
objective is to design the layering architecture and associ 
ated Signal processing So that the receiver can efficiently 
Separate the individual layers from one another and can 
decode each of the layerS effectively. In these Schemes, there 
is no spatial interference among Symbols transmitted within 
a layer (unlike the Space-time code design approach); hence, 
conventional channel codes can be used while the effects of 
Spatial interference are addressed primarily in the Signal 
processor design. 

Different layering Schemes are provided for the proposed 
Bell Laboratories Layered Space-Time (BLAST) architec 
ture. In the Simplest variation, the code words are transmit 
ted in horizontal layers. The preferred Scheme, however, 
involves the transmission of code words in diagonal layers. 
The notion of a layer is generalized herein as a Section of the 
transmission resources array having he property that each 
Symbol interval within the Section is allocated to at most one 
antenna. This property ensures that all spatial interference 
experienced by the layer comes from outside the layer. A 
layer has the further Structural property that a set of Spatial 
and/or temporal cyclic shifts of the layer within the trans 
mission resource array provides a partitioning of the trans 
mission resource array. This allows for a simple repeated use 
of the layer pattern for transmission of multiple, independent 
coded Streams. 

Formally, a layer in an nxl transmission resource array 
may be identified by an indexing Set LCI, XI, having the 
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property that the t-th Symbol interval on antenna a belongs 
to the layer if and only if (a, t)ell. Then, a layer requires that, 
if (a, t)eL and (a', t')eL, then either tzt" or a =a'-i.e., that a 
is a function of t. 
Now, consider a composite channel encoder Y consisting 

of n constituent encoderS Y1, Y2, . . . , Y, operating on 
independent information streams. Let Y; y->y', so that 
k=k+k+ . . . +k, and N=N1+N2+ . . . +N. Then, there is 
a partitioning u=ulu... u, of the composite information 
vector uey' into a set of disjoint component vectors u, of 
length k, and a corresponding partitioning Y(u)=Y1(u)Y2 
(u) . . . Y(u) of the composite code word Y(u) into a set 
of constituent code words Y(u), of length N. In the layered 
architecture approach, the Space-time transmitter assigns 
each of the constituent code words Y(u) to one of a set of 
n disjoint layers. For Simplicity, consider the case in which 
the constituent codes are all of the same rate and have the 
same code word length: N=N/n and k=k/n for all i. 

There is a corresponding decomposition of the Spatial 
modulating function that is induced by the layering. Let f: 
y"->(S2*)' denote the component spatial modulating 
function, associated with layer L, which agrees with the 
composite Spatial modulator fregarding the modulation and 
formatting of the layer elements but which sets all off-layer 
elements to complex Zero. Then 

In the V-BLAST architecture, the transmitter uses in 
conventional channel encoderS and permanently assigns the 
output of each encoder to one of the n transmit antennas. 
This corresponds to a partitioning of the transmission 
resource array into the horizontal layers 

where l=N/(nb). Better performance is achieved by the 
preferred D-BLAST architecture in which the output of each 
encoder is distributed among the n antennas along the 
diagonal layers 

where w-N/(n^b) is the width of the diagonal, l=(2n-1) w is 
the temporal span, and L, denotes the function returning 
the integer part of a real-valued input reduced modulo n. 

The BLAST receiver uses a multi-user detection strategy 
based on a combination of interference cancellation and 
avoidance. In D-BLAST, each diagonal layer constitutes a 
complete code word, So decoding is performed layer by 
layer. Consider the code word matrix 32 shown in FIG. 2. 
The entries below the first diagonal layer 34 are zeros. To 
decode the first diagonal 34, the receiver generates a Soft 
decision Statistic for each entry in that diagonal. In doing So, 
the interference from the upper diagonals is avoided by 
projecting the received signal onto the null-space of the 
upper interference. The Soft Statistics are then used by the 
corresponding channel decoder to decode this diagonal. The 
decoder output is then fed back to cancel the first diagonal 
contribution in the interference while decoding the next 
diagonal. The receiver then proceeds to decode the next 
diagonal in the same manner. 

This Zero-forcing Strategy is only possible if the number 
of receive antennas m is at least as large as the number of 
transmit antennas n. Zero-forcing also results in a loSS in 
achievable diversity order that depends on the number of 
interferers to be avoided. For example, the symbol in the 
uppermost position will have the maximum diversity order 
m, whereas the symbol in the lowermost position will have 
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8 
the minimum diversity order 1. Thus, the diagonal layering 
of the encoded Stream is necessary to achieve equal perfor 
mance for all coded Streams. Due to the interference can 
cellation mechanism, errors can also propagate Spatially. 

1.4 Multi-Layered Space-Time Architectures 
Multi-layered space-time processing is a hybrid approach 

involving use of both Space-time channel codes and layered 
processing, as illustrated in FIG. 3. Space-time codes 36a 
through 36n are used in a conventional manner; however, the 
number of antennas is limited to facilitate group processing. 
Since code words are no longer transmitted in a single layer, 
there is Spatial interference among transmitted Symbols 
within a given code word that should be addressed as part of 
the channel code design. 
The group interference Suppression technique is pro 

posed. In this Scheme, the input Stream is divided, for 
example, into n/n' Substreams. The different Substreams are 
encoded using n'-level diversity component trellis codes 
C,..., C. Each component code is then transmitted from 
n' antennas (horizontal n'-layering). At the receiver, each 
component code is decoded Separately while Suppressing 
Signals from other component codes. The group interference 
Suppression Strategy is based on the Zero-forcing principle 
and requires that men-n'+1. In quasi-static fading channel, 
the spatial diversity gain achieved by C is n'x(m-n+n"). 
ASSuming correct decoding of C, its contribution is Sub 
tracted from Signals at different receive antennas. This gives 
a communication System with n-n' transmit and m receive 
antennas. Hence, the Space time code C affords a diversity 
gain of n'x(m-n+2n"), and So on. Using the fact that the 
diversity gain increases with each decoding Stage, unequal 
power levels are allocated to the different component codes. 
Because all of the aforementioned Space-time codes were 
2-level diversity codes, except for the delay diversity, known 
examples were limited to n'=2. 
The performance of this architecture was shown to be 

within 6-9 dB from the outage capacity at frame error rate 
of 10. 

2. Multi-User Detection for Space-Time Applications 
In accordance with the present invention, the problem of 

Space-time Signal processing is considered to be a multi-user 
detection problem. Iterative multi-user detection algorithms 
are provided and their advantages over Zero-forcing Strate 
gies in layered and multi-layered Space-time architectures 
will be discussed below. 

2.1. Optimal Multi-User Detection 
Consider the layered Space-time architecture in which in 

binary channel encoders of rate r and constraint length V are 
used, and each encoder output is assigned to a different layer. 
It is clear that this System is equivalent to a Synchronous 
code division multiple access (CDMA) system with n user 
and m spreading gain, where the complex fading coefficients 
constitute the equivalent spreading Sequences. In general, 
man corresponds to an overloaded CDMA system. In such 
a Scenario, the optimum receiver for joint detection and 
decoding combines the trellises of both the multi-user detec 
tor and the channel decoder. This receiver can be realized 
using a Viterbialgorithm whose complexity is of exponen 
tial order O(2") in the product of the number of antennas 
and the code constraint length. For Some Systems, the 
exponential increase in implementation complexity may 
make the optimal receiver impractical for even a relatively 
Small number of antennas. Thus, there is a need for alternate 
receiver architectures that are leSS complex but Still efficient. 

2.2 Iterative Multi-User Detection 
In this Section, the turbo-processing principle is used to 

derive a set of iterative multi-user detection algorithms that 
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allow trade-offs to be made between performance and com 
plexity. Ablock diagram of the iterative receiver 40 is shown 
in FIG. 4. For simplicity, horizontal layering with binary 
channel codes (n binary channel encoders coupled to n 
transmit antennas) and BPSK modulation are assumed. 
Extension to nonbinary codes and to the multi-layered 
architecture is Straightforward. 
With reference to FIG. 4, a receive signal is processed by 

a matched filter bank 42, and an estimation module 52. A 
soft-input/soft-output (SISO) multi-user detector module 44 
provides joint Soft-decision estimates of the n Streams of 
data. Each of the detected Streams are decoded by the 
separate SISO channel decoders 48a through 48n associated 
with the component channel codes. The detected Streams are 
deinterleaved, as indicated at 46, prior to decoding. The 
output of the decoder is interleaved again, as indicated at 
50a through 50n, to facilitate interleave processing by the 
multi-user detector. After each decoding iteration, the Soft 
outputs from the channel decoders 48a through 48n are used 
to refine the processing performed by the SISO multi-user 
detector 44. In the iterative receiver 40, each of the streams 
is independently interleaved to facilitate convergence. This 
aspect of the receiver 40 also influences channel code 
design. 

The SISO channel decoders 48a through 48n can employ 
any of the following algorithms: (1) the maximum 
a-posteriori (MAP) approach, which is optimal in the Sense 
that it minimizes the probability of bit error at the decoder 
output; (2) the (log-MAP) approach, which is a lower 
complexity, additive version of the (MAP) rule that operates 
in the log-domain; or (3) the Soft output Viterbialgorithm 
(SOVA). The choice of the decoding technique depends on 
the available processing power at the receiver 40. 

The overall complexity of the iterative receiver 40 
depends primarily on the algorithm used by the multi-user 
detector 44. Therefore, three SISO, multi-user detection 
algorithms that provide a trade-off between performance and 
complexity are developed. The first is based on the maxi 
mum a-posteriori (MAP) probability rule; the second is 
based on the minimum mean square error (MMSE) criterion; 
and the third can be viewed a Suboptimal approximation of 
the iterative MMSE receiver. 

In all cases, the derivations require an assumption of 
Statistical independence of the Spatial Soft decision informa 
tion. This assumption is Sufficiently Satisfied in practice by 
requiring that the transmissions from each of the antennas be 
independently interleaved. 

2.2.1. Iterative MAP Receiver 

In this case, the SISO multi-user detector 44 computes the 
symbol-by-symbol maximum a posteriori (MAP) statistics 
defined by 

Pct = 1 ; A 
Llo = logo 

Specifically, the Soft decision statistic for c is updated 
iteratively via the following rule: 

i-I i-l 
C , C , . . . (5) , c) 

, c) 
Sect P(r, I c.)Pic, ... L = log ce t t t 

i-I i-l 
C , C. . . . 

where P(T.C) is the conditional multivariate complex 
Gaussian distribution of the received vector, P(C', ..., 
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10 
C.', C.", . . . , C.”) is the joint a-priori probability 
distribution of the transmitted symbols; and 

C={(c.', ..., c.'', -1.c.'', ..., c.'):ce{-1,1}} (6) 

C ={(c.', ..., c'.-1.cf', ..., c."):ce{-1,1}}. (7) 
i-1 The computation of the joint distribution P(c.",..., c.', 

i-1 c.'', . . . , c) is intractable in general without further 
assumptions. If Statistical independence is assumed, then 

i-1 i-1 
. C. P(c.', .. C. . . 

In the first iteration, one takes P(c=1)=P (c. =-1)=%. In 
Subsequent iterations, the a-priori probabilities are 
re-computed based on the previous iteration's extrinsic 
information, Wil, corresponding to the symbol transmitted 
from the j-th antenna at time t: 

a; (9) 
i 1 + et 

Note that, while the fading is assumed independent for 
each transmit-receive antenna pair, the extrinsic information 
is generally correlated. The independence assumption is 
therefore invalidated, unless the Separate antenna transmis 
sions are independently interleaved. When different inter 
leaving is used for each antenna transmission, however, the 
independence assumption is reasonably well approximated. 
The MAP approach is used for CDMA applications. For 

the iterative MAP decoder, the number of terms in each of 
the summations is preferably 2". Hence, the complexity of 
the MAP detector per iteration is O(n2"), and the overall 
complexity of the receiver, per iteration, is O(n2"+2). 

2.2.2. Iterative MMSE Receiver 
In this scheme, the SISO multi-user detection module 44 

is based on the MMSE criterion. After each decoding 
iteration via 48a through 48n, the soft outputs are used to 
update the a-priori probabilities of the transmitted Symbols. 
These updated probabilities are then used to calculate the 
MMSE filter feed-forward and feedback weights in the 
multi-user detection module, as indicated at 44a and 44b, 
respectively, in FIG. 5. The feedback connections 44b 
represent the Subtractive interference cancellation part of the 
receiver, while the feed-forward weights 44a serve to Sup 
preSS any residual interference. 
The Set of equations describing the filter coefficients used 

for generating the Soft decision statistic corresponding to c. 
will be derived. The subscript t is omitted for convenience. 
Hence, the MMSE estimate y(i) of the i-th antenna symbol 
at time t is given by 

j-wor-w, (10) 

where w is the mx 1 optimized feed-forward coefficients 
vector and W, is a single coefficient that represents the soft 
cancellation part. W., w, are obtained through minimiz 
ing the mean Square value of the error 

8 Ely) c. 

between the data Symbol and its estimate. Hence 
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-continued 
(i) ... 2 

= Elw; (Sic) + Sicili)+n+w – c. 

where S is the mx1 complex signature vector of the i” 
transmit antenna; S" is the mx(n-1) matrix composed of 
the complex Signature vectors of the other n-1 transmit 
antennas 18; c'" is the (n-1)x1 transmitted data vector 
from the other n-1 transmit antennas 18. Using Standard 
minimization techniques, it is easily shown that the MMSE 
Solutions for W., and we satisfy the relations: 

At this point, Statistical independence is assumed once 
again. This assumption is justified through the different 
interleaving used by each transmit antenna 18. Then 

Here I is the identity matrix of order m; e" is the 
(n-1)x1 vector of the expected values of the transmitted 
Symbols from the other n-1 antennas. The a-priori prob 
abilities used to evaluate these expected values are obtained 
from the previous decoding iteration Soft outputs, through 
the component-wise relation (9). 
To Simplify notation, the following definitions are made: 

A-SOS)" (17) 

B-SI-Diag(CEO)+2")(nii) Isonii)" (18) 
F-Scri?ian/) (19) 

R=No. (20) 

Solving (12) and (13) for the optimum filter feed-forward 
and feedback coefficients, the following coefficients are 
obtained 

wo-w°F. (22) 
The log-likelihood ratio is now given by 

L-Re(w/ori-w). (23) 
In the first decoding iteration, the transmitted symbols C 

assumed to have a uniform distribution; hence, c =0. The 
feed-forward filter coefficients vector, W., in this iteration 
is given by similar relations to MMSE equations derived the 
real domain. The relations of the present invention, however, 
are in the complex domain because of the complex spread 
ing codes, and the feedback coefficient w=0. After each 
iteration, c" are recalculated using the decoders soft 
outputs.c" are then used to generate the new set of filter 
coefficients as described. In the asymptotic case, when 
c"?=1, the receiver is equivalent to the subtractive inter 
ference canceler. This is expected, since le"|=1 means that 
the previous iteration decisions, for the other antenna 
Symbols, are error free. Under this assumption, the Subtrac 
tive interference canceler becomes the optimum Solution. 
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12 
The direct implementation of the receiver 16 employing 

iterative MMSE requires a complexity of polynomial order 
in the number of transmit antennas 18. Adaptive techniques 
can be used to reduce implementation complexity. 

2.2.3 Iterative Soft Interference Cancellation 

The main source of complexity in the iterative MMSE 
approach is the matrix inversion operation required to com 
pute the filter feed-forward coefficients (21). This observa 
tion motivates the following Suboptimal approach. y can 
be rewitten as 

y)=w() -Se?iac/). (24) 

Then, if the matched filter w,'-o',', ..., C., is used, the 
need for the matrix inversion operation in (??) is eliminated. 
The resulting receiver has a linear complexity, per iteration, 
in the number of transmit antennas. 

2.2.4 Trade-Offs 

The receiver 16 employing iterative MAP offers a Sub 
Stantial reduction in complexity compared to the optimal 
receiver, but its complexity is exponential and could be 
prohibitive for systems with medium to large numbers of 
antennas. The receiver 16 employing iterative MMSE has 
polynomial complexity. The Soft interference cancellation 
method is the least complex. 
The receiver 16 employing iterative MMSE has an impor 

tant advantage over the other two iterative approaches in that 
it can SuppreSS the interference from other space-time users 
without the need to decode all of the signals. In the iterative 
MAP and the soft interference cancellation techniques, 
undecoded Signals are treated as white Gaussian noise. 
Hence, both approaches can have a near-far problem from 
undecoded space-time users. In the iterative MMSE, the 
other users interference can be Suppressed by the feed 
forward filter coefficients without the need to actually 
decode the other users signals. Prior knowledge of the other 
users spreading codes, that is, path gains, is needed; 
although, an adaptive algorithm based on a combination of 
iterative cancellation and adaptive Subspace projection can 
be used. 

2.3 Application to Layered Space-Time Architectures 
The iterative multi-user techniques can be implemented 

for either of the layered or multilayered transmission for 
mats described above provided that the transmitter 18 is 
modified so that the output of each channel encoder 20 is 
interleaved independently before transmission. The princi 
pal advantages of the iterative techniques in both Settings are 
briefly discussed below. In Section 3, a generalized layered 
architecture with optimized channel coding is presented that 
more effectively exploits the diversity available in the sys 
tem 10. 

2.3.1 Layered Architecture 
The iterative techniques of the present invention offer 

Several advantages over the detection technique proposed in 
the LST. First, unlike LST, neither iterative approach 
requires that men. Second, the probability of error propa 
gation is reduced in the presented algorithms through the 
feedback of Soft information instead of hard decisions. More 
importantly, the iterative approach of the present invention 
Strives to Suppress interference from other layers with mini 
mal loss in achieved diversity order. Therefore, these tech 
niques achieve a better performance than LST. 
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Assuming error-free feedback, the capacity of the LST 
with m=n is 

(25) 

where p is the signal-to noise ratio at the input of each 
receive antennas, and X2, are independent chi-squared 
random variables with 2k degrees of freedom. The lower 
bound converges at high enough signal-to-noise ratios to the 
actual system capacity, so that LST achieves capacity 
asymptotically. 

With the proposed iterative multi-user detection algo 
rithms of the present invention, the ideal performance under 
error-free feedback is close to the upper bound 

Cus-n log(1+(pin)%l. (26) 

At low signal-to noise ratios, the difference between the two 
bounds is considerable, indicating the Superiority of the 
iterative techniques at Small to medium signal-to noise 
ratios. The simulation results in Section 5 show that the 
iterative MMSE receiver 16 achieves more than 3 dB gain 
over the LST detection algorithm at 1% frame error rate. 

2.3.2 Multi-Layered Architecture 
The main advantage of the existing multi-layered Scheme 

over the existing BLAST architecture is the use of Space 
time component codes rather than conventional channel 
codes. Space-time codes have the advantage of exploiting 
the diversity provided by the multiple transmit antennas but 
have the disadvantage that the complexity of the ML 
decoder is exponential in the number of transmit antennas 
used by each component code. The design of space-time 
codes for use in conjunction with the proposed iterative 
MAP and MMSE detection algorithms, however, is made 
more complicated by the use of independent interleaving of 
each antenna transmission. Random interleaving applied to 
each antenna stream may reduce the diversity advantage 
achieved by the space-time code. In the case of the Space 
time trellis codes, it appears a difficult task to verify that an 
interleaved version would still achieve full spatial diversity 
since the codes are handcrafted. A straightforward method 
has been proposed for analyzing the original codes and 
demonstrating that they achieve full spatial diversity, but the 
method is not readily extensible to the interleaved case. No 
systematic method for designing interleaved versions that 
retain full spatial diversity is known. 

The iterative MAP and MMSE algorithms of the present 
invention can be applied, however, to the algebraic space 
time code designs for BPSK or QPSK modulation. Assume 
BPSK transmission and a fixed code rate 1/n' where n' 
divides n. The input stream is divided into n/n' Streams. Each 
stream is then independently encoded using the natural 
space-time code produced by a rate 1/n' convolutional 
encoder. The generator polynomials for full spatial diversity 
codes of this type are listed in Table I in Ser. No. 09/397,896, 
for different code constraint lengths and numbers of transmit 
antennas n' 18. Each output arm from each encoder is 
independently interleaved and transmitted from a different 
antenna. In order to ensure that the resulting space-time code 
retains full spatial diversity, it is enough to Verify that the 
generator matrices corresponding to the interleaved 
branches of the convolutional code satisfy the Stacking 
construction condition in Theorem 3. A random Search 
strategy is very efficient in finding interleavers that Satisfy 
the stacking construction. 
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The direct computation of the diversity order d achieved 

by the soft iterative decoder is a daunting task. Heuristically, 
the approximate bounds are as follows: 

The upper bound corresponds to the maximum diversity 
achievable by a single space-time component code using n' 
transmit antennas assuming ML decoding in the absence of 
competing transmissions from the other component codes on 
the remaining antennas (the ideal case). The lower bound 
corresponds to the diversity achieved by a receiver that uses 
Zero-forcing to detect the signal transmitted from its anten 
nas (assuming men) and ML component decoders. Its use 
as an approximate lower bound for the iterative techniques 
is justified by the fact that the iterative MMSE receiver 16 
with a single iteration achieves the same asymptotic perfor 
mance at high signal-to-noise ratios as the Zero-forcing 
receiver and should outperform the Zero-forcing receiver at 
low signal-to-noise ratios since the MMSE criterion seeks to 
maximize total signal-to-noise-and-interference ratio. The 
bound also applies to the iterative MAP algorithm since it 
outperforms the MMSE technique. 

Guided by the excellent performance of the iterative 
MMSE receiver in CDMA applications, the achieved diver 
sity is close to the upper bound of n'm. The approximate 
bounds are compared to the 20m-n+2) diversity advantage 
achieved by the joint trellis Space-time coding and group 
interference Suppression. 
The architecture just described suffers from two main 

drawbacks. First, it is not applicable to arbitrary constella 
tion. This is due to the limited applicability of the binary 
rank criteria to BPSK and QPSK constellations. Second, it 
does not efficiently exploit the temporal diversity embedded 
in the block fading channel. These limitations are avoided in 
the new approach presented in the next Section. 

3. The Threaded Space-Time Approach 
In this section, a generic approach for Space-time 

transmitter/receiver design is presented in accordance with 
the present invention which combines efficient algebraic 
code design with iterative multi-user detection. In the pro 
posed approach, an input data stream is divided into multiple 
threads. Each thread is encoded and interleaved Separately. 
At each point of time, only one symbol 60 is transmitted 
from each thread 62, as shown in FIG. 6. At the receiver 16, 
the iterative multi-user detector serves to separate the dif 
ferent threads 62a, 62b, and so on with minimal loSS in 
performance. The encoding, interleaving, and distribution of 
thread symbols among different antennas is optimized to 
maximize spatial diversity, temporal diversity, and coding 
gain for a given transmission rate, assuming no interference 
from the other threads. Meanwhile, interleaving is per 
formed in such a way to maximize the efficiency of the 
iterative receiver. While threads can be presented by a 
diagonal in the matrix 64, as depicted in FIG. 6, the symbols 
in a thread need not be transmitted by adjacent antennas in 
respective symbol transmission intervals. 

3.1. Threaded Space-Time Architecture 
As in the generic layered architecture, the transmitter has 

available a disjoint set of layers, L={L1, L2, ..., L.), and 
transmits the composite code word Y(u)=Y1(u)ly-(u2). . . 
Y(u) by sending Y(u) in layer L. 
The layer set L is designed so that each layer is active 

during all of the available symbol transmission intervals 
and, over time, uses each of the n antennas equally often. 
Thus, during each symbol transmission interval, the layers 
each transmit a symbol using a different antenna; and, in 
terms of antenna usage, all of the layers are equivalent. A 
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layer Satisfying these constraints is referred to as a thread of 
Spatial Spann. The Simplest example of threaded layering of 
temporal span l is the Set L in which 

Unlike the layered architectures of described above, the 
design approach of the present invention treats the coded 
transmission in each layer as a bona fide Space-time code, 
constructions for which are given in the next Section. Look 
ing at the Space-time coding performed on a Single layer in 
isolation, this construction appears to reduce throughput as 
a result of Silence periods imposed on the different antennas; 
however, in the overall threaded transmission Scheme, the 
Silent periods on antennas that are not used by a given layer 
are filled with the transmissions from the other component 
Space-time codes. Signal processing at the receiver, which is 
necessary to remove or Suppress spatial interference among 
the threaded layers, allows high throughput to be achieved. 
One innovation of the new architecture is that, under the 
assumption of error-free interference cancellation, the com 
ponent Space-time codes can be designed to achieve full 
Spatial diversity without degradation in overall System 
throughput. 

The Space-time architecture of the present invention is not 
a multi-layer approach Since the transmit positions occupied 
by the modulated code symbols for a particular thread 
constitute a Single layer. Yet, the architecture of the present 
invention is not a layered architecture in the same Sense as 
the BLAST architecture. This is because the threaded lay 
ering is a more general type of layering well-Suited for 
iterative multi-user techniques, and the channel coding 
design in the new approach is two-dimensional based on 
Space-time coding principles designed to exploit both the 
Spatial and temporal diversity. To distinguish this new 
approach, the architecture of the present invention is referred 
to as the threaded space-time (TST) architecture. The three 
architectures are compared in more detail in Section 4 
below. 

The efficiency of the threaded architecture depends on the 
ability of the receiver to eliminate the interference coming 
from the other space-time component codes. In principle, 
any multi-user detection technique can be used in this 
context. The iterative MMSE receiver is used in accordance 
with the present invention because of its reasonable com 
plexity and its ability to achieve performance close to the 
interference-free Scenario under different conditions. This 
approach is applicable to arbitrary constellations with binary 
(or non-binary) codes. 

3.2 Design of Threaded Space-Time Codes 
In this Section, the design of the component Space-time 

codes used in the threaded architecture is discussed. The 
design of these codes follows an algebraic approach intro 
duced in the above-referenced application Ser. No. 09/397, 
896. The layering provided by the threaded architecture 
allows the algebraic formulation to be extended to arbitrary 
Signalling constellations. Importantly, the requirement for 
independent interleaving in the iterative multi-user receiver 
is easily accommodated in these code designs. 

Consider a Single threaded layer L. and the corresponding 
component space-time code C, associated with encoder Y. 
The spatially modulated code words of C, are the nx(N/b) 
complex matrices f(Y,(u)). To Simplify notation, the indices 
are not used, letting L=L, C=C, and g=Y. Let f, denote the 
component spatial modulator function associated with layer 
L. Unsubscripted vectorS Such as X or y are used herein to 
refer to the information Stream. 

For the design of the Space-time code C associated with 
thread L, the following Stacking construction using binary 
matrices for the quasi-Static fading channel is employed. 
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Theorem 4 (Threaded Stacking Construction) Let L be a 
threaded layer of spatial span n. Given binary matrices M, 
M, ..., M., of dimension kxbl, let C be the binary code of 
dimension k consisting of all code words of the form g(x)= 
XMXM... XM, where X denotes an arbitrary k-tuple of 
information bits. Let f, denote the Spatial modulator having 
the property that u(XM) is transmitted in the l Symbol 
intervals of L that are assigned to antenna i. 

Then, as the Space-time code in a communication System 
with n transmit antennas and m receive antennas, the Space 
time code C consisting of C and f, achieves spatial diversity 
dm in a quasi-static fading channel if and only if d is the 
largest integer Such that M1, M2, ..., M., have the property 
that 

M=a Ma M. . . . a.M., is of rank k over the binary field. 

Proof: Due to the lack of spatial interference within a 
layer, the baseband rank criterion is Straightforward to apply. 
In particular, note that the baseband difference f(g(x))-f(g( 
y)) has rank dif and only if it has precisely d non-zero rows. 
Now Suppose that, for Some a 1, a2, . . . , ale F Satisfying 

a+a+ . . . +a=n-d+1, then M=a MaM2 . . . a.M. is 
singular. Then, there exist Xye F., Xzy, such that XM=yM. In 
this case, f(g(x))-f(g(y)) has an all-Zero row for every 
non-Zero coefficient al. Since there are n-d+1 non-Zero 
coefficients, f. (g(x))-f(g(y)) has rank less than d. Thus, C 
does not achieve dm-level diversity. 

Conversely, Suppose C does not achieve dim-level diver 
sity. Then, there exist x, ye F., Xzy, Such that the baseband 
difference f(g(x))-f(g(y)) has rank less than d. It must 
therefore have at least n-d+1 all-Zero rows. Let I denote a Set 
of indices for n-d+1 Such rows, and Set at-1 for ie and a-0 
otherwise. Then, the matrix M=a MaM. . . . a.M. is 
Singular since XM=yM. 
Corollary 5 Full spatial diversity nm is achieved if and only 
if M, M, ..., M., are of rank k over the binary field. 
A Space-time code that achieves dim-level spatial diversity 

in a communication System with n transmit and m receive 
antennas over the quasi-Static fading channel is called a 
d-space-time code. 
Corollary 6. The maximum transmission rate for a commu 
nication System using the threaded layering architecture with 
in transmit antennas, a signaling constellation of size 2, and 
component codes achieving d-level transmit spatial diversity 
constellation is b(n-d+1) bits/sec/Hz. 
Proof. By Theorem 4, in order for the code to achieve d-level 
spatial diversity, the number of columns in M, must satisfy 
blek/(n-d+1). Then the code rate for C is k/(nbl)s(n-d+ 
1)/n. Therefore, the maximum transmission rate of each 
thread is brsb(n-d+1)/n bits per signaling interval. Then, 
the total transmission rate of the n threads is b(n-d+1). A 
different proof can be obtained using the maximum lossleSS 
compression transmission rate. 
The following result is facilitates the design of Space-time 

threaded codes that allow for exploiting the temporal diver 
sity and maximizing the efficiency of the iterative multi-user 
detector. 
Theorem 7 Let C be a d-space-time code consisting of the 
binary code C whose code words are of the form g(x)=xM. 
XM . . . XM, where X denotes an arbitrary k-tuple of 
information bits, and the spatial modulator f, in which XM 
is assigned to antenna i along threaded layer L. Given the 
linear vector-space transformations T, ... , T: F->FP, a 
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new space-time code is constructed by assigning T.(XM) to 
antennai along threaded layer L. Then, the new space time 
code achieves the same spatial diversity order dm if 
T, . . . , T are nonsingular. 
In particular, the linear transformation T. of the previous 
theorem is an arbitrary permutation t. Then, the interleaved 
space-time code resulting from assigning (XM) to antenna 
i along threaded layer Lachieves the same level of diversity 
as the non-interleaved space-time code C. 

Consider the special case of designing space-time trellis 
codes for the threaded architecture. The natural space-time 
codes discussed in application Ser. No. 09/397,896 and 
associated with binary, rate 1/n, convolutional codes with 
periodic bit interleaving are attractive candidates for the 
threaded space-time architecture as they can be easily for 
matted to satisfy the threaded Stacking construction. Each 
output arm from the encoder is transmitted from a separate 
antenna. There is no restriction on the interleaving employed 
by each antenna (i.e., different interleaving can be used by 
the different antennas without violating the generalized 
stacking condition). As discussed earlier, this feature allows 
for the design of efficient iterative multi-user receivers. 
These convolutional codes can be used for a similar 
application, that is, the block erasure channel. The main 
advantage of such codes is the availability of computation 
ally efficient, soft-input/soft-output decoding algorithms. 

For space-time trellis codes treats, only the case in which 
the underlying code has rate 1/n matched to the number of 
transmit antennas has been considered. For the threaded 
space-time code design of the present invention, the more 
general case in which the convolutional code has rate greater 
than 1/n is used. The treatment includes the case of rate k/n 
convolutional codes constructed by puncturing an underly 
ing rate 1/n convolutional code. 

Let C be a binary convolutional code of rate k/n. The 
encoder processes k binary input sequences x(t), X2 
(t), ..., x(t) and produces in coded output Sequences y(t), 
y(t), ..., y(t) which are multiplexed together to form the 
output code word. 

For quasi-static fading channels, the input and output 
sequences of interest are of fixed finite length. In the more 
general case, however, the sequences are semi-infinite 
indexed by t=0,1,2,... Let F denote the space of all such 
binary sequences. A sequence {x(t)}o F is often rep 
resented by the formal series X(D)=x(0)+X(1)D+X(2) 
D+ . . . Refer to X(t)} {-X(D) as a D-transform pair. The 
space FID) of all formal series is an integral domain whose 
invertible elements are those that are not multiples of D. 
The action of the binary convolutional encoder is linear 

and is characterized by the So-called impulse responses 
g(t) - G. (D) associating ouput y(t) with input x(t). 
Specifically, 

where * denotes discrete convolution. Then the D-transform 
of the j-th output of the convolutional encoder is given by 

Thus, the encoder action is Summarized by the matrix 
equation 

where Y(D)=(Y,(D) Y(D)... Y(D)), X(D)=X(D) X-(D) 
. . . X(D), and 
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G. (D) G12 (D) . . . G. (D) 
G21 (D) G.22(D) . . . G2 (D G(D) = s ) : ) 2. ) 

G. (D) G.2 (D) . . . G. (D) 

Consider the natural space-time formatting of C in which 
the output sequence corresponding to Y(D) is assigned to 
the j-th transmit antenna. Characterize the spatial diversity 
that can be achieved by this scheme. A preferred algebraic 
analysis technique considers the rank of matrices formed by 
concatenating the column vectors 

G. (D) 
G. (D p''. 
G1(D) 

Specifically, for a1, a2, . . . , ale F, let 

Then the following theorem relating the spatial diversity of 
the space-time code C in the quasi-static fading channel to 
the rank of these matrices over FID) is considered. 
Theorem 8 Let C denote the threaded space-time code 
consisting of the binary convolutional code C, whose kXn 
transfer function matrix is G(D)=F(D) F(D) . . . F(D)), 
and the spatial modulator f, in which the output Y(D)=X 
(D):F(D) is assigned to antennajalong threaded layer L. Let 
v be the smallest integer having the property that, whenever 
a+a+...+a,-V, the kXn matrix F(a1, a2, ..., a,) has full 
rank k over FID). Then the space-time code C achieves 
d-level spatial transmit diversity over the quasi-static fading 
channel where d=n-V+1 and Vek. 

Proof: All of the code words of C are of the form 
Y'(D)=G"(D)X"(D). Under the stipulated conditions of the 
theorem and following the argument of Theorem ?? 
(threaded stacking construction), only the all-Zero code 
word has V or more all-Zero rows, so the Spatial transmit 
diversity of C is at least n-v--1. On the other hand, since V 
is the smallest integer having the stated property, there is 
some information sequence X(D) resulting in a code Word 
with V-1 all-zero rows. Hence, the Spatial transmit diversity 
of C is precisely n-v--1. 

Rate 1/n' convolutional codes with n'<n can also be put 
into this framework. Let C be a binary convolutional code 
with transfer function matrix 

G(D)=Go(D)G (D) . . . G_1(D). 

The coded bits are to be distributed among n transmit 
antennas. For simplicity, consider the case in which S=n/n' is 
an integer and the coded bits are assigned to the antennas 
periodically. Thus, for each of the coded bit streams Y(D) 
{->{y(t)}, the subsequence y(0), y(s), y,(2s), ... is assigned 
to antenna si; the subsequence y(1), y(S+1), y(2s+1), ... is 
assigned to antenna Si--1; and so on. Alternate assignments 
such as symbol based demultiplexing would also be possible 
and can be analyzed using the same framework. 

In general, partition the Series X(D) corresponding to 
{x(t)} into its modulo S components X,(D) corresponding to 
the subsequences {X(st+j)}o (j=0, 1, 2, . . . , S-1). Then 
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Similarly, partition G(D) into components G. (D) and Y(D) 
into components Y. (D). The space-time code C under 
consideration therefore consists of the binary code C 
together with a spatial modulator function in which Y. (D) 
is assigned to antenna Si-j. 
By multiplying the expansions for X(D) and G(D) and 

collecting terms, it can be shown that the coded bit Stream 
assigned to antenna Si-H is given by 

s 

Y. (D) =XX (D)F(D), 
ik=0 

where 

F(D)=G, (D)+DG. (D). 

In matrix form, 

Y. (D)=X(D)F(D), 

which is the dot product of row vector X(D)=X(D) X (D) 
. X (D) and column vector 

Filio (D) 
Fiji (D) 

Fij (D) = 

Filis-1 (D) 

The theorem now applies directly. The Spatial transmit 
diversity achieved by C is given by d=n-v+1, where v is the 
Smallest integer having the property that, whenever 
ao+a1 + . . . +a, 1=V, the SXn matrix F(ao, a1, . . . , a, ) has 
full rank S. In particular, the best possible Spatial transmit 
diversity is d=n-s+1. When n'=n, S=1 so that full spatial 
transmit diversity d=n is possible as expected. 

Example. Consider the optimal d=5 convolutional 
code with generators G(D)=1+D and G. (D)=1+D+D. In 
the case of two transmit antennas, it is clear that the natural 
threaded Space-time code achieves d=2 level diversity. 

In the case of four transmit antennas, note that the rate % 
code can be written as a rate % convolutional code with 
generator matrix: 

1 + D 0 1 + D 1 
G(D) = 

O 1 + D D 1 + D 

By inspection, every pair of columns is linearly independent 
over FDD). Hence, the natural periodic distribution of the 
code acroSS four transmit antennas produces a threaded 
Space-time code achieving the maximum d=3 transmit Spa 
tial diversity. 

For six transmit antennas, express the code as a rate % 
code with generator matrix: 

Every Set of three columns in the generator matrix has full 
rank over FD, so the natural space-time code achieves 
maximum d=4 transmit diversity. 

Thus far, the design of threaded Space-time codes that 
exploit the Spatial diversity over quasi-static fading channels 
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has been considered. One of the advantages of the threaded 
architecture, however, is its ability to jointly exploit the 
Spatial diversity, provided by the multiple transmit and 
receive antennas, and the temporal diversity, provided by the 
time variations in the block fading channel. In fact, the 
results obtained for threaded Space-time code design for the 
quasi-static fading channel are easily extended to the more 
general block fading channel. 

In the absence of interference from other threads, the 
quasi-static fading channel under consideration can be 
Viewed as a block fading channel with receive diversity, 
where each fading block is represented by a different 
antenna. For the threaded architecture with n transmit anten 
nas and a quasi-Static fading channel, there are n indepen 
dent and non-interfering fading linkS per code word that can 
be exploited for transmit diversity by proper code design. In 
the case of the block fading channel, there is a total of nB 
Such links, where B is the number of independent fading 
blocks per code word per antenna. Thus, the problem of 
block fading code design for the threaded architecture is 
addressed by Simply replacing parameter n by nB. 

For example, the following "multi-Stacking construction' 
is a direct generalization of Theorem 4 to the case of a block 
fading channel. 
Theorem 9 (Threaded Multi-Stacking Construction) Let L 
be a threaded layer of Spatial span n. Given binary matrices 
M11, M2,1, . . . , M1, . . . , M1, M29, . . . . Ms of 
dimension kxl, let C be the binary code of dimension k 
consisting of all code words of the form 

g(x)=xM1.1.xM. AM1 xMaxMal AM, B. 

where X denotes an arbitrary k-tuple of information bits, and 
B is the number of independent fading blockS Spanning one 
code word. Let f, denote the Spatial modulator having the 
property that u(xM) is transmitted in the symbol intervals 
of L that are assigned to antennai in the fading block V. 

Then, as the Space-time code in a communication System 
with n transmit antennas and m receive antennas, the Space 
time code C consisting of C and f, achieves spatial diversity 
dm in a B-block fading channel if and only if d is the largest 
integer Such that M1, M2,..., M., have the property that 

Wa 1.1a2.1: . . . . a, be F.all-art ... +a,-nB-d+1 

M= a11M11a2.1M2.1 
field. 

a,M, is of rank k over the binary 

Proof. This result is immediate from the equivalent quasi 
Static model with nB transmit antennas. 

3.3 Performance Bound 
In this Section, the diversity advantage achieved by the 

threaded architecture when the iterative MMSE algorithm is 
used is investigated. 
Proposition 10 Let C be a d-diversity code used in each 
thread in a Setting with n transmit and m receive antenna, 
then the Zero-forcing receiver achieves Spatial diversity d'=d 
(m-n--1). 
Proof: To detect the signal transmitted from the n-th antenna, 
the Zero forcing receiver projects the received signal on the 
null space of S". Let N, be the null space of S", and V. 
be a (m-n+1)xm matrix whose rows are orthonormal vec 
tors of N, then the (m-n+1)x1 output vector corresponding 
to c, is computed as 

y=VT=S(c.)+n). (29) 

The elements of S, n are independent Gaussian random 
variables with E{n'n''}=0. Note that, in general E{S 
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S}z0. Hence, at the output of the Zero forcing filter, the 
channel is equivalent to an interference-free correlated block 
fading channel with n blockS and m-n+1 receive antennas. 
Since the different equivalent Gaussian fading gains are 
linearly independent, the channel correlation matrix is of full 
rank. Thus, the diversity order is d-(m-n+1). 

Let SIR.' denote the Signal-to-interference-plus-noise 
ratio (SIR) for a symbol transmitted from the i-th antenna 
after the j-th iteration of the iterative MMSE algorithm. 
Then, conditioning on the Set of path gains, 

E|ws (30) 
Now II? --X. Elwys I (1-6) 

kii 

where w, is the vector of feed-forward filter coefficients used 
in the j-th iteration. 
Proposition 11 Let C be a d-diversity code used in each 
thread in a Setting with n transmit and m receive antenna. 
The SIR at the output of the iterative MMSE detector after 
jiterations is at least as large as the SIR after one iteration. 
Furthermore, output SIR is at least as large as that produced 
by the Zero-forcing detector. 
Proof: If SNR denotes the SIR at the output of the 
Zero-forcing detector, then it follows from the definition of 
the MMSE receiver that SNR,2SNR, Also, from the 
definition of the MMSE filter, it follows that 

Tc(i)2 
SIR's Ellw Still 

=SIR) 

as was to be shown. 
The output of the MMSE receiver can be tightly approxi 

mated by a Gaussian random variable in additive white 
Gaussian noise (AWGN) channels. In the space-time code 
setting, the channel is AWGN when conditioned on the path 
gains. Thus, the diversity advantage achieved by the itera 
tive MMSE receiver for the threaded architecture is approxi 
mately lower bounded by the performance achieved by the 
Zero-forcing receiver. Consequently, in a threaded architec 
ture using d-space-time codes, the iterative MMSE receiver 
can achieve diversity d' Satisfying 

d(n-n+1)sd's dim. (31) 

This lower bound justifies the approach to code design for 
the threaded architecture in accordance with the present 
invention. In particular, the design criteria developed in 
Theorems 4 and 9 for optimizing the channel coding for each 
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thread in the absence of interference also serves to maximize 
a lower bound on the diversity advantage when the iterative 
MMSE detector is used to mitigate the interference from 
other threads. The Simulation results of Section 5 Suggest 
that the lower bound is in fact a pessimistic estimate of the 
performance of the threaded architecture with iterative 
MMSE multi-user detection. 

4. System Comparisons 
A high-level comparison of the various architectures is 

shown in Table I below. As shown in the table, all of the 
transmission formats achieve comparable efficiency. Here, 
efficiency refers to the number of information symbols per 
vector channel use. For example, in the horizontal layering 
Scheme, there are n layers each containing a code word of 
length lb and rate r. Thus, Successful use of all transmission 
resources provides a total of n (rlb) information Symbols. 
Normalizing by the total number of symbol transmission 
intervals 1 gives an efficiency of nrb information Symbols per 
transmitted Symbol interval. For the diagonal-layering, the 
efficiency is Somewhat leSS Since the diagonal layers cannot 
utilize a portion of the transmission resources (the result in 
the table assumes the width of the diagonal wi-1). 
The diversity orders achieved by the various architectures 

in both quasi-static and block fading channels are also 
indicated in Table I. In the different approaches, the channel 
coding Schemes are assumed to achieve the maximum 
possible diversity level for rater codes. Since no attempt has 
been made to optimize the coding for the diagonal layering 
architecture, the results reported in the table are on a 
per-Symbol basis. In the prior architectures, the diversity 
order is variable. Table I shows the range of values 
(minimum value:maximum value) and notes whether the 
variation is from layer to layer or from symbol to symbol. In 
the case of the threaded architecture, the diversity order is 
not variable in this way. Since the exact value is unknown, 
Table I gives upper and lower bounds. For the block fading 
channel, the parameter B denotes the number of fading 
blocks per code word. 
The threaded layering is similar to V-BLAST in that each 

transmitted symbol in a thread is Subject to interference 
from n-1 other layers, but better spatial diversity is achieved 
through more efficient transmit diversity and multi-user 
detection signal processing. The threaded layering is similar 
to D-BLAST in that all of the transmit antennas are used 
equally by each component coded transmission. Threaded 
layering, however, more fully exploits the available tempo 
ral diversity Since temporal interleaving is allowed acroSS 
each transmit antenna. Furthermore, unlike D-BLAST, the 
threaded layering with Space-time code design and iterative 
multi-user detection algorithms provide uniform Spatial 
diversity from symbol to symbol. Unlike the horizontal 
multi-layering approach with group interference 
Suppression, the threaded architecture provides uniform 
performance from one component Space-time code to the 
next. Each component Space-time code therefore can, under 
the ideal interference cancellation assumption, achieve full 
Spatial and temporal diversity. 

TABLE I 

Comparison of Different Layered Architectures 

Quasi-Static Fading 
Diversity 

B-Block Fading 
Diversity 

1:m 
Layer-to-layer 

B1 - r + 1:m (LB1 - r + 1) 
Layer-to-layer 
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TABLE I-continued 

Comparison of Different Layered Architectures 

Quasi-Static Fading 
Architecture Efficiency Diversity 

D-Layering n(n - 1)rb 1:m 
nrb- — — Symbol-to-symbol 

H-Multi- mrb 1 1 1 

Layering (m-n +)-m 
Layer-to-layer 

Threaded mrb (m - n + 1) (n1 - r + 1) is 
d s m (n1 - r + 1) 

5. Performance Comparisons 
In this Section, the performance of iterative multi-user 

detection applied to layered Space-time architectures is 
investigated by means of Simulation. The first Study consid 
ers the conventional layered architecture and demonstrates 
the advantage of the iterative methods of the present inven 
tion over existing Zero-forcing techniques. The Second Study 
looks at the threaded Space-time architecture, in which the 
layering and channel coding are optimized for iterative 
multi-user detection, and demonstrates that Significant per 
formance improvements can be achieved by this new 
approach. 

Throughout the Simulation Study rate 72 convolutional 
codes are used. The results are obtained by averaging the bit 
and frame error rates of all the component codes. The 
channel decoder is based on the soft output Viterbialgorithm 
(SOVA). The frame length is 100 bits. The iterative MMSE 
receiver is considered in more detail because it provides a 
compromise between complexity and performance among 
the three presented iterative receivers. 

While, in essence no restrictions were imposed on the 
number of receive antennas, the performance of the threaded 
Space-time architecture can be expected to degrade if m-n. 
The reason is that in practice a reasonably large number of 
receive antennas is required to remove the interference. In 
the next Section, it is shown that excellent performance can 
be achieved for the case of m=n, showing Substantial gain 
over the group Suppression multi-layering approach. 

5.1 Layered Space-Time Architecture 
FIG. 7 illustrates the performance of the iterative MMSE 

receiver with Single-dimensional channel codes. The num 
ber of transmit and receive antennas is 4 and the bandwidth 
efficiency of this system is 2 bits/sec/hz (i.e. BPSK 
modulation). For comparison purposes, a lower bound on 
the frame error rate of the LST approach is included, as well 
as the performance of the Single user Systems which assumes 
the presence of only one transmit antenna and 4 receive 
antennas. The LST lower bound assumes error-free decision 
feedback. The other bound is a lower bound on the perfor 
mance achieved by the optimum receiver. 

It can be seen that the performance of the proposed 
iterative MMSE receiver 40 is within a fraction of a decibel 
of the interference-free performance. This is 2 dB better than 
the best possible performance of LST. In fact, while the 
performance of the LST is expected to be close to the lower 
bound at high Signal-to noise ratios, the bound is expected 
to be loose at low Signal-to-noise ratio due to error propa 
gation. Hence, the relative advantage of the iterative MMSE 
receiver is larger. 
The combination of Space-time codes with iterative 

decoding techniques can be even more potent. In FIG. 8, the 
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Symbol-to-symbol 

(m - n + 1) (LnB1 - r + 1) is 
d s m (LnB1 - r + 1) 

performance of the combined Space-time coding and itera 
tive MMSE reception scheme (Iterative MMSE+STC) 
described above is illustrated where the output of each 
component convolutional code is distributed among two 
antennas. It is shown that this Scheme provides a gain of 
about 1 dB over the iterative MMSE receiver combined with 
Single dimensional coding. It is quite remarkable that this 
gain comes without any additional complexity at either the 
transmitter or the receiver. Overall, the gain provided by the 
combined architecture compared with the LST is more than 
3 dB in this scenario. This gain increases with the number of 
antennas because of the Superior ability of the present 
invention to exploit the diversity advantage provided by the 
multiple transmit and receive antennas. 

FIG. 8 illustrates another advantage of the Iterative 
MMSE+STC scheme. In this figure, the case with 4 transmit 
and 2 receive antennas is considered. AS discussed earlier, 
the LST receiver architecture cannot be used in this Scenario 
because m-n. This System is equivalent to Space-time mul 
tiple acceSS channel with 2 space-time users. The two 
Space-time users have equal energy and use two antennas for 
their transmission. It was been shown that with 2 receive 
antennas, the performance of this System is Same as a 
Space-time multiple access channel with one Space-time user 
and one receive antenna using the interference cancellation 
technique (i.e., the Second receive antenna is used to remove 
the interference of the other space-time user). To compare 
this result with the scheme of the present invention, the 
performance of 2 transmit/1 receive and 2 transmit/2 receive 
antennas which transmit 1 bit/sec/hz (i.e., equivalent to one 
Space-time user) was also depicted in the Figure. It is shown 
that by jointly decoding the two Space-time users, using the 
iterative MMSE technique, a 3-4 dB gain is achieved over 
the blind interference cancellation Scheme which was shown 
to be equivalent to the 2 transmit/1 receive Scenario. 

5.2 Threaded Space-Time Architecture 
In this Section, the performance of the threaded Space 

time (TST) architecture of the present invention and the 
combined group interference Suppression and Space-time 
coding (TNSC) architecture are compared. 

FIGS. 9, 10 and 11 compare the performance of the two 
Schemes for the case of 4 transmit/4 receive and 8 transmit/8 
receive antennas, respectively. In the TST architecture, 
periodic bit interleaving was used to distribute the Symbols. 
QPSK modulation with Gray mapping was used to map the 
binary input to each antenna to a complex constellation. 
Hence, the spectral efficiency is 4 bits/sec/hz and 8 bits/sec/ 
hZ, respectively. From the figures, the Significant gain pro 
vided by the TST over the TNSC scheme is clear. Indeed, the 
TST approach shows a gain of 3-7 dB over the TNSC 
scheme. The TST results are within 2-3 dB of the outage 
capacity. 
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Two main reasons contribute to this advantage. First, the 
ability of the iterative MMSE receiver 40 of the present 
invention to eliminate the interference with only a minor 
loSS in the diversity advantage. Second, the generalized 
Stacking construction coupled with the use of convolutional 
codes with the best minimum distance provide a better 
coding advantage over the hand-crafted trellis code used by 
the TNSC architecture. Note also that 8 state codes are used 
while, in the TNSC architecture, a 32 states codes were used. 
The gain in diversity advantage achieved by the TST archi 
tecture can be seen in the Steeper asymptotic slope of the 
performance curve. It is also shown that the gain provided 
by the TST increases with the number of antennas, again due 
to the better exploitation of the diversity in the system. 

6. Conclusions 
In accordance with the present invention, the design 

problem for multiple antenna Systems operating over the 
fading channel is addressed. The problem was addressed 
herein from both a Signal processing and a Space-time 
coding perspective. From the Signal processing Side, a Set of 
iterative algorithms for joint decoding and detection are 
presented that provide a trade-off between performance and 
complexity. Simulation results are provided for the iterative 
MMSE receiver, establishing its ability to approach the 
interference-free performance lower bound within a fraction 
of a dB. From the space-time coding perspective, the BPSK 
modulation Scenario was considered. Under this assumption, 
convolutional based, Space-time codes were presented that 
exploit the spatial diversity provided by both the transmit 
and receive antennas. The new Scheme avoids. Some of the 
limitations of the layered Space-time architecture. Then, the 
more general case of arbitrary non-Zero complex constella 
tion was considered and a new Scheme, the threaded Space 
time architecture, as presented in accordance with the 
present invention. This new approach was shown through 
Simulation to achieve a significant gain over combined array 
processing and Space-time coding. 
AS a final remark, in the absence of interference from 

other threads, the fading channel is equivalent to the block 
fading channel with receive diversity, where each fading 
block is represented by a different antenna. The algebraic 
framework developed for threaded Space-time code design is 
therefore also useful in the study of code design for block 
fading channels and is applicable to both block and trellis 
based codes. 

Although the present invention has been described with 
reference to a preferred embodiment thereof, it will be 
understood that the invention is not limited to the details 
thereof. Various modifications and Substitutions have been 
Suggested in the foregoing description, and others will occur 
to those of ordinary skill in the art. All such substitutions are 
intended to be embraced within the scope of the invention as 
defined in the appended claims. 
What is claimed is: 
1. A method of transmitting Symbols in a multi-user 

wireleSS communication System have a plurality of transmit 
antennas and a plurality of receive antennas, the method 
comprising the Steps of: 

dividing a data Stream into multiple threads, each of Said 
threads comprising Said Symbols; 

transmitting one of Said Symbols from each of Said threads 
from respective ones of Said plurality of transmit anten 
nas during a Symbol transmission interval; and 

interleaving each of Said threads. 
2. The method of claim 1, prior to the interleaving Step 

further comprising the Step of encoding each of Said threads. 
3. The method of claim 2, wherein each of said threads 

corresponds to a code word comprising a Selected number of 
Said Symbols. 
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4. The method of claim 3, wherein Said encoding Step 

comprises the Step of employing Space-time codes for trans 
mitting Said Symbols. 

5. The method of claim 1, wherein said symbols are 
transmitted in a Set of layerS and the transmission in each 
layer is treated as a Space-time code. 

6. A method of transmitting Symbols in a multi-user 
wireleSS communication System have a plurality of transmit 
antennas and a plurality of receive antennas, the method 
comprising the Steps of: 

dividing a data Stream into multiple threads, each of Said 
threads comprising Said Symbols, and 

transmitting one of Said Symbols from each of Said threads 
from respective ones of Said plurality of transmit anten 
nas during a Symbol transmission interval; and 

wherein Said transmitting Step comprises the Step of 
transmitting respective Said Symbols from each of Said 
threads during respective Symbols periods to generate a 
code matrix having rows and columns, Said rows and 
Said columns each comprising a plurality of elements, 
Said elements in one of Said rows and columns corre 
sponding to respective ones of Said plurality of transmit 
antennas and Said elements in the other one of Said rows 
and columns corresponding to respective ones of Said 
Symbols in Said threads occurring in the same Symbol 
transmission interval. 

7. The method of claim 6, wherein said symbols for one 
of Said threads being allocated among consecutive ones of 
Said elements in Said code matrix that correspond to Said 
plurality of transmit antennas during consecutive Said Sym 
bols periods to represent a diagonal line of Said elements in 
Said code matrix. 

8. The method of claim 6, wherein each of said elements 
in Said code matrix corresponds to one of Said Symbols and 
is not Zero. 

9. An apparatus for transmitting Symbols in a multi-user 
wireleSS communication System comprising: 

a plurality of transmit antennas, and 
a processing device operable to divide a data Stream into 

multiple threads, each of Said threads comprising Said 
Symbols, and to transmit one of Said Symbols from each 
of Said threads from respective ones of Said plurality of 
transmitter antennas during a symbol transmission 
interval; and Said processing device being operable to 
interleave each of Said threads. 

10. The apparatus of claim 9, wherein Said processing 
device is further operable to encode each of Said threads. 

11. The apparatus of claim 10, wherein each of said 
threads corresponds to a code word comprising a Selected 
number of said symbols. 

12. The apparatus of claim 11, wherein Said processing 
device employs space-time codes for transmitting Said Sym 
bols. 

13. The apparatuS 9, wherein Said processing device 
transmits said Symbols in a set of layers and the transmission 
in each layer is treated as a Space-time code. 

14. An apparatus for transmitting Symbols in a multi-user 
wireleSS communication System comprising: 

a plurality of transmit antennas, and 
a processing device operable to divide a data Stream into 

multiple threads, each of Said threads comprising Said 
Symbols, and to transmit one of Said Symbols from each 
of Said threads from respective ones of Said plurality of 
transmitter antennas during a symbol transmission 
interval; and 

wherein Said processing device is operable to transmit 
respective Said Symbols from each of Said threads 
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during respective Symbols periods to generate a code 
matrix having rows and columns, Said rows and Said 
columns each comprising a plurality of elements, Said 
elements in one of Said rows and columns correspond 
ing to respective ones of Said plurality of transmit 
antennas and Said elements in the other one of Said rows 
and columns corresponding to respective ones of Said 
Symbols in Said threads occurring in the same Symbol 
transmission interval. 

15. The apparatus of claim 14, wherein Said processing 
device is operable to allocate Said Symbols for one of Said 
threads among consecutive ones of Said elements in Said 
code matrix that correspond to Said plurality of transmit 
antennas during consecutive Said Symbols periods to repre 
Sent a diagonal line of Said elements in Said code matrix. 

16. The apparatus of claim 14, wherein Said processing 
device is programmable to provide one of Said Symbols in 
each of Said elements Such that none of Said elements is 
inactive. 

17. The apparatus of claim 14, wherein said a multi-user 
wireleSS communication System comprises a plurality of 
receive antennas, Said plurality of transmit antennas need 
not be equal in number to Said plurality of receive antennas. 

18. A method of multi-user detection of symbols trans 
mitted using space-time codes from a plurality of transmit 
antennas to a plurality of receive antennas that can be Subject 
to Spatial interference, the method comprising the Steps of 
receiving Streams from Said plurality of transmit antennas; 

generating estimates of Said streams using a Soft input/Soft 
output detector; 

decoding respective Said Streams using corresponding Soft 
input/Soft output decoders, and 

refining processing by Said Soft input/Soft output detector 
using Soft outputs generated by Said Soft input/Soft 
output decoderS. 

19. A method as claimed in claim 18, further comprising 
the Step of interleaving each of Said Streams. 

20. A method as claimed in claim 19, further comprising 
the Steps of: 

deinterleaving Said Streams prior to Said decoding Step; 
and 

interleaving Said Streams prior to Said refining Step. 
21. A method as claimed in claim 18, wherein said 

decoding Step comprises the Step of employing a decoding 
Scheme Selected from the group consisting of a maximum 
a-posteriori Scheme, a log-domain maximum a-posteriori 
Scheme, and a Soft input Viterbi Scheme. 

22. A method as claimed in claim 18, wherein Said Streams 
comprises Symbols, Said refining Step comprising the Step of 
computing maximum a posteriori probabilites for Said Sym 
bols. 

23. A method as claimed in claim 22, further comprising 
the Steps of: 

updating Said maximum a posteriori probabilites for Said 
Symbols after each said decoding Step; and 

determining minimum mean Square error filter feed 
forward and feedback coefficents to recalculate Said 
estimates of Said streams. 

24. A method as claimed in claim 23, wherein said 
determining Step further comprises the Steps of: 
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28 
defining an MMSE estimate y' of the i-th antenna 

Symbol at time t as 

y-worhw. (32) 

where w is a mx1 optimized feed-forward coefficients 
vector, w, is a single coefficient that represents a Soft 
cancellation, and w/, w, corresponds to minimization of 
the mean Square value of the error 

8 Ely) c. 

between one of Said Symbols and the corresponding Said 
estimate thereof Such that 

8 Elwyr +w - ef (33) 
; T , : 7 : ... 2 

Ew? (Sic) + Sici)+n+w - c 

where S is a mx1 complex signature vector of the i' one 
of said transmitter antennas, S." is a mx(n-1) matrix 
composed of complex Signature vectors of the other n-1 Said 
transmitter antennas, and c'" corresponds to a (n-1)x1 
transmitted data vector from the other n-1 Said transmit 
antennaS, 

defining relations Satisfied by minimum mean Square error 
Solutions for W., and w such that 
Wgo's(n)EIc/+w-0 (34) 

s(i) (35) 
where 

EInn HNo,..., 

Ec/=a); and (36) 

Solving Said relations for optimum filter coefficients 

-l w?' – Si" (A+B+R,-FF"). (38) 

w = -w'' F (39) 

Such that the log-likelihood ratio is 

L-Re(w Dr-w,0) (40) 
wherein 

A = SiSi" (41) 

B = Snir - Diag(anian iT) + anian its ni" (2) 
F-S(ni) (ni) (43) 

R = Nolinxm. (44) 
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