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Product Description
This specification defines the electrical and mechanical requirements for 240-pin, 72 bit-wide, Load Reduced 
Double Data Rate Synchronous DRAM Dual In-Line Memory Modules (DDR3 SDRAM DIMMs).These 
SDRAM DIMMs are intended for use as main memory when installed in systems such as servers and work-
stations. 

PC3-6400/PC3-8500/PC3-10600/PC3-12800/PC3-14900/PC3-17000 refers to the JEDEC standard DIMM 
naming convention in which PC3-6400/PC3-8500/PC3-10600/PC-12800PC3-14900/PC3-17000 indicates a 
240-pin DIMM running at 400/533/666/800/933/1066 MHz clock speed and offering 
6400/8500/10600/12800/14900/17000 MB/s bandwidth.

Reference design examples are included which provide an initial basis for Load Reduced DIMM designs. 
Modifications to these reference designs may be required to meet all system timing, signal integrity, and ther-
mal requirements. All load reduced DIMM implementations must use simulations and lab verification to 
ensure proper timing requirements and signal integrity in the design.

The LRDIMM differs from RDIMMs in that the SDRAMs do not connect directly to the edge connector with the 
exception of VDD andd VSS (ground).  The Memory Buffer (MB) buffers both address and data.  Increased 
performance is achieved based on the LRDIMM presenting only one load to the system.  Increased capacity 
is achieved since the MB drives only the SDRAMs on the module and therefore a well defined topology and 
load.  The maximum number of SDRAM die is 144.  The LRDIMM is intended to function in all RDIMM plat-
forms with appropriate BIOS changes.  Systems designed to function with LRDIMMs will be better able to 
take advantage of LRDIMM features.  

While four chip selects are possible at the edge connector the MB provides a “address multiplication” feature.  
The MB uses one or two of the address lines not directly useable by the SDRAM to generate additional chips 
selects to the SDRAM.  This feature is completely configureable in the MB.  There are 2 additional address 
lines (A16 and A17) defined that will typically only be used with the address multiplication feature.  With 
address multiplication refresh and mode register access become more difficult.  This is because the system 
sees the LRDIMM as fewer logical ranks that the true physical ranks.  Rank based commands like refresh 
and mode register access must accommodate this in some fashion.  The MB provides several methods.  See 
the MB Design Specification for more information on the MB features and programming. 

The LRDIMM has the option of using ODT0 only or both ODT0 and ODT1.

The VREF_DQ and VREF_CA pins on the edge connector provide the reference for the MB.  The MB has 
additional VREF generators that may be used for the SDRAM reference and as the reference for the MB 
interfaces.

LRDIMMs can use an address mirroring feature.  This is exactly as defined in the UDIMM Design Specifica-
tion with the exception that all odd ranks are mirrored when this feature is used.  There is an SPD bit that pro-
vides the information to the system on whether the specific LRDIMM requires the use of address mrroring.  
Since the wiring on the LRDIMM is different to support this feature it must be used when the LRDIMM is wired 
to use address mirroring.  As defined the controller must have the capability to do address mirroring.  

The LRDIMMs are defined to require an integrated thermal sensor with the SPD.  Additionally the MB is 
defined to have an internal thermal sensor.  
Page 4 Revision 0.16

Samsung Electronics Co., Ltd.
Ex. 1036, p. 5



DDR3 SDRAM LRDIMM Design Specification
 Product Description  JEDEC internal use only

Pr
op

os
ed
  

  

Product Family Attributes 

DIMM organization x72 ECC 

DIMM dimensions :  
height (nom.) x  width(nom.) x thickness(max.) 
/ MO-number, Variation

30.35 mm  x 133.35 mm  x 4.00 mm  / MO-269, Variation TBD
30.35 mm  x 133.35 mm  x 6.75 mm  / MO-269, Variation TBD
30.35 mm  x 133.35 mm  x 7.55 mm  / MO-269, Variation TBD
18.75 mm x 133.35 mm x 4.00 mm / MO-269. Variation DB
18.75 mm x 133.35 mm x 4.00 mm / MO-269. Variation EB
18.75 mm x 133.35 mm x 4.00 mm / MO-269. Variation FB

Pin count 240

SDRAMs supported 1 Gb, 2 Gb, 4 Gb

Capacity 4 GB, 8 GB, 16 GB, 32 GB, 64 GB

Serial PD Consistent with JC 45 

Voltage options 1.35 and 1.5 volt (VDD), 3.3 volt (VDDSPD)

Interface 1.35 and 1.5 volt signal switching based on reference voltage at 
VDD/2. See DRAM specification for more detail.

Environmental Parameters       
DDR3 SDRAM Registered DIMMs are intended for use in standard office environments that have limited capacity for 
heating and air conditioning.

Symbol Parameter Rating Units Notes

TOPR Operating temperature See Note 3

HOPR Operating humidity (relative)  10 to 90 % 1

TSTG Storage temperature -50 to +100 °C 1

HSTG Storage humidity (without condensation)  5 to 95 % 1

PBAR Barometric pressure (operating & storage)  105 to 69 K Pascal 1, 2

1. Stresses greater than those listed may cause permanent damage to the device. This is a stress rating only, and device functional 
operation at or above the conditions indicated is not implied. Exposure to absolute maximum rating conditions for extended periods 
may affect reliability.

2. Up to 9850 ft.
3. The designer must meet the case temperature specifications for individual module components.
Revision 0.16 Page 5
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Pinout and Description 
Pin Description 

Pin Name Description Num-
ber Pin Name Description Num-

ber

CK0_t Clock Input, positive line 1 Par_In Parity bit for the Address and Control bus 1

CK0_c Clock Input, negative line 1 ErrOut_n Parity error found on the Address and 
Control bus 1

CK1_t Clock Input, positive line 1  ODT[0]  On Die Termination Input 1

CK1_c Clock Input, negative line 1  DQ[63:0]  Data Input/Output 64

CKE[1:0] Clock Enables 2 CB[7:0] Data check bits Input/Output 8

CKE[3:2],
ODT[1],
TEST

Clock Enables
On Die Termination
Memory bus tool (Not Connected and Not 
Useable on DIMMs)

2 DQS[8:0]_t  Data strobes 9

RAS_n Row Address Strobe 1 DQS[8:0]_c Data strobes, negative line 9

CAS_n Column Address Strobe 1
DM[8:0]/

DQS[17:9]_t,
TDQS[17:9]_t

Data Masks / Data strobes, 
Termination data strobes

9

WE_n Write Enable 1  DQS[17:9]_c
TDQS[17:9]_c 

Data strobes, negative line,
Termination data strobes

9

S[1:0]_n Chip Selects 2 EVENT_n
Reserved for optional hardware 
temperature sensing

1

S[3:2]_n,
A17, A16

Chip Selects
Address Inputs

2 TEST Memory bus test tool (Not Connected and 
Not Useable on DIMMs) 1

A[9:0],A11,
A[15:13] Address Inputs 14 RESET_n Register and SDRAM control pin 1

A10/AP Address Input/Autoprecharge 1 VDD Power Supply 22

A12/BC_n Address Input/Burst chop 1 VSS Ground 59

BA[2:0]  SDRAM Bank Addresses 3 VREFDQ Reference Voltage for DQ 1

SCL Serial Presence Detect (SPD) Clock Input 1 VREFCA  Reference Voltage for CA 1

 SDA SPD Data Input/Output 1 VTT  Termination Voltage 4

SA[2:0] SPD Address Inputs 3 VDDSPD  SPD Power 1
Page 6 Revision 0.16
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Load Reduced DIMM Input/Output Functional Description
Symbol Type Polarity Function

CK0_t IN Positive
Line

Positive line of the differential pair of system clock inputs that drives input to the on-DIMM Clock
Driver. 

CK0_c IN Negative
Line

Negative line of the differential pair of system clock inputs that drives the input to the on-DIMM Clock 
Driver.

CK1_t IN Positive
Line Terminated but not used on RDIMMs.

CK1_c IN Negative
Line Terminated but not used on RDIMMs.

CKE[3:0] IN Active
High

CKE HIGH activates, and CKE LOW deactivates internal clock signals, and device input buffers and 
output drivers of the SDRAMs. Taking CKE LOW provides PRECHARGE POWER-DOWN and 
SELF REFRESH operation (all banks idle), or ACTIVE POWER DOWN (row ACTIVE in any bank) 

S[3:0]_n IN Active
Low

Enables the command decoders for the associated rank of SDRAM when low and disables decod-
ers when high. When decoders are disabled, new commands are ignored and previous operations 
continue. Other combinations of these input signals perform unique functions, including disabling all 
outputs (except CKE and ODT) of the register(s) on the DIMM or accessing internal control words in 
the register device(s). For modules with two registers, S[3:2]_n operate similarly to S[1:0]_n for the 
second set of register outputs or register control words.

ODT[1:0] IN Active
High On-Die Termination control signals 

 RAS_n, 
CAS_n, WE_n IN Active

Low
When sampled at the positive rising edge of the clock, CAS_n, RAS_n, and WE_n define the opera-
tion to be executed by the SDRAM.

VREFDQ Supply Reference voltage for DQ0-DQ63 and CB0-CB7.

VREFCA Supply Reference voltage for A0-A17, BA0-BA2, RAS_n, CAS_n, WE_n, S0_n, S1_n, S2_n, S3_n, CKE0, 
CKE1, CKE2, CKE3, Par_In, ODT0 and ODT1.

BA[2:0] IN —
Selects which SDRAM bank of eight is activated.
BA0 - BA2 define to which bank an Active, Read, Write or Precharge command is being applied. 
Bank address also determines mode register is to be accessed during an MRS cycle.

A[17:13,
12/BC_n,11,
10/AP,[9:0]

IN —

Provided the row address for Active commands and the column address
and Auto Precharge bit for Read/Write commands to select one location out of the memory
array in the respective bank. A10 is sampled during a Precharge command to determine
whether the Precharge applies to one bank (A10 LOW) or all banks (A10 HIGH). If only
one bank is to be precharged, the bank is selected by BA. A12 is also utilized for BL 4/8
identification for ‘’BL on the fly’’ during CAS_n command. The address inputs also provide the
op-code during Mode Register Set commands.

DQ[63:0],
CB[7:0] I/O — Data and Check Bit Input/Output pins

DM[8:0] IN Active
High Masks write data when high, issued concurrently with input data. 

VDD, VSS Supply Power and ground for the DDR SDRAM input buffers and core logic.

VTT Supply Termination Voltage for Address/Command/Control/Clock nets.

DQS[17:0]_t I/O Positive
Edge Positive line of the differential data strobe for input and output data.

DQS[17:0]_c I/O Negative
Edge Negative line of the differential data strobe for input and output data.
Revision 0.16 Page 7
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TDQS[17:9]_t
TDQS[17:9]_c OUT

TDQS_t/TDQS_c is applicable for X8 DRAMs only. When enabled via Mode Register A11=1 in 
MR1,DRAM will enable the same termination resistance function on TDQS_t/TDQS_c that is applied 
to DQS_t/DQS_c. When disabled via mode register A11=0 in MR1, DM/TDQS_t will provide the 
data mask function and TDQS_c is not used. X4/X16 DRAMs must disable the TDQS function via 
mode register A11=0 in MR1

SA[2:0] IN —
These signals are tied at the system planar to either VSS or VDDSPD to configure the serial SPD 
EEPROM address range.

SDA I/O —
This bidirectional pin is used to transfer data into or out of the SPD EEPROM. A resistor must be 
connected from the SDA bus line to VDDSPD on the system planar to act as a pullup.

SCL IN —
This signal is used to clock data into and out of the SPD EEPROM. A resistor may be connected 
from the SCL bus time to VDDSPD on the system planar to act as a pullup.

EVENT_n
OUT
(open 
drain)

Active 
Low

This signal indicates that a thermal event has been detected in the thermal sensing device.The sys-
tem should guarantee the electrical level requirement is met for the EVENT_n pin on TS/SPD part.
No pull-up resister is provided on DIMM.

VDDSPD Supply Serial EEPROM positive power supply wired to a separate power pin at the connector which sup-
ports from 3.0 Volt to 3.6 Volt (nominal 3.3V) operation.

RESET_n IN Active
Low

The RESET_n pin is connected to the RESET_n pin on the register and to the RESET_n pin on 
the DRAM. 

Par_In IN Parity bit for the Address and Command bus. (“1 “: Odd, “0 “: Even)

ErrOut_n
OUT
(open 
drain)

Parity error detected on the Address and Command bus. A resistor may be connected from 
ErrOut_n bus line to VDD on the system planar to act as a pull up.

TEST Used by memory bus analysis tools (unused (NC) on memory DIMMs)

Load Reduced DIMM Input/Output Functional Description (Continued)
Symbol Type Polarity Function
Page 8 Revision 0.16
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DDR3 240-pin LRDIMM, RDIMM and UDIMM Pinout                                                                                                                    

See Notes on following page for differences of RDIMMs and  UDIMMs and LRDIMMs

Pin# Front
Side

Pin
#

Back
Side

Pin
#

Front
Side

Pin
#

Back
Side

Pin
#

Front
Side

Pin
#

Back
Side Pin# Front

Side Pin# Back
Side

1 VREFDQ 121 VSS 31 DQ25 151 VSS 61 A2 181 A1 91 DQ41 211 VSS

2 VSS 122 DQ4 32 VSS 152
DM3,

DQS12_t,
TDQS12_t

62 VDD 182 VDD 92 VSS 212
DM5,

DQS14_t,
TDQS14_t

3 DQ0 123 DQ5 33 DQS3_c 153 NC,DQS12_c,
TDQS12_c 63 NC, CK1_t 183 VDD 93 DQS5_c 213

NC,
DQS14_c,
TDQS14_c

4 DQ1 124 VSS 34 DQS3_t 154 VSS 64 NC, CK1_c 184 CK0_t 94 DQS5_t 214 VSS

5 VSS 125 DM0,DQS9_t,
TDQS9_t 35 VSS 155 DQ30 65 VDD 185 CK0_c 95 VSS 215 DQ46

6 DQS0_c 126 NC,DQS9_c,
TDQS9_c 36 DQ26 156 DQ31 66 VDD 186 VDD 96 DQ42 216 DQ47

7 DQS0_t 127 VSS 37 DQ27 157 VSS 67 VREFCA 187 EVENT_n, 
NC 97 DQ43 217 VSS

8 VSS 128 DQ6 38 VSS 158 CB4,NC 68 Par_In, NC 188 A0 98 VSS 218 DQ52

9 DQ2 129 DQ7 39 CB0,NC 159 CB5,NC 69 VDD 189 VDD 99 DQ48 219 DQ53

10 DQ3 130 VSS 40 CB1,NC 160 VSS 70 A10 / AP 190 BA1 100 DQ49 220 VSS

11 VSS 131 DQ12 41 VSS 161
NC, DM8,
DQS17_t,

TDQS17_t,
71 BA0 191 VDD 101 VSS 221

DM6,
DQS15_t,
TDQS15_t

12 DQ8 132 DQ13 42 DQS8_c 162 NC,DQS17_c,
TDQS17_c 72 VDD 192 RAS_n 102 DQS6_c 222

NC,
DQS15_c,
TDQS15_c

13 DQ9 133 VSS 43 DQS8_t 163 VSS 73 WE_n 193 S0_n 103 DQS6_t 223 VSS

14 VSS 134
DM1,

DQS10_t,
TDQS10_t

44 VSS 164 CB6,NC 74 CAS_n 194 VDD 104 VSS 224 DQ54

15 DQS1_c 135
NC,

DQS10_c,
TDQS10_c

45 CB2,NC 165 CB7,NC 75 VDD 195 ODT0 105 DQ50 225 DQ55

16 DQS1_t 136 VSS 46 CB3,NC 166 VSS 76 S1_n, NC 196 A13 106 DQ51 226 VSS

17 VSS 137 DQ14 47 VSS 167 NC(TEST), 
CKE2 77 ODT1, 

CKE3, NC 197 VDD 107 VSS 227 DQ60

18 DQ10 138 DQ15 48 VTT, NC 168 RESET_n 78 VDD 198 S3_n, A17, 
NC 108 DQ56 228 DQ61

19 DQ11 139 VSS KEY 79 S2_n, A16, 
NC 199 VSS 109 DQ57 229 VSS

20 VSS 140 DQ20 49 VTT, NC 169 CKE1, NC 80 VSS 200 DQ36 110 VSS 230
DM7,

DQS16_t,
TDQS16_t

21 DQ16 141 DQ21 50 CKE0 170 VDD 81 DQ32 201 DQ37 111 DQS7_c 231
NC,

DQS16_c,
TDQS16_c

22 DQ17 142 VSS 51 VDD 171 A15 82 DQ33 202 VSS 112 DQS7_t 232 VSS

23 VSS 143
DM2,

DQS11_t,
TDQS11_t

52 BA2 172 A14 83 VSS 203
DM4,

DQS13_t,
TDQS13_t

113 VSS 233 DQ62

24 DQS2_c 144
NC,

DQS11_c
TDQS11_c, 

53 ErrOut_n
NC 173 VDD 84 DQS4_c 204

NC,
DQS13_c,
TDQS13_c

114 DQ58 234 DQ63

25 DQS2_t 145 VSS 54 VDD 174 A12 / BC_n 85 DQS4_t 205 VSS 115 DQ59 235 VSS

26 VSS 146 DQ22 55 A11 175 A9 86 VSS 206 DQ38 116 VSS 236 VDDSPD

27 DQ18 147 DQ23 56 A7 176 VDD 87 DQ34 207 DQ39 117 SA0 237 SA1

28 DQ19 148 VSS 57 VDD 177 A8 88 DQ35 208 VSS 118 SCL 238 SDA

29 VSS 149 DQ28 58 A5 178 A6 89 VSS 209 DQ44 119 SA2 239 VSS

30 DQ24 150 DQ29 59 A4 179 VDD 90 DQ40 210 DQ45 120 VTT 240 VTT

60 VDD 180 A3
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Samsung Electronics Co., Ltd.
Ex. 1036, p. 10



DDR3 SDRAM LRDIMM Design Specification
 Pinout and Description  JEDEC internal use only

Pr
op

os
ed
    
Pinout Comparison Between UDIMM Type and LRDIMM Type 

Pin #
UDIMM LRDIMM

Signal Notes Signal Notes

48, 49 NC Not used on UDIMMs VTT Termination Voltage for Address/Command/Con-
trol/Clock nets.

120, 240 VTT Termination Voltage for Address/Com-
mand/Control/Clock nets. 

VTT Termination Voltage for Address/Command/Con-
trol/Clock nets.

53 NC Not used on UDIMMs ERROut_n Parity error output of Memory Buffer
63 CK1_t Used for 2 rank UDIMMs, not used on 

single-rank UDIMMs, but terminated
CK1_t

Terminated but not used
64 CK1_c CK1_c

68 NC Not used on UDIMMs Par_In Parity input to Memory Buffer (MB).  This siignal is 
required for MB functionality.

76 S1_n Used for dual-rank UDIMMs, not con-
nected on single-rank UDIMMs S1_n

Chip select for the second logical rank.  Required 
for programming the Memory Buffer.  SMBus can 
be used for programming the MB.

77 ODT1,
NC

Used for dual-rank  UDIMMs, not con-
nected on single-rank UDIMMs

ODT1,
CKE3

Provides 4th CKE signal.  Not used on JEDEC stan-
dard LRDIMMs but may be used on custom 
LRDIMMs.  Connected to MB.

79 NC Not used on UDIMMs S2_n,
A16

May be used as third chip select or address A16.  
Use is system dependent.  MB can be programmed 
to use it as chip select 2 or address A16.

167 NC TEST input used only on bus analysis 
probes CKE2 Not used on JEDEC standard LRDIMMs but may be 

used on custom LRDIMMs. 

169 CKE1, 
NC

Used for dual-rank UDIMMs, not con-
nected on single-rank UDIMMs CKE1 2nd CKE.

171 A15, NC Depending on device density, may not be 
connected to SDRAMs on UDIMMs.  
However, these signals are terminated 
on UDIMMs. A15 not routed on some 
RCs

A15

Always used on LRDIMMs172 A14 A14

196 A13 A13

198 NC Not used on UDIMMs S3_n,
A17

May be used as either a 4th chip select or address 
A17.  Use is system dependent.  MB can be pro-
grammed to use it as chip select 3 or address A17.

39, 40, 45, 
46, 158, 159, 

164, 165
NC, CBn Used on x72 UDIMMs, (n = 0...7); not 

used on x64 UDIMMs CBn ECC byte.  Always used on LRDIMM.

125, 134, 
143, 152, 
161, 203, 
212, 221, 

230

DMn
Connected to DM on x8 DRAMs, UDM or 
LDM on x16 DRAMs on UDIMMs; 
(n = 0...8)

DQS
[9:17]_t

Always connected to MB.  Typically used for 
LRDIMMs with x4 SDRAMs.  Not used for 
LRDIMMs with x8 SDRAMs.

126, 135, 
144, 153, 
162, 204, 
213, 222, 

231

NC Not used on UDIMMs DQS
[9:17]_c

Always connected to MB.  Typically used for 
LRDIMMs with x4 SDRAMs.  Not used for 
LRDIMMs with x8 SDRAMs.

187
EVENT_

n
NC

Connected to the thermal sensing com-
ponent on ECC DIMMs. No connection 
on non-ECC DIMMs.

EVENT_n Connected to the thermal sensing component and 
MB.

NC = no internal connection
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Pinout Comparison Between RDIMM Type and LRDIMM Type 

Pin #
RDIMM LRDIMM

Signal Notes Signal Notes

77 ODT1, 
NC

ODT1 is connected to the register on dual- and 
quad- rank RDIMMs; NC on single-rank RDIMMs, 
CKE3 is not available for RDIMMs

ODT1, 
NC,

CKE3

ODT1, CKE3 is connected to the Memory 
Buffer.  It has no defined functionality in nor-
mal use but is available for custom applica-
tions.

79 S2_n, 
NC

S2_n is connected to the register on quad-rank 
RDIMMs, not connected on single or dual rank 
RDIMMs. A16 is not available for RDIMMs

S2_n,
NC, 
A16

S2_n, A16 is connected to the Memory 
Buffer.  Based on system configuration it may 
be used as an additional chip select or an 
addition address input.

167 NC TEST input used only on bus analysis probes.  
CKE2 is not avilable for RDIMMs

NC,
CKE2

TEST input used only on bus analysis 
probes.  The CKE2 function is only available 
on custom modules.

198 S3_n,
NC

Connected to the register on quad-rank RDIMMs, 
not connected on single-or dual-rank RDIMMs

S3_n, 
NC, 
A17

S3_n, A17 is connected to the Memory 
Buffer.  Based on system configuration it may 
be used as an additional chip select or an 
addition address input.

NC = no internal connection
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Supported SDRAM Components Maximum size for 1Gb to 4Gb; DDR3 SDRAM
This table is for reference only. Please see appropriate raw card appendix for more information.

Raw 
Card

Supported DRAM Outline 
(Width x Length) max. Configuration SDRAM

Placement
Package

Type
Module

Height (mm)
MO-207
 variation

# of SDRAM 
balls supported

A 11.0 mm x 12.0 mm 2 rank x4 2 row vertical Planar 30.35 DW-z 82

B 11.0 mm x 12.0 mm 4 rank x8 2 row vertical Planar 30.35 DW-z 82

C 11.0 mm x 11.6 mm 4 rank x4 2 row vertical DDP 30.35 DW-z 82

D 11.0 mm x 12.0 mm 8 rank x8 2 row vertical DDP 30.35 DW-z 82

E 11.0 mm x 12.0 mm 8 rank x4 2 row vertical QDP 30.35 DW-z 82

F 11.0 mm x 12.0 mm 2 rank x4 1 row vertical DDP 18.75 DW-z 82

G 11.0 mm x 12.0 mm 4 rank x8 1 row vertical DDP 18.75 DW-z 82

H 11.0 mm x 12.0 mm 4 rank x4 1 row vertical QDP 18.75 DW-z 82

J 11.0 mm x 12.0 mm 8 rank x8 1 row vertical QDP 18.75 DW-z 82

K
10.0 mm x 13.0 mm

4 rank x4 2 row flower DDP 30.35 DW-z 82
11.0 mm x 12.0 mm

Note:  1. DDP refers to a 2 die stack.  QDP refers to a 4 die stack.

A
B
C
D
E
F
G
H
J
K
L

1 2 3 4 5 6 7 8 9

Max
M

ax

M
N
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DDR3 SDRAM LRDIMM Design Specification
 Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM  JEDEC internal use only

Pr
op

os
ed
Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM
(MO-207 Variation DT-z/DW-z, FBGA 0.8mm x 0.8 mm pitch)   

Note:  1. Above coordinates of ball out corresponds to footprint on PCB (page 16).
Note:  2. “NC” means that the ball is present and is not connected to any signal in the SDRAM package.
Note:  3. NC balls may be mated with any solder pad on PCB.
Note:  4. This figure is valid for SDRAM specification as defined by JESD79-3. Refer to that specification for any later revisions

x4 Ballout of DDR3 SDRAMs (Top view)

   

   

1 2 3 4 8 9 10 11

A NC NC NC NC NC NC

B

C NC NC NC NC NC NC

D

E

F NC VSS VDD NC NC VSS VDD NC A

G VSS VSSQ DQ0 DM VSSQ VDDQ B

H VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ C

J VSSQ NC DQS_c VDD VSS VSSQ D

K VREFDQ VDDQ NC NC NC VDDQ E

L NC VSS RAS_n CK_t VSS NC F

M ODT VDD CAS_n CK_c VDD CKE G

N NC CS WE_n A10/AP ZQ NC H

P VSS BA0 BA2 A15 VREFCA VSS J

R VDD A3 A0 A12/BC_n BA1 VDD K

T VSS A5 A2 A1 A4 VSS L

U VDD A7 A9 A11 A6 VDD M

V NC VSS RESET_n A13 A14 A8 VSS NC N

W

Y

AA NC NC NC NC NC NC

AB

AC NC NC NC NC NC NC

1 2 3 7 8 9

1 2 3 4 8 95 6 7
A
B
C
D
E
F
G
H
J
K
L

MO-207 Variation DW-z 

N
M

10 11

P
R
T
U
V
W
Y

AA
AB
AC

with support balls
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DDR3 SDRAM LRDIMM Design Specification
 Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM  JEDEC internal use only

Pr
op

os
ed
Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM
(MO-207 Variation DT-z/DW-z, FBGA 0.8 mm x 0.8 mm pitch)         

Note:  1. Above coordinates of ball out corresponds to footprint on PCB (page 21).
Note:  2. “NC” means that the ball is present and is not connected to any signal in the SDRAM package. 
Note:  3.  NC balls may be mated with any solder pad on PCB.
Note:  4. “NU” means that the ball is present and may or may not be electrically connected a an active signal in the SDRAM package.
Note:  5. NU balls may only be mated with NC solder pads on PCB.
Note:  6. This figure is valid for SDRAM specification as defined by JESD79-3. Refer to that specification for any later revisions.

x8 Ballout of DDR3 SDRAMs (Top view) 

   
1 2 3 4 8 9 10 11

A NC NC NC NC NC NC

B

C NC NC NC NC NC NC

D

E

F NC VSS VDD NC
NU/

TDQS_c
VSS VDD NC A

G VSS VSSQ DQ0
DM/

TDQS_t
VSSQ VDDQ B

H VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ C

J VSSQ DQ6 DQS_c VDD VSS VSSQ D

K VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ E

L NC VSS RAS_n CK_t VSS NC F

M ODT VDD CAS_n CK_c VDD CKE G

N NC CS# WE_n A10/AP ZQ NC H

P VSS BA0 BA2 A15 VREFCA VSS J

R VDD A3 A0 A12/
BC_n BA1 VDD K

T VSS A5 A2 A1 A4 VSS L

U VDD A7 A9 A11 A6 VDD M

V NC VSS RESET_n A13 A14 A8 VSS NC N

W

Y

AA NC NC NC NC NC NC

AB

AC NC NC NC NC NC NC

1 2 3 7 8 9

1 2 3 4 8 95 6 7
A
B
C
D
E
F
G
H
J
K
L

N
M

10 11

P
R
T
U
V
W
Y

AA
AB
AC

MO-207 Variation DW-z 
with support balls
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DDR3 SDRAM LRDIMM Design Specification
 Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM  JEDEC internal use only

Pr
op

os
ed
Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM
MO-207 Variation DW-z, FBGA 0.8 mm x 0.8 mm pitch)   

Note:  1. Above coordinates of ball out corresponds to footprint on PCB (page 22).
Note:  2. “NC” means that the ball is present and is not connected to any signal in the SDRAM package. 
Note:  3. NC balls may be mated with any solder pad on PCB.
Note:  4. This figure is valid for SDRAM specification as defined by JESD79-3. Refer to that specification for any later revisions.

x4 Ballout of DDR3 SDRAMs for DDP Stacked DIMM (Top view)       

   
1 2 3 4 8 9 10 11

A NC NC NC NC NC NC

B

C NC NC NC NC NC NC

D

E

F NC VSS VDD NC NC VSS VDD NC A

G VSS VSSQ DQ0 DM VSSQ VDDQ B

H VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ C

J VSSQ NC DQS_c VDD VSS VSSQ D

K VREFDQ VDDQ NC NC NC VDDQ E

L ODT1 VSS RAS_n CK_t VSS CKE1 F

M ODT0 VDD CAS_n CK_c VDD CKE0 G

N CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1 H

P VSS BA0 BA2 A15 VREFCA VSS J

R VDD A3 A0 A12/BC_n BA1 VDD K

T VSS A5 A2 A1 A4 VSS L

U VDD A7 A9 A11 A6 VDD M

V NC VSS RESET_n A13 A14 A8 VSS NC N

W

Y

AA NC NC NC NC NC NC

AB

AC NC NC NC NC NC NC

1 2 3 7 8 9

1 2 3 4 8 95 6 7
A
B
C
D
E
F
G
H
J
K
L

MO-207 Variation DW-z

N
M

10 11

P
R
T
U
V
W
Y

AA
AB
AC

with support balls
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DDR3 SDRAM LRDIMM Design Specification
 Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM  JEDEC internal use only

Pr
op

os
ed
Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM
MO-207 Variation DW-z, FBGA 0.8 mm x 0.8 mm pitch)   

Note:  1. Above coordinates of ball out corresponds to footprint on PCB (page 22).
Note:  2. “NC” means that the ball is present and is not connected to any signal in the SDRAM package. 
Note:  3. NC balls may be mated with any solder pad on PCB.
Note:  4. This figure is valid for SDRAM specification as defined by JESD79-3. Refer to that specification for any later revisions.

x8 Ballout of DDR3 SDRAMs for Stacked DDP DIMM (Top view)       

   
1 2 3 4 8 9 10 11

A NC NC NC NC NC NC

B

C NC NC NC NC NC NC

D

E

F NC VSS VDD NC NU/
TDQS_c VSS VDD NC A

G VSS VSSQ DQ0 DM/
TSDQS_t VSSQ VDDQ B

H VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ C

J VSSQ DQ6 DQS_c VDD VSS VSSQ D

K VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ E

L ODT1 VSS RAS_n CK_t VSS CKE1 F

M ODT0 VDD CAS_n CK_c VDD CKE0 G

N CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1 H

P VSS BA0 BA2 A15 VREFCA VSS J

R VDD A3 A0 A12/BC_n BA1 VDD K

T VSS A5 A2 A1 A4 VSS L

U VDD A7 A9 A11 A6 VDD M

V NC VSS RESET_n A13 A14 A8 VSS NC N

W

Y

AA NC NC NC NC NC NC

AB

AC NC NC NC NC NC NC

1 2 3 7 8 9

1 2 3 4 8 95 6 7
A
B
C
D
E
F
G
H
J
K
L

MO-207 Variation DW-z

N
M

10 11

P
R
T
U
V
W
Y

AA
AB
AC

with support balls
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DDR3 SDRAM LRDIMM Design Specification
 Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM  JEDEC internal use only

Pr
op

os
ed
Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM
MO-207 Variation DW-z, FBGA 0.8 mm x 0.8 mm pitch)   

Note:  1. Above coordinates of ball out corresponds to footprint on PCB (page 16).
Note:  2. “NC” means that the ball is present and is not connected to any signal in the SDRAM package.
Note:  3. NC balls may be mated with any solder pad on PCB.
Note:  4.This figure is valid for SDRAM specification as defined by JESD79-3. Refer to that specification for any later revisions

x4 Ballout of DDR3 SDRAMs for Stacked QDP DIMM (Top view)       

   
1 2 3 4 8 9 10 11

A NC NC NC NC NC NC

B

C NC NC NC NC NC NC

D

E

F NC VSS VDD NC NU/
TDQS_c VSS VDD NC A

G VSS VSSQ DQ0 DM/
TSDQS_t VSSQ VDDQ B

H VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ C

J VSSQ DQ6 DQS_c VDD VSS VSSQ D

K VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ E

L ODT1 VSS RAS_n CK_t VSS CKE1 F

M ODT0 VDD CAS_n CK_c VDD CKE0 G

N CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1 H

P VSS BA0 BA2 A15 VREFCA VSS J

R VDD A3 A0 A12/BC_n BA1 VDD K

T VSS A5 A2 A1 A4 VSS L

U VDD A7 A9 A11 A6 VDD M

V NC VSS RESET_n A13 A14 A8 VSS NC N

W

Y

AA NC NC NC NC NC NC

AB

AC NC NC NC NC NC NC

1 2 3 7 8 9

1 2 3 4 8 95 6 7
A
B
C
D
E
F
G
H
J
K
L

MO-207 Variation DW-z

N
M

10 11

P
R
T
U
V
W
Y

AA
AB
AC

with support balls
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DDR3 SDRAM LRDIMM Design Specification
 Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM  JEDEC internal use only

Pr
op

os
ed
Pin Assignments for 1Gb to 4Gb; DDR3 SDRAM
MO-207 Variation DW-z, FBGA 0.8 mm x 0.8 mm pitch)  

Note:  1. Above coordinates of ball out corresponds to footprint on PCB (page 16).
Note:  2. “NC” means that the ball is present and is not connected to any signal in the SDRAM package.
Note:  3. NC balls may be mated with any solder pad on PCB.
Note:  4. This figure is valid for SDRAM specification as defined by JESD79-3. Refer to that specification for any later revisions

x8 Ballout of DDR3 SDRAMs for Stacked QDP DIMM (Top view)       

   
1 2 3 4 8 9 10 11

A NC NC NC NC NC NC

B

C NC NC NC NC NC NC

D

E

F NC VSS VDD NC NU/
TDQS_c VSS VDD NC A

G VSS VSSQ DQ0 DM/
TSDQS_t VSSQ VDDQ B

H VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ C

J VSSQ DQ6 DQS_c VDD VSS VSSQ D

K VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ E

L ODT1 VSS RAS_n CK_t VSS CKE1 F

M ODT0 VDD CAS_n CK_c VDD CKE0 G

N CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1 H

P VSS BA0 BA2 A15 VREFCA VSS J

R CS2_n A3 A0 A12/BC_n BA1 ZQ2 K

T CS3_n A5 A2 A1 A4 ZQ3 L

U VDD A7 A9 A11 A6 VDD M

V NC VSS RESET_n A13 A14 A8 VSS NC N

W

Y

AA NC NC NC NC NC NC

AB

AC NC NC NC NC NC NC

1 2 3 7 8 9

1 2 3 4 8 95 6 7
A
B
C
D
E
F
G
H
J
K
L

MO-207 Variation DW-z

N
M

10 11

P
R
T
U
V
W
Y

AA
AB
AC

with support balls
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DDR3 SDRAM LRDIMM Design Specification
 PCB Pad Array Options for SDRAM Placements  JEDEC internal use only

Pr
op

os
ed
PCB Pad Array Options for SDRAM Placements

MO-207 Variation DW-z allows any of the support balls locations to be non-populated.  Many raw cards use 
the 72-pad array and thus support DRAM with four mechanical balls attached.  The number of pads actually 
used is dependent on the package size of the DRAMs applied to the module.  The 68-pad array corresponds 
with MO-207 Variation DT-z.

There are five basic pad arrays: x4 pad array, x8 pad array, x4 pad array DDP stacked, x8 pad array DDP 
stacked and x4 pad array QDP stacked.  Each of these pad arrays may have a ball count variation. Below is 
a description of these 2 variations found on currently established raw card reference designs: 

- 78-pad array (Variation DT-z, or DW-z with no support balls) 

- 82-pad array (Variation DW-z with 4 support balls) 
Revision 0.16 Page 19
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DDR3 SDRAM LRDIMM Design Specification
 x4 SDRAM Pad Array  JEDEC internal use only

Pr
op

os
ed
                      x4 SDRAM Pad Array 

  
Note:  1. Above coordinates of footprint corresponds to previous ballout of DDR3 SDRAMs.
Note:  2. “NC” means that a solder pad is present and is not connected to any signal on the PCB. 
Note:  3. NC solder pads may be mated with any balls of an SDRAM.

(Top view)

1 2 3 7 8 9

NC NC NC NC NC NC

NC NC NC NC NC NC

A NC VSS VDD NC NC VSS VDD NC

B VSS VSSQ DQ0 DM VSSQ VDDQ

C VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ

D VSSQ NC DQS_c VDD VSS VSSQ

E VREFDQ VDDQ NC NC NC VDDQ

F NC VSS RAS_n CK_t VSS NC

G ODT VDD CAS_n CK_c VDD CKE

H NC CS_n WE_n A10/AP ZQ NC

J VSS BA0 BA2 A15 VREFCA VSS

K VDD A3 A0 A12/
BC_n BA1 VDD

L VSS A5 A2 A1 A4 VSS

M VDD A7 A9 A11 A6 VDD

N NC VSS RESET_n A13 A14 A8 VSS NC

NC NC NC NC NC NC

NC NC NC NC NC NC

82-pad array (light blue background)
(See MO-207, Variation DW-z)
(Includes 4 mechanical support balls)

78-pad array (yellow background)
(See MO-207, Variation DT-z)

(Includes no mechanical support balls)

106-pad array (black outline)
(See MO-207, Variation DW-z)
(Includes all mechanical support balls)
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DDR3 SDRAM LRDIMM Design Specification
 x8 SDRAM Pad Array  JEDEC internal use only

Pr
op

os
ed
                       x8 SDRAM Pad Array   

    
Note:  1. Above coordinates of footprint corresponds to previous ballout of DDR3 SDRAMs.
Note:  2. “NC” means that a solder pad is present and is not connected to any signal on the PCB. 
Note:  3.  NC solder pads may be mated with any balls of an SDRAM.

(Top view)

1 2 3 7 8 9

NC NC NC NC NC NC

NC NC NC NC NC NC

A NC VSS VDD NC
NU/

TDQS_c
VSS VDD NC

B VSS VSSQ DQ0
DM/

TDQS_t
VSSQ VDDQ

C VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ

D VSSQ DQ6 DQS_c VDD VSS VSSQ

E VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ

F NC VSS RAS_n CK_t VSS NC

G ODT VDD CAS_n CK_c VDD CKE

H NC CS_n WE_n A10/AP ZQ NC

J VSS BA0 BA2 A15 VREFCA VSS

K VDD A3 A0 A12/BC_n BA1 VDD

L VSS A5 A2 A1 A4 VSS

M VDD A7 A9 A11 A6 VDD

N NC VSS RESET_n A13 A14 A8 VSS NC

NC NC NC NC NC NC

NC NC NC NC NC NC

82-pad array (light blue background)
(See MO-207, Variation DW-z)
(Includes 4 mechanical support balls)

78-pad array (yellow background)
(See MO-207, Variation DT-z)

(Includes no mechanical support balls)

106-pad array (black outline)
(See MO-207, Variation DW-z)
(Includes all mechanical support balls)
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DDR3 SDRAM LRDIMM Design Specification
 x4 SDRAM Pad Array DDP Stacked  JEDEC internal use only

Pr
op

os
ed
                  x4 SDRAM Pad Array DDP Stacked    

   
Note:  1. Above coordinates of footprint corresponds to previous ballout of DDR3 SDRAMs.
Note:  2. “NC” means that a solder pad is present and is not connected to any signal on the PCB. 
Note:  3. NC solder pads may be mated with any balls of an SDRAM.

 (Top view)

1 2 3 7 8 9

NC NC NC NC NC NC

NC NC NC NC NC NC

A NC VSS VDD NC NC VSS VDD NC

B VSS VSSQ DQ0 DM VSSQ VDDQ

C VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ

D VSSQ NC DQS_c VDD VSS VSSQ

E VREFDQ VDDQ NC NC NC VDDQ

F ODT1 VSS RAS_n CK_t VSS CKE1

G ODT0 VDD CAS_n CK_c VDD CKE0

H CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1

J VSS BA0 BA2 A15 VREFCA VSS

K VDD A3 A0 A12/BC_n BA1 VDD

L VSS A5 A2 A1 A4 VSS

M VDD A7 A9 A11 A6 VDD

N NC VSS RESET_n A13 A14 A8 VSS NC

NC NC NC NC NC NC

NC NC NC NC NC NC

82-pad array (light blue background)

(Includes 4 mechanical support balls)

78-pad array (yellow background)
(See MO-207, Variation DT-z)
(Includes no mechanical support balls)

106-pad array (black outline)
(See MO-207, Variation DW-z)
(Includes all mechanical support balls)

(See MO-207, Variation DW-z)
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DDR3 SDRAM LRDIMM Design Specification
 x8 SDRAM Pad Array DDP Stacked  JEDEC internal use only

Pr
op

os
ed
                  x8 SDRAM Pad Array DDP Stacked   

    
Note:  1. Above coordinates of footprint corresponds to previous ballout of DDR3 SDRAMs.
Note:  2. “NC” means that a solder pad is present and is not connected to any signal on the PCB. 
Note:  3.  NC solder pads may be mated with any balls of an SDRAM.

(Top view)

1 2 3 7 8 9

NC NC NC NC NC NC

NC NC NC NC NC NC

A NC VSS VDD NC
NU/

TDQS_c
VSS VDD NC

B VSS VSSQ DQ0
DM/

TDQS_t
VSSQ VDDQ

C VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ

D VSSQ DQ6 DQS_c VDD VSS VSSQ

E VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ

F ODT1 VSS RAS_n CK_t VSS CKE1

G ODT0 VDD CAS_n CK_c VDD CKE0

H CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1

J VSS BA0 BA2 A15 VREFCA VSS

K VDD A3 A0 A12/BC_n BA1 VDD

L VSS A5 A2 A1 A4 VSS

M VDD A7 A9 A11 A6 VDD

N NC VSS RESET_n A13 A14 A8 VSS NC

NC NC NC NC NC NC

NC NC NC NC NC NC

82-pad array (light blue background)
(See MO-207, Variation DW-z)
(Includes 4 mechanical support balls)

78-pad array (yellow background)
(See MO-207, Variation DT-z)
(Includes no mechanical support balls)

106-pad array (black outline)
(See MO-207, Variation DW-z)
(Includes all mechanical support balls)
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DDR3 SDRAM LRDIMM Design Specification
 x4 SDRAM Pad Array QDP Stacked  JEDEC internal use only

Pr
op

os
ed
x4 SDRAM Pad Array QDP Stacked 
(Top view)

1 2 3 7 8 9

NC NC NC NC NC NC

NC NC NC NC NC NC

A NC VSS VDD NC
NU/

TDQS_c
VSS VDD NC

B VSS VSSQ DQ0
DM/

TDQS_t
VSSQ VDDQ

C VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ

D VSSQ DQ6 DQS_c VDD VSS VSSQ

E VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ

F ODT1 VSS RAS_n CK_t VSS CKE1

G ODT0 VDD CAS_n CK_c VDD CKE0

H CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1

J VSS BA0 BA2 A15 VREFCA VSS

K VDD A3 A0 A12/BC_n BA1 VDD

L VSS A5 A2 A1 A4 VSS

M VDD A7 A9 A11 A6 VDD

N NC VSS RESET_n A13 A14 A8 VSS NC

NC NC NC NC NC NC

NC NC NC NC NC NC

82-pad array (light blue background)
(See MO-207, Variation DW-z)
(Includes 4 mechanical support balls)

78-pad array (yellow background)
(See MO-207, Variation DT-z)
(Includes no mechanical support balls)

106-pad array (black outline)

(Includes all mechanical support balls)
(See MO-207, Variation DW-z)
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DDR3 SDRAM LRDIMM Design Specification
 x4 SDRAM Pad Array QDP Stacked  JEDEC internal use only

Pr
op

os
ed
x8 SDRAM Pad Array QDP Stacked
(Top view)

1 2 3 7 8 9

NC NC NC NC NC NC

NC NC NC NC NC NC

A NC VSS VDD NC
NU/

TDQS_c
VSS VDD NC

B VSS VSSQ DQ0
DM/

TDQS_t
VSSQ VDDQ

C VDDQ DQ2 DQS_t DQ1 DQ3 VSSQ

D VSSQ DQ6 DQS_c VDD VSS VSSQ

E VREFDQ VDDQ DQ4 DQ7 DQ5 VDDQ

F ODT1 VSS RAS_n CK_t VSS CKE1

G ODT0 VDD CAS_n CK_c VDD CKE0

H CS1_n CS0_n WE_n A10/AP ZQ0 ZQ1

J VSS BA0 BA2 A15 VREFCA VSS

K CS2_n A3 A0 A12/BC_n BA1 ZQ2

L CS3_n A5 A2 A1 A4 ZQ3

M VDD A7 A9 A11 A6 VDD

N NC VSS RESET_n A13 A14 A8 VSS NC

NC NC NC NC NC NC

NC NC NC NC NC NC

82-pad array (light blue background)
(See MO-207, Variation DW-z)
(Includes 4 mechanical support balls)

78-pad array (yellow background)
(See MO-207, Variation DT-z)
(Includes no mechanical support balls)

106-pad array (black outline)
(See MO-207, Variation DW-z)
(Includes all mechanical support balls)
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DDR3 SDRAM LRDIMM Design Specification
 Pin Assignments for Memory Buffer  JEDEC internal use only

Pr
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Pin Assignments for Memory Buffer
Memory Buffer (Top View)
588-Ball TFBGA 0.65 x 0.65 mm pitch [MO-XXX Variation X]   

Left Side (1 of 3)

A B C D E F G H J K L M N

20 NB NB VSS DQ7 DQS9_t DQ2 DQ3 VDD DQ68 DQS17_t DQ70 VSS DQ66

19 NB VSS DQ4 DQ6 DQS9_c VSS DQ1 VSS DQ69 DQS17_c DQ71 VSS DQ67

18 VSS VDD VSS DQ5 DQS0_c DQ0 NB NB NB NB NB DQS8_t DQ64

17 MDQ5 MDQ4 MDQ0 VSS DQS0_t VSS NB NB NB NB NB DQS8_c DQ65

16 MDQS9_t MDQS9_
c

MDQS0_
c MDQS0_t VDD QACAS_

n NB NB NB NB NB VDD VDD

15 MDQ6 MDQ7 MDQ2 MDQ1 VDD QARAS_
n NB NB NB NB NB QAECC2 QAECC6

14 VSS VSS VSS MDQ3 VDD QAA15 NB NB NB NB NB VDD VDD

13 DQS1_t DQS1_c VSS VDD QAA10 QACKE1 NB NB NB NB NB QAWE_n VDD

12 VDD VSS DQ8 VDD QACKE0 QAA12 NB NB NB NB NB QABA0 QABA2

11 DQ11 DQ10 DQ9 VDD QABA1 QACKE2 NB NB NB NB NB QAA0 VDD

10 DQ15 DQ14 DQ13 VDD QACKE3 QAA4 NB NB NB NB NB QAA3 QACS0_n
QCS0_n

9 VDD VSS DQ12 VDD QAA1 QAA5 NB NB NB NB NB QACS3_n
QCS3_n

QACS2_n
QCS2_n

8 DQS10_t DQS10_c VSS VDD VDD QAA11 NB NB NB NB NB QAA5 QAA2

7 VSS VSS VSS MDQ9 VDD QAA8 NB NB NB NB NB QA13 QAA9

6 MDQ12 MDQ13 MDQ8 MDQ11 VDD QAA14 NB NB NB NB NB QAA7 VDD

5 MDQS10
_t

MDQS10
_c

MDQS1_
c MDQS1_t VSS VDD NB NB NB NB NB VDD VSS

4 MDQ14 MDQ15 MDQ10 VSS DQS2_t DQ16 NB NB NB NB NB MDQS2_
c VSS

3 VSS VDD VSS DQ19 DQS2_c DQ17 NB NB NB NB NB MDQS2_t VSS

2 NB VSS DQ18 DQ22 DQS11_c DQ20 VSS MDQ20 MDQS11
_c MDQ22 VSS MDQ16 MDQ18

1 NB NB VSS DQ23 DQS11_t DQ21 VSS MDQ21 MDQS11
_t MDQ23 VSS MDQ17 MDQ19

A B C D E F G H J K L M N
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Middle (2 of 3)

P R T U V W Y AA AB AC AD AE

20 VDD Y3_c Y3_t Y1_t Y1_c Y2_c Y2_t Y0_t Y0_c VDD ZQ SCL

19 VDD VSS PVDD VSS PVDD VSS PVDD VSS PVDD VSS ZQVSS SDA

18 VSS MDQ68 MDQS17_
t MDQ70 MDQ64 MDQS8_c MDQ66 VSS CK_t CK_c VSS VDD

17 VSS MQD69 MDQS17_
c MDQ71 MDQ65 MDQS8_t MDQ67 TEST(0) AVSS AVDD AOUT TEST(2)

16 VDD VSS VDD VSS VDD VSS VDD TEST(1) VDD VSS VDD VSS

15 VSS VDD VSS VDD VSS VDD VSS VDD VSS VDD VSS VDD

14 QAECC9 VSS VDD VSS VDD VSS VDD VSS VDD VSS VDD VSS

13 QAODT1 VDD VSS VDD VSS VDD VSS VDD VSS VDD VSS QBCKE1

12 QAODT0 VSS RESET_n VSS VDD VSS VDD VSS VDD VSS VDD QBCKE0

11 VSS VDD DCKE2 VDD DA1 VDD VSS DCS2_n DCS4_n DCS3_n VSS QBCKE3

10 QACS1_n
QSC1_n QRST_n DCKE1 DA12 DA6 DA4 DA2 DA13 DCS0_n DCS5_n DBA1 VDD

9 VDD DCKE0 DBA2 DA11 DA3 DA5 PAR_IN DODT0 DA0 DBA0 DODT1
DCKE3 VSS

8 VDD DA15 DA14 DA9 DA8 DA7 DCS1_n DCAS_n DRAS_n DA10 DCS6_n DCS7_n

7 VDD VDD ERROUT
_n VDD VDD VDD VDD VDD VDD DWE_n VDD VDD

6 DQ24 DQ25 VSS MDQ29 MDQS12_
t VSS MDQ36 MDQS13_

t MDQ37 VSS DQ32 DQ33

5 DQS3_t DQS3_c VSS MDQ30 MDQS12_
c MDQ28 VSS MDQS13_

c MDQ38 VSS DQS4_t DQS4_c

4 DQ26 DQ27 VSS MDQ31 MDQS3_c VSS MDQ32 MDQS4_c MDQ39 VSS DQ34 DQ35

3 VDD DQ28 DQ29 VSS MDQS3_t MDQ24 VSS MDQS4_t VSS DQ36 DQ37 VDD

2 VSS DQS12_t DQS12_c VSS MDQ25 VSS MDQ33 MDQ34 VSS DQS13_t DQS13_c VSS

1 VSS DQ30 DQ31 VSS MDQ26 MDQ27 VSS MDQ35 VSS DQ38 DQ39 VSS

P R T U V W Y AA AB AC AD AE
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Right Side (3 of 3)

AF AG AH AJ AK AL AM AN AP AR AT AU AV

20 SA2 SA0 QVREF
CA VDD QVREF

DQ VDD DQ59 DQ58 DQS7_t DQ63 VSS NB NB

19 VCCSPD SA1 VREFCA VSS VREF
DQ VSS DQ57 VSS DQS7_c DQ62 DQ60 VSS NB

18 EVENT_n BFUNC NB NB NB NB NB DQ56 DQS16_c DQ61 VSS VDD VSS

17 VSS VDD NB NB NB NB NB VSS DQS16_t VSS MDQ58 MDQ63 MDQ62

16 VDD VSS NB NB NB NB NB QBWE_n VDD MDQS7_t MDQS7_
c

MDQS16
_c

MDQS16
_t

15 QBCAS_
n

QBRAS_
n NB NB NB NB NB QBBA0 VDD MDQ59 MDQ57 MDQ61 MDQ60

14 VDD VDD NB NB NB NB NB QBA0 VDD MDQ56 VSS VSS VSS

13 QBA10 QBA15 NB NB NB NB NB QBA3 QBODT1 VDD VSS DQS6_c DQS6_t

12 VDD VDD NB NB NB NB NB QBA2 QBBA2 VDD DQ48 VSS VDD

11 QBBA1 QBA12 NB NB NB NB NB QBA5 QBODT0 VDD DQ49 DQ50 DQ51

10 QBCKE2 QBA4 NB NB NB NB NB QBCS1_n
QCS5_n

QBCS0_n
QCS4_n VDD DQ53 DQ54 DQ55

9 QBA1 QBA6 NB NB NB NB NB QBCS3_n
QCS7_n

QBCS2_n
QCS6_n VDD DQ52 VSS VDD

8 VDD VDD NB NB NB NB NB QBA9 VDD VDD VSS DQS15_c DQS15_t

7 QBA11 QBA8 NB NB NB NB NB QBA13 VDD MDQ51 VSS VSS VSS

6 VDD QBA14 NB NB NB NB NB QBA7 VDD MDQ49 MDQ50 MDQ55 MDQ54

5 VSS VDD NB NB NB NB NB VDD VSS MDQS6_t MDQS6_
c

MDQS15
_c

MDQS15
_t

4 VSS MDQS5_
c NB NB NB NB NB DQ40 DQS5_t VSS MDQ48 MDQ53 MDQ52

3 VSS MDQS5_t NB NB NB NB NB DQ41 DQS5_c DQ45 VSS VDD VSS

2 MDQ40 MDQ43 VSS MDQ44 MDQS14
_t MDQ47 VSS DQ42 DQS14_c DQ46 DQ44 VSS NB

1 MDQ41 MDQ42 VSS MDQ45 MDQS14
_c MDQ46 VSS DQ43 DQS14_t DQ47 VSS NB NB

AF AG AH AJ AK AL AM AN AP AR AT AU AV
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   Pin Assignments for Serial Presence Detect
(MO-229 Variation V/WCED-3, 2x3 mm package, 8 lead DFN 0.5 mm pitch)
(MO-229 Variation V/WEED-7, 3x3 mm package, 8 lead DFN 0.5 mm pitch)
256-byte Serial Presence Detect device, TSE2002 with thermal sensor   

Note:  1. Above rotations of leads correspond to footprints on PCB.
Note:  2. Refer to JESD21C-4.1.2 -- SERIAL PRESENCE DETECT STANDARD, General Standard for landing pattern details.

SPD Pinout (Top view)

TSE2002

1 SA0 VDDSPD 8

2 SA1 EVENT 7

3 SA2 SCL 6

4 VSSSPD SDA 5
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DDR3 Load Reduced DIMM Wiring Details  

Signal Groups

This specification categorizes tiiming-critical signals into eight groups. The following table summarizes the 
signals contained in each group.
  

General Net Structure Routing Guidelines

Net structures and lengths must satisfy signal quality and setup/hold time requirements for the memory inter-
face. Net structure diagrams for each signal group are shown in the following sections. Each diagram is 
accompanied by a trace length table that lists the minimum and maximum allowable lengths for each trace 
segment and/or net.

The general routing guidelines are as follows

• Route all signal traces except clocks using minimum of 0.075/0.1 rules, i.e., 0.075 mm traces and 0.1 mm 
minimum spacing between adjacent traces.But spacing should be as wide as possible to prevent 
crosstalk.

• Route clocks using minimum of 0.075 mm lines and 0.1 mm spaces between differential clock pairs and 
differential DQS_t,DQS_c.

• Route clocks using at least 90% of the total trace length in the inner layers. Maximize use of internal lay-
ers for routing clocks. Surface routing should be minimized and limited to what is neccesary to connect to 
component.

• Signals are referenced to Vss or Vdd on adjacent layers. Data signals are referenced to Vss. Address 
and Command signals are referenced to VDD.

•

Signal referencing information  

Signal Group Signals In Group

Clock Driver Input / Unused Clocks CK0_t, CK0_c / CK1_t, CK1_c

Clock Driver Output Yx_t, Yx_c

Pre-MB Data, DQS_t, DQS_c DQ[63:0],CB[7:0],DQS[17:0_t],DQS[17:0]_c,
DM[8:0]/TDQS[17:9]_t,TDQS[17:9]_c

Post-MB Data, MDQS_t, MDQS_c MDQ[71:0],MDQS[17:0_t],MDQS[17:0]_c,

Pre-MB Address and Control 
(Chip Select, Clock Enable, Parity, ODT)

A[15:0], BA[2:0], RAS_n, CAS_n, WE_n
CS[3:0]_n, CKE[1:0], Par_In, ODT[1:0]

Post-MB Address and Control QA[15..0], QBA[2..0], QRAS_n, QCAS_n, QWE_n, 
QCS[3:0]_n, QCKE[1:0], QODT[1:0]

Address and Command Parity ErrOut_n

RESET_n RESET_n

Signal groups Referencing Signal groups Referencing

Pre-MB DQ/DQS pair Ground layer Pre-MB address and command net Vdd shape

Post-MB MDQ/MDQS pair Ground layer Post-MB address and command net Vdd shape

Clock nets Vdd shape
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Differential Clock Net Structures

CK0_t, CK0_c, Yx_t, Yx_c

DDR3 SDRAM clock signals must be carefully routed to meet the following requirements:
• Signal quality
• Rise/Fall time
• Cross point of the differential pair into the SDRAM and register
• JEDEC-compatible reference delays
• Minimal segment length differences (less than 2.54 mm total) between clocks of the same function

Clock Driver input net segment length is newly defined and optimized for high speed DDR3 Load Reduced 
DIMMs. 
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Test Points
All DDR3 components are in BGA packages which makes the package pads inaccessible for probing during
system development. The DDR3 Registered DIMMs have test points identified to make initial evaluation eas-
ier. In some cases test pads have been added and in other cases existing vias are used as test points. An 
effort has been made to provide testability on some signals in all signal groups but 100% coverage is not pos-
sible. All test points must have a power and/or ground via within 12 mm. Test point location and /or availability 
are indicated for each raw card in the corresponding appendices.

Test Point Location

12 mm

Ground Via

Power Via

Signal Via

Test Circle
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Explanation of Net Structure Diagrams
The net structure routing diagrams provide a reference design example for each raw card version. These 
designs provide an initial basis for registered DIMM designs. The diagrams should be used to determine indi-
vidual signal wiring on a DIMM for any supported configuration. Only transmission lines (represented as cylin-
ders and labeled with trace length designators “TL”) represent physical trace segments. All other lines are 
zero in length. To verify DIMM functionality, a full simulation of all signal integrity and timing is required. The 
given net structures and trace lengths are not inclusive for all solutions.

Once the net structure has been determined, the permitted trace lengths for the net structure can be read 
from the table below each net structure routing diagram. Some configurations require the use of multiple net 
structure routing diagrams to account for varying load quantities on the same signal. All diagrams define one 
load as one SDRAM input. It is highly recommended that the net structure routing data in this docu-
ment be simulated by the user.

Net Structure Example

A 4 GB double-sided x72 DIMM using 1 Gbit, 128Mx8 SDRAM devices would have a 
data net structures as shown in the following diagrams.  

TL0
DIMM
Connector

R1 TL1
MB Pin

TL0

SDRAM Pin

SDRAM Pin

TL1

TL1
MB Pin
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Timing Budgets

 This section will be added following further definition of the Memory Buffer Specifications
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Wiring for SMBus  
Schematic of SPD/Thermal Sensor and MB

This specific wiring is required.  The value of R1 is typically 1K, 5% but this is a guideline.  The SA0 pin may 
have 12 Volts applied to it for programming the SPD.  Under these conditions the current into the MB must be 
limited.  R1 serves the purpose of limiting the current into the MB.

The following schematic illustrates the required wiring of the SPD/TS and MB 

The following schematic defines the required wiring for AVCC. 

SA0
SA1
SA2
VSS

VDDSPD
EVENT

SCL
SDA

VDDSPD
EVENT
SCL
SDA

SA0
SA1
SA2
VSS

EVENT_n
VDDSPD

SCL
SDA

SA0
SA1
SA2
VSS

MB SPD/TS

R1

AVCC

AVSS

VDD

MB

R1

VSS
R2

R1 is 1 Ohm 5%
R2 is 0 Ohms when placed.  Placement is dependent on Memory Buffer Vendor requirements.

L1

L1 is a ferrite bead having a value of 600 Ohms at 100 MHz.

C1 C2 C3

4.7 uF 0.1 uF 0.02 uF
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DIMM Wiring Requirements
These are requirements for compatibility.  If deviations are required they must be identified and explained in 
the appropriate appendix.  

All SDRAM components must have separate ZQ resistors for each pin on the SDRAM component.

The ECC byte lane as defined by the edge connector must connect to MB pins identified as DQ63 to DQ71.  
For the ECC byte lane there must be a one to one match in the pin ordering between the connector and the 
MB, CB0 to DQ63, etc.  The associated strobes must also be connected one to one.

For all other byte lanes, the strobes must match the routing as defined in the table.   The bits must be kept 
with the associated strobes.  For non-ECC byte lanes and modules with x8 SDRAM components swapping 
bits within the byte is allowed.  For non-ECC byte lanes and modules with x4 SDRAM components swapping 
bits within the nibble is allowed.  For non-ECC byte lanes and modules with x4 SDRAM components swap-
ping bits between nibbles is not allowed.

As illustrated in the figure VREFCA from the edge connector must be wired to VREFCA of the MB.  VREFDQ 
from the edge connector must be wired to VREFDQ of the MB.  VREFCA and VREFDQ for the SDRAMs 
components must be wired to resistor dividers as illustrated with R3/R4 and R5/R6.  The values of R3, R4, R5 

Gold Finger to Memory Buffer Mapping Table

DIMM Gold Finger
 Connector Pin Name

Horizonal MB

MB Pin Name

Vertical MB

MB Pin Name
DIMM Gold Finger

 Connector Pin Name
Horizonal MB

MB Pin Name

Vertical MB

MB Pin Name

DQS0 DQS0 DQS5 DQS9 DQS9 DQS14

DQS1 DQS1 DQS2 DQS10 DQS10 DQS11

DQS2 DQS2 DQS3 DQS11 DQS11 DQS12

DQS3 DQS3 DQS4 DQS12 DQS12 DQS13

DQS4 DQS4 DQS7 DQS13 DQS13 DQS16

DQS5 DQS5 DQS1 DQS14 DQS14 DQS10

DQS6 DQS6 DQS0 DQS15 DQS15 DQS9

DQS7 DQS7 DQS6 DQS16 DQS16 DQS15

DQS8 DQS8 DQS8 DQS17 DQS17 DQS17

VREFDQ

QVREFDQ

VREFDQ

VREFCA

MB
   All

R1

VREFCA SDRAMs

QVREFDQ
R2

R3

R4

R5

R6

VDD

VDD

D
IM

M
 C

on
ne

ct
or

VREFDQ

VREFCA
Page 36 Revision 0.16

Samsung Electronics Co., Ltd.
Ex. 1036, p. 37



DDR3 SDRAM LRDIMM Design Specification
 DIMM Wiring Requirements  JEDEC internal use only

Pr
op

os
ed
and R6 are TBD.  These are not placed on the JEDEC standard DIMM.  QVREFDQ and QVREFCA from the 
MB must be wired to the SDRAMs through series resistors as illustrated with R1 and R2.  These resistors are 
zero Ohms and will be placed on JEDEC standard DIMMs.

Pin 77 of the edge connector is defined as ODT1 or CKE3.  It will be wired to the MB through a TBD Ohm 
resistor.

Pin 167 of the edge connector is defined as CKE2.  For the JEDEC standard LRDIMM it is not used.  It will 
wired to the MB through a TBD Ohm resistor.

All LRDIMMs will provide some feature to reduce capacitance at the edge connector for the DQ bus.  The 
details of how this is done will be defined by each raw card and included in the appendix.
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Serial Presence Detect Definition 
Removed for now.  Will request the JEDEC office add once the SPD spec is complete.
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DDR3 DIMM Label Format
This material is provided as reference only.

DDR3 "End-User" DIMM Label Format: 
The following label shall be applied to all DDR3 memory modules targeted at end-user type products to 
fully describe the key attributes of the module. The label can be in the form of a stick-on label, silk 
screened onto the assembly, or marked using an alternate customer-readable format. A readable point 
size should be used, and the number can be printed in one or more rows on the label. Hyphens may be 
dropped when lines are split, or when font changes sufficiently separate fields. Unused letters in each 
field, such as ggggg, are to be omitted when not needed.

Voltage options in field ‘v’ describe the nominal voltage VDD of the SDRAMs and support components 
(excluding the SPD).  Values for these voltages are ‘operable’ which means the device characteristics 
such as timing are supported at this voltage, or ‘endurant’ which means that the device may be powered 
to that voltage level without damage, however should not be used as operation is not guaranteed at the 
higher voltage.

ggggg eRxff PC3v-wwwwwm-aa-bb-ccd

Where:
ggggg = Module total capacity, in bytes

256MB, 512MB, 1GB, 2GB, 4GB, etc.
eR = Number of ranks of memory installed

1R = 1 rank of DDR3 SDRAM installed
2R = 2 ranks
4R = 4 ranks

xff = Device organization (bit width) of DDR3 SDRAMs used on this assembly
x4 = x4 organization (4 DQ lines per SDRAM)
x8 = x8 organization
x16 = x16 organization

v = SDRAM and support component supply voltage (VDD)
Blank = 1.5 V operable
L = 1.35 V operable, 1.5 V operable
U = 1.TBD V operable, 1.TBD V endurant

wwwww = Module bandwidth in MB/s
6400 = 6.40 GB/s (DDR3-800 SDRAMs, 8 byte primary data bus)
8500 = 8.53 GB/s (DDR3-1066 SDRAMs, 8 byte primary data bus)
10600 = 10.66 GB/s (DDR3-1333 SDRAMs, 8 byte primary data bus)
12800 = 12.80 GB/s (DDR3-1600 SDRAMs, 8 byte primary data bus)
14900 = 14.93 GB/s (DDR3-1866 SDRAMs, 8 byte primary data bus)
17000 = 17.06 GB/s (DDR3-2133 SDRAMs, 8 byte primary data bus)

m = Module Type
E = Unbuffered DIMM ("UDIMM"), with ECC (x72 bit module data bus)
F = Fully Buffered DIMM ("FB-DIMM")
L = Load Reduction DIMM (“LRDIMM”)
M = Micro-DIMM
N = Mini-RDIMM
R = Registered DIMM ("RDIMM")
S = Small Outline DIMM ("SO-DIMM")
U = Unbuffered DIMM ("UDIMM"), no ECC (x64 bit module data bus)

aa = DDR3 SDRAM CAS Latency in clocks at maximum operating frequency
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bb = JEDEC SPD Revision Encoding and Additions level used on this DIMM
cc = Reference design file used for this design (if applicable)

A = Reference design for raw card ’A’ is used for this assembly
B = Reference design for raw card ’B’ is used for this assembly
AC = Reference design for raw card ’AC’ is used for this assembly
ZZ = None of the reference designs were used for this assembly

d = Revision number of the reference design used
0 = Initial release
1 = First revision
2 = Second revision
P = Pre-release or Engineering sample
Z = To be used when field cc = ZZ

Examples: 
2GB 2Rx4 PC3-10600R-7-10-D2

is a 2 GB DDR3 RDIMM using 2 ranks of x4 SDRAMs operational to DDR3-1333 performance 
with CAS Latency = 7 using JEDEC DDR3 SPD revision 1.0, raw card reference design file D 
revision 2 used for the assembly

1GB 1Rx4 PC3L-10600R-8-10-C1
is a 1 GB DDR3 RDIMM using 1 rank of x4 low voltage SDRAMs, operable at 1.35 V and 1.5 V 
operable, operational to DDR3-1333 performance with CAS Latency = 8 using JEDEC DDR3 
SPD revision 1.0, raw card reference design file C revision 1 used for the assembly

1GB 2Rx8 PC3-12800E-10-10-BP
is a 2 GB DDR3 UDIMM with x72 data bus (ECC) using 2 ranks of x8 SDRAMs operational to 
DDR3-1600 performance with CAS Latency = 10 using JEDEC DDR3 SPD revision 1.0, raw 
card reference design file B pre-release revision used for the assembly

4GB 2Rx8 PC3-8500N-8-10-ZZZ
is a 4 GB DDR3 Mini-RDIMM using 2 ranks of x8 SDRAMs operational to DDR3-1066 perfor-
mance with CAS Latency = 8 using JEDEC DDR3 SPD revision 1.0, no JEDEC standard raw 
card reference design file used for the assembly
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DIMM Mechanical Specifications 
JEDEC has standardized detailed mechanical information for the 240Pin DIMM family. This material is 
included as reference and may be out of date. Download the latest version of MO-269 for any later updates. 
This information can be accessed on the worldwide web as follows:

1.  Go to JEDEC official site; http://www.jedec.org.

2.  Click on ‘Free Standards’ and enter the free download area.

  3.  Search by document number: ‘MO-269’ and download the PDF for this product family.

  4.  Or search by ‘JEP95’;‘JEDEC Publication 95.’ and open entire document, scroll down and select 

      ‘MO-269’ to download the PDF for this product family.

Within MO-269, several DIMM thickness variations are defined. These variations are summarized in the table 
below, in conjunction with examples of the types of LRDIMM components and assemblies that may be asso-
ciated with each DIMM thickness range:

Note: Maximum DIMM thickness can be a measured maximum value, or can be calculated using the maxi-
mum component, card, label, and assembly process adders.

Maximum LRDIMM Thickness Comments

Less than or equal to 4.00 mm Generally associated with DIMMs produced with 
devices that are 1.35 mm thick or less

> 4.00 mm and less than or equal to 6.75 mm
Generally associated with DIMMs produced with 
devices that are greater than 1.35 mm and less than or 
equal to 2.70 mm thick

> 6.75 mm and less than or equal to 7.55 mm
Generally associated with DIMMs produced with 
devices that are greater than 2.70 mm and less than or 
equal to 3.10 mm thick

> 7.55 mm 
Intended to cover DIMMs produced with non-standard 
package thicknesses, card-on-card structures or alter-
nate solutions
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Design File Naming Convention

“DIMM spec”_Vrrr_RC_ LLn_YYYYMMDD.zip

Where:
DIMM spec = DIMM Specification
          PC3-LRDIMM
V = Constant representing “Version”.
rrr = First revision of raw card Appendix at time of first ballot
RC = Constant representing “Raw Card”
LL = Raw Card letter(s)
n = Raw card registration number. Only to be incremented if the file is actually posted.
YYYYMMDD = Year, month and day of release if posted or last changes if under consideration.

Notes regarding release date:
1. Date will always reflect the date of the last change. Renaming of a file does not constitute a change.
2. If for example the BOM is updated, the BOM, readme and design (zip) files all receive new dates, but 

the brd file remains unchanged.

Notes regarding speed upgrades:
1. If for example a new BOM is needed to upgrade a design file that accomodates a new speed such as 

PC3-12800 then the BOM file may be named as follows: 
“DIMMspec”_Vrrr_RC_LLn_YYYYMMDD_BOM-12800.xls

2. BOMs may be changed or added to an existing design (zip) file without incrementing the raw card 
registration number. However, in this case the date designation of the design file would be incremented 
as shown in the following examples: 

Example Filename: PC3-LRDIMM_V100_RC_B0_20080912.zip
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Revision 0.10

20090916 ALL Initial draft 

Revision 0.11
20090930

9 Update pinout table from ballot
11 Add table for pinout comparison between LRDIMM and RDIMM. Content of table requires review.
17 Add QDP ballout table. Content of table requires review.
23 Add x4 QDP Pad Array table. Content of table requires review.

24, 25, 26 Add MB pin out table. Content of table requires review.
35 Add place holder for AVCC schematic.

Revision 0.12
20091005
20091008

4 Added dimensions and variations to table
11 Modified table to show only pins with differences
12 Modified # of DRAM balls column from 72 to 82

13-17 Change component densities in title from “512Mb to 8Gb” to “1Gb to 4Gb”.
18 Change “68-pad array” to “78 pad array”

24-26 Updated pin assignment table
31 Update densities in title of Net Structure Example
35 Update schematic for AVCC
37 Update densities in label format 
5 Removed 128 GB

10 Updated table to reflect comparing UDIMM with LRDIMM.
12 Removed RC K entry

Revision 0.13
20091010

38 Add Data Bus Wiring Requirements
10 Additional changes to table comparing UDIMM to LRDIMM.

Revision 0.14
20091030

10, 11, 30, 40 Corrected typos and references
TOC, 12 Added information for RC K
38, 39 DIMM label updated based on latest spec with hyphen removed for LRDIMM

36 DIMM wiring requirements updated.

Revision 0.15
20091104

6,8,9,30 Changed Err_Out_n to ErrOut_n
4 Adjusted wording for address mirroring

30 Chnaged placement of brackets [ ] in signal names
36 Corrected table for Gold finger to Memory buffer mapping
36 Changed text regarding required wiring of QVREF_DQ
36 Change 22 Ohms to TBD Ohms

36/37 Changed description of VTT connection to be more clear.

Revision 0.16
20091104

4 Adjusted wording related to ODT1
29 Incorporated latest SPD pinout, text and figure
30 Added figure for VREFDQ and VREFCA.  Adjusted wording for VREFCA and VREFDQ.

30/31 Removed text discussing VTT connections.
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