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COMPOUND SEMCONDUCTOR SWITCH 
CIRCUIT DEVICE 

BACKGROUND OF THE INVENTION 

0001) 
0002 The present invention relates to a compound semi 
conductor Switch circuit device, and more particularly 
relates to a compound semiconductor Switch circuit device 
which Suppresses a leak of a high-frequency signal and 
prevents deterioration of distortion characteristics. 
0003 2. Description of the Related Art 
0004. In a compound semiconductor switch circuit 
device for which a high power is required, a Switching 
element having a plurality of FETs (Field Effect Transistor) 
connected to each other in series is adopted. This technology 
is described for instance in Japanese Patent Application 
Publication No. 2004-254086 (see FIG. 4). 
0005 FIG. 18 shows a Switch MMIC (Monolithic 
Microwave Integrated Circuit) including two Switching ele 
ments having a plurality of FETs connected to each other in 
series, as an example of a conventional compound semicon 
ductor Switch MMIC chip. 

1. Field of the Invention 

0006. On a compound semiconductor substrate, two FET 
groups to be first and second switching elements SW1 and 
SW2 are disposed. In each of the FET groups, three FETs are 
connected in series. A first control resistor CR1 and a second 
control resistor CR2 are connected, respectively, to six gate 
electrodes included in the respective FET groups. Moreover, 
electrode pads I, O1 and O2, which are connected to a 
common input terminal IN and output terminals OUT1 and 
OUT2, respectively, and two electrode pads C1 and C2, 
which are connected to control terminals Ctl1 and Ctl2, 
respectively, are provided in a periphery of the substrate. 
0007. A wiring formed of a second metal layer indicated 
by a dotted line is a gate metal layer 220 which forms the 
gate electrodes of the respective FETs. In addition, a wiring 
formed of a third metal layer indicated by a solid line is a 
wiring metal layer 230 which connects the respective ele 
ments to each other and forms the pads. Moreover, an ohmic 
metal layer, which is a first metal layer and comes into 
ohmic contact with the Substrate, forms source and drain 
electrodes of the respective FETs, and the like. The ohmic 
metal layer is not shown in FIG. 18 because the ohmic metal 
layer is overlapped by the wiring metal layer. 
0008. In FET1-1 of the first switching element SW1, 
three comb-shaped wiring metal layers 230 extended down 
ward are source electrodes 215 (or drain electrodes) which 
are connected to the common input terminal pad I. Below 
the source electrodes 215, source electrodes (or drain elec 
trodes) are provided, which are formed of the ohmic metal 
layer. The respective source electrodes 215 are connected to 
each other by a source wiring 231 formed of the wiring 
metal layer 230. 
0009 Moreover, three comb-tooth-shaped wiring metal 
layers 230 extended upward are drain electrodes 216 (or 
source electrodes) of FET1-1. Below the drain electrodes 
216, drain electrodes (or source electrodes) are provided, 
which are formed of the ohmic metal layer. The respective 
drain electrodes 216 are connected to each other by a drain 
wiring 232 formed of the wiring metal layer 230. 
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0010. The source electrodes 215 and the drain electrodes 
216 are disposed so as to have a shape formed by engaging 
comb teeth with each other. Between the source and drain 
electrodes, five comb-tooth-shaped gate electrodes 217 are 
disposed, which are formed of the gate metal layer 220. The 
respective gate electrodes 217 are connected to each other 
by a gate wiring 221 outside an operation region 300 
indicated by a dashed line. 
0011. In the Switch MMIC described above, a leak of a 
high-frequency analog signal (hereinafter referred to as a 
high-frequency signal) occurs between the source and drain 
electrodes in a spot where the both electrodes are close to 
each other. Thus, there is a problem that electrical charac 
teristics are deteriorated by the leak. 
0012 To be more specific, in the case where the first 
switching element SW1 is set to be an on-side switching 
element, the high-frequency signal is transmitted to the first 
output terminal pad O1 after passing through a channel 
region of each FET from the common input terminal pad I 
as indicated by the arrow. 
0013 In the second switching element SW2 to be an 
off-side Switching element, an X region Surrounded by a 
chain double-dashed line is exposed to a high-power high 
frequency signal since the region is closest to the common 
input terminal pad I. However, in the X region, no leak of the 
high-frequency signal occurs. Moreover, on a signal path 
between the common input terminal IN and the first output 
terminal OUT1 on the on side, designed values for linearity 
characteristics of an output signal can be ensured. 
0014) However, it was found out that, in a spot where the 
Source and drain electrodes are adjacent to each other and 
directly face each other in the high-power switch circuit 
device constituted by the Switching element including the 
plurality of FETs connected to each other in series, the leak 
of the high-frequency signal occurs outside the channel 
region of the FET. 
0015 Specifically, in Y regions indicated by solid lines, 
where the source and drain electrodes are adjacent to each 
other and directly face each other, the leak of the high 
frequency signal occurs between the source and drain elec 
trodes (to be more specific, between the source electrodes 
215 and the drain wiring 232 and between the source wiring 
231 and the drain electrodes 216). Thus, there is a problem 
that designed values for a distortion level of the output signal 
cannot be ensured and a harmonic wave level is too high. 
0016 FIG. 19 shows another pattern of the conventional 
Switch MMIC shown in FIG. 18. In the Switch MMIC 
shown in FIG. 18, the gate wiring 221 is disposed on the 
side of the common input terminal pad I with respect to the 
comb-tooth-shaped gate electrodes 217. Moreover, tips of 
the comb-tooth-shaped gate electrodes 217 are disposed on 
the side of the first and second output terminal pads O1 and 
O2. 

0017. Meanwhile, in a Switch MMIC shown in FIG. 19, 
a gate wiring 221 is disposed on the side of first and second 
output terminal pads O1 and O2 with respect to comb-tooth 
shaped gate electrodes 217. Moreover, tips of the comb 
tooth-shaped gate electrodes 217 are disposed on the side of 
a common input terminal pad I. Since other constituent 
components are the same as those described above in FIG. 
18, description thereof will be omitted. 
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0018. In the pattern of FIG. 19, when a second switching 
element SW2 is on an off side, despite the fact that an X 
region closest to the common input terminal pad I is exposed 
to a high-power high-frequency signal, source and drain 
electrodes are adjacent to each other and directly face each 
other. Thus, it was found out that a large leak of the 
high-frequency signal occurs in the X" region. To be more 
specific, on a signal path between a common input terminal 
IN and a first output terminal OUT1 on an on side, only 
Pino.1 dB, which is lower than the designed value by a few 
dB, can be secured. Moreover, there is a problem that the 
leak of the high-frequency signal occurs between the Source 
and drain electrodes also in a Y region and distortion 
characteristics are also poor. 

SUMMARY OF THE INVENTION 

0019. The invention provides a field effect transistor that 
includes a compound semiconductor Substrate, a plurality of 
Source electrodes elongated in a first direction, a plurality of 
drain electrodes elongated in the first direction, the Source 
electrodes and the drain electrodes being positioned alter 
natively with respect to a second direction, a source wiring 
electrode formed on the Substrate and connecting the Source 
electrodes, a drain wiring electrode formed on the substrate 
and connecting the drain electrodes; and a gate wiring 
electrode formed on the Substrate and comprising a first gate 
wiring portion disposed parallel to the second direction and 
a plurality of second gate wiring portions extending from the 
first gate wiring portion in the first direction, wherein each 
of the second gate wiring portions is disposed between a 
corresponding source electrode and a corresponding drain 
electrode, and said each of the second gate wiring portions 
bends in the second direction to cover an end portion of the 
corresponding Source electrode or the corresponding drain 
electrode. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0020 FIG. 1 is a circuit diagram for explaining a first 
embodiment of the present invention. 
0021 FIG. 2 is a plan view showing the first embodiment 
of the present invention. 
0022 FIG. 3A is a plan view and FIG. 3B is a cross 
sectional view showing the first embodiment of the present 
invention. 

0023 FIGS. 4A and 4B are cross-sectional views show 
ing the first embodiment of the present invention. 
0024 FIG. 5 is a plan view for comparing the embodi 
ment of the present invention with a conventional technol 
Ogy. 

0.025 FIG. 6 is a characteristic diagram for explaining 
the embodiment of the present invention. 
0026 FIG. 7 is a cross-sectional view showing the first 
embodiment of the present invention. 
0027 FIG. 8A is a plan view and FIG. 8B is a cross 
sectional view showing a second embodiment of the present 
invention. 

0028 FIG. 9A is a plan view and FIG.9B is a cross 
sectional view showing a third embodiment of the present 
invention. 
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0029 FIG. 10 is a plan view showing a fourth embodi 
ment of the present invention. 
0030 FIGS. 11A and 11B are cross-sectional views 
showing the fourth embodiment of the present invention. 
0031 FIG. 12 is a plan view showing a fifth embodiment 
of the present invention. 
0032 FIG. 13 is a plan view showing a sixth embodi 
ment of the present invention. 
0033 FIG. 14 is a plan view showing a seventh embodi 
ment of the present invention. 
0034 FIGS. 15A and 15B are plan views showing the 
seventh embodiment of the present invention. 
0035 FIG. 16 is a plan view showing an eighth embodi 
ment of the present invention. 
0.036 FIGS. 17A and 17B are plan views showing the 
eighth embodiment of the present invention. 
0037 FIG. 18 is a plan view showing the conventional 
technology. 

0038 FIG. 19 is a plan view showing the conventional 
technology. 

DESCRIPTION OF THE EMBODIMENTS 

0039. With reference to FIGS. 1 to 17, embodiments of 
the present invention will be described in detail. 
0040 First, with reference to FIGS. 1 to 7, a first embodi 
ment will be described. FIG. 1 is a circuit diagram showing 
an example of a DPDT (double pole double throw) Switch 
MMIC including four switching elements having a plurality 
of FETs connected to each other in series. 

0041) The DPDT is a Switch MMIC used for a CDMA 
(Code Division Multiple Access) cellular-phone and the 
like. The DPDT Switch MMIC has: first to fourth switching 
elements SW1 to SW4; two first RF ports (a first common 
input terminal IN1 and a second common input terminal 
IN2); and two second RF ports (a first common output 
terminal OUT1 and a second common output terminal 
OUT2). ASPDT (Single Pole Double Throw) switch includ 
ing the first and second switching elements SW1 and SW2 
and another SPDT switch including the third and fourth 
switching elements SW3 and SW4 are connected to each 
other by the second RF ports. 
0.042 Each of the switching elements SW1 to SW4 is a 
FET group including three FETs connected in series. Each of 
the FETs constituting the switching elements is a depletion 
type FET (D-FET). For example, in the first switching 
element SW1, FET1-1, FET1-2 and FET1-3 are connected 
in series. In the second switching element SW2, FET2-1, 
FET2-2 and FET2-3 are connected in series. In the third 
switching element SW3, FET3-1, FET3-2 and FET3-3 are 
connected in series. In the fourth switching element SW4. 
FET4-1, FET4-2 and FET4-3 are connected in series. 

0043. A drain electrode (or a source electrode) of one end 
(FET1-3) of the first switching element SW1 is connected to 
a drain electrode (or a source electrode) of one end (FET3-3) 
of the third switching element SW3. Moreover, a drain 
electrode (or a source electrode) of one end (FET2-3) of the 
second switching element SW2 is connected to a drain 
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electrode (or a source electrode) of one end (FET4-3) of the 
fourth switching element SW4. 
0044 Source electrodes (or drain electrodes) of the other 
ends (FET1-1 and FET2-1) of the first and second switching 
elements SW1 and SW2 are connected to the first common 
input terminal IN1. Moreover, source electrodes (or drain 
electrodes) of the other ends (FET3-1 and FET4-1) of the 
third and fourth switching elements SW3 and SW4 are 
connected to the second common input terminal IN2. 
0045 Moreover, the Switch MMIC has the first common 
output terminal OUT1 shared between the first and third 
switching elements SW1 and SW3 and the second common 
output terminal OUT2 shared between the second and fourth 
switching elements SW2 and SW4. Note that, in the Switch 
MMIC, the source electrodes and the drain electrodes are 
equivalent to each other. Therefore, hereinafter, the same 
goes for the case where the source electrodes and the drain 
electrodes are replaced with each other. 
0046) Moreover, control resistors CRs are connected to 
gate electrodes of the FETs of the first and fourth switching 
elements SW1 and SW4, respectively, and the gate elec 
trodes are connected to a control terminal Ctil through a logic 
circuit L indicated by a broken line. Furthermore, gate 
electrodes of the second and third switching elements SW2 
and SW3 are also connected to a point P in the logic circuit 
L through control resistors CRS, respectively. 
0047 The control resistors CRs are disposed for the 
purpose of preventing leaks of high-frequency signals 
through the gate electrodes with respect to a direct current 
potential of the control terminal Ctil to be an AC ground and 
a direct current potential of the point P in the logic circuit L. 
A resistance value of each of the control resistors CRS is 
about 5 KS2 to 10 KS2. 

0048. The Switch MMIC of the first embodiment 
includes the logic circuit L. The logic circuit L is an inverter 
circuit, which has the following configuration. 
0049. A drain electrode of an enhancement type FET 
(E-FET) having a source electrode connected to a GND 
terminal is connected to the point P. Moreover, one end of 
a load resistor R1 is connected to the point P, and the other 
end of the load resistor R1 is connected to a power supply 
terminal V. A gate electrode of the E-FET is connected to 
the control terminal Ctil through an input resistor Ri. 
0050 Between the control terminal Ctl and the GND 
terminal and between the point P and the GND terminal, a 
capacitance Ci and a capacitance Cr are connected, respec 
tively, for absorbing noise and preventing oscillation. More 
over, the input resistor Ri is disposed for preventing elec 
trostatic breakdown, absorbing noise and preventing 
oscillation. 

0051. The logic circuit L (the inverter circuit) is operated 
as described below. A logic signal applied to the control 
terminal Ctl is inverted by the inverter, and an inverted 
signal of a control signal is generated at the point P. 
Specifically, when 3V is set at the control terminal Ctl, OV 
is set at the point P, and, when OV is set at the control 
terminal Ctl, 3V is set at the point P. 
0.052 Circuit operations of the DPDT Switch MMIC 
shown in FIG. 1 are as follows. When 3V is applied to the 
control terminal Ctl, the first and fourth switching elements 
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SW1 and SW4 are turned on, in each of which a signal of 
the control terminal Ctl is directly inputted to the gate 
electrodes. Thus, a conduction state is set between the first 
common input terminal IN1 and the first common output 
terminal OUT1 and between the second common input 
terminal IN2 and the second common output terminal 
OUT2, and signal paths are formed, respectively. 

0053 Meanwhile, the second and third switching ele 
ments SW2 and SW3 are turned off, in each of which a 
signal of the point P, that is, an inverted signal OV is inputted 
to the gate electrodes. Therefore, paths between the first 
common input terminal IN1 and the second common output 
terminal OUT2 and between the second common input 
terminal IN2 and the first common output terminal OUT1 
are cut off. When OV is applied to the control terminal Ctl, 
an operation opposite to the above is performed. 

0054) In the DPDT Switch MMIC as described above, it 
is possible to use the first and second RF ports by inter 
changing the both. In Such a case, paths of high-frequency 
signals from the common input terminals to the common 
output terminals are reversed. 
0055 FIG. 2 is a plan view showing integration of the 
DPDT Switch MMIC described above on one chip of a 
compound semiconductor Substrate. Pattern arrangement of 
respective elements included in a circuit is approximately 
the same as that of the circuit diagram of FIG. 1. A FET may 
be any of a MESFET (Metal Semiconductor Field Effect 
Transistor), a GaAs JFET (Junction FET) and a HEMT 
(High Electron Mobility Transistor). Here, description will 
be given by mainly using the HEMT. 

0056. In a substrate structure of the HEMT, for example, 
a buffer layers, electron Supply layers, a channel (electron 
transit) layer, a cap layer and the like are grown on a 
semi-insulating GaAs substrate. Moreover, in the HEMT, 
conduction regions such as operation regions 100, control 
resistors CRs, a load resistor R1 and an input resistor Ri are 
formed by isolation using an insulating region 60 that 
reaches the buffer layers. Here, the conduction regions are, 
for example, in type impurity regions. 

0057) Each of the first to fourth switching elements SW1 
to SW4 is a FET group including three FETs connected in 
series. Gate electrodes of the respective switching elements 
SW1 to SW4 are connected to the control resistors CRS 
through gate take-out parts T, respectively. Moreover, on a 
periphery of the Substrate, provided are a first common input 
terminal pad I1, a second common input terminal pad I2, a 
first common output terminal pad O1 and a second common 
output terminal pad O2 which are connected to the first 
common input terminal IN1, the second common input 
terminal IN2, the first common output terminal OUT1 and 
the second common output terminal OUT2, respectively. In 
the logic circuit L Surrounded by a broken line, as shown in 
FIG. 2, an E-FET, pads V, G and C corresponding to the 
respective terminals, the load resistor R1, the input resistor 
Ri, the capacitances Crand Ci, and the like are disposed. The 
configuration and operations of the logic circuit L are as 
described above, and detailed description thereof will be 
omitted here. 

0058 Moreover, since the respective switching elements 
have the same configuration, the first Switching element 
SW1 will be described below. 
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0059. In each of FET1-1, FET1-2 and FET1-3, first 
source electrodes 13 and first drain electrodes 14 are formed 
of an ohmic metal layer (AuCe/Ni/Au) which is a first metal 
layer and comes into ohmic contact with the substrate. Note 
that the ohmic metal layer is not shown in FIG. 2 because 
the ohmic metal layer is overlapped by a first wiring metal 
layer 30. 
0060 A second metal layer is a gate metal layer (for 
example, Pt/Mo) 20, which forms a gate wiring electrode 
GE. The gate wiring electrode GE has a ladder-like pattern. 
Specifically, the gate wiring electrode GE is formed of a 
plurality of Strip-shaped gate electrodes 17 equally spaced, 
a gate wiring 21 and a connection part 22. The ladder-like 
pattern is formed by connecting one ends of the gate 
electrodes 17 adjacent to each other with the connection part 
22 and connecting the other ends thereof by the gate wiring 
21. 

0061 A third metal layer is the first wiring metal layer 
(Ti/Pt/Au) 30, which overlaps the ohmic metal layer and 
forms a source wiring electrode SE and a drain wiring 
electrode DE. Moreover, the first wiring metal layer 30 
forms lower electrodes of the capacitances Ci and Cr, lower 
electrodes of the pads, and wirings. 
0062. A fourth metal layer is a second wiring metal layer 
(Ti/Pt/Au) 40, which forms, as indicated by hatching, the 
respective electrode pads (V. G. C. I1, I2. O1 and O2), upper 
electrodes of the capacitances Ci and Cr, and wirings. The 
source wiring electrode SE has a comb shape and is formed 
in the following manner. Specifically, respective comb teeth 
(hereinafter referred to as second source electrodes 15) of 
the source wiring electrode SE, which overlap the first 
source electrodes 13, are connected by a source wiring 31. 
The source wiring 31 is also formed of the first wiring metal 
layer 30, in other words, the second source electrodes 15 and 
the Source wiring 31 continuously form the Source wiring 
electrode SE. 

0063. The drain wiring electrode DE has a comb shape 
and is formed in the following manner. Specifically, respec 
tive comb teeth (hereinafter referred to as second drain 
electrodes 16) of the drain wiring electrode DE, which 
overlap the first drain electrodes 14, are connected by a drain 
wiring 32. The drain wiring 32 is also formed of the first 
wiring metal layer 30, in other words, the second drain 
electrodes 16 and the drain wiring 32 continuously form the 
drain wiring electrode DE. The first wiring metal layer 30 
also forms the lower electrodes of the respective pads. 
0064 Specifically, the source wiring electrode SE and the 
drain wiring electrode DE are formed of only the first wiring 
metal layer 30. Meanwhile, the respective pads are formed 
by laminating the first and second wiring metal layers 30 and 
40. 

0065. Moreover, the first and second wiring metal layers 
30 and 40 form wirings having a desired pattern for con 
necting the first to fourth switching elements SW1 to SW4 
with the logic circuit L. The wirings have a region where the 
first and second wiring metal layers 30 and 40 are patterned 
individually, and a region where the both metal layers 
intersect with each other with an insulating film interposed 
therebetween. 

0066. In the operation region 100, three of the first wiring 
metal layers 30 extended from the left side in FET1-1 are the 
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second source electrodes 15 connected to the first common 
input terminal pad I1. Below the second source electrodes 
15, the first source electrodes 13 formed of the ohmic metal 
layer are disposed. Moreover, three of the first wiring metal 
layers 30 extended from the right side are the second drain 
electrodes 16 of FET1-1. Below the second drain electrodes 
16, the first drain electrodes 14 are disposed. The both 
electrodes are disposed so as to have a shape formed by 
engaging comb teeth with each other. Between the Source 
and drain electrodes, the five gate electrodes 17 are disposed 
0067. In FET1-2, three of the second drain electrodes 16 
extended from the left side are connected to the second drain 
electrodes 16 in FET1-1. Here, since the second drain 
electrodes of FET1-2 are merely passing points of high 
frequency signals and, generally, are not required to be 
drawn out to the outside, no pads are provided. Moreover, 
four of the second source electrodes 15 extended from the 
right side are connected to the second source electrodes 15 
in FET1-3. Similarly, since the second source electrodes 
described above are also merely passing points of high 
frequency signals and, generally, are not required to be 
drawn out to the outside, no pads are provided. Below the 
both electrodes described above, the ohmic metal layer is 
disposed. The both electrodes are disposed so as to have a 
shape formed by engaging comb teeth with each other. 
Between the both electrodes, the six comb-shaped gate 
electrodes 17 are disposed. 
0068 Compared with a switching element including only 
one FET, a Switching element like this including a plurality 
of FETs connected in series can be cut off against a larger 
voltage amplitude when the switching element is OFF. Thus, 
the Switch MMIC constituted by the switching element 
including the plurality of FETs becomes a high-power 
Switch MMIC. In this event, generally, the source electrodes 
or the drain electrodes of the FETs, which become connec 
tion parts when the FETs are connected in series, are not 
required to be drawn out to the outside. Thus, it is not 
required to provide pads. 

0069. In FET1-3, three of the first wiring metal layers 30 
extended from the left side are the second source electrodes 
15. Below the second source electrodes 15, the first source 
electrodes 13 are disposed. Moreover, four of the comb 
shaped first wiring metal layers 30 extended from the right 
side are the second drain electrodes 16 connected to the first 
common output terminal pad O1. Below the second drain 
electrodes 16, the first drain electrodes 14 are disposed. The 
both electrodes are disposed so as to have a shape formed by 
engaging comb teeth with each other. Between the both 
electrodes, six gate electrodes 17 are disposed 
0070 The plurality of gate electrodes 17 in each of 
FET1-1, FET1-2 and FET1-3 have one ends bundled by the 
connection part 22. Moreover, the other ends of the gate 
electrodes 17 are bundled by the gate wiring 21 and con 
nected to the gate take-out part T. The gate take-out part T 
is connected to the control terminal pad C through the 
control resistor CR. As described above, in this embodiment, 
the gate take-out part T is an extension of the gate wiring 21. 
However, the gate take-out part T is not an extension of the 
connection part 22. 
0071. The control resistor CR is formed of the conduction 
region (an impurity region) which is isolated by the insu 
lating region 60 as described above. In this embodiment, the 
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control resistor CR is formed of a high resistance element. 
The high resistance element is obtained by removing the cap 
layer in the HEMT structure and setting only semiconductor 
layers having a high sheet resistance value in lower layers 
than the cap layer to be a resistor layer. It is required to set 
the control resistor CR to have a high resistance value, in 
order to prevent a leak of a high-frequency signal. By using 
the high resistance element to form the control resistor CR. 
the resistance value can be increased within a short distance. 
Meanwhile, in order to obtain accurate values, the load 
resistor R1 and the input resistor Ri are formed of the 
conduction regions without removing the cap layer in the 
HEMT Structure. 

0072 Moreover, around the respective pads I1, I2. O1 
and O2, peripheral conduction regions 70 are disposed as 
indicated by dashed lines for preventing the leak of the 
high-frequency signal and improving isolation. Further 
more, similarly, the peripheral conduction regions 70 are 
formed also between the respective pads and the respective 
FETs, between the respective pads and the source (drain) 
wiring electrodes, and between the resistors. The peripheral 
conduction regions 70 are, for example, high-concentration 
in type impurity regions including the cap layer. 

0073. Furthermore, between the first and second switch 
ing elements SW1 and SW2 and the logic circuit L, the 
peripheral conduction region 70 is also disposed for improv 
ing the isolation. The peripheral conduction regions 70 
described above are also isolated by the insulating region 60. 
The peripheral conduction regions 70 are either connected to 
the adjacent pads or the metal layers such as the Source 
(drain) wiring electrodes in a state where a direct current 
flows between them (hereinafter referred to as “DC-con 
nected') or have a floating potential. 

0074 FIGS. 3A and 3B are enlarged views of the 
operation region 100 of FET1-1, for example, shown in 
FIG. 2. FIG. 3A is a plan view and FIG. 3B is a cross 
sectional view along the line a-a in FIG. 3A. 
0075. As shown in FIG. 3A, the strip-shaped first source 
and drain electrodes 13 and 14 are disposed on the operation 
region 100, and come into contact with source and drain 
regions (not shown here), respectively. Moreover, the strip 
shaped second source and drain electrodes 15 and 16 are 
disposed while overlapping the first source and drain elec 
trodes 13 and 14. The second source electrodes 15 adjacent 
to each other are connected by the source wiring 31 to form 
the comb-shaped source wiring electrode SE. Similarly, the 
second drain electrodes 16 adjacent to each other are con 
nected by the drain wiring 32 to form the comb-shaped drain 
wiring electrode DE. 

0.076 Each of the gate electrodes 17 is formed to have a 
strip shape having a predetermined gate length, and is 
disposed between the second source electrode 15 and the 
second drain electrode 16. Moreover, one ends (tips) of the 
adjacent gate electrodes 17 are connected to each other by 
the connection part 22, and the other ends thereof are 
connected to the gate wiring 21. 
0.077 Specifically, the gate wiring electrode GE forms 
the ladder-like pattern by use of the gate electrodes 17, the 
gate wiring 21 and the connection part 22. In FET1-1, the 
connection part 22 is disposed near the one ends of the 
second drain electrodes 16, and the other ends of the second 
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drain electrodes 16 are connected to the drain wiring 32. 
Meanwhile, the gate wiring 21 is disposed near one ends of 
the second source electrodes 15 and the other ends of the 
second source electrodes 15 are connected to the source 
wiring 31. Specifically, the connection part 22 is disposed 
between the source wiring 31 and the second drain elec 
trodes 16, both of which are close and adjacent to each other. 
Moreover, the gate wiring 21 is disposed between the drain 
wiring 32 and the second source electrodes 15, both of 
which are close and adjacent to each other. Both of the gate 
wiring 21 and the connection part 22 have a width of 3 um 
to 5 Lum. 
0078. The second source electrode 15 intersects with the 
connection part 22 with an insulating film (not shown) 
interposed therebetween at a cross part CP. Moreover, the 
second drain electrode 16 intersects with the gate wiring 21 
with an insulating film (not shown) interposed therebetween 
at a cross part CP. 
0079 Although not shown in the drawings here, arrange 
ment of the drain wiring electrode DE and the source wiring 
electrode SE in FET1-2 is opposite to that in FET1-1. 
Specifically, in FET1-2, the connection part 22 of the gate 
electrodes 17 is disposed near the one ends of the second 
Source electrodes 15, and the gate wiring 21 is disposed near 
the one ends of the second drain electrodes 16. To be more 
specific, the connection part 22 is disposed between the 
drain wiring 32 and the second source electrodes 15, both of 
which are close and adjacent to each other. Moreover, the 
gate wiring 21 is disposed between the source wiring 31 and 
the second drain electrodes 16, both of which are close and 
adjacent to each other. 
0080. At a cross part CP, the second source electrode 15 
intersects with the gate wiring 21 with an insulating film 
interposed therebetween. Moreover, at a cross part CP, the 
second drain electrode 16 intersects with the connection part 
22 with an insulating film interposed therebetween. FET1-3 
is the same as FET1-1 (see FIG. 2). 
0081 FIG. 3B is a cross-sectional view along the linea-a 
in FIG. 3A. A substrate 130 is obtained by growing undoped 
buffer layers 132 on a semi-insulating GaAs substrate 131 
and growing, on the buffer layers 132, a first electron Supply 
layer 133a that is an n+ type AlGaAs layer, a spacer layer 
134, a channel (electron transit) layer 135 that is an undoped 
InGaAs layer, a spacer layer 134, a second electron Supply 
layer (n+ type AlGaAs layer) 133b, a first undoped layer 
141, a second undoped layer 142, a third undoped layer 143, 
a stable layer 144, and a cap layer 137. 
0082 The buffer layers 132 is a high resistance layer 
having no impurities added therein, and a thickness thereof 
is about several thousands A. 

0083. There are two electron supply layers 133, including 
the first electron supply layer 133a and the second electron 
supply layer 133b. The electron supply layers 133a and 133b 
are disposed below and above the channel layer 135, respec 
tively. Moreover, between the channel layer 135 and the 
respective electron supply layers 133, the spacer layers 134 
are disposed, respectively. 

0084. The electron supply layers 133 are the n+ type 
AlGaAs layers and are formed by use of a material having 
a band gap larger than that of the channel layer 135. 
Moreover, an impurity concentration of n type impurities 

Page 24 of 40



US 2006/0255403 A1 

(for example, Si) in the n+ type AlGaAs layers of the 
electron supply layers 133 is related to an on resistance Ron 
of the HEMT and a pinch-off voltage and is set to 3.3x10' 
cm in this embodiment. 

0085. By adopting the structure as described above, elec 
trons generated from donor impurities of the electron Supply 
layers 133 move toward the channel layer 135 to form a 
channel to be a current path. As a result, the electrons and 
donor ions are spatially separated from each other on a 
heterojunction interface. Although the electrons travel 
through the channel layer 135, there is a very small influence 
of Coulomb scattering since no donor ions exist in the 
channel layer 135. Thus, high electron mobility can be 
achieved. 

0.086 Moreover, the first and second electron supply 
layers 133a and 133b are disposed below and above the 
channel layer 135. By adopting such a double heterojunction 
structure, a carrier density is increased. Thus, the on resis 
tance Ron can be significantly reduced. 

0087. The first undoped layer 141 is provided on the 
second electron supply layer 133b while coming into contact 
therewith. The both layers are lattice-matched to each other. 
The first undoped layer 141 is an undoped AlGaAs layer and 
has a thickness of 85A. In the case where even small crystal 
distortion occurs in a portion close to the channel layer 135, 
good HEMT characteristics cannot be obtained with good 
reproducibility. However, since the first undoped layer 141 
is formed of the same AlGaAs layer as that of the second 
electron supply layer 133b close to the channel layer 135, a 
factor that causes the crystal distortion to occur in the 
portion close to the channel layer 135 can be completely 
eliminated. 

0088. The second undoped layer 142 is provided on the 
first undoped layer 141 while coming into contact therewith, 
and is lattice-matched to the first undoped layer 141. The 
second undoped layer 142 is an undoped InGaPlayer and 
has a thickness of 20 A. Moreover, the second undoped layer 
142 functions as an etching stop layer for the third undoped 
layer 143 provided thereon. 

0089. The third undoped layer 143 is provided on the 
second undoped layer 142 while coming into contact there 
with, and is lattice-matched to the second undoped layer 
142. The third undoped layer 143 is an undoped AlGaAs 
layer and has a thickness of 145 A. On a surface of the third 
undoped layer 143, the gate electrodes 17 are provided. In 
the AlGaAs layer, crystal growth is stable, compared with 
the InGaPlayer. Therefore, there is also an effect of obtain 
ing stable HEMT characteristics by forming the gate elec 
trodes 17 on the surface of the AlGaAs layer. 
0090. A total thickness of the first to third undoped layers 
141 to 143 is designed so as to obtain predetermined 
breakdown voltage and on resistance of the HEMT (D-FET) 
included in the Switching element. 

0091. The stable layer 144 is provided on the third 
undoped layer 143 while coming into contact therewith, and 
is lattice-matched to the third undoped layer 143. Moreover, 
the stable layer 144 is also lattice-matched to the cap layer 
137 provided thereon. The stable layer 144 is an undoped 
InGaPlayer or a doped InGaPlayer, which is resistant to 
chemical stress from the outside since the layer is hardly 
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oxidized, and is stable in terms of reliability. Moreover, the 
stable layer 144 has a thickness of 100 A. 
0092. As to the switch circuit device of this embodiment, 
in manufacturing steps before formation of the gate elec 
trodes 17, there is a step of removing, by plasma etching, a 
part of a nitride film 51 used as an etching mask for the cap 
layer 137. Thus, the chemically stable InGaP layer (the 
stable layer 144) is disposed below the cap layer 137. In the 
plasma etching, the stable layer 144 is exposed to a surface 
of the operation region 100. Accordingly, the operation 
region 100 can be protected from plasma damage by the 
stable layer 144. Because the stable layer 144 has the 
thickness of 100 A, the operation region 100 can be suffi 
ciently protected from the plasma damage. Although the 
stable layer 144 Suffers from the plasma damage, the gate 
electrodes 17 can be formed on the clean third undoped layer 
143 since the stable layer 144 is removed when the gate 
electrodes 17 are formed. Moreover, the stable layer 144 
also functions as an etching stop layer for the cap layer 137 
provided thereon, and is etched to have the same pattern as 
that of the cap layer 137. 
0093. As described above, by adopting the structure in 
which the InGaP layers and the AlGaAs layers to be the 
etching stop layers, respectively, are repeatedly grown on 
each other, the predetermined breakdown voltage can be 
easily realized with good reproducibility. 
0094) Moreover, by lattice-matching the InGaPlayers to 
the GaAs layer and the undoped AlGaAs layer, the crystal 
distortion is avoided and a crystal defect Such as a slit can 
be prevented. 
0095 Moreover, by lattice-matching the stable layer 
(InGaP layer) 144 to the GaAs layer and the undoped 
AlGaAs layer, the crystal distortion is avoided and the 
crystal defect such as the slit can be prevented. 
0096) The n+ type GaAs layer 137 to be the cap layer is 
grown on the top. A thickness of the cap layer 137 is 600 A 
or more, and an impurity concentration thereof is 2x10' 
cm or more. It is preferable that the thickness thereof is 
about 1000 A and the impurity concentration thereof is 
3x10 cm or more. 

0097. The operation region 100 of the HEMT is isolated 
from the other regions, as indicated by the thin line in FIG. 
3A, by the insulating region 60 that reaches the buffer layers 
132. Here, an epitaxial structure of the HEMT includes the 
cap layer 137. Since the impurity concentration of the cap 
layer 137 is as high as about 1 to 5x10 cm, the region 
where the cap layer 137 is disposed can functionally be a 
high-concentration impurity region. 
0098. The operation region 100 of the HEMT will be 
hereinafter referred to as a region which is isolated by the 
insulating region 60 and in which the first and second source 
electrodes 13 and 15, the first and second drain electrodes 14 
and 16 and the gate electrodes 17 of the HEMT are disposed. 
Specifically, a total region including all semiconductor lay 
ers which form the HEMT, such as the electron supply layers 
133, the channel (electron transit) layer 135, the spacer 
layers 134, the first to third undoped layers 141 to 143, the 
stable layer 144 and the cap layer 137, is set to be the 
operation region 100. 
0099. The insulating region 60 is a region which is not 
completely electrically insulated but is insulated by provid 
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ing carrier traps in epitaxial layers (the semiconductor 
layers) by ion-implanting impurities (boron, hydrogen or 
oxygen). Specifically, although impurities exist as the epi 
taxial layers also in the insulating region 60, the impurities 
are inactivated by implantation of the impurities (boron, 
hydrogen or oxygen) for insulation. And resistivity of the 
insulating region 60 is equal to or more than 1x107 S2 cm and 
equal to or less than 1x10 S2 cm. On the other hand the 
resistivity of insulator like glass, ceramics or gum is more 
than 1x10" G2cm. Namely the insulating region 60 is 
clearly distinguished from insulator like glass, ceramics or 
gum at resistivity value too. Actually the insulating region 
60 is “semiconductor, and insulator like glass, ceramics or 
gum is not "semiconductor. That is, the semiconductor and 
insulator are substantially different. 
0100. In the operation region 100, as shown in FIG. 3B, 
a source region 137s and a drain region 137d are provided 
by partially removing the cap layer 137 to which the 
high-concentration impurities are added. In the source and 
drain regions 137s and 137d, the first source and drain 
electrodes 13 and 14 are connected, which are formed of the 
ohmic metal layer 10. The first source and drain electrodes 
13 and 14 and the cap layer 137 therearound are covered 
with the nitride film 51 (first to fourth nitride films 511 to 
514). The first source and drain electrodes 13 and 14 come 
into contact with the second source and drain electrodes 15 
and 16, which are provided thereon and formed of a first 
wiring metal layer 30, through contact holes provided in the 
nitride film 51. 

0101 Moreover, the cap layer 137 in the operation region 
100 is partially removed by etching to expose the third 
undoped layer 143, for example, in accordance with the 
predetermined breakdown Voltage and the on resistance. 
Thus, the gate electrodes 17 are formed. The gate electrodes 
17 and the third undoped layer 143 exposed therearound are 
covered with the third and fourth nitride films 513 and 514. 
The fourth nitride film 514 is an interlayer insulating film 
between the first wiring metal layer30 and the second wiring 
metal layer 40 (not shown). 
0102) In each of the gate electrodes 17, a part of lower 
most metal (Pt) of the gate metal layer 20 (for example, 
Pt/Mo) is buried in the surface of the operation region 100 
by heat process. The buried Pt (this region will be hereinafter 
referred to as a buried part 17b) is also a part of the gate 
electrode 17 and functions as the gate electrode 17. Abottom 
of the buried part 17b is positioned in the third undoped 
layer 143. Specifically, the gate electrode 17 including the 
buried part 17b forms a Schottky junction with the third 
undoped layer 143. 

0103 As described above, in this embodiment, a buried 
electrode structure is adopted, in which a part of Pt is buried 
in the surface of the operation region 100. Accordingly, the 
bottom of the buried part 17b can have curved ends. 
0104. As described above, in the step of forming the gate 
electrodes 17, the stable layer 144 before deposition of the 
gate metal layer 20 Suffers from the plasma damage. If the 
gate electrode 17 is formed on the stable layer 144 and the 
buried part 17b is formed in the state described above, it 
takes time to perform the heat process for burying. More 
over, since the stable layer 144 is the InGaPlayer, if the 
buried part 17b is formed in the InGap layer, the buried part 
17b does not have a continuous curve having a predeter 
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mined curvature radius. Therefore, in this embodiment, the 
stable layer 144 is removed and the gate metal layer 20 is 
evaporated on the clean surface of the third undoped layer 
143. Thus, burying is finished by brief heat process. More 
over, a shape of an end of the buried part 17b, that is, an end 
of the Schottky junction is set to have the continuous curve 
having the predetermined curvature radius. Therefore, when 
a reverse bias is applied to the gate electrode 17, electric 
field strength is dispersed. Specifically, by relaxing electric 
field concentration, maximum electric field strength is 
reduced. Thus, a large breakdown voltage can be obtained. 
0105 Moreover, the buried part 17b is positioned in the 
third undoped layer 143. However, even if the bottom of the 
buried part 17b is positioned in any of the first to third 
undoped layers 141 to 143, no layer having impurities added 
therein exists between the gate electrode 17 and the electron 
supply layer 133 (the second electron supply layer 133b). In 
other words, the case described above is equivalent to the 
case where the gate electrode 17 is provided in the first 
undoped layer 141 which is substantially continuous with 
the electron supply layer 133. 
0106. As described above, in the double heterojunction 
structure, the gate electrode 17 is provided in the undoped 
layer continuous with the electron supply layer 133. Thus, 
the impurity concentration of the electron Supply layer can 
be increased to 3.3x10" cm. Specifically, in the HEMT, a 
very low on resistance can be realized while securing a 
predetermined breakdown voltage. Thus, the on resistance 
Ron=1.3 G2/mm is realized at a gate Voltage Vg=OV, as an on 
resistance for a gate width of 1 mm, while securing a 
breakdown voltage of 19V at Vp=-0.8 V. This value of the 
on resistance is very low for the switch HEMT. 
0107 The first and third undoped layers 141 and 143 are 
the AlGaAs layers, and the second undoped layer 142 and 
the stable layer 144 are the InGaPlayers. The InGaPlayer 
and the AlGaAs layer have a high etching selection ratio 
each other. Thus, a desired layer can be easily exposed by 
wet etching. 
0.108 Specifically, the second undoped layer 142 
becomes an etching stop layer when the first undoped layer 
141 is exposed. Moreover, the third undoped layer 143 is 
provided for forming the gate electrode 17 on the clean 
undoped layer by removing the stable layer 144 suffering 
from the plasma damage by selective etching. 

0.109 The gate wiring 21 and the connection part 22 are 
also formed by evaporation of the gate metal layer 20, as in 
the case of the gate electrode 17. 

0110 FIGS. 4A and 4B are cross-sectional views around 
the gate wiring 21 and the connection part 22. FIG. 4A is a 
cross-sectional view along the line b-b in FIG. 3A, and FIG. 
4B is a cross-sectional view along the line c-c in FIG. 3A. 
0111. As shown in FIG. 4A and FIG. 3A, the gate wiring 
21 and the drain wiring electrode DE (specifically, the 
second drain electrode 16) intersect with each other with the 
nitride film 51 (the third nitride film 513) interposed ther 
ebetween at the cross part CP. The second drain electrode 16 
overlaps the first drain electrode 14 on the operation region 
1OO. 

0.112. The gate wiring 21 and the second drain electrode 
16 are extended in directions perpendicular to each other. 
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The gate wiring 21 is provided on the third undoped layer 
143 exposed by etching the cap layer 137 and the stable 
layer 144, as in the case of the gate electrode 17. Moreover, 
a part of the gate wiring 21 is buried in the third undoped 
layer 143. 
0113. The gate wiring 21 is isolated from the operation 
region 100 by the insulating region 60 that reaches the buffer 
layers 132 so as to dispose a conduction region (a high 
concentration impurity region) as indicated by the dashed 
line in FIG. 3A, in other words, the substrate 130 including 
the cap layer 137 therearound. The gate wiring 21 and the 
conduction region (hereinafter referred to as the peripheral 
conduction region 70) therearound are connected to each 
other in a state where a direct current flows (hereinafter 
referred to as “DC-connected'). Thus, isolation of the gate 
wiring 21 is improved. 

0114 Here, the gate electrode 17 and the gate wiring 21 
(and also the connection part 22) of the HEMT are evapo 
rated on the third undoped layer 143. A brief description will 
be given below. Specifically, after a photolithography step of 
exposing formation regions of the gate electrode 17 and the 
gate wiring 21, the nitride film used as a mask is plasma 
etched and the cap layer 137 is side-etched by about 0.3 um. 
Thereafter, the nitride film above the side-etched portion is 
plasma-etched, the stable layer 144 damaged by plasma is 
removed, and the gate metal layer 20 is evaporated on the 
third undoped layer 143. Thus, the gate electrode 17 and the 
gate wiring 21 are formed. 
0115 Specifically, immediately below the gate wiring 21, 
the first to third undoped layers 141 to 143 are disposed. 
Moreover, the peripheral conduction region 70, to which the 
gate wiring 21 is DC-connected, is the substrate 130 includ 
ing the cap layer 137 disposed around the gate wiring 21. In 
other words, although the gate wiring 21 is not directly fixed 
to the peripheral conduction region 70, the gate wiring can 
be said to be sufficiently DC-connected thereto within a 
distance as short as about 0.3 um. 
0116 Note that, in the Switch MMIC, the resistors are 
also formed of the conduction region (impurity region). 
Moreover, in order to improve the isolation, the peripheral 
conduction regions (impurity regions) 70 are also formed 
around the respective pads (see FIG. 2). As shown in FIGS. 
3A and 3B, the patterns described above are isolated from 
each other by the insulating region 60. 

0117 Moreover, although not shown in the drawings, a 
cross section of a cross part CP between the connection part 
22 and the source wiring electrode SE (the second source 
electrode 15) has the same configuration as that of the cross 
part CP between the gate wiring 21 and the drain wiring 
electrode DE in FIG. 4A. 

0118. As shown in FIGS. 4B and 3A, in this embodi 
ment, between the drain wiring electrode DE and the source 
wiring electrode SE, which are close and adjacent to each 
other, the gate wiring electrode GE is disposed. To be more 
specific, the connection part 22 is disposed between one 
ends of the first and second drain electrodes 14 and 16 and 
the source wiring 31 adjacent thereto. The first drain elec 
trode 14 of the first metal layer and the drain wiring 
electrode DE (the second drain electrode 16 and the drain 
wiring 32) of the second metal layer will be hereinafter 
collectively referred to as a drain electrode D. Similarly, the 
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first source electrode 13 of the first metal layer and the 
source wiring electrode SE (the second source electrode 15 
and the source wiring 31) of the second metal layer will be 
collectively referred to as a source electrode S. 
0119) A high-frequency signal is transmitted to the drain 
electrode D and the source wiring 31 (the source electrode 
S). Thus, there is a problem that the high-frequency signal 
leaks in a spot where the drain electrode D and the source 
wiring 31 are close to each other. However, in this embodi 
ment, the connection part 22 of the gate electrode 17, which 
is disposed between the drain electrode D and the source 
wiring 31, can prevent the high-frequency signal from 
leaking between the drain electrode D and the source wiring 
31 (the source electrode S). Thus, a third harmonic wave 
level can be reduced. 

0120) Furthermore, the gate wiring 21 (gate wiring elec 
trode GE) is disposed between one end of the source 
electrode S and the drain wiring 32 (the drain electrode D) 
which are close to each other (see FIG. 3A), although its 
cross sectional view is not provided here since it is the same 
configuration as the one shown in FIG. 4B. Leaks of a 
high-frequency signal between the Source electrode S and 
the drain wiring 32 (the drain electrode D) can be prevented. 
Thus, a third harmonic wave level can be reduced. 
0121 With reference to FIGS. 3A and 3B again, descrip 
tion will be given. The respective gate electrodes 17 are 
formed at equal intervals and have one ends (tips) extended 
to the outside of the operation region 100 and connected to 
the connection part 22. Accordingly, a plurality of the gate 
electrodes 17 are bundled. Moreover, the other ends of the 
gate electrodes 17 are connected to the gate wiring 21, and 
the plurality of the gate electrodes 17 are bundled. 
0.122. As described above, the one ends of the second 
source electrodes 15, the second drain electrodes 16 and the 
gate electrodes 17 are ends thereof not connected by the 
Source wiring 31, the drain wiring 32 and the gate wiring 21, 
respectively. Moreover, the same goes for the first source 
and drain electrodes 13 and 14 which are overlapped by the 
second source and drain electrodes 15 and 16, respectively. 
0123 Specifically, the one ends of the second source 
electrodes 15 which overlap the first source electrodes 13 are 
disposed outside of the operation region 100. Moreover, the 
one ends of the second drain electrodes 16 which overlap the 
first drain electrodes 14 are also disposed outside of the 
operation region 100. Furthermore, the other ends of the 
second source electrodes 15 and the other ends of the second 
drain electrodes 16 are also disposed outside of the operation 
region 100. 

0.124. The other ends of the second source electrodes 15 
are connected to other ends of the other second source 
electrodes 15 by the source wiring 31. The other ends of the 
second drain electrodes 16 are connected to other ends of the 
other second drain electrodes 16 by the drain wiring 32. The 
one ends of the first and second source electrodes 13 and 15 
are close to the drain wiring 32, and the one ends of the first 
and second drain electrodes 14 and 16 are close to the source 
wiring 31. 

0.125. In FET1-1, for example, in FIG. 3A, the connec 
tion part 22 is disposed between one end of the drain 
electrode D and the source electrode S (the source wiring 31) 
which faces the drain electrode D. Similarly, the gate wiring 
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21 is disposed between one end of the source electrode S and 
the drain electrode D (the drain wiring 32) which faces the 
source electrode S. Thus, comb teeth of one drain electrode 
D and comb teeth of one source electrode S are completely 
surrounded by the gate wiring electrode GE. Moreover, it is 
possible to realize a pattern in which the gate wiring 
electrode GE (any of the gate electrodes 17, the connection 
part 22 and the gate wiring 21) is always disposed between 
the drain electrode D and the source electrode S. 

0126 Note that, in FET1-2, arrangement of the source 
electrode S and the drain electrode D is opposite to that in 
FET1-1. Specifically, in FET1-2, the connection part 22 is 
disposed between a tip of the source electrode S and the 
opposite drain electrode D, and the gate wiring 21 is 
disposed between a tip of the drain electrode D and the 
opposite source electrode S. 
0127 FET1-3 is the same as FET1-1. Here, drains of 
FET1-1 and FET1-2 are connected to each other, and the 
drain wiring 32 is shared therebetween. Moreover, sources 
of FET1-2 and FET1-3 are connected to each other, and the 
source wiring 31 is shared therebetween. 
0128 Specifically, according to this embodiment, in any 
of the FETs, the gate wiring electrode GE can be disposed 
between the source electrode S and the drain electrode D. 

0129. Therefore, all the paths in which the high-fre 
quency signal may leak between the source electrode S and 
the drain electrode D are blocked by the gate wiring elec 
trode GE. Thus, it is possible to prevent the leak of the 
high-frequency signal between the Source electrode S and 
the drain electrode D. 

0130 Particularly, tips of the comb teeth of the source 
electrode S and the drain electrode D are completely sur 
rounded by the gate wiring electrode GE. Thus, the structure 
described above is effective as a pattern for preventing the 
leak of the high-frequency signal and for reducing the third 
harmonic wave level. Moreover, Pino.1 dB to be an indica 
tion of maximum linear power can be increased. 
0131). In the high-power Switch MMIC constituted by the 
switching element including the plurality of FETs connected 
to each other in series, the following is found out. Specifi 
cally, in the spot where the source electrode and the drain 
electrode are adjacent to each other and directly face each 
other, the leak of the high-frequency signal occurs outside 
the operation region of the FET and the harmonic wave level 
is increased. 

0132) Specifically, in FIG. 18, leaks of high-frequency 
signals occur between source electrodes 215 and drain 
electrodes 216 in the Y regions surrounded by the solid lines, 
where the source and drain electrodes 215 and 216 are 
adjacent to each other and directly face each other. In the 
Switching element on the offside, the high-frequency signal 
hardly passes through the operation region of the FET. 
However, in the Y regions on the offside, a leak path of the 
high-frequency signal is formed outside the operation region 
of the FET. Thus, there is a problem that a designed value 
for a distortion level of an output signal cannot be secured 
and a third harmonic wave level is set higher than a 
predetermined value. 

0133. However, in this embodiment, the gate wiring 
electrode GE is disposed between the source electrode S and 
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the drain electrode D in any regions outside the operation 
region 100 of the FET. Thus, it is possible to prevent a 
high-frequency current from flowing through the Substrate 
between the source electrode S and the drain electrode D. 
Moreover, the leak of the high-frequency signal can be 
prevented. 

0.134. With reference to FIG. 4B again, description will 
be given of a mechanism for preventing the leak of the 
high-frequency signal. 

0135). As shown in FIG. 4B, the one end (tip) of the drain 
electrode D and the source electrode S (the source wiring 31) 
are disposed outside of the operation region 100 (on the 
insulating region 60). The high-frequency signal passes 
through the drain electrode D and the source wiring 31 on 
the insulating region 60. 

0.136. Here, in FIG. 4B, the case where no gate wiring 
electrode GE is disposed between the source wiring 31 and 
the drain electrode D is considered (the Y regions in FIG. 
18). The high-frequency signal is transmitted to the insulat 
ing region 60 through the nitride film 51. As in the case of 
the nitride film 51, the insulating region 60, as a dielectric 
material, allows the high-frequency signal to pass there 
through. Specifically, in this case, the leak of the high 
frequency signal occurs between the source wiring 31 and 
the drain electrode D. 

0.137 Moreover, in the state described above, since the 
source wiring 31 and the drain electrode D are disposed so 
as to directly face each other, a direct electric field exists 
between the source wiring 31 and the drain electrode D. 
Thus, a leak current of the high-frequency signal flows. In 
the case of this embodiment, the high-power Switch MMIC 
is adopted, which includes the Switching elements having 
the plurality of FETs connected to each other in series. Thus, 
amplitude of the high-frequency signal is large, and ampli 
tude of a high-frequency leak current is also large. 

0.138. Therefore, as in the case of the Y regions in the 
conventional technology (FIG. 18), when a drain wiring 232 
and the tips of the comb teeth of the source electrodes 215 
are disposed so as to face each other, the leak of the 
high-frequency signal occurs. 

0.139 Meanwhile, in this embodiment, the connection 
part 22 of the gate electrodes 17 is disposed between the 
source wiring 31 and the drain electrode D. Therefore, the 
leak of the high-frequency signal between the source wiring 
31 and the drain electrode D can be blocked by the connec 
tion part 22 (the gate wiring electrode GE). Such a mecha 
nism will be described below. 

0140 First, the gate wiring electrode GE is connected to 
the control terminal Ctil through the control resistor CR of 5 
KS2 to 10 KS2 (see FIG. 2). A control signal is applied to the 
control terminal Ctl. Since the control signal is a DC signal, 
the control terminal is set to be a GND potential of a 
high-frequency signal. Moreover, the same goes for the case 
where the gate wiring electrode GE is connected to the point 
P in the logic circuit L. 
0.141. In the on-side FET, the gate electrode 17 comes 
into direct contact with the Surface of the operation region 
100 and forms a Schottky junction. Specifically, a potential 
of the gate electrode 17 undergoes high-frequency oscilla 
tion under the influence of a high-frequency current flowing 
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through the operating region of the FET. However, in the 
off-side FET, no current flows through the operating region. 
Therefore, the potential of the surface of the operation 
region 100 hardly undergoes the high-frequency oscillation. 
Specifically, the gate electrode 17 never undergoes the 
high-frequency oscillation unlike the on-side FET, and can 
be virtually regarded as the GND potential of the high 
frequency signal as in the case of the control terminal Ctl. 
0142. Therefore, by disposing the connection part 22 
between the source electrode S (the source wiring 31) and 
the drain electrode D in the off-side FET, the source elec 
trode S, the GND potential as the high-frequency signal and 
the drain electrode D are arranged in this order on a straight 
line. 

0143. In the case where no connection part 22 is dis 
posed, a direct electric field of the high-frequency signal 
exists between the source electrode S and the drain electrode 
D. However, by sandwiching the GND potential as the 
high-frequency signal between the both electrodes, the 
direct electric field therebetween is significantly weakened. 
Therefore, it is possible to prevent the high-frequency cur 
rent from flowing through the substrate between the source 
electrode S and the drain electrode D. Moreover, the leak of 
the high-frequency signal can be prevented. Particularly, in 
the high-power Switch MMIC constituted by the switching 
element including the plurality of FETs connected to each 
other in series, the amplitude of the high-frequency signal is 
large. Therefore, a strong electric field of the high-frequency 
signal is generated between the source electrode S and the 
drain electrode D. Thus, in the case where no connection 
part 22 is disposed, a large high-frequency current flows. In 
this embodiment, the leak of the high-frequency signal can 
be prevented even in the high-power Switch MMIC consti 
tuted by the switching element including the plurality of 
FETs connected to each other in series. 

0144. The mechanism described above is the same on the 
gate wiring 21 side. Specifically, on the gate wiring 21 side, 
as shown in FIG. 3A, a leak of a high-frequency signal 
between the drain wiring 32 (the drain electrode D) and the 
source electrode S can be prevented by the gate wiring 21. 

0145 As described above, according to this embodiment, 
on all the paths in which the high-frequency signal may leak 
between the source electrode S and the drain electrode D, the 
gate wiring electrode GE is disposed. Thus, it is possible to 
prevent the leak of the high-frequency signal between the 
source electrode S and the drain electrode D. 

0146 Secondly, in the portion outside the operation 
region 100, the gate wiring electrode GE comes into direct 
contact with the substrate and forms a Schottky junction. 
Therefore, the high-frequency signal leaking through the 
insulating region 60 can be directly absorbed. Thus, the leak 
of the high-frequency signal between the source electrode S 
and the drain electrode D can be more significantly pre 
vented. 

0147 The two mechanisms described above similarly 
function also in the case where the gate wiring 21 and the 
connection part 22 are disposed within the operation region 
100. Specifically, the leak of the high-frequency signal 
between the source electrode S and the drain electrode D can 
be prevented by sandwiching the gate wiring 21 and the 
connection part 22 within the operation region 100. 
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0148 Particularly, in the DPDT Switch MMIC, there 
may be the case where input and output of a signal are 
reversed. Accordingly, the first RF ports and the second RF 
ports may be replaced with each other and used. In this 
embodiment, even if transmission of the high-frequency 
signal is reversed, all leak paths of the high-frequency 
signal, which have heretofore been formed between the 
source electrode S and the drain electrode D, can be com 
pletely blocked. Specifically, no matter which terminals pads 
of the RF ports become input terminal pads having the 
largest amplitude of the high-frequency signal, the leak of 
the high-frequency signal can be completely prevented. 
Thus, Pino.1 dB and distortion characteristics (the third 
harmonic wave level) as designed can be obtained. 
0.149 To be more specific, for example, in FIG. 18, it has 
heretofore been possible to prevent a leak of a high-fre 
quency signal by a gate wiring 221 in FET1-1 or FET2-1, the 
high-frequency signal having the largest amplitude imme 
diately after being inputted from the common input terminal 
pad I. Specifically, in any of the off-side FETs, the leak of the 
high-frequency signal between the Source electrode S and 
the drain electrode D can be prevented in only the portion 
where the gate wiring 221 is disposed. 
0150. However, on the other hand, in the case where a 
high-frequency signal is inputted, for example, from the 
common output terminal pad O1 or 02, a large leak of the 
high-frequency signal occurs in a portion immediately after 
the high-frequency signal having the largest amplitude is 
inputted in any of the off-side FETs such as FET1-3 and 
FET2-3. The portion immediately after the high-frequency 
signal having the largest amplitude is inputted is a portion 
between the source electrode S and the drain electrode D, 
which corresponds to the Y region. 
0151. In this embodiment, the gate wiring electrode GE 
(the connection part 22) is also disposed in the spot corre 
sponding to the Y region. Thus, even if the high-frequency 
signal is inputted from any of the terminal pads including the 
input terminal pad and the output terminal pad, the leak of 
the high-frequency signal between the Source electrode S 
and the drain electrode D can be prevented by the gate 
wiring electrode GE. Consequently, the third harmonic wave 
level is significantly improved. 
0152 Here, in order to prevent the leak of the high 
frequency signal, as shown in FIG. 3A, it is preferable that 
the gate wiring electrode GE is disposed continuously 
without interruption for the leak path between the source 
electrode S and the drain electrode D. However, in the case 
of Such a closed-loop shape, an accurate pattern may not be 
formed. The gate wiring electrode GE is formed by lift-off 
process. Specifically, in the lift-off, a resist remover is 
allowed to seep into a resist below the unnecessary gate 
metal layer 20, and the gate metal layer 20 is removed 
together with the resist. In this event, if the gate wiring 
electrode GE is continuous, the resist remover may not 
sufficiently seep into the resist. 
0.153 Specifically, in the case where pattern formation of 
the gate wiring electrode GE having the closed-loop shape 
as shown in FIGS. 3A and 3B is performed by the lift-off, 
there is a problem that it is usually difficult to perform the 
lift-off since the resist remover cannot seep into the loop 
from outside of the loop. However, in this embodiment, the 
lift-off can be performed, and the accurate pattern can be 
formed. 
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0154 FIG. 7 is a cross-sectional view around the gate 
electrode 17 after the gate metal layer 20 is evaporated in the 
cross section shown in FIG. 3B, for example. Only in the 
case of the Switch MMIC, the control resistor CR of about 
5 KS2 to 10 KS2 or more is connected to the gate electrode 
17. Thus, there is no problem even if the gate electrode 17 
has a somewhat large resistance value. Specifically, a metal 
evaporated film thickness d of the gate metal layer 20 can be 
reduced (to about 100 A). When the evaporated film thick 
ness d is reduced as described above, edges of a resist mask 
PR always disconnect the gate metal layer 20. Therefore, the 
resist remover sufficiently seeps into the resist PR below the 
gate metal layer 20 from a disconnected portion (as indi 
cated by the arrows). Thus, the lift-off can be performed 
without any problem even if the closed-loop shape is 
adopted. 

0.155) Next, a second harmonic wave level will be 
described. 

0156. In the conventional pattern shown in FIG. 18, the 
case where the second switching element SW2 is on and the 
first switching element SW1 is off is considered. When a 
high-frequency signal inputted from the common input 
terminal pad I leaks into FET1-1 turned off, first, the signal 
passes on a source wiring 231 from a point A to a point B 
as indicated by the arrow. Accordingly, a phase shift occurs 
while the signal is transmitted from the point A to the point 
B. 

O157 The high-frequency signal which has leaked into 
FET1-1 is transmitted to FET1-3. Even if FET1-1 to FET1-3 
are off the high-frequency signal inputted from the common 
input terminal pad I leaks into the output terminal pad O1, 
while being attenuated for isolation level, through a deple 
tion layer capacitance extended below the gate electrodes in 
each FET. Specifically, in FIG. 18, the phase shift between 
the point A and the point B is directly set to be a phase shift 
between a point A and a point B' on the drain wiring 232 in 
FET1-3. Moreover, signals having different phases at the 
points A and B' are synthesized on the drain wiring 232 in 
FET1-3 and outputted from the output terminal pad O1. 
0158 As described above, in the case where the high 
frequency signal inputted from the common input terminal 
pad I leaks into the output terminal pad O1 through the first 
switching element SW1 turned off, when a phase shift 
occurs inside of the first switching element SW1, a second 
harmonic wave level of the Switch MMIC is increased. 
Meanwhile, in FIG. 2 of this embodiment, the case where 
the first switching element SW1 is off is considered. When 
a high-frequency signal inputted from the common input 
terminal pad I1 leaks into FET1-1 turned off, first, the signal 
passes on the source wiring 31 from a point C to a point D 
as indicated by the arrow. Accordingly, a phase shift occurs 
while the signal is transmitted from the point C to the point 
D. The high-frequency signal which has leaked into FET1-1 
is transmitted to FET1-3. 

0159. Here, since the gate wiring electrode GE of this 
embodiment has the ladder-like pattern, the phase of the 
entire gate wiring electrode GE is uniform, unlike a con 
ventional comb-shaped gate wiring electrode G1' as shown 
in FIG. 18. In FET1-1 to FET1-3 which are off, the 
high-frequency signal leaks through the depletion layer 
capacitance extended below the gate electrodes 17 in each 
FET. However, since the phase of the entire gate wiring 
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electrode GE is uniform, the phase shift between the points 
C and D is corrected to match the phases while the signal 
leaks into FET1-1 to FET1-3. 

0.160 Therefore, a phase shift between a point C" and a 
point D' on the drain wiring 32 in FET1-3 is eliminated. 
Specifically, when the high-frequency signal inputted from 
the input terminal pad I1 leaks into the output terminal pad 
O1 through the first switching element SW1 turned off, no 
phase shift occurs inside of the first switching element SW1. 
Thus, the second harmonic wave level of the Switch MMIC 
is never increased. 

0.161 For example, in the conventional pattern shown in 
FIG. 18, at a cross part CP", the gate wiring 221 intersects 
with the source electrodes 215 or the drain electrodes 216 
with a nitride film (not shown) interposed therebetween. 
However, as a result of an experiment, it was found out that 
the second harmonic wave level is deteriorated by use of the 
pattern of the gate wiring electrode G1' (the gate wiring 221 
and the gate electrodes 217) in FIG. 18. 
0162 This is considered to be partly because of the 
following reason. Specifically, in the case where the first 
switching element SW1 is the off-side switching element, 
for example, the high-frequency signal passing through the 
source electrodes 215 or the drain electrodes 216 leaks into 
the gate wiring 221 through the nitride film at the cross part 
CP'. 

0.163 FIG. 5 shows a pattern of another gate wiring 
electrode G2 for comparing with the pattern of the gate 
wiring electrode GE of this embodiment. FIG. 5 shows an 
example of a Switch MMIC having a pattern (hereinafter 
referred to as a meander shape) in which the one gate wiring 
electrode G2 is bent and extended between a source wiring 
electrode SE' and a drain wiring electrode DE'. 
0164. In this case, no cross part exists between the source 
wiring electrode SE or the drain wiring electrode DE' and 
the gate wiring electrode G2'. Thus, it is known that a second 
harmonic wave level is low as described later. Moreover, in 
the Switch MMIC, the meander-shaped pattern of the gate 
wiring electrode G2 is often adopted. 
0.165. However, there is a problem that the pattern 
described above is very vulnerable to static electricity 
applied between a gate and a drain or between the gate and 
a source from the outside. This is because, in the case of Such 
a pattern of the gate wiring electrode G2, electrostatic 
energy applied to a control terminal Ctl is concentrated on 
a starting point ST (a portion closest to a control resistor CR) 
of the gate wiring electrode G2" on an operation region 100. 
Therefore, in the gate wiring electrode G2 as described 
above, the starting point ST portion of the gate wiring 
electrode G2' is destroyed at a low electrostatic voltage. 
Thus, as a result, an electrostatic breakdown Voltage is set 
low in the Switch MMIC. Consequently, the pattern 
described above is not desirable in terms of reliability. 
0166 FIG. 6 shows dependence of a second harmonic 
wave level on input power in each of the patterns of the gate 
wiring electrode GE of this embodiment and the gate wiring 
electrodes G1' and G2 having the conventional structures 
shown in FIGS. 18 and 5. Solid lines V and w indicate the 
case of the pattern shown in FIG. 18. The solid line V 
indicates the case of a gate wiring width dg=5um, and the 
Solid line w indicates the case of the gate wiring width dg=1 
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um. A point M indicates the case where the Switch MMIC 
as shown in FIG. 18 is formed by use of the meander-shaped 
pattern shown in FIG. 5. A solid line X indicates the case of 
this embodiment shown in FIGS. 3A and 3B, in which the 
gate wiring width dg is set to 5 Lim. Note that, since, here, 
a comparison is made on input power of 29 dBm in 
particular, only the point Mindicates the case of the meander 
shape. 
0167. In the comb-shaped pattern of the gate wiring 
electrode G1' as in the conventional structure (FIG. 18), a 
second harmonic wave level at the input power of 29 dBm 
is -51 dBc (the solid line v in FIG. 6) in the case of the gate 
wiring width dg=5 um and is -62 dBc (the solid line w in 
FIG. 6) in the case of the gate wiring width dg=1 um. 
Specifically, by reducing the gate wiring width dig, the 
second harmonic wave level is improved by about 10 dBc as 
indicated by the arrow. 
0168 Meanwhile, in the case of the meander-shaped 
pattern of the gate wiring electrode G2' shown in FIG. 5, the 
second harmonic wave level at the input power of 29 dBm 
is -75 dBc (the point M), which reaches a required level as 
the second harmonic wave level. This is because no cross 
part exists between the gate wiring electrode G2' and the 
source wiring electrode SE or the drain wiring electrode DE 
as described above. 

0169 Based on the data described above, it is found out 
that, in the FET used for the Switch MMIC, the Smaller the 
parasitic capacitance between the source wiring electrode 
SE' or the drain wiring electrode DE' and the gate wiring 
electrode G1' or G2", the lower the second harmonic wave 
level. Specifically, it can be said that a second harmonic 
wave level is worsened partly because the high-frequency 
signal passing through the source wiring electrode or the 
drain wiring electrode leaks into the gate wiring electrode 
(the gate wiring) through the nitride film in the FET. 
0170 In other words, the second harmonic wave level 
can be improved by reducing the area of the cross parts CP 
in the entire Switch MMIC and by reducing the parasitic 
capacitance. However, in the current Switch MMIC, a 
minimum value of the gate wiring width is about 1 um So as 
not to increase a resistance value of the gate wiring too 
much. It is not realistic to further reduce the gate wiring 
width. Moreover, even if the gate wiring width is reduced to 
1 um, improvement of the second harmonic wave will not 
reach a sufficient level. 

0171 To be more specific, the second harmonic wave 
level is -62 dBc in the case where the gate wiring width is 
1 um at the input power of 29 dBm. However, in a CDMA 
(Code Division Multiple Access) cellular-phone unit, it is 
required to prevent interference during calls. A Switch 
MMIC used for the cellular-phone described above is 
required to have a second harmonic wave level of -75 dBc 
or lower in the case where power of about 29 dBm is 
inputted. Specifically, in the case of the gate wiring electrode 
G1' shown in FIG. 18, even if the parasitic capacitance is 
reduced by reducing the gate wiring width dg to 1 um, for 
example, the required level is not yet achieved. Moreover, in 
the case of the comb-shaped pattern, about 1 um is a limit 
value of reduction in the gate wiring width dg. It is difficult 
to further reduce the gate wiring width. 
0172 Meanwhile, in the meander-shaped pattern of the 
gate wiring electrode G2' which shows a sufficiently low 
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value of the second harmonic wave level, there is a problem 
that the pattern is vulnerable to electrostatic breakdown as 
described above. Thus, the pattern cannot be employed in a 
product for which high reliability is required. 
0.173) On the other hand, according to this embodiment, 
as indicated by the Solid line X, the second harmonic wave 
level is -82 dBc at the input power of 29 dBm. This level is 
lower than that in the meander-shaped pattern of the gate 
wiring electrode G2'. The reason why such a very good level 
can be obtained is as described above. 

0.174. In this embodiment, the gate wiring width dg is 3 
um to 5 Lim. Specifically, the second harmonic wave level 
can be lowered as indicated by the solid line X by setting the 
gate wiring width dg=5um without adopting a method for 
reducing the gate wiring width dg to reduce the capacitance 
at the cross part CP. To be more specific, the second 
harmonic wave level is set to -82 dBc at the input power of 
29 dBm without increasing the gate resistance and without 
causing patterning failure and the like attributable to the 
reduction in the gate wiring width. Thus, it is possible to 
realize a second harmonic wave level sufficient for the 
Switch MMIC used in the CDMA cellular-phone unit. 
0.175. Furthermore, in this embodiment, the plurality of 
gate electrodes 17 are bundled by the gate wiring 21. Thus, 
the electrostatic energy applied to the control terminal Ctl 
can be distributed throughout the FET through the gate 
wiring 21. Therefore, it is possible to sufficiently increase 
resistance to the electrostatic breakdown and to realize a 
second harmonic wave level lower than that in the meander 
shaped pattern. 

0176). As FET1-1 has been described above, exactly the 
same goes for FET1-2 and FET1-3. 
0.177 As described above, according to this embodiment, 
the both of second and third harmonic wave levels can be 
reduced. Thus, distortion characteristics as designed can be 
obtained. In the Switch MMIC, predetermined distortion 
characteristics cannot be obtained unless the both of second 
and third harmonic wave levels are reduced. In other words, 
the predetermined distortion characteristics cannot be 
obtained by reducing either one of the second and third 
harmonic wave levels. In the Switch MMIC, it is very 
effective for improvement in the distortion characteristics to 
combine the two measures described above, as in the case of 
this embodiment. 

0.178 FIGS. 8A and 8B show a second embodiment. In 
the second embodiment, the capacitance at the cross part CP 
in the first embodiment is reduced. FIG. 8A is an enlarged 
plan view of FET1-1, and FIG. 8B is a cross-sectional view 
along the line d-d in FIG. 8A. Moreover, a cross section 
along the line e-e in FIG. 8A has a configuration in which 
a gate wiring 21 is set to be a connection part 22 and a drain 
wiring electrode DE is set to be a source wiring electrode SE 
in FIG. 8B. Thus, the showing is omitted in the drawing. 
Moreover, description of the same constituent components 
as those of the first embodiment will be omitted. 

0.179 The gate wiring 21 and the drain wiring electrode 
DE (specifically, second drain electrodes 16) intersect with 
each other at a cross part CP. Similarly, the connection part 
22 and the source wiring electrode SE (second source 
electrodes 15) intersect with each other at a cross part CP. As 
described above, reduction in the capacitance at the cross 
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part CP is effective for reduction in a second harmonic wave 
level (see FIG. 6). However, reduction in the gate wiring 
width dg has its limits. 
0180 Accordingly, in the second embodiment, first and 
second insulating films 510 and 520 are disposed as indi 
cated by hatching between the second drain electrodes 16 
and the gate wiring 21 at least at the cross part CP. As the 
second drain electrodes 16 and the gate wiring 21 will be 
described below, the same goes for the second source 
electrodes 15 and the connection part 22. 
0181. The gate wiring 21 and the second drain electrode 
16 are extended in directions perpendicular to each other. On 
the gate wiring 21, the first insulating film 510 having a large 
relative dielectric constant and the second insulating film 
520 having a small relative dielectric constant are disposed. 
The second drain electrode 16 intersects with the gate wiring 
21 on the first and second insulating films 510 and 520. The 
first insulating film 510 is at least one nitride film, for 
example. The first and second insulating films 510 and 520 
will be described in detail below. 

0182 On a surface of a cap layer 137 around the gate 
wiring 21 (similarly, gate electrodes 17 and the connection 
part 22), first to fourth nitride films 511 to 514 to be 
respective masks or passivation films are laminated. The 
gate wiring 21 and a third undoped layer 143 exposed 
therearound are covered with the third and fourth nitride 
films 513 and 514. A thickness of each of the third and fourth 
nitride films 513 and 514 is about 1500 A. In this embodi 
ment, description is given by taking the case where a nitride 
film 510 to be the first insulating film is formed of the third 
and fourth nitride films 513 and 514, as an example. How 
ever, as described above, the first insulating film 510 may be 
formed of at least one insulating film having a relative 
dielectric constant larger than that of the second insulating 
film 520. 

0183. Furthermore, above the gate wiring 21, a polyimide 
520 having a thickness of about 2 um is disposed along the 
gate wiring 21. Specifically, the first insulating film 510 (the 
nitride film: relative dielectric constant es1=7.5), which is 
formed of the third and fourth nitride films 513 and 514, is 
disposed on the gate wiring 21 at least at the cross part CP. 
and the second insulating film 520 (the polyimide: relative 
dielectric constant es2=3.2) is laminated thereon. The sec 
ond drain electrode 16 is extended in the direction perpen 
dicular to the extending direction of the gate wiring 21. 
Moreover, a drain wiring 32 connected to the second drain 
electrode 16 is extended parallel to the gate wiring 21. 
0184 In FIGS. 8A and 8B, a flow of a high-frequency 
signal is indicated by an arrow X. Specifically, in the second 
embodiment, the thick polyimide 520 having a small relative 
dielectric constant can Sufficiently reduce a parasitic capaci 
tance at the cross part CP between the gate wiring 21 and the 
second drain electrode 16 through which the high-frequency 
signal is transmitted. Thus, it is possible to prevent occur 
rence of a leak of the high-frequency signal without reduc 
tion in a gate wiring width dig. 

0185. In the first embodiment, as shown in FIG. 4A, the 
second drain electrode 16 and the gate wiring 21 intersect 
with each other with the third nitride film 513 interposed 
therebetween at the cross part CP. The third nitride film 513 
has a thickness of 1500 A. 
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0186 Specifically, between the gate wiring 21 and the 
second drain electrode 16 through which the high-frequency 
signal flows, only the third nitride film 513 having a large 
relative dielectric constant is disposed in the thickness of 
1500 A. Therefore, the parasitic capacitance therebetween is 
increased. Accordingly, a leak of the high-frequency signal 
may occur. 

0187 To be more specific, a capacitance value C1 
between the gate wiring 21 and the second drain electrode 16 
in the structure of the first embodiment (FIGS. 3A and 3B) 
is compared with a capacitance value C2 between the gate 
wiring 21 and the second drain electrode 16 in the structure 
of the second embodiment (FIGS. 8A and 8B). The capaci 
tance values C are obtained by the following equation. 

0188 Here, eo is a vacuum dielectric constant (F/cm), es 
is a relative dielectric constant, S is an area (cm), and d is 
a thickness (cm). Moreover, the capacitance values are those 
obtained when a gate wiring width dig is set to 1 Lum and a 
gate wiring length is set to 100 um. 
0189 In the case of the first embodiment, only the third 
nitride film 513 is disposed between the gate wiring 21 and 
the second drain electrode 16. Therefore, the capacitance 
value C1=(8.85E-14x7.5x100E-8)/1500E-8=44.3 ff is 
established. 

0.190 Meanwhile, in the case of the second embodiment, 
the first insulating film (the third and fourth nitride films) 
510 and the second insulating film (polyimide) 520 are 
disposed between the gate wiring 21 and the second drain 
electrode 16. A capacitance value C21 of the first insulating 
film 510 is (8.85E-14x7.5x100E-8)/3000E-8-22.1 ff, and a 
capacitance value C22 of the second insulating film 520 is 
(8.85E-14x3.2x100E-8)/2E-4=1.42 f. Therefore, a total 
capacitance value C2 is set to be 1/(1/22.1+1/1.42)=1.33 ff. 
0191 Specifically, according to the second embodiment, 
the capacitance value C2 is only 3% of the capacitance value 
C1 in the case where only the third nitride film 513 is 
disposed as in the case of the first embodiment. Thus, the 
parasitic capacitance at the cross part CP can be significantly 
reduced. 

0.192 Note that, although not shown in the drawings, the 
polyimide layer that is the second insulating film 520 is 
disposed for preventing short-circuiting between first and 
second wiring metal layers 30 and 40 at a cross part 
therebetween such as a portion h in FIG. 2, for example. 
Moreover, the polyimide layer 520 for preventing the short 
circuiting is also disposed in the conventional structure. 
Furthermore, the fourth nitride film 514 is an interlayer 
insulating film between the first and second wiring metal 
layers 30 and 40. Specifically, the second embodiment can 
be realized only by changing a mask for forming the 
polyimide layer 520 so as to dispose the polyimide layer also 
on the gate wiring 21 and the connection part 22. 
0193 As described above, the parasitic capacitance can 
be reduced by providing the second insulating film 520, 
having the Small relative dielectric constant at the cross part 
CP. Accordingly, it is possible to prevent the leak of the 
high-frequency signal between the Source electrode S and 
the gate wiring electrode GE or between the drain electrode 
D and the gate wiring electrode GE. Thus, a second har 
monic wave level can be further reduced. 
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0194 To be more specific, a solid line y in FIG. 6 
indicates the second harmonic wave level of the second 
embodiment. As described above, according to the second 
embodiment, at the input power of 29 dBm, the second 
harmonic wave level can be lowered by about 6 dB com 
pared with that of the first embodiment. 
0.195. In the second embodiment, the second source elec 
trode 15 and the second drain electrode 16 are formed of the 
second wiring metal layer 40. Specifically, with reference to 
FIG. 3B, the second source electrode 15 and the second 
drain electrode 16 are formed of the first wiring metal layer 
30 in the first embodiment. However, the first wiring metal 
layer 30 is replaced with the second wiring metal layer 40 in 
the second embodiment. Therefore, in the second embodi 
ment, the fourth nitride film 514 that is the interlayer 
insulating film between the first and second wiring metal 
layers 30 and 40 is provided below the second source 
electrode 15 and the second drain electrode 16, as in the case 
of the third nitride film 513 in FIG. 3B. 

0196). With reference to the cross-sectional view of FIG. 
3B, the fourth nitride film 514 is disposed on the third nitride 
film 513 also on an operation region 100 in the second 
embodiment. Specifically, the gate electrode 17 and the 
surface of the third undoped layer 143 exposed therearound 
are covered with the third and fourth nitride films 513 and 
514. Moreover, a first source electrode 13 and a first drain 
electrode 14 are covered with the first to fourth nitride films 
511 to 514, and come into contact with the second source 
electrode 15 and the second drain electrode 16, respectively, 
through contact holes provided in the nitride films. 
0197) The configuration other than the above is the same 
as that of the first embodiment. Specifically, the gate wiring 
electrode GE is formed into a ladder-like pattern and is 
disposed between the source electrode S and the drain 
electrode D. Accordingly, the leak of the high-frequency 
signal between the source electrode S and the drain electrode 
D is prevented. Thus, a third harmonic wave level can be 
lowered. 

0198 In the second embodiment, the description has 
been given of the case where the first insulating film 510 
having the large relative dielectric constant is formed of the 
third and fourth nitride films 513 and 514. However, as 
described above, the configuration of the first insulating film 
510 is not limited to that described above. Specifically, the 
first insulating film 510 may be at least one insulating film 
having a relative dielectric constant larger than that of the 
second insulating film 520. For example, the first insulating 
film 510 may beformed of one nitride film or may be formed 
of three nitride films or more. Furthermore, the first insu 
lating film 510 may be formed of other insulating films such 
as an oxide film without being limited to the nitride film. 
0199 FIGS. 9A and 9B show a third embodiment. The 
third embodiment is another embodiment for reducing the 
capacitance at a cross part CP. FIG. 9A is an enlarged plan 
view of FET1-1, and FIG.9B is a cross-sectional view along 
the line f-f in FIG. 9A. Moreover, a cross section along the 
line g-g in FIG. 9A has a configuration in which a gate 
wiring 21 is set to be a connection part 22 and a drain wiring 
electrode DE is set to be a source wiring electrode SE in 
FIG. 9B. Thus, the showing is omitted in the drawing. 
Moreover, description of the same constituent components 
as those of the first and second embodiments will be omitted. 
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0200. A second drain electrode 16 and the gate wiring 21 
intersect with each other at the cross part CP. At the cross 
part CP, a hollow part 521 is disposed as indicated by a thick 
broken line between the second drain electrode 16 and the 
gate wiring 21. As the second drain electrode 16 and the gate 
wiring 21 will be described below, the same goes for a 
second source electrode 15 and the connection part 22. 
0201 On the gate wiring 21 at the cross part CP, an 
insulating film 510 having a large relative dielectric constant 
and the hollow part 521 having a small relative dielectric 
constant are disposed, on which the second drain electrode 
16 intersects with the gate wiring 21. The insulating film 510 
is at least one nitride film, for example. The insulating film 
510 and the hollow part 521 will be described below. 
0202 On a surface of a cap layer 137 around the gate 
wiring 21 (similarly, a gate electrode 17 and the connection 
part 22), first to fourth nitride films 511 to 514 to be 
respective masks or passivation films are laminated. The 
gate wiring 21 and a third undoped layer 143 exposed 
therearound are covered with the third and fourth nitride 
films 513 and 514. A thickness of each of the third and fourth 
nitride films 513 and 514 is about 1500 A. In this embodi 
ment, description is given by taking the case where the 
insulating film 510 is formed of the third and fourth nitride 
films 513 and 514, as an example. However, as described 
above, the insulating film 510 may be formed of at least one 
insulating film having a relative dielectric constant larger 
than that of the hollow part 521. 
0203 The insulating film 510 is superposed on the gate 
wiring 21 and disposed thereon. At the cross part CP 
between the gate wiring 21 and the drain wiring electrode 
DE, the hollow part 521 is disposed on the insulating film 
510. The hollow part 521 is a so-called air bridge formed by 
leaving air between the drain wiring electrode DE and the 
insulating film 510. Specifically, the hollow part 521 is 
formed in such a manner that another resist film is formed 
on a resist film (not shown) and the resist film is removed 
after evaporation and lift-off of the drain wiring electrode 
DE. The hollow part 521 has a thickness (height) of about 2 
um. Specifically, the insulating film 510 (in the case of 
nitride films: a relative dielectric constant es1=7.5), which is 
formed of the third and fourth nitride films 513 and 514, is 
disposed on the gate wiring 21 at the cross part CP, and the 
hollow part 521 (a relative dielectric constant es2=1) is 
disposed thereon. The second drain electrode 16 is extended 
in a direction perpendicular to the extending direction of the 
gate wiring 21. Moreover, a drain wiring 32 connected to the 
second drain electrode 16 is extended parallel to the gate 
wiring 21. 
0204. In FIGS. 9A and 9B, a flow of a high-frequency 
signal is indicated by an arrow X. Specifically, in the third 
embodiment, the thick hollow part 521 having the small 
relative dielectric constant can Sufficiently reduce a parasitic 
capacitance at the cross part CP between the gate wiring 21 
and the second drain electrode 16 through which the high 
frequency signal is transmitted. Thus, it is possible to 
prevent occurrence of a leak of the high-frequency signal 
without reduction in a gate wiring width dg. 
0205 To be more specific, a capacitance value C3 
between the gate wiring 21 and the second drain electrode 16 
in the structure of the third embodiment (FIGS. 9A and 9B) 
is compared with a capacitance value C1 between the gate 
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wiring 21 and the second drain electrode 16 in the structure 
of the first embodiment (FIGS. 3A and 3B). 
0206. In the case of the third embodiment, the insulating 
film (the third and fourth nitride films 513 and 514) 510 and 
the hollow part 521 are disposed between the gate wiring 21 
and the second drain electrode 16. A capacitance value C31 
of the insulating film 510 is (8.85E-14x7.5x100E-8)/3000E 
8=22.1 ff, and a capacitance value C32 of the hollow part 
521 is (8.85E-14x1 x 100E-8)/2E-4=0.443 ff. Therefore, the 
total capacitance value C3 is set to be 1/(1/22.1+1/0.443)= 
0.434 f. 

0207 Meanwhile, in the case of the first embodiment, as 
described above, the capacitance value C1 is set to be 
(8.85E-14x7.5x100E-8)/1500E-8=44.3 fF. 
0208 Specifically, according to the third embodiment 
(FIGS. 9A and 9B), the capacitance value C3 is only 1% of 
the capacitance value C1 in the first embodiment. Thus, the 
parasitic capacitance at the cross part CP can be significantly 
reduced. 

0209) Note that, although not shown in the drawings, the 
hollow part 521 is disposed in the portion h in FIG. 2, for 
example, for preventing short-circuiting between a first and 
second wiring metal layers 30 and 40 at the cross part 
therebetween. Moreover, the hollow part 521 for preventing 
the short-circuiting is also disposed in the conventional 
structure. The third embodiment can be realized only by 
changing a mask for forming the hollow part 521 so as to 
dispose the hollow part also on the gate wiring 21 and the 
connection part 22. 
0210. As described above, the parasitic capacitance can 
be reduced by providing the hollow part 521 having the 
small relative dielectric constant at the cross part CP. 
Accordingly, it is possible to prevent the leak of the high 
frequency signal between the source electrode S and the gate 
wiring electrode GE or between the drain electrode D and 
the gate wiring electrode GE. Thus, a second harmonic wave 
level can be further reduced. 

0211) To be more specific, as in the case of the second 
embodiment, the solid line y in FIG. 6 indicates the second 
harmonic wave level of this embodiment. As described 
above, at the input power of 29 dBm, the second harmonic 
wave level can be lowered by about 6 dB compared with that 
of the first embodiment. 

0212 Moreover, an operation region 100 is the same as 
that of the second embodiment, and the configuration other 
than the above is the same as that of the first embodiment. 
Specifically, the gate wiring electrode GE is formed into a 
ladder-like pattern and is disposed between the source 
electrode S and the drain electrode D. Accordingly, the leak 
of the high-frequency signal between the source electrode S 
and the drain electrode D is prevented. Thus, a third har 
monic wave level can be lowered. 

0213. In the third embodiment, the description has been 
given of the case where the insulating film 510 having the 
large relative dielectric constant is formed of the third and 
fourth nitride films 513 and 514. However, as described 
above, the configuration of the insulating film 510 is not 
limited to that described above. Specifically, the insulating 
film 510 may be at least one insulating film. For example, 
the insulating film 510 may be formed of one nitride film or 
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may be formed of three nitride films or more. Furthermore, 
the insulating film 510 may be formed of other insulating 
films such as an oxide film without being limited to the 
nitride film. 

0214. As described above, in this embodiment, a part of 
the gate wiring electrode GE is disposed between the source 
wiring electrode SE and the drain wiring electrode DE. In 
the first to third embodiments, as a part of the gate wiring 
electrode GE, the connection part 22 or the gate wiring 21 
is disposed between the source wiring electrode SE and the 
drain wiring electrode DE. 
0215. With reference to FIGS. 10 and 11, a fourth 
embodiment will be described. In the fourth embodiment, as 
a part of a gate wiring electrode GE, a bent part is provided 
by bending one end of a gate electrode 17. The bent part is 
disposed between a source wiring electrode SE and a drain 
wiring electrode DE. Moreover, as to the same constituent 
components as those of the first to third embodiments, 
description thereof will be omitted. 
0216 FIG. 10 is an enlarged plan view of the operation 
region 100 of FET1-1, for example, in FIG. 2. 
0217. A first source electrode 13 and a first drain elec 
trode 14 are disposed on the operation region 100 and come 
into contact with source and drain regions (not shown here), 
respectively. Moreover, a second source electrode 15 and a 
second drain electrode 16 are disposed so as to overlap 
therewith. The second source electrode 15 and the second 
drain electrode 16 are connected to a source wiring 31 and 
a drain wiring 32, respectively. 
0218. Each of the gate electrodes 17 is formed into a strip 
shape having a predetermined gate length, and is extended 
in a first direction. Moreover, one end (tip) of the gate 
electrode 17 is extended to the outside of the operation 
region 100 and is bent in a second direction to form a bent 
part 17a. Furthermore, the other end of one gate electrode 17 
and the other end of another gate electrode 17 are connected 
and bundled by a gate wiring 21. Specifically, the gate 
wiring electrode GE of the fourth embodiment includes the 
gate electrodes 17, the bent parts 17a and the gate wiring 21. 
0219. In FET1-1, the gate wiring 21 and one end (tip) of 
a source electrode S (the first and second source electrodes 
13 and 15) are disposed on the operation region 100, and the 
bent parts 17a and one end (tip) of a drain electrode D (the 
first and second drain electrodes 14 and 16) are disposed 
outside the operation region 100. Moreover, the other ends 
of the first source electrodes 13 are disposed outside the 
operation region 100, and the other ends of the first drain 
electrodes 14 are disposed on the operation region 100. 
However, the gate wiring 21 may be disposed outside the 
operation region 100 as in the cases of the first to third 
embodiments. Moreover, the one end (tip) of the source 
electrode S (the first and second source electrodes 13 and 
15), the one end (tip) of the drain electrode D (the first and 
second drain electrodes 14 and 16), the other ends of the first 
source electrodes 13, and the other ends of the first drain 
electrodes 14 may be disposed on or outside the operation 
region 100. 
0220. In FET1-1, the gate wiring 21 is disposed between 
the one end (tip) of the source electrode S and the drain 
electrode D (the drain wiring 32) which are close to each 
other. Moreover, the bent part 17a of the gate electrode 17 
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is disposed between the one end (tip) of the drain electrode 
D and the source electrode S (the source wiring 31) which 
are close to each other. The bent part 17a is disposed along 
a width of the one end of the drain electrode D in the vicinity 
of the one end. The extending direction of the bent part 17a 
is perpendicular to the extending direction of the gate 
electrode 17. 

0221) Moreover, the two adjacent bent parts 17a are 
alternately disposed so as to be extended in directions facing 
each other. Furthermore, between the source electrode S (the 
source wiring 31) and the drain electrode D, the bent parts 
17a partially overlap with each other. 

0222 Note that, in FET1-2, arrangement of the second 
source electrodes 15 and the second drain electrodes 16 is 
opposite to that in FET1-1. Specifically, in the operation 
region 100 of FET1-2, the bent parts 17a are disposed in the 
vicinity of one ends of the second source electrodes 15 along 
with the one ends. As in the case of FET1-1, the bent parts 
17a of the two adjacent gate electrodes 17 are disposed so 
as to face and overlap with each other. Moreover, the bent 
parts 17a are disposed between the one end of the source 
electrode S (the first and second source electrodes 13 and 15) 
and the drain electrode D (the drain wiring 32). The one end 
of the drain electrode D (the first and second drain electrodes 
14 and 16) is disposed in the vicinity of the gate wiring 21. 

0223 FET1-3 is the same as FET1-1. Here, drains of 
FET1-1 and FET1-2 are connected to each other, and the 
drain wiring 32 is shared therebetween. Moreover, sources 
of FET1-2 and FET1-3 are connected to each other, and the 
source wiring 31 is shared therebetween. 

0224. As described above, in this embodiment, the bent 
part 17a is provided on one end of the gate electrode 17, and 
the other end of the gate electrode 17 and the other end of 
another gate electrode 17 are connected by the gate wiring 
21. Moreover, the bent parts 17a are disposed so as to 
surround the one end of the source electrode S or the drain 
electrode D and to alternately overlap with each other from 
both sides. 

0225. Thus, it is possible to realize a pattern in which the 
gate wiring electrode GE is always disposed between the 
second source electrodes 15 and the drain wiring 32 and 
between the source wiring 31 and the second drain elec 
trodes 16. 

0226. In the operation region 100, a high-frequency sig 
nal is transmitted through a path indicated by the arrows in 
FIG. 10. Specifically, in the Y regions which are the leak 
paths of the high-frequency signal in the conventional 
structure (FIG. 18), the gate wiring electrode GE (the bent 
parts 17a) is disposed between the source electrode S and the 
drain electrode D. 

0227 Thus, it is possible to prevent the high-frequency 
current from flowing through the substrate between the 
source electrode S and the drain electrode D in the Y regions. 
Moreover, the leak of the high-frequency signal can be 
prevented. Thus, a third harmonic wave level can be low 
ered. 

0228 Moreover, similarly, in the X region outside the 
operation region 100 of FET1-1, the gate wiring electrode 
GE (the gate wiring 21) is disposed between the source 
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electrode S and the drain electrode D. Therefore, no leak of 
the high-frequency signal occurs in the X region. 
0229. Accordingly, the gate wiring electrode GE is dis 
posed between the source electrode S and the drain electrode 
D in both of the X and Y regions outside the operation region 
100 in FET1-1. Thus, it is possible to prevent the high 
frequency signal from leaking through the Substrate between 
the source electrode S and the drain electrode D. Conse 
quently, the third harmonic wave level can be lowered. 
0230 FIGS. 11A and 11B are cross-sectional views of 
FIG. 10. FIG. 11A is a cross-sectional view along the line 
i-i in FIG. 10, and FIG. 11B is a cross-sectional view along 
the line j- in FIG. 10. 
0231. As shown in FIG. 1 A, one ends of the first and 
second drain electrodes 14 and 16 and the source wiring 31 
are disposed outside the operation region 100. A high 
frequency signal passes through the first and second drain 
electrodes 14 and 16 and the source wiring 31 on an 
insulating region 60. 

0232. In FIG. 11A, in the case where no gate wiring 
electrode GE (bent parts 17a) is disposed, the high-fre 
quency signal flowing through the Source wiring 31 is 
transmitted to an insulating region 60 through a nitride film 
51. As in the case of the nitride film 51, the insulating region 
60, as a dielectric material, allows the high-frequency signal 
to pass therethrough. In this event, the second drain elec 
trode 16 is connected to the first drain electrode 14 therebe 
low. Moreover, a tip of the first drain electrode 14 is 
Schottky-connected to the insulating region 60 outside the 
operation region. Therefore, a large high-frequency leak 
current flows between the source wiring 31 and the first 
drain electrode 14. Specifically, the leak of the high-fre 
quency signal occurs between the source electrode S and the 
drain electrode D. 

0233 Moreover, in the state described above, since the 
source electrode S and the drain electrode D are disposed so 
as to directly face each other, a direct electric field exists 
between the source electrode S and the drain electrode D. 
Thus, a leak current of the high-frequency signal flows. In 
the case of this embodiment, the high-power Switch MMIC 
is adopted, which includes the Switching elements having 
the plurality of FETs connected to each other in series. Thus, 
amplitude of the high-frequency signal is large, and ampli 
tude of the high-frequency leak current is also large. 

0234. In this embodiment, as shown in FIG. 11A, the 
bent parts 17a of the gate electrodes 17 are disposed between 
the source wiring 31 and one end of the drain electrode D. 
Since the bent parts 17a are formed simultaneously with the 
gate electrodes 17 not shown here, the bent parts 17a are 
formed on the third undoped layer 143. The bent parts 17a 
come into direct contact with the insulating region 60 
outside the operation region 100 and form Schottky junc 
tions. Therefore, the high-frequency signal leaking into the 
insulating region 60 can be directly absorbed. Thus, the leak 
of the high-frequency signal between the source wiring 31 
and the drain electrode D can be more significantly pre 
vented. 

0235 Moreover, as shown in FIG. 1IB, the gate wiring 
21 is similarly disposed between the drain wiring 32 and one 
end of the source electrode S (the first and second source 
electrodes 13 and 15). Thus, the leak of the high-frequency 

Page 35 of 40



US 2006/0255403 A1 

signal can be prevented. Therefore, the leak of the high 
frequency signal between the source electrode S and the 
drain electrode D can be blocked by the gate wiring elec 
trode GE. The mechanism is as described above. 

0236 Note that, although not shown in the drawings, the 
same goes for the case where the gate wiring 21 is disposed 
outside the operation region 100. 
0237. In order to prevent the leak of the high-frequency 
signal, it is preferable that the bent parts 17a are disposed 
continuously without interruption for the leak path between 
the source electrode S and the drain electrode D. 

0238 Accordingly, in the fourth embodiment, for one of 
the second source electrodes 15 (similarly, the second drain 
electrodes 16), the two bent parts 17a are alternately dis 
posed so as to be extended in the directions facing each 
other. Thus, in the case where a pattern of the gate electrodes 
17 and the bent parts 17a is formed by lift-off, a resist 
remover seeps through alternate gaps in the pattern. Thus, 
the lift-off can be easily performed. Moreover, the two bent 
parts 17a are disposed so as to partially overlap with each 
other with respect to the leak path between the source 
electrode S and the drain electrode D. Accordingly, the linear 
leak path between the source electrode S and the drain 
electrode D is completely blocked. Thus, the leak of the 
high-frequency signal can be completely prevented. 
0239) Note that, in the fourth embodiment, the descrip 
tion has been given of the case where the one gate electrode 
17 (the bent part 17a) and another gate electrode 17 (the bent 
part 17a) are formed in the same pattern. However, without 
being limited thereto, a pattern in which the bent parts 17a 
facing each other have different lengths may be adopted. 
Alternatively, a pattern in which the bent part 17a of one of 
the gate electrodes 17 adjacent to each other is further 
extended and no bent part is provided in the other gate 
electrode 17 may be adopted. In either case, if the bent parts 
17a are not connected to each other and are disposed so as 
to block the leak path of the high-frequency signal, the leak 
of the high-frequency signal is prevented. Moreover, the 
lift-off of the gate wiring electrode GE is also facilitated. 
0240 FIG. 12 is a plan view showing a fifth embodi 
ment. The fifth embodiment is the same as the fourth 
embodiment except for the pattern of a gate electrodes 17 
and the bent parts 17a. Thus, repetitive description will be 
omitted. 

0241 FIG. 12 is an enlarged plan view of the operation 
region 100 in FET1-1, for example, in FIG. 2, as in the case 
of FIG. 10. In the fifth embodiment, a bent part 17a is 
provided by extending one end (tip) of the gate electrode 17. 
Moreover, the one end of the gate electrode 17 is extended 
to the vicinity of a gate wiring 21. 
0242 Specifically, in FIG. 12, the gate electrode 17 starts 
from the gate wiring 21, Surrounds a tip of a second drain 
electrode 16, and is extended toward the gate wiring 21 
again. The tip of the second drain electrode 16 is completely 
surrounded by the bent part 17a and the gate electrode 17. 
Unlike the fourth embodiment, the gate electrode 17 having 
the other end connected to the gate wiring 21 is provided so 
as to correspond to each of the second drain electrodes 16, 
for example. However, by further extending the tip from the 
bent part 17a to the vicinity of the gate wiring 21, the 
extended portion becomes the gate electrode 17 on the 
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operation region 100. Specifically, in the operation region 
100, the gate electrodes 17 are disposed between first source 
electrodes 13 and first drain electrodes 14, respectively. 
Thus, the same configuration as that of the fourth embodi 
ment is realized. 

0243 The bent part 17a, a part of the gate electrode 17, 
a tip of the gate electrode 17, a tip of second source electrode 
15 (the first source electrode 13), and a tip of the second 
drain electrode 16 (the first drain electrode 14) are disposed 
outside the operation region 100. Moreover, the gate wiring 
21 is also disposed outside the operation region 100, and a 
peripheral conduction region 70 for improving isolation is 
disposed below the gate wiring 21. In this case, the bent part 
17a and the tip of the second drain electrode 16 (the first 
drain electrode 14) may be disposed within the operation 
region 100. 
0244 Thus, the bent parts 17a and the gate wiring 21 can 
be disposed between one end of a drain electrode D and a 
source wiring 31 and between one end of a source electrode 
S and a drain wiring 32. Therefore, a gate wiring electrode 
GE is disposed in all transmission paths of the high-fre 
quency signal between the source electrode S and the drain 
electrode D. Thus, the leak of the high-frequency signal 
between the source electrode S and the drain electrode D can 
be prevented. 

0245 Particularly, the one end (tip) of the drain electrode 
D is approximately completely surrounded by the gate 
wiring electrode GE. Thus, the pattern described above is 
effective in preventing the leak of the high-frequency signal. 

0246. Furthermore, one ends (tips) of the gate electrodes 
17 are separated from the gate wiring 21. Therefore, in the 
case where the pattern of the gate electrodes 17 is formed by 
lift-off, a resist remover seeps through gaps between the tips 
of the gate electrodes 17 and the gate wiring 21. Thus, the 
lift-off can be easily performed. 

0247 FIG. 13 shows a sixth embodiment of the present 
invention, and is an enlarged plan view of an operation 
region 100 in FET1-1, for example, in FIG. 2. 

0248. The sixth embodiment is the same as the fourth and 
fifth embodiments except for the pattern of gate electrodes 
17. Thus, repetitive description will be omitted. 

0249. In the sixth embodiment, a pattern in which bent 
parts 17a facing each other are connected to each other is 
formed. In other words, a gate wiring electrode GE has a 
closed-loop shape. To be more specific, each of gate elec 
trodes 17 starts from a gate wiring 21 as a starting point SP. 
surrounds a tip of a second drain electrode 16 here, is 
extended again toward the gate wiring 21, and is connected 
to the gate wiring 21 at an end point EP. The starting point 
SP and the end point EP are disposed on both sides of each 
of the second drain electrodes 16. Thus, the tip of a second 
source electrode 15 or the second drain electrode 16 is 
completely surrounded by the bent part 17a and the gate 
electrode 17. 

0250) A difference in the pattern between the first and 
sixth embodiments is as follows. Specifically, in the first 
embodiment, one ends of the gate electrodes are all con 
nected by a connection part 22. On the other hand, in this 
embodiment, the two gate electrodes 17 are connected by the 
bent part 17a. 
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0251) The bent part 17a, a part of the gate electrode 17, 
one end of a source electrode S and one end of a drain 
electrode D are disposed outside an operation region 100. 
Moreover, the gate wiring 21 is also disposed outside the 
operation region 100, and a peripheral conduction region 70 
for improving isolation is disposed below the gate wiring 21. 
Note that the gate wiring electrode GE, the one end of the 
source electrode S and the one end of the drain electrode D 
may be all disposed within the operation region 100. 
0252) Thus, the gate wiring electrode GE can be disposed 
between the source electrode S and the drain electrode D. 
Therefore, the leak of the high-frequency signal between the 
source electrode S and the drain electrode D can be pre 
vented. 

0253 Particularly, the one end of the drain electrode D 
(one ends of the first and second drain electrodes 14 and 16) 
is completely surrounded by the gate electrodes 17 and the 
bent parts 17a. Thus, the pattern described above is effective 
in preventing the leak of the high-frequency signal. 
0254. In the case where such a loop-shaped pattern of the 
gate electrodes 17 is formed by lift-off, there is a problem 
that it is usually difficult to perform the lift-off since the 
resist remover cannot seep into the loop from outside of the 
loop. However, in the sixth embodiment, the lift-off can be 
performed for the same reason as that of the first embodi 
ment. 

0255 With reference to FIGS. 14 and 15, a seventh 
embodiment of the present invention will be described. In 
the seventh embodiment, a capacitance at a cross part CP is 
reduced as in the case of the second embodiment, in the 
fourth to sixth embodiments. Note that, as to the constituent 
components described above, detailed description thereof 
will be omitted. 

0256 FIG. 14 is an enlarged plan view of an operation 
region 100 of FET1-1, for example, in FIG. 2. A pattern of 
the gate wiring electrode GE is the same as that of the sixth 
embodiment. 

0257 Here, a second drain electrode 16 and a gate wiring 
21 intersect with each other at the cross part CP. On the gate 
wiring 21, a first insulating film (not shown here) is dis 
posed. Moreover, on the first insulating film, a second 
insulating film 520 is disposed along the gate wiring 21. 
0258 Since a cross-sectional view along the line k-k in 
FIG. 14 is the same as FIG. 8B in the second embodiment, 
description thereof will be omitted. Second source elec 
trodes 15 and the second drain electrodes 16 are formed of 
a second wiring metal layer 40. On the gate wiring 21, a first 
insulating film 510 having a large relative dielectric constant 
and the second insulating film 520 having a small relative 
dielectric constant are disposed. The second drain electrodes 
16 intersect with the gate wiring 21 on the insulating films 
510 and 520. The first insulating film 510 is at least one 
nitride film, for example. 
0259 Thus, the capacitance at the cross part CP can be 
reduced. Moreover, compared with the sixth embodiment 
having the same pattern of a gate wiring electrode GE, a 
second harmonic wave level can be lowered. 

0260 Specifically, in the sixth embodiment, as in the case 
of the conventional structure (FIG. 18), the second har 
monic wave level is -62 dBc (the solid line w in FIG. 6) in 
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the case of the gate wiring width dg=1 um at the input power 
of 29 dBm. Meanwhile, in the seventh embodiment, the 
second harmonic wave level is improved to -75 dBc (a solid 
line Z in FIG. 6). However, unlike the second embodiment, 
the gate wiring electrode GE does not have a ladder-like 
pattern in the seventh embodiment. Thus, phases in the 
entire gate wiring electrode GE will never be matched with 
each other. Specifically, the second harmonic wave level will 
never reach those of the second and third embodiments. 

0261 Moreover, the gate wiring electrode GE is disposed 
between a source electrode S and a drain electrode D which 
are disposed close to each other. Accordingly, the leak of the 
high-frequency signal between the Source electrode S and 
the drain electrode D is prevented. Thus, a third harmonic 
wave level can be lowered. 

0262 FIGS. 15A and 15B show other patterns of the 
gate wiring electrode GE according to the seventh embodi 
ment. Specifically, FIG. 15A shows the case where the first 
and second insulating films 510 and 520 are disposed in the 
pattern of the gate wiring electrode GE according to the 
fourth embodiment (FIG. 10). 
0263 Moreover, FIG. 15B shows the case where the first 
and second insulating films 510 and 520 are disposed in the 
pattern of the gate wiring electrode GE according to the fifth 
embodiment (FIG. 12). 
0264. In either case, the parasitic capacitance can be 
reduced by providing the second insulating film 520 having 
the Small relative dielectric constant on the first insulating 
film 510 at the cross part CP. Accordingly, it is possible to 
prevent the leak of the high-frequency signal between the 
source electrode S and the gate wiring electrode GE or 
between the drain electrode D and the gate wiring electrode 
GE. Thus, the second harmonic wave level can be lowered. 
Furthermore, on all the paths in which the high-frequency 
signal may leak between the source electrode S and the drain 
electrode D, the gate wiring electrode GE is disposed. 
Accordingly, it is possible to prevent the leak of the high 
frequency signal between the source electrode S and the 
drain electrode D. Thus, the third harmonic wave level can 
be lowered. 

0265. As described above, the both of second and third 
harmonic wave levels can be reduced. Thus, distortion 
characteristics as designed can be obtained. In the Switch 
MMIC, predetermined distortion characteristics cannot be 
obtained unless the both of second and third harmonic wave 
levels are reduced. In other words, the predetermined dis 
tortion characteristics cannot be obtained by reducing either 
one of the second and third harmonic wave levels. In this 
embodiment, the second insulating film 520 having the 
Small relative dielectric constant is provided at the cross part 
CP and the bent parts 17a are further provided. Thus, the 
predetermined distortion characteristics can be obtained. 
Specifically, in the Switch MMIC, it is very effective for 
improvement in the distortion characteristics to combine the 
two measures described above. 

0266. Also in the seventh embodiment, the description 
has been given of the case where the first insulating film 510 
having the large relative dielectric constant is formed of 
third and fourth nitride films 513 and 514. However, as 
described above, the configuration of the first insulating film 
510 is not limited to that described above. Specifically, the 
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first insulating film 510 may be at least one insulating film 
having a relative dielectric constant larger than that of the 
second insulating film 520. For example, the first insulating 
film 510 may beformed of one nitride film or may be formed 
of three nitride films or more. Furthermore, the first insu 
lating film 510 may be formed of other insulating films such 
as an oxide film without being limited to the nitride film. 
0267. With reference to FIGS. 16 and 17, an eighth 
embodiment will be described. The eighth embodiment is 
the case where a capacitance is reduced by providing a 
hollow part at a cross part CP. 
0268 FIG. 16 is an enlarged plan view of an operation 
region 100 in FET1-1, for example, in FIG. 2. The pattern 
of a gate wiring electrode GE is the same as that of the sixth 
embodiment. Moreover, FIGS. 17A and 17B show other 
patterns of the gate wiring electrode GE according to the 
eighth embodiment. FIG. 17A shows the pattern of the gate 
wiring electrode GE in the fourth embodiment (FIG. 10), 
and FIG. 17B shows the pattern of the gate wiring electrode 
GE in the fifth embodiment (FIG. 12). 
0269. Here, a second drain electrode 16 and a gate wiring 
21 intersect with each other at the cross part CP. At the cross 
part CP, an insulating film (not shown here) is disposed on 
the gate wiring 21, and a hollow part 521 is disposed thereon 
as indicated by a thick broken line. 
0270 Since a cross-sectional view along the line 1-1 in 
FIG. 16 is the same as FIG.9B in the third embodiment, 
description thereof will be omitted. Second source elec 
trodes 15 and the second drain electrodes 16 are formed of 
a second wiring metal layer 40. On the gate wiring 21, an 
insulating film 510 having a large relative dielectric constant 
and the hollow part 521 having a small relative dielectric 
constant are disposed, on which the second drain electrode 
16 intersects with the gate wiring 21. The insulating film 510 
is at least one nitride film, for example. 
0271 Thus, the capacitance at the cross part CP can be 
reduced. Moreover, compared with the sixth embodiment 
having the same pattern of the gate wiring electrode GE, a 
second harmonic wave level can be lowered. 

0272 Specifically, in the sixth embodiment, as in the case 
of the conventional structure (FIG. 18), the second har 
monic wave level is -62 dBc (the solid line w in FIG. 6) in 
the case of the gate wiring width dg=1 Lum at the input power 
of 29 dBm. Meanwhile, in the eighth embodiment, the 
second harmonic wave level is improved to -75 dBc (the 
solid line Z in FIG. 6). Specifically, unlike the second 
embodiment, the gate wiring electrode GE does not have a 
ladder shape in the eighth embodiment. Thus, phases in the 
entire gate wiring electrode GE will never be matched with 
each other. In other words, the second harmonic wave level 
will never reach those of the second and third embodiments. 

0273 Moreover, the gate wiring electrode GE is disposed 
between a source electrode S and a drain electrode D which 
are disposed close to each other. Accordingly, the leak of the 
high-frequency signal between the Source electrode S and 
the drain electrode D is prevented. Thus, a third harmonic 
wave level can be lowered. 

0274) Note that, although not shown in the drawings, 
FET may be a GaAs MESFET. In this case, an impurity 
region is formed by ion implantation on a semi-insulating 
GaAs substrate. 
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0275 For example, an operation region 100 is an in type 
impurity region formed by ion implantation. In addition, a 
source region 137s and a drain region 137d are n+ type 
impurity regions formed by ion implantation. Moreover, a 
peripheral conduction region 70 for improving isolation is 
an n+ type impurity region formed by ion implantation 
simultaneously with the source region 137s and the drain 
region 137d. Furthermore, a control resistor (high resistance 
element) is an in type impurity region formed by ion implan 
tation simultaneously with the operation region 100. In the 
above case, the semi-insulating GaAs substrate is not com 
pletely electrically insulator. And resistivity of the semi 
insulating GaAs substrate is equal to or more than 1x107 
S2 cm and equal to or less than 1x10 G2cm. On the other 
hand the resistivity of insulator like glass, ceramics or gum 
is more than 1x10' S2 cm. Namely the semi-insulating 
GaAs substrate is clearly distinguished from insulator like 
glass, ceramics or gum at resistivity value too. Actually the 
semi-insulating GaAs Substrate is 'semiconductor, and 
insulator like glass, ceramics or gum is not "semiconductor. 
That is, semiconductor and insulator are Substantially dif 
ferent. 

0276 Moreover, the impurity regions described above 
may be formed in Such a manner that an epitaxial layer 
having a predetermined impurity concentration is grown on 
the semi-insulating GaAs substrate and the regions are 
isolated by an insulating region which is formed by ion 
(boron ion, hydrogen ion or oxygen ion) implantation. 

0277. Furthermore, the description has been given of the 
case where the first and second source electrodes 13 and 15 
overlap with each other and the first and second drain 
electrodes 14 and 16 overlap with each other in the source 
electrode S and the drain electrode D on the operation region 
100. However, the second source electrodes 15 and the 
second drain electrodes 16 may not be disposed on the 
operation region 100. Specifically, one ends of the second 
source electrodes 15 may not exist in the vicinity of a 
connection part 22 and the bent parts 17a, but only one ends 
of the first source electrodes 13 may exist. Moreover, one 
ends of the second drain electrodes 16 may not exist in the 
vicinity of the connection part 22 and the bent parts 17a, but 
only one ends of the first drain electrodes 14 may exist. 
0278. The DPDT Switch MMIC including the logic cir 
cuit has been described above as an example. However, the 
configuration of the switch circuit device is not limited to the 
example described above. The device may have a configu 
ration including different number of input ports and output 
ports such as SP3T, SP4T, DP4T and DP7T. Moreover, the 
device may or may not include the logic circuit. Further 
more, a shunt FET for preventing a leak of a high-frequency 
signal may be connected to the off-side output terminal. 
0279 According to the embodiment of the present inven 
tion, the following effects can be obtained. 
0280 First, a part of a gate wiring electrode is disposed 
between a source wiring electrode and a drain wiring 
electrode which are disposed adjacent to each other. 
0281. Thus, a high-frequency current flowing through a 
substrate between the source wiring electrode and the drain 
wiring electrode (between a source electrode and a drain 
wiring and between a drain electrode and a source wiring) 
can be blocked by the gate wiring electrode (gate electrodes, 
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a gate wiring, and a connection part or bent parts). Specifi 
cally, in a Switch MMIC, all conventional leak paths of a 
high-frequency signal between the source and drain elec 
trodes of first and second metal layers can be blocked by the 
gate wiring electrode. 
0282. In an off-side FET, the gate wiring electrode is a 
GND potential as the high-frequency signal. Therefore, in 
the all conventional leak paths of the high-frequency signal 
in the off-side FET, the GND potential is disposed between 
potentials of the Source and drain electrodes. Specifically, a 
direct electric field of the high-frequency signal between the 
Source and drain electrodes is significantly weakened by 
disposing the gate wiring electrode of the GND potential as 
the high-frequency signal between the source and drain 
electrodes. Accordingly, a leak of the high-frequency signal 
between the source and drain electrodes can be prevented. 
Thus, a third harmonic wave level can be sufficiently low 
ered. 

0283 Secondly, by forming a pattern of the gate elec 
trodes into a ladder shape, phases of the gate electrodes are 
matched as the entire FET. Therefore, in the off-side FET, 
phases of high-frequency signals leaking through a depletion 
layer below the gate electrodes are also matched as the entire 
FET. Thus, a second harmonic wave level can be signifi 
cantly improved. 
0284. Thirdly, by forming the pattern of the gate elec 
trodes into the ladder shape or a comb shape, an electrostatic 
breakdown voltage can be improved compared with mean 
der-shaped gate electrodes. 
0285 Fourthly, at cross parts between the gate wiring 
electrode and the source wiring electrode and between the 
gate wiring electrode and the drain wiring electrode, a 
nitride film and a polyimide are disposed on the gate wiring 
electrode, and the source wiring electrode or the drain wiring 
electrode is extended thereon. Accordingly, even if the 
pattern of the gate electrodes has the ladder shape or the 
comb shape, parasitic capacitances at the cross parts are 
sufficiently reduced. Thus, the leak of the high-frequency 
signal no longer occurs. Therefore, the second harmonic 
wave level can be further lowered. 

0286 Fifthly, the polyimide is also provided in the con 
ventional structure, in order to prevent short-circuiting at 
spots where other metal layers intersect with each other. 
Specifically, the parasitic capacitance can be reduced only 
by changing a polyimide formation pattern without adding a 
special step. Furthermore, the parasitic capacitance can be 
reduced without changing a pattern of a gate wiring and 
wiring metal layers in a conventional Switch MMIC. There 
fore, the parasitic capacitance can be reduced while main 
taining a chip area. 
0287 Sixthly, at the cross part, a nitride film and a hollow 
part are disposed on the gate wiring electrode, and the Source 
wiring electrode or the drain wiring electrode is extended 
thereon. Accordingly, even if the pattern of the gate elec 
trodes has the ladder shape or the comb shape, the parasitic 
capacitance at the cross part is Sufficiently reduced. Thus, the 
leak of the high-frequency signal no longer occurs. There 
fore, the second harmonic wave level can be further low 
ered. 

0288 Seventhly, the hollow part is also provided in the 
conventional structure, in order to prevent short-circuiting at 
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spots where other metal layers intersect with each other. 
Specifically, the parasitic capacitance can be reduced only 
by changing a hollow part formation pattern without adding 
a special step. Moreover, the parasitic capacitance can be 
reduced without changing the pattern of the gate wiring and 
the wiring metal layers in the conventional Switch MMIC. 
Therefore, the parasitic capacitance can be reduced while 
maintaining the chip area. 
0289 Eighthly, according to this embodiment, both of 
second and third harmonic wave levels can be reduced. 
Thus, distortion characteristics as designed can be obtained. 
In the Switch MMIC, predetermined distortion characteris 
tics cannot be obtained unless the both of second and third 
harmonic wave levels are reduced. In other words, the 
predetermined distortion characteristics cannot be obtained 
by reducing either one of the second and third harmonic 
wave levels. In the Switch MMIC, it is very effective for 
improvement in the distortion characteristics to combine the 
two measures described above, as in the case of this embodi 
ment. 

What is claimed is: 
1. A field effect transistor comprising: 
a compound semiconductor Substrate; 
a plurality of Source electrodes elongated in a first direc 

tion; 
a plurality of drain electrodes elongated in the first 

direction, the source electrodes and the drain electrodes 
being positioned alternatively with respect to a second 
direction; 

a source wiring electrode formed on the Substrate and 
connecting the Source electrodes; 

a drain wiring electrode formed on the Substrate and 
connecting the drain electrodes; and 

a gate wiring electrode formed on the Substrate and 
comprising a first gate wiring portion disposed parallel 
to the second direction and a plurality of second gate 
wiring portions extending from the first gate wiring 
portion in the first direction, 

wherein each of the second gate wiring portions is dis 
posed between a corresponding source electrode and a 
corresponding drain electrode, and said each of the 
second gate wiring portions bends in the second direc 
tion to cover an end portion of the corresponding 
Source electrode or the corresponding drain electrode. 

2. The transistor of claim 1, wherein the portions bending 
in the second direction of the second gate wiring portions are 
connected. 

3. The transistor of claim 1, wherein the first direction is 
normal to the second direction. 

4. The transistor of claim 1, further comprising a crossing 
portion in which the gate wiring electrode is placed between 
the substrate and the source wiring electrode or between the 
Substrate and the drain wiring electrode. 

5. The transistor of claim 4, wherein the crossing portion 
comprises a first insulating film disposed on the gate wiring 
electrode and a second insulating film disposed on the first 
insulating film and having a dielectric constant Smaller than 
the first insulating film. 

6. The transistor of claim 5, wherein the first insulating 
film is thinner than the second insulating film. 
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7. The transistor of claim 5, wherein the first insulating 
film comprises a nitride film. 

8. The transistor of claim 5, wherein the second insulating 
film comprises a polyimide. 

9. The transistor of claim 4, wherein the crossing portion 
comprises an insulating film disposed on the gate wiring 
electrode and a hollow portion disposed above the insulating 
film and below the source wiring electrode or the drain 
wiring electrode. 

10. The transistor of claim 9, wherein a thickness of the 
insulating film is smaller than a thickness of the hollow 
portion. 

11. The transistor of claim 9, wherein the insulating film 
comprises a nitride film. 
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12. The transistor of claim 1, wherein the compound 
semiconductor substrate comprises: 

an undoped compound semiconductor substrate, 
a semiconductor layer formed on the undoped compound 

semiconductor substrate, the semiconductor layer com 
prising buffer layers, a first electron supply layer, a 
channel layer, a second electron supply layer, a first 
undoped layer lattice-matched to the second electron 
Supply layer, a second undoped layer lattice-matched to 
the first undoped layer, a third undoped layer lattice 
matched to the second undoped layer, a stable layer 
lattice-matched to the third undoped layer, and a cap 
layer lattice-matched to the stable layer. 

ck ck ck ck ck 
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