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(57) ABSTRACT 

A semiconductor device 1 includes a Substrate 2 having on a 
main Surface thereof a central area and a peripheral area 
which Surrounds the central area and is exposed, a semicon 
ductor layer 4 which is formed on the main surface of the 
substrate 2, is made of a material harder than the substrate 2, 
is in the shape of a mesa, and has a steep side over the exposed 
peripheral area, and an insulating film 12S provided on a side 
Surface of the semiconductor layer 4. 

101 103 

Al-A-TA-S 
YNY YaSNNNS-AYSYN 

fare retary pre?ental 4, & (ZNY 

ZY 

11S 
12S 

  

    

  

  

  

  

  

  

INNOSCIENCE EXHIBIT 1017Page 1 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 1 of 13 Patent Application Publication 

EN LIY 

() 

N 

C19 SDH.9 50 / 5) H9 5) 1 Z01. ? '61-I 

| | | 

  

  
  

    

  

  

Page 2 of 20



Patent Application Publication Aug. 5, 2010 Sheet 2 of 13 US 2010/0193842 A1 

N 

S 

  

Page 3 of 20



Page 4 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 4 of 13 Patent Application Publication 

  

Page 5 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 5 of 13 Patent Application Publication 

|CIG |5DH.9 5) / 5) H9 50/ S) H9 5D] ©H9 €)1 

  

Page 6 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 6 of 13 Patent Application Publication 

(((((((((((((((((((((((((( 
  

  

  

  

Page 7 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 7 of 13 Patent Application Publication 

?H9 ?I ?H9 ?I ?H9 ?Ã ?H9 ?ZTWÒz Z ‘61-I 
  

    

  

Page 8 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 8 of 13 Patent Application Publication 

ZOEL (ZZZZZZZ 
SDH.9 5D1 

SDH.9 5D] 

N 

  

  

  

Page 9 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 9 of 13 Patent Application Publication 

, 
| 

í, 
| 

QN 

<!--NT-NST---N ?H9 ?I ?H9 ?Ã ?H9 ?Ã ?H9 ?ZT, 

  

    

  
  

  

  

  

Page 10 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 10 of 13 Patent Application Publication 

Ayº 

, ØØº 

Z1 N 

ZZZZZZ 

Op ’61-I 

SOEZ, 
Ø 2,4 km 

SG 
5) H9 €).J. 

  

  

  

Page 11 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 11 of 13 Patent Application Publication 

11 9. Fi 
  

Page 12 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 12 of 13 Patent Application Publication 

Nºae, 
ZZZZZZZ 1,7 SOH9 5D] 

ZL ‘61-I 

S9 

  

  

  

Page 13 of 20



US 2010/0193842 A1 Aug. 5, 2010 Sheet 13 of 13 Patent Application Publication 

| | | | | | | | | 

?-7-7-N-ZIYAN? C19C19 ©H9 5D/ 5) H9 501 SDH.9 5D/ 

Z0}, T? 

f-)<!--~~~~~   

  

    

  

Page 14 of 20



US 2010/0193842 A1 

SEMCONDUCTOR DEVICE AND METHOD 
OF MANUFACTURING THE SAME 

CROSS REFERENCE TO RELATED 
APPLICATION 

0001. This application is a continuation of U.S. applica 
tion Ser. No. 12/244,927, filed Oct. 3, 2008, and is based upon 
and claims the benefit of priority from the prior Japanese 
Patent Application No. 2007-340972 filed on Dec. 28, 2007, 
the entire contents of both of which are incorporated herein by 
reference. 

BACKGROUND OF THE INVENTION 

0002 1. Field of the Invention 
0003. This invention relates to a semiconductor device and 
a method of manufacturing the same, and more particularly 
relates to a semiconductor device including semiconductor 
layers which are placed on a Substrate and are harder than the 
Substrate, and a method of manufacturing Such a semicon 
ductor device. 
0004 2. Description of the Related Art 
0005. A semiconductor device including a GaN-group 
electronic device with excellent high frequency performance, 
more particularly an HEMT (high electron mobility) transis 
tor, is well-known as disclosed in Japanese Patent Publication 
1991-003936. The HEMT includes a device function layer, a 
pair of ohmic (low resistance) electrodes, and a gate elec 
trode. 
0006. The device function layer is constituted by a GaN 
layer and an aluminum-gallium-nitride (AlGaN) layer placed 
on the GaN layer. With the device function layer, a two 
dimensional electron gas layer (2DEG) is produced near an 
interface between the AlGaN layer and the GaN layer. The 
2DEG layer functions as a channel region. The pair of ohmic 
electrodes are placed on the A1GaN layer of the device func 
tion layer, and are used as a source electrode and a drain 
electrode. The gate electrode is in Schottky junction on the 
AlGaN layer of the device function layer between the ohmic 
electrodes, and controls a flow of electrons in the two-dimen 
sional electron gases. 
0007. A main semiconductor layer including the device 
function layer of the HEMT is stacked on the substrate. Usu 
ally, the main semiconductor layer is formed on the Substrate 
by the epitaxial growth. A GaN substrate, a silicon-carbide 
(SiC) substrate or a sapphire substrate is used as the substrate 
for the main semiconductor layer. The GaN substrate is opti 
mum for the growth of the main semiconductor layer mainly 
made of a nitride group semiconductor. The SiC or Sapphire 
Substrate is used assuming that a buffer layer is present on the 
Substrate side of the main semiconductor layer made of a 
nitride group semiconductor. 
0008 Recently, it is expected that a single-crystal silicon 
(Si) substrate will be practically used for a wafer in a substrate 
manufacturing process of the foregoing semiconductor 
device. The use of the Si substrate is effective in reducing a 
manufacturing cost, enlarging the Substrate, and improving 
device performance. 
0009. The semiconductor devices including the HEMT 
and the manufacturing method thereof seem to suffer from the 
following problems. 
0010. In order to manufacture a plurality of semiconductor 
devices (semiconductor chips) at one time, the GaN layer and 
the AlGaN layer are sequentially placed on a buffer layer 
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which is made of a nitride group semiconductor layer and 
extends over an Si wafer, thereby obtaining the device func 
tion layer. The buffer layer, GaN layer and AlGaN layer 
undergo the epitaxial growth. Thereafter, the ohmic elec 
trodes and gate electrode are formed on the AlGaN layer. 
Then, the Siwafer, buffer layer on the Siwafer, GaN layer and 
AlGaN layer are subject to the scribing (or dicing). The Si 
wafer is cut and is segmented into semiconductor devices. 
The GaN layer and AlGaN layer are used as the device func 
tion layer in the segmented semiconductor devices. 
0011. In the segmenting process, the nitride group semi 
conductor (i.e. the main semiconductor layer) constituting the 
buffer layer and the device function layer is however harder 
than the Si wafer, so that side surfaces of the main semicon 
ductor layer of the segmented semiconductor chips tend to 
crack. Especially, when a rear Surface of the semiconductor 
device (i.e. a rear surface of the Si wafer) and the source 
electrode are electrically connected, a high Voltage should be 
kept in a depth direction (longitudinally) of the device func 
tion layer. This leads to leakage or collapse of currents 
because of cracks on the side surface of the device function 
layer. 

SUMMARY OF THE INVENTION 

0012. This invention has been contemplated in order to 
overcome problems of the related art, and is intended to 
provide a semiconductor device which can prevent cracks on 
a side surface of a semiconductor layer, and can reduce leak 
age currents or collapse of currents. 
0013 Further, the invention provides a semiconductor 
manufacturing method which can prevent cracks on side Sur 
faces of semiconductor layers, and boost manufacturing 
yield. 
0014. According to a first aspect of the of the embodiment 
of the invention, there is provided a semiconductor device 
which includes: a Substrate having on a main Surface thereof 
a central area and a peripheral area which surrounds the 
central area and is exposed; a semiconductor layer which is 
formed on the main surface of the substrate, is made of a 
material harder than the Substrate, is in the shape of a mesa, 
and has a steep side over the exposed peripheral area; and an 
insulating film provided on a side Surface of the semiconduc 
tor layer. 
0015. In the foregoing semiconductor device, the substrate 
is preferably made of a IV or III-V group compound semi 
conductor material, and the semiconductor layer includes 
nitride group semiconductor layers. Further, the semiconduc 
tor layer preferably includes on the side surface thereofanion 
implanting layer which Suppresses leakage currents. Still fur 
ther, the semiconductor layer has a hetero junction, and 
includes a two-dimensional electron gas layer near an inter 
face of the heterojunction. 
0016. In accordance with a second aspect of the invention, 
there is provided a semiconductor device manufacturing 
method which includes: making a semiconductor forming 
layer on a main Surface of a Substrate, the semiconductor 
forming layer being made of a material harder than the Sub 
strate; etching a part of the semiconductor layer in the shape 
of a mesa until the mesa reaches the main Surface of the 
Substrate, and making a plurality of semiconductor layers 
which are regularly segmented from the semiconductor form 
ing layer in a first direction along the main Surface of the 
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substrate and in a second direction which intersects the first 
direction, the semiconductor layer being in the shape of a 
mesa and having steep sides; 
0017 making an insulating film on the side surface of the 
semiconductor layer; and segmenting the Substrate at the 
partly mesa-etched area of the semiconductor layer. It is 
preferable that this method further includes implanting impu 
rities into the side surface of the semiconductor layer after 
making the semiconductor layers, and forming an ion 
implanting layer on the Surface of the semiconductor layer, 
the ion implanting layer Suppressing leakage currents. Fur 
ther, it is preferable that the substrate is made of a IV or III-V 
group compound semiconductor material, and the semicon 
ductor forming layer is made in a process where the semicon 
ductor layer including nitride group semiconductor layers is 
made. Still further, it is preferable that crystalline character 
istics of the semiconductor layer at a peripheral area thereof 
are reduced oralleviated compared at a central area thereof, or 
the semiconductor layer at the peripheral area is made to have 
a high withstand Voltage while the ion implanting layer is 
being formed. 
0018. This invention provides the semiconductor device 
which can prevent cracks on side Surfaces of semiconductor 
layer, and can reduce leakage currents or collapse of currents. 
0019. Further, the invention provides a semiconductor 
manufacturing method which can prevent cracks on side Sur 
face of semiconductor layer, and boost manufacturing yield. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0020 FIG. 1 is a cross-sectional view of an essential part 
of a semiconductor device in a first embodiment of the inven 
tion. 
0021 FIG. 2 is a top plan view of the semiconductor 
device in FIG. 1. 
0022 FIG. 3 is a cross-sectional view showing how the 
semiconductor device in FIG. 1 is made in a first manufac 
turing process. 
0023 FIG. 4 is a cross-sectional view showing a second 
manufacturing process. 
0024 FIG. 5 is a cross-sectional view showing a third 
manufacturing process. 
0025 FIG. 6 is a cross-sectional view showing a fourth 
manufacturing process. 
0026 FIG. 7 is a cross-sectional view showing a fifth 
manufacturing process. 
0027 FIG. 8 is a cross-sectional view showing a sixth 
manufacturing process. 
0028 FIG. 9 is a cross-sectional view showing a seventh 
manufacturing process. 
0029 FIG. 10 is a cross-sectional view showing an eighth 
manufacturing process. 
0030 FIG. 11 is a top view of an essential part of a wafer 
prior to a scribing step in the manufacturing process in the 
first embodiment. 
0031 FIG. 12 is a cross-sectional view showing how a 
semiconductor device is manufactured in a second embodi 
ment of the invention. 
0032 FIG.13 is a cross-sectional view of a semiconductor 
device in a third embodiment of the invention. 

DETAILED DESCRIPTION OF THE INVENTION 

0033. One or more implementations of the present inven 
tion will now be described with reference to the attached 
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drawings, wherein like reference numerals are used to refer to 
like elements throughout, and wherein the illustrated struc 
tures are not necessarily drawn to scale. The invention pro 
vides a semiconductor device and a method of manufacturing 
the same. 

0034. The invention will be described by means of specific 
embodiments and applications thereof, numerous modifica 
tion and variations could be made thereto without departing 
from the scope of the invention set forth in the claims. 

First Embodiment 

0035. In a first embodiment, the invention is applied to an 
electric power semiconductor device including an HMET, 
and a method for manufacturing such a semiconductor 
device. 

Configuration of Semiconductor Device 

0036 Referring to FIG. 1 and FIG. 2, the electric power 
semiconductor device 1 includes: a Substrate 2 having a cen 
tral area 102 on its main surface and a peripheral area 101 
exposed around the central area 102; a main semiconductor 
layer (a semiconductor layer) 20 being in the shape of a mesa 
and sloping on the exposed peripheral area 101 of the sub 
strate 2; and an insulating film 12S on a side Surface of the 
main semiconductor layer 20. 
0037. In the first embodiment, the substrate 2 is made of a 
IV-group semiconductor material, and is practically a single 
crystal Si substrate which is 300 um to 2.0 nm thick, for 
instance. The Si substrate has been widely applied to techno 
logically established Si electronic devices and methods of 
manufacturing such Si electronic devices. The use of the Si 
substrate is effective in reducing a cost of the substrate 2, in 
enlarging the Substrate 2, and in improving the device perfor 
mance. The substrate 2 shown in FIG. 1 and FIG. 2 is in a 
segmented State (after the dicing or scribing) in the manufac 
turing process. The Substrate 2 is lengthwise rectangular as 
shown in FIG. 2. Alternatively, it may be in the shape of a 
square, a polygon having five or more straight sides and 
angles, or may have rounded corners. Before the segmenta 
tion, the substrate 2 is a wafer (2W). 
0038. When the substrate 2 (i.e. a semiconductor chip) 
measures is 0.3 mmx0.3 mm to 5.0 mmx5.0 mm, the periph 
eral area 101 has a width of 10um to 100 um between a diced 
surface of the substrate 2 to the main semiconductor layer 20, 
and includes a dicing margin for a dicing cutter (or dicing 
blade), and a margin for preventing cracks in the main semi 
conductor layer 20 during the dicing. 
0039. The main semiconductor layer 20 is placed on a 
crystalline Surface of the Substrate 2, i.e. a single-crystal S1 
substrate (111), and is in the shape of a mesa. In the first 
embodiment, the main semiconductor layer 20 has a device 
function layer 4 on the substrate 2, and a buffer layer 3 
interposed between the substrate 2 and the device function 
layer 4. The main semiconductor layer 20, device function 
layer 4 and buffer layer 3 are in the shape of the mesa, i.e. they 
have flattops and steep sides. In short, a bottom and a top of 
the main conductor layer 20 are effectively parallel, and the 
top is smaller than the bottom thereof, as shown in FIG.1. In 
this case, an angle 0 of gradient of the main semiconductor 
layer 20 (an angle between the bottom and top of the main 
semiconductor layer 20) is 10 degrees to 70 degrees, for 
instance. 
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0040. In order to secure continuity of crystalline growth of 
the device function layer 4, the buffer layer 3 is made of a 
plurality of aluminum-nitride (AIN) layers and a plurality of 
GaN layers which are alternately stacked. In the first embodi 
ment, a total and final thickness of the buffer layer 3 is 
designed to be 0.5um to 10.0 um, for instance. 
0041. The device function layer 4 is made of a III group 
nitride semiconductor material which is harder than the Si 
material of the substrate 2. A typical III group nitride semi 
conductor materials are denoted by Al, In, GaN (1sxs1, 
Osys 1, 0sx+ys 1). In the first embodiment, the device 
function layer 4 includes a GaN layer 41 on an upper Surface 
of the buffer layer 3, and an AlGaN layer 42 on the upper 
surface of the GaN layer 41, as shown in FIG. 1. GaN is one 
of most well-known III-V group hexagonal compound semi 
conductors containing nitride. 
0042. In the first embodiment, the GaN layer 41 is 
designed to be 0.5um to 10.0 um thick, and is actually 2.5um 
to 3.5um thick, for instance. The A1GaN layer 42 is designed 
to be 5.0 nm to 100.0 nm thick, for instance. A two-dimen 
sional electron gas layer 43 is made near a hetero-junction 
interface between the GaN layer 41 and the AlGaN layer 42 
due to spontaneous polarization of the GaN layer 41 and the 
AlGaN layer 42, and piezopolarization. The two-dimensional 
electron gas layer 43 functions as a channel region assuring 
high electron mobility in the HEMT. 
0043. The semiconductor device 1 of the first embodiment 
is provided with the HMET, which includes the device func 
tion layer 4 producing the two-dimensional electrongas layer 
43, a pair of ohmic electrodes 5S and 5D which are placed on 
the AlGaN layer 42 of the device function layer 4 and are apart 
from one another, and a gate electrodes 7G. The gate elec 
trode 7 is placed between each pair of the ohmic electrodes 5S 
and 5D on the AlGaN layer 42. 
0044. The ohmic electrode 5S is used as a source electrode 
while the ohmic electrode 5D is used as a drain electrode, for 
instance. The ohmic electrodes 5S and 5D are constituted by 
titanium (Ti) layers and aluminum (Al) layers which are stack 
on top of another, for instance. The Tilayers are 10 nm to 50 
nm thick, and the Al layers are 100 nm to 1,000 nm thick. 
0045. A passivation film 6 is placed on the device function 
layer 4 except where the gate electrode 7G and the ohmic 
electrodes 5S and 5D are present. The passivation film 6 is a 
silicon oxide film, a silicon nitride film, a silicon oxy-nitride 
(SiON) film, or the like, which is prepared by the plasma 
chemical deposition (PE-CVD) process. When the silicon 
oxide film is used, it is 200 nm to 1,000 nm thick, for instance. 
0046. The gate electrode 7G is placed on the passivation 
film 6, and is connected by the Shottkey junction to a surface 
of the AlGaN layer 42 via a connection hole 6HG in the 
passivation film 6. The gate electrode 7G is made of a plural 
ity of titanium (Ti) layers, nickel (Ni) layers and gold (Au) 
layers, all of which are stacked on top of another. For instance, 
the Tilayers are 50 nm to 500 nm thick, the Nilayers are 100 
nm to 500 nm thick, and the Aulayers are 0.1 um to 1.0 um 
thick. 

0047 Another passivation film 10 is placed on the passi 
vation film 6 extending over the gate electrode 7G and the 
electrode 7S. The passivation film 10 is a silicon oxide film, a 
silicon nitride film, a silicon oxy-nitride (SiON) film, or the 
like, which is prepared by the plasma chemical deposition 
(PE-CVD) process. The silicon oxide film is 200 nm to 1,000 
nm thick, for instance. 
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0048 Referring to FIG. 2, the substrate 2 and the main 
semiconductor layer 20 are rectangular. The main semicon 
ductor layer 20 is one size smaller than the substrate 2. An 
external source terminal 7SP is provided along an upper side 
401 at the peripheral area of the main semiconductor layer 20. 
An external drainterminal 7DP is provided along a lower side 
402 at the peripheral area of the main semiconductor layer 20. 
The lower side 402 faces with the upper side 401. 
0049. The external source terminal 7SP is electrically con 
nected to the ohmic electrodes 5S which extend in a direction 
from the upper side 401 to the lower side 402. The ohmic 
electrodes 5S are arranged at intervals in a second direction 
extending from a left side 403 to a right side 404. The right 
side 404 faces with the left side 403. 
0050. The external drain terminal 7DP is electrically con 
nected to the ohmic electrodes 5D which are effectively par 
allel to the ohmic electrodes 5S and extend at intervals in the 
first direction. The ohmic electrodes 5S and 5Dare alternately 
arranged. 
0051. An external gate terminal 7GP is placed between 
adjacent ohmic electrodes 5S and 5D, and is electrically 
connected to the gate electrode 7G extending in the first 
direction. 
0052. In the first embodiment shown in FIG. 1 and FIG. 2, 
an ion implanting layer 11S and an insulating film 12S are 
provided on the side surfaces of the buffer layer 3 and device 
function layer 4, both of which assure relatively high insula 
tion and Suppress leakage currents. The ion implanting layer 
11S is formed by implanting ions into the side surface of the 
main semiconductor layer 20. The inventors of this invention 
infer that the ion implanting layer 11S lowers or alleviates 
crystalline characteristics, and raises resistance by increasing 
crystal defects on the side surface of the device function layer 
4 and the side surface of the buffer layer 3 compared with the 
center of the device function layer 4 and the center of the 
buffer layer3. 
0053. The ion implanting layer 11S is made by ion-im 
planting nitride (N) as impurities under conditions of 20 keV 
to 100 keV energy and a dose amount of 1x10" atoms/cm. 
Alternatively, inactive atoms such as argon (Ar) may be used 
as impurities. 
0054 The insulating film 12S functions as a passivation 
film (protective film) covering the side surfaces of the device 
function layer 4 and buffer layer3. The insulating film 12S is 
made by using a part of a periphery of the passivation film 12 
which extends all over the passivation film 10 on the device 
function layer 4. Alternatively, the insulating film 12S may be 
made of a material different from the material of the passiva 
tion film 12, or may be positioned at a layer different from the 
passivation film 12. For instance, if made of metal oxide such 
as titanium-oxide (TiO) and alumina (Al2O), the insulating 
film 12S inactivates the side surface of the main semiconduc 
tor layer 20, and Suppresses leakage and collapse of currents. 
0055. A bonding hole 12H is made in the passivation film 
10 at upper parts of the external source terminal 7SP external 
drain terminal 7DP and external gate terminal 7GP on the 
device function layer 4. The passivation film 10 is made of a 
silicon-oxide film. Alternatively, the insulating film 12S and 
the passivation film 10 may be silicon nitride films which are 
relatively thick as tensile strength is applied, and are easily 
worked upon. Such silicon-nitride films are 0.3 um to 2.0 um 
thick, for instance. 
0056. The ion implanting layer 11S and insulating film 
12S are preferably placed near the hetero-junction interface 
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between the GaN layer 41 and AlGaN layer 42 where the 
two-dimensional electron gas layer 43 is made. Further, it is 
preferable that the ion implanting layer 11S and the insulating 
film 12S extend to the side surface of the buffer layer 3, and 
covers the side surfaces of the buffer layer 3 and the device 
function layer 4. For instance, when the HEMT is out of 
operation in the foregoing semiconductor device 1, it is pos 
sible to suppress currents leaking from the ohmic electrode 
5D (drain electrode) to the ohmic electrode 5S (source elec 
trode) via the buffer layer 3, the substrate 2 and the two 
dimensional electron gas layer 43 near the side surface of the 
device function layer 4. 

Semiconductor Device Manufacturing Method and Struc 
ture of Wafer 

0057 The semiconductor device 1 is manufactured as 
described hereafter. Further, the structure of the wafer is also 
described. 

0058. A wafer 2W is prepared first of all (refer to FIG. 3). 
In the first embodiment, the wafer 2W is a single-crystal Si 
wafer made of a IV group semiconductor material. As shown 
in FIG.3, a semiconductor layer forming layer 20A including 
the buffer layer 3 and the device function layer 4 is formed on 
the main surface of the wafer 2W using the epitaxial growth 
process. The term “main surface of the wafer 2W denotes a 
crystalline surface of the monocrystal Si wafer (111), or is 
used in the context of an epitaxial growth layer of the semi 
conductor forming layer. The “main surface' of the substrate 
2 is the same as the main surface of the wafer 2W. The buffer 
layer 3 extends over the main surface of the wafer 2W, and is 
made of AlN layers and GaN layers which are alternately 
stacked. The device function layer 4 is made of GaN layers 41 
extending over the buffer layer 3, and the AlGaN layers 42 on 
the GaN layers 41. The manufacturing conditions and thick 
nesses of the buffer layer 3 and device function layer 4 are the 
same as those mentioned above. 

0059 Referring to FIG. 4, at the area where the device 
function layer 4 (as well as the buffer layer3) is formed, the 
ohmic electrodes 5S and 5D are formed on the A1GaN layer 
42 at the top of the semiconductor forming layer 20A. The 
ohmic electrodes 5S and 5D are made of composite layers of 
Ti films and Al films on the Ti films. The Ti and Al films are 
prepared by the Sputtering process. Further, the ohmic elec 
trodes 5D and 5S are patterned by an etching process using an 
ordinary photolithographic mask, or by the lift-off process. 
0060. The passivation film 6 is formed all over the semi 
conductor forming layer 20A including the ohmic electrodes 
5S and 5D (refer to FIG. 5). The passivation film 6 is made of 
a silicon oxide film prepared by the PE-CVD process. There 
after, connection holes 6HG of the passivation film 6 are made 
at the area where the gate electrodes 7G are made (refer to 
FIG. 5). The connection holes 6HG are made by the etching 
process using a photolithographic mask. 
0061 Referring to FIG.5, the gate electrode 7G is made on 
the passivation film 6, and is connected, by the Schottky 
junction, to the surface of the AlGaN layer 42 of the semi 
conductor forming layer 20A. The gate electrode 7G is con 
stituted by an Ni film and an Au film placed on the Ni film. The 
Ni film is made by the sputtering process while the Au film is 
made by the plating process. The gate electrode 7G is etched 
and patterned using an ordinary photolithographic mask. 
0062. As shown in FIG. 6, the passivation film 10 as well 
as the semiconductor forming layer 20A is placed all over the 
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gate electrode 7G. The passivation film 10 is a silicon nitride 
film prepared by the PE-CVD process, for instance. 
0063. A mask 20M (shown by dashed lines in FIG. 7) is 
made all over the passivation film 10. The mask 20M has 
openings at a part thereof. In each opening are formed a dicing 
area 103 of the wafer 2W (shown in FIG. 7 and FIG. 11) and 
the peripheral area 101 of the semiconductor device 1. The 
opening of the mask 20M should be larger than the dicing area 
103. Referring to FIG. 11, each dicing area 103 includes a 
plurality of dicing parts 103(1) and a plurality of dicing parts 
103(2). The dicing parts 103(1) extend in the first direction 
from the upper part to the lower part of the main surface of the 
wafer 2W, and are arranged at given intervals in the second 
direction from left to right. The dicing parts 103(2) extend in 
the first direction, and are arranged at given intervals in the 
first direction. The mask 20M is practically a photoresist film, 
for instance. 
0064 Referring to FIG. 7, the passivation films 10 and 6 
which are exposed via the opening of the mask 20M are 
partially etched out in Succession, so that a part (the dicing 
area 103 and the peripheral area 101) is exposed on the 
semiconductor forming layer 20A. The wet etching is applied 
to the foregoing process, for instance. 
0065. As shown in FIG. 8, the exposed part of the semi 
conductor forming layer 20A is mesa-etched to the main 
surface of the wafer 2W by using the mask 20M as it is, 
thereby obtaining the semiconductor layer 20 which is seg 
mented from the semiconductor forming layer 20A. In other 
words, the main semiconductor layer 20 includes the device 
function layers 4 and the buffer layers 3. On the main surface 
of the wafer 2W, the device function layers 4 and buffer layers 
3 are segmented in the first and second directions, and are in 
the shape of the mesa, i.e. have a flat top and steep sides. The 
inductively coupled plasma dry etching process (ICP-DE) is 
practically usable to etch the device function layers 4 and 
buffer layers 3 in the shape of the mesa. Usually, the mesa 
etching is carried out until the main surface of the wafer 2W 
is exposed. However, Some over-etching is acceptable. As a 
result of the mesa-etching to the surface of the wafer 2W, only 
the wafer 2W is diced during the segmentation process. Since 
the side surfaces of the device function layers 4 are apart from 
the dicing areas 103, no crack will be caused on the side 
Surface of the device function layers 4 because of the segmen 
tation. 

0066. After the mask 20M is removed, a mask 21M 
(shown by dashed lines in FIG.9) is formed on the passivation 
film 10 (see FIG.9). The mask 21M has an opening via which 
the side surfaces of the device function layer 4 and the buffer 
layer3 are exposed. The mask 21M is practically a photoresist 
film. As shown in FIG.9, the ion implanting layer 11S is made 
on a part of the device function layer 4 and the buffer layer3. 
For this purpose, impurities are implanted into side Surfaces 
of the device function layer 4 and the buffer layer3. In the first 
embodiment, inactive atoms like N or Ar may be practically 
used as the impurities. 
0067. Following the removal of the mask 21M, the passi 
vation film 12 is formed all over the dicing area 103, periph 
eral area 101, and upper and lower surfaces of the device 
function layer 4, and wafer 2W (refer to FIG. 10). The passi 
vation film 12 functions as the insulating film 12S and extends 
along the side surface of the main semiconductor layer 20. 
The passivation film 10 and the insulating film 12S at a part of 
the passivation film 10 and may be silicon nitride films which 
are prepared by the PE-CVD process in such a manner that 
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they have tensile strength. Referring to FIG. 10, on the upper 
part of the device function layer 4, upper parts of the passi 
vation film 12, external source terminal 7SP, external drain 
terminal 7DP and external gate terminal 7 are removed, and 
the bonding opening 12His made. While making the bonding 
hole 12H in the first embodiment, the passivation film 12 is 
also removed from the dicing area 103, so that the main 
surface of the wafer 2W is exposed. It is not necessary to add 
a process for removing the passivation film 12. Making of the 
bonding hole 12H and partial removal of the passivation film 
12 are practically executed by the wet etching process. In the 
first embodiment, the passivation film 12 is removed from an 
area between the dicing area 103 and a part of the peripheral 
area 101. 
0068 FIG. 11 is the top plan view of the wafer 2W which 
has undergone the manufacturing process shown in FIG. 10. 
Specifically, the semiconductor forming area defined by two 
dicing parts 103(1) adjacent in the second direction and two 
dicing parts 103(2) adjacent in the first direction are used for 
making the semiconductor device 1. A plurality of semicon 
ductor forming areas are arranged in the first and second 
directions. In each semiconductor forming area are arranged 
the peripheral area 101 extending around the dicing area 103 
and the central area 102 surrounded by the peripheral area 
103. The main semiconductor layer 20 is placed in the central 
area 102. 
0069. In the dicing area 103, the wafer 2W is segmented, 
thereby completing the semiconductor device 1 according to 
the first embodiment. 

Features of First Embodiment 
0070. In the semiconductor device 1 and the wafer 2W 
which is an intermediate product of the semiconductor device 
1, the peripheral area 101 is exposed, and the semiconductor 
layer 20 which is harder than the wafer 2W is placed at the 
central area 102. In other words, in the manufacturing pro 
cess, the semiconductor forming layer 20A is mesa-etched 
until it reaches the main surface of the wafer 2W. The seg 
mented semiconductor layer 20 is obtained. The dicing area 
103 of the wafer 2W is segmented in order to segment only the 
wafer 2W. The wafer 2W is apart from the side surface of the 
main semiconductor layer 20 via a sufficient margin between 
the dicing area 103 and the peripheral area 101. Therefore, 
stress resulting from the segmentation is not transmitted to the 
device function layer 4, which is effective in reducing cracks 
on the side surface of the device function layer 4. 
0071. The main semiconductor layer 20 in the shape of the 
mesa can improve step coverage of the insulating film 12S. 
Further, the main semiconductor layer 20 and the insulating 
film 12S having steep sides can weaken alongitudinal electric 
field. Still further, the semiconductor layer 20 facilitates mak 
ing of the ion implanting layer 11S on the side surface of the 
semiconductor layer 20. 
0072. It is therefore possible to suppress increases of leak 
age currents and collapse of currents caused by cracks, and to 
improve the high frequency performance of the HEMT 
installed in the semiconductor device 1. In the first embodi 
ment, when the semiconductor device 1 is packaged in a 
semiconductor device, a connection between the source side 
ohmic electrode 5S of the HEMT and the substrate 2 is short 
circuited. The source side ohmic electrode 5S and the sub 
strate 2 are used to Supply power having a longitudinally high 
voltage of 600V. for instance. This is effective in suppressing 
the leakage and collapse of currents. 
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0073. In the first embodiment, the ion implanting layer 
11S and the insulating film 12S on the side surface of the 
device function layer 4 of the main semiconductor layer 20 
are effective in extensively suppressing the leakage currents 
and collapse of currents. The semiconductor layer 20 of the 
first embodiment is provided with the ion implanting layer 
11S and the insulating film 12S on the foregoing side sur 
faces. Alternatively, the semiconductor layer 20 may have 
only the ion implanting layer 11S or the insulating film 12S. 

Second Embodiment 

0074. A second embodiment of the invention relates to a 
modified example of the semiconductor device manufactur 
ing process of the first embodiment. 

Semiconductor Device Manufacturing Method 
0075. In the second embodiment, the semiconductor 
manufacturing method differs from the manufacturing 
method shown in FIG. 7 in connection with the first embodi 
ment. Specifically, the passivation films 10 and 6 exposed via 
the opening of the mask 20M are partially removed in suc 
cession by the etching process. Thereafter, the mask 20M is 
removed. 
0076. A new mask 20M is made on the passivation film 10, 
and has an opening in the main semiconductor forming layer 
20A at the dicing area 103 and the peripheral area 101 (see 
FIG. 12). The mask 20M is practically a photoresist film, for 
instance. 
0077 Referring to FIG. 12, a part of the main semicon 
ductor forming layer 20A exposed via the mask 20M is mesa 
etched until it reaches the main surface of the wafer 2W, 
thereby making the main semiconductor forming layer 20A 
including the buffer layer 3 and device function layer 4 which 
are segmented from the main semiconductor forming layer 
20A. The ICP-DE process using a chlorine group gas is prac 
tically used for the mesa-etching. Further, the mesa-etching is 
performed to the surface of the wafer 2W, so that only the 
wafer 2W is diced in the segmentation process. Since the 
dicing area 103 is apart from the side surface of the main 
semiconductor layer 20, the main semiconductor layer 20 is 
free from cracks resulting from the scribing process. 
(0078. The processes shown in FIG.9 and FIG. 10 will be 
executed, so that the semiconductor device 1 of the second 
embodiment will be completed. 
007.9 The semiconductor device 1 and the manufacturing 
method of the second embodiment are as effective as the 
semiconductor device 1 and the manufacturing method of the 
first embodiment. 

Third Embodiment 

0080. In a third embodiment of the invention, a semicon 
ductor device 1 includes a metal semiconductor field effect 
transistor (MESFET) in place of the HEMT of the semicon 
ductor device 1 of the first or second embodiment. 
I0081. Similarly to the semiconductor device 1 of the first 
embodiment, the semiconductor device 1 (shown in FIG. 13) 
of the third embodiment includes: a substrate 2 having a 
central area 102 and a peripheral area 101 exposed around the 
central area 102; a main semiconductor layer 20 which is 
made of a material harder than the Substrate 2, is placed on a 
main Surface of the Substrate 2, is mesa-shaped on the 
exposed area of the peripheral area 101; and an insulating film 
12S on the side surface of the main semiconductor layer 20. 
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0082. The substrate 2 in the third embodiment is a single 
crystal Si Substrate made of a IV group semiconductor mate 
rial. The semiconductor layer 20 includes a buffer layer 3 and 
a device function layer 41a. The device function layer 41a is 
harder than the Substrate 2, and is made of a nitride group 
semiconductor material such as an AlGaN layer or InGaN 
layer. A metal semiconductor field effect transistor (MES 
FET) is provided on the device function layer 41a. 
I0083. The MESFET is constituted by: the device function 
layer 41a where a channel region is formed; a pair of ohmic 
electrodes 5S and 5D which are provided on the device func 
tion layer 41a and are apart from each other; and the gate 
electrode 7G which is provided on the device function layer 
41a and between the ohmic electrodes 5S and 5D. 
0084. The semiconductor device 1 of the third embodi 
ment is as effective as the semiconductor device 1 of the first 
or second embodiment. Further, the semiconductor device 
manufacturing method of this embodiment is as effective as 
that of the first or second embodiment. 

Other Embodiments 

0085 While the invention has been illustrated and 
described by means of specific embodiments and applications 
thereof, numerous modifications and variations could be 
made thereto without departing from the scope of the inven 
tion set forth in the claims. 
I0086. In the foregoing embodiments, the substrate 2 (or 
wafer 2W) is the single-crystal Si substrate, and the main 
semiconductor layer 20 is the nitride group semiconductor. 
Alternatively, the main semiconductor layer 20 may be made 
of a material which is harder than the substrate 2. For 
instance, the Substrate 2 may be an Si Substrate or a GaAs 
Substrate which is one of typical III-V group compound semi 
conductor materials, and the device function layer 4 of the 
main semiconductor layer 20 may be made of an SiC device 
function layer, a nitride group device function layer, and so 
O. 

0087 Further, the Shottoky electrodes are exemplified as 
the gate electrodes. Alternatively, the gate electrodes may 
have an MIS gate structure or a recess gate structure which is 
known as a normally-off-structure. Further, the present inven 
tion is not always limited to the semiconductor device includ 
ing the FET, but is also applicable to semiconductor devices 
including Shottky diodes or the like. 
0088 Still further, the ion implanting layer 11S and the 
insulating film 12S, which are provided on the side surfaces of 
the buffer layer 3 and the device function layer 4 or 41a, may 
be replaced by an insulating film which is made by partly 
oxidizing the side surfaces of the buffer layer 3 and the device 

Aug. 5, 2010 

function layer 4 or 41a. Further, the buffer layer 3 may be 
omitted in the present invention. 
What is claimed is: 
1. A semiconductor device comprising: 
a Substrate having on a main Surface a central area and a 

peripheral area which surrounds the central area; 
a semiconductor layer formed on the main Surface of the 

Substrate, the semiconductor layer being made of a 
material harder than the Substrate, and having a side at 
the peripheral area; and 

a resistance layer having a resistance value higher than a 
resistance value of the semiconductor layer, the resis 
tance layer being formed on a side of the semiconductor 
layer. 

2. The semiconductor device according to claim 1, wherein 
the Substrate is made of a IV group ora III-V group compound 
semiconductor material, and the semiconductor layer 
includes nitride group semiconductor layers. 

3. The semiconductor device according to claim 1, wherein 
the resistance layer is an ion implanting layer which Sup 
presses leakage currents. 

4. The semiconductor device according to claim 1, wherein 
the resistance layer includes a higher density of crystal 
defects than the semiconductor layer. 

5. The semiconductor device according to claim3, wherein 
the ion implanting layer includes a higher density of crystal 
defects than the semiconductor layer. 

6. The semiconductor device according to claim 1, further 
comprising an insulating film provided on the side of the 
semiconductor layer and on the resistance layer. 

7. The semiconductor device according to claim 1, wherein 
the semiconductor layer has a steep side exposed on the 
peripheral area. 

8. The semiconductor device according to claim 1, wherein 
the semiconductor layer is in a shape of a mesa. 

9. The semiconductor device according to claim 1, wherein 
the semiconductor layer has a heterojunction, and includes a 
two-dimensional electron gas layer near an interface of the 
heterojunction. 

10. The semiconductor device according to claim 1, 
wherein the resistance layer is formed by nitride (N) being 
implanted as an impurity into the side Surface of the semicon 
ductor layer. 

11. The semiconductor device according to claim 3, 
wherein the ion implanting layer is formed by nitride (N) 
being implanted as an impurity into the side Surface of the 
semiconductor layer. 
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