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57 ABSTRACT 

To keep a temperature of an interior of an automotive 
vehicle at least at a level of an external atmospheric tem 
perature even if the vehicle is parked with an engine being 
Stopped for a long time, an automotive air-conditioning 
apparatus is composed of a cooling device 12 to be con 
trolled by a controller 13, a pre-cooling device 20 for 
pre-cooling the interior of the vehicle, and a Sub-controller 
18 for controlling the pre-cooling device. The pre-cooling 
device is composed of a cooling thermoelectric element 
module 22, a ventilation fan 23, a Solar battery 21 and a 
pre-cooling Storage battery 24 charged by the Solar battery. 
The Sub-controller always operates the pre-cooling device 
20 while the vehicle is stopped with the engine being 
Stopped and Starts the pre-cooling device 20, for example, 
one hour prior to a time when the vehicle Starts to movement 
during parking for a long time in an interior parking lot or 
the like with the engine being Stopped So that the tempera 
ture of the interior of the vehicle is kept at a temperature that 
does not So much exceed a Set temperature, i.e., at least at the 
level of the external atmospheric temperature, until the 
engine is started. 

21 Claims, 7 Drawing Sheets 
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AUTOMOTIVE AIR-CONDITIONING 
APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to an automotive 

air-conditioning apparatus, and more particularly, to an 
automotive air-conditioning apparatus having a cooling 
device driven by an automotive engine and a pre-cooling 
device driven by an energy Source other than the automotive 
engine for pre-cooling an interior of a vehicle before the Start 
of driving the vehicle. 

2. Description of the Related Art 
In general, an automotive air-conditioning apparatus is 

composed of a cooler incorporating a compressor driven by 
an engine. Accordingly, if the engine is stopped, the cooler 
is also Stopped. On a very hot day in the heat of Summer, the 
interior of a vehicle at rest with the engine being Stopped 
reaches an excessively high temperature that greatly exceeds 
the external atmospheric temperature. This excessively high 
temperature may cause a variety of equipment or instru 
ments in the interior of the vehicle to be broken down or 
deformed. Also, there is another problem in that, at the Start 
of driving the vehicle, the Steering wheel is to hot to grip, 
and even if the cooler is started, the interior temperature is 
hardly lowered, and is uncomfortable for the driver. 
Recently, for the purpose of preventing the global warming 
effect, the driver has been requested to Stop the engine rather 
than allowing it to idle when the vehicle is at a temporary 
Stop. However, most drivers would not stop the engine 
because the temperature of the interior of the vehicle would 
be abruptly elevated if the driver has stopped the engine 
even temporarily. In order to encourage the drive to Stop the 
engine rather than allow it to idle, it is necessary for the 
interior of the vehicle to be maintained at a comfortable 
temperature while temporarily Stopping the engine. 

Japanese Utility Model Laid-Open No. Sho 58-136815 
discloses an automotive air-conditioning apparatus having a 
cooling device driven by an engine and an auxiliary cooling 
device driven by an energy Source other than the engine in 
order to meet the above-described demands. Namely, this 
conventional automotive air-conditioning apparatus is com 
posed of a main cooling device driven by the engine and the 
auxiliary cooling device operated in the case where the 
engine is stopped or the air-conditioning driving ability by 
the engine output alone is insufficient So that a temperature 
of the interior of the vehicle becomes abnormally high. The 
auxiliary cooling device is provided with a Solar battery in 
a light receivable portion of the vehicle. A thermoelectric 
element operated by the Solar battery is provided in a duct. 
Further, a controller is provided for controlling the electric 
power Supply to the thermoelectric element by detecting the 
external atmospheric temperature and the vehicle interior 
temperature and comparing those temperatures with the Set 
temperatures. 

This conventional automotive air-conditioning apparatus 
will no be described with reference to FIG. 4 which shows 
a circuit thereof. The vehicle interior is air-conditioned by 
the cooling device 20 while driving the engine during travel 
of the vehicle or even in a temporary Stop of the vehicle. 
However, if the air-conditioning ability of the cooling device 
20 is insufficient; the controller 30 turns on a Switch S7 for 
supplying electric power from the Solar battery 51 to the 
cooling thermoelectric element 52, thereby simultaneously 
performing cooling of the vehicle interior by the cooling 
device 20 and cooling thereof by the cooling thermoelectric 
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2 
element 52. During times when the vehicle engine is 
stopped, the controller 30 turns on the Switch S7 to supply 
electric power from the Solar battery 51, thereby air 
conditioning the interior of the vehicle by only the cooling 
thermoelectric element 52. In this conventional automotive 
air-conditioning apparatus, in the Sunshine, the cooling 
thermoelectric element 52 receives electric power from the 
Solar battery 51 to air-condition the vehicle interior, thus 
functioning as an auxiliary cooling device. However, in the 
case where the vehicle is parked with the engine being 
Stopped for a long period of time indoors or outdoors in the 
daytime in a cloudy or rainy day or at night in high Summer, 
a Sufficient amount of the electric power for driving the 
above-described auxiliary cooling device is not Supplied by 
the Solar battery. Accordingly the above-described auxiliary 
cooling device does not function as the cooler. Of course, a 
pre-cooling proceSS for lowering the temperature of the 
interior of the vehicle at least down to the level of the 
external atmospheric temperature before Starting the cooling 
device 20 to be driven by the engine 10 is not effected. 
Accordingly, in this conventional automotive air 
conditioning apparatus, in the case where the vehicle is 
Started after being parked for a long period of time, the 
temperature of the interior of the vehicle often greatly 
exceeds the external atmospheric temperature. Even if the 
cooling device is started, the temperature of the interior of 
the vehicle hardly lowers to the set temperature. 

It is well known that, if ventilation is effected by a 
ventilation fan when the engine is off, the temperature of the 
interior of the vehicle is brought rather close to the external 
atmospheric temperature. According to Some well-known 
data, in the case where the atmospheric temperature was 
about 30° C. under the Sunshine in high summer, the 
temperature of the interior of a Solar car which was parked 
for a long time in the exterior parking lot reached about 60 
C. without ventilation, whereas the temperature was lowered 
down to about 45 C. with only the ventilation by the 
ventilation fan. Thus, it is well known that ventilation is very 
effective for lowering the interior temperature. The ventila 
tion fan device driven by the Solar battery has been put into 
practical use and is already available on the market. 
However, in the case where the vehicle is parked with the 
engine being Stopped for a long period of time indoors or 
outdoors in the daytime in a cloudy or rainy day or at night 
in high Summer, a Sufficient amount of electric power is not 
supplied by the Solar battery for the above-described con 
ventional ventilation fan device. Therefore, Such device 
could not function as a ventilation fan. 

Japanese Utility Model Laid-Open No. Sho 60-102121 
discloses an example of a conventional automotive air 
conditioning device which uses a cooling thermoelectric 
element as a cooling device that is driven by an energy 
Source other than an engine and a regular battery loaded on 
a vehicle. In this conventional device, a heat absorbing 
Section or a heat irradiation Section of the cooling thermo 
electric element is provided in a passage for communicating 
air introduced from the exterior of the vehicle or from the 
interior of the vehicle. A thermoelectric converting element 
for an electric power Source for converting heat into elec 
tricity is provided in an exhaust pipe mounted on the engine 
so that The electric power generated by the above-described 
thermoelectric converting element is fed to the above 
described cooling thermoelectric element. However, Since 
the function of an conventional device as the electric power 
Source is considerably degraded when the engine is stopped, 
this device could not Serve as the air-conditioning device for 
the vehicle when the engine is Stopped. 

IPR2025-00032 
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Incidentally, the conventional cooling device to be driven 
by the engine uses Freon gas. The device is designed So that 
is is a prerequisite that the vehicle interior is to be rapidly 
cooled when the vehicle is exposed under the Sunshine and 
the vehicle interior is kept at a very high temperature. 
Accordingly, the Structural components Such as a 
compressor, a condenser and an evaporator become large in 
size. In addition, a large amount of Freon gas is needed. Also 
in view of the depletion of the ozone layer and the global 
warming effect due to the Freon gas, it is necessary to 
miniaturize the Structural components of the automotive 
air-conditioning apparatus provided with a cooling device 
driven by the engine. However, an air-conditioning appara 
tus which meets this requirement has not been yet realized. 

SUMMARY OF THE INVENTION 

The present invention has been made in view of the 
above-described circumstances, and therefore a first object 
of the present invention is to keep a temperature of an 
interior of a vehicle with an engine being Stopped under the 
Sunshine at least at a level of an external atmospheric 
temperature to thereby prevent a breakdown or deformation 
of equipment and instruments and avoid driver discomfort 
due to an excessively high temperature of the interior of the 
vehicle and to enhance a cooling efficiency in the case where 
a cooling device driven by the engine is Started. 
A Second object of the invention is to provide an auto 

motive air-condition apparatus for effectively cooling the 
vehicle interior so that the temperature of the vehicle interior 
rapidly reaches a Set temperature by means a cooling device 
driven by the engine after parking for a long time by 
providing a pre-cooling function to keep the temperature of 
the vehicle interior at least at a level of the external atmo 
Spheric temperature even in case of parking with the engine 
Stopped for a long period of time indoors or outdoors in the 
daytime in a cloudy or rainy day or at night in Summer. 
A third object of the invention is to provide an automotive 

air-conditioning apparatus provided with a pre-cooling func 
tion to cause the temperature of the vehicle interior to be 
lowered to the level of the external atmospheric temperature 
by utilizing Solar energy. 
A fourth object of the invention is to provide an automo 

tive air-condition apparatus provided with a pre-cooling 
function for effectively lowering the temperature of the 
vehicle interior to the level of the external atmospheric 
temperature by utilizing Solar energy. 
A fifth object of the invention is to provide a pre-cooling 

device using a thermoelectric element module which may be 
operated by either electric power obtained by converting 
Solar energy to electric energy or electric power obtained by 
converting thermal energy of exhaust gas of the engine to 
thermal energy in addition to the cooling device to be driven 
by the engine, thereby effectively operating the cooling 
device. 

A Sixth object of the invention is to miniaturize Structural 
components of an automotive air-conditioning apparatus 
provided with a cooling device to be driven by the engine. 

In order to attain these and other objects, an automotive 
air-conditioning apparatus is composed of a cooling device 
to be driven by an engine, a controller for controlling the 
cooling device, a pre-cooling device to be driven by an 
energy Source other than the engine for pre-cooling an 
interior of an automotive vehicle, and a Sub-controller for 
controlling the pre-cooling device. Then pre-cooling device 
includes a cooling thermoelectric element module for cool 
ing the interior of the vehicle, a ventilation fan for discharg 
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4 
ing air in the interior of the vehicle to the outside and a Solar 
battery for feeding electric power to the cooling thermo 
electric element module and the ventilation fan and the 
Sub-controller performs a pre-cooling control in which the 
ventilation fan is made to operate in the case where the 
temperature of the interior of the vehicle is equal to or higher 
than a first Set temperature, and the cooling thermoelectric 
element module is made to operate in the case where the 
temperature of the interior of the vehicle is equal to or higher 
than a Second Set temperature. 

Also, the pre-cooling device is composed of the cooling 
thermoelectric element module for cooling the interior of the 
vehicle, the ventilation fan for discharging the air within the 
interior of the vehicle to the outside, the Solar battery for 
feeding the electric power to the cooling thermoelectric 
element module and the ventilation fan and a pre-cooling 
Storage battery to be charged by the Solar battery, and the 
Sub-controller performs a pre-cooling control in which the 
ventilation fan is made to operate in the case where the 
temperature of the interior of the vehicle is equal to or higher 
then the first Set temperature, the cooling thermoelectric 
element module is made to operate in the case where the 
temperature of the interior of the vehicle is equal to or higher 
than the Second Set temperature that is higher than the first 
Set temperature, and further the cooling thermoelectric ele 
ment module is made to operate by the electric power from 
the pre-cooling Storage battery in the case where a cooling 
ability is insufficient with the electric power from the Solar 
battery. Then, the Sub-controller performs a pre-cooling 
control in which the ventilation fan and the cooling ther 
moelectric element module are driven by the pre-cooling 
Storage battery at a designated time before starting move 
ment of the vehicle in the case where the vehicle is parked 
for a long time with the engine being Stopped under the 
condition that the electric power of the Solar battery is 
insufficient. 

Also, the pre-cooling device is composed of a cooling 
thermoelectric element module for cooling the interior of the 
automotive vehicle, a ventilation fan for ventilating the 
interior of the vehicle, a first electric power Source com 
posed of a Solar battery disposed in a Solar ray receivable 
portion of the vehicle for converting Solar energy to electric 
energy, a Second electric power Source composed of an 
electric power Source thermoelectric converting element 
module disposed in a passage of exhaust gas of the vehicle 
engine for converting thermal energy to electric energy, and 
a third electric power Source composed of a pre-cooling 
Storage battery charged by the Solar battery and/or the 
thermoelectric converting element module. The Sub 
controller performs a pre-cooling control composed of a 
power Supply control to the cooling thermoelectric element 
module and the ventilation fan and an electric power Source 
selection control to selectively use any of the first to third 
electric power Sources as an electric power Source on the 
basis of temperatures of the interior and the exterior of the 
vehicle and a vehicle movement condition. In the case where 
the electric power of the first and/or Second electric power 
Sources is insufficient to cool, the Sub-controller performs 
the electric power Source Selection control for feeding the 
electric power from the third electric power Source. Then, 
the Sub-controller performs a pre-cooling control to drive the 
ventilation fan and the cooling thermoelectric element mod 
ule by the third electric power Source at a designated time 
before starting movement of the vehicle in the case where 
the vehicle is Stopped for a long time with the engine being 
Stopped under the condition that the electric power of the 
Solar battery is insufficient. 

IPR2025-00032 
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BRIEF DESCRIPTION OF THE DRAWINGS 

In the accompanying drawings: 
FIG. 1 is a block diagram showing Structures of a pre 

cooling device and a Sub-controller which are a primary part 
of an automotive air-conditioning apparatus according to the 
present invention. 

FIG. 2 is a circuit diagram for an automotive air 
conditioning apparatus according to an embodiment of the 
invention; 

FIG. 3 is a circuit diagram for an automotive air 
conditioning apparatus according to another embodiment of 
the invention; 

FIG. 4 is a circuit diagram showing a conventional 
automotive air-condition apparatus, 

FIG. 5 is a flowchart showing an operation of an auto 
motive air-conditioning apparatus according to the inven 
tion; 

FIG. 6 is a graph showing an example of an effect of the 
pre-cooling control in case of parking for a long time; and 

FIG. 7 is a graph showing an example of an effect of the 
pre-cooling control in case of a temporary Stop. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The present invention will now be described with refer 
ence to the accompanying drawings. 
An automotive air-conditioning apparatus according to 

embodiments of the present invention is composed of a 
cooling device to be driven by an engine, a controller for 
controlling the above-described cooling device, a pre 
cooling device to be driven by an energy Source other than 
the engine for pre-cooling an interior of an automotive 
vehicle, and a Sub-controller for controlling the above 
described pre-cooling apparatus and may be installed in any 
vehicle Such as a passenger car, a bus, and a truck. 
A primary part of the automotive air-conditioning appa 

ratus according to the present invention is composed of the 
pre-cooling device 50 and the Sub-controller 60. FIG. 1 is a 
block diagram showing a structure of the primary part 
according to one embodiment of the invention. In FIG. 1, the 
pre-cooling device 50 is composed of a cooling thermoelec 
tric element module 52, a ventilation fan 54, a solar battery 
51 that is a first electric power Source, an electric power 
Source thermoelectric converting element module 55 that is 
a Second electric power Source, and a pre-cooling Storage 
battery 53 that is a third electric power source. The cooling 
thermoelectric element module 52 is composed of a cooling 
Section including a heat absorbing end and a heat irradiation 
Section including a heat generating end. The cooling Section 
and the heat irradiation Section are located inside and outside 
of the vehicle, respectively. The ventilation fan 54 serves to 
discharge heated air within the interior of the vehicle, to the 
exterior of the vehicle. The ventilation fan 54 is disposed on 
a Suitable wall Surface of the vehicle interior. The Solar 
battery 51 may be a commercially available solar battery 
panel and is disposed at a place where the Sunshine is easily 
received without any obstruction, Such as a roof portion or 
the like of the automotive vehicle. The pre-cooling Storage 
battery 53 may be, for example, a lead Storage battery, a 
nickel/hydrogen Storage battery, a Storage battery in which 
capacitors having large capacities are connected in Series, or 
the like. 

The Sub-controller 60 is composed of a Signal processing 
Section and an input Section. The Signal processing Section 
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6 
includes a CPU 61 that is a central processing unit for 
calculating Signals and processing Signals needed for con 
trolling the pre-cooling device 50, a ROM 62 for storing a 
control program and the like, a RAM 63 for temporarily 
storing data or the like, an I/O interface 64 which is an 
input/output port, and a bus 65 for connecting these struc 
tural components. Also, the input Section is composed of an 
interior temperature Sensor 66, an exterior temperature Sen 
Sor 67, a Voltage/current detector 68 for detecting a charged 
condition of the pre-cooling Storage battery 53, and a 
pre-cooling set device 69. The pre-cooling set device 69 
includes a pre-cooling Start Setting means for Setting the Start 
of pre-cooling in accordance with a Scheduled movement 
Start time for the vehicle or the like and an engine Start/stop 
information inputting means. A movement start time Setting 
means is provided for Setting a movement Start time of the 
vehicle after parking for a long time. Also, the engine 
Start/stop information inputting means is a means for 
responding to the pre-cooling Start after the temporary Stop 
of the vehicle and for inputting information of Start/stop of 
the engine utilizing, for example, an engine key or a 
tachometer, into the Sub-controller 60 or the Signal proceSS 
ing Section. 
The sub-controller 60 performs the pre-cooling control so 

as to operates the ventilation fan 54 in the case where the 
temperature of the interior of the vehicle is equal to or higher 
than a first Set temperature, to operate the cooling thermo 
electric element module 52 in the case where the tempera 
ture of the interior of the vehicle is equal to or higher than 
a Second Set temperature, and to operate the cooling ther 
moelectric element module 52 by the electric power from 
the pre-cooling Storage battery 53 in the case where the 
electric power from the solar battery 51 is insufficient to 
cool. The case where the electric power from the solar 
battery 51 is insufficient to cool means a case where it is 
impossible to obtain a sufficient electric power from the 
Solar battery 51 when the vehicle is parked indoors or 
outdoors in a cloudy or rainy day, or a case where the 
cooling ability by the cooling thermoelectric element mod 
ule 52 is insufficient even with the electric power of the solar 
battery under the Sunshine when the exterior atmospheric 
temperature is too high, or the like. 
The driving electric power for the sub-controller 60 is 

supplied by a sub-controller storage battery 70 which is 
independent of a vehicle Storage battery 40 that is a common 
electric power Source for the various equipment and instru 
ments of the vehicle as shown in FIG. 2. This is because it 
is not preferable to sue the vehicle storage battery 40 as the 
electric power source for the sub-controller 60 which has to 
be operated even in the case where the vehicle is stopped or 
parked with the engine 10 being Stopped for a long time 
under the condition that the Sunshine is insufficient or 
absent, which may cause a risk of excessive discharge. 
Under the condition that the Solar battery 51 works, the solar 
battery 51 that is the electric power source for the pre 
cooling device 50 is used as the electric power source for the 
sub-controller 60. Except for this condition, the sub 
controller storage battery 70 is used for the electric power 
Source of the sub-controller 60. Incidentally, in case of 
vehicle travel Such as usual travel, a temporary Stop or 
parking for a short time, it is possible to incorporate the 
function of the above-described Sub-controller 60 into the 
function of the controller 30 of the cooling device 20 to be 
driven by the engine 10. In this case, the driving electric 
power may be fed from the vehicle storage battery 40 to the 
above-described Sub-controller 60. 
A pre-cooling control operation in case of parking for a 

long time is performed in accordance with a flowchart 
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shown in FIG. 5. A pre-cooling setting is performed by the 
pre-cooling set device 69 shown in FIG. 1 before the stop of 
the engine. The pre-cooling Setting is a Scheduled vehicle 
movement time Setting after parking for a long time (Step 
101). The signal processing section of the sub-controller 60 
periodically checks whether or not the scheduled vehicle 
movement time setting is effected (step 102). In case of 
parking for a long time, if the vehicle movement start time 
is set, the operation proceeds to a step 103 after the step 102. 
The Signal processing Section of the Sub-controller 60 inputs 
the information concerning the charged condition of the 
pre-cooling Storage battery 53 from the Voltage/current 
detector 68 in step 103 and detects the charged condition of 
the pre-cooling storage battery 53. In the next step 104, a 
pre-cooling Start time is is calculated on the basis of the 
above-described charged condition. The operation is ready 
for the pre-cooling start time tS (step 105). At the pre-cooling 
Start time ts, the Signal processing Section of the Sub 
controller 60 checks whether or not the engine is Stopped on 
the basis of the engine Start/stop information from the 
pre-cooling set device 69 (step 106). If the engine has 
already been Started, the information concerning the pre 
cooling Start time tS is reset, and the operation is returned 
back to the movement start time setting step 101. If the 
engine is stopped, the operation proceeds to a step 107, the 
pre-cooling device 50 is started to perform the pre-cooling 
(step 108). The signal processing section of the Sub 
controller 60 periodically checks whether or not the engine 
is started on the basis of the engine Start/stop information 
from the pre-cooling set device 69 (step 109). When the 
engine is Started, the Sub-controller 60 stops the pre-cooling 
device 50 (step 110), subsequently starts the cooling device 
20 (step 111), and thereafter performs the air-conditioning 
by the cooling device 20 (step 112). Then, the operation is 
returned back to the movement start time setting step 101. 

The temperature change of the interior of the vehicle will 
be described with reference to FIG. 6 showing an example 
of an effect of the pre-cooling control in case of parking for 
a long time. The sub-controller 60 starts the pre-cooling 
device 50 at the time ts. At this time, since the temperature 
T of the vehicle interior exceeds the first set temperature T1, 
the ventilation fan 54 is started. The temperature T of the 
vehicle interior is gradually lowered by the ventilation. 
Then, the cooling thermoelectric element module 52 is 
Started at time tc when the temperature Treaches the first Set 
temperature T1. Thus, the cooling is effected by the Peltier 
effect. By this cooling effect, the temperature of the vehicle 
interior is further lowered and may be kept at least at the 
level of the external atmospheric temperature. When the 
engine 10 is Started at time tb, the operation of the pre 
cooling device 50 is stopped, and the cooling device 20 is 
started so that the temperature T of the vehicle interior 
reaches the Second Set temperature T2 in a short period of 
time. The period of time from time ts to time tb is the 
pre-cooling period. 

The pre-cooling Start Setting is to Set the Scheduled 
movement start time by operating a pre-cooling Setting 
button or the like of the pre-cooling set device 69 of the 
sub-controller 60 by the driver in case of parking for a long 
time. It is also possible to Set the pre-cooling operation by 
automatically calculating the pre-cooling Start time, i.e., the 
pre-cooling device Start time tS without depending upon the 
Scheduled movement Start time. 

In case of a temporary Stop, there is no pre-cooling 
setting. In the flowchart shown in FIG. 5, the operation 
proceeds from step 102 to step 106. The sub-controller 60 
immediately starts the pre-cooling device 50. Thereafter, the 
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8 
control in accordance with the steps 107 to 112 described in 
conjunction with the case of parking for a long time will be 
performed. The temperature change of the vehicle interior 
will be seen with reference to FIG. 7 which shows an 
example of the effect by the pre-cooling control in case of 
temporary Stop. The engine 10 is stopped at time ta, and the 
air-conditioning by the cooling device 20 is stopped. Then, 
the sub-controller 60 starts the pre-cooling device 50. The 
temperature T of the vehicle interior is gradually elevated. 
When the temperature T reaches the Second Set temperature 
T2, the cooling thermoelectric element 62 is started to 
perform the cooling by the Peltier effect. By this cooling 
function, the elevation rate of the temperature of the vehicle 
interior is Suppressed and may be kept below the external 
atmospheric temperature for a short period of time. When 
the engine 10 is started at time th, the operation of the 
pre-cooling device 50 is stopped, and the cooling device 20 
is started so that the temperature T of the vehicle interior 
quickly reaches the Set temperature T2. The period from 
time ta to time tb is the pre-cooling period. 

EMBODIMENT 

A circuit for the automotive air-conditioning apparatus 
according to the present invention will now be described 
with reference to FIG. 2. The circuit includes the engine 10, 
the cooling device 20 driven by the engine 10, the controller 
30 for controlling the cooling device 20 and the automotive 
Storage battery 40 for Supplying electric power to the 
cooling device 20, the controller 30 and other equipment 
needed for movement of the vehicle. Reference numeral 50 
denotes the pre-cooling device for performing the pre 
cooling, which is composed of the Solar battery 51, the 
cooling thermoelectric element module 52, the pre-cooling 
storage battery 53, the ventilation fan 54 and the thermo 
electric converting element module 55 for an electric power 
Source. The Solar battery 51 which is the first electric power 
Source is connected to the cooling thermoelectric element 
module 52 through Switches S1 and S2 and to the ventilation 
fan 54 through switches S1 and S4, respectively. The ther 
moelectric converting element module 55 which is the 
Second electric power Source is connected to the cooling 
thermoelectric element module 52 through Switches S5 and 
S2 and to the ventilation fan 54 through Switches S5 and S4, 
respectively. The pre-cooling storage battery 53 which is the 
third electric power Source is connected to the cooling 
thermoelectric element module 52 through Switches S3 and 
S2 and to the ventilation fan 54 through Switches S3 and S4, 
respectively. The solar battery 51 is also connected to the 
pre-cooling storage battery 53 through Switches S1 and S3. 
In the Same manner, the thermoelectric converting element 
module 55 is also connected to the pre-cooling Storage 
battery 53 through Switches S5 and S3. The sub-controller 
60 selectively opens and closes the Switches S1 to S5 to 
control the pre-cooling device 50. The Sub-controller 60 is 
Switched and connected to either Sub-controller electric 
power source 70 or the Solar battery 51 by a Switch S6. 

FIG. 3 shows another example of a circuit for the auto 
motive air-conditioning apparatus according to the present 
invention. The circuit is fabricated by removing, from the 
circuit shown in FIG. 2, the thermoelectric converting 
element module 55 disposed in the passage of the exhaust 
gas of the engine for converting the thermal energy to the 
electric energy and the Switch S5 for the thermoelectric 
converting element module 55. Although not shown in the 
drawings, Still another example of a circuit for the automo 
tive air-conditioning apparatus according to the present 
invention may be fabricated by removing, from the circuit 
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shown in FIG. 2, the pre-cooling storage battery 53 and the 
Switch S3 in addition to the thermoelectric converting ele 
ment module 55 and the Switch S5. In these embodiments, 
needless to Say, the input Section and the Signal processing 
Section of the Sub-controller 60 are changed mutatis mutan 
dis. Depending upon the vehicle or the environmental con 
dition to which the present invention is applied, it is prac 
tically useful to apply the automotive air-conditioning 
apparatus provided with Such a pre-cooling device and Such 
a Sub-controller. 
The pre-cooling device 50 of the automotive air 

conditioning apparatus according to the present invention 
performs the pre-cooling control for driving the ventilation 
fan 54 and the cooling thermoelectric element module 52 by 
the electric power from the pre-cooling Storage battery 53 at 
a designated time tS before the Start of vehicle movement in 
the case where the vehicle is parked for a long time with the 
engine being Stopped under the condition that the electric 
power of the Solar battery 51 is not sufficient (step 108 in the 
flowchart shown in FIG. 5). This pre-cooling control is 
performed by the Signal processing Section of the Sub 
controller 60 to turn on the Switch S3, and to turn the Switch 
S2 and the Switch S4 on and off on the basis of the 
temperature of the vehicle interior and the Set temperatures. 

The sub-controller 60 inputs from the input section to the 
Signal processing Section the temperature information of the 
interior and exterior of the vehicle and the information 
concerning the vehicle movement Such as the vehicle move 
ment condition, i.e., the temporary Stop, the parking for a 
long time or the like and performs the necessary Signal 
processing to thereby perform, on the basis of the processing 
result, the electric power Supply control to the cooling 
thermoelectric element module 52 and the ventilation fan 54 
and the electric power Source Selection control for Selec 
tively using as the electric power Source any one of the Solar 
battery 51 which is the first electric power source, the 
thermoelectric element module 55 which is the second 
electric power Source and the pre-cooling Storage battery 53 
which is the third electric power source. The electric power 
Supply control and the electric power Source Selection con 
trol are performed by turning the Switches S1 to S5 on and 
off. 

According to the present invention, Since the automotive 
air-conditioning apparatus is composed of a cooling device 
driven by the engine, the controller for controlling the 
cooling device, the pre-cooling device driven by an energy 
Source other than the engine for pre-cooling the interior of 
the vehicle and the sub-controller for controlling the above 
described pre-cooling device, the temperature of the vehicle 
interior upon the vehicle movement Start may be kept at least 
at the level of the external atmospheric temperature by 
action of the pre-cooling device, of course, in the case where 
the vehicle is Stopped temporarily or even when the vehicle 
is parked for a long time with the engine being Stopped 
under the condition that the amount of the Sunshine is 
insufficient or there is no Sunshine. Accordingly, it is poS 
sible to prevent the temperature of the vehicle interior from 
being elevated abnormally. Also, according to the present 
invention, in the case where the vehicle is parked with the 
engine being Stopped for a long time indoors or outdoors in 
a cloudy or rainy day, the Sub-controller causes the venti 
lation fan and the cooling thermoelectric element module to 
be driven by the pre-cooling Storage battery charged in 
advance by the Solar battery or the electric power Source 
thermoelectric converting module at a designated time 
before the vehicle movement start to thereby pre-cool the 
interior of the vehicle. Accordingly, the temperature of the 
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10 
vehicle interior is lowered at the level of the external 
atmospheric temperature upon the vehicle movement Start 
and the cooling device may be operated effectively. Also, in 
case of a temporary Stop, the same effect is ensured. 

In the automotive air-conditioning apparatus according to 
the present invention, the pre-cooling control is effected by 
the pre-cooling device to thereby dispense with the necessity 
to effect the rapid cooling by the cooling device. 
Accordingly, it is possible to miniaturize the Structural 
components of the cooling device. In brief, a large cooling 
capacity under the prerequisite condition of the very high 
temperature under the Sunshine is no longer needed. 
Therefore, the weight and dimensions of the cooling device 
designed and manufactured with a Small cooling ability, the 
consumption amount of the Freon gas, and the costs therefor 
are reduced. Accordingly, the weight, costs and dimensions 
of the automotive air-conditioning apparatus including the 
pre-cooling device according to the present invention may 
be reduced in comparison with the conventional System. 

The thermoelectric converting element for generating the 
electric power by utilizing the thermal energy of the exhaust 
gas of the engine and the Solar battery for generating the 
electric power by utilizing the Solar energy are used as the 
electric power Source of the pre-cooling device, the electric 
power from these electric power Sources is Stored in the 
pre-cooling Storage battery which may be charged/ 
discharged when these electric power Sources are not used 
for cooling, and the electric power is fed to the pre-cooling 
device from the pre-cooling Storage battery in response to 
the Situation. Accordingly, it is possible to effectively utilize 
the energy and to enhance the pre-cooling effect of the 
pre-cooling device. 

Various details of the invention may be changed without 
departing from its Spirit or its Scope. Furthermore, the 
foregoing description of the embodiments according to the 
present invention is provided for the purpose of illustration 
only, and not for the purpose of limiting the invention as 
defined by the appended claims and their equivalents. 
What is claimed is: 
1. In an air-conditioning apparatus for cooling an internal 

passenger chamber of an automotive vehicle having a cool 
ing device driven by an engine of the vehicle, a controller for 
controlling the cooling device, a pre-cooling device driven 
by an energy Source other than the engine for pre-cooling the 
interior passenger chamber of the vehicle, and a Sub 
controller for controlling the pre-cooling device, the 
improvement wherein: 

the pre-cooling device comprises a cooling thermoelectric 
element module for cooling the interior passenger 
chamber of the vehicle, a ventilation fan for discharg 
ing air from the interior passenger chamber of the 
vehicle to the outside thereof, and a solar battery for 
Supplying electric power to the cooling thermoelectric 
element module and the ventilation fan; and 

the Sub-controller includes means for performing a pre 
cooling control operation during which the ventilation 
fan is made to operate to reduce the temperature in the 
interior passenger chamber of the vehicle when the 
temperature of the interior passenger chamber of the 
Vehicle is equal to or higher than a first Set temperature, 
and the cooling thermoelectric element module is made 
to operate to reduce the temperature in the interior 
passenger chamber of the vehicle when the temperature 
of the interior passenger chamber of the vehicle is equal 
to or higher than a Second Set temperature. 

2. An air-conditioning apparatus according to claim 1, 
wherein the pre-cooling device comprises the cooling ther 
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moelectric element module for cooling the interior passen 
ger chamber of the vehicle, the ventilation fan for discharg 
ing air from within the interior passenger chamber of the 
vehicle to the outside thereof of reduce the temperature 
inside the passenger chamber, and the Solar battery for 
Supplying electric power to the cooling thermoelectric ele 
ment module and the ventilation fan, and further comprises 
a pre-cooling Storage battery charged by the Solar battery; 
and the Sub-controller includes means for performing a 
pre-cooling control operation during which the ventilation 
fan is made to operate when the temperature of the interior 
passenger chamber of the vehicle is equal to or higher than 
the first Set temperature, the cooling thermoelectric element 
module is made to operate when the temperature of the 
interior passenger chamber of the vehicle is equal to or 
higher than the Second Set temperature, and the cooling 
thermoelectric element module is driven by electric power 
Supplied by the pre-cooling Storage battery when cooling of 
the passenger chamber is insufficient using only the electric 
power from the Solar battery. 

3. An automotive air-conditioning apparatus according to 
claim 1; wherein the Sub-controller includes means for 
performing a pre-cooling control operation in which the 
ventilation fan and the cooling thermoelectric element mod 
ule are driven by electric power from the pre-cooling Storage 
battery at a designed time before Starting of the engine of the 
vehicle when the vehicle is parked for a long period of time 
with the engine Stopped and cooling of the passenger 
chamber is insufficient using only electric power output by 
the Solar battery. 

4. In an air-conditioning apparatus for cooling an interior 
passenger chamber of an automobile having a cooling 
device driven by an engine of the automobile, a controller 
for controlling the cooling device, a pre-cooling device 
driven by an electric power Source for pre-cooling the 
interior passenger chamber of the automobile, and a Sub 
controller for controlling the pre-cooling device, the 
improvement wherein: 

the pre-cooling device comprises a cooling thermoelectric 
element module for cooling the interior passenger 
chamber of the automobile, a ventilation fan for ven 
tilating the interior passenger chamber of the 
automobile, a first electric power Source comprising a 
Solar battery disposed in a portion of the vehicle 
exposed to Solar energy for converting the Solar energy 
into electric energy, a Second electric power Source 
comprising a thermoelectric converting element mod 
ule disposed in a portion of the automobile through 
which exhaust gas passes for converting thermal energy 
of the exhaust gas into electric energy, and a third 
electric power Source comprising a pre-cooling Storage 
battery charged by at least one of the Solar battery and 
the thermoelectric converting element module, and 

the Sub-controller includes means for performing a pre 
cooling control operation comprising a power Supply 
control Step to Select at least one of the cooling ther 
moelectric element module and the ventilation fan to 
cool the interior passenger chamber and an electric 
power Source Selection control Step to Select at least one 
of the first to third electric power Sources as an electric 
power Source on the basis of temperatures of the 
interior and the exterior of the vehicle and a vehicle 
movement condition. 

5. An automotive air-conditioning apparatus according to 
claim 4, wherein the Sub-controller includes means for 
performing a pre-cooling control operation during which the 
ventilation fan and the cooling thermoelectric element mod 
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12 
ule are driven by the third electric power Source at a 
designated time before Starting of the vehicle engine when 
the vehicle has been Stopped for an extended period of time 
with the engine turned off and the electric power of Said 
Solar battery is insufficient. 

6. An air-conditioning apparatus for cooling a passenger 
chamber of an engine-driven automobile, comprising: a 
cooling device comprising a cooling thermoelectric element 
module for cooling the passenger chamber and a ventilation 
fan for discharging air from the passenger chamber; control 
means for turning on the ventilation fan to reduce the 
temperature in the passenger chamber of the vehicle when 
the temperature therein is equal to or higher than a first 
preset temperature, and turning on the cooling thermoelec 
tric element module to reduce the temperature in the pas 
Senger chamber of the vehicle when the temperature therein 
is equal to or higher than a Second preset temperature; and 
at least one power Source other than the automobile engine 
or a battery used to Start the automobile engine for driving 
the ventilation fan and the cooling thermoelectric element 
module. 

7. An air-conditioning apparatus according to claim 6; 
wherein the cooling thermoelectric element module has a 
cooling Section comprising a heat absorbing end disposed 
within an interior of the automobile for absorbing heat 
within the interior, and a heat irradiation Section comprising 
a heat generating end disposed outside the interior of the 
automobile to irradiate the absorbed heat outside the interior. 

8. An air-conditioning apparatus according to claim 6; 
wherein the first preset temperature is equal to the ambient 
temperature outside the automobile and the Second preset 
temperature is higher than the first preset temperature, So 
that the ventilation fan is turned on to maintain the tem 
perature of the passenger chamber at the ambient tempera 
ture outside the automobile, and the cooling thermoelectric 
element module is turned on when the ventilation fan is 
unable to maintain the passenger chamber at the ambient 
temperature outside the automobile. 

9. An air-conditioning apparatus according to claim 6; 
wherein the control means further comprises means for 
performing a pre-cooling operation when the engine of the 
automobile is turned off, in which the ventilation fan is 
turned on to reduce the temperature in the passenger cham 
ber of the vehicle when the temperature therein is equal to 
or higher than the first preset temperature, and the cooling 
thermoelectric element module is turned on to reduce the 
temperature in the passenger chamber of the vehicle when 
the temperature therein is equal to or higher than the Second 
preset temperature. 

10. An air-conditioning apparatus according to claim 9; 
wherein the first preset temperature is equal to the ambient 
temperature outside the automobile and the Second preset 
temperature is higher than the first preset temperature, So 
that the ventilation fan is turned on to maintain the tem 
perature of the passenger chamber of the automobile at the 
ambient temperature outside the automobile, and the cooling 
thermoelectric element module is turned on when the Ven 
tilation fan is unable to maintain the passenger chamber at 
the ambient temperature outside the automobile. 

11. An air-conditioning apparatus according to claim 6; 
wherein the cooling device is driven exclusively by the at 
least one power Source. 

12. An air-conditioning apparatus according to claim 11; 
wherein the at least one power Source comprises a Solar 
battery. 

13. An air-conditioning apparatus according to claim 12, 
further comprising a storage battery charged by the Solar 
battery. 
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14. An air-conditioning apparatus according to claim 13; 
wherein the cooling thermoelectric element module is driven 
by the Storage battery when cooling of the passenger cham 
ber is insufficient using only the electric power generated by 
the Solar battery. 

15. An air-conditioning apparatus according to claim 13; 
wherein the control means further comprises means for 
performing a pre-cooling control operation when the engine 
of the vehicle is off, in which the ventilation fan and the 
cooling thermoelectric element module are driven by elec 
tric power produced by the Storage battery at a designed time 
before starting of the engine when the automobile has been 
parked for an extended period of time and cooling of the 
passenger chamber is insufficient using only electric power 
output by the solar battery. 

16. An air-conditioning apparatus according to claim 13; 
further comprising a thermoelectric converting element dis 
posed in an exhaust gas passage of the automobile for 
converting heat of the exhaust gas into electricity for charg 
ing the Storage battery. 

15 

14 
17. An air-conditioning apparatus according to claim 6; 

wherein the cooling device is driven by the automobile 
engine when the engine is turned on, and is driven by the at 
least one power Source when the engine is turned off. 

18. An air-conditioning apparatus according to claim 17; 
wherein the at least one power Source comprises a Solar 
battery. 

19. An air-conditioning apparatus according to claim 18; 
further comprising a storage battery charged by the Solar 
battery. 

20. An air-conditioning apparatus according to claim 6; 
wherein the cooling device further comprises an automotive 
air-conditioning device driven by the automobile engine. 

21. An air-conditioning apparatus according to claim 20, 
wherein the cooling thermoelectric element module and the 
ventilation fan are driven to cool the passenger chamber of 
the automobile when the automobile engine is turned off and 
the automotive air-conditioning device is driven to cool the 
passenger chamber when the engine is turned on. 
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