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(57) ABSTRACT: Embodiments of the present invention relate to the technical field of communications, and disclosed 
are a communication method, an apparatus, a system, and an access network device. In the embodiments of the present 
invention, QoS information is allocated to a terminal before the terminal initiates a traffic, and the allocated QoS 
information is sent to the terminal and the access network device. When the terminal initiates the traffic, a radio resource 
configured by the access network device according to the allocated QoS information can be directly used to send data. 
That is to say, the access network device may configure the radio resource for the terminal according to the QoS 
information that is allocated in advance before the traffic is initiated, without waiting for allocation of authorized QoS 
information performed by a core network device and triggered when the terminal initiates the traffic, and the terminal may 
send the data of the traffic according to the corresponding QoS information by using the configured radio resource, so that 
the traffic start time of the terminal can be shortened.
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COMMUNICATION METHOD, APPARATUS, SYSTEM, TERMINAL, AND
ACCESS NETWORK DEVICE

The present application claims the priority of Chinese Patent Application No. 

201610875317.9, entitled COMMUNICATION METHOD, APPARATUS, SYSTEM, 

TERMINAL AND ACCESS NETWORK DEVICE , filed with the Chinese Patent Office on 

30 September, 2016, which is incorporated by reference in the present application in its 

entirety.

Technical Field

The present invention relates to the technical field of communications, and relates in 

particular to a communication method, an apparatus, a system, a terminal, and an access 

network device.

Background Art

To ensure quality of service, an end-to-end quality of service (QoS for short) 

mechanism is usually used in an existing long term evolution (LTE for short) system. In this 

mechanism, when a terminal initiates a traffic whose the QoS needs to be ensured, a dedicated 

bearer needs to be established for the terminal to transmit data of the traffic.

The dedicated bearer is composed of a radio bearer between the terminal and an evolved 

NodeB (eNB for short) and a ground side channel between the eNB and a network side device. 

A process of establishing the dedicated bearer is as follows: When initiating a traffic, the 

terminal first interacts with an application server by means of a default bearer. The application 

server triggers a policy and charging rules function (PCRF for short) unit to generate a QoS 

parameter, and notifies a mobility management entity (MME for short) of the generated QoS 

parameter. Then the MME sends the QoS parameter to the eNB. After receiving the QoS 

parameter, the eNB may establish the dedicated bearer according to the received QoS 

parameter. Then, the terminal can send the data of the traffic on the established dedicated 

bearer.

The terminal needs to wait for completion of a process of allocating the QoS parameter, 

and can send the traffic data only after the dedicated bearer is established according to the QoS 
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parameter. Therefore, a data transmission start speed of an uplink traffic is relatively low, and 

the requirement for reducing a traffic latency cannot be met.

Summary of the Invention

To solve the problem in the prior art that the data transmission start speed of the uplink 

traffic is relatively low, embodiments of the present invention provide a communication 

method, an apparatus, a system, a terminal, and an access network device. The technical 

solutions are as follows:

In a first aspect, an embodiment of the present invention provides a communication 

method, comprising:

before initiating a traffic, receiving, by a terminal, first QoS information; and

when initiating the traffic, sending, by the terminal, data of the traffic according to the 

first QoS information by using a radio resource that is configured by an access network device 

for the traffic, wherein the radio resource is configured by the access network device according 

to second QoS information, and both the first QoS information and the second QoS information 

are configured by a core network control plane device for the traffic of the terminal before the 

terminal initiates the traffic.

In the embodiment of the present invention, QoS information (comprising the first QoS 

information and the second QoS information) is allocated to a terminal before the terminal 

initiates a traffic, and the allocated QoS information is sent to the terminal and the access 

network device. When the terminal initiates the traffic, a radio resource configured by the 

access network device according to the allocated QoS information can be directly used to send 

data. That is to say, the access network device may configure the radio resource for the terminal 

according to the QoS information that is allocated in advance before the traffic is initiated, 

without waiting for allocation of authorized QoS information performed by a core network 

device and triggered when the terminal initiates the traffic, and the terminal may send the data 

of the traffic according to the corresponding QoS information by using the configured radio 

resource, so that the traffic start time of the terminal can be shortened.

In a first possible implementation of the first aspect, if the access network device pre-

configures, according to the second QoS information, a radio resource for a data packet group 
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corresponding to the traffic, when initiating the traffic, the terminal may send the data of the 

traffic by directly using the radio resource pre-configured by the access network device.

In a second possible implementation of the first aspect, if the access network device 

does not pre-configure, according to the second QoS information, a radio resource for a data 

packet group corresponding to the traffic, when initiating the traffic, the terminal may request 

the access network device to configure a radio resource for the traffic, and then send the data 

of the traffic by using a radio resource configured by the access network device. Therefore, in 

this implementation, the method further comprises: sending, by the terminal, QoS request 

information to the access network device, so that the access network device configures a radio 

resource for the traffic of the terminal according to the QoS request information.

The first QoS information comprises at least one of first pre-authorized QoS 

information and reflective characteristic information, and the reflective characteristic 

information comprises a downlink QoS parameter of the traffic and indication information that 

is used to indicate a capability of obtaining an uplink QoS parameter according to the downlink 

QoS parameter of the traffic. In the present embodiment of the present invention, the pre-

authorized QoS information (comprising the first pre-authorized QoS information and second 

pre-authorized QoS information in the following specification) is proactively configured by the 

core network control plane device for the terminal according to subscription information of the 

terminal or according to a common traffic (such as email or Taobao).

With reference to the second possible implementation, in a third possible 

implementation, the QoS request information comprises uplink QoS information. If the first 

QoS information of the traffic received by the terminal comprises both the first pre-authorized 

QoS information and the reflective characteristic information of the traffic, the terminal may 

select, according to actual needs, which QoS information is used to request a radio resource. 

In other words, the uplink QoS information may include at least a part of the first pre-authorized 

QoS information, to request the access network device to configure a radio resource according 

to the second pre-authorized QoS information, or the uplink QoS information may include a 

QoS parameter obtained according to the downlink QoS parameter of the traffic, to request the 

access network device to configure a radio resource according to the reflective characteristic 

information of the traffic.

Further, the terminal may determine, according to a sequence of receiving the first pre-

authorized QoS information and the reflective characteristic information of the traffic, which 
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QoS information is used to request a radio resource. Specifically, the terminal may send the 

QoS request information by using uplink QoS information corresponding to information that 

is obtained latterly. Specifically, if the terminal first receives the first pre-authorized QoS 

information and then receives the reflective characteristic information, the uplink QoS 

information comprises the QoS parameter obtained according to the downlink QoS parameter 

of the traffic, or if the terminal first receives the reflective characteristic information and then 

receives the first pre-authorized QoS information, the uplink QoS information comprises at 

least a part of the first pre-authorized QoS information.

Optionally, the QoS request information may further include PDU session information 

of the traffic, so that the access network device subsequently forwards, to a core network user 

plane device according to the PDU session information of the traffic, the data sent by the 

terminal.

In some embodiments, the reflective characteristic information comprises a downlink 

QoS parameter of the traffic and indication information that is used to indicate a capability of 

obtaining an uplink QoS parameter according to the downlink QoS parameter of the traffic. In 

addition, for some downlink traffics, during establishment of the traffics, the access network 

device not only configures a downlink radio resource for the terminal, but also configures an 

uplink radio resource for the terminal. In this case, the reflective characteristic information may 

further include configuration information of an uplink radio bearer. If the terminal subsequently 

sends the data of the traffic by using the QoS parameter obtained according to the downlink 

QoS parameter of the traffic, the terminal may directly send the data of the traffic on a 

configured radio bearer.

In an actual application, the terminal may send the QoS request information by using 

control plane signaling.

With reference to the third possible implementation, in a fourth possible 

implementation, the method may further include: receiving, by the terminal, updated reflective 

characteristic information sent by the access network device, wherein the updated reflective 

characteristic information is carried in a data packet header or is sent by using radio resource 

control RRC signaling.

With reference to the first to the fourth possible implementations, in a fifth possible 

implementation, the method further comprises: receiving, by the terminal, updated first pre-

authorized QoS information sent by the core network control plane device, and updating the 
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locally stored first pre-authorized QoS information according to the updated first pre-

authorized QoS information. The updated first pre-authorized QoS information may be sent by 

the core network control plane device in an area update procedure, or the updated first pre-

authorized QoS information may be sent by the core network control plane device in a process 

in which the terminal is handed over between different access network devices.

In a sixth possible implementation, sending, by the terminal, data of the traffic 

according to the first QoS information by using a radio resource that is configured by an access 

network device for the traffic may include the following two manners:

A first manner: filtering, by the terminal, the data of the traffic by using a packet filter 

indicated by the first QoS information; and

sending, by the terminal, a selected data packet to the access network device by using 

a radio bearer corresponding to the packet filter indicated by the first QoS information.

A second manner:

determining a radio bearer corresponding to the traffic; and

sending the data of the traffic to the access network device by using the determined 

radio bearer.

Further, if the terminal sends the data of the traffic according to the first pre-authorized 

QoS information, in an implementation, the first pre-authorized QoS information may include 

a packet filter of at least one data packet group and an identifier of a QoS parameter 

corresponding to the at least one data packet group. In another implementation, the first pre-

authorized QoS information may include application layer information of the traffic and a QoS 

parameter identifier of the traffic, and a correspondence between a QoS parameter identifier 

and application layer information of the traffic. The application layer information of the traffic 

may be an application program ID, so that the terminal may group the data according to the 

application layer information.

When the first pre-authorized QoS information comprises the packet filter of the at least 

one data packet group and the QoS parameter identifier corresponding to the at least one data 

packet group, sending, by the terminal, the data of the traffic according to the first pre-

authorized QoS information comprises: filtering, by the terminal, the data of the traffic by using 

a packet filter indicated by the first pre-authorized QoS information; and sending, by the 
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terminal, the selected data packet to the access network device by using a radio bearer 

corresponding to the packet filter indicated by the first pre-authorized QoS information.

When the first pre-authorized QoS information comprises the QoS parameter identifier 

and the correspondence between a QoS parameter identifier and a traffic, sending, by the 

terminal, the data of the traffic according to the first pre-authorized QoS information 

comprises: determining a radio bearer corresponding to the traffic; and sending the data of the 

traffic to the access network device by using the determined radio bearer.

According to a second aspect, an embodiment of the present invention further provides 

a communication method, the method comprising:

receiving, by a first access network device, second QoS information;

configuring, by the first access network device, a radio resource for a terminal 

according to the second QoS information; and

receiving, by the first access network device, data of a traffic that is sent by the terminal 

by using the radio resource, wherein the data of the traffic is sent by the terminal according to 

first QoS information, the first QoS information is received before the terminal initiates the 

traffic, and both the first QoS information and the second QoS information are configured by 

a core network control plane device for the traffic of the terminal before the terminal initiates 

the traffic.

In a first possible implementation of the second aspect, configuring, by the first access 

network device, the radio resource for the terminal according to the second QoS information 

comprises: establishing, by the first access network device, a radio bearer and a correspondence 

between a data packet group and the radio bearer according to the second QoS information, or 

establishing a correspondence between a data packet group and a radio bearer according to the 

second QoS information.

In a second possible implementation of the second aspect, the method may further 

include: receiving, by the first access network device, updated second pre-authorized QoS 

information sent by the core network control plane device; and updating, by the first access 

network device, locally stored second pre-authorized QoS information by using the updated 

second pre-authorized QoS information.

Specifically, the second QoS information comprises at least one of the second pre-

authorized QoS information and reflective characteristic information, and the reflective 

Petitioners' Exhibit 1015 
Nokia of America Corp., et al. v. KT Corporation, et al. 

Case No. IPR2025-00036; U.S. Patent No. 11,627,631 
Page 8 of 100



WO 2018/059592 PCT/CN2017/105046

characteristic information comprises a downlink QoS parameter of the traffic and indication 

information that is used to indicate a capability of reflection.

In a third possible implementation of the second aspect, the second pre-authorized QoS 

information may include at least one of first indication information and second indication 

information, wherein the first indication information is used to indicate whether to pre-

configure a radio resource for a corresponding data packet group, the second indication 

information is used to indicate whether to pre-establish a ground side channel for a 

corresponding data packet group, and the ground side channel is a data channel between an 

access network device and a core network user plane device.

Correspondingly, configuring, by the first access network device, the radio resource for 

the terminal according to the second pre-authorized QoS information comprises: when the first 

indication information indicates that a radio resource needs to be pre-configured for the 

corresponding data packet group, immediately configuring, by the first access network device, 

a radio resource for the corresponding data packet group according to the second pre-authorized 

QoS information when receiving the second pre-authorized QoS information. When the 

terminal initiates the traffic subsequently, the terminal may send the data of the traffic by using 

the pre-configured radio resource (corresponding to the first possible implementation of the 

first aspect).

In a fourth possible implementation of the second aspect, configuring, by the first access 

network device, the radio resource for the terminal according to the second pre-authorized QoS 

information comprises: receiving, by the first access network device, QoS request information 

sent by the terminal; and configuring, by the first access network device, a radio resource for 

the terminal according to the QoS request information (corresponding to the second possible 

implementation of the first aspect).

Further, configuring, by the first access network device, the radio resource for the 

terminal according to the QoS request information comprises:

performing, by the first access network device, verification on the QoS request 

information; and

configuring a radio resource for the terminal if the verification on the QoS request 

information succeeds.
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Verification is performed on the QoS request information, and a radio resource is 

configured for the terminal after the verification succeeds, so that security and properness for 

resource allocation can be ensured.

In a fifth possible implementation of the second aspect, the method further comprises:

sending, by the first access network device, reflective characteristic information of the 

traffic to the terminal.

Refer to the communication method in the first aspect for specific content of the QoS 

request information and the reflective characteristic information, and detailed description is 

omitted herein.

In a sixth possible implementation of the second aspect, the second pre-authorized QoS 

information may further include validation range information, wherein the validation range 

information is used to indicate a geographic area in which the second pre-authorized QoS 

information is effective.

In a seventh possible implementation of the second aspect, the method further 

comprises:

sending, by the first access network device to the core network user plane device 

through a corresponding ground side channel, a data packet sent by the terminal.

The ground side channel is established in a manner that each PDU session is uniquely 

corresponding to one ground side channel.

In an eighth possible implementation of the second aspect, the receiving, by the first 

access network device, the second pre-authorized QoS information comprises:

receiving, by the first access network device, a handover request message sent by a 

second access network device, wherein the handover request message comprises the second 

pre-authorized QoS information.

With reference to the eighth possible implementation, in a ninth possible 

implementation, the handover request message carries at least one of third indication 

information and data transmission indication information, wherein the third indication 

information is used to indicate whether a radio bearer has been established for a data packet 

group on a source side, and the data transmission indication information is used to indicate 

whether data of the data packet group has been transmitted or is being transmitted.
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Correspondingly, configuring, by the first access network device, the radio resource for 

the terminal according to the second pre-authorized QoS information comprises: determining, 

by the first access network device according to at least one of the following information, 

whether to configure a radio resource for the terminal: whether the second access network 

device has established a radio bearer for the data packet group, whether data of the data packet 

group for which the second access network device has established a radio bearer has been 

transmitted, and whether the data of the data packet group for which the second access network 

device has established a radio bearer is being transmitted.

After the first access network device configures the radio resource for the terminal 

according to the second pre-authorized QoS information in the handover request message, the 

method further comprises:

sending, by the first access network device, a handover response message to the second 

access network device, wherein the handover response message comprises a handover 

preparation success message and a handover preparation failure message, the handover 

preparation success message is used to indicate that the first access network device determines 

to admit all or some resources requested by the handover request message, and the handover 

preparation failure message is used to indicate that the first access network device determines 

not to admit a resource requested by the handover request message.

Further, the handover preparation success message and the handover preparation failure 

message carry a handover failure cause, wherein the handover failure cause is one of the 

following: there is no available radio resource, pre-establishment of a radio bearer with pre-

authorized QoS is not supported, a QoS parameter is not supported, and a geographic area is 

not supported.

According to a third aspect, an embodiment of the present invention further provides a 

communication method, the method comprising:

configuring, by a core network control plane device, first QoS information and second 

QoS information for a traffic of a terminal, wherein the first QoS information and the second 

QoS information are configured before the terminal initiates the traffic; and

sending, by the core network control plane device, the first QoS information to the 

terminal, and sending the second QoS information to an access network device.

In a possible implementation of the third aspect, the method further comprises:
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updating, by the core network control plane device, at least one of the first QoS 

information and the second QoS information in an area update procedure or in a process in 

which the terminal is handed over between different access network devices; and

sending the updated first QoS information to the terminal, and sending the updated 

second QoS information to the access network device.

In the first aspect, the second aspect, and the third aspect, the first pre-authorized QoS 

information and the second pre-authorized QoS information are configured by the core network 

control plane device for the terminal, and may be stored in a context of the terminal and be sent 

to the terminal and the access network device. In an actual application, the first pre-authorized 

QoS information may be directly sent to the terminal by using a non-access stratum message, 

or may be sent to the terminal by the access network device by means of an access stratum 

message. The second pre-authorized QoS information may be sent to the access network device 

by means of an access stratum message.

Before the terminal initiates the traffic, for example, sends a traffic request, pre-

authorized QoS information (comprising the first pre-authorized QoS information and the 

second pre-authorized QoS information) is allocated to the terminal, and the pre-authorized 

QoS information is sent to the terminal and the access network device. Therefore, when the 

terminal initiates the traffic, the access network device may configure a radio resource for the 

terminal without waiting for authorized QoS information from a core network device, and the 

terminal may send the data of the traffic by using the configured radio resource, so that a traffic 

start time of the terminal can be shortened.

During implementation, preferably in an existing signaling procedure, for example, in 

a PDU session process or a UE initial context setup process, the first pre-authorized QoS 

information is sent to the terminal, and the second pre-authorized QoS information is sent to 

the access network device, so that signaling required for QoS parameter allocation can be 

reduced, and signaling overheads on a network side are reduced.

Optionally, content of the first pre-authorized QoS information and the second pre-

authorized QoS information may be the same or different. When the first pre-authorized QoS 

information is different from the second pre-authorized QoS information, the first pre-

authorized QoS information may be a part of the second pre-authorized QoS information, or 

the first pre-authorized QoS information and the second pre-authorized QoS information 

partially overlap.
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Further, each of the first pre-authorized QoS information and the second pre-authorized 

QoS information may include one or more sets of QoS information, and each set of QoS 

information is corresponding to one data packet group. Hereinafter, content included in the first 

pre-authorized QoS information and content included in the second pre-authorized QoS 

information are all content included in each set of QoS information. The first pre-authorized 

QoS information comprises a plurality of sets of QoS information, and the second pre-

authorized QoS information comprises a plurality of sets of QoS information, so that QoS 

information corresponding to a plurality of data packet groups may be sent to the terminal and 

the access network device in one time. Network signaling overheads can be reduced compared 

with the prior art in which a terminal requests to establish a dedicated bearer, and a QoS 

parameter is configured for one data packet group each time according to a request of the 

terminal, and is sent to the terminal and the access network device.

In the first aspect, the second aspect, and the third aspect, the core network control plane 

device notifies the access network device of the reflective characteristic information during 

establishment of a downlink traffic. Specifically, the core network control plane device notifies 

the access network device of a downlink QoS parameter of the traffic, and indicates that the 

traffic has a reflective characteristic, that is, an uplink QoS parameter of the traffic may be 

obtained according to the downlink QoS parameter of the traffic. Then, the access network 

device sends the reflective characteristic information of the traffic to the terminal.

Further, the access network device may notify the terminal of the reflective 

characteristic information of the traffic in one of the following two manners:

In a first manner, the terminal is notified in a user plane manner. For example, the 

reflective characteristic information is carried in a data packet header of a PDCP layer. 

Alternatively, the reflective characteristic information may be carried in a header of another 

protocol layer, for example, carried in a header of an RLC layer or a MAC layer.

In a second manner, the terminal is notified in a control plane manner. For example, the 

reflective characteristic information is sent to the terminal by using an RRC message, and the 

message explicitly indicates that the traffic has a reflective characteristic (that is, an uplink QoS 

parameter of traffic can be obtained according to a downlink QoS parameter of the traffic). 

Alternatively, an implicit manner may be used, and an uplink configuration of the radio bearer 

is used to indicate that the traffic has a reflective characteristic. To be specific, if the access 
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network device carries the uplink configuration of the radio bearer in the reflective 

characteristic information, it indicates that the traffic has a reflective characteristic.

Optionally, with reference to the first aspect, the second aspect, and the third aspect, in 

some embodiments, to save a communication resource, when the traffic is terminated, both the 

access network device and the terminal need to release a related resource configuration.

In an optional implementation, the terminal may detect whether the traffic is terminated. 

Correspondingly, the method further comprises: monitoring, by the terminal, whether the 

traffic is terminated; and when the terminal monitors that the traffic is terminated, sending a 

service termination request to the access network device. Correspondingly, when receiving the 

service termination request sent by the terminal, the first access network device releases, 

according to a service release request of the terminal, the radio resource allocated to the traffic, 

and notifies the terminal to release a radio resource configuration of the traffic.

The terminal may detect traffic termination with the following manner:

when a data volume of the traffic is zero or less than a specified threshold, starting, by 

the terminal, a timer, and if the data volume of the traffic is not increased when the timer 

expires, detecting that the traffic is terminated; or if the data volume of the traffic is increased 

before the timer expires, resetting the timer, and restarting the timer next time when the data 

volume of the traffic is zero or less than the specified threshold.

Alternatively, the terminal may further monitor whether a traffic end instruction of an 

application layer is received, and when the traffic end instruction is received, it indicates that 

the traffic is terminated.

Optionally, the timer is set by the core network control plane device, the timer is carried 

in the first pre-authorized QoS information and is sent to the terminal (for example, is sent to 

the terminal by means of a NAS message); or the timer is set by the access network device, and 

the timer is sent to the terminal by means of a radio resource control RRC message or a user 

plane control protocol data unit PDU.

Optionally, the terminal may send the traffic termination request to the access network 

device in a control plane or user plane manner. The control plane manner may be a manner 

through an RRC message, wherein the RRC message comprises QoS information of a data 

packet group that needs to be terminated and indication information for requesting traffic 

termination, and the QoS information is a QoS parameter identifier. The user plane manner 

may be a manner through a data packet that indicates that the traffic ends. For example, a PDCP 
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PDU is generated at a PDCP layer, and the PDCP PDU is set to an endmarker PDU, to indicate 

that the traffic ends. Alternatively, the PDCP PDU carries a QoS parameter identifier and traffic 

termination indication information, or a format of the PDU itself is used to indicate that the 

traffic is terminated. In addition, the access network device may be further notified by means 

of an RLC PDU or a MAC PDU, and a manner of using the RLC PDU and the MAC PDU is 

similar to that of the PDCP PDU, and details are not described herein again.

In another optional implementation, the access network device may detect whether the 

traffic is terminated. Correspondingly, the method provided in the second aspect further 

comprises: monitoring, by the access network device, whether the traffic is terminated; and 

when the access network device monitors that the traffic is terminated, releasing the radio 

resource allocated to the traffic, and notifying the terminal to release a radio resource 

configuration of the traffic.

According to a fourth aspect, an embodiment of the present invention provides a 

communication method, the method comprising: sending, by an access network device to a 

core network control plane device, a data packet, for which no QoS parameter has been 

configured, that is of a traffic and that is sent by a terminal;

receiving, by the access network device, QoS information sent by the core network 

control plane device, wherein the QoS information is generated according to the data packet, 

of the traffic, for which no QoS parameter has been configured; and

configuring, by the access network device, a radio resource for the traffic according to 

the QoS information.

In a possible implementation of the fourth aspect, sending, by the access network device 

to the core network control plane device, the data packet, for which no QoS parameter has been 

configured, that is of the traffic and that is sent by the terminal comprises:

receiving, by the access network device, an access stratum AS message sent by the 

terminal, wherein the AS message comprises a non-access stratum protocol data unit NAS 

PDU, and the data packet for which no QoS parameter has been configured is carried in the 

NAS PDU; and

forwarding, by the access network device, the NAS PDU to the core network control 

plane device.
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In a second possible implementation of the fourth aspect, sending, by the access 

network device to the core network control plane device, the data packet, for which no QoS 

parameter has been configured, that is of the traffic and that is sent by the terminal comprises:

receiving, by the access network device, the data packet, for which no QoS parameter 

has been configured, that is of the traffic and that is sent by the terminal by using any one of a 

signaling radio bearer, a common radio bearer, and a default radio bearer, wherein the common 

radio bearer is exclusively configured to send the data packet for which no QoS parameter has 

been configured, and the data packet, of the traffic, for which no QoS parameter has been 

configured carries new data indication information; and

sending, by the access network device to the core network control plane device, the 

received data packet, of the traffic, for which no QoS parameter has been configured, wherein 

the data packet, of the traffic, for which no QoS parameter has been configured is sent to a core 

network user plane device through a ground side channel, and then is sent to the core network 

control plane device by the core network user plane device.

According to a fifth aspect, an embodiment of the present invention further provides a 

communication method, comprising:

sending, by a terminal to a core network control plane device, a data packet, of a traffic, 

for which no QoS parameter has been configured;

receiving, by the terminal, radio resource configuration information sent by an access 

network device, wherein the radio resource configuration information is configured by the 

access network device according to received QoS information sent by the core network control 

plane device, and the QoS information is generated according to the data packet, of the traffic, 

for which no QoS parameter has been configured; and

sending, by the terminal, data of the traffic according to the radio resource configuration 

information.

In another possible implementation of the fifth aspect, sending, by the terminal to the 

core network control plane device, the data packet, of the traffic, for which no QoS parameter 

has been configured comprises:

sending, by the terminal, an access stratum AS message to the access network device, 

wherein the AS message comprises a non-access stratum protocol data unit NAS PDU, the data 
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packet for which no QoS parameter has been configured is carried in the NAS PDU, and the 

access network device sends the NAS PDU to the core network control plane device.

In another possible implementation of the fifth aspect, sending, by the terminal to the 

core network control plane device, the data packet, of the traffic, for which no QoS parameter 

has been configured comprises:

sending, by the terminal to the access network device by using any one of a signaling 

radio bearer, a common radio bearer, and a default radio bearer, the data packet, of the traffic, 

for which no QoS parameter has been configured, so that the access network device forwards 

the data packet to the core network control plane device, wherein the common radio bearer is 

exclusively configured to send the data packet for which no QoS parameter has been 

configured, and the data packet, of the traffic, for which no QoS parameter has been configured 

carries new data indication information.

With reference to the fourth aspect and the fifth aspect, in some embodiments, the data 

packet, for which no QoS parameter has been configured, that is of the traffic and that is 

transmitted on the signaling radio bearer or the common radio bearer further comprises PDU 

session information of the traffic.

Further, the PDU session information of the traffic is carried in a tunnel protocol header 

of the data packet, or is carried in an application layer IP header of the data packet, or is carried 

in a transport layer IP header of the data packet.

With reference to the fourth aspect and the fifth aspect, in some embodiments, the 

ground side channel is a common bearer or a tunnel, the common bearer is exclusively 

configured to transmit the data packet, of the traffic, for which no QoS parameter has been 

configured, and the data packet, for which no QoS parameter has been configured, that is of 

the traffic and that is transmitted on the tunnel carries new data indication information.

Further, the new data indication information is carried in a tunnel protocol header of 

the data packet, or is carried in an application layer IP header of the data packet, or is carried 

in a transport layer IP header of the data packet.

According to a sixth aspect, an embodiment of the present invention provides a 

communication apparatus, wherein the apparatus comprises units, such as a sending unit and a 

receiving unit, for implementing the method of the first aspect.
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According to a seventh aspect, an embodiment of the present invention provides a 

communication apparatus, wherein the apparatus comprises units, such as a receiving unit and 

a configuration unit, for implementing the method of the second aspect.

According to an eighth aspect, an embodiment of the present invention provides a 

communication apparatus, wherein the apparatus comprises units, such as a configuration unit 

and a sending unit, for implementing the method of the third aspect.

According to a ninth aspect, an embodiment of the present invention provides a 

communication apparatus, wherein the apparatus comprises units, such as a sending unit, a 

receiving unit, and a configuration unit, for implementing the method of the fourth aspect.

According to a tenth aspect, an embodiment of the present invention provides a 

communication apparatus, wherein the apparatus comprises units, such as a sending unit and a 

receiving unit, for implementing the method of the fifth aspect.

According to an eleventh aspect, an embodiment of the present invention provides a 

system for communication, wherein the system comprises an access network device and a 

terminal; the access network device comprises a communication apparatus provided in any

possible implementation of the second aspect; and the terminal comprises a communication 

apparatus provided in any possible implementation of the first aspect.

Further, the system may further include a core network control plane device, wherein 

the core network control plane device comprises the communication apparatus provided in any 

possible implementation of the eighth aspect.

According to a twelfth aspect, an embodiment of the present invention provides a 

system for communication, wherein the system comprises an access network device and a 

terminal; the access network device comprises a communication apparatus provided in any 

possible implementation of the third aspect; and the terminal comprises a communication 

apparatus provided in any possible implementation of the fourth aspect.

According to a thirteenth aspect, an embodiment of the present invention provides an 

access network device, wherein the access network device comprises a processor, a memory, 

and a transceiver; the processor, the memory, and the transceiver are coupled by means of a 

bus; the memory is configured to store a program instruction; and the processor executes the 

program instruction stored in the memory, so that the access network device can execute the 

method of the second aspect or the fourth aspect.
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According to a fourteenth aspect, an embodiment of the present invention further 

provides a computer readable medium, configured to store program code executed by an access 

network device, and the program code comprises an instruction for executing the method of 

the second aspect or the fourth aspect.

According to a fifteenth aspect, an embodiment of the present invention provides a 

terminal, wherein the terminal comprises a processor, a memory, and a transceiver; the 

processor, the memory, and the transceiver are coupled by means of a bus; the memory is

configured to store a program instruction; and the processor executes the program instruction 

stored in the memory, so that the terminal can execute the method of the first aspect or the fifth 

aspect.

According to a sixteenth aspect, an embodiment of the present invention further 

provides a computer readable medium, configured to store program code executed by a 

terminal, and the program code comprises an instruction for executing the method of the first

aspect or the fifth aspect.

According to a seventeenth aspect, an embodiment of the present invention provides a 

core network control plane device, wherein the core network control plane device comprises a 

processor, a memory, and a communication interface; the processor, the memory, and the 

transceiver are coupled by means of a bus; the memory is configured to store a program 

instruction; and the processor executes the program instruction stored in the memory, so that 

the core network control plane device can execute the method of the third aspect.

According to an eighteenth aspect, an embodiment of the present invention further 

provides a communication chip, applied for a device of mobile communication system, wherein 

the communication chip comprises a processor, a memory, and a communication interface; the 

processor, the memory, and the communication interface are coupled by means of a bus; the 

memory is configured to store a program instruction; and the processor executes the program 

instruction stored in the memory, so that the device of communication system that carries the 

communication chip can execute the method provided in any possible implementation of the 

first aspect or the second aspect or the third aspect or the fourth aspect.

According to a nineteenth aspect, an embodiment of the present invention further 

provides a communication method, the method comprising:

receiving, by a radio access network device, quality of service information from a core 

network control plane device, wherein the quality of service information comprises reflective 

Petitioners' Exhibit 1015 
Nokia of America Corp., et al. v. KT Corporation, et al. 

Case No. IPR2025-00036; U.S. Patent No. 11,627,631 
Page 19 of 100



WO 2018/059592 PCT/CN2017/105046

characteristic information, and the reflective characteristic information comprises a downlink 

quality of service parameter of a traffic and indication information that is used to indicate a 

capability of obtaining an uplink quality of service parameter according to the downlink quality 

of service parameter of the traffic; configuring, by the radio access network device, a radio 

resource for a terminal according to the quality of service information; and receiving, by the 

radio access network device, data of the traffic that is sent from the terminal by using the radio 

resource.

In a feasible design, configuring, by the radio access network device, the radio resource 

for the terminal according to the quality of service information comprises: establishing, by the 

radio access network device, a radio bearer and a correspondence between a data packet group 

and the radio bearer according to the quality of service information, or establishing, by the 

radio access network, a correspondence between a data packet group and a radio bearer 

according to the quality of service information.

In a feasible design, the radio access network device receives updated quality of service 

information sent by the core network control plane device; and the radio access network device 

updates the locally stored quality of service information by applying the updated quality of 

service information.

In a feasible design, the quality of service information further comprises at least one of 

PDU session information and identification information of network slice of the traffic.

In a feasible design, the radio access network device sends the reflective characteristic 

information of the traffic to the terminal.

In a feasible design, the radio access network device receives a handover request 

message sent by another radio access network device, wherein the handover request message 

comprises the quality of service information.

In a feasible design, the handover request message carries at least one of third indication 

information and data transmission indication information, wherein the third indication 

information is used to indicate whether a radio bearer has been established for a corresponding 

data packet group on a source side, and the data transmission indication information is used to 

indicate whether data of the corresponding data packet group has been transmitted or is being 

transmitted.

In a feasible design, configuring, by the radio access network device, the radio resource 

for the terminal according to the quality of service information comprises: determining, by the 
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radio access network device according to at least one of the following information, whether to 

configure a radio resource for the terminal: whether the second access network device has 

established a radio bearer for the data packet group, whether data of the data packet group for 

which the second access network device has established a radio bearer has been transmitted, 

and whether the data of the data packet group for which the second access network device has 

established a radio bearer is being transmitted.

According to a twentieth aspect, an embodiment of the present invention further 

provides a radio access network device, wherein the radio access network device comprises a 

processor, a memory, and a transceiver; the processor, the memory, and the transceiver are 

coupled by means of a bus; the memory is configured to store a program instruction; and the 

processor executes the program instruction stored in the memory, so that the radio access 

network device performs the method according to any item of the nineteenth aspect.

According to a twenty-first aspect, an embodiment of the present invention further 

provides a system chip, applicable to a radio access network device, wherein the system chip 

comprises an input/output interface, at least one processor, a memory, and a bus; the 

input/output interface, the at least one processor, and the memory communicate with each other 

by means of the bus; the memory stores a program instruction; the input/output interface is 

used by the system chip to receive data from and send data to outside; and the at least one 

processor invokes the program instruction stored in the memory, to perform an operation of 

the radio access network device in the method according to any item of the nineteenth aspect.

According to a twenty-second aspect, an embodiment of the present invention further 

provides a computer program product, applicable to a radio access network device, wherein the 

computer program product comprises an instruction, and the instruction is executed to perform 

an operation of the radio access network device in the method according to any item of the 

nineteenth aspect.

According to a twenty-third aspect, an embodiment of the present invention further 

provides a computer readable storage medium, applicable to a radio access network device, 

wherein the computer readable storage medium stores an instruction, and the instruction is 

executed to perform an operation of the radio access network device in the method according 

to any item of the nineteenth aspect.
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According to a twenty-fourth aspect, an embodiment of the present invention further 

provides a mobile communication system, wherein the system comprises the radio access 

network device according to the twentieth aspect.

Brief Description of the Drawings

In order to more clearly illustrate the technical solutions in the embodiments of the 

present invention, the drawings needed to be used in the embodiments will be briefly described 

below. Obviously, the drawings in the following description are some embodiments of the 

present invention, and other drawings can be obtained by those of ordinary skill in the art from 

these without any inventive efforts.

FIG. 1 is a schematic architectural diagram of a communication system according to an 

embodiment of the present invention;

FIG. 2 is a schematic diagram of a hardware structure of a terminal according to an 

embodiment of the present invention;

FIG. 3 is a schematic diagram of a hardware structure of an access network device 

according to an embodiment of the present invention;

FIG. 4 is a schematic diagram of a hardware structure of a core network control plane 

device according to an embodiment of the present invention;

FIG. 5 is a flowchart of a communication method according to an embodiment of the 

present invention;

FIG. 6 is a flowchart of another communication method according to an embodiment 

of the present invention;

FIG. 7 is a flowchart of another communication method according to an embodiment 

of the present invention;

FIG. 8 is a flowchart of another communication method according to an embodiment 

of the present invention;

FIG. 9a is a flowchart of a traffic release procedure according to an embodiment of the 

present invention;

FIG. 9b is a flowchart of a traffic release procedure according to an embodiment of the 

present invention;
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FIG. 10 is a flowchart of another communication method according to an embodiment 

of the present invention;

FIG. 11 is a flowchart of another communication method according to an embodiment 

of the present invention;

FIG. 12a is a schematic diagram of a manner of carrying new data indication 

information in a communication method according to an embodiment of the present invention;

FIG. 12b is a schematic diagram of a manner of carrying session information in a 

communication method according to an embodiment of the present invention;

FIG. 13 is a schematic structural diagram of a communication apparatus according to 

an embodiment of the present invention;

FIG. 14 is a schematic structural diagram of another communication apparatus 

according to an embodiment of the present invention;

FIG. 15 is a schematic structural diagram of another communication apparatus 

according to an embodiment of the present invention;

FIG. 16 is a schematic structural diagram of another communication apparatus 

according to an embodiment of the present invention;

FIG. 17 is a schematic structural diagram of a chip for communication according to an 

embodiment of the present invention.

Detailed Description of the Preferred Embodiments

To make the objectives, technical solutions, and advantages of the present invention 

clearer, the following further describes the implementations of the present invention in detail 

with reference to the accompanying drawings.

mented by a 

combination of software and hardware.

describes an association relationship for describing associated objects and represents that three 

relationships may exist. For example, A and/or B may represent the following three cases: Only 
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relationship between the associated objects.

FIG. 1 is a schematic structural diagram of a communication system 100 according to 

an embodiment of the present invention. The communication system 100 may be an LTE 

system, a 5G system, or a subsequent evolved system of the 5G system. The communication 

system 100 includes: at least one terminal 120, at least one access network device 140, at least 

one core network control plane device 160, and at least one core network user plane device 

180. The terminal 120 may be separately connected to the core network control plane device 

160 and the core network user plane device 180 by means of the access network device 140. 

The core network user plane device 180 is connected to a data network. Therefore, a data access 

service may be provided for the terminal 120 by means of the access network device 140, the 

core network control plane device 160, and the core network user plane device 180.

The terminal 120 may be a device such as a personal communication service (PCS for 

short) phone, a cordless telephone set, a session initiation protocol (SIP for short) phone, a 

wireless local loop (WLL for short) station, or a personal digital assistant (PDA for short). The 

terminal may also be referred to as a system, a subscriber unit, a subscriber station, a mobile 

station, a mobile console (Mobile), a remote station, an access point, a remote terminal, an 

access terminal, a user terminal, a user agent, a user device, or user equipment.

The terminal 120 communicates with one or more access network devices 140 via a 

radio access network (RAN for short).

The access network device 140 serves as a router between the terminal 120 and a 

remaining part of the access network, wherein the remaining part of the access network may 

include an Internet Protocol (IP for short) network. The access network device 140 may further 

coordinate attribute management for an air interface. For example, the access network device 

140 may be a base transceiver station (BTS for short) in a global system for mobile 

communications (GSM for short) or a code division multiple access (CDMA for short) system, 

or a base station (NodeB) in a wideband code division multiple access (WCDMA for short) 

system, or an eNB in LTE system, which is not limited in the present invention.

The core network control plane device 160 has functions such as session management, 

mobility management, QoS control, and subscription information management for the 

terminal. For example, the core network control plane device may be a serving GPRS support

node (SGSN for short) in the GSM or CDMA system, or may be an MME in the LTE system.
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The core network user plane device 180 has a function such as data forwarding. For 

example, the core network user plane device may be a gateway GPRS support node (GGSN 

for short) in the GSM or CDMA system, or may be a PDN gateway (PGW for short) and a 

serving gateway (SGW for short) in the LTE system.

The data network is a data network outside a 3rd Generation Partnership Project (3GPP 

for short) network, and is used to provide the terminal with a data traffic, such as the Internet 

or an enterprise private network.

An application scenario to which a communication method provided in the 

embodiments of the present invention is applicable includes but is not limited to a single-link 

scenario, a multi-link scenario, a relay scenario, and a device-to-device (D2D for short)

scenario. The single-link scenario is that one terminal device is linked to one access network 

device, the multi-link scenario is that one terminal device is linked to at least two access 

network devices, and the relay scenario is that a terminal device is linked to an access network 

device by means of a relay device (such as a relay base station).

It should be noted that, in the embodiment of the present invention, uplink data is data 

that is sent from the terminal to the access network device through a radio interface, then from 

the access network device to the core network user plane device under control of the core 

network control plane device, and is finally sent to an external data network; and downlink data 

is data that is sent to the terminal by the core network user plane device through the access 

network device, is successively submitted upward through a data channel in the terminal, and 

is finally submitted to an upper layer APP.

The following describes a terminal, an access network device, and a core network 

control plane device provided in embodiments of the present invention with reference to 

specific hardware structures.

FIG. 2 is a hardware structure of a terminal 120 according to an embodiment of the 

present invention. As shown in FIG. 2, the terminal 120 includes a processor 21, a transceiver 

22, and a memory 23.

The processor 21 includes one or more processing cores. The processor 21 runs a 

software program and modules, thereby executing various function applications and 

information processing.

The transceiver 22 includes a receiver Rx and a transmitter Tx. The transceiver 22 may 

be further implemented as a communication chip. The communication chip may include a 
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receiving module, a transmitting module, a modulation/demodulation module, and the like, and 

is configured to modulate/demodulate information, and receive or send the information by 

means of a radio signal.

The transceiver 22, the memory 23, and the processor 21 are coupled by means of a 

bus. The memory 23 may be configured to store a software program and module. The memory 

may store an operating system 24 and an application program module 25 that is required by at 

least one function.

The application program module 25 includes at least a receiving module 251 for 

receiving information and a sending module 252 for sending information. The receiving 

module 251 is configured to receive first QoS information before the terminal initiates a traffic; 

and the sending module 252 is configured to: when the traffic is initiated, send data of the 

traffic according to the first QoS information by using a radio resource that is configured by an 

access network device for the traffic, wherein the radio resource is configured by the access 

network device according to second QoS information, and both the first QoS information and 

the second QoS information are configured by a core network control plane device for the 

traffic of the terminal before the terminal initiates the traffic.

Optionally, the processor 21 is configured to execute the modules in the application 

program module 25, and implement steps that need to be performed by the terminal in FIGS. 

5, 6, 7, 8, 9a and 9b.

Alternatively, the sending module 251 is configured to send, to a core network control 

plane device, a data packet, of a traffic, for which no QoS parameter has been configured; the 

receiving module 252 is configured to receive radio resource configuration information sent by 

an access network device, wherein the radio resource configuration information is configured 

by the access network device according to received QoS information sent by the core network 

control plane device, and the QoS information is generated according to the data packet, of the 

traffic, for which no QoS parameter has been configured; and the sending module 251 is further 

configured to send data of the traffic according to the radio resource configuration information.

Correspondingly, the processor 21 is configured to execute the modules in the 

application program module 25, and implement steps that need to be performed by the terminal 

in FIGS. 10 and 11.

In addition, the memory 23 is a computer readable storage medium, and may be 

implemented by any type of volatile or non-volatile storage device or a combination thereof, 
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such as a static random access memory (SRAM), an electrically erasable programmable read-

only memory (EEPROM), an erasable programmable read-only memory (EPROM), a 

programmable read-only memory (PROM), a read-only memory (ROM), a magnetic memory, 

a flash memory, a magnetic disk, or an optical disc.

It can be understood by a person skilled in the art that the structure of the terminal 120 

shown in FIG. 2 constitutes no limitation on the terminal, and the terminal may include more 

or fewer components than those shown in the figure, or some components may be combined, 

or the components may be disposed in a different manner.

FIG. 3 shows a hardware structure in which an access network device 140 according to 

an embodiment of the present invention is implemented. Referring to FIG. 3, the access 

network device 140 includes a processor 31, a transceiver 32, and a memory 33.

The processor 31 includes one or more processing cores. The processor 31 runs a 

software program and modules, thereby executing various function applications and 

information processing.

The transceiver 32 includes a receiver Rx and a transmitter Tx. The transceiver 32 may 

be further implemented as a communication chip. The communication chip may include a 

receiving module, a transmitting module, a modulation/demodulation module, and the like, and 

is configured to modulate/demodulate information, and receive or send the information by 

means of a radio signal.

The transceiver 32, the memory 33, and the processor 31 are coupled by means of a 

bus. The memory 33 may be configured to store a software program and module. The memory 

may store an operating system 34 and an application program module 35 that is required by at 

least one function. The application program module 35 includes at least a receiving module 

352 for receiving information and a configuration module 351 for processing the information. 

The receiving module 352 is configured to receive second QoS information; the configuration 

module 351 is configured to configure a radio resource for a terminal according to the second 

QoS information; the receiving module 352 is further configured to receive data of a traffic 

that is sent by the terminal by using the radio resource, wherein the data of the traffic is sent 

by the terminal according to first QoS information, the first QoS information is received before 

the terminal initiates the traffic, and both the first QoS information and the second QoS 

information are configured by a core network control plane device for the traffic of the terminal 

before the terminal initiates the traffic.
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Optionally, the processor 31 is configured to execute the modules in the application 

program module 35, and implement steps that need to be performed by the access network 

device in FIGS. 5, 6, 7, 8, 9a, 9b, 10 and 11.

Alternatively, the application program module 35 includes at least a sending module 

for sending information, a receiving module for receiving information, and a configuration 

module for processing information. The sending module is configured to send, to a core 

network control plane device, a data packet, for which no QoS parameter has been configured, 

that is of a traffic and that is sent by a terminal; the receiving unit is configured to receive QoS 

information sent by the core network control plane device, wherein the QoS information is 

generated according to the data packet, of the traffic, for which no QoS parameter has been 

configured; and the configuration unit is configured to configure a radio resource for the traffic 

according to the QoS information received by the receiving unit.

Correspondingly, the processor 31 is configured to execute the modules in the 

application program module 35, and implement steps that need to be performed by the access 

network device in FIGS. 5, 6, 7, 8, 9a and 9b.

In addition, the memory 33 is a computer readable medium, and may be implemented 

by any type of volatile or non-volatile storage device or a combination thereof, such as a static 

random access memory (SRAM), an electrically erasable programmable read-only memory 

(EEPROM), an erasable programmable read-only memory (EPROM), a programmable read-

only memory (PROM), a read-only memory (ROM), a magnetic memory, a flash memory, a 

magnetic disk, or an optical disc.

It can be understood by a person skilled in the art that the structure of the access network 

device 140 shown in FIG. 3 constitutes no limitation on the access network device, and the 

access network device may include more or fewer components than those shown in the figure, 

or some components may be combined, or the components may be disposed in a different 

manner.

FIG. 4 shows a diagram of a hardware structure in which a core network control plane 

device 160 according to an embodiment of the present invention is implemented. Referring to 

FIG. 4, the core network control plane device 160 may include parts such as a processor 41 

with one or more processing cores, a memory 42 including one or more computer readable 

storage media, and a communication interface 43. The processor 41 may be connected to the 

memory 42 and the communication interface 43 by using a bus. It can be understood by a 

Petitioners' Exhibit 1015 
Nokia of America Corp., et al. v. KT Corporation, et al. 

Case No. IPR2025-00036; U.S. Patent No. 11,627,631 
Page 28 of 100



WO 2018/059592 PCT/CN2017/105046

person skilled in the art that the structure shown in FIG. 4 constitutes no limitation on the core 

network control plane device 160, and the core network control plane device 160 may include 

more or fewer components than those shown in the figure, or some components may be 

combined, or the components may be disposed in a different manner.

The processor 41 is a control center of the core network control plane device 160, 

connects to all components of the whole core network control plane device 160 by using 

various interfaces and circuits, and executes functions of the core network control plane device 

160 and processes data by running or executing a software program and/or an application 

program module stored in the memory 42 and invoking data stored in the memory 42, thereby 

performing overall monitoring on the core network control plane device 160. Optionally, the 

processor 41 may include one or more processing units. The processing unit may be a central 

processing unit (CPU for short), a network processor (NP for short), or the like.

The communication interface 43 is configured to communicate with an external device, 

and the communication interface 43 is controlled by the processor 41.

The memory 42 may be configured to store various data, such as various configuration 

parameters, and a software program and/or an application program module. The software 

program and/or the application program module may be executed by the processor 41. The

memory 42 may mainly include a program storage area and a data storage area. The program 

storage area may store an operating system 44 and an application program module 45 that is 

required by at least one function, such as a configuration module 451 and a sending module 

452. The data storage area may store data created according to use of the core network control 

plane device 160, such as first QoS information, second QoS information, etc.

Optionally, the processor 41 is configured to execute the modules in the application 

program module 45, and implement steps that need to be performed by the core network control 

plane device in FIGS. 5, 6, 7, 8, 9a-9b, 10 and 11.

In addition, the memory 42 is a computer readable storage medium, and may be 

implemented by any type of volatile or non-volatile storage device or a combination thereof, 

such as a static random access memory (SRAM), an electrically erasable programmable read-

only memory (EEPROM), an erasable programmable read-only memory (EPROM), a 

programmable read-only memory (PROM), a read-only memory (ROM), a magnetic memory, 

a flash memory, a magnetic disk, or an optical disc.
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Referring to FIG. 5, FIG. 5 shows a communication method according to an 

embodiment of the present invention. The method may be implemented by using the system 

shown in FIG. 1. In the embodiment shown in FIG. 5, an example in which a radio resource is 

configured according to pre-authorized QoS information is described. The method includes:

S501: A core network control plane device sends first pre-authorized QoS information 

to a terminal, and sends second pre-authorized QoS information to a first access network 

device.

The core network control plane device may configure the pre-authorized QoS 

information (including the first pre-authorized QoS information and the second pre-authorized 

QoS information) for the terminal according to subscription information (for example, 

subscription information of the terminal obtained from a home subscriber server (HSS for 

short)) of the terminal. In addition, the core network control plane device may further configure 

the pre-authorized QoS information for the terminal according to a common traffic (such as 

email or Taobao). The two cases may be combined.

In an implementation, the core network control plane device sends the second pre-

authorized QoS information to the first access network device by means of an access stratum 

(AS for short) message, and then the first access network device sends the first pre-authorized 

QoS information to the terminal by means of an AS message. In another implementation, the 

core network control plane device sends the second authorized QoS information to the first 

access network device by means of an AS message, and the core network control plane device 

sends the first authorized QoS information to the terminal by means of a non-access stratum 

(NAS for short) message, as shown in FIG. 5.

During implementation, the first pre-authorized QoS information and the second pre-

authorized QoS information may be sent in a protocol data unit (PDU for short) session 

establishment process, for example, may be sent by being carried in a session establishment

response message. Therefore, the core network control plane device may configure the pre-

authorized QoS information for the terminal when receiving a session establishment request 

message. It should be noted that, the PDU session establishment process may also be referred 

to as a public data network (PDN for short) connection establishment process. Alternatively, 

the first pre-authorized QoS information and the second pre-authorized QoS information may 

also be sent in an initial UE context setup process.
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Further, content of the first pre-authorized QoS information and the second pre-

authorized QoS information may be the same or different. When the first pre-authorized QoS 

information is different from the second pre-authorized QoS information, the first pre-

authorized QoS information may be a part of the second pre-authorized QoS information, or 

the first pre-authorized QoS information and the second pre-authorized QoS information 

partially overlap.

Specifically, the first pre-authorized QoS information includes at least one QoS 

parameter identifier, and each QoS parameter identifier may be used as an index and be 

corresponding to a QoS parameter of a data packet group (namely, an index of the QoS 

parameter corresponding to the data packet group). During implementation, in one manner, a 

correspondence between a QoS parameter identifier and a QoS parameter is defined in a 

standard. That is, a plurality of sets of QoS parameters (for example, each set of QoS 

parameters may include a priority, a latency, and a packet loss rate) are defined in the standard, 

a serial number is assigned to each set of QoS parameters, and the serial number may be used 

as the QoS parameter identifier. For example, a QoS parameter identifier 1 is corresponding to 

a first set of QoS parameters in the standard. In another manner, the correspondence between 

a QoS parameter identifier and a QoS parameter is configured by the core network control 

plane device, the QoS parameter identifier is used as an index and is corresponding to a set of 

several QoS parameters (for example, a QoS parameter identifier 2 is corresponding to a set of 

parameters such as a priority, a latency, a packet loss rate, and a guaranteed bit rate that are 

configured on a core network). The two correspondences may be used individually or may 

coexist.

Optionally, the first pre-authorized QoS information may further include: identification 

information of a network slice of a data packet group, wherein the identification information 

of the slice includes at least one of the following: a slice id, a slice type, a tenant type, a tenant 

identifier, a network function identifier, and the like.

In a first implementation, the first pre-authorized QoS information further includes a 

packet filter, and each packet filter is corresponding to a QoS parameter identifier. The packet 

filter may be configured to filter a data packet according to IP 5-tuple information or according 

to a source address and a destination address, to obtain a data packet group. The IP 5-tuple 

information is for an IP data packet, and may include one or more of a source IP address, a 

destination IP address, a source port, a destination port, and a protocol number. The source 

address and the destination address are for a non-IP data packet (such as an Ethernet frame). 
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For example, a group of IP data packets may be obtained through filtering by means of an IP 

5-tuple packet filter. For another example, a group of Ethernet frames may be obtained through 

filtering by means of a packet filter of at least one of a source address and a destination address 

of an Ethernet frame.

In a second implementation, the first pre-authorized QoS information further includes 

a correspondence between a QoS parameter identifier and application layer information. The 

application layer information may be information such as an application program ID of an 

application layer, so that the terminal may group a data packet by means of the application 

layer information, and match the data packet to a QoS parameter identifier.

Further, the first pre-authorized QoS information may include one or more sets of QoS 

information, wherein each set of QoS information includes a QoS parameter identifier of a data 

packet group and other corresponding information (such as application layer information of the 

traffic, or a packet filter, or a QoS parameter). The first pre-authorized QoS information 

includes a plurality of sets of QoS information, so that QoS information corresponding to a 

plurality of data packet groups may be sent to the terminal in one time. Network signaling 

overheads can be reduced compared with the prior art in which a terminal requests to establish 

a dedicated bearer, and a QoS parameter is configured for one data packet group each time 

according to a request of the terminal, and is sent to the terminal.

The second pre-authorized QoS information may include content of the first pre-

authorized QoS information; or include a part of content of the first pre-authorized QoS 

information. For example, the first pre-authorized QoS information includes a QoS parameter 

identifier and a corresponding packet filter (namely, the first implementation of the first pre-

authorized QoS information), and the second pre-authorized QoS information includes only a 

QoS parameter identifier but not a packet filter.

It should be noted that, when the correspondence between a QoS parameter identifier 

and a QoS parameter is defined by the standard, the correspondence may be pre-configured by 

an access network device; therefore, the second pre-authorized QoS information may include 

a QoS parameter corresponding to a data packet group, or may not include a QoS parameter 

corresponding to a data packet group. When the correspondence between a QoS parameter 

identifier and a QoS parameter is configured by the core network control plane device for the 

terminal, the second pre-authorized QoS information needs to include the QoS parameter 

corresponding to the QoS parameter identifier.
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Specifically, the QoS parameter may include one or more of a priority, a packet loss 

rate, a latency, a guaranteed bit rate (GBR for short), a maximum rate, a requested rate, a drop 

precedence of a single data packet, a priority of a single data packet, a session rate, and an 

allocation and retention priority (ARP for short). The guaranteed bit rate refers to a rate that 

the data packet group needs a network to guarantee. The maximum rate refers to a maximum 

transmission rate of the data packet group. The requested rate refers to a rate that a non-GBR 

traffic requests the network to provide, and refers generally to a rate required by the data packet 

group for meeting the traffic. The session rate refers to a maximum value of a sum of rates 

provided for all non-guaranteed bit rate data packet groups in a PDU session. The allocation 

and retention priority indicates a level of preempting and being preempted of a data packet 

group.

Further, during implementation, for a guaranteed bit rate traffic, the QoS parameter 

usually includes at least a priority, a packet loss rate, a latency, and a guaranteed bit rate. For a 

non-guaranteed bit rate traffic, the QoS parameter usually includes at least a priority, a packet 

loss rate, and a latency.

Optionally, the second pre-authorized QoS information may further include aggregated 

QoS information, wherein the aggregated QoS information is used to indicate an overall QoS 

requirement of a plurality of data packet groups. For example, the second pre-authorized QoS 

information may further include a maximum aggregate rate of a plurality of data packet groups, 

wherein the maximum aggregate rate indicates a maximum transmission rate of the plurality 

of data packet groups. During implementation, the plurality of data packet groups may belong 

to a same traffic; and further, the traffic may be a non-guaranteed bit rate traffic. Alternatively, 

the plurality of data packet groups may belong to the same network slice. Further, a maximum 

aggregate rate of the plurality of data packet groups may be a maximum aggregate rate of data 

packet groups of all non-GBR traffics of the slice, for example, a network slice-aggregate 

maximum bit rate (slice-AMBR for short). The network slice is a logical network function 

combination that supports a communication service requirement in a particular case. The 

network slice uses a logical resource rather than a physical resource, and helps an operator 

provide a service-based network architecture.

In a subsequent data packet transmission process of the data packet group, the first 

access network device performs rate control according to the aggregated QoS information, so 

that an overall maximum rate of the data packet group does not exceed a maximum aggregate 
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rate of the aggregated QoS information. For example, rate control is performed by means of 

uplink or downlink scheduling processing.

Further, optionally, the second pre-authorized QoS information may further include 

first indication information, wherein the first indication information is used to indicate whether 

the first access network device pre-configures a radio resource for a corresponding data packet 

group after receiving the second pre-authorized QoS information. Pre-configuring a radio 

resource is immediately configuring a radio resource after the pre-authorized QoS information 

is received.

In an implementation, the first indication information may be separately configured 

according to each data packet group, for example, indicates that a radio resource needs to be 

pre-configured for a data packet group 1 and a radio resource does not need to be pre-

configured for a data packet group 2. Alternatively, the first indication information may be set 

according to a QoS parameter of a data packet group. Specifically, the first indication 

information may be set according to a QoS parameter such as a category, a priority, or a latency. 

For example, whether a radio resource needs to be pre-configured is set separately according 

to a GBR traffic and a non-GBR traffic (category). Alternatively, the first indication 

information indicates that a radio resource needs to be pre-configured for a data packet group 

with a high priority (priority), or indicates that a radio resource needs to be pre-configured for 

a data packet group that has a strict requirement on a data latency (for example, a latency value 

is less than a specified value) (latency).

Further, for a data packet group for which a radio resource needs to be pre-established, 

the first indication information may further indicate a priority of a pre-established radio 

resource, and the access network device may selectively establish a radio resource for the data 

packet group depending on a network status. For example, when network load is relatively 

high, a radio resource may be established for only a data packet group with a high priority, and 

when network load is relatively low, a radio resource may also be established for a data packet 

group with a low priority.

Therefore, a radio resource may be flexibly established for a data packet group with 

pre-authorized QoS. The priority of the pre-established radio resource may be set according to 

one or more of QoS parameters of the data packet group, for example, may be set according to 

one or more of the QoS parameters such as the category, the priority, and the latency.
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During implementation, the first indication information may indicate only a data packet 

group for which a radio resource needs to be pre-configured, and if there is no explicit 

indication of a data packet group for which a radio resource needs to be pre-configured, the 

first access network device may not need to immediately establish a radio resource by default.

An effective range of the first indication information may be an uplink traffic, a 

downlink traffic, or uplink and downlink traffics. For example, if the effective range of the first 

indication information is an uplink traffic, an uplink radio resource is pre-configured for the 

data packet group, but a downlink radio resource is not pre-configured.

In another implementation, one or more data packet groups for which radio resources 

need to be pre-configured or one or more data packet groups for which no radio resource needs 

to be pre-configured may be determined through network negotiation or protocol agreement. 

In this case, the pre-authorized QoS information may not include the first indication 

information. Further, it may be considered by default that a radio resource needs to be pre-

configured for all pre-authorized QoS information, or it may be considered by default that no 

radio resource needs to be pre-configured for all pre-authorized QoS information.

Optionally, if a data channel needs to be established for data between the first access 

network device and a core network user plane device, the pre-authorized QoS information may 

further include second indication information, wherein the second indication information is 

used to indicate whether to establish a data channel, namely, establish a ground side channel 

between the first access network device and the core network user plane device. The data 

channel may be a bearer or a tunnel.

Further, if no data channel needs to be established for the data between the first access 

network device and the core network user plane device or a data channel needs to be established 

only for each terminal or each PDU session, for example, a data channel has been established 

for the terminal or the PDU session of the terminal between the first access network device and 

the core network user plane device, the second pre-authorized QoS information does not need 

to include the second indication information.

During implementation, the first indication information and the second indication 

information may be the same indication information. That is, the indication information 

simultaneously indicates whether to establish a radio bearer and a ground side bearer or a data 

channel.
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Further, the second pre-authorized QoS information may further include validation 

range information, wherein the validation range information is used to indicate a geographic 

area in which the second pre-authorized QoS information is effective, and the geographic area 

may be represented by means of a location area list and/or a routing area list.

S502:The first access network device receives the second pre-authorized QoS 

information, and configures a radio resource according to the second pre-authorized QoS 

information.

In the present embodiment, configuring a radio resource is allocating a radio resource 

for air interface transmission of a data packet, to perform uplink data transmission, and may 

include establishment of a radio bearer (RB for short) and a mapping relationship between a 

radio bearer and a data packet group (applicable to a case in which a radio bearer needs to be 

established for a data packet group), or may include only configuration of a mapping 

relationship between a data packet group and a radio bearer (applicable to a case in which a 

data packet group has been mapped to an existing radio bearer). The radio bearer is used for 

air interface data transmission, and the terminal may send the data packet group on a 

corresponding radio bearer according to the mapping relationship between a data packet group 

and a radio bearer. Further, the access network device may determine, according to a radio 

resource management (RRM for short) policy, to establish a new radio bearer for a data packet 

group corresponding to the QoS parameter or map the data packet group to an existing radio 

bearer.

Establishing a radio bearer includes establishing or modifying a radio bearer at an air 

interface, wherein a protocol stack corresponding to the RB includes a Packet Data 

Convergence Protocol (PDCP for short), a Radio Link Control Protocol (RLC for short), and a 

logical channel (LCH for short) parameter configuration. The first access network device 

configures a related parameter for each layer of the protocol stack, to indicate a transmission 

characteristic of the radio bearer (RB for short), and adapt to the QoS parameter.

Further, in a process of configuring a radio resource, the first access network device 

may consider one or both of identification information of the slice and session information of 

the data packet group. For example, the first access network device maps data packet groups 

that belong to different slices to different radio bearers. Data packet groups that belong to 

different sessions may also be mapped to different radio bearers.
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Further, the access network device may configure a binding relationship between a data 

packet group and a radio bearer, and a same radio bearer may be bound to data packet groups 

of a same PDU session.

Radio bearer configuration information includes a PDCP parameter configuration, an 

RLC parameter configuration, and an LCH parameter configuration.

The PDCP parameter configuration may include one or more of a discard timer 

(discardTimer), header suppression, a reordering timer, an SN length, and the like.

The RLC parameter configuration may include one or more of an uplink/downlink RLC 

mode, a poll retransmission timer, a status prohibit timer (t-StatusProhibit), a poll PDU, a poll 

byte, a maximum quantity of retransmissions, a reordering timer (t-Reordering), an SN length, 

and the like.

The logical channel parameter configuration of a MAC layer may include one or more 

of a priority, a nominal rate (prioritized bit rate), a bucket size duration, a home logical channel 

group, and the like.

The mapping relationship between a data packet group and a radio bearer may be any 

one of the following relationships: a mapping relationship between a data packet group 

identifier and an RB (such as a mapping relationship between the foregoing QoS parameter 

identifier and an RB), a mapping relationship between a packet filter and an RB, a mapping 

relationship between a data packet group priority and an RB (data groups of different priorities 

are mapped to different RBs), or a mapping relationship between a traffic category 

corresponding to a data packet group and an RB. The mapping relationship between a traffic 

category corresponding to a data packet group and an RB includes but is not limited to: 

mapping a GBR data packet group and a non-GBR data packet group to different RBs, or 

mapping all non-GBR data packet groups to a specified RB, or mapping non-GBR traffic data 

packet groups of a same PDU session to a same RB (for example, the mapping relationship 

may be a mapping relationship between an APN of a non-GBR traffic data packet group and a 

DRB ID, or a mapping relationship between an IP address of a non-GBR traffic data packet 

group and a DRB ID, or a mapping relationship between a tunnel ID of a non-GBR traffic data 

packet group and a DRB ID). Alternatively, the mapping relationship between a data packet 

group and a radio bearer may further be a combination of at least two of the foregoing mapping 

relationships, for example, data packet groups obtained by combining a packet filter and a 

priority being mapped to an RB.
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In addition, in a process of configuring a radio resource, the first access network device 

may further consider one or both of the identification information of the slice and the session 

information of the data packet group. For example, the first access network device maps data 

packet groups that belong to different slices to different radio bearers. Data packet groups that 

belong to different sessions may also be mapped to different radio bearers. Therefore, 

correspondingly, the mapping relationship between a data packet group and a radio bearer may 

further include a mapping relationship between a session and a radio bearer or a mapping 

relationship between a slice and a radio bearer.

It should be noted that, if the first access network device maps the data packet group to 

an existing radio bearer, in step S502, only the mapping relationship between a radio bearer 

and a data packet group needs to be established, and no radio bearer needs to be established or 

modified.

For a downlink traffic, the first access network device configures a mapping 

relationship between a data packet group and an RB.

Specifically, step S502 may include:

when the second pre-authorized QoS information includes the first indication 

information, and the first indication information indicates that a radio resource needs to be pre-

configured for the corresponding data packet group, immediately configuring a radio resource 

for the corresponding data packet group according to a QoS parameter in the second pre-

authorized QoS information; or

when the second pre-authorized QoS information includes the first indication 

information, and the first indication information indicates that no radio resource needs to be 

pre-configured for the corresponding data packet group, or the second pre-authorized QoS

information does not include the first indication information indicating that a radio resource 

needs to be pre-configured for the corresponding data packet group, configuring a radio 

resource for the data packet group when the terminal initiates the traffic (for example, sends a 

traffic request).

S503: The terminal receives the first pre-authorized QoS information.

After receiving the first pre-authorized QoS information, the terminal stores the first 

pre-authorized QoS information, so that when the traffic is subsequently initiated, traffic data 

is sent according to the first pre-authorized QoS information. Therefore, step S503 is performed 
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before the terminal initiates the traffic, that is, step S503 is performed before the terminal sends 

a traffic request.

Optionally, the core network control plane device may update the pre-authorized QoS 

information by means of an area update procedure such as a location area update and/or a 

routing area update, to update some or all information in the pre-authorized QoS information 

(including at least one of the first pre-authorized QoS information and the second pre-

authorized QoS information). The terminal and the first access network device receive updated 

pre-authorized QoS information, and update the locally stored pre-authorized QoS information.

S504: The first access network device sends radio resource configuration information 

to the terminal.

The radio resource configuration information includes the radio bearer configuration 

information and the mapping relationship between a data packet group and a radio bearer; or 

the radio resource configuration information includes the mapping relationship between a data 

packet group and a radio bearer.

Optionally, the radio resource configuration information may further include data 

transmission manner configuration information of a data packet. A data transmission manner 

includes a base station scheduling manner and a terminal contention manner. When the data 

transmission manner is the terminal contention manner, the radio resource configuration 

information further includes a contention resource configuration, such as a contention common 

channel configuration or a contention rule configuration. The common channel configuration 

may be a channel resource configuration, for example, one or both of a configuration of 

different protocol layers corresponding to a common channel and configuration information of 

a time-frequency domain resource corresponding to the common channel. A contention rule 

may include one or more rules of performing contention by the terminal, performing contention 

again after a random time following contention backoff, and the like.

S505: The terminal receives the radio resource configuration information.

The terminal receives and stores the radio resource configuration information, so that 

the terminal subsequently sends the data of the traffic by using a corresponding radio resource.

It should be noted that, there is no order between step S503 and step S505.

S506: The first access network device establishes a data channel between the first 

access network device and a core network user plane device.
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Specifically, the first access network device and the core network control plane device 

exchanges data channel establishment information to establish the data channel. During 

implementation, the data channel between the first access network device and the core network 

user plane device may be established in a PDU session establishment process.

It should be noted that, when the second pre-authorized QoS information includes the 

second indication information, and the second indication information indicates that a data 

channel needs to be pre-established for the data packet group, step S506 needs to be 

immediately performed after the first access network device receives the second pre-authorized 

QoS information.

The data channel may be established in a manner that each PDU session is 

corresponding to one data channel, that is, each PDU session is uniquely corresponding to one 

data channel. The data channel may also be established in a manner that each terminal is 

corresponding to one data channel, that is, each terminal is uniquely corresponding to one data 

channel.

The first access network device stores a correspondence between an RB and a data 

channel, and the core network user plane device stores a mapping relationship between a data 

channel and a packet filter.

S507: When initiating a traffic, the terminal sends data of the traffic according to the 

first pre-authorized QoS information.

Specifically, step S507 may include:

when the terminal has data of the traffic to be sent, filtering the data of the traffic by 

using a packet filter; and

sending a selected data packet to the access network device by using a corresponding 

radio bearer according to the mapping relationship, in the radio resource configuration 

information, between a data packet group and a radio bearer.

In an implementation, the corresponding radio bearer may be directly determined 

according to the mapping relationship between a data packet group and a radio bearer, for 

example, when the mapping relationship between a data packet group and a radio bearer is a 

mapping relationship between a data packet group identifier and a radio bearer.

In another implementation, the corresponding radio bearer needs to be indirectly 

determined according to the mapping relationship between a data packet group and a radio 
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bearer, for example, the radio resource configuration information carries a mapping 

relationship between a QoS parameter and a radio bearer (for example, a mapping relationship 

between a data packet group priority and an RB, or a mapping relationship between a latency 

of a data packet group and an RB). In this case, sending a selected data packet to the access 

network device by using a corresponding radio bearer according to the correspondence, in the 

radio resource configuration information, between a data packet group and a radio bearer 

includes:

determining, according to a packet filter passed by the selected data packet, a QoS 

parameter identifier corresponding to the packet filter; obtaining a QoS parameter 

corresponding to the QoS parameter identifier; and determining, according to the obtained QoS 

parameter, a radio bearer corresponding to the data packet group.

Alternatively, step S507 may include:

determining a radio bearer corresponding to the traffic; and

sending the data of the traffic to the first access network device by using the determined 

radio bearer. The radio bearer corresponding to the traffic is determined according to the 

correspondence, in the radio resource configuration information, between a data packet group 

and a radio bearer.

Optionally, when the radio resource configuration information further includes a data 

transmission manner, sending the data packet to the first access network device may include:

when the data transmission manner of the terminal is the base station scheduling 

manner, selecting, by the terminal according to the mapping relationship between a data packet 

group and an RB, an RB corresponding to the data packet group, and sending the data packet 

to the first access network device on the RB; or when the data transmission manner of the 

terminal is the contention manner, performing, by the terminal, contention on a common 

channel, and sending the data on a corresponding resource if the contention succeeds.

During implementation, the data packet group that passes the packet filter may be 

referred to as a flow. Therefore, the foregoing mapping relationship between a data packet 

group and an RB may be further referred to as a mapping relationship between a flow and an 

RB.

S508: The first access network device receives the data sent by the terminal, and 

forwards the data to the core network user plane device.
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Specifically, the access network device sends the received data packet to the core 

network user plane device through the data channel between the access network device and the 

core network user plane device. The data channel between the access network device and the 

core network user plane device may be established in the PDU session establishment process.

Specifically, step S508 includes: sending, by the first access network device, the data 

packet to the core network user plane device through a corresponding data channel.

Further, when the data channel is established in a manner that each PDU session is 

corresponding to one data channel, step S508 is implemented in the following manner:

obtaining, by the access network device, PDU session information corresponding to the 

data packet; and

sending the data packet to the core network user plane device by means of a data 

channel corresponding to the PDU session information.

Specifically, the obtaining, by the access network device, PDU session information 

corresponding to the data packet may be implemented in the following manner:

when the second pre-authorized QoS information is notified by the core network control 

plane device to the access network device or authorized QoS information is notified by the core 

network control plane device to the access network device includes session information, the 

PDU session information corresponding to the data packet may be obtained from the second 

pre-authorized QoS information or the authorized QoS information.

Further, the second pre-authorized QoS information or the authorized QoS information 

may explicitly or implicitly include the PDU session information. For example, the second pre-

authorized QoS information in the session establishment process may implicitly include the 

session information, and specific session information is associated according to different 

session establishment processes. When the core network control plane device notifies the 

access network device of the authorized QoS, the session information may be explicitly carried 

in the QoS information.

The access network device may filter the data packet, to obtain a QoS parameter 

corresponding to the data packet, and obtain the session information according to the QoS 

parameter. Therefore, the data packet is mapped to the corresponding data channel, and a

routing operation is implemented. In the session establishment process, a data channel of a 
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session is established between the access network device and the core network user plane 

device, and is used for data transmission of the PDU session on a ground side.

For example, a data packet group 1 belongs to a session 1, and a data packet group 2 

belongs to a session 2. The access network device receives several uplink data packets, filters 

the data packets according to a packet filter 1 of the data packet group 1 to obtain a data packet 

of the data packet group 1, and delivers the data packets of the data packet group 1 to a data 

channel 1 corresponding to the session 1, to implement routing. The data packets are filtered 

according to a packet filter 2 of the data packet 2 to obtain a data packet of the data packet 

group 2, and the data packets of the data packet group 2 are delivered to a data channel 2 

corresponding to the session 2, to implement routing. Further, the access network device may 

combine packet filters of all data packet groups of the session 1, to obtain a packet filter group 

of the session 1, and the access network device delivers, to the data channel 1 corresponding 

to the session 1, a data packet that is obtained through filtering by using the packet filter group 

of the session 1, to implement routing.

Further, if only the data packet groups of the same session are bound in the same radio 

bearer, namely, if several data packet groups of the session 1 are mapped to the same radio 

bearer, the access network device delivers an uplink data packet of the radio bearer to the data 

channel 1 corresponding to the session 1, to implement routing without a packet filtering 

operation.

In addition, for a downlink traffic, the first access network device configures the 

mapping relationship between a data packet group and an RB. When sending downlink data, 

the first access network device selects an RB corresponding to the data packet group by means 

of the mapping relationship between a data packet group and an RB, and sends the data to the 

terminal by means of the selected RB.

In the present embodiment, before the terminal initiates the traffic, the pre-authorized 

QoS information (including the first pre-authorized QoS information and the second pre-

authorized QoS information) is allocated to the terminal, and the pre-authorized QoS

information is sent to the terminal and the access network device. Therefore, when the terminal 

initiates the traffic, the access network device may configure a radio resource for the terminal 

without waiting for authorized QoS information from a core network device, and the terminal 

may send the data of the traffic by using the configured radio resource, so that a traffic start 

time of the terminal can be shortened, and signaling overheads on a core network side can be 
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reduced. In addition, if the access network device immediately configures a radio resource for 

the terminal after obtaining the pre-authorized QoS information, the terminal may enter a 

linked state before sending the data packet. A radio bearer and/or a ground side data channel 

are/is established, and when the terminal needs to send uplink data, the terminal may directly 

send the data on the pre-established radio bearer, thereby further increasing a data transmission 

start speed and improving user experience.

Referring to FIG. 6, FIG. 6 shows a communication method according to an 

embodiment of the present invention. The method is implemented by using the system shown 

in FIG. 1. In the embodiment shown in FIG. 6, present embodiment of the present invention is 

described in detail by using an example in which a radio resource is configured according to 

pre-authorized QoS information in a handover process. The method includes:

S601: A second access network device sends a handover request message to a first 

access network device.

The second access network device may also be referred to as a source-side access 

network device, and the first access network device may also be referred to as a target-side

access network device. A handover process message between the first access network device 

and the second access network device may be sent and received through a direct interface 

between the first access network device and the second access network device (a handover 

process between peer entities), or may be forwarded by a third party, for example, by a core 

network control plane device (a handover process performed by means of a core network).

The handover request message includes pre-authorized QoS information. The pre-

authorized QoS information in the handover request message may include a part or all of the 

second pre-authorized QoS information in the embodiment shown in FIG. 5, for example, may 

include only the QoS parameter identifier in step S501 and a QoS parameter corresponding to 

the QoS parameter identifier; or may include the QoS parameter identifier, the QoS parameter 

corresponding to the QoS parameter identifier, and the packet filter corresponding to the QoS 

parameter; or may further include the first indication information.

During implementation, the core network control plane device may update the pre-

authorized QoS information by means of a handover process, for example, update some or all 

information in the pre-authorized QoS information by means of the handover request message, 

and send updated pre-authorized QoS information to the target-side access network device 

and/or a terminal. The terminal and the target-side access network device receive the updated 
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pre-authorized QoS information, and update the locally stored pre-authorized QoS information. 

The terminal obtains the updated pre-authorized QoS information by means of an air interface 

message in the handover process.

Further, the handover request message may further include third indication information, 

wherein the third indication information is used to indicate whether a radio bearer has been 

established for a data packet group on a source side.

In an implementation, the third indication information may be an explicit indication for 

each data packet group, for example, attribute information carrying one QoS parameter, 

wherein the attribute information is used to indicate whether a radio resource has been 

configured for a data packet group, namely, whether a correspondence between a data packet 

group and a radio bearer has been established on the source side. In this implementation, the 

handover request message may further include data transmission indication information, 

wherein the data transmission indication information is used to indicate whether data of the 

data packet group for which a radio resource has been configured on the source side has been 

transmitted or is being transmitted.

In another implementation, the third indication information may be an implicit 

indication. For example, if the handover request message carries a correspondence between a 

data packet group and a radio bearer, it indicates that a radio resource has been configured on 

the source side for the data packet group corresponding to the set of QoS parameters, or if the 

handover request message does not carry the correspondence between a data packet group and 

a radio bearer, it indicates that no radio resource has been configured on the source side for the 

data packet group corresponding to the set of QoS parameters. In this implementation, the 

handover request message may further include data transmission indication information, 

wherein the data transmission indication information is used to indicate whether data of the 

data packet group for which a radio resource has been configured on the source side has been 

transmitted or is being transmitted.

In another implementation, the handover request message may not include the third 

indication information or the data transmission indication information, but another message in 

the handover process is used to carry the third indication information and the data transmission 

indication information. For example, a message that is sent by the source-side access network 

device to the target-side access network device and that carries a serial number status report 

(SN status report for short) may carry only an SN status of a data packet group for which the 
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mapping relationship between a data packet group and a radio bearer has been established, 

wherein the SN status is an uplink/downlink PDCP SN and hyper frame number (HFN for 

short) status. A target side receives the message that carries the SN status report, and can a 

specific data packet group for which a radio bearer has been established. If a PDCP SN and an 

HFN of the data packet group are both 0, it indicates that no data is being transmitted. In other 

words, the PDCP SN and the HFN are used as implicit third indication information and data 

transmission indication information.

S602: The first access network device receives the handover request message, and 

determines, according to pre-authorized QoS information in the handover request message, to 

perform judgment on request admission, to determine whether to admit a radio resource 

requested in the handover request message.

Admitting the radio resource requested in the handover request message refers to 

configuring the radio resource for the terminal according to the radio resource requested in the 

handover request message. Refer to step 502 for specific implementation of configuring the 

radio resource, and detailed description is omitted herein.

Specifically, the first access network device may use one or more pieces of the 

following information as an input of an admission judgment algorithm, to perform judgment 

on request admission:

a QoS parameter corresponding to each data packet group in the pre-authorized QoS 

information, whether a radio resource has been configured for a data packet group 

corresponding to the QoS parameter, whether data of the data packet group corresponding to 

the QoS parameter has been sent, and whether the data of the data packet group corresponding 

to the QoS parameter is being transmitted.

For example, when performing admission judgment, the first access network device 

may consider only the data packet group for which a radio resource has been configured, and 

determine, according to the QoS parameter of the data packet group and a resource status of 

the target side, whether to admit the data packet group for which a radio bearer has been 

established on the source side. For another example, when the target side is short of network 

resources, only a resource request of a data packet group with data to be sent may be 

considered.
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S603: The first access network device sends a handover response message to the second 

access network device, wherein the handover response message may be a handover preparation 

failure message or a handover preparation success message.

Specifically, when determining that none of resources requested in the handover request 

message is admitted, the first access network device sends the handover preparation failure 

message, wherein the handover preparation failure message is used to indicate that none of the 

resources requested in the handover request message is admitted; or when determining that all 

or some resources requested in the handover request message are admitted, the first access 

network device sends a handover preparation success message. That some of the resources 

requested in the handover request message are not admitted may include that some data packet 

groups in the pre-authorized QoS information for which radio bearers need to be pre-

established are not admitted by the first access network device.

Further, the handover preparation failure message may further carry a handover failure 

cause. A failure cause may be provided for each data packet group of the handover request. 

The failure cause includes but is not limited to: there is no available radio resource, pre-

establishment of a radio bearer with pre-authorized QoS is not supported, a QoS parameter is 

not supported, a geographic area is not supported, and the like. That a geographic area is not 

supported is that the traffic is not supported in a target cell of the target access network device, 

for example, some traffics are effective only in a particular geographic area. That a QoS 

parameter is not supported is that a traffic corresponding to the QoS parameter cannot be 

supported in the target access network device.

Further, the handover preparation success message may further carry a handover failure 

cause. Still further, a failure cause may be provided for each data packet group for which a 

resource is unsuccessfully prepared. For example, a list is carried, wherein the list includes an 

identifier of a data packet group for which a resource is unsuccessfully prepared and a 

corresponding failure cause. The failure cause includes but is not limited to: there is no 

available radio resource, pre-establishment of a radio bearer with pre-authorized QoS is not 

supported, a QoS parameter is not supported, a geographic area is not supported, and the like. 

That a geographic area is not supported is that the traffic is not supported in a target cell of the 

target access network device, for example, some traffics are effective only in a particular 

geographic area. That a QoS parameter is not supported is that a traffic corresponding to the 

QoS parameter cannot be supported in the target access network device.
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In addition, the handover preparation success message further includes related resource 

configuration information of a data packet group for which a resource is successfully prepared.

S604: The second access network device receives the handover response message, and 

determines, according to the handover response message, whether to initiate handover 

execution.

Specifically, if the second access network device receives the handover preparation 

success message, the second access network device may initiate handover execution, and hand 

the terminal over to a target cell, wherein the target cell is a cell provided by the first access 

network device.

Further, the second access network device may determine, according to a status of an 

admitted resource that is requested by the source side, not to initiate handover execution. For 

example, the target side admits only resource requests of some traffics, and the source side 

determines not to initiate handover execution. Alternatively, the source side may determine, 

according to a type of a traffic received by the target side, such as an authorized service or a 

pre-authorized service, whether to initiate a handover.

S605: When the second access network device determines to initiate handover 

execution, the second access network device sends, to the terminal, radio resource 

configuration information that is sent by the first access network device and that is of a data 

packet group for which a resource is successfully prepared.

Refer to step S504 for specific content of the radio resource configuration information, 

and detailed description is omitted herein.

S606: The terminal receives the radio resource configuration information.

In step S606, the terminal receives and stores the radio resource configuration 

information.

S607: When initiating a traffic, the terminal sends data of the traffic to the first access 

network device according to first pre-authorized QoS information by using a radio resource 

configured by the first access network device.

Refer to step S507 for a specific implementation process of step S607, and detailed 

description is omitted herein.

S608: The first access network device receives the data sent by the terminal, and sends 

the data to a core network user plane device.
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Refer to step S508 for an implementation process of step S608, and detailed description 

is omitted herein.

The example in which the terminal is handed over between access network devices in 

the radio access network has been described in the present embodiment. When the terminal is 

handed over between radio access networks, a handover request message sent by the source-

side access network device may carry only QoS information for requiring the access network 

device to establish a radio resource. After receiving the handover request message, the target-

side performs admission decision on the QoS information included in the handover request 

message, and if the target-side succeeds or partially succeeds in admission, the target-side 

returns a handover preparation success message, or otherwise, returns a handover preparation 

failure message.

In the present embodiment, the source-side access network device may determine, 

according to the handover preparation success message of the target-side access network 

device, whether to initiate a handover, and hand the terminal over to the target-side access 

network device, so that mobility performance of the terminal can be ensured. The target-side 

access network device configures a radio resource for the terminal in the handover process 

according to pre-authorized QoS. After the terminal is handed over to the target-side access 

network device, and when the data of the terminal arrives, the terminal may directly send the 

data on the configured radio resource, thereby increasing a data transmission start speed, and 

improving user experience.

Referring to FIG. 7, FIG. 7 shows another communication method according to an 

embodiment of the present invention. The method is implemented by using the system shown 

in FIG. 1. In the embodiment shown in FIG. 7, the method includes:

S701: A core network control plane device sends first pre-authorized QoS information 

to a terminal, and sends second pre-authorized QoS information to an access network device.

Refer to S501 for a specific implementation process, and detailed description is omitted 

herein.

S702: When initiating a traffic, the terminal sends QoS request information to the 

access network device.

Specifically, the terminal may send the QoS request information to the access network 

device by means of control plane signaling, for example, by means of an SRB message; or the 
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terminal may send the QoS request information to the access network device in a user plane 

manner.

When the terminal sends the QoS request information to the access network device in 

the user plane manner, a form of a Media Access Control-control element (MAC-CE for short) 

may be used, or an uplink data packet is sent on a default bearer, and new data indication 

information is carried in a data packet header. The new data indication information is used to 

indicate that the data packet is a new data packet, and indicate QoS information of the data 

packet group. The QoS information of the data packet group may be a QoS parameter identifier.

Further, the new data indication information may be set in the following manner: One 

bit is set in a PDCP layer data packet header, and is used to indicate whether the data is new 

data. For example, when a value of the bit is set to 1, it indicates that the data is new data, and 

when the value is set to 0, it indicates that the data is not new data.

The new data packet means that the access network device does not configure a 

corresponding RB for the data packet group. Correspondingly, after receiving the new data 

packet, the access network device configures an RB for the data packet group.

Specifically, the QoS request information may include part or all content of 

corresponding QoS information of the data packet group whose transmission is requested in 

the first pre-authorized QoS information. For example, if the corresponding QoS information 

in the first pre-authorized QoS information received by the terminal does not include a QoS 

parameter, the QoS request information includes only a data packet group identifier, or 

otherwise, may include a data packet group identifier and a corresponding QoS parameter, or 

include only a QoS parameter corresponding to the data packet group. Alternatively, the QoS 

request information may include reflective characteristic information, wherein the reflective 

characteristic information may include a downlink QoS parameter of the traffic and indication 

information that is used to indicate a capability of obtaining an uplink QoS parameter according 

to the downlink QoS parameter of the traffic. Optionally, the reflective characteristic 

information may further include a RB configuration of an uplink traffic. Further, optionally, 

the reflective characteristic information may further include identification information of slice 

of the traffic, and the identification information of the slice includes at least one of the

following: a slice id, a slice type, a tenant type, a tenant identifier, a network function identifier, 

and the like.
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Optionally, the QoS request information may further include indication information 

that is used to indicate a QoS information obtaining type, wherein the obtaining type may be 

obtaining the QoS information from the first pre-authorized QoS information (for example, 

obtaining a QoS parameter through mapping by using a packet filter), or may be obtaining the 

QoS information according to downlink QoS information.

Uplink QoS information obtained according to the downlink QoS information may 

include an uplink QoS parameter and a corresponding packet filter. The uplink QoS 

information may be obtained according to information about a downlink data packet. For 

example, the terminal reverses an IP 5-tuple of a downlink data packet header, that is, reverses 

a destination address and a source address, to obtain a packet filter of an uplink data packet 

group. An uplink QoS parameter and a downlink QoS parameter corresponding to the packet 

filter are the same, or the uplink QoS parameter and the downlink QoS parameter 

corresponding to the packet filter may also meet another mapping rule, and the core network 

control plane device may notify the terminal of the mapping rule in advance.

Further, when the indication information indicates that the QoS information obtaining 

type is obtaining the QoS information according to the downlink QoS information, the QoS 

request information may further include QoS information of a downlink data packet group or 

a downlink data packet group identifier, wherein the QoS information and the downlink data 

packet group identifier each are corresponding to the uplink QoS information. The downlink 

data packet group identifier may be one of a bearer identifier, a service identifier, a flow 

identifier, a channel identifier, a radio bearer identifier, and the like corresponding to the 

downlink data packet group.

Optionally, the QoS request information may further include PDU session information 

of the data packet group. The PDU session information may include at least one of the 

following: an access point name (APN for short); a PDN GW identifier; a PDN GW address

(an IP address or a non-IP address); an IP address allocated by a PDN GW to the terminal; a 

session identifier; and a DN identifier.

Optionally, the QoS request information may further include identification information 

of slice. The access network device uses identification information of slice of a received data 

packet group as reference information of a radio resource configuration of the data packet 

group. For example, independent radio bearers may be configured for data packet groups of 

different slices.
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It should be noted that, step S707 is directly performed without step S702 to step S706 

if the access network device has configured a radio bearer for the traffic of the terminal before 

the terminal initiates the traffic, for example, a radio bearer is pre-established according to the 

second pre-authorized QoS, or an uplink radio bearer is configured during configuration of a 

downlink radio bearer.

Correspondingly, the access network device receives the QoS information.

S703: The access network device obtains QoS policy information from the core 

network control plane device.

The QoS policy information includes pre-authorized QoS information. Further, in a 

scenario of supporting reflective QoS, the QoS policy information further includes a reflective 

QoS rule, wherein the reflective QoS rule is used to indicate a manner of obtaining the uplink 

QoS information according to the downlink QoS information. The core network control plane 

device may notify the access network device and the terminal of the reflective QoS rule. For 

example, the core network control plane device notifies the access network device and the 

terminal in a PDU session establishment process, or in a UE initial context setup process, or in 

another signaling interaction process between UE and the core network control plane device. 

It should be noted that, there is no order between step S703 and steps S701 and S702, and the 

access network device may obtain the QoS policy information after receiving the QoS request 

information, or obtain the QoS policy information in advance.

Specifically, in a scenario of supporting reflective QoS, the method may further 

include:

Step 1: When a downlink traffic is established, the core network control plane device 

notifies the access network device of a downlink QoS parameter of the traffic, and indicates 

that the traffic has a reflective characteristic. In other words, an uplink QoS parameter of the 

traffic can be obtained according to the downlink QoS parameter of the traffic.

Further, the core network control plane device may notify the access network device of 

the downlink QoS parameter of the traffic in a control plane or user plane manner.

Step 2: The access network device sends reflective characteristic information of the 

traffic to the terminal.

Specifically, the access network device may notify the terminal of the reflective 

characteristic information of the traffic in one of the following two manners:
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In a first manner, the terminal is notified in a user plane manner.

For example, the reflective characteristic information is carried in a data packet header 

of a PDCP layer. Alternatively, the reflective characteristic information may be carried in a 

header of another protocol layer, for example, carried in a header of an RLC layer or a MAC 

layer.

In a second manner, the terminal is notified in a control plane manner.

For example, the reflective characteristic information is sent to the terminal by means 

of an RRC message, and the message explicitly indicates that the traffic has a reflective 

characteristic. Alternatively, an implicit manner may be used, and an uplink configuration of 

the radio bearer is used to indicate that the traffic has a reflective characteristic. That is, if the 

access network device carries the uplink configuration of the radio bearer in the reflective 

characteristic information, it indicates that the traffic has a reflective characteristic.

In the present embodiment, the terminal may obtain the QoS information in two 

manners, that is, obtain the uplink QoS information according to the first pre-authorized QoS 

information and according to the downlink QoS information. In this case, the terminal may 

obtain the QoS information in such a manner that it is obtained latterly in a chronological order. 

Specifically, if the terminal first receives the first pre-authorized QoS information and then 

receives the reflective characteristic information, the uplink QoS information includes the QoS 

information obtained according to the downlink QoS information, or if the terminal first 

receives the reflective characteristic information and then receives the first pre-authorized QoS 

information, the uplink QoS information includes at least a part of the first pre-authorized QoS 

information.

S704: The access network device verifies, according to the QoS policy information, 

QoS information reported by the terminal. If the verification succeeds, S706 is performed; or 

otherwise, S705 is performed.

When the uplink QoS information is pre-authorized QoS information, QoS verification 

is to verify whether a correspondence between a QoS parameter and a data packet filter is 

correct. When the uplink QoS information is reflective QoS, QoS verification is to verify 

whether the mapping manner meets the reflective QoS rule.

S705: The access network device sends, to the terminal, a message for indicating that 

the QoS information is wrong.
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The access network device notifies, in step S705, the terminal that the QoS information 

is wrong, and does not configure a radio resource.

S706: The access network device configures a radio resource for a data packet group, 

and sends radio resource configuration information to the terminal.

Specifically, the access network device may configure the radio resource for the data 

packet group according to the uplink QoS information in the QoS request information. 

Correspondingly, the terminal receives the radio resource configuration information.

Refer to step 502 for a specific implementation process that the access network device 

configures the radio resource for the data packet group, and details are not described herein.

S707: When initiating a traffic, the terminal sends data of the traffic to the access 

network device according to the radio resource configuration information by means of a radio 

bearer corresponding to the data packet group.

Refer to step S507 for a specific implementation process of the step 707, and details are 

not described herein again.

S708: The access network device receives the data that is sent by the terminal by using 

the established radio bearer, and sends the received data to a core network user plane device.

Refer to step S508 for a specific implementation process of step S708, and details are 

not described herein again.

In addition, in addition to a manner in step S508 of obtaining, by the access network 

device, the PDU session information corresponding to the data packet, the PDU session 

information corresponding to the data packet may also be obtained in the following manner: 

The QoS request information carries the PDU session information, and the PDU session 

information corresponding to the data packet is directly obtained from the QoS request 

information.

In the present embodiment, a bearer of a data packet group corresponding to QoS is 

established by means of a QoS request and verification between the terminal and the access 

network device, so that a new traffic can be fast established between the terminal and the access 

network device. Compared with an existing traffic establishment procedure, in the present 

embodiment, fast data transmission can be implemented, an uplink data transmission latency 

can be reduced, and user experience can be improved.

Petitioners' Exhibit 1015 
Nokia of America Corp., et al. v. KT Corporation, et al. 

Case No. IPR2025-00036; U.S. Patent No. 11,627,631 
Page 54 of 100



WO 2018/059592 PCT/CN2017/105046

Referring to FIG. 8, FIG. 8 shows another communication method according to an 

embodiment of the present invention. The method is implemented by using the system shown 

in FIG. 1. In the embodiment shown in FIG. 8, the method includes:

S801: During establishment of a traffic, a core network control plane device sends a 

downlink QoS parameter and an uplink QoS parameter of the traffic to an access network 

device, and indicates that the traffic has a reflective characteristic.

Having a reflective characteristic means a capability of obtaining an uplink QoS 

parameter of the traffic according to a downlink QoS parameter of the traffic.

S802: The access network device sends the reflective characteristic information of the 

traffic to the terminal.

The reflective characteristic information includes the downlink QoS parameter of the 

traffic and indication information that is used to indicate a capability of obtaining an uplink 

quality of traffic parameter according to the downlink quality of traffic parameter of the traffic.

Optionally, the reflective characteristic information may further include an uplink RB 

configuration of the traffic.

In step S802, the reflective characteristic information of the traffic may be sent to the 

terminal in a user plane or control plane manner. Refer to related description in the embodiment 

shown in FIG. 7 for a specific implementation process, and detailed description is omitted 

herein.

Optionally, the core network control plane device may update QoS information of the 

traffic, and send updated QoS information to the access network device. Correspondingly, the 

method of present embodiment may further include:

receiving, by the terminal, updated reflective characteristic information sent by the 

access network device, and updating the locally stored reflective characteristic information 

according to the updated reflective characteristic information.

Specifically, if the reflective characteristic information of the traffic is sent in a user 

plane manner, correspondingly, the updated reflective characteristic information of the traffic 

is updated by means of an indication carried by a different packet header, for example, the 

updated reflective characteristic information is updated to having no reflective characteristic. 

If the reflective characteristic information of the traffic is sent in a control plane manner, 

correspondingly, the updated reflective characteristic information of the traffic is updated by 
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means of RRC signaling, for example, the updated reflective characteristic information is 

updated to having no reflective characteristic.

S803: When initiating the traffic, the terminal sends data of the traffic according to the 

reflective characteristic information.

Specifically, refer to related content in the embodiment shown in FIG. 7 for specific 

implementation of step S803, and detailed description is omitted herein.

It should be noted that, if the core network control plane device or the access network 

device further notifies the terminal of uplink QoS information of the traffic, the terminal may 

obtain the QoS parameter in two manners. In this case, the terminal may obtain the QoS 

parameter in such a manner that it is obtained latterly in a chronological order. For example, if 

the terminal is first notified of the reflective characteristic information, and then receives the 

uplink QoS information that is notified by the core network control plane device, the terminal 

obtains the QoS parameter by using the uplink QoS information that is notified by the core 

network control plane device.

The embodiment of the present invention may further include a traffic release 

procedure. Specifically, the traffic release procedure includes the following two manners.

First manner (the terminal triggers a traffic release):

Referring to FIG. 9a, in the first manner, the communication method in the present 

embodiment further includes the following steps.

Step S901a: The terminal monitors whether the traffic is terminated.

Specifically, step S901 a may include:

monitoring, by the terminal, whether a traffic end instruction of an application layer is 

received, and when the traffic end instruction is received, determining that the traffic is 

terminated; or

when a data volume of the traffic is zero or less than a specified threshold, starting, by 

the terminal, a timer, and if the data volume of the traffic is not increased when the timer 

expires, determining that the traffic is terminated; or if the data volume of the traffic is 

increased before the timer expires, resetting the timer, and restarting the timer next time when 

the data volume of the traffic is zero or less than the specified threshold.
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The timer may be set by the core network control plane device, is carried in the first 

pre-authorized QoS information, and is sent to the terminal (for example, is sent to the terminal 

by means of a NAS message); or the timer may be set by the access network device, and the 

timer is sent to the terminal by means of an RRC message or a user plane control PDU.

During implementation, different timer values may be configured for different traffics, 

and the timer may be used for both an uplink traffic and a downlink traffic, or used for only for 

an uplink traffic or a downlink traffic.

In addition, the specified threshold may be configured by using a manner the same as 

that of the timer, and detailed description is omitted herein.

Step S902a: When monitoring that the traffic is terminated, the terminal sends a traffic 

termination request to the access network device.

The traffic termination request may be sent in a control plane or user plane manner. The 

control plane manner may be a manner through an RRC message, wherein the RRC message 

comprises QoS information of a data packet group that needs to be terminated and indication 

information for requesting traffic termination, and the QoS information is a QoS parameter 

identifier. The user plane manner may be a manner through a data packet that indicates that the 

traffic ends. For example, a PDCP PDU is generated at a PDCP layer, and the PDCP PDU is 

set to an endmarker PDU, to indicate that the traffic ends. Alternatively, the PDCP PDU carries 

a QoS parameter identifier and traffic termination indication information, or a format of the 

PDCP PDU is used to indicate that the traffic is terminated.

In addition, the access network device may be further notified by means of an RLC 

PDU or a MAC PDU, wherein the RLC PDU or the MAC PDU carries a QoS parameter 

identifier and traffic termination indication information, or a format of the PDU is used to 

indicate that the traffic is terminated.

In another implementation, the terminal sends an RB release request message to the 

access network device only when all services of a radio bearer corresponding to the terminal 

are terminated. The message carries an RB identifier, and further carries a cause value of an 

RB release request, for example, one traffic ends or all traffics end. The terminal does not send 

a traffic termination request to the access network device for termination of a single traffic, but 

only initiates a radio bearer release request.

The terminal may further notify the access network device in a user plane manner, and 

may use a data packet that indicates that the traffic ends. For example, a PDCP PDU is 
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generated at a PDCP layer, and the PDCP PDU is set to an endmarker PDU, to indicate that 

the traffic ends, or the PDU carries all QoS parameter identifiers and traffic termination 

indication information, or a format of the PDU is used to indicate that the traffic is terminated. 

It is also possible that the PDU carries an RB identifier. Further, the PDU does not carry the 

QoS parameter identifier, to indicate that all traffics carried on the RB are terminated.

Step S903a: The access network device receives the traffic termination request, releases 

a radio resource configuration of the traffic according to the traffic termination request, and 

sends a release indication of the radio resource configuration of the traffic to the terminal.

After receiving the traffic request, the access network device terminates the radio 

resource configuration for a data packet group of the traffic. The access network device initiates 

a radio resource configuration release of the data packet group to the terminal, and may notify 

the terminal by means of an RRC message or a user plane PDU.

Step S904a: The terminal releases the radio resource configuration of the traffic 

according to the release indication of the radio resource configuration sent by the access 

network device.

The release indication may include releasing a data packet group identifier or a QoS 

parameter identifier of the radio resource.

Specifically, step S904 a may include:

releasing, by the terminal, a correspondence between a data packet group and a radio 

bearer.

If the data packet group is a last data packet group of the radio bearer, a release of the 

radio resource configuration includes release of the radio bearer. The terminal receives the 

release indication, and releases the radio bearer. The release indication includes releasing an 

identifier of the radio bearer.

Further, the access network device may not notify the terminal to release the 

correspondence between a data packet group and a radio bearer, but only notify the terminal to 

release a radio bearer.

If the radio bearer is a last radio bearer of the terminal, the release indication may be an 

RRC link release message. The terminal receives the release indication, and releases an RRC 

link.

Second manner (the access network device triggers a traffic release):
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Referring to FIG. 9b, in the second manner, the communication method in the present 

embodiment further includes:

Step S901b: The access network device monitors whether the traffic is terminated.

Specifically, the access network device determines termination of a traffic (which may 

be an uplink traffic or a downlink traffic) by means of a timer. When a data volume of the 

traffic is zero or less than a specified threshold, the access network device starts the timer, and 

if the data volume of the traffic is not increased when the timer expires, it indicates that the 

traffic is terminated; or if the data volume of the traffic is increased before the timer expires, 

the access network device resets the timer, and restarts the timer next time when the data 

volume of the traffic is zero or less than the specified threshold.

The timer may be set in one of the following two manners:

In a first manner, the core network control plane device sets the timer, which is included 

in pre-authorized QoS information, and is notified to the access network device by the core 

network control plane device. Of course, the timer may also be included in another message 

and sent to the access network device.

In a second manner, the access network device sets the timer.

The threshold for triggering a start of the timer may be set by the core network control 

plane device or the access network device.

Method 1: The core network control plane device sets the threshold for triggering the 

start of the timer, which is included in pre-authorized QoS information or another message, 

and is notified to the access network device by the core network control plane device.

Method 2: The access network device sets the threshold for triggering the start of the 

timer. The access network device determines termination of a traffic by means of the timer.

Step S902b: The access network device releases a radio resource configuration of the 

traffic, and sends a release indication of the radio resource configuration of the traffic to the 

terminal.

Refer to step S903a for a specific process, and detailed description is omitted herein.

Step S903b: The terminal receives the release indication of the radio resource of the 

traffic, and releases the radio resource configuration of the traffic according to the release 

indication of the radio resource configuration sent by the access network device.
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Refer to step S904 a for a specific process, and detailed description is omitted herein.

Further, the access network device may not notify the terminal to release the 

correspondence between a data packet group and a radio bearer, but only notify the terminal to 

release a radio bearer.

Further, if the radio bearer is a last radio bearer of the terminal, the release indication 

may be an RRC link release message.

According to this implementation, the access network device and/or the terminal 

detect/detects termination of the traffic by means of the timer, and release/releases a radio 

resource configured for the traffic. Compared with the prior art in which a traffic release is 

notified by means of signaling, overheads of a traffic termination notification message are 

reduced, and the radio resource is released in a timely manner, thereby improving utilization 

of radio resources and enhancing a network capacity.

It should be noted that, the traffic release procedures shown in FIGS. 9a and 9b may be 

combined with the embodiments shown in FIGS. 5, 6, 7 and 8.

Referring to FIG. 10, FIG. 10 shows another communication method according to an 

embodiment of the present invention. The method is implemented by using the system shown 

in FIG. 1. In the embodiment shown in FIG. 10, a NAS PDU carries user data to implement a 

fast start of an uplink traffic. The method includes:

S1001: A terminal sends an AS message to an access network device.

The AS message carries a NAS PDU, and the NAS PDU includes user data.

The AS message may be an RRC message, and the RRC message includes one of an 

RRC connection request, an RRC connection reestablishment request, a UE information 

response message, and the like.

Further, the NAS PDU includes session information, and the access network device 

forwards the NAS PDU to a target core network control plane device according to the session 

information.

S1002: The access network device receives the AS message, and forwards a NAS PDU 

to a core network control plane device.

By means of S1001 and S1002, the user data may be carried in the NAS PDU and sent 

to the core network control plane device.
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S1003: The core network control plane device detects user data in the NAS PDU, and 

determines QoS information corresponding to the user data.

Specifically, the QoS information corresponding to the user data may be determined 

with reference to policy information.

Content of the QoS information may be the same as that of the second pre-authorized 

QoS information in step S501, and detailed description is omitted herein.

S1004: The core network control plane device notifies a core network user plane device, 

the access network device, and the terminal of the QoS information.

Optionally, the method further includes: notifying, by the core network control plane 

device, the terminal of the QoS information. The terminal may be notified of a part of the QoS 

information, for example, only a packet filter and a maximum rate parameter.

S1005: The core network control plane device obtains the user data from a NAS layer 

PDU, and sends the user data to an application server.

In an implementation, S1005 may include: directly forwarding, by the core network 

control plane, the user data to the application server. In this implementation, the core network 

control plane device may establish a data channel between the core network control plane 

device and the application server for the terminal, and this data channel may be in a form of an 

IP tunnel. The core network control plane device may establish the data channel for the terminal 

in a terminal attachment process, maintain the data channel, and release the data channel when 

the terminal is detached.

In another implementation, S1005 may include: sending, by the core network control 

plane device, the user data to the core network user plane device, so that the core network user 

plane device sends the user data to the application server. A data channel between the core 

network user plane device and the application server is established, and the core network 

control plane device may establish the data channel for the terminal in the terminal attachment 

process, maintain the data channel, and release the data channel when the terminal is detached.

S1006: The access network device receives the QoS information sent by the core 

network control plane device, and configures a radio resource for the traffic according to the 

received QoS information.

S1007: The access network device sends radio resource configuration information to 

the terminal.
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Refer to step S502 for specific implementation processes of steps S1006 and S1007, 

and detailed description is omitted herein.

S1008: The terminal receives the radio resource configuration information sent by the 

access network device, and sends data according to the radio resource configuration 

information.

Refer to related description in the embodiment shown in FIG. 5 for a specific process, 

and detailed description is omitted herein.

Further, the radio resource configuration information may further indicate which radio 

bearer is a default radio bearer. The default radio bearer may be established for each session, 

and is configured to carry a default QoS traffic.

In the present embodiment, the terminal sends initial data of the traffic to an accurate 

core network control plane device by means of a NAS, so that an uplink data transmission 

speed can be increased, and a traffic start is accelerated, thereby improving user experience.

Referring to FIG. 11, FIG. 11 shows another communication method according to an 

embodiment of the present invention. The method is implemented by using the system shown 

in FIG. 1. In the embodiment shown in FIG. 11, data is sent by using a common bearer. The 

method includes:

S1101: In a PDN connection process, a core network control plane device interacts with 

an access network device, to establish a common bearer between a core network user plane 

device and the access network device.

The common bearer is a user plane data channel, and is configured to transmit a data 

packet between the access network device and the core network user plane device. Specifically, 

the common bearer is a data channel other than a data channel, corresponding to a default 

bearer, between the access network device and the core network user plane device, and is 

configured to transmit traffic data for which no QoS has been configured. For example, new 

data triggered by an uplink traffic of the terminal may be first sent to the core network user 

plane device, and QoS information may be configured subsequently, and the data that is first 

sent to the core network user plane device is the traffic data for which no QoS has been 

configured.

During implementation, the common bearer may be established according to a PDU 

session. That is, each session is uniquely corresponding to one common bearer. The common 
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bearer may also be established according to a node. That is, the access network device and an 

access network user plane device are uniquely corresponding to one common bearer.

The default bearer is applicable to a non-GBR traffic. When a new traffic is established, 

if the default bearer cannot carry the traffic, a new dedicated bearer needs to be established for 

the traffic. Before the new dedicated bearer is established, data of the new traffic is sent by 

means of the common bearer.

Step S1102: When a terminal needs to send user data of a new traffic, the terminal sends 

the user data of the new traffic to the access network device.

The new traffic is a traffic for which no QoS parameter has been configured.

Specifically, the terminal may send the user data of the new traffic to the access network 

device in any one of the following manners:

First manner: User data of a new uplink traffic is sent by means of an SRB, such as an 

SRB1 or an SRB2 or a new SRB.

Specifically, the terminal may send the new user data by means of the SRB after an 

RRC connection is established. For example, a message 1 may be newly defined, and the 

message 1 is specially used to send user data, of the new traffic, for which no QoS has been 

configured. Further, the message 1 further includes session information of the user data, 

wherein the session information may include at least one of the following: an APN; a PDN GW 

identifier; a PDN GW address (an IP address or a non-IP address); an IP address allocated by 

a PDN GW to the terminal; a session identifier; and a DN identifier. Further, the newly-defined 

message 1 further includes new data indication information, used to indicate that the data 

packet is a new data packet, namely, a data packet for which no QoS parameter has been 

configured. Specifically, the new data indication information may be carried by means of a 

message name or message content.

Second manner: The access network device establishes, for each terminal, a data radio 

bearer specially for transmitting user data for which no QoS has been configured, and the 

terminal transmits, on the data radio bearer, all user data packets for which no QoS has been 

configured, wherein session information is carried in an air interface data packet header. 

Specifically, the session information may be carried in an unoccupied field of an IP header of 

an air interface data packet, or a protocol header may be added outside a data packet IP layer, 

and the session information is carried in the protocol header. Alternatively, the session 

information is carried in a PDCP protocol header. It should be noted that, if the data radio 
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bearer is established corresponding to each session, namely, a DRB is established for each 

session, the data packet header does not need to carry the session information.

Third manner: The access network device establishes a DRB for the terminal 

corresponding to each session, and the terminal transmits, on the radio bearer, a new user data 

packet, of the session, for which no QoS has been configured, wherein new data indication 

information is carried in an air interface data packet header. Specifically, the new data 

indication information may be carried in an unoccupied field of an IP header of an air interface 

data packet; or a protocol header may be added outside a data packet IP layer, and the new data 

indication information is carried in the protocol header; or the new data indication information 

may be carried in a PDCP header, as shown in a black part in FIG. 12a.

Step S1103: The access network device receives the data of the new traffic sent by the 

terminal, and sends the received data of the new traffic to the core network user plane device 

through a ground side channel.

Specifically, for the first and the third manners of step S1102 in which the terminal 

sends the user data of the new traffic to the access network device, the access network device 

may learn, according to the new data indication information, that the user data of the new traffic 

is a data packet, of the traffic, for which no QoS parameter has been configured. For the second 

manner of step S1102 in which the terminal sends the user data of the new traffic to the access 

network device, the access network device may learn, according to an attribute of the data radio 

bearer, that the user data of the new traffic is a data packet, of the traffic, for which no QoS 

parameter has been configured.

In step S1103, the access network device first removes the new data indication 

information in the second and the third manners, and then sends the data to the core network 

user plane device.

In the present embodiment, the access network device may send the data of the new 

traffic to the core network user plane device by means of the common bearer, wherein the 

common bearer is exclusively configured to transmit the data packet, of the traffic, for which 

no QoS parameter has been configured. Further, the session information may be carried in the 

data packet. Specifically, the session information may be carried in a tunnel protocol header. 

For example, if a GPRS tunneling protocol user plane (GTPU for short) tunnel is used, the 

session information is carried in a GTPU header. The session information may also be carried 
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in an application layer IP header or a transport layer IP header, as shown in a black part in FIG. 

12b.

In another embodiment, the access network device may send the data of the new traffic 

to the core network user plane device through a tunnel, and the data packet, for which no QoS 

parameter has been configured, that is of the traffic and that is transmitted on the tunnel carries 

new data indication information. Specifically, the new data indication information may be 

carried in a tunnel protocol header. If a GTPU tunnel is used, the new data indication 

information is carried in a GTPU header. Alternatively, the new data indication information 

may be carried in an application layer IP header or a transport layer IP header. In this case, step 

S1101 does not need to be performed.

Further, one common bearer or tunnel between the access network device and the core 

network user plane device may be established for each PDU session, and the access network 

device selects, according to a PDU session to which the data of the new traffic belongs, a 

common bearer or a tunnel corresponding to the PDU session, and sends the data.

Step S1104: The core network user plane device receives the data of the new traffic on 

the common bearer, and sends the data of the new traffic to a corresponding DN.

Step S1105: The core network user plane device notifies the core network control plane 

device of the data of the new traffic.

Specifically, because the common bearer is exclusively configured to send the data of 

the traffic for which no QoS parameter has been configured, the core network user plane device 

may know that data transmitted on the common bearer is the data of the traffic for which no 

QoS parameter has been configured, and after receiving the data transmitted on the common 

bearer, sends the data to the core network control plane device, to trigger a QoS authorization 

process.

Step S1106: The core network control plane device generates authorized QoS 

information, and the core network control plane device sends the QoS information to the core 

network user plane device, the access network device, and the terminal.

Step S1107: The access network device configures a radio resource for the new traffic 

of the terminal according to the QoS information.

After configuration, the access network device sends radio resource configuration 

information to the terminal. After receiving the radio resource configuration information, the 
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terminal sends the data of the new traffic on the corresponding radio resource according to the 

radio resource configuration information, for example, transmits the data on a data radio bearer 

corresponding to the new traffic. Refer to related description in the embodiment shown in FIG. 

5 for a specific process, and detailed description is omitted herein.

Further, in the present embodiment, if QoS information such as a QoS parameter 

identifier is carried in a packet header of a data packet for which a QoS parameter is configured, 

a location that is in the packet header of the data packet and that carries the QoS parameter 

identifier may be set to null, to indicate that the data packet is new data, that is, a data packet 

for which no QoS parameter has been configured.

In the present embodiment, the terminal sends an uplink new data packet to the access 

network device, the access network device selects a target core network user plane device and 

sends the uplink new data packet to the target core network user plane device according to new 

data packet indication and/or session information of the data packet, to trigger a QoS 

authorization process, so that new data is accurately sent to the target core network user plane 

device, to initiate the new traffic, thereby ensuring normal initiation of a traffic establishment 

procedure.

The following are apparatus embodiments in embodiments of the present invention. 

Refer to the foregoing corresponding method embodiments for details that are not specifically 

described in the apparatus embodiments.

FIG. 13 shows a block diagram of a communication apparatus according to an 

embodiment of the present invention. The communication apparatus may be implemented as a 

whole or a part of a terminal by means of a dedicated hardware circuit or a combination of 

software and hardware. The communication apparatus includes a receiving unit 1320 and a 

sending unit 1340. The receiving unit 1320 is configured to receive first QoS information 

before the terminal initiates a traffic. The sending unit 1340 is configured to: when the terminal 

initiates the traffic, send, according to the first QoS information received by the receiving unit 

1320, data of the traffic by using a radio resource that is configured by an access network device 

for the traffic, wherein the radio resource is configured by the access network device according 

to second QoS information, and both the first QoS information and the second QoS information 

are configured by a core network control plane device for the traffic of the terminal before the 

terminal initiates the traffic.
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The first QoS information includes at least one of first pre-authorized QoS information 

and reflective characteristic information, and the reflective characteristic information includes 

a downlink QoS parameter of a traffic and indication information that is used to indicate a 

capability of reflection.

Optionally, the sending unit 1340 is further configured to send QoS request information 

to the access network device, so that the access network device configures a radio resource for 

the traffic of the terminal according to the QoS request information.

Further, the QoS request information may include uplink QoS information, wherein the 

uplink QoS information includes at least a part of the first pre-authorized QoS information, or 

the uplink QoS information includes a QoS parameter obtained according to the downlink QoS 

parameter of the traffic. Optionally, the QoS request information further includes at least one 

of a protocol data unit PDU session information and identification information of network slice 

of the traffic.

Still further, if the receiving unit 1320 first receives the first pre-authorized QoS 

information and then receives the reflective characteristic information, the uplink QoS 

information includes the QoS parameter obtained according to the downlink QoS parameter of 

the traffic, or if the receiving unit 1320 first receives the reflective characteristic information 

and then receives the first pre-authorized QoS information, the uplink QoS information 

includes at least a part of the first pre-authorized QoS information.

Optionally, the receiving unit 1320 is further configured to receive updated reflective 

characteristic information sent by the access network device, wherein the updated reflective 

characteristic information is carried in a data packet header or is sent by using radio resource 

control RRC signaling.

Optionally, the receiving unit 1320 is further configured to receive updated first pre-

authorized QoS information sent by the core network control plane device, wherein the updated 

first pre-authorized QoS information is sent by the core network control plane device in an area 

update procedure or a process in which the terminal is handed over between different access 

network devices.

Optionally, the apparatus further includes a processing unit 1360. In an implementation, 

the processing unit 1360 is configured to filter the data of the traffic by using a packet filter 

indicated by the first pre-authorized QoS information. Therefore, the sending unit 1340 is 

configured to send, to the access network device by using a radio bearer corresponding to the 
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packet filter indicated by the first QoS information, the data packet selected by the processing 

unit. In another implementation, the processing unit 1360 is configured to determine a radio 

bearer corresponding to the traffic, and the sending unit 1340 is configured to send the data of 

the traffic to the access network device by using the radio bearer determined by the processing 

unit.

In an implementation of present embodiment, the apparatus further includes a 

monitoring unit 1380. The monitoring unit 1380 is configured to monitor whether the traffic is 

terminated. Correspondingly, the sending unit 1340 is further configured to: when the terminal 

monitors that the traffic is terminated, send a traffic termination request to the access network 

device, or when the terminal monitors that traffics corresponding to a same radio bearer are all 

terminated, send a radio bearer release request to the access network device.

Specifically, the monitoring unit 1380 is configured to start a timer when a data volume 

of the traffic is zero or less than a specified threshold, and if the data volume of the traffic is 

not increased when the timer expires, determine that the traffic is terminated.

During implementation, the sending unit is configured to send a traffic termination 

request to the access network device in a user plane or control plane manner.

Refer to the method embodiment in FIG. 5, 6, 7, 8, or 9a-9b for related details.

It should be noted that, the receiving unit 1320 may be implemented by a receiver, or 

implemented through coordination of a processor and a receiver; the sending unit 1340 may be 

implemented by a transmitter, or implemented through coordination of a processor and a 

transmitter; and the processing unit 1360 and the monitoring unit 1380 may be implemented 

by using a processor, or implemented by a processor by executing a program instruction in a 

memory.

FIG. 14 is a block diagram of a communication apparatus according to another 

embodiment of the present invention. The communication apparatus may be implemented as a 

whole or a part of a first access network device by means of a dedicated hardware circuit or a 

combination of software and hardware. The communication apparatus includes a receiving unit 

1420 and a configuration unit 1440. The receiving unit 1420 is configured to receive second 

QoS information. The configuration unit 1440 is configured to configure a radio resource for a 

terminal according to the second QoS information. The receiving unit 1420 is further 

configured to receive data of a traffic that is sent by the terminal by using the radio resource, 

wherein the data of the traffic is sent by the terminal according to first QoS information, the 
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first QoS information is received before the terminal initiates the traffic, and both the first QoS 

information and the second QoS information are configured by a core network control plane 

device for the traffic of the terminal before the terminal initiates the traffic.

Specifically, the configuration unit 1440 is configured to establish a radio bearer and a 

correspondence between a data packet group and the radio bearer according to the second QoS 

information, or establish a correspondence between a data packet group and a radio bearer 

according to the second QoS information.

The second QoS information includes at least one of second pre-authorized QoS 

information and reflective characteristic information, and the reflective characteristic 

information includes a downlink QoS parameter of a traffic and indication information that is 

used to indicate a capability of obtaining an uplink QoS parameter according to the downlink 

QoS parameter of the traffic.

Further, the second pre-authorized QoS information may include at least one of first 

indication information, second indication information, and validation range information. The 

first indication information is used to indicate whether to pre-configure a radio resource for a 

corresponding data packet group; the second indication information is used to indicate whether 

to pre-establish a ground side channel for the corresponding data packet group, and the ground 

side channel is a data channel between an access network device and a core network user plane 

device; and the validation range information is used to indicate a geographic area in which the 

second pre-authorized QoS information is effective.

Still further, the configuration unit 1440 is configured to: when the second QoS 

information is the second pre-authorized QoS information, and the first indication information 

indicates that a radio resource needs to be pre-configured for the corresponding data packet 

group, immediately configure a radio resource for the corresponding data packet group 

according to the second pre-authorized QoS information if the receiving unit receives the 

second pre-authorized QoS information.

Optionally, the apparatus further includes an update unit 1450. The receiving unit 1420 

is further configured to receive updated second QoS information sent by the core network 

control plane device; and the update unit 1450 is configured to update the locally stored second 

QoS information by using the updated second QoS information received by the receiving unit 

1420.
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In an implementation, the receiving unit 1420 is further configured to receive QoS 

request information sent by the terminal; and the configuration unit 1440 is configured to 

configure a radio resource for the terminal according to the QoS request information received 

by the receiving unit.

Optionally, the apparatus may further include a verification unit 1460, configured to 

verify the QoS request information; and correspondingly, the configuration unit 1440 is 

configured to configure a radio resource for the terminal when the verification on the QoS 

request information succeeds.

Optionally, the apparatus may further include a sending unit 1470. The sending unit 

1470 is configured to send the reflective characteristic information of the traffic to the terminal.

In an implementation, the apparatus further includes a release unit 1480. The receiving 

unit 1420 is further configured to receive a traffic release request sent by the terminal; and the 

release unit 1480 is configured to release, according to the traffic release request received by 

the receiving unit 1420, the radio resource allocated to the traffic, and notify the terminal to 

release a radio resource configuration of the traffic.

In another implementation, the apparatus may further include a detecting unit 1490. 

The detecting unit 1490 is configured to detect whether the traffic is terminated. The release 

unit 1480 is configured to: when the detecting unit detects that the traffic is terminated, release, 

according to a traffic release request of the terminal, the radio resource allocated to the traffic, 

and notify the terminal to release a radio resource configuration of the traffic.

In another implementation, the receiving unit 1420 is configured to receive a handover 

request message sent by a second access network device, wherein the handover request 

message includes the second QoS information.

Further, the handover request message carries at least one of third indication 

information and data transmission indication information, wherein the third indication 

information is used to indicate whether a radio bearer has been established for a corresponding 

data packet group on a source side, and the data transmission indication information is used to 

indicate whether data of the corresponding data packet group has been transmitted or is being 

transmitted.

Correspondingly, the configuration unit is configured to determine, according to at least 

one of the following information, whether to configure a radio resource for the terminal: 

whether the second access network device has established a radio bearer for the data packet 
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group, whether data of the data packet group for which the second access network device has 

established a radio bearer has been transmitted, and whether the data of the data packet group 

for which the second access network device has established a radio bearer is being transmitted.

In this case, the sending unit 1470 is configured to send a handover response message 

to the second access network device, wherein the handover response message includes a 

handover preparation success message and a handover preparation failure message, the

handover preparation success message is used to indicate that the first access network device 

determines to admit all or some resources requested by the handover request message, and the 

handover preparation failure message is used to indicate that the first access network device 

determines not to admit a resource requested by the handover request message.

The handover preparation success message and the handover preparation failure 

message carry a handover failure cause, wherein the handover failure cause is one of the 

following: there is no available radio resource, pre-establishment of a radio bearer with pre-

authorized QoS is not supported, a QoS parameter is not supported, and a geographic area is 

not supported.

Refer to the method embodiment in FIG. 5, 6, 7, 8, or 9a-9b for related details.

It should be noted that, the sending unit 1470 may be implemented by a transmitter, or 

implemented through coordination of a processor and a transmitter; the receiving unit 1420 

may be implemented by a receiver Rx, or implemented through coordination of a processor 

and a receiver; and the configuration unit 1440, the verification unit 1460, the update unit 1450, 

the release unit 1480, and the detecting unit 1490 may be implemented by a processor, or 

implemented by a processor by executing a program instruction in a memory.

FIG. 15 shows a block diagram of a communication apparatus according to an 

embodiment of the present invention. The communication apparatus may be implemented as a 

whole or a part of a terminal by means of a dedicated hardware circuit or a combination of 

software and hardware. The communication apparatus includes a receiving unit 1520, a sending 

unit 1540, and a configuration unit 1560. The sending unit 1540 is configured to send, to a core 

network control plane device, a data packet, for which no QoS parameter has been configured, 

that is of a traffic and that is sent by a terminal. The receiving unit 1520 is configured to receive 

QoS information sent by the core network control plane, wherein the QoS information is 

generated according to the data packet, of the traffic, for which no QoS parameter has been 
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configured. The configuration unit 1560 is configured to configure a radio resource for the 

traffic according to the QoS information received by the receiving unit.

In an implementation, the receiving unit 1520 is configured to receive an access stratum 

AS message sent by the terminal, wherein the AS message includes a non-access stratum 

protocol data unit NAS PDU, and the data packet for which no QoS parameter has been 

configured is carried in the NAS PDU; and the sending unit 1540 is configured to forward the 

NAS PDU to the core network control plane device.

In another implementation, the receiving unit 1520 is configured to receive the data 

packet, for which no QoS parameter has been configured, that is of the traffic and that is sent 

by the terminal by using any one of a signaling radio bearer, a common radio bearer, and a 

default radio bearer, wherein the common radio bearer is exclusively configured to send the 

data packet for which no QoS parameter has been configured, and the data packet, of the traffic, 

for which no QoS parameter has been configured carries new data indication information. The 

sending unit 1540 is configured to send, to the core network control plane device, the received 

data packet, of the traffic, for which no QoS parameter has been configured, wherein the data 

packet, of the traffic, for which no QoS parameter has been configured is sent to a core network 

user plane device through a ground side channel, and then is sent to the core network control 

plane device by the core network user plane device.

Further, the data packet, for which no QoS parameter has been configured, that is of the 

traffic and that is transmitted on the signaling radio bearer or the common radio bearer further 

includes PDU session information of the traffic. Still further, the PDU session information of 

the traffic is carried in a tunnel protocol header of the data packet, or is carried in an application 

layer IP header of the data packet, or is carried in a transport layer IP header of the data packet.

Further, the ground side channel is a common bearer or a tunnel. The common bearer 

is exclusively configured to transmit the data packet, of the traffic, for which no QoS parameter 

has been configured. The data packet, for which no QoS parameter has been configured, that 

is of the traffic and that is transmitted on the tunnel carries new data indication information. 

Still further, the new data indication information is carried in a tunnel protocol header of the 

data packet, or is carried in an application layer IP header of the data packet, or is carried in a 

transport layer IP header of the data packet.

Refer to the method embodiment in FIG. 10 or 11 for related details.
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It should be noted that, the sending unit 1540 may be implemented by a transmitter, or 

implemented through coordination of a processor and a transmitter; the receiving unit 1520 

may be implemented by a receiver Rx, or implemented through coordination of a processor 

and a receiver; and the configuration unit 1560 may be implemented by a processor, or 

implemented by a processor by executing a program instruction in a memory.

FIG. 16 shows a block diagram of a communication apparatus according to an 

embodiment of the present invention. The message sending apparatus may be implemented as 

a whole or a part of a terminal by means of a dedicated hardware circuit or hardware and 

software combination. The communication apparatus includes a receiving unit 1620 and a 

sending unit 1640. The sending unit 1640 is configured to send, to a core network control plane 

device, a data packet, of a traffic, for which no QoS parameter has been configured; the 

receiving unit 1620 is configured to receive radio resource configuration information sent by 

an access network device, wherein the radio resource configuration information is configured 

by the access network device according to received QoS information sent by the core network 

control plane, and the QoS information is generated according to the data packet, of the traffic, 

for which no QoS parameter has been configured; and the sending unit 1640 is further 

configured to send data of the traffic according to the radio resource configuration information.

In an implementation, the sending unit 1640 is configured to send an access stratum AS 

message to the access network device, wherein the AS message includes a non-access stratum 

protocol data unit NAS PDU, the data packet for which no QoS parameter has been configured 

is carried in the NAS PDU, and the access network device sends the NAS PDU to the core 

network control plane device.

In another implementation, the sending unit 1640 is configured to send, to the access 

network device by using any one of a signaling radio bearer, a common radio bearer, and a 

default radio bearer, the data packet, of the traffic, for which no QoS parameter has been 

configured, so that the access network device forwards the data packet to the core network 

control plane device, wherein the common radio bearer is exclusively configured to send the 

data packet for which no QoS parameter has been configured, and the data packet, of the traffic, 

for which no QoS parameter has been configured carries new data indication information.

Further, the data packet, for which no QoS parameter has been configured, that is of the 

traffic and that is transmitted on the signaling radio bearer or the common radio bearer further 

includes PDU session information of the traffic. Still further, the PDU session information of 
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the traffic is carried in a tunnel protocol header of the data packet, or is carried in an application 

layer IP header of the data packet, or is carried in a transport layer IP header of the data packet.

Refer to the method embodiment in FIG. 10 or 11 for related details.

It should be noted that, the sending unit 1640 may be implemented by a transmitter, or 

implemented through coordination of a processor and a transmitter; and the receiving unit 1620 

may be implemented by a receiver Rx, or implemented through coordination of a processor 

and a receiver.

FIG. 17 shows a structural diagram of a communication chip according to an 

embodiment of the present invention, wherein the communication chip is applied for a device 

of mobile communication system, such as the foregoing access network device, terminal, or

core network control plane device. The communication chip includes a processor 1710, a 

memory 1720, and a communication interface 1730. The processor 1710 is separately 

connected to the memory 1720 and the communication interface 1730 by means of a bus.

The communication interface 1730 is configured to communicate with another device 

for communication.

The processor 1710 includes one or more processing cores. The processor 1710 runs an 

operating system or an application program module.

Optionally, the memory 1720 may store an operating system 1722 and an application 

program module 1724 that is required by at least one function. Optionally, the application 

program module 1724 includes a receiving module 1724 a, a processing module 1724 b, and a 

sending module 1724 c. The receiving module 1724 a is configured to implement steps related 

to receiving; the processing module 1724 b is configured to implement steps related to 

calculation and processing; and the sending module 1724 c is configured to implement steps 

related to sending.

In addition, the memory 1720 may be implemented by any type of volatile or non-

volatile storage device or a combination thereof, such as a static random access memory 

(SRAM), an electrically erasable programmable read-only memory (EEPROM), an erasable 

programmable read-only memory (EPROM), a programmable read-only memory (PROM), a 

read-only memory (ROM), a magnetic memory, a flash memory, a magnetic disk, or an optical 

disc.
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It can be understood by a person skilled in the art that the structure shown in FIG. 17 

constitutes no limitation on the communication chip, and the communication chip may include 

more or fewer components than those shown in the figure, or some components may be 

combined, or the components may be disposed in a different manner.

With reference to the foregoing feasible designs in this application, the present 

invention further provides the following optional embodiments:

Embodiment 1: A communication method, the method including:

before initiating a traffic, receiving, by a terminal, first quality of service information; 

and

when initiating the traffic, sending, by the terminal according to the first quality of 

service information, data of the traffic by using a radio resource that is configured by an access 

network device for the traffic, wherein the radio resource is configured by the access network 

device according to second quality of service information, and both the first quality of service 

information and the second quality of service information are configured by a core network 

control plane device for the traffic of the terminal before the terminal initiates the traffic.

Embodiment 2: In the method according to Embodiment 1, the first quality of service 

information includes at least one of first pre-authorized quality of service information and 

reflective characteristic information, wherein the reflective characteristic information includes 

a parameter of downlink quality of service of the traffic and indication information that is used 

to indicate a capability of obtaining a parameter of uplink quality of service according to a 

parameter of downlink quality of service of the traffic.

Embodiment 3: In the method according to Embodiment 2, the method further includes:

sending, by the terminal, quality of service request information to the access network 

device, so that the access network device configures a radio resource for the traffic of the 

terminal according to the quality of service request information, wherein the quality of service 

request information includes uplink quality of service information, and the uplink quality of 

service information includes at least a part of the first pre-authorized quality of service 

information, or the uplink quality of service information includes a quality of service parameter 

obtained according to the downlink quality of service parameter of the traffic.
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Embodiment 4: In the method according to Embodiment 3, the quality of service 

request information further includes at least one of protocol data unit PDU session information 

and identification information of network slice of the traffic.

Embodiment 5: In the method according to Embodiment 3, the method further includes:

if the terminal first receives the first pre-authorized quality of service information and 

then receives the reflective characteristic information, the uplink quality of service information 

includes the quality of service parameter obtained according to the downlink quality of service 

parameter of the traffic, or if the terminal first receives the reflective characteristic information 

and then receives the first pre-authorized quality of service information, the uplink quality of 

service information includes at least a part of the first pre-authorized quality of service 

information.

Embodiment 6: In the method according to Embodiment 2, the method further includes:

receiving, by the terminal, updated reflective characteristic information sent by the 

access network device, wherein the updated reflective characteristic information is carried in a 

data packet header or is sent by means of radio resource control RRC signaling; or

the method further includes:

receiving, by the terminal, updated first pre-authorized quality of service information 

sent by the core network control plane device, wherein the updated first pre-authorized quality 

of service information is sent by the core network control plane device in an area update 

procedure or a process in which the terminal is handed over between different access network 

devices.

Embodiment 7: In the method according to any one of Embodiments 1 to 6, the method 

further includes:

monitoring, by the terminal, whether the traffic is terminated; and

when the terminal monitors that the traffic is terminated, sending, by the terminal, a 

traffic termination request to the access network device in a user plane manner; or

when the terminal monitors that traffics corresponding to a same radio bearer are all 

terminated, sending, by the terminal, a radio bearer release request to the access network 

device.
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Embodiment 8: In the method according to Embodiment 7, monitoring, by the terminal, 

whether the traffic is terminated includes:

when a data volume of the traffic is zero or less than a specified threshold, starting, by 

the terminal, a timer, and if the data volume of the traffic is not increased when the timer 

expires, determining that the traffic is terminated.

Embodiment 9: A communication method, the method including:

receiving, by a first access network device, second quality of service information;

configuring, by the first access network device, a radio resource for a terminal 

according to the second quality of service information; and

receiving, by the first access network device, data of a traffic that is sent by the terminal 

by using the radio resource, wherein the data of the traffic is sent by the terminal according to 

first quality of service information, the first quality of service information is received before 

the terminal initiates the traffic, and both the first quality of service information and the second 

quality of service information are configured by a core network control plane device for the 

traffic of the terminal before the terminal initiates the traffic.

Embodiment 10: In the method according to Embodiment 9, configuring, by the first 

access network device, the radio resource for the terminal according to the second quality of 

service information includes:

establishing, by the first access network device, a radio bearer and a correspondence 

between a data packet group and the radio bearer according to the second quality of service 

information, or establishing a correspondence between a data packet group and a radio bearer 

according to the second quality of service information.

Embodiment 11: In the method according to Embodiment 9, the second quality of 

service information includes at least one of second pre-authorized quality of service 

information and reflective characteristic information, wherein the reflective characteristic

information includes a downlink quality of service parameter of the traffic and indication 

information that is used to indicate a capability of obtaining an uplink quality of service 

parameter according to the downlink quality of service parameter of the traffic.

Embodiment 12: In the method according to Embodiment 11, the second pre-authorized 

quality of service information includes at least one of first indication information, second 

indication information, and validation range information; the first indication information is 
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used to indicate whether to pre-configure a radio resource for a corresponding data packet 

group; the second indication information is used to indicate whether to pre-establish a ground 

side channel for the corresponding data packet group, and the ground side channel is a data 

channel between an access network device and a core network user plane device; and the 

validation range information is used to indicate a geographic area in which the second pre-

authorized quality of service information is effective.

Embodiment 13: In the method according to Embodiment 12, configuring, by the first 

access network device, the radio resource for the terminal according to the second quality of 

service information includes:

when the second quality of service information is the second pre-authorized quality of 

service information, and the first indication information indicates that a radio resource needs 

to be pre-configured for the corresponding data packet group, immediately configuring, by the 

first access network device, a radio resource for the corresponding data packet group according 

to the second pre-authorized quality of service information when receiving the second pre-

authorized quality of service information.

Embodiment 14: In the method according to Embodiment 9, the method further 

includes:

receiving, by the first access network device, updated second quality of service 

information sent by the core network control plane device; and

updating, by the first access network device, the locally stored second quality of service 

information by using the updated second quality of service information.

Embodiment 15: In the method according to Embodiment 9, configuring, by the first 

access network device, the radio resource for the terminal according to the second quality of 

service information includes:

receiving, by the first access network device, quality of service request information sent 

by the terminal, wherein the quality of service request information includes uplink quality of 

service information, and the uplink quality of service information includes at least a part of the 

first pre-authorized quality of service information, or the uplink quality of service information 

includes a quality of service parameter obtained according to the downlink quality of service 

parameter of the traffic; and
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configuring, by the first access network device, a radio resource for the terminal 

according to the quality of service request information.

Embodiment 16: In the method according to Embodiment 15, the quality of service

information further includes at least one of PDU session information and identification 

information of network slice of the traffic.

Embodiment 17: In the method according to Embodiment 9, the method further 

includes:

sending, by the first access network device, the reflective characteristic information of 

the traffic to the terminal.

Embodiment 18: In the method according to any one of Embodiments 9 to 17, the 

method further includes:

releasing, by the first access network device according to a traffic release request of the 

terminal, the radio resource allocated to the traffic, and notifying the terminal to release a radio 

resource configuration of the traffic; or

when the first access network device detects that the traffic is terminated, releasing the 

radio resource allocated to the traffic, and notifying the terminal to release a radio resource 

configuration of the traffic.

Embodiment 19: In the method according to Embodiment 9, receiving, by a first access 

network device, second quality of service information includes:

receiving, by the first access network device, a handover request message sent by a 

second access network device, wherein the handover request message includes the second 

quality of service information.

Embodiment 20: In the method according to Embodiment 19, the handover request 

message carries at least one of third indication information and data transmission indication 

information, wherein the third indication information is used to indicate whether a radio bearer 

has been established for a corresponding data packet group on a source side, and the data 

transmission indication information is used to indicate whether data of the corresponding data 

packet group has been transmitted or is being transmitted.

Embodiment 21: In the method according to Embodiment 19, configuring, by the first 

access network device, the radio resource for the terminal according to the second quality of 

service information includes:
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determining, by the first access network device according to at least one of the 

following information, whether to configure a radio resource for the terminal: whether the 

second access network device has established a radio bearer for the data packet group, whether 

data of the data packet group for which the second access network device has established a 

radio bearer has been transmitted, and whether the data of the data packet group for which the 

second access network device has established a radio bearer is being transmitted.

Embodiment 22: In the method according to any one of Embodiments 19 to 21, the 

method further includes:

sending, by the first access network device, a handover response message to the second 

access network device, wherein the handover response message includes a handover 

preparation success message and a handover preparation failure message, the handover 

preparation success message is used to indicate that the first access network device determines 

to admit all or some resources requested by the handover request message, and the handover 

preparation failure message is used to indicate that the first access network device determines 

not to admit a resource requested by the handover request message.

Embodiment 23: In the method according to Embodiment 22, the handover preparation 

success message and the handover preparation failure message carry a handover failure cause, 

wherein the handover failure cause is one of the following: there is no available radio resource, 

pre-establishment of a radio bearer with pre-authorized quality of service is not supported, a 

quality of service parameter is not supported, and a geographic area is not supported.

Embodiment 24: A terminal, the terminal including a processor, a memory, and a 

transceiver; wherein the processor, the memory, and the transceiver are coupled by means of a 

bus; the memory is configured to store a program instruction; and the processor executes the 

program instruction stored in the memory, so that the terminal executes the method according 

to any one of Embodiments 1 to 8.

Embodiment 25: An access network device, the access network device including a 

processor, a memory, and a transceiver; wherein the processor, the memory, and the transceiver 

are coupled by means of a bus; the memory is configured to store a program instruction; and 

the processor executes the program instruction stored in the memory, so that the access network 

device executes the method according to any one of Embodiments 9 to 23.

Only preferred embodiments of the present invention are described above, but are not 

intended to limit the present invention. Any modifications, equivalent replacements, and 
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improvements made without departing from the spirit and principle of the present invention 

shall fall within the scope of protection of the present invention.
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CLAIMS

1. A communication method, characterized by comprising:

sending, by a radio access network device, quality of service information from a core 

network control plane device, wherein the quality of service information comprises reflective 

characteristic information, and the reflective characteristic information comprises a downlink 

quality of service parameter of a traffic and indication information that is used to indicate a 

capability of obtaining an uplink quality of service parameter according to the downlink quality 

of service parameter of the traffic;

configuring, by the radio access network device, a radio resource for a terminal 

according to the quality of service information; and

receiving, by the radio access network device, data of the traffic that is sent from the 

terminal by using the radio resource.

2. The method according to claim 1, wherein configuring, by the radio access network 

device, the radio resource for the terminal according to the quality of service information 

comprises:

establishing, by the radio access network device, a radio bearer and a correspondence 

between a data packet group and the radio bearer according to the quality of service 

information, or

establishing, by the radio access network, a correspondence between a data packet 

group and a radio bearer according to the quality of service information.

3. The method according to any one of claim 1 or 2, further comprising:

receiving, by the radio access network device, updated quality of service information 

sent by the core network control plane device; and

updating, by the radio access network device, the locally stored quality of service 

information by using the updated quality of service information.
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4. The method according to any one of claims 1-3, wherein the quality of service 

information further comprises at least one of PDU session information and identification 

information of a network slice of the traffic.

5. The method according to any one of claims 1-4, further comprising:

sending, by the radio access network device, the reflective characteristic information of 

the traffic to the terminal.

6. The method according to any one of claims 1-5, comprising:

receiving, by the radio access network device, a handover request message sent by 

another radio access network device, wherein the handover request message comprises the 

quality of service information.

7. The method according to claim 6, wherein the handover request message carries at least 

one of third indication information and data transmission indication information, wherein the 

third indication information is used to indicate whether a radio bearer has been established for 

a corresponding data packet group on a source side, and the data transmission indication 

information is used to indicate whether data of the corresponding data packet group has been 

transmitted or is being transmitted.

8. The method according to any one of claims 1-7, wherein configuring, by the radio 

access network device, the radio resource for the terminal according to the quality of service 

information comprises:

determining, by the radio access network device according to at least one of the 

following information, whether to configure the radio resource for the terminal: whether the 

second access network device has established a radio bearer for a data packet group, whether 

data of the data packet group for which the second access network device has established the 

radio bearer has been transmitted, and whether the data of the data packet group for which the 

second access network device has established the radio bearer is being transmitted.
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9. A radio access network device, characterized by comprising a processor, a memory, 

and a transceiver; wherein the processor, the memory, and the transceiver are coupled by means 

of a bus; the memory is configured to store a program instruction; and the processor executes 

the program instruction stored in the memory, so that the radio access network device performs 

the method according to any one of claims 1-8.

10. A system chip, which is applicable to a radio access network device, the system chip 

comprising: an input/output interface, at least one processor, a memory, and a bus; wherein the 

input/output interface, the at least one processor, and the memory communicate with each other 

by means of the bus; the memory stores a program instruction; the input/output interface is 

used by the system chip to receive data from and send data to outside; and the at least one 

processor invokes the program instruction stored in the memory, to perform an operation of 

the radio access network device in the method according to any one of claims 1-8.

11. A computer program product, which is applicable to a radio access network device, 

characterized by comprising an instruction, wherein the instruction is executed to perform an 

operation of the radio access network device in the method according to any one of claims 1-

8.

12. A computer-readable storage medium, which is applicable to a radio access network 

device, characterized by having an instruction stored thereon, wherein the instruction is 

executed to perform an operation of the radio access network device in the method according 

to any one of claims 1-8.

13. A mobile communication system, characterized by comprising the radio access network 

device according to claim 9.
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