
(12) United States Patent 

US008265705B2 

(10) Patent No.: US 8,265,705 B2 
Lee (45) Date of Patent: Sep. 11, 2012 

(54) MOBILE TERMINAL AND METHOD OF (56) References Cited 
EXECUTING CALL FUNCTION USING THE 
SAME U.S. PATENT DOCUMENTS 

7,069,056 B2 * 6/2006 Iwata et al. ................... 455,566 
(75) Inventor: Khwanhee Lee, Seoul (KR) 7,239,900 B2 * 7/2007 Choi et al. ................. 455,5753 

FOREIGN PATENT DOCUMENTS 
(73) Assignee: LG Electronics Inc., Seoul (KR) 

EP 1 O76 442 A2 2, 2001 
ck 

(*) Notice: Subject to any disclaimer, the term of this E. 1973: A: 338 
patent is extended or adjusted under 35 EP 1826.989 A1 8/2007 
U.S.C. 154(b) by 293 days. WO WO 2006/123211 A2 * 11/2006 

WO WO 2008. 146747 A1 12/2008 

(21) Appl. No.: 12/603,626 OTHER PUBLICATIONS 

(22) Filed: Oct. 22, 2009 European Search Report dated Oct. 6, 2010 issued in Application No. 
9 O9 O13758. 

(65) Prior Publication Data * cited by examiner 

US 2010/O298O33 A1 Nov. 25, 2010 Primary Examiner — Nay A Maung 

(30) Foreign Application Priority Data Assistant Examiner — Angelica Perez 
(74) Attorney, Agent, or Firm — KED & Associates, LLP 

May 22, 2009 (KR) ........................ 10-2009-0044912 
(57) ABSTRACT 

(51) Int. Cl. A mobile terminal and a method of executing a call function 
H04B I/38 (2006.01) using the mobile terminal are provided such that the call 

(52) U.S. Cl. ................... 455/566:379/.433.04; 345/169; function is executed in the mobile terminal including a plu 
34.5/173 rality of touch screens, and various graphic user interfaces 

(58) Field of Classification Search .................. 455/566, with respect to the call function are displayed to a user such 
455/569.1, 575..1, 575.3, 550.1; 379/.433.04. 

379/.433.01; 345/169,173, 156, 1.1–1.3 
See application file for complete search history. 

that the user can conveniently use the call function. 

16 Claims, 16 Drawing Sheets 

100- a 

102 
10 

15b 

O 195 

15 
101 

131 Hong Gildong 
Receive 151 a 

20 

  

Page 1 of 25 GOOGLE EXHIBIT 1008



U.S. Patent Sep. 11, 2012 

FIG. 1 

110 
V 

RADIO COMMUNICATION 
UNIT 

BROADCAS 
RECE WING MODULE 

MOBILE COMMUNICATION 
MODULE 

WIRELESS INTERNET 
MODULE 

111 - 

112 

13 

A LOCAL AREA 
COMMUNICATION MODULE 

15 - LOCATION 
NFORMATION MODULE 

120 - A/W INPUT UNIT 

CAMERA 

MCROPHONE 

30 

133 SECOND TOUCH DEVICE 

140- SENSING UNIT H 

Sheet 1 of 16 US 8,265,705 B2 

100 

POWER SUPPLY - 190 

150 

OUTPUT UNI 

FIRST TOUCH DEVICE -- 15 

AUDIO OUTPUT MODULE 152 

ALARM 153 

HAPTIC MODULE 154 

CONTROLLER 
180 

MULTIMEDIA 160 
MODULE -18 

MEMORY 

INTERFACE 170 

  

    

  

  

Page 2 of 25



U.S. Patent Sep. 11, 2012 Sheet 2 of 16 US 8,265,705 B2 

  

Page 3 of 25



U.S. Patent Sep. 11, 2012 Sheet 3 of 16 US 8,265,705 B2 

FIG. 3 

101 

102 

195 

(b) 

  

Page 4 of 25



U.S. Patent Sep. 11, 2012 Sheet 4 of 16 US 8,265,705 B2 

FIG - 4A 

100 

102 101 

151 b 151 a 

195 

EIG. 4B 

  

Page 5 of 25



U.S. Patent Sep. 11, 2012 Sheet 5 of 16 US 8,265,705 B2 

F.G. 5 

EXECUTE SPECIFIC APPLICATION, WHE FIRST-soo 
AND SECOND BODES ARE IN OPEN STATUS 

RECEIVE CALL - S101 

PROVIDE FIRST GUI INQUIRING WHETHER THE SiO2 
RECEIVED CAL S CONNECTED 

Yes CLOSED STATUS SO3A 

...; SIMULATANEOUS TOUCH2 S103B 

CHANGE IN ANGLE Cy SO3C 
No SO4 

S CALL CONNECTION ALLOWED No 

eS 

PROVIDE SECOND GUI FOR ALLOWING USER TO S105 
SELECT NORMAL MODE OR SPEAKER PHONE MODE 

S06 

NORMAL MODE OR SPEAKER PHONE YODE 
SPEAKER PHONE MODE? 

NORMAL MODE 

SOI SET FIRST AND SECOND TOUCH SCREENS 
TO LOCK MODE S109 

S108- EXECUTE THE CALL IN NORMAL MODE EXECUTE THE CALL IN 
SPEAKER PHONE MODE 

S110 - END HE CAL 

S11 

t-sort stus - 
Yes 

S. 12 EXECUTE THE SPECIFIC APPLICATION 

END 

= SIMULATANEous roUCH2 

  

  

  

Page 6 of 25



U.S. Patent Sep. 11, 2012 Sheet 6 of 16 US 8,265,705 B2 

195 

102 

15b 

(b) 195 

101 

151 a 

  

Page 7 of 25



U.S. Patent Sep. 11, 2012 Sheet 7 of 16 US 8,265,705 B2 

102 

15b 

195 

Incoming Call 
011-11 11-2222 101 
Hong Gildong 

15 a 

  

Page 8 of 25



U.S. Patent Sep. 11, 2012 Sheet 8 of 16 US 8,265,705 B2 

EIG. TB 

100-A 

102 
10 

151 b 

95 

15 

101 

31 
15 a 

20 

  

Page 9 of 25



US 8,265,705 B2 Sheet 9 of 16 Sep. 11, 2012 U.S. Patent 

FIG. 

102 

- 

- 
Hong Gidong 

incoming Call 
011-111-2222 

| | | | | | | | | | | L 

8 FIG. 

  

Page 10 of 25



US 8,265,705 B2 Sheet 10 of 16 Sep. 11, 2012 U.S. Patent 

9 FIG. 

195 (a) 

Incoming Cal 
0.11 

| | | | | | | | | | | L 

1111-2222 

102 

195 

Speakerphone 
Mode 

  

Page 11 of 25



U.S. Patent Sep. 11, 2012 Sheet 11 of 16 US 8,265,705 B2 

FIG - 10 

102 

151b 

(a) 195 

TTTTTTTTTTTT -- 101 
34 Select Conversation Mode 

151 a 

31 33 

35 36 

100-a T ----- 
- - - - - - - - - - - 31 

102 ----------- 101 

011–1111-2222. 
Hong Gildong 30 
00:02:25 

(b) 

151 a 
15b 

Touch Screen off 195 131 32 

  

Page 12 of 25



U.S. Patent Sep. 11, 2012 Sheet 12 of 16 US 8,265,705 B2 

FIG 11 

102 

151 b 

(a) 195 

ITT - TTTTTT 101 

34 Select Conversation Mode 
151 a 

131 33 
Speakerphone 36 

35 Mode CY 
- - - - - - - - - - - - - - - -1e 

102 

151b 

(b) 195 

TTTTTTTT 

41 Background Multi-Media O 
Service? 101 

131 
151 a 

40 

  

    

    

  

Page 13 of 25



U.S. Patent Sep. 11, 2012 Sheet 13 of 16 US 8,265,705 B2 

102 

15b 

(a) 195 

TTTTTTTTTTTTTTTTT - - 

Background Multi-Media 
Service? 101 

151 a 

102 

15 lb 

(b) 95 

101 
011-11-2222, Hong Gidong 

00:02.25 
51 a 

  

Page 14 of 25



U.S. Patent Sep. 11, 2012 Sheet 14 of 16 US 8,265,705 B2 

FIG. 13 

102 

151b 

(a) 195 

101 

151 a 

102 

151 b 

195 

101 
5a 

(b) 

oil-1711-2222 
| Hong Gidong : 51 

00:02:25 SS 

51b. 
151 a 

N7 
46 47 32 30 52 50 

  

Page 15 of 25



Page 16 of 25



U.S. Patent Sep. 11, 2012 Sheet 16 of 16 US 8,265,705 B2 

FIG - 15 

102 

151 b 

(a) 195 

101 

151 a 

102 

151b 

(b) 195 

101 

151 a 

  

Page 17 of 25



US 8,265,705 B2 
1. 

MOBILE TERMINAL AND METHOD OF 
EXECUTING CALL FUNCTION USING THE 

SAME 

The present application claims priority from Korean Appli 
cation No. 10-2009-0044912, filed May 22, 2009, the subject 
matter of which is hereby incorporated by reference. 

BACKGROUND 

1. Field 
Embodiments of the present disclosure may relate to a 

mobile terminal having a plurality of touch screens that pro 
vide various graphic user interfaces with respect to a call 
function when executing the call function. 

2. Background 
Mobile terminals may have various functions and shapes. 

However, it is inconvenient for a user to operate the mobile 
terminal due to a restriction on size of the display of the 
mobile terminal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Arrangements and embodiments may be described in 
detail with reference to the following drawings in which like 
reference numerals refer to like elements and wherein: 

FIG. 1 is a block diagram of a mobile terminal according to 
an example embodiment; 

FIGS. 2, 3, 4A and 4B illustrate an external appearance of 
the mobile terminal; 

FIG. 5 is a flowchart of a method of executing a call 
function of a mobile terminal according to a first example 
embodiment of the present disclosure; 

FIGS. 6(a) and 6(b) illustrates exemplary images displayed 
on the mobile terminal when operation S100 (in FIG. 5) is 
performed: 

FIG. 7A illustrates exemplary images displayed on the 
mobile terminal when operations S101 and S102 (in FIG. 5) 
are performed; 

FIG. 7B illustrates an example of step S103B (in FIG. 5): 
FIG.7C illustrates an example of step S103C (in FIG. 5): 
FIG. 8 illustrates an exemplary image displayed on the 

mobile terminal when operation S108 (in FIG. 5) is per 
formed; 

FIG. 9 illustrates exemplary images displayed on the 
mobile terminal when operations S104 and S105 (in FIG. 5) 
are performed; 

FIG. 10 illustrates exemplary images displayed on the 
mobile terminal when operation S108 (in FIG. 5) is per 
formed; 

FIGS. 11, 12 and 13 illustrate exemplary images displayed 
on the mobile terminal when operation S109 (in FIG. 5) is 
performed: 

FIG. 14 illustrates an operation of providing a fourth 
graphic user interface when a call is ended; and 

FIG. 15 illustrates exemplary images displayed on the 
mobile terminal according to operation S112 (in FIG.5) when 
a user rejects connection of a received call. 

DETAILED DESCRIPTION 

In the following description, suffixes “module” and “unit' 
are given to components of the mobile terminal for ease of 
description. The mobile terminal may include a cellular 
phone, a Smartphone, a laptop computer, a digital broadcast 
ing terminal, personal digital assistants (PDA), a portable 
multimedia player (PMP), a navigation system and so on. 
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2 
FIG. 1 is a block diagram of a mobile terminal according to 

an example embodiment. As shown in FIG. 1, a mobile ter 
minal 100 may include a radio communication unit 110, an 
audio/video (A/V) input unit 120, a user input unit 130, a 
sensing unit 140, an output unit 150, a memory 160, an 
interface 170, a controller 180 and a power supply 190. 
The radio communication unit 110 may include at least one 

module that enables radio communication between the 
mobile terminal 100 and a radio communication system or 
between the mobile terminal 100 and a network in which the 
mobile terminal 100 is located. For example, the radio com 
munication unit 110 may include a broadcasting receiving 
module 111, a mobile communication module 112, a wireless 
Internet module 113, a local area communication module 114 
and a position information module 115 (or a location infor 
mation module). 
The broadcasting receiving module 111 may receive 

broadcasting signals and/or broadcasting related information 
from an external broadcasting management server through a 
broadcasting channel. The broadcasting channel may include 
a satellite channel and a terrestrial channel, and the broad 
casting management server may be a server that generates and 
transmits broadcasting signals and/or broadcasting related 
information or a server that receives previously created 
broadcasting signals and/or broadcasting related information 
and transmits the broadcasting signals and/or broadcasting 
related information to a terminal. 
The broadcasting signals may include not only TV broad 

casting signals, radio broadcasting signals and data broad 
casting signals, but also signals in a combination of a TV 
broadcasting signal and a radio broadcasting signal. The 
broadcasting related information may be information on a 
broadcasting channel, a broadcasting program or abroadcast 
ing service provider, and may be provided even through a 
mobile communication network. In the latter case, the broad 
casting related information may be received by the mobile 
communication module 112. 
The broadcasting related information may exist in various 

forms. For example, the broadcasting related information 
may exist in the form of an electronic program guide (EPG) of 
the digital multimedia broadcasting (DMB) system or in the 
form of an electronic service guide (ESG) of the digital video 
broadcast-handheld (DVB-H) system. 
The broadcasting receiving module 111 may receive 

broadcasting signals using various broadcasting systems. The 
broadcasting receiving module 111 may receive digital 
broadcasting signals using digital broadcasting systems such 
as a digital multimedia broadcasting-terrestrial (DMB-T) 
system, a digital multimedia broadcasting-satellite (DMB-S) 
system, a media forward link only (MediaFLO) system, a 
DVB-H and integrated services digital broadcast-terrestrial 
(ISDB-T) systems, etc. The broadcasting receiving module 
111 may also be constructed to be suited to broadcasting 
systems providing broadcasting signals other than the above 
described digital broadcasting systems. 
The broadcasting signals and/or broadcasting related infor 

mation received through the broadcasting receiving module 
111 may be stored in the memory 160. The mobile commu 
nication module 112 may transmit/receive a radio signal 
to/from at least one of a base station, an external terminal and 
a server on a mobile communication network. The radio 
signal may include a voice call signal, a video telephony call 
signal and/or data in various forms according to transmission 
and reception of text/multimedia messages. 
The wireless Internet module 113 may correspond to a 

module for wireless Internet access and may be included in 
the mobile terminal 100 or externally attached to the mobile 
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terminal 100. A wireless LAN (WLAN) (Wi-Fi), wireless 
broadband (Wibro), world interoperability for microwave 
access (Wimax), high speed downlink packet access (HS 
DPA) and so on may be used as a wireless Internet technique. 
The local area communication module 114 may corre 

spond to a module for local area communication. Further, 
bluetooth, radio frequency identification (RFID), infrared 
data association (IrDA), ultra wideband (UWB) and ZigBee 
may be used as a local area communication technique. 
The position information module 115 may confirm or 

obtain a position of the mobile terminal 100. The position 
information module 115 can obtain position information by 
using a global navigation satellite system (GNSS). The GNSS 
is a terminology describing radio navigation satellite systems 
that revolve round the earth and transmit reference signals to 
predetermined types of radio navigation receivers such that 
the radio navigation receivers may determine their positions 
on the earth's surface or near the earth's surface. The GNSS 
may include a global positioning system (GPS) of the United 
States, Galileo of Europe, global orbiting navigational satel 
lite system (GLONASS) of Russia, COMPASS of China, 
quasi-Zenith satellite system (QZSS) of Japan and so on. 
A global positioning system (GPS) module is a represen 

tative example of the position information module 115. The 
GPS module 115 may calculate information on distances 
between one point or object and at least three satellites and 
information on a time when distance information is measured 
and apply trigonometry to the obtained distance information 
to obtain three-dimensional position information on the point 
or object according to latitude, longitude and altitude at a 
predetermined time. 
A method of calculating position and time information 

using three satellites and correcting the calculated position 
and time information using another satellite may also be used. 
The GPS module 115 may continuously calculate a current 
position in real time and calculate Velocity information using 
the position information. 

The A/V input unit 120 may input an audio signal or a video 
signal and include a camera 121 and a microphone 122. The 
camera 121 may process image frames of still images or 
moving images obtained by an image sensor in a video tele 
phony mode or a photographing mode. The processed image 
frames may be displayed on a display 151. 
The image frames processed by the camera 121 may be 

stored in the memory 160 or may be transmitted to an external 
device through the radio communication unit 110. The 
mobile terminal 100 may also include at least two cameras. 
The microphone 122 may receive an external audio signal 

in a call mode, a recording mode or a speech recognition 
mode and process the received audio signal into electric audio 
data. The audio data may then be converted into a form that 
can be transmitted to a mobile communication base station 
through the mobile communication module 112 and output in 
the call mode. The microphone 122 may employ various 
noise removal algorithms (or noise canceling algorithms) for 
removing or reducing noise generated when the external 
audio signal is received. 
The user input unit 130 may receive input data for control 

ling operation of the terminal from a user. The user input unit 
130 may include a keypad, a dome Switch, a touchpad (con 
stant Voltage/capacitance), a jog wheel, a jog Switch and so 
O. 

The sensing unit 140 may sense the current state of the 
mobile terminal 100, such as an open/close state of the mobile 
terminal 100, a position of the mobile terminal 100, whether 
a user touches the mobile terminal 100, a direction of the 
mobile terminal 100 and an acceleration/deceleration of the 
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4 
mobile terminal 100, and generate a sensing signal for con 
trolling the operation of the mobile terminal 100. For 
example, the sensing unit 140 may sense whether a slide 
phone is opened or closed when the mobile terminal 100 is the 
slide phone. The sensing unit 140 may sense whether the 
power supply 190 supplies power and whether the interface 
170 is connected to an external device. The sensing unit 140 
may also include a proximity sensor. 
The output unit 150 may generate visual, auditory and/or 

tactile output and can include the display 151, an audio output 
module 152, an alarm 153 and a haptic module 154. The 
display 151 may display information processed by the mobile 
terminal 100. For example, the display 151 may display a user 
interface (UI) or a graphic user interface (GUI) related to a 
telephone call when the mobile terminal 100 is in the call 
mode. The display 151 may also display a captured and/or 
received image, a UI or a GUI when the mobile terminal 100 
is in the video telephony mode or the photographing mode. 
The display 151 may include at least one of a liquid crystal 

display, a thin film transistor liquid crystal display, an organic 
light-emitting diode display, a flexible display and a three 
dimensional display. Some of these displays may be of a 
transparent type or a light transmission type. The display 151 
may include a transparent display. 
The transparent display may include a transparent liquid 

crystal display. A rear structure of the display 151 may also be 
of the light transmission type. Accordingly, a user may see an 
object located behind the body of the mobile terminal 100 
through the transparent area of the body of the mobile termi 
nal 100, which is occupied by the display 151. 
The mobile terminal 100 may also include at least two 

display units 151. For example, the mobile terminal 100 can 
include a plurality of displays that are arranged on a single 
face at a predetermined distance or integrated displays. The 
plurality of displays may also be arranged on different sides. 
When the display 151 and a sensor sensing touch (hereafter 

called a touch sensor) form a layered structure, which may 
hereafter be referred to as a touchscreen, the display 151 may 
be used as an input device in addition to an output device. The 
touch sensor may be in the form of a touch film, a touch sheet 
and a touch pad, for example. 
The touch sensor may convert a variation in pressure 

applied to a specific portion of the display 151 or a variation 
in capacitance generated at a specific portion of the display 
151 into an electric input signal. The touch sensor may sense 
pressure of touch as well as a position and area of the touch. 
When the user applies a touch input to the touch sensor, a 

signal corresponding to the touch input may be transmitted to 
a touch controller. The touch controller may then process the 
signal and transmit data corresponding to the processed sig 
nal to the controller 180. Accordingly, the controller 180 may 
detect a touched portion of the display 151. 
The proximity sensor of the sensing unit 140 may be 

located in an internal region of the mobile terminal 100, 
Surrounded by the touch screen, and/or near the touch screen. 
The proximity sensor may sense an object approaching a 
predetermined sensing face or an object located near the 
proximity sensor using an electromagnetic force or infrared 
rays without having mechanical contact. The proximity sen 
Sor may have a lifetime longer than a contact sensor and thus 
may have a wide application in the mobile terminal 100. 
The proximity sensor may include a transmission type 

photo-electric sensor, a direct reflection type photo-electric 
sensor, a mirror reflection type photo-electric sensor, a high 
frequency oscillating proximity sensor, a capacitive proxim 
ity sensor, a magnetic proximity sensor, an infrared proximity 
sensor, etc. A capacitive touch screen may be constructed 
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Such that proximity of a pointer may be detected through a 
variation in an electric field according to proximity of the 
pointer. In this instance, the touch screen (or touch sensor) 
may be classified as a proximity sensor. 

For ease of explanation, an action of the pointer approach 
ing the touch screen without actually touching the touch 
screen may be referred to as a proximity touch and an action 
of bringing the pointer into contact with the touch screen may 
be referred to as a contact touch. In addition, the proximity 
touch point of the pointer on the touchscreen may correspond 
to a point of the touchscreen to which the pointer touches the 
touch screen. 

The proximity sensor may sense the proximity touch and a 
proximity touch pattern (e.g., a proximity touch distance, a 
proximity touch direction, a proximity touch velocity, a proX 
imity touch time, a proximity touch position, a proximity 
touch moving state, etc.). Information corresponding to the 
sensed proximity touch action and proximity touch pattern 
may then be displayed on the touch screen. 
The audio output module 152 may output audio data 

received from the radio communication unit 110 or stored in 
the memory 160 in a call signal receiving mode, a telephone 
call mode or a recording mode, a speech recognition mode 
and abroadcasting receiving mode. The audio output module 
152 may output audio signals related to functions (e.g., a call 
signal incoming tone, a message incoming tone, etc.) per 
formed in the mobile terminal 100. The audio output module 
152 may include a receiver, a speaker, a buzzer, etc. The audio 
output module 152 may output sounds through an earphone 
jack. The user may hear the Sounds by connecting an ear 
phone to the earphone jack. 
The alarm 153 may output a signal indicating generation of 

an event of the mobile terminal 100. For example, alarms may 
be generated when receiving a call signal, receiving a mes 
sage, inputting a key signal, inputting touch, etc. The alarm 
153 may also output signals in forms different from video 
signals or audio signals, for example, a signal for indicating 
generation of an event through vibration. The video signals or 
the audio signals may also be output through the display 151 
or the audio output module 152. 
The haptic module 154 may generate various haptic effects 

that the user can feel. One representative example of the 
haptic effects is vibration. An intensity and pattern of vibra 
tion generated by the haptic module 154 may also be con 
trolled. For example, different vibrations may be combined 
and output or can be sequentially output. 
The haptic module 154 may generate a variety of haptic 

effects including an effect of stimulus according to arrange 
ment of pins vertically moving against a contact skin Surface, 
an effect of stimulus according to a jet force or Sucking force 
ofair through a jet hole or a Sucking hole, an effect of stimulus 
of rubbing the skin, an effect of stimulus according to contact 
of an electrode, an effect of stimulus using an electrostatic 
force, and an effect according to a reproduction of cold and 
warmth using an element capable of absorbing or radiating 
heat in addition to vibrations. 

The haptic module 154 may not only transmithaptic effects 
through direct contact but may also allow the user to feel 
haptic effects through a kinesthetic sense of the user's fingers 
or arms. The mobile terminal 100 may also include a plurality 
of haptic modules 154. 
The memory 160 may store a program for operation of the 

controller 180 and may temporarily store input/output data 
(e.g., phone book, messages, still images, moving images, 
etc.). The memory 160 may also store data about vibrations 
and Sounds in various patterns that are output from when a 
touch input is applied to the touch screen. 
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6 
The memory 160 may include at least one of a flash 

memory, a hard disk type memory, a multimedia card micro 
type memory, a card type memory (for example, SD or XD 
memory), a random access memory (RAM), a static RAM 
(SRAM), a read-only memory (ROM), an electrically eras 
able programmable ROM (EEPROM), a programmable 
ROM (PROM) magnetic memory, a magnetic disk and an 
optical disk. The mobile terminal 100 may also operate in 
relation to a web storage that performs a storing function of 
the memory 160 on the Internet. 
The interface 170 may serve as a path to external devices 

connected to the mobile terminal 100. The interface 170 may 
receive data from the external devices or power and transmit 
the data or power to internal components of the mobile ter 
minal 100 or transmit data of the mobile terminal 100 to the 
external devices. The interface 170 may include a wired/ 
wireless headset port, an external charger port, a wired/wire 
less data port, a memory card port, a port for connecting a 
device having a user identification module, an audio I/O port, 
a video I/O port, an earphone port, etc., for example. 
The interface 170 may also interface with a user identifi 

cation module that is a chip that stores information for authen 
ticating an authority to use the mobile terminal 100. For 
example, the user identification module may be a user iden 
tify module (UIM), a subscriber identify module (SIM) and a 
universal subscriber identify module (USIM). An identifica 
tion device including the user identification module may also 
be manufactured in the form of a smart card. The identifica 
tion device may be connected to the mobile terminal 100 
through a port of the interface 170. 
The interface 170 may also be a path through which power 

from an external cradle is provided to the mobile terminal 100 
when the mobile terminal 100 is connected to the external 
cradle or a path through which various command signals 
input by the user through the cradle are transmitted to the 
mobile terminal 100. The various command signals or power 
input from the cradle may be used as signals for confirming 
whether the mobile terminal 100 is correctly set in the cradle. 
The controller 180 may control overall operations of the 

mobile terminal 100. For example, the controller 180 may 
perform control and processing for Voice communication, 
data communication and/or video telephony. The controller 
180 also may include a multimedia module 181 for playing 
multimedia. The multimedia module 181 may be included in 
the controller 180 or may be separated from the controller 
180. 
The controller 180 may perform a pattern recognition pro 

cess capable of recognizing handwriting input or picture 
drawing input applied to the touch screen as characters or 
images. The power supply 190 may receive external power 
and internal power and provide power required for operations 
of the components of the mobile terminal 100 under the 
control of the controller 180. 

According to hardware implementation, embodiments of 
the present disclosure may be implemented using at least one 
of application specific integrated circuits (ASICs), digital 
signal processors (DSPs), digital signal processing devices 
(DSPDs), programmable logic devices (PLDs), field pro 
grammable gate arrays (FPGAs), processors, controllers, 
micro-controllers, microprocessors, electrical units for 
executing functions. Embodiments may be implemented by 
the controller 180. 

According to Software implementation, embodiments such 
as procedures or functions can be implemented with a sepa 
rate Software module executing at least one function or opera 
tion. Software codes can be implemented according to a soft 
ware application written in an appropriate Software language. 
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The software codes may be stored in the memory 160 and 
executed by the controller 180. 

FIGS. 2, 3, 4A and 4B illustrates an external appearance of 
the mobile terminal 100 according to the embodiments of the 
present disclosure. The mobile terminal 100 may include a 
first body 101 and a second body 102 that are combined with 
each other through a combining part 195. 
The first body 101 and the second body 102 may be com 

bined with each other in various manners. For example, the 
combining part 195 may combine the first body 101 and the 
second body 102 with each other in such a manner that the 
mobile terminal 100 is folded into the first body 101 and the 
second body 102. The combining part 195 may combine the 
first body 101 and the second body 102 such that the first body 
101 and the second body 102 can slide in opposite directions. 
While embodiments of the first body 101 and the second body 
102 are combined by the combining part 195 in such a manner 
that the mobile terminal 100 is folded into the first body 101 
and the second body 102, embodiments of the present disclo 
sure are not limited thereto. 

FIG. 2 is a perspective view showing the first body 101 and 
the second body 102 in a closed status. FIG.3 is a perspective 
view showing the first body 101 and the second body 102 in 
a half open status. FIGS. 4A and 4B area front view and a side 
view showing the first body 101 and the second body 102 in 
a fully open status. The user may open and close the first body 
101 and the second body 101, as shown in FIGS. 2, 3, 4A and 
4B. 
The first body 101 may include a first touch screen 151a 

and the second body 102 may include a second touch screen 
151b. The first and second touchscreens 151a and 151b may 
perform both an information inputting function and an infor 
mation displaying function. The information inputting func 
tion can be implemented in a touching manner. 
One side of the first body 101 to which the first touchscreen 

151a is attached and one side of the second body 102 to which 
the second touch screen 151b is attached may not come into 
contact with each other when the first and second bodies 101 
and 102 are in the closed status. As shown in FIG. 2, the first 
and second touch screens 151a and 151b may not come into 
contact with each other when the first and second bodies 101 
and 102 are in the closed status. 
One side of the first body 101 to which the first touchscreen 

151a is attached and one side of the second body 102 to which 
the second touch screen 151b is attached may be located in a 
substantially same plane when the first and second bodies 101 
and 102 are in the fully open status. As shown in FIG. 4B, the 
first and second touch screens 151a and 151b may be 
arranged in a Substantially same plane when the first and 
second bodies 101 and 102 are in the fully open status. 
The folding of the mobile terminal 100 into the first body 

101 and the second body 102 is not limited to the example 
shown in FIGS. 4A and 4B. For example, an angle C. between 
the first and second bodies 101 and 102 may be in a range of 
0 to 180°, as shown in FIGS. 2, 3, 4A and 4.B. The first and 
second bodies 101 and 102 may be combined by the combin 
ing part 195 such that the angle C. between the first and second 
bodies 101 and 102 becomes greater than 180°. 

The controller 180 may sense the open/closed status of the 
first and second bodies 101 and 102 and the angle C. between 
the first and second bodies 101 and 102 by using the sensing 
unit 140. The controller 180 may sense a direction of the first 
touchscreen 151a and/or the second touchscreen 151 busing 
the sensing unit 140. As shown in FIG. 4A, the mobile termi 
nal 100 may be provided on a desk such that the first touch 
screen 151a and the second touchscreen 151b face the ground 
or opposite directions when the angle C. between the first body 
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8 
101 and the second body 102 is 180°. The controller 180 may 
sense a position or direction of the mobile terminal 100. 
The sensing unit 140 may include at least one of a hall 

sensor, a 3-axis or 6-axis motion sensor, a terrestrial magnetic 
sensor and an acceleration sensor in order to sense the posi 
tion or direction of the mobile terminal 100. 
The mobile terminal 100 may include at least one of a first 

operating part 131 and a second operating part 132, as shown 
in FIGS. 2, 3, 4A and 4B. The first and second operating parts 
131 and 132 are operating units included in the user input unit 
130 and correspond to the keypad. 
The mobile terminal 100 may receive a command for con 

trolling the operation of the mobile terminal 100 through at 
least one of the first operating part 131 and the second oper 
ating part 132. Commands input through the first operating 
part 131 and the second operating part 132 can be set in 
various manners. For example, commands Such as start, finish 
and Scroll may be input through the first operating part 131 
and a command for adjusting a Volume of sound output from 
the audio output unit 152 and a command for converting the 
display 151 into the touch recognition mode may be input 
through the second operating part 132. 

FIG. 5 is a flowchart of a method of executing a call 
function of a mobile terminal according to a first embodiment 
of the present disclosure. Other embodiments, operations and 
orders of operations are also within the scope of the present 
disclosure. 
The controller 180 may execute a specific application when 

the first body 101 and the second body 102 are in an open 
status in operation S100. 

FIGS. 6(a) and 6(b) illustrate exemplary images displayed 
on the mobile terminal 100 when operation S100 is per 
formed. For example, FIGS. 6(a) and 6(b) show a broadcast 
ing application that reproduces abroadcasting signal received 
through the broadcasting receiving module 111. 
As shown in FIG. 6(a), the controller 180 may provide the 

broadcasting application through the first touch screen 151a. 
The controller 180 may provide the broadcasting application 
through the second touch screen 151b. In Such instances, a 
user may place the mobile terminal on a surface when a is 
approximately 45° to 135°, e.g., a hands free display mode 
(see, e.g., FIG.3(b)). Such a mode provides convenience to 
the user since the mobile terminal may be placed on, e.g., a 
table, and the user can watch a broadcast without holding the 
mobile terminal. As shown in FIG. 6(b), the controller 180 
may provide the broadcasting application by using the first 
and second touch screens 151a and 151b as a single screen. 
The controller 180 receives a call in operation S101 while 

carrying out the operation S100 and provide a first graphic 
user interface (GUI), which inquires whether the received call 
is connected, to the first touchscreen 151a and/or the second 
touch screen 151b in operation S102. 

FIG. 7A illustrates exemplary images displayed on the 
mobile terminal 100 when operations S101 and S102 are 
performed. As shown in FIG. 7A, when the controller 180 
receives the call, the controller 180 may display information 
15 for informing a user of the received call and the first GUI 
20 inquires whether the received call is connected on the first 
touch screen 151a. 
The first GUI 20 may display a message 21 for allowing the 

user to select whether the received call is connected, an inter 
face 22 for allowing the received call to be connected and an 
interface 23 for rejecting a connection of the received call. 
The controller 180 may confirm whether the first and sec 

ond bodies 101 and 102 are in the closed status in operation 
S103. As described above, the first and second bodies 101 and 
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102 are in the closed status when the mobile terminal 100 
corresponds to the state shown in FIGS. 2(a) and 2Gb). 
When the first and second bodies 101 and 102 are in the 

closed status, the controller 180 may set the first and second 
touch screens 151a and 151b to a lock mode and connect the 
call in a normal mode in operation S108. In the normal mode, 
a voice signal received from a person who makes the call is 
output through a receiver. In a speaker phone mode (ex 
plained below), the voice signal received from the person who 
makes the call is output through a speaker. The normal mode 
and the speaker phone mode are terminologies used in the 
field of mobile terminals providing the call function. 
When the first and second touchscreens 151a and 151b are 

set to the lock mode, the first and second touch screens 151a 
and 151b are inactivated. The controller 180 may not receive 
touch signals through the first and second touch screens 151a 
and 151b when the first and second touch screens 151a and 
151b are in the lock mode. 

FIG. 8 illustrates an exemplary image displayed on the 
mobile terminal 100 when the operation S108 is performed. If 
the user receives the call while watching a broadcasting pro 
gram when the first and second bodies 101 and 102 are in the 
open status, the user may connect the received call by oper 
ating the mobile terminal 100 such that the first and second 
bodies 101 and 102 become the closed status. When the first 
and second bodies 101 and 102 become the closed status 
while the first GUI 20 is provided, the controller 180 may 
recognize the closed status as a command that the received 
call should be connected and connect the received call. 
As shown in FIG. 8, the controller 180 may display infor 

mation 30 of the call on the first touch screen 151a and/or the 
second touch screen 151b when the received call is con 
nected. The information 30 on the connected call may include 
information on the person who makes the call and/or a call 
execution time. 
The controller 180 may execute the connected call in the 

speakerphone mode when the first and second bodies 101 and 
102 are changed from the closed status to the open status 
while the connected call is executed in the normal mode. 
When the received call is connected, the controller 180 

may display icons 32 corresponding to functions with respect 
to the connected call on the first touchscreen 151a and/or the 
second touch screen 151b. For example, functions corre 
sponding to the icons 32 may include a function of Switching 
the normal mode and the speaker phone mode to each other, 
a recording function, a call ending function, a function of 
displaying/searching menus, etc. Such functions may be 
selected by first unlocking the touch screen 151a. 

If the mobile terminal is not in a closed status in step 
S103A, and in an open status of FIG. 7A, a determination is 
made by, e.g., microcontroller, detection of simultaneous 
touch of first and second touch screens 151a and 151b, as 
shown in FIG. 7B. A substantially simultaneous touch would 
indicate that the user is initiating a process to close the mobile 
terminal to a closed State, and intends to accept the call. If 
simultaneous touch is detected, then the first and second 
touch screen screens are set to the lock mode of step S107. 

If simultaneous touch is not detected, then a determination 
is made by, e.g., microcontroller for change in the angle C. 
between the first body 101 and the second body 102. An initial 
change in the angle C. would indicate that the user is initiating 
a process to close the mobile terminal to a closed state, and 
intends to accept the call. A substantially simultaneous touch 
may not have been detected in step S103B because one or 
both hands may be touching, e.g., the bevel or body 101 
and/or 102, rather than the touch screens 151a and 151b. 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
The controller 180 may determine whether a call connec 

tion acknowledgement signal is received when the first and 
second bodies 101 and 102 are in the open status in operation 
S104. For example, when the controller 180 receives a touch 
signal applied to the interface 22 included in the first GUI 20. 
the controller 180 may recognize the received touch signal as 
the call connection acknowledgement signal. 
When the call connection acknowledgement signal is 

received in operation S104, the controller 180 may provide a 
second GUI for allowing the user to select one of the normal 
mode and the speaker phone mode to the first touch screen 
151a and/or the second touch screen 151b in operation S105. 

FIG. 9 illustrates exemplary images displayed on the 
mobile terminal 100 when the operations S104 and S105 are 
performed. As shown in FIG. 9(a), the controller 180 may 
receive the call connection acknowledgement signal through 
the first GUI 20. Further, the controller 180 may display the 
second GUI 33 on the first touch screen 151a, as shown in 
FIG. 9(b). 
As shown in FIG. 9(b), the second GUI 33 may display a 

message 34 for allowing the user to select a conversation 
mode for the received call, an interface 35 for selecting the 
normal mode as the conversation mode and an interface 36 for 
selecting the speaker phone mode as the conversation mode. 
The controller 180 may receive a signal through the second 

GUI 33 and determine whether the signal received through 
the second GUI 33 designates the normal mode or the speaker 
phone mode in operation S106. 
When it is determined that the signal received through the 

second GUI 33 designates the normal mode in operation 
S106, the controller 180 may connect the received call and 
execute the call in the normal mode in operation S108. The 
controller 180 may set the first and second touchscreens 151a 
and 151b to the lock mode before executing the call in the 
normal mode in operation S107. FIG. 10 illustrates exem 
plary images displayed on the mobile terminal 100 when the 
operation S108 is performed. 
When it is determined that the signal received through the 

second GUI 33 designates the speaker phone mode in opera 
tion S106, the controller 180 may connect the received call 
and execute the call in the speaker phone mode in operation 
S109. 

FIGS. 11, 12 and 13 illustrate exemplary images displayed 
on the mobile terminal 100 when the operation S109 is per 
formed. 
When the controller 180 executes the call in the speaker 

phone mode, the controller 180 may display a third GUI 40 
that inquires whether the specific application executed before 
the call is received is continuously performed or inquires 
whether restrictive execution of the specific application is 
performed based on a type of the specific application. 
As shown in FIG. 11, when the user selects the speaker 

phone mode, the controller 180 may provide the third GUI 40 
that inquires whether an audio signal output before the call is 
received is continuously output. 
As shown in FIG. 11(b), the third GUI 40 may display a 

message 41 for allowing the user to select whether the audio 
signal is continuously output, an interface 42 for selecting 
continuous output of the audio signal and an interface 43 for 
selecting interruption of output of the audio signal. 

FIG. 12 shows images displayed on the mobile terminal 
100 when the user selects interruption of output of the audio 
signal. FIG. 13 shows images displayed on the mobile termi 
nal 100 when the user selects continuous output of the audio 
signal. 
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As shown in FIG. 12(b), the controller 180 may stop output 
of the audio signal and provide an interface 46 for controlling 
a volume of the voice of the call output in the speaker phone 
mode. 
The interface 46 for controlling the volume of the call voice 

may include an interface 47 for indicating an overall range of 
the volume of the call voice and a current volume of the call 
Voice in the overall range and an interface 48 for varying the 
current volume of the call voice. The controller 180 may 
increase the volume of the call voice when an interface 48a is 
touched and decrease the volume of the call voice when an 
interface 48b is touched. 
As shown in FIG. 13(b), the controller 180 may provide the 

interface 46 for controlling the volume of the call voice output 
in the speaker phone mode and an interface 50 for controlling 
a level of the audio signal when the user selects continuous 
output of the audio signal. 
The interface 50 for controlling the level of the audio signal 

may include an interface 52 for indicating an overall range of 
the level of the audio signal and a current volume of the audio 
signal in the overall range and an interface 51 for varying the 
current level of the audio signal. The controller 180 may 
increase the level of the audio signal when an interface 51a is 
touched and decrease the level of the audio signal when an 
interface 51b is touched. 
The normal mode and the speaker phone mode may be 

switched between each other while the call is executed in 
various manners. 

For example, Switching between the normal mode and the 
speaker phone mode may be performed by operating a spe 
cific key button included in the user input unit 130 shown in 
FIG. 1 or by changing an angle between the first and second 
bodies 101 and 102. For example, the controller 180 may 
execute the connected call in the normal mode when the first 
and second bodies 101 and 102 are in the closed status and 
perform the connected call in the speaker phone mode when 
the first and second bodies 101 and 102 are in the open status, 
as described above. 

Switching between the normal mode and the speaker 
phone mode may be performed by touching a function icon 
displayed on the first touch screen 151 or the second touch 
screen 151b. When the first touch screen 151a or the second 
touchscreen 151b, on which the function icon is displayed, is 
set to the lock mode, the function icon may be touched after 
the lock mode is cancelled. 

The controller 180 may end the call executed in the normal 
mode or the speaker phone mode according to a user's com 
mand or the person who makes the call in operation S110. 
The controller 180 may determine whether the first and 

second bodies 101 and 102 are in the open status after the call 
is ended in operation S111. The controller 180 may re-ex 
ecute the specific application performed before the call is 
received in operation S101 when the first and second bodies 
101 and 102 are in the open status in operation S112. 

For example, the controller 180 may execute the specific 
application if the call is ended while the first and second 
bodies 101 and 102 are in the open status or if the first and 
second bodies 101 and 102 become the open status after the 
call is ended. 
When carrying out the operation S112, the controller 180 

may return to the state before the call is received or execute 
the specific application in the default state set when the spe 
cific application is initially executed. 

After the call is ended, the controller 180 may display a 
fourth GUI that inquires whether the specific application 
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12 
executed before the call is received is continuously carried out 
irrespective of the status of the first and second bodies 101 and 
102. 
FIG.14 illustrates an operation of providing the fourth GUI 

when the call is ended. FIG. 14(a) shows an image displayed 
right after the call is ended, which provides information on 
the ended call. 
As shown in FIG. 14(b), the controller 180 may provide the 

fourth GUI 60 that inquires whether the specific application is 
continuously executed after providing the information on the 
ended call. 
The fourth GUI 60 may display a message 61 for allowing 

the user to determine whether the specific application is con 
tinuously executed and include an interface 62 for acknowl 
edging continuous execution of the specific application and 
an interface 63 for rejecting the continuous execution of the 
specific application, as shown in FIG. 14(b). 
As shown in FIGS. 14(b) and 14(c), when the controller 

180 receives a signal that acknowledges the continuous 
execution of the specific application through the fourth GUI 
60, the controller 180 may provide a fifth GUI 65that inquires 
whether only one of the first and second touch screens 151a 
and 151b is used or both of them are used to output video 
information when it is required to output the video informa 
tion according to the specific application. 
As shown in FIG. 14(c), the fifth GUI 65 may display a 

message 66 for allowing the user to select a view form factor 
and include an interface 67 for selecting dual display as the 
view form factor and an interface 68 for selecting a single 
display as the view form factor. 

For example, when the user touches the interface 67 for 
selecting the dual display, the controller 180 may re-execute 
the specific application as shown in FIG. 6(a). When the user 
touches the interface 68 for selecting the single display, the 
controller 180 may re-execute the specific application as 
shown in FIG. 6(a). 

Furthermore, when the controller 180 receives a signal that 
rejects connection of the call in operation S104, the controller 
180 may eliminate the information 15 that informs the user 
that the call is received and the first GUI 20 that inquires 
whether the received call is connected and re-executes the 
specific application performed before the call is received in 
operation S112. FIG. 15 illustrates exemplary images dis 
played on the mobile terminal 100 according to the operation 
S112 when the user rejects connection of the received call. 
Embodiments of the present disclosure may provide a 

method of executing a call function that provides various 
graphic user interfaces with respect to the call function when 
a mobile terminal having a plurality of touchscreens executes 
the call function. 

Embodiments of the present disclosure may provide a 
mobile terminal having a first body including a first touch 
screen, a second body having a second touch screen, a com 
bining part that combines the first body and the second body 
with each other, a wireless communication unit, and a con 
troller to connect a call that is received through the wireless 
communication unit when the first and second bodies are in an 
open status, when the first and second bodies become a closed 
status. The wireless communication unit and the controller 
may be included in one of the first and second bodies. 
A method may be provided for executing a call function of 

a mobile terminal including first and second bodies respec 
tively having first and second touch screens and providing the 
call function. The method may include receiving a call while 
the first and second bodies are in an open status, connecting 
the received call when the first and second bodies become a 
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closed status, and inactivating the first and second touch 
screens when the received call is connected. 
When the mobile terminal executes the call function, vari 

ous graphic user interfaces with respect to the call function 
are provided to a user Such that the user can conveniently use 
the mobile terminal. 

The above-described method of executing a call function 
of a mobile terminal may be written as computer programs 
and can be implemented in digital computers that execute the 
programs using a computer readable recording medium. The 
method of executing a call function of a mobile terminal may 
be executed through software. The software may include code 
segments that perform required tasks. Programs or code seg 
ments can also be stored in a processor readable medium or 
transmitted according to a computer data signal combined 
with a carrier through a transmission medium or communi 
cation network. 
The computer readable recording medium may be any data 

storage device that can store data that can be thereafter readby 
a computer system. Examples of the computer readable 
recording medium may include read-only memory (ROM), 
random-access memory (RAM), CD-ROMs, DVD+ROM, 
DVD-RAM, magnetic tapes, floppy disks, optical data stor 
age devices. The computer readable recording medium can 
also be distributed over network coupled computer systems 
so that the computer readable code is stored and executed in 
a distribution fashion. 
Any reference in this specification to “one embodiment.” 

“an embodiment.” “example embodiment, etc., means that a 
particular feature, structure, or characteristic described in 
connection with the embodiment is included in at least one 
embodiment of the invention. The appearances of such 
phrases in various places in the specification are not neces 
sarily all referring to the same embodiment. Further, when a 
particular feature, structure, or characteristic is described in 
connection with any embodiment, it is submitted that it is 
within the purview of one skilled in the art to effect such 
feature, structure, or characteristic in connection with other 
ones of the embodiments. 

Although embodiments have been described with refer 
ence to a number of illustrative embodiments thereof, it 
should be understood that numerous other modifications and 
embodiments can be devised by those skilled in the art that 
will fall within the spirit and scope of the principles of this 
disclosure. More particularly, various variations and modifi 
cations are possible in the component parts and/or arrange 
ments of the Subject combination arrangement within the 
Scope of the disclosure, the drawings and the appended 
claims. In addition to variations and modifications in the 
component parts and/or arrangements, alternative uses will 
also be apparent to those skilled in the art. 
What is claimed is: 
1. A method of operating a mobile terminal having a first 

touch panel and a second touch panel, the first and second 
touchpanels being movable relative to each other, the method 
comprising: 

displaying content on at least one of the first touch panel 
and the second touch panel in an open status of the first 
and second touch panels; 

receiving a call when the content is displayed on at least 
one of the first touchpanel and the second touch panel in 
the open status of the first and second touch panels; 

connecting the received call when the first and second 
touch panels change from the open status to a closed 
status while the mobile terminal is receiving the call; 

locking the first and second touch panels when the call is 
connected. 
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2. A method of operating a mobile terminal having a first 

touch panel and a second touch panel, the first and second 
touch panels being movable relative to each other, the method 
comprising: 

providing content on at least one of the first touch paneland 
the second touch panel in an open state, wherein in the 
open state, a prescribed first angle exist between the first 
touchpanel and the second touch panel Such that the first 
touch panel and the second touch panel face Substan 
tially in a same direction; 

receiving a call when the content is displayed on at least 
one of the first touch panel and the second touch panel; 

connecting the received call when the prescribed first angle 
between the first and second touch panels changes to 
beyond a prescribed second angle while the mobile ter 
minal is receiving the call, wherein the prescribed first 
angle and the prescribed second angle are different from 
each other; and 

locking the first and second touch panels when the call is 
connected. 

3. The method of claim 1, wherein the first and second 
touch panels are connected to each other by at least one hinge 
such that the first and second touch panels are foldable rela 
tive to each other. 

4. The method of claim 1, wherein the call is provided in a 
speaker phone mode when the status of the first and second 
touch panels changes back to the open status while the call is 
connected, and wherein in the speaker phone mode, the Voice 
signal received by performing the connected call is output 
through a speaker. 

5. The method of claim 4, wherein the first and second 
touch panels are arranged in a Substantially same plane in a 
fully open status. 

6. The method of claim 4, wherein the speaker phone mode 
is cancelled when the status of the first and second touch 
panels changes to the closed status while the call is connected 
in the speaker phone mode. 

7. The method of claim 1, wherein the display of content is 
halted when the call is received or the received call is con 
nected. 

8. The method of claim 7, wherein the display of the con 
tent continues when the connected call ends. 

9. The method of claim 7, wherein the display of the con 
tent continues when the status of the first and second touch 
panels changes to the open status while the call is connected. 

10. The method of claim 1, wherein the first touch panel 
and the second touch panel are coupled by a hinge Such that 
the mobile terminal can be folded, a side of the mobile ter 
minal to which the first touch panel is attached and a side of 
the mobile terminal to which the second touch panel is 
attached do not come into contact with each other in the 
closed status, and the first touch panel and the second touch 
panel are arranged in a Substantially same plane in a fully 
open status. 

11. The method of claim 2, wherein a substantially simul 
taneous input to the first touch panel and the second touch 
panel is provided by touching the first touch panel with one 
hand and touching the second touch panel by the other hand. 

12. A display device comprising: 
a first touch panel; 
a second touch panel, the first and second touch panels 

being movable relative to each other; and 
a controller configured to control the first and second touch 

panels, the controller to provide content on at least one 
of the first touch panel and the second touch panel in an 
open status of the first and second touch panels, 
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the controller to receive a call when the content is provided 
on at least one of the first and second touch panels in the 
open status of the first and second touch panels, 

the controller to connect the received call when the first and 
second touch panels change from the open status to a 
closed status while the display device receives the call, 
and 

the controller to lock the first and second touch panels 
when the call is connected. 

13. A display device comprising: 
a first touch panel; 
a second touch panel, the first and second touch panels 

being movable relative to each other; and 
a controller to control the first and second touch panels, 
the controller to provide content on at least one of the first 

touch panel and the second touch panel in an open state, 
and in the open state, a prescribed first angle exists 
between the first touch panel and the second touchpanel 
Such that the first touch panel and the second touchpanel 
face Substantially in a same direction, 

the display device to receive a call when the content is 
provided on at least one of the first and second touch 
panels in the open state of the first and second touch 
panels, 

the display device to connect the received call when the 
prescribed first angle between the first and second touch 
panels changes to beyond a prescribed second angle 
while the display device is receiving the call, and 

the display device to lock the first and second touch panels 
when the call is connected, 

wherein the prescribed first angle and the prescribed sec 
ond angle are different from each other. 

14. The display device of claim 13, wherein the controller 
is further configured to halt output of the content upon con 
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necting the received call, and to re-provide the content on the 
at least one of the first and second touch panels when the 
connected call ends while the first and second touch panels 
are in the open state or when the first and second touch panels 
become the open State after the connected call ends. 

15. The display device of claim 12, wherein the controller 
is further configured to halt output of the content upon con 
necting the received call, and to re-provide the content on the 
at least one of the first and second touch panels when the 
connected call ends while the first and second touch panels 
are in the open status or when the first and second touch 
panels become the open status after the connected call ends. 

16. A display device comprising: 
a first body including a first touch panel; 
a second body including a second touch panel; 
a combining part combining the first body and the second 
body with each other such that the first and second 
bodies may move relative to each other; and 

a controller configured to switch the display device from a 
normal mode to a speaker phone mode when the first and 
second touch panels change from a closed status to an 
open status while performing a connected call, and the 
controller to switch the display device from the speaker 
phone mode to the normal mode when the first and 
second touch panels change from the open status to the 
closed status while performing a connected call, 

wherein in the normal mode while in the closed status, a 
Voice signal received from a person performing the con 
nected call is output from the mobile terminal after pass 
ing through a receiver, and in the speaker phone mode 
while in the open status, the Voice signal received from 
the person performing the connected call is output from 
the mobile terminal after passing through a speaker. 
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