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I. INTRODUCTION

Pursuant to 35 U.S.C. §§ 311, 314(a), and 37 C.F.R. § 42.100, Fortinet, Inc.
(“Petitioner”) respectfully requests that the Board review and cancel as
unpatentable under (pre-AIA) 35 U.S.C. §103(a) claims 1-20 (the “Challenged
Claims”) of U.S. Patent No. 10,601,780 (“’780 patent,” Ex.1001).

The *780 patent describes and claims nothing more than well-known
techniques to provide network security to a “host computer [that] supports a virtual
guest system running thereon.” Ex.1001, abstract. The purported novelty of the
’780 patent—as described in the prosecution history—is “three distinct methods of
isolation through a combination of an internal firewall, a host-based firewall, and a
network firewall or web proxy as claimed.” Ex.1002, 151.

However, the claimed arrangement of three distinct methods of isolation was
already known. For example, Delco describes a host system that supports a number
of virtual machines. Ex.1005, 5:18-22. Delco’s system includes (1) packet filters
74 (“internal firewall”) that isolate the virtual machine from the host system, (2) a
packet filter 32 (“host-based firewall”) that protects the host, and an external
firewall system 30 (“network firewall”’) that provides additional protection. See
Ex.1005, 7:4-18, 4:62-5:17.

Delco, along with the other references presented in this Petition, thus render

obvious the Challenged Claims, which should be canceled for unpatentability.
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II. GROUNDS FOR STANDING

Petitioner certifies that the *780 Patent is eligible for IPR and that Petitioner
is not barred or estopped from requesting IPR challenging the patent claims. 37
C.F.R. § 42.104(a).

III. NOTE

Petitioner cites to exhibits’ original page numbers. Emphasis in quoted
material has been added.

IV. TECHNOLOGY BACKGROUND

The *780 patent relates to virtual machines and firewalls. Virtualization
provides the “ability to concurrently support multiple operating system
environments on a single physical computer system hardware platform.” Ex.1005,
1:17-20. A “firewall system 30 is conventionally a network appliance
implementing any or all of a variety of packet inspection and control functions.”
Ex.1005, 4:65-67. A more detailed summary of virtual machines and firewalls can
be found in Dr. Shenoy’s declaration. Ex.1003, 930-32.

V. SUMMARY OF THE °780 PATENT
A. Overview of the 780 Patent

The *780 patent describes and claims nothing more than well-known
techniques to provide network security. The 780 patent relates to “the protection

of computer systems from injurious software that can be encountered while
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browsing or accessing the Internet.” Ex.1001, 1:17-29. To provide such protection,
the 780 patent describes an environment that includes a “host computer [that]
supports a virtual guest system running thereon.” Ex.1001, abstract.

The purported novelty of the *780 patent—as described in the prosecution

history—is “three distinct methods of isolation through a combination of an

internal firewall, a host-based firewall, and a network firewall or web proxy as

claimed.” Ex.1002, 151. The independent claims recite (1) “an_internal firewall is

configured to separate the host system from the virtual system in the computer

system,” (2) “a_host-based firewall executed on the computer system is configured

to implement network isolation between the computer system and the network,”

and (3) “at least one device configured to implement at least one of a network
firewall or a web proxy.” Ex.1001, Claim 1. These three distinct methods of

isolation are illustrated in Fig. 1 below.
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Ex.1001, Fig. 1 (annotated).

First, the host system is protected from any potential malware on the virtual
machine through the “internal firewall.” Ex.1001, 3:42-45. “[ T]he hypervisor also

provides an additional internal host-supported firewall indicated at 15 that

separates and restricts interaction between virtual guest system 13 and the trusted-
host operating system 17.” Ex.1001, 8:13-17. Second, “[t]he host system 9 also has

stored data in the form of software instructions that cause the host system to have a
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host-based firewall 11 that provides restrictive egress from the computer 9.”

Ex.1001, 7:42-45. Third, “[a] proxy/web-content filter 4 is connected with and
cooperates with the firewall hardware 3 to control the type of data permitted to
pass from the Internet 5 into the local system 1, filtering e.g., pornographic
material or data not intended for the system 1.” Ex.1001, 7:10-14.

However, as will be explained in detail below, the arrangement in which
three methods of isolation are used to protect a computing system was already
known at the time the *780 patent was filed. Ex.1003, 9933-37.

B.  Prosecution History of the 780 Patent.

The *780 patent was filed March 2, 2018 and ultimately claims priority to a
provisional application filed January 27, 2011. The Office issued a first office
action on June 5, 2018. The Office rejected the claims as being unpatentable over
U.S. Patent Publication No. 2007/0260873 to Hatfalvi (“Hatfalvi”) in view of a
piece of non-patent literature entitled “A Survey on Virtual Machine Security” to
Reuben (“Reuben”). Ex.1002, 91-103.

In response, the Applicant argued that “there is absolutely no mention in
Hatfalvi about use of a host-based firewall on the protected computer systems.”
Ex.1002, 120. The Examiner nevertheless maintained the rejection in a Final
Office Action dated March 19, 2019. Ex.1002, 124-38. The Applicant then argued

without amendment that “none of the asserted references, either alone or in

10



IPR2025-00086 Petition
Inter Partes Review of 10,601,780

combination, teach or suggest three distinct methods of isolation through a
combination of an internal firewall, a host-based firewall, and a network firewall or
web proxy as claimed.” Ex.1002, 151.

After the case was assigned to a new Examiner, the Office then issued a new
non-final Office Action that withdrew the obviousness rejection and included only
a double patenting rejection. Ex.1002, 188-193. After the Applicant filed a
terminal disclaimer, the Office issued a Notice of Allowance. Ex.1002, 351-53.
The *780 patent then issued on March 24, 2020.

However, as evidenced by Delco and as outlined below, it was already
known to use “three distinct methods of isolation” using an “internal firewall, a
host-based firewall, and a network firewall” as described and claimed in the *780
patent. Ex.1003, 9938-39.

VI. LEVEL OF ORDINARY SKILL IN THE ART

A Person of Ordinary Skill in The Art (“POSITA”) in January of 2011
would have been someone knowledgeable and familiar with computers, computer
networks, network security, and virtualization technologies. A POSITA would
have been familiar with virtual machines, guest operating systems, and firewall
technologies that existed as of that time. That person would have a bachelor’s
degree in electrical engineering, computer science, or equivalent training, and

approximately two years of experience working in the field of virtual computing

11
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systems. Lack of work experience can be remedied by additional education, and
vice versa. Ex.1003, 9923-25.

VII. CLAIM CONSTRUCTION

Claim terms in IPR are construed according to their “ordinary and customary
meaning” to those of skill in the art. 37 C.F.R. § 42.100(b). Phillips v. AWH Corp.,
415 F.3d 1303, 1313 (Fed. Cir. 2005) (en banc). Petitioner submits that, for the
purposes of this proceeding and the grounds presented herein, no claim term
requires express construction. Nidec Motor Corp. v. Zhongshan Broad Ocean
Motor Co., 868 F.3d 1013, 1017 (Fed. Cir. 2017). Ex.1003, 940.

VIII. RELIEF REQUESTED AND REASONS FOR THE REQUESTED
RELIEF

Petitioner asks that the Board institute a trial for inter partes review and
cancel the Challenged Claims in view of the analysis below.

IX. DISCRETIONARY DENIAL WOULD BE INAPPROPRIATE
A. Discretionary denial under the Fintiv factors is not appropriate.

The six factors considered for § 314 discretionary denial strongly favor
institution given Petitioner’s prompt filing and the compelling merits of this case.
See Apple Inc. v. Fintiv, Inc., IPR2020-00019, Paper 11 (PTAB Mar. 20, 2020)

(precedential).

12
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1. No evidence regarding a stay

No motion to stay has been filed, so the Board should not infer the outcome
of such a motion. Sand Revolution Il LLC v. Continental Intermodal Group —
Trucking LLC, IPR2019-01393, Paper 24 at 7 (PTAB June 16, 2020)
(informative); see also Dish Network L.L.C. v. Broadband iTV, Inc., IPR2020-
01359, Paper 15 (Feb. 12, 2021) (“It would be improper to speculate, at this stage,
what the Texas court might do regarding a motion to stay...”). Thus, this factor is
neutral on discretionary denial.

2. Parallel proceeding trial date

The co-pending district court case was filed in the Eastern District of Texas
on March 22, 2024. The most recent statistics currently available for the Eastern
District of Texas show a median time-to-trial of 21.4 months. Ex.1013, 35. Thus,

the estimated trial date is December 2025.! The Board’s final written decision is

" The docket control order sets the case for trial on October 20, 2025. Ex.1012, 1.
Regardless, “a court’s general ability to set a fast-paced schedule is not particularly
relevant...where, like here, the forum itself has not historically resolved cases so
quickly.” In re Apple Inc., 979 F.3d 1332, 1344 (Fed. Cir. 2020). Notably, the
court already has five other patent trials—plus four other trials—scheduled to

begin October 20, 2025. See Ex.1016.

13
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expected shortly after that date—in January or February of 2026. Given the
proximity of the Board’s expected Final Written Decision and the estimated trial
date, this factor is at least neutral. See e.g., Cisco Systems Inc., v. Video Solutions
PTE. Ltd., TIPR2024-00194, Paper 7 (PTAB March 28, 2024) (granting institution
and finding factor two neutral where “trial is likely to begin within approximately
one month of [the Board’s] final written decision™).
3. Investment in the parallel proceeding

The co-pending litigation is in its early stages, with major activities
including a Markman hearing and the close of discovery scheduled for after the
Board’s expected decision on institution. See Ex.1012, 4 (Claim Construction
hearing on April 30, 2025; close of fact discovery on May 23, 2025; close of expert
discovery on July 8, 2025). Moreover, Petitioner has acted with diligence to
prepare this Petition within six months after Petitioner was served with a
complaint. Under Fintiv, Petitioner’s prompt filing “weigh[s] against exercising the
authority to deny institution.” Fintiv, Paper 11 at 11 (“If the evidence shows that
the petitioner filed the petition expeditiously, such as promptly after becoming
aware of the claims being asserted, this fact has weighed against exercising the

authority to deny institution under NHK”).

14
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4. Overlapping issues with the parallel proceeding

There is no present overlap of prior art issues in the district court litigation.
Moreover, Petitioner offers the following stipulation: Petitioner stipulates that if
the PTAB institutes IPR2025-00086 and joins it with the Cisco IPR, Petitioner will
not pursue the grounds raised in this Petition in the parallel district court litigation
with respect to the claims for which trial is instituted. See Sand Revolution II, LLC
v. Cont’l Intermodal Group-Trucking LLC, IPR2019-01393, Paper 24 at 12 (PTAB
June 16, 2020). Consequently, this factor favors institution.

5. Identity of parties

Petitioner is a defendant in the litigation. That is true of most Petitioners in
IPR proceedings. Accordingly, this factor should not be a basis for denying
institution.

6. Other circumstances

The prior art presented in this Petition presents a compelling case on the
merits. The claims of the *780 patent were allowed after the Applicant argued that
“none of the asserted references, either alone or in combination, teach or suggest
three distinct methods of isolation through a combination of an internal firewall, a
host-based firewall, and a network firewall or web proxy as claimed.” Ex.1002,
151. As will be explained in detail below, Delco teaches three distinct methods of

isolation: a packet filter 74 (“internal firewall”), a packet filter application 32

15
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(“host-based firewall”), and an external firewall system 30 (“web proxy”). See
Ex.1005, Figs. 1-3.

The Board’s current policy is to “not deny institution of an IPR or PGR
under Fintiv (i) when a petition presents compelling evidence of unpatentability.”
Memorandum dated June 21, 2022 (“Memo”), 9. “Compelling, meritorious
challenges are those in which the evidence, if unrebutted in trial, would plainly
lead to a conclusion that one or more claims are unpatentable by a preponderance
of the evidence.” Memo, 4. Here, the Petition plainly shows that the concept of
using three different mechanisms of isolation for a host system was taught by
Delco. Notably, the prosecution examiner allowed the claims without evaluating
their unpatentability in view of Delco’s disclosure.

The evidence of unpatentability is compelling here, and the PTAB should
not deny institution under Fintiv.

B. Discretionary denial under 35 U.S.C. § 325(d) is not appropriate.

Denial under § 325(d) is not warranted because the challenges presented in
this petition are neither cumulative nor redundant to the prosecution of the *780
patent. The Examiner did not consider any of the references relied upon in this
petition. Moreover, the challenges in this petition are non-cumulative because the
prior art presented here describes the claim limitations that were distinguished by

the Applicant to gain allowance. See Ex.1002, 370; Ex.1005, Figs. 1-3.

16
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Accordingly, the Board should not exercise its discretion to deny this
petition under § 325(d).

C. Discretionary denial under 35 U.S.C. § 314(a) is not appropriate —
General Plastic.

Application of the General Plastic analysis is inapplicable here. The present
petition is not a “follow-on petition” under General Plastic. Moreover, the General
Plastic factors do not favor denial. This Petition is substantively identical to and is
directed to the same claims, prior art, and grounds for unpatentability that are the
subject of the Cisco IPR. Lastly, there is no risk that the Petition or Fortinet’s
Motion for Joinder would undermine the Office’s ability to complete the
proceedings in a timely manner. Moreover, the Board has authority under the
statute and regulations to consolidate proceedings to achieve efficiency. See 35
U.S.C. §315(d); 37 C.F.R. §42.122(a).

X. IDENTIFICATION OF HOW THE CLAIMS ARE UNPATENTABLE

A.  Challenged Claims and Statutory Grounds for Challenge

Grounds Claims Basis
#1 1-7,9-17, and 19- | 35 U.S.C. § 103 (Pre-AIA) over Delco and Adams
20
#2 8 and 18 35 U.S.C. § 103 (Pre-AIA) over Delco, Adams, and
Dadhia

U.S. Patent No. 8,166,474 to Delco et al. (“Delco”) was filed on September

17
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19, 2005. Delco 1ssued on April 24, 2012 and is thus prior art to the 780 patent
under (pre-AIA) 35 U.S.C. 102(e).

U.S. Patent Publication No. 2010/0077476 to Adams (“Adams”) was filed
on September 23, 2008 and published on March 25, 2010. Adams is thus prior art
to the 780 patent under (pre-AIA) 35 U.S.C. 102(a) and (e).

U.S. Patent No. 7,886,351 to Dadhia et al. (“Dadhia’) was filed on June 19,
2006. Dadhia issued on February 8, 2011 and is thus prior art to the 780 patent
under (pre-AIA) 35 U.S.C. 102(e).

B. Ground 1: Claims 1-7, 9-17, and 19-20 are obvious in view of
Delco and Adams.

1. Summary of Delco.

Delco, like the *780 patent, describes an environment in which a host system
supports a number of virtual machines. “A host system platform 12 includes a local
processor 14 and memory 16 providing a program execution space.” Ex.1005,
4:55-58. “[T]he host system platform 12 further supports the execution of guest
operating systems, here represented as virtual machines 26, 28, the individual guest

operating system environments.” Ex.1005, 5:18-21.

2 If Patent Owner argues that the 780 patent is an AIA patent, Delco, Adams, and

Dadhia would still qualify as prior art under post-AIA 35 U.S.C. §102(a).

18
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Also, like the *780 patent, Delco’s system uses three distinct mechanisms for
providing isolation. Delco describes (1) an internal firewall that separates the
virtual machine from the host system, (2) a host-based packet filter application 32,
and (3) an external firewall system 30.

The internal firewall that separates the virtual machines and guest operating
systems from the host system is illustrated in Figs. 2 and 3 below.

or

19
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Ex.1005, Fig. 3 (annotated); Ex.1003, §[46.

Delco describes separation between the guest operating systems and the host
operating systems. For example, Delco describes a packet filter 74: “Network

access, though only subject to the specific restrictions and controls established by

20
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the corresponding packet filter 74, is then available 108 to the guest operating
system 58in.” Ex.1005, 10:28-31.
The external firewall 30 and host-based packet filter application 32 are

illustrated in Fig. 1 below.
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Ex.1005, Fig. 1 (annotated); Ex.1003, 948.

Delco’s host system is connected to a network (intranet 22) that is protected
by an external firewall 30. “[ A]n independent firewall system 30 can be installed
generally as shown to provide network protection to the intranet 22 including the
host system platform 12. The firewall system 30 is conventionally a network
appliance implementing any or all of a variety of packet inspection and control
functions.” Ex.1005, 4:62-65. Delco’s host system also includes its own firewall.

“Alternately, though more typically in conjunction, a packet filter application 32 is

21
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conventionally implemented and executed within the program execution space of
the host system platform 12.” Ex.1005, 5:8-10.

Accordingly, Delco provides evidence that using three distinct mechanisms
of isolation as described and claimed in the 780 patent was already known.
Ex.1003, 944-50.

2.  Summary of Adams

Adams, like Delco and the 780 patent, relates to network security. Adams

describes a “gateway apparatus 105 in Fig. 1, reproduced below.

WEB SERVER '/' 100
115

“networlk '
firewall” \
= GATEWAY
APPARATUS
105
'
v
CLIENT
COMPUTER
110

Ex.1006, Fig. 1 (annotated); Ex.1003, §51.

Adams’ “gateway apparatus 105 may be any of “a Web proxy server, a

router, and a firewall appliance.” Ex.1006, [0021]. Adams provides more details

22
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about the structure of the external firewall. For example, the gateway apparatus can

include a “processor 205 and a “memory 235” as show in Fig. 2 below.
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Ex.1006, Fig. 2 (annotated); Ex.1003, 953.
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Ex.1006, Fig. 2 (annotated); Ex.1003, §S3.

Adams explains that its gateway apparatus includes a web proxy application

stored in memory. That application isolates the client computer 110 from the

network 120. Ex.1003, 9951-54.

3.

Reasons to Combine Delco and Adams

While a POSITA would have recognized that Delco’s network appliance

would have inherently included a processor and memory, a POSITA would have

also found it obvious for Delco’s external firewall system 30 to include a processor

24
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and a memory as taught by Adams. Ex.1003, 954.

Delco describes “an independent firewall system 30... to provide network
protection to the intranet 22 including the host system platform 12. The firewall
system 30 is conventionally a network appliance implementing any or all of a
variety of packet inspection and control functions.” Ex.1005, 4:62-65. While Delco
does not describe the structural details of the firewall system 30, a POSITA would
have found it obvious for such a “network appliance” to include a processor and
memory. Ex.1003, 456. This is evidenced by Adams, which provides additional
details about such network appliances.

Adams describes a gateway apparatus 105, which like Delco’s firewall
system 30, is a “firewall appliance.” Ex.1006, [0021]. Adams provides additional
structural details about the firewall appliance. Adams describes “a functional block
diagram of one type of gateway apparatus” such as the gateway apparatus 105 of
Fig. 1. The gateway apparatus can include a “processor 205 and a “memory 235”
as shown in Fig. 2. Thus, Adams provides evidence that it would be obvious for a
firewall network appliance such as Delco’s to include a processor and a memory to
perform its intended functions. Ex.1003, 957.

A POSITA would have had a reasonable expectation of success in
combining the teachings of Delco and Adams because Adams’ gateway apparatus

provides firewall functionality like that provided by Delco’s firewall system 30.
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Ex.1003, 458. Adams explains that “[i]n the computer industry, a firewall
commonly refers to a device, set of devices, and/or software/firmware configured
to permit or deny, encrypt, decrypt, or proxy all network traffic between different
security domains in accordance with a set of rules or other criteria.” Ex.1006,
[0036]. Delco similarly explains that its firewall acts as a packet filter “such as
exemplified by the conventional IPTables and IPChains packages, content filters,
such as the well-known SpamAssassin and Clam AntiVirus (ClamAV) packages,
deep packet analysis and scrubbing packages, and other packages implementing
network packet security functions.” Ex.1005, 5:2-7; Ex.1003, 958. A POSITA
would have recognized these “packages” as software that were commonly stored in
computer memory and executed by a computer processor. Ex.1003, 458; Ex.1005,
2:5-6.

Accordingly, the combination of Delco and Adams achieves the predictable
result of using a processor and memory to perform the described firewall functions.
Adams explains that “Web proxy application 240 and its functional modules
shown in FIG. 2 are implemented as software that is executed by processor 205.
Such software may be stored, prior to its being loaded into RAM for execution by
processor 205, on any suitable computer-readable storage medium such as a hard
disk drive, an optical disk, or a flash memory (see storage device 230).” Ex.1006,

[0028]. Ex.1003, 959.
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Accordingly, the combination of Delco and Adams merely represents
applying a known technique (implementing a network appliance with a processor
and memory as taught by Adams) to a known device (Delco’s firewall appliance)
ready for improvement to yield predictable results. The combination of Delco and
Adams is also merely the combination of prior art elements (a processor and
memory with a firewall appliance) according to known methods to yield
predictable results (executing code from memory on the processor to perform
firewall functions). Ex.1003, 960.

4. Claim 1
[1.0] A networked computer system comprising:

To the extent the preamble is limiting, it is rendered obvious by Delco.
Delco’s Fig. 1 illustrates what it refers to as a “preferred environment” of its
invention, which includes a computer system 10 (“networked computer system™):

“A computer system 10, demonstrating a preferred environment for

implementation of the present invention, i1s shown in FIG. 1.” Ex.1005, 4:53-56.
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“networked computer system”
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Ex.1005, Fig. 1 (annotated); Ex.1003, §[62.

Delco’s computer system 10 is a “networked computer system” as claimed.
As shown in Fig. 1, Delco’s computer system 10 includes a “host system platform
12” (Ex.1005, 4:55) connected to a “local intranet 22” and “Internet” 24. (Ex.1005,
4:58-61). Delco’s computing system 10 is thus networked because it includes a
host system 12 that is connected to the local intranet 22 and Internet 24.

Thus, because Delco describes a computer system 10 that includes a host
system connected to the local intranet 22 and Internet 24, Delco renders obvious a
“networked computer system” as claimed. Ex.1003, 961-64.

[1.1] a network;

Delco’s computer system 10 includes an intranet 22 (“network’) that
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connects the host system 12 to the Internet 24. “The host system platform 12
preferably supports a local datastore 18 and a network interface 20 permitting

connection to a local intranet 22, as shown, and further, or directly in alternate

scenarios, to a public communications network 24, such as the Internet.” Ex.1005,
4:53-61. The local intranet 22 is illustrated in Delco, Fig. 1, shown below and

highlighted in green.

“a network”

FIG. 1
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I 34
1

Ex.1005, Fig. 1 (annotated); Ex.1003, 466.

Thus, because Delco describes a computing system 10 that includes a local
intranet 22, Delco renders obvious “a network™ as claimed. Ex.1003, 9965-67.

[1.2] at least one computer system configured to connect to the network,

First, Delco’s system 10 includes a host system platform 12 (“at least one

computer system’). “A host system platform 12 includes a local processor 14 and
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memory 16 providing a program execution space.” Ex.1005, 4:53-61.

Regarding the description accompanying Fig. 1, Delco describes “a host
system platform 12 with “a local processor 14 and a memory 16 providing a
program execution space.” Ex.1005, 4:55-56. As relevant to limitation [1.3] below,
“the host system platform 12 further supports the execution of guest operating
systems, here represented as virtual machines 26, 28.” Ex.1005, 5:18-20.
Accordingly, the host processing system and its supported virtual machines
together teach “at least one computer system” as highlighted in blue in Fig. 1

below.

“a network™

Fic. 1

compuiter
system”

SECURE
7] ConrFig. CONTROL [

_______________________

Ex.1005, Fig. 1 (annotated); Ex.1003, 969.

While Fig. 1 illustrates the “preferred environment” for Delco’s host system
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platform, Fig. 2 illustrates a “preferred embodiment” in which a host operating
system “is executed on a hardware platform 44.” Ex.1005, 4:53-55, 6:13-30. Thus,
a POSITA would have naturally read Delco’s disclosures relating to Figures 1 and
2 as overlapping and intended to be integrated and understood together such that
the hardware platform 44 in Fig. 2 is an implementation of the host system
platform 12 in Fig. 1. Ex.1003, §70.

For example, Delco explains that “[t]he hardware platform 44 also
preferably includes a central processor 14 and a local datastore 18.” Ex.1005, 6:16-
18. The “local datastore 18,” however, is depicted only in Figure 1 and not in
Figure 2. This further confirms a POSITA’s understanding that the hardware
platform 44 and the systems it supports are an implementation of the host system
platform 12 described with respect to Fig. 1. Ex.1003, §71. It would have been
obvious to a POSITA, therefore, to combine features of Delco’s Fig. 1 and Fig. 2
disclosures.

Delco illustrates in Fig. 2 that the hardware platform 44 supports a host
operating system 42 and virtual machines 54;n. “[H]ost operating system 42”
(Ex.1005, 6:15) runs “instances of a virtual machine monitor (VMM) 521
provided to support a set of one or more virtual machines (VM) 54:x” (Ex.1005,
6:23-25). Delco’s Fig. 1 illustrates the host system platform 12 which supports

virtual machines 26 and 28. The hardware platform 44 similarly supports a host
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operating system 42 and virtual machines 541.n. Accordingly, Delco’s host system

platform 12, which may be implemented as hardware platform 44 to support host

operating system 42 and virtual machines 541.x as shown in Fig. 2, teaches “at

least one computer system” as claimed.
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Ex.1005, Fig. 2 (annotated); Ex.1003, §72.

Second, Delco explains that the host system platform 12 is connected to the

intranet 22 and is thus “connected to the network.” As explained above at [1.1],

Delco’s computer system 10 includes an intranet 22 (“network’) that connects the

host system 12 to the Internet 24. See Ex.1005, 4:53-61.
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Ex.1005, Fig. 1 (annotated); Ex.1003, §[73.

Delco also explains that “configuration files” may be received by the host
system 12 and stored “through a secure network connection with a remote
configuration server accessible through the network 20.” Ex.1005, 6:4-7. Because
network 20 connects to Intranet 22, which a POSITA would have understood is in
turn connected to a remote configuration server, Delco renders obvious that the
host system is “configured to connect to the network.” Ex.1003, 474.

Delco further teaches that in the example embodiment of Fig. 2, the
hardware platform 44—which is an implementation of host system platform 12—is
connected to a network. Fig. 2 illustrates hardware platform 44 connected to

“external communications network 48.” Ex.1005, 6:19-20.
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Ex.1005, Fig. 2 (annotated); Ex.1003, §75.

It would have been obvious that the network 48 may be or include features
or characteristics of a local intranet, such as intranet 22. Ex.1003, §76. For
example, Delco describes defining a “network zone” based on ““characteristics of
the network 48.” Ex.1005, 9:7-17; see also 10:51. Delco’s Fig. 1 and
accompanying text describe at least one computer system (the host system platform
12 in conjunction with virtual machines 26 and 28) configured to connect to the
network (connected to intranet 22). Delco’s Fig. 2 describes an implementation of
the host system platform 12 as hardware platform 44 that supports the host
operating system 42 in conjunction with virtual machines 54 and is configured to
connect to the network 48. Accordingly, the intranet 22 shown in Delco, Fig. 1

and/or the network 48 shown in Delco, Fig. 2 correspond to a network, as claimed.
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Thus, because Delco describes a network-connected host system platform 12
that is implemented as hardware platform 44 supporting a host operating system
and virtual machines, Delco renders obvious “at least one computer system
configured to connect to the network” as claimed. Ex.1003, 9968-78.

[1.3] the computer system comprising a host system and a virtual system,

First, Delco explains that a “host operating system 42 is executed on a
hardware platform 44.” Ex.1005, 6:13-30. Delco’s host operating system teaches a

“host system” as claimed.
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Ex.1005, Fig. 2 (annotated); Ex.1003, €79.

Second, Delco’s host operating system 42 supports virtual machines 54.x,
that execute guest operating systems, any of which is “a virtual system” as

claimed. “The host operating system 42 supports the execution of any number of
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conventional applications 50 and the components of the virtualization framework,
which include instances of a virtual machine monitor (VMM) 521.x provided to
support a set of one or more virtual machines (VM) 541.n.” Ex.1005, 6:13-30. “The

virtual machines 541 functionally encapsulate guest operating systems 58;.n.”

Ex.1005, 6:31-60. The guest operating systems make use of “guest operating
system execution space above a virtual hardware component layer 60;.n.” Ex.1005,
6:31-60. Delco further explains that “[a]s is typical of conventional operating
systems, the guest operating systems 58;.n define and constrain the execution of
programs within the program execution spaces 621 to preclude, at a minimum,
memory accesses beyond the boundaries of the program execution spaces 621.N.”
Ex.1005, 6:31-60.

Accordingly, Delco’s virtual machines support guest operating systems
581~n. Any of the guest operating systems 58, which execute on the virtual

machines 541, teach a “virtual system” as claimed.
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Ex.1005, Fig. 2 (annotated); Ex.1003, §[80.

Thus, Delco teaches a host system platform 12 implemented as a hardware
platform 44 that executes a host operating system 42 supporting a number of
virtual machines with guest operating systems, which renders obvious “the
computer system comprising a host system and a virtual system” as claimed.
Ex.1003, 9979-82.

[1.4] wherein the virtual system is a separate operating system or a software
module operating on the computer system’,

First, Delco’s virtual machines 54~ support guest operating systems

3 A POSITA would have understood that “the computer system” refers to “the at

least one computer system.” Ex.1003, 483.
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(“virtual system[s]”’) which are “separate operating system/[s]” consistent with a
POSITA’s understanding of virtual machines. Ex.1003, 983. Delco describes
virtual machines as “separate virtual machine execution processes” which are
“effectively isolated from one another and from the host operating system.”
Ex.1005, 6:31-60. Delco explains that “the virtual machines 54 are preferably
executed as individual instances of a virtual machine application loaded and
managed through separate virtual machine execution processes.” Ex.1005, 6:31-

60. “The virtual machines 541 functionally encapsulate guest operating systems

581.n. Each of the virtual machines 541.n, when executing, are effectively isolated

from one another and from the host operating system 42 as a function of the

applied virtual machine world context switch.” Ex.1005, 6:31-60.

Delco also explains that guest operating systems are “separate operating
system[s]” because the virtual machines “logically encapsulate[] a separate
instance of an operating system.” Ex.1005, 1:21-23. Delco further explains that this
“virtualization architecture...enforce[s] isolation between the mulitple virtual
machines.” Ex.1005, 1:37-39. “This isolation enables the virtual machines to

encapsulate and execute a different operating system|[], whether based on type,

such as Windows7 and Linux7, specific OS variant, such as WindowsXPJ or
RedHat7 Linux, or OS version.” Ex.1005, 1:43-47. This isolation is accomplished

by “restrict[ing] the accessible memory space to that defined for the executing
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virtual machine 541.n.” Ex.1005, 6:43-45.

Delco also teaches the alternatively claimed limitation in which the virtual
machines are “software module[s].” Delco explains that “[t]he virtual hardware
component layer 60;n of the virtual machines 54.n1s preferably implemented as a

coordinated set of software components.” Ex.1005, 6:61-63. Thus, while Delco’s

description of virtual machines 26, 28, and/or 54 as operating systems is adequate
to render the claim language obvious, Delco also renders the alternatively claimed
limitation obvious.

Second, Delco’s guest operating systems 581 “operat/e] on” the hardware
platform 44 (“the computing system’), which in Fig. 1 is represented as the host
system 12. Delco explains that its systems “allow direct execution of the in-context

virtual machine 26, 28 on the host system 12.” Ex.1005, 5:51-52. In addition, “the

host system platform 12...supports the execution of guest operating systems, here
represented as virtual machines 26, 28.” Ex.1005, 5:18-20.

Like the virtual machines 26, 28 described with respect to Fig. 1, the virtual
machines 541.n and their guest operating systems 58;.x are executed on the
hardware platform (“the computing system”). “In the preferred embodiments, the
virtual machines 54 are preferably executed as individual instances of a virtual
machine application loaded and managed through separate virtual machine

execution processes (designated as VMX processes) instantiated within the
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program execution space of the host operating system 42.” Ex.1005, 6:31-36. In
addition, “the virtual machines 541.x” operate “with support from the virtual
machine monitor 52, host operating system 42 resident drivers, and the
underlying hardware platform 44.” Ex.1005, 6:65-67.

Thus, because Delco’s guest operating systems running on the virtual
machines are separate operating systems running on the host system platform,
Delco renders obvious “wherein the virtual system is a separate operating system
or a software module operating on the computer system” as claimed. Ex.1003,
1983-89.

[1.5] wherein an internal firewall is configured to separate the host system from
the virtual system in the computer system, and

First, each of Delco’s virtual machines includes a packet filter 74 (“internal
firewall”) that filters packets passing between the virtual system and the host
system. Ex.1005, 7:4-18. By filtering packets between the virtual machine and the
host system, the packet filter is “configured to separate the host system from the
virtual system in the computer system.”

Delco’s packet filter is implemented by a “virtual network interface
component 70.” Ex.1005, 7:4-18. The virtual network interface component 70 is

shown in Fig. 3, below.
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Ex.1005, Fig. 3 (annotated); Ex.1003, 992.

Delco’s packet filter layer 74 is an “internal firewall” because it performs
the function of a firewall—filtering packets*—between the internal virtual machine
and destinations that are external to the virtual machine (e.g., the host system 42 or
over the Internet). Delco explains that the packet filter layer 74 may be configured
according to “a set of policy rules.” Ex.1005, 7:29. Delco describes a wide range of

different customized policy rules such as “per-packet” filtering (Ex.1005, 8:36) or

* See e.g., Ex.1005, 1:65-2:5 (“Firewall system architectures are conventionally

well-known as implementing various stateful and stateless network packet

processing functions to selectively control the network traffic passed through the

firewall system. The packet processing functions typically include discrete packet

filtering.”).
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which ports the virtual machine can access (see Ex.1005, 8:43-45).

Second, Delco’s packet filter 74 is placed between the host operating system
42 and the guest operating systems 58 and is thus “configured to separate the host
system from the virtual system in the computer system.” Specifically, the virtual
network interface component 70 is placed between the Guest OS 58 (“virtual
system”) and the VMNet 56 of the host operating system® (“host system”) as shown

below.
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Ex.1005, Fig. 3 (annotated); Ex.1003, 994.

Delco explains that “[a]n advantage of the present invention is that the
distributed implementation of packet filters in the individual virtual machines

enables each virtual machine to discretely manage network communications with

> Fig. 2 illustrates the VMNet 56 as part of the host operating system 42.
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respect to all external entities, including the host operating system and other

virtual machines.” Ex.1005 3:40-46. By filtering traffic between the virtual system
and the host system, the packet filter 74 acts as an internal firewall that implements
isolation between the virtual machine(s) and the host operating system.

Thus, because Delco’s packet filter acts as a firewall that separates the
virtual machine from the host system and the network, Delco renders obvious
“wherein an internal firewall is configured to separate the host system from the
virtual system in the computer system” as claimed. Ex.1003, 4990-96.

[1.6] a host-based firewall executed on the computer system is configured to
implement network isolation between the computer system and the network; and

Delco describes a packet filter application 32 (“host-based firewall”) that is
executed on the host system platform 12 (“executed on the computer system”).
“[A] packet filter application 32 is conventionally implemented and executed
within the program execution space of the host system platform 12.” Ex.1005, 5:8-

17.
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Ex.1005, Fig. 1 (annotated); Ex.1003, 997.

The packet filter 32 is a “firewall” because it performs the function of a
firewall—filtering packets. See e.g., Ex.1005, 1:65-2:5. Indeed, Delco’s Fig. 1
labels the packet filter application 32 as “FIREWALLING.” Ex.1005, 4:65, 5:8-9.
Because the packet filter application 32 is positioned between the host system
platform 12 and the intranet 22, it performs network isolation between the host
system platform 12 (“the computer system’) and the intranet 22 (“the network™).

As shown in Fig. 1, the packet filter application 32 is positioned between the
host system 12 and the intranet 22. Therefore, a POSITA would have understood
that the packet filter application 32 isolates the host system 12 from the intranet 22.
Delco explains that the firewall 32 is designed to protect the host system 12, and

the virtual machines 26, 28, from vulnerabilities. See Ex.1005, 5:22-24. A POSITA
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would have recognized that the filter 32 would selectively isolate the host system
12 from the intranet 22 to prevent malicious files from being transferred to the host
system 12 and vice versa. Ex.1003, 4199.

The *780 patent itself further confirms a POSITA’s understanding that
Delco’s packet filter application 32, which performs firewall functions, teaches a
firewall. Ex.1003, 9100. The *780 patent explains that its architecture “is
preferably implemented by commercial-off-the-shelf (COTS) hardware, all of
which is readily available. The computers described herein and the networks, both
local area and the internet, rely on the standard well known network hardware now
in common use.” Ex.1001, 4:50-55. The *780 patent then specifically admits that
there is nothing novel about the host-based firewall specifically, explaining that it
“may be implemented using software such as, for example, that sold under the
names Symantec Endpoint Protection or MacAfee Host-Based Security Systems.”
Ex.1001, 7:45-48. Delco similarly explains that “Various network security and
content filter applications for client system platform configurations are available
from Symantec Corporation, Cupertino, Calif.” Ex.1005, 5:12-14.

Thus, because Delco discloses the conventional host-based firewall (packet
filter application 32) executed on the computer system (host system 12), which is
configured to implement network isolation between the computer system and the

network (to prevent malicious files from begin transferred to the host system 12),
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Delco renders obvious “a host-based firewall executed on the computer system is
configured to implement network isolation between the computer system and the

network” as claimed. Ex.1003, 997-101.

[1.7] at least one device configured to implement at least one of a network
firewall or a web proxy,

Delco further describes an independent firewall system 30 (“network
firewall”) that is external to the host system platform. Delco explains that
conventionally, “an independent firewall system 30 can be installed generally as
shown to provide network protection to the intranet 22 including the host system
platform 12. The firewall system 30 is conventionally a network appliance
implementing any or all of a variety of packet inspection and control functions.”
Ex.1005, 4:62-5:7.

The firewall system 30 in Fig. 1 is positioned between the intranet 22 and
the internet 24. Delco explains that this firewall 30 “selectively filter[s] network

traffic to and from the physical computer system.” Ex.1005, 1:63—-67.
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Ex.1005, Fig. 1 (annotated); Ex.1003, §103.

Delco’s firewall system 30 is analogous to the “network firewall” described
and claimed in the *780 patent. The *780 patent explains that the network firewall
is a conventional product. It first describes “a firewall 3 and a router 2 of
conventional configuration that is well-known in the art.” Ex.1001, 7:9-10. Delco’s
firewall system is an example of the “firewall” that the *780 patent acknowledges
is well-known in the art.

Thus, because Delco describes an external device that functions as a firewall
system, Delco renders obvious “at least one device configured to implement at
least one of a network firewall” as claimed. Ex.1003, 44102-05.

Alternatively, as discussed further for limitation [1.8] below, Adams

describes a “gateway apparatus 105 that operates as a “Web proxy... and a
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firewall appliance.” Ex.1006, [0021]. In view of Adams’ disclosure, it would have
been obvious for Delco’s firewall system 30 to additionally, or alternatively,
implement a web proxy. Ex.1003, §105.

[1.8] wherein the device comprises a processor and a memory configured to

implement network isolation between one or more untrusted network
destinations and the networked computer system.

First, to the extent it is not inherent, a POSITA would have found it obvious
for Delco’s firewall system 30 to include a processor and a memory, as evidenced
by Adams. Ex.1003, 4106.

Delco does not provide details regarding the structure of the firewall system
30, 1.e., whether it is a device that includes a processor and a memory. However, in
combination with Adams, a POSITA would have understood that a firewall, such
as the firewall system 30, would include a processor and a memory configured to
implement network isolation between one or more untrusted network destinations
and the networked computer system. See supra X.B.3; Ex.1003, q107.

Adams describes a firewall that includes a processor and a memory to
perform its intended functions. Adams illustrates a “gateway apparatus 105 in Fig.

1, reproduced below.
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Ex.1006, Fig. 1 (annotated); Ex.1003, §108.

Adams’ “gateway apparatus 105 may be any of “a Web proxy, a router, and
a firewall appliance.” Ex.1006, [0021]. Just as the firewall system 30 in Delco is
positioned between the internet 24 and the intranet 22, the gateway apparatus 105
is positioned between the network 120 “which, in some embodiments, includes the
Internet” and the client computer 110. Ex.1006, [0021].

Adams’ Fig. 2 is “a functional block diagram of one type of gateway
apparatus” such as the gateway apparatus 105 of Fig. 1. Ex.1006, [0022]. The
gateway apparatus can include a “processor 205 and a “memory 235 as show in

Fig. 2 below.
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Ex.1006, Fig. 2 (annotated); Ex.1003, 110.

Adams’ gateway apparatus also teaches a “web proxy” as alternatively
claimed. Adams explains that its gateway apparatus includes a web proxy
application stored in memory. “In FIG. 2, memory 235 includes Web proxy
application 240.” Ex.1006, [0025].

Adams’ gateway apparatus isolates the client computer 110 from the
network 120. For example, the gateway “tests [executable files] for the presence of
malware.” Ex.1006, [0027]. If a file contains malware, the gateway “prevent[s] the

executable file 260 from propagating further over network 120. That is, corrective
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action module 255 can block an executable file 260 that includes malware, thereby
preventing it from reaching a client computer 110.” Ex.1006, [0033].

In summary, it would have been obvious for Delco’s firewall system 30 to
include a processor and memory as evidenced by Adams.

Second, Delco explains that its firewall system 30 implements network
isolation between the Internet 24, which it describes as “a public communications
network™ and the intranet 22 and host system platform 12 (“the networked
computer system’). Ex.1005, 4:60. A POSITA would have understood that a
destination on the Internet would be considered an untrusted network destination,
as claimed. Ex.1003, q113; Ex.1008, [0006] (“A firewall is a system or
combination of systems ... that enforce a boundary between a trusted data network

and an untrusted data network ... such as the internet.”); Ex.1009, 1:30-32

(“When a computer is connected to a public network, such as the Internet, the

computer is vulnerable to attack and compromise from other computers on the
network.”). Specifically, Delco’s firewall system 30 “selectively filter[s] network
traffic to and from the physical computer system.” Ex.1005, 1:63-67.

In addition, “[t]he firewall system 30 is conventionally a network appliance
implementing any or all of a variety of packet inspection and control functions.”
Ex.1005, 4:62—67. Filtering network traffic and inspecting and controlling

functions as described in Delco is implementing network isolation as claimed.
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Indeed, the function and purpose of a gateway or firewall is to provide isolation
between trusted and untrusted networks. See e.g., Ex.1010, [0040] (“[G]ateway

120 may provide isolation between the untrusted and trusted networks or

network domains ... gateway 120 may include a firewall to allow only certain types
of packets or traffic to pass.”); Ex.1003, 4115.

Thus, because Adams describes the structural details (e.g., processor and
memory) of a firewall such as the one described by Delco, which filters packets
from the Internet (an untrusted network destination), Delco and Adams render
obvious “wherein the device comprises a processor and a memory configured to
implement network isolation between one or more untrusted network destinations
and the networked computer system” as claimed. Ex.1003, 9106-16.

5. Claim 2

[2.1] The networked computer system of claim 1, wherein the internal firewall is
configured to prevent data from being communicated between the virtual system
and the host system without an explicit user input.

First, for the reasons explained above at [1.5], Delco’s packet filter layer 74
(“internal firewall”) prevents data from being communicated from the guest
operating system 58 to the host operating system 42.

Second, Delco describes a “default packet filter configuration” that is
configured “without an explicit user input.” ‘“Advantageously, the packet filter of a

virtual network interface controller 70 is fully initialized prior to any execution of a
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guest operating system 58;.n within the corresponding virtual machine 52;n.”
Ex.1005, 10:9-16. “Even if a zone and controller identity criteria match is not
found, an administratively defined default packet filter configuration is established
before any possible compromize [sic] of the guest operating system 58;n.”
Ex.1005, 10:9-16. Because the packet filter has a default configuration upon
initialization, it performs its function of preventing communication “without
explicit user input.”

Additionally, it would have been obvious for Delco’s set of policy rules to
be embodied as a “white list” such that only specifically allowed types of
communication are allowed to pass. Delco explains that users may change the
filtering policy through a management interface. Delco describes “a set of policy
rules that define the operational behavior of the packet filter layer 74 is preferably
stored as configuration data in an in-memory table 76. A management program
interface 78 is preferably provided to allow the setting and updating of the policy
rule set held in the table 76.” Ex.1005, 7:19-37. It was known for policy rules—
such as the rule set held in table 76—to exist as a white list. See e.g., Ex.1014,
[0048] (“[A] policy database may be a block list, a black list, an allowed list, a
white list, or the like™). Therefore, Delco’s rule set—embodied as a white list—
would have functioned to prevent communication absent “explicit user input” as

claimed. Ex.1003, 94117-20.
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6. Claim3

[3.1] The networked computer system of claim 1, wherein the host system is
configured to store data in a host memory space and the virtual system is
configured to store data in a virtual memory space that is segregated from the
host memory space.

First, Delco’s host operating system utilizes a program execution space
(“host memory space”). See Ex.1005, 4:53-61 (“memory 16 providing a program
execution space”).

Delco’s system stores data within the program execution space. For
example, “a packet filter application 32 is conventionally implemented and
executed within the program execution space of the host system platform 12.”
Ex.1005, 5:9-12. A POSITA would have understood that the packet filter
application 32 would process packets for the purpose of filtering packets. Ex.1003,
9122. The packets themselves are data, and it would have been obvious to a
POSITA to store the packets in a host memory space while the packets are being
processed. Accordingly, Delco’s host system “is configured to store data in a host
memory space.”

Second, Delco’s guest operating systems (each one a “virtual system”) store
data in their own memory space referred to as the guest operating execution space
(“virtual memory space”). “The hardware platform 44, as programmed in

conjunction with the world context switch, establishes conventional memory space
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controls that restrict the accessible memory space to that defined for the executing
virtual machine 54;.n.” Ex.1005, 6:31-45. “In turn, each virtual machine 54 N, as

executed, then preferably further defines a guest operating system execution

space above a virtual hardware component layer 601.n. The guest operating system
execution space represents the apparent physical memory address space available
to the guest operating system 581.n.” Ex.1005, 6:46-51. Delco also explains that the
“program execution spaces 62 [is] held available for the execution of
applications by the guest operating systems 581.x.” Ex.1005, 6:51-60.

Delco’s guest operating systems thus store application data in their
respective execution spaces. For example, “program execution spaces 621 held
available for the execution of applications by the guest operating systems 58;.n.”
Ex.1005, 6:46-60. Accordingly, Delco’s guest operating systems are “configured to
store data in a virtual memory space.”

Third, Delco’s guest operating system execution spaces are “segregated
from” Delco’s host program execution space. Delco explains that “[a]s is typical of
conventional operating systems, the guest operating systems 58.x define and
constrain the execution of programs within the program execution spaces 621.n to
preclude, at a minimum, memory accesses beyond the boundaries of the program
execution spaces 621-n.” Ex.1005, 6:46-60. “The hardware platform 44, as

programmed in conjunction with the world context switch, establishes
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conventional memory space controls that restrict the accessible memory space to
that defined for the executing virtual machine 541.n.” Ex.1005, 6:31-45.

Thus, because Delco describes the conventional arrangement in which the
guest operating systems utilize their own separate program execution space that is
segregated from the host’s memory space, Delco renders this limitation obvious.
Ex.1003, 99121-26.

7. Claim 4

[4.1] The networked computer system of claim 1, wherein malware introduced to
the computer system is prevented from moving to another computer system of the
networked computer system.

As explained above at [1.5], Delco’s host system platform 12 includes a
host-based firewall in the form of packet filter application 32. Delco’s packet filter
is configured to prevent malware from moving from the host machine to an
external system. For example, Delco explains that its firewalling techniques are
designed to overcome flaws in previous systems in which malware could spread.
See Ex.1005, 2:48-58.

Delco further explains the function of its packet filters: “For purposes of
describing the present invention, the term packet filter is used to encompass packet
filtering packages, such as exemplified by the conventional IPTables and IPChains
packages, content filters, such as the well-known SpamAssassin and Clam

AntiVirus (ClamAV) packages, deep packet analysis and scrubbing packages, and
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other packages implementing network packet security functions.” Ex.1005, 4:67-
5:7. Thus, by filtering out spam and computer viruses, Delco’s packet filters 32
prevent malware from spreading from the host system to other systems on the
intranet 22 (“network”) as claimed. And a POSITA would have found it obvious
that the intranet 22 would include other systems. Delco explains that the intranet is
a “protected, typically corporate, network.” Ex.1005, 2:15-16. The purpose of such
a corporate network is to connect multiple systems together. Ex.1003, 49127-29.

8. Claim5

[5.0] The networked computer system of claim 1, wherein the computer system is
configured to:

See [1.0]-[1.8]. As will be explained below, Delco’s guest operating system
accesses the network through a first connection, and Delco’s host operating system
accesses the network through a second, separate connection. Ex.1003, 4130.

[5.1] communicate with the one or more untrusted network destinations via a
first communication connection,

Delco’s virtual machines communicate with the Internet 24 (“one or more
untrusted network destinations”) through a first connection. “The host system
platform 12 preferably supports a local datastore 18 and a network interface 20
permitting connection to ... a public communications network 24, such as the
Internet.” Ex.1005, 4:53-61.

Delco notes that a “physical computer system may be used in a generally
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untrusted network environment.” Ex.1005, 2:10-12. A POSITA would have
understood that the Internet is such an untrusted environment. See e.g., Ex.1008,
[0006] (“A firewall is a system or combination of systems ... that enforce a

boundary between a trusted data network and an untrusted data network ... such

as the internet.”); Ex.1003, §132.

“untrusted “first communication
network connecﬁoz%
destination” 10 FlG- ]
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INTERNET g ; 55
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Ex.1005, Fig. 1 (annotated); Ex.1003, §132.

Delco’s virtual machines also communicate with destinations over the
Internet. The virtual machines’ connection to the Internet passes through a virtual
network interface. “A virtual network interface controller (VNic) is preferably
implemented and executed as a component within the virtual hardware component
layer 601.n.” Ex.1005, 7:4-18. The “virtual network interface controller component

70 includes, representationally, a virtual network interface layer 72 combined with
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a packet filter layer 74.” Ex.1005, 7:8-10. Delco’s packet filter is intended to filter
out harmful packets from untrusted destinations such as the Internet. See Ex.1005,
2:26-59; Ex.1008, [0006]. Accordingly, a POSITA would have understood that
Delco’s virtual machine communicates with the Internet. Ex.1003, q134.
Accordingly, the virtual machines’ connection to the Internet through a VNic of
the virtual hardware component layer is a “first communication connection” as
claimed. Ex.1003, 99131-35.

[5.2] communicate with one or more trusted network destinations via a second
communication connection; and

Delco’s host computing system accesses the local intranet 22 (“one or more
trusted network destinations”) through a second connection. “The host system
platform 12 preferably supports a local datastore 18 and a network interface 20

permitting connection to a local intranet 22.”” Ex.1005, 4:53-61.

Delco’s intranet 22 is a “trusted” network because it is behind the firewall
system 30. A POSITA would have understood that the intranet 22 is a “protected,
typically corporate, network.” Ex.1005, 2:15-16; Ex.1003, q137. Delco explains
that “In conventional use configurations, an independent firewall system 30 can be
installed generally as shown to provide network protection to the intranet 22

including the host system platform 12.” Ex.1005, 4:62-66.
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The host system platform 12 includes “a network interface 20 permitting
connection to a local intranet 22.” Ex.1005, 7:4-18. Accordingly, the host system’s
connection to the intranet through the network interface 20 is a “second
connection” as claimed. Just like the *780 patent, Delco thus teaches a first
connection through a virtual machine and a second connection through the host.
See e.g., Ex.1001, Fig. 2. Ex.1003, qq136-39.

[5.3] enforce separation of the first communication connection from the second
communication connection.

Delco’s virtual machine connection (“first communication connection”) and
host system connection (“second communication connection’) are separated at
least because they use different network controllers. Delco’s host system

establishes the exemplary “second communication connection” using the physical
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NIC. “A host operating system 42 is executed on a hardware platform 44 including
a network interface controller 46.” Ex.1005, 6:15-17. Separately, the virtual
machine’s exemplary “first communication connection’ uses a VNic: “A virtual
network interface controller (VNic) is preferably implemented and executed as a
component within the virtual hardware component layer 601.n.” Ex.1005, 7:4-6.
“[E]ach virtual machine 54, as executed, then preferably further defines a guest
operating system execution space above a virtual hardware component layer 60;.-
N Ex. 1005, 6:46-48.

The VNic of the virtual machine is separate from the NIC on the host
system. Ex.1005, 6:31-45. Delco explains that the virtual machines are “managed
through separate virtual machine execution processes” and are “effectively isolated
from one another and from the host operating system 42 as a function of the
applied virtual machine world context switch.” Ex.1005, 6:31-45. Delco explains
that “a host operating system 42 is executed on a hardware platform 44 including a
network interface controller 46.” Ex.1005, 6:15-17. Separately, “a virtual machine
monitor (VMM) 52 [is] provided to support a set of one or more virtual
machines (VM)541.x and a virtual network controller (VMNet) 56 that provides
coordinated routing of network traffic between the virtual machines 54 and the ...

hardware specific network interface controller 46 driver.” Ex.1005, 6:23-30.
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Accordingly, because Delco’s system relies on the VNic for the virtual
machine (using the “first communication connection’) and relies on only the
physical NIC 46 for the host system (using the “second communication
connection”), Delco’s system “enforce[s] separation of the first communication
connection from the second communication connection” as claimed. The separate

connections are illustrated in Fig. 2 below.
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Ex.1005, Fig. 2 (annotated); Ex.1003, 9[141.

Additionally, the first and second communication connections are separated
in that they use different filters with different policy rules. Delco’s packet filter
application 32 and packet filters 74 use different policy configurations. “[ A]nother

advantage of the present invention is that the policy rule sets can be defined to
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implement security controls on a per network interface basis, including

individually for ... individual virtual machines [and] for a defined group of virtual

machines, potentially including the host operating system, and administratively

determined combinations.” Ex.1005, 4:11-18; Ex.1003, q9140-42.

9. Claim 6

[6.1] The networked computer system of claim 1, wherein the host-based firewall
is configured to prevent lateral communication and movement of malware
between the computer system and other devices on the networked computer
system.

As explained above at [1.6], Delco’s packet filter application 32 teaches a
“host-based firewall” as claimed. Because the packet filter application 32 is
positioned between the host system platform 12 and the intranet 22, it performs
network isolation between the host system platform 12 (“the computer system”)
and the intranet (“the network”). By filtering packets between the host system
platform 12 and other devices on the intranet 22, the packet filter application 32
prevents “lateral communication and movement of malware” between the host
system platform 12 and “other devices on the networked computer system.” A
POSITA would have understood the term “lateral communication” to include
communication between devices on the intranet. Ex.1003, 9143.

Furthermore, as explained above at [4.1], Delco’s packet filters are

configured to filter spam, viruses, and other forms of malware. Ex.1003, 4/143-45.
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10. Claim 7

[7.1] The networked computer system of claim 1, wherein the device is
configured to prevent unauthorized communication between the computer
system and the one or more untrusted network destinations.

First, as explained above at [1.7], Delco’s firewall system 30 teaches the
claimed “device.”

Second, as explained above at [1.8], Delco’s firewall system 30 provides
network isolation between the host system platform on the intranet 22, and the
Internet 24 (“one or more untrusted network destinations™).

Third, Delco’s firewall system 30 filters unauthorized communication
consistent with the known functionality of firewall systems. As Delco explains,
“Firewall system architectures are conventionally well-known as implementing
various ... network packet processing functions to selectively control the network
traffic passed through the firewall system.” Ex.1005, 1:67-2:9. “The packet
processing functions typically include discrete packet filtering, such as ... can be

performed by various spam filter applications, all conventionally referred to

generally as packet filtering.” Ex.1005, 1:67-2:9. Delco also refers to the packet
filter functions as “exemplified by the conventional IPTables and IPChains

packages, content filters, such as the well-known SpamAssassin and Clam

AntiVirus (ClamAV) packages, deep packet analysis and scrubbing packages, and

other packages implementing network packet security functions.” Ex.1005, 4:67-
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5:7.

Delco’s firewall system, which filters for viruses, spam, or other security
concerns, prevents “unauthorized communication” as claimed. Indeed, Delco
describes the same type of firewalls and packet filters as does the *780 patent.
Compare Ex.1005, 5:11-13 (“Various network security and content filter
applications for client system platform configurations are available from Symantec
Corporation”) with Ex.1001, 7:46-47 (“Symantec Endpoint Protection or MacAfee
Host-Based Security Systems™). Accordingly, a POSITA would have recognized
that Delco’s firewall system prevents the same type of unauthorized
communications and performs the same types of filtering functions that are
described in the 780 patent. Ex.1003, 94146-51.

11. Claim 9

[9.1] The networked computer system of claim 1, wherein one or more
applications or processes are configured to run in the virtual system, and

Delco describes one or more applications that run on a guest operating
system (“virtual system”). Ex.1005, 3:67-4:3. Delco also refers to “Applications
executing in the other virtual machines co-resident on the physical computer
system platform.” Ex.1005, 3:67-4:3. Delco further explains that the guest
operating systems are configured to support applications. “The individual guest

operating system execution spaces are therefore logically coextensive with the
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instances of the guest operating systems 58;.n, including program execution

spaces 62:.n_held available for the execution of applications by the guest

operating systems 58;.n.” Ex.1005, 6:46-60. Because the applications run on the

virtual machine, they are “configured to run in the virtual system” as claimed.
Accordingly, because Delco’s virtual machines include execution space for

the execution of applications by the guest operating systems, Delco renders this

limitation obvious. Ex.1003, §9152-53.

[9.2] wherein the one or more applications or processes running in the virtual

system are configured to communicate with the one or more untrusted network
destinations.

Traffic from the applications running on Delco’s guest operating systems is
allowed to communicate with an external network 48, which would include the
Internet (an “untrusted network destination”). Ex.1005, 10:28-31 (“Network
access... 1s then available 108 to the guest operating system 58;.n.”); Ex.1008,
[0006] (““...an untrusted data network ... such as the internet.”). Delco notes there

is a “need to provide appropriate security constraints between the applications

running within the virtual machines, a host operating system if present, and the

connected network environment.” Ex.1005, 1:59-62. As illustrated in Fig. 1,

Delco’s connected network environment includes an intranet 22 and the Internet
24. Indeed, it was known in the art for virtual machine applications to

communicate with “untrusted” destinations. See generally, Ex.1014.
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Thus, because the applications on Delco’s virtual systems access the
Internet, which is understood to be an untrusted network, Delco renders this
limitation obvious. Ex.1003, 99154-55.

12. Claim 10

[10.1] The networked computer system of claim 1, wherein one or more
applications or processes are configured to run in the host system, and

Delco explains that “[t]he host operating system 42 supports the execution of
any number of conventional applications 50.” Ex.1005, 6:13-30.

Thus, because Delco’s host system supports conventional applications,
Delco renders this limitation obvious. Ex.1003, 49156-57.

[10.2] wherein the one or more applications or processes running in the host
system are configured to communicate with one or more devices on the network.

Delco’s applications 50, which run on the host system platform 44,
communicate with an external network 48, which a POSITA would understand to
include the intranet 22 (“network’). Delco’s host system platform 12 uses a
“network interface 20 permitting connection to a local intranet 22.” Ex.1005, 4:58-
59. A POSITA would have understood that by connecting to the intranet, the host
system platform communicates with devices on the network, such as other
computers. See e.g., Ex.1007, Fig. 2 (illustrating multiple devices connected to a
local network); Ex.1009, Fig. 4A (illustrating multiple client systems on a local

network); Ex.1003, q157. For example, Delco teaches that “[b]y default, DHCP
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protocol packets are enabled through the host-based packet filter.” Ex.1005, 8:46-
48. A POSITA would have been familiar with the dynamic host control protocol
(DHCP), including the fact that a DHCP request message would be transmitted by
the host to a DHCP server (‘“one or more devices™) on intranet 22 (“the network™).
Ex.1003, 4158; Ex.1015, 13 (*“The client broadcasts a DHCPDISCOVER message
on its local physical subnet.”).

Delco also describes evaluating whether “whether a specific DHCP, DNS, or
other server is known on or reachable through the network 48.” Ex.1005, 9:10-17.
A POSITA would have found it obvious for the host operating system to
communicate with a DHCP server or a DNS server on the intranet 22. Ex.1003,
q158.

Delco’s applications 50 are referred to as “conventional applications.”
Ex.1005. A POSITA would have thus understood that conventional applications
communicate with other devices on a network. For example, it was known in the
art for users to share files over a network: “[E]xemplary scenarios ... as examples
of the present technology for a network aware firewall ... Abby attaches her laptop
to her home network. Abby then opens the file sharing port on the laptop to share
files between her laptop and her desktop.” Ex.1007, 7:40-51. Accordingly, a
POSITA viewing the teachings of Delco would have recognized that conventional

applications communicate with other devices on a network.
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Accordingly, because Delco’s applications, which are described as
conventional, run on the host system which has a network interface connected to
the network, Delco renders this limitation obvious. Ex.1003, §9158-60.

13. Claim 11

[11.0] A method of network isolation in a networked computer system, the
method comprising:

To the extent the preamble is limiting, Delco renders it obvious.

First, consistent with the discussion above at [1.0], Delco teaches “a
networked computer system” as claimed.

Second, Delco teaches a method by which a host system platform 12 within
the networked computer system executes virtual machines which run guest
operating systems in an isolated fashion. See e.g., [1.5]. Thus, Delco teaches “a
method of network isolation.” Ex.1003, §9161-63.

[11.1] providing a network and at least one computer system that is configured to
connect to the network,

First, consistent with the discussion above at [1.1], Delco teaches “a
network” as claimed.

Second, consistent with the discussion above at [1.2], Delco teaches “at
least one computer system that is configured to connect to the network.” Ex.1003,
19164-65.

[11.2] the computer system comprising a host system and a virtual system,
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See [1.3]. Ex.1003, 9166.

[11.3] wherein the virtual system is a separate operating system or a software
module operating on the computer system;

See [1.4]. Ex.1003, 167.

[11.4] separating the host system from the virtual system using an internal
firewall executed on the computer system;

As explained above at [1.5], Delco teaches “wherein an internal firewall is
configured to separate the host system from the virtual system in the computer
system.” For similar reasons, Delco teaches “separating the host system from the
virtual system using an internal firewall executed on the computer system” as

claimed. Ex.1003, 9168.

[11.5] implementing network isolation between the computer system and the
network using a host-based firewall executed on the computer system;

As explained above at [1.6], Delco teaches “a host-based firewall executed
on the computer system is configured to implement network isolation between the
computer system and the network.” For similar reasons, Delco teaches
“implementing network isolation between the computer system and the network
using a host-based firewall executed on the computer system” as claimed. Ex.1003,
9169.

[11.6] providing at least one device configured to implement a network firewall
or a web proxy; and

Consistent with the discussion above at [1.7], Delco teaches “providing at

70



IPR2025-00086 Petition
Inter Partes Review of 10,601,780

least one device configured to implement a network firewall or a web proxy” as
claimed. Ex.1003, q170.

[11.7] implementing network isolation, between one or more untrusted network
destinations and the networked computer system, via the at least one device.

As explained above at [1.8], Delco and Adams teach “wherein the device
comprises a processor and a memory configured to implement network isolation
between one or more untrusted network destinations and the networked computer
system.” For similar reasons, at least Delco alone (as well as Delco and Adams)
teach “implementing network isolation, between one or more untrusted network
destinations and the networked computer system, via the at least one device.”
Ex.1003, 4171.

14. Claim 12

[12.1] The method of claim 11, wherein the internal firewall is configured to
prevent data from being communicated between the virtual system and the host
system without an explicit user input.

See [2.1]. Ex.1003, 9172.

15. Claim 13

[13.1] The method of claim 11, further comprising: the host system storing data
in a host data storage; and the virtual system storing data in a virtual data
storage.

First, as explained above at [3.1], Delco’s host system, which utilizes a
program execution space, teaches “wherein the host system is configured to store

data in a host memory space.” For similar reasons, Delco’s use of the host program
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execution space teaches “the host system storing data in a host data storage.”

Second, for the reasons explained above at [3.1], Delco’s virtual machines,
which utilize guest execution space, teach “the virtual system is configured to store
data in a virtual memory space.” For similar reasons, Delco’s use of the guest
execution space teaches “the virtual system storing data in a virtual data storage.”
Ex.1003, q9173-74.

16. Claim 14
[14.1] The method of claim 11, further comprising preventing malware
introduced to the computer system from moving to another computer system of
the networked computer system.

As explained above at [4.1], Delco teaches “wherein malware introduced to
the computer system is prevented from moving to another computer system of the
networked computer system.” For similar reasons, Delco renders this limitation
obvious. Ex.1003, 4175.

17. Claim 15
[15.0] The method of claim 11, further comprising:

See [11.0]-[11.7]. Ex.1003, q176.

[15.1] communicating with the one or more untrusted network destinations via a
first communication connection;

See [5.1]. Ex.1003, 9177.

[15.2] communicating with one or more trusted network destinations via a
second communication connection; and
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See [5.2]. Ex.1003, 9178.

[15.3] enforcing separation of the first communication connection from the
second communication connection.

See [5.3]. Ex.1003, 9179.

18. Claim 16

[16.1] The method of claim 11, further comprising preventing, via the host-based
firewall, lateral communication and movement of malware between the
computer system and other devices on the networked computer system.

See [6.1]. Ex.1003, 9180.

19. Claim 17

[17.1] The method of claim 11, further comprising the at least one device
preventing unauthorized communication between the computer system and the
one or more untrusted network destinations.

See [7.1]. Ex.1003, 9181.

20. Claim 19

[19.1] The method of claim 11, further comprising running one or more
applications or processes in the virtual system that are configured to
communicate with the one or more untrusted network destinations.

See [9.1]-[9.2]. Ex.1003, 9182.
21. Claim 20
[20.1] The method of claim 11, further comprising running one or more

applications or processes in the host system that are configured to communicate
with one or more devices on the network.

See [10.0]-[10.2]. Ex.1003, 183.

C. Ground 2: Claims 8 and 18 are obvious in view of Delco, Adams,
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and Dadhia.
1. Summary of Dadhia.

Dadhia, entitled “Network Aware Firewall,” describes a technique that uses
different security policies based on whether the detected network is public or
private. Dadhia explains that “as increasing number of computers become mobile
in ‘home’ and ‘enterprise,’ they connect to different types of networks at different
times.” Ex.1007, 4:23-26.

To address this, Dadhia’s “firewall keeps two sets of firewall policies
locally. The first policy is associated with private (e.g., trusted) networks.”
Ex.1007 4:59-61. “The second policy is associated with public (e.g., untrusted)
networks.” Ex.1007, 4:63-64. Dadhia’s network aware firewall is configured to
“dynamically modify security settings on the laptop 120 in response to the network
the computer is connected to.” Ex.1007, 5:36-38.

Dadhia provides an example in which file sharing is enabled on trusted
networks but blocked or disabled on untrusted networks. When the computing
system is on a home network that is “considered safe” (i.e., a trusted network), “a
user may enable file sharing so that files may be shared between a laptop computer
system 120 and a home PC desktop computer system 115.” Ex.1007, 5:20-23. But
“Iw]hen the laptop computer system 120 is then used in a public network (e.g., at a

local coffee house), the file sharing ... should be disabled to prevent other computer
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systems 160 from accessing information and/or applications on the laptop
computer system 120.” Ex.1007, 5:26-30.

Accordingly, Dadhia provides evidence of the obviousness of using different
firewall policies depending on whether the computing system is connected to a
trusted or an untrusted network. Ex.1003, 99184-87.

2. Reasons to Combine Dadhia with Delco and Adams

A POSITA would have found it obvious for Delco’s firewall (e.g., packet
filter 32) to use different policies based on whether the host computing system is
connected to a trusted or an untrusted network as taught by Dadhia. Doing so
furthers Delco’s goal of providing “a network traffic management system capable
of performing firewall operations securely for multiple virtual machines and host
operating system.” Ex.1005, 3:13-15. Indeed, Delco already provides the capability
for changing firewall policy based on the detected network. Ex.1003, 188.

Delco explains that “the selection of policy rule sets by the policy controllers
64, 66 is preferably further qualified by defined zones of application.” Ex.1005,
9:5-7. “[ A] network zone is defined by the unique characteristics of the network 48
then accessible through the network interface controller 46.” Ex.1005, 9:7-9. Based
on the detected network zone, a specific policy ruleset for the packet filters 1s used.
“[S]tored configuration files are retrievable upon request by the policy controllers

64, 66 from the local datastore 18. The files or identifiers within the files allow
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policy rule sets to be identified by zone.” Ex.1005, 9:25-28. Delco’s system “also
actively monitors the network 46 for changes that might affect zone criteria
matches.” Ex.1005, 10:44-46. Thus, if Delco’s host computer system were to
switch to a different network, the system would detect that change and update the
firewall policy accordingly. Ex.1003, 9189.

Delco’s Fig. 1 illustrates the host system platform 12 connected to an
intranet 22. That intranet is a protected network because it is behind firewall
system 30. See Ex.1007, 5:23-25 (explaining that a “home network can be
considered safe, because the home router 125 may have a firewall that blocks
malicious access attempts from the Internet 101.”). But, if Delco’s host platform
system 12 were to connect to a different network (i.e., a different zone) that was
not protected, a POSITA would have found it obvious for the policy for that
network or zone to be more restrictive. Ex.1003, 4190.

Dadhia provides an example in which on a protected network, file sharing is
enabled. However, on a public or unprotected network, file sharing is disabled. See
Ex.1007, 5:17-41. A POSITA would have thus found it obvious for Delco’s host
system platform to similarly allow file sharing on the intranet (i.e., protected
network) and disallow file sharing on a public or untrusted network. Doing so
provides the benefit of allowing desired functionality such as file sharing when on

a trusted network while automatically blocking such features when connected to
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public, unsafe networks. Ex.1003, 9191.

A POSITA would have had a reasonable expectation of success when
combining the teachings of Dadhia with those of Delco. Ex.1003, 4192. Dadhia
explains that its network aware firewall “can be local to a computer system and can
be implemented in hardware as well as software.” Ex.1007, 5:45-46. Delco’s host
system platform 12 is such a computer system: “A host system platform 12
includes a local processor 14 and memory 16 providing a program execution
space.” Ex.1005, 4:55-56. Additionally, Delco’s packet filter application is
implemented in software: “a packet filter application 32 is conventionally
implemented and executed within the program execution space of the host system
platform 12.” Ex.1005, 5:8-11. Thus, a POSITA would have expected that
Dadhia’s different firewall policies for different networks would be compatible
with Delco’s system. Ex.1003, 4192.

Moreover, like Dadhia’s system, Delco’s system includes a mechanism for
accessing the network to which the host computer system is attached. Dadhia
describes “a network accessor 302 for accessing a network connection. A
connection determiner 304 determines the type of the connection.” Ex.1007, 5:47-
50. Delco similarly includes a mechanism that determines the zone (i.e., network)
to which the computer system is attached. “The current zone characteristics are

preferably determined by the policy controller 64, 66 upon initialization, at
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periodic intervals, and in response to notices of a potentially significant change in
the connected network as may be conventionally generated by the host operating
system 42 and dedicated kernel 82.” Ex.1005, 9:17-23. Accordingly, a POSITA
would have expected success when combining the teachings of Delco and Dadhia
to result in a network aware firewall that uses more strict policies on untrusted
networks. Ex.1003, 4193.

The resultant combination of Delco and Dadhia—Delco’s packet filter
application 32 employing stricter policies when connected to an untrusted
network—is predictable because Dadhia’s network aware firewall technique
performs the same function within Delco that it does in Dadhia. For example,
Dadhia explains that “the firewall on the laptop 120 would disable file sharing
when the laptop 120 is connected to the public network 150 and enable file sharing
when the laptop 120 is connected to the home network 110.” Ex.1005, 5:38-42. It
would have been obvious that this technique would work similarly in Delco. For
example, the packet filter application 32 on Delco’s host system platform 12 would
disable file sharing when connected to a public, untrusted network and enable file
sharing when connected to the trusted intranet 22. Ex.1003, 9194.

A POSITA would have thus been motivated to implement Delco’s host-
based firewall to have different policies for different environments as taught by

Dadhia. Accordingly, the combination of Delco and Dadhia is merely the use of a
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known technique (Dadhia’s different firewall policies for different networks) to
improve similar devices (Delco’s packet filter application 32) in the same way
(using stricter policies when connected to an untrusted network). Ex.1003, 4195.

3. Claim 8
[8.1] The networked computer system of claim 1, wherein the host-based firewall
is configured to implement a first policy when the computer system is connected

to the network and a second policy when the computer system is connected to
another network,

First, as explained above at [1.6], Delco’s host system platform includes a
packet filter application 32 (“host-based firewall”). The packet filter application 32
is controlled by policy controllers: “In the currently preferred embodiments of the

present invention, the individual policy controller components 64, 66 operate

independently of one another in managing the various virtual network interface

controller components 70 and host platform packet filter.” Ex.1005, 8:7-11. The

policies used by Delco’s policy controllers 64, 66 are dependent on the detected

“network zone.” Ex.1005, 9:5-9. “The selection of policy rule sets by the policy

controllers 64, 66 is preferably further qualified by defined zones of

application.” Ex.1005, 9:5-22. Delco’s system looks at the “current zone
characteristics” and uses a “policy rule set” that matches those zone characteristics.

Ex.1005, 9:63-10:8.

For the reasons explained above at X.C.2, it would have been obvious for
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Delco’s packet filter to use different policies for trusted networks versus untrusted
networks. Dadhia provides an example of such a model. Dadhia describes an
example in which “a firewall keeps two sets of firewall policies locally.” Ex.1007,
4:59-5:7. “The first policy is associated with private (e.g., trusted) networks” such
as “a trusted Intranet, etc.” Ex.1007, 4:59-5:7. “The second policy is associated
with public (e.g., untrusted) networks,” such as “WiFi at a local coffee shop, [or]
an airport connection.” Ex.1007, 4:59-5:7.

Accordingly, Dadhia describes a “first policy” when connected to a trusted
Intranet (“the network’) and a “second policy” when connected to a coffee shop or
airport Wifi network (“another network”). Ex.1003, q9196-199.

[8.2] wherein the first policy permits one or more communications between the

host system of the computer system and one or more resources on the network
and

Dadhia gives an example in which the “first policy” for the trusted network
allows file sharing. “When connected to a home network 110, a user may enable
file sharing so that files may be shared between a laptop computer system 120 and
a home PC desktop computer system 115.” Ex.1007, 5:17-25. Thus, Dadhia’s

system “‘enable[s] file sharing when the laptop 120 is connected to the home

80



IPR2025-00086 Petition
Inter Partes Review of 10,601,780

network 110.” Ex.1007, 5:35-42. This is shown in Fig. 2 below.®

Home Network 210 @ \ “trusted

network”

Home PC <S '“Zg“
Q Home Router
220 AN
Laptop
Public Network 250 —_ “untrusted
network”

Internet

201

?
Anybodyl
260

Wireless Router |
L

Ex.1007, Fig. 2 (annotated); Ex.1003, §200.

Accordingly, by enabling file sharing with another system on the trusted
network, “the first policy permits one or more communications between the host
system of the computer system and one or more resources on the network” as

claimed. Ex.1003, 9200-02.

[8.3] the second policy blocks communications egressing from the host system of
the computer system but allows communications egressing from the virtual

6 Dadhia’s description uses different reference numerals in the figures than it does
in the text. For example, the described home network 110 and laptop 120 are

illustrated as home network 210 and laptop 220.
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system.

First, Dadhia gives an example in which the “second policy” for the

untrusted network disables file sharing. “When the laptop computer system 120 is

then used in a public network (e.g., at a local coffee house), the file sharing

enabled within the home network 110 should be disabled to prevent other

computer systems 160 from accessing information and/or applications on the

laptop computer system 120.” Ex.1007, 5:26-34. Thus, “the firewall on the laptop

120 would disable file sharing when the laptop 120 is connected to the public

network 150 and enable file sharing when the laptop 120 is connected to the home

network 110.” Ex.1007, 5:35-42.

Home Network 210

S

[ “trusted

Home Router

e HI—

Laptop

Internet

201

network”

Public Network 250

—_ “untrusted

network”

Ex.1007, Fig. 2 (annotated); Ex.1003, §203.
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Accordingly, by disabling file sharing with another system on the untrusted
network, “the second policy blocks communications egressing from the host system
of the computer system” as claimed.

Second, while Delco’s packet filter application 32 (“host-based firewall”)
disables file sharing for the host, the filter application 32 is not responsible for
communication between the virtual machine and Internet—thus allowing incoming
and outgoing communication between the virtual machine and external networks.
In other words, even when the packet filter 74 of the virtual machine prevents
egress, the filter application 32 on the host would still “allow[] communications
egressing from the virtual system.”

To the extent the claim requires that there be an actual egress through the
virtual machine, it would have been obvious for the virtual machine to allow
communication over the untrusted network, even when communication from
applications running directly on the host system are blocked by the host’s packet
filter application. Ex.1003, 9206. As explained above at [5.0]-[5.3], Delco uses
different communication sessions for the host system and the virtual systems.
Thus, disabling file sharing on the communication session for the host system does
not affect the policies of the virtual system. Indeed, Delco explains that “The

policy rule sets can be further individualized based variously on the identity, role,

and other operative characteristics of the virtual machines, the host computer
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system, and the connected network, thereby allowing different levels of qualified
security.” Thus, Delco allows for different policies between the host computer
system and the virtual machines.

A POSITA would have understood that in Delco’s system, the virtual
machine packet filter policy may be more or less restrictive than the host packet
filter policy. Ex.1003, 9207. Delco explains that “[p]rograms executed in one
virtual machine are essentially unaffected by and, conversely, essentially unable to
affect the execution of programs in other virtual machines.” Ex.1005, 1:40-43.
Similarly, Delco’s virtual machines are “managed through separate virtual machine
execution processes” and are “effectively isolated from one another and from the
host operating system 42 as a function of the applied virtual machine world context
switch.” Ex.1005, 6:31-45. This separation between the virtual machines and the
host system thus allows for variation in permissiveness of their respective packet
filters. Ex.1003, 9207. A POSITA would have appreciated that the risks associated
with contacting an untrusted destination are reduced by performing that
communication from a virtual machine (e.g., if a virus is acquired, it will infect
only that individual virtual machine and not the other virtual machines or the host
system itself). Ex.1003, 9207. As a result, it would have been obvious for Delco’s
virtual machine to have a more permissive security policy than the host system,

such that an application running in Delco’s virtual machine would be able to
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communicate with an untrusted destination even when an application running
directly on the host system would be prevented from such communications.
Ex.1003, 9207.

In summary, Delco’s multiple packet filters act independently to restrict or
allow different types of traffic. Delco’s “policy controllers 64 preferably operate to
initially and dynamically direct the configuration of the different packet filter layer
74 instances as implemented in the virtual machines 541.~n.” Ex.1005, 8:25-57.
Since it would be obvious for a virtual machine packet filter to be more permissive
than the packet filter for the entire host system, Delco and Dadhia render obvious
that the “second policy blocks communications egressing from the host system of
the computer system but allows communications egressing from the virtual
system.” Ex.1003, 99203-08.

4. Claim 18
[18.0] The method of claim 11, further comprising:

See [11.0]-[11.7]. Ex.1003, 9209.

[18.1] implementing a first policy for the host-based firewall when the computer
system is connected to the network, the first policy for the host-based firewall
permitting one or more communications between the host system of the computer
system and one or more resources on the network; and

See [8.1]. Ex.1003, 9210.

[18.2] implementing a second policy for the host-based firewall when the
computer system is connected to another network, the second policy for the host-
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based firewall blocking communications egressing from the host system of the
computer system but allowing communications egressing from the virtual
system.

See [8.2]. Ex.1003, q211.

XI. CONCLUSION

Accordingly, Petitioner has established a reasonable likelihood that the

Challenged Claims are unpatentable.

Respectfully submitted,
Dated: October 24, 2024 /Patrick D. McPherson/
DUANE MORRIS LLP Patrick D. McPherson
901 New York Avenue N.W., Lead Counsel for Petitioner
Suite 700 East USPTO Reg. No. 46,255

Washington, DC 20001-4795
Customer No. 39290
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Pursuant to 37 C.F.R. § 42.8(b)(2), to the best knowledge of the Petitioner,
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Case Heading Number Court Date
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Systems, Inc.
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International Business Machines 2023

Corporation.

Croga Innovations Ltd. v. Fortinet, |2-24-cv-00206 | EDTX | March 22, 2024
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Croga Innovations Ltd. v. Amazon 1-24-cv-00398 | WDTX | April 16, 2024
Web Services, Inc.
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Back-up Counsel

David C. Dotson

DUANE MORRIS LLP

1075 Peachtree St. NE, Suite 1700
Atlanta, GA 30309-3929

Daniel D. Mitchell

DUANE MORRIS LLP

1075 Peachtree St. NE, Suite 1700
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Phone: (404) 253-6892

Fax: (404) 253-6901
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USPTO Reg. No. 59,427
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Please address all correspondence to lead and back-up counsel. Petitioner

consents to service in this proceeding by email at the addresses above.
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