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Doc Code: PA.. 
Document Description: Power of Attorney PTO/AIA/82A (07-13) 

Approved for use through 01/31/2018. 0MB 0651-0035 
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid 0MB control number. 

TRANSMITTAL FOR POWER OF ATTORNEY TO ONE OR MORE 
REGISTERED PRACTITIONERS 

NOTE: This form is to be submitted with the Power of Attorney by Applicant form (PTO/AIA/82B) to identify the application to which the 
Power of Attorney is directed, in accordance with 37 CFR 1.5, unless the application number and filing date are identified in the Power of 
Attorney by Applicant form. If neither form PTO/AIA/82A nor form PTO/AIA82B identifies the application to which the Power of Attorney is 
directed, the Power of Attorney will not be recognized in the application. 

Application Number 

Filing Date April 30, 2018 

First Named Inventor 
Michael Walter Hopson 

Title HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASS EMBLY 

Art Unit 

Examiner Name 

Attorney Docket Number 206898/5897 4-1 

SIGNATURE of Applicant or Patent Practitioner 

Signature /James D. Miller/ Date (Optional) 2018-04-30 
Name James D. Miller Registration 46,932 

Number 

Title (if Applicant is a 
juristic entity) 

Applicant Name (if Applicant is a juristic entity) 

I 
NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4(d) for signature requirements and certifications. If 
more than one applicant, use multiple forms. 

D *Total of forms are submitted. 

This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by 
the public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 
1.11 and 1.14. This collection is estimated to take 3 minutes to complete, including gathering, preparing, and submitting the completed 
application form to the US PTO. Time will vary depending upon the individual case. Any comments on the amount of time you require 
to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, ca/11-800-PTO-9199 and select option 2. 

American Axle v. Neapco - IPR2025-00091 
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Doc Code: PA. 
Document Description: Power of Attorney 

PTO/AIN82B (07-13) 
Approved for use through 01/31/2018, 0MB 0651-0035 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no penso,ns are re~_ui~ed to re_spond to a coUection of lnformalion unless it displays a valid 0MB control number 

POWER OF ATTORNEY BY APPLICANT 

I hereby revoke all previous powers of attorney given in the application identified in either the attached transmittal letter or 
the boxes below. 

I Appll"llon Numbe, I FIiing Date 

I 
(Note: The boxes above may be left blank if information is provided on form PT0/AIA/82A.) 

0 I hereby appoint the Patent Practitioner(s) associated with the following Customer Number as my/our attorney(s) or agent(s), and 
to transact all business in the United States Patent and Trademark Office connected therewith for the application referenced in 
the attached transmittal letter (form PTO/AIA/82A) or identified above: I 
OR 43935 I 

□ J hereby appoint Practitioner(s) named in the attached list (form PT0/AIA/82C) as my/our attorney(s) or agent(s), and to transact 
all business in the United States Patent and Trademark Office connected therewith for the patent application referenced in the 
attached transmittal letter (form PTO/AIA/82A) or identified above. (Note: Complete form PT0/AIA/82C.) 

Please recognize or change the correspondence address for the application identified in the attached transmittal 
letter or the boxes above to; 

0 The address associated with the above-mentioned Customer Number 

OR 

□ The address associated with Customer Number: j I OR 

□ Firm or 
Individual Name 

Address 

City I State I I Zip I 
country 

Telephone I Email I 
I am the Applicant (if the Applicant is a juristic entity, list the Applicant name in the box): 

I NEAPCO INTELLECTUAL PROPERTY HOLDINGS, LLC 
□ Inventor or Joint Inventor (title not required below) 

□ Legal Representative of a Deceased or Legally Incapacitated Inventor (title not required below) 

~ Assignee or Person to Whom the Inventor is Under an Obligation to Assign (provide signer's title if,applicant is a juristic entity) 

□ Person Who Otherwise Shows Sufficient Proprietary Interest (e.g., a petition under 37 CFR 1.46(b)(2) was granted in the 
application or is concurrently beini:i filed with this document) (provide sii:iner's title if applicant is a juristic entity) 

,i;IGN}Jl"URE of Applicant for Patent 

The undersigned (whose title is supplied below),tVau¢;/rized to act on behalf of the applicant (e.g., where the applicant is a juristic entity). 

Signature ~ ~ ~,,.r I Date (Optional) I '?/-z.7/17 
Name /C:,:5, /1N e,. S'.,q A..lrO.<?n 

Title ? ('<?,,:£-.s: ,,oz;;. ...,,7 
NOTE: Signature -This form must be signed by the applicant in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements 
and certifications. If more than one applicant, use multiple forms. 

OTotal of forms are submitted. 
This colleclion of Information Is required by 37 CFR 1.131, 1.32, and 1.33. The Information Is required to obtain or retain a benefit by the public which Is to file (and by the 
US PTO to process) an application. Confidentiality Is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1. 14. This collection is estimated to take 3 minutes to complete, 
including gathering, preparing, and submitting the completed application form to the US PTO. Time will vary depending upon the individual case. Any comments on the amount 
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. 
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner 
for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

/fyou need assistance in completing the form, ca/11-800-PTO-9199 and select option 2. 

I 

] 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0003



Electronic Patent Application Fee Transmittal 

Application Number: 

Filing Date: 

Title of Invention: HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

First Named Inventor/Applicant Name: Michael Walter Hopson 

Filer: James D. Miller/Christine Golupski 

Attorney Docket Number: 206898/58974-1 

Filed as Large Entity 

Filing Fees for Utility under 35 USC 111 (a) 

Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Basic Filing: 

UTILITY APPLICATION FILING 1011 1 300 300 

UTILITY SEARCH FEE 1111 1 660 660 

UTILITY EXAMINATION FEE 1311 1 760 760 

Pages: 

Claims: 

Miscellaneous-Filing: 

Petition: 

Patent-Appeals-and-Interference: 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0004



Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Post-Allowance-and-Post-Issuance: 

Extension-of-Time: 

Miscellaneous: 

Total in USO($) 1720 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0005



Electronic Acknowledgement Receipt 

EFSID: 32479931 

Application Number: 15966085 

International Application Number: 

Confirmation Number: 9702 

Title of Invention: HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

First Named Inventor/Applicant Name: Michael Walter Hopson 

Customer Number: 43935 

Filer: James D. Miller/Christine Golupski 

Filer Authorized By: James D. Miller 

Attorney Docket Number: 206898/58974-1 

Receipt Date: 30-APR-2018 

Filing Date: 

Time Stamp: 10:51:42 

Application Type: Utility under 35 USC 111 (a) 

Payment information: 

Submitted with Payment yes 

Payment Type DA 

Payment was successfully received in RAM $1720 

RAM confirmation Number 043018INTEFSW00015314505605 

Deposit Account 

Authorized User 

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows: 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0006



File Listing: 

Document 
Document Description File Name 

File Size(Bytes}/ Multi Pages 
Number Message Digest Part /.zip (if appl.) 

1866708 

1 Application Data Sheet 
206898_ADS_Filed_04302018. 

no 9 
pdf 

46628df400ca53Sf3b46fe07d84264331 ccb 
f323 

Warnings: 

Information: 

783344 

2 Oath or Declaration filed 
206898_Declarations_Filed_04 

no 3 
302018.pdf 

6c9cc6 7f9a 71 b405 aSd d b0caebe02a9 53 3 8 
aca62 

Warnings: 

Information: 

116968 

3 
Drawings-only black and white line 206898_Drawings_Filed_04302 

no 3 
drawings 018.pdf 

ad6e2fafb 137e6a0e5572303fdde27f0c3b2 
9316 

Warnings: 

Information: 

147219 

4 
206898_Application_Filed_043 

yes 15 
02018.pdf 

cdaecf33372c943200ab436e68068e2988b 
ef56e 

Multipart Description/PDF files in .zip description 

Document Description Start End 

Specification 1 11 

Claims 12 14 

Abstract 15 15 

Warnings: 

Information: 

144131 

5 Power of Attorney 
206898_POA_Filed_04302018. 

no 2 
pdf 

aaff6be52e8b40d71 0e7f239a11866d7dd0 
1a85 

American Axle v. Neapco - IPR2025-00091 
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Warnings: 

Information: 

35497 

6 Fee Worksheet (5B06) fee-info.pdf no 2 
859ccf0f32b22 9a5 523 c6Se 3ce40 b9e 1 caea 

db87 

Warnings: 

Information: 

Total Files Size (in bytes) 3093867 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New AQQlications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 
National Stage of an International AQQlication under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT /DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 
New International AQQlication Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 181 O), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/1 OS) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0008



PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 206898/5897 4-1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the 
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76. 
This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the 
document may be printed and included in a paper filed application. 

Secrecy Order 37 CFR 5.2: 

D Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to 
37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.) 

Inventor Information: 

Inventor 11 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El j'Aichael flvalter ~opson I El 
Residence Information (Select One) • US Residency Non US Residency Active US Military Service 

City J:linton Township I State/Province I t,11 I Country of ResidencJ I f.Js 

Mailing Address of Inventor: 

Address 1 13844 Leelanau Trail 

Address 2 

City I J:;linton Township I State/Province I rvi1 

Postal Code I ~8038 I Countryi I 1us 
Inventor b I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El J'l-rvind I l3rinivasan I El 
Residence Information (Select One) @ US Residency Non US Residency Active US Military Service 

City troy I State/Province I t,1I I Country of ResidencJ I 1-Js 

Mailing Address of Inventor: 

Address 1 3703 Timbercrest Drive 

Address 2 

City I lfroy I State/Province I f'vll 

Postal Code I ~8083 I Countryi I 1us 
Inventor b I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El t,'lichael feter l<insella I El 
Residence Information (Select One) @ US Residency Non US Residency Active US Military Service 

EFSWeb2.2.12 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0009



PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 206898/5897 4-1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

City I Jlvhite Lake I State/Province I t,111 I Country of ResidencJ I 1-Js 

Mailing Address of Inventor: 

Address 1 505 Sunnybeach Drive 

Address 2 

City I Jlvhite Lake I State/Province I f'vll 

Postal Code I ~8386 I Countryi I 1us 
All Inventors Must Be Listed - Additional Inventor Information blocks may be 
generated within this form by selecting the Add button. I Add I 

Correspondence Information: 
Enter either Customer Number or complete the Correspondence Information section below. 
For further information see 37 CFR 1.33(a). 

D An Address is being provided for the correspondence Information of this application. 

Customer Number t3935 

Email Address dmiller@slk-law.com I I Add Email I I Remove Email I 

Application Information: 

Title of the Invention HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Attorney Docket Number 1206898/5897 4-1 I Small Entity Status Claimed □ 
Application Type Non provisional 

Subject Matter Utility 

Total Number of Drawing Sheets (if any) Ir I Suggested Figure for Publication (if any) 111 

Filing By Reference: 
Only complete this section when filing an application by reference under 35 U.S.C. 111 (c) and 37 CFR 1.57(a). Do not complete this section if 
application papers including a specification and any drawings are being filed. Any domestic benefit or foreign priority information must be 
provided in the appropriate section(s) below (i.e., "Domestic Benefit/National Stage Information" and "Foreign Priority Information"). 

For the purposes of a filing date under 37 CFR 1.53(b), the description and any drawings of the present application are replaced by this 
reference to the previously filed application, subject to conditions and requirements of 37 CFR 1.57(a). 

Application number of the previously Filing date (YYYY-MM-DD) Intellectual Property Authority or Country 
filed application 

I 

Publication Information: 
□ 

□ 

Request Early Publication (Fee required at time of Request 37 CFR 1.219) 

Request Not to Publish. I hereby request that the attached application not be published under 

35 U.S.C. 122(b) and certify that the invention disclosed in the attached application has not and will not be the 
subject of an application filed in another country, or under a multilateral international agreement, that requires 
publication at eighteen months after filing. 

EFS Web 2.2.12 

~ 

~ 

,_ 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 206898/5897 4-1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Representative Information: 

Representative information should be provided for all practitioners having a power of attorney in the application. Providing 
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32). 
Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer 
Number will be used for the Representative Information during processing. 

Please Select One: • Customer Number I US Patent Practitioner IO Limited Recognition (37 CFR 11.9) 

Customer Number ~3935 

Domestic Benefit/National Stage Information: 
This section allows for the applicant to either claim benefit under 35 U.S.C. 119(e), 120, 121, 365(c), or 386(c) or indicate 
National Stage entry from a PCT application. Providing benefit claim information in the Application Data Sheet constitutes 
the specific reference required by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78. 
When referring to the current application, please leave the "Application Number" field blank. 

Prior Application Status !='ending I· I Remove I 
Filing or 371 (c) Date 

Application Number Continuity Type Prior Application Number (YYYY-MM-DD) 

I j:laims benefit of provisional I· 62500821 ~017-05-03 

Additional Domestic Benefit/National Stage Data may be generated within this form I Add I by selecting the Add button. 

Foreign Priority Information: 

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet 

constitutes the claim for priority as required by 35 U.S.C. 119(b) and 37 CFR 1.55. When priority is claimed to a foreign application 

that is eligible for retrieval under the priority document exchange program (PDXi the information will be used by the Office to 

automatically attempt retrieval pursuant to 37 CFR 1.55(i)(1) and (2). Under the POX program, applicant bears the ultimate 

responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual 

property office, or a certified copy of the foreign priority application is filed, within the lime period specified in 37 CFR 1.55(g)(1 ). 

I Remove I 
Application Number Countryi Filing Date (YYYY-MM-DD) Access Codei (if applicable) 

I I I 
Additional Foreign Priority Data may be generated within this form by selecting the 
Add button. I Add I 

EFS Web 2.2.12 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

206898/5897 4-1 Attorney Docket Number 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition 
Applications 

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also 
contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March 

□ 16,2013. 
NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March 
16, 2013, will be examined under the first inventor to file provisions of the AIA. 

EFS Web 2.2.12 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

206898/5897 4-1 Attorney Docket Number 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Authorization or Opt-Out of Authorization to Permit Access: 

When this Application Data Sheet is properly signed and filed with the application, applicant has provided written 
authority to permit a participating foreign intellectual property (IP) office access to the instant application-as-filed (see 
paragraph A in subsection 1 below) and the European Patent Office (EPO) access to any search results from the instant 
application (see paragraph Bin subsection 1 below). 

Should applicant choose not to provide an authorization identified in subsection 1 below, applicant must opt-out of the 
authorization by checking the corresponding box A or B or both in subsection 2 below. 

NOTE: This section of the Application Data Sheet is ONLY reviewed and processed with the INITIAL filing of an 
application. After the initial filing of an application, an Application Data Sheet cannot be used to provide or rescind 
authorization for access by a foreign IP office(s). Instead, Form PTO/SB/39 or PTO/SB/69 must be used as appropriate. 

1. Authorization to Permit Access by a Foreign Intellectual Property Office(s) 

A. Priority Document Exchange (PDXl - Unless box A in subsection 2 (opt-out of authorization) is checked, the 
undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO), the Japan Patent Office 
(JPO), the Korean Intellectual Property Office (KIPO), the State Intellectual Property Office of the People's Republic of 
China (SIPO), the World Intellectual Property Organization (WIPO), and any other foreign intellectual property office 
participating with the USPTO in a bilateral or multilateral priority document exchange agreement in which a foreign 
application claiming priority to the instant patent application is filed, access to: (1) the instant patent application-as-filed 
and its related bibliographic data, (2) any foreign or domestic application to which priority or benefit is claimed by the 
instant application and its related bibliographic data, and (3) the date of filing of this Authorization. See 37 CFR 1.14(h) 
(1 ). 

B. Search Results from U.S. Application to EPO - Unless box Bin subsection 2 (opt-out of authorization) is checked, 
the undersigned hereby grants the USPTO authority to provide the EPO access to the bibliographic data and search 
results from the instant patent application when a European patent application claiming priority to the instant patent 
application is filed. See 37 CFR 1.14(h)(2). 

The applicant is reminded that the EPO's Rule 141(1) EPC (European Patent Convention) requires applicants to submit a 
copy of search results from the instant application without delay in a European patent application that claims priority to 
the instant application. 

2. Opt-Out of Authorizations to Permit Access by a Foreign Intellectual Property Office(s) 

A. Applicant DOES NOT authorize the USPTO to permit a participating foreign IP office access to the instant 
D application-as-filed. If this box is checked, the USPTO will not be providing a participating foreign IP office with 

any documents and information identified in subsection 1A above. 

B. Applicant DOES NOT authorize the USPTO to transmit to the EPO any search results from the instant patent 
D application. If this box is checked, the USPTO will not be providing the EPO with search results from the instant 

application. 

NOTE: Once the application has published or is otherwise publicly available, the USPTO may provide access to the 
application in accordance with 37 CFR 1.14. 

EFS Web 2.2.12 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 206898/5897 4-1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Applicant Information: 

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Tille 37 of CFR 
to have an assignment recorded by the Office. 

Applicant 11 I Remove I 
If the applicant is the inventor (or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed. 
The information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR 
1.43; or the name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person 
who otherwise shows sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an 
applicant under 37 CFR 1.46 (assignee, person to whom the inventor is obligated to assign, or person who otherwise shows sufficient 
proprietary interest) together with one or more joint inventors, then the joint inventor or inventors who are also the applicant should be 
identified in this section. 

I Clear I 

• Assignee 
I 

Legal Representative under 35 U.S.C. 117 
I 

Joint Inventor 

Person to whom the inventor is obligated to assign. I Person who shows sufficient proprietary interest 

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is: 

1~1 
Name of the Deceased or Legally Incapacitated Inventor: I 

If the Applicant is an Organization check here. ~ 
Organization Name I ~EAPCO INTELLECTUAL PROPERTY HOLDINGS, LLC 

Mailing Address Information For Applicant: 

Address 1 38900 Hills Tech Drive 

Address 2 

City rarmington Hills State/Province Ml 

Country I 1-Js Postal Code 48331 

Phone Number Fax Number 

Email Address 

Additional Applicant Data may be generated within this form by selecting the Add button. I Add I 

Assignee Information including Non-Applicant Assignee Information: 

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 
37 of CFR to have an assignment recorded by the Office. 

EFS Web 2.2.12 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 206898/5897 4-1 
Application Data Sheet 37 CFR 1.76 

Application Number 
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Attorney Docket No. 206898 

TITLE 

HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

CROSS-REFERENCE TO RELATED APPLICATIONS 

[0001] This application claims the benefit of U.S. Provisional Application No. 

62/500,821, filed on May 3, 2017. The entire disclosure of the above application is incorporated 

herein by reference. 

FIELD 

[0002] The present technology relates to joint assemblies, particularly to a propeller shaft 

constant velocity joint with a plug-on interface that provides a high retention force and service 

access for disassembly thereof. 

INTRODUCTION 

[0003] This section provides background information related to the present disclosure 

which is not necessarily prior art. 

[0004] Joint assemblies, including various universal and constant velocity joints, are 

common components in automotive vehicles for applications requiring a transmission of torque 

through an angle. Universal joints can be used to join portions of a driveshaft. Constant velocity 

joints (CV joints or CVJs) are typically used to transmit torque at an angle from a powertrain 

transmission (transmission or four wheel drive system, for example) of a vehicle to final drive 

components with a constant velocity or speed. 

[0005] One type of CV joints are referred to as plug-on CV joints. Plug-on CV joints are 

used for attachment of a drive or propeller shaft of the vehicle to the powertrain or to the final 

drive components without requiring the use of threaded fasteners or bolts to secure the joints. 

Typically, the plug-on CV joint includes an outer joint member and an inner joint member. 

Internal splines formed on either the inner joint member or the outer joint member couple with 

external splines formed on the powertrain or a final drive component shaft and secured with an 

expanding snap ring. The snap ring secures or locks the CV joint axially when corresponding 

grooves of the internal splines and the external splines are aligned. 
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[0006] Generally, the plug-on CV joints are used for vehicles such as passenger cars and 

light truck applications having independent suspensions, wherein the drivelines are not subjected 

to high cyclic axial thrust loading incurred from rapid movement of live beam axles. 

Disadvantageously, the snap rings used to axially retain or lock the CV joint to the powertrain or 

final drive components are entirely covered and not easily accessible after assembly. As a result, 

the snap ring is not easily accessible for disassembly or disengagement with tools during 

maintenance. To overcome this disadvantage, the snap ring and corresponding grooves are 

configured to permit forced disassembly with pry tools employing relatively minimal axial loads, 

generally less than about 500 pounds. 

[0007] However, these plug-on CV joints with the snap ring are unable to withstand 

higher thrust loads applied to the driveline on live beam axle applications, while still permitting 

easy access to the snap ring for maintenance. 

[0008] It would be desirable to provide a robust plug-on CV joint configured for 

maximized axial retention of the CV joint to a powertrain or final drive components while 

maximizing an ease of maintenance thereof. 

SUMMARY 

[0009] The present technology includes articles of manufacture, systems, and processes 

that relate to a joint assembly, including a robust plug-on CV joint, which is configured for 

maximized axial retention of the plug-on CV joint to a powertrain or final drive component 

while maximizing an ease of maintenance thereof. The joint assembly can include a joint having 

splines formed therein and a shaft having splines formed thereon coupled to the joint, where the 

splines of the shaft engage the splines of the joint. An access window is formed on the joint and 

a ring retains the shaft to the joint, where a portion of the ring is accessible through the access 

window. 

[001 0] In certain embodiments, a joint assembly is provided that includes a first member, 

a second member, a window, and a retaining means. The first member has a first engagement 

means and the second member has a second engagement means. A portion of the second 

member is disposed within the first member, where the second engagement means engages the 

first engagement means to provide a coupling of the second member to the first member. The 

window is formed within the first member where the portion of the second member is disposed 
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within the first member. The retaining means is configured to retain the coupling of the second 

member to the first member, where at least a portion of the retaining means is accessible through 

the window. A joint, such as a constant velocity joint, can be coupled to one of the first member 

and the second member. 

[0011] In certain embodiments, a joint assembly is provided that includes a first member, 

a second member, a window, and a retaining ring. The first member has an open end and a first 

plurality of splines formed within the open end. The second member has a second plurality of 

splines formed thereon. A portion of the second member is disposed within the first member, 

where the second plurality of splines engages the first plurality of splines to provide a coupling 

of the second member to the first member. The window is formed within the first member where 

the portion of the second member is disposed within the first member. The retaining ring is 

configured to retain the coupling of the second member to the first member and a portion of the 

retaining ring is accessible through the window. The first member includes an interior surface 

annular recess that receives a portion of the retaining ring and the second member includes an 

exterior surface annular recess that receives another portion of the retaining ring. 

[0012] In certain embodiments, a method of servicing a joint assembly is provided that 

includes manipulating the retaining means through the window to release the coupling of the 

second member to the first member. The first member and the second member are then 

separated by disengaging the second engagement means from the first engagement means. In 

this way, one of the first member and the second member can be replaced with another of the 

first member and the second member to form another joint assembly. 

[0013] Further areas of applicability will become apparent from the description provided 

herein. The description and specific examples in this summary are intended for purposes of 

illustration only and are not intended to limit the scope of the present disclosure. 

DRAWINGS 

[0014] The drawings described herein are for illustrative purposes only of selected 

embodiments and not all possible implementations, and are not intended to limit the scope of the 

present disclosure. 

[0015] Figure I is an exploded perspective view of an embodiment of a joint assembly 

according to the present technology. 
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[0016] Figure 2 is an assembled perspective view of the embodiment of the joint 

assembly of Figure 1. 

[0017] Figure 3 is a fragmentary cross-sectional view of the joint assembly taken along 

plane 3-3 in Figure 2. 

DETAILED DESCRIPTION 

[0018] The following description of technology is merely exemplary in nature of the 

subject matter, manufacture and use of one or more inventions, and is not intended to limit the 

scope, application, or uses of any specific invention claimed in this application or in such other 

applications as may be filed claiming priority to this application, or patents issuing therefrom. 

Regarding methods disclosed, the order of the steps presented is exemplary in nature, and thus, 

the order of the steps can be different in various embodiments. "A" and "an" as used herein 

indicate "at least one" of the item is present; a plurality of such items may be present, when 

possible. Except where otherwise expressly indicated, all numerical quantities in this description 

are to be understood as modified by the word "about" and all geometric and spatial descriptors 

are to be understood as modified by the word "substantially" in describing the broadest scope of 

the technology. "About" when applied to numerical values indicates that the calculation or the 

measurement allows some slight imprecision in the value (with some approach to exactness in 

the value; approximately or reasonably close to the value; nearly). If, for some reason, the 

imprecision provided by "about" and/or "substantially" is not otherwise understood in the art 

with this ordinary meaning, then "about" and/or "substantially" as used herein indicates at least 

variations that may arise from ordinary methods of measuring or using such parameters. 

[0019] All documents, including patents, patent applications, and scientific literature 

cited in this detailed description are incorporated herein by reference, unless otherwise expressly 

indicated. Where any conflict or ambiguity may exist between a document incorporated by 

reference and this detailed description, the present detailed description controls. 

[0020] Although the open-ended term "comprising," as a synonym of non-restrictive 

terms such as including, containing, or having, is used herein to describe and claim embodiments 

of the present technology, embodiments may alternatively be described using more limiting 

terms such as "consisting of' or "consisting essentially of" Thus, for any given embodiment 

reciting materials, components, or process steps, the present technology also specifically includes 
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embodiments consisting of, or consisting essentially of, such materials, components, or process 

steps excluding additional materials, components or processes (for consisting of) and excluding 

additional materials, components or processes affecting the significant properties of the 

embodiment (for consisting essentially of), even though such additional materials, components 

or processes are not explicitly recited in this application. For example, recitation of a 

composition or process reciting elements A, B and C specifically envisions embodiments 

consisting of, and consisting essentially of, A, B and C, excluding an element D that may be 

recited in the art, even though element D is not explicitly described as being excluded herein. 

[0021] The present technology relates to joint assemblies, including those having various 

joints or couplings, including universal joints or constant velocity joints and shafts, which can be 

used in vehicle transmissions and drivelines. Although examples are provided herein with 

reference to CV joints, the present technology can apply to other types of joint assemblies used 

in other applications. Joint assemblies according to the present disclosure are configured to 

facilitate a transmission of rotational forces and torque between components, such as driveline 

components of a vehicle. Such joint assemblies provide a robust plug-on joint configured for 

maximized axial retention of the joint to a powertrain or final drive component while 

maximizing an ease of maintenance thereof. 

[0022] A joint assembly is provided having a first member with a first engagement 

means, a second member with a second engagement means, a window formed within the first 

member, and a retaining means configured to retain the coupling of the second member to the 

first member. A portion of the second member is disposed within the first member so that the 

second engagement means engages the first engagement means to provide a coupling of the 

second member to the first member. The window formed within the first member is located 

where the portion of the second member is disposed within the first member. A portion of the 

retaining means is accessible through the window. 

[0023] Other aspects of the joint assembly include where the first member can include an 

open end and the first engagement means of the first member can be formed within the open end. 

In this case, the portion of the second member disposed within the first member can accordingly 

be disposed within the open end, where the portion of the second member disposed within the 

first member can also include the second engagement means. The window can be continuous 

with the open end. That is, the window can provide a pathway from the open end of the first 
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member down a length of a side of the first member. The first engagement means and the 

second engagement means can be configured to couple the first member and second member in 

various ways, including various fasteners, keys and keyways, male-female couplings, 

interlocking features, and so on. In certain embodiments, the first engagement means can 

include a first plurality of splines and the second engagement can include a second plurality of 

splines. The first plurality of splines and the second plurality of splines can be complementary, 

where one can be a set of male splines and the other a set of female splines. 

[0024] Further aspects of the joint assembly include where the first member has an 

interior surface recess that receives a portion of the retaining means and the second member has 

an exterior surface recess that receives another portion of the retaining means. The retaining 

means can be configured as a retaining ring configured to operate within an interior surface 

annular recess and an exterior surface annular recess. The joint assembly can include a seal 

configured to cover the window. In this way, the seal can prevent unwanted material, such as 

dust or debris, from entering the window. The seal can be moved to uncover the window, 

allowing access to the retaining means. 

[0025] The joint assembly can include a joint designed to transmit rotary motion across a 

static or variable angle. Examples include where a constant velocity joint is coupled to one of 

the first member and the second member of the joint assembly. In this way, the joint assembly 

can be configured as a snap-on constant velocity joint. The joint can be configured as a tripod­

type or ball-type constant velocity joint. However, it is understood that the joint can be 

configured as any constant velocity joint or joint assembly of any type having an inner joint 

member and an outer joint member, as desired. Additional examples of a joint that can be used 

in the present technology include various universal joints, Cardan joints, double Cardan joints, 

Tracta joints, Rzeppa joints, Weiss joints, and Thompson couplings. Particular examples of 

various types of joints further include those described in U.S. Pat. No. 6,739,422, U.S. Pat. No. 

6,251,019, U.S. Pat. No. 7,922,590, and U.S. Pat. No. 8,231,475. The joint assembly can be 

configured as part of or coupled to a transfer case, transmission output shaft, axle pinion shaft, 

drive shaft or propeller shaft. The joint assembly can be configured for use with half-shaft 

inboard joints or wheel end or outboard joints or any other joints as desired. It is to be 

understood that the joint assembly can be employed with any rotational members configured for 

transmitting torque from one component to another component. Additional examples include a 
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vehicle driveline comprising one or more of the joint assemblies provided herein and include a 

vehicle comprising one or more of the joint assemblies provided herein. 

[0026] A configuration of joint assemblies according to the present technology optimizes 

the serviceability thereof. In particular, methods of servicing a joint assembly are provided with 

respect to the joint assemblies described herein. Such methods include manipulating the 

retaining means through the window to release the coupling of the second member to the first 

member. The first member and the second member are then separated by disengaging the second 

engagement means from the first engagement means. Where the joint assembly further includes 

a seal configured to cover the window, the method can further comprise uncovering the window 

from the seal prior to manipulating the retaining means through the window to release the 

coupling of the second member to the first member. Servicing the joint assembly can also 

include coupling the separated first member with another second member to form another joint 

assembly or coupling the separated second member with another first member to form another 

joint assembly. For example, a damaged member can be easily replaced in this fashion, a 

different type of joint installed, or the configuration of the joint assembly can be changed by 

including a member having different dimensions and/or operational properties. The method can 

also include replacing the retaining means with another retaining means and coupling the 

separated first member with the separated second member to reform the joint assembly. For 

example, different retaining means can be swapped in and out that have different retention 

properties and/or thrust load limits. 

[0027] The present technology therefore provides a plug-on CV joint with more robust 

retaining ring locking that can withstand significantly higher thrust loads applied to the driveline 

on live beam axle applications, while still allowing disassembly for field service repairs. To 

accomplish this, a more robust retaining ring retention system can provide at least 1,500 lb of 

retention force to prevent unseating or disassembly during vehicle use on live beam axle 

driveline applications. The snap ring may be thicker, have sharper corners, or use deeper 

grooves in the corresponding splined components in order to increase axial retention force. 

[0028] To maintain the ability to disassemble the CV joint for field service repairs, the 

retaining ring can contain outward facing tabs and an access window on the internally splined 

outer race extension to allow access to the tabs for the purpose of unseating the retaining ring for 

disassembly without the use of heavy prying tools and permanently damaging components. 
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EXAMPLE 

[0029] With reference now to Figures 1-3, an embodiment of a joint assembly according 

to the present technology is shown at 100. 

[0030] The joint assembly 100 includes a first member 110, a second member 120, a 

window 130, and a retaining ring 140. The first member 110 has an open end 150 and a first 

plurality of splines 160 formed within the open end 150. The second member 120 has a second 

plurality of splines 170 formed thereon. A portion 180 of the second member 120 is disposed 

within the open end 150 of the first member 110, where the second plurality of splines 170 

engages the first plurality of splines 160 to provide a coupling of the second member 120 to the 

first member 110. The window 130 is formed within the first member 110 where the portion 180 

of the second member 120 is disposed within the first member 110. The retaining ring 140 is 

configured to retain the coupling of the second member 120 to the first member 110. A portion 

190 of the retaining ring 140 is accessible through the window 130. The first member 110 

includes an interior surface annular recess 200 that receives a portion 210 of the retaining ring 

140 and the second member 120 includes an exterior surface annular recess 220 that receives 

another portion 230 of the retaining ring 140. The joint assembly 100 includes a seal 240 

configured to cover the window 130 when the joint assembly 100 is assembled. As shown, the 

seal 240 can be coupled to the second member 120 and configured to be slidably disposed over 

the first member 110. A joint 250, such as a constant velocity joint, is coupled to the first 

member 110; however, the joint 250 could be coupled to the second member 120. It is also 

possible to have the joint 250 coupled to one of the first member 110 and the second member 

120 and have another joint (not shown) coupled to the other of the first member 110 and the 

second member 120. 

[0031] As shown, the first member 110 includes internal splines 160 and the second 

member 120 includes external splines 170, but other engagement means can be employed to 

couple the first member 110 and second member 120. The retaining ring 140 is configured as a 

discontinuous annular expandable snap ring, where ends 260 of the retaining ring 140 form a 

portion 190 that is accessible through the window 130. The ends 260 bias towards each other to 

permit expansion of the retaining ring 140 within the interior surface annular recess 200 of the 

first member 110 when the second member 120 is received within the open end 150 of the first 
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member 110 and contraction of the retaining ring 140 when positioned within the exterior 

surface annular recess 220 of the second member 120. 

[0032] The window 130 is formed in an outer surface 270 of the first member 110 and 

receives the portion 190 of the retaining ring 140 that is accessible therethrough. As shown, the 

window 140 can be T-shaped, where a first portion 280 of the window 130 is continuous with the 

open end 150 of the first member 110 and a wider second portion 290 extends laterally from the 

first portion 280 along a circumference of the outer surface 270 of the first member 110. It can 

be seen that the first portion 280 of the window 130 can have a width that is less than a width of 

the second portion 290. The ends 260 of the retaining ring 140 extend into the window 130 to 

permit manipulation thereof, including expansion of the retaining ring 140 to release the coupling 

of the second member 120 to the first member 110 and permit separation of the first member 110 

and the second member 120 by disengaging the second plurality of splines 170 from the first 

plurality of splines 160. 

[0033] The seal 240 can be configured as a boot for sealing not only the window 130, but 

also the interface of the first member 110 with respect to the second member 120. Additional 

sealing means can be employed (not shown), where the seal 240 can work in conjunction with one 

or more O-rings or compression devices, such as spring clamps, wire clamps, and ear clamps. More 

than one seal 240 can be used, as well. 

[0034] To assemble the joint assembly 100, the retaining ring 140 can be positioned 

within the open end 150 of the first member 110 at the interior surface annular recess 200, which 

can be formed on the first plurality of splines 160. To position the retaining ring 140, the portion 

190 including the ends 260 is slidingly received through the first portion 280 of the window 130 

until the ends 260 are positioned within the wider second portion 290. The second member 120 

is received within the open end 150 of the first member 110, where the internal first plurality of 

splines 160 engages the external second plurality of splines 170. As the second member 120 is 

received in the open end 150, the second member 120 is consequently received through the 

retaining ring 140. The retaining ring 140 expands or is expanded as the second member 120 

passes therethrough until the retaining ring 140 can contract and engage the exterior surface 

annular recess 200 formed on the second member 120. The wider second portion 290 of the 

window 130 permits the ends 260 of the retaining ring 140 to expand as the second member 120 

passes therethrough. Once the retaining ring 140 is positioned within the exterior surface 
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annular recess 200 formed on the second member 120, the first member 110 is retained or locked 

to the second member 120 to militate against an undesired axial displacement of the first member 

110 with respect to second member 120. The retaining ring 140 can be configured to 

accommodate substantial thrust loads while also remaining accessible to manipulation and 

release thereof. The seal 240 can then be positioned to cover the interface of the first member 

110 and the second member 120, including the window 130. 

[0035] Advantageously, during servicing or maintenance of the joint assembly 100, the 

window 130 permits easy access to the retaining ring 140, where a tool can be employed to 

expand the retaining ring 140 for ease of separation of the first member 110 and the second 

member 120. The joint assembly 100 of the present technology, for example, can facilitate at 

least 1,500 pounds ofretention force to militate against unseating or disassembly of the first 

member 110 from the second member 120, including where the joint assembly 100 is used in 

vehicles having live beam axle driveline applications. It is understood that other retention force 

amounts can be used as desired. The retaining ring 140 configuration of the present technology 

is more robust than other configurations, while being easily accessible and ergonomically 

configured for maintenance purposes. The retaining ring 140 can be thicker and/or stronger than 

other retaining devices or rings known in the art. The retaining ring 140 have also be configured 

with abrupt or sharp comers formed thereon for enhanced engagement to the interior surface 

annular recess 200 and/or the exterior surface annular recess 220, which can facilitate maximized 

retention force. Additionally, the interior surface annular recess 200 and/or the exterior surface 

annular recess 220 can have a depth greater than other grooves used with retaining rings, which 

can further facilitate maximized retention force. The retaining ring 140 can have alternate cross­

sectional shapes such as circular, square, rectangular, or elliptical, for example, or any other 

shape as desired, and the interior surface annular recess 200 and/or the exterior surface annular 

recess 220 can have a corresponding cross-sectional shape. Varying cross-sectional shapes and 

thicknesses of the retaining ring 140 as well as the cross-sectional shape, sharpness of comers of, 

and depth of the interior surface annular recess 200 and/or the exterior surface annular recess 220 

can be dependent on the retention force required for a desired application. 

[0036] It is also possible to have the retaining ring 140 pre-installed on the interior 

surface annular recess 200 formed on the internal first plurality of splines 160 of the first 

member 110. However, where the second member 120 includes the external second plurality of 
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splines 170, the retaining ring 140 may be preinstalled in the exterior surface annular recess 220 

formed on the external splines 170 of the second member 120. Furthermore, the retaining ring 

140 can be configured to require spreading the ends 260 apart from each other to disassemble the 

the first member 110 and second member 120, as shown, or the retaining ring 140 can be 

configured to require a pinching or closing of the ends 260 with respect to each other to 

disassemble the first member 110 and second member 120. 

[0037] Example embodiments are provided so that this disclosure will be thorough, and 

will fully convey the scope to those who are skilled in the art. Numerous specific details are set 

forth such as examples of specific components, devices, and methods, to provide a thorough 

understanding of embodiments of the present disclosure. It will be apparent to those skilled in 

the art that specific details need not be employed, that example embodiments may be embodied 

in many different forms, and that neither should be construed to limit the scope of the disclosure. 

In some example embodiments, well-known processes, well-known device structures, and well­

known technologies are not described in detail. Equivalent changes, modifications and 

variations of some embodiments, materials, compositions and methods can be made within the 

scope of the present technology, with substantially similar results. 
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CLAIMS 

What is claimed is: 

1. A joint assembly comprising: 

a first member having a first engagement means; 

a second member having a second engagement means, a portion of the second member 

disposed within the first member, the second engagement means engaging the first 

engagement means to provide a coupling of the second member to the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; and 

a retaining means configured to retain the coupling of the second member to the first 

member, a portion of the retaining means accessible through the window. 

2. The joint assembly of Claim 1, wherein the first member includes an open end and the first 

engagement means of the first member is formed within the open end. 

3. The joint assembly of Claim 2, wherein the portion of the second member disposed within the 

first member is disposed within the open end and includes the second engagement means. 

4. The joint assembly of Claim 2, wherein the window is continuous with the open end. 

5. The joint assembly of Claim 1, wherein the first engagement means includes a first plurality of 

splines and the second engagement means includes a second plurality of splines. 

6. The joint assembly of Claim 1, wherein the first member includes an interior surface recess 

receiving a portion of the retaining means and the second member includes an exterior surface 

recess receiving another portion of the retaining means. 

7. The joint assembly of Claim 1, wherein the retaining means is configured as a retaining ring. 

8. The joint assembly of Claim 1, further comprising a seal configured to cover the window. 
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9. The joint assembly of Claim 1, further comprising a constant velocity joint coupled to one of 

the first member and the second member. 

10. A vehicle driveline comprising the joint assembly of Claim 1. 

11. A vehicle comprising the joint assembly of Claim 1. 

12. A joint assembly comprising: 

a first member having an open end and a first plurality of splines formed within the open 

end; 

a second member having a second plurality of splines formed thereon, a portion of the 

second member disposed within the first member, the second plurality of splines 

engaging the first plurality of splines to provide a coupling of the second member to 

the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; and 

a retaining ring configured to retain the coupling of the second member to the first member, 

a portion of the retaining ring accessible through the window, the first member 

including an interior surface annular recess receiving a portion of the retaining ring 

and the second member including an exterior surface annular recess receiving 

another portion of the retaining ring. 

13. The joint assembly of Claim 12, further comprising a seal configured to cover the window. 

14. The joint assembly of Claim 12, further comprising a constant velocity joint coupled to one of 

the first member and the second member. 

15. A method of servicing a joint assembly comprising: 

providing a joint assembly, the joint assembly including: 

a first member having a first engagement means; 
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a second member having a second engagement means, a portion of the second 

member disposed within the first member, the second engagement means 

engaging the first engagement means to provide a coupling of the second 

member to the first member; 

a window formed within the first member where the portion of the second member 

is disposed within the first member; and 

a retaining means configured to retain the coupling of the second member to the first 

member, a portion of the retaining means accessible through the window; 

manipulating the retaining means through the window to release the coupling of the second 

member to the first member; and 

separating the first member and the second member by disengaging the second engagement 

means from the first engagement means. 

16. The joint assembly of Claim 15, wherein the joint assembly further comprises a constant 

velocity joint coupled to one of the first member and the second member. 

17. The joint assembly of Claim 1, wherein the joint assembly further comprises a seal configured 

to cover the window and the method further comprises uncovering the window from the seal 

prior to manipulating the retaining means through the window to release the coupling of the 

second member to the first member. 

18. The joint assembly of Claim 15, further comprising coupling the separated first member with 

another second member to form another joint assembly. 

19. The joint assembly of Claim 15, further comprising coupling the separated second member 

with another first member to form another joint assembly. 

20. The joint assembly of Claim 1, further comprising replacing the retaining means with another 

retaining means and coupling the separated first member with the separated second member to 

reform the joint assembly. 
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ABSTRACT 

A joint assembly includes a first member having splines formed therein. A second 

member includes splines formed thereon and is coupled to the first member. The splines of the first 

member engage the splines of the second member. An access window is formed on the first 

member. A ring retains the first member to the second member. A portion of the ring is accessible 

through the access window, where the ring can be manipulated to release the first member from the 

second member. 
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an application which became abandoned or in which the proceedings were terminated and which application is 
referenced by either a published application, an application open to public inspections or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 
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This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
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BASIC FEE N/A N/A N/A N/A 300 (37 CFR 1.16(a), (b), or (c)) 
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If the specification and drawings exceed 100 
APPLICATION SIZE sheets of paper, the application size fee due is 
FEE $31 O ($155 for small entity) for each additional 0.00 
(37 CFR 1.16(s)) 50 sheets or fraction thereof. See 35 U.S.C. 

41 (a)(1 )(G) and 37 CFR 1.16(s). 

MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.16(j)) 0.00 

* If the difference in column 1 is less than zero, enter "O" in column 2. TOTAL TOTAL 1720 

APPLICATION AS AMENDED - PART II 

OTHER THAN 
(Column 1) (Column 2) (Column 3) SMALL ENTITY OR SMALL ENTITY 

CLAIMS HIGHEST 
REMAINING NUMBER PRESENT 

RATE($) 
ADDITIONAL 

RATE($) 
ADDITIONAL 

<( AFTER PREVIOUSLY EXTRA FEE($) FEE($) 
I- AMENDMENT PAID FOR z 
w Total Minus 

.. = OR 
~ (37 CFR 1.16(i)) X = X = 

0 
Independent ... = z Minus 

X = OR X = w (37CFR 1.16(h)) 

~ Application Size Fee (37 CFR 1.16(s)) <( 

FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) OR 

TOTAL OR TOTAL 
ADD'L FEE ADD'L FEE 

(Column 1) (Column 2) (Column 3) 

CLAIMS HIGHEST 
REMAINING NUMBER PRESENT 

RATE($) 
ADDITIONAL 

RATE($) 
ADDITIONAL 

Ill AFTER PREVIOUSLY EXTRA FEE($) FEE($) 
I- AMENDMENT PAID FOR z 
w Total Minus .. = X = OR 
~ (37 CFR 1.16(i)) 

X = 

0 Independent Minus ... = z X = OR X = w (37CFR 1.16(h)) 

~ Application Size Fee (37 CFR 1.16(s)) <( 

OR 
FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) 

TOTAL OR TOTAL 
ADD'L FEE ADD'L FEE 

* If the entry in column 1 is less than the entry in column 2, write "O" in column 3. 
** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 20, enter "20". 

*** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3". 
The "Highest Number Previously Paid For" (Total or Independent) is the highest found in the appropriate box in column 1. 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0045



UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION 
NUMBER 

15/966,085 

43935 

FILING or 
37l(c)DATE 

04/30/2018 

GRPART 

UNIT 

2833 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

FIL FEE REC'D 

1720 

Ul\TfED STATES DEPA RTME'IT OF COMMERCE 
United States Patent and Trademark Office 
Adiliess. COMMISSIO'JER FOR PATENTS 

PO Box 1450 
Alexandria, Virgmia 22313-1450 
\VVi\V.USpto.gov 

ATTY.DOCKET.NO TOT CLAIMS IND CLAIMS 

206898/58974-1 20 3 
CONFIRMATION NO. 9702 

FILING RECEIPT 

1111111111111111111111 m~m11mun~1w~~ 11111111111111111111111 

Date Mailed: 05/24/2018 

Receipt is acknowledged of this non-provisional patent application. The application will be taken up for examination 
in due course. Applicant will be notified as to the results of the examination. Any correspondence concerning the 
application must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, 
NAME OF APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. 
Please verify the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please 
submit a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the 
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit 
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply 
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

lnventor(s) 
Michael Walter Hopson, Clinton Township, Ml; 
Arvind Srinivasan, Troy, Ml; 
Michael Peter Kinsella, White Lake, Ml; 

Applicant( s) 
NEAPCO INTELLECTUAL PROPERTY HOLDINGS, LLC, Farmington Hills, Ml; 

Power of Attorney: The patent practitioners associated with Customer Number 43935 

Domestic Priority data as claimed by applicant 
This appln claims benefit of 62/500,821 05/03/2017 

Foreign Applications for which priority is claimed (You may be eligible to benefit from the Patent Prosecution 
Highway program at the USPTO. Please see http://www.uspto.gov for more information.) - None. 
Foreign application information must be provided in an Application Data Sheet in order to constitute a claim to 
foreign priority. See 37 CFR 1.55 and 1.76. 

Permission to Access Application via Priority Document Exchange: Yes 

Permission to Access Search Results: Yes 

Applicant may provide or rescind an authorization for access using Form PTO/SB/39 or Form PTO/SB/69 as 
appropriate. 

If Required, Foreign Filing License Granted: 05/22/2018 
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The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 15/966,085 

Projected Publication Date: 11/08/2018 

Non-Publication Request: No 

Early Publication Request: No 
Title 

HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Preliminary Class 

439 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition Applications: No 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4258). 
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GRANTED 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

Select USA 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location for 
business investment, innovation, and commercialization of new technologies. The U.S. offers tremendous resources 
and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation works to 
promote and facilitate business investment. SelectUSA provides information assistance to the international investor 
community; serves as an ombudsman for existing and potential investors; advocates on behalf of U.S. cities, states, 
and regions competing for global investment; and counsels U.S. economic development organizations on investment 
attraction best practices. To learn more about why the United States is the best country in the world to develop 
technology, manufacture products, deliver services, and grow your business, visit http://www.SelectUSA.gov or call 
+ 1-202-482-6800. 
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To: 
From: 

tlopez@slk-law.com,dmiller@slk-law.com,cgolupski@slk-law.com 
PAIR_eOfficeAction@uspto.gov 

Cc: PAIR_eOfficeAction@uspto.gov 
Subject: Private PAIR Correspondence Notification for Customer Number 43935 

May 24, 2018 04:35:39 AM 

Dear PAIR Customer: 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 
UNITED STATES 

The following USPTO patent application(s) associated with your Customer Number, 43935 , have 
new outgoing correspondence. This correspondence is now available for viewing in Private PAIR. 

The official date of notification of the outgoing correspondence will be indicated on the form PTOL-90 
accompanying the correspondence. 

Disclaimer: 
The list of documents shown below is provided as a courtesy and is not part of the official file 
wrapper. The content of the images shown in PAIR is the official record. 

Application 
15966085 

Document Mailroom Date 
APP.FILE.REC 05/24/2018 

Attorney Docket No. 
206898/5897 4-1 

To view your correspondence online or update your email addresses, please visit us anytime at 
https ://sportal. uspto .gov/secu re/myportal/privatepair. 

If you have any questions, please email the Electronic Business Center (EBC) at EBC@uspto.gov 
with 'e-Office Action' on the subject line or call 1-866-217-9197 during the following hours: 

Monday - Friday 6:00 a.m. to 12:00 a.m. 

Thank you for prompt attention to this notice, 

UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT APPLICATION INFORMATION RETRIEVAL SYSTEM 
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UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION NUMBER FILING OR 3 71 (C) DATE 

15/966,085 

43935 
Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

04/30/2018 

Ul\TfED STATES DEPA RTME'IT OF COMMERCE 
United States Patent and Trademark Office 
Adiliess. COMMISSIO'JER FOR PATENTS 

PO Box 1450 
Alexandria, Virgmia 22313-1450 
\VVi\V.USpto.gov 

FIRST NAMED APPLICANT ATTY. DOCKET NO./TITLE 

Michael Walter Hopson 206898/58974-1 
CONFIRMATION NO. 9702 

PUBLICATION NOTICE 

11111111111111111 lllll ll]~!l]!~l!~IU!llllHUII 111111111111111 IIII IIII 

Title:HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Publication No.US-2018-03207 42-A 1 
Publication Date:11/08/2018 

NOTICE OF PUBLICATION OF APPLICATION 

The above-identified application will be electronically published as a patent application publication pursuant to 37 
CFR 1.211, et seq. The patent application publication number and publication date are set forth above. 

The publication may be accessed through the USPTO's publically available Searchable Databases via the 
Internet at www.uspto.gov. The direct link to access the publication is currently http://www.uspto.gov/patft/. 

The publication process established by the Office does not provide for mailing a copy of the publication to 
applicant. A copy of the publication may be obtained from the Office upon payment of the appropriate fee set 
forth in 37 CFR 1.19(a)(1 ). Orders for copies of patent application publications are handled by the USPTO's 
Public Records Division. The Public Records Division can be reached by telephone at (571) 272-3150 or (800) 
972-6382, by facsimile at (571) 273-3250, by mail addressed to the United States Patent and Trademark Office, 
Public Records Division, Alexandria, VA 22313-1450 or via the Internet. 

In addition, information on the status of the application, including the mailing date of Office actions and 
the dates of receipt of correspondence filed in the Office, may also be accessed via the Internet through 
the Patent Electronic Business Center at www.uspto.gov using the public side of the Patent Application 
Information and Retrieval (PAIR) system. The direct link to access this status information is currently 
https://portal.uspto.gov/pair/PublicPair. Prior to publication, such status information is confidential and may only 
be obtained by applicant using the private side of PAIR. 

Further assistance in electronically accessing the publication, or about PAIR, is available by calling the Patent 
Electronic Business Center at 1-866-217-9197. 

Office of Data Managment, Application Assistance Unit (571) 272-4000, or (571) 272-4200, or 1-888-786-0101 
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To: 
From: 

tlopez@slk-law.com,dmiller@slk-law.com,cgolupski@slk-law.com 
PAIR_eOfficeAction@uspto.gov 

Cc: PAIR_eOfficeAction@uspto.gov 
Subject: Private PAIR Correspondence Notification for Customer Number 43935 

Nov 09, 2018 04:18:49 AM 

Dear PAIR Customer: 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 
UNITED STATES 

The following USPTO patent application(s) associated with your Customer Number, 43935 , have 
new outgoing correspondence. This correspondence is now available for viewing in Private PAIR. 

The official date of notification of the outgoing correspondence will be indicated on the form PTOL-90 
accompanying the correspondence. 

Disclaimer: 
The list of documents shown below is provided as a courtesy and is not part of the official file 
wrapper. The content of the images shown in PAIR is the official record. 

Application 
15966085 

Document 
NTC.PUB 

Mailroom Date 
11/08/2018 

Attorney Docket No. 
206898/5897 4-1 

To view your correspondence online or update your email addresses, please visit us anytime at 
https ://sportal. uspto .gov/secu re/myportal/privatepair. 

If you have any questions, please email the Electronic Business Center (EBC) at EBC@uspto.gov 
with 'e-Office Action' on the subject line or call 1-866-217-9197 during the following hours: 

Monday - Friday 6:00 a.m. to 12:00 a.m. 

Thank you for prompt attention to this notice, 

UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT APPLICATION INFORMATION RETRIEVAL SYSTEM 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0051



UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION NO. FILING DATE 

15/966,085 04/30/2018 

43935 7590 01/22/2021 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

FIRST NAMED INVENTOR 

Michael Walter Hopson 

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONERFORPATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

ATTORNEY DOCKET NO. 

206898/58974-1 

CONFIRMATION NO. 

9702 

EXAMINER 

CAMERO, ALEXUS 

ART UNIT PAPER NUMBER 

3678 

NOTIFICATION DATE DELIVERY MODE 

01/22/2021 ELECTRONIC 

Please find below and/or attached an Office communication concerning this application or proceeding. 

The time period for reply, if any, is set in the attached communication. 

Notice of the Office communication was sent electronically on above-indicated "Notification Date" to the 
following e-mail address(es): 

cgolupski@shumaker.com 
dmiller@shumaker.com 
tlopez@shumaker.com 

PTOL-90A (Rev. 04/07) 
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Office Action Summary 

Application No. 
15/966,085 

Examiner 

ALEXUS CAMERO 

Applicant(s) 
Hopson et al. 

Art Unit 

3678 

AIA (FITF) Status 

Yes 

-- The MAILING DA TE of this communication appears on the cover sheet with the correspondence address -­
Period for Reply 

A SHORTENED STATUTORY PERIOD FOR REPLY IS SET TO EXPIRE 3 MONTHS FROM THE MAILING 
DATE OF THIS COMMUNICATION. 

Extensions of time may be available under the provisions of 37 CFR 1.136(a). In no event, however, may a reply be timely filed after SIX (6) MONTHS from the mailing 
date of this communication. 
If NO period for reply is specified above, the maximum statutory period will apply and will expire SIX (6) MONTHS from the mailing date of this communication. 
Failure to reply within the set or extended period for reply will, by statute, cause the application to become ABANDONED (35 U.S.C. § 133). 
Any reply received by the Office later than three months after the mailing date of this communication, even if timely filed, may reduce any earned patent term 
adjustment. See 37 CFR 1.704(b). 

Status 

1 )0 Responsive to communication(s) filed on 30 April 2018. 
□ A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on __ . 

2a)D This action is FINAL. 2b) 0 This action is non-final. 
3)□ An election was made by the applicant in response to a restriction requirement set forth during the interview 

on __ ; the restriction requirement and election have been incorporated into this action. 
4)0 Since this application is in condition for allowance except for formal matters, prosecution as to the merits is 

closed in accordance with the practice under Ex parte Quayle, 1935 C.D. 11, 453 O.G. 213. 

Disposition of Claims* 
5) 0 Claim(s) 1-20 is/are pending in the application. 

5a) Of the above claim(s) is/are withdrawn from consideration. 

6) D Claim(s) is/are allowed. 

7) 0 Claim(s) 1-20 is/are rejected. 

8) □ Claim(s) __ is/are objected to. 

9) D Claim(s) __ are subject to restriction and/or election requirement 
* If any claims have been determined allowable, you may be eligible to benefit from the Patent Prosecution Highway program at a 

participating intellectual property office for the corresponding application. For more information, please see 

http://www.uspto.gov/patents/init events/pph/index.jsp or send an inquiry to PPHfeedback@uspto.gov. 

Application Papers 
10)0 The specification is objected to by the Examiner. 

11 )0 The drawing(s) filed on 30 April 2018 is/are: a)0 accepted or b)□ objected to by the Examiner. 
Applicant may not request that any objection to the drawing(s) be held in abeyance. See 37 CFR 1.85(a). 

Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121 (d). 

Priority under 35 U.S.C. § 119 
12)□ Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

Certified copies: 

a)□ All b)D Some** c)D None of the: 

1.□ Certified copies of the priority documents have been received. 

2.□ Certified copies of the priority documents have been received in Application No. __ . 

3.□ Copies of the certified copies of the priority documents have been received in this National Stage 
application from the International Bureau (PCT Rule 17.2(a)). 

** See the attached detailed Office action for a list of the certified copies not received. 

Attachment{s) 

1) 0 Notice of References Cited (PTO-892) 

2) 0 Information Disclosure Statement(s) (PTO/SB/08a and/or PTO/SB/08b) 
Paper No(s)/Mail Date __ . 

U.S. Patent and Trademark Office 

PTOL-326 (Rev. 11-13) Office Action Summary 

3) D Interview Summary (PTO-413) 

Paper No(s)/Mail Date __ . 

4) D Other: __ . 

Part of Paper No./Mail Date 20210114 
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Application/Control Number: 15/966,085 
Art Unit: 3678 

DEfAILED ACTION 

Notice of Pre-AJA or AL4. Status 

Page2 

The present application, filed on or after March 16, 2013, is being examined under the 

first inventor to file provisions of the AIA. 

In the event the determination of the status of the application as subject to AIA 35 U.S.C. 

102 and 103 (or as subject to pre-AIA 35 U.S.C. 102 and 103) is incorrect, any correction of the 

statutory basis for the rejection will not be considered a new ground of rejection if the prior art 

relied upon, and the rationale supporting the rejection, would be the same under either status. 

Status of Qaims 

The office action is being examined in response to the application filed by the applicant 

on 30 April 2018. 

Claims 1-20 are currently pending and have been examined. 

This action is made NON-FINAL. 

Infonnation Disclosure Statement 

The information disclosure statement (IDS) filed on 22 May 2018 is in compliance with 

the provisions of 37 CFR 1.97, and the information referred to therein have been considered by 

the examiner. 

Specification 

The disclosure is objected to because "window 140" in line 3 of Paragraph 0032 should 

read --window 130--. Appropriate correction is required. 

Claim Objections 

Claims 15-20 are objected to because of the following informalities: 

• With respect to Claim 15, "providing a joint assembly" in line 2 should read -­

providing the joint assembly--. 

• With respect to Claims 16 and 18-19, "The joint assembly of Claim 15" should read­

-The method of servicing the joint assembly of Claim 15 --. 
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• With respect to Claim 17 and 20, "The joint assembly of Claim I" should read --The 

method of servicing the joint assembly of Claim 15--. 

Appropriate correction is required. 

Claim Rejections - 35 USC§ 112 

The following is a quotation of 35 U.S.C. 112(d): 

(d) REFERENCE INDEPENDENT FORMS.-Subject to subsection (e), a claim independent 
form shall contain a reference to a claim previously set forth and then specify a further limitation 
of the subject matter claimed. A claim in dependent form shall be construed to incorporate by 
reference all the limitations of the claim to which it refers. 

The following is a quotation of pre-AIA 35 U.S.C. 112, fourth paragraph: 

Subject to the following paragraph [i.e., the fifth paragraph ofpre-AIA 35 U.S.C. 112], a claim in 
dependent form shall contain a reference to a claim previously set forth and then specify a further 
limitation of the subject matter claimed. A claim in dependent form shall be construed to 
incorporate by reference all the limitations of the claim to which it refers. 

Claim 20 is rejected under 35 U.S.C. 112(d) or pre-AIA 35 U.S.C. 112, 4th paragraph, as 

being of improper dependent form for failing to further limit the subject matter of the claim upon 

which it depends, or for failing to include all the limitations of the claim upon which it depends. 

Claim 20 recites the limitation" replacing the retaining means with another retaining 

means''. Therefore, Claim 20 fails to include all the limitations of the claim upon which it 

depends, particularly the "retaining means" of Claim 15. 

Applicant may cancel the claim, amend the claim to place the claim in proper dependent 

form, rewrite the claim in independent form, or present a sufficient showing that the dependent 

claim complies with the statutory requirements. 

Claim Rejections - 35 USC§ 102 

The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 

basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless -

(a)(l) the claimed invention was patented, described in a printed publication, or in public use, on 
sale or otherwise available to the public before the effective filing date of the claimed invention. 

Claims 1-7, 9-12, 14-16, and 18-20 are rejected under 35 U.S.C.102(a)(l) as being 

anticipated by Kofuji (US 2009/0233723 Al). 
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With respect to Claim 1, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member (43) having a first engagement means (86, a spline hole); 

a second member ( 45) having a second engagement means (84, a spline section), a 

portion (45b) of the second member (45) disposed within the first member (43), the second 

engagement means (84) engaging the first engagement means (86) to provide a coupling of the 

second member (45) to the first member (43); 

a window (93, a notched section) formed within the first member (43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the second 

member (45) to the first member (43), a portion (95h) of the retaining means (95) accessible 

through the window (93). 

With respect to Claim 2, Kofuji (Fig. 4) discloses the limitations set forth in Claim I and 

that the first member (43) includes an open end and the first engagement means (86) of the first 

member (43) is formed within the open end. 

With respect to Claim 3, Kofuji (Fig. 4) discloses the limitations set forth in Claim 2 and 

that the portion (45b) of the second member (45) disposed within the first member (43) is 

disposed within the open end and includes the second engagement means (84 ). 

With respect to Claim 4, Kofuji (Fig. 4) discloses the limitations set forth in Claim 2 and 

that the window (93) is continuous with the open end. See Paragraph 0051, wherein the window 

(93) has a section opening towards the tip of the tubular engaging section (85) from a first 

annular groove (91) of the first member (43). 

With respect to Claim 5, Kofuji (Fig. 4) discloses the limitations set forth in Claim I and 

that the first engagement means (86) includes a first plurality of splines (spline hole) and the 

second engagement means (84) includes a second plurality of splines (spline section). 

With respect to Claim 6, Kofuji (Fig. 4) discloses the limitations set forth in Claim I and 

that the first member ( 43) includes an interior surface recess (91) receiving a portion of the 

retaining means and the second member ( 45) includes an exterior surface recess (92) receiving 

another portion of the retaining means (95). See Paragraph 0053, wherein the retaining means 

(95) is disposed spanning the interior surface recess (91) and the exterior surface recess (92). 
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With respect to Claim 7, Kofuji (Figs. 5a-5b) discloses the limitations set forth in Claim 

I and that the retaining means (95) is configured as a retaining ring ( circular clip). 

With respect to Claim 9, Kofuji (Fig. 3) discloses the limitations set forth in Claim I and 

further comprising a constant velocity joint ( 4 7, a shaft length variation mechanism; see 

Paragraph 003 6) coupled to the first member ( 43 ). 

With respect to Claim 10, Kofuji (Figs. 2-3) discloses a vehicle driveline (41) comprising 

the joint assembly of Claim 1. 

With respect to Claim 11, Kofuji (Figs. 1-3) discloses a vehicle (10) comprising the joint 

assembly of Claim 1. 

With respect to Claim 12, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member ( 43) having an open end and a first plurality of splines (86, a spline hole) 

formed within the open end; 

a second member ( 45) having a second plurality of splines (84, a spline section) formed 

thereon, a portion (45b) of the second member (45) disposed within the first member (43), the 

second plurality of splines (84) engaging the first plurality of splines (86) to provide a coupling 

of the second member (45) to the first member (43); 

a window (93, a notched section) formed within the first member (43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining ring (95, a circular clip) configured to retain the coupling of the second 

member (45) to the first member (43), a portion (95h) of the retaining ring (95) accessible 

through the window (93), the first member (43) including an interior surface annular recess (91) 

receiving a portion of the retaining ring and the second member ( 45) including an exterior 

surface annular recess (92) receiving another portion of the retaining ring (see Paragraph 005 3, 

wherein the retaining means (95) is disposed spanning the interior surface annular recess (91) 

and the exterior surface annular recess (92). 

With respect to Claim 14, Kofuji (Fig. 3) discloses the limitations set forth in Claim 12 

and further comprising a constant velocity joint ( 4 7, a shaft length v aria ti on mechanism; see 

Paragraph 003 6) coupled to the first member ( 43 ). 

With respect to Claim 15, Applicant is reminded that, under the principles of inherency, 

if a prior art device, in its normal and usual operation, would necessarily perform the method 
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claimed, then the method claimed will be considered to be anticipated by the prior art device. 

When the prior art device is the same as a device described in the specification for carrying out 

the claimed method, it can be assumed the device will inherently perform the claimed process. In 

re King, 801 F.2d 1324, 231 USPQ 136 (Fed. Cir. 1986). See MPEP 211.02. 

Therefore, Kofuji (Figs. l-6c) discloses a method of servicing a joint assembly 

compnsmg: 

providing (Fig. 4) the joint assembly, the joint assembly (Figs. 4) including: 

a first member (43) having a first engagement means (86, spline hole); 

a second member (45) having a second engagement means (84, a spline section), 

a portion (45b) of the second member (45) disposed within the first 

member ( 43 ), the second engagement means (84) engaging the first 

engagement means (86) to provide a coupling of the second member (45) 

to the first member (43); 

a window (93, a notched section) formed within the first member (43) where the 

portion ( 45b) of the second member ( 45) is disposed within the first 

member (43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the 

second member ( 45) to the first member ( 43 ), a portion (95h) of the 

retaining means (95) accessible through the window (93). 

manipulating (Figs. 5a-5b) the retaining means (95) through the window (93) to release 

the coupling of the second member (45) to the first member (43); and 

separating (Figs. 6a-6c) the first member (43) and the second member (45) by 

disengaging the second engagement means from the first engagement means. 

With respect to Claim 16, Kofuji (Fig. 3) discloses the limitations set forth in Claim 15 

and that the joint assembly further comprises a constant velocity joint ( 4 7, a shaft length 

variation mechanism; see Paragraph 0036) coupled to the first member (43). 

With respect to Claim 18, Kofuji (Figs. 2-3) discloses the limitations set forth in Claim 

15 and further comprising coupling the separated first member ( 43) with another second member 

to form another joint assembly, wherein the retaining means (95) can be simply attached and 

detached from the joint assembly, thereby allowing the separated first member ( 43) to be capable 

of coupling with another second member to form another joint assembly. 
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With respect to Claim 19, Kofuji (Figs. 2-3) discloses the limitations set forth in Claim 

15 and further comprising coupling the separated second member ( 45) with another first member 

to form another joint assembly, wherein the retaining means (95) can be simply attached and 

detached from the joint assembly, thereby allowing the separated second member ( 45) to be 

capable of coupling with another first member to form another joint assembly. 

With respect to Claim 20, Kofuji discloses the limitations set forth in Claim 15 and 

further comprising replacing the retaining means (95) with another retaining means and coupling 

the separated first member with the separated second member to reform the joint assembly, 

wherein the retaining means (95) can be simply attached and detached from the joint assembly, 

thereby allowing another retaining means to be used to couple the separated first member and the 

separated second member to reform the joint assembly. 

Claim Rejections - 35 USC§ 103 

The following is a quotation of 35 U.S.C. 103 which forms the basis for all obviousness 

rejections set forth in this Office action: 

A patent for a claimed invention may not be obtained, notwithstanding that the claimed invention is not 
identically disclosed as set forth in section 102, if the differences between the claimed invention and the 
prior art are such that the claimed invention as a whole would have been obvious before the effective 
filing dateofthe claimed invention to a person having ordinary skill in the art to which the claimed 
invention pertains. Patentability shall not be negated by the manner in which the invention was made. 

Claims 8, 13, and 17 are rejected under 35 U.S.C. 103 as being unpatentable over 

Kofuji (US 2009/0233723 Al) in view of Sugiyama et al. (US 2018/0003240 Al). 

With respect to Claims 8 and 13, Kofuji discloses the limitations set forth in Claims 1 

and 12 respectively but fails to disclose that the joint assembly further comprises a seal 

configured to cover the window. 

However, Sugiyama et al. (Fig. 4-7) teaches a joint assembly comprising a first member 

(30), a second member (12) coupled to the first member (30), and a retaining means (8) 

configured to retain the coupling of the second member (12) to the first member (30), wherein 

the retaining means (8) is inserted into through holes (31, 32) from an outer peripheral side of the 

first member (30) and being engaged with an engagement groove of the second member (12). 

Sugiyama et al. (Fig. 7) further teaches a seal (35, a water-proof boot) configured to cover the 

through holes (31, 32). 
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Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. for the purpose of preventing an invasion of 

water or dust from the window or openings. 

With respect to Claim 17, Kofuji discloses the limitations set forth in Claim 15 but fails 

to discloses that the joint assembly further comprises a seal configured to cover the window and 

the method further comprises uncovering the window from the seal prior to manipulating the 

retaining means through the window to release the coupling of the second member to the first 

member. 

However, Sugiyama et al. (Fig. 4-7) teaches a joint assembly comprising a first member 

(30), a second member (12) coupled to the first member (30), and a retaining means (8) 

configured to retain the coupling of the second member (12) to the first member (30), wherein 

the retaining means (8) is inserted into through holes (31, 32) from an outer peripheral side of the 

first member (30) and being engaged with an engagement groove of the second member (12). 

Sugiyama et al. (Fig. 7) further teaches a seal (35, a water-proof boot) configured to cover the 

through holes (31, 32), wherein the seal (35) can be removed from the joint assembly to uncover 

the through holes (31, 32 ). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. for the purpose of preventing an invasion of 

water or dust from the window or openings. 

Conclusion 

The prior art set forth in the attached Notice of Reference Cited (PTO-892) made of 

record and not relied upon is considered pertinent to applicant's disclosure. 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to ALEXUS CAMERO whose telephonenumberis(571)272-8629. 

The examiner can normally be reached on M-F 9 :00 am to 5 :00 pm EST . 

Examiner interviews are available via telephone, in-person, and video conferencing using 

a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Amber Anderson can be reached on (571 )270-5281. The fax phone number for the 

organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 

Application Information Retrieval (PAIR) system. Status information for published applications 

may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 

applications is available through Private PAIR only. For more information about the PAIR 

system, see https://ppair-my.uspto.gov/pair/PrivatePair. Should you have questions on access to 

the Private PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll­

free). If you would like assistance from a USPTO Customer Service Representative or access to 

the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000. 

/ ALEXUS CAMERO/ 
Examiner, Art Unit 3678 

/AMBER R ANDERSON/ 
Supervisory Patent Examiner, Art Unit 3678 
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(57) Abstract: The invention relates to a method for mounting a drive shaft assembly (1), comprising at least a first shaft (37) and a 
displacement unit (35), which are connected to each other, to a motor vehicle (4) between a first connection point (2) and a second 
connection point (3), wherein the drive shaft assembly (1) can be connected to the first connection point (2) by means of a first end 
(5) on the first shaft ( 37) and can be connected to the second connection point (3) by means of a second end ( 6) on the displacement 
unit (35); wherein at least of the first end (5) and the first cormection point (2), one is designed m, a pin (7), which at least partially 
has a first set of splines (9) on an outer circumferential surtace (8 ), and the other is a joint inner part ( 10) of a constant velocity 
rotary joint (11), wherein the joint inner part (10) has a receptacle (12) for the pin (7), which receptacle has a second set of splines 
(13) on an inner circumferential surtace (14); and the method comprises at least the following steps: i. arranging the pin (7) in front 
of the receptacle (12); ii. sliding the pin (7) into the receptacle (12) beyond the operating position (15) and displacing the drive shaft 
assembly (I) in a first direction (16); iii. arranging the second end ( 6) at 

[Fortsetzung auf der niichsten Seitej 
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the second connection point (3); iv. sliding the pin (7) back and displacing the drive shaft assembly (1) in a second direction (17) 
such that the pin (7) and the receptacle (12) are arranged in the operating position (15) in relation to each other; and v. connecting 
the second end (6) to the second connection point (3). 

(57) Zusammenfassung: Vedahren zur Montage einer Liingswellenanordnm1g (I), mnfassend zumindest eine erste Welle (37) 
und eine Verschiebeinheit (35), die miteinander verbunden sind, zwischen einem ersten Anbindungspunkt (2) und einem zweiten 
Anbindungspmikt (3) an einem Kraftfahrzeug (4), wobei die Liingswellenanordnm1g (I) uber ein erstes Ende (5) an der ersten 
Welle (37) mit dem ersten Anbindungspunkt (2) und uber ein zweites Ende (6) an der Verschiebeeinheit (35) mit dem zweiten 
Anbindm1gspmikl (3) verbindbar isl; wobei zmnindesl von erslem Ende (5) mid erslem Anbindm1gspmikl (2) einer als ein Zapfen 
(7) ausgebildet ist, der an einer AuJ3enumfangst1iiche (8) zumindest teilweise eine erste Keilverzahnung (9) aufweist und der 
andere ein Gele1ikinnenleil (10) eines Gleichlaufdrehgele1ikes (11) isl, wobei das Gelenkinnenleil (10) eine Aufrmhme (12) fiir den 
Zapfen (7) aufweist mit einer zweiten Keilverzahnm1g (13) an einer Innenumfangsfliiche (14); und das Verfahren zumindest die 
folgenden Schritte umfasst: i. Anordnen des Zapfens (7) vor der Aufuahme (12); ii. Einschiehen des Zapfens (7) in die Aufullilme 
(12) uber die Betriebsposition (15) hinaus und dabei Verschieben der Llingswellenanordnung (1) in eine ersten Richtung (16); iii. 
Anordnen des zweiten Endes (6) an dem zweiten Anbindungspunkt (3); iv. Zuriickschieben des Zapfens (7) und Verschieben der 
Liingswellenanordnung (I) in einer zweiten Richtung (17), so dass Zapfen (7) und Aufaahme (12) zueinander in der 
Retriebsposition (15) angeordnet sind, und v. Verbinden des zweiten Endes (6) mit dem zweiten Anbindungspunkt (3). 
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Verfahren zur Montage einer Langswellenanordnung 

in einem Kraftfahrzeug, sowie entsprechendes Kraftfahrzeug 

Die vorliegende Erfindung betrifft ein Verfahren zur Montage einer Langswellen-

5 anordnung in bzw. an einem Kraftfahrzeug. Im Allgemeinen umfasst eine solche 

Langswellenanordnung eine erste Welle und eine zweite Welle und erstreckt sich 

insgesamt von einem ersten Ende zu einem zweiten Ende. Die beiden Wellen sind 

i.iber eine Verschiebeeinheit (z. B. ein Gleichlaufverschiebegelenk, Ball-Spline, 

ein Slip-Spline, ein Double-Offset Gelenk, ein Verschiebe-Lobro-Gelenk, ein 

IO Tripode-Gelenk, etc.) miteinander verbunden, um eine Antriebsseite des Kraft­

fahrzeugs mit einer Abtriebsseite des Kraftfahrzeugs zu verbinden. Im Folgenden 

wird vorrangig auf die Ausfiihrungsform der Verschiebeeinheit als Gleichlaufver­

schiebegelenk Bezug genommen, ohne dass dies generell fi.ir hier angesprochene 

Langswellenanordnungen beschrankend ist. Die Langswellenanordnung wird re-

15 gelmaBig zur Ubertragung eines Drehmoments vom Antrieb (z. B. Motor 

und/oder Getriebe) zum Abtrieb (z. B. Differential, Achsgetriebe, Getriebe) des 

Kraftfahrzeugs eingesetzt, wobei die Langswellenanordnung sich im Wesentli­

chen in (Fahrt-)Richtung des Fahrzeugs erstreckt. Beim Einbau des Antriebs im 

vorderen Bereich des Fahrzeugs i.ibertragt die Langswellenanordnung das Dreh-

20 moment auf die hinteren Rader bzw. bei Anordnung des Antriebs im hinteren Be­

reich auf die vorderen Rader. 

Das zwischen erster Welle und zweiter Welle eingesetzte Gleichlaufverschiebege­

lenk verfiigt i.iber einen begrenzten Verschiebeweg in axialer Richtung. Durch den 

25 Verschiebeweg des Gleichlaufverschiebegelenkes werden die im i.iblichen Betrieb 

auftretenden Bewegungen von einzelnen Komponenten der Langswellenanord­

nung oder des Kraftfahrzeuges in Langsrichtung des Fahrzeugs (axiale Richtung) 

kompensiert. Zudem werden durch das Gleichlaufverschiebegelenk auch im Be­

trieb auftretende Verschrankungen der Wellen zueinander durch Beugung des 

30 Gleichlaufverschiebegelenkes ausgeglichen. Verschiebeweg und 

- 1 -

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0069



WO 2016/034228 PCT/EP2014/068777 

Verschwenkbereich der Langswellenanordnung sind entsprechend ausgelegt und 

beschrankt. 

Es sind auch Ausgestaltungen von Langswellenanordnungen moglich, bei denen 

5 mehr als zwei oder auch lediglich eine Welle die Langswellenanordnung bilden. 

Wird die Langswellenanordnung durch mehr als zwei Wellen gebildet, ist zumin­

dest zwischen zwei Wellen eine Verschiebeeinheit angeordnet. Die jeweils auBe­

ren Wellen weisen ein erstes Ende und ein zweites Ende auf, zwischen denen sich 

die Uingswellenanordnung erstreckt. Wird die Langswellenanordnung durch nur 

10 eine Welle gebildet, ist an dem, dem ersten Ende gegentiberliegenden zweiten 

Ende der einen Welle die Verschiebeeinheit angeordnet. Der nicht mit der Welle 

verbundene und damit gegentiber der Welle verschiebbare Teil der Verschiebe­

einheit bildet dann das zweite Ende der Langswellenanordnung. 

15 In den folgenden Ausfi.ihrungen wird im Wesentlichen auf eine Langswellenan­

ordnung mit zwei Wellen Bezug genommen, ohne dass dies generell fi.ir hier an­

gesprochene Langswellenanordnungen beschrankend ist. 

Zur Fixierung der Langswellenanordnung (mit erster Welle und zweiter Welle) an 

20 dem Kraftfahrzeug ist an der Langswellenanordnung regelmaBig eine zentrale 

Lagerung vorgesehen, die an zumindest einer der beiden Wellen angeordnet ist. 

Diese zur Ftihrung der Langswellenanordnung eingesetzte Lagerung dient zusatz­

lich der Dampfung und Reduzierung der auftretenden Schwingungen der Langs­

wellenanordnung. 

25 

Langswellenanordnungen der vorgenannten Art sind auf den jeweiligen Einsatz­

fall, insbesondere hinsichtlich der zu tibertragenden Antriebskraft, auszulegen. 

Weitere GestaltungsgroBen sind insbesondere die Baulange und das Gewicht der 

Langswellenanordnung, das verfi.igbare Platzangebot im Kraftfahrzeug, das Ge-

30 wicht des Kraftfahrzeuges, die Anforderungen betreffend das Verhalten im Crash­

Fall. 
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Bei der Montage einer bekannten Langswellenanordnung im Kraftfahrzeug wird 

die Langswellenanordnung zwischen zwei Anbindungspunkten im Kraftfahrzeug 

angeordnet und i.iber das erste Ende mit dem ersten Anbindungspunkt und i.iber 

5 das zweite Ende mit dem zweiten Anbindungspunkt verbunden. Dabei ist zumin­

dest ein Ende, insbesondere beide Enden, der Uingswellenanordnung bzw. der 

Anbindungspunkt (die Anbindungspunkte) im Kraftfahrzeug als eine Zapfen­

Gleichlaufgelenk-Verbindung ausgefiihrt, die bei der Montage der Liingswellen­

anordnung ausgebildet wird. Es sind aber auch andere Ausgestaltungen von Ver-

10 bindungen moglich. Ublicherweise sind zum Zeitpunkt der Montage der Liings­

wellenanordnung im Kraftfahrzeug die Anbindungspunkte bereits in Bezug auf 

ihre Lage fixiert. Daher muss die Liingswellenanordnung, gegeni.iber der in der 

Betriebsposition (Einbauzustand der Langswellenanordnung bei Betrieb des 

Kraftfahrzeuges) vorliegenden Erstreckung zwischen dem ersten Ende und dem 

15 zweiten Ende, auf eine Montageliinge verki.irzt werden. Nur infolge dieser Ver­

ki.irzung konnen erstes Ende und zweites Ende sowie erster Anbindungspunkt und 

zweiter Anbindungspunkt (nacheinander) jeweils miteinander verbunden werden. 

Diese Verki.irzung wird durch eine entsprechende Gestaltung der Verschiebeein-

20 heit (des Gleichlaufverschiebegelenks) zwischen erster Welle und zweitem Ende 

oder zwischen erster Welle und zweiter Welle der Langswellenanordnung reali­

siert. Der Verschiebeweg des Gleichlaufverschiebegelenks ist dafi.ir so lang bzw. 

groB ausgelegt, class die fi.ir die Montage/Demontage benotigte Verkiirzung der 

Liingswellenanordnung bereitgestellt wird. Eine entsprechend gestaltete Ver-

25 schiebeeinheit (Gleichlaufverschiebegelenk) weist daher einen deutlich groBeren 

Verschiebeweg auf, als fiir die im i.iblichen Betrieb auftretenden Bewegungen von 

einzelnen Komponenten der Liingswellenanordnung oder des Kraftfahrzeuges in 

Liingsrichtung des Fahrzeugs benotigt wird. Die Bereitstellung eines groBeren 

Verschiebewegs erfordert aber eine groBere und schwerere Ausfi.ihrung der Ver-

30 schiebeeinheit ( des Gleichlaufverschiebegelenkes). 
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Aufgabe der Erfindung ist es daher, die mit Bezug auf den Stand der Technik ge­

schilderten Probleme zumindest teilweise zu losen und insbesondere eine eingang 

beschriebene Langswellenanordnung in verbesserter Ausfiihrung bereitzustellen, 

die im Kraftfahrzeug einfach montiert und demontiert werden kann. Die Langs-

5 wellenanordnung soll dabei ein reduziertes Gewicht aufweisen. Beziiglich des 

Montageve1fahrens ist zudem eine vorgegebene Reihenfolge von Montageschrit­

ten einfach und sicher einzuhalten, die Gefahr von Beschadigungen zu minimie­

ren und eine entsprechende Anwendung fur eine Reihe unterschiedlicher Fahr­

zeugkonzepte anzustreben. 

10 

Diese Auf gaben werden gelost mit einer Langswellenanordnung gemaB den 

Merkmalen des Patentanspruchs 1. Weitere vorteilhafte Ausgestaltungen der 

Langswellenanordnung sind in den abhangigen Patentanspriichen angegeben. Es 

ist darauf hinzuweisen, dass die in den abhangigen Patentanspri.ichen einzeln auf-

15 gefiihrten Merkmale in beliebiger, technologisch sinnvoller, Weise miteinander 

kombiniert werden konnen und weitere Ausgestaltungen der Erfindung definieren. 

Dariiber hinaus werden die in den Patentanspriichen angegebenen Merkmale in 

der Beschreibung naher prazisiert und erlautert, wobei weitere bevorzugte Ausge­

staltungen der Erl.indung dargestellt werden. 

20 

Zur Losung wird folglich ein Verfahren zur Montage einer Langswellenanord­

nung, umfassend zumindest eine erste Welle und eine Verschiebeeinheit, die mit­

einander verbunden sind, zwischen einem ersten Anbindungspunkt und einem 

zweiten Anbindungspunkt an einem Kraftfahrzeug vorgeschlagen, wobei die 

25 Langswellenanordnung iiber ein erstes Ende an der ersten Welle mit dem ersten 

Anbindungspunkt und iiber ein zweites Ende (hier) an der Verschiebeeinheit mit 

dem zweiten Anbindungspunkt verbindbar ist. Dabei ist zumindest einer aus der 

Gruppe erstes Ende und erster Anbindungspunkt als ein Zapfen ausgebildet, der 

an einer AuBenumfangsflache zumindest teilweise eine erste Keilverzahnung 

30 aufweist. Der andere aus der Gruppe von erstem Ende und erstem Anbindungs­

punkt ist ein Gelenkinnenteil eines Gleichlaufdrehgelenkes, wobei das Gelenkin-
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5 

10 

nenteil eine Aufnahme fiir den Zapfen aufweist mit einer zweiten Keilverzahnung 

an einer Innenumfangsflache. Der Zapfen und die Aufnahme sind im Betrieb des 

Kraftfahrzeuges in einer Betriebsposition zueinander angeordnet. Das Verfahren 

umfasst zumindest die folgenden Schritte: 

1. Anordnen des Zapfens vor der Aufnahme; 

11. Einschieben des Zapfens in die Aufnahme tiber die Betriebspositi­

on hinaus und dabei Verschieben der Langswellenanordnung in ei­

ner ersten Richtung; 

111. Anordnen des zweiten Endes an dem zweiten Anbindungspunkt; 

iv. Zuriickschieben des Zapfens und Verschieben der Langswellenan­

ordnung in einer zweiten Richtung, so dass der Zapfen und die 

Aufnahme zueinander in der Betriebsposition angeordnet sind, und 

v. Verbinden des zweiten Endes mit dem zweiten Anbindungspunkt. 

15 Insbesondere wird ein Verfahren zur Montage einer Langswellenanordnung, um­

fassend zumindest eine erste Welle und eine zweite Welle, die tiber eine Ver­

schiebeeinheit (z. B. ein Gleichlaufverschiebegelenk) miteinander verbunden sind, 

zwischen einem ersten Anbindungspunkt und einem zweiten Anbindungspunkt an 

einem Kraftfahrzeug vorgeschlagen, wobei die Langswellenanordnung tiber ein 

20 erstes Ende an der ersten Welle mit dem ersten Anbindungspunkt und tiber ein 

zweites Ende an der zweiten Welle mit dem zweiten Anbindungspunkt verbindbar 

ist. 

Die Uingswellenanordnung kann im Wesentlichen so aufgebaut sein, wie das ein-

25 gangs erlautert wurde und weist in der Betriebsposition eine (gerade bzw. langge­

streckte) Erstreckung von dem ersten Ende zu dem zweiten Ende auf. In dem hier 

vorgeschlagenen Verfahren wird die Langswellenanordnung insbesondere nicht 

(durch ein Zusammenschieben der Verschiebeeinheit) verktirzt (oder nur in einem 

geringen MaBe), sondern die gesamte Langswellenanordnung wird (auch) um 

30 einen Verschiebeweg verschoben, so dass ein (verlangerter) Verschiebeweg in der 

Verschiebeeinheit (im Gleichlaufverschiebegelenk) zwischen erstem Ende an der 
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ersten Welle und dem zweitem Ende der Langswellenanordnung nicht etf orderlich 

ist (oder im Falle einer Langswellenanordnung mit zwei Wellen: zwischen erster 

Welle und zweiter Welle). Diese Verschiebung der gesamten Langswellenanord­

nung wird in der Verbindung zwischen erstem Ende und erstem Anbindungspunkt 

5 realisiert. 

Insbesondere ist das Gleichlaufdrehgelenk (am ersten Ende oder am ersten An­

bindungspunkt) ein Festgelenk, bevorzugt ein Kugelgleichlaufdrehgelenk. Es 

konnen aber auch andere Typen von Gleichlaufdrehgelenken hier vorgesehen 

10 sein, z. B. auch Gleichlaufverschiebegelenke. 

15 

Insbesondere ist das Gelenkinnenteil einteilig ausgefi.ihrt. Das Gelenkinnenteil 

kann aber auch mehrteilig ausgefi.ih11 sein, also z. B. tiber Htilsen o. a. mit dem 

Zapfen verbunden werden. 

In Schritt i. des Vetfahrens werden Zapfen und Aufnahme so zueinander positio­

niert (angeordnet), dass sie in einem nachfolgenden Schritt ii. ineinandergescho­

ben werden konnen (also insbesondere fluchtend). Wahrend Schritt i. erstreckt 

sich das zweite Ende i.iber den zweiten Anbindungspunkt hinaus, so dass eine 

20 Montageposition hier nicht gegeben ist. 

In Schritt ii. des Verfahrens wird die Langswellenanordnung (insgesamt bzw. 

ausgerichtet) in einer ersten Richtung hin zum ersten Anbindungspunkt verscho­

ben, so dass der Zapfen in die Aufnahme eingeschoben wird. Infolge dieser Ver-

25 schiebung der Langswellenanordnung in die erste Richtung ist die Langswellen­

anordnung auch gegeni.iber dem zweiten Anbindungspunkt verschoben positio­

niert. Das zweite Ende kann nun vor dem zweiten Anbindungspunkt so positio­

niert (angeordnet) werden (Schritt iii.), dass in einem nachfolgenden Schritt iv. 

das zweite Ende und der zweite Anbindungspunkt, die insbesondere ebenfalls als 

30 Zapfen und Aufnahme ausgebildet sind, ineinandergeschoben werden konnen. 

- 6 -

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0074



WO 2016/034228 PCT/EP2014/068777 

Nach Schritt iii. sind also Zapfen und Aufnahme am zweiten Ende bzw. zweiten 

Anbindungspunkt insbesondere fluchtend zueinander angeordnet. 

1n dem Schritt iv. wird die Langswellenanordnung (insgesamt bzw. ausgerichtet) 

5 in die zweite Richtung (entgegengesetzt zur ersten Richtung) verschoben, so dass 

Zapfen und Aufnahme am ersten Ende und ersten Anbindungspunkt nun in einer 

Betriebsposition zueinander angeordnet sind. In dieser Betriebsposition werden 

Zapfen und Aufnahme miteinander verbunden und somit in ihrer Lage zueinander 

fixiert. Infolge dieser Verschiebung der Langswellenanordnung in der zweiten 

10 Richtung werden insbesondere Zapfen und Aufnahme am zweiten Ende bzw. 

zweiten Anbindungspunkt ineinandergeschoben und konnen in einem nachfol­

genden Schritt miteinander verbunden werden (und so in ihrer Lage zueinander 

fixiert werden). 

15 Weiter kann dann auch eine Verbindung der Langswellenanordnung am ersten 

Ende bzw. dem ersten Anbindungspunkt vorgenommen werden. Damit ist die 

Langswellenanordnung zwischen den beiden Anbindungspunkten lagebestimmt 

zum Kraftfahrzeug ausgerichtet montiert und kann dann ggf. auch noch tiber eine 

mittige Lagerung an dem Kraftfahrzeug fixiert sein. 

20 

GemaB einer vorteilhaften Weiterbildung des Verfahrens werden der Zapfen und 

das Gelenkinnenteil in der Betriebsposition (Position von Zapfen und Gelenkin­

nenteil nach Schritt iv. bzw. am Ende des Montageve1fahrens) durch einen Siche­

rungsring fixiert, der in der Aufnahme in einer ersten Ringnut und auf dem Zapfen 

25 in einer zweiten Ringnut angeordnet wird, wobei der Sicherungsring vor Schritt i. 

zunachst (nur) in der ersten Ringnut angeordnet wird und zumindest wahrend 

Schritt ii. gespreizt ist, so dass der Sicherungsring wahrend Schritt ii. tiber die 

zweite Ringnut hinaus verschoben werden kann. 
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Der Sicherungsring erstreckt sich insbesondere zwischen zwei Sicherungsringen­

den ringformig und ist elastisch verformbar. Insbesondere wird fi.ir das Spreizen 

des Sicherungsrings ein Distanzsti.ick verwendet. 

5 Hierfiir wird insbesondere ein Distanzsti.ick fiir einen ringformigen elastischen 

Sicherungsring mit einer Offnung zwischen zwei Sicherungsringenden vorge­

schlagen (der Sichenmgsring weist also keine geschlossene Ringform auf). Das 

Distanzsti.ick ist in der Offnung zwischen zwei Sicherungsringenden anordenbar, 

in dem der Sicherungsring elastisch aufgebogen (gespreizt) wird. Die Sicherungs-

10 ringenden liegen an dem Distanzsti.ick an, so dass der Sicherungsring gespreizt 

bleibt. Damit kann der Sicherungsring in einer, an einer Innenumfangsflache einer 

Aufnahme angeordneten ersten Ringnut gespreizt und unverlierbar angeordnet 

werden, so dass eine (kraftfreie) Verschiebung eines Zapfens in der Aufnahme in 

einem Schritt ii. des erfindungsgemaBen Verfahrens ermoglicht wird, ohne das der 

15 Sicherungsring beim Verschieben entlang des Zapfens in die dort angeordnete 

zweite Ringnut eingreift. 

Weiter wird vorgeschlagen, dass der gespreizte Sicherungsring zusammen mit 

dem montierten Distanzsttick einen kleinsten ersten Innendurchmesser aufweist, 

20 der mindestens dem zweiten Innendurchmesser des gespreizten Sicherungsrings 

entsp1icht. 

lnsbesondere wird der Sicherungsring in der ersten Ringnut bereits vor Sch1itt i. 

angeordnet und durch das Distanzsti.ick gespreizt und ist damit unverlierbar in der 

25 ersten Ringnut angeordnet. Tnsbesondere erfolgt die Spreizung <lurch das Distanz­

sti.ick so, <lass der kleinste erste Innendurchmesser des gespreizten Sichenmgs­

rings zusammen mit montiertem Distanzsti.ick mindestens so groB (oder gri::iBer) 

ist, wie der gri::iBte AuBendurchmesser (der ersten Keilverzahnung) am Zapfen. 

Insbesondere ist so ein Einschieben des Zapfens in die Aufnahme mi::iglich, ohne 

30 dass durch den Sicherungsring weitere Reibkrafte hervorgerufen werden. 
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Insbesondere wird der Sicherungsring so gespreizt, dass er sich in der ersten 

Ringnut anlegt und dadurch zentliert wird. Die Zentrierung stellt sicher, dass der 

Sicherungsring an seiner gesamten Innenumfangsflache einen gleichen Abstand 

zur AuBenumfangsflache des Zapfens aufweist. Damit kann wahrend des Ein-

5 schiebens des Zapfens in die Aufnahme das Auftreten von Reibkraften zwischen 

Sicherungsring und Zapfen verhindert werden. 

Bevorzugt wird das Distanzsti.ick nach Schritt ii. und vor Schritt iv. entfernt. Nach 

Entfemung des Distanzstilcks federt der Sicherungsring zurilck und liegt auf einer 

10 auBeren Zapfenumfangsflache auf. 

Insbesondere weist die auBere Zapfenumfangsflache einen AuBendurchmesser 

auf, der mindestens dem AuBendurchmesser der zweiten Ringnut entspricht. Ins­

besondere ist der AuBendurchmesser der auBeren Zapfenumfangsflache kleiner als 

15 der kleinste Innendurchmesser der zweiten Keilverzahnung an der Innenumfangs­

flache der Aufnahme. Insbesondere sind der AuBendurchmesser der auBeren Zap­

fenumfangsflache und der AuBendurchmesser der zweiten Ringnut kleiner als der 

groBte AuBendurchmesser (der ersten Keilverzahnung) am Zapfen. 

20 Bevorzugt weist die erste Keilverzahnung zumindest eine (umlaufende) Fase auf, 

durch die der Sicherungsring wahrend Schritt iv. weiter gespreizt wird. Die Pase 

ermoglicht, dass bei dem Zuri.ickschieben des Zapfens in der zweiten Richtung der 

Sicherungsring auf die erste Keilverzahnung am Zapfen aufgeschoben werden 

kann, wobei die filr das Zurilckschieben erforderliche Kraft dadurch nur unwe-

25 sentlich (oder nicht) erhoht wird. Bei weiterem Zuri.ickschieben des Zapfens glei­

tet der Sicherungsring i.iber die erste Keilverzahnung und kann so in der zweiten 

Ringnut am Zapfen angeordnet werden. 

Insbesondere stehen zumindest wahrend der Schritte ii., iii., iv. und v. die erste 

30 Keilverzahnung und zweite Keilverzahnung standig miteinander in Eingriff. Eine 

Verdrehung des Zapfens gegeni.iber der Aufnahme in Umfangsrichtung wird so-
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mit verhindert. Das Zurtickschieben in Schritt iv. wird dadurch erleichtert oder 

erst moglich. 

Es ist aber auch moglich, dass die erste Keilverzahnung und die zweite Keilver-

5 zahnung zumindest (nur) wahrend Schritt iii. (und ggf. auch zumindest teilweise 

wahrend Schritt ii. und iv.) nicht mehr miteinander im Eingriff stehen. In diesem 

Fall konnte zumindest die erste Welle gegentiber dem ersten Anbindungspunkt 

verdreht werden. Eine solche Verdrehung konnte z. B. bei der Suche nach einem 

Wuchtpunkt notwendig sein. 

10 

Bevorzugt wird in Schritt ii. der Zapfen in die Aufnahme eingeschoben und dieses 

Einschieben durch einen Anschlag begrenzt. Insbesondere ist der Anschlag an 

dem Zapfen ausgebildet und wirkt mit einer ersten Stirnseite des Gelenkinnenteils 

zusammen. Alternativ ist der Anschlag an einem Gelenkboden eines Gelenkau-

15 Benteils des Gleichlaufdrehgelenkes angeordnet und wirkt mit einer zweiten Stirn­

seite des Zapfens zusammen. 

GemaB einer bevorzugten Weiterbildung wird in Schritt ii., ausgehend von der 

Betriebsposition, der Zapfen gegentiber der Aufnahme um einen ersten Verschie-

20 beweg von mindestens 25 mm [Millimeter], bevorzugt von mindestens 35 mm, in 

der ersten Richtung weiter verschoben. 

Es wird weiter ein Kraftfahrzeug mit einer Langswellenanordnung vorgeschlagen, 

wobei die Langswellenanordnung zumindest eine erste Welle und eine zweite 

25 Welle aufweist, die tiber ein Gleichlaufverschiebegelenk miteinander verbunden 

sind. Die Langswellenanordnung wird zwischen einem ersten Anbindungspunkt 

und einem zweiten Anbindungspunkt an einem Kraftfahrzeug montie1t, wobei die 

Langswellenanordnung tiber ein erstes Ende an der ersten Welle mit dem ersten 

Anbindungspunkt und tiber ein zweites Ende an der zweiten Welle mit dem zwei-

30 ten Anbindungspunkt verbunden ist. Zumindest einer aus der Gruppe erstes Ende 

und erster Anbindungspunkt ist als ein Zapf en ausgebildet, der an einer AuBenum-
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fangsflache zumindest teilweise eine erste Keilverzahnung aufweist, wobei der 

andere ein Gelenkinnenteil eines Gleichlaufdrehgelenkes ist, wobei das Gelenkin­

nenteil eine Aufnahme fi.ir den Zapfen mit einer zweiten Keilverzahnung an einer 

lnnenumfangsflache aufweist. Der Zapfen und die Aufnahme sind in einer Be-

s triebsposition zueinander angeordnet. Ein GelenkauBenteil des Gleichlaufdrehge­

lenks weist eine Aussparung im Bereich eines Gelenkbodens auf, so dass eine 

Montage nach dem e1findungsgemaBen Ve1fahren e1folgen kann, indem der Zap­

fen i.iber die Betriebsposition hinaus in das GelenkauBenteil hinein verschiebbar 

ist. 

10 

Insbesondere wird vorgeschlagen, <lass die Langswellenanordnung zusatzlich i.iber 

eine Lagernng zwischen dem ersten Ende und dem zweiten Ende an dem Kraft­

fahrzeug angebunden ist. 

15 Die Ausfi.ihrnngen zu dem Verfahren sind auf die montierte Langswellenanord­

nung am Kraftfahrzeug i.ibertragbar und umgekehrt. 

Die Erfindung und das technische Umfeld werden nachfolgend anhand der Figu­

ren naher erlautert. Es ist darauf hinzuweisen, dass die Figuren besonders bevor-

20 zugte Ausfi.ihrnngsvarianten der Erfindung zeigen, auf die sie jedoch nicht be­

schrankt sind. Fi.ir gleiche Gegenstande werden in den Figuren auch gleiche Be­

zugszeichen verwendet. Es zeigen schematisch: 

Fig. 1: 

25 

Fig. 2: 

30 

Fig. 3: 

eine montierte Langswellenanordnung in der Betriebsposition(nach 

Schritt v.); 

eine Verbindung zwischen einem Zapfen und einem Gelenkinnen­

teil an einem ersten Ende einer Langswellenanordnung in perspek­

tivischer Ansicht; Verfahren gemaB Schritt i.; 

die Verbindung aus Fig. 2 im Querschnitt; 
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Fig. 4: 

5 

Fig. 5: 

10 Fig. 6: 

Fig. 7: 

15 

Fig. 8: 

20 

Fig. 9: 

Fig. 10: 

25 

Fig. 11: 

Fig. 12: 

30 Fig. 13: 

PCT/EP2014/068777 

V erbindung zwischen einem Zapf en und einem Gelenkinnenteil an 

einem ersten Ende einer Langswellenanordnung wahrend Schritt 

11.; 

Verbindung zwischen einem Zapfen und einem Gelenkinnenteil an 

einem ersten Ende einer Uingswellenanordnung wahrend Scluitt 

11.; 

Verbindung zwischen einem ersten Ende und einem ersten Anbin­

dungspunkt nach Schritt ii.; 

V erbindung zwischen einem Zapfen und einem Gelenkinnenteil an 

einem ersten Ende einer Langswellenanordnung nach Schritt ii. und 

vor Schritt iv.; 

V erbindung zwischen einem Zapfen und einem Gelenkinnenteil an 

einem ersten Ende einer Langswellenanordnung wahrend Schritt 

1v.; 

Verbindung zwischen einem ersten Ende und einem ersten Anbin­

dungspunkt nach Schritt iv.; 

Distanzstlick in einer frontalen Ansicht; 

Distanzsti.ick in einer Seitenansicht; 

Distanzsti.ick in perspektivischer Ansicht; 

Sicherungsring mit Distanzsti.ick in einer frontalen Ansicht; und 
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Fig. 14: Sicherungsring mit Distanzsti.ick in einer Seitenansicht. 

Figur 1 zeigt eine Langswellenanordnung 1 emes Kraftfahrzeugs 4 in einer Be­

triebsposition 15. Die Anordnung der Langswellenanordnung 1 im Kraftfahrzeug 

5 4 erfolgt im Wesentlichen parallel zur Fahrtrichtung des Kraftfahrzeugs 4, also 

parallel zur ersten Richtung 16 und zweiten Richtung 17. Die Langswellenanord­

nung 1 setzt sich zumindest aus einer ersten Welle 37 und einer zweiten Welle 38 

zusammen, die i.iber das m der Mitte gezeigte (Kugel­

) Gleichlaufverschiebegelenk 35 miteinander verbunden sind. An der ersten Wel-

10 le 37 ist an einem ersten Ende 5 der Langswellenanordnung ein Zapfen 7 ange­

ordnet, der in einem Gelenkinnenteil 10 eines Gleichlaufdrehgelenks 11 aufge­

nommen ist. Das erste Ende 5 ist i.iber den Zapfen 7 an dem ersten Anbindungs­

punkt 2 des Kraftfahrzeuges 4 befestigt. Der erste Anbindungspunkt 2 des Kraft­

fahrzeuges 4 wird hier durch das Gleichlaufdrehgelenk 11 mit GelenkauBenteil 

15 28, Kugeln 34 und Gelenkinnenteil 10 gebildet. Die Langswellenanordnung 1 ist 

auch an dem zweiten Ende 6 i.iber ein Gleichlaufdrehgelenk 11 mit einem Zapfen 

7 verbunden, wobei der Zapfen 7 hier den zweiten Anbindungspunkt 3 des Kraft­

fahrzeuges 4 bildet. Die Langswellenanordnung 1 ist i.iber eine Lagerung 30 (hier 

an der zweiten Welle 38) ebenfalls an das Kraftfahrzeug 4 angebunden. 

20 

h1 der Betriebsposition 15 hat die Llngswellenanordnung 1 eine Erstreckung 41 

zwischen erstem Ende 5 und zweitem Ende 6. Die Anbindungspunkte 2, 3 des 

Kraftfahrzeuges 4 weisen eine Distanz 42 auf, die geringer ist als die Erstreckung 

41. FUr die Montage der Langswellenanordnung 1 muss die Langswellenanord-

25 nung 1 also verki.irzt werden. Diese Verki.irzung wurde bisher durch einen ent­

sprechend langen zweiten Verschiebeweg 40 im Gleichlaufverschiebegelenk 35 

ermoglicht. Hier wird nun vorgeschlagen, dass die Verki.irzung der Langswellen­

anordnung 1 (zumindest im Wesentlichen, insbesondere ausschlieBlich) durch 

eine besondere Gestaltung der Verbindung zurnindest zwischen erstem Ende 5 

30 und erstem Anbindungspunkt 2 realisiert wird. 
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Insbesondere ist zumindest einer der Anbindungspunkte 2, 3 am Kraftfahrzeug 

(am ersten Anbindungspunkt 2 das Gelenkinnenteil 10; am zweiten Anbindungs­

punkt 3 der Zapfen 7) abbeugbar, so dass die Langswellenanordnung 1 zuerst an 

dem abbeugbaren Anbindungspunkt (hier erster Anbindungspunkt 2) angeordnet 

5 wird (Schritt i.). Dann wird die gesamte Langswellenanordnung 1 in einer ersten 

Richtung 16 verschoben, so dass der Zapfen 7 i.iber die Betriebsposition 15 hinaus 

in das Gelenkinnenteil 10 eingefi.ih1i wird (Sch1itt ii.). Dabei dringt der Zapfen 7 

in eine Aussparnng 29 des GelenkauBenteils 28 ein. Diese Verschiebung um einen 

ersten Verschiebeweg 36 (siehe Fig. 7) reicht aus, dass die Uingswellenanordnung 

10 1 nun zuri.ickgeschwenkt und das zweite Ende 6 an dem zweiten Anbindungs­

punkt 3 angeordnet werden kann (Schritt iii.). Die gesamte Langswellenanord­

nung 1 wird erneut verschoben, nun in der, der ersten Richtung 16 entgegenge­

setzten zweiten Rich tung 17, so dass an dem ersten Ende 5 Zapfen 7 und Auf­

nahme 12 zueinander in der Betriebsposition 15 angeordnet sind (Schritt iv.) und 

15 das zweite Ende 6 mit dem zweiten Anbindungspunkt 3 verbunden werden kann 

(Schritt v.). 

Die Verschiebung in Schritt ii. kann durch einen Anschlag 24 am Gelenkboden 27 

des GelenkauBenteils 28 begrenzt werden, der mit der zweiten Stirnseite 26 am 

20 Zapfen 7 zusammenwirkt. 

Fig. 2 zeigt eine Verbindung zwischen einem Zapfen 7 und einem Gelenkinnenteil 

10 an einem ersten Ende 5 einer Langswellenanordnung 1 in perspektivischer An­

sicht und das Verfahren gemaB Schritt i .. Fig. 3 zeigt die Verbindung aus Fig. 2 

25 im Querschnitt in einer Seitenansicht. Die Langswellenanordnung 1 wird i.iber das 

erste Ende 5 (hier der Zapfen 7) an dem ersten Anbindungspunkt 2 (hier das Ge­

lenkinnenteil 10) des Kraftfahrzeuges 4 angebunden. 

Die erste Welle 37 endet als Zapfen 7 und bildet das erste Ende 5 der Langswel-

30 lenanordnung 1. Ausgehend von der zweiten Stirnseite 26 (siehe Fig. 3) des Zap­

fens 7 ist an der AuBenumfangsflache 8 des Zapfens 7 eine erste Keilverzahnung 
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9 angeordnet. Zwischen erster Keilverzahnung 9 und Anschlag 24 erstreckt sich 

die (insbesondere glatte) auBere Zapfenumfangsflache 22. Im Bereich der ersten 

Keilverzahnung 9 ist eine umlaufende zweite Ringnut 20 vorgesehen, die mit ei­

ner ersten Ringnut 19, die im Gelenkinnenteil 10 angeordnet ist, zusammenwirkt, 

5 so dass ein Sicherungsring 18 darin auf gen om men werden kann. Das Gelenkin­

nenteil 10 weist eine Aufnahme 12 auf, an deren hmenumfangsflache 14 eine 

zweite Keilverzahnung 13 ausgebildet ist. 

Der Sicherungsring 18 wird durch ein Distanzstlick 21 gespreizt und ist daher in 

10 der ersten Ringnut 19 so angeordnet, dass der Zapfen 7 in die Aufnahme 12 ein­

geschoben werden kann. 

Fasen 23 sind an der ersten Keilverzahnung 9 vorgesehen, so dass die Einftihrung 

des Zapfens 7 in die Aufnahme 12 erleichtert wird und ggf. der Sicherungsring 18 

15 weiter gespreizt werden kann. 

Fig. 4 zeigt die Verbindung zwischen einem Zapfen 7 und einem Gelenkinnenteil 

10 an einem ersten Ende 5 einer Langswellenanordnung 1 wahrend Schritt ii .. 

Ausgehend von der Darstellung in Fig. 3 ist der Zapfen 7 entlang der ersten Rich-

20 tung 16 in die Aufnahme 12 des Gelenkinnenteils 10 eingeschoben worden. 

Fig. 5 zeigt eine Verbindung zwischen einem Zapfen 7 und einem Gelenkinnenteil 

10 an einem ersten Ende 5 einer Langswellenanordnung 1 wahrend Schritt ii. 

Ausgehend von Fig. 4 ist der Zapfen 7 entlang der ersten Richtung 16 weiter in 

25 die Aufnahme 12 des Gelenkinnenteils 10 eingeschoben worden. Das Distanz­

sti.ick 21 verhindert, dass der Sicherungsring 18 in die zweite Ringnut 20 am Zap­

fen 7 einrastet. Der Zapfen 7 ist daher gegeni.iber der Aufnahme 12 weiter entlang 

der ersten Richtung 16 verschiebbar. 

30 Fig. 6 zeigt eine Verbindung zwischen einem ersten Ende 5 und einem ersten An­

bindungspunkt 2 nach Schritt ii. Der Zapfen 7 ist so weit in das Gleichlaufdrehge-
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lenk 11 eingeschoben worden, dass der Zapfen 7 i.iber die Aufnahme 12 hinaus in 

die Aussparung 29 zwischen Gelenkinnenteil 10 und GelenkauBenteil 28 ein­

dringt. Die Verschiebung des Zapfens 7 gegeni.iber der Aufnahme 12 (und der 

gesamten Langswellenanordnung 1 gegeni.iber dem ersten Anbindungspunkt 2) 

5 entlang der ersten Richtung 16 wird durch den Anschlag 24 an der ersten Welle 

37, der mit der ersten Stirnseite 25 des Gelenkinnenteils 10 zusammenwirkt, ge­

stoppt. Erste Keilverzahnung 9 und zweite Keilverzahnung 13 sind auch in dieser 

Position im Eingriff miteinander, so class eine gegenseitige Verdrehung von Zap­

fen 7 und Gelenkinnenteil 10 verhindert wird. Der AuBendurchmesser 39 des Zap-

10 fens 7 im Bereich der auBeren Zapfenumfangsflache 22 ist kleiner als der kleinste 

Innendurchmesser 44 der zweiten Keilverzahnung 13 der Aufnahme 12. 

Der Anschlag 24 kann (wie in Fig. 1 angedeutet) auch am Gelenkboden 27 des 

GelenkauBenteils 28 angeordnet sein, so class der Anschlag 24 mit der zweiten 

15 Stirnseite 26 des Zapfens 7 dann zusammenwirkt (in Fig. 6 nicht dargestellt). 

In dieser Position ist die Langswellenanordnung l am ersten Ende 5 um einen 

ersten Verschiebeweg 36 gegeni.iber den Anbindungspunkten 2, 3 und einer Be­

triebsposition 15 verschoben angeordnet. Diese Verschiebung ist ausreichend, 

20 dass die Langswellenanordnung 1 mit ihrem zweiten Ende 6 an dem zweiten An­

bindungspunkt 3 angeordnet werden kann. 

Fig. 7 zeigt eine Verbindung zwischen einem Zapfen 7 und einem Gelenkinnenteil 

10 an einem ersten Ende 5 einer Langswellenanordnung 1 nach Schritt ii. und vor 

25 Schritt iv. Ausgehend von der Darstellung in Fig. 6 wurde bier das Distanzsti.ick 

21 von dem Sicherungsring 18 entfernt, so class der Sicherungsring 18 nicht mehr 

gespreizt ist und sich an die auBere Zapfenumfangsflache 22 ( auBerhalb der ersten 

Keilverzahnung 9) anlegt. Der AuBendurchmesser 39 der auBeren Zapfenum­

fangsflache 22 ist mindestens so groB wie der AuBendurchmesser der zweiten 

30 Ringnut 20 und insbesondere kleiner als der groBte AuBendurchmesser der ersten 

Keilverzahnung 9. Ausgehend von der Position am Anschlag 24 kann nun der 
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Zap fen 7 gegeni.iber dem Gelenkinnenteil 10 in einer zweiten Richtung 17 um 

einen ersten Verschiebeweg 36 verschoben werden, bis zu der Betriebsposition 

15, in der der Sicherungsring 18 in die zweite Ringnut 20 am Zapfen 7 eingreift. 

5 Fig. 8 zeigt eine Verbindung zwischen einem Zapfen 7 und einem Gelenkinnenteil 

10 an einem ersten Ende 5 einer Uingswellenanordnung 1 wahrend Schritt iv. Der 

Zapfen 7 ist hier so weit gegeni.iber dem Gelenkinnenteil 10 verschoben worden, 

dass der Sichemngsring 18 i.iber die Pase 23 auf die AuBenumfangsflache 8 des 

Zap fens 7 mit der ersten Keil verzahnung 9 gelangt. 

10 

Infolge dieser Verschiebung bewegt sich die Langswellenanordnung 1 mit ihrem 

zweiten Ende 6 hin zu dem zweiten Anbindungspunkt 3 und kann dort angebun­

den werden. 

15 Fig. 9 zeigt eine Verbindung zwischen einem ersten Ende 5 und einem ersten An­

bindungspunkt 2 nach Schritt iv. Der Zapfen 7 ist hier so weit gegeni.iber dem 

Gelenkinnenteil 10 verschoben worden, dass der Sicherungsring 18 in die zweite 

Ringnut 20 am Zapfen 7 eingreift. Der Sicherungsring 18 liegt nun sowohl in der 

ersten Ringnut 19 als auch in der zweiten Ringnut 20 und fixiert damit die Positi-

20 on von Zapfen 7 und Gelenkinnenteil 10 zueinander (und damit zwischen Langs­

wellenanordnung 1 und erstem Anbindungspunkt 2). In Bezug auf das erste Ende 

5 und den ersten Anbindungspunkt 2 ist die Betriebsposition 15 erreicht. 

In der Betriebsposition 15 ist auch das zweite Ende 6 mit dem zweiten Anbin-

25 dungspunkt 3 verbindbar. Die Langswellenanordnung 1 hat die Betriebsposition 

15 eingenommen. Ggf. kann abschlieBend die Langswellenanordnung 1 i.iber die 

Lagerung 30 am Kraftfahrzeug 4 angebunden werden. 

Das Verfahren ist insbesondere auch fiir die Demontage der Langswellenanord-

30 nung 1 geeignet. Dafiir muss lediglich der Sicherungsring 18 erneut gespreizt 

werden, so dass Zapfen 7 und Aufnahme 12 gegeneinander verschoben werden 

- 17 -

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0085



WO 2016/034228 PCT/EP2014/068777 

konnen. Ggf. ist die Verbindung zwischen der Lagerung 30 und dem Kraftfahr­

zeug 4 zu losen. Weiterhin muss die Verbindung zwischen zweitem Ende 6 und 

zweitem Anbindungspunkt 3 gelost werden, so dass die gesamte Langswellenan­

ordnung 1 in der ersten Richtung 16 hin zum ersten Anbindungspunkt 2 verscho-

5 ben werden kann. Infolge dieser Verschiebung kann das zweite Ende 6 vollstandig 

von dem zweiten Anbindungspunkt 3 gelost werden und die Langswellenanord­

nung 1 insbesondere aus der Betriebsposition 15 herausgeschwenkt werden. 

N achfolgend kann die Uingswellenanordnung 1 in die zweite Rich tung 17 ver­

schoben und so die Verbindung zwischen erstem Ende 5 und erstem Anbindungs-

10 punkt 2 vollstandig gelost werden. 

Fig. 10 bis 12 zeigen ein Distanzsttick 21 in verschiedenen Ansichten. 

Fig. 13 und 14 zeigen einen Sicherungsring 18 mit Distanzsttick 21 in mehreren 

15 Ansichten. Das Distanzsttick 21 ist in der Offnung 31 zwischen zwei Sicherungs­

ringenden 43 des ringformigen elastischen Sicherungsrings 18 angeordnet. Die 

Sicherungsringenden 43 liegen an dem Distanzsttick 21 an, so dass der Siche­

rungsring 18 gespreizt wird. Der gespreizte Sicherungsring 18 zusammen mit dem 

montierten Distanzsttick 21 weist einen kleinsten ersten Innendurchmesser 32 auf, 

20 der mindestens dem zweiten Innendurchmesser 33 des gespreizten Sicherungs­

rings 18 entspricht. D. h., der zweite Innendurchmesser 33 des gespreizten Siche­

rungsnngs 18 wird durch das montierte Distanzsttick 21 an keiner Stelle verrin­

gert. 

25 Die vorliegende Erfindung ermoglicht eine Vereinfachung der Montage und De­

montage einer Langswellenanordnung bei einem Kraftfahrzeug. Die Langswel­

lenanordnung kann als Vormontagegruppe mit montiertem Distanzsttick und ge­

spreiztem Sicherungsring an den Verbauort geliefert werden, an dem die Langs­

wellenanordnung in das Kraftfahrzeug eingebaut wird. Die zentral oder an einem 

30 Ende der Langswellenanordnung angeordnete Verschiebeeinheit (Gleichlaufver­

schiebegelenk) kann nun kleiner und leichter ausgeftihrt werden, da der ftir die 
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Montage im Kraftfahrzeug benotigte erste Verschiebweg nun zwischen erstem 

Anbindungspunkt und erstem Ende realisiert wird. 
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Bezugszeichenliste 

1 Langswellenanordnung 

2 Erster Anbindungspunkt 

5 3 Zweiter Anbindungspunkt 

4 Kraftf ahrzeug 

5 Erstes Ende 

6 Zweites Ende 

7 Zapfen 

10 8 AuBenumfangsflache 

9 Erste Keilverzahnung (Sicherung in Umfangsrichtung) 

10 Gelenkinnenteil 

11 Gleichlaufdrehgelenk 

12 Aufnahme 

15 13 Zweite Keilverzahnung 

14 Innenumfangsflache 

15 Betriebsposition 

16 Erste Richtung 

17 Zweite Richtung 

20 18 Sicherungsring 

19 Erste Ringnut 

20 Zweite Ringnut 

21 Distanzstiick 

22 AuBeren Zapfenumfangsflache 

25 23 Fase 

24 Anschlag 

25 erste Stimseite 

26 Zweite Stirnseite 

27 Gelenkboden 

30 28 GelenkauBenteil 
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29 Aussparung 

30 Lagerung 

31 Offnung 

32 Erster Innendurchmesser 

5 33 Zweiter Innendurchmesser 

34 Kugel 

35 Verschiebeeinheit/ Gleichlaufverschiebegelenk 

36 Erster Verschiebeweg 

37 Erste Welle 

10 38 Zweite Welle 

39 AuBendurchmesser 

40 Zweiter Verschiebeweg 

41 Erstreckung 

42 Distanz 

15 43 Sicherungsringende 

44 Kleinster Innendurchmesser 
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1. 

5 

10 

15 

20 

Patentansprtiche 

Verlahren zur Montage einer Langswellenanordnung (1), umfassend zu­

mindest eine erste Welle (37) und eine Verschiebeinheit (35), die mitei-

nander verbunden sind, zwischen einem ersten Anbindungspunkt (2) und 

einem zweiten Anbindungspunkt (3) an einem Kraftfahrzeug (4), wobei 

die Langswellenanordnung (1) i.iber ein erstes Ende (5) an der ersten Welle 

(37) mit dem ersten Anbindungspunkt (2) und i.iber ein zweites Ende (6) 

an der Verschiebeeinheit (35) mit dem zweiten Anbindungspunkt (3) 

verbindbar ist; wobei einer aus der Grnppe erstes Ende (5) und erster An­

bindungspunkt (2) als ein Zapfen (7) ausgebildet ist, der an einer AuBen­

umfangsflache (8) zumindest teilweise eine erste Keilverzahnung (9) auf­

weist und der andere ein Gelenkinnenteil (10) eines Gleichlaufdrehgelen­

kes (11) ist, wobei das Gelenkinnenteil (10) eine Aufnahme (12) fi.ir den 

Zapfen (7) aufweist mit einer zweiten Keilverzahnung (13) an einer In­

nenumfangsflache (14); wobei der Zapfen (7) und die Aufnahme (12) im 

Betrieb des Kraftfahrzeuges (4) in einer Betriebsposition (15) zueinander 

angeordnet sind; wobei das Verlahren zumindest die folgenden Schritte 

umfasst: 

1. Anordnen des Zapfens (7) vor der Aufnahme (12); 

11. Einschieben des Zapfens (7) in die Aufnahme (12) i.iber die Be­

triebsposition (15) hinaus und dabei Verschieben der Langswellen­

anordnung (1) in einer ersten Richtung (16); 

111. Anordnen des zweiten Endes (6) an dem zweiten Anbindungspunkt 

25 (3); 

1v. Zurlickschieben des Zapfens (7) und Verschieben der Uingswel­

lenanordnung (1) in einer zweiten Richtung (17), so dass Zapfen 

(7) und Aufnahme (12) zueinander in der Betriebsposition (15) an­

geordnet sind, und 
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5 

10 

15 

20 

25 

30 

2. 

v. Verbinden des zweiten Endes (6) mit dem zweiten Anbindungs­

punkt (3). 

Verlahren nach Patentanspruch 1, wobei der Zapfen (7) und das Gelenkin­

nenteil (10) in der Betriebsposition (15) durch einen Sicherungsring (18) 

fixiert sind, der in der Aufnahme (12) in einer ersten Ringnut (19) und auf 

dem Zapfen (7) in einer zweiten Ringnut (20) angeordnet wird, wobei der 

Sicherungsring (18) vor Schritt i. zunachst in der ersten Ringnut (19) an­

geordnet wird und zumindest wahrend Schritt ii. gespreizt ist, so dass der 

Sicherungsring (18) wahrend Schritt ii. tiber die zweite Ringnut (20) hin­

aus verschoben werden kann. 

3. Verlahren nach Patentanspruch 2, wobei der Sicherungsring (18) durch ein 

Distanzsti.ick (21) gespreizt wird. 

4. Verlahren nach Patentanspruch 3, wobei der Sicherungsring (18) in der 

ersten Ringnut (19) bereits vor Schritt i. durch das Distanzsttick (21) ge­

spreizt wird und damit unverlierbar in der ersten Ringnut (19) angeordnet 

ist. 

5. Verlahren nach Patentanspruch 3 oder 4, wobei das Distanzsti.ick (21) nach 

Schritt ii. und vor Schritt iv. entfemt wird und der Sicherungsring (18) da­

nach auf einer auBeren Zapfenumfangsflache (22) aufliegt. 

6. 

7. 

Verlahren nach einem der vorhergehenden Patentansprilche 2 bis 5, wobei 

die erste Keilverzahnung (9) zumindest eine Pase (23) aufweist, durch die 

der Sicherungsring (18) wahrend Schritt iv. weiter gespreizt wird. 

Verlahren nach einem der vorhergehenden Patentansprilche, wobei zumin­

dest wahrend der Schritte ii., iii. und iv. die erste und zweite Keilverzah­

nung (9, 13) standig miteinander in Eingriff stehen. 
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8. Verlahren nach emem der vorhergehenden Patentansprtiche, wobei in 

Schritt ii. der Zapfen (7) in die Aufnahme (12) eingeschoben wird und die­

ses Einschieben durch einen Anschlag (24) begrenzt wird. 

9. Verlahren nach Patentanspruch 8, wobei der Anschlag (24) an dem Zapfen 

(7) ausgebildet ist und mit einer ersten Stirnseite (25) des Gelenkinnenteils 

(10) zusammenwirkt oder an einem Gelenkboden (27) eines GelenkauBen­

teils (28) des Gleichlaufdrehgelenkes (11) angeordnet ist und mit einer 

zweiten Stirnseite (26) des Zapfens (7) zusammenwirkt. 

10. 

11. 

12. 

Verlahren nach einem der vorhergehenden Patentansprtiche, wobei in 

Schritt ii., ausgehend von der Betriebsposition (15), der Zapfen (7) gegen­

tiber der Aufnahme (12) um einen ersten Verschiebeweg (36) von mindes­

tens 25 mm in der ersten Richtung (16) weiter verschoben wird. 

Verlahren nach einem der vorhergehenden Patentansprtiche, wobei die 

Langswellenanordnung (1) zusatzlich zumindest eine zweite Welle (38) 

umfasst, die tiber die Verschiebeeinheit (35) mit der ersten Welle (37) ver­

bunden ist, wobei die Langswellenanordnung (1) tiber das zweites Ende 

(6) an der zweiten Welle (38) mit einem zweiten Anbindungspunkt (3) am 

Kraftfahrzeug verbindbar ist. 

Kraftfahrzeug (4) mit einer Langswellenanordnung (1), umfassend zumin­

dest eine erste Welle (37) und eine Verschiebeinheit (35), die miteinander 

verbunden sind, wobei die Langswellenanordnung (1) tiber ein erstes Ende 

(5) an der ersten Welle (37) mit einem ersten Anbindungspunkt (2) und 

tiber ein zweites Ende (6) an der Verschiebeeinheit (35) mit einem zweiten 

Anbindungspunkt (3) des Kraftfahrzeugs (4) verbunden ist, wobei einer 

aus der Gruppe erstes Ende (5) und erster Anbindungspunkt (2) als ein 

Zapfen (7) ausgebildet ist, der an einer AuBenumfangsflache (8) zumindest 

- 24 -

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0092



WO 2016/034228 PCT/EP2014/068777 

5 

10 

13. 

15 

20 14. 

25 

teilweise eine erste Keilverzahnung (9) aufweist und der andere ein Ge­

lenkinnenteil (10) eines Gleichlaufdrehgelenkes (11) ist, wobei das Ge­

lenkinnenteil (10) eine Aufnahme (12) fi.ir den Zapfen (7) aufweist mit ei­

ner zweiten Keilverzahnung (13) an einer Innenumfangsfliiche (14); wobei 

Zapfen (7) und Aufnahme (12) in einer Betriebsposition (15) zueinander 

angeordnet sind; wobei ein GelenkauBenteil (28) des Gleichlaufdrehge­

lenks (11) eine Aussparung (29) im Bereich eines Gelenkbodens (27) auf­

weist, so dass eine Montage nach dem Verfahren gemiiB einem der vor­

hergehenden Patentanspriiche erfolgen kann, indem der Zapfen (7) iiber 

die Betriebsposition hinaus in das GelenkauBenteil (28) hinein verschieb­

bar ist. 

Kraftfahrzeug (4) gemiiB Patentanspruch 12, wobei die Liingswellenanord­

nung (1) zusatzlich zumindest eine zweite Welle (38) umfasst, die iiber die 

Verschiebeeinheit (35) mit der ersten Welle (37) verbunden ist, wobei die 

Langswellenanordnung (1) iiber das zweites Ende (6) an der zweiten Wel­

le (38) mit einem zweiten Anbindungspunkt (3) am Kraftfahrzeug (4) 

verbindbar ist 

Kraftfahrzeug (4) gemaB Patentanspruch 13, wobei die Langswellenanord­

nung (1) zusatzlich iiber eine Lagerung (30) zwischen dem ersten Ende (5) 

und dem zweiten Ende (6) an dem Kraftfahrzeug (4) angebunden ist. 

- 25 -

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0093



WO 2016/034228 

FIG. 1 

1/6 

- ■■■■■■■■■■■■■■■■■■■■■■•7•• ■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■ 

('I") 7 1 

T""" 
) 

r--. 
('I") 

r--. 
T""" 

(D 

Si 
LO 

T""" r--. 

: 0 
co : T""" 

C\J: • -.:::I" 0) 
C\J ~ (0 i ('I") s-C\J 
~ : N -~• ◄ 

~ r--. ~ ·== """"" : C\J :: C\J 
■ ■■■■■■■■■■■■■■■■■■■■■■ "1· ■--~---■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■ 

PCT/EP2014/068777 

LO 
('I") 

(D 
T""" 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0094



WO 2016/034228 

FIG. 2 

37 
7 

24 22 

FIG. 3 

2/6 

23 

PCT/EP2014/068777 

10 

21 

18 

14 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0095



WO 2016/034228 

FIG. 4 

16 

24 22 

37 
FIG. 5 

16 

24 22 

3/6 

20 5 
23 

39 

9 

5 21 

\ 
20 

23 

39 

PCT/EP2014/068777 

10 
23 

2 

5 
14 

10 

14 

9 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0096



WO 2016/034228 

FIG. 6 10 

44 

18 

39 

14 

36 

4/6 

39 

PCT/EP2014/068777 

FIG. 7 

' ' i 
/ 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0097



WO 2016/034228 

FIG. 8 
37 

24 

37 
7 

24 22 

17 

22 

15 

\ 

5 

5/6 

\ 
20 

23 

39 

18 

20 
23 

39 

FIG. 9 

PCT/EP2014/068777 

23 10 

9 

10 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0098



WO 2016/034228 PCT/EP2014/068777 

6/6 

FIG. 10 
FIG. 11 FIG. 12 

21 

21 21 

FIG. 13 FIG. 14 

18 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0099



INTERNATIONAL SEARCH REPORT 
International application No 

PCT/EP2014/068777 
A. CLASSIFICATION OF SUBJECT MATTER 

INV. F16D3/227 
ADD. 

According to International Patent Classification (IPC) or to both national classification and IPC 

B. FIELDS SEARCHED 

Minimum documentation searched (classification system followed by class~ication symbols) 

F16D 

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched 

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used) 

EPO-lnternal, WPI Data 

C. DOCUMENTS CONSIDERED TO BE RELEVANT 

Category' Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No. 

A WO 2014/121832 Al (GKN DRIVELI NE 1-14 
DEUTSCH LAND GMBH [DE]) 
14 August 2014 (2014-08-14) 
page 17, line 2 - page 23, line 2; figures 
1-14 

- -- --
A JP H03 292419 A (KUBOTA KK) 1 

24 December 1991 (1991-12-24) 
the whole document 

--- --
A DE 10 2008 009363 Al (GKN DRIVELINE 1 

DEUTSCH LAND GMBH [DE]) 
20 August 2009 (2009-08-20) 
paragraph [0020] - paragraph [0036] ; 
figures 1-4 

--- --

□ Further documents are listed in the continuation of Box C. [] See patent family annex. 

• Special categories of c~ed documents : 
"T" later document published after the international filing date or priority 

'A" document defining the general state of the art which is not considered 
date and not in conflict with the application but cited to understand 

to be of particular relevance 
the principle or theory underlying the invention 

'E" earlier application or patent but published on or after the international "X" document of particular relevance; the claimed invention cannot be 
filing date considered novel or cannot be considered to involve an inventive 

'L" document which may throw doubts on priority claim(s) or which is step when the document is taken alone 
cited to establish the publication date of another citation or other "Y" document of particular relevance; the claimed invention cannot be 
special reason (as specified) considered to involve an inventive step when the document is 

'O" document referring to an oral disclosure, use, exhibition or other combined with one or more other such documents, such combination 
means being obvious to a person skilled in the art 

'P" document published prior to the international filing date but later than 
the priority date claimed "&" document member of the same patent family 

Date of the actual completion of the international search Date of mailing of the international search report 

10 June 2015 14/07/2015 
Name and mailing address of the ISA/ Authorized officer 

European Patent Office, P.B. 5818 Patentlaan 2 
NL - 2280 HV Rijswijk 

Tel. (+31-70) 340-2040, Arboreanu, Antoniu Fax: (+31-70) 340-3016 

Form PCT/ISA/210 (second sheet) (Apnl 2005) 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0100



INTERNATIONAL SEARCH REPORT 
International application No 

Information on patent family members 
PCT/EP2014/068777 

Patent document 
cited in search report 

WO 2014121832 

JP H03292419 

Al 

A 

DE 102008009363 Al 

Form PCT/ISA/21 0 (patent family annex) (April 2005) 

I 
Publication 

date 

14-08-2014 

24-12-1991 

20-08-2009 

I 
NONE 

NONE 

Patent family 
member(s) 

DE 102008009363 Al 
US 2009209354 Al 

I Publication 
date 

20-08-2009 
20-08-2009 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0101



INTERNATIONALER RECHERCHENBERICHT 
lnternationales Aktenzeichen 

PCT/EP2014/068777 
A. KLASSIFIZIERUNG DES ANMELDUNGSGEGENSTANDES 
INV. F16D3/227 
ADD. 

Nach der lnlernalionalen Patenlklassifikalion (IPC) oder nach der nationalen Klassifikation und der IPC 

B. RECHERCHIERTE GEBIETE 

Recherchierter Mindestprufsloff (Klassifikationssyslem und Klassifikationssymbole) 

F16D 

Recherchierte, aber nicht zum Mindestprufstoff gehorende Veroffentlichungen, soweit diese unter die recherchierten Gebiete fallen 

Wah rend der inlernalionalen Recherche konsullierte elektronische Datenbank (Name der Dalenbank und evll. verwendele Suchbegriffe) 

EPO-lnternal, WPI Data 

C. ALS WESENTLICH ANGESEHENE UNTERLAGEN 

Kategorie' Bezeichnung der Veroffentlichung, soweit erforderlich unter Angabe der in Belracht kommenden Teile Betr. Anspruch Nr. 

A WO 2014/121832 Al (GKN DRIVELI NE 1-14 
DEUTSCH LAND GMBH [DE]) 
14. August 2014 (2014-08-14) 
Seite 17, Zeile 2 - Seite 23, Zeile 2; 
Abbildungen 1-14 

- -- --
A JP H03 292419 A (KUBOTA KK) 1 

24. Dezember 1991 (1991-12-24) 
das ganze Dokument 

--- --
A DE 10 2008 009363 Al (GKN DRIVELINE 1 

DEUTSCH LAND GMBH [DE]) 
20. August 2009 (2009-08-20) 
Absatz [0020] - Absatz [0036] ; Abbildungen 
1-4 

--- --

□ Weilere Veroffentlichungen sind der Fortselzung van Feld C zu entnehmen [] Siehe An hang Patentfamilie 

. Besondere Kalegorien van angegebenen Veroffenllichungen : "T" Spii.lere Veroffenllichung, die nach dem internationalen Anmeldedatum 

'A" Veroffentlichung, die den allgemeinen Stand der Technik definiert, oder dem Priorilii.lsdalum veroffentlicht warden isl und milder 

aber nicht als besonders bedeutsam anzusehen isl Anmeldung nicht kollidiert, sondern nur zum Verstii.ndnis des der 

'E" frOhere Anmeldung oder Patent, die bzw. dasjedoch erst am oder nach 
Erfindung zugrundeliegenden Prinzips oder der ihr zugrundeliegenden 
Theorie angegeben isl 

dem internationalen Anmeldedatum veroffentlicht warden isl "X" Veroffentlichung van besonderer Bedeulung; die beanspruchle Erfindung 
'L" Veroffenllichung, die geeignet isl, einen Prioritatsanspruch zweifelhaft er- kann allein aufgrund dieser Veroffenllichung nichl als neu oder auf 

scheinen zu lassen, oder durch die das Veroffentlichungsdatum einer erfinderischer Tii.tigkeit beruhend betrachtet werden 
anderen im Recherchenbericht genannlen Veroffenllichung belegt werden "Y" Veroffentlichung van besonderer Bedeulung; die beanspruchle Erfindung 
sell oder die aus einem anderen besonderen Grund angegeben isl (wie kann nicht als auf erfinderischerTii.tigkeit beruhend betrachtet 
ausgefuhrt) werden, wenn die Veroffentlichung mil einer oder mehreren 

'O" Veroffenllichung, die sich auf eine mOndliche Offenbarung, Veroffenllichungen dieser Kateiorie in Verbindung gebrachl wird und 
eine Benutzung, eine Ausstellung oder andere MaBnahmen bezieht diese Verbindung fureinen Fae mann naheliegend isl 

'P" Veroffenllichung, die var dem internationalen Anmeldedalum, aber nach 
"&" Veroffentlichung, die Mitglied derselben Patentfamilie isl dem beanspruchlen Priorilatsdatum veroffenllichl warden isl 

Datum des Abschlusses der internalionalen Recherche Absendedatum des inlernalionalen Recherchenberichts 

10. Juni 2015 14/07/2015 
Name und Postanschrifl der lnternationalen Recherchenbehorde Bevollmii.chtigter Bediensteter 

Europii.isches Patenlaml, P.B. 5818 Palentlaan 2 
NL - 2280 HV Rijswijk 
Tel. (+31-70) 340-2040, Arboreanu, Antoniu Fax: (+31-70) 340-3016 

Formblatt PCT/ISA/210 (Blatt 2) (April 2005) 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0102



INTERNATIONALER RECHERCHENBERICHT 
lnternationales Aktenzeichen 

Angaben zu Veroffentlichungen, die zur selben Patentfamilie gehoren 
PCT/EP2014/068777 

Im Recherchenbericht 
ange!Ohrtes Patentdokument 

WO 2014121832 

JP H03292419 

Al 

A 

DE 102008009363 Al 

I 

Formblatt PCT/ISA/210 (An hang Patentfamilie) (April 2005) 

Datum der 
Veroffentlichung 

14-08-2014 

24-12-1991 

20-08-2009 

I Mitglied(er) der I Datum der 
Patentfamilie Veroffentlichung 

KEINE 

KEINE 

DE 102008009363 Al 
US 2009209354 Al 

20-08-2009 
20-08-2009 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0103



PUB-NO: 

DOCUMENT­
IDENTIFIER: 

TITLE: 

WO2016034228Al 

WO 2016034228 Al 

METHOD FOR MOUNTING A DRIVE SHAFT ASSEMBLY IN 
A MOTOR VEHICLE, AND CORRESPONDING MOTOR 
VEHICLE 

PUBN-DATE: March 10, 2016 

PATENT-FAMILY- 51492318 
ID: 

INVENTOR-INFORMATION: 

NAME COUNTRY 

HOHMANN TRISTAN DE 

APPLICANT: 

NAME COUNTRY 

GKN DRIVELINE DEUTSCHLAND GMBH DE 

APPL-NO: EP 2014068777 W 

APPL-DATE: September 4, 2014 

PRIORITY-DATA: 

PRIORITY-NO 

EP 2014068777 W 

PRIORITY-APPL-DATE 

20140904 

CPC-CURRENT: 

TYPE CPC 

CPCI F16Dl/116 20130101 

CPCA F16D2001/103 20130101 

INT-CL-CURRENT: 

DATE 

TYPE IPC DATE 

IPCP F16D3/227 20060101 

REF-CITED: 

PHASE-COUNTRY/NUMBER/KIND/DATE-NPL-INFO 

DE 102008009363 Al 20090820 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0104



JP H03292419 A 19911224 

WO 2014121832 Al 20140814 

ABSTRACT: 

The invention relates to a method for mounting a drive shaft 
assembly (1), comprising at least a first shaft (37) and a 
displacement unit (35), which are connected to each other, to a 
motor vehicle (4) between a first connection point (2) and a 
second connection point (3), wherein the drive shaft assembly 
(1) can be connected to the first connection point (2) by means 
of a first end (5) on the first shaft (37) and can be connected 
to the second connection point (3) by means of a second end (6) 
on the displacement unit (35); wherein at least of the first end 
(5) and the first connection point (2), one is designed as a pin 
(7), which at least partially has a first set of splines (9) on 
an outer circumferential surface (8), and the other is a joint 
inner part (10) of a constant velocity rotary joint (11), 
wherein the joint inner part (10) has a receptacle (12) for the 
pin (7), which receptacle has a second set of splines (13) on an 
inner circumferential surface (14); and the method comprises at 
least the following steps: i. arranging the pin (7) in front of 
the receptacle (12); ii. sliding the pin (7) into the receptacle 
(12) beyond the operating position (15) and displacing the drive 
shaft assembly (1) in a first direction (16); iii. arranging the 
second end (6) at the second connection point (3); iv. sliding 
the pin (7) back and displacing the drive shaft assembly (1) in 
a second direction (17) such that the pin (7) and the receptacle 
(12) are arranged in the operating position (15) in relation to 
each other; and v. connecting the second end (6) to the second 
connection point (3). 
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Die folgenden Angaben sind den vom Anmelder eingereichten Unterlagen entnommen 

Prufungsantrag gem. § 44 PatG ist gestellt 

@ Baueinheit zur Lagerung und Antriebsverbindung eines Rades 
@ Baueinheit 10 zu r Lagerung eines Ra des eines Kraft-

fahrzeuges und zur Antriebsverbindung des Rades mit ei­
ner Antriebswelle, umfassend einen Radtrager 11, der am 
Kraftfahrzeug anbringbar ist und ein Ringteil 15 und meh­
rere Lenkerarme 16 umfai3t, eine Radnabe 41, die drehbar 
im Ringteil 15 des Radtragers 11 gelagert ist und einen 
Flansch 46 zu m Ansch rauben des Rad es aufweist, ein 
Walzlager 51 mit zwei Walzkorperreihen zur Lage rung der 
Radnabe 41 im Radtrager 11, das in das Ringteil 15 des 
Radtragers 11 einsetzbar ist, und ein Gleichlaufgelenk 71, 
das ein Gelenkau13enteil 72 aufweist, das mit der Radnabe 
41 li:isbar verbindbar ist, und ein Gelenkinnenteil auf­
weist, das mit der Antriebswelle verbindbar ist, wobei die 
Verbindung zwischen der Radnabe 41 und dem Gelenkau-
13enteil 72 mittels ineinandergreifender Verzahnungen 
hergestellt ist, wobei am Radtrager 11 1 im Ringteil 151 in 
zumindest einer Umfangsposition eine Ausbrechung 271 
ausgebildet ist, so dal3 ein Sicherungsring mittels eines 
Zangenwerkzeuges durch die Ausbrechung 271 hindurch 
handhabbar ist. 
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DE 100 08 182 A 1 
1 

Besehreibung 

Die Erfindung betrifft eine Baueinheit zur Lagerung eines 
Rades eines Kraftfahrzeuges und zur Antriebsverbindung 
des Rades mit einer Antriebswelle, umfassend einen Radtra­
ger, der am Kraftfahrzeug anbringbar ist und ein ringformi­
ges Teil und mehrere Lenkerarme umfaBt, eine Radnabe, die 
drehbar im ringformigen Teil des Radtragers gelagert ist und 
einen Hansch zum Anschrauben des Rades aufweist, ein 
Walzlager mit zwei Walzkorperreihen zur Lagerung der 
Radnabe im Radtrager, das in das ringformige Teil des Rad­
tragers einsetzbar ist, und ein Glcichlaufgelenk, das ein Ge­
lenkauBenteil aufweist, das mit der Radnabe losbar verbind-
bar ist, und ein Gelenkinnenteil aufweist, das mit der An­
triebswelle verbindbar ist, wobei die Verbindung zwischen 
der Radnabe und dem GelenkauBenteil mittels ineinander­
greifender Verzahnungen hergestellt ist, von denen eine er-
ste Verzahnung an einem Teil der Radnabe und eine zweite 
Verzahnung an einem Hiilsenansatz am GelenkauBenteil 
ausgebildet ist, und wobei die axiale Sicherung der ineinan­
dergreifenden Verzahnungen mittels eines Sicherungsringes 
hergestellt ist, der in zwei Ringnuten eingreift, von denen 
eine erste Ringnut an dem Teil der Radnabe im Bereich der 
ersten Verzahnung und eine zweite Ringnut an dem Hiilsen­
ansatz irn Bereich der zweiLen Verzahnung ausgehildet. isL. 

Aus der WO 99/13232 ist eine Baueinheit der genannten 
Art bekannt, bei der der Sicherungsring zur Montage in die 
Ringnut auf der Radnabe eingesetzt und mittels einer Klam­
mer so kontrahiert wird, daB er vollstandig innerhalb des 
FuBdurchmessers der Verzahnung liegt oder bei der der Si­
cherungsring in die Ringnut im GelenkauBenteil eingesetzt 
wird und mittels eines Keils so expandiert wird, daB er voll­
standig auBerhalb des FuBdurchmessers der Verzahnung 
liegt. Danach wird das Gegenstiick montiert, das heiBt das 
GelenkauBentiel aufgeschoben bzw. die Radnabe einge­
schohen, his die darin ausgeformt.e Ringnut. mil dern Siche­
rungsring axial in Ubcrdeckung liegt, und die Klammer bzw. 

2 
liegt. 

Zu diesem Zweck ist mit der Radnabe ein Treibring ver­
bunden, der in die entsprechende Verzahnung zum Verzah­
nungseingriff mit dem GelenkauBenteil tragt, welcher axial 

5 iiber das Nabenende hinaus verlangert ist. Hiermit verlan­
gert sich die Gesamtlange der Baueinheit, wodurch gleich­
zeitig verfiigbare Lange fiir die Gelenkwelle verlorengeht, 
deren Bestandteil das Gleichlaufgelenk ist. Diese Lange ist 
ein besonders kritischer Punkt, da mit einer Verkiirzung der 

10 Gelenkwelle bei vorgegebenen maximalen Gelenkwinkeln 
eine Verringerung der Lenkwinkel bzw. der Federwege ver­
bunden ist. 

Der vorliegenden Erfindung liegt die Aufgabe zugrunde, 
eine Baueinheit der genannten Art so weiterzubilden, daB 

15 eine erleichterte Montage und Demontage des Gleichlaufge­
lenks und damit zugleich eine verbesserte Moglichkeit zum 
Austausch von Gelenkwellen am Kraftfahrzeug moglich 
wird. Eine Losung hierfiir besteht darin, daB im Radtrager 
im Ringteil in zumindest einer Umfangsposition eine Aus-

20 brechung ausgebildet ist, die von der Radseite in das Ring­
teil axial einschneidet, und daB bei im Radtrager festgeleg­
tem Walzlager und bei mit der Radnabe verbundenem Ge­
lenkauBenteil die beiden Ringnuten axial korrespondierend 
zur Ausbrechung liegen, so daB der Sicherungsring mittels 

25 eines Zangenwerkzeugs durch die Ausnehmung himlurch 
handhabbar ist. Eine andere Losung besteht darin, daB am 
Radtrager im Ringteil in zumindest einer Umfangsposition 
eine Ausbrechung ausgebildet ist, die von der Gelenkseite in 
das Ringteil axial einschneidet, und daB bei im Radtrager 

10 festgelegtem Walzlager und bei mit der Radnabe verbunde­
nem GelenkauBenteil die beiden Ringnuten axial korrespon­
dierend zur Ausbrechung liegen, so daB der Sicherungsring 
mittels eines Zangenwerkzeuges durch die Ausbrechung 
hindurch handhabbar ist. Mit den hier angegebenen Mitteln 

35 kann eine Gelenkwelle montiert und insbesondere zersto-

der Keil radial nach auBen entfemt. Hierbei expandiert der 
Sicherungsring, so daB er auch in die Ringnut im Gelenkau­
Benteil eingreift bzw. der Sicherungsring kontrahiert, so daB 40 

er auch in die Ringnut in der Radnabe eingreift. In beiden 
Ausfiihrungen ist eine Ausklinkung am Ende des Gelenkau­
Benteils vorgesehen, die die Klammer bzw. den Keil sowie 
radial abgebogene Enden des Sichenmgsrings aufnimmt. 
Zurn Darstellen der Manipulierbarkeit des Sicherungsrings 45 

im Wege eines Entfemens der Klanrmer bzw. des Keils bei 

rungsfrei dernontiert. werden, ohne daB das Fahrzeugrad von 
dcr Radnabc und die Radnabe vom Radtrager demonticrt 
werden muB und ohne daB der Radtrager in irgendeiner 
Weise vom Kraftfahrzeug gelost werden muB. Der fiir die 
Montage und Demontage erforderliche Verschiebeweg zum 
Losen der ineinandergreifenden Verzahnungen ist im diffe­
rentialseitigen Gleichlaufgelenk konstruktiv notwendiger­
weise vorhanden. Ohne die Festigkeit des Ringkorpers we­
sentlich zu beeintrachtigen, erlaubt die Gestaltung der Aus­
brechung den notwendigen Zugriff zum Sicherungsring. 
Hierzu ist die Welle mit dem GelenkauBenteil in eine Dreh­
position zu bringen, in der die Enden des Sicherungsrings 
radial bctrachtet untcrhalb dcr Ausklinkung zu liegcn kom­
men. Dabei liegt der Sicherungsring axial betrachtet inner­
halb der Langserstreckung der Ausbrechung. 

im Radtrager montierter Radnabe ist eine Radialbohrung im 
Radtrager vorgesehen, die in axialer Ubereinstimmung mit 
den Ringnuten bzw. mit der Ausklinkung am GelenkauBen-
teil liegt und Zugriff zu einem Laschenansatz an der Klam- 50 

mer bzw. dem Keil von auBerhalb des Radtragers ermog­
licht. Ist die Montage der Baueinheit durch Entfemen der 
Klammer bzw. des Keils abgeschlossenen, ist eine Demon­
tage nur noch unter Zerstorung des Sicherungsrings durch 
Aufbringen von Axialkraften zwischen Radnabe und Gelen- 55 

kauBenteil moglich. 
Aus der DE 197 00 313 Al ist eine Anordnung der ge­

nannten Art bekannt, bei der der Sicherungsring nach Art ei-
nes Schnapprings, der sclbstandig in die Innennut in der In­
nenverzahnung des GelenkauBenteils eingreift, ausgefiihrt 60 

ist. Eine derartige Anordnung ist nicht zerstorungsfrei zu de­
montieren. Vielmehr wird der Sicherungsring beim gewalt­
samen axialen Entfemen von Radnabeneinheit und Gleich­
laufgelenk zerquetscht, wobei zugleich Schaden an den Ver­
zahnungen auftreten konnen. Aus der DE 197 51 855 Cl ist 65 

eine Anordnung der eingangs genannten Art bekannt, bei 
der der Sicherungsring radial von auBen frei zuganglich ist 
und axial zur Gelenkseite vor dem Ringteil des Radtragers 

Nach einer giinstigen Ausgestaltung fiir beide Losungen 
ist vorgesehen, daB in Umfangsrichtung unmittelbar zu bei­
den Seiten der Ausbrechung Verschraubungen zwischen 
dem Ringteil des Radtragers und dem LagerauBenring des 
Walzlagers vorgesehen sind. Hiermit wird die Materialredu­
zierung am Ringkorper infolge der Ausbrechung festigkeits­
maBig durch die Anbindung an den LagerauBenring ausge­
glichen. 

Nach cincr giinstigen Weitcrbildung dcr zweitgcnannten 
Losung ist vorgesehen, daB die Ausbrechung im Bereich ei­
nes Lenkerarms liegt, in den sie radial einschneidet. Auch 
hierdurch wird die Materialreduzierung am Ringkorper in­
folge der Ausbrechung durch die iiberbriickende Funktion 
des Lenkeram1s egalisiert. 

Um Belastungsspitzen auszuschlieBen und einen harmo­
nischen Krafteverlauf sicherzustellen, ist die Ausbrechung 
in axialer Ansicht im wesentlichen U-formig bzw. gegebe­
nenfalls in axialer Ansicht im wesentlichen U-formig ausge-
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bildct. 
Vorzugsweise sind die Verzahnungen am Hiilsenansatz 

und an der Radnabe ineinandergreifende Naben- und Wel­
lenverzahnungen, wobei am Hiilsenansatz im Bereich der 
Nabenverzahnung eine umfangsbegrenzte und axial be­
grenzte Ausklinkung ausgebildet ist, die die zweite Ringnut 
unterbricht und die bei mit der Radnabe verbundenem Ge­
lenkauBenteil die erste Ringnut in der Wellenverzahnung 
der Radnabe und den Sicherungsring urnfangsbegrenzt frei­
legt. In die Ausklinkung konnen dann die Enden des Siche­
rungsrings eingreifen und sich an dieser in Umfangsrichtung 
abstiitzcn. Die iibcr die Ausklinkung nach auBcn vorstchcn­
den Enden des Sicherungsrings sind hier <lurch die Ausbre­
chung hindurch fiir den zur Montage und Demontage not­
wendigen Zugriff frei. 

Aus Fertigungsgriinden ist es giinstig, wenn die erste Ver­
zahnung an1 N abenkorper an einem separaten Treibring aus­
gebildet ist, der auf die Radnabe aufgeschoben und auf die-
ser unlosbar festgelegt ist. Hierbei konnen zur Verdrehsiche­
rung zwischen beiden Teilen diese mit ineinandergreifenden 
Langsverzahnungen versehen sein. Der Treibring kann hier­
bei insbesondere durch eine Umbordelung des Nabenkor­
pers axial auf der Radnabe gesichert sein. Dabei kann der 
Treibring axial gegen einen inneren Lagerring einer ersten 
Wal;,.kiirperreihe anliegen, der ehenfalls auf den Nahenkiir­
per aufgeschoben ist und der zugleich von dem Treibring 
gegen einen inneren Lagerring einer zweiten Walzkorper­
reihe verspannt ist. Der zweite innere Lagerring ist hierbei 
in der Regel unmittelbar aus dem Nabenkorper ausgebildet. 

4 
Die Fig. la und lb wcrdcn nachfolgcnd gcmcinsam bc­

schrieben. Eine erfindungsgemaBe Baueinheit 101 umfaBt 
einen Radtrager 111, eine Radnabe 41 und ein Gleichlaufge­
lenk 71. Am Radtrager 111 ist ein zentrales Ringteil 15 1 er-

5 kennbar, an dem ein erster Lenker arm 161, mit einem Befe­
stigungsauge 171, und ein zweiter Lenkerarm 181, mit zwei 
Befestigungsaugen 191, 201 erkennbar sind. Weitere Befe­
stigungsaugen 211,221,231 sind mit unterschiedlicher Boh­
rungsrichtung unmittelbar am Ringteil 151 angeformt. Im 

10 Ringteil 151 ist eine zur Radnabeneinheit 41 hin offene Aus­
brechung 271, die sich parallel zur Achse des Ringteils bis 
zu cincr Flanschflachc 281 des Ringtcils 151 crstrcckt und in 
dieser miindet. Die Radnabeneinheit 41 umfaBt ein Radlager 
51 mit einem LagerauBenring 59, an dem Anschraubaugen 

15 63, 64 zur Anschraubung an der Flanschflache 28 1 des Ring­
teils 151 erkennbar sind, die unmittelbar zu beiden Seiten 
der Ausbrechung 271 liegen. Im Radlager 51 ist der Naben­
korper 45 gelagert, der einen Radflansch 46 tragt, der vier 
Flanschaugen 47-50 erkennen laBt. Auf die Radnabe 41 ist 

20 eine Kappe 42 aufgesetzt. Die Gleichlaufgelenkeinheit 71 
zeigt ein GelenkauBenteil 72 mit einem Hiilsenansatz 82, an 
dem in der radnabenseitigen Stirnflache 73 eine Ausklin­
kung 74 ausgefiihrt ist, die in Ubereinstimmung mit der 
Ausbrechung 271 im Ringteil 151 des Radtragers 111 gedreht 

25 isl. Durch diese Ausklinkung 74 isl. eine AuBenverzahnung 
52 sichtbar, in der eine Ringnut 53 eingedreht ist. Weiter ist 
noch ein Dichtungsring 54 <lurch die Ausbrechung 271 sicht­
bar. 

In vorteilhafter Weise bietet der Gegenstand der vorlie- 10 

genden Erfindung eine kurzbauende Baueinheit der genann-

In Fig. 2 sind die gleichen Einzelheiten wie in l<'ig. 1 mit 
gleichen Bezugszeichen beziffert. Auf die entsprechende 
Beschreibung wird Bezug genommen. Radnabeneinheit 41, 
Radtrager 111 und Gleichlaufgelenkeinheit 71 sind langs an 
der Drehachse in Explosionsdarstellung gespreizt gezeigt. 

ten Art, die mit einfachen Hilfsmitteln zerstorungsfrei und 
ohne Losen der Baugmppen Radtrager und Radnabeneinheit 
von dem Gleichlaufgelenk einer Gelenkwelle getrennt wer­
den kann. Hierbei sind gute Zuganglichkeit fiir die Montage 35 

und im wesemlichen unheeinlrachl.igte Fesl.igkeit. sicherge­
stcllt. 

Am Radtrager 111 sind iiber die bereits in Fig. 1 bezeichne­
ten Einzelheiten hinaus keine weiteren erkennbar. An der 
Radnaheneinheit. 41 isl. die AuBenverzahnung 52 in ihrer ge-
samtcn axialcn Erstrcckung und mit ihrcr Ringnut 53 dcut­
lich erkennbar. Am GelenkauBenteil 72 des Gleichlaufge­
lenks 71 ist durch die Ausklinkung 74 eine Innenverzah-

Bevorzugte Ausfiihrungsbeispiele von erfindungsgema­
Ben Baueinheiten zur Anbringung an einem Kraftfahrzeug 
werden nachstehend anhand der beigefiigten Zeichnungen 
erlautert. 

Fig. 1 zeigt eine komplett montierte Baueinheit in einer 
ersten Ausfiihrung mit flanschseitiger Ausbrechung von 
oben, 
a) in Liniendarstellung 
b) in Schattendarstellung; 

Fig. 2 zeigt die Baueinheit nach Fig. 1 demontiert mit 
vom Radtragcr gctrcnntcr Radnabc und GclcnkauBcntcil 
ohne Sicherungsring, 
a)in Liniendarstellung 
b) in Schattendarstellung; 

Fig. 3 zeigt den Radtrager nach den Fig. 1 und 2 als Ein­
zelheit in Schragansicht von der Flanschseite in Schatten­
darstellung; 

Fig. 4 zeigt eine komplett montierte Baueinheit in einer 
zweiten Ausfiihrung mit gelenkseitiger Ausbrechung, 
a) im Langsschnitt <lurch die Drehachse in Liniendarstellung 
b) in Ansichl von der Gelenkseile mil Phanlomdarslellung 
des Glcichlaufdrchgclcnks in pcrspcktivischcr Schattcndar­
stellung; 

Fig. 5a zeigt die Baueinheit nach Fig. 4 nrit vom Radtra­
ger getrennter Radnabe und Gelenkeinheit im Langsschnitt 
gemaB Fig. 4a; 

Fig. 5b zeigt die Baueinheit nach Fig. 4 mit vom Radtra­
ger getrennter Radnabe und Gleichlaufgelenk in Schatten­
darstellung gemaB Fig. 4b. 

Fig. 6 zeigt den Radtrager nach den Fig. 4 und 5 als Ein­
zelheit in perspektivischer Schattendarstellung. 

40 nung 75 sichtbar, in der eine weitere Ringnut 76 eingedreht 
ist. Die Innenverzahnung 75 kommt bei montierter Bauein­
heit 10 mit der AuBenverzahnung 52 an der Radnabe 41 in 
Eingriff, wobei dann die Ringnut 53 mit der Ringnut 76 in 
Uberdeckung kommt und beide gemeinsam einen Siche-

45 rungsring 57 aufnehmen konnen. 
In Fig. 3 ist das Ringteil 151 des Radtragers 111 von der 

Flanschflache 281 her in Ansicht gezeigt, wobei die radiale 
Erstrcckung dcr Ausbrcchung 271 schr dcutlich wird. Am 
Ringteil 151 sind weitere Augen 241, 251, 261 mit parallel 

50 zur Achse verlaufenden Bohrungen sichtbar sowie weitere 
groBere Augen 291, 301 fiir Drehzapfen bzw. Lenker. In der 
Flanschflache 281 sind Gewindebohrungen 311, 321, 331, 

341 zur Anschraubung des LagerauBenrings 59 ausgefiihrt. 
Weiter ist eine Ringnut 361 zur Aufnahme des bereits ange-

55 sprochenen Dichtungsrings 541 im Durchgangsloch 351 des 
Ringteils 151 erkennbar. 

In den Fig. 4 bis 6 sind die gleichen Einzelheiten wie in 
den Fig. 1 bis 3 mil gleichen Ziffern bezeichnel. Die Einzel­
hcitcn des abwcichcndcn Radtragcrs sind mit dcm Index 2 

60 bezeichnet. In Fig. 4a ist abweichend von der Darstellung 
der Fig. 1 bis 3 im Radtrager lb, dessen Lenkerarm 162 ab­
gebrochen dargestellt, und von dem weiterhin das Lager­
auge 292 geschnitten dargestellt ist, ist eine Ausbrechung 
272 ausgebildet, die sich im wesentlichen parallel zur Dreh-

65 achse der Baueinheit 102 erstreckt und zugleich von dieser 
aus radial in den Lenkerarm 162 hineinreicht. Von der Rad­
nabeneinheit 41 sind der Nabenkorper 45 und der Rad­
flansch 46 erkennbar. Vom Radlager 51 sind iiber den Lage-
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rauBcnring 59 hinaus zwci Walzkorpcrrcihcn 61, 62 sowic 
ein Lagerinnenring 60 erkennbar, der auf dem Nabenkorper 
45 sitzt. Dieser ist mit einem Treibring 55 verbaut, in dem 
die Ringnut 53 ausgefiihrt ist. Am Ende des Nabenkorpers 
45 befindet sich eine Umbordelung 56, mit dem der Treib­
ring 55 gehalten ist. In die Ringnut 53 ist ein Sicherungsring 
57 eingesetzt. Im Radlager 51 ist ein Dichtungsring 58 und 
der bereits angesprochene Dichtungsring 54 erkennbar. Am 
Gleichlaufgelenk 71 sind auBer dem GelenkauBenteil 72 mit 
der Ausklinkung 74 noch ein Gelenkinnenteil 77, ein Kugel­
kafig 78 und drehmomentiibertragende Kugeln 79 darge­
stcllt sowic cin abdichtcndcr Blcchdcckel 80 crkcnnbar. Das 
GelenkauBenteil 72 ist auf den Treibring 55 aufgeschoben, 
wobei der Sicherungsring 57 in die beiden in i)bereinstim­
mung befindlichen Ringnuten 53, 76 eingreift. 

In Fig. 5a sind die Komponenten der Baueinheit 102 Rad­
trager 112, Radnabeneinheit 41 und Gleichlaufgelenk 71 
entlang ihrer Achse explosionsartig auseinandergezogen. In 
Fig. 5b sind insbesondere die an den Ringenden 65, 66 lie­
genden Aufbiegungen zu erkennen. Diese kommen in der 
Ausbrechung 27 zu liegen und bilden zugleich eine Verdreh­
sicherung gegeniiber der Ausbrechung 27. Anstelle der Auf­
biegungen konnen auch vergroBerte Au gen oder dergleichen 
an den Ringenden 65, 66 vorgesehen werden. 

Tn Fig. 6 isl der Radtrager 112 mil den hereits erlauterten 
Einzelheiten erkennbar, die bier in gleicher Weise beziffert 
sind. Es ist besonders deutlich die radseitige Ausbrechung 

43 
44 
45 Nabenkorper 
46 Radflansch 

5 47 Flanschauge 
48 Flanschauge 
49 Flanschauge 
50 Flanschauge 
51 Walzlager 

10 52 Wellenverzahnung 
53 Ringnut 
54 Dichtungsring 
55 Treibring 
56 Umbordelung 

15 57 Sicherungsring 
58 Dichtungsring 
59 LagerauBenring 
60 Lagerinnenring 
61 Walzkorperreihe 

20 62 Walzkorperreihe 
63 Auge 
64 Auge 
65 Ringende 
66 Ringende 

6 

25 67 
68 
69 
70 272 erkennbar, die sich symmetrisch zur Langsachse der 

Bohrung 352 und radial in den Lenkerarm 162 hinein er­
streckt. Es ist nachvollziehbar, daB unter Nutzung der Aus- 10 

brechung 272 ein freier Zugriff auf den die Radnabeneinheit 

71 Gleichlaufgelenk 
72 GelenkauBenteil 
73 Stimflache 

41 und das Gleichlaufgelenk 71 verbindenden Sicherungs­
ring 57 gegeben ist. 

10 Baucinhcit 
11 Radtrager 
12 
13 
14 
15 Ringteil 
16 Lenkerarm 
17 Auge 
18 Lenkerarm 
19Auge 
2OAuge 
21 Auge 
22Auge 
23Auge 
24Auge 
25 Auge 
26Auge 
27 Ausbrechung 
28 Flanschflache 
29 Auge 
3OAuge 
31 Gewindebohrung 
32 Gcwindcbohrung 
33 Gewindebohrung 
34 Gewindebohrung 
35 Durchgangsloch 
36Ringnut 
37 
38 
39 
41 Radnabe 
42 Kappe 

Bezugszeichliste 

74 Ausklinkung 
75 Innenverzahnung 
76 Ringnut 

35 77 Gelenkinnenteil 
78 Kugelkafig 

40 

45 

50 

55 

60 

65 

79 Kugel 
80 Deckel 
82 Hiilsenansatz 

Patentanspriiche 

1. Baueinheit (10) zur Lagerung eines Rades eines 
Kraftfahrzeuges und zur Antriebsverbindung des Ra­
des mit einer Antriebswelle, umfassend einen Radtra­
ger (11), der am Kraftfahrzeug anbringbar ist und ein 
Ringteil (15) und mehrere Lenkerarme (16) umfaBt, 
cine Radnabc (41), die drchbar im Ringtcil (15) des 
Radtragers (11) gelagert ist und einen Flansch (46) zum 
Anschrauben des Rades aufweist, ein Walzlager (51) 
mit zwei Wfilzkorperreihen (61, 62) zur Lagerung der 
Radnabe (41) im Radtrager (11), das in das Ringteil 
(15) des Radtragers (11) einsetzbar ist, und ein Gleich­
laufgelenk (71), das ein GelenkauBenteil (72) aufweist, 
das mit der Radnabe (41) losbar verbindbar ist, und ein 
Gelenkinnenteil (77) aufweist, das mit der Antriebs­
welle verbindbar ist, wobei die Verbindung zwischen 
der Radnabe (41) um! dem GelenkauBenteil (72) mil­
tels incinandcrgrcifcndcr Vcrzahnungcn (52, 75) hcrgc­
stellt ist, von denen eine erste Verzahnung (52) an ei­
nem Teil der Radnabe ( 41) und eine zweite Verzahnung 
(75) an einem Hi.ilsenansatz (82) am GelenkauBenteil 
(72) ausgebildet ist, und wobei die axiale Sicherung der 
ineinandergreifenden Verzahnungen mittels eines Si­
cherungsringes (57) hergestellt ist, der in zwei Ringnu­
ten (53, 76) eingreift, von denen eine erste Ringnut (53) 
an dem Teil der Radnabe (41) im Bereich der ersten 
Verzahnung (52) und eine zweite Ringnut (76) an dem 
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Hiilscnansatz (82) im Bcrcich dcr zwcitcn Vcrzahnung 
(75) ausgebildet ist, dadurch gekennzeichnet, daB am 
Radtrager (111) im Ringteil (151) in zumindest einer 
Umfangsposition eine Ausbrechung (271) ausgebildet 
ist, die von der Radseite in das Ringteil (151) axial ein- 5 

schneidet und daB bei im Radtrager (111) festgelegtem 
Walzlager (51) und bei mit der Radnabe (41) verbun­
denem GelenkauBenteil die beiden Ringnuten (53, 76) 
axial korrespondierend zur Ausbrechung (271) liegen, 
so daB der Sicherungsring (57) mittels eines Zangen- 10 

werkzeuges durch die Ausbrechung (271) hindurch 
handhabbar ist. 
2. Baueinheit (10) zur Lagerung eines Rades eines 
Kraftfahrzeuges und zur Antriebsverbindung des Ra-
des mit einer Antriebswelle, umfassend einen Radtra- 15 

ger (11), der am Kraftfahrzeug anbringbar ist und ein 
Ringteil (15) und mehrere Lenkerarrne (16) umfaBt, 
eine Radnabe (41), die drehbar im Ringteil (15) des 
Radtragers (11) gelagert ist und einen Flansch (46) zum 
Anschrauben des Rades aufweist, ein Wfilzlager (51) 20 

mit zwei Walzkorperreihen (61, 62) zur Lagerung der 
Radnabe (41) im Radtrager (11), das in das Ringteil 
(15) des Radtragers (11) einsetzbar ist, und ein Gleich­
laufgelenk (71), das ein GelenkauBenteil (72) aufweist, 
das mil. der Radnahe (41) liishar verhindhar isl., uml ein 25 

Gelenkinnenteil (77) aufweist, das mit der Antriebs­
welle verbindbar ist, wobei die Verbindung zwischen 
der Radnabe (41) und dem GelenkauBenteil (72) mit-
tels ineinandergreifender Verzahnungen (52, 75) herge­
stellt ist, von denen eine erste Verzahnung (52) an ei- 10 

□em Teil der Radnabe ( 41) und eine zweite Verzahnung 
(75) an einem Hiilsenansatz (82) am GelenkauBenteil 
(72) ausgebildet ist, und wobei die axiale Sicherung der 
ineinandergreifenden Verzahnungen mittels eines Si­
cherungsringes (57) hergestellt ist, der in zwei Ringnu- 35 

Len (53, 76) eingrein., von denen eine ersLe Ringnut. (53) 
an dcm Tcil dcr Radnabc (41) im Bcrcich dcr crstcn 
Verzahnung (52) und eine zweite Ringnut (76) an dem 
Hiilsenansatz (82) im Bereich der zweiten Verzahnung 
(75) ausgebildet ist, dadurch gekennzeichnet, daB am 40 

Radtrager (112) im Ringteil (152) in zumindest einer 
Umfangsposition eine Ausbrechung (272) ausgebildet 
ist, die von der Gelenkseite in das Ringteil (152) axial 
einschneidet und bei im Radtrager (112) festgelegtem 
Walzlager (51) und daB bei mit der Radnabe (41) ver- 45 

bundenem GelenkauBenteil die beiden Ringnuten (53, 
76) axial korrespondierend zur Ausbrechung (272) lie­
gcn, so daB dcr Sichcrungsring (57) mittcls cincs Zan­
genwerkzeuges <lurch die Ausbrechung (272) hindurch 
handhabbar ist. 50 

3. Baueinheit nach einem der Anspriiche 1 und 2, da­
durch gekennzeichnet, daB in Umfangsrichtung unmit­
telbar zu beiden Seiten der Ausbrechung (27) Ver­
schraubungen (63, 64) zwischen dem Ringteil (15) des 
Radtragers (11) und dem LagerauBenring (59) des 55 

Walzlagers (51) vorgesehen sind. 
4. Baueinheit nach Anspruch 2, dadurch gekennzeich­
nel, daB die Ausbrechung (272) im Bereich eines Len­
kcrarms (162) licgt, in den sic radial cinschncidct. 
5. Baueinheit nach einem der Anspriiche 1 bis 3, da- 60 

durch gekennzeichnet, daB die Ausbrechung (27) in ra­
dialer Ansicht im wesentlichen U-forrnig ist. 
6. Baueinheit nach Anspruch 4, dadurch gekennzeich­
net, daB die Ausbrechung (272) in axialer Ansicht im 
wesentlichen U-forrnig ist. 65 

7. Baueinheit nach einem der Anspriiche 1 bis 6, da­
durch gekennzeichnet, daB die Verzahnungen (52, 75) 
ineinandergreifende Naben- und Wellenverzahnungen 

8 
sind und am Hiilscnansatz (82) im Bcrcich dcr Nabcn­
verzahnung eine umfangsbegrenzte und axial be­
grenzte Ausklinkung (74) ausgebildet ist, die die 
zweite Ringnut (76) unterbricht und die bei mit der 
Radnabe (41) verbundenem GelenkauBenteil (72) die 
erste Ringnut (53) in der Wellenverzalmung der Rad­
nabe (41) und den Sicherungsring (57) umfangsbe­
grenzt freilegt. 
8. Ilaueinheit nach einem der Anspriiche 1 bis 7, da­
durch gekennzeichnet, daB die erste Verzahnung (52) 
an einem separaten Treibring (55) ausgebildet ist, der 
auf die Radnabc (41) aufgcschobcn und auf dicscr un­
losbar festgelegt ist. 
9. Baueinheit nach Anspruch 8, dadurch gekennzeich­
net, daB der Treibring (55) axial gegen einen inneren 
Lagerring (60) einer ersten Walzkorperreihe (61) an­
liegt, der auf die Radnabe (41) aufgeschoben ist und 
gegen einen inneren Lagerring einer zweiten Walzkor­
perreihe (62) verspannt ist. 
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(54) Snap ring 

(57) A snap ring (10) includes a circumferential por­
tion (11 ), which is curved in a circular shape, and a pair 
of projecting end portions (12), which extend substantial­
ly in parallel to each other from both ends of this circum­
ferential portion (11) and are bent radially outwardly and 
are inserted in an engaging groove (24). Each of the pro­
jecting end portions (12) extends radially outwardly or 
inwardly via a first bent portion (13), which is bent inward­
ly resp. outwardly from the circumferential portion (11 ), 
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and a second bent portion (14), which continues from the 
first bent portion (13) and is bent outwardly resp. inwardly. 
Further, a portion (15) extending from the circumferential 
portion (11) to the projecting end portion (12) of the snap 
ring (10) does not come into contact with a corner portion 
(24a) of the engaging groove (24), so that wear is difficult 
to occur, and backlash is also made difficult to occur. 
Since the projecting end portions (12) are substantially 
parallel to each other, the projecting end portions (12) 
are held stably in the engaging groove (24). 
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Description 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

[0001] The invention relates to a snap ring for prevent­
ing a shaft inserted in a hole of a holding member from 
disconnecting from and/or rotating with respect to the 
holding member. 

2. Description of the Related Art 

[0002] Conventionally, a snap ring is used for prevent­
ing a shaft inserted in a hole of a holding member from 
disconnecting from and/or rotating with respect to the 
holding member. 
[0003] JP Sho.63-142413 U has disclosed a snap ring 
1 C of the shape shown in Fig. 6A. This snap ring 1 Chas 
a circular shape for fitting over an outer periphery of a 
shaft 2, and has such a shape that its both projecting end 
portions 1 c (distal end portions) are bent toward the outer 
peripheral side. Further, the bent projecting end portions 
1 c abut against an engaging groove 3 (notched groove) 
formed in a holding member 1 (mating member) into 
which the shaft 2 is inserted, to thereby couple the shaft 
2 to the holding member 1 in such a manner as to be 
prevented from disconnecting from the holding member 
1. 
[0004] As for the above-described snap ring 1 C, how­
ever, as shown in Fig. 6A, arcuately bent portions 1 d of 
the bent projecting end portions 1 care likely to come into 
contact with corner portions 4 of the engaging groove 3 
of the holding member 1. For this reason, the bent por­
tions 1 d and the corner portions 4 become worn, and 
backlash occurs between the shaft 2 and the holding 
member 1. 
[0005] To overcome the above-described problem, as 
shown in Fig. 6B, JP Hei.1-156390 U has disclosed a 
snap ring 1 C (stop ring 1 O) in which the radius of the 
arcuately bent portion 1 d of each projecting end portion 
1 c (projection 14) is made large to ensure that the arcu­
ately bent portion 1 d does not come into contact with the 
corner portion 4 of the engaging rove 3 (notched portion 
13) of the holding member 1 (female body 3). 

SUMMARY OF THE INVENTION 

[0006] However, with the snap ring 1 C disclosed in JP 
Hei.1-156390 U, since the interval W between the both 
projecting end portions 1 c becomes narrow, the snap 
ring 1 C cannot be closed with the both projecting end 
portions 1 c with the projecting end portions 1c being suf­
ficiently reduced in diameter. For this reason, there have 
been cases where the snap ring 1 C cannot be inserted 
into a hole defining an inner periphery of the holding 
member 1. 
[0007] Accordingly, the invention provides a snap ring 

in which the shaft inserted in the hole of the holding mem­
ber can be prevented from disconnecting from and/or 
rotating with respect to the holding member with small 
backlash and with an increased engaging force, and 

5 which can be easily inserted into the holding member. 
[0008] To attain the above object, in accordance with 
a first aspect of the invention, a snap ring for preventing 
a shaft inserted in a hole of a holding member from dis­
connecting from and/or rotating with respect to the hold-

10 ing member, includes a circumferential portion and a pair 
of projecting end portions. The circumferential portion is 
curved in a circular shape fitting an outer periphery of the 
shaft or an inner periphery of the hole of the holding mem­
ber. The pair of projecting end portions extend substan-

15 tially in parallel to each other from both ends of the cir­
cumferential portion with being bent radially outwardly. 
The projecting end portions are inserted in an engaging 
groove formed in the inner periphery of the hole. The 
circumferential portion and the pair of projecting end por-

20 tions are made of a spring wire. Each of the pair of pro­
jecting end portions extends radially outwardly via a first 
bent portion, which is bent inwardly from the circumfer­
ential portion, and a second bent portion, which continues 
from the first bent portion and is bent outwardly. 

25 [0009] According to this structure, each of the project­
ing end portions extends radially outwardly via the first 
bent portion, which is bent inwardly from the circumfer­
ential portion, and the second bent portion, which con­
tinues from the first bent portion and is bent outwardly. 

30 Therefore, the portion extending from the circumferential 
portion to the projecting end portion does not come into 
contact with a corner portion of the engaging groove 
formed in the inner periphery of the holding member into 
which the shaft is inserted. Forth is reason, both the cor-

35 ner portions of the engaging groove and the snap ring 
are made difficult to be worn, and the backlash entailed 
thereby is also made difficult to occur. 
[0010] In addition, since the projecting end portions 
are substantially parallel to each other, the projecting end 

40 portions are brought into line contact with the inner pe­
riphery of the engaging groove and are held stably, which 
makes it possible to increase the engaging force. 
[0011] Furthermore, since the interval between the 
both projecting end portions can be made wide, when 

45 the snap ring is closed, the diameter of the snap ring can 
be made sufficiently small. Thus, the snap ring can be 
easily inserted into the inner periphery of the holding 
member, and workability in assembling the shaft and the 
holding member is improved. 

5o [0012] In accordance with a second aspect of the in­
vention, a snap ring for preventing a shaft inserted in a 
hole of a holding member from disconnecting from and/or 
rotating with respect to the holding member, includes a 
circumferential portion and a pair of projecting end por-

55 tions. The circumferential portion is curved in a circular 
shape fitting an outer periphery of the shaft or an inner 
periphery of the hole of the holding member. The pair of 
projecting end portions extend substantially in parallel to 
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each other from both ends of the circumferential portion 
with being bent radially inwardly. The projecting end por­
tions are inserted in an engaging groove formed in the 
outer periphery of the shaft. The circumferential portion 
and the pair of projecting end portions are made of a 
spring wire. Each of the pair of projecting end portions 
extends radially inwardly via a first bent portion, which is 
bent outwardly from the circumferential portion, and a 
second bent portion, which continues from the first bent 
portion and is bent inwardly. 
[0013] According to this structure, each of the project­
ing end portions extends radially inwardly via the first 
bent portion, which is bent outwardly from the circumfer­
ential portion, and the second bent portion, which con­
tinues from the first bent portion and is bent inwardly. 
Therefore, the portion extending from the circumferential 
portion to the projecting end portion does not come into 
contact with a corner portion of the engaging groove 
formed in the outer periphery of the shaft. Forth is reason, 
both the corner portions of the engaging groove and the 
snap ring are made difficult to be worn, and the backlash 
entailed thereby is also made difficult to occur. 
[0014] In addition, since the projecting end portions 
are substantially parallel to each other, the projecting end 
portions are brought into line contact with the inner pe­
riphery of the engaging groove and are held stably, which 
makes it possible to increase the engaging force. 
[0015] In accordance with a third aspect of the inven­
tion, in the above-described first or second aspect of the 
invention, the first bent portion and the second bent por­
tion are formed into circular arcs having a substantially 
identical radius. 
[0016] According to this structure, it is ensured that the 
portion extending from the circumferential portion to the 
projecting end portion is not brought into contact with the 
corner portion of the engaging groove, and the projecting 
end portions can be easily extended in parallel to each 
other. 
[0017] According to the snap ring of the invention, 
since each of the projecting end portions extends radially 
outwardly or inwardly via the first bent portion, which is 
bent from the circumferential portion, and the second 
bent portion, which continues from the first bent portion 
and is bent, the portion extending from the circumferential 
portion to the projecting end portion does not come into 
contact with the corner portion of the engaging groove. 
Thus, both the corner portions of the engaging groove 
and the snap ring are made difficult to be worn, and the 
backlash is also made difficult to occur. In addition, since 
the projecting end portions are substantially parallel to 
each other, the projecting end portions are brought into 
line contact with the inner periphery of the engaging 
groove and are held stably, which makes it possible to 
increase the engaging force. 
[0018] Furthermore, according to the first aspect of the 
invention, since the interval between the both projecting 
end portions can be made wide, when the snap ring is 
closed, the diameter of the snap ring can be made suffi-

5 

ciently small. Thus, the snap ring can be easily inserted 
into the hole defining the inner periphery of the holding 
member, and the operating efficiency in assembly im­
proves. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] 

10 Fig. 1 is a perspective view of an embodiment of a 
snap ring in accordance with the invention, as well 
as a holding member and ashafttowhich itis applied; 
Fig. 2 is a plan view of the snap ring; 
Figs. 3A and 3B show a case where pipes are con-

15 nected together by applying the snap ring, in which 
Fig. 3A is a cross-sectional view of one side thereof, 
and Fig. 3B is a cross-sectional view taken in the 
direction of arrows along line D - D in Fig. 3A; 
Fig. 4 shows a case where the pipes are connected 

20 together by applying the snap ring, and is an en­
larged cross-sectional view in which Fig. 3B is rotat­
ed 90 degrees clockwise; 
Fig. 5 is an enlarged cross-sectional view of another 
embodiment of the snap ring in accordance with the 

25 invention and a case in which pipes are connected 
together by applying it; 
Fig. 6A is a plan view illustrating an example of a 
conventional snap ring; and 
Fig. 6B is a plan view illustrating another example of 

30 a conventional snap ring. 

DETAILED DESCRIPTION OF EMBODIMENTS OF 
THE INVENTION 

35 [0020] Referring now to Figs. 1 to 4, a description will 
be given of a snap ring 10 according to an embodiment 
of the invention. 
[0021] This snap ring 10 is used at a time when, in an 
automobile, for example, a shaft is prevented from dis-

40 connecting from and/or rotating with respect to a gear, 
or when a piston pin for coupling a connecting rod and a 
piston is prevented from disconnecting. Alternatively, this 
snap ring 1 O is used to couple a female member and a 
male member of a pipe joint as the pipe joint at a time 

45 when pipes are connected together. 
[0022] Figs. 1 and 3 show an example in which the 
snap ring 10 is used as a pipe joint. Namely, an example 
is shown in which a holding member 20 (functioning as 
a female member) and a shaft 30 (functioning as a male 

5o member), which is inserted into the female member, are 
coupled together by using the snap ring 1 O so as to con­
nect pipes. 
[0023] The holding member 20 has a substantially tu­
bular shape, and a hole 21 is formed therein with such 

55 an inner diameter that the shaft 30 can be inserted there­
in. A tapered portion 22 whose diameter is gradually re­
duced is formed in such a manner as to extend from one 
end face thereof along an axial direction. A notch 23 is 
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formed in a circumferential portion in such a manner as 
to extend from the end face thereof along the axial direc­
tion. This notch 23 has a tapered shape, which expands 
toward the end face along the axial direction, and an en­
gaging groove 24 extending along the circumferential di­
rection is formed on an inner side of the notch 23. Further, 
a concave groove 25 for fitting the snap ring 1 O is formed 
along an inner periphery of the hole 21 in alignment with 
the position of the engaging groove 24. In addition, an 
annular rib 26 projecting radially inwardly is formed on 
the inner periphery of the hole 21, and serves to position 
the shaft 30 when it is inserted. Further, an annular 
groove 27 is formed in the inner periphery of the hole 21, 
and a seal ring 40 is fitted in this annular groove 27 and 
ensures sealability at the time of coupling with the shaft 
30. Then, a pipe A is inserted so as to abut against the 
rib 26 of the holding member 20. 
[0024] The shaft 30, which is inserted in the hole 21 of 
the holding member 20, has a large-diameter hollow cy­
lindrical portion 31 and a small-diameter hollow cylindri­
cal portion 32 whose diameter is slightly smaller than the 
large-diameter hollow cylindrical portion 31 and which 
extends in the axial direction. A concave groove 33 in 
which the snap ring 1 0 is fitted is provided in an outer 
periphery of the small-diameter hollow cylindrical portion 
32. In addition, a pipe B is inserted into an enlarged­
diameter inner periphery of the large-diameter hollow cy­
lindrical portion 31. 
[0025] As shown in Fig. 2, the snap ring 1 O is integrally 
made of a spring wire. The snap ring 1 O has a circum­
ferential portion 11 and a pair of projecting end portions 
12. The circumferential portion 11 is curved in a circular 
shape fitting the concave groove 33 formed in the outer 
periphery of the shaft30 or the concave groove 25 formed 
in the inner periphery of the holding member 20. The pair 
of projecting end portions 12 extend substantially in par­
allel to each other from both ends of this circumferential 
portion 11 with being bent radially outwardly. The pair of 
projecting end portions 12 are inserted in the engaging 
groove 24 of the holding member 20. 
[0026] In addition, each of the projecting end portions 
12 extends radially outwardly via a first bent portion 13, 
which is bent inwardly from the circumferential portion 
11, and a second bent portion 14, which continues from 
the first bent portion 13 and is bent outwardly. 
[0027] It should be noted that the first bent portion 13 
is bent with a circular arc of a radius R1 having a center 
on the inward side, while the second bent portion 14 is 
bent with a circular arc of a radius R2 having a center on 
the outward side. In this embodiment, the radius R1 of 
the first bent portion 13 and the radius R2 of the second 
bent portion 14 are substantially equal to each other. 
[0028] Next, a description will be given of a method of 
using the snap ring 1 O according to this embodiment of 
the invention as well as its operation. 
[0029] First, the pipes A and Bare respectively insert­
ed in advance into the inner peripheries of the holding 
member 20 and the shaft 30 by such means as press 

fitting such that the pipes A and B do not disconnect. 
Then, the snap ring 1 O is fitted to the shaft 30. Namely, 
the projecting end portions 12 of the snap ring 1 O are 
outwardly deflected and widened, and then, the snap ring 

5 1 o is fitted in the concave groove 33 of the shaft 30, to 
thereby attach the snap ring 1 O on the outer periphery of 
the shaft 30. 
[0030] Next, the small-diameter hollow cylindrical por­
tion 32 of the shaft 30 is inserted into the hole 21 of the 

10 holding member 20. At this time, the projecting end por­
tions 12 of the snap ring 10 are pushed in in alignment 
with the notch 23 of the shaft 30. Then, the circumferential 
portion 11 of the snap ring 1 O is inwardly deflected by 
being pressed by the tapered portion 22, and the project-

15 ing end portions 12 are inwardly deflected by being 
pressed by the notch 23. 
[0031] Then, when the circumferential portion 11 
reaches the concave groove 25 of the holding member 
20 and the projecting end portions 12 reach the engaging 

20 groove 24, these portions are resiliently restored, such 
that the circumferential portion 11 is fitted into the con­
cave groove 25, and the projecting end portions 12 are 
engaged with the inner periphery of the engaging groove 
24. As a result, the shaft 30 is coupled to the holding 

25 member 20 with being prevented from disconnecting 
from the holding member 20. At the same time, the pipes 
A and B are connected together (see Figs. 3A and 3B). 
[0032] Fig. 4 shows the state of the snap ring 1 O when 
the holding member 20 and the shaft 30 are connected 

30 together. In this case, as for the snap ring 10, since each 
of the projecting end portions 12 extends radially out­
wardly via the first bent portion 13, which is bent inwardly 
from the circumferential portion 11, and the second bent 
portion 14, which continues from the first bent portion 13 

35 and is bent outwardly, a portion 15 extending from the 
circumferential portion 11 to the projecting end portion 
12 does not come into contact with a corner portion 24a 
of the engaging groove 24 of the holding member 20. For 
this reason, both the corner portions 24a of the engaging 

40 groove 24 and the snap ring 1 o are made difficult to be 
worn, and the backlash entailed by the wear is also made 
difficult to occur. 
[0033] In addition, since the projecting end portions 12 
are substantially parallel to each other, the projecting end 

45 portions 12 are brought into line contact with the inner 
periphery of the engaging groove 24 and are held stably, 
which makes it possible to increase the engaging force. 
[0034] Furthermore, since the interval W between the 
both projecting end portions 12 can be made wide, when 

5o the snap ring 1 o is closed, the diameter of the snap ring 
1 O can be made sufficiently small. Thus, the snap ring 
1 O can be easily inserted into the inner periphery of the 
holding member 20, and workability in assembling the 
shaft 30 and the holding member 20 can be improved. 

55 [0035] In addition, since the radius R1 of the first bent 
portion 13 and the radius R2 of the second bent portion 
14 are substantially equal to each other, the portion 15 
extending from the circumferential portion 11 to the pro-
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jecting end portion 12 can be made not to come into con­
tact with the corner portion 24a of the engaging groove 
24, and the projecting end portions 12 can be easily ex­
tended in parallel to each other. 
[0036] It should be noted that although the shaft 30 is 
not provided with a detent with respect to the holding 
member 20, a detent means may be formed on the shaft 
30 or the holding member 20 to provide a detent. 
[0037] Fig. 5 shows the snap ring 10 according to an­
other embodiment of the invention. 
[0038] A snap ring 1 0a of this embodiment differs from 
that of the above-described embodiment in that project­
ing end portions 12a extend in the opposite direction to 
that of the above-described embodiment, and in that an 
unillustrated notch is formed in a shaft 30a in such a 
manner as to extend from its end face along the axial 
direction, and in that an engaging groove 34 is formed in 
the innermost recess of this notch, while the notch 22 
and the engaging groove 24 are not formed in the holding 
member 20. 
[0039] Further, the snap ring 1 0a is integrally made of 
a spring wire. The snap spring 1 0a has the circumferential 
portion 11 and the pair of projecting end portions 12a. 
The circumferential portion 11 is curved in a circular 
shape fitting to the concave groove 33 formed in the outer 
periphery of the shaft30 or the concave groove 25 formed 
in the inner periphery of the holding member 20. The pair 
of projecting end portions 12a extend substantially in par-
allel to each other from both ends of this circumferential 
portion 11 with being bent radially inwardly. The pair of 
projecting end portions 12a are inserted in the unillus­
trated engaging groove of the shaft 30. 
[0040] In addition, each of the projecting end portions 
12a extends radially inwardly via a first bent portion 13a, 
which is bent outwardly from the circumferential portion 
11, and a second bent portion 14a, which continues from 
the first bent portion 13a and is bent inwardly. 
[0041] It should be noted that the first bent portion 13a 
is bent with a circular arc of a radius R/ having a center 
on the outward side, while the second bent portion 14a 
is bent with a circular arc of a radius R2' having a center 
on the inward side. In this embodiment, the radius R/ of 
the first bent portion 13a and the radius R2' of the second 
bent portion 14a are substantially equal to each other. 
[0042] The above-described snap ring 1 0a is used as 
follows. 
[0043] The pipes A and B are respectively inserted in 
advance into the holding member 20 and the shaft 30 by 

and the projecting end portions 12a of the snap ring 1 0a 
are pressed by the tapered portion 22 and are inwardly 
deflected. Then, upon reaching the concave groove 25 
of the holding member 20, the circumferential portion 11 

5 and the projecting end portions 12a are resiliently re­
stored and are respectively fitted in the Concave groove 
25 and the engaging groove 34. As a result, the shaft 30 
is coupled to the holding member 20 in such a manner 
as to be prevented from disconnecting from the holding 

10 member 20. At the same time, the pipes A and B are 
connected together. 
[0045] In this case as well, as shown in Fig. 5, since 
each of the projecting end portions 12a extends radially 
inwardly via the first bent portion 13a, which is bent out-

15 wardly from the circumferential portion 11, and the sec­
ond bent portion 14a which continues from the first bent 
portion 13a and is bent inwardly, a portion 15a extending 
from the circumferential portion 11 to the projecting end 
portion 12a does not come into contact with a corner 

20 portion 34a of the engaging groove 34 of the shaft 30. 
For this reason, both the corner portions 34a of the en­
gaging groove 34 and the snap ring 1 0a are made difficult 
to be worn, and the backlash entailed thereby is also 
made difficult to occur. 

25 [0046] In addition, since the projecting end portions 
12a are substantially parallel to each other, the projecting 
end portions 12a are brought into line contact with the 
inner periphery of the engaging groove 34 and are held 
stably, which makes it possible to increase the engaging 

30 force. 
[0047] The snap ring according to the invention can be 
used as one in which the shaft inserted in the hole of the 
holding member can be prevented from disconnecting 
from and/or rotating with respect to the holding member 

35 with small backlash and with an increased engaging 

40 

45 

force. 

Claims 

1. A snap ring for preventing a shaft inserted in a hole 
of a holding member from disconnecting from and/or 
rotating with respect to the holding member, com­
prising: 

such means as press fitting, and the snap ring 1 0a is 
fitted to the shaft 30. Namely, the projecting end portions 5o 

12a of the snap ring 1 0a are outwardly widened, the cir­
cumferential portion 11 is fitted in the concave groove 

a circumferential portion, which is curved in a 
circular shape fitting an outer periphery of the 
shaft oran inner periphery of the hole of the hold­
ing member; and 
a pair of projecting end portions, which extend 
substantially in parallel to each other from both 
ends of the circumferential portion with being 
bent radially outwardly, the projecting end por­
tions being inserted in an engaging groove 
formed in the inner periphery of the hole, the 
circumferential portion and the pair of projecting 
end portions being made of a spring wire, where­
in: 

33, and the projecting end portions 12a are engaged with 
the inner periphery of the engaging groove 34, to thereby 
attach the snap ring 1 0a on the outer periphery of the 55 

shaft 30. 
[0044] Next, if the shaft 30 is inserted into the hole 21 
of the holding member 20, the circumferential portion 11 
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each of the pair of projecting end portions 
extends radially outwardly via a first bent 
portion, which is bent inwardly from the cir-
cumferential portion, and a second bent 
portion, which continues from the first bent 5 

portion and is bent outwardly. 

2. A snap ring for preventing a shaft inserted in a hole 
of a holding member from disconnecting from and/or 
rotating with respect to the holding member, com- 10 

prising: 

a circumferential portion, which is curved in a 
circular shape fitting an outer periphery of the 
shaft oran inner periphery of the hole of the hold- 15 

ing member; and 
a pair of projecting end portions, which extend 
substantially in parallel to each other from both 
ends of the circumferential portion with being 
bent radially inwardly, the projecting end por- 20 

tions being inserted in an engaging groove 
formed in the outer periphery of the shaft, the 
circumferential portion and the pair of projecting 
end portions being made of a spring wire, where-
in: 25 

each of the pair of projecting end portions 
extends radially inwardly via a first bent por-
tion, which is bent outwardly from the cir-
cumferential portion, and a second bent 30 

portion, which continues from the first bent 
portion and is bent inwardly. 

3. The snap ring according to claim 1 or 2, wherein the 
first bent portion and the second bent portion are 35 

formed into circular arcs having a substantially iden-
tical radius. 

40 
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ABSTRACT: 

A snap ring (10) includes a circumferential portion (11), 
which is curved in a circular shape, and a pair of projecting 
end portions (12), which extend substantially in parallel to 
each other from both ends of this circumferential portion (11) 
and are bent radially outwardly and are inserted in an engaging 
groove (24). Each of the projecting end portions (12) extends 
radially outwardly or inwardly via a first bent portion (13), 
which is bent inwardly resp. outwardly from the circumferential 
portion (11), and a second bent portion (14), which continues 
from the first bent portion (13) and is bent outwardly resp. 
inwardly. Further, a portion (15) extending from the 
circumferential portion (11) to the projecting end portion (12) 
of the snap ring (10) does not come into contact with a corner 
portion (24a) of the engaging groove (24), so that wear is 
difficult to occur, and backlash is also made difficult to 
occur. Since the projecting end portions (12) are substantially 
parallel to each other, the projecting end portions (12) are 
held stably in the engaging groove (24). 
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@ Baueinheit zur Lagerung und Antriebsverbindung eines Rades 
@ Baueinheit zur Lagerung eines Rades eines Kraftfahr-

zeuges und zur Antriebsverbindung des Rades mit einer 
Antriebswelle, umfassend einen Radtriiger 11, der am 
Kraftfahrzeug anbringbar ist und ein Ringteil 15 und meh­
rere Lenkerarme 16 umfa~t, eine Radnabe 41, die drehbar 
im Ringteil 15 des Radtriigers 11 gelagert ist und einen 
Flansch zum Anschrauben des Rades aufweist, ein Walz­
lager mit zwei Wiilzkorperreihen 60, 61 zur Lagerung der 
Radnabe 41 im Radtriiger 11, das in das Ringteil 15 des 
Radtriigers 11 einsetzbar ist, und ein Gleichlaufgelenk 71, 
das ein Gelenkau~enteil 72 aufweist, das mit der Radnabe 
41 losbar verbindbar ist, und ein Gelenkinnenteil 77 auf­
weist, das mit der Antriebswelle verbindbar ist, wobei am 
Radtriiger 11 im Ringteil 15 eine etwa radial ausgerichtete 
Bohrung 273, insbesondere eine solche zur spiiteren Auf- 4\ ~ 
nah me eines ABS-Sensors, ausgebildet ist und wobei bei 
im Radtriiger 11 festgelegtem Wiilzlager und bei mit der 
Radnabe 41 verbundenem Gelenkau~enteil 72 die beiden 
Ringnuten axial korrespondierend zur Bohrung 273 lie-
gen. 
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Besehreibung 

2 
cines Schnapprings, der sclbstandig in die Innennut in der 
Innenverzahnung des GelenkauBenteils eingreift, ausgefiihrt 
ist. Eine derartige Anordnung ist nicht zerstorungsfrei zu de­
montieren. Vielmehr wird der Sicherungsring beim gewalt-

[0001] Die Erfindung betrifft eine Baueinheit zur Lage­
rung eines Rades eines Krattfahrzeuges und zur Antriebs­
verbindung des Rades mit einer Antriebswelle, umfassend 
einen Radtrager, der am Kraftfahrzeug anbringbar ist und 

5 samen axialen Entfernen von Radnabeneinheit und Gleich-

ein Ringteil und mehrere Lenkerarme umfaBt, eine Rad­
nabe, die drehbar im Ringteil des Radtragers gelagert ist und 
einen Hansch zum Anschrauben des Rades aufweist, ein 
Walzlager mit zwei Walzkorperreihen zur Lagerung der 10 

Radnabe im Radtrager, das in das Ringteil des Radtragers 
einsetzbar ist, und ein Glcichlaufgclenk, das ein Gelenkau­
Benteil aufweist, das mit der Radnabe losbar verbindbar ist, 
und ein Gelenkinnenteil aufweist, das mit der Antriebswelle 
verbindbar ist, wobei die Verbindung zwischen der Radnabe 15 

und dem GelenkauBenteil mittels ineinandergreifender Ver­
zahnungen hergestellt ist, von denen eine erste Verzalmung 
an einem Teil der Radnabe und eine zweite Verzahnung an 
einem Htilsenansatz am GelenkauBenteil ausgebildet ist, 
und wobei die axiale Sicherung der ineinandergreifenden 20 

Verzahnungen mittels eines Sicherungsringes hergestellt ist, 
der in zwei Ringnuten eingreift, von denen eine erste Ring-
nut an dem Teil der Radnabe im Bereich der ersten Verzah-
nung und eine zweite Ringnut an dem Hiilsenansatz im Be­
reich der ;,,weilen Verzahnung ausgebildel isl, wobei an dem 25 

Hiilsenansatz im Bereich der zweiten Verzahnung eine um­
fangsbegrenzte und axial begrenzte Ausklinkung ausgebil-
det ist, die die zweite Ringnut unterbricht und die bei mit der 
Radnabe verbundenem GelenkauBenteil die erste Ringnut 
und den Sicherungsring umfangsbegrenzt freilegt, wobei am 10 

Radtrager im Ringteil eine etwa radial ausgerichtete Bob­
rung ausgebildet ist und wobei bei im Radtrager festgeleg­
tem Walzlager und bei mit der Radnabe verbundenem Ge­
lenkauBenteil die beiden Ringnuten axial korrespondierend 

laufgelenk zerquetscht, wobei zugleich Schaden an den Ver­
zahnungen auftreten konnen. Aus der DE 197 51 855 Cl ist 
eine Anordnung der eingangs genannten Art bekannt, bei 
der der Sicherungsring radial von auBen frei zuganglich ist 
und axial zur Gelenkseite vor dem Ringteil des Radtragers 
liegt. Zu diesem Zweck ist mit der Radnabe ein Treibring 
verbunden, der in die entsprechendc Verzahnung zum Ver­
zahnungseingriff mit dem GelenkauBenteil tragt, welcher 
axial iiber das Nabenende hinaus verlangert ist. Hiermit ver­
langert sich die Gesamtlange der Baueinheit, wodurch 
gleichzeitig verfiigbare Lange fiir die Gelenkwelle verloren-
geht, deren Bestandteil das Gleichlaufgelenk ist. Diese 
Lange ist ein besonders kritischer Punkt, da mit einer Ver­
kiirzung der Gelenkwelle bei vorgegebenen maximalen Ge­
lenkwinkeln eine Verringerung der Lenkwinkel bzw. der Pe­
derwege verbunden ist. 
[0004] Der vorliegenden Erfindung liegt die Aufgabe zu­
grunde, eine Baueinheit der genannten Art so weiterzubil­
den, daB eine erleichterte Montage und Demontage des 
Gleichlaufgelenks um! damil zugleich eine verbesserle 
Moglichkeit zum Austausch von Gelenkwellen am Kraft-
fahrzeug moglich wird. Die Losung hierfiir besteht darin, 
daB der Durchmesser d der Bohrung kleiner ist, als die Um­
fangserstreckung b der Ausklinkung und der Sicherungsring 
mittels eines Zangenwerkzeuges durch die Bohrung hin­
durch handhabbar ist. Mit den bier angegebenen Mitteln 
kann eine Gelenkwelle montiert und insbesondere zersto­
rungsfrei demontiert werden, ohne daB das Fahrzeugrad von 
der Radnabe und die Radnabe vom Radtrager demontiert 

zur Bohrung und zur Ausklinkung liegen. 
[0002] Aus der galJungsbildenden WO 99/13232 isl eine 
Baueinheit der genannten Art bekannt, bei der der Siche­
rungsring zur Montage in die Ringnut auf der Radnabe ein­
gesetzt und mittels einer Klammer so kontrahiert wird, daB 

35 werden muB und ohne daB der Radtrager in irgendeiner 
Weise vom KraflJahrzeug geliisL wenlen muB. Der fiir die 
Montage und Dcmontage erforderlichc Verschiebeweg zum 
Losen der ineinandergreifenden Verzahnungen ist im diffe-

er vollstandig innerhalb des FuBdurchmessers der Verzah- 40 

nung liegt oder bei der der Sicherungsring in die Ringnut im 
GelenkauBenteil eingesetzt wird und mittels eines Keils so 
expandiert wird, daB er vollstandig auBerhalb des FuBdurch­
messers der Verzahnung liegt. Danach wird das Gegenstiick 
montiert, das heiBt das GelenkauBenteil aufgeschoben bzw. 45 

die Radnabe eingeschoben, bis die darin ausgeformte Ring-
nut mit dem Sicherungsring axial in Uberdeckung liegt und 
die Klammer bzw. der Keil radial nach auBcn entfcrnt. Hier-
bei expandiert der Sicherungsring, so daB er in die Ringnut 
in dem GelenkauBenteil eingreift bzw. der Sicherungsring 50 

kontrahiert, so daB er in die Ringnut in der Radnabe ein­
greift. In beiden Ausfiihrungen ist eine Ausklinkung am 
Ende des GelenkauBenteils vorgesehen, die die Klammer 
bzw. den Keil sowie radial abgebogene Enden des Siche­
rungsrings aufnimmt. Zur Manipulierbarkeit des Siche- 55 

rungsrings mittels eines Entfernens der Klammer bzw. des 
Keils bei im Radtrager montierter Radnabe ist eine Radial­
bohrungen Radtrager vorgesehen, die in axialer Uberein­
stimmung mit den Ringnuten bzw. mit dcr Ausklinkung am 
GelenkauBenteil liegt und Zugriff zu einem Laschenansatz 60 

an der Klammer bzw. dem Keil von auBerhalb des Radtra­
gers ermoglicht. Ist die Montage der Baueinheit <lurch Ent­
fernen der Klammer bzw. des Keils abgeschlossenen, ist 
eine Demontage nur noch unter Zerstorung des Sicherungs­
rings durch Aufbringen von Axialkraften zwischen Radnabe 65 

und GelenkauBenteil moglich. 
[0003] Aus der DE 197 00 313 Al ist eine Anordnung der 
genannten Art bekannt, bei der der Sicherungsring nach Art 

rentialseitigen Gleichlaufgelenk konstruktiv notwendiger­
weise vorhanden. Trotz Minimierung der Bohrung im Ver­
hilltnis zur Umfangserstreckung der Ausnehmung ist das 
Fassen des Sicherungsringes in einer iiblichen Zangenbewe­
gung moglich. 
[0005] Nach einer giinstigen Ausgestaltung ist vorgese­
hen, daB die axiale Tiefe t der Ausklinkung kleiner ist als der 
Durchmesser d der Bohrung. Hierrnit wird eine moglichst 
geringe Schwachung des GelenkauBenteils durch die Aus­
klinkung eingehaltcn. Hierbei ist vorgesehen, daB nach au­
Ben aufgebogene Enden des Sicherungsrings in die Ausklin­
kung eingreifen und gegeniiber dieser gegen Verdrehung si­
chern. 
[0006] Die Bohrung kann nach der Montage der Bauein­
heit zur Aufnahme eines ABS-Sensors dienen. Hierzu ist in 
unmittelbarer Nachbarschaft zur Lage des Sicherungsrings 
ein Impulsgeberring beispielsweise auf dem GelenkauBen­
teil anzuordnen. 
[0007] Aus Fertigungsgriinden ist es giinstig, wenn die er­
sle Verzahnung am Nabenkorper an einem separalen Treib­
ring ausgcbildet ist, der auf die Radnabe aufgeschobcn und 
auf dieser unlosbar festgelegt ist. Hierbei konnen zur Ver­
drehsicherung zwischen beiden Teilen diese wieder ihrer-
seits mit ineinandergreifenden Langsverzahnungen verse­
hen sein. Der Treibring kann hierbei insbesondere durch 
eine Umbordelung des Nabenkorpers axial auf der Radnabe 
gesichert sein. Dabei kann der Treibring axial gegen einen 
inneren Lagerring einer ersten Willzkorperreihe anliegen, 
der ebenfalls auf den Nabenkorper aufgeschoben ist und der 
zugleich von dem Treibring gegen einen inneren Lagerring 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0147



DE 100 08 183 C 1 
3 

ciner zweiten Walzkorperreihe verspannt ist. Der zweite in­
nere Lagerring ist hierbei in der Regel unmittelbar aus dem 
Nabenkorper ausgebildet. 

4 
rungsfrci demontiert werden kann. Der Durehmesser d dcr 
Bohrung 273 ist kleiner als die Umfangserstreckung b der 
Ausklinkung 743. 
L0017J In l<'ig. 3 sind der Radtrager 113, die Radnabenein-L000SJ In vorteilhatl:er Weise bietet der Gegenstand der 

vorliegenden Erfindung eine kurzbauende Baueinheit der 
genannten Art, die mit einfaehen Hilfsmitteln zerstorungs­
frei und ohne Lose□ der Baugruppen Radtrager und Radna­
beneinheit von dem Gleiehlaufgelenk einer Gelenkwelle ge­
trennt werden kann. 

5 heit 413 und das Gleichlaufgelenk 713 bezeichnet, wobei 
Einzelheiten in gleieher Weise beziffert sind, wie in den vor­
herigen Figure□. An der Radnabeneinheit ist weiter ein Rad­
flansch 463 bezeichnet. Im Ringteil 153 ist die radiale Bob­
rung 273 gezeigt, die einen durchgehenden Diehtungsring 

[0009] Bevorzugte Ausfiihrungsbeispiele von erfindungs­
gemaBen Baueinheiten zur Anbringung an einem Kraftfahr­
zeug werden naehstehend anhand der beigefiigten Zeieh­
nungen erlautert. 
[0010] Fig. 1 zeigt eine komplett montierte Baueinheit mit 
radialer Bohrung im Ringteil des Radtragers im Langshalb­
sehnitt; 

10 543 sowie die freien, nach radial auBen umgebogenen Ende□ 
65, 66 des Sicherungsrings 573 erkennen laBt. Hiermit kann 
i.iber den Zugriff mittcls der Zange Z und Zusammendri.ik­
ken der Ende□ 65, 66 der Sicherungsring 573 so reduziert 
werden, daB er tiefer in die Ringnut 533 im Treibring 553 

[0011] Fig. 2 zeigt die Baueinheit naeh Fig. 1 in einem 
Quersehnitt gemaB der Sehnittlinie A-A; 

15 eintritt und dabei gleichzeitig aus der Innenringnut 76 1 im 
GelenkauBenteil 723 herausgleitet, so daB das Gleichlaufge­
lenk 713 zerstorungsfrei axial von der Nabeneinheit 413, 
d. h. speziell vom Treibring 533 gelost werden kann. 
[0018] In Fig. 4 ist die Baueinheit 103 nach dem Entfemen [0012] Fig. 3 zeigt die komplett montierte Baueinheit in 

Sehattendarstellung in radialer Ansieht auf die Ilohrung im 
Ringteil; 
[0013] Fig. 4 zeigt die Baueinheit naeh Fig. 1 bei demon­
tiertem GelenkauBenteil in Sehattendarstellung in radialer 
Ansieht auf die Bohrung im Ringteil. 

20 des Gleiehlaufdrehgelenks 713 gezeigt. Durch die radiate 
Bohrung 273 wird hierbei die AuBenverzahnung 523 der Na­
benanordnung 413 mit der eingedrehten Ringnut 533 und 
dem Sieherungsring 57, erkennbar. Die Radnabe 41, ist im 
Radlager 513 so gedreht, daB wieder die Ende□ 653, 663 des 

[0014] Tn Fig. 1 isl im UingshalbsehnitJ eine monlierte 
Baueinheit 103 gezeigt, die eine Nabenanordnung 413 und 
ein Gleiehlaufgelenk 713 umfaBt. Am Nabenkorper 453 ist 

25 Sicherungsrings 573 sichthar werden, die auf diese Weise 
dureh die radiale Bohrung manipulierbar sind. 

ein Zwisehenboden 433 vorgesehen. Eine Umbordelung 563 
am Nabenkorper 453 halt einen Treibring 553, der mit dem 
Nabenkorper 453 iiber Langsverzahnungen 443 ineinander- 10 

greift. Der Treibring 553 halt seinerseits einen Lagerinnen­
ring 603 eines Radlagers 513. Eine Diehtung 593 diehtet das 
Radlager ab. Zwei Walzkorperreihen 613, 623 und der Lage­
rauBenring 593 des Radlagers 513 sind ebenfalls dargestellt. 
Am Treibring 553 ist eine AuBenverzahnung 523 und eine 35 

Ringnul 533 erkennbar. Das Gleichlaufgelenk 71 3 umfaBt 
ein GclenkauBenteil 721 mit einem Hiilsenansatz 823 , ein 
Gelenkinnenteil 773, einen Kafig 783 und Kugel□ 793. An 
der Stirnseite 733 des Hiilsenansatzes 823 ist eine Ausklin­
kung 743 erkennbar. Eine Innenverzahnung 753 am Hiilsen- 40 

ansatz 823 wirkt mit einer AuBenverzahnung 523 am Treib­
ring 553 zusammen. Am Umfang tragt das GelenkauBenteil 
723 einen Geberring 813, fiir einen ABS-Sensor. 
[0015] Von einem Radtrager 113 ist nur ein Ringteil 153 im 
Sehnitt dargestellt, an dem ein henkerarm 163 abgebroehen 45 

gezeiehnet ist. In axialer Zuordnung zur Ringnut 533 ist im 
Ringteil 153 eine radiale Bohrung 273 mit zur Aehse A der 
Baueinheit 10, etwa radialer Mittclaehse R ausgefiihrt. Ein 
Zangenkorper Z soll andeuten, daB iiber diese Bohrung 273 
und die Ausklinkung 743 freier Zugriff zum Sieherungsring 50 

573 gegeben ist. Der Durehmesser d der Bohrung 273 ist gro-
Ber als die axiale Tiefe t der Ausklinkung 743. In die Boh­
rung 273 ist naeh der Gelenkmontage der genannte ABS­
Sensor einsetzbar. 
[0016] In Fig. 2 sind im Quersehnitt gemaB der Sehnittli- 55 

nie A-A naeh Fig. 1 folgende Einzelheiten von innen naeh 
auBen erkennbar: Nabenkorper 453, Verzahnung 443, Treib­
ring 553, Sicherungsring 573 in Ringnul 533 um! in Ringnul 
76,, Hiilsenansatz 82, am GelcnkauBcnteil, allc jeweils im 
Quersehnitt, Ausklinkung 743 im Hlilsenansatz 823 und Ge- 60 

herring 813 jeweils in Ansieht, GelenkauBenteil 723 in An­
sieht, Ringteil 153 des Radtragers mit radialer Bohrung 273 
im teilweise weggebrochenen Querschnitt. Am Sicherungs­
ring sind die Enden 653 und 663 bezeiclmet, die von der 
Zange Z dureh die Bohrung 273 hindurch ergriffen und zu- 65 

sammengefiihrt werden, so daB der Sichenmgsring 573 aus 
der Innennut 763 im Iliilsenansatz 823 am GelenkauBenteil 
austritt und das GelenkauBenteil von der Radnabe zersto-

Bezugszeichenliste 

10 Baueinheit 
11 Radtrager 
15 Ringteil 
16 Lenkerarm 
27 Bohrung 
41 Radnabe 
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51 Radlager 
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55 Treibring 
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74 Ausklinkung 
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76 Ringnut 
77 Gelcnkinnenteil 
78 Kafig 
79 Kugel 
81 Geberring 
82 Hiilsenansatz 

Patentanspri.iche 

1. Ilaueinheit (10) zur Lagerung eines Rades eines 
Kraftfahrzeuges und zur Antriebsverbindung des Ra-
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des mit einer Antriebswelle, umfassend einen Radtra-
ger (11), der am Kraftfahrzeug anbringbar ist und ein 
Ringteil (15) und mehrere Lenkeranne (16) umfaBt, 
eine Radnabe (41), die drehbar im Ringteil (15) des 
Radtragers (11) gelagert ist und einen Flanseh (46) zum 5 

Ansehrauben des Rades aufweist, ein Wfilzlager (51) 
mit zwei Walzkorperreihen (61, 62) zur Lagerung der 
Radnabe (41) im Radtrager (11), das in das Ringteil 
(15) des Radtragers (11) einsetzbar ist, und ein Gleieh­
laufgelenk (71), das ein GelenkauBenteil (72) aufweist, 10 

das mit der Radnabe ( 41) losbar verbindbar ist, und ein 
Gelcnkinnenteil (77) aufweist, das mit der Antriebs­
welle verbindbar ist, wobei die Verbindung zwisehen 
der Radnabe (41) und dem GelenkauBenteil (72) mit-
tels ineinandergreifender Verzahnungen (52, 75) herge- 15 

stellt ist, von denen eine erste Verzahnung (52) an ei­
nem Teil der Radnabe ( 41) und eine zweite Verzalmung 
(75) an einem Hiilsenansatz (82) am GelenkauBenteil 
(72) ausgebildet ist, und wobei die axiale Sieherung der 
ineinandergreifenden Verzahnungen (52, 75) mittels ei- 20 

nes Sieherungsringes (57) hergestellt ist, der in zwei 
Ringnuten (53, 76) eingreift, von denen eine erste 
Ringnut (53) an dem Teil der Radnabe ( 41) im Bereieh 
der ersten Verzahnung (52) und eine zweite Ringnut 
(76) an elem HU!senansatz (82) irn Bereich der zweit.en 25 

Verzahnung (75) ausgebildet ist, wobei an dem Hiilsen­
ansatz (82) im Bereich der zweiten Verzahnung (75) 
eine umfangsbegrenzte und axial begrenzte Ausklin­
kung (74) ausgebildet ist, die die zweite Ringnut (76) 
unterbrieht und die bei mit der Radnabe ( 41) verbunde- 10 

nem GelenkauBenteil (72) die erste Ringnut (53) und 
den Sieherungsring (57) umfangsbegrenzt freilegt, wo-
bei am Radtrager (11) im Ringteil (15) eine etwa radial 
ausgeriehtete Bohrung (273) ausgebildet ist und wobei 
bei im Radtrager (11) festgelegtem Wfilzlager (51) und 35 

hei mil. der Radnahe (41) verhundenern GelenkauBen-
teil (72) die beiden Ringnuten (53, 76) axial korrespon­
dierend zur Bohrung (273) und zur Ausklinkung (74) 
liegen, dadurch gekennzeiclmet, daB der Durehmes-
ser d der Bohrung (273) kleiner ist, als die Umfangser- 40 

streekung b der Ausklinkung (74) und der Sieherungs­
ring (57) mittels eines Zangenwerkzeuges dureh die 
Bohrung (273) hindureh handhabbar ist. 
2. Baueinheit naeh Ansprueh 1, dadureh gekennzeieh­
net, daB die axiale Tiefe t der Ausklinkung (74) kleiner 45 

ist als der Durehmesser d der Bohrung (273). 
3. Baueinheit naeh einem der Anspriiehe 1 und 2, da­
dureh gekennzeiehnet, daB naeh auBen aufgebogene 
Enden (65, 66) des Sieherungsrings (57) in die Aus­
klinkung (74) eingreifen und gegeniiber dieser gegen 50 

Verdrehung siehern. 
4. Baueinheit naeh einem der Anspriiehe 1 bis 3, da­
dureh gekennzeiclmet, daB die erste Verzahnung (52) 
an einem separaten Treibring (55) ausgebildet ist, der 
auf die Radnabe (41) aufgesehoben und auf dieser un- 55 

losbar festgelegt ist. 
5. Baueinheit naeh einem der Anspriiehe 1 bis 4, da­
durch gekennzeichnel, daB der Treibring (55) axial ge-
gcn einen inneren Lagerring (60) einer ersten Walzkor­
perreihe (61) anliegt, der auf die Radnabe (41) aufge- 60 

sehoben ist und gegen einen inneren Lagerring einer 
zweiten Willzkorperreihe (62) verspannt ist. 
6. Baueinheit naeh einem der Anspriiehe 1 bis 5, da­
dureh gekennzeiclmet, daB die Bohrung (273) zur Auf-
nahme eines ABS-Sensors dient. 65 

IIierzu 4 Seite(n) Zeiehnungen 

6 
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AMENDMENTS TO THE SPECIFICATION 

Please amend paragraph [0031] as follows: 

[0031] As shown, the first member 110 includes internal splines 160 and the second member 120 

includes external splines 170, but other engagement means can be employed to couple the first 

member 110 and second member 120. The retaining ring 140 is configured as a discontinuous 

annular expandable snap ring, where ends 260 of the retaining ring 140 form a portion 190 that is 

accessible through the window 130. The ends 260 mas-can be biased towards or away from each 

other to permit expansion of the retaining ring 140 within the interior surface annular recess 200 

of the first member 110 when the second member 120 is received within the open end 150 of the 

first member 110 and contraction of the retaining ring 140 when positioned within the exterior 

surface annular recess 220 of the second member 120. 

Please amend paragraph [0032] as follows: 

[0032] The window 130 is formed in an outer surface 270 of the first member 110 and receives 

the portion 190 of the retaining ring 140 that is accessible therethrough. As shown, the window 

-l-4Q. 130 can be T-shaped, where a first portion 280 of the window 130 is continuous with the 

open end 150 of the first member 110 and a wider second portion 290 extends laterally from the 

first portion 280 along a circumference of the outer surface 270 of the first member 110. It can 

be seen that the first portion 280 of the window 130 can have a width that is less than a width of 

the second portion 290. The ends 260 of the retaining ring 140 extend into the window 130 to 

permit manipulation thereof, including mcpansioncontraction of the retaining ring 140 to release 

the coupling of the seeondfirst member ~110 to the fli:stsecond member +l-9120 and permit 

separation of the first member 110 and the second member 120 by disengaging the second plurality 

of splines 170 from the first plurality of splines 160. 
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Please amend paragraph [0034] as follows: 

[0034] To assemble the joint assembly 100, the retaining ring 140 can be positioned within the 

open end 150 of the first member 110 at the interior surface annular recess 200, which can be 

formed on the first plurality of splines 160. To position the retaining ring 140, the portion 190 

including the ends 260 is slidingly received through the first portion 280 of the window 130 until 

the ends 260 are positioned within the wider second portion 290. The second member 120 is 

received within the open end 150 of the first member 110, where the internal first plurality of 

splines 160 engages the external second plurality of splines 170. As the second member 120 is 

received in the open end 150, the second member 120 is consequently received through the 

retaining ring 140. The retaining ring 140 expands or is expanded as the second member 120 

passes therethrough until the retaining ring 140 can contract and engage the exterior surface 

annular recess ~220 formed on the second member 120. The wider second portion 290 of the 

window 130 permits the ends 260 of the retaining ring 140 to expand as the second member 120 

passes therethrough. Once the retaining ring 140 is positioned within the exterior surface 

annular recess ~220 formed on the second member 120, the first member 110 is retained or 

locked to the second member 120 to militate against an undesired axial displacement of the first 

member 110 with respect to second member 120. The retaining ring 140 can be configured to 

accommodate substantial thrust loads while also remaining accessible to manipulation and 

release thereof. The seal 240 can then be positioned to cover the interface of the first member 

110 and the second member 120, including the window 130. 
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AMENDMENTS TO THE CLAIMS 

The following listing of claims replaces all prior versions of claims in the application. 

1. (Currently Amended) A joint assembly comprising: 

a first member having a first engagement means; 

a second member having a second engagement means, a portion of the second member 

disposed within the first member, the second engagement means engaging the first 

engagement means to provide a coupling of the second member to the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; and 

a retaining means configured to retain the coupling of the second member to the first 

member, a portion of the retaining means accessible through the window, wherein 

distal ends of the retaining means extend in a direction radially outwardly into the 

window to a point at or radially inwardly from an outer wall of the first member. 

2. (Original) The joint assembly of Claim 1, wherein the first member includes an open 

end and the first engagement means of the first member is formed within the open end. 

3. (Original) The joint assembly of Claim 2, wherein the portion of the second member 

disposed within the first member is disposed within the open end and includes the second 

engagement means. 

4. (Original) The joint assembly of Claim 2, wherein the window is continuous with the 

open end. 

5. (Original) The joint assembly of Claim 1, wherein the first engagement means includes 

a first plurality of splines and the second engagement means includes a second plurality of splines. 
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6. (Original) The joint assembly of Claim 1, wherein the first member includes an interior 

surface recess receiving a portion of the retaining means and the second member includes an 

exterior surface recess receiving another portion of the retaining means. 

7. (Original) The joint assembly of Claim 1, wherein the retaining means is configured as 

a retaining ring. 

8. (Original) The joint assembly of Claim 1, further comprising a seal configured to cover 

the window. 

9. (Original) The joint assembly of Claim 1, further comprising a constant velocity joint 

coupled to one of the first member and the second member. 

10. (Original) A vehicle driveline comprising the joint assembly of Claim 1. 

11. (Original) A vehicle comprising the joint assembly of Claim 1. 
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12. (Currently Amended) A joint assembly comprising: 

a first member having an open end and a first plurality of splines formed within the open 

end; 

a second member having a second plurality of splines formed thereon, a portion of the 

second member disposed within the first member, the second plurality of splines 

engaging the first plurality of splines to provide a coupling of the second member to 

the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; and 

a retaining ring configured to retain the coupling of the second member to the first member, 

a portion of the retaining ring accessible through the window, the first member 

including an interior surface annular recess receiving a portion of the retaining ring 

and the second member including an exterior surface annular recess receiving 

another portion of the retaining ring, wherein distal ends of the retaining ring extend 

in a direction radially outwardly into the window to a point at or radially inwardly 

from an outer wall of the first member. 

13. (Original) The joint assembly of Claim 12, further comprising a seal configured to cover 

the window. 

14. (Original) The joint assembly of Claim 12, further comprising a constant velocity joint 

coupled to one of the first member and the second member. 
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15. (Currently Amended) A method of servicing a joint assembly comprising: 

providing [[a]]the joint assembly, the joint assembly including: 

a first member having a first engagement means; 

a second member having a second engagement means, a portion of the second 

member disposed within the first member, the second engagement means 

engaging the first engagement means to provide a coupling of the second 

member to the first member; 

a window formed within the first member where the portion of the second member 

is disposed within the first member; and 

a retaining means configured to retain the coupling of the second member to the first 

member, a portion of the retaining means accessible through the window.,, 

wherein distal ends of the retaining means extend in a direction radially 

outwardly into the window to a point at or radially inwardly from an outer 

wall of the first member; 

manipulating the retaining means through the window to release the coupling of the second 

member to the first member; and 

separating the first member and the second member by disengaging the second engagement 

means from the first engagement means. 

16. (Currently Amended) The method of servicing the joint assembly of Claim 15, wherein 

the joint assembly further comprises a constant velocity joint coupled to one of the first member and 

the second member. 

17. (Currently Amended) The method of servicing the joint assembly of Claim [[l]]_Ll_, 

wherein the joint assembly further comprises a seal configured to cover the window and the method 

further comprises uncovering the window from the seal prior to manipulating the retaining means 

through the window to release the coupling of the second member to the first member. 
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18. (Currently Amended) The method of servicing the joint assembly of Claim 15, further 

comprising coupling the separated first member with another second member to form another joint 

assembly. 

19. (Currently Amended) The method of servicing the joint assembly of Claim 15, further 

comprising coupling the separated second member with another first member to form another joint 

assembly. 

20. (Canceled) 

21. (New) A joint assembly comprising: 

a first member having a first engagement means; 

a second member having a second engagement means, a portion of the second member 

disposed within the first member, the second engagement means engaging the first 

engagement means to provide a coupling of the second member to the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; 

a retaining means configured to retain the coupling of the second member to the first 

member, a portion of the retaining means accessible through the window; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window. 
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REMARKS 

Claims 1-19 and 21 are pending in the patent application. 

Claim 20 is currently cancelled. 

Claims 1, 12, and 15-19 are amended. Claim 21 is new. 

No new matter is added. 

Support for the amendments is found in the patent application as originally filed, 

including in Fig. 3. 

Favorable reconsideration of the patent application in view of the following remarks is 

respectfully requested. 

OBJECTIONS TO THE SPECIFICATION 

The Examiner made the following objection to the specification: 

The disclosure is obJcc1ed to bccauw "v.indow 140" in line 3 of Paragraph 0032 should 

read --Will(Jo w 130--. A pp ropri ate co rrcctio n i, l\XJL1ircd. 

The specification is amended to change the reference numeral as suggested by the 

Examiner. 

Withdrawal of the objections is respectfully requested. 

OBJECTIONS TO THE CLAIMS 

The Examiner made the following objections to the claims: 

Ch1ims 15-20 Lll'¢ objected lo bec,msc oft he following infon:nalitics: 

• With ref.peel to Claim I 5, "providing a joint as-.embly" in line 2 should read -­

providing I he joint assembly--. 

• \Vith respect to Claims 16 and l 8-19, "The joint assembly of Claim J 5'' should read -

-The method of ,;;crvic:ing the joint as~rnb!y of Claim I 5 .... 

• With respect to Claim 17 and 20, "The joint assembly ofOaim l" shm:ild read --The 

mcthodofscrvicingthcjoint assembly of Claim ·is--. 

The claims are amended as suggested by the Examiner. 

Withdrawal of the objections is respectfully requested. 
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REJECTIONS UNDER 35 U.S.C. § 112 

The Examiner made the following rejections under 35 U.S.C. § 112: 

Claim 20 is rejcclcd under 35 U.S.C. l I 2<d) or pn>.AJA :35 USC. 112, 4th pmagrnplt as 

being of improper dependent form for failing to further limit the subject matter of the claim upon 

which it depends. or for failing lo include at! the limitations oflhe claim upon which it depends. 

Cl11im 20 recites the limiiation "replacing the reta.iningmeans \\11:h anothenetaining 

means" Therefore, Claim 20 fails io include all the limi tatiom or the cluim upon ~\hich it 

depends. panirnlarly th~ "retaining means" of Claim l S 

Claim 20 is canceled, thereby rendering the rejection moot. 

Withdrawal of the rejection under 35 U.S.C. § 112 is respectfully requested. 

REJECTIONS UNDER 35 U.S.C. §§ 102 AND 103 

The Examiner made the following art based rejections: 

Claims 1-7, 9-12, 14-16, and18-20 are rejected under 35U.S.C.102(a)( 1) as being 

anticipated by Kofuji tUS 2009/0233723 A I). 

Claims 8, 13, am] 17 arc rejected under35 U.S.C.103as beingunpatenlable over 

Kot'uji (US 2009/0233723A.I) in view of Sugiyama et al. (US 2018/0003240 Al). 

The rejections are respectfully traversed. 

Claim 1 is amended to recite in part "wherein distal ends of the retaining means extend in a 

direction radially outwardly into the window to a point at or radially inwardly from an outer wall of 

the first member". The distal ends are highlighted in the annotated portions of Figs. 2 and 3 of the 

instant patent application included hereinbelow. 

110 

As shown, the distal ends of the retaining means extend in a linear direction radially 
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outwardly into the window to a point at or radially inwardly from the outer wall of the first 

member. 

In Kofuji, distal ends of the retainer extend beyond an outer wall, and do not extend in a 

direction radially outwardly into the window to a point at or radially inwardly from the outer 

wall of the first member, as shown in the highlighted portion of annotated Fig. 5(a) included 

hereinbelow. 

FIG. 5(a) 

By extending in a direction radially outwardly into the window to a point at or radially 

inwardly from the outer wall of the first member as recited in Claim 1 of the instant patent 

application, the ends do not protrude from a wall of the rotating first member. 

In Sugiyama, the ends of the retainer extend in a circumferential direction as shown in the 

highlighted portions of annotated Fig. 1 0a included hereinbelow, and are not radially outwardly 

extending. 

Having the ends extend radially outwardly as recited in Claim 1 of the instant patent 

application facilitates interaction between extended portions of the ends with a tool. In 
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Sugiyama, only the tips of the ends interact with the tool which can result in slippage. 

It is submitted that amended Claim 1 is allowable over the cited references. Thus, Claims 

2-11 depending therefrom are also allowable for at least the same reasons. Independent Claims 

12 and 15 include at least the same limitations and are likewise patentable. Claims 13-14 and 16-

19 respectively depending therefrom are also patentable. 

Withdrawal of the rejections Under 35 U.S.C. §§ 102 and 103 is respectfully requested. 

New independent Claim 21 recites in part "a seal configured to cover the window, the seal 

coupled to the second member adjacent an end of the first member, the seal coupled to the first 

member adjacent the window". None of the cited references discloses a seal coupled to a second 

member adjacent the end of a second member and coupled to a first member adjacent a window 

formed in the first member. Specifically, in Sugiyama, a boot is connected to a shaft at a point distal 

from an end of a cylindrical section. Thus, Claim 21 is also patentable for at least these reasons. 

CONCLUSION 

It is believed that the remaining claims of record are patentable over the cited art. 

Accordingly, a formal Notice of Allowance is respectfully solicited. If the Examiner believes 

that personal communication will expedite prosecution of this application, it is requested that a 

telephone interview be had with Applicants' undersigned attorney. 

SHUMAKER, LOOP & KENDRICK, LLP 

1000 Jackson Street 
Toledo, Ohio 43604-5573 
TEL 419.241.9000 
FAX 419.241.6894 

JDM/ceg 

Serial No. 15/966,085 

Respectfully submitted, 

By:------------­

J. Douglas Miller 
Reg. No. 46,932 
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The amendment filed on 25 February 2021 has been entered. Claims 1, 12, and 15-19 

have been amended and are hereby entered. Claim 20 has been cancelled. Claim 21 has been 

added. Applicant's amendment to the Specification and Claims have overcome the objection 

previously set forth in the Non-Final Action mailed on 22 January 2021. 

Claims 1-19 and 21 are currently pending and have been examined. 

Response to Arguments 

Applicant's arguments wth respect to Claims 1-19 and 21 have been considered but are 

moot because the new ground of rejection does not rely on any reference applied in the prior 

rejection of record for any teaching or matter specifically challenged in the argument. 

Regarding Applicant's argument that Kofuji fails to disclose that distal ends of the 

retaining means extend in a direction radially outwardly into the mndow to a point at or radially 

inwardly from an outer wall of the first member, the Examiner presents a prior art, Krude et al. 

(US, 6,739,422 B2), wherein Krude et al. (Figs. 1-10) teaches a joint assembly (10) comprising a 

first member (72) having a first engagement means (75), a second member (41) having a second 

engagement means (52) to couple mth the first engagement means (75) forming a coupling 

between the first and second members (72, 41), a mndow (74) formed mthin the first member 

(72), and a retaining means (57) configured to retain the coupling of the first and second 

members (72, 41), wherein the retaining means (57) include distal ends (65, 66) extending in a 

direction radially outwardly into the mndow to a point at or radially inwardly from an outer wall 

of the first member (72). 

Further, Krude et al. has also been used as a teaching reference to modify the retaining 

means of previously applied prior art Kofuji such that distal ends of the retaining means do not 

extend outside the mndow in order to prevent any interference mth external parts located 

outside the mndow. 

Regarding Applicant's argument that none of the cited references discloses a seal coupled 

to a second member adjacent the end of the first member and coupled to a first member adjacent 

a mndow formed in the first member and that the boot of Sugiyama et al. is connected to a shaft 

at a point distal from an end of a cylindrical section, the Examiner's respectfully disagrees and 
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would like to point out that Sugiyama is merely being used to teach the use of a boot as a seal to 

prevent an invasion of water or dust from the window or openings and that, when added to the 

joint assembly of Kofuji, the boot of Sugiyama et al. is capable of being coupled to the second 

member adjacent the end of the first member and to the first member adjacent the window 

formed in the first member, such that the boot covers the window. 

Claim Rejections - 35 USC§ 102 

The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 

basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless -

(a)(l) the claimed invention was patented, described in a printed publication, or in public use, on 
sale or otherwise available to the public before the effective filing date of the claimed invention. 

Claims 1-7, 9-12, 14-16, and 18-19 are rejected under 35 U.S.C.102(a) (1) as being 

anticipated by Krude et al. (US 6,739,422 B2). 

With respect to Claim 1, Krude et al. (Figs. 1-10) discloses a joint assembly (10) 

compnsmg: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member ( 41) having a second engagement means (52, an outer toothing), a 

portion ( 5 5) of the second member ( 41) disposed within the first member (7 2 ), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member ( 41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member ( 41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), a portion (65, 66) of the retaining means (57) accessible 

through the window (74 ), wherein distal ends (65, 66) of the retaining means (57) extend in a 

direction radially outwardly into the window (74) to a point at or radially inwardly from an outer 

wall of the first member (72). 

With respect to Claim 2, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim 1 and that the first member (72) includes an open end (82) and the first engagement means 

(75) of the first member (72) is formed within the open end (82). 
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With respect to Claim 3, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim 2 and that wherein the portion ( 5 5) of the second member ( 41) disposed within the first 

member (72) is disposed within the open end (82) and includes the second engagement means 

(52). 

With respect to Claim 4, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim 2 and that the window (74) is continuous with the open end (82) as best shown in Fig. 2. 

With respect to Claim 5, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim I and that the first engagement means (7 5) includes a first plurality of splines (inner 

toothing) and the second engagement means (52) includes a second plurality of splines ( outer 

toothing). 

With respect to Claim 6, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim I and that the first member (72) includes an interior surface recess (76) receiving a portion 

of the retaining means (57) and the second member (41) includes an exterior surface recess (53) 

receiving another portion of the retaining means (57), wherein the retaining means (57) being 

received in the interior surface recess (76) and exterior surface recess (53) is best shown in Fig. 

7. 

With respect to Claim 7, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim I and that the retaining means (57) is configured as a retaining ring (a securing ring). 

With respect to Claim 9, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim I and further comprising a constant velocity joint (71) coupled to the first member (72). 

With respect to Claim 10, Krude et al. (Figs. 1-10) discloses a vehicle driveline 

comprising the joint assembly (10) of Claim 1, wherein the joint assembly (10) of Claim I is 

used for supporting a wheel of a motor vehicle and for drivingly connecting the wheel to a 

driveshaft. See Abstract. 

With respect to Claim 11, Krude et al. (Figs. 1-10) discloses a vehicle comprising the 

joint assembly (10) of Claim 1, wherein the joint assembly (10) of Claim I is used for supporting 

a wheel of a motor vehicle and for drivingly connecting the wheel to a driveshaft. See Abstract. 

With respect to Claim 12, Krude et al. (Figs. 1-10) discloses a joint assembly (10) 

compnsmg: 

a first member (72) having an open end (82) and a first plurality of splines (75, an inner 

toothing) formed within the open end (82); 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0178



Application/Control Number: 15/966,085 
Art Unit: 3678 

Page5 

a second member ( 41) having a second plurality of splines (52, an outer toothing) formed 

thereon, a portion (55) of the second member (41) disposed within the first member (72), the 

second plurality of splines (52) engaging the first plurality of splines (75) to provide a coupling 

of the second member (41) to the first member (72); 

a window (74) formed within the first member (72) where the portion (55) of the second 

member (41) is disposed within the first member (72); and 

a retaining ring (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), a portion (65, 66) of the retaining ring accessible through 

the window (7 4 ), the first member (72) including an interior surface annular recess (7 6) 

receiving a portion of the retaining ring (57) and the second member ( 41) including an exterior 

surface annular recess (53) receiving another portion of the retaining ring (57) (best shown in 

Fig. 7), wherein distal ends (65, 66) of the retaining ring (57) extend in a direction radially 

outwardly into the window (7 4) to a point at or radially inwardly from an outer wall of the first 

member (72). 

With respect to Claim 14, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim 12 and further comprising a constant velocity joint (71) coupled to the first member (72). 

With respect to Claim 15, Applicant is reminded that, under the principles of inherency, 

if a prior art device, in its normal and usual operation, would necessarily perform the method 

claimed, then the method claimed will be considered to be anticipated by the prior art device. 

When the prior art device is the same as a device described in the specification for carrying out 

the claimed method, it can be assumed the device will inherently perform the claimed process. In 

re King, 801 F.2d 1324, 231 USPQ 136 (Fed. Cir. 1986). See MPEP 211.02. 

Therefore, Krude et al. (Figs. 1-10) discloses a method of servicing a joint assembly (10) 

compnsmg: 

providing the joint assembly (10), the joint assembly (10) including: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), 

a portion (55) of the second member (41) disposed within the first member 

(72), the second engagement means (52) engaging the first engagement means 

(7 5) to provide a coupling of the second member ( 41) to the first member 

(72); 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0179



Application/Control Number: 15/966,085 
Art Unit: 3678 

Page6 

a window (7 4) formed within the first member (72) where the portion (55) of the 

second member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the 

second member (41) to the first member (72), a portion (65, 66) of the 

retaining means (57) accessible through the window (7 4 ), wherein distal ends 

(65. 66) of the retaining means (57) extend in a direction radially outwardly 

into the window (7 4) to a point at or radially inwardly from an outer wall of 

the first member (72); 

manipulating the retaining means (57) through the window (74) to release the coupling of 

the second member ( 41) to the first member (7 2); and 

separating the first member (7 2) and the second member ( 41) by disengaging the second 

engagement means (52) from the first engagement means (75). 

With respect to Claim 16, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim 15 and that the joint assembly further comprises a constant velocity joint (71) coupled to 

the first member (72). 

With respect to Claim 18, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim 15 and further comprising coupling the separated first member (72) with another second 

member to form another joint assembly, wherein the retaining means (57) can be simply attached 

and detached from the joint assembly, thereby allowing the separated first member (72) to be 

capable of coupling with another second member to form another joint assembly. 

With respect to Claim 19, Krude et al. (Figs. 1-10) discloses the limitations set forth in 

Claim 15 and further comprising coupling the separated second member ( 41) with another first 

member to form another joint assembly, wherein the retaining means (57) can be simply attached 

and detached from the joint assembly, thereby allowing the separated second member ( 41) to be 

capable of coupling with another first member to form another joint assembly. 

Claim Rejections - 35 USC§ 103 

The following is a quotation of 35 U.S.C. 103 which forms the basis for all obviousness 

rejections set forth in this Office action: 

A patent for a claimed invention may not be obtained, notwithstanding that the claimed invention is not 
identically disclosed as set forth in section 102, if the differences between the claimed invention and the 
prior art are such that the claimed invention as a whole would have been obvious before the effective 
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With respect to Claim 1, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member (43) having a first engagement means (86, a spline hole); 

a second member ( 45) having a second engagement means (84, a spline section), a 

portion ( 45b) of the second member ( 45) disposed within the first member ( 43 ), the second 

engagement means (84) engaging the first engagement means (86) to provide a coupling of the 

second member (45) to the first member (43); 

a window (93, a notched section) formed within the first member ( 43) where the portion 

( 45b) of the second member ( 45) is disposed within the first member ( 43 ); and 

a retaining means (95, a circular clip) configured to retain the coupling of the second 

member (45) to the first member (43), a portion (95h) of the retaining means (95) accessible 

through the window (93). 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly ( 10) comprising: 

a first member (72) having a first engagement means (7 5, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion ( 5 5) of the second member ( 41) disposed within the first member (7 2 ), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member ( 41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), a portion (65, 66) of the retaining means (57) accessible 

through the window (74 ), wherein distal ends (65, 66) of the retaining means (57) extend in a 
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direction radially outwardly into the window (74) to a point at or radially inwardly from an outer 

wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

With respect to Claim 2, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim I and Kofuji (Fig. 4) further discloses that the first member ( 43) includes an open end 

and the first engagement means (86) of the first member (43) is formed within the open end. 

With respect to Claim 3, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim 2 and Kofuji (Fig. 4) further discloses that the portion ( 45b) of the second member ( 45) 

disposed within the first member ( 43) is disposed within the open end and includes the second 

engagement means (84 ). 

With respect to Claim 4, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim 2 and Kofuji (Fig. 4) further discloses that the window (93) is continuous with the open 

end. See Paragraph 0051, wherein the window (93) has a section opening towards the tip of the 

tubular engaging section (85) from a first annular groove (91) of the first member (43). 

With respect to Claim 5, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim I and Kofuji (Fig. 4) further discloses that the first engagement means (86) includes a 

first plurality of splines (spline hole) and the second engagement means(84) includes a second 

plurality of splines (spline section). 

With respect to Claim 6, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim I and Kofuji (Fig. 4) further discloses that the first member ( 43) includes an interior 

surface recess (91) receiving a portion of the retaining means and the second member ( 45) 

includes an exterior surface recess (92) receiving another portion of the retaining means (95). 

See Paragraph 0053, wherein the retaining means (95) is disposed spanning the interior surface 

recess (91) and the exterior surface recess (92 ). 

With respect to Claim 7, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim I and Kofuji (Fig. 4) further discloses that the retaining means (95) is configured as a 

retaining ring ( circular clip). 
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With respect to Claim 9, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim I and Kofuji (Fig. 3) further discloses further comprising a constant velocity joint ( 47, a 

shaft length variation mechanism; see Paragraph 0036) coupled to the first member ( 43 ). 

With respect to Claim 10, Kofuji in view of Krude et al. discloses a vehicle drive line ( 41; 

Figs. 2-3 of Kofuji) comprising the joint assembly of Claim 1. 

With respect to Claim 11, Kofuji in view of Krude et al. discloses a vehicle (10; Figs. 1-3 

of Kofuji) comprising the joint assembly of Claim 1. 

With respect to Claim 12, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member ( 43) having an open end and a first plurality of splines (86, a spline hole) 

formed within the open end; 

a second member ( 45) having a second plurality of splines (84, a spline section) formed 

thereon, a portion (45b) of the second member (45) disposed within the first member (43), the 

second plurality of splines (84) engaging the first plurality of splines (86) to provide a coupling 

of the second member (45) to the first member(43); 

a window (93, a notched section) formed within the first member ( 43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining ring (95, a circular clip) configured to retain the coupling of the second 

member (45) to the first member (43), a portion (95h) of the retaining ring (95) accessible 

through the window (93), the first member (43) including an interior surface annular recess (91) 

receiving a portion of the retaining ring and the second member ( 45) including an exterior 

surface annular recess (92) receiving another portion of the retaining ring (see Paragraph 0053, 

wherein the retaining means (95) is disposed spanning the interior surface annular recess (91) 

and the exterior surface annular recess (92)). 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly (10) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion ( 5 5) of the second member ( 41) disposed within the first member (7 2 ), the second 
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engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member ( 41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member ( 41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), a portion (65, 66) of the retaining means (57) accessible 

through the window (74 ), wherein distal ends (65, 66) of the retaining means (57) extend in a 

direction radially outwardly into the window (74) to a point at or radially inwardly from an outer 

wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

With respect to Claim 14, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim 12 and Kofuji (Fig. 3) further comprising a constant velocity joint ( 4 7, a shaft length 

variation mechanism; see Paragraph 0036) coupled to the first member ( 43 ). 

With respect to Claim 15, Applicant is reminded that, under the principles of inherency, 

if a prior art device, in its normal and usual operation, would necessarily perform the method 

claimed, then the method claimed will be considered to be anticipated by the prior art device. 

When the prior art device is the same as a device described in the specification for carrying out 

the claimed method, it can be assumed the device will inherently perform the claimed process. In 

re King, 801 F.2d 1324, 231 USPQ 136 (Fed. Cir. 1986). See MPEP 211.02. 

Therefore, Kofuji (Figs. l-6c) discloses a method of servicing a joint assembly 

compnsmg: 

providing (Fig. 4) the joint assembly, the joint assembly (Figs. 4) including: 

a first member ( 43) having a first engagement means (86, spline hole); 

a second member ( 45) having a second engagement means(84, a spline section), a 

portion ( 45b) of the second member ( 45) disposed within the first member 

(43), the secondengagementmeans(84) engaging the first engagement means 
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(86) to provide a coupling of the second member ( 45) to the first member 

(43); 

a window (93, a notched section) formed within the first member ( 43) where the 

portion ( 45b) of the second member ( 45) is disposed within the first member 

(43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the 

second member (45) to the first member (43), a portion (95h) of the retaining 

means (95) accessible through the window (93); 

manipulating (Figs. 5a-5b) the retaining means (95) through the window (93) to release 

the coupling of the second member ( 45) to the first member ( 43 ); and 

separating (Figs. 6a-6c) the first member ( 43) and the second member ( 45) by 

disengaging the second engagement means from the first engagement means. 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly (10) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion ( 5 5) of the second member ( 41) disposed within the first member (7 2 ), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member ( 41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member ( 41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), a portion (65, 66) of the retaining means (57) accessible 

through the window (74 ), wherein distal ends (65, 66) of the retaining means (57) extend in a 

direction radially outwardly into the window (74) to a point at or radially inwardly from an outer 

wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 
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et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

With respect to Claim 16, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim 15 and Kofuji (Fig. 3) further discloses that the joint assembly further comprises a 

constant velocity joint ( 4 7, a shaft length variation mechanism; see Paragraph 0036) coupled to 

the first member (43). 

With respect to Claim 18, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim 15 and Kofuji (Figs. 2-3) further comprising coupling the separated first member (43) 

with another second member to form another joint assembly, wherein the retaining means (95) 

can be simply attached and detached from the joint assembly, thereby allowing the separated firg: 

member ( 43) to be capable of coupling with another second member to form another joint 

assembly. 

With respect to Claim 19, Kofuji in view of Krude et al. discloses the limitations set forth 

in Claim 15 and Kofuji (Figs. 2-3) further comprising coupling the separated second member 

( 45) with another first member to form another joint assembly, wherein the retaining means (95) 

can be simply attached and detached from the joint assembly, thereby allowing the separated 

second member ( 45) to be capable of coupling with another first member to form another joint 

assembly. 

Claims 8, 13, and 17 are rejected under 35 U.S.C. 103 as being unpatentable over 

Kofuji (US 2009/0233723 Al) in view of Krude et al. (US 6,739,422 B2), as applied to 

Claims 1-7, 9-12, 14-16, and 18-19, and further in view of Sugiyama et al. (US 2018/0003240 

Al). 

With respect to Claims 8 and 13, Kofuji in view of Krude et al. discloses the limitations 

set forth in Claims 1 and 12 respectively but fails to disclose that the joint assembly further 

comprises a seal configured to cover the window. 

However, Sugiyama et al. (Fig. 4-7) teaches a joint assembly comprising a first member 

(30), a second member ( 11, 12) coupled to the first member (30), and a retaining means(8) 

configured to retain the coupling of the second member ( 11, 12) to the first member (30), 

wherein the retaining means (8) is inserted into through holes(3 l, 32) from an outer peripheral 

side of the first member (30) and being engaged with an engagement groove of the second 
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Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji in view of 

Krude et al. with a seal or a water-proof boot as taught by Sugiyama et al. for the purpose of 

preventing an invasion of water or dust from the window or openings. 

With respect to Claim 17, Kofuji discloses the limitations set forth in Claim 15 but fails 

to discloses that the joint assembly further comprises a seal configured to cover the window and 

the method further comprises uncovering the window from the seal prior to manipulating the 

retaining means through the window to release the coupling of the second member to the first 

member. 

However, Sugiyama et al. (Fig. 4-7) teaches a joint assembly comprising a first member 

(30), a second member ( 11, 12) coupled to the first member (30), and a retaining means(8) 

configured to retain the coupling of the second member ( 11, 12) to the first member (3 0 ), 

wherein the retaining means (8) is inserted into through holes (31, 32) from an outer peripheral 

side of the first member (30) and being engaged with an engagement groove of the second 

member(ll, 12). Sugiyama et al. (Fig. 7)furtherteachesa seal(35, a water-proofboot) 

configured to cover the through holes (31, 32), wherein the seal (35) can be removed from the 

joint assembly to uncover the through holes (31, 32). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. for the purpose of preventing an invasion of 

water or dust from the window or openings. 

Claim 21 is rejected under 35 U.S.C.103 as being unpatentable over Kofuji (US 

2009/0233723 Al) in view of Sugiyama et al. (US 2018/0003240 Al). 

With respect to Claim 21, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member (43) having a first engagement means (86, a spline hole); 

a second member ( 45) having a second engagement means (84, a spline section), a 

portion (45b) of the second member (45) disposed within the first member (43), the second 
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engagement means (84) engaging the first engagement means (86) to provide a coupling of the 

second member (45) to the first member (43); 

a window (93, a notch section) formed within the first member (43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the second 

member (45) to the first member (43), a portion (95h) of the retaining means (95) accessible 

through the window (93). 

Kofuji fails to disclose a seal configured to cover the window, the seal coupled to the 

second member adjacent an end of the first member, the seal coupled to the first member 

adjacent the window. 

However, Sugiyama et al. (Figs. 4-7) teaches a joint assembly comprising a first member 

(30), a second member ( 11, 12) coupled to the first member (30), and a retaining means(8) 

configured to retain the coupling of the second member ( 11, 12) to the first member (3 0 ), 

wherein the retaining means (8) is inserted into through holes (31, 32) from an outer peripheral 

side of the first member (30) and being engaged with an engagement groove of the second 

member (12). 

Sugiyama et al. (Fig. 7) further teaches a seal (35, a water-proof boot) configured to 

cover the through holes (31, 32), the seal coupled to the second member (12) adjacent an end 

(3 6) of the first member (30 ), the seal coupled to the first member ( 11, 12 ), wherein the seal (3 5), 

as stated on Paragraph 0058, is mounted on the first member (30) and on the first member (11, 

12) of the output shaft (3). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. such that it is coupled to the second member 

adjacent the end of the first member and to the first member adjacent the window for the purpose 

of preventing an invasion of water or dust from the window or openings. 

Conclusion 

IBIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time 

policy as set forth in 37 CFR l.136(a). 
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A shortened statutory period for reply to this final action is set to expire THREE 

MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 

MONT HS of the mailing date of this final action and the advisory action is not mailed until after 

the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 

will expire on the date the advisory action is mailed, and any extension fee pursuant to 3 7 

CFR 1.136( a) will be calculated from the mailing date of the advisory action. In no event, 

however, will the statutory period for reply expire later than SIX MONT HS from the mailing 

date of this final action. 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to ALEXUS CAMERO whose telephonenumberis(571)272-8629. 

The examiner can normally be reached on M-F 9 :00 am to 5 :00 pm EST . 

Examiner interviews are available via telephone, in-person, and video conferencing using 

a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is 

encouraged to use the USPT O Automated Interview Request (AIR) at 

http://www.uspto.gov/intervie\\l)ractice. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Amber Anderson can be reached on (571 )270-5281. The fax phone number for the 

organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 

Application Information Retrieval (PAIR) system. Status information for published applications 

may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 

applications is available through Private PAIR only. For more information about the PAIR 

system, see https://ppair-my.uspto.gov/pair/PrivatePair. Should you have questions on access to 

the Private PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll­

free). If you would like assistance from a USPTO Customer Service Representative or access to 

the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000. 

/ ALEXUS CAMERO/ 
Examiner, Art Unit 3678 
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To: 
From: 

tlopez@shumaker.com,dmiller@shumaker.com,cgolupski@shumaker.com 
PAIR_eOfficeAction@uspto.gov 

Cc: PAIR_eOfficeAction@uspto.gov 
Subject: Private PAIR Correspondence Notification for Customer Number 43935 

Mar 16, 2021 04:11 :28 AM 

Dear PAIR Customer: 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 
UNITED STATES 

The following USPTO patent application(s) associated with your Customer Number, 43935 , have 
new outgoing correspondence. This correspondence is now available for viewing in Private PAIR. 

The official date of notification of the outgoing correspondence will be indicated on the form PTOL-90 
accompanying the correspondence. 

Disclaimer: 
The list of documents shown below is provided as a courtesy and is not part of the official file 
wrapper. The content of the images shown in PAIR is the official record. 

Application 
15966085 

Document 
CTFR 

Mailroom Date 
03/16/2021 

Attorney Docket No. 
206898/5897 4-1 

To view your correspondence online or update your email addresses, please visit us anytime at 
https ://sportal. uspto .gov/secu re/myportal/privatepair. 

If you have any questions, please email the Electronic Business Center (EBC) at EBC@uspto.gov 
with 'e-Office Action' on the subject line or call 1-866-217-9197 during the following hours: 

Monday - Friday 6:00 a.m. to 12:00 a.m. 

Thank you for prompt attention to this notice, 

UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT APPLICATION INFORMATION RETRIEVAL SYSTEM 
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Electronic Version v1 .1 
Stylesheet Version v1 .2 

SUBMISSION TYPE: 

506652066 05/07/2021 

PATENT ASSIGNMENT COVER SHEET 

NEW ASSIGNMENT 

NATURE OF CONVEYANCE: SECURITY INTEREST 

CONVEYING PARTY DATA 

Name 

NEAPCO HOLDINGS, LLC 

RECEIVING PARTY DATA 

Name: PNC BANK, NATIONAL ASSOCIATION 

Street Address: 755 W. BIG BEAVER RD, STE 2400 

Internal Address: MAIL CODE: R1-YB94-24-1 

City: TROY 

State/Country: MICHIGAN 

Postal Code: 48084 

PROPERTY NUMBERS Total: 63 

Property Type Number 

Patent Number: 6682429 

Patent Number: 6705949 

Patent Number: 7025167 

Patent Number: 8382595 

Patent Number: 10309463 

Patent Number: 10955005 

Patent Number: 10680549 

Patent Number: 10734940 

Patent Number: 6702508 

Patent Number: 7047622 

Patent Number: 8075218 

Patent Number: 8544591 

Patent Number: 8038540 

Patent Number: 8231475 

Patent Number: 9631676 

Patent Number: 9709100 

Application Number: 15914486 

Application Number: 15966085 

Application Number: 16149361 

EPASID:PAT6698877 

Execution Date 

05/07/2021 
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Property Type Number 

Application Number: 16154318 

Application Number: 16211484 

Application Number: 16211608 

Application Number: 16212840 

Application Number: 16211452 

Application Number: 16449773 

Application Number: 16449690 

Application Number: 16663418 

Application Number: 16590596 

Application Number: 16591803 

Application Number: 16710596 

Application Number: 16783649 

Application Number: 16924505 

Application Number: 17025085 

Application Number: 16630471 

Application Number: 16664962 

Application Number: 63071741 

Patent Number: 10800254 

Patent Number: 10857878 

Application Number: 16160018 

Application Number: 16144002 

Application Number: 16159958 

Application Number: 16160102 

Patent Number: 10882527 

Patent Number: 10833512 

Application Number: 16135722 

Application Number: 16135713 

Application Number: 16522838 

Application Number: 16529253 

Application Number: 17030847 

Application Number: 62905481 

Application Number: 62912130 

Application Number: 62912138 

Application Number: 62916820 

Application Number: 62931283 

Application Number: 16160034 

Application Number: 17084722 

Application Number: 16668390 
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Property Type Number 

Application Number: 62905487 

Application Number: 62912122 

Application Number: 62931294 

Application Number: 17091137 

Application Number: 63134654 

Application Number: 63135682 

CORRESPONDENCE DATA 

Fax Number: 
Correspondence will be sent to the e-mail address first; if that is unsuccessful, it will be sent 
using a fax number, if provided; if that is unsuccessful, it will be sent via US Mail. 
Phone: 2164798005 
Email: ariana.rainbow@squirepb.com 
Correspondent Name: ARIANA RAINBOW 
Address Line 1: 4900 KEY TOWER 
Address Line 2: 127 PUBLIC SQUARE 
Address Line 4: CLEVELAND, OHIO 44115 

ATTORNEY DOCKET NUMBER: 034397.00083 

NAME OF SUBMITTER: ARIANA RAINBOW 

SIGNATURE: /Ariana Rainbow/ 

DATE SIGNED: 05/07/2021 

This document serves as an Oath/Declaration (37 CFR 1.63). 

Total Attachments: 14 
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EXECUTION VERSION 

PATENT, TRADEMARK AND COPYRIGHT 
SECURITY AGREEMENT 

This PATENT, TRADEMARK AND COPYRIGHT SECURITY AGREEMENT (as 
amended, restated, supplemented, replaced and otherwise modified from time to time, this "IP 
Security Agreement") is made and entered into as of this 7th day of May, 2021, by and among 
EACH OF THE GRANTORS LISTED ON THE SIGNATURE PAGES HERETO and each of 
the other persons and entities that become bound hereby from time to time by joinder, assumption 
or otherwise (each a "Grantor" and collectively, the "Grantors") and PNC BANK, NATIONAL 
ASSOCIATION, a national banking association, in its capacity as Administrative Agent under and 
pursuant to the Credit Agreement, hereinafter defined (the "Secured Party"). Capitalized terms 
used herein but not otherwise defined herein shall have the meanings ascribed to such terms in the 
Credit Agreement or the Security Agreement, as applicable. 

Recitals: 

A. NEAPCO HOLDINGS, LLC, a Delaware limited liability company, as Borrower, 
(the "Borrower"), the Guarantors party thereto, as the "Guarantors", including, without limitation, 
the Grantors, the Lenders party thereto, as the "Lenders", PNC Bank, National Association, as the 
"Administrative Agent", and PNC Bank, National Association, as the "Swingline Loan Lender" 
and the "Issuing Lender", are the parties to that certain Credit Agreement of even date herewith 
( as amended, restated, supplemented, replaced and otherwise modified from time to time, the 
"Credit Agreement"). 

B. It is a condition precedent to the effectiveness of the Credit Agreement that the 
Grantors deliver this IP Security Agreement. 

C. The Grantors are party to that certain Security and Pledge Agreement dated as of 
May 7, 2021 (as amended, amended and restated, restated, supplemented or otherwise modified 
from time to time, the "Security Agreement") in favor of the Secured Party. 

Agreements: 

NOW THEREFORE, in consideration of the foregoing Recitals, and for other good and 
valuable consideration, the receipt and sufficiency of which are hereby acknowledged, each 
Grantor and the Secured Party hereby agree as follows: 

1. INCORPORATION OF CREDIT AGREEMENT AND SECURITY 
AGREEMENT. The Credit Agreement and the Security Agreement and the terms and provisions 
thereof are hereby incorporated herein in their entirety by this reference. 

2. SECURITY INTEREST IN U.S. PATENTS, TRADEMARKS, COPYRIGHTS, 
ETC. Each Grantor hereby pledges and grants to the Secured Party for the benefit of the Secured 
Parties a lien on and security interest in and to all of its right, title and interest in, to and under all 
the following Proprietary Collateral of such Grantor (collectively, the "IP Collateral") to secure, 
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among other things, the prompt and complete payment and performance in full when due of the 
Secured Obligations. 

(a) the Intellectual Property of such Grantor listed on Schedule I attached hereto which is 
incorporated herein by reference; and 

(b) all Proceeds of any and all of the foregoing. 

3. SECURITY AGREEMENT. The security interest granted pursuant to this IP 
Security Agreement is granted in conjunction with the security interest granted to the Secured 
Party pursuant to the Security Agreement and the Grantors hereby acknowledge and affirm that 
the rights and remedies of the Secured Party with respect to the security interest in the IP Collateral 
made and granted hereby are more fully set forth in the Security Agreement. In the event that any 
provision of this IP Security Agreement is deemed to conflict with the Security Agreement, the 
provisions of the Security Agreement shall control unless the Secured Party shall otherwise 
determine. 

4. TERMINATION. Upon the termination of the security interests granted to the 
Secured Party under the Security Agreement in accordance with Section 21 thereof, the liens on 
the IP Collateral granted hereunder shall terminate and the Secured Party shall execute, 
acknowledge, and deliver to the Grantors an instrument in writing in recordable form releasing the 
IP Collateral. 

5. COUNTERPARTS. This IP Security Agreement may be executed in any number 
of counterparts, all of which shall constitute one and the same instrument, and any party hereto 
may execute this IP Security Agreement by signing and delivering one or more counterparts. 

6. GOVERNING LAW. Section 12.11 of the Credit Agreement is incorporated 
herein, mutatis mutandis, as if a part hereof. 

[Signatures Follow on Next Page] 
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JN \VlTNESS \VHEREOF, the parties hereto have executed this Patent, Trade1naxk and 
Copyright Security Agreement as of the date first above ,vritten. 

GRANT(1RS: 

NEAPCO HOLDINGS~ LLC 
NEAJ~co REAL ESTATE, LLC 
NEAPCO INTELLECTUAL PROPERTY 
HOLDINGS, LLC 
ELECTRIC PROl>ULSlON TECHNOLOGIES, 
LLC 
NEAPCO COMPONENTS, LLC 
NEAPCO DRfVELINES, LLC 

Name: Robert P, Lenard 
Title: Chief Financial Officer 

i Signature Page to lP Security i\gr·eernent] 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0208



A .. ccepted and Agreed: 

PNC BANK~ NATIONAL ASSOCIATION, 
as Secured Party 

Bv: ...-1/{~~t{ l:::.:;~,/£."'·1J~'.,},t:i 
N;i;e: Scott N~iderheide 
Th.le: Senior Vice President 

[Signature Page to IP Security Agreemeni] 
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SCHEDULE I 
To 

PATENT, TRADEMARK AND COPYRIGHT SECURITY AGREMENT 

Patents 

Shaft with a venting system I 2008 ACH asset I US6682429 I 2004/01/27 
acquisition 

Shaft spline having a straight side tooth 2008 ACH asset I US6705949 I 2004/03/16 
profile acquisition 
A shaft to transfer torque in a vehicle 2008 ACH asset I US7025167 I 2006/04/11 

acquisition 
Torque limiting driveline 2006 Neapco acquisition US8382595 2013/02/26 
Joint member with extension travel 2019/02/25 US10309463 2016/08/26 
restriction feature 
Cardan universal joint seal with optimized 2021/03/23 US10955005B2 2017/06/19 
lip orientations 
Solar panel drive shaft 2020/06/09 US 10680549B2 2016/09/27 

2020/08/04 US10734940B2 2016/09/27 
Mechanical Connection using non-circular 2010 TeDrive acquisition US6702508 2004/03/09 
inter-fitting components 
Method for manufacturing a shaft-hub 2010 TeDrive acquisition US7047622 2006/05/23 
connection 
Prestressed shaft and hub connection having 2011/12/13 US8075218 2006/07/06 
a perfect cone shape 
Bearing device for the vibration-decoupled I 2013no101 I US8544591 I 2009109/14 
rotatable support 
Improved Tuned Mass Damper for Rotating I 2011non8 I US8038540 I 2010106121 
Shafts 
CV joint with mechanically efficient I 2012107131 I US8231475 I 2011108102 
assembly properties 

1959052.vl 
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I Granted I 2022/06/13 

I Granted I 2022106126 

I Granted I 2023103106 

Granted 2030/11/07 
Granted 2037/03/23 

Granted 2039/07/03 

Granted 2038/04/13 
Granted 2038/01/25 
Granted 2022/01/22 

Granted 2024/05/12 

Granted 2027/12/07 

I Granted I 2028102126 

I Granted I 2028n2n 8 

I Granted I 2030102101 
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Tripod joint having low vibration inducing 2017104125 US9631676 2012106129 Granted 2032106129 
forces 
Serration having an offset construction point 2017107/18 US9709100 2013107/16 Granted 2034104124 
Integrated post-weld knurling process and NIA US20180258980Al 2017103107 Pending NIA 
device for performing the same 
High retention force serviceable plug-on NIA US20180320742Al 2017105130 Pending NIA 
joint assembly 
Driveline assembly with variable thickness NIA US20190162227Al 2017/11127 Pending NIA 
tube wall 
Propeller shaft tube yoke optimized for NIA US20190113083Al 2017/10/16 Pending NIA 
improved weld fatigue reliability 
Semi-cylindrical/semi-spherical inner surface NIA US20190178297Al 2017/12108 Pending NIA 
of an outer race and a ball cage for a fixed 
constant velocity joint 
Constant velocity joint with cooperating boot NIA US20190178300Al 2017/12107 Pending NIA 
and shaft vent channels 
Propeller shaft with crash feature NIA US20190178302Al 2017/12108 Pending NIA 
Constant velocity joint with vent sleeve NIA US20190178299Al 2017107/12 Pending NIA 
Solid body umbrella vent for a constant NIA US20200003263Al 2018106127 Pending NIA 
velocity joint 
Center bearing assembly including a NIA US20200001708Al 2018106127 Pending NIA 
rotatable weld collar with a tuned damper 
Center bearing assembly including a NIA US20200055392Al 2018106127 Pending NIA 
rotatable weld collar with a tuned damper 
Joint assembly having a piloting cover for NIA 161590,596 2019/10102 Pending NIA 
centering a mating flange relative to an outer 
race of a constant velocity joint 
Propeller shaft yoke with improved tool NIA US20200108715Al 2018/10103 Pending NIA 
clearance 
Vehicle driveline joint having a venting and NIA US20200182305Al 2018/12/11 Pending NIA 
sealing cavity 
Slip-between-center propeller shaft assembly NIA US20200263737 Al 2019102/15 Pending NIA 
with radial thrust rings 
Slip-between-center propshaft assembly NIA US20210010529Al 2019107/10 Pending NIA 

1959052.vl 
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Propeller shaft yoke with protective shoulder NIA US20210088082Al 2019109120 Pending NIA 
for damper 
Constant-velocity joint NIA US20210088083Al 2018108/14 Pending NIA 
Ball constant velocity swivel with multi-cage NIA US20200132128Al 2019/10129 Pending NIA 
window 
Tapered Polygonal Connection for NIA 631071,741 2020108128 Pending NIA 
Automotive Drivelines 
Driveline Assembly for an Electric Vehicle 2020/10/13 US10800254B2 2017/10/16 Granted 2038/10/15 

Driveline Including a Variable End Reducer 2020/12108 US10857878 2020/12/18 Granted 2038/10/16 
Assembly 
Driveline Assembly Including Torque NIA US20190111802Al 2017/10/16 Pending NIA 
Vectoring System 
Luburicant-Supported Electric Motor NIA US20190093757Al 2017/10/16 Pending NIA 
Battery Cell Monitoring System NIA US20190115635Al 2017/10/16 Pending NIA 
High Coverage Battery Usage Monitor NIA US20190111800Al 2017/10/16 Pending NIA 

Torque Modulation to Linearize Tire Slip 2021101105 US10882527B2 2017/11/14 Granted 2039105/I0 
Characteristics 
Disposable Filter With An Accessory Port NIA US20190083908Al 2017109120 Pending NIA 
Disposable Filter Including An Integrated NIA US20190083912Al 2017109120 Pending NIA 
Sensor Assembly 
Cell Balancing With Local Sensing and 2020/11/10 US10833512B2 2017/11/14 Granted 2039101130 
Switching 
System and Method for Rotor Positioning NIA US20200036312Al 2018107127 Pending NIA 
within an Electric Motor 
Lubricant Supported Electric Motor with NIA US16529253 2019108101 Pending NIA 
Bearing Support 
Lubricant Supply Methods for Lubricant NIA US20210088124Al 2019109125 Pending NIA 
Supported Motor 
Lubricant Supported Electric Motor with NIA 621905481 2019 P Pending NIA 
Profiled Raceways 
Laminated Magnetic Structures for Lubricant NIA 621912130 2019 P Pending NIA 
Supported Motors 
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Lubricant Supported Motor with 2-Sided NIA 621912138 2019 P Pending NIA 
Radial Flux Configuration 
Magnetic Rotor Centering NIA 621916820 2019 P Pending NIA 
Orig: Internal Motor DC Bus with Per-Coil 
Current Switching) 
Hydrostatic Bearing Oil Film Design for NIA 621931283 2019 P Pending NIA 
Lubricant Supported Motor 
Lubricant-Supported Electric Motor NIA US20190093757Al 2017/10/16 Pending NIA 
Battery Cell Monitoring System NIA US20190115636Al 2017/10/16 Pending NIA 
Lubricant supported electric motor with NIA US20200044511Al 2018108102 Pending NIA 
bearing support 
Driveline Including a Variable End Reducer NIA US20210046818Al 2020/10130 Pending NIA 
Assembly (Continuation of #32) 
Lubricant supported electric motor with NIA US20200130408Al 2018/10130 Pending NIA 
wheel support 
LUBRICANT SUPPORTED ELECTRIC NIA 621905487 2019 P Pending NIA 
MOTOR WITH A MOVABLE RACEWAY 
AND AN OPTIMIZED METHOD OF 
OPERA TING SAME 
LUBRICANT SUPPORTED ELECTRIC NIA 621912122 2019 P Pending NIA 
MOTOR WITH A MONITORING PORT 
Lubricant Supported External Rotor NIA 621931294 2019 P Pending NIA 
Architectures 
System and Method for Providing Vehicle NIA 171091137 2020/11106 Pending NIA 
Alerts 
Sealed and Unsealed Electronic Assemblies NIA 63/134654 2021101107 Pending NIA 
Using Common Design 
System and Method for Optimizing Signal NIA 63/135682 2021101/11 Pending NIA 
Processing and Storage using Frequency-
Time Domain Conversion 
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Trademarks 

A-PPUtijti&P [R~gitt#fftjij NextActfon 
Number Number DueDate 

United States MANUFACTURING 7, 12, Allowed 88171375 26-Oct-
DRIVELINE 40 2018 
SOLUTIONS 

United States 4EVER 7, 12, Pending 90277923 26-Oct-
40 2020 

United States INNOVATIVE 7, 12 Registered 77604091 30-Oct- 3886900 07-Dec-2010 07-Dec-
DRIVE TRAIN 2008 2030 
SOLUTIONS 

United States NEAPCO 7, 12 Registered 71530113 31-Jul- 519167 27-Dec-1949 27-Dec-
1947 2029 

United States cneapoo 7, 12 Registered 77542345 08- 3751150 23-Feb-2010 23-Feb-
Aug- 2030 
2008 

United States NEAPCO 12 Registered 87467900 30- 5442194 10-Apr-2018 IO-Apr-
May- 2024 
2017 

United States NEW ENGLAND AUTO 7, 12 Registered 88433819 16- 6257740 26-Jan-2021 26-Jan-2027 
PRODUCTS May-
CORPORATION 2019 

United States 6:.1$ l'R<'.><.>,;(·~ 7, 12 Registered 88434011 16- 6257741 26-Jan-2021 26-Jan-2027 

( -1 ___ .'\ May-
,;,· l 2019 I :• ~ 

\ 
~~-:.;... . ·----· 
~ 

United States TRAKHOOK 7, 12, Registered 88668629 25-Oct- 6252448 19-Jan-2021 19-Jan-2027 
40 2019 

United States 7, 12, Registered 88700903 21- 6252606 19-Jan-2021 19-Jan-2027 
1PAKJIDDK 40 Nov-

2019 

1959052.vl 

010-9207-0243/1 /AMERICAS 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0214



Copyrights 

United 2001 boot kit catalog no. FWD 2001 Registered I TX5419597 I 31-Jul-2001 
States 
United 2001 power-take off driveline catalog, no. 637 Registered I TX5361340 I 26-Mar-2001 
States 
United 2002 axle/ring & pinion catalog Registered TX5638458 02-Aug-2002 
States 
United 2002 universal joint catalog Registered TX5656469 02-Aug-2002 
States 
United 2005 UNIVERSAL JOINT CATALOG Registered TX6181573 20-Jun-2005 
States 
United 2007 UNIVERSAL JOINT CATALOG Registered I TX6831202 I 10-0ct-2007 
States 
United 85-0880 Ford outboard CV tool: no. NCV-29, Instruction Registered I TX2267479 I 16-Feb-1988 
States Sheet 
United Carquest universal joints Registered I TX6189707 I 20-Jun-2005 
States 
United CARQUEST UNIVERSAL JOINTS 2007 Registered I TX6831203 I 10-0ct-2007 
States 
United Driveline specialist master catalog DS 245 Registered TX6021527 17-Aug-2004 
States 
United Driveline specialist master catalog, DS 245 Registered TX5537053 14-Feb-2002 
States 
United Fiat Xl/9 and 128 : constant velocity driveshaft replacement Registered I TX2293732 I 16-Feb-1988 
States instructions 
United Fleetrite cross reference list Registered TX256370 29-May-1979 
States 
United Fleetrite universal joint repair kits catalog. Registered TX1470426 1 0-Sep-1984 
States 
United Fleetrite universal joint repair kits for all makes. Registered TX172284 08-Jan-1979 
States 
United Ford domestic models constant velocity (CV) Registered I TX2267478 I 16-Feb-1988 
States dri veshaft/joint/boot repair : no. NCV-102 
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United Front wheel drive products Registered I TX2278630 I 09-Mar-1988 
States 
United Front wheel drive products: catalog Registered I TX1771358 I 24-Feb-1986 
States 
United Front wheel drive products: catalog Registered I TX1256719 I 27-Dec-1983 
States 
United Front wheel drive products: catalog Registered I TX1226382 I 14-Nov-1983 
States 
United GM A-, C-, H-, J-, N-, and X-series cars Registered I TX2293733 I 16-Feb-1988 
States 
United GME-& K-cars and S-series 4x4 trucks constant Registered I TX2267477 I 16-Feb-1988 
States velocity (CV) driveshaft/joint/boot repair : no. NCV-100 
United NAPA UNIVERSAL JOINT 2005 Registered I TX6181816 I 20-Jun-2005 
States 
United NAPA UNIVERSAL JOINTS 2007 Registered I TX6831200 I 10-0ct-2007 
States 
United Neapco 4-wheel drive universal joint repair kits: catalog Registered TX323171 04-Sep-1979 
States 
United Neapco part number interchange: [no.] IL-830. Registered TX171880 05-Jan-1979 
States 
United Neapco Power take-off catalog ... : argricultural, heavy- Registered I TX1068924 I 22-Feb-1983 
States duty truck, industrial. 
United Neapco power take-off products: catalog Registered I TX1903441 I 14-Jul-1986 
States 
United Neapco power train components: catalog Registered TX2552019 21-Apr-1989 
States 
United Neapco power train components: catalog Registered TX1903440 14-Jul-1986 
States 
United Neapco presents The catalog on remanufactured front wheel Registered I TX5827284 I 07-Jun-2002 
States drive axle assemblies 
United Neapco universal joint catalog ... : passenger car, foreign Registered I TX662056 I 30-Mar-1981 
States car, light, medium, heavy-duty trucks, industrial, marine 

construction 
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United 
States 
United 
States 
United 
States 
United 
States 
United 
States 
United 
States 

United 
States 
United 
States 
United 
States 
United 
States 
United 
States 
United 
States 
United 
States 

United 
States 

United 
States 
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Neapco universal joint catalog : passenger car, heavy duty I Registered 
truck, foreign car, light and medium duty truck : catalog 130 
Neapco: catalog I Registered 

Neapco: catalog I Registered 

Neapco's NIO00 series u-joints and yokes: for heavy duty I Registered 
mashing, mixin 
PD Q diagnostic guide for front wheel drive. I Registered 

PD Q: proven drive-train quality : passenger car, foreign I Registered 
car, light, medium & heavy duty trucks, marine, industrial, 
constructions : the hot line in power train components 
PDQ: proven drive-train quality: catalog 2-88FWD, Front I Registered 
wheel drive products. 
P Y power take-off products I Registered 

P Y power train components. I Registered 

P. T. 0. drive shafts & components/ Republic Parts, Inc. I Registered 
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Doc Code: A.NE.AFCP 
Document Description: After Final Consideration Pilot Program Request 

CERTIFICATION AND REQUEST FOR CONSIDERATION UNDER THE 
AFTER FINAL CONSIDERATION PILOT PROGRAM 2.0 

PTO/SB/434 (12-20) 

Practitioner Docket No.: Application No.: Filing Date: 

206898 15/966,085 04-30-2018 
First Named Inventor: Title: 

Michael Walter Hopson HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

APPLICANT HEREBY CERTIFIES THE FOLLOWING AND REQUESTS CONSIDERATION UNDER THE AFTER FINAL CONSIDERATION PILOT 
PROGRAM 2.0 {AFCP 2.0) OF THE ACCOMPANYING RESPONSE UNDER 37 CFR 1.116. 

1. The above-identified application is (i) an original utility, plant, or design non provisional application filed under 
35 U.S.C. 111{a) [a continuing application (e.g., a continuation or divisional application) is filed under 35 U.S.C. 111{a) and is 
eligible under (i)], or (ii) an international application that has entered the national stage in compliance with 35 U.S.C. 371{c). 

2. The above-identified application contains an outstanding final rejection. 

3. Submitted herewith is a response under 37 CFR 1.116 to the outstanding final rejection. The response includes an 
amendment to at least one independent claim, and the amendment does not broaden the scope of the independent claim in 
any aspect. 

4. This certification and request for consideration under AFCP 2.0 is the only AFCP 2.0 certification and request filed in 
response to the outstanding final rejection. 

5. 

6. 

7. 

8. 

• 
• 

Signature 

Applicant is willing and available to participate in any interview requested by the examiner concerning the present response. 

This certification and request is being filed electronically using the Office's electronic filing system {EFS-Web). 

Any fees that would be necessary consistent with current practice concerning responses after final rejection under 37 CFR 
1.116, e.g., extension of time fees, are being concurrently filed herewith. [There is no additional fee required to request 
consideration under AFCP 2.0.] 

By filing this certification and request, applicant acknowledges the following: 

Reissue applications and reexamination proceedings are not eligible to participate in AFCP 2.0 . 

The examiner will verify that the AFCP 2.0 submission is compliant, i.e., that the requirements of the program have been met 
(see items 1 to 7 above). For compliant submissions: 

o The examiner will review the response under 37 CFR 1.116 to determine if additional search and/or consideration 
(i) is necessitated by the amendment and (ii) could be completed within the time allotted under AFCP 2.0. If 
additional search and/or consideration is required but cannot be completed within the allotted time, the examiner 
will process the submission consistent with current practice concerning responses after final rejection under 
37 CFR 1.116, e.g., by mailing an advisory action. 

o If the examiner determines that the amendment does not necessitate additional search and/or consideration, or if 
the examiner determines that additional search and/or consideration is required and could be completed within 
the allotted time, then the examiner will consider whether the amendment places the application in condition for 
allowance (after completing the additional search and/or consideration, if required). If the examiner determines 
that the amendment does not place the application in condition for allowance, then the examiner will contact the 
applicant and request an interview. 

• The interview will be conducted by the examiner, and if the examiner does not have negotiation 
authority, a primary examiner and/or supervisory patent examiner will also participate. 

■ If the applicant declines the interview, or if the interview cannot be scheduled within ten {10) calendar 
days from the date that the examiner first contacts the applicant, then the examiner will proceed 
consistent with current practice concerning responses after final rejection under 37 CFR 1.116. 

Date Practitioner Registration No. 

/James D. Miller/ May 13, 2021 46,932 
Name (Print/Typed) Telephone Number 

James D. Miller 419-241-9000 
Note: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4(d) for signature requirements and certifications. Submit multiple 
forms if more than one signature is required, see below*. 

D *Total of forms are submitted. 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the 
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is 
35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which 
the information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission 
related to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and 
Trademark Office may not be able to process and/or examine your submission, which may result in termination 
of proceedings or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records 
may be disclosed to the Department of Justice to determine whether disclosure of these records is 
required by the Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting 
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in 
the course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress 
submitting a request involving an individual, to whom the record pertains, when the individual has 
requested assistance from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency 
having need for the information in order to perform a contract. Recipients of information shall be required 
to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system 
of records may be disclosed, as a routine use, to the International Bureau of the World Intellectual 
Property Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for 
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act 
(42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General 
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency's 
responsibility to recommend improvements in records management practices and programs, under 
authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA 
regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or 
Commerce) directive. Such disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either 
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 
151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to 
the public if the record was filed in an application which became abandoned or in which the proceedings 
were terminated and which application is referenced by either a published application, an application 
open to public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or 
regulation. 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

Application No.: 15/966,085 

Confirmation No.: 9702 

Filing Date: April 30, 2018 

Applicants: Michael Walter Hopson et al. 

Group Art Unit: 3678 

Examiner: Alexus Camero 

Title: HIGH RETENTION FORCE SERVICEABLE PLUG-ON 
JOINT ASSEMBLY 

Attorney Docket: 206898 

Mail Stop AF 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

AMENDMENT AFTER FINAL 

Honorable Commissioner: 

In response to the final Office Action mailed March 16, 2021, please amend the patent 

application as follows and consider the remarks set forth below. 

Additionally, Applicants submit herewith a Certification and Request for Consideration 

under the After Final Consideration Pilot Program 2.0. 
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AMENDMENTS TO THE CLAIMS 

The following listing of claims replaces all prior versions of claims in the application. 

1. (Currently Amended) A joint assembly comprising: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, a 

portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a coupling of 

the second member to the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; afl8: 

a retaining means configured to retain the coupling of the second member to the first 

member, a portion wherein distal ends of the retaining means are accessible through 

the window, wherein the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer 

wall of the first member, and wherein the retaining means is received partially into 

each of the interior surface recess of the first member and the exterior surface recess 

of the second member when the retaining means retains the coupling of the second 

member to the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window. 

2. (Original) The joint assembly of Claim 1, wherein the first member includes an open 

end and the first engagement means of the first member is formed within the open end. 

3. (Original) The joint assembly of Claim 2, wherein the portion of the second member 

disposed within the first member is disposed within the open end and includes the second 

engagement means. 
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4. (Original) The joint assembly of Claim 2, wherein the window is continuous with the 

open end. 

5. (Original) The joint assembly of Claim 1, wherein the first engagement means includes 

a first plurality of splines and the second engagement means includes a second plurality of splines. 

6. (Cancelled) 

7. (Original) The joint assembly of Claim 1, wherein the retaining means is configured as 

a retaining ring. 

8. (Cancelled) 

9. (Original) The joint assembly of Claim 1, further comprising a constant velocity joint 

coupled to one of the first member and the second member. 

10. (Original) A vehicle driveline comprising the joint assembly of Claim 1. 

11. (Original) A vehicle comprising the joint assembly of Claim 1. 
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12. (Currently Amended) A joint assembly comprising: 

a first member having an open end and a first plurality of splines formed within the open 

end; 

a second member having a second plurality of splines formed thereon, a portion of the 

second member disposed within the first member, the second plurality of splines 

engaging the first plurality of splines to provide a coupling of the second member to 

the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; ftfffi 

a retaining ring configured to retain the coupling of the second member to the first member, 

wherein distal ends a portion of the retaining ring are accessible through the 

window, the first member including an interior surface annular recess receiving a 

portion of the retaining ring and the second member including an exterior surface 

annular recess receiving another portion of the retaining ring, wherein the retaining 

means is received partially into each of the interior surface recess of the first member 

and the exterior surface recess of the second member when the retaining means 

retains the coupling of the second member to the first member, and wherein the 

distal ends of the retaining ring extend in a direction radially outwardly into the 

window to a point at or radially inwardly from an outer wall of the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window. 

13. (Cancelled) 

14. (Original) The joint assembly of Claim 12, further comprising a constant velocity joint 

coupled to one of the first member and the second member. 
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15. (Currently Amended) A method of servicing a joint assembly comprising: 

providing the joint assembly, the joint assembly including: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, 

a portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a 

coupling of the second member to the first member; 

a window formed within the first member where the portion of the second member 

is disposed within the first member; aoo 
a retaining means configured to retain the coupling of the second member to the first 

member, a portion wherein distal ends of the retaining means are accessible 

through the window, wherein the distal ends of the retaining means extend in 

a direction radially outwardly into the window to a point at or radially 

inwardly from an outer wall of the first member, and wherein the retaining 

means is received partially into each of the interior surface recess of the first 

member and the exterior surface recess of the second member when the 

retaining means retains the coupling of the second member to the first 

member; and 

a seal configured to cover the window, the seal coupled to the second member 

adjacent an end of the first member, the seal coupled to the first member 

adjacent the window; 

uncovering the window from the seal to provide access to the distal ends of the retaining 

means; 

manipulating the distal ends of the retaining means through the window to release the 

coupling of the second member to the first member; and 

separating the first member and the second member by disengaging the second engagement 

means from the first engagement means. 
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16. (Previously Presented) The method of servicing the joint assembly of Claim 15, 

wherein the joint assembly further comprises a constant velocity joint coupled to one of the first 

member and the second member. 

17. (Cancelled) 

18. (Previously Presented) The method of servicing the joint assembly of Claim 15, further 

comprising coupling the separated first member with another second member to form another joint 

assembly. 

19. (Previously Presented) The method of servicing the joint assembly of Claim 15, further 

comprising coupling the separated second member with another first member to form another joint 

assembly. 

20. (Canceled) 
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21. (Cancelled) 

22. (New) The joint assembly of Claim 1, wherein the window is covered by a cylindrical 

portion of the seal having an inner surface corresponding in shape to the outer wall of the first 

member. 

23. (New) The joint assembly of Claim 22, wherein the cylindrical portion of the seal 

engages the outer wall of the first member about at least a portion of a perimeter of the window. 

24. (New) The joint assembly of Claim 22, wherein the cylindrical portion of the seal is 

disposed at an end of the seal. 

25. (New) The joint assembly of Claim 24, wherein the cylindrical portion of the seal is 

disposed adjacent a portion of the seal spaced radially outwardly from each of the first member 

and the second member. 
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REMARKS 

Applicants submit herewith a Certification and Request for Consideration under the After 

Final Consideration Pilot Program 2.0 using form PTO/SB/434. The Amendment after final 

Office Action should accordingly be entered because the amendments to the independent claims 

can be determined to place the application in a condition for allowance without conducting 

additional search and consideration. 

Claims 1-5, 7, 9-12, 14-16, 18, 19, and 22-25 are pending in the patent application. 

Claim 20 was previously cancelled. 

Claims 6, 8, 13, 17, and 21 are currently cancelled. 

Claims 1, 12, and 15 are currently amended. Support for the amendments is found in the 

patent application as originally filed, including in the figures. 

Claims 22-25 are added as new. Support for the new claims is found in the patent 

application as originally filed, including in the figures. 

No new matter is added. 

Favorable reconsideration of the patent application in view of the following remarks is 

respectfully requested. 

REJECTIONS UNDER 35 U.S.C. §§ 102 AND 103 

Claims 1-7, 9-12, 14-16, 18, and 19 stand rejected under 35 U.S.C. § 102(a)(l) as 

anticipated by Krude et al. (U.S. Pat. No. 6,739,422). 

Claims 1-7, 9-12, 14-16, 18, and 19 alternatively stand rejected under 35 U.S.C. § 103 as 

unpatentable over Kofuji (U.S. Pat. Appl. Pub. No. 2009/0233723) in view ofKrude. 

Claims 8, 13, and 17 stand rejected under 35 U.S.C. § 103 as unpatentable over Kofuji in 

view ofKrude and further in view of Sugiyama et al. (U.S. Pat. Appl. Pub. No. 2018/0003240). 

Claim 21 stands rejected under 35 U.S.C. § 103 as unpatentable over Kofuji in view of 

Sugiyama. 

The rejections are respectfully traversed. 

Claims 1, 12, and 15 

Each of Claims 1, 12, and 15 now recites some form of the limitations "a window formed 

within the first member where the portion of the second member is disposed within the first 
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member," "wherein distal ends of the retaining means are accessible through the window," 

"wherein the distal ends of the retaining means extend in a direction radially outwardly into the 

window to a point at or radially inwardly from an outer wall of the first member," "wherein the 

retaining means is received partially into each of the interior surface recess of the first member 

and the exterior surface recess of the second member when the retaining means retains the 

coupling of the second member to the first member," and "a seal configured to cover the 

window, the seal coupled to the second member adjacent an end of the first member, the seal 

coupled to the first member adjacent the window." 

The amendments to each of Claims 1, 12, and 15 establish a different scope of the 

invention. Specifically, each of Claims 1, 12, and 15 now requires that the window is an opening 

provided specifically for accessing the distal ends of the retaining means, which extend radially 

outwardly into the window, while a remaining portion of the retaining means is at least partially 

received within each of the interior surface recess of the first member and the exterior surface 

recess of the second member. Claims 1, 12, and 15 therefore each relate to a joint assembly that 

has a retaining means disposed between and partially received within two components with 

respect to a radial direction of the joint assembly, hence such a window is utilized to access this 

position of the retaining means that is disposed radially inwardly of the outer wall of the first 

member. 

Claims 1, 12, and 15 further require that this window is covered by a seal spanning the 

first member and the second member. Such a seal is utilized to prevent ingress of debris or other 

materials that could enter through the window, and especially in view of the manner in which the 

window leads to the connection formed between the recited retaining means as indicated by the 

limitation that the window be formed "within the first member where the portion of the second 

member is disposed within the first member." The seal being coupled to the first member to cover 

the window and to the second member also indicates that seal covers both the window and the 

location where the second member is inserted into the first member, hence the seal covers two 

independent points of ingress of materials into the joint present between the first member and the 

second member. 

On page 12 of the Office Action the Examiner admits that Kofuji in view ofKrude fails to 

disclose the limitations relating to the seal configured to cover the window, and for this reason the 

Examiner relies upon the Sugiyama reference. 
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However, the Sugiyama reference does not disclose a window for accessing the distal ends 

of a retaining means disposed between a first member and a second member. Instead, Sugiyama 

discloses a pair of through holes (31, 32) formed to diametrically opposing sides of an output shaft 

(3) having an input shaft (2) received therein. The through holes (31, 32) are provided to allow for 

lateral portions of a retaining ring (8) to be passed through the through holes (31, 32) from an 

exterior of the output shaft (3) in such a manner that the lateral portions of the retaining ring (8) bear 

against radially extending surfaces of each of the shafts (2, 3) exposed by the through holes (31, 32). 

The lateral portions of the retaining ring (8) accordingly form an interference pattern within each of 

the through holes (31, 32) for preventing axial motion of the shafts (2, 3) relative to each other. As 

shown in Figs. l0(a) and (b) of Sugiyama, the distal ends of the retaining ring (8) are always 

exposed at a position exterior to and spaced from the through holes (31, 32), and are manipulated 

without having to access any portion of the retaining ring (8) via the through holes (31, 32). 

In view of the above, the Sugiyama reference is devoid of what could reasonably be 

construed as the "window" as recited in each of Claims 1, 12, and 15. The through holes (31, 32) do 

not provide access to the distal ends of the retaining means (8), and the retaining means (8) is not 

received partially into opposing grooves between the different shafts (2, 3). There is accordingly no 

motivation for one skilled in the art to look to the Sugiyama reference for guidance in creating a 

joint assembly having a seal for covering a window used to access such a retaining means, as the 

through holes (31, 32) are unrelated structures that play an entirely different structural role than the 

window of the present invention. 

As such, each of Claims 1, 12, and 15 is patentable over the cited combination ofreferences. 

Withdrawal of the rejections is respectfully requested. 

New Claims 22-25 

New Claims 22-25 further narrow the scope of the recited seal to differentiate the recited 

joint assembly from the cited combination ofreferences including the Sugiyama reference. 

New Claim 22 recites "wherein the window is covered by a cylindrical portion of the seal 

having an inner surface corresponding in shape to the outer wall of the first member." Claim 22 

accordingly establishes that the cylindrical portion has a close fit around the first member around 

the window as opposed to being spaced apart therefrom, thereby ensuring proper overage of the 

window. In contrast, the seal (35) of Sugiyama is spaced radially outwardly from the position of 
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each of the through holes (31, 32). Claim 22 is accordingly patentable over the cited combination of 

references for at least this additional reason. 

New Claim 23, which depends from 22, further recites "wherein the cylindrical portion of 

the seal engages the outer wall of the first member about at least a portion of a perimeter of the 

window." Once again, this limitation further establishes the close contact and prevention of entry 

into the window, whereas the perimeter of the through holes (31, 32) are in all cases spaced from 

the seal (3 5). Claim 23 is accordingly patentable over the cited combination of references for at 

least this additional reason. 

New Claim 24, which also depends from Claim 22, recites "wherein the cylindrical portion 

of the seal is disposed at an end of the seal." Claim 24 establishes that the window can be 

accessed by merely uncovering an end portion of the seal, as opposed to having to access an 

open space formed inwardly of an end of the seal. In contrast, a central portion of the seal (35) of 

Sugiyama must be accessed to reach the retaining ring (8). Claim 24 is accordingly patentable 

over the cited combination of references for at least this additional reason. 

Lastly, new Claims 25, which depends from Claim 24, further recites "wherein the 

cylindrical portion of the seal is disposed adjacent a portion of the seal spaced radially outwardly 

from each of the first member and the second member." Once again, this configuration is clearly 

contrary to that of Sugiyama, hence Claim 25 is patentable over the cited combination of 

references for at least this additional reason. 

Careful consideration of new Claims 22-25 is respectfully requested. 

Serial No. 15/966,085 Page 11 of 12 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0234



Attorney Docket: 206898 

CONCLUSION 

It is believed that the remaining claims of record are patentable over the cited art. 

Accordingly, a formal Notice of Allowance is respectfully solicited. If the Examiner believes 

that personal communication will expedite prosecution of this application, it is requested that a 

telephone interview be had with Applicants' undersigned attorney. 

SHUMAKER, LOOP & KENDRICK, LLP 
1000 Jackson Street 
Toledo, Ohio 43604-5573 
TEL 419 .241. 9000 
FAX 419.241.6894 

JDM/SLS 

Serial No. 15/966,085 

Respectfully submitted, 

By:----------­

J. Douglas Miller 
Reg. No. 46,932 

Scott L. Seaman 
Reg. No. 78,030 
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Advisory Action 
Application No. 
15/966,085 

Applicant(s) 

Hopson et al. 

Before the Filing of an Appeal Brief Examiner 

ALEXUS CAMERO 

Art Unit I AIA (FITF) Status 
3678 Yes 

--The MAILING DA TE of this communication appears on the cover sheet with the correspondence address -­

THE REPLY FILED 13 May 2021 FAILS TO PLACE THIS APPLICATION IN CONDITION FOR ALLOWANCE. 
NO NOTICE OF APPEAL FILED 
1. 0 The reply was filed after a final rejection. No Notice of Appeal has been filed. To avoid abandonment of this application, applicant must timely file 

one of the following replies: (1) an amendment, affidavit, or other evidence, which places the application in condition for allowance; 
(2) a Notice of Appeal (with appeal fee) in compliance with 37 CFR 41.31; or (3) a Request for Continued Examination (RCE) in compliance with 
37 CFR 1 .114 if this is a utility or plant application. Note that RCEs are not permitted in design applications. The reply must be filed within one of 
the following time periods: 

a) 0 The period for reply expires months from the mailing date of the final rejection. 

b) 0 The period for reply expires on: (1) the mailing date of this Advisory Action; or (2) the date set forth in the final rejection, whichever is later. 
In no event, however, will the statutory period for reply expire later than SIX MONTHS from the mailing date of the final rejection. 

c) 0 A prior Advisory Action was mailed more than 3 months after the mailing date of the final rejection in response to a first after-final reply filed 
within 2 months of the mailing date of the final rejection.The current period for reply expires months from the mailing date of 
the prior Advisory Action or SIX MONTHS from the mailing date of the final rejection, whichever is earlier. 

Examiner Note: If box 1 is checked, check either box (a), (b) or (c). ONLY CHECK BOX (b) WHEN THIS ADVISORY ACTION IS THE 
FIRST RESPONSE TO APPLICANTS FIRST AFTER-FINAL REPLY WHICH WAS FILED WITHIN TWO MONTHS OF THE FINAL 
REJECTION. ONLY CHECK BOX (c) IN THE LIMITED SITUATION SET FORTH UNDER BOX (c). See MPEP 706.07(1). 

Extensions of time may be obtained under 37 CFR 1.136(a). The date on which the petition under 37 CFR 1.136(a) and the appropriate 
extension fee have been filed is the date for purposes of determining the period of extension and the corresponding amount of the fee. The 
appropriate extension fee under 37 CFR 1 .17(a) is calculated from: (1) the expiration date of the shortened statutory period for reply originally 
set in the final Office action; or (2) as set forth in (b) or (c) above, if checked. Any reply received by the Office later than three months after the 
mailing date of the final rejection, even if timely filed, may reduce any earned patent term adjustment. See 37 CFR 1.704(b). 
NOTICE OF APPEAL 
2. 0 The Notice of Appeal was filed on . A brief in compliance with 37 CFR 41.37 must be filed within two months of the date of filing the Notice 

of Appeal (37 CFR 41.37(a)), or any extension thereof (37 CFR 41.37(e)), to avoid dismissal of the appeal. Since a Notice of 
Appeal has been filed, any reply must be filed within the time period set forth in 37CFR 41.37(a). 

AMENDMENTS 
3. 0 The proposed amendments filed after a final rejection, but prior to the date of filing a brief, will Il.Q1 be entered because 

a) 0 They raise new issues that would require further consideration and/or search (see NOTE below); 

b) 0 They raise the issue of new matter (see NOTE below); 

c) 0 They are not deemed to place the application in better form for appeal by materially reducing or simplifying the issues for 
appeal; and/or 

d) 0 They present additional claims without canceling a corresponding number of finally rejected claims. 
NOTE: (See 37CFR 1.116 and 41.33(a)). 

4. 0 The amendments are not in compliance with 37CFR 1.121. See attached Notice of Non-Compliant Amendment (PTOL-324). 

5. 0 Applicants reply has overcome the following rejection(s): See Continuation Sheet 

6. 0 Newly proposed or amended claim(s) ___ would be allowable if submitted in a separate, timely filed amendment canceling the non-allowable 
claim(s). 

7. 0 For purposes of appeal, the proposed amendment(s):(a)0will not be entered, or (b)Owill be entered, and an explanation of how the 
new or amended claims would be rejected is provided below or appended. 

AFFIDAVIT OR OTHER EVIDENCE 
8. 0 A declaration(s)/affidavit(s) under 37 CFR 1.13O{b) was/were filed on __ _ 

9. 0 The affidavit or other evidence filed after final action, but before or on the date of filing a Notice of Appeal will Il.Q1 be entered because applicant 
failed to provide a showing of good and sufficient reasons why the affidavit or other evidence is necessary and was not earlier presented. See 37 
CFR 1.116(e). 

10. 0 The affidavit or other evidence filed after the date of filing the Notice of Appeal, but prior to the date of filing a brief, will Il.Q1 be entered because 
the affidavit or other evidence failed to overcome all rejections under appeal and/or appellant fails to provide a showing of good and sufficient 
reasons why it is necessary and was not earlier presented. See 37 CFR 41.33(d)(1 ). 

11. 0 The affidavit or other evidence is entered. An explanation of the status of the claims after entry is below or attached. 
REQUEST FOR RECONSIDERATION/OTHER 
12. 0 The request for reconsideration has been considered but does NOT place the application in condition for allowance because: 

See Continuation Sheet. 
13. 0 Note the attached Information Disclosure Statemen~s). (PTO/SB/08) Paper No(s). 
14. 0 Other: PT0-2323. --

STATUS OF CLAIMS 
15. The status of the claim(s) is (or will be) as follows: 

Claim(s) allowed: . 
Claim(s) objected~ . 
Claim(s) rejected:1-5~,14-16,18-19 and 22-25. 
Claim(s) withdrawn from consideration :6,8, 13, 17 and 20-21. 

/ALEXUS CAMERO/ 
Examiner, Art Unit 3678 I 

/AMBER R ANDERSON/ 
Supervisory Patent Examiner, Art Unit 3678 

U.S. Patent and Trademark Office 
PTOL-303 (Rev. 08-2013) Advisory Action Before the Filing of an Appeal Brief PaperNo.20210526 
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Continuation Sheet (PTOL-303) 
Application No. 15/966,085 

NOTE: Continuation of (5), (7), (12): 

For the purposes of appeal, the proposed amendments will not be entered. The request for 
reconsideration has been considered but does NOT place the application in condition for allowance. 

Claim 1, upon being entered, would be rejected over the combination Kofuji in view of Krude et al. and 
Sugiyama et al. as stated in the Final Office Action mailed on 16 March 2021 (see rejections of Claims 1, 
6, 8, 12, 13, 15, and 17 on pages 7-13). 

Claims 22-25 would also be rejected over the combination Kofuji in view of Krude et al. and Sugiyama et 
al. Sugiyama et al. (Fig. 7) teaches a seal (35) having a cylindrical portion (36) having an inner surface 
corresponding in shape to the outer wall of the first member (30) and being disposed at an end of the seal 
(35). The seal (35) also includes a portion adjacent said cylindrical portion (36), and that is spaced radially 
outwardly from the first and second members (30, 11 ). See Paragraph 0058, wherein the portion adjacent 
said cylindrical portion (36) is "the middle section structured in a substantially bellows shape". The seal ( 
35) of Sugiyama et al., when combined to Kofuji in view of Krude et al., is capable of engaging the outer 
wall of the first member about at least a portion of a perimeter of the window of Kofuji, and is also capable 
of covering the window of Kofuji. 

The Examiner, however, further notes that Applicant's amendments, upon being entered, would overcome 
the outstanding 102 rejection over Krude et al. 
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15/966,085 Hopson et al. 

Examiner-Initiated Interview Summary Examiner Art AIA {First Inventor Page 
ALEXUS CAMERO Unit to File) Status 

3678 Yes 1 of 1 

ALEXUS CAMERO Examiner Telephonic 
Amber Anderson SPE 
Scott L. Seaman Attorne 

Date of Interview: 26 May 2021 

Issues Discussed: 

Proposed Amendment(s) 

Applicant's proposed amendments to Claim 1 and newly added Claims 22-25 have been discussed. The 
Examiner noted that Claims 22-25 are broadly written and that previously applied references, i.e. the 
combination of Kofuji in view of Krude et al. and Sugiyama et al., would be able to reject the amended 
Claim 1 and newly added Claims 22-25. 

The reference Sugiyama et al. and how it would be used to reject Claims 22-25 have been discussed. 
The Examiner has noted that, under broadest reasonable interpretation, Sugiyama et al. discloses each 
limitations recited in Claims 22-25. 

Moreover, possible incorporation of Claims 22-25 into Claim 1 has been discussed. It is suggested that 
limitations with regard to the seal upon adding to Claim 1 would need to be further specified/clarified, 
which will then require further search and consideration. 

/ALEXUS CAMERO/ 
Examiner, Art Unit 3678 I 

/AMBER R ANDERSON/ 
Supervisory Patent Examiner, Art Unit 3678 

Applicant is reminded that a complete written statement as to the substance of the interview must be made of record in 
the application file. It is the applicants responsibility to provide the written statement, unless the interview was initiated 
by the Examiner and the Examiner has indicated that a written summary will be provided. See MPEP 713.04 
Please further see: 
MPEP 713.04 
Title 37 Code of Federal Regulations (CFR) § 1.133 Interviews, paragraph (b) 
37 CFR § 1 .2 Business to be transacted in writing 

Applicant recordation instructions:lt is not necessary for applicant to provide a separate record of the substance of interview. 

Examiner recordation instructions: Examiners must summarize the substance of any interview of record. A complete 
and proper recordation of the substance of an interview should include the items listed in MPEP 713.04 for complete 
and proper recordation including the identification of the general thrust of each argument or issue discussed, a general 
indication of any other pertinent matters discussed regarding patentability and the general results or outcome of the 
interview, to include an indication as to whether or not agreement was reached on the issues raised. 

U.S. Patent and Trademark Office 
PTOL-413/413b (Rev. Oct. 2019) Interview Summary Paper No. 20210526 
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AFCP 2.0 
Decision 

Application No. 

15/966,085 

Examiner 

ALEXUS CAMERO 

Applicant(s) 

Hopson et al. 

Art Unit 

3678 

AIA (FITF) Status 

Yes 

This is in response to the After Final Consideration Pilot request filed 13 May 2021. 

1. Improper Request -The AFCP 2.0 request is improper for the following reason(s) and the after final amendment submitted with 

the request will be treated under pre-pilot procedure. 

2. Proper Request 

D An AFCP 2.0 request form PTO/SB/434 ( or equivalent document) was not submitted. 

D A non-broadening amendment to at least one independent claim was not submitted. 

D The request is not the first proper AFCP 2.0 request submitted in response to the most recent final 
rejection. 

0 Other: 

A. After final amendment submitted with the request will not be treated under AFCP 2.0. 
The after final amendment cannot be reviewed and a search conducted within the guidelines of the pilot program. 

0 The after final amendment will be treated under pre-pilot procedure. 

B. Updated search and/or completed additional consideration. 
The examiner performed an updated search and/or completed additional consideration of the after final amendment 
within the time authorized for the pilot program. The result(s) of the updated search and/or completed additional 
consideration are: 

U.S.Patent and Trademark Office 

PTOL-2323 (Rev. 10-14) 

0 1. All of the rejections in the most recent final Office action are overcome and a Notice of Allowance is 
issued herewith. 

0 2. The after final amendment would not overcome all of the rejections in the most recent final Office action 
. See attached interview summary for further details. 

0 3. The after final amendment was reviewed, and it raises a new issue(s). See attached interview summary 
for further details. 

D 4. The after final amendment raises new issues, but would overcome all of the rejections in the most recent 
final Office action. A decision on determining allowability could not be made within the guidelines of the 
pilot. See attached interview summary for further details, including any newly discovered prior art. 

05. Other: 

Examiner Note: Please attach an interview summary when necessary as described above. 

AFCP 2.0 Decision Part of Paper No. 20210526 
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DO NOT ENTER: /A.C./ 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

Application No.: 15/966,085 

Confirmation No.: 9702 

Filing Date: April 30, 2018 

Applicants: Michael Walter Hopson et al. 

Group Art Unit: 3678 

Examiner: Alexus Camero 

Title: HIGH RETENTION FORCE SERVICEABLE PLUG-ON 
JOINT ASSEMBLY 

Attorney Docket: 206898 

Mail Stop AF 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

AMENDMENT AFTER FINAL 

Honorable Commissioner: 

In response to the final Office Action mailed March 16, 2021, please amend the patent 

application as follows and consider the remarks set forth below. 

Additionally, Applicants submit herewith a Certification and Request for Consideration 

under the After Final Consideration Pilot Program 2.0. 
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To: 
From: 

tlopez@shumaker.com,dmiller@shumaker.com,cgolupski@shumaker.com 
PAIR_eOfficeAction@uspto.gov 

Cc: PAIR_eOfficeAction@uspto.gov 
Subject: Private PAIR Correspondence Notification for Customer Number 43935 

Jun 03, 2021 04:21 :42 AM 

Dear PAIR Customer: 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 
UNITED STATES 

The following USPTO patent application(s) associated with your Customer Number, 43935 , have 
new outgoing correspondence. This correspondence is now available for viewing in Private PAIR. 

The official date of notification of the outgoing correspondence will be indicated on the form PTOL-90 
accompanying the correspondence. 

Disclaimer: 
The list of documents shown below is provided as a courtesy and is not part of the official file 
wrapper. The content of the images shown in PAIR is the official record. 

Application 
15966085 

Document 
CTAV 
EXIN 
A.NE.AFCP.D 

Mailroom Date 
06/03/2021 
06/03/2021 
06/03/2021 

Attorney Docket No. 
206898/5897 4-1 
206898/5897 4-1 
206898/5897 4-1 

To view your correspondence online or update your email addresses, please visit us anytime at 
https ://sportal. uspto .gov/secu re/myportal/privatepair. 

If you have any questions, please email the Electronic Business Center (EBC) at EBC@uspto.gov 
with 'e-Office Action' on the subject line or call 1-866-217-9197 during the following hours: 

Monday - Friday 6:00 a.m. to 12:00 a.m. 

Thank you for prompt attention to this notice, 

UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT APPLICATION INFORMATION RETRIEVAL SYSTEM 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0243



Doc code: RCEX PTOISBl30EFS (02-18) 
Doc description: Request for Continued Examination (RCE) Approved tor use through 1113012020. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

REQUEST FOR CONTINUED EXAMINATION(RCE)TRANSMITTAL 
(Submitted Only via EFS-Web) 

Application 
t5966085 I Filing I ~018-04-03 

Docket Number 
f06898/58974-1 I 

Art I F678 Number Date {if applicable) Unit 

First Named 
Michael Waller Hopson 

Examiner 
§AMERO, ALEXUS I Inventor Name 

This is a Request for Continued Examination (RCE) under 37 CFR 1.114 of the above-identified application. 
Request for Continued Examination (RCE) practice under 37 CFR 1.114 does not apply to any utility or plant application filed prior to June 8, 
1995, or to any design application. The Instruction Sheet for this form is localed at WWW.USPTO.GOV 

SUBMISSION REQUIRED UNDER 37 CFR 1.114 

Note: If the RCE is proper, any previously filed unentered amendments and amendments enclosed with the RCE will be entered in the order 
in which they were filed unless applicant instructs otherwise. If applicant does not wish to have any previously filed unentered amendment(s) 
entered, applicant must request non-entry of such amendment(s). 

□ 
Previously submitted. If a final Office action is outstanding, any amendments filed after the final Office action may be considered as a 
submission even if this box is not checked. 

D Consider the arguments in the Appeal Brief or Reply Brief previously filed on 

D Other 

~ Enclosed 

~ Amendment/Reply 

□ Information Disclosure Statement (IDS) 

□ Affidavil(s)/ Declaration(s) 

□ other 

MISCELLANEOUS 

□ 
Suspension of action on the above-identified application is requested under 37 CFR 1.103(c) for a period of months 
(Period of suspension shall not exceed 3 months; Fee under 37 CFR 1.17(i) required) 

□ Other 

FEES 

The RCE fee under 37 CFR 1.17(e) is required by 37 CFR 1.114 when the RCE is filed. 

~ The Director is hereby authorized to charge any underpayment of fees, or credit any overpayments, to 
Deposit Account No eo5605 I 

SIGNATURE OF APPLICANT, ATTORNEY, OR AGENT REQUIRED 

X Patent Practitioner Signature 

Applicant Signature 

EFS - Web 2.1.16 
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Doc description: Request for Continued Examination (RCE) Approved tor use through 1113012020. OMB 0651-0031 

Signature 
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U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Signature of Registered U.S. Patent Practitioner 

James D. Miller/ Date (YYYY-MM-DD) ~021-06-08 

Uames D. Miller Registration Number 46932 

I 
This collection of information is required by 37 CFR 1.114. The information is required to obtain or retain a benefit by the public which is to 
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application as follows and consider the remarks set forth below. 

The present Amendment is also filed in conjunction with a Request for Continued 

Examination in accordance with 37 C.F.R. § 1.114. 
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AMENDMENTS TO THE CLAIMS 

The following listing of claims replaces all prior versions of claims in the application. 

1. (Currently Amended) A joint assembly comprising: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, a 

portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a coupling of 

the second member to the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; afl8: 

a retaining means configured to retain the coupling of the second member to the first 

member, a portion wherein distal ends of the retaining means are accessible through 

the window, wherein the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer 

wall of the first member, and wherein the retaining means is received partially into 

each of the interior surface recess of the first member and the exterior surface recess 

of the second member when the retaining means retains the coupling of the second 

member to the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window, 

wherein the window is at least partially covered by a cylindrical portion of the seal 

having an inner surface engaging the outer wall of the first member, and wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at 

least a portion of a perimeter of the window. 

2. (Original) The joint assembly of Claim 1, wherein the first member includes an open 

end and the first engagement means of the first member is formed within the open end. 
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3. (Original) The joint assembly of Claim 2, wherein the portion of the second member 

disposed within the first member is disposed within the open end and includes the second 

engagement means. 

4. (Original) The joint assembly of Claim 2, wherein the window is continuous with the 

open end. 

5. (Original) The joint assembly of Claim 1, wherein the first engagement means includes 

a first plurality of splines and the second engagement means includes a second plurality of splines. 

6. (Cancelled) 

7. (Original) The joint assembly of Claim 1, wherein the retaining means is configured as 

a retaining ring. 

8. (Cancelled) 

9. (Original) The joint assembly of Claim 1, further comprising a constant velocity joint 

coupled to one of the first member and the second member. 

10. (Original) A vehicle driveline comprising the joint assembly of Claim 1. 
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11. (Original) A vehicle comprising the joint assembly of Claim 1. 

12. (Currently Amended) A joint assembly comprising: 

a first member having an open end and a first plurality of splines formed within the open 

end; 

a second member having a second plurality of splines formed thereon, a portion of the 

second member disposed within the first member, the second plurality of splines 

engaging the first plurality of splines to provide a coupling of the second member to 

the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; afl8: 

a retaining ring configured to retain the coupling of the second member to the first member, 

wherein distal ends a portion of the retaining ring are accessible through the 

window, the first member including an interior surface annular recess receiving a 

portion of the retaining ring and the second member including an exterior surface 

annular recess receiving another portion of the retaining ring, wherein the retaining 

means is received partially into each of the interior surface recess of the first member 

and the exterior surface recess of the second member when the retaining means 

retains the coupling of the second member to the first member, and wherein the 

distal ends of the retaining ring extend in a direction radially outwardly into the 

window to a point at or radially inwardly from an outer wall of the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window, 

wherein the window is at least partially covered by a cylindrical portion of the seal 

having an inner surface engaging the outer wall of the first member, wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at 

least a portion of a perimeter of the window. 

13. (Cancelled) 
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14. (Original) The joint assembly of Claim 12, further comprising a constant velocity joint 

coupled to one of the first member and the second member. 

15. (Currently Amended) A method of servicing a joint assembly comprising: 

providing the joint assembly, the joint assembly including: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, 

a portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a 

coupling of the second member to the first member; 

a window formed within the first member where the portion of the second member 

is disposed within the first member; aoo 
a retaining means configured to retain the coupling of the second member to the first 

member, a portion wherein distal ends of the retaining means are accessible 

through the window, wherein the distal ends of the retaining means extend in 

a direction radially outwardly into the window to a point at or radially 

inwardly from an outer wall of the first member, and wherein the retaining 

means is received partially into each of the interior surface recess of the first 

member and the exterior surface recess of the second member when the 

retaining means retains the coupling of the second member to the first 

member; and 

a seal configured to cover the window, the seal coupled to the second member 

adjacent an end of the first member, the seal coupled to the first member 

adjacent the window, wherein the window is at least partially covered by a 

cylindrical portion of the seal having an inner surface engaging the outer 

wall of the first member, wherein the cylindrical portion of the seal 

engages the outer wall of the first member along at least a portion of a 

perimeter of the window; 
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uncovering the window from the cylindrical portion of the seal to provide access to the 

distal ends of the retaining means; 

manipulating the distal ends of the retaining means through the window to release the 

coupling of the second member to the first member; and 

separating the first member and the second member by disengaging the second engagement 

means from the first engagement means. 

16. (Previously Presented) The method of servicing the joint assembly of Claim 15, 

wherein the joint assembly further comprises a constant velocity joint coupled to one of the first 

member and the second member. 

17. (Cancelled) 

18. (Previously Presented) The method of servicing the joint assembly of Claim 15, further 

comprising coupling the separated first member with another second member to form another joint 

assembly. 

19. (Previously Presented) The method of servicing the joint assembly of Claim 15, further 

comprising coupling the separated second member with another first member to form another joint 

assembly. 

20. (Cancelled) 

21. (Cancelled) 
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22. (New) The joint assembly of Claim 1, wherein the cylindrical portion of the seal is 

disposed directly radially outwardly of the retaining means when the retaining means retains the 

coupling of the second member to the first member. 

23. (New) The joint assembly of Claim 22, wherein the seal further includes a corrugated 

portion disposed adjacent the cylindrical portion, wherein the corrugated portion is spaced 

radially from each of the first member and the second member. 

24. (New) The joint assembly of Claim 23, wherein the window is continuous with an 

open end of the first member, and wherein the corrugated portion of the seal is disposed directly 

radially outwardly of the open end of the first member. 

25. (New) The joint assembly of Claim 1, wherein the cylindrical portion of the seal is 

disposed at an end of the seal. 
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REMARKS 

Claims 1-5, 7, 9-12, 14-16, 18, 19, and 22-25 are pending in the patent application. 

Claim 20 was previously cancelled. 

Claims 6, 8, 13, 17, and 21 are currently cancelled. 

Claims 1, 12, and 15 are currently amended. Support for the amendments is found in the 

patent application as originally filed, including in the figures. 

Claims 22-25 are added as new. Support for the new claims is found in the patent 

application as originally filed, including in the figures. 

No new matter is added. 

Favorable reconsideration of the patent application in view of the following remarks is 

respectfully requested. 

REJECTIONS UNDER 35 U.S.C. §§ 102 AND 103 

Claims 1-7, 9-12, 14-16, 18, and 19 stand rejected under 35 U.S.C. § 102(a)(l) as 

anticipated by Krude et al. (U.S. Pat. No. 6,739,422). 

Claims 1-7, 9-12, 14-16, 18, and 19 alternatively stand rejected under 35 U.S.C. § 103 as 

unpatentable over Kofuji (U.S. Pat. Appl. Pub. No. 2009/0233723) in view ofKrude. 

Claims 8, 13, and 17 stand rejected under 35 U.S.C. § 103 as unpatentable over Kofuji in 

view ofKrude and further in view of Sugiyama et al. (U.S. Pat. Appl. Pub. No. 2018/0003240). 

Claim 21 stands rejected under 35 U.S.C. § 103 as unpatentable over Kofuji in view of 

Sugiyama. 

The rejections are respectfully traversed. 

Claims 1, 12, and 15 

Each of Claims 1, 12, and 15 now recites some form of the limitations "a window formed 

within the first member where the portion of the second member is disposed within the first 

member," "wherein distal ends of the retaining means are accessible through the window," 

"wherein the distal ends of the retaining means extend in a direction radially outwardly into the 

window to a point at or radially inwardly from an outer wall of the first member," "wherein the 

retaining means is received partially into each of the interior surface recess of the first member 

and the exterior surface recess of the second member when the retaining means retains the 
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coupling of the second member to the first member," and "a seal configured to cover the 

window, the seal coupled to the second member adjacent an end of the first member, the seal 

coupled to the first member adjacent the window, wherein the window is at least partially 

covered by a cylindrical portion of the seal having an inner surface engaging the outer wall of the 

first member, and wherein the cylindrical portion of the seal engages the outer wall of the first 

member along at least a portion of a perimeter of the window." 

The amendments to each of Claims 1, 12, and 15 establish a different scope of the 

invention. Specifically, each of Claims 1, 12, and 15 now requires that the window is an opening 

provided specifically for accessing the distal ends of the retaining means, which extend radially 

outwardly into the window, while a remaining portion of the retaining means is at least partially 

received within each of the interior surface recess of the first member and the exterior surface 

recess of the second member. Claims 1, 12, and 15 therefore each relate to a joint assembly that 

has a retaining means disposed between and partially received within two components with 

respect to a radial direction of the joint assembly, hence such a window is utilized to access this 

position of the retaining means that is disposed radially inwardly of the outer wall of the first 

member. 

Claims 1, 12, and 15 further require that this window is covered by a seal spanning the 

first member and the second member. Such a seal is utilized to prevent ingress of debris or other 

materials that could enter through the window, and especially in view of the manner in which the 

window leads to the connection formed between the recited retaining means as indicated by the 

limitation that the window be formed "within the first member where the portion of the second 

member is disposed within the first member." The seal being coupled to the first member to cover 

the window and to the second member also indicates that seal covers both the window and the 

location where the second member is inserted into the first member, hence the seal covers two 

independent points of ingress of materials into the joint present between the first member and the 

second member. 

On page 12 of the Office Action the Examiner admits that Kofuji in view ofKrude fails to 

disclose the limitations relating to the seal configured to cover the window, and for this reason the 

Examiner relies upon the Sugiyama reference. 

However, the Sugiyama reference does not disclose a window for accessing the distal ends 

of a retaining means disposed between a first member and a second member. Instead, Sugiyama 
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discloses a pair of through holes (31, 32) formed to diametrically opposing sides of an output shaft 

(3) having an input shaft (2) received therein. The through holes (31, 32) are provided to allow for 

lateral portions of a retaining ring (8) to be passed through the through holes (31, 32) from an 

exterior of the output shaft (3) in such a manner that the lateral portions of the retaining ring (8) bear 

against radially extending surfaces of each of the shafts (2, 3) exposed by the through holes (31, 32). 

The lateral portions of the retaining ring (8) accordingly form an interference pattern within each of 

the through holes (31, 32) for preventing axial motion of the shafts (2, 3) relative to each other. As 

shown in Figs. l0(a) and (b) of Sugiyama, the distal ends of the retaining ring (8) are always 

exposed at a position exterior to and spaced from the through holes (31, 32), and are manipulated 

without having to access any portion of the retaining ring (8) via the through holes (31, 32). 

In view of the above, the Sugiyama reference is devoid of what could reasonably be 

construed as the "window" as recited in each of Claims 1, 12, and 15. The through holes (31, 32) do 

not provide access to the distal ends of the retaining means (8), and the retaining means (8) is not 

received partially into opposing grooves between the different shafts (2, 3). There is accordingly no 

motivation for one skilled in the art to look to the Sugiyama reference for guidance in creating a 

joint assembly having a seal for covering a window used to access such a retaining means, as the 

through holes (31, 32) are unrelated structures that play an entirely different structural role than the 

window of the present invention. 

As such, each of Claims 1, 12, and 15 is patentable over the cited combination ofreferences 

for at least this reason. 

Furthermore, Claims 1, 12, and 15 also recite "wherein the window is at least partially 

covered by a cylindrical portion of the seal having an inner surface engaging the outer wall of the 

first member, and wherein the cylindrical portion of the seal engages the outer wall of the first 

member along at least a portion of a perimeter of the window." These limitations establish that 

the cylindrical portion of the seal does not merely surround the first member, but actually 

engages the outer wall of the first member where the opening defining the window is formed 

therein. This direct engagement ensures that a fluid tight seal is established where the cylindrical 

portion contacts the first member along a boundary into the window, which ensures that debris 

cannot enter the seal between the cylindrical portion and the first member with respect to the 

axial direction before eventually reaching the perimeter of the window. 

In contrast, the seal (35) of Sugiyama is spaced radially outwardly from the position of each 

Serial No. 15/966,085 Page 10 of 12 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0260



Attorney Docket: H-IP18050018US1 (239261) 

of the through holes (31, 32) formed through the shaft (3). As such, the seal (35) cannot be said to 

be engaging the shaft (3) "along at least a portion of a perimeter of the window" as required by 

Claims 1, 12, and 15. The Sugiyama reference accordingly fails to disclose the seal as recited in 

Claims 1, 12, and 15. 

Claims 1, 12, and 15 are accordingly patentable over any combination of the cited art of 

record for at least this additional reason. 

Withdrawal of the rejections is respectfully requested. 

New Claims 22-25 

New Claim 22, which depends from Claim 1, further recites "wherein the cylindrical portion 

of the seal is disposed directly radially outwardly of the retaining means when the retaining means 

retains the coupling of the second member to the first member." This limitation further establishes 

that the close contact between the cylindrical portion and the first member occurs at the axial 

position of the retaining means, whereas the perimeter of the through holes (31, 32) of Sugiyama 

are in all cases spaced from the seal (35) in the radial direction at the position of the circlip (8). 

Claim 22 is accordingly patentable over the cited combination of references for at least this 

additional reason. 

New Claim 23, which depends from Claim 22, recites "wherein the seal further includes a 

corrugated portion disposed adjacent the cylindrical portion, wherein the corrugated portion is 

spaced radially from each of the first member and the second member." Claim 23 accordingly 

further establishes the contrary structure of the recited seal in comparison to the axially shifted 

seal (35) of Sugiyama, which instead includes a corrugated portion thereof directly surrounding 

the circlip (8) and the through holes (31, 32). Claim 23 is accordingly patentable over the cited 

combination of references for at least this additional reason. 

New Claim 24, which depends from Claim 23, further recites "wherein the window is 

continuous with an open end of the first member, and wherein the corrugated portion of the seal 

is disposed directly radially outwardly of the open end of the first member." Once again, Claim 

24 recites a configuration that is entirely contrary to the configuration disclosed in Sugiyama. 

Claim 24 is accordingly patentable over the cited combination of references for at least this 

additional reason. 

New Claim 25, which depends from Claim 1, recites "wherein the cylindrical portion of the 
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seal is disposed at an end of the seal." Claim 25 establishes that the window can be accessed by 

merely uncovering an end portion of the seal, as opposed to having to access an open space 

formed inwardly of an end of the seal. In contrast, a central portion of the seal (35) of Sugiyama 

must be accessed to reach the retaining ring (8). Claim 25 is accordingly patentable over the cited 

combination of references for at least this additional reason. 

Careful consideration of new Claims 22-25 is respectfully requested. 

CONCLUSION 

It is believed that the remaining claims of record are patentable over the cited art. 

Accordingly, a formal Notice of Allowance is respectfully solicited. If the Examiner believes 

that personal communication will expedite prosecution of this application, it is requested that a 

telephone interview be had with Applicants' undersigned attorney. 

SHUMAKER, LOOP & KENDRICK, LLP 
1000 Jackson Street 
Toledo, Ohio 43604-5573 
TEL 419 .241. 9000 
FAX 419.241.6894 

JDM/SLS 

Serial No. 15/966,085 

Respectfully submitted, 

By:----------­

J. Douglas Miller 
Reg. No. 46,932 

Scott L. Seaman 
Reg. No. 78,030 
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Continued Examination Under 37 CFR 1.114 
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A request for continued examination under 37 CFR 1.114, including the fee set forth in 

37 CFR l.17(e), was filed in this application afterfinal rejection. Since this application is 

eligible for continued examination under 37 CFR 1.114, and the fee set forth in 37 CFR 1.17( e) 

has been timely paid, the finality of the previous Office action has been withdrawn pursuant to 

37 CFR 1.114. Applicant's submission filed on 8 June 2021 has been entered. 

Response to Amendment 

The amendment filed on 8 June 2021 has been entered. Claims 1, 12, and 15 have been 

amended and are hereby entered. Claims 6, 8, 13, 17, and 20-21 have been cancelled. Claims 22-

25 have been added. Claims 1-5, 7, 9-12, 14-16, 18-19, and 22-25 are currently pending and have 

been examined. 

Response to Arguments 

Applicant's arguments filed 8 June 2021 have been fully considered but they are not 

persuasive. 

Regarding Applicant's argument, see pages 9-10, that Sugiyama et al. fails to disclose a 

window for accessing distal ends of a retaining means disposed between first and second 

members, the Examiner would like to point out that Sugiyama et al. is not being relied on to 

teach a window for access distal ends of a retaining means and that it is merely being used to 

teach the use of a seal or a water-proof boot in a joint assembly to cover through holes or a 

window. Kofuji (Figs. 4-6c) already discloses a window (93, a notched section) for accessing 

distal ends (95h) of a retaining means (95) disposed between a first member ( 43) and a second 

member (45). When combined with the joint assembly of Kofuj~ the seal of Sugiyama et al. is 

therefore capable of covering the window formed within the first member of Kofuji. 

Regarding Applicant's argument, see pages 10-11, that Sugiyama et al. fails to disclose 

that the window is at least partially covered by a cylindrical portion of the seal having an inner 

surface engaging the outer wall of the first member and that the cylindrical portion of the seal 

engages the outer wall of the first member along at least a portion of a perimeter of the window, 

the Examiner respectfully disagrees and would like to point out that Sugiyama et al. (see 
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annotated Fig. 7 on Page 6) teaches that a cylindrical portion (36a) being disposed at an end of a 

seal (35) includes an inner surface engaging the outer wall of a first member (30) and that the 

cylindrical portion (36a) engages the outer wall of the first member (30) along at least a portion 

of a perimeter of through holes (31, 31, 26a, 26b) of the first member (30). Since the Applicant 

has not recited that the cylindrical portion engages the outer wall of the first member along the 

entire perimeter of the window, Sugiyama et al. reads on said limitation of the claim. 

Regarding Applicant's argument, see pages 11-12, that Sugiyama et al. fails to disclose 

that the seal is disposed radially outwardly of the retaining means, that the seal further includes a 

corrugated portion disposed adjacent the cylindrical portion and disposed directly radially 

outwardly of the open end of the first member, and that the cylindrical portion is disposed at an 

end of the seaL the Examiner respectfully disagrees for the following reasons. Sugiyama et al. 

(see annotated Fig. 7 on Page 6) teaches that the entirety of the seal (35) extends radially 

surrounding both first member (30) and second member (11, 12) and that a cylindrical portion 

(36a) being disposed at an end of the seal (35) being in a form of a cylinder, when combined 

with the joint assembly of Kofuj~ is disposed directly radially outwardly of the retaining means 

(95, of Kofuji) when the retaining means (95) retains the coupling of the second member to the 

first member. The seal (35) further includes a corrugated portion (36b) disposed adjacent the 

cylindrical portion (36a) and, when combined with the joint assembly of Kofuji, the corrugated 

portion (36b) of the seal (35) is disposed directly radially outwardly of the open end of the first 

member (30, of Kofuji). 

Claim Rejections - 35 USC § 103 

The following is a quotation of 35 U.S.C. 103 which forms the basis for all obviousness 

rejections set forth in this Office action: 

A patent for a claimed invention may not be obtained, notwithstanding that the claimed invention is not 
identically disclosed as set forth in section 102, if the differences between the claimed invention and the 
prior art are such that the claimed invention as a whole would have been obvious before the effective 
filing date of the claimed invention to a person having ordinary skill in the art to which the claimed 
invention pertains. Patentability shall not be negated by the manner in which the invention was made. 

Claims 1-5, 7, 9-12, 14-16, 18-19,and22-25 as being unpatentable overKofuji (US 

2009/0233723 Al) in viewofKrude et al. (US 6,739,422 B2) and of Sugiyama et al. (US 

2018/0003240 Al). 
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With respect to Claim 1, Kofuji (Figs. l-6c) discloses ajoint assembly (Figs. 4-6c) 

compnsmg: 
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a first member ( 43) having a first engagement means (86, a spline hole) and an interior 

surface recess (91); 

a second member (45) having a second engagement means (84, a spline section) and an 

exterior surface recess (92), a portion (45b) of the second member (45) disposed within the first 

member (43), the second engagement means (84) engaging the first engagement means (86) to 

provide a coupling of the second member (45) to the first member (43); 

a window (93, a notched section) formed within the first member (43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the second 

member ( 45) to the first member ( 43), 

wherein distal ends (95h) of the retaining means (95) are accessible through the window 

(93), 

wherein the retaining means (95) is received partially into each of the interior surface 

recess (91) of the first member (43) and the exterior surface recess (92) of the second member 

(45) when the retaining means (95) retains the coupling of the second member (45) to the first 

member (43) (see Paragraph 0053 and Fig. 4). 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly (10) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion (55) of the second member (41) disposed within the first member (72), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member (41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), wherein distal ends (65, 66) of the retaining means (57) 
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are accessible through the window (74), wherein the distal ends (65, 66) of the retaining means 

(57) extend in a direction radially outwardly into the window (74) to a point at or radially 

inwardly from an outer wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window 

Kofuji fails to disclose a seal configured to cover the window, the seal coupled to the 

second member adjacent an end of the first member, the seal coupled to the first member 

adjacent the window, wherein the window is at least partially covered by a cylindrical portion of 

the seal having an inner surface engaging the outer wall of the first member, and wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at least a portion 

of a perimeter of the window. 

However, Sugiyama et al. (Fig. 3-7) teaches a joint assembly comprising a first member 

(30), a second member (11, 12) coupled to the first member (30), and a retaining means (8) 

configured to retain the coupling of the second member (11, 12) to the first member (30), 

wherein the retaining means (8) is inserted into through holes (31, 32, 26a, 26b) from an outer 

peripheral side of the first member (30) and being engaged with an engagement groove of the 

second member (11, 12). 

Sugiyama et al. (annotated Fig. 7 on Page 6) further teaches a seal (35, a water-proof 

boot) configured to cover the through holes (31, 32, 26a, 26b); 

the seal (35) can be coupled to the second member (11, 12) adjacent an end of the first 

member (30) such as how another seal (27) in Fig. 3 is coupled to two members (2 and 21); 

the seal (35) coupled to the first member (30) adjacent the through holes (31, 32, 26a, 

26b), wherein the through holes (31, 32, 26a, 26b) are at least partially covered by a cylindrical 

portion (36a) of the seal (35) having an inner surface engaging an outer wall of the first member 

(30), and wherein the cylindrical portion (36a) of the seal (35) engages the outer wall of the first 

member (30) along at least a portion of a perimeter of the through holes (31, 32, 26a, 26b ). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 
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or a water-proof boot as taught by Sugiyama et al. for the purpose of preventing an invasion of 

water or dust from the window or openings. 

-LL 
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With respect to Claim 2, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 4) further discloses that the first member ( 43) 

includes an open end and the first engagement means (86) of the first member ( 43) is formed 

within the open end. 

With respect to Claim 3, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim 2 and Kofuji (Fig. 4) further discloses that the portion ( 45b) of the 

second member ( 45) disposed within the first member ( 43) is disposed within the open end and 

includes the second engagement means (84). 

With respect to Claim 4, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim 2 and Kofuji (Fig. 4) further discloses that the window (93) is 
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continuous with the open end. See Paragraph 0051, wherein the window (93) has a section 

opening towards the tip of the tubular engaging section (85) from a first annular groove (91) of 

the first member ( 43). 

With respect to Claim 5, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 4) further discloses that the first engagement 

means (86) includes a first plurality of splines (spline hole) and the second engagement means 

(84) includes a second plurality of splines (spline section). 

With respect to Claim 7, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 4) further discloses that the retaining means (95) 

is configured as a retaining ring (circular clip). 

With respect to Claim 9, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 3) further discloses further comprising a constant 

velocity joint ( 47, a shaft length variation mechanism; see Paragraph 0036) coupled to the first 

member (43). 

With respect to Claim 10, Kofuji in view of Krude et al. and Sugiyama et al. discloses a 

vehicle driveline (41; Figs. 2-3 of Kofuji) comprising the joint assembly of Claim 1. 

With respect to Claim 11, Kofuji in view of Krude et al. and Sugiyama et al. discloses a 

vehicle ( 10; Figs. 1-3 of Kofuji) comprising the joint assembly of Claim 1. 

With respect to Claim 12, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member ( 43) having an open end and a first plurality of splines (86, a spline hole) 

formed within the open end; 

a second member (45) having a second plurality of splines (84, a spline section) formed 

thereon, a portion ( 45b) of the second member ( 45) disposed within the first member ( 43), the 

second plurality of splines (84) engaging the first plurality of splines (86) to provide a coupling 

of the second member ( 45) to the first member ( 43); 

a window (93, a notched section) formed within the first member (43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining ring (95, a circular clip) configured to retain the coupling of the second 

member ( 45) to the first member ( 43), wherein distal ends (95h) of the retaining ring (95) are 

accessible through the window (93), the first member ( 43) including an interior surface annular 
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wherein the retaining means (95) is received partially into each of the interior surface 

recess (91) of the first member (43) and the exterior surface recess(92) of the second member 

(45) when the retaining means (95) retains the coupling of the second member (45) to the first 

member (43) (see Paragraph 0053 and Fig. 4). 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly (10) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion (55) of the second member (41) disposed within the first member (72), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member (41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), wherein distal ends (65, 66) of the retaining means (57) 

are accessible through the window (74), wherein the distal ends (65, 66) of the retaining means 

(57) extend in a direction radially outwardly into the window (74) to a point at or radially 

inwardly from an outer wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

Kofuji fails to disclose a seal configured to cover the window, the seal coupled to the 

second member adjacent an end of the first member, the seal coupled to the first member 

adjacent the window, wherein the window is at least partially covered by a cylindrical portion of 

the seal having an inner surface engaging the outer wall of the first member, and wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at least a portion 
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However, Sugiyama et al. (Fig. 4-7) teaches a joint assembly comprising a first member 

(30), a second member (11, 12) coupled to the first member (30), and a retaining means (8) 

configured to retain the coupling of the second member (11, 12) to the first member (30), 

wherein the retaining means (8) is inserted into through holes (31, 32, 26a, 26b) from an outer 

peripheral side of the first member (30) and being engaged with an engagement groove of the 

second member (11, 12). 

Sugiyama et al. (annotated Fig. 7 on Page 6) further teaches a seal (35, a water-proof 

boot) configured to cover the through holes (31, 32, 26a, 26b); 

the seal (35) can be coupled to the second member (11, 12) adjacent an end of the first 

member (30) such as how another seal (27) in Fig. 3 is coupled to two members (2 and 21); 

the seal (35) coupled to the first member (30) adjacent the through holes (31, 32, 26a, 

26b), wherein the through holes (31, 32, 26a, 26b) are at least partially covered by a cylindrical 

portion (36a) of the seal (35) having an inner surface engaging an outer wall of the first member 

(30), and wherein the cylindrical portion (36a) of the seal (35) engages the outer wall of the first 

member (30) along at least a portion of a perimeter of the through holes (31, 32, 26a, 26b ). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. for the purpose of preventing an invasion of 

water or dust from the window or openings. 

With respect to Claim 14, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 12 and Kofuji (Fig. 3) further comprises a constant velocity 

joint ( 47, a shaft length variation mechanism; see Paragraph 0036) coupled to the first member 

(43). 

With respect to Claim 15, Applicant is reminded that, under the principles of inherency, 

if a prior art device, in its normal and usual operation, would necessarily perform the method 

claimed, then the method claimed will be considered to be anticipated by the prior art device. 

When the prior art device is the same as a device described in the specification for carrying out 

the claimed method, it can be assumed the device will inherently perform the claimed process. In 

re King, 801 F.2d 1324, 231 USPQ 136 (Fed. Cir. 1986). See MPEP 211.02. 
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Therefore, Kofuji (Figs. l-6c) discloses a method of servicing a joint assembly 

compnsmg: 

providing (Fig. 4) the joint assembly, the joint assembly (Figs. 4) including: 

a first member ( 43) having a first engagement means (86, a spline hole) and an 

interior surface recess (91); 

a second member (45) having a second engagement means (84, a spline section) 

and an exterior surface recess (92), a portion (45b) of the second member (45) 

disposed within the first member (43), the second engagement means(84) 

engaging the first engagement means (86) to provide a coupling of the second 

member (45) to the first member (43); a window (93, a notched section) 

formed within the first member ( 43) where the portion ( 45b) of the second 

member ( 45) is disposed within the first member ( 43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the 

second member (45) to the first member (43), wherein distal ends (95h) of the 

retaining means (95) are accessible through the window (93), and wherein the 

retaining means (95) is received partially into each of the interior surface 

recess (91) of the first member (43) and the exterior surface recess (92) of the 

second member ( 45) when the retaining means (95) retains the coupling of the 

second member (45) to the first member (43) (see Paragraph 0053 and Fig. 4); 

manipulating (Figs. 5a-5b) the distal ends (95h) of the retaining means (95) through the 

window (93) to release the coupling of the second member ( 45) to the first member ( 43); and 

separating (Figs. 6a-6c) the first member ( 43) and the second member ( 45) by 

disengaging the second engagement means from the first engagement means. 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly (10) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion (55) of the second member (41) disposed within the first member (72), the second 
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engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member (41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), wherein distal ends (65, 66) of the retaining means (57) 

are accessible through the window (74), wherein the distal ends (65, 66) of the retaining means 

(57) extend in a direction radially outwardly into the window (74) to a point at or radially 

inwardly from an outer wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

Kofuji fails to disclose that the joint assembly includes a seal configured to cover the 

window, the seal coupled to the second member adjacent an end of the first member, the seal 

coupled to the first member adjacent the window, wherein the window is at least partially 

covered by a cylindrical portion of the seal having an inner surface engaging the outer wall of the 

first member, and wherein the cylindrical portion of the seal engages the outer wall of the first 

member along at least a portion of a perimeter of the window and that the method comprises 

uncovering the window from the cylindrical portion of the seal to provide access to the distal 

ends of the retaining means. 

However, Sugiyama et al. (Fig. 4-7) teaches a joint assembly comprising a first member 

(30), a second member (11, 12) coupled to the first member (30), and a retaining means (8) 

configured to retain the coupling of the second member (11, 12) to the first member (30), 

wherein the retaining means (8) is inserted into through holes (31, 32, 26a, 26b) from an outer 

peripheral side of the first member (30) and being engaged with an engagement groove of the 

second member (11, 12). 

Sugiyama et al. (annotated Fig. 7 on Page 6) further teaches a seal (35, a water-proof 

boot) configured to cover the through holes (31, 32, 26a, 26b); 
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the seal (35) can be coupled to the second member (11, 12) adjacent an end of the first 

member (30) such as how another seal (27) in Fig. 3 is coupled to two members (2, 21); 

the seal (35) coupled to the first member (30) adjacent the through holes (31, 32, 26a, 

26b), wherein the through holes (31, 32, 26a, 26b) are at least partially covered by a cylindrical 

portion (36a) of the seal (35) having an inner surface engaging an outer wall of the first member 

(30), wherein the cylindrical portion (36a) of the seal (35) engages the outer wall of the first 

member along at least a portion of a perimeter of the through holes (31, 32, 26a, 26b ). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. such that the combination of Kofuji and 

Sugiyama et al. allows the window to be uncovered from the cylindrical portion of the seal to 

provide access to the distal ends of the retaining means. One of ordinary skill in the art would 

have been motivated to make such combination for the purpose of preventing an invasion of 

water or dust from the window or openings. 

With respect to Claim 16, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 15 and Kofuji (Fig. 3) further discloses that the joint assembly 

further comprises a constant velocity joint (47, a shaft length variation mechanism; see 

Paragraph 0036) coupled to the first member (43). 

With respect to Claim 18, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 15 and Kofuji (Figs. 2-3) further comprising coupling the 

separated first member (43) with another second member to form another joint assembly, 

wherein the retaining means (95) can be simply attached and detached from the joint assembly, 

thereby allowing the separated first member ( 43) to be capable of coupling with another second 

member to form another joint assembly. 

With respect to Claim 19, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 15 and Kofuji (Figs. 2-3) further comprising coupling the 

separated second member (45) with another first member to form another joint assembly, 

wherein the retaining means (95) can be simply attached and detached from the joint assembly, 

thereby allowing the separated second member ( 45) to be capable of coupling with another first 

member to form another joint assembly. 
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With respect to Claim 22, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim I and Sugiyama et al. ( annotated Fig. 7 on Page 6) further 

discloses that, when combined with the joint assembly of Kofuj~ the cylindrical portion (36a) of 

the seal (35) is disposed directly radially outwardly of the retaining means (95, of Kofuji) when 

the retaining means (95) retains the coupling of the second member (45) to the first member (43). 

With respect to Claim 23, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 22 and Sugiyama et al. ( annotated Fig. 7 on Page 6) further 

discloses that the seal (35) further includes a corrugated portion (36b) adjacent the cylindrical 

portion (36a), wherein the corrugated portion (36b) is spaced radially outwardly from each of the 

first member (30) and the second member (11, 12) ( or from each of the first member ( 43) and the 

second member (45) of Kofuji when combined). 

With respect to Claim 24, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 23, Kofuji (Fig. 4) further discloses that the window (93) is 

continuous with an open end of the first member (43) (see Paragraph 0051, wherein the window 

(93) has a section opening towards the tip of the tubular engaging section (85) from a first 

annular groove (91) of the first member (43), and Sugiyama et al. (annotated Fig. 7 on Page 6) 

further discloses that, when combined with the joint assembly of Kofuj~ the corrugated portion 

(36b) of the seal (35) is disposed directly radially outwardly of the open end of the first member 

(30, of Kofuji). 

With respect to Claim 25, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim I and Sugiyama et al. (annotated Fig. 7 on Page 6) further 

discloses that the cylindrical portion (36a) of the seal (35) is disposed at an end of the seal (35). 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to ALEXUS CAMERO whose telephone number is (571)272-8629. 

The examiner can normally be reached on M-F 9:00 am to 5:00 pm EST. 

Examiner interviews are available via telephone, in-person, and video conferencing using 

a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is 

encouraged to use the USPTO Automated Interview Request (AIR) at 

http://www.uspto.gov/interviewpractice. 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Amber Anderson can be reached on ( 571 )270-5281. The fax phone number for the 

organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 

Application Information Retrieval (PAIR) system. Status information for published applications 

may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 

applications is available through Private PAIR only. For more information about the PAIR 

system, see https://ppair-my.uspto.gov/pair/PrivatePair. Should you have questions on access to 

the Private PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll­

free). If you would like assistance from a USPTO Customer Service Representative or access to 

the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000. 

/ ALEXUS CAMERO/ 
Examiner, Art Unit 3678 

I AMBER R ANDERSON/ 
Supervisory Patent Examiner, Art Unit 3678 
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I. REAL PARTY IN INTEREST 

The inventors Michael Walter Hopson, Arvind Srinivasan, and Michael Peter Kinsella 

originally assigned all rights in the invention to NEAPCO INTELLECTUAL PROPERTY 

HOLDINGS, LLC, the real party in interest. 

II. RELATED APPEALS AND INTERFERENCES 

There are no related appeals, interferences, or judicial proceedings known to the 

Appellants that will directly affect, or be directly affected by, the Board's decision in this appeal. 

III. STATUS OF CLAIMS 

Claims 1-5, 7, 9-12, 14-16, 18, 19, and 22-25 are pending, wherein a copy of the claim 

set appears in the Appendix of this Brief. Claims 6, 8, 13, 17, 20, and 21 are cancelled. Claims 1-

5, 7, 9-12, 14-16, 18-19, and 22-25 are rejected and are currently on appeal. No claims are 

allowed. No claims are objected to as improper. 

IV. STATUS OF AMENDMENTS 

All claim amendments have been entered in the application. No amendments are filed 

concurrently with the present Appeal Brief. 

V. SUMMARY OF CLAIMED SUBJECT MATTER 

The following is a concise explanation of the subject matter involved in the appeal, as 

required by 37 CFR §41.37(c)(l)(v). The following explanation is not intended to be used to 

construe the claims, which speak for themselves, nor does Appellant intend the following 

explanation to modify or add any claim elements, or to constitute a disclaimer of any equivalents 

to which the claims would otherwise be entitled, nor is any reference to certain preferred 

embodiments herein intended to disclaim other possible embodiments. 

The following summary indicates certain portions of the specification (including the 

drawings) that provide examples of embodiments of elements of the claimed subject matter. It is 

to be understood that other portions of the specification not cited herein may also provide 

examples of embodiments of elements of the claimed subject matter. It is also to be understood 
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that the indicated examples are merely examples, and the scope of the claimed subject matter 

includes alternative embodiments and equivalents thereof. References herein to the specification 

are thus intended to be exemplary and not limiting. 

Appellants' independent Claim 1 recites a joint assembly 100. See paragraph [0029]. The 

joint assembly 100 comprises a first member 110 having a first engagement means 160 and an 

interior surface recess 200 and a second member 120 having a second engagement means 170 and 

an exterior surface recess 220. See paragraphs [0030] and [0031] and Fig. 3. A portion 180 of the 

second member 120 is disposed within the first member 110. See paragraph [0030] and Fig. 3. The 

second engagement means 170 engages the first engagement means 160 to provide a coupling of the 

second member 120 to the first member 110. See paragraph [0030] and Figs. 1-3. A window 130 is 

formed within the first member 110 where the portion 180 of the second member 120 is disposed 

within the first member 110. See paragraph [0030] and Figs. 1-3. A retaining means 140 is 

configured to retain the coupling of the second member 120 to the first member 110. See paragraph 

[0030] and Figs. 1-3. Distal ends 260 of the retaining means 140 are accessible through the window 

130. See paragraph [0031] and Figs. 1-3. The distal ends 260 of the retaining means 140 extend in a 

direction radially outwardly into the window 130 to a point at or radially inwardly from an outer 

wall 270 of the first member 110. See paragraph [0032] and Fig. 2. The retaining means 140 is 

received partially into each of the interior surface recess 200 of the first member 110 and the 

exterior surface recess 220 of the second member 120 when the retaining means 140 retains the 

coupling of the second member 120 to the first member 110. See paragraph [0030] and Figs. 2 and 

3. A seal 240 is configured to cover the window 130. See paragraph [0033] and Figs. 1-3. The seal 

240 is coupled to the second member 120 adjacent an end of the first member 110. See paragraphs 

[0030] and [0033] and Figs. 2 and 3. The seal 240 is coupled to the first member 110 adjacent the 

window 130. See paragraph [0030] and Figs. 2 and 3. The window 130 is at least partially covered 

by a cylindrical portion of the seal 240 having an inner surface engaging the outer wall 270 of the 

first member 110, wherein the cylindrical portion of the seal 240 engages the outer wall 270 of 

the first member 110 along at least a portion of a perimeter of the window 130. See Fig. 2. 

Appellants' independent Claim 12 recites a joint assembly 100. See paragraph [0029]. The 

joint assembly 100 comprises a first member 110 having an open end 150 and a first plurality of 

splines 160 formed within the open end 150 and a second member 120 having a second plurality of 

splines 170 formed thereon. See paragraphs [0030] and [0031] and Fig. 3. A portion 180 ofthe 
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second member 120 disposed within the first member 110. See paragraph [0030] and Fig. 3. The 

second plurality of splines 170 engage the first plurality of splines 160 to provide a coupling of the 

second member 120 to the first member 110. See paragraph [0030] and Figs. 1-3. A window 130 is 

formed within the first member 110 where the portion 180 of the second member 120 is disposed 

within the first member 110. See paragraph [0030] and Figs. 1-3. A retaining ring 140 is configured 

to retain the coupling of the second member 120 to the first member 110. See paragraph [0030] and 

Figs. 1-3. Distal ends 260 of the retaining ring 140 are accessible through the window 130. See 

paragraph [0031] and Figs. 1-3. The first member 110 includes an interior surface recess 200 and 

the second member 120 includes an exterior surface recess 220, wherein the retaining ring 140 is 

received partially into each of the interior surface recess 200 of the first member 110 and the 

exterior surface recess 220 of the second member 120 when the retaining ring 140 retains the 

coupling of the second member 120 to the first member 110. See paragraph [0030] and Figs. 2 and 

3. The distal ends 260 of the retaining means 140 extend in a direction radially outwardly into the 

window 130 to a point at or radially inwardly from an outer wall 270 of the first member 110. See 

paragraph [0032] and Fig. 2. A seal 240 is configured to cover the window 130. See paragraph 

[0033] and Figs. 1-3. The seal 240 is coupled to the second member 120 adjacent an end of the first 

member 110. See paragraphs [0030] and [0033] and Figs. 2 and 3. The seal 240 is coupled to the 

first member 110 adjacent the window 130. See paragraph [0030] and Figs. 2 and 3. The window 

130 is at least partially covered by a cylindrical portion of the seal 240 having an inner surface 

engaging the outer wall 270 of the first member 110, wherein the cylindrical portion of the seal 

240 engages the outer wall 270 of the first member 110 along at least a portion of a perimeter of 

the window 130. See Fig. 2. 

Appellants' independent Claim 15 recites a method of servicing a joint assembly 100. See 

paragraph [0035]. The joint assembly 100 includes a first member 110 having a first engagement 

means 160 and an interior surface recess 200 and a second member 120 having a second 

engagement means 170 and an exterior surface recess 220. See paragraphs [0030] and [0031] and 

Fig. 3. A portion 180 of the second member 120 is disposed within the first member 110. See 

paragraph [0030] and Fig. 3. The second engagement means 170 engages the first engagement 

means 160 to provide a coupling of the second member 120 to the first member 110. See paragraph 

[0030] and Figs. 1-3. A window 130 is formed within the first member 110 where the portion 180 

of the second member 120 is disposed within the first member 110. See paragraph [0030] and Figs. 
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1-3. A retaining means 140 is configured to retain the coupling of the second member 120 to the 

first member 110. See paragraph [0030] and Figs. 1-3. Distal ends 260 of the retaining means 140 

are accessible through the window 130. See paragraph [0031] and Figs. 1-3. The distal ends 260 of 

the retaining means 140 extend in a direction radially outwardly into the window 130 to a point at or 

radially inwardly from an outer wall 270 of the first member 110. See paragraph [0032] and Fig. 2. 

The retaining means 140 is received partially into each of the interior surface recess 200 of the first 

member 110 and the exterior surface recess 220 of the second member 120 when the retaining 

means 140 retains the coupling of the second member 120 to the first member 110. See paragraph 

[0030] and Figs. 2 and 3. A seal 240 is configured to cover the window 130. See paragraph [0033] 

and Figs. 1-3. The seal 240 is coupled to the second member 120 adjacent an end of the first 

member 110. See paragraphs [0030] and [0033] and Figs. 2 and 3. The seal 240 is coupled to the 

first member 110 adjacent the window 130. See paragraph [0030] and Figs. 2 and 3. The window 

130 is at least partially covered by a cylindrical portion of the seal 240 having an inner surface 

engaging the outer wall 270 of the first member 110, wherein the cylindrical portion of the seal 

240 engages the outer wall 270 of the first member 110 along at least a portion of a perimeter of 

the window 130. See Fig. 2. The method includes a step of uncovering the window 130 from the 

cylindrical portion of the seal 240 to provide access to the distal ends 260 of the retaining means 

140. See paragraphs [0024] and [0026] and Figs. 2 and 3. The method also includes a step of 

manipulating the distal ends 260 of the retaining means 140 through the window 130 to release the 

coupling of the second member 120 to the first member 110. See paragraphs [0026], [0032], and 

[0034]. Lastly, the method includes a step of separating the first member 110 and the second 

member 120 by disengaging the second engagement means 170 from the first engagement means 

160. See paragraphs [0026], [0032], and [0035]. 

Appellants' dependent Claim 22 recites the joint assembly 100 according to Claim 1, 

wherein the cylindrical portion of the seal 240 is disposed directly radially outwardly of the 

retaining means 140 when the retaining means 140 retains the coupling of the second member 120 

to the first member 110. See Figs. 2 and 3. 

Appellants' dependent Claim 25 recites the joint assembly 100 according to Claim 1, 

wherein the cylindrical portion of the seal 240 is disposed at an end of the seal 240. See Figs. 2 and 

3. 
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VI. GROUNDS OF REJECTION TO BE REVIEWED ON APPEAL 

With regards to the rejections set forth in the outstanding Office Action, the present 

Appeal addresses whether the Examiner erred in rejecting Claims 1-5, 7, 9-12, 14-16, 18, 19, and 

22-25 under 35 U.S.C. § 103 as unpatentable over Kofuji (U.S. Pat. Appl. Pub. No. 

2009/0233723) in view ofKrude et al. (U.S. Pat. No. 6,739,422) and Sugiyama et al. (U.S. Pat. 

Appl. Pub. No. 2018/0003240). 

VII. ARGUMENT 

1. Independent Claims 1, 12, and 15 were improperly rejected under 35 U.S.C. § 103 

as obvious in view of the cited combination of references. 

Appellants' independent Claims 1, 12, and 15 each recite a joint assembly having a first 

member, a second member having a portion disposed within the first member, a window formed 

within the first member where the portion of the second member is disposed in the first member, 

a retaining means/ring configured to retain a coupling of the first member to the second member, 

and a seal configured to cover the window. The retaining means/ring is recited in each instance 

as including distal ends that are accessible through the window when the retaining means/ring is 

received into an interior surface recess of the first member and an exterior surface recess of the 

second member. The recited window is accordingly provided in order to access the distal ends of 

the retaining means/ring when it is desirable to decouple the first member from the second 

member. 

When considered in the context of the present patent application, a "window" as used in 

Claims 1, 12, and 15 is defined by the Merriam-Webster Dictionary as "a means of entrance or 

access" or "an opening (such as a shutter, slot, or valve) that resembles or suggests a window." 

When considered in view of remaining limitations of Claims 1, 12, and 15 highlighted above, it 

is clear that the recited window refers to an opening formed within the first member that leads 

radially inwardly to a position of the retaining means/ring, which is itself positioned at a junction 

of the first member and the second member where the portion of the second member is received 

within the first member. For example, the distal ends of retaining means/ring are recited as being 

"accessible through the window" while also "extend[ing] in a direction radially outwardly into the 
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window to a point at or radially inwardly from an outer wall of the first member." When 

considering these limitations in combination, the distal ends of the retaining means/ring are 

accordingly recited as being accessible from an exterior of the first member, thereby indicating that 

the window is an opening extending radially inwardly through the first member from an outer 

surface thereof to at least a position of the distal ends of the retaining means. 

Each of Claims 1, 12, and 15 further recites "wherein the window is at least partially 

covered by a cylindrical portion of the seal having an inner surface engaging the outer wall of the 

first member." The term "cylindrical" is defined by the Merriam-Webster Dictionary as "relating to 

or having the form or properties of a cylinder," wherein the term "cylinder" is further defined as 

"the surface traced by a straight line moving parallel to a fixed straight line and intersecting a fixed 

planar closed curve." The recited "cylindrical portion of the seal" accordingly refers to a closed 

annular portion of the seal that is extended in an axial direction thereof, and not to a conical, 

frustoconical, or otherwise tapered shape that is formed by the seal. The "inner surface" of the 

"cylindrical portion of the seal" being recited as "engaging the outer wall of the first member" 

accordingly indicates that a surface of the seal formed along an axially extending portion thereof 

(the cylindrical portion) is in direct contact with an exposed outer surface of the first member as 

formed by the outer wall thereof. 

Additionally, each of Claims 1, 12, and 15 also recites "wherein the cylindrical portion of 

the seal engages the outer wall of the first member along at least a portion of a perimeter of the 

window." As established above, the window is formed within the outer wall of the first member 

with the window penetrating the first member in a radially inward direction. As used in the 

context of Claims 1, 12, and 15, the term "perimeter" is defined as "the boundary of a closed 

plane figure" or "a line or strip bounding or protecting an area." The boundary of the window as 

recited in Claims 1, 12, and 15 therefore refers to those positions around the window where an 

outer surface of the first member deviates radially inwardly to define the opening corresponding 

to the window. Such a deviation in the outer surface of the first member may, as one non­

limiting example, correspond to an edge of the window formed at the outer surface of the first 

member where the outer surface first curves or turns radially inwardly from the otherwise 

cylindrical shape thereof. 

Considering each of the limitations discussed hereinabove in combination, each of 

Claims 1, 12, and 15 recites a configuration wherein the inner surface of the cylindrical portion 
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of the seal must be contacting the outer wall of the first member along at least one position where 

the outer surface of the outer wall deviates radially inwardly to define the perimeter of the 

window. For example, if an edge is formed at the outer surface of the first member to define a 

boundary of the window, the inner surface of the cylindrical portion of the seal must engage the 

first member along such an edge at one or more positions to disclose the described relationship 

as recited in any of Claims 1, 12, and 15. 

In rejecting Claims 1, 12, and 15, the Examiner admits that Kofuji in view ofKrude fails to 

disclose the limitations relating to the seal configured to cover the window, and for this reason the 

Examiner relies upon the Sugiyama reference. However, as explained hereinafter, the Sugiyama 

reference does not disclose a seal covering a window in the manner recited in Claims 1, 12, and 15, 

hence the cited combination of references cannot establish a prima facie case of obviousness. 

Specifically, Sugiyama discloses an output shaft (3) having an annular retaining groove (26) 

formed therein, wherein through holes (31, 32) are formed to diametrically opposing sides of 

retaining groove (26). The output shaft (3) is configured to receive an input shaft (2) therein. The 

through holes (31, 32) are provided to allow for lateral portions of a retaining ring (8) to be passed 

through the through holes (31, 32) from an exterior of the output shaft (3) in such a manner that the 

lateral portions of the retaining ring (8) bear against radially extending surfaces of each of the shafts 

(2, 3) exposed by the through holes (31, 32), thereby forming an interference fit. See Sugiyama at 

paragraph [0046] and Figs. 4-7. A boot (35) is coupled to each of the shafts (2, 3) to span the joint 

therebetween. The boot (35) includes a boot attachment section (36) which directly engages a 

cylindrical section (30) of the outer surface of the output shaft (3). The boot attachment section (36) 

is formed by an annularly shaped end of the boot (35) that is tapered radially inwardly to make the 

contact with the cylindrical section (30) of the output shaft (3). 

As can be seen clearly in Fig. 7 of Sugiyama, the boot attachment section (36) engages the 

output shaft (3) at a position that is spaced axially from the position of the retaining groove (26), 

which also corresponds to the axial position of each of the through holes (31, 32). The remainder of 

the boot (35) extending away from the boot attachment section (36) is spaced radially outwardly 

from the outer surface of each of the shafts (2, 3), which includes the portion of the output shaft (3) 

having the retaining groove (26) and the corresponding through holes (31, 32). 

In citing the Sugiyama reference, the Examiner equates the retaining groove (26) and/or the 

through holes (31, 32) to the recited window while the boot (35) is equated to the recited seal. As is 
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best seen in Fig. 4 of Sugiyama, the "perimeter" of the retaining groove (26) ( or either of the 

through holes (31, 32)) must refer to the positions at which the retaining groove (26) deviates 

radially inwardly from the surrounding cylindrical section (30) based on the above provided 

definitions and the remainder of the language of each of Claims 1, 12, and 15. It is clear from a 

review of Fig. 4 that the perimeter of the retaining groove (26) refers to one of two axially spaced 

apart annular edges formed in the cylindrical section (30), which accordingly corresponds to the 

perimeter of the retaining groove (26) being restricted to those axial positions immediately adjacent 

an end of the output shaft (3). The annular edges defining the perimeter of the retaining groove (26) 

are identified by arrows hereinbelow with respect to Fig. 4 of Sugiyama. The through holes (31, 32) 

similarly include perimeters that are restricted to being present at some position between these two 

annular edges. 

FIG.4 

B 

As is shown in Fig. 7 of the Sugiyama reference, the boot attachment section (36), which 

forms the only portion of the boot (35) contacting or engaging the output shaft (3) adjacent the 

retaining groove (26) and the through holes (31, 32), is unambiguously spaced axially from a 

perimeter of any of the retaining groove (26), the through hole (31 ), or the through hole (32). An 

inner surface of the boot (35) is also spaced apart from the output shaft (3) along the cylindrical 
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section (30) having the retaining groove (36) formed therein, hence the boot (35) cannot contact or 

otherwise engage the retaining groove (26) or the through holes (31, 32) at any position where these 

features otherwise deviate from the parallel arrangement of the output shaft (3) along the cylindrical 

section (30). 

The Sugiyama reference accordingly fails to disclose or otherwise render obvious the 

limitations "wherein the window is at least partially covered by a cylindrical portion of the seal 

having an inner surface engaging the outer wall of the first member" or "wherein the cylindrical 

portion of the seal engages the outer wall of the first member along at least a portion of a 

perimeter of the window." 

The remaining references of record fail to cure the deficiencies of the Sugiyama reference. 

As such, Claims 1, 12, and 15 are patentable over any combination of the cited art ofrecord. 

11. Dependent Claim 22 was improperly rejected under 35 U.S.C. § 103 as obvious in 

view of the cited combination of references. 

Appellants' Claim 22 depends from independent Claim 1 and recites "wherein the 

cylindrical portion of the seal is disposed directly radially outwardly of the retaining means when 

the retaining means retains the coupling of the second member to the first member." 

As shown in Fig. 7 of Sugiyama, the retaining groove (26) includes a circlip (8) therein, 

which is considered analogous to the recited retaining means. The retaining groove (26) and the 

corresponding circlip (8) are formed at an axial position corresponding to an axial position where a 

frustoconical portion of the boot (35) transitions to a corrugated portion of the boot (35) (which is 

also frustoconical in shape) immediately radially outwardly of the retaining groove (26) and the 

circlip (8). 

The Sugiyama reference accordingly fails to disclose or otherwise suggest a seal having a 

cylindrical portion disposed radially outwardly of a retaining means. Once again referring to Fig. 7, 

the only portion of the boot (35) contacting the output shaft (3), the boot attachment section (36), is 

clearly not disposed directly radially outwardly of the circlip (8). 

Dependent Claim 22 is accordingly patentable over any combination of the cited art of 

record for at least this additional reason. 
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111. Dependent Claim 25 was improperly rejected under 35 U.S.C. § 103 as obvious in 

view of the cited combination of references. 

Appellants' Claim 25 depends from independent Claim 1 and recites "wherein the 

cylindrical portion of the seal is disposed at an end of the seal." 

As explained in the preceding sections, the boot attachment section (36) forms one end of 

the boot (35) and forms the only portion of the boot (35) directly engaging the output shaft (3). 

Assuming that the boot attachment section (36) is considered analogous to the recited cylindrical 

portion of the seal, the Sugiyama reference clearly fails to disclose or suggest the limitations of 

Claim 1 regarding the relationships present between the first member and the seal. Specifically, as 

explained in detail in the preceding sections, the boot attachment section (36) cannot provide 

guidance regarding each and every limitation of Claim 1 drawn towards the manner in which the 

recited cylindrical portion engages at least a portion of a perimeter of the recited window. Instead, 

Sugiyama discloses the outward tapering of the boot (35) before reaching the axial position of the 

circlip (8) and the retaining groove (26). 

Dependent Claim 25 is accordingly patentable over any combination of the cited art of 

record for at least this additional reason. 
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1v. Conclusion 

In sum, each of independent Claims 1, 12, and 25 are patentable over each of the cited 

references of record and all combinations thereof. For the same reasons, each of the dependent 

claims depending from independent Claims 1, 12, and 25 are similarly patentable over the cited 

references and combinations thereof. For these and the other reasons discussed above, Appellants 

respectfully request that the rejections of Claims 1-5, 7, 9-12, 14-16, 18, 19, and 22-25 be 

REVERSED. 

Dated: 
August 4, 2021 

SHUMAKER, LOOP & KENDRICK, LLP 

1000 Jackson Street 
Toledo, Ohio 43604-5573 
TEL 419.241.9000 
FAX 419.241.6894 

Serial No. 15/966,085 

Respectfully submitted, 

/'} ,r • 
I,,,, /) /\ 

(/~.\---~7 

By:------------­
J. Douglas Miller 
Reg. No. 46,932 

Scott L. Seaman 
Reg. No. 78,030 
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VIII. Claims Appendix 

1. A joint assembly comprising: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, a 

portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a coupling of 

the second member to the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; 

a retaining means configured to retain the coupling of the second member to the first 

member, wherein distal ends of the retaining means are accessible through the 

window, wherein the distal ends of the retaining means extend in a direction radially 

outwardly into the window to a point at or radially inwardly from an outer wall of 

the first member, and wherein the retaining means is received partially into each of 

the interior surface recess of the first member and the exterior surface recess of the 

second member when the retaining means retains the coupling of the second 

member to the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window, 

wherein the window is at least partially covered by a cylindrical portion of the seal 

having an inner surface engaging the outer wall of the first member, and wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at 

least a portion of a perimeter of the window. 

2. The joint assembly of Claim 1, wherein the first member includes an open end and the 

first engagement means of the first member is formed within the open end. 

3. The joint assembly of Claim 2, wherein the portion of the second member disposed 

within the first member is disposed within the open end and includes the second engagement means. 
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4. The joint assembly of Claim 2, wherein the window is continuous with the open end. 

5. The joint assembly of Claim 1, wherein the first engagement means includes a first 

plurality of splines and the second engagement means includes a second plurality of splines. 

6. (Cancelled) 

7. The joint assembly of Claim 1, wherein the retaining means is configured as a retaining 

nng. 

8. (Cancelled) 

9. The joint assembly of Claim 1, further comprising a constant velocity joint coupled to 

one of the first member and the second member. 

10. A vehicle driveline comprising the joint assembly of Claim 1. 

11. A vehicle comprising the joint assembly of Claim 1. 

Serial No. 15/966,085 13 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0306



12. A joint assembly comprising: 

a first member having an open end and a first plurality of splines formed within the open 

end; 

a second member having a second plurality of splines formed thereon, a portion of the 

second member disposed within the first member, the second plurality of splines 

engaging the first plurality of splines to provide a coupling of the second member to 

the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; 

a retaining ring configured to retain the coupling of the second member to the first member, 

wherein distal ends of the retaining ring are accessible through the window, the first 

member including an interior surface annular recess and the second member 

including an exterior surface annular recess, wherein the retaining means is received 

partially into each of the interior surface recess of the first member and the exterior 

surface recess of the second member when the retaining means retains the coupling 

of the second member to the first member, and wherein the distal ends of the 

retaining ring extend in a direction radially outwardly into the window to a point at 

or radially inwardly from an outer wall of the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window, 

wherein the window is at least partially covered by a cylindrical portion of the seal 

having an inner surface engaging the outer wall of the first member, wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at 

least a portion of a perimeter of the window. 

13. (Cancelled) 

14. The joint assembly of Claim 12, further comprising a constant velocity joint coupled to 

one of the first member and the second member. 
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15. A method of servicing a joint assembly comprising: 

providing the joint assembly, the joint assembly including: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, 

a portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a 

coupling of the second member to the first member; 

a window formed within the first member where the portion of the second member 

is disposed within the first member; 

a retaining means configured to retain the coupling of the second member to the first 

member, wherein distal ends of the retaining means are accessible through 

the window, wherein the distal ends of the retaining means extend in a 

direction radially outwardly into the window to a point at or radially 

inwardly from an outer wall of the first member, and wherein the retaining 

means is received partially into each of the interior surface recess of the first 

member and the exterior surface recess of the second member when the 

retaining means retains the coupling of the second member to the first 

member; and 

a seal configured to cover the window, the seal coupled to the second member 

adjacent an end of the first member, the seal coupled to the first member 

adjacent the window, wherein the window is at least partially covered by a 

cylindrical portion of the seal having an inner surface engaging the outer 

wall of the first member, wherein the cylindrical portion of the seal 

engages the outer wall of the first member along at least a portion of a 

perimeter of the window; 

uncovering the window from the cylindrical portion of the seal to provide access to the 

distal ends of the retaining means; 

manipulating the distal ends of the retaining means through the window to release the 

coupling of the second member to the first member; and 

separating the first member and the second member by disengaging the second engagement 

means from the first engagement means. 
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16. The method of servicing the joint assembly of Claim 15, wherein the joint assembly 

further comprises a constant velocity joint coupled to one of the first member and the second 

member. 

17. (Cancelled) 

18. The method of servicing the joint assembly of Claim 15, further comprising coupling the 

separated first member with another second member to form another joint assembly. 

19. The method of servicing the joint assembly of Claim 15, further comprising coupling the 

separated second member with another first member to form another joint assembly. 

20. (Cancelled) 

21. (Cancelled) 

22. The joint assembly of Claim 1, wherein the cylindrical portion of the seal is disposed 

directly radially outwardly of the retaining means when the retaining means retains the coupling of 

the second member to the first member. 

23. The joint assembly of Claim 22, wherein the seal further includes a corrugated 

portion disposed adjacent the cylindrical portion, wherein the corrugated portion is spaced 

radially from each of the first member and the second member. 

24. The joint assembly of Claim 23, wherein the window is continuous with an open end 

of the first member, and wherein the corrugated portion of the seal is disposed directly radially 

outwardly of the open end of the first member. 

25. The joint assembly of Claim 1, wherein the cylindrical portion of the seal is disposed at 

an end of the seal. 
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IX. EVIDENCE APPENDIX 

None. 

X. RELATED PROCEEDINGS APPENDIX 

None. 
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Application/Control Number: 15/966,085 
Art Unit: 3678 

DETAILED ACTION 

In view of the appeal brief filed on 4 August 2021, PROSECUTION IS HEREBY 

REOPENED. A new ground ofrejection is set forth below. 

Page2 

To avoid abandonment of the application, appellant must exercise one of the following 

two options: 

(1) file a reply under 37 CFR 1.111 (if this Office action is non-final) or a reply under 37 

CFR 1.113 (if this Office action is final); or, 

(2) initiate a new appeal by filing a notice of appeal under 37 CFR 41.31 followed by an 

appeal brief under 37 CFR 41.37. The previously paid notice of appeal fee and appeal brief fee 

can be applied to the new appeal. If, however, the appeal fees set forth in 37 CFR 41.20 have 

been increased since they were previously paid, then appellant must pay the difference between 

the increased fees and the amount previously paid. 

A Supervisory Patent Examiner (SPE) has approved of reopening prosecution by signing 

below: 

/AMBER R ANDERSON/ 
Supervisory Patent Examiner, Art Unit 3678 

Status of Claims 

The office action is being examined in response to the application filed by the applicant 

on 4 August 2021. Claims 1-5, 7, 9-12, 14-16, 18-19, and 22-25 are currently pending and have 

been examined. 

This action is made SECOND NON-FINAL. 

Response to Arguments 

Applicant's arguments, see pages 5-10, filed on 4 August 2021, with respect to the 

rejections of Claims 1, 12, 15, 22, and 25 under 35 USC§ 103 have been fully considered and 

are persuasive. Therefore, the rejection has been withdrawn. However, upon further 

consideration, a new ground(s) ofrejection is made in view of a different interpretation of the 

previously applied reference. 
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Claim Rejections - 35 USC§ 103 

Page3 

The following is a quotation of 35 U.S.C. 103 which forms the basis for all obviousness 

rejections set forth in this Office action: 

A patent for a claimed invention may not be obtained, notwithstanding that the claimed invention is not 
identically disclosed as set forth in section 102, if the differences between the claimed invention and the 
prior art are such that the claimed invention as a whole would have been obvious before the effective 
filing date of the claimed invention to a person having ordinary skill in the art to which the claimed 
invention pertains. Patentability shall not be negated by the manner in which the invention was made. 

Claims 1-5, 7, 9-12, 14-16, 18-19, and 22-25 as being unpatentable over Kofuji (US 

2009/0233723 Al) in view of Krude et al. (US 6,739,422 B2) and of Sugiyama et al. (US 

2018/0003240 Al). 

With respect to Claim 1, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member (43) having a first engagement means (86, a spline hole) and an interior 

surface recess (91); 

a second member (45) having a second engagement means (84, a spline section) and an 

exterior surface recess (92), a portion ( 45b) of the second member ( 45) disposed within the first 

member (43), the second engagement means (84) engaging the first engagement means (86) to 

provide a coupling of the second member (45) to the first member (43); 

a window (93, a notched section) formed within the first member (43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the second 

member (45) to the first member (43), 

wherein distal ends (95h) of the retaining means (95) are accessible through the window 

(93), 

wherein the retaining means (95) is received partially into each of the interior surface 

recess (91) of the first member (43) and the exterior surface recess (92) of the second member 

( 45) when the retaining means (95) retains the coupling of the second member ( 45) to the first 

member (43) (see Paragraph 0053 and Fig. 4). 
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Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly (10) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion (55) of the second member (41) disposed within the first member (72), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member (41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), wherein distal ends (65, 66) of the retaining means (57) 

are accessible through the window (74), wherein the distal ends (65, 66) of the retaining means 

(57) extend in a direction radially outwardly into the window (74) to a point at or radially 

inwardly from an outer wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

Kofuji fails to disclose a seal configured to cover the window, the seal coupled to the 

second member adjacent an end of the first member, the seal coupled to the first member 

adjacent the window, wherein the window is at least partially covered by a cylindrical portion of 

the seal having an inner surface engaging the outer wall of the first member, and wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at least a portion 

of a perimeter of the window. 

However, Sugiyama et al. (Fig. 3-7; annotated Fig. 7 on Page 5) teaches a joint assembly 

comprising a first member (30), a second member (11, 12) coupled to the first member (30), and 

a retaining means (8) configured to retain the coupling of the second member (11, 12) to the first 

member (30), wherein the retaining means (8) is inserted into through holes (31, 32, 26a, 26b) 
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from an outer peripheral side of the first member (30) and being engaged with an engagement 

groove of the second member (11, 12). 

Sugiyama et al. (annotated Fig. 7 on Page 5) further teaches a seal (35, a water-proof 

boot) configured to cover the through holes (31, 32, 26a, 26b ), wherein the seal (35) can be 

coupled to the second member (11, 12) adjacent an end of the first member (30) such as how 

another seal (27) in Fig. 3 is coupled to two members (2 and 21), and wherein the seal (35) is 

coupled to the first member (30) adjacent the through holes (31, 32, 26a, 26b) via an attachment 

section (36). 
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Sugiyama et al. (annotated Fig. 7 on Page 5) does not explicitly teach that an inner 

surface of a cylindrical portion (36a) of the seal (35) engages an outer wall of the first member 

(30) such that the through holes (31, 32, 26a, 26b) are at least partially covered by the cylindrical 

portion (36a) of the seal (35) and that the cylindrical portion (36a) of the seal engages the outer 
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wall of the first member along at least a portion of a perimeter of the through holes (31, 32, 26a, 

26b). 

However, the seal (35) of Sugiyama et al. being formed to enable expansion and 

contraction in the axial direction (Paragraph 0058) suggests its capability of moving in an axial 

direction with respect to the first member (30) and to the second member (11, 12). Thus, the 

cylindrical portion (36a) of the seal (35) is capable of engaging and contacting the outer wall of 

the first member to an extent, i.e. in parallel arrangement with respect to the outer wall of the 

first member, such that the through holes (31, 32, 26a, 26b) are at least partially covered by the 

cylindrical portion (36a) and such that the cylindrical portion (36a) engages and contact the outer 

wall of the first member along at least a portion of the perimeter of the through holes (31, 32, 

26a, 26b). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. such that the cylindrical portion of the seal, 

having the capability of moving in an axial direction, is in parallel arrangement with respect to 

the outer wall of the first member, the cylindrical portion thereby engaging and contacting the 

outer wall of the first member along at least a portion of the perimeter of the window and at least 

partially covering the window of the first member, for the purpose of preventing an invasion of 

water or dust from the window or openings. 

With respect to Claim 2, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 4) further discloses that the first member (43) 

includes an open end and the first engagement means (86) of the first member (43) is formed 

within the open end. 

With respect to Claim 3, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim 2 and Kofuji (Fig. 4) further discloses that the portion (45b) of the 

second member (45) disposed within the first member (43) is disposed within the open end and 

includes the second engagement means (84). 

With respect to Claim 4, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim 2 and Kofuji (Fig. 4) further discloses that the window (93) is 

continuous with the open end. See Paragraph 0051, wherein the window (93) has a section 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0324



Application/Control Number: 15/966,085 
Art Unit: 3678 

Page 8 

opening towards the tip of the tubular engaging section (85) from a first annular groove (91) of 

the first member (43). 

With respect to Claim 5, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 4) further discloses that the first engagement 

means (86) includes a first plurality of splines (spline hole) and the second engagement means 

(84) includes a second plurality of splines ( spline section). 

With respect to Claim 7, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 4) further discloses that the retaining means (95) 

is configured as a retaining ring ( circular clip). 

With respect to Claim 9, Kofuji in view of Krude et al. and Sugiyama et al. discloses the 

limitations set forth in Claim I and Kofuji (Fig. 3) further discloses further comprising a constant 

velocity joint (47, a shaft length variation mechanism; see Paragraph 0036) coupled to the first 

member (43). 

With respect to Claim 10, Kofuji in view of Krude et al. and Sugiyama et al. discloses a 

vehicle driveline (41; Figs. 2-3 of Kofuji) comprising the joint assembly of Claim 1. 

With respect to Claim 11, Kofuji in view of Krude et al. and Sugiyama et al. discloses a 

vehicle (10; Figs. 1-3 of Kofuji) comprising the joint assembly of Claim 1. 

With respect to Claim 12, Kofuji (Figs. l-6c) discloses a joint assembly (Figs. 4-6c) 

compnsmg: 

a first member (43) having an open end and a first plurality of splines (86, a spline hole) 

formed within the open end; 

a second member (45) having a second plurality of splines (84, a spline section) formed 

thereon, a portion (45b) of the second member (45) disposed within the first member (43), the 

second plurality of splines (84) engaging the first plurality of splines (86) to provide a coupling 

of the second member (45) to the first member (43); 

a window (93, a notched section) formed within the first member (43) where the portion 

(45b) of the second member (45) is disposed within the first member (43); and 

a retaining ring (95, a circular clip) configured to retain the coupling of the second 

member ( 45) to the first member ( 43), wherein distal ends (95h) of the retaining ring (95) are 

accessible through the window (93), the first member (43) including an interior surface annular 

recess (91) and the second member (45) including an exterior surface annular recess (92), 
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wherein the retaining means (95) is received partially into each of the interior surface 

recess (91) of the first member (43) and the exterior surface recess (92) of the second member 

( 45) when the retaining means (95) retains the coupling of the second member ( 45) to the first 

member (43) (see Paragraph 0053 and Fig. 4). 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly ( I 0) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion (55) of the second member (41) disposed within the first member (72), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member (41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), wherein distal ends (65, 66) of the retaining means (57) 

are accessible through the window (74), wherein the distal ends (65, 66) of the retaining means 

(57) extend in a direction radially outwardly into the window (74) to a point at or radially 

inwardly from an outer wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

Kofuji fails to disclose a seal configured to cover the window, the seal coupled to the 

second member adjacent an end of the first member, the seal coupled to the first member 

adjacent the window, wherein the window is at least partially covered by a cylindrical portion of 

the seal having an inner surface engaging the outer wall of the first member, and wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at least a portion 

of a perimeter of the window. 
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However, Sugiyama et al. (Fig. 3-7; annotated Fig. 7 on Page 5) teaches a joint assembly 

comprising a first member (30), a second member (11, 12) coupled to the first member (30), and 

a retaining means (8) configured to retain the coupling of the second member (11, 12) to the first 

member (30), wherein the retaining means (8) is inserted into through holes (31, 32, 26a, 26b) 

from an outer peripheral side of the first member (30) and being engaged with an engagement 

groove of the second member (11, 12). 

Sugiyama et al. (annotated Fig. 7 on Page 5) further teaches a seal (35, a water-proof 

boot) configured to cover the through holes (31, 32, 26a, 26b ), wherein the seal (35) can be 

coupled to the second member (11, 12) adjacent an end of the first member (30) such as how 

another seal (27) in Fig. 3 is coupled to two members (2 and 21), and wherein the seal (35) is 

coupled to the first member (30) adjacent the through holes (31, 32, 26a, 26b) via an attachment 

section (36). 

Sugiyama et al. (annotated Fig. 7 on Page 5) does not explicitly teach that an inner 

surface of a cylindrical portion (36a) of the seal (35) engages an outer wall of the first member 

(30) such that the through holes (31, 32, 26a, 26b) are at least partially covered by the cylindrical 

portion (36a) of the seal (35) and that the cylindrical portion (36a) of the seal engages the outer 

wall of the first member along at least a portion of a perimeter of the through holes (31, 32, 26a, 

26b). 

However, the seal (35) of Sugiyama et al. being formed to enable expansion and 

contraction in the axial direction (Paragraph 0058) suggests its capability of moving in an axial 

direction with respect to the first member (30) and to the second member (11, 12). Thus, the 

cylindrical portion (36a) of the seal (35) is capable of engaging and contacting the outer wall of 

the first member to an extent, i.e. in parallel arrangement with respect to the outer wall of the 

first member, such that the through holes (31, 32, 26a, 26b) are at least partially covered by the 

cylindrical portion (36a) and such that the cylindrical portion (36a) engages and contact the outer 

wall of the first member along at least a portion of the perimeter of the through holes (31, 32, 

26a, 26b). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. such that the cylindrical portion of the seal, 

having the capability of moving in an axial direction, is in parallel arrangement with respect to 
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the outer wall of the first member, the cylindrical portion thereby engaging and contacting the 

outer wall of the first member along at least a portion of the perimeter of the window and at least 

partially covering the window of the first member, for the purpose of preventing an invasion of 

water or dust from the window or openings. 

With respect to Claim 14, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 12 and Kofuji (Fig. 3) further comprises a constant velocity 

joint (47, a shaft length variation mechanism; see Paragraph 0036) coupled to the first member 

(43). 

With respect to Claim 15, Applicant is reminded that, under the principles of inherency, 

if a prior art device, in its normal and usual operation, would necessarily perform the method 

claimed, then the method claimed will be considered to be anticipated by the prior art device. 

When the prior art device is the same as a device described in the specification for carrying out 

the claimed method, it can be assumed the device will inherently perform the claimed process. In 

re King, 801 F.2d 1324, 231 USPQ 136 (Fed. Cir. 1986). See MPEP 211.02. 

Therefore, Kofuji (Figs. l-6c) discloses a method of servicing a joint assembly 

compnsmg: 

providing (Fig. 4) the joint assembly, the joint assembly (Figs. 4) including: 

a first member (43) having a first engagement means (86, a spline hole) and an 

interior surface recess (91); 

a second member (45) having a second engagement means (84, a spline section) 

and an exterior surface recess (92), a portion ( 45b) of the second member ( 45) 

disposed within the first member ( 43), the second engagement means(84) 

engaging the first engagement means (86) to provide a coupling of the second 

member (45) to the first member (43); 

a window (93, a notched section) formed within the first member (43) where the 

portion ( 45b) of the second member ( 45) is disposed within the first member 

(43); and 

a retaining means (95, a circular clip) configured to retain the coupling of the 

second member ( 45) to the first member ( 43 ), wherein distal ends (95h) of the 

retaining means (95) are accessible through the window (93), and wherein the 

retaining means (95) is received partially into each of the interior surface 
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recess (91) of the first member ( 43) and the exterior surface recess (92) of the 

second member ( 45) when the retaining means (95) retains the coupling of the 

second member (45) to the first member (43) (see Paragraph 0053 and Fig. 4); 

manipulating (Figs. 5a-5b) the distal ends (95h) of the retaining means (95) through the 

window (93) to release the coupling of the second member ( 45) to the first member ( 43 ); and 

separating (Figs. 6a-6c) the first member ( 43) and the second member ( 45) by 

disengaging the second engagement means from the first engagement means. 

Kofuji fails to disclose that the distal ends of the retaining means extend in a direction 

radially outwardly into the window to a point at or radially inwardly from an outer wall of the 

first member. 

However, Krude et al. (Figs. 1-10) teaches a joint assembly ( I 0) comprising: 

a first member (72) having a first engagement means (75, an inner toothing); 

a second member (41) having a second engagement means (52, an outer toothing), a 

portion (55) of the second member (41) disposed within the first member (72), the second 

engagement means (52) engaging the first engagement means (75) to provide coupling of the 

second member (41) to the first member (72); 

a window (74) formed within the first member (72) where the portion of the second 

member (41) is disposed within the first member (72); and 

a retaining means (57, a securing ring) configured to retain the coupling of the second 

member (41) to the first member (72), wherein distal ends (65, 66) of the retaining means (57) 

are accessible through the window (74), wherein the distal ends (65, 66) of the retaining means 

(57) extend in a direction radially outwardly into the window (74) to a point at or radially 

inwardly from an outer wall of the first member (72). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to modify the retaining ring of Kofuji such that the 

distal ends extend in a direction radially outwardly into the window to a point as taught by Krude 

et al. for the purpose of providing a discreet means of uncoupling the first and second members 

and of preventing the distal ends to interfere with external parts located outside the window. 

Kofuji fails to disclose that the joint assembly includes a seal configured to cover the 

window, the seal coupled to the second member adjacent an end of the first member, the seal 

coupled to the first member adjacent the window, wherein the window is at least partially 
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covered by a cylindrical portion of the seal having an inner surface engaging the outer wall of the 

first member, and wherein the cylindrical portion of the seal engages the outer wall of the first 

member along at least a portion of a perimeter of the window and that the method comprises 

uncovering the window from the cylindrical portion of the seal to provide access to the distal 

ends of the retaining means. 

However, Sugiyama et al. (Fig. 3-7; annotated Fig. 7 on Page 5) teaches a joint assembly 

comprising a first member (30), a second member (11, 12) coupled to the first member (30), and 

a retaining means (8) configured to retain the coupling of the second member (11, 12) to the first 

member (30), wherein the retaining means (8) is inserted into through holes (31, 32, 26a, 26b) 

from an outer peripheral side of the first member (30) and being engaged with an engagement 

groove of the second member (11, 12). 

Sugiyama et al. (annotated Fig. 7 on Page 5) further teaches a seal (35, a water-proof 

boot) configured to cover the through holes (31, 32, 26a, 26b ), wherein the seal (35) can be 

coupled to the second member (11, 12) adjacent an end of the first member (30) such as how 

another seal (27) in Fig. 3 is coupled to two members (2 and 21), and wherein the seal (35) is 

coupled to the first member (30) adjacent the through holes (31, 32, 26a, 26b) via an attachment 

section (36). 

Sugiyama et al. (annotated Fig. 7 on Page 5) does not explicitly teach that an inner 

surface of a cylindrical portion (36a) of the seal (35) engages an outer wall of the first member 

(30) such that the through holes (31, 32, 26a, 26b) are at least partially covered by the cylindrical 

portion (36a) of the seal (35) and that the cylindrical portion (36a) of the seal engages the outer 

wall of the first member along at least a portion of a perimeter of the through holes (31, 32, 26a, 

26b). 

However, the seal (35) of Sugiyama et al. being formed to enable expansion and 

contraction in the axial direction (Paragraph 0058) suggests its capability of moving in an axial 

direction with respect to the first member (30) and to the second members (11, 12). Thus, the 

cylindrical portion (36a) of the seal (35) is capable of engaging and contacting the outer wall of 

the first member to an extent, i.e. in parallel arrangement with respect to the outer wall of the 

first member, such that the through holes (31, 32, 26a, 26b) are at least partially covered by the 

cylindrical portion (36a) and such that the cylindrical portion (36a) engages and contact the outer 
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wall of the first member along at least a portion of the perimeter of the through holes (31, 32, 

26a, 26b). 

Therefore, it would have been obvious to one in ordinary skill in the art at the time of the 

effective filing date of the claimed invention to include the joint assembly of Kofuji with a seal 

or a water-proof boot as taught by Sugiyama et al. such that the cylindrical portion of the seal, 

having the capability of moving in an axial direction, is in parallel arrangement with respect to 

the outer wall of the first member, the cylindrical portion thereby engaging and contacting the 

outer wall of the first member along at least a portion of the perimeter of the window and at least 

partially covering the window of the first member, and such that the combination of Kofuji and 

Sugiyama et al. allows the window to be uncovered from the cylindrical portion of the seal to 

provide access to the distal ends of the retaining means. One of ordinary skill in the art would 

have been motivated to make such combination for the purpose of preventing an invasion of 

water or dust from the window or openings. 

With respect to Claim 16, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 15 and Kofuji (Fig. 3) further discloses that the joint assembly 

further comprises a constant velocity joint ( 4 7, a shaft length variation mechanism; see 

Paragraph 0036) coupled to the first member (43). 

With respect to Claim 18, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 15 and Kofuji (Figs. 2-3) further comprising coupling the 

separated first member (43) with another second member to form another joint assembly, 

wherein the retaining means (95) can be simply attached and detached from the joint assembly, 

thereby allowing the separated first member (43) to be capable of coupling with another second 

member to form another joint assembly. 

With respect to Claim 19, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 15 and Kofuji (Figs. 2-3) further comprising coupling the 

separated second member ( 45) with another first member to form another joint assembly, 

wherein the retaining means (95) can be simply attached and detached from the joint assembly, 

thereby allowing the separated second member (45) to be capable of coupling with another first 

member to form another joint assembly. 

With respect to Claim 22, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim I and Sugiyama et al. (annotated Fig. 7 on Page 5) further 
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discloses that, when combined with the joint assembly of Kofuji, the cylindrical portion (36a) of 

the seal (35) (being in a parallel arrangement with respect to the outer wall of the first member 

and having the inner surface thereof engage and contact the outer wall of the first member along 

at least a portion of the perimeter of the window as discussed in the rejection of Claim I above) 

is disposed directly radially outwardly of the retaining means (95, of Kofuji) when the retaining 

means (95) retains the coupling of the second member ( 45) to the first member ( 43 ). 

With respect to Claim 23, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 22 and Sugiyama et al. (annotated Fig. 7 on Page 5) further 

discloses that the seal (35) further includes a corrugated portion (36b) adjacent the cylindrical 

portion (36a), wherein the corrugated portion (36b) is spaced radially outwardly from each of the 

first member (30) and the second member (11, 12) (or from each of the first member (43) and the 

second member (45) of Kofuji when combined). 

With respect to Claim 24, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim 23, Kofuji (Fig. 4) further discloses that the window (93) is 

continuous with an open end of the first member (43) (see Paragraph 0051, wherein the window 

(93) has a section opening towards the tip of the tubular engaging section (85) from a first 

annular groove (91) of the first member (43), and Sugiyama et al. (annotated Fig. 7 on Page 5) 

further discloses that, when combined with the joint assembly of Kofuji, the corrugated portion 

(36b) of the seal (35) is disposed directly radially outwardly of the open end of the first member 

(30, of Kofuji). 

With respect to Claim 25, Kofuji in view of Krude et al. and Sugiyama et al. discloses 

the limitations set forth in Claim I and Sugiyama et al. (annotated Fig. 7 on Page 5) further 

discloses that the cylindrical portion (36a) of the seal (35) is disposed at an end of the seal (35). 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to ALEXUS CAMERO whose telephone number is (571)272-8629. 

The examiner can normally be reached on M-F 9:00 am to 5 :00 pm EST. 

Examiner interviews are available via telephone, in-person, and video conferencing using 

a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Amber Anderson can be reached on (571)270-5281. The fax phone number for the 

organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 

Application Information Retrieval (PAIR) system. Status information for published applications 

may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 

applications is available through Private PAIR only. For more information about the PAIR 

system, see https://ppair-my.uspto.gov/pair/PrivatePair. Should you have questions on access to 

the Private PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll­

free). If you would like assistance from a USPTO Customer Service Representative or access to 

the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-

1000. 

/ ALEXUS CAMERO/ 
Examiner, Art Unit 3678 

/AMBER R ANDERSON/ 
Supervisory Patent Examiner, Art Unit 3678 
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I. REAL PAR TY IN INTEREST 

The inventors Michael Walter Hopson, Arvind Srinivasan, and Michael Peter Kinsella 

originally assigned all rights in the invention to NEAPCO INTELLECTUAL PROPERTY 

HOLDINGS, LLC, the real party in interest. 

II. RELATED APPEALS AND INTERFERENCES 

There are no related appeals, interferences, or judicial proceedings known to the 

Appellants that will directly affect, or be directly affected by, the Board's decision in this appeal. 

III. STATUS OF CLAIMS 

Claims 1-5, 7, 9-12, 14-16, 18, 19, and 22-25 are pending, wherein a copy of the claim 

set appears in the Appendix of this Brief Claims 6, 8, 13, 17, 20, and 21 are cancelled. Claims 1-

5, 7, 9-12, 14-16, 18-19, and 22-25 are rejected and are currently on appeal. No claims are 

allowed. No claims are objected to as improper. 

IV. STATUS OF AMENDMENTS 

All claim amendments have been entered in the application. No amendments are filed 

concurrently with the present Appeal Brief 

V. SUMMARY OF CLAIMED SUBJECT MATTER 

The following is a concise explanation of the subject matter involved in the appeal, as 

required by 37 CFR §41.37(c)(l)(v). The following explanation is not intended to be used to 

construe the claims, which speak for themselves, nor does Appellant intend the following 

explanation to modify or add any claim elements, or to constitute a disclaimer of any equivalents 

to which the claims would otherwise be entitled, nor is any reference to certain preferred 

embodiments herein intended to disclaim other possible embodiments. 

The following summary indicates certain portions of the specification (including the 

drawings) that provide examples of embodiments of elements of the claimed subject matter. It is 

to be understood that other portions of the specification not cited herein may also provide 

examples of embodiments of elements of the claimed subject matter. It is also to be understood 
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that the indicated examples are merely examples, and the scope of the claimed subject matter 

includes alternative embodiments and equivalents thereof. References herein to the specification 

are thus intended to be exemplary and not limiting. 

Appellants' independent Claim 1 recites a joint assembly 100. See paragraph [0029]. The 

joint assembly 100 comprises a first member 110 having a first engagement means 160 and an 

interior surface recess 200 and a second member 120 having a second engagement means 170 and 

an exterior surface recess 220. See paragraphs [0030] and [0031] and Fig. 3. A portion 180 of the 

second member 120 is disposed within the first member 110. See paragraph [0030] and Fig. 3. The 

second engagement means 170 engages the first engagement means 160 to provide a coupling of the 

second member 120 to the first member 110. See paragraph [0030] and Figs. 1-3. A window 130 is 

formed within the first member 110 where the portion 180 of the second member 120 is disposed 

within the first member 110. See paragraph [0030] and Figs. 1-3. A retaining means 140 is 

configured to retain the coupling of the second member 120 to the first member 110. See paragraph 

[0030] and Figs. 1-3. Distal ends 260 of the retaining means 140 are accessible through the window 

130. See paragraph [0031] and Figs. 1-3. The distal ends 260 of the retaining means 140 extend in a 

direction radially outwardly into the window 130 to a point at or radially inwardly from an outer 

wall 270 of the first member 110. See paragraph [0032] and Fig. 2. The retaining means 140 is 

received partially into each of the interior surface recess 200 of the first member 110 and the 

exterior surface recess 220 of the second member 120 when the retaining means 140 retains the 

coupling of the second member 120 to the first member 110. See paragraph [0030] and Figs. 2 and 

3. A seal 240 is configured to cover the window 130. See paragraph [0033] and Figs. 1-3. The seal 

240 is coupled to the second member 120 adjacent an end of the first member 110. See paragraphs 

[0030] and [0033] and Figs. 2 and 3. The seal 240 is coupled to the first member 110 adjacent the 

window 130. See paragraph [0030] and Figs. 2 and 3. The window 130 is at least partially covered 

by a cylindrical portion of the seal 240 having an inner surface engaging the outer wall 270 of the 

first member 110, wherein the cylindrical portion of the seal 240 engages the outer wall 270 of 

the first member 110 along at least a portion of a perimeter of the window 130. See Fig. 2. 

Appellants' independent Claim 12 recites a joint assembly 100. See paragraph [0029]. The 

joint assembly 100 comprises a first member 110 having an open end 150 and a first plurality of 

splines 160 formed within the open end 150 and a second member 120 having a second plurality of 

splines 170 formed thereon. See paragraphs [0030] and [0031] and Fig. 3. A portion 180 of the 
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second member 120 disposed within the first member 110. See paragraph [0030] and Fig. 3. The 

second plurality of splines 170 engage the first plurality of splines 160 to provide a coupling of the 

second member 120 to the first member 110. See paragraph [0030] and Figs. 1-3. A window 130 is 

formed within the first member 110 where the portion 180 of the second member 120 is disposed 

within the first member 110. See paragraph [0030] and Figs. 1-3. A retaining ring 140 is configured 

to retain the coupling of the second member 120 to the first member 110. See paragraph [0030] and 

Figs. 1-3. Distal ends 260 of the retaining ring 140 are accessible through the window 130. See 

paragraph [0031] and Figs. 1-3. The first member 110 includes an interior surface recess 200 and 

the second member 120 includes an exterior surface recess 220, wherein the retaining ring 140 is 

received partially into each of the interior surface recess 200 of the first member 110 and the 

exterior surface recess 220 of the second member 120 when the retaining ring 140 retains the 

coupling of the second member 120 to the first member 110. See paragraph [0030] and Figs. 2 and 

3. The distal ends 260 of the retaining means 140 extend in a direction radially outwardly into the 

window 130 to a point at or radially inwardly from an outer wall 270 of the first member 110. See 

paragraph [0032] and Fig. 2. A seal 240 is configured to cover the window 130. See paragraph 

[0033] and Figs. 1-3. The seal 240 is coupled to the second member 120 adjacent an end of the first 

member 110. See paragraphs [0030] and [0033] and Figs. 2 and 3. The seal 240 is coupled to the 

first member 110 adjacent the window 130. See paragraph [0030] and Figs. 2 and 3. The window 

130 is at least partially covered by a cylindrical portion of the seal 240 having an inner surface 

engaging the outer wall 270 of the first member 110, wherein the cylindrical portion of the seal 

240 engages the outer wall 270 of the first member 110 along at least a portion of a perimeter of 

the window 130. See Fig. 2. 

Appellants' independent Claim 15 recites a method of servicing a joint assembly 100. See 

paragraph [0035]. The joint assembly 100 includes a first member 110 having a first engagement 

means 160 and an interior surface recess 200 and a second member 120 having a second 

engagement means 170 and an exterior surface recess 220. See paragraphs [0030] and [0031] and 

Fig. 3. A portion 180 of the second member 120 is disposed within the first member 110. See 

paragraph [0030] and Fig. 3. The second engagement means 170 engages the first engagement 

means 160 to provide a coupling of the second member 120 to the first member 110. See paragraph 

[0030] and Figs. 1-3. A window 130 is formed within the first member 110 where the portion 180 

of the second member 120 is disposed within the first member 110. See paragraph [0030] and Figs. 
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1-3. A retaining means 140 is configured to retain the coupling of the second member 120 to the 

first member 110. See paragraph [0030] and Figs. 1-3. Distal ends 260 of the retaining means 140 

are accessible through the window 130. See paragraph [0031] and Figs. 1-3. The distal ends 260 of 

the retaining means 140 extend in a direction radially outwardly into the window 130 to a point at or 

radially inwardly from an outer wall 270 of the first member 110. See paragraph [0032] and Fig. 2. 

The retaining means 140 is received partially into each of the interior surface recess 200 of the first 

member 110 and the exterior surface recess 220 of the second member 120 when the retaining 

means 140 retains the coupling of the second member 120 to the first member 110. See paragraph 

[0030] and Figs. 2 and 3. A seal 240 is configured to cover the window 130. See paragraph [0033] 

and Figs. 1-3. The seal 240 is coupled to the second member 120 adjacent an end of the first 

member 110. See paragraphs [0030] and [0033] and Figs. 2 and 3. The seal 240 is coupled to the 

first member 110 adjacent the window 130. See paragraph [0030] and Figs. 2 and 3. The window 

130 is at least partially covered by a cylindrical portion of the seal 240 having an inner surface 

engaging the outer wall 270 of the first member 110, wherein the cylindrical portion of the seal 

240 engages the outer wall 270 of the first member 110 along at least a portion of a perimeter of 

the window 130. See Fig. 2. The method includes a step of uncovering the window 130 from the 

cylindrical portion of the seal 240 to provide access to the distal ends 260 of the retaining means 

140. See paragraphs [0024] and [0026] and Figs. 2 and 3. The method also includes a step of 

manipulating the distal ends 260 of the retaining means 140 through the window 130 to release the 

coupling of the second member 120 to the first member 110. See paragraphs [0026], [0032], and 

[0034]. Lastly, the method includes a step of separating the first member 110 and the second 

member 120 by disengaging the second engagement means 170 from the first engagement means 

160. See paragraphs [0026], [0032], and [0035]. 

Appellants' dependent Claim 22 recites the joint assembly 100 according to Claim 1, 

wherein the cylindrical portion of the seal 240 is disposed directly radially outwardly of the 

retaining means 140 when the retaining means 140 retains the coupling of the second member 120 

to the first member 110. See Figs. 2 and 3. 

Appellants' dependent Claim 25 recites the joint assembly 100 according to Claim 1, 

wherein the cylindrical portion of the seal 240 is disposed at an end of the seal 240. See Figs. 2 and 

3. 
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VI. GROUNDS OF REJECTION TO BE REVIEWED ON APPEAL 

With regards to the rejections set forth in the outstanding Office Action, the present 

Appeal addresses whether the Examiner erred in rejecting Claims 1-5, 7, 9-12, 14-16, 18, 19, and 

22-25 under 35 U.S.C. § 103 as unpatentable over Kofuji (U.S. Pat. Appl. Pub. No. 

2009/0233723) in view ofKrude et al. (U.S. Pat. No. 6,739,422) and Sugiyama et al. (U.S. Pat. 

Appl. Pub. No. 2018/0003240). 

VII. ARGUMENT 

1. The Examiner has failed to establish a prima facie case of obvious with respect to 

each of independent Claims 1, 12, and 15 in view of the cited combination of 

references. 

Appellants' independent Claims 1, 12, and 15 each recite a joint assembly having a first 

member, a second member having a portion disposed within the first member, a window formed 

within the first member where the portion of the second member is disposed in the first member, 

a retaining means/ring configured to retain a coupling of the first member to the second member, 

and a seal configured to cover the window. The retaining means/ring is recited in each instance 

as including distal ends that are accessible through the window when the retaining means/ring is 

received into an interior surface recess of the first member and an exterior surface recess of the 

second member. The recited window is accordingly provided in order to access the distal ends of 

the retaining means/ring when it is desirable to decouple the first member from the second 

member. 

When considered in the context of the present patent application, a "window" as used in 

Claims 1, 12, and 15 is defined by the Merriam-Webster Dictionary as "a means of entrance or 

access" or "an opening (such as a shutter, slot, or valve) that resembles or suggests a window." 

When considered in view ofremaining limitations of Claims 1, 12, and 15 highlighted above, it 

is clear that the recited window refers to an opening formed within the first member that leads 

radially inwardly to a position of the retaining means/ring, which is itself positioned at a junction 

of the first member and the second member where the portion of the second member is received 

within the first member. For example, the distal ends ofretaining means/ring are recited as being 
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"accessible through the window" while also "extend[ing] in a direction radially outwardly into the 

window to a point at or radially inwardly from an outer wall of the first member." When 

considering these limitations in combination, the distal ends of the retaining means/ring are 

accordingly recited as being accessible from an exterior of the first member, thereby indicating that 

the window is an opening extending radially inwardly through the first member from an outer 

surface thereof to at least a position of the distal ends of the retaining means. 

Each of Claims 1, 12, and 15 further recites "wherein the window is at least partially 

covered by a cylindrical portion of the seal having an inner surface engaging the outer wall of the 

first member." The term "cylindrical" is defined by the Merriam-Webster Dictionary as "relating to 

or having the form or properties of a cylinder," wherein the term "cylinder" is further defined as 

"the surface traced by a straight line moving parallel to a fixed straight line and intersecting a fixed 

planar closed curve." The recited "cylindrical portion of the seal" accordingly refers to a closed 

annular portion of the seal that is extended in an axial direction thereof, and not to a conical, 

frustoconical, or otherwise tapered shape that is formed by the seal. The "inner surface" of the 

"cylindrical portion of the seal" being recited as "engaging the outer wall of the first member" 

accordingly indicates that a surface of the seal formed along an axially extending portion thereof 

(the cylindrical portion) is in direct contact with an exposed outer surface of the first member as 

formed by the outer wall thereof. 

Additionally, each of Claims 1, 12, and 15 also recites "wherein the cylindrical portion of 

the seal engages the outer wall of the first member along at least a portion of a perimeter of the 

window." As established above, the window is formed within the outer wall of the first member 

with the window penetrating the first member in a radially inward direction. As used in the 

context of Claims 1, 12, and 15, the term "perimeter" is defined as "the boundary of a closed 

plane figure" or "a line or strip bounding or protecting an area." The boundary of the window as 

recited in Claims 1, 12, and 15 therefore refers to those positions around the window where an 

outer surface of the first member deviates radially inwardly to define the opening corresponding 

to the window. Such a deviation in the outer surface of the first member may, as one non­

limiting example, correspond to an edge of the window formed at the outer surface of the first 

member where the outer surface first curves or turns radially inwardly from the otherwise 

cylindrical shape thereof. 

Considering each of the limitations discussed hereinabove in combination, each of 
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Claims 1, 12, and 15 recites a configuration wherein the inner surface of the cylindrical portion 

of the seal must be contacting the outer wall of the first member along at least one position where 

the outer surface of the outer wall deviates radially inwardly to define the perimeter of the 

window. For example, if an edge is formed at the outer surface of the first member to define a 

boundary of the window, the inner surface of the cylindrical portion of the seal must engage the 

first member along such an edge at one or more positions to disclose the described relationship 

as recited in any of Claims 1, 12, and 15. 

In rejecting Claims 1, 12, and 15, the Examiner admits that Kofuji in view ofKrude fails 

to disclose the limitations relating to the seal configured to cover the window, and for this reason the 

Examiner relies upon the Sugiyama reference. However, as explained hereinafter, the Sugiyama 

reference does not disclose a seal covering a window in the manner recited in Claims 1, 12, and 15, 

hence the cited combination of references cannot establish a prima facie case of obviousness. 

Specifically, Sugiyama discloses an output shaft (3) having an annular retaining groove (26) 

formed therein, wherein through holes (31, 32) are formed to diametrically opposing sides of the 

retaining groove (26). The output shaft (3) is configured to receive an input shaft (2) therein. The 

through holes (31, 32) are provided to allow for lateral portions of a retaining ring (8) to be passed 

through the through holes (31, 32) from an exterior of the output shaft (3) in such a manner that the 

lateral portions of the retaining ring (8) bear against radially extending surfaces of each of the shafts 

(2, 3) exposed by the through holes (31, 32), thereby forming an interference fit. See Sugiyama at 

paragraph [0046] and Figs. 4-7. A boot (35) is coupled to each of the shafts (2, 3) to span the joint 

therebetween. The boot (35) includes a boot attachment section (36) which directly engages a 

cylindrical section (30) of the outer surface of the output shaft (3). The boot attachment section (36) 

is formed by an annularly shaped axial end of the boot (35) that is tapered radially inwardly to make 

the contact with the cylindrical section (30) of the output shaft (3). 

As can be seen clearly in Fig. 7 of Sugiyama, the boot attachment section (36) engages the 

output shaft (3) at a position that is spaced axially from the position of the retaining groove (26), 

which also corresponds to the axial position of each of the through holes (31, 32). The remainder of 

the boot (35) extending away from the boot attachment section (36) is spaced radially outwardly 

from the outer surface of each of the shafts (2, 3), which includes the portion of the output shaft (3) 

having the retaining groove (26) and the corresponding through holes (31, 32). 

In citing the Sugiyama reference, the Examiner equates the retaining groove (26) and/or the 
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through holes (31, 32) to the recited window while the boot (35) is equated to the recited seal. As is 

best seen in Fig. 4 of Sugiyama, the "perimeter" of the retaining groove (26) (or either of the 

through holes (31, 32)) must refer to the positions at which the retaining groove (26) deviates 

radially inwardly from the surrounding cylindrical section (30) based on the above provided 

definitions and the remainder of the language of each of Claims 1, 12, and 15. It is clear from a 

review of Fig. 4 that the perimeter of the retaining groove (26) refers to one of two axially spaced 

apart annular edges formed in the cylindrical section (30), which accordingly corresponds to the 

perimeter of the retaining groove (26) being restricted to those axial positions immediately adjacent 

an end of the output shaft (3). The annular edges defining the perimeter of the retaining groove (26) 

are identified by arrows hereinbelow with respect to Fig. 4 of Sugiyama. The through holes (31, 32) 

similarly include perimeters that are restricted to being present at some position between these two 

annular edges. 

FIG.4 

8 

As is shown in Fig. 7 of the Sugiyama reference, the boot attachment section (36), which 

forms the only portion of the boot (35) contacting or engaging the output shaft (3) adjacent the 

retaining groove (26) and the through holes (31, 32), is unambiguously spaced axially from a 

perimeter of any of the retaining groove (26), the through hole (31 ), or the through hole (32). An 
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inner surface of the boot (35) is also spaced apart from the output shaft (3) along the cylindrical 

section (30) having the retaining groove (26) formed therein, hence the boot (35) cannot contact or 

otherwise engage the retaining groove (26) or the through holes (31, 32) at any position where these 

features otherwise deviate from the parallel arrangement of the output shaft (3) along the cylindrical 

section (30). 

The Sugiyama reference accordingly fails to disclose the limitations "wherein the window is 

at least partially covered by a cylindrical portion of the seal having an inner surface engaging the 

outer wall of the first member" or "wherein the cylindrical portion of the seal engages the outer 

wall of the first member along at least a portion of a perimeter of the window." 

The remaining references ofrecord fail to cure the deficiencies of the Sugiyama reference. 

As such, Claims 1, 12, and 15 are patentable over any combination of the cited art ofrecord. 

11. The Examiner improperly cited all possible configurations of the boot seal of the 

Sugiyama reference by citing an arbitrary adjustment thereto in view of the 

recitation of each of Claims 1, 12, and 15. 

The Examiner cited the Sugiyama reference as disclosing all limitations relating to the 

claimed seal despite the lack of explicit disclosure of various claimed features and relationships 

as found in Claims 1, 12, and 15. The Examiner provides an explanation regarding the citation to 

the Sugiyama reference despite these deficiencies on page 7 of the Office Action as follows: 

llowevt~L the s<.~rd (J5) of StJgiyama tt aL h:.~irig formed 10 entiblc expanskm ,HJd 

contracllnn ln lhe .. n.ia1 dlredion (Paragraph 0058) suggrs1s lts capability of moving in an axb! 

cylindrical portion t36a) nf the '.,cul t35) is c.4.mbk of engaging J.nd cnntuct.ing lhc mikr wuH of 

the first 1net1ii'.itf tn .::.tn ex.tent i.e. in parallel arrangen,ttH with resptci to !ht outer wn!I of thi:.! 

first member, imch ll:rnt !he thn:m.gh hoks (3 L 32, 26a; 26b) are ~tl k,ist purt.hliy covered by the 

cylim:lrk:a1 portion (3fol} and "-Hrh that the cylim.ldc,il ponion {36.ri) engages and contact the outer 

wall or the first nk'mb-er along at kast a portion or the perimekr of the through holes (3 ! , 32, 

26a, 26bL 

As is apparent from a review of the above paragraph, the Examiner is not utilizing an 

embodiment of Sugiyama as shown or described within the Sugiyama patent disclosure, but is 

Serial No. 15/966,085 9 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0359



instead citing an embodiment of Sugiyama that the Examiner believes is "capable" of being 

reconstructed using the components disclosed in Sugiyama. That is, the Examiner has cited 

Sugiyama as disclosing a structural configuration that only exists by arbitrarily adjusting the 

configuration of the boot seal (35) as shown and described within Sugiyama via an axial 

adjustment of the position of the boot attachment section (36). This adjustment has been made 

absent the citation to any specific reasoning other than directly recreating Appellant's 

independent Claims 1, 12, and 15. The Appellant respectfully submits that such an adjustment is 

therefore indicative of impermissible hindsight bias. 

The use of the term "capable" by the Examiner in describing the adjusted configuration 

of Sugiyama appears to indicate that the Examiner is not giving proper weight to the claimed 

relationships in each of Claims 1, 12, and 15. Specifically, the Examiner appears to be treating 

certain limitations in similar fashion to limitations reciting that a component is "configured to" 

operate in a certain manner absent more definitive recitations of structure for achieving the 

desired relationship. It is acknowledged by the Appellant that a relationship recited as being 

"configured to" occur in a specific manner may in some circumstances be anticipated by a prior 

art apparatus that is clearly capable of structurally achieving the recited relationship, even in the 

absence of explicit disclosure of the relationship in question, as the prior art apparatus may be 

said to inherently include a state of configuration that meets the claimed relationship. 

However, in the present case, the only limitation present within any of Claims 1, 12, and 

15 allowing for such a broad interpretation is "a seal configured to cover the window." All 

limitations following this limitation are definitive in nature and devoid of any suggestion that the 

recited structures are merely capable of reaching the recited configuration in forming the claimed 

invention. Claims 1 and 12 recite one specific configuration of the seal relative to each of the 

members while Claim 15 specifically recites the location at which each coupling and engagement 

takes place between the seal and each of the members, wherein such recitations are absent any form 

of ambiguity. 

There is accordingly no justification for the adjustment of the disclosed structure of 

Sugiyama as proposed by the Examiner in view of the language utilized in each of Claims 1, 12, and 

15. 
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111. The adjustment of the configuration of the Sugiyama reference as proposed by the 

Examiner is unreasonable because the resulting structure would be unsatisfactory 

for carrying out the intended purpose thereof. 

The arbitrary axial repositioning of the boot attachment section (36) relative to the 

cylindrical section (30) as described in the preceding sections also leads to the boot (35) of 

Sugiyama being incapable of providing a satisfactory seal at the corresponding joint. As a result, 

there is no suggestion or motivation to make the proposed modification to the Sugiyama reference 

in arriving at the seal as recited in Claims 1, 12, and 15. See In re Gordon, 733 F.2d 900,221 USPQ 

1125 (Fed. Cir. 1984). 

The boot (35) is described exclusively in paragraph [0058] of Sugiyama, which is 

reproduced hereinbelow in its entirety: 

[0058] A water-proof boot 35 which serves to prevent an invasion of water 
or dust from first and second through holes 31, 32 is mounted on cylindrical 
section 30 in a form of extending on and over cylindrical section 30 and 
output shaft 3 so as to enclose first and second through holes 31, 32. This 
water-proof boot 35 has a middle section structured in a substantially 
bellows shape so that water-proof boot 35 is formed to enable expansion and 
contraction (telescopically) in the axial direction. This water-proof boot 35 is 
attached and fixed to cylindrical section 30 via a boot attachment section 36 
disposed at a basic end side of cylindrical section 30 which is opposite to an 
insertion inlet of output shaft 3. One end side of water-proof boot 3 5 in the 
axial direction is located at the outer peripheral side of cylindrical section 30. 

As can be seen in Fig. 7 of Sugiyama, which is reproduced hereinbelow, the boot attachment 

section (36) is formed by a tapered and axially symmetric portion of the boot (35) having a 

frustoconical shape. The frustoconical shape terminates at an axial end of the boot (35) contacting 

the cylindrical section (30) as confirmed by the statement "[o]ne end side of water-proof boot 35 in 

the axial direction is located at the outer peripheral side of cylindrical section 30." The manner in 

which this frustoconical shape terminates at an axial end surface contacting the cylindrical section 

(30) results in only an annular end portion of the boot (35) making contact with the cylindrical 

section (30), which results in a minimal sealing surface with respect to the axial direction of the 

cylindrical section (30). 

The proposed adjustment including the axial repositioning of the boot attachment section 
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(36) towards the retaining groove (26) would accordingly not create a suitable seal when 

considering the limitation "wherein the cylindrical portion of the seal engages the outer wall of 

the first member along at least a portion of a perimeter of the window" as recited in each of 

Claims 1, 12, and 15. That is, the proposed adjustment of the axial position of the boot 

attachment section (36) would result in an annular sealing surface as formed by the axial end of 

the boot (35) being axially aligned with and overlaying an edge forming the perimeter of the 

groove (26) such that there would be no sealing effect at the location of the annular sealing 

surface. In other words, the use of an axial end surf ace as the sealing surface of the boot (3 5) 

results in a minimized axial sealing surface being produced by the boot (35), and the movement 

of this minimized axial sealing surface to the position of the edge of the groove (26) would 

maximize the likelihood that the seal would fail or be bypassed. There is simply no motivation 

for one skilled in the art to move the boot attachment section (36) axially to a position 

maximizing the likelihood that the boot (35) would not provide an adequate seal absent 

impermissible hindsight bias in view of the recitation of any of Claims 1, 12, or 15. 

FlG.7 

The Examiner's reasoning for citing the boot (35) of Sugiyama also appears to potentially 
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include a reconfiguration of the boot attachment section (36) to include the walls thereof extending 

in parallel to form a substantially cylindrical shape (as opposed to the disclosed frustoconical shape) 

as evidenced by the Examiner mentioning a parallel arrangement of the boot attachment section (36) 

as being suggestive of the relationships recited in Claims 1, 12, and 15. 

However, once again, such a reconfiguration of the boot (3 5) of Sugiyama would not be 

reasonable when considered in the context of operation of the boot (35) as such a condition is not 

actually encountered by the boot (35) when operationally installed relative to the corresponding 

shafts. Specifically, there does not appear to be any suggestion that such a boot (35) would ever be 

stretched axially to such a parallel arrangement at any time other than during installation or removal 

of the boot (35) from the adjoining shafts or during a crash scenario causing an axial disassembly of 

the shafts (2, 3)joined by the boot (35), as such a parallel arrangement would correspond to a 

maximized axial stretching and tensioning of the boot (35) not indicative of normal operating 

conditions or normal axial displacements of adjacent shaft components associated with the 

stretching/contraction of the boot (35). For example, assuming the boot (35) is affixed to each shaft 

at each axial end thereof, such a parallel arrangement of the boot attachment section (36) would 

never occur unless the boot (35) is stretched axially when not affixed to at least one of the shafts or 

unless the shafts are separating axially during a crash scenario or disassembly leading to the failure 

or disengagement of the boot (35) from the shafts. 

The Sugiyama reference is accordingly devoid of any suggestion that such a parallel 

arrangement of the boot attachment section (36) would ever occur when the boot (35) is installed 

and in operation relative to the corresponding shafts (2, 3), nor is any apparent benefit disclosed as 

being derived from such an adjustment. Additionally, the stretching of the boot attachment section 

(36) to such a configuration would also result in the flexibility of the boot (35) being compromised 

due to the introduction of tension within the boot (35), which would frustrate the stated purpose for 

the boot (35) to "enable expansion and contraction (telescopically) in the axial direction." In other 

words, the axial stretching of the boot (35) to achieve the adjusted configuration proposed by the 

Examiner would result in a boot (35) that is then incapable of providing the desired telescopic 

flexibility because the boot (35) would already be subjected to a state of unnecessary axial tension. 

For each of the reasons outlined hereinabove, the proposed modification of Sugiyama to 

include a boot attachment section (36) that is parallel arranged ( cylindrical) and contacting the 

perimeter of the groove (26) is unreasonable due to such modifications frustrating the operation of 
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the boot (35) as disclosed in Sugiyama, thereby rendering the modified boot (35) as unsatisfactory 

in carrying out its intended function. 

1v. Dependent Claim 22 was improperly rejected under 35 U.S.C. § 103 as obvious in 

view of the cited combination of references. 

Appellants' Claim 22 depends from independent Claim 1 and recites "wherein the 

cylindrical portion of the seal is disposed directly radially outwardly of the retaining means when 

the retaining means retains the coupling of the second member to the first member." 

As shown in Fig. 7 of Sugiyama, the retaining groove (26) includes a circlip (8) therein, 

which is considered analogous to the recited retaining means. The retaining groove (26) and the 

corresponding circlip (8) are formed at an axial position corresponding to an axial position where a 

frustoconical portion of the boot (35) transitions to a corrugated portion of the boot (35) (which is 

also frustoconical in shape) immediately radially outwardly of the retaining groove (26) and the 

circlip (8). 

The Sugiyama reference accordingly fails to disclose or otherwise suggest a seal having a 

cylindrical portion disposed radially outwardly of a retaining means. Once again referring to Fig. 7, 

the only portion of the boot (35) contacting the output shaft (3), the boot attachment section (36), is 

clearly not disposed directly radially outwardly of the circlip (8). 

Dependent Claim 22 is accordingly patentable over any combination of the cited art of 

record for at least this additional reason. 

v. Dependent Claim 25 was improperly rejected under 35 U.S.C. § 103 as obvious in 

view of the cited combination of references. 

Appellants' Claim 25 depends from independent Claim 1 and recites "wherein the 

cylindrical portion of the seal is disposed at an end of the seal." 

As explained in the preceding sections, the boot attachment section (36) forms one end of 

the boot (35) and forms the only portion of the boot (35) directly engaging the output shaft (3). 

Assuming that the boot attachment section (36) is considered analogous to the recited cylindrical 

portion of the seal, the Sugiyama reference clearly fails to disclose or suggest the limitations of 
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Claim 1 regarding the relationships present between the first member and the seal. Specifically, as 

explained in detail in the preceding sections, the boot attachment section (36) cannot provide 

guidance regarding each and every limitation of Claim 1 drawn towards the manner in which the 

recited cylindrical portion engages at least a portion of a perimeter of the recited window. Instead, 

Sugiyama discloses the outward tapering of the boot (35) before reaching the axial position of the 

circlip (8) and the retaining groove (26). 

Dependent Claim 25 is accordingly patentable over any combination of the cited art of 

record for at least this additional reason. 

v1. Conclusion 

In sum, each of independent Claims 1, 12, and 25 are patentable over each of the cited 

references of record and all combinations thereof. For the same reasons, each of the dependent 

claims depending from independent Claims 1, 12, and 25 are similarly patentable over the cited 

references and combinations thereof. For these and the other reasons discussed above, Appellants 

respectfully request that the rejections of Claims 1-5, 7, 9-12, 14-16, 18, 19, and 22-25 be 

REVERSED. 

Dated: February 16, 2022 

SHUMAKER, LOOP & KENDRICK, LLP 

1000 Jackson Street 
Toledo, Ohio 43604-5573 
TEL 419 .241. 9000 
FAX 419.241.6894 
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VIII. Claims Appendix 

1. A joint assembly comprising: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, a 

portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a coupling of 

the second member to the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; 

a retaining means configured to retain the coupling of the second member to the first 

member, wherein distal ends of the retaining means are accessible through the 

window, wherein the distal ends of the retaining means extend in a direction radially 

outwardly into the window to a point at or radially inwardly from an outer wall of 

the first member, and wherein the retaining means is received partially into each of 

the interior surface recess of the first member and the exterior surface recess of the 

second member when the retaining means retains the coupling of the second 

member to the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window, 

wherein the window is at least partially covered by a cylindrical portion of the seal 

having an inner surf ace engaging the outer wall of the first member, and wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at 

least a portion of a perimeter of the window. 

2. The joint assembly of Claim 1, wherein the first member includes an open end and the 

first engagement means of the first member is formed within the open end. 

3. The joint assembly of Claim 2, wherein the portion of the second member disposed 

within the first member is disposed within the open end and includes the second engagement means. 
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4. The joint assembly of Claim 2, wherein the window is continuous with the open end. 

5. The joint assembly of Claim 1, wherein the first engagement means includes a first 

plurality of splines and the second engagement means includes a second plurality of splines. 

6. (Cancelled) 

7. The joint assembly of Claim 1, wherein the retaining means is configured as a retaining 

nng. 

8. (Cancelled) 

9. The joint assembly of Claim 1, further comprising a constant velocity joint coupled to 

one of the first member and the second member. 

10. A vehicle driveline comprising the joint assembly of Claim 1. 

11. A vehicle comprising the joint assembly of Claim 1. 
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12. A joint assembly comprising: 

a first member having an open end and a first plurality of splines formed within the open 

end; 

a second member having a second plurality of splines formed thereon, a portion of the 

second member disposed within the first member, the second plurality of splines 

engaging the first plurality of splines to provide a coupling of the second member to 

the first member; 

a window formed within the first member where the portion of the second member is 

disposed within the first member; 

a retaining ring configured to retain the coupling of the second member to the first member, 

wherein distal ends of the retaining ring are accessible through the window, the first 

member including an interior surface annular recess and the second member 

including an exterior surface annular recess, wherein the retaining means is received 

partially into each of the interior surface recess of the first member and the exterior 

surface recess of the second member when the retaining means retains the coupling 

of the second member to the first member, and wherein the distal ends of the 

retaining ring extend in a direction radially outwardly into the window to a point at 

or radially inwardly from an outer wall of the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent an 

end of the first member, the seal coupled to the first member adjacent the window, 

wherein the window is at least partially covered by a cylindrical portion of the seal 

having an inner surf ace engaging the outer wall of the first member, wherein the 

cylindrical portion of the seal engages the outer wall of the first member along at 

least a portion of a perimeter of the window. 

13. (Cancelled) 

14. The joint assembly of Claim 12, further comprising a constant velocity joint coupled to 

one of the first member and the second member. 
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15. A method of servicing a joint assembly comprising: 

providing the joint assembly, the joint assembly including: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, 

a portion of the second member disposed within the first member, the second 

engagement means engaging the first engagement means to provide a 

coupling of the second member to the first member; 

a window formed within the first member where the portion of the second member 

is disposed within the first member; 

a retaining means configured to retain the coupling of the second member to the first 

member, wherein distal ends of the retaining means are accessible through 

the window, wherein the distal ends of the retaining means extend in a 

direction radially outwardly into the window to a point at or radially 

inwardly from an outer wall of the first member, and wherein the retaining 

means is received partially into each of the interior surface recess of the first 

member and the exterior surface recess of the second member when the 

retaining means retains the coupling of the second member to the first 

member; and 

a seal configured to cover the window, the seal coupled to the second member 

adjacent an end of the first member, the seal coupled to the first member 

adjacent the window, wherein the window is at least partially covered by a 

cylindrical portion of the seal having an inner surface engaging the outer 

wall of the first member, wherein the cylindrical portion of the seal 

engages the outer wall of the first member along at least a portion of a 

perimeter of the window; 

uncovering the window from the cylindrical portion of the seal to provide access to the 

distal ends of the retaining means; 

manipulating the distal ends of the retaining means through the window to release the 

coupling of the second member to the first member; and 

separating the first member and the second member by disengaging the second engagement 

means from the first engagement means. 
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16. The method of servicing the joint assembly of Claim 15, wherein the joint assembly 

further comprises a constant velocity joint coupled to one of the first member and the second 

member. 

17. (Cancelled) 

18. The method of servicing the joint assembly of Claim 15, further comprising coupling the 

separated first member with another second member to form another joint assembly. 

19. The method of servicing the joint assembly of Claim 15, further comprising coupling the 

separated second member with another first member to form another joint assembly. 

20. (Cancelled) 

21. (Cancelled) 

22. The joint assembly of Claim 1, wherein the cylindrical portion of the seal is disposed 

directly radially outwardly of the retaining means when the retaining means retains the coupling of 

the second member to the first member. 

23. The joint assembly of Claim 22, wherein the seal further includes a corrugated 

portion disposed adjacent the cylindrical portion, wherein the corrugated portion is spaced 

radially from each of the first member and the second member. 

24. The joint assembly of Claim 23, wherein the window is continuous with an open end 

of the first member, and wherein the corrugated portion of the seal is disposed directly radially 

outwardly of the open end of the first member. 

25. The joint assembly of Claim 1, wherein the cylindrical portion of the seal is disposed at 

an end of the seal. 
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IX. EVIDENCE APPENDIX 

None. 

X. RELATED PROCEEDINGS APPENDIX 

None. 
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by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11, 1.14 and 41.6. This collection is estimated to take 12 minutes 
to complete, including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any 
comments on the amount of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, 
U.S. Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS 
ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, ca/11-800-PTO-9199 and select option 2. 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the 
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is 
35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which 
the information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission 
related to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and 
Trademark Office may not be able to process and/or examine your submission, which may result in termination 
of proceedings or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of 
records may be disclosed to the Department of Justice to determine whether disclosure of these 
records is required by the Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting 
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in 
the course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress 
submitting a request involving an individual, to whom the record pertains, when the individual has 
requested assistance from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency 
having need for the information in order to perform a contract. Recipients of information shall be 
required to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 
552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this 
system of records may be disclosed, as a routine use, to the International Bureau of the World 
Intellectual Property Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for 
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act 
(42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General 
Services, or his/her designee, during an inspection of records conducted by GSA as part of that 
agency's responsibility to recommend improvements in records management practices and programs, 
under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the 
GSA regulations governing inspection of records for this purpose, and any other relevant (i.e., GSA or 
Commerce) directive. Such disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either 
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 
U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine 
use, to the public if the record was filed in an application which became abandoned or in which the 
proceedings were terminated and which application is referenced by either a published application, an 
application open to public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local 
law enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or 
regulation. 
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ELECTRONIC ACKNOWLEDGEMENT RECEIPT 

APPLICATION # RECEIPT DATE/ TIME ATTORNEY DOCKET# 
15/966,085 02/16/2022 01 :36:15 PM ET 206898/5897 4-1 

Title of Invention 
HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Application Information 

APPLICATION TYPE Utility - Nonprovisional Application 
under 35 USC 111 (a) 

PATENT# -

CONFIRMATION# 9702 

PATENT CENTER# 60534373 

CUSTOMER# 43935 

CORRESPONDENCE -
ADDRESS 

Documents 

DOCUMENT 

206898 ____ Appeal_ ___ Briet_02162 

2.pdf 

206898_Notice_ot_Appeal_Fi 

!ed ____ 02162022. pdf 

Digest 

DOCUMENT 

206898 ____ Appea! ____ Brief ____ o2·1622.p 

dt 

FILED BY Heather Peppard 

FILING DATE 04/30/2018 

FIRST NAMED Michael Walter Hopson 
INVENTOR 

AUTHORIZED BY James Miller 

TOTAL DOCUMENTS: 2 

PAGES DESCRIPTION SIZE {KB) 

24 J.\ppea! Brief Fi!ed 278 KB 

~~ Notice ot Appea! Filed 245 !<B 

D377EF1BD0586332CBD·1280·180565E353E859·10717CB·1 EDC6 
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Tr1is Ackr.owledgernent Receipt evidences receipt on Fie noted date by Fie USPTO ol the ind,cated documents, ch;:U"ac!e,ized 
tiy t:1e applicant, and including page counts, vvl1ere app!icab!e. It serves as evidence of receipt sin1ilar to a Post Carel, as 

described in MPEP 503. 

New Applications Under 35 ll.S.C. 111 

If a new application is being filed and the application inc!ucies the necessary components for fi!inq date (see 37 CFR 1.53/b)·(d) 

and fvlPEP 506), a Filino Receipt (37 CFR 1.541 wil! be issued in due course and the date shovvn on this .Acknowledoemer1t 
Hece,pt w:11 ;:istabiish the liling date ol the a.pplica!ion 

Ni:itlona! Sti:ige of an !ntemationa! App!!cation under 35 UaS.C. 371 

If a timeiy submission to enter the nationa! stage of an international application is compliant vvith the conditions of 35 U.S.C. 
37·1 and other a.pplicable require,,1ents a Fon,1 PCT!DO/EO/903 ind,c:ating acceptanrn ol the applicat,on as a national stage 

subn1ission uncler 35 U.S.C. 37"1 will be issued in addition to tl1e Fiiing Receipt, in ciue course. 

If a new ,ntemationai app:ication is being f:led ,:1no !he interna!iona, application includes the necessa:y components for an 

international fi!inq ciate (see PCT .Article 11 ancl MPEP 1B10), a t"1otification of the International Application f\Jumber and of the 
International Filing Da!e (Form PCTiRO/105) will be ,ssued in due course, subject to prese:iptions concemir.g national secur:ty, 

and !:7::i date s:1own on this Ac:knovvl,,,dgement ,-"\ec:eipt will establish the int::Hnationa, liling date ol the applica!ion. 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0375



UNITED STATES PATENT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

NOTICE OF ALLOWANCE AND FEE(S) DUE 

43935 7590 05/03/2022 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

APPLICATION NO. FILING DATE 

15/966,085 04/30/2018 

FIRST NAMED INVENTOR 

Michael Walter Hopson 

TITLE OF INVENTION: HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

EXAMINER 

MCMAHON, MATTHEW R 

ART UNIT PAPER NUMBER 

3678 

DATE MAILED: 05/03/2022 

ATTORNEY DOCKET NO. CONFIRMATION NO. 

206898/58974-1 9702 

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE PUBLICATION FEE DUE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

nonprovisional UNDISCOUNTED $1200 $0.00 $0.00 $1200 08/03/2022 

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT. 
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS. 
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON 
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308. 

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE MAILING 
DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS STATUTORY PERIOD 
CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES NOT REFLECT A CREDIT 
FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS PREVIOUSLY BEEN PAID IN 
THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM WILL BE CONSIDERED A REQUEST 
TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW DUE. 

HOW TO REPLY TO THIS NOTICE: 

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that 
entity status still applies. 

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above. 

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled 
"Change in Entity Status (from status indicated above)". 

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity 
fees. 

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office 
(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b" 
of Part B - Fee(s) Transmittal should be completed. If an equivalent of Part Bis filed, a request to reapply a previously paid issue fee must be 
clearly made, and delays in processing may occur due to the difficulty in recognizing the paper as an equivalent of Part B. 

III. All communications regarding this application must give the application number. Please direct all communications prior to issuance to Mail 
Stop ISSUE FEE unless advised to the contrary. 

IMPORTANT REMINDER: Maintenance fees are due in utility patents issuing on applications filed on or after Dec. 12, 1980. 
It is patentee's responsibility to ensure timely payment of maintenance fees when due. More information is available at 
www .uspto.gov/PatentMaintenanceFees. 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web. 

By mail, send to: Mail Stop ISSUE FEE 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

By fax, send to: (571)-273-2885 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All 
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected 
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

43935 7590 05/03/2022 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

APPLICATION NO. FILING DATE 

15/966,085 04/30/2018 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

Certificate of Mailing or Transmission 
I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 
addressed to the Mail Stop ISSUE FEE address above, or being transmitted to 
the USPTO via EFS-Web or by facsimile to (571) 273-2885, on the date below. 

(Typed or printed name) 

(Signature) 

(Date) 

FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

Michael Walter Hopson 206898/58974-1 9702 

TITLE OF INVENTION: HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE 

nonprovisional UNDISCOUNTED $1200 

EXAMINER ART UNIT 

MCMAHON, MATTHEW R 3678 

1. Change of correspondence address or indication of "Fee Address" (37 
CFR 1.363). 

0 Change of correspondence address ( or Change of Correspondence 
Address form PTO/ AIA/122 or PTO/SB/122) attached. 

0 "Fee Address" indication (or "Fee Address" Indication form PTO/ 
AIA/47 or PTO/SB/47; Rev 03-02 or more recent) attached. Use ofa 
Customer Number is required. 

PUBLICATION FEE DUE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

$0.00 $0.00 

CLASS-SUBCLASS 

403-359500 

2. For printing on the patent front page, list 
( 1) The names of up to 3 registered patent attorneys 
or agents OR, alternatively, 
(2) The name of a single firm (having as a member a 
registered attorney or agent) and the names of up to 
2 registered patent attorneys or agents. If no name is 
listed, no name will be printed. 

$1200 08/03/2022 

2 ______________ _ 

3 ______________ _ 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously 
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.8l(a). Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Please check the appropriate assignee category or categories (will not be printed on the patent) : 0 Individual O Corporation or other private group entity O Government 

4a. Fees submitted: □Issue Fee □Publication Fee (if required) □Advance Order - # of Copies _________ _ 

4b. Method of Payment: (Please first reapply any previously paid fee shown above) 

0 Electronic Payment via EFS-Web 0 Enclosed check 0 Non-electronic payment by credit card (Attach form PTO-2038) 

0 The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No. ____ _ 

5. Change in Entity Status (from status indicated above) 

0 Applicant certifying micro entity status. See 37 CFR 1.29 

0 Applicant asserting small entity status. See 37 CFR 1.27 

0 Applicant changing to regular undiscounted fee status. 

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue 
fee payment in the micro entity amount will not be accepted at the risk of application abandonment. 
NOTE: If the application was previously under micro entity status, checking this box will be taken 
to be a notification of loss of entitlement to micro entity status. 
NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro 
entity status, as applicable. 

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 

Authorized Signature _______________________ _ 

Typed or printed name ______________________ _ 

PTOL-85 Part B (08-18) Approved for use through 01/31/2020 
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0MB 0651-0033 

Date ____________________ _ 

Registration No. ________________ _ 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
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UNITED STATES PATENT AND TRADEMARK OFFICE 

APPLICATION NO. FILING DATE 

15/966,085 04/30/2018 

43935 7590 05/03/2022 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

FIRST NAMED INVENTOR 

Michael Walter Hopson 

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

ATTORNEY DOCKET NO. CONFIRMATION NO. 

206898/58974-1 9702 

EXAMINER 

MCMAHON, MATTHEW R 

ART UNIT PAPER NUMBER 

3678 

DATE MAILED: 05/03/2022 

Determination of Patent Term Adjustment under 35 U.S.C.154 (b) 
(Applications filed on or after May 29, 2000) 

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance. 

Section l(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the requirement 
that the Office provide a patent term adjustment determination with the notice of allowance. See Revisions to Patent 
Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer providing an initial 
patent term adjustment determination with the notice of allowance. The Office will continue to provide a patent term 
adjustment determination with the Issue Notification Letter that is mailed to applicant approximately three weeks prior 
to the issue date of the patent, and will include the patent term adjustment on the patent. Any request for reconsideration 
of the patent term adjustment determination (or reinstatement of patent term adjustment) should follow the process 
outlined in 37 CFR 1.705. 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of 
Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be 
directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-0101 or (571 )-272-4200. 
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0MB Clearance and PRA Burden Statement for PTOL-85 Part B 

The Paperwork Reduction Act (PRA) of 1995 requires Federal agencies to obtain Office of Management and Budget 
approval before requesting most types of information from the public. When 0MB approves an agency request to 
collect information from the public, 0MB (i) provides a valid 0MB Control Number and expiration date for the 
agency to display on the instrument that will be used to collect the information and (ii) requires the agency to inform 
the public about the 0MB Control Number's legal significance in accordance with 5 CFR 1320.5(b). 

The information collected by PTOL-85 Part B is required by 37 CFR 1.311. The information is required to obtain 
or retain a benefit by the public which is to file (and by the USPTO to process) an application. Confidentiality is 
governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 30 minutes to complete, including 
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon 
the individual case. Any comments on the amount of time you require to complete this form and/or suggestions 
for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, 
U.S. Department of Commerce, P.O. Box 1450, Alexandria, Virginia 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, 
Virginia 22313-1450. Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection 
of information unless it displays a valid 0MB control number. 

Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements 
of the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b) 
(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information 
is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent 
application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not 
be able to process and/or examine your submission, which may result in termination of proceedings or abandonment 
of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 
1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 

Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may 
be disclosed to the Department of Justice to determine whether disclosure of these records is required by the 
Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence 
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of 
settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting 
a request involving an individual, to whom the record pertains, when the individual has requested assistance 
from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having 
need for the information in order to perform a contract. Recipients of information shall be required to comply 
with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of 
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property 
Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of 
National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, 
or his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility 
to recommend improvements in records management practices and programs, under authority of 44 U.S.C. 
2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection 
of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall 
not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of 
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record 
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed 
in an application which became abandoned or in which the proceedings were terminated and which application 
is referenced by either a published application, an application open to public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 
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Notice of Allowability 

Application No. 
15/966,085 
Examiner 
MATTHEW R MCMAHON 

Applicant(s) 
Hopson et al. 
Art Unit I AIA (FITF) Status 
3678 Yes 

-- The MAILING DA TE of this communication appears on the cover sheet with the correspondence address-­
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included 
herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS 
NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative 
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308. 

1.0 This communication is responsive to the Appeal Brief filed 16 February 2022 and the Interview 22 April 2022. 

D A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on __ . 

2.0 An election was made by the applicant in response to a restriction requirement set forth during the interview on __ ; the 
restriction requirement and election have been incorporated into this action. 

3.0 The allowed claim(s) is/are See Continuation Sheet. As a result of the allowed claim(s), you may be eligible to benefit from the 
Patent Prosecution Highway program at a participating intellectual property office for the corresponding application. For more 
information, please see http://www.uspto.gov/patents/init_events/pph/index.jsp or send an inquiry to 
PPHfeedback@uspto.gov. 

4.0 Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

Certified copies: 

a) □All b) 0 Some* c) D None of the: 

1. D Certified copies of the priority documents have been received. 

2. D Certified copies of the priority documents have been received in Application No. __ . 

3. D Copies of the certified copies of the priority documents have been received in this national stage application from the 

International Bureau (PCT Rule 17.2(a)). 

* Certified copies not received: __ . 

Applicant has THREE MONTHS FROM THE "MAILING DATE" of this communication to file a reply complying with the requirements 
noted below. Failure to timely comply will result in ABANDONMENT of this application. 
THIS THREE-MONTH PERIOD IS NOT EXTENDABLE. 

5.0 CORRECTED DRAWINGS (as "replacement sheets") must be submitted. 

D including changes required by the attached Examiner's Amendment/ Comment or in the Office action of 
Paper No./Mail Date __ . 

Identifying indicia such as the application number {see 37 CFR 1.84{c)) should be written on the drawings in the front {not the back) of each 
sheet. Replacement sheet{s) should be labeled as such in the header according to 37 CFR 1.121{d). 

6.0 DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the 
attached Examiner's comment regarding REQUIREMENT FOR THE DEPOSIT OF BIOLOGICAL MATERIAL. 

Attachment(s) 
1. 0 Notice of References Cited (PT0-892) 

2.0 Information Disclosure Statements (PTO/SB/08), 
Paper No./Mail Date . 

3. D Examiner's Comment Regarding Requirement for Deposit 
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The present application, filed on or after March 16, 2013, is being examined under the 

first inventor to file provisions of the AIA. 

EXAMINER'S AMENDMENT 

An examiner's amendment to the record appears below. Should the changes and/or 

additions be unacceptable to applicant, an amendment may be filed as provided by 37 CFR 

1.312. To ensure consideration of such an amendment, it MUST be submitted no later than the 

payment of the issue fee. 

Authorization for this examiner's amendment was given in an interview with J. Douglas 

Miller (Reg. No. 46,932) on 22 April 2022. 

The application has been amended as follows: 

Claim 1 was amended as follows: 

--1. A joint assembly comprising: 

a first member having a first engagement means and an interior surface recess; 

a second member having a second engagement means and an exterior surface recess, 

a portion of the second member disposed 1,vithin the first member, the second engagement 

means engaging the first engagement means to provide a coupling of the second member to 

the first member; 

a window formed within the first member vvhere the portion of the second member is 

disposed within the first member; 

a retaining means configured to retain the coupling of the second member to the first 

member, 1,•;herein distal ends of the retaining means are accessible through the window, 

V1./41erein the distal ends of the retaining means extend in a direction radially outwardly into the 
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v~~ndow to a point at or radially inwardly from an outer wall of the first member, and 1,•;herein the 

retaining means is received partially into each of the interior surface recess of the first member 

and the exterior surface recess of the second member when the retaining means retains the 

coupling of the second member to the first member: and 

a seal configured to cover the window, the seal coupled to the second member adjacent 

an end of the first member, the seal coupled to the first member adjacent the window, where-iA 

portion of the seal engages covers the outer wall of the first member along at least a portion of 

a perimeter of the v1.iindow, wherein the seal further includes a corrugated portion disposed 

adjacent the cylindrical portion. and wherein the corrugated portion is spaced radially 

from each of the first member and the second member.-

Claim 12 was amended as follows: 

--12. A joint assembly comprising: 

a first member having an open end and a first plurality of splines formed 1Nithin the open 

end; 

a second member having a second plurality of splines formed thereon, a portion of the 

second member disposed within the first member, the second plurality of splines engaging the 

first plurality of splines to provide a coupling of the second member lo the first member; 

a window formed vvithin the first member where the portion of the second member is 

disposed vvithin the first member; 

a retaining ring configured to retain the couplinfJ of the second member to the first 

member, wherein distal ends of the retaining ring are accessible through the window, the first 

member including an interior surface annular recess and the second member including an 

exterior surface annular recess, vvherein the retaining meaAs ring is received paitially into each 
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of the interior surface recess of the first member and the exterior surface recess of the second 

member when the retaininfJ meaAs ring retains the coupling of the second member to the first 

member, and wherein the distal ends of the retaining ring extend in a direction radially outwardly 

into the window to a point at or radially inwardly from an outer wall of the first member; and 

a seal configured to cover the window, the seal coupled to the second member adjacent 

[[an]] the open end of the first member, the seal coupled to the first member adjacent the 

cylindrical portion of the seal engages covers the outer wall of the first member along at least a 

portion of a perimeter ot the window, wherein the seal further includes a corrugated portion 

disposed adjacent the cylindrical portion. and wherein the corrugated portion is spaced 

radially from each of the first member and the second member a-

Claim 15 was amended as follows: 

--15. A method of servicing a joint assembly comprising: 

providing the joint assembly, the joint assembly including: 

a first member having a first engagement means and an interior surface 

recess; 

a second member havinfJ a second engagement means and an exterior 

surface recess, a portion of the second member disposed within the first 

member, the second engagement means engaging the first engagement means 

to provide a coupling of the second member to the first member; 

a window formed vvithin the first member where the portion of the second 

member is disposed within the first member; 

a retaining means configured to retain the coupling of the second member 

to the first member, wherein distal ends of the retaining means are accessible 
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through the window, vvherein the distal ends of the retaining means extend in a 

direction radially out\vardly into the 1,vindowto a point at or radially in1Nardly from 

an outer wall of the first member, and wherein the retaining means is received 

partially into each of the interior surface recess of the first member and the 

exterior surface recess of the second member v~41en the retaining means retains 

the coupling of the second member to the tirst member; and 

a seal configured to cover the window, the seal coupled to the second 

member adjacent an end of the first member, the seal coupled to the first 

member adjacent the v~~ndow, •nherein the \".'indow is at !east partially 

e Agaging th-e {H:i¾ef waH -af ¾he fimi mem-aer, wherein #1e !l cylindrical portion 

of the seal engages covers the outer wall of the first member along at least a 

portion of a perimeter of the windovvi wherein the seal further includes a 

corrugated portion disposed adjacent the cylindrical portion. and wherein 

the corrugated portion is spaced radially from each of the first member and 

the second member: 

uncovering the window from the cylindrical portion of the seal to provide access to the 

distal ends ot the retaining means, 

manipulating the distal ends of the retaining means through the window to release the 

coupling of the second member to the first member: and 

separating the first member and the second member by disengaging the second 

engagement means from the first engagement means.--

Claim 23 was cancelled. 

Claim 24 was amended as follows: 
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--24. The joint assembly of Claim 23Claim 1, wherein the window is continuous with an 

open end of the first member, and wherein the corrugated portion of the seal is disposed directly 

radially outwardly of the open end of the first member.--

Reasons for Allowance 

The following is an examiner's statement of reasons for allowance: 

Regarding the previous prior art rejections set forth in the Office Action mailed 16 

November 2021, Examiner notes that the arguments in Applicant's Appeal Brief filed 16 

February 2022 are persuasive. 

However, a new prior art reference (US Patent 7,722,089 to Nauerj was discovered by 

the Examiner that discloses a joint assembly with a seal ( 40) similar to that required in previous 

independent claims 1, 12, and 15. Accordingly, to overcome this prior art reference, the subject 

matter of previous claim 23 related to the "corrugated portion" of the seal has incorporated into 

independent claims 1, 12, and 15 in the Examiner's Amendment above. Nauer does not 

disclose such a corrugated portion, nor would it have been obvious to modify the seal of Nauer 

to have such a corrugated portion since there would have been no motivation to do so in the 

fluid coupling of Nauer. In addition, none of the other prior art references of record teach, 

disclose, or render obvious the joint assembly/method according to claims 1, 12, and 15. 

Accordingly, independent claims 1, 12, and 15 are considered to be allowable over the 

prior art of record. 

Any comments considered necessary by applicant must be submitted no later than the 

payment of the issue fee and, to avoid processing delays, should preferably accompany the 

issue fee. Such submissions should be clearly labeled "Comments on Statement of Reasons 

for Allowance." 
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Any inquiry concerning this communication or earlier communications from the examiner 

should be directed to MATTHEW R MCMAHON whose telephone number is (571 )270-3067. 

The examiner can normally be reached Mon-Fri 9am-5pm. 

Examiner interviews are available via telephone, in-person, and video conferencing 

using a USPTO supplied web-based collaboration tool. To schedule an interview, applicant is 

encouraged to use the USPTO Automated Interview Request (AIR) at 

http://www.uspto.gov/interviewpractice. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Amber Anderson can be reached on (571) 270-5281. The fax phone number for the 

organization where this application or proceeding is assigned is 571 -273-8300. 

Information regarding the status of published or unpublished applications may be 

obtained from Patent Center. Unpublished application information in Patent Center is available 

to registered users. To file and manage patent submissions in Patent Center, visit: 

https ://patentcenter .uspto.gov. Visit https ://www.uspto.gov/patents/apply/patent-center for more 

information about Patent Center and https://www.uspto.gov/patents/docx for information about 

filing in DOCX format. For additional questions, contact the Electronic Business Center (EBC) at 

866-217-9197 (toll-free). If you would like assistance from a USPTO Customer Service 

Representative, call 800-786-9199 ( IN USA OR CANADA) or 571-272-1000. 

/MATTHEW R MCMAHON/ 
Primary Examiner, Art Unit 3678 
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20080029363-A 1 OR 
US-11226008-B2 OR 
DE-112019002486-T5 
OR JP-2001235058-A 
OR JP-2015059488-A 
OR JP-2004308668-A 
OR JP-2001099370-A 
OR WO-2021049129-
A1).did. 

L11 30 ("2901269" I "3345087" (US-PG PUB; USPAT; ADJ 
I "3902743" I "4856823" USOCR) 
I "5004274" I "5374088" 
I "5387017" I "5498042" 
I "5653475" I "5794988" 
I "5868441" I 
"6102447").pn. OR 
("6186560").urpn. AND 
(PGPB I USPT I 
USOC).dbnm. 

L12 33 ("472342" "1073850" (US-PG PUB; USPAT; ADJ 
"2440452" "3151891" USOCR) 
"3314696" "3381983" 
"3574362" "3625551" 
"4278276" "4685708" 
"4884829" "5341880" 
"5490694" "5671955" 
"5868200" "5876071" 
"5979946" "6062611" 
"6065779" "6752207" 
"7393019" "7699356" 
"7722089" "7954860" 
"20020189809" I 
"20030000699" I 
"20080277929" I 
"20130032330").pn. OR 
("9016385").urpn. AND 
(PGPB I USPT I 
USOC).dbnm. 

L13 10 ("4629028" I (US-PG PUB; USPAT; ADJ 
"5549514").pn. OR USOCR) 
("6739422").urpn. AND 
(PGPB I USPT I 
USOC).dbnm. 

L14 38 ("4 72342" I "2805089" I (US-PG PUB; USPAT; ADJ 
"2898130" I "3151891" I USOCR) 
"3381983" 1 "3521911" I 
"3559681" I "4007953" I 
"4565392" I "5172941" I 
"5498042" I "5681060" I 
"5794988" I "5876071" I 
"5882044" I "610244 7" I 
"6186560" I "6386596" I 
"6932391 ").pn. OR 
("7722089").urpn. AND 
(PGPB I USPT I 
USOC).dbnm. 
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L15 34 (Artificial Intelligence) (US-PGPUB; USPAT; ADJ 
More Like: USOCR; FIT (AU, AP, 
US-7722089-B2 AT, BE, BG, BR, BY, 
Text: CA, CH, CN, CS, CU, 
(US-20180100609-A 1 CZ, DD, DE, DK, EA, 
OR US-20160076681- EE, EP, ES, Fl, FR, GB, 
A 1 OR US-6921115-B2 HR, HU, ID, IE, IL, IS, 
OR US-20040239117- IT, JP, KR, LT, LU, LV, 
A 1 OR CA-2497126-A 1 MA, OA, RU, SU, WO, 
OR US-9958095-B2 OR MC, MD, MY, NL, NO, 
RU-2008102977-A OR NZ, PH, PL, PT, RO, 
RU-2404390-C2 OR RS, SE, SG, SI, SK, 
WO-2007000023-A1 TH, TN, TR, TW, UA, 
OR EP-1896760-A1 OR VN); FPRS; EPO; 
US-4884829-A OR EP- JPO; DERWENT; 
3458761-B1 OR US- IBM_TDB) 
20080111377-A 1 OR 
US-20180180203-A 1 
OR CA-2988929-A 1 OR 
US-6595559-B1 OR 
US-5671955-A OR ZA-
200711031-B OR EP-
1896760-A4 OR US-
11131408-B2).did. 

L16 3937 F16J15/52.cpc. (US-PGPUB; USPAT; ADJ 
USOCR; FIT (AU, BE, 
BR, CA, CN, ES, HU, 
IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L17 545 F16J15/525.cpc. (US-PGPUB; USPAT; ADJ 
USOCR; FIT (AU, BE, 
BR, CA, CN, ES, HU, 
IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L18 61 F16D1 /108, 112, 116.cpc (US-PGPUB; USPAT; ADJ 
.AND USOCR; FIT (AU, BE, 
@pd>="20211108" BR, CA, CN, ES, HU, 

IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L19 69 F16D2001/103.cpc. (US-PGPUB; USPAT; ADJ 
AND USOCR; FIT (AU, BE, 
@pd>="20211108" BR, CA, CN, ES, HU, 

IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L20 41 F16B21 /18, 183, 186.cpc (US-PGPUB; USPAT; ADJ 
.AND USOCR; FIT (AU, BE, 
@pd>="20211108" BR, CA, CN, ES, HU, 

IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L21 3 Y1 0T403/7033.cpc. (US-PGPUB; USPAT; ADJ 
AND USOCR; FIT (AU, BE, 
@pd>="20211108" BR, CA, CN, ES, HU, 

IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L22 6 Y1 0T403/7026,31.cpc. (US-PGPUB; USPAT; ADJ 
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AND USOCR; FIT (AU, BE, 
@pd>="20211108" BR, CA, CN, ES, HU, 

IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L23 752 F16D2003/22326.cpc. (US-PGPUB; USPAT; ADJ 
AND (seal OR bellows) USOCR; FIT (AU, BE, 

BR, CA, CN, ES, HU, 
IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L24 870 F16D2003/22326.cpc. (US-PGPUB; USPAT; ADJ 
AND (seal OR bellows USOCR; FIT (AU, BE, 
OR boot) BR, CA, CN, ES, HU, 

IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L26 149 F16J15/52.cpc. AND (US-PGPUB; USPAT; ADJ 
((retaining (ring OR USOCR; FIT (AU, BE, 
clip)) OR circlip) BR, CA, CN, ES, HU, 

IT, KR, LU, RU, WO); 
FPRS; EPO; JPO) 

L27 6 ("2075483" I "4433934" (US-PG PUB; USPAT; ADJ 
I "5964664" I USOCR) 
"20100143075" I 
"20140349771 ").pn. OR 
("11181150").urpn. 
AND(PGPBIUSPTI 
USOC).dbnm. 

L28 19 ("4325232" I "5221233" (US-PG PUB; USPAT; ADJ 
I "6152825" I "7396284" USOCR) 
I "7604545" I "7621816" 
I "7632189" I "7806773" 
I "7854658" I 
"20080104844" I 
"20080318693" I 
"20090208276" I 
"20090317182" I 
"20100105488" I 
"20100275429").pn. OR 
("8690690").urpn. AND 
(PGPB I USPT I 
USOC).dbnm. 

L29 1 "2898130".pn. (USOCR) ADJ 

L30 1 "335 7206". pn. (USOCR) ADJ 

L31 6 ("2075483" I "4433934" (US-PG PUB; USPAT; ADJ 
I "5964664" I USOCR) 
"20100143075" I 
"20140349771 ").pn. OR 
("11181150").urpn. 
AND(PGPBIUSPTI 
USOC).dbnm. 

L32 38 ("4 72342" I "2805089" I (US-PG PUB; USPAT; ADJ 
"2898130" I "3151891" I USOCR) 
"3381983" 1 "3521911" I 
"3559681" I "4007953" I 
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"4565392" I "5172941" I 
"5498042" I "5681060" I 
"5794988" I "5876071" I 
"5882044" I "610244 7" I 
"6186560" I "6386596" I 
"6932391 ").pn. OR 
("7722089").urpn. AND 
(PGPB I USPT I 
USOC).dbnm. 

PE2E SEARCH - Search History {Interference) 

Ref# Hits Search Query DBs Default 
Operator 

N1 238 F16D1 /116.cpc. (US-PG PUB) ADJ 

N2 701 F16D2001/103.cpc. (US-PG PUB) ADJ 

N3 267 F16D2003/22326.cpc. (US-PG PUB) ADJ 

N4 401 F16B21 /18, 186.cpc. (US-PG PUB) ADJ 

N7 180 joint AND (engagement (US-PG PUB) ADJ 
OR spline) AND recess 
AND window AND 
(retaining OR ring) AND 
(seal OR boot OR 
bellows) AND cylindrical 
AND corrugated 

N8 115 joint AND (engagement (US-PG PUB) ADJ 
OR spline) AND recess 
AND window AND 
(retaining OR ring) AND 
(seal OR boot OR 
bellows) AND cylindrical 
AND corrugated AND 
(distal WITH ends) 

N9 80 joint AND (engagement (US-PG PUB) ADJ 
OR spline) AND recess 
AND window AND 
(retaining OR ring) AND 
(seal OR boot OR 
bellows) AND cylindrical 
AND corrugated AND 
(distal WITH ends) AND 
perimeter 

04/22/2022 01:30:47 PM 
Workspace: 15966085 HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Plurals 

ON 

ON 

ON 

ON 

ON 

ON 

ON 

British rTime Stamp 
Equivalents 
ON 

ON 

ON 

ON 

ON 

ON 

ON 

2022/04/22 
01 :18 PM 

2022/04/22 
01 :19 PM 

2022/04/22 
01 :19 PM 

2022/04/22 
01 :19 PM 

2022/04/22 
01 :20 PM 

2022/04/22 
01 :21 PM 

2022/04/22 
01 :21 PM 

Page6of 6 
MM 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0401



To: 
From: 

tlopez@shumaker.com,dmiller@shumaker.com,cgolupski@shumaker.com 
PAIR_eOfficeAction@uspto.gov 

Cc: PAIR_eOfficeAction@uspto.gov 
Subject: Private PAIR Correspondence Notification for Customer Number 43935 

May 03, 2022 04:55:25 AM 

Dear PAIR Customer: 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 
UNITED STATES 

The following USPTO patent application(s) associated with your Customer Number, 43935 , have 
new outgoing correspondence. This correspondence is now available for viewing in Private PAIR. 

The official date of notification of the outgoing correspondence will be indicated on the form PTOL-90 
accompanying the correspondence. 

Disclaimer: 
The list of documents shown below is provided as a courtesy and is not part of the official file 
wrapper. The content of the images shown in PAIR is the official record. 

Application 
15966085 

Document 
NOA 
EXIN 
892 

Mailroom Date 
05/03/2022 
05/03/2022 
05/03/2022 

Attorney Docket No. 
206898/5897 4-1 
206898/5897 4-1 
206898/5897 4-1 

To view your correspondence online or update your email addresses, please visit us anytime at 
https ://sportal. uspto .gov/secu re/myportal/privatepair. 

If you have any questions, please email the Electronic Business Center (EBC) at EBC@uspto.gov 
with 'e-Office Action' on the subject line or call 1-866-217-9197 during the following hours: 

Monday - Friday 6:00 a.m. to 12:00 a.m. 

Thank you for prompt attention to this notice, 

UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT APPLICATION INFORMATION RETRIEVAL SYSTEM 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0402



1 _ r:1.im·· UNITED STATES : >~ PATENT ANO TRADEMARK OFFICE 

Page 1 of 2 
PO Bo:< 1450 

Alexand,ia. VA 223, 3 - 1450 
VV'vV""./'/.USpto,go\/ 

ELECTRONIC ACKNOWLEDGEMENT RECEIPT 

APPLICATION # RECEIPT DATE/ TIME ATTORNEY DOCKET# 
15/966,085 07/29/2022 11 :33:46 AM ET 206898/5897 4-1 

Title of Invention 
HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

Application Information 

APPLICATION TYPE Utility - Nonprovisional Application 
under 35 USC 111 (a) 

PATENT# -

CONFIRMATION# 9702 

PATENT CENTER# 60824009 

CUSTOMER# 43935 

CORRESPONDENCE -
ADDRESS 

Documents 

DOCUMENT 

206898.Jssue ___ Fee ____ Fi!ed.pdr 

Digest 

DOCUMENT 

206898 ___ !ssue ___ _Fee ___ _Fi!ed.pdf 

PAGES 

FILED BY Christine Golupski 

FILING DATE 04/30/2018 

FIRST NAMED Michael Walter Hopson 
INVENTOR 

AUTHORIZED BY James Miller 

TOTAL DOCUMENTS: 1 

DESCRIPTION SIZE {KB) 

Issue Fee Payment (PT0~85B) 1 i8 KB 

DB1F25F9D7E8A436C720131FE34726AEEF1A0349F63E66469E 
3920E973482065EC3C90220A58A402FA1CE9348EA4A98999F 
E72DFE030E808893E8580AF7B32CA 

This .Adqmwlednermmt Receipt evidences :eceipt on the noted date by the USPTO of the indicated documents, characterized 

by the applirnnt, and including page counts. where appiicabie. It serves as evidence of rnce:pt sini:lar to a Post CHrd. as 

American Axle v. Neapco - IPR2025-00091 
PET_AAM_1004-0403
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described in MPEP 503. 

If a new application is being filed and the application inciucies the necessary components for fi!inq date (see 37 CFR 1.53/b)~(d) 
and MPEP 506). a Filing Receipt (37 CFR 1,54) wiH be issued in due course and the dHte shovvn on this Acknowledgement 
Hece,pt w:11 ;:istabiish the liling date ol the a.pplica!ion 

Ni:itlona! Sti:ige of an !ntemationa! App!!cation under 35 UaS.C. 371 

If a time,y subrnission !o enter the nationai stage of an international applirn!:on is compliant vvi!h the conditions of 35 U S.C. 
37·1 and other a.pplicable require,,1ents a Fon,1 PCT!DO/E0/903 ind,cating acceptanrn ol the applica!,on as a national stage 
submission under 35 U.S.C. 371 will be issued in addition to the Fi!ing Receipt, in due course. 

New internatimml Application Filed with the USPTO as a Receiving Office 

If a new ,ntemationai app,ication is being f:led ,:1no !he interna!iona, application includes the necessa:-y components for an 
international fiiing date (see PCT .Article 11 and MPEP 1810), a ~~otification of the International Application f'Jurnber and of the 
International Filing Da!e (Form PCTiR0/105) will be ,ssued in due course, subject to prese:iptions concerning national secur:ty, 
and t:1e elate s:1own on this .Acknovvledgement Receipt ,viii establish tl1e internationai filing elate of the application. 
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1 _ r:1.im·· UNITED STATES : >~ PATENT ANO TRADEMARK OFFICE 

Page 1 of 2 
PO Bo:< 1450 

Alexand,ia, VA 223, 3 - 1450 
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ELECTRONIC PAYMENT RECEIPT 

APPLICATION # RECEIPT DATE/ TIME ATTORNEY DOCKET# 
15/9661085 07/29/2022 11 :33:46 AM ET 206898/5897 4-1 

Title of Invention 
HIGH RETENTION FORCE SERV!CEABLE PLUG-ON JO!NT ASSEMBLY 

Application Information 

APPLICATION TYPE Utility - Nonpmvisional Application 
unde, 35 USC 11 ·, (a) 

CONFIRMATION# 9702 

PATENT CENTER# 60824009 

CUSTOMER# 43935 

CORRESPONDENCE -
ADDRESS 

Payment Information 

PAYMENT METHOD 
DA/ 505605 

FEE CODE DESCRIPTION 

PAYMENT TRANSACTION ID 
E20227S834072340 

ITEM PRICE($) 

UTILITY ISSUE FEE 

PATENT# -

FILED BY Christine Golupski 

AUTHORIZED BY ,iames Mil!e: 

FILING DATE 04/30/2078 

FIRST NAMED Micl1ae! Walter Hopson 
INVENTOR 

PAYMENTAUTHOR~EDBY 
Chri~tine Golupski 

QUANTITY ITEM TOT AL($) 

1200.00 

TOTAL AMOUNT: $1,200,00 

This .Adqmwlednermmt Receipt evidences :eceipt on the noted date by the USPTO of the indicated documents, characterized 

by the applirnnt, and including page counts, where app!icab!e. It serves as evidence of rnce:pt sini:lar to a Post CHrd, as 

described in MPEP 50:3. 

If a new Hpplica!ion is be:ng filed and !he application inc!udes !he necessary components for fi!ing date (see 37 Cf-:R 1 .53(bHd) 

and [\/1PEP 506), a Filing Receipt (37 CFR 154) wili be issued in due course and the Cate sllm,vn on tl1is Acknowledqement 

Receipt vvill establish tr1e filing date of the application 

National Stage of an lntemational Appl!cation under 35 U.S,C, 371 

If a time!y submission to enter tl1e national stane of an international application is compliant 'J',iitl: the conciitions of ;35 LLS.C. 

371 and otrier applicable requiremen!s a Form PCT/DO/E0/903 ,ndirnt:ng acceptance ol !he application as a national stage 

American Axle v. Neapco - IPR2025-00091 
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submission under 35 LLS.C. 371 will be issued in addition to the Fi!ing Receipt, in due course. 

New international Applicatkm fi!ed with the USPTO as a Receiving omce 

If a new internationa! appiication is being filed anci the intemationai application includes the necessary components for an 
intema!ional rn,ng date (see PCT Ar!icle i 1 and MPEP 1810), a f\lotification of the International Appl,cation ~-Jurnber and of the 
International Filing Date (F·mm PCT/,-1O/105) will be issued in clue course, subject to prescriptions c:oncernin~J national security, 
and the date shown on this Acknmvleclgement Receipt vvill establish the intemationai filing date of tl:e application. 

American Axle v. Neapco - IPR2025-00091 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web. 

By mail, send to: Mail Stop ISSUE FEE 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

By fax, send to: (571)-273-2885 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All 
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected 
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

43935 7590 05/03/2022 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

APPLICATION NO. FILING DATE 

15/966,085 04/30/2018 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

Certificate of Mailing or Transmission 
I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 
addressed to the Mail Stop ISSUE FEE address above, or being transmitted to 
the USPTO via EFS-Web or by facsimile to (571) 273-2885, on the date below. 

(Typed or printed name) 

(Signature) 

(Date) 

FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

Michael Walter Hopson 206898/58974-1 9702 

TITLE OF INVENTION: HIGH RETENTION FORCE SERVICEABLE PLUG-ON JOINT ASSEMBLY 

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE 

nonprovisional UNDISCOUNTED $1200 

EXAMINER ART UNIT 

MCMAHON, MATTHEW R 3678 

1. Change of correspondence address or indication of "Fee Address" (37 
CFR 1.363). 

0 Change of correspondence address ( or Change of Correspondence 
Address form PTO/ AIA/122 or PTO/SB/122) attached. 

0 "Fee Address" indication (or "Fee Address" Indication form PTO/ 
AIA/47 or PTO/SB/47; Rev 03-02 or more recent) attached. Use ofa 
Customer Number is required. 

PUBLICATION FEE DUE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

$0.00 $0.00 

CLASS-SUBCLASS 

403-359500 

2. For printing on the patent front page, list 
( 1) The names of up to 3 registered patent attorneys 
or agents OR, alternatively, 
(2) The name of a single firm (having as a member a 
registered attorney or agent) and the names of up to 
2 registered patent attorneys or agents. If no name is 
listed, no name will be printed. 

$1200 08/03/2022 

1 Shumaker, Loop & Kendrick, LLP 

2 ______________ _ 

3 James D. Miller 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously 
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.8l(a). Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE 

NEAPCO INTELLECTUAL PROPERTY HOLDINGS, LLC 
(B) RESIDENCE: (CITY and STATE OR COUNTRY) 

FARMINGTON HILLS, MICHIGAN 

Please check the appropriate assignee category or categories (will not be printed on the patent) : 0 Individual !!!I Corporation or other private group entity O Government 

4a. Fees submitted: i!!IIssue Fee □Publication Fee (if required) □Advance Order - # of Copies _________ _ 

4b. Method of Payment: (Please first reapply any previously paid fee shown above) 

!!!I Electronic Payment via EFS-Web 0 Enclosed check 0 Non-electronic payment by credit card (Attach form PTO-2038) 

!!!I The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No. 505605 

5. Change in Entity Status (from status indicated above) 

0 Applicant certifying micro entity status. See 37 CFR 1.29 

0 Applicant asserting small entity status. See 37 CFR 1.27 

0 Applicant changing to regular undiscounted fee status. 

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue 
fee payment in the micro entity amount will not be accepted at the risk of application abandonment. 
NOTE: If the application was previously under micro entity status, checking this box will be taken 
to be a notification of loss of entitlement to micro entity status. 
NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro 
entity status, as applicable. 

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 

Authorized Signature /James D. Miller/ 

Typed or printed name _J_a_m_e_s_D_._M_il_le_r ____________ _ 

PTOL-85 Part B (08-18) Approved for use through 01/31/2020 
Page 2 of3 

0MB 0651-0033 

Date July 29, 2022 

Registration No. _4_6_9_3_2 ___________ _ 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
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UNITED STATES PA TENT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONERFORPATENTS 

APPLICATION NO. ISSUE DATE 

15/966,085 09/06/2022 

43935 7590 08/17/2022 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

PATENT NO. ATTORNEY DOCKET NO. 

11434958 206898/58974-1 

ISSUE NOTIFICATION 

The projected patent number and issue date are specified above. 

Determination of Patent Term Adjustment under 35 U .S.C. 154 (b) 
(application filed on or after May 29, 2000) 

CONFIRMATION NO. 

9702 

The Patent Term Adjustment is 736 day(s). Any patent to issue from the above-identified application will include 
an indication of the adjustment on the front page. 

If a Continued Prosecution Application (CPA) was filed in the above-identified application, the filing date that 
determines Patent Term Adjustment is the filing date of the most recent CPA. 

Applicant will be able to obtain more detailed information by accessing the Patent Application Information 
Retrieval (PAIR) WEB site (http://pair.uspto.gov). 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office 
of Patent Legal Administration at (571 )-272-7702. Questions relating to issue and publication fee payments should 
be directed to the Application Assistance Unit (AAU) of the Office of Patents Stakeholder Experience (OPSE), 
Stakeholder Support Division (SSD) at (571)-272-4200. 

INVENTOR(s) (Please see PAIR WEB site http://pair.uspto.gov for additional inventors): 

Michael Walter Hopson, Clinton Township, Ml; 
Arvind Srinivasan, Troy, Ml; 
Michael Peter Kinsella, White Lake, Ml; 

APPLICANT(s) (Please see PAIR WEB site http://pair.uspto.gov for additional applicants): 

NEAPCO INTELLECTUAL PROPERTY HOLDINGS, LLC, Farmington Hills, Ml; 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location 
for business investment, innovation, and commercialization of new technologies. The USA offers tremendous 
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation 
works to encourage and facilitate business investment. To learn more about why the USA is the best country in 
the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov. 
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To: 
From: 

tlopez@shumaker.com,dmiller@shumaker.com,cgolupski@shumaker.com 
PAIR_eOfficeAction@uspto.gov 

Cc: PAIR_eOfficeAction@uspto.gov 
Subject: Private PAIR Correspondence Notification for Customer Number 43935 

Aug 18, 2022 05:14:54 AM 

Dear PAIR Customer: 

Shumaker, Loop & Kendrick, LLP 
1000 Jackson Street 
Toledo, OH 43604-5573 
UNITED STATES 

The following USPTO patent application(s) associated with your Customer Number, 43935 , have 
new outgoing correspondence. This correspondence is now available for viewing in Private PAIR. 

The official date of notification of the outgoing correspondence will be indicated on the form PTOL-90 
accompanying the correspondence. 

Disclaimer: 
The list of documents shown below is provided as a courtesy and is not part of the official file 
wrapper. The content of the images shown in PAIR is the official record. 

Application 
15966085 

Document 
ISSUE.NTF 

Mailroom Date 
08/17/2022 

Attorney Docket No. 
206898/5897 4-1 

To view your correspondence online or update your email addresses, please visit us anytime at 
https ://sportal. uspto .gov/secu re/myportal/privatepair. 

If you have any questions, please email the Electronic Business Center (EBC) at EBC@uspto.gov 
with 'e-Office Action' on the subject line or call 1-866-217-9197 during the following hours: 

Monday - Friday 6:00 a.m. to 12:00 a.m. 

Thank you for prompt attention to this notice, 

UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT APPLICATION INFORMATION RETRIEVAL SYSTEM 
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