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(57) ABSTRACT 

A HVAC system provides a central control which detects 
failed stage(s); removes the failed stage(s) from the staging 
sequence used by the controller; and later checks the failed 
stage periodically to see if the failed stage has become 
functional so that the no properly operational stage is 
returned to a staging sequence. The central control detects 
the failed stages and/or components by direct communica­
tion with the failed stages and/or components and/or by 
monitoring a temperature of a controlled area to determine 
if any particular stage is operating properly. 
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DETECT THE FAILED STAGE(S). 

US 2005/0159846 Al 

A) DIRECT COMMUNICATION OR NO COMMUNICATION
WITH THE FAILED EQUIPMENT; ANO/OR

B) MONITORING OF THE CONTROLLED AREA TEMPERATURE.

' 
REMOVE THE FAILED STAGE(S) FROM THE STAGING 

SEQUENCE USED BY THE CONTROLLER. 

• 
CHECK THE FAILED STAGE PERIODICALLY TO SEE IF IT HAS 
BECOME FUNCTIONAL AND RETURN IT TO USE IF IT HAS. 
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FAILURE MODE FOR HVAC SYSTEM 

[0001] The present application claims priority to U.S. 
Provisional Patent Application Ser. No. 60/537,694, filed 20 
Jan. 2004. 

B ACKGROUND OF THE INVENTION 

[0002] The present invention relates to an HVAC system, 
and more particularly to bypassing a failed HVAC system 
component and/or stages to assure at least partial system 
capacity. 

[0003] A heating, ventilating, and air conditioning 
(HVAC) system includes multiple components that function 
together in a coordinated manner. Typically, an HVAC 
system includes an indoor unit such as a gas furnace or fan 
coil, an outdoor unit such as an NC or heat pump, and a 
thermostat. More sophisticated systems may include a multi­
zone control capacity with zone control and zone dampers. 
HVAC systems also frequently include subsystems such as 
filters, humidifiers, and ventilators. 

[0004] Typical HVAC systems include multiple stages of 
heating and/or cooling capacity. At the lowest demand, the 
first (lowest capacity) stage is activated. As demand 
increases past the capacity of the lowest stage, the next 
higher capacity stage is activated. If a lower capacity stage 
has failed, the component will "stage up" past the failed 
stage until enough capacity is brought on to satisfy the load. 
However, this may not be optimal as staging delays and 
temperature drop occur during the time in which the con­
ventional component stages through the failed stage. More­
over, conventional controllers are unaware of failed stages 
within the remote HVAC components. If the highest capac­
ity stage is the non-functional stage, the control will main­
tain operation of the system at this highest stage that has 
failed while providing no conditioning as conditioning 
demand continues to increase. The result may be complete 
loss of conditioning. 

[0005] Accordingly, it is desirable to provide an HVAC 
system control that identifies and isolates a failed HVAC

system and/or stages on a system wide level to assure at least 
partial system capacity while minimizing delays within a 
staging sequence by monitoring a temperature of a con­
trolled area. It is further desirable for an HVAC system to 
learn component and stage capacities such that the specific 
system performance information is incorporated into the 
system control algorithm to optimize control over a wide 
range of system capacities. 

SUMMARY OF THE INVENTION 

[0006] The HVAC system according to the present inven­
tion provides a central control which detects the failed 
stage(s); removes the failed stage(s) from the staging 
sequence used by the controller; and later checks the failed 
stage periodically to see if the failed stage has become 
functional so that the not properly operational stage is 
returned to a staging sequence. 

[0007] The central control detects the failed stages and/or 
components by direct communication with the failed stages 
and/or components. Alternatively, the central control detects 
the failed stages and/or components by monitoring the 
temperature of a controlled area to determine if any particu­
lar stage is operating properly. A higher stage having more 
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capacity will create a more positive slope to the controlled 
environment temperature vs. time curve than a lower stage 
if the higher stage is properly operating. 

[0008] The controller also permits the system to automati­
cally determine the HVAC components contained within the 
system such that capacity information is incorporated into 
the thermostat's control algorithm to optimize control over 
a wide range of system capacities, minimizing the require­
ment for an installer to make gain adjustments. 

[0009] The present invention therefore provides an HVAC 
system control that identifies and isolates a failed HVAC

system and/or stages on a system wide level to assure at least 
partial system capacity while minimizing delays within a 
staging sequence by monitoring a temperature of a con­
trolled area. The present invention also provides an HVAC

system which learns component and stage capacities such 
that the specific system performance information is incor­
porated into the system control algorithm to optimize control 
over a wide range of system capacities. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0010] The various features and advantages of this inven­
tion will become apparent to those skilled in the art from the 
following detailed description of the currently preferred 
embodiment. The drawings that accompany the detailed 
description can be briefly described as follows: 

[0011] FIG. 1 is a general schematic view of an HVAC 
system for use with the present invention. 

[0012] FIG. 2 is a block diagram of a central controller; 

[0013] FIG. 3 is a flowchart illustrating operation of the 
present invention; 

[0014] FIG. 4 is a graphical representation of a controlled 
environment temperature vs. time curve for an operational 
HVAC component; and 

[0015] FIG. 5 is a graphical representation of a controlled 
environment temperature vs. time curve for an HVAC com­
ponent with a malfunction stage. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

[0016] FIG. 1 illustrates a general schematic view of an 
HVAC system 10. The system 10 generally includes a 
central controller 12 that communicates with a zone control 
14, an indoor unit 16, and an outdoor unit 18. The central 
controller 12 communicates over a digital communication 
bus 20. The bus 20 preferably includes four communication 
paths, such as four wires 22 or the like, which communicate 
data and power. It should be understood that other commu­
nication systems will likewise benefit from the present 
invention. 

[0017] The zone control 14 preferably provides thermostat 
controls for each of several zones and a damper control for 
dampers associated with each of the zones as generally 
understood. 

[0018] The zone control 14 includes a microprocessor 
controller 24 that communicates with the central controller 
12 over the bus 20. 
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[0019] The indoor unit 16 includes an indoor unit micro­
processor controller 26, which communicates with the cen­
tral controller 12 over the bus 20. The indoor unit 16 
typically includes a furnace, fan coil, or the like. The indoor 
unit 16 includes a multiple of indoor stages 16A, 16B. The 
indoor stages 16A, 16B include for example only, a high 
stage and a low stage. It should be understood that any 
number of stages will benefit from the present invention. 

[0020] The outdoor unit 18, such as an NC unit or a heat 
pump, includes an outdoor unit microprocessor control 26, 
which communicates to the central control 12 over the bus 
20. The outdoor unit 18 includes a multiple of outdoor stages
18A, 18B. The outdoor stages 18A, 18B include for example
only, a high stage and a low stage. It should be understood
that any number of stages will benefit from the present
invention.

[0021] It should be understood that although a particular 
component arrangement and communication bus layout is 
disclosed in the illustrated embodiment, other arrangements 
will benefit from the instant invention. 

[0022] The central control 12 includes a display 30, such 
as a LCD or flat panel display, and input devices 32, such as 
a plurality of buttons, directional keypad, but alternatively 
including a mouse, keyboard, keypad, remote device, or 
microphone. Alternatively, the display 30 can be a touch 
screen display. 

[0023] Each HVAC system component includes a dedi­
cated microprocessor controller 24, 26, 28 which commu­
nicates with the central control 12 over the data bus 20. 
Through the bus 20, the conditioning components commu­
nicate to the controller 12 system information such as the 
state of health of the component including any stages which 
have failed. 

[0024] The central control 12 preferably operates as a 
thermostat for the HVAC system 10 and further includes a 
computer module 33 connected to the display 30 and input 
devices 32. The computer module 32 generally includes a 
CPU 34 and a storage device 36 connected to the CPU 34 
(FIG. 2). The storage device 36 may include a hard drive, 
CD ROM, DVD, RAM, ROM or other optically readable 
storage, magnetic storage, or integrated circuit. The software 
to control the HVAC system 10 including thermostat control 
algorithms and the instruction for the display 30 and user 
interface may also be stored in storage device 36 or alter­
natively in ROM, RAM or flash memory. 

[0025] Referring to FIG. 3, the central control 12 deter­
mines if a capacity producing component in the system 10 
has failed to operate satisfactorily when it is turned on by the 
central control 12. The central control 12 makes this deter­
mination. In a dual fuel HVAC system 10, which for 
example, includes both a furnace and a heat pump, the heat 
pump is utilized to provide some capacity to the system 
should the furnace fail or vice versa. With a dual fuel system, 
the lowest stage ( or two stages in the case of a dual capacity 
heat pump) are normally followed by two furnace stages, 
each having higher capacity than the heat pump stage(s). If 
either the heat pump or the furnace fails, this is communi­
cated to the controller 12 and the controller 12 removes the 
failed stages from its staging sequence, leaving only the 
working stages. 

[0026] Occasionally, there may be internal failures which 
will result in one of the indoor stages 16A, 16B failing while 
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the other remains operable. When this occurs, the central 
control 12 identifies the failure and utilizes the operable 
stage to supply conditioning, and removes the other stage 
from attempted operation thereby bypassing stage timers 
and the like so that extended delays common to conventional 
component "stage-up" systems are overridden. Staging 
delays and some temperature droop occur as the failed stage 
is attempted to be used in conventional components. The 
present invention removes the failed stage from the 
sequence of available stages, closing the gap and leaving 
only those that are functional. 

[0027] Generally, the central control 12 detects the failed 
stage(s); removes the failed stage(s) from the staging 
sequence used by the controller; and later checks the failed 
stage periodically to see if the failed stage has become 
functional so that the now properly operational stage is 
returned to a staging sequence. 

[0028] The central control 12 detects the failed stages 
and/or components by direct communication or no commu­
nication with the failed stages and/or components through 
communication between the microprocessor controller 24, 
26, 28 and the central control 12 over the data bus 20. 
Alternatively, the central control 12 queries the micropro­
cessor controller 24, 26, 28 and in response to a failure to 
reply from the microprocessor controller 24, 26, 28, the 
central control 12 will infer that the stages and/or compo­
nents as failed. 

[0029] Alternatively, the central control 12 detects the 
failed stages and/or components by monitoring a tempera­
ture of a controlled area to determine if any particular stage 
is operating properly. A higher stage, having more capacity, 
will create a more positive slope to the controlled environ­
ment temperature vs. time curve than the stage below it 
(FIG. 4). If such a response is not identified by the controller 
12, the stage is classified as having failed. Once a stage is 
determined to be inoperable, it is removed from the staging 
sequence by the controller 12. At the next opportunity for 
this deleted stage to be used or on a periodic schedule, its 
"health" is checked again to see if it is available. If it is found 
to be "healthy," it is returned to the staging sequence. By this 
means, "self-healing" is detected and the stage will again be 
utilized if it is available. 

[0030] It should be understood that an entire component of 
the system 10 may have failed (example: an entire heat 
pump) or a stage of that piece of equipment ( example: low 
speed on a two speed heat pump). In either case, only the 
failed stage or stages are removed from the staging 
sequence. The process is applied between any successive 
output states that exist for controller 12, i.e., stages of 
electric heat or a multi-capacity compressor. This permits a 
failure in any one of several capacity producing components 
in a system to be found and identified. Any successive stage 
that should produce added capacity, but does not, may be 
deemed to have failed. 

[0031] The central control 12 monitors the rate of change 
of a room temperature before and after it turns on the stage. 
If there is a change in the rate of change of room tempera­
ture, it can be inferred that the component is operating. If 
there is no change in the rate of change, the component can 
be assumed to be inoperative (FIG. 5). The measurements of 
rate of change are preferably filtered and timed so that noise 
and equipment capacity delays do not provide false infor­
mation. 
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[0032] The amount of change in the rate of change of a 
room temperature is generally proportional to the amount of 
added capacity to be brought on by the next stage and the 
heat loss of the structure. This amount could be determined 
by storing the designated value into the controller 12 as a 
fixed value or later programming of the designated value 
into the controller 12 by a technician during installation. 

[0033] Alternatively, or in addition, the amount of change 
in the rate of change is learned by the controller 12 from 
monitoring the system 10 responses to its outputs over a 
number of cycles. That is, the controller 12 after a number 
of cycles "learns" the capacity of each state of the system. 
When the system does not respond with the learned capacity, 
the controller 12 infers that there has been a failure. To avoid 
false indications that might arise (by, for example only, a 
door being opened at the same time a next stage is turned 
on), two successive failures are preferably required before 
an alert is provided. 

[0034] The "learning" of the system 10 by the controller 
also permits the system 10 to automatically determine the 
HVAC components contained within the system 10. For 
example only, a system 10 will "learn" if it has a single or 
two speed compressor, single, or multiple stages of electric 
heat or even if it is a heat pump or an air conditioner in 
response to monitoring the rate of change of a room tem­
perature and break-points contained therein. This permits a 
dealer to stock fewer controllers and minimize factory or 
field selection jumpers thereby simplifying a technician's 
service call, as the system 10 will essentially configure itself. 

[0035] Once the equipment capacity has been learned by 
the controller 12, the capacity information is incorporated 
into the thermostat's control algorithm to optimize control 
over a wide range of system capacities, minimizing the 
requirement for an installer to make gain adjustments. In 
addition, the system equipment capacity is utilized to opti­
mize the system response to recovery such as from night 
setback by bringing on the correct capacity at the right time 
to provide optimum comfort and efficiency. That is, the 
learned equipment may be utilized by the controller 12 to 
modify the recovery time for a system component and/or 
stage which functions sub-optimally or decreases the recov­
ery time for an efficient component to achieve a designated 
temperature at a desired time. For example only, a failed 
stage would be "learned" when the controller 12"learns" the 
capacity of each state of the system such that the recovery 
time will be accordingly increased to account for the failed 
stage to thereby achieve a designated temperature at a 
desired time. Other time periods may be user input such as 
the longest time ahead of the setback recovery time at which 
the equipment should start the recovery. 

[0036] Although particular step sequences are shown, 
described, and claimed, it should be understood that steps 
may be performed in any order, separated or combined 
unless otherwise indicated and will still benefit from the 
present invention. 

[0037] The foregoing description is exemplary rather than 
defined by the limitations within. Many modifications and 
variations of the present invention are possible in light of the 
above teachings. The preferred embodiments of this inven­
tion have been disclosed, however, one of ordinary skill in 
the art would recognize that certain modifications would 
come within the scope of this invention. It is, therefore, to 
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be understood that within the scope of the appended claims, 
the invention may be practiced otherwise than as specifically 
described. For that reason the following claims should be 
studied to determine the true scope and content of this 
invention. 

What is claimed is: 
1. A method of controlling an HVAC system comprising

the steps of: 

(1) detecting whether a stage of an HVAC component is
a failed stage; and

(2) removing the failed stage detected in said step (1) from
a staging sequence.

2. A method as recited in claim 1, wherein said step (1)
further comprises the step of: 

communicating a health status of the HVAC component to 
a controller. 

3. A method as recited in claim 1, wherein said step (1)
further comprises the step of: 

determining whether a communication link exists 
between the HVAC component and a controller. 

4. A method as recited in claim 1, wherein said step (1)
further comprises the step of: 

communicating a temperature of a controlled area to a 
controller. 

5. A method as recited in claim 1, wherein said step (1)
further comprises the step of: 

(a) monitoring a temperature of a controlled area;

(b) inferring whether the stage has failed from a relation­
ship between the temperature of the controlled area and
a time period.

6. A method as recited in claim 5, wherein said step (b)
further comprises the step of: 

(a) monitoring a slope of the relationship between the
temperature of the controlled area and the time period.

7. A method as recited in claim 5, wherein said step (b)
further comprises the step of: 

(a) monitoring a rate of change of a relationship between
the temperature of the controlled area and the time
period.

8. A method as recited in claim 1, further comprising the
steps of: 

(a) periodically attempting communication with the failed
stage;

(b) identifying whether the failed stage has become func­
tional; and

( c) returning the failed stage to the staging sequence in
response to said step (b ).

9. A method as recited in claim 8, wherein said step (b)
further comprising the step of: 

(i) identifying a positive communication with the failed
stage.

10. A method of controlling an HVAC system comprising
the steps of: 

(1) monitoring a rate of change of a relationship between
a temperature of a controlled area and a time period for
a first stage of an HVAC component;
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(2) determining whether the first stage is a failed stage in
response to said step (1); and 

(3) removing the failed stage determined in said step (2)
from a staging sequence.

11. A method as recited in claim 10, wherein said step (1)
further comprises the step of: 

determining whether the rate of change is greater than a 
prior rate of change of a prior stage of the HVAC

component. 
12. A method as recited in claim 10, wherein said step (1)

further comprises the step of: 

comparing the rate of change to a stored rate of change for 
the first stage. 

13. A method as recited in claim 12, further comprises the
step of: 

inputting the stored rate of change into a controller which 
communicates with the HVAC component. 

14. A method as recited in claim 12, further comprises the
step of: 

learning the stored rate of change over a multiple of cycles 
of the first stage. 

15. A method as recited in claim 14, further comprises the
step of: 

determining a configuration of the HVAC component in 
response to learning the stored rate of change of a 
multiple of stages comprising the first stage. 

16. A method as recited in claim 14, further comprises the
step of: 

incorporating a gain into a control algorithm for the first 
stage in response to the stored rate of change to obtain 
a desired rate of change. 

4 

Jul. 21, 2005 

17. A method as recited in claim 14, further comprises the
step of: 

relating a recovery time period to the stored rate of change 
to achieve a designated temperature at a desired time. 

18. A method of controlling an HVAC system comprising
the steps of: 

(1) monitoring a first rate of change of a first relationship
between a temperature of a controlled area and a first
time period for a first stage of an HVAC component;

(2) monitoring a second rate of change of a second 
relationship between the temperature of the controlled
area and a second time period for a second stage of the
HVAC component;

(3) determining whether the second stage is a failed stage
in response to said steps (1) and (2); and 

( 4) removing the failed stage determined in said step (3) 
from a staging sequence.

19. A method as recited in claim 18, further comprises the
step of: 

determining a configuration of the HVAC component in 
response to said steps (1) and (2). 

20. A method as recited in claim 18, wherein said step (3)
further comprises the step of: 

determining if the second rate of change is less than the 
first rate of change; and 

determining that the second stage is a failed stage. 

* * * * *
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