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(52) 

(57) ABSTRACT 

A non-volatile semiconductor storage device has a plurality 
of memory strings with a plurality of electrically rewritable 
memory cells connected in series. Each of the memory strings 
comprises: a first columnar semiconductor layer extending in 
a vertical direction to a substrate; a charge accumulation layer 
formed around the first columnar semiconductor layer via a 
first insulation layer; and a first conductive layer formed 
around the charge accumulation layer via a second insulation 
layer. Each of the first conductive layers is formed to expand 
in a two-dimensional manner, and air gaps are formed 
between the first conductive layers located there above and 
there below. 
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NON-VOLATILE SEMCONDUCTOR 
STORAGE DEVICE AND METHOD OF 

MANUFACTURING THE SAME 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is based upon and claims the ben 
efit of priority from the prior Japanese Patent Application No. 
2008-65882, filed on Mar. 14, 2008, the entire contents of 
which are incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

0002 1. Field of the Invention 
0003. The present invention relates to electrically rewrit 
able semiconductor storage devices, and in particular, among 
these, to a non-volatile semiconductor storage device and a 
method of manufacturing the same. 
0004 2. Description of the Related Art 
0005 Conventionally, LSIs are formed by integration of 
devices in a two-dimensional plane on the silicon Substrate. 
Although the dimension for each device must be reduced 
(refinement) to increase memory storage capacity, recent 
years are facing challenges in Such refinement from the view 
point of cost and technology. Such refinement requires further 
improvements in photolithography technology. However, in 
currently available ArF immersion lithography technology, 
for example, the resolution limit has been reached around the 
40 nm design rule and so EUV exposure devices have to be 
introduced for further refinement. However, the EUV expo 
sure devices are expensive and infeasible in view of the costs. 
In addition, if such refinement is accomplished, it is assumed 
that physical improvement limit, such as in breakdown Volt 
age between devices, would be reached unless driving Voltage 
can be scaled. Thus, it is likely that difficulties would be 
encountered in device operation itself. 
0006. Therefore, a large number of semiconductor storage 
devices have been proposed recently where memory cells are 
arranged in a three-dimensional manner to achieve improved 
integration of memory devices (see, Patent Document 1: 
Japanese Patent Laid-Open No. 2003-078044; Patent Docu 
ment 2: U.S. Pat. No. 5,599,724; and Patent Document 3: U.S. 
Pat. No. 5,707,885). 
0007. One of the conventional semiconductor storage 
devices where memory cells are arranged in a three-dimen 
sional manner uses transistors with an SGT (cylinder-type) 
structure (see, Patent Documents 1-3). Those semiconductor 
storage devices using transistors with the SGT structure are 
provided with multiple layers of polysilicon corresponding to 
gate electrode layers and pillar-like columnar semiconduc 
tors formed to penetrate the multiple layers of polysilicon. 
Each of the columnar semiconductors serves as a channel 
(body) part of each of the transistors. Charge accumulation 
layers are provided for accumulating charges around the 
columnar semiconductors via barrier insulation layers. In 
addition, block insulation layers are formed around the 
charge accumulation layers. Further, word-line conductive 
layers, which function as gate electrodes and expand in a 
two-dimensional manner, are formed around the block insu 
lation layers. Such a configuration including polysilicon, 
columnar semiconductors, barrier insulation layers, charge 
accumulation layers, block insulation layers, and word-line 
conductive layers is referred to as a “memory string”. 
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0008. This configuration, however, poses problems of 
larger parasitic capacitance involved between the word-line 
conductive layers because the word-line conductive layers 
are oppositely arranged to each other. In addition, if the word 
line conductive layers are made thinner to ease the processing 
or to increase the number of laminated layers, then other 
problems arise in connection with an increase in resistance 
caused in the word-line conductive layers. 
0009. Due to the increase in parasitic capacitance and 
resistance in the word-line conductive layers caused by the 
foregoing problems, for example, when increasing the poten 
tial of the word-line conductive layers, a predetermined time 
difference for boosting voltage will exist between one ends of 
the word-line conductive layers to which voltage is applied 
from the plugs and the other ends spaced by a predetermined 
distance from the one ends. That is, a delay will be incurred in 
operation of the non-volatile semiconductor storage devices. 

SUMMARY OF THE INVENTION 

0010. One aspect of the present invention provides a non 
Volatile semiconductor storage device comprising a plurality 
of memory strings with a plurality of electrically rewritable 
memory cells connected in series, each of the memory strings 
comprising: a first columnar semiconductor layer extending 
in a vertical direction to a Substrate; a charge accumulation 
layer formed around the first columnar semiconductor layer 
via a first insulation layer; and a first conductive layer formed 
around the charge accumulation layer via a second insulation 
layer, each of the first conductive layers being formed to 
expand in a two-dimensional manner, and air gaps being 
formed between the first conductive layers located there 
above and there below. 

0011. In addition, another aspect of the present invention 
provides a method of manufacturing a non-volatile semicon 
ductor storage device having a plurality of memory strings 
with a plurality of electrically rewritable memory cells con 
nected in series; the method comprising: alternately laminat 
ing a plurality of sacrifice layers and a plurality of first con 
ductive layers; forming a first hole so as to penetrate the 
sacrifice layers and the first conductive layers; sequentially 
forming a first insulation layer, a second insulation layer, a 
charge accumulation layer, and a first columnar semiconduc 
tor layer on the surface of the first hole; and removing the 
sacrifice layers. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 FIG. 1 is a schematic diagram illustrating a configu 
ration of a non-volatile semiconductor storage device accord 
ing to one embodiment of the present invention; 
0013 FIG. 2 is a perspective view schematically illustrat 
ing a part of the memory transistor area 12 in the non-volatile 
semiconductor storage device according to the one embodi 
ment of the present invention; 
0014 FIG. 3 is a circuit diagram illustrating one memory 
string MS according to the one embodiment of the present 
invention; 
0015 FIG. 4 illustrates a cross-sectional structure in the 
column direction of the non-volatile semiconductor Storage 
device according to the one embodiment of the present inven 
tion; 
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0016 FIG. 5 illustrates a cross-sectional structure in the 
row direction of the non-volatile semiconductor storage 
device according to the one embodiment of the present inven 
tion; 
0017 FIG. 6 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in a manufacturing process 
according to the one embodiment of the present invention; 
0.018 FIG. 7 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0.019 FIG. 8 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0020 FIG. 9 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0021 FIG. 10 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0022 FIG. 11 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0023 FIG. 12 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0024 FIG. 13 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0.025 FIG. 14 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0026 FIG. 15 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0027 FIG. 16 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0028 FIG. 17 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0029 FIG. 18 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0030 FIG. 19 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0031 FIG. 20 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
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0032 FIG. 21 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0033 FIG.22 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0034 FIG. 23 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0035 FIG. 24 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0036 FIG.25 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0037 FIG. 26 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0038 FIG. 27 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0039 FIG. 28 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; 
0040 FIG. 29 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion; and 
0041 FIG.30 is a cross-sectional view of the non-volatile 
semiconductor storage device 100 in the manufacturing pro 
cess according to the one embodiment of the present inven 
tion. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

0042. One embodiment of a non-volatile semiconductor 
storage device according to the present invention will now be 
described below with reference to the accompanying draw 
1ngS. 
0043 (Configuration of Non-Volatile Semiconductor 
Storage Device 100 in One Embodiment) 
0044 FIG. 1 schematically illustrates a non-volatile semi 
conductor storage device 100 according to one embodiment 
of the present invention. As illustrated in FIG. 1, the non 
volatile semiconductor storage device 100 according to the 
one embodiment mainly comprises: a memory transistor area 
12; a word-line driving circuit 13; a source-side selection gate 
line (SGS) driving circuit 14; a drain-side selection gate line 
(SGD) driving circuit 15; and a sense amplifier 16. The 
memory transistor area 12 has memory transistors for storing 
data. The word-line driving circuit 13 controls voltage 
applied to word lines WL. The source-side selection gate line 
(SGS) driving circuit 14 controls voltage applied to the 
source-side selection gate line SGS. The drain-side selection 
gate line (SGD) driving circuit 15 controls voltage applied to 
drain-side selection gate lines SGD. The sense amplifier 16 
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amplifies a potential read from a memory transistor. In addi 
tion to this, the non-volatile semiconductor storage device 
100 according to the one embodiment comprises a bit-line 
driving circuit for controlling voltage applied to bit lines BL 
and a source-line driving circuit for controlling Voltage 
applied to source lines SL (not illustrated). 
0045. In addition, as illustrated in FIG. 1, in the non 
volatile semiconductor storage device 100 according to the 
one embodiment, the memory transistors that configure the 
memory transistor area 12 are formed by lamination of a 
plurality of semiconductor layers. In addition, as illustrated in 
FIG. 1, a word line WL of each layer expands in a two 
dimensional manner in a certain area. The word line WL of 
each layer has a planar structure of the same layer, respec 
tively, providing a planar plate-like structure. 
0046 FIG. 2 is a schematic configuration diagram illus 
trating a part of the memory transistor area 12 in the non 
volatile semiconductor storage device 100 according to the 
one embodiment. According to the one embodiment, the 
memory transistor area 12 has mxin (m, n natural number) 
memory strings MS including memory transistors (MTr1mn 
to MTrAnm) as well as a source-side selection transistor 
SSTrminand drain-side selection transistors SDTrimn. In FIG. 
2, given that m=3, n=4. 
0047. In each of the memory strings MS, each of word 
lines (WL1 to WL4) connected to the gate of each of the 
memory transistors (MTr1mn to MTranm) is formed by the 
same conductive layer and used in common therein. That is, in 
each of the memory strings MS, all gates of the memory 
transistor MTr1mn are connected to the word line WL1. In 
addition, in each of the memory Strings MS, all gates of the 
memory transistor MTr2nm are connected to the word line 
WL2. In addition, in each of the memory strings MS, all gates 
of the memory transistor MTr3mm are connected to the word 
line WL3. In addition, in each of the memory strings MS, all 
gates of the memory transistor MTrAmm are connected to the 
word line WL4. As illustrated in FIGS. 1 and 2, in the non 
volatile semiconductor storage device 100 according to the 
one embodiment, each of the word lines WL1 to WL4 
expands in a two-dimensional manner and has a planar plate 
like structure. In addition, the word lines WL1 to WL4 are 
arranged substantially vertical to the respective memory 
strings MS. 
0048. Each of the memory strings MS has columnar semi 
conductors CLmn (in the case of FIG. 2, m=1 to 3, n=1 to 4) 
provided on an n+area that is formed on a P-well area Ba1 on 
a semiconductor Substrate Ba. The columnar semiconductors 
CLmn are formed in a substantially vertical direction to the 
semiconductor Substrate Ba and arranged in a matrix form on 
the respective surfaces of the semiconductor substrate Ba and 
the word lines WL1 to WL4. That is, the memory strings MS 
are also arranged in a matrix form within a plane vertical to 
the columnar semiconductors CLmn. Note that the columnar 
semiconductors CLmn may be columnar or prismatic in 
shape. In addition, the columnar semiconductors CLmn 
include terraced columnar semiconductors. 

0049. Further, as illustrated in FIG. 2, provided on the 
upper portions of the memory StringSMS are drain-side selec 
tion gate lines SGD with rectangular plate shapes (in the case 
of FIG. 2, SGD1 to SGD4), which contact columnar semi 
conductors CLmn via insulating films (not illustrated) to con 
figure respective drain-side selection transistors SDTrmn. 
The drain-side selection gate lines SGD are insulated and 
isolated from each other and, unlike the word lines WL1 to 
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WL4, formed in a stripe pattern in a direction parallel to the 
semiconductor Substrate Ba. In addition, columnar semicon 
ductors CLmn are provided to penetrate the center in the 
width direction of the drain-side selection gate lines SGD. 
0050. Further, as illustrated in FIG. 2, provided on the 
lower portions of the memory strings MS is a source-side 
selection gate line SGS, which contacts the columnar semi 
conductors CLmn via an insulating film (not illustrated) to 
configure respective source-side selection transistors 
SSTrimn. As with the word lines WL1 to WL4, the source-side 
selection gate line SGS has a planar plate-like structure 
expanding in a two-dimensional manner. 
0051 Referring now to FIGS. 2 and 3, the circuit configu 
ration and operation of the memory strings MS of the one 
embodiment will be described below. FIG. 3 is a circuit 
diagram illustrating one memory string MS according to the 
one embodiment. 
0052. As illustrated in FIGS. 2 and 3, in the one embodi 
ment, each of the memory strings MS has four memory tran 
sistors MTr1mn to MTranm. These four memory transistors 
MTr1mn to MTrAnn as well as two transistors, a source-side 
selection transistor SSTrmn and a drain-side selection tran 
sistor SDTrimn, are connected in series to each other (see FIG. 
3). According to the one embodiment, in each of the memory 
stringSMS, a columnar semiconductor CLmn is formed on an 
n" area that is formed on the p type area (P-well area) Ba1 on 
the semiconductor substrate Ba. 
0053. In addition, a source line SL (an n area formed on 
the P-well area Ba1 on the semiconductor substrate Ba) is 
connected to the source of each source-side selection transis 
tor SSTrimn. Further, a bit line BLnm is connected to the drain 
of each drain-side selection transistor SDTrimn. 
0054 Each of the memory transistors MTrmn includes a 
columnar semiconductor CLmn, a charge accumulation layer 
that is surrounded by an insulation layer and formed to Sur 
round the columnar semiconductor CLmn, and a word line 
WL that is formed to surround the charge accumulation layer. 
The end of each word line WL that contacts the charge accu 
mulation layer Surrounded by the insulation film functions as 
a control gate of the corresponding memory transistor 
MTrmn. The sources and drains of the memory transistors 
MTrmn are formed at the columnar semiconductors CLmn. 
0055. In the non-volatile semiconductor storage device 
100 with the above-mentioned configuration, respective volt 
ages of the bit lines BL1 to BL3, the drain-side selection gate 
lines SGD, the word lines WL1 to WL4, the source-side 
selection gate line SGS, and the source lines SL are controlled 
by bit line driving circuits (not illustrated), the drain-side 
selection gate line driving circuit 15, the word line driving 
circuits 13, the source-side selection gate line driving circuit 
14, and a source line driving circuit (not illustrated). That is, 
data is written and erased by controlling charges of the charge 
accumulation layer in a predetermined memory transistor 
MTrimn. 
0056 (Specific Configuration of Non-Volatile Semicon 
ductor Storage Device 100 in One Embodiment) 
0057 Referring now to FIGS. 4 and 5, a further specific 
configuration of the non-volatile semiconductor Storage 
device 100 will be described below. FIG. 4 illustrates a cross 
sectional structure in the column direction; and FIG. 5 illus 
trated a cross-sectional structure in the row direction orthogo 
nal to the column direction. As illustrated in FIGS. 4 and 5, the 
non-volatile semiconductor storage device 100 has memory 
cell blocks MCB0 and MCB1 on the semiconductor substrate 
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Ba. Each of the memory cell blocks MCB0 and MCB1 has a 
plurality of memory strings MS. An interlayer insulation 
layer 50 is formed between the memory cell blocks MCB0 
and MCB1. 

0058. The memory cell block MCB0 (or MCB1) has, from 
lower layer to upper layer, a source-side selection transistor 
layer 20, a memory transistor layer 30, and a drain-side selec 
tion transistor layer 40. The source-side selection transistor 
layer 20 functions as a source-side selection transistor 
SSTrmn. The memory transistor layer 30 functions as a 
memory transistor MTrmn. The drain-side selection transis 
tor layer 40 functions as a drain-side selection transistor 
SDTrimn. 

0059. The source-side selection transistor layer 20 has a 
Source-side first insulation layer 21, a source-side conductive 
layer 22, a Source-side second insulation layer 23, and a 
Source-side third insulation layer 24 that are sequentially 
laminated on the semiconductor substrate Ba (the P-well are 
Ba1). The source-side first insulation layer 21 and the source 
side third insulation layer 24 are composed of, e.g., silicon 
oxide (SiO4). In addition, the source-side conductive layer 22 
is composed of, e.g., polysilicon (p-Si). In addition, the 
Source-side second insulation layer 23 is composed of e.g., 
silicon nitride (SiN). Note that one end of the source-side 
conductive layer 22 functions as the control gate of the 
source-side selection transistor SSTrimn. 

0060. The source-side selection transistor layer 20 has 
source-side holes 25 formed therein so as to penetrate the 
source-side first insulation layer 21, the source-side conduc 
tive layer 22, the source-side second insulation layer 23, and 
the source-side third insulation layer 24. The source-side 
holes 25 have source-side columnar semiconductor layers 27 
provided therein via Source-side gate insulation layers 26. 
The source-side columnar semiconductor layers 27 are 
formed in contact with the bottom surfaces of memory colum 
nar semiconductor layers 34 described below and formed to 
extend in the vertical direction. The source-side gate insula 
tion layers 26 are formed by HTO. The source-side columnar 
semiconductor layers 27 are formed by amorphous silicon. 
Note that HTO is oxide TEOS with high-temperature film 
formation. In addition, the Source-side selection transistor 
layer 20 is formed with a predetermined length in the row 
direction (see FIG. 5). 
0061 The memory transistor layer 30 has plate-like first to 
fourth word-line conductive layers 31a to 31d expanding in a 
two-dimensional manner, and a memory upper insulation 
layer32. The first to fourth word-line conductive layers 31a to 
31dare formed by polysilicon. In addition, the memory upper 
insulation layer 32 is formed by silicon nitride. Note that the 
first to fourth word-line conductive layers 31a to 31d function 
as the word lines WL1 to WL4. 

0062. The first word-line conductive layer 31a is provided 
above the Source-side third insulation layer 24 via an air gap 
Ag1. The second word-line conductive layer 31b is provided 
above the first word-line conductive layer 31a via an air gap 
Ag2. The third word-line conductive layer 31c is provided 
above the second word-line conductive layer 31b via an air 
gap Ag3. The fourth word-line conductive layer 31d is pro 
vided above the third word-line conductive layer 31c via an 
air gap Ag4. The memory upper insulation layer 32 is pro 
vided above the fourth word-line conductive layer 31d via an 
air gap Ag5. In addition, the first to fourth word-line conduc 
tive layers 31a to 31d are formed by polysilicon, and they 
have silicide films 311a to 311d on their surfaces. 
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0063 Each of the air gaps Ag1 to Ag5 has provided therein 
an insulative fluid, such as air, with lower permittivity than 
silicon oxide (dielectric constant: approximately 4). As used 
herein, a fluid means either gas or liquid (including gel). In 
addition, the air gaps Ag1 to Ag5 may be partially filled with 
the fluid with lower permittivity than silicon oxide. The air 
gaps Ag1 to Ag5 may be provided with Solid insulation layers 
with lower permittivity than silicon oxide (dielectric con 
stant: approximately 4). The fluid with lower permittivity 
than silicon oxide may be composed of such material to be a 
solid insulation layer after heat treatment. 
0064 Silicide films 3.11a to 311d are configured with any 
of the following: titanium (Ti), cobalt (Co), nickel (Ni) etc. 
0065. As illustrated in FIG. 5, the first to fourth word-line 
conductive layers 31a to 31d and the memory upper insula 
tion layer 32 are formed in a stepwise manner in relation to 
each other at their respective row-direction ends and the row 
direction end of the source-side selection transistor layer 20. 
In addition, the air gaps Ag1 to Ag5 are formed over the same 
regions as the respective bottom surfaces of the first to fourth 
word-line conductive layers 31a to 31d and the memory 
upper insulation layer 32. 
0.066 Further, the memory transistor layer 30 has memory 
holes 33 that are formed to penetrate the first to fourth word 
line conductive layers 31a to 31d and the memory upper 
insulation layer 32, and memory columnar semiconductor 
layers 34 that are formed in the memory holes 33. The 
memory columnar semiconductor layers 34 are formed by 
amorphous silicon. 
0067 Further, the memory transistor layer 30 has barrier 
insulation layers 35 that contact the memory columnar semi 
conductor layers 34, a plurality of charge accumulation layers 
36that contact the barrier insulation layers 35 and accumulate 
charges, and a plurality of block insulation layers 37 that 
contact the charge accumulation layers 36. The block insula 
tion layers 37 contact the first to fourth word-line conductive 
layers 31a to 31d. The barrier insulation layers 35 are formed 
by silicon oxide. The charge accumulation layers 36 are 
formed by silicon nitride (SiN). The block insulation layers 
37 are formed by aluminum oxide (Al2O). That is, polysili 
con-aluminum-silicon nitride-silicon oxide-polysilicon 
structures (SANOS structures) are formed on the sidewalls of 
the memory holes 33. 
0068. The drain-side selection transistor layer 40 has a 
drain-side first insulation layer 41, drain-side conductive lay 
ers 42, drain-side second insulation layers 43, and drain-side 
third insulation layers 44 that are sequentially laminated on 
the memory upper insulation layer32. As can be seen from the 
cross-sectional view in the row direction (FIG. 4), the drain 
side first insulation layer 41, the drain-side conductive layers 
42, the drain-side second insulation layers 43, and the drain 
side third insulation layers 44 are formed above the memory 
columnar semiconductor layers 34 over a predetermined 
range. 

0069. The drain-side first insulation layer 41 and the drain 
side second insulation layers 43 are formed by silicon oxide. 
The drain-side conductive layers 42 are formed by polysili 
con. The drain-side third insulation layers 44 are formed by 
silicon nitride. In addition, the drain-side conductive layers 
42 have silicide films 421 on their side surfaces parallel to the 
row direction. Note that one ends of the drain-side conductive 
layers 42 function as the control gates of the drain-side selec 
tion transistors SDTrnm. 
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0070. In addition, the drain-side selection transistor layer 
40 has drain-side holes 45 formed therein so as to penetrate 
the drain-side first insulation layer 41, the drain-side conduc 
tive layers 42, the drain-side second insulation layers 43, and 
the drain-side third insulation layers 44. The drain-side holes 
45 have drain-side columnar semiconductor layers 47 pro 
vided therein via drain-side gate insulation layers 46. The 
drain-side columnar semiconductor layers 47 are formed in 
contact with the top Surfaces of the memory columnar semi 
conductor layers 34 and formed to extend in the vertical 
direction. The drain-side gate insulation layers 46 are formed 
by HTO. The drain-side columnar semiconductor layers 47 
are formed by amorphous silicon. 
(0071. Further, in the memory cell blocks MCB0 and 
MCB1 configured as described above, a source line contact 
layer 61 is formed from the surface of the interlayer insulation 
layer 50 so that it comes in contact with the periphery of the 
row-direction end of the P-well area Ba1 on the semiconduc 
tor Substrate Ba. In addition, a source-side selection gate 
contact layer 62 is formed from the surface of the interlayer 
insulation layer 50 so that it comes in contact with the periph 
ery of the row-direction end of the source-side conductive 
layer 22. In addition, control gate contact layers 63 are formed 
from the surface of the interlayer insulation layer 50 so that 
they come in contact with the periphery of the row-direction 
ends of the first to fourth word-line conductive layers 31a to 
31d formed in a stepwise manner in relation to each other. In 
addition, a drain-side selection gate contact layer 64 is formed 
from the surface of the interlayer insulation layer 50 so that it 
comes in contact with the periphery of the row-direction ends 
of the drain-side conductive layers 42. In addition, bit-line 
layers 65 are formed from the surface of the interlayer insu 
lation layer 50 so that they come in contact with the top 
Surfaces of the drain-side columnar semiconductor layers 47. 
Note that the bit-line layers 65 are formed in a linear shape in 
the column direction. 
0072 (Manufacturing Process of Non-Volatile Semicon 
ductor Storage Device 100 in One Embodiment) 
0073. Referring now to FIGS. 6 to 30, an example of the 
manufacturing process of the non-volatile semiconductor 
storage device 100 according to the one embodiment will be 
described below. 
0074 Firstly, as illustrated in FIG. 6, a source-side selec 
tion transistor layer 20 is formed on the substrate Ba. In the 
case of FIG. 6, in the source-side selection transistor layer 20, 
a barrier insulation layer 28 of silicon nitride is formed on the 
Source-side third insulation layer 24. In addition, a source 
side interlayer insulation layer 29 is formed at the row-direc 
tion end of the source-side selection transistor layer 20. Note 
that flattening is performed on the respective surfaces of the 
source-side selection transistor layer 20 (the barrier insula 
tion layer 28) and the source-side interlayer insulation layer 
29. 
0075. Then, resists are applied thereto, providing hole pat 
terns in a matrix form by lithography. Thereafter, a source 
side hole 25 is formed by Reactive Ion Etching (RIE) so as to 
penetrate the barrier insulation layer 28, the source-side third 
insulation layer 24, the Source-side second insulation layer 
23, the source-side conductive layer 22, and the source-side 
first insulation layer 21. Further, phosphorus ion (P) is 
implanted over the source-side hole 25 under 10 keV/5e'. 
The resulting state of this process is depicted in FIG. 7. 
0076. Then, a silicon oxide film corresponding to a source 
side gate insulation layer 26 is deposited by a low-pressure 

Oct. 1, 2009 

CVD method as illustrated in FIG.8. The silicon oxide film 
(the source-side gate insulation layer 26) is deposited with a 
thickness of, e.g., 10 nm. 
0077. Then, an amorphous silicon layer 26a is deposited 
thereon as illustrated in FIG. 9. The amorphous silicon layer 
26a is deposited with a thickness of, e.g., 15 nm. 
(0078. Then, as illustrated in FIG. 10, those portions of the 
amorphous silicon layer 26a and the source-side gate insula 
tion layer 26 are removed by RIE that are located on the 
bottom surface of the source-side hole 25 and on the top 
Surface of the source-side third insulation layer 24, respec 
tively. That is, the Source-side gate insulation layer 26 and the 
amorphous silicon layer 26a are processed to be left only on 
the sidewall of the source-side hole 25. 
007.9 Then, as illustrated in FIG. 11, anamorphous silicon 
layer 27a is deposited in the source-side hole 25, the surface 
of which is then flattened by Chemical Mechanical Polishing 
(CMP). The amorphous silicon layer 27a and the amorphous 
silicon layer 26a become a source-side columnar semicon 
ductor layer 27. Then, phosphorus ion (P) is implanted into 
the source-side columnar semiconductor layer 27 under 220/ 
250/280 keV/5e'. Then, arsenic ion (As) is implanted into 
the source-side columnar semiconductor layer 27 under 40 
keV/5e'. Further, an activation process is performed with 
RTA (Rapid Thermal Anneal) under 960 deg C./10 sec. 
0080. Then, as illustrated in FIG. 12, polysilicon layers 
corresponding to first to fourth word-line conductive layers 
31a to 31d are sequentially laminated thereon via sacrifice 
layers 71. Silicon nitride is further deposited on the top of the 
deposited sacrifice layers 71 to form a memory upper insula 
tion layer 32. The sacrifice layers 71 are formed by such 
material that has a lower etching selectivity than that of the 
first to fourth word-line conductive layers 31a to 31d. In 
addition, the sacrifice layers 71 are composed of Such mate 
rial that can be processed by etching gas for use in silicon (Si) 
processing. For example, the sacrifice layers 71 are formed by 
material Such as silicon germanium (SiGe) or silicon nitride 
(SiN). 
I0081. Then, as illustrated in FIG. 13, a memory hole 33 is 
formed on the upper portion of the source-side hole 25, 
through a similar process to the source-side hole 25, so as to 
penetrate the sacrifice layers 71, the first to fourth word-line 
conductive layers 31a to 31d, and the memory upper insula 
tion layer32. 
0082. Then, as illustrated in FIG. 14, an aluminum film, a 
silicon nitride film, and a silicon oxide film are sequentially 
deposited thereon, each corresponding to a block insulation 
layer 37, a charge accumulation layer 36, and a barrier insu 
lation layer 35. Thereafter, an amorphous silicon layer 37a is 
deposited thereon. For example, the aluminum film corre 
sponding to the block insulation layer 37 is formed with a 
thickness of 12 nm. In addition, the silicon nitride film cor 
responding to the charge accumulation layer 36 is formed 
with a thickness of, e.g., 10 nm. In addition, the silicon oxide 
film corresponding to the barrier insulation layer 35 is formed 
with a thickness of, e.g., 4 nm. In addition, the amorphous 
silicon layer 37a is formed with a thickness of, e.g., 10 nm. 
I0083. Then, as illustrated in FIG. 15, those portions of the 
amorphous silicon layer 37a, the barrier insulation layer 35, 
the charge accumulation layer 36, and the block insulation 
layer 37 are removed by RIE that are located on the bottom 
surface of the memory hole 33 and on the top surface of the 
memory upper insulation layer 32, respectively. That is, the 
block insulation layer 37, the charge accumulation layer 36, 
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the barrier insulation layer 35, and the amorphous silicon 
layer 37a are processed to be left only on the sidewall of the 
memory hole 33. As a result, a polysilicon-aluminum-silicon 
nitride-silicon oxide-polysilicon structure (SANOS struc 
ture) is formed on the sidewall of the memory hole 33. Then, 
using angled ion implantation, phosphorus ion (P) is 
implanted to the sidewall of the memory hole 33 from four 
directions under 5 keV/2e' for each direction. 
0084. Then, anamorphous silicon layer 47a is deposited in 
the memory hole 33, the surface of which is then flattened by 
CMP. The amorphous silicon layer 47a and the amorphous 
silicon layer 37a become a memory columnar semiconductor 
layer 34. Then, arsenic ion (AS) is implanted into the memory 
columnar semiconductor layer 34 under 40 keV/5e'. Then, 
an activation process is performed with RTA (Rapid Thermal 
Anneal) under 960 deg C./10 sec. The resulting state of this 
process is depicted in FIG. 16. 
0085. Then, as illustrated in FIG. 17, etching is performed 
in such a way that the row-direction end of the source-side 
selection transistor layer 20, the row-direction ends of the first 
to fourth word-line conductive layers 31a to 31d, and the 
row-direction end of the memory upper insulation layer 32 
are formed in a stepwise manner in relation to each other. For 
example, the etching is repeated multiple times in this step, 
while forming a resist pattern on the top Surface of the 
memory upper insulation layer 32 and slimming down the 
resist pattern. 
I0086. Then, the sacrifice layers 71 are removed by etching 
as illustrated in FIG. 18. In this case, if the sacrifice layers 71 
are formed by silicon germanium, then the etching is per 
formed with hydrofluoric-nitric acid diluted with acetic acid. 
In addition, if the sacrifice layers 71 are formed by silicon 
nitride, then the etching is performed with Hot phosphoric 
acid. In addition, if the sacrifice layers 71 are composed of 
SOG (Spin On Glass) or other material with low permittivity, 
then the etching is selectively performed with diluted hydrof 
luoric acid treatment. Through this process, an air gap Ag1 is 
provided between the first word-line conductive layer 31a 
and the Source-side third insulation layer 24. In addition, an 
air gap Ag2 is provided between the second word-line con 
ductive layer31b and the first word-line conductive layer 31a. 
In addition, an air gap Ag3 is provided between the third 
word-line conductive layer 31c and the second word-line 
conductive layer 31b. In addition, an air gap Aga is provided 
between the fourth word-line conductive layer 31d and the 
third word-line conductive layer 31c. In addition, an air gap 
Ag5 is provided between the memory upper insulation layer 
32 and the fourth word-line conductive layer 31d. That is, this 
provides a structure such that the first to fourth word-line 
conductive layers 31a to 31d and the memory upper insula 
tion layer 32 are Supported by the memory columnar semi 
conductor layer 34. 
0087. Then, as illustrated in FIG. 19, the first to fourth 
word-line conductive layers 31a to 31d are silicided, and 
silicide films 3.11a to 311d are formed on the resulting sur 
faces. Note that this silicidation step involves deposition of a 
metal CVD film, e.g., a metal film based on a Ti-CVD or 
Ti-ALD method, and heat treatment. Note that the metal used 
for silicidation in the step of FIG. 19 may be cobalt (Co), 
nickel (Ni), etc. 
0088. Then, as illustrated in FIG. 20, a silicon oxide film 
corresponding to an interlayer insulation layer 72 is deposited 
thereon, the surface of which is then flattened by CMP pro 
cess to be parallel to the top surface of the memory upper 
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insulation layer32. Note that the step of depositing the silicon 
oxide film is performed by a method with poor coverage, e.g., 
plasma CVD. In addition, in the step of FIG. 20, the air gaps 
Ag1 to Ag4 are filled with an insulative fluid, such as air, with 
lower permittivity than silicon oxide. In addition, the air gaps 
Ag1 to Ag4 may be partially filled with the fluid with lower 
permittivity than silicon oxide. 
0089. Then, as illustrated in FIG. 21, a drain-side first 
insulation layer 41, a drain-side conductive layer 42, a drain 
side second insulation layer 43, and a drain-side third insula 
tion layer 44 are sequentially laminated on the memory upper 
insulation layer 32 and the interlayer insulation layer 72. 
0090 Then, as illustrated in FIG. 22, resists are applied 
thereto and the drain-side third insulation layer 44, the drain 
side second insulation layer 43, the drain-side conductive 
layer 42, and the drain-side first insulation layer 41 are par 
tially removed. In this removal step, the drain-side first insu 
lation layer 41, the drain-side conductive layer 42, the drain 
side second insulation layer 43, and the drain-side third 
insulation layer 44 are removed in Such away that the respec 
tive row-direction ends should not protrude farther in the row 
direction than the end of the memory upper insulation layer 
32. 
0091. In addition, in the step of FIG. 22, those portions of 
the drain-side third insulation layer 44, the drain-side second 
insulation layer 43, the drain-side conductive layer 42, and 
the drain-side first insulation layer 41 are removed that are 
located in the regions where the memory columnar semicon 
ductor 34 is not formed in the row direction. Further, the side 
surface of the drain-side conductive layer 42, parallel to the 
row direction, is silicided to form a silicide film 421 (not 
illustrated). 
0092. Then, as illustrated in FIG. 23, an interlayer insula 
tion layer 73 is further deposited on the interlayer insulation 
layer 72, the surface of which is then flattened by CMP to be 
parallel to the top surface of the drain-side third insulation 
layer 44. 
0093. Then, as illustrated in FIG. 24, a drain-side hole 45 
is formed to penetrate those portions of the drain-side third 
insulation layer 44, the drain-side second insulation layer 43, 
the drain-side conductive layer 42, and the drain-side first 
insulation layer 41 that are located on the upper portion of the 
memory columnar semiconductor 34. 
0094. Then, a drain-side gate insulation layer 46 and an 
amorphous silicon layer 46a are sequentially laminated as 
illustrated in FIG. 25. 

(0095. Then, as illustrated in FIG. 26, those portions of the 
drain-side gate insulation layer 46 and the amorphous silicon 
layer 46a are removed that are located on the bottom surface 
of the drain-side hole 45, on the top surface of the drain-side 
third insulation layer 44, and on the top surface of the inter 
layer insulation layer 73, respectively. That is, the drain-side 
gate insulation layer 46 and the amorphous silicon layer 46a 
are processed to be left only on the sidewall of the drain-side 
hole 45. 
0096. Then, anamorphous silicon layer 47a is deposited in 
the drain-side hole 45, the surface of which is then flattened 
by CMP. The amorphous silicon layer 47a and the amorphous 
silicon layer 46a become a drain-side columnar semiconduc 
tor layer 47. Then, phosphorus ion (P) is implanted into the 
drain-side columnar semiconductor layer 47. The resulting 
state of this process is depicted in FIG. 27. 
0097. Then, an interlayer insulation layer 74 is deposited 
thereon as illustrated in FIG. 28. Then, a source-line contact 
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hole (not illustrated) is formed, ranging from the Surface of 
the interlayer insulation layer 74 to a P-well diffusion layer 
Ba1, so as to penetrate the respective layers (labeled 74, 73. 
72. 28). In addition, a source-side selection gate contact hole 
62a is formed, ranging from the Surface of the interlayer 
insulation layer 74 to the source-side conductive layer 22, so 
as to penetrate the respective layers (labeled 74, 73, 72, 28. 
24, 23). In addition, control gate contact holes 63a are 
formed, ranging from the Surface of the interlayer insulation 
layer 74 to the first to fourth word-line conductive layers 31a 
to 31d, so as to penetrate the respective layers (labeled 74,73, 
72). In addition, a drain-side selection gate contact hole 64a is 
formed, ranging from the Surface of the interlayer insulation 
layer 74 to the drain-side conductive layer 42, so as to pen 
etrate the respective layers (labeled 74, 44, 43). In addition, a 
bit-line hole 65a is formed, ranging from the surface of the 
interlayer insulation layer 74 to the drain-side columnar semi 
conductor layer 47, so as to penetrate the interlayer insulation 
layer 74. The resulting state of this process is depicted in FIG. 
29. 

0098. Then, metal films are deposited in the source-line 
contact hole, the Source-side selection gate contact hole 62a. 
the control gate contact holes 63a, the drain-side selection 
gate contact hole 64a, and the bit-line hole 65a, the surface of 
which is then flattened by CMP. Through this process, as 
illustrated in FIG. 30, a source line contact layer 61, a source 
side selection gate contact layer 62, control gate contact lay 
ers 63, a drain-side selection gate contact layer 64, and a 
bit-line layer 65 are formed in the source-line contact hole, 
the source-side selection gate contact hole 62a, the control 
gate contact holes 63a, the drain-side selection gate contact 
hole 64a, and the bit-line hole 65a. 
0099 (Advantages of Non-Volatile Semiconductor Stor 
age Device 100 in One Embodiment) 
0100 Advantages of the non-volatile semiconductor stor 
age device 100 according to the one embodiment will now be 
described below. As can be seen from the above lamination 
structure, the non-volatile semiconductor storage device 100 
according to the one embodiment may achieve high integra 
tion. In addition, as described in the above manufacturing 
process of the non-volatile semiconductor storage device 
100, each layer corresponding to respective memory transis 
tors MTrimn, source-side selection transistors SSTrimn, and 
drain-side selection transistors SDTrmn may be manufac 
tured in a predetermined number of lithography steps, irre 
spective of the number of laminated layers. That is, the non 
volatile semiconductor storage device 100 may be 
manufactured at a lower cost. 

0101. Further, in the non-volatile semiconductor storage 
device 100 according to the one embodiment, the first to 
fourth word-line conductive layers 31a to 31d are formed 
with air gaps Ag1 to Ag4 provided therebetween. Thus, the 
permittivity is determined by the fluid sealed in the air gaps 
Ag1 to Ag4. For example, if the air gaps Ag1 to Ag4 are filled 
with air, then the permittivity is 1. That is, the air gaps Ag1 to 
Ag4 may reduce capacitive coupling between the first to 
fourth word-line conductive layers 31a to 31d (between the 
control gate electrodes of the corresponding memory transis 
tors MTrnm). 
0102. Further, the first to fourth word-line conductive lay 
ers 31a to 31d have silicide films 311a to 311d provided on 
their surfaces. The silicide films 3.11a to 311d may reduce 
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resistance in the first to fourth word-line conductive layers 
31a to 31d (the control gate electrodes of the corresponding 
memory transistors MTrnm). 
(0103 Thus, the time difference can be reduced for boost 
ing voltage between one ends of the first to fourth word-line 
conductive layers 31a to 31d to which voltage is applied from 
the controlgate contact layers 63 and the other ends spaced by 
a predetermined distance from the one ends. That is, the delay 
in operation of the non-volatile semiconductor storage device 
100 can be suppressed. 
0104. In addition, silicide films 421 are formed on the side 
surface of the drain-side conductive layer 42, parallel to the 
row direction. The silicide films 421 may reduce resistance in 
the drain-side conductive layer 42 (the drain-side selection 
transistors SDTrnm). 
0105. In addition, according to the above-mentioned 
manufacturing method, the sacrifice layers 71 are composed 
of such material that has a lower etching selectivity than the 
first to fourth word-line conductive layers 31a to 31d, which 
allows the memory holes 33 to be easily formed in the first to 
fourth word-line conductive layers 31a to 31d. 
0106 While one embodiment of the non-volatile semicon 
ductor storage device has been described, the present inven 
tion is not intended to be limited to the disclosed embodiment 
and various other changes, additions, replacements or the like 
may be made thereto without departing from the spirit of the 
invention. 

What is claimed is: 
1. A non-volatile semiconductor storage device comprising 

a plurality of memory strings with a plurality of electrically 
rewritable memory cells connected in series, 

each of the memory strings comprising: 
a first columnar semiconductor layer extending in a ver 

tical direction to a substrate; 
a charge accumulation layer formed around the first 

columnar semiconductor layer via a first insulation 
layer, and 

a first conductive layer formed around the charge accu 
mulation layer via a second insulation layer, 

each of the first conductive layers being formed to expand 
in a two-dimensional manner, and 

air gaps being formed between the first conductive layers 
located there above and there below. 

2. The non-volatile semiconductor storage device accord 
ing to claim 1, wherein 

each of the air gaps has provided therein an insulative fluid 
with lower permittivity than silicon oxide, or a solid 
insulation layer with lower permittivity than silicon 
oxide. 

3. The non-volatile semiconductor storage device accord 
ing to claim 1, wherein 

surfaces of the first conductive layers are silicided. 
4. The non-volatile semiconductor storage device accord 

ing to claim 2, wherein 
surfaces of the first conductive layers are silicided. 
5. The non-volatile semiconductor storage device accord 

ing to claim 1, further comprising: 
a first selection transistor connected to one end of each of 

the memory strings, 
wherein each of the first selection transistors comprises: 

a second columnar semiconductor layer in contact with 
the bottom surface of the first columnar semiconduc 
tor layer and extending in the Vertical direction; and 
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a second conductive layer formed around the second 
columnar semiconductor layer via a third insulation 
layer. 

6. The non-volatile semiconductor storage device accord 
ing to claim 1, further comprising: 

a second selection transistor connected to the other end of 
each of the memory strings, 

wherein each of the second selection transistors comprises: 
a third columnar semiconductor layer in contact with the 

top Surface of the first columnar semiconductor layer 
and extending in the vertical direction; and 

a third conductive layer formed around the third colum 
nar semiconductor layer via a fourth insulation layer. 

7. The non-volatile semiconductor storage device accord 
ing to claim 1, wherein 

the first conductive layers and the first columnar semicon 
ductor layers are composed of polysilicon, 

the first insulation layers are composed of silicon oxide, 
the second insulation layers are composed of aluminum 

oxide, and 
the charge accumulation layers are composed of silicon 

nitride. 
8. The non-volatile semiconductor storage device accord 

ing to claim 5, wherein 
the second conductive layers and the second columnar 

semiconductor layers are composed of polysilicon, and 
the third insulation layers are composed of silicon oxide. 
9. The non-volatile semiconductor storage device accord 

ing to claim 6, wherein 
the third conductive layers and the third columnar semi 

conductor layers are composed of polysilicon, and 
the fourth insulation layers are composed of silicon oxide. 
10. A method of manufacturing a non-volatile semiconduc 

tor storage device having a plurality of memory strings with a 
plurality of electrically rewritable memory cells connected in 
series; the method comprising: 

alternately laminating a plurality of sacrifice layers and a 
plurality of first conductive layers; 

forming a first hole so as to penetrate the sacrifice layers 
and the first conductive layers; 

sequentially forming a first insulation layer, a second insu 
lation layer, a charge accumulation layer, and 

a first columnar semiconductor layer on the Surface of the 
first hole; and 

removing the sacrifice layers. 
11. The method of the non-volatile semiconductor storage 

device according to claim 10, wherein 
the sacrifice layers are composed of Such material that can 
be processed by etching gas for use in silicon processing. 

12. The method of the non-volatile semiconductor storage 
device according to claim 10, wherein 
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the sacrifice layers are composed of silicon germanium or 
silicon nitride. 

13. The method of the non-volatile semiconductor storage 
device according to claim 10, wherein 

providing an insulative fluid with lower permittivity than 
silicon oxide, or a solid insulation layer with lower per 
mittivity than silicon oxide in air gaps that are formed by 
removing the sacrifice layers. 

14. The method of the non-volatile semiconductor storage 
device according to claim 10, wherein 

the surfaces of the first conductive layers are silicided. 
15. The method of the non-volatile semiconductor storage 

device according to claim 13, wherein 
the surfaces of the first conductive layers are silicided. 
16. The method of the non-volatile semiconductor storage 

device according to claim 10, the method comprising: 
prior to laminating the sacrifice layers and the first conduc 

tive layers, depositing a second conductive layer, 
forming a second hole so as to penetrate the second con 

ductive layer, and 
sequentially forming a third insulation layer and a second 

columnar semiconductor layer on the Surface of the sec 
ond hole. 

17. The method of the non-volatile semiconductor storage 
device according to claim 10, the method comprising: 

after removing the sacrifice layers, depositing a third con 
ductive layer; 

forming a third hole so as to penetrate the third conductive 
layer; and 

sequentially forming a fourth insulation layer and a third 
columnar semiconductor layer on the surface of the third 
hole. 

18. The method of the non-volatile semiconductor storage 
device according to claim 10, wherein 

the first conductive layers and the first columnar semicon 
ductor layer are composed of polysilicon, 

the first insulation layer is composed of silicon oxide, 
the second insulation layer is composed of aluminum 

oxide, and 
the charge accumulation layer is composed of silicon 

nitride. 
19. The method of the non-volatile semiconductor storage 

device according to claim 16, wherein 
the second conductive layer and the second columnar semi 

conductor layer are composed of polysilicon, and 
the third insulation layer is composed of silicon oxide. 
20. The method of the non-volatile semiconductor storage 

device according to claim 17, wherein 
the third conductive layer and the third columnar semicon 

ductor layer are composed of polysilicon, and 
the fourth insulation layer is composed of silicon oxide. 
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