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Foreword

This Technical Specification has been produced by the 3™ Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an
identifying change of release date and an increase in version number as follows:

Version X.y.z
where:
x the first digit:
1 presented to TSG for information;
2 presented to TSG for approval;
3 or greater indicates TSG approved document under change control.

Y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections,
updates, etc.

z the third digit is incremented when editorial only changes have been incorporated in the document.
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1 Scope

The present document specifies the coding, multiplexing and mapping to physical channels for E-UTRA.

2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present
document.

e References are either specific (identified by date of publication, edition number, version number, etc.) or
non-specific.

o For a specific reference, subsequent revisions do not apply.

e For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same
Release as the present document.

[1] 3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2] 3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and
modulation".

[3] 3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer
procedures".

[4] 3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE)

radio access capabilities".

[5] 3GPP TS36.321, “Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access
Control (MAC) protocol specification”

[6] 3GPP TS36.331, “Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource
Control (RRC) protocol specification”

3 Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in [1] and the following apply. A term
defined in the present document takes precedence over the definition of the same term, if any, in [1].

BL/CE: A Bandwidth-reduced Low-complexity or Coverage Enhanced (BL/CE) UE is capable of coverage
enhancement mode A support and intends to access a cell in a coverage enhancement mode or is configured in a
coverage enhancement mode.

3.2 Symbols

For the purposes of the present document, the following symbols apply:

Nig Downlink bandwidth configuration, expressed in number of resource blocks [2]
N 1% Uplink bandwidth configuration, expressed in number of resource blocks [2]
N ﬁ{g Sidelink bandwidth configuration, expressed in number of resource blocks [2]
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RB
N sc
PUSCH
N symb

PUSCH -initial
N symb

3GPP TS 36.212 V13.1.0 (2016-03)

Resource block size in the frequency domain, expressed as a number of subcarriers

Number of SC-FDMA symbols carrying PUSCH in a subframe

Number of SC-FDMA symbols carrying PUSCH in the initial PUSCH transmission subframe

Number of SC-FDMA symbols in an uplink slot

Number of SC-FDMA symbols in a sidelink slot
Number of SC-FDMA symbols used for SRS transmission in a subframe (0 or 1).

3.3 Abbreviations

For the purposes of the present document, the following abbreviations apply:

BCH
CF1

CP

CSI

DCI
DL-SCH
EPDCCH
FDD

HI

LAA
MCH
MPDCCH
PBCH
PCFICH
PCH
PDCCH
PDSCH
PHICH
PMCH
PMI
PRACH
PSBCH
PSCCH
PSDCH
PSSCH
PUSCH
RACH
RI

SCI
SL-BCH
SL-DCH
SL-SCH
SR

SRS
TDD
TPMI
UCI
UL-SCH

Broadcast channel

Control Format Indicator
Cyclic Prefix

Channel State Information
Downlink Control Information
Downlink Shared channel

Enhanced Physical Downlink Control channel

Frequency Division Duplexing

HARQ indicator

Licensed-Assisted Access

Multicast channel

MTC Physical Downlink Control Channel
Physical Broadcast channel

Physical Control Format Indicator channel
Paging channel

Physical Downlink Control channel
Physical Downlink Shared channel
Physical HARQ indicator channel
Physical Multicast channel

Precoding Matrix Indicator

Physical Random Access channel
Physical Sidelink Broadcast Channel
Physical Sidelink Control Channel
Physical Sidelink Discovery Channel
Physical Sidelink Shared Channel PUCCH
Physical Uplink Shared channel
Random Access channel

Rank Indication

Sidelink Control Information

Sidelink Broadcast Channel

Sidelink Discovery Channel

Sidelink Shared Channel

Scheduling Request

Sounding Reference Signal

Time Division Duplexing

Transmitted Precoding Matrix Indicator
Uplink Control Information

Uplink Shared channel

Physical Uplink Control channel
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4 Mapping to physical channels

41  Uplink

Table 4.1-1 specifies the mapping of the uplink transport channels to their corresponding physical channels. Table 4.1-2

specifies the mapping of the uplink control channel information to its corresponding physical channel.

Table 4.1-1
TrCH Physical Channel
UL-SCH PUSCH
RACH PRACH

Table 4.1-2

Control information

Physical Channel

UcCl

PUCCH, PUSCH

4.2 Downlink

Table 4.2-1 specifies the mapping of the downlink transport channels to their corresponding physical channels. Table
4.2-2 specifies the mapping of the downlink control channel information to its corresponding physical channel.

Table 4.2-1
TrCH Physical Channel
DL-SCH PDSCH
BCH PBCH
PCH PDSCH
MCH PMCH
Table 4.2-2
Control information Physical Channel
CFlI PCFICH
HI PHICH
DCI PDCCH, EPDCCH, MPDCCH
4.3 Sidelink

Table 4.3-1 specifies the mapping of the sidelink transport channels to their corresponding physical channels. Table 4.3-

2 specifies the mapping of the sidelink control information to its corresponding physical channel.
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Table 4.31
TrCH Physical Channel
SL-SCH PSSCH
SL-BCH PSBCH
SL-DCH PSDCH
Table 4.3-2
Control information Physical Channel
SCI PSCCH
3 Channel coding, multiplexing and interleaving

Data and control streams from/to MAC layer are encoded /decoded to offer transport and control services over the radio
transmission link. Channel coding scheme is a combination of error detection, error correcting, rate matching,
interleaving and transport channel or control information mapping onto/splitting from physical channels.

5.1 Generic procedures

This section contains coding procedures which are used for more than one transport channel or control information
type.

51.1 CRC calculation

Denote the input bits to the CRC computation by a,a,,a,,as,...,a 4_; , and the parity bits by p,, p;, P2, P3>s P-4

is the size of the input sequence and L is the number of parity bits. The parity bits are generated by one of the following
cyclic generator polynomials:

- gcrca(D) = [D¥+ DB + D8 + DV + D'+ DU + DI+ D7+ DS + D3+ D*+ D3 + D + 1] and;
- gcrcap(D) = [D** + D¥ + D° + D’ + D + 1] for a CRC length L = 24 and;

- gereis(D) = [D'® + D'? + D’ + 1] for a CRC length L = 16.

- geres(D) =[D¥+ D7+ D*+ D*+ D + 1] for a CRC length of L = 8.

The encoding is performed in a systematic form, which means that in GF(2), the polynomial:
agD"? +a D" . +a, D* + pyD® +p,D? +..+ py, D' + pyy

yields a remainder equal to 0 when divided by the corresponding length-24 CRC generator polynomial, gcrcasa(D) or
gcre4s(D), the polynomial:

agD* +a, D" 4+ +a, D'+ p,D¥ +p, D" + .+ p D"+ ps

yields a remainder equal to 0 when divided by gcrci6(D), and the polynomial:

agD*7 + @D+ _+a, DY+ poD” +pD° + ...+ psD' + ps

yields a remainder equal to 0 when divided by gcres(D).

The bits after CRC attachment are denoted by by, b;,b,,b5,...,b5_;, Where B = A+ L. The relation between @k and by is:
b, =a, fork=0,1,2,...,4-1

by = Prs for k= A, A+1, A+2,..., A+L-1.
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51.2 Code block segmentation and code block CRC attachment

The input bit sequence to the code block segmentation is denoted by b, b,, b5, b;,...,b5_,, where B> 0. If B is larger

than the maximum code block size Z, segmentation of the input bit sequence is performed and an additional CRC
sequence of L = 24 bits is attached to each code block. The maximum code block size is:

- Z=6144.
If the number of filler bits F calculated below is not 0, filler bits are added to the beginning of the first block.
Note that if B < 40, filler bits are added to the beginning of the code block.
The filler bits shall be set to <NULL> at the input to the encoder.
Total number of code blocks C is determined by:
if B<Z
L=0
Number of code blocks: C =1
B'=B
else
L=24
Number of code blocks: C = |—B nz —L)-‘ .
B'=B+C-L
end if

The bits output from code block segmentation, for C = 0, are denoted by ¢, ¢,,¢,2,C,35.5C,(x,-1) » Where r is the

code block number, and K is the number of bits for the code block number r.
Number of bits in each code block (applicable for C # 0 only):
First segmentation size: K, = minimum X in table 5.1.3-3 such that C-K > B’
if C=1
the number of code blocks with length K, is C,=1, K_ =0, C_=0
elseif C>1
Second segmentation size: K_ = maximum X in table 5.1.3-3 such that K <K,
Ay =K, -K_

C-K,-B'

Number of segments of size K_: C_ =| ——F——|.
Ag
Number of segments of size K, : C, =C—-C_.

end if
Number of filler bits: F=C, -K, +C_-K_—-B'

for k =0 to F-1 -- Insertion of filler bits
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cor =<NULL >
end for
k=F
s=0
forr=0to C-1
if r<C_
K, =K_
else
K, =K,
end if

while k<K, -L

Cok = b

k=k+1

s=s5+1
end while
if C>1

The sequence €105Cr15Cr25Cr3 s oK, —1m1) is used to calculate the CRC parity bits Dr0> Prt> Praseess Pr(1-1)

according to section 5.1.1 with the generator polynomial gcrc24s(D). For CRC calculation it is
assumed that filler bits, if present, have the value 0.

whilek < K,

Crk = Pr(k+L-K,)
k=k+1
end while
end if
k=0

end for

51.3 Channel coding
The bit sequence input for a given code block to channel coding is denoted by ¢, ¢, ¢;,C3,...,Cx_;, Where K is the
number of bits to encode. After encoding the bits are denoted by d(()i) ,d l(i) ,d éi) ,d 3(” ) 1(31.)71 , where D is the number of

encoded bits per output stream and i indexes the encoder output stream. The relation between ¢, and d ,({i) and between

K and D is dependent on the channel coding scheme.

The following channel coding schemes can be applied to TrCHs:
- tail biting convolutional coding;
- turbo coding.

Usage of coding scheme and coding rate for the different types of TrCH is shown in table 5.1.3-1. Usage of coding
scheme and coding rate for the different control information types is shown in table 5.1.3-2.

The values of D in connection with each coding scheme:
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- tail biting convolutional coding with rate 1/3: D = K

- turbo coding with rate 1/3: D =K + 4.

The range for the output stream index i is 0, 1 and 2 for both coding schemes.
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Table 5.1.3-1: Usage of channel coding scheme and coding rate for TrCHs.

TrCH Coding scheme | Coding rate
UL-SCH
DL-SCH

PCH .

MCH Turbo coding 13
SL-SCH
SL-DCH

BCH Tail biting

convolutional 13

SL-BCH coding

Table 5.1.3-2: Usage of channel coding scheme and coding rate for control information.

Control Information Coding scheme | Coding rate
Tail biting
DCI convolutional 1/3
coding
CFI Block code 1/16
HI Repetition code 1/3
Block code variable
Tail bitin
ucl convolutiogal 1/3
coding
SCI Tail biting
convolutional 1/3
coding
5.1.31 Tail biting convolutional coding

A tail biting convolutional code with constraint length 7 and coding rate 1/3 is defined.

The configuration of the convolutional encoder is presented in figure 5.1.3-1.

The initial value of the shift register of the encoder shall be set to the values corresponding to the last 6 information bits
in the input stream so that the initial and final states of the shift register are the same. Therefore, denoting the shift
register of the encoder by s, 51, 5,,..., S5, then the initial value of the shift register shall be set to

Si = C(k-1-i)
Ck
» D » D » D » D » D » D
0
b g b S| 4i)Go=133 (octal)
U U U U 4
()
5 O % S 4 Gi=171 (octal)
U U U U e
2
o b o Joh ) Ge =165 (octal)
8 U D >1) >

Figure 5.1.3-1: Rate 1/3 tail biting convolutional encoder.
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The encoder output streams d,f,o) ,d ,ﬁl) and d /((2) correspond to the first, second and third parity streams, respectively as

shown in Figure 5.1.3-1.

5.1.3.2 Turbo coding

5.1.3.2.1 Turbo encoder

The scheme of turbo encoder is a Parallel Concatenated Convolutional Code (PCCC) with two 8-state constituent
encoders and one turbo code internal interleaver. The coding rate of turbo encoder is 1/3. The structure of turbo
encoder is illustrated in figure 5.1.3-2.

The transfer function of the 8-state constituent code for the PCCC is:

G(D) = {1 gl(D)}

go(D)

where
(D) =1+ D>+ D%,
giD)=1+D+D>

The initial value of the shift registers of the 8-state constituent encoders shall be all zeros when starting to encode the
input bits.

The output from the turbo encoder is

0) _
dy’ =x;
1 _
dy’ =z
2 _
dk _Z;(

for k=0,1,2,...,. K —1.

If the code block to be encoded is the 0-th code block and the number of filler bits is greater than zero, i.e., F > 0, then
the encoder shall set ¢k, =0, £ =0,...,(F-1) at its input and shall set d,io) =< NULL >, k=0,...,(F-1) and

d" =< NULL >, k=0,...,(F-1) at its output.

The bits input to the turbo encoder are denoted by ¢, c,,c,,c3,...,cx_;, and the bits output from the first and second 8-
state constituent encoders are denoted by z,,z,z,,23,....,Zx_jand z;, z{, 25, Z5,..., Zx_; , respectively. The bits output

from the turbo code internal interleaver are denoted by ¢, cf,...,cx_; , and these bits are to be the input to the second 8-

state constituent encoder.
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1st constituent encoder B
k
> S
A
Ck
}& P » D » D » D
D+
Output
Input
Turbo code internal .
interleaver 2nd constituent encoder z
Output
> D) ;/) >
Ck
X @ » D » D » D
A
D
X

Figure 5.1.3-2: Structure of rate 1/3 turbo encoder (dotted lines apply for trellis termination only).

51.3.22 Trellis termination for turbo encoder

Trellis termination is performed by taking the tail bits from the shift register feedback after all information bits are
encoded. Tail bits are padded after the encoding of information bits.

The first three tail bits shall be used to terminate the first constituent encoder (upper switch of figure 5.1.3-2 in lower
position) while the second constituent encoder is disabled. The last three tail bits shall be used to terminate the second
constituent encoder (lower switch of figure 5.1.3-2 in lower position) while the first constituent encoder is disabled.

The transmitted bits for trellis termination shall then be:

0) _ 0) _ ) _ () —
dy’ =Xg, dyl =zgg, dyiy =Xk, dgiy =2k

I _ o _ [0 J— (€ B—;
di’ =zg, dyo =Xk, dghy =2g s dgiy =Xk
2) _ 2 _ 2 _ 2) _
dK = XK+l dK+1 = ZK+2> dK+2 _x}(‘f’l > dl(+3 _Z}(+2

51.3.2.3 Turbo code internal interleaver

The bits input to the turbo code internal interleaver are denoted by ¢, ¢|,..., cx_; , Where K is the number of input bits.

The bits output from the turbo code internal interleaver are denoted by ¢, ¢i,...,Cx 1 -

The relationship between the input and output bits is as follows:

¢ = cni)» i=0, 1,..., (K-1)
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where the relationship between the output index i and the input index T1(i) satisfies the following quadratic form:

MG = (f, i+ £, -2 Jmod K

The parameters f; and f, depend on the block size K and are summarized in Table 5.1.3-3.
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Table 5.1.3-3: Turbo code internal interleaver parameters.

i\ K| A i K H | S i K Si | fa i K Si | fa
1 40 3 10 | 48 | 416 25 52 95 | 1120 | 67 | 140 | 142 | 3200 | 111 | 240
2 48 7 12 | 49 | 424 51 106 | 96 | 1152 | 35 72 | 143 | 3264 | 443 | 204
3 56 19 42 | 50 | 432 47 72 97 | 1184 | 19 74 | 144 | 3328 | 51 104
4 64 7 16 | 51 440 91 110 | 98 | 1216 | 39 76 | 145 | 3392 | 51 212
5 72 7 18 | 52 | 448 29 | 168 | 99 | 1248 | 19 78 | 146 | 3456 | 451 | 192
6 80 11 20 | 53 | 456 29 | 114 | 100 | 1280 | 199 | 240 | 147 | 3520 | 257 | 220
7 88 5 22 | 54 | 464 | 247 | 58 | 101 | 1312 | 21 82 | 148 | 3584 | 57 | 336
8 96 11 24 | 55 | 472 29 | 118 | 102 | 1344 | 211 | 252 | 149 | 3648 | 313 | 228
9 | 104 7 26 | 56 | 480 89 | 180 | 103 | 1376 | 21 86 | 150 | 3712 | 271 | 232
10 | 112 | 41 84 | 57 | 488 91 122 | 104 | 1408 | 43 88 | 151 | 3776 | 179 | 236
11 1120 | 103 | 90 | 58 | 496 | 157 | 62 | 105 | 1440 | 149 | 60 | 152 | 3840 | 331 | 120
12 | 128 | 15 32 | 59 | 504 55 84 | 106 | 1472 | 45 92 | 153 | 3904 | 363 | 244
13 | 136 9 34 | 60| 512 31 64 | 107 | 1504 | 49 | 846 | 154 | 3968 | 375 | 248
14 | 144 | 17 | 108 | 61 528 17 66 | 108 | 1536 | 71 48 | 155 | 4032 | 127 | 168
15 | 152 9 38 | 62 | 544 35 68 | 109 | 1568 | 13 28 | 156 | 4096 | 31 64
16 | 160 | 21 120 | 63 | 560 | 227 | 420 | 110 | 1600 | 17 80 | 157 | 4160 | 33 | 130
17 | 168 | 101 84 | 64 | 576 65 96 | 111 | 1632 | 25 | 102 | 158 | 4224 | 43 | 264
18 | 176 | 21 44 | 65 | 592 19 74 | 112 | 1664 | 183 | 104 | 159 | 4288 | 33 | 134
19 | 184 | 57 46 | 66 | 608 37 76 | 113 | 1696 | 55 | 954 | 160 | 4352 | 477 | 408
20 | 192 | 23 48 | 67 | 624 41 234 | 114 | 1728 | 127 | 96 | 161 | 4416 | 35 | 138
21 | 200 | 13 50 | 68 | 640 39 80 | 115 | 1760 | 27 | 110 | 162 | 4480 | 233 | 280
22 | 208 | 27 52 (69 | 656 | 185 | 82 | 116 | 1792 | 29 | 112 | 163 | 4544 | 357 | 142
23 | 216 | 11 36 | 70 | 672 43 | 252 | 117 | 1824 | 29 | 114 | 164 | 4608 | 337 | 480
24 | 224 | 27 56 | 71 688 21 86 | 118 | 1856 | 57 | 116 | 165 | 4672 | 37 | 146
25 | 232 | 85 58 [ 72| 704 | 155 | 44 | 119 | 1888 | 45 | 354 | 166 | 4736 | 71 | 444
26 | 240 | 29 60 | 73| 720 79 | 120 | 120 | 1920 | 31 120 | 167 | 4800 | 71 120
27 | 248 | 33 62 (74| 736 | 139 | 92 | 121 | 1952 | 59 | 610 | 168 | 4864 | 37 | 152
28 | 256 | 15 32 | 75| 752 23 94 | 122 | 1984 | 185 | 124 | 169 | 4928 | 39 | 462
29 | 264 | 17 | 198 | 76 | 768 | 217 | 48 | 123 | 2016 | 113 | 420 | 170 | 4992 | 127 | 234
30 | 272 | 33 68 | 77 | 784 25 98 | 124 | 2048 | 31 64 | 171 | 5056 | 39 | 158
31 | 280 | 103 | 210 | 78 | 800 17 80 | 125 | 2112 | 17 66 | 172 | 5120 | 39 80
32288 | 19 36 | 79| 816 | 127 | 102 | 126 | 2176 | 171 | 136 | 173 | 5184 | 31 96
33 | 296 | 19 74 | 80 | 832 25 52 | 127 | 2240 | 209 | 420 | 174 | 5248 | 113 | 902
34 | 304 | 37 76 | 81 | 848 | 239 | 106 | 128 | 2304 | 253 | 216 | 175 | 5312 | 41 166
351|312 | 19 78 | 82 | 864 17 48 | 129 | 2368 | 367 | 444 | 176 | 5376 | 251 | 336
36 | 320 | 21 120 | 83 | 880 | 137 | 110 | 130 | 2432 | 265 | 456 | 177 | 5440 | 43 | 170
37 | 328 | 21 82 (84 | 896 | 215 | 112 | 131 | 2496 | 181 | 468 | 178 | 5504 | 21 86
38 | 336 | 115 | 84 | 85 | 912 29 | 114 | 132 | 2560 | 39 80 | 179 | 5568 | 43 | 174
39 |344 | 193 | 86 | 86 | 928 15 58 | 133 | 2624 | 27 | 164 | 180 | 5632 | 45 | 176
40 | 352 | 21 44 | 87 | 944 | 147 | 118 | 134 | 2688 | 127 | 504 | 181 | 5696 | 45 | 178
41 | 360 | 133 | 90 | 88 | 960 29 60 | 135 | 2752 | 143 | 172 | 182 | 5760 | 161 | 120
42 | 368 | 81 46 | 89 | 976 59 | 122 | 136 | 2816 | 43 88 | 183 | 5824 | 89 | 182
43 | 376 | 45 94 | 90 | 992 65 | 124 | 137 | 2880 | 29 | 300 | 184 | 5888 | 323 | 184
44 | 384 | 23 48 | 91 | 1008 | 55 84 | 138 | 2944 | 45 92 | 185 | 5952 | 47 | 186
45 | 392 | 243 | 98 | 92 | 1024 | 31 64 | 139 | 3008 | 157 | 188 | 186 | 6016 | 23 94
46 | 400 | 151 | 40 | 93 | 1056 | 17 66 | 140 | 3072 | 47 96 | 187 | 6080 | 47 | 190
47 | 408 | 155 | 102 | 94 | 1088 | 171 | 204 | 141 | 3136 | 13 28 | 188 | 6144 | 263 | 480
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514 Rate matching

514.1 Rate matching for turbo coded transport channels

The rate matching for turbo coded transport channels is defined per coded block and consists of interleaving the three
information bit streams d ,50) R d,il) and dliz) , followed by the collection of bits and the generation of a circular buffer as
depicted in Figure 5.1.4-1. The output bits for each code block are transmitted as described in section 5.1.4.1.2.

d” Sub-block | Vi
» ub- »
interleaver d
virtual circular
buffer
dm ) . . . Ck
k Sub-block Vi Bit Wi Bit selection
»| interleaver | collection and pruning »
d(2) 2
k Sub-block ko
interleaver

Figure 5.1.4-1. Rate matching for turbo coded transport channels.

The bit stream d,ﬁo) is interleaved according to the sub-block interleaver defined in section 5.1.4.1.1 with an output

(0) ,,(0) ,,(0) (0)

sequence defined as vy ', v; 2 eV and where K; is defined in section 5.1.4.1.1.

The bit stream d ,El) is interleaved according to the sub-block interleaver defined in section 5.1.4.1.1 with an output

W0 L0 L0

(1
VI s Vy s Ve

sequence defined as v

The bit stream d,(cz) is interleaved according to the sub-block interleaver defined in section 5.1.4.1.1 with an output

@, 0 0

sequence defined as v SV s VL -

The sequence of bits e, for transmission is generated according to section 5.1.4.1.2.

51411 Sub-block interleaver

The bits input to the block interleaver are denoted by d(()i),dl(i),déi) yenrd 1()')4 , where D is the number of bits. The output
bit sequence from the block interleaver is derived as follows:

(1) Assign C STLS’,I,,DC,{ =32 to be the number of columns of the matrix. The columns of the matrix are numbered 0, 1,

2,0y CIC e — 1 from left to right.
(2) Determine the number of rows of the matrix R’} ,,,.. , by finding minimum integer Rsﬁblock such that:

7C TC
D< (Rsubblock x Csubblock)

The rows of rectangular matrix are numbered 0, 1, 2,..., R’S,, . —1from top to bottom.

Petitioners' Exhibit 1011

Nokia of America Corp., et al. v. KT Corporation, et al.
Case No. IPR2025-00137; U.S. Patent No. 11,540,272
Page 000016



Release 13 17 3GPP TS 36.212 V13.1.0 (2016-03)

QI (R\,Tlgb,ock X Cl;ib,wk)> D, then Nj = (R\,Tlgb,ack X CIC ek —D) dummy bits are padded such that y;, = <NULL>
fork=0,1,..., Np- 1. Then, VYNp+k = d,({") ,k=0,1,..., D-1, and the bit sequence yj is written into

the (RXTu(;;hlm-k xC fuib Jock ) matrix row by row starting with bit yy in column 0 of row 0:

A 7C
Yo N 2 yCA-ubbzw,-k*I

. . . A )

TC TC TC TC
ycsubblork ycsubblock +1 ycsubblock +2 yzc.mbblock -1

M M M o M
A
YRG0k ot Y R k=D C o miock > RIS ook ~DXC I ek +2 Y RIS 10t CT 1ok -

For d/EO) and d,ﬁl) :

(4) Perform the inter-column permutation for the matrix based on the pattern <P( J )> { that is shown in

Jje O,LMC.gﬁ;hlocr‘}
table 5.1.4-1, where P(j) is the original column position of the j-th permuted column. After permutation of the
columns, the inter-column permuted (Ryrlgblock xC sTqublock) matrix is equal to

A rC
YP() Yp) Yp@) yP(Csubbzacrl)
e 7C 7C A e C
Yp (0)+Coubbiock Vp (D+Coubblock Y (2)+Cubbiock Vp (Csubblock —D+Csubblock

(¢}

: A
Y PO (R Gbtock ~DXCligblock yP(l)Jr(RxTu%block’l)Xcz;gblock yP(2)+(RsTqublock “DXClhbtock Yp (Chbtock =D Ribiock ~D*Corsbiock
(5) The output of the block interleaver is the bit sequence read out column by column from the inter-column
permuted Rg;cbb,ock X cfuib,m,k )matrix. The bits after sub-block interleaving are denoted
@ () O] (i)
v 0

byv(()"),v1 2V s anl,where v,  corresponds toyp(o),vl([

)
to I
Y POV TG ok

TC TC

and K nm= (Rsuhhlock x Csubb/ack ) .
).

Ford,” :

(4) The output of the sub-block interleaver is denoted by v(()z) , vl(z) , vgz) vy vg; _|» Where v,(f) =Y 7k and where

k

w(k)y=| P HTCD +C rabbiock X (k mod RE ek )+ 1 {mod Ky
Rsubblock

The permutation function P is defined in Table 5.1.4-1.

Table 5.1.4-1 Inter-column permutation pattern for sub-block interleaver.

Number of columns Inter-column permutation pattern
Cc TC
Csubb/ack < P(O)r P(l),, P(Csubblock B l) >

<0, 16,8, 24,4, 20,12, 28, 2, 18, 10, 26, 6, 22, 14, 30,

32 1,17,9, 25,5, 21,13, 29, 3,19, 11,27, 7, 23, 15, 31 >

51412 Bit collection, selection and transmission

The circular buffer of length K, =3K; for the -th coded block is generated as follows:
wk:v,({o) fork=0,..., K -1

Wi =vg) fork=0,..., Ky -1
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—,® —
W =V fork=0,..., Ky -1

Denote the soft buffer size for the transport block by Nk bits and the soft buffer size for the »-th code block by N, bits.
The size N is obtained as follows, where C is the number of code blocks computed in section 5.1.2:

- N, = minQNCI’RJ’KWJ for DL-SCH and PCH transport channels

- N, =K, for UL-SCH, MCH, SL-SCH and SL-DCH transport channels

W

For UE category 0, for DL-SCH associated with SI-RNTI and RA-RNTI and PCH transport channel, N, is always
equal to K,,.

where Nir is equal to:

N soft
Ke Ko - mln(M b Harg s M limit)

N[R:

where:

If the UE signals ue-CategoryDL-r12 indicating UE category 0, or if the UE signals ue-CategoryDL-r12 indicating UE
category 14 and is configured by higher layers with altCQI-Table-r12 for the DL cell, Nson is the total number of soft
channel bits according to the UE category indicated by ue-CategoryDL-r12. Otherwise, if the UE signals ue-Category-
vlla0, and is configured by higher layers with altCQI-Table-r12 for the DL cell, Ny is the total number of soft channel
bits according to the UE category indicated by ue-Category-vi1a0. Otherwise, if the UE signals ue-Category-v1020,
and is configured with transmission mode 9 or transmission mode 10, or is configured with transmission mode 3 or
transmission mode 4 and the higher layer parameter maxLayersMIMO-r10 is configured to fourLayers, for the DL cell,
Nsort 1s the total number of soft channel bits [4] according to the UE category indicated by ue-Category-v1020 [6].
Otherwise, Nsori 1s the total number of soft channel bits [4] according to the UE category indicated by ue-Category
(without suffix) [6].

If Nyort = 35982720 or 47431680,
K=5,
elseif Nson = 7308288 and the UE is configured by higher layers with al/tCQI-Table-r12,

if the UE is capable of supporting no more than a maximum of two spatial layers for the DL cell in the transmission
mode configured for the UE, or if the configured maximum number of layers indicated by the maxLayersMIMO-r10
field is no more than two,

Kc =3
else

Kc =32
end if.

elseif Nson = 3654144 and the UE is capable of supporting no more than a maximum of two spatial layers for the DL
cell, or if the configured maximum number of layers indicated by the maxLayersMIMO-r10 field is no more than two,

Kc =2
else

Kc =1
End if.
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Kwimo 1s equal to 2 if the UE is configured to receive PDSCH transmissions based on transmission modes 3, 4, 8, 9 or
10 as defined in section 7.1 of [3], and is equal to 1 otherwise. For BL/CE UE Kwymo is equal to 1.

MbpL_Harq is the maximum number of DL HARQ processes as defined in section 7 of [3].
Miimit is a constant equal to 8.

Denoting by E the rate matching output sequence length for the -th coded block, and 7vi4 the redundancy version
number for this transmission (#vier = 0, 1, 2 or 3), the rate matching output bit sequence is e, , k=0,1,..., E—1.

Define by G the total number of bits available for the transmission of one transport block.
SetG'=G/(N, -Q,,) where O, is equal to 2 for QPSK, 4 for 16QAM, 6 for 64QAM and 8 for 256QAM, and where
- For transmit diversity:
- Npisequal to 2,
- Otherwise:
- N is equal to the number of layers a transport block is mapped onto

Set y = G'mod C, where C is the number of code blocks computed in section 5.1.2.
if r<C-y-1
setE=N,-Q,, - G'/C]
else
setE=N, -0, -[G'/C]|
end if

Ncb

TC—‘ g +2 |, where RS, is the number of rows defined in section 5.1.4.1.1.
8R.\'ubbl{)ck

Setko = Risspiock [2{

Setk=0and;j=0
while { k< E }

if W(k0+_f)lllodNCb #< NULL >

€k = W(ko+j)mod N,
k=k+1
end if
Jj=j+l
end while
51.4.2 Rate matching for convolutionally coded transport channels and control
information

The rate matching for convolutionally coded transport channels and control information consists of interleaving the
three bit streams, d ,50) ,d ,51) and d,gz) , followed by the collection of bits and the generation of a circular buffer as

depicted in Figure 5.1.4-2. The output bits are transmitted as described in section 5.1.4.2.2.
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" Sub-block | VK
ub-|
interleaver »
virtual circular
buffer
d" S ) . . . Cr
ub-block Vi Bit Wi Bit selection
interleaver " collection and pruning
2)
gy Sub-block | Vi
interleaver >

Figure 5.1.4-2. Rate matching for convolutionally coded transport channels and control information.

The bit stream d ,EO) is interleaved according to the sub-block interleaver defined in section 5.1.4.2.1 with an output

sequence defined as v(()()) , vl(o) , vg‘)) yees vﬁ(oé _, and where Ky is defined in section 5.1.4.2.1.

The bit stream d ,f,l) is interleaved according to the sub-block interleaver defined in section 5.1.4.2.1 with an output

(1) yD @ M
sequence defined as v’ ,v; 7, v, ..., Vg1

The bit stream dl(cz) is interleaved according to the sub-block interleaver defined in section 5.1.4.2.1 with an output

sequence defined as V(()z)’vl(z),vgz), . 22; L

The sequence of bits e, for transmission is generated according to section 5.1.4.2.2.

51.4.21 Sub-block interleaver

The bits input to the block interleaver are denoted by déi),dl(i) ,d$),...,dY, where D is the number of bits. The output
bit sequence from the block interleaver is derived as follows:

(1) AssignC fuib,ock =32 to be the number of columns of the matrix. The columns of the matrix are numbered 0, 1,

2,. Cwbbmk —1from left to right.
(2) Determine the number of rows of the matrix Rii,,,wk , by finding minimum integer Rscui,,l(,ck such that:
D= (Rsubblock % C btock )
The rows of rectangular matrix are numbered 0, 1, 2,..., R \Cz;iblo ok —1 from top to bottom.

3) If( R bbiock % Csubblock )> D ,thenN) = (Rmbb]ock X ngblock —D) dummy bits are padded such that y, = <NULL>
fork=0,1,..., Np- 1. Then, YNk = d ,') ,k=0,1,..., D-1, and the bit sequence y is written into

the( Rempiock X C. wbb,mk) matrix row by row starting with bit y, in column 0 of row 0:

Yo hg! Y2 A Yeco )
subblock
Y .cc Y cc Y .cc A Y, -cc
Cmbblack C ubblock +1 Csubblack +2 zcsubblock -1
M M M O M
Y ncc cc Y ncc Y cc Ay oo cc
Reuppiock ~D*Csubbiock (R "”Xcmbbmk +1 R bblock l)xcmbblock +2 (R upbiock *C subblock =D
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(4) Perform the inter-column permutation for the matrix based on the pattern <P( j )> e {0 . that is shown in

,ngblock_l}
table 5.1.4-2, where P(j) is the original column position of the j-th permuted column. After permutation of the
columns, the inter-column permuted (Rggblack xC, ggb,ock) matrix is equal to

P Ve TP Y PCSSht0ek D

Yy cc Yy cc Yy cc Y oo cC cc
P(O)+Coubblock PW+Coubblock P)+Cubbiock P(Csubbiock =D +Csubblock

> O > >

y

cC .cC Yy cc cc y cc cC Y pcC cc cC
PO)Y+(Rsubblock ~DXCsubblock PW)+(Rsubblock —V*Csubblock P+ Rsubblock ~D*Csubblock P(Csubblock =D+ Rsubblock ~D*Csubblock

(5) The output of the block interleaver is the bit sequence read out column by column from the inter-column

permuted (Rfiblack xCSS )matrix. The bits after sub-block interleaving are denoted by v(()i) , vl(i) , véi) yeees vg(’:] o

; ; cC cc
where v(()’) corresponds t0 y p(g) , vl(') toy ...and Kyj = (wabmk X thhlm,k)

cc
PO)+Cyybbiock

Table 5.1.4-2 Inter-column permutation pattern for sub-block interleaver.

Number of columns Inter-column permutation pattern
cc cc
Csubblock < P(O), P(l)” P(Csubblock - 1) >

<1,17,9, 25,5, 21,13, 29, 3,19, 11, 27,7, 23, 15, 31,

32 0, 16, 8, 24, 4, 20, 12, 28, 2, 18, 10, 26, 6, 22, 14, 30 >

This block interleaver is also used in interleaving PDCCH modulation symbols. In that case, the input bit sequence
consists of PDCCH symbol quadruplets [2].

514.2.2 Bit collection, selection and transmission

The circular buffer of length K, =3K/; is generated as follows:
wkzv,(co) fork=0,..., Ky -1
Wik =V fork=0,..., Ky -1
Wk ok =vy) fork=0,..., Ky -1

Denoting by E the rate matching output sequence length, the rate matching output bit sequence is e, , k=0,1,..., E—1.
Setk=0and;j=0
while { k<E }

if Wimoak, #<NULL >

€ = WjimodKk,,
k=k+1
end if
j=j+l
end while
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515 Code block concatenation

The input bit sequence for the code block concatenation block are the sequences e, , for » =0,...,C -1 and
k=0,...,E, —1. The output bit sequence from the code block concatenation block is the sequence f; for
k=0,.,G-1.

The code block concatenation consists of sequentially concatenating the rate matching outputs for the different code
blocks. Therefore,

Set k=0 and r=0
while r < C
Set j=0
while j < E,
szer/'
k=k+l1
j=j+l
end while
r=r+l

end while

5.2 Uplink transport channels and control information

If the UE is configured with a Master Cell Group (MCG) and Secondary Cell Group (SCG) [6], the procedures
described in this clause are applied to the MCG and SCG, respectively. When the procedures are applied to a SCG, the
term primary cell refers to the primary SCell (PSCell) of the SCG.

If the UE is configured with a PUCCH SCell [6], the procedures described in this clause are applied to the group of DL
cells associated with the primary cell and the group of DL cells associated with the PUCCH SCell, respectively. When
the procedures are applied to the group of DL cells associated with the PUCCH SCell, the term primary cell refers to
the PUCCH SCell.

If the UE is configured with a LAA SCell, the procedures described in this clause are applied assuming the LAA SCell
is an FDD SCell.

521 Random access channel

The sequence index for the random access channel is received from higher layers and is processed according to [2].

52.2 Uplink shared channel

Figure 5.2.2-1 shows the processing structure for the UL-SCH transport channel on one UL cell. Data arrives to the
coding unit in the form of a maximum of two transport blocks every transmission time interval (TTI) per UL cell. The
following coding steps can be identified for each transport block of an UL cell:

Add CRC to the transport block

Code block segmentation and code block CRC attachment

Channel coding of data and control information

— Rate matching
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The coding steps for one UL-SCH transport block are shown in the figure below. The same general processing applies

for each UL-SCH transport block on each UL cell with restrictions as specified in [3].

o> Ay 550 4| l

Transport block
CRC attachment

byobysesbpy

Code block segmentation
Code block CRC attachment

Cr05Cr 7"'701‘(K, —]) N

Channel coding

(i) (i) (i)
d/é) ’dr; ""’dr(D,. -

(o' 0" T 0gu ]
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Figure 5.2.2-1: Transport block processing for UL-SCH.

5.2.21 Transport block CRC attachment

Error detection is provided on each UL-SCH transport block through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
lbyagy,a,,a,,as,..,a 4, and the parity bits by pg, p, P2, P3»-» P11 - 4 is the size of the transport block and L is the

number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as

defined in section 6.1.1 of [5].
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The parity bits are computed and attached to the UL-SCH transport block according to section 5.1.1 setting L to 24 bits
and using the generator polynomial gcrcasa(D).

5222 Code block segmentation and code block CRC attachment

The bits input to the code block segmentation are denoted by b, b;,b,,bs,...,bz_; where B is the number of bits in the
transport block (including CRC).

Code block segmentation and code block CRC attachment are performed according to section 5.1.2.

The bits after code block segmentation are denoted by ¢, ¢,,¢,2, ¢35, C,(k, 1) » Where 7 is the code block number

and K, is the number of bits for code block number .

5.2.2.3 Channel coding of UL-SCH

Code blocks are delivered to the channel coding block. The bits in a code block are denoted by
€105C115Cr25Cp35 (k1) » Where 1 is the code block number, and K, is the number of bits in code block number r.

The total number of code blocks is denoted by C and each code block is individually turbo encoded according to section
5.1.3.2.

After encoding the bits are denoted by d SQ,d D d r(iz)>d 0

s 300

diz)D ) withi = 0,1, and 2 and where D, is the number of

bits on the i-th coded stream for code block number 7,i.e. D, =K, +4 .

5224 Rate matching

Turbo coded blocks are delivered to the rate matching block. They are denoted by d ,{Q,d f?,d f?,d ﬁg),...,dﬁé)[)"_l),
withi = 0,1, and 2, and where r is the code block number, i is the coded stream index, and D, is the number of bits in

each coded stream of code block number 7. The total number of code blocks is denoted by C and each coded block is
individually rate matched according to section 5.1.4.1.

After rate matching, the bits are denoted by e,,e,,,€,2,€,3,-..,€,(g,-1), Where r is the coded block number, and where

E, is the number of rate matched bits for code block number 7.

5225 Code block concatenation

The bits input to the code block concatenation block are denoted by e,q,e,;,€,7,€,3,-.,€,(,-1) for r=0,...,C—1 and

where E, is the number of rate matched bits for the r-th code block.

Code block concatenation is performed according to section 5.1.5.

The bits after code block concatenation are denoted by fy, £}, f3, f3»--» f_1 » Where G is the total number of coded bits
for transmission of the given transport block over N; transmission layers excluding the bits used for control
transmission, when control information is multiplexed with the UL-SCH transmission.

5.2.2.6 Channel coding of control information

Control data arrives at the coding unit in the form of channel quality information (CQI and/or PMI), HARQ-ACK and
rank indication, and CSI-RS resource indication (CRI). Different coding rates for the control information are achieved
by allocating different number of coded symbols for its transmission. When control data are transmitted in the PUSCH,
the channel coding for HARQ-ACK, rank indication (including RI only, joint report of R1/il, joint report of CRI/RI,
joint report of CRI/RI/ i1,joint report of CRI/RI/PTI, and joint report of RI/PTI), CRI and channel quality information
00,01,04,...,00_; 1s done independently.

For the cases with TDD primary cell, the number of HARQ-ACK bits is determined as described in section 7.3 of [3].
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When the UE transmits HARQ-ACK bits, rank indicator bits or CRI bits, it shall determine the number of coded
modulation symbols per layer Q" for HARQ-ACK, rank indicator, or CRI bits as follows.

For the case when only one transport block is transmitted in the PUSCH conveying the HARQ-ACK bits, rank indicator
bits or CRI bits:

PUSCH —initial PUSCH —initial PUSCH
O : M.s'c : N.\‘ymh : ﬂofﬁet 4 . M PUSCH
> sc

C-1
Sk,
r=0

Q' = min

where
- O is the number of HARQ-ACK bits, rank indicator bits or CRI bits, and
4 PUSCH

SC

expressed as a number of subcarriers in [2], and

is the scheduled bandwidth for PUSCH transmission in the current sub-frame for the transport block,

NPUSCH—initial i

symb s the number of SC-FDMA symbols per subframe for initial PUSCH transmission for the same

transport block, respectively, given by N, s};ﬁCH""’”’“’l = (2 ( S[;;b - 1)— Ngrs ), where

- Ny isequal to 1

- if UE configured with one UL cell is configured to send PUSCH and SRS in the same subframe for initial
transmission, or

- if UE transmits PUSCH and SRS in the same subframe in the same serving cell for initial transmission, or

- if the PUSCH resource allocation for initial transmission even partially overlaps with the cell-specific
SRS subframe and bandwidth configuration defined in section 5.5.3 of [2], or

- if the subframe for initial transmission in the same serving cell is a UE-specific type-1 SRS subframe as
defined in Section 8.2 of [3], or

- if the subframe for initial transmission in the same serving cell is a UE-specific type-0 SRS subframe as
defined in section 8.2 of [3] and the UE is configured with multiple TAGs.

- Otherwise N g is equal to 0.

- M PUsCHmital S Cand K, are obtained from the initial PDCCH or EPDCCH or MPDCCH for the same
transport block. If there is no initial PDCCH or EPDCCH with DCI format 0 or MPDCCH with DCI format 6-

0A/6-0B for the same transport block, M SIZUSCH _i”i’i“l, C,and K, shall be determined from:

- the most recent semi-persistent scheduling assignment PDCCH or EPDCCH or MPDCCH, when the initial
PUSCH for the same transport block is semi-persistently scheduled, or,

- the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.

For the case when two transport blocks are transmitted in the PUSCH conveying the HARQ-ACK bits, rank indicator
bits or CRI bits:

0’ = max|min(Q,,. 4-M %5 | o1 | with
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. Ay PUSCH —initial(1) = nyPUSCH —initial(1) _ y r PUSCH —initial(2) 57 PUSCH —initial(2) . pPUSCH
0-M sc N symb M sc N, symb offset

r
Qtemp: cM_ c@_

(1) . PUSCH —initial (2) 3 PUSCH —initial (2) z (2) A PUSCH —initial (1) . PUSCH —initial (1)
KD M N + Y KD . pmP N
r=0 r=0

where

- O is the number of HARQ-ACK bits, rank indicator bits or CRI bits, and

: 0 =[20/0,7if 3<0<11 with @), =min(Q),,02 ) where O, x = {1,2} is the
modulation order of transport block “x”, and QL. =[20, /0., 1+]20, /0., | if 0>11 with 0, =[0/2] and
0,=0-[0/2].

- Qn=0if0<2,0

- M :;USCH'i"iti“’(X ) x={1,2} are the scheduled bandwidths for PUSCH transmission in the initial sub-frame for the
first and second transport block, respectively, expressed as a number of subcarriers in [2], and

PUSCH-initial (x)
N, symb

the first and second transport block given by N, S‘;l; SCHniial(x) — (2 . ( oob — 1)— N, éiv{)s)’x ={1,2} , where

,x = {1,2} are the number of SC-FDMA symbols per subframe for initial PUSCH transmission for

N x=1{12} is equal to 1

- if UE configured with one UL cell is configured to send PUSCH and SRS in the same subframe for initial
transmission, or

- if UE transmits PUSCH and SRS in the same subframe in the same serving cell for initial transmission of

(T3]

transport block “x”, or

- if the PUSCH resource allocation for initial transmission of transport bock “x” even partially overlaps
with the cell-specific SRS subframe and bandwidth configuration defined in section 5.5.3 of [2] , or

- if the subframe for initial transmission of transport block “x” in the same serving cell is a UE-specific
type-1 SRS subframe as defined in Section 8.2 of [3], or

- if the subframe for initial transmission of transport block “x” in the same serving cell is a UE-specific
type-0 SRS subframe as defined in section 8.2 of [3] and the UE is configured with multiple TAGs.

- Otherwise N, x={1,2} is equal to 0.
- M EUSCHmital) [ — 2y €W, x ={1,2},and K™, x={1,2} are obtained from the initial PDCCH or
EPDCCH for the corresponding transport block.

_ PUSCH __ HARQ-ACK
For HARQ-ACK, Q¢ =0,, -0’ and BLio" = gt
HARQ-ACK

transport block. For UEs configured with no more than five DL cells, £ offiet shall be determined according to [3]

, where (), is the modulation order of a given

depending on the number of transmission codewords for the corresponding PUSCH. For UEs configured with more

than five DL cells, ﬂ%SQ_ACK

codewords for the corresponding PUSCH and and the number of HARQ-ACK feedback bits.

shall be determined according to [3] depending on the number of transmission

For rank indication or CRI, Qp, =0, -O", Oy =0,, - Q' and S I;;ftCH = ﬂolfx/[&et , where O, is the modulation

9
order of a given transport block, and ;;m shall be determined according to [3] depending on the number of

transmission codewords for the corresponding PUSCH, and on the uplink power control subframe set for the
corresponding PUSCH when two uplink power control subframe sets are configured by higher layers for the cell.

For HARQ-ACK
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- Each positive acknowledgement (ACK) is encoded as a binary ‘1’ and each negative acknowledgement (NACK)
is encoded as a binary ‘0’

- If HARQ-ACK feedback consists of 1-bit of information, i.c., [05I €K1, it is first encoded according to Table
5.2.2.6-1.

ACK

- IFHARQ-ACK feedback consists of 2-bits of information, i.e., [o;/“® 0/ | with o;

HARQ-ACK bit for codeword 0 and OIA K corresponding to that for codeword 1, or if HARQ-ACK feedback
consists of 2-bits of information as a result of the aggregation of HARQ-ACK bits corresponding to two DL cells
with which the UE is configured by higher layers, or if HARQ-ACK feedback consists of 2-bits of information

corresponding to two subframes for TDD, it is first encoded according to Table 5.2.2.6-2 where

03" = (0 ® +0/®)mod2.

corresponding to

Table 5.2.2.6-1: Encoding of 1-bit HARQ-ACK.

Om Encoded HARQ-ACK
2 [0y ]

! [o]" yxx]

6 [o(fCnyxxx]

Table 5.2.2.6-2: Encoding of 2-bit HARQ-ACK.

Om Encoded HARQ-ACK

2 [064CK OlACK O;CK 064C1< OIACK oglCK]

4 [0640K OIACK X X OZACK O:CK X XO]ACK O;CK x ]

6 [0(/)4CK0]ACKXXXX O;CKO(I;ICKXXXXOIACKO;CKXXXX]

- IfHARQ-ACK feedback consists of 3< 04K <11 bits of information as a result of the aggregation of HARQ-

ACK bits corresponding to one or more DL cells with which the UE is configured by higher layers, i.e.,
ACK _ACK ACK ~ACK ~ACK  ~ACK

05 " O] 0 dck then a coded bit sequence g; — ¢ ,....q3;  is obtained by using the bit sequence
ACK _ACK ACK . . . . . .
05 " O] se0pck | 8S the input to the channel coding block described in section 5.2.2.6.4. In turn, the bit
sequence q(fCK R q,ACK , quCK yeens qéfé; _; is obtained by the circular repetition of the bit sequence

35K G G so that the total bit sequence length is equal to O 4k -

- IfHARQ-ACK feedback consists of 11< O*® <22 bits of information as a result of the aggregation of HARQ-
ACK bits corresponding to one or more DL cells with which the UE is configured by higher layers, i.c.,

o(fCK o'k ,...,OS%K o then the coded bit sequence qg’CK L gk gk qéfg( _; is obtained by using the bit
sequence 064 K olA K ,A..,ogfg,(il as the input to the channel coding block described in section 5.2.2.6.5.

- IfHARQ-ACK feedback consists of O >22 bits of information as a result of the aggregation of HARQ-ACK

bits corresponding to one or more DL cells with which the UE is configured by higher layers, the coded bit

sequence is denoted by q(fCK ,q 1ACK ,q;CK yeees SAC?K _; - The CRC attachment, channel coding and rate matching

of the HARQ-ACK bits are performed according to sections 5.1.1 setting L to 8 bits, 5.1.3.1 and 5.1.4.2,

respectively. The input bit sequence to the CRC attachment operation is of'% 0{'K . o ;%K o The output bit

sequence of the CRC attachment operation is the input bit sequence to the channel coding operation. The output
bit sequence of the channel coding operation is the input bit sequence to the rate matching operation.

The “x” and “y” in Table 5.2.2.6-1 and 5.2.2.6-2 are placeholders for [2] to scramble the HARQ-ACK bits in a way that
maximizes the Euclidean distance of the modulation symbols carrying HARQ-ACK information.
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For FDD or TDD HARQ-ACK multiplexing or the aggregation of more than one DL cell including at least one cell
using FDD and at least one cell using TDD when HARQ-ACK consists of one or two bits of information, the bit

sequence q(fCK s qlACK , quK yeees qgfg( _; is obtained by concatenation of multiple encoded HARQ-ACK blocks where

O 4cx 1s the total number of coded bits for all the encoded HARQ-ACK blocks. The last concatenation of the encoded
HARQ-ACK block may be partial so that the total bit sequence length is equal to O 4k -

For UEs configured by higher layers with codebooksizeDetermination-ri3 = 0, the bit sequence
%CK (%CK yeees (9/03%271 is determined according to the Downlink Assignment Index (DAI) as in Table 5.3.3.1.1-2 and

as defined in [3]. Otherwise, the bit sequence %CK 8{30( s 8’(’()’3%,71 is determined as below.
For FDD when HARQ ACK consists of 2 or more bits of information as a result of the aggregation of more than one

DL cell, the bit sequence (%CK (%CK yeees 8/0(45%'4 is the result of the concatenation of HARQ-ACK bits for the multiple
DL cells according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

Set j = 0 — HARQ-ACK bit index

Set NI to the number of cells configured by higher layers for the UE

cells

DL

while ¢ < N,

if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell
&5 = HARQ-ACK bit of this cell
Jj=jt1

else

if the UE is not configured with spatial bundling on PUSCH by higher layers %CK = HARQ-ACK bit

corresponding to the first codeword of this cell
j=i+1
8’]'3CK = HARQ-ACK bit corresponding to the second codeword of this cell
j=j+1
else

3;301( = binary AND operation of the HARQ-ACK bits corresponding to the first and second codewords of this

cell
j=i+1
end if
end if
c=c+1
end while

For the aggregation of more than one DL cell including a primary cell using FDD and at least one secondary cell using
TDD, the bit sequence %CK 8{3CK yenns 823%71 is the result of the concatenation of HARQ-ACK bits for one or

multiple DL cells. Define N 2% as the number of cells configured by higher layers for the UE and BCDL as the number

cells
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of subframes for which the UE needs to feed back HARQ-ACK bits in UL subframe n for the c-th serving cell. For a
cell using TDD, the subframes are determined by the DL-reference UL/DL configuration if the UE is configured with
higher layer parameter eimta-HARQ-ReferenceConfig, and determined by the UL/DL configuration otherwise. For a

cell using TDD, Bf[‘ =1 if subframe n-4 in the cell is a DL subframe or a special subframe with special subframe
configurations 1/2/3/4/6/7/8/9 and normal downlink CP or a special subframe with special subframe configurations
1/2/3/5/6/7 and extended downlink CP, and BCDL =0 otherwise. For a cell using FDD, BCDL =1.

The bit sequence (%CK %CK yeens 8?)355( » is performed according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 — HARQ-ACK bit index
while ¢ < N, CZL,S
if B =1
if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

&5 = HARQ-ACK bit of this cell

j=i+1
else
if the UE is not configured with spatial bundling on PUSCH by higher layers 8’/’3“ = HARQ-ACK bit

corresponding to the first codeword of this cell
j=i+
(%CK = HARQ-ACK bit corresponding to the second codeword of this cell
j=i+1
else

8/]3“ = binary AND operation of the HARQ-ACK bits corresponding to the first and second codewords of
this cell

j=j+1
end if
end if
end if
c=c+1
end while

For the cases with TDD primary cell when HARQ-ACK is for the aggregation of one or more DL cells and the UE is
configured with PUCCH format 3, PUCCH format 4 or PUCCH format 5 [3], the bit sequence (%’)CK (%)CK,..., 3/0(43%(4

is the result of the concatenation of HARQ-ACK bits for the one or more DL cells configured by higher layers and the
multiple subframes as defined in [3].

Define N, fgﬁv as the number of cells configured by higher layers for the UE and BZ)L as the number of subframes for
which the UE needs to feed back HARQ-ACK bits as defined in Section 7.3 of [3].
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The number of HARQ-ACK bits for the UE to convey if it is configured with PUCCH format 3, PUCCH format 4 or
PUCCH format 5 is computed as follows:

Set £ =0 — counter of HARQ-ACK bits

Set c=0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

DL

while ¢ < N,

set /=0,
while /< B”*
if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell
k=k+1
else
k=k+2
end if
[=1+1
end while
c=c+1
end while

When PUCCH format 3 is configured, if £ < 20 when TDD is used in all the configured serving cell(s) of the UE, or if
k < 21 when FDD is used in at least one of the configured serving cells with TDD primary cell; or when PUCCH
format 4 or PUCCH format 5 is configured and when the UE is not configured with spatial bundling on PUSCH by
higher layers, the multiplexing of HARQ-ACK bits is performed according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 - HARQ-ACK bit index

DL
cells

whilec < N
set/=0;
while /< B™*

if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

~ACK ACK

0; =o0., HARQ-ACK bit of this cell as defined in Section 7.3 of [3]
j=it1
else
[~;1c1<’5 ;LCK] = [OégK>Oi§lIil] HARQ-ACK bits of this cell as defined in Section 7.3 of [3]
j=i+2
end if
=K1
end while

Petitioners' Exhibit 1011

Nokia of America Corp., et al. v. KT Corporation, et al.
Case No. IPR2025-00137; U.S. Patent No. 11,540,272
Page 000030



Release 13 31 3GPP TS 36.212 V13.1.0 (2016-03)

c=c+1
end while

When PUCCH format 3 is configured, if £ > 20 when TDD is used in all the configured serving cell(s) of the UE, or if
k >21 when FDD is used in at least one of the configured serving cells with TDD primary cell, spatial bundling is
applied to all subframes in all cells; or when PUCCH format 4 or PUCCH format 5 is configured and when the UE is
configured with spatial bundling on PUSCH by higher layers, the multiplexing of HARQ-ACK bits is performed
according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Setj = 0 - HARQ-ACK bit index

DL

while ¢ < N

set[=0;
while /< B

if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

~ACK ACK

0; " =0,,; HARQ-ACK bit of this cell as defined in Section 7.3 of [3]
=i+l
else
~ACK ACK . . . .
0, =0, binary AND operation of the HARQ-ACK bits corresponding to the first and second

codewords of this cell as defined in Section 7.3 of [3]

j=j+1
end if
[=1+1
end while
c=c+1
end while
pc : . , . . . ACK ACK
For 0"® <11 or 0"* > 22, the bit sequence oj'® of'CK,...,ogffK _, is obtained by setting 0; " =0/ " .
. . . . ACK ACK . p . -
For 11< 0 <22, the bit sequence o(fCK OIACK yeves ogff,( s obtained by setting 0;,," = (Bi/o if i is even and
0% =88 ifiis odd.

(0“"( /2}(;‘-1)/2 -

For the cases with TDD primary cell when HARQ-ACK is for the aggregation of two DL cells and the UE is configured

ACK _ACK ACK
0

with PUCCH format 1b with channel selection, the bit sequence o O 5 0 puck is obtained as described in

section 7.3 of [3].

For TDD HARQ-ACK bundling, a bit sequence qOACK R (71” R c?zACK yeues qNQAAfI:_

multiple encoded HARQ-ACK blocks where O -« is the total number of coded bits for all the encoded HARQ-ACK
blocks. The last concatenation of the encoded HARQ-ACK block may be partial so that the total bit sequence length is

| is obtained by concatenation of

equal to Q4 - A scrambling sequence [wg'CK wilK Ky Ak ] is then selected from Table 5.2.2.6-A with index

i= (N bundled — 1)m0d4 ,where N, ... is determined as described in section 7.3 of [3]. The bit sequence
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gk g1k gk qéf(’; _, is then generated by setting m =1 if HARQ-ACK consists of 1-bitand m =3 if
HARQ-ACK consists of 2-bits and then scrambling 670ACK , 671ACK , 672ACK yeres CYQA/Efq as follows
Seti,kto0

while i < Q¢
if %ACK =y /I place-holder repetition bit
g/ =@ +wich Jmod2
k = (k+1)mod4m
else
if §'“ =x  //aplace-holder bit

ACK ~ACK

49 =49

else // coded bit
g/ = (G~ +wii%s Jmod2
k = (k +1)mod4m

end if

i=i+1

end while

Table 5.2.2.6-A: Scrambling sequence selection for TDD HARQ-ACK bundling.

i [W(/;lCK WlACK W;CKW::!CK]
[1111]
[1010]
[1100]
[1001]

WIN[—~|O

When HARQ-ACK information is to be multiplexed with UL-SCH at a given PUSCH, the HARQ-ACK information is
multiplexed in all layers of all transport blocks of that PUSCH, For a given transport block, the vector sequence output

of the channel coding for HARQ-ACK information is denoted by ngK, qlACK,..., qg,CK 0 where q[ACK R
— - —YACK ~ -

i=0,...,0,cx —1 are column vectors of length (Qm -N, ) and where Q'ycx = Q 40k /O, is obtained as follows:

Seti,kto 0

while 7 < Q¢

Q:CK = [ql-ACK qigi _1] -- temporary row vector
6 44714 R
q :CK =[q :CK A ::CK 1" -- replicating the row vector c}:CK Ny, times and transposing into a column vector
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i=i+Q,
k=k+1
end while

where N is the number of layers onto which the UL-SCH transport block is mapped.

For rank indication (RI) (RI only, joint report of RI and i1, joint report of CRI and RI, joint report of CRI,RI and i1,joint
report of CRI,RI, and PTIL, and joint report of RI and PTI) or CRI

- The corresponding bit widths for CRI feedback for PDSCH transmissions are given by Tables 5.2.2.6.2-3A,
5.2.2.6.3-3A,5.2.3.3.1-3E, and 5.2.3.3.2-4E,

- The corresponding bit widths for RI feedback for PDSCH transmissions are given by Tables 5.2.2.6.1-2,
5.2.2.6.1-2A,5.2.2.6.2-3,5.2.2.6.2-3B, 5.2.2.6.3-3,5.2.2.6.3-3B, 5.2.3.3.1-3, 5.2.3.3.1-3A, 5.2.3.3.1-3B,
5.2.3.3.1-3C, 5.2.3.3.1-3D, 5.2.3.3.2-4, and 5.2.3.3.2-4A, 5.2.3.3.2-4B, 5.2.3.3.2-4C, 5.2.3.3.2-4D which are
determined assuming the maximum number of layers as follows:

- If the maxLayersMIMO-r10 is configured for the DL cell, the maximum number of layers is determined
according to maxLayersMIMO-r10 for the DL cell

- Else,

- Ifthe UE is configured with transmission mode 9, and the supportedMIMO-CapabilityDL-r10 field is
included in the UE-EUTRA-Capability, the maximum number of layers is determined according to the
minimum of the configured number of CSI-RS ports and the maximum of the reported UE downlink
MIMO capabilities for the same band in the corresponding band combination.

- Ifthe UE is configured with transmission mode 9, and higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS B’ with K>1, and RI and CRI are transmitted in the same reporting instance, and
the supportedMIMO-CapabilityDL-r10 field is included in the UE-EUTRA-Capability, the maximum
number of layers is determined according to the minimum of the maximum of number of antenna port of
the configured CSI-RS resources and the maximum of the reported UE downlink MIMO capabilities for
the same band in the corresponding band combination,.

- Ifthe UE is configured with transmission mode 9, and the supportedMIMO-CapabilityDL-r10 field is not
included in the UE-EUTRA-Capability, the maximum number of layers is determined according to the
minimum of the configured number of CSI-RS ports and ue-Category (without suffix).

- Ifthe UE is configured with transmission mode 9, and higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS B’ with K>1, and RI and CRI are transmitted in the same reporting instance, and
the supportedMIMO-CapabilityDL-r10 field is not included in the UE-EUTRA-Capability, the maximum
number of layers is determined according to the minimum of the maximum of number of antenna port of
the configured CSI-RS resources and ue-Category (without suffix).

- Ifthe UE is configured with transmission mode 10, and the supportedMIMO-CapabilityDL-r10 field is
included in the UE-EUTRA-Capability, the maximum number of layers for each CSI process is
determined according to the minimum of the configured number of CSI-RS ports for that CSI process and
the maximum of the reported UE downlink MIMO capabilities for the same band in the corresponding
band combination.

- Ifthe UE is configured with transmission mode 10, and higher layer parameter eMIMO-Type, and
eMIMO-Type is set to ‘CLASS B’ with K>1, and RI and CRI are transmitted in the same reporting
instance, and the supportedMIMO-CapabilityDL-r10 field is included in the UE-EUTRA-Capability, the
maximum number of layers for each CSI process is determined according to the minimum of the
maximum of number of antenna port of the configured CSI-RS resources in that CSI process and the
maximum of the reported UE downlink MIMO capabilities for the same band in the corresponding band
combination.

- Ifthe UE is configured with transmission mode 10, and the supportedMIMO-CapabilityDL-r10 field is
not included in the UE-EUTRA-Capability, the maximum number of layers for each CSI process is
determined according to the minimum of the configured number of CSI-RS ports for that CSI process and
ue-Category (without suffix).
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- Ifthe UE is configured with transmission mode 10, and higher layer parameter eMIMO-Type, and
eMIMO-Type is set to ‘CLASS B’ with K>1, and RI and CRI are transmitted in the same reporting
instance, and the supportedMIMO-CapabilityDL-r10 field is not included in the UE-EUTRA-Capability,
the maximum number of layers for each CSI process is determined according to the minimum of the
maximum of number of antenna port of the configured CSI-RS resources in that CSI process and ue-
Category (without suffix).

- Otherwise the maximum number of layers is determined according to the minimum of the number of
PBCH antenna ports and ue-Category (without suffix).
- IfRI feedback consists of 1-bit of information, i.e., [oéu ], it is first encoded according to Table 5.2.2.6-3. The
[oéu] to RI mapping is given by Table 5.2.2.6-5.

- IfRI feedback consists of 2-bits of information, i.e., [oéel olR' ] with O(T ! corresponding to MSB of 2-bit input

and 011{1 corresponding to LSB, it is first encoded according to Table 5.2.2.6-4 where oX' = (0(1)" +ofYmod?2.

The [o(})" olR[] to RI mapping is given by Table 5.2.2.6-6.

Table 5.2.2.6-3: Encoding of 1-bit RI.

Om Encoded RI
2 [0 ¥]

4 [og" ¥ xx]

6 [of yxxxx]

Table 5.2.2.6-4: Encoding of 2-bit RI.

Om Encoded RI
2 RI _RI _RI RI RI RI
[og o1 03 0y o 03]

[oéU olRI X X 05%1 ogl xonR] 051 X X]

6 [o(l)uolR[xxxxaéyoéuxxxxolmoéuxxxx]

Table 5.2.2.6-5: o(fl to Rl mapping.

o ée/ RI
0 1
1 2

Table 5.2.2.6-6: oéU, olR' to RI mapping.

o, , OIR[ RI
0,0 1
0.1 2
1,0 3
1,1 4
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Table 5.2.2.6-7: o, o, o5 to Rl mapping.

R _RI _RI
Op » 01 » Oy

a

Aalalala|lololo|lo
alalolo|lala|lo|lo
alo|alo|a|lol-|of -«

O IN|O |0~ [WIN|—~

- IfRI feedback for a given DL cell consists of 3-bits of information, i.e., [oé” olRI ofl ] with O(f ! corresponding

to MSB of 3-bit input and oX’ corresponding to LSB. The [of o 0%'] to RI mapping is given by Table

5.2.2.6-7.
- IfRI feedback consists of 3 < 9% <11 bits of information, i.e., [oORI olRI ,.,.,ogfg,_l] , then a coded bit sequence
[G& g™ ....g" ] is obtained by using the bit sequence [0’ o] ,.. ,ogﬁ, ] as the input to the channel coding

block described in section 5.2.2.6.4.

- IfRI feedback consists of 11 < O% < 22 bits of information as a result of the aggregation of RI bits

corresponding to multiple DL cells or multiple CSI processes, i.c., [O(I)U olRI,... 00R1 l] then the coded bit
sequence q(I)U N TR E qul _; is obtained by using the bit sequence [OORI ol 9""025%1,1] as the input to the

channel coding block described in section 5.2.2.6.5.

- IfRI feedback consists of 0% > 22 bits of information as a result of the aggregation of RI bits corresponding to

multlple DL cells or multiple CSI processes, i.c., [00 OIRI, . o’” ], then the coded bit sequence is denoted by

qo g 1 s q2 yeees qu—l . The CRC attachment, channel coding and rate matching of the HARQ-ACK bits are

performed according to sections 5.1.1 setting L to 8 bits, 5.1.3.1 and 5.1.4.2, respectively. The input bit sequence

to the CRC attachment operation is [00 ol ....,o", 1. The output bit sequence of the CRC attachment

oR’ -1
operation is the input bit sequence to the channel coding operation. The output bit sequence of the channel
coding operation is the input bit sequence to the rate matching operation.

- A UE capable of supporting only up to 5 serving cells is not expected to support CRI/RI payload larger than 22
bits.

The “x” and “y” in Table 5.2.2.6-3 and 5.2.2.6-4 are placeholders for [2] to scramble the RI bits in a way that
maximizes the Euclidean distance of the modulation symbols carrying rank information.

For the case where RI feedback for more than one DL cell is to be reported, the RI report for each DL cell is
concatenated prior to coding in increasing order of cell index.

For the case where RI feedback for more than one CSI process is to be reported, the RI reports are concatenated prior to
coding first in increasing order of CSI process index for each DL cell and then in increasing order of cell index.

For the case where RI feedback consists of one or two bits of information the bit sequence g&’ ,g{! ,¢%! ..., q]QzIIU_1 is
obtained by concatenation of multiple encoded RI blocks where Qp; is the total number of coded bits for all the

encoded RI blocks. The last concatenation of the encoded RI block may be partial so that the total bit sequence length
is equal to Oy, .

For the case where RI feedback consists of 3 < O® <11 bits of information, the bit sequence q(f[ s qul R qfl s qgilfl is

obtained by the circular repetition of the bit sequence 670R1 q IRI yees qﬁf so that the total bit sequence length is equal
to Oy -
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For the case where CRI feedback is to be reported, the same procedures for RI are applied for CRI. When rank
information is to be multiplexed with UL-SCH at a given PUSCH, the rank information is multiplexed in all layers of
all transport blocks of that PUSCH. For a given transport block, the vector sequence output of the channel coding for
RI
Opr-1
(Qm N L) and where Qp; = Op;/ O,, - The vector sequence is obtained as follows:

rank information is denoted by qgl, q{”,...,q , where qfl , i=0,...,0p; —1 are column vectors of length
Seti, j,kto 0

while i < Qp;

z}fl =[g™ ...qﬁ’Q”Fl] -- temporary row vector

64 7148
RI _[~RI  ARIqT P ~RI . L
9, = [gk Ag A 1" -- replicating the row vector q, Ny times and transposing into a column vector
i=i+Q,
k=k+1
end while

where N is the number of layers onto which the UL-SCH transport block is mapped.

The same processing procedures for RI and RI multiplexing with UL-SCH at a given PUSCH are applied for CRI, using
CRI instead of RI in the equations.

For channel quality control information (CQI and/or PMI denoted as CQI/PMI);

When the UE transmits channel quality control information bits, it shall determine the number of modulation coded
symbols per layer Q' for channel quality information as

(O + L) M PVSCHzinitial ) £y PUSCHnital(x) | gPUSCH )
sc

r_o symb offset PUSCH PUSCH RI
Q =min g ’Mxp : Nsymh - Q(x)
(x) mn
K
r=0

where
- O is the number of CQI/PMI bits, and

<
- L is the number of CRC bits given by [, = {0 O<ll and

8 otherwise

- O = QW .Q'and S ;;fggstCH =0 gcf/%t , where [ ggjt shall be determined according to [3] depending on the

number of transmission codewords for the corresponding PUSCH, and on the uplink power control subframe set
for the corresponding PUSCH when two uplink power control subframe sets are configured by higher layers for
the cell.

- If neither RI nor CRI is not transmitted then 1(5) =0.

The variable “x” in K represents the transport block index corresponding to the highest Zycs value indicated by the
initial UL grant. In case the two transport blocks have the same /y/cs value in the corresponding initial UL grant, “x
=17, which corresponds to the first transport block. M ;ZUSCH*M"H[(X) ,CY and K ) are obtained from the initial
PDCCH or EPDCCH or MPDCCH for the same transport block. If there is no initial PDCCH or EPDCCH with DCI
format 0 or MPDCCH with DCI format 6-0A/6-0B for the same transport block, M iUSCH_[nmal(x) , C ) ,and K fx)

shall be determined from:
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- the most recent semi-persistent scheduling assignment PDCCH or EPDCCH or MPDCCH, when the initial
PUSCH for the same transport block is semi-persistently scheduled, or,

- the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.

NPUSCH*initiul(x)

symb is the number of SC-FDMA symbols per subframe for initial PUSCH transmission for the same

transport block.

For UL-SCH data information G = N .(N"USCH MBS Q) Ocor — (X)), where

symb m RI

- N é") is the number of layers the corresponding UL-SCH transport block is mapped onto, and

- M SPCUSCH is the scheduled bandwidth for PUSCH transmission in the current sub-frame for the transport block,
and

- N ;,[,LSbCH is the number of SC-FDMA symbols in the current PUSCH transmission sub-frame given by
Nspy[rjnsbCH = (2 . (Nsl;;b - l)— NSRS), where

N isequal to 1

- if UE configured with one UL cell is configured to send PUSCH and SRS in the same subframe for initial
transmission, or

- if UE transmits PUSCH and SRS in the same subframe for the current subframe in the same serving cell,
or

- if the PUSCH resource allocation for the current subframe even partially overlaps with the cell-specific
SRS subframe and bandwidth configuration defined in section 5.5.3 of [2], or

- if the current subframe in the same serving cell is a UE-specific type-1 SRS subframe as defined in
Section 8.2 of [3], or

- if the current subframe in the same serving cell is a UE-specific type-0 SRS subframe as defined in
section 8.2 of [3] and the UE is configured with multiple TAGs.

- Otherwise N, is equal to 0.

SRS

In case of CQI/PMI report for more than one DL cell, 0,,0;,0,,...,0_; is the result of concatenating the CQI/PMI
report for each DL cell in increasing order of cell index. For the case where CQI/PMI feedback for more than one CSI
process is to be reported, 0y,0,,0,,...,04_; is the result of concatenating the CQI/PMI reports in increasing order of
CSI process index for each DL cell and then in increasing order of cell index.

— If the payload size is less than or equal to 11 bits, the channel coding of the channel quality information is
performed according to section 5.2.2.6.4 with input sequence 0,0,,05,...,0_; -

—  For payload sizes greater than 11 bits, the CRC attachment, channel coding and rate matching of the channel
quality information is performed according to sections 5.1.1, 5.1.3.1 and 5.1.4.2, respectively. The input bit
sequence to the CRC attachment operation is 0,,0,,0,,...,0_, . The output bit sequence of the CRC

attachment operation is the input bit sequence to the channel coding operation. The output bit sequence of the
channel coding operation is the input bit sequence to the rate matching operation.
The output sequence for the channel coding of channel quality information is denoted by ¢¢.4;,95.93.-- 9y, ., o1

where N is the number of layers the corresponding UL-SCH transport block is mapped onto.
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5.2.2.61 Channel quality information formats for wideband CQI reports

If the parameter CQI-ReportModeAperiodic is configured to the value of rm10-vi3xy by higher layers [6], Table
5.2.3.3.1-1 shows the fields and the corresponding bit widths for the channel quality information feedback, Table
5.2.3.3.1-3 shows the fields and the corresponding bit widths for the rank indication feedback.

If the parameter CQI-ReportModeAperiodic is configured to the value of rm11-v13xx by higher layers [6], Table
5.2.3.3.1-2, Table 5.2.3.3.1-2A, Table 5.2.3.3.1-2B, Table 5.2.3.3.1-2C and Table 5.2.3.3.1-2D show the fields and the
corresponding bit widths for the channel quality and precoding matrix information feedback, Table 5.2.3.3.1-3 shows
the fields and the corresponding bit widths for the rank indication feedback, and Table 5.2.3.3.1-3A and Table 5.2.3.3.1-
3B show the fields and the corresponding bit widths for the joint transmission of rank indication and i1.

If the parameter CQI-ReportModeAperiodic is configured to the value of #m12 by higher layers [6], the fields and the
corresponding bit widths for channel quality information and rank indication feedback are described as below.

Table 5.2.2.6.1-1, Table 5.2.2.6.1-1A and Table 5.2.2.6.1-1B show the fields and the corresponding bit widths for the
channel quality information feedback for wideband reports for PDSCH transmissions associated with transmission
mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting, transmission mode 9 configured
with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10 configured with PMI/RI reporting with 2/4/8
antenna ports, and transmission mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ for a CSI process with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_KI1=TRUE. The number of configured CSI-RS resources in a CSI process K is
defined in [3] and alternativeCodebookEnabledCLASSB K1 is configured by higher layers [6].

Table 5.2.2.6.1-1C and Table 5.2.2.6.1-1D show the fields and the corresponding bit widths for the channel quality
information feedback for wideband reports for PDSCH transmissions associated with transmission mode 9/10
configured with PMI/RI reporting with 8/12/16 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS A’.

Table 5.2.2.6.2-1E shows the fields and corresponding bit widths for the channel quality information feedback for
wideband reports for PDSCH transmissions associated with transmission mode 9/10 configured with PMI/RI reporting
with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
higher layer parameter alternativeCodebookEnabledCLASSB_KI1=TRUE configured.

For Table 5.2.2.6.1-1, Table 5.2.2.6.1-1A, Table 5.2.2.6.1-1B, Table 5.2.2.6.1-1C, Table 5.2.2.6.1-D and Table
5.2.2.6.1-1E, N is defined in section 7.2 of [3]. For Table 5.2.2.6.1-1C and Table 5.2.2.6.1-D, the codebook

configuration (N »N,,0, 02) is defined in [3], and CodebookConfig is configured by higher layers [6]. The

parameters (Sl R Sz ) in rank 3 and 4 are defined as (Sl , S2 ) = (l, 1) for CodebookConfig=1, (Sl , 52 )= [021 R 0;)

% 0
for CodebookConfig=2, (S, S, )= [01 ;J for CodebookConfig=3, (S,,S, )= (01 ;j for
CodebookConfig=4. The parameters (S 1S, ) in rank 5 to 8 are defined as (S 159, ) = (1, 1) for CodebookConfig=1,

O, O
(S,,8,)= (4‘ , 42j for CodebookConfig=2/3/4.
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Table 5.2.2.6.1-1: Fields for channel quality information feedback for wideband CQl reports
(transmission mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting
except with alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 9 configured with
PMI/RI reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
transmission mode 10 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with PMI/RI
reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4
antenna ports with K>1, and K=1 except with alternativeCodebookEnabledCLASSB_K1=TRUE,
except with alternativeCodeBookEnabledFor4TX-r12=TRUE).

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank>1
Wideband CQIl codeword 0 4 4 4 4
Wideband CQIl codeword 1 0 4 0 4
Precoding matrix indicator 2N N 4N 4N

Table 5.2.2.6.1-1A: Fields for channel quality information feedback for wideband CQl reports
(transmission mode 9 configured with PMI/RI reporting with 8 antenna ports, transmission mode 10
configured with PMI/RI reporting with 8 antenna ports, and transmission mode 9/10 configured with

PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 8
antenna ports with K>1, and K=1 except with alternativeCodebookEnabledCLASSB_K1=TRUE).

Field Bit width
Rank =1 Rank = 2 Rank = 3 Rank = 4
Wideband CQI codeword 0 4 4 4 4
Wideband CQI codeword 1 0 4 4 4
Wideband first PMI i1 4 4 2 2
Subband second PMI i2 4N AN AN 3N
Field Bit width
Rank =5 Rank = 6 Rank =7 Rank = 8
Wideband CQI codeword 0 4 4 4 4
Wideband CQI codeword 1 4 4 4 4
Wideband first PMI i1 2 2 2 0
Subband second PMI i2 0 0 0 0

Table 5.2.2.6.1-1B: Fields for channel quality information feedback for wideband CQlI reports with 4
antenna ports (transmission mode 8, transmission mode 9 and transmission mode 10 configured
with PMI/RI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-r12=TRUE, and
transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with 4 antenna ports with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE, with alternativeCodeBookEnabledFor4TX-

r12=TRUE)
Field Bit width
Rank =1 Rank = 2 Rank = 3 Rank = 4
Wideband CQI codeword 0 4 4 4 4
Wideband CQIl codeword 1 0 4 4 4
Wideband first PMI i1 4 4 0 0
Subband second PMI i2 4N 4N 4N 4N
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Table 5.2.2.6.1-1C: Fields for channel quality information feedback for wideband CQlI reports

(transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type,

and eMIMO-Type is set to ‘CLASS A’ with codebook configuration (v, N,,0,0) and
CodebookConfig=1)

Field Bit width
Rank =1 Rank =2 Rank =3 Rank =4
Wideband
cal 4 4 4 4
codeword 0
Wideband
cal 0 4 4 4
codeword 1
Wideband N,O 7-N. NO 7-N.
first PMI i1 ’1 (10g2 (NIOI )—‘ ’Vlogz (NIOI )—‘ ’710g2{ ‘;'1 ! j—‘*’t 3 . IVlng (#j—‘ +L 3 .
ﬁygf‘f,\tﬂ’fmz ﬁogz (N202 )—| ﬂng (N202 )—| l—l()gz (NZOZ )—| flogz (NZO )—|
Subband
second PMI 2N 2N N N
i2
Field Bit width
Rank =5 Rank = 6 Rank =7 Rank =8
Wideband
cal 4 4 4 4
codeword 0
Wideband
cal 4 4 4 4
codeword 1
Wideband
firstl PeM?in1,1 [log2 (N]O1 /S, ﬂ [log2 (NIO1 /S, )—| |'10g2 (NIO1 /S, )—| [log2 (N101 /S, )1
Wideband
fiI’StI PeM??1,2 (logz(NzO2 /SZ)—| (logz(NzO2 /S, )—l [10g2 (NZO2 /S, )—| (logz(NzO2 /S, )—|
Subband
second PMI 0 0 0 0
i2

Table 5.2.2.6.1-1D: Fields for channel quality information feedback for wideband CQl reports

(transmission mode 9/10 configured with higher layer parameter eMIMO-Type, and eMIMO-Type is set

to ‘CLASS A’ with codebook configuration (N, N,,0,0,) and CodebookConfig=2/3/4)

Field Bit width
Rank =1 Rank = 2 Rank = 3 Rank = 4
Wideband
cal 4 4 4 4
codeword 0
Wideband
cal 0 4 4 4
codeword 1
Wideband N,O 7-N N,O 7-N
first PMI [log,(N,0, /2)] [log,(N,0,/2)] log,| —+ +L 2 log,| —+ +L ZJ
i1,1 Y 3 Y 3
Wideband NO NO
first PMI [log, (N,0, /2)] [log,(N,0, /2)] log, [ o j log, ( -
i1,2 S, S,
Subband
second PMI 4N 4N 4N 3N
i2
Field Bit width
Rank =5 | Rank = 6 | Rank =7 Rank= 8
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Wideband
caQl 4 4 4 4
codeword 0
Wideband
cal 4 4 4 4
codeword 1
Wideband
firslz IjMI [log, (N,O,/8,)] |[log,(NO,/S,)] [log,(N,0,/S,)] [log,(N,0,/S,)]

1,
Wideband
firslz IZMI [log,(N,0,/S,)] |[log,(N,0,/8S,)] [log, (N,0,/S,)] [log, (N,0,/8S,)]

1,
Subband
second PMI 0 0 0 0
i2

Table 5.2.2.6.1-1E: Fields for channel quality information feedback for wideband CQlI reports
(transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports with K=1 with
alternativeCodebookEnabledCLASSB_K1=TRUE)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank =2 | Rank =3 | Rank =4
Wideband CQI codeword 0 4 4 4 4 4 4
Wideband CQIl codeword 1 0 4 0 4 4 4
Precoding matrix indicator 2N N 3N 3N 2N N
Field Bit width
8 antenna ports
Rank=1 | Rank=2 | Rank =3 | Rank =4 Rank =5~8
Wideband CQIl codeword 0 4 4 4 4 4
Wideband CQI codeword 1 0 4 0 4 4
Precoding matrix indicator 4N 4N 4N 3N 0

Table 5.2.2.6.1-2 shows the fields and the corresponding bit width for the rank indication feedback for wideband CQI
reports for PDSCH transmissions associated with transmission mode 4, transmission mode 8 configured with PMI/RI
reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports, transmission mode 10
configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 9/10 configured with PMI/RI
reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’, and
transmission mode 9/10 configured with PMI/RI reporting with 8/12/16 antenna ports and higher layer parameter
eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’.

Table 5.2.2.6.1-2A shows the fields and the corresponding bit width for the joint CRI and RI feedback for wideband
CQI reports for PDSCH transmissions associated with transmission mode 9/10 configured with PMI/RI reporting and
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1.
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Table 5.2.2.6.1-2: Fields for rank indication feedback for wideband CQlI reports
(transmission mode 4, transmission mode 8 configured with PMI/RI reporting, transmission mode 9
configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10 configured with
PMI/RI reporting with 2/4/8 antenna ports, transmission mode 9/10 configured with PMI/RI reporting
with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS

B’, and transmission mode 9/10 configured with PMI/RI reporting with 8/12/16 antenna ports and
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’).

Bit width
. 4 antenna ports 8/12/16 antenna ports
AL 2 anotftr;na Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
P layers layers layers layers layers
Rank 1 2 3
L 1 1 2
indication

Table 5.2.2.6.1-2A: Fields for joint CRI and RI feedback for wideband CQl reports

(transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with K>1).

Bit width
. 4 antenna ports 8 antenna ports
Field g apn;:tr;na Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
layers layers layers layers layers
CRI |710g2 (K)—| |710g2 (K)—| |710g2 (K)—| |710g2 (K)—‘ |710g2 (K)—| ﬂogz (K)—‘
Rank 1 1 5 1 2 3
indication

The channel quality bits in Table 5.2.2.6.1-1, Table 5.2.2.6.1-1A, Table 5.2.2.6.1-1B, Table 5.2.2.6.1-1C, Table
5.2.2.6.1-1D, Table 5.2.2.6.1-1E, and 5.2.2.6.1-2A form the bit sequence 0,0, 0,,...,04_; With o, corresponding to
the first bit of the first field in the table, o, corresponding to the second bit of the first field in the table, and o, _,
corresponding to the last bit in the last field in the table. The field of PMI shall be in the increasing order of the subband

index [3]. The first bit of each field corresponds to MSB and the last bit LSB. The RI bits sequence in Table 5.2.2.6.1-2
and Table 5.2.2.6.1-2A are encoded according to section 5.2.2.6.

For transmission mode 9/10 configured with Class B CSI reporting and K>1, the number of antenna port in Table
5.2.2.6.1-2 A refers to the maximum number of antenna ports of K CSI-RS resources configured for the CSI-process for
the UE.

5.2.2.6.2 Channel quality information formats for higher layer configured subband CQl
reports

Table 5.2.2.6.2-1 shows the fields and the corresponding bit width for the channel quality information feedback for
higher layer configured report for PDSCH transmissions associated with transmission mode 1, transmission mode 2,
transmission mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting, transmission
mode 9 configured without PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured
without PMI/RI reporting or configured with 1 antenna port. N in Table 5.2.2.6.2-1 is defined in section 7.2 of [3].

Table 5.2.2.6.2-1A shows the fields and the corresponding bit width for the channel quality information feedback for
higher layer configured report for PDSCH transmissions associated with transmission mode 9/10 configured without
PMI reporting and higher layer parameter e MIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna
ports.
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Table 5.2.2.6.2-1: Fields for channel quality information feedback for higher layer configured subband
CQl reports (transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port)

Field Bit width
Wide-band CQI codeword 4
Subband differential CQl 2N

Table 5.2.2.6.2-1A Fields for channel quality information feedback for higher layer configured
subband CQI reports (transmission mode 9/10 configured without PMI reporting and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports)

Field Bit width
Rank=1 | Rank > 1
Wide-band CQI codeword 0 4 4
Subband differential CQl codeword 0 2N 2N
Wide-band CQI codeword 1 0 4
Subband differential CQl codeword 1 0 2N

Table 5.2.2.6.2-2, Table 5.2.2.6.2-2A and Table 5.2.2.6.2-2B show the fields and the corresponding bit widths for the
channel quality information feedback for higher layer configured report for PDSCH transmissions associated with
transmission mode 4, transmission mode 5, transmission mode 6, transmission mode 8 configured with PMI/RI
reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports, transmission mode 10
configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 9/10 configured with PMI/RI
reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’
with K>1, and K=1 except with alternativeCodebookEnabledCLASSB_KI1=TRUE. The number of configured CSI-RS
resources in a CSI process K is defined in [3] and alternativeCodebookEnabled CLASSB K1 is configured by higher
layers [6].

Table 5.2.2.6.2-2B-1 and Table 5.2.2.6.2-2B-2 show the fields and the corresponding bit widths for the channel quality
information feedback for higher layer configured report for PDSCH transmissions associated with transmission mode
9/10 configured with PMI/RI reporting with 8/12/16 antenna ports and higher layer parameter eMIMO-Type, and
eMIMO-Type is set to ‘CLASS A’.

Table5.2.2.6.2-2B-3 shows the fields and the corresponding bit widths for the channel quality information feedback for
higher layer configured report for PDSCH transmissions associated with transmission mode 9/10 configured with
PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_KI1=TRUE.

For Table 5.2.2.6.2-2, Table 5.2.2.6.2-2A, Table 5.2.2.6.2-2B, Table 5.2.2.6.2-2B-1, Table 5.2.2.6.2-2B-2 and Table
5.2.2.6.2-2B-3, N is defined in section 7.2 of [3]. For Table 5.2.2.6.2-2B-1 and Table 5.2.2.6.2-2B-2, the codebook

configuration (N »N,,0,, 02) is defined in [3], and CodebookConfig is configured by higher layers [6]. The

parameters (Sl R S2 ) in rank 3 and 4 are defined as (Sl R S2 ) = (1, 1) for CodebookConfig=1, (S1 , 52 ) = (021 , OZZJ

% 0
for CodebookConfig=2. (S, S, )= (01 ;j for CodebookConfig=3, (S,,S,)= [01 ;j for
CodebookConfig=4. The parameters (S 1S, ) in rank 5 to 8 are defined as (S 1S, ) = (1, 1) for CodebookConfig=1,

O, O
(S,,S,)= [41 , ;j for CodebookConfig=2/3/4.
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Table 5.2.2.6.2-2: Fields for channel quality information feedback for higher layer configured subband
CQl reports (transmission mode 4, transmission mode 5, transmission mode 6, transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
transmission mode 9 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 10 configured with PMI/RI
reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and
transmission mode 9/10 configured with PMI/RI reporting with 2/4 antenna ports and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE, except with alternativeCodeBookEnabledFor4TX-

r12=TRUE)
Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1

Wide-band CQI codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N

Wide-band CQI codeword 1 0 4 0 4
Subband differential CQl codeword 1 0 2N 0 2N

Precoding matrix indicator 2 1 4 4

Table 5.2.2.6.2-2A: Fields for channel quality information feedback for higher layer configured
subband CQl reports (transmission mode 9 configured with PMI/RI reporting with 8 antenna ports,
transmission mode 10 configured with PMI/RI reporting with 8 antenna ports, and transmission mode
9/10 configured with PMI/RI reporting with 8 antenna ports and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE).

Field Bitwidth
Rank=1 | Rank=2 | Rank=3 | Rank =4
Wideband CQI codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N
Wideband CQIl codeword 1 0 4 4 4
Subband differential CQI codeword 1 0 2N 2N 2N
Wideband first PMI i1 4 4 2 2
Wideband second PMI i2 4 4 4 3
Field Bitwidth
Rank=5 | Rank=6 | Rank=7 | Rank =8
Wideband CQIl codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N
Wideband CQIl codeword 1 4 4 4 4
Subband differential CQl codeword 1 2N 2N 2N 2N
Wideband first PMI i1 2 2 2 0
Wideband second PMI i2 0 0 0 0

Table 5.2.2.6.2-2B: Fields for channel quality information feedback for higher layer configured
subband CQI reports with 4 antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI
reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission
mode 9/10 configured with PMI/RI reporting with 4 antenna ports and higher layer parameter eMIMO-
Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE, with alternativeCodeBookEnabledFor4TX-
r12=TRUE)

Bitwidth
Rank=1 | Rank=2 | Rank=3 | Rank =4

Field
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Wideband CQIl codeword 0 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N
Wideband CQIl codeword 1 0 4 4 4
Subband differential CQI codeword 1 0 2N 2N 2N
Wideband first PMI i1 4 4 0 0
Wideband second PMI i2 4 4 4 4

Table 5.2.2.6.2-2B-1: Fields for channel quality information feedback for higher layer configured
subband CQI reports (transmission mode 9/10 configured with higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS A’ with codebook configuration (v, N,,0,0) and

CodebookConfig=1)

Field

Bit width

Rank =1

Rank = 2

Rank =3

Rank =4

Wideband
caQl
codeword
0

Subband
differential
caQl
codeword
0

2N

2N

2N

2N

Wideband
caQl
codeword
1

Subband
differential
caQl
codeword
1

2N

2N

2N

Wideband
first PMI
i1,1

ﬁogz (N 10 ﬂ

hng (N 10, ﬂ

{ (N]O]ﬂ V—Nz
log,| — | [+
s, 3

)

SRR

Wideband
first PMI
i1,2

(1082 (N 20, ﬂ

(1082 (N 20, )—‘

|_log2 (N,0,/8, )—|

(log2 (N,0,18, )—|

Wideband
second
PMI i2

Field

Bit width

Rank =5

Rank =6

Rank =7

Rank =8
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Subband
differential
cal
codeword
0

2N

2N

2N

2N

Wideband
cal
codeword
1

Subband
differential
cal
codeword
1

2N

2N

2N

2N

Wideband
first PMI
i1,1

[1082 (N101 /S, )—|

ﬁng (N101 /S, )—l

|_10g2 (N101 /Sl)—|

I_Ing (N101 /S, )—|

Wideband
first PMI
i1,2

|_10g2 (NZO2 /8, )-l

|_log2 (N202 /Sz)_|

I_log2 (N202 /S, )—|

|_10g2(N202 /Sz)—|

Wideband
second
PMI i2

Table 5.2.2.6.2-2B-2: Fields for channel quality information feedback for higher layer configured

subband CQI reports (transmission mode 9/10 configured with higher layer parameter eMIMO-Type,

and eMIMO-Type is set to ‘CLASS A’ with codebook configuration (N, N,,0,0,) and
CodebookConfig=2/3/4)

Field

Bit width

Rank =1

Rank =2

Rank =3

Rank =4

Wideband
CQl codeword
0

4

4

Subband
differential
CQl codeword
0

2N

2N

2N

2N

Wideband
CQlI codeword
1

Subband
differential
CQl codeword
1

2N

Wideband first
PMIi1,1

(Ing (N 10, )—I

(Ing (NIOI )—I

Wideband first N.O
PMIi1,2 [1og(N;0,)] [log, (N0, )] (bgz [ ;2 2 J—‘
Wideband
second PMI i2 2 2 4 3
i Bit width
re Rank =5 ‘ Rank = 6 | Rank =7 Rank =8
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Wideband
CQl codeword 4 4 4 4
0

Subband
differential
CQl codeword
0

2N 2N 2N

2N

Wideband
CQlI codeword 4 4 4 4
1

Subband
differential
CQlI codeword
1

2N 2N 2N 2N

Wideband first

PMI 1.1 [log, (N,0,/S8,)] |[log,(NO,/S,)] [log, (N,0,/S,)] [log, (N,0,/S,)]

Wideband first

PMI 1.2 [log,(N,0,/8,)] |[log, (N,0,/8,)]| [log,(N,0,/S,)] [log, (N,0,/8S,)]

Wideband

second PMI i2 0 0 0 0

Table 5.2.2.6.2-2B-3: Fields for channel quality information feedback for higher layer configured
subband CQI reports (transmission mode 9/10 configured with higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports with K=1 and
alternativeCodebookEnabledCLASSB_K1=TRUE)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank =1 | Rank =2 | Rank =3 | Rank =4
Wideband CQI codeword 0 4 4 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N 2N 2N
Wideband CQI codeword 1 0 4 0 4 4 4
Subband differential CQl codeword 1 0 2N 0 2N 2N 2N
Precoding matrix indicator 2 1 3 3 2 1
Field Bit width
8 antenna ports
Rank=1 | Rank=2 | Rank =3 | Rank =4 | Rank =5 to Rank = 8
Wideband CQI codeword 0 4 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N 2N
Wideband CQI codeword 1 0 4 4 4 4
Subband differential CQI codeword 1 0 2N 2N 2N 2N
Precoding matrix indicator 4 4 4 3 0

Table 5.2.2.6.2-2C, Table 5.2.2.6.2-2D and Table 5.2.2.6.2-2E show the fields and the corresponding bit widths for the
channel quality information feedback for higher layer configured report for PDSCH transmissions associated with
transmission mode 4, transmission mode 6, transmission mode 8 configured with subband PMI/RI reporting,
transmission mode 9 configured with subband PMI/RI reporting with 2/4/8 antenna ports, transmission mode 10
configured with subband PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 9/10 configured with
subband PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K>1 and K=1 except with alternativeCodebookEnabledCLASSB_KI1=TRUE. The number of
configured CSI-RS resources in a CSI process K is defined in [3] and alternativeCodebookEnabledCLASSB K1 is
configured by higher layers [6].

Table 5.2.2.6.2-2E-1 and Table 5.2.2.6.2-2E-2 show the fields and the corresponding bit widths for the channel quality
information feedback for higher layer configured report for PDSCH transmissions associated with transmission mode
9/10 configured with subband PMI/RI reporting with 8/12/16 antenna ports and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS A’.

Table5.2.2.6.2-2E-3 shows the fields and the corresponding bit widths for the channel quality information feedback for
higher layer configured report for PDSCH transmissions associated with transmission mode 9/10 configured with
subband PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_KI1=TRUE.
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For Table 5.2.2.6.2-2C, Table 5.2.2.6.2-2D, Table 5.2.2.6.2-2E, Table 5.2.2.6.2-2E-1, Table 5.2.2.6.2-2E-2 and Table
5.2.2.6.2-2E-3, N is defined in section 7.2 of [3]. For 5.2.2.6.2-2E-1 and Table 5.2.2.6.2-2E-2, the codebook

configuration (N »N,,0,, 02) is defined in [3], and CodebookConfig is configured by higher layers [6]. The

parameters (S1 8, ) in rank 3 and 4 are defined as (Sl S, )= (1, 1) for CodebookConfig=1, (Sl S, ) = [21 R 0;}

for CodebookConfig=2, (Sl .S, ) = (01 ) Ozzj for CodebookConfig=3, (Sl »S) ) = (01 > 042j for

CodebookConfig=4. The parameters (S S, ) in rank 5 to 8 are defined as (S S, )= (l, l) for CodebookConfig=1,

O, O
(S,,8,)= (41 , 42j for CodebookConfig=2/3/4.

Table 5.2.2.6.2-2C: Fields for channel quality information feedback for higher layer configured
subband CQIl and subband PMI reports
(transmission mode 4 and transmission mode 6 configured with subband PMI reporting,
transmission mode 8 configured with subband PMI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 9 and transmission 10

configured with subband PMI reporting with 2/4 antenna ports except with

alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with

subband PMI/RI reporting with 2/4 antenna ports and higher layer parameter eMIMO-Type, and

eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE, except with alternativeCodeBookEnabledFor4TX-

r12=TRUE).
Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank=2 | Rank=3 | Rank =4

Wide-band CQI codeword 0 4 4 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N 2N 2N

Wide-band CQI codeword 1 0 4 0 4 4 4
Subband differential CQI codeword 1 0 2N 0 2N 2N 2N
Subband precoding matrix indicator 2N N 4N 4N AN 4N

Table 5.2.2.6.2-2D: Fields for channel quality information feedback for higher layer configured
subband CQIl and subband PMI reports with 8 antenna ports (transmission mode 9 configured with
subband PMI reporting, transmission mode 10 configured with subband PMI reporting, and
transmission mode 9/10 configured with subband PMI/RI reporting and higher layer parameter
eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE)

Bitwidth

Field Rank =1 | Rank =2 | Rank = 3 | Rank = 4
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Wideband CQIl codeword 0 4 4 4 4
Subband differential CQl codeword 0 2N 2N 2N 2N
Wideband CQIl codeword 1 0 4 4 4
Subband differential CQl codeword 1 0 2N 2N 2N
Wideband first PMI i1 4 4 2 2
Subband second PMI i2 4N 4N 4N 3N
Field Bitwidth
Rank=5 | Rank=6 | Rank=7 | Rank =8
Wideband CQIl codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N
Wideband CQIl codeword 1 4 4 4 4
Subband differential CQIl codeword 1 2N 2N 2N 2N
Wideband first PMI i1 2 2 2 0
Subband second PMI i2 0 0 0 0

Table 5.2.2.6.2-2E: Fields for channel quality information feedback for higher layer configured
subband CQIl and subband PMI reports with 4 antenna ports (transmission modes 8, 9 and 10
configured with subband PMI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-
r12=TRUE, transmission mode 9/10 configured with subband PMI/RI reporting with 2/4 antenna ports
and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 with
except with alternativeCodebookEnabledCLASSB_K1=TRUE, with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Field Bitwidth
Rank=1 | Rank=2 | Rank =3 | Rank =4

Wideband CQI codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N

Wideband CQI codeword 1 0 4 4 4
Subband differential CQl codeword 1 0 2N 2N 2N

Wideband first PMI i1 4 4 0 0
Subband second PMI i2 4N 4N 4N 4N

Table 5.2.2.6.2-2E-1: Fields for channel quality information feedback for higher layer configured
subband CQI reports and subband PMI reports (transmission mode 9/10 configured with higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’ with codebook configuration
(N, N,,0,0,) and CodebookConfig=1)

Bitwidth

Rank =1

Field [ Rank=2 | Rank = 3 Rank = 4
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Subband
differential CQl
codeword 0

2N

2N

2N

2N

Wideband CQl
codeword 1

Subband
differential CQl
codeword 1

2N

2N

2N

Wideband first

ﬁogz (N 10, )—|

|_10g2 (N 10, ﬂ

log. NO )|, V -N,
S, 3

|

B

PMIi1,1
Wideband first
PMI 1,2 |710g2(N202 ﬂ |Vlog2(N202)—| (logz (NZOZ )—I [10g2 (N202 )—‘
Subband
second PMI i2 IN 2N N N
Field Bitwidth
! Rank = 5 Rank = 6 Rank = 7 Rank = 8
Wideband CQl
codeword 0 4 4 4 4
Subband
differential CQl 2N 2N 2N 2N
codeword 0
Wideband CQl
codeword 1 4 4 4 4
Subband
differential CQl 2N 2N 2N 2N
codeword 1
Wideband first
! F?Mlaliq’l 1 Irs |—10g2 (NIO1 /Sl)—| |—10g2 (NIO1 /Sl)—| |710g2 (N]O1 /S, )_l l_log2 (NIO1 /S, )—|
Wideband first
! PeMIa?’I ,2“'3 |'logZ (NZO2 /8, ﬂ flogZ (NZO2 /S, ﬂ (log2 (NZO2 /8, )—| |'10gZ (NZO2 /8, ﬂ
Subband
second PMI i2 0 0 0 0

Table 5.2.2.6.2-2E-2: Fields for channel quality information feedback for higher layer configured
subband CQl reports and subband PMI reports (transmission mode 9/10 configured with higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’ with codebook configuration
(N, N,,0,0,) and CodebookConfig=2/3/4)

Field

Bitwidth

Rank =1

| Rank = 2

Rank =3

Rank =4
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Wideband
caQl
codeword
0
Subband
differential

caQl 2N 2N 2N 2N
codeword
0
Wideband
caQl
codeword
1
Subband
differential
caQl 0 2N 2N 2N
codeword
1

TrsePm | Tlom(0,/2)] | [loga(M,01/2] ’}ogz (Mﬂ n L LE J Pogz [%—ﬂ] {7 e J

i1,1

Wideband

firstPMI | [log,(N,0,/2)] | [log,(N,0,/2)] Logz [sz ﬂ

i1,2

Subband
second 4N AN 4N 3N
PMI i2

Bitwidth
Rank =5 Rank = 6 Rank =7 Rank =8

Field

Wideband
caQl
codeword
0
Subband
differential

caQl 2N 2N 2N 2N
codeword
0
Wideband
cal
codeword
1
Subband
differential
caQl 2N 2N 2N 2N
codeword
1
Wideband
firs_z F1>MI (log2 (N0, /85, )—| |'10g2 (N0, /Sl)—| (log2 (N0, /Sl)—| |'10g2 (N0, /Sl)—|
1,
Wideband
firslg F2>MI [log, (N,0,/8S,)] |[log,(N,0,/S,)]| [log,(N,0,/S,)] [log, (N,0,/8S,)]
1,
Subband
second 0 0 0 0
PMI i2
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Table 5.2.2.6.2-2E-3: Fields for channel quality information feedback for higher layer configured
subband CQl reports and subband PMI reports (transmission mode 9/10 configured and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports with K=1 and
alternativeCodebookEnabledCLASSB_K1=TRUE)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank=2 | Rank =3 | Rank =4
Wideband CQI codeword 0 4 4 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N 2N 2N
Wideband CQI codeword 1 0 4 0 4 4 4
Subband differential CQIl codeword 1 0 2N 2N 2N 2N 2N
Precoding matrix indicator 2N N 3N 3N 2N N
Field Bit width

8 antenna ports
Rank=1 | Rank=2 | Rank =3 | Rank =4 | Rank = 5 to Rank = 8

Wideband CQI codeword 0 4 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N 2N

Wideband CQl codeword 1 0 4 4 4 4
Subband differential CQl codeword 1 0 2N 2N 2N 2N

Precoding matrix indicator 4N 4N 4N 3N 0

Table 5.2.2.6.2-3 shows the fields and the corresponding bit width for the rank indication feedback for higher layer
configured subband CQI reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4,
transmission mode 8 configured with PMI/RI reporting, transmission mode 9 configured with PMI/RI reporting with
2/4/8 antenna ports, transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission
mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter e MIMO-Type, and
eMIMO-Type is set to ‘CLASS B’ with K=1, transmission mode 9/10 configured with PMI/RI reporting with 8/12/16
antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’, and transmission mode
9/10 configured without PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’
with K=1 with 2/4/8 antenna ports.

Table 5.2.2.6.2-3A shows the fields and the corresponding bit width for the CSI-RS resource indication feedback for
higher layer configured subband CQI reports for PDSCH transmissions associated with transmission mode 9/10
configured with 1 antenna port for each CSI-RS resource and higher layer parameter eMIMO-Type, and eMIMO-Type is
set to ‘CLASS B’ with K>1.

Table 5.2.2.6.2-3B shows the fields and the corresponding bit width for the joint CRI and RI feedback for higher layer
configured subband CQI reports for PDSCH transmissions associated with transmission mode 9/10 configured without
PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and
transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type
is set to ‘CLASS B’ with K>1 and 2/4/8 antenna ports.
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Table 5.2.2.6.2-3: Fields for rank indication feedback for higher layer configured subband CQl reports
(transmission mode 3, transmission mode 4, transmission mode 8 configured with PMI/RI reporting,
transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports, transmission mode

10 configured with PMI/RI reporting with 2/4/8 antenna ports, transmission mode 9/10 configured with
PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type
is set to ‘CLASS B’ with K=1, transmission mode 9/10 configured with PMI/RI reporting with 8/12/16

antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’, and
transmission mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with K=1 with 2/4/8 antenna ports).

Bit width
. 4 antenna ports 8/12/16 antenna ports
Field 2 antenna Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
P layers layers layers layers layers
Rank 1 2 3
L 1 1 2
indication

Table 5.2.2.6.2-3A: Fields for CRI feedback for higher layer configured subband CQl reports
(transmission mode 9/10 configured with 1 antenna port for each CSI-RS resource and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1).

Field Bit width
K=2 K=3andK=4 | K=5toK=8
CRI 1 2 3

Table 5.2.2.6.2-3B: Fields for joint CRI and Rl feedback for higher layer configured subband CQl
reports (transmission mode 9/10 configured without PMI reporting and higher layer parameter
eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and transmission mode 9/10 configured
with PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’
with K>1 and 2/4/8 antenna ports).

Bit width
. 4 antenna ports 8 antenna ports
Field 2 ap";ft’;"a Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
layers layers layers layers layers
CRI |710g2 (K )—| |710g2 (K )—| |710g2 (K )—| |Vlog2 (K )—| ﬂogz (K )—| |710g2 (K)—|
Rank 1 1 9 1 2 3
indication

The channel quality bits in Table 5.2.2.6.2-1, Table 5.2.2.6.2-2, Table 5.2.2.6.2-2A, Table 5.2.2.6.2-2B, Table 5.2.2.6.2-
2C, Table 5.2.2.6.2-2D, Table 5.2.2.6.2-2E, Table 5.2.2.6.2-2B-1, Table 5.2.2.6.2-2B-2, Table 5.2.2.6.2-2B-3, Table
5.2.2.6.2-2E-1, Table 5.2.2.6.2-2E-2, Table 5.2.2.6.2-2E-3, and Table 5.2.2.6.2-3B form the bit sequence
00,01,0,,...,00_; With o, corresponding to the first bit of the first field in each of the tables, o; corresponding to the

second bit of the first field in each of the tables, and o,_; corresponding to the last bit in the last field in each of the

tables. The field of the PMI and subband differential CQI shall be in the increasing order of the subband index [3]. The
first bit of each field corresponds to MSB and the last bit LSB. The RI bits sequence in Table 5.2.2.6.2-3, 5.2.2.6.2-3B
and the CRI sequence in Table 5.2.2.6.2-3A are encoded according to section 5.2.2.6.

For transmission mode 9/10 configured with Class B CSI reporting and K>1, the number of antenna port in Table
5.2.2.6.2-3B refers to the maximum number of antenna ports of K CSI-RS resources configured for the CSI-process for
the UE.

5.2.2.6.3 Channel quality information formats for UE selected subband CQlI reports

Table 5.2.2.6.3-1 shows the fields and the corresponding bit widths for the channel quality information feedback for UE
selected subband CQI for PDSCH transmissions associated with transmission mode 1, transmission mode 2,
transmission mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting, transmission
mode 9 configured without PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured
without PMI/RI reporting or configured with 1 antenna port. L in Table 5.2.2.6.3-1 is defined in section 7.2 of [3].
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Table 5.2.2.6.3-1A shows the fields and the corresponding bit widths for the channel quality information feedback for
UE selected subband CQI for PDSCH transmissions associated with transmission mode 9/10 configured without PMI
reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports.

Table 5.2.2.6.3-1: Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port)

Field Bit width
Wide-band CQI codeword 4
Subband differential CQl 2
Position of the M selected subbands L

Table 5.2.2.6.3-1A Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-
Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports)

Field Bit width
Rank =1 | Rank >1

Wide-band CQI codeword 0
Subband differential CQl codeword 0
Wide-band CQI codeword 1
Subband differential CQI codeword 1
Position of the M selected subbands

~|o|o|d|a
SITSIENINES

Table 5.2.2.6.3-2, Table 5.2.2.6.3-2A and Table 5.2.2.6.3-2B show the fields and the corresponding bit widths for the
channel quality information feedback for UE selected subband CQI for PDSCH transmissions associated with
transmission mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting, transmission mode
9 configured with PMI/RI reporting with 2/4/8 antenna port, transmission mode 10 configured with PMI/RI reporting
with 2/4/8 antenna ports, and transmission mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1 and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE, where the number of configured CSI-RS resources in a CSI process
K is defined in [3] and alternativeCodebookEnabled CLASSB_K1 is configured by higher layers [6].

Table 5.2.2.6.3-2C and Table 5.2.2.6.3-2D show the fields and the corresponding bit widths for the channel quality
information feedback for UE selected subband CQI for PDSCH transmissions associated with transmission mode 9/10
configured with PMI/RI reporting with 8/12/16 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS A’.

Table 5.2.2.6.3-2E shows the fields and the corresponding bit widths for the channel quality information feedback for
UE selected subband CQI for PDSCH transmissions associated with transmission mode 9/10 configured with PMI/RI
reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’
with K=1 and alternativeCodebookEnabledCLASSB_KI1=TRUE.

For Table 5.2.2.6.3-2, Table 5.2.2.6.3-2A, Table 5.2.2.6.3-2B, Table 5.2.2.6.3-2C, Table 5.2.2.6.3-2D and Table
5.2.2.6.3-2E, L is defined in section 7.2 of [3]. For Table 5.2.2.6.3-2C and Table 5.2.2.6.3-2D, the codebook
configuration (N »N,,0,,0, ) is defined in [3], and CodebookConfig is configured by higher layers [6]. The

0, 0,

parameters (S1 .S, ) in rank 3 and 4 are defined as (Sl .S, )= (1, 1) for CodebookConfig=1, (S1 S, )= (2 " )

0 0
for CodebookConfig=2, (Sl .S, ) = (01 , ;j for CodebookConfig=3, (Sl S, ) = (Ol , 42J for
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CodebookConfig=4. The parameters (S S 2) in rank 5 to 8 are defined as (S AN ) = (l, 1) for CodebookConfig=1,

O, O
(S,,8,)= (41 , :J for CodebookConfig=2/3/4.

Table 5.2.2.6.3-2: Fields for channel quality information feedback for UE selected subband CQl
reports
(transmission mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting
except with alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 9 configured with
PMI/RI reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4dTX-r12=TRUE,
transmission mode 10 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with PMI/RI
reporting with 2/4 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K>1, and K=1 except with alternativeCodebookEnabledCLASSB_K1=TRUE, except
with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank>1

Wide-band CQI codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2 2 2 2
Wide-band CQl codeword 1 0 4 0 4
Subband differential CQIl codeword 1 0 2 0 2
Position of the M selected subbands L L L L
Precoding matrix indicator 4 2 8 8

Table 5.2.2.6.3-2A: Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 9 configured with PMI/RI reporting with 8 antenna ports, transmission
mode 10 configured with PMI/RI reporting with 8 antenna ports, and transmission mode 9/10
configured with PMI/RI reporting with 8 antenna ports and higher layer parameter eMIMO-Type, and
eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE).

Bit width
Field
Rank = Rank = Rank = Rank = Rank = Rank = Rank = Rank =
1 2 3 4 5 6 7 8
Wide-band CQI codeword 0 4 4 4 4 4 4 4 4
Subband differential CQl 9 5 9 9 5 9 9 9
codeword 0
Wide-band CQI codeword 1 0 4 4 4 4 4 4 4
Subband differential CQl 0 5 9 9 5 2 9 9
codeword 1
Position of the M selected L L L L L L L I
subbands
Wideband first PMI i1 4 4 2 2 2 2 2 0
Wideband second PMI i2 4 4 4 3 0 0 0 0
Subband second PMI i2 4 4 4 3 0 0 0 0
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Table 5.2.2.6.3-2B: Fields for channel quality information feedback for UE selected subband CQl
reports with 4 antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4
antenna ports and alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10
configured with PMI/RI reporting with 4 antenna ports and higher layer parameter eMIMO-Type, and
eMIMO-Type is set to ‘CLASS B’ with K>1, and K=1 except with
alternativeCodebookEnabledCLASSB_K1=TRUE, with alternativeCodeBookEnabledFor4TX-
r12=TRUE)

Bit width
Rank=1 | Rank=2 | Rank=3 | Rank =4

Field

Wide-band CQIl codeword 0
Subband differential CQIl codeword 0
Wide-band CQI codeword 1
Subband differential CQIl codeword 1
Position of the M selected subbands
Wideband first PMI i1
Wideband second PMI i2
Subband second PMI i2

INFN FN N ISy ISY [N FS
INJFN FNY IOV XY N ) S
INFNI-IIINI IR FN
INFNISIIINI NN FS

Table 5.2.2.6.3-2C: Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-
Type, and eMIMO-Type is set to ‘CLASS A’ with codebook configuration (N, N,,0,0,) and

CodebookConfig=1)

. Bit width
Field
Rank =1 Rank =2 Rank = 3 Rank = 4
Wide-band CQl
codeword 0 4 4 4 4
Subband
differential CQl 2 2 2 2
codeword 0
Wide-band CQl
codeword 1 0 4 4 4
Subband
differential CQl 0 2 2 2
codeword 1
Position of the
M selected L L L L
subbands
Wideband first N0, 7-N NO 7-N,
PMI i1,1 ’710g2(N101)—| ﬁog2(N101)—| ’71ng[ ‘;1 IJ‘I"'{ 3 ZJ ’71ng( é,l : + 3 B
Wi first
|?3e'\tz?in1d2|rs ’—Ing(Nzoz )-‘ |—10g2(N202 )-‘ |—1ng (Nzoz /Sz)-| (Ing (NzOz /Sz)—‘
Wideband
second PMI i2 2 2 ! !
Subband
second PMI i2 2 2 ! !
Field Bit width
Rank =5 | Rank =6 | Rank =7 Rank = 8
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Subband
differential CQl
codeword 0

Wide-band CQl
codeword 1

Subband
differential CQl
codeword 1

Position of the
M selected
subbands

L

L

L

L

Wideband first
PMI i1,1

l_log2 (NIO1 /Sl)—|

|_10g2 (NIO1 /S, )-l

|_log2(NlO1 /Sl)-|

|_log2 (NIO1 /S, )—|

Wideband first
PMIi1,2

|_logz(N202 /S, )-|

I_log2 (NZO2 /S, )-|

|_log2 (N202 /S, )—|

|_log2(NzO2 /Sz)—|

Wideband
second PMI i2

0

0

0

0

Subband

0

0

0

0

second PMI i2

Table 5.2.2.6.3-2D: Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-
Type, and eMIMO-Type is set to ‘CLASS A’ with codebook configuration (N, N,,0,0,) and

12472
CodebookConfig=2/3/4)

Bit width
Rank = 3

Field

Rank =1 | Rank = 2 | Rank = 4
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Subband
differential
caQl
codeword
0

Wide-
band CQl
codeword

1

Subband
differential
caQl
codeword
1

Position
of the M
selected
subbands

L

L

Wideband
first PMI
i1,1

ﬁng(N101 /2)—|

[log, (N0, /2)]

N0, 7-N,
el W | M
1

)

N0,
log [#
{ ] S,

5]

Wideband
first PMI
i1,2

Dng (N202 /2)—|

ﬁ(’gz (N202 /2)—|

flog2 (N202 /S, )—|

(logz (N202 /S, )—|

Wideband
second
PMI i2

Subband
second
PMI i2

Field

Bit width

Rank =5

Rank = 6

Rank =7

Rank = 8
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Subband
differential
cal
codeword
0

Wide-
band CQl
codeword

1

Subband
differential
cal
codeword
1

Position
of the M
selected
subbands

L

Wideband
first PMI
i1,1

flog2 (N0, /8, )—l

ﬁng (N101 /S, )—|

ﬁ(’gz (N101 /Sl)—|

[log, (N,O,/S,) ]

Wideband
first PMI
i1,2

[log2 (NZO2 /S, )—|

(10g2 (NZO2 /S, )1

flog2 (N202 /S, )—|

[log2 (NZO2 /S, )—l

Wideband
second
PMI i2

Subband
second
PMI i2

Table 5.2.2.6.3-2E: Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
alternativeCodebookEnabledCLASSB_K1=TRUE)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank =1 | Rank =2 | Rank =3 | Rank =4
Wideband CQI codeword 0 4 4 4 4 4 4
Subband differential CQl codeword 0 2 2 2 2 2 2
Wideband CQI codeword 1 0 4 0 4 4 4
Subband differential CQl codeword 1 0 2 2 2 2 2
Position of the M selected subbands L L L L L L
Wideband Precoding matrix indicator 2 1 3 3 2 1
Subband Precoding matrix indicator 2 1 3 3 2 1
Field Bit width
8 antenna ports
Rank=1 | Rank=2 | Rank =3 | Rank =4 Rank =5~8
Wideband CQI codeword 0 4 4 4 4 4
Subband differential CQl codeword 0 2 2 2 2 2
Wideband CQI codeword 1 0 4 4 4 4
Subband differential CQl codeword 1 0 2 2 2 2
Position of the M selected subbands L L L L L
Wideband Precoding matrix indicator 4 4 4 3 0
Subband Precoding matrix indicator 4 4 4 3 0

Table 5.2.2.6.3-3 shows the fields and the corresponding bit widths for the rank indication feedback for UE selected
subband CQI reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4, transmission
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mode 8 configured with PMI/RI reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna
ports, transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 9/10
configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type
is set to ‘CLASS B’ with K=1, transmission mode 9/10 configured with PMI/RI reporting with 8/12/16 antenna ports
and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’, and transmission mode 9/10
configured without PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with
K=1 with with 2/4/8 antenna ports.

Table 5.2.2.6.3-3A shows the fields and the corresponding bit widths for the CSI-RS resource indication feedback for
UE selected subband CQI reports for PDSCH transmissions associated with transmission mode 9/10 configured with 1
antenna port for each CSI-RS resource and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’
with K>1.

Table 5.2.2.6.3-3B shows the fields and the corresponding bit widths for the joint CRI and RI feedback for UE selected
subband CQI report for PDSCH transmissions associated with transmission mode 9/10 configured without PMI
reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and transmission
mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K>1 and 2/4/8 antenna ports.

Table 5.2.2.6.3-3: Fields for rank indication feedback for UE selected subband CQIl reports
(transmission mode 3, transmission mode 4, transmission mode 8 configured with PMI/RI reporting,
transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports and transmission
mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports, transmission mode 9/10
configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with K=1, transmission mode 9/10 configured with PMI/RI
reporting with 8/12/16 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set
to ‘CLASS A’, and transmission mode 9/10 configured without PMI reporting and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 with with 2/4/8 antenna ports).

Bit width
. 4 antenna ports 8/12/16 antenna ports
Field 2 a“;ft';“a Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
P layers layers layers layers layers
Rank 1 2 3
Lo 1 1 2
indication

Table 5.2.2.6.3-3A: Fields for CSI-RS resource indication feedback for UE selected subband CQl
reports (transmission mode 9/10 configured with 1 antenna port for each CSI-RS resource and higher
layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1).

Field Bit width
K=2 K=3 and K=4 K=5toK=8
CRI 1 2 3

Table 5.2.2.6.3-3B: Fields for joint CRI and Rl feedback for UE selected subband CQIl report
(transmission mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with K>1, and transmission mode 9/10 configured with PMI/RI

reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1 and
2/4/8 antenna ports).

Bit width
. 4 antenna ports 8 antenna ports
Field Z antenna Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
ports layers layers layers layers layers
CRI |710g2 (K)—| |710g2 (K)—| |710g2 (K)—| |710g2 (K)—| |710g2 (K)—| ’Vlogz (K ﬂ
Rank 1 1 2 1 2 3
indication
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The channel quality bits in Table 5.2.2.6.3-1, Table 5.2.2.6.3-2, Table 5.2.2.6.3-2A, Table 5.2.2.6.3-2B, Table 5.2.2.6.3-
2C, Table 5.2.2.6.3-2D, Table 5.2.2.6.3-2E, and Table 5.2.2.6.3-3B form the bit sequence oy, 0,,0,,...,04_; With 0,

corresponding to the first bit of the first field in each of the tables, o; corresponding to the second bit of the first field in
each of the tables, and o,_; corresponding to the last bit in the last field in each of the tables. The field of PMI shall

start with the wideband PMI followed by the PMI for the M selected subbands. The first bit of each field corresponds to
MSB and the last bit LSB. The RI bits sequence in Table 5.2.2.6.3-3, Table 5.2.2.6.3-3B, and the CRI sequence in Table
5.2.2.6.3-3A are encoded according to section 5.2.2.6.

For transmission mode 9/10 configured with Class B CSI reporting and K>1, the number of antenna port in Table
5.2.2.6.3-3B refers to the maximum number of antenna ports of K CSI-RS resources configured for the CSI-process for
the UE.

5.2.2.6.4 Channel coding for CQI/PMI information in PUSCH

The channel quality bits input to the channel coding block are denoted by 0(,0;,05,03,...,00_1 Where O is the
number of bits. The number of channel quality bits depends on the transmission format. When PUCCH-based reporting
format is used, the number of CQI/PMI bits is defined in section 5.2.3.3.1 for wideband reports and in section 5.2.3.3.2
for UE selected subbands reports. When PUSCH-based reporting format is used, the number of CQI/PMI bits is defined
in section 5.2.2.6.1 for wideband reports, in section 5.2.2.6.2 for higher layer configured subbands reports and in section
5.2.2.6.3 for UE selected subbands reports.

The channel quality information is first coded using a (32, O) block code. The code words of the (32, O) block code are
a linear combination of the 11 basis sequences denoted M; , and defined in Table 5.2.2.6.4-1.

Table 5.2.2.6.4-1: Basis sequences for (32, O) code.

w
o

i | Mio | Mis | Mi2 | Miz | Mia | Mis | Mig | Mi7z | Mis | Mis | Mi10
0 1 1 0 0 0 0 0 0 0 0 1
1 1 1 1 0 0 0 0 0 0 1 1
2 1 0 0 1 0 0 1 0 1 1 1
3 1 0 1 1 0 0 0 0 1 0 1
4 1 1 1 1 0 0 0 1 0 0 1
5 1 1 0 0 1 0 1 1 1 0 1
6 1 0 1 0 1 0 1 0 1 1 1
7 1 0 0 1 1 0 0 1 1 0 1
8 1 1 0 1 1 0 0 1 0 1 1
9 1 0 1 1 1 0 1 0 0 1 1
10| 1 0 1 0 0 1 1 1 0 1 1
11 1 1 1 0 0 1 1 0 1 0 1
12| 1 0 0 1 0 1 0 1 1 1 1
131 1 1 0 1 0 1 0 1 0 1 1
14| 1 0 0 0 1 1 0 1 0 0 1
15| 1 1 0 0 1 1 1 1 0 1 1
16| 1 1 1 0 1 1 1 0 0 1 0
17| 1 0 0 1 1 1 0 0 1 0 0
18| 1 1 0 1 1 1 1 1 0 0 0
19| 1 0 0 0 0 1 1 0 0 0 0
20| 1 0 1 0 0 0 1 0 0 0 1
21 1 1 0 1 0 0 0 0 0 1 1
22| 1 0 0 0 1 0 0 1 1 0 1
23| 1 1 1 0 1 0 0 0 1 1 1
24 | 1 1 1 1 1 0 1 1 1 1 0
25| 1 1 0 0 0 1 1 1 0 0 1
26| 1 0 1 1 0 1 0 0 1 1 0
27| 1 1 1 1 0 1 0 1 1 1 0
28| 1 0 1 0 1 1 1 0 1 0 0
29| 1 0 1 1 1 1 1 1 1 0 0
1 1 1 1 1 1 1 1 1 1 1
1 0 0 0 0 0 0 0 0 0 0

w
e
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The encoded CQI/PMI block is denoted by b, b;,b,,bs,...,b5_, where B =32 and
0-1
b; = Z(on M, )mod2 wherei=0, 1,2, ..., B-1.
n=0

The output bit sequence ¢,,q,,q,,G55---»q N, Qg1 is obtained by circular repetition of the encoded CQI/PMI block as

follows

q; =b(imoda3) Wherei=0, 1,2, ..., N Qcor1, where N is the number of layers the corresponding UL-SCH

transport block is mapped onto .

5.2.2.6.5 Channel coding for more than 11 bits of HARQ-ACK information

The HARQ-ACK bits input to the channel coding block are denoted by off“® o{*K ,...,ogfg,( _, Where 11<0** <22

is the number of bits.

<o ACK _ACK _ACK CK CK CcK CK ACK
The sequences of bits oy~ ,0{ " ,0; ,...,or ACK/2-|>1 and or ACK/A,OF’ ACK/2-|+l’0"40ACK/2-|+2’“"OOACK—1 are encoded

0 0 0
as follows
[OACK /2|1
7, = z (o;‘CK M, )m0d2
n=0
and

0ACK _[OACK /2]

i- 3 (or;afgk n .M,,,,jmodz

n=0
where i =0, 1,2, ..., 31 and the basis sequences M, , are defined in Table 5.2.2.6.4-1.

The output bit sequence q(fCK ,qlACK , quCK ,...,quﬁ( _; is obtained by the concatenation and circular repetition of the bit

sequences aO:alana"-aaaB;l and 5075]7q2a”-37q31 as follows:
Seti=0
while i<[0/2]-Q,

ACK _ ~
4, = 4imod32

=i+l

end while

Seti=0

while i<(0-0/2)-Q,

ACK _=
9ro 210+ — dimod32

i=i+1

end while
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5.2.2.7 Data and control multiplexing

The control and data multiplexing is performed such that HARQ-ACK information is present on both slots and is
mapped to resources around the demodulation reference signals. In addition, the multiplexing ensures that control and
data information are mapped to different modulation symbols.

The inputs to the data and control multiplexing are the coded bits of the control information denoted by

90,91:92:93 9N, Oc -1 and the coded bits of the UL-SCH denoted by f, f1, /2, f3--» fg_i - The output of the data
and control multiplexing operation is denoted by 8°8,°8,°8 8 where H = (G + N, 'QCQI) and

H'= H/(NL -Qm) , and where g, i= 0,..., H'—1 are column vectors of length (Qm "N, ) H is the total number of
coded bits allocated for UL-SCH data and CQI/PMI information across the N; transmission layers of the transport
block.

In case where more than one UL-SCH transport block are transmitted in a subframe of an UL cell, the CQI/PMI
information is multiplexed with data only on the UL-SCH transport block with highest /y/cs value on the initial grant. In
case the two transport blocks have the same /ycs value in the corresponding initial UL grant, the CQI/PMI information

is multiplexed with data only on the first transport block. For that UL-SCH transport block or in the case of single
transport block transmission, and assuming that N; is the number of layers onto which the UL-SCH transport block is

mapped, the control information and the data shall be multiplexed as follows:
Seti,j, kto 0

while j< N, Ocor == first place the control information

g, =4 45,0, I
J=J+N. -0,
k=k+1

end while

while i < G -- then place the data
T
g, =l tig,n, 1]
i=i+Q, N,
k=k+1

end while

5228 Channel interleaver

The channel interleaver described in this section in conjunction with the resource element mapping for PUSCH in [2]
implements a time-first mapping of modulation symbols onto the transmit waveform while ensuring that the HARQ-
ACK and RI information are present on both slots in the subframe. HARQ-ACK information is mapped to resources
around the uplink demodulation reference signals while RI information is mapped to resources around those used by
HARQ-ACK.

The input to the channel interleaver are denoted by 8,828,y 8 qgl,qf[,qgl,...,qg{ | and
2021’2 -1720 721 7= =ORrr -

ACK ACK  ACK ACK
19 4, -4, RS
an UL cell, the HARQ-ACK and RI information are multiplexed with data on both UL-SCH transport blocks.

. In case where more than one UL-SCH transport block are transmitted in a subframe of

The number of modulation symbols per layer in the subframe is given by H],,, = H'+ Qp, . The output bit sequence
from the channel interleaver is derived as follows:
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1) Assign C NPUSCH (4 be the number of columns of the matrix. The columns of the matrix are numbered 0,
g mux symb
1,2,...,C,yy —1 from left to right. NTS is determined according to section 5.2.2.6.

(2) The number of rows of the matrix is R, = (H pur - O - Ny )/ Conee and we define R}, = Ry (O, - N ).

The rows of the rectangular matrix are numbered 0, 1, 2,..., R, . —1 from top to bottom.

mux

(3) If rank information is transmitted in this subframe, the vector sequence q 9 ,q 4, ,q 2 , is written onto

- q

Q
the columns indicated by Table 5.2.2.8-1, and by sets of (Qm N, L) rows starting from the last row and moving
upwards according to the following pseudo-code.

Set i, jto 0.
Setrto R, —1
while i < Op;

g = Column Set()

RI

YisCopetery i
i=i+]
Ry =1=[i/4]
j= ( j+ 3)m0d 4
end while
Where ColumnSet is given in Table 5.2.2.8-1 and indexed left to right from 0 to 3.

(4) Write the input vector sequence, for k=0, 1,..., H'~1, into the (R, xC,,,. ) matrix by sets of (Q,, - N, ) rows
starting with the vector Yo in column 0 and rows 0 to (Qm N, - 1) and skipping the matrix entries that are

already occupied:

A
XO Xl XZ XCme -1
y y Ay
7le[,\' 7C)17M.X +l 7C)’PZM.X +2 72C"ZLIX 71
M M M (0] M
y Yo Yo Ay
(R =DxCrie =R =DXCe +1 = (R =X Crpy +2 =Ry X Cryx =)

The pseudocode is as follows:
Set1, kto 0.
whilek <H',

if Y, is not assigned to RI symbols

Y =&
k=k+1
end if
i=itl
end while
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(5) If HARQ-ACK information is transmitted in this subframe, the vector sequence ngK , qlACK , q;CK yeres qS,CK .
- - - —YACK —

is written onto the columns indicated by Table 5.2.2.8-2, and by sets of (Qm N, L) rows starting from the last row

and moving upwards according to the following pseudo-code. Note that this operation overwrites some of the
channel interleaver entries obtained in step (4).

Set i, to 0.

Setrto R, -1

mux
while i < Q'ycx

Cuck = ColumnSet(j)

Y rxCptesn  Li

i=i+l

r=R... —1-|i/4]

j=(j+3)mod4
end while

Where ColumnSet is given in Table 5.2.2.8-2 and indexed left to right from 0 to 3.

(6) The output of the block interleaver is the bit sequence read out column by column from the (R,,,; X C,put )

matrix. The bits after channel interleaving are denoted by A,/ , A, ..., h, . N, 01 » Where N1 is the number

of layers the corresponding UL-SCH transport block is mapped onto.

Table 5.2.2.8-1: Column set for Insertion of rank information.

CP configuration Column Set
Normal {1,4,7,10}
Extended {0, 3, 5, 8}

Table 5.2.2.8-2: Column set for Insertion of HARQ-ACK information.

CP configuration Column Set
Normal {2,3,8,9}
Extended {1,2,6,7}

The same channel interleaver procedures for RI are applied for CRI, using CRI instead of RI in the equations.

52.3 Uplink control information on PUCCH

Data arrives to the coding unit in the form of indicators for measurement indication, scheduling request and HARQ
acknowledgement.

Three forms of channel coding are used as shown in Figure 5.2.3-1,

- one for HARQ-ACK and for combination of HARQ-ACK and periodic CSI transmitted on PUCCH format 3,
including the cases with scheduling request,

- another for the channel quality information CQI/PMI transmitted on PUCCH format 2,
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- and another for combination of CQI/PMI and HARQ-ACK transmitted on PUCCH format 2/2a/2b.

A fourth form of channel coding is used as shown in Figure 5.2.3-2, for HARQ-ACK and for combination of HARQ-
ACK and periodic CSI transmitted on PUCCH format 4 or PUCCH format 5 including the cases with scheduling
request, or for periodic CSI transmitted on PUCCH format 4 or PUCCH format 5 including the cases with scheduling

request.
Ag,ay,...,d 4 l
Channel coding
by,bysesbpy i
Figure 5.2.3-1: Processing for UCI.
Ao, Ayyees @ y_g l
CRC attachment
C(sClsesC v
Channel coding
), d",dp)y
Rate matching
€0,€],--,€p_1 l
Figure 5.2.3-2: Processing for UCI.
5.2.31 Channel coding for UCI HARQ-ACK

The HARQ-ACK bits are received from higher layers for each subframe of each cell. Each positive acknowledgement
(ACK) is encoded as a binary ‘1’ and each negative acknowledgement (NACK) is encoded as a binary ‘0’. For UEs
configured with no more than five DL cells, or for UEs configured by higher layers with codebooksizeDetermination-
r13 = 1, and for the case where PUCCH format 3, PUCCH format 4 or PUCCH format 5 [2] is configured by higher
layers and is used for transmission of the HARQ-ACK feedback information, the HARQ-ACK feedback consists of the
concatenation of HARQ-ACK bits for each of the serving cells. For UEs configured by higher layers with
codebooksizeDetermination-ri3 = 0, the HARQ-ACK feedback consists of the HARQ-ACK bits for the serving cells
depending on the Downlink Assignment Index (DAI) as in Table 5.3.3.1.1-2 and as defined in [3]. For cells configured
with transmission modes 1, 2, 5, 6 or 7 [3], i.e., single codeword transmission modes, 1 bit of HARQ-ACK information,
ay , is used for that cell. For cells configured with other transmission modes, 2 bits of HARQ-ACK information are

used for those cells, i.e., a,,a;,, with a, corresponding to HARQ-ACK bit for codeword 0 and a,,, corresponding to
that for codeword 1.

Define O*“® as the number of HARQ-ACK feedback bits and N PV{EH ™At 4 the number of HARQ-ACK

feedback bits including the possible concurrent transmission of scheduling request and/or periodic CSI when PUCCH
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format 3 is used for transmission of HARQ-ACK feedback (section 10.1 in [3]), and NFV/CH®™** ag the number of
HARQ-ACK feedback bits including the possible concurrent transmission of scheduling request and/or periodic CSI
when PUCCH format 4 is used for transmission of HARQ-ACK feedback (section 10.1 in [3]), and N /¢" ™% as the

number of HARQ-ACK feedback bits including the possible concurrent transmission of scheduling request and/or
periodic CSI when PUCCH format 5 is used for transmission of HARQ-ACK feedback (section 10.1 in [3]).

For UEs configured by higher layers with codebooksizeDetermination-r13 = 0, the bit sequence
~ACK ~ACK — ~ACK

Oy 501 5y 0pucx_ 18 determined according to the Downlink Assignment Index (DAI) as in Table 5.3.3.1.1-2 and
as defined in [3]. Otherwise, the bit sequence 50ACK , 51ACK yeens O ; %4 is determined as below.

For FDD, the sequence of bits 5OACK , 51ACK yers BOA 4CC1§,] is the result of the concatenation of HARQ-ACK bits for

different cells according to the following pseudo-code:
Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

Set j = 0 — HARQ-ACK bit index

Set N2L  to the number of cells configured by higher layers for the UE

cells

D.

while c < N2%

if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

0% = HARQ-ACK bit of this cell

j=i+1
else

if the UE is not configured with spatial bundling on PUCCH by higher layers 5]-ACK = HARQ-ACK bit

corresponding to the first codeword of this cell
j=i+1

0 ]-ACK = HARQ-ACK bit corresponding to the second codeword of this cell

j=i+l
else

8/1(4)CK = binary AND operation of the HARQ-ACK bits corresponding to the first and second codewords of this

cell
j=i+l
end if
end if
c=c+1
end while

For the aggregation of more than one DL cell including a primary cell using FDD and at least one secondary cell using

TDD, the sequence of bits 50ACK 5 51ACK yeees O 51 ﬁffl is the result of the concatenation of HARQ-ACK bits for different

cells. Define N 2% as the number of cells configured by higher layers for the UE and BCDL as the number of subframes

cei
for which the UE needs to feed back HARQ-ACK bits in UL subframe n for the c-th serving cell. For a cell using TDD,
the subframes are determined by the DL-reference UL/DL configuration if the UE is configured with higher layer
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parameter eimta-HARQ-ReferenceConfig, and determined by the UL/DL configuration otherwise. For a cell using TDD,
BCDL =1 if subframe n-4 in the cell is a DL subframe or a special subframe with special subframe configurations
1/2/3/4/6/7/8/9 and normal downlink CP or a special subframe with special subframe configurations 1/2/3/5/6/7 and
extended downlink CP, and BL,DL =0 otherwise. For a cell using FDD, BCDL =1.

CK ~ACK ~ACK

The sequence of bits 50A 01 50 uck 18 performed according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 — HARQ-ACK bit index

DL

while ¢ < N

it B” =1
if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

~ ACK

0; = HARQ-ACK bit of this cell

j=j+1
else

if the UE is not configured with spatial bundling on PUCCH by higher layers 0" = HARQ-ACK bit

corresponding to the first codeword of this cell
j=i+1

~ACK
0 =

; HARQ-ACK bit corresponding to the second codeword of this cell

j=i+l
else

Bf)CK = binary AND operation of the HARQ-ACK bits corresponding to the first and second codewords of
this cell
j=i+1
end if
end if
end if
c=c+1
end while

For the cases with TDD primary cell, the sequence of bits 50A K5 IACK yeey 01K is obtained from the HARQ-ACK

s Ogack
bits for different cells and different subframes.

Define N2%  as the number of cells configured by higher layers for the UE and BCDL as the number of subframes for

cells

which the UE needs to feed back HARQ-ACK bits in cell ¢ as defined in Section 7.3 of [3].

The number of HARQ-ACK bits & and the number of HARQ-ACK bits after spatial bundling 4, are computed as
follows:

Set k= 0 — counter of HARQ-ACK bits
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Set k» = 0 — counter of HARQ-ACK bits after spatial bundling

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

DL

while ¢ < N

set/=0;
while /< B™*

if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

k=k+1
ky="hp+ 1
else
k=k+2
ky=rhy+1
end if
[=1+1
end while
c=c+1
end while

In case the transmission of HARQ-ACK feedback using PUCCH format 3, PUCCH format 4 or PUCCH format 5
coincides with a sub-frame configured to the UE by higher layers for transmission of scheduling request, the number of
scheduling request bit OSR is 1; otherwise OSR=0.

In case the transmission of HARQ-ACK feedback using PUCCH format 3, PUCCH format 4 or PUCCH format 5
coincides with a sub-frame configured to the UE by higher layers for transmission of periodic CSI, O®®! is the number
of periodic CSI bit(s) for the CSI report as defined in section 7.2.2 [3]; otherwise OS'=0.

For PUCCH format 3, the number of HARQ-ACK feedback bits 04K is computed as follows:
Set k., =20 when TDD is used in all the configured serving cell(s) of the UE and £,,,, =21 when FDD is used in at
least one of the configured serving cells with TDD primary cell.

If k <k and O =0, orif k+0" + 0% <22 and 0 >0, orif k, + O + O > 22 and k <k, , then
OACK =k

else,
04K —k,.

For PUCCH format 4 or PUCCH format 5, 04 =k if the UE is not configured with spatial bundling on PUCCH by

higher layers; otherwise 01K =k,.

If 04K = , the multiplexing of HARQ-ACK bits is performed according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

Set j = 0 — HARQ-ACK bit index
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DL

while ¢ < N,

set/=0;
while /< B
if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

0" = 0.7 HARQ-ACK bit of this cell as defined in Section 7.3 of [3]

j=i+1
else

ACK _ACK

[0/, 0. 1=[05 0.5/ ] HARQ-ACK bit of this cell as defined in Section 7.3 of [3]

j=i+2
end if
I=1+1
end while
c=c+1
end while

If 04K = k,,, spatial bundling is applied to all subframes in all cells and the multiplexing of HARQ-ACK bits is
performed according to the following pseudo-code

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

Set j = 0 - HARQ-ACK bit index

DL

while ¢ < N,

set/=0;
while /< B”*
if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

0" =0/ HARQ-ACK bit of this cell as defined in Section 7.3 of [3]

j=j+1
else

0 jACK = O:f,CK binary AND operation of the HARQ-ACK bits corresponding to the first and second

codewords of this cell as defined in Section 7.3 of [3]
j=i+1
end if
[=1+1
end while

c=c+1
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end while

In case the transmission of HARQ-ACK feedback using PUCCH format 3, PUCCH format 4 or PUCCH format 5 [2]
coincides with a sub-frame configured to the UE by higher layers for transmission of scheduling request, the scheduling
request bit (1 = positive SR; 0 = negative SR) is appended at the end of the sequence of concatenated HARQ-ACK bits.

In case the transmission of HARQ-ACK feedback using PUCCH format 3, PUCCH format 4 or PUCCH format 5 [2]
coincides with a sub-frame configured to the UE by higher layers for transmission of periodic CSI, and periodic CSI is
not dropped as defined in section 7.3.2 and section 10.1.1 of [3], the periodic CSI bits for the CSI report as defined in
section 7.2.2 [3] are appended at the end of the sequence of concatenated HARQ-ACK bits and scheduling request bit
(if any), where in case of CSI report for more than one DL cell, the CSI report for each DL cell is appended in

increasing order of cell index. As with the transmission of the scheduling request, the procedure above is used with

N PUGCH format 3 py PUCCH format - o FUCCHTormats 1 cluding the number of periodic CSI bits and scheduling request bit

(if any).

PUCCH format 3 ACK
For N ,/n .

<11, the bit sequence a,, a;, a,...,, @, PUCCH format3 is obtained by setting a; = 0;
AIN -

1

PUCCH format 3 : . . . ~ ACK -p .-
For 11< N,y <22, the bit sequence a, a;, a,,...,, aNEL/JCVCH format3_, 1 obtained by setting a,,, =0; if i is

~ACK -fp . -
even and af puccur =0, if i is odd.
”N{{:RSCH/WMM}/Z-I-F(I?I)/Z i

For N EL/J,(\:,CH format3 <11, the sequence of bits g, Ay, @ senesy 5 8, PUCCH formats | is encoded as follows
AlIN

PUCCH format 3
- Naw -1

b= Yla, M,,)mod2

i
n=0

where i =0, 1,2, ..., 31 and the basis sequences M, are defined in Table 5.2.2.6.4-1.

The output bit sequence by,b,,b,,...,,bp_; is obtained by circular repetition of the sequence I;O , 1;1 , 1;2 yeeers 1;31

bi :b(im0d32)
where i=0, 1,2, ..., B-1 and where B=4-N2B .

For 11 < NPYSEHTormat3 < 95 the sequences of bits ao,al,az,...,,a(NSngHformatg/ZL and

a" PUCCH format 3 -I’a" PUCCH format 3 -IJr > a{ PUCCH format 3 -L sees» @ PUCCH format3_, are encoded as follows
NA/N /2 NA/N /2 i1 NA/N /2 #2 NA/N -1

PUCCH format 3
(NA/N /2}1
b, = Z(an M, )mod2
n=0
and
PUCCH format 3 PUCCH format 3
Narn ’[NA/N /21"
b= Z (a’-N/l;I/J](\ZICH format 3 /2-|+n M, )modZ

n=0

where i =0, 1, 2, ..., 23 and the basis sequences M, are defined in Table 5.2.2.6.4-1.

n

The output bit sequence by,b,,b,,...,,b_; where B=4-N SEB is obtained by the alternate concatenation of the bit

sequences 170,51,52,...,,523 and 1;0,51,1;2,...,,1;23 as follows

Seti,j=0
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while i <4-N2B

b; :b,‘, by :bj+1

i

bivg =bj, by3=b;,

i=i+4
J=it2
end while
For Ny o™t > 22 the bit sequence @y, d;,dy,...,,d,mecuims_, 15 Obtained by setting a; = 0,"“® and the output bit
. o B
sequence after the rate matching is denoted by e,,€,,e,,...,,¢,_,, where E=0, - M/ . NIOH . NFE -0 s the

modulation order of the PUCCH format 4, N_;" is determined according to section 5.2.4.1, and M ;/“™** represents

the bandwidth of the PUCCH format 4 in terms of resource blocks [2]. The CRC attachment, channel coding and rate
matching are performed according to sections 5.1.1 by setting L to 8 bits, 5.1.3.1 and 5.1.4.2, respectively. The input bit
sequence to the CRC attachment operation is a,,q, 3y 5oy s @ piccn | - The output bit sequence of the CRC attachment

operation is the input bit sequence to the channel coding operation. The output bit sequence of the channel coding
operation is the input bit sequence to the rate matching operation.

ACK

For NFUGCHformats 99 | the bit sequence Ays @y 8y seness @ ypuccninas_, 1 ODtained by setting a; = 0; , and the output bit
Nain -

AIN

sequence after the rate matching is denoted by ¢,,¢,,e,,...,,e, ,, where E =0 - N, ngiCH -N ﬁ,B /2, Q, isthe

modulation order of the PUCCH format 5 and N" is determined according to section 5.2.4.1. The CRC

symb
attachment, channel coding and rate matching are performed according to sections 5.1.1 by setting L to 8 bits, 5.1.3.1
and 5.1.4.2, respectively. The input bit sequence to the CRC attachment operation is a,,a,,a,,...,,a A PUCCH fmats_ - The
AIN -

output bit sequence of the CRC attachment operation is the input bit sequence to the channel coding operation. The
output bit sequence of the channel coding operation is the input bit sequence to the rate matching operation.

When PUCCH format 3, PUCCH format 4 or PUCCH format 5 is not used for transmission of HARQ-ACK feedback,
the HARQ-ACK bits are processed for transmission according to section 10.1 in [3].
5232 Channel coding for UCI scheduling request

The scheduling request indication is received from higher layers and is processed according to [2].

5.2.3.3 Channel coding for UCI channel quality information

The channel quality and possible concurrent scheduling request bits input to the channel coding block are denoted by
ay,ay,a,,0as,....,a 4_; where 4 is the number of bits. The number of channel quality bits depends on the transmission

format as indicated in section 5.2.3.3.1 for wideband reports and in section 5.2.3.3.2 for UE-selected subbands reports.

For PUCCH format 2, the channel quality information is coded using a (20, 4) code. The code words of the (20, 4) code
are a linear combination of the 13 basis sequences denoted M, and defined in Table 5.2.3.3-1.
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Table 5.2.3.3-1: Basis sequences for (20, A) code.

i Mio | Mip | Miz | Miz | Mia | Mis | Mig | Mi7 | Mis | Miy | Mi1o | Minn | Minz
0 1 1 0 0 0 0 0 0 0 0 1 1 0
1 1 1 1 0 0 0 0 0 0 1 1 1 0
2 1 0 0 1 0 0 1 0 1 1 1 1 1
3 1 0 1 1 0 0 0 0 1 0 1 1 1
4 1 1 1 1 0 0 0 1 0 0 1 1 1
5 1 1 0 0 1 0 1 1 1 0 1 1 1
6 1 0 1 0 1 0 1 0 1 1 1 1 1
7 1 0 0 1 1 0 0 1 1 0 1 1 1
8 1 1 0 1 1 0 0 1 0 1 1 1 1
9 1 0 1 1 1 0 1 0 0 1 1 1 1
10 1 0 1 0 0 1 1 1 0 1 1 1 1
11 1 1 1 0 0 1 1 0 1 0 1 1 1
12 1 0 0 1 0 1 0 1 1 1 1 1 1
13 1 1 0 1 0 1 0 1 0 1 1 1 1
14 1 0 0 0 1 1 0 1 0 0 1 0 1
15 1 1 0 0 1 1 1 1 0 1 1 0 1
16 1 1 1 0 1 1 1 0 0 1 0 1 1
17 1 0 0 1 1 1 0 0 1 0 0 1 1
18 1 1 0 1 1 1 1 1 0 0 0 0 0
19 1 0 0 0 0 1 1 0 0 0 0 0 0

After encoding the bits are denoted by b, b;,b,,b;,...,b5_; where B =20 and with

S

b, = (a" M, )mod2 wherei=0,1,2, ..., B-1.

i
n=0

For PUCCH format 4, the output bit sequence after the rate matching is denoted by ¢,,¢,,e,,...,,e,_, , where
E=Q, -M“* NS NE O is the modulation order of the PUCCH format 4, N2 is determined according

symb s 2 symb
to section 5.2.4.1, and M [J°“"* represents the bandwidth of the PUCCH format 4 in terms of resource blocks [2]. The
CRC attachment, channel coding and rate matching are performed according to sections 5.1.1 by setting L to 8 bits,
5.1.3.1 and 5.1.4.2, respectively. The input bit sequence to the CRC attachment operation is a,,q,,4,,...,,a, , . The

output bit sequence of the CRC attachment operation is the input bit sequence to the channel coding operation. The
output bit sequence of the channel coding operation is the input bit sequence to the rate matching operation.

For PUCCH format 5, the output bit sequence after the rate matching is denoted by ¢,,¢e,,e,,...,,e,_, , where

E=Q, N .N¥ /2 0 isthe modulation order of the PUCCH format 5 and N is determined

symb symb
according to section 5.2.4.1. The CRC attachment, channel coding and rate matching are performed according to
sections 5.1.1 by setting L to 8 bits, 5.1.3.1 and 5.1.4.2, respectively. The input bit sequence to the CRC attachment
operation is a,,4a,,4,,...,,a,_, . The output bit sequence of the CRC attachment operation is the input bit sequence to the
channel coding operation. The output bit sequence of the channel coding operation is the input bit sequence to the rate
matching operation.

5.2.3.31 Channel quality information formats for wideband reports

Table 5.2.3.3.1-1 shows the fields and the corresponding bit widths for the channel quality information feedback for
wideband reports for PDSCH transmissions associated with a transmission mode 1, transmission mode 2, transmission
mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting, transmission mode 9
configured without PMI/RI reporting or configured with 1 antenna port, transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port, and transmission mode 9/10 configured without PMI with higher
layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’.
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Table 5.2.3.3.1-1A shows the fields and the corresponding bit widths for the channel quality information feedback for
wideband reports for PDSCH transmissions associated with transmission mode 9/10 configured without PMI reporting
and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports.

Table 5.2.3.3.1-1: UCI fields for channel quality information feedback for wideband CQlI reports
(transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, transmission mode 10 configured without PMI/RI
reporting or configured with 1 antenna port, and transmission mode 9/10 configured without PMI with
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’).

Field Bit width
Wide-band CQl 4

Table 5.2.3.3.1-1A: UCI fields for channel quality information feedback for wideband CQlI reports
(transmission mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports)

Field Bit width
Rank=1 | Rank > 1
Wide-band CQl 4 4
Spatial differential CQl 0 3

Table 5.2.3.3.1-2 shows the fields and the corresponding bit widths for the channel quality and precoding matrix
information feedback for wideband reports for PDSCH transmissions associated with transmission mode 4,
transmission mode 5, transmission mode 6, and transmission mode 8 configured with PMI/RI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.1-2: UCI fields for channel quality information feedback for wideband CQl reports
(transmission mode 4, transmission mode 5, transmission mode 6, and transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1
Wide-band CQl 4 4 4 4
Spatial differential CQl 0 3 0 3
Precoding matrix indicator 2 1 4 4

Table 5.2.3.3.1-2A and Table 5.2.3.3.1-2B show the fields and the corresponding bit widths for the channel quality and
precoding matrix information feedback for wideband reports for PDSCH transmissions associated with transmission
mode 9 configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and
transmission mode 10 configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
and transmission mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter
eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB_KI1=TRUE, K>1, except with alternativeCodeBookEnabledFor4TX-r12=TRUE.
The number of configured CSI-RS resources in a CSI process K is defined in [3] and
alternativeCodebookEnabledCLASSB K1 is configured by higher layers [6].

Table 5.2.3.3.1-2A-1and Table 5.2.3.3.1-2A-2 show the fields and the corresponding bit widths for the channel quality
and precoding matrix information feedback for wideband reports for PDSCH transmissions associated with
transmission mode 9 /10 configured with PMI/RI reporting with higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS A’.
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Table 5.2.3.3.1-2A: UCI fields for transmission of wideband CQIl and precoding information (i2)
(transmission mode 9 configured with PMI/RI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 10 configured with PMI/RI
reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10
configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB_K1=TRUE, K>1, except with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports 8 antenna ports
Rank= | Rank= | Rank= | Rank> | Rank= Rank = Rank = | Rank >

1 2 1 1 1 2,3 4 4

Wide-band CQl 4 4 4 4 4 4 4 4

Spatial differential CQl 0 3 0 3 0 3 3 3
Wide-band PMI (2 or 4

antenna ports) 2 1 4 4 4 4 3 0
ori2 (8 antenna ports)

Table 5.2.3.3.1-2A-1: UClI fields for transmission of wideband CQIl and precoding information (i2)
(transmission mode 9/10 configured PMI/RI with higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS A’ and with codebook configuration (N, N,,0,0), and CodebookConfig=1)

Bit width
Field 8/12/16 antenna ports
Rank=1 | Rank=2 | Rank=3 | Rank=4 | Rank=5 | Rank=6 | Rank=7 | Rank =8
Wide-band CQl 4 4 4 4 4 4 4 4
Spatial differential CQl 0 3 3 3 3 3 3 3
Wide-band 2 2 1 1 0 0 0 0

Table 5.2.3.3.1-2A-2: UClI fields for transmission of wideband CQl and precoding information (i2)
(transmission mode 9/10 configured PMI/RI with higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS A’ and with codebook configuration (N, N,,0,0), and CodebookConfig=2/3/4 )

Bit width
Field 8/12/16 antenna ports
Rank=1 | Rank=2 | Rank=3 | Rank=4 | Rank=5 | Rank=6 | Rank=7 | Rank =8
Wide-band CQl 4 4 4 4 4 4 4 4
Spatial differential CQl 0 3 3 3 3 3 3 3
Wide-band i2 4 4 4 3 0 0 0 0

Table 5.2.3.3.1-2B: UCI fields for transmission of wideband CQIl and precoding information (i1, i2) for
transmission mode 9 configured with PMI/RI reporting with 8 antenna ports, transmission mode 10
configured with PMI/RI reporting with 8 antenna ports, and transmission mode 9/10 configured with
PMI/RI reporting with 8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is

set to ‘CLASS B’ with K=1 and except with alternativeCodebookEnabledCLASSB_K1=TRUE, K>1

Bit width
Field 8 antenna ports
Rank=1 | Rank=2 | Rank=3 | Rank=4 | Rank=5 | Rank=6 | Rank=7 | Rank=8
Wide-band CQl 4 4 4 4 4 4 4 4
Spatial differential CQl 0 3 3 3 3 3 3 3
i1 3 3 1 1 2 2 2 0
Wide-band i2 1 1 3 3 0 0 0 0

Table 5.2.3.3.1-2C and Table 5.2.3.3.1-2D show the fields and the corresponding bit widths for the channel quality and
precoding matrix information feedback for wideband reports for PDSCH transmissions for 4 antenna ports associated
with transmission modes 8, 9 and 10 configured with PMI/RI reporting and alternativeCodeBookEnabledFor4TX-
r12=TRUE, and transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type,
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and eMIMO-Type is set to ‘CLASS B’ with 4 antenna ports with K=1 and except with
alternativeCodebookEnabledCLASSB _KI1=TRUE, K>1, and alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.1-2E shows the fields and the corresponding bit widths for the channel quality and precoding matrix
information feedback for wideband reports for PDSCH transmissions associated with transmission mode 9/10
configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type
is set to ‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_KI1=TRUE.

Table 5.2.3.3.1-2C: UCI fields for transmission of wideband CQIl and precoding information (i2) with 4
antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna ports and
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with 4
antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1
and except with alternativeCodebookEnabledCLASSB_K1=TRUE, K>1, and
alternativeCodeBookEnabledFor4TX-r12=TRUE))

Bit width
Field 4 antenna ports
Rank =1 Rank =2 Rank =3 Rank =4
Wide-band CQl 4 4 4 4
Spatial differential CQI 0 3 3 3
Wideband i2 4 4 4 4

Table 5.2.3.3.1-2D: UCI fields for transmission of wideband CQIl and precoding information (i1, i2)
with 4 antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna
ports and alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured
with 4 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’
with K=1 and except with alternativeCodebookEnabledCLASSB_K1=TRUE, K>1, and
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Rank =1 Rank = 2 Rank =3 Rank =4
Wide-band CQl 4 4 4 4
Spatial differential CQl 0 3 3 3
i1 2 2 0 0
Wideband i2 2 2 4 4

Table 5.2.3.3.1-2E: UCI fields for transmission of wideband CQl and precoding information
(transmission mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
alternativeCodebookEnabledCLASSB_K1=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank=2 | Rank=3 | Rank =4
Wide-band CQl 4 4 4 4 4 4
Spatial differential CQl 0 3 0 3 3 3
Wide-band PMI 2 1 3 3 2 1
Bit width
Field 8 antenna ports
Rank=1 | Rank=2 | Rank=3 | Rank =4 | Rank =5to Rank =8
Wide-band CQl 4 4 4 4 4
Spatial differential CQl 0 3 3 3 3
Wide-band PMI 4 4 4 3 0

Table 5.2.3.3.1-3 shows the fields and the corresponding bit widths for the rank indication feedback for wideband
reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4, transmission mode 8
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configured with PMI/RI reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports,
transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports, transmission mode 9/10 configured
with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’, transmission mode 9/10 configured with PMI/RI reporting with 8/12/16 antenna ports and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’, and transmission mode 9/10 configured without PMI
reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports.

Table 5.2.3.3.1-3: UCI fields for rank indication feedback for wideband reports (transmission mode 3,
transmission mode 4, transmission mode 8 configured with PMI/RI reporting, transmission mode 9
configured with PMI/RI reporting with 2/4/8 antenna ports, transmission mode 10 configured with
PMI/RI reporting with 2/4/8 antenna ports, transmission mode 9/10 configured with PMI/RI reporting
with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS
B’, transmission mode 9/10 configured with PMI/RI reporting with 8/12/16 antenna ports and higher
layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’, and transmission mode 9/10
configured without PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with 2/4/8 antenna ports).

Bit width
. 4 antenna ports 8/12/16 antenna ports
Field 2 antenna Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
P layers layers layers layers layers
Rank 1 2 3
L 1 1 2
indication

Table 5.2.3.3.1-3A shows the fields and the corresponding bit widths for the joint transmission of rank indication and il
for wideband reports for PDSCH transmissions associated with transmission mode 9 and transmission mode 10, and
transmission mode 9/10 configured with 2/4/8 antenna ports and higher layer parameter e MIMO-Type, and eMIMO-
Type is set to ‘CLASS B’ with K=1 and except with alternativeCodebookEnabledCLASSB_KI1=TRUE, and K>1, except
with alternativeCodeBookEnabledFor4TX-ri2 =TRUE.

Table 5.2.3.3.1-3A: UCI fields for joint report of Rl and i1 (transmission mode 9 configured with PMI/RI
reporting with 2/4/8 antenna ports except with alternativeCodeBookEnabledFor4TX-r12 =TRUE and
transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12 =TRUE, and transmission mode 9/10 configured with 2/4/8
antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1
and except with alternativeCodebookEnabledCLASSB_K1=TRUE, and K>1, except with
alternativeCodeBookEnabledFor4TX-r12 =TRUE)

Bit width
. 4 antenna ports 8 antenna ports
el 2 anot:etr;na Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
P layers layers layers layers layers
Rank 1 1 2
indication 4 5 5
i1 - - -

Table 5.2.3.3.1-3B shows the fields and the corresponding bit widths for the joint transmission of rank indication and il
for wideband reports for PDSCH transmissions associated with transmission modes 8, 9 and 10 configured with PMI/RI
reporting with 4 antenna ports and alternativeCodeBookEnabledFor4TX-r12 =TRUE, and transmission mode 9/10
configured with 4 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with
K=1 and except with alternativeCodebookEnabledCLASSB_K1=TRUE, and K>1, with
alternativeCodeBookEnabledFor4TX-r12 =TRUE..
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Table 5.2.3.3.1-3B: UCI fields for joint report of Rl and i1 with 4 antenna ports (transmission modes 8,
9 and 10 configured with PMI/RI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-
r12=TRUE, and transmission mode 9/10 configured with 4 antenna ports and higher layer parameter
eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB_K1=TRUE, and K>1, with alternativeCodeBookEnabledFor4TX-

r12 =TRUE)
Bit width
Field 4 antenna ports
Max 1 or 2 layers Max 4 layers
Rank indication and i1 4 5

Table 5.2.3.3.1-3C shows the fields and the corresponding bit widths for the joint report of CRI and rank indication
feedback for wideband reports for PDSCH transmissions associated with transmission mode 9/10 configured with
PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and
transmission mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type
is set to ‘CLASS B’ with K>1.

Table 5.2.3.3.1-3C: UCI fields for joint report of CRI and rank indication feedback for wideband
reports (transmission mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-
Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and transmission mode 9/10 configured without

PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with

K>1).
Bit width
. 4 antenna ports 8 antenna ports

AL 2 an;::tr;na Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8

P layers layers layers layers layers
CRI |—10g2 (K)-| |—10g2 (K)-| |—10g2 (K)-| |—10g2 (Kﬂ |—10g2 (K)-| |—10g2 (K )-|
Rank 1 1 5 1 2 3

indication

Table 5.2.3.3.1-3D shows the fields and the corresponding bit widths for the joint report of CRI , rank indication and il
feedback for wideband reports for PDSCH transmissions associated with transmission mode 9/10 configured with

PMI/RI reporting with 4/8 ports, and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with
K>1, with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.1-3D: UCI fields for joint report of CRI, rank indication and i1 feedback for wideband
reports (transmission mode 9/10 configured with PMI/RI reporting with 8 ports, and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, transmission mode 9/10

configured with PMI/RI reporting with 4 ports Class B CSI reporting with K>1 with
alternativeCodeBookEnabledFor4TX-r12=TRUE).

Bit width
Field 4 antenna ports 8 antenna ports
Max 1 or 2 layers Max 4 layers MT:yL?sr 2 ENSG BT SSIETTELS
CRI ﬂng (K)—| ﬂogz (K)—| |710g2 (K)—| ﬂogz (Kﬂ ﬂogz (Kﬂ
Rank indi_c1:ation and 4 5 4 5 5
i

Table 5.2.3.3.1-3E shows the fields and the corresponding bit widths for the CRI feedback for wideband reports for
PDSCH transmissions associated with transmission mode 9/10 configured with 1 antenna port for each CSI-RS
resource, Class B CSI reporting with K>1.
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Table 5.2.3.3.1-3E: Fields for CRI feedback for wideband CQl reports (transmission mode 9/10
configured with 1 antenna port for each CSI-RS resource for Class B CSI reporting with K>1).

Field Bit width
e K=2 K=3andK=4 | K=5toK=8
CRI 1 2 3

Table 5.2.3.3.1-4 show the fields and the corresponding bit widths for the precoding matrix information feedback for
wideband reports for PDSCH transmissions associated with transmission mode 9/10 configured with PMI/RI reporting
with 8/12/16 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’. The

O, O
parameters (Sl S, ) in rank 3 and 4 are defined as (S1 8, ) = (l, l) for CodebookConfig=1, (S1 .8, )= (2] , ;j

% 0
for CodebookConfig=2, (S| ,S, )= [01 , ;j for CodebookConfig=3, (S] S, ): [Ol , 42J for
CodebookConfig=4. The parameters (S 19, ) in rank 5 to 8 are defined as (S 158, ) = (l, 1) for CodebookConfig=1,

O, O
(S,,S,)= (41 , ;J for CodebookConfig=2/3/4.

Table 5.2.3.3.1-4: UCI fields for channel quality information feedback for precoding information (i1)
(transmission mode 9/10 configured with higher layer parameter eMIMO-Type, and eMIMO-Type is set
to ‘CLASS A’ with codebook configuration (N,N,,0,0))

Field Bit width
Rank =1 Rank = 2 Rank =3 Rank =4
Wideband _ _
first PMI [log,(N,0,/8,)] [log,(N,0,/85,)] (logz (Nlo'ﬂJrV NZJ lrlogz [N'O' ﬂ {QJ
i1,1 Sl 3 SI 3
Wideband 1 N,O0, /S
oo | flog (0.0, /5.0] | flos0u /5] | Tlogs(nors)] | o]
1,
Field Bit width
Rank =5 Rank = 6 Rank =7 Rank =8
Wideband
firs_§ F1)M| |710gz(N|01 /8, )—| |710gz(N101 1§, )—| |710gz(N|01 /S, )—| |710g2(N101 /8, )—|
1,
Wideband
ﬁrs_f] F;MI (Ing(Nzoz/Sz)—‘ |_10gz(N202/S2ﬂ |_10gz(N202/S2)-‘ |_10g2(N202/S2)-|
1,

The channel quality bits in Table 5.2.3.3.1-1 through Table 5.2.3.3.1-4 form the bit sequence a,a,,a,,ds,...,a 4,
with a, corresponding to the first bit of the first field in each of the tables, a, corresponding to the second bit of the
first field in each of the tables, and a ,_; corresponding to the last bit in the last field in each of the tables. The first bit
of each field corresponds to MSB and the last bit LSB. The RI feedback for one bit is mapped according to Table

5.2.2.6-5 with oéu replaced by a, . The RI feedback for two bits is mapped according to Table 5.2.2.6-6 with 0(1)%1 , olRl

replaced by a,,a; . The RI feedback for three bits is mapped according to Table 5.2.2.6-7 with oée ’ olR r, of ! replaced

by a,,a,,a, . The same procedures for RI mapping are applied to CRI, replacing RI with CRI. The mapping for the
jointly coded RI and il is provided in Table 7.2.2-1E of [3].

When multiplexed with UL-SCH, the channel coding and multiplexing for the transmission configurations in Table
5.2.3.3.1-3, Table 5.2.3.3.1-3A, Table 5.2.3.3.1-3B, Table 5.2.3.3.1-3C, Table 5.2.3.3.1-3D, and Table 5.2.3.3.1-3E is
performed assuming RI transmission in section 5.2.2.6. All other transmission configurations in this section are coded
and multiplexed assuming CQI/PMI transmission in section 5.2.2.6.
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For transmission mode 9/10 configured with Class B CSI reporting and K>1, the number of antenna port in Table
5.2.3.3.1-3C, 5.2.3.3.1-3D refers to the maximum number of antenna ports of K CSI-RS resources configured for the
CSl-process for the UE.

5.2.3.3.2 Channel quality information formats for UE-selected sub-band reports

Table 5.2.3.3.2-1 shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 1, transmission
mode 2, transmission mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting,
transmission mode 9 configured without PMI/RI reporting or configured with 1 antenna port, and transmission mode 10
configured without PMI/RI reporting or configured with 1 antenna port.

Table 5.2.3.3.2-1A shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 9/10
configured without PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with
2/4/8 antenna ports.

Table 5.2.3.3.2-1: UCI fields for channel quality information feedback for UE-selected sub-band CQl
reports (transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, transmission mode 10 configured without PMI/RI
reporting or configured with 1 antenna port, and transmission mode 9/10 configured without PMI/RI
with higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’)

Field Bit width
Sub-band CQl 4
Sub-band label 1or2

Table 5.2.3.3.2-1A: UCI fields for channel quality information feedback for UE-selected subband CQl
reports (transmission mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-
Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8 antenna ports)

Field Bit width
Rank =1 | Rank >1
Wide-band CQl 4 4
Spatial differential CQl 0 3
Sub-band label 1or2 1or2

Table 5.2.3.3.2-2 shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 4, transmission
mode 5, transmission mode 6, and transmission mode 8 configured with PMI/RI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-2: UCI fields for channel quality information feedback for UE-selected sub-band
reports (transmission mode 4, transmission mode 5, transmission mode 6 and transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank>1
Sub-band CQI 4 4 4 4
Spatial differential CQl 0 3 0 3
Sub-band label 1or2 1or2 1or2 1or2

Table 5.2.3.3.2-2A and Table 5.2.3.3.2-2B show the fields and the corresponding bit widths for the sub-band channel
quality information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission
mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports except with alternativeCodeBookEnabledFor4TX-
r12=TRUE, and transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with PMI/RI reporting with
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2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
except with alternativeCodebookEnabledCLASSB_K1=TRUE, or K>1, except with
alternativeCodeBookEnabledFor4TX-r12=TRUE. The number of configured CSI-RS resources in a CSI process K is
defined in [3] and alternativeCodebookEnabledCLASSB_K1 is configured by higher layers [6].

Table 5.2.3.3.2-2A-1 shows UCI fields for channel quality information feedback for UE-selected sub-band reports
(transmission mode 9/10 configured with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-
Type is set to ‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_KI1=TRUE, and transmission mode 9/10
configured without PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with
2/4/8 antenna ports.

Table 5.2.3.3.2-2C shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission modes 8, 9 and 10
configured with PMI/RI reporting and alternativeCodeBookEnabledFor4TX-r12 =TRUE, and transmission mode 9/10
configured with PMI/RI reporting with 4 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is
set to ‘CLASS B’ with K=1 and except with alternativeCodebookEnabledCLASSB_K1=TRUE, and with
alternativeCodeBookEnabledFor4TX-r12=TRUE..

Table 5.2.3.3.2-2A: UCI fields for channel quality information feedback for UE-selected sub-band
reports (transmission mode 9 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 10 configured with PMI/RI
reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and

transmission mode 9/10 configured with 2/4 antenna ports and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB_K1=TRUE, K>1 except with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank >1
Wide-band CQl 0 0 0 0
Sub-band CQI 4 4 4 4
Spatial differential CQl 0 3 0 3
Wide-band i2 0 0 0 0
Sub-band i2 0 0 0 0
Sub-band label 1or2 1or2 1or2 1or2

Table 5.2.3.3.2-2A-1: UCI fields for channel quality information feedback for UE-selected sub-band
reports (transmission mode 9/10 configured with 2/4/8 antenna ports and higher layer parameter
eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
alternativeCodebookEnabledCLASSB_K1=TRUE, transmission mode 9/10 configured without PMI
reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with 2/4/8
antenna ports)

Bit width
Field 2/4/8 antenna ports
Rank=1 | Rank > 1
Wide-band CQI 0 0
Sub-band CQI 4 4
Spatial differential CQl 0 3
Wide-band i2 0 0
Sub-band i2 0 0
Sub-band label 1or2 1or2
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Table 5.2.3.3.2-2B: UCI fields for channel quality feedback for UE-selected sub-band reports
(transmission mode 9 configured with PMI/RI reporting with 8 antenna ports, transmission mode 10
configured with PMI/RI reporting with 8 antenna ports, and transmission mode 9/10 configured with 8
antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1
except with alternativeCodebookEnabledCLASSB_K1=TRUE, and K>1)

Bit width
Field 8 antenna ports
Rank =1 Rank =2, 3 Rank =4 Rank=5,6,7 Rank = 8
PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1
Wide-band CQl 4 0 4 0 4 0 4 0 4 0
Sub-band CQl 0 4 0 4 0 4 0 4 0 4
Spatial differential CQl 0 0 3 3 3 3 3 3 3 3
Wide-band i2 4 0 4 0 3 0 0 0 0 0
Sub-band i2 0 4 0 2 0 2 0 0 0 0
Sub-band label 0 1or2 0 1or2 0 1or2 0 1or2 0 1or2

Table 5.2.3.3.2-2C: UCI fields for channel quality feedback for UE-selected sub-band reports with 4
antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna ports and
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with 4
antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1
and except with alternativeCodebookEnabledCLASSB_K1=TRUE, and K>1, with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Rank =1 Rank = 2 Rank =3 | Rank=4

PTI=0 | PTI=1 | PTI=0 | PTI=1 PTI=1 PTI=1
Wide-band CQl 4 0 4 0 0 0
Sub-band CQI 0 4 0 4 4 4
Spatial differential CQl 0 0 3 3 3 3
Wide-band i2 4 0 4 0 0 0
Sub-band i2 0 4 0 2 2 2

Sub-band label 0 1or2 0 1or2 1or2 1or2

Table 5.2.3.3.2-3 shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission
mode 4, transmission mode 5, transmission mode 6 and transmission mode 8 configured with PMI/RI reporting except
with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-3: UCI fields for channel quality information feedback for UE-selected sub-band CQl
reports (transmission mode 4, transmission mode 5, transmission mode 6 and transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1
Wide-band CQl 4 4 4 4
Spatial differential CQl 0 3 0 3
Precoding matrix indicator 2 1 4 4

Table 5.2.3.3.2-3A and Table 5.2.3.3.2-3B show the fields and the corresponding bit widths for the wide-band channel
quality and precoding matrix information feedback for UE-selected sub-band reports for PDSCH transmissions
associated with transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 10 configured with PMI/RI reporting with 2/4/8
antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured
with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K=1 and except with alternativeCodebookEnabledCLASSB_KI1=TRUE, and K>1, except with
alternativeCodeBookEnabledFor4TX-r12=TRUE
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Table 5.2.3.3.2-3A-1 shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission
mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and higher layer parameter e MIMO-Type, and
eMIMO-Type is set to ‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_K1=TRUE.

Table 5.2.3.3.2-3C shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission
modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-
r12=TRUE, and transmission mode 9/10 configured with PMI/RI reporting with 4 antenna ports and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB_KI1=TRUE, K>1 with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-3A: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports (transmission mode 9 configured with PMI/RI reporting
with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission
mode 10 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with PMI/RI
reporting with 2/4 antenna ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K=1 and except with alternativeCodebookEnabledCLASSB_K1=TRUE, K>1, except
with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank>1
Wide-band CQl 4 4 4 4
Spatial differential CQl 0 3 0 3
i1 0 0 0 0
Wide-band i2 2 1 4 4

Table 5.2.3.3.2-3A-1: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports (transmission mode 9/10 configured with 2/4/8 antenna
ports and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
alternativeCodebookEnabledCLASSB_K1=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank =1 | Rank =2 | Rank =3 | Rank =4
Wideband CQl 4 4 4 4 4 4
Spatial differential CQl 0 3 0 3 3 3
i1 0 0 0 0 0 0
Wide-band i2 2 1 3 3 2 1
Bit width
Field 8 antenna ports
Rank =1 | Rank=2 | Rank =3 | Rank =4 Rank =5~8
Wideband CQl 4 4 4 4 4
Spatial differential CQl 0 3 3 3 3
i1 0 0 0 0 0
Wide-band i2 4 4 4 3 0
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Table 5.2.3.3.2-3B: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports (transmission mode 9 configured with PMI/RI reporting
with 8 antenna ports and transmission mode 10 configured with PMI/RI reporting with 8 antenna
ports, and transmission mode 9/10 configured with PMI/RI reporting with 8 antenna ports and higher
layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB_K1=TRUE, K>1)

Bit width
. 8 antenna ports
Field Rank =1 Rank = 2 Rank = 3
PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1
Wide-band CQI 0 4 0 4 0 4
Spatial differential CQl 0 0 0 3 0 3
i1 4 0 4 0 2 0
Wide-band i2 0 4 0 4 0 4
Bit width
. 8 antenna ports
ek Rank=4 | Rank=5,6,7 Rank = 8
PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1
Wide-band CQI 0 4 0 4 0 4
Spatial differential CQl 0 3 0 3 0 3
i1 2 0 2 0 0 0
Wide-band i2 0 3 0 0 0 0

Table 5.2.3.3.2-3B-1 shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission

mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS A’ with CodebookConfig=1.

Table 5.2.3.3.2-3B-2 shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission

mode 9/10 configured with PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS A’ with CodebookConfig=2/3/4.
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parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’ with codebook
configuration (N, N,,0,0), and CodebookConfig=1)

Bit width
8/12/16 antenna ports
Field Rank =1 Rank = 2 Rank = 3
PTI=0 PTI=1 PTI=0 PTI=1 PTI=0 PTI=1
Wide- 0 4 0 4 0 4
band CQl
Spatial 0 0 0 3 0 3
differential
cal
Wideband 0 N.O. 0 NO 7-N, 0
first PMI (log(N‘qj—‘ (logz( .‘S ! ﬂ (log2 (#J 4{73 J
1,1 Y ' 1
Wideband 0 N,0 0 0
first PMI {log(mﬂ {1082[ ; : ﬂ (log(mﬂ
i1,2 S, 2 S
Wide- 0 2 0 2 0 1
band i2
Bit width
8/12/16 antenna ports
Field Rank =4 Rank =5 to Rank = 8
PTI=0 PTI=1 PTI=0 PTI=1
Wide- 0 4 0 4
band CQl
Spatial 0 3 0 3
differential
cal
Wideband NO 7_N 0 0
first PMI [logz[ s ‘ﬂ+ ; J 1O{NQJ
i1,1 ! S
Wideband N 0 NO 0
first PMI {bg( ZOZH Pog( ;z
i1,2 S
Wide- 0 1 0 0
band i2
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Table 5.2.3.3.2-3B-2: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports (transmission mode 9/10 configured with higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’ with codebook configuration
(N, N,,0,0,), and CodebookConfig=2/3/4)

Bit width
8/12/16 antenna ports
Field Rank =1 Rank = 2 Rank = 3
PTI=0 PTI=1 PTI=0 PTI=1 PTI=0 PTI=1

Wide- 0 4 0 4 0 4
band CQl

Spatial 0 0 0 3 0 3
differential

caQl

Wideband 0 0 . 0
e | oS EEIRBIEC S
Wideband NG, 0 %0 N;Qﬂ 0 NGO 0
ﬁrsi'; ZMI {bg[sz]—' 3[ S, ) log(sj

2

Wide- 0 4 0 4 0 4
band i2
Bit width
8/12/16 antenna ports
Field Rank =4 Rank = 5 to Rank = 8
PTI=0 PTI=1 PTI=0 PTI=1
Wide- 0 4 0 4
band CQl
Spatial 0 3 0 3
differential
cal
Wideband NO 7N, 0 0
first PMI (logz( g ‘JH 3 J 10{1\{—6?)
i1,1 1 S
Wideband N 0 N, 0
first PMI {log[ Zozﬂ {m{%ﬂ
i1,2 S,
Wide- 0 3 0 0
band i2

Table 5.2.3.3.2-3C: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports with 4 antenna ports (transmission modes 8, 9 and 10
configured with PMI/RI reporting and alternativeCodeBookEnabledFor4TX-r12=TRUE, and
transmission mode 9/10 configured with higher layer parameter eMIMO-Type, and eMIMO-Type is set
to ‘CLASS B’ with K=1 and except with alternativeCodebookEnabledCLASSB_K1=TRUE, and K>1,
with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Rank =1 Rank = 2 Rank =3 | Rank=4
PTI=0 | PTI=1 | PTI=0 | PTI=1 PTI=1 PTI=1
Wide-band CQl 0 4 0 4 4 4
Spatial differential CQl 0 0 0 3 3 3
i1 4 0 4 0 0 0
Wide-band i2 0 4 0 4 4 4

Table 5.2.3.3.2-4 shows the fields and the corresponding bit width for the rank indication feedback for UE-selected sub-
band reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4, transmission mode 8
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configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode
9/10 configured with PMI/RI reporting with 2/4/8 antenna ports with higher layer parameter eMIMO-Type, and
eMIMO-Type is set to ‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_K1=TRUE, and transmission
mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to
‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_KI1=TRUE for 2/4/8 antenna ports.

Table 5.2.3.3.2-4: UCI fields for rank indication feedback for UE-selected sub-band reports
(transmission mode 3, transmission mode 4, and transmission mode 8 configured with PMI/RI
reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10
configured with PMI/RI reporting with 2/4/8 antenna ports with higher layer parameter eMIMO-Type,

and eMIMO-Type is set to ‘CLASS B’ with K=1 and alternativeCodebookEnabledCLASSB_K1=TRUE,

and transmission mode 9/10 configured without PMI reporting and higher layer parameter eMIMO-
Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
alternativeCodebookEnabledCLASSB_K1=TRUE for 2/4/8 antenna ports).

Bit width
. 4 antenna ports 8 antenna ports
A 2 an;;r;na Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
P layers layers layers layers layers
Rank 1 2 3
Lo 1 1 2
indication

Table 5.2.3.3.2-4A shows the fields and the corresponding bit width for the rank indication and precoder type indication
(PTI) feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 9
configured with PMI/RI reporting with 2/4/8 antenna ports and transmission mode 10 configured with PMI/RI reporting
with 2/4/8 antenna ports, and transmission mode 9/10 configured with PMI/RI reporting with 2/4/8 antenna ports and
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB KI1=TRUE, or K>1, except with alternativeCodeBookEnabledFor4TX-
r12=TRUE for 4Tx, and transmission mode 9/10 configured with PMI/RI reporting with 8/12/16 antenna ports and
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS A’.

Table 5.2.3.3.2-4B shows the fields and the corresponding bit width for the rank indication and precoder type indication
(PTI) feedback with 4 antenna ports for UE-selected sub-band reports for PDSCH transmissions associated with
transmission mode 8, transmission mode 9 and transmission mode 10 configured with PMI/RI reporting and
alternativeCodeBookEnabledFor4TX-r12 =TRUE, and transmission mode 9/10 configured with PMI/RI reporting and
higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and except with
alternativeCodebookEnabledCLASSB_KI1=TRUE, K>1, with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-4A: UCI fields for joint report of Rl and PTI (transmission mode 9 configured with
PMI/RI reporting with 2/4/8 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 9/10 configured with PMI/RI
reporting with 2/4/8 antenna ports with higher layer parameter eMIMO-Type, and eMIMO-Type is set
to ‘CLASS B’ with K=1 and except with alternativeCodebookEnabledCLASSB_K1=TRUE, or K>1,
except with alternativeCodeBookEnabledFor4TX-r12=TRUE for 4Tx, and transmission mode 9/10
configured with PMI/RI reporting with 8/12/16 antenna ports and higher layer parameter eMIMO-Type,
and eMIMO-Type is set to ‘CLASS A’)

Bit width
Field 2 antenna 4 antenna ports 8/12/16 antenna ports
ports Max 1 or 2 Max 4 Max 1 or 2 Max 4 Max 8
layers layers layers layers layers
Rank indication 1 1 2 1 2 3
Precoder type 1 1 1
indication ) j }

Petitioners' Exhibit 1011
Nokia of America Corp., et al. v. KT Corporation, et al.
Case No. IPR2025-00137; U.S. Patent No. 11,540,272

Page 000087



Release 13 88 3GPP TS 36.212 V13.1.0 (2016-03)

Table 5.2.3.3.2-4B: UCI fields for joint report of Rl and PTI with 4 antenna ports (transmission mode 8,
transmission mode 9 and transmission mode 10 configured with PMI/RI reporting and
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 9/10 configured with PMI/RI
reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K=1 and
except with alternativeCodebookEnabledCLASSB_K1=TRUE, K>1, with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Max 1 or 2 layers | Max 4 layers
Rank indication 1 2
Precoder type indication 1 1

Table 5.2.3.3.2-4C shows the fields and the corresponding bit widths for the joint report of CRI and rank indication
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 9/10
configured with PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with
K>1,and transmission mode 9/10 configured without PMI reporting with 2/4 antenna ports and higher layer parameter
eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1.

Table 5.2.3.3.2-4D shows the fields and the corresponding bit widths for the joint report of CRI, rank indication and
PTI feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 9/10
configured with PMI/RI reporting and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with
K>1.

Table 5.2.3.3.2-4C: UCI fields for joint report of CRI and rank indication feedback for UE-selected
subband reports (transmission mode 9/10 configured with PMI/RI reporting with 2/4 antenna ports
and higher layer parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1, and
transmission mode 9/10 configured without PMI reporting with 2/4 antenna ports and higher layer
parameter eMIMO-Type, and eMIMO-Type is set to ‘CLASS B’ with K>1).

Bit width Bit width
Field
2 antenna ports 4 antenna ports
Max 1 or 2 layers Max 4 layers Max 1 or 2 layers Max 4 layers
CRI |_10g 2 (K )—| |_10g 2 (K )—| |_10g 2 (K )—| |_10g 2 (K )—|
Rank indication 1 1 2 2

Table 5.2.3.3.2-4D: UCI fields for joint report of CRI, Rl and PTI (transmission mode 9/10 configured
with PMI/RI reporting with 8 antenna ports with higher layer parameter eMIMO-Type, and eMIMO-Type
is set to ‘CLASS B’ with K>1, transmission mode 9/10 configured with PMI/RI reporting with 4
antenna ports with Class B CSl reporting with K>1with alternativeCodeBookEnabledFor4TX-

r12=TRUE)
Bit width
Field 4 antenna ports 8 antenna ports
Max 1 or 2 layers Max 4 layers MT:ng g AERGIEES | LSBT
CRI |_10g 2 (K)-| |—10g 2 (K)-| |—10g 2 (K)-| |—10g 2 (K )-| |—10g 2 (K )-|
Rank indication 1 2 1 2 3
P der t
“ndication - 1 1 1 1 1

Table 5.2.3.3.2-4E shows the fields and the corresponding bit width for CRI feedback for UE-selected sub-band reports
for PDSCH transmissions associated with transmission mode 9/10 configured with 1 antenna port for each CSI-RS
resource reporting for Class B CSI reporting with K>1.
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Table 5.2.3.3.2-4E: Fields for CRI feedback for transmission mode 9/10 configured with 1 antenna
port for each CSI-RS resource for Class B CSl reporting with K>1).

Field Bit width
K=2 K=3andK=4 | K=5toK=8
CRI 1 2 3

The channel quality bits in Table 5.2.3.3.2-1 through Table 5.2.3.3.2-4E form the bit sequence a,a;,a,,d5,....,a 4_;
with g, corresponding to the first bit of the first field in each of the tables, @, corresponding to the second bit of the
first field in each of the tables, and a ,_; corresponding to the last bit in the last field in each of the tables. The first bit
of each field corresponds to MSB and the last bit LSB. The RI feedback for one bit is mapped according to Table
5.2.2.6-5 with oé" replaced by a, . The RI feedback for two bits is mapped according to Table 5.2.2.6-6 with OORI , olRI
replaced by a,,a,; . The RI feedback for three bits is mapped according to Table 5.2.2.6-7 with 0(1)%1 , ole , ofl replaced

by a,,a,,a, . The same procedures for RI mapping are applied to CRI, replacing RI with CRIL.

When multiplexed with UL-SCH, the channel coding and multiplexing for the transmission configurations in Table
5.2.3.3.2-4, Table 5.2.3.3.2-4A, Table 5.2.3.3.2-4B, Table 5.2.3.3.2-4C and Table 5.2.3.3.2-4D is performed assuming
RI transmission in section 5.2.2.6. All other transmission configurations in this section are coded and multiplexed
assuming CQI/PMI transmission in section 5.2.2.6.

For transmission mode 9/10 configured with Class B CSI reporting and K>1, the number of antenna port in Table
5.2.3.3.2-4C, 5.2.3.3.2-4D refers to the maximum number of antenna ports of K CSI-RS resources configured for the
CSl-process for the UE.

5234 Channel coding for UCI channel quality information and HARQ-ACK

This section defines the channel coding scheme for the simultaneous transmission of channel quality information and
HARQ-ACK information in a subframe.

When normal CP is used for uplink transmission, the channel quality information is coded according to section 5.2.3.3
with input bit sequence ag,a;,a5,d5,...,a’y_; and output bit sequence by, by, b5,b;5,...,bp_,, where B'=20. The
HARQ-ACK bits are denoted by ag in case one HARQ-ACK bit or ag,a; in case two HARQ-ACK bits are reported

per subframe. Each positive acknowledgement (ACK) is encoded as a binary ‘1’ and each negative acknowledgement
(NACK) is encoded as a binary ‘0’.

The output of this channel coding block for normal CP is denoted by by,b,,b,,b5,...,bp_;, where
b, =b,i=0,.,B" -1

In case one HARQ-ACK bit is reported per subframe:
by =aj and B=(B'+1)

In case two HARQ-ACK bits are reported per subframe:
by =aj,by,, =aj and B=(B'+2)

When extended CP is used for uplink transmission, the channel quality information and the HARQ-ACK bits are jointly
coded. The HARQ-ACK bits are denoted by a;j in case one HARQ-ACK bit or [a§,a]] in case two HARQ-ACK bits

are reported per subframe.

The channel quality information denoted by ay,a;,a5,d},....a’y_; is multiplexed with the HARQ-ACK bits to yield the

sequence a,,d;,d,,ds,...,a 4, as follows
a;j=aj,i=0,.,4"-1
i is 9000y

and
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ay =af and 4=(4"+1) in case one HARQ-ACK bit is reported per subframe, or

ay =ag, a(g4)=af and 4= (4'+2) in case two HARQ-ACK bits are reported per subframe.

The sequence a,a,,a,,as,....,a,_; is encoded according to section 5.2.3.3 to yield the output bit sequence
by,by,by,bs,...,bp_ where B=20.

524 Uplink control information on PUSCH without UL-SCH data
When control data are sent via PUSCH without UL-SCH data, the following coding steps can be identified:
—  Channel coding of control information
—  Control information mapping

—  Channel interleaver

5241 Channel coding of control information

Control data arrives at the coding unit in the form of channel quality information (CQI and/or PMI), HARQ-ACK and
rank indication. Different coding rates for the control information are achieved by allocating different number of coded
symbols for its transmission. When the UE transmits HARQ-ACK bits or rank indicator bits, it shall determine the

number of coded symbols Q" for HARQ-ACK or rank indicator as

PUSCH PUSCH PUSCH
O-M. -N P
symb offset PUSCH
L 4-M

Q' = min
OCQI—MIN

where O is the number of HARQ-ACK bits as defined in section 5.2.2.6, or rank indicator bits, OCQF v 1s the

number of CQI bits including CRC bits assuming rank equals to 1 for all serving cells for which an aperiodic CSI report

is triggered [3], M SPCUSCH is the scheduled bandwidth for PUSCH transmission in the current subframe expressed as a

number of subcarriers in [2], and N, SPleJnSbCH is the number of SC-FDMA symbols in the current PUSCH transmission

sub-frame given by ny?nSbCH (2 (Nsymb 1)— N grs ), where N, is equal to 1 if UE is configured to send PUSCH and

SRS in the same subframe for the current subframe, or if the PUSCH resource allocation for the current subframe even

partially overlaps with the cell-specific SRS subframe and bandwidth configuration defined in section 5.5.3 of [2], or if
the current subframe is a UE-specific type-1 SRS subframe as defined in Section 8.2 of [3], or if the current subframe is
a UE-specific type-0 SRS subframe as defined in section 8.2 of [3] and the UE is configured with multiple TAGs.

Otherwise N g is equal to 0.

For HARQ-ACK information Q ;o =Q, - Q" and [ S D};;S]iCH = [f/{/fsg ACK / Yij ()C/ge]l ]. For UEs configured with no

more than five DL cells, f3, U;IQSQ*ACK

cells, S (fﬂfSQ_ACK shall be determined according to [3] depending on the number of HARQ-ACK feedback bits.

shall be determined according to [3]. For UEs configured with more than five DL

For rank indication or CRI, Qp, =0, - 0", Opy =0, - Q" and [ ﬂ(f}i,/ftCH = oma / ﬂ(}ffwt ], where ﬂ(f}iet shall
be determined according to [3].

For CQI and/or PMI information Q,,, = N PUSCH M PP .0 — Oy -

symb

The channel coding and rate matching of the control data is performed according to section 5.2.2.6. The coded output
sequence for channel quality information is denoted by ¢,4,,95,45,-., 90cp1 the coded vector sequence output for
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HARQ-ACK is denoted by ngK , qlACK , q;CK vy qg,CK , and the coded vector sequence output for rank indication or
- - - —YACK —
CRI, is denoted by g(’)" ,51]“ ,gf’ ,...,gg{

1

5242 Control information mapping

The input are the coded bits of the channel quality information denoted by ¢q,,4,,4,,45,---, 90cp1- The output is
denoted by 8,:8,:8,:88 > where H = QCQI and H'=H/Q,,, and wheregi ,i=0,.,H -1 are column
vectors of length Q,,. H is the total number of coded bits allocated for CQI/PMI information.

The control information shall be mapped as follows:
Setj, kto O
while j < QCQ]

g, =4; 410,11

J=J+0n

k=k+1

end while

5243 Channel interleaver

RI RI RI RI
The vector sequences 808,28, 8, > 4y +4) -4, ,...,ng[_l and q

ACK ACK  ACK ACK

o 4y 4y el larechannel
- - —YACK ~

interleaved according section 5.2.2.8. The bits after channel interleaving are denoted by Ay, A, ,hy 5y -

5.3 Downlink transport channels and control information

If the UE is configured with a Master Cell Group (MCG) and Secondary Cell Group (SCG) [6], the procedures
described in this clause are applied to the MCG and SCG, respectively. When the procedures are applied to a SCG, the
term primary cell refers to the primary SCell (PSCell) of the SCG.

If the UE is configured with a PUCCH SCell [6], the procedures described in this clause are applied to the group of DL
cells associated with the primary cell and the group of DL cells associated with the PUCCH SCell, respectively. When
the procedures are applied to the group of DL cells associated with the PUCCH SCell, the term primary cell refers to
the PUCCH SCell.

5.3.1 Broadcast channel

Figure 5.3.1-1 shows the processing structure for the BCH transport channel. Data arrives to the coding unit in the form
of a maximum of one transport block every transmission time interval (TTI) of 40ms. The following coding steps can
be identified:

— Add CRC to the transport block
—  Channel coding
— Rate matching

The coding steps for BCH transport channel are shown in the figure below.
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ag,ay ... A 4y i

CRC attachment

C0sClaeesCxy v

Channel coding

dy’,d?....dy), |,

Rate matching

€y, €5 ) l

Figure 5.3.1-1: Transport channel processing for BCH.

5.3.11 Transport block CRC attachment
Error detection is provided on BCH transport blocks through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
1 byay,a;,a,,a;s,...,a 4, and the parity bits by p,, p;, ps, P3...., P - A 1s the size of the transport block and set to

24 bits and L is the number of parity bits. The lowest order information bit ao is mapped to the most significant bit of
the transport block as defined in section 6.1.1 of [5].

The parity bits are computed and attached to the BCH transport block according to section 5.1.1 setting L to 16 bits.
After the attachment, the CRC bits are scrambled according to the eNodeB transmit antenna configuration with the
SEQUENCE X4 05 Xgpy 155 Xane 15 @S indicated in Table 5.3.1.1-1 to form the sequence of bits ¢, ¢y, ¢;,¢3,...,cx_| Where
Cp =ay fork=0,1,2,...,4-1
= (Dot + XamsoaJM0d2  fork =4, A+1, 442,..., 4+15.

Table 5.3.1.1-1: CRC mask for PBCH.

Number of transmit antenna ports at eNodeB PBCH CRC mask
<xant,07xant,17""xant,15 >
1 <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0, 0>
2 <1,1,1,1,1,1,1,1,1,1,1,1,1,1,1,1>
4 <0,1,0,1,0,1,0,1,0,1,0,1,0,1,0, 1>
5.3.1.2 Channel coding

Information bits are delivered to the channel coding block. They are denoted by c,c,,¢,,¢5,....,cx_; , Where K is the

number of bits, and they are tail biting convolutionally encoded according to section 5.1.3.1.

After encoding the bits are denoted by d(()i),dl(i),déi),déi),...,dgll , withi =0,1,and 2, and where D is the number of bits
on the i-th coded stream, i.e., D =K .
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5.3.1.3 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted
by déi),dl(i),déi),déi) ,...,dgll , withi =0,1,and 2, and where i is the coded stream index and D is the number of bits in
each coded stream. This coded block is rate matched according to section 5.1.4.2.

After rate matching, the bits are denoted by ey, e;,e,,€s,...,eg_; , where E is the number of rate matched bits as defined
in section 6.6.1 of [2].

5.3.2 Downlink shared channel, Paging channel and Multicast channel

Figure 5.3.2-1 shows the processing structure for each transport block for the DL-SCH, PCH and MCH transport
channels. Data arrives to the coding unit in the form of a maximum of two transport blocks every transmission time
interval (TTI) per DL cell. The following coding steps can be identified for each transport block of a DL cell:

— Add CRC to the transport block

—  Code block segmentation and code block CRC attachment
—  Channel coding

— Rate matching

—  Code block concatenation

The coding steps for PCH and MCH transport channels, and for one transport block of DL-SCH are shown in the figure
below. The same processing applies for each transport block on each DL cell.

gy Apyees Ay l

Transport block
CRC attachment

bybysbp s

Code block segmentation
Code block CRC attachment

€r0>Cris o Cr(K,-1)

Channel coding

@ 40 @)
dr6 ’dr; ’“"dr](Drfl)V

Rate matching

€r05€r15-Cr(E,-1)

Code block
concatenation

fO’flV“’fG—l l

Figure 5.3.2-1: Transport block processing for DL-SCH, PCH and MCH.
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5.3.21 Transport block CRC attachment

Error detection is provided on transport blocks through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
1byay,a,,a,,as,...,a ,_;, and the parity bits by p,, p;, P2, D3, P11 - A 15 the size of the transport block and L is the

number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as
defined in section 6.1.1 of [5].

The parity bits are computed and attached to the transport block according to section 5.1.1 setting L to 24 bits and using
the generator polynomial gcrcaaa(D).

53.2.2 Code block segmentation and code block CRC attachment

The bits input to the code block segmentation are denoted by b, b,,b,,b;,...,bz_; wWhere B is the number of bits in the
transport block (including CRC).

Code block segmentation and code block CRC attachment are performed according to section 5.1.2.

The bits after code block segmentation are denoted by ¢, ¢,1,¢,7, ¢35 C,(k, 1) » Where 7 is the code block number

and K, is the number of bits for code block number r.

5.3.2.3 Channel coding

Code blocks are delivered to the channel coding block. They are denoted by ¢, ¢,1,¢,5,¢,35.Cy(k, 1) » Where r is the

code block number, and K, is the number of bits in code block number r. The total number of code blocks is denoted by
C and each code block is individually turbo encoded according to section 5.1.3.2.

a® ,withi=0,1,and 2, and where D, is the number of

After encoding the bits are denoted by d')),d,d),a%) #(D,-1)

rl e r3 00

bits on the i-th coded stream for code block number r,i.e. D, =K, +4.

5.3.24 Rate matching

Turbo coded blocks are delivered to the rate matching block. They are denoted by d f{)),dr({) ,dﬁ"z),d,(,? ,...,di?D 1)
withi = 0,1, and 2, and where 7 is the code block number, i is the coded stream index, and D, is the number of bits in

each coded stream of code block number 7. The total number of code blocks is denoted by C and each coded block is
individually rate matched according to section 5.1.4.1.

After rate matching, the bits are denoted by e,.e,,€,5,€,3.....€,(g,—1), Where ris the coded block number, and where

E, is the number of rate matched bits for code block number 7.

53.25 Code block concatenation

The bits input to the code block concatenation block are denoted by e,.e,1,€,5,€,3,....€,(g, ) for 7=0,..,C -1 and

where E, is the number of rate matched bits for the 7-th code block.

Code block concatenation is performed according to section 5.1.5.

The bits after code block concatenation are denoted by fy, f1, /5, f3,.-, fg_1 » Where G is the total number of coded bits

for transmission. This sequence of coded bits corresponding to one transport block after code block concatenation is
referred to as one codeword in section 6.3.1 of [2]. In case of multiple transport blocks per TTI, the transport block to
codeword mapping is specified according to section 5.3.3.1.5, 5.3.3.1.5A or 5.3.3.1.5B, depending on the DCI Format.
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533 Downlink control information

A DCI transports downlink, uplink or sidelink scheduling information, requests for aperiodic CQI reports, LAA
common information, notifications of MCCH change [6] or uplink power control commands for one cell and one RNTI.
The RNTI is implicitly encoded in the CRC.

Figure 5.3.3-1 shows the processing structure for one DCI. The following coding steps can be identified:
— Information element multiplexing
— CRC attachment
—  Channel coding
— Rate matching

The coding steps for DCI are shown in the figure below.

Ay Apyenr Ay i

CRC attachment

CosClaeesCx) v

Channel coding

@) () (@)
ai.d",..df), |,

Rate matching

€0,€15--,€F_1 i

Figure 5.3.3-1: Processing for one DCI.

5.3.3.1 DCI formats
The fields defined in the DCI formats below are mapped to the information bits ao to a4.1 as follows.

Each field is mapped in the order in which it appears in the description, including the zero-padding bit(s), if any, with
the first field mapped to the lowest order information bit ao and each successive field mapped to higher order
information bits. The most significant bit of each field is mapped to the lowest order information bit for that field, e.g.
the most significant bit of the first field is mapped to ao.

5.3.3.1.1 Format 0
DCI format 0 is used for the scheduling of PUSCH in one UL cell.
The following information is transmitted by means of the DCI format 0:
- Carrier indicator — 0 or 3 bits. This field is present according to the definitions in [3].
- Flag for formatO/format1 A differentiation — 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

- Frequency hopping flag — 1 bit as defined in section 8.4 of [3]. This field is used as the MSB of the corresponding
resource allocation field for resource allocation type 1.
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- Resource block assignment and hopping resource allocation — ’_log2 (N }I{JBL (N ,[{é +1)/ 2)-‘ bits

- For PUSCH hopping (resource allocation type 0 only):

- Nui, hop MSB bits are used to obtain the value of #pgg (i) as indicated in section 8.4 of [3]

- Ulog2 v, ,‘5; (N, I[{% + 1)/2)-‘ -N UL_hOp) bits provide the resource allocation of the first slot in the UL
subframe

- For non-hopping PUSCH with resource allocation type 0:

- (’—logz(N NE(NSE +1)/ 2)-‘ j bits provide the resource allocation in the UL subframe as defined in section
8.1.1 of [3]
- For non-hopping PUSCH with resource allocation type 1:

- The concatenation of the frequency hopping flag field and the resource block assignment and hopping
resource allocation field provides the resource allocation field in the UL subframe as defined in section 8.1.2
of [3]

- Modulation and coding scheme and redundancy version — 5 bits as defined in section 8.6 of [3]
- New data indicator — 1 bit

- TPC command for scheduled PUSCH — 2 bits as defined in section 5.1.1.1 of [3]

- Cyclic shift for DM RS and OCC index — 3 bits as defined in section 5.5.2.1.1 of [2]

- UL index — 2 bits as defined in sections 5.1.1.1, 7.2.1, 8 and 8.4 of [3] (this field is present only for TDD operation
with uplink-downlink configuration 0)

- Downlink Assignment Index (DAI) — 2 bits as defined in section 7.3 of [3] (this field is present only for cases with
TDD primary cell and either TDD operation with uplink-downlink configurations 1-6 or FDD operation)

- CSI request — 1, 2 or 3 bits as defined in section 7.2.1 of [3]. The 2-bit field applies to UEs configured with no
more than five DL cells and to

- UEs that are configured with more than one DL cell and when the corresponding DCI format is mapped onto
the UE specific search space given by the C-RNTI as defined in [3];

- UEs that are configured by higher layers with more than one CSI process and when the corresponding DCI
format is mapped onto the UE specific search space given by the C-RNTI as defined in [3];

- UEs that are configured with two CSI measurement sets by higher layers with the parameter csi-
MeasSubframeSet, and when the corresponding DCI format is mapped onto the UE specific search space
given by the C-RNTI as defined in [3];

the 3-bit field applies to UEs that are configured with more than five DL cells and when the corresponding DCI
format is mapped onto the UE specific search space given by the C-RNTI as defined in [3];

otherwise the 1-bit field applies

- SRS request — 0 or 1 bit. This field can only be present in DCI formats scheduling PUSCH which are mapped onto
the UE specific search space given by the C-RNTI as defined in [3]. The interpretation of this field is provided in
section 8.2 of [3]

- Resource allocation type — 1 bit. This field is only present if Ngg < Ngy . The interpretation of this field is

provided in section 8.1 of [3]

If the number of information bits in format 0 mapped onto a given search space is less than the payload size of format
1A for scheduling the same serving cell and mapped onto the same search space (including any padding bits appended
to format 1A), zeros shall be appended to format 0 until the payload size equals that of format 1A.

Petitioners' Exhibit 1011

Nokia of America Corp., et al. v. KT Corporation, et al.
Case No. IPR2025-00137; U.S. Patent No. 11,540,272
Page 000096



Release 13 97 3GPP TS 36.212 V13.1.0 (2016-03)

5.3.3.1.2 Format 1
DCI format 1 is used for the scheduling of one PDSCH codeword in one cell.
The following information is transmitted by means of the DCI format 1:
- Carrier indicator — 0 or 3 bits. This field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]:

- ’—N R/ P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]:

- |_log2 (P)-| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- GVN o/ P—‘— |_10g ) (P)-|—l) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- HARQ process number — 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit
- Redundancy version — 2 bits
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If the UE is not configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI and the number of
information bits in format 1 is equal to that for format 0/1A, one bit of value zero shall be appended to format 1.

If the UE is configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI and the number of
information bits in format 1 is equal to that for format 0/1A for scheduling the same serving cell and mapped onto the
UE specific search space given by the C-RNTI as defined in [3], one bit of value zero shall be appended to format 1.

If the number of information bits in format 1 carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one or
more zero bit(s) shall be appended to format 1 until the payload size of format 1 does not belong to one of the sizes in
Table 5.3.3.1.2-1 and is not equal to that of format 0/1 A mapped onto the same search space.

Table 5.3.3.1.2-1: Ambiguous Sizes of Information Bits.

| {12, 14, 16 ,20, 24, 26, 32, 40, 44, 56} |
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Table 5.3.3.1.2-2: Number of bits for Downlink Assignment Index.

Number
of bits

4 For UEs configured by higher layers with codebooksizeDetermination-r13 = 0, the 4-bit DAI
further consists of a 2-bit counter DAl and a 2-bit total DAI.

- Counter DAI — 2 bits as defined in section 7.3 of [3]
- Total DAl - 2 bits as defined in section 7.3 of [3]

2 For UEs configured with no more than five DL cells, or for UEs configured by higher layers with
codebooksizeDetermination-r13 = 1, this field is present for FDD or TDD operation, for cases with
TDD primary cell.

If the UL/DL configuration of all TDD serving cells is same and the UE is not configured to decode
PDCCH with CRC scrambled by eimta-RNTI, then this field only applies to serving cell with UL/DL
configuration 1-6

If at least two TDD serving cells have different UL/DL configurations or the UE is configured to
decode PDCCH with CRC scrambled by eimta-RNTI, then this field applies to a serving cell with
DL-reference UL/DL configuration 1-6 as defined in section 10.2 of [3]

0 For UEs configured with no more than five DL cells, or for UEs configured by higher layers with
codebooksizeDetermination-r13 = 1, this field is not present for FDD or TDD operation, for cases
with FDD primary cell.

5.3.3.1.3 Format 1A

DCI format 1A is used for the compact scheduling of one PDSCH codeword in one cell and random access procedure
initiated by a PDCCH order. The DCI corresponding to a PDCCH order can be carried by PDCCH or EPDCCH.

The following information is transmitted by means of the DCI format 1A:
- Carrier indicator — 0 or 3 bits. This field is present according to the definitions in [3].
- Flag for formatO/format1A differentiation — 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

Format 1A is used for random access procedure initiated by a PDCCH order only if format 1A CRC is scrambled
with C-RNTTI and all the remaining fields are set as follows:

- Localized/Distributed VRB assignment flag — 1 bit is set to ‘0’

- Resource block assignment — (log2 (NI%I; (v, % + 1)/2)-‘ bits, where all bits shall be set to 1
- Preamble Index — 6 bits
- PRACH Mask Index — 4 bits, [5]

- All the remaining bits in format 1A for compact scheduling assignment of one PDSCH codeword are set to
Zero

Otherwise,
- Localized/Distributed VRB assignment flag — 1 bit as defined in 7.1.6.3 of [3]
- Resource block assignment — ’—log2 (NI%I;(N% +1)/2)-‘ bits as defined in section 7.1.6.3 of [3]:

- For localized VRB:

|_10g2 (Nps (NP2 +1)/ 2)-| bits provide the resource allocation

- For distributed VRB:
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-If N, ]?BL < 50 or if the format 1A CRC is scrambled by RA-RNTI, P-RNTI, SI-RNTI, SC-RNTI or G-

RNTI:
- ’_log2 (Nps(Nps +1)/ 2)-‘ bits provide the resource allocation
- Else
- 1 bit, the MSB indicates the gap value, where value 0 indicates N,,, = N, and value 1 indicates
Neap = Ngap

- (’_10g L(Npe(Nps +1)/ 2)—‘ —1) bits provide the resource allocation,
where N, is defined in [2].

- Modulation and coding scheme — Sbits as defined in section 7.1.7 of [3]
- HARQ process number — 3 bits (for cases with FDD primary cell) , 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit

- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, SI-RNTI, SC-RNTI or G-RNTT:

-If N2% >50 and Localized/Distributed VRB assignment flag is set to 1

RB =—
- the new data indicator bit indicates the gap value, where value 0 indicates N,,, = N, and value
1 indicates N gap = Ngap2 -
- Else the new data indicator bit is reserved.
- Else
- The new data indicator bit as defined in [5]
- Redundancy version — 2 bits
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTI:

- The most significant bit of the TPC command is reserved.

- The least significant bit of the TPC command indicates column Nll,ﬁB of the TBS table defined of [3].

- If least significant bit is 0 then Njag= 2 else Nppg = 3.

- Else
- The two bits including the most significant bit indicates the TPC command
- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- SRS request — 0 or 1 bit. This field can only be present in DCI formats scheduling PDSCH which are mapped onto
the UE specific search space given by the C-RNTI as defined in [3]. The interpretation of this field is provided in
section 8.2 of [3]

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.
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If the UE is not configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI, and the number of
information bits in format 1A is less than that of format 0, zeros shall be appended to format 1A until the payload size
equals that of format 0.

If the UE is configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI and the number of
information bits in format 1A mapped onto a given search space is less than that of format 0 for scheduling the same
serving cell and mapped onto the same search space, zeros shall be appended to format 1A until the payload size equals
that of format 0, except when format 1A assigns downlink resource on a secondary cell without an uplink configuration
associated with the secondary cell.

If the number of information bits in format 1A carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 1A.

When the format 1A CRC is scrambled with a RA-RNTIL, P-RNTI, SI-RNTI, SC-RNTI or G-RNTI then the following
fields among the fields above are reserved:

- HARQ process number

- Downlink Assignment Index (used for cases with TDD primary cell and either FDD operation or TDD operation,
and is not present for cases with FDD primary cell and either FDD operation or TDD operation)

5.3.3.1.3A Format 1B
DCI format 1B is used for the compact scheduling of one PDSCH codeword in one cell with precoding information.
The following information is transmitted by means of the DCI format 1B:

- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].

- Localized/Distributed VRB assignment flag — 1 bit as defined in section 7.1.6.3 of [3]

- Resource block assignment — ’_log2 (N% (N}% + 1)/2)—‘ bits as defined in section 7.1.6.3 of [3]

- For localized VRB:

|_log2 (N5 (N +1)/ 2)-| bits provide the resource allocation
- For distributed VRB:

-For NPt <50
- ’_log2 (NPE(NRE +1)/ 2)—‘ bits provide the resource allocation

- For N]?J; >50

- 1 bit, the MSB indicates the gap value, where value 0 indicates N,,, = N, and value 1 indicates

Noap = Ngap2

- (I_log2 (Nps (NE+1)/ 2)-‘ —1) bits provide the resource allocation

- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]

- HARQ process number — 3 bits (for cases with FDD primary cell) , 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit

- Redundancy version — 2 bits

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.
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- TPMI information for precoding — number of bits as specified in Table 5.3.3.1.3A-1

TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]
corresponding to the single-layer transmission.

- PMI confirmation for precoding — 1 bit as specified in Table 5.3.3.1.3A-2

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If PMI confirmation indicates that the eNodeB has applied precoding according to PMI(s) reported by the UE, the

precoding for the corresponding RB(s) in subframe # is according to the latest PMI(s) in an aperiodic CSI reported on
or before subframe n-4.

Table 5.3.3.1.3A-1: Number of bits for TPMI information.

Number of antenna ports | Number
at eNodeB of bits
2 2
4 4

Table 5.3.3.1.3A-2: Content of PMI confirmation.

Bit field mapped

. Message
to index
0 Precoding according to the indicated TPMI in
the TPMI information field
1 Precoding using the precoder(s) according to
PMI(s) indicated in the latest aperiodic CSI
report.

For aperiodic CSI mode 2-2:

- Precoding of scheduled resource blocks
belonging to the reported preferred M
subband(s), use precoder(s) according to the
preferred M subband PMI(s) indicated in the
latest aperiodic CSI report;

- Precoding of scheduled resource blocks not
belonging to the reported preferred M
subband(s), precoding using a precoder
according to the wideband PMI indicated in the
latest aperiodic CSl report.

If the number of information bits in format 1B is equal to that for format 0/1A for scheduling the same serving cell and
mapped onto the UE specific search space given by the C-RNTI as defined in [3], one bit of value zero shall be
appended to format 1B.

If the number of information bits in format 1B carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
or more zero bit(s) shall be appended to format 1B until the payload size of format 1B does not belong to one of the
sizes in Table 5.3.3.1.2-1 and is not equal to that of format 0/1 A mapped onto the same search space.

5.3.314 Format 1C

DCI format 1C is used for very compact scheduling of one PDSCH codeword, notifying MCCH change [6], notifying
SC-MCCH change [6] , reconfiguring TDD, and LAA common information.

The following information is transmitted by means of the DCI format 1C:
If the format 1C is used for very compact scheduling of one PDSCH codeword

- 1bit indicates the gap value, where value 0 indicates Ny, = N, and value | indicates N, = N

gap, gap,2
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- For Nyt <50, there is no bit for gap indication

- Resource block assignment — ’VIOg2 (LN\[/)II{B,gapl / Ny J (LN\%B,gapl /N J+ 1)/ 2)-‘ bits as defined in
7.1.6.3 of [3] where Ny o is defined in [2] and Ny is defined in [3]

- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
Else if the format 1C is used for notifying MCCH change
- Information for MCCH change notification — 8 bits as defined in section 5.8.1.3 of [6]

- Reserved information bits are added until the size is equal to that of format 1C used for very compact
scheduling of one PDSCH codeword

Else if the format 1C is used for notifying SC-MCCH change
- Information for SC-MCCH change notification — 8 bits as defined in section 5.8a.1.3 of [6]

- Reserved information bits are added until the size is equal to that of format 1C used for very compact
scheduling of one PDSCH codeword

Else if the format 1C is used for reconfiguring TDD
- UL/DL configuration indication:

UL/DL configuration number 1, UL/DL configuration number 2,..., UL/DL configuration number /

L
Where each UL/DL configuration is 3 bits, / = L%J » Liyrmat1¢ 15 equal to the payload size of format 1C

used for very compact scheduling of one PDSCH codeword. The parameter eimta-UL-DL-Configindex
provided by higher layers determines the index to the UL/DL configuration indication for a serving cell.

- Zeros are added until the size is equal to that of format 1C used for very compact scheduling of one PDSCH

codeword
Else
- Subframe configuration for LAA — 4 bits as defined in section x.y.z of [3]
- Reserved information bits are added until the size is equal to that of format 1C used for very compact
scheduling of one PDSCH codeword
5.3.3.1.4A Format 1D

DCI format 1D is used for the compact scheduling of one PDSCH codeword in one cell with precoding and power
offset information.

The following information is transmitted by means of the DCI format 1D:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Localized/Distributed VRB assignment flag — 1 bit as defined in section 7.1.6.3 of [3]
- Resource block assignment — ’—logz(N%(Ngg + 1)/2)-‘ bits as defined in section 7.1.6.3 of [3]:

- For localized VRB:

’VIOg (N (N +1)/ 2)-‘ bits provide the resource allocation
- For distributed VRB:

- For Nfé <50
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- ’Vlog2 (Nps (NgE+1)/ 2)-‘ bits provide the resource allocation
-For NPt >50

- 1 bit, the MSB indicates the gap value, where value 0 indicates N,,, = N

Ngap = Noap2

eap,1 and value 1 indicates

- (’_log (N (N +1)/ 2)-‘ —1) bits provide the resource allocation

- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]

- HARQ process number — 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit

- Redundancy version — 2 bits

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- TPMI information for precoding — number of bits as specified in Table 5.3.3.1.4A-1

TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]
corresponding to the single-layer transmission.

- Downlink power offset — 1 bit as defined in section 7.1.5 of [3]

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

Table 5.3.3.1.4A-1: Number of bits for TPMI information.

Number of antenna ports | Number
at eNodeB of bits
2 2
4 4

If the number of information bits in format 1D is equal to that for format 0/1A for scheduling the same serving cell and
mapped onto the UE specific search space given by the C-RNTI as defined in [3], one bit of value zero shall be
appended to format 1D.

If the number of information bits in format 1D carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
or more zero bit(s) shall be appended to format 1D until the payload size of format 1D does not belong to one of the
sizes in Table 5.3.3.1.2-1 and is not equal to that of format 0/1 A mapped onto the same search space.

5.3.3.1.5 Format 2
The following information is transmitted by means of the DCI format 2:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type O is assumed.

- Resource block assignment:

Petitioners' Exhibit 1011

Nokia of America Corp., et al. v. KT Corporation, et al.
Case No. IPR2025-00137; U.S. Patent No. 11,540,272
Page 000103



Release 13

104 3GPP TS 36.212 V13.1.0 (2016-03)

- For resource allocation type 0 defined in section 7.1.6.1 of [3]:

- ’—N 2y P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]:

- [log, (P)] bits of this field are used as a header specific to this resource allocation type to indicate the

selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- (]VN Ry / P-‘— [log,(P)]- 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Transport block to codeword swap flag — 1 bit

In addition, for transport block 1:

- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]

- New data indicator — 1 bit

- Redundancy version — 2 bits

In addition, for transport block 2:

- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]

- New data indicator — 1 bit

- Redundancy version — 2 bits

- Precoding information — number of bits as specified in Table 5.3.3.1.5-3

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK

feedback.

If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table

5.3.3.1.5-1.

In case one of the transport blocks is disabled as specified in section 7.1.7.2 of [3], the transport block to codeword
swap flag is reserved and the transport block to codeword mapping is specified according to Table 5.3.3.1.5-2.

Table 5.3.3.1.5-1: Transport block to codeword mapping

(two transport blocks enabled).

transport block codeword 0 codeword 1
to codeword
(enabled) (enabled)
swap flag value
0 transport block 1 | transport block 2
1 transport block 2 | transport block 1
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Table 5.3.3.1.5-2: Transport block to codeword mapping
(one transport block enabled).

codeword codew
transport transport
block 1 block 2 0 ord 1
(enabled) (disabled)
. transport
enabled disabled block 1 -
. transport
disabled enabled block 2 -

The interpretation of the precoding information field depends on the number of enabled codewords according to Table
5.3.3.1.5-4 and Table 5.3.3.1.5-5. Note that TPMI indicates which codebook index is used in Table 6.3.4.2.3-1 or Table
6.3.4.2.3-2 of [2]. For a single enabled codeword, indices 18 to 34 inclusive in Table 5.3.3.1.5-5 are only supported for
retransmission of the corresponding transport block if that transport block has previously been transmitted using two
layers with closed-loop spatial multiplexing.

If the number of information bits in format 2 carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2.

Some entries in Table 5.3.3.1.5-4 and Table 5.3.3.1.5-5 are used for indicating that the eNodeB has applied precoding
according to PMI(s) reported by the UE. In these cases the precoding for the corresponding RB(s) in subframe # is
according to the latest PMI(s) in an aperiodic CSI reported on or before subframe n-4. For aperiodic CSI mode 2-2:
Precoding of scheduled resource blocks belonging to the reported preferred M subband(s) use precoder(s) according to
the preferred M subband PMI indicated by the latest aperiodic CSI report; Precoding of scheduled resource blocks not
belonging to the reported preferred M subband(s) use a precoder according to the wideband PMI indicated by the latest
aperiodic CSI report.

Table 5.3.3.1.5-3: Number of bits for precoding information.

Number of antenna ports at eNodeB Number of bits for precoding information

2 3
4 6
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Table 5.3.3.1.5-4: Content of precoding information field for 2 antenna ports.

One codeword: Two codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 2 layers: Transmit 0 2 layers: Precoding
diversity corresponding to
precoder matrix
1|1 1
211 -1
1 1 layer: Precoding 1 2 layers: Precoding
corresponding to corresponding to
precoding vector precoder matrix
1] /42 1 {1 1 }
20 -J
2 1 layer: Precoding 2 2 layers: Precoding
corresponding to according to the latest
precoder vector PMI report on
T PUSCH, using the
[1 1] /\/5 precoder(s) indicated
by the reported
PMi(s)
3 1 layer: Precoding 3 reserved
corresponding to
precoder vector
T /2
4 1 layer: Precoding 4 reserved
corresponding to
precoder vector
-T2
5 1 layer: 5 reserved
Precoding according to
the latest PMI report on
PUSCH, using the
precoder(s) indicated by
the reported PMI(s),
if RI=2 was reported,
using 18t column
multiplied by \/5 of all
precoders implied by the
reported PMiI(s)
6 1 layer: 6 reserved
Precoding according to
the latest PMI report on
PUSCH, using the
precoder(s) indicated by
the reported PMI(s),
if RI=2 was reported,
using 2" column
multiplied by /2 of all
precoders implied by the
reported PMiI(s)
7 reserved 7 reserved
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One codeword:
Codeword 0 enabled,
Codeword 1 disabled

Two codewords:
Codeword 0 enabled,
Codeword 1 enabled

\

Bit field Bit field
mapped to Message mapped Message
index to index
0 4 layers: Transmit 0 2 layers: TPMI=0
diversity
1 1 layer: TPMI=0 1 2 layers: TPMI=1
1 layer: TPMI=1

\

1\ 1\ 15 2 layers: TPMI=15
16 1 layer: TPMI=15 16 2 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
17 1 layer: Precoding 17 3 layers: TPMI=0
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
18 2 layers: TPMI=0 18 3 layers: TPMI=1
19 2 layers: TPMI=1
\ \
1\ 1\ 32 3 layers: TPMI=15
33 2 layers: TPMI=15 33 3 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
34 2 layers: Precoding 34 4 layers: TPMI=0
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
35-63 reserved 35 4 layers: TPMI=1
\ \
49 4 layers: TPMI=15
50 4 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMi(s)
51-63 Reserved

5.3.3.1.5A Format 2A

The following information is transmitted by means of the DCI format 2A:

- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
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- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]

- ’—N e P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- ﬁog2 (P)—| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- (]-N 05/ P-‘— ﬁog2 (P)—|— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.
- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- Transport block to codeword swap flag — 1 bit
In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
- Precoding information — number of bits as specified in Table 5.3.3.1.5A-1

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table
5.3.3.1.5-1.

In case one of the transport blocks is disabled, the transport block to codeword swap flag is reserved and the transport
block to codeword mapping is specified according to Table 5.3.3.1.5-2.

The precoding information field is defined according to Table 5.3.3.1.5A-2. For a single enabled codeword, index 1 in
Table 5.3.3.1.5A-2 is only supported for retransmission of the corresponding transport block if that transport block has
previously been transmitted using two layers with large delay CDD.
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For transmission with 2 antenna ports, the precoding information field is not present. The number of transmission layers
is equal to 2 if both codewords are enabled; transmit diversity is used if codeword 0 is enabled while codeword 1 is
disabled.

If the number of information bits in format 2A carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2A.

Table 5.3.3.1.5A-1: Number of bits for precoding information.

Number of antenna ports at eNodeB Number of bits for precoding information
2 0
4 2

Table 5.3.3.1.5A-2: Content of precoding information field for 4 antenna ports.

One codeword: Two codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 4 layers: Transmit 0 2 layers: precoder
diversity cycling with large delay
CDD
1 2 layers: precoder 1 3 layers: precoder
cycling with large delay cycling with large delay
CDD CDD
2 reserved 2 4 layers: precoder
cycling with large delay
CDD
3 reserved 3 reserved

5.3.3.1.5B Format 2B
The following information is transmitted by means of the DCI format 2B:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]

- ’_N e/ Pl bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- ﬂogz (P)—| bits of this field are used as a header specific to this resource allocation type to indicate the

selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- GVN x5/ P-‘— ﬂogz (P)—|— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]
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- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- Scrambling identity— 1 bit as defined in section 6.10.3.1 of [2]

- SRS request — [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of
(3]

In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled, the number of layers equals two; transport block 1 is mapped to codeword 0; and
transport block 2 is mapped to codeword 1. Antenna ports 7 and 8 are used for spatial multiplexing.

In case one of the transport blocks is disabled, the number of layers equals one; the transport block to codeword
mapping is specified according to Table 5.3.3.1.5-2; and the antenna port for single-antenna port transmission is
according to Table 5.3.3.1.5B-1.

Table 5.3.3.1.5B-1: Antenna port for single-antenna port transmission (one transport block disabled).

New data indicator of the disabled transport block | Antenna port
0 7

1 8

If the number of information bits in format 2B carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2B.

5.3.3.1.5C Format 2C
The following information is transmitted by means of the DCI format 2C:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]
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- ’—N o/ P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- (logz (P)—| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- dVN R5 / P-‘— ’_log2 (P)-‘— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Antenna port(s), scrambling identity and number of layers — 3 bits as specified in Table 5.3.3.1.5C-1 where nscip is
the scrambling identity for antenna ports 7 and 8 defined in section 6.10.3.1 of [2], or 4bits as specified in Table
5.3.3.1.5C-2 where nscip is the scrambling identity for antenna ports 7, 8, 11 and 13 defined in section 6.10.3.1
of [2] when higher layer parameter dmrs-tableAlt is set to 1.

- SRS request — [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of
(3]

In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled; transport block 1 is mapped to codeword 0; and transport block 2 is mapped to
codeword 1.

In case one of the transport blocks is disabled; the transport block to codeword mapping is specified according to Table
5.3.3.1.5-2. For the single enabled codeword, Value =4, 5, 6 in Table 5.3.3.1.5C-1 are only supported for
retransmission of the corresponding transport block if that transport block has previously been transmitted using two,
three or four layers, respectively.

If the number of information bits in format 2C carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2C.
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Table 5.3.3.1.5C-1: Antenna port(s), scrambling identity and number of layers indication

One Codeword: Two Codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled
Value Message Value Message
0 1 layer, port 7, nscip=0 0 2 layers, ports 7-8, nscip=0
1 layer, port 7, nscip=1 1 2 layers, ports 7-8, nscip=1

1 layer, port 8, nscip=0 3 layers, ports 7-9

1 layer, port 8, nscip=1 4 layers, ports 7-10

2 layers, ports 7-8 5 layers, ports 7-11

3 layers, ports 7-9 6 layers, ports 7-12

4 layers, ports 7-10 7 layers, ports 7-13

N[o|ja|dh|lwIN]~
N[oja|ldlwlN

Reserved

8 layers, ports 7-14

Table 5.3.3.1.5C-2: Antenna port(s), scrambling identity and number of layers indication

One Codeword: Two Codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled
Value Message Value Message
0 1 layer, port 7, nscio=0 (OCC=2) 0 2 layer, port 7-8, nscip=0 (OCC=2)
1 layer, port 7, nscip=1 (OCC=2) 1 2 layer, port 7-8, nscip=1 (OCC=2)

1 layer, port 8, nscip=0 (OCC=2) 2 layer, port 7-8, nscip=0 (OCC=4)
1 layer, port 8, nscip=1 (OCC=2) 2 layer, port 7-8, nscip=1 (OCC=4)
1 layer, port 7, nscio=0 (OCC=4) 2 layer, port 11,13, nscip=0 (OCC=4)

2 2
3 3
4 4
5 1 layer, port 7, nscip=1 (OCC=4) 5 2 layer, port 11,13, nscip=1 (OCC=4)
6 6
7 7
8 8

1 layer, port 8, nscip=0 (OCC=4)
1 layer, port 8, nscip=1 (OCC=4)
1 layer, port 11, nscip=0 (OCC=4)

3 layer, port 7-9
4 layer, port 7-10
5 layer, port 7-11

9 1 layer, port 11, nscip=1 (OCC=4) 9 6 layer, port 7-12
10 1 layer, port 13, nscip=0 (OCC=4) 10 7 layers, ports 7-13
11 1 layer, port 13, nscip=1 (OCC=4) 11 8 layers, ports 7-14
12 2 layers, ports 7-8 12 Reserved

13 3 layers, ports 7-9 13 Reserved

14 4 layers, ports 7-10 14 Reserved

15 Reserved 15 Reserved

5.3.3.1.5D Format 2D

The following information is transmitted by means of the DCI format 2D:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]
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- (N I?é‘ / PW bits provide the resource allocation
- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- ﬂog2 (P)—| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- qu bl P-‘— ’_log ) (Pﬂ— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Antenna port(s), scrambling identity and number of layers — 3 bits as specified in Table 5.3.3.1.5C-1 where nscip is
the scrambling identity for antenna ports 7 and 8 defined in section 6.10.3.1 of [2], or 4bits as specified in Table
5.3.3.1.5C-2 where nscip is the scrambling identity for antenna ports 7, 8, 11 and 13 defined in section 6.10.3.1
of [2] when higher layer parameter dmrs-tableAlt is set to 1.

- SRS request — [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of
(3]

In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
- PDSCH RE Mapping and Quasi-Co-Location Indicator — 2 bits as defined in sections 7.1.9 and 7.1.10 of [3]

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled; transport block 1 is mapped to codeword 0; and transport block 2 is mapped to
codeword 1.

In case one of the transport blocks is disabled; the transport block to codeword mapping is specified according to Table
5.3.3.1.5-2. For the single enabled codeword, Value =4, 5, 6 in Table 5.3.3.1.5C-1 are only supported for
retransmission of the corresponding transport block if that transport block has previously been transmitted using two,
three or four layers, respectively.

If the number of information bits in format 2D carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2D.

5.3.3.1.6 Format 3

DCI format 3 is used for the transmission of TPC commands for PUCCH and PUSCH with 2-bit power adjustments.
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The following information is transmitted by means of the DCI format 3:

- TPC command number 1, TPC command number 2,..., TPC command number N

L
where N = Lfor;natOJ ,and where Lg..¢0 1S equal to the payload size of format 0 before CRC attachment when

format 0 is mapped onto the common search space, including any padding bits appended to format 0. The
parameter tpc-Index or tpc-Index-PUCCH-SCell-r13 provided by higher layers determines the index to the TPC
command for a given UE.

L L
If \‘ forzmaw J < for;am , a bit of value zero shall be appended to format 3.

For BL/CE UE, Lfymat 0 and format 0 are replaced by Liormat 6-0a and format 6-0A, respectively, in the description above.

5.3.3.1.7 Format 3A

DCI format 3A is used for the transmission of TPC commands for PUCCH and PUSCH with single bit power
adjustments.

The following information is transmitted by means of the DCI format 3A:
- TPC command number 1, TPC command number 2,..., TPC command number M

where M = Ly mato, and where Lgy 0.0 1 equal to the payload size of format 0 before CRC attachment when format

0 is mapped onto the common search space, including any padding bits appended to format 0. The parameter pc-Index
or tpc-Index-PUCCH-SCell-r13 provided by higher layers determines the index to the TPC command for a given UE.

For BL/CE UE, Ltormat 0 and format 0 are replaced by Liormat 6-0a and format 6-0A, respectively, in the description above.

5.3.3.1.8 Format 4
DCI format 4 is used for the scheduling of PUSCH in one UL cell with multi-antenna port transmission mode,
The following information is transmitted by means of the DCI format 4:

- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].

UL
- Resource block assignment - max (10g2(N§§; (N 41/ 2)-" {logz((’_]\/” /P+ l-m—‘ bits, where P is the
4

UL RBG size as defined in section 8.1.2 of [3]

- For resource allocation type 0:

- The (’—log2 (N, % (N, ;[{% +1)/ 2)-‘ j LSBs provide the resource allocation in the UL subframe as defined in
section 8.1.1 of [3]

- For resource allocation type 1:

N/ P+1
- The | log, U ke

LSBs provide the resource allocation in the UL subframe as defined in

section 8.1.2 of [3]
- TPC command for scheduled PUSCH — 2 bits as defined in section 5.1.1.1 of [3]

- Cyclic shift for DM RS and OCC index — 3 bits as defined in section 5.5.2.1.1 of [2]
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- UL index — 2 bits as defined in sections 5.1.1.1, 7.2.1, 8 and 8.4 of [3] (this field is present only for TDD
operation with uplink-downlink configuration 0)

- Downlink Assignment Index (DAI) — 2 bits as defined in section 7.3 of [3] (this field is present only for cases
with TDD primary cell and either TDD operation with uplink-downlink configurations 1-6 or FDD operation)

- CSlrequest— 1, 2 or 3 bits as defined in section 7.2.1 of [3]. The 2-bit field applies to UEs configured with no
more than five DL cells and to

- UEs that are configured with more than one DL cell;
- UEs that are configured by higher layers with more than one CSI process;

- UEs that are configured with two CSI measurement sets by higher layers with the parameter csi-
MeasSubframeSet,

the 3-bit field applies to UEs that are configured with more than five DL cells;
otherwise the 1-bit field applies
- SRS request — 2 bits as defined in section 8.2 of [3]
- Resource allocation type — 1 bit as defined in section 8.1 of [3]
In addition, for transport block 1:
- Modulation and coding scheme and redundancy version — 5 bits as defined in section 8.6 of [3]
- New data indicator — 1 bit
In addition, for transport block 2:
- Modulation and coding scheme and redundancy version — 5 bits as defined in section 8.6 of [3]
- New data indicator — 1 bit

Precoding information and number of layers: number of bits as specified in Table 5.3.3.1.8-1. Bit field as shown in
Table 5.3.3.1.8-2 and Table 5.3.3.1.8- 3. Note that TPMI for 2 antenna ports indicates which codebook index is to be
used in Table 5.3.3A.2-1 of [2], and TPMI for 4 antenna ports indicates which codebook index is to be used in Table
5.3.3A.2-2, Table 5.3.3A.2-3, Table 5.3.3A.2-4 and Table 5.3.3A.2-5 of [2]. If both transport blocks are enabled,
transport block 1 is mapped to codeword 0; and transport block 2 is mapped to codeword 1. In case one of the transport
blocks is disabled, the transport block to codeword mapping is specified according to Table 5.3.3.1.5-2. For a single
enabled codeword, indices 24 to 39 in Table 5.3.3.1.8-3 are only supported for retransmission of the corresponding
transport block if that transport block has previously been transmitted using two layers.

Table 5.3.3.1.8-1: Number of bits for precoding information.

Number of antenna ports at UE Number of bits for precoding information
2 3
4 6
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Table 5.3.3.1.8-2: Content of precoding information field for 2 antenna ports

One codeword: Two codewords:
Codeword 0 enabled Codeword 0 enabled
Codeword 1 disabled Codeword 1 enabled
Bit field mapped to index Message Bit field mapped to index Message

0 1 layer: TPMI=0 0 2 layers: TPMI=0
1 1 layer: TPMI=1 1-7 reserved
2 1 layer: TPMI=2
5 1 layer: TPMI=5

6-7 reserved

Table 5.3.3.1.8-3: Content of precoding information field for 4 antenna ports

One codeword: Two codewords:
Codeword 0 enabled Codeword 0 enabled
Codeword 1 disabled Codeword 1 enabled
Bit field mapped to index Message Bit field mapped to index Message
0 1 layer: TPMI=0 0 2 layers: TPMI=0
1 1 layer: TPMI=1 1 2 layers: TPMI=1
23 1 layer: TPMI=23 15 2 layers: TPMI=15
24 2 layers: TPMI=0 16 3 layers: TPMI=0
25 2 layers: TPMI=1 17 3 layers: TPMI=1
39 2 layers: TPMI=15 27 3 layers: TPMI=11
40-63 reserved 28 4 layers: TPMI=0
29 -63 Reserved

If the number of information bits in format 4 is equal to the payload size for DCI format 1, 2, 2A, 2B, 2C or 2D
associated with the configured DL transmission mode in the same serving cell, one zero bit shall be appended to format
4.

5.3.3.1.9 Format 5

DCI format 5 is used for the scheduling of PSCCH, and also contains several SCI format 0 fields used for the
scheduling of PSSCH.

The following information is transmitted by means of the DCI format 5:
- Resource for PSCCH — 6 bits as defined in section 14.2.1 of [3]
-TPC command for PSCCH and PSSCH — 1 bit as defined in sections 14.2.1 and 14.1.1 of [3]
- SCI format 0 fields according to 5.4.3.1.1:
- Frequency hopping flag
- Resource block assignment and hopping resource allocation
- Time resource pattern

If the number of information bits in format 5 mapped onto a given search space is less than the payload size of format 0
for scheduling the same serving cell, zeros shall be appended to format 5 until the payload size equals that of format 0
including any padding bits appended to format 0.
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5.3.3.1.10 Format 6-0A
DCI format 6-0A is used for the scheduling of PUSCH in one UL cell.
The following information is transmitted by means of the DCI format 6-0A:

- Flag format 6-0A/format 6-1A differentiation — 1 bit, where value 0 indicates format 6-0A and value 1 indicates
format 6-1A

- Frequency hopping flag — 1 bit as defined in section 5.3.4 of [2]

UL
- Resource block assignment — {log{NgB ﬂ +5 bits for PUSCH as defined in [3]:

UL
- {log{NgB H MSB bits provide the narrowband index as defined in section 5.2.4 of [2]

- 5 bits provide the resource allocation using UL resource allocation type 0 within the indicated narrowband
- Modulation and coding scheme — 4 bits as defined in section 8.6 of [3]
- Repetition number — 2 bits as defined in section 8.0 of [3]
- HARQ process number — 3 bits
- New data indicator — 1 bit
- Redundancy version — 2 bits
- TPC command for scheduled PUSCH — 2 bits as defined in section 5.1.1.1 of [3]

- UL index — 2 bits as defined in sections 5.1.1.1, 7.2.1, 8 and 8.4 of [3] (this field is present only for TDD
operation with uplink-downlink configuration 0)

- Downlink Assignment Index (DAI) — 2 bits as defined in section 7.3 of [3] (This field is present only for cases
with TDD primary cell and either TDD operation with uplink-downlink configurations 1-6 or FDD operation.
This field is reserved when the configured maximum repetition number is larger than 1 for either PDSCH or
MPDCCH.)

- CSl request — 1 bit as defined in section 7.2.1 of [3]
- SRS request —1 bit. The interpretation of this field is provided in section 8.2 of [3]
- DCI subframe repetition number — 2 bits as defined in section 9.1.5 of [3]

If the number of information bits in format 6-0A mapped onto a given search space is less than the payload size of
format 6-1A for scheduling the same serving cell and mapped onto the same search space (including any padding bits
appended to format 6-1A), zeros shall be appended to format 6-0A until the payload size equals that of format 6-1A.

5.3.3.1.11 Format 6-0B
DCI format 6-0B is used for the scheduling of PUSCH in one UL cell.
The following information is transmitted by means of the DCI format 6-0B:

- Flag for format 6-0B/format 6-1B differentiation — 1 bit, where value 0 indicates format 6-0B and value 1
indicates format 6-1B

UL
- Resource block assignment — {logz\‘]\?ﬂ +3 bits for PUSCH as defined in [3]:
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UL
- {logzt NéRB ﬂ MSB bits provide the narrowband index as defined in section 5.2.4 of [2]

- 3 bits provide the resource allocation within the indicated narrowband as specified in section 8.1.3 of [3]
Modulation and coding scheme — 4 bits as defined in section 8.6 of [3]

Repetition number — 3 bits as defined in section 8.0 of [3]

HARQ process number — 1 bit

New data indicator — 1 bit

DCI subframe repetition number — 2 bits as defined in section 9.1.5 of [3]

If the number of information bits in format 6-0B mapped onto a given search space is less than the payload size of
format 6-1B for scheduling the same serving cell and mapped onto the same search space (including any padding bits
appended to format 6-1B), zeros shall be appended to format 6-0B until the payload size equals that of format 6-1B.

5.3.3.1.12 Format 6-1A

DCI format 6-1A is used for the compact scheduling of one PDSCH codeword in one cell and random access procedure
initiated by a PDCCH order. The DCI corresponding to a PDCCH order can be carried by MPDCCH.

The following information is transmitted by means of the DCI format 6-1A:

Flag format 6-0A/format 6-1A differentiation — 1 bit, where value 0 indicates format 6-0A and value 1 indicates
format 6-1A

Format 6-1A is used for random access procedure initiated by a PDCCH order only if format 6-1A CRC is

scrambled with C-RNTI and all the remaining fields are set as follows:

DL
- Resource block assignment — {log{NgB H +5 bits, where all bits shall be set to 1

- Preamble Index — 6 bits
- PRACH Mask Index — 4 bits, [5]
- Starting CE level — 2 bits provide the PRACH starting CE level as defined in [5]

- All the remaining bits in format 6-1A for compact scheduling assignment of one PDSCH codeword are set to
Zero

Otherwise,

Frequency hopping flag — 1 bit as defined in section 6.4.1 of [2]

DL
Resource block assignment — {log{N‘gB H +5 bits for PDSCH as defined in [3]:

DL
- {logz[ NgB ﬂ MSB bits provide the narrowband index as defined in section 6.2.7 of [2]

- 5 bits provide the resource allocation using DL resource allocation type 2 within the indicated narrowband
Modulation and coding scheme — 4 bits as defined in section 7.1.7 of [3]
Repetition number — 2 bits as defined in section 7.1.11 of [3]

HARQ process number — 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
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New data indicator — 1 bit

Redundancy version — 2 bits

TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- If the format 6-1A CRC is scrambled by RA-RNTI:

- The most significant bit of the TPC command is reserved.

- The least significant bit of the TPC command indicates column Njsp of the TBS table defined of [3].

- Ifleast significant bit is 0 then N%,’,;‘B = 2else N%,’,;‘B =3.

- Else
- The two bits including the most significant bit indicate the TPC command

Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2. This field is reserved when the
configured maximum repetition number is larger than 1 for either PDSCH or MPDCCH.

Antenna port(s) and scrambling identity — 2 bits indicating the values 0 to 3, as specified in Table 5.3.3.1.5C-1.
This field is present only if PDSCH transmission is configured with TM9.

SRS request —1 bit. The interpretation of this field is provided in section 8.2 of [3]
TPMI information for precoding — number of bits as specified in Table 5.3.3.1.3A-1.

- TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]
corresponding to the single-layer transmission. This field is present only if PDSCH transmission is
configured with TM6.

PMI confirmation for precoding — 1 bit as specified in Table 5.3.3.1.3A-2. This field is present only if PDSCH
transmission is configured with TM6.

HARQ-ACK resource offset — 2 bits as defined in section 10.1 of [3]

DCI subframe repetition number — 2 bits as defined in section 9.1.5 of [3]

When the format 6-1A CRC is scrambled with a RA-RNTI, then the following fields among the fields above are
reserved:

HARQ process number
New data indicator
Downlink Assignment Index

HARQ-ACK resource offset

5.3.3.1.13 Format 6-1B

DCI format 6-1B is used for the scheduling of one PDSCH codeword in one cell.

The following information is transmitted by means of the DCI format 6-1B:

Flag for format 6-0B/format 6-1B differentiation — 1 bit, where value 0 indicates format 6-0B and value 1
indicates format 6-1B

Format 6-1B is used for random access procedure initiated by a PDCCH order only if format 6-1B CRC is

scrambled with C-RNTT and all the remaining fields are set as follows:

DL
- Resource block assignment — {logz{NgBﬂ +1 bits, where all bits shall be set to 1
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- Preamble Index — 6 bits
- PRACH Mask Index — 4 bits [5]
- Starting CE level — 2 bits provide the PRACH starting CE level as defined in [5]

- All the remaining bits in format 6-1B for compact scheduling assignment of one PDSCH codeword are set to
Zero

Otherwise,

DL
- Resource block assignment — | lo Nep. +1 bits for PDSCH as defined in [3]:
g 5] 6

DL
[logz{NEBﬂ MSB bits provide the narrowband index as defined in section 6.2.7 of [2]

- 1 bit provides the resource allocation within the indicated narrowband, where value 0 indicates RBs with
PRB index {0, 1, 2, 3} and value 1 indicates that all 6 PRBs are used.

- Modulation and coding scheme — 4 bits as defined in section 7.1.7 of [3]- Repetition number — 3 bits as defined
in section 7.1.11 of [3]

- HARQ process number — 1 bit

- New data indicator — 1 bit

- HARQ-ACK resource offset — 2 bits as defined in section 10.1 of [3]

- DCI subframe repetition number —2 bits as defined in section 9.1.5 of [3]

When the format 6-1B CRC is scrambled with a RA-RNTI then the following fields among the fields above are
reserved:

- HARQ process number
- New data indicator

- HARQ-ACK resource offset

5.3.3.1.14 Format 6-2

DCI format 6-2 is used for for paging and direct indication.

The following information is transmitted by means of the DCI format 6-2:
- Flag for paging/direct indication differentiation — 1 bit, with value 0 for direct indication and value 1 for paging
- IfFlag=0:

- Direct Indication information — 8 bits provide direct indication of system information update and other fields,
as defined in [6]

- Reserved information bits are added until the size is equal to that of format 6-2 with Flag=1
- IfFlag=1:

DL
- Resource block assignment — {logz\xNgB ﬂ bits for the narrowband index as defined in section 7.1.6 of [3]

- Modulation and coding scheme — 4 bits as defined in section 7.1.7 of [3]

- Repetition number — 3 bits as defined in section 7.1.11 of [3]
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- DCI subframe repetition number — 2 bits as defined in section 9.1.5 of [3]

5.3.3.2 CRC attachment
Error detection is provided on DCI transmissions through a Cyclic Redundancy Check (CRC).

The entire payload is used to calculate the CRC parity bits. Denote the bits of the payload by a,, a,,a,,as,...,a 4,_;, and
the parity bits by pg, py, P2, P3»-» P11 - A 18 the payload size and L is the number of parity bits.

The parity bits are computed and attached according to section 5.1.1 setting L to 16 bits, resulting in the
sequence by, b, ,b,,bs,...,bp_, where B=A+ L.

In the case where closed-loop UE transmit antenna selection is not configured or applicable, after attachment, the CRC

parity bits are scrambled with the corresponding RNTI x,,,,; o, x sXits » Where X, . o corresponds to the MSB of

rnti,]>**

the RNTI, to form the sequence of bitsc, ¢, ¢,,c3,...,c5_, . The relation between ¢, and by is:
¢, =by fork=0,1,2, ..., 4-1
¢ = by + X JM0d2  for k= A, A+1, 4+42,..., A+15.

In the case where closed-loop UE transmit antenna selection is configured and applicable, after attachment, the CRC
parity bits with DCI format 0 are scrambled with the antenna selection mask x g ,,% g ,..., X455 s indicated in Table

5.3.3.2-1 and the corresponding RNTI X,,;; 5 X, 15+ X,si15 t0 form the sequence of bitscg, ¢y, ¢5,¢5,...,¢5 - The

relation between ¢, and by is:

¢, =by fork=0,1,2,...,4-1
= by + Xpmikon + X aspoa)m0d2  for k= A, A+1, A42,..., A+15.
Table 5.3.3.2-1: UE transmit antenna selection mask.
UE transmit antenna selection Antenna selection mask
< X500 Xas 155 X as1s >
UE port 0 <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0, 0>
UE port 1 <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0, 1>
5.3.3.3 Channel coding

Information bits are delivered to the channel coding block. They are denoted by ¢,c;,¢;,¢3,...,cx_; , Where K is the
number of bits, and they are tail biting convolutionally encoded according to section 5.1.3.1.

After encoding the bits are denoted by d(()i) S dl(i) s dg) S d3(i) oo dgll ,with i =0,1,and 2, and where D is the number of
bits on the i-th coded stream, i.e., D=K .

5.3.34 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted by
d(()i) s dl(i) s d;i) s d3(i) ey dgll , with i =0,1,and 2, and where i is the coded stream index and D is the number of bits in

each coded stream. This coded block is rate matched according to section 5.1.4.2.

After rate matching, the bits are denoted by e, e;,e,,e;3,...,e5_; , Where E is the number of rate matched bits.
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534 Control format indicator

Data arrives each subframe to the coding unit in the form of an indicator for the time span, in units of OFDM symbols,
of the DCI carried by PDCCH in that subframe of the corresponding DL cell. The CFI takes values CFI =1, 2 or 3. For

system bandwidths N ]?é >10, the span of the DCI carried by PDCCH in units of OFDM symbols, 1, 2 or 3, is given by
the CFI. For system bandwidths N% <10, the span of the DCI carried by PDCCH in units of OFDM symbols, 2, 3 or
4, is given by CFI+1.

The coding flow is shown in Figure 5.3.4-1.

|

Channel coding

by,by,....bs; i

Figure 5.3.4-1 Coding for CFI.

5.3.4.1 Channel coding

The control format indicator is coded according to Table 5.3.4-1.

Table 5.3.4-1: CFl code words.

CFI code word
CFI1 <bo, bt ..., b31 >
1 <0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1>
2 <1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0>
3 <1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1>
4
(Reserved) <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0>

5.3.5 HARQ indicator (HI)

Data arrives to the coding unit in the form of indicators for HARQ acknowledgement for one transport block.

"

Channel coding

bOJb]’bZ l

Figure 5.3.5-1 Coding for HI.

The coding flow is shown in Figure 5.3.5-1.
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5.3.5.1 Channel coding

The HI is coded according to Table 5.3.5-1, where for a positive acknowledgement HI = 1 and for a negative
acknowledgement HI = 0.

Table 5.3.5-1: HI code words.

HI code word

HI < bo, b1, b2>
0 <0,0,0 >
1 <1,1,1>

54 Sidelink transport channels and control information

541 Sidelink broadcast channel

Figure 5.4.1-1 shows the processing structure for the SL-BCH transport channel. Data arrives to the coding unit in the
form of a maximum of one transport block. The following coding steps can be identified:

- Add CRC to the transport block
- Channel coding
- Rate matching

The coding steps for SL-BCH transport channel are shown in the figure below. In addition, after rate matching PUSCH
interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order to apply a
time-first rather than frequency-first mapping, where ¢, =2- (NSL - 3) and the sequence of bits f'is equal to e.

mux symb

ag,ay ..., A 4 l

CRC attachment

€0sClrees Cy v

Channel coding

d¥.d",...d?,

Rate matching

€05 €15r €y l

Figure 5.4.1-1: Transport channel processing for SL-BCH.

5411 Transport block CRC attachment

Error detection is provided on transport blocks through a Cyclic Redundancy Check (CRC).
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The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
1byay,a;,a,,as,...,a 4, and the parity bits by pg, p;, P2, P3,n P11 - A 15 the size of the transport block and L is the
number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as
defined in section 6.1.1 of [5].

The parity bits are computed and attached according to section 5.1.1 setting L to 16 bits, resulting in the sequence of
bitscg,c;,¢5,C35..,Cg_; Where ¢, =b; fork=0,1,2, ..., K-1 and K=4+L.

54.1.2 Channel coding

Information bits are delivered to the channel coding block. They are denoted by c¢,c;,¢;5,¢3,...,Cx_; , Where K is the
number of bits, and they are tail biting convolutionally encoded according to section 5.1.3.1.

After encoding the bits are denoted by déi),dl(i) ,d;i),dgi),...,dg)_l , withi = 0,1, and 2, and where D is the number of bits
on the i-th coded stream, i.e., D =K .

54.1.3 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted
by d(()i),dl(i),déi),déi),...,dgzl ,withi =0,1,and 2, and where i is the coded stream index and D is the number of bits in
each coded stream. This coded block is rate matched according to section 5.1.4.2.

After rate matching, the bits are denoted by e, e;,e,,€5,...,e5_; , where E is the number of rate matched bits as defined
in section 9.6.1 of [2].

542 Sidelink shared channel

The processing of the sidelink shared channel follows the downlink shared channel according to section 5.3.2, with the
following differences:

- Data arrives to the coding unit in the form of a maximum of one transport block every transmission time interval
(TTI)

- Inthe step of code block concatenation, the sequence of coded bits corresponding to one transport block after
code block concatenation is referred to as one codeword in section 9.3.1 of [2].

- PUSCH interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order
to apply a time-first rather than frequency-first mapping, where ¢, =2. (NSL 1).

mux symb —

543 Sidelink control information

An SCI transports sidelink scheduling information for one destination ID.

The processing for one SCI follows the downlink control information according to section 5.3.3, with the following
differences:

- Inthe step of CRC attachment, no scrambling is performed.

- PUSCH interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order
to apply a time-first rather than frequency-first mapping, where C, =2- (Nssy];nb - 1) and the sequence of bits f'is

equal to e.

5431 SCI formats

The fields defined in the SCI formats below are mapped to the information bits ao to a..; as follows.

Each field is mapped in the order in which it appears in the description, with the first field mapped to the lowest order
information bit @p and each successive field mapped to higher order information bits. The most significant bit of each
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field is mapped to the lowest order information bit for that field, e.g. the most significant bit of the first field is mapped
to ap.

54311 SCI format 0
SCI format 0 is used for the scheduling of PSSCH.
The following information is transmitted by means of the SCI format 0:

- Frequency hopping flag — 1 bit as defined in section 14.1.1 of [3].

- Resource block assignment and hopping resource allocation — (Iog 2 (N Is{lg (N, Ii‘g +1)/ 2)—‘ bits

- For PSSCH hopping:

- Nsz_nop MSB bits are used to obtain the value of 7, (i) as indicated in section 8.4 of [3]
- U—logz(N 5 (NRE +1)/ 2)} -N SLihopj bits provide the resource allocation in the subframe

- For non-hopping PSSCH:

- Ulogz (N, ﬁ{; (N Elé +1)/ 2)-‘ j bits provide the resource allocation in the subframe as defined in section
8.1.1 of [3]
- Time resource pattern — 7 bits as defined in section 14.1.1 of [3].
- Modulation and coding scheme — 5 bits as defined in section 14.1.1 of [3]
- Timing advance indication — 11 bits as defined in section 14.2.1 of [3]

- Group destination ID — 8 bits as defined by higher layers

544 Sidelink discovery channel

The processing of the sidelink discovery channel follows the downlink shared channel according to section 5.3.2, with
the following differences:

- Data arrives to the coding unit in the form of a maximum of one transport block every transmission time interval
(TTI)

- In the step of code block concatenation, the sequence of coded bits corresponding to one transport block after
code block concatenation is referred to as one codeword in section 9.5.1 of [2].

- PUSCH interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order

to apply a time-first rather than frequency-first mapping, where C,, =2- (NssyLm b —1)-
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28/05/08 | RAN_40 | RP-080433 | 0020 | - |Encoding of antenna indicator on DCI format O 8.2.0 8.3.0
28/05/08 [ RAN_40 | RP-080433 | 0021 | - |PDCCH coverage in narrow bandwidths 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0022 | - |Closed-loop and open-loop spatial multiplexing 8.2.0 8.3.0
28/05/08 [ RAN_40 | RP-080457 | 0023 | - |Formula for linkage between PUSCH MCS and amount of 8.2.0 8.3.0
resources used for control
09/09/08 | RAN_41 | RP-080669 | 0026 | - |Correction to PUSCH Channel Interleaver 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0028 | - |Correction of mapping of ACK/NAK to binary bit values 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 [ 0029 | - |Correction to bit collection, selection and transmission 8.3.0 8.4.0
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Change history

Date TSG # TSG Doc. CR Rev [Subject/Comment Old New
09/09/08 | RAN_41 | RP-080669 0030 | - Padding one bit to DCI format 1 when format 1 and format 0/1A |8.3.0 8.4.0
have the same size
09/09/08 | RAN_41 | RP-080669 [ 0031 | - |Modification of M_limit 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 [ 0032 | - |Definition of Formats 2 and 2A 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 [ 0033 | 2 |Corrections to DCI formats 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 [ 0035 | 1 |Format 1B confirmation flag 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 0036 | - gﬁrrectilons to Rank information scrambling in Uplink Shared 8.3.0 8.4.0
anne
09/09/08 | RAN_41 | RP-080669 | 0037 [ 2 |Clarification of TPC commands signaled in DCI formats 3/3A 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0038 [ - |Clarification on UE transmit antenna selection mask 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0039 [ 1 |Linking of control resources in PUSCH to data MCS 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0041 [ - |Definition of Bit Mapping for DCI signalling 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0042 [ 1 |Clarification on resource allocation in DCI format 1/2/2A 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 0043 | - (D:CItFolrmat 1A changes needed for scheduling Broadcast 8.3.0 8.4.0
ontrol
09/09/08 | RAN_41 | RP-080669 | 0044 | - [DCI format1C 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0045 [ - |Miscellaneous corrections 8.3.0 8.4.0
11/09/08 [ RAN_41 | RP-080736 | 0046 | 1 |Correction on downlink multi-user MIMO 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 0047 | - (SJ_orrections to DL DCI Formats In case of Ambiguous Payload [8.3.0 8.4.0
izes
09/09/08 | RAN_41 | RP-080669 CR for RE provisioning for the control information in case of 8.3.0 8.4.0
0048 | - .
CQl-only transmission on PUSCH
09/09/08 | RAN_41 | RP-080669 [ 0091 | 2 [Coding and multiplexing of multiple ACK/NACK in PUSCH 8.3.0 8.4.0
03/12/08 | RAN_42 | RP-080983 0050 | 2 glgrtifli_\t’:lation of input bits corresponding to 2-bit HARQ-ACK and |8.4.0 8.5.0
-bi
03/12/08 | RAN_42 | RP-080983 [ 0053 | - |Editorial corrections to 36.212 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0055 [ - |Miscellaneous Corrections 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0057 | - |Clarification of mapping of information bits 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0058 | - |Completion of 36.212 CR47 (R1-083421) for “new” DCI Formats [8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 0059 | - Change for determining DCI format 1A TBS table column 8.4.0 8.5.0
indicator for broadcast control
03/12/08 | RAN_42 | RP-080983 | 0061 [ 2 |Defining DCI format 1A for downlink data arrival 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0063 | 1 [ACK/NACK transmission on PUSCH for LTE TDD 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0065 | - |Correction in 36.212 related to TDD downlink HARQ processes [8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0067 [ 1 |Correction of control MCS offset and SRS symbol puncturing 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0068 | 1 [DCI format 2/2A 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0069 | - |Correction to zero padding in DCI format 1 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0071 | - [Clarification of Rl bit field mapping for PUCCH 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 [ 0072 | - |Clarifying RNTI bit mapping for PDCCH CRC scrambling 8.4.0 8.5.0
03/12/08 [ RAN 42 [ RP-080983 [ 0073 | - |Clarification on BCH transport block size 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 0076 | - Clarification on the number of PUCCH-based CQI/PMI bits 8.4.0 8.5.0
when reported on PUSCH
04/03/09 | RAN_43 | RP-090235 77 1 |Corrections to Transmitted Rank Indication 8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 79 1 |Correction to the bundled ACK/NACK and DAI transmission 8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 80 2 [Corrections to transmission modes 8.5.0 8.6.0
04/03/09 | RAN 43 | RP-090235 81 1 | Correction on ACKNACK transmission on PUSCH for LTE TDD |8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 82 2 | Corrections to CQI and R fields description 8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 83 - | Clarifying DCI format 1A and DCI Format 1B 8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 92 1 _|Clarification on channel coding for UCI HARQ-ACK 8.5.0 8.6.0
27/05/09 | RAN_44 | RP-090528 87 gﬁgg:ome parameters for determining control resources on  (8.6.0 8.7.0
01/12/09 | RAN_46 | RP-091168 89 - _|Clarification on bitwidth of RI 8.7.0 8.8.0
01/12/09 | RAN_46 | RP-091168 94 - [Correction to Channel interleaver for PUSCH RE Mapping 8.7.0 8.8.0
01/12/09 | RAN_46 | RP-091177 88 1_|Editorial corrections to 36.212 8.8.0 9.0.0
01/12/09 | RAN_46 | RP-091257 95 1 |Introduction of enhanced dual layer transmission 8.8.0 9.0.0
16/03/10 | RAN_47 [ RP-100210 96 1 _[MCCH change notification using DCI format 1C 9.0.0 9.1.0
16/03/10 | RAN_47 | RP-100211 97 _ | Addition of missing reference to DCI format 2B + typo 9.0.0 9.1.0
corrections
01/06/10 | RAN_48 | RP-100589 98 - |Correction to TBS determination for DCI format 1C 9.1.0 9.2.0
14/09/10 [ RAN_49 | RP-100899 99 - _|Clarify soft buffer size determination for MCH 9.2.0 9.3.0
07/12/10 | RAN_50 | RP-101320 [ 100 | - |Introduction of Rel-10 LTE-Advanced features in 36.212 9.3.0 10.0.0
15/03/11 | RAN_51 | RP-110254 101 - |Correction on UE behavior upon receiving DCI format 1B 10.0.0 ]10.1.0
15/03/11 [ RAN_51 | RP-110256 | 102 - [Corrections to Rel-10 LTE-Advanced features in 36.212 10.0.0 |10.1.0
01/06/11 | RAN_52 | RP-110819 | 103 [ 3 |Correction of DCI format 0 and 4 resource allocation 10.1.0 |10.2.0
01/06/11 | RAN 52 | RP-110819 | 104 [ 2 |Correction to Multi-cluster flag in DCI format 0 10.1.0 ]10.2.0
01/06/11 | RAN_52 | RP-110819 | 107 | 2 [Corrections on HARQ-ACK Channel Coding in the PUSCH 10.1.0 |10.2.0
01/06/11 | RAN_52 | RP-110820 | 108 [ 3 |A clarification for DCI format payload size 10.1.0 ]10.2.0
01/06/11 | RAN_52 | RP-110819 | 110 | 1 |Correction the search space and RNTI for CQl and SRS 10.1.0 |10.2.0
request flag
01/06/11 | RAN_52 | RP-110819 [ 111 - |Resource dimensioning for CQl only PUSCH transmission 10.1.0 [10.2.0
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Change history

Date TSG # TSG Doc. CR Rev [Subject/Comment Old New
01/06/11 | RAN_52 | RP-110820 | 112 | 1 |Correction on bit representations of transport block processing [10.1.0 |[10.2.0
for UL-SCH
01/06/11 | RAN_52 | RP-110818 113 - |Clarification on PMI indication in DCI format1B and format 2 10.1.0 ]10.2.0
01/06/11 | RAN_52 | RP-110820 | 114 | 1 [Rate maching parameters for CA 10.1.0 ]10.2.0
01/06/11 | RAN_52 | RP-110819 [ 116 | - |HARQ-ACK on PUSCH for TDD with channel selection 10.1.0 |10.2.0
configured for 2 serving cells
01/06/11 | RAN_52 | RP-110823 | 117 [ - |Single codeword multiple layer transmission in uplink 10.1.0 ]10.2.0
15/09/11 [ RAN_53 | RP-111228 | 119 | 1 |Corrections on transport block processing for UL-SCH 10.2.0 ]10.3.0
15/09/11 [ RAN_53 | RP-111230 | 120 | 2 |On correction of channel coding of control information 10.2.0 ]10.3.0
15/09/11 | RAN_53 | RP-111230 | 122 | 1 |Size adjustment of DCI format 0, 1A and 1 10.2.0 |10.3.0
15/09/11 | RAN_53 | RP-111232 | 123 | 1 [Corrections on Nsrs 10.2.0 |10.3.0
15/09/11 | RAN_53 | RP-111232 | 124 [ 2 |Corrections on DCI format 1B/1D 10.2.0 |10.3.0
15/09/11 [ RAN_53 | RP-111228 | 125 | - |Minor Correction on DCI Format 1 Description 10.2.0 ]10.3.0
15/09/11 [ RAN_53 | RP-111226 | 127 | - [Correction on ACK/NACK mapping 10.2.0 |10.3.0
15/09/11 | RAN_53 RP-111231 128 | - '(:)gl’rrrﬁ:ttigns on channel coding of control information and DCI 10.2.0 |10.3.0
15/09/11 | RAN_53 RP-111229 | 129 Clarification and correction to configuration signalling condition (10.2.0 [10.3.0
] for channel quality information formats
05/12/11 | RAN_54 | RP-111667 [ 130 | 1 |Corrections on codebook index indication in DCI format 4 10.3.0 |104.0
05/12/11 | RAN_54 | RP-111666 [ 131 - |HARQ-ACK on UCI-only PUSCH without UL-SCH data 10.3.0 |10.4.0
28/02/12 | RAN_55 | RP-120283 [ 132 | 2 |Corrections on payload size adjustment for DCI format 1A and 1{10.4.0 [10.5.0
28/02/12 | RAN_55 | RP-120283 | 133 | 1 [Correction of two HARQ-ACK feedback on PUSCH 10.4.0 |10.5.0
28/02/12 | RAN_55 | RP-120285 | 134 [ 1 |Miscellaneous corrections 10.4.0 |10.5.0
13/06/12 [ RAN_56 | RP-120739 | 136 | - [Correction to Data and control multiplexing 10.5.0 |10.6.0
13/06/12 | RAN_56 RP-120737 | 138 | - %:;:ftai,on to CSl request field size in DCI format 0 and DCI 10.5.0 |10.6.0
04/09/12 | RAN_57 | RP-121272 [ 139 | - |Introduction of Rel-11 LTE-Advanced features in 36.212 10.6.0 [11.0.0
04/12/12 | RAN_58 | RP-121839 | 143 [ - |Correction to the parameter ue-Category-v10xy 11.0.0 |11.1.0
04/12/12 | RAN_58 | RP-121846 [ 144 | - |Finalisation for introducing Rel-11 features 11.0.0 [11.1.0
26/02/13 | RAN_59 RP-130255 | 145 | - gd;:}:zgal clarifications/corrections for introducing Rel-11 11.1.0 |11.2.0
11/06/13 | RAN_60 | RP-130751 147 | 2 |Correction on the RI bit width 11.2.0 [11.3.0
11/06/13 | RAN_60 | RP-130747 | 148 | - [CRon DCI Format 4 payload size 11.2.0 [11.3.0
11/06/13 | RAN 60 | RP-130752 149 - | Correction on the time span of the DCI 11.2.0 |11.3.0
11/06/13 [ RAN_60 | RP-130752 | 150 | - [Correction on ARO bit setting for DL DCls carried by EPDCCH [11.2.0 [11.3.0
11/06/13 [ RAN_60 | RP-130750 | 151 - |Clarification on DL DAl usage in inter-band TDD CA 11.2.0 |11.3.0
11/06/13 | RAN_60 RP-130749 | 153 | - C_orrection lto bit padding of DC_I format 1A for secondary cell 11.2.0 |11.3.0
without uplink component carrier
03/12/13 | RAN_62 | RP-131893 | 155 [ 1 |Correction on parameter ue-Category 11.3.0 |11.4.0
03/12/13 | RAN_62 | RP-131896 154 [ 3 [Introduction of Rel 12 feature for Downlink MIMO Enhancement |11.4.0 [12.0.0
10/06/14 | RAN_64 | RP-140858 | 156 | - [Clarification on UE antenna port based CRC masking 12.0.0 [12.1.0
10/06/14 | RAN_64 | RP-140859 | 157 [ 1 [Correction on UCI multiplexing on PUSCH 12.0.0 [12.1.0
10/06/14 | RAN_64 | RP-140862 | 158 | - |Introduction of Rel 12 features of TDD-FDD CA and eIMTA 12.0.0 [12.1.0
10/06/14 | RAN_64 | RP-140858 | 159 Clarification of downlink subframes 12.0.0 [12.1.0
10/09/14 | RAN_65 | RP-141485 | 161 - |CR for 36.212 on 256QAM and LC-MTC 12.1.0 [12.2.0
08/12/14 | RAN_66 | RP-142106 | 163 | 3 [CR for 36.212 on 256QAM and LC-MTC 12.2.0 [12.3.0
08/12/14 | RAN_66 | RP-142098 | 164 | 3 [Clarification of PUSCH rate matching with SRS 12.2.0 |12.3.0
08/12/14 | RAN_66 | RP-142107 [ 166 | - |Introduction of Dual Connectivity feature into 36.212 12.2.0 [12.3.0
09/03/15 | RAN_67 | RP-150366 | 162 | 3 [Introduction of D2D feature into 36.212 12.3.0 |12.4.0
15/06/15 | RAN_68 | RP-150936 | 169 [ - |Corrections on elIMTA RRC parameter naming 12.4.0 ]12.5.0
15/06/15 | RAN_68 | RP-150937 | 171 [ 1 |Correction for 36.212 on soft buffer assumption 12.4.0 [12.5.0
14/09/15 [ RAN_69 | RP-151466 174 1 |Introducing 4-layer MIMO transmission in TM3 and TM4 12.5.0 ]12.6.0
14/09/15 | RAN_69 RP-151467 | 175 | 2 Introlduction of MIMO capability signalling for intra-band 12.50 12.6.0
contiguous CA
07/12/15 | RAN_70 | RP-152038 [ 177 | - |Correction on rank indication bit widths 12.6.0 [12.7.0
07/12/15 | RAN_70 | RP-152027 [ 178 | 1 |Introduction of Rel 13 feature of eCA 12.7.0 13.0.0
07/12/15 | RAN_70 | RP-152025 | 179 | 1 [Introduction of EB/FD-MIMO 12.7.0 |13.0.0
07/12/15 | RAN_70 | RP-152026 [ 180 | 2 |Introduction of Rel 13 feature of LAA 12.7.0 |13.0.0
07/12/15 | RAN_70 | RP-152031 182 - |Introduction of Rel 13 features for SC-PTM 12.7.0 ]13.0.0
Change history
Date Meeting TDoc CR |Rev| Cat Subject/Comment New
version
2016-03 | RAN#71 | RP-160361 | 181 | 3 | B |Introduction of Rel-13 features of eMTC in 36.212 1310
2016-03 | RAN#71 | RP-160358 | 185 | - | F |CRon mismatch between 36.212 and 36.331 13.1.0
2016-03 | RAN#71 | RP-160358 | 186 - F |Clarification on Class B CSI report 13.1.0
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2016-03 | RAN#71 | RP-160365 | 189 g;clg';zcrtion to Rl reporting for UE category with MIMO capability of [13.1.0
2016-03 | RAN#71 | RP-160358 | 191 CR on CRI-RI payload restriction for non-eCA UE 13.1.0
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