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(57) ABSTRACT 

The direct pointing apparatus and method therefor has a 
light Sensing arrangement including a plurality of light 
receivers positioned around the outer periphery of a com 
puter display and A/D interface circuitry coupling the light 
receivers to a host computer (laptop CPU) for processing 
converted digital values which are based on the IR intensi 
ties received by the light receivers from the directed light 
emitter. In accordance with this Scheme, the location on the 
display to where the light emitter is pointing is computed 
from the intensities of light being Sensed by the light 
receivers, the computing of the location being Substantially 
independent of the distance of the light emitter from the light 
Sensing arrangement. In one example, the incoming Signals 
to the A/D interface circuitry from the light receivers are 
continuous and in parallel while the output of the A/D 
converter is an asynchronous Serial Signal. The resulting 
converted digital values are transmitted to the host 
computer/laptop CPU for processing by the host program. 
This Scheme is also applicable with interactive television in 
Substantially the Same way, although the light emitting 
pointer circuitry would be incorporated instead into the 
remote controller of the television. 

32 Claims, 5 Drawing Sheets 

IR SIGNAL 

    

    

  

Petitioner Samsung Ex-1349, 0001



U.S. Patent Feb. 6, 2001 Sheet 1 of 5 US 6,184,863 B1 

DISPLAY 
IR SIGNAL 

INTERFACE 

AVD 
ESM ANALOG CON- TO 

CPU RECEIVERS FILTER VERTER 

  

  

  

  

    

  

  

Petitioner Samsung Ex-1349, 0002



U.S. Patent Feb. 6, 2001 Sheet 2 of 5 US 6,184,863 B1 

SCREEN 

36 

  

  

  

  

Petitioner Samsung Ex-1349, 0003



U.S. Patent Feb. 6, 2001 Sheet 3 of 5 US 6,184,863 B1 

AVD 
CONVERTER 

61 

POWER SOURCE 64 

  

  

Petitioner Samsung Ex-1349, 0004



U.S. Patent Feb. 6, 2001 Sheet 4 of 5 US 6,184,863 B1 

FIG. 7 
O o -71 o 

L R 
up dL-0-dR O 

72 LOCATION POINTEDAT 

O O 

2-51 SENSORS 

FIG. 8 

WHILE"ON" GET INTENSITIES 81 
FROM 

SERIAL PORT 

82 
CALCULATE 

X ANDy 

FX ( 0: SETX = 0 
FX > XMAX: SETX = xMAX 

IF Y& O: SET y = 0 
IF y > yMAX: SET y = yMAX 

83 

  

  

    

  

Petitioner Samsung Ex-1349, 0005



U.S. Patent Feb. 6, 2001 Sheet 5 of 5 US 6,184,863 B1 

LO O) 8 

s 
o 

S. 

Sg 

  

  

Petitioner Samsung Ex-1349, 0006



US 6,184,863 B1 
1 

DIRECT POINTINGAPPARATUS AND 
METHOD THEREFOR 

BACKGROUND OF THE INVENTION 

I. Field of the Invention 
This invention relates, generally, to the field of computer 

related peripheral devices used for data entry through 
directly pointing the devices to a target location on the 
Screen and, relates, more particularly, to an improved appa 
ratus and method therefor which is used to locate the 
position on the display of a computer or interactive televi 
Sion where the pointer, i.e., pointing device, is aimed at. 

II. Description of the Prior Art 
Computer-related peripheral devices Such as pointers (or 

input devices) include, for example, keyboards, joysticks, 
mice, trackballs, light pens, Styli, etc. A function of Such 
pointerS is to position a cursor at a desired location on the 
computer display. Once the target position is located by the 
cursor, the computer can then be instructed to perform an 
operation Such as to perform a menu Selection or a function 
which Selects a computer application program or, for that 
matter, perform icon/menu Selection or web-browsing as it 
relates to interactive television (WEB TV). It is interesting 
to note, however, that pointing devices Such as mice, Styli, 
trackballs, joysticks, etc., have little or nothing in common 
with natural pointing. In fact, Such conventional cursor 
locating devices are not very convenient to use as a pointer 
for moving the cursor to a target location. For example, the 
computer mouse is not convenient in cursor movement 
noting that the user must move the mouse over the area on 
a mouse pad or on a flat Surface through repeated interrup 
tive movement of the user's arm. AS to mobile computing, 
certain constraints on pointers or input devices that are not 
present in typical work Station environments are present. For 
example, in laptop computers, pointers or input devices 
cannot be too large or too expensive and they must be 
contained within the mobile unit (e.g., laptop) or easily 
attached to it. The input devices most frequently available 
with notebook computerS Such as laptops, for example, 
trackballs, Scratch pads and isometric joysticks, Satisfy Such 
constraints but, however, are still used in a relatively difficult 
manner as indirect pointers which most users, it is believed, 
find less than fully satisfactory. 

Attempts have been made earlier to alleviate the difficul 
ties and problems associated with indirect pointing devices 
Such as those mentioned above. One example is disclosed in 
Japanese laid-open application publication No. 2-268315, 
published Nov. 2, 1990. According to the scheme disclosed 
therein, a cursor is moved to a target position on the 
computer display by following the coordinate position 
aimed at a track pad. Although a finger-mounted LED is 
used as a pointer So as to allow the computer operator to 
easily Set the desired coordinates without releasing his or her 
hand from the keyboard, Such pointing Scheme, nonetheless, 
is still an indirect attempt at Setting the coordinates of the 
target position on the computer display. This is because the 
finger-mounted pointer is aimed at a position on the Sec 
ondary plane-shaped light reception part (i.e., a tracking 
pad), which reception part or tracking pad is arrayed with an 
infrared (IR) photodetection scheme. 

Practically Speaking, Such an IR responsive pad is used in 
a manner analogous to a “track pad', to control the relative 
motion of a cursor on the Screen. Such an approach to a 
pointing device is Somewhat clumsy as well as being an 
indirect pointer. For one, the computer user must aim the 
finger-mounted LED on the track pad and not on the display 
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2 
and, at the same time, follow the movement of the cursor on 
the computer display to make Sure the cursor moves to the 
target position. This takes away from the natural benefit one 
would receive from pointing directly at the display using 
one's finger as a pointer. Also, employing a separate track 
pad which is infrared (IR) responsive requires a dense array 
of Sensors and, presumably, must necessarily employ a 
rather Sophisticated control algorithm involving an extra 
Switch used for “clutching” to set the X-Y coordinates of the 
target position on the Screen. The dense array of Sensors and 
the Separate track pad also requires an unnecessary expense 
in addition to a more Sophisticated control algorithm. 
Many other input device (pointer) Schemes have devel 

oped over the years. However, Such pointers are either 
functioning as indirect pointers or are associated with a 
complicated control algorithm in addition to being quite 
costly to implement. AS an example of Such prior Schemes, 
U.S. Pat. No. 5,009,501 discloses using a gun as a pointer for 
an interactive video game (see FIG. 8 of that patent). The 
emitter of the gun pointer, which emits a field of ultrasonic 
radiation, is directly pointed to a target on the Screen which 
target is Sensed by the ultraSonic receivers around the outer 
periphery of the TV screen. However, in order to determine 
the target location on the Screen that the gun is aiming at, it 
is necessary to employ a control algorithm that not only 
considers the intensities of the detected radiation by the 
Sensors but also the relative angles as well as the range 
(distance) between the ultrasonic frequency transmitter and 
the ultraSonic Sensors. This patent also discloses Schemes in 
which the Signal is a pulsed IR signal. However, in each of 
the disclosed embodiments in that patent, which employs IR 
radiation, at least two LED transmitters are employed-one 
transmitting an IR signal having a wide field of radiation and 
the Second transmitting an IR signal having a narrow field of 
radiation. In Such instances, also, the algorithm that would 
be required must take into account the distance between the 
emitter and receiver. In FIG. 9 of that patent, the scheme 
employed has a directional Source comprised of three LEDS 
which point to three different directions in relation to the 
Screen So as to generate information along two different 
planes. Such is considered quite cumberSome and would 
typically involve also the measuring of distance to determine 
the intensities of the Signals received. Such a Scheme as that 
taught in U.S. Pat. No. 5,009,501 is especially Suited for 
determining the relative position of two bodies and their 
relative orientation. 

U.S. Pat. No. 5,367,315 discloses a cursor control Scheme 
using IR frequency signals. Although this microprocessor 
controlled IR light based system avoids some of the disad 
Vantages typified by the mouse or other classically ineffi 
cient peripheral components, control of the cursor move 
ment is effected through movement of the computer user's 
eyes and head, which movement is Sensed by a plurality of 
light Sensors positioned around the Screen. In order to 
implement Such a Scheme, an array of transmitters are 
required along with an array of receivers around the display 
Screen and this requires additional filtering to remove noise 
of the detected IR signal from the Surrounding light reflec 
tions. This Scheme is quite complicated and further requires 
multiplexing. Also, this Scheme must consider not only 
movement of the head but also movement of both eyes of the 
computer user. Consequently, the algorithm associated 
there with becomes quite cumberSome. 
W 92/09983, published Jun. 11, 1992, is directed to the 

tracking and displaying of a virtual object using a radio 
frequency Signal. The displayed virtual object mimics a 
transmitter which is a glove assembly Supporting a trans 
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mitting device which transmits cursor data related to gesture 
information at a radio frequency to four Stationary receivers 
around the display. The received RF signal is converted to a 
digital Signal and is processed by a microprocessor. The 
Software employed is Such that the position of the Virtual 
object is calculated based on the Strength of the Signal 
received and that the movement of the virtual object shown 
on the display is in the Same direction as and is proportional 
to the object movement. With regard to this, an averaging 
method is employed to determine the object position. RF 
Signals are effected by distance and, therefore, the tracking 
Scheme employed is dependent on distance between the 
display and the glove assembly. Also, movement on the 
Screen is proportional to movement of the glove assembly. 
Said differently, this RF tracking scheme tracks the location 
of the glove assembly and cannot be considered in the same 
Sense as that of a direct pointer Scheme which locates the 
X-Y coordinates of the target position the pointer is aimed 
at on the Screen. 

SUMMARY OF THE INVENTION 

It is a main objective of the present invention to provide 
a direct pointing apparatus and method therefor for interac 
tion with computers as well as interaction with multimedia 
television (including interactive television, i.e., WEB TV) 
which avoids by Simple means the aforementioned short 
comings and disadvantages associated with the prior art. 
(The term “computers” is inclusive of and not limited to 
personal computers and notebook computers.) 

Another objective of the present invention resides in a 
direct pointing apparatus and method therefor for use with 
computers and interactive television which is both easy to 
use as well as being inexpensive. 
A further objective of the present invention resides in a 

direct pointing apparatus having a receiver System which 
can be easily retrofitted to many existing displays in both 
computers as well as in interactive television (WEBTV) and 
which can, also, be built-into display housings at the time of 
manufacture thereof. 
A still further objective of the present invention resides in 

a direct pointing apparatus and method therefor for use with 
computers and interactive television in which the target 
location on the display at which the input device (pointer) is 
aimed at can be easily calculated using a simple algorithm 
for computing the Screen coordinates. 

Another objective of the present invention resides in a 
direct pointing apparatus and method therefor which 
employs a simple, inexpensive light emitting module which 
can be worn by the computer user, for example, on the user's 
finger and, preferably, as a finger-mounted, ring-like point 
ing module for interacting with computers, Such as PCs and 
notebook computers, although not limited thereto, So as to 
minimize an adverse impact on the computer user's typing 
performance as well as enhancing the pointer user's Speed. 

In their investigating efforts, the inventors have consid 
ered employing an array of light (IR) sensors to cover the 
entire area of the laptop Screen during the manufacture 
thereof for use with a direct finger-mounted pointing 
Scheme. Such an IR photoSensitive matrix would necessarily 
be in addition to the existing array of, for example, LCD 
elements of the display. However, the inventors determined 
that Such a Scheme would be quite expensive to manufacture 
and, moreover, could not be installed in already existing 
laptops. Also, the inventorS realized, Such a light Sensing 
array would be too difficult, if not impossible, to install in 
already built CRT type computer displays such as for 
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4 
personal computers or those at work Stations Since Such a 
light Sensing array must be built inside the display. The 
inventors, therefore, considered this as too limiting and 
expensive. 
The aforementioned shortcomings and disadvantages, 

although not limited thereto, are overcome and the above 
mentioned objectives are also achievable in accordance with 
a direct pointing apparatus and method therefor of the 
present invention. In their investigative efforts for achieving 
an improved direct pointing apparatus and method therefor 
which can overcome the problems noted above, the inven 
tors have indeed determined that infrared (IR) light is 
especially useful in pointer applications and Such IR signal 
communication can be cheaply effected through use of, for 
example, light emitting diodes as the light emitters and IR 
light-activated devices, Such as photodiodes and phototrans 
istors and the like, as the light receivers (Sensors). Moreover, 
the inventors determined that an IR signal, for example, is 
preferable because of its relative ease to use in processing 
information based on Sensed IR signal values and can be 
made directional while, at the same time, ambient light 
disturbances can be easily filtered out. 

In an attempt at devising a System which is deployable in 
both already built computers and interactive televisions and 
which can also be installed during the production Stage of 
computers and interactive televisions, the inventors have 
Schemed a direct pointing apparatus and method of operat 
ing the same which employs a direct pointer (direct pointing 
device) having a light emitter and a receiver System having 
a light Sensing arrangement including a plurality of light 
receivers positioned around the Outer periphery of the dis 
play and interface circuitry. The interface circuitry couples 
the light receivers to the host computer CPU or laptop CPU 
for processing the converted Signals which are indicative of 
values of Signals outputted by the light receivers which, in 
turn, are indicative of the light intensities of the light signals 
(e.g., IR signals) received by the Sensors. The interface 
circuitry filters ambient light and converts analog signals, 
indicative of Signals outputted by the light receivers, into 
digital Signals which are processed by the computer, through 
running a host program by the computer CPU, to determine 
X and Y coordinates of the target position, the X and Y 
coordinates, respectively, being a function of the values of 
the light intensities at the light receivers. 

In accordance with the present invention, light emitting 
diodes and phototransistors are acceptable as the IR emitters 
and IR receivers (IR sensors), respectively, although other 
Such devices having Similar capabilities can be employed 
also. AS to the plurality of receivers that are placed around 
the computer display, one preferred manner of electrically 
connecting them to the interface circuitry is to wire each 
Sensor output Separately to the interface circuitry, the inter 
face circuitry can be facilitated with a plurality of channels 
each of which is associated with a corresponding light 
receiver (Sensor). That is, during operation of the direct 
pointing apparatus, the interface circuitry responds to con 
tinuously received parallel Signals from all of the light 
receivers that are disposed around the outer periphery of the 
display. In other words, each Sensor is associated with its 
own interface circuitry unit which consists of an analog filter 
and A/D converter combination, the A/D converter can be 
effected within a microcontroller which can be a micropro 
ceSSor. The A/D converter outputs digital values which are 
transmitted asynchronously to the CPU via a serial interface 
according to one preferred embodiment (although not lim 
ited thereto), and the CPU processes the digital values to 
determine the X and Y coordinates of the target position on 
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the computer display or WEB TV screen. The location on the 
display at which the light emitter is pointing is computed 
from the digital values processed by the host computer 
(laptop CPU), which digital values are representative of the 
light intensities of light being Sensed by the light receivers, 
the computing of the location on the computer display or 
WEB TV display being substantially independent of the 
distance of the light emitter from the light Sensing arrange 
ment. 

According to the present invention, the light emitter 
which can be a battery-operated light emitting module (e.g., 
LED module or, more specifically, IR LED transmitter) is 
worn by the user of the computer and, preferably, is mounted 
on a ring-like member worn on the finger of the computer 
user So as to operate as a finger pointing device or direct 
pointer, the ring-like member can be any comfortably fitting 
elastic band or can be a band of Velcro material and with the 
light emitter fixedly mounted thereon. Such light emitting 
module which is used as a direct pointer when mounted on, 
for example, the index finger, can be easily and inexpen 
Sively manufactured. Likewise, the light Sensing arrange 
ment can be disposed along with the interface circuitry as a 
modular unit constituting a receiver System which can be 
retrofitted around the outer periphery of the computer dis 
play (WEB TV screen). The arrangement of the plurality of 
light receivers can be individually retrofitted at various 
locations around the outer periphery of the display. 
Alternatively, the receiver System can be built, into the 
housing of the display during the production Stage of the 
display. 

The ability to retrofit the receiver system to existing 
computer displays and WEB TV screens adds a further 
advantage of the present invention, namely, its portability 
which certainly cuts down the costs. The Sensing arrange 
ment can be disposed in a unitized frame or each light 
receiver can be contained in its own modular unit that can be 
disposed at a location on the outer periphery of the display, 
either as an externally disposed light receiver or one that is 
built into the display housing. Similarly, the interface cir 
cuitry can be built into the housing Structure of the receiver 
System or be a separate component from the light Sensing 
arrangement. Other possibilities are available in terms of 
retrofitting the receiver System to the computer display or 
with regard to implementing the receiver System in the 
computer display housing during the production Stage 
thereof. 

According to another featured aspect of the invention, the 
light Sensing arrangement has at least one light receiver 
disposed at each side of the outer periphery of the computer 
display and, more preferably, has an additional light receiver 
disposed at each of the corner locations of the outer periph 
ery of the computer display. The invention can also be 
implemented with light receivers arranged at each corner 
location of the outer periphery of the computer display. 

Another featured aspect of the invention calls for appli 
cation of the direct pointing apparatus to a notebook com 
puter in which, also, the light emitting module is, preferably, 
mounted on a ring-like member worn on a finger of the 
computer user So as to operate as a finger pointing device. 
With regard to this, assuming the computer user's hand is 
positioned on the keyboard of a laptop and the user is 
pointing only with the index finger of one hand which is 
mounted with the IR light emitting module, it is apparent 
that the range of motion is more than Sufficient to cover the 
area of a typical laptop Screen. This is a clear advantage over 
the indirect pointer Such as a mouse, trackball, Scratch pad 
and isometric joysticks which require movement of the hand 
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6 
away from the keyboard and which also are, by their nature, 
clumsily manipulated. With regard to Such finger pointing 
Scheme as that presently called for, it has the effect of being 
a direct and absolute device, that is, it does not require a user 
to control a cursor indirectly. 

According to the present invention, the X and Y coordi 
nates of the target position on the Screen are determined in 
accordance with the following relationships, operated on by 
the computer CPU under the control of a host program: 

where 

P(P)=the horizontal (vertical) resolution in pixels of the 
display, 

1+K(1+K) is a constant multiplier that takes into 
account the additional pixel distance effected by the 
placement of the light receivers outside the pixel dis 
play area, 

I(I)=the Sum of light intensities received by the light 
receivers located along the right vertical (left vertical) 
of the display, 

I,(I)=the Sum of light intensities received by the light 
receivers located along the upper horizontal (lower 
horizontal) of the display, 
the light intensity of each Sensor having a normalized 

weight of from 0 to 1, and 
(K/2)P((K/2)P)=half the additional pixel distance 

along the X (Y) direction. 
According to a further aspect of the present invention, the 

direct pointing apparatus and method therefor, as noted 
earlier, can be applied to interactive television (WEBTV). 
In this connection, the receiver System can be implemented 
in the Same manner as that with regard to a computer display. 
However, as to the direct pointer, that can be facilitated 
within the remote control unit for the WEB TV. According 
to a computer application of the present invention, the light 
emitting module (e.g., an IR LED transmitter) is adapted to 
operate as a pointer aimed at a location on the computer 
display by being worn by the computer user Such as on the 
index finger in the manner as earlier described. In connec 
tion with interactive television, however, a program control 
ler Such as a remote control device can be facilitated also as 
a direct pointing device through using an already built-in 
LED in the remote control device as a direct pointer. That is, 
the circuitry part of the light emitting diode of the direct 
pointer associated with the computer display can be 
designed into the remote control device circuitry and during 
operation of the pointer, it can be Switchably connected 
through push-button control on the remote control device. 

These and other featured aspects and advantages therefor 
of the present invention, which is defined by the appended 
claims, will become better understood with regard to the 
following detailed description as it relates to the exemplified 
embodiments. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a Schematic representation of application of a 
direct pointing apparatus to a computer, for example, per 
Sonal computer or notebook computer, according to the 
present invention; 

FIG. 2 is an example of a block representation of the 
component parts of the analog-to-digital (A/D) interface that 
can be employed in the apparatus shown in FIG. 1; 
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FIG. 3 shows the mounting of a light receiver frame 
having light Sensors on a notebook computer display; 

FIG. 4 is an elevational view of a finger-mounted pointing 
device in accordance with the present invention as worn on 
the hand of a computer user; 

FIG. 5 is a block diagram of a multi-channel interface 
circuitry used in the direct pointing apparatus according to 
the present invention; 

FIG. 6 is a block diagram of an IR LED transmitter used 
in accordance with the present invention; 

FIG. 7 is an example of an arrangement of light receivers 
around a display Screen for purposes of explaining how the 
X-Y coordinates of the target location are calculated, accord 
ing to the present invention; 

FIG. 8 is a flowchart for calculating the X and Y coordi 
nates in accordance with the present invention; and 

FIG. 9 is an application of the direct pointing apparatus 
and method therefor of the present invention to interactive 
television. 

DETAILED DESCRIPTION OF THE DRAWINGS 

In FIG. 1, the direct pointing apparatus is applied to a 
computer System 1 which may be a personal computer 
having its own CPU or can be a work station for a computer 
user which is interactive with other Stations and/or a main 
frame or can be a notebook computer (laptop), etc. In the 
illustration shown in FIG. 1, the computer system 1 has a 
display module 2 with a display (Screen) 3 and also has a 
host computer 4 which has a built-in CPU for processing 
instructions, the processing being typically effected through 
a Software program. Keyboard 8 is operated on by the 
computer user for Sending instructions to be operated on by 
the host computer and/or for display on the Screen 3. 

This computer System is also facilitated with a direct 
pointing apparatus having a pointer 6 adapted to operate as 
a direct pointer aiming at a location on the computer display 
3 while being worn by the user and having a receiver System 
constituted by (1) a light Sensing arrangement having light 
receivers 5 positioned around the outer periphery of the 
display and (2) an A/D interface circuitry 7 which filters and 
converts Signal values outputted by the light receiverS 5 into 
digital signals to be processed by the host computer 4 for 
determining the X-Y coordinates of the target position being 
pointed to by the pointer 6. In this connection, the present 
inventors have determined that their pointing apparatus 
performs especially well when effected for use with infrared 
light signals (IR radiation), in which case, the pointer is 
constituted by a light emitting module which includes a 
directed light emitter, for example, an LED which emits 
light pulses in the IR frequency band. In order to Solve Some 
Sensitivity to ambient light, the IR light pulses can be 
transmitted in, for example, a light beam modulated at 38 
kHz, which modulation light beam frequency is well known. 
AS to the light receiverS5, they are correspondingly consti 
tuted by infrared light-activating devices (e.g., 
phototransistors, photodiodes, etc.). 

The receiving System, including the light Sensing arrange 
ment and the A/D interface 7 can be easily retrofitted to the 
computer display 3 in which case the A/D interface portion 
can be in the form of a separately packaged analog filter 
microcontroller which can perform amplification, filtering 
and A/D conversion. The A/D interface 7 can be of the 
plug-in type responding to parallel incoming analog values 
from the outputs of the plurality of IR sensors 5, the plug-in 
type being a circuit board which is PCMCIA size feasible. 
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Alternatively, the circuit packaging associated with the 
analog filter and microcontroller can be retrofitted as an 
add-on to an existing card (printed circuit board). AS to the 
light Sensing arrangement, it can be retrofitted So that the 
light receivers (or light Sensors) 5 can be dispersed in the 
manner as that shown in FIG. 1, for example. One such 
preferred light Sensing arrangement employs IR responsive 
phototransistors as the individual Sensors, in which case, the 
current output values associated therewith are indicative of 
the light intensities received by the light Sensors, the current 
Signal values from the light Sensors being analog values 
which are amplified and filtered by the analog filter 21 and 
converted into digital signals by the A/D converter 23 in the 
microcontroller 22 (e.g., which can be a microprocessor). 

Both the analog filter 21 and microcontroller 22 which 
includes the A/D converter 23 of the A/D interface 7 are 
exemplified in FIG. 2 of the drawings as dashed block 7". 
More Specifically, each Sensor is separately wired to a 
corresponding one of a plurality of A/D interface channels 
associated with the interface circuitry 7 (7), in which case, 
the interface circuitry channels operate in parallel. In con 
nection with this, FIG. 5 of the drawings shows a plural 
channel A/D interface circuitry for operating on analog 
Signal values outputted by the respective light Sensors, the 
number of channels in the A/D interface circuitry corre 
sponding to the number of light Sensors provided in the light 
sensing arrangement. The dashed block 21' in FIG. 5 cor 
responds to the analog filter portion which includes, in the 
example illustrated, eight channels of analog filters for the 
eight light sensors 5 shown in FIG. 1, which numbers were 
found to be quite satisfactory by the inventors. The interface 
circuitry, as just noted, operates in parallel (see FIG. 5). With 
regard to this, each IR Sensor is connected to a circuit 
consisting of an amplifier 51, which amplifies the signal 
value outputted by the corresponding IR Sensor, a first filter 
52 which is a high-pass filter for removing the ambient light 
from the analog signal, a rectifier 53 and a second filter 54, 
which is a low-pass filter, for converting the AC signal, 
which is at 38 kHz in this example (although not limited 
thereto), to a DC signal which, in turn, is converted by the 
A/D converter 55. Such parallel pre-processing by the 
interface circuitry 7" into digital Signals to be operated on by 
the host program of the computer Serially in a simple 
asynchronous format is, for example, in a format recogniz 
able by any computer supporting an RS232 serial I/O port at 
9.6 Kbaud or 19.2 K baud. That is, according to one 
preferred arrangement, the A/D interface operates on paral 
lel incoming analog signals from the IR Sensors and outputs 
them as packaged digital values by the microcontroller and 
are communicated to the CPU via a serial interface in a 
Simple asynchronous format. Of course, the interface could 
be any one of available (standard) types. 

It should be emphasized, the converted (digital) Signals 
are indicative of the values of Signals outputted by the light 
receivers which, in turn, are indicative of the light intensities 
Sensed by each of the light receivers. AS noted earlier, the 
light emitting module is a directed light emitter which 
operates as a pointer aimed at a location on the computer 
display while being worn by the user. The IR light signal 
being emitted is a relatively narrow directional Signal. 
Turning back to the host computer/CPU, the serially 
received signals (although other forms of digital signal 
transfer to the host computer would be acceptable including 
parallel signal transfer) are operated on in accordance with 
a Software driver of the host computer to execute the 
calculations of the X-Y coordinates of the target position on 
the display. Details regarding the calculation will be 
explained in conjunction with FIGS. 7 and 8. 

Petitioner Samsung Ex-1349, 0010



US 6,184,863 B1 
9 

Turning back to the light Sensing arrangement of the 
receiver System, the plurality of light receivers which may 
involve at least one light receiver (Sensor) at each of the 
outer periphery sides and/or a light receiver at each of the 
corner locations of the outer periphery of the display can be 
either individually retrofitted or retrofitted together as a 
modular unit along the Outer periphery of the display. Any 
one of available placement/fitting Schemes would Suffice 
including one in which the receivers are mounted on or 
contained in a rectangular-shaped modular frame, expand 
able in the X-Y directions for conforming to the dimensions 
of the display. The A/D interface can, of course, also be 
incorporated into the light Sensing arrangement Structure or, 
for that matter, can be a separate module. Alternatively, the 
receiver System can, of course, be built-into the display 
housing during the production Stage thereof. This can be 
achieved through fixedly placing the Sensors either individu 
ally or as a Single Structured unit inside the walls of the 
display housing with openings for the light signal to enter. 
Also, the A/D interfacing can be achieved through installing 
circuitry directed thereto during the manufacture of the unit 
and with regard to the software driver for effecting the X-Y 
coordinate calculations, this can be installed also. 
AS discussed earlier, the present invention is applicable 

also to notebook (laptop) computers. As an example of a 
notebook computer facilitated with a direct pointing appa 
ratus of the present invention, FIG. 3 is being illustrated. In 
FIG. 3, the receiver system is retrofitted to the notebook 
computer; however, it can also be built-into the display 
housing during the production stage thereof. (For purposes 
of Simplicity, the A/D interface is not shown; alternatively, 
however, the A/D interface circuitry can be built-into the 
display housing.) In the notebook computer 31 of FIG. 3,32 
represents the display housing, 33 is the laptop Screen, 34 
represents the light receiver modular frame, 35 are the light 
receivers, 36 represents the laptop CPU, 37 is the keyboard 
and 6' is a pointer with a directed light emitter, worn by the 
computer user. 

With regard to FIGS. 1 and 3, the present inventors have 
determined that the directed light emitter 6 (6) can be 
practically and efficiently used as a direct pointer by being 
mounted on a ring-like member worn on the finger of the 
computer user. This allows the computer user to keep his or 
her hands on the keyboard during the pointing operation. 
Because the index finger typically has excellent mobility and 
is a natural pointing device, the light emitting module, 
preferably, of the IR LED signal emitting type (although not 
limited thereto) can be mounted on the index finger as a 
ring-like member for use as a finger pointing device. This 
can be better understood from the illustration in FIG. 4 of the 
drawings in which reference numeral 41 designates the 
finger-mounted pointing module which includes a directed 
light emitting device (e.g., an IR LED transmitter) and a 
ring-like mounting member 43 of any conventional con 
Struction which is adjustable for finger Size and for comfort. 
The ring-like adjustable mounting member 43 can be of 
Somewhat elastic known material or can be Velcro material 
or, for that matter, but not limited to, can also be a strapping 
member, fitted around the most mobile finger, preferably, the 
index finger 44 of the hand 45. Mounting the light emitting 
device 42 in the manner as shown in FIG. 4 allows the 
computer user to keep from having to remove one hand from 
the keyboard while permitting direct pointing action through 
aiming the finger at a specific location on the display. With 
regard to using Such finger pointing Scheme in notebook 
computers, it is clearly apparent that while the hands are 
positioned on the keyboard of the laptop and pointing only 

15 

25 

35 

40 

45 

50 

55 

60 

65 

10 
with the index finger, the range of motion that is available to 
the finger-mounted pointer is more than Sufficient to cover 
the area of a typical laptop Screen. This would also be 
apparent with regard to a typical personal computer Screen 
where the user has both the keyboard and the screen directly 
in front of him or her. Such additional advantage of pointing 
with the finger is highly desirable. With regard to this, also, 
an additional advantage of pointing with the index finger 
becomes apparent: Since the user does not have to remove 
the hand from the keyboard, the user avoids the problem of 
alternating device acquisition, namely, Switching the hand 
back and forth between the keyboard and a pointing device 
Such as a mouse or trackball, etc. 

In FIG. 6 of the drawings, 61 is the directed light emitting 
device that can be employed as the light emitting device 42 
in FIG. 4 which is representative of the light emitting device 
of pointers 6 and 6' in FIGS. 1 and 3. The light emitting 
device 61 in FIG. 6 includes a CMOS multivibrator 
62/amplifier 63 combination for driving an LED 65 under 
the Switchable power control of power source (battery) 64. 
Under such control, the LED 65 emits light emitting pulses, 
in this case, IR signal pulses, as a continuous signal or light 
beam modulated at 38 kHz, for example. Referring back to 
the discussion of the A/D interface 7 (7"), the analog signal 
transmitted through the analog filter also has a matching AC 
frequency of 38 kHz, which Signal frequency, the inventors 
have found, is Sufficient for discounting the ambient light 
present. The AC wave for carrying IR pulses from the light 
emitter to the light receivers as well as the AC wave for 
carrying the analog signal can, of course, be at a different 
frequency. Discussion will now turn to the actual processing 
operation in the host computer/CPU for calculating the X-Y 
coordinates of the target location on the Screen. 

According to a featured aspect of the invention, the 
location on a display at which the light emitter is pointing is 
computed from the intensities of light being Sensed by the 
light receivers, the computing of the location being Substan 
tially independent of the distance of the light emitter from 
the light Sensing arrangement. In this connection, the posi 
tion on the display being pointed to by the light emitter can 
be indicated, for example, as a cursor or the like at that 
position. Using the examples shown in the drawings in 
which case there are eight light receivers around the outer 
periphery of the Screen, the receiver System would consist of 
a small 8-bit stand-alone microcontroller unit with a built-in 
analog-to-digital (A/D) converter, eight analog filter units 
(see 21" in FIG. 5) and eight IR sensitive light activated 
devices (e.g., photo-transistors) along with the required 
wiringS/connections. While the emitter Sends a continuous 
Signal at approximately 38 kHz, the receiver transistors 
amplify the received signal at amplifiers 51 followed by 
removal of the ambient light therefrom via high-pass filters 
52. The filtered AC signal which is transmitted at the same 
38 kHz frequency is then converted to an acceptable DC 
level by a combination of rectifier 53 and low-pass filter 54. 
This amplification/modification of the Sensed signal output 
ted by each of the light receivers (sensors) occurs at all of the 
eight channels continuously and parallely. The converted 
DC Signal is transmitted, for example, to a built-in 8-channel 
8-bit A/D converter in the microcontroller (e.g., Motorola 
68HC11). This A/D converter converts these signals to 
Serially outputted asynchronous digital signals (it should be 
noted, however, the invention is not limited to the outputting 
of asynchronous Serial digital signals). The microcontroller 
which pre-processes the data and Sends it to the host 
computer/CPU via a Serial line in a simple asynchronous 
format transmits the values continuously to a host computer/ 
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CPU that can support an RS232 serial I/O port at 9.6 Kbaud 
or 19.2 Kibaud, where the calculations of the X-Y coordi 
nates pertaining to the location of the target position on the 
Screen are effected through running a host program. 
AS noted earlier, the X and Y coordinates, respectively, 

are determined as a function of the values of the light 
intensities at the light receivers and are Substantially inde 
pendent of the distance between the direct pointing device 
and the Screen. That is, the target position calculated does 
not require the calculation of the relative position of the light 
emitter pointer. AS to the method for calculating the coor 
dinates from the intensities at the Sensors, the following 
discussion is provided in conjunction with the example 
diagram in FIG. 7 and the flowchart in FIG. 8 of the 
drawings. 
AS mentioned above, the light emitted by the pointing 

device (e.g., LED) is directional. Because the emitted light 
is directional, the location at which the emitter is pointing 
will, correspondingly, receive the highest intensity of light 
(IR signal radiation). The intensity of light received will, of 
course, decline in all directions on the Screen from that point. 
Therefore, the distance of any sensor from the location of 
highest intensity can be Said to be inversely proportional to 
the intensity it receives. Since the sensors 72 in FIG. 7 are 
located around the Screen, the relative intensities of light 
received by Sensors which are located on opposing Sides of 
the Screen will be inversely proportional to the distance of 
the location from each opposing Side. That is, assuming the 
darkened sphere on the screen 71 is the location at which the 
pointer is aiming at, the ratio of distance d to the distance 
d is approximately the inverse of the ratio of the light 
intensities received by the Sensors along the left Side L to the 
intensities received by the Sensors located along the right 
Side R. By the same reasoning, the ratio of the distance d, 
moving from left to right, to the total distance from left Side 
L to right Side R is approximately the same as the ratio of the 
Sum of the light intensities received by the Sensors alongside 
R to the sum of the light intensities received by the sensors 
along both sides L and R. Using these ratio relationships, the 
value of the horizontal coordinate Xpertaining to the target 
location can be approximated as follows: let 

P=the horizontal resolution in pixels (e.g., 800 for an 
800x600 display); 

I=the Sum of intensities received by the Sensors located 
along Side R; 

I=the Sum of intensities received by the Sensors located 
along Side L, 
then, the X coordinate can be calculated from the 

following: 

However, according to the present invention, because the 
Sensors would typically be located Slightly outside the 
Screen, we also need to take into consideration the effective 
extended Screen size, that is, we need to extend the coordi 
nate resolution slightly to account for the larger distance. 
The present inventors have determined that extending the 
coordinate resolution slightly, for example, Say 10%, works 
very well in this Scheme. Therefore, applying this effective 
extension of the coordinate resolution to Equation 1.0 above, 
that equation now becomes: 

It is noted, however, that this extension has the effect of 
shifting everything by 10% or by 0.1 P to the right. 
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Accordingly, during the calculation, the X coordinate must 
then be re-centered to the more accurate position on the 
screen. This is effected by subtracting half of the total 10% 
shifting, namely, 0.05 P. This re-centering is incorporated 
into Equation 1.1 which now becomes: 

Equation 1.2 is accurately representative of the X coordinate 
of the location of the target position on the Screen. 

In the same way, the equation for the Y coordinate is 
obtainable. That is, since the light received by each of the 
Sensors declines in all directions on the Screen away from 
that point, the calculation of the Y coordinate of the location 
of the target position on the Screen is also just as easily 
determined. That is, in Equation 1.2 above, the X values are 
replaced by Y value intensities in which case the Y coordi 
nate of the location of the target position is calculated from 
the following: 

where P=the Vertical resolution in pixels; 
I=the Sum of the intensities received by the Sensors 

along the bottom side B; 
I=the Sum of the intensities received by the Sensors 

along the upper Side U. 
We have embodied these calculations in a Software driver 
which executes on the CPU (although the calculations could 
also be done on the microprocessor that is used for the 
microcontroller). The flowchart depicted in FIG. 8 is exem 
plary of the proceSS for effecting the calculation. In this 
connection, when the direct pointing apparatus is activated, 
in which case continuous location tracking is effected, the 
intensity values received by the CPU via the serial port are 
Stored in a storage array (step 81). These intensity values 
which are Stored as digital values are used to calculate the X 
and Y coordinates in accordance with Equations 1.2 and 1.3 
(step 82). Because of the resolution expansion associated 
with Equations 1.2 and 1.3, namely, the added-on 10% 
effective Screen size, for purposes of a more accurate cal 
culation of the X and Y coordinates, and because there exists 
possible imprecise calculations being performed by the 
computer, namely, there is the possibility that the results 
may be negative or greater than the maximum resolution, we 
determined that we must also take into account Such possi 
bilities. Therefore, should either a negative result or a result 
that is greater than the maximum resolution be calculated, 
then such values must either be re-set to either 0 or P(P) 
In this example, P=800 and P=600. These results are 
Stored in a globally available location in the computer. One 
must then continue to repeat this until tracking is turned off. 

Incidentally, because the minimum value of light received 
at the Sensors located on the left Side (right Side) is typically 
not 0 when the LED is pointing directly on the right side (left 
Side) sensors, it is also necessary to modify the intensity 
values So that the minimum value, that is, the threshold value 
is taken into account also. This is achieved by Subtracting the 
minimum intensity value or threshold value from each 
intensity value then dividing the result by the range from the 
minimum to maximum values. The resulting values are then 
in a normalized range of from 0 to 1. In connection with this, 
let: 

I=the intensity measured at a Sensor i 
I=the maximum intensity measurable at i (the emitter 

is pointed directly at i) 
I=the minimum intensity measurable at i (the emitter is 

pointed away from Sensor i, usually pointed on the 
opposing side of the Screen) 
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then: 

I-(I-Imax)/(Ina-Imin) 

Applying this to Equations 1.2 and 1.3 above, the nor 
malized light intensities at each of the Sensors is taken into 
account also. In this connection, the minimum and maxi 
mum intensities for the Sensors need only be measured once 
for each configuration. That is, according to this Scheme, the 
calculated X and Y coordinates would always be positive 
values within the pixel resolution of the Screen. 

The following program which uses C Source code embod 
ies the calculations for the X-Y coordinates of the location 
of the target position on the Screen, in which case the lower 
left-hand corner of the screen is presumed to be the X-Y 
coordinates origin (0,0): 

(2.0) 

If a2, a 7, a3 are intensities from right side sensors, 
a4, a0, a5 from left 

If determine X coordinate 
X = -40+880* ((a2+a7+a3)/ 

(a2+a7+a3+a4+aOH-a5D); 
If a5, a1, a3 are intensities from top side sensors, 

a4. a6, a2 from bottom 
If determine Y coordinate 
Y = -30+660* (a 5+a1+a3)/ 

(a5+a1+a3+a4+a6+a2D); 
if(X<0) X=0; If safeguard the values 
if(X-800) X=800; 
if(Y&O) Y=0; 
if(Y-600) Y=600; 
new location.x=X; 
newLocation.y=Y: 

If update the global values 

You will note that in this program, all calculated values of 
X (Y)<0 are reverted to 0 and all X (Y) values>X (Y) 
are reverted to X (Y) coordinate (see Step 83). 
Clearly, therefore, the present direct pointing Scheme not 
only can be practically implemented and at a low cost 
especially when mass-produced but, operates on a quite 
Simple principle, basically, involving the intensities of the 
light being Sensed by the individual light receivers which 
intensity is normalized to have a value of from 0 to 1, 1 
representing a maximum intensity value and 0 representing 
a minimum threshold value or less. The computation of the 
coordinates is also Substantially independent of the distance 
of the light emitter pointing device from the Sensing 
arrangement, that is, the target position does not require 
locating the position of the pointer. 

The present invention can also be applied to interactive 
television (WEB TV), such as shown in the block diagram 
of FIG. 9. In this connection, the receiver system can be 
implemented in the Same manner as that with regard to the 
computer display. However, as to the direct pointer, that can 
be built-into the remote control unit for the WEB TV. 
According to the direct pointing Scheme of the present 
invention for interactive television, the light emitting mod 
ule (an IR LED transmitter) is adapted to operate as a pointer 
by aiming the remote control unit (which is facilitated with 
circuitry for the pointer) at a location on the TV screen 93. 
That is, the remote control device 96 which is used as a 
program controller can be facilitated as a direct pointing 
device through using an already built-in LED in the remote 
control device as a direct pointer. In this connection, the 
circuitry part of the light emitting diode of the target pointer 
96 associated with the computer display (see FIG. 6) can be 
designed also into the remote control device circuitry 
whereby during operation of the pointer, the pointer 
circuitry, for example, can be activated through a push 
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button control or other means. In the illustration in FIG. 9, 
91 represents the overall interactive television system (WEB 
TV), 92 is the TV set console, 93 represents the TV screen, 
94 represents the WEB TV control unit which can include a 
Special purpose computer and be facilitated with other 
components including a VCR and a laser disk component 
and which can feature internet communication and the like. 
The console can also be manufactured to include the Special 
purpose computer for WEB TV including modems for 
internet communication. AS discussed earlier with regard to 
computer System applications, the receiver System of the 
direct pointing apparatus can be built-into the console of the 
television or be retrofitted in connection with already exist 
ing units. This wide range of application of the improved 
direct pointing Scheme of applicants invention and, 
therefore, its portability thereof is very desirable. 

It is Submitted the present description as it relates to the 
accompanying illustrated embodiments is merely illustrative 
and that various modifications as well as alternative arrange 
ments are possible according to the present invention. That 
is, the present invention is not limited to the embodiments/ 
examples described in this Specification and illustrated in the 
accompanying drawings but, rather, the invention covers 
various other and obvious modifications thereof as well as 
different embodiments that fall within the scope of the 
appended claims. 
What is claimed is: 
1. A direct pointing apparatus, comprising: 
a light emitting module adapted to operate as a pointer 

aimed at a location on a computer display while being 
worn by a user of the computer; 

a light Sensing arrangement having a plurality of light 
receivers positioned around the outer periphery of the 
display, and 

interface circuitry which couples Said light receivers to a 
host computer for processing converted Signals, Said 
converted Signals being indicative of the value of 
Signals outputted by Said light receivers, respectively, 

wherein Said light emitting module includes a directed 
light emitter used for indicating a target position on the 
display through pointing the light emitter at that 
position, 

wherein the location on the display at which said light 
emitter is pointing is computed from the intensities of 
light being Sensed by the light receivers, the computing 
of Said location being Substantially independent of the 
distance of Said light emitter from Said light Sensing 
arrangement, and 

wherein Said interface circuitry filters ambient light and 
converts analog signals, indicative of Signals outputted 
by Said light receivers, into digital Signals processed by 
the computer, through running a host program by the 
computer, to determine X and Y coordinates of Said 
target position, the X and Y coordinates, respectively, 
being a function of the values of the light intensities at 
the light receivers and are determined in accordance 
with the following relationships, operated on by the 
computer under the control of Said host program: 

X=(1+K)P'(If(I+I))-(Kf2)P; and (i) 
Y=(1+K)P (I/(I+I))-(Kf2)P. (ii) 

where P(P)=the horizontal (vertical) resolution in pixels 
of the display, 
1+K(1+K) is a constant multiplier that takes into 

account the additional pixel distance effected by the 
placement of the light receivers outside the pixel dis 
play area, 
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I(I)=the Sum of light intensities received by the light 
receivers located along the right vertical (left vertical) 
of the display, 

I,(I)=the Sum of light intensities received by the light 
receivers located along the upper horizontal (lower 
horizontal) of the display, 
the light intensity of each Sensor having a normalized 

weight of from 0 to 1, and 
(K/2)P((K/2)P)=half the additional pixel distance 

along the X (Y) direction. 
2. A direct pointing apparatus according to claim 1, 
wherein the position on the display being pointed to by the 

light emitter is indicated by appearance of a cursor at 
that position. 

3. A direct pointing apparatus according to claim 1, 
wherein Said light Sensing arrangement has at least one 

light receiver disposed at each side of the outer periph 
ery of Said computer display. 

4. A direct pointing apparatus according to claim 3, 
wherein Said light Sensing arrangement further has a light 

receiver disposed at each corner location of the outer 
periphery of Said computer display. 

5. A direct pointing apparatus according to claim 1, 
wherein Said light Sensing arrangement has a light 

receiver disposed at each corner location of the outer 
periphery of Said computer display. 

6. A direct pointing apparatus according to claim 1, 
wherein Said light Sensing arrangement and Said interface 

circuitry constitute a receiver System retrofitted to Said 
computer display. 

7. A direct pointing apparatus according to claim 1, 
wherein Said light Sensing arrangement and Said interface 

circuitry are built-into a housing of Said computer 
display. 

8. A direct pointing apparatus according to claim 1, 
wherein said directed light emitter is an infrared LED 

transmitter and Said light Sensors are infrared light 
activated devices, respectively. 

9. A direct pointing apparatus according to claim 1, 
wherein the display and Said host computer together 

constitute a notebook computer. 
10. A direct pointing apparatus according to claim 1, 
wherein Said light emitting module is mounted on a 

ring-like member worn on a finger of the computer user 
So as to operate as a finger pointing device. 

11. A direct pointing apparatus for interactive television, 
comprising: 

a remote control device facilitated as a program controller 
and as a direct pointing device, Said direct pointing 
device having a light emitter adapted to operate as a 
pointer aimed at a location on the television display; 
and 

a receiver System including a light Sensing arrangement 
having a plurality of light receivers positioned around 
the outer periphery of the display and interface circuitry 
which couples Said light receivers to a host computer 
for processing converted Signals indicative of the value 
of Signals outputted by Said light receivers, 
respectively, 

wherein Said light emitter is a directed light emitter used 
for indicating a target position on the display through 
pointing the light emitter at that position, 

wherein the location on the display at which said light 
emitter is pointing is computed from the intensities of 
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light being Sensed by the light receivers, the computing 
of Said location being Substantially independent of the 
distance of Said light emitter from Said light Sensing 
arrangement, and 

wherein Said interface circuitry filters ambient light and 
converts analog signals, indicative of Signals outputted 
by Said light receivers, into digital Signals processed by 
the computer, through running a host Program by the 
computer, to determine X and Y coordinates of Said 
target position, the X and Y coordinates, respectively, 
being a function of the values of the light intensities at 
the light receivers and are determined in accordance 
with the following relationships, operated on by the 
host computer under the control of Said host program: 

(i) 
(ii) 

where P(P)=the horizontal (vertical) resolution in pixels 
of the display, 
1+K(1+K) is a constant multiplier that takes into 

account the additional pixel distance effected by the 
placement of the light receivers outside the pixel dis 
play area, 

I(I)=the Sum of light intensities received by the light 
receivers located along the right vertical (left vertical) 
of the display, 

I,(I)=the Sum of light intensities received by the light 
receivers located along the upper horizontal (lower 
horizontal) of the display, 
the light intensity of each Sensor having a normalized 

weight of from 0 to 1, and 
(K/2)P((K/2)P)=half the additional pixel distance 

along the X (Y) direction. 
12. A direct pointing apparatus according to claim 11, 
wherein the position on the display being pointed to by the 

light emitter is indicated by appearance of a cursor at 
that position. 

13. A direct pointing apparatus according to claim 11, 
wherein Said light Sensing arrangement has at least one 

light receiver disposed at each side of the Outer periph 
ery of Said computer display. 

14. A direct pointing apparatus according to claim 13, 
wherein Said light Sensing arrangement further has a light 

receiver disposed at each corner location of the outer 
periphery of Said computer display. 

15. A direct pointing apparatus according to claim 11, 
wherein Said light Sensing arrangement has a light 

receiver disposed at each corner location of the outer 
periphery of Said computer display. 

16. A direct pointing apparatus according to claim 11, 
wherein Said light receiver System is retrofitted to Said 

computer display. 
17. A direct pointing apparatus according to claim 11, 
wherein Said light receiver System is built-into a housing 

of Said computer display. 
18. A direct pointing apparatus according to claim 11, 
wherein said directed light emitter is an infrared LED 

transmitter and Said light Sensors are infrared light 
activated devices, respectively. 

19. A direct pointing method, comprising the Steps of 
adapting a light emitting module to operate as a pointer 

aimed at a location on a computer display while being 
worn by a user of the computer; 

arranging a plurality of a light receivers around the outer 
periphery of the display; and 
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changing Signal values outputted by Said light receivers 
into converted Signals to be operated on by a host 
computer, the Signal values outputted by Said light 
receivers being indicative of the light intensities Sensed 
by the respective light receivers, 

wherein Said light emitting module is provided with a 
directed light emitter for indicating a target position on 
the display through pointing the light emitter at that 
position, 

wherein the location on the display at which said light 
emitter is pointing is computed from the intensities of 
light being Sensed by the light receivers, the computing 
of Said location being Substantially independent of the 
distance of Said light emitter from Said light Sensing 
arrangement, and 

wherein the Signal values outputted from the light receiv 
erS are filtered for ambient light and are converted into 
digital Signals to be processed by the computer, through 
running a host program by the computer, to determine 
X and Y coordinates of Said target position, the X and 
Y coordinates, respectively, being a function of the 
values of the light intensities at the light receivers and 
are determined in accordance with the following 
relationships, operated on by the computer under the 
control of Said host program: 

where P(P)=the horizontal (vertical) resolution in pixels 
of the display, 
1+K(1+K) is a constant multiplier that takes into 

account the additional pixel distance effected by the 
placement of the light receivers outside the pixel dis 
play area, 

I(I)=the Sum of light intensities received by the light 
receivers located alone the right vertical (left vertical) 
of the display, 

I,(I)=the Sum of light intensities received by the light 
receivers located along the upper horizontal (lower 
horizontal) of the display, 
the light intensity of each Sensor having a normalized 

weight of from 0 to 1, and 
(K/2)P((K/2)P)=half the additional pixel distance 

along the X (Y) direction. 
20. A direct pointing method according to claim 19, 
wherein the position on the display being pointed to by the 

light emitter is indicated by appearance of a cursor at 
that position. 

21. A direct pointing method according to claim 19, 
wherein at least one light receiver is provided at each side 

of the Outer periphery of Said computer display. 
22. A direct pointing method according to claim 21, 
wherein a light receiver is further provided at each corner 

location of the outer periphery of Said computer dis 
play. 

23. A direct pointing method according to claim 19, 
wherein a light receiver is provided at each corner loca 

tion of the outer periphery of Said computer display. 
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24. A direct pointing method according to claim 19, 
wherein said directed light emitter is an infrared LED 

transmitter and Said light Sensors are infrared light 
activated devices, respectively. 

25. A direct pointing method according to claim 19, 
wherein the display and Said host computer together 

constitute a notebook computer. 
26. A direct pointing method according to claim 19, 
wherein Said light emitting module is mounted on a 

ring-like member worn on a finger of the computer user 
So as to operate as a finger pointing device. 

27. A direct pointing method for interactive television, 
comprising the Steps of: 

facilitating a program controller to operate also as a direct 
pointing device, Said direct pointing device having a 
light emitter adapted to operate as a pointer aimed at a 
location on the television display; 

arranging a plurality of light receivers around the outer 
periphery of the display; and 

changing Signal values outputted by Said light receivers 
into converted Signals to be operated on by a host 
computer, Said Signal values outputted by Said light 
receivers being indicative of light intensities Sensed by 
the respective light receivers, 

wherein Said light emitter is a directed light emitter used 
for indicating a target position on the display through 
pointing the light emitter at that position, 

wherein the location on the display at which said light 
emitter is pointing is computed from the intensities of 
light being Sensed by the light receivers, the computing 
of Said location being Substantially independent of the 
distance of Said light emitter from Said light Sensing 
arrangement, and 

wherein the Signal values outputted from the light receiv 
ers are filtered for ambient light and are converted into 
digital Signals to be processed by the computer, through 
running a host program by the computer, to determine 
X and Y coordinates of Said target position, the X and 
Y coordinates, respectively, being a function of the 
values of the light intensities at the light receivers and 
are determined in accordance with the following 
relationships, operated on by the host computer under 
the control of Said host program: 

where P(P)=the horizontal (vertical) resolution in pixels 
of the display, 
1+K(1+K) is a constant multiplier that takes into 

account the additional pixel distance effected by the 
placement of the light receivers outside the pixel dis 
play area, 

I(I)=the Sum of light intensities received by the light 
receivers located along the right vertical (left vertical) 
of the display, 

I,(I)=the Sum of light intensities received by the light 
receivers located along the upper horizontal (lower 
horizontal) of the display, 
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the light intensity of each Sensor having a normalized 
weight of from 0 to 1, and 

(K/2)P((K/2P)=half the additional pixel distance 
along the X (Y) direction. 

28. A direct pointing method according to claim 27, 
wherein the position on the display being pointed to by the 

light emitter is indicated by appearance of a cursor at 
that position. 

29. A direct pointing method according to claim 27, 
wherein Said light Sensing arrangement has at least one 

light receiver disposed at each side of the outer periph 
ery of Said computer display. 

1O 
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30. A direct pointing method according to claim 29, 
wherein Said light Sensing arrangement further has a light 

receiver disposed at each corner location of the outer 
periphery of Said computer display. 

31. A direct pointing method according to claim 27, 
wherein Said light Sensing arrangement has a light 

receiver disposed at each corner location of the outer 
periphery of Said computer display. 

32. A direct pointing method according to claim 27, 
wherein said directed light emitter is an infrared LED 

transmitter and Said light Sensors are infrared light 
activated devices, respectively. 

k k k k k 
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