
 

   
  

EXHIBIT 562-10 
Invalidity Claim Chart for U.S. Patent 9,060,562 

 
European Patent Publication No. EP 2149629 by Kazuyoshi Okamoto (“Okamoto”), which was filed on May 16, 2008 and published on 
February 3, 2010, anticipates or renders obvious the asserted claims of the U.S. Patent 9,060,562 (“the ’562 patent”) pursuant to at least 
pre-AIA 35 U.S.C. §102(a), 102(b), 102(e), 102(g), and/or 103 under the ’562 patent’s earliest possible priority date.  
 
As set forth in the chart below, all asserted claims of the ’562 patent are anticipated and/or obvious over Okamoto.1  

 
The citations to portions of any reference in this chart are exemplary only.  Defendant reserves the right to use the entirety of any reference 
described in other Exhibits to Section IV of Defendant’s Preliminary Invalidity Contentions to show that the asserted claims are 
anticipated and/or obvious. 
 
Defendant expressly reserves the right to supplement these contentions to add additional information showing that Okamoto invalidates 
the asserted claims of the ’562 patent. 
 
To the extent that any of the below claim limitations are found to not be expressly disclosed by the below reference, it is Defendant’s 
contention that any such limitation would be obvious, either based the general knowledge of one of ordinary skill in the art or based on any 
of the art cited in Defendant’s Preliminary Invalidity Contentions, which are incorporated herein by reference.  In particular, as evidenced 
by the below and in Section III of Defendant’s Preliminary Invalidity Contentions, the ’562 patent is merely a collection of prior art 
elements that fails to meet the statutory requirement of nonobviousness under § 103, and the factors delineated in KSR Int’l Co. v. Teleflex, 
Inc., 550 U.S. 398 (2007), weigh against a finding of nonobviousness. 
 
For example, it would have been obvious to a person of ordinary skill in the art to combine the teaching of Okamoto with the teachings of 
the references charted as Exhibits 562-1 to 562-2 and 562-4 to 562-8 to Defendant’s Preliminary Invalidity Contentions; such references 
are in the same field of art, and discuss various techniques and improvements that would have been known to yield predictable results 
when applied to the technology claimed in the ’562 patent, and a person of ordinary skill therefore would have been motivated to so 
combine them in view of the disclosures therein.  
 
                                                 

1 The excerpts cited herein are exemplary. For any claim limitation, Defendant may rely on excerpts cited for any other limitation 
and/or additional excerpts not set forth fully herein to the extent necessary to provide a more comprehensive explanation for a reference’s 
disclosure of a limitation.  Where an excerpt refers to or discusses a figure or figure items, that figure and any additional descriptions of 
that figure should be understood to be incorporated by reference as if set forth fully therein. 
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It is also Defendant’s contention that one of ordinary skill in the art would find such limitation obvious for at least one or more of the 
following reasons: (1) the combination would unite old elements with no change in their respective function; (2) the combination would 
have been a predictable variation of a work in the same or a different field of endeavor; (3) the modification would have used a known 
technique to improve a similar device in the same way; (4) the modification was a known problem for which there was an obvious solution; 
(5) the modification would have been “obvious to try”; (6) the modification was known work in one field of endeavor that would have 
prompted variations of it for use in either the same or different field based on design incentives or other market forces; (7) there was an 
explicit teaching, suggestion, or motivation in the prior art for the modification. 
 
Except where specifically noted otherwise, this chart applies the apparent constructions of claim terms as used by Plaintiff in its Apparent 
Infringement Contentions;2 such use, however, does not imply that Defendant adopts or agrees with Plaintiff’s constructions in any way. 

                                                 
2 Defendant notes that Nike did not serve infringement contentions on the date agreed to by the parties, namely, March 22, 2024. 

Defendant reserves all rights in light of this omission. In this document, Defendant responds to the purported infringement contentions 
appended to Nike’s interrogatory responses served on March 1, 2024. 

Exhibit 2007 - Page 2 of 72



PRIVILEGED & CONFIDENTIAL / ATTORNEY WORK PRODUCT / ATTORNEY-CLIENT COMMUNICATION 
 

 - 3 -  
   

 
PRIOR ART CLAIM CHART FOR U.S. PATENT NO. 9,060,562 

 

’562 Claims Exemplary Citations to European Patent Publication No. EP 2149629 (Okamoto) 
1[pre]. A method of 
manufacturing a knitted 
component for an article 
of footwear, the method 
comprising: 

To the extent that the preamble is considered limiting, Okamoto teaches (explicitly, implicitly, and 
inherently) and also renders obvious a method of manufacturing a knitted component for an article of 
footwear. 

For example, see the following illustrative citation(s): 

[0004]: “A variety of knitted fabrics can be obtained when a bottom face of the three-dimensional 
article described in Patent Document 1 can be knitted seamlessly.  For example, a seamless cube or 
square pyramid can be obtained.  Moreover, a cylindrical knitted fabric with a closed bottom face can 
be knitted, which can be formed into, for example, a finger pouch for a glove or a sock. A three-
dimensional article with a bottom face can be utilized not only in such a finger pouch, but also in 
various commodities, such as footwear, a slipper, and small pouches such as a bag, a wallet, and a 
spectacle case.” 

[0014]: “In the present invention, a three-dimensional article with a closed bottom face can be 
seamlessly knitted easily. This three-dimensional article can be utilized as a glove, a sock with toes 
and the like since the bottom face fits the fingertips. Moreover, this three-dimensional article can be 
utilized as a bag or footwear.” 

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

1[a]. knitting a portion 
of the knitted component 
defining an upper with a 
knitting machine,  

Okamoto discloses (explicitly, implicitly, and inherently) knitting a portion of the knitted component 
defining an upper with a knitting machine: 

For example, see the following illustrative citation(s):  
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[0006]: “In a method of the present invention for knitting a three-dimensional article in use of a flat-
knitting machine having a first needle bed and a second needle bed facing each other in a longitudinal 
direction ….” 

[0014]: “In the present invention, a three-dimensional article with a closed bottom face can be 
seamlessly knitted easily. This three-dimensional article can be utilized as a glove, a sock with toes 
and the like since the bottom face fits the fingertips. Moreover, this three-dimensional article can be 
utilized as a bag or footwear.” 

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

[0031]: “Figs. 8 to 12 show a specific application example of the three-dimensional article, wherein 
the white arrow in each diagram indicates the direction of knitting.  Fig. 8 shows seamlessly knitted 
footwear 80.  Reference numeral 81 represents a stitch start line.  For example, a bottom face 82 is 
knitted on the toe side, and then side faces 83 to 86 are knitted into cylinders.  A surface 87 and other 
three surfaces are knitted individually in the middle of the cylinders.  A surface 85 is knitted to have 
more stitch courses than surfaces 84, 86, to knit a heel 88, and then the surface 85 is joined with the 
surfaces 84, 86, whereby the footwear 80 is obtained.  In Fig. 8, the toe side is provided with the stitch 
start line 81 and the bottom face 82, but the surface 85, for example, may be knitted as the bottom 
face.” 

[0032]: “Fig. 9 shows a seamlessly knitted slipper 90, which has a simplified structure of the footwear 
80 shown in Fig. 8. Here, for example, a bottom face 92 is knitted starting from a stitch start line 91, 
and side faces 93 to 96 are knitted into cylinders.  Along the way, knitting of the side faces 93, 94, 96 
is ended, and only the side face 95 is continuously knitted, whereby the slipper 90 is obtained.” 

[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12.  For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure.  In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height.  Then, the footwear 80 with a changed design is 
doubly knitted vertically symmetrically about the ankle, then knitting is started from the stitch start 
line 81 of, for example, the lower side of the footwear, and the position of the stitch start line 81 of 
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the upper side of the footwear is subjected to bind-off to finish knitting.  The two-tiered structured 
footwear can be obtained by folding one of the vertically symmetric sides of the footwear into the 
other side.  Here, the inner layer is made from silk, organic cotton, or wool, and the outer layer is 
made from a strong material or a highly decorative material.  Moreover, an outdoor shoe can be 
obtained by providing the bottom face 85 of the outer layer with a rubber shoe sole.  In the case of the 
glove shown in Figs. 11 and 12, the glove can be knitted vertically symmetrically about a wrist by 
using a different material: a smooth-textured material or moisture rich material for the inner layer of 
the glove, and a strong and waterproof material for the outer layer of the glove.” 

Figures 8-9 and associated text: 
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In addition, to the extent Nike contends that Okamoto does not disclose this claim element, it would 
have been obvious to a person of ordinary skill in the art (“POSITA”) to modify Okamoto, such as by 
combining with the general knowledge and/or the teachings of the numerous prior art references that 
disclose this limitation, including, e.g., U.S. Patent Nos. 8,490,299 (“Dua ’299”), and 7,774,956 
(“Dua ’956”).  For instance, Dua ’299 teaches knitting shoe uppers using flat knitting machines is 
advantageous: 

7:36-51: “Although one or more yarns may be mechanically-manipulated by an individual to form 
knitted component 40 (i.e., knitted component 40 may be formed by hand), flat-knitting machines 
may provide an efficient manner of forming relatively large numbers of knitted component 40.  The 
flat-knitting machines may also be utilized to vary the dimensions of knitted component 40 to form 
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uppers 30 that are suitable for footwear with different sizes based on one or both of the length and 
width of a foot.  Additionally, the flat-knitting machines may be utilized to vary the configuration of 
knitted component 40 to form uppers 30 that are suitable for both left and right feet.  Various aspects 
of knitted component 40 may also be varied to provide a custom fit for individuals. Accordingly, the 
use of mechanical flat-knitting machines may provide an efficient manner of forming multiple knitted 
component 40 having different sizes and configurations.” 

Similarly, Dua ’956 discloses the advantages of using a flat knitting machine, thereby motivating a 
POSITA to knit Okamoto’s upper including an integral knit tongue using a flat knitting machine. 

4:7-10: “The following discussion and accompanying figures disclose various uppers for articles of 
footwear, the uppers (or at least portions thereof) being at least partially formed from a material 
produced through a flat knitting process.”  

4:28-49: “Flat knitting, when used in example structures according to this invention, can provide 
various advantages.  For example, flat knitting can be used to provide textile structures for use in 
footwear uppers of a final desired shape such that textile cutting steps can be avoided (which 
eliminates waste, avoids the need to finish cut edges, saves time, saves money, etc.).  Flat knitted 
elements also can be formed directly in desired three dimensional shapes, which can help avoid the 
need to use additional support structures in the overall footwear construction (which also saves time, 
money, etc.; produces a lighter and/or more flexible product; may eliminate seams and at least some 
sewing, etc., etc.).  By selectively placing multiple different yarns and/or stitch patterns at multiple 
different locations in the overall structure during the knitting process, flat knitted products may have 
multiple different physical properties (e.g., different stretchability, different moisture management 
capabilities, etc.) at multiple different locations or zones within a single, unitary construction (e.g., 
different properties at different zones or locations within a single footwear structure).  Additionally, 
flat knitting can be used to produce pockets, tunnels, or other layered structures in the final product.” 

9:29-31: “Footwear 10 provides an example of a suitable configuration of an article of footwear 
having an upper at least partially formed from a flat knit material structure.” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
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also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

1[b]. the upper including 
a portion of at least one 
of an exterior surface of 
the knitted component 
and an opposite interior 
surface of the knitted 
component; and 

Okamoto discloses (explicitly, implicitly, and inherently) an upper including a portion of at least one 
of an exterior surface of the knitted component and an opposite interior surface of the knitted 
component. 

For example, the figures show an upper including a portion of at least one of an exterior surface of the 
knitted component and an opposite interior surface of the knitted component. 

Figures 8-9 and associated text: 
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In addition, to the extent Nike contends that Okamoto does not disclose this claim element, it would 
have been obvious to a POSITA to modify Okamoto, such as by combining with the general 
knowledge and/or the teachings of the numerous prior art references that disclose this limitation, 
including, e.g., Dua ’299, to arrive at this claim element.  For example, Dua ’299 discloses that a 
knitted upper includes at least one of an exterior surface and an opposite interior surface.  

3:58-60: “In addition, knitted component 40 forms both an interior surface and an opposite exterior 
surface of upper 30.” 

Exhibit 2007 - Page 11 of 72



PRIVILEGED & CONFIDENTIAL / ATTORNEY WORK PRODUCT / ATTORNEY-CLIENT COMMUNICATION 
 

 - 12 -  
   

9:39-40: “Knitted component 40 forms both an interior surface and an opposite exterior surface of 
upper 30.” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

1[c]. knitting an integral 
knit tongue that is of 
unitary knit construction 
with the upper with the 
knitting machine, the 
integral knit tongue 
extending through a 
throat area of the knitted 
component; and  
wherein the integral knit 
tongue is joined by 
knitting with the knitting 
machine to: (1) a 
forward portion of the 
throat area, and (2) at 
least along a portion of 
both of a lateral side and 
a medial side of the 
throat area of the knitted 
component extending 
through a portion of a 
length of the throat area 

Okamoto discloses (explicitly, implicitly, and inherently) knitting an integral knit tongue that is of 
unitary knit construction with the upper with the knitting machine, the integral knit tongue extending 
through a throat area of the knitted component, wherein the integral knit tongue is joined by knitting 
with the knitting machine to: (1) a forward portion of the throat area, and (2) at least along a portion 
of both of a lateral side and a medial side of the throat area of the knitted component extending 
through a portion of a length of the throat area in a longitudinal direction from the forward portion to 
an ankle opening of the upper. 

For example, see the following illustrative citation(s):  

[0014]: “In the present invention, a three-dimensional article with a closed bottom face can be 
seamlessly knitted easily. This three-dimensional article can be utilized as a glove, a sock with toes 
and the like since the bottom face fits the fingertips. Moreover, this three-dimensional article can be 
utilized as a bag or footwear.” 

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

[0031]: “Figs. 8 to 12 show a specific application example of the three-dimensional article, wherein 
the white arrow in each diagram indicates the direction of knitting.  Fig. 8 shows seamlessly knitted 
footwear 80.  Reference numeral 81 represents a stitch start line.  For example, a bottom face 82 is 
knitted on the toe side, and then side faces 83 to 86 are knitted into cylinders.  A surface 87 and other 
three surfaces are knitted individually in the middle of the cylinders.  A surface 85 is knitted to have 
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in a longitudinal 
direction from the 
forward portion to an 
ankle opening of the 
upper. 

more stitch courses than surfaces 84, 86, to knit a heel 88, and then the surface 85 is joined with the 
surfaces 84, 86, whereby the footwear 80 is obtained.  In Fig. 8, the toe side is provided with the stitch 
start line 81 and the bottom face 82, but the surface 85, for example, may be knitted as the bottom 
face.” 

[0032]: “Fig. 9 shows a seamlessly knitted slipper 90, which has a simplified structure of the footwear 
80 shown in Fig. 8. Here, for example, a bottom face 92 is knitted starting from a stitch start line 91, 
and side faces 93 to 96 are knitted into cylinders.  Along the way, knitting of the side faces 93, 94, 96 
is ended, and only the side face 95 is continuously knitted, whereby the slipper 90 is obtained.” 

[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12.  For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure.  In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height.  Then, the footwear 80 with a changed design is 
doubly knitted vertically symmetrically about the ankle, then knitting is started from the stitch start 
line 81 of, for example, the lower side of the footwear, and the position of the stitch start line 81 of 
the upper side of the footwear is subjected to bind-off to finish knitting.  The two-tiered structured 
footwear can be obtained by folding one of the vertically symmetric sides of the footwear into the 
other side.  Here, the inner layer is made from silk, organic cotton, or wool, and the outer layer is 
made from a strong material or a highly decorative material.  Moreover, an outdoor shoe can be 
obtained by providing the bottom face 85 of the outer layer with a rubber shoe sole.  In the case of the 
glove shown in Figs. 11 and 12, the glove can be knitted vertically symmetrically about a wrist by 
using a different material: a smooth-textured material or moisture rich material for the inner layer of 
the glove, and a strong and waterproof material for the outer layer of the glove.” 

Figures 8-9 and associated text: 

Exhibit 2007 - Page 13 of 72



PRIVILEGED & CONFIDENTIAL / ATTORNEY WORK PRODUCT / ATTORNEY-CLIENT COMMUNICATION 
 

 - 14 -  
   

 

Exhibit 2007 - Page 14 of 72



PRIVILEGED & CONFIDENTIAL / ATTORNEY WORK PRODUCT / ATTORNEY-CLIENT COMMUNICATION 
 

 - 15 -  
   

 

In addition, to the extent Nike contends that Okamoto does not disclose this claim element, it would 
have been obvious to a POSITA to modify Okamoto, such as by combining with the  general 
knowledge and/or the teachings of the numerous prior art references that disclose this limitation, 
including, e.g., Dua ’299, U.S. Patent App. Pub. Nos. 2010/0077634 (“Bell”), and 2012/0233884 
(“Greene”), to arrive at this claim element.   

As discussed above, Dua ’299 teaches knitting shoe uppers with an integral tongue using flat knitting 
machines is advantageous, thereby motivating a POSITA to knit Okamoto’s upper including an 
integral knit tongue using a knitting machine. 
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7:36-51: “Although one or more yarns may be mechanically-manipulated by an individual to form 
knitted component 40 (i.e., knitted component 40 may be formed by hand), flat-knitting machines 
may provide an efficient manner of forming relatively large numbers of knitted component 40.  The 
flat-knitting machines may also be utilized to vary the dimensions of knitted component 40 to form 
uppers 30 that are suitable for footwear with different sizes based on one or both of the length and 
width of a foot.  Additionally, the flat-knitting machines may be utilized to vary the configuration of 
knitted component 40 to form uppers 30 that are suitable for both left and right feet.  Various aspects 
of knitted component 40 may also be varied to provide a custom fit for individuals. Accordingly, the 
use of mechanical flat-knitting machines may provide an efficient manner of forming multiple knitted 
component 40 having different sizes and configurations.” 

10:41-43: “The flat knitting process may also be utilized to form other elements, such as tongue 33, of 
unitary knit construction.”  

Moreover, Bell teaches knitting an integral knit tongue by joining the integral knit tongue to “(1) a 
forward portion of the throat area, and (2) at least along a portion of both of a lateral side and a medial 
side of the throat area of the knitted component extending through a portion of a length of the throat 
area in a longitudinal direction from the forward portion to an ankle opening of the upper.” 

[0056]: “FIG. 3 illustrates one example of an upper member 200 that may be produced in accordance 
with this invention.  In this example structure, the upper member 200 constitutes a single piece that 
includes: a medial side and lace eyelet section 212, a lateral side and lace eyelet section 214, a toe 
portion 216, a rear heel portion 218, and footbed portions 220 and 222.  Although not shown in FIG. 
2 or 3, the upper construction may additionally include a tongue member, e.g., integrally formed as 
part of the one piece upper member 200 (e.g., extending from one of the eyelet sections 212 or 214 or 
from the toe portion 216), or separately formed (from the same upper material blank 202 or from a 
different blank or even a different upper material).  The upper member 200 may be shaped and 
stitched in the necessary places (optionally along with a tongue part, as mentioned above) to provide a 
final upper construction.  As one example in the illustrated upper member 200, edge 224 may be 
engaged with edge 226 when forming the upper construction.  Various examples of seam formation 
features of the invention will be described in more detail below.” 

[0088]: “… Alternatively, if desired, a tongue member 1020 may be integrally formed as part of the 
upper member construction.  As best illustrated in FIG. 10C, in this example structure 1000, the 
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tongue member 1020 is integrally formed with at least a portion of the medial side 1030 of the upper 
construction.  Specifically, the tongue member 1020 integrally extends from the medial side eyelet 
area 1018, and it is joined to the upper structure along seam 1008.  In order to allow a conventional 
shoe lace to be engaged with the upper 1002, the medial side eyelet area 1018 includes two eyelet 
holes 1032 at each lace engagement location ( one in which the free end of the lace enters and one in 
which the free end of the lace exits), whereas the lateral side eyelet area 1016 includes a single eyelet 
hole 1032 at each lace engagement location. Alternatively, if desired, the tongue member 1020 could 
be integrally formed from the lateral side 1034 of the article of footwear 1000 or from the toe portion 
1036 of the article of footwear 1000.” 

Figures 10B-10C and associated text: 
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Greene also discloses knitting an integral knit tongue of unitary knit construction using a knitting 
machine and how the tongue is joined to the upper. 

[0059]: “Whereas many conventional footwear tongues have a sheath formed from multiple textile 
elements or other material elements that are joined through stitching or bonding, for example, sheath 
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41 is formed as a one-piece element through a knitting process, such as circular knitting or flat 
knitting.  More particularly, sheath 41 is generally formed of unitary knit construction through the 
knitting process.  As utilized herein, a knitted component such as sheath 41 is defined as being formed 
of ‘unitary knit construction’ when constructed as a one-piece knit element that is substantially free of 
additional stitching or bonding processes.  That is, the knitting process substantially forms the various 
features and structures of sheath 41 without the need for significant additional manufacturing steps or 
processes.  In some configurations, sheath 41 remains formed of unitary knit construction when first 
end 45 or second end 46 are closed through stitching or bonding in order to seal core 42 within sheath 
41, or when areas are trimmed following the knitting process.  Additionally, sheath 41 remains 
formed of unitary knit construction when other minor elements (e.g., logos, trademarks, lace loops, 
care instruction and material placards) are added to tongue element 40 following the knitting 
process.” 

[0061]: “Tongue element 40 provides various advantages over conventional footwear tongues.  
For example, tongue element 40 enhances footwear comfort by incorporating few seams or 
other discontinuities in areas that contact the foot.  As another example, tongue element 40 
includes relatively few material elements.  As discussed in the Background section above, by 
decreasing the number of material elements utilized in the upper, waste may be decreased while 
increasing the manufacturing efficiency and recyclability of the upper.  To further enhance efficiency, 
forming sheath 41 through a knitting process limits the number of cutting operations or other 
processes that generally generate waste material, while allowing the creation of contours that are 
relatively difficult with stitch and turn methods.” 

[0064]: “…  That is, knitting machines may be programmed to mechanically-manipulate the yarn to 
form stitches that combine to impart any of the various shapes discussed above, as well as a variety of 
other shapes.” 

[0075]: “Circular knitting machines and flat knitting machines may be utilized to form an individual 
sheath 41.  In order to enhance manufacturing efficiency, knitting machines may also be utilized to 
form a series of joined sheaths 41, as depicted in FIGS. 12A and 12B. That is, the knitting machines 
may form a single component that includes a plurality of sheaths 41….” 

[0103]: “…  For example, as depicted in FIGS. 32-34, tongue element 40 of upper 30 is secured to 
knitted component 36, which may be configured as set forth in U.S. patent application Ser. No. 
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12/338,726 to Dua, filed Dec. 18, 2008, which is herein incorporated by reference.  Tongue element 
40 may be secured to knitted component 36 by stitching 37.  As a further example, as depicted in 
FIGS. 35-37, tongue element 140 of upper 30 is secured by stitching 37 to knitted component 36, 
which may be configured as set forth in U.S. patent application Ser. No. 13/048,514 to Huffa et al., 
filed Mar. 15, 2011, which is herein incorporated by reference.” 

Figure 34 and associated text: 
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A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
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implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

2. The method recited in 
claim 1, further 
including a step of 
selecting the knitting 
machine to be a flat 
knitting machine. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and also renders obvious 
all of the elements of claim 1. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the method further includes 
a step of selecting the knitting machine to be a flat knitting machine. 

For example, see the following illustrative citation(s):  

[0006]: “In a method of the present invention for knitting a three-dimensional article in use of a flat-
knitting machine having a first needle bed and a second needle bed facing each other in a 
longitudinal direction, the method of the present invention is characterized in having: …” 

[0018]: “Figs. 1 to 14 show an embodiment and its modification.  Figs. 1 and 2 schematically show a 
procedure for knitting a bottom face of a three-dimensional article.  In the embodiment, a flat-knitting 
machine with two beds is used, wherein one of the needle beds is capable of racking freely in a 
horizontal direction with respect to the other needle bed so as to allow stitch transfer to be performed 
freely between the needle beds.  Instead of the flat-knitting machine with two beds, a flat-knitting 
machine with four beds or a flat-knitting machine having two needle beds and two transfer jack beds 
may be used.” 

Claim 1: “A method of knitting a three-dimensional article in use of a flat-knitting machine having a 
first needle bed and a second needle bed facing each other in a longitudinal direction, the method 
being characterized in comprising: …” 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or the teachings of the numerous prior art references that disclose this limitation, including, e.g., 
Dua ’299 and Dua ’956, to arrive at this claim.   
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For instance, Dua ’299 teaches knitting shoe uppers using flat knitting machines is advantageous, 
thereby motivating a POSITA to knit Okamoto’s upper including an integral knit tongue using a flat 
knitting machine. 

7:18-35: “An advantage to utilizing a flat knitting process to manufacture knitted component 40 is 
that each of the features discussed above may be imparted to knitted component 40 through the flat 
knitting process.  That is, a flat knitting process may form knitted component 40 to have, for example, 
(a) various knit types that impart different properties to separate areas of upper 30, (b) various yam 
types that impart different properties to separate areas of upper 30, (c) knitted components with the 
configuration of overlapping knitted layers in tubes 42, (d) a material such as strand 43 that is laid 
into tubes 42, (e) knitted components with the configuration of overlapping knitted layers in collar 45, 
and (f) floating yarns between layers of knitted material in collar 45.  Moreover, each of these 
features, as well as other features, may be incorporated into knitted component 40 through a single 
flat knitting process.  As such, a flat knitting process may be utilized to substantially form upper 30 to 
have various properties and structural features that are advantageous to footwear 10.” 

7:36-51: “Although one or more yarns may be mechanically-manipulated by an individual to form 
knitted component 40 (i.e., knitted component 40 may be formed by hand), flat-knitting machines 
may provide an efficient manner of forming relatively large numbers of knitted component 40.  The 
flat-knitting machines may also be utilized to vary the dimensions of knitted component 40 to form 
uppers 30 that are suitable for footwear with different sizes based on one or both of the length and 
width of a foot.  Additionally, the flat-knitting machines may be utilized to vary the configuration of 
knitted component 40 to form uppers 30 that are suitable for both left and right feet.  Various aspects 
of knitted component 40 may also be varied to provide a custom fit for individuals. Accordingly, the 
use of mechanical flat-knitting machines may provide an efficient manner of forming multiple knitted 
component 40 having different sizes and configurations.” 

10:41-43: “The flat knitting process may also be utilized to form other elements, such as tongue 33, of 
unitary knit construction.”  

Similarly, Dua ’956 discloses the advantages of using a flat knitting machine, thereby motivating a 
POSITA to knit Okamoto’s upper including an integral knit tongue using a flat knitting machine. 
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2:63-66: “Another example aspect of the invention relates to a method of manufacturing an article of 
footwear.  The method includes steps of flat knitting a textile element and incorporating the textile 
element into the article of footwear.” 

4:28-49: “Flat knitting, when used in example structures according to this invention, can provide 
various advantages.  For example, flat knitting can be used to provide textile structures for use in 
footwear uppers of a final desired shape such that textile cutting steps can be avoided (which 
eliminates waste, avoids the need to finish cut edges, saves time, saves money, etc.).  Flat knitted 
elements also can be formed directly in desired three dimensional shapes, which can help avoid the 
need to use additional support structures in the overall footwear construction (which also saves time, 
money, etc.; produces a lighter and/or more flexible product; may eliminate seams and at least some 
sewing, etc., etc.).  By selectively placing multiple different yarns and/or stitch patterns at multiple 
different locations in the overall structure during the knitting process, flat knitted products may have 
multiple different physical properties (e.g., different stretchability, different moisture management 
capabilities, etc.) at multiple different locations or zones within a single, unitary construction (e.g., 
different properties at different zones or locations within a single footwear structure).  Additionally, 
flat knitting can be used to produce pockets, tunnels, or other layered structures in the final product.” 

6:15-20: “Lateral textile element 40 is depicted individually in FIG. 5 and is formed of unitary (i.e., 
one-piece) construction through a flat knitting process. That is, a flat knitting process is utilized to 
mechanically manipulate one or more yarns in a manner that forms an upper edge 41, a lower edge 
42, a rear edge 43, and four channels 44 in lateral textile element 40.” 

6:30-35: “Accordingly, medial textile element 50 is formed of unitary (i.e., one-piece) construction 
through a flat knitting process.  That is, a flat knitting process is utilized to mechanically manipulate 
one or more yarns in a manner that forms an upper edge 51, a lower edge 52, a rear edge 53, and four 
channels 54 in medial textile element 50.” 

7:5-59: “Each of textile elements 40, 50, and 60 may be formed through a flat knitting process….  An 
advantage of flat knitting over various other types of knitting is that the flat knitting process may be 
utilized to form generally three-dimensional structures or structures wherein layers of material 
overlap each other (i.e., are at least partially coextensive) to form loops or other overlapping 
configurations, as with channels 44 and 54.  More particularly, the flat knitting process may make 
structures wherein layers are joined to each other such that opposite sides of one layer are formed of 

Exhibit 2007 - Page 24 of 72



PRIVILEGED & CONFIDENTIAL / ATTORNEY WORK PRODUCT / ATTORNEY-CLIENT COMMUNICATION 
 

 - 25 -  
   

unitary construction with the other layer, as with channels 44 and 54.  In addition, flat knitting may be 
utilized to form areas with different types of stitches and areas with different types of yarns….  
Accordingly, the flat knitting process may be utilized to form a generally three-dimensional or 
overlapping structure having areas with different properties that are produced from combinations of 
different types of stitches and different types of yarns.” 

7:60-8:2: “The flat knitting process may also be utilized to form elements with defined shapes that do 
not need to be cut from a larger textile element. For example, each of textile elements 40, 50, and 60 
may be knitted to have the respective shapes depicted in FIGS. 5-7 without cutting textile elements 
40, 50, and 60 from larger textile elements.  Unlike textile elements cut from a larger textile element, 
therefore, the edges of textile elements 40, 50, and 60 do not need to be finished to prevent 
unraveling. Also this feature reduces waste and saves time and money in the manufacturing process.” 

12:15-26: “As described above, a flat knitting process may be utilized to form a variety of uppers or 
other structures for inclusion in footwear products.  An advantage of flat knitting is that generally 
three-dimensional structures may be formed.  In addition, structures wherein layers of material 
overlap each other to form loops or other overlapping configurations may be formed.  The flat 
knitting process may also be utilized to form areas with different properties, e.g., by using 
combinations of different types of stitches and/or different types of yarns.  Accordingly, flat knitting 
may be utilized to shape an upper and also provide different properties to different areas of the 
upper.” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

3. The method recited in 
claim 1, wherein the step 
of knitting the integral 
knit tongue includes 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and also renders obvious 
all of the elements of claim 1. 
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forming a course of the 
integral knit tongue to 
include at least one 
common yarn with the 
upper. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the 
integral knit tongue includes forming a course of the integral knit tongue to include at least one 
common yarn with the upper. 

For example, see the following illustrative citation(s):  

[0014]: “In the present invention, a three-dimensional article with a closed bottom face can be 
seamlessly knitted easily. This three-dimensional article can be utilized as a glove, a sock with toes 
and the like since the bottom face fits the fingertips. Moreover, this three-dimensional article can be 
utilized as a bag or footwear.” 

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

[0031]: “Figs. 8 to 12 show a specific application example of the three-dimensional article, wherein 
the white arrow in each diagram indicates the direction of knitting.  Fig. 8 shows seamlessly knitted 
footwear 80.  Reference numeral 81 represents a stitch start line.  For example, a bottom face 82 is 
knitted on the toe side, and then side faces 83 to 86 are knitted into cylinders.  A surface 87 and other 
three surfaces are knitted individually in the middle of the cylinders.  A surface 85 is knitted to have 
more stitch courses than surfaces 84, 86, to knit a heel 88, and then the surface 85 is joined with the 
surfaces 84, 86, whereby the footwear 80 is obtained.  In Fig. 8, the toe side is provided with the stitch 
start line 81 and the bottom face 82, but the surface 85, for example, may be knitted as the bottom 
face.” 

[0032]: “Fig. 9 shows a seamlessly knitted slipper 90, which has a simplified structure of the footwear 
80 shown in Fig. 8. Here, for example, a bottom face 92 is knitted starting from a stitch start line 91, 
and side faces 93 to 96 are knitted into cylinders.  Along the way, knitting of the side faces 93, 94, 96 
is ended, and only the side face 95 is continuously knitted, whereby the slipper 90 is obtained.” 

[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12.  For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure.  In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height.  Then, the footwear 80 with a changed design is 
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doubly knitted vertically symmetrically about the ankle, then knitting is started from the stitch start 
line 81 of, for example, the lower side of the footwear, and the position of the stitch start line 81 of 
the upper side of the footwear is subjected to bind-off to finish knitting.  The two-tiered structured 
footwear can be obtained by folding one of the vertically symmetric sides of the footwear into the 
other side.  Here, the inner layer is made from silk, organic cotton, or wool, and the outer layer is 
made from a strong material or a highly decorative material.  Moreover, an outdoor shoe can be 
obtained by providing the bottom face 85 of the outer layer with a rubber shoe sole.  In the case of the 
glove shown in Figs. 11 and 12, the glove can be knitted vertically symmetrically about a wrist by 
using a different material: a smooth-textured material or moisture rich material for the inner layer of 
the glove, and a strong and waterproof material for the outer layer of the glove.” 

Figures 8-9 and associated text: 
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To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or the teachings of the numerous prior art references that disclose this limitation, including, e.g., 
U.S. Patent No. 5,345,638 (“Nishida”) and Greene, to arrive at this claim.  For instance, Nishida 
teaches knitting a shoe tongue including at least one common yarn with the upper. 

5:34-36: “Preferably, in each case, related tongues 40 are produced simultaneously with a layout 2 on 
same web of material 1.” 
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5:37-40: “For optimum surface use of web of []material 1, a tongue 40 can be produced in the open 
space 41 located between the two layout sections 42 and 43, which later form the rear of foot or heel-
pan shoe part.” 

Greene discloses the benefits of having an integral knit tongue that includes at least one common yarn 
with the upper, thereby motivating a POSITA to modify Okamoto to include this feature. 

[0104]: “Moreover, a knit structure incorporated into an area of knitted component 36 may be 
substantially the same as a knit structure incorporated into tongue element 40 or tongue element 140, 
and a type of yarn incorporated into an area of knitted component 36 may be substantially the same as 
a type of yarn incorporated into tongue element 40 or tongue element 140.  Utilizing common knit 
structures and types of yarn in knitted component 36 and either of tongue elements 40 and 140 
provides an advantage of imparting uniform aesthetics, tactile properties, or both to various regions 
and the major components of upper 30.  Accordingly, an area of knitted component 36 and an area of 
tongue element 40 or tongue element 140 may share one or more properties, such as color, softness, 
biodegradability, durability, abrasion resistance, strength, denier, loft, an aesthetic property, a stretch 
property, a recovery property, an insulating property, a hydrophobic property, or a thermobonding 
property, for example.” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

4. The method recited in 
claim 1, wherein the step 
of joining the integral 
knit tongue by knitting 
includes forming a 
course with the knitting 
machine that joins the 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 1. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of joining the 
integral knit tongue by knitting includes forming a course with the knitting machine that joins the 
integral knit tongue to the upper. 
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integral knit tongue to 
the upper. 

For example, see the following illustrative citation(s):  

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

[0027]: “Four side faces of the three-dimensional article 40 are knitted on the sides 10, 14, 12 and 16 
respectively. Note that a hatching or other line in each diagram indicates a connection between 
stitches. Reference numerals 18 to 24 represent sides obtained during knitting. Once knitting of an 
appropriate number of courses of the four side faces is finished, a three-dimensional article with an 
opened upper face (the face surrounded by the four sides 18, 22, 20 and 24) is obtained as shown in 
the lower left part of Fig. 4. Reference numerals 26 to 29 represent four side faces of the three-
dimensional article. After knitting the four side faces of the three-dimensional article, for example, an 
upper face 30 is knitted on the front needle bed 2, and stitches of the sides 34, 35 on the upper face 
are joined one by one, each time when knitting two courses of the upper face 30. As a result, the 
widths of unjointed stitch rows 37, 38 are reduced gradually. When joining the sides 34, 35, the stitch 
row 37 is joined to the stitch row 36 side, and the stitch row 38 is joined to the stitch row 36 side. As 
a result, the stitch row 36 and the stitch row 32 face each other, and once the formation of the stitches 
on the upper face 30 is completed, the stitch row 36 and the stitch row 32 are overlapped and 
subjected to bind-off to compete the three-dimensional article 40.” 

[0031]: “Figs. 8 to 12 show a specific application example of the three-dimensional article, wherein 
the white arrow in each diagram indicates the direction of knitting.  Fig. 8 shows seamlessly knitted 
footwear 80.  Reference numeral 81 represents a stitch start line.  For example, a bottom face 82 is 
knitted on the toe side, and then side faces 83 to 86 are knitted into cylinders.  A surface 87 and other 
three surfaces are knitted individually in the middle of the cylinders.  A surface 85 is knitted to have 
more stitch courses than surfaces 84, 86, to knit a heel 88, and then the surface 85 is joined with the 
surfaces 84, 86, whereby the footwear 80 is obtained.  In Fig. 8, the toe side is provided with the stitch 
start line 81 and the bottom face 82, but the surface 85, for example, may be knitted as the bottom 
face.” 

[0032]: “Fig. 9 shows a seamlessly knitted slipper 90, which has a simplified structure of the footwear 
80 shown in Fig. 8. Here, for example, a bottom face 92 is knitted starting from a stitch start line 91, 
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and side faces 93 to 96 are knitted into cylinders.  Along the way, knitting of the side faces 93, 94, 96 
is ended, and only the side face 95 is continuously knitted, whereby the slipper 90 is obtained.” 

[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12.  For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure.  In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height.  Then, the footwear 80 with a changed design is 
doubly knitted vertically symmetrically about the ankle, then knitting is started from the stitch start 
line 81 of, for example, the lower side of the footwear, and the position of the stitch start line 81 of 
the upper side of the footwear is subjected to bind-off to finish knitting.  The two-tiered structured 
footwear can be obtained by folding one of the vertically symmetric sides of the footwear into the 
other side.  Here, the inner layer is made from silk, organic cotton, or wool, and the outer layer is 
made from a strong material or a highly decorative material.  Moreover, an outdoor shoe can be 
obtained by providing the bottom face 85 of the outer layer with a rubber shoe sole.  In the case of the 
glove shown in Figs. 11 and 12, the glove can be knitted vertically symmetrically about a wrist by 
using a different material: a smooth-textured material or moisture rich material for the inner layer of 
the glove, and a strong and waterproof material for the outer layer of the glove.” 

Figures 8-9 and associated text: 
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In addition, to the extent Nike contends that Okamoto does not disclose this claim, it would have been 
obvious to a POSITA at the relevant time to modify Okamoto, such as by combining with the general 
knowledge and/or the teachings of the numerous prior art references that disclose this limitation, 
including, e.g., U.S. Patent No. 9,675,134 (“Kosui”), to arrive at this claim.   

See generally Kosui; see also Stoll Trend Collection 2002, 12, 22, 24 (showing a tongue structure 
having a common course with the rest of the knit fabric). 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
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also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

5. The method recited in 
claim 1, wherein the 
integral knit tongue 
comprises a partially 
integral portion and a 
free portion, the method 
further comprising: 
knitting the partially 
integral portion with the 
knitting machine of 
unitary knit construction 
with the upper at the 
forward portion of the 
throat area and at least 
along the portion of both 
of the lateral side and the 
medial side of the throat 
area of the knitted 
component extending 
through the portion of 
the length of the throat 
area in the longitudinal 
direction; and 
knitting the free portion 
with the knitting 
machines of unitary knit 
construction with the 
partially integral portion 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 1. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the integral knit tongue 
comprises a partially integral portion and a free portion and that the method further comprises knitting 
the partially integral portion with the knitting machine of unitary knit construction with the upper at 
the forward portion of the throat area and at least along the portion of both of the lateral side and the 
medial side of the throat area of the knitted component extending through the portion of the length of 
the throat area in the longitudinal direction and knitting the free portion with the knitting machines of 
unitary knit construction with the partially integral portion at a rearward portion of the integral knit 
tongue and remaining unattached to the remaining portions of the knitted component. 

For example, see the following illustrative citation(s):  

[0014]: “In the present invention, a three-dimensional article with a closed bottom face can be 
seamlessly knitted easily. This three-dimensional article can be utilized as a glove, a sock with toes 
and the like since the bottom face fits the fingertips. Moreover, this three-dimensional article can be 
utilized as a bag or footwear.” 

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

[0031]: “Figs. 8 to 12 show a specific application example of the three-dimensional article, wherein 
the white arrow in each diagram indicates the direction of knitting.  Fig. 8 shows seamlessly knitted 
footwear 80.  Reference numeral 81 represents a stitch start line.  For example, a bottom face 82 is 
knitted on the toe side, and then side faces 83 to 86 are knitted into cylinders.  A surface 87 and other 
three surfaces are knitted individually in the middle of the cylinders.  A surface 85 is knitted to have 
more stitch courses than surfaces 84, 86, to knit a heel 88, and then the surface 85 is joined with the 
surfaces 84, 86, whereby the footwear 80 is obtained.  In Fig. 8, the toe side is provided with the stitch 
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at a rearward portion of 
the integral knit tongue 
and remaining 
unattached to the 
remaining portions of the 
knitted component. 

start line 81 and the bottom face 82, but the surface 85, for example, may be knitted as the bottom 
face.” 

[0032]: “Fig. 9 shows a seamlessly knitted slipper 90, which has a simplified structure of the footwear 
80 shown in Fig. 8. Here, for example, a bottom face 92 is knitted starting from a stitch start line 91, 
and side faces 93 to 96 are knitted into cylinders.  Along the way, knitting of the side faces 93, 94, 96 
is ended, and only the side face 95 is continuously knitted, whereby the slipper 90 is obtained.” 

[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12.  For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure.  In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height.  Then, the footwear 80 with a changed design is 
doubly knitted vertically symmetrically about the ankle, then knitting is started from the stitch start 
line 81 of, for example, the lower side of the footwear, and the position of the stitch start line 81 of 
the upper side of the footwear is subjected to bind-off to finish knitting.  The two-tiered structured 
footwear can be obtained by folding one of the vertically symmetric sides of the footwear into the 
other side.  Here, the inner layer is made from silk, organic cotton, or wool, and the outer layer is 
made from a strong material or a highly decorative material.  Moreover, an outdoor shoe can be 
obtained by providing the bottom face 85 of the outer layer with a rubber shoe sole.  In the case of the 
glove shown in Figs. 11 and 12, the glove can be knitted vertically symmetrically about a wrist by 
using a different material: a smooth-textured material or moisture rich material for the inner layer of 
the glove, and a strong and waterproof material for the outer layer of the glove.” 

Figures 8-9 and associated text: 
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To the extent that Nike contends that Okamoto does not disclose this claim, a POSITA would have 
been motivated before the earliest priority date to modify Okamoto, such as by combining with the 
general knowledge and/or the teachings of the numerous prior art references, including, e.g., Greene, 
to arrive at this claim.  For example, Greene teaches knitting a knit tongue with a partially integral 
portion and a free portion. 

[0056]: “Tongue element 40 is centrally-located in a throat area of upper 30 and extends from 
forefoot region 11 to heel region 13, as well as from lateral side 14 to medial side 15.  Side areas of 
tongue element 40 are positioned adjacent to and in contact with the areas of layer 32 that form lace 
apertures 34, and a central area of tongue element 40 is in contact with lace 33 and may be exposed 
between areas of lace 33 that cross each other.  In forefoot region 11, tongue element 40 is joined to 
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layers 31 and 32, but a remainder of tongue element 40 is generally free or unsecured to other areas of 
upper 30.  In heel region 13, tongue element 40 may protrude from the ankle opening formed by 
collar element 50.” 

Figure 34 and associated text:  
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Figure 37 and associated text: 

 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
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that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

Moreover, applying Nike’s apparent infringement theory, it would have been obvious to a POSITA to 
knit the partially integral portion with the knitting machine of unitary knit construction with the upper 
at the forward portion of the throat area and at least along the portion of both of the lateral side and 
the medial side of the throat area of the knitted component extending through the portion of the length 
of the throat area in the longitudinal direction and knit the free portion with the knitting machines of 
unitary knit construction with the partially integral portion at a rearward portion of the integral knit 
tongue and remaining unattached to the remaining portions of the knitted component.  A POSITA 
would understand that this limitation was a standard implementation and an obvious design choice.  
Such an implementation simply reflects one of a finite number of well-known techniques 
implemented in a predictable manner, to achieve well-known, predictable results.  

6. The method recited in 
claim 5, wherein the step 
of knitting the free 
portion further 
comprises: 
knitting the free portion 
of the integral knit 
tongue with the knitting 
machine; 
holding the free portion 
on needles of the knitting 
machine; 
knitting a first portion of 
the upper with the 
knitting machine while 
the free portion is held 
on the needles, the first 
portion of the upper 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 5. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the free 
portion further comprises: knitting the free portion of the integral knit tongue with the knitting 
machine; holding the free portion on needles of the knitting machine; knitting a first portion of the 
upper with the knitting machine while the free portion is held on the needles, the first portion of the 
upper including at least the rearward portion of the integral knit tongue; joining the free portion to the 
integral knit tongue at the rearward portion; and knitting a second portion of the upper with the 
knitting machine. 

For example, see the following illustrative citation(s):  

[0006]: “In a method of the present invention for knitting a three-dimensional article in use of a flat-
knitting machine having a first needle bed and a second needle bed facing each other in a longitudinal 
direction, the method of the present invention is characterized in having: 
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including at least the 
rearward portion of the 
integral knit tongue; 
joining the free portion 
to the integral knit 
tongue at the rearward 
portion; and 
knitting a second portion 
of the upper with the 
knitting machine. 

a: a step of providing the first needle bed with a first stitch row and providing the second needle bed 
with a second stitch row, in a manner that the first stitch row and the second stitch row face each 
other; 

b: a step of knitting a plurality of stitch rows, each having the first stitch row and a wale formed 
continuously therein, up to a third stitch row, in order to knit a knitted fabric of a bottom face of a 
three-dimensional article, and providing a fifth stitch row and a sixth stitch row between the third 
stitch row and the second stitch row or a fourth stitch row having the second stitch row and a wale 
formed continuously therein; and 

c: a step of knitting a side face of the three-dimensional article into a cylinder, with the second and 
third stitch rows, the fifth and sixth stitch rows, or the third to sixth stitch rows being used as a bottom 
side of the three-dimensional article.” 

[0014]: “In the present invention, a three-dimensional article with a closed bottom face can be 
seamlessly knitted easily. This three-dimensional article can be utilized as a glove, a sock with toes 
and the like since the bottom face fits the fingertips. Moreover, this three-dimensional article can be 
utilized as a bag or footwear.” 

[0007]: “In the step b, it is preferred that each stitch row having the first stitch row and wale formed 
continuously therein be moved to the right or left on the first needle bed so as to be away from the 
second stitch row, that an empty needle, which is generated on the first needle bed by moving each 
stitch row, be provided with a first hook stitch row so as to face the second stitch row, thereby 
obtaining the fifth stitch row, and that a second hook stitch row be provided to a needle on the second 
needle bed facing the third stitch row as a result of moving each stitch row, to obtain the sixth stitch 
row. Note that ‘a hook stitch’ in this specification is a stitch made by hooking with an empty needle.” 

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

[0027]: “Four side faces of the three-dimensional article 40 are knitted on the sides 10, 14, 12 and 16 
respectively. Note that a hatching or other line in each diagram indicates a connection between 
stitches. Reference numerals 18 to 24 represent sides obtained during knitting. Once knitting of an 
appropriate number of courses of the four side faces is finished, a three-dimensional article with an 
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opened upper face (the face surrounded by the four sides 18, 22, 20 and 24) is obtained as shown in 
the lower left part of Fig. 4. Reference numerals 26 to 29 represent four side faces of the three-
dimensional article. After knitting the four side faces of the three-dimensional article, for example, an 
upper face 30 is knitted on the front needle bed 2, and stitches of the sides 34, 35 on the upper face 
are joined one by one, each time when knitting two courses of the upper face 30. As a result, the 
widths of unjointed stitch rows 37, 38 are reduced gradually. When joining the sides 34, 35, the stitch 
row 37 is joined to the stitch row 36 side, and the stitch row 38 is joined to the stitch row 36 side. As 
a result, the stitch row 36 and the stitch row 32 face each other, and once the formation of the stitches 
on the upper face 30 is completed, the stitch row 36 and the stitch row 32 are overlapped and 
subjected to bind-off to compete the three-dimensional article 40.” 

[0031]: “Figs. 8 to 12 show a specific application example of the three-dimensional article, wherein 
the white arrow in each diagram indicates the direction of knitting.  Fig. 8 shows seamlessly knitted 
footwear 80.  Reference numeral 81 represents a stitch start line.  For example, a bottom face 82 is 
knitted on the toe side, and then side faces 83 to 86 are knitted into cylinders.  A surface 87 and other 
three surfaces are knitted individually in the middle of the cylinders.  A surface 85 is knitted to have 
more stitch courses than surfaces 84, 86, to knit a heel 88, and then the surface 85 is joined with the 
surfaces 84, 86, whereby the footwear 80 is obtained.  In Fig. 8, the toe side is provided with the stitch 
start line 81 and the bottom face 82, but the surface 85, for example, may be knitted as the bottom 
face.” 

[0032]: “Fig. 9 shows a seamlessly knitted slipper 90, which has a simplified structure of the footwear 
80 shown in Fig. 8. Here, for example, a bottom face 92 is knitted starting from a stitch start line 91, 
and side faces 93 to 96 are knitted into cylinders.  Along the way, knitting of the side faces 93, 94, 96 
is ended, and only the side face 95 is continuously knitted, whereby the slipper 90 is obtained.” 

[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12.  For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure.  In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height.  Then, the footwear 80 with a changed design is 
doubly knitted vertically symmetrically about the ankle, then knitting is started from the stitch start 
line 81 of, for example, the lower side of the footwear, and the position of the stitch start line 81 of 
the upper side of the footwear is subjected to bind-off to finish knitting.  The two-tiered structured 
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footwear can be obtained by folding one of the vertically symmetric sides of the footwear into the 
other side.  Here, the inner layer is made from silk, organic cotton, or wool, and the outer layer is 
made from a strong material or a highly decorative material.  Moreover, an outdoor shoe can be 
obtained by providing the bottom face 85 of the outer layer with a rubber shoe sole.  In the case of the 
glove shown in Figs. 11 and 12, the glove can be knitted vertically symmetrically about a wrist by 
using a different material: a smooth-textured material or moisture rich material for the inner layer of 
the glove, and a strong and waterproof material for the outer layer of the glove.” 

Figures 8-9 and associated text: 
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To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or the teachings of the numerous prior art references, to arrive at this claim.  

See, e.g., Greene: 

[0056]: “Tongue element 40 is centrally-located in a throat area of upper 30 and extends from 
forefoot region 11 to heel region 13, as well as from lateral side 14 to medial side 15.  Side areas of 
tongue element 40 are positioned adjacent to and in contact with the areas of layer 32 that form lace 
apertures 34, and a central area of tongue element 40 is in contact with lace 33 and may be exposed 
between areas of lace 33 that cross each other.  In forefoot region 11, tongue element 40 is joined to 
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layers 31 and 32, but a remainder of tongue element 40 is generally free or unsecured to other areas of 
upper 30.  In heel region 13, tongue element 40 may protrude from the ankle opening formed by 
collar element 50.” 

See also Melliand International, Vol. 9, Sept. 2003: 

p. 239: “The underlying knitting principle applied in the production of knit and wear articles is that of 
knitting with halved gauge, in which knitting takes place only on every second needle. As a result of 
the 1x1 needle selection, free needles remain in both needle beds which can be used for any optional 
transfer processes required for structural effects or narrowing operations.” 

David J. Spencer, Knitting Technology: A Comprehensive Handbook and Practical Guide (3rd ed., 
Technomic Publishing Co., Inc., 2003): 

Section 16.4: “In addition to facilities for garment-length sequence knitting, weft knitting provides 
unique opportunities for width-wise shaping during knitting, with the sequence being initiated and co-
ordinated from the same central control mechanism. The three methods of width shaping are: 1 
varying the number of needles in action in the knitting width, 2 changing the knitting 
construction, and 3 altering the stitch length.” 

Section 16.4.1.: “Wale fashioning is the normal manner of shaping (symmetrically or asymmetrically) 
on straight bar frames (Figures 16.7 and 16.8). It involves the transfer of loops from one needle to 
another within the same needle bed, either transferring onto selvedge needles that are to start knitting 
(widening) or transferring from needles that are to cease knitting (narrowing)….” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, it would have been obvious to a POSITA to 
practice the recited steps to knit the free portion.  A POSITA would understand that this limitation 
was a standard implementation and an obvious design choice.  Such an implementation simply 
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reflects one of a finite number of well-known techniques implemented in a predictable manner, to 
achieve well-known, predictable results.  

7. The method recited in 
claim 6, wherein the step 
of knitting the first 
portion further comprises 
holding the free portion 
stationary with respect to 
a needle bed of the 
knitting machine during 
knitting of the first 
portion of the upper, and 
the first portion of the 
upper moving with 
respect to the free 
portion during knitting of 
the first portion of the 
upper; 
wherein the step of 
joining the free portion 
includes forming a 
course with the knitting 
machine that joins the 
free portion to the 
integral knit tongue; and 
wherein the step of 
knitting the second 
portion further comprises 
moving the free portion 
and the upper together 
during knitting of the 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 6. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) the step of knitting the first 
portion further comprises holding the free portion stationary with respect to a needle bed of the 
knitting machine during knitting of the first portion of the upper, and the first portion of the upper 
moving with respect to the free portion during knitting of the first portion of the upper; wherein the 
step of joining the free portion includes forming a course with the knitting machine that joins the free 
portion to the integral knit tongue; and wherein the step of knitting the second portion further 
comprises moving the free portion and the upper together during knitting of the second portion of the 
upper. 

For example, see the following illustrative citation(s):  

[0006]: “In a method of the present invention for knitting a three-dimensional article in use of a flat-
knitting machine having a first needle bed and a second needle bed facing each other in a longitudinal 
direction, the method of the present invention is characterized in having: 

a: a step of providing the first needle bed with a first stitch row and providing the second needle bed 
with a second stitch row, in a manner that the first stitch row and the second stitch row face each 
other; 

b: a step of knitting a plurality of stitch rows, each having the first stitch row and a wale formed 
continuously therein, up to a third stitch row, in order to knit a knitted fabric of a bottom face of a 
three-dimensional article, and providing a fifth stitch row and a sixth stitch row between the third 
stitch row and the second stitch row or a fourth stitch row having the second stitch row and a wale 
formed continuously therein; and 
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second portion of the 
upper. 

c: a step of knitting a side face of the three-dimensional article into a cylinder, with the second and 
third stitch rows, the fifth and sixth stitch rows, or the third to sixth stitch rows being used as a bottom 
side of the three-dimensional article.” 

[0014]: “In the present invention, a three-dimensional article with a closed bottom face can be 
seamlessly knitted easily. This three-dimensional article can be utilized as a glove, a sock with toes 
and the like since the bottom face fits the fingertips. Moreover, this three-dimensional article can be 
utilized as a bag or footwear.” 

[0007]: “In the step b, it is preferred that each stitch row having the first stitch row and wale formed 
continuously therein be moved to the right or left on the first needle bed so as to be away from the 
second stitch row, that an empty needle, which is generated on the first needle bed by moving each 
stitch row, be provided with a first hook stitch row so as to face the second stitch row, thereby 
obtaining the fifth stitch row, and that a second hook stitch row be provided to a needle on the second 
needle bed facing the third stitch row as a result of moving each stitch row, to obtain the sixth stitch 
row. Note that ‘a hook stitch’ in this specification is a stitch made by hooking with an empty needle.” 

[0015]: “…  Fig. 8 is a perspective view schematically showing footwear to be knitted in the 
embodiment; Fig. 9 is a diagram schematically showing a slipper to be knitted in the embodiment;…” 

[0027]: “Four side faces of the three-dimensional article 40 are knitted on the sides 10, 14, 12 and 16 
respectively. Note that a hatching or other line in each diagram indicates a connection between 
stitches. Reference numerals 18 to 24 represent sides obtained during knitting. Once knitting of an 
appropriate number of courses of the four side faces is finished, a three-dimensional article with an 
opened upper face (the face surrounded by the four sides 18, 22, 20 and 24) is obtained as shown in 
the lower left part of Fig. 4. Reference numerals 26 to 29 represent four side faces of the three-
dimensional article. After knitting the four side faces of the three-dimensional article, for example, an 
upper face 30 is knitted on the front needle bed 2, and stitches of the sides 34, 35 on the upper face 
are joined one by one, each time when knitting two courses of the upper face 30. As a result, the 
widths of unjointed stitch rows 37, 38 are reduced gradually. When joining the sides 34, 35, the stitch 
row 37 is joined to the stitch row 36 side, and the stitch row 38 is joined to the stitch row 36 side. As 
a result, the stitch row 36 and the stitch row 32 face each other, and once the formation of the stitches 

Exhibit 2007 - Page 49 of 72



PRIVILEGED & CONFIDENTIAL / ATTORNEY WORK PRODUCT / ATTORNEY-CLIENT COMMUNICATION 
 

 - 50 -  
   

on the upper face 30 is completed, the stitch row 36 and the stitch row 32 are overlapped and 
subjected to bind-off to compete the three-dimensional article 40.” 

[0031]: “Figs. 8 to 12 show a specific application example of the three-dimensional article, wherein 
the white arrow in each diagram indicates the direction of knitting.  Fig. 8 shows seamlessly knitted 
footwear 80.  Reference numeral 81 represents a stitch start line.  For example, a bottom face 82 is 
knitted on the toe side, and then side faces 83 to 86 are knitted into cylinders.  A surface 87 and other 
three surfaces are knitted individually in the middle of the cylinders.  A surface 85 is knitted to have 
more stitch courses than surfaces 84, 86, to knit a heel 88, and then the surface 85 is joined with the 
surfaces 84, 86, whereby the footwear 80 is obtained.  In Fig. 8, the toe side is provided with the stitch 
start line 81 and the bottom face 82, but the surface 85, for example, may be knitted as the bottom 
face.” 

[0032]: “Fig. 9 shows a seamlessly knitted slipper 90, which has a simplified structure of the footwear 
80 shown in Fig. 8. Here, for example, a bottom face 92 is knitted starting from a stitch start line 91, 
and side faces 93 to 96 are knitted into cylinders.  Along the way, knitting of the side faces 93, 94, 96 
is ended, and only the side face 95 is continuously knitted, whereby the slipper 90 is obtained.” 

[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12.  For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure.  In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height.  Then, the footwear 80 with a changed design is 
doubly knitted vertically symmetrically about the ankle, then knitting is started from the stitch start 
line 81 of, for example, the lower side of the footwear, and the position of the stitch start line 81 of 
the upper side of the footwear is subjected to bind-off to finish knitting.  The two-tiered structured 
footwear can be obtained by folding one of the vertically symmetric sides of the footwear into the 
other side.  Here, the inner layer is made from silk, organic cotton, or wool, and the outer layer is 
made from a strong material or a highly decorative material.  Moreover, an outdoor shoe can be 
obtained by providing the bottom face 85 of the outer layer with a rubber shoe sole.  In the case of the 
glove shown in Figs. 11 and 12, the glove can be knitted vertically symmetrically about a wrist by 
using a different material: a smooth-textured material or moisture rich material for the inner layer of 
the glove, and a strong and waterproof material for the outer layer of the glove.” 
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Figures 8-9 and associated text: 
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See also [0026], [0028]. 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or teachings in numerous prior art references, to arrive at this claim. 

See, e.g., Greene: 

[0056]: “Tongue element 40 is centrally-located in a throat area of upper 30 and extends from 
forefoot region 11 to heel region 13, as well as from lateral side 14 to medial side 15.  Side areas of 
tongue element 40 are positioned adjacent to and in contact with the areas of layer 32 that form lace 
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apertures 34, and a central area of tongue element 40 is in contact with lace 33 and may be exposed 
between areas of lace 33 that cross each other.  In forefoot region 11, tongue element 40 is joined to 
layers 31 and 32, but a remainder of tongue element 40 is generally free or unsecured to other areas of 
upper 30.  In heel region 13, tongue element 40 may protrude from the ankle opening formed by 
collar element 50.” 

See also Melliand International, Vol. 9, Sept. 2003: 

p. 239: “The underlying knitting principle applied in the production of knit and wear articles is that of 
knitting with halved gauge, in which knitting takes place only on every second needle. As a result of 
the 1x1 needle selection, free needles remain in both needle beds which can be used for any optional 
transfer processes required for structural effects or narrowing operations.” 

David J. Spencer, Knitting Technology: A Comprehensive Handbook and Practical Guide (3rd ed., 
Technomic Publishing Co., Inc., 2003): 

Section 16.4: “In addition to facilities for garment-length sequence knitting, weft knitting provides 
unique opportunities for width-wise shaping during knitting, with the sequence being initiated and co-
ordinated from the same central control mechanism. The three methods of width shaping are: 1 
varying the number of needles in action in the knitting width, 2 changing the knitting 
construction, and 3 altering the stitch length.” 

Section 16.4.1.: “Wale fashioning is the normal manner of shaping (symmetrically or asymmetrically) 
on straight bar frames (Figures 16.7 and 16.8). It involves the transfer of loops from one needle to 
another within the same needle bed, either transferring onto selvedge needles that are to start knitting 
(widening) or transferring from needles that are to cease knitting (narrowing)….” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, it would have been obvious to a POSITA to 
practice the recited steps.  A POSITA would understand that this limitation was a standard 
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implementation and an obvious design choice.  Such an implementation simply reflects one of a finite 
number of well-known techniques implemented in a predictable manner, to achieve well-known, 
predictable results.  

8[pre]. A method of 
manufacturing a knitted 
component for an article 
of footwear, the method 
comprising: 

To the extent that the preamble is considered limiting, Okamoto discloses (explicitly, implicitly, and 
inherently) and also renders obvious a method of manufacturing a knitted component for an article of 
footwear. 

See supra discussions and citations in connection with Claim Element 1[pre]. 

8[a]. knitting a first 
portion of the knitted 
component defining an 
upper with a first feeder 
of a knitting machine, 
the upper including a 
portion of at least one of 
an exterior surface of the 
knitted component and 
an opposite interior 
surface of the knitted 
component; 

Okamoto discloses (explicitly, implicitly, and inherently) knitting a first portion of the knitted 
component defining an upper with a first feeder of a knitting machine, the upper including a portion 
of at least one of an exterior surface of the knitted component and an opposite interior surface of the 
knitted component. 

See supra discussions and citations in connection with Claim 7. 
 

8[b]. knitting a second 
portion of the knitted 
component defining the 
upper with a second 
feeder of the knitting 
machine; and 

Okamoto discloses (explicitly, implicitly, and inherently) knitting a second portion of the knitted 
component defining the upper with a second feeder of the knitting machine. 

See supra discussions and citations in connection with Claim 7. 

To the extent Nike contends that Okamoto does not disclose this claim element, applying Nike’s 
apparent infringement theory, it would have been obvious to a POSITA to modify Okamoto, such as 
by combining with the general knowledge and/or the teachings of the numerous prior art references 
that disclose this limitation, including, e.g., Dua ’299, to arrive at this claim element.  For instance, 
Dua ’299 teaches knitting shoe uppers using flat knitting machines: 
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7:38-40: “flat-knitting machines may provide an efficient manner of forming relatively large 
numbers of knitted component 40.” 

7:48-51: “Accordingly, the use of mechanical flat-knitting machines may provide an efficient 
manner of forming multiple knitted components 40 having different sizes and configurations.” 

Moreover, U.S. Patent App. Pub. No. 2012/0233882 (“Huffa”) explains in great length how multiple 
feeders are used to knit a shoe upper.  See generally Huffa.  

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

8[c]. knitting an integral 
knit tongue that is of 
unitary knit construction 
with the upper with at 
least one of the first 
feeder and the second 
feeder of the knitting 
machine, the integral 
knit tongue extending 
through a throat area of 
the knitted component; 
and 

Okamoto discloses (explicitly, implicitly, and inherently) knitting an integral knit tongue that is of 
unitary knit construction with the upper with at least one of the first feeder and the second feeder of 
the knitting machine, the integral knit tongue extending through a throat area of the knitted 
component. 

See supra discussions and citations in connection with Claim 7. 

In addition, to the extent Nike contends that Okamoto does not disclose this claim element, it would 
have been obvious to a POSITA to modify Okamoto, such as by combining with the general 
knowledge and/or the teachings of the numerous prior art references that disclose this limitation, 
including, e.g., Dua ’299 and Huffa, to arrive at this claim element.  For instance, Dua ’299 teaches 
knitting shoe uppers using flat knitting machines: 

7:38-40: “flat-knitting machines may provide an efficient manner of forming relatively large 
numbers of knitted component 40.” 
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7:48-51: “Accordingly, the use of mechanical flat-knitting machines may provide an efficient 
manner of forming multiple knitted components 40 having different sizes and configurations.” 

Moreover, Huffa explains in great length how multiple feeders are used to knit a shoe upper.  See 
generally Huffa.  It would have been obvious to a POSITA to use two feeders to knit an upper with an 
integral knit tongue. 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

See also supra discussions and citations in connection with Claim Element 1[c]. 

8[d]. wherein the 
integral knit tongue is 
joined by knitting with 
the knitting machine to: 
(1) a forward portion of 
the throat area, and (2) at 
least along a portion of 
both of a lateral side and 
a medial side of the 
throat area of the knitted 
component extending 
through a portion of a 
length of the throat area 
in a longitudinal 
direction from the 
forward portion to an 

Okamoto discloses (explicitly, implicitly, and inherently) joining the integral knit tongue with the 
knitting machine to: (1) a forward portion of the throat area, and (2) at least along a portion of both of 
a lateral side and a medial side of the throat area of the knitted component extending through a 
portion of a length of the throat area in a longitudinal direction from the forward portion to an ankle 
opening of the upper. 

See supra discussions and citations in connection with Claim Elements 1[c] and 1[d] and Claim 7. 
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ankle opening of the 
upper. 
9. The method recited in 
claim 8, wherein the step 
of knitting the first 
portion further 
comprises: 
knitting the exterior 
surface of the first 
portion of the upper with 
the first feeder; 
knitting the opposite 
interior surface of the 
first portion of the upper 
with the first feeder; and 
knitting at least a portion 
of the integral knit 
tongue with the first 
feeder. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 8. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the first 
portion further comprises: knitting the exterior surface of the first portion of the upper with the first 
feeder; knitting the opposite interior surface of the first portion of the upper with the first feeder; and 
knitting at least a portion of the integral knit tongue with the first feeder. 

See supra discussions and citations in connection with Claim 7. 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or the teachings of the numerous prior art references, including, e.g., Huffa, to arrive at this claim. 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, it would have been obvious to a POSITA to 
practice the recited steps.  A POSITA would understand that this limitation was a standard 
implementation and an obvious design choice.  Such an implementation simply reflects one of a finite 
number of well-known techniques implemented in a predictable manner, to achieve well-known, 
predictable results.  

10. The method recited 
in claim 9, wherein the 
step of knitting the 
second portion further 
comprises: 
knitting the exterior 
surface of the first 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 8. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the 
second portion further comprises: knitting the exterior surface of the first portion of the upper with the 
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portion of the upper with 
the second feeder; 
knitting the opposite 
interior surface of the 
second portion of the 
upper with the second 
feeder; and 
knitting at least a portion 
of the integral knit 
tongue with the second 
feeder. 

second feeder; knitting the opposite interior surface of the second portion of the upper with the second 
feeder; and knitting at least a portion of the integral knit tongue with the second feeder. 

See supra discussions and citations in connection with Claim 7. 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto such that the step of knitting the second portion 
may further include “knitting the exterior surface of the first portion of the upper with the second 
feeder,” “knitting the opposite interior surface of the second portion of the upper with the second 
feeder,” and “knitting at least a portion of the integral knit tongue with the second feeder,” such as by 
combining with the general knowledge and/or the teachings of the numerous prior art references, 
including, e.g., Huffa, to arrive at this claim. 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, it would have been obvious to a POSITA to 
practice the recited steps.  A POSITA would understand that this limitation was a standard 
implementation and an obvious design choice.  Such an implementation simply reflects one of a finite 
number of well-known techniques implemented in a predictable manner, to achieve well-known, 
predictable results.  

11. The method recited 
in claim 8, wherein the 
first portion of the upper 
is one of a medial side 
and a lateral side of the 
knitted component. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 8. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the first portion of the 
upper is one of a medial side and a lateral side of the knitted component. 

For example, the figures discloses an upper with a medial side and a lateral side. 

Figures 8-9 and associated text: 
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To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time that the first portion of the upper is one of a medial side and a lateral 
side of the knitted component, such as by combining Okamoto with general knowledge and/or the 
teachings of the numerous prior art references, to arrive at this claim. 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   
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Moreover, applying Nike’s apparent infringement theory, this claim would have been obvious to a 
POSITA.  A POSITA would understand that this limitation was a standard implementation and an 
obvious design choice.  Such an implementation simply reflects one of a finite number of well-known 
techniques implemented in a predictable manner, to achieve well-known, predictable results.  

12. The method recited 
in claim 8, wherein the 
step of knitting the 
integral knit tongue 
includes forming a 
course of the integral 
knit tongue to include at 
least one common yarn 
with the upper. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 8. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the 
integral knit tongue includes forming a course of the integral knit tongue to include at least one 
common yarn with the upper. 

See supra discussions and citations in connection with Claim 3.  

13. The method recited 
in claim 12, further 
comprising forming at 
least one course of the 
first portion of the upper 
or the second portion of 
the upper with the 
knitting machine that is 
substantially continuous 
with at least one course 
of the integral knit 
tongue at the forward 
portion of the throat area 
of the upper. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 12. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the method further 
comprises forming at least one course of the first portion of the upper or the second portion of the 
upper with the knitting machine that is substantially continuous with at least one course of the integral 
knit tongue at the forward portion of the throat area of the upper. 

See supra discussions and citations in connection with Claims 3 and 7.  

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto such that the method of manufacturing further 
comprises forming at least one course of the first portion of the upper or the second portion of the 
upper with the knitting machine that is substantially continuous with at least one course of the integral 
knit tongue at the forward portion of the throat area of the upper, such as by combining with the 
general knowledge and/or the teachings of the numerous prior art references, including, e.g., Huffa, to 
arrive at this claim. 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
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of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, this claim would have been obvious to a 
POSITA to practice the recited step.  A POSITA would understand that this limitation was a standard 
implementation and an obvious design choice.  Such an implementation simply reflects one of a finite 
number of well-known techniques implemented in a predictable manner, to achieve well-known, 
predictable results.  

14. The method recited 
in claim 12, further 
comprising: 
forming at least one 
course of the first portion 
of the upper that is 
substantially continuous 
with at least one course 
of the integral knit 
tongue along the lateral 
side of the throat area of 
the upper; and 
forming at least one 
course of the second 
portion of the upper that 
is substantially 
continuous with at least 
one course of the integral 
knit tongue along the 
medial side of the throat 
area of the upper. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 12. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the method further 
comprises forming at least one course of the first portion of the upper that is substantially continuous 
with at least one course of the integral knit tongue along the lateral side of the throat area of the 
upper; and forming at least one course of the second portion of the upper that is substantially 
continuous with at least one course of the integral knit tongue along the medial side of the throat area 
of the upper. 

See supra discussions and citations in connection with Claims 3 and 7.  

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or the teachings of the numerous prior art references, including, e.g., Huffa, to arrive at this claim. 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, it would have been obvious to a POSITA to 
practice the recited steps.  A POSITA would understand that this limitation was a standard 
implementation and an obvious design choice.  Such an implementation simply reflects one of a finite 
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number of well-known techniques implemented in a predictable manner, to achieve well-known, 
predictable results.  

15. The method recited 
in claim 8, wherein the 
integral knit tongue 
comprises a partially 
integral portion and a 
free portion, the method 
further comprising: 
knitting the free portion 
of the integral knit 
tongue with at least one 
feeder of the knitting 
machine; 
holding the free portion 
on needles of the knitting 
machine; 
knitting the first portion 
of the upper with the first 
feeder of the knitting 
machine and knitting the 
second portion of the 
upper with the second 
feeder while the free 
portion is held on the 
needles, the first portion 
of the upper and the 
second portion of the 
upper including at least a 
rearward portion of the 
integral knit tongue; 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 8. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the integral knit tongue 
comprises a partially integral portion and a free portion, the method further comprising: knitting the 
free portion of the integral knit tongue with at least one feeder of the knitting machine; holding the 
free portion on needles of the knitting machine; knitting the first portion of the upper with the first 
feeder of the knitting machine and knitting the second portion of the upper with the second feeder 
while the free portion is held on the needles, the first portion of the upper and the second portion of 
the upper including at least a rearward portion of the integral knit tongue; joining the free portion to 
the integral knit tongue at the rearward portion; and resuming knitting the first portion of the upper 
with the first feeder of the knitting machine and resuming knitting the second portion of the upper 
with the second feeder of the knitting machine. 

See also supra discussions and citations in connections with Claims 5-7. 

To the extent Nike contends Okamoto does not disclose this claim, it would have been obvious to a 
POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or the teachings of the numerous prior art references, including, e.g., Huffa, to arrive at this claim. 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, it would have been obvious to a POSITA to 
practice the recited steps.  A POSITA would understand that this limitation was a standard 
implementation and an obvious design choice.  Such an implementation simply reflects one of a finite 
number of well-known techniques implemented in a predictable manner, to achieve well-known, 
predictable results.  
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joining the free portion 
to the integral knit 
tongue at the rearward 
portion; and 
resuming knitting the 
first portion of the upper 
with the first feeder of 
the knitting machine and 
resuming knitting the 
second portion of the 
upper with the second 
feeder of the knitting 
machine. 

 

16[pre]. A method of 
manufacturing a knitted 
component for an article 
of footwear, the method 
comprising: 

To the extent that the preamble is considered limiting, Okamoto discloses (explicitly, implicitly, and 
inherently) and also renders obvious a method of manufacturing a knitted component for an article of 
footwear. 

See supra discussions and citations in connection with Claim Elements 1[pre] and 8[pre] and Claim 7. 

16[a]. knitting a first 
portion of the knitted 
component defining an 
upper with a first feeder 
of a knitting machine, 
the upper including a 
portion of at least one of 
an exterior surface of the 
knitted component and 
an opposite interior 
surface of the knitted 
component; 

Okamoto discloses (explicitly, implicitly, and inherently) knitting a first portion of the knitted 
component defining an upper with a first feeder of a knitting machine, the upper including a portion 
of at least one of an exterior surface of the knitted component and an opposite interior surface of the 
knitted component. 

See supra discussions and citations in connection with Claim Elements 1[a], 1[b], and 8[a] and Claim 
7. 
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16[b]. knitting a second 
portion of the knitted 
component defining the 
upper with a second 
feeder of the knitting 
machine; and 

Okamoto discloses (explicitly, implicitly, and inherently) knitting a second portion of the knitted 
component defining the upper with a second feeder of the knitting machine. 

See supra discussions and citations in connection with Claim Element 8[b] and Claim 7. 

16[c]. knitting an 
integral knit tongue that 
is of unitary knit 
construction with the 
upper with a third feeder 
of the knitting machine, 
the integral knit tongue 
extending through a 
throat area of the knitted 
component; and 

Okamoto discloses (explicitly, implicitly, and inherently) knitting an integral knit tongue that is of 
unitary knit construction with the upper with a third feeder of the knitting machine, the integral knit 
tongue extending through a throat area of the knitted component. 

See supra discussions and citations in connection with Claim Elements 1[c] and 8[c] and Claim 7. 

To the extent Okamoto does not disclose this claim element, it would have been obvious to a POSITA 
to modify the teaching of Okamoto, such as by combining with the general knowledge and/or the 
teachings of the numerous prior art references that disclose this limitation, including, e.g., Dua ’299 
and Huffa, to arrive at this claim element.  For instance, Dua ’299 teaches knitting shoe uppers using 
flat knitting machines: 

7:38-40: “flat-knitting machines may provide an efficient manner of forming relatively large 
numbers of knitted component 40.” 

7:48-51: “Accordingly, the use of mechanical flat-knitting machines may provide an efficient 
manner of forming multiple knitted components 40 having different sizes and configurations.” 

See also generally Huffa.  For example, paragraph [0112] of Huffa describes Figure 24, which 
“depicts a configuration of knitting machine 200 that includes four combination feeders 220.” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.  Furthermore, a POSITA would understand 
that this limitation was a standard implementation and an obvious design choice.  Such an 
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implementation simply reflects one of a finite number of well-known techniques implemented in a 
predictable manner, to achieve well-known, predictable results.  

16[d]. wherein the 
integral knit tongue is 
joined by knitting with 
the knitting machine to: 
(1) a forward portion of 
the throat area, and (2) at 
least along a portion of 
both of a lateral side and 
a medial side of the 
throat area of the knitted 
component extending 
through a portion of a 
length of the throat area 
in a longitudinal 
direction from the 
forward portion to an 
ankle opening of the 
upper. 

Okamoto discloses (explicitly, implicitly, and inherently) joining the integral knit tongue with the 
knitting machine to: (1) a forward portion of the throat area, and (2) at least along a portion of both of 
a lateral side and a medial side of the throat area of the knitted component extending through a 
portion of a length of the throat area in a longitudinal direction from the forward portion to an ankle 
opening of the upper. 

See supra discussions and citations in connection with Claim Elements 1[c] and 8[d] and Claim 7. 

17. The method recited 
in claim 16, wherein the 
upper comprises a first 
type of yarn; and 
wherein the integral knit 
tongue comprises a 
second type of yarn, the 
second type of yarn 
being different from the 
first type of yarn. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 16. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the upper comprises a first 
type of yarn and that the integral knit tongue comprises a second type of yarn, the second type of yarn 
being different from the first type of yarn. 

For example, see the following illustrative citation(s):  

[0034]: “… Next, the material or the like of the knitted fabric can be changed using the inner layers 
such as the bottom face 107 and the surrounding four surfaces of the two-tiered bag 100, as well as 
the outer layers such as the bottom face 105 and the surrounding four surfaces of the same….” 
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[0035]: “Such things apply to the footwear 80 shown in Fig. 8, the slipper 90 shown in Fig. 9, and the 
glove shown in Figs. 11. and 12. For example, as with the bag 100 shown in Fig. 10, the footwear 80 
is configured into a two-tiered structure. In order to do so, the design of the footwear 80 is changed 
by, for example, providing an ankle part shown by a chain line 89 in Fig. 8 to surround an ankle of a 
person from four directions in the same height. Then, the footwear 80 with a changed design is doubly 
knitted vertically symmetrically about the ankle, then knitting is started from the stitch start line 81 of, 
for example, the lower side of the footwear, and the position of the stitch start line 81 of the upper 
side of the footwear is subjected to bind-off to finish knitting. The two-tiered structured footwear can 
be obtained by folding one of the vertically symmetric sides of the footwear into the other side. Here, 
the inner layer is made from silk, organic cotton, or wool, and the outer layer is made from a strong 
material or a highly decorative material. Moreover, an outdoor shoe can be obtained by providing the 
bottom face 85 of the outer layer with a rubber shoe sole. In the case of the glove shown in Figs. 11 
and 12, the glove can be knitted vertically symmetrically about a wrist by using a different material: a 
smooth-textured material or moisture rich material for the inner layer of the glove, and a strong and 
waterproof material for the outer layer of the glove.” 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
and/or the teachings of the numerous prior art references, including, e.g., Dua ’299, to arrive at this 
claim. 

See, e.g., Dua ’299 

2:8-10: “In some configurations, the knit type or yarn type may vary in different regions of the knitted 
component to impart different properties.” 

4:30-59: “Knitted component 40 may also incorporate various yarn types that impart different 
properties to separate areas of upper 30.  Moreover, by combining various yarn types with various 
stitch types, knitted component 40 may impart a range of different properties to separate areas of 
upper 30.  The properties that a particular type of yarn will impart to an area of knitted component 40 
partially depend upon the materials that form the various filaments and fibers within the yarn.  Cotton, 
for example, provides a soft hand, natural aesthetics, and biodegradability.  Elastane and stretch 
polyester each provide substantial stretch and recoverability, with stretch polyester also providing 
recycleability.  Rayon provides high luster and moisture absorption.  Wool also provides high 
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moisture absorption, in addition to insulating properties.  Nylon is a durable and abrasion-resistant 
material with high strength.  Polyester is a hydrophobic material that also provides relatively high 
durability.  In addition to materials, other aspects relating to the yarn may affect the properties of 
upper 30.  For example, the yarn may be a monofilament yarn or a multifilament yarn.  The yarn may 
also include separate filaments that are each formed of different materials.  The yarn may also include 
filaments that are each formed of two or more different materials, such as a bicomponent yarn with 
filaments having a sheath-core configuration or two halves formed of different materials.  Different 
degrees of twist and crimping, as well as different deniers, may affect the properties of upper 30 
where the yarn is located.  Accordingly, both the materials forming the yam and other aspects of the 
yarn may be selected to impart a variety of properties to separate areas of upper 30.” 

10:27-32: “Portions of strobel sock 23 or tongue 33 may also be formed through a flat knitting 
process to have a spacer-knit configuration.  Moreover, a variety of yarns types may be utilized for 
areas of knitted component 40 having the spacer-knit configuration, including mono-filament yarns or 
textured yarns.” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, this claim would have been obvious to a 
POSITA.  A POSITA would understand that this limitation was a standard implementation and an 
obvious design choice.  Such an implementation simply reflects one of a finite number of well-known 
techniques implemented in a predictable manner, to achieve well-known, predictable results.  

18. The method recited 
in claim 17, wherein the 
second type of yarn is an 
elastic yarn. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 17. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the second type of yarn is 
an elastic yarn. 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto, such as by combining with the general knowledge 
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and/or the teachings of the numerous prior art references, including, e.g., Greene, to arrive at this 
claim.  For example, Greene teaches that the integral tongue may include one region incorporating 
elastane to enhance stretch. 

5:4-7: “Whereas one region may incorporate elastane to enhance stretch, the other region may 
incorporate nylon to enhance wear-resistance and durability.” 

A POSITA would have been motivated to combine these references for this limitation, because they 
are in the same field, they are aimed at solving the same perceived problems in the art, and the nature 
of the problem to be solved was the same.  Known design incentives and market forces would have 
also motivated a POSITA to combine these references.   

Moreover, applying Nike’s apparent infringement theory, this claim would have been obvious to a 
POSITA.  A POSITA would understand that this limitation was a standard implementation and an 
obvious design choice.  Such an implementation simply reflects one of a finite number of well-known 
techniques implemented in a predictable manner, to achieve well-known, predictable results.  

19. The method recited 
in claim 16, wherein the 
step of knitting the 
integral knit tongue 
includes forming a 
course of the integral 
knit tongue to include at 
least one common yarn 
with the upper. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 16. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the 
integral knit tongue includes forming a course of the integral knit tongue to include at least one 
common yarn with the upper. 

To the extent Nike contends Okamoto does not disclose this claim, it would have been obvious to a 
POSITA at the relevant time that the step of knitting the integral knit tongue includes forming a 
course of the integral knit tongue to include at least one common yarn with the upper, such as by 
combining with the general knowledge and/or the teachings of the numerous prior art references, to 
arrive at this claim.   

See supra discussions and citations in connection with Claims 3 and 12. 
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20. The method recited 
in claim 19, further 
comprising forming at 
least one course of the 
first portion of the upper 
or the second portion of 
the upper with the 
knitting machine that is 
substantially continuous 
with at least one course 
of the integral knit 
tongue at the forward 
portion of the throat area 
of the upper. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 19. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the method further 
comprises forming at least one course of the first portion of the upper or the second portion of the 
upper with the knitting machine that is substantially continuous with at least one course of the integral 
knit tongue at the forward portion of the throat area of the upper.  

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto such that the step of knitting the integral knit 
tongue further includes forming at least one course of the first portion of the upper or the second 
portion of the upper with the knitting machine that is substantially continuous with at least one course 
of the integral knit tongue at the forward portion of the throat area of the upper, such as by combining 
with the general knowledge and/or the teachings of the numerous prior art references, to arrive at this 
claim.  

See supra discussions and citations in connection with Claims 7 and 13. 

21. The method recited 
in claim 19, further 
comprising: 
forming at least one 
course of the first portion 
of the upper that is 
substantially continuous 
with at least one course 
of the integral knit 
tongue along the lateral 
side of the throat area of 
the upper; and 
forming at least one 
course of the second 
portion of the upper that 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 19. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the method further 
comprises forming at least one course of the first portion of the upper that is substantially continuous 
with at least one course of the integral knit tongue along the lateral side of the throat area of the 
upper; and forming at least one course of the second portion of the upper that is substantially 
continuous with at least one course of the integral knit tongue along the medial side of the throat area 
of the upper. 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto such that the step of knitting the integral knit 
tongue further includes forming at least one course of the first portion of the upper that is substantially 
continuous with at least one course of the integral knit tongue along the lateral side of the throat area 
of the upper and forming at least one course of the second portion of the upper that is substantially 
continuous with at least one course of the integral knit tongue along the medial side of the throat area 
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is substantially 
continuous with at least 
one course of the integral 
knit tongue along the 
medial side of the throat 
area of the upper. 

of the upper, such as by combining with the general knowledge and/or the teachings of the numerous 
prior art references, to arrive at this claim.   

See supra discussions and citations in connection with Claims 7 and14. 

22. The method recited 
in claim 16, wherein the 
step of knitting the first 
portion further 
comprises: 
knitting the exterior 
surface of the first 
portion of the upper with 
the first feeder; and 
knitting the opposite 
interior surface of the 
first portion of the upper 
with the first feeder. 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 16. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the first 
portion further comprises: knitting the exterior surface of the first portion of the upper with the first 
feeder; and knitting the opposite interior surface of the first portion of the upper with the first feeder. 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto such that the step of knitting the first portion 
further comprises knitting the exterior surface of the first portion of the upper with the first feeder and 
knitting the opposite interior surface of the first portion of the upper with the first feeder, such as by 
combining with the general knowledge and/or the teachings of the numerous prior art references, to 
arrive at this claim.   

See supra discussions and citations in connection with Claim Elements 8[a] and 16[a] and Claim 7. 

23. The method recited 
in claim 22, wherein the 
step of knitting the 
second portion further 
comprises: 
knitting the exterior 
surface of the first 
portion of the upper with 
the second feeder; 
knitting the opposite 
interior surface of the 

As set forth above, Okamoto discloses (explicitly, implicitly, and inherently) and renders obvious all 
of the elements of claim 22. 

In addition, Okamoto discloses (explicitly, implicitly, and inherently) that the step of knitting the 
second portion further comprises: knitting the exterior surface of the first portion of the upper with the 
second feeder; knitting the opposite interior surface of the second portion of the upper with the second 
feeder. 

To the extent Nike contends that Okamoto does not disclose this claim, it would have been obvious to 
a POSITA at the relevant time to modify Okamoto such that the step of knitting the second portion 
further comprises knitting the exterior surface of the first portion of the upper with the second feeder 
and knitting the opposite interior surface of the second portion of the upper with the second feeder, 
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second portion of the 
upper with the second 
feeder. 

such as by combining with the general knowledge and/or the teachings of the numerous prior art 
references, to arrive at this claim..   

See supra discussions and citations in connection with Claim 10 and Claim Element 16[b] and Claim 
7. 
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