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(57) ABSTRACT 

Load balancing among fast reroute backup tunnels in a label 
Switched network is achieved. M backup tunnels may be 
used to protect N parallel paths. A Single backup tunnel may 
protect multiple parallel paths, Saving on utilization of 
network resources Such as router State and Signaling infor 
mation. A Single path may be protected by multiple backup 
tunnels, assuring that bandwidth guarantees are met under 
failure conditions even when no one backup tunnel with 
Sufficient bandwidth may be found. A packing algorithm is 
used to associate individual label Switched paths (LSPs) 
with individual backup tunnels. If an LSP cannot be 
assigned to a backup tunnel, it may be either rejected, or 
additional bandwidth is allocated to existing backup tunnels, 
or a new backup tunnel is established. 

14 Claims, 6 Drawing Sheets 
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LOAD BALANCING FOR FAST REROUTE 
BACKUPTUNNELS 

STATEMENT OF RELATED APPLICATIONS 

The present application is related to the Subject matter of 
U.S. patent application Ser. No. 10/038,259, entitled 
“Implicit Shared Bandwidth Protection for Fast Reroute', 
filed on Jan. 2, 2002, the contents of which are herein 
incorporated by reference in their entirety. 

BACKGROUND OF THE INVENTION 

The present invention relates to data networking and more 
particularly to Systems and methods for providing fault 
tolerance to data networks. 
AS the Internet becomes a multi-media communications 

medium that is expected to reliably handle Voice and Video 
traffic, network protocols must also evolve to Support 
quality-of-service (QoS) requirements Such as latency and 
reliability and to provide guaranteed available bandwidths. 
One form that this evolution is taking is the advent of MPLS 
(Multi-Protocol Label Switching) Traffic Engineering which 
may be supplemented by DiffServ-aware Traffic Engineer 
ing. Rather than using conventional IP routing techniques 
where individual packets travel through the network follow 
ing paths determined individually for each packet as it 
progresses through the network, MPLS Traffic Engineering 
exploits modem label Switching techniques to build guar 
anteed bandwidth end-to-end circuits through a network of 
label switched routers (LSRs). MPLS has been found to be 
highly useful in establishing Such circuits also referred to as 
label switched paths (LSPs). MPLS networks employing 
LSPs can more easily interoperate with other IP-based 
networks than other virtual circuit-oriented networks 
employing, e.g., ATM or Frame Relay. Networks based on 
MPLS Traffic Engineering, especially those supplemented 
with DiffServ-aware Traffic Engineering are very effective 
in handling delay and jitter-Sensitive applications Such as 
voice over IP (VoIP) and real-time video. 

Meeting the demands of businesses and consumers, 
however, also requires that bandwidth and latency guaran 
tees continue to be met when links or nodes fail. When 
failure of a link or a node causes the failure of an LSP, the 
Standard routing protocols Such as constraint-based shortest 
path first (CSPF) are too slow to be used for dynamic 
rerouting of QoS.-Sensitive traffic. In optical networks 
employing SONET, fast restoration can be provided by 
means of features incorporated into the SONET protocol. 
However, where Such techniques are not available, other 
protection mechanisms become necessary to ensure that 
Services are restored within a Sufficiently short time, e.g., 50 
ms, Such that the user experience is not affected. 
To address this requirement, various fast reroute tech 

niques have been developed that provide rapid reaction to 
failure of a link or node Such that the user experience is 
preserved. In one Such approach, individual nodes and linkS 
are protected against failure by establishing local backup 
tunnels (also implemented as LSPs) that are used to reroute 
all traffic around the failure. To protect a link, a backup 
tunnel is established connecting the two nodes that the 
protected link connects without including the protected link 
in the backup tunnel. To protect a node, a backup tunnel 
protects each pair of links traversing the node. If bandwidth 
protection is desired, each backup tunnel should have an 
allocated bandwidth. 

Certain problems arise in implementing this backup 
Scheme. To guarantee quality of Service under failure 
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2 
conditions, the backup tunnel should have at least as much 
bandwidth as the primary bandwidth of the protected ele 
ment (e.g., link or node in this context) or alternatively, at 
least as much bandwidth as consumed by LSPs that employ 
the protected element. However, it may be impossible to find 
a Series of links to make up a single backup tunnel where 
each link has the required bandwidth. This is particularly 
true when network bandwidth is generally Scarce. 

Another concern is inefficient use of backup tunnels to 
protect parallel links that would fail together due to, e.g., a 
fiber cut, or parallel link pairs that would fail due to a node 
failure. One prior art approach allocates a Separate backup 
tunnel to protect each link or path, or even to protect a single 
LSP, wasting valuable network resources Such as router 
State, Signaling resources, etc. Another prior art approach 
creates m backup resources to protect in primary resources 
but this approach is based on an assumption that only m of 
the n resources can fail Simultaneously. 

SUMMARY OF THE INVENTION 

By virtue of one embodiment of the present invention, 
load balancing among fast reroute backup tunnels in a label 
Switched network is achieved. M backup tunnels may be 
used to protect N parallel paths all of which can fail 
Simultaneously. A Single backup tunnel may protect multiple 
parallel paths, Saving on utilization of network resources 
Such as router State and Signaling information. A Single path 
may be protected by multiple backup tunnels, assuring that 
bandwidth guarantees are met under failure conditions even 
when no one backup tunnel with sufficient bandwidth may 
be found. A packing algorithm is used to associate individual 
label switched paths (LSPs) with individual backup tunnels. 
When there is no possible assignment of LSPs to backup 

tunnels that provides sufficient backup bandwidth for each 
LSP, a new primary LSP may be either rejected, or alterna 
tively a new backup tunnel may be established for the new 
LSP, or the bandwidth of the existing backup tunnels may be 
increased. 

One aspect of the present invention provides a method for 
providing fast reroute protection in a label Switched net 
work. The method includes: identifying N paths to be 
protected together in the event all of them fail at the same 
time, the N paths originating at a first Selected node of the 
label Switched network and terminating at a Second Selected 
node of the label Switched network, identifying M backup 
tunnels to protect the NSelected paths, and Selecting for each 
of a plurality of label Switched paths employing any of the 
N Selected paths, one of the M backup tunnels as a backup 
to use upon failure. N or M is greater than or equal to 2. 

Further understanding of the nature and advantages of the 
inventions herein may be realized by reference to the 
remaining portions of the Specification and the attached 
drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 depicts a network device according to one embodi 
ment of the present invention. 

FIG. 2 depicts a network Suitable for implementing one 
embodiment of the present invention. 
FIG.3 depicts a Situation where a single path is protected 

by multiple backup tunnels according to one embodiment of 
the present invention. 

FIG. 4 depicts a Situation where multiple parallel paths are 
protected by a Single backup tunnel according to one 
embodiment of the present invention. 
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FIG. 5 depicts a situation where multiple parallel paths are 
protected by multiple backup tunnels according to one 
embodiment of the present invention. 

FIG. 6 is a flowchart describing steps of assigning an LSP 
to a backup tunnel according to one embodiment of the 
present invention. 

DESCRIPTION OF SPECIFIC EMBODIMENTS 
MPLS Traffic Engineering Network Environment 

The present invention will be described with reference to 
a representative network environment that employs a certain 
combination of network protocols to forward data through 
the network. FIG. 2 depicts a representative network 200 
including nodes A through K. Interconnecting the nodes of 
network 200 are individual links Xy where x identifies one 
endpoint of the link and y identifies the other one. The links 
may be implemented using any type of physical medium 
Such as e.g., an optical medium, a wireleSS medium, twisted 
pair, etc. 

In one embodiment, the nodes of network 200 interoper 
ate in a manner Specified by various protocols including, 
e.g., TCP/IP as known in the art, Suitable link layer protocols 
such as Link Management Protocols (LMP), and protocols 
defined by the following documents: 

E. Rosen, et al., “Multiprotocol Label Switching 
Architecture,” RFC 3031, Internet Engineering Task Force, 
January 2001. 

Braden, et al. “Resource ReServation Protocol (RSVP)- 
Version 1 Functional Specification,” RFC 2205, Internet 
Engineering Task Force, September 1997. 
Awduche, et al., “Requirements for Traffic Engineering 

Over MPLS,” RFC 2702, Internet Engineering Task Force, 
September 1999. 

Ashwood-Smith, et al., “Generalized MPLS Signaling 
RSVP-TE Extensions.” Internet Draft, Internet Engineering 
Task Force, October 2001. 

Le Faucheur, et al., “Requirements for Support of Diff 
Serv-Aware MPLS Traffic Engineering.” Internet Draft, 
Internet Engineering Task Force, November 2001. 

Pan, et al., “Fast Reroute Techniques in RSVP-TE,” 
Internet Draft, Internet Engineering Task Force, October 
2001. 

The contents of the above protocol documents are all 
herein incorporated by reference in their entirety for all 
purposes. Other Suitable protocols as known in the art may 
also be implemented by nodes of network 200. 

In one embodiment, the nodes of network 200 are IP 
routers that implement multiprotocol label Switching 
(MPLS) and essentially operate as label switched routers 
(LSRs). At the ingress to network 200, a label is assigned to 
each incoming packet before forwarding the packet to the 
next hop node. At each intermediate node, a forwarding 
Selection and a new Substitute label are determined by using 
the label found in the incoming packet as a reference to a 
label forwarding table that includes this information. At the 
network egress (or one hop prior), a forwarding decision is 
made based on the incoming label but no label is included 
when the packet is sent on to the next hop. 

It is desirable to provide end-to-end circuits acroSS net 
work 200 having guaranteed bandwidth, latency, jitter, etc. 
This is provided by employing MPLS Traffic Engineering 
(MPLS TE) and/or Diffserv-Aware Traffic Engineering. 
MPLS TE essentially builds and operates end-to-end circuits 
acroSS LSRS by appropriately controlling the contents of the 
label forwarding tables at the various LSRs of network 200. 
Each end-to-end circuit is referred to as a Label Switched 
Path (LSP). Each LSP traverses a series of nodes and 
interconnecting linkS. 
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MPLS Traffic Engineering Fast Reroute 

General MPLS TE fast reroute concepts will now be 
discussed to facilitate the discussion of Systems and methods 
of the present invention. It is desirable that network 200 
provide very high reliability to Support Internet Services 
Such as voice telephony and Video conferencing where Such 
a level of reliability is both expected and necessary. 
Accordingly, it is desired that when a node or a link fails 
such that all the LSPs employing that failed link or node are 
rerouted very quickly (e.g., under 50 ms). So that the user 
experience is not affected by the failure. When a given LSP 
in a network employing MPLS TE experiences a node 
failure, the head-end, i.e., the ingreSS, will automatically 
establish a new LSP as a substitute. However, this process 
requires far longer than desirable. The failure of a Single 
node may require the reestablishment of a large number of 
LSPS (e.g. as many as 2000). Accordingly, a local fast 
reroute capability is provided So that when a node or a link 
fails, an LSP is temporarily rerouted around the failed link 
or node while a new end-to-end LSP is being established at 
the head-end. Besides links and nodes, other examples of 
elements that may be protected by fast reroute in accordance 
with the present invention include, e.g., groups of links, an 
LSP or group of LSPs, or any group of links and/or nodes 
protected together by one or more backup tunnels having the 
Same Source and destination. 
A failure is detected, preferably within 10 ms. A link or 

node failure may detected, e.g., at the link layer or by failure 
to receive an expected RSVP HELLO message (or by any 
other method). Once a failure of an element is detected, 
traffic from each primary LSP traversing the failed element 
is redirected to the backup tunnels pre-established to protect 
the failed element. At the node where the backup tunnel 
Starts (called the head-end of the backup tunnel), packets 
traversing an impacted LSP have a second level label 
imposed on their label stacks. This second level label is the 
basis for forwarding decisions through the backup tunnel. At 
each Successive node of the backup tunnel, the Second level 
label is used to Select a next hop and a Substitute Second level 
label. At the final node of the backup tunnel, or alternatively 
at the penultimate node of the backup tunnel, this Second 
level label is popped off the packet label stack so that the 
packet thereafter follows the original path of the LSP. 
The LSP head-ends of all affected primary LSPs are also 

notified of the failure so that the LSP that is now rerouted via 
the backup tunnel can be rerouted in a more optimal way. 
The details of the mechanics of patching in backup tunnels 
and reacting to the failure of protected elements are dis 
closed in the Internet Draft entitled “Fast Reroute Tech 
niques in RSVP-TE.” It should be noted that besides a link 
or node, according to one embodiment of the present 
invention, a protected element may be a group of links, an 
LSP, a group of LSPS, or any grouping of links and/or nodes 
protected together by one or more backup tunnels having the 
Same Source and destination. 
On each link in the network, there is primary bandwidth 

allocated for use by primary LSPs. The concept of primary 
bandwidth is discussed in greater detail in the above 
referenced application entitled “Implicit Shared Bandwidth 
Protection for Fast Reroute.” In one embodiment of this 
invention, a primary pool includes the maximum amount of 
bandwidth that can be allocated to primary LSPs at any time. 
In another embodiment, the primary bandwidth may be the 
actual bandwidth currently used by primary LSPs (which 
may be Smaller than the maximum bandwidth pool allocated 
for primary LSPs). There is also a backup bandwidth pool 
allocated for use by backup tunnels. The backup bandwidth 
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pool is always the maximum amount of bandwidth that is 
allocated for backup traffic, regardless of how much band 
width is actually backed up on the link. 

For implementations that employ MPLS-TE without 
DS-TE, the primary bandwidth pool includes bandwidth 
equivalent to a defined maximum reservable bandwidth for 
LSPS or, alternatively, bandwidth equivalent to the band 
width actually used by LSPs. A backup bandwidth pool is 
established on each link and preferably contains abandwidth 
equivalent to the link Speed minus the maximum reservable 
bandwidth. 

It is also possible to allow limited “overbooking” in the 
event of failure of an element protected by the link such that 
total bandwidth reservations on the link exceed link capacity 
and then rely on TCP operation to adjust in response to the 
Shortfall. In this type of implementation, the backup band 
width pool may exceed the link Speed minus the maximum 
reservable bandwidth. 

For implementations that employ DS-TE, the primary 
bandwidth can be, e.g., the maximum reservable bandwidth 
of a particular bandwidth “subpool” as this term is defined 
by the document cited above entitled “Requirements for 
Support of Diff-Serv-Aware MPLS Traffic Engineering.” 
The backup bandwidth pool then, for example, includes a 
configurable fraction of the remaining bandwidth on the 
link. 

The backup tunnels may be preconfigured in a variety of 
ways. In one approach, the backup tunnels protecting a 
given node are Signaled as employing Zero bandwidth So that 
backup bandwidth capacity is readily shared among inde 
pendent failures. There is, however, bookkeeping to assure 
that the backup tunnels protecting the same node do not 
exceed the available backup bandwidth on links employed 
by the tunnels. Further details of this approach are found in 
U.S. patent application Ser. No. 10/038,259, entitled 
“Implicit Shared Bandwidth Protection for Fast Reroute”. In 
other approaches, the backup tunnels are signaled with 
non-zero bandwidth. 

In one embodiment, the backup tunnels for protecting a 
node are determined at the protected node while the backup 
tunnels for a link are determined at one of the link ends. 
Alternatively, the computation of backup tunnels for a node 
that is being protected by these tunnels is shifted to that node 
itself. Yet another alternative is for the computation of the 
backup tunnels for any element to be done by a Separate 
Server. The particular locus of the backup tunnel computa 
tion is not important to the operation of the present inven 
tion. 
Abackup tunnel protecting a link connects the two nodes 

that the protected link connects without including the pro 
tected link. A node is protected by protecting each link pair 
that includes a link to the node and a link from the node. A 
backup tunnel protects Such a link pair by connecting the 
two nodes connected to the protected nodes by the link pair. 
A link or a link pair are two examples of what are referred 
to herein as “paths” protected by backup tunnels. Other 
examples include a Set of LSPS traversing the Same pair of 
nodes or a multi-hop path traversing the same Set of links 
connecting Some two nodes. 

To protect a path with guaranteed bandwidth, it is neces 
Sary to provide at least as much backup bandwidth as is used 
by the primary LSPs employing the protected path. Where 
network bandwidth is Scarce, it may Sometimes be impos 
Sible to establish a single backup tunnel with Sufficient 
bandwidth to accommodate the LSPs on a given path. 
Association of M Backup Tunnels within N Parallel Paths 

According to one embodiment of the present invention, 
two or more backup tunnels may protect a single path. For 
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6 
example, consider the situation in FIG. 3. A path 302 
traverses nodes A, B, and C. AS part of the protection of node 
B, multiple backup tunnels protect this path. Path 302 
currently is employed by LSP1, LSP2, and LSP3. The 
backup bandwidth to protect path 302 was not available on 
any one backup tunnel So three backup tunnels were estab 
lished. Backup tunnel 304 connects nodes A and C through 
nodes D and F. Backup tunnel 306 connects nodes A and C 
through nodes E and F. Backup tunnel 308 connects nodes 
A and C through nodes H and I. In FIG. 3, path 302 is a link 
pair but it will be appreciated that the backup capacity for 
protecting a single link may also be divided among multiple 
tunnels. 

Another situation that arises in providing fast reroute 
protection is the protection of parallel paths, i.e., paths that 
have common originating and terminating nodes. Such paths 
may traverse the same node So that the failure of that node 
will cause the paths to fail together. For example, referring 
now to FIG. 4, there are 4 parallel links 402, 404, 406, and 
408 connecting nodes A and F and 3 parallel links 410, 412, 
and 414, connecting nodes F and B. If node F fails, all 7 of 
these links will fail simultaneously. 

In order to protect all primary traffic from A to B via F, 
conventional techniques would have to protect individually 
traffic flowing on all combinations of the 4 linkS connecting 
A and F and the 3 links connecting F and B. So at least 12 
backup tunnels would need to be created to protect all 
primary traffic from A to B via F by conventional techniques. 
However, there may be enough bandwidth available in the 
network to protect the entire bandwidth of all primary traffic 
from A to B via F by a single backup tunnel. According to 
one embodiment of the present invention, a single backup 
tunnel 416 beneficially connects A and B bypassing F and 
has enough bandwidth to protect all primary traffic from A 
to B via F. The use of a Single backup tunnel here conserves 
Signaling resources and the amount of State in the network. 
In the case where a single backup tunnel with enough 
bandwidth to protect all primary traffic from A to B via F 
cannot be found, it is beneficial to create the Smallest 
number of backup tunnels that can protect all primary traffic 
from A to B via F. 

A similar situation occurs when multiple parallel links 
connecting the same two nodes belong to the same fiber, and 
may therefore fail simultaneously if that fiber is cut. It is 
preferable in that case to protect all Such links by a single 
backup tunnel or the Smallest number of backup tunnels with 
enough combined bandwidth to protect all primary traffic 
between the two nodes. 

FIG.5 depicts a situation according to one embodiment of 
the present invention where three parallel paths are protected 
by two backup tunnels. Three paths 502, 504, and 506 
traverse node B. Path 502 currently carries LSP1, LSP2, and 
LSP3, path 504 carries LSP4, and path 506 carries LSP5 and 
LSP6. Two backup tunnels 508 and 510 protect the three 
paths. 
More generally, according to one embodiment of the 

present invention, M backup tunnels may protect N paths 
where either M or N is greater than or equal to 2. This 
provides load balancing to Spread backup requirements 
among multiple tunnels while aggregating backup require 
ments where possible to minimize consumption of Signaling 
and routing State resources. It should be noted that this 
approach is different than prior art Solutions that create m 
backup resources to protect in primary resources, only m of 
which can fail simultaneously. Here all N paths may fail 
Simultaneously and all be protected. 
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Mechanisms involved in Supporting this M to N mapping 
include: 

1. ASSociating multiple protected paths with one or more 
backup tunnels. 

2. ASSociating a single backup tunnel with multiple par 
allel paths. 

3. Associating each individual LSP with a particular 
backup tunnel. 

The discussion will now expand on mechanism 3. To 
reroute quickly upon detection of a failure and to make Sure 
that there is enough bandwidth on the backup tunnels to 
protect an LSP in the event of failure, it is preferable that 
LSPS be assigned to backup tunnels in advance of failure and 
that the backup tunnel head end (node Ain FIG. 4) be aware 
of these assignments. The assignments should match the 
bandwidth requirements of the LSPs to the capacities of the 
backup tunnels. The assignments are preferably determined 
at the tunnel head end. If a zero-bandwidth reservation 
Scheme is used, each node should locally Store the band 
width associated with each backup tunnel for which this 
node is the head end, So that the LSPS can be assigned 
correctly. It should be noted that even though a Zero band 
width reservation Scheme may be used in establishing the 
backup tunnels, the placement may be computed in Such a 
way Such that the bandwidth logically associated with each 
backup tunnel is Sufficient to Support the requirements 
imposed in case of a single element failure. See "Implicit 
Shared Bandwidth Protection for Fast Reroute,” cited above. 

For example, in the scenario of FIG. 5, LSPs may be 
assigned to backup tunnels as follows: 

Backup 
Tunnel 508 510 

Available 150 Mbps 150 Mbps 
Bandwidth on 
the backup 

tunnel 
LSP1 10 Mbps 
LSP2 40 Mbps 
LSP3 40 Mbps 

LSP4 20 Mbps 
LSP5 20 Mbps 
LSP6 20 Mbps 

Preferably, a packing algorithm is employed to assign 
LSPs to backup tunnels. A given node will invoke the 
packing algorithm independently for each Set of backup 
tunnels originating at that node that protect the Same ele 
ment. For example, in the Situation of FIG. 5, the packing 
algorithm may be operated at node A to assign all the LSPS 
traversing protected node A (and thus parallel paths 502, 
504, and 506) to one of backup tunnels 508 and 510. A 
Separate invocation of the packing algorithm would be used 
to assign LSPS traversing Some other protected element to 
backup tunnels protecting that other protected element. FIG. 
6 describes Steps of assigning an LSP to a backup tunnel. At 
step 602, the available bandwidth is checked on all the 
backup tunnels that have been set up for the protected 
path(s). At step 604, the algorithm selects from any of the 
backup tunnels having Sufficient remaining bandwidth to 
protect the LSP, the backup tunnel that has the least available 
bandwidth. The LSP is assigned to this backup tunnel. At 
step 606, the bandwidth requirement of the LSP is deducted 
from the available bandwidth of the selected backup tunnel. 

In Some implementations, backup tunnels are established 
after the primary LSPs are already established. The proce 
dure of FIG. 5 will then be repeated for each LSP passing 
through the protected path. Alternatively, the backup tunnels 
protecting the primary bandwidths pool are set up in 
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8 
advance of the establishment of any LSPs. The procedure of 
FIG. 5 would then be invoked upon the establishment of a 
new LSP. 

It will be appreciated that even when the total bandwidth 
of the backup tunnels exceeds the total bandwidth of the 
LSPS employing the protected paths, it is possible that there 
is no possible assignment of LSPs to backup tunnels that will 
satisfy the LSPs bandwidth requirements. Consider a situ 
ation where 3 LSPs each having a capacity of 30 Mbps share 
the same path of the total capacity of 100 Mbps that is 
protected by two backup tunnels each having a capacity of 
50Mbps. There is no assignment of LSPs to backup tunnels 
that will work even though their total capacity exceeds the 
total requirements of the LSPs. The packing algorithm will 
then fail. 

If the backup tunnels are being configured and assigned 
after the LSPs have been established, the preferred response 
to Such a failure of the packing algorithm will be to allocate 
additional backup tunnel capacity by increasing the band 
width of one or more backup tunnels or adding new backup 
tunnels. This may be done iteratively until the packing 
algorithm can Successfully assign all LSPS to backup tun 
nels. 

If the packing algorithm is invoked for new LSPs as they 
are established, it may be preferable to reject LSPs for which 
the packing algorithm fails. This can be done by Sending an 
RSVP Path Err message to the head end of the LSP. 
Alternatively, an LSP may be established, but not associated 
with any backup tunnels. In this case an error message may 
be returned to the head end of the LSP, and in case of a 
failure packets of this LSP will not be rerouted via any of the 
backup bandwidth. 

It will be appreciated that the benefits of load balancing 
are brought to providing efficient bandwidth protection for 
fast reroute. Mbackup tunnels may protect N paths. Backup 
bandwidth, Signaling, and router State resources used to 
provide protection are used efficiently. 
Network Device Details 

FIG. 1 depicts a network device 100 that may be used to 
implement any of the described nodes or a network man 
agement WorkStation. In one embodiment, network device 
100 is a programmable machine that may be implemented in 
hardware, Software or any combination thereof. A processor 
102 executes code stored in a program memory 104. Pro 
gram memory 104 is one example of a computer-readable 
storage medium. Program memory 104 can be a volatile 
memory. Another form of computer-readable Storage 
medium Storing the same codes would be Some type of 
non-volatile storage such as floppy disks, CD-ROMs, DVD 
ROMs, hard disks, flash memory, etc. A carrier wave that 
carries the code acroSS a network is another example of a 
computer-readable Storage medium. 
Network device 100 interfaces with physical media via a 

plurality of network interfaces 106. For example, one of 
network interfaces 106 may couple to an optical fiber and 
may incorporate appropriate physical and link layer func 
tionality. Other examples of network interfaces include 
Ethernet interfaces, DSL interfaces, Gigabit Ethernet 
interfaces, 10-Gigabit Ethernet interfaces, etc. AS packets 
are received, processed, and forwarded by network device 
100, they may be stored in a packet. memory 108. Network 
device 100 implements all of the network protocols and 
extensions thereof described above as well as the data 
networking features provided by the present invention. 

It is understood that the examples and embodiments that 
are described herein are for illustrative purposes only and 
that various modifications and changes in light thereof will 
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be Suggested to perSons skilled in the art and are to be 
included within the Spirit and purview of this application and 
Scope of the appended claims and their full Scope of equiva 
lents. 
What is claimed is: 
1. A method for providing fast reroute protection in a label 

Switched network, Said method comprising: 
identifying N parallel paths to be protected together, Said 
N paths originating at a first Selected node of Said label 
Switched network and terminating at a Second Selected 
node of Said label Switched network; 

identifying M backup tunnels to protect said N parallel 
paths, and 

Selecting for each of a plurality of label Switched paths 
employing any of Said N parallel paths, one of Said M 
backup tunnels as a backup to use upon failure; wherein 
N or M is greater than or equal to 2, and 

wherein Selecting comprises employing a packing algo 
rithm to match bandwidth requirements of said label 
Switched paths to bandwidth capacities of Said backup 
tunnels, and 

wherein Selecting further comprises, if bandwidth require 
ments of said label Switched paths cannot initially be 
matched to bandwidth capacities of Said backup 
tunnels, increasing M to identify at least one additional 
backup tunnel and then repeating Said packing algo 
rithm. 

2. A method for providing fast reroute protection in a label 
Switched network, Said method comprising: 

identifying N parallel paths to be protected together, Said 
N paths originating at a first selected node of Said label 
Switched network and terminating at a Second Selected 
node of Said label Switched network; 

identifying M backup tunnels to protect said N parallel 
paths, and 

Selecting for each of a plurality of label Switched paths 
employing any of Said N parallel paths, one of Said M 
backup tunnels as a backup to use upon failure; wherein 
N or M is greater than or equal to 2, and 

wherein Selecting comprises employing a packing algo 
rithm to match bandwidth requirements of said label 
Switched paths to bandwidth capacities of Said backup 
tunnels, and 

wherein Selecting further comprises, if bandwidth require 
ments of said label Switched paths cannot initially be 
matched to bandwidth capacities of Said backup 
tunnels, reconfiguring bandwidth of at least one of Said 
M backup tunnels and then repeating Said packing 
algorithm. 

3. A method for providing fast reroute protection in a label 
Switched network, Said method comprising: 

identifying N parallel paths to be protected together, Said 
N paths originating at a first Selected node of Said label 
Switched network and terminating at a Second Selected 
node of Said label Switched network; 

identifying M backup tunnels to protect said N parallel 
paths, and 

Selecting for each of a plurality of label Switched paths 
employing any of Said N parallel paths, one of Said M 
backup tunnels as a backup to use upon failure; wherein 
N or M is greater than or equal to 2, and 

wherein Selecting comprises employing a packing algo 
rithm to match bandwidth requirements of said label 
Switched paths to bandwidth capacities of Said backup 
tunnels, and 
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10 
wherein Selecting further comprises, for each label 

Switched path, Selecting the backup tunnel that has the 
least remaining available bandwidth from the backup 
tunnels of said M backup tunnels that have sufficient 
remaining available backup bandwidth to accommo 
date the label Switched path bandwidth. 

4. The method of claim 3 wherein identifying said N 
parallel paths and Said M backup tunnels and Selecting are 
performed at Said first Selected node. 

5. A computer program product for providing fast reroute 
protection in a label Switched network, Said computer pro 
gram product comprising: 

code that causes identification of N parallel paths to be 
protected together, Said N paths originating at a first 
Selected node of said label Switched network and 
terminating at a Second Selected node of Said label 
Switched network; 

code that causes identification of M backup tunnels to 
protect Said N parallel paths, 

code that causes Selection of, for each of a plurality of 
label Switched paths employing any of Said N parallel 
paths, one of Said M backup tunnels as a backup to use 
upon failure; wherein N or M is greater than or equal 
to 2, and 

a computer-readable medium that Stores the codes, and 
wherein Said code that causes Selection comprises code 

that causes employment of a packing algorithm to 
match bandwidth requirements of said label Switched 
paths to bandwidth capacities of Said backup tunnels, 
and 

wherein Said code that causes Selection further comprises: 
code that, if bandwidth requirements of said label 

Switched paths cannot initially be matched to band 
width capacities of Said backup tunnels, causes increase 
of M to identify at least one additional backup tunnel 
and then repeating Said packing algorithm. 

6. A computer program product for providing fast reroute 
protection in a label Switched network, Said computer pro 
gram product comprising: 

code that causes identification of N parallel paths to be 
protected together, Said N paths originating at a first 
Selected node of said label Switched network and 
terminating at a Second Selected node of Said label 
Switched network; 

code that causes identification of M backup tunnels to 
protect Said N parallel paths, 

code that causes Selection for each of a plurality of label 
Switched paths employing any of Said N parallel paths, 
one of Said M backup tunnels as a backup to use upon 
failure; wherein N or M is greater than or equal to 2; 
and 

a computer-readable medium that Stores the codes, and 
wherein Said code that causes Selection comprises code 

that causes employment of a packing algorithm to 
match bandwidth requirements of said label Switched 
paths to bandwidth capacities of Said backup tunnels, 
and 

wherein Said code that causes Selection further comprises: 
code that, if bandwidth requirements of said label 

Switched paths cannot initially be matched to band 
width capacities of Said backup tunnels, causes recon 
figuration of bandwidth of at least one of said M backup 
tunnels and then repeats Said packing algorithm. 

7. A computer program product for providing fast reroute 
protection in a label Switched network, Said computer pro 
gram product comprising: 
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code that causes identification of N parallel paths to be 
protected together, Said N paths originating at a first 
Selected node of said label Switched network and 
terminating at a Second Selected node of Said label 
Switched network; 

code that causes identification of M backup tunnels to 
protect Said N parallel paths, 

code that causes Selection for each of a plurality of label 
Switched paths employing any of Said N parallel paths, 
one of Said M backup tunnels as a backup to use upon 
failure; wherein N or M is greater than or equal to 2; 
and 

a computer-readable medium that Stores the codes, and 
wherein Said code that causes Selection comprises code 

that causes employment of a packing algorithm to 
match bandwidth requirements of said label Switched 
paths to bandwidth capacities of Said backup tunnels, 
and 

wherein Said code that causes employment Said packing 
algorithm comprises: 

code that, for each label Switched path, causes Selection of 
the backup tunnel that has the least remaining available 
bandwidth from the backup tunnels of said M backup 
tunnels that have Sufficient remaining available backup 
bandwidth to accommodate the label Switched path 
bandwidth. 

8. A network device comprising: 
a proceSSOr, and 
a memory Storing instructions executed by Said processor, 

Said instructions comprising: 
code that causes identification of N parallel paths to be 

protected together, Said N paths originating at a first 
Selected node of said label Switched network and 
terminating at a Second Selected node of Said label 
Switched network; 

code that causes identification of Mbackup tunnels to 
protect Said N parallel paths, and 

code that causes Selection of, based on bandwidth 
requirements of Said label Switched paths and band 
width capacities of Said M backup tunnels, for each 
of a plurality of label Switched paths employing any 
of said N parallel paths, one of said M backup 
tunnels as a backup to use upon failure, wherein N or 
M is greater than or equal to 2, and 

wherein Said code that causes Selection comprises code 
that causes employment of a packing algorithm to 
match bandwidth requirements of said label Switched 
paths to bandwidth capacities of Said backup tunnels, 
and 

wherein Said code that causes Selection further comprises: 
code that, if bandwidth requirements of said label 

Switched paths cannot initially be matched to band 
width capacities of Said backup tunnels, causes increase 
of M to identify at least one additional backup tunnel 
and then repeating Said packing algorithm. 

9. A network device comprising: 
a processor; and 
a memory Storing instructions executed by Said processor, 

Said instructions comprising: 
code that causes identification of N parallel paths to be 

protected together, Said N paths originating at a first 
Selected node of said label Switched network and 
terminating at a Second Selected node of Said label 
Switched network; 

code that causes identification of Mbackup tunnels to 
protect Said N parallel paths, and 
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12 
code that causes Selection for each of a plurality of label 

Switched paths employing any of Said N parallel 
paths, one of Said M backup tunnels as a backup to 
uSe upon failure; wherein N or M is greater than or 
equal to 2, and 

wherein Said code that causes Selection comprises code 
that employs a packing algorithm to match band 
width requirements of said label Switched paths to 
bandwidth capacities of Said backup tunnels, and 

wherein Said code that causes Selection further com 
prises: 

code that, if bandwidth requirements of said label 
Switched paths cannot initially be matched to band 
width capacities of Said backup tunnels, causes 
reconfiguration of bandwidth of at least one of Said 
M backup tunnels and then repeats Said packing 
algorithm. 

10. A network device comprising: 
a proceSSOr, and 
a memory Storing instructions executed by Said processor, 

Said instructions comprising: 
code that causes identification of N parallel paths to be 

protected together, Said N paths originating at a first 
Selected node of said label Switched network and 
terminating at a Second Selected node of Said label 
Switched network; 

code that causes identification of Mbackup tunnels to 
protect Said N parallel paths, and 

code that causes Selection of for each of a plurality of 
label Switched paths employing any of Said N par 
allel paths, one of Said Mbackup tunnels as a backup 
to use upon failure; wherein N or M is greater than 
or equal to 2, and 

wherein Said code that causes Selection comprises code 
that causes employment of a packing algorithm to 
match bandwidth requirements of said label Switched 
paths to bandwidth capacities of Said backup tunnels, 
and 

wherein Said code that causes employment of Said pack 
ing algorithm comprises: 

code that, for each label Switched path, causes Selection of 
the backup tunnel that has the least remaining available 
bandwidth from the backup tunnels of said M backup 
tunnels that have Sufficient remaining available backup 
bandwidth to accommodate the label Switched path 
bandwidth. 

11. Apparatus for providing fast reroute protection in a 
label Switched network, Said apparatus comprising: 
means for identifying N parallel paths to be protected 

together, Said N paths originating at a first Selected node 
of Said label Switched network and terminating at a 
Second Selected node of Said label Switched network; 

means for identifying Mbackup tunnels to protect Said N 
parallel paths, and 

means for Selecting, in advance of a failure, for each of a 
plurality of label Switched paths employing any of Said 
N parallel paths, one of Said M backup tunnels as a 
backup to use upon said failure; wherein N or M is 
greater than or equal to 2, wherein Selecting is based on 
bandwidth requirements of said label Switched paths 
and bandwidth capacities of Said M backup tunnels, 
and 

wherein Said means for Selecting comprises: 
means for employing a packing algorithm to match 

bandwidth reciuirements of said label Switched paths 
to bandwidth capacities of Said backup tunnels, and 
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means for, if bandwidth reciuirements of said label 
Switched paths cannot initially be matched to band 
width capacities of Said backup tunnels, reconfigur 
ing bandwidth of at least one of said M backup 
tunnels and then repeating Said packing algorithm. 

12. The method of claim 2 wherein N is greater than M 
and Said N parallel paths are protected against Simultaneous 
failure. 

14 
13. The computer program product of claim 5 wherein N 

is greater than M and Said N parallel paths are protected 
against Simultaneous failure. 

14. The network device of claim 10 wherein N is greater 
than M and Said N parallel paths are protected against 
Simultaneous failure. 
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