
THE MAIN TEA ETA ATEL MIT TE RI MTAA WA MAT US 20180190498A1 

( 19 ) United States 
( 12 ) Patent Application Publication ( 10 ) Pub . No . : US 2018 / 0190498 A1 

LEE ( 43 ) Pub . Date : Jul . 5 , 2018 

( 54 ) MEMORY DEVICE AND METHOD OF 
OPERATING THE SAME 

( 71 ) Applicant : SK hynix Inc . , Icheon - si Gyyeonggi - do 
( KR ) 

( 72 ) Inventor : Hee Youl LEE , Icheon - si Gyeonggi - do 
( KR ) 

( 73 ) Assignee : SK hynix Inc . , Icheon - si Gyeonggi - do 
( KR ) 

( 21 ) Appl . No . : 15 / 651 , 217 

G06F 12 / 02 ( 2006 . 01 ) 
G06F 13 / 42 ( 2006 . 01 ) 
G06F 12 / 16 ( 2006 . 01 ) 
HOIL 29 / 51 ( 2006 . 01 ) 

( 52 ) U . S . CI . 
CPC . . . . . . . . HOIL 21 / 28141 ( 2013 . 01 ) ; GIIC 16 / 26 

( 2013 . 01 ) ; HOIL 21 / 28273 ( 2013 . 01 ) ; HOIL 
29 / 513 ( 2013 . 01 ) ; G06F 13 / 4243 ( 2013 . 01 ) ; 

G06F 12 / 16 ( 2013 . 01 ) ; G06F 12 / 02 ( 2013 . 01 ) 
( 57 ) ABSTRACT 
Provided herein may be a memory device and a method of 
operating the same . The memory device may include a 
memory block including a plurality of pages , and peripheral 
circuits configured to sequentially program the pages . The 
memory device may include control logic configured to 
control the peripheral circuits such that a program voltage is 
applied to a word line coupled to a page selected from 
among the pages such that different pass voltages are applied 
to all or some word lines coupled to pages on which a 
program operation has been performed among unselected 
pages other than the selected page , and to word lines coupled 
to pages on which a program operation has not been per 
formed among the unselected pages . 

( 22 ) Filed : 
( 30 ) 

Jul . 17 , 2017 
Foreign Application Priority Data 

Jan . 5 , 2017 ( KR ) . . . . . . . . . . . . . . . . . . . . . . . . . 1020170001875 

( 51 ) 
Publication Classification 

Int . Cl . 
HOIL 21 / 28 ( 2006 . 01 ) 
GIIC 16 / 26 ( 2006 . 01 ) 

1100 

200 
wwww wwwwwwwwww 

hat 216 
VOLTAGE 

GENERATING CIRCUIT 
www ww w 

wwwwwwwwwwwwwwwwwwwww AAA 

wwwww 

OP CMD 
wwwwwwwwwww wwwwwwwwwwwwwww wanaworowww VBK wwwwwwwwwwwwwwwwwwwwwwwwwwwwww ROW 

DECODER 
RADD 

BLI BL2 
wwwwww 

CONTROL 
LOGIC PBSIGNALS 2610 PBI PB2 - PBM H - 230 

VRY BIT < # > 
SENSING CIRCUIT DE WWW MW * wah wwwwwwwww w wwwwwwwwww PASS , FAIL 
CADD COLUMN DECODER www 

www 

power Wome to wwwwwwwww 
CL 

ma www 

CMD , ADD INPUT / OUTPUT CIRCUIT www www 250 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

CMD , ADD , DATA 

Micron Ex. 1008, p. 1 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 1 of 21 US 2018 / 0190498 A1 

FIG . 1 

1000 2000 1200 1100 

HOST MEMORY 
CONTROLLER 

MEMORY 
DEVICE 

Micron Ex. 1008, p. 2 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 2 of 21 US 2018 / 0190498 A1 

FIG . 2 

wwwwwww wwwwwwww w w w w w w w w w w w w w w w w w way 

Jurant now wow 

to the 

whole wo VOLTAGE 
GENERATING CIRCUIT te 

w 

whether 

or whol 
the 

way the throth 

hutut the 

OP _ CMD 
well with the wwwwwwwwwwwwwwwwwwwwwwwwwwwwww MBK 
hulle moet tuhat whether the 

Haythat DECODER MB2 www 

white RADD 
won the 

whole 
then the 

play BLI BL2 - BLM theme for the 

wwwwwwwwwww 
the CONTROL when PBSIGNALS WEW PBI ) PB2 . . . PBm - 230 

VRY _ BIT < # > 
SENSING CIRCUIT VPB Wwwwwwwwwwwwwwwwwwwwwwwwwwwwww m PASS / FAIL what we will 

e CADD 
hotthel www ww COLUMN DECODER H - 240 
why we will be the 

CMID , ADD with 

INPUT / OUTPUT CIRCUIT ANUT H - 250 with full 

he fun 

I w what party weet wat we were so that the www www w w w w w wersyther with the www wheth www ww www www you how www met www the word 

CMD , ADD , DATA 

Micron Ex. 1008, p. 3 
Micron v. YMTC 
IPR2025-00190



FTC . 3 

Patent Application Publication 

ment tem we new we new we my new we wer we my my we my we my tw * 

are or mm 

# y 

of the Wears # HAN 

or May ther 

" now me 

y memover mm ment 

Art ? 

??? 
F FF 

… … … 

16 ? 5 

… … … … 

N14 - 1 

… … 

? 

1 . 13 24 

… 

PCS cope : 

?????? 
??? FLATTL 

… … 

???? 

???un 

… … 

???????????????? 

J10 

… 

- - - - 

????????? 
????????????? 

????????????? 

- - - - - - 

??????????? 

?????????????? 

1 - 

… … 

???? : 

! ! ! 

88 
! ! ! ! ! 

??? ??? - ??? , ?? ??????? ? ???? ????????? ???? ? ??? ?? ?????????? ? ? 
tttty? ???? , ??????? 

? ??????????????? 

??? 

?? 

| 

Jul . 5 , 2018 Sheet 3 of 21 

… … … … 

ttttt , 

… … … 

* * 

* * 

* 

?? 

tes New 

?? | 

me 

Airite were TV nature 

… 

: 

? 

- ? 

* 

* 

* * 

HP 

… … … 

????? 

… … 

??th tf . 

… 

Menumber - freensween Ame 

3 

www weet 
twory very ? 

travertreewerewerenternmentA 
* News New mover my New www PM 

Wow ?? May 4 km to ther 

US 2018 / 0190498 A1 

* * New we what 

* * 

* * w ther way 

new 

www . tw We my w 

# 

??? 

www???? Auth 

v . 4? ????? - ? 

I H2 

Micron Ex. 1008, p. 4 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 4 of 21 US 2018 / 0190498 A1 

FIG . 4 
( START 

S410 PERFORM PROGRAM 
OPERATION ON SELECTED PAGE INCREASE $ 430 

SELECT 
NEXT PAGE 

VVU YULIAUD 5450 S420 
FAI . SELECTED PAGE 

VERIFIED ? 
TPASS S440 

SELECTED PAGE = 
LAST PAGE ? 

TYES 
( END 

FIG . 5 
WEDN 
NIUI $ 410 

- - - 
- 

ARE PAGES 
ON WHICH PROGRAM OPERATION 

HAS BEEN PERFORMED , 
PRESENT ? 

ON 
- 

TVES - 

- 

- 

- 

wurwumh u rumumuhuhuhuhumumuhuwwith 

- 

8412 
APPLY FIRST PASS VOLTAGE TO UNSELECTED PAGES 

ON WHICH PROGRAM OPERATION HAS BEEN PERFORMED , 
AND APPLY SECOND PASS VOLTAGE 10 UNSELECTED PAGES 
ON WHICH PROGRAM OPERATION HAS NOT BEEN PERFORMED 

APPLY SECOND PASS VOLTAGEL - 5413 
TO UNSELECTED PAGES Vor - 

TU VUORI U AU - 

- 

- 

- ADDI V ODDAU WA RADA OBRATI DA 
HILI NOVNA YUDIA IV VOLUNULIWKI 

A so wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww 

S420 

Micron Ex. 1008, p. 5 
Micron v. YMTC 
IPR2025-00190



FIG . 6 

LIBI 

My wer 
t 

w 

Amy 

w 

w 

w 

W * * * * * 

* 

M ware we 

weet - 

????? ? ? 

- M * * * 

* - www tw # 

: * 

* 

* 

s we wheir rew Amer 

New 

Ye * * * * 

* * 

1 . 

???????? 

Patent Application Publication 

???? 

???? 
My 

sternmenternment 
- 

? 

- - 

- - - - … … - 

H 
- 

- 

pie 
?Feest 

HA 

Merrenternmenternmenternment 

PROGRA 
, 

???? 

informan 

“ ??????? 

? ??? 

???? 

DIRECTION Fpass 

?????? ?? , 

- + + + + + 

??? 

ttttttttttttttttttttttttttttttt 

+ + + 

??????? 

+ + + 

https4 

???? 

?? 

??????? 
????? ?? ? ???? , 

+ + - + 

???? ??? ?? ?? ???? 

- + - 

? the 

+ - + 

ttttt??utubuntu? 

+ - 

My Com 

?? 

> 

man me 

- 
????????? 

- ??? - - 
????? 

4 

Togn 

60d ~ 
???? ???? ?? ?? 

? 

???????????????m ? 
????? - - - 

????????????????? 
?????????? 

??????????????? 

rait 

tifi 

1 - 11 - + + 

?????? ?? , ???? 

?????????? ??? 

? 

thishift 
? … … 

Jul . 5 , 2018 Shet s of 21 

+ 1 = = = ?HTTTTTTT 

????? ????? 

+ + + + + + 

? 
+ + + + + + + + + + 

??? 

? 

passl 

? 

… 

} 

… 

+ + + ???????? ??? A + + + 

?? 

? 

… … 

7 

… 

PHP? 

? 

AMAHAM 

… 
- | 

He wan ? ??? * Aut # way at w 

ay 

| 

PHP 

New 

" time 

- 

yy www . my 

HTML 

| 

US 2018 / 0190498 AI 

BLI 

BI2 

Blin 

Micron Ex. 1008, p. 6 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 6 of 21 US 2018 / 0190498 A1 

9 . BOM 100 III . … … … … … … … … … . … ??????????????11 
- ???? ? ? 

- 
LE 

- TE ?? ??????? 
? ???? ??? ? ??????? ??? 
?????????? 
???????? FIFT www mmm May New rem for are new 

: 

- - - - - - - - - - - - 

[ + TE TIN ? 
- FI . 

" by My New Hear , we wrotum 
. tw 

were uum * - 
???????????????????????????????????????????????? ???????????????????????????????????? ? 

… ! rrrrrr 
m 

My Mer Inn my - mm Tiff? ??????????????? momo Swim sear * * ????? ?? ttttt i + 

on M f … + , = = = = = = = y 

* 

New 
* 

mm NT MV 

= = = = = = 
= = = = = 

* * * * * 
- mm 

- 

| FIG . 7 www 

??? “ ? Intly 
?????? ? ??? 

????? 
??????? 
????????? 

??????????? 
| | - ?????????????????? 

?? - ???????? 
1?????????????? 

I ' lllll ? ?? ??????????????? 
?????? ????????? 

? 

- - - - - - - - - - - - - - - ?????????? ???????? New ???? Rem “ ??? wth ? - Mom ????? - ?? win ther two or May NA … 

PROGRAM ii DIRECTION ipass Ipassa 

Micron Ex. 1008, p. 7 
Micron v. YMTC 
IPR2025-00190



w 
“ Ipassa Vpass1 passl ipast 0 Vpassi 1Pass Vpassi ? , perm essed past . Vpassi 

- 

… … … 
… 

11 
g?????????? - - - - - - - - - - - - - - - - - - - - 114 ? 15 ? 

- - - - - - - - - 16 - 9 ??? { IF … 
- Pew me ????? u ren we u ared 

BLI BL2 ?? - ??????????? - ? 
????????????????? 

- ?????????????? 
?????????????? 

Pet ueuery my Hears we with tree wer true eur unus 

Mater 

; * * * 

* * * * * 

* are wer were are grue true erry ture u 

* * * * 

????? ?? ???? 
Mira 

* * * * 

THERM 

* * 
?? arr , we ture 

* 

* 

* 

???????? - ? 
????????????? * ??????? 

????? 
very uren ruru Penew wear urure tere were true curin tree We way my aree mete wer trave 

FIG . 8 

www Mom w htt 
?????? 
?????? ?? ; 

… . 

?? , et ? ww … 

… 

M 
… 

. … 
?? 

TRIP ???????? 
* * * * * * * * - TEL?? 

BI BI + 1 

???????? ttf ite HAS MM ter tree eur userve my were were ver Hui eye Wars wer yeare Inter 

ef PTTTTTT ) 
trute 

- - - - - - 
?????????????? 

???? , ???? ???????? 
- - - - - - ??? ??????? - - - 

???? ??? ??????? 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

He wer Pure wan erre eur very my rule ware 

Blm | ht 

US 2018 / 0190498 A1 Jul . 5 , 2018 Sheet 7 of 21 Patent Application Publication 

Micron Ex. 1008, p. 8 
Micron v. YMTC 
IPR2025-00190



| HG . 9 

| MB 

to He with He 

wity aft ware 

a was may Nut ture uter why New URLA My with we utus we arty Me Neur true withurth , we true the pur by Arap TUM He with My Hur bury Neur wan New My 

we uto Hue No gue Mun We 

N 

+ My HTHA MAwared we Wu * , Hua N 

urth My Huntu … 

FT 

Patent Application Publication 

MAMMY 

man or More 

? 

PGS 

SR PROGRAM DIRECTION 
Tiiii 

- - - 

??? 

????? 

Yease - 

?? , 
????????? 
???? 

13 - me 

- - - - - - - - 

? 

11iiii 

?? 

????? 

?? 

if the first it 

?????? ? 

?????????? 
????????? 

- - - 

pan 
> 

PS 

H = - = - = - = - 
M??????????????? 

- 
Mw?????????? 

- - - - - - 
? ? ?????? 

- - 

MAMAHA my 

ttttttttttinalyttttt 

w 

??? 

??????? 

???????? ??? 
??????????? 

? ??????? 

11 

| | ??????????? 
L????????????? ? 

Jul . 5 , 2018 Sheet 8 of 21 

pass - - 

th 

iiiiiii 

?? 

llllll - - 

??? 

1 

+ + + 

?? 

w 

i way . 

? 

or DEFAULT PASS VOLTAGE 

* * 

* * 

* 

?mmeram 

very to 

PG 

+ 

* 

wwmwwmwwmwwmwww wwwww www 
? / www www 

Mew ?? 

?????????????? ? 

, 
BLI BL2 

45 

4 

1 . 

Blim Hun 

? 

US 2018 / 0190498 A1 

? 

Micron Ex. 1008, p. 9 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 9 of 21 US 2018 / 0190498 A1 

FIG . 10 
wwwwwwwwwwwwwww 

START Aminn 

* * W * * * * w w w w w * * * * * * * * * * * * * * * * * * * * * * * * * * * * Hotel * * * * * * * * 

phones www permanente m ente 
RDIA 

www 
w 

SET REFERENCE PAGE - - 99 
$ 92 

SELECTED PAGE 
REFERENCE PAGE 

ww 

ww 

w 

m 

9A e 

APPLY THIRD PASS VOLTAGE TO UNSELECTED PAGES 
ON WHICH PROGRAM OPERATION HAS NOT BEEN PERFORMED , 
AND APPLY THIRD OR FOURTH PASS VOLTAGE TO UNSELECTED 
PAGES ON WHICH PROGRAM OPERATION HAS BEEN PERFORMED 

893 on www 

www www 

APPLY PROGRAX VOLTAGE TO SELECTED PAGE w 

$ 95 ww 
PASS _ SELECTED PAGE 

VERIFIED SELECT NEXT PAGE 
INCREASE 

PROGRAM VOLTAGE FAIL HVIXION : 
w w 

. . . . 

foto w 

wwwwwww Love what we wth wwwww 
- 

w 
- - - 

wwwww 
- - - - - then 

w 

w APPLY THIRD PASS VOLTAGE TO UNSELECTED PAGES ON 
? ?? 

UlvilaVila 
{ p { A } ?? 4 
VICIATIVA LAU N 

pp ? 
DMW 

??? 
w 

w w AND APPLY FIFTH PASS VOLTAGE TO UNSELECTED PAGES 
ON WHICH PROGRAM OPERATION HAS BEEN PERFORMED 

w 

w 

ADD Y DDA GRAN VOLTAGE w w 

S101 9B 
w w 

INCREASE I 
PROGRAM VOLTAGE ) 

FAIL 
I S100 S100 

SELECTED PAGE 
VERIFIED ? 

TPASS 

w 

w 

w 

TPASS w w 

S103 S102 S102 w w 

SELECT NEXT PAGE amera SELECTED PAGE 
LAST PAGE ? w 

www www ww Awww wote wie w how we he wth the whole that with the white water to the www to tot * t h e time with swth wwwirt with + oil wmm w i th the work to w which it when it het my 

( END ) 

Micron Ex. 1008, p. 10 
Micron v. YMTC 
IPR2025-00190



FIG . 11 

III 

HY 

- We 

Pres try Her Pro My War 

- my High my My 

He wer Home Pro My My + 

My From Em 

my my 

- My Hymn 

" " 

mer retry 

my in My HP Pro Heyn My Way wer May # mm m 

y 

Her PH MY HIS 

MY sity my try Pro me 

a WHY 

N ' My Free My My 

W 

Patent Application Publication 

… … … 

PROGRAM 

????? 

: 

?? 

??? 

NCTION 

… … … 

?? 

????????? 

… 

? 

?????? 

… … 

UIT 

????????? 

??? 

PEP ) 

?????? 

???????? ? 

?? 

??????? 

??? 

- Essed 

… … … … 

? 

+ 

… - - 

re t 

a 

?? … … . 

” 

… 

REFERENCE PAGE 

- PG9 

Merrenergy 

?????????????? ? 

, 

?? ? 
???????? ????? 

| - - ???????????? - ?????? 

? ?? 

??????????????? 

… … … 

?? 

… … 

???? 

Jul . 5 , 2018 Sheet 10 of 21 

my mat 

i on 

on ther ver 

… 

we 

mer - we are new w 

n 

???? ?? 

i 

PS 

Air 

???????? 

? 

Air 
T 

??? 

wo ther 

• 

# ????? 

? 

} 

? 

… + … … 

* * 

pass3 ii 
or 

… 

pass4 

7 

?? 
???? 

… … … … … 

lowereservey 
( pas3 ps4 s + EST 

Das - - - - - NH2 

Ameratmenternmentream w e arnal Param 
* ? ? ? - we has “ ?? 

????????? - - - * * * * * * 

* * 

* 

* 

* 

* 

* 

* 

* 

* * * 

* * 

- 

- 

US 2018 / 0190498 A1 

In Ball 

Blm 

Micron Ex. 1008, p. 11 
Micron v. YMTC 
IPR2025-00190



FIG . 12 

IT 

Patent Application Publication 

A 

v w tv tv www … 

N * 

* * * 

… He thew All we why Wu uemur hu uem we when My 

He we with nume 

+ w . w … 

www … … My 

v www we und New A the up to the www . tw 

th 

E - 16 

i . 

momotion 

* * 

PROGRAMIL17 - 716 DRUCTION | ?2011 pass3 

* 

* 

more 

FIT 

??? , 

? ? 

????????? 

Yoga - 12 - 

| 

+ + + + t 

tttttttti 

… 

! ! 

? ??????????? 

“ 

# ???????? 

… 

… 

ttttttttttttttttti 

… … 

REFERENCE PAGE 

… … 

whe 

??? 

ratorrenter 

??? 

? ?? - PG 

im 
… 

- - ?? 

AT - TE ] ????? 
????? 

- 

????????????????? 
???????????????? ? 

????????? 
- - - 

????? 

- 

????????????? 
??????? 
??????? 

! 

htt?? 

??5 

ww Per w - my Ser 

??????????? ??????????? ? , 
??????????? 

… 

TDS5 ? 

Jul . 5 , 2018 Shet 11 of 21 

? , 

TUTUTUTU 

… … … 

????? 
… 

?????? 
… 

? … … + + … ????? 

* * ????????? 

?????? 

tttttttttttt 

mmmmmmmm … 
?? 

E } ?? 

??? 

… 
???? ?? 

? 

… … 

130 ) ( pass > Fpass3 s 

L? 

1 

iiiii 
???????????????????????? 

momotion 

1 N2 

vii 

a Uni 

US 2018 / 0190498 AI 

Micron Ex. 1008, p. 12 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 12 of 21 US 2018 / 0190498 A1 

DÓI 

VIVIANA wwwwwwwwwwwwwwwwwwwwwwwwwwwwwww T6 

urna - DSL2 ses Wp + 1 

wenn SSL2 
when the wwwww 
thesi 

Sorel * * * et par to 
s 

BLI is tha 

- KE 
Siam 

BK - - wang - wwwwwww 

fron 

the sho 

r ts that has the hottest t attwwwwwwwwwwwwwww turbatuhahahahahhaha . 

w 

* * * * * 

wwwwwwww 
w w w w w w M on www 

batzis IN h 

e 

was my 
w w w w w w w * This he www 

DST MCN - 1 MCp + 1 

Micron Ex. 1008, p. 13 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 13 of 21 US 2018 / 0190498 A1 

FIG . 14 

DSLE 
Vpassi 

DWL1 - or Vpass2 
Vpasst 
Vpass ? 

men we een www nown to PROGRAM DIRECTION Iz Vpassi 
www porn mother to those e 

a 

ith 

are w 

want to that we 

- WL5 Vpgm 
* Vpass2 . V towy mother who 

not why www swet w Zwer 
as 

. 

T 

+ 

to www what there w 

WLa - 2 are 

Vpass2 we 

that Lam1 
to m Lawend zu 

Watl IT yoon other way - - - La het V eprimit o W with w 

ypas - - D # 3VIC Vpassi 1 D12 - Vpassi - DWL2 pm or 
Vpass2 

VIL 

Vpass2 

Vpasst or Vpass2 ( Vpassl > Vpass2 ) 

Micron Ex. 1008, p. 14 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 14 of 21 US 2018 / 0190498 A1 

FIG . 15 
By SL 

SLI 
Vpass3 
or - DAH Vpass4 

Vpass3 
I or 
Vpass4 

? 

? Vpasss 
or * 

PROGRAM DIRECTION Vpasst ? 
* 

* 

* D 3 - - - pgm 
* 

* 

* 

- 05 - - - REFERENCE PACE Vpass - - > 

- - - - FFFFF " 
at it i him is non int it with nothe it in fat hotos won int the min in the in his and at it in him Hit is with in hin the int * * Hit in his is in nah it is if it 

* 

2 
* 

* 

* 

. . … - - pass * 

* 

? 
* 

* 

* 

* 

* Lmatl - HIL I Wal ??????? ~ ~ ? 

Vpass3 
DIR DILE 

Vpass3 
- T Vpass4 

LIE 

Vpasse 

LY Vpass3 or Vpass4 ( Vpassd > Ypass4 ) 

Micron Ex. 1008, p. 15 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 15 of 21 US 2018 / 0190498 A1 

FIG . 16 
SL BL 

isa ISS the yu Vpass3 
Vpass5 or DWL4 - - - D LI 

Vpassi 
' or Vpass5 

TIT 
the they 

is that 

why 

with the 

Mything PROGRAM 
DIRECTION thethe Heythith 

why 

why 

why Where is the 16 - - 23 who 

the there whethy What they 

thirteet 
whith M 

yht 

the thirty 

PAGE wheth In Vpass3 - other with the titly 

pass5 
IELS - - - - REFERENCE PAGE 
EN26 the www with Mythet with 

why they 

. . . the . 

that 

the 
why wwwyth the 
why 

hy - # La - 2 w 

myth 

the 

with the 

with the fully Wa - 1 - Vpgm 
the this ?? ?? Wati IC with this that they with 

Wa Vpass3 wwwwww 

Vpass3 
Vpass5 - - - DW315 Vpass5 

one nej more than the 

e nemende Vpass3 or Vpass ) ( Vpass5 > Vpass3 ) 

Micron Ex. 1008, p. 16 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Shet 16 of 21 US 2018 / 0190498 A1 

m BLm 
4 MultureutraventHeaventurerumuuuuuumuraturatureturaturatumultrueueryMulturatuWeautParthuuuuuuuuuuuuuuuumaururururumuratureturerurururutaturateutraturaturetureturateAreauty / “ ??????????????????????????? 

CISI … … … … … TE ? ? RSS STA 

/ TS1 
SSL 

FIG . 17 . www . www net 
??????? ???? “ ? 

MultraPaPatruemuraturateurunturaturaturer ( TWICES MMMMMMMMMMMMMMMMMMMMMM ?? ?????? ????? ????????????????????????? ? ? ??y … ?? 
ULIS 

MBK www . www . wenwum ??? 
? , her arry her m v w … ? … were … … 

\ - www www r - my to m - www - wer - - 

?????? ??????? 

??? ?? ?????? 

VIII MCH - 1 

Micron Ex. 1008, p. 17 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication 

( Vpassi > Vpass2 ) 

Vpass2 or - 
Vpasst 

Vpassimo 

Vpgnomon 
possono 

Vpass2 . men WLn - 4416 

ISS 

Vpass2 
Vpasst 

or - DWL - 
[ Wn - 
Wla - 1416 

DSL - 
1C 
1 

DWL 

. 

fkkkkkkkkk 
WLn - 2 

UV 

FIG . 18 

Jul . 5 , 2018 Sheet 17 of 21 

ano I Iltkatte 

BL 

M 

where they thing 

that worthyhen wheth 

wit r 

y 

Withers why phyty 

w 

w 

wheth Hyphat they will then why 

why tyhet 

nytt why the Mutter why www 

Huttert with 

photo w 

h 

y with the the 

white with Art Whet Hyttet 

ut 

whethy Anythat 

they 

were whether why they 

then whyth 

wet when twyth Myths www 

Artist Artist what 

DIRECTION 
PROGRAM 

US 2018 / 0190498 A1 

Micron Ex. 1008, p. 18 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 18 of 21 US 2018 / 0190498 A1 

FIG . 19 BL 

roz DSLC 
og - D12 – 1 

WHIC . 
Wn - 146 

Vpass3 
or moto DHT2 

Vpass4 

WO - 1 
PROGRAM 
DIRECTION WL - 2 Tr 

BONTORN 

Vpass3 . WL - 3416 
REFERENCE PAGE - - - WLn - 4 - 

WLn - 54716 
Din L ' AC 

+ 

226410 
WL5 wwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwwww Vpgm — ? 

? 

? Vpass3 
or Vpass4 pass4 W12 - T . 

? 

? 

or ? 

1 1 

Lw - C 
Vpassi 

name mpon . DWL1 
Vpass4 

SSL 
( Vpass3 Vpass4 ) - - 

? 

Micron Ex. 1008, p. 19 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 19 of 21 US 2018 / 0190498 A1 

FIG . 20 ? 
SLII 

Vpass3 
or Vpass5 - DIRI 

Press Hun 
Lun 

Ypgm - - - - - In - 2 HIC 
? n - Il 

PROGRAM DIRECTION FALS 

EFERENCE IL at III II TUN 

WL - 5 ? 

? 

Vpass - - - 

? gmgm ? ? 
? 

Or 
Vpass 
Vpass5 

SSLH 
( Vpasss > Ypass3 ) . 

Micron Ex. 1008, p. 20 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 20 of 21 US 2018 / 0190498 A1 

FIG . 21 
30000 VANT 

3300 3200 
RADIO 

TRANSCEIVER DISPLAY 

3100 

PROCESSOR 
3400 

INPUT DEVICE MEMORY 
CONTROLLER 

MEMORY DEVICE 

FIG . 22 40000 

4300 
DISPLAY 

4100 1100 1200 
MEMORY 

CONTROLLER 
MEMORY PROCESSOR 

INPUT DEVICE 

Micron Ex. 1008, p. 21 
Micron v. YMTC 
IPR2025-00190



Patent Application Publication Jul . 5 , 2018 Sheet 21 of 21 US 2018 / 0190498 A1 

FIG . 23 
50000 

w ww 

5200 

IMAGE SENSOR 
1200 1100 

wwwww wwwwwwwwwwwwwwww 

MEMORY PROCESSOR MEMORY 
DEVICE CONTROLLER Kompression 

5300 
DISPLAY 

FIG . 24 

70000 
Memory Card 

vererererererererererererererererere 

60000 
HOST 

6100 
MICRO HOST 

PROCESSOR INTERFACE N 

62001 1200 7100 
CARD I 

INTERFACE 
VADV MEMORY Lut 
CONTROLLER 

Micron Ex. 1008, p. 22 
Micron v. YMTC 
IPR2025-00190



US 2018 / 0190498 A1 Jul . 5 , 2018 

MEMORY DEVICE AND METHOD OF 
OPERATING THE SAME 

CROSS - REFERENCE TO RELATED 
APPLICATION 

[ 0001 ] The present application claims priority under 35 
U . S . C . $ 119 ( a ) to Korean patent application number 
10 - 2017 - 0001875 filed on Jan . 5 , 2017 in the Korean 
Intellectual Property Office , the entire disclosure of which is 
incorporated herein by reference . 

BACKGROUND 
1 . Technical Field 

[ 0002 ] Various embodiments of the present disclosure 
generally relate to a memory device and a method of 
operating the memory device , and more particularly , to a 
program operation of the memory device . 

page , and to word lines coupled to pages on which the 
program operation has not been performed among the unse 
lected pages . 
[ 0009 ] An embodiment of the present disclosure may 
provide for a method operating a memory device . The 
method may include applying a program voltage to a word 
line coupled to a selected page , applying a first pass voltage 
to all or some pages on which a program operation has been 
performed , among unselected pages other than the selected 
page ; and applying a second pass voltage lower than the first 
pass voltage to pages on which the program operation has 
not been performed , among the unselected pages . 
[ 0010 ] An embodiment of the present disclosure may 
provide for a method of operating a memory device . The 
method may include setting a reference page , determining 
whether a selected page has reached the reference page , 
applying the third pass voltage or a fourth pass voltage lower 
than the third pass voltage to word lines coupled to unse 
lected pages on which the program operation has been 
performed before the selected page reaches the reference 
page applying the third pass voltage or a fourth pass voltage 
lower than the third pass voltage to word lines coupled to 
unselected pages on which the program operation has been 
performed , and applying a program voltage to a word line 
coupled to the selected page , applying the third pass voltage 
to word lines coupled to unselected pages on which a 
program operation has not been performed and applying a 
fifth pass voltage higher than the third pass voltage to word 
lines coupled to unselected pages on which the program 
operation has been performed after the selected page has 
reached the reference page , and applying the program volt 
age to the word line coupled to the selected page . 

2 . Related Art 
[ 0003 ] Memory devices are classified into a volatile 
memory device and a nonvolatile memory device . 
[ 0004 ] The nonvolatile memory device can retain its con 
tents even when power supply is interrupted . Although read 
and write speeds thereof are relatively low compared to 
those of the volatile memory device , the nonvolatile 
memory device is widely used for portable electronic 
devices because it retains its contents regardless of whether 
or not it is connected to a power supply . 
10005 ] Examples of a nonvolatile memory device may 
include a read - only memory ( ROM ) , a mask ROM 
( MROM ) , a programmable ROM ( PROM ) , an erasable 
programmable ROM ( EPROM ) , an electrically erasable 
programmable ROM ( EEPROM ) , a flash memory , a phase 
change random access memory ( PRAM ) , a magnetic RAM 
( MRAM ) , a resistive RAM ( RRAM ) , and a ferroelectric 
RAM ( FRAM ) according to the data storage scheme . 
[ 0006 ] The flash memory may have a two - dimensional 
( 2D ) structure in which strings are horizontally arranged on 
a semiconductor substrate . Alternatively , the flash memory 
may have a three - dimensional ( 3D ) structure in which 
strings are vertically stacked on a semiconductor substrate . 
As the two - dimensional ( 2D ) structure reaches its physical 
scaling limit , semiconductor manufacturers are producing 
memory devices that include memory cells vertically 
stacked on a semiconductor substrate . 

BRIEF DESCRIPTION OF THE DRAWINGS 
[ 0011 ] FIG . 1 is a diagram for explaining a memory 
system according to an embodiment of the present disclo 
sure . 
[ 0012 ] FIG . 2 is a diagram for explaining a memory device 
of FIG . 1 . 
[ 0013 ] FIG . 3 is a diagram for explaining a memory block 
of FIG . 2 . 
[ 0014 ] FIG . 4 is a flowchart for explaining a program 
operation according to an embodiment of the present dis 
closure . 
[ 0015 ] FIG . 5 is a flowchart for explaining in detail the 
program operation of FIG . 4 . 
[ 0016 ] FIGS . 6 to 9 are diagrams for explaining examples 
of the program operation of FIG . 5 . 
[ 00171 FIG . 10 is a flowchart for explaining a program 
operation according to an embodiment of the present dis 
closure . 
[ 0018 ] FIGS . 11 and 12 are diagrams for explaining 
examples of the program operation of FIG . 10 . 
[ 0019 ] FIG . 13 is a diagram for explaining an embodiment 
of a 3D memory block . 
[ 0020 ] FIG . 14 is a diagram for explaining an example of 
a program operation of FIG . 13 . 
[ 0021 ] FIGS . 15 and 16 are diagrams for explaining an 
example of a program operation of FIG . 13 . 
[ 0022 ] FIG . 17 is a diagram for explaining an embodiment 
of a 3D memory block . 
[ 0023 ] FIG . 18 is a diagram for explaining an example of 
a program operation of FIG . 17 . 

SUMMARY 
[ 0007 ] Various embodiments of the present disclosure are 
directed to a memory device and a method of operating the 
memory device , which can improve the reliability of a 
program operation of the memory device . 
[ 0008 ] An embodiment of the present disclosure may 
provide for a memory device . The memory device may 
include a memory block including a plurality of pages , 
peripheral circuits configured to sequentially program the 
pages , and control logic configured to control the peripheral 
circuits such that a program voltage is applied to a word line 
coupled to a page selected from among the pages such that 
different pass voltages are applied to all or some word lines 
coupled to pages on which a program operation has been 
performed among unselected pages other than the selected 
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[ 0024 ] FIGS . 19 and 20 are diagrams for explaining an 
example of a program operation of FIG . 17 . 
[ 0025 ] FIG . 21 is a diagram for explaining an embodiment 
of a memory system including the memory device of FIG . 
2 . 
[ 0026 ] FIG . 22 is a diagram for explaining an embodiment 
of a memory system including the memory device of FIG . 

[ 0027 ] FIG . 23 is a diagram for explaining an embodiment 
of a memory system including the memory device of FIG . 
2 . 
[ 0028 ] FIG . 24 is a diagram for explaining an embodiment 
of a memory system including the memory device of FIG . 

DETAILED DESCRIPTION 
[ 0029 ] Example embodiments will now be described more 
fully hereinafter with reference to the accompanying draw 
ings ; however , they may be embodied in different forms and 
should not be construed as limited to the embodiments set 
forth herein . Rather , these embodiments are provided so that 
this disclosure will be thorough and complete , and will fully 
convey a scope of the example embodiments to those skilled 
in the art . 
[ 0030 ] In the drawing figures , dimensions may be exag 
gerated for clarity of illustration . It will be understood that 
when an element is referred to as being “ between ” two 
elements , it can be the only element between the two 
elements , or one or more intervening elements may also be 
present . 
( 0031 ) Hereinafter , embodiments will be described with 
reference to the accompanying drawings . Embodiments are 
described herein with reference to cross - sectional illustra 
tions that are schematic illustrations of embodiments ( and 
intermediate structures ) . As such , variations from the shapes 
of the illustrations as a result , for example , of manufacturing 
techniques and / or tolerances , are to be expected . Thus , 
embodiments should not be construed as limited to the 
particular shapes of regions illustrated herein but may 
include deviations in shapes that result , for example , from 
manufacturing . In the drawings , lengths and sizes of layers 
and regions may be exaggerated for clarity . Like reference 
numerals in the drawings denote like elements . 
[ 0032 ] Terms such as “ first ” and “ second ” may be used to 
describe various components , but the terms should not limit 
the various components . Those terms are only used for the 
purpose of differentiating a component from other compo 
nents . For example , a first component may be referred to as 
a second component , and a second component may be 
referred to as a first component and so forth without depart 
ing from the spirit and scope of the present disclosure . 
Furthermore , “ and / or ” may include any one of or a combi 
nation of the components mentioned . 
[ 0033 ] Furthermore , a singular form may include a plural 
from as long as it is not specifically mentioned in a sentence . 
Furthermore , “ include / comprise ” or “ including / comprising ” 
used in the specification represents that one or more com 
ponents , steps , operations , and elements exist or are added . 
0034 ] . Furthermore , unless defined otherwise , all the 
terms used in this specification including technical and 
scientific terms have the same meanings as would be gen 
erally understood by those skilled in the related art . The 
terms defined in generally used dictionaries should be con 
strued as having the same meanings as would be construed 

in the context of the related art , and unless clearly defined 
otherwise in this specification , should not be construed as 
having idealistic or overly formal meanings . 
[ 0035 ] It is also noted that in this specification , “ con 
nected / coupled ” refers to one component not only directly 
coupling another component but also indirectly coupling 
another component through an intermediate component . On 
the other hand , " directly connected / directly coupled ” refers 
to one component directly coupling another component 
without an intermediate component . 
[ 0036 ] FIG . 1 is a diagram for explaining a memory 
system according to an embodiment of the present disclo 
sure . 

[ 0037 ] Referring to FIG . 1 , a memory system 1000 may 
include a memory device 1100 for storing data and a 
memory controller 1200 for controlling the memory device 
1100 which is under the control of a host 2000 . 
[ 0038 ] The host 2000 may communicate with the memory 
system 1000 using an interface protocol such as a peripheral 
component interconnect - express ( PCI - E ) , an advanced tech 
nology attachment ( ATA ) , a serial ATA ( SATA ) , a parallel 
ATA ( PATA ) , or a serial attached SCSI ( SAS ) . In addition , 
the interface protocol provided for the purpose of data 
communication between the host 2000 and the memory 
system 1000 is not limited to the above examples and may 
be an interface protocol such as a Universal Serial Bus 
( USB ) , a Multi - Media Card ( MMC ) , an Enhanced Small 
Disk Interface ( ESDI ) , or Integrated Drive Electronics 
( IDE ) . 
[ 0039 ] The memory controller 1200 may control overall 
operation of the memory system 1000 and may control data 
exchange between the host 2000 and the memory device 
1100 . For example , the memory controller 1200 may pro 
gram or read data by controlling the memory device 1100 in 
response to a request from the host 2000 . Further , the 
memory controller 1200 may store information about main 
memory blocks and sub - memory blocks included in the 
memory device 1100 , and may select the memory device 
1100 so that a program operation is performed on a main 
memory block or a sub - memory block depending on the 
amount of data that is loaded for the program operation . In 
an embodiment , the memory device 1110 may include a 
double data rate synchronous dynamic random access 
memory ( DDR SDRAM ) , a low power DDR SDRAM 
fourth generation ( LPDDR4 SDRAM ) , a graphics double 
data rate SDRAM ( GDDR SDRAM ) , a low power DDR 
( LPDDR ) , a Rambus dynamic random access memory 
( RDRAM ) , or a flash memory . 
[ 0040 ] The memory device 1100 may perform a program , 
read , or erase operation under the control of the memory 
controller 1200 . For example , the memory device 1100 may 
program memory cells included in a page selected from 
among a plurality of pages included in the memory device 
1100 . 
[ 0041 ] FIG . 2 is a diagram for explaining the memory 
device of FIG . 1 . 
[ 0042 ] Referring to FIG . 2 , the memory device 1100 may 
include a memory cell array 100 , which stores data . The 
memory device 1100 may also include peripheral circuits 
200 , which perform a program operation for storing data in 
the memory cell array 100 , a read operation for outputting 
stored data , and an erase operation for erasing stored data . 
The memory device 1100 may include control logic 300 , 
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which controls the peripheral circuits 200 under the control 
of a memory controller ( e . g . , 1200 of FIG . 1 ) . 
[ 0043 ] The memory cell array 100 may include a plurality 
of memory blocks MB1 to MBk ( where k is a positive 
integer ) . Local lines LL and bit lines BL1 to BLm ( where m 
is a positive integer ) may be coupled to each of the memory 
blocks MB1 to MBk . For example , the local lines LL may 
include word lines , drain and source select lines , and source 
lines . For example , the local lines LL may further include 
dummy lines . For example , the local lines LL may further 
include pipe lines . 
[ 0044 ] The local lines LL may be coupled to the memory 
blocks MB1 to MBk , respectively , and the bit lines BL1 to 
BLm may be coupled in common to the memory blocks 
MB1 to MBk . The memory blocks MB1 to MBk may be 
implemented in a two - dimensional ( 2D ) or three - dimen 
sional ( 3D ) structure . For example , in memory blocks 
formed in the 2D structure , pages may be horizontally 
arranged on a substrate . For example , in memory blocks 
formed in the 3D structure , pages may be vertically arranged 
on a substrate . 
[ 0045 ] The peripheral circuits 200 may be configured to 
perform program , read , and erase operations on a selected 
memory block under the control of the control logic 300 . For 
example , the peripheral circuits 200 may include a voltage 
generating circuit 210 , a row decoder 220 , a page buffer 
group 230 , a column decoder 240 , an input / output circuit 
250 , and a current sensing circuit 260 . 
[ 0046 ] The voltage generating circuit 210 may generate 
various operating voltages Vop to be used for program , read 
and erase operations in response to an operation signal 
OP _ CMD . For example , the voltage generating circuit 210 
may generate a program voltage , a verify voltage , a pass 
voltage , a read voltage , an erase voltage , a turn - on voltage , 
etc . under the control of the control logic 300 . For example , 
during a program operation , the voltage generating circuit 
210 may generate a first or second pass voltage or first and 
second pass voltages as a pass voltage to be applied to 
unselected pages under the control of the control logic 300 . 
For example , the first or second pass voltage may be applied 
to word lines ( e . g . , unselected word lines ) , which are 
coupled to unselected pages . 
[ 0047 ] The row decoder 220 may transfer the operating 
voltages Vop to the local lines LL coupled to the selected 
memory block in response to a row address RADD . 
[ 0048 ] The page buffer group 230 may include a plurality 
of page buffers PB1 to PBm coupled to the bit lines BL1 to 
BLm . The page buffers PB1 to PBm may be operated in 
response to page buffer control signals PBSIGNALS . For 
example , the page buffers PB1 to PBm may temporarily 
store data received through the bit lines BL1 to BLm or may 
sense the voltages or currents of the bit lines BL1 to BLm 
during a read or a verify operation . 
[ 0049 ] The column decoder 240 may transfer data 
between the input / output circuit 250 and the page buffer 
group 230 in response to a column address CADD . For 
example , the column decoder 240 may exchange data with 
the page buffers PB through data lines DL or may exchange 
data with the input / output circuit 250 through column lines 

[ 0051 ] During a read operation or a verify operation , the 
current sensing circuit 260 may generate a reference current 
in response to an enable bit VRY _ BIT < # > , and may com 
pare a sensing voltage VPB received from the page buffer 
group 230 with a reference voltage , generated by the refer 
ence current , and output a pass signal PASS or a fail signal 
FAIL . 
[ 0052 ] The control logic 300 may control the peripheral 
circuits 200 by outputting the operation signal OP _ CMD , 
the row address RADD , the page buffer control signals 
PBSIGNALS , and the enable bit VRY BIT < # > in response 
to the command CMD and the address ADD . Further , the 
control logic 300 may determine whether a verify operation 
has passed or failed in response to a pass or fail signal PASS 
or FAIL . In particular , during a program operation , the 
control logic 300 may control the voltage generating circuit 
210 so that the pass voltage is adjusted depending on 
whether unselected pages have been programmed . For 
example , during the program operation , the control logic 
300 may control the voltage generating circuit 210 so that a 
program voltage is applied to a word line ( e . g . , a selected 
word line ) coupled to a selected page and a pass voltage is 
applied to word lines ( e . g . , unselected word lines ) coupled 
to unselected pages . For example , during the program opera 
tion , the control logic 300 may control the voltage generat 
ing circuit 210 so that the pass voltage is adjusted depending 
on whether a program operation has previously been per 
formed on unselected pages . For example , during the pro 
gram operation , the control logic 300 may control the 
voltage generating circuit 210 so that different pass voltages 
are applied to unselected pages on which the program 
operation has previously been performed and unselected 
pages on which the program operation has not been per 
formed . For example , during the program operation , the 
control logic 300 may control the voltage generating circuit 
210 so that different pass voltages are applied to all or some 
word lines coupled to unselected pages on which the pro 
gram operation has already been performed and to word 
lines coupled to at least some unselected pages on which the 
program operation has not been performed . For example , 
during the program operation , the control logic 300 may 
group the pages based on a reference page and may control 
the voltage generating circuit 210 so that the pass voltage to 
be applied to unselected pages is adjusted depending on the 
group in which a selected page is included . 
[ 0053 ] FIG . 3 is a diagram for explaining the memory 
blocks of FIG . 2 . Because the memory blocks MB1 to MBK 
illustrated in FIG . 2 may have a similar configuration as the 
memory blocks in FIG . 3 , a first memory block MB1 , among 
the memory blocks , will be described by way of example . 
10054 ] Referring to FIG . 3 , the first memory block MB1 
may include a plurality of strings ST coupled between bit 
lines BL1 to BLm ( where m is a positive integer ) and a 
source line SL . The bit lines BL1 to BLm may be coupled 
to the strings ST , respectively , and the source line SL may be 
coupled in common to the strings ST . Since the strings ST 
may have the same configuration , the string ST coupled to 
the first bit line BL1 will be described in detail by way of 
example . 
[ 0055 ] The string ST may include a source select transistor 
SST , a plurality of memory cells F1 to F16 , and a drain select 
transistor DST , which are connected in series between the 
source line SL and the first bit line BL1 . A single string ST 
may include one or more source select transistors SST and 

CL . 
[ 0050 ] The input / output circuit 250 may transfer a com 
mand CMD and an address ADD , received from a memory 
controller ( e . g . , 1200 of FIG . 1 ) , to the control logic 300 , or 
may exchange data DATA with the column decoder 240 . 
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hory drain select transistors DST , and may include more memory 
cells than the memory cells F1 to F16 illustrated in the 
drawing . 
[ 0056 A source of the source select transistor SST may be 
coupled to the source line SL and a drain of the drain select 
transistor DST may be coupled to the first bit line BL1 . The 
memory cells F1 to F16 may be connected in series between 
the source select transistor SST and the drain select transis 
tor DST . Gates of the source select transistors SST included 
in different strings ST may be coupled to a source select line 
SSL , gates of the drain select transistors DST may be 
coupled to a drain select line DSL , and gates of the memory 
cells F1 to F6 may be coupled to a plurality of word lines 
WL1 to WL16 . Among the memory cells included in dif - 
ferent strings ST , a group of memory cells coupled to the 
same word line may be referred to as a page PG . Therefore , 
a number of pages PG that are identical to the number of 
word lines WL1 to WL16 may be included in the memory 
block . Some of the strings ST included in the first memory 
block MB1 may be included in a normal area 31 in which 
normal data is stored , and the remaining strings may be 
included in a flag area 32 in which flag data required for the 
operation of the memory device 1100 is stored . The normal 
data may include user data , and the flag data may include 
information about whether a program operation has already 
been performed on each page . 
[ 0057 ] FIG . 4 is a flowchart for explaining a program 
operation according to an embodiment of the present dis 
closure . 
[ 0058 ] Referring to FIG . 4 , the memory device 1100 may 
perform a program operation on selected memory cells in a 
selected page in response to a program command and an 
address , which are received from a memory controller ( e . g . , 
1200 of FIG . 1 ) . For example , the program operation may be 
performed using an incremental step pulse program ( ISPP ) 
method of increasing a program voltage by a step voltage . 
The program operation based on the ISPP method may 
include the step of programming a selected page , the step of 
verifying the selected page , and the step of increasing the 
program voltage if necessary . 
[ 0059 ] The above - described program operation will be 
described in greater detail below . 
[ 0060 ] At a program operation performance step S410 , a 
program operation may be performed on memory cells 
selected from among memory cells included in the selected 
page . 
[ 0061 ] After the program operation has been performed on 
the selected page for a predetermined period of time , an 
operation of determining whether the selected page is veri 
fied at step S420 may be performed . During the verify 
operation , it may be determined whether the threshold 
voltages of the selected memory cells have increased up to 
a target voltage . 
10062 ] If memory cells having threshold voltages which 
have not increased up to the target voltage are present among 
the selected memory cells of the selected page , the verify 
operation has failed . On the other hand , if the threshold 
voltages of all of the selected memory cells in the selected 
page have increased up to the target voltage , the selected 
memory cells have passed the verify operation . 
[ 0063 ] When the verify operation has failed , the program 
voltage applied to the selected page is increased at step 
S430 , and the program operation S410 that uses the 
increased program voltage may be performed . In this way , 

until the selected page has passed the verify operation , steps 
S410 to S430 may be repeated . 
[ 0064 ] If the selected page has passed the verify operation , 
an operation of determining whether the selected page on 
which the program operation has already been performed is 
the last page , among program target pages , may be per 
formed at step S440 . If it is determined that the selected page 
is not the last page ( in case of “ No ” ) , a next page may be 
selected at step S450 , and steps S410 to $ 450 may be 
repeated . If it is determined at step S440 that the selected 
page is the last page , among the program target pages ( in 
case of “ Yes ” ) , the program operation of the selected 
memory block may be terminated . 
f0065 ] When , among the above - described operations , the 
program operation S410 is performed , a pass voltage is 
applied to unselected pages other than the selected page , and 
this operation will be described in detail below . 
[ 0066 ] FIG . 5 is a flowchart for explaining the program 
operation of FIG . 4 in detail . 
10067 ] Referring to FIG . 5 , the program operation S410 of 
FIG . 4 will be described as follows . 
[ 0068 ] When the program operation of a selected memory 
block starts , an operation of determining whether one or 
more pages on which the program operation has already 
been performed are present may be performed at step S411 . 
For example , the pages on which the program operation has 
already been performed may be determined based on data 
stored in flag cells of respective pages . For example , in the 
flag cells included in the pages , data related to the states of 
respective pages , such as information about whether the 
program operation has previously been performed on 
respective pages , and programmed logical page information 
( e . g . , a lower bit or an upper bit ) , may be stored . 
[ 0069 ] If it is determined at step S411 that no page on 
which the program operation has previously been performed 
is present in case of “ No ” ) in the memory block , the 
peripheral circuits 200 may be controlled such that a second 
pass voltage may be applied to word lines coupled to the 
unselected pages at step S413 . For example , when no page 
on which the program operation has previously been per 
formed is present in the selected memory block , the selected 
page may be a program target page that is selected first from 
the selected memory block . Here , the second pass voltage 
that is applied to the unselected pages may be applied to 
word lines ( e . g . , unselected word lines ) coupled to the 
unselected pages . Then , the program voltage may be applied 
to the selected page at step S414 and a program operation 
may be performed on the selected memory cells . Here , the 
program voltage applied to the selected page may be applied 
to a word line ( e . g . , a selected word line ) coupled to the 
selected page . 
[ 0070 ] If it is determined at step S411 that pages on which 
the program operation has previously been performed are 
present ( in case of “ Yes ” ) in the memory block , the control 
logic 300 may control the peripheral circuits 200 to apply 
different pass voltages to unselected pages on which the 
program operation has not been performed and to unselected 
pages on which the program operation has previously been 
performed 
[ 0071 ] For example , the control logic 300 may control the 
peripheral circuits 200 to apply a first pass voltage to all or 
some unselected pages via word lines coupled to unselected 
pages on which the program operation has already been 
performed , and a second pass voltage lower than the first 
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pass voltage may be applied to unselected pages via word 
lines coupled to the unselected pages on which the program 
operation has not been performed at step S412 . For example , 
both the first and second pass voltages may be set to positive 
voltages higher than 0 V , and may be applied to word lines 
of the unselected pages . For example , the first pass voltage 
may be set to a voltage that is higher than the second pass 
voltage and is lower than the program voltage . In other 
words , the second pass voltage may be set to a voltage 
between 0 V and the first pass voltage . Alternatively , the first 
pass voltage may be applied to some of the unselected pages 
on which the program operation has already been performed , 
and the second pass voltage lower than the first pass voltage 
may be applied to some of the unselected pages on which the 
program operation has not been performed . For example , 
when the first pass voltage is applied to some of the 
unselected pages on which the program operation has pre 
viously been performed , and the second pass voltage is 
applied to some of the unselected pages on which the 
program operation has not been performed , an additional 
pass voltage differing from the first and second pass voltages 
may be applied to the remaining pages . Here , the additional 
pass voltage differing from the first and second pass voltages 
may be a pass voltage set to a default in the memory device . 
Then , the program voltage may be applied to the selected 
page , and thus the program operation may be performed on 
the selected memory cells at step S414 . 
[ 0072 ] In this way , a higher pass voltage is applied to all 
or some of the unselected pages on which the program 
operation has previously been performed than that of the 
unselected pages on which the program operation has not 
been performed , thus preventing channels from being dis 
connected on the pages on which the program operation has 
previously been performed . That is , because the memory 
cells on which the program operation has previously been 
performed have threshold voltages higher than those of 
memory cells on which the program operation has not been 
performed , a higher pass voltage is required to form chan 
nels . Therefore , as described above , a relatively high voltage 
( e . g . , the first pass voltage ) is applied to all or some of the 
pages on which the program operation has previously been 
performed , thus preventing channels from being discon 
nected and reducing the occurrence of a program disturb 
phenomenon in an area including the unselected pages . 
[ 0073 ] The above - described program operation will be 
described in more detail below . 
[ 0074 ] FIGS . 6 to 9 are diagrams for explaining examples 
of the program operation of FIG . 5 . 
[ 0075 ] FIG . 6 is a diagram for explaining an example in 
which a program operation is performed in the direction 
from a source select line SSL to a drain select line DSL . 
[ 0076 ] Referring to FIG . 6 , a first page PG1 may be 
arranged adjacent to the source select line SSL and a 
sixteenth page PG16 may be arranged adjacent to the drain 
select line DSL . Although 16 pages are illustrated as being 
included in a first memory block MB1 in FIG . 6 , this 
illustration corresponds only to a drawing for explaining an 
example of a program operation according to the present 
disclosure , and thus the number of pages is not limited 
thereto . 
[ 0077 ] Assuming that a ninth page PG9 is the selected 
page , the remaining first to eighth pages and tenth to 
sixteenth pages are unselected pages . When a program 
operation is performed in the direction from the first page 

PG1 to the sixteenth page PG16 , the first to eighth pages 
may be unselected pages on which the program operation 
has already been performed , and the tenth to sixteenth pages 
may be unselected pages on which the program operation 
has not been performed . 
[ 0078 ] During the program operation of the selected page 
PG9 , a first pass voltage Vpass1 may be applied to word 
lines WL1 to WL8 coupled to the unselected pages on which 
the program operation has already been performed , and a 
second pass voltage Vpass2 lower than the first pass voltage 
Vpass1 may be applied to word lines WL10 to WL16 
coupled to the unselected pages on which the program 
operation has not been performed . A program voltage Vpgm 
may be applied to a word line WL9 coupled to the selected 
page PG9 , and thus the program operation may be per 
formed on the selected page . 
[ 0079 ] An example in which the sequence of the program 
operation differs from that of the above - described example 
will be described below . 
[ 0080 ] FIG . 7 is a diagram for explaining an example in 
which a program operation is performed in the direction 
from a drain select line DSL to a source select line SSL . 
[ 0081 ] Referring to FIG . 7 , when the program operation is 
sequentially performed in the direction from a sixteenth 
page PG16 to a first page PG1 , and a selected page is a ninth 
page PG9 , the sixteenth to tenth pages may be unselected 
pages on which the program operation has already been 
performed , and eighth to first pages may be unselected pages 
on which the program operation has not been performed . 
[ 0082 ] During the program operation of the selected page 
PG9 , the first pass voltage Vpass1 may be applied to word 
lines WL16 to WL10 coupled to the unselected pages on 
which the program operation has already been performed , 
and the second pass voltage Vpass2 lower than the first pass 
voltage Vpass1 may be applied to word lines WL8 to WL1 
coupled to the unselected pages on which the program 
operation has not been performed . The program voltage 
Vpgm may be applied to a word line WL9 coupled to the 
selected page PG9 , and thus the program operation may be 
performed on the selected page . 
[ 0083 ] An example in which dummy cells are included in 
strings ST will be described below . 
[ 0084 ] FIG . 8 is a diagram for explaining a program 
operation of a memory block MB1 including dummy cells . 
[ 0085 ] Referring to FIG . 8 , each of strings ST may include 
one or more dummy cells . For example , the dummy cells 
may be arranged adjacent to a source select transistor SST 
and may be arranged adjacent to a drain select transistor 
DST . Alternatively , the dummy cells may be arranged 
between memory cells . In FIG . 8 , an embodiment in which 
dummy cells F1 and F16 are arranged adjacent to the source 
and drain select transistors SST and DST will be described 
below . 
[ 0086 ] During the program operation of the selected page 
PG9 , the first or second pass voltage Vpassl or Vpass2 may 
be applied to unselected word lines WL2 to WL8 and WL10 
to WL15 depending on whether a program operation has 
been previously performed on the unselected pages ( see 
FIGS . 6 and 7 ) , and the program voltage Vpgm may be 
applied to a selected word line WL9 . Here , the first or second 
pass voltage Vpass1 or Vpass2 may be applied to dummy 
lines WL1 and WL16 coupled to gates of the dummy cells 
F1 and F16 . For example , when the dummy cells F1 and F16 
have already been programmed and the threshold voltages 
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thereof have increased , the first pass voltage Vpass1 may be 
applied to the dummy lines WL1 and WL16 . If the dummy 
cells F1 and F16 have been erased , the second pass voltage 
Vpass1 lower than the first pass voltage Vpass1 may be 
applied to the dummy lines WL1 and WL16 . 
[ 0087 ] FIG . 9 is a diagram for explaining an example in 
which a program operation is performed in the direction 
from a source select line SSL to a drain select line DSL . 
10088 ] Referring to FIG . 9 , a first page PG1 may be 
arranged adjacent to the source select line SSL , and a 
sixteenth page PG16 may be arranged adjacent to the drain 
select line DSL . Although 16 pages are illustrated as being 
included in a first memory block MB1 in FIG . 9 , this 
illustration corresponds only to a drawing for explaining an 
example of a program operation according to the present 
disclosure , and thus the number of pages is not limited 
thereto . 
[ 0089 ] Assuming that the ninth PG9 is a selected page , the 
remaining first to eighth pages and tenth to sixteenth pages 
may be unselected pages . When the program operation is 
performed in the direction from the first page PG1 to the 
sixteenth page PG16 , the first to eighth pages may be 
unselected pages on which the program operation has 
already been performed , and the tenth to sixteenth pages 
may be unselected pages on which the program operation 
has not been performed . 
[ 0090 ] During the program operation of the selected page 
PG9 , the first pass voltage Vpass1 may be applied to some 
of the word lines WL1 to WL8 coupled to the unselected 
pages on which the program operation has already been 
performed , and the second pass voltage Vpass2 lower than 
the first pass voltage Vpass1 may be applied to word lines 
WL10 to WL16 coupled to the unselected pages on which 
the program operation has not been performed . For example , 
the first pass voltage Vpass1 may be applied to the fifth to 
eighth word lines WL5 to WL8 , among the word lines WL1 
to WL8 coupled to the unselected pages on which the 
program operation has already been performed , and the 
second pass voltage Vpass2 or a default pass voltage may be 
applied to the remaining first to fourth word lines WL1 to 
WL4 . The program voltage Vpgm may be applied to the 
ninth word line WL9 coupled to the selected page PG9 , and 
thus the program operation may be performed on the 
selected page . 
[ 0091 ] FIG . 9 is intended to describe an example in which 
the first pass voltage Vpass1 is applied only to some word 
lines coupled to pages , among pages on which the program 
operation has been completed . Accordingly , among word 
lines coupled to the pages on which the program operation 
has been completed , word lines to which the first pass 
voltage Vpass1 is to be applied may vary depending on the 
memory device . 
[ 0092 ] FIG . 10 is a flowchart for explaining a program 
operation according to an embodiment of the present dis 
closure . 
[ 0093 ] Referring to FIG . 10 , a program operation accord 
ing to an embodiment of the present disclosure may be 
divided into operation 9A performed before a selected page 
reaches a reference page , and an operation 9B performed 
after the selected page has reached the reference page . 
[ 0094 ] The reference page may be set in consideration of 
the time required for the threshold voltages of programmed 
memory cells to be stabilized . In detail , after the memory 
cells have been programmed and the threshold voltages 

thereof have increased , the threshold voltages may be 
unstable for a predetermined period of time . For example , 
the memory cells may enter an unstable state in which 
electrons trapped in the memory cells can easily move due 
to an external voltage for a predetermined period of time , 
but , after the predetermined period of time has passed , the 
memory cells may enter a stable state in which the move 
ment of the electrons is suppressed . Therefore , the time 
required for the memory cells to enter the stable state is 
measured by performing a test operation , and the reference 
page may be set based on the measured time . For example , 
the reference page may be set in consideration of the time 
required for memory cells included in a first page to be 
stabilized , or may be set in consideration of the time 
required for memory cells included in a second page or an 
N - th ( where N is a positive integer ) page to be stabilized . 
[ 0095 ] Information about the reference page may be stored 
in the memory controller ( e . g . , 1200 of FIG . 1 ) , the control 
logic ( e . g . , 300 of FIG . 2 ) , or flag cells included in the flag 
area ( e . g . , 32 of FIG . 3 ) of a memory block . 
[ 0096 ] When the reference page information is stored in 
the memory controller ( e . g . , 1200 of FIG . 1 ) , the memory 
controller ( e . g . , 1200 of FIG . 1 ) may transmit the reference 
page information together with a program target address 
when transmitting the program target address to the memory 
device 1100 , and the memory device ( e . g . , 1100 of FIG . 2 ) 
may perform a program operation based on the received 
information . 
[ 0097 ] When the reference page information is stored in 
the control logic ( e . g . , 300 of FIG . 2 ) , the control logic ( e . g . , 
300 of FIG . 2 ) may control the voltage generating circuit 
( e . g . 210 of FIG . 2 ) so that either or both of the first and 
second pass voltages may be output based on the reference 
page information . 
[ 0098 ] . When the reference page information is stored in 
the flag area ( e . g . , 32 of FIG . 3 ) of the memory block , the 
control logic ( e . g . , 300 of FIG . 2 ) may obtain the reference 
page information by reading the information from the flag 
cells included in the flag area ( e . g . , 32 of FIG . 3 ) , and may 
control the peripheral circuits ( e . g . , 200 of FIG . 2 ) based on 
the reference page information . 
[ 0099 ] A program operation that uses reference page infor 
mation will be described in detail below . 
[ 0100 ] When the reference page is set , the reference page 
information may be stored in the memory controller ( e . g . , 
1200 of FIG . 1 ) or the memory device ( e . g . , 1100 of FIG . 1 ) 
at step S91 . The control logic 300 may control peripheral 
circuits 200 to perform an operation of determining whether 
a selected page that is the target to be programmed is the 
reference page may be performed at step S92 . If it is 
determined that the selected page is not the reference page 
before the selected page reaches the reference page ( in case 
of “ No ” ) , a third pass voltage may be applied to unselected 
pages via word lines coupled to the unselected pages on 
which a program operation has not been performed , and the 
third pass voltage or a fourth pass voltage lower than the 
third pass voltage may be applied to unselected pages via 
word lines coupled to unselected pages on which the pro 
gram operation has previously been performed at step 893 . 
Here , the third pass voltage or the fourth pass voltage may 
be applied to word lines of the unselected pages . Then , the 
program voltage may be applied to the selected page at step 
S94 . Here , the program voltage may be applied to the word 
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line coupled to the selected page . Next , a verify operation 
may be performed on the memory cells included in the 
selected page at step S95 . 
[ 0101 ] When the verify operation has failed , the program 
voltage is increased at step S96 , and steps S93 to S96 may 
be repeated until the verify operation has passed . 
[ 0102 ] When the verify operation has passed , a next page 
is selected at step S97 , steps S92 to S97 may be repeated 
until the selected page becomes the reference page . 
[ 0103 ] If it is determined at step S92 that the selected page 
is the reference page ( in case of “ Yes ” ) , the control logic 300 
may control the peripheral circuits 200 so that the third pass 
voltage may be applied to unselected pages via word lines 
coupled to unselected pages on which the program operation 
has not been performed , and a fifth pass voltage higher than 
the third pass voltage may be applied to unselected pages via 
word lines coupled to unselected pages on which the pro 
gram operation has previously been performed at step S98 . 
For example , the third , fourth , and fifth pass voltages may be 
set to voltages that are higher than 0 V and are lower than 
the program voltage . The third pass voltage may be set to a 
voltage that is higher than the fourth pass voltage and is 
lower than the fifth pass voltage . Here , the third or fifth pass 
voltage may be applied to the word lines of the unselected 
pages . Then , the program voltage may be applied to the 
selected page at step 899 . Here , the program voltage may be 
applied to the word line coupled to the selected page . Next , 
a verify operation may be performed on the memory cells 
included in the selected page at step S100 . 
[ 0104 ] If the verify operation has failed , the program 
voltage is increased at step S101 , and steps S98 to $ 101 may 
be repeated until the verify operation has passed . 
[ 0105 ] If the verify operation has passed , an operation of 
determining whether the selected page is the last page may 
be performed at step S102 . For example , it may be deter 
mined whether the page selected from among the program 
target pages included in the selected memory block is the 
last page . 
[ 0106 ] If the selected page is not the last page ( in case of 
“ No ” ) , a next page is selected at step S103 , and steps S98 to 
S103 may be repeated . 
[ 0107 ] If the selected page is the last page ( in case of 
“ Yes ” ) , the program operation of the selected memory block 
may be terminated . 
[ 0108 ] FIGS . 11 and 12 are diagrams for explaining 
examples of the program operation of FIG . 10 . 
[ 0109 ] FIG . 11 is a diagram for explaining a program 
operation performed before a selected page reaches a refer 
ence page . 
[ 0110 ] Referring to FIG . 11 , it is assumed that a program 
direction is the direction from a source select line SSL to a 
drain select line DSL , and the reference page is a ninth page 
PG9 . Here , because the program operation is sequentially 
performed from a first page , the program operation 9A of 
FIG . 10 may be performed when the selected page is 
included in first to eighth pages , and the program operation 
9B of FIG . 10 may be performed when the selected page is 
included in the ninth to sixteenth pages . 
10111 ] In FIG . 11 , an example in which the selected page 
is a fifth page PG5 is illustrated , and thus this corresponds 
to a case where the selected page has not reached the 
reference page . Therefore , the third or fourth pass voltage 
Vpass3 or Vpass4 may be applied to word lines WL1 to 
WL4 coupled to pages on which the program operation has 

previously been performed , and the third pass voltage 
Vpass3 may be applied to word lines WL6 to WL16 coupled 
to pages on which a program operation has not been per 
formed . The program voltage Vpgm may be applied to a 
word line WL5 coupled to the selected page , and thus the 
program operation may be performed on the selected page . 
[ 0112 ] FIG . 12 is a diagram for explaining a program 
operation performed after the selected page has reached the 
reference page . 
[ 0113 ] Referring to FIG . 12 , an example in which the 
selected page is a twelfth page is illustrated . That is , because 
the selected page is included in ninth to sixteenth pages PG9 
to PG16 , a program operation ( e . g . , 9B of FIG . 10 ) per 
formed after the selected page has reached the reference 
page may be performed . For example , the fifth pass voltage 
Vpass5 may be applied to word lines WL1 to WL11 coupled 
to pages on which the program operation has previously 
been performed , and the third pass voltage Vpass3 may be 
applied to word lines WL13 to WL16 coupled to pages on 
which a program operation has not been performed . The 
program voltage Vpgm may be applied to the word line 
WL12 coupled to the selected page , and thus the program 
operation may be performed on the selected page . 
[ 0114 ] The above - described program operation may also 
be applied to a 3D memory device vertically arranged on a 
substrate . In relation to this , a description will be made with 
reference to the following drawings . 
[ 0115 ] FIG . 13 is a diagram for explaining an embodiment 
of a 3D memory block . 
[ 0116 ] Referring to FIG . 13 , a memory cell array 100 may 
include a plurality of memory blocks MB1 to MBk . The 
internal configuration of the first memory block MB1 is 
illustrated in FIG . 13 to help with an understanding of the 
disclosure , and the internal configuration of the remaining 
memory blocks MB2 to MBk is omitted . The second to k - th 
memory blocks MB2 to MBk may have the same configu 
ration as the first memory block MB1 . 
10117 ] . The first memory block MB1 may include a plu 
rality of strings ST11 to ST1m and ST21 to ST2m . In an 
embodiment , each of the strings ST11 to ST1m and ST21 to 
ST2m may be formed in a ' U ' shape . In the first memory 
block MB1 , m strings may be arranged in a row direction 
( i . e . , an X direction ) . In FIG . 13 , two strings are illustrated 
as being arranged in a column direction ( i . e . , a Y direction ) . 
However , this illustration is made for the convenience of 
description , and three or more strings may be arranged in the 
column direction . 
[ 0118 ] . Each of the plurality of strings ST11 to ST1m and 
ST21 to ST2m may include at least one source select 
transistor SST , first to n - th memory cells MC1 to MCn , a 
pipe transistor PT , and at least one drain select transistor 
DST . 
f01191 The source and drain select transistors SST and 
DST and the memory cells MC1 to MCn may have similar 
structures . In an embodiment , each of the source and drain 
select transistors SST and DST and the memory cells MC1 
to MCn may include a channel layer , a tunnel insulating 
layer , a charge trap layer , and a blocking insulating layer . For 
example , a pillar for providing the channel layer may be 
provided to each string . In an embodiment , a pillar for 
providing at least one of the channel layer , the tunnel 
insulating layer , the charge trap layer , and the blocking 
insulating layer may be provided to each string . 
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[ 0120 ] The source select transistor SST of each string may 
be coupled between a source line SL and memory cells MC1 
to MCp . 
[ 0121 ] In an embodiment , the source select transistors of 
strings arranged in the same row may be coupled to a source 
select line extended in a row direction , and source select 
transistors of strings arranged in different rows may be 
coupled to different source select lines . In FIG . 13 , the 
source select transistors of the strings ST11 to ST1m in a first 
row may be coupled to a first source select line SSL1 . The 
source select transistors of the strings ST21 to ST2m in a 
second row may be coupled to a second source select line 
SSL2 . 
10122 ] In another embodiment , the source select transis 
tors of the strings ST11 to ST1m and ST21 to ST2m may be 
coupled in common to a single source select line . 
[ 0123 ] The first to n - th memory cells MC1 to MCn in each 
string may be coupled between the source select transistor 
SST and the drain select transistor DST . 
101241 . The first to n - th memory cells MC1 to MCn may be 
divided into first to p - th memory cells MC1 to MCp and 
p + 1 - th to n - th memory cells MCp + 1 to MCn . The first to 
p - th memory cells MC1 to MCp may be sequentially 
arranged in a Z direction and may be connected in series 
between the source select transistor SST and the pipe 
transistor PT . The p + 1 - th to n - th memory cells MCp + 1 to 
MCn may be sequentially arranged in the Z direction and 
may be connected in series between the pipe transistor PT 
and the drain select transistor DST . The first to p - th memory 
cells MC1 to MCp and the p + 1 - th to n - th memory cells 
MCp + 1 to MCn may be coupled to each other through the 
pipe transistor PT . Gates of the first to n - th memory cells 
MC1 to MCn of each string may be coupled to first to n - th 
word lines WL1 to WLn , respectively . 
[ 0125 ] In an embodiment , at least one of the first to n - th 
memory cells MC1 to MCn may be used as a dummy 
memory cell . When the dummy memory cell is provided , the 
voltage or current of the corresponding string may be stably 
controlled . Accordingly , the reliability of data stored in the 
memory block MB1 may be improved . 
[ 0126 ] A gate of the pipe transistor PT of each string may 
be coupled to a pipeline PL . 
[ 0127 ] The drain select transistor DST of each string may 
be coupled between the corresponding bit line and the 
memory cells MCp + 1 to MCn . The strings arranged in a row 
direction may be coupled to drain select lines extended in the 
row direction . The drain select transistors of the strings ST11 
to ST1m in a first row may be coupled to a first drain select 
line DSL1 . The drain select transistors of the strings ST21 to 
ST2m in a second row may be coupled to a second drain 
select line DSL2 . 
[ 0128 ] The strings arranged in a column direction may be 
coupled to bit lines extended in the column direction . In FIG . 
13 , the strings ST11 and ST21 in a first column may be 
coupled to a first bit line BL1 . The strings ST1m and ST2m 
in an m - th column may be coupled to an m - th bit line BLm . 
[ 0129 ] Memory cells coupled to the same word line , 
among strings arranged in a row direction , constitute a single 
page . For example , memory cells coupled to the first word 
line WL1 , among the strings ST11 to ST1m in the first row , 
may constitute a single page . Memory cells coupled to the 
first word line WL1 , among the strings ST21 to ST2m in the 
second row , may constitute a single additional page . The 
strings arranged in the direction of a single row may be 

selected by selecting any one of the drain select lines DSL1 
and DSL2 . A single page may be selected from the selected 
strings by selecting any one of the word lines WL1 to WLn . 
[ 0130 ] FIG . 14 is a diagram for explaining an example of 
a program operation of FIG . 13 . 
[ 0131 ] Referring to FIG . 14 , in this example it is assumed 
that a program operation is sequentially performed from a 
first word line WL1 to an a - th word line WLa , and is 
sequentially performed from an a + 1 - th word line WLa + 1 to 
an n - th word line WLn . 
0132 ] When a fifth word line WL5 is a word line coupled 
to a selected page , pages to which the first to fourth word 
lines WL1 to WL4 are coupled may be pages on which a 
program has already been performed , and pages to which the 
sixth to n - th word lines WL6 to WLn are coupled may be 
pages on which the program operation has not been per 
formed . Therefore , when the program voltage Vpgm is 
applied to the word line WL5 coupled to the selected page , 
a first pass voltage Vpass1 may be applied to the first to 
fourth word lines WL1 to WL4 , and a second pass voltage 
Vpass2 lower than the first pass voltage may be applied to 
the sixth to n - th word lines WL6 to WLn . The first and 
second pass voltages Vpass1 and Vpass2 may be set to 
voltages that are higher than 0 V and are lower than the 
program voltage Vpgm . 
[ 0133 ] Further , if dummy cells are included in a string , the 
first or second pass voltage Vpass1 or Vpass2 may be 
applied to dummy lines DWL1 to DWL4 coupled to the 
dummy cells when the program voltage Vpgm is applied to 
the selected word line WL5 coupled to the selected page . 
[ 0134 ] Further , when a program operation is performed in 
a direction opposite the program direction illustrated in FIG . 
14 , the first or second pass voltage Vpass1 or Vpass2 may 
be applied to unselected word lines , as described above with 
reference to FIG . 7 . 
[ 0135 ] FIGS . 15 and 16 are diagrams for explaining an 
example of the program operation of FIG . 13 . 
[ 0136 ] Referring to FIG . 15 , a reference page may be set 
as in the case of the program operation , described above 
with reference to FIG . 10 . In this example , it is assumed that 
a page coupled to a fifth word line WL5 is set as the 
reference page , and that a program operation is sequentially 
performed from a first word line WL1 to an a - th word line 
WLa and is sequentially performed from an a + 1 - th word line 
WLa + 1 to an n - th word line WLn . 
[ 0137 ] When the third word line WL3 is a word line 
coupled to the selected page , pages to which the first and 
second word lines WL1 and WL2 are coupled may be pages 
on which the program operation has already been performed , 
and pages to which the fourth to n - th word lines WL4 to 
WLn are coupled may be pages on which the program 
operation has not been performed . Therefore , when a pro 
gram voltage Vpgm is applied to the word line WL3 coupled 
to the selected page , a third pass voltage Vpass3 or a fourth 
pass voltage Vpass4 may be applied to the first and second 
word lines WL1 and WL2 , and the third pass voltage Vpass3 
may be applied to the fourth to n - th word lines WL4 to WLn . 
The third and fourth pass voltages Vpass3 and Vpass4 may 
be set to voltages that are higher than 0 V and are lower than 
the program voltage Vpgm , and the fourth pass voltage 
Vpass4 may be set to a voltage that is less than or equal to 
the third pass voltage Vpass3 . 
0138 ] Further , if dummy cells are included in a string , the 
third or fourth pass voltage Vpass3 or Vpass4 may be 
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applied to dummy lines DWL1 to DWL4 coupled to the 
dummy cells when the program voltage Vpgm is applied to 
the selected word line WL3 . 
[ 0139 ] Referring to FIG . 16 , in this example it is assumed 
that a page to which the fifth word line WL5 is coupled is 
set as a reference page , and that a program operation is 
sequentially performed from the first word line WL1 to the 
a - th word line WLa and is sequentially performed from the 
a + 1 - th word line WLa + 1 to the n - th word line WLn . 
[ 0140 ] When an a - 1 - th word line WLa - 1 is a word line 
coupled to the selected page , pages to which the first to 
a - 2 - th word lines WL1 to WLa - 2 are coupled may be pages 
on which a program operation has already been performed , 
and pages to which the a - th to n - th word lines WLa to WLn 
are coupled may be pages on which the program operation 
has not been performed . Therefore , when a program voltage 
Vpgm is applied to the word line WLa - 1 coupled to the 
selected page , a fifth pass voltage Vpass5 may be applied to 
the first to a - 2 - th word lines WL1 to WLa - 2 , and a third 
pass voltage Vpass3 may be applied to the a - th to n - th word 
lines WLa to WLn . The third and fifth pass voltages Vpass3 
and Vpass5 may be set to voltages that are higher than 0 V 
and are lower than the program voltage Vpgm , and the third 
pass voltage Vpass3 may be set to a voltage that is lower 
than the fifth pass voltage Vpass5 . 
[ 0141 ] Further , if dummy cells are included in a string , the 
third or fifth pass voltage Vpass3 or Vpass5 may be applied 
to dummy lines DWL1 to DWL4 coupled to the dummy 
cells when the program voltage Vpgm is applied to the 
selected word line WLa - 1 . 
[ 0142 ] FIG . 17 is a diagram for explaining an embodiment 
of a 3D memory block . 
[ 0143 ] Referring to FIG . 17 , a memory cell array 100 may 
include a plurality of memory blocks MB1 to MBk . The 
internal configuration of the first memory block MB1 is 
illustrated in FIG . 17 to help in the understanding of the 
disclosure , and the internal configuration of the remaining 
memory blocks MB2 to MBk is omitted . The second to k - th 
memory blocks MB2 to MBk may have the same configu 
ration as the first memory block MB1 . 
[ 0144 ] The first memory block MB1 may include a plu 
rality of strings ST11 ' to ST1m ' and ST21 ' to ST2m ' . Each of 
the plurality of strings ST11 ' to ST1m ' and ST21 ' to ST2m ' 
may be extended along a Z direction . In the first memory 
block MB1 , m strings may be arranged in an X direction . 
Although two strings are illustrated as being arranged in a Y 
direction in FIG . 17 , this illustration is merely made for the 
convenience of description , and three or more strings may be 
arranged in a column direction . 
[ 0145 ] Each of the strings ST11 ' to ST1m ' and ST21 ' to 
ST2m ' may include at least one source select transistor SST , 
first to n - th memory cells MC1 to MCn , and at least one 
drain select transistor DST . 
[ 0146 ] The source select transistor SST of each string may 
be coupled between a source line SL and the memory cells 
MC1 to MCn . The source select transistors of strings 
arranged in the same row may be coupled to the same source 
select line . The source select transistors of the strings ST11 ' 
to ST1m ' arranged in a first row may be coupled to a first 
source select line SSL1 . The source select transistors of the 
strings ST21 ' to ST2m ' arranged in a second row may be 
coupled to a second source select line SSL2 . In other 
embodiments , the source select transistors of the strings 

ST11 ' to ST1m ' and ST21 ' to ST2m ' may be coupled in 
common to a single source select line . 
[ 0147 ] The first to n - th memory cells MC1 to MCn in each 
string may be connected in series between the source select 
transistor SST and the drain select transistor DST . Gates of 
the first to n - th memory cells MC1 to MCn may be coupled 
to first to n - th word lines WL1 to WLn , respectively . 
[ 0148 ] In an embodiment , at least one of the first to n - th 
memory cells MC1 to MCn may be used as a dummy 
memory cell . When the dummy memory cell is provided , the 
voltage or current of the corresponding string may be stably 
controlled . Accordingly , the reliability of data stored in the 
memory block MB1 may be improved . 
[ 0149 ] The drain select transistor DST of each string may 
be coupled between the corresponding bit line and the 
memory cells MC1 to MCn . The drain select transistors DST 
of strings arranged in a row direction may be coupled to 
drain select lines extended in the row direction . The drain 
select transistors DST of the strings ST11 ' to ST1m ' in a first 
row may be coupled to a first drain select line DSL1 . The 
drain select transistors DST of the strings ST21 ' to ST2m ' in 
a second row may be coupled to a second drain select line 
DSL2 . 
[ 0150 ] Consequently , the memory block MB1 of FIG . 17 
may have an equivalent circuit similar to that of the memory 
block MB1 of FIG . 13 except that a pipe transistor PT is 
excluded from each string . 
[ 0151 ] FIG . 18 is a diagram for explaining an example of 
the program operation of FIG . 17 . 
[ 0152 ] Referring to FIG . 18 , in this example it is assumed 
that a program operation is sequentially performed from a 
first word line WL1 to an n - th word line WLn . 
10153 ] . When a fourth word line WL4 is a word line 
coupled to a selected page , pages to which first to third word 
lines WL1 to WL3 are coupled may be pages on which a 
program operation has already been performed , and pages to 
which fifth to n - th word lines WL5 to WLn are coupled may 
be pages on which the program operation has not been 
performed . Therefore , when a program voltage Vpgm is 
applied to the word line WL4 coupled to the selected page , 
a first pass voltage Vpass1 may be applied to the first to third 
word lines WL1 to WL3 , and a second pass voltage Vpass2 
lower than the first pass voltage may be applied to the fifth 
to n - th word lines WL5 to WLn . The first and second pass 
voltages Vpass1 and Vpass2 may be set to voltages that are 
higher than 0 V and are lower than the program voltage 
V pgm . 
[ 0154 ] Further , if dummy cells are included in a string , the 
first or second pass voltage Vpass1 or Vpass2 may be 
applied to dummy lines DWL1 and DWL2 coupled to the 
dummy cells when the program voltage Vpgm is applied to 
the selected word line WL4 . 
[ 0155 ] Furthermore , when the program operation is per 
formed in a direction opposite the program direction illus 
trated in FIG . 18 , the first or second pass voltage Vpass1 or 
Vpass2 may be applied to unselected word lines , as 
described above with reference to FIG . 7 . 
[ 0156 ] FIGS . 19 and 20 are diagrams for explaining an 
example of the program operation of FIG . 17 . 
0157 ] Referring to FIG . 19 , a reference page may be set 
as in the case of the program operation , described above 
with reference to FIG . 10 . For example , it is assumed that a 
page to which an n - 4 - th word line WLn - 4 is coupled is set 
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as the reference page , and that a program operation is 
sequentially performed from a first word line WL1 to an n - th 
word line WLn . 
0158 ] When the fifth word line WL5 is a word line 
coupled to the selected page , pages to which the first to 
fourth word lines WL1 to WL4 are coupled may be pages on 
which a program operation has already been performed , and 
pages to which the sixth to n - th word lines WL6 to WLn are 
coupled may be pages on which the program operation has 
not been performed . Therefore , when a program voltage 
Vpgm is applied to the word line WL5 coupled to the 
selected page , a third pass voltage Vpass3 or a fourth pass 
voltage Vpass4 may be applied to the first to fourth word 
lines WL1 to WL4 , and the third pass voltage Vpass3 may 
be applied to the sixth to n - th word lines WL6 to WLn . The 
third and fourth pass voltages Vpass3 and Vpass4 may be set 
to voltages that are higher than 0 V and are lower than the 
program voltage Vpgm , and the fourth pass voltage Vpass4 
may be set to a voltage that is less than or equal to the third 
pass voltage Vpass3 . 
[ 0159 ] Further , if dummy cells are included in a string , the 
third or fourth pass voltage Vpass3 or Vpass4 may be 
applied to dummy lines DWL1 and DWL2 coupled to the 
dummy cells when the program voltage Vpgm is applied to 
the selected word line WL5 . 
[ 0160 ] Referring to FIG . 20 , it is assumed that a page to 
which the n - 4 - th word line WLn - 4 is coupled is set as a 
reference page , and that a program operation is sequentially 
performed from the first word line WL1 to the n - th word line 
WLn . 
[ 0161 ] When the n - 2 - th word line WLn - 2 is a word line 
coupled to the selected page , pages to which the first to 
n - 3 - th word lines WL1 to WLn - 3 are coupled may be pages 
on which a program operation has already been performed , 
and pages to which the n - 1 - th and n - th word lines WLn - 1 
and WLn are coupled may be pages on which the program 
operation has not been performed . Therefore , when a pro 
gram voltage Vpgm is applied to the word line WLn - 2 
coupled to the selected page , a fifth pass voltage Vpass5 may 
be applied to the first to n - 3 - th word lines WL1 to WLn - 3 , 
and a third pass voltage Vpass3 may be applied to the n - 1 - th 
and n - th word lines WLn - 1 and WLn . The third and fifth 
pass voltages Vpass3 and Vpass5 may be set to voltages that 
are higher than 0 V and are lower than the program voltage 
Vpgm , and the third pass voltage Vpass3 may be set to a 
voltage that is lower than the fifth pass voltage Vpass5 . 
[ 0162 ] Further , if dummy cells are included in a string , the 
third or fifth pass voltage Vpass3 or Vpass5 may be applied 
to dummy lines DWL1 and DWL2 coupled to the dummy 
cells when the program voltage Vpgm is applied to the 
selected word line WLn - 2 . 
[ 0163 ] As described above , when the pass voltage is 
adjusted depending on whether unselected pages have been 
programmed during a program operation , variation in the 
threshold voltages of programmed memory cells may be 
suppressed , and a program disturb phenomenon may be 
reduced . For this operation , each of the above - described 
embodiments may be performed singly or in combination 
with some embodiments . Therefore , the reliability of the 
program operation of the memory device may be improved . 
[ 0164 ] FIG . 21 is a diagram illustrating an embodiment of 
a memory system including the memory device shown in 
FIG . 2 . 

[ 0165 ] Referring to FIG . 21 , a memory system 30000 may 
b e embodied in a cellular phone , a smartphone , a tablet PC , 
a personal digital assistant ( PDA ) , or a wireless communi 
cation device . The memory system 30000 may include the 
memory device 1100 and a memory controller 1200 capable 
of controlling the operation of the memory device 1100 . The 
memory controller 1200 may control a data access opera 
tion , e . g . , a program , erase , or read operation , of the memory 
device 1100 under control of a processor 3100 . 
[ 0166 ] Data programmed in the memory device 1100 may 
be output through a display 3200 under control of the 
memory controller 1200 . 
[ 0167 ] A radio transceiver 3300 may send and receive 
radio signals through an antenna ANT . For example , the 
radio transceiver 3300 may change a radio signal received 
through the antenna ANT into a signal which may be 
processed in the processor 3100 . Therefore , the processor 
3100 may process a signal output from the radio transceiver 
3300 and transmit the processed signal to the memory 
controller 1200 or the display 3200 . The memory controller 
1200 may program a signal processed by the processor 3100 
to the memory device 1100 . 
[ 0168 ] Furthermore , the radio transceiver 3300 may 
change a signal output from the processor 3100 into a radio 
signal , and output the changed radio signal to the external 
device through the antenna ANT . An input device 3400 may 
be used to input a control signal for controlling the operation 
of the processor 3100 or data to be processed by the 
processor 3100 . The input device 3400 may be implemented 
as a pointing device such as a touch pad or a computer 
mouse , a keypad or a keyboard . The processor 3100 may 
control the operation of the display 3200 such that data 
output from the memory controller 1200 , data output from 
the radio transceiver 3300 , or data output from the input 
device 3400 is output through the display 3200 . 
[ 0169 ] In an embodiment , the memory controller 1200 
capable of controlling the operation of the memory device 
1100 may be implemented as a part of the processor 3100 or 
a chip provided separately from the processor 3100 . 
[ 0170 ] FIG . 22 is a diagram illustrating an embodiment of 
a memory system including the memory device shown in 
FIG . 2 . 
[ 0171 ] Referring to FIG . 22 , a memory system 40000 may 
be embodied in a personal computer , a tablet PC , a net - book , 
an e - reader , a personal digital assistant ( PDA ) , a portable 
multimedia player ( PMP ) , an MP3 player , or an MP4 player . 
[ 0172 ] The memory system 40000 may include the 
memory device 1100 and a memory controller 1200 capable 
of controlling the data processing operation of the memory 
device 1100 . 
[ 0173 ] A processor 4100 may output data stored in the 
memory device 1100 through a display 4300 , according to 
data input from an input device 4200 . For example , the input 
device 4200 may be implemented as a pointing device such 
as a touch pad or a computer mouse , a keypad , or a 
keyboard . 
[ 0174 ] The processor 4100 may control overall operation 
of the memory system 40000 and control operation of the 
memory controller 1200 . In an embodiment , the memory 
controller 1200 capable of controlling operation of the 
memory device 1100 may be implemented as a part of the 
processor 4100 or a chip provided separately from the 
processor 4100 . 
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[ 0175 ] FIG . 23 is a diagram illustrating an embodiment of 
a memory system including the memory device shown in 
FIG . 2 . 
[ 0176 ] Referring to FIG . 23 , a memory system 50000 may 
be embodied in an image processing device , e . g . , a digital 
camera , a portable phone provided with a digital camera , a 
smartphone provided with a digital camera , or a tablet PC 
provided with a digital camera . 
[ 0177 ] The memory system 50000 may include the 
memory device 1100 and a memory controller 1200 capable 
of controlling a data processing operation , e . g . , a program , 
erase , or read operation , of the memory device 1100 . 
[ 0178 ] An image sensor 5200 of the memory system 
50000 may convert an optical image into digital signals . The 
converted digital signals may be transmitted to a processor 
5100 or the memory controller 1200 . Under the control of 
the processor 5100 , the converted digital signals may be 
output through a display 5300 or stored in the memory 
device 1100 through the memory controller 1200 . Data 
stored in the memory device 1100 may be output through the 
display 5300 under the control of the processor 5100 or the 
memory controller 1200 . 
[ 0179 ] In an embodiment , the memory controller 1200 
capable of controlling operation of the memory device 1100 
may be implemented as a part of the processor 5100 , or a 
chip provided separately from the processor 5100 . 
10180 ] FIG . 24 is a diagram illustrating an embodiment of 
a memory system including the memory device shown in 
FIG . 2 . 
[ 0181 ] Referring to FIG . 24 , a memory system 70000 may 
be embodied in a memory card or a smart card . The memory 
system 70000 may include the memory device 1100 , a 
memory controller 1200 and a card interface 7100 . 
[ 0182 ] The memory controller 1200 may control data 
exchange between the memory device 1100 and the card 
interface 7100 . In an embodiment , the card interface 7100 
may be a secure digital ( SD ) card interface or a multi - media 
card ( MMC ) interface , but it is not limited thereto . 
10183 ] The card interface 7100 may interface data 
exchange between a host 60000 and the memory controller 
1200 according to a protocol of the host 60000 . In an 
embodiment , the card interface 7100 may support a univer 
sal serial bus ( USB ) protocol and an inter - chip ( IC ) - USB 
protocol . Here , the card interface may refer to hardware 
capable of supporting a protocol which is used by the host 
60000 , software installed in the hardware , or a signal 
transmission method . 
[ 0184 ] When the memory system 70000 is connected to a 
host interface 6200 of the host 60000 such as a PC , a tablet 
PC , a digital camera , a digital audio player , a cellular phone , 
console video game hardware or a digital set - top box , the 
host interface 6200 may perform data communication with 
the memory device 1100 through the card interface 7100 and 
the memory controller 1200 under the control of a micro 
processor 6100 . 
[ 0185 ] The present disclosure may improve the reliability 
of the program operation of a memory device . 
[ 0186 ] Examples of embodiments have been disclosed 
herein , and although specific terms are employed , they are 
used and are to be interpreted in a generic and descriptive 
sense only and not for purpose of limitation . In some 
instances , as would be apparent to one of ordinary skill in the 
art as of the filing of the present application , features , 
characteristics , and / or elements described in connection 

with a particular embodiment may be used singly or in 
combination with features , characteristics , and / or elements 
described in connection with other embodiments unless 
otherwise specifically indicated . Accordingly , it will be 
understood by those of skill in the art that various changes 
in form and details may be made without departing from the 
spirit and scope of the present disclosure as set forth in the 
following claims . 
What is claimed is : 
1 . A memory device , comprising : 
a memory block including a plurality of pages ; 
peripheral circuits configured to sequentially program the 

pages ; and 
control logic configured to control the peripheral circuits 

such that a program voltage is applied to a word line 
coupled to a page selected from among the pages such 
that different pass voltages are applied to all or some 
word lines coupled to pages on which a program 
operation has been performed among unselected pages 
other than the selected page , and to word lines coupled 
to pages on which the program operation has not been 
performed among the unselected pages . 

2 . The memory device according to claim 1 , wherein the 
memory block is formed in a two - dimensional ( 2D ) struc 
ture in which the pages are horizontally arranged on a 
substrate or in a three - dimensional ( 3D ) structure in which 
the pages are vertically arranged on the substrate . 

3 . The memory device according to claim 1 , wherein the 
peripheral circuits comprise a voltage generating circuit 
configured to generate : 

the program voltage that is applied to the word line 
coupled to the selected page , and 

the pass voltages that are applied to word lines coupled to 
the unselected pages . 

4 . The memory device according to claim 1 , wherein the 
control logic is configured to control the peripheral circuits 
such that , when the program operation of the memory block 
starts , it is determined whether pages on which the program 
operation has been performed are included in the pages on 
which to perform the program operation , such that the pass 
voltages are generated based on a result of the determina 
tion . 

5 . The memory device according to claim 4 , wherein the 
control logic is configured to : 

control the peripheral circuits such that , when pages on 
which the program operation has been performed , are 
included in the memory block , a first pass voltage is 
applied to all or some of word lines coupled to unse 
lected pages on which the program operation has been 
performed , and such that a second pass voltage lower 
than the first pass voltage is applied to word lines 
coupled to unselected pages on which the program 
operation has not been performed , and 

control the peripheral circuits such that , when pages on 
which the program operation has been performed are 
not included in the memory block , the second pass 
voltage is applied to the word lines coupled to the 
unselected pages . 

6 . The memory device according to claim 1 , wherein the 
control logic is configured to control the peripheral circuits 
such that , when the first pass voltage is applied to some of 
the word lines coupled to the unselected pages on which the 
program operation has been performed , the second pass 

Micron Ex. 1008, p. 33 
Micron v. YMTC 
IPR2025-00190



US 2018 / 0190498 A1 Jul . 5 , 2018 

voltage is applied to word lines coupled to remaining pages , 
among the unselected pages on which the program operation 
has been performed . 

7 . The memory device according to claim 1 , wherein the 
control logic is configured to control the peripheral circuits 
such that : 

a reference page that is set among the pages is compared 
with the selected page , and 

the pass voltages are generated as different voltages 
before and after the selected page reaches the reference 
page . 

8 . The memory device according to claim 7 , wherein 
information about the reference page is stored in the control 
logic or in a flag area of the memory block . 

9 . The memory device according to claim 7 , wherein the 
control logic is configured to control the peripheral circuits 
such that , before the selected page reaches the reference 
page , a third pass voltage is applied to the word lines 
coupled to the pages on which the program operation has not 
been performed , among the unselected pages , and such that 
the third pass voltage or a fourth pass voltage lower than the 
third pass voltage is applied to the word lines coupled to the 
pages on which the program operation has been performed . 

10 . The memory device according to claim 7 , wherein the 
control logic is configured to control the peripheral circuits 
such that , after the selected page has reached the reference 
page , the third pass voltage is applied to the word lines 
coupled to the pages on which the program operation has not 
been performed , among the unselected pages , and a fifth 
voltage higher than the third pass voltage is applied to the 
word lines coupled to the pages on which the program 
operation has been performed . 

11 . A method of operating a memory device , comprising : 
applying a program voltage to a word line coupled to a 

selected page ; 
applying a first pass voltage to all or some pages on which 

a program operation has been performed , among unse 
lected pages other than the selected page ; and 

applying a second pass voltage lower than the first pass 
voltage to pages on which the program operation has 
not been performed , among the unselected pages . 

12 . The method according to claim 11 , wherein the first 
and second pass voltages are set to voltages that are higher 
than 0 V and are lower than the program voltage . 

13 . The method according to claim 11 , further comprising , 
before applying the program voltage to the word line 
coupled to the selected page , determining whether one or 
more pages on which the program operation has been 
performed are included in the pages . 

14 . The method according to claim 13 , further comprising 
applying the second pass voltage to all word lines coupled 
to the unselected pages if no pages on which the program 
operation has been performed are included in the one or 
more pages . 

15 . The method according to claim 11 , wherein , if dummy 
cells are included in a memory block including the pages , 
the first or second pass voltage is applied to dummy lines 
coupled to the dummy cells when the program voltage is 
applied to the word line coupled to the selected page . 

16 . A method of operating a memory device , comprising : 
setting a reference page ; 
determining whether a selected page has reached the 

reference page ; 
applying a third pass voltage to word lines coupled to 

unselected pages on which a program operation has not 
been performed before the selected page reaches the 
reference page , applying the third pass voltage or a 
fourth pass voltage lower than the third pass voltage to 
word lines coupled to unselected pages on which the 
program operation has been performed , and applying a 
program voltage to a word line coupled to the selected 
page ; and 

applying the third pass voltage to word lines coupled to 
unselected pages on which a program operation has not 
been performed and applying a fifth pass voltage higher 
than the third pass voltage to word lines coupled to 
unselected pages on which the program operation has 
been performed after the selected page has reached the 
reference page , and applying the program voltage to the 
word line coupled to the selected page . 

17 . The method according to claim 16 , wherein the 
reference page is set in consideration of a time required for 
programmed memory cells to be stabilized during a test 
operation . 

18 . The method according to claim 17 , wherein the time 
required for the memory cells to be stabilized is a time 
required for movement of electrons trapped in the memory 
cells to be suppressed . 

19 . The method according to claim 16 , wherein the third , 
fourth , and fifth pass voltages are set to voltages that are 
higher than 0 V and are lower than the program voltage . 

20 . The method according to claim 16 , wherein , when 
dummy cells are included in a memory block including the 
pages , the third , fourth or fifth pass voltage is applied to 
dummy lines coupled to the dummy cells when the program 
voltage is applied to the word line coupled to the selected 
page . 

* * * * * 
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