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I. INTRODUCTION 

A. Background 

Tesla, Inc. (“Petitioner”) filed a Petition requesting inter partes 

review of claims 1–18 of U.S. Patent No. 11,206,670 B2 (Ex. 1001, 

“the ’670 Patent”).  Paper 2 (“Pet.”).  Petitioner filed a Declaration of 

Zhi Ding Ph.D., with its Petition.  Ex. 1003.  Intellectual Ventures II LLC 

(“Patent Owner”) timely filed a Preliminary Response.  Paper 7 (“Prelim. 

Resp.”).  Patent Owner filed a Declaration of Todor V. Cooklev, Ph.D., with 

its Preliminary Response.  Ex. 2006.  

Pursuant to the Interim Processes for PTAB Workload Management 

Memorandum (“Memorandum”) issued on March 26, 2025, Patent Owner 

filed its Discretionary Denial Brief on April 7, 2025.  Paper 6.  Petitioner 

filed its Opposition Brief on May 27, 2025.  Paper 8.  On June 13, 2025, 

Acting Director Stewart issued a decision determining that discretionary 

denial of institution is not appropriate in this case and referring the Petition 

to us for merits and other non-discretionary statutory considerations.  

Paper 9. 

We have authority to determine whether to institute review under 

35 U.S.C. § 314 and 37 C.F.R. § 42.4(a).  An inter partes review may not be 

instituted unless it is determined that “the information presented in the 

petition filed under section 311 and any response filed under section 313 

shows that there is a reasonable likelihood that the petitioner would prevail 

with respect to at least 1 of the claims challenged in the petition.”  35 U.S.C. 

§ 314(a).  

For the reasons provided below and based on the record before us, we 

determine there is a reasonable likelihood Petitioner would prevail in 

showing at least one of the challenged claims is unpatentable. 
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B. Real Parties-In-Interest 

Petitioner indicates that Tesla, Inc. is the real party-in-interest.  

Pet. 78.  Patent Owner indicates that Intellectual Ventures II LLC is the real 

party-in-interest.  Paper 3, 2.   

C. Related Matters 

The parties indicate the ’670 Patent is or was involved in the 

following district court litigations: Intellectual Ventures II LLC v. Tesla, 

Inc., No. WDTX-6-24-cv-00188 (W.D. Tex.); Intellectual Ventures II LLC 

v. Tesla, Inc., No. WDTX-1-24-cv-00884 (W.D. Tex.); and Intellectual 

Ventures II LLC v. Tesla, Inc., No. WDTX-1-24-cv-00390 (W.D. Tex.).  See 

Pet. 78; Paper 3, 2. 

D. The ’670 Patent (Ex. 1001) 

The ’670 Patent relates to “a system, method, base station and 

terminal device for communicating using a subordinate carrier of a host 

carrier.”  Ex. 1001, 1:18–21.  By way of background, the ’670 Patent 

describes third and fourth generation mobile telecommunication systems, 

“such as those based on the 3GPP defined UMTS and Long Term Evolution 

(LTE) architectures,” as being “able to support a more sophisticated range of 

services than simple voice and messaging services offered by previous 

generations of mobile telecommunication systems.”  Id. at 1:39–44.  “[T]he 

parallel development of a class of devices and applications which, rather 

than taking advantage of the high data rates available, instead take advantage 

of the robust radio interface and increasing ubiquity of the coverage area.”  

Id. at 1:54–59.  Examples of such devices and applications “include so-

called machine type communication (MTC) applications . . . , some of which 

are in some respects typified by semi-autonomous or autonomous wireless 
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communication devices (i.e. MTC devices) communicating small amounts 

of data on a relatively infrequent basis,” such as in “smart meters.”  Id. 

at 1:59–2:2.  According to the ’670 Patent, “there is now a desire to use 

relatively inexpensive and less complex devices to communicate using LTE 

type networks.”  Id. at 2:23–25.     

The ’670 Patent describes two classes of device for communication 

using LTE network standards: “A first class of device is configured to 

communicate via a host carrier, and a second class of device is configured to 

communicate via a subordinate carrier.”  Ex. 1001, 7:33–36.  Figure 3 of 

the ’670 Patent, reproduced below, shows “a time and frequency resource 

allocation between a host carrier and a subordinate carrier.”  Id. at 6:39–41. 

 
In Figure 3, “[t]he host carrier has a frequency band F1, extending from the 

frequency f1 to the frequency f4” and “[t]he subordinate [carrier] has a 

frequency band F2, extending from a frequency f2 to a frequency f3.”  Id. 

at 8:29–33.  “[C]ertain time periods 305 of the frequency band F2 are 

allocated to the subordinate carrier” and the shaded portions 310 indicate 
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“those time and frequency resources allocated to the subordinate carrier.”  

Id. at 8:38–44. 

According to the ’670 Patent, “3GPP LTE Releases 8, 9 and 10 

(Rel. 8/9/10) define 6 downlink transmission bandwidth configurations 

from 1.4 MHz to 20 MHz representing the use of 6, 15, 25, 50, 75 or 100 

resource blocks.”  Ex. 1001, 9:32–35.  “[F]or all bandwidth configurations 

Rel. 8/9/10 has specified that basic physical layer synchronisation signals 

(Primary Synchronisation Signals—PSS, and Secondary Synchronisation 

Signals—SSS), and the most fundamental system information (Master 

Information Block—MIB) is transmitted using only the central 6 resource 

blocks which are receivable with a 1.4 MHz transceiver.”  Id. at 9:38–55.  

While “the synchronisation signals and the Master Information Block (MIB) 

of the system information are present within a frequency range which is 

likely to be receivable by a low-capability device,” “further system 

information, carried in System Information Blocks (SIBs), and the 

associated control signalling may be transmitted at a frequency which cannot 

be received by the low-capability device.”  Id. at 12:57–65.  “If a low-

capability device attempts to camp-on to a network which does not support a 

subordinate carrier then the camp-on procedure will ultimately fail,” which 

“is a waste of time and power for the low-capability device.”  Id. at 13:1–5.   

According to the ’670 Patent, it would be “desirable to signal to an 

MTC UE [(user equipment)] which has restricted reception bandwidth the 

presence of an MTC subordinate carrier within a larger bandwidth LTE 

carrier accessible to legacy UEs (LTE Rel. 8/9/10 UEs).”  Ex. 1001, 13:6–9.  

“[F]or all LTE bandwidths (Rel. 8/9/10) the basic physical layer 

synchronisation signals and the most important system information (Master 

Information Block) is transmitted using only the central 6 resource blocks 
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(72 subcarriers)” and “[t]he Master Information Block (MIB) is transmitted 

in the Physical Broadcast Channel (PBCH) which is allocated to the 

central 72 subcarriers and to just the first 4 OFDMA symbols of the second 

slot of every 10 ms radio frame.”  Id. at 13:10–18.  Thus, “assuming that the 

low bandwidth MT UE is able to receive at least 6 resource blocks in the 

frequency domain, then the PBCH (for example the MIB) may be used to 

signal the presence of an MTC subordinate carrier.”  Id. at 13:18–22.    

Figures 6 and 7 reproduced below illustrate schematic flow diagrams 

of a first part and second part of a camp-on procedure for connecting to the 

subordinate carrier.  See Ex. 1001, 6:46–50.  

 
At step A1, an MTC device synchronises to a carrier using PSS and SSS, 

determines the frame timing, and proceeds to decode the PBCH to determine 

the MIB for the carrier.  See Ex. 1001, 13:24–32.  Next in Step A2, the MTC 

device determines whether or not a subordinate carrier indicator flag is 
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present in the MIB, that “may be signalled in one (or more) of the MIB bits 

that are spare in LTE Release 8/9/10 (10 bits are currently spare).”  Id. 

at 13:32–37.  If the MTC device determines that the MIB contains a 

subordinate carrier indicator flag then the camp-on process continues at 

step A3.  See id. at 13:37–39.  “As an alternative to using the MIB to signal 

the presence of a subordinate carrier, a subordinate carrier indicator signal 

could be provided at a known time/frequency somewhere other than in the 

MIB.”  Id. at 13:47–50.  “The subordinate carrier indicator signal may be 

relative to the host carrier PBCH and/or the System Frame Number 

conveyed in the host carrier PBCH/MIB.”  Id. at 13:52–54.   

  The ’670 Patent further describes that “[h]aving detected the 

presence of an MTC subordinate carrier the UE needs to determine the 

bandwidth of the subordinate carrier in order to be able to read the further 

system information which will contain the other characteristics of the 

subordinate carrier.”  Ex. 1001, 14:7–11.  One way in which the subordinate 

carrier bandwidth may be signalled to the MTC UE is by signalling the 

downlink bandwidth and possibly other characteristics in a Subordinate 

Carrier Master Information Block (scMIB).  See id. at 14:11–30.  “The 

scMIB would be signalled in fixed time/frequency resources, known in 

advance to the mobile terminal.”  Id. at 14:30–33; see id. at 14:33–16:22.  In 

order to receive and decode the scMIB, the MTC UE must be able to 

determine which resource elements in which it is carried, and it is assumed 

that the scMIB is always signalled in a fixed set of resource elements.  See 

id. at 14:62–64, 15:10–13.  “The fixed set of resource elements is contained 

within a subset (or all) of those subframes reserved by one (or more) of the 

subframe allocations configured in the information element mbsfn-

SubframeConfigList broadcast in the host carrier SIB2.”  Id. at 15:17–21.   
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Following the initial steps of the camp-on procedure in Figure 6, at 

step B1 shown in Figure 7, the location of the scMIB is determined.  See 

Ex. 1001, 16:24–26.  At step B2, the scMIB is received and decoded.  See id. 

at 16:33–35.  At step B3, the bandwidth and central frequency of the 

subordinate carrier may be determined.  See id. at 16:37–39.  At step B4, the 

allocation of subordinate carrier subframes is determined, and an indication 

of those subframes may be specified in the scMIB.  See id. at 16:48–55.  “At 

[] step B5, further system information (System Information Blocks) relating 

to the subordinate carrier is obtained from subframes allocated to the 

subordinate carrier” and “can be used to complete the camp on procedure of 

the MTC UE to the subordinate carrier at step B6.”  Id. at 16:55–58.   

E. Illustrative Claim 

Claims 1, 7, and 13 are independent and claims 2–6, 8–12, and 14–18 

dependent therefrom, respectively.  See Ex. 1001, 18:54–20:48.  Claim 1 is 

illustrative and reproduced below: 

[1.0] 1. A user equipment (UE) comprising: 
a transceiver; and 
a processor, operatively coupled to the transceiver; wherein 
[1.1] the transceiver and the processor are configured to 

receive a primary synchronization signal (PSS), a 
secondary synchronization signal (SSS), and a physical 
broadcast channel (PBCH) including a master information 
block (MIB), [1.2] the PSS, SSS and PBCH are in a first 
bandwidth of a cell having a cell bandwidth, [1.3] 
wherein the first bandwidth is a first portion of the cell 
bandwidth, [1.4] wherein the MIB includes an indication 
of frequency resources and time resources for use in 
acquiring additional system information; and 

[1.5] the transceiver and the processor are configured to 
acquire the additional system information using the 



IPR2025-00220 
Patent 11,206,670 B2 

9 

indication of the frequency resources and the time 
resources, [1.6] wherein the indicated frequency resources 
and the time resources include control information for use 
by the UE to acquire a system information block 1. 

Ex. 1001, 18:54–19:6 (Petitioner’s claim element references [1.0] 

through [1.6] added).     

F. Asserted Patentability Challenge and Asserted Prior Art 

Petitioner asserts that claims 1–18 would have been unpatentable 

based on the following ground (Pet. 16):  

Claim(s) Challenged 35 U.S.C. § Reference(s)/Basis 
1–18 103(a)1 Wallen,2 Berggren3 

II. ANALYSIS 
A. Claim Construction 

In an inter partes review proceeding, the Board applies the same 

claim construction standard as that applied in federal courts in a civil action 

under 35 U.S.C. § 282(b), which is generally referred to as the Phillips 

standard.  See 37 C.F.R. § 42.100(b); Phillips v. AWH Corp., 415 F.3d 1303 

(Fed. Cir. 2005) (en banc).  Under the Phillips standard, “words of a claim 

‘are generally given their ordinary and customary meaning.’”  Phillips, 415 

F.3d at 1312.   

 
1 The Leahy-Smith America Invents Act, Pub. L. No. 112-29, 125 Stat. 284 

(2011), amended 35 U.S.C. § 103 effective March 16, 2013.  Because the 
’670 Patent claims an effective filing date prior to the effective date of the 
applicable AIA amendment, we refer to the pre-AIA version of § 103. 

2 US 2012/0327895 A1, published Dec. 27, 2012, filed Feb. 16, 2012 
(Ex. 1005). 

3 US 2011/0269475 A1, published Nov. 3, 2011, filed July 1, 2011 
(Ex. 1007). 
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Neither party provides explicit proposed claim constructions.  See 

Pet. 16; see generally Prelim. Resp.  For the purpose of institution, we need 

not construe explicitly any claim terms or phrases.  See, e.g., Nidec Motor 

Corp. v. Zhongshan Broad Ocean Motor Co., 868 F.3d 1013, 1017 (Fed. 

Cir. 2017) (“[W]e need only construe terms ‘that are in controversy, and 

only to the extent necessary to resolve the controversy.’” (quoting Vivid 

Techs., Inc. v. Am. Sci. & Eng’g, Inc., 200 F.3d 795, 803 (Fed. Cir. 1999))).   

B. Level of Ordinary Skill in the Art 

Petitioner asserts that a person of ordinary skill in the art (“POSITA”) 

“would have had a bachelor’s degree from an accredited program in 

electrical engineering, computer engineering, computer science, or 

equivalent training, and at least two years of professional experience relating 

to wireless communication technology” and “[l]ack of professional 

experience can be remedied by additional education, and vice versa.”  

Pet. 15–16 (citing Ex. 1003 ¶¶ 19–21).  Patent Owner does not dispute 

Petitioner’s definition.  See generally Prelim. Resp. 

For the purpose of institution, we adopt Petitioner’s definition of a 

person of ordinary skill in the art because it is consistent with the level of 

skill reflected by the ’670 Patent Specification and the asserted prior art.   

C. Principles of Law 

A claim is unpatentable under 35 U.S.C. § 103(a) if the differences 

between the claimed subject matter and the prior art are such that the subject 

matter, as a whole, would have been obvious at the time the invention was 

made to a person having ordinary skill in the art to which the subject matter 

pertains.  KSR Int’l Co. v. Teleflex Inc., 550 U.S. 398, 406 (2007).  The 

question of obviousness is resolved on the basis of underlying factual 
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determinations, including:  (1) the scope and content of the prior art; (2) any 

differences between the claimed subject matter and the prior art; (3) the level 

of skill in the art; and (4) if in evidence, so-called secondary considerations.  

Graham v. John Deere Co., 383 U.S. 1, 17–18 (1966).4 

D. Patentability Challenge to Claims 1–18 over Wallen and Berggren 

1. Overview of Wallen (Ex. 1005)  

Patent Owner does not dispute Petitioner’s assertion that Wallen is 

prior art based on the June 27, 2011, filing date of Provisional 

Application 61/501,547.  See Pet. 17–29; see generally Prelim. Resp.    

Wallen relates to “solutions to the problem in which a communication 

device supporting only a smaller bandwidth and/or longer response time 

relative to those of a legacy system [] is not able to connect to a network 

having a higher bandwidth.”  Ex. 1005 ¶ 85.  By way of background, Wallen 

points to “an incompatibility between MTC devices supporting only a low 

bandwidth and/or having insufficient decoding performance . . . which 

prevents such devices from being able to connect to an LTE system as it is 

presently defined by the Third Generation Partnership Project (3GPP) 

standard.”  Id. ¶ 15.    

While such MTC devices would be able to perform a cell 
search and receive a Master Information Block (MIB) on just a 
1.4 MHz bandwidth, camping on a conventional LTE cell 
would still not be possible because being able to receive the 
further broadcast information (e.g., a System Information 
Block—“SIB”) that is required for the MTC device to be able 
to, for example, perform a random access via the Random 
Access Channel (RACH) requires that the MTC device be 
capable of supporting the full LTE bandwidth and also that the 

 
4 At this stage, the parties do not present evidence or arguments addressing 
secondary considerations of non-obviousness.   
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MTC device be able to decode the PDCCH and the PDSCH 
without any additional delay restrictions compared to the 
current standard.   

Id.  As such, it is  

desirable to have methods and apparatuses that enable an MTC 
device to retain its relatively low performance characteristics 
(e.g., in terms of size of bandwidth supported and/or processing 
power) and yet be capable of connecting to a modern-day 
cellular communications system, such as but not limited to an 
LTE system, that ordinarily imposes higher performance 
requirements on connecting devices.   

Id. ¶ 16.   

Figure 9 of Wallen is reproduced below. 

 
Figure 9 depicts “a timing/frequency diagram of a MIB 901 and its 

relationship to various other MTC elements within the host cell spectral 

resources.”  Ex. 1005 ¶ 67; see id. ¶ 35.  According to Wallen, “the LTE 

standard defines a MIB such that it includes spare bits,” which “can be used 
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for conveying the MTC-related information, such as time- and/or frequency-

wise locations of resource blocks or resource elements that the MTC device 

needs to receive and decode for further information to be able to connect to 

the M-cell.”  Id. ¶ 65.  For example, as shown in Figure 9,  

the MIB 901 (which occupies its standard location in the host 
cell) includes time/frequency information (represented by the 
number ‘1’ enclosed in a circle) that informs the MTC device of 
a location of the resource blocks and/or modulation and coding 
scheme (MCS) allocated to the first system information block 
(SIB 1) that is transmitted in a system standardized location 
(e.g., in subframe 5 in an LTE system).   

Id. ¶ 68.   

In another aspect (represented by the number “5” 
enclosed in a circle), the MIB 901 indicates the resource blocks, 
reference signal sequence, or search space allocated to a 
specific M-PDCCH, which should occupy regions of the host 
system’s radiofrequency spectrum that are different from the 
host system’s own (legacy) PDCCH locations. The M-PDCCH 
supplies control information to the MTC device, including 
MTC specific SIBs or downlink assignments pointing to the 
SIBs that are intended for this MTC device.   

Id. ¶ 72. 

2. Overview of Berggren (Ex. 1007)  
Berggren relates to “[s]ignaling resource partition of a component 

carrier in a wireless communication system,” wherein “[t]he number of 

primary resource blocks and the number of extension resource blocks of the 

component carrier is encoded and signaled to a UE, so the UE can obtain the 

resource partition of the component carrier.”  Ex. 1007, code (57).   

According to Berggren, in LTE, “time-frequency resources of a 

carrier are divided into resource blocks (RBs), which represent orthogonal 

resources to be used for transmission.”  Ex. 1007 ¶ 6.  To establish “a 
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connection to a cell in LTE, a UE first detects and synchronizes to the cell 

by receiving the synchronization signals, and then acquires the system 

information needed for operating within a cell.”  Id. ¶ 74.  According to 

Berggren, one of the crucial parts of the system information is “the downlink 

system bandwidth, i.e., the total number of available RBs of the component 

carrier,” which “is included in the so called master information block (MIB) 

which contains only a small part of the system information and is 

transmitted with a periodicity of 40 ms on the BCH (Broadcast Channel).”  

Id.  “The BCH is a transport channel which in turn is mapped to the PBCH 

(Physical BCH) which is always located in the 6 central RBs of the 

component carrier.”  Id.  Hence, Berggren explains, “the UE can receive the 

PBCH (and thus the MIB) without any prior information of the system 

bandwidth,” and “[t]he information contained in the MIB makes it possible 

to receive the channels that occupy the whole component carrier bandwidth, 

e.g., the control information in the PDCCH (Physical Downlink Control 

Channel) associated with the PDSCH (Physical Downlink Shared Channel), 

which contains the scheduled data transmissions.”  Id.   

3. Analysis of Claim 1 

For the reasons that follow, we are persuaded that Petitioner 

establishes sufficiently for the purpose of institution that the combined 

teachings of Wallen and Berggren teach or suggest all of the limitations 

recited in claim 1.   

Petitioner asserts that Wallen’s MTC device that includes radio 

circuity and a processor that utilizes LTE standard synchronization signals 

PSS, SSS discloses or renders obvious most of limitations [1.0] and [1.1].  

See Pet. 38–41 (reproducing Ex. 1005, Fig. 13 (with Petitioner’s added 
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annotations); citing Ex. 1003 ¶¶ 67, 76, 83–84; Fig.13; Ex. 1005 ¶¶ 66–72).  

Petitioner further asserts that Wallen’s MTC device is configured to receive 

a broadcast Master Information Block (MIB).  See Pet. 42 (citing Ex. 1005 

¶ 6).  Petitioner implicitly acknowledges that Wallen does not expressly 

disclose a physical broadcast channel (PBCH), but relies on Berggren for 

confirming that the LTE standard specifies that a physical broadcast channel 

(PBCH) carries the MIB.  See Pet. 42–43 (citing Ex. 1003 ¶ 74; Ex. 1007 

¶¶ 73–74; Pet. 33–38).  Petitioner further contends that Wallen’s disclosure 

that the PSS, SSS, and MIB are transmitted in a 1.4 MHz bandwidth, which 

is a subset of the cell bandwidth, in combination with the teachings of 

Berggren, render obvious limitations [1.2] and [1.3].  See Pet. 43–46 

(reproducing Ex. 1007 Table 1 (with Petitioner’s added annotations); citing 

Ex. 1003 ¶¶ 76–82; Ex. 1005 ¶¶ 10, 12, 15, 76, 80; Ex. 1007 ¶ 74).    

Petitioner asserts that Wallen discloses or renders obvious 

limitation [1.4] “wherein the MIB includes an indication of frequency 

resources and time resources for use in acquiring additional system 

information.”  See Pet. 46–49; Ex. 1003 ¶¶ 83–86.  More specifically, and 

referring to paragraph 72 of Wallen, Petitioner asserts that Wallen discloses 

a MIB that indicates the frequency/time location of resource blocks allocated 

to a specific M-PDCCH.  See Pet. 46–47 (citing Ex. 1003 ¶ 83; Ex. 1005 

¶ 72; Ex. 1006, 9); see Pet. 47 (citing Ex. 1003 ¶ 84; Ex. 1005 ¶¶ 65, 77; 

Ex. 1006, 9, 10).   Petitioner explains that “[a] ‘resource block’ is a term of 

art in the context of LTE standards that refers to a unit of time and frequency 

resources in a time-frequency grid.”  Id. (citing Ex. 1003 ¶ 84; Ex. 1008 

¶¶ 42, 47).  On the foregoing basis, Petitioner asserts that “Wallen’s 

indication of resource blocks, conveyed as time and frequency locations, 

allocated to an M-PDCCH is an indication of frequency resources and time 
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resources, as further illustrated in Figure 9.”  Pet. 47–48 (reproducing 

Ex. 1005, Fig. 9 (Petitioner’s annotations added); citing Ex. 1003 ¶ 84; 

Ex. 1006, Fig. 1).  Petitioner further asserts that “[t]hese resource blocks of 

the M-PDCCH include control information that includes ‘downlink 

assignments pointing to the SIBs.’”  Id. (citing Ex. 1003 ¶ 85; Ex. 1005 ¶ 72; 

Ex. 1006, 9). 

Petitioner also contends that Wallen’s MTC device that includes radio 

circuity and a processor that are configured to receive SIBs using the 

indicated resource blocks having downlink assignments pointing to SIBs 

discloses or renders obvious limitation [1.5].  See Pet. 49 (citing Ex. 1003 

¶¶ 87–89; Ex. 1005 ¶¶ 72, 83–84, Fig. 13).   

Petitioner further asserts that Wallen discloses or renders obvious 

limitation [1.6] “wherein the indicated frequency resources and the time 

resources include control information for use by the UE to acquire a system 

information block 1.”  See Pet. 50–53; Ex. 1003 ¶¶ 90–92.  According to 

Petitioner,  

As explained in the analysis of limitation [1.4], Wallen’s MIB 
indicates the frequency and time locations of “resource blocks” 
(the indicated frequency resources and the time resources) 
“allocated to a specific M-PDCCH” which, in turn, includes 
“control information” (control information) such as “downlink 
assignments pointing to the SIBs” (for use by the UE to acquire 
a system information block). 

Pet. 50–51 (citing Ex. 1005 ¶ 72; Ex. 1006, 9).  Petitioner asserts that 

“Wallen’s MIB that provides the location in frequency and time of the  

M-PDCCH is illustrated in Figure 9.”  Pet. 51 (reproducing Ex. 1005, Fig. 9 

(Petitioner’s annotations added); citing Ex. 1003 ¶ 91).   Petitioner further 

contends that an example of one of Wallen’s SIBs is SIB1 disclosed in 

Wallen.  See Pet. 51–52 (citing Ex. 1005 ¶ 91; Ex. 1005 ¶ 68).  Petitioner 
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contends that it would have been obvious that one of Wallen’s SIBs that are 

received includes system information block 1 (SIB1) because SIB1 was 

known in LTE to carry information essential to connecting a cell.  See 

Pet. 52 (citing Ex. 1003 ¶ 91).  

In response, Patent Owner does not address Petitioner’s showing for 

limitations [1.0] through [1.3] and [1.5].  See Prelim. Resp. 26–39.  

Nonetheless, the burden remains on Petitioner to demonstrate 

unpatentability.  See Dynamic Drinkware, LLC v. Nat’l Graphics, Inc., 

800 F.3d 1375, 1378 (Fed. Cir. 2015).  Patent Owner, however, challenges 

the sufficiency of the Petition’s showing that the combination of Wallen and 

Berggren teaches or suggests limitations [1.4] and [1.6].  See id. at 26–28,  

37.  

More specifically, Patent Owner asserts that the Petition concedes that 

Wallen’s MIB does not include control information, and instead argues that 

control information resides in Wallen’s M-PDCCH.  See Prelim. Resp. 27, 

28, 32 (citing Pet. 48; Ex. 2006 ¶ 68).  According to Patent Owner, 

“Petitioner’s theory misreads the plain language of the claim.”  See id. at 27, 

32 (citing Ex. 2006 ¶¶ 68–69).  Patent Owner further asserts that, “at best, it 

is Wallen’s M-PDCCH channel that includes downlink assignments pointing 

to SIBs, argued by Petitioner to correspond to ‘...control information...’ as in 

claim 1 – not Wallen’s MIB.”  Id. at 32 (citing Pet. 48; Ex. 2006 ¶¶ 68–71).  

According to Patent Owner, “claim 1 requires that the indication of 

resources in the MIB includes control information.  In claim 1, the indication 

of resources in the MIB includes control information - not resources of a 

channel that includes control information.”  Id. at 32–33 (citing Ex. 1006 

¶¶ 69–73). 
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We do not agree with Patent Owner’s arguments because they are not 

commensurate in scope with claim 1.  Claim 1 does not recite or require that 

the MIB includes control information.  Claim 1 also does not recite or 

require that the indication includes the control information.  Instead, claim 1 

recites that “the MIB includes an indication of frequency resources and time 

resources . . . wherein the indicated frequency resources and the time 

resources include control information . . . .”  Therefore, for the purpose of 

institution, Petitioner’s showing that the Wallen’s disclosure that the MIB 

includes an indication of the the time and frequency location of resource 

blocks allocated to the M-PDCCH, and Wallen’s disclosure of the  

M-PDCCH including control information is sufficient to satisfiy the 

limitations [1.4] and [1.6].   

Patent Owner asserts that Petitioner’s reliance on Wallen’s M-

PDCCH to satisfy the control information requirement of claim 1 is 

misplaced because there is no showing that Wallen’s downlink assignments 

to SIBs constitute control information.  See Prelim. Resp. 27, 30–31, 33–34, 

37.  Patent Owner contends that Petitioner’s error is compounded by 

selectively quoting and omitting language from Wallen’s disclosure that 

undercuts its position.  See id. at 27, 30–31 (citing Pet. 50–51; Ex. 1005 

¶ 72), 33–34 (citing Pet. 50–51; Ex. 1005 ¶ 72), 37.  Patent Owner further 

asserts “[a]t best, the M-PDCCH of Wallen indicates the actual frequency 

and time resources of SIB1, and not ‘...control information for use by the UE 

to acquire a system information block 1...’ as in claim 1.”  Id. at 34 (citing 

Ex. 2006 ¶¶ 72–73); see id. at 29 (similar argument).  According to Patent 

Owner, “[e]ven if the M-PDCCH resources were considered as ‘...frequency 

resources and time resources...’ for the sake of argument, Petitioner has not 

explained how the frequency resources and time resources include ‘...control 
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information for use by the UE to acquire a system information block 1...’ as 

required by claim 1.”  Id. at 34 (citing Ex. 2006 ¶¶ 72–73).   

We do not agree with Patent Owner’s arguments.  Paragraph 72, cited 

by Petitioner to support its arguments, is reproduced fully below.   

In another aspect (represented by the number “5” 
enclosed in a circle), the MIB 901 indicates the resource blocks, 
reference signal sequence, or search space allocated to a 
specific M-PDCCH, which should occupy regions of the host 
system’s radiofrequency spectrum that are different from the 
host system’s own (legacy) PDCCH locations. The M-PDCCH 
supplies control information to the MTC device, including 
MTC specific SIBs or downlink assignments pointing to the 
SIBs that are intended for this MTC device.   

Ex. 1005 ¶ 72.  We find that Wallen’s paragraph 72 discloses that the  

M-PDCCH supplies control information, and that control information can 

include either MTC specific SIBs or downlink assignments pointing to the 

SIBs intended for the MTC device.  See id.  Patent Owner’s arguments focus 

on only one of the disclosed types of control information––MTC specific 

SIBs, while discounting the other disclosed type of control information––

downlink assignments pointing to the SIBs that are intended for the MTC 

device.  Therefore, for the purpose of institution, Petitioner’s showings—

that Wallen’s disclosure that the MIB includes an indication of the the time 

and frequency location of resource blocks allocated to the M-PDCCH, and 

that Wallen’s disclosure that the M-PDCCH includes control information in 

the form of downlink assignments pointing to SIBs intended for the MTC 

device —are sufficient to satisfiy the limitations [1.4] and [1.6].   

Patent Owner further contends that embodiments of Wallen alleged by 

Petitioner to point directly to SIB1 do not disclose or teach “control 

information.”  See Prelim. Resp. 29, 35–36 (citing Pet. 49 n.4; Ex. 2006 
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¶¶ 74–75).  Patent Owner’s arguments are misplaced because Petitioner 

relies on Wallen’s downlink assignments pointing to SIBs intended for the 

MTC device for disclosing or teaching “control information” recited in 

limitation [1.6].  Petitioner does not rely on Wallen’s disclosure related to 

SIB1 for teaching “control information,” but instead relies on Wallen’s 

disclosure related to SIB1 as an example of one of Wallen’s disclosed SIBs.  

See Pet. 50–53 (reproducing Ex. 1005, Fig. 9 (with Petitioner’s added 

annotations); citing Ex. 1003 ¶¶ 90–92; Ex. 1005 ¶¶ 68, 72; Ex. 1009, 2–3).    

At this stage of the proceeding, we determine Petitioner shows 

sufficiently for the purpose of institution that the limitations of claim 1 are 

satisfied by the teachings of Wallen and Berggren.  For the purpose of 

institution and based on the record before us, Petitioner establishes 

sufficiently that the subject matter of claim 1 would have been obvious over 

Wallen and Berggren.  Accordingly, we are persuaded that Petitioner has 

demonstrated a reasonable likelihood of prevailing in showing that claim 1 is 

unpatentable under 35 U.S.C. § 103. 

4. Analysis of Independent Claims 7 and 13 

Independent claim 7 is directed to “[a] method” and independent 13 is 

directed to “[a]t least one non-transient computer readable medium 

containing program instructions to perform a method,” each reciting 

limitations similar in scope to claim 1.  Compare Ex. 1001, 19:26–42 and 

Ex. 1001, 20:12–27, with Ex. 1001, 18:54–19:6.  Petitioner and Patent 

Owner rely primarily on their respective analyses addressing claim 1 to 

address the limitations of claims 7 and 13.  See Pet. 66–68, 69–71; Prelim. 

Resp. 15–16.   
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For the purpose of insitutiton and based on the record before us, for 

the same reasons as those explained above addressing claim 1 Petitioner 

establishes sufficiently that the subject matter of claims 7 and 13 would have 

been obvious over Wallen and Berggren.  Accordingly, we are persuaded 

that Petitioner has demonstrated a reasonable likelihood of prevailing in 

showing that independent claims 7 and 13 are unpatentable under 35 U.S.C. 

§ 103. 

5. Analysis of Dependent Claims 2–6, 8–12, and 14–18 
We have reviewed Petitioner’s contentions and cited supporting 

evidence addressing how Wallen and Berggren discloses, teaches, or 

suggests the limitations of dependent claims 2–6, 8–12, and 14–18.  See 

Pet. 53–66, 68–69.  Patent Owner does not substantively address the 

limitations of dependent claims 2–6, 8–12, and 14–18.  See Prelim. 

Resp. 26–39.   

For the purpose of institution and based on the record before us, 

including the reasons explained above addressing independent claims 1, 7, 

and 13, Petitioner establishes sufficiently that dependent claims 2–6, 8–12, 

and 14–18 would have been obvious over Wallen and Berggren.  

Accordingly, we are persuaded that Petitioner has demonstrated a reasonable 

likelihood of prevailing in showing that claims 2–6, 8–12, and 14–18 are 

unpatentable under 35 U.S.C. § 103. 

6. Summary 

For all of the foregoing reasons and based on the record before us, we 

are persuaded that Petitioner has demonstrated a reasonable likelihood of 

prevailing in showing that claims 1–18 are unpatentable under 35 U.S.C. 

§ 103.   
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III. CONCLUSION 
For the foregoing reasons, we determine there is a reasonable 

likelihood that Petitioner would prevail in showing at least one of the 

challenged claims of the ’670 Patent is unpatentable.   

IV. ORDER 

In consideration of the foregoing, it is hereby:  

ORDERED that, pursuant to 35 U.S.C. § 314(a), an inter partes 

review of claims 1–18 of the ’670 Patent is instituted with respect to all 

grounds set forth in the Petition; andFURTHER ORDERED that pursuant to 

35 U.S.C. § 314(c) and 37 C.F.R. § 42.4(b), inter partes review of the ’670 

Patent shall commence on the entry date of this Order, and notice is hereby 

given of the institution of a trial. 
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