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(57) ABSTRACT 

Methods for performing various operations via unlicensed 
mobile access (UMA) radio link control (URLC) messages 
in an unlicensed mobile access network (UMAN). The 
UMAN comprises a first radio access network that may be 
employed for accessing data Services provided by a core 
network comprising a Second radio acceSS network. URLC 
messages are exchanged between mobile Stations (MSS) and 
UMA network controllers (UNCs) to perform various opera 
tions associated with the UMAN. An MS may access the 
UMAN via a wireless access point (AP) that is communi 
catively coupled to a UNC via an IP network. The URLC 
messages are sent between MSS and UNCs using an Up 
interface comprising a set of layered protocols over an 
underlying IP transport. 
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URLC-ACTIVATE-UTC-REQ 
Type/Reference Format Presence Length Value Notes 
Length indicator V M T 2 
Protocol V M A 
Discriminator 
Skip indicator V M A 

2 

Information Element 
Length indicator 
UMA RLC Protocol 
Discriminator 
Skip indicator 

2 

2 

UTC-REQ message 
identity 
TLL v M 4 
IP address for GPRS PAddress TLV M 7-19 This IE Contains MSIP 
user data transport address for GPRS user data 

transport if MS initiates 
activation. It contains UNCP 
address for GPRS user data 
transportif UNC initiates 
activation. 

This information element 
contains MS UDP port for 
GPRS user data transport if 
MS initiates activation. It 
contains UNCUDP port for 
GPRS user data transport if 
UNC initiates activation. 

UDPPort for GPRS 
user data transport 

Communication 
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URLC-ACTIVATE-UTC-ACK 

Presence Value/Notes 

Length indicator Length indicator | V | M T 2 
W UMARLC 

Protocol 
Discriminator 

Protocol 
Discriminator 

Skip Indicator Skip Indicator 
URLC-ACTIVATE 
UTC-ACK 
message lcentity 

Message Type 

TLL 

M 

M 

IP address for 
GPRS user data 
transport 

UDP Port for 
GPRS user data 
transport 

Remote IP 
address for GPRS 
USer data 
transport 

Remote UDP Port 
for GPRS user 
data transport 

PAddress 

Communication 
Port dentification 

IPAddress 

Always set to 0000. 
2 

This information element must be 
included if the URLC cause indicates 
success (0 or 1) and contains the 
following: 
O MS IP address for GPRS User data 

transport if MS initiates activation. 
to UNC IP address for GPRS user data 

transport if UNC initiates activation. 
This information element must be 
included if the URLC cause indicates 
Success and contains the following: 
o MS UDP port for GPRS user data 

transport if MS initiates activation. 
a UDP port for GPRS user data 

transportif UNC initiates activation. 
This information element must be 
included if responding to a duplicate 
activation request-URLC cause = 1. It 
contains the following: 
o MSIP address for GPRS user data 

transport if UNC initiates activation. 
o UNC IP address for GPRS user data 

transport if MS initiates activation. 
Communication 
Port dentification 

URLC TO 
Activation Status 

URLC Cause 

This information element must be 
included if responding to a duplicate 
activation request-URLC cause = 1. It 
contains the following: 
a MSUDP port for GPRS user data 

transport if UNC initiates activation. 
UNC UDP port for GPRS user data 
transport if MS initiates activation. 
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URLC-UNITDATA 
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UMA-RLC Protocol Protocol DisCriminator 
Discriminator 
Spare 
URLC UNITDATA MessageType M 
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0000 0010 

Peak throughput - as 
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packet 
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and length. 
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04.08 excluding 
length. 
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APPARATUS AND MESSAGES FOR 
INTERWORKING BETWEEN UNLCENSED 

ACCESS NETWORK AND GPRS NETWORK FOR 
DATASERVICES 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application claims the priority of provisional 
patent application Ser. No. 60/571,421, filed May 14, 2004, 
and entitled “Up Interface Stage 3 Description.” This appli 
cation is a Continuation in Part of and claims the priority of 
U.S. Non-provisional application Ser. No. 11/013,883, 
entitled “Apparatus and Method for Extending the Coverage 
Area of A Licensed Wireless Communication System Using 
an Unlicensed Wireless Communication System,” filed Dec. 
15, 2004, which is a Continuation in Part of U.S. Non 
provisional application Ser/ No. 10/688,470, entitled “ Appa 
ratus and Method for Extending the Coverage Area of a 
Licensed Wireless Communication System Using an Unli 
censed Wireless Communication System,” filed Oct. 17, 
2003. This application is also a Continuation in Part of and 
claims the priority of U.S. Non-provisional application Ser. 
No. 11/097.866, entitled “A Method and System for Regis 
tering an Unlicensed Mobile Access Subscriber with a 
Network Controller,' filed Mar. 31, 2005, which claims 
priority to provisional patent application Ser. No. 60/564, 
696, filed Apr. 22, 2004 and entitled “UMA Network Con 
troller (UNC) Selection and UMA Location Services Sup 
port Mechanisms.38 
0002 This application is also related to commonly owned 
U.S. applications: Ser. No. 10/115,833, entitled “Unlicensed 
Wireless Communications Base Station to Facilitate Unli 
censed and Licensed Wireless Communications with a Sub 
scriber Device, and Method of Operation,” filed Apr. 2, 
2002; and application Ser. No. 10/251,901, entitled “ Appa 
ratus for Supporting the Handover of a Telecommunication 
Session between a Licensed Wireless System and an Unli 
censed Wireless System,” filed Sep. 20, 2002, the contents 
of each of which are hereby incorporated by reference. 

FIELD OF THE INVENTION 

0003. The field of invention relates generally to telecom 
munications. More particularly, this invention relates to 
messaging employed in an unlicensed mobile access (UMA) 
telecommunication System that includes both licensed and 
unlicensed radio infrastructure. 

BACKGROUND INFORMATION 

0004 Licensed wireless systems provide mobile wireless 
communications to individuals using wireleSS transceivers. 
Licensed wireleSS Systems refer to public cellular telephone 
systems and/or Personal Communication Services (PCS) 
telephone Systems. WireleSS transceivers include cellular 
telephones, PCS telephones, wireleSS-enabled personal digi 
tal assistants, wireleSS modems, and the like. 
0005 Licensed wireless systems utilize wireless signal 
frequencies that are licensed from governments. Large fees 
are paid for access to these frequencies. Expensive base 
Station (BS) equipment is used to Support communications 
on licensed frequencies. Base Stations are typically installed 
approximately a mile apart from one another (e.g., cellular 
towers in a cellular network). The wireless transport mecha 

Dec. 1, 2005 

nisms and frequencies employed by typical licensed wireleSS 
Systems limit both data transfer rates and range. As a result, 
the quality of Service (voice quality and speed of data 
transfer) in licensed wireless Systems is considerably infe 
rior to the quality of service afforded by landline (wired) 
connections. Thus, the user of a licensed wireleSS System 
pays relatively high fees for relatively low quality Service. 
0006 Landline (wired) connections are extensively 
deployed and generally perform at a lower cost with higher 
quality voice and higher Speed data Services. The problem 
with landline connections is that they constrain the mobility 
of a user. Traditionally, a physical connection to the landline 
was required. 
0007. In the past few years, the use of unlicensed wireless 
communication Systems to facilitate mobile access to land 
line-based networks have Seen rapid growth. For example, 
Such unlicensed wireleSS Systems may Support wireleSS 
communication based on the IEEE 802.11a, b or g standards 
(WiFi), or the Bluetooth"M standard. The mobility range 
associated with such systems is typically on the order of 100 
meters or less. A typical unlicensed wireleSS communication 
System includes a base Station comprising a wireleSS access 
point (AP) with a physical connection (e.g., coaxial, twisted 
pair, or optical cable) to a landline-based network. The AP 
has a RF transceiver to facilitate communication with a 
wireleSS handset that is operative within a modest distance 
of the AP, wherein the data transport rates Supported by the 
WiFi and BluetoothTM standards are much higher than those 
Supported by the aforementioned licensed wireleSS Systems. 
Thus, this option provides higher quality Services at a lower 
cost, but the Services only extend a modest distance from the 
base Station. 

0008 Currently, technology is being developed to inte 
grate the use of licensed and unlicensed wireleSS Systems in 
a Seamless fashion, thus enabling a user to access, via a 
Single handset, an unlicensed wireleSS System when within 
the range of Such a System, while accessing a licensed 
wireleSS System when out of range of the unlicensed wireleSS 
System. unlicensed wireleSS networks and for directing them 
to an appropriate network controller. In order to Support 
more rapid implementation by various vendors, a Standard 
ized Set of messages for performing various functions, Such 
at registration, channel activation, handover, and the like are 
needed. 

SUMMARY OF THE INVENTION 

0009. In accordance with aspects of the present inven 
tion, methods for performing various operations using unli 
censed mobile access (UMA) radio link control (URLC) 
messages in an unlicensed mobile access network (UMAN) 
are disclosed. The UMAN comprises a first radio access 
network that may be employed for accessing data Services 
provided by a core network comprising a Second radio 
acceSS network. URLC messages are eXchanged between 
mobile stations (MSs) and UMA network controllers 
(UNCs) to perform various operations associated with the 
UMAN. By employing a wireleSS link using an unlicensed 
radio frequency, Such as an 802.11-based link or a Blue 
toothTM link, the MS may access the UMAN via a wireless 
access point (AP) that is communicatively-coupled to the 
UNC via an IP network. The URLC messages are sent 
between MSS and UNCs using an Up interface comprising 
a set of layered protocols over an underlying IP transport. 
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0010. In another aspect of the present invention, URLC 
messages with Specific formats are disclosed. The messages 
include a URLC-DATA message, a URLC-UNITDATA 
message, a URLC-PS-PAGE message, a URLC-SUSPEND 
REQ message, a URLC-DFC-REQ, and a URLC-STATUS 
message. Each of the URLC messages includes a basic Set 
of information elements (IES) including a protocol discrimi 
nator, and a message type via which the message may be 
identified. Further IES relevant to each particular URLC 
message are also disclosed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.011 The foregoing aspects and many of the attendant 
advantages of this invention will become more readily 
appreciated as the same becomes better understood by 
reference to the following detailed description, when taken 
in conjunction with the accompanying drawings, wherein 
like reference numerals refer to like parts throughout the 
various views unless otherwise Specified: 
0012. The foregoing aspects and many of the attendant 
advantages of this invention will become more readily 
appreciated as the same becomes better understood by 
reference to the following detailed description, when taken 
in conjunction with the accompanying drawings, wherein 
like reference numerals refer to like parts throughout the 
various views unless otherwise Specified: 
0013 FIG. 1A provides an overview of the indoor access 
network (IAN) mobile service solution in accordance with 
one embodiment of the present invention; 
0014 FIG. 1B illustrates GPRS protocol layers of a 
mobile Set in accordance with one embodiment; 
0015 FIG. 1C illustrates a method of protocol conver 
Sion in accordance with one embodiment; 
0016 FIG. 2A illustrates an overview of a level 1, level 
2, and level 3 GPRS-related protocol architecture for one 
embodiment of a mobile Station that provides unlicensed 
radio linkS via Bluetooth Signaling, 
0017 FIG. 2B illustrates an overview of a level 1, level 
2, and level 3 GPRS-related protocol architecture for one 
embodiment of a mobile Station that provides unlicensed 
radio links via IEEE 802.11 signaling; 
0018 FIG. 3A illustrates the Up GPRS user plane pro 
tocol architecture and interworking with Gb interface, 
according to one embodiment; 
0019 FIG. 3B shows Bluetooth lower layers employed 
by a mobile Station and acceSS point to facilitate physical 
layer communications, 
0020 FIG. 3C shows 802.11 based lower layers 
employed by a mobile Station and access point to facilitate 
physical layer communications, 
0021 FIG. 3D illustrates the Up protocol architecture in 
support of GPRS Signaling, GPRS SMS and UMA specific 
Signaling for data Services, according to one embodiment; 
0022 FIG. 4 illustrates several possible GSM/GPRS and 
UMA coverage Scenarios in accordance with one embodi 
ment, 

0023 FIG. 5 is a schematic diagram illustrating the 
URLC states and associated behavior for a mobile station; 
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0024 FIG. 6 is a schematic diagram illustrating the 
URLC states and associated behavior for a UMAN side; 

0025 FIG. 7A illustrates a URLC message exchange 
initiated by a mobile station to activate a URLC transport 
channel; 
0026 FIG. 7B illustrates a URLC message exchange 
initiated by a UNC to activate a URLC transport channel; 
0027 FIG. 8 is a table illustrating one embodiment of a 
URLC-ACTIVATE-UTC-REQ message format; 
0028 FIG. 9 is a table illustrating one embodiment of a 
URLC-ACTIVATE-UTC-ACK message format; 
0029 FIG. 10 shows an exemplary lookup table contain 
ing URLC cause values, 
0030 FIG. 11 illustrates a URLC message exchange 
initiated by a mobile station to deactivate a URLC transport 
channel; 

0031 FIG. 12 is a table illustrating one embodiment of 
a URLC-DEACTIVATE-UTC-REQ message format; 
0032 FIG. 13 is a table illustrating one embodiment of 
a URLC-DEACTIVATE-UTC-ACK message format; 
0033 FIG. 14 illustrates the use of URLC-DATA mes 
sages to transport GPRS Signaling and GPRS SMS mes 
Sages over existing UMA signaling; 
0034 FIGS. 15A and 15B are tables illustrating respec 
tive embodiments of a URLC-DATA message format; 
0035 FIG. 16 illustrates the use of a URLC-PS-PAGE 
message to page a mobile Station for PS Services, 
0036 FIGS. 17A and 17B are tables illustrating respec 
tive embodiments of a URLC PS PAGE message format; 

0037 FIG. 18 illustrates the use of a URLC-SUSPEND 
REQ message to initiate suspension of GPRS services; 
0038 FIGS. 19A and 19B are tables illustrating respec 
tive embodiments of a URLC-SUSPEND-REQ message 
format, 

0.039 FIG. 20 illustrates the use of a URR-RELEASE 
message in connection with resuming GPRS Services for a 
mobile Station; 

0040 FIGS. 21A and 21B are tables illustrating respec 
tive embodiments of a URR RELEASE message format; 
0041 FIG. 22 illustrates the use of a URLC-DFC-REQ 
to initiate a flow control procedure in downlink direction; 
0042 FIGS. 23A and 23B are tables illustrating embodi 
ments of a URLC FLOW-CONTROL REQUEST and a 
URLC-DFC-REQ message formats; 

0043 FIG. 24 illustrates the use of a URLC-UFC-REQ 
to initiate a flow control procedure in uplink direction; 

0044 FIG. 25 is a table illustrating one embodiment of 
a URLC-UFC-REQ message format; 

004.5 FIG. 26 illustrates the use of URLC-UNITDATA 
messages to transport data over a UDP transport layer; 

0046 FIGS. 27A and 27B are tables illustrating respec 
tive embodiments of a URLC-UNITDATA message format; 
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0047 FIGS. 28A and 28B are tables illustrating respec 
tive embodiments of a URLC-STATUS message format; 
0.048 FIG. 29 is a schematic block diagram illustrating 
one embodiment of a high-level architecture of a UNC; and 
0049 FIG. 30 is a schematic block diagram illustrating 
one embodiment of a high-level architecture of a mobile 
Station. 

DETAILED DESCRIPTION 

0050. In the following description, numerous specific 
details are Set forth to provide a thorough understanding of 
embodiments of the invention. One skilled in the relevant art 
will recognize, however, that the invention can be practiced 
without one or more of the specific details, or with other 
methods, components, materials, etc. In other instances, 
well-known Structures, materials, or operations are not 
shown or described in detail to avoid obscuring aspects of 
the invention. 

0051 Reference throughout this specification to “one 
embodiment” or “an embodiment” means that a particular 
feature, Structure, or characteristic described in connection 
with the embodiment is included in at least one embodiment 
of the present invention. Thus, the appearances of the 
phrases “in one embodiment” or “in an embodiment” in 
various places throughout this Specification are not neces 
Sarily all referring to the same embodiment. Furthermore, 
the particular features, structures, or characteristics may be 
combined in any Suitable manner in one or more embodi 
mentS. 

0.052 In the present description the unlicensed wireless 
System may be a short-range wireleSS System, which may be 
described as an “indoor Solution. However, it will be 
understood through the application that the unlicensed wire 
leSS System includes unlicensed wireleSS Systems that cover 
not only a portion of a building but also local outdoor 
regions, Such as outdoor portions of a corporate campus 
serviced by an unlicensed wireless system. The mobile 
Station may, for example, be a wireleSS phone, Smartphone, 
personal digital assistant, or mobile computer. The “mobile 
Station” may also, for example, be a fixed wireleSS device 
providing a Set of terminal adapter functions for connecting 
Integrated Services Digital Network (ISDN) or Plain Old 
Telephone Service (POTS) terminals to the wireless system. 
Application of the present invention to this type of device 
enables the wireless service provider to offer so-called 
landline replacement Service to users, even for user locations 
not sufficiently covered by the licensed wireless system. The 
present description is in the context of the UMA (Unlicensed 
Mobile Access) standardized architecture as promulgated by 
the UMA consortium. However, the invention is not so 
limited. 

0053. Throughout the following description, acronyms 
commonly used in the telecommunications industry for 
wireleSS Services are utilized along with acronyms Specific 
to the present invention. A table of acronyms Specific to this 
application is included in Appendix I. 
0054 FIG. 1A illustrates an Unlicensed Mobile Access 
(UMA) architecture 100 in accordance with one embodi 
ment of the present invention. UMA architecture 100 
enables a user of a mobile Station 102 to access a voice and 
telecommunications network 104 via either a licensed wire 
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leSS communications Session 106, or an unlicensed wireleSS 
communication session 108. The telecommunications net 
work 104 includes a mobile switching center (MSC) 110, 
which provides access to a Voice network 112, and a Serving 
GPRS (General Packet Radio Service) Support Node 
(SGSN) 114, which provides access to a data network 116. 
MSC 110 also provides an internal visitor location register 
(VLR) function. 
0055. In further detail, the licensed wireless communi 
cation Session is facilitated by infrastructure provided by a 
licensed wireless network 118 that includes telecommuni 
cations network 104. In the illustrated embodiment, licensed 
wireleSS network 118 depicts components common to a 
GSM-(Global System for Mobile Communication) based 
cellular network that includes multiple base transceiver 
stations (BTS) 120 (of which only one is shown for sim 
plicity) that facilitate wireless communication Services for 
various mobile stations 102 via respective licensed radio 
links 122 (e.g., radio links employing radio frequencies 
within a licensed bandwidth). Typically, the multiple BTSs 
120 are configured in a cellular configuration (one per each 
cell) that covers a wide service area. The various BTSs 120 
for a given area or region are managed by a base Station 
controller (BSC) 124, with each BTS 120 communicatively 
coupled to its BSC 124 via a private trunk 126. In general, 
a large licensed wireleSS network, Such as that provided by 
a regional or nationwide mobile Services provider, will 
include multiple BSCs 124. 

0056. Each BSC 124 communicates with telecommuni 
cations network 104 through a Standard base Station con 
troller interface 126. For example, a BSC 124 may commu 
nicate with MSC 110 via the GSM A-interface for circuit 
Switched voice Services and with SGSN 114 via the GSM Gb 
interface for packet data services (GPRS). Conventional 
licensed voice and data networks 104 include protocols to 
permit seamless handoffs from one recognized BSC 124 to 
another BSC (not shown). 
0057. An unlicensed communication session 108 is 
facilitated via an (wireless) access point (AP) 128 compris 
ing an indoor base station 130. Typically, AP 128 will be 
located in a fixed structure, Such as a home 132 or an office 
building 134. The service area of indoor base station 130 
includes an indoor portion of a building, although it will be 
understood that the Service area of an indoor base Station 
may include an outdoor portion of a building or campus. AS 
indicated by the arrow representing unlicensed communica 
tion session 108, the mobile station 102 may be connected 
to the telecommunications network 114 via a Second data 
path that includes an unlicensed wireleSS channel 136, 
access point 128, an access network 138, and an unlicensed 
mobile access network controller (UNC) 140. The UNC 140 
communicates with telecommunications network 104 using 
a base station controller interface 126 B that is similar to 
base station controller interface 126 A, and includes a GSM 
A interface and Gb interface. AP 128 may include software 
entities Stored in memory and executing on one or more 
microprocessors (not shown in FIG. 1A) adapted to perform 
protocol conversion. 

0.058. The unlicensed wireless channel 136 is facilitated 
by a radio link employing a wavelength (or wavelength 
range) in an unlicensed, free spectrum (e.g., spectrum 
around 2.4 GHz, 5 GHZ, 11-66 GHz). An unlicensed wire 
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leSS Service hosting unlicensed wireleSS channel 136 may 
have an associated communication protocol. AS examples, 
the unlicensed wireless service may be a BluetoothTM com 
patible wireleSS Service, or a wireless local area network 
(LAN) (WiFi) service (e.g., the IEEE 802.11a, b, or g 
wireless standard). This provides the user with potentially 
improved quality of Service in the Service regions of the 
unlicensed wireless Service (i.e., within the Service range of 
a corresponding AP). Thus, when a subscriber is within 
range of the unlicensed AP, the Subscriber may enjoy low 
cost, high Speed, and high quality voice and data Services. In 
addition, the Subscriber enjoys extended Service range Since 
the handset can receive Services deep within a building at 
locations that otherwise may not be reliably serviced by a 
licensed wireleSS System. At the same time, the Subscriber 
can roam outside the range of the unlicensed AP without 
dropping communications. Instead, roaming outside the 
range of the unlicensed AP results in a SeamleSS handoff 
(also referred to as a handover) wherein communication 
Services are automatically provided by the licensed wireleSS 
System, as described in more detail in U.S. patent application 
Ser. No. 10/115,833, the contents of which are hereby 
incorporated by reference. 

0059 Mobile station 102 may include a microprocessor 
and memory (not shown) that Stores computer program 
instructions for executing wireleSS protocols for managing 
communication sessions. As illustrated in FIG. 1B, in one 
embodiment the mobile station 102 includes a layer 1 
protocol layer 142, layer 2 protocol layer 144, and a layer 3 
Signaling protocol layer for the licensed wireleSS Service that 
includes a UMA radio link control (RLC) sublayer 146, a 
logical link control (LLC) sublayer 148, and upper layers 
150. It will be understood that the level 1, level 2, and level 
3 layerS may be implemented as Software modules, which 
may also be described as Software “entities.” In accordance 
with a common nomenclature for licensed wireleSS Services, 
layer 1 is the physical layer, i.e., the physical baseband for 
a wireleSS communication Session. The physical layer is the 
lowest layer of the radio interface and provides functions to 
transfer bit streams over physical radio linkS. Layer 2 is the 
data link layer. The data link layer provides Signaling 
between the mobile station and the base station controller. 
The RLC Sublayer is concerned with link layer connection 
between the MS and UNC/BSS for GPRS data Service. The 
LLC Sublayer 148 is used to convey information between 
layer-3 entities in the MS and SGSN for GPRS data service. 
The upper layers 150 include standard layer 3 protocols and 
applications used for GPRS data service. 

0060. The mobile station may also include an unlicensed 
wireless Service physical layer 152 (i.e., a physical layer for 
unlicensed wireless service Such as Bluetooth, WiFi, or other 
unlicensed wireless channel (e.g., WiMAX)). The mobile 
Station also includes an unlicensed wireleSS Service level 2 
link layer 154, and an unlicensed wireleSS Service radio 
resource sublayer(s) 156. An access mode Switch 160 is 
included for the mobile management 148 and call manage 
ment layers 150 to access the unlicensed wireless service 
radio resource sublayer 156 and unlicensed wireless service 
link layer 154 when the mobile station 102 is within range 
of an unlicensed AP 128 and to support Switching between 
licensed RLC Sublayer 146 and unlicensed RLC sublayer 
156. 
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0061 The unlicensed radio resource sublayer 156 and 
unlicensed link layer 154 may include protocols Specific to 
the unlicensed wireleSS Service utilized in addition to pro 
tocols Selected to facilitate SeamleSS handoff between 
licensed and unlicensed wireleSS Systems. Consequently, the 
unlicensed radio resource sublayer 156 and unlicensed link 
layer 154 need to be converted into a format compatible with 
a conventional base Station controller interface protocol 126 
recognized by a MSC, SGSN, or other voice or data net 
work. 

0062) Referring to FIG. 1C, in one embodiment of the 
present invention, the mobile station 102, AP 128 and UNC 
140 provide an interface conversion function to convert the 
level 1, level 2, and level 3 layers of the unlicensed service 
into a conventional base station subnetwork (BSS) interface 
126B (e.g., a Gb-interface). As a result of the protocol 
conversion, a communication Session may be established 
that is transparent to the data network 104, i.e., the data 
network 104 uses its standard interface and protocols for the 
communication Session as it would with a conventional 
communication Session handled by a conventional base 
transceiver Station. For example, in Some embodiments the 
mobile station 102 and UNC 140 are configured to initiate 
and forward location update and Service requests. AS a 
result, protocols for a SeamleSS handoff of Services that is 
transparent to data network 104 are facilitated. This permits, 
for example, a single phone number to be used for both the 
licensed wireleSS Service and the unlicensed wireleSS Ser 
vice. Additionally, the present invention permits a variety of 
Services that were traditionally offered only through licensed 
wireleSS Services to be offered through an unlicensed wire 
leSS Service. The user thus gets the benefit of potentially 
higher quality Service when their mobile Station is located 
within the area serviced by a high bandwidth unlicensed 
wireleSS Service while also having access to conventional 
phone Services. 
0063. The licensed wireless service may comprise any 
licensed wireless service having a defined BSS interface 
protocol 126 for a voice/data network 104. In one embodi 
ment, the licensed wireless service is a GSM/GPRS radio 
acceSS network, although it will be understood that embodi 
ments of the present invention include other licensed wire 
less services. For this embodiment, the UNC 140 intercon 
nects to the GSM core network via the same base station 
controller interfaces 126 used by a standard GSM BSS 
network element. For example, in a GSM application, these 
interfaces are the GSM A-interface for circuit Switched 
voice services and the GSM Gb interface for packet data 
services (GPRS). In a UMTS (Universal Mobile Telecom 
munications System) application of the invention, the UNC 
140 interconnects to the UMTS network using a UMTS 
Iu-cS interface for circuit Switched Voice Services and the 
UMTS Iu-ps interface for packet data services. In a CDMA 
application of the invention, the UNC 140 interconnects 
with the CDMA network using the CDMA A1 and A2 
interfaces for circuit Switched voice services and the CDMA 
A10 and A11 interfaces for packet data Services. 
0064. In a GSM/GPRS embodiment, UNC 140 appears to 
the GSM/GPRS core network as a GSM BSS network 
element and is managed and operated as Such. In this 
architecture the principle elements of transaction control 
(e.g., call processing) are provided by higher network ele 
ments; namely the MSC 110 visitor location register (VLR) 
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and the SGSN 114. Authorized mobile stations are allowed 
access to the GSM/GPRS core network either directly 
through the GSM radio access network if they are outside of 
the Service area of an AP 128 or via the UMA network 
system if they are within the service area of an AP. 

0065 Since a communication session hosted by the UMA 
architecture 100 is transparent to a voice network 112 or data 
network 116, the unlicensed wireleSS Service may Support all 
user Services that are typically offered by a wireleSS Service 
provider. In the GSM case, this typically includes the 
following basic Services: Telephony; Emergency call (e.g., 
E911 calling in North America); Short message, mobile 
terminated point-to-point (MT/PP); Short message, mobile 
originated point-to-point (MO/PP); GPRS bearer services; 
and Handover (outdoor-to-indoor, indoor-to-outdoor, voice, 
data, SMS, SS). Additionally, GSM may also support, vari 
ous Supplementary Services that are well-known in the art. 

0.066 FIG. 2A provides an overview of a level 1, level 2, 
and level 3 GPRS-related protocol architecture for one 
embodiment of mobile station 102 that provides unlicensed 
radio linkS via Bluetooth Signaling. AS illustrated, there are 
two RLC Radio Link Control management entities: the 
GSM RLC entity 202 and the UMA-RLC entity 204. The 
protocol architecture includes a GSM baseband level 1 layer 
206, GSM level 2 link layer (LAPDm) 208, Bluetooth 
baseband level 1 layer 210, Bluetooth level 2 layers 211 
including a layer 2 connection access procedure (L2CAP) 
layer 212 and a BNEPlayer 213, an access mode Switch 214, 
and upper layer protocols 216. When the mobile station is 
operating in an UMA mode, the UMA-RLC entity 204 is the 
current “Serving RLC entity providing Service to the upper 
layers including the GPRS mobility management (GMM) 
Sublayer and the LLC Sublayer via the designated Service 
access points GMMRR-SAP and GRR-SAP respectively. 
The GSM RLC entity is detached from the GMM and LLC 
sublayers in this mode. The UMA-RLC entity 204 provides 
a new set of functions, and is responsible for emulation of 
the GSM RLC layer to provide the expected services to the 
GMM and LLC layers; i.e., packet transfer, GPRS suspen 
sion etc.. All existing GSM 04.64 primitives defined for the 
GRR-SAP and GMMRR-SAP apply. The plug-in of UMA 
RLC entity 204 is made transparent to the upper layer 
protocols in this way. Moreover, a UMA-RLC entity 204 
module is responsible for coordination with the GSM RLC 
entity to manage acceSS mode Switching and packet for 
warding, as described in further detail in application Ser. No. 
10/688,470 referenced above. 

0067 FIG.2B provides an overview of a level 1, level 2, 
and level 3 GPRS-related protocol architecture for one 
embodiment of mobile station 102 that provides unlicensed 
radio links via IEEE 802.11 signaling. All of the entities and 
layers are the same as described above for FIG. 2A, except 
that the Bluetooth layers have been replaced with an 802.11 
PHY layer 218 and an 802.11 MAC layer 220. 

0068 FIG. 3A illustrates the Up GPRS user plane pro 
tocol architecture, according to one embodiment. The Up 
GPRS user plane protocol architecture effectively enables 
the tunneling of GPRS data packets through the UNC 140 
utilizing the unlicensed spectrum, thus Supporting a tunnel 
ing function for packet-switched traffic between the mobile 
station 102 and SGSN 118. The UMA-RLC (URLC) pro 
tocol supports the UMA “layer 3' signaling functions via 
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UMA-RLC layers 204 provided by each of the mobile 
station 102 and UNC 140. The UNC 140, acting like a BSC, 
terminates URLC protocol messages and is responsible for 
the interworking between these messages and the analogous 
Gb-interface messages. 
0069. As illustrated in FIG.3A, each of the UNC 140 and 
SGSN 114 employ conventional facilities for supporting 
GPRS data packets, including a physical layer 300, a net 
work service layer 302, and a BSSGP layer 304. Each of 
mobile station 102 and UNC 140 include a UDP layer 306 
and a UMA-RLC layer 204. Each of mobile station 102 and 
SGSN include an LLC layer 216 and an SNDCP layer 308. 
Mobile station 102 also includes an IP layer 310. 
0070). Under the architecture of FIG. 3A, GPRS LLC 
PDUS carrying data are carried transparently between the 
mobile Station 102 and SGSN 114. This allows the mobile 
station to derive all GPRS services in the same manner as if 
it were in a GERAN BSS. All existing GPRS applications 
and MMI in mobile station 102 are unchanged. LLC PDUs 
are carried over UMA-RLC layer 204 from mobile station 
102 to UNC 140, which relays the PDUs over to SGSN 114 
using BSSGP messaging. The UMA-RLC layer for data 
transport 204 runs directly over the UDP layer 306 to 
leverage the IP bearer service. 
0071. The layers below the UMA-RLC layer 204 in each 
of mobile station 104 and UNC 140 include a TCP layer 316, 
a remote IP layer 318, and an IPSec (IPsecurity) layer 320. 
As an option, a standard Secure Socket Layer (SSL) protocol 
running over TCP/IP (not shown) may be deployed in place 
of IPSec layer 320. 
0072 Lower-level IP connectivity between mobile sta 
tion 102 and UNC 140 is supported by appropriate layers 
hosted by an intervening access point 128 and broadband IP 
network 138 (i.e., the access network 138 shown in FIG. 
1A). The components for Supporting the IP transport layer 
(i.e., the conventional network layer 3 under the Seven-layer 
OSI model) include a transport IPlayers 322 for each of the 
mobile station 104, AP 128, and IP network 138, and an IP 
layer 322A at UNC 140. 
0073. At the lowest layers (i.e., the physical and data link 
layers), mobile station 104 and AP 128 are depicted as 
providing unlicensed lower layers 324, while each of AP 
128, IP network 138, and UNC 140 provide appropriate 
access layers 326. Typically, access layers 326 will include 
conventional Ethernet PHY and MAC layers (IEEE 802.3), 
although this is not limiting. 

0074 As shown in FIGS. 3B and 3C, the unlicensed 
layers lower layers 324 will depend on whether the unli 
censed radio link uses Bluetooth signaling or IEEE 802.11 
signaling. The Bluetooth lower layers depicted in FIG. 3B 
correspond to the mobile station architecture of FIG. 2A, 
and include a Bluetooth baseband layer 210, an L 2 CAP 
layer 212, and a BNEP layer 213. Meanwhile, the 801.11 
lower layers shown in FIG. 3C correspond to the mobile 
station architecture of FIG. 2B, and include a 802.11 PHY 
layer 218 and in 802.11 MAC layer 220. 
0075 FIG. 3D illustrates the Up protocol architecture in 
support of GPRS Signaling and SMS services, according to 
one embodiment. Under this architecture, the GPRS LLC 
PDUs for signaling on higher layer protocols and SMS 
(including upper layers 328) are carried transparently 
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between MS 102 and SGSN 114. This allows the MS to 
obtain all GPRS services in the same ways as if it were 
connected to a GERAN BSS. The GPRS-RLC protocol is 
replaced with an equivalent (from the upper layer perspec 
tive) UMA-RLC protocol. Reliability is ensured by TCP 
layer 330. As in a GERAN BSS, the UNC, acting like a 
BSC, terminates the UMA-RLC protocol and inter-works it 
to the Gb-interface using BSSGP. 

0.076. As noted above, the mobile station may be, for 
example, a wireleSS phone, Smart phone, personal digital 
assistant, or mobile computer. The mobile Station may also 
be, for example, a fixed wireleSS device providing a set of 
terminal adapter functions for connecting Integrated Ser 
vices Digital Network (ISDN) or Plain Old Telephone 
Service (POTS) terminals to the wireless system. 
0.077 Other terminal adapter types than those listed 
above may be employed with embodiments of the present 
invention. For example: (1) a terminal adapter that Supports 
cordless telephones rather than POTS phones; (2) a terminal 
adapter that Supports Standard Session Initiation Protocol 
(SIP) telephones; and (3) a terminal adapter that also inte 
grates a corded handset and user interface, Such as one 
would find on a desk phone. In each case, the invention 
described herein describes how these terminal adapter func 
tions can be connected to the wireleSS System via the 
unlicensed network. 

0078. The use of other standard Bluetooth capabilities 
together with embodiments of the present invention is 
possible. For example, there is a Bluetooth Standard capa 
bility called “SIM Access Profile” that allows one Bluetooth 
device (e.g., an embedded cell phone Subsystem in a car) to 
access the SIM that is in another Bluetooth device (e.g., the 
user's normal cell phone), allowing the first device to take 
on the “personality” associated with the SIM (i.e., that of the 
user's normal cell phone). The embodiments described 
above could make use of this standard capability to give the 
terminal adapter-attached devices (e.g., a POTS phone) the 
personality of the user's cell phone. 

007.9 The UNC 140 provides functions equivalent to that 
of a GSM BSC, and as such controls one or more (virtual) 
UMA cells. In one embodiment, there may be a single UMA 
cell per UNC and, in an alternative embodiment, there may 
be one UMA cell per access point connected to a UNC. The 
latter embodiment may be leSS desirable due to the large 
number of APs expected to be used, so the UMA architecture 
permits flexible groupings of APs into UMA cells. Each 
UMA cell may be identified by a cell global identifier (CGI), 
with an unused absolute radio frequency channel number 
(ARFCN) assigned to each UMA cell. Each UMA cell may 
be mapped to a physical boundary by associating it with 
specific GSM location areas served by the MSC. GSM cells 
within the location areas mapped to a UMA cell are con 
figured with ARFCN-to-CGI mappings for that UMA cell. 
Further, this ARFCN may be advertised in the BA list by the 
GSM cells to permit handovers. Note that UMA cells may 
use the same location area identifiers (LAI) as existing GSM 
cells, or a new LAI may be used for UMA cells. The latter 
is useful in reducing paging in GSM cells when a mobile 
station is known to be registered via an INC. The above 
discussion applies equally to GPRS routing areas and rout 
ing area identifiers (RAIs). 
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UMA CPE Addressing 
0080 Customer premise equipment (CPE) may include 
the mobile station and the access point (AP) through which 
the mobile station may access the UNC for UMA service. 
UMA CPE addressing parameters may include the param 
eters described below. 

0081. The UMA CPE addressing includes the interna 
tional mobile subscriber identity (IMSI) associated with the 
SIM in the mobile equipment as a parameter. The IMSI is 
provided by the UMA mobile station to the UNC when it 
requests UMA service via the Up interface to the UNC. 
Unlike the GSM BSC, the UNC manages a context for each 
mobile station that is operating in UMA mode. Therefore, 
the UNC maintains a record for each served mobile station. 
For example, IMSI may be used by the UNC to find the 
appropriate mobile station record when the UNC receives a 
BSSMAP paging message. 
0082) The UMA CPE addressing includes the address 
asSociated with the unlicensed interface in the mobile equip 
ment (e.g., 802.11 MAC address) as a parameter. This 
identifier may be provided by the UMA mobile station to the 
UNC when it requests UMA service via the Up interface. 
The UNC may use this address as an alternative to the IMSI 
to limit the transfer of the IMSI over the Up interface and to 
assist in the routing of messages. 
0083) The UMACPE addressing also includes the tem 
porary logical link identifier (TLLI) assigned to the mobile 
station by the serving GPRS support node (SGSN) as a 
parameter. This identifier may be provided via Standard 
Gb-interface procedures. The UNC tracks this address for 
each served mobile station to support GSM Gb-interface 
procedures (e.g., so that downlink GPRS packets may be 
routed to the correct mobile Station). 
0084. The UMACPE addressing also includes the access 
point ID (AP-ID) as a parameter. The AP-ID may be the 
MAC address of the unlicensed mode access point through 
which the mobile station is accessing UMA service. This 
identifier may be provided by the UMA mobile station to the 
UNC when it requests UMA service via the Up interface. 
The AP-ID may be used by the UNC to support location 
Services (e.g., enhanced 911 service) to the user based on the 
AP from which the service is being accessed. The AP-ID 
may also be used by the service provider to restrict UMA 
Service access only to authorized APS. 
0085. Other CPE addressing parameters that may be used 
depend on the Security requirements of the Up interface 
(e.g., the need to manage UMA mobile Station IP addresses 
for message routing via tunneled IPSec connections, or the 
need to manage local credentials assigned to the mobile 
station by the UNC). 

UMA Cell Identification 

0086. In order to facilitate the mobility management 
functions in GSM/GPRS, the coverage area may be split into 
logical registration areas called location areas (for GSM) 
and routing areas (for GPRS). Mobile stations may be 
required to register with the network each time the Serving 
location area (or routing area) changes. One or more location 
areas identifiers (LAIS) may be associated with each visited 
location register (VLR) in a carrier's network. Likewise, one 
or more routing area identifiers (RAIS) may be controlled by 
a single SGSN. 
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0087. In one embodiment, a GSM cell is identified within 
the location or routing area by adding a cell identity (CI) to 
the location or routing area identification. The cell global 
identification (CGI) is the concatenation of the location area 
identification and the cell identity. In one embodiment, the 
cell identity is unique within a location area. 

An Example UMA Approach to Cell Identification 

0088. One example of a UMA cell identification 
approach is described below. In this embodiment, a Single 
UNC provides service for one or more UMA location areas 
and one or more UMA routing areas, and each UMA 
location area (or routing area) is distinct from, or the same 
as, the location area (or routing area) of the overlapping 
GSM cell. A UMA cell is identified within the UMA location 
or routing area by adding a cell identity (CI) to the location 
or routing area identification. The UMA cell global identi 
fication (UMA-CGI) is the concatenation of the location 
area identification and the cell identity. In one embodiment, 
a UMA cell may be a pre-defined partition of the overall 
UMA coverage area identified by a UMA-CGI value. Note 
that cell identification, like UMA information, may be 
transparent to the AP, such that the AP is not aware of its 
associated UMA-CGI value. The UMA components (e.g., 
mobile station and UNC) may support the ability to partition 
the overall UMA coverage area. 
0089 Apartitioning method may include implementing a 
one-to-one or a many-to-one correspondence between GSM 
cell identity and UMA cell identity. Given the identification 
of a preferred GSM cell in a particular area, it may be 
possible to determine the corresponding UMA cell identity 
based, for example, on UNC provisioning. An example of a 
one-to-one relationship is mapping a GSM cell to a UMA 
cell. An example of a many-to-one relationship is mapping 
a GSM location area (and associated GSM cells) to a UMA 
cell. 

0090 When a UMA mobile station connects to the UNC 
for UMA service, it sends the CGI value and (optionally) a 
path loss criterion parameter (C1) of the current GSM 
camping cell, as well as the neighbor cells, to the UNC. The 
UNC maps the GSM camping cell's CGI value to a corre 
sponding UMA cell's CGI value based on mapping logic 
provisioned in the UNC. This may be a one-to-one mapping 
(e.g., if there is one UMA cell per GSM cell) or a many 
to-one mapping (e.g., if there is one UMA cell per GSM 
location area). If no GSM coverage is available in the UMA 
Service area, the UNC may assign the mobile Station to a 
default “no GSM coverage” UMA cell. A single UNC may 
serve one MSC. This does not preclude UNC embodiments 
that combine multiple UNC“instances,” as defined above, in 
a single device (for example, a UNC that servers multiple 
MSCs). Each UNC may also be assigned a unique “UMA 
Handover-CGI value used for GSM-to-UMA handover 
purposes. For example, this may be the value provisioned in 
the GSM RAN BSCS ARFCN-to-CGI tables and in the 
MSCs (e.g., to point to the UNC). 

UMA Operating Configurations 

0.091 In one embodiment, at least three UMA operating 
configurations may be identified. In a common core con 
figuration, the UMALAI and an umbrella GSM RAN LAI 
(e.g., that serves the Subscriber's neighborhood) may be 
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different, and the network may be engineered Such that the 
same core network entities (e.g., MSC and SGSN) serve 
both the UMA cells and the umbrella GSM cells. One 
advantage of this configuration is that Subscriber movement 
between the UMA coverage area and the GSM coverage 
area does not result in inter-system (e.g., MAP) signaling 
(e.g., location updates and handovers are intra-MSC). 
0092. In a separate core configuration, the UMALAI and 
umbrella GSM RAN LAI are different, and the network may 
be engineered Such that different core network entities Serve 
the UMA cells and the umbrella GSM cells. One advantage 
of this configuration is that engineering of the UMA and 
GSM networks can be more independent than in the Com 
mon Core Configuration. 
0093. In a common LAI configuration, the UMALAI and 
GSM RAN LAI are the same (e.g., different cells within the 
same LAI). Advantages of this configuration are that Sub 
scriber movement (while idle) between the UMA coverage 
area and the GSM coverage area may not result in any 
location update Signaling, and that the mobile Station can 
easily switch to GSM mode if UMA mode resources are 
temporarily unavailable (e.g., to respond to paging). Further 
details of this and the foregoing Separate core configuration 
are discussed in application Ser. No. 10/688,470. 

UMA Registration and Deregistration 

0094. In one embodiment, as described above, a UMA 
registration process does not employ signaling to the PLMN 
infrastructure and is contained within the UMA System (i.e., 
between the mobile station and UNC). The UMA registra 
tion proceSS may serve at least two purposes. It may inform 
the UNC that a mobile station is connected through a 
particular AP and is available at a particular IP address. The 
UNC may keep track of this information, for example, for 
mobile-terminated calling. The registration proceSS may also 
provide the mobile Station with the operating parameters 
associated with the UMA service on the AP. This may be 
analogous to the use of the GSM broadcast control channel 
(BCCH) to transmit system parameters to mobile stations in 
GSM cells. GSM system information message content that 
is applicable in UMA mode may be delivered to the mobile 
Station during the UMA registration process. 
0095 Similarly, a UMA deregistration process may allow 
the mobile station to explicitly inform the UNC that it is 
leaving UMA mode, allowing the UNC to free resources that 
it may have assigned to the mobile station. The UNC may 
also Support implicit UMA deregistration, wherein a Secure 
channel to the mobile Station is abruptly terminated. 

UMA Redirection 

0096. In one embodiment, as described above, when a 
UMA mobile station connects to the UNC for UMA service, 
it may send a CGI value and a path loSS criterion parameter 
(C1) of the current GSM camping cell, as well as the 
neighbor cells, to the UNC. Using this information, as well 
as internal database information, the UNC may be able to 
determine if it is the correct serving UNC for the mobile 
station, and if it is not the correct serving UNC, to redirect 
the mobile station to the correct UNC. The correct serving 
UNC may be the UNC whose UMA service area overlaps 
the mobile station's umbrella GSM coverage. In one 
embodiment, the correct serving UNC might be attached to 
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the same MSC as the GSM BSC to which the umbrella GSM 
cell belongs. In an alternative embodiment, the correct 
serving UNC might be attached to a different MSC that may 
hand-over to the MSC that provides umbrella GSM cover 
age to the mobile station, allowing the UNC to handover 
calls to and from GSM. It may also enable certain location 
based services (e.g., E911 Phase 1) that can be tied to the 
location of the GSM cell. An internal database used by the 
UNC may map GSM location areas to serving UNCs and 
conserve the amount of data that needs to be managed. This 
database may only need to change when a new UNC or a 
new GSM location area is added. 

0097. If no GSM coverage is available when a mobile 
station connects to the UNC for UMA service, then, under 
Some instances, the UNC may not reliably determine the 
location of the mobile Station for the purposes of assigning 
the mobile station to the correct serving UNC (e.g., to enable 
handover and location-based services). The UNC may per 
mit the operator to determine the Service policy in this case 
(e.g., the operator may provide Service to the user with 
certain limitations, possibly with a user interface indication 
on the mobile station). 

UMA Mobile Station Idle Mode Behavior 

0.098 As described above, a UMA device may encounter 
different radio environments as illustrated in FIG. 4. In a 
first environment, the GSM and UMA coverage areas are 
completely separate and non-overlapping. In a Second envi 
ronment, the GSM and UMA coverage is partially overlap 
ping. In a third environment, which may be the most 
common, the UMA coverage is encapsulated within the 
GSM coverage. A UMA device may power on in any of 
these environments and further may transition in a number 
of attached States. 

0099. At power on, and when the mobile station is idle 
and there is no coverage of any type, the mobile Station may 
scan for both GSM and UMA radio coverage. If GSM 
coverage is detected, then the normal GSM mobility man 
agement procedure may be initiated. This condition may 
apply when no UMA coverage has been detected by the 
mobile station when GSM coverage is detected, or prior to 
the completion of the UMA registration process. If UMA 
coverage is detected, then the UMA mobile station estab 
lishes an unlicensed wireless link (e.g., WLAN link) to the 
AP and monitorS Signal quality. When the received signal 
level at the mobile Station passes a predefined threshold, the 
mobile Station performs the UMA registration procedure. 
Based upon the information returned, the mobile Station may 
determine if a full network registration is required, and if So, 
what type (e.g., GSM or combined GSM/GPRS). This 
procedure may apply when no GSM coverage exists or when 
UMA coverage is detected prior to detecting GSM coverage. 
0100 When the mobile station is idle in GSM coverage, 
and there is no UMA coverage, the mobile Station may 
periodically scan for UMA coverage. If UMA coverage is 
detected, the mobile Station may initiate the UMA registra 
tion procedure described above. 
0101 When the mobile station is idle in UMA coverage 
and there is no GSM coverage, the mobile Station may 
continue to perform normal GSM PLMN search procedures. 
If GSM coverage is detected, the mobile station may send 
the GSM cell information to the UNC for possible UMA 
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redirection purposes as described above. Alternatively, the 
mobile station may disable normal GSM PLMN search 
procedures to conserve power. 
0102) When the mobile station is idle in UMA coverage, 
and there is GSM coverage, the mobile Station may continue 
to perform normal GSM cell reselection procedures and may 
store the identification of the selected GSM cell to speed the 
transition to GSM mode, if required. Alternatively, the 
mobile station may disable normal GSM cell reselection 
procedures to conserve power. 
0103) At power off in UMA coverage, a detach indication 
may be sent by the mobile station to the PLMN via the 
UMAN (e.g., if required by the PLMN network or normally 
sent by the mobile station at power off). This indication may 
be encoded per the current GSM mode of operation (e.g., 
GSM or GPRS). 
0104. The UMA environment may be an IEEE 802.11 
environment. In this case, the mobile Station periodically 
performs an active scan for available 802.11 APs. When an 
AP is discovered, it may be matched against a stored profile 
of user preferences and Security credentials, in which case 
the mobile Station may automatically associate with the AP. 
The mobile Station may enter low-power Sleep mode, wak 
ing up periodically to measure Signal quality for determining 
when to trigger UMA registration. 
0105. The UMA environment may be a Bluetooth envi 
ronment. In this case, the mobile Station previously paired 
with the Bluetooth AP through which it will access UMA 
Service. Periodically, the mobile Station may enter a page 
Scan receive mode, and respond to an AP transmit page to 
establish a link-level connection. Once a link-level control 
channel is established, and if the mobile Station is not 
otherwise active, it may enter a low-power Bluetooth State 
(e.g., park mode) to conserve power. Periodically, the AP 
may poll the mobile Station to allow it to re-enter active 
power mode. This periodic traffic may also be used by the 
mobile Station to measure Signal quality to determine when 
to perform the UMA registration procedure. 

Seamless Transitions for Data Services 

0106 AUMA device engaged in a data transaction or a 
Simultaneous voice/data transaction may encounter a tran 
sition from GSM coverage to UMA coverage or a transition 
from UMA coverage to GSM coverage. In one embodiment, 
when the coverage transitions from GSM to UMA coverage, 
calls and data Sessions may be handed over transparently 
between the GSM RAN and the UMAN. In the case of 
Voice, the handover may be accomplished by a handover 
function. In the case of data, GPRS mobility management 
procedures enable Seamless transitions of the active packet 
data Sessions. Normal registration actions may occur upon a 
return to the idle State, if appropriate. When the coverage 
transitions from UMA to GSM coverage, calls may be 
handed over transparently between the UMAN and the GSM 
RAN. In the case of voice, the handover may be accom 
plished by a handover function. In the case of data, GPRS 
mobility management procedures enable Seamless transi 
tions of the active packet data Sessions. 

Messages for Unlicensed Radio Link Control 
(URLC) Management 

01.07 The URLC Transport Channel (URLC TC) is 
defined as a UDP based point-to-point URLC connection 
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between the MS and the UNC utilized for GPRS user data 
transfer. The URLC Transport Channel provides the asso 
ciation between the MS and UNC for the transport of GPRS 
user data over the Up interface. Given that the UMAN user 
data transport is UDP-based, the URLC Transport channel is 
associated with corresponding MS and UNC IP addresses 
and UDP ports used for GPRS user data transfer. The MS 
and UNC manage the URLC Transport Channel based on 
the requests for data transfer and a configurable timer 
URLC-CHANNEL-TIMER. 

0108). The following is the summary of the URLC TC 
characteristics and the associated procedures: 

0109) 1) The URLC TC defines the uplink destina 
tion UNC IP address and UNC UDP port to be used 
by the MS for GPRS user data transfer. Furthermore, 
the MS maintains the value of the URLC-CHAN 
NEL-TIMER that is received as one of the system 
parameters in the URR REGISTER ACK message. 

0110 2) The URLC TC defines the downlink des 
tination MS IP address and MS UDP port to be used 
by the UNC for GPRS user data transfer 

0111] 3) The MS or UNC will activate the URLCTC 
only when the GPRS user data transfer is initiated 
and the URLC is in the URLC-STAND BY State. The 
uplink and downlink GPRS user data can be trans 
ferred immediately when the URLC TC exists; i.e., 
the URLC is in the URLC-ACTIVE state. 

0112 4) There is no need for a specific URLC 
Transport Channel keep alive mechanism as the 
IPSec-tunnel is used for all GPRS data traffic and it 
will include IP level keep-alive procedures. 

0113 5) There is no need for a separate NAT tra 
versal Solution for URLC data transport, as the IPSec 
tunnel is used for GPRS data transfer and it will 
include NAT traversal procedures. 

0114 FIG. 5 depicts the URLC states and associated 
behavior on the MS side. The following is the definition of 
the MS URLC States: 

0115 URLC-SERVICE-DETACHED: The URLC 
and all the lower Up protocol layers are initialized 
and operational; however the URLC is not connected 
to LLC GRR'? and GMMRR service access points 
(SAPs) and the GSM/GPRS RR/RLC controls GPRS 
SAPs; i.e. all upper layer requests are directed to 
GSM/GPRS RR/RLC and URLC can not commu 
nicate with upper layers (LLC and GMM). The MS 
is in GSM mode. 

0116 URLC-SERVICE-ATTACHED: The URLC is 
connected to and controls LLC GRR and GMMRR 
SAPS and the GSM/GPRS RR/RLC is not connected 
to GPRS SAPs; i.e. all upper layer requests are 
directed to MS URLC and GSM/GPRS RR/RLC 
cannot communicate with upper layers (LLC and 
GMM). The MS is in UMA mode. 

0117 URLC-STANDBY: This is the initial/default 
Substate of the URLC-SERVICE-ATTACHED State. 
The MS is notable to send or receive GPRS user data 
to and from the UNC. The URLC Transport Channel 
does not exist when the MS is in URLC-STANDBY 
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state. The UNC or the MS needs to activate the 
URLC Transport Channel before sending any GPRS 
user data. When the MS URLC Successfully estab 
lishes a URLC Transport Channel, it transitions to 
the URLC-ACTIVE State. 

0118 URLC-ACTIVE: This is a substate of the 
URLC-SERVICE-ATTACHED State. The MS is 
able to send and receive GPRS user data to and from 
the UNC. The corresponding URLC Transport Chan 
nel exists. 

0119) Initially, immediately after the power up, the MS is 
in GSM mode and URLC is in the URLC-SERVICE 
DETACHED state. When UMAN coverage is detected, 
mode selection prefers UMAN and upon a successful UMA 
registration, the MS Switches to UMA mode. Simulta 
neously, the MS URLC acquires the control of the LLC 
GRR and GMMRR SAPS and transitions to URLC-SER 
VICE-ATTACHED state. The GSM/GPRS RR/RLC is now 
disconnected-and does not control the GPRS SAPs. 

0120). Upon entering URLC-SERVICE-ATTACHED 
state, the MS URLC initially transitions to URLC 
STAND BY state and the corresponding URLC TC does not 
exist yet. The MSURLC must be able to buffer the uplink 
data packet or packets while the URLC TC activation is in 
progress. After successful URLC TC activation, the MS 
URLC transitions to URLC-ACTIVE state. The following 
are the possible triggers for URLC TC activation on the MS 
Side: 

0121 1) The LLC initiates the uplink data transfer 
using LLC SAPI 3, 5, 9, or 11. 

0122) 2) The UNC initiates URLC TC activation; 
i.e. the MS receives a URLC-ACTIVATE-GPRS 
TC-REQ message from the UNC. 

0123. While the URLC is in the URLC-ACTIVE state, 
the corresponding URLC TC exists and the GPRS user data 
transport is enabled both in uplink and downlink direction. 
Upon the successful URLC TC activation and in parallel 
with transition to URLC-ACTIVE state, the MS URLC 
Starts the URLC-CHANNEL-TIMER. The timer is restarted 
whenever any uplink user data packet is sent or downlink 
user data packet is received. When the URLC-CHANNEL 
TIMER expires, the MS sends a URLC-DEACTIVATE 
GPRS-TC-REQ message to the UNC to initiate URLC TC 
deactivation. Upon successful URLC TC deactivation, the 
MS URLC transitions to URLC-STAND BY State. 

0124. At any time, while in URLC-SERVICE-AT 
TACHED state, if the MS transitions to GSM mode or the 
UMAN radio link is lost, resulting in the UMAN deregis 
tration, the URLC is disconnected from GPRS SAPs and the 
MS URLC enters URLC-SERVICE-DETACHED State. 
Simultaneously, the MS will release the associated URLC 
TC regardless of the URLC-CHANNEL-TIMER status. 
0125) The MS URLC maintains one URLC TC for all 
active user data flows; i.e. if the URLC is in URLC-ACTIVE 
State, any uplink user data packet is transferred using the 
active URLCTC regardless of the associated PFC and LLC 
SAP Analogues, the URLC-CHANNEL-TIMER is restarted 
whenever any uplink user data packet is sent or downlink 
user data packet received regardless of the associated PFC 
and LLC SAP. 
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0126 The URLC states on the network side are MS 
based; i.e. the URLC State information context is maintained 
per active MS. The UNC maintains the URLC Transport 
Channels and the corresponding URLC states for all mobile 
stations actively involved in GPRS user data transfer. The 
URLC TC is associated with the MS and is activated only 
when the actual user data transport takes place. The maxi 
mum number of simultaneously allocated URLC Transport 
Channels per MS is one. 
0127 FIG. 6 depicts the URLC states on the network 
side. The following states are defined: 

0128 URLC-STANDBY: The URLC Transport 
Channel does not exist when the URLC is in URLC 
STANDBY state. When the corresponding URLC 
Transport Channel is activated, the URLC transitions 
to the URLC-ACTIVE State. 

0129 URLC-ACTIVE: The corresponding URLC 
Transport Channel exists. 

0130. Initially, after the MS registers for UMA service, 
the corresponding URLC state is URLC-STANDBY. Upon 
Successful activation of the associated URLCTC, the URLC 
enters URLC-ACTIVE state. Both MS and UNC may ini 
tiate the URLC TC activation. If the activation was initiated 
by the MS, the UNC updates URLC state after successfully 
allocating URLC TC and forwarding the acknowledgment 
message to the MS. If the activation was initiated by the 
UNC, the UNC updates URLC state after receiving the 
acknowledgment message from the MS. The UNC must be 
able to buffer the downlink data packets for the MS while the 
URLC TC activation is in progress. While the URLC is in 
URLC-ACTIVE state, the UNC maintains the required 
information associated with the URLC TC and URLC state. 
This enables UNC to automatically send and receive GPRS 
user data to/from the MS while the URLC is active; i.e. the 
corresponding URLC TC exists. 
0131. After the URLCTC is deactivated, the correspond 
ing URLC enters the URLC-STANDBY state. If the deac 
tivation was initiated by the MS, the UNC updates the 
URLC state after the associated URLC TC is released and 
the acknowledgment message is sent to the MS. If the 
deactivation is triggered by the UMA Deregistration, the 
UNC immediately updates URLC state and released the 
associated URLC TC. 

0132 TCP is used to support the signaling channel 
between the MS and the UNC over which the UMA RR and 
UMA RLC protocol messages are transferred in both direc 
tions. Each MS establishes a single TCP connection to the 
UNC for signaling messages for GSM and GPRS services. 
Meanwhile, UDP is used for two purposes: 1) To support the 
bi-directional transfer of GPRS user plane traffic between 
the UNC and MS; and 2) To support the bidirectional 
transfer of RTP/RTCP speech packets between the UNC and 
MS 

URLC Message Formats 
0133. The UMA-RLC Acknowledgement mode protocol 
provides a reliable message delivery over the UP interface, 
using the same TCP connection as UMA-RR. UMA-RLC 
Signaling messages, GPRS Signaling messages, and SMS 
messages are transferred using this Service. Each UMA 
RLC message includes the following information elements 
(IEs): 
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0134) 1. UAM-RLC protocol discriminator. To 
distinguish UMA-RLC messages from UMA-RR 
messages, the UMA-RLC protocol uses the protocol 
discriminator 0111 for bits 3 to 0 of the first octet of 
every UMA-RLC message. The remaining 4 bits are 
Set to 0. It is noted that this is merely exemplary, as 
other Sequences may be used, depending on the 
particular implementation. 

0.135 2. Spare/Skip Indicator-In one embodiment, 
Bits 5 to 8 of the first octet of every UMA-RLC 
message contains a spare or skip indicator. (From a 
binary Standpoint, the Spare and Skip indictor IES are 
identical and perform the same function). An UMA 
RLC message received with Spare/skip indicator 
other than 0000 shall be ignored. 

0136 3. Message Type-the message type IE (infor 
mation element) and its use are defined in 
GSMO4.07. The UMA-RLC message types for one 
embodiment are listed in Table 1 below. 

0.137 4. Other information elements, as required. 
0138 i. The Presence column indicates whether 
an information element is mandatory (“M”), 
optional (“O”) or conditionally present (“C”). 

0139 ii. The Format column indicates how the IE 
is formatted: “TLV' for tag-length-value format, 
“LV" for length-value and “V” for value only. The 
tag for the IE is also referred to as the Information 
Element Identifier (IEI). Mandatory information 
elements use “V” or “LV” format, depending on 
whether they are fixed or variable length. Optional 
and conditional information elements always use 
“TLV’ format. 

0140) 5. Length Indicator. In one embodiment, a 
Separate Length Indicator IE is used to specify the 
length of a given message. In another embodiment, 
the underlying transport layer is used to provide a 
length indication for each message. Accordingly, a 
Separate Length Indicator IE is not included in this 
message format. Both types of formats are illustrated 
by the URLC messages disclosed herein. 

TABLE 1. 

Message name Identity 

URLC-DATA 1. 
URLC UNITDATA 2 
URLC-PS-PAGE 3 
URLC-CS-PAGE 4 
URLC-SUSPEND 5 
URLC-UFC-REO 6 
URLC-DFC-REO 7 
URLC-ACTIVATE-UTC-REO 8 
URLC-ACTIVATE-UTC-ACK 9 
URLC-DEACTIVATE-UTC-REO 1O 
URLC-DEACTIVATE-UTC-ACK 11 
URLC STATUS 12 

MS-Initiated URLC Transport Channel (URLC TC) 
Activation 

0.141. An MS-initiated URLC TC activation is triggered 
by the uplink GPRS user data request when the URLC is in 
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the URLC-STANDBY state. An example of an MS-initiated 
URLC TC activation message exchange Sequence is shown 
in FIG. 7A Messages and associated Signals passing 
between the different elements in the Figures herein are 
shown as horizontal arrows with arrowheads connecting the 
elements of the communication Systems that are involved. 
When the arrow passes across an element and no arrowhead 
is shown, then this element functions as a pass through. The 
particular elements of the system architecture of FIG. 1 that 
are involved in FIG. 7A are, from left to right, a mobile 
station (e.g. MS 102), an access point (e.g., WLAN AP128), 
and a UNC (e.g., UNC 140). 
0142 Prior to the depicted operations, various operations 
are performed to establish a connection with between MS 
102 and AP 128, and then to establish a connection between 
MS 102 and UNC 140. At step A, a TCP connection has been 
established between the MS 102 and UNC 140. Upon 
receiving the uplink user data transfer request from the LLC 
for LLC SAPI 3, 5, 9 or 11 (not shown) and while the MS 
URLC is in the URLC-Standby state, the MS URLC pre 
pares a URLC-ACTIVATE-UTC-REQ message 700 and 
includes the following information elements: MS IP address 
for downlink GPRS user data transfer and MS UDP port 
number for downlink GPRS user data transfer (see FIG. 8 
and discussion below). Subsequently, the MS URLC sends 
the URLC-ACTIVATE-UTC-REQ message to the UNC at 
step B and starts timer URLC-TCA-TIMER to wait for the 
response. The MS URLC buffers the uplink data packets 
while the URLC TC activation is in progress. 
0143 Upon receiving the URLC-ACTIVATE-UTC-REQ 
message from the MS, the UNC verifies the following: the 
MS is UMA registered; the URLC is in URLC-STANDBY 
state; and the URLC TC associated with the MS does not 
exist. If all the checks are Successful, the UNC allocates the 
IP address and the UDP port number for the MS GPRS user 
data transport. If the allocation is successful, the UNC 
creates the corresponding URLC TC and Stores the associ 
ated information. The URLC state is updated to URLC 
ACTIVE. Subsequently, the UNC sends a URLC-ACTI 
VATE-UTC-ACK message 702 to the MS with the cause 
indicating Successful activation, as depicted at Step C in 
FIG. 7A. The message includes the UNC IP address and 
UNC UDP port to be used for the uplink GPRS user data 
transport. 

0144) Upon receiving the URLC-ACTIVATE-UTC-ACK 
message while the MS initiated URLC TC activation is in 
progress, the MS stops timer URLC-TCA-TIMER, creates 
and stores the corresponding URLC TC record with the 
required information and the MS URLC transitions into 
URLC-ACTIVE State. The MS URLC Starts URLC-CHAN 
NEL-TIMER and forwards any outstanding uplink user data 
packets. The timer is restarted whenever any user data 
packet is sent to or received from the UNC. 

0145) Details of one embodiment of a URLC-ACTI 
VATE-UTC-REQ message 700 are shown in FIG.8. For 
illustrative purposes, each message format illustrated herein 
includes an Information Element column, a Type/Reference 
column, a Presence column, a Format column, a Length 
Column, and a Value or Value/Notes column. It is noted that 
the actual messages will include a value that identifies the 
message type, along with appropriate IE values in accor 
dance with each particular message format. Also, as with 
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each of the messages discussed herein, URLC-ACTIVATE 
UTC-REQ message 700 includes a UAM RLC protocol 
Discriminator IE, a Skip Indicator IE, and a Message Type 
IE (URLC-ACTIVATE-UTC-REQ in this instance). As used 
herein, these three IEs are referred to as “basic' IES to 
indicate they are included in each message format. 
0146 In one embodiment, the TLLI (Temporary Logical 
Link Identity) IE contains the value field defined in 3GPP TS 
44.018. The IP address for GPRS user data transport IE 
contains the MS IP address for GPRS user data -transport if 
the MS initiates activation. It contains UNC IP address for 
GPRS user data transport if UNC initiates activation (as 
shown in FIG. 10). The UDP Port for GPRS user data 
transport IE contains the MS UDP port for GPRS user data 
transport if the MS initiates activation. It contains UNC UDP 
port for GPRS user data transport if UNC initiates activa 
tion. 

0147 FIG. 9 shows details of one embodiment of a 
URLC-ACTIVATE-UTC-ACK message 702. In addition to 
the basic IES, this message format includes an IP address for 
GPRS user data transport IE, a UDPPort for GPRS user data 
transport IE, a Remote IP address for GPRS user data 
transport IE, a Remote UDP Port for GPRS user data 
transport IE, and a URLC TC Activation Status IE. The IP 
address for GPRS user data transport IE must be included if 
the URLC cause indicates Success (0 or 1) and contains an 
MS IP address for GPRS user data transport if an MS 
initiates activation or a UNC IP address for GPRS user data 
transport if a UNC initiates activation. The UDP Port for 
GPRS user data transport IE must be included if the URLC 
cause indicates success and contains an MS UDP port for 
GPRS user data transport if an MS initiates activation or a 
UDP port for GPRS user data transport if a UNC initiates 
activation. 

0148. The Remote IP address for GPRS user data trans 
port IE must be included if responding to a duplicate 
activation request-URLC cause=1. It contains an MS IP 
address for GPRS user data transport if a UNC initiates 
activation or a UNC IP address for GPRS user data transport 
if an MS initiates activation. The Remote UDP Port for 
GPRS user data transport IE must be included if responding 
to a duplicate activation request-URLC cause=1. It con 
tains an MS UDP port for GPRS user data transport if a UNC 
initiates activation or a UNC UDP port for GPRS user data 
transport if an MS initiates activation. The URLC TC 
Activation Status IE contains a coded value identifying the 
Status of the activation and/or cause of failure. An exemplary 
set of coded URLC cause values are shown in FIG. 10. 

Network-Initiated URLC TC Activation 

0149. A UNC-initiated URLCTC activation is triggered 
by the downlink GPRS user data request when the URLC is 
in the URLC-STANDBY state. FIG. 7B shows a message 
flow depicting the messages and timers associated with this 
procedure. As before, a TCP connection between MS 102 
and UNC 140 has been established at step A. Upon receiving 
the downlink user data transfer request associated with LLC 
SAPI 3, 5, 9 or 11 (not shown) and while the URLC is in the 
URLC-Standby state, the UNC allocates the IP address and 
the UDP port number for the MS GPRS user data transport. 
ASSuming Successful allocation, the UNC prepares a URLC 
ACTIVATE-UTC-REQ message 700 that includes UNC IP 
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address for uplink GPRS user data transfer and a UNC UDP 
port number for uplink GPRS user data transfer. Subse 
quently, at step B, the UNC sends the URLC-ACTIVATE 
UTC-REQ message 700 to the MS and starts timer URLC 
TCA-TIMER to wait for the response. 
0150. Upon receiving the URLC-ACTIVATE-UTC-REQ 
message from the UNC, the MS verifies the following: the 
URLC is in URLC-STANDBY state; the corresponding 
URLC TC does not exist; and the GPRS service is not 
Suspended. ASSuming Successful verification, the MS allo 
cates the IP address and UDP port number for the MS GPRS 
user data transport and Stores the associated information. 
The URLC state is updated to URLC-ACTIVE and the MS 
URLC starts URLC-CHANNEL-TIMER. Subsequently at 
step C, the MS sends a URLC-ACTIVATE-UTC-ACK mes 
sage 702 to the UNC with the cause indicating successful 
activation. The message includes the MS IP address and MS 
UDP port to be used for the downlink GPRS user data 
transport. 
0151. Upon receiving the URLC-ACTIVATE-UTC-ACK 
message 702 while the UNC initiated URLC TC activation 
is in progress, the UNC stops timer URLC-TCA-TIMER, 
creates and stores the corresponding URLC TC record with 
the required information and the URLC transitions into 
URLC-ACTIVE state. The UNC then forwards any out 
Standing downlink user data packets. 

MS-Initiated Deactivation of URLC Transport 
Channel 

0152) When the URLC-CHANNEL-TIMER expires, the 
MS URLC initiates deactivation of the URLC TC by send 
ing the request to the UNC as per the message flow depicted 
in FIG. I.1. More particularly, when the URLC-CHANNEL 
TIMER expires (step A) and if there are no outstanding 
uplink GPRS user data messages to he transferred, the MS 
sends a URLC-DEACTIVATE-UTC-REQ message 1100 to 
the UNC to request the deactivation and starts its URLC 
TCA-TIMER to wait for the confirmation. 

0153. Upon receiving a URLC-DEACTIVATE-UTC 
REQ message from the MS, the UNC verifies the following: 
The MS is registered for UMA service; the corresponding 
URLC TC is in URLC-Active state; and the corresponding 
URLC TC exists. Assuming successful verification, the 
UNC sends a URLC-DEACTIVATE-UTC-ACK message 
1102 to the MS indicating successful deactivation, with the 
cause IE is set to “Success'. The UNC releases the corre 
sponding URLCTC and updates the URLC state to URLC 
STANDBY. Upon receiving a URLC-DEACTIVATE-UTC 
ACK message 1102 from the UNC, the MSURLC stops its 
URLC-TCA-TIMER, and releases the URLC TC. In paral 
lel, the MS URLC transitions to URLC-STANDBY state. 
0154 FIG. 12 shows one embodiment of a URLC 
DEACTIVATE-UTC-REQ message 1100. In addition to the 
basic IES, the message format includes a TLLI IE and a 
URLC TC Deactivation Cause IE. The value of this IE 
identifies the cause for the deactivation (via lookup of the 
URLC cause value table of FIG. 10). Meanwhile, FIG. 13 
shows one embodiment of a URLC-DEACTIVATE-UTC 
ACK message 1102. In addition to the basic IES, the 
message format includes a TLLI IE. 

Implicit Deactivation of URLC Transport Channel 
0155 If the UMA deregistration is performed for a 
mobile station with an active URLCTC, the UNC automati 
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cally releases the associated URLC TC and deletes related 
records including URLC state information. The MS releases 
the URLC TC and the MS URLC enters URLC-SERVICE 
DETACHED state upon UMA deregistration. This includes 
Scenarios where an implicit UMA deregistration is per 
formed due to lower layer failures, e.g. radio connection 
loSS, Secure connection loss, etc. 

URLC GPRS Signaling and SMS Messages 
Transport 

0156 While the MS is registered for UMA services, the 
corresponding TCP Session for Signaling transport is always 
available and, assuming that the MS URR and URLC are 
attached to GSM/GPRS SAPs, both the mobile station and 
the UNC can initiate GPRS signaling or SMS message 
transfer automatically using URLC DATA service as illus 
trated FIG. 14. The URLC-DATA transport mechanism is 
utilized for all GPRS GMM/SM signaling and SMS mes 
Sages. GPRS Signaling and SMS messages are tunneled 
between the MS and UNC using TCP transport. The TCP 
Session management (establishment and release) are the 
responsibility of the transport layer and the same TCP 
session is used for GSM, GPRS and UMA signaling. 

O157 The message flow sequence of FIG. 14 may be 
initiated at any time while the TCP session depicted at step 
A is active. At step B, MS 102 sends a URLC-DATA 
message 1400 to UNC 140 to initiate uplink GPRS Signal 
ing/SMS Message transfer. At step C, the UNC is depicted 
as sending URLC-DATA message 1400 to the MS to initiate 
downlink GPRS Signaling/SMS Message transfer. 

0158 An MS initiates uplink GPRS Signaling/SMS Mes 
Sage transfer in the following manner. ASSuming that the 
TCP signaling session is always available while the MS is 
UMAN registered, the MS URLC is able to immediately 
forward any uplink GPRS signaling or SMS message to the 
UNC. Upon the request from the LLC to transfer an uplink 
LLC PDU carrying GPRS signaling message (identified 
with LLC SAPI 1) or GPRS SMS message (LLC SAPI 7), 
the MSURLC encapsulates the complete LLC PDU within 
a URLC DATA message 1400, embodiments of which are 
shown in FIGS. 15A and 15B as URLC DATA message 
formats 1400A and 1400B, respectively. Subsequently, the 
MS forwards the URLC DATA message to the UNC using 
the existing Signaling TCP Session. 

0159. In addition to the basic IE's, each of message 
formats 1400A and 1400B includes a Required QoS IE, a 
TLLI IE, a PFI IE, and the encapsulated LLC PDU. The 
Required QoS IE defines the peak throughput required or 
requested. This information may be specified through a 4-bit 
code or may be provided by the LLC with the LLC PDU 
request. The PFI (packet flow indicator) IE is included if the 
packet flow feature is supported by the MS and the core 
network. 

0160 The message format 1400A further includes a 
Requested Radio Priority IE and a First Packet Indication IE. 
The Requested Radio Priority is included as a component of 
the QoS IE as per 3GPP TS 48.018. The First Packet 
Indication is used to identify whether or not a packet is the 
first packet on an uplink, and is Set to 1 whenever the first 
uplink packet is sent over the UMA network after MS power 
on or hand-in. The First Packet Indication IE value is set to 
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0 for Subsequent uplink packets. This IE is ignored or not 
included for the downlink direction. 

0.161 Upon receiving the uplink GPRS signaling or SMS 
message from the MS, the UNC extracts the received LLC 
PDU and available message parameters, determines the 
serving SGSN, BVCI, UMAN cell-id including RAI and 
constructs the corresponding BSSGP-UL-UNITDATA 
PDU. Subsequently, the UNC relays the PDU to the SGSN 
via the Gb interface using the BSSGP uplink unitdata 
procedure as per standard GPRS. 
0162. A UNC initiates downlink GPRS Signaling/SMS 
Message transfer in the following manner. Upon receiving a 
BSSGP-DL-UNITDATA PDU for the MS that contains a 
downlink LLC PDU with GPRS signaling or SMS message 
identified with LLC SAPI 1 or 7 respectively, the UNC 
encapsulates the complete LLC PDU within a URLC DATA 
message and includes the following parameters. ATLLI IE 
is included as a component of the URLC UNITDATA 
header. A PFI is included if the packet flow feature is 
supported by the MS and the core network. Subsequently, 
the UNC forwards the URLC DATA message to the MS 
using the existing Signaling TCP Session. Upon receiving the 
URLC-DATA message that includes the downlink GPRS 
signaling or SMS LLC PDU from the UNC, the MS extracts 
the received LLC PDU and TLLI and forwards the PDU to 
the LLC layer via the GRR SAP as per standard GPRS. 

URLC Paging for Packet-Switched (PS) Service 
0163 The SGSN initiates the GPRS packet-switched 
(PS) service paging procedure prior to initiating downlink 
data transfer to a mobile station in GMM-STAND BY State. 
In the standard GPRS implementation, the SGSN sends 
paging request to the BSS indicating the area where the 
paging needs to be performed. The BSS then pages the MS 
in the group of cells indicated in the request utilizing 
GSM/GPRS radio interface. Paging in UMAN environment 
is more efficient than GPRS paging, as the UNC maintains 
the exact location of all UMAN registered MSs; conse 
quently, the paging request is routed directly to the Specific 
MS and is performed only if the MS is UMAN registered. 
0164 FIG. 16 depicts interactions involved in the PS 
paging procedure via UMAN. Upon receiving a Paging PS 
PDU (in a GMM-PS-Paging message) via the BSSGP inter 
face from the SGSN at step A, the UNC verifies the 
corresponding MS is UMAN registered and that the MS can 
use GPRS services via UMAN. Assuming that the UNC 
determines that the MS is currently UMAN registered for 
GPRS service, the UNC constructs the corresponding 
URLC-PS-PAGE message 1600 that will include the Mobile 
Identity IE received in the original request; e.g., PTMSI or 
IMSI or another applicable identifier. Exemplary formats 
1600A and 1600B for URLC-PS-PAGE message 1600 are 
shown in FIGS. 17A and 17B. Subsequently, the UNC 
forwards the URLC-PS-PAGE message 1600 to the MS via 
the Signaling TCP Session, as shown at Step B. 
0165. Upon receiving a URLC-PS-PAGE message from 
the UNC, the MS URLC forwards the indication to the 
GMM layer using the GMMRR SAP as per standard GPRS. 
Subsequently, the MS sends an uplink LLC PDU as a page 
response per standard GPRS. The MS may either send a 
URLC-DATA message 1400 or a URLC-UNITDATA mes 
sage 2600 (described below). Given that the MS responds to 
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a PS Paging with an LLC PDU encapsulated within the 
standard URLC-DATA or URLC-UNITDATA message 
(steps C and D), the UNC will process the message as any 
other GPRS signaling/SMS or user data message. 

GPRS Suspend Procedure 
0166 The GPRS suspend service provides a mechanism 
for the MS to notify the SGSN when the downlink GPRS 
service needs to be suspended. GPRS Suspend procedure 
interactions are depicted in FIG. 18. The MS will suspend 
GPRS service in UMAN coverage while transitioning to 
dedicated mode if unable to Support Simultaneous circuit 
mode and packet mode services. The UMAN supports 
simultaneous CS and PS services. 

0.167 While transitioning to dedicated mode and if 
unable to support simultaneous CS and PS services, the MS 
requests the Suspension of the downlink GPRS data transfer 
by sending a URLC-SUSPEND-REQ message 1800 to the 
UNC, as shown at step A in FIG. 18. As shown in the 
exemplary message formats 1800A and 1800B for a URLC 
SUSPEND-REQ message 1800 shown in FIGS. 19A and 
19B, the message includes the TLLI and cause IEs as per 
standard GSM/GPRS. The message is transferred via the 
signaling TCP session. Upon receiving a URLC-SUSPEND 
REQ message from the MS, the UNC extracts the TLLI 
received as a parameter and constructs the corresponding 
BSSGP GMM Suspend request message as per standard 
GPRS. Subsequently the UNC initiates and completes the 
GPRS suspend procedure via the Gb interface as per stan 
dard GPRS, as depicted at step B. 

GPRS Resume Procedure 

0.168. The GPRS resume procedure enables a mechanism 
to resume the downlink GPRS service, if it was previously 
Suspended, after the dedicated mode procedure is complete. 
GPRS Resume service interactions are depicted in the FIG. 
20. After receiving a Clear Command 2000 from the core 
network (at Step A) indicating that the dedicated mode 
procedure is complete and the RR channel needs to be 
released, and if the GPRS service has been suspended for 
that MS, the UNC initiates a GPRS Resume procedure over 
the Gb interface (step B). Upon completion, the UNC 
forwards a URR-RELEASE message 2002 to the MS 
including the standard GPRS resume indication. Respective 
embodiments of a URR-RELEASE message 2002 including 
a GPRS Resumption IE are shown in a URR RR RELEASE 
message format 2002A of FIG. 21A and a URR RELEASE 
message format 2002B of FIG. 21B. 
0169. Upon receiving a URR-RELEASE message 2002 
from the UNC, and if the GPRS service has been suspended, 
the MSURR layer forwards the indication to the MM/GMM 
layer as per standard GSM/GPRS. Depending on the indi 
cation, the GMM layer may initiate GPRS resume procedure 
as per standard GSM/GPRS. 

MS-Initiated Downlink Flow Control 

0170 The MS-initiated downlink flow control procedure 
is based on the standard GPRS downlink flow control 
mechanism enhanced for UMA service. The MS implements 
the flow control algorithm to monitor and calculate the data 
rate that could be Supported based on the current conditions. 
When the flow control condition is detected (e.g. the utili 
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zation of the buffers reaches a high watermark level), the MS 
recalculates the estimated data rate that could be Supported 
and sends the requests to the UNC to adjust the data rate 
accordingly. Upon receiving the request, the UNC calculates 
adjusted leak rate and sends the corresponding MS flow 
control request to the SGSN per standard GPRS. The 
MS-based flow control procedure over the Gb interface is 
not discussed herein, as it is already Specified in the corre 
sponding 3GPP standards. 
0171 Initially, before detecting a flow control condition, 
the flow control condition does not exist in the MS. In this 
state, the MS URLC monitors the average downlink data 
rate and the utilization of resources (e.g. downlink buffers), 
and when utilization exceeds a certain threshold, a downlink 
flow control condition is detected. 

0172. When the downlink flow control condition is 
detected, the MS sends a URLC-DFC-REQ message 2200 to 
the UNC and starts the URLC-DFC-TIMER, as shown in 
FIG. 22. Whenever the timer expires, the MS checks the 
downlink flow control condition, and if it continues to exist, 
the MS restarts the timer, and optionally sends another 
URLC-DFC-REQ message to the UNC. The MS remains in 
this State while the flow control condition persists. AS Soon 
as the flow control condition is resolved, the MS deactivates 
the URLC-DFC-TIMER and transitions to the default State 
in which no downlink flow control condition exists. 

0173 Upon detecting the downlink flow control condi 
tion, the MS initiates a downlink flow control procedure by 
sending a URLC-DFC-REQ message to the UNC. Respec 
tive embodiments illustrating a URLC FLOW-CONTROL 
REQUEST message format 2200A and a URLC-DFC-REQ 
message format 2200B are shown in FIGS. 23A and 23B. 
In addition to the basic IE's, message format 2200A includes 
a Flow-Control Adjustment IE containing a percentage of a 
default transfer rate, while message format 2200B includes 
a Request Downlink User Data Rate IE containing a new 
estimated data rate that can be supported. Both of these IES 
are used to request adjustment of the downlink data transfer 
rate for the MS. At the same time, the MS starts timer 
URLC-DFC-TIMER to continue monitoring the flow con 
trol condition. The timer URLC-DFC-TIMER is a config 
urable timer. The MS sends this request to the UNC via the 
Signaling TCP connection. 
0.174. The actual mechanism used by the MS to detect 
and monitor flow control condition is implementation 
dependent, and thus not specified herein. For example, the 
implementation may be based on the downlink buffers 
maintained and monitored by the MS URLC. When the 
utilization of the buffers exceeds the threshold (high mark 
level), the MS initiates the downlink flow control procedure 
and Starts the timer. The flow control procedure is active 
until the buffer utilization level reaches the low watermark 
level. 

0175 Upon receiving the URLC-DFC-REQ message 
from the MS, the UNC verifies the URLC TC associated 
with the MS is active, and that the current leak rate for the 
MS is higher than requested. ASSuming Successful Verifica 
tion, the UNC calculates the corresponding leak rate and 
initiates MS or PFC based flow control procedure over the 
Gb interface as per standard GPRS. 
0176). When the URLC-DFC-TIMER expires, the MS 
re-evaluates the flow control condition and performs the 
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following based on the outcome of the evaluation. If the flow 
control condition still exists (e.g., downlink buffer utiliza 
tion is still above the low watermark level), the MS calcu 
lates a new data rate that can be Supported and forwards the 
corresponding URLC-DFC-REQ to the UNC via the signal 
ing TCP connection. Simultaneously, the MS starts timer 
URLC-DFC-REQ to continue monitoring the downlink data 
transfer. If the flow condition has been resolved (e.g., buffer 
utilization is below the low mark level), the MS aborts the 
flow control procedure. 

Uplink Flow Control 

0177. The uplink flow control procedure is used to 
dynamically manage sharing of the available Gb interface 
bandwidth. The UNC implements the flow control algorithm 
to monitor and calculate the data rate that could be Supported 
per MS based on the current conditions. When the uplink 
flow control condition is detected (e.g. the utilization of the 
uplink buffers reached a high watermark level), the UNC 
recalculates the estimated data rate that could be Supported 
and Sends a corresponding request to the MS to adjust the 
uplink data rate. Upon receiving the request, the MSURLC 
immediately adjusts the uplink data rate as per request. 

0.178 Initially, before detecting a flow control condition, 
the flow control condition does not exist in the UNC. In this 
state, the UNC URLC monitors the average downlink data 
rate per MS and the utilization of resources (e.g., downlink 
buffers), and when utilization exceeds a certain threshold, a 
downlink flow control condition is detected. When the 
downlink flow control condition is detected, the UNC sends 
a URLC-UFC-REQ message 2400 to the MS and starts the 
URLC-UFC-TIMER, as shown in FIG. 24. Whenever the 
timer expires, the UNC checks the downlink flow control 
condition, and if it continues to exist, the UNC restarts the 
timer, and optionally sends another URLC-UFC-REQ mes 
sage to the MS. The UNC remains in this state while the flow 
control condition persists. AS Soon as the flow control 
condition is resolved, the UNC deactivates the URLC-UFC 
TIMER and transitions to the default state in which no 
downlink flow control condition exists. 

0179 Upon detecting the uplink flow control condition, 
the UNC initiates an uplink flow control procedure by 
sending a URLC-UFC-REQUEST message 2400 to the MS. 
One embodiment of this message is shown in FIG. 25. In 
addition to the basic IE’s the illustrated message format 
includes a Requested Uplink User Data Rate IE containing 
data identifying a new estimated maximum data rate that can 
be Supported. At the Same time, the UNC Starts a config 
urable URLC-UFC-TIMER to continue monitoring the flow 
control condition. The UNC maintains only one URLC 
UFC-TIMER per MS in the uplink flow control mode. The 
UNC sends the URLC-UFC-REQUEST message to the MS 
via the Signaling TCP connection. 

0180. The actual mechanism used by the UNC to detect 
and monitor flow control condition is implementation 
dependent, and thus not Specified herein. One possible 
implementation may be based on the uplink buffers main 
tained and monitored by the MSURLC. There would be one 
buffer per active MS. When the utilization of the corre 
sponding uplink buffer exceeds the threshold (high mark 
level), the UNC initiates the uplink flow control procedure 
for that MS and Starts the URLC-UFC-TIMER. The flow 
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control procedure is active for that MS until the buffer 
utilization level reaches the low mark level. Upon receiving 
the URLC-UFC-REQUEST message from the UNC, the MS 
immediately adjusts the uplink data rate accordingly. 

0181. When the URLC-UFC-TIMER expires, the UNC 
re-evaluates the flow control condition and performs the 
following based on the outcome of the evaluation. If the flow 
control condition still exists (e.g., buffer utilization is still 
above the low mark level), the UNC calculates a new uplink 
data rate that can be Supported and forwards the correspond 
ing URLC-UFC-REQUEST to the MS via the signaling TCP 
connection. Simultaneously, the UNC starts timer URLC 
UFC-TIMER to continue monitoring the uplink data transfer 
associated with the MS. If the flow condition has been 
resolved (e.g., buffer utilization is below the low mark 
level), the UNC aborts the flow control procedure and 
deactivates URLC-UFC-TIMER. Based on the implemented 
uplink flow control algorithm, the UNC may gradually 
increase the uplink data rate using the same URLC-UFC 
REQ message. 

UMA-RLC Unacknowledged Mode 
0182. The UMA-RLC Unacknowledged mode protocol 
provides the mechanism for unacknowledged message 
delivery over the Up interface, using UDP. In one imple 
mentation, all user plane messages are transport using this 
service, over UDP, regardless of the RLC mode requested by 
LLC. In general, the message format is identical to that for 
UMA-RLC acknowledged mode. 
0183) While the corresponding URLC TC is available, 
both mobile station and UNC can initiate GPRS user data 
transfer automatically using URLC UNITDATA service as 
illustrated in FIG. 26. For example, at step A, a URLC 
transport channel is available. Accordingly, a URCL-UNIT 
DATA message 2600 may be sent from the MS to the UNC 
(step B) or a URCL-UNITDATA2600 message may be sent 
from the UNC to the MS (step B"). The GPRS user data 
packets are tunneled using UDP transport as Specified for 
URLC Transport Channel. 
0184 Exemplary message formats 2600A and 2600B for 
URLC-UNITDATA message 2600 are shown in FIGS. 27A 
and 27B. These message formats are substantially analo 
gous to URLC-DATA message formats 1400A and 1400B, 
respectively, shown in FIGS. 15A and 15B and discussed 
above, with the primary difference being the message type 
value. 

MS-Initiated Uplink GPRS User Data Transfer 
0185. Assuming that the URLC TC has been already 
activated, the MSURLC is able to immediately forward any 
uplink GPRS user data packets to the UNC. Upon the 
request from the LLC to transfer an uplink LLC PDU with 
GPRS user data identified with LLC SAPI 3, 5, 9 or 11, the 
MS URLC restarts the URLC-CHANNEL-TIMER, encap 
sulates the complete LLC PDU within a URLC UNITDATA 
message and includes the following parameters: the TLLI IE 
is included as a component of the URLC UNITDATA 
header; the QoS IE is included and the required information 
is provided by the LLC with the LLC PDU request; Radio 
Priority is included as a component of the QoS IE as per 
3GPP TS 48.018; and the PFI is included if the packet flow 
feature is supported by the MS and the core network. 
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0186. Subsequently, the MS forwards the URLC UNIT 
DATA message to the UNC using the existing URLC TC; 
i.e., using the corresponding UNC IP address and UDP port 
number. Upon receiving the uplink user data message from 
the MS, the UNC extracts the received LLC PDU and 
available message parameters, determines the Serving 
SGSN, BVCI, UMAN cell-id including RAI and constructs 
the corresponding BSSGP-UL-UNITDATA PDU. Subse 
quently, the UNC relays the PDU to the SGSN via the Gb 
interface using the BSSGP uplink unitdata procedure as per 
Standard GPRS. 

UNC-Initiated Downlink GPRS User Data Transfer 

0187 Assuming that the URLC TC has been already 
activated, the UNC is able to immediately forward any 
downlink GPRS user data packets to the MS. Upon receiv 
ing a BSSGP-DL-UNITDATAPDU for the MS that contains 
a downlink LLC PDU with GPRS user data identified with 
LLCSAPI 3, 5, 9 or 11, the UNC encapsulates the complete 
LLC PDU within a URLC-UNITDATA message and 
includes the following parameters: a TLLI IE is included as 
a component of the URLC-UNITDATA header; and a PFI is 
included if the packet flow feature is supported by the MS 
and the core network. Subsequently, the UNC forwards the 
URLC UNITDATA message to the MS using the existing 
URLC TC; i.e., using the corresponding MS IP address and 
UDP port number. Upon receiving the downlink user data 
message from the UNC, the MS URLC restarts URLC 
CHANNEL-TIMER, extracts the received LLC PDU and 
TLLI and forwards the PDU to the LLC layer via the GRR 
SAP as per standard GPRS. 

Error Handling Procedures 
0188 The error handling procedures related to unknown 
or erroneous UMA-RR and UMA-RLC protocol data are 
consistent with procedures specified in 3GPP TS 04.18, 
3GPP TS 24.007 and 3GPP TS 24.008. UMA-RLC protocol 
error handling scenarios are applicable to both TCP and 
UDP based transport. Errors are identified by corresponding 
UMA-RR-STATUS messages and URLC-STATUS mes 
sages. Exemplary URLC-STATUS message formats 2800A 
and 2800B are shown in FIGS. 28A and 28B. In addition to 
the basic IES, each message format includes a URLC Cause 
IE, with a corresponding value employed via the URLC 
Cause Values lookup table of FIG. 10. URLC-STATUS 
message format 2800B further includes a TLLI IE and a 
PDU in Error IE, the latter of which contains a faulty 
message that is returned to the Sender of the message. 
0189 If a message is received that is too short to include 
all the mandatory elements for the Specific message type, the 
message is ignored and Silently discarded. This applies to 
both UMA-RR and UMA-RLC messages. If a mobile sta 
tion in UMA mode receives a message over UDP with 
message type not defined for a specific PD or not imple 
mented, it will be ignored and silently discarded. If a mobile 
station in UMA mode receives a message over TCP with 
message type not defined for a specific PD or not imple 
mented, it will return an URR- or URLC-STATUS message 
including the following cause IE: “message type non exis 
tent or not implemented”. If a mobile station in UMA mode 
receives a UMA-RR message not compatible with the 
protocol state, it will return an URR-STATUS message with 
cause-message type not compatible with the protocol 
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state” (if the RR connection exists). If a mobile station in 
UMA mode receives an UMA-RLC message not compatible 
with the protocol state, it will return an URLC-STATUS 
message with cause “message type not compatible with the 
protocol State'. The same processing logic applies to a UNC. 
0190. If a mobile station in UMA mode receives a 
UMA-RR message with a missing or Syntactically incorrect 
mandatory element or out of Sequence information element, 
the message is ignored and the MS will return a URR 
STATUS message including the cause-“invalid mandatory 
information” (if the RR connection exists). If a mobile 
Station in UMA mode receives a UMA-RR or UMA RLC 
message containing unknown IE, it will ignore that infor 
mation element and continue with message processing. If a 
mobile station in UMA mode receives a UMA-RLC mes 
Sage with a missing or Syntactically incorrect mandatory 
element or out of Sequence information element, the mes 
sage is ignored and the MS will return a URLC-STATUS 
message including the cause-"Syntactically incorrect mes 
Sage”. If a mobile station in UMA mode receives a UMA 
RR message with Semantically incorrect contents, it will 
ignore the message and return a URR-STATUS message 
with the cause-“syntactically incorrect message” (if the RR 
connection exists). The same processing logic applies to 
UNC. 

UNC Architecture 

0191) A block diagram illustrating a high level architec 
ture corresponding to one embodiment of a UNC is shown 
in FIG. 29. At the heart of the UNC architecture is an indoor 
network controller (INC) 2900. In general, the INC perform 
operations that are Synonymous to those described above for 
the UNC. However, in the illustrated architecture, an inte 
grated gateway server 2902 is included. Accordingly, INC 
2900 is shown as a separate entity for the UNC. In imple 
mentations under which the gateway Server is a Separate 
unit, the INC and UNC are one in the same. 
0.192 The integrated gateway server 2902 performs secu 
rity and authentication Services. It may be an integrated unit 
(as shown), or may be a separate (physical) unit connected 
to the UNC via an appropriate communication link. 
0193 In general, the UNC may provide one or more 
communication ports to Support communications between 
mobile stations and the UNC (e.g., via and AP 128 and 
broadband IP network 138 as shown in FIG. 1). For 
example, in the illustrated embodiment of FIG. 29, separate 
IP ports 2904 and 2906 are respectively provided for gate 
way server 2902 and INC 2900. Accordingly, a separate IP 
address may be used initially to Support authentication of an 
MS 102 attempting to access a UMAN via authentication 
services provided by gateway server 2902, while subsequent 
(e.g., once authenticated) messages to and from MS 102 may 
employ IP port 2906. In one embodiment, another separate 
respective IP ports 2910 and 2912 are provided to interface 
to an MSC 110 in an SGSN 114 in the core network. 

0194 The INC 2900 includes resources to support (i.e., 
generate and process) the UP interface messages described 
herein. These resources are depicted as UP Interface (I/F) 
logic 2914. Similarly, INC 2900 includes A interface logic 
2916 to support communications with MSC 110 via an A 
interface and Gb interface logic 2918 to support communi 
cations with SGSN 114 via a Gb interface. Each of UP 
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interface logic 2914, A interface logic 2916, and Gb inter 
face logic 29.18 may be implemented via execution of 
Software, built-in programmed hardware, or a combination 
of the two. For example, UP interface logic 2914 may be 
facilitated by executing one or more Software modules on a 
processor, wherein the Software modules are coded to gen 
erated and/or process URR and URLC messages. 
0.195. In general, a UNC may be implemented by a single 
Server, multiple distributed Servers, and multiple clustered 
servers. For example, a single server 2918 may be employed 
for running various Software applications to provide the 
various functions shown in the block diagram of the UNC 
architecture of FIG. 29. Optionally, some of the functions, 
Such as the gateway Server functions, may be provided by a 
Separate Server. In yet another configuration, a blade Server 
2922 is employed. The blade server includes multiple server 
blades 2924 that are installed in a common rack or chassis, 
with each Server blade functioning as a separate Server, each 
with its own processor(s), memory, and network interfaces. 
In one embodiment, the functions provided by each of the 
gateway server 2902, UP interface logic 2914, A interface 
logic 2916, and Gb interface logic 2918 are facilitated via 
execution of Software applications and/or modules on 
respective server blades 2924. 

Mobile Station Architecture 

0.196 FIG. 30 shows a block diagram illustrating a 
high-level architecture for one embodiment of a mobile 
station. The architecture includes a processor 3000 coupled 
to a non-volatile memory 3002, a licensed RAN antenna 
sub-system 3004 and an unlicensed RAN antenna Sub 
system 3006. Non-volatile memory 3002 is used to store 
Software/firmware instructions for performing various func 
tions and operations described herein. These functions and 
operations are depicted licensed RAN interface logic 3008, 
WLAN interface logic 3010, and Up interface logic 3012. 
0197) Licensed RAN antenna subs-system 3004 and 
licensed RAN interface logic 3008 are employed to facilitate 
conventional licensed RAN operations. For example, in one 
embodiment the licensed RAN comprises a GSM network, 
and thus these components facilitate normal GSM network 
operations typically employed by GSM-based cellular 
devices and the like, which are well-known in the cellular 
communication art. Meanwhile, the unlicensed RAN 
antenna system 3006 and WLAN interface logic 3010 are 
used to Support an unlicensed wireless channel (i.e., link) 
136 with an access point 128 via which UMAN services may 
be accessed. In general, these blockS represent conventional 
components and logic employed to Support communications 
over an unlicensed WLAN link. For example, these com 
ponents are illustrative of components that may be employed 
to implement the Bluetooth lower layers shown in FIG. 3B 
for a Bluetooth link, or the 802.11 lower layers shown in 
FIG. 3C for an 802.11 link. 

0198 Up interface logic 3012 is used to provide the 
MS-side Up interface functions and operations described 
herein. This includes generating and processing various 
URR messages, as well as providing the various UP inter 
face layers depicted in FIGS. 3A and 3D-F. 
0199 AS discussed above, the various message formats 
depicted herein are exemplary. However, each message 
should include a basic Set of information elements including 
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a protocol discriminator, a skip indicator, and a message 
identity. The inclusion of an UCI information element as a 
basic IE is depicted in the exemplary message formats 
illustrated herein; however, the UCI IE or a similar IE for 
indicating whether a message is a first message, other 
message, or emergency-related is not required and this 
functionality may be facilitated by other means, Such as by 
maintaining appropriate State information on the communi 
cating devices (i.e., mobile stations and UNCs). 
0200 Under a proposed implementation, message delin 
eation over a streaming transport (e.g., TCP) is performed by 
the underlying transport itself. Accordingly, there is not a 
need to include an information element Specifying the length 
of a variable-length message format. However, this is not 
meant to be limiting, as the use of an information element for 
Specifying the length of a message is contemplated by the 
inventors as another means for delineating Streamed mes 
SageS. 

0201 The formats of the various information elements is 
also merely exemplary. For example, a given Set of infor 
mation may be provided via a single IE or via multiple IES. 
Furthermore, the information contained in the IEs depicted 
herein may be arranged in other formats and/or grouped in 
alternate manners. 

0202) The means for facilitating various message genera 
tion and processing operations, as well as various aspects of 
the Up interface may include execution of Software/firm 
ware instructions on an appropriate processing element, 
Such as, but not limited to, a processor, multiple processors, 
a multi-core processor, a microcontroller, etc. Thus, embodi 
ments of this invention may be used as or to Support 
instructions executed upon Some form of processing core or 
otherwise implemented or realized upon or within a 
machine-readable medium. A machine-readable medium 
includes any mechanism for Storing or transmitting infor 
mation in a form readable by a machine (e.g., a computer). 
For example, a machine-readable medium can include a read 
only memory (ROM); a random access memory (RAM); a 
magnetic disk Storage media; an optical Storage media; and 
a flash memory device, etc. In addition, a machine-readable 
medium can include propagated Signals. Such as electrical, 
optical, acoustical or other form of propagated Signals (e.g., 
carrier waves, infrared signals, digital signals, etc.). For 
example, in one contemplated implementation, instructions 
embodied as Software upgrades for facilitating UMA mes 
Saging may be downloaded to a mobile device via a wireleSS 
link, such as a UMAN or GSM link. 

0203 The above description of illustrated embodiments 
of the invention, including what is described in the Abstract, 
is not intended to be exhaustive or to limit the invention to 
the precise forms disclosed. While specific embodiments of, 
and examples for, the invention are described herein for 
illustrative purposes, various equivalent modifications are 
possible within the Scope of the invention, as those skilled 
in the relevant art will recognize. 

0204. These modifications can be made to the invention 
in light of the above detailed description. The terms used in 
the following claims should not be construed to limit the 
invention to the Specific embodiments disclosed in the 
Specification and the drawings. Rather, the Scope of the 
invention is to be determined entirely by the following 
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claims, which are to be construed in accordance with estab 
lished doctrines of claim interpretation. 

APPENDIX I 

Table Of Acronyms 

AP Access Point 
ARFCN Absolute RF Channel Number 
ATM Asynchronous Transfer Mode 
ATMVC ATM Virtual Circuit 
BA BCCHAIlocation 
BAS Broadband Access System 
BB Broadband 
BCCH Broadcast Common Control Channel 
BRAS Broadband Remote Access System 
BSC Base Station Controller 
BSS Base Station Subsystem 
BSSGP Base Station System GPRS Protocol 
BSSMAP Base Station System Management Application Part 
BTS Base Transceiver Station 
CDMA Code Division Multiple Access 
CGI Cell Global Identification 
CIC Circuit Identity Code 
CLIP Calling Line Presentation 
CM Connection Management 
CPE Customer Premises Equipment 
CS Circuit Switched 
CVSD Continues Variable Slope Delta modulation 
DSL Digital Subscriber Line 
DSLAM DSL Access Multiplexer 
DTAP Direct Transfer Application Part 
ETSI European Telecommunications Standards Institute 
FCAPS Fault-management, Configuration, Accounting, 

Performance, and Security 
FCC US Federal Communications Commission 
GERAN GSM Edge Radio Access Network 
GGSN Gateway GPRS Support Node 
GMM/SM GPRS Mobility Management and Session Management 
GMSC Gateway MSC 
GSM Global System for Mobile Communication 
GPRS General Packet Radio Service 
GSN GPRS Support Node 
GTP GPRS Tunnelling Protocol 
HLR Home Location Register 
IAN Indoor Access Network (see also UMA Cell) 
AN-RR Indoor Access Network Radio Resource Management 
IBS Indoor Base Station. 
IBSAP IBS Application Protocol 
IBSMAP IBS Management Application Protocol 
IEP IAN Encapsulation Protocol 
IETF Internet Engineering Task Force 
IMEI International Mobile Station Equipment Identity 
IMSI International Mobile Subscriber Identity 
INC Indoor Network Controller 
INC Indoor Network Controller 
IP Internet Protocol 
ISDN Integrated Services Digital Network 
ISP Internet Service Provider 
ISP IP Internet Service Provider’s IP 
IST IAN Secure Tunnel 
ISUP ISDN User Part 
ITP IAN Transfer Protocol 
LA Location Area 
LAI Location Area Identification 
LLC Logical Link Control 
MAC Medium. Access Control 
MAP Mobile Application Part 
MDN Mobile Directory Number 
MG Media Gateway 
MM Mobility Management 
MM Mobility Management 
MS Mobile Station 
MSC Mobile Switching Center 
MSC Mobile Switching Center 
MSISDN Mobile Station International ISDN Number 
MSRN Mobile Station Roaming Number 
MTP1 Message Transfer Part Layer 1 
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APPENDIX I-continued 

Table Of Acronyms 

MTP2 Message Transfer Part Layer 2 
MTP3 Message Transfer Part Layer 3 
NAPT Network Address and Port Translation 
NAT Network Address Translation 
NS Network Service 
PCM Pulse Code Modulation 
PCS Personal Communication Services 
PCS Personal Communications Services 
PLMN Public Land Mobile Network 
POTS Plain Old Telephone Service 
PPP Point-to-Point Protocol 
PPPoE PPP over Ethernet protocol 
PSTN Public Switched Telephone Network 
P-TMS Packet Temporary Mobile Subscriber Identity 
QoS Quality of Service 
RA Routing Area 
RAC Routing Area Code 
RAI Routing Area Identification 
RAI Routing Area Identity 
RAN Radio Access Network 
RF Radio Frequency 
RFC Request for Comment (IETF Standard) 
RLC Radio Link Control 
RR Radio Resource Management 
RTCP RealTime Control Protocol 
RTCP RealTime Control Protocol 
RTP RealTime Protocol 
RTP RealTime Protocol 
SAP Service Access Point 
SCCP Signaling Connection Control Part 
SCO Synchronous Connection-Oriented 
SDCCH Standalone Dedicated Control Channel 
SGSN Serving GPRS Support Node 
SMC Short Message Service Centre 
SMS Short Message Service 
SM-SC Short Message Service Centre 
SMS-GMSC Short Message Service Gateway MSC 
SMS-WMSC Short Message Service Interworking MSC 
SNDCP SubNetwork Dependent Convergence Protocol 
SS Supplementary Service 
SSL Secure Sockets Layer 
TCAP Transaction Capabilities Application Part 
TCP Transmission Control Protocol 
TCP Transmission Control Protocol 
TLLI Temporary Logical Link Identity 
TMS Temporary Mobile Subscriber Identity 
TRAU Transcoder and Rate Adaptation Unit 
TTY Text telephone or teletypewriter 
UDP User Datagram Protocol 
UMA Cell Unlicensed Mobile Access Cell (see also IAN) 
UMTS Universal Mobile Telecommunication System 
UNC UMA Network Controller (see also INC) 
VLR Visited Location Register 
VMSC Visited MSC 
WLAN Wireless Local Area Network 
WSP IP Wireless Service Provider's IP Network 

What is claimed is: 
1. A method for facilitating operations in an unlicensed 

mobile access network (UMAN), comprising: 
establishing a dedicated connection between a mobile 

station (MS) and the UMAN via a UMA network 
controller (UNC); 

establishing a TCP (transmission control protocol) session 
between the MS and the UNC; 

Sending unlicensed mobile access (UMA) radio link con 
trol (URLC) messages between the MS and the UNC to 
facilitate corresponding operations, each URLC mes 
Sage including, 
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a protocol discriminator, and 
a message type via which the message may be identified. 
2. The method of claim 1, further comprising: 
transferring GPRS (general packet radio Service) signal 

ing and SMS (short message Service) messages 
between the MS and UNC using a URCL DATA 
message, the URLC DATA message including an 
encapsulated Logical Link Control Packet Data Unit 
(LLC PDU) containing data to be transferred. 

3. The method of claim 2, wherein the URLC DATA 
message includes: 

a required quality of Service IE defining a throughput 
level used to perform the data transfer operation. 

4. The method of claim 2, wherein the URLC DATA 
message includes: 

a requested radio priority IE to request a relative priori 
tization of the message. 

5. The method of claim 2, wherein the URLC DATA 
message includes: 

a temporary logical link identifier (TLLI) IE. 
6. The method of claim 2, wherein the URLC DATA 

message includes: 

a packet flow identifier IE containing information identi 
fying a packet flow corresponding to the data transfer. 

7. The method of claim 1, wherein the operations include 
paging the MS for GPRS PS services from the UNC using 
a URLC-PS-PAGE message, the URLC-PS-PAGE message 
including a Mobile Identity IE from which the MS can be 
identified. 

8. The method of claim 1, wherein the operations include 
initiating suspension of GPRS (General Packet Radio Ser 
vice) by performing operations including: 

sending a URLC-SUSPEND-REQ message from the MS 
to the UNC; and 

initiating, at the UNC, GPRS Suspend operations with a 
core GPRS network Supporting GPRS services that is 
communicatively-coupled to the UNC. 

9. The method of claim 1, wherein the operations include 
resuming GPRS (General Packet Radio Service) for the MS 
by: 

initiating, at the UNC, a GPRS resume procedure with a 
core GPRS network; and 

sending a URR (UMA Radio Resource)-RELEASE mes 
sage from the UNC to the MS including a GPRS 
Resumption IE identifying GPRS is to be resumed. 

10. The method of claim 1, wherein the operations include 
performing a downlink flow control procedure between the 
UNC and the MS by: 

detecting downlink flow control conditions for downlink 
data transfer from the UNC to the MS; 

calculating a downlink data rate that may be Supported by 
the downlink flow control conditions; and 

sending a URLC-DFC (Downlink Flow Control)-REQ 
message from the MS to the UNC including an infor 
mation element Specifying a downlink data rate to be 
employed for the downlink. 
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11. The method of claim 1, further comprising: 
detecting an error in a URLC message sent from a UNC 

to the MS; and 
returning a URLC-STATUS message including a URLC 

Cause information element containing a code identify 
ing the error. 

12. The method of claim 1, further comprising: 
wherein the operations include transferring GPRS user 

data between the MS and the UNC using a URLC 
UNITDATA message including an encapsulated Logi 
cal Link Control Packet Data Unit (LLC PDU) con 
taining the GPRS user data and sent over a UDP (User 
Datagram Protocol) transport. 

13. The method of claim 12, wherein the URLC UNIT 
DATA message is transferred from the MS to the UNC. 

14. The method of claim 12, wherein the URLC UNIT 
DATA message includes: 

a required quality of Service IE defining a throughput 
level used to perform the data transfer operation. 

15. The method of claim 12, wherein the URLC UNIT 
DATA message includes: 

a requested radio priority IE to request a relative priori 
tization of the message. 

16. The method of claim 12, wherein the URLC DATA 
message includes: 

a temporary logical link identifier (TLLI) IE. 
17. The method of claim 12, wherein the URLC DATA 

message includes: 
a packet flow identifier IE containing information identi 

fying a packet flow corresponding to the data transfer. 
18. An unlicensed mobile access (UMA) network con 

troller (UNC) to operate in a UMA network (UMAN) 
comprising a first radio acceSS network, comprising: 

a first network interface comprising an IP (Internet Pro 
tocol) Network interface; 

a Second network interface comprising an Up interface, 
via which UMA messages are to be transmitted to and 
received from a mobile station (MS) via an access point 
communicatively coupled between the MS and the 
UNC, the Up interface including a plurality of layers 
implemented over the IP network interface; 

a third network interface, via which the UNC may be 
connected to a core network that is accessible to a 
Second radio access network, and 

means for generating and/or processing a plurality of 
UMA radio link control (URLC) messages transmitted 
over the Up interface to perform corresponding opera 
tions, 

wherein each of the URLC messages includes a set of 
basic information elements (IES) including, 

a protocol discriminator; 
a skip indicator, and 
a message type via which the message may be identified. 
19. The UNC of claim 18, further comprising: 
means for processing a URCL DATA message Sent from 

an MS to the UNC, the URLC DATA message includ 
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ing an encapsulated Logical Link Control Packet Data 
Unit (LLC PDU) containing data to be transferred to 
the core network via the UNC. 

20. The UNC of claim 18, further comprising: 
means for generating a URCL DATA message via which 

data is to be sent to the MS, the URLC DATA message 
including an encapsulated Logical Link Control Packet 
Data Unit (LLC PDU) containing the data. 

21. The UNC of claim 18, further comprising: 
means for processing a URCL UNITDATA message sent 

from an MS to the UNC, the URLC UNITDATA 
message including an encapsulated Logical Link Con 
trol Packet Data Unit (LLC PDU) containing data to be 
transferred to the core network via the UNC and being 
sent over a UDP (User Datagram Protocol) transport. 

22. The UNC of claim 18, further comprising: 
means for generating a URCL UNITDATA message via 
which data is to be sent to the MS, the URLC UNIT 
DATA message including an encapsulated Logical Link 
Control Packet Data Unit (LLC PDU) containing the 
data and to be sent over a UDP (User Datagram 
Protocol) transport. 

23. The UNC of claim 18, further comprising: 
means for interacting with the core network to process a 
GPRS PS page request received from the core network; 
and 

means for generating a URLC-PS-PAGE message to page 
the MS, the URLC-PS-PAGE message including a 
Mobile Identity identifying the MS. 

24. The UNC of claim 18, further comprising: 
means for processing a URLC-SUSPEND-REQ message 

sent from an MS requesting suspension of a URLC 
transport channel between the UNC and the MS; and 

means for interacting with the core network to Suspend 
GPRS (General Packet Radio Service) with the core 
network. 

25. The UNC of claim 18, further comprising: 
means for resuming GPRS for the MS by, 

initiating, at the UNC, a GPRS resume procedure with 
a core GPRS network; and 

generating and sending a URR (UMA Radio 
Resource)-RELEASE message from the UNC to the 
MS including a GPRS Resumption information ele 
ment identifying GPRS is to be resumed. 

26. The UNC of claim 18, further comprising: 

means for processing a URLC-DFC (Downlink Flow 
Control)-REQ message from an MS including an infor 
mation element Specifying a downlink data rate to be 
employed for a downlink portion of a URLC transport 
channel between the MS and the UNC; and 

means for adjusting the downlink data rate to correspond 
to the downlink data rate specified in the URLC-DFC 
REQ message. 

27. The UNC of claim 18, further comprising: 
means for detecting an error in a URLC message received 

from an MS; and 
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means for generating a URLC-STATUS message includ 
ing a URLC Cause information element containing a 
code identifying the error, the URLC-STATUS mes 
Sage to be returned to the MS. 

28. A mobile station (MS), comprising: 
a first wireleSS interface, to access a first radio acceSS 

network; 
Second wireleSS interface, to access a Second radio 
acceSS network comprising an unlicensed mobile 
access network (UMAN) via an access point (AP) 
using an unlicensed radio frequency; 

an Up interface to communicate with the UMAN via a 
UMA network controller (UNC) communicatively 
coupled to the AP via an Internet Protocol (IP) network; 
and 

means for generating and/or processing a plurality of 
UMA radio link control (URLC) messages transmitted 
over the Up interface to perform corresponding opera 
tions, 

wherein each of the URLC messages includes a set of 
basic information elements (IES) including, 

a protocol discriminator; 
a skip indicator, and 
a message type via which the message may be identified. 
29. The mobile station of claim 28, further comprising: 
means for processing a URCL DATA message Sent to the 
MS from a UNC, the URLC DATA message including 
an encapsulated Logical Link Control Packet Data Unit 
(LLC PDU) containing data transferred from the core 
network via the UNC. 

30. The mobile station of claim 28, further comprising: 
means for generating a URCL DATA message via which 

data is to be sent to the core network via a UNC, the 
URLC DATA message including an encapsulated Logi 
cal Link Control Packet Data Unit (LLC PDU) con 
taining the data. 

31. The mobile station of claim 28, further comprising: 
means for processing a URCL UNITDATA message sent 

to the MS from a UNC, the URLC UNITDATA mes 
Sage including an encapsulated Logical Link Control 
Packet Data Unit (LLC PDU) containing data trans 
ferred from the core network via the UNC and being 
sent over a UDP (User Datagram Protocol) transport. 

32. The mobile station of claim 28, further comprising: 
means for generating a URCL UNITDATA message via 
which data is to be sent to the core network via a UNC, 
the URLC UNITDATA message including an encap 
Sulated Logical Link Control Packet Data Unit (LLC 
PDU) containing the data and to be sent over a UDP 
(User Datagram Protocol) transport. 

33. The mobile station of claim 28, further comprising: 
means for generating a URLC-SUSPEND-REQ message 

to be sent to a UNC requesting suspension of a GPRS 
Service while in dedicated mode. 

34. The mobile station of claim 28, further comprising: 
means for detecting downlink flow control conditions for 

downlink data transfer from a UNC to the MS; 
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means for calculating a downlink data rate that may be 
Supported by the downlink flow control conditions, and 

means for generating a URLC-DFC (Downlink Flow 
Control)-REQ message including an information ele 
ment Specifying a downlink data rate to be employed 
for the downlink. 

35. The mobile station of claim 28, further comprising: 
means for detecting an error in a URLC message received 

from a UNC; and 
means for generating a URLC-STATUS message includ 

ing a URLC Cause information element containing a 
code identifying the error, the URLC-STATUS mes 
Sage to be returned to the UNC. 

36. A machine-readable medium, to provide respective 
portions of instructions to be executed on a mobile Station 
(MS) and an unlicensed mobile access (UMA) network 
controller (UNC) to perform operations including: 

generating and processing a plurality of unlicensed 
mobile access (UMA) radio link control (URLC) mes 
Sages to be transmitted between the MS and the UNC 
via an access point (AP) communicatively coupled 
between the MS and the UNC, 

wherein each of the URLC messages includes a Set of 
basic information elements (IES) including, 

a protocol discriminator; 
a skip indicator, and 
a message type via which the message may be identified. 
37. The machine-readable medium of claim 36, further 

providing additional respective portions of instructions to be 
executed on the MS and the UNC to perform operations 
including: 

sending data from the MS to the UNC using a URCL 
DATA message, the URLC DATA message generated at 
the MS and including an encapsulated Logical Link 
Control Packet Data Unit (LLC PDU) containing the 
data, the LLC PDU being extracted from the URLC 
DATA message at the UNC to obtain the data. 

38. The machine-readable medium of claim 36, further 
providing additional respective portions of instructions to be 
executed on the MS and the UNC to perform operations 
including: 

sending data from the UNC to the MS using a URCL 
DATA message, the URLC DATA message generated at 
the UNC and including an encapsulated Logical Link 
Control Packet Data Unit (LLC PDU) containing the 
data, the LLC PDU being extracted from the URLC 
DATA message at the MS to obtain the data. 

39. The machine-readable medium of claim 36, further 
providing additional respective portions of instructions to be 
executed on the MS and the UNC to perform operations 
including: 

sending data from the MS to the UNC using a URCL 
UNITDATA message, the URLCUNITDATA message 
generated at the MS and including an encapsulated 
Logical Link Control Packet Data Unit (LLC PDU) 
containing the data and sent over a UDP (User Data 
gram Protocol) transport, the LLC PDU being extracted 
from the URLC UNITDATA message at the UNC to 
obtain the data. 
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40. The machine-readable medium of claim 36, further 
providing additional respective portions of instructions to be 
executed on the MS and the UNC to perform operations 
including: 

sending data from the UNC to the MS using a URCL 
UNITDATA message, the URLCUNITDATA message 
generated at the UNC and including an encapsulated 
Logical Link Control Packet Data Unit (LLC PDU) 
containing the data and sent over a UDP (User Data 
gram Protocol) transport, the LLC PDU being extracted 
from the URLC UNITDATA message at the MS to 
obtain the data. 

41. The machine-readable medium of claim 36, further 
providing additional instructions to be executed on the UNC 
to perform operations including: 

generating a URLC-PS-PAGE message including a 
Mobile Identity identifying an MS to be paged; and 

sending the URLC-PS-PAGE message to that MS. 
42. The machine-readable medium of claim 36, further 

providing additional respective portions of instructions to be 
executed on the MS and the UNC to perform operations 
including: 

initiating suspension of GPRS service from the MS by 
generating a URLC-SUSPEND-REQ message and 
sending it to the UNC; and 

initiating, at the UNC, GPRS (General Packet Radio 
Service) Suspend operations with a core network. 

43. The machine-readable medium of claim 36, further 
providing additional respective portions of instructions to be 
executed on the MS and the UNC to perform operations 
including: 

resuming GPRS (General Packet Radio Service) for the 
MS by, 

Dec. 1, 2005 

initiating, at the UNC, a GPRS resume procedure with 
a core GPRS network; and 

generating a URR (UMA Radio Resource)-RELEASE 
message at the UNC and sending it to the MS, the 
URR-RELEASE message including a GPRS 
Resumption information element identifying GPRS 
is to be resumed. 

44. The machine-readable medium of claim 36, further 
providing additional respective portions of instructions to be 
executed on the MS and the UNC to perform operations 
including: 

detecting downlink flow control conditions for downlink 
data transfer from the UNC to the MS; 

calculating a downlink data rate that may be Supported by 
the downlink flow control conditions; 

sending a URLC-DFC (Downlink Flow Control)-REQ 
message from the MS to the UNC including an infor 
mation element Specifying a downlink data rate to be 
employed for the downlink; and 

employing the downlink data rate that is specified for the 
downlink. 

45. The machine-readable medium of claim 36, further 
providing additional respective portions of instructions to be 
executed on the MS to perform operations including: 

detecting an error in a URLC message sent from a UNC 
to the MS; and 

generating a URLC-STATUS message including a URLC 
Cause information element containing a code identify 
ing the error, the URLC-STATUS message being 
returned to the UNC. 

Ex.1032 / Page 43 of 43
TESLA, INC.

Ex.1032 / Page 43 of 43
TESLA, INC.


