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I, Dr. Gary Lomp, do hereby declare:   

I. INTRODUCTION 

1. I am making this declaration at the request of Intellectual Ventures II, 

LLC (“Intellectual Ventures”) in the matter of the Inter Partes Review (“IPR”) 

proceedings before the United States Patent and Trademark Office (“USPTO”) of 

U.S. Patent No. 11,664,889 (“the ‘889 Patent”) to provide expert technical opinions 

with respect to the ‘416 Patent.  

2. I am being compensated for my work in this matter at my standard hourly 

rate of $450 for such consulting services. My compensation in no way depends on the 

outcome of this case, and I have no financial interest in the outcome.   

3. In preparing this Declaration, I considered the following materials, the 

subject matter of which are all within the scope of my education and professional 

experience:   

 The ‘889 Patent, Ex. 1001; 

 The Petition for Inter Partes Review of U.S. Patent No. 11,664,889 
(“Pet.”); 

 the Declaration of Dr. Kotzin; 

 U.S. Patent No. 8,072,916 (Ex. 1005)("Dateki"); and 

 any other exhibits referred to in my Declaration. 
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II. PROFESSIONAL BACKGROUND   

4. Based on my qualifications, education, knowledge, expertise, 

experience, and work background, I believe I am qualified to offer opinions relating 

to the technology described in the ‘416 Patent. Exhibit 2002 is a copy of my current 

curriculum vitae (“CV”), detailing my education and experience. Additionally, the 

following overview of my background pertains to my qualifications for providing 

expert testimony in this matter.  

5. I am currently an Adjunct Professor in Wireless Communications at the 

NYU Tandon School of Engineering and President of TekTactiks, a research and 

expert consulting company.  My job duties include directing and performing research 

in, and technical evaluation of, advanced communication system design, especially 

new cellular technologies. I have over 45 years of experience in the field of wireless 

telecommunications, including advanced military communications systems, 

commercial satellite, WiFi and cellular systems research and development.  I have 

over 20 years of experience in providing expert services in the field of wireless 

telecommunications. I hold Ph.D., Master’s and Bachelor’s degrees in Electrical 

Engineering, all from the Polytechnic Institute of New York (now part of NYU 

Tandon School of Engineering). 

6. I am a named inventor on over 100 issued U.S. Patents in the field of 

wireless telecommunications. Most of these patents pertain to wireless 
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communication, including communication system architecture, communication 

system signal processing and communication system protocols.  

7. In addition to my technical experience in the field of wireless 

communications systems, I have been a principal and executive in multiple wireless 

technology corporations.  In the late 1980s and early 1990s, I was Vice President and 

Chief Scientist at SCS Mobilecom, a wireless company that developed new 

technology based on spread spectrum technologies and advanced signal processing 

(DSP) techniques.  Following the acquisition of SCS Mobilecom by InterDigital 

Communications, Corporation in 1992, I held various leadership roles at InterDigital, 

including General Manager of the Wireless Products Business Unit and Executive 

Vice President and Chief Technology Officer, where I helped develop 2G and 3G 

technologies.  After InterDigital, I served in leadership positions at several wireless 

startups, including Symbol Technologies (where I led the Wide Area Wireless 

technology division), LayerOne Wireless Technologies Inc. (where I served as CEO) 

and incNetworks (where I served as CTO).  I am also the Founder and President of 

The TekTacktiks Group, Inc. a private company that has provided expert services and 

telecommunications consulting in the Telecommunications industry for the past 15 

years. 

8. In terms of commercial research and development (R&D) experience, I 

have worked extensively on the design and optimization of radio frequency (RF) 
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communications systems for enhanced capacity and service coverage.  A further 

object of my work has been to realize systems that are “converged” or are ingredients 

in a converged network concept.  Convergence means the technical integration of 

heterogeneous services (such as voice, data, and multimedia) and heterogeneous radio 

technologies (macrocellular, microcellular, WiFi, cordless phone) into a seamless 

operating unit.  This work requires cross functional design in which the respective 

heterogeneous technologies are made to interoperate. 

9. During this career activity, I have had first-hand knowledge and 

exposure to numerous discussions, and debates in support of the advancement of new 

wireless technologies and paradigms.  These new technologies addressed various air 

interface methods, including orthogonal frequency division multiplexing (OFDM) 

and Orthogonal Frequency Division Multiple Access (OFDMA), a closely related 

method of utilizing the OFDM format to provide shared access.  My current research 

includes the presently evolving 5G cellular concept, which incorporates, among other 

things, MIMO-OFDM/OFDMA processing.  As outlined above, my involvement in 

wireless R&D has also drawn me to fundamental system architecture issues and 

philosophies including the functional portioning of the overall wireless network.  I 

have had the benefit of collaboration and debate with numerous top tier innovators, 

from many industry-leading organizations in the field.  In particular, I have detailed 

knowledge and recollection of the atmosphere surrounding the ongoing wireless 
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technology revolution that began in the late 1980s and continues to the present day, 

including the period surrounding the present invention, and also including attempts 

by interested parties across the globe to promulgate and protect preferred ideas and 

intellectual property. 

10. With respect to the technologies relevant to the ‘889 Patent, my 

experience includes over 20 years of research and development in the area of CDMA 

cellular telephone technology and systems, beginning at the very start of the 

commercialization of previously classified spread spectrum techniques, with which I 

had also a decade of prior experience.  During that period of my career I had roles 

ranging from Senior Member of Technical Staff and Senior Principal Engineer to 

Chief Scientist and Chief Technology Officer heading a team of over 100 engineers 

in the development of the earliest WCDMA prototypes. I am a named inventor on 7 

US Patents pertaining specifically to power control techniques in wireless systems, as 

well as many additional patents that cover all aspects of CDMA and post-CDMA 

wireless technology and systems. In addition to direct application to power control in 

cellular systems, in which numerous challenges and tradeoff analyses are required (as 

exemplified by the scope and depth of research and invention of concern in the current 

matter), I also had the benefit (earlier in my career) of 2 years of intensive study and 

optimization of Delta Modulation for voice digitization, a project for which I was 

recognized for creating “the best 16 kilobit per second voice coder yet to be heard”. 
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Many of the core issues that occur in power control of a wireless transmission over a 

randomly and often drastically varying radio channel are found in the application of 

delta modulation to voice encoding. An example is the well-known problem of 

choosing a step size and optimally varying the step size in order to cope with the 

dichotomous nature of the quantity being controlled (received radio frequency power 

level) or tracked (voice). In both applications, as dissimilar as they seem, the quantity 

of interest undergoes changes from near quiescence to rapid variation with large 

swings of level that challenge any algorithm attempting to stabilize or track said 

quantity.  

11. To place the experience I have in the context of innovation and 

invention, I have been involved throughout my career in the evolution of many other 

basic radio communication technologies since their inception, such as MIMO, 

Multiuser Detection, and FEC coding advances, such as Turbo and LDPC, and soft 

output decoders such as the Soft Output Viterbi Algorithm (SOVA). A significant 

portion of the engineering design work I have performed has entailed the 

introduction of new techniques to provide capabilities that had not existed 

previously, such as a recently deployed novel baseband processor capable of robust 

demodulation and combining of signal components received on two antennas, 

respectively, at very low signal to noise ratios. Most recently, I have designed an 

advanced form of OFDM in which the impairments of channel dispersion are 
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mitigated in both the time domain (as in conventional OFDM) and the frequency 

domain (which is an Achilles heel of OFDM). This achievement is the result of many 

years of perseverance culminating in the discovery of a mathematical tool of broad 

applicability (to wit, Simultaneous Approximate Singular Value Decomposition). 

Previously, a similar tenacity-fueled accomplishment produced the first and only 

complete closed-form theory of equalization of offset modulation formats in 

multipath channels, again a result of a persistent creative attack on the problem. In a 

word, I am well versed and well aware of the nuances of innovation and the toils of 

invention.

12. My CV contains further details on my education, experience, 

publications, and other qualifications to render an expert opinion in this case. Ex. 

2014. 

III. RELEVANT LEGAL STANDARDS   

13.   I have been asked to provide my opinion as to whether certain claims 

of the '889 Patent are obvious over Dateki. 

14. The opinions I am expressing in this report involve the application of my 

knowledge and experience to the evaluation of certain references with respect to the 

'889 patent.  My formal knowledge of patent law is no different than that of any lay 

person. Therefore, I have requested the attorneys from Volpe Koenig, who represent 

Intellectual Ventures, to provide me with guidance as to the applicable patent law in 
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this matter. The paragraphs below express my understanding of how I must apply 

current principles related to patent validity to my analysis. 

15.   I understand that an IPR is a proceeding before the USPTO for 

evaluating the patentability of an issued patent’s claims based on prior-art patents and 

printed publications. 

16.   I understand that the claims of a patent are reviewed from the point of 

view of a hypothetical person of ordinary skill in the art (“POSITA”) at the time of 

the filing of the patent. The “art” is the field of technology to which a patent relates. 

17.    I understand that in determining whether a patent claim is anticipated 

or obvious in view of the prior art, the Patent Office must apply the Phillips standard 

to construe the claims.   

18.   I understand that, in this proceeding, Petitioners have the burden of 

proving that the challenged claims of the '889 Patent are unpatentable by a 

preponderance of the evidence. I understand that “preponderance of the evidence” 

means that a fact or conclusion is more likely true than not true.  

19.   I understand that there are two ways in which prior art may render a 

patent claim unpatentable. First, the prior art can “anticipate” the claim. Second, the 

prior art can render the claim “obvious” to a POSITA. I understand that for an 

invention claimed in a patent to be patentable, it must not be anticipated and must not 

be obvious based on what was known before the invention was made.  For purposes 
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of this Declaration only, I have applied the definition of a POSITA proposed in the 

Petition. 

20.   I understand that a patent claim may be invalid as “anticipated” under 

35 U.S.C. § 102 if each and every limitation of the claim as construed by the court is 

found, either expressly or inherently, in a single prior art reference, such as a 

publication or patent, that predates the claimed subject matter.  I also understand that 

a patent claim may be invalid as obvious under 35 U.S.C. § 103 if the differences 

between the subject matter claimed and the prior art are such that the claimed subject 

matter as a whole would have been obvious to a POSITA at the time the invention 

was made. I also understand that several factual inquiries underlie a determination of 

obviousness. These inquiries include (1) the scope and content of the prior art, (2) the 

level of ordinary skill in the field of the invention, (3) the differences between the 

claimed invention and the prior art, and (4) any objective evidence of non-obviousness 

(i.e., “secondary considerations”). 

21.   I also understand that, when a party alleges obviousness based on a 

combination of references, that party should identify a reason why a POSITA would 

have been motivated to combine the asserted references in the manner recited in the 

claims and to explain why a POSITA would have had a reasonable expectation of 

success in making such combinations. 

IPR2025-00221 Exhibit 2013 Page 12 of 63



-10-  

22.   I understand that an obviousness analysis permits the application of 

“common sense” in examining whether a claimed invention would have been obvious 

to a POSITA. For example, I understand that combining familiar elements according 

to known methods and in a predictable way may suggest obviousness when such a 

combination would yield nothing more than predictable results. And I understand a 

party asserting obviousness should still provide a specific motivation to combine the 

references as recited in the claims and explain why one would have reasonably 

expected to succeed in doing so. 

23.  I understand that one indicator of non-obviousness is when a prior art 

reference leads in a different direction or discourages that combination, recommends 

steps that would not likely lead to the patent’s result, or otherwise indicates that a 

seemingly inoperative device would be produced.  

IV. SPECIFICATION OF '889 PATENT 

A. Background of the ‘889 Patent 

24. The ’889 Patent pertains to uplink power control in time division-code 

division multiple access (TD-CDMA) systems, including those operating in time 

division duplex (TDD) mode. TD-CDMA systems combine time and code 

multiplexing to enable multiple user transmissions within the same frequency 

spectrum. The ’889 Patent describes an improved technique for uplink power control 

in such systems, particularly in scenarios where channel reciprocity—the condition 
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that enables a mobile device to infer uplink channel conditions from downlink 

observations—cannot be guaranteed. Departing from conventional approaches that 

required the establishment of a dedicated feedback channel, the ’889 Patent 

introduces a shared, closed-loop feedback mechanism in which mobile devices 

transmit uplink beacon signals (UL_Beacons), and the base station responds with 

power control information via a shared Physical Layer Control Channel (PLCCH) 

that shares a time slot with a downlink shared channel.  

1. Operation Of CDMA, TDMA and TD-CDMA Systems 

25. In code division multiple access (CDMA) systems, spreading codes 

enable individual users to share the same frequency spectrum without interference. 

In one example of a CDMA system, each user is assigned a unique spreading code 

that spreads the original data signal across a much wider bandwidth by combining 

the original data with a spreading code using an XOR function or other modulation 

techniques. The receiver uses the same spreading code to extract the original data. 

Below are simplified diagrams illustrating the operation of an exemplary CDMA 

system. The top diagram depicts the formation of a signal (transmitted signal) by 

combining an original data signal with a spreading code (pseudorandom code) using 

an XOR function. The bottom diagram illustrates the summation and simultaneous 

transmission of two such transmitted signals (each formed using a different 

spreading code) over a communication channel.  
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26. Time division multiple access (TDMA) systems operate by dividing a 

communication channel into distinct times that allow multiple users to share the 

same frequency. In one example of a TDMA system, each user is assigned a unique 

time slot during which they can transmit or receive data. Below is a simplified 

diagram illustrating the operation of an exemplary TDMA system. The 

communication channel is divided into frames in the time domain. Each frame is 

further divided in the time domain into time slots, where each user is allocated one 

slot. 
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27. Time division - code division multiple access (TD-CDMA) systems 

represent a hybrid technology that combines aspects of TDMA and CDMA. In a TD-

CDMA system, the communication channel is divided into timeslots, and within 

each timeslot, spreading codes are used to distinguish between messages intended 

for different users. Below is a simplified diagram illustrating the operation of an 

exemplary TD-CDMA system. The communication channel is divided into frames 

in the time domain, and each frame is further divided in the time domain into time 

slots. Within each time slot, different spreading codes are used to simultaneously 

transmit information to a specific user or group of users. 
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2. Power Control In TD-CDMA Systems 

28. Power control is critical in TD-CDMA systems to maintain 

communication quality, minimize interference, and optimize network capacity. 

Since TD-CDMA systems allow messages for multiple users to be transmitted 

simultaneously over the same frequency band, effective power control is essential to 

ensure that signals remain distinguishable and interference is minimized. TD-

CDMA systems are highly susceptible to the near-far effect — a situation where 

signals from nearby users overpower those from distant users, potentially drowning 

them out. Power control techniques are needed to ensure that users transmitting too 
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strongly reduce their power to avoid overwhelming others, and that users far from 

the base station increase their power to ensure their signal is detectable.   

29. In “open-loop” power control, a mobile station increases or decreases 

its transmission power based on the received signal strength at the mobile station. In 

“closed-loop” power control, the base station monitors the quality of the signal 

received from the mobile station, and based on this information, the base station 

sends feedback information to the mobile station, which the mobile station uses to 

increase or decrease its transmission power. 

3. Use Of Channel Reciprocity For Open-Loop Power Control 
In TD-CDMA Systems 

30. The Background of the ‘889 Patent is set in the context of time division-

code division multiple access (TD-CDMA) systems configured for time division 

duplex (TDD) operation, i.e., where the same frequency is simultaneously used for 

uplink and downlink communications. The '889 Patent begins by discussing the use 

of channel reciprocity to provide “open-loop” power control in such systems. As 

discussed in the '889 Patent, when channel reciprocity exists, a mobile station can 

derive information for implementing power control on the uplink channel conditions 

from downlink channel conditions: 

Time division-code division multiple access (TD-CDMA) is an 
air interface technology that combines the benefits of the three 
elemental concepts in a universal mobile telecommunication system 
(UMTS): time division multiple access (TDMA); code division 
multiple access (CDMA); and time division duplex (TDD). TDD, in 
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particular, uses the same radio channel for both uplink and downlink 
communications, ... One of the benefits obtained by operating both 
links on the same frequency is the ability to exploit channel reciprocity. 

Channel reciprocity gives equipment the ability to derive 
information about uplink channel conditions from downlink channel 
conditions based upon signals received by the user equipment (UE). 
Pathloss is one example of channel information that can be obtained 
from channel reciprocity. Knowledge of the uplink pathloss enables 
open-loop power control to be employed for uplink transmissions. For 
example, uplink power control is important for the operation of the 
CDMA element of TD-CDMA as it counteracts the near-far effect that 
would otherwise be encountered if all UEs transmitted at a fixed power 
regardless of the uplink pathloss. ... Ex. 1001, 1:27-49. 

31. After explaining the concept of channel reciprocity, the '889 Patent 

emphasizes that a UE that “can derive information needed to access uplink channels 

from the downlink transmissions (beacon signals) has a significant advantage over 

a terminal that relies on the (lengthy) configuration of a dedicated channel in order 

to establish a feedback channel.” Id., 1:57-61. Thus, the '889 Patent disparaged 

closed-loop power control techniques that required a dedicated feedback channel, 

characterizing such techniques as being inferior to open-loop power control 

techniques that derive information needed for uplink channels from downlink 

transmissions.  

4. Channel Reciprocity Cannot Always Be Guaranteed

32. The '889 Patent next explained that there are situations where “channel 

reciprocity cannot always be guaranteed.” Id., 1:62-63. For example, there are 

situations where “the correlation between uplink and downlink channels is lost 
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because the channels are transported on carrier frequencies that are separated in 

frequency by an amount that is greater than the coherence bandwidth of the channel.” 

Id., 1:67-2:3. The Background of the '889 Patent concluded by identifying the need 

for a substitute for channel reciprocity when “the TD-CDMA air interface is to be 

used in applications where the correlation between the uplink and downlink path loss 

is not guaranteed.” Id., 2:17-20; see also, 2:24-28 (“known conventional methods do 

not deal directly with the evolution or adaptation of an air interface that uses channel 

reciprocity to deliver key features and advantages where channel reciprocity is not 

guaranteed.") 

B. Brief Summary Of The Invention

33. The Brief Summary of the Invention stated in part: 

... The adaptation provided in embodiments of the invention introduces 
a new technique for uplink channel control that uses a feedback scheme 
as a substitute for the absence of channel reciprocity, with minimal 
impact on the ability of the air interface to support uplink shared 
channels. 

Embodiments of the present invention enable active feedback 
control between a base station and user equipment (UE). ... 
Embodiments of the invention allow a terminal to transmit the uplink 
physical channel control signal (UL_Beacon) independently from the 
uplink physical channel. Therefore, the implementation of closed loop 
feedback may operate in the absence of an uplink physical channel. In 
one embodiment, a UE allocates a time slot for a beacon signal 
separated from the time slots for data in a frame. A second time slot is 
allocated within the frame for the base station to transmit a control 
signal in response to the beacon signal. The control signal instructs the 
UE to adjust a transmission parameter. 

A UL_Beacon signal may be combined with a physical layer 
common control channel (PLCCH) to form a feedback system.   A 
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dedicated timeslot groups all of the UL_Beacon signals from multiple 
UEs in a specific uplink timeslot. B ... The PLCCH carries feedback 
information to the UEs that are transmitting UL_Beacon signals. The 
PLCCH can share a timeslot with other physical channels by exploiting 
the CDMA aspect of the system. Id., 2:29-64 (emphasis added). 

34. Thus, as described in the Brief Summary, mobile stations (or UEs) 

transmit  UL_Beacon signals to the base station. The base station then uses a physical 

layer common control channel (or PLCCH) to carry feedback information from the 

base station to the UEs (i.e., on the downlink). In contrast to the dedicated channel 

disparaged in the Background, the physical layer common control channel (or 

PLCCH) corresponds to a time slot used to transmit feedback information to multiple 

mobile stations. The Brief Summary also explains that the PLCCH can share a 

timeslot with other physical channels by exploiting the CDMA aspect of the system, 

meaning that the PLCCH and other physical channels could be transmitted at the 

same time using different spreading codes. 

C.  Detailed Description of the ‘889 Patent 

35. The '889 Patent describes “the combination of an uplink physical 

channel control signal with a downlink feedback channel” in order “to keep the 

terminal informed of the condition of the uplink channel.” Id., 4:56-59. The '889 

Patent refers to the uplink physical control signal as an “Uplink Beacon” 

(UL_Beacon), and discloses the use of a physical layer common control channel (or 

PLCCH) to carry the feedback information from the base station to the UEs on the 
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downlink. Id., 2:52-62 and 4:59-61. In one embodiment, “the physical channel 

control signal is separate from the uplink (shared) physical channel. Thus, terminals 

are able to transmit an UL_Beacon independently of their access to the uplink shared 

channel.” Id., 5:5-8. This embodiment implements “a closed loop control system, in 

which the base station detects the received power and/or other channel information 

from the UL_Beacon, and sends controlling commands back to each terminal to keep 

the terminal informed of the channel conditions observed at the base station.” Id., 

5:8-14. 

36. In contrast to the dedicated downlink channel for closed-loop power 

control that the '889 Patent disparaged in the Background, the '889 Patent disclosed 

the use of a shared downlink channel (such as the PLCCH mentioned above) for 

sending power control commands to the mobile stations. As explained in the '889 

Patent: 

... The base station may send power control commands on a shared 
downlink channel to each terminal based on the power received from 
the UL_Beacon signal. Each power control command may, for 
example, indicate whether terminal power should be increased or 
decreased by a predetermined amount. This downlink channel is 
referred to as the “Physical Layer Control Channel” (PLCCH). The 
capacity of the PLCCH may be matched to the number of bits required 
in the feedback field and the number of UL_Beacon signals that can be 
simultaneously supported. That is, each UL_Beacon may correspond to 
one bit of the PLCCH. All terminals transmitting UL_Beacon signals 
may receive this channel and extract the relevant feedback field. Id., 
5:17-29. 
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37. The above-described PLCCH correspond is directed to multiple UEs 

and includes multiple bits, where each bit in the message corresponds to a terminal 

transmitting a UL_Beacon.  Ex. 1001, 5:17-29.

38. The '889 Patent also discloses that the PLCCH can share a timeslot with 

another downlink shared channel. In this arrangement, a single timeslot is shared by 

two shared channels, e.g., the PLCCH (which is itself a shared channel) shares the 

same timeslot with another shared channel, and information in the PLCCH is used 

by the mobile station to effectuate power control. This arrangement is shown in 

Figure 2 of the '889 Patent, reproduced below with annotations: 
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39.  As explained in the '889 Patent, “FIG. 2 illustrates an example of a 

timeslot arrangement supporting the UL_Beacon [blue box] and its corresponding 

PLCCH [red box] within a TD-CDMA frame structure.” Id., 6:5-7. Figure 2 depicts 

downlink and uplink frames of a TD-CDMA system operating in a Frequency 

Division Duplex (FDD) mode, where a downlink frame (labelled “DL” above) and 

an uplink frame (labelled “UL” above) are transmitted at the same time on different 

frequencies, such that the base station and mobile station transmit and receive at the 

same time. Id., 4:25-31 and 6:8. In this arrangement, “[t]he PLCCH 212 shares a 

timeslot with another downlink shared channel” which “is possible since normal 

downlink physical channels are used to transmit the PLCCH.” Id., 6:8-11 (emphasis 

added). In Figure 2, the normal downlink physical channels include “normal traffic 

carrying timeslots 210.” Id., 6:11-13. “The uplink frame comprises a UL_Beacon 

control timeslot 216, an access control timeslot 218, and normal traffic carrying 

timeslots 214.” Id., 6:11-13. 

V. PROSECUTION HISTORY OF THE ‘889 PATENT 

40. The '889 Patent is based on U.S. Patent Appl. No. 17/870,425 (the '425 

Application). As originally filed, the '425 Application included 20 claims. Original 

claim 1 recited: 
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1. A first user equipment (UE) comprising: 
a transmitter; 
a receiver; and 
a processor, operatively coupled to the transmitter and the 

receiver, 
wherein: 

the receiver and the processor are configured to receive a control 
message over a physical control channel in a first time slot, wherein the 
control message has power control bits for a plurality of UEs, wherein 
the plurality of UEs include the first UE, 

the processor is further configured to extract power control 
information for the first UE from the control message, and the 
transmitter and the processor are configured to transmit a signal over a 
physical control channel to a base station in a second time slot at a 
transmission power level based on the extracted power control 
information. Ex. 1002, 28.   

41. Original claim 1 was supported by the embodiments of the '889 Patent 

discussed above where a PLCCH (“a control message”) with power control bits for 

a plurality of UEs (“the  control message has power control bits for a plurality of 

UEs”) is used by a UE to recover the control message and extract the power control 

bit relevant to such UE (the processor in the UE “is further configured to extract 

power control information for the first UE from the control message.")  Based on the 

extracted power bits, the UE transmits “a signal over a physical control channel to a 

base station in a second time slot at a transmission power level based on the extracted 

power control information.” In the disclosed embodiment discussed above, this 

signal transmitted by the UE over the physical control channel to the base station 

corresponds to the UL_Beacon. 
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42. In the first Office Action, the Examiner rejected claim 1 as obvious over 

Anderson and Liang. See, Ex. 1002, 58-60. However, the first Office Action 

indicated that dependent claim 2 would be allowable if re-written in independent 

form. Ex. 1002, 60. Claim 2 depended from claim 1, and added the additional 

requirement that “the first time slot also includes a downlink shared channel.” Id., 

28. Thus, claim 2 added the additional requirement that a single timeslot is shared

by the physical control channel with power control bits for a plurality of UEs (e.g., 

the PLCCH) and another downlink shared channel, and information transmitted 

over the physical control (i.e., a control message with power control bits for a 

plurality of UEs) is used by the mobile station to effectuate power control.    

43. In response to the First Office Action, the Applicant amended 

independent claim 1 as follows: 

1. (Currently Amended) A first user equipment (UE) comprising: 
a transmitter; 
a receiver; and 
a processor, operatively coupled to the transmitter and the 

receiver, 
wherein: 
the receiver and the processor are configured to receive a control 

message over a physical control channel in a first time slot, wherein the 
first time slot also includes a downlink shared channel, wherein the 
control message has power control bits for a plurality of UEs, wherein 
the plurality of UEs include the first UE, 

the processor is further configured to extract power control 
information for the first UE from the control message, and 

the transmitter and the processor are configured to transmit a 
signal over a physical control channel to a base station in a second time 
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slot at a transmission power level based on the extracted power control 
information. Ex. 1002, 126. 

The Applicant inserted similar limitations into the other independent claims. 

44. In the next Office Action, the Examiner issued a Notice of Allowance. 

Ex. 1002, 137-141. Based on the prosecution history, it is apparent that the point of 

novelty of the independent claims of the '889 Patent was the requirement that a single

timeslot is shared by a physical control channel with power control bits for a 

plurality of UEs and another downlink shared channel, and information transmitted 

over the physical control (i.e., a control message with power control bits for a 

plurality of UEs) is used by the mobile station to effectuate power control.   As 

explained later, the primary reference relied on in the Petition (Dateki) lacks this 

aspect of the Challenged Claims. 

VI. CHALLENGED CLAIMS OF THE ‘889 PATENT 

45. Petitioner challenges claims 1-8 of the '889 Patent, of which claims 1 

and 5 are independent. Independent Claim 1 is representative, and recites: 

1. A first user equipment (UE) comprising:
a transmitter; 
a receiver; and 
a processor, operatively coupled to the transmitter and the receiver, 
wherein: 
the receiver and the processor are configured to receive a control 

message over a physical control channel in a first time slot, 
wherein the first time slot also includes a downlink shared 
channel, wherein the control message has power control bits for 
a plurality of UEs, wherein the plurality of UEs include the first 
UE, 
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the processor is further configured to extract power control 
information for the first UE from the control message, and 

the transmitter and the processor are configured to transmit a signal 
over a physical control channel to a base station in a second time 
slot at a transmission power level based on the extracted power 
control information. 

46. Claim 1 recites a first UE having a combination of interrelated 

limitations, several of which are emphasized above. More specifically, the claim 

recites (i) “a control message” (singular) where “the control message has power 

control bits for a plurality of UEs” that “include the first UE,” (ii) the control 

message is transmitted in a time slot that “also a includes a downlink shared 

channel,” and (iii) the UE transmits a signal over a physical control channel to the 

base station based on power control information extracted from the control message 

that was transmitted in the timeslot that included the downlink shared channel. To 

be clear, the claim language requires all three of these limitations to be practiced in 

combination.    

VII.  CLAIM CONSTRUCTION 

47.  I understand that claim language is not read in isolation. Rather, the claim 

language, when read in light of the specification, elucidates the meaning of the claim 

language. 
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A. “extract power control information ... from the control message, 
and ... transmit a signal ... to a base station ... at a transmission 
power level based on the extracted power control information” 
(claims 1 and 5) 

48. Claim 1 recites a control message where “the control message” 

(singular) “has power control bits for a plurality of UEs.” Claim 1 further recites 

that the first UE is configured to “extract power control information ... from the 

control message, and ... transmit a signal ... to a base station ... at a transmission 

power level based on the extracted power control information.” Claim 5 recites 

similar limitations. This claim language requires that “the extracted power control 

information” upon which the UE bases its transmission of a signal be the same power 

control information extracted from the control message (singular) having power 

control bits for a plurality of UEs.  The claim language would not be met if “the

extracted power control information” used for transmitting the signal came from a 

control message that had power control bits for only a single UE.    

B. “a  control message ... wherein the control message has power 
control bits for a plurality of UEs” (claims 1 and 5) 

49. Claim 1 recites “a control message ... wherein the control message has 

power control bits for a plurality of UEs.” This claim language requires that there be 

one control message (singular) that has power control bits for a plurality of UEs. 

The claim language itself, as well as the specification, supports this construction. 
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1. The Claim Language Requires That There Be One Control 
Message (Singular) That Has Power Control Bits For A Plurality 
Of UEs 

50.  The claim begins by introducing “a control message” and later specifies 

that “the control message has power control bits for a plurality of UEs.”  In the 

context of the '889 Patent, a POSITA would have understood that where, as here, a 

claim element is introduced with the indefinite article “a” and then later in the claim 

“the” element is further defined with additional characteristics, the claim language 

requires that a single instance of the element have all of the additional 

characteristics.   

2. The Specification Also Demonstrates That The Claims Require 
There Be One Control Message (Singular) That Has Power 
Control Bits For A Plurality Of UEs 

51. As noted above, the Background of the '889 Patent disparaged closed-

loop power control techniques that required a dedicated feedback channel, 

characterizing such techniques as inferior. Ex. 1001, 1:57-61. In the context of the 

'889 Patent, a dedicated control channel is “a point to point ... channel that transmits 

dedicated control information between a [single] UE and the network.”1 In such a 

1  See, Ex. 2015, §3.3 (defining DCCH as abbreviation of "Dedicated Control 
Channel') and §8.1.2.1 (explaining function of DCCH). Ex. 2004 corresponds to TR 
25.912, "Feasibility Study for Evolved UTRA and UTRAN," which the '889 Patent 
incorporates by reference.  Ex. 1001, 4:8-12.  Ex. 2015 corresponds to the version 
of TR 25.912 dated September, 2006, which is the latest version of TR 25.912 that 
predates the December 27, 2006 filing date identified in the '889 Patent.  Ex. 1001, 
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channel, the base station can communicate with one UE at a time. For example, the 

base station can address a first message to one UE which the base station initially 

sends to the first UE over the dedicated channel, and the base station can address a 

different message to another UE which the base station subsequently sends to the 

other UE over the dedicated channel.    

52. After disparaging the use of dedicated channels for carrying 

information to UEs, the '889 Patent proposed the use of a physical layer common

control channel (or PLCCH) to carry feedback information from the base station to 

the UEs.  Ex. 1001, 2:52-54. Embodiments of the PLCCH correspond to one

message addressed to multiple UEs and that includes multiple bits, where each bit in 

the message corresponds to a terminal transmitting a UL_Beacon.  Ex. 1001, 5:17-

29.

53.  The distinction between the dedicated channel disparaged in the 

Background of the '889 and the PLCCH disclosed in the Detailed Description of the 

'889 Patent supports Patent Owner’s proposed construction of “a control message ... 

wherein the control message has power control bits for a plurality of UEs” as 

requiring that there be one control message (singular) that has power control bits for 

a plurality of UEs.  In contrast to a dedicated channel (disparaged) where the base 

1:20-21 (referring to December 27, 2006 filing date) and Ex. 2004, 1 (bearing date 
of "2006-09.") 
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station communicates by separately addressing messages to individual UEs, the '889 

Patent proposed a solution where one message is directed to multiple UEs.  I 

understand that claims should not be read so broadly as to encompass a prior art 

structure distinguished in the specification.  

VIII. REFERENCES RELIED ON IN PETITION 

54. The Petition advances three Grounds against the Challenged Claims of 

the ‘889 Patent. In Ground 1, the Petition asserts that independent claims 1 and 5, 

and dependent claims 2 and 6, are obvious over Dateki (Ex. 1005). Ground 2 asserts 

that dependent claims 3 and 7 are obvious over Dateki in view of Mate (Ex. 1009),  

and Ground 3 asserts that dependent claims 4 and 8 are obvious over Dateki in view 

of Chitrapu (Ex. 1008).  

A. Dateki 

55. As its sole reference for Ground 1, the Petition relies on Dateki. Dateki 

relates to a wireless communication apparatus for “controlling transmission power 

according to transmission power control information.” Ex. 1005, 1:10-13. The 

Petition (at 3-43) relies exclusively on Figure 6 of Dateki for Elements [1.2] - [1.6];2

2 These elements recite: 

[1.2] wherein: the receiver and the processor are configured to receive a 
control message over a physical control channel in a first time slot,  
[1.3] wherein the first time slot also includes a downlink shared channel,  
[1.4] wherein the control message has power control bits for a plurality of 
UEs, wherein the plurality of UEs include the first UE,
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accordingly, the overview of Dateki presented below therefore focuses on the 

disclosure associated with that figure.   

1. Operation Of Downlink Channels On Figure 6 Of Dateki 

56. Figure 6 of Dateki (reproduced below with Patent Owner’s annotations 

in color) is “a diagram illustrating a transmission power control operation according 

to a second embodiment” of Dateki.  Id., 7:44-46.    The top three channels on the 

figure (labelled in red) correspond to downlink channels (carrying transmissions 

from a base station to a UE), and the bottom two channels (labelled in green) 

correspond to uplink channels (carrying transmissions from a UE to a base station). 

[1.5] the processor is further configured to extract power control information 
for the first UE from the control message, and 
[1.6] the transmitter and the processor are configured to transmit a signal 
over a physical control channel to a base station in a second time slot at a 
transmission power level based on the extracted power control information.   
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57. The top channel in Figure 6 is labelled “F-DPCH,” which stands for 

“Fractioned -Dedicated Physical Channel.” Id., 12:1-2. As explained further below, 

this channel transmits transmission power control messages (each of which is 

referred to as a TPCC) to each UE by providing a separate individual power control 

message that includes the address of each such UE:  

The F-DPCH corresponds to a channel that is capable of 
transmitting a slot including plural TPC bits addressed to differing 
mobile stations. In the illustrated example, TPC bits addressed to two 
mobile stations are temporally multiplexed. ... [I]n this example, the 
transmission period of the TPC bits addressed to one mobile station
(i.e., indicated as self-addressed TPC bits) is set to two slots. That is, 
the self-addressed TPC bit is not included in every other slot. Also, the 
transmission period of the TPCC addressed to another mobile station 
is also set to two slots. Id., 12:13-24  (emphasis added).  

58. The channel below the Fractionated - Dedicated Physical Channel in 

Figure 6 is labelled “HS-SCCH,” which stands for “High Speed - Shared Control 

Physical Channel.” Id., 12:4-5. “The HS-SCCH corresponds to a control channel for 

transmitting parameter information” pertaining to data transmitted to a particular 

UE on the High Speed - Downlink Shared Channel.   Id., 2:27-29 (emphasis added).   

As shown in Figure 6, the beginning of each frame on the HS-SCCH carries power 

control information (denoted in the figure as “Self-Addressed TPCC”) which is 

addressed to the specific UE that is the intended recipient of data traffic on the High 

Speed - Downlink Shared Channel that is sent just after the start of the HS-SCCH 

frame. It bears emphasis that the power control information transmitted to a UE on 
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the HS-SCCH is not intended for a plurality of UEs -- but rather only for the specific 

UE to which data is to be transmitted on the High Speed - Downlink Shared Channel.    

59. As shown by the purple markings in annotated version of Figure 6 

above, the start of each frame of data traffic on the High Speed - Downlink Shared 

Channel is delayed by two slots from the start of the previous HS-SCCH frame “so 

that the mobile station may receive and identify information pertaining to 

demodulation” of the High Speed Downlink Shared Channel before the receipt of a 

frame with data traffic on that channel. Id., 3:8-12. It bears emphasis that the power 

control information transmitted to a UE on the HS-SCCH is not intended for a 

plurality of UEs -- but rather only for the specific UE which is the intended recipient 

of the data traffic transmitted on the High Speed - Downlink Shared Channel after 

the two slot delay. 

2. Operation Of Uplink Channels On Figure 6 Of Dateki 

60. The bottom two channels (labelled in green) in the annotated version of 

Figure 6 (reproduced again below) correspond to uplink channels (carrying 

transmissions from the “self addressed” UE to a base station). The channel labelled 

“UPLINK ACK/NACK TRANSMISSION” corresponds to a High Speed - 

Dedicated Physical Control Channel (also referred to as the HS-DPCCH) used by 

the UE to send acknowledgment messages to the base station indicating whether or 

not data traffic sent from the base station to the mobile on the High Speed - Downlink 
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Shared Channel was properly received. Id., 12:3-32. “The HS-DPCCH ... 

corresponds to an uplink dedicated control channel from the mobile station to the 

base station, and is used upon transmitting from the mobile station to the base station 

an ACK signal or a NACK signal indicating whether data received via the HS-

PDSCH are properly received.” Id., 2:35-40. 

61. The bottom channel labelled “UPLINK PILOT TRANSMISSION” 

corresponds to a Dedicated Physical Channel (or a DPCH). Id., 12:8-10. The DPCH 

(uplink) is used by the UE to transmit a pilot signal to the base station.  

3. First Transmission Power Control Information (TPCC1) 
And Second Power Control Information (TPCC2) In 
Figure 6 Of Dateki 

62. Dateki explains that the “base station receives a pilot signal, conducts 
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SIR estimation on the pilot signal ... , generates transmission power control 

information TPCC ... , and transmits the transmission power control information 

TPCC” via the F-DPCH as first transmission power control information TPCC.” 

Id., 13:1-8 (emphasis added).   The first transmission power control information 

(labelled in purple on the diagram below) corresponds to the individually addressed 

TPCC messages sent from the base station to mobile station on the Fractionated 

Dedicated Physical Channel (F-DPCH). Id. Dateki also refers to the first

transmission power control information as TPCC1. Id., 13:50-52.   

63. In addition to transmitting the first transmission power control 

information (TPCC1) on the F-DPCH, the base station transmits second

transmission power control information (TPCC2) (labelled in blue in the diagram 
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above) to the mobile station on the HS-SCCH. Dateki explains that “the second 

transmission power control information TPCC2 is arranged to be greater than the 

first transmission power control information TPCC1 (TPCC1<TPCC2). According 

to the present embodiment, in transmitting the ACK/NACK signal, for example, the 

second transmission power control information TPCC2 that is previously received 

via the HS-SCCH may be used to swiftly control the transmission power to a desired 

level.” Id., 13:50-62..  

64. Thus, in the embodiment of Figure 6, it is clear that the mobile station 

uses the second power control information (TPCC2) in cases where data traffic 

(packet transmission) is sent from the base station to the mobile station. Id., 13:8-

11. (“where packet transmission is conducted, the transmission power control 

information is transmitted via the HS-SCCH as second transmission power control 

information.")    Specifically, where data traffic is sent from the base station to the 

mobile station, the mobile station uses the second power control information 

(TPCC2) sent on the HS-SCCH to control the power of the ACK/NACK signal

returned by the mobile station to the base station. Id., 13:8-23 and 13:57-62; see also, 

12:61-65 (“It is noted that the reception of the HS-PDSCH and the transmission of 

the ACK/NACK signal are conducted in conjunction with the reception of the HS-

SCCH”); 6:29-39 (“According to another aspect of the present invention, a wireless 

communication apparatus is provided ... that realizes data transmission via a shared 
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channel, the apparatus including: a transmission unit that is configured to ... transmit 

control information for receiving the data including second transmission power 

control information when transmitting the data to the mobile station.") 

4. Transmission Of Pilot Signals Varies Depending On 
Transmission Of Data Traffic On The High Speed - 
Downlink Shared Channel (HS-DSCH) 

65. In Fig. 6 of Dateki (reproduced again below with annotations), there are 

two groups of pilot signals transmitted by the mobile station. Each pilot signal in the 

first group [purple boxes below] is transmitted in conjunction with the transmission 

period of the first transmission power control information” (also labeled in purple as 

TPCC1].” Id., 12:37-39. Each pilot symbol in the first group   [purple boxes] is 

transmitted just before the transmission timing of the next transmission of the first

transmission power control information (TPCC1). Id., 12:37-41. 
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66. In contrast to the first group of pilot signals, the second group of pilot 

signals [blue boxes above] are triggered in different ways. More specifically, the 

pilot signals in the second group [blue boxes above] are “transmitted in conjunction 

with the transmission of control information and ACK/NACK signals that are 

transmitted via the HS-SCCH. That is, when a mobile station recognizes that data is 

being transmitted to itself via the HS-SCCH, or when it receives data addressed to 

itself via the HS-PDSCH, it transmits a known signal (pilot signal) upon transmitting 

an ACK signal or a NACK signal.” Id., 12:53-60. Thus, whenever the mobile station 

recognizes (via the HS-SCCH) that data is being transmitted to the mobile station or 

when the mobile station is transmitting an ACK/NACK, the mobile station sends the 

pilot signals in the blue boxes above. Significantly, power control of the pilot signals 

transmitted in conjunction with an ACK/NACK is affected by the second power 

control information (TPCC2) sent on the HS-SCCH (rather than the first power 

control information (TPCC1 sent on the F-DACH).  See, Id., 12:48 (equating 

“known signal” with “pilot signal”) and 12:61-65 (“It is noted that the reception of 

the HS-PDSCH and the transmission of the ACK/NACK signal are conducted in 

conjunction with the reception of the HS-SCCH, and thereby, in either case, the 

known signal is transmitted in conjunction with the reception of the HS-SCCH.") 
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5. Figure 6 Of Dateki Illustrates Power Control Information 
(e.g., TPCC2) That Includes Plural Bits That 
Increase/Decrease Transmission Power In Plural Stages. 

67. Dateki discloses that transmission power control information, e.g., the 

second power control information TPCC2, “may be arranged to use plural bits so 

that transmission power control may be conducted in plural stages (i.e., so that 

transmission power may be increased or decreased in plural stages).” Id., 11:15-18 

(emphasis added). Using “plural bits” from one power control message to 

increase/decrease transmission power in “plural stages” means, for example, that 

power control bits from one power control message (e.g., a TPCC2 message sent on 

the HS-SCCH) are used by the mobile station to adjust the transmission power in 

stages over multiple subsequent transmissions.   

68. As shown in Figure 6 (reproduced again below with colored 

annotations), “[w]hen a base station receives the third (from the left) pilot signal 

[orange box], the base station may generate the second (from the left) TPC bit

[labelled TPCC2] in the HS-SCCH based on the third pilot signal, and thereby, 

accurate transmission power control may be conducted upon transmitting the first 

ACK signal [brown box]. Id., 13:66-14:4 (emphasis added). The orange arrow

extending from the third pilot from the left to TPCC2 illustrates that the value of 

TPCC2 is based on the third pilot signal from the left, while the reddish-brown arrow

extending from TPCC2 to the first ACK signal [reddish-brown box] illustrates that 
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the second (from the left) TPC bit [labelled TPCC2] controls the transmission power 

of the first ACK signal. Id., 13:66-14:4

This aspect of Figure 6 illustrates the use of plural bits in one power control message 

[labelled TPCC2 above] to increase transmission power in stages. Given that no 

intervening power control messages are provided between the mobile station 

receiving the power control message labelled TPCC2 and the mobile station 

increasing the transmission power of its pilot by a first amount (as shown in the 

leftmost green box above), it is clear that the information from the message labelled 

TPCC2 is used to increase the transmission power of the pilot signal in the leftmost 

green box (above) by a first amount or in a “first stage.” Moreover, given  (i) 

Dateki’s explicit statement (at 13:66-14:4) that the message labelled TCPP2 is used 
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to control the transmission power of the first ACK [reddish-brown box above], and 

(ii) and Dateki’s teaching (at 12:53-60) that the mobile station sends a pilot signal 

when transmitting an ACK/NACK (as shown in the rightmost green box above), it 

is clear that the information from the message labelled TPCC2 is also used to 

increase transmission power of the pilot signal in the rightmost green box (above) 

again or in  a “second stage.” As explained more fully below, the power of the second 

ACK/NACK signal as well as the pilot transmitted therewith (blue boxes above), are 

also controlled by the power control message [labelled TPCC2 above] to decrease 

transmission power in a third stage. 

6. Dateki Does Not Maintain Complete Correspondence Between 
The Transmission Power Control Message Immediately 
Preceding A Pilot Signal Or ACK/NACK And The Power Level 
At Which Such Pilot Signal Or ACK/NACK Is Transmitted

69. The fact that Dateki uses plural bits in one power control message to 

increase/decrease the transmission level in successive (plural) stages is significant 

because it means that Dateki does not maintain complete correspondence between 

the transmission power control message immediately preceding a pilot signal or 

ACK/NACK and the power level at which such pilot signal or ACK/NACK is 

transmitted. For example, it is clear that in Figure 6, the information from the 

message labelled TPCC2 is used to increase the transmission power of the pilot 

signal in the leftmost green box by a first amount or in a “first stage,” and the 

information from the same message labelled TPCC2 is also used to increase the 
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transmission power of the pilot signal in the rightmost green box again or in  a 

“second stage.” Thus, as shown in the annotated version of Figure 6 below, even 

though the first transmission control information labelled in purple as TPCC1

(below) comes before both the transmission power of the first ACK [brown box

below] and the pilot signal in the rightmost green box, Dateki makes clear that the 

power level of the first ACK and the pilot signal transmitted with the first ACK is 

not controlled by the first transmission control information (labelled in purple as 

TPCC1) but rather by  power control bits in the second transmission control 

information identified with blue arrow as TPCC2 below.   
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7. In Figure 6 Of Dateki, Power Control For ACK/NACK Signals 
And Pilot Signals Transmitted With ACK/NACK Signals Is 
Performed Using Second Power Control Information (TPCC2) 

70. As explained above, where data traffic is sent from the base station to 

the mobile station, the mobile station uses the second power control information 

(TPCC2) sent on the HS-SCCH to control the power of both the ACK/NACK signal

returned by the mobile station to the base station and the pilot signal transmitted at 

the same time as the ACK/NACK. Id., 3:8-11 (“where packet transmission is 

conducted, the transmission power control information is transmitted via the HS-

SCCH as second transmission power control information”); 3:8-23 (“in a case where 

packet transmission is conducted, the transmission power control information is 

transmitted via the HS-SCCH as second transmission power control information ...  

in a case where data are transmitted via the HS-PDSCH, transmission power control 

may be conducted through transmission of an ACK/NACK signal ... based on the 

transmission power control information TPCC that is previously transmitted via the 

HS-SCCH. Thereby, transmission power may be suitably controlled to quickly 

respond to the transmission quality”); 13:57-62 (“According to the present 

embodiment, in transmitting the ACK/NACK signal, for example, the second 

transmission power control information TPCC2 that is previously received via the 

HS-SCCH may be used to swiftly control the transmission power to a desired level”); 

12:61-65 (“It is noted that the reception of the HS-PDSCH and the transmission of 
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the ACK/NACK signal are conducted in conjunction with the reception of the HS-

SCCH”); 6:29-39 (“According to another aspect of the present invention, a wireless 

communication apparatus is provided ... that realizes data transmission via a shared 

channel, the apparatus including: a transmission unit that is configured to ... transmit 

control information for receiving the data including second transmission power 

control information when transmitting the data to the mobile station”); and 12:48 

(equating “known signal” with “pilot signal”). 

71. Dateki’s disclosure that the mobile station uses the greater power level 

(associated with TPCC2) for transmitting the ACK/NACK (and the pilot signals 

transmitted therewith) makes complete sense. When a mobile station receives data, 

it is important for the mobile station to be able to send an ACK/NACK signal to the 

base station with a power level that is high enough to ensure that the base station can 

accurately receive the ACK/NACK signals. In Figure 6 of Dateki, when a mobile 

station is not sending ACK/NACK messages, there is little need for the mobile 

station to send its pilot signal at a high power level because the consequence of the 

pilot signal not being received by the base station is small. However, when a mobile 

station transmits an ACK/NACK signal to the base station, the consequence of the 

ACK/NACK not being heard is significant, i.e., the base station does not know 

whether the data it previously transmitted was properly received and, as a result, 

does not know whether it is necessary to retransmit such data to the mobile station. 
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Thus, in connection with sending ACK/NACK signals (and the pilot signals 

transmitted therewith), the mobile station in Figure 6 of Dateki uses the greater 

power level (associated with TPCC2) to ensure that the mobile station transmits the 

signals with sufficient power that the base station can accurately receive the 

ACK/NACK signals. 

72. The annotated version of Figure 6 of Dateki below depicts in the blue 

dotted box the pilot and ACK/NACK signals sent by the UE based the second power 

control information (TPCC2) transmitted to the UE on the HS-SCCH channel in 

(labelled with blue arrow) conjunction with the transmission of data traffic (labelled 

with reddish-brown arrow) on the downlink traffic channel. 

IPR2025-00221 Exhibit 2013 Page 47 of 63



-45-  

73. The orange arrow depicts that the next pilot signal (orange box) 

transmitted by the UE after receipt of the second power control information 

associated with the leftmost TPCC2 information is based on the power control 

information in the leftmost TPCC2.   Ex. 1005, 12:53-55 (“The pilot signal is also 

transmitted in conjunction with the transmission of control information ... 

transmitted via the HS-SCCH.")   

74. As explained above, in Figure 6, plural bits in the second from the left 

TPCC2 message are used to vary transmission power in stages. Id., 11:15-18 

(explaining that power control information, e.g., the second power control 

information TPCC2, “may be arranged to use plural bits so that transmission power 

control may be conducted in plural stages (i.e., so that transmission power may be 

increased or decreased in plural stages).” (emphasis added).  It is clear from Dateki’s 

disclosure of Figure 6 that the power levels of (i) pilot signal following the second 

from the left TPCC2 message labelled “first stage”, (ii) the first ACK/NACK and 

pilot labelled “second stage” and (iii) the second ACK/NACK and pilot labelled 

“third stage,” are controlled by the second from the left TPCC2 message that is used 

to vary transmission power in three stages.   

75. With respect to the pilot signal labelled “first stage,” given that no 

intervening power control messages are provided between the mobile station 

receiving the second from left TPCC2 information and the mobile station increasing 
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the transmission power of its pilot by a first amount (labelled “first stage” above), it 

is clear that the information from the second from the left TPCC2 must be what is 

used to increase the transmission power of the pilot signal labelled “first stage.” 

76. With respect to the first ACK/NACK and pilot labelled “second stage,” 

the information in the second from the left TPCC2 is also used to increase 

transmission power of the first ACK/NACK and pilot transmitted therewith again in 

a “second stage.” Given (i) Dateki’s explicit statement (at 13:66-14:4) that 

information in the second from left TPCC2 is used to control the transmission power 

of the first ACK, and (ii) and Dateki’s teaching (at, e.g., 12:53-60) that the mobile 

station sends a pilot signal when transmitting an ACK/NACK, it is clear that the 

information in the second from the left TPCC2 is what is used to increase the 

transmission power of the first ACK/NACK and pilot transmitted therewith again in 

a “second stage.”  

77. With respect to the second ACK/NACK and pilot labelled “third stage,” 

the information in the second from the left TPCC2 is also used to decrease the 

transmission power of the first ACK/NACK and pilot transmitted therewith again in 

a “third stage.” Given (i) Dateki’s repeated statements that second power control 

information TPPC2 is used to control the transmission of ACK/NACK messages 

associated with data traffic sent on the downlink (Ex. 1005, 3:8-11, 3:8-23, 13:57-

62, 12:61-65 and 6:29-39), and (ii) and Dateki’s teaching (at, e.g., 12:53-60) that the 
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mobile station sends a pilot signal when transmitting an ACK/NACK, it is clear that 

the information in the second from the left TPCC2 is what is used to decrease the 

transmission power of the second ACK/NACK and pilot transmitted therewith again 

in a “third stage.” Given that the purpose of Dateki’s use of the greater power level 

of the second power control information (TPCC2) for transmitting the ACK/NACK 

(and the pilot signals transmitted therewith), it would make no sense for the mobile 

station to begin using the first power control information (TPCC1) prior to the 

mobile station’s transmission of the second ACK/NACK signal to the base station. 

More specifically, given the need for the mobile station to send ACK/NACK signals 

to the base station with a power level that is high enough to ensure that the base 

station can accurately receive the ACK/NACK signals, it would not make sense for 

the mobile station to switch to the use of the lower first power control information 

(TPCC1) until after the final ACK/NACK associated with a given data transmission 

was sent. For this further reason, it is clear that the information in the second from 

the left TPCC2 (rather than TPCC1) is what is used to decrease the transmission 

power of the second ACK/NACK and pilot transmitted therewith again in a “third 

stage.” 

IPR2025-00221 Exhibit 2013 Page 50 of 63



-48-  

B. Mate  

78. Mate discloses “[a]  method of downlink packet switching for use in a 

mobile telecommunications network having a plurality of base stations.” Ex. 1009, 

Abstract.  

C. Chitrapu 

79. Chitrapu is directed to “WCDMA for the Unpaired Spectrum.” Ex. 

1008, 6.  

IX. GROUND 1 FAILS TO DEMONSTRATE A REASONABLE 
LIKELIHOOD OF SUCCESS ON THE MERITS 

80. Ground 1 challenges independent claims 1 and 5 of the '889 Patent as 

obvious over Dateki alone. As discussed below, Petitioner has failed to show that at 

least two elements of independent claims 1 and 5 are met by Dateki.    

81. First, claims 1 and 5 require a UE to transmit a signal based on power 

control information extracted from “the control message” (singular) having power 

control bits for a plurality of UEs, and “the control message” must also share a time 

slot with a downlink shared channel. The Petition maps “the control message” 

recited in the claims to first power control information (TPCC1) transmitted on the 

F-DPCH channel in Figure 6 of Dateki, and maps the “downlink shared channel” in 

the claims to the downlink data traffic channel (High Speed - Downlink Shared 

Channel) in Figure 6 of Dateki. This mapping fails because whenever the F-DPCH 

channel and the downlink data traffic channel in Figure 6 of Dateki share a time 
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slot, the first power control information (TPCC1) on the F-DPCH (mapped to “the 

control message”) is not used for the UE’s transmission power, as required by the 

Challenged Claims. Rather, the F-DPCH channel and the downlink data traffic 

channel in Figure 6 of Dateki only share a time slot in cases where data is being 

transmitted to the UE on the downlink traffic channel, and in those cases, the second 

power control information (TPCC2) on the HS-SCCH -- as opposed to the first 

power control information (TPCC1) transmitted on the F-DPCH -- is used by the UE 

to control the UE’s transmission power.3

82. Second, the Petition fails to demonstrate that Dateki discloses (either 

expressly or inherently) “a control message ... wherein the control message has 

power control bits for a plurality of UEs,” as recited in Claims 1 and 5 of the '889 

Patent. As explained above, this claim language requires that there be one control 

message (singular) that has power control bits for a plurality of UEs. This claim 

limitation cannot be met by two control messages, where one such message had 

3 The Petition does not contend (nor could it) that the second power control 
information (TPCC2) on the HS-SCCH maps to "the control message" in the claims 
of the '889 Patent.  As shown in Figure 6 of Dateki, each frame on the HS-SCCH 
has power control information for only a single UE. Thus, the power control 
information in each HS-SCCH frame cannot be "the control message" because it 
lacks power control bits for "a plurality of UEs."
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power control bits for only one UE, and the second such message had power control 

bits for only one other UE. 

A. The Petition Has Failed To Demonstrate That The UE Uses The 
First Power Control Information Sent On The F-DPCH In Figure 
6 of Dateki For Power Control In The Case Where Downlink 
Data Traffic Is Being Sent To The UE   

83. The Petition maps a transmission of first power control information 

(TPCC1) sent on the F-DPCH in Figure 6 of Dateki to “the control message” recited 

in independent claims 1 and 5 of the '889 Patent. Pet., 32 (“the TPC commands 

carried in the F-DPCH (control channel) comprise a control message.") (emphasis 

in original).   The Petition maps the High Speed Downlink Shared Channel (HS-

PDSCH) in Figure 6 of Dateki to the “downlink shared channel” recited in 

independent claims 1 and 5 of the '889 Patent. Pet., 35 (stating that the HS-PDSCH 

“is an example of the downlink shared channel in limitation [1.2].”) (emphasis in 

original). Since the claims require that “the control message” be in a time slot that 

“also includes a downlink shared channel,” the Petition selected for its mapping a 

particular transmission of first power control information (TPCC1) sent on the F-

DPCH that overlapped in time with the transmission of data traffic on the downlink 

over the HS-PDSCH, as illustrated in the following figure from the Petition (at 36): 
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84. With respect to recitation in claims 1 and 5 that the UE “transmit a 

signal ... to a base station ... at a transmission power level based on the extracted 

power control information,” the Petition asserts (without citation to Dateki) that “the 

second uplink ACK/NACK signal, or the pilot signal [transmitted therewith]” is 

transmitted based on first power control information received over the F-DPCH. 

Pet., 41-42. The Petition (at 41) illustrates this aspect of its mappings as follows: 
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85. With respect to its assertion that that the second uplink ACK/NACK 

signal, or the pilot signal transmitted therewith is transmitted based on first power 

control information received over the F-DPCH., the Petition (and Petitioner’s 

expert) state only the following: 

As shown in annotated FIG. 6 above, the height of the second 
ACK/NACK signal and second pilot signal changes after the UE 
receives and extracts the TPCC information from the F-DPCH. Thus, 
the second uplink ACK/NACK signal, or the pilot signal, (a signal) is 
transmitted based on the extracted power control information. Ex. 
1003, ¶106. Pet., 41-42.   

This reasoning makes little sense. For example, while from the height of the second 

ACK/NACK signal (and its corresponding pilot signal) does change after the UE 

receives the identified TPCC information on the F-DPCH, the Petition fails to 

mention that the height of the first ACK/NACK signal (and its corresponding pilot 
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signal) also changed after the UE receives the identified TPCC information on the 

F-DPCH. However, Dateki makes clear that even though the height of the first 

ACK/NACK signal (and its corresponding pilot signal) changes after the UE receives 

the specified TPCC information on the F-DPCH -- that height change is not based 

on the specified TPCC information sent on the F-DPCH but rather on second power 

control information transmitted over the HS-SCCH. Ex. 1005, 13:66-14:4 (“[w]hen 

a base station receives the third (from the left) pilot signal, the base station may 

generate the second (from the left) TPC bit in the HS-SCCH based on the third pilot 

signal, and thereby, accurate transmission power control may be conducted upon 

transmitting the first ACK signal.") (emphasis added).   

86. The Petition fails to explain why the second ACK/NACK signal (and 

its corresponding pilot signal) following the specified TPCC information on the F-

DPCH would be based on such TPCC information on the F-DPCH, when the first 

ACK/NACK signal (and its corresponding pilot signal) immediately following the 

specified TPCC information on the F-DPCH was not based on TPCC information 

from the F-DPCH.  

87. The Petition provides no citation to Dateki in support of the assertion 

that the second ACK/NACK signal (and its corresponding pilot signal) is based on 

the specified TPCC information on the F-DPCH because the disclosure of Dateki 

compels the opposite conclusion. Specifically, as explained above, Dateki’s 
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disclosure that second power control information sent over the HS-SCCH is used to 

control the transmission of ACK/NACK messages associated with data traffic sent 

on the downlink (Ex. 1005, 3:8-11, 3:8-23, 13:57-62, 12:61-65 and 6:29-39), and 

Dateki’s teaching (at, e.g., 12:53-60) that the mobile station sends a pilot signal when 

transmitting an ACK/NACK, make clear that the height of the second ACK/NACK 

signal (and its corresponding pilot signal) are based on second power control 

information second power control information sent over the HS-SCCH (rather than 

first power control information sent on the F-DPCH as asserted in the Petition).  

88.  The mapping in the Petition fails because the first power control 

information sent on the F-DPCH (mapped to “the control message” recited in claims 

1 and 5) is not used as the basis for the UE’s transmission power, as required by the 

Challenged Claims.4  Rather, the F-DPCH channel and the downlink data traffic 

channel in Figure 6 of Dateki only share a time slot in cases where data is being 

transmitted to the UE on the downlink traffic channel, and in those cases, the second 

power control information (TPCC2) on the HS-SCCH5 -- as opposed to the first 

4 For example, claim 1 recites in part "the processor is further configured to extract 
power control information for the first UE from the control message, and the 
transmitter and the processor are configured to transmit a signal over a physical 
control channel to a base station in a second time slot at a transmission power level 
based on the extracted power control information." 

5 As explained in note 3, supra, the Petition does not contend (nor could it) that the 
second power control information (TPCC2) on the HS-SCCH maps to "the control 
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power control information (TPCC1) transmitted on the F-DPCH -- is used by the UE 

to control the UE’s transmission power.

B. The Petition Has Failed To Demonstrate That A Single Message 
With Power Control Bits For A Plurality Of UEs Is Sent On The 
F-DPCH In Figure 6 Of Dateki   

89. As explained above, the correct construction of “a control message ... 

wherein the control message has power control bits for a plurality of UEs,” as recited 

in Claims 1 and 5 of the '889 Patent requires that there be one control message 

(singular) that has power control bits for a plurality of UEs.   Moreover, for the 

reasons explained above, “the control message” recited in the claims would not be 

met by two control messages with different addresses, where one such message had 

power control bits for only one UE, and the second such message had power control 

bits for only one other UE.   

90. The Petition (at 32) asserts that “the TPC commands carried in the F-

DPCH (control channel) comprise a control message.” However, the Petition fails 

to explain how the collection of TPC commands carried in the F-DPCH includes one

control message (singular) that has power control bits for a plurality of UEs, as 

required by the Challenged Claims. As shown in the following illustration from the 

message" because each frame on the HS-SCCH has power control information for 
only a single UE and thus lacks the requirement that "the control message" have 
power control bits for "a plurality of UEs."
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Petition (at 33), the Petition alleges that one “self-addressed TPCC” grouped in the 

same time slot with a “TPCC addressed to other station” is a “TPC control message” 

that meets the claim language: 

91. As explained above, the '889 Patent disparaged a dedicated channel 

where the base station communicates by separately addressing messages to 

individual UEs, in favor of a solution where one message is directed to multiple UEs. 

The Petition fails to explain why the Dateki’s Fractioned - Dedicated Physical 

Channel (or F-DPCH) functions differently than the dedicated channel disclosed in 

the Background of the '889 Patent. Dateki makes clear that, even though multiple 
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TPCC messages may share a time slot, separate addressing is used for each 

message:  

The F-DPCH corresponds to a channel that is capable of 
transmitting a slot including plural TPC bits addressed to differing 
mobile stations. In the illustrated example, TPC bits addressed to two 
mobile stations are temporally multiplexed. ... [I]n this example, the 
transmission period of the TPC bits addressed to one mobile station
(i.e., indicated as self-addressed TPC bits) is set to two slots. That is, 
the self-addressed TPC bit is not included in every other slot. Also, the 
transmission period of the TPCC addressed to another mobile station
is also set to two slots. Ex. 1005, 12:13-24  (emphasis added).  

92. The Petition does not address this aspect of Dateki's disclosure, or 

explain how plural messages that are separately addressed to different UEs constitute 

a single message with power control bits for a plurality of UEs, as claimed. For this 

further reason, the Petition fails to present a reasonable likelihood of success with 

respect to Ground 1. 

93. In arguing that the separately addressed messages on Dateki’s F-DPCH 

map to the “control message” recited in claims 1 and 5 of the '889 Patent, the 

Petitioner (and its expert) assert: 

 ... Dateki discloses transmitting a power control message over the F- 
DPCH: “[t]he F-DPCH corresponds to a channel that is capable of 
transmitting a slot including plural TPC [transmit power control] bits 
addressed to differing mobile stations.” Ex.1005, 12:13-15. The TPC 
commands (or bits) carried in the F-DPCH comprise a control message, 
because the TPC commands are communicated together in a control 
channel (F-DPCH), and the TPC commands are used to facilitate the 
maintenance, stability, and quality of the communication link. Ex.1003, 
¶80. Pet., 29-30 (emphasis added). 
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94. The fact that the TPC commands are communicated together in a 

control channel does not mean that such TPC commands equate to a single message 

with power control bits for a plurality of UEs, as claimed. When a postal carrier 

transports a bag of mail with letters addressed to different houses, the entire bag of 

letter does not equate to a single message simply because the letters are in the same 

bag. In this analogy, a timeslot on the F-DPCH corresponds to the bag of letters 

where each letter in the bag is separately addressed to a different UE. The Petition 

fails to explain how plural messages that are separately addressed to different UEs 

constitute a single message simply because they are transported “together” in a 

common timeslot on the same channel. 

95. In arguing that the separately addressed messages on Dateki’s F-DPCH 

map to the “control message” recited in claims 1 and 5 of the '889 Patent, Petitioner 

(and its expert) also assert: 

... Dateki’s F-DPCH communication that includes TPCC for plural 
users (“self-addressed,” and “to other station”), grouped and 
transmitted together in the slot, is an example of a control message. In 
this regard, Dateki explains that the TPC bits for the plural users are 
encoded “using the same code.” Ex.1005, 4:35-40; Ex.1003, ¶83.  Pet., 
33-34 (emphasis in original). 

96. In asserting that the F-DPCH shown in Figure 6 of Dateki carries TPC 

bits for plural users that are encoded “using the same code,” the Petition provides no 

citation to Dateki’s description of the F-DPCH in Figure 6. Rather, the Petition 

relies on a statement in Dateki’s background (i.e., Ex. 1005, 4:35-40) describing a 
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prior art F-DPCH. However, Dateki describes the prior art F-DPCH in the 

background differently from the F-DPCH disclosed in connection with Figure 6, and 

nowhere equates the two. For example, unlike the prior art F-DPCH in the 

background, the F-DPCH in Figure 6 is described as transmitting “TPC bits 

addressed to differing mobile stations” where some bits are “addressed to one 

mobile station” and other bits are “addressed to another mobile station.” Ex. 1005, 

12:13-24  (emphasis added).   In discussing the prior art F-DPCH in the background, 

Dateki makes no mention of any such addressing.   

97.  Even if the Petition were able to show that the F-DPCH in Figure 6 of 

Dateki encoded TPC bits for the plural users “using the same code” (to be clear, the 

Petition has not shown this), the Petition still would not have explained how “the 

control message” recited in claims 1 and 5 of the '889 is met by the F-DPCH in 

Figure 6 of Dateki.  More specifically, the Petition fails to explain why plural 

messages that include the separate addresses of different UEs constitute a single

message simply because they are encoded “using the same code.”  Here again, 

Petitioner and its expert are not interpreting Dateki -- but rather attempting to re-

write the reference.  
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X. DECLARATION 

I, Dr. Gary Lomp, declare that all statements made herein on my own 

knowledge are true and that all statements made on information and belief are believed 

to be true, and further, that these statements were made with the knowledge that willful 

false statements and the like so made are punishable by fine or imprisonment, or both, 

under Section 1001 of Title 18 of the United States Code.   

Date: April 9, 2025     By: ___________________________   
    Dr. Gary Lomp 
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