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I. INTRODUCTION 

The Petition challenges claims 1-8 (“Challenged Claims”) of U.S. Patent No. 

11,664,889 (“‘889  Patent,” EX1001) under three grounds of unpatentability. The 

Board should find that the Petition has failed to carry its burden to demonstrate by a 

preponderance of the evidence that any of the Challenged Claims are unpatentable. 

Independent claims 1 and 5 recite a UE that transmits a signal based on

information extracted from a “control message” having “power control bits for a 

plurality of UEs,” (ii) where “the control message” shares a time slot with a 

“downlink shared channel.” In Ground 1, the Petition maps “the control message” 

with power control bits “for a plurality of UEs” to information transmitted on 

Dateki’s F-DPCH channel, and the “downlink shared channel” to Dateki’s high-

speed downlink data traffic channel. This mapping fails to meet the claimed 

combination because whenever the F-DPCH channel and the downlink data traffic 

channel share a time slot, power control information on the F-DPCH (mapped to 

“the control message”) is not used for the UE’s transmission power, as required by 

the Challenged Claims. Rather, in all cases where the F-DPCH channel and the 

downlink data traffic channel share a time slot, the power control information on the 

High-Speed Shared Control Physicall Channel (HS-SCCH)-- as opposed to the F-

DPCH -- is used to control the UE’s transmission power.    
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In Ground 2, the Petition’s proposed use of Mate’s pCPCH channel to 

implement Dateki’s uplink data traffic would not have been appealing to a POSITA.  

In the 3-GPP-standardized UMTS protocols at the time of Dateki, the purpose of an 

uplink data traffic channel (as disclosed in Dateki) was to efficiently transport data 

traffic at rates between 2-9 kbits/s.  By contrast, Mate’s pCPCH was limited to 

carrying small amounts of control information on the uplink.  A POSITA would 

have understood that Mate’s pCPCH, which was designed to carry small amounts of 

control information, was not suitable for implementing a data traffic channel for 

carrying data traffic at the required data rates.   

In Ground 3, the Petition acknowledges that, in the ‘889 Patent, the “UE 

leaves [the] connected state in response to losing time synchronization.”  Petition, 

69.  Despite this acknowledgement, Ground 3 advances a combination that lacks any 

teaching of what happens when a UE in the connected state detects that it has lost 

synchronization (e.g., as evidenced by high downlink errors).  EX1001, 7:38-45.  

The subject claims require that “the transmitter and the processor are further 

configured ... to transmit a signal over a random access channel when not time 

synchronized.”  A UE in the connected state detecting a loss of synchronization (e.g.,  

as evidenced by high downlink errors) but nonetheless continuing to transmit “the 

signal over the physical control channel” despite the loss of synchronization, fails to 

meet the claim language, which requires that the mobile station “transmit a signal 
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over a random access channel when not time synchronized.”  In Ground 3, the 

Petition fails to demonstrate that the relied on references teach the claimed 

functionality.  

For these reasons, and as explained more fully below, the patentability of the 

Challenged Claims should be confirmed.

II. SPECIFICATION OF THE ‘889 PATENT 

A. Background of the ‘889 Patent 

The ‘889 Patent pertains to uplink power control in time division-code 

division multiple access (TD-CDMA) systems.  The ‘889 Patent describes an 

improved technique for uplink power control in such systems, particularly in 

scenarios where channel reciprocity—the condition that enables a mobile device to 

infer uplink channel conditions from downlink observations—cannot be guaranteed. 

Departing from conventional approaches that required the establishment of a 

dedicated feedback channel, the ‘889 Patent introduces a shared, closed-loop 

feedback mechanism in which mobile devices transmit uplink beacon signals 

(UL_Beacons), and the base station responds with power control information via a 

shared Physical Layer Control Channel (PLCCH) that shares a time slot with a 

downlink shared channel.  EX2017, ¶24. 
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1. Power Control In TD-CDMA Systems 

Power control is critical in TD-CDMA systems to maintain communication 

quality, minimize interference, and optimize network capacity. Since TD-CDMA 

systems allow messages for multiple users to be transmitted simultaneously over the 

same frequency band, effective power control is essential to ensure that signals 

remain distinguishable and interference is minimized. TD-CDMA systems are 

highly susceptible to the near-far effect — a situation where signals from nearby 

users overpower those from distant users, potentially drowning them out. Power 

control techniques are needed to ensure that users transmitting too strongly reduce 

their power to avoid overwhelming others, and that users far from the base station 

increase their power to ensure their signal is detectable.  EX2017, ¶25. 

In “open-loop” power control, a mobile station increases or decreases its 

transmission power based on the received signal strength at the mobile station. In 

“closed-loop” power control, the base station monitors the quality of the signal 

received from the mobile station, and based on this information, the base station 

sends feedback information to the mobile station, which the mobile station uses to 

increase or decrease its transmission power. EX2017, ¶26. 
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2. Use Of Channel Reciprocity For Open-Loop Power Control 
In TD-CDMA Systems 

The Background of the ‘889 Patent begins by discussing the use of channel 

reciprocity to provide “open-loop” power control in such systems. EX2017, ¶27.  As 

discussed in the ‘889 Patent, when channel reciprocity exists, a mobile station can 

derive information for implementing power control on the uplink channel from 

downlink channel conditions: 

Time division-code division multiple access (TD-CDMA) is an 
air interface technology that combines the benefits of the three 
elemental concepts in a universal mobile telecommunication system 
(UMTS): time division multiple access (TDMA); code division 
multiple access (CDMA); and time division duplex (TDD). TDD, in 
particular, uses the same radio channel for both uplink and downlink 
communications, ... One of the benefits obtained by operating both 
links on the same frequency is the ability to exploit channel reciprocity. 

Channel reciprocity gives equipment the ability to derive 
information about uplink channel conditions from downlink channel 
conditions based upon signals received by the user equipment (UE). 
Pathloss is one example of channel information that can be obtained 
from channel reciprocity. Knowledge of the uplink pathloss enables 
open-loop power control to be employed for uplink transmissions. For 
example, uplink power control is important for the operation of the 
CDMA element of TD-CDMA as it counteracts the near-far effect that 
would otherwise be encountered if all UEs transmitted at a fixed power 
regardless of the uplink pathloss. ... EX1001, 1:27-49. 

After explaining the concept of channel reciprocity, the ‘889 Patent 

emphasized that a UE that “can derive information needed to access uplink channels 

from the downlink transmissions (beacon signals) has a significant advantage over 
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a terminal that relies on the (lengthy) configuration of a dedicated channel in order 

to establish a feedback channel.” Id., 1:57-61.  

Channel Reciprocity Cannot Be Guaranteed When Uplink And 
Downlink Transmissions Exceed The Coherence Bandwidth Or 
Coherence Time Of The Channel 

The ‘889 Patent next explained that there are situations where “channel 

reciprocity cannot always be guaranteed” because correlation between the uplink 

and downlink transmissions is lost.  Id., 1:62-63. For example, there are situations 

where “the correlation between uplink and downlink channels is lost because the 

channels are transported on carrier frequencies that are separated in frequency by an 

amount that is greater than the coherence bandwidth1 of the channel.” Id., 1:67-2:3.  

In addition to situations where the coherence bandwidth is exceeded, the ‘889 Patent 

recognized that “the time delay between downlink and uplink transmissions may 

exceed the coherence time of the channel.”  Id., 2:7-9. As a general rule, correlation 

between the uplink and downlink transmissions (required for channel reciprocity) is 

adversely affected and transmission errors increase when the coherence bandwidth 

and/or coherence time of the channel are exceeded.  EX2017, ¶29. 

1  Coherence bandwidth defines the frequency range where wireless channel 
conditions are similar, and it is inversely related to the delay spread. The smaller the 
coherence bandwidth, the harder it becomes for a UE and a base station to effectively 
align signals. EX2017, ¶29, note 1. 
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The Background of the ‘889 Patent concluded by identifying the need for a 

substitute for channel reciprocity when “the TD-CDMA air interface is to be used in 

applications where the correlation between the uplink and downlink path loss is not 

guaranteed.” Id., 2:17-20; see also, 2:24-28 (“known conventional methods do not 

deal directly with the evolution or adaptation of an air interface that uses channel 

reciprocity to deliver key features and advantages where channel reciprocity is not 

guaranteed.”) EX2017, ¶30. 

B. Brief Summary Of The Invention

The Brief Summary of the Invention began by explaining the goal of 

providing uplink channel control in environments where channel reciprocity cannot 

be guaranteed: 

Although it is desirable to support air interfaces where the  
pathloss is not reciprocal, known conventional methods do not deal 
directly with the evolution or adaptation of an air interface that uses 
channel reciprocity to deliver key features and advantages where 
channel reciprocity is not guaranteed.  The adaptation provided in 
embodiments of the invention introduces a new technique for uplink 
channel control that uses a feedback scheme as a substitute for the 
absence of channel reciprocity, with minimal impact on the ability of 
the air interface to support uplink shared channels.  Id., 2:24-33 
(emphasis added). 

Next, the Brief Summary of the Invention provided a high-level overview of 

embodiments of the invention:

Embodiments of the present invention enable active feedback 
control between a base station and user equipment (UE).  In particular, 
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the operation of a system designed for TDD, or unpaired operation, is 
expanded to operate in FDD, or paired, mode. For example, an uplink 
beacon function (for power control) and a modified random access 
process substitute for the information lost due to the lack of channel 
reciprocity in paired operation. ... Embodiments of the invention allow 
a terminal to transmit the uplink physical channel control signal 
(UL_Beacon) independently from the uplink physical channel. 
Therefore, the implementation of closed loop feedback may operate in 
the absence of an uplink physical channel. In one embodiment, a UE 
allocates a time slot for a beacon signal separated from the time slots 
for data in a frame. A second time slot is allocated within the frame for 
the base station to transmit a control signal in response to the beacon 
signal. The control signal instructs the UE to adjust a transmission 
parameter. 

A UL_Beacon signal may be combined with a physical layer 
common control channel (PLCCH) to form a feedback system. ... The 
PLCCH carries feedback information to the UEs that are transmitting 
UL_Beacon signals. The PLCCH can share a timeslot with other 
physical channels by exploiting the CDMA aspect of the system. Id., 
2:34-64 (emphasis added). 

Thus, as described in the Brief Summary, the disclosed solution included an 

uplink beacon function in combination with a modified random access process.  

Mobile stations (or UEs) transmit UL_Beacon signals to the base station. The base 

station then uses a physical layer common control channel (or PLCCH) to carry 

feedback information from the base station to the UEs (i.e., on the downlink). The 

Brief Summary also explains that the PLCCH can share a timeslot with other 

physical channels by exploiting the CDMA aspect of the system, meaning that the 

PLCCH and other physical channels could be transmitted at the same time using 

different spreading codes. EX2017, ¶33.
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C. Detailed Description of the ‘889 Patent 

Implementation Of Closed-Loop Power Control With An 
Uplink Physical Layer Common Control Channel (PLCCH) 
That Shares A Timeslot With A Downlink Shared Channel  

The ‘889 Patent describes “the combination of an uplink physical channel 

control signal with a downlink feedback channel” in order “to keep the terminal 

informed of the condition of the uplink channel.” Id., 4:56-59. The ‘889 Patent refers 

to the uplink physical control signal as an “Uplink Beacon” (UL_Beacon), and 

discloses the use of a physical layer common control channel (or PLCCH) to carry 

the feedback information from the base station to the UEs on the downlink. Id., 2:52-

62 and 4:59-61. In one embodiment, “the physical channel control signal is separate 

from the uplink (shared) physical channel. Thus, terminals are able to transmit an 

UL_Beacon independently of their access to the uplink shared channel.” Id., 5:5-8. 

This embodiment implements “a closed loop control system, in which the base 

station detects the received power and/or other channel information from the 

UL_Beacon, and sends controlling commands back to each terminal to keep the 

terminal informed of the channel conditions observed at the base station.” Id., 5:8-

14.  EX2017, ¶34.

The ‘889 Patent also discloses that the PLCCH can share a timeslot with 

another downlink shared channel. In this arrangement, a single timeslot is shared by 

two shared channels, e.g., the PLCCH (which is itself a shared channel) shares the 
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same timeslot with another shared channel, and information in the PLCCH is used 

by the mobile station to effectuate power control.  EX2017, ¶35. This arrangement 

is shown in Figure 2 of the ‘889 Patent, reproduced below with annotations: 

“FIG. 2 illustrates an example of a timeslot arrangement supporting the 

UL_Beacon [blue box] and its corresponding PLCCH [red box] within a TD-CDMA 

frame structure.” EX1001, 6:5-7. Figure 2 depicts downlink and uplink frames of a 

TD-CDMA system operating in a Frequency Division Duplex (FDD) mode, where 

a downlink frame (labelled “DL” above) and an uplink frame (labelled “UL” above) 

are transmitted at the same time on different frequencies, such that the base station 

and mobile station transmit and receive at the same time. Id., 4:25-31 and 6:8. In this 
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arrangement, “[t]he PLCCH 212 shares a timeslot with another downlink shared 

channel” which “is possible since normal downlink physical channels are used to 

transmit the PLCCH.” Id., 6:8-11 (emphasis added). In Figure 2, the normal 

downlink physical channels include “normal traffic carrying timeslots 210.” Id., 

6:11-13. “The uplink frame comprises a UL_Beacon control timeslot 216, an access 

control timeslot 218, and normal traffic carrying timeslots 214.” Id., 6:11-13; 

EX2017, ¶36. 

Terminal Management Using Novel Cell_Active Substate That 
UEs Leave When Downlink Synchronization Is Deemed Lost 
Due To High Downlink Errors Or Low Signal Strength 

The ‘889 Patent recognized that the number of users that can be supported 

with active control feedback channels will generally be smaller than the typical 

number of users per cell.  EX1001, 6:66-7:2. As a result, the specification disclosed 

a technique for managing UEs in this active state based on a novel sub-state that the 

specification referred to as the “CELL_ACTIVE” sub-state. Id., 7:3-16.  The 

“CELL_ACTIVE” sub-state identifies a UE that “transmits the physical control 

channel part of the uplink physical channel only, and nothing else (i.e., no data)”  Id., 

7:11-16.  While then existing UMTS systems supported several “RRC-Connected 

states” including the “CELL_DCH” and “CELL_FACH” states, “CELL_ACTIVE” 

was a new sub-state of the “CELL_FACH” state not described in the UTMS standard.  

Id., 7:6-13; EX2017, ¶37. 
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Figure 4 of the ‘889 Patent (reproduced below with red annotation added by 

Patent Owner) illustrates the new “CELL_ACTIVE”  sub-state [red box] in context 

with other UTRA RRC-connected states:  

“As shown in FIG. 4, CELL_ACTIVE sub-state is a sub-state of 

CELL_FACH state 404.” Id., 7:17-18.  “Out of the population of UEs in 

CELL_FACH state 404, a smaller number of UEs, determined by the network to be 

the most-active UEs, are supported in a CELL_ACTIVE state 406. In this state, the 

UEs transmit the physical channel control signal and listen to the associated 

feedback channel from the network.”  Id., 7:20-23 (emphasis added). “Because the 

UE is aware of the uplink pathloss conditions from the feedback channel, it can have 

instant access to the uplink shared channels, and the resource allocator (controller) 
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in the network can treat the UE accordingly.”  Id., 7:26-29.   

As noted in the Background of the ‘889 Patent, correlation between uplink 

and downlink channels can be lost when the coherence bandwidth or coherence time 

of the channels is exceeded. Id., 1:67-2:9.  The Detailed Description explains that 

when there is a loss of synchronization (as evidenced by high downlink errors or low 

signal strength), UEs in the CELL_ACTIVE state automatically come out of the 

CELL_ACTIVE state: 

Note that UEs in CELL_ACTIVE state have their transmitters 
active, therefore it is necessary for these UEs to monitor the status of 
the downlink and automatically come out of CELL_ACTIVE state if 
the downlink is deemed to be out-of-synchronization (for example, very 
high downlink errors or low received signal strength). This feature 
prevents UEs continuing to transmit in a state where the feedback 
channel may be unreliable and thus causing interference.  Id., 7:38-45 
(emphasis added). 

III. PROSECUTION HISTORY OF THE ‘889 PATENT 

A. The Disclosure Of Dateki -- The Sole Reference Relied On To 
Challenge The Independent Claims Of The ‘889 Patent -- Was 
Presented To And Considered By The Examiner Over A Dozen 
Times  

The European Counterpart (EP 1 681 780)(EX2005) to  Dateki (EX1005) was 

the primary reference (D1) applied against the claims in the PCT counterpart 

(PCT/EP2007/064483) of the disclosure corresponding to the ‘889 Patent: 
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*** 

EX2006, at 297-298. In response to the Written Opinion, the Applicant presented 

the Office with a copy of EP 1 681 780 (Dateki), and copies of the International 

Search Report and Written Opinion citing the same in U.S. Appl. 11/646,692 -- the 

first application in the chain of priority of the ‘889 Patent.  EX2006, at 269-285, 

288-293, 294-302, 305-306, 309-311, and 148.  Examiner Abselson (a Primary 

Examiner) signed the IDS indicating that he had considered these submissions. 

EX2006, at 132. 

The Applicant again disclosed all of the same information in Application No. 

13/176,298 -- the next application in the priority chain. EX2007, 86-89 (Foreign 

Patent Document Cite No. 4 and NPL Cite No. 9); 236-252, 403-405. Examiner 

Abselson again signed the IDS indicating that he had considered these submissions. 

EX2007, at 1851-1852 and 1857-1860. 
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Also, during prosecution of Application No. 13/176,298, the Applicant 

brought to the attention of Examiner Abelson that the Japanese Counterpart of  

Dateki (JP 2006-1973318) had been cited against Applicant’s Japanese counterpart. 

EX2007, at 1943-1959 and 1911-1912. At the same time, the Applicant indicated 

that the U.S. version of  Dateki (USP 8072916, EX1005) corresponded to the 

Japanese counterpart of Dateki raised by the Japanese Patent Office: 
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EX2007, at 1911-1912.   Examiner Abselson again signed the IDS indicating that 

he had considered these submissions. EX2007, at 1851-1852. 

The Applicant again disclosed multiple versions of  Dateki in Application No. 

14/458,693 -- the next application in the priority chain. EX2008, 578-583  (U.S. 

Patent Cite No. 11; Foreign Patent Cite No. 4; and Non-Patent Literature Cite No. 

12). Examiner Abselson again signed the Information Disclosure Statements

indicating that he had considered these submissions. EX2008, at 526-532 and 552-

558. 

The Applicant again disclosed multiple versions of  Dateki in Application No. 

16/682,854 --  the next application in the priority chain. EX2009, at 198-207 (U.S. 

Patent Cite No. 11; Foreign Patent Cite No. 4; and Non-Patent Literature Cite No. 

12).   Examiner Abselson again signed the IDS indicating that he had considered 

these submissions. EX2009, at 186-195. 

The Applicant again disclosed multiple versions of  Dateki in Application No.  

17/339,550 -- the next application in the priority chain. EX2010, at 53-62 (U.S. 

Patent Cite No. 11; Foreign Patent Cite No. 4; and Non-Patent Literature Cite No. 

12). Examiner Abselson again signed the IDS indicating that he had considered these 

submissions. EX2010, at 24-33. 

The Applicant again disclosed multiple versions of  Dateki in Application No.  
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17/583,369 -- the next application in the priority chain. EX2011, at 34-39.  Examiner 

Abselson again initialed the pages of the IDS indicating that he had considered these 

submissions. EX2011, at 27-32. 

The Applicant again disclosed multiple versions of  Dateki in Application No. 

17/870,425 (the last application in the chain), which matured into the ‘889 Patent. 

EX2012, 47-52.   Examiner Abselson again initialed the pages of the IDS indicating 

that he had considered these submissions. EX2012, at 26-31. 

Thus, Examiner Abelson was specifically directed to the pertinence of  

Dateki’s disclosure and, on at least seven separate occasions, he indicated that he 

considered these materials. Moreover, over the course of 13 years (from 2009-2022), 

the Applicant directed Examiner Abselson to Dateki at least 14 times by citing either 

the U.S., European, or Japanese version of  Dateki in Information Disclosure 

Statements. In every case, Examiner Abelson indicated that he considered the 

submissions.  

B. The Written Opinion Of The PCT Authority Specifically Directed 
The Examiner To Dateki, And The Petition Maps Dateki In A 
Manner Similar To The Mapping Of The PCT Authority   

The European counterpart of  Dateki -- referred to as “D1” below -- was the 

primary basis for the rejection of the claims in the PCT counterpart of the disclosure 

corresponding to the ‘889 Patent. Just like the arguments made in the Petition, the 

PCT Authority based its rejection on Figure 6 of  Dateki, including the transmission 
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power control (TPC) information in a time slot on  Dateki’s F-DPCH channel, as 

shown in Figure 6: 

Document D1, which is considered to represent the closest state of the 
art, discloses a method for enabling active control feedback between a 
base station and mobile station in a wireless communications network 
(see D1, paragraphs 20, 23), the method comprising: 
- allocating a first time slot within a frame for a mobile station to 
transmit a beacon signal to the base station, wherein the beacon signal 
is separate from data signals in the frame (see D1, paragraphs 10, 11, 
50, 55, 56, figure 6, the periodically sent uplink pilot transmission at 
the period assigned to TPC in the F-DPCH, in a slot preceding the slot 
assigned to the F-DPCH, the pilot being sent without accompanying 
data, the frame length being 10 ms, a subframe comprising 3 slots); 
- allocating a second time slot within the frame for the base station to 
transmit a control signal in response to the beacon signal, the control 
signal for providing a basis upon which the mobile station adjusts a 
transmission parameter (see D1, paragraphs 47, 52, 56, figure 6, the 
slots in the F-DPCH carrying the TPC bits used for uplink power 
control) ... EX2006, at 297 (emphasis added). 

Similar to the analysis of the PCT Authority, the Petition maps “a control 

message [transmitted] over a physical control channel in a first time slot,” as recited 

in claims 1 and 5 of the ‘889 Patent, to the transmission of TPC bits on  Dateki’s F-

DPCH channel in Figure 6 of the reference. Petition, 30-32. 

Moreover, similar to the analysis of the PCT Authority, the Petition maps the 

requirements that the UE “extract power control information ... from the first 

message” and “transmit a signal ... based on the extracted control information” as 

recited in claims 1 and 5 of the ‘889 Patent to information extracted from the TPC 

commands sent on the F-DPCH channel in Figure 6 of  Dateki.  Petition, 39-41. 
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Thus, much like the Petition, the PCT Authority attempted to map Figure 6 of 

Dateki to the disclosure of the ‘889 Patent. Examiner Abelson was directed to this 

analysis and considered it on multiple occasions, correctly finding it lacking. 

C. The ‘425 Application - The Final Application In The Priority Chain 

The ‘889 Patent is based on U.S. Patent Appl. No. 17/870,425 (the ‘425 

Application). As originally filed, the ‘425 Application included 20 claims. Original 

claim 1 recited:  

1. A first user equipment (UE) comprising: 
a transmitter; 
a receiver; and 
a processor, operatively coupled to the transmitter and the 

receiver, 
wherein: 

the receiver and the processor are configured to receive a control 
message over a physical control channel in a first time slot, wherein the 
control message has power control bits for a plurality of UEs, wherein 
the plurality of UEs include the first UE, 

the processor is further configured to extract power control 
information for the first UE from the control message, and the 
transmitter and the processor are configured to transmit a signal over a 
physical control channel to a base station in a second time slot at a 
transmission power level based on the extracted power control 
information. EX1002, 28.   

Original claim 1 was supported by the embodiments of the ‘889 Patent 

discussed above where a PLCCH (“a control message”) with power control bits for 

a plurality of UEs (“the control message has power control bits for a plurality of 

UEs”) is used by a UE to recover the control message and extract the power control 
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bit relevant to such UE (the processor in the UE “is further configured to extract 

power control information for the first UE from the control message.”)  Based on 

the extracted power bits, the UE transmits “a signal over a physical control channel 

to a base station in a second time slot at a transmission power level based on the 

extracted power control information.” In the disclosed embodiment discussed above, 

this signal transmitted by the UE over the physical control channel to the base station 

corresponds to the UL_Beacon. 

In the first Office Action, the Examiner rejected claim 1 as obvious over 

Anderson and Liang. See, EX1002, 58-60. However, the first Office Action 

indicated that dependent claim 2 would be allowable if re-written in independent 

form. EX1002, 60. Claim 2 depended from claim 1, and added the additional 

requirement that “the first time slot also includes a downlink shared channel.” Id., 

28. Thus, claim 2 added the additional requirement that a single timeslot is shared

by the physical control channel with power control bits for a plurality of UEs (e.g., 

the PLCCH) and another downlink shared channel, and information transmitted 

over the physical control (i.e., a control message with power control bits for a 

plurality of UEs) is used by the mobile station to effectuate power control.    

In response to the First Office Action, the Applicant amended independent 

claim 1 to further recite “wherein the first timeslot also includes a downlink shared 

channel.”  Thus, the claim was amended to require a single timeslot shared by a 



21 

physical control channel with power control bits for a plurality of UEs and another 

downlink shared channel.  EX1002, 126.  The Applicant inserted similar limitations 

into the other independent claims. 

In the next Office Action, the Examiner issued a Notice of Allowance. 

EX1002, 137-141. Based on the prosecution history, it is clear that, from the 

Examiner’s perspective, the point of novelty of the independent claims of the ‘889 

Patent was the requirement that a single timeslot is shared by a physical control 

channel with power control bits for a plurality of UEs and another downlink shared 

channel, and information transmitted over the physical control (i.e., a control 

message with power control bits for a plurality of UEs) is used by the mobile station 

to effectuate power control.   EX2017, ¶59.  As explained later, the primary reference 

relied on in the Petition (Dateki) lacks this aspect of the Challenged Claims. 

IV. CHALLENGED CLAIMS OF THE ‘889 PATENT 

Petitioner challenges claims 1-8 of the ‘889 Patent, of which claims 1 and 5 

are independent.  

A. Independent Claims 1 And 5 

Independent Claim 1 recites: 

1. A first user equipment (UE) comprising:
a transmitter; 
a receiver; and 
a processor, operatively coupled to the transmitter and the receiver, 
wherein: 
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the receiver and the processor are configured to receive a control 
message over a physical control channel in a first time slot, 
wherein the first time slot also includes a downlink shared 
channel, wherein the control message has power control bits for 
a plurality of UEs, wherein the plurality of UEs include the first 
UE, 

the processor is further configured to extract power control 
information for the first UE from the control message, and 

the transmitter and the processor are configured to transmit a signal 
over a physical control channel to a base station in a second time 
slot at a transmission power level based on the extracted power 
control information. 

Claim 1 recites a first UE having a combination of interrelated limitations, 

several of which are emphasized above. More specifically, the claim recites (i) “a

control message” that “has power control bits for a plurality of UEs” that “include 

the first UE,” (ii) the control message is transmitted in a time slot that “also a 

includes a downlink shared channel,” and (iii) the UE transmits a signal over a 

physical control channel to the base station based on power control information 

extracted from the control message that was transmitted in the timeslot that included 

the downlink shared channel.  To be clear, the language in independent claim 1 

requires all three of these limitations to be practiced in combination.   Independent 

claim 5 includes substantially similar limitations. 

B. Dependent Claims 3 And 7 

Dependent claim 3 further recites: 

3. The first UE of claim 1 wherein the transmitter and the 
processor are further configured to transmit data over a physical shared 
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channel in a third time slot and the transmitter and the processor are 
further configured to not transmit the signal over the physical control 
channel at a same time that data over a physical shared channel is 
transmitted. 

Dependent claim 3 corresponds, for example, to the aspect of Figure 2 

(reproduced below with colored annotations added) of the ‘889 Patent where “the 

signal [transmitted by the first UE] over the physical channel” corresponds to the 

UL-Beacon [red box] which is transmitted in one timeslot and the transmission of 

“data over a physical channel” corresponds to the data traffic transmitted over the 

PUSCH [blue boxes]:  

In the language of dependent claim 3, Figure 2 depicts an example where the UE 

does “not transmit the signal over the physical channel [the UL-Beacon in the red

box] at a same time that data over a physical shared channel [the data traffic 

transmitted using the PUSCH in the blue boxes] is transmitted.”  Dependent claim 7 

includes substantially identical limitations as in dependent claim 3.
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C. Dependent Claims 4 And 8 

Dependent claim 4 further recites: 

4. The first UE of claim 1 wherein the transmitter and the processor are 
further configured to transmit the signal over the physical control 
channel when time synchronized and to transmit a signal over a random 
access channel when not time synchronized. 

Dependent claim 4 corresponds, for example, to an implementation of the 

technique disclosed in the specification for managing UEs in CELL_FACH based 

on the new sub-state referred to in the specification as the “CELL_ACTIVE” sub-

state. EX1001, 7:3-16.  “Out of the population of UEs in CELL_FACH state 404, a 

smaller number of UEs, determined by the network to be the most-active UEs, are 

supported in a CELL_ACTIVE state 406.” Id., 7:20-23.  As the ‘889 Patent explains, 

UEs in the CELL_ACTIVE state automatically come out of the CELL_ACTIVE state

when, for example, high downlink errors or low received signal strength indicates 

that the downlink is out-of-synchronization: 

Note that UEs in CELL_ACTIVE state have their transmitters 
active, therefore it is necessary for these UEs to monitor the status of 
the downlink and automatically come out of CELL_ACTIVE state if 
the downlink is deemed to be out-of-synchronization (for example, very 
high downlink errors or low received signal strength). This feature 
prevents UEs continuing to transmit in a state where the feedback 
channel may be unreliable and thus causing interference.  Id., 7:38-45 
(emphasis added). 

Thus, in the language of claim 4, when an active UE remains “time synchronized” 

(resulting in the UE remaining in the CELL_ACTIVE sub-state), the UE “transmit[s] 
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the signal [e.g., UL-Beacon] over the physical control channel; however, when the 

active UE detects that it is no longer “time synchronized” (and automatically comes 

out of the CELL_ACTIVE sub-state) the UE “transmit[s] a signal over a random 

access channel.”  Dependent claim 8 includes substantially identical limitations as 

in dependent claim 4.

V.  CLAIM CONSTRUCTION 

The claim limitations at issue must be construed under Phillips v. AWH Corp., 

415 F.3d 1303 (Fed. Cir. 2005). Claim language is not read in isolation. Phillips, 

415 F.3d at 1315. Rather, the claim language, when read in light of the specification 

and the prosecution history, elucidates the meaning of the claim language. 

A. “extract power control information ... from the control message, 
and ... transmit a signal ... to a base station ... at a transmission 
power level based on the extracted power control information” 
(claims 1 and 5) 

Claim 1 recites a control message that “has power control bits for a plurality 

of UEs.” Claim 1 further recites that the first UE is configured to “extract power 

control information ... from the control message, and ... transmit a signal ... to a base 

station ... at a transmission power level based on the extracted power control 

information.” Claim 5 recites similar limitations. This claim language requires that 

“the extracted power control information” upon which the UE bases its transmission 

of a signal be the same power control information extracted from the control 
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message (singular) having power control bits for a plurality of UEs.  Simply put, the 

claim language would not be met if “the extracted power control information” used 

for transmitting the signal came from a control message that had power control bits 

for only a single UE.   EX2017, ¶69.

B. “configured to transmit the signal over the physical control channel 
when time synchronized and to transmit a signal over a random access 
channel when not time synchronized” (claims 4 and 8) 

Dependent claim 4 requires that the first UE be configured to make a binary

choice depending on whether or not the “time synchronized” condition is met.  When

there is time synchronization, the UE must “transmit the signal over the physical 

control channel; and when there is not time synchronization, the UE must “transmit 

a signal over a random access channel.”  Among other requirements, this claim 

language requires that a UE coming out of a “time synchronized” state such that the 

UE is “not time synchronized” transition from transmitting “the signal over the 

physical control channel” to transmitting “a signal over a random access channel.”  

Put another way, the claim language would not be met by a UE that continued  

transmitting “the signal over the physical control channel” when there was “not time 

synchronization.”  See, e.g., EX1001, 7:38-45 (“it is necessary for these UEs to 

monitor the status of the downlink and automatically come out of CELL_ACTIVE 

state if the downlink is deemed to be out-of-synchronization (for example, very high 

downlink errors or low received signal strength). This feature prevents UEs 



27 

continuing to transmit in a state where the feedback channel may be unreliable and 

thus causing interference.”) EX2017, ¶70. 

VI. REFERENCES RELIED ON IN PETITION

The Petition advances three Grounds.  Ground 1 asserts that independent 

claims 1 and 5, and dependent claims 2 and 6, are obvious over Dateki (EX1005) 

alone. Ground 2 asserts that dependent claims 3 and 7 are obvious over Dateki in 

view of Mate (EX1009),  and Ground 3 asserts that dependent claims 4 and 8 are 

obvious over Dateki in view of Chitrapu (EX1008).  

A. Dateki

As its sole reference for Ground 1, the Petition relies on Dateki. Dateki relates 

to a wireless communication apparatus for “controlling transmission power 

according to transmission power control information.” EX1005, 1:10-13. The 

Petition (at 3-43) relies exclusively on Figure 6 of Dateki for Elements [1.2] - [1.6];  

accordingly, the overview of Dateki presented below focuses on the disclosure 

associated with that figure.   

Operation Of Downlink Channels On Figure 6 Of Dateki 

Figure 6 of Dateki (reproduced below with Patent Owner’s annotations in 

color) is “a diagram illustrating a transmission power control operation according to 

a second embodiment” of Dateki.  Id., 7:44-46.    The top three channels on the figure 

(labelled in red) correspond to downlink channels (carrying transmissions from a 
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base station to a UE), and the bottom two channels (labelled in green) correspond to 

uplink channels (carrying transmissions from a UE to a base station).  EX2017, ¶73.

The top channel in Figure 6 is labelled “F-DPCH,” which stands for 

“Fractioned - Dedicated Physical Channel.” EX1005, 12:1-2. As explained further 

below, this channel transmits transmission power control messages (each of which 

is referred to as a TPCC) to each UE:

The F-DPCH corresponds to a channel that is capable of 
transmitting a slot including plural TPC bits addressed to differing 
mobile stations. In the illustrated example, TPC bits addressed to two 
mobile stations are temporally multiplexed. ... [I]n this example, the 
transmission period of the TPC bits addressed to one mobile station
(i.e., indicated as self-addressed TPC bits) is set to two slots. That is, 
the self-addressed TPC bit is not included in every other slot.  Id., 
12:13-20  (emphasis added).  
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The channel below the Fractionated - Dedicated Physical Channel in Figure 6 

is labelled “HS-SCCH,” which stands for “High Speed - Shared Control Physical 

Channel.” Id., 12:4-5. “The HS-SCCH corresponds to a control channel for 

transmitting parameter information” pertaining to data transmitted to a particular 

UE on the High Speed - Downlink Shared Channel.   Id., 2:27-29 (emphasis added).   

As shown in Figure 6, the beginning of each frame on the HS-SCCH carries power 

control information (denoted in the figure as “Self-Addressed TPCC”) which is 

addressed to the specific UE that is the intended recipient of data traffic on the High 

Speed - Downlink Shared Channel that is sent just after the start of the HS-SCCH 

frame. It bears emphasis that the power control information transmitted to a UE on 

the HS-SCCH is not intended for a plurality of UEs -- but rather only for the specific 

UE to which data is to be transmitted on the High Speed - Downlink Shared Channel.   

EX2017, ¶75. 

As shown by the purple markings in annotated version of Figure 6 above, the 

start of each frame of data traffic on the High Speed - Downlink Shared Channel is 

delayed by two slots from the start of the previous HS-SCCH frame “so that the 

mobile station may receive and identify information pertaining to demodulation” of 

the High Speed Downlink Shared Channel before the receipt of a frame with data 

traffic on that channel. EX1005, 3:8-12. It bears emphasis that the power control 

information transmitted to a UE on the HS-SCCH is not intended for a plurality of 
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UEs -- but rather only for the specific UE which is the intended recipient of the data 

traffic transmitted on the High Speed - Downlink Shared Channel after the two slot 

delay. EX2017, ¶76.

Operation Of Uplink Channels On Figure 6 Of Dateki 

The bottom two channels (labelled in green) in the annotated version of Figure 

6 (reproduced again below) correspond to uplink channels (carrying transmissions 

from the “self addressed” UE to a base station).  

The channel labelled “UPLINK ACK/NACK TRANSMISSION” (in green in 

diagram above) corresponds to a High Speed - Dedicated Physical Control Channel 

(also referred to as the HS-DPCCH) used by the UE to send acknowledgment 

messages to the base station indicating whether or not data traffic sent from the base 
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station to the mobile on the High Speed - Downlink Shared Channel was properly 

received.  EX1005, 12:3-32. “The HS-DPCCH ... corresponds to an uplink dedicated 

control channel from the mobile station to the base station, and is used upon 

transmitting from the mobile station to the base station an ACK signal or a NACK 

signal indicating whether data received via the HS-PDSCH are properly received.” 

Id., 2:35-40; EX2017, ¶78.

The bottom channel labelled “UPLINK PILOT TRANSMISSION” (in green

in diagram above) corresponds to a Dedicated Physical Channel (or DPCH). EX1005, 

12:8-10. The DPCH (uplink) is used by the UE to transmit a pilot signal to the base 

station. EX2017, ¶79.

Dateki’s Disclosure Of First Transmission Power Control 
Information (TPCC1) And Second Power Control Information 
(TPCC2)  

Dateki explains that the “base station receives a pilot signal, conducts SIR 

estimation on the pilot signal ... , generates transmission power control information 

TPCC ... , and transmits the transmission power control information TPCC” via the 

F-DPCH as first transmission power control information TPCC.” EX1005, 13:1-8 

(emphasis added); EX2017, ¶80.  The first transmission power control information 

(labelled in purple on the diagram below) corresponds to the individually addressed 

TPCC messages sent from the base station to mobile station on the F-DPCH. 

EX1005; EX2017, ¶80. Dateki also refers to the first transmission power control 
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information as TPCC1. EX1005, 13:50-52; EX2017, ¶80.  Dateki explains that the 

periodic interval between transmissions of the first transmission power control 

information (TPCC1) to a given mobile station on the F-DPCH (i.e., indicated as 

“self-addressed TPCC”) is “relatively long.”  EX1005, 13:4-8 (emphasis added).

In addition to transmitting the first transmission power control information 

(TPCC1) to the mobile station on the F-DPCH at “relatively long” intervals, when 

the base to station is sending data traffic to the mobile station over the HS-PDSCH, 

the base station transmits second transmission power control information (TPCC2) 

(labelled in blue in the diagram above) to the mobile station on the HS-SCCH “at a 

shorter period cycle.” EX1005, 13:8-11 (“where packet transmission is conducted, 

the transmission power control information is transmitted via the HS-SCCH as 
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second transmission power control information”), 13:50-54; EX2017, ¶81.  In 

addition to having a shorter period cycle, “the second transmission power control 

information TPCC2 is arranged to be greater than the first transmission power 

control information TPCC1 (TPCC1<TPCC2).” EX1005, 13:54-57.  The 

combination of (i) the shorter period cycle for transmission of the second 

transmission power control information (TPCC2), and (ii) the greater magnitude 

associated with the second transmission power control information (TPCC2), allows 

the second transmission power control information TPCC2 sent on the HS-SCCH  

“to swiftly control the transmission power to a desired level” when the base to station 

is sending data traffic to the mobile station over the HS-PDSCH.  EX1005, 13:8-11, 

13:50-62; EX2017, ¶81. 

In Dateki’s preferred implementation of FIG. 6, transmission of the HS-SCCH 

(which carries the second transmission power control information TPCC2 to the 

mobile station) and HS-DPCCH (which carries the data signaled by the HS-SCCH 

to the mobile station) occurs with a time period that is shorter than the period 

between successive transmissions of the first transmission power control 

information on the F-DPCH.   As Dateki explained: 

... It is noted that in a preferred embodiment, the base station may 
recognize the transmission timing of the first transmission power 
control information TPCC1 addressed to plural mobile stations, and 
define and store a time period T that is shorter than the transmission 
period of the first transmission power control information TPCC1 for 
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the respective mobile stations so that a HS-SCCH and/or a HS-PDSCH 
addressed to a mobile station may be transmitted to this mobile station 
before the time period T elapses from the transmission timing of the 
first transmission power control information TPCC1.  EX1005, 14:15-
25 (emphasis added). 

Thus, in Dateki’s preferred embodiment of FIG. 6, the timing of transmissions 

to a mobile station of the first transmission power control information (TPCC1) on 

F-DPCH is such that information addressed to the mobile station on the HS-SCCH 

(which includes the second transmission power control information (TPCC2)) and 

the HS-PDSCH is sent in an interval (“T”) between successive transmissions of the 

first transmission power control information (TPCC1) on F-DPCH.  Significantly, 

in a system where transmission to a UE of the HS-SCCH and HS-PDSCH is limited 

in time to the interval “T” between successive transmissions of the first transmission 

power control information (TPCC1) on the F-DPCH, there is no overlap in time

between transmissions addressed to a UE on the HS-DPCCH and transmissions of 

first transmission power control information (TPCC1) to the UE on the F-DPCH. In 

other words, a message addressed to the UE that includes the first transmission 

power control information (TPCC1) on the F-DPCH will never share a timeslot with 

transmissions addressed to a UE on the HS-DPCCH.  EX2017, ¶83. 

Dateki makes clear that where data traffic (on the HS-PDSCH) is sent from 

the base station to the mobile station, the mobile station uses the second power 

control information (TPCC2) sent on the HS-SCCH to control the power of the 
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ACK/NACK signal returned by the mobile station to the base station.  EX1005, 13:8-

23 (“in a case where data are transmitted via the HS-PDSCH, transmission power 

control may be conducted through transmission of an ACK/NACK signal before the 

transmission period of the first transmission power control information TPCC based 

on the transmission power control information TPCC that is previously transmitted 

via the HS-SCCH”); 13:57-62; see also, 12:61-65 (“It is noted that the reception of 

the HS-PDSCH and the transmission of the ACK/NACK signal are conducted in 

conjunction with the reception of the HS-SCCH”); 6:29-39; EX2017, ¶84. 

In Figure 6 Of Dateki, Transmission Of Pilot Signals Varies 
Depending On Whether Transmission Of Data Traffic On The 
High Speed - Downlink Shared Channel (HS-DSCH) Is Taking 
Place 

In Figure 6 of Dateki (reproduced again below with annotations), there are 

two groups of pilot signals that are transmitted by the mobile station. Each pilot 

signal in the first group [purple boxes below] is transmitted in conjunction with the 

transmission period of the first transmission power control information” (also 

labeled in purple as TPCC1].” Id., 12:37-39; EX2017, ¶85. Each pilot symbol in the 

first group  [purple boxes] is transmitted just before the transmission of the next 

transmission of the first transmission power control information (TPCC1). Id., 

12:37-41 (“[t]he pilot signal is transmitted in conjunction with the transmission 

period of the first transmission power control information (self-addressed TPCC), 
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and is transmitted before the transmission timing of the first transmission power 

control information”); EX2017, ¶85. 

In contrast to the first group of pilot signals, the second group of pilot signals 

[blue boxes above] are triggered in different ways. More specifically, the pilot 

signals in the second group [blue boxes above] are “transmitted in conjunction with 

the transmission of control information and ACK/NACK signals that are transmitted 

via the HS-SCCH. That is, when a mobile station recognizes that data is being 

transmitted to itself via the HS-SCCH, or when it receives data addressed to itself 

via the HS-PDSCH, it transmits a known signal (pilot signal) upon transmitting an 

ACK signal or a NACK signal.” EX1005, 12:53-60. Thus, when the mobile station 

recognizes (via the HS-SCCH) that data is being transmitted to the mobile station or 
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when the mobile station is transmitting an ACK/NACK, the mobile station sends the 

pilot signals in the blue boxes above.  EX2017, ¶86.  Significantly, power control of 

the pilot signals transmitted in conjunction with an ACK/NACK is based on the 

second power control information (TPCC2) sent on the HS-SCCH (rather than the 

first power control information (TPCC1 sent on the F-DACH).  EX1005, 12:48 

(equating “known signal” with “pilot signal”) and 12:61-65 (“It is noted that the 

reception of the HS-PDSCH and the transmission of the ACK/NACK signal are 

conducted in conjunction with the reception of the HS-SCCH, and thereby, in either 

case, the known signal is transmitted in conjunction with the reception of the HS-

SCCH”); 13:57-62 (“According to the present embodiment, in transmitting the 

ACK/NACK signal, for example, the second transmission power control 

information TPCC2 that is previously received via the HS-SCCH may be used to 

swiftly control the transmission power to a desired level”); EX2017, ¶86. 

Figure 6 Of Dateki Illustrates Power Control Information (e.g., 
TPCC2) That Includes Plural Bits That Increase/Decrease 
Transmission Power In Plural Stages. 

Dateki discloses that the transmission of power control information, e.g., the 

second power control information TPCC2, “may be arranged to use plural bits so 

that transmission power control may be conducted in plural stages (i.e., so that 

transmission power may be increased or decreased in plural stages).” EX1005, 

11:15-18. Using “plural bits” from one power control message to increase/decrease 



38 

transmission power in “plural stages” means, for example, that power control bits 

from one power control message (e.g., a TPCC2 message sent on the HS-SCCH) are 

used by the mobile station to adjust the transmission power in stages over multiple 

subsequent transmissions.  EX2017, ¶87. 

Dateki discloses an example where one power control message is used to 

increase/decrease transmission power in “plural stages.” As shown in Figure 6 

(reproduced again below with colored annotations), “[w]hen a base station receives 

the third (from the left) pilot signal [orange box], the base station may generate the 

second (from the left) TPC bit [labelled TPCC2] in the HS-SCCH based on the third 

pilot signal, and thereby, accurate transmission power control may be conducted 

upon transmitting the first ACK signal [reddish-brown box].” EX1005, 13:66-14:4 

(emphasis added). The orange arrow extending from the third pilot from the left to 

TPCC2 illustrates that the value of that TPCC2 message is based on the third pilot 

signal from the left, while the reddish-brown arrow extending from the same TPCC2

message to the first ACK signal [reddish-brown box] illustrates that the second (from 

the left) TPC bit [labelled TPCC2] controls the transmission power of the first ACK 

signal [reddish-brown box]. Id., 13:66-14:4; EX2017, ¶88. 
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This aspect of Figure 6 illustrates the use of plural bits in one power control message 

[labelled TPCC2 above] to increase transmission power in stages. EX2017, ¶89.  

Given that no intervening power control messages are provided between the mobile 

station receiving the power control message labelled TPCC2 and the mobile station 

increasing the transmission power of its pilot by a first amount (as shown in the 

leftmost green box above), it is clear that the information from the message labelled 

TPCC2 is used to increase the transmission power of the pilot signal in the leftmost 

green box (above) by a first amount or in a “first stage.” Id. Moreover, given (i) 

Dateki’s explicit statement (at 13:66-14:4) that the message labelled TCPP2 is used 

to control the transmission power of the first ACK [reddish brown box above], and 

(ii) and Dateki’s teaching (at 12:53-60) that the mobile station sends a pilot signal 
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when transmitting an ACK/NACK (as shown in the rightmost green box above), it 

is clear that the information from the message labelled TPCC2 is also used to 

increase transmission power of the pilot signal in the rightmost green box (above) 

again or in a “second stage.” EX2017, ¶89. As explained more fully in Section 

VI(A)(7), infra, the power of the second ACK/NACK signal as well as the pilot 

transmitted therewith (blue boxes above), are also controlled by the power control 

message [labelled TPCC2 above] to decrease transmission power in a third stage. 

EX2017, ¶89. 

Dateki Does Not Maintain Complete Correspondence Between 
The Transmission Power Control Message Immediately 
Preceding A Pilot Signal Or ACK/NACK And The Power Level 
At Which Such Pilot Signal Or ACK/NACK Is Transmitted

The fact that Dateki uses plural bits in one power control message to 

increase/decrease the transmission level in successive (plural) stages is significant 

because it means that Dateki does not maintain complete correspondence between 

the transmission power control message immediately preceding a pilot signal or 

ACK/NACK and the power level at which such pilot signal or ACK/NACK is 

transmitted. EX2017, ¶90.  As explained in Section VI(A)(5), supra, it is clear from 

Dateki’s disclosure that in Figure 6, the information from the message labelled 

TPCC2 is used to increase the transmission power of the pilot signal in the leftmost 

green box by a first amount or in a “first stage,” and the information from the same
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message labelled TPCC2 is also used to increase the transmission power of the pilot 

signal in the rightmost green box again or in  a “second stage.” Id.  

Thus, as shown in the annotated version of Figure 6 below, even though the 

first transmission control information labelled in purple as TPCC1 (below) comes 

before both the transmission power of the first ACK [reddish-brown box below] and 

the pilot signal in the rightmost green box, Dateki makes clear that the power level 

of the first ACK [reddish-brown box below] and the pilot signal transmitted with the 

first ACK [rightmost green box below] is not controlled by the first transmission 

control information (labelled in purple as TPCC1) but rather by  power control bits 

in the second transmission control information identified with blue arrow as TPCC2 

below.  Id., 13:66-14:4 (disclosing that, based on “the second (from the left) TPC bit 

in the HS-SCCH [identified as TPCC2 below] ... accurate transmission power 

control may be conducted upon transmitting the first ACK signal [reddish-brown 

box below].”) EX2017, ¶91.   
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In Figure 6 Of Dateki, Power Control For ACK/NACK Signals 
And Pilot Signals Transmitted With ACK/NACK Signals Is 
Performed Using Second Power Control Information (TPCC2) 

As explained in Section VI(A)(3), supra, Dateki discloses that both the timing

and magnitudes of the first power transmission control information (TPCC1) and the 

second transmission power control information (TPCC2) differ.  More specifically,  

the first transmission power control information (TPCC1) for a UE on the F-DPCH 

is transmitted at a “relatively longer” time interval than that used for transmission of 

the second transmission power control information (TPCC2) to the UE on HS-SCCH   

when data is being transmitted to the UE on the HS-DSCH.  EX1005, 13:4-11.  In 

addition to being sent at a shorter interval on the HS-SCCH, the second transmission 

power control information (TPCC2) used for power control when data is being 



43 

transmitted to the UE is greater in magnitude than the first transmission power 

control information (TPCC1) sent to the UE on the F-DPCH. EX1005, 13:54-57.  As 

Dateki explains, the combination of (i) the shorter period cycle for transmission of 

the second transmission power control information (TPCC2), and (ii) the greater 

magnitude associated with the second transmission power control information 

(TPCC2), allows the second transmission power control information TPCC2 sent on 

the HS-SCCH  “to swiftly control the transmission power to a desired level” when 

the base to station is sending data traffic to the mobile station over the HS-PDSCH.  

EX1005, 13:8-11, 13:50-62; EX2017, ¶92. 

Dateki’s disclosure that the mobile station uses the greater power level 

associated with TPCC2 messages sent at shorter intervals during data transmission 

to the UE on the HS-DSCH to swiftly control the power of the ACK/NACK (and 

the pilot signals transmitted therewith) makes complete sense. When a mobile station 

receives data, it is important for the mobile station to be able to send an ACK/NACK 

signal to the base station with a power level that is high enough to ensure that the 

base station can accurately receive the ACK/NACK signals. EX2017, ¶93. In Figure 

6 of Dateki, when data is not being sent to the mobile station on the HS-DSCH, the 

mobile station is not sending ACK/NACK messages and there is little need for the 

mobile station to send its pilot signal at a high power level because the consequence 

of the pilot signal not being received by the base station is small. Id. However, when 
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a mobile station transmits an ACK/NACK signal to the base station following the 

mobile station’s reception of data on the HD-DSCH, the consequence of the 

ACK/NACK not being heard is significant, i.e., the base station does not know 

whether the data it previously transmitted was properly received and, as a result, 

does not know whether it is necessary to retransmit such data to the mobile station.  

Id.  Thus, in connection with sending ACK/NACK signals (and the pilot signals 

transmitted therewith), the mobile station in Figure 6 of Dateki uses the explicitly 

greater power level associated with the more frequent TPCC2 messages to ensure 

that the mobile station transmits the signals with sufficient power that the base 

station can accurately receive the ACK/NACK signals. Id. 

The annotated version of Figure 6 of Dateki below depicts in the blue dotted 

box the pilot and ACK/NACK signals sent by the UE based on the second power 

control information (TPCC2) transmitted to the UE on the HS-SCCH channel  

(labelled with blue arrow) in conjunction with the transmission of data traffic 

(labelled with red arrow) on the downlink traffic channel. EX2017, ¶94. 
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The orange arrow depicts that the next pilot signal (orange box) transmitted 

by the UE after receipt of the second power control information associated with the 

leftmost TPCC2 information is based on the power control information in the 

leftmost TPCC2.   EX1005, 12:53-55 (“The pilot signal is also transmitted in 

conjunction with the transmission of control information ... transmitted via the HS-

SCCH.”) EX2017, ¶95. 

As explained in Section V(A)(5), supra, in Figure 6, plural bits in the second 

from the left TPCC2 message are used to vary transmission power in stages. EX1005, 

11:15-18 (explaining that power control information, e.g., the second power control 

information TPCC2, “may be arranged to use plural bits so that transmission power 

control may be conducted in plural stages (i.e., so that transmission power may be 
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increased or decreased in plural stages)”) (emphasis added).  Moreover, as detailed 

below, it is clear from Dateki’s disclosure of Figure 6 that the power levels of (i) the 

pilot signal following the second from the left TPCC2 message labelled “first stage,” 

(ii) the first ACK/NACK and pilot labelled “second stage” and (iii) the second 

ACK/NACK and pilot labelled “third stage,” are all controlled by the second from 

the left TPCC2 message that is used to vary transmission power in three stages.  

EX2017, ¶96. 

With respect to the pilot signal labelled “first stage,” given that no intervening 

power control messages are provided between the mobile station receiving the 

second from left TPCC2 information and the mobile station increasing the 

transmission power of its pilot by a first amount (labelled “first stage” above), it is 

clear that the information from the second from the left TPCC2 is what is used to 

increase the transmission power of the pilot signal labelled “first stage.” EX2017, 

¶97. 

With respect to the first ACK/NACK and pilot labelled “second stage,” the 

information in the second from the left TPCC2 is also used to increase transmission 

power of the first ACK/NACK and pilot transmitted therewith again in a “second 

stage.” EX2017, ¶98.  Given (i) Dateki’s explicit statement (at 13:66-14:4) that 

information in the second from left TPCC2 is used to conduct “accurate transmission 

power control upon transmitting the first ACK,” and (ii) Dateki’s teaching (at, e.g., 
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12:53-60) that the mobile station sends a pilot signal when transmitting an 

ACK/NACK, it is clear that the information in the second from the left TPCC2 is 

what is also what is used to increase the transmission power of the first ACK/NACK 

and pilot transmitted therewith in a “second stage.” EX2017, ¶98. 

With respect to the second ACK/NACK and pilot labelled “third stage,” the 

information in the second from the left TPCC2 is also used to decrease the 

transmission power of the first ACK/NACK and pilot transmitted therewith again in 

a “third stage.”  EX2017, ¶99. Given (i) Dateki’s repeated statements that second 

power control information TPCC2 is used to control the transmission of 

ACK/NACK messages associated with data traffic sent on the downlink (EX1005, 

3:8-11, 3:8-23, 13:57-62, 12:61-65 and 6:29-39), and (ii) and Dateki’s teaching (at, 

e.g., 12:53-60) that the mobile station sends a pilot signal when transmitting an 

ACK/NACK, it is clear that the information in the second from the left TPCC2 is 

what is used to decrease the transmission power of the second ACK/NACK and pilot 

transmitted therewith again in a “third stage.”  EX2017, ¶99.  Given that the purpose 

of Dateki’s use of the greater power level of the second power control information 

(TPCC2) for transmitting the ACK/NACK (and the pilot signals transmitted 

therewith), it would make no sense for the mobile station to begin using the less 

powerful first power control information (TPCC1) prior to the mobile station’s 

transmission of the second ACK/NACK signal to the base station.  Id.  More 
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specifically, given the need for the mobile station to send ACK/NACK signals to the 

base station with a power level that is high enough to ensure that the base station can 

accurately receive the ACK/NACK signals, it would not make sense for the mobile 

station to switch to the use of the lower first power control information (TPCC1) 

until after the final ACK/NACK associated with a given data transmission was sent. 

Id. For this further reason, it is clear that the information in the second from the left 

TPCC2 (rather than TPCC1) is what is used to decrease the transmission power of 

the second ACK/NACK and pilot transmitted therewith again in a “third stage.” Id; 

EX2017, ¶99. 

B. Mate  

Mate discloses “[a] method of downlink packet switching for use in a mobile 

telecommunications network having a plurality of base stations.” EX1009, Abstract.  

Figure 4 of Mate (reproduced below with colored annotations) illustrates the 

downlink and uplink channels involved in Mate’s system. 
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As will be discussed later, Ground 2 of the Petition relies on Mate’s uplink 

Common Packet Channel (CPCH) [red box above], as disclosed in [0043] of Mate.  

See, Petition, at 53, citing, EX1009 (Mate) at [0043].  In Mate, “[t]he CPCH is 

mapped to the Physical Common Packet Channel (pCPCH)” and can carry only 

“small amounts of uplink information” limited to control information.  EX1009, 

[0005] and [0043].  As Mate explained:  

... As it is known, a pCPCH has a data part that can carry small amounts 
of uplink information. This information can include short service 
request commands, download selection commands, transaction 
commands and all the acknowledgements, including RLC 
acknowledgements and network acknowledgements like TCP ACKs 
(transport control protocol acknowledgments). EX1009, [0043] 
(emphasis added). 

Thus, Mate discloses that its pCPCH can be used to carry small amounts of control 

information on the uplink.  Mate never suggests use of its pCPCH as a data traffic

channel for carrying data traffic on the uplink.  EX2017, ¶102. 

C. Chitrapu 

Chitrapu is directed to “WCDMA for the Unpaired Spectrum.” EX1008, 6.   

VII. GROUND 1 FAILS TO CARRY ITS BURDEN 

Ground 1 challenges independent claims 1 and 5 of the ‘889 Patent as obvious 

over Dateki alone. Petitioner therefore, bears the burden of showing that each 

element of independent claims 1 and 5 is met by Dateki either expressly or inherently, 
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or is obvious based on Dateki alone. As discussed below, Petitioner has failed to 

carry its burden with respect to independent claims 1 and 5.    

Claims 1 and 5 require a UE to transmit a signal based on power control 

information extracted from “the control message” having power control bits for a 

plurality of UEs, and “the control message” must also share a time slot with a 

downlink shared channel. The Petition maps “the control message” recited in the 

claims to first power control information (TPCC1) transmitted on the F-DPCH 

channel in Figure 6 of Dateki, and maps the “downlink shared channel” in the claims 

to the High Speed - Downlink Shared Channel (HS-DSCH) in Figure 6 of Dateki. 

This mapping fails because, to the extent that (i) a control message with first 

transmission power control information (TPCC1) for a UE on F-DPCH channel and 

(ii) the downlink data traffic channel (HS-DSCH), share a time slot, the first power 

control information (TPCC1) on the F-DPCH (mapped to “the control message”) is 

not used for the UE’s transmission power, as required by the Challenged Claims. 

EX2017, ¶105. Rather, such a control message on the F-DPCH channel and the 

downlink data traffic channel (HS-DSCH) only share a time slot in cases where data 

is being transmitted to the UE on the downlink traffic channel, and in those cases, 

the second power control information (TPCC2) on the HS-SCCH -- as opposed to 
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the first power control information (TPCC1) transmitted to the UE on the F-DPCH 

-- is used by the UE to control the UE’s transmission power.2 Id. 

A. Ground 1 Fails To Carry Its Burden To Demonstrate That The UE 
Uses The First Power Control Information Sent On The F-DPCH 
In Figure 6 of Dateki For Power Control In The Case Where 
Downlink Data Traffic Is Being Sent To The UE   

The Petition maps a transmission of first power control information (TPCC1)

sent on the F-DPCH in Figure 6 of Dateki to “the control message” recited in 

independent claims 1 and 5 of the ‘889 Patent. Pet., 32 (“the TPC commands carried 

in the F-DPCH (control channel) comprise a control message.”) (emphasis in 

original).   The Petition maps the High Speed Downlink Shared Channel (HS-DSCH) 

in Figure 6 of Dateki to the “downlink shared channel” recited in independent claims 

1 and 5 of the ‘889 Patent. Pet., 35 (stating that the HS-PDSCH “is an example of 

the downlink shared channel in limitation [1.2].”) (emphasis in original).  

Dateki’s preferred embodiment of FIG. 6 clearly fails to meet the claimed 

requirement that “the control message” (mapped to a message sent to the UE on the 

F-DPCH) share a timeslot with the “downlink shared channel” (mapped to the HS-

2 The Petition does not contend (nor could it) that the second power control 
information (TPCC2) on the HS-SCCH maps to “the control message” in the claims 
of the ‘889 Patent.  As shown in Figure 6 of Dateki, each frame on the HS-SCCH 
has power control information for only a single UE. Thus, the power control 
information in each HS-SCCH frame cannot be “the control message” because it 
lacks power control bits for “a plurality of UEs.” EX2017, ¶105, note 2.
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DSCH).  As explained in Section VI(A)(3), in Dateki’s preferred embodiment of 

FIG. 6, a message addressed to the UE on the F-DPCH that includes the first 

transmission power control information (TPCC1) will never share a timeslot with 

transmissions addressed to a UE on the HS-DSCH.   In this regard, Dateki discloses 

that the timing of transmissions to a mobile station of the first transmission power 

control information (TPCC1) on F-DPCH is such that information addressed to the 

mobile station on the HS-SCCH (which includes the second transmission power 

control information (TPCC2)) and the HS-DSCH is sent in an interval (“T”) between

successive transmissions of the first transmission power control information 

(TPCC1) on F-DPCH.  EX1005, 14:15-25.  Significantly, in this preferred 

embodiment where transmission to a UE of the HS-SCCH and HS-DSCH is limited 

in time to the interval “T” between successive transmissions of the first transmission 

power control information (TPCC1) on the F-DPCH, there is no overlap in time

between transmissions addressed to a UE on the HS-DPCH and transmissions of 

first transmission power control information (TPCC1) to the UE on the F-DPCH. In 

other words, in the preferred embodiment, a message addressed to the UE that 

includes the first transmission power control information (TPCC1) on the F-DPCH 

will never even share a timeslot with transmissions addressed to a UE on the HS-

DPCCH.  EX2017, ¶107. 
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Since the claims require that “the control message” share a time slot with “a 

downlink shared channel,” the Petition selected for its mapping a particular 

transmission of first power control information (TPCC1) sent on the F-DPCH that 

just happens to overlap in time with the transmission of data traffic on the downlink 

over the HS-DSCH, as illustrated in the following figure from the Petition (at 36): 

In connection with the above figure, the Petition asserts (without citation to Dateki) 

that “the second uplink ACK/NACK signal, or the pilot signal [transmitted 

therewith]” is transmitted based on first power control information received over 
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the F-DPCH. Pet., 41-42. The Petition (at 41) illustrates this aspect of its mappings 

as follows: 

With respect to its assertion that  the second uplink ACK/NACK signal, or the 

pilot signal transmitted therewith [pointed to by the blue arrows above] is 

transmitted based on first power control information (TPCC1) received over the F-

DPCH, the Petition (and Petitioner’s expert) state only the following: 

As shown in annotated FIG. 6 above, the height of the second 
ACK/NACK signal and second pilot signal changes after the UE 
receives and extracts the TPCC information from the F-DPCH. Thus, 
the second uplink ACK/NACK signal, or the pilot signal, (a signal) is 
transmitted based on the extracted power control information. EX1003, 
¶106. Pet., 41-42.   

This assertion is not grounded in the teachings of Dateki and makes little sense. 

EX2017, ¶111.  For example, while from the height of the second ACK/NACK signal
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(and its corresponding pilot signal) does change after the UE receives the identified 

TPCC1 information on the F-DPCH, the Petition fails to mention that the height of 

the first ACK/NACK signal (and its corresponding pilot signal) also changed after 

the UE receives the identified TPCC1 information on the F-DPCH.  Id.  However, 

Dateki makes clear that even though the height of the first ACK/NACK signal (and 

its corresponding pilot signal) changes after the UE receives the specified TPCC1 

information on the F-DPCH -- that height change is not based on the specified 

TPCC1 information sent on the F-DPCH but rather on second power control 

information transmitted over the HS-SCCH.  See, Sections VI(A)(5)-(7), supra; 

EX1005, 13:66-14:4 (“[w]hen a base station receives the third (from the left) pilot 

signal, the base station may generate the second (from the left) TPC bit in the HS-

SCCH based on the third pilot signal, and thereby, accurate transmission power 

control may be conducted upon transmitting the first ACK signal”) (emphasis added); 

EX2017, ¶111.   

The Petition fails to explain why the second ACK/NACK signal (and its 

corresponding pilot signal) following the specified TPCC1 information on the F-

DPCH would be based on such TPCC1 information on the F-DPCH, when the first 

ACK/NACK signal (and its corresponding pilot signal) immediately following the 

specified TPCC1 information on the F-DPCH was not based on TPCC information 

from the F-DPCH. EX2017, ¶112. 
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The Petition provides no citation to Dateki in support of the assertion that the 

second ACK/NACK signal (and its corresponding pilot signal) is based on the 

specified TPCC1 information on the F-DPCH because the disclosure of Dateki 

compels the opposite conclusion.  EX2017, ¶113.  Specifically, as explained in 

Section V(A)(7), supra, Dateki’s disclosure that second power control information 

sent over the HS-SCCH is used to control the transmission of ACK/NACK messages 

associated with data traffic sent on the downlink (EX1005, 3:8-11, 3:8-23, 13:57-62, 

12:61-65 and 6:29-39), and Dateki’s teaching (at, e.g., 12:53-60) that the mobile 

station sends a pilot signal when transmitting an ACK/NACK, make clear that the 

height of the second ACK/NACK signal (and its corresponding pilot signal) are 

based on second power control information (TPCC2) sent over the HS-SCCH (not 

first power control information (TPCC1) sent on the F-DPCH as asserted in the 

Petition). EX2017, ¶113.  

Simply put, the mapping in the Petition fails because the first power control 

information (TPCC1) sent on the F-DPCH (mapped to “the control message” recited 

in claims 1 and 5) is not used as the basis for the UE’s transmission power for the  

second ACK/NACK signal (and its corresponding pilot signal) relied on in the 

Petition.  Rather, to the extent that the F-DPCH channel and the downlink data 

traffic channel in Figure 6 of Dateki happen to share a time slot in cases where data 

is being transmitted to the UE on the downlink traffic channel, the second power 
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control information (TPCC2) on the HS-SCCH -- not the first power control 

information (TPCC1) transmitted on the F-DPCH -- is used by the UE to control the 

transmission power of each ACK/NACK signal (and its corresponding pilot signal). 

EX2017, ¶114. 

B. Ground 1 Fails To Carry Its Burden With Respect To Any 
Challenged Claims 

As set forth above, Petitioner has failed to carry its burden in challenging 

independent claims 1 and 5. Since the obviousness arguments in Ground 1 directed 

to dependent claims 2 and 6 of the ‘889 Patent are predicated on the deficient 

arguments challenging independent claims 1 and 5 as discussed above, Ground 1 

also fails to carry its burden with respect to dependent claims 2 and 6 of the ‘889 

Patent. 

VIII. GROUND 2 FAILS TO CARRY ITS BURDEN 

For the reasons set forth above, Petitioner has failed to carry its burden in 

challenging independent claims 1 and 5.  Since the obviousness arguments in 

Ground 2 directed to dependent claims 3 and 7 are predicated on the deficient 

arguments challenging independent claims 1 and 5, Ground 2 fails to carry its burden 

with respect to dependent claims 3 and 7. 

Moreover, the additional reference (Mate) relied on in Ground 2 fails to teach 

or suggest the additional limitations of dependent claims 3 and 7.  For example, 
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dependent claim 3 recites:   

3. The first UE of claim 1 wherein the transmitter and the 
processor are further configured to transmit data over a physical shared 
channel in a third time slot and the transmitter and the processor are 
further configured to not transmit the signal over the physical control 
channel at a same time that data over a physical shared channel is 
transmitted. 

According to the Petition, Dateki teaches uplink traffic data.  Petition, 52, 

citing EX1005, 10:60-64.  However, it is undisputed that Dateki fails to disclose 

transmission of such uplink traffic data “over a physical shared channel” as recited 

in dependent claims 3 and 7.  In order to fill this gap, the Petition argues that a 

POSITA would have found it obvious for Dateki’s uplink data traffic “to be 

transmitted using Mate’s pCPCH channel (physical shared channel) because 

pCPCH is another part of the comprehensive 3-GPP-standardized UMTS protocols 

in which Dateki is based.”  Petition, 53.   

The Petition’s proposed use of Mate’s pCPCH channel to implement Dateki’s 

uplink data traffic would not have been appealing to a POSITA.  In the 3GPP-

standardized UMTS protocols at the time of Dateki, the purpose of an uplink data 

traffic channel (as disclosed in Dateki) was to efficiently transport data traffic

(referred to as “user data”) at data rates between 2-9 kbits/s.  EX2016, 26 (specifying 

that a “traffic channel” is a logical channel which carries user information”) and 48 

(identifying bit rates of traffic channels (TCH)).  EX2017, ¶119.  By contrast, Mate 
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explains that its pCPCH is limited to carrying small amounts of control information 

on the uplink.  EX1009, [0043]. A POSITA would have understood that Mate’s 

pCPCH, which was designed to carry small amounts of control information, was not 

suitable for implementing a data traffic channel for carrying data traffic (or user data) 

at the data rates (2-9 kbits/s) specified in the standard.  EX2017, ¶119. 

Turning first to Figure 4 of Dateki, which is reproduced below with colored 

annotations added by Patent Owner.  Figure 4 of Dateki depicts a mobile station (or 

UE).  EX1005, 10:10.  The components of mobile station associated with uplink 

transmissions by the mobile station include diffusion units 45, 46 and 47, which 

provide diffused signals to multiplexing unit 43.  Id., 10:63-66.  The output of 

multiplexing unit 43 is multiplied “by a control value from the transmission power 

control unit 38,” after which the signals are processed by RF frequency processing  

unit 42 and transmitted on antenna 41.  Id., 10:65-7:4. 
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As shown above, Dateki discloses three separate uplink channels (one for each 

of diffusion units 45, 46 and 47); diffusion unit 45 modulates “uplink data traffic” 

(green box) onto an uplink data traffic channel, and diffusion units 46 and 47 

modulate control information comprising a pilot symbol and ACK/NACK onto 

respective control channels, e.g., the HS-DPCCH used for transmission of the uplink 

ACK/NACK information and the DPCH for uplink pilot transmission as shown in 

Figure 6 of Dateki.  EX2017, ¶121.   

Set forth below is another annotated version of Figure 4 of Dateki illustrating 

(in blue) the Petition’s proposal for transmitting Dateki’s uplink data traffic using 

Mate’s pCPCH channel:
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Based on Mate’s disclosure, a POSITA would have understood that Mate’s 

pCPCH was limited to carrying small of amounts of control information such as 

acknowledgements and commands.  EX1009, [0043].  Based on that disclosure in 

Mate, a POSITA would have understood that Mate’s pCPCH was not suitable for 

implementing a data traffic channel for carrying data traffic (or user data) at the data 

rates (2-9 kbits/s) specified in the standard.  EX2017, ¶123.   

The Petitioner’s purported motivation for using Mate’s pCPCH to implement 

Dateki’s data channel is limited to the allegation that Mate’s “pCPCH is another part 

of the comprehensive 3GPP-standardized UMTS protocols in which Dateki is based.”  

Petition, 53.  The fact that both Mate’s pCPCH and Dateki’s uplink channel are both 

part of the vast 3GPP standard does not explain why a POSITA would have been 
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motivated to use Mate’s pCPCH (designed for carrying small amounts of control 

information) to implement a data traffic channel for carrying data traffic at the data 

rates (2-9 kbits/s) specified in the standard.  EX2017, ¶124. 

In order to satisfy its burden of proving obviousness, a Petitioner must 

“instead articulate specific reasoning, based on evidence of record, to support the 

legal conclusion of obviousness.” In re Magnum Oil Tools Int’l, Ltd., 829 F.3d 1364, 

1380 (Fed. Cir. 2016).  Petitioner’s contention that Dateki and Mate are both directed 

to 3-GPP-standardized UMTS protocols is nothing more than an argument that the 

references are in the same which, by itself, fails to establish a reason to combine the 

references. The Federal Circuit has made clear that establishing that prior art 

references are within the same field of endeavor (or otherwise “analogous”) is only 

a threshold admissibility inquiry; it does not itself supply the motivation to combine. 

See Donner Tech., LLC v. Pro Stage Gear, LLC, 979 F.3d 1353, 1358–60 (Fed. Cir. 

2020) (analogous-art test determines whether a reference may be considered at all 

and is “separate from” whether there is a reason to combine); In re Bigio, 381 F.3d 

1320, 1325 (Fed. Cir. 2004) (defining analogous art as same field of endeavor or 

reasonably pertinent to the problem). Even when references qualify as analogous, 

the challenger still must carry the distinct burden to “explain why a person of 

ordinary skill in the art would have combined elements from specific references in 
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the way the claimed invention does.” TQ Delta, LLC v. Cisco Sys., 942 F.3d 1352, 

1360 (Fed. Cir. 2019). 

In the present case, the lack of a “why” is dispositive: a determination of 

obviousness cannot be reached where the record lacks an explanation as to why the 

references would be combined to produce the claimed invention.  Here, the Petition 

fails to explain why a POSITA would have been motivated to use Mate’s pCPCH 

(designed for carrying small amounts of control information) to implement a data 

traffic channel for carrying data traffic at the data rates (2-9 kbits/s) specified in the 

standard.  EX2017, ¶124.  For this reason, the Petition has failed to carry its burden 

with respect to Ground 2. 

IX. GROUND 3 FAILS TO CARRY ITS BURDEN 

For the reasons set forth above, Petitioner has failed to carry its burden in 

challenging independent claims 1 and 5. Since the obviousness arguments in Ground 

3 directed to dependent claims 4 and 8 are predicated on the deficient arguments 

challenging independent claims 1 and 5, Ground 3 fails to carry its burden with 

respect to dependent claims 4 and 8. 

Moreover, the additional reference (Chitrapu) relied on in Ground 3 fails to 

teach the additional limitations of dependent claims 4 and 8.  For example, dependent 

claim 4 recites:   

4. The first UE of claim 1 wherein the transmitter and the processor are 
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further configured to transmit the signal over the physical control 
channel when time synchronized and to transmit a signal over a random 
access channel when not time synchronized. 

As explained above, aspects of dependent claim 4 correspond to the disclosure 

in the ‘889 Patent of UEs in the CELL_ACTIVE state that automatically come out 

of the CELL_ACTIVE state when, for example, high downlink errors or low 

received signal strength indicates that the downlink is out-of-synchronization: 

Note that UEs in CELL_ACTIVE state have their transmitters 
active, therefore it is necessary for these UEs to monitor the status of 
the downlink and automatically come out of CELL_ACTIVE state if 
the downlink is deemed to be out-of-synchronization (for example, very 
high downlink errors or low received signal strength). This feature 
prevents UEs continuing to transmit in a state where the feedback 
channel may be unreliable and thus causing interference.  EX1001, 
7:38-45 (emphasis added). 

As explained in Section V(B), supra, the language of dependent claims 4 and 

8 requires that the first UE be configured to make a binary choice depending on 

whether or not the “time synchronized” condition is met.  When there is time 

synchronization, the UE must “transmit the signal over the physical control channel; 

and when there is not time synchronization, the UE must “transmit a signal over a 

random access channel.”  Among other requirements, this claim language requires 

that a connected UE that comes out of a “time synchronized” state (e.g., as evidenced 

by the presence of high downlink errors) transition from transmitting “the signal 

over the physical control channel” to transmitting “a signal over a random access 
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channel.”  The claim language is not met by such a connected UE that continues 

transmitting “the signal over the physical control channel” when there is “not time 

synchronization.”  As the Petition acknowledges, in the ‘889 Patent, the “UE leaves 

[the] connected state in response to losing time synchronization.”  Petition, 69 

(emphasis added). 

In Ground 3, the Petition relies on Chitrapu’s use of a random access 

procedure when a UE leaves the idle state and transitions to a connected state.  

Petition, 71 (emphasis).  Thus, rather than a UE leaving the “connected state in 

response to losing time synchronization” as taught in the ‘889 Patent, in the proposed 

combination a UE lacks synchronization simply because the UE is in an idle state.  

Lacking from Chitrapu (and Dateki) is any teaching of what happens when a UE in 

the connected state detects that it has lost synchronization (e.g., as evidenced by high 

downlink errors).  EX1001, 7:38-45 (emphasis added).  The language of dependent 

claim 4 requires that “the transmitter and the processor are further configured to 

transmit the signal over the physical control channel when time synchronized and to 

transmit a signal over a random access channel when not time synchronized.”  A 

mobile station in the connected state detecting a loss of synchronization (for example, 

as evidenced by high downlink errors) but nonetheless continuing to transmit “the 

signal over the physical control channel” despite the loss of synchronization, fails to 

meet the claim language, which requires that the mobile station “transmit a signal 
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over a random access channel when not time synchronized.”  EX2017, ¶130.   The 

Petition makes no effort to demonstrate that the combination of Chitrapu and Dateki 

teaches a mobile station in a connected state that, upon detection of a loss of 

synchronization based on, e.g., high downlink errors, transitions to “transmitting a 

signal over a random access channel,” as required by dependent claims 4 and 8.   For 

this reason, the Petition has failed to carry its burden with respect to Ground 3. 

X. CONCLUSION 

The Board should confirm the patentability of all of the Challenged Claims.  

Respectfully submitted, 

Dated: October 7, 2025  By: /Daniel H. Golub/  
Daniel H. Golub 
Registration No. 33,701 

Counsel for Patent Owner 
Intellectual Ventures II LLC
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