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19 Camera exposure determination

Camera exposure

Other chapters have explained image formation by a
lens and the response to light of various photosensors
such as film. After due consideration of subject
composition, perspective and sharpness, the photog-
rapher judges the best moment to make the exposure.
An optical image of appropriate intensity is trans-
mitted by the lens and reaches the photoplane for an
appropriate length of time. This camera exposure is
controlled by the combination of lens aperture (N)
and shutter speed (f). More generally, the photo-
graphic result of exposure (H) is the product of image
illuminance (E) and exposure duration (), so that

H = Et (1)

Determination of the optimum camera exposure is
important for any photographic situation in terms of
the resulting quality of the photographic image. Any
subject contains areas of different luminances giving
the overall subject luminance ratio (or range), so that
image capture in turn gives a range of exposures at
the photoplane, which on processing produces a range
of monochrome or colour densities or values that
form the image. With photographic materials, the
range of image densities produced is predicted by the

1

characteristic curve of the film, which depends op 4,
type of film and the development conditions ygeq
given the positioning of the range of log exposures o
the curve, which depends on camera exposure,

Apart from exposure duration, the components of
camera exposure are given by equation (13) i
Chapter 5, including subject luminance, lens aperture
and image magnification, with others such as lens
transmittance (including the necessary exposure fac-
tor for any filter used) and vignetting, both optical
and mechanical. Camera exposure may be determined
by practical trial, e.g. by an estimate based on
previous experience, followed by assessment of the
resultant image after processing, especially if usinga
self-developing material. However, scene measure-
ment using a lightmeter is preferable. Essentially this
may be done by measurement of the [uminance of
selected areas (zones) of the subject, which is the
resultant of the illuminance on the subject and is
reflectance. Allowance is then made for other factors
affecting camera exposure, including the effective
film speed, which depends on film type and treatment,
the chosen lens aperture or shutter speed, and any
filter factor. These are all known values.

The four principal variables determining camer

exposure are subject luminance, film speed, lens
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aperture and shutter speed. As shown in Figure 19.1,
for any particular camera exposure there is a range of
combinations of shutter speed and lens aperture
usable with a given film speed. The selection of a
suitable combination is a primary creative control in
photography and will be dictated by the subject itself
or the treatment required. For example, a moving
subject may require a certain mjnimum shutter speed
to give a sharp image. Alternatively, the focal length
of lens used or possible camera shake may also
dictate shutter speed as the important factor. In such
cases the aperture must be chosen to suit this
exposure duration. But for subjects requiring specific
depth of field or the optimum performance from a
lens, the choice of aperture is important and the
shutter speed is secondary. The ability to change the
illumination on the subject allows more choice of
both of these variables. The use of tungsten illumina-
tion or electronic flash allows such variations in

practice.

Optimum exposure criteria

Before considering methods of measuring subject
Juminance or illumination to estimate camera expo-
sure, it is useful to consider the criteria by which the
correctness of exposure is judged. For black-and-
white or colour negatives, judgement rests finally on
printing quality. So a correctly exposed negative is
defined as a negative that will give an excellent
print with least difficulty. Colour reversal material
will be considered later. The visual judgement of
black-and-white negative quality requires consider-
able experience due to related printing circum-
stances such as the print material used and the
illumination system of the enlarger, together with
personal preferences for the overall density level of
a negative. A long-standing empirical quality guide
Is that a correctly exposed and processed negative
made on pictorial film will usually have some detail
in the shadows (low-density regions) and the high-
lights (high-density regions) will just permit text to
be read through them if the negative is laid on a
page in good light. For images on line film the
correct exposure is judged from the appearance of
the low-density fine line detail, which should be
C°'?1P'elely transparent and sharp-edged, without any
filling-in, and the highlights should be totally
Opaque.

_Colour negatives are more difficult to judge
Visually because of the presence of coloured dye
masks. Again, the presence of shadow detail is a
L“«*Cflll clue, but these regions are heavily masked. A
‘OIOU( densitometer can provide a quantitative guide
10 optimum exposure. For example, with a red filter,
readings of 0.7-0.9, 1.15-1.35 and 1.10-1.30 in
regions of mid grey tone, highlight and diffuse
ighlight respectively can indicate correct exposure.
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Other quantitative criteria for optimum exposure of
negative materials relate to the systems used for
determining film speed. In the case of black-and-
white pictorial materials, the sensitivity may be
determined from the minimum exposure necessary o
give a density of 0.1 (above base + fog density),
which ‘pegs’ this density to the image detail of lowest
luminance, i.e. the deepest shadow for which detail is
to be recorded. In the case of colour-negative
material, this minimum density level may be 0.15 or
greater. With colour transparency materials, correct
exposure gives a result that retains details in the
highlights (low-density regions) so that there are no
totally blank (‘burnt-out’) areas. Note that even with
subjects having white highlight areas, the minimum
density above base + fog level, and the shape of the
characteristic curve, are such that a minimum density
value of some 0.2-0.3 is necessary to avoid the
highlight appearing as a ‘hole in the transparency .
Correct exposure locates the important highlights at
this point on the characteristic curve (which is also
used for speed determination).

Exposure latitude

From the characteristic curve of a material, the
separation on the log exposure axis between the
maximum and minimum useful density points is
termed the useful log exposure range. As stated
above, the subject luminance ratio to be recorded
determines the log exposure range given to the
material. This may be less than, equal to or greater
than the useful log exposure range the material can
accommodate, related to its intrinsic contrast proper-
ties and processing treatment. If the log exposure
range is less than the useful log exposure range of the
material, as may often be the case, then the exposure
latitude of the material is the factor by which the
minimum camera exposure necessary to give ade-
quate shadow detail in the case of negatives (or
highlight detail in the case of reversal materials) may
be multiplied, without corresponding loss of highlight
detail (or shadow detail) (see Figure 19.2). Detail
may be defined as discernible density differences in
adjacent tones corresponding to resolved regions of
the subject.

In the case of colour-negative materials, exposure
latitude also depends on use with an illuminant of
suitable colour temperature. For example, an excess
(or deficiency) of the blue component of the illumi-
nant will give the blue-record layer more (or less)
exposure relative to the green- and red-record layers,
and place the blue exposure range on a different
region of the characteristic curve relative to the other
two. This reduces exposure latitude, as any exposure
outside the region that is linear for all three emulsions
simultaneously will result in coloured highlights or
shadows.
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312 Camera exposure determination
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Figure 19.2 Latitude to over-exposure for negative
materials. The index, U, O, A and C markings of the Weston
Master exposure meter are shown relative to an average
subject luminance range. The exposure latitude K is a
multiple of the minimum useful exposure

The high contrast of colour reversal material,
typically equivalent to a gamma value of some 1.4,
causes a reduced exposure latitude, even with a
subject whose luminance range is 30:1 or less. The
lower inherent contrast of negative materials gives
more exposure latitude, and the ability to record
subjects of greater luminance range. Conventionally,
exposure latitude is expressed as tolerance in stops or
exposure values (EV) relative to the optimum expo-
sure. Colour reversal materials usually have a latitude
of £ 0.5EV or less, where + 1EV indicates a
permissible error of double or half the optimum
exposure. Note that natural vignetting across an
image field from a wide-angle lens may give an
illumination level that varies as much as this, so a
centre spot filter may be needed. Ideally, reversal
material should be exposed to within 0.3 EV of
optimum.

The DX film speed coding system used on 35 mm
film cassettes can input the metering system with film
exposure latitude value. Depending on film type, four
alternative ranges of + 0.5, +1, +2, -1 and +3, or

Table 19.1 Subject classification by luminance range or ratio

—1 EV may be used. The primary use g for ayy
exposure metering; for example, if the came :’.“atic
on aperture-priority mode, and the Overa]] S'E,Set
luminance is so high that the aperture chosen p, WOy
an exposure duration shorter than that availab]eqlfllres
the shutter speed range, then if the resultan orom
exposure does not exceed the latitude of the malev.e"
the shutter will be released; otherwise it could ben l,
to lock. b
Most colour-negative materials haye

exposure latitude of up to +3 EV (factor x§
exposure, and —1 EV (factor x0.5) to under-expogyre
and give acceptable prints. Because of the f,Xed'
development conditions of colour-negative Materjg|
and the non-scattering properties of the dye images
(so that print contrast is unaffected by the type of
illumination in the enlarger) most colour-print paper
materials are available in only one or two contrast
grades. Alteration of print contrast to suit particul
subjects or negatives is possible by the use of
contrast-altering silver masks. Black-and-white neg-
ative material has similar (or greater) exposure
latitude than colour-negative material, but with the
possibility of altering processing conditions to cope
with extremes of subject luminance ratio, plus a range
of paper grades for printing.

4 usefy]
) to over.

Subject luminance ratio

To assist exposure determination a subject can be
classified by its luminance ratio, or (incorrectly) the
‘subject luminance range’. This is numerically equal
to the product of the subject reflectance ratio and the
lighting ratio. For example, a subject whose lightest
and darkest zones have reflectances of 0.9 and 0.09
respectively, i.e. a reflectance ratio of 10:1, when
illuminated such that there is a lighting ratio of 5:1
between maximum and minimum illumination levels,
has a subject luminance range of (10 x 5):1, i.e. 50_31-
A high luminance ratio denotes a subject of high
contrast. Luminance ratios range from as low as 2:

Subject lumi e
lnl:lu){:;;a :‘:”jl;:’::;;‘” L“”_m',‘m“' .I:V Average luminance as Weston Master series Approximate exposure
. ratio range  percentage of illumination exposure meter index correction factor
Very high 2048:1 (2':1) 11
Yy hig <Uds:l (2™ 11
& +1 EV
High 512:1 2°:1) 9
el (27 14
+0.5 EV
Average 128:1 (27:1) 7
E A e 18
arrow 0
Low 32:1 (2%1) 5
32:1 (2 25
2 -0.5EV
Very low 8:1 (2:1) 3
J RRCE 41
A -1 EV
/

Ex.1040 / Page 4 of 27
TESLA, INC.



o 1000000:1 (10%1). Integration of individual
Juminance levels gives a value for the average
reflectance of a scene, which depends on the subject
Juminance ratio. Based upon appropriate scene meas-
grements, it is usually assumed that an average
outdoor subject has a luminance ratio of 128:1 or
27:1, corresponding to a seven-stop (or 7 EV) range.

As well as luminance ratio, the integrated lumi-
nance of all tones in a scene may be used for exposure
determination purposes. The value for an ‘average’
outdoor scene is taken to be some 12—18 per cent and
the range of colours also integrate to a mid-grey tone,
usually called ‘integration to grey’. Indoor studio
subjects may be closer to 18 per cent reflectance.
Neutral grey cards of 18 per cent reflectance are often
used as substitute ‘average’ subjects for exposure
determination using reflected light measurement. For
meter calibration purposes, a subject with a reflec-
tance ratio of 2048:1 (2'':1) has a mean reflectance of
some 11 per cent; with 8:1 (23:1) a reflectance of
some 40 per cent (see Table 19.1). If the exposure
meter is calibrated (as it usually is) for a mean
reflectance of 18 per cent, this could result in
exposure errors respectively of +80 per cent and —60
per cent. It is usually necessary with a subject matter
of excessively high or low contrast to apply a subject
correction factor.

If excessive, the subject luminance ratio may be
reduced by the use of additional illumination, such as
by fill-in flash or synchro-sunlight techniques. In
many cameras with automatic exposure metering, a
segmented photocell monitors the average luminance
and luminance ratio of zones in the scene, such as by
measuring the central area and the background
separately. Supplementary fill-in light from an inte-
gral flash unit (to reduce subject contrast) may be
provided automatically over a limited range of flash-
to-subject distances. The required amount of flash is
monitored by off-the-film measurement.

Development variations

For a given set of processing conditions, variation in
development time can be used to control the contrast
of black-and-white negatives, as measured by the
negative density range corresponding to the log
exposure range. A change in development time alters
density range (contrast) of a negative, whqr;as a
change in camera exposure determines the position of
the density range on the characteristic curve. The
effects of exposure and development are summarized
by the graphs in Figure 19.3. By giving normal,
reduced or increased development and exposure in
various combinations, some nine varieties of negative
are possible. Not all of these have ideal printing
characteristics, of course: some cannot adequately be
matched to the available grades of printing paper. and
others do not have a suitable overall density level.

313
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For example, an under-exposed and under-devel-
oped negative is of low average density and low
density range, and requires a hard grade of paper
(which has a low exposure latitude and emphasizes
graininess). Also, areas of low density show marks
and scuffs to a greater extent than areas of higher
density. On the other hand, an over-exposed, over-
developed negative is grainy, and requires a long
printing exposure on a soft grade of paper, which
does not in general record shadows and highlights
well owing to the shape of its characteristic curve.
Variation in development time changes effective film
speed, too; in particular, prolonged development
results in a higher effective exposure index for the
material, producing what amounts to an over-exposed
result if the exposure was based on a normal speed
rating. Reduced development, however, can match
the useful log exposure range of a material to a high
subject log luminance range, to yield a negative of
density range printable on a normal grade of paper. A
side effect of under-development is a loss of effective
film speed, so the material must have its camera
exposure adjusted accordingly. This technique of
increased exposure (or down-rating of speed) and
reduced development to deal with high-contrast
scenes works best with materials of nominal speed
ISO 400.

The possibilities of individual development of
exposed material to suit scenes whose luminance
ratios have been measured using a spot metering
system, form the basis of the Zone System of exposure
determination.

Colour-negative material cannot be treated in this
way, but colour-reversal film may have its effective
exposure index varied, (usually increased) by altera-
tion of first development time, contrast is also
affected, though the exact nature of the variation
depends on the material.

Exposure determination

Early experience of development by inspection led to
an empirical rule of exposure: ‘expose for the
shadows and develop for the highlights’. At a later
stage, development by time-and-temperature meth-
ods, and use of printing paper with a variety of
contrast grades, meant subjects could be exposed and
negatives processed to a similar contrast to give
acceptable prints. So the rule was modified to ‘expose
for the shadows and let the highlights take care of
themselves’, and this advice is still useful for black-
and-white negatives.

Colour negatives can be exposed for shadow detail,
but the minimum exposure should locate shadows on
the linear portion of the characteristic curves and not
on the toe regions. This gives correct reproduction of
tone and colour. Provided the highlights are also on
the linear portion, tone and colour reproduction are
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Figure 19.3  Summary of the effects of exposure and development variations on negative density range and density values.
(a) Under-exposure and prolonged development. (b) Correct exposure and prolonged development. (c) Over-exposure and
prolonged development. (d) Under-exposure and normal development. (e) Correct exposure and normal development. )
(f) Over-exposure and normal development. (g) Under-exposure and curtailed development. (h) Correct exposure and curtailed
development. (i) Over-exposure and curtailed development. Key: A, normal subject log luminance range; d, negative density
range, to print on normal grade paper; B, low subject log luminance range; C, high subject log luminance range

acceptable throughout the range of densities. A colour
print cannot reproduce the large tone range shown in
a black-and-white print, as tonal distortions accept-
able in the latter are unacceptable in colour prints due
to the colour-balance errors in the deepest shadows,
and the low tolerance of most viewers to such
‘skewed’ colour balance. Such local colour imbal-
ances are not correctable at the printing stage, as
corrective filtration is only effective for overall
colour casts.

With reversal materials, the method of camera
exposure determination by measurement of both
shadow and highlight luminances is equally valid, the
shadows and highlights being suitably located on the
characteristic curve. This time the highlights are
recorded as low densities, as described above. So it is
best to base exposure on subject highlights, and let
the shadows ‘take care of themselves’. This arrange-

ment works for most subjects, but for high-key
subjects (i.e. with no important dark areas), exposure
is best increased by +% to +1 EV to avoid a ‘washed-
out’ appearance. Likewise, a low-key subject (ie.
with minimal highlight detail) needs a reduction in
exposure of -/ to -1 EV.

It may not be convenient or easy to measure
directly the highlight luminance of a subject, but an
incident—]ight measurement gives a good approxllma'
tion, since the highlights of most subjects are white or
near-white, with a hi gh reflectance, so an illumination
measurement is similar to a highlight luminance
measurement.

An artificial highlight may be provided in a scene
for easy measurement of reflectance by making the
exposure measurement on a matt white card. If the
assumed reflectance of this is 90 per cent, i.e. 5 times
more than an assumed average scene reflectance of

Ex.1040 / Page 6 of 27
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18 per cent, and the meter used is calibrated in the
normal way, for 18 per cent reflectance, the indicated
exposure should be multiplied by 5 to provide correct
exposure. The artificial highlight method is useful in
copying work, and is particularly worthwhile when
colour slides are being exposed of subjects with
unusual reflectance properties (snow scene, dark
forest glades).

Practical exposure tests

If the material has no film speed rating, optimum
exposure can be determined by practical tests, as for
materials intended for copying, photolithography and
similar tasks. The instruction sheet supplied with the
material may suggest starting points for exposure
level with particular illuminants, filters, development
and subjects. Such techniques are suited to the studio
and photographic laboratory, as processing and evalu-
ation are carried out immediately after exposure.
When using a large-format studio camera, for exam-
ple, the dark-slide of the filmholder may be pro-
gressively inserted to allow a doubling sequence of
timed exposures to be given. Thus a sequence of 1, 2,
4, 8 and 16 seconds exposure is given by consecutive
additive exposures of 1, 1, 2, 4 and 8 seconds
respectively. The camera must remain stationary
during the tests, of course. For small- and medium-
format cameras a similar test series is given by
exposing a sequence of individual frames. Either the
shutter speed can be varied while the aperture is held
constant or vice versa. Of these choices, the shutter-
speed variation gives a constant image luminance but
may cause reciprocity-failure effects, and the depth of
field is constant. If aperture variation is used, two
series of exposures should be made, one with
increasing and one with decreasing aperture size. This
is because many iris diaphragm systems have up to 2
quarter of a stop backlash. Aperture variation 1s
mandatory if flash illumination is being used.

Many cameras with integral power-wind offer an
‘automatic bracketing’ feature in some automatic
exposure modes, so that on setting a choice of up t_o
+3EV in XEV increments, a range of exposures IS
given with exposure variations to bracket the expo-
sure in cases of doubt or where the necessity fpr a
good result overrides the cost of the film. Either
shutter speed or aperture may be varied in such a
series,

The use of self-developing materials, usually
known as a ‘Polaroid test’, with material Of(fl I_(nown
exposure index, gives a means of determining or
verifying exposure, and may be used on location. A
suitable back is used on the camera, and the results
€Xamined after exposure. Differences 1n exposure
indexes between the self-developing film angi e
(colour) material can be allowed for by simple
calculation or the use of a neutral density filter.

Camera exposure determination 315

Composition. positioning of subject and props, light-
ing balance and the presence of any undesirable
reflections may also be checked.

Light measurement

Optimum exposure may be determined by measure-
ment of the luminance of the subject (or zones of it),
or, alternatively, by measuring the illumination on the
subject (incident light), followed by location of
the log luminance ratio in a suitable position on the
characteristic curve of the material. Ideally, the
luminance ratio itself should be determined; but this
requires experience in locating suitable zones, and is
by no means easy to measure accurately. This method
is usually too complicated for everyday use. Simpler
methods are preferred in practice, even though they
may, in theory, be less accurate.

Measurement of luminance of darkest
shadow

This method locates this tone at a fixed point on the
toe of the characteristic curve, giving the correct
density to the deepest shadow that is to be recorded.
Practical difficulties include the necessary metering
sensitivity, the effects of flare light on measurements
and the effect of highlights in the field of view of the
meter. Some meters have an indicator for this
measurement; for example, Weston exposure meters
had a ‘U’ mark which was set to the darkest-shadow
reading.

Measurement of luminance of lightest
highlight

This locates the highlight at a fixed point with the
highlight detail and other tones as differing densities.
Shadow detail is usually adequately recorded, but a
subject of average contrast may receive more expo-
sure than necessary. The original Weston exposure
meter had an ‘O’ setting for this method; otherwise
with other meters the indicated exposure should be
divided by 5. This method is similar to the arrificial
highlight method, which works well for colour-slide
material. Note that when using this method, measure-
ments must not be made on specular highlights.

Measurement of a key tone

A subject zone of intermediate luminance, i.e. a mid-
tone, is selected and located at a fixed point on the
characteristic curve. Typically an exposure 10 to 16
times more than that for the shadow or speed point is
siven. This key tone may be a Caucasian flesh tone
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(about 25 per cent reflectance). Control of scene
illumination allows the shadows and highlights to be
suitably located too. A substitution method may also
be used: a medium grey card (18 per cent reflectance)
is held so as to receive the same illumination as the
subject it is replacing. The light meter is used close up
so that the card fills the acceptance angle of the
photocell. The ‘arrow’ setting of the original Weston
meter was calibrated for such a mid-tone, as are most
metering systems.

Cameras with automatic exposure control may
offer an ‘exposure memory lock’ feature to allow the
metering system to measure and set an exposure for a
key or substitute tone, after which the picture is
recomposed and the stored exposure given. This
memory may be self-cancelling after exposure, or
may require manual cancellation.

Measurement of total scene luminance

This ‘integration” method accepts all the light flux
from the chosen area of the subject to be photo-
graphed. Such a reflected light measurement is widely
used, as it is simple to carry out and requires little
selective judgement. It is used in hand-held meters, in
flash meters and for in-camera metering systems for
both ambient and flash illumination. Its high success
rate is largely because the useful log exposure range
of negative materials is greater than the log lumi-
nance range of the average subject.

A correction is usually necessary to the indicated
values of exposure settings for subjects of very high
or very low contrast, or for a subject of non-typical
tone distribution, such as a high-key or low-key
subject. Typical corrections necessary are a doubling
of indicated exposure for high-contrast or high-key
subject matter, and a halving of indicated exposure
for low-contrast or low-key subject matter. The
original Weston exposure meter had two exposure
index marks denoted ‘C” and ‘A’ to cope with high-
and low-contrast (or high- and low-key) subjects.
These settings give corrective alterations of +1 EV
and -1 EV respectively.

Most cameras with an automatic-exposure mode
have an associated exposure compensation control
which offers manually-set increases or decreases of
up to £3EV or more in increments of % or 4EV to
cope with atypical subjects or luminance
distributions.

Measurement of incident light

The incident light method measures the light inci-
dent on the subject rather than the light reflected
from it. It is an easy measurement to make with a
hand-held light meter, but is not suitable for an in-
camera melering system. It positions the highlights

(rather than the mid-tones) on the characterisl'
curve, and is thus particularly suitable for use Wi[';
colour-reversal materials. No information i give
with regard to the shadows, and exposure cOne:
tions may have to be made if the subject jg v,

dark or back-lit. e

Exposure meter calibration

A hand-held light meter, commonly called an expo-
sure meter, may be used to measure either subject
luminance or subject illumination. It is a form of
photometer not dissimilar to those used by lighting
engineers, with its light value readings convertiple
into camera exposure settings. The usual form of
meter calibration and its relationship to subject,
camera and film speed parameters are shown ip
Figure 19.4, where a reflected light reading is being
taken.

Consider a small off-axis area of the subject of
luminance L that is imaged in the focal plane of the
camera with image illuminance Eg. The values of L
and Ey are related by equation (16) in Chapter 5, so
that if the lens has a transmittance 7, and Jf-number N,
and the region is at an angle 6 from the optical
axis,

LaT cos* 0
Ep = g, )

Equation (2) may be rewritten as

L
EF_q_'

= ©)

where ¢ is a constant derived from known (or
assumed) values of the quantities above.

So from equation (1), the exposure Hy. at the focal
plane is given by

qLt

Hg )

Hp: can be replaced by a sensitometrically determined
speed number S for the film used where
H
el )
H,

where Hg is a constant and H,, is the speed point o
minimum useful exposure. Now,

HF = ka (6)

where & is constant and a multiple of H,, therefore.
kH

Hp = oin 7
S
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Light
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Ep = LaT cos® 0
4n?

lfigurc 19.4 The calibration of a light meter. The subject (1) is illu
film plane (4). The camera has a shutter speed setting dial (5) and fi

measured by a light meter (7). The film speed and exposure are related b f th
d from the value H,, and the exposure meter indicated an exposure

values are referred to in the text.) Film speed is determine
corresponding to Hy.

So, by substituting for Hp in equation (4) and
fCarranging, we have

g.& kHoN?
qLS

Clmosing a new constant K, usually called the
calibration constant for luminance, gives

(8)

A = ©

¥
el \ N, t \\\
t
5

|
|
|
|
|
|

H He log H
(H=Er)
minated by light (2) and imaged by the lens (3) onto the

Im speed setting control (6). The luminance of the scene is
y the characteristic curve (8) of the film. (The other

Similarly, for an incident light reading when the
illuminance Es of the subject is measured,

EstS
c=— (10)
N-

where C is the calibration constant for illuminance.
The calibration procedures are detailed in a number
of national and international standards such as those
formerly published by ANSI. BS, DIN and currently

by ISO.
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318 Camera exposure determination

For black-and-white materials, the exposure for a
mid-tone of some 18 per cent reflectance is located at
approximately 16 times that required for the speed
point, to distribute the subject tones along the
characteristic curve. The value of k in equation (6)
would be 16 in this case. Typical values of the
constants K and C for a mid-grey (18 per cent) tone
are 3.33 and 20.83 respectively; more precise values
may be given in the instruction manual for a
particular exposure meter. For a subject of 18 per cent
reflectance L = 0.18Es. From equations (9) and (10),
t is proportional to N2, so that

t N,?
=L (11)

15) N>~

Given an appropriate film speed and scene lumi-
nance or illumination value, the calculator dials of an
exposure meter will solve equation (11) for a wide
range of equivalent pairs of shutter speed (r) and lens
aperture (N). The pair most appropriate to subject
treatment may then be chosen, e.g. either to provide
sufficient depth of field or to stop action. A digital
readout on an LCD screen can give a comprehensive
display of exposure data.

For various forms of in-camera metering, if shutter
speed or aperture is pre-selected then the appropriate
value of the remaining variable will be given. If
program exposure mode is set, a combination of both
tand N will be set. This mode of use is best explained
in terms of exposure values.

Exposure values

The term exposure value (EV) must not be confused
with light value (LV), which is simply a number on an
arbitrary scale on an exposure meter as a measure of
subject luminance or illuminance. The exposure value
(EV) system originated in Germany in the 1950s and
was intended as an easily mastered substitute for the
shutter speed/aperture combination, giving a single
small number instead of two (one of which was
fractional). The EV system is based on a geometric
progression of common ratio 2, and is thus related to
the doubling sequence of shutter and aperture scales.
The relationship used is

2V = — (12)

Taking logarithms and rearranging

I N?
EV = ( ) log (—) (13)
log 2 t

or

N2
EV = 3.32log | — (14

For example, a combination of 1/125 second g
111, from equation (14), gives an EV of 14, Similarly
all exposures equivalent to this pair will give ap E\}
of 14. Some cameras made in the 1950s and 19605
have shutter speed and aperture setting conrol
linked together and to an EV scale, but this featyre is
now rare.

Although no longer used for such purposes, the
idea of the EV scale is useful in exposure measyre.
ment practice, remembering that an increment of | i,
the EV scale indicates a factor of 2 in exposure, A
primary use is to give a quantitative measure of the
sensitivity of a metering system by quoting the
minimum EV that can be measured for a film speed
of ISO 100. For example, a hand-held exposure meter
using a silicon cell has a typical measuring sensitivity
of between EV -2 and EV -8, with a range of 16EV.
A sensitivity of EV -2 can allow metering in
moonlight. The use of various attachments such as
spot meter arrangements or fibre-optic probes reduce
the sensitivity considerably; a high initial value is
therefore needed for meters intended for such
accessories.

In-camera meters are limited in their sensitivity by
the light losses involved in their optical systems, and
by the maximum aperture of the lens for full-aperture
TTL metering. For comparisons this aperture must be
quoted: for an f/1.4 lens a sensitivity of EV 1 at ISO
100 is typical. The operating limit of an in-camera
autofocus system is quoted similarly. Another use of
the EV system is the EV graph (Figure 19.5), where
the scales on the rectangular axes are shutter speed
and aperture. A series of diagonal lines connecting
pairs of values of equivalent exposures represent the
EV numbers. These EV loci may be extended to an
adjacent graph of film speed and subject luminance.
On such a graph it is possible to show the behaviour
of a particular camera, for example in terms of the
envelope of performance with the range of settings
available. Additionally in the case of an automatic
camera the different exposure modes and forms of
programmed exposure can be compared.

Finally, EV ‘plus’ and ‘minus’ scales are com-
monly used on the exposure compensation and auto-
bracketing controls of automatic cameras, and t0
.indicate filter factors and exposure compensation for
interchangeable focusing screens.

Incident light measurements

Measurements of scene reflectance or luminance are
not always ideal, as some subjects have either a non-
typical tone distribution, or extremes of luminance, Of
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Figure 19.5 Exposure value (EV). Relationship between scene luminance and ﬁlm.spf.:ed can be cx‘pressed in.lcrms of an
exposure value which is a combination of aperture and shutter speed. The rectangle indicates the typical operating range of a

camera fitted with an f/2 lens

both. Assuming that for an average scene both
incident- and reflected-light measurements gIve the
same correct camera exposure, then equations (9) and
(10) are equal, so that

& _K (15)

Eg C

But as L = RE, then

R = 5 (16)
&

Subject reflectance is thus assumed to be equal to the
ratio of the exposure constants K and C. For example,
a4 meter may be calibrated for a midtone SO that K =
3.64 and C = 25.6, so that R is approximately 0.14 or
14 per cent, Other values such as the 18 per cent
reflectance of a neutral grey test card are used as a

substitute ‘average subject’. The reasoning for use of
an incident light reading of subject illuminance Eg is
that by definition no subject can have a reflectance
greater than 1.0, and exposure may be adjusted so that
the brightest highlight renders an acceptable max-
imum or minimum density in a negative or transpar-
ency respectively. But since in equation (10) the
illumination Eg is not precisely defined as to source
size or direction, the light meter must integrate the
incident light over a large acceptance angle to
account for all contributing sources. For this purpose
a translucent diffuser is placed over the photocell for
incident light readings. The diffuser also reduces the
response of the photocell, and different transmittance
values or masks may be used to limit the reading with
intense light sources such as studio flash units.

The diffuser may be flat or dome-shaped to give
different forms of response. For a flat diffuser, if the
angle between the normal to the photocell surface and
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Figure 19.6 Techniques of incident light metering. (a) Flat
diffuser Duplex method: C, camera; S, subject; L, brightest
source: D, diffuser. (b) Flat diffuser and measurement of
lighting ratio: (c) Domed diffuser taking a single reading.
(d) Invercone diffuser includes backlighting

a ray of light from the primary illuminant is denoted
by 6, then the response (r) is given by

r = k, cos a7
and of a hemispherical diffuser by
ky (1 + cos 0
b ( ) (18)

i
2
From the mathematical forms of equations (17) and
(18) the flat and dome diffusers are said to have
cosine response and cardioid response respectively.
The constants k, and k, are not necessarily identical
and may be the value of r when 6 is zero.

The flat cosine receptor is directional ang
sary when illuminance measurements are to beneces_
taking into account Lambert’s Cosine Law, H(,wmade
when a flat diffuser is used for making measyre e
of illuminance for a photographic exposure, the r:]ems
is pointed in turn at the camera position frop ?;r
subject, then at the brightest source of illumingg,"
from the subject (Figure 19.6). The log arithm;?n
mean of the two readings is then taken. This avemulC
is the mid-point of the readings on the (logarithmicci
scale of the meter. This technique is called the Dypj,,
method. Alternative methods include either pointi,
the meter towards the camera, or, pointing midwa;
between the camera and a single illuminant, or taking
averages of readings towards the camera and each
illuminant in turn.

The lighting ratio, based upon the measurement a
the subject with the meter pointed at each illuminan
in turn, requires the much more directional response
of a flat diffuser. For this reason many flash exposure
meters are fitted with a flat diffuser. When an
exposure meter is converted for use as a photometer
to measure illuminance on a surface, again a flat
diffuser is essential.

A more convenient method of incident-light meter-
ing is to use a diffuser of hemispherical shape; in this
case the meter is simply directed from the subject
towards the camera position for a single measure-
ment. Its shape effectively presents a surface that is
equally oriented in all directions relative to the
subject—camera axis and its projected area relative to
a beam of light at any angle of incidence is the
same.

The compact invercone design of diffuser as used
on the Weston series of exposure meters was a
truncated hemisphere with an inverted cone inside it.
It overhung the meter body and picked up any
significant backlighting on the subject. The term
‘invercone’ is often generally applied to diffusers for

meters.

Exposure meters in practice

The photocell

Although the majority of cameras now have some
form of in-camera exposure determination system,
the hand-held light meter or photometer, usually
called an exposure meter, is still widely used. It can
be used with cameras that do not have their own
metering system; as a check on in-camera systems or
for difficult subjects or extremely low-light condi-
tions; for incident-light measurement; and as the basis
of a system of specialized accessories for a range of
light measurement tasks. It also has a role in the
measurement of ambient light and electronic flash

illumination.
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Figure 19.7 Block diagram of the principal components and features of an exposure meter. Ambient light, flash and colour
temperature may all be measured. OA, optical attachments; DF, diffusers; BF, baffle; F, filter; B, battery; BC, battery check; D,
display; P,, P,, P3, photocells; CT, colour temperature; E; spectral illumination

An exposure meter consists basically of a light-
sensitive electronic device, some means of limiting its
acceptance angle, an on—off switch and a range-
change switch, a power source (as necessary), a scale
in light values, a set of calculator dials or readout of
exposure data, and a diffuser for incident-light
readings (see Figure 19.7). A variety of types of
photocell are in use, including selenium ‘barrier-

layer’ photovoltaic cells, cadmium sulphide (CdS)
photoresistors, and silicon photodiodes (SPD). Their
relevant properties are listed in Table 19.2; suitable
circuitry is described in Chapter 9. The spectral
sensitivity of the various types differs markedly (see
Figure 19.8). The CdS and SPD types have high
infrared sensitivity. The SPD is usually encapsulated
with a blue filter to absorb IR to reduce this

Table 19,2 Properties of photocells used in exposure determination systems

Photocell type Se cdS SPD
Battery needed No Yes ¥es
Amplifier needed No No F;s{
i};ecd of response Slow i]ow Nos
emory effects Eventually es : ( :
LC"\IHVily Low I};/[edlum to high l;é%h to very high
inear re ; ximatel oor s
Spcumllk‘\ponse I .;XA[‘Jpl'Ees eve d Red bias Needs blue filter
Size WAl setiiinty L A X Small Small
Range change device needed Yz:gL e ) Np :
Electricy] property Photovoltaic Photoconductor or photoresistor l;{l?ollovolmlc
Cost of unj Medium Low 1501
———
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Figure 19.8 Spectral sensitivity of photocells. The graphs
of relative spectral sensitivity against wavelength show the
approximate spectral response or sensitivity of different
photocells used in exposure metering systems. A, Visual
spectral sensitivity and a filtered selenium cell. B, CdS
photoresistor. C, Silicon photodiode (SPD) fitted with a blue
filter (‘silicon blue’ cell). D, Gallium arsenide phosphide
photodiode (GPD)

sensitivity and is referred to as a ‘silicon blue’ cell. A
selenium cell is also usually filtered to match its
spectral response to that of the standard CIE photopic
visual response curve.

The response of the selenium cell to light is
dependent upon cell area, limiting sensitivity unless
the cell area is large. A plug-in booster cell can
increase sensitivity by some 2 EV. The Weston series
of exposure meters used a hinged perfprgted baffle
arrangement over the large photocell to limit response
at medium to high light levels. For low light levels the
baffle was swung back to uncover the full cell area for
greater response. This action also changed the light-
value scale from high to low range. '

A CdS photocell meter may have a resistor
network to change its response range; alternatively it
may use a neutral-density filter or a small aperture in
front of the cell. The SPD gives a near-linear response
over a range of some 15-20 EV and does not require
a range changeover switch. Its response 1s unaffected
by its previous exposure to light, unlike the CdS

pholocell.

Acceptance angle

Both the CdS and SPD photocells are small devices
with a response that is independent of cell area; but
require special optical arrangements when used in
exposure meLers. All photocells are non-imaging
devices, which mlcgratc the incident light flux. The
response is restricted to the subject area covered by
the camera lens, or a smaller area. Alternative
techniques of integrated, small-area and spot readings

are used.

Traditionally, the selenium cell meter was limited
to have an acceptance angle of some 50 degrees,
corresponding to the field of view of the standard
lens of a camera format, but with a much more
rectangular aspect ratio, to reduce the effect of a
bright sky area. The removal of the baffle increases
the acceptance angle to some 75 degrees, to assist
sensitivity. The acceptance angle is determined by a
field angle limiter of honeycomb grid type, or by a
refraction type using a transparent lenticular screen
with a grid in front of the selenium cell. The much
smaller CdS and SPD cells may simply be located
at the bottom of a cylindrical black-lined well or
have a positive lens bonded to the receptor surface.
These arrangements give acceptance angles of some
30 degrees, allowing more selective readings of
zones of the subject area. A small viewfinder may
help to aim the meter cell at the desired area.
Accessory devices may reduce this angle even
further to 15 degrees or even 7 degrees, with a
reduction in sensitivity due to light losses in the
optical system used. The spot meter Or exposure
photometer is a specialist meter of acceptance angle
1 degree or less (see below). Such spot metering is
often available in SLR cameras as one of two or
three alternative means of selective image
measurement.

Optical attachments

An exposure meter is the basis of a ‘system’ of
accessories and attachments for conversion to alter-
native measurements or purposes. The use of accep-
tance-angle reducing devices and viewfinders has
been described above. Other devices may allow
small-area readings of incident light to be made in
the plane of the projected image on the easel of an
enlarger or at the copyboard of a copying set-up.
These enlarging and repro attachments may incor-
porate a diffuser and a plastic or fibre-optics light
guide to enable the meter to be used flat upon the
easel or copyboard. The enlarging attachment is
used for techniques of printing exposure determina-
tion by comparative image photometry using a
calllbration obtained from an ‘excellent’” black-and-
white print made by trial-and-error methods. Other
accessories may include a small dome diffuser on a
rod and flying lead to permit readings from within
a table-top set-up or an eyepiece adapter for attach-
ment to the viewfinder of a camera to monitor the
screen image. A flexible fibre-optics probe attached
to the photocell may act as an angle limiter or allow
ground-glass screen measurements to be made. The
meter then requires an additional calibration mark to
allow for the effect of the transmission of the screen
(or a comparative method may be used). A micro-
scope attachment allows the meter to be fixed to the
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eyepiece end of a microscope tube with the eyepiece
lens removed, so as to measure the luminance of the
intermediate aerial image from the objective lens
and indicate exposure time by comparative image
photometry from known exposure parameters. An
accessory photocell probe on a flying lead can be
inserted via a special dark-slide into the focal plane
of a large-format camera and make small-area
readings in the plane of the focused optical image.
This could be considered as possibly the ideal
metering arrangement. Other attachments may con-
vert the meter into a colour-temperature meter, for
measurement of electronic flash, or with a reduced
acceptance angle, as a spot meter.

Most meters no longer use a moving-coil arrange-
ment to move a pointer over a light value scale.
Instead, solid-state devices give a digital read-out,
and a LED or LCD panel gives the values, operational
status and mode of the meter. The meter may also
have a flash-metering mode, offering the same range
of incident and reflected light readings and use of
most of the accessories. Some exposure meters may
also be used in a photometer mode where the light
values are converted into luminance or illuminance
readings in SI units. Alternatively, digital light meters
may give a direct digital readout of the values in
various chosen units.

Table 19.3 Photometric units and camera exposur

illuminance related to exposure value (EV) for camera exposure de

Camera exposure determination 323

Photometry units

The SI unit of luminance is the candela per square
metre (cdm2), formerly called the nir. The SI unit of
illuminance is the lux (Ix), which represents an
illuminance of 1 lumen per square metre. These units
and their use in photometry are discussed in Chapters
3 and 5. Most meters that are adapted for incident-
light measurements can be used for direct measure-
ments of illuminance, using conversion tables, often
supplied with the meter. Table 19.3 shows the
relationships between EV numbers (for 1SO 100) and
illuminance values in luxes. Also shown is the
relationship between EV numbers and luminance in
candelas per square metre, as measured by a reflec-
ted-light meter. The relation between luminance and
illuminance is that a perfectly diffuse reflector
illuminated by 1 candela per square metre has an
illuminance of 1 lux, so that for the same EV reading,
luminance (cdm™2) = 1/z x illuminance (Ix).
Unfortunately, the situation is complicated by a
number of units left over from the obsolete FPS and
CGS systems. These can be found in descriptions of
lighting units and in the instruction booklets for older
types of exposure meter. As conversion tables for
these units are becoming scarce, they are included in
Table 19.3. The foot-lambert (ftL) is still often

e. Approximate corresponding values of various units of luminance and

termination with a film of speed ISO 100

Subject luminance (brighmess)

Illuminance (illumination on subject)

EV (for cdm™ stilb apostilb cd fr?  lambert foot-lambert quJ phot , Im fr? EV (f(;r
100 150) (nit) e Im nt- (L) (ftL) Imm=  Imcm 100 ISO
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encountered in connection with screen luminance of a
projected image. The stilb (sb) was (and still is) used
for the luminance of light sources and the apostilb
(asb) for the luminance of non-self-luminous sources.
It will be noticed from Table 19.3 that the apostilb is
numerically equal to the lux; but it is a unit of
luminance, not illuminance.

Spot meters

A photometer or exposure meter with an acceptance
angle of 1 degree or less is usually referred to as a
spot meter. Its applications are for precise measure-
ment of the luminance of small areas of a large
subject, for example when a long-focus lens is to be
used, or if the subject matter is inaccessible or if the
area of interest is itself small. A complex optical
system is needed. Such a meter will typically show a
field of view of some 5-20 degrees horizontally, in a
viewfinder with focusing capabilities. The much
smaller measuring spot area is shown in the field
together with a light value scale which may be in
digital form. A measuring accuracy of £ 0.1EV is
possible. The classic design of visual spot photometer
used a Kepler telescope configuration and a split cube
carrying a ‘spot mirror’ to image an internal reference
light source in the measurement area. The spot was
matched to the subject tone by attenuation using
sliding density wedges (Figure 19.9). The principle
was essentially that of the Bunsen grease-spot
photometer. Two calibration indices were provided
for use of either highlight or shadow readings of
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Figure 19.9 Spotmeters. (a) Visual: M, spot mirror; W,
optical density wedge; S, reference source. (b) Photo electric:
P, photocell; K, aperture mirror or beamsplitter

<=

luminance. The image was inverted (a minor incon
venience) and could be focused for close distances X

Modern designs use an SPD, with a pentaprism‘{o
give an upright, unreversed image in the viewfinde
A flare-free arrangement uses an aperture mirror.
containing a small aperture in front of the photoce].
this avoids the necessity for a beamsplitter which
could otherwise affect the polarization of the emer.
gent light. Most instruments are calibrated for a mig-
grey tone, but shadow and highlight readings may
also be used as well as an averaging arrangement. A
digital display gives comprehensive summaries of
relevant exposures for various camera modes, scene
luminance range and other data. Several separate
readings may be stored, displayed on recall and
averaged as required. Both ambient-light and flash-
metering modes are available, but incident-light
readings are not possible.

SLR cameras with TTL metering systems may
offer the alternative of a true spot mode reading. The
acceptance angle of the spot field varies with the
focal length of the camera lens in use, and with long-
focus lenses this can be very small. A number of spot
readings may be taken in the subject area, stored,
averaged and the calculated exposure then given
automatically by the camera in the appropriate
exposure mode. This form of TTL metering should
not be confused with small-area readings, where an
acceptance angle of some 520 degrees is used (5-10
per cent of the viewfinder area), and calibration is for
a mid-tone.

In-camera metering systems

Automatic exposure

A light metering system built into a camera body is
directly coupled to the camera controls either for
manual operation and setting or for use of one of
several alternative automatic exposure (AE) modes.
The necessary photocell(s) may be located in various
positions, requiring different optical systems for ei}Ch
variant. Non-SLR cameras usually have the metering
system located to read directly from the subject,
possibly with a choice of reflected- or incident-light
measurements. A selenium photocell may be placed
as an annulus round the lens, using lenticular baffles
to determine the acceptance angle.

The more compact CdS or SPD cells can be placed
behind an aperture fitted with a small lens located
either on the camera body or near the camera lens.
The latter is preferable, as such positioning makes It
possible to compensate for the effects of lens
attachments such as filters. Metering sensitivity 15
high as light losses are low compared with TTL
metering. A frame line in the viewfinder may indicate
the measurement area. To provide simple allowance

for film speed, a metal plate with a series of graded
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Figure 19.10 A photocell on a probe inserted into a large format camera to taki

agenures, or a tapered slit, is located in front of the
gogioclell and is linked to the film spged setting
th Tol, using a change in the incident light, rather
an electronic circuitry to provide variation of the
cell output.
theTi]w - e s e, advantages in that only
and MHiged area is used, regardless of the lens fitted,
for bc?lmpensmlo“. of exposure is usually automatic
lionse {ows extension and optical attachments. Excep-
filters include infrared and linear type polarizing
lansluch exposure compensation is particularly impor-
f-num"[v,hen zoom lenses are being used, as the
such er usually changes as focal length 1s altered. In
ima cases some means of constantly monitoring
€¢ illuminance is essential.

Camera exposure determination 325

e small area readings at the photoplane

The best location for a photocell is in the true
photoplane of the camera, as realized in some
insertable metering systems for large-format cameras
(Figure 19.10), but an equivalent focal plane can be
used instead. Full details of photocell locations and
optics are given in Chapter 9. Such TTL systems are
normally limited to simple measurements of subject
Juminance, and the uncertainties of exposure determi-
nation with non-average scenes using a simple
integrated measurement led to the use of alternative
sensitivity patterns for meters, also described in
Chapter 9, to improve the proportion of acceptable
exposures. The usual patterns are those of approx-
imate full-area integration with central bias, of centre-
weighted measurement (possibly with directional
bias) and of small-area measurement. More
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sophisticated systems may use true spot melcring of
very small areas, or zone measurements by multiple
zone or segmented photocells to provide scene
categorization information (matrix metering). A
desired sensitivity pattern is obtained by positioning
the planar photocell behind spherical or aspherical
lenses, or by use of patterned Fresnel mirrors. Pairs of
photocells with overlapping fields of view may also
be used.

A particularly accurate form of TTL metering is that
of off-the-film (OTF) metering, in which image
luminance measurements are made using the light
reflected from patterned shutter blinds or from the film
surface itself during exposure; off-the-film monitoring
is possible even with rapidly fluctuating light levels.
For short exposure times, the patterned shutter blind
simulates average image luminance over the obscured
area of the film gate during travel of the slit. Flash
metering uses the open gate full frame area.

In-camera metering is normally used in semi-
automatic or automatic mode. In the former, either
shutter speed or aperture or both together are varied
manually, until a readout indicates that correct
exposure has been set. The camera can be used to
scan and sample the scene in chosen areas, and a
modified exposure given as judged necessary. Auto-
matic exposure offers a choice of shutter priority,
aperture priority and various program modes. Addi-
tionally, metering pattern may be altered, an exposure
compensation control may be used or an exposure
memory lock employed to improve the proportion of
acceptable pictures from non-average scenes.

Metering sensitivity is dependent upon the effec-
tive maximum aperture of the lens in use. Measure-
ment may have to be carried out in a stopped-down
mode if a lens without automatic iris diaphragm
operation or maximum-aperture indexing is used.
Metering is of the reflected light from a subject as the
incident-light mode is not available to TTL metering
systems. Metering sensitivity with an f/1.4 lens and
ISO100 film is generally of the order of 1EV,
significantly less than that of a hand-held meter.

Programmed exposure modes

An automatic camera with choice of exposure modes
includes at least one programmed exposure mode;,
this is the ‘snapshot’ form of setting for such a
camera. This was the original form of automatic
exposure as pioneered in early cameras of the point-
and-shoot variety with no alternative exposure modes
other than one for flash that gave a fixed shutter speed
and allowed the aperture to be set manually. More
recently, multi-mode cameras may offer choice of
user-selectable or calculated programs as well as one
set by the lens in use.

The main advantage of a programmed AE mode is
that photography is speeded up when rapid response

is vital to capture fugitive subject matter. Seconds can
be lost in the prcseleclion of aperture or shutter Speed
or the taking of a meter reading, whereas the
programmed-mode camera gives a usable regy)
almost every time on pressing the release. Even the
time taken to focus can be crucial, but the combing-
tion of autofocus with programmed AE gives a swif
response. Programmed exposure is also convenient gt
times when the user wishes to be relaxed and not o
have to concentrate on decisions about exposure, ag
well as being a safety-net for inexperienced photogra-
phers. The principles of programmed AE, often
designated on a camera as the ‘P’ mode, are simple,
As previously explained, the photocell output and the
set film speed will determine the necessary exposure
for a scene in terms of exposure value (EV), which
represents a wide range of equivalent combinations of
lens aperture and shutter speed. The electronic
circuitry in the metering system is programmed to
give one particular combination according to the EV
data fed in. Examples of such programs are shown in
Figure 19.11, in which a program is given as a
straight line with a chosen slope and one or more
changes in direction to span the EV measuring range
of the camera.

A horizontal or vertical line shows that one
variable is kept constant while the other changes
continuously; for example, shutter speed may change
continuously over the range 8s to 1/8s while the
aperture is held constant at f/1.4. A sloping line shows
that both variables change continuously. A steeply
sloping line shows that priority is given to the
maintenance of short exposure durations, to minimize
the risk of camera shake or to stop subject motion,
while relying upon lens performance and accurate
focusing at the corresponding large aperture. A
required EV of (say) 12 for correct exposure is
interpreted in various ways by programmed cameras.
It could mean settings of 1/30's at f/11 for one camera
or 1/80s at f/7, 1/125 s at f/5.6 or even 1/500s at f/2.8
for other cameras. An electronically controlled shutter
and fractional control of lens aperture setting allows
non-standard exposure settings. Note that a view-
finder readout of the analogue type usually indicates
rounded-off values for shutter speeds and apertures;
for an analogue display the values of 1/80s at f/7 in
the example above may be shown rounded off to the
nearest conventional values of 1/60s and f/8 (the
actual camera exposure will be the true value). A
digital display will usually show the true values.

Some decision should be left to the user as 10
whether shutter or aperture priority might be appro-
priate under different circumstances, such as moving
subject matter, depth-of-field requirements, low light
levels or long-focus lenses. So there is a choice Qf
‘normal’, ‘action’ and ‘depth” AE programs. Addi-
tionally, the insertion of an alternative lens of
different focal length may automatically select oné of
three shutter-biased program modes usually referred
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Figure 19.11 Programmed exposure modes. The EV graph shows five possible program profiles over an exposure range from
EV 1 to 20. These are D (depth), W (wide), N (normal), T (telephoto) and A (action). Both D and A may be selected manually
while W, N and T are usually set by the focal length of the lens in use

to as ‘wide’, ‘standard’ and ‘tele’, with the turning
point of the program line on the EV graph at the point
where the minimum hand-held shutter speed may be
used. The slope of the program line may increase
progressively from ‘wide’ to ‘tele’. A zoom lens may
alter the program selected continuously as focal
length is altered. It may even be possible for the user
to designate a non-standard program profile for the
camera,

The use of any programmed AE mode requires that
the lens aperture control is locked at a minimum
value AE serting as for shutter-priority €xposure
mode; the aperture value is then selected by the
camera in increments that may be as small as 0.1EV.
When used with a metering-pattern system capable of
some analysis of tonal distribution of the subject
matter, for example centre-weighted or segmented-
photocel] types, then programmed exposure .modes
are capable of producing a high proportion of
dcceptably exposed, sharp results. This form of
decision-free photography’ may be less acceptable In
Situations requiring critical creative control of focus
and subject sharpness.

Segmented photocell systems

Accurate determination of camera exposure, esplf-
Cally by in-camera TTL AE systems, is limited by

variations in subject luminance ratio and non-typical
subject tone distributions, which necessitate their
recognition and classification by the user. The use of
spot metering, small-area and various weighted
integrated readings can help, with intelligent use. An
overall improvement in the percentage of successful
results is possible using a segmented photocell or
matrix metering arrangement for scene classification
(Figure 19.12). The viewfinder image is measured,

Figure 19.12 Simple arrangements of segmented photocell
arrays
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Figure 19.13 Metering with segmented photocells (Nikon
AMP system). (a) Twin overlapping pairs of three segments;
(b) format zones; (c) scene classification by luminance L and

luminance ratio AL value from zones

assessed, compared to stored data on a large number
of scene patterns and categorized for subject type.
Adjustments are then made automatically to the basic
camera exposure. The idea was introduced in 1983 in
the Nikon FA camera; and other systems soon
followed. For example, the screen area may be
measured as five or six separate zones (with some
overlap) by means of two symmetrically opposed
segmented photodetector arrays, both with three
independent measurement areas (Figure 19.13a and
b). Numerous alternative arrays of cells are used,
some of which can provide spot, small area and
weighted readings as well (Figure 19.14). The
weighted response data from the separate segments is
classified by signal-processing techniques, using an
onboard microprocessor. Analysis of zonal luminance
difference values and the total subject luminance
value, plus the metering pattern, allows classification
into a number of computer-simulated subject types
(Figure 19.13c). The basic exposure is then modified

|

(d)

Figure 19.14 Segmented photocell arrangements.

(a) Canon, 16 segments: A, spot metering. A; t0 As, movable
spot metering and focus zones. Evaluative metering uses all
segments. (b) Pentax, eight segments: A, spot metering. ther
zones give centre-weighted and averaged metering.

(c) Minolta, 13 segments. A simpler seven-segment inner
group is also used. A, spot metering. A, B, C,

centre-weighted. (d) Nikon, eight segments. A, spot metering

Ex.1040 / Page 20 of 27
TESLA, INC.



Camera exposure determination 329
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Figure 19.15 Matrix metering and fuzzy logic. Scene classification uses subject distance («) from the lens, scene luminance
(L) and luminance range of the subject (LRS) or contrast. Fuzzy logic blurs the sharp demarcation of scene types. Defocus
information about the zones of the scene comes from the autofocus (AF) module. The output is the optimum exposure as an

f-number (N) and shutter speed (1).

using stored data for several hundred subject types as
determined from practical tests or evaluation of
photographs.

The tone distribution may be determined, often just
as a comparison of central foreground to background
luminance, and if a chosen difference value in EV is
exceeded, then an integral flash unit may be charged
automatically and used for fill-in purposes. The lens
aperture and shutter speed are optimized separately
for subject distance (using autofocus data) and flash
synchronization. Additionally, separate segments may
be switched out or used in different configurations to
provide various alternative forms of metering sensi-
tivity patterns (spot, small-area, centre-weightec{).
Larger numbers of zones and segments are used in
Some cameras.

Scene classification

A further improvement in scene classification for
Automatic exposure methods is to provide subject
distance (1) information from the autofocus module
and focus setting on the lens. This latter requires that
the focusing control has a suitable transducer and data
link with the microprocessor in the camera. From the
Matrix array of photocells used to divide the scene into
S¢gments, the scene can be classified using the three
Peces of data, overall scene luminance (L), luminance
range of the subject (LRS) and the subject distance (1)
(s.e(.: Figure 19,1 5). The scene classification box 1 sub-

Vided into a series of scenes for which optimum
¢Xposure data is stored, based on extensive practical
tests, especially for non-typical scenes. The scene is
Malched to one of these and the optimum eXposure
(gilven' The defocus data from the AF system helps
Clermine whether the subject is central or off-centre
"N the frame as this can give emphasis 10 dnfferent
SE&Ments of the matrix. By the additional use of ‘fuzzy

logic’ procedures, the scene type boundaries are not
sharply defined but overlap to some extent to avoid
sudden changes in exposure, e.g. when using a motor
drive, when small variations in an essentially constant
scene may cause a noticeable change in exposure as
the scene is inadvertently reclassified and exposure
altered. The same principle can be applied in a simpler
way to the use of fill-in flash to give a balanced
exposure to subjects, especially of excessive contrast.
A simplified flow diagram of matrix metering is given
in Figure 19.16.

A matrix array of CCD photocells filtered to blue,
green and red light, together with scene classification
data can also be used in-camera to assess the colour
temperature of a scene.

Electronic flash exposure metering
Flash properties

Electronic flash may be used as the main light source
for a picture or in combination with ambiem li.ghl to
provide a means of reducing lhe'subjecl lgmlnaqce
ratio. The properties of electronic flash, including
production, spectral and temporal properties and.lh.e
control of output, are detailed in Chapter 3; but it is
useful here to emphasize its widesp.read use as an
illuminant either in the form of a studio flash unit, or
as a unit that can be attached to the camera, or as a
‘dedicated’ unit with secondary r(.)les.su'ch as autofo-
cus assistance, or as an integral unit within the camera
body. The useful properties of flash are a controllable
luminous output, a constant colqur temperature close
to that of daylight, motion-stopping .abllmes, IF’}’V heat
emission and, in some cases, strobing Cﬂpabll_l[y..][s
only drawback is the difficulty of synchronization
with a focal plane shutter at high shqller‘ speedS_.The
illumination on a subject is a pombmanop of direct
and indirect light, the reflective properties of the
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Figure 19.16 Matrix metering. A much simplified flow diagram for data and control of exposure using matrix arrays for

ambient light, flash and colour temperature: S, film speed; DF, dedicated flashgun; G, guide number: N, Jf-number; u, subject
distance; CT, colour temperature; M, matrix measurement; MP, matrix pattern; SC, scene classification: L, subject luminance;
LRS, luminance range of the subject; ¢, shutter speed; P, chosen AF program; AF, autofocus module; AP, autofocus pattern; V,

vertical format; H, horizontal format

surroundings of a subject often having a pronounced
effect on the illumination. In the absence of any flash
modelling lights, it can be difficult to allow for such
effects. Also, as the flash duration is short, any visual
judgement as to illumination level and the necessary
exposure is not possible, so some means of flash
exposure determination is desirable. Various methods
are used, but in general, flash exposure control is
either by use of lens aperture or alteration of flash
output, due to the necessity of synchronizing the flash
output with the camera shutter.

Self-developing materials

The use of these materials allows a test exposure
with flash and also gives a positive confirmation of

correct flash synchronization, and of ensuring, at
the very least, that the ‘M’ setting has not been
used by mistake. Flash synchronization can be
checked visually by opening the camera back,
placing the eye about 30 cm behind the focal plane,
opening the lens aperture fully and operating the
camera shutter with the camera pointed at a white
wall. A bright disc indicates correct functioning. If
either a star, or a segment of a disc or nothing at
all, is seen, the shutter is out of synchronization.

Modelling lights
Most studio flash units have modelling (guide) lights

integral with the flashtube. These lights may indicate
lighting distribution and balance and can be either
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wmed off or left on when the flash operates. They
may be tungsten or tungstgn—halogen and the light
output s altered in proportion to.the flash output if
this is variable. Studio flash units usually offer a
variety of power increments, some allowing incre-
ments as small as 0.1 EV.

A conventional exposure meter may be used in
conjunction with these modelling lights to provide a
measure of the related flash output. The technique is
simple. Using an approved lighting arrangement, a
pracketed series of test exposures is made using the
flash illumination and then the correct f-number is
determined by visual inspection of the results. The
subject is then metered using an incident-light
technique, and from the calculator dials, a shutter
speed is found that corresponds to the f-number
determined by tests for the same film speed setting.
This shutter speed marking now acts as the flash
calibration index; if the lighting arrangement or
subject is changed, the meter will indicate the new
fnumber required for flash exposure opposite the
shutter speed marking found.

Flash exposure guide numbers

The light output and the required camera exposure for
a given flash unit can conveniently be expressed by
an exposure guide number or flash factor (as
explained in Chapter 3). For a film of speed ISO 100
and a subject distance d (in metres), the necessary
f-number N is given from the guide number (G) by
the relationship G = Nd.

This guide number is often included in the
alphanumeric code designation of a flash unit. For
example, inclusion of the number 45 would usually
indicate a basic guide number of 45 in metres for ISO
100 film material. The guide numbers are only
guides, and practical tests are needed to establish their
correctness, which depends to some extent on the
effects of the surroundings, ambient light level and
the shutter speed used. The guide number also
changes with fractional power output selection as
offered by many units, some of which are able to
S?lecl full, half, one-quarter, one-eighth and one-
sixteenth power or less, or, when a camera motor-
drive setting is selected, giving reduced power and
rapid recycling. Likewise an alteration in flash
covering power to suit different lenses will also affect
the guide number,

To assist the determination of the necessary
Jmumber for correct exposure given the variables
concerned, most flashguns incorporate Some form of
calculator in the form of annular dials, or as 4
comprehensive LED or LCD display. Additional
useful data shown are the subject distance range
covered and especially the maximum subject distance
Possible for correct exposure at the indicated f-number.
Guide numbers are devised on the assumption of a
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near-point source and are based on the Inverse Square
Law. A doubling of flash output or doubling of film
speed used increases the guide number by a factor of
1.4. A quadrupling of output or film speed doubles the
guide number. Doubling the distance between the flash
source and the subject distance needs a change of
+2 EV in exposure (factor x4).

While such calculations are reasonably simple to
make for one flash source, it becomes increasingly
difficult to do so for two or more sources, especially
if they are at different distances and of differing
powers. The positioning of flash-heads without the
assistance of modelling lights is a task requiring
experience and skill. But as a guide to simple twin-
head flash, using one flash off-camera as the main
(modelling) light and the other on-camera as fill-in
light, the fill-in light should provide approximately
one-quarter to one-half the output of the main light.

The guide number system has been replaced in
automatic flash units by the use of variable flash
output and hence duration as a means of controlling
exposure, but it is still applicable in situations such as
the use of ring flash units or in lenses where a guide
number may be set and linked to the focusing control
to give a readout of the f-number necessary for a
given subject distance. Similarly it is used in
autofocus cameras where the flash output is fixed,
and the appropriate f-number set by the distance
setting from the autofocus system.

Synchro-sunlight

The use of guide numbers with fractional flash output
settings of one-half, one-quarter etc. of full power is
useful with synchro-sunlight techniques where the
flash output is selected given the camera settings for
the ambient-light exposure. For example, a subject at
a distance of 4 metres from the camera, and in bright
direct sunlight, requires 1/125s at f/11 with ISO 100
film, and the fill-in flash on the camera has guide
numbers of 44, 22 and 11 (in metres for ISO 100) for
full, one-quarter and one-sixteenth power respec-
tively. Using the flash at full power for a flash-only
exposure would also need f/11. Hence at quarter
power, leaving the aperture at J/11 provides one-
quarter of the exposure; but this is suitable as the
necessary fill-in for the ambient-light exposure. The
use of a between-lens shutter with flash synchroniza-
tion at every setting gives greater choice of f~number
to suit the power and distance of the flash fill-in unit,
although the typical shortest flash synchronization
speed of a focal plane shutter at some 1/250s is also

useful.

Flash meter

The usual types of exposure meter (light meter) used
for ambient light measurements cannot be used with
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Figure 19.17 Flash meter. Schematic diagram of the usual components of a flash meter for shutter-synchronized or cordless

use. Twin photocells measure both ambient light and flash light

flash owing to their slow response to changing light
conditions, and their lack of synchronization with the
flashgun. A flash meter (Figure 19.17) uses different
circuitry and an SPD with a response time of 10
microseconds or less, so as to measure both the
intensity and duration of the flash output from the
light reflected from the subject. An integrating circuit
measures the total response during a selected ‘gate’
time (corresponding to the shutter speed selected),
and the output is usually displayed either directly as
an f-number or as a light value for conversion into an
f-number for use.

There are other significant differences compared
with a conventional exposure meter. The meter
circuitry is cleared, reset and activated on receipt of
the flash output and so requires some form of
synchronization with the flash unit. This may be done
by a conventional flash lead from the unit and a PC
socket in the flash meter. Alternatively, cordless
control may be offered. With this system there is no
electrical connection between meter and flash unit.
Instead, a control switches on the meter circuitry to
stand-by mode and the flash unit is operated using the
‘test flash’ control, or fired from the camera shutter.
The photocell then responds to the momentary
change in subject illumination and measures flash
output. Another cordless alternative is for the flash
meter to emit a pulse of infrared radiation when
triggered manually; this operates suitable slave pho-
tocells on each flash unit and causes them to fire and
hence be measured. A useful feature is that of

‘accumulative flash’ where a single flash is insuffi-
cient so the necessary illumination level is built up by
multiple flashes, with a static subject of course, and
the camera shutter set on ‘B’ for a short time
exposure. In this mode the flash meter is activated,
then measures and integrates several successive
flashes (‘pops’) until the required f-number is indi-
cated. No account is taken of any intermittency
effects in the photographic material used.

Most flash meters take account of the ambient light
as well as the flash output. This is important in the
case of (for example) a slow flash synchronization
speed and powerful modelling lights. The shutter
speed to be used for synchronization is set into the
meter, and this will determine the measurement time
gate of operation, for example 1/60 s. When activated.
the meter simultaneously measures both flash outpu!
and ambient light for this 1/60 s chosen and calculates
the necessary aperture for the mixed lighting. Often
the ambient light has little effect, especially at short
exposure durations and small apertures. It may be
measured by a separate photocell in the flash meter
The ratio of both sources may be indicated. Often @
flash meter can also be used for ambient-light
measurements alone.

Most flash meters are used principally for incident-
light readings using a domed diffuser, but others use
a flat diffuser particularly for balancing lighting by
the ratio of outputs, and in such cases the more
directional response must be taken into account.
Reflected-light measurements may also be made
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(a)

(b)

Figure 19.18  Automatic off-the-film (OTF) flash metering. (a) Principles: light emitted by the dedicated flash unit is reflected
by the subject and the image luminance on the film surface is monitored by a photocell. (b) The metering sensitivity pattern may

be centre-weighted and biased to the bottom of the field of view

together with the range of system accessories avail-
able, so that spot readings are also possible.

Comprehensive digital displays give a full readout
of metering mode, the average of several readings and
cumulative flash exposure, usually indicating
f-number to one-tenth of a stop. Metering sensitivity
is again usually assessed in terms of the minimum EV
}ndicalcd for SO 100 material. A sensitivity of 1EV
IS typical.

A chronotron measures flash duration, the colour
temperature of the flash, any colour correction filters
necessary and the scene illumination in lux as well as
being able to balance two sources.

Automatic electronic flash
Flash features

A great convenience is automatic exposure using an
attachable electronic flash, where a fast-reacting SPD

photocell operates a thyristor switch to quench the
flash discharge. Full details are given in Chapter 3.
The photocell monitors subject luminance (brightness
during the flash emission), and calibration usually
assumes a scene of average tonal distribution. Expo-
sure errors are possible due to non-typical subject
matter or measurement of luminance. For example, a
small close subject with a large distant background
will tend to be heavily over-exposed as the flash
output endeavours to light the background to a
suitable level. The photocell usually has a modest
acceptance angle of some 30 degress or less, to help
overcome such problems by reading from the centre
of the subject area only, though some means of
aiming is helpful. Since only reflected-light readings
are used, the-photocell must be maintained in a ‘look-
ahead’ position, i.e. directed at the subject. Bounce

flash, or indirect flash, requires a tilting flash reflector

assembly; alternatively the photocell can be equipped
with a flying lead to enable it to be used in the
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Focus

Expose

Figure 19.19 Flash metering and autofocus systems. Solid lines, light paths; dotted lines, data paths. L, lens; B, camera body;
V, viewfinder; F, dedicated flashgun; P, pentaprism; A, autofocus module; K, flash metering module; C, camera CPU; J, flashgun
CPU; X, flash assembly; Y, supplementary flash; Y,, LED projector for focus assist; E, projected deep red pattern; R, reflex

mirror assembly; Z, film surface

hotshoe of the camera. Parallax errors arise for close-
up work, where the integral photocell may not be
pointing directly at the subject area. In such cases a
fibre-optics light guide is useful to transmit light from
the subject to the photocell.

An automatic flash unit usually has an integral
calculator system and display which indicates a
choice of one, two or more alternative apertures or a
limited continuous variation of f-number. At the
chosen aperture, the variable flash output then gives a
range of subject distances over which correct expo-
sure is possible. The user may choose either a large
aperture to extend the range of subject distance or a
small aperture in order to give maximum depth of
field. With nearby subjects, a large aperture also
means reduced flash recycling time and more flashes
per set of batteries. Manual allowance has to be made
for filter factors and for image magnification in close-

up work. As well as a far limit, there is a near limit to
subject distance; below this over-exposure results, as
the flash cannot be quenched quickly enough. Auto-
matic flash can be used successfully for synchro-
sunlight by the subterfuge of either setting a film
speed some four times greater than that in use, oOf
using an aperture two stops more than actually set on
the camera. Multiple-flash set-ups, each using thy-
ristor control, are less easy to control for correct
exposure.

Off-the-film (OTF) flash measurement

Most of the limitations of attachable automatic
flashguns are avoided if in-camera flash metering is
available. This operates by means of off-the-film
(OTF) measurement of image luminance. The mon-
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itoring photocell operates the quench circuit of a
dedicated flashgun. A special lead is required for off-
camera flash. Variables such as lens aperture, filters,
magnification and leps transmittance are all allowed
for, and indication is given if the controlled flash
duration has given over or under-exposure, to allow
manual correction for a repeat photograph. A simple
table or indicator on the flashgun shows the useful
subject distance range with the chosen aperture and
film speed. In operation, a reflected-light measure-
ment is made of the actual image on the film surface
when the film gate is fully uncovered by the shutter at
a fully synchronized setting. The metering pattern is
usually of weighted form and asymmetrical due to the
position of the photocell optics in the base or side of
the camera dark chamber (Figure 19.18).

Figure 19.19 shows the integration of photocell
arrays in the camera for autofocus, autofocus assist
and flash metering. The difference in reflectance of
the sensitive surfaces of different emulsions does not
seem to be significant, with the exception of self-
developing colour-reversal material which is exposed
through its base plus integral filter mosaic and so
presents a dark surface to the meter.

OTF systems in general give a high proportion of
correct exposures, and are especially useful for
photomacrography or the use of ring flash where the
subject may be close to the lens, making conventional
forms of exposure measurement difficult.

Large-format cameras can use a probe-mounted
photocell located in the rear of the lens panel to
measure the illuminance on the film surface during
the flash exposure. An alternative related system 1 to
position a probe in the film plane, then to fire a test
flash at the subject; a readout of correctness of
exposure at a chosen aperture will be given.

A programmed automatic flash mode is avallab!e
in some cameras. In this system the shutter speed is
fixed at the usual synchronization setting, and the
Camera sets the lens aperture to an appropriate value,
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which is obtained from the focused distance data and
the flash guide number.

Matrix flash metering

This versatile system uses a form of scene classifica-
tion using a segmented photocell array or matrix and
a series of weak preflashes emitted in the time
between the reflex mirror rising and the shutter
opening. Using the lens focus data and the luminance
of each segment of the scene compared with the
theoretical value from the guide number, the most
significant segment is chosen for the automatic flash
output and then this is balanced to the ambient
illumination from the main meter reading and the
correct amount of fill-in flash emitted. This automatic
fill-in feature is invaluable using a controlled flash
mixed with ambient-light exposure, if scene contrast
measurements by the matrix metering system indicate
that it will be necessary. No complex calculations
need be done by the user.
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