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SEMICONDUCTOR STRUCTURE HAVING 
ETCHING STOP LAYER AND 

MANUFACTURING METHOD OF THE SAME 

BACKGROUND 

layer is larger than 6 eV , and forming a conductive structure 
electrically connected to at least one of the conductive 
layers . 
[ 0007 ] The above and other aspects of the disclosure will 
become better understood with regard to the following 
detailed description of the non - limiting embodiment ( s ) . The 
following description is made with reference to the accom 
panying drawings . 

Technical Field 
[ 0001 ] The present disclosure relates in general to a semi 
conductor structure and a manufacturing method thereof , 
and particularly to a 3D semiconductor structure and a 
manufacturing method thereof . 

Description of the Related Art 
[ 0002 ] In recent years , the structures of semiconductor 
devices have been changed constantly , and the storage 
capacity of the devices has been increased continuously . 
Memory devices are used in storage elements for many 
products such as MP3 players , digital cameras , computer 
files , etc . As the application increases , the demand for the 
memory device focuses on small size and large memory 
capacity . For satisfying the requirement , a memory device 
having a high element density and a small size and the 
manufacturing method thereof are in need . 
[ 0003 ] As the element density increases , the semiconduc 
tor devices have more stacked planes accordingly , and thus 
the difficulty of manufacturing the conductive contact struc 
tures increases , thereby influencing the stability of the 
as - formed structures . As such , it is desirable to develop a 
three - dimensional ( 3D ) memory device with larger number 
of multiple stacked planes to achieve greater storage capac 
ity , improved qualities , and yet remaining a small size . 

BRIEF DESCRIPTION OF THE DRAWINGS 
[ 0008 ] . FIG . 1A shows a schematic view of a semiconduc 
tor structure according to an embodiment of the present 
disclosure ; 
[ 0009 ] FIG . 1B is a cross - sectional view along the cross 
sectional line 1B - 1B ' in FIG . 1A ; 
[ 0010 ] FIG . 2 shows a schematic view of a semiconductor 
structure according to another embodiment of the present 
disclosure ; 
[ 0011 ] FIG . 3A shows a schematic view of a semiconduc 
tor structure according to a further embodiment of the 
present disclosure ; 
[ 0012 ] FIG . 3B is a cross - sectional view along the cross 
sectional line 3B - 3B ' in FIG . 3A ; 
[ 0013 ] FIGS . 4A - 4B show cross - sectional views of semi 
conductor structures according to some embodiments of the 
present disclosure ; 
[ 0014 ] FIG . 5 shows a cross - sectional view of a semicon 
ductor structures according to an additional embodiment of 
the present disclosure ; 
[ 0015 ) FIG . 6 shows a cross - sectional view of a semicon 
ductor structures according to another additional embodi 
ment of the present disclosure ; 
[ 0016 ] FIGS . 7A - 7B show cross - sectional views of semi 
conductor structures according to some other embodiments 
of the present disclosure ; 
[ 00171 FIGS . 8A - 8D show curves of applied voltages vs . 
thicknesses of various etching stop layers according to some 
embodiments of the present disclosure ; 
[ 0018 ] FIGS . 9A - 11B illustrate a process for manufactur 
ing a semiconductor structure according to an embodiment 
of the present disclosure ; and 
[ 0019 ] FIGS . 12A - 12C illustrate a process for manufac 
turing a semiconductor structure according to another 
embodiment of the present disclosure . 

SUMMARY 

DETAILED DESCRIPTION 

[ 0004 ] The present disclosure relates in general to a semi 
conductor structure and a manufacturing method thereof . In 
the semiconductor structure of the embodiments , the energy 
gap of the etching stop layer is larger than 6 eV , such that the 
electric filed can be lowered , and the tunneling length of the 
etching stop layer can be increased , thereby the difficulty of 
the electrons penetrating through the etching stop layer is 
increased , the tunneling current can be reduced , and differ 
ent conductive layers can be more effectively electrically 
isolated from one another . 
10005 ] According to an embodiment of the disclosure , a 
semiconductor structure is provided . The semiconductor 
structure includes a stack structure , an etching stop layer , 
and a conductive structure . The stack structure includes a 
plurality of conductive layers and a plurality of insulating 
layers stacked interlacedly . The etching stop layer is formed 
on a sidewall of the stack structure . An energy gap of the 
etching stop layer is larger than 6 eV . The conductive 
structure is electrically connected to at least one of the 
conductive layers . 
[ 0006 ] . According to another embodiment of the disclo 
sure , a manufacturing method of a semiconductor structure 
is provided . The manufacturing method of the semiconduc 
tor structure includes the following steps : forming a stack 
structure , which includes forming a plurality of conductive 
layers and forming a plurality of insulating layers , wherein 
the conductive layers and the insulating layers are stacked 
interlacedly ; forming an etching stop layer on a sidewall of 
the stack structure , wherein an energy gap of the etching stop 

[ 0020 ] In the embodiments of the present disclosure , a 
semiconductor structure and a method of manufacturing the 
same are provided . In the semiconductor structure of the 
embodiments , the energy gap of the etching stop layer is 
larger than 6 eV , such that the electric filed can be lowered , 
and the tunneling length of the etching stop layer can be 
increased , thereby the difficulty of the electrons penetrating 
through the etching stop layer is increased , the tunneling 
current can be reduced , and different conductive layers can 
be more effectively electrically isolated from one another . 
The following embodiments are for the purpose of elabora 
tion only , not for limiting the scope of protection of the 
invention . Besides , some of the secondary elements are 
omitted in the drawings accompanying the following 
embodiments to highlight the technical features of the 
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[ 0021 ] FIG . 1A shows a schematic view of a semiconduc - 
tor structure according to an embodiment of the present 
disclosure , and FIG . 1B is a cross - sectional view along the 
cross - sectional line 1B - 1B ' in FIG . 1A . As shown in FIGS . 
1A - 1B , the semiconductor structure includes a stack struc 
ture 100 , an etching stop layer 200 , and a conductive 
structure 300 . The stack structure 100 includes a plurality of 
conductive layers 110 and a plurality of insulating layers 
120 , and the conductive layers 110 and the insulating layers 
120 are stacked interlacedly . The etching stop layer 200 is 
formed on a sidewall 100a of the stack structure 100 . An 
energy gap of the etching stop layer 200 is larger than 6 eV . 
The conductive structure 300 is electrically connected to at 
least one of the conductive layers 110 . 
[ 0022 ] In the embodiment , the energy gap of the etching 
stop layer 200 is larger than 6 eV , such that the electric filed 
can be lowered , and the tunneling length of the etching stop 
layer 200 can be increased , thereby the difficulty of the 
electrons penetrating through the etching stop layer 200 is 
increased , the tunneling current can be reduced , and differ 
ent conductive layers 110 can be more effectively electric 
cally isolated from one another . 
[ 0023 ] In the embodiment , the material of the etching stop 
layer 200 may include aluminum oxide ( AI , O , , , e . g . A1 , 02 ) , 
magnesium oxide ( MgO ) , silicon zirconium oxide ( Zr , Si 
, , O , , e . g . ZrSiO2 ) , silicon hafnium oxide ( Hf , Si , o , , e . g . 
HfSiO2 ) , or combinations thereof . 
[ 0024 ] As shown in FIGS . 1A - 1B , in the embodiment , the 
etching stop layer 200 is located between the conductive 
structure 200 and the sidewall 100a of the stack structure 
100 . 
[ 0025 ] As shown in FIGS . 1A - 1B , in the embodiment , the 
etching stop layer 200 has a vertical segment 200v and a 
horizontal segment 200h connected to each other . The 
vertical segment 200v is located on the sidewall 100a , and 
the conductive structure 300 penetrates through the horizon 
tal segment 200h to be electrically connected to the at least 
one of the conductive layers 110 . 
[ 0026 ] As shown in FIG . 1B , the semiconductor structure 
100 further include a dielectric layer 400 ( not shown in FIG . 
1A ) . The dielectric layer 400 is formed on the etching stop 
layer 200 . In the embodiment , the dielectric layer 400 is such 
as a silicon nitride layer . 
[ 0027 ] FIG . 2 shows a schematic view of a semiconductor 
structure according to another embodiment of the present 
disclosure . The elements in the present embodiment sharing 
similar or the same labels with those in the previous embodi 
ment are similar or the same elements , and the description 
of which is omitted . The semiconductor structure 20 as 
shown in FIG . 2 may be used in such as a 3D vertical 
channel NAND memory device . 
[ 0028 ] As shown in FIG . 2 , the semiconductor structure 20 
may include a plurality of the conductive structures 300 , and 
each of the conductive structures 300 is respectively elec 
trically connected to each of the conductive layers 110 . 
[ 0029 ] FIG . 3A shows a schematic view of a semiconduc 
tor structure according to a further embodiment of the 
present disclosure , and FIG . 3B is a cross - sectional view 
along the cross - sectional line 3B - 3B ' in FIG . 3A . The 
elements in the present embodiment sharing similar or the 
same labels with those in the previous embodiment are 
similar or the same elements , and the description of which 

is omitted . The semiconductor structure 30 as shown in 
FIGS . 3A - 3B may be used in such as a 3D vertical channel 
NAND memory device . 
[ 0030 ] As shown in FIGS . 3A - 3B , in the semiconductor 
structure 300 , the conductive structure 300 may be adjacent 
to the vertical segment 200v of the etching stop layer 200 . 
In the embodiment , the conductive structure 300 being 
adjacent to the vertical segment 200v of the etching stop 
layer 200 may be due to the alignment shift in the manu 
facturing process , such that the conductive structure 300 and 
the conductive layer 100 are only separated by the thickness 
of an etching stop layer 200 . 
[ 0031 ] In the embodiment , even for the semiconductor 
structure 30 as shown in FIGS . 3A - 3B , the energy gap of the 
etching stop layer 200 is larger than 6 eV , compared to the 
commonly used material used for etching stop layers , such 
as SiN having an energy gap of 4 . 7 - 5 eV , which has a higher 
energy gap and a longer tunneling length , due to that the 
energy gap of the etching stop layer 200 is larger than 6 eV , 
the difficulty of the electrons penetrating through the etching 
stop layer 200 is increased , the tunneling current can be 
reduced , and different conductive layers 110 can be more 
effectively electrically isolated from one another . 
[ 0032 ] FIGS . 4A - 4B show cross - sectional views of semi 
conductor structures according to some embodiments of the 
present disclosure . The elements in the present embodiment 
sharing similar or the same labels with those in the previous 
embodiment are similar or the same elements , and the 
description of which is omitted . 
[ 0033 ] The semiconductor structure 40A as shown in FIG . 
4A is represented as a cross - sectional view along an X - Z 
plane . The semiconductor structure 40A can be regarded as 
a modified embodiment of the semiconductor structure 20 as 
shown in FIG . 2 and represented as the cross - sectional view 
along the cross - sectional line 4 - 4 ' . 
[ 0034 ] As shown in FIG . 4A , each of the conductive 
structures 300 is respectively electrically connected to each 
of the conductive layers 110 . Moreover , in the embodiment 
as shown in FIG . 4A , the etching stop layer 200 is formed 
on the surfaces of the insulating layers 120 , and the con 
ductive structures 300 penetrate through the etching stop 
layer 200 and the insulating layers 120 to be electrically 
connected to the corresponding conductive layers 110 . 
10035 ] The semiconductor structure 40B as shown in FIG . 
4B is represented as a cross - sectional view along an X - Z 
plane . The semiconductor structure 40B can be regarded as 
a modified embodiment of the semiconductor structure 40A 
as shown in FIG . 4A . In the embodiment as shown in FIG . 
4B , the etching stop layer 200 is formed on the surfaces of 
the conductive layers 110 , and the conductive structures 300 
penetrate through the etching stop layer 200 to be electri 
cally connected to the corresponding conductive layers 110 . 
[ 0036 ] FIG . 5 shows a cross - sectional view of a semicon 
ductor structures according to an additional embodiment of 
the present disclosure . The elements in the present embodi 
ment sharing similar or the same labels with those in the 
previous embodiment are similar or the same elements , and 
the description of which is omitted . 
10037 ] The semiconductor structure 50 as shown in FIG . 
5 is represented as a cross - sectional view along a Y - Z plane . 
As shown in FIG . 5 , in the semiconductor structure 50 , the 
etching stop layer 200 may include a first stop layer 210 and 
a second stop layer 220 . The second stop layer 220 is formed 
on the first stop layer . The first stop layer 210 is formed on 
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the sidewall 100a of the stack structure 100 , and an energy 
gap of the first stop layer 210 is larger than 6 eV . 
[ 0038 ] In the embodiment , the energy gap of the first stop 
layer 210 is such as larger than the energy gap of the second 
stop layer 220 . 
[ 0039 ] As shown in FIG . 5 , the first stop layer 210 is 
formed between the second stop layer 220 and the sidewall 
100a of the stack structure 100 . In the embodiment , the first 
stop layer 210 is substantially conformal with the second 
stop layer 220 . 
[ 0040 ] As shown in FIG . 5 , in one embodiment , the 
conductive structure 300 may be adjacent to the second stop 
layer 220 . In other embodiments , the conductive structure 
300 and the second stop layer 220 may be separated by the 
dielectric layer 400 ( not shown in drawings ) . 
0041 ] In the embodiment , a material of the first stop layer 
210 may include silicon oxide ( SiO2 ) , aluminum oxide 
( ALO , , , e . g . Al2O3 ) , magnesium oxide ( MgO ) , silicon zir 
conium oxide ( Zr Si , o , , e . g . ZrSiO2 ) , silicon hafnium oxide 
( Hf Si , 0 , , e . g . HfSiO2 ) , or combinations thereof , a material 
of the second stop layer 220 may include silicon nitride 
( SIN ) , aluminum oxide , magnesium oxide , silicon zirconium 
oxide , silicon hafnium oxide , or combinations thereof , and 
the first stop layer 210 is different from the second stop layer 
220 . 
[ 0042 ] FIG . 6 shows a cross - sectional view of a semicon 
ductor structures according to another additional embodi 
ment of the present disclosure . The elements in the present 
embodiment sharing similar or the same labels with those in 
the previous embodiment are similar or the same elements , 
and the description of which is omitted . 
[ 0043 ] The semiconductor structure 60 as shown in FIG . 
6 is represented as a cross - sectional view along a Y - Z plane . 
As shown in FIG . 6 , in the embodiment , the first stop layer 
210 is formed only between the second stop layer 220 and 
the sidewall 100a of the stack structure 100 . The conductive 
structure 300 penetrates through only the second stop layer 
220 to be electrically connected to the corresponding con 
ductive layer 110 . 
[ 0044 ] FIGS . 7A - 7B show cross - sectional views of semi 
conductor structures according to some other embodiments 
of the present disclosure . The elements in the present 
embodiment sharing similar or the same labels with those in 
the previous embodiment are similar or the same elements , 
and the description of which is omitted . The semiconductor 
structures 70A - 70B as shown in FIGS . 7A - 7B are repre 
sented as cross - sectional views along an X - Z plane . 
10045 ] In the embodiment as shown in FIG . 7A , the first 
stop layer 210 is formed on the surfaces of the insulating 
layers 120 , and the second stop layer 220 is formed on the 
first stop layer 210 . The conductive structure 300 penetrates 
through the first stop layer 210 , the second stop layer 220 , 
and the insulating layer 120 to be electrically connected to 
the corresponding conductive layer 110 . 
[ 0046 ] In the embodiment as shown in FIG . 7B , the first 
stop layer 210 is formed on the surfaces of the conductive 
layers 110 , and the second stop layer 220 is formed on the 
first stop layer 210 . The conductive structure 300 penetrates 
through the first stop layer 210 and the second stop layer 220 
to be electrically connected to the corresponding conductive 
layer 110 . 
[ 0047 ] FIGS . 8A - 8D show curves of applied voltages vs . 
thicknesses of various etching stop layers according to some 
embodiments of the present disclosure . In the embodiments 

as shown in FIGS . 8A - 8D , the applied voltage is 13V , and 
the total thickness of the etching stop layer is 120 Å . The 
elements in the present embodiment sharing similar or the 
same labels with those in the previous embodiment are 
similar or the same elements , and the description of which 
is omitted . 
[ 0048 ] FIG . 8A shows a curve of applied voltages vs . the 
thickness of a single - layer silicon nitride etching stop layer 
200 , wherein the silicon nitride layer has a tunneling length 
L1 , and FIG . 8B shows a curve of applied voltages vs . the 
thickness of a single - layer aluminum oxide etching stop 
layer 200 , wherein the aluminum oxide layer has a tunneling 
length L2 . It is apparent that the tunneling length L2 is larger 
than the tunneling length Li . 
[ 0049 ] According to the embodiments of the present dis 
closure , since the energy gap of aluminum oxide is larger 
than 6 eV , and the energy gap of silicon nitride is about 4 . 7 - 5 
eV , the etching stop layer 200 having an energy gap of larger 
than 6 eV can provide a relatively large tunneling length , 
such that different conductive layers 110 are less easily to be 
electrically connected to each other via electron tunneling 
through the etching stop layer 200 , and hence occurrence of 
short circuit between different conductive layers 110 is less ; 
accordingly , damage to the operation performance of the 
semiconductor device can be avoided , and thus the stability 
of the semiconductor device can be increased . 
10050 ] FIG . 8C shows a curve of applied voltages vs . the 
thickness of an etching stop layer 200 applying silicon oxide 
as the first stop layer 210 and silicon nitride as the second 
stop layer 220 , wherein the composite layer of silicon 
oxide - silicon nitride has a tunneling length L3 . It is apparent 
that the tunneling length L3 is larger than the tunneling 
length L1 as shown in FIG . 8A . 
10051 ] According to the embodiments of the present dis 
closure , since the energy gap of silicon oxide of the first stop 
layer 210 is larger than 6 eV , despite that the second stop 
layer 220 is silicon nitride , the overall etching stop layer 200 
can still provide a relatively large tunneling length , such that 
different conductive layers 110 are less easily to be electri 
cally connected to each other via electron tunneling through 
the etching stop layer 200 , and hence occurrence of short 
circuit between different conductive layers 110 is less ; 
accordingly , the stability of the semiconductor device can be 
increased . 
10052 ] FIG . 8D shows a curve of applied voltages vs . the 
thickness of an etching stop layer 200 applying silicon oxide 
as the first stop layer 210 and aluminum oxide as the second 
stop layer 220 , wherein the composite layer of silicon 
oxide - aluminum oxide has a tunneling length L4 . It is 
apparent that the tunneling length L4 is larger than the 
tunneling length L1 as shown in FIG . 8A . 
[ 0053 ] According to the embodiments of the present dis 
closure , since the energy gap of silicon oxide of the first stop 
layer 210 is larger than 6 eV , and the energy gap of 
aluminum oxide of the second stop layer 220 is larger than 
6 eV , the overall etching stop layer 200 can further provide 
a relatively large tunneling length , such that different con 
ductive layers 110 are less easily to be electrically connected 
to each other via electron tunneling through the etching stop 
layer 200 , and hence occurrence of short circuit between 
different conductive layers 110 is less ; accordingly , the 
stability of the semiconductor device can be increased . 
[ 0054 ] FIGS . 9A - 11B illustrate a process for manufactur 
ing a semiconductor structure according to an embodiment 

Micron Ex. 1008, p. 17 
Micron v. YMTC 
IPR2025-00228



US 2017 / 0294384 A1 Oct . 12 , 2017 

of the present disclosure . FIGS . 9A , 10A , and 11A and 
FIGS . 9B , 10B , and 11B respectively illustrate the processes 
for manufacturing the semiconductor structures as shown in 
FIG . 4A and FIG . 4B . The elements in the present embodi - 
ment sharing similar or the same labels with those in the 
previous embodiment are similar or the same elements , and 
the description of which is omitted . 
[ 0055 ] As shown in FIGS . 9A and 9B , the stack structure 
100 is formed . The present step includes forming a plurality 
of conductive layers 110 and forming a plurality of insulat 
ing layers 120 , and the conductive layers 110 and the 
insulating layers 120 are stacked interlacedly . As shown in 
FIGS . 9A and 9B , the stack structure 100 has a staircase 
structure with the insulating layers 120 and the conductive 
layers 110 as the surfaces of the staircase . 
10056 ] As shown in FIGS . 10A and 10B , the etching stop 
layer 200 is formed on the stack structure 100 . For example , 
as shown in FIGS . 1A - 1B , the etching stop layer 200 is 
formed on a sidewall 100a of the stack structure 100 , and the 
etching stop layer 200 is made of a material having an 
energy gap of larger than 6 eV . As shown in FIGS . 10A and 
10B , the etching stop layer 200 is formed on the surfaces of 
the insulating layers 120 and the surfaces of the conductive 
layers 110 , and the etching stop layer 200 is formed on a side 
surface 100b of the staircase of the stack structure 100 . 
[ 0057 ) Next , as shown in FIGS . 11A and 11B , the con 
ductive structure 300 is formed , and the dielectric layer 400 
is formed on the etching stop layer 200 . One conductive 
structure 300 is electrically connected to at least one of the 
conductive layers 110 . As shown in FIGS . 11A and 11B , 
each of the conductive structures 300 is respectively elec 
trically connected to each of the corresponding conductive 
layers 110 . As such , the semiconductor structures 40A and 
40B as shown in FIGS . 4A and 4B are formed . 
10058 ] . The manufacturing methods of the semiconductor 
structures as shown in FIGS . 1A - 1B , 2 , and 3A - 3B are 
similar to those afore - mentioned , and the differences are 
mainly in the amount of the conductive structures 300 and 
whether the conductive structure 300 and the vertical seg 
ment 200v of the etching stop layer 200 is connected or not . 
[ 0059 ] The manufacturing method of the semiconductor 
structure as shown in FIG . 5 is similar to those afore 
mentioned , and the difference is mainly in that the step of 
forming the etching stop layer 200 is divided into two 
separate steps of forming the first stop layer 210 and forming 
the second stop layer 220 . 
[ 0060 ] FIGS . 12A - 12C illustrate a process for manufac 
turing a semiconductor structure according to another 
embodiment of the present disclosure . The elements in the 
present embodiment sharing similar or the same labels with 
those in the previous embodiment are similar or the same 
elements , and the description of which is omitted . 
[ 0061 ] As shown in FIG . 12A , the stack structure 100 is 
formed . The present step includes forming a plurality of 
conductive layers 110 and forming a plurality of insulating 
layers 120 , and the conductive layers 110 and the insulating 
layers 120 are stacked interlacedly . The stack structure 100 
has a sidewall 100a . 
[ 0062 ] As shown in FIG . 12B , an oxidation process is 
performed on the conductive layers 110 from the sidewall 
100a direction for forming a plurality of oxide layers 110a 
along the sidewall 100a . The oxide layers 110a connected to 
portions of the insulating layers 120 adjacent to the oxide 
layer 110a , and the oxide layers 110a together with the 

portions of the insulating layers 120 connected thereto 
substantially form the first stop layer of the etching stop 
layer . 
0063 ] As shown in FIG . 12C , the second stop layer 220 
is formed on the sidewall 100a of the stack structure 100 , the 
conductive structure 300 is formed , and the dielectric layer 
400 is formed . The second stop layer 220 is formed on the 
sidewall 100a of the stack structure and directly contacts the 
first stop layer formed from the portions of the insulating 
layers 120 and the oxide layers 110a . As such , the semicon 
ductor structure 60 as shown in FIG . 6 ( FIG . 12C ) is formed . 
[ 0064 ] While the disclosure has been described by way of 
example and in terms of the exemplary embodiment ( s ) , it is 
to be understood that the disclosure is not limited thereto . On 
the contrary , it is intended to cover various modifications 
and similar arrangements and procedures , and the scope of 
the appended claims therefore should be accorded the broad 
est interpretation so as to encompass all such modifications 
and similar arrangements and procedures . 

1 . A semiconductor structure , comprising : 
a stack structure , comprising : 
a plurality of conductive layers ; and 
a plurality of insulating layers , wherein the conductive 

layers and the insulating layers are stacked interlacedly ; 
an etching stop layer formed on a sidewall of the stack 

structure , wherein an energy gap of the etching stop 
layer is larger than 6 eV , and a material of the etching 
stop layer comprises aluminum oxide , magnesium 
oxide , silicon zirconium oxide , silicon hafnium oxide , 
or combinations thereof ; and 

a plurality of conductive structures , wherein at least one 
conductive structure of the plurality of conductive 
structures is electrically connected to at least one of the 
conductive layers . 

2 . The semiconductor structure according to claim 1 , 
wherein the etching stop layer is located between the at least 
one conductive structure and the sidewall . 

3 . The semiconductor structure according to claim 1 , 
wherein each of the conductive structures is respectively 

electrically connected to each of the conductive layers . 
4 . The semiconductor structure according to claim 1 , 

wherein the etching stop layer has a vertical segment and a 
horizontal segment connected to each other , the vertical 
segment is located on the sidewall , and the at least one 
conductive structure penetrates through the horizontal seg 
ment to be electrically connected to the at least one of the 
conductive layers . 

5 . The semiconductor structure according to claim 4 , 
wherein the at least one conductive structure is adjacent to 
the vertical segment of the etching stop layer . 

6 . The semiconductor structure according to claim 1 , 
wherein the etching stop layer comprises : 

a first stop layer formed on the sidewall of the stack 
structure , wherein an energy gap of the first stop layer 
is larger than 6 eV ; and 

a second stop layer formed on the first stop layer . 
7 . The semiconductor structure according to claim 6 , 

wherein the first stop layer is formed between the second 
stop layer and the sidewall of the stack structure . 

8 . The semiconductor structure according to claim 6 , 
wherein the at least one conductive structure is adjacent to 
the second stop layer . 

9 . The semiconductor structure according to claim 6 , 
wherein a material of the first stop layer comprises silicon 
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oxide , aluminum oxide , magnesium oxide , silicon zirconium 
oxide , silicon hafnium oxide , or combinations thereof , a 
material of the second stop layer comprises silicon nitride , 
aluminum oxide , magnesium oxide , silicon zirconium oxide , 
silicon hafnium oxide , or combinations thereof , and the first 
stop layer is different from the second stop layer . 

10 . The semiconductor structure according to claim 1 , 
further comprising : 

a dielectric layer formed on the etching stop layer . 
11 . A manufacturing method of a semiconductor structure , 

comprising : 
forming a stack structure , comprising : 
forming a plurality of conductive layers ; and 
forming a plurality of insulating layers , wherein the 

conductive layers and the insulating layers are stacked 
interlacedly ; 

forming an etching stop layer on a sidewall of the stack 
structure , wherein an energy gap of the etching stop 
layer is larger than 6 eV , and a material of the etching 
stop layer comprises aluminum oxide , magnesium 
oxide , silicon zirconium oxide , silicon hafnium oxide , 
or combinations thereof ; and 

forming a plurality of conductive structures , wherein at 
least one conductive structure of the plurality of con 
ductive structures is electrically connected to at least 
one of the conductive layers . 

12 . The manufacturing method of the semiconductor 
structure according to claim 11 , wherein the etching stop 
layer is formed between the at least one conductive structure 
and the sidewall . 

13 . The manufacturing method of the semiconductor 
structure according to claim 11 , 

wherein each of the conductive structures is respectively 
electrically connected to each of the conductive layers . 

14 . The manufacturing method of the semiconductor 
structure according to claim 11 , wherein the etching stop 

layer has a vertical segment and a horizontal segment 
connected to each other , the vertical segment is located on 
the sidewall , and the at least one conductive structure 
penetrates through the horizontal segment to be electrically 
connected to the at least one of the conductive layers . 

15 . The manufacturing method of the semiconductor 
structure according to claim 14 , wherein the at least one 
conductive structure is adjacent to the vertical segment of 
the etching stop layer . 

16 . The manufacturing method of the semiconductor 
structure according to claim 11 , wherein forming the etching 
stop layer comprises : 

forming a first stop layer on the sidewall of the stack 
structure , wherein an energy gap of the first stop layer 
is larger than 6 eV ; and 

forming a second stop layer on the first stop layer . 
17 . The manufacturing method of the semiconductor 

structure according to claim 16 , wherein the first stop layer 
is formed between the second stop layer and the sidewall of 
the stack structure . 

18 . The manufacturing method of the semiconductor 
structure according to claim 16 , wherein the at least one 
conductive structure is adjacent to the second stop layer . 

19 . The manufacturing method of the semiconductor 
structure according to claim 16 , wherein a material of the 
first stop layer comprises silicon oxide , aluminum oxide , 
magnesium oxide , silicon zirconium oxide , silicon hafnium 
oxide , or combinations thereof , a material of the second stop 
layer comprises silicon nitride , aluminum oxide , magnesium 
oxide , silicon zirconium oxide , silicon hafnium oxide , or 
combinations thereof , and the first stop layer is different 
from the second stop layer . 

20 . The manufacturing method of the semiconductor 
structure according to claim 11 , further comprising : 

forming a dielectric layer on the etching stop layer . 
* * * * * 
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