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VERTICAL MEMORY DEVICES AND 
METHODS OF MANUFACTURING THE 

SAME 

CROSS-REFERENCE TO RELATED 
APPLICATION 

0001 Korean Patent Application No. 10-2015-0147061, 
filed on Oct. 22, 2015, and entitled, “Vertical Memory 
Devices and Methods of Manufacturing the Same,” is incor 
porated by reference herein in its entirety. 

BACKGROUND 

0002 1. Field 
0003. One or more embodiments described herein relate 
to vertical memory devices and methods for manufacturing 
vertical memory devices. 
0004 2. Description of the Related Art 
0005. A vertical memory device has been developed 
having a relatively high degree of integration. Such a 
memory device includes memory cells Stacked vertically 
with respect to the Surface of a substrate. A channel having 
a pillar or cylindrical shape protrudes vertically from the 
Substrate surface, and gate lines and insulation layers Sur 
rounding the channel are repeatedly stacked. 
0006. As the degree of integration of the vertical memory 
device increases, the numbers of the gate lines and insulation 
layers increase. Thus, structural and electrical reliability of 
the vertical memory device may not be easily achieved. 

SUMMARY 

0007. In accordance with one or more embodiments, a 
vertical memory device includes a Substrate; gate lines 
stacked and spaced apart from each other along a first 
direction with respect to a surface of the substrate, each of 
the gate lines including a step portion protruding in a second 
direction; at least one etch-stop layer covering the step 
portion of at least one of the gate lines and including a 
conductive material; channels extending through the gate 
lines in the first direction; and contacts extending through 
the at least one etch-stop layer and on the step portions of the 
gate lines. 
0008. The vertical memory device may include insulating 
interlayer patterns spaced apart from each other by the gate 
lines along the first direction, each of the insulating inter 
layer patterns including a step portion protruding in the 
second direction. The at least one etch-stop layer may 
include a first etch-stop layer arranged along the step por 
tions of the insulating interlayer patterns, the first etch-stop 
layer including an oxide; and a second etch-stop layer on the 
first etch-stop layer and including a conductive material. The 
second-etch stop layer may include a same metal as in the 
gate lines. The first etch-stop layer may include a same oxide 
as in the insulating interlayer patterns. The second etch-stop 
layer may be divided per each step portion of the insulating 
interlayer patterns. The contacts may be physically sepa 
rated from the at least one etch-stop layer. The vertical 
memory device may include a plurality of contact spacers 
Surrounding sidewalls of the contacts. 
0009. The at least one etch-stop layer may cover step 
portions of at least some of the gate lines. The gate lines may 
include a ground selection line (GSL), word lines, and a 
string selection line (SSL) sequentially stacked from the top 
surface of the substrate. The at least one etch-stop layer may 
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only cover step portions of the GSL and the word lines. The 
at least one etch-stop layer may only cover step portions of 
predetermined ones of the word lines. The substrate may 
include a cell region on which the channels are disposed; an 
extension region on which the step portions of the gate lines 
are disposed; and a peripheral circuit region, wherein the at 
least one etch-stop layer is only on the cell region and the 
extension region. 
0010. In accordance with one or more other embodi 
ments, a vertical memory device includes a Substrate; a gate 
line stack structure on the Substrate and including: gate lines 
stacked and spaced apart from each other in a first direction 
with respect to a surface of the Substrate; insulating inter 
layer patterns stacked and spaced apart from each other by 
the gate lines in the first direction; and channels extending 
through the insulating interlayer patterns and the gate lines 
in the first direction; a first etch-stop layer on the gate line 
stack structure and including an insulation material; a sec 
ond etch-stop layer on the first etch-stop layer and including 
a conductive material; and contacts extending through the 
second etch-stop layer and the first etch-stop layer and 
electrically connected to the gate lines. The insulating inter 
layer patterns and the gate lines may be alternately stacked 
along the first direction in a stepped shape, the insulating 
interlayer patterns and gate lines may include step portions 
protruding in a second direction, and step portions of the 
gate lines may be covered by step portions of the insulating 
interlayer patterns. 
0011. In accordance with one or more other embodi 
ments, a memory device includes a Substrate; a plurality of 
gate lines Stacked on the Substrate; a plurality of insulating 
layers between the gate lines respectively, the gate lines and 
insulating layers arranged in steps; a first etch-stop layer on 
the steps and including a first material; a second etch-stop 
layer on the first etch-stop layer and including a second 
material different from the first material; channels extending 
through the gate lines; and contacts extending through the 
first and second etch-stop layers to contact respective ones 
of the gate lines through corresponding ones of the insulat 
ing layers. The first material may be an oxide, and the second 
material may be a conductive material. The first etch-stop 
layer may include the first material, and the second-etch stop 
layer may include the second material. The gate lines may 
include a ground selection line, word lines, and a string 
selection line sequentially stacked from the surface of the 
Substrate. The first and second etch-stop layers may cover 
only step portions of predetermined ones of the GSL and the 
word lines. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 Features will become apparent to those of skill in 
the art by describing in detail exemplary embodiments with 
reference to the attached drawings in which: 
0013 FIGS. 1 to 3 illustrate an embodiment of a vertical 
memory device; 
0014 FIGS. 4 to 30 illustrate various stages in an 
embodiment of a method for manufacturing a vertical 
memory device; 
0015 FIG. 31 illustrates another embodiment of a verti 
cal memory device; 
0016 FIGS. 32 to 34 illustrate various stages in another 
embodiment of a method for manufacturing a vertical 
memory device; 
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0017 FIG. 35 illustrates another embodiment of a verti 
cal memory device; 
0018 FIGS. 36 and 37 illustrate various stages in another 
embodiment of a method for manufacturing a vertical 
memory device; 
0019 FIG. 38 illustrates another embodiment of a verti 
cal memory device; 
0020 FIGS. 39 to 41 illustrate various stages in another 
embodiment of a method for manufacturing a vertical 
memory device; and 
0021 FIGS. 42 and 43 illustrate another embodiment of 
a vertical memory device. 

DETAILED DESCRIPTION 

0022. Example embodiments will now be described more 
fully hereinafter with reference to the accompanying draw 
ings; however, they may be embodied in different forms and 
should not be construed as limited to the embodiments set 
forth herein. Rather, these embodiments are provided so that 
this disclosure will be thorough and complete, and will fully 
convey exemplary implementations to those skilled in the 
art. The embodiments may be combined to form additional 
embodiments. 
0023. In the drawings, the dimensions of layers and 
regions may be exaggerated for clarity of illustration. It will 
also be understood that when a layer or element is referred 
to as being “on” another layer or substrate, it can be directly 
on the other layer or Substrate, or intervening layers may 
also be present. Further, it will be understood that when a 
layer is referred to as being “under another layer, it can be 
directly under, and one or more intervening layers may also 
be present. In addition, it will also be understood that when 
a layer is referred to as being “between two layers, it can 
be the only layer between the two layers, or one or more 
intervening layers may also be present. Like reference 
numerals refer to like elements throughout. 
0024. It will be understood that when an element or layer 

is referred to as being “on.” “connected to’ or “coupled to 
another element or layer, it can be directly on, connected or 
coupled to the other element or layer or intervening elements 
or layers may be present. In contrast, when an element is 
referred to as being “directly on,” “directly connected to’ or 
“directly coupled to another element or layer, there are no 
intervening elements or layers present. Like numerals refer 
to like elements throughout. As used herein, the term “and/ 
or includes any and all combinations of one or more of the 
associated listed items. 
0025. It will be understood that, although the terms first, 
second, third, fourth etc. may be used herein to describe 
various elements, components, regions, layers and/or sec 
tions, these elements, components, regions, layers and/or 
sections should not be limited by these terms. These terms 
are only used to distinguish one element, component, region, 
layer or section from another region, layer or section. Thus, 
a first element, component, region, layer or section dis 
cussed below could be termed a second element, component, 
region, layer or section without departing from the teachings 
of the embodiments. 
0026 Spatially relative terms, such as “beneath.” 
“below,” “lower,” “above,” “upper” and the like, may be 
used herein for ease of description to describe one element 
or feature's relationship to another element(s) or feature(s) 
as illustrated in the figures. It will be understood that the 
spatially relative terms are intended to encompass different 
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orientations of the device in use or operation in addition to 
the orientation depicted in the figures. For example, if the 
device in the figures is turned over, elements described as 
“below' or “beneath other elements or features would then 
be oriented “above' the other elements or features. Thus, the 
exemplary term “below can encompass both an orientation 
of above and below. The device may be otherwise oriented 
(rotated 90 degrees or at other orientations) and the spatially 
relative descriptors used herein interpreted accordingly. 
0027. The terminology used herein is for the purpose of 
describing particular example embodiments only and is not 
intended to be limiting of the embodiments. As used herein, 
the singular forms “a,” “an and “the are intended to 
include the plural forms as well, unless the context clearly 
indicates otherwise. It will be further understood that the 
terms “comprises” and/or “comprising, when used in this 
specification, specify the presence of stated features, inte 
gers, steps, operations, elements, and/or components, but do 
not preclude the presence or addition of one or more other 
features, integers, steps, operations, elements, components, 
and/or groups thereof. 
0028. Example embodiments are described herein with 
reference to cross-sectional illustrations that are schematic 
illustrations of idealized example embodiments (and inter 
mediate structures). As such, variations from the shapes of 
the illustrations as a result, for example, of manufacturing 
techniques and/or tolerances, are to be expected. Thus, 
example embodiments should not be construed as limited to 
the particular shapes of regions illustrated herein but are to 
include deviations in shapes that result, for example, from 
manufacturing. For example, an implanted region illustrated 
as a rectangle will, typically, have rounded or curved fea 
tures and/or a gradient of implant concentration at its edges 
rather than a binary change from implanted to non-im 
planted region. Likewise, a buried region formed by implan 
tation may result in some implantation in the region between 
the buried region and the Surface through which the implan 
tation takes place. Thus, the regions illustrated in the figures 
are schematic in nature and their shapes are not intended to 
illustrate the actual shape of a region of a device and are not 
intended to limit the scope of the embodiments. 
0029. Unless otherwise defined, all terms (including tech 
nical and scientific terms) used herein have the same mean 
ing as commonly understood by one of ordinary skill in the 
art. It will be further understood that terms, such as those 
defined in commonly used dictionaries, should be inter 
preted as having a meaning that is consistent with their 
meaning in the context of the relevant art and will not be 
interpreted in an idealized or overly formal sense unless 
expressly so defined herein. 
0030 Although corresponding plan views and/or per 
spective views of some cross-sectional view(s) may not be 
shown, the cross-sectional view(s) of device structures illus 
trated herein provide support for a plurality of device 
structures that extend along two different directions as 
would be illustrated in a plan view, and/or in three different 
directions as would be illustrated in a perspective view. The 
two different directions may or may not be orthogonal to 
each other. The three different directions may include a third 
direction that may be orthogonal to the two different direc 
tions. The plurality of device structures may be integrated in 
a same electronic device. For example, when a device 
structure (e.g., a memory cell structure or a transistor 
structure) is illustrated in a cross-sectional view, an elec 
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tronic device may include a plurality of the device structures 
(e.g., memory cell structures or transistor structures), as 
would be illustrated by a plan view of the electronic device. 
The plurality of device structures may be arranged in an 
array and/or in a two-dimensional pattern. 
0031 FIG. 1 illustrates a top plan view of an embodiment 
of a vertical memory device, and FIGS. 2 and 3 illustrate 
cross-sectional views taken along lines I-I" and II-II in FIG. 
1, respectively. In FIGS. 1 to 3, a direction substantially 
vertical to a top Surface of a Substrate is a first direction, and 
two directions substantially parallel to the top surface of the 
Substrate and crossing each other are second and third 
directions. For example, the second and third directions are 
Substantially perpendicular to each other. Additionally, a 
direction indicated by an arrow and a reverse direction 
thereof are considered as the same direction. The above 
mentioned definitions of the directions are the same through 
out all the figures in this specification. (For convenience of 
descriptions, an illustration of Some insulative structures is 
omitted in FIG. 1). 
0032 Referring to FIGS. 1 to 3, the vertical memory 
device may include a vertical channel structure, including a 
channel 144, a dielectric layer structure 142, and a filling 
insulation pattern 146, extending in the first direction from 
a top surface of a substrate 100. The vertical memory device 
may also include gate lines 160, e.g., gate lines 160a to 
160h, surrounding the vertical channel structure and stacked 
in a stepped shape along the first direction. Contacts 197 are 
electrically connected to the gate lines 160 and may extend 
through a mold protection layer 130, a second etch-stop 
layer pattern 165, a first etch-stop layer pattern 112, and an 
insulating interlayer pattern 106 at each level. The contacts 
197 may be electrically connected to a step portion of the 
gate line 160 at each level. 
0033. In particular, the gate lines 160a-160h may be 
stacked on one another in the first direction and may extend 
along the second direction Such that the gate line 106a 
extends further away in the second direction than adjacent 
gate line 106b, and so forth. The decrease in length in the 
second direction among the gate lines 160a-160h may be the 
same or different among various embodiments to thereby 
form a step pattern. 
0034. The substrate 100 may include a semiconductor 
material, e.g., silicon and/or germanium. In example 
embodiments, the substrate 100 may include single crystal 
line silicon, e.g., a p-type well of the vertical memory 
device. 
0035. The vertical memory device may include a first 
region I, a second region II, and a third region III. Accord 
ingly, the substrate 100 may be divided into the first region 
I, the second region II, and the third region III. In example 
embodiments, the first region I, the second region II, and the 
third region III may correspond to a cell region, an extension 
region, and a peripheral circuit region, respectively. 
0036 Memory cells of the vertical memory device may 
be on the cell region. For example, a cell String may be 
defined by the vertical channel structure and the gate lines 
160 surrounding the vertical channel structure. The gate 
lines 160 may extend in the second direction, and the step 
portions of the gate lines 160 may be on the extension 
region. A peripheral circuit to drive the vertical memory 
device may be on the peripheral circuit region. In some 
embodiments, a pair of second regions II may be located 
symmetrically with respect to the first region I. 
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0037. The channel 144 may be on the first region I of the 
substrate 100 and may have a hollow cylindrical shape or a 
cup shape. The channel 144 may include polysilicon or 
single crystalline silicon, and may include p-type impurities 
such as boron (B) in a portion thereof. 
0038. The filling insulation pattern 146 may fill an inner 
space of the channel 144, and may have a solid cylindrical 
shape or a pillar shape. The filling insulation pattern 146 
may include an insulation material Such as silicon oxide. In 
an embodiment, the channel 144 may have a pillar shape or 
a solid cylindrical shape, and the filling insulation pattern 
146 may be omitted. 
0039. The dielectric layer structure 142 may be formed 
on an outer sidewall of the channel 144 and may have a 
straw shape. The dielectric layer structure 142 may include 
a tunnel insulation layer, a charge storage layer, and a 
blocking layer sequentially stacked from the outer sidewall 
of the channel 144. The blocking layer may include silicon 
oxide or a metal oxide such as hafnium oxide or aluminum 
oxide. The charge storage layer may include a nitride Such 
as silicon nitride or a metal oxide. The tunnel insulation 
layer may include an oxide such as silicon oxide. For 
example, the dielectric layer structure 142 may have an 
oxide-nitride-oxide (ONO) layered structure. 
0040. As illustrated in FIGS. 2 and 3, a semiconductor 
pattern 140 may be between the top surface of the substrate 
100 and the vertical channel structure. In example embodi 
ments, a channel hole may be formed through the gate lines 
160 and the insulating interlayer patterns 106. The top 
surface of the substrate 100 may be exposed through the 
channel hole. The semiconductor pattern 140 may be formed 
at a lower portion of the channel hole to be in contact with 
the top surface of the substrate 100. The channel 144 may be 
on a top surface of the semiconductor pattern 140. The 
dielectric layer structure 142 may be on a peripheral portion 
of the top surface of the semiconductor pattern 140. 
0041 A pad 148 may be formed on the dielectric layer 
structure 142, the channel 144, and the filling insulation 
pattern 146. For example, an upper portion of the channel 
hole may be capped by the pad 148. For example, the pad 
148 may be electrically connected to, e.g., a bit line, and may 
serve as a source/drain region through which charges are 
moved or transferred to the channel 144. The semiconductor 
pattern 140 and the pad 148 may include polysilicon or 
single crystalline silicon. In some embodiments, the pad 148 
may be optionally doped with n-type impurities such as 
phosphorus (P) or arsenic (AS). 
0042. In example embodiments, a plurality of the pads 
148 may be arranged along the second direction on the first 
region I in a pad row. A plurality of pad rows may be 
arranged in the third direction. For convenience of descrip 
tions, only one pad 148 is illustrated per each pad row in 
FIG 1. 

0043. The vertical channel structures may also be 
arranged according to an arrangement of the pads 148. For 
example, a plurality of the vertical channel structures may be 
arranged along the second direction on the first region I to 
form a channel row, and a plurality of the channel rows may 
be arranged in the third direction. 
0044) The gate lines 160 (e.g., 160a through 160h) may 
be formed on an outer sidewall of the dielectric layer 
structure 142 or the semiconductor pattern 140. The gate 
lines 160 may be spaced apart from each other along the first 
direction. In example embodiments, each gate line 160 may 
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partially surround the channels 144 or the vertical channel 
structures in at least one of the channel rows, and may 
extend in the second direction. 
0045. In some embodiments, each gate line 160 may 
surround the predetermined number of the channel rows, 
e.g., 4 channel rows. In this case, a gate line stack structure 
may be defined by the 4 channel rows and the gate lines 160 
Surrounding the 4 channel rows. A plurality of the gate line 
stack structures may be arranged along the third direction. 
0046. In example embodiments, widths or length of the 
gate lines 160 in the second direction may be reduced along 
the first direction from the top surface of the substrate 100. 
For example, as illustrated in FIGS. 1 and 2, a plurality of 
the gate lines 160 may be stacked in a pyramidal shape or a 
stepped shape. Accordingly, the gate line 160 of each level 
may include the step portion protruding in the second 
direction from the gate line 160 at an upper level thereof. 
The step portion of the gate line 160 may serve as a pad on 
which the contact 197 may be disposed. The step portions of 
the gate lines 160 may be arranged on the second region II. 
0047. The gate lines 160 may include a ground selection 
line (GSL), a word line, and a string selection line (SSL). For 
example, a lowermost gate line 160a may serve as the GSL, 
an uppermost gate line 160h may serve as the SSL, and the 
gate lines 160b to 160g between the GSL and the SSL may 
serve as the word lines. The GSL (e.g., gate line 160a) may 
laterally surround the semiconductor pattern 140. The word 
lines (e.g., gate lines 160b to 160g) and the SSL (e.g., gate 
line 160h) may laterally surround the channel 144 or the 
dielectric layer structure 142. 
0048. The gate lines 160 may be formed at increased 
levels in consideration of circuit design and/or degree of 
integration of the vertical memory device, e.g. 16 levels, 24 
levels, 32 levels, 48 levels, etc. The SSLs may be formed at 
two or more levels. 
0049. The gate line 160 may include a metal such as 
tungsten (W), a metal nitride, and/or a metal silicide. In 
Some example embodiments, the gate line 160 may include 
tungsten. In some embodiments, the gate line 160 may have 
a multi-layered structure of a metal nitride/metal, e.g., 
tungsten nitride/tungsten. 
0050. The gate line stack structure may further include 
the insulating interlayer patterns 106 (e.g., 106a through 
106i). The insulating interlayer patterns 106 may be between 
the gate lines 160 neighboring in the first direction. 
0051. A lowermost insulating interlayer pattern 106a 
may be formed between the GSL 160a and the top surface 
of the substrate 100. As illustrated in FIG. 2, the lowermost 
insulating interlayer pattern 106a may cover the first region 
I and the second region II of the substrate 100. In some 
embodiments, the lowermost insulating interlayer pattern 
106a may commonly cover the first region I, the second 
region II, and the third region III of the substrate 100. An 
uppermost insulating interlayer pattern 106i may be on the 
SSL 160h. 
0052. The insulating interlayer pattern 106 may include a 
silicon oxide-based material, e.g., silicon dioxide (SiO2), 
silicon oxycarbide (SiOC), or silicon oxyfluoride (SiOF). 
The gate lines 160 in one gate line stack structure may be 
insulated from each other by the insulating interlayer pat 
terns 106. In example embodiments, the insulating interlayer 
patterns 106 may be stacked along the first direction, for 
example, in a pyramidal shape or a stepped shape, Substan 
tially the same as or similar to that of the gate lines 160. 
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0053. The insulating interlayer pattern 106 at each level 
may also include, for example, a step portion protruding in 
the second direction on the second region II. For example, 
a top surface of the step portion of the gate line 160 may be 
covered by the step portion of the insulating interlayer 
pattern 106. 
0054. In example embodiments, a multi-layered etch 
stop layer pattern including a first etch-stop layer pattern 112 
and a second etch-stop layer pattern 165 may be formed on 
the gate line stack structure. 
0055. The first etch-stop layer pattern 112 may be formed 
conformally along top surfaces of the insulating interlayer 
patterns 106, sidewalls in the second direction of the insu 
lating interlayer patterns 106, and sidewalls in the second 
direction of the gate lines 160. In some embodiments, the 
first etch-stop layer pattern 112 may not be formed on 
sidewalls in the third direction of insulating interlayer pat 
terns 106 and gate lines 160. 
0056. In example embodiments, the first etch-stop layer 
pattern 112 may cover all the step portions of the insulating 
interlayer patterns 106 and the gate lines 160 in the gate line 
stack structure. In example embodiments, the first etch-stop 
layer pattern 112 may include an oxide substantially the 
same as or similar to that included in the insulating interlayer 
pattern 106. 
0057 The second etch-stop layer pattern 165 may be 
formed on the first etch-stop layer pattern 112. For example, 
the second etch-stop layer patter 165 may be in contact with 
a substantially entire top surface of the first etch-stop layer 
pattern 112. Accordingly, the second etch-stop layer pattern 
165 may also cover all the step portions of insulating 
interlayer patterns 106 and gate lines 160 in the gate line 
stack structure. 

0058. In example embodiments, the second etch-stop 
layer pattern 165 may include a conductive material sub 
stantially the same as or similar to that included in the gate 
line 160. In some embodiments, the gate line 160 and the 
second etch-stop layer pattern 165 may include tungsten. 
0059. In some embodiments, the vertical channel struc 
ture may extend through the second and first etch-stop layer 
patterns 165 and 112 on the first region I. 
0060. The mold protection layer 130 may be formed on 
the substrate 100, and may cover the gate line stack struc 
ture. In example embodiments, the mold protection layer 
130 may be formed commonly on the first region I, the 
second region II, and the third region III, and may be formed 
on top surfaces of the substrate 100 and the second etch-stop 
layer pattern 165. 
0061. In some embodiments, if the lowermost insulating 
interlayer pattern 106a extends on the third region III, the 
mold protection layer 130 may be formed on a top surface 
of the lowermost insulating interlayer pattern 106a. In 
example embodiments, the mold protection layer 130 may 
include an oxide Substantially the same as or similar to that 
included in the insulating interlayer pattern 106 and/or the 
first etch-stop layer pattern 112 (e.g., silicon oxide). 
0062 Acutting pattern 170 may be between the gate line 
stack structures. For example, the cutting pattern 170 may 
intersect the gate lines 160, the insulating interlayer patterns 
106, the etch-stop layer pattern, and the mold protection 
layer 130, and may have a fence shape extending in the 
second direction. The gate line stack structure including the 
predetermined number of the channel rows (e.g., the four 
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channel rows) may be defined by the cutting pattern 170. 
The cutting pattern 170 may include an insulation material, 
e.g., silicon oxide. 
0063. An impurity region 101 (see, e.g., FIG. 3) may be 
formed at an upper portion of the substrate 100 under the 
cutting pattern 170. The impurity region 101 may include, 
e.g., n-type impurities. In some embodiments, the impurity 
region 101 may extend in the second direction and may 
serve as a common source line (CSL) of the vertical memory 
device. In some embodiments, a CSL contact or a CSL 
pattern may be formed through the cutting pattern 170 and 
electrically connected to the impurity region 101. 
0064. The contacts 197 may extend through the mold 
protection layer 130, the second etch-stop layer pattern 165, 
the first etch-stop layer pattern 112, and the step portion of 
the insulating interlayer pattern 106 at each level. The 
contact 197 may be in contact with or electrically connected 
to the step portion of the gate line 160 at each level. 
0065. In some embodiments, as illustrated in FIG. 2, the 
contacts 197 may be partially inserted in some gate lines at 
lower levels of the gate line stack structure (e.g., the GSL 
160a and some word lines 160b through 160d). The contacts 
197 may include a metal, a metal nitride, doped polysilicon, 
and/or a metal silicide. 
0066. A contact spacer 195 may be formed on a sidewall 
of each contact 197. The contact spacer 195 may have a 
straw shape surrounding the sidewall of the contact 197. The 
second etch-stop layer pattern 165 and the contact 197 may 
be insulated from each other by the contact spacer 195. For 
example, the contact spacer 195 may include silicon nitride 
or silicon oxynitride. 
0067. In some embodiments, as illustrated in FIG. 1, the 
contacts 197 may be arranged in a substantially linear line 
along the second direction in a plane view. In some embodi 
ments, the contacts 197 may be arranged in a different (e.g., 
ZigZag) configuration along the second direction in the plane 
view. 
0068. In some embodiments, a bit line may be on the first 
region I and electrically connected to the pads 148. Wirings 
may be on the mold protection layer 130 and electrically 
connected to the contacts 197. The wirings may extend from 
the second region II to the third region III and may be 
electrically connected to the peripheral circuit. 
0069. According to example embodiments as described 
above, the multi-layered etch-stop layer pattern including 
the first etch-stop layer pattern 112 and the second etch-stop 
layer pattern 165 may be formed along top and lateral 
Surfaces of the gate line stack structure. For example, the 
first etch-stop layer pattern 112 may include silicon oxide 
Substantially the same as or similar to that in the insulating 
interlayer pattern 106. The second etch-stop layer pattern 
165 may include a metal substantially the same as or similar 
to that in the gate line 160. 
0070 Thus, while forming contact holes in which the 
contacts 197 may be formed and through which the step 
portions of the gate lines 160 may be exposed, defects such 
as a punching of the gate line 160 or a not-open failure of the 
step portion may be prevented throughout all levels of the 
gate line stack structure utilizing the etch-stop layer pattern. 
(0071 FIGS. 4 to 30 illustrate top plan views and cross 
sectional views of an embodiment of a method of manufac 
turing a vertical memory device, which, for example, may be 
the vertical memory device in FIGS. 1 to 3. FIGS. 9, 13, 18 
and 21 are top plan views illustrating the method. FIGS. 4 
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to 8, 10 to 12, 14, 16, 19, and 23 to 30 are cross-sectional 
views taken along line I-I" in FIGS. 9, 13, 18 and 21. FIGS. 
15, 17, 20 and 22 are cross-sectional views taken along line 
II-II in 9, 13, 18 and 21. For convenience of descriptions, an 
illustration of insulative structures is omitted in some of the 
top plan views. 
0072 Referring to FIG. 4, insulating interlayers 102 (e.g., 
102a through 102i) and sacrificial layers 104 (e.g., 104a 
through 104.h) may be formed alternately and repeatedly on 
a substrate 100 to form a mold structure. The substrate 100 
may include a semiconductor material silicon or germanium. 
In example embodiments, the substrate 100 may include a 
first region I, a second region II, and a third region III. For 
example, the first region I, the second region II, and the third 
region III may correspond to a cell region, an extension 
region, and a peripheral circuit region of the vertical 
memory device. 
0073. The insulating interlayer 102 may be formed of an 
oxide-based material, e.g., silicon dioxide, silicon oxycar 
bide, and/or silicon oxyfluoride. The sacrificial layer 104 
may be formed of a material having an etching selectivity 
with respect to the insulating interlayer 102 and which may 
be easily removed by a wet etching process. For example, 
the sacrificial layer 104 may be formed of a nitride-based 
material, e.g., silicon nitride and/or silicon boronitride. 
0074 The insulating interlayer 102 and the sacrificial 
layer 104 may be formed by at least one of a chemical vapor 
deposition (CVD) process, a plasma enhanced chemical 
vapor deposition (PECVD) process, a high density plasma 
chemical vapor deposition (HDP-CVD) process, an atomic 
layer deposition (ALD) process, or a sputtering process. 
0075. In an embodiment, a lowermost insulating inter 
layer 102a may be formed by a thermal oxidation process or 
a radical oxidation process on a top surface of the Substrate 
100. The sacrificial layers 104 may be removed in a subse 
quent process to provide spaces for a GSL, a word line(s), 
and an SSL. Thus, the number of the insulating interlayers 
102 and the sacrificial layers 104 may be determined in 
consideration of the number of the GSL, the word line(s), 
and the SSLs. 

(0076 FIG. 4 illustrates that the sacrificial layers 104 and 
the insulating interlayers 102 are formed at 8 levels and 9 
levels, respectively. However, the number of the insulating 
interlayers 102 and the sacrificial layers 104 may increase 
depending, for example, on a degree of integration of the 
vertical memory device. 
(0077 Referring to FIG. 5, a lateral portion of the mold 
structure may be partially etched in, e.g., a stepwise manner, 
to form a stepped mold structure. For example, a photoresist 
pattern covering the first region I and partially covering the 
second region II may be formed on an uppermost insulating 
interlayer 102i. Peripheral portions of the uppermost insu 
lating interlayer 102i and an uppermost sacrificial layer 104h 
may be removed using the photoresist pattern as an etching 
mask. A peripheral portion of the photoresist pattern may be 
partially removed so that a width of the photoresist pattern 
may be reduced. Peripheral portions of insulating interlayers 
102i and 102h, and sacrificial layers 104h and 104g may be 
etched using the photoresist pattern again as an etching 
mask. Etching processes may be repeated with a predeter 
mined etching amount in a similar manner as described 
above to obtain the stepped mold structure in FIG. 5. 
0078. In some embodiments, as illustrated in FIG. 5, a 
portion of the lowermost insulating interlayer 102a on the 
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third region III may be also removed while forming the 
stepped mold structure. In some embodiments, the lower 
most insulating interlayer 102a may not be etched to remain 
on the third region III. The insulating interlayer 102 and the 
sacrificial layer 104 at each level in the stepped mold 
structure may include step portions protruding in the second 
direction on the second region II. A top surface of the step 
portion of the sacrificial layer 104 may be covered by the 
step portion of the insulating interlayer 102. The photoresist 
pattern may be removed by an ashing process and/or a strip 
process after forming the stepped mold structure. 
0079 Referring to FIG. 6, a first etch-stop layer 110 may 
be formed along a surface of the stepped mold structure on 
the substrate 100. A preliminary second etch-stop layer 115 
may be formed on the first etch-stop layer 110. In example 
embodiments, the first etch-stop layer 110 may be formed 
conformally along top Surfaces and sidewalls of the insu 
lating interlayers 102 and sidewalls of the sacrificial layers 
104. The preliminary etch-stop layer 115 may be formed to 
have a shape Substantially the same as or similar to that of 
the first etch-stop layer 110. 
0080. In example embodiments, the first etch-stop layer 
110 may be formed of an oxide-based material, e.g., silicon 
oxide. For example, the first etch-stop layer 110 may include 
the oxide-based material Substantially the same as or similar 
to that in the insulating interlayer 102. The preliminary 
second etch-stop layer 115 may be formed of a nitride-based 
material, e.g., silicon nitride. For example, the preliminary 
second etch-stop layer 115 may be formed of the nitride 
based material Substantially the same as or similar to that in 
the sacrificial layer 104. 
0081. The first etch-stop layer 110 and the preliminary 
second etch-stop layer 115 may be formed by, e.g., an ALD 
process or a sputtering process having an improved step 
coverage property. The first etch-stop layer 110 and the 
preliminary second etch-stop layer 115 may have a thickness 
less than that of the insulating interlayer 102 and the 
sacrificial layer 104, respectively, as illustrated in FIG. 6. 
However, the first etch-stop layer 110 and the preliminary 
second etch-stop layer 115 may have a thickness Substan 
tially equal to or greater than that of the insulating interlayer 
102 and the sacrificial layer 104, respectively. 
0082 Referring to FIG. 7, portions of the first etch-stop 
layer 110 and the preliminary second etch-stop layer 115 
formed on the third region III may be removed. In example 
embodiments, a photoresist pattern 120 covering the first 
region I and the second region II may be formed on the 
preliminary second etch-stop layer 115. The preliminary 
second etch-stop layer 115 and the first etch-stop layer 110 
may be partially removed using the photoresist pattern as an 
etching mask. After the etching process described above, the 
top surface of the substrate 100 or a top surface of the 
lowermost insulating interlayer 102a may be exposed on the 
third region III, and the photoresist pattern 120 may be 
removed by an ashing process and/or a strip process. 
I0083) Referring to FIG. 8, a mold protection layer 130 
covering the preliminary second etch-stop layer 115 may be 
formed on the substrate 100. In example embodiments, the 
mold protection layer 130 may entirely cover the stepped 
mold structure. In some embodiments, an upper portion of 
the mold protection layer 130 may be planarized by, e.g., a 
chemical mechanical polish (CMP) process. 
I0084. Referring to FIGS. 9 and 10, channel holes 135 
may be formed through the stepped mold structure on the 
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first region I. For example, a hard mask may be formed on 
the mold protection layer 130. The insulating interlayers 102 
and the sacrificial layers 104 of the stepped mold structure 
may be partially etched on the first region I by performing, 
e.g., a dry etching process. The hard mask may be used as 
an etching mask to form the channel hole 135. The channel 
hole 135 may also extend through the preliminary second 
etch-stop layer 115 and the first etch-stop layer 110. The 
channel hole 135 may extend in the first direction from the 
top surface of the substrate 100, and the top surface of the 
substrate 100 may be partially exposed by the channel hole 
135. The hard mask may be formed of silicon-based or 
carbon-based spin-on hardmask (SOH) materials, and/or a 
photoresist material. 
I0085. In example embodiments, a plurality of the channel 
holes 135 may be formed along the second direction to form 
a channel hole row. A plurality of the channel hole rows may 
be formed along the third direction. The channel hole rows 
may be arranged such that the channel holes 135 in different 
channel hole rows may be formed in a predetermined (e.g., 
ZigZag) arrangement along the second direction and/or the 
third direction. The hard mask may be removed by anashing 
process and/or a strip process after the formation of the 
channel holes 135. 
I0086 Referring to FIG. 11, a semiconductor pattern 140, 
a dielectric layer structure 142, a channel 144, and a filling 
insulation pattern 146 may be formed in each channel hole 
135. In some example embodiments, a semiconductor pat 
tern 140 may be formed at a lower portion of the channel 
hole 135. For example, the semiconductor pattern 140 may 
be formed by a selective epitaxial growth (SEG) process 
using the top surface of the substrate 100 exposed through 
the channel hole 135 as a seed. In some embodiments, an 
amorphous silicon layer filling the lower portion of the 
channel hole 135 may be formed, and a laser epitaxial 
growth (LEG) process or a solid phase epitaxi (SPE) process 
may be performed thereon to form the semiconductor pat 
tern 140. In some embodiments, a top surface of the semi 
conductor pattern 140 may be positioned between the sac 
rificial layers 104a and 104b at two lower levels. 
I0087 Adielectric layer may beformed alongsidewalls of 
the channel holes 135 and top surfaces of the semiconductor 
pattern 140 and the mold protection layer 130. Upper and 
lower portions of the dielectric layer may be removed by an 
etch-back process to form the dielectric layer structure 142 
on the sidewall of the channel hole 135. 
I0088 A channel layer and a filling insulation layer filling 
remaining portions of the channel holes 135 may be sequen 
tially formed. Upper portions of the channel layer and the 
filling insulation layer may be planarized by, e.g., a CMP 
process, until the mold protection layer 130 is exposed. 
Accordingly, the channel 144 and the filling insulation 
pattern 146 filling the channel hole 135 may be formed on 
the semiconductor pattern 140. A vertical channel structure 
including the dielectric layer structure 142, the channel 144, 
and the filling insulation pattern 146 may be formed in each 
channel hole 135. 
I0089. The dielectric layer may be formed by sequentially 
forming a blocking layer, a charge storage layer, and a tunnel 
insulation layer. The blocking layer may be formed of, e.g., 
silicon oxide or a metal oxide. The charge storage layer may 
be formed of a nitride such as silicon nitride or a metal 
oxide. The tunnel insulation layer may include an oxide Such 
as silicon oxide. For example, the dielectric layer may be 
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formed as an oxide-nitride-oxide (ONO) layered structure. 
The blocking layer, the charge storage layer, and the tunnel 
insulation layer may be formed by a CVD process, a 
PECVD process, an ALD process, etc. 
0090 The channel layer may be formed of polysilicon or 
amorphous silicon which is optionally doped with impuri 
ties. In an embodiment, a heat treatment or a laser beam 
irradiation may be further performed on the channel layer. In 
this case, the channel layer may be transformed to include 
single crystalline silicon. The filling insulation layer may be 
formed of, e.g., silicon oxide or silicon nitride. The channel 
layer and the filling insulation layer may be formed by a 
CVD process, a PECVD process, an ALD process, a PVD 
process, a sputtering process, etc. 
0091. The dielectric layer structure 142 may have a straw 
shape or a cylindrical shell shape Surrounding an outer 
sidewall of the channel 144. The channel 144 may have a 
Substantially cup shape. The filling insulation pattern 146 
may have a pillar shape inserted in the channel 144. In some 
embodiments, the formation of the filling insulation layer 
may be omitted, and the channel may have a pillar shape 
filling the channel 135. 
0092 Referring to FIG. 12, a pad 148 capping an upper 
portion of the channel hole 135 may be formed. For 
example, an upper portion of the vertical channel structure 
may be partially removed by, e.g., an etch-back process to 
form a recess. A pad layer may be formed on the dielectric 
layer structure 142, the channel 144, the filling insulation 
pattern 146, and the mold protection layer 130 to sufficiently 
fill the recess. An upper portion of the pad layer may be 
planarized by, e.g., a CMP process, until a top surface of the 
mold protection layer 130 is exposed to form the pad 148 
from a remaining portion of the pad layer. 
0093. The pad layer may be formed using polysilicon 
optionally doped with n-type impurities by a sputtering 
process or an ALD process. In an embodiment, a preliminary 
pad layer including amorphous silicon may be formed, and 
then a crystallization process may be performed thereon to 
form the pad layer. 
0094. According to the arrangement of the channel hole 
row, a plurality of pads 148 may define a pad row in an upper 
portion of the mold protection layer 130. A plurality of the 
pad rows may be formed along the third direction. A channel 
row may be defined under the pad row, and a plurality of the 
channel rows may be arranged along the third direction. 
0095 Referring to FIGS. 13 to 15, an opening 150 
extending through the stepped mold structure may be 
formed. For example, a hard mask covering the pads 148 and 
partially exposing the mold protection layer 130 between 
some of the pad rows may be formed. The mold protection 
layer 130, the first etch-stop layer 110, the preliminary 
second etch-stop layer 115, the insulating interlayers 102. 
and the sacrificial layers 104 may be partially etched by, e.g., 
a dry etching process using the hard mask to form the 
opening 150. The hard mask may be formed using a pho 
toresist material or an SOH material, and may be removed 
by an ashing process and/or a strip process after the forma 
tion of the opening 150. 
0096. The opening 150 may extend in, e.g., the second 
direction, and a plurality of the openings 150 may be formed 
along the third direction. The predetermined number of the 
channel rows may be arranged between the openings 150 
neighboring in the third direction. For example, as illustrated 
in FIG. 13, four channel rows may be between the neigh 
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boring openings 150. However, the number of the channel 
rows between the openings 150 may be properly adjusted in 
consideration of circuit design or degree of integration of the 
vertical memory device. 
0097. As illustrated in FIG. 15, after formation of the 
opening 150, the insulating interlayers 102 and the sacrifi 
cial layers 104 may be changed to insulating interlayer 
patterns 106 (e.g., 106a through 106i) and sacrificial pat 
terns 108 (e.g., 108a through 108h). The insulating inter 
layer pattern 106 and the sacrificial pattern 108 at each level 
may have a plate shape extending in the second direction. 
The top surface of the substrate 100 and sidewalls of the 
insulating interlayer patterns 106 and the sacrificial patterns 
108 may be exposed through the opening 150. 
0098. In example embodiments, the first etch-stop layer 
110 and the preliminary second etch-stop layer 115 may be 
also cut by the opening 150 to form a first etch-stop layer 
pattern 112 and a preliminary second etch-stop layer pattern 
117. Sidewalls of the first etch-stop layer pattern 112 and the 
preliminary second etch-stop layer pattern 117 may be 
exposed through the opening 150. 
(0099 Referring to FIGS. 16 and 17, the sacrificial pat 
terns 108 and the preliminary second etch-stop layer pattern 
117 exposed by the opening 150 may be removed. In 
example embodiments, the sacrificial patterns 108 and the 
preliminary second etch-stop layer pattern 117 may be 
removed by a wet etching process using, e.g., phosphoric 
acid as an etchant solution that has an etching selectivity for 
silicon nitride. 

0100. A first gap 152 may be defined by a space from 
which the sacrificial pattern 108 is removed between the 
insulating interlayer patterns 106 neighboring in the first 
direction. A sidewall of the dielectric layer structure 142 
may be partially exposed by the first gaps 152. In some 
embodiments, a sidewall of the semiconductor pattern 140 
may be exposed by a lowermost first gap 152. 
0101. In example embodiments, a second gap 154 may be 
defined by a space from which the preliminary second 
etch-stop layer pattern 117 is removed. The second gap 154 
may extend in a stepped shape between the mold protection 
layer 130 and the first etch-stop layer pattern 112. As 
illustrated in FIG. 17, an upper portion of the dielectric layer 
structure 142 may be exposed by an upper portion of the 
second gap 154. 
0102 Referring to FIGS. 18 to 20, gate lines 160 (e.g., 
160a through 160h) may beformed in the first gaps 152, and 
a second etch-stop layer pattern 165 may be formed in the 
second gap 154. In example embodiments, a first conductive 
layer substantially fully filling the first and second gaps 152 
and 154 and at least partially filling the opening 150 may be 
formed. The first conductive layer may be also formed on the 
mold protection layer 130 and the pads 148. 
0103) The first conductive layer may be formed using a 
metal Such as tungsten, aluminum, copper, titanium or 
tantalum, or a nitride of the metal. In some embodiments, the 
first conductive layer may be formed of tungsten. In an 
embodiment, the first conductive layer may be formed as a 
multi-layered structure including a barrier layer formed of a 
metal nitride, and a metal layer. The first conductive layer 
may be formed by a CVD process, a PECVD process, an 
ALD process, a PVD process, a sputtering process, etc. 
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0104. In an embodiment, before forming the first con 
ductive layer, an additional blocking layer including, e.g., a 
metal oxide may be formed on inner walls of the first and 
second gaps 152 and 154. 
0105. In example embodiments, an upper portion of the 

first conductive layer may be planarized by a CMP process 
until the mold protection layer 130 may be exposed. Portions 
of the first conductive layer formed in the opening 150 and 
on the top surface of the substrate 100 may be etched to 
obtain the gate lines 160 and the second etch-stop layer 
pattern 165 in the first gaps 152 and the second gap 154, 
respectively. 
0106 The gate lines 160 may include the GSL (e.g., the 
gate line 160a), the word lines (e.g., the gate lines 160b 
through 160g), and the SSL (e.g., the gate line 160h) 
sequentially stacked and spaced apart from one another 
along the first direction. 
0107 The gate line 160 and the insulating interlayer 
pattern 106 at each level may extend in the second direction 
and may surround the predetermined number of the channel 
rows (e.g., four channel rows). A gate line stack structure 
may be defined by the gate lines 160, the insulating inter 
layer patterns 106, and the channel rows in the gate lines 160 
and the insulating interlayer patterns 106. A plurality of the 
gate line stack structures may be arranged along the third 
direction, and may be spaced apart from each other by the 
openings 150. 
0108. The gate line stack structure may have a pyramidal 
shape or a stepped shape substantially the same as or similar 
to that of the stepped mold structure. For example, the gate 
line 160 and the insulating interlayer pattern 106 at each 
level may include a step portion protruding in the second 
direction in a plane view. 
0109. In example embodiments, a multi-layered etch 
stop layer including the first etch-stop layer pattern 112 and 
the second etch-stop layer pattern 165 may be formed on the 
gate line Stack structure. As describe above, the second 
etch-stop layer pattern 165 and the gate lines 160 may be 
formed by Substantially the same deposition and etching 
processes from the first conductive layer. 
0110. The etch-stop layer, as illustrated in FIG. 19, may 
be formed on uppermost and lowermost insulating interlayer 
pattern 106i and 106b, and continuously along the step 
portions of the gate line stack structure. As illustrated in FIG. 
20, the etch-stop layer may surround a sidewall of an upper 
portion of the vertical channel structure. 
0111 Referring to FIGS. 21 and 22, an ion-implantation 
process may be performed to form an impurity region 101 at 
an upper portion of the substrate 100 exposed through the 
opening 150. A cutting pattern 170 filling the opening 150 
may be formed on the impurity region 101. The impurity 
region 101 may extend in the second direction, and may 
serve as, e.g., a CSL of the vertical memory device. A metal 
silicide pattern may be further formed on the impurity region 
101 to reduce a resistance of the CSL. The cutting pattern 
170 may be formed by filling or depositing an insulation 
material, e.g., silicon oxide in the opening 150. In some 
embodiments, the cutting pattern 170 may be substantially 
merged with the mold protection layer 130. 
0112 Referring to FIG. 23, a mask pattern 180 may be 
formed on the mold protection layer 130. The mask pattern 
180 may substantially fully cover the first region I, and may 
include holes 182 exposing regions for forming contact 
holes by Subsequent processes on the second region II. In 
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some embodiments, the mask pattern 180 may substantially 
fully cover the third region III. In some embodiments, the 
holes 182 may be also formed on the third region III for 
forming, e.g., a peripheral circuit contact hole. The mask 
pattern 180 may be formed of, e.g., amorphous carbon layer 
(ACL), an SOH material or a photoresist material. 
0113 Referring to FIG. 24, a first etching process may be 
performed using the mask pattern 180. The mold protection 
layer 130 may be partially removed by the first etching 
process to form the contact holes. The first etching process 
may include a dry etching process having a high etching 
selectivity for an oxide. The contact holes formed by the first 
etching process may include first contact holes 183a and 
second contact holes 183b. 

0114. In example embodiments, the first contact holes 
183a may be formed on the gate lines 160 at upper levels 
(e.g., the gate lines 160e to 160h) in the gate line stack 
structure. The second contact holes 183b may be formed on 
the gate lines 160 of lower levels (e.g., the gate lines 160d 
to 160a) except for the gate lines 160 of the upper levels. 
0115 The first etching process may be ceased before a 
bottom of the second contact hole 183b reaches a portion of 
the second etch-stop layer pattern 165 at the lower levels. 
Accordingly, a portion of the second etch-stop layer pattern 
165 at the upper levels may be exposed through the first 
contact holes 183a that may have relatively small aspect 
ratios. The second etch-stop layer pattern 165 may include 
a conductive material (e.g., a metal Such as tungsten) having 
a high etching selectivity with respect to the oxide. Thus, an 
extension of the first contact hole 183a may be substantially 
blocked or ceased by the second etch-stop layer pattern 165. 
0116. In some embodiments, as illustrated in FIG. 24, the 
first contact holes 183a may extend partially into the second 
etch-stop layer pattern 165. 
0117 Referring to FIG. 25, a second etching process may 
be performed to remove the portion of the second etch-stop 
layer pattern 165 exposed through the first contact holes 
183a. The second etching process may include a dry etching 
process having a relatively low etching selectivity for the 
oxide. Accordingly, the first contact holes 183a may be 
further expanded in the first direction and penetrate through 
the second etch-stop layer pattern 165. In some embodi 
ments, the first contact holes 183 may extend partially into 
the first etch-stop layer pattern 112. 
0118. In some embodiments, lengths of the second con 
tact holes 183b may also increase by the second etching 
process. In some embodiments, the bottom of the second 
contact hole 183b may not reach the second etch-stop layer 
pattern 165 at the lower levels even after the second etching 
process, and the second contact holes 183b may remain in 
the mold protection layer 130. 
0119 Referring to FIG. 26, a third etching process may 
be performed to further increase lengths of the contact holes. 
The third etching process may include a dry etching process 
having a high etching selectivity for the oxide. 
I0120 In example embodiments, the first contact holes 
183a may extend through the first etch-stop layer pattern 112 
and the insulating interlayer patterns 106 at the upper levels 
(e.g., the insulating interlayer patterns 106f to 106i) by the 
third etching process. The third etching process may be 
performed until the top surfaces of the gate lines 160 at the 
upper levels (e.g., the gate lines 160e to 160h) may be 
exposed through the first contact holes 183a. 
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0121 The lengths of the second contact holes 183b may 
further increase such that the second contact holes 183b may 
extend through the second etch-stop layer pattern 165. For 
example, an upper one of the second contact holes 183b may 
also extend at least partially through the first etch-stop layer 
pattern 112. In an embodiment, a lowermost second contact 
hole 183b formed over the GSL 160a may not reach the 
second etch-stop layer pattern 165, and may still remain in 
the mold protection layer 130. 
0122 Referring to FIG. 27, a fourth etching process may 
be performed such that the second contact holes 183b may 
additionally extend in the first direction. In example embodi 
ments, the lengths of the second contact holes 183b may 
further increase by the fourth etching process to expose the 
step portions of the gate lines 160 at the lower levels (e.g., 
the gate lines 160a to 160d). 
0123. In some embodiments, the gate lines 160 at the 
upper levels (e.g., the gate lines 160e to 160h) may sub 
stantially serve as an etch-stop layer, and the lengths of the 
first contact holes 183a may be maintained after the fourth 
etching process. In some embodiments, the gate lines 160a 
to 160d at the lower levels may be partially over-etched by 
the fourth etching process. Accordingly, the second contact 
holes 183b may extend partially into the gate lines 160a to 
160d at the lower levels. After the first to fourth etching 
processes, the mask pattern 180 may be removed by, e.g., an 
ashing process and/or a strip process. 
0.124. As described with reference to FIGS. 24 to 27, the 

first and second contact holes 183a and 183b may be formed 
without defects such as a punching or a not-open failure of 
the gate lines. 
0.125. In a comparative example, if the contact holes 183a 
and 183b are formed by a single etching process, etching 
selectivity between the oxide and the conductive material in 
the gate lines 160 may be degraded while forming, e.g., the 
second contact holes 183b having relatively high aspect 
ratios. As a result, the second contact holes 183b may extend 
completely through the gate lines 160 (e.g., 160b to 160d) to 
cause the punching of the gate lines 160. Further, an etching 
rate may be excessively reduced over the lowermost gate 
line 160a (e.g., GSL), and the lowermost gate line 160a may 
not be exposed through the second contact hole 183b to 
cause a not-open failure. In effort to avoid punching and a 
not-open failure, the contact holes 183a and 183b may be 
formed by a plurality of photo-lithography processes. How 
ever, this may increase process costs and time by an exces 
sive amount. 

0126. According to example embodiments as described 
above, the first etch-stop layer pattern 112 and the second 
etch-stop layer pattern 165 respectively including an oxide 
and a conductive material are formed on the gate line stack 
structure. Thus, degradation or reduction of etching selec 
tivity may be reduced or prevented. Further, etching condi 
tions may be finely controlled using a plurality of phases in 
a single etching process. Thus, lengths of the contact holes 
183a and 183b may be also finely controlled. 
0127. Referring to FIG. 28, a contact spacer layer 190 
may be formed along the top Surface of the mold protection 
layer 130, and sidewalls and bottom surfaces of the contact 
holes 183a and 183b. For example, the contact spacer layer 
190 may be formed of silicon nitride or silicon oxynitride, 
and may be formed by an ALD process or a sputtering 
process having an improved step-coverage property. 
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I0128 Referring to FIG. 29, portions of the contact spacer 
layer 190 formed on the top surface of the mold protection 
layer 130, and the bottom surfaces of the contact holes 183a 
and 183b may be removed by, e.g., an etch-back process. 
Accordingly, a contact spacer 195 may be formed on the 
sidewall of each of the contact holes 183a and 183b. In 
example embodiments, the contact spacer 195 may have a 
Straw shape, and step portions of the gate lines 160 may be 
exposed again through the contact holes 183a and 183b. 
I0129 Referring to FIG. 30, the contacts 197 filling the 
contact holes 183a and 183b may be formed on the step 
portions of the gate lines 160. 
0.130. In example embodiments, a second conductive 
layer sufficiently filling the contact holes 183a and 183b may 
be formed on the mold protection layer 130. An upper 
portion of the second conductive layer may be planarized 
until the top surface of the mold protection layer 130 may be 
exposed to form the contacts 197. The second conductive 
layer may be formed of a metal, a metal nitride, doped 
polysilicon and/or a metal silicide by an ALD process or a 
sputtering process. 
I0131 The contact spacer 195 may surround a sidewall of 
the contact 197. Thus, the contact 197 may be insulated from 
the second etch-stop layer pattern 165 including the con 
ductive material. In some embodiments, bit lines electrically 
connected to the pads 148, and wirings electrically con 
nected to the contacts 197 may be further formed on the 
mold protection layer 130. 
(0132 FIG.31 illustrates a cross-sectional view of another 
embodiment of a vertical memory device. The vertical 
memory device of FIG. 31 may have elements and/or 
structures Substantially the same as or similar to those 
illustrated in FIGS. 1 to 3, except for the shape of an 
etch-stop layer. 
I0133) Referring to FIG. 31, as also described with refer 
ence to FIGS. 1 to 3, a multi-layered etch-stop layer includ 
ing a first etch-stop layer pattern 112a and a second etch-stop 
layer pattern 165a may be formed on a top surface and a 
sidewall of a gate line stack structure. In example embodi 
ments, the etch-stop layer may continuously extend from a 
top surface of an uppermost insulating interlayer pattern 
106i to a top surface of a specific insulating interlayer 
pattern 106 at a lower level. 
I0134. In some embodiments, the etch-stop layer may 
overlap some gate lines 160, e.g., from an uppermost gate 
line 160h (e.g., an SSL) to the gate lines 160 that may be 
Vulnerable to a punching. In some embodiments, the etch 
stop layer may overlap step portions of the SSL 160h and 
word lines (e.g., the gate lines 160g to 160b). In some 
embodiments, the etch-stop layer may be removed from a 
step portion of the gate line 160 that may be vulnerable to 
a not-open failure. In an embodiment, the etch-stop layer 
may be removed from a step portion of a lowermost gate line 
160a (e.g., a GSL). 
0.135 Contacts 197 on the word lines 160b to 160h and 
the SSL 160i may extend through a mold protection 130, the 
second etch-stop layer pattern 165a, the first etch-stop layer 
pattern 112a, and the insulating interlayer patterns 106i to 
106c to be in contact with the gate lines 160. The contact on 
the GSL 160a may extend through the mold protection layer 
130 and the insulating interlayer pattern 106b to be in 
contact with the GSL 160a. 

0.136 FIGS. 32 to 34 illustrate cross-sectional views of 
another embodiment of a method for manufacturing a ver 
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tical memory device. Referring to FIG. 32, processes sub 
stantially the same as or similar to those illustrated with 
reference to FIGS. 4 to 6 are performed. In example embodi 
ments, insulating interlayers 102 (e.g., 102a through 102i) 
and sacrificial layers 104 (e.g., 104a through 104.h) may be 
alternately and repeatedly on a substrate 100 including a first 
region I, a second region II and a third region III to form a 
mold structure. 
0.137. A portion of the mold structure on the second 
region II and the third region III may be etched in a stepwise 
manner by a plurality of photo-lithography processes to 
form a preliminary stepped mold structure as illustrated in 
FIG. 32. 
0.138. The number of the photo-lithography processes for 
forming the preliminary stepped mold structure may be less 
than that for forming the stepped mold structure illustrated 
in FIG. 5. Thus, the preliminary stepped mold structure may 
include step portions less than those of the stepped mold 
structure illustrated in FIG. 5. 
0.139. In example embodiments, the mold structure may 
not be fully removed on the third region III. For example, 
insulating interlayers 102a to 102c and sacrificial layers 
104a and 104b at lower levels may not be removed by the 
photo-lithography process to remain on the third region III. 
0140. Subsequently, a first etch-stop layer 110 and a 
preliminary second etch-stop layer 115 may be formed on 
the preliminary stepped mold structure as described with 
reference to FIG. 6. 
0141 Referring to FIG. 33, a photo-lithography process 
may be additionally performed to remove portions of the 
preliminary second etch-stop layer 115 and the first etch 
stop layer 110 formed on the third region III. 
0142. In example embodiments, a photoresist pattern 120 
selectively covering the first region I and the second region 
II may be formed on the preliminary second etch-stop layer 
115. The portions of the preliminary second etch-stop layer 
115 and the first etch-stop layer 110 formed on the third 
region III may be removed using the photoresist pattern 120. 
A portion of the preliminary stepped mold structure on the 
third region III may be also partially removed. 
0143. In some embodiments, the insulating interlayer 
102c and the sacrificial layer 104b may be etched by the 
photo-lithography process such that a step portion may be 
added to the preliminary stepped mold structure. 
0144. Referring to FIG. 34, a width in the second direc 
tion of the photoresist pattern 120 may be reduced, and a 
photo-lithography process may be further performed. 
0145. In example embodiments, the preliminary second 
etch-stop layer 115 and the first etch-stop layer 110 may be 
additionally etched, and the insulating interlayers 102a to 
102c and the sacrificial layers 104a and 104b may be also 
additionally etched by the photo-lithography process. 
0146 Accordingly, a step portion may be added again to 
the preliminary stepped mold structure of FIG. 33 such that 
a stepped mold structure may be obtained. The preliminary 
second etch-stop layer 115 and the first etch-stop layer 110 
may cover step portions of the stepped mold structure except 
for a lowermost step portion. 
0147. After forming the stepped mold structure, the pho 

toresist pattern 120 may be removed by an ashing process 
and/or a strip process. Subsequently, processes Substantially 
the same as or similar to those illustrated with reference to 
FIGS. 8 to 30 may be performed to obtain the vertical 
memory device of FIG. 31. 

Apr. 27, 2017 

0.148. According to example embodiments as described 
above, the etch-stop layer may be removed on a step portion 
of a gate line that may be vulnerable to a not-open failure 
(e.g., a GSL 160a). An addition of the step portion in the 
preliminary stepped mold structure may be also imple 
mented by the photo-lithography process for partially 
removing the etch-stop layer. Thus, process costs or time 
may be saved or reduced. 
0.149 FIG.35 illustrates a cross-sectional view of another 
embodiment of a vertical memory device. The vertical 
memory device of FIG. 35 may have elements and/or 
structures Substantially the same as or similar to those 
illustrated in FIGS. 1 to 3, except for the shape of an 
etch-stop layer. 
(O150 Referring to FIG. 35, as also described with refer 
ence to FIGS. 1 to 3, a multi-layered etch-stop layer includ 
ing a first etch-stop layer pattern 112b and a second etch-stop 
layer pattern 165b may be formed on a gate line stack 
structure. In example embodiments, the etch-stop layer may 
selectively overlap step portions of some specific word lines. 
In some embodiments, the etch-stop layer may selectively 
cover step portions of gate lines that may be Vulnerable to a 
punching (e.g., the gate lines 160c and 160d). In some 
embodiments, the etch-stop layer may be removed over an 
SSL (e.g., the gate line 160h), a GSL (e.g., the gate line 
160a), and some word lines (e.g., the gate lines 160e, 160f. 
160g and 160b). 
0151. Contacts 197 on the gate lines 160c and 160d that 
may be vulnerable to punching may extend through a mold 
protection layer 130, the second etch-stop layer pattern 
165b, the first etch-stop layer pattern 112b, and insulating 
interlayer patterns 106d and 106e and contact gate lines 160. 
The contacts 197 on the SSL 160h, the GSL 160a, and the 
some word lines 160e, 160f 160g and 160b may extend 
through the mold protection layer 130 and the insulating 
interlayer patterns 106i, 106.h, 106g, 106f 106c and 106b 
and contact the gate line 160. 
0152 FIGS. 36 and 37 illustrate cross-sectional views of 
another embodiment of a method for manufacturing a ver 
tical memory device. Many of the processes and/or materials 
of this method may be substantially the same as or similar 
to those illustrated with reference to FIGS. 4 to 30. 
0153. Referring to FIG. 36, processes substantially the 
same as or similar to those in FIGS. 4 to 6 may be 
performed. In example embodiments, insulating interlayers 
102 (e.g., 102a through 102i) and sacrificial layers 104 (e.g., 
104a through 104.h) may be alternately and repeatedly on a 
Substrate 100 including a first region I, a second region II, 
and a third region III to form a mold structure. 
0154) A portion of the mold structure on the second 
region II and the third region III may be etched in a stepwise 
manner by a plurality of photo-lithography processes to 
form a stepped mold structure. A first etch-stop layer 110 and 
a preliminary second etch-stop layer 115 may be sequen 
tially formed along a surface of the stepped mold structure 
and a top surface of the substrate 100. A photoresist pattern 
125 selectively overlapping step portions of e.g., some 
sacrificial layers 104c and 104d that may be replaced with 
gate lines Vulnerable to a punching, may be formed on the 
preliminary second etch-stop layer 115 of the second region 
II. 
(O155 Referring to FIG. 37, portions of the preliminary 
second etch-stop layer 115 and the first etch-stop layer 110 
that may not be covered by the photoresist pattern 125 may 
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be removed by an etching process using the photoresist 
pattern 125. Accordingly, the second etch-stop layer 115 and 
the first etch-stop layer 110 may selectively remain on the 
step portions of the some sacrificial layers 104c and 104d. 
After the etching process, the photoresist pattern 125 may be 
removed by an ashing process and/or a strip process. 
0156 Subsequently, processes substantially the same as 
or similar to those illustrated with reference to FIGS. 8 to 30 
may be performed to obtain the vertical memory device in 
FIG. 35. 
O157 FIG.38 illustrates a cross-sectional view of another 
embodiment of a vertical memory device. Many of the 
elements and/or structures of this embodiment may be 
Substantially the same as or similar to those illustrated in 
FIGS 1 to 3. 
0158 Referring to FIG. 38, as also described with refer 
ence to FIGS. 1 to 3, a multi-layered etch-stop layer includ 
ing a first etch-stop layer pattern 112 and a second etch-stop 
layer pattern 166 may be formed on a top surface and a 
sidewall of a gate line stack structure. The first etch-stop 
layer pattern 112 may continuously extend on step portions 
from an uppermost gate line 160h to a lowermost gate line 
160a. 
0159. In example embodiments, the second etch-stop 
layer pattern 166 may be individually divided per each step 
portion of the gate lines 160. For example, each of the 
second etch-stop layer patterns 166 (e.g., 166a through 
166h) may individually cover the step portions from the 
lowermost gate line 160a to the uppermost gate line 160h 
0160 Contacts 198 may extend through a mold protec 
tion layer 130, the second etch-stop layer pattern 166, the 
first etch-stop layer pattern 112 and insulating interlayer 
patterns 106 to be in contact with the gate lines 160. 
0161 In some embodiments, the contact spacer 195 in 
FIGS. 1 to 3 may be omitted. 
0162. In an embodiment, the second etch-stop layer pat 
tern 166 may be individually separated per each level. Thus, 
the second etch-stop layer pattern 166 may be directly 
connected to the contact 198. An efficient area of the contact 
198 may be increased by the second etch-stop layer pattern 
166 so that electrical resistance through the contact 198 may 
be reduced. 
(0163 FIGS. 39 to 41 illustrate cross-sectional views of 
another embodiment of a method for manufacturing a ver 
tical memory device. Processes and/or materials of this 
embodiment may be substantially the same as or similar to 
those in FIGS. 4 to 30. 
0164 Referring to FIG. 39, processes substantially the 
same as or similar to those illustrated with reference to 
FIGS. 4 and 5 may be performed. In example embodiments, 
insulating interlayers 102 (e.g., 102a through 102i) and 
sacrificial layers 104 (e.g., 104a through 104.h) may be 
alternately and repeatedly on a substrate 100 including a first 
region I, a second region II, and a third region III to form a 
mold structure. A portion of the mold structure on the second 
region II and the third region III may be etched in a stepwise 
manner by a plurality of photo-lithography processes to 
form a stepped mold structure as in FIG. 39. 
(0165 Referring to FIG. 40, a first etch-stop layer 110 and 
a preliminary second etch-stop layer 116 may be formed 
along a top surface of the substrate 100 and a surface of the 
stepped mold structure. The first etch-stop layer 110 may 
have a shape and a profile Substantially the same as those 
illustrated in FIG. 6. In example embodiments, the prelimi 
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nary second etch-stop layer 116 may be formed of silicon 
nitride by a deposition process performed under a low 
step-coverage condition. Accordingly, the preliminary sec 
ond etch-stop layer 116 may be relatively thin on sidewalls 
of the stepped mold structure, and may be relatively thick on 
top surfaces of the stepped mold structure. 
0166 Referring to FIG. 41, a process substantially the 
same as or similar to that of FIG. 7 may be performed to 
remove portions of the preliminary second etch-stop layer 
116 and the first etch-stop layer 110 formed on the third 
region III. Subsequently, the preliminary second etch-stop 
layer 116 may be additionally etched to form preliminary 
second etch-stop layer patterns 118 (e.g., 118a through 
118h) individually separated per each level. In example 
embodiments, a portion of the preliminary second etch-stop 
layer 116 formed on the sidewall of the stepped mold 
structure may be removed by the etching process. A portion 
of the preliminary second etch-stop layer 116 formed on the 
top surface of the stepped mold structure may partially 
remain to form the preliminary second etch-stop layer 
patterns 118. 
0.167 Processes substantially the same as or similar to 
those of FIGS. 8 to 30 may be further performed to obtain 
the vertical memory device of FIG. 38. In some embodi 
ments, processes for forming a contact spacer as in FIGS. 28 
and 29 may be omitted. In example embodiments, the 
sacrificial layers 104 may be replaced with gate lines 160, 
and the preliminary second etch-stop layer patterns 118 may 
be replaced with second etch-stop layer patterns 166 sepa 
rated per each level. 
(0168 FIGS. 42 and 43 illustrate cross-sectional views of 
another embodiment of a vertical memory device. Many 
elements and/or structures of this embodiment may be 
substantially the same as or similar to those in FIGS. 1 to 3. 
0169. Referring to FIGS. 42 and 43, a first upper insu 
lation layer 200 may be formed on the mold protection layer 
130. The first upper insulation layer 200 may be formed 
commonly on the first to third regions I, II, and III, and may 
cover the pads 148. 
0170 A conductive pattern 178 may extend through the 

first upper insulation layer 200 and between gate lines stack 
structures neighboring each other. In example embodiments, 
the conductive pattern 178 may extend in the second direc 
tion to contact the impurity region 101. In some embodi 
ments, a metal silicide pattern including, e.g., cobalt silicide 
(CoSi) or nickel silicide (NiSi), may be formed between the 
conductive pattern 178 and the impurity region 101. 
0171 The conductive pattern 178 may serve as a CSL or 
a CSL contact of the vertical memory device. A cutting 
pattern 172 may be formed on a sidewall of the conductive 
pattern 178, and may extend between the gate line structures 
together with the conductive pattern 178. 
0172. The pad 148 may be protected by the first upper 
insulation layer 200 while performing an etching process 
and/or a deposition process for forming the conductive 
pattern 178. 
0173 A second upper insulation layer 210 may be formed 
on the first upper insulation layer 200. A contact 199 and a 
contact spacer 196 may extend through the second and first 
upper insulation layers 210 and 200, the mold protection 
layer 130, the second etch-stop layer pattern 165, the first 
etch-stop layer pattern 112, and the insulating interlayer 
pattern 106 and contact a step portion of the gate line 160 at 
each level. 

Micron Ex. 1013, p. 55 
Micron v. YMTC 
IPR2025-00228



US 2017/01 17222 A1 

0.174. The conductive pattern 178 may be protected by 
the second upper insulation layer 210 while performing a 
deposition process and/or an etching process for forming the 
contact 199 and the contact spacer 196. 
0.175. The first and second upper insulation layers 200 
and 210 may include an oxide-based material substantially 
the same as or similar to that of mold protection layer 130. 
0176). In accordance with one or more of the aforemen 
tioned embodiments, a first etch-stop layer including an 
oxide and a second etch-stop layer including a conductive 
material equal to that included in a gate line may be formed 
on a Surface of a gate line stack structure. An etch-stop layer 
having a structure Substantially the same as or similar to a 
stack structure of an insulating interlayer and the gate line 
may be formed, and damage of, e.g., lower word lines, 
caused by an insufficient etching selectivity may be pre 
vented while forming contact holes through which a step 
portion of each gate line may be exposed. 
0177. In example embodiments, a nonvolatile memory 
may be embodied to include a three dimensional (3D) 
memory array. The 3D memory array may be monolithically 
formed on a Substrate (e.g., semiconductor Substrate such as 
silicon, or semiconductor-on-insulator substrate). The 3D 
memory array may include two or more physical levels of 
memory cells having an active area above the Substrate and 
circuitry associated with operation of those memory cells, 
whether such associated circuitry is above or within the 
substrate. The layers of each level of the array may be 
directly deposited on the layers of each underlying level of 
the array. 
0178. In example embodiments, the 3D memory array 
may include vertical NAND strings that are vertically ori 
ented Such that at least one memory cell is located over 
another memory cell. The at least one memory cell may 
comprise a charge trap layer. 
0179 The following patent documents, which are hereby 
incorporated by reference in their entirety, describe suitable 
configurations for three-dimensional memory arrays, in 
which the three-dimensional memory array is configured as 
a plurality of levels with word lines and/or bit lines shared 
between levels: U.S. Pat. Nos. 7,679,133: 8,553,466; 8,654, 
587; 8,559.235; and US Pat. Pub. No. 2011/0233648. 
0180 Example embodiments have been disclosed herein, 
and although specific terms are employed, they are used and 
are to be interpreted in a generic and descriptive sense only 
and not for purpose of limitation. In some instances, as 
would be apparent to one of skill in the art as of the filing 
of the present application, features, characteristics, and/or 
elements described in connection with a particular embodi 
ment may be used singly or in combination with features, 
characteristics, and/or elements described in connection 
with other embodiments unless otherwise indicated. Accord 
ingly, it will be understood by those of skill in the art that 
various changes in form and details may be made without 
departing from the spirit and scope of the embodiments set 
forth in the claims. 

What is claimed is: 

1. A vertical memory device, comprising: 
a Substrate; 
a plurality of gate lines stacked and spaced apart from 

each other along a first direction that extends vertically 
with respect to a surface of the substrate, each of the 
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gate lines including a gate step portion protruding in a 
second direction that is different from the first direc 
tion; 

at least one etch-stop layer covering the gate step portion 
of at least one of the gate lines and including a 
conductive material; 

channels extending through the gate lines in the first 
direction; and 

contacts extending through the at least one etch-stop layer 
and on the gate step portions. 

2. The vertical memory device as claimed in claim 1, 
further comprising: 

insulating interlayer patterns spaced apart from each other 
by the gate lines along the first direction, each of the 
insulating interlayer patterns including an insulating 
step portion protruding in the second direction. 

3. The vertical memory device as claimed in claim 2, 
wherein the at least one etch-stop layer includes: 

a first etch-stop layer arranged along the insulating step 
portions, the first etch-stop layer including an oxide; 
and 

a second etch-stop layer on the first etch-stop layer and 
including a conductive material. 

4. The vertical memory device as claimed in claim 3, 
wherein the second etch-stop layer includes a same metal as 
in the gate lines. 

5. The vertical memory device as claimed in claim 3, 
wherein the first etch-stop layer includes a same oxide as in 
the insulating interlayer patterns. 

6. The vertical memory device as claimed in claim 3, 
wherein the second etch-stop layer is divided per each 
insulating step portion of the insulating interlayer patterns. 

7. The vertical memory device as claimed in claim 1, 
wherein the contacts are physically separated from the at 
least one etch-stop layer. 

8. The vertical memory device as claimed in claim 7. 
further comprising: 

a plurality of contact spacers Surrounding sidewalls of the 
COntactS. 

9. The vertical memory device as claimed in claim 1, 
wherein the at least one etch-stop layer covers gate step 
portions of at least some of the gate lines. 

10. The vertical memory device as claimed in claim 9. 
wherein the gate lines include a ground selection line (GSL). 
word lines, and a string selection line (SSL) sequentially 
stacked from the surface of the substrate. 

11. The vertical memory device as claimed in claim 10, 
wherein the at least one etch-stop layer only covers gate step 
portions of the gate selection line and the word lines. 

12. The vertical memory device as claimed in claim 10, 
wherein the at least one etch-stop layer only covers gate step 
portions of predetermined ones of the word lines. 

13. The vertical memory device as claimed in claim 1, 
wherein the substrate includes: 

a cell region on which the channels are disposed; 
an extension region on which the step portions of the gate 

lines are disposed; and 
a peripheral circuit region, wherein the at least one 

etch-stop layer is only on the cell region and the 
extension region. 
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14. A vertical memory device, comprising: 
a Substrate; 
a gate line stack structure on the Substrate and including: 
gate lines Stacked and spaced apart from each other in a 

first direction that extends vertically with respect to a 
surface of the substrate; 

insulating interlayer patterns stacked and spaced apart 
from each other by the gate lines in the first direction; 
and 

channels extending through the insulating interlayer pat 
terns and the gate lines in the first direction; 

a first etch-stop layer on the gate line Stack structure and 
including an insulation material; 

a second etch-stop layer on the first etch-stop layer and 
including a conductive material; and 

contacts extending through the second etch-stop layer and 
the first etch-stop layer, the contacts being electrically 
connected to the gate lines. 

15. The vertical memory device as claimed in claim 14, 
wherein: 

the insulating interlayer patterns and the gate lines are 
alternately stacked along the first direction in a stepped 
shape, 

the insulating interlayer patterns and the gate lines include 
step portions protruding in a second direction that is 
different from the first direction, and 

the step portions of the gate lines are covered by the step 
portions of the insulating interlayer patterns. 

16. A memory device, comprising: 
a Substrate; 
a plurality of gate lines stacked on the Substrate; 
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a plurality of insulating layers between the gate lines 
respectively, the gate lines and insulating layers 
arranged in steps; 

a first etch-stop layer on the steps and including a first 
material; 

a second etch-stop layer on the first etch-stop layer and 
including a second material different from the first 
material; 

channels extending through the gate lines; and 
contacts extending through the first and second etch-stop 

layers to contact respective ones of the gate lines 
through corresponding ones of the insulating layers. 

17. The memory device as claimed in claim 16, wherein: 
the first material is an insulation material, and 
the second material is a conductive material. 

18. The memory device as claimed in claim 17, wherein: 
the first etch-stop layer and the insulating layers include 

an oxide, and 
the second-etch stop layer and the gate lines include a 

metal. 

19. The memory device as claimed in claim 16, wherein 
the gate lines include a ground selection line, word lines, and 
a string selection line sequentially stacked from the Sub 
Strate. 

20. The memory device as claimed in claim 19, wherein 
the first and second etch-stop layers cover only step portions 
of predetermined ones of the ground selection line and the 
word lines. 
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