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(57) ABSTRACT

An array substrate is provided. The array substrate includes
a node connecting line in a same layer as a respective
voltage supply line, connected to a first capacitor electrode
and a semiconductor material layer. An orthographic pro-
jection of a first anode on a base substrate at least partially
overlaps with an orthographic projection of a node connect-
ing line in a respective first subpixel. An orthographic
projection of a second anode on the base substrate at least
partially overlaps with an orthographic projection of the
node connecting line in a respective second subpixel. An
orthographic projection of a third anode on the base sub-
strate at least partially overlaps with an orthographic pro-
jection of the node connecting line in a respective third
subpixel. An orthographic projection of a fourth anode on
the base substrate at least partially overlaps with an ortho-
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graphic projection of the node connecting line in a respec-

tive fourth subpixel.
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1 2
ARRAY SUBSTRATE AND DISPLAY emitting element in the respective second subpixel on the
APPARATUS base substrate at least partially overlaps with an ortho-

CROSS-REFERENCE TO RELATED
APPLICATION

This application is a national stage application under 35
U.S.C. § 371 of International Application No. PCT/CN2020/
121752, filed Oct. 19, 2020, the contents of which are
incorporated by reference in the entirety.

TECHNICAL FIELD

The present invention relates to display technology, more
particularly, to an array substrate and a display apparatus.

BACKGROUND

Organic Light Emitting Diode (OLED) display is one of
the hotspots in the field of flat panel display research today.
Unlike Thin Film Transistor-Liquid Crystal Display (TFT-
LCD), which uses a stable voltage to control brightness,
OLED is driven by a driving current required to be kept
constant to control illumination. The OLED display panel
includes a plurality of pixel units configured with pixel-
driving circuits arranged in multiple rows and columns.
Each pixel-driving circuit includes a driving transistor hav-
ing a gate terminal connected to one gate line per row and
a drain terminal connected to one data line per column.
When the row in which the pixel unit is gated is turned on,
the switching transistor connected to the driving transistor is
turned on, and the data voltage is applied from the data line
to the driving transistor via the switching transistor, so that
the driving transistor outputs a current corresponding to the
data voltage to an OLED device. The OLED device is driven
to emit light of a corresponding brightness.

SUMMARY

In one aspect, the present disclosure provides an array
substrate, comprising a plurality of light emitting elements
respectively in a plurality of subpixels; and a plurality of
pixel driving circuits respectively in the plurality of subpix-
els configured to respectively drive the plurality of light
emitting elements; wherein the plurality of light emitting
elements comprise a first light emitting element in a respec-
tive first subpixel, a second light emitting element in a
respective second subpixel, a third light emitting element in
a respective third subpixel, and a fourth light emitting
element in a respective fourth subpixel; wherein a respective
one of the plurality of pixel driving circuits comprises a
plurality of transistors, and a storage capacitor comprising a
first capacitor electrode, a second capacitor electrode elec-
trically connected to a respective voltage supply line, and an
insulating layer between the first capacitor electrode and the
second capacitor electrode; wherein the array substrate
comprises a base substrate; a semiconductor material layer
on the base substrate; and a node connecting line in a same
layer as the respective voltage supply line, connected to the
first capacitor electrode through a first main via, and con-
nected to the semiconductor material layer through a second
main via; wherein an orthographic projection of a first anode
of the first light emitting element in the respective first
subpixel on the base substrate at least partially overlaps with
an orthographic projection of a node connecting line in the
respective first subpixel on the base substrate; an ortho-
graphic projection of a second anode of the second light

10

20

30

35

40

45

55

graphic projection of the node connecting line in the respec-
tive second subpixel on the base substrate: an orthographic
projection of a third anode of the third light emitting element
in the respective third subpixel on the base substrate at least
partially overlaps with an orthographic projection of the
node connecting line in the respective third subpixel on the
base substrate; and an orthographic projection of a fourth
anode of the fourth light emitting element in the respective
fourth subpixel on the base substrate at least partially
overlaps with an orthographic projection of the node con-
necting line in the respective fourth subpixel on the base
substrate.

Optionally, the plurality of transistors comprises a driving
transistor; the orthographic projection of the first anode in
the respective first subpixel on the base substrate covers an
orthographic projection of a portion of the node connecting
line at a position connecting to a first capacitor electrode in
the respective first subpixel on the base substrate; the
orthographic projection of the second anode in the respec-
tive second subpixel on the base substrate covers an ortho-
graphic projection of a portion of the node connecting line
at a position connecting to a first capacitor electrode in the
respective second subpixel on the base substrate; the ortho-
graphic projection of the third anode in the respective third
subpixel on the base substrate covers an orthographic pro-
jection of a portion of the node connecting line at a position
connecting to a first capacitor electrode in the respective
third subpixel on the base substrate; and the orthographic
projection of the fourth anode in the respective fourth
subpixel on the base substrate covers an orthographic pro-
jection of a portion of the node connecting line at a position
connecting to a first capacitor electrode in the respective
fourth subpixel on the base substrate.

Optionally, the orthographic projection of the third anode
on the base substrate at least partially overlaps with an
orthographic projection of a third transistor in the respective
third subpixel on the base substrate and at least partially
overlaps with an orthographic projection of a third transistor
in the respective fourth subpixel adjacent to the respective
third subpixel on the base substrate.

Optionally, the orthographic projection of the third anode
on the base substrate covers an orthographic projection of a
source electrode of a third transistor in the respective third
subpixel on the base substrate, partially overlaps with an
orthographic projection of an active layer of the third
transistor in the respective third subpixel on the base sub-
strate, and partially overlaps with an orthographic projection
of an active layer of the third transistor in the respective
fourth subpixel on the base substrate.

Optionally, the orthographic projection of the first anode
on the base substrate at least partially overlaps with an
orthographic projection of a third transistor in the respective
first subpixel on the base substrate.

Optionally, the orthographic projection of the first anode
on the base substrate partially overlaps with an orthographic
projection of a source electrode of the third transistor in the
respective first subpixel on the base substrate, and partially
overlaps with an orthographic projection of an active layer
of the third transistor in the respective first subpixel on the
base substrate.

Optionally, the orthographic projection of the fourth
anode on the base substrate at least partially overlaps with an
orthographic projection of a third transistor in the respective
second subpixel on the base substrate.
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Optionally, the orthographic projection of the fourth
anode on the base substrate partially overlaps with an
orthographic projection of a source electrode of the third
transistor in the respective second subpixel on the base
substrate, and partially overlaps with an orthographic pro-
jection of an active layer of the third transistor in the
respective second subpixel on the base substrate.

Optionally, the array substrate further comprises a gate
insulating layer on a side of the semiconductor material

4

graphic projection of a portion of the first anode in the first
via on the base substrate, and is substantially non-overlap-
ping with an orthographic projection of a portion of the first
relay electrode in the third via on the base substrate; an
orthographic projection of a portion of the second anode
contact pad in the fifth via on the base substrate is substan-
tially non-overlapping with an orthographic projection of a
portion of the second anode in the fourth via on the base
substrate, and is substantially non-overlapping with an

le}yer away from Fhe bas.e substrate; an insulating layer on a 10 orthographic projection of a portion of the second relay
side of the gate insulating layer away from the base sub- lectrode in the sixth vi the b bstrate: ctho-
strate; an inter-layer dielectric layer on a side of the insu- clectrode 1m e SIXtl via on He base substrale; ail orio
lating layer away from the gate insulating layer; a relay graphlc p.I'OJeCUO.n of a portion of the third anpde contact.pad
electrode layer on a side of the inter-layer dielectric layer in the elghth Via on the base sub.strate. 18 .substantlally
away from the insulating layer; a first planarization layer on 15 gon-overlappmg with an Qrthographlc prOJe?ctlon of a por-
a side of the relay electrode layer away from the inter-layer ~ tion of the third anode in the seventh via on the base
dielectric layer; an anode contact pad layer on a side of the substrate, and is substantially non-overlapping with an
first planarization layer away from the inter-layer dielectric orthographic projection of a portion of the third relay
layer; a second planarization layer on side of the anode electrode in the ninth via on the base substrate; and an
contact pad layer away from the first planarization layer; and 20 orthographic projection of a portion of the fourth anode
a pixel definition layer on a side of the second planarization contact pad in the eleventh via on the base substrate is
layer away from the base substrate, the pixel definition layer substantially non-overlapping with an orthographic projec-
defining subpixel apertures; wherein respective anodes are tion of a portion of the fourth anode in the tenth via on the
on a side of the second planarization layer away from the base substrate, and is substantially non-overlapping with an
first planarization layer; and respective light emitting layers 25 orthographic projection of a portion of the fourth relay
are on a side of the respective anodes away from the second electrode in the twelfth via on the base substrate.
planarization layer; wherein, in the respective first subpixel, Optionally, counter-clock wise or clock wise, a respective
the first anode is connected to a first anode contact pad third anode is adjacent to a first respective fourth anode, a
through a first via extending through the second planariza- first respective first anode, a first respective second anode, a
tion layer, the first anode contact pad is connected to a first 30 second respective first anode, a second respective fourth
relay electrode through a second via extending through the anode, a second respective second anode, and a third respec-
first planarization layer, and the first relay electrode is tive first anode; a shortest distance between the respective
connected to a drain electrode of a fifth transistor in the third anode and any one of the first respective fourth anode,
respective first subpixel through a third via extending the first respective first anode, the first respective second
through the inter-layer dielectric layer, the insulating layer, 35 anode, the second respective first anode, a virtual line
and the gate insulating layer; in the respective second passing through co-linear edges respectively from the sec-
subpixel, the second anode is connected to a second anode ond respective fourth anode and the second respective
contact pad through a fourth via extending through the second anode, or the third respective first anode is in a range
second planarization layer, the second anode contact pad is of 2.0 um to 22 pum; and a shortest distance between the
connected to a second relay electrode through a fifth via 40 respective third anode and the first respective fourth anode
extending through the first planarization layer, and the is less than a shortest distance between the respective third
second relay electrode is connected to a drain electrode of anode and the third respective first anode, less than a shortest
the fifth transistor in the respective second subpixel through distance between the respective third anode and the first
a sixth via extending through the inter-layer dielectric layer, respective first anode, less than a shortest distance between
the insulating layer, and the gate insulating layer; in the 45 the respective third anode and the second respective first
respective third subpixel, the third anode is connected to a anode, less than a shortest distance between the respective
third anode contact pad through a seventh via extending third anode and a virtual line passing through co-linear
through the second planarization layer, the third anode edges respectively from the second respective fourth anode
contact pad is connected to a third relay electrode through an and the second respective second anode, and less than a
eighth via extending through the first planarization layer, 50 shortest distance between the respective third anode and the
and the third relay electrode is connected to a drain electrode first respective second anode.
of'the fifth transistor in the respective third subpixel through Optionally, the shortest distance between the respective
a ninth via extending through the inter-layer dielectric layer, third anode and the first respective fourth anode is in a range
the insulating layer, and the gate insulating layer; and in a of 2.0 um to 5.0 um; the shortest distance between the
respective fourth subpixel, the fourth anode is connected to 55 respective third anode and the first respective first anode is
a fourth anode contact pad through a tenth via extending in a range of 8.0 um to 20.0 um; the shortest distance
through the second planarization layer, the fourth anode between the respective third anode and the first respective
contact pad is connected to a fourth relay electrode through second anode is in a range of 5.0 um to 15.0 um; the shortest
an eleventh via extending through the first planarization distance between the respective third anode and the second
layer, and the fourth relay electrode is connected to a drain 60 respective first anode is in a range of 7.0 um to 17.0 pum; the
electrode of the fifth transistor in the respective fourth shortest distance between the respective third anode and the
subpixel through a twelfth via extending through the inter- virtual line passing through co-linear edges respectively
layer dielectric layer, the insulating layer, and the gate from the second respective fourth anode and the second
insulating layer. respective second anode is in a range of 5.0 um to 16.0 pm;
Optionally, an orthographic projection of a portion of the 65 and the shortest distance between the respective third anode

first anode contact pad in the second via on the base
substrate is substantially non-overlapping with an ortho-

and the third respective first anode is in a range of 9.0 um
to 22.0 pm.
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Optionally, counter-clock wise or clock wise, a respective
first anode is adjacent to a first respective second anode, a
first respective fourth anode, a first respective third anode, a
second respective second anode, a second respective third
anode, a second respective fourth anode, and a third respec-
tive third anode; a shortest distance between the respective
first anode and any one of the first respective second anode,
the first respective fourth anode, the first respective third
anode, the second respective second anode, the second

6

between the respective fourth anode and the first respective
first anode is in a range of 2.5 um to 7.5 um; the shortest
distance between the respective fourth anode and the second
respective third anode is in a range of 2.0 pm to 5.0 um; and
the shortest distance between the respective fourth anode
and the second respective first anode is in a range of 10.0 um
to 25.0 pm.

Optionally, the array substrate further comprises a first
subpixel aperture, a second subpixel aperture, a third sub-

respective third anode, the second respective fourth anode, 10 pixel aperture, a fourth subpixel aperture respectively
or the third respective third anode in in a range of 3.0 um to extending through the pixel definition layer, wherein a first
25 pm; and a shortest distance between the respective first light emitting layer of the first light emitting element, a
anode and the second respective fourth anode is less than a second light emitting layer of the second light emitting
shortest distance between the respective first anode and the element, a third light emitting layer of the third light
second respective second anode, less than a shortest distance 15 emitting element, and a fourth light emitting layer of the
between the respective first anode and the first respective fourth light emitting element respectively connected to a
fourth anode, less than a shortest distance between the first anode of the first light emitting element, a second anode
respective first anode and the first respective third anode, of the second light emitting element, a third anode of the
less than a shortest distance between the respective first third light emitting element, and a fourth anode of the fourth
anode and the second respective third anode, which is 20 light emitting element, respectively through the first sub-
greater than a shortest distance between the respective first pixel aperture, the second subpixel aperture, the third sub-
anode and the third respective third anode, and less than a pixel aperture, the fourth subpixel aperture; wherein a short-
shortest distance between the respective first anode and the est distance between the first via and the first subpixel
first respective second anode. aperture is in a range of 9.0 pm to 15.0 um; a shortest
Optionally, the shortest distance between the respective 25 distance between the fourth via and the second subpixel
first anode and the first respective second anode is in a range aperture is in a range of 2.0 pm to 6.0 um; a shortest distance
of 3.0 um to 14.0 um; the shortest distance between the between the seventh via and the third subpixel aperture is in
respective first anode and the first respective fourth anode is a range of 4.5 um to 10.5 um; and a shortest distance
in a range of 10.0 um to 24.0 um; the shortest distance between the tenth via and the fourth subpixel aperture is in
between the respective first anode and the first respective 30 a range of in a range of 2.0 pm to 6.0 pm.
third anode is in a range of 9.0 pm to 21.0 um; the shortest Optionally, the orthographic projection of the first anode
distance between the respective first anode and the second in the respective first subpixel on the base substrate at least
respective second anode is in a range of 11.0 pm to 25.0 pm; partially overlaps with an orthographic projection of the first
the shortest distance between the respective first anode and capacitor electrode in the respective first subpixel on the
the second respective third anode is in a range of 8.0 um to 35 base substrate; the orthographic projection of the second
20.0 um; the shortest distance between the respective first anode in the respective second subpixel on the base substrate
anode and the second respective fourth anode is in a range at least partially overlaps with an orthographic projection of
of 2.5 um to 7.5 pm; and the shortest distance between the the first capacitor electrode in the respective second subpixel
respective first anode and the third respective third anode is on the base substrate; an orthographic projection of the third
in a range of 7.0 um to 16.0 pm. 40 anode in a respective third subpixel on the base substrate at
Optionally, counter-clock wise or clock wise, a respective least partially overlaps with an orthographic projection of
fourth anode is adjacent to a respective second anode, a first the first capacitor electrode in the respective third subpixel
respective third anode, a first respective first anode, a second on the base substrate; and an orthographic projection of the
respective third anode, and a second respective first anode; fourth anode in a respective fourth subpixel on the base
a shortest distance between the respective fourth anode and 45 substrate at least partially overlaps with an orthographic
any one of the first respective first anode, the second projection of the first capacitor electrode in the respective
respective third anode, or the second respective first anode fourth subpixel on the base substrate; the orthographic
is in a range of 2.0 um to 25.0 um; and a shortest distance projection of the first anode in a respective first subpixel on
between the respective fourth anode and the second respec- the base substrate at least partially overlaps with an ortho-
tive first anode is greater than a shortest distance between the 50 graphic projection of the second capacitor electrode in the
respective fourth anode and the first respective first anode, respective first subpixel on the base substrate; an ortho-
and greater than a shortest distance between the respective graphic projection of the second anode in a respective
fourth anode and the second respective third anode. second subpixel on the base substrate at least partially
Optionally, a distance between the respective fourth overlaps with an orthographic projection of the second
anode and the respective second anode, and along a virtual 55 capacitor electrode in the respective second subpixel on the
line passing through co-linear edges respectively from the base substrate; an orthographic projection of the third anode
respective fourth anode and the respective second anode, is in a respective third subpixel on the base substrate at least
in a range of 10.0 pm to 25.0 um; a shortest distance between partially overlaps with an orthographic projection of the
the first respective third anode and a virtual line passing second capacitor electrode in the respective third subpixel
through co-linear edges respectively from the respective 60 on the base substrate; and an orthographic projection of the
fourth anode and the respective second anode is in a range fourth anode in a respective fourth subpixel sp4 on the base
of 6.0 um to 15.0 um, a shortest distance between a substrate at least partially overlaps with an orthographic
protrusion portion of the first respective first anode that is projection of the second capacitor electrode in the respective
closest to the respective fourth anode, and the virtual line fourth subpixel on the base substrate; and the orthographic
passing through the co-linear edges respectively from the 65 projection of the first anode in a respective first subpixel on

respective fourth anode and the respective second anode is
in a range of 5.0 um to 16.0 um; the shortest distance

the base substrate at least partially overlaps with an ortho-
graphic projection of the active layer of the driving transistor
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in the respective first subpixel on the base substrate; an
orthographic projection of the second anode in a respective
second subpixel on the base substrate at least partially
overlaps with an orthographic projection of the active layer
of the driving transistor in the respective second subpixel on
the base substrate; an orthographic projection of the third
anode in a respective third subpixel on the base substrate at
least partially overlaps with an orthographic projection of
the active layer of the driving transistor in the respective

8

layer crossing over the respective first spacer is substantially
parallel to the first central line of the respective first spacer.

Optionally, the first edge is spaced apart from the first
central line by a first distance along a direction perpendicu-
lar to the first central line; the second edge is spaced apart
from the first central line by a second distance along the
direction perpendicular to the first central line; and an
average value of the first distance along the first edge is
substantially same as an average value of the second dis-

third subpixel on the base substrate; and an orthographic 10 tance along the second edge.

projection of the fourth anode in a respective fourth subpixel Optionally, the first edge substantially overlaps with the
sp4 on the base substrate at least partially overlaps with an first central line; and the second edge substantially overlaps
orthographic projection of the active layer of the driving with the first central line.

transistor in the respective fourth subpixel on the base Optionally, an orthographic projection of the third light
substrate. 15 emitting layer on the base substrate partially overlaps with

Optionally, the array substrate further comprises a spacer an orthographic projection of a respective second spacer on
layer on a side of the pixel definition layer away from the the base substrate; an orthographic projection of the fourth
base substrate; wherein the spacer layer comprises first light emitting layer on the base substrate partially overlaps
spacers arranged in a first array and second spacers arranged with the orthographic projection of the respective second
in a second array; the first array and the second array 20 spacer on the base substrate; a third edge of the third light
interlace with each other; a respective row of second spacers emitting layer crossing over the respective second spacer is
in the second array is between two respective rows of first substantially parallel to a second central line of the respec-
spacers in the first array; a respective column of second tive second spacer; and a fourth edge of the fourth light
spacers in the second array is between two respective emitting layer crossing over the respective second spacer is
columns of first spacers in the first array; a respective row of 25 substantially parallel to the second central line of the respec-
first spacers in the first array is between two respective rows tive second spacer.
of second spacers in the second array; a respective column Optionally, the third edge is spaced apart from the second
of first spacers in the first array is between two respective central line by a third distance along a direction perpendicu-
columns of second spacers in the second array; a respective lar to the second central line; the fourth edge is spaced apart
one of the first spacers is between a second anode of the 30 from the second central line by a fourth distance along the
second light emitting element and a third anode of the third direction perpendicular to the second central line; and an
light emitting element; and a respective one of the second average value of the third distance along the third edge is
spacers is between the third anode and a fourth anode of the substantially same as an average value of the fourth distance
fourth light emitting element. along the fourth edge.

Optionally, two adjacent first spacers in the respectiverow 35  Optionally, the third edge substantially overlaps with the
of first spacers are spaced apart by eight subpixels; two second central line; and the fourth edge substantially over-
adjacent second spacers in the respective row of second laps with the second central line.
spacers are spaced apart by eight subpixels; two adjacent Optionally, two subpixels of the respective first subpixel,
first spacers in the respective column of first spacers are the respective second subpixel, the respective third subpixel,
spaced apart by six subpixels; and two adjacent second 40 and the respective fourth subpixel are subpixels of a same
spacers in the respective column of second spacers are color; two light emitting elements of the first light emitting
spaced apart by six subpixels. element, the second light emitting element, the third light

Optionally, the plurality of subpixels are arranged in an emitting element, and the fourth light emitting element are
array of a plurality of rows along a first direction and a light emitting elements of a same color; and anodes of the
plurality of columns along a second direction; the respective 45 two light emitting elements of the same color have different
row of first spacers is along the first direction; the respective areas or different shapes.
row of second spacers is along the first direction; the Optionally, the second anode and the fourth anode are the
respective column of first spacers is along the second anodes of the two light emitting elements of the same color;
direction; and the respective column of second spacers is the second anode comprises a first main portion and a first
along the second direction. 50 extra portion; the fourth anode comprises a second main

Optionally, the array substrate further comprises a first portion, a second extra portion, a third extra portion, a fourth
light emitting layer on a side of a first anode of the first light extra portion, and a fifth extra portion; the first main portion
emitting element away from the base substrate; a second is a combination of a rectangle part and a triangle part; the
light emitting layer on a side of the second anode away from second main portion is a combination of a rectangle part and
the base substrate; a third light emitting layer on a side of the 55 a triangle part; the first main portion and the second main
third anode away from the base substrate; and a fourth light portion have substantially same shape; the first extra portion
emitting layer on a side of the fourth anode away from the abuts the triangle part of the first main portion; the second
base substrate; wherein an orthographic projection of the extra portion abuts a side of the rectangle part of the second
third light emitting layer on the base substrate partially main portion away from the triangle part of the second main
overlaps with an orthographic projection of a respective first 60 portion; the third extra portion abuts the triangle part of the
spacer on the base substrate; an orthographic projection of second main portion; the third extra portion connects the
the second light emitting layer on the base substrate partially fourth extra portion to the second main portion; the fourth
overlaps with the orthographic projection of the respective extra portion connects the fifth extra portion to the third
first spacer on the base substrate; a first edge of the third light extra portion; the second extra portion, the second main
emitting layer crossing over the respective first spacer is 65 portion, the third extra portion, the fourth extra portion, and

substantially parallel to a first central line of the respective
first spacer; and a second edge of the second light emitting

the fifth extra portion are sequentially arranged along a
direction substantially parallel to the second direction; and
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the fourth extra portion extends along a direction at a third
inclined angle greater than zero with respect to the second
direction.

Optionally, shortest distances between edges of the first
anode other than one having the first via and the first
subpixel aperture are non-uniform; and/or shortest distances
between edges of the third anode other than one having the
seventh via and the third subpixel aperture are non-uniform;
and/or shortest distances between edges of the fourth anode
other than one having the tenth via and the fourth subpixel
aperture are non-uniform.

In another aspect, the present disclosure provides a dis-
play apparatus, comprising the array substrate described
herein or fabricated by a method described herein, and an
integrated circuit connected to the array substrate.

BRIEF DESCRIPTION OF THE FIGURES

The following drawings are merely examples for illustra-
tive purposes according to various disclosed embodiments
and are not intended to limit the scope of the present
invention.

FIG. 1 is a plan view of an array substrate in some
embodiments according to the present disclosure.

FIG. 2A is a circuit diagram illustrating the structure of a
pixel driving circuit in some embodiments according to the
present disclosure.

FIG. 2B is a circuit diagram illustrating the structure of a
pixel driving circuit in some embodiments according to the
present disclosure.

FIG. 3A is a diagram illustrating the structure of a
plurality of subpixels of an array substrate in some embodi-
ments according to the present disclosure.

FIG. 3B is a schematic diagram illustrating a subpixel
arrangement of a plurality of subpixels of an array substrate
in an array substrate in some embodiments according to the
present disclosure.

FIG. 3C is a diagram illustrating the structure of a
semiconductor material layer in a plurality of subpixels of an
array substrate depicted in FIG. 3A.

FIG. 3D is a diagram illustrating the structure of a first
conductive layer in a plurality of subpixels of an array
substrate depicted in FIG. 3A.

FIG. 3E is a diagram illustrating the structure of a second
conductive layer in a plurality of subpixels of an array
substrate depicted in FIG. 3A.

FIG. 3F is a diagram illustrating the structure of a first
signal line layer in a plurality of subpixels of an array
substrate depicted in FIG. 3A.

FIG. 3G is a diagram illustrating the structure of a second
signal line layer in a plurality of subpixels of an array
substrate depicted in FIG. 3A.

FIG. 3H is a diagram illustrating the structure of anodes
in a plurality of subpixels of an array substrate depicted in
FIG. 3A.

FIG. 4A is a cross-sectional view along an A-A' line in
FIG. 3A.

FIG. 4B is a cross-sectional view along a B-B' line in FIG.
3A.

FIG. 4C is a cross-sectional view along a C-C' line in FIG.
3A.

FIG. 4D is a cross-sectional view along a D-D' line in
FIG. 3A.

FIG. 5A is a diagram illustrating an arrangement of
spacers in an array substrate in some embodiments accord-
ing to the present disclosure.
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FIG. 5B is a schematic diagram illustrating an arrange-
ment of spacers in a plurality of subpixels in an array
substrate in some embodiments according to the present
disclosure.

FIG. 6A illustrate formation of a third light emitting layer
in an array substrate using a third mask plate in some
embodiments according to the present disclosure.

FIG. 6B illustrate formation of a second light emitting
layer in an array substrate using a second mask plate in some
embodiments according to the present disclosure.

FIG. 6C illustrate formation of a fourth light emitting
layer in an array substrate using a fourth mask plate in some
embodiments according to the present disclosure.

FIG. 6D illustrate formation of a first light emitting layer
in an array substrate using a first mask plate in some
embodiments according to the present disclosure.

FIG. 6E illustrates relative positions of boundaries of
apertures of a first mask plate, a second mask plate, a third
mask plate, and a fourth mask plate, relative to a respective
first spacer in an array substrate in some embodiments
according to the present disclosure.

FIG. 6F illustrates relative positions of light emitting
layers relative to a respective first spacer in an array sub-
strate in some embodiments according to the present dis-
closure.

FIG. 6G is a zoom-in view of a region surrounding a
respective first spacer in FIG. 6F.

FIG. 6H is a cross-sectional view along an L-L' line in
FIG. 6F.

FIG. 61 illustrate formation of a second light emitting
layer and a fourth light emitting layer in an array substrate
using a same mask plate in some embodiments according to
the present disclosure.

FIG. 7A illustrate formation of a third light emitting layer
in an array substrate using a third mask plate in some
embodiments according to the present disclosure.

FIG. 7B illustrate formation of a second light emitting
layer in an array substrate using a second mask plate in some
embodiments according to the present disclosure.

FIG. 7C illustrate formation of a fourth light emitting
layer in an array substrate using a fourth mask plate in some
embodiments according to the present disclosure.

FIG. 7D illustrate formation of a first light emitting layer
in an array substrate using a first mask plate in some
embodiments according to the present disclosure.

FIG. 7E illustrates relative positions of boundaries of
apertures of a first mask plate, a fourth mask plate, a third
mask plate, and a fourth mask plate, relative to a respective
second spacer in an array substrate in some embodiments
according to the present disclosure.

FIG. 7F illustrates relative positions of light emitting
layers relative to a respective second spacer in an array
substrate in some embodiments according to the present
disclosure.

FIG. 7G is a zoom-in view of a region surrounding a
respective second spacer in FIG. 7F.

FIG. 7H illustrate formation of a second light emitting
layer and a fourth light emitting layer in an array substrate
using a same mask plate in some embodiments according to
the present disclosure.

FIG. 8A is a diagram illustrating anodes, a first signal line
layer, and a semiconductor material layer in an array sub-
strate in some embodiments according to the present dis-
closure.

FIG. 8B is a cross-sectional view along an E-E' line in
FIG. 8A.
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FIG. 8C is a cross-sectional view along an F-F' line in
FIG. 8A.

FIG. 8D is a cross-sectional view along a G-G' line in
FIG. 8A.

FIG. 8E is a diagram illustrating anodes, a first signal line
layer, and a semiconductor material layer in an array sub-
strate in some embodiments according to the present dis-
closure.

FIG. 8F is a diagram illustrating anodes, a first signal line
layer, and a semiconductor material layer in an array sub-
strate in some embodiments according to the present dis-
closure.

FIG. 9A is a diagram illustrating anodes, a first signal line
layer, a second signal line layer, and a semiconductor
material layer in an array substrate in some embodiments
according to the present disclosure.

FIG. 9B is a cross-sectional view along an H-H' line in
FIG. 9A.

FIG. 9C is a cross-sectional view along an I-I' line in FIG.
9A.

FIG. 9D is a cross-sectional view along a J-J' line in FIG.
9A.

FIG. 9E is a cross-sectional view along a K-K' line in FIG.
9A.

FIG. 10 illustrates relative positions between subpixel
apertures and vias in an array substrate in some embodi-
ments according to the present disclosure.

FIG. 11 illustrates a partial structure of a voltage supply
line in some embodiments according to the present disclo-
sure.

FIG. 12 illustrates a detailed structure of an interference
preventing block in some embodiments according to the
present disclosure.

FIG. 13 schematically illustrates several repeating units
respectively arranged in two repeating unit groups.

FIG. 14 illustrates structural difference between a second
anode and a fourth anode in some embodiments according to
the present disclosure.

DETAILED DESCRIPTION

The disclosure will now be described more specifically
with reference to the following embodiments. It is to be
noted that the following descriptions of some embodiments
are presented herein for purpose of illustration and descrip-
tion only. It is not intended to be exhaustive or to be limited
to the precise form disclosed.

The present disclosure provides, inter alia, an array sub-
strate and a display apparatus that substantially obviate one
or more of the problems due to limitations and disadvan-
tages of the related art. In one aspect, the present disclosure
provides an array substrate. In some embodiments, the array
substrate includes a base substrate; a pixel definition layer
on the base substrate, the pixel definition layer defining
subpixel apertures; a spacer layer on a side of the pixel
definition layer away from the base substrate; and a plurality
of light emitting elements respectively in a plurality of
subpixels. Optionally, the plurality of light emitting ele-
ments include a first light emitting element in a respective
first subpixel, a second light emitting element in a respective
second subpixel, a third light emitting element in a respec-
tive third subpixel, and a fourth light emitting element in a
respective fourth subpixel. Optionally, the spacer layer
includes first spacers arranged in a first array and second
spacers arranged in a second array; the first array and the
second array interlace with each other. Optionally, a respec-
tive row of second spacers in the second array is between
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two respective rows of first spacers in the first array; a
respective column of second spacers in the second array is
between two respective columns of first spacers in the first
array; a respective row of first spacers in the first array is
between two respective rows of second spacers in the second
array; a respective column of first spacers in the first array
is between two respective columns of second spacers in the
second array; a respective one of the first spacers is between
a second anode of the second light emitting element and a
third anode of the third light emitting element; and a
respective one of the second spacers is between the third
anode and a fourth anode of the fourth light emitting
element.

FIG. 1 is a plan view of an array substrate in some
embodiments according to the present disclosure. Referring
to FIG. 1, the array substrate includes an array of subpixels
Sp. Each subpixel includes an electronic component, e.g., a
light emitting element. In one example, the light emitting
element is driven by a pixel driving circuit PDC. The array
substrate includes a plurality of gate lines GL, a plurality of
data lines DL, a plurality of voltage supply lines Vdd (e.g.,
high voltage supply lines), and a plurality of second voltage
supply lines (e.g., low voltage supply lines Vss). Light
emission in a respective one of the subpixels Sp is driven by
a pixel driving circuit PDC. In one example, a high voltage
signal (e.g., a VDD signal) is input, through a respective one
of the plurality of voltage supply lines Vdd, to the pixel
driving circuit PDC connected to an anode of the light
emitting element; a low voltage signal (e.g., a VSS signal)
is input, through a respective one of the plurality of second
voltage supply lines (e.g., a low voltage supply line Vss), to
a cathode of the light emitting element. A voltage difference
between the high voltage signal (e.g., the VDD signal) and
the low voltage signal (e.g., the VSS signal) is a driving
voltage AV that drives light emission in the light emitting
element.

Various appropriate pixel driving circuits may be used in
the present array substrate. Examples of appropriate driving
circuits include 3T1C, 2T1C, 4T1C, 4T2C, 5T2C, 6T1C,
7T1C, 7T2C and 8T2C. In some embodiments, the respec-
tive one of the plurality of pixel driving circuits is a 7T1C
driving circuit. Various appropriate light emitting elements
may be used in the present array substrate. Examples of
appropriate light emitting elements include organic light
emitting diodes, quantum dots light emitting diodes, and
micro light emitting diodes. Optionally, the light emitting
element is micro light emitting diode. Optionally, the light
emitting element is an organic light emitting diode including
an organic light emitting layer.

FIG. 2A is a circuit diagram illustrating the structure of a
pixel driving circuit in some embodiments according to the
present disclosure. Referring to FIG. 2, in some embodi-
ments, the pixel driving circuit includes a driving transistor
Td; a storage capacitor Cst having a first capacitor electrode
Cel and a second capacitor electrode Ce2; a first transistor
T1 having a gate electrode connected to a respective one of
the plurality of first reset control signal lines rstl, a source
electrode connected to a respective one of the plurality of
first reset signal lines Vintl, and a drain electrode connected
to a first capacitor electrode Cel of the storage capacitor Cst
and a gate electrode of the driving transistor Td; a second
transistor T2 having a gate electrode connected to a gate line
GL, a source electrode connected to the data line DL, and a
drain electrode connected to a source electrode of the
driving transistor Td; a third transistor T3 having a gate
electrode connected to the gate line GL, a source electrode
connected to the first capacitor electrode Cel of the storage
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capacitor Cst and the gate electrode of the driving transistor
Td, and a drain electrode connected to a drain electrode of
the driving transistor Td; a fourth transistor T4 having a gate
electrode connected to a respective one of the plurality of
light emitting control signal lines em, a source electrode
connected to the voltage supply line Vdd, and a drain
electrode connected to the source electrode of the driving
transistor Td and the drain electrode of the second transistor
T2; a fifth transistor T5 having a gate electrode connected to
the respective one of the plurality of light emitting control
signal lines em, a source electrode connected to drain
electrodes of the driving transistor Td and the third transistor
T3, and a drain electrode connected to an anode of a light
emitting element LE; and a sixth transistor T6 having a gate
electrode connected to a respective one of the plurality of
second reset control signal lines rst2, a source electrode
connected to a respective one of the plurality of second reset
signal lines Vint2, and a drain electrode connected to the
drain electrode of the fifth transistor and the anode of the
light emitting element LE. The second capacitor electrode
Ce2 is connected to the voltage supply line Vdd and the
source electrode of the fourth transistor T4.

The pixel driving circuit further include a first node N1,
a second node N2, a third node N3, and a fourth node N4.
The first node N1 is connected to the gate electrode of the
driving transistor Td, the first capacitor electrode Cel, and
the source electrode of the third transistor T3. The second
node N2 is connected to the drain electrode of the fourth
transistor T4, the drain electrode of the second transistor T2,
and the source electrode of the driving transistor Td. The
third node N3 is connected to the drain electrode of the
driving transistor Td, the drain electrode of the third tran-
sistor T3, and the source electrode of the fifth transistor T5.
The fourth node N4 is connected to the drain electrode of the
fifth transistor T5, the drain electrode of the sixth transistor
T6, and the anode of the light emitting element LE.

FIG. 3A is a diagram illustrating the structure of a
plurality of subpixels of an array substrate in some embodi-
ments according to the present disclosure. FIG. 3B is a
schematic diagram illustrating a subpixel arrangement of a
plurality of subpixels of an array substrate in an array
substrate in some embodiments according to the present
disclosure. Referring to FIG. 3A and FIG. 3B, the array
substrate in some embodiments includes a plurality of
subpixels. In some embodiments, the plurality of subpixels
includes a respective first subpixel spl, a respective second
subpixel sp2, a respective third subpixel sp3, and a respec-
tive fourth subpixel sp4. Optionally, a respective pixel of the
array substrate includes the respective first subpixel spl, the
respective second subpixel sp2, the respective third subpixel
sp3, and the respective fourth subpixel sp4. The plurality of
subpixels in the array substrate are arranged in an array. In
one example, the array of the plurality of subpixels includes
a S1-82-S3-S4 format repeating array, in which S1 stands
for the respective first subpixel spl, S2 stands for the
respective second subpixel sp2, S3 stands for the respective
third subpixel sp3, and S4 stands for the respective fourth
subpixel sp4. In another example, the S1-S2-S3-S4 format is
a C1-C2-C3-C4 format, in which C1 stands for the respec-
tive first subpixel spl of a first color, C2 stands for the
respective second subpixel sp2 of a second color, C3 stands
for the respective third subpixel sp3 of a third color, and C4
stands for the respective fourth subpixel sp4 of a fourth
color. In another example, the S1-S2-S3-S4 format is a
C1-C2-C3-C2' format, in which C1 stands for the respective
first subpixel sp1 of a first color, C2 stands for the respective
second subpixel sp2 of a second color, C3 stands for the
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respective third subpixel sp3 of a third color, and C2' stands
for the respective fourth subpixel sp4 of the second color. In
another example, the C1-C2-C3-C2' format is a R-G-B-G
format, in which the respective first subpixel spl is a red
subpixel, the respective second subpixel sp2 is a green
subpixel, the respective third subpixel sp3 is a blue subpixel,
and the respective fourth subpixel sp4 is a green subpixel.

As depicted in FIG. 3A and FIG. 3B, in some embodi-
ments, a minimum repeating unit of the plurality of subpix-
els of the array substrate includes the respective first sub-
pixel spl, the respective second subpixel sp2, the respective
third subpixel sp3, and the respective fourth subpixel sp4.
FIG. 3A shows a total of four subpixels of the plurality of
subpixels sp arranged adjacent to each other. Each of the
respective first subpixel spl, the respective second subpixel
sp2, the respective third subpixel sp3, and the respective
fourth subpixel sp4, includes the first transistor T1, the
second transistor T2, the third transistor T3, the fourth
transistor T4, the fifth transistor T5, the sixth transistor T6,
and the driving transistor Td.

FIG. 3C is a diagram illustrating the structure of a
semiconductor material layer in a plurality of subpixels of an
array substrate depicted in FIG. 3A. FIG. 3D is a diagram
illustrating the structure of a first conductive layer in a
plurality of subpixels of an array substrate depicted in FIG.
3A. FIG. 3E is a diagram illustrating the structure of a
second conductive layer in a plurality of subpixels of an
array substrate depicted in FIG. 3A. FIG. 3F is a diagram
illustrating the structure of a first signal line layer in a
plurality of subpixels of an array substrate depicted in FIG.
3A. FIG. 3G is a diagram illustrating the structure of a
second signal line layer in a plurality of subpixels of an array
substrate depicted in FIG. 3A.

FIG. 3H is a diagram illustrating the structure of anodes
in a plurality of subpixels of an array substrate depicted in
FIG. 3A. FIG. 4A is a cross-sectional view along an A-A'
line in FIG. 3A. FIG. 4B is a cross-sectional view along a
B-B'line in FIG. 3A. FIG. 4C is a cross-sectional view along
a C-C' line in FIG. 3A. FIG. 4D is a cross-sectional view
along a D-D' line in FIG. 3A. Referring to FIG. 3A to FIG.
3H, and FIG. 4A to FIG. 4D, in some embodiments, the
array substrate includes a base substrate BS, a semiconduc-
tor material layer SML on the base substrate BS, a gate
insulating layer GI on a side of the semiconductor material
layer SML away from the base substrate BS, a first conduc-
tive layer on a side of the gate insulating layer GI away from
the semiconductor material layer SML, an insulating layer
IN on a side of the first conductive layer away from the gate
insulating layer GI, a second conductive layer on a side of
the insulating layer IN away from the first conductive layer,
an inter-layer dielectric layer ILD on a side of the second
conductive layer away from the insulating layer IN, a first
signal line layer on a side of the inter-layer dielectric layer
ILD away from the second conductive layer, a first planar-
ization layer PLN1 on a side of the signal line layer away
from the inter-layer dielectric layer IL.D, a second signal line
layer on a side of the first planarization layer PLN1 away
from the first signal line layer, a second planarization layer
PLN2 on a side of the second signal line layer away from the
first planarization layer PLN1, and an anode layer on a side
of the second planarization layer PLN2 away from the
second signal line layer.

Referring to FIG. 2A, FIG. 3A, and FIG. 3C, in some
embodiments, in each subpixel, the semiconductor material
layer has a unitary structure. In FIG. 3C, the first subpixel on
the left is annotated with labels indicating regions corre-
sponding to the plurality of transistors in the pixel driving

Optronic Sciences LLC, Ex. 2011
BOE Technology Group Co., Ltd. v. Optronic Sciences LLC, IPR2025-00238
Page 54 of 74



US 11,974,463 B2

15

circuit, including the first transistor T1, the second transistor
T2, the third transistor T3, the fourth transistor T4, the fifth
transistor T5, the sixth transistor T6, and the driving tran-
sistor Td. In FIG. 3B, the subpixel on the right is annotated
with labels indicating components of each of the plurality of
transistors in the pixel driving circuit. For example, the first
transistor T1 includes an active layer ACT1, a source
electrode S1, and a drain electrode D1. The second transistor
T2 includes an active layer ACT2, a source electrode S2, and
a drain electrode D2. The third transistor T3 includes an
active layer ACT3, a source electrode S3, and a drain
electrode D3. The fourth transistor T4 includes an active
layer ACT4, a source electrode S4, and a drain electrode D4.
The fitth transistor T5 includes an active layer ACT5, a
source electrode S5, and a drain electrode D5. The sixth
transistor T6 includes an active layer ACT6, a source
electrode S6, and a drain electrode D6. The driving transistor
Td includes an active layer ACTd, a source electrode Sd, and
a drain electrode Dd. In one example, the active layers
(ACT1, ACT2, ACT3, ACT4, ACT5, ACT6 and ACTd), the
source electrodes (S1, S2, S3, S4, S5, S6, and Sd), and the
drain electrodes (D1, D2, D3, D4, D5, D6, and Dd) of the
transistors (T1, T2, T3, T4, T5, T6, and Td) in a respective
subpixel are parts of a unitary structure in the respective
subpixel. In another example, the active layers (ACT1,
ACT2, ACT3, ACT4, ACT5, ACT6, and ACTd), the source
electrodes (S1, S2, S3, S4, S5, S6, and Sd), and the drain
electrodes (D1, D2, D3, D4, D5, D6, and Dd) of the
transistors (11, T2, T3, T4, T5, T6, and Td) are in a same
layer.

Referring to FIG. 2A, FIG. 3A, FIG. 3D, FIG. 4A, and
FIG. 4B, the first conductive layer in some embodiments
includes a plurality of gate lines GL, a plurality of first reset
control signal lines rstl, a plurality of light emitting control
signal lines em, a plurality of second reset control signal
lines rst2, and a first capacitor electrode Cel of the storage
capacitor Cst. Various appropriate electrode materials and
various appropriate fabricating methods may be used to
make the first conductive layer. For example, a conductive
material may be deposited on the substrate by a plasma-
enhanced chemical vapor deposition (PECVD) process and
patterned. Examples of appropriate conductive materials for
making the first conductive layer include, but are not limited
to, aluminum, copper, molybdenum, chromium, aluminum
copper alloy, copper molybdenum alloy, molybdenum alu-
minum alloy, aluminum chromium alloy, copper chromium
alloy, molybdenum chromium alloy, copper molybdenum
aluminum alloy, and the like. Optionally, the plurality of
gate lines GL, the plurality of first reset control signal lines
rstl, the plurality of light emitting control signal lines em,
the plurality of second reset control signal lines rst2, and the
first capacitor electrode Cel are in a same layer.

As used herein, the term “same layer” refers to the
relationship between the layers simultaneously formed in the
same step. In one example, the plurality of gate lines GL. and
the first capacitor electrode Cel are in a same layer when
they are formed as a result of one or more steps of a same
patterning process performed in a same layer of material. In
another example, the plurality of gate lines GL and the first
capacitor electrode Cel can be formed in a same layer by
simultaneously performing the step of forming the plurality
of gate lines GL, and the step of forming the first capacitor
electrode Cel. The term “same layer” does not always mean
that the thickness of the layer or the height of the layer in a
cross-sectional view is the same.

Referring to FIG. 2A, FIG. 3A, and FIG. 3E, the second
conductive layer in some embodiments includes a plurality

5

10

15

20

25

30

35

40

45

50

55

60

65

16

of first reset signal lines Vintl, a second capacitor electrode
Ce2 of the storage capacitor Cst, an interference preventing
block IPB, and a plurality of second reset signal lines Vint2.
Various appropriate conductive materials and various appro-
priate fabricating methods may be used to make the second
conductive layer. For example, a conductive material may be
deposited on the substrate by a plasma-enhanced chemical
vapor deposition (PECVD) process and patterned. Examples
of appropriate conductive materials for making the second
conductive layer include, but are not limited to, aluminum,
copper, molybdenum, chromium, aluminum copper alloy,
copper molybdenum alloy, molybdenum aluminum alloy,
aluminum chromium alloy, copper chromium alloy, molyb-
denum chromium alloy, copper molybdenum aluminum
alloy, and the like. Optionally, the plurality of first reset
signal lines Vintl, the plurality of second reset signal lines
Vint2, the interference preventing block IPB, and the second
capacitor electrode Ce2 are in a same layer. Referring to
Referring to FIG. 2A, FIG. 3A, FIG. 3D, and FIG. 4B, in
some embodiments, the interference preventing block IPB is
in a same layer as the second capacitor electrode Ce2. The
respective one of the plurality of voltage supply lines Vdd is
connected to the interference preventing block IPB through
a third main via v3. Optionally, the third main via v3 extends
through the inter-layer dielectric layer ILD.

Referring to FIG. 2A, FIG. 3A, FIG. 3C, and FIG. 3F, the
first signal line layer in some embodiments includes a
plurality of voltage supply lines Vdd, a node connecting line
Cln, a second connecting line C12, and a third connecting
line C13. The node connecting line Cln connects the first
capacitor electrode Cel and the source electrode of the third
transistor T3 in a respective subpixel together. The second
connecting line C12 connects a respective one of the plu-
rality of first reset signal lines Vintl and the source electrode
of the first transistor T1 in a respective subpixel together.
The third connecting line C13 connects a respective one of
the plurality of second reset signal lines Vint2 and the source
electrode of the sixth transistor T6 in a respective subpixel
together. The first signal line layer in some embodiments
further includes a relay electrode RE in a respective one of
the plurality of subpixels sp. The relay electrode connects a
source electrode of the fifth transistor T5 in the respective
one of the plurality of subpixels sp to an anode contact pad
in the respective one of the plurality of subpixels sp. Various
appropriate conductive materials and various appropriate
fabricating methods may be used to make the signal line
layer. For example, a conductive material may be deposited
on the substrate by a plasma-enhanced chemical vapor
deposition (PECVD) process and patterned. Examples of
appropriate conductive materials for making the first signal
line layer include, but are not limited to, aluminum, copper,
molybdenum, chromium, aluminum copper alloy, copper
molybdenum alloy, molybdenum aluminum alloy, alumi-
num chromium alloy, copper chromium alloy, molybdenum
chromium alloy, copper molybdenum aluminum alloy, and
the like. Optionally, the plurality of voltage supply lines
Vdd, the plurality of data lines DL, the node connecting line
Cln, the second connecting line C12, and the third connect-
ing line C13, and the relay electrode RE, are in a same layer.

FIG. 4C is a cross-sectional view along a C-C' line in FIG.
3A. Referring to FIG. 2A, FIG. 3A, FIG. 3F, and FIG. 4C,
in some embodiments, the second connecting line C12
connects the respective one of the plurality of first reset
signal lines Vintl and the source electrode S1 of the first
transistor T1 in a respective subpixel together. The respec-
tive one of the plurality of first reset signal lines Vintl is
configured to provide a reset signal to the source electrode

Optronic Sciences LLC, Ex. 2011
BOE Technology Group Co., Ltd. v. Optronic Sciences LLC, IPR2025-00238
Page 55 of 74



US 11,974,463 B2

17

S1 of the first transistor T1 in the respective subpixel,
through the second connecting line C12. Optionally, the
second connecting line C12 is connected to the respective
one of the plurality of first reset signal lines Vintl through
a fifth main via v5 extending through the inter-layer dielec-
tric layer ILD. Optionally, the second connecting line C12 is
connected to the source electrode S1 of the first transistor T1
in the respective subpixel through a sixth main via v6
extending through the inter-layer dielectric layer 1L.D, the
insulating layer IN, and the gate insulating layer GI.

FIG. 4D is a cross-sectional view along a D-D' line in
FIG. 3A. Referring to FIG. 2A, FIG. 3A, FIG. 3F, and FIG.
4D, in some embodiments, the third connecting line C13
connects the respective one of the plurality of second reset
signal lines Vint2 and the source electrode S6 of the sixth
transistor T6 in a respective subpixel together. The respec-
tive one of the plurality of second reset signal lines Vint2 is
configured to provide a reset signal to the source electrode
S6 of the sixth transistor T6 in the respective subpixel,
through the second connecting line C12. Optionally, the
third connecting line C13 is connected to the respective one
of the plurality of second reset signal lines Vint2 through a
seventh main via v7 extending through the inter-layer
dielectric layer ILD. Optionally, the third connecting line
C13 is connected to the source electrode S6 of the sixth
transistor T6 in the respective subpixel through an eighth
main via v8 extending through the inter-layer dielectric layer
1LD, the insulating layer IN, and the gate insulating layer GI.

Referring to FIG. 2A, FIG. 3A, and FIG. 3G, the second
signal line layer in some embodiments includes a plurality of
data line DL. Optionally, the second signal line layer further
includes an anode contact pad ACP in a respective one of the
plurality of subpixels sp. The anode contact pad ACP is
electrically connected to a source clectrode of the fifth
transistor T5 in the respective one of the plurality of sub-
pixels sp through a relay electrode in the respective one of
the plurality of subpixels sp. Referring to Referring to FIG.
2A, FIG. 3A, FIG. 3F, FIG. 3G, and FIG. 4B, in some
embodiments, a respective one of the plurality of data lines
DL is connected to a connecting portion CP through a via
v4-1 extending through the first planarization layer PLN-1,
and the connecting portion CP is connected to a source
electrode S2 of the second transistor through a via v4-2
extending through the inter-layer dielectric layer 1L.D, the
insulating layer IN, and the gate insulating layer GI.

Referring to FIG. 2A, FIG. 3A, FIG. 3D, FIG. 3E, and
FIG. 4A, in some embodiments, an orthographic projection
of the second capacitor electrode Ce2 on a base substrate BS
completely covers, with a margin, an orthographic projec-
tion of the first capacitor electrode Cel on the base substrate
BS except for a hole region H in which a portion of the
second capacitor electrode Ce2 is absent. In some embodi-
ments, the signal line layer includes a node connecting line
Cln on a side of the inter-layer dielectric layer ILD away
from the second capacitor electrode Ce2. The node connect-
ing line Cln is in a same layer as the plurality of voltage
supply lines Vdd and the plurality of data lines DL. Option-
ally, the array substrate further includes a first main via v1
in the hole region H and extending through the inter-layer
dielectric layer ILD and the insulating layer IN. Optionally,
the node connecting line Cln is connected to the first
capacitor electrode Cel through the first main via v1. In
some embodiments, the first capacitor electrode Cel is on a
side of the gate insulating layer IN away from the base
substrate BS. Optionally, the array substrate further includes
a first main via v1 and a second main via v2. The first main
via vl is in the hole region H and extends through the
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inter-layer dielectric layer ILD and the insulating layer IN.
The second main via v2 extends through the inter-layer
dielectric layer ILD, the insulating layer IN, and the gate
insulating layer GI. Optionally, the node connecting line Cln
is connected to the first capacitor electrode Cel through the
first main via v1, and is connected node connecting line Cln
is connected the semiconductor material layer SML through
the second main via v2. Optionally, the node connecting line
Cln is connected to the source electrode S3 of third transis-
tor, as depicted in FIG. 4A.

Referring to Referring to FIG. 2A, FIG. 3A, FIG. 3E, and
FIG. 4B, in some embodiments, the interference preventing
block IPB is in a same layer as the second capacitor
electrode Ce2. The respective one of the plurality of voltage
supply lines Vdd is connected to the interference preventing
block IPB through a third main via v3. Optionally, the third
main via v3 extends through the inter-layer dielectric layer
ILD. Optionally, an orthographic projection of the interfer-
ence preventing block IPB on the base substrate BS partially
overlaps with an orthographic projection of the respective
one of the plurality of voltage supply lines Vdd on the base
substrate BS. Optionally, the orthographic projection of the
interference preventing block IPB on the base substrate BS
at least partially overlaps with an orthographic projection of
an active layer ACT3 of the third transistor T3 on the base
substrate BS. Optionally, the orthographic projection of the
interference preventing block IPB on the base substrate BS
at least partially overlaps with an orthographic projection of
a drain electrode D1 of the first transistor T1 on the base
substrate BS. Optionally, orthographic projections of a por-
tion of the interference preventing block IPB and a portion
of the respective one of the plurality of voltage supply lines
Vdd on the base substrate BS commonly overlaps with an
orthographic projection of a portion of the active layer
ACTS3 of the third transistor T3 on the base substrate BS.

As used herein, the active layer refers to a component of
the transistor comprising at least a portion of the semicon-
ductor material layer whose orthographic projection on the
base substrate overlaps with an orthographic projection of a
gate electrode on the base substrate. As used herein, a source
electrode refers to a component of the transistor connected
to one side of the active layer, and a drain electrode refers
to a component of the transistor connected to another side of
the active layer. In the context of a double-gate type tran-
sistor (for example, the third transistor T3), the active layer
refers to a component of the transistor comprising a first
portion of the semiconductor material layer whose ortho-
graphic projection on the base substrate overlaps with an
orthographic projection of a first gate on the base substrate,
a second portion of the semiconductor material layer whose
orthographic projection on the base substrate overlaps with
an orthographic projection of a second gate on the base
substrate, and a third portion between the first portion and
the second portion. In the context of a double-gate type
transistor, a source electrode refers to a component of the
transistor connected to a side of the first portion distal to the
third portion, and a drain electrode refers to a component of
the transistor connected to a side of the second portion distal
to the third portion.

Referring to FIG. 2A, FIG. 3A, and FIG. 3H, the array
substrate in some embodiments includes a first anode AD1
in the respective first subpixel spl, a second anode AD2 in
the respective second subpixel sp2, a third anode AD3 in the
respective third subpixel sp3, and a fourth anode AD4 in the
respective fourth subpixel sp4. The first anode AD1, the
second anode AD2, the third anode AD3, and the fourth
anode AD4, are respectively anodes of a first light emitting
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element, a second light emitting element, a third light
emitting element, and a fourth light emitting element,
respectively in the respective first subpixel spl, the respec-
tive second subpixel sp2, the respective third subpixel sp3,
and the respective fourth subpixel sp4. The array substrate in
some embodiments further includes a pixel definition layer
PDL on a side of the first anode AD1, the second anode AD2,
the third anode AD3, and the fourth anode AD4 away from
the second planarization layer PLN2. The array substrate
further includes a first subpixel aperture SA1l, a second
subpixel aperture SA2, a third subpixel aperture SA3, a
fourth subpixel aperture SA4 respectively extending through
the pixel definition layer PDL. In some embodiments, the
respective first subpixel spl is a red subpixel, and the first
anode AD1 is an anode of the red subpixel; the respective
second subpixel sp2 is a first green subpixel, and the second
anode AD2 is an anode of the first green subpixel; the
respective third subpixel sp3 is a blue subpixel, and the third
anode AD3 is an anode of the blue subpixel; the respective
fourth subpixel sp4 is a second green subpixel, and the
fourth anode AD4 is an anode of the second green subpixel.

In some embodiments, the array substrate further includes
a plurality of spacers on a side of the second planarization
layer away from the base substrate. The spacers are config-
ured to space apart a fine metal mask from the array
substrate during the process of depositing light emitting
materials onto the array substrate. By having the spacers,
damages to the pixel driving circuit caused by the fine metal
mask during the deposition process can be effectively
avoided. FIG. 5A is a schematic diagram illustrating an
arrangement of spacers in a plurality of subpixels in an array
substrate in some embodiments according to the present
disclosure. Referring to FIG. 5A, the plurality of spacers in
some embodiments includes first spacers PS1 arranged in a
first array and second spacers PS2 arranged in a second
array. The first array and the second array interlace with each
other. A respective row of second spacers PS2 in the second
array is between two respective rows of first spacers PS1 in
the first array. A respective column of second spacers PS2 in
the second array is between two respective columns of first
spacers PS1 in the first array. A respective row of first
spacers PS1 in the first array is between two respective rows
of second spacers PS2 in the second array. A respective
column of first spacers PS1 in the first array is between two
respective columns of second spacers PS2 in the second
array.

As shown in FIG. 5A, two adjacent first spacers in the
respective row of first spacers PS1 are spaced apart by eight
subpixels; two adjacent second spacers in the respective row
of second spacers PS2 are spaced apart by eight subpixels;
two adjacent first spacers in the respective column of first
spacers PS1 are spaced apart by six subpixels; and two
adjacent second spacers in the respective column of second
spacers PS2 are spaced apart by six subpixels. Optionally, a
ratio of a number of subpixels to a number of spacers is in
arange of 48:1 to 15:1, e.g., 48:1 to 40:1, 40:1 to 35:1, 35:1
to 30:1, 30:1 to 25:1, 25:1 to 20:1, or 20:1 to 15:1. Option-
ally, a ratio of a number of subpixels to a number of spacers
is in a range of 28:1 to 20:1, e.g., 27:1 to 21:1, 26:1 to 22:1,
or 25:1 to 23:1. Optionally, a ratio of a number of subpixels
to a number of spacers is 24:1, as shown in FIG. 5A.

FIG. 5B is a diagram illustrating an arrangement of
spacers in an array substrate in some embodiments accord-
ing to the present disclosure. FIG. 5B illustrates positions of
a plurality of spacers relative to anodes in the array sub-
strate. Referring to FIG. 5B, in some embodiments, a
respective one of the first spacers PS1 is between the second
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anode AD2 and the third anode AD3; and a respective one
of the second spacers PS2 is between the third anode AD3
and the fourth anode AD4. Optionally, the respective one of
the first spacers PS1 is between the second subpixel aperture
SA2 and the third subpixel aperture SA3; and the respective
one of the second spacers PS2 is between the third subpixel
aperture SA3 and the fourth subpixel aperture SA4. In one
example, the respective first subpixel spl is a red subpixel,
and the first anode AD1 is an anode of the red subpixel; the
respective second subpixel sp2 is a first green subpixel, and
the second anode AD2 is an anode of the first green subpixel;
the third subpixel sp3 is a blue subpixel, and the respective
third anode AD3 is an anode of the blue subpixel; the
respective fourth subpixel sp4 is a second green subpixel,
and the fourth anode AD4 is an anode of the second green
subpixel. In another example, the respective one of the first
spacers PS1 is between the second anode AD2 of the first
green subpixel and the third anode AD3 of the blue subpixel;
and the respective one of the second spacers PS2 is between
the third anode AD3 of the blue subpixel and the fourth
anode AD4 of the second green subpixel. In another
example, the respective one of the first spacers PS1 is
between the second subpixel aperture SA2 of the first green
subpixel and the third subpixel aperture SA3 of the blue
subpixel; and the respective one of the second spacers PS2
is between the third subpixel aperture SA3 of the blue
subpixel and the fourth subpixel aperture SA4 of the second
green subpixel.

In some embodiments, an average occupied area of the
respective one of the first spacers PS1 is in a range of 10 um?
to 500 um?, e.g., 10 pm? to 50 um?, 50 um? to 100 um?, 100
pm? to 150 um?, 150 um? to 200 wm?, 200 um? to 250 um?,
250 um? to 300 pm?, 300 um? to 350 pm?, 350 um? to 400
pm?, 400 um? to 450 um?, or 450 um? to 500 pm?*; and an
average occupied area of the respective one of the second
spacers PS2 is in a range of 10 um?” to 500 um?, e.g., 10 um?>
to 50 um?, 50 um? to 100 pm?, 100 um? to 150 um?, 150 pm?>
to 200 pm?, 200 um? to 250 um?, 250 pm? to 300 wm?, 300
pm? to 350 um?, 350 um? to 400 wm?, 400 um? to 450 um?,
or 450 um? to 500 um>. Optionally, an average occupied area
of the respective one of the first spacers PS1 is in a range of
80 um? to 120 pm?, e.g., 80 um? to 90 pm?, 90 um* to 100
pum?, 100 um?® to 110 um?, or 110 um?® to 120 pum?; and an
average occupied area of the respective one of the second
spacers PS2 is in a range of 80 um? to 120 um?, e.g., 80 um?>
to 90 um?, 90 um? to 100 um?, 100 um? to 110 um?, or 110
pum? to 120 um?. Optionally, the average occupied area of the
respective one of the first spacers PS1 is 100 um?; and the
average occupied area of the respective one of the second
spacers PS2 is 100 um?. Optionally, an average occupied
area of a respective one of the plurality of subpixels is in a
range of 1400 um? to 2000 um?, e.g., 1400 um? to 1500 pm?,
1500 pm? to 1600 pm?, 1600 um? to 1700 um?, 1700 um? to
1800 um?, 1800 um? to 1900 pm?, or 1900 um? to 2000 pm?.
Optionally, the average occupied area of the respective one
of the plurality of subpixels is 1676 pum> Optionally, a
percentage of a total occupied area of the first spacers PS1
and the second spacers PS2 relative to a total occupied area
of the plurality of subpixels is in a range of 0.01% to 1%,
e.g.,0.01% to 0.05%, 0.05% t0 0.1%, 0.1% 10 0.15%, 0.15%
to 0.20%, 0.20% to 0.25%, 0.25% to 0.30%, 0.30% to
0.35%, 0.35% to 0.40%, 0.40% to 0.45%, 0.45% to 0.50%,
0.50% to 0.55%, 0.55% to 0.60%, 0.60% to 0.65%, 0.65%
to 0.70%, 0.70% to 0.75%, 0.75% to 0.80%, 0.80% to
0.85%, 0.85% to 0.90%, 0.90% to 0.95%, or 0.95% to 1.0%.
Optionally, a percentage of a total occupied area of the first
spacers PS1 and the second spacers PS2 relative to a total
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occupied area of the plurality of subpixels is in a range of
0.15% to 0.35%, e.g., 0.15% to 0.20%, 0.20% to 0.25%,
0.25% to 0.30%, or 0.30% to 0.35%. Optionally, the per-
centage of the total occupied area of the first spacers PS1 and
the second spacers PS2 relative to the total occupied area of
the plurality of subpixels is 0.25%.

The inventors of the present disclosure discover that,
unexpected and surprisingly, the arrangement and distribu-
tion of the spacers in the present array substrate can effec-
tively minimize or prevent contamination of spacer residues
during the process of light emitting material deposition, at
the same time still effectively preventing damages to the
pixel driving circuit. Moreover, a ratio of a number of
subpixels to a number of spacers in a typical array substrate
can be reduced from, e.g., a typical value of 8:1 to a value
equal to or greater than 20:1. Further, the percentage of the
total occupied area of the spacers relative to the total
occupied area of the plurality of subpixels can be reduced
from, e.g., a typical value of 2% to equal to or less than
0.35%.

Referring to FIG. 5A and FIG. 5B, in some embodiments,
the plurality of subpixels sp are arranged in an array of a
plurality of rows along a first direction DR1 and a plurality
of columns along a second direction DR2. The respective
row of the first spacers PS1 is along the first direction DR1.
The respective row of the second spacers PS2 is along the
first direction DR1. The respective column of the first
spacers PS1 is along the second direction DR2. The respec-
tive column of the second spacers PS2 is along the second
direction DR2.

Referring to FIG. 5A and FIG. 5B, in some embodiments,
two adjacent first spacers in the respective row of first
spacers are spaced apart by twice of a first inter-anode
distance IAD1, the first inter-anode distance IAD1 being a
distance along the first direction DR1 and between centers of
two most adjacent third anodes respectively from two most
adjacent third light emitting elements along the first direc-
tion DR1. Optionally, two adjacent second spacers in the
respective row of second spacers are spaced apart by twice
of the first inter-anode distance IAD1. In some embodi-
ments, two adjacent first spacers in the respective column of
first spacers are spaced apart by three times of a second
inter-anode distance IAD?2, the second inter-anode distance
IAD2 being a distance along the second direction DR2 and
between centers of two most adjacent third anodes respec-
tively from two most adjacent third light emitting elements
along the second direction DR2. Optionally, two adjacent
second spacers in the respective column of second spacers
are spaced apart by three times of the second inter-anode
distance IAD2.

Referring to FIG. 5A and FIG. 5B, in some embodiments,
an orthographic projection of the respective one of the first
spacers PS1 on the base substrate at least partially overlaps
with an orthographic projection of the second anode AD2 on
the base substrate. Optionally, an orthographic projection of
the respective one of the second spacers PS2 on the base
substrate at least partially overlaps with an orthographic
projection of the fourth anode AD4 on the base substrate.

Referring to FIG. 5A and FIG. 5B, in some embodiments,
a first virtual line along the first direction crosses DR1
crosses over the respective one of the first spacers PS1 and
the fourth via V2-1. Optionally, a second virtual line VL2
along the first direction DR1 crosses over the respective one
of the second spacers PS2 and the tenth via V4-1.

FIG. 6A illustrate formation of a third light emitting layer
in an array substrate using a third mask plate in some
embodiments according to the present disclosure. FIG. 6B
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illustrate formation of a second light emitting layer in an
array substrate using a second mask plate in some embodi-
ments according to the present disclosure. FIG. 6C illustrate
formation of a fourth light emitting layer in an array sub-
strate using a fourth mask plate in some embodiments
according to the present disclosure. FIG. 6D illustrate for-
mation of a first light emitting layer in an array substrate
using a first mask plate in some embodiments according to
the present disclosure. FIG. 6E illustrates relative positions
of boundaries of apertures of a first mask plate, a second
mask plate, a third mask plate, and a fourth mask plate,
relative to a respective first spacer in an array substrate in
some embodiments according to the present disclosure.
Referring to FIG. 6A to FIG. 6E, subsequent to forming the
spacers (first spacers PS1 and second spacers PS2), a mask
plate (e.g., a fine metal mask plate) is placed on the spacers
for deposition of light emitting materials on top of the
anodes. In one example, a first mask plate MK1 is used for
forming a first light emitting layer on the first anode AD1 of
the first subpixel (FIG. 6D), a second mask plate MK2 is
used for forming a second light emitting layer on the second
anode AD2 of the second subpixel (FIG. 6B), a fourth mask
plate MK4 is used for forming a fourth light emitting layer
on the fourth anode AD2 of the fourth subpixel (FIG. 6C),
a third mask plate MK3 is used for forming a third light
emitting layer on the third anode AD3 of the third subpixel
(FIG. 6A). A first boundary of an aperture BA1 of the first
mask plate MK1 is shown in FIG. 6D and FIG. 6E. A second
boundary of an aperture BA2 of the second mask plate MK2
is shown in FIG. 6B and FIG. 6E. A fourth boundary of an
aperture BA4 of the fourth mask plate MK4 is shown in FIG.
6C and FIG. 6E. A third boundary of an aperture BA3 of the
third mask plate MK3 is shown in FIG. 6D and FIG. 6E.

As shown in FIG. 6A, an orthographic projection of a
portion of the third boundary of an aperture BA3 of the third
mask plate MK3 on a base substrate substantially overlaps
with an orthographic projection of a first central line ML.1 of
a respective first spacer PS1. The first central line M1 has
a first inclined angle o with respect to the first direction
DR1. As used herein, the term “substantially overlap” refers
to two orthographic projections at least 50 percent, e.g., at
least 60 percent, at least 70 percent, at least 80 percent, at
least 90 percent, at least 95 percent, at least 99 percent, or
100 percent overlapping with each other.

As shown in FIG. 6B, an orthographic projection of a
portion of the second boundary of an aperture BA2 of the
second mask plate MK2 on a base substrate substantially
overlaps with an orthographic projection of a first central
line ML1 of a respective first spacer PS1. The first central
line ML1 has a first inclined angle o with respect to the first
direction DR1.

Referring to FIG. 6A, FIG. 6B, and FIG. 6E, in some
embodiments, an orthographic projection of a portion of the
third boundary of an aperture BA3 of the third mask plate
MK3 on a base substrate substantially overlaps with an
orthographic projection of a first central line MLL1 of a
respective first spacer PS1, and an orthographic projection
of a portion of the second boundary of an aperture BA2 of
the second mask plate MK2 on a base substrate substantially
overlaps with an orthographic projection of a first central
line M1 of the respective first spacer PS1. The first central
line ML1 has a first inclined angle o with respect to the first
direction DR1. Optionally, the first inclined angle o is in a
range of 40 degrees to 80 degrees, e.g., 40 degrees to 50
degrees, 50 degrees to 60 degrees, 60 degrees to 70 degrees,
or 70 degrees to 80 degrees. Optionally, the first inclined
angle o is 60 degrees.
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FIG. 6F illustrates relative positions of light emitting
layers relative to a respective first spacer in an array sub-
strate in some embodiments according to the present dis-
closure. Referring to FIG. 6F, the array substrate in some
embodiments further includes a first light emitting layer
EM1 on a side of the first anode AD1 away from a base
substrate, a second light emitting layer EM2 on a side of the
second anode AD2 away from the base substrate, a third
light emitting layer EM3 on a side of the third anode AD3
away from the base substrate, and a fourth light emitting
layer EM4 on a side of the fourth anode AD4 away from the
base substrate. In one example, the first subpixel is a red
subpixel, the first anode AD1 is an anode of the red subpixel,
and the first light emitting layer EM1 is a red light emitting
layer; the second subpixel is a first green subpixel, the
second anode AD2 is an anode of the first green subpixel,
and the second light emitting layer EM2 is a green light
emitting layer; the third subpixel is a blue subpixel, the third
anode AD3 is an anode of the blue subpixel, and the third
light emitting layer EM3 is a blue light emitting layer; the
fourth subpixel is a second green subpixel, the fourth anode
AD4 is an anode of the second green subpixel, and the fourth
light emitting layer EM4 is also a green light emitting layer.

FIG. 6G is a zoom-in view of a region surrounding a
respective first spacer in FIG. 6F. Referring to FIG. 6F and
FIG. 6G, in some embodiments, an orthographic projection
of the third light emitting layer EM3 on a base substrate
partially overlaps with an orthographic projection of the
respective first spacer PS1 on the base substrate; and an
orthographic projection of the second light emitting layer
EM2 on the base substrate partially overlaps with the
orthographic projection of the respective first spacer PS1 on
the base substrate. A first edge E1 of the third light emitting
layer EM3 crossing over the respective first spacer PS1 is
substantially parallel to a first central line ML1 of the
respective first spacer PS1; and a second edge E2 of the
second light emitting layer EM2 crossing over the respective
first spacer PS1 is substantially parallel to the first central
line ML1 of the respective first spacer PS1. As used herein,
the term “substantially paralle]” means that an angle
between two lines is in the range of 0 degree to approxi-
mately 15 degrees, e.g., 0 degree to approximately 5
degrees, 5 degree to approximately 10 degrees, or 10 degree
to approximately 15 degrees.

Optionally, the first edge E1 is spaced apart from the first
central line ML1 by a first distance d1 along a direction
perpendicular to the first central line ML1; and the second
edge E2 is spaced apart from the first central line ML.1 by a
second distance d2 along the direction perpendicular to the
first central line ML. Optionally, an average value of the first
distance d1 along the first edge E1 is substantially same as
an average value of the second distance d2 along the second
edge E2. As used herein, the term “substantially the same”
refers to a difference between two values not exceeding 10%
of a base value (e.g., one of the two values), e.g., not
exceeding 8%, not exceeding 6%, not exceeding 4%, not
exceeding 2%, not exceeding 1%, not exceeding 0.5%, not
exceeding 0.1%, not exceeding 0.05%, and not exceeding
0.01%, of the base value. Optionally, the first edge E1
substantially overlaps with the first central line MIL1.
Optionally, the second edge E2 substantially overlaps with
the first central line ML1.

FIG. 6H is a cross-sectional view along an L-L' line in
FIG. 6F. Referring to FIG. 6H, the display panel in the
display region in some embodiments includes a base sub-
strate BS (e.g., a flexible base substrate); a semiconductor
material layer SML (see, also, FIG. 3C) on the base substrate
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BS; a gate insulating layer GI on a side of the semiconductor
material layer SML away from the base substrate BS; an
insulating layer IN on a side of the gate insulating layer GI
away from the base substrate BS; an inter-layer dielectric
layer ILD on a side of the insulating layer IN away from the
gate insulating layer GI; a relay electrode layer (e.g., a
respective second relay electrode RE2 and a respective third
relay electrode RE3 as shown in FIG. 6H) on a side of the
inter-layer dielectric layer ILD away from the insulating
layer IN; a first planarization layer PLN1 on a side of the
relay electrode layer away from the inter-layer dielectric
layer ILD; an anode contact pad layer (e.g., a respective
second anode contact pad ACP2 and a respective third anode
contact pad ACP3 as shown in FIG. 6H) on a side of the first
planarization layer PLN1 away from the inter-layer dielec-
tric layer ILD; a second planarization layer PLN2 on side of
the anode contact pad layer away from the first planarization
layer PLN1; a pixel definition layer PDL defining subpixel
apertures and on a side of the second planarization layer
PLN2 away from the base substrate BS; a spacer layer (e.g.,
a respective one of first spacers PS1 as shown in FIG. 6H)
on a side of the pixel definition layer PDL away from the
second planarization layer PLN2; an anode layer (e.g., the
second anode AD2 and the third anode AD3 as shown in
FIG. 6H) on a side of the second planarization layer PLN2
away from the first planarization layer PLN1; and a light
emitting layer (e.g., a second light emitting layer EM2 and
a third light emitting layer EM3) on a side of the anode layer
away from the second planarization layer PLN2; and a
cathode layer CD on a side of the light emitting layer away
from the anode layer.

FIG. 61 illustrate formation of a second light emitting
layer and a fourth light emitting layer in an array substrate
using a same mask plate in some embodiments according to
the present disclosure. Referring to FIG. 61, in one example,
a same mask plate MK24 is used for forming a second light
emitting layer on the second anode AD2 of the second
subpixel and a fourth light emitting layer on the fourth anode
AD4 of a fourth subpixel (FIG. 6B). A second boundary of
an aperture BA2 of the same mask plate MK24 and a fourth
boundary of an aperture BA4 of the same mask plate MK24
is shown in FIG. 61.

FIG. 7A illustrate formation of a third light emitting layer
in an array substrate using a third mask plate in some
embodiments according to the present disclosure. FIG. 7B
illustrate formation of a second light emitting layer in an
array substrate using a second mask plate in some embodi-
ments according to the present disclosure. FIG. 7C illustrate
formation of a fourth light emitting layer in an array sub-
strate using a fourth mask plate in some embodiments
according to the present disclosure. FIG. 7D illustrate for-
mation of a first light emitting layer in an array substrate
using a first mask plate in some embodiments according to
the present disclosure. FIG. 7E illustrates relative positions
of boundaries of apertures of a first mask plate, a fourth
mask plate, a third mask plate, and a fourth mask plate,
relative to a respective second spacer in an array substrate in
some embodiments according to the present disclosure.
Referring to FIG. 7A to FIG. 7E, subsequent to forming the
spacers (first spacers PS1 and second spacers PS2), a mask
plate (e.g., a fine metal mask plate) is placed on the spacers
for deposition of light emitting materials on top of the
anodes. In one example, a first mask plate MK1 is used for
forming a first light emitting layer on the first anode AD1 of
the first subpixel (FIG. 7D), a second mask plate MK2 is
used for forming a second light emitting layer on the second
anode AD2 of the second subpixel (FIG. 7B), a third mask
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plate MK3 is used for forming a third light emitting layer on
the third anode AD3 of the third subpixel (FIG. 7A), and a
fourth mask plate MK4 is used for forming a fourth light
emitting layer on the fourth anode AD4 of the fourth
subpixel (FIG. 7C). A first boundary of an aperture BA1 of
the first mask plate MK1 is shown in FIG. 7D and FIG. 7E.
A second boundary of an aperture BA2 of the second mask
plate MK2 is shown in FIG. 7B and FIG. 7E. A fourth
boundary of an aperture BA4 of the fourth mask plate MK4
is shown in FIG. 7C and FIG. 7E. A third boundary of an
aperture BA3 of the third mask plate MK3 is shown in FIG.
7D and FIG. 7E.

As shown in FIG. 7A, an orthographic projection of a
portion of the third boundary of an aperture BA3 of the third
mask plate MK3 on a base substrate substantially overlaps
with an orthographic projection of a second central line M1.2
of a respective second spacer PS2. The second central line
ML2 has a second inclined angle [ with respect to the first
direction DR1.

As shown in FIG. 7C, an orthographic projection of a
portion of the fourth boundary of an aperture BA4 of the
fourth mask plate MK4 on a base substrate substantially
overlaps with an orthographic projection of a second central
line ML2 of a respective second spacer PS2. The second
central line M2 has a second inclined angle § with respect
to the first direction DR1.

Referring to FIG. 7A, FIG. 7B, and FIG. 7E, in some
embodiments, an orthographic projection of a portion of the
third boundary of an aperture BA3 of the third mask plate
MK3 on a base substrate substantially overlaps with an
orthographic projection of a second central line ML2 of a
respective second spacer PS2, and an orthographic projec-
tion of a portion of the fourth boundary of an aperture BA4
of the fourth mask plate MK4 on a base substrate substan-
tially overlaps with an orthographic projection of a second
central line ML2 of the respective second spacer PS2. The
second central line ML.2 has a second inclined angle f§ with
respect to the first direction DR1. Optionally, the second
inclined angle f§ is in a range of 10 degrees to 50 degrees,
e.g., 10 degrees to 20 degrees, 20 degrees to 30 degrees, 30
degrees to 40 degrees, or 40 degrees to 50 degrees. Option-
ally, the second inclined angle f is 30 degrees.

FIG. 7F illustrates relative positions of light emitting
layers relative to a respective second spacer in an array
substrate in some embodiments according to the present
disclosure. Referring to FIG. 7F, the array substrate in some
embodiments further includes a first light emitting layer
EM1 on a side of the first anode AD1 away from a base
substrate, a second light emitting layer EM2 on a side of the
second anode AD2 away from the base substrate, a third
light emitting layer EM3 on a side of the third anode AD3
away from the base substrate, and a fourth light emitting
layer EM4 on a side of the fourth anode AD4 away from the
base substrate. In one example, the first subpixel is a red
subpixel, the first anode AD1 is an anode of the red subpixel,
and the first light emitting layer EM1 is a red light emitting
layer; the second subpixel is a first green subpixel, the
second anode AD2 is an anode of the first green subpixel,
and the second light emitting layer EM2 is a green light
emitting layer; the third subpixel is a blue subpixel, the third
anode AD3 is an anode of the blue subpixel, and the third
light emitting layer EM3 is a blue light emitting layer; the
fourth subpixel is a second green subpixel, the fourth anode
AD4 is an anode of the second green subpixel, and the fourth
light emitting layer EM4 is also a green light emitting layer.

FIG. 7G is a zoom-in view of a region surrounding a
respective second spacer in FIG. 7F. Referring to FIG. 7F
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and FIG. 7G, in some embodiments, an orthographic pro-
jection of the third light emitting layer EM3 on a base
substrate partially overlaps with an orthographic projection
of the respective second spacer PS2 on the base substrate;
and an orthographic projection of the fourth light emitting
layer EM4 on the base substrate partially overlaps with the
orthographic projection of the respective second spacer PS2
on the base substrate. A third edge E3 of the third light
emitting layer EM3 crossing over the respective second
spacer PS2 is substantially parallel to a second central line
ML 2 of the respective second spacer PS2; and a fourth edge
E4 of the fourth light emitting layer EM4 crossing over the
respective second spacer PS2 is substantially parallel to the
second central line MLL2 of the respective second spacer
PS2.

Optionally, the third edge E3 is spaced apart from the
second central line ML2 by a third distance d3 along a
direction perpendicular to the second central line ML2; and
the fourth edge E4 is spaced apart from the second central
line ML2 by a fourth distance d4 along the direction
perpendicular to the second central line ML.2. Optionally, an
average value of the third distance d3 along the third edge
E3 is substantially same as an average value of the fourth
distance d4 along the fourth edge E4. Optionally, the third
edge E3 substantially overlaps with the second central line
ML2. Optionally, the fourth edge E4 substantially overlaps
with the second central line ML2.

FIG. 7H illustrate formation of a second light emitting
layer and a fourth light emitting layer in an array substrate
using a same mask plate in some embodiments according to
the present disclosure. Referring to FIG. 7H, in one
example, a same mask plate MK24 is used for forming a
second light emitting layer on the second anode AD2 of the
second subpixel and a fourth light emitting layer on the
fourth anode AD4 of a fourth subpixel. A second boundary
of an aperture BA2 of the same mask plate MK24 and a
fourth boundary of an aperture BA4 of the same mask plate
MK?24 is shown in FIG. 7H.

In some embodiments, an orthographic projection of a
respective anode in a respective subpixel on a base substrate
at least partially overlaps with an orthographic projection of
the first node in the respective subpixel on the base substrate.
Referring to FIG. 2A, FIG. 3A to FIG. 3H, and FIG. 4A, in
some embodiments, an orthographic projection of the first
anode ADI1 in a respective first subpixel spl on the base
substrate BS at least partially overlaps with an orthographic
projection of the node connecting line Cln in the respective
first subpixel sp1 on the base substrate BS; an orthographic
projection of the second anode AD2 in a respective second
subpixel sp2 on the base substrate BS at least partially
overlaps with an orthographic projection of the node con-
necting line Cln in the respective second subpixel sp2 on the
base substrate BS; an orthographic projection of the third
anode AD3 in a respective third subpixel sp3 on the base
substrate BS at least partially overlaps with an orthographic
projection of the node connecting line Cln in the respective
third subpixel sp3 on the base substrate BS; and an ortho-
graphic projection of the fourth anode AD4 in a respective
fourth subpixel sp4 on the base substrate BS at least partially
overlaps with an orthographic projection of the node con-
necting line Cln in the respective fourth subpixel sp4 on the
base substrate BS.

Optionally, an orthographic projection of the first anode
AD1 in a respective first subpixel spl on the base substrate
BS at least partially overlaps with an orthographic projection
of the first capacitor electrode Cel in the respective first
subpixel spl on the base substrate BS; an orthographic
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projection of the second anode AD2 in a respective second
subpixel sp2 on the base substrate BS at least partially
overlaps with an orthographic projection of the first capaci-
tor electrode Cel in the respective second subpixel sp2 on
the base substrate BS; an orthographic projection of the third
anode AD3 in a respective third subpixel sp3 on the base
substrate BS at least partially overlaps with an orthographic
projection of the first capacitor electrode Cel in the respec-
tive third subpixel sp3 on the base substrate BS; and an
orthographic projection of the fourth anode AD4 in a respec-
tive fourth subpixel sp4 on the base substrate BS at least
partially overlaps with an orthographic projection of the first
capacitor electrode Cel in the respective fourth subpixel sp4
on the base substrate BS.

Optionally, an orthographic projection of the first anode
AD1 in a respective first subpixel spl on the base substrate
BS at least partially overlaps with an orthographic projection
of the second capacitor electrode Ce2 in the respective first
subpixel spl on the base substrate BS; an orthographic
projection of the second anode AD2 in a respective second
subpixel sp2 on the base substrate BS at least partially
overlaps with an orthographic projection of the second
capacitor electrode Ce2 in the respective second subpixel
sp2 on the base substrate BS; an orthographic projection of
the third anode AD3 in a respective third subpixel sp3 on the
base substrate BS at least partially overlaps with an ortho-
graphic projection of the second capacitor electrode Ce2 in
the respective third subpixel sp3 on the base substrate BS;
and an orthographic projection of the fourth anode AD4 in
a respective fourth subpixel sp4 on the base substrate BS at
least partially overlaps with an orthographic projection of
the second capacitor electrode Ce2 in the respective fourth
subpixel sp4 on the base substrate BS.

Optionally, an orthographic projection of the first anode
AD1 in a respective first subpixel spl on the base substrate
BS at least partially overlaps with an orthographic projection
of the active layer ACTd of the driving transistor Td in the
respective first subpixel spl on the base substrate BS; an
orthographic projection of the second anode AD2 in a
respective second subpixel sp2 on the base substrate BS at
least partially overlaps with an orthographic projection of
the active layer ACTd of the driving transistor Td in the
respective second subpixel sp2 on the base substrate BS; an
orthographic projection of the third anode AD3 in a respec-
tive third subpixel sp3 on the base substrate BS at least
partially overlaps with an orthographic projection of the
active layer ACTd of the driving transistor Td in the respec-
tive third subpixel sp3 on the base substrate BS; and an
orthographic projection of the fourth anode AD4 in a respec-
tive fourth subpixel sp4 on the base substrate BS at least
partially overlaps with an orthographic projection of the
active layer ACTd of the driving transistor Td in the respec-
tive fourth subpixel sp4 on the base substrate BS.

Optionally, an orthographic projection of the first anode
AD1 in a respective first subpixel spl on the base substrate
BS covers an orthographic projection of a portion of the
node connecting line Cln at a position connecting to the first
capacitor electrode Cel in the respective first subpixel spl
on the base substrate BS; an orthographic projection of the
second anode AD2 in a respective second subpixel sp2 on
the base substrate BS covers an orthographic projection of a
portion of the node connecting line Cln at a position con-
necting to the first capacitor electrode Cel in the respective
second subpixel sp2 on the base substrate BS; an ortho-
graphic projection of the third anode AD3 in a respective
third subpixel sp3 on the base substrate BS covers an
orthographic projection of a portion of the node connecting
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line Cln at a position connecting to the first capacitor
electrode Cel in the respective third subpixel sp3 on the base
substrate BS; and an orthographic projection of the fourth
anode AD4 in a respective fourth subpixel sp4 on the base
substrate BS covers an orthographic projection of a portion
of the node connecting line Cln at a position connecting to
the first capacitor electrode Cel in the respective fourth
subpixel sp4 on the base substrate BS.

In the present array substrate, the orthographic projections
of'the anodes respectively at least partially overlaps with the
N1 nodes of the pixel driving circuits, loading among
various anodes and loading among various pixel driving
circuits in respective subpixels can be maintained consistent
with respect to each other, improving image display unifor-
mity.

FIG. 8A is a diagram illustrating anodes, a first signal line
layer, and a semiconductor material layer in an array sub-
strate in some embodiments according to the present dis-
closure. FIG. 8B is a cross-sectional view along an E-E' line
in FIG. 8A. Referring to FIG. 8A and FIG. 8B, in some
embodiments, an orthographic projection of the third anode
AD3 on the base substrate BS at least partially overlaps with
an orthographic projection of a third transistor in a respec-
tive third subpixel on the base substrate BS and at least
partially overlaps with an orthographic projection of a third
transistor in a respective fourth subpixel adjacent to the
respective third subpixel on the base substrate BS. Option-
ally, the orthographic projection of the third anode AD3 on
the base substrate BS covers an orthographic projection of a
source electrode S3 of the third transistor in the respective
third subpixel on the base substrate BS, partially overlaps
with an orthographic projection of an active layer ACT3 of
the third transistor in the respective third subpixel on the
base substrate BS, and partially overlaps with an ortho-
graphic projection of an active layer ACT3 of the third
transistor in the respective fourth subpixel on the base
substrate BS.

FIG. 8C is a cross-sectional view along an F-F' line in
FIG. 8A. Referring to FIG. 8A and FIG. 8C, in some
embodiments, an orthographic projection of the first anode
AD1 on the base substrate BS at least partially overlaps with
an orthographic projection of a third transistor in a respec-
tive first subpixel on the base substrate BS. Optionally, the
orthographic projection of the first anode AD1 on the base
substrate BS partially overlaps with an orthographic projec-
tion of a source electrode S3 of the third transistor in the
respective first subpixel on the base substrate BS, and
partially overlaps with an orthographic projection of an
active layer ACT3 of the third transistor in the respective
first subpixel on the base substrate BS.

In the present array substrate, the orthographic projections
of'the anodes respectively at least partially overlaps with the
active layers of the third transistors. Because the anodes are
typically made of a reflective material, they can prevent
ultraviolet rays from irradiating on the active layer, thereby
protecting the transistors.

FIG. 8D is a cross-sectional view along a G-G' line in
FIG. 8A. Referring to FIG. 8A and FIG. 8D, in some
embodiments, an orthographic projection of the fourth
anode AD4 on the base substrate BS at least partially
overlaps with an orthographic projection of a third transistor
in a respective second subpixel on the base substrate BS.
Optionally, the orthographic projection of the fourth anode
AD4 on the base substrate BS partially overlaps with an
orthographic projection of a source electrode S3 of the third
transistor in the respective second subpixel on the base
substrate BS, and partially overlaps with an orthographic
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projection of an active layer ACT3 of the third transistor in
the respective second subpixel on the base substrate BS.
Referring to FIG. 8A, counter-clock wise, a respective
third anode RAD3 is adjacent to a first respective fourth
anode RAD4-1, a first respective first anode RAD1-1, a first
respective second anode RAD2-1, a second respective first
anode RAD1-2, a second respective fourth anode RAD4-2,
a second respective second anode RAD2-2, and a third
respective first anode RAD1-3. Optionally, clock wise, a
respective third anode RADS3 is adjacent to a first respective
fourth anode RAD4-1, a first respective first anode RAD1-1,
a first respective second anode RAD2-1, a second respective
first anode RADI1-2, a second respective fourth anode
RAD4-2, a second respective second anode RAD2-2, and a
third respective first anode RAD1-3. Optionally, a shortest
distance between the respective third anode RAD3 and any
one of the first respective fourth anode RAD4-1, the first
respective first anode RADI1-1, the first respective second
anode RAD2-1, the second respective first anode RAD1-2,
a virtual line VL passing through co-linear edges respec-
tively from the second respective fourth anode RAD4-2 and
the second respective second anode RAD2-2, or the third
respective first anode RAD1-3 is in a range of 2.0 pm to 22
um. Optionally, a shortest distance between the respective
third anode RAD3 and the first respective fourth anode
RAD4-1 is less than a shortest distance between the respec-
tive third anode RAD3 and the third respective first anode
RAD1-3, less than a shortest distance between the respective
third anode RAD3 and the first respective first anode RAD1-
A, less than a shortest distance between the respective third
anode RAD3 and the second respective first anode RAD1-2,
less than a shortest distance between the respective third
anode RAD3 and a virtual line passing through co-linear
edges respectively from the second respective fourth anode
RAD4-2 and the second respective second anode RAD2-2,
and less than a shortest distance between the respective third
anode RAD3 and the first respective second anode RAD2-1.
Optionally, a shortest distance between the respective third
anode RAD3 and the third respective first anode RAD1-3 is
greater than a shortest distance between the respective third
anode RAD3 and the first respective first anode RAD1-1,
which is greater than a shortest distance between the respec-
tive third anode RAD3 and the second respective first anode
RAD1-2, which is greater than a shortest distance between
the respective third anode RAD3 and a virtual line passing
through co-linear edges respectively from the second respec-
tive fourth anode RAD4-2 and the second respective second
anode RAD2-2, which is greater than a shortest distance
between the respective third anode RAD3 and the first
respective second anode RAD2-1, which is greater than a
shortest distance between the respective third anode RAD3
and the first respective fourth anode RAD4-1. Optionally, a
shortest distance bl between the respective third anode
RAD3 and the first respective fourth anode RAD4-1 is in a
range of 2.0 um to 5.0 ym (e.g., 2.0 pm to 2.5 um, 2.5 pm
to 3.0 um, 3.0 um to 3.5 pm, 3.5 pm to 4.0 pm, 4.0 pm to
4.5 um, 4.5 um to 5.0 pum, or optionally 4.0 um); a shortest
distance b2 between the respective third anode RAD3 and
the first respective first anode RAD1-1 is in a range of 8.0
pm to 20.0 pm (e.g., 8.0 um to 9.0 um, 9.0 um to 10.0 pm,
10.0umto 11.0 pm, 11.0 pm to 12.0 um, 12.0 um to 13.0 pm,
13.0 um to 14.0 pm, 14.0 pm to 15.0 pm, 15.0 pm to 16.0
um, 16.0 um to 17.0 um, 17.0 um to 18.0 pm, 18.0 um to
19.0 pm, 19.0 pm to 20.0 um, or optionally 13.7 um); a
shortest distance b3 between the respective third anode
RAD3 and the first respective second anode RAD2-1 is in a
range of 5.0 um to 15.0 um (e.g., 5.0 pm to 6.0 pm, 6.0 pm
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to 7.0 um, 7.0 pm to 8.0 pm, 8.0 pm to 9.0 pm, 9.0 pm to
10.0 pm, 10.0 pm to 11.0 um, 11.0 pm to 12.0 pm, 12.0 um
to 13.0 pm, 13.0 pm to 14.0 pm, 14.0 um to 15.0 um, or
optionally 9.5 um); a shortest distance b4 between the
respective third anode RAD3 and the second respective first
anode RAD1-2 is in a range of 7.0 pm to 17.0 um (e.g., 7.0
um to 8.0 um, 8.0 pm to 9.0 pm, 9.0 um to 10.0 um, 10.0 pum
to 11.0 um, 11.0 pm to 12.0 pm, 12.0 um to 13.0 um, 13.0
um to 14.0 um, 14.0 um to 15.0 pum, 15.0 pm to 16.0 pm,
16.0 um to 17.0 um, or optionally 9.5 um); a shortest
distance b5 between the respective third anode RAD3 and a
virtual line VL passing through co-linear edges respectively
from the second respective fourth anode RAD4-2 and the
second respective second anode RAD2-2 is in a range of 5.0
pmto 16.0 um (e.g., 5.0 pm to 6.0 um, 6.0 um to 7.0 pm, 7.0
um to 8.0 um, 8.0 pm to 9.0 pm, 9.0 um to 10.0 um, 10.0 pum
to 11.0 um, 11.0 pm to 12.0 pm, 12.0 um to 13.0 um, 13.0
um to 14.0 pm, 14.0 um to 15.0 pm, 15.0 um to 16.0 pm, or
optionally 10.0 um); and a shortest distance b6 between the
respective third anode RAD3 and the third respective first
anode RAD1-3 is in a range of 9.0 pm to 22.0 um (e.g., 9.0
umto 10.0 pm, 10.0 um to 11.0 pm, 11.0 um to 12.0 um, 12.0
um to 13.0 um, 13.0 um to 14.0 pum, 14.0 pm to 15.0 pm,
15.0 um to 16.0 pm, 16.0 pm to 17.0 um, 17.0 pm to 18.0
um, 18.0 pm to 19.0 um, 19.0 um to 20.0 pm, 20.0 pm to
21.0 pm, 21.0 pm to 22.0 um, or optionally 14.8 pum).
FIG. 8E is a diagram illustrating anodes, a first signal line
layer, and a semiconductor material layer in an array sub-
strate in some embodiments according to the present dis-
closure. Referring to FIG. 8E, counter-clock wise, a respec-
tive first anode RAD1 is adjacent to a first respective second
anode RAD2-1, a first respective fourth anode RAD4-1, a
first respective third anode RAD3-1, a second respective
second anode RAD2-2, a second respective third anode
RAD3-2, a second respective fourth anode RAD4-2, and a
third respective third anode RAD3-3. Optionally, clock
wise, a respective first anode RAD1 is adjacent to a first
respective second anode RAD2-1, a first respective fourth
anode RAD4-1, a first respective third anode RAD3-1, a
second respective second anode RAD2-2, a second respec-
tive third anode RAD3-2, a second respective fourth anode
RAD4-2, and a third respective third anode RAD3-3.
Optionally, a shortest distance between the respective first
anode RAD1 and any one of the first respective second
anode RAD2-1, the first respective fourth anode RAD4-1,
the first respective third anode RAD3-1, the second respec-
tive second anode RAD2-2, the second respective third
anode RAD3-2, the second respective fourth anode RAD4-
2, or the third respective third anode RAD3-3 in in a range
of 3.0 um to 25 pm. Optionally, a shortest distance between
the respective first anode RADI1 and the second respective
fourth anode RAD4-2 is less than a shortest distance
between the respective first anode RAD1 and the second
respective second anode RAD2-2, less than a shortest dis-
tance between the respective first anode RAD1 and the first
respective fourth anode RAD4-1, less than a shortest dis-
tance between the respective first anode RAD1 and the first
respective third anode RAD3-1, less than a shortest distance
between the respective first anode RAD1 and the second
respective third anode RAD3-2, less than a shortest distance
between the respective first anode RAD1 and the third
respective third anode RAD3-3, and less than a shortest
distance between the respective first anode RAD1 and the
first respective second anode RAD2-1. Optionally, a shortest
distance between the respective first anode RAD1 and the
second respective second anode RAD2-2 is greater than a
shortest distance between the respective first anode RAD1
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and the first respective fourth anode RAD4-1, which is
greater than a shortest distance between the respective first
anode RAD1 and the first respective third anode RAD3-1,
which is greater than a shortest distance between the respec-
tive first anode RAD1 and the second respective third anode
RAD3-2, which is greater than a shortest distance between
the respective first anode RAD1 and the third respective
third anode RAD3-3, which is greater than a shortest dis-
tance between the respective first anode RAD1 and the first
respective second anode RAD2-1, which is greater than a
shortest distance between the respective first anode RAD1
and the second respective fourth anode RAD4-2. Optionally,
a shortest distance rl between the respective first anode
RADI1 and the first respective second anode RAD2-1 is in a
range of 3.0 um to 14.0 um (e.g., 3.0 um to 4.0 um, 4.0 pm
to 5.0 um, 5.0 um to 6.0 pm, 6.0 pm to 7.0 pm, 7.0 pm to
8.0 um, 8.0 um to 9.0 pm, 9.0 pm to 10.0 um, 10.0 um to 11.0
um, 11.0 pm to 12.0 pm, 12.0 um to 13.0 um, 13.0 pm to
14.0 um, or optionally 7.85 um); a shortest distance r2
between the respective first anode RAD1 and the first
respective fourth anode RAD4-1 is in a range of 10.0 um to
24.0 um (e.g., 10.0 um to 10.5 pm, 10.5 pm to 11.5 pm, 11.5
um to 12.5 pm, 12.5 pm to 13.5 pm, 13.5 pm to 14.5 pm,
14.5 pm to 15.5 pm, 15.5 pm to 16.5 pum, 16.5 um to 17.5
um, 17.5 um to 18.5 um, 18.5 um to 19.5 pm, 19.5 pm to
20.5 pm, 20.5 pm to 21.5 pm, 21.5 pm to 22.5 pum, 22.5 uym
to 23.5 pm, 23.5 pm to 24.0 pm, or optionally 16.6 um); a
shortest distance r3 (same as b6) between the respective first
anode RAD1 and the first respective third anode RAD3-1 is
in arange 0of 9.0 um to 21.0 um (e.g., 9.0 pm to 10.0 pm, 10.0
umto 11.0 um, 11.0 ym to 12.0 pm, 12.0 pm to 13.0 um, 13.0
um to 14.0 um, 14.0 um to 15.0 pum, 15.0 pm to 16.0 pm,
16.0 um to 17.0 pm, 17.0 pm to 18.0 pum, 18.0 um to 19.0
pm, 19.0 pm to 20.0 um, 20.0 um to 21.0 um, or optionally
14.8 um); a shortest distance r4 between the respective first
anode RAD1 and the second respective second anode
RAD2-2 is in a range of 11.0 um to 25.0 um (e.g., 11.0 um
to 12.0 pm, 12.0 um to 13.0 pm, 13.0 pm to 14.0 um, 14.0
um to 15.0 um, 15.0 um to 16.0 pum, 16.0 pm to 17.0 pm,
17.0 um to 18.0 pm, 18.0 pm to 19.0 pum, 19.0 um to 20.0
um, 20.0 um to 21.0 um, 21.0 um to 22.0 pm, 22.0 um to
23.0 pm, 23.0 ym to 24.0 pm, 24.0 um to 25.0 um, or
optionally 18.2 um); a shortest distance r5 (same as b2)
between the respective first anode RAD1 and the second
respective third anode RAD3-2 is in a range of 8.0 um to
20.0 um (e.g., 8.0 um to 9.0 um, 9.0 um to 10.0 um, 10.0 um
to 11.0 um, 11.0 um to 12.0 pm, 12.0 um to 13.0 um, 13.0
um to 14.0 um, 14.0 um to 15.0 pum, 15.0 pm to 16.0 pm,
16.0 um to 17.0 pm, 17.0 pm to 18.0 pum, 18.0 um to 19.0
um, 19.0 pm to 20.0 um, or optionally 13.7 um); a shortest
distance r6 between the respective first anode RAD1 and the
second respective fourth anode RAD4-2 is in a range of 2.5
pm to 7.5 um (e.g., 2.5 um to 3.5 um, 3.5 pm to 4.5 um, 4.5
um to 5.5 um, 5.5 pm to 6.5 pm, 6.5 um to 7.5 pm, or
optionally 5.0 um); and a shortest distance r7 (same as bd4)
between the respective first anode RAD1 and the third
respective third anode RAD3-3 is in a range of 7.0 um to
16.0 um (e.g., 7.0 pm to 8.0 pm, 8.0 um to 9.0 um, 9.0 um
to 10.0 pm, 10.0 um to 11.0 pm, 11.0 um to 12.0 um, 12.0
um to 13.0 um, 13.0 um to 14.0 pum, 14.0 pm to 15.0 pm,
15.0 um to 16.0 um, or optionally 9.5 um).

FIG. 8F is a diagram illustrating anodes, a first signal line
layer, and a semiconductor material layer in an array sub-
strate in some embodiments according to the present dis-
closure. Referring to FIG. 8F, counter-clock wise, a respec-
tive fourth anode RAD4 is adjacent to a respective second
anode RAD?2, a first respective third anode RAD3-1, a first
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respective first anode RAD1-1, a second respective third
anode RAD3-2, and a second respective first anode RAD1-
2. Optionally, clock wise, a respective fourth anode RAD4
is adjacent to a respective second anode RAD2, a first
respective third anode RAD3-1, a first respective first anode
RAD1-1, a second respective third anode RA D3-2, and a
second respective first anode RAD1-2. Optionally, a shortest
distance between the respective fourth anode RAD4 and any
one of the first respective first anode RAD1-1, the second
respective third anode RAD3-2, or the second respective
first anode RAD1-2 is in a range of 2.0 um to 25.0 pm.
Optionally, a shortest distance between the respective fourth
anode RAD4 and the second respective first anode RAD1-2
is greater than a shortest distance between the respective
fourth anode RAD4 and the first respective first anode
RAD1-1, and greater than a shortest distance between the
respective fourth anode RAD4 and the second respective
third anode RAD3-2. Optionally, a distance gl between the
respective fourth anode RAD4 and the respective second
anode RAD2, and along a virtual line VL passing through
co-linear edges respectively from the respective fourth
anode RAD4 and the respective second anode RAD2, is in
arange of 10.0 um to 25.0 um (e.g., 10.0 pmto 10.5 um, 10.5
umto 11.5 um, 11.5 pmto 12.5 pm, 12.5 pm to 13.5 pm, 13.5
um to 14.5 um, 14.5 um to 15.5 pm, 15.5 pm to 16.5 pm,
16.5 ym to 17.5 pm, 17.5 pm to 18.5 um, 18.5 um to 19.5
um, 19.5 pm to 20.5 um, 20.5 um to 21.5 pm, 21.5 pm to
22.5 pm, 22.5 pm to 23.5 pm, 23.5 pm to 24.5 um, 24.5 pym
to 25.0 um, or optionally 16.3 um); a shortest distance g3
(same as b5) between the first respective third anode
RAD3-1 and a virtual line VL passing through co-linear
edges respectively from the respective fourth anode RAD4
and the respective second anode RAD2 is in a range of 6.0
pmto 15.0 um (e.g., 6.0 pm to 7.0 um, 7.0 um to 8.0 pum, 8.0
um to 9.0 pm, 9.0 um to 10.0 pm, 10.0 pm to 11.0 pm, 11.0
um to 12.0 um, 12.0 um to 13.0 pm, 13.0 pm to 14.0 pm,
14.0 pm to 15.0 um, or optionally 10.0 um); a shortest
distance g4 between a protrusion portion PP of the first
respective first anode RAD1-1 that is closest to the respec-
tive fourth anode, and the virtual line VL passing through the
co-linear edges respectively from the respective fourth
anode RAD4 and the respective second anode RAD2 is in a
range of 5.0 um to 16.0 um (e.g., 5.0 um to 6.0 pm, 6.0 pm
to 7.0 um, 7.0 pm to 8.0 pm, 8.0 pm to 9.0 pm, 9.0 pm to
10.0 pm, 10.0 pm to 11.0 um, 11.0 pm to 12.0 pm, 12.0 um
to 13.0 ym, 13.0 um to 14.0 pm, 14.0 pm to 15.0 um, 15.0
um to 16.0 um, or optionally 10.7 um); a shortest distance
g5 (same as r6) between the respective fourth anode RAD4
and the first respective first anode RAD1-1 is in a range of
2.5umto 7.5 um (e.g., 2.5 um to 3.5 um, 3.5 pm to 4.5 pm,
4.5 pm to 5.5 pm, 5.5 pm to 6.5 pum, 6.5 pum to 7.5 pm, or
optionally 5.0 um); a shortest distance g6 (same as bl)
between the respective fourth anode RAD4 and the second
respective third anode RAD3-2 is in a range of 2.0 um to 5.0
pm (e.g., 2.0 um to 2.5 pm, 2.5 pm to 3.0 pm, 3.0 pm to 3.5
um, 3.5 um to 4.0 um, 4.0 um to 4.5 um, 4.5 pm to 5.0 pm,
or optionally 4.0 pm); and a shortest distance g7 (same as r2)
between the respective fourth anode RAD4 and the second
respective first anode RAD1-2 is in a range of 10.0 um to
25.0 um (e.g., 10.0 um to 10.5 um, 10.5 pm to 11.5 pm, 11.5
um to 12.5 pm, 12.5 um to 13.5 pm, 13.5 pm to 14.5 pm,
14.5 pm to 15.5 pm, 15.5 pm to 16.5 pum, 16.5 um to 17.5
um, 17.5 pm to 18.5 um, 18.5 um to 19.5 pm, 19.5 pm to
20.5 pm, 20.5 pm to 21.5 pm, 21.5 pm to 22.5 pm, 22.5 uym
to 23.5 pm, 23.5 pm to 24.5 pm, 24.5 pm to 25.0 um, or
optionally 16.6 um).
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The shortest distance gl in the present array substrate is
greater than that in a typical array substrate. By enlarging the
shortest distance g1, the illuminance centers of pixels in the
array substrate can have a significantly more uniform dis-
tribution.

FIG. 9A is a diagram illustrating anodes, a first signal line
layer, a second signal line layer, and a semiconductor
material layer in an array substrate in some embodiments
according to the present disclosure. FIG. 9B is a cross-
sectional view along an H-H' line in FIG. 9A. FIG. 9C is a
cross-sectional view along an I-I' line in FIG. 9A. FIG. 9D
is a cross-sectional view along a J-I' line in FIG. 9A. FIG.
9E is a cross-sectional view along a K-K' line in FIG. 9A.
Referring to FIG. 9A to FIG. 9E, in some embodiments, in
a respective first subpixel spl, the first anode AD1 is
connected to a first anode contact pad ACP1 through a first
via V1-1 extending through the second planarization layer
PLN-2, the first anode contact pad ACP1 is connected to a
first relay electrode RE1 through a second via V1-2 extend-
ing through the first planarization layer PLN-1, and the first
relay electrode RE1 is connected to a drain electrode D5 of
the fifth transistor in the respective first subpixel sp1 through
a third via V1-3 extending through the inter-layer dielectric
layer ILD, the insulating layer IN, and the gate insulating
layer GI; in a respective second subpixel sp2, the second
anode AD2 is connected to a second anode contact pad
ACP2 through a fourth via V2-1 extending through the
second planarization layer PLN-2, the second anode contact
pad ACP2 is connected to a second relay electrode RE2
through a fifth via V2-2 extending through the first planar-
ization layer PLN-1, and the second relay electrode RE1 is
connected to a drain electrode D5 of the fifth transistor in the
respective second subpixel sp2 through a sixth via V2-3
extending through the inter-layer dielectric layer 1L.D, the
insulating layer IN, and the gate insulating layer GI; in a
respective third subpixel sp3, the third anode AD3 is con-
nected to a third anode contact pad ACP3 through a seventh
via V3-1 extending through the second planarization layer
PLN-2, the third anode contact pad ACP3 is connected to a
third relay electrode RE3 through an eighth via V3-2 extend-
ing through the first planarization layer PLN-1, and the third
relay electrode RE3 is connected to a drain electrode D5 of
the fifth transistor in the respective third subpixel sp3
through a ninth via V3-3 extending through the inter-layer
dielectric layer ILD, the insulating layer IN, and the gate
insulating layer GI; and in a respective fourth subpixel sp4,
the fourth anode AD4 is connected to a fourth anode contact
pad ACP4 through a tenth via V4-1 extending through the
second planarization layer PLN-2, the fourth anode contact
pad ACP4 is connected to a fourth relay electrode RE4
through an eleventh via V4-2 extending through the first
planarization layer PLN-1, and the fourth relay electrode
RE4 is connected to a drain electrode D5 of the fifth
transistor in the respective fourth subpixel sp4 through a
twelfth via V4-3 extending through the inter-layer dielectric
layer ILD, the insulating layer IN, and the gate insulating
layer GI.

As shown in FIG. 9B to FIG. 9E, in some embodiment, an
orthographic projection of a portion of the first anode
contact pad ACP1 in the second via V1-2 on the base
substrate BS is substantially non-overlapping with an ortho-
graphic projection of a portion of the first anode AD1 in the
first via V1-1 on the base substrate BS; and is substantially
non-overlapping with an orthographic projection of a por-
tion of the first relay electrode RE1 in the third via V1-3 on
the base substrate BS; an orthographic projection of a
portion of the second anode contact pad ACP2 in the fifth via
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V2-2 on the base substrate BS is substantially non-overlap-
ping with an orthographic projection of a portion of the
second anode AD2 in the fourth via V2-1 on the base
substrate BS; and is substantially non-overlapping with an
orthographic projection of a portion of the second relay
electrode RE2 in the third via V2-3 on the base substrate BS;
an orthographic projection of a portion of the third anode
contact pad ACP3 in the eighth via V3-2 on the base
substrate BS is substantially non-overlapping with an ortho-
graphic projection of a portion of the third anode AD3 in the
seventh via V3-1 on the base substrate BS; and is substan-
tially non-overlapping with an orthographic projection of a
portion of the third relay electrode RE3 in the ninth via V3-3
on the base substrate BS; and an orthographic projection of
a portion of the fourth anode contact pad ACP4 in the
eleventh via V4-2 on the base substrate BS is substantially
non-overlapping with an orthographic projection of a por-
tion of the fourth anode AD4 in the tenth via V4-1 on the
base substrate BS; and is substantially non-overlapping with
an orthographic projection of a portion of the fourth relay
electrode RE4 in the twelfth via V4-3 on the base substrate
BS. As used herein, the term “substantially non-overlap-
ping” refers to two orthographic projections being at least 90
percent (e.g., at least 92 percent, at least 94 percent, at least
96 percent, at least 98 percent, at least 99 percent, and 100
percent) non-overlapping.

Optionally, an orthographic projection of the second via
V1-2 on the base substrate BS is substantially non-overlap-
ping with an orthographic projection of the first via V1-1 on
the base substrate BS; and is substantially non-overlapping
with an orthographic projection of the third via V1-3 on the
base substrate BS; an orthographic projection of the fifth via
V2-2 on the base substrate BS is substantially non-overlap-
ping with an orthographic projection of the fourth via V2-1
on the base substrate BS; and is substantially non-overlap-
ping with an orthographic projection of the third via V2-3 on
the base substrate BS; an orthographic projection of the
eighth via V3-2 on the base substrate BS is substantially
non-overlapping with an orthographic projection of the
seventh via V3-1 on the base substrate BS; and is substan-
tially non-overlapping with the ninth via V3-3 on the base
substrate BS; and an orthographic projection of the eleventh
via V4-2 on the base substrate BS is substantially non-
overlapping with an orthographic projection of the tenth via
V4-1 on the base substrate BS; and is substantially non-
overlapping with an orthographic projection of the twelfth
via V4-3 on the base substrate BS. By having the above
non-overlapping vias, the issue of line open can be substan-
tially obviated. Moreover, the second planarization layer
PLN2 can be formed with a substantially more even surface
as compared to other array substrates.

FIG. 10 illustrates relative positions between subpixel
apertures and vias in an array substrate in some embodi-
ments according to the present disclosure. Referring to FIG.
10, the array substrate in some embodiments includes a first
anode AD1 in the respective first subpixel spl, a second
anode AD2 in the respective second subpixel sp2, a third
anode AD3 in the respective third subpixel sp3, and a fourth
anode AD4 in the respective fourth subpixel sp4. The first
anode AD1, the second anode AD2, the third anode AD3,
and the fourth anode AD4, are respectively anodes of a first
light emitting element, a second light emitting element, a
third light emitting element, and a fourth light emitting
element, respectively in the respective first subpixel spl, the
respective second subpixel sp2, the respective third subpixel
sp3, and the respective fourth subpixel sp4. The array
substrate in some embodiments further includes a pixel
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definition layer PDL on a side of the first anode ADI1, the
second anode AD2, the third anode AD3, and the fourth
anode AD4 away from the second planarization layer PLN2.
The array substrate further includes a first subpixel aperture
SA1, a second subpixel aperture SA2, a third subpixel
aperture SA3, a fourth subpixel aperture SA4 respectively
extending through the pixel definition layer PDL. Option-
ally, a first light emitting layer of the first light emitting
element, a second light emitting layer of the second light
emitting element, a third light emitting layer of the third
light emitting element, and a fourth light emitting layer of
the fourth light emitting element respectively connected to a
first anode AD1 of the first light emitting element, a second
anode AD2 of the second light emitting element, a third
anode AD3 of the third light emitting element, and a fourth
anode AD4 of the fourth light emitting element, respectively
through the first subpixel aperture SA1, the second subpixel
aperture SA2, the third subpixel aperture SA3, the fourth
subpixel aperture SA4.

In some embodiments, shortest distances between edges
of the first anode other than one having the first via and the
first subpixel aperture are non-uniform. Optionally, shortest
distances between edges of the third anode other than one
having the seventh via and the third subpixel aperture are
non-uniform. Optionally, shortest distances between edges
of the fourth anode other than one having the tenth via and
the fourth subpixel aperture are non-uniform.

In some embodiments, a shortest distance d1 between the
first via V1-1 and the first subpixel aperture SA1 is in a range
0f 9.0 um to 15.0 pm, e.g., 9.0 pm to 10.0 um, 10.0 um to
11.0 pm, 11.0 wm to 12.0 pm, 12.0 pm to 13.0 pm, 13.0 um
to 14.0 um, or 14.0 um to 15.0 pm. Optionally, the shortest
distance d1 is 11.7 pum. In some embodiments, a shortest
distance d2 between the fourth via V2-1 and the second
subpixel aperture SA2 is in a range of 2.0 um to 6.0 um, e.g.,
2.0 pm to 3.0 pm, 3.0 um to 4.0 um, 4.0 um to 5.0 pm, or
5.0 um to 6.0 um. Optionally, the shortest distance d2 is 3.7
um. In some embodiments, a shortest distance d3 between
the seventh via V3-1 and the third subpixel aperture SA3 is
in a range of 4.5 um to 10.5 um, e.g., 4.5 um to 5.5 um, 5.5
um to 6.5 um, 6.5 um to 7.5 pm, 7.5 pm to 8.5 um, 8.5 um
to 9.5 pm, or 9.5 pum to 10.5 pm. Optionally, the shortest
distance d3 is 7.4 um. In some embodiments, a shortest
distance d4 between the tenth via V4-1 and the fourth
subpixel aperture SA4 is in a range of in a range of 2.0 um
to 6.0 um, e.g., 2.0 pm to 3.0 um, 3.0 um to 4.0 um, 4.0 pm
to 5.0 um, or 5.0 um to 6.0 um. Optionally, the shortest
distance d4 is 3.4 um. By spacing apart the respective via
and the respective subpixel aperture, an enhanced surface
evenness of the respective anode can be achieved.

Referring to FIG. 10, in some embodiments, the first via
V1-1, the second via V1-2, and the third via V1-3 are
arranged along a direction substantially parallel to the sec-
ond direction DR2; the fourth via V2-1, the fifth via V2-2,
and the sixth via V2-3 are arranged along a direction
substantially parallel to the second direction DR2; the eighth
via V3-2 and the ninth via V3-3 are arranged along a
direction substantially parallel to the second direction DR2;
the tenth via V4-1, the eleventh via V4-2, and the twelfth via
V4-3 are arranged along a direction substantially parallel to
the second direction DR2. However, the seventh via V3-1
and the eighth via V3-2 are arranged along a direction at an
inclined angle greater than 15 degree with respect to the
second direction DR2.

Referring to FIG. 10, FIG. 3G, and FIG. 9A to FIG. 9E,
in some embodiments, the first anode contact pad ACP1 has
a first portion connected to the first anode AD1 through the
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first via V1-1, a second portion connected to the first relay
electrode RE1 through the second via V1-2; the first anode
contact pad ACP1 has a substantially rectangular shape with
the first portion and the second portion arranged along a
direction substantially parallel to the second direction DR2.
Optionally, the second anode contact pad ACP2 has a third
portion connected to the second anode AD2 through the
fourth via V2-1, a fourth portion connected to the second
relay electrode RE2 through the fifth via V2-2; the second
anode contact pad ACP2 has a substantially rectangular
shape with the third portion and the fourth portion arranged
along a direction substantially parallel to the second direc-
tion DR2. Optionally, the third anode contact pad ACP3 has
a fifth portion connected to the third anode AD3 through the
seventh via V3-1, a sixth portion connected to the third relay
electrode RE3 through the eighth via V3-2; the third anode
contact pad ACP3 has a substantially dumbbell shape with
the fifth portion and the sixth portion arranged along a
direction at an inclined angle greater than 15 degree with
respect to the second direction DR2. Optionally, the fourth
anode contact pad ACP4 has a seventh portion connected to
the fourth anode AD4 through the tenth via V4-1, an eighth
portion connected to the fourth relay electrode RE4 through
the eleventh via V4-2; the fourth anode contact pad ACP4
has a substantially rectangular shape with the seventh por-
tion and the eighth portion arranged along a direction
substantially parallel to the second direction DR2.

FIG. 11 illustrates a partial structure of a voltage supply
line in some embodiments according to the present disclo-
sure. Referring to FIG. 11, the voltage supply lines Vdd in
some embodiments includes a first parallel portion PA1, a
second parallel portion PA2, a third parallel portion PA3, a
first inclined portion INP1 connecting the first parallel
portion PA1 and the second parallel portion PA2 along a first
inclined direction IDR1, and a second inclined portion INP2
connecting the second parallel portion PA2 and the third
parallel portion PA3 along a second inclined direction IDR2.
The first parallel portion PA1, the second parallel portion
PA2, and the third parallel portion PA3, respectively extend
along a direction substantially parallel to the second direc-
tion DR2. The first inclined portion INP1 extends along a
first inclined angle a1 with respect to the first direction DR1.
The second inclined portion INP2 extends along a second
inclined angle a2 with respect to the first direction DR2.
Optionally, the first inclined angle ol and the second
inclined angle o2 are supplementary angles, e.g.,
al+a2=180 degrees. The first connecting portion INP1
extends along a direction substantially parallel to the first
inclined direction IDR1. The second connecting portion
INP2 extends along a direction substantially parallel to the
second inclined direction IDR2. As used herein, the term
“substantially paralle]” means that an angle is in the range of
0 degree to approximately 45 degrees, e.g., 0 degree to
approximately 5 degrees, 0 degree to approximately 10
degrees, 0 degree to approximately 15 degrees, 0 degree to
approximately 20 degrees, 0 degree to approximately 25
degrees, 0 degree to approximately 30 degrees. Optionally,
the first parallel portion PA1 and the third parallel portion
PA3 are substantially aligned, e.g., along the second direc-
tion DR2.

Referring to FIG. 11, FIG. 3A, FIG. 4B, the first con-
necting portion INP1, the second parallel portion PA2, and
the second connecting portion INP2 in combination sur-
round one side of the connecting portion CP, which is
connected to a respective one of the plurality of data lines
DL through a via v4-1 extending through the first planar-
ization layer PLN-1, and connected to a source electrode S2
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of the second transistor through a via v4-2 extending
through the inter-layer dielectric layer 1L.D, the insulating
layer IN, and the gate insulating layer GI.

FIG. 12 illustrates a detailed structure of an interference
preventing block in some embodiments according to the
present disclosure. Referring to FIG. 3A, FIG. 4B, and FIG.
12, the interference preventing block IPB in some embodi-
ments further includes a base B, a first arm AM1, and a
second arm AM2. The voltage supply line Vdd is connected
to the base B through the third main via v3. Optionally, the
first arm AM1 includes a first tip portion TP1 and a first
connecting bridge portion CP1 connecting the base B and
the first tip portion TP1. Optionally, the second arm AM?2
includes a second tip portion TP2, and a second connecting
bridge portion CP2 connecting the base B and the second tip
portion TP2.

Optionally, the first tip portion TP1 and the first connect-
ing bridge portion CP1 are arranged along a direction
substantially parallel to the second direction DR2. Option-
ally, the second tip portion TP2 and the second connecting
bridge portion CP2 are arranged along a direction substan-
tially parallel to the second direction DR2. Optionally, a
longitudinal side of the base B is along a direction substan-
tially parallel to the first direction DR1, and a lateral side of
the base B is along a direction substantially parallel to the
second direction DR2.

Optionally, the base B has a substantially rectangular
shape. Optionally, the first tip portion TP1 has a substantially
rectangular shape. Optionally, the second tip portion TP2
has a substantially rectangular shape. Optionally, the first
connecting bridge portion CP1 has a pseudo half trapezoidal
shape. Optionally, the second connecting bridge portion CP2
has a pseudo trapezoidal shape.

In order to more clearly describe a shape and size rela-
tionship of the subpixel aperture, the anode electrode and the
light emitting functional layer, a plan structure view is
illustrated in FIG. 13 below. FIG. 13 schematically illus-
trates several repeating units respectively arranged in two
repeating unit groups. For clarity of illustration, two second
subpixels, two third subpixels and four first subpixels in the
left of FIG. 13 schematically illustrate the structures of the
subpixel aperture, the anode electrode and the light emitting
functional layer; and two second subpixels, two third sub-
pixels and four first subpixels in the right of FIG. 13 only
illustrate the light emitting functional layer and the subpixel
aperture. As illustrated in FIG. 13, the first subpixel com-
prises the corresponding subpixel aperture, the anode elec-
trode 411, and the light emitting functional layer 611, the
second subpixel comprises the corresponding subpixel aper-
ture, the anode electrode 412, and the light emitting func-
tional layer 612; and the third subpixel comprises the
corresponding subpixel aperture, the anode electrode 413
and the light emitting functional layer 613. In each subpixel
(the first subpixel, the second subpixel and the third sub-
pixel), an area of the light emitting functional layer is the
largest, an area of the anode electrode is less than that of the
light emitting functional layer, and an area of the subpixel
aperture is the smallest. An orthographic projection of the
subpixel aperture on a plane defined by the first direction
DR1 and the second direction DR2 falls within an ortho-
graphic projection of the anode electrode on the plane. The
orthographic projections of the anode electrodes of the first
subpixel, the second subpixel and the third subpixel on the
plane falls within orthographic projections of the light
emitting functional layers in the corresponding first sub-
pixel, the corresponding second subpixel and the corre-
sponding third subpixel on the plane.
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As illustrated in FIG. 13, two opposite edges of the
apertures of the pixel definition layer of the two first
subpixels in the first subpixel pair extend in the first direc-
tion DR1, that is the two opposite edges are parallel to each
other, and distances between the two edges are equal at
different positions, so that the maximum light emitting area
can be ensured.

For example, as shown in FIG. 13, the subpixel apertures
of any adjacent two of the first subpixel, the second subpixel
and the third subpixel have approximately parallel opposite
edges, and a perpendicular bisector of one edge of the
opposite edges passes through the other edge. In some
examples, the length of the connection line of centers of the
two opposite edges is the minimum distance between the
two opposite edges. At both sides of the centers, the space
between the two opposite edges can be gradually increased.
For example, the largest space between the two opposite
edges can be 1.5 times of the minimum distance between the
two opposite edges.

As illustrated in subpixels of which the anode electrode is
not shown in the right portion of FIG. 13, in each of the
second subpixel 12 and the third subpixel 13, the light
emitting functional layer comprises an annular portion 1220
and 1320 located on the pixel definition layer surrounding
the corresponding subpixel aperture; and in the first subpixel
pair (the two first subpixels 11), the light emitting functional
layer 611 comprises an annual portion 1120 located on the
pixel definition layer surrounding the corresponding sub-
pixel aperture of the two first subpixels and a connection
portion 1130 (see the dotted line frame between the two first
subpixels in FIG. 13) located on the pixel definition layer
between the two subpixel apertures. In each of the first
subpixel pair, the second subpixel and the third subpixel, the
annular portion of the light emitting functional layer has an
equal width (i.e., Pgl, Pg2 and Pg3) at different location. For
example, the width Pgl is equal to the width Pg2 and the
width Pg3, respectively.

Furthermore, it should be noted that, in one repeating unit,
the two first subpixels 11 form a subpixel pair, and the light
emitting functional layers of the two first subpixels 11 can be
formed by one mask opening. In a case that the light emitting
functional layers of the two first subpixels 11 are formed by
one opening, the difficulty in manufacturing FMM is
reduced, and the manufacturing efficiency is improved. In
this case, at least the annular portion and the connection
portion of the light emitting functional layer of the first
subpixel pair are a continuous layer structure. As shown in
FIG. 13, the annular portion 1120 and the connection portion
1130 of the light emitting functional layer of the first
subpixel pair can have a planar shape of “0”. In some
embodiments, the light emitting functional layers of the two
first subpixels are integrally formed, and distributed on the
pixel definition layer and in the subpixel aperture, and the
light emitting functional layer on the pixel definition layer
and the light emitting functional layer in the subpixel
aperture of the pixel definition layer are also connected to
each other. However, the embodiments according to the
present disclosure are not limited thereto, the light emitting
functional layer on the pixel definition layer and the light
emitting functional layer in the subpixel aperture of the pixel
definition layer can also be disconnected from each other.

Furthermore, the anode electrodes of the two first sub-
pixels in the first subpixel pair are spaced apart from each
other; therefore, the two first subpixels can be independently
driven.

In addition, as illustrated in FIG. 13, the anode electrode
needs to connect to the driving circuit below through a via
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hole; therefore, an anode via hole need to be provided in the
planarization layer. In the repeating unit in the upper left
corner in FIG. 13, the anode electrode of the lower one first
subpixel of the first subpixel pair is connected to a first
anode via hole 5211 through a connection pattern 400, the
anode electrode of the second subpixel 12 is connected to a
third anode via hole 5213 through the connection pattern
400, and the anode electrode of the third subpixel 13 is
connected to a fourth anode via hole 5214 through the
connection pattern 400. The three anode via holes (5211,
5213 and 5214) are substantially in a straight line parallel to
the first direction DR1. That is, the three anode via holes are
all formed on the lower side of the upper repeating unit
group and are arranged in the straight line parallel to the first
direction DR1. Furthermore, for the upper one first subpixel
11 in the first subpixel pair, its anode electrode is connected
to a second anode via hole 5212 located above through the
connection electrode 400. For example, the connection
situation of the upper first subpixel of the first subpixel pair
in the lower left corner in FIG. 13 can be referred to. That
is, for each repeating unit group, the anode via holes of the
second subpixel, the third subpixel and one first subpixel
located on the lower side of the first subpixel pair are located
on the lower side of the repeating unit group and are located
on substantially the same straight line. The anode via hole of
one first subpixel located on the upper side of the first
subpixel pair in the repeating unit group is located above the
repeating unit group, and is located on the same straight line
with the anode via holes of the second subpixel and the third
subpixel of a repeating unit group adjacent to the upper side
of the repeating unit group.

For example, as shown in FIG. 13, the space between the
anode via hole 5213 and the anode via hole 5214 of the
adjacent second and third subpixels is larger than the space
between the adjacent anode via hole 5211 and anode via hole
5213. In this case, the anode via hole 5212 of the first
subpixel in the next repeating unit group can be placed
between the anode via hole 5213 and the anode via hole
5214.

For example, the anode via holes arranged along one
straight line are repeatedly arranged in sequence according
to an order of the anode via hole 5211, the anode via hole
5213, the anode via hole 5212 and the anode via hole 5214.

Although the anode electrodes 411, 412, 413 and the
connection electrode 400 use different shadow pattern in
FIG. 13, the anode electrodes 411, 412, 413 can be integrally
formed with the corresponding connection electrodes,
respectively, i.e., formed into an integral structure. For
example, each of the connection electrodes can be formed
simultaneously with the corresponding connection electrode
by depositing a conductive layer (e.g., metal layer) and
patterning it.

Furthermore, as can be seen from FIG. 13, the connection
electrode (connection electrode) 400 of each subpixel elec-
trically connected to the anode electrode can overlap with
the light emitting functional layer, or can protrude beyond
the region of the light emitting functional layer, which can
be arbitrarily adjusted according to the position of the via
hole.

In some embodiments, the light emitting functional layer
60 can comprise a hole transport layer, a light emitting layer
and an electron transport layer, but are not limited thereto.
For different subpixels, for example, the hole transport
layers can have different thicknesses. For example, the hole
transport layer of the second subpixel has the smallest
thickness, the hole transport layer of the third subpixel has
the largest thickness, and the thickness of the hole transport
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layer of the first subpixel is between the two. For example,
different hole transport layers of different subpixels can
adopt the same material but have different thicknesses;
therefore, an entire thin layer of the hole transport layer can
be firstly evaporated by using an open mask, and then fine
metal mask (FMM) of the third subpixel and the first
subpixel are respectively used for evaporation to reach
respective hole transport layer thicknesses. For the light
emitting layer, evaporation is respectively performed by
using respective evaporation masks to obtain respective
light-emitting layers. For the electron transport layer, the
open mask can also be used to evaporate. Therefore, in a
process of manufacturing a light emitting diode pixel, five
FMM evaporation mask processes can be adopted. For
example, for some layers of the light emitting functional
layer, the layers can be integrally formed for the plurality of
subpixels, for example, the layers can be evaporated by
using the abovementioned open mask. However, in order to
clearly describe, the shape and size of the light emitting
functional layer described in the present application are all
parts of the patterned light emitting functional layer of each
subpixel or subpixel pair formed by FMM.

In some embodiments, a cathode, a lithium fluoride layer,
a light extraction layer and a lithium fluoride layer can be
further provided above the light emitting functional layer 60.
For example, the cathode can be formed by a transparent
conductive material such as ITO. The introduction of lithium
fluoride can better modify the ITO surface, reduce the
formation of the interface defect state, and enhance the
stability of the device. The light extraction layer can
improve the light extraction efficiency of the light emitting
diode.

Furthermore, as can be seen from FIG. 13, in the same
repeating unit group, the light emitting functional layers of
adjacent subpixels in the first direction DR1 are adjacent to
each other. That is, there can be no space between two
adjacent light emitting functional layers in the first direction
DR1. For example, in order to ensure that the light emitting
functional layer in the subpixel aperture manufactured by
FMM process is uniform as possible, and considering the
process margin, the FMM opening for manufacturing the
light emitting functional layer is as large as possible, but the
light emitting functional layers of adjacent subpixels with
different colors is better not to overlap as much as possible
to avoid color mixing, thus, the FMM opening can be
designed according to a case that the light emitting func-
tional layers of adjacent subpixels abut with each other. But
in actual process, because of process errors and other
reasons, a shadow region of layers formed by FMM may
have certain overlap or spacing, the formed light emitting
functional layers of adjacent subpixels may have overlap-
ping parts with each other. However, through process con-
trol, the size of the overlapping parts can be smaller than Yo
or even smaller than Yo of the size of the light emitting
functional layer. In addition, as described above, the edge of
the subpixel aperture of each pixel has an equal distance
with the edge of the light emitting functional layer, for
example, Pgl=Pg2=Pg3. Therefore, in the first direction
DR1, a boundary line of the light emitting functional layers
of adjacent two subpixels is located in the middle of the
interval between the subpixel apertures of the adjacent two
subpixels. In this case, the shape of the light emitting
functional layer of each subpixel can be calculated. For
example, the area of the light emitting functional layer of the
first subpixel pair is greater than the area of the light emitting
functional layer of the second subpixel, and the area of the
light emitting functional layer of the second subpixel is
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greater than the area of the light emitting functional layer of
the third subpixel. For example, the first subpixel is a green
subpixel, the second subpixel is a blue subpixel, and the
third subpixel is a red subpixel. In addition, the light
emitting functional layers of the first subpixel pair and the
second subpixel adjacent in the second direction DR2 abut
with each other, the light emitting functional layers of the
third subpixel and the first subpixel pair adjacent in the
second direction DR2 are spaced apart from each other, and
the light emitting functional layers of the third subpixel and
the second subpixel adjacent in the second direction DR2 are
spaced apart from each other. In addition, as can be seen
from FIG. 13, the interval between the light emitting func-
tional layers of the third subpixel and the second subpixel
adjacent in the second direction DR2 is greater than the
interval between the light emitting functional layers of the
third subpixel and the first subpixel pair adjacent in the
second direction DR2. In the second direction DR2, the size
of the light emitting functional layer of one first subpixel
pair is greater than the size of the light emitting functional
layer of one second subpixel and greater than the size of the
light emitting functional layer of one third subpixel; in the
first direction DR1, both of the size of the light emitting
functional layer of one first subpixel pair and the size of the
light emitting functional layer of one second subpixel are
greater than the size of the light emitting functional layer of
one third subpixel. For the shape and area of the light
emitting functional layer designed according to the above
rules, the process can be simplified and light emitting area
can be maximized.

For example, as illustrated in FIG. 13, a minimum dis-
tance between the subpixel apertures of the two first sub-
pixels of the first subpixel pair is smaller than a minimum
distance between any two of the subpixel aperture of the first
subpixel pair, the subpixel aperture of the second subpixel
and the subpixel aperture of the third subpixel. For example,
a minimum distance between the subpixel aperture of the
first subpixel pair and the subpixel aperture of the second
subpixel is a first distance, a minimum distance between the
subpixel aperture of the first subpixel pair and the subpixel
aperture of the third subpixel is a second distance, a mini-
mum distance between the subpixel aperture of the second
subpixel and the subpixel aperture of the third subpixel is a
third distance, a minimum distance between the subpixel
apertures of the two first subpixels in the first subpixel pair
is a fourth distance, the first distance, the second distance
and the third distance are all greater than the fourth distance.
For example, a difference between the first distance and the
second distance is less than 20% of the first distance, and the
difference between the first distance and the third distance is
less than 20% of the first distance. In a case of full high
definition (FHD) resolution, a distance between the subpixel
apertures of adjacent subpixels can be 22-25 um; in a case
of a quarter full definition (QHD) resolution, a distance
between the subpixel apertures of adjacent subpixels can be
19.7-21.5 pm. For example, the abovementioned distance
can be in a range of 18-26 um. The distance between the
adjacent subpixels as mentioned above refer to a distance
between subpixels of different colors. For the two subpixels
in the first subpixel pair, the distance between the subpixel
apertures can be 15 pum in the case of full high definition
(FHD) resolution, and 14 um in the case of a quarter full
definition (QHD) resolution. For example, the distance
between the subpixel apertures of the two first subpixels can
be in the range of 13-16 um. Furthermore, for the size of the
subpixel aperture of each subpixel, the minimum size is 8
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um. That is, the size of the subpixel apertures of each
subpixel is greater than or equal to 8 sm.

For the subpixel apertures of subpixels having different
colors, the area of the subpixel aperture of the second
subpixel is the maximum, the area of the subpixel aperture
of the first subpixel is the minimum, and the area of the
subpixel aperture of the third subpixel is between the two.
Optionally, the first subpixel is the green subpixel, the
second subpixel is the blue subpixel, and the third subpixel
is the red subpixel.

In addition, for example, the minimum distance between
the anode electrodes of the two first subpixel in the first
subpixel pair can be in the range of 8-15 um. In this case, a
wire having a line width of about 5 pm can be disposed
between the anode electrodes of the two first subpixels.

The design structure of the abovementioned light emitting
functional layer and the subpixel aperture can take into
consideration the display effect of subpixels of various
colors, and realize the most compact arrangement.

In some embodiments, two subpixels of the respective
first subpixel, the respective second subpixel, the respective
third subpixel, and the respective fourth subpixel are sub-
pixels of'a same color (e.g., green color). In one example, the
respective second subpixel sp2 and the respective fourth
subpixel sp4 are subpixels of a same color (e.g., green
color). In some embodiments, two light emitting elements of
the first light emitting element, the second light emitting
element, the third light emitting element, and the fourth light
emitting element are light emitting elements of a same color
(e.g., green color). In one example, the second light emitting
element and the fourth light emitting element are light
emitting elements of a same color (e.g., green color). In
some embodiments, anodes of the two light emitting ele-
ments of the same color have different areas or different
shapes. In one example, the second anode AD2 and the
fourth anode AD4 have different areas or different shapes.

FIG. 14 illustrates structural difference between a second
anode and a fourth anode in some embodiments according to
the present disclosure. FIG. 14 illustrates a second anode
AD2, a fourth anode AD4, and a superimposition of the
second anode AD2 and the fourth anode AD4. In some
embodiments, the second anode AD2 includes a first main
portion MP1 and a first extra portion EP1; the fourth anode
AD4 includes a second main portion MP2, a second extra
portion EP2, a third extra portion EP3, a fourth extra portion
EP4, and a fifth extra portion EP5.

In some embodiments, the first main portion MP1 is a
combination of a rectangle part and a triangle part, and the
second main portion MP2 is a combination of a rectangle
part and a triangle part. Optionally, the first main portion
MP1 and the second main portion MP2 have substantially
same shape (and dimensions). Optionally, the first extra
portion EP1 abuts the triangle part of the first main portion
MP1. Optionally, the second extra portion EP2 abuts a side
of the rectangle part of the second main portion MP2 away
from the triangle part of the second main portion MP2.
Optionally, the third extra portion EP3 abuts the triangle part
of the second main portion MP2. Optionally, the third extra
portion EP3 connects the fourth extra portion EP4 to the
second main portion MP2, and the fourth extra portion EP4
connects the fifth extra portion EP5 to the third extra portion
EP3.

Optionally, the second extra portion EP2, the second main
portion MP2, the third extra portion EP3, the fourth extra
portion EP4, and the fifth extra portion EPS are sequentially
arranged along a direction substantially parallel to the sec-
ond direction DR2. Optionally, the fourth extra portion EP4
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extends along a direction at a third inclined angle y greater
than zero with respect to the second direction DR2.

In another aspect, the present disclosure provides a dis-
play panel including the array substrate described herein or
fabricated by a method described herein, and a counter
substrate facing the array substrate. Optionally, the display
panel is an organic light emitting diode display panel.
Optionally, the display panel is micro light emitting diode
display panel.

44

base substrate covers an orthographic projection of a portion
of'the node connecting line at a position connecting to a first
capacitor electrode Cel in the respective second subpixel on
the base substrate; the orthographic projection of the third
anode in the respective third subpixel on the base substrate
covers an orthographic projection of a portion of the node
connecting line at a position connecting to a first capacitor
electrode Cel in the respective third subpixel on the base
substrate; and the orthographic projection of the fourth

In another aspect, the present invention provides a display 10 anode in the respective fourth subpixel on the base substrate
apparatus, including the array substrate described herein or covers an orthographic projection of a portion of the node
fabricated by a method described herein, and one or more connecting line at a position connecting to a first capacitor
integrated circuits connected to the array substrate. electrode Cel in the respective fourth subpixel on the base

In another aspect, the present disclosure provides a substrate.
method of fabricating an array substrate. In some embodi- 15  In some embodiments, the orthographic projection of the
ments, the method includes forming a plurality of light third anode on the base substrate at least partially overlaps
emitting elements respectively in a plurality of subpixels; with an orthographic projection of a third transistor in the
and forming a plurality of pixel driving circuits respectively respective third subpixel on the base substrate and at least
in the plurality of subpixels configured to respectively drive partially overlaps with an orthographic projection of a third
the plurality of light emitting elements. Optionally, forming 20 transistor in the respective fourth subpixel adjacent to the
the plurality of light emitting elements includes forming a respective third subpixel on the base substrate.
first light emitting element in a respective first subpixel, In some embodiments, the orthographic projection of the
forming a second light emitting element in a respective third anode on the base substrate covers an orthographic
second subpixel, forming a third light emitting element in a projection of a source electrode of a third transistor in the
respective third subpixel, and forming a fourth light emitting 25 respective third subpixel on the base substrate, partially
element in a respective fourth subpixel. Optionally, forming overlaps with an orthographic projection of an active layer
a respective one of the plurality of pixel driving circuits of the third transistor in the respective third subpixel on the
includes forming a plurality of transistors, and forming a base substrate, and partially overlaps with an orthographic
storage capacitor. Optionally, forming the storage capacitor projection of an active layer of the third transistor in the
includes forming a first capacitor electrode, forming a sec- 30 respective fourth subpixel on the base substrate.
ond capacitor electrode electrically connected to a respective In some embodiments, the orthographic projection of the
voltage supply line, and forming an insulating layer. The first anode on the base substrate at least partially overlaps
insulating layer is formed between the first capacitor elec- with an orthographic projection of a third transistor in the
trode and the second capacitor electrode. Optionally, form- respective first subpixel on the base substrate.
ing the array substrate includes forming a semiconductor 35  In some embodiments, the orthographic projection of the
material layer on the base substrate; and forming a node first anode on the base substrate partially overlaps with an
connecting line in a same layer as the respective voltage orthographic projection of a source electrode of the third
supply line. The node connecting line is formed to be transistor in the respective first subpixel on the base sub-
connected to the first capacitor electrode through a first main strate, and partially overlaps with an orthographic projection
via, and formed to be connected to the semiconductor 40 of an active layer of the third transistor in the respective first
material layer through a second main via. Optionally, an subpixel on the base substrate.
orthographic projection of a first anode of the first light In some embodiments, the orthographic projection of the
emitting element in the respective first subpixel on the base fourth anode on the base substrate at least partially overlaps
substrate at least partially overlaps with an orthographic with an orthographic projection of a third transistor in the
projection of a node connecting line in the respective first 45 respective second subpixel on the base substrate.
subpixel on the base substrate; an orthographic projection of In some embodiments, the orthographic projection of the
the second anode in the respective second subpixel on the fourth anode on the base substrate partially overlaps with an
base substrate at least partially overlaps with an ortho- orthographic projection of a source electrode of the third
graphic projection of the node connecting line in the respec- transistor in the respective second subpixel on the base
tive second subpixel on the base substrate; an orthographic 50 substrate, and partially overlaps with an orthographic pro-
projection of the third anode in the respective third subpixel jection of an active layer of the third transistor in the
on the base substrate at least partially overlaps with an respective second subpixel on the base substrate.
orthographic projection of the node connecting line in the In some embodiments, the method further includes form-
respective third subpixel on the base substrate; and an ing a gate insulating layer on a side of the semiconductor
orthographic projection of the fourth anode in the respective 55 material layer away from the base substrate; forming an
fourth subpixel sp4 on the base substrate at least partially insulating layer on a side of the gate insulating layer away
overlaps with an orthographic projection of the node con- from the base substrate; forming an inter-layer dielectric
necting line in the respective fourth subpixel on the base layer on a side of the insulating layer away from the gate
substrate. insulating layer; forming a relay electrode layer on a side of

In some embodiments, forming the plurality of transistors 60 the inter-layer dielectric layer away from the insulating
includes forming a driving transistor. Optionally, the ortho- layer; forming a first planarization layer on a side of the
graphic projection of the first anode in the respective first relay electrode layer away from the inter-layer dielectric
subpixel on the base substrate covers an orthographic pro- layer; forming an anode contact pad layer on a side of the
jection of a portion of the node connecting line at a position first planarization layer away from the inter-layer dielectric
connecting to a first capacitor electrode in the respective first 65 layer; and forming a second planarization layer on side of

subpixel on the base substrate; the orthographic projection
of'the second anode in the respective second subpixel on the

the anode contact pad layer away from the first planarization
layer. Optionally, the pixel definition layer is formed on a
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side of the second planarization layer away from the base
substrate; the spacer layer is formed on a side of the pixel
definition layer away from the second planarization layer;
and respective anodes are formed on a side of the second
planarization layer away from the first planarization layer;
and respective light emitting layers are on a side of the
respective anodes away from the second planarization layer.
Optionally, in the respective first subpixel, the first anode is
formed to be connected to a first anode contact pad through

46

orthographic projection of a portion of the fourth anode
contact pad in the eleventh via on the base substrate is
substantially non-overlapping with an orthographic projec-
tion of a portion of the fourth anode in the tenth via on the
base substrate, and is substantially non-overlapping with an
orthographic projection of a portion of the fourth relay
electrode in the twelfth via on the base substrate.

In some embodiments, counter-clock wise, a respective
third anode is adjacent to a first respective fourth anode, a

a first via extending through the second planarization layer, 10 first tive first anode. a first 4 d anod
the first anode contact pad is connected to a first relay s re(:ispec 1ve urs gn 0de; 4 4 T8t respec (1ive SCCOlK ang e’ﬁ
electrode through a second via extending through the first second respective rst. anode, a seeon respect.l ve Jourt
planarization layer, and the first relay electrode is connected a.node, a second respe?ctlve second anqde, anda thqu respec-
to a drain electrode of a fifth transistor in the respective first trve ﬁr.st anpde. Optionally, clock wise, a respective third
subpixel through a third via extending through the inter- 15 anode is adjacent to a first respectlve.fourth anode, a first
layer dielectric layer, the insulating layer, and the gate respective ﬁrst. anode, a first respective second. anode, a
insulating layer. Optionally, in the respective second sub- second respective first anode, a second respective fourth
pixel, the second anode is formed to be connected to a anode, a second respective second anode, and a third respec-
second anode contact pad through a fourth via extending tive first anode. Optionally, a shortest distance between the
through the second planarization layer, the second anode 20 respective third anode and any one of the first respective
contact pad is connected to a second relay electrode through fourth anode, the first respective first anode, the first respec-
a fifth via extending through the first planarization layer, and tive second anode, the second respective first anode, a
the second relay electrode is connected to a drain electrode virtual line passing through co-linear edges respectively
of the fifth transistor in the respective second subpixel from the second respective fourth anode and the second
through a sixth via extending through the inter-layer dielec- 25 respective second anode, or the third respective first anode
tric layer, the insulating layer, and the gate insulating layer. is in a range of 2.0 um to 22 pum. Optionally, a shortest
Optionally, in the respective third subpixel, the third anode distance between the respective third anode and the first
is formed to be connected to a third anode contact pad respective fourth anode is less than a shortest distance
through a seventh via extending through the second planar- between the respective third anode and the third respective
ization layer, the third anode contact pad is connected to a 30 first anode, less than a shortest distance between the respec-
third relay electrode through an eighth via extending through tive third anode and the first respective first anode, less than
the first planarization layer, and the third relay electrode is a shortest distance between the respective third anode and
connected to a drain electrode of the fifth transistor in the the second respective first anode, less than a shortest dis-
respective third subpixel through a ninth via extending tance between the respective third anode and a virtual line
through the inter-layer dielectric layer, the insulating layer, 35 passing through co-linear edges respectively from the sec-
and the gate insulating layer. Optionally, in a respective ond respective fourth anode and the second respective
fourth subpixel, the fourth anode is formed to be connected second anode, and less than a shortest distance between the
to a fourth anode contact pad through a tenth via extending respective third anode and the first respective second anode.
through the second planarization layer, the fourth anode Optionally, a shortest distance between the respective third
contact pad is connected to a fourth relay electrode through 40 anode and the third respective first anode is greater than a
an eleventh via extending through the first planarization shortest distance between the respective third anode and the
layer, and the fourth relay electrode is connected to a drain first respective first anode, which is greater than a shortest
electrode of the fifth transistor in the respective fourth distance between the respective third anode and the second
subpixel through a twelfth via extending through the inter- respective first anode, which is greater than a shortest
layer dielectric layer, the insulating layer, and the gate 45 distance between the respective third anode and a virtual line
insulating layer. passing through co-linear edges respectively from the sec-
In some embodiments, an orthographic projection of a ond respective fourth anode and the second respective
portion of the first anode contact pad in the second via on the second anode, which is greater than a shortest distance
base substrate is substantially non-overlapping with an between the respective third anode and the first respective
orthographic projection of a portion of the first anode in the 50 second anode, which is greater than a shortest distance
first via on the base substrate, and is substantially non- between the respective third anode and the first respective
overlapping with an orthographic projection of a portion of fourth anode. Optionally, a shortest distance between the
the first relay electrode in the third via on the base substrate; respective third anode and the first respective fourth anode
an orthographic projection of a portion of the second anode is in a range 0f 2.0 um to 5.0 pm; a shortest distance between
contact pad in the fifth via on the base substrate is substan- 55 the respective third anode and the first respective first anode
tially non-overlapping with an orthographic projection of a is in a range of 8.0 um to 20.0 um; a shortest distance
portion of the second anode in the fourth via on the base between the respective third anode and the first respective
substrate, and is substantially non-overlapping with an second anode is in a range of 5.0 um to 15.0 um; a shortest
orthographic projection of a portion of the second relay distance between the respective third anode and the second
electrode in the third via on the base substrate; an ortho- 60 respective first anode is in a range of 7.0 um to 17.0 um; a
graphic projection of a portion of the third anode contact pad shortest distance between the respective third anode and a
in the eighth via on the base substrate is substantially virtual line passing through co-linear edges respectively
non-overlapping with an orthographic projection of a por- from the second respective fourth anode and the second
tion of the third anode in the seventh via on the base respective second anode is in a range of 5.0 um to 16.0 pm;
substrate, and is substantially non-overlapping with an 65 and a shortest distance between the respective third anode

orthographic projection of a portion of the third relay
electrode in the ninth via on the base substrate; and an

and the third respective first anode is in a range of 9.0 um
to 22.0 pm.
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In some embodiments, counter-clock wise, a respective
first anode is adjacent to a first respective second anode, a
first respective fourth anode, a first respective third anode, a
second respective second anode, a second respective third
anode, a second respective fourth anode, and a third respec-
tive third anode. Optionally, clock wise, a respective first
anode is adjacent to a first respective second anode, a first
respective fourth anode, a first respective third anode, a
second respective second anode, a second respective third

48

anode, or the second respective first anode is in a range of
2.0 um to 25.0 um. Optionally, a shortest distance between
the respective fourth anode and the second respective first
anode is greater than a shortest distance between the respec-
tive fourth anode and the first respective first anode, and
greater than a shortest distance between the respective fourth
anode and the second respective third anode. Optionally, a
distance between the respective fourth anode and the respec-
tive second anode, and along a virtual line passing through

anode, a second respective fourth anode, and a third respec- 10 co-linear edges respectively from the respective fourth
tive third anode. Optionally, a shortest distance between the anode and the respective second anode, is in a range of 10.0
respective first anode and any one of the first respective um to 25.0 um; a shortest distance between the first respec-
second anode, the first respective fourth anode, the first tive third anode and a virtual line passing through co-linear
respective third anode, the second respective second anode, edges respectively from the respective fourth anode and the
the second respective third anode, the second respective 15 respective second anode is in a range of 6.0 um to 15.0 pm;
fourth anode, or the third respective third anode in in a range a shortest distance between a protrusion portion of the first
of 3.0 um to 25 pm. Optionally, a shortest distance between respective first anode that is closest to the respective fourth
the respective first anode and the second respective fourth anode, and the virtual line passing through the co-linear
anode is less than a shortest distance between the respective edges respectively from the respective fourth anode and the
first anode and the second respective second anode, less than 20 respective second anode is in a range of 5.0 um to 16.0 um;
a shortest distance between the respective first anode and the a shortest distance between the respective fourth anode and
first respective fourth anode, less than a shortest distance the first respective first anode is in a range of 2.5 um to 7.5
between the respective first anode and the first respective um; a shortest distance between the respective fourth anode
third anode, less than a shortest distance between the respec- and the second respective third anode is in a range of 2.0 um
tive first anode and the second respective third anode, less 25 to 5.0 um; and a shortest distance between the respective
than a shortest distance between the respective first anode fourth anode and the second respective first anode is in a
and the third respective third anode, and less than a shortest range of 10.0 pm to 25.0 pm.
distance between the respective first anode and the first In some embodiments, the method further includes form-
respective second anode. Optionally, a shortest distance ing a first subpixel aperture, a second subpixel aperture, a
between the respective first anode and the second respective 30 third subpixel aperture, a fourth subpixel aperture respec-
second anode is greater than a shortest distance between the tively extending through the pixel definition layer. A first
respective first anode and the first respective fourth anode, light emitting layer of the first light emitting element, a
which is greater than a shortest distance between the respec- second light emitting layer of the second light emitting
tive first anode and the first respective third anode, which is element, a third light emitting layer of the third light
greater than a shortest distance between the respective first 35 emitting element, and a fourth light emitting layer of the
anode and the second respective third anode, which is fourth light emitting element are formed to be respectively
greater than a shortest distance between the respective first connected to a first anode of the first light emitting element,
anode and the third respective third anode, which is greater a second anode of the second light emitting element, a third
than a shortest distance between the respective first anode anode of the third light emitting element, and a fourth anode
and the first respective second anode, which is greater than 40 ofthe fourth light emitting element, respectively through the
a shortest distance between the respective first anode and the first subpixel aperture, the second subpixel aperture, the
second respective fourth anode. Optionally, a shortest dis- third subpixel aperture, the fourth subpixel aperture. Option-
tance between the respective first anode and the first respec- ally, a shortest distance between the first via and the first
tive second anode is in a range of 3.0 um to 14.0 pm; a subpixel aperture is in a range of 9.0 um to 15.0 ym; a
shortest distance between the respective first anode and the 45 shortest distance between the fourth via and the second
first respective fourth anode is in a range of 10.0 um to 24.0 subpixel aperture is in a range of 2.0 pm to 6.0 pm; a shortest
um; a shortest distance between the respective first anode distance between the seventh via and the third subpixel
and the first respective third anode is in a range of 9.0 um aperture is in a range of 4.5 um to 10.5 um; and a shortest
to 21.0 pum; a shortest distance between the respective first distance between the tenth via and the fourth subpixel
anode and the second respective second anode is in a range 50 aperture is in a range of in a range of 2.0 um to 6.0 um.
of 11.0 um to 25.0 um; a shortest distance between the In some embodiments, the orthographic projection of the
respective first anode and the second respective third anode first anode in the respective first subpixel on the base
is in a range of 8.0 pm to 20.0 um; a shortest distance substrate at least partially overlaps with an orthographic
between the respective first anode and the second respective projection of the first capacitor electrode in the respective
fourth anode is in a range of 2.5 um to 7.5 um; and a shortest 55 first subpixel on the base substrate; the orthographic pro-
distance between the respective first anode and the third jection of the second anode in the respective second subpixel
respective third anode is in a range of 7.0 um to 16.0 um. on the base substrate at least partially overlaps with an
In some embodiments, counter-clock wise, a respective orthographic projection of the first capacitor electrode in the
fourth anode is adjacent to a respective second anode, a first respective second subpixel on the base substrate; an ortho-
respective third anode, a first respective first anode, a second 60 graphic projection of the third anode in a respective third
respective third anode, and a second respective first anode. subpixel on the base substrate at least partially overlaps with
Optionally, clock wise, a respective fourth anode is adjacent an orthographic projection of the first capacitor electrode in
to a respective second anode, a first respective third anode, the respective third subpixel on the base substrate; and an
a first respective first anode, a second respective third anode, orthographic projection of the fourth anode in a respective
and a second respective first anode. Optionally, a shortest 65 fourth subpixel on the base substrate at least partially

distance between the respective fourth anode and any one of
the first respective first anode, the second respective third

overlaps with an orthographic projection of the first capaci-
tor electrode in the respective fourth subpixel on the base
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substrate; the orthographic projection of the first anode in a
respective first subpixel on the base substrate at least par-
tially overlaps with an orthographic projection of the second
capacitor electrode in the respective first subpixel on the
base substrate; an orthographic projection of the second
anode in a respective second subpixel on the base substrate
at least partially overlaps with an orthographic projection of
the second capacitor electrode in the respective second
subpixel on the base substrate; an orthographic projection of

50

direction; the respective row of first spacers is along the first
direction; the respective row of second spacers is along the
first direction; the respective column of first spacers is along
the second direction; and the respective column of second
spacers is along the second direction.

In some embodiments, the method further includes form-
ing a first light emitting layer on a side of a first anode of the
first light emitting element away from the base substrate;
forming a second light emitting layer on a side of the second

the third anode in a respective third subpixel on the base 10 anode away from the base substrate; forming a third light
substrate at least partially overlaps with an orthographic emitting layer on a side of the third anode away from the
projection of the second capacitor electrode in the respective base substrate; and forming a fourth light emitting layer on
third subpixel on the base substrate; and an orthographic a side of the fourth anode away from the base substrate.
projection of the fourth anode in a respective fourth subpixel Optionally, an orthographic projection of the third light
sp4 on the base substrate at least partially overlaps with an 15 emitting layer on the base substrate partially overlaps with
orthographic projection of the second capacitor electrode in an orthographic projection of a respective first spacer on the
the respective fourth subpixel on the base substrate; and the base substrate; an orthographic projection of the second light
orthographic projection of the first anode in a respective first emitting layer on the base substrate partially overlaps with
subpixel on the base substrate at least partially overlaps with the orthographic projection of the respective first spacer on
an orthographic projection of the active layer of the driving 20 the base substrate; a first edge of the third light emitting
transistor in the respective first subpixel on the base sub- layer crossing over the respective first spacer is substantially
strate; an orthographic projection of the second anode in a parallel to a first central line of the respective first spacer;
respective second subpixel on the base substrate at least and a second edge of the second light emitting layer crossing
partially overlaps with an orthographic projection of the over the respective first spacer is substantially parallel to the
active layer of the driving transistor in the respective second 25 first central line of the respective first spacer.
subpixel on the base substrate; an orthographic projection of In some embodiments, the first edge is spaced apart from
the third anode in a respective third subpixel on the base the first central line by a first distance along a direction
substrate at least partially overlaps with an orthographic perpendicular to the first central line; the second edge is
projection of the active layer of the driving transistor in the spaced apart from the first central line by a second distance
respective third subpixel on the base substrate; and an 30 along the direction perpendicular to the first central line; and
orthographic projection of the fourth anode in a respective an average value of the first distance along the first edge is
fourth subpixel sp4 on the base substrate at least partially substantially same as an average value of the second dis-
overlaps with an orthographic projection of the active layer tance along the second edge. Optionally, the first edge
of the driving transistor in the respective fourth subpixel on substantially overlaps with the first central line. Optionally,
the base substrate. 35 the second edge substantially overlaps with the first central
In some embodiments, the method further includes form- line.
ing a spacer layer on a side of the pixel definition layer away In some embodiments, an orthographic projection of the
from the base substrate. Optionally, forming the spacer layer third light emitting layer on the base substrate partially
includes forming first spacers arranged in a first array and overlaps with an orthographic projection of a respective
forming second spacers arranged in a second array, the first 40 second spacer on the base substrate; an orthographic pro-
array and the second array formed to interlace with each jection of the fourth light emitting layer on the base substrate
other. Optionally, a respective row of second spacers in the partially overlaps with the orthographic projection of the
second array is formed between two respective rows of first respective second spacer on the base substrate; a third edge
spacers in the first array; a respective column of second of the third light emitting layer crossing over the respective
spacers in the second array is formed between two respec- 45 second spacer is substantially parallel to a second central
tive columns of first spacers in the first array; a respective line of the respective second spacer; and a fourth edge of the
row of first spacers in the first array is formed between two fourth light emitting layer crossing over the respective
respective rows of second spacers in the second array; a second spacer is substantially parallel to the second central
respective column of first spacers in the first array is formed line of the respective second spacer.
between two respective columns of second spacers in the 50  Insome embodiments, the third edge is spaced apart from
second array; a respective one of the first spacers is formed the second central line by a third distance along a direction
between a second anode of the second light emitting element perpendicular to the second central line; the fourth edge is
and a third anode of the third light emitting element; and a spaced apart from the second central line by a fourth
respective one of the second spacers is formed between the distance along the direction perpendicular to the second
third anode and a fourth anode of the fourth light emitting 55 central line; and an average value of the third distance along
element. the third edge is substantially same as an average value of
In some embodiments, two adjacent first spacers in the the fourth distance along the fourth edge. Optionally, the
respective row of first spacers are spaced apart by eight third edge substantially overlaps with the second central
subpixels; two adjacent second spacers in the respective row line. Optionally, the fourth edge substantially overlaps with
of second spacers are spaced apart by eight subpixels; two 60 the second central line.
adjacent first spacers in the respective column of first The foregoing description of the embodiments of the
spacers are spaced apart by six subpixels; and two adjacent invention has been presented for purposes of illustration and
second spacers in the respective column of second spacers description. It is not intended to be exhaustive or to limit the
are spaced apart by six subpixels. invention to the precise form or to exemplary embodiments
In some embodiments, the plurality of subpixels are 65 disclosed. Accordingly, the foregoing description should be

formed to be arranged in an array of a plurality of rows along
a first direction and a plurality of columns along a second

regarded as illustrative rather than restrictive. Obviously,
many modifications and variations will be apparent to prac-
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titioners skilled in this art. The embodiments are chosen and
described in order to explain the principles of the invention
and its best mode practical application, thereby to enable
persons skilled in the art to understand the invention for
various embodiments and with various modifications as are
suited to the particular use or implementation contemplated.
It is intended that the scope of the invention be defined by
the claims appended hereto and their equivalents in which
all terms are meant in their broadest reasonable sense unless

52

anode having the protrusion portion and a maximum dimen-
sion along the first direction of a portion of the first anode
not having the protrusion portion and other than a portion
wherein the first anode connects to an anode contact pad is
in a range of 1.1 to 1.8.

5. The array substrate of claim 1, wherein an orthographic
projection of the protrusion portion on the base substrate at
least partially overlap with an orthographic projection of a
node connecting line on the base substrate, the node con-

otherwise indicated. Therefore, the term “the invention”, 10 . . ..
« . o . . necting line connected to a gate electrode of a driving
the present invention” or the like does not necessarily limit . :

. . . transistor through a via.

the claim scope to a specific embodiment, and the reference . . .
- - - - 6. The array substrate of claim 1, wherein the plurality of

to exemplary embodiments of the invention does not imply i . ) . first Lioh . )
a limitation on the invention, and no such limitation is to be ight e.:mlttlng € ements comprise a rst light .emmmg ele-
inferred. The invention is limited only by the spirit and scope 15 ment 1n a respectlvg first subpixel, a second .hghF emlttu.lg
of the appended claims. Moreover, these claims may referto ~ €lement in a respective second subpixel, a third light emit-
use “first”, “second”, etc. following with noun or element. ting element in a respective third subpixel, and a fourth light
Such terms should be understood as a nomenclature and emitting .element in a respective fourth s.ubpixe# o
should not be construed as giving the limitation on the wherein a respective one of the plurality of pixel driving
number of the elements modified by such nomenclature 20 circuits comprises a plurality of transistors, and a
unless specific number has been given. Any advantages and storage capacitor comprising a first capacitor electrode,
benefits descriﬁedlgle{)y not apply t(o1 a1111 embodiments of tl;e a second capacitor electrode electrically connected to a
invention. It should be appreciated that variations may be respective voltage supply line, and an insulating layer
made in the embodiments described by persons skilled in the between the first capacitor electrode and the second
art without departing from the scope of the present invention 25 capacitor electrode;
as defined by the following claims. Moreover, no element wherein the array substrate comprises:
and component in the present disclosure is intended to be a base substrate;
dedicated to the public regardless of whether the element or a semiconductor material layer on the base substrate; and
con\;glone.nt lls .exp(lilc.lt.ly recited in the following claims. a node connecting line in a same layer as the respective

at 1s claimed is: .. 30 voltage supply line, connected to the first capacitor

1. An array substrate, comprising: .

. . . . . electrode through a first main via, and connected to the

a plurality of light emitting elements respectively in a . . .

. . semiconductor material layer through a second main
plurality of subpixels; and .

a plurality of pixel driving circuits respectively in the tha;. h hi .. fafi de of th
plurality of subpixels configured to respectively drive 35 ~ Wocrei an ort ographic prOJegtlon ota rst.ano eofthe
the plurality of light emitting elements; ﬁ.rst light emitting element in the respec.tlve first sub-

wherein a respective one of the pixel driving circuits pl'XEI on thﬁ base;ubstrgte at lea;t part(lially overlaps
comprises a third transistor; Wlt .an orthograp .1c projection .0 a node connecting

third transistors respectively in subpixels in a same row line in the respective first subpixel on the base sub-
are controlled by a same gate line, and having gate 40 strate;
electrodes of a substantially same shape; an orthographic projection of a second anode of the

an orthographic projection of a third anode of a third light second light emitting element in the respective second
emitting element in a respective third subpixel on a subpixel on the base substrate at least partially overlaps
base substrate at least partially overlaps with ortho- with an orthographic projection of the node connecting
graphic projections of two third transistors respectively 45 line in the respective second subpixel on the base
in two adjacent subpixels on the base substrates; and substrate;

the array substrate further comprises a first anode of a first an orthographic projection of a third anode of the third
light e.mitt@ng element adjacent to the.: Fhird anode ina light emitting element in the respective third sul?pixel
first direction, the first anode comprising a main por- on the base substrate at least partially overlaps with an
tion, and a protrusion portion protruding along the first 50 orthographic projection of the node connecting line in
direction from a side of the main portion toward one the respective third subpixel on the base substrate; and
side away from an adjacent third anode in the first an orthographic projection of a fourth anode of the fourth
difction. . ‘el . N N lighi1 erilitting Element iI} the respecltlive foulrth subpﬁxel

2. The array substrate of claim 1, wherein the ortho- on the base substrate at least partially overlaps with an
graphic projection of the third anode on the base substrate at 55 orthographic projection of the node connecting line in
least partially overlaps with orthographic projections of the respective fourth subpixel on the base substrate.
active layers or gate electrodes of the two third transistors 7. The array substrate of claim 6, wherein the plurality of
respectively in two adjacent subpixels on the base substrate. transistors comprises a driving transistor;

3. The array substrate of claim 1, wherein shortest dis- the orthographic projection of the first anode in the
tances between a subpixel aperture and edges of an anode 60 respective first subpixel on the base substrate covers an
other than an edge wherein the anode connects to an anode orthographic projection of a portion of the node con-
contact pad are non-un.ifc.)rm; and necting liqe ata positiog connecting toa first capacitor

wherein a light emitting layer connects to the anode electrode in the respective first subpixel on the base
through the subpixel aperture extending through a pixel substrate;
definition layer. 65  the orthographic projection of the second anode in the

4. The array substrate of claim 1, wherein a ratio of a
dimension along the first direction of a portion of the first

respective second subpixel on the base substrate covers
an orthographic projection of a portion of the node
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connecting line at a position connecting to a first
capacitor electrode in the respective second subpixel on
the base substrate;

the orthographic projection of the third anode in the
respective third subpixel on the base substrate covers
an orthographic projection of a portion of the node
connecting line at a position connecting to a first
capacitor electrode in the respective third subpixel on
the base substrate; and

54

graphic projections of two third transistors respectively
in two adjacent subpixels on the base substrate; and

the array substrate further comprises a fourth anode of a
fourth light emitting element adjacent to the third anode
in a first direction, the fourth anode comprising a main
portion, and a protrusion portion protruding along a
second direction from a side of the main portion away
from a portion wherein the fourth anode connects to an
anode contact pad.

14. The array substrate of claim 13, wherein a ratio of a

the orthographic projection of the fourth anode in the 10 di . | h d directi £ th .
respective fourth subpixel on the base substrate covers imension along the second direction ol the protrusion
an orthographic projection of a portion of the node portion and the maximum dimension along .the secopd
connecting line at a position connecting to a first direction of the main portion other than the portion wherein
capacitor electrode in the respective fourth subpixel on the fou?lz) 3n0df) gonnects to an anode contact pad is in a
the base substrate. 15 range o 0.2 10 0.5, . .

8. The array substrate of claim 6, wherein the ortho- 15..The array substrate of claup 13, Whereln an ortho-
graphic projection of the third anode on the base substrate at griphlc proj eictlon of thﬁ: protrulswn Pohmon onhthe bis.e
least partially overlaps with an orthographic projection of a substrate at least partially overlap with an orthographic
third transistor in the respective third subpixel on the base projection of a gate electrode of a third transistor on the base
substrate and at least partially overlaps with an orthographic 20 sulisgrie; b S
projection of a third transistor in the respective fourth '1 le.lrray fs 111 strate, © qmpnilng. velv i
subpixel adjacent to the respective third subpixel on the base a plurality o igh { emitiing elements respectively in a
substrate. plurality of subpixels; and

9. The array substrate of claim 7, wherein the ortho- a plurah.ty of plxe! driving circuits respectl\{ely n Fhe
graphic projection of the third anode on the base substrate 25 pﬁurailty 10. f Su?li.l xels con ﬁgu reld to respectlvely drive
covers an orthographic projection of a source electrode of a II ¢ plurality o .1gh t emltt}nghe emerits& . -
third transistor in the respective third subpixel on the base wherein a respelzlgtl(;/e one o .t ¢ pixel driving clreuils
substrate, partially overlaps with an orthographic projection hicgmpns.es a thur, tra1.151sltor., bpixels i
of'an active layer of the third transistor in the respective third third tr an51st?1r s drei)spectlve Y su lplxe s lélﬁ Same row
subpixel on the base substrate, and partially overlaps with an 30 ai‘e COI(litrO ? yba sarpeilgate lnel,l an. aving gate
orthographic projection of an active layer of the third electrodes of a substantially same shape; o
transistor in the respective fourth subpixel on the base an orthographic projection of a third anode of a third light
substrate emitting element in a respective third subpixel on a

10. The array substrate of claim 6, wherein the ortho- base §ubstr?1te at least partlglly ovgrlaps with o.rtho-
graphic projection of the first anode on the base substrate at 33 8r aphic projections Of two third transistors respectively
least partially overlaps with an orthographic projection of a h mﬁ.ws ad]zcent subplxels on t he bas.e subs{tirate; and
third transistor in the respective first subpixel on the base the third anode comprises a main portion, a frst protru-
substrate. sion portion protruding along a first direction from a

11. The array substrate of claim 10, wherein the ortho- 51ded of thz main pogtlon towgrd an e}d]acent fo(;l.rth
graphic projection of the first anode on the base substrate 40 ailo & %n " (ai' seion fprotrus%?in pfotritllon protru r;ng
partially overlaps with an orthographic projection of a along da s & 1rec 1051 rom 3 side of The mam portion
source electrode of the third transistor in the respective first 1 7t0;;11ar ana Jicent rs; alno e'l 6. wherei 0 of
subpixel on the base substrate, and partially overlaps with an _17. The array substrate of claim 16, wherein a ratio of a
orthographic projection of an active layer of the third dimension along the first direction of a portion of the third
transistor in the respective first subpixel on the base sub- 43 anode havmg .the first protrusion portion or the second
strate. protrusion portion and a maximum dimension along the first

12. A display apparatus, comprising the array substrate of dlrecthn ofa portion of the third anode not haVlng. the first
claim 1, and an integrated circuit connected to the array protrusion portion or the .second Jprotrusion portion, and
substrate. other than a portion wherein the third anode connects to an

13. An array substrate, comprising; 50 anode contact pad is in a range of 1.2 to 1.8.

a plurality of light emitting elements respectively in a 18. The array substrate of claim 16, .whereu.l the first
plurality of subpixels; and protrusion portion and the second protrusion portion are on

a plurality of pixel driving circuits respectively in the a slagleTilde of a ga]t:)e line Cofmrloum‘(iél thlﬁd tr.an51st0r.h
plurality of subpixels configured to respectively drive - 1he amay su strate of claim .5, wheremn an ortho-
the plurality of light emitting elements; 55 graphic projection of the first protrusion portion on the base

wherein a respective one of the pixel driving circuits substrate at least partially overlap with an orthographic
comprises a third transistor; projection of a gate electrode of one third transistor of the

third transistors respectively in subpixels in a same row two thlrd tr.ans.lstors on the base substre}te, and. an ortho-
are controlled by a same gate line, and having gate graphic projection of the .second protrusion portion on the
6o base substrate at least partially overlap with an orthographic

electrodes of a substantially same shape;

an orthographic projection of a third anode of a third light
emitting element in a respective third subpixel on a
base substrate at least partially overlaps with ortho-

projection of a gate electrode of the other third transistor of
the two third transistors on the base substrate.

#* #* #* #* #*
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