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(57) ABSTRACT 

The present invention provides: a base station for repeatedly 
transmitting a physical downlink control channel (PDCCH) 
during a first subframe bundle comprising a plurality of 
subframes, and transmitting a PDSCH related to the 
PDCCH; and user equipment for receiving the PDCCH and 
the PDSCH. The PDSCH can be transmitted to the user 
equipment starting from subframe n+k, which is the k th 

subframe after the last subframe n-1 in the first subframe 
bundle, wherein k is an integer bigger than 0. The first 
subframe bundle may begin from a predetermined or fixed 
position. 

1 radio frame, 1 f = 3072001, = !Oms 

1 slot, 1,lot = 153601 s = 0.5ms 

#0 #1 #2 #3 #18 #19 

l subframe 
(a) 

Radio frame, Tr= 307200T, = 10 ms 

Half Frame, 153600T, = 5 ms 

I 

: Slot, 
: 1,Jot= 15360T, 307201, 
r----------1 -------~ I I 

Subframe #0 Subframe #2 j Subframe #3 Subframe #4 I Subfrnme #5 Subframe #7 Subframe e8 Subframe #9 

Subframe, : f 
30720T5 

1 r :; I I I 

\ I \ \ I 
Ow PTS GP UpPTS DwPTS GP UpPTS 

(b) Petitioners' Exhibit 1007
Google et al. v. KT Corporation et al. 
IPR2025-00292



FI
G.

 1
 

~
 

l r
ad

io
 fr

am
e, 

T
 f =

 3
07

20
01

 s 
=

 lO
m

s 

1 
slo

t, 
Ts

lot
 =

 1
53

60
T 

s =
 0

.5
m

s 

#0
 

#1
 

#2
 

#3
 

#1
8 

#1
9 

1 
su

bf
ra

m
e 

(a
) 

Ra
di

o 
fra

m
e, 

Tr
= 

30
72

00
T 5

 =
 10

 m
s 

H
al

f F
ra

m
e, 

15
36

00
Ts

 =
 5 

m
s 

I : 
Sl

ot
, 

: T
s!o

t=
 l

 53
60

Ts
 

30
72

0T
8 

i--
---

---
--1

 
I 

'
,
,
 

I 
I 

',...
.._

_..
.._

_ 

Su
bf

ra
m

e 
#0

 
Su

bf
ra

m
e 

#2
 

Su
bf

ra
m

e 
# 3

 I
 S

ub
fra

m
e 

#4
 
I 

Su
bf

ra
m

e 
#5

 
Su

bf
ra

m
e 

#;
 

I 
Su

bf
ra

m
e 

#8
 

Su
bf

ra
m

e 
#9

 

Su
bf

ra
m

e, 
/ 

\ 
30

72
0T

s 
I 

/ 
I I 

D
w

 P
TS

 
GP

 
U

pP
TS

 
D

w
 P

TS
 

GP
 

U
pP

TS
 

(b
) 

""O
 

~
 .....
 

('D
 =
 

.....
 t "e
 -.... ('

) 

~
 .....
 .... 0 =
 

""O
 =
 

O
" -.... ('
) 

~
 .....
 .... 0 =
 

c ('D
 

~
 .... N
 

0 .... O
'I 

rJ
'1 =­ ('D ('D
 .....
 .... 0 .... .... 1

,0
 

c rJ
'1 

N
 

0 .... O
'I ---0 ~ U
l 
~
 

.i;
...

 
N

 
0 >

 .... 



Patent Application Publication Dec. 1, 2016 Sheet 2 of 19 US 2016/0353420 Al 

tZl 
1-, 
(J.) 

-~ 
"' u 1-, 

il 
tl..) ·e 

tZl C<:l 

g;l ~ Q 
.g z "' ...:ix ~ ~ 

:::, ..0 z ;.:i E 
Ci ;;.... 

z 

FIG. 2 
One DL/UL slot 

I • • I 

D 
I \ 

I \ 
I \ 

I \ 
I \ 

I \ 
I \ 

/ DLtUL \ 
(. N symb OFDM symbols .. ) 

I= 0 

/ 

~ 

k=N~ /UL N~~3-1 

Resour ce block 
RB DL/lJL 

Nsymb N sc resource elements 

1/ 
Resour ce element ( k, l) 

V 

k=O 
1 = N DL1UL _1 

symb 



Patent Application Publication 

I 
I 

I 

CV:, 

c._; s 
1---t 

,!§ 

~ l 
s 
;3 

I 
I 

I 

er, 
u::, 

"'"' 

I 
I 

I 
I 

I 

I 
I 

I 
I 

I 
I 

I 

I 
I 

I 

I 

er, 
c.n 
e/) 

I 

I 

I 
I 

I 

I 
I 

I 

I 

I 

I.•. 

I 

I.Q 

v-, 

~ 

"" 
01 

,-< 

0 

. .,.-.; 
~ 

"" 
01 

,-< 

0 

I.Q 

V. 

-s:r 

-s:r 

~" 
r.1 

0 

Dec. 1, 2016 Sheet 3 of 19 

I 
I 

I 
I 

I 
I 

~ Ii 

s 
er. 
0 

.. ,·, 

I 
I 

I 
I 

I 

I 

I 
I 

I 

I 
I 

I 
I 

I 

I 

I 

I 

-----

US 2016/0353420 Al 

I 
I f-----j 

0 

~ 

Vo 

0 

0 

I •n 
I 

-s:r 

~ ~ 
s 

0,l 
0 

0 



Patent Application Publication Dec. 1, 2016 Sheet 4 of 19 US 2016/0353420 Al 
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FIG. 8 
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FIG. 10 

N subframes 

UE receives 
PDCCH successfully 

(a) 

PDCCH transmission duration 

PDCCH transmission 
starting subframe 

~ 
Q u 
A a,., 

(b) 

US 2016/0353420 Al 

PDCCH transmission 
ending subframe 



FI
G.

 1
1 

Su
bf

ra
m

e 
w

ith
 P

D
CC

H
 fo

r U
E 

1 
~
~
~
 

I<
 

j S
ub

fra
m

e 
w

ith
 P

D
SC

H
 fo

r U
E 

1 

N
 su

bf
ra

m
es

 
G

 su
bf

ra
m

es
 

D
 su

bf
ra

m
es

 

Su
bf

ra
m

e 

(a
) 

Su
bf

ram
e w

ith
 P

DC
CH

 fo
r U

E 
1 

t::::
 ~ S

ub
fra

m
e w

ith
 P

DC
CH

 A
/ N

 
Su

bf
ram

e w
ith

 P
DS

CH
 fo

r U
E 

1 
t::; 

:'.J
 S

ub
fra

m
e w

ith
 P

DS
CH

 A
/ N

 

N
 su

bf
ram

es
 

Gl
 s

ub
fra

m
es

 
A

 su
bf

ram
es

 
G2

 su
bf

ram
es

 
D

 su
bf

ram
es

 
G3

 su
bf

ram
es

 
A2

 su
bf

ram
es

 

( b
) 

""O
 

~
 .....
 

('D
 =
 

.....
 t "e
 -.... ('

) 

~
 .....
 .... 0 =
 

""O
 =
 

O
" -.... ('
) 

~
 .....
 .... 0 =
 

c ('D
 

~
 .... N
 

0 .... O
'I 

rJ
J =­ ('D ('D
 .....
 .... .... 0 .... .... 1

,0
 

c rJ
J 

N
 

0 .... O
'I ---0 ~ U
l 
~
 

.i;
...

 
N

 
0 >

 .... 



Patent Application Publication Dec. 1, 2016 Sheet 12 of 19 US 2016/0353420 Al 

FIG. 12 

Subframe with PDCCH for UE I I \ I Subframe with PDSCH for UE 1 
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FIG. 14 

p;j Subframe with PDCCH for UE I 
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METHOD AND USER EQUIPMENT FOR 
RECEIVING DOWNLINK SIGNAL AND 

METHOD AND BASE STATION FOR 
TRANSMITTING DOWNLINK SIGNAL 

TECHNICAL FIELD 

[0001] The present invention relates to a wireless com­
munication system and, more particularly, to a method for 
transmitting or receiving a signal and an apparatus therefor. 

TECHNICAL FIELD 

[0002] With appearance and spread of machine-to-ma­
chine (M2M) communication and a variety of devices such 
as smartphones and tablet PCs and technology demanding a 
large amount of data transmission, data throughput needed 
in a cellular network has rapidly increased. To satisfy such 
rapidly increasing data throughput, carrier aggregation tech­
nology, cognitive radio technology, etc. for efficiently 
employing more frequency bands and multiple input mul­
tiple output (MIMO) technology, multi-base station (BS) 
cooperation technology, etc. for raising data capacity trans­
mitted on limited frequency resources have been developed. 
[0003] A general wireless communication system per­
forms data transmission/reception through one downlink 
(DL) band and through one uplink (UL) band corresponding 
to the DL band (in case of a frequency division duplex 
(FDD) mode), or divides a prescribed radio frame into a UL 
time unit and a DL time unit in the time domain and then 
performs data transmission/reception through the UL/DL 
time unit (in case of a time division duplex (TDD) mode). 
A base station (BS) and a user equipment (UE) transmit and 
receive data and/or control information scheduled on a 
prescribed time unit basis, e.g. on a subframe basis. The data 
is transmitted and received through a data region configured 
in a UL/DL subframe and the control information is trans­
mitted and received through a control region configured in 
the UL/DL subframe. To this end, various physical channels 
carrying radio signals are formed in the UL/DL subframe. In 
contrast, carrier aggregation technology serves to use a 
wider UL/DL bandwidth by aggregating a plurality of 
UL/DL frequency blocks in order to use a broader frequency 
band so that more signals relative to signals when a single 
carrier is used can be simultaneously processed. 
[0004] In addition, a communication environment has 
evolved into increasing density of nodes accessible by a user 
at the periphery of the nodes. A node refers to a fixed point 
capable of transmitting/receiving a radio signal to/from the 
UE through one or more antennas. A communication system 
including high-density nodes may provide a better commu­
nication service to the UE through cooperation between the 
nodes. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Technical Problems 

[0005] Due to introduction of new radio communication 
technology, the number of user equipments (UEs) to which 
a BS should provide a service in a prescribed resource region 
increases and the amount of data and control information 
that the BS should transmit to the UEs increases. Since the 
amount of resources available to the BS for communication 
with the UE(s) is limited, a new method in which the BS 
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efficiently receives/transmits uplink/downlink data and/or 
uplink/downlink control information using the limited radio 
resources is needed. 
[0006] The technical objects that can be achieved through 
the present invention are not limited to what has been 
particularly described hereinabove and other technical 
objects not described herein will be more clearly understood 
by persons skilled in the art from the following detailed 
description. 

Technical Solutions 

[0007] In an aspect of the present invention, provided 
herein is a method for receiving a downlink signal by a user 
equipment, including performing repetitive reception of a 
physical downlink control channel (PDCCH) during a first 
subframe bundle including multiple subframes. 
[0008] In another aspect of the present invention, provided 
herein is a user equipment for receiving a downlink signal, 
including a radio frequency (RF) unit and a processor 
configured to control the RF unit, wherein the processor 
controls the RF unit to perform repetitive reception of a 
physical downlink control channel (PDCCH) during a first 
subframe bundle including multiple subframes. 
[0009] In still another aspect of the present invention, 
provided herein is a method for transmitting a downlink 
signal by a user equipment, including performing repetitive 
transmission of a physical downlink control channel (PD­
CCH) during a first subframe bundle including multiple 
subframes. 
[0010] In a further aspect of the present invention, pro­
vided herein is a base station for transmitting a downlink 
signal, including a radio frequency (RF) unit and a processor 
configured to control the RF unit, wherein the processor 
controls the RF unit to perform repetitive transmission of a 
physical downlink control channel (PDCCH) during a first 
subframe bundle including multiple subframes. 
[0011] In each aspect of the present invention, transmis­
sion of a physical downlink shared channel (PDSCH) asso­
ciated with the PDCCH may be performed starting from a 
subframe n+k corresponding to a k-th subframe after a last 
subframe n-1 of the first subframe bundle, wherein k is an 
integer greater than 0. 
[0012] In each aspect of the present invention, a start 
subframe of the first subframe bundle may be started at a 
preset location or a fixed location. 
[0013] In each aspect of the present invention, a size of the 
first subframe bundle may be a preset value or a fixed value. 
[0014] In each aspect of the present invention, repetitive 
transmission of the PDSCH may be performed during a 
second subframe bundle starting from the subframe n+k. 
[0015] In each aspect of the present invention, information 
indicating at least one of a transmission period of the second 
subframe bundle, an offset in the transmission period of the 
second subframe bundle, and a size of the second subframe 
bundle may be transmitted to the user equipment. 
[0016] In each aspect of the present invention, transmis­
sion of a physical broadcast channel (PBCH) may be further 
performed. 
[0017] In each aspect of the present invention, the user 
equipment may assume that the PDSCH is not transmitted in 
a resource of the PBCH. 
[0018] In each aspect of the present invention, information 
about a start location of a third subframe bundle for repeti­
tive transmission of acknowledgement (ACK)/negative 
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acknowledgement (NACK) information for the PDSCH and 
a size of the third subframe bundle may be further trans­
mitted to the user equipment. 
[0019] The above technical solutions are merely some 
parts of the embodiments of the present invention and 
various embodiments into which the technical features of the 
present invention are incorporated can be derived and under­
stood by persons skilled in the art from the following 
detailed description of the present invention. 

Advantageous Effect 

[0020] According to the present invention, uplink/down­
link signals can be efficiently transmitted/received. There­
fore, overall throughput of a radio communication system 
can be improved. 
[0021] It will be appreciated by persons skilled in the art 
that that the effects that can be achieved through the present 
invention are not limited to what has been particularly 
described hereinabove and other advantages of the present 
invention will be more clearly understood from the follow­
ing detailed description. 

DESCRIPTION OF DRAWINGS 

[0022] The accompanying drawings, which are included 
to provide a further understanding of the invention, illustrate 
embodiments of the invention and together with the descrip­
tion serve to explain the principle of the invention. 
[0023] FIG. 1 illustrates the structure of a radio frame used 
in a wireless communication system. 
[0024] FIG. 2 illustrates the structure ofa downlink (DL)/ 
uplink (UL) slot in a wireless communication system. 
[0025] FIG. 3 illustrates a radio frame structure for trans­
mission of a synchronization signal (SS). 
[0026] FIG. 4 illustrates the structure of a DL subframe 
used in a wireless communication system. 
[0027] FIG. 5 illustrates configuration of cell specific 
reference signals (CRSs) and user specific reference signals 
(UE-RS). 
[0028] FIG. 6 illustrates the structure of a UL subframe 
used in a wireless communication system. 
[0029] FIG. 7 illustrates a physical downlink control chan­
nel (PDCCH) or an enhanced PDCCH (EPDCCH), and a 
data channel scheduled by PDCCH/EPDCCH. 
[0030] FIG. 8 is a block diagram illustrating elements of 
a transmitting device 10 and a receiving device 20 for 
implementing the present invention. 
[0031] FIG. 9 illustrates an overview of physical channel 
processing. 
[0032] FIG. 10 illustrates a signal transmission/reception 
method according to embodiment A of the present invention. 
[0033] FIG. 11 illustrates another signal transmission/ 
reception method according to embodiment A of the present 
invention. 
[0034] FIG. 12 illustrates still another signal transmission/ 
reception method according to embodiment A of the present 
invention. 
[0035] FIG. 13 illustrates a signal transmission/reception 
method according to embodiment B of the present invention. 
[0036] FIG. 14 illustrates a signal transmission/reception 
method according to embodiment C of the present invention. 
[0037] FIGS. 15, 16, and 17 illustrate signal transmission/ 
reception methods according to embodiment D of the pres­
ent invention. 
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[0038] FIG. 18 illustrates a signal transmission/reception 
method according to embodiment E of the present invention. 
[0039] FIG. 19 illustrates a signal transmission/reception 
method according to embodiment F of the present invention. 
[0040] FIG. 20 illustrates a signal transmission/reception 
method according to embodiment G of the present inven­
tion. 

MODE FOR CARRYING OUT THE INVENTION 

[0041] Reference will now be made in detail to the exem­
plary embodiments of the present invention, examples of 
which are illustrated in the accompanying drawings. The 
detailed description, which will be given below with refer­
ence to the accompanying drawings, is intended to explain 
exemplary embodiments of the present invention, rather 
than to show the only embodiments that can be implemented 
according to the invention. The following detailed descrip­
tion includes specific details in order to provide a thorough 
understanding of the present invention. However, it will be 
apparent to those skilled in the art that the present invention 
may be practiced without such specific details. 
[0042] In some instances, known structures and devices 
are omitted or are shown in block diagram form, focusing on 
important features of the structures and devices, so as not to 
obscure the concept of the present invention. The same 
reference numbers will be used throughout this specification 
to refer to the same or like parts. 
[0043] The following techniques, apparatuses, and sys­
tems may be applied to a variety of wireless multiple access 
systems. Examples of the multiple access systems include a 
code division multiple access (CDMA) system, a frequency 
division multiple access (FDMA) system, a time division 
multiple access (TDMA) system, an orthogonal frequency 
division multiple access (OFDMA) system, a single carrier 
frequency division multiple access (SC-FD MA) system, and 
a multicarrier frequency division multiple access (MC­
FDMA) system. CDMA may be embodied through radio 
technology such as universal terrestrial radio access (UTRA) 
or CDMA2000. TDMA may be embodied through radio 
technology such as global system for mobile communica­
tions (GSM), general packet radio service (GPRS), or 
enhanced data rates for GSM evolution (EDGE). OFDMA 
may be embodied through radio technology such as institute 
of electrical and electronics engineers (IEEE) 802.11 (Wi­
Fi), IEEE 802.16 (WiMAX), IEEE 802.20, or evolved 
UTRA (E-UTRA). UTRA is a part of a universal mobile 
telecommunications system (UMTS). 3rd generation part­
nership project (3GPP) long term evolution (LTE) is a part 
of evolved UMTS (E-UMTS) using E-UTRA. 3GPP LTE 
employs OFDMA in DL and SC-FDMA in UL. LTE­
advanced (LTE-A) is an evolved version of 3GPP LTE. For 
convenience of description, it is assumed that the present 
invention is applied to 3GPP LTE/LTE-A. However, the 
technical features of the present invention are not limited 
thereto. For example, although the following detailed 
description is given based on a mobile communication 
system corresponding to a 3GPP LTE/LTE-A system, 
aspects of the present invention that are not specific to 3GPP 
LTE/LTE-A are applicable to other mobile communication 
systems. 
[0044] For example, the present invention is applicable to 
contention based communication such as Wi-Fi as well as 
non-contention based communication as in the 3GPP LTE/ 
LTE-A system in which an eNB allocates a DL/UL time/ 
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frequency resource to a UE and the UE receives a DL signal 
and transmits a UL signal according to resource allocation of 
the eNB. In a non-contention based communication scheme, 
an access point (AP) or a control node for controlling the AP 
allocates a resource for communication between the UE and 
the AP, whereas, in a contention based communication 
scheme, a communication resource is occupied through 
contention between UEs which desire to access the AP. The 
contention based communication scheme will now be 
described in brief. One type of the contention based com­
munication scheme is carrier sense multiple access (CSMA). 
CSMA refers to a probabilistic media access control (MAC) 
protocol for confirming, before a node or a communication 
device transmits traffic on a shared transmission medium 
(also called a shared channel) such as a frequency band, that 
there is no other traffic on the same shared transmission 
medium. In CSMA, a transmitting device determines 
whether another transmission is being performed before 
attempting to transmit traffic to a receiving device. In other 
words, the transmitting device attempts to detect presence of 
a carrier from another transmitting device before attempting 
to perform transmission. Upon sensing the carrier, the trans­
mitting device waits for another transmission device which 
is performing transmission to finish transmission, before 
performing transmission thereof. Consequently, CSMA can 
be a communication scheme based on the principle of"sense 
before transmit" or "listen before talk". A scheme for 
avoiding collision between transmitting devices in the con­
tention based communication system using CSMA includes 
carrier sense multiple access with collision detection 
(CSMA/CD) and/or carrier sense multiple access with col­
lision avoidance (CSMA/CA). CSMA/CD is a collision 
detection scheme in a wired local area network (LAN) 
environment. In CSMA/CD, a personal computer (PC) or a 
server which desires to perform communication in an Eth­
ernet environment first confirms whether communication 
occurs on a network and, if another device carries data on the 
network, the PC or the server waits and then transmits data. 
That is, when two or more users (e.g. PCs, UEs, etc.) 
simultaneously transmit data, collision occurs between 
simultaneous transmission and CSMA/CD is a scheme for 
flexibly transmitting data by monitoring collision. A trans­
mitting device using CSMA/CD adjusts data transmission 
thereof by sensing data transmission performed by another 
device using a specific rule. CSMA/CA is a MAC protocol 
specified in IEEE 802.11 standards. A wireless LAN 
(WLAN) system conforming to IEEE 802.11 standards does 
not use CSMA/CD which has been used in IEEE 802.3 
standards and uses CA, i.e. a collision avoidance scheme. 
Transmission devices always sense carrier of a network and, 
if the network is empty, the transmission devices wait for 
determined time according to locations thereof registered in 
a list and then transmit data. Various methods are used to 
determine priority of the transmission devices in the list and 
to reconfigure priority. In a system according to some 
versions ofIEEE 802.11 standards, collision may occur and, 
in this case, a collision sensing procedure is performed. A 
transmission device using CSMA/CA avoids collision 
between data transmission thereof and data transmission of 
another transmission device using a specific rule. 

[0045] In the present invention, a user equipment (UE) 
may be a fixed or mobile device. Examples of the UE 
include various devices that transmit and receive user data 
and/or various kinds of control information to and from a 
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base station (BS). The UE may be referred to as a terminal 
equipment (TE), a mobile station (MS), a mobile terminal 
(MT), a user terminal (UT), a subscriber station (SS), a 
wireless device, a personal digital assistant (PDA), a wire­
less modem, a handheld device, etc. In addition, in the 
present invention, a BS generally refers to a fixed station that 
performs communication with a UE and/or another BS, and 
exchanges various kinds of data and control information 
with the UE and another BS. The BS may be referred to as 
an advanced base station (ABS), a node-B (NB), an evolved 
node-B (eNB), a base transceiver system (BTS), an access 
point (AP), a processing server (PS), etc. In describing the 
present invention, a BS will be referred to as an eNB. 

[0046] In the present invention, a node refers to a fixed 
point capable of transmitting/receiving a radio signal 
through communication with a UE. Various types of eNBs 
may be used as nodes irrespective of the terms thereof. For 
example, a BS, a node B (NB), an e-node B (eNB), a 
pico-cell eNB (PeNB), a home eNB (HeNB), a relay, a 
repeater, etc. may be a node. In addition, the node may not 
be an eNB. For example, the node may be a radio remote 
head (RRH) or a radio remote unit (RRU). The RRH or RRU 
generally has a lower power level than a power level of an 
eNB. Since the RRH or RRU (hereinafter, RRH/RRU) is 
generally connected to the eNB through a dedicated line 
such as an optical cable, cooperative communication 
between RRH/RRU and the eNB can be smoothly per­
formed in comparison with cooperative communication 
between eNBs connected by a radio line. At least one 
antenna is installed per node. The antenna may mean a 
physical antenna or mean an antenna port, a virtual antenna, 
or an antenna group. A node may be referred to as a point. 
In the multi-node system, the same cell identity (ID) or 
different cell IDs may be used to transmit/receive signals 
to/from a plurality of nodes. If the plural nodes have the 
same cell ID, each of the nodes operates as a partial antenna 
group of one cell. If the nodes have different cell IDs in the 
multi-node system, the multi-node system may be regarded 
as a multi-cell (e.g. a macro-cell/femto-cell/pico-cell) sys­
tem. If multiple cells formed respectively by multiple nodes 
are configured in an overlaid form according to coverage, a 
network formed by the multiple cells is referred to as a 
multi-tier network. A cell ID of an RRH/RRU may be the 
same as or different from a cell ID of an eNB. When the 
RRH/RRU and the eNB use different cell IDs, both the 
RRH/RRU and the eNB operate as independent eNBs. 

[0047] In the multi-node system, one or more eNBs or 
eNB controllers connected to multiple nodes may control the 
nodes such that signals are simultaneously transmitted to or 
received from a UE through some or all nodes. While there 
is a difference between multi-node systems according to the 
nature of each node and implementation form of each node, 
multi-node systems are discriminated from single node 
systems (e.g. a centralized antenna system (CAS), conven­
tional MIMO systems, conventional relay systems, conven­
tional repeater systems, etc.) since a plurality of nodes 
provides communication services to a UE in a predeter­
mined time-frequency resource. Accordingly, embodiments 
of the present invention with respect to a method of per­
forming coordinated data transmission using some or all 
nodes may be applied to various types of multi-node sys­
tems. For example, a node refers to an antenna group spaced 
apart from another node by a predetermined distance or 
more, in general. However, embodiments of the present 
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invention, which will be described below, may even be 
applied to a case in which a node refers to an arbitrary 
antenna group irrespective of node interval. In the case of an 
eNB including an X-pole (cross-polarized) antenna, for 
example, the embodiments of the preset invention are appli­
cable on the assumption that the eNB controls a node 
composed of an H-pole antenna and a node composed of a 
V-pole antenna. 

[0048] A communication scheme through which signals 
are transmitted/received via a plurality of transmit (Tx)/ 
receive (Rx) nodes, signals are transmitted/received via at 
least one node selected from a plurality of Tx/Rx nodes, or 
a node transmitting a DL signal is discriminated from a node 
transmitting a UL signal is called multi-eNB MIMO or 
coordinated multi-point transmission/reception (CoMP). 
Coordinated transmission schemes from among CoMP com­
munication schemes may be broadly categorized into joint 
processing (JP) and scheduling coordination. The former 
may be divided into joint transmission (JT)/joint reception 
(JR) and dynamic point selection (DPS) and the latter may 
be divided into coordinated scheduling (CS) and coordinated 
beamforming (CB). DPS may be called dynamic cell selec­
tion (DCS). When JP is performed, a wider variety of 
communication environments can be formed, compared to 
other CoMP schemes. JT refers to a communication scheme 
by which a plurality of nodes transmits the same stream to 
a UE and JR refers to a communication scheme by which a 
plurality of nodes receive the same stream from the UE. The 
UE/eNB combine signals received from the plurality of 
nodes to restore the stream. In the case of JT/JR, signal 
transmission reliability can be improved according to trans­
mit diversity since the same stream is transmitted to/from a 
plurality of nodes. In JP, DPS refers to a communication 
scheme by which a signal is transmitted/received through a 
node selected from a plurality of nodes according to a 
specific rule. In the case of DPS, signal transmission reli­
ability can be improved because a node having a good 
channel state between the node and the UE is selected as a 
communication node. 

[0049] In the present invention, a cell refers to a prescribed 
geographical area to which one or more nodes provide a 
communication service. Accordingly, in the present inven­
tion, communicating with a specific cell may mean commu­
nicating with an eNB or a node which provides a commu­
nication service to the specific cell. In addition, a DL/UL 
signal of a specific cell refers to a DL/UL signal from/to an 
eNB or a node which provides a communication service to 
the specific cell. A node providing UL/DL communication 
services to a UE is called a serving node and a cell to which 
UL/DL communication services are provided by the serving 
node is especially called a serving cell. Furthermore, chan­
nel status/quality of a specific cell refers to channel status/ 
quality of a channel or communication link formed between 
an eNB or node which provides a communication service to 
the specific cell and a UE. The UE may measure DL channel 
state received from a specific node using cell-specific ref­
erence signal(s) (CRS(s)) transmitted on a CRS resource 
and/or channel state information reference signal(s) (CSI­
RS(s)) transmitted on a CSI-RS resource, allocated by 
antenna port(s) of the specific node to the specific node. 
Meanwhile, a 3GPP LTE/LTE-A system uses the concept of 
a cell in order to manage radio resources and a cell associ­
ated with the radio resources is distinguished from a cell of 
a geographic region. 
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[0050] Recently, to use a wider frequency band in recent 
wireless communication systems, introduction of carrier 
aggregation (or BW aggregation) technology that uses a 
wider UL/DL BW by aggregating a plurality of UL/DL 
frequency blocks has been discussed. A carrier aggregation 
(CA) is different from an orthogonal frequency division 
multiplexing (OFDM) system in that DL or UL communi­
cation is performed using a plurality of carrier frequencies, 
whereas the OFDM system carries a base frequency band 
divided into a plurality of orthogonal subcarriers on a single 
carrier frequency to perform DL or UL communication. 
Hereinbelow, each of carriers aggregated by carrier aggre­
gation will be referred to as a component carrier (CC). The 
"cell" associated with the radio resources is defined by 
combination of downlink resources and uplink resources, 
that is, combination ofDL CC and UL CC. The cell may be 
configured by downlink resources only, or may be config­
ured by downlink resources and uplink resources. If carrier 
aggregation is supported, linkage between a carrier fre­
quency of the downlink resources ( or D L CC) and a carrier 
frequency of the uplink resources ( or UL CC) may be 
indicated by system information. For example, combination 
of the DL resources and the UL resources may be indicated 
by linkage of system information block type 2 (SIB2). In this 
case, the carrier frequency means a center frequency of each 
cell or CC. A cell operating on a primary frequency may be 
referred to as a primary cell (Pcell) or PCC, and a cell 
operating on a secondary frequency may be referred to as a 
secondary cell (Scell) or SCC. The carrier corresponding to 
the Pcell on downlink will be referred to as a downlink 
primary CC (DL PCC), and the carrier corresponding to the 
Pcell on uplink will be referred to as an uplink primary CC 
(UL PCC). A Scell means a cell that may be configured after 
completion of radio resource control (RRC) connection 
establishment and used to provide additional radio 
resources. The Scell may form a set of serving cells for the 
UE together with the Peel! in accordance with capabilities of 
the UE. The carrier corresponding to the Scell on the 
downlink will be referred to as downlink secondary CC (DL 
SCC), and the carrier corresponding to the Scell on the 
uplink will be referred to as uplink secondary CC (UL SCC). 
Although the UE is in RRC-CONNECTED state, if it is not 
configured by carrier aggregation or does not support carrier 
aggregation, a single serving cell configured by the Peel! 
only exists. 

[0051] A "cell" of a geographic region may be understood 
as coverage within which a node can provide service using 
a carrier and a "cell" of a radio resource is associated with 
bandwidth (BW) which is a frequency range configured by 
the carrier. Since DL coverage, which is a range within 
which the node is capable of transmitting a valid signal, and 
UL coverage, which is a range within which the node is 
capable of receiving the valid signal from the UE, depends 
upon a carrier carrying the signal, the coverage of the node 
may be associated with coverage of the "cell" of a radio 
resource used by the node. Accordingly, the term "cell" may 
be used to indicate service coverage of the node sometimes, 
a radio resource at other times, or a range that a signal using 
a radio resource can reach with valid strength at other times. 

[0052] 3GPP LTE/LTE-A standards define DL physical 
channels corresponding to resource elements carrying infor­
mation derived from a higher layer and DL physical signals 
corresponding to resource elements which are used by a 
physical layer but which do not carry information derived 
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from a higher layer. For example, a physical downlink 
shared channel (PDSCH), a physical broadcast channel 
(PBCH), a physical multicast channel (PMCH), a physical 
control format indicator channel (PCFICH), a physical 
downlink control channel (PDCCH), and a physical hybrid 
ARQ indicator channel (PRICH) are defined as the DL 
physical channels, and a reference signal and a synchroni­
zation signal are defined as the DL physical signals. A 
reference signal (RS), also called a pilot, refers to a special 
waveform of a predefined signal known to both a BS and a 
UE. For example, a cell-specific RS (CRS), a VE-specific 
RS (UE-RS), a positioning RS (PRS), and channel state 
information RS (CSI-RS) may be defined as DL RSs. 
Meanwhile, the 3GPP LTE/LTE-A standards define UL 
physical channels corresponding to resource elements car­
rying information derived from a higher layer and UL 
physical signals corresponding to resource elements which 
are used by a physical layer but which do not carry infor­
mation derived from a higher layer. For example, a physical 
uplink shared channel (PUSCH), a physical uplink control 
channel (PUCCH), and a physical random access channel 
(PRACH) are defined as the UL physical channels, and a 
demodulation reference signal (DM RS) for a UL control/ 
data signal and a sounding reference signal (SRS) used for 
UL channel measurement are defined as the UL physical 
signals. 

[0053] In the present invention, a physical downlink con­
trol channel (PDCCH), a physical control format indicator 
channel (PCFICH), a physical hybrid automatic retransmit 
request indicator channel (PRICH), and a physical downlink 
shared channel (PDSCH) refer to a set of time-frequency 
resources or resource elements (REs) carrying downlink 
control information (DCI), a set of time-frequency resources 
or REs carrying a control format indicator (CFI), a set of 
time-frequency resources or REs carrying downlink 
acknowledgement (ACK)/negative ACK (NACK), and a set 
of time-frequency resources or REs carrying downlink data, 
respectively. In addition, a physical uplink control channel 
(PUCCH), a physical uplink shared channel (PUSCH) and a 
physical random access channel (PRACH) refer to a set of 
time-frequency resources or REs carrying uplink control 
information (UCI), a set of time-frequency resources or REs 
carrying uplink data and a set of time-frequency resources or 
REs carrying random access signals, respectively. In the 
present invention, in particular, a time-frequency resource or 
RE that is assigned to or belongs to PDCCH/PCFICH/ 
PRICH/PDSCH/PUCCH/PUSCH/PRACH is referred to as 
PDCCH/PCFICH/PRICH/PDSCH/PUCCH/PUSCH/ 
PRACH RE or PDCCH/PCFICH/PRICH/PDSCH/PUCCH/ 
PUSCH/PRACH time-frequency resource, respectively. 
Therefore, in the present invention, PUCCH/PUSCH/ 
PRACH transmission of a UE is conceptually identical to 
UCI/uplink data/random access signal transmission on 
PUSCH/PUCCH/PRACH, respectively. In addition, 
PDCCH/PCFICH/PRICH/PDSCH transmission of an eNB 
is conceptually identical to downlink data/DCI transmission 
on PDCCH/PCFICH/PRICH/PDSCH, respectively. 

[0054] In addition, in the present invention, a PBCH/(e) 
PDCCH/PDSCH/PUCCH/PUSCH region refers to a time­
frequency resource region to which PBCH/(e)PDCCH/ 
PDSCH/PUCCH/PUSCH has been mapped or may be 
mapped. 

[0055] Hereinafter, OFDM symbol/subcarrier/RE to or for 
which CRS/DMRS/CSI-RS/SRS/UE-RS/TRS is assigned or 
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configured will be referred to as CRS/DMRS/CSI-RS/SRS/ 
UE-RS/TRS symbol/carrier/subcarrier/RE. For example, an 
OFDM symbol to or for which a tracking RS (TRS) is 
assigned or configured is referred to as a TRS symbol, a 
subcarrier to or for which the TRS is assigned or configured 
is referred to as a TRS subcarrier, and an RE to or for which 
the TRS is assigned or configured is referred to as a TRS RE. 
In addition, a subframe configured for transmission of the 
TRS is referred to as a TRS subframe. Moreover, a subframe 
in which a broadcast signal is transmitted is referred to as a 
broadcast subframe or a PBCH subframe and a subframe in 
which a synchronization signal (e.g. PSS and/or SSS) is 
transmitted is referred to a synchronization signal subframe 
or a PSS/SSS subframe. OFDM symbol/subcarrier/RE to or 
for which PSS/SSS is assigned or configured is referred to 
as PSS/SSS symbol/subcarrier/RE, respectively. 
[0056] In the present invention, a CRS port, a UE-RS port, 
a CSI-RS port, and a TRS port refer to an antenna port 
configured to transmit a CRS, an antenna port configured to 
transmit a UE-RS, an antenna port configured to transmit a 
CSI-RS, and an antenna port configured to transmit a TRS, 
respectively. Antenna ports configured to transmit CRSs 
may be distinguished from each other by the locations of 
REs occupied by the CRSs according to CRS ports, antenna 
ports configured to transmit UE-RSs may be distinguished 
from each other by the locations of REs occupied by the 
UE-RSs according to UE-RS ports, and antenna ports con­
figured to transmit CSI-RSs may be distinguished from each 
other by the locations of REs occupied by the CSI-RSs 
according to CSI-RS ports. Therefore, the term CRS/UE­
RS/CSI-RS/TRS ports may also be used to indicate a pattern 
of REs occupied by CRSs/UE-RSs/CSI-RSs/TRSs in a 
predetermined resource region. In the present invention, 
both a DMRS and a UE-RS refer to RSs for demodulation 
and, therefore, the terms D MRS and UE-RS are used to refer 
to RSs for demodulation. 
[0057] FIG. 1 illustrates the structure of a radio frame used 
in a wireless communication system. 
[0058] Specifically, FIG. l(a) illustrates an exemplary 
structure of a radio frame which can be used in frequency 
division multiplexing (FDD) in 3GPP LTE/LTE-A and FIG. 
l(b) illustrates an exemplary structure of a radio frame 
which can be used in time division multiplexing (TDD) in 
3GPP LTE/LTE-A. 
[0059] Referring to FIG. 1, a 3GPP LTE/LTE-A radio 
frame is 10 ms (307,200TJ in duration. The radio frame is 
divided into 10 subframes of equal size. Subframe numbers 
may be assigned to the 10 subframes within one radio frame, 
respectively. Here, Ts denotes sampling time where Ts=l/ 
(2048*15 kHz). Each subframe is 1 ms long and is further 
divided into two slots. 20 slots are sequentially numbered 
from Oto 19 in one radio frame. Duration of each slot is 0.5 
ms. A time interval in which one subframe is transmitted is 
defined as a transmission time interval (TTI). Time 
resources may be distinguished by a radio frame number ( or 
radio frame index), a subframe number ( or subframe index), 
a slot number (or slot index), and the like. 
[0060] A radio frame may have different configurations 
according to duplex modes. In FDD mode for example, 
since DL transmission and UL transmission are discrimi­
nated according to frequency, a radio frame for a specific 
frequency band operating on a carrier frequency includes 
either DL subframes or UL subframes. In TDD mode, since 
DL transmission and UL transmission are discriminated 
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according to time, a radio frame for a specific frequency 
band operating on a carrier frequency includes both DL 
subframes and UL subframes. 
[0061] Table 1 shows an exemplary UL-DL configuration 
within a radio frame in TDD mode. 

TABLE 1 

Downlink-to-Uplink 
Uplink-downlink Switch-point Subframe number 

configuration periodicity 0 2 4 

0 5 ms D s u u u D s 
5 ms D s u u D D s 

2 5 ms D s u D D D s 
10 ms D s u u u D D 

4 10 ms D s u u D D D 
10 ms D s u D D D D 
5 ms D s u u u D s 

[0062] In Table 1, D denotes a DL subframe, U denotes a 
UL subframe, and S denotes a special subframe. The special 
subframe includes three fields, i.e. downlink pilot time slot 
(DwPTS), guard period (GP), and uplink pilot time slot 
(UpPTS). DwPTS is a time slot reserved for DL transmis­
sion and UpPTS is a time slot reserved for UL transmission. 
Table 2 shows an example of the special subframe configu­
ration. 

TABLE 2 

6 

7 

u 
u 
u 
D 
D 
D 
u 

Normal Extended 
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NuLsymb denotes the number ofOFDM symbols in a UL slot, 
and NRB sc denotes the number of subcarriers configuring one 
RB. 
[0065] An OFDM symbol may be referred to as an OFDM 
symbol, a single carrier frequency division multiplexing 

9 

u u 
u D 
D D 
D D 
D D 
D D 
u D 

(SC-FDM) symbol, etc. according to multiple access 
schemes. The number of OFDM symbols included in one 
slot may be varied according to channel bandwidths and CP 
lengths. For example, in a normal cyclic prefix (CP) case, 
one slot includes 7 OFDM symbols. In an extended CP case, 
one slot includes 6 OFDM symbols. Although one slot of a 
subframe including 7 OFDM symbols is shown in FIG. 2 for 
convenience of description, embodiments of the present 

cyclic prefix in downlink cyclic prefix in downlink 

U PTS U PTS 

Normal Extended Normal 
cyclic cyclic cyclic 

Special subframe prefix in prefix in prefix in 
configuration DwPTS uplink uplink DwPTS uplink 

0 6592 · T, 2192 · T, 2560 · T, 7680 . T, 2192 · T, 
19760 . T, 20480 . T, 

2 21952 · T, 23040 . T, 
24144 · T, 25600 . T, 

4 26336 · T, 7680 . T, 4384 · T, 
6592 · T, 4384 · T, 5120 · T, 20480 . T, 

19760 . T, 23040 . T, 
7 21952 · T, 

24144 · T, 

[0063] FIG. 2 illustrates the structure of a DL/UL slot 
structure in a wireless communication system. In particular, 
FIG. 2 illustrates the structure of a resource grid of a 3GPP 
LTE/LTE-A system. One resource grid is defined per 
antenna port. 

[0064] Referring to FIG. 2, a slot includes a plurality of 
orthogonal frequency division multiplexing (OFDM) sym­
bols in the time domain and includes a plurality of resource 
blocks (RBs) in the frequency domain. The OFDM symbol 
may refer to one symbol duration. Referring to FIG. 2, a 
signal transmitted in each slot may be expressed by a 
resource grid including NDL!UL RB *NRBsc subcarriers and 
NDL/UL symb OFDM symbols. NDL RB denotes the number of 
RBs in a DL slot and NuL RB denotes the number of RBs in 
a UL slot. NDL RB and NuL RB depend on a DL transmission 
bandwidth and a UL transmission bandwidth, respectively. 
NDLsymb denotes the number ofOFDM symbols ina DL slot, 

Extended 
cyclic 

prefix in 
uplink 

2560 · T, 

5120 · T, 

invention are similarly applicable to subframes having a 
different number of OFDM symbols. Referring to FIG. 2, 
each OFDM symbol includes NDL!UL RB *NRBsc subcarriers 
in the frequency domain. The type of the subcarrier may be 
divided into a data subcarrier for data transmission, a 
reference signal (RS) subcarrier for RS transmission, and a 
null subcarrier for a guard band and a DC component. The 
null subcarrier for the DC component is unused and is 
mapped to a carrier frequency f0 in a process of generating 
an OFDM signal or in a frequency up-conversion process. 
The carrier frequency is also called a center frequency fc 

[0066] One RB is defined as NDL/ULsymb (e.g. 7) consecu­
tive OFDM symbols in the time domain and as NRBsc (e.g. 
12) consecutive subcarriers in the frequency domain. For 
reference, a resource composed of one OFDM symbol and 
one subcarrier is referred to a resource element (RE) or tone. 
Accordingly, one RB includes NDL/ULsymb *NRBsc REs. Each 
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RE within a resource grid may be uniquely defined by an 
index pair (k, I) within one slot. k is an index ranging from 
0 to NDL!UL RB *NRB sc -1 in the frequency domain, and I is an 
index ranging from Oto NDL/ULsymbl-l in the time domain. 
[0067] Meanwhile, one RB is mapped to one physical 
resource block (PRB) and one virtual resource block (VRB). 
A PRB is defined as NDLsymb (e.g. 7) consecutive OFDM or 
SC-FDM symbols in the time domain and NRBsc (e.g. 12) 
consecutive subcarriers in the frequency domain. Accord­
ingly, one PRB is configured with NDL/UL symb *NRB sc REs. In 
one subframe, two RBs each located in two slots of the 
subframe while occupying the same NRBsc consecutive sub­
carriers are referred to as a physical resource block (PRB) 
pair. Two RBs configuring a PRB pair have the same PRB 
number (or the same PRB index). 
[0068] FIG. 3 illustrates a radio frame structure for trans­
mission of a synchronization signal (SS). Specifically, FIG. 
3 illustrates a radio frame structure for transmission of an SS 
and a PBCH in frequency division duplex (FDD), wherein 
FIG. 3(a) illustrates transmission locations of an SS and a 
PBCH in a radio frame configured as a normal cyclic prefix 
(CP) and FIG. 3(b) illustrates transmission locations of an 
SS and a PBCH in a radio frame configured as an extended 
CP. 
[0069] If a UE is powered on or newly enters a cell, the UE 
performs an initial cell search procedure of acquiring time 
and frequency synchronization with the cell and detecting a 
physical cell identity Neel/ID of the cell. To this end, the UE 
may establish synchronization with the eNB by receiving 
synchronization signals, e.g. a primary synchronization sig­
nal (PSS) and a secondary synchronization signal (SSS), 
from the eNB and obtain information such as a cell identity 
(ID). 
[0070] An SS will be described in more detail with refer­
ence to FIG. 3. An SS is categorized into a PSS and an SSS. 
The PSS is used to acquire time-domain synchronization of 
OFDM symbol synchronization, slot synchronization, etc. 
and/or frequency-domain synchronization and the SSS is 
used to acquire frame synchronization, a cell group ID, 
and/or CP configuration of a cell (i.e. information as to 
whether a normal CP is used or an extended CP is used). 
Referring to FIG. 3, each of a PSS and an SSS is transmitted 
on two OFDM symbols of every radio frame. More specifi­
cally, SSs are transmitted in the first slot of subframe 0 and 
the first slot of subframe 5, in consideration of a global 
system for mobile communication (GSM) frame length of 
4.6 ms for facilitation of inter-radio access technology 
(inter-RAT) measurement. Especially, a PSS is transmitted 
on the last OFDM symbol of the first slot of subframe 0 and 
on the last OFDM symbol of the first slot of subframe 5 and 
an SSS is transmitted on the second to last OFDM symbol 
of the first slot of subframe 0 and on the second to last 
OFDM symbol of the first slot of subframe 5. A boundary of 
a corresponding radio frame may be detected through the 
SSS. The PSS is transmitted on the last OFDM symbol of a 
corresponding slot and the SSS is transmitted on an OFDM 
symbol immediately before an OFDM symbol on which the 
PSS is transmitted. A transmit diversity scheme of an SS 
uses only a single antenna port and standards therefor are not 
separately defined. That is, a single antenna port transmis­
sion scheme or a transmission scheme transparent to a UE 
( e.g. precoding vector switching (PVS), time switched trans­
mit diversity (TSTD), or cyclic delay diversity (CDD)) may 
be used for transmit diversity of an SS. 
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[0071] An SS may represent a total of 504 unique physical 
layer cell IDs by a combination of 3 PSSs and 168 SSSs. In 
other words, the physical layer cell IDs are divided into 168 
physical layer cell ID groups each including three unique 
IDs so that each physical layer cell ID is a part of only one 
physical layer cell ID group. Accordingly, a physical layer 
cell ID Neel/ID (=3NC1lID+NC2 lID) is uniquely defined as 
number NC 1lID in the range of0 to 167 indicating a physical 
layer cell ID group and number NC2l ID from 0 to 2 indicating 
the physical layer ID in the physical layer cell ID group. A 
UE may be aware of one of three unique physical layer IDs 
by detecting the PSS and may be aware of one of 168 
physical layer cell IDs associated with the physical layer ID 
by detecting the SSS. A length-63 Zadoff-Chu (ZC) 
sequence is defined in the frequency domain and is used as 
the PSS. 
[0072] Referring to FIG. 3, upon detecting a PSS, a UE 
may discern that a corresponding subframe is one of sub­
frame 0 and subframe 5 because the PSS is transmitted every 
5 ms but the UE cannot discern whether the subframe is 
subframe 0 or subframe 5. Accordingly, the UE cannot 
recognize the boundary of a radio frame only by the PSS. 
That is, frame synchronization cannot be acquired only by 
the PSS. The UE detects the boundary of a radio frame by 
detecting an SSS which is transmitted twice in one radio 
frame with different sequences. 
[0073] Thus, for cell search/re-search, the UE may receive 
the PSS and the SSS from the eNB to establish synchroni­
zation with the eNB and acquire information such as a cell 
ID. Thereafter, the UE may receive broadcast information in 
a cell managed by the eNB over a PBCH. 
[0074] The message content of the PBCH are expressed in 
a master information block (MIB) in a radio resource control 
(RRC) layer. Specifically, the message content of the PBCH 
is shown in Table 3. 

TABLE 3 

-- ASNlSTART 
MasterinformationBlock .. - SEQUENCE { 

dl-Bandwidth ENUMERATED { 
n6, n15, n25, n50, n75, nl00}, 

phich-Config PHICH-Config, 
systemFrameNurnber BIT STRING (SIZE (8)), 
spare BIT STRING (SIZE (10)) 

} 
--ASNlSTOP 

[0075] As shown in Table 4, the MIB includes DL band­
width (BW), PRICH configuration, and a system frame 
number (SFN). For example, among the parameters of the 
MIB, the parameter di-Bandwidth is a parameter indicating 
the number ofRBs NRB on DL. This parameter may indicate 
a DL system bandwidth in a manner that n6 corresponds to 
6 RBs, and n15 corresponds to 15 RBs. Among the param­
eters of the MIB, the parameter sytemFrameNumber defines 
8 most significant bits of an SFN. The two least significant 
bits of the SFN may be implicitly obtained by decoding the 
PBCH. The timing of 40 ms PBCH TTI indicates two least 
significant bits. For example, in the 40 ms PBCH TTI, the 
first radio frame indicates 00, the second radio frame indi­
cates 01, the third radio frame indicates 10, and the last radio 
frame indicates 11. Accordingly, the UE may be explicitly 
aware of information about the DL BW, SFN, and PRICH 
configuration by receiving the MIB. Meanwhile, informa­
tion which may be implicitly recognized by the UE through 
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reception of the PBCH includes the number of transmit 
antenna ports of the eNB. Information about the number of 
transmit antennas of the eNB is implicitly signaled by 
masking (e.g. XOR operation) a sequence corresponding to 
the number of transmit antennas to a 16-bit cyclic redun­
dancy check (CRC) used for error detection of the PBCH. 
For example, masking sequences shown below may be used 
according to the number of antennas. 

TABLE 4 

Number of transmit antenna 
PBCH CRC mask <xant,O, Xant,1' ... ' Xant, 

ports at eNode-B 1s> 

2 
4 

<0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0> 
<1, 1, 1, 1, 1, 1, 1, 1, 1, 1, 1, 1, 1, 1, 1, 1> 
<O, 1, 0, 1, 0, 1, 0, 1, 0, 1, 0, 1, 0, 1, 0, 1> 

[0076] The PBCH is mapped to REs after cell-specific 
scrambling, modulation, layer mapping, and precoding are 
applied thereto. 
[0077] FIG. 3 illustrates exemplary mapping based on one 
radio frame and, in fact, an encoded PBCH is mapped to 4 
subframes substantially for 40 ms. The time of 40 ms is 
blind-detected and explicit signalling about 40 ms is not 
separately present. The PBCH is mapped to 4 OFDM 
symbols and 72 subcarriers in one subframe. The PBCH is 
not mapped to REs in which RSs for 4 transmit antennas are 
located regardless of the number of actual transmit antennas 
of the eNB. For reference, even in the frame structure 
applied to TDD, illustrated in FIG. l(b), the PBCH is 
mapped to 4 subframes during 40 ms and is mapped to 4 
OFDM symbols and 72 subcarriers in one subframe. In 
TDD, the PBCH may be located on OFDM symbols O to 3 
of slot 1 (the rear slot of subframe 0) and slot 11 (the rear slot 
of subframe 5) among slots O to 19 of a radio frame. 

[0078] When a UE accesses an eNB or a cell for the first 
time or does not have a radio resource allocated for trans­
mission of a signal to the eNB or the cell, the UE may 
perform a random access procedure. To perform the random 
access procedure, the UE may transmit a specific sequence 
over a PRACH as a random access preamble, and receive a 
response message for the random access preamble over a 
PDCCH and/or a PDSCH corresponding to the PDCCH. 
Thereby, a radio resource necessary for signal transmission 
may be allocated to the UE. In the random access procedure, 
a UE identifier may be configured for the UE. For example, 
a cell radio network temporary identifier (C-RNTI) may 
identify the UE in a cell, and may be temporary, semi­
persistent or permanent. A temporary C-RNTI may be 
allocated in a temporary access process, and may become a 
permanent C-RNTI after contention is resolved. A semi­
persistent C-RNTI is used to schedule semi-persistent 
resources through a PDCCH. The semi-persistent C-RNTI is 
also called a semi-persistent scheduling (SPS)C-RNTI. A 
permanent C-RNTI has a C-RNTI value allocated after 
contention is resolved in the random access procedure, and 
is used to schedule a dynamic resource. 

[0079] FIG. 4 illustrates the structure of a DL subframe 
used in a wireless communication system. 

[0080] A DL subframe is divided into a control region and 
a data region in the time domain. Referring to FIG. 4, a 
maximum of3 (or 4) OFDM symbols located in a front part 
of a first slot of a subframe corresponds to the control region. 
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Hereinafter, a resource region for PDCCH transmission in a 
DL subframe is referred to as a PDCCH region. OFDM 
symbols other than the OFDM symbol(s) used in the control 
region correspond to the data region to which a physical 
downlink shared channel (PDSCH) is allocated. Hereinafter, 
a resource region available for PDSCH transmission in the 
DL subframe is referred to as a PDSCH region. Examples of 
a DL control channel used in 3GPP LTE include a physical 
control format indicator channel (PCFICH), a physical 
downlink control channel (PDCCH), a physical hybridARQ 
indicator channel (PRICH), etc. The PCFICH is transmitted 
in the first OFDM symbol of a subframe and carries infor­
mation about the number of OFDM symbols available for 
transmission of a control channel within a subframe. The 
PRICH carries a HARQ (HybridAutomatic Repeat Request) 
ACK/NACK ( acknowledgment/negative-acknowledgment) 
signal as a response to UL transmission. 

[0081] The control information transmitted through the 
PDCCH will be referred to as downlink control information 
(DCI). The DCI includes resource allocation information for 
a UE or UE group and other control information. Transmit 
format and resource allocation information of a downlink 
shared channel (DL-SCH) are referred to as DL scheduling 
information or DL grant. Transmit format and resource 
allocation information of an uplink shared channel (UL­
SCH) are referred to as UL scheduling information or UL 
grant. The size and usage of the DCI carried by one PDCCH 
are varied depending on DCI formats. The size of the DCI 
may be varied depending on a coding rate. In the current 
3GPP LTE system, various formats are defined, wherein 
formats O and 4 are defined for a UL, and formats 1, IA, lB, 
IC, ID, 2, 2A, 2B, 3 and 3A are defined for a DL. 
Combination selected from control information such as a 
hopping flag, RB allocation, modulation coding scheme 
(MCS), redundancy version (RV), new data indicator (NDI), 
transmit power control (TPC), cyclic shift, cyclic shift 
demodulation reference signal (DM RS), UL index, channel 
quality information (CQI) request, DL assignment index, 
HARQ process number, transmitted precoding matrix indi­
cator (TPMI), precoding matrix indicator (PMI) information 
is transmitted to the UE as the DCI. 

[0082] A plurality of PDCCHs may be transmitted within 
a control region. A UE may monitor the plurality of 
PDCCHs. An eNB determines a DCI format depending on 
the DCI to be transmitted to the UE, and attaches cyclic 
redundancy check (CRC) to the DCI. The CRC is masked 
(or scrambled) with an identifier (for example, a radio 
network temporary identifier (RNTI)) depending on usage of 
the PDCCH or owner of the PDCCH. For example, if the 
PDCCH is for a specific UE, the CRC may be masked with 
an identifier (for example, cell-RNTI (C-RNTI)) of the 
corresponding UE. If the PDCCH is for a paging message, 
the CRC may be masked with a paging identifier (for 
example, paging-RNTI (P-RNTI)). If the PDCCH is for 
system information (in more detail, system information 
block (SIB)), the CRC may be masked with system infor­
mation RNTI (SI-RNTI). If the PDCCH is for a random 
access response, the CRC may be masked with a random 
access RNTI (RA-RNTI). For example, CRC masking (or 
scrambling) includes XOR operation of CRC and RNTI at 
the bit level. 

[0083] The PDCCH is transmitted on an aggregation of 
one or a plurality of continuous control channel elements 
(CCEs). The CCE is a logic allocation unit used to provide 
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a coding rate based on the status of a radio channel to the 
PDCCH. The CCE corresponds to a plurality of resource 
element groups (REGs ). For example, one CCE corresponds 
to nine resource element groups (REGs ), and one REG 
corresponds to four REs. Four QPSK symbols are mapped 
to each REG. A resource element (RE) occupied by the 
reference signal (RS) is not included in the REG. Accord­
ingly, the number of REGs within given OFDM symbols is 
varied depending on the presence of the RS. The REGs are 
also used for other downlink control channels (that is, 
PDFICH and PRICH). The number ofDCI formats and DCI 
bits is determined in accordance with the number of CCEs. 
For example, the PCFICH and PRICH include 4 REGs and 
3 REGs, respectively. Assuming that the number of REGs 
not allocated to the PCFICH or the PRICH is NREG, the 
number of available CCEs in a DL subframe for PDCCH(s) 
in a system is numbered from 0 to NccE-1, where 
N cCE=floor(N REG/9). 

[0084] A PDCCH format and the number of DCI bits are 
determined in accordance with the number of CCEs. The 
CCEs are numbered and consecutively used. To simplify the 
decoding process, a PDCCH having a format including n 
CCEs may be initiated only on CCEs assigned numbers 
corresponding to multiples of n. For example, a PDCCH 
including n consecutive CCEs may be initiated only on 
CCEs satisfying 'i mod n=0'. Herein, i denotes a CCE index 
(or a CCE number). 

[0085] The number of CCEs used for transmission of a 
specific PDCCH is determined by the eNB in accordance 
with channel status. For example, one CCE may be required 
for a PDCCH for a VE (for example, adjacent to eNB) 
having a good downlink channel. However, in case of a 
PDCCH for a VE (for example, located near the cell edge) 
having a poor channel, eight CCEs may be required to obtain 
sufficient robustness. Additionally, a power level of the 
PDCCH may be adjusted to correspond to a channel status. 

[0086] In a 3GPP LTE/LTE-A system, a set of CCEs on 
which a PDCCH can be located for each VE is defined. A 
CCE set in which the VE can detect a PDCCH thereof is 
referred to as a PDCCH search space or simply as a search 
space (SS). An individual resource on which the PDCCH 
can be transmitted in the SS is called a PDCCH candidate. 
A set of PDCCH candidates that the VE is to monitor is 
defined as the SS. SSs for respective PDCCH formats may 
have different sizes and a dedicated SS and a common SS are 
defined. The dedicated SS is a VE-specific SS (USS) and is 
configured for each individual VE. The common SS (CSS) 
is configured for a plurality of VEs. The following table 
shows aggregation levels for defining SSs. 

TABLE 5 

Number of 
PDCCH 

Search s12ace s/L) candidates 

Type Aggregation level L Size [in CCEs] M(L) 

UE-
specific 2 12 

4 2 
16 2 

Common 4 16 4 
16 2 

9 
Dec. 1, 2016 

[0087] The eNB transmits an actual PDCCH (DCI) on a 
PDCCH candidate in a search space and the VE monitors the 
search space to detect the PDCCH (DCI). Here, monitoring 
implies attempting to decode each PDCCH in the corre­
sponding SS according to all monitored DCI formats. The 
VE may detect a PDCCH thereof by monitoring a plurality 
of PDCCHs. Basically, the VE does not know the location 
at which a PDCCH thereof is transmitted. Therefore, the VE 
attempts to decode all PDCCHs of the corresponding DCI 
format for each subframe until a PDCCH having an ID 
thereof is detected and this process is referred to as blind 
detection (or blind decoding (BD)). 
[0088] For example, it is assumed that a specific PDCCH 
is CRC-masked with a radio network temporary identity 
(RNTI) 'A' and information about data transmitted using a 
radio resource 'B' (e.g. frequency location) and using trans­
port format information 'C' ( e.g. transmission block size, 
modulation scheme, coding information, etc.) is transmitted 
in a specific DL subframe. Then, the VE monitors the 
PDCCH using RNTI information thereof. The VE having 
the RNTI 'A' receives the PDCCH and receives the PDSCH 
indicated by 'B' and 'C' through information of the received 
PDCCH. 
[0089] In order for the receiving device to restore a signal 
transmitted by the transmitting device, an RS for estimating 
a channel between the receiving device and the transmitting 
device is needed. RSs may be categorized into RSs for 
demodulation and RSs for channel measurement. CRSs 
defined in the 3GPP LTE system can be used for both 
demodulation and channel measurement. In a 3GPP LTE-A 
system, a VE-specific RS (hereinafter, a VE-RS) and a 
CSI-RS are further defined in addition to a CRS. The VE-RS 
is used to perform demodulation and the CSI-RS is used to 
derive CSL Meanwhile, RSs are divided into a dedicated RS 
(DRS) and a common RS (CRS) according to whether a VE 
recognizes presence thereof. The DRS is known only to a 
specific VE and the CRS is known to all VEs. Among RSs 
defined in the 3GPP LTE-A system, the cell-specific RS may 
be considered a sort of the common RS and the DRS may be 
considered a sort of the VE-RS. 
[0090] For reference, demodulation may be viewed as a 
part of the decoding process. In the present invention, the 
terms demodulation and decoding are used interchangeably. 
[0091] FIG. 5 illustrates configuration of cell specific 
reference signals (CRSs) and user specific reference signals 
(UE-RS). In particular, FIG. 5 shows REs occupied by the 
CRS(s) and VE-RS(s) on an RB pair of a subframe having 
a normal CP. 
[0092] In an existing 3GPP system, since CRSs are used 
for both demodulation and measurement, the CRSs are 
transmitted in all DL subframes in a cell supporting PDSCH 
transmission and are transmitted through all antenna ports 
configured at an eNB. 
[0093] A VE may measure CSI using the CRSs and 
demodulate a signal received on a PDSCH in a subframe 
including the CRSs. That is, the eNB transmits the CRSs at 
predetermined locations in each RB of all RBs and the VE 
performs channel estimation based on the CRSs and detects 
the PDSCH. For example, the VE may measure a signal 
received on a CRS RE and detect a PDSCH signal from an 
RE to which the PDSCH is mapped using the measured 
signal and using the ratio of reception energy per CRS RE 
to reception energy per PDSCH mapped RE. However, 
when the PDSCH is transmitted based on the CRSs, since 
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the eNB should transmit the CRSs in all RBs, unnecessary 
RS overhead occurs. To solve such a problem, in a 3GPP 
LTE-A system, a VE-specific RS (hereinafter, UE-RS) and 
a CSI-RS are further defined in addition to a CRS. The 
UE-RS is used for demodulation and the CSI-RS is used to 
derive CSL The UE-RS is one type of DRS. Since the 
UE-RS and the CRS are used for demodulation, the UE-RS 
and the CRS may be regarded as demodulation RSs in terms 
of usage. Since the CSI-RS and the CRS are used for channel 
measurement or charmel estimation, the CSI-RS and the 
CRS may be regarded as measurement RSs. 

[0094] UE-RSs are transmitted on antenna port(s) p=5, 
p=7, p=S orp=7,8, ... , v+6 for PDSCH transmission, where 
v is the number of layers used for the PDSCH transmission. 
UE-RSs are present and are a valid reference for PDSCH 
demodulation only if the PDSCH transmission is associated 
with the corresponding antenna port. UE-RSs are transmit­
ted only on RBs to which the corresponding PDSCH is 
mapped. That is, the UE-RSs are configured to be transmit­
ted only on RB(s) to which a PDSCH is mapped in a 
subframe in which the PDSCH is scheduled unlike CRSs 
configured to be transmitted in every subframe irrespective 
of whether the PDSCH is present. Accordingly, overhead of 
the RS may be lowered compared to that of the CRS. 

[0095] In the 3GPP LTE-A system, the UE-RSs are 
defined in a PRB pair. Referring to FIG. 7, in a PRB having 
frequency-domain index nPRB assigned for PDSCH trans­
mission with respect to p=7, p=S, or p=7,8, ... , v+6, a part 
of UE-RS sequence r(m) is mapped to complex-valued 
modulation symbols ak/P) in a subframe according to the 
following equation. · 

where wP(i), I', m' are given as follows. 

Wp(i) = { 

Wp(i) (m'+npRs)mod2=0 

Wp(3 - i) (m' + npRs)mod2 = 1 

k = Sm' + Ns:B llPRB + k' 

k' -{ 1 p E {7, 8, 11, 13) 

- 0 p E {9, 10, 12, 14) 

l 
l'mod2+ 2 

l- l'mod2+ 

2 + 3Ll' /2J 

l'mod2 + 5 

if in a special subframe with 

configuration 3, 4, or 8 (see Table 2) 

if in a special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

if not in a special subframe 

l' = 

0, 1, 2, 3 
if n,mod2 = 0 and in a special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

[Equation 1] 

0, 1 
if n,mod2 = 0 and not in special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

2, 3 
if n,mod2 = 1 and not in special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

m' =0, 1, 2 

[0096] where ns is the slot number within a radio frame 
and an integer among 0 to 19. The sequence wP (i) for 
normal CP is given according to the following equation. 
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Antenna port p 

9 
10 
11 
12 
13 
14 

TABLE 6 

[+1 +1 +1 +1] 
[+1 -1 +1 -1] 
[+1 +1 +1 +1] 
[+1 -1 +1 -1] 
[+1 +1 -1 -1] 
[-1 -1 +1 +1] 
[+1 -1 -1 +1] 
[-1 +1 +1 -1] 

[0097] For antenna port pE{7,8, ... , v+6}, the UE-RS 
sequence r(m) is defined as follows 

1 1 
r(m) = ,fi (1 - 2 · c(2m)) + j ,fi (1 - 2 · c(2m + 1)), 

{ 

0, 1, ... 
m= 

0, 1,. 

, 12N'ftf:·DL - 1 normal cyclic prefix 

, 16N'f/'jf'·DL - 1 extended cyclic prefix 

[Equation 3] 

[0098] c(i) is a pseudo-random sequence defined by a 
length-31 Gold sequence. The output sequence c(n) of 
length MPN, where n=0,1, ... , MpN""l, is defined by the 
following equation. 

c(n)~(x1(n+Nc)+xoCn+Nc))mod 2 

x2 (n+31 )~(xin+3)+x2 (n+2)+x2 (n+ l)+xoCn))mod 2 [Equation 4] 

[0099] where Nc=1600 and the first m-sequence is initial­
ized with x 1(0)=1, x 1 (n)=0, n=l, 2, ... , 30. The initialization 
of the second m-sequence is denoted by c,n,,=~,~/0xii)·2' 
with the value depending on the application of the sequence. 
[0100] In Equation 3, the pseudo-random sequence gen­
erator for generating c(i) is initialized with c,n,, at the start of 
each subframe according to the following equation. 

C;n;,~(l n/2 J+ 1 )· (2n ID (nSCID)+ 1 )· 2 16 +nscw [Equation 5] 

[0101] In Equation 5, the quantities nC'lm, i=0,1, which is 
corresponding to nm (nscwl, is given by a physical layer cell 
identifier NceZZID if no value for nDMRs,,ID is provided by 
higher layers or ifDCI format IA, 2B or 2C is used for DCI 
format associated with the PDSCH transmission, and given 
by nDMRs,,ID otherwise. 

[0102] In Equation 5, the value of nscm is zero unless 
specified otherwise. For a PDSCH transmission on antenna 
ports 7 or 8, nscm is given by the DCI format 2B or 2D. DCI 
format 2B is a DCI format for resource assigmnent for a 
PDSCH using a maximum of two antenna ports having 
UE-RSs. DCI format 2C is a DCI format for resource 
assignment for a PDSCH using a maximum of 8 antenna 
ports having UE-RSs. 
[0103] In case ofDCI format 2B, nscm is indicated by the 
scrambling entity field according to the following table. 

TABLE 7 

Scrambling identity field in 
DCI format 2B nsc1n 
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[0104] In case of DCI format 2C, nscm is given by the 
following table. 

TABLE 8 

One Codeword: 
Codeword O enabled, 
Codeword 1 disabled 

Value Message 

0 1 layer, port 7, n5 c1n = 0 
1 1 layer, port 7, nscID = 1 
2 1 layer, port 8, nscID = 0 
3 1 layer, port 8, nscID = 1 
4 2 layers, ports 7-8 
5 3 layers, ports 7-9 
6 4 layers, ports 7-10 
7 Reserved 

Two Codewords: 
Codeword O enabled, 
Codeword 1 enabled 

Value Message 

0 2 layers, ports 7-8, nsCID = 0 
2 layers, ports 7-8, nsCID = 1 

2 3 layers, ports 7-9 
4 layers, ports 7-10 

4 5 layers, ports 7-11 
6 layers, ports 7-12 
7 layers, ports 7-13 

7 8 layers, ports 7-14 

[0105] FIG. 6 illustrates the structure of a UL subframe 
used in a wireless communication system. 
[0106] Referring to FIG. 6, a UL subframe may be divided 
into a data region and a control region in the frequency 
domain. One or several PUCCHs may be allocated to the 
control region to deliver UCL One or several PUSCHs may 
be allocated to the data region of the UE subframe to carry 
user data. 
[0107] In the UL subframe, subcarriers distant from a 
direct current (DC) subcarrier are used as the control region. 
In other words, subcarriers located at both ends of a UL 
transmission BW are allocated to transmit UCL A DC 
subcarrier is a component unused for signal transmission 
and is mapped to a carrier frequency f0 in a frequency 
up-conversion process. A PUCCH for one UE is allocated to 
an RB pair belonging to resources operating on one carrier 
frequency and RBs belonging to the RB pair occupy differ­
ent subcarriers in two slots. The PUCCH allocated in this 
way is expressed by frequency hopping of the RB pair 
allocated to the PUCCH over a slot boundary. If frequency 
hopping is not applied, the RB pair occupies the same 
subcarriers. 
[0108] The PUCCH may be used to transmit the following 
control information. 

[0109] Scheduling request (SR): SR is information used 
to request a UL-SCH resource and is transmitted using 
an on-off keying (OOK) scheme. 

[0110] HARQ-ACK: HARQ-ACK is a response to a 
PDCCH and/or a response to a DL data packet (e.g. a 
codeword) on a PDSCH. HARQ-ACK indicates 
whether the PDCCH or PDSCH has been successfully 
received. 1-bit HARQ-ACK is transmitted in response 
to a single DL codeword and 2-bit HARQ-ACK is 
transmitted in response to two DL codewords. A 
HARQ-ACK response includes a positive ACK (sim­
ply, ACK), negative ACK (NACK), discontinuous 
transmission (DTX), or NACK/DRX. HARQ-ACK is 
used interchangeably with HARQ ACK/NACK and 
ACK/NACK. 

[0111] Channel state information (CSI): CSI is feedback 
information for a DL channel. CSI may include channel 
quality information (CQI), a precoding matrix indicator 
(PMI), a precoding type indicator, and/or a rank indi­
cator (RI). In the CSI, MIMO-related feedback infor­
mation includes the RI and the PML The RI indicates 
the number of streams or the number of layers that the 
UE can receive through the same time-frequency 
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resource. The PMI is a value reflecting a space char­
acteristic of a channel, indicating an index of a pre­
ferred precoding matrix for DL signal transmission 
based on a metric such as an SINR. The CQI is a value 
of channel strength, indicating a received SINR that 
can be obtained by the UE generally when the eNB uses 
the PML 

[0112] If a UE uses a single carrier frequency division 
multiple access (SC-FDMA) scheme in UL transmission, a 
PUCCH and a PUSCH cannot be simultaneously transmit­
ted on one carrier in a 3GPP LTE release-8 or release-9 
system in order to maintain a single carrier property. In a 
3GPP LTE release-IO system, support/non-support of simul­
taneous transmission of the PUCCH and the PUSCH may be 
indicated by higher layers. 
[0113] The present invention may be applied to an EPD­
CCH and a PUSCH, and a PDSCH and/or PUSCH sched­
uled by the EPDCCH, as well as a PDCCH and a PUCCH, 
and a PDSCH and/or PUSCH scheduled by the PDCCH. 
[0114] FIG. 7 illustrates a physical downlink control chan­
nel (PDCCH) or an enhanced PDCCH (EPDCCH), and a 
data channel scheduled by PDCCH/EPDCCH. Particularly, 
FIG. 7 illustrates the case in which the EPDCCH is config­
ured by spanning the fourth symbol (OFDM symbol #3) to 
the last symbol of a subframe. The EPDCCH may be 
configured using consecutive frequency resources or may be 
configured using discontinuous frequency resources for fre­
quency diversity. 
[0115] Referring to FIG. 7, PDCCH 1 and PDCCH 2 may 
schedule PDSCH 1 and PDSCH 2, respectively, and the 
EPDCCH may schedule another PDSCH. Similarly to the 
case of a PDCCH, specific resource assignment units may be 
defined for the EPDCCH and the EPDCCH may be config­
ured by a combination of the defined specific resource 
assignment units. When the specific resource assignment 
units are used, there is an advantage of enabling execution 
of link adaptation because less resource assignment units 
can be used to configure the EPDCCH in the case of a good 
channel state and more resource assignment units can be 
used to configure the EPDCCH in the case of a poor channel 
state. Hereinafter, in order to distinguish a basic unit of the 
EPDCCH from a CCE which is a basic unit of the PDCCH, 
the basic unit of the EPDCCH will be referred to as an 
enhanced CCE (ECCE). It is assumed hereinafter that, for an 
aggregation level L of the EPDCCH, the EPDCCH is 
transmitted on an aggregation of L ECCEs. Namely, like the 
aggregation level of the PDCCH, the aggregation level of 
the EPDCCH also refers to the number of ECCEs used for 
transmission of one DCL Hereinafter, an aggregation of 
ECCEs on which the UE is capable of detecting the EPD­
CCH thereof will be referred to as an EPDCCH search 
space. DCI carried by the EPDCCH is mapped to a single 
layer and then precoded. 
[0116] The ECCEs constituting the EPDCCH may be 
categorized into a localized ECCE (hereinafter, L-ECCE) 
and a distributed ECCE (hereinafter, D-ECCE) according to 
a scheme of mapping the ECCE(s) to RE(s). The L-CCE 
means that REs constituting an ECCE are extracted from the 
same PRB pair. If the EPDCCH is configured using L-ECCE 
(s), beamforming optimized for each UE can be performed. 
On the other hand, the D-ECCE corresponds to the case in 
which REs constituting the ECCE are extracted from dif­
ferent PRB pairs. Unlike the L-ECCE, the D-ECCE can 
acquire frequency diversity in spite of a restriction on 
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beamforming. In localized mapping, a single antenna port 
pE{107,108,109,110} used for EPDCCH transmission is a 
function of index( es) of the ECCE for defining the EPD­
CCH. In distributed mapping, REs in an EREG are associ­
ated with one of two antenna ports in an alternating manner. 

[0117] Unlike the PDCCH transmitted based on the CRS, 
the EPDCCH is transmitted based on the demodulation RS 
(hereinafter, DM-RS). Accordingly, the UE decodes/de­
modulates the PDCCH based on the CRS and decodes/ 
demodulates the EPDCCH based on the DM-RS. The DM­
RS associated with EPDCCH is transmitted on the same 
antenna port pE{107,108,109,110} as the associated EPD­
CCH physical resource, is present for EPDCCH demodula­
tion only if the EPDCCH transmission is associated with the 
corresponding antenna port, and is transmitted only on the 
PRB(s) upon which the corresponding EPDCCH is mapped. 

[0118] In case of normal CP, for the antenna port pE{107, 
108,109,110} in a PRB nPRB assigned for EPDCCH trans­
mission, a part of the DM-RS sequence r(m) can be mapped 
to complex-modulation symbols ak ?) in a subframe accord-
ing to the following equation. · 

[Equation 6] 

[0119] where wP(i), l', m' can be given by the following 
equation. 

wp(i) = { 

Wp(i) (m'+npRs)mod2=0 

Wp(3 - i) (m' + npRs)mod2 = 1 

k = Sm' + Ns:B nPRB + k' 

k' = { 1 p E {107, 108) 
0 p E {109, 110) 

l 
l'mod2+ 2 

l- l'mod2+ 

2 + 3Ll' /2J 

l'mod2 + 5 

if in a special subframe with 

configuration 3, 4, or 8 (see Table 2) 

if in a special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

if not in a special subframe 

l' = 

if n,mod2 = 0 and in a 

0, 1, 2, 3 special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

if n,mod2 = 0 and not in 

0, 1 special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

if n,mod2 = 1 and not in 

2, 3 special subframe with 

configuration 1, 2, 6, or 7 (see Table 2) 

m' =0, 1, 2 

[Equation 7] 

[0120] where the sequence wP(i) for normal CP is given by 
the following table. 

Antenna port p 

107 
108 
109 
110 

TABLE 9 

[+l +l +l +l] 
[+l -1 +l -1] 
[+l +l +l +l] 
[+l -1 +l -1] 
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[0121] For example, in FIG. 7, the REs occupied by the 
UE-RS(s) of the antenna port 7 or 8 may be occupied by the 
DM-RS(s) of the antenna port 107 or 108 on the PRB to 
which the EPDCCH is mapped, and the REs occupied by the 
UE-RS(s) of antenna port 9 or 10 may be occupied by the 
DM-RS(s) of the antenna port 109 or 110 on the PRB to 
which the EPDCCH is mapped. In other words, a certain 
number ofREs are used on each RB pair for transmission of 
the DM-RS for demodulation of the EPDCCH regardless of 
the UE or cell if the type of EPDCCH and the number of 
layers are the same as in the case of the UE-RS for 
demodulation of the PDSCH. Hereinafter, the PDCCH and 
the EPDCCH will be simply referred to as PDCCH. 
Embodiments of the present invention applied to the 
PDCCH may be similarly applied to the EPDCCH. 

[0122] For the antenna port pE{7,8, ... , u+6}, the UE-RS 
sequence r(m) for the EPDCCH is defined by Equation 3. 
The pseudo-random sequence c(i) of Equation 3 is defined 
by Equation 4, and the pseudo-random sequence generator 
for generating c(i) is initialized as c,n,, at the start of each 
subframe according to the following equation. 

[Equation 8] 

[0123] The EPDCCH DMRS scrambling sequence initial­
ization parameter nEPDccH scm is provided by a higher layer 
signal. 

[0124] FIG. 8 is a block diagram illustrating elements of 
a transmitting device 10 and a receiving device 20 for 
implementing the present invention. 

[0125] The transmitting device 10 and the receiving 
device 20 respectively include Radio Frequency (RF) units 
13 and 23 capable of transmitting and receiving radio signals 
carrying information, data, signals, and/or messages, memo­
ries 12 and 22 for storing information related to communi­
cation in a wireless communication system, and processors 
11 and 21 operationally connected to elements such as the 
RF units 13 and 23 and the memories 12 and 22 to control 
the elements and configured to control the memories 12 and 
22 and/or the RF units 13 and 23 so that a corresponding 
device may perform at least one of the above-described 
embodiments of the present invention. 

[0126] The memories 12 and 22 may store programs for 
processing and controlling the processors 11 and 21 and may 
temporarily store input/output information. The memories 
12 and 22 may be used as buffers. 

[0127] The processors 11 and 21 generally control the 
overall operation of various modules in the transmitting 
device and the receiving device. Especially, the processors 
11 and 21 may perform various control functions to imple­
ment the present invention. The processors 11 and 21 may be 
referred to as controllers, microcontrollers, microprocessors, 
or microcomputers. The processors 11 and 21 may be 
implemented by hardware, firmware, software, or a combi­
nation thereof. In a hardware configuration, application 
specific integrated circuits (AS I Cs), digital signal processors 
(DSPs ), digital signal processing devices (DSPDs ), pro­
grammable logic devices (PLDs ), or field programmable 
gate arrays (FPGAs) may be included in the processors 11 
and 21. Meanwhile, if the present invention is implemented 
using firmware or software, the firmware or software may be 
configured to include modules, procedures, functions, etc. 
performing the functions or operations of the present inven­
tion. Firmware or software configured to perform the present 



US 2016/0353420 Al 

invention may be included in the processors 11 and 21 or 
stored in the memories 12 and 22 so as to be driven by the 
processors 11 and 21. 

[0128] The processor 11 of the transmitting device 10 
performs predetermined coding and modulation for a signal 
and/or data scheduled to be transmitted to the outside by the 
processor 11 or a scheduler connected with the processor 11, 
and then transfers the coded and modulated data to the RF 
unit 13. For example, the processor 11 converts a data stream 
to be transmitted into Nzayer layers through demultiplexing, 
channel coding, scrambling, and modulation. The coded 
data stream is also referred to as a codeword and is equiva­
lent to a transport block which is a data block provided by 
a MAC layer. One transport block (TB) is coded into one 
codeword and each codeword is transmitted to the receiving 
device in the form of one or more layers. For frequency 
up-conversion, the RF unit 13 may include an oscillator. The 
RF unit 13 may include N, (where N, is a positive integer) 
transmit antennas. 

[0129] A signal processing process of the receiving device 
20 is the reverse of the signal processing process of the 
transmitting device 10. Under control of the processor 21, 
the RF unit 23 of the receiving device 20 receives radio 
signals transmitted by the transmitting device 10. The RF 
unit 23 may include Nr (where Nr is a positive integer) 
receive antennas and frequency down-converts each signal 
received through receive antennas into a baseband signal. 
The processor 21 decodes and demodulates the radio signals 
received through the receive antennas and restores data that 
the transmitting device 10 intended to transmit. 

[0130] The RF units 13 and 23 include one or more 
antennas. An antenna performs a function for transmitting 
signals processed by the RF units 13 and 23 to the exterior 
or receiving radio signals from the exterior to transfer the 
radio signals to the RF units 13 and 23. The antenna may 
also be called an antenna port. Each antenna may correspond 
to one physical antenna or may be configured by a combi­
nation of more than one physical antenna element. The 
signal transmitted from each antenna cannot be further 
deconstructed by the receiving device 20. An RS transmitted 
through a corresponding antenna defines an antenna from 
the view point of the receiving device 20 and enables the 
receiving device 20 to derive channel estimation for the 
antenna, irrespective of whether the channel represents a 
single radio channel from one physical antenna or a com­
posite channel from a plurality of physical antenna elements 
including the antenna. That is, an antenna is defined such 
that a channel carrying a symbol of the antenna can be 
obtained from a channel carrying another symbol of the 
same antenna. An RF unit supporting a MIMO function of 
transmitting and receiving data using a plurality of antennas 
may be connected to two or more antennas. 

[0131] In the embodiments of the present invention, a UE 
operates as the transmitting device 10 in UL and as the 
receiving device 20 in DL. In the embodiments of the 
present invention, an eNB operates as the receiving device 
20 in UL and as the transmitting device 10 in DL. Herein­
after, a processor, an RF unit, and a memory included in the 
UE will be referred to as a UE processor, a UE RF unit, and 
a UE memory, respectively, and a processor, an RF unit, and 
a memory included in the eNB will be referred to as an eNB 
processor, an eNB RF unit, and an eNB memory, respec­
tively. 
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[0132] FIG. 9 illustrates an overview of physical channel 
processing. A baseband signal representing a PUSCH or a 
PDSCH may be defined by a processing procedure of FIG. 
9. 
[0133] Referring to FIG. 9, a transmitting device may 
include scramblers 301, modulation mappers 302, a layer 
mapper 303, a precoder 304, RE mappers 305, and OFDM 
signal generators 306. 
[0134] The transmitting device 10 may transmit more than 
one codeword. The scramblers 301 scramble the coded bits 
of each codeword, for transmission on a physical channel. 
[0135] The modulation mappers 302 modulate the 
scrambled bits, thus producing complex-valued modulation 
symbols. The modulation mappers 302 modulate the 
scrambled bits to complex-valued modulation symbols rep­
resenting positions on a signal constellation in a predeter­
mined modulation scheme. The modulation scheme may be, 
but not limited to, any ofm-phase shift keying (m-PSK) and 
m-quadrature amplitude modulation (m-QAM). 
[0136] The layer mapper 303 maps the complex-valued 
modulation symbols to one or several transmission layers. 
[0137] The precoder 304 may precode the complex-valued 
modulation symbols on each layer, for transmission through 
the antenna ports. More specifically, the precoder 304 gen­
erates antenna-specific symbols by processing the complex­
valued modulation symbols for multiple transmission anten­
nas in a MIMO scheme, and distributes the antenna-specific 
symbols to the RE mappers 305. That is, the precoder 304 
maps the transmission layers to the antenna ports. The 
precoder 304 may multiply an output x of the layer mapper 
303 by an N,xM, precoding matrix W and output the 
resulting product in the form of an N,xMF matrix z. Here, N, 
is corresponding to the number of transmission antennas, 
and M, is corresponding the number of layers. Since the 
precoder 304 is differently configured according to the 
precoding matrix, if the same precoding matrix is applied to 
signals, this indicates that the same precoder is applied to 
signals in the present invention and if different precoding 
matrices are applied to signals, this indicates that different 
precoders are applied to signals in the present invention. 
[0138] The RE mappers 305 map/allocate the complex­
valued modulation symbols for the respective antenna ports 
to REs. The RE mappers 305 may allocate the complex­
valued modulation symbols for the respective antenna ports 
to appropriate subcarriers, and may multiplex them accord­
ing to UEs. 
[0139] The OFDM signal generators 306 modulate the 
complex-valued modulation symbols for the respective 
antenna ports, that is, the antenna-specific symbols through 
OFDM or SC-FDM modulation, thereby producing a com­
plex-valued time domain orthogonal frequency division 
multiplexing (OFDM) or single carrier frequency division 
multiplexing (SC-FDM) symbol signal. The OFDM signal 
generators 306 may perform inverse fast Fourier transform 
(IFFT) on the antenna-specific symbols and insert a cyclic 
prefix (CP) into the resulting IFFT time domain symbol. 
Digital-to-analog conversion, frequency upconversion, etc 
applied to the OFDM symbol and then transmitted through 
the transmission antennas to a receiving device 20. The 
OFDM signal generators 306 may include an IFFT module, 
a CP inserter, a digital-to-analog converter (DAC), a fre­
quency upconverter, etc. 
[0140] In the meantime, if the UE or eNB applies the 
SC-FDMA scheme to codeword transmission, the transmit-
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ter or processor may include a discrete Fourier transform 
(DFT) module 307 (or fast Fourier transform (FFT) mod­
ule). The DFT module 307 performs DFT or FFT (herein­
after referred to as DFT/FFT) on the antenna specific 
symbol, and outputs the DFT/FFT symbol to the resource 
element mapper 305. 
[0141] The receiving device 20 operates in the reverse 
order to the operation of the transmitting device 10. Spe­
cifically, the receiving device may include a signal recoverer 
for recovering a received signal into a baseband signal, a 
multiplexer for multiplexing a received and processed sig­
nal, and a channel demodulator for demodulating a multi­
plexed signal stream into a codeword. The signal recoverer, 
the multiplexer, and the channel demodulator may be com­
prised of one integrated module or independent modules for 
performing respective functions. For example, the signal 
recoverer may include an analog-to-digital converter (ADC) 
for converting an analog signal into a digital signal, a CP 
remover for removing a CP from the digital signal, an FFT 
module for generating a frequency-domain symbol by per­
forming FFT upon the CP-removed signal, and an RE 
demapper/equalizer for recovering the frequency-domain 
symbol into an antenna-specific symbol. The multiplexer 
recovers the antenna-specific symbol into a transmission 
layer and the channel demodulator recovers the transmission 
layer into the codeword that the transmitting device desires 
to transmit. 
[0142] Meanwhile, upon receiving signals transmitted by 
an SC-FDMA scheme, the receiving device 20 further 
includes an inverse discrete Fourier transmission (IFFT) 
module (or an inverse fast Fourier transform (IFFT) mod­
ule). The IDFT/IFFT module performs IDFT/IFFT upon the 
antenna-specific symbols recovered by the RE demapper 
and transmits the IDFT/IFFT-processed symbol to the mul­
tiplexer. 
[0143] For reference, the processor 11 of the transmitting 
device 10 may be configured to include the scramblers 301, 
the modulation mappers 302, the layer mapper 303, the 
precoder 304, the RE mappers 305, and the OFDM signal 
generators 306. Likewise, the processor 21 of the receiving 
device 20 may be configured to include the signal recoverer, 
the multiplexer, and the channel demodulator. 
[0144] Recently, machine type communication (MTC) has 
come to the fore as a significant communication standard 
issue. MTC refers to exchange of information between a 
machine and an eNB without involving persons or with 
minimal human intervention. For example, MTC may be 
used for data communication for measurement/sensing/re­
porting such as meter reading, water level measurement, use 
of a surveillance camera, inventory reporting of a vending 
machine, etc. and may also be used for automatic application 
or firmware update processes for a plurality ofUEs. In MTC, 
the amount of transmission data is small and UL/DL data 
transmission or reception (hereinafter, transmission/recep­
tion) occurs occasionally. In consideration of such properties 
of MTC, it would be better in terms of efficiency to reduce 
production cost and battery consumption of UEs for MTC 
(hereinafter, MTC UEs) according to data transmission rate. 
Since the MTC UE has low mobility, the channel environ­
ment thereof remains substantially the same. If an MTC UE 
is used for metering, reading of a meter, surveillance, and the 
like, the MTC UE is very likely to be located in a place such 
as a basement, a warehouse, and mountain regions which the 
coverage of a typical eNB does not reach. In consideration 
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of the purposes of the MTC UE, it is better for a signal for 
the MTC UE to have wider coverage than the signal for the 
conventional UE (hereinafter, a legacy UE). 

[0145] When considering the usage of the MTC UE, there 
is a high probability that the MTC UE requires a signal of 
wide coverage compared with the legacy UE. Therefore, if 
the eNB transmits a PDCCH, a PDSCH, etc. to the MTC UE 
using the same scheme as a scheme of transmitting the 
PDCCH, the PDSCH, etc. to the legacy UE, the MTC UE 
has difficulty in receiving the PDCCH, the PDSCH, etc. 
Therefore, the present invention proposes that the eNB 
apply a coverage enhancement scheme such as subframe 
repetition (repetition of a subframe with a signal) or sub­
frame bundling upon transmission of a signal to the MTC 
UE having a coverage issue so that the MTC UE can 
effectively receive a signal transmitted by the eNB. For 
example, the PDCCH and PDSCH may be transmitted to the 
MTC UE having the coverage issue in a plurality of sub­
frames ( e.g. about 100 subframes). In this case, if the 
PDSCH is transmitted in a subframe in which the PDCCH 
is transmitted, the UE is problematic in that the PDSCH for 
all subframes in which the PDCCH is transmitted should be 
buffered until the UE has successfully received the PDCCH. 
Further, if the PDCCH is transmitted in each of multiple 
subframes and the UE has successfully received the PDCCH 
using the multiple subframes, the UE has a problem with 
uncertainty about a subframe in which transmission of the 
PDCCH carrying the same DCI is started. The present 
invention proposes methods for solving problems which 
may be generated in the process of transmitting a signal to 
the MTE UE having the coverage issue. Since embodiments 
of the present invention described hereinbelow are methods 
for coverage enhancement, the present invention may be 
applied not only to the MTC UE but also to other UEs 
having the coverage issue. Accordingly, the embodiments of 
the present invention may be applied to a UE operating in a 
coverage enhancement mode. For convenience of descrip­
tion, a UE configured to implement a coverage enhancement 
method according to the present invention is referred to as 
the MTC UE and a UE that is not configured to implement 
the coverage enhancement method according to the present 
invention is referred to as the legacy UE. 

[0146] Hereinafter, a set of subframes in which the receiv­
ing device 20 can perform signal transmission used for 
decoding through combinations of signals will be referred to 
as a subframe bundle. For example, a set of subframes in 
which PDCCHs carrying the same DCI can be transmitted 
may be a subframe bundle for PDCCH transmission. In 
addition, PDCCHs/PDSCHs/PBCHs/PUCCHs/PUSCHs 
transmitted in multiple subframes to carry the same data/ 
information/content are respectively referred to as a 
PDCCH/PDSCH/PBCH/PUCCH/PUSCH bundle. In addi­
tion, subframes in which PDCCH/PDSCH/PBCH/PUCCH/ 
PUSCH bundle transmission can be performed are particu­
larly referred to as a PDCCH/PDSCH/PBCH/PUCCH/ 
PUSCH subframe bundle. In a legacy LTE/LTE-A system, 
physical channels transmitted respectively in consecutive 
(DL or UL) subframes are individually decoded, rather than 
being decoded together and restored into one piece of 
information/data. In contrast, in PDCCH/PDSCH/PBCH/ 
PUCCH/PUSCH bundle transmission according to the pres­
ent invention, physical channels of multiple subframes in a 
corresponding bundle carry information/data/content that 
are identical or can be combined. Accordingly, the UE 
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according to the present invention may decode a physical 
channel received in one subframe belonging to a subframe 
bundle or use physical channels received repeatedly in 
multiple subframes in the subframe bundle for decoding. A 
maximum number of repetitive transmissions or receptions 
of a physical channel by the UE may correspond to the size 
of the subframe bundle. 
[0147] <A. PDCCH Over Subframes> 
[0148] Transmission of a PDCCH 
[0149] FIG. 10 illustrates a signal transmission/reception 
method according to embodiment A of the present invention. 
[0150] A PDCCH for an MTC UE may be repeatedly 
transmitted over numerous subframes for coverage enhance­
ment. The UE may repeatedly receive the PDCCH in a 
subframe bundle in which multiple subframes are bundled 
and successfully receive the PDCCH using repeatedly 
received PDCCH signals in the multiple subframes. For 
example, as illustrated in FIG. l0(a), the PDCCH may be 
repeatedly transmitted over a bundle of N subframes. The 
UE may successfully receive the PDCCH using n (1 snsN) 
subframes among the N subframes. 
[0151] The number, N, of subframes included in a sub­
frame bundle in which the PDCCH is transmitted may 
always have a cell-specific value. Therefore, both the size of 
a subframe bundle for PDCCH transmission for cell-specific 
data transmission such as an SIB etc. or the size of a 
subframe bundle for PDCCH transmission for VE-specific 
data transmission may be cell-specific. In this case, the size 
N of the subframe bundle in which the PDCCH is transmit­
ted may be a predefined fixed value. Alternatively, the size 
N of the subframe in which the PDCCH is transmitted may 
be a value configured for the UE through an MIB or an SIB. 
Such a PDCCH transmission subframe bundle may consist 
of non-consecutive subframes as well as consecutive sub­
frames. 
[0152] The size N of the subframe bundle in which the 
PDCCH is transmitted may be a cell-specific value for 
PDCCH transmission to transmit cell-specific data such as 
an SIB or may be a VE-specific value for PDCCH trans­
mission to transmit VE-specific data. The size N of the 
subframe bundle in which the PDCCH is VE-specifically 
transmitted may be configured for the UE through a higher 
layer signal such as an RRC signal. Alternatively, the size N 
of the subframe bundle may be pre-fixed and pre-stored in 
the eNB and the UE. 
[0153] In order for the UE to receive the PDCCH many 
times through a subframe bundle consisting of multiple 
subframes, the UE should be aware of a start location of a 
subframe with the PDCCH. A PDCCH of the legacy LTE/ 
LTE-system may be transmitted in every DL subframe as 
illustrated in FIG. 4. Accordingly, the PDCCH in the legacy 
LTE/LTE-A system may be transmitted in an arbitrary DL 
subframe whenever the eNB requires the PDCCH and the 
UE attempts to decode the PDCCH in every DL subframe 
under the assumption that the PDCCH can be received in 
every DL subframe. In contrast, according to the present 
invention, transmission of the PDCCH is started only in a 
prescheduled subframe, not in an arbitrary subframe. Alter­
natively, such a transmission start subframe location of a 
PDCCH bundle may be defined as a fixed value. The fixed 
value may also be transmitted through an MIB. For example, 
if it is assumed that transmission of the PDCCH bundle is 
started only in a subframe having an SFN satisfying 'SFN % 
N=0' (where% denotes a modulo operator), the value N may 
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be transmitted through the MIB. If it is assumed that 
transmission of the PDCCH bundle is started only in a 
subframe having an SFN satisfying 'SFN % N=offset', the 
offset value may be transmitted through the MIB. As an 
example, if PDCCH transmission for an MTC UE with a 
coverage issue is started only in subframes (subframe #0, 
#100, #200, #300, ... ), the UE may attempt to receive the 
PDCCH in N subframes starting from a subframe with an 
SFN corresponding to a multiple of 100. Characteristically, 
a subframe location at which transmission of a PDCCH 
bundle may be started may be VE-specific. In this case, 
information about the subframe location at which transmis­
sion of the PDCCH bundle may be started may be pre­
configured through a higher layer signal such as an RRC 
signal. The UE may attempt to receive and/or decode a 
corresponding PDCCH during N subframes starting from a 
transmission start subframe of the PDCCH bundle based on 
the information ( e.g. offset and/or N) about the transmission 
start subframe location of the PDCCH bundle. If the 
PDCCH carries a DL grant, the UE may attempt to receive 
and/or decode a PDSCH according to the DL grant in 
subframe(s) for PDSCH transmission according to the pres­
ent invention. If the PDCCH carries a UL grant, the UE may 
attempt to transmit and/or decode a PUSCH according to the 
UL grant in subframe(s) for PUSCH transmission according 
to the present invention. 

[0154] If the PDCCH is transmitted over a bundle of 
multiple subframes, the PDCCH may be transmitted through 
all or some subframes during a PDCCH transmission dura­
tion as illustrated in FIG. l0(b). In this case, the present 
invention proposes restricting a VE-specific search space or 
a transmission resource of the PDCCH transmitted starting 
from a PDCCH transmission start subframe to a PDCCH 
transmission end subframe. 

[0155] A set of PDCCH candidates that the UE is to 
monitor is defined in the plane of search spaces (SSs) and 
one SS sCL)k at an aggregation level LE{l,2,4,8} is defined 
by the set of PDCCH candidates. For each serving cell on 
which a PDCCH is monitored, the CCEs corresponding to 
PDCCH candidate m of the search space sCL)k are given by 
the following equation. 

L{ ( Yk +m')mod l N ccE,ilL J}+i [Equation 9] 

[0156] where Yk may be defined by Equation 12, i=0, ... 
,L-1. For the common search space, m'=m. For the UE SS, 
for the serving cell on which the PDCCH is monitored, if a 
carrier indicator field is configured for a monitoring UE, for 
example, if the UE is informed that the carrier indicator field 
is present on the PDCCH by a higher layer, then m'=m+M 
(L)·n CI where ncI is a carrier indicator field value. The carrier 
indicator field value is the same as a serving cell index 
(ServCellindex) of a corresponding serving cell. The serving 
cell index is a short ID used to identify a serving cell and, 
for example, any one of integers from 0 to 'maximum 
number of carrier frequencies which can be configured for 
the UE at a time minus 1 ' may be allocated to one serving 
cell as the serving cell index. That is, the serving cell index 
may be a logical index used to identify a specific serving cell 
among cells allocated to the UE rather than a physical index 
used to identify a specific carrier frequency among all carrier 
frequencies. In the meantime, if the UE is not configured 
with carrier indicator field (CIF) then m'=m, where m'=0, . 
.. , MCL)_l. MCL) is the number of PDCCH candidates to 
monitor in the given search space. Namely, the UE is 
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configured to confirm M(Ll(;;,;L) consecutive CCE(s) or CCE 
(s) deployed by a specific rule in order to determine whether 
a PDCCH consisting of L CCEs is transmitted thereto. For 
reference, the CIF is included in DCI and, in carrier aggre­
gation, the CIF is used to indicate for which cell the DCI 
carries scheduling information. An eNB may inform the UE 
of whether the DCI received by the UE may include the CIF 
through a higher layer signal. That is, the UE may be 
configured with the CIF by a higher layer. Carrier aggrega­
tion is described later in more detail. 

[0157] For the common SSs, Y k is set to O for aggregation 
levels L=4 and L=S. For the VE-specific SS (UE SS) sCL)k 
at aggregation level L, the variable Y k is defined by the 
following equation. 

[Equation 10] 

[0158] where Y_ 1=nRNTD A=39827, D=65537 and k=ln) 
2J, ns is the slot number within a radio frame. SI-RNTI, 
C-RNTI, P-RNTI, RA-RNTI, etc. may be used as an RNTI 
for nRNTI· 

[0159] When the PDCCH is transmitted through a bundle 
of multiple subframes according to the present invention, if 
the PDCCH can be transmitted through a different PDCCH 
resource in every subframe, complexity of the UE for 
receiving the PDCCH is geometrically increased as the 
number of PDCCH transmission subframes is increased. In 
other words, if an SS varies according to subframes used for 
PDCCH bundle transmission, complexity of the UE is 
increased according to the size of a subframe bundle. 
Therefore, the present invention proposes that the PDCCH 
be transmitted according to any one of the following meth­
ods when the PDCCH is transmitted through the subframe 
bundle. 

[0160] (1) If the eNB transmits the PDCCH through 
multiple subframes (i.e. in each of the multiple subframes) 
to the UE during a PDCCH transmission duration, the eNB 
may transmit the PDCCH through CCE resources using the 
same value ofm (where m=O, ... , MCL)_l) through either 
a CSS or a USS during the PDCCH transmission duration. 
That is, the UE may assume that the PDCCH is transmitted 
through a USS resource or a CSS resource corresponding to 
the same value of m during subframes in which the same 
PDCCH is transmitted. 

[0161] (2) When the eNB transmits a PDCCH through 
multiple subframes to the UE during a PDCCH transmission 
duration, the eNB may transmit the PDCCH using CCE(s) 
corresponding to m=O through either the CSS or the USS 
during the PDCCH transmission duration. That is, the UE 
may assume that the PDCCH is transmitted through a USS 
resource or a CSS resource corresponding to m=O during 
subframes with the PDCCH carrying the same information/ 
data/ content. 

[0162] (3) If the eNB transmits a VE-specific PDCCH 
through multiple subframes to the UE during a PDCCH 
transmission duration, the eNB may transmit the PDCCH 
through the same CCE ( or EREG or RE) resource during the 
PDCCH transmission duration. If the eNB transmits the 
VE-specific PDCCH through the same CCE ( or EREG or 
RE) resource during the PDCCH transmission duration, the 
UE may assume that the CCE ( or EREG or RE) resource on 
which the VE-specific PDCCH is transmitted is the same as 
a CCE ( or EREG or RE) resource transmitted in a PDCCH 
transmission start subframe. 
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[0163] (3-1) A CCE (or EREG or RE) resource constitut­
ing a VE-specific SS, through which the VE-specific 
PDCCH may be transmitted during the PDCCH transmis­
sion duration may be configured identically to a CCE ( or 
EREG or RE) resource applied to the PDCCH transmission 
start subframe. The CCE ( or EREG or RE) resource applied 
to the PDCCH transmission start subframe may be obtained 
by Equation 9 in the same manner as a conventional scheme. 
[0164] (3-2) Alternatively, the CCE (or EREG or RE) 
resource constituting the VE-specific SS, through which the 
VE-specific PDCCH may be transmitted during the PDCCH 
transmission duration may be obtained by Equation 9 and Y k 

may be fixedly used as a specific value other than 0. 
[0165] Transmission of PDSCH/PUSCH 
[0166] For an MTC UE with a coverage issue, a PDSCH/ 
PUSCH may also be transmitted through a bundle of mul­
tiple subframes. As an example, the PDSCH may be trans­
mitted through D subframes and the UE may successfully 
receive the PDSCH using d (lsdsD) subframes among the 
D PDSCH subframes. Alternatively, for example, the UE 
may transmit the PUSCH in D subframes. The subframe 
bundle for PDSCH/PUSCH transmission may consist of 
non-consecutive subframes as well as consecutive sub­
frames. 
[0167] According to the current LTE standard, the UE may 
decode a PDCCH and then decode a PDSCH ( except for an 
SPS PDSCH) according to DCI carried by the PDCCH in the 
same subframe with the PDCCH. For the MTC UE with the 
coverage issue, since both the PDCCH and the PDSCH can 
be transmitted over multiple subframes, when the PDSCH 
should be received after the PDCCH is received may need 
to be newly defined. Similarly to legacy transmission of the 
PDCCH and the PDSCH, a PDCCH carrying a DL grant for 
a PDSCH and the PDSCH may be transmitted to the UE in 
the same subframe. In this case, since the UE cannot receive 
a PDSCH associated with the PDCCH until the PDCCH is 
successfully received, there is a problem in that all PDSCHs 
received until the UE successively receives the PDCCH 
should be stored. In the case of the MTC UE, some latency 
of data transmission is permitted but it is important to reduce 
manufacturing costs of the MTC UE. The present invention 
proposes a transmission scheme as illustrated in FIG. 11 in 
consideration of these characteristics of the MTC UE. 
[0168] FIG. 11 illustrates another signal transmission/ 
reception method according to embodiment A of the present 
invention. 
[0169] Referring to FIG. ll(a), the eNB may transmit a 
PDCCH using a bundle of a total N subframes to the UE. In 
this case, a PDSCH/PUSCH associated with the PDCCH 
may be transmitted starting from a subframe which follows 
G subframes after the entire PDCCH bundle is transmitted. 
That is, for example, when the last PDCCH is transmitted in 
subframe N-1, the UE may assume that the PDSCH/PUSCH 
is transmitted in a bundle of D subframes starting from 
subframe N+G. Although the values N and D may be set to 
different values, they may also be set to the same value. If 
it is defined that N=D is always satisfied, the value D may 
not be indicated to the UE. The values N and D may be 
differently or identically set and information about the value 
D may be included in the PDCCH and then transmitted. 
[0170] The value G corresponding to a subframe spacing 
between a PDCCH subframe bundle and a PDSCH/PUSCH 
subframe bundle may be fixed to an invariant specific value 
or may be configured for the UE through a higher layer 
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signal such as an MID, an SIB, or a higher layer signal such 
as an RRC signal. The value G corresponding to the sub­
frame spacing between the PDCCH subframe bundle and the 
PDSCH subframe bundle may be fixed to 0. That is, trans­
mission of the PDSCH/PUSCH subframe bundle may be 
immediately performed starting from the next subframe after 
transmission of the PDCCH subframe bundle is terminated. 
In addition, the value G corresponding to the subframe 
spacing between the PDCCH subframe bundle and the 
PUSCH subframe bundle may be fixed to 4. Alternatively, 
the value G corresponding to the subframe spacing between 
the PDCCH subframe bundle and the PUSCH subframe 
bundle may be fixed to the same value ( e.g. G=kpuscH) as 
a value when the subframe bundle for the PDCCH is not 
configured. For example, kpuscH may be 4 for FDD and 
kpuscH per TDD DL-UL configuration for TDD may be 
given as follows. 

TABLE 10 

TDD UL-DL DL subframe number n 

configuration 0 2 4 7 9 

0 4 4 
4 4 

2 4 4 
4 4 4 

4 4 4 
4 

7 7 7 7 

[0171] In Table 10, a number defined for a DL subframe 
number n per DL-UL configuration may be kpuscH- For 
example, G3 may be defined depending upon which sub­
frame number corresponds to the last subframe of the 
PDCCH subframe bundle in one radio frame. 

[0172] If the location of a subframe at which the PDSCH/ 
PUSCH subframe bundle should be started after the PDCCH 
subframe bundle is ended is a subframe in which the 
PDSCH/PUSCH cannot be transmitted, the PDSCH/ 
PUSCH bundle may be started in a subframe which can be 
used fastest for transmission of the PDSCH/PUSCH among 
subframes after the subframe in which the PDSCH/PUSCH 
cannot be transmitted. In other words, if a subframe N +G is 
not an available subframe for PDSCH/PUSCH transmission, 
the UE may assume that transmission of the PDSCH/ 
PUSCH bundle is started in a subframe which is available 
for PDSCH/PUSCH transmission and is nearest the sub­
frame N+G among subframes after the subframe N+G. Even 
if the start subframe of PDSCH/PUSCH bundle transmis­
sion is changed, the size D of the PDSCH/PUSCH bundle 
may be kept unchanged. 

[0173] As another method in which the UE can be aware 
of subframe(s) with a PDSCH/PUSCH indicated by a 
PDCCH after receiving the PDCCH, the UE may assume 
that transmission of a PDSCH/PUSCH bundle is started 
after a predetermined time since transmission of a PDCCH 
bundle has been started. Assuming that the difference 
between a subframe location at which transmission of the 
PDCCH bundle is started and a subframe location at which 
transmission of the PDSCH/PUSCH bundle is started is K 
(e.g. K=l00, 200, ... ) subframes, the UE needs to be aware 
of in which subframe transmission of the PDCCH is started. 
For example, if it is defined that K='PDSCH/PUSCH start 
subframe index-PDCCH start subframe index', the UE may 
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be successfully aware of a timing at which the PDSCH/ 
PUSCH is started only when the UE is aware of a timing at 
which the PDCCH is started. Generally, although the UE 
will be aware of a transmission start timing of the PDSCH/ 
PUSCH only when the UE is aware of a PDCCH transmis­
sion duration N, the above case has an advantage that the UE 
can be aware of a subframe location at which transmission 
of the PDSCH is started even if the UE is not accurately 
aware of the PDCCH transmission duration N. For example, 
assuming that the eNB transmits the PDCCH a maximum of 
N times wherein an actual number of transmission times of 
the PDCCH may differ according to determination of the 
eNB at a corresponding transmission timing, the UE does 
not know a transmission end location of the PDCCH but can 
know a transmission start location of the PDSCH. The value 
K may be fixed or may be configured for the UE through an 
MID, an SIG, or a higher layer signal such as an RRC signal. 
The value K may be configured to always be the same as the 
number of PDCCH subframe bundles. Namely, the PDSCH/ 
PUSCH subframe bundle may be immediately transmitted 
starting from the next subframe after transmission of the 
PDCCH subframe bundle is ended. Alternatively, when the 
PDCCH bundle consists of N subframes, the difference K 
between a subframe location at which the PDCCH bundle is 
started and a subframe location at which the PDSCH/ 
PUSCH bundle is started may be fixed to N-1 wherein 
transmission of the PDSCH/PUSCH subframe bundle may 
be started in a subframe in which transmission of the 
PDCCH subframe bundle is ended. 

[017 4] When a VE-specific PDCCH bundle is received or 
a PDCCH bundle is received through a USS, if a start 
subframe of the PDCCH bundle is 0 in FIG. ll(b), infor­
mation about ACK/NACK for reception of a PDCCH (here­
inafter, PDCCH A/N) may be transmitted to the eNB using 
a UL resource in subframe N+Gl after the next GI sub­
frames of subframe N-1 in which the PDCCH bundle is 
ended. Referring to FIG. ll(b), Gl may be 4 and the 
PDCCH A/N may be transmitted in a bundle of A UL 
subframes. If PDCCH A/N information indicates ACK, the 
eNB that has received the PDCCH A/N information from the 
UE may transmit a PDSCH in a bundle of D subframes 
starting from subframe N+Gl+A+G2 which follows G2 
subframes after receiving the PDCCH A/N in a bundle of 
subframes N+Gl to N+G+A-1 with the PDCCHA/N.After 
receiving the entire PDSCH bundle, the UE may transmit 
A/N information for the PDSCH through a bundle of A2 UL 
subframes starting from subframe N+Gl+A+G2+G3 which 
follows G3 subframes starting from the next subframe of 
subframe N+Gl+A+G2-1 in which the PDSCH bundle is 
ended. Alternatively, the UE may receive the A/N informa­
tion for the PUSCH through a bundle of A2 UL subframes 
starting from subframe N+Gl+A+G2+G3 which follows G3 
subframes after transmitting the entire PUSCH bundle to the 
eNB. 

[0175] The values G 1, G2, G3, A, and A2 may be fixed or 
may be configured for the UE through an MID, an SIG, or 
a higher layer signal such as an RRC signal. Characteristi­
cally, the values N, D, A, and A2 may be identically 
configured. The value G2 may be 4. The value G3 may be 
4 or may be the same value as a value when subframe 
bundling for the PDSCH/PUSCH is not configured. For A/N 
for the PDSCH, G3 may be 4 for FDD. An A/N signal 
transmitted in UL subframe n in TDD corresponds to 
PDCCH(s) and a DL SPS release PDCCH detected by the 
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UE in DL subframe(s) n-k (kEK) where K is given by a 
UL-DL configuration. The following table shows K: {k0 , k1 , 

... , kM_ 1 } defined in 3GPP LTE(-A) TDD. 

TABLE 11 

DL-UL Subframe n 

Configuration 0 2 4 7 8 9 

0 4 4 
7,6 4 7, 6 4 -

2 8, 7, 4, 6 8, 7, 
4, 6 

7, 6, 11 6, 5 5, 4 
4 12, 8, 7, 11 6, 5, 

4, 7 
13, 12, 9, 8, 
7, 5, 4, 11, 6 

7 7 7 -

[0176] In Table 11, a number defined for subframe n per 
DL-UL configuration may be associated with k. For 
example, G3 may be determined depending upon which 
subframe number corresponds to the last subframe of the 
PDSCH subframe bundle. For A/N for the PUSCH, G3 may 
be 4 in FDD and may be given as kPHICH in TDD. The 
following table shows kPHICH per TDD DL-UL configura­
tion. 

TDD UL-DL 

configuration 0 

4 

4 
4 

4 

TABLE 12 

UL subframe number n 

4 

4 
4 

4 

[0177] In Table 12, a number defined for UL subframe 
number n per DL-UL configuration may be used as kPHICH 

For example, G3 may be determined depending upon which 
subframe number corresponds to the last subframe of the 
PUSCH subframe bundle in one radio frame. 
[0178] FIG. 12 illustrates still another signal transmission/ 
reception method according to embodiment A of the present 
invention. 
[0179] As another method in which an MTC UE with a 
coverage issue transmits a PDSCH may be as follows. For 
the MTC UE with the coverage issue, transmission of a 
PDCCH performed through a bundle of multiple subframes 
may be started only at a prescheduled subframe location. In 
this case, a PDSCH bundle transmitted according to a grant 
through the PDCCH may be simultaneously started in a 
subframe in which transmission of the PDCCH is started as 
illustrated in FIG. 12(a). 
[0180] A special subframe (e.g. special subframe configu­
ration O or 5) in which the PDSCH cannot be transmitted in 
TDD mode may be included in a subframe duration during 
which the PDCCH and the PD SCH should be transmitted. In 
this case, the following method may be used for transmis­
sion of the PDCCH and the PDSCH. First, if it is assumed 
that the PDCCH should be transmitted through a bundle of 
N subframes and the PDSCH should be transmitted through 
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a bundle of D subframes, the PDCCH may be transmitted in 
each of N subframes for PDCCH bundle transmission as 
illustrated in FIG. 12(b). The PDSCH may be transmitted in 
each ofD subframes in which the PDSCH can be transmitted 
except for a subframe (e.g. special subframe) in which the 
PDSCH cannot be transmitted. In other words, the number 
D of subframes for PDSCH bundle transmission may be 
counted except for the special subframe. Alternatively, the 
number D of subframes for PDSCH bundle transmission 
including the special subframe may be counted wherein the 
UE may decode the PDSCH by combining signals after 
puncturing a signal of the special subframe, i.e. except for 
the signal received in the special subframe. This method 
may be applied not to all special subframes but to special 
subframes (e.g. corresponding to special subframe configu­
ration O or 5). 
[0181] <B. No PDCCH Transmission> 
[0182] FIG. 13 illustrates a signal transmission/reception 
method according to embodiment B of the present invention. 
[0183] When repetitive transmission of a PDCCH is per­
formed in order to transmit the PDCCH to an MTC UE with 
a coverage issue, transmission delay and energy consump­
tion for receiving the PDCCH are remarkably increased. To 
solve this problem, the present invention proposes that the 
MTC UE with the coverage issue directly receive a PDSCH 
without receiving the PDCCH. Alternatively, the present 
invention proposes that the MTC UE with the coverage issue 
directly transmit a PUSCH without receiving the PDCCH. 
To this end, the MTC UE with the coverage issue may 
receive the PDSCH transmitted thereto or transmit the 
PUSCH through a determined specific resource region. 
[0184] Subframes in which the PDSCH is transmitted for 
the MTC UE with the coverage issue may be reserved by a 
PDSCH bundle transmission period, a PDSCH bundle trans­
mission offset, and a PDSCH bundle size 'D' as illustrated 
in FIG. 13. The UE may be additionally aware of an RB 
resource or region in which the PDSCH is transmitted in a 
subframe. 
[0185] Referring to FIG. 13, the PDSCH bundle transmis­
sion period may indicate a period during which PDSCH 
bundle transmission is applied, i.e. a period during which 
bundled subframes are configured for PDSCH transmission. 
The bundled subframes refer to a bundle of multiple sub­
frames used for transmission of the same signal/data. The 
bundled subframes for bundle transmission may be applied 
only once or may be repeatedly applied every a predeter­
mined number of frames/subframes. Accordingly, subframes 
may be bundled only once for PDSCH bundle transmission 
or PDSCH bundle transmission may be performed in sub­
frames for PDSCH bundle transmission at every PDSCH 
bundle transmission period. 
[0186] The PDSCH bundle transmission offset may indi­
cate a location at which bundled subframes are started for 
PDSCH transmission. For example, the PDSCH bundle 
transmission offset may be information indicating a sub­
frame in which PDSCH bundle transmission is started 
among subframes in a predetermined number of radio 
frames or subframes belonging to the PDSCH bundle 
period. The PDSCH bundle size 'D' may correspond to the 
number of bundled subframes among subframes belonging 
to one PDSCH bundle transmission period. If it is assumed 
that consecutive DL subframes are bundled, subframes for 
PDSCH transmission may be indicated by the PDSCH 
bundle transmission offset and the PDSCH bundle size. 
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Instead of the PDSCH bundle transmission offset and 
PDSCH bundle size, a bitmap consisting of bits correspond­
ing one to one to subframes of a predetermined duration or 
a PDSCH bundle period may be used to reserve subframes 
for repetitive PDSCH transmission. 
[0187] Each element for defining a PDSCH/PUSCH for 
the MTC UE with the coverage issue may be cell-specific or 
VE-specific. In the case of a transmission resource of the 
cell-specific PDSCH/PUSCH, a fixed resource may be pre­
defined as a transmission resource for PDSCH/PUSCH 
bundle transmission or may be configured for the UE 
through an MIB, an SIB, or a higher layer signal such as an 
RRC signal. A transmission resource of the VE-specific 
PDSCH/PUSCH may be configured for the UE through a 
higher layer signal such as an RRC signal. Even in the case 
of the VE-specific PDSCH/PUSCH resource, the same 
PDSCH/PUSCH resource may be configured for two or 
more UEs. For example, in order to configure a PDSCH 
resource region for the MTC UE with the coverage issue, a 
value of the PDSCH bundle transmission period may be 
cell-specifically configured and may be configured for the 
UE through an MIB, an SIB, or a higher layer signal such as 
an RRC signal. The PDSCH bundle transmission offset, the 
PDSCH bundle size 'D', and an RB region in which the 
PDSCH is transmitted in a subframe may be VE-specifically 
configured and may be configured for the UE through a 
higher layer signal such as an RRC signal. The bundle 
transmission offset value may be designated in association 
with an ID of the UE (e.g. C-RNTI). For example, if the UE 
is aware of the UE ID thereof ( e.g. C-RNTI), the UE may 
estimate the bundle transmission offset value using the UE 
ID. 
[0188] A PDSCH region for cell-specific data transmis­
sion, such as an SIB, may be cell-specifically designated. A 
PDSCH resource region for VE-specific data transmission 
such as data transmission for a specific UE may be cell­
specifically designated or VE-specifically designated. Upon 
receiving cell-specific data through the cell-specific PDSCH 
resource region, the UE may use an SI-RNTI for the MTC 
UE with the coverage issue (hereinafter, MTC-SI-RNTI). 
The MTC-SI-RNTI may be predefined as a specific value 
among values which are not used for other RNTis according 
to standard technology. Alternatively, the eNB may inform 
the UE of the MTC-SI-RNTI included in an MIB. 
[0189] Alternatively, upon receiving the VE-specific data 
through the cell-specific or VE-specific PDSCH resource 
region, the UE may use the C-RNTI. For example, the 
MTC-SI-RNTI or the C-RNTI may be used in the following 
processes. 
[0190] 1) Scrambling of bits in a transmission block or 
code block of a corresponding PDSCH 
[0191] 2) Attachment of a CRC to a transmission block or 
code block of a corresponding PDSCH 
[0192] 3) Scrambling of a pseudo-random sequence for 
generation of a UE-RS transmitted through the RB region of 
a corresponding PDSCH 
[0193] Regarding Procedure 1), referring to FIG. 9, bits in 
each codeword transmitted on a physical channel in one 
subframe are scrambled prior to modulation 302. The block 
of bits b(q)(O), ... , b(q)(M6,,Cql_l) for codeword q can be 
scrambled, resulting in a block of scrambled bits i,Cql(O), .. 
. , i,(q)(M6 ,,Cq)_ 1 ), according to the following equation, where 
M(q) 6,, is the number of bits in codeword q. 

[Equation 11] 
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[0194] where the scramble sequence c(q)(i) can be given 
by Equation 7. The scrambling sequence generator is ini­
tialized at the start of each subframe. In case of a transport 
block for PDSCH, the initialization value c,n,, is given by the 
following equation. 

cinit=nRNTi 214+q· 213 +l n/2 J· 29 +N1n cell [Equation 12] 

[0195] In the present invention, a UE operating in the 
coverage enforcement mode may apply the MTC-SI-RNTI 
to nRNTI in Equation 12. 
[0196] Regarding Procedure 2), a transmission block to be 
transmitted through the PDSCH is subjected to transmission 
block processing, transmission block CRC attachment, code 
block segmentation and code block CRC attachment, chan­
nel coding, and rate matching and code block concatenation 
before mapping to a PDSCH. Error detection is applied to 
the transmission block or code block through the CRC. The 
entire transmission block or entire code block is used in 
calculating CRC parity bits to be attached thereto. In the 
present invention, the MTC-SI-RNTI or the C-RNTI may be 
used to calculate CRC parity bits. In addition, the CRC 
parity bits calculated using the MTC-SI-RNTI or the 
C-RNTI may be added to a transmission block or a code 
block corresponding to a higher layer signal according to an 
embodiment of the present invention. Let's assume that the 
MTC-SI-RNTI or the C-RNTI is a0 , a1 , a2 , a3 , ... , aA-l and 
the CRC parity bits are b0 , bi, b2 , b3 , ... , bL-l where A is 
the length of the MTC-SI-RNTI or the C-RNTI and Lis the 
number of parity bits. The CRC parity bits may be gener­
ated, for example, by one of the following cyclic generator 
polynomials. 

gCRC24A(D)~[D'4+1f'3±D!S+Dl 7 +Dl4+Dll+D!O+D7 + 
D 6+D5+D4+D3+D+l] [Equation 13] 

[0197] Herein, gcRc24A represents a cyclic generator poly­
nomial for generating 24 parity bits to be attached to the 
transmission block as a CRC, and gcRc24B represents a cyclic 
generator polynomial for generating 24 parity bits to be 
attached to the code block as a CRC. Encoding is performed 
in a systematic form, which means that, in Galois Field of 2, 
GF(2), the polynomial 'a0~+23a1~+22+ ... aA-l~+24+ 
p0D23+p0D22+ ... +p22D1 +p23 ' yields a remainder equal to 
0 when the polynomial is divided by the corresponding 
length-24 CRC generator polynomial, gcRc24A or gcRC24B· 

[0198] Alternatively, the CRC may be calculated using 
Equation 13 and Equation 14 with respect to all transmission 
blocks or all code blocks to which the CRC will be added 
and the calculated CRC may be scrambled with the MTC­
SI-RNTI or the C-RNTI and then added to a corresponding 
transmission block or code block. For example, CRC parity 
bits b0 , b 1 , b2 , b3 , ... , bL-l may be scrambled with xrnti 0 , 

xrnti 1 , xrnti 2 , ... , xrnti C-l which is the MTC-SI-RNTI or the 
C-RNTI a~cording to

0

the following equation. 

[Equation 15] 

[0199] where xrnti O is the most significant bit of the 
MTC-SI-RNTI or th~ C-RNTI and C denotes the length of 
the MTC-SI-RNTI or the C-RNTI. 
[0200] In relation to process 3), the MTC-SI-RNTI or the 
C-RNTI may be applied to a scrambling ID nscm of Equa­
tion 12. Since the UE is aware of the MTC-SI-RNTI or the 
C-RNTI used as the scrambling ID used to generate a 
UE-RS, the UE may be aware of a UE-RS sequence trans-



US 2016/0353420 Al 

mitted together with a PDSCH and may decode the PDSCH 
using the UE-RS sequence, thereby acquiring a higher layer 
signal carried by the PDSCH. 

[0201] Upon receipt of a VE-specific PDSCH bundle, the 
UE may transmit A/N information for PDSCH reception 
using a UL resource to the eNB after G3 subframes. In this 
case, G3 may be 4 or may be the same value as a value when 
subframe bundling for a PDSCH/PUSCH is not configured 
and the A/N information may be transmitted through a 
bundle of Al UL subframes. Alternatively, the UE may 
receive A/N information for a PUSCH through a bundle of 
A2 UL subframes starting from a subframe after G3 sub­
frames since the entire PUSCH bundle has been transmitted 
to the eNB. The value G3 and Al may be fixed or may be 
configured for the UE through an MID, an SIB, or a higher 
layer such as an RRC signal. 

[0202] The PDSCH bundle transmission period, PDSCH 
bundle transmission offset, and/or PDSCH bundle size 
described in embodiment B of the present invention may be 
used not only for reservation/configuration of subframes for 
PDSCH transmission but also for reservation/configuration 
of subframes for bundle transmission of other physical 
channels. For example, the bundle transmission period, the 
bundle transmission offset, and/or the subframe bundle size 
may be used for reservation of subframes for repetitive 
transmission, i.e. for configuration of a subframe bundle, of 
physical channels ( e.g. a PDCCH, a PBCH, a PUCCH, a 
PUSCH, a PHI CH, etc.) in embodiment A and embodiments 
C to G of the present invention. 

[0203] <C. Shortened PDCCH> 

[0204] FIG. 14 illustrates a signal transmission/reception 
method according to embodiment C of the present invention. 

[0205] When repetitive transmission of a PDCCH is per­
formed in order to successfully transmit the PDCCH to an 
MTC UE with a coverage issue, there is a problem of 
remarkably increasing transmission delay and energy con­
sumption for repetitive transmission. To solve this, the 
present invention proposes transmitting, to the MTC UE 
with the coverage issue, a shortened PDCCH containing 
only information indicating whether a PDSCH is transmitted 
or a shortened PDCCH information indicating whether a 
PDSCH is transmitted. The UE may receive less information 
only indicating whether the PDSCH is transmitted thereto 
through the shortened PDCCH and, if the PDSCH is trans­
mitted thereto, the UE may receive data through a deter­
mined PDSCH resource or region (hereinafter, resource/ 
region). For example, the shortened PDCCH may include 
only information about an ID of the UE (e.g. C-RNTI) at 
which the PDCCH is targeted. Upon receiving or detecting 
the PDCCH including the information about the UE ID of 
the UE (e.g. C-RNTI), the UE may assume that the PDSCH 
is transmitted thereto. 

[0206] When the shortened PDCCH is used for data 
transmission to the MTC UE with the coverage issue, if a 
shortened PDCCH for a specific UE (e.g. UEl) is transmit­
ted through a specific subframe as illustrated in FIG. 14(a), 
a PDSCH may be transmitted through a bundle of D 
subframes starting from a subframe with the shortened 
PDCCH. In UL, if a shortened PDCCH for a specific UE is 
transmitted through a specific subframe, the UE that has 
received the shortened PDCCH may transmit a PUSCH 
through the bundle of D subframes starting from the fourth 
subframe after the specific subframe. The shortened PDCCH 
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may include information about the number of subframes in 
which the PDSCH is transmitted, i.e. about the size D of a 
PDSCH bundle. 
[0207] The UE that has received the shortened PDCCH 
may receive data transmitted thereto through a determined 
PDSCH resource/region. In order to designate the PDSCH 
resource/region and transmit data through the PDSCH 
resource/region, the schemes mentioned in embodiment B of 
the present invention as described above may be applied. 
The PDSCH resource/region may be cell-specific or UE­
specific. In addition, the PDSCH resource/region for trans­
mitting cell-specific data, such as an SIB, may be cell­
specifically designated. The PDSCH resource/region for 
transmission of VE-specific data such as transmission of 
data for a specific UE may be cell-specifically designated or 
VE-specifically designated. 
[0208] Alternatively, the PDSCH resource/region for the 
MTC UE with the coverage issue may be determined 
according to a PDCCH resource/region in which the short­
ened PDCCH is transmitted. For example, the PDSCH 
resource/region determined according to the PDCCH 
resource/region may be present as illustrated in FIG. 14(b). 
For example, the PDSCH resource may be determined 
according to a PDCCH candidate index or a CCE index of 
a PDCCH (e.g. an index of the first CCE among CCEs 
included in the PDCCH). Referring to FIG. 14(b), when the 
UE receives the shortened PDCCH transmitted thereto 
through a PDCCH 1 resource/region, the UE may receive 
data through a PDSCH resource/region associated with 
PDCCH 1 and, when the UE receives the shortened PDCCH 
transmitted to the UE through a PDCCH 2 resource/region, 
the UE may receive data through a PDSCH resource/region 
associated with the PDCCH 2 resource/region. For example, 
the UE may be aware of a PDSCH resource linked to a 
PDCCH based on a resource index of the PDCCH. 
[0209] Upon receiving a VE-specific PDSCH bundle, the 
UE may transmit A/N information for PDSCH reception to 
the eNB using a UL resource after G3 subframes. In other 
words, the UE may transmit the A/N information to the eNB 
using a resource for A/N transmission in the G3-th subframe 
after receiving the VE-specific PDSCH bundle. The value 
G3 may be 4 or may be the same value as a value in the case 
in which subframe bundling for the PDSCH/PUSCH is not 
configured. The A/N information may be transmitted 
through a bundle of Al UL subframes. Alternatively, the UE 
may receive the A/N information for the PUSCH through a 
bundle of A2 UL subframes starting from a subframe which 
follows G3 subframes after transmitting the entire PUSCH 
bundle to the eNB (i.e. from the G3-th subframe after 
transmitting the entire PUSCH bundle). The values G3 and 
Al may be fixed values or may be configured for the UE 
through an MID, an SIB, or a higher layer signal such as an 
RRC signal. 
[0210] <D. Conflict Issue Between PDCCH and PDSCH> 
[0211] FIGS. 15, 16, and 17 illustrate signal transmission/ 
reception methods according to embodiment D of the pres­
ent invention. Embodiment D of the present invention may 
be applied together with at least one of embodiment A and 
embodiments C to G of the present invention. 
[0212] As mentioned above, for the MTC UE, a PDCCH 
may be transmitted in the form of a PDCCH bundle through 
a plurality of consecutive or non-consecutive subframes and 
transmission of such a PDCCH bundle may be started at a 
predetermined or preconfigured subframe location. In this 
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case, a subframe in which the UE should receive a PDSCH 
bundle may overlap with a subframe in which transmission 
of a new PDCCH bundle can be started. 

[0213] Then, the UE may assume that a new PDCCH (that 
the UE should receive) is not transmitted while the UE 
receives one PDSCH bundle as illustrated in FIG. 15(a). 

[0214] Alternatively, when a subframe in which the 
PDSCH bundle should be received overlaps with a subframe 
in which transmission of the new PDCCH bundle can be 
started, the UE may stop receiving the PDSCH bundle that 
the UE receives and attempt to receive the new PDCCH 
bundle, as illustrated in FIG. 15(b). Alternatively, the UE 
may stop receiving the PDSCH bundle that the UE receives 
and may not attempt to receive a PDCCH bundle under the 
assumption that a PDCCH bundle for another UE can be 
transmitted in a duration during which a PDCCH bundle can 
be transmitted. After receiving a PDCCH bundle or after a 
subframe in which a PDCCH bundle is transmitted, the UE 
may continue to receive the PDSCH bundle that the UE has 
temporarily stopped receiving. When the UE stops receiving 
the PDSCH bundle and attempts to receive the new PDCCH 
bundle due to overlap between a subframe in which the UE 
should receive the PDSCH bundle and a subframe in which 
transmission of the new PDCCH bundle can be started, the 
eNB may not transmit a DL grant to the UE in the corre­
sponding PDCCH bundle and may transmit only a UL grant. 
The UE may assume that the DL grant is not transmitted in 
the corresponding PDCCH bundle. 

[0215] When a PDCCH is transmitted in the form of a 
PDCCH bundle for the MTC UE and transmission of the 
PDCCH bundle is started at a predetermined subframe 
location, a subframe for transmission of a PUSCH bundle 
may overlap with a subframe in which transmission of a new 
PDCCH bundle is started. In this case, the UE may assume 
that the PDCCH that the UE should receive is not transmit­
ted in a duration during which the PUSCH bundle is 
transmitted as illustrated in FIG. 16(a). Alternatively, if 
timings of a subframe for transmission of the PDSCH 
bundle and a subframe for transmission of the new PDCCH 
bundle overlap, i.e. if PUSCH bundle transmission and new 
PDCCH bundle transmission collide, the UE may transmit 
the PUSCH bundle and simultaneously attempt to receive 
the new PDCCH bundle as illustrated in FIG. 16(b). In this 
case, the UE may assume that a UL grant is not transmitted 
thereto through a PDCCH bundle colliding with a PUSCH 
bundle transmission timing. Alternatively, the UE may trans­
mit the PUSCH bundle and simultaneously attempt to 
receive the new PDCCH bundle. The UE may assume that 
the UL grant is not transmitted thereto if transmission of the 
PDCCH bundle is ended before transmission of the PUSCH 
bundle is ended. Alternatively, the UE may assume that the 
UL grant is not transmitted thereto if transmission of the 
PDCCH bundle is ended prior to X (e.g. X=4) subframes 
starting from a subframe in which transmission of the 
PUSCH bundle is ended. 

[0216] Meanwhile, as illustrated in FIG. 17, the length of 
the PDCCH bundle may be greater than a spacing between 
subframe locations at which transmission of the PDCCH 
bundle can be started. In this case, if the UE does not 
simultaneously receive different PDCCH bundles, the UE 
may assume that only one PDCCH is transmitted thereto at 
a time. 
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[0217] <E. Conflict Issue Between PBCH and PDSCH> 
[0218] FIG. 18 illustrates a signal transmission/reception 
method according to embodiment E of the present invention. 
[0219] As described above, for an MTC UE requiring 
coverage enhancement, a PDSCH may be transmitted 
through a plurality of consecutive or non-consecutive sub­
frames. Similarly, a PBCH may be transmitted through 
multiple subframes for coverage enhancement of the MTC 
UE. In the first subframe #0 of each 10 ms radio frame, as 
illustrated in FIG. 18(a), in addition to an existing PBCH 
transmitted in 6 center RBs of 4 OFDM symbols (OFDM 
symbols #7 to #10), an additional PBCH may be transmitted 
in a subframe in which the existing PBCH is not transmitted 
( e.g. subframes #1 to #9 of each 10 ms radio frame). In this 
case, a PBCH in an additional subframe may be transmitted 
through an RE resource on which the existing PBCH is 
transmitted as illustrated in FIG. 18(a) or may be transmitted 
through all OFDM symbol resources/regions except for a 
PDCCH resource/region in the corresponding subframe as 
illustrated in FIG. 18(b). Hereinafter, in the present inven­
tion, a PBCH for the MTC UE performing coverage 
enhancement transmitted in an additional subframe other 
than a conventionally transmitted PBCH will be referred to 
as an additional PBCH. 
[0220] When a PBCH is transmitted through multiple 
subframes for the MTC UE requiring coverage enhance­
ment, a legacy UE does not know presence of an additional 
PBCH transmitted through subframes in which an existing 
PBCH has not been transmitted. Accordingly, when the eNB 
transmits a PDSCH ( or EPDCCH) to the legacy UE in a 
subframe in which the additional PBCH for the MTC UE 
performing coverage enhancement is transmitted, the eNB 
performs scheduling of the PDSCH (or EPDCCH) avoiding 
a PRB resource/region ( e.g. 6 center PRBs) in which the 
additional PBCH is transmitted. 
[0221] If the eNB transmits the PDSCH (or EPDCCH) to 
the MTC UE in a subframe in which the addition PBCH is 
transmitted when the PBCH is transmitted through a plu­
rality of subframes for the MTC UE requiring coverage 
enhancement, the eNB may perform scheduling of the 
PDSCH ( or EPDCCH) avoiding the PRB resource/region 
( e.g. 6 center PRBs) in which the additional PBCH is 
transmitted. 
[0222] When the PBCH is transmitted through multiple 
subframes for the MTC UE requiring coverage enhance­
ment, the MTC UE may be aware of the fact that the 
additional PBCH is transmitted and of a transmission 
resource on which the additional PBCH is transmitted. If 
PRB resources/regions in which the additional PBCH and 
the PDSCH are transmitted overlap when the PDSCH is 
transmitted to the MTC UE, the eNB may not transmit the 
PDSCH to the MTC UE in a corresponding subframe. For 
example, the UE may assume that, if the PRB resources/ 
regions of the additional PBCH and the PDSCH overlap, the 
PDSCH is not transmitted in a corresponding subframe. That 
is, the UE may not expect that the PDSCH will be trans­
mitted in a subframe in which transmission of the additional 
PBCH and transmission of the PDSCH collide. Alterna­
tively, if the PRB resources/regions of the additional PBCH 
and the PDSCH overlap when the PDSCH is transmitted to 
the MTC UE, the eNB may rate-match the PDSCH with 
respect to an RE resource/region in which the additional 
PBCH is transmitted in a corresponding subframe and 
transmit the rate-matched PDSCH to the MTC UE. Namely, 
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if the PRB resources/regions of the additional PBCH and the 
PDSCH overlap, the UE may assume that the PDSCH is 
rate-matched with respect to the additional PBCH resource/ 
region in a corresponding subframe and then transmitted. 

[0223] <F. Number of Repetitions of PDCCH and 
PDSCH> 

[0224] FIG. 19 illustrates a signal transmission/reception 
method according to embodiment F of the present invention. 

[0225] The number of repetitions of a PDCCH transmitted 
by the eNB to the MTC UE may be differently configured 
per UE or may be cell-specifically configured, at an access 
initial step. Alternatively, the number of repetitions of the 
PDCCH may be semi-statically changed through RRC con­
figuration. Then, the UE may perform decoding under the 
expectation that a repeatedly transmitted PDCCH will be 
transmitted a specific number of times. However, in order to 
reduce scheduling flexibility and signaling overhead of the 
eNB, the eNB may transmit the PDCCH through fewer 
repetitions than the number ofrepetitions of the PDCCH ( or 
a maximum number of repetitions of the PDCCH) which is 
indicated to the UE or determined according to a value 
necessary for coverage enhancement of the UE, as illustrated 
in FIG. 19. In this case, the UE may assume that a PDCCH 
bundle can be transmitted through fewer repetitions than the 
number of repetitions of the PDCCH ( or a maximum num­
ber of repetitions of the PDCCH) which is configured by the 
eNB for the UE or determined according to the value 
necessary for coverage enhancement of the UE. For 
example, the eNB may flexibly transmit the PDCCH 
through repetitions equal to or less than the number of 
repetitions of the PDCCH expected by the UE according to 
a channel environment of the UE or scheduling restrictions. 
In this case, since the UE does not know a bundle size of an 
actually transmitted PDCCH, the UE may attempt to decode 
the PDCCH in every subframe. 

[0226] Meanwhile, the number of repetitions of a PDSCH 
may be differently configured per UE or may be cell­
specifically configured, at an access initial step. Alterna­
tively, the number of repetitions of the PDSCH may be 
semi-statically changed through RRC configuration. Alter­
natively, the number of repetitions of the PDSCH may be 
configured through a PDCCH whenever the PDSCH is 
transmitted. However, in order to reduce scheduling flex­
ibility and signaling overhead of the eNB, the eNB may 
transmit the PDSCH through fewer repetitions than the 
number of repetitions of the PDSCH ( or a maximum number 
of repetitions of the PDSCH) which is indicated to the UE 
or determined according to the value necessary for coverage 
enhancement of the UE. In this case, the UE may assume 
that a PDSCH bundle can be transmitted through fewer 
repetitions than the number of repetitions of the PDSCH ( or 
a maximum number of repetitions of the PDSCH) which is 
configured by the eNB for the UE or determined according 
to the value necessary for coverage enhancement of the UE. 
For example, the eNB may flexibly transmit the PDSCH 
through repetitions equal to or less than the number of 
repetitions of the PDSCH expected by the UE according to 
a channel environment of the UE or scheduling restrictions. 
In this case, since the UE does not know a bundle size of an 
actually transmitted PDSCH, the UE may attempt to decode 
the PDSCH in every subframe. 

[0227] In addition, the eNB may inform the UE of a 
minimum number of repetitions of the PDCCH/PDSCH. 

22 
Dec. 1, 2016 

Alternatively, the minimum number of repetitions of the 
PDCCH/PDSCH may be a fixed value or a predefined value. 
[0228] When it is difficult for the UE to successfully 
receive data over one PDCCH/PDSCH, if the UE is not 
aware of an accurate number of repetitions of the PDCCH/ 
PDSCH transmitted by the eNB, the UE attempts to receive 
the PDCCH/PDSCH using PDCCH/PDSCH subframes up 
to a maximum number of repetitions. However, if the UE 
attempts to receive the PDCCH/PDSCH in the PDCCH/ 
PDSCH subframes up to the maximum number of repeti­
tions, since signals of more subframes than a number of 
repetitions of the PDCCH/PDSCH actually transmitted by 
the eNB, values that hinder decoding ( e.g. data for other UEs 
or undesired signals) may be frequently used for decoding. 
[0229] However, when the UE is aware of a minimum 
number of repetitions of the PDCCH/PDSCH according to 
the present invention, ifHARQ is applied to DL data, the UE 
may use only the PDCCH/PDSCH corresponding to a 
minimum number of times for decoding although the UE 
does not know an accurate number of repetitions of the 
PDCCH/PDSCH transmitted by the eNB. In this case, 
values that hinder decoding (e.g. data for other UEs or 
undesired signals) are not frequently used. If the UE fails to 
perform decoding although the UE has attempted to decode 
data using the PDCCH/PDSCH subframes up to the maxi­
mum number of repetitions ( e.g. when a decoding result is 
determined to be NACK), the UE may ( combine and) store 
only data transmitted in the PDCCH/PDSCH subframes 
corresponding to the minimum number of repetitions in a 
reception HARQ buffer. 
[0230] The eNB may 1) inform the UE of both maximum 
and minimum numbers of repetitions and configure the UE 
to enable a HARQ combining operation ( described above) 
or 2) configure the UE to disable the HARQ combining 
operation instead of informing the UE of the maximum 
number of repetitions. Alternatively, similarly, the UE may 
be configured (by the eNB) to 1) automatically enable the 
HARQ combining operation ( described above) when both 
the maximum and minimum numbers of repetitions are 
given or 2) automatically disable the HARQ combining 
operation if only the maximum number of repetitions is 
given. 
[0231] <G. Independent Transmission Timing of PDCCH, 
PDSCH/PUSCH, and ACK/NACK> 
[0232] FIG. 20 illustrates a signal transmission/reception 
method according to embodiment G of the present inven­
tion. 
[0233] As in the case in which the location and period of 
a subframe in which transmission of a PDCCH bundle for 
the MTC UE can be started can be determined, the start 
locations and periods of a subframe bundle for PDSCH/ 
PUSCH transmission and a subframe bundle for ACK/ 
NACK ( e.g. PUCCH or PRICH) transmission for data may 
be determined. Characteristically, information about sub­
frame locations and subframe durations in which transmis­
sion of PDCCH, PDSCH/PUSCH, PRICH, and PUCCH 
bundles is started may be independently configured. For 
example, when a subframe in which transmission of the 
PDCCH bundle can be started is subframe n, n may be a 
value satisfying (n mod Dl)=Gl where Dl denotes a period 
of a subframe in which PDCCH transmission can be started 
and G 1 denotes an offset of a subframe location at which 
PDCCH transmission can be started. For example, Gl 
denotes the location of a PDCCH transmission start sub-
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frame in a duration of DI. Similarly, if a transmission start 
subframe of the PDSCH bundle is subframe k and a trans­
mission start subframe of the PUCCH bundle is subframe m, 
then k and m may be values satisfying (k mod D2)=G2 and 
(m mod D3)=G3, respectively. In this case, D2 denotes a 
period of a subframe in which PDSCH transmission can be 
started, G2 denotes an offset of a subframe location at which 
PDSCH transmission can be started, D3 denotes a period of 
a subframe in which PUSCH transmission can be started, 
and G3 denotes an offset of a subframe location at which 
PUSCH transmission can be started. The values D 1, G 1, D2, 
G2, D3, and G3 may be independently determined. 

[0234] In this case, as illustrated in FIG. 20, upon receiv­
ing the PDCCH bundle for scheduling a PDSCH from the 
eNB, the UE may receive the PDSCH bundle starting from 
the nearest subframe among subframes in which transmis­
sion of the PDSCH bundle can be started, which are located 
after Xl subframes starting from a subframe in which 
transmission of the PDCCH bundle is started. Similarly, in 
order for the UE that has received the PDSCH bundle to 
transmit ACK/NACK information for the corresponding 
PDSCH through a PUCCH, the UE may transmit the 
PUCCH bundle starting from the nearest subframe among 
subframes in which transmission of the PUCCH bundle can 
be started, which are located after X2 subframes starting 
from a subframe in which transmission of the PDCCH 
bundle is started. In this case, Xl and/or X2 may be 
pre-defined values or may be values configured by the eNB. 

[0235] In the above-described embodiments of the present 
invention, in order to transmit data and signals suitable for 
a channel situation to the MTC UE, the eNB needs to 
distinguish an MTC UE with a coverage issue from an MTC 
UE without a coverage issue. However, the eNB does not 
know presence of the UE until the UE transmits a PRACH. 
Accordingly, since the eNB does not know presence of the 
UE until the UE receives an SIB for the first time, the UE 
according to the present invention may determine whether 
the UE has a coverage issue. For example, the UE may 
determine whether the UE has a coverage issue using at least 
one of (D time, the number of subframes, and/or the number 
of PSSs/SSSs needed to successfully receive a PSS/SSS, (2) 
time, the number of subframes, and/or the number of PBCHs 
needed to successfully receive a PBCH, CT) a result obtained 
by performing a radio resource management (RRMl ( e.g. a 
reference signal received power (RSRP)), and (±) time 
and/or the number of subframes needed to successfully 
receive an SIB, and/or success/failure of reception of the 
SIB attempted during a specific time duration. If it is 
determined that the MTC UE has a coverage issue, the MTC 
UE may inform the eNB that the MTC UE has a coverage 
issue by applying a coverage enhancement scheme accord­
ing to the embodiment(s) of the present invention or trans­
mitting a PRACH defined to indicate the coverage enhance­
ment scheme. Meanwhile, the eNB does not know presence 
or absence of the UE with a coverage issue before the UE 
with a coverage issue informs the eNB that the UE has a 
coverage issue through PRACH transmission ( explicitly or 
implicitly) indicating the coverage issue or before the UE 
with a coverage issue completes initial access to the eNB. 
Therefore, the eNB according to the present invention ( even 
if the eNB cannot recognize the MTC UE with a coverage 
issue) may perform subframe bundle transmission according 
to the present invention for the MTC UE requiring coverage 
enhancement. If the UE transmits the PRACH and com-
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pletes initial access to the eNB, the eNB may determine 
presence/absence of the UE with a coverage issue, a cov­
erage enhancement level, etc. (through RRM information, 
etc.) and inform the UE of a determined result. 
[0236] Embodiments A to G of the present invention may 
be separately applied or two or more thereof may be applied 
together. 
[0237] In the embodiments of the present invention, a UE 
operates as the transmitting device 10 in UL and as the 
receiving device 20 in DL. In the embodiments of the 
present invention, an eNB operates as the receiving device 
20 in UL and as the transmitting device 10 in DL. Herein­
after, a processor, an RF unit, and a memory included in the 
UE will be referred to as a UE processor, a UE RF unit, and 
a UE memory, respectively, and a processor, an RF unit, and 
a memory included in the eNB will be referred to as an eNB 
processor, an eNB RF unit, and an eNB memory, respec­
tively. 
[0238] For example, the eNB processor may control the 
eNB RF unit so that a PDCCH, a PDSCH, a PRICH, and/or 
a PBCH may be (repeatedly) transmitted according to any 
one of embodiments A to G of the present invention. The 
eNB processor may control the eNB RF unit so that a 
PUCCH and/or a PUSCH transmitted by the UE may be 
(repeatedly) received according to any one of embodiments 
A to G of the present invention. The eNB processor may 
( combine and) decode the repeatedly received PUCCH 
and/or PUSCH. The eNB processor may generate ACK/ 
NACK information according to whether decoding has 
successfully been performed and control the eNB RF unit so 
that the ACK/NACK information may be transmitted 
through the PRICH. The eNB processor may control the 
eNB RF unit so as to perform repetitive transmission of the 
PRICH. The eNB processor may control the eNB RF unit so 
that configuration information of a subframe bundle (e.g. a 
transmission period, a transmission offset, a start frame, a 
bundle size, and/or a number of repetitions) may be trans­
mitted for repetitive transmission of the PDCCH, PDSCH, 
PUCCH, PUSCH, PRICH and/or PBCH. The eNB proces­
sor may control the eNB RF unit so that (repetitive) trans­
mission/reception of a corresponding physical channel may 
be performed in a corresponding bundle based on the 
configuration information. 
[0239] The UE processor may control the UE RF unit so 
that a PDCCH, a PDSCH, a PRICH, and/or a PBCH may be 
(repeatedly) received according to any one of embodiments 
A to G of the present invention. The UE processor may 
control the UE RF unit so that a PUCCH and/or a PUSCH 
may be (repeatedly) transmitted according to any one of 
embodiments A to G of the present invention. The UE 
processor may ( combine and) decode the repeatedly 
received PDCCH and/or PDSCH. The UE processor may 
generate ACK/NACK information according to whether 
decoding has successfully been performed and control the 
UE RF unit so that the ACK/NACK information may be 
transmitted through the PUCCH and/or the PUSCH. The UE 
processor may control the UE RF unit so as to perform 
repetitive transmission of the PUCCH and/or the PUSCH. 
The UE processor may control the UE RF unit so that 
configuration information of a subframe bundle ( e.g. a 
transmission period, a transmission offset, a start frame, a 
bundle size, and/or a number of repetitions) may be received 
for repetitive transmission of the PDCCH, PDSCH, 
PUCCH, PUSCH, PRICH and/or PBCH. The UE processor 
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may control the UE RF unit so that (repetitive) transmission/ 
reception of a corresponding physical channel may be 
performed in a corresponding bundle based on the configu­
ration information. 
[0240] As described above, the detailed description of the 
preferred embodiments of the present invention has been 
given to enable those skilled in the art to implement and 
practice the invention. Although the invention has been 
described with reference to exemplary embodiments, those 
skilled in the art will appreciate that various modifications 
and variations can be made in the present invention without 
departing from the spirit or scope of the invention described 
in the appended claims. Accordingly, the invention should 
not be limited to the specific embodiments described herein, 
but should be accorded the broadest scope consistent with 
the principles and novel features disclosed herein. 

INDUSTRIAL APPLICABILITY 

[0241] The embodiments of the present invention are 
applicable to an eNB, a UE, or other devices in a wireless 
communication system. 

1. A method for receiving, by a user equipment, downlink 
data, the method comprising: 

repeatedly receiving, by the user equipment, a physical 
downlink control channel (PDCCH) carrying downlink 
control information across N consecutive subframes, 
where N is an integer greater than 1; and 

repeatedly receiving, by the user equipment, a physical 
downlink shared channel (PDSCH) carrying the down­
link data, across D consecutive subframes starting from 
a subframe n+k after a subframe n in which the PDCCH 
is last received, based on the downlink control infor­
mation, 

wherein the downlink control information includes rep­
etition number information for the PDSCH, and D is an 
integer determined based on the repetition number 
information, and 

wherein k is an integer greater than 0. 
2. The method according to claim 1, further comprising: 
receiving, by the user equipment, a higher layer signal 

including information on a maximum number of rep­
etitions for the PDCCH, 

wherein N is less than or equal to the maximum number 
of repetitions for the PDCCH. 

3. The method according to claim 1, further comprising: 
receiving, by the user equipment, information on a start of 

the N consecutive subframes. 
4. The method according to claim 1, wherein the repeat­

edly received PDCCHs are received using a same control 
channel element (CCE) resource within the N consecutive 
subframes. 

5. A method for transmitting, by a base station, downlink 
data, the method comprising: 

repeatedly transmitting, by the base station, a physical 
downlink control channel (PDCCH) carrying downlink 
control information across N consecutive subframes, 
where N is an integer greater than 1; and 

repeatedly transmitting, by the base station, a physical 
downlink shared channel (PDSCH) carrying the down­
link data, across D consecutive subframes starting from 
a subframe n+k after a subframe n in which the PDCCH 
is last transmitted, based on the downlink control 
information, 
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wherein the downlink control information includes rep­
etition number information for the PDSCH, and D is an 
integer determined based on the repetition number 
information, and 

wherein k is an integer greater than 0. 
6. The method according to claim 5, further comprising: 
transmitting, by the base station, a higher layer signal 

including information on a maximum number of rep­
etitions for the PDCCH, 

wherein N is less than or equal to the maximum number 
of repetitions for the PDCCH. 

7. The method according to claim 5, further comprising: 
transmitting, by the base station, information on a start of 

the N consecutive subframes. 
8. The method according to claim 5, wherein the repeat­

edly transmitted PDCCHs are transmitted using a same 
control channel element (CCE) resource within the N con­
secutive subframes. 

9. A user equipment for receiving downlink data, the user 
equipment comprising: 

a radio frequency (RF) unit, and 
a processor configured to control the RF unit to: 

repeatedly receive a physical downlink control channel 
(PDCCH) carrying downlink control information 
across N consecutive subframes, where N is an 
integer greater than 1; and 

repeatedly receive a physical downlink shared channel 
(PDSCH) carrying the downlink data, across D con­
secutive subframes starting from a subframe n+k 
after a subframe n in which the PDCCH is last 
received, based on the downlink control information, 

wherein the downlink control information includes rep­
etition number information for the PDSCH, and D is an 
integer determined based on the repetition number 
information, and 

wherein k is an integer greater than 0. 
10. The user equipment according to claim 9, 
wherein the processor is configured to control the RF unit 

to receive a higher layer signal including information 
on a maximum number of repetitions for the PDCCH, 

wherein N is less than or equal to the maximum number 
of repetitions for the PDCCH. 

11. The user equipment according to claim 9, 
wherein the processor is configured to control the RF unit 

to receive information on a start of the N consecutive 
subframes. 

12. The user equipment according to claim 9, 
wherein the repeatedly received PDCCHs are received 

using a same control channel element (CCE) resource 
within the N consecutive subframes. 

13. A base station for transmitting downlink data, the base 
station comprising: 

a radio frequency (RF) unit, and 
a processor configured to control the RF unit to: 

repeatedly transmit a physical downlink control chan­
nel (PDCCH) carrying downlink control information 
across N consecutive subframes, where N is an 
integer greater than 1; and 

repeatedly transmit a physical downlink shared channel 
(PDSCH) carrying the downlink data, across D con­
secutive subframes starting from a subframe n+k 
after a subframe n in which the PDCCH is last 
transmitted, based on the downlink control informa­
tion, 
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wherein the downlink control information includes rep­
etition number information for the PDSCH, and D is an 
integer determined based on the repetition number 
information, and 

wherein k is an integer greater than 0. 
14. The base station according to claim 13, 
wherein the processor is configured to control the RF unit 

to transmit a higher layer signal including information 
on a maximum number of repetitions for the PDCCH, 

wherein N is less than or equal to the maximum number 
of repetitions for the PDCCH. 

15. The base station according to claim 13, further com­
prising: 

wherein the processor is configured to control the RF unit 
to transmit information on a start of the N consecutive 
subframes. 

16. The base station according to claim 13, wherein the 
repeatedly transmitted PDCCHs are transmitted using a 
same control channel element (CCE) resource within the N 
consecutive subframes. 

* * * * * 
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