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(57) ABSTRACT 

An on-screen shopping application which reacts to a human 
target user's motions to provide a shopping experience to the 
user is provided. A tracking system captures user motions and 
executes a shopping application allowing a user to manipulate 
an on-screen representation the user. The on-screen represen 
tation has a likeness of the user or another individual and 
movements of the user in the on-screen interface allows the 
user to interact with virtual articles that represent real-world 
articles. User movements which are recognized as article 
manipulation or transaction control gestures are translated 
into commands for the shopping application. 
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MOTON-BASED INTERACTIVE SHOPPNG 
ENVIRONMENT 

BACKGROUND 

0001. On-line shopping has become increasingly popular, 
but suffers from the fact that users may not be aware of how a 
particular article will work for them. Users may not be aware 
how an article of clothing fits them or how a piece of furniture 
will appear in their home. Some attempts to solve this prob 
lem include the use of virtual models which are built from a 
library of stock model parts. 
0002 Current solutions to assista user in determining how 
articles will work for their particular needs are limited. 

SUMMARY 

0003. An on-screen shopping application which reacts to a 
human target user's motions to provide a shopping experience 
to the user is provided. A tracking system is used to track user 
motions and execute a shopping application. An on-screen 
representation of a human target user, representative of the 
likeness of the user or another individual, is presented on a 
display device. Movements of the human target user are 
tracked and displayed on the display device. An on-screen 
interface allows the user to interact with virtual articles that 
represent real-world articles available to the user. User move 
ments which are recognized as article manipulation or trans 
action control gestures are translated into commands for the 
shopping application. 
0004. In one aspect, the application comprises a computer 
implemented method wherein a scene including a human 
target user is captured using a capture device which is part of 
the tracking system. A representation of the scene and the 
human target is rendered on a display device. An interface is 
presented allowing the human target to select and position 
one or more of a plurality of virtual articles representing real 
articles available for purchase in the representation on the 
display device. User movements are tracked in the scene and 
the movements applied to the representation of the human 
target. Movements are applied to at least one of the virtual 
articles in the representation when the motions of the human 
target in the scene indicate an article manipulation gesture. 
User movements are applied to a purchasing interface when 
the motions of the human target in the scene indicate an 
transaction manipulation gesture 

BRIEF DESCRIPTION OF THE DRAWINGS 

0005 FIGS. 1A and 1B illustrate an example embodiment 
of a tracking system with a user playing a game. 
0006 FIG. 2 illustrates an example embodiment of a cap 
ture device that may be used as part of the tracking system. 
0007 FIG. 3 depicts an example of a processing device 
that may be used to track motion and execute and application 
based on the tracked motion. 
0008 FIG. 4 illustrates a second example embodiment of 
a computing system that may be used to track motion and 
update an application based on the tracked motion. 
0009 FIG. 5 is a flowchart illustrating a method which 
may be implemented by the devices illustrated in FIGS. 1-4 to 
execute an application. 
0010 FIG. 6 is a flow chart describing one embodiment 
for automatically sensing one or more physical properties of 
an environment. 
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0011 FIG. 7 is a flowchart illustrating selection of a 
human target within a scene. 
0012 FIG. 8 illustrates an example embodiment of a skel 
etal model 808 representing a scanned human target used to 
track a human target in a scene. 
0013 FIG. 9 illustrates a user 1002 and an on-screen rep 
resentation of the user 1050 provided by system 20. 
0014 FIG. 10 is a flowchart illustrating a method for cre 
ating an on-screen representation of a human target. 
0015 FIG. 11 is a flowchart illustrating a method per 
formed by a computer to implement an on-screen shopping 
application. 
0016 FIG. 12 is a representation of an on-screen repre 
sentation of a user and a user interface. 
0017 FIG. 13 is a representation of an on-screen repre 
sentation of a human target user in a virtual background. 
0018 FIG. 14 is an example embodiment of a tracking 
system implementing a shopping application using virtual 
articles. 
0019 FIG. 15 is a representation of an on-screen interface 
without a human target in a virtual scene. 
0020 FIG. 16 is a block diagram depicting various track 
ing systems connected via a network with on-line retailers 
and a gaming Service. 
0021 FIG. 17 is a block diagram depicting various track 
ing systems connected via a network. 
0022 FIG. 18 is a flowchart illustrating how two users on 
different systems may interact using in an on-screen shopping 
application. 
0023 FIG. 19 illustrates a human target user and an on 
screen representation of another human target user. 

DETAILED DESCRIPTION 

0024 Technology is provided wherein a computing sys 
tem runs an on-screen shopping application which reacts to a 
human target user's motions to provide a shopping experience 
to the user. A tracking system is used to track user motions and 
execute a shopping application. An on-screen representation 
of a human target user, representative of the likeness of the 
user or another individual, is presented on a display device. 
Movements of the human target user are tracked and dis 
played on the display device. An on-screen interface allows 
the user to interact with virtual articles that represent real 
world articles available to the user. User movements which 
are recognized as article manipulation or transaction control 
gestures are translated into commands for the shopping appli 
cation. 
0025. In one embodiment, the shopping solution provided 
herein utilizes a system 10 which tracks user movements and 
presents an on-screen representation of a user (and/or other 
users), and allows interaction by one or more movements of 
the human target, or tracked, user. 
0026 FIGS. 1A and 1B illustrate an example embodiment 
ofa system 10 which can be used with the present technology. 
One use of the exemplary tracking system 10 is where a user 
18 plays a game. In FIG. 1 the example is the user playing a 
boxing game. In an example embodiment, the system 10 may 
be used to recognize, analyze, and/or track a human target 
Such as the user 18 or other objects within range of tracking 
system 10. 
0027. As shown in FIG. 1, tracking system 10 may include 
a computing system 12. The computing system 12 may be a 
computer, a gaming system or console, or the like. According 
to an example embodiment, the computing system 12 may 
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include hardware components and/or software components 
Such that computing system 12 may be used to execute appli 
cations Such as gaming applications, non-gaming applica 
tions, or the like. In one embodiment, computing system 12 
may include a processor Such as a standardized processor, a 
specialized processor, a microprocessor, or the like that may 
execute instructions stored on a processor readable storage 
device for performing the processes described herein. 
0028. As shown in FIG. 1A, tracking system 10 may fur 
ther include a capture device 20. The capture device 20 may 
be, for example, a camera that may be used to visually moni 
tor one or more users, such as the user 18, Such that gestures 
and/or movements performed by the one or more users may 
be captured, analyzed, and tracked to perform one or more 
controls or actions within the application and/or animate an 
avatar or on-screen character, as will be described in more 
detail below. 
0029. According to one embodiment, the tracking system 
10 may be connected to an audio/visual device 16 such as a 
television, a monitor, a high-definition television (HDTV), or 
the like that may provide game or application visuals and/or 
audio to a user Such as the user 18. For example, the comput 
ing system 12 may include a video adapter Such as a graphics 
card and/or an audio adapter Such as a sound card that may 
provide audio/visual signals associated with the game appli 
cation, non-game application, or the like. The audio/visual 
device 16 may receive the audio/visual signals from the com 
puting system 12 and may then output the game or application 
visuals and/or audio associated with the audio/visual signals 
to the user 18. According to one embodiment, the audio/ 
visual device 16 may be connected to the computing system 
12 via, for example, an S-Video cable, a coaxial cable, an 
HDMI cable, a DVI cable, a VGA cable, component video 
cable, or the like. 
0030. As shown in FIGS. 1A and 1B, the tracking system 
10 may be used to recognize, analyze, and/or track a human 
target such as the user 18. For example, the user 18 may be 
tracked using the capture device 20 Such that the gestures 
and/or movements of user 18 may be captured to animate an 
avatar or on-screen character and/or may be interpreted as 
controls that may be used to affect the application being 
executed by computer environment 12. Thus, according to 
one embodiment, the user 18 may move his or her body to 
control the application and/or animate the avatar or on-screen 
character. Similarly, tracking system 10 may be used to rec 
ognize, analyze, and/or track persons who are watching user 
18 play the game so that movement by those persons watch 
ing user 18 play the game will control movement avatars in 
the audience at the boxing game displayed on audio/visual 
device 16. 

0031. In the example depicted in FIGS. 1A and 1B, the 
application executing on the computing system 10 may be a 
boxing game that the user 18 is playing. For example, the 
computing system 12 may use the audio/visual device 16 to 
provide a visual representation of a boxing opponent 22 to the 
user 18. The computing system 12 may also use the audio/ 
visual device 16 to provide a visual representation of a user 
avatar 24 that the user 18 may control with his or her move 
ments. For example, as shown in FIG. 1B, the user 18 may 
throw a punch in physical space to cause the user avatar 24 to 
throw a punch in game space. Thus, according to an example 
embodiment, the computer system 12 and the capture device 
20 recognize and analyze the punch of the user 18 in physical 
space Such that the punch may be interpreted as a game 
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control of the user avatar 24 in game space and/or the motion 
of the punch may be used to animate the user avatar 24 in 
game Space. 
0032. In example embodiments, the human target such as 
the user 18 may have an object. In such embodiments, the user 
of an electronic game may be holding the object Such that the 
motions of the user and the object may be used to adjust 
and/or control parameters of the game. Objects not held by 
the user can also be tracked. Such as objects thrown, pushed or 
rolled by the user (or a different user) as well as self propelled 
objects. In addition to boxing, other games can also be imple 
mented. 
0033 According to other example embodiments, the 
tracking system 10 may further be used to interpret target 
movements as operating system and/or application controls 
that are outside the realm of games. For example, virtually 
any controllable aspect of an operating system and/or appli 
cation may be controlled by movements of the target Such as 
the user 18. 
0034 FIG. 2 illustrates an example embodiment of a cap 
ture device 20that may be used for target recognition, analy 
sis, and tracking in a scene, where the target can be a user or 
an object. According to an example embodiment, the capture 
device 20 may be configured to capture video with depth 
information including a depth image that may include depth 
values via any suitable technique including, for example, 
time-of-flight, structured light, Stereo image, or the like. 
According to one embodiment, the capture device 20 may 
organize the calculated depth information into “Zlayers, or 
layers that may be perpendicular to a Z axis extending from 
the depth camera along its line of sight. 
0035. As shown in FIG. 2, the capture device 20 may 
include an image camera component 22. According to an 
example embodiment, the image camera component 22 may 
be a depth camera that may capture the depth image of a 
scene. The depth image may include a two-dimensional (2-D) 
pixel area of the captured scene where each pixel in the 2-D 
pixel area may represent a depth value Such as a length or 
distance in, for example, centimeters, millimeters, or the like 
of an object in the captured scene from the camera. 
0036. As shown in FIG. 2, according to an example 
embodiment, the image camera component 22 may include 
an IR light component 24, a three-dimensional (3-D) camera 
26, and an RGB camera 28 that may be used to capture the 
depth image of a scene. Each of these components is focused 
on a scene. For example, in time-of-flight analysis, the IR 
light component 24 of the capture device 20 may emit an 
infrared light onto the scene and may then use sensors (not 
shown) to detect the backscattered light from the surface of 
one or more targets and objects in the scene using, for 
example, the 3-D camera 26 and/or the RGB camera 28. In 
Some embodiments, pulsed infrared light may be used Such 
that the time between an outgoing light pulse and a corre 
sponding incoming light pulse may be measured and used to 
determine a physical distance from the capture device 20 to a 
particular location on the targets or objects in the scene. 
Additionally, in other example embodiments, the phase of the 
outgoing light wave may be compared to the phase of the 
incoming light wave to determine a phase shift. The phase 
shift may then be used to determine a physical distance from 
the capture device 20 to a particular location on the targets or 
objects. 
0037 According to another example embodiment, time 
of-flight analysis may be used to indirectly determine a physi 
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cal distance from the capture device 20 to a particular location 
on the targets or objects by analyzing the intensity of the 
reflected beam of light over time via various techniques 
including, for example, shuttered light pulse imaging. 
0038. In another example embodiment, the capture device 
20 may use a structured light to capture depth information. In 
Such an analysis, patterned light (i.e., light displayed as a 
known pattern Such as grid pattern or a stripe pattern) may be 
projected onto the scene Via, for example, the IR light com 
ponent 24. Upon striking the Surface of one or more targets or 
objects in the scene, the pattern may become deformed in 
response. Such a deformation of the pattern may be captured 
by, for example, the 3-D camera 26 and/or the RGB camera 
28 and may then be analyzed to determine a physical distance 
from the capture device 20 to a particular location on the 
targets or objects. 
0039. According to another embodiment, the capture 
device 20 may include two or more physically separated 
cameras that may view a scene from different angles, to 
obtain visual stereo data that may be resolved to generate 
depth information. 
0040. In another example embodiment, the capture device 
20 may use point cloud data and target digitization techniques 
to detect features of the user. 
0041. The capture device 20 may further include a micro 
phone 30, or an array of microphones. The microphone 30 
may include a transducer or sensor that may receive and 
convert Sound into an electrical signal. According to one 
embodiment, the microphone 30 may be used to reduce feed 
back between the capture device 20 and the computing envi 
ronment 12 in the target recognition, analysis, and tracking 
system 10. Additionally, the microphone 30 may be used to 
receive audio signals that may also be provided by the user to 
control applications such as game applications, non-game 
applications, or the like that may be executed by the comput 
ing environment 12. 
0042. In an example embodiment, the capture device 20 
may further include a processor 32 that may be in operative 
communication with the image camera component 22. The 
processor 32 may include a standardized processor, a special 
ized processor, a microprocessor, or the like that may execute 
instructions that may include instructions for receiving the 
depth image, determining whether a Suitable target may be 
included in the depth image, converting the Suitable target 
into a skeletal representation or model of the target, or any 
other suitable instruction. 
0043. The capture device 20 may further include a 
memory component 34 that may store the instructions that 
may be executed by the processor 32, images or frames of 
images captured by the 3-d camera 26 or RGB camera 28, or 
any other Suitable information, images, or the like. According 
to an example embodiment, the memory component 34 may 
include random access memory (RAM), read only memory 
(ROM), cache, Flash memory, a hard disk, or any other suit 
able storage component. As shown in FIG. 2, in one embodi 
ment, the memory component 34 may be a separate compo 
nent in communication with the image capture component 22 
and the processor 32. According to another embodiment, the 
memory component 34 may be integrated into the processor 
32 and/or the image capture component 22. 
0044 As shown in FIG. 2, the capture device 20 may be in 
communication with the computing environment 12 via a 
communication link36. The communication link 36 may be 
a wired connection including, for example, a USB connec 
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tion, a Firewire connection, an Ethernet cable connection, or 
the like and/or a wireless connection such as a wireless 802. 
11b, g, a, or n connection. According to one embodiment, the 
computing environment 12 may provide a clock to the capture 
device 20 that may be used to determine when to capture, for 
example, a scene via the communication link36. 
0045. Additionally, the capture device 20 may provide the 
depth information and images captured by, for example, the 
3-D camera 26 and/or the RGB camera 28, and a skeletal 
model that may be generated by the capture device 20 to the 
computing environment 12 via the communication link 36. 
The computing environment 12 may then use the skeletal 
model, depth information, and captured images to, for 
example, control an application Such as a game or word 
processor. For example, as shown, in FIG. 2, the computing 
environment 12 may include a gestures library 192. 
0046 Computing environment 12 may include a gesture 
recognition engine 190 including gesture filters 191, a ges 
tures library 192, a display device 194, a processor 195 
including a feature comparison model 196, a features library 
197, an image library 188, user profile information 198, a 3-D 
model library 198, a 3-D model builder 193 and one or more 
applications 180. In the present example, application 180 is 
an interactive shopping application. 
0047 Processor 195 can execute instructions for receiving 
data of a scene, wherein the data includes data representative 
of the target in a physical space. The instructions comprise 
instructions for detecting at least one target feature from the 
data, and comparing the at least one detected target feature to 
visual representation feature options from the features library 
195. The visual representation feature options may comprise 
selectable options configured for application to the visual 
representation. Further instructions provide for selecting a 
visual representation feature from the visual representation 
feature options, applying the visual representation feature to 
the visual representation of the target, and rendering the 
visual representation. The visual representation may be auto 
generated from the comparison of the at least one detected 
feature to the visual representation feature options such that 
the selection of the visual representation feature is performed 
without manual selection by a user. 
0048. The selection of the visual representation feature 
may comprise selecting the visual representation feature that 
is similar to the detected target feature. The visual represen 
tation feature may be at least one of a facial feature, a body 
part, a color, a size, a height, a width, a shape, an accessory, or 
a clothing item. The instructions may provide for generating 
a Subset of visual representation feature options, from the 
visual representation feature options, for the visual represen 
tation feature, and providing the generated Subset of feature 
options for user selection of the visual representation feature 
to apply to the visual representation. The generated Subset of 
visual representation feature options may comprise multiple 
visual representation feature options that are similar to the 
detected target feature. The instructions may provide for 
receiving a user selection of a visual representation feature 
from the generated subset of feature options, wherein select 
ing the visual representation feature from the visual represen 
tation feature options comprises selecting the visual repre 
sentation feature that corresponds to the user selection. The 
visual representation, having the visual representation fea 
ture, may be rendered in real time. Furthermore, the instruc 
tions may provide for monitoring the target and detecting a 
change in the detected target feature, and updating the visual 
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representation of the target by updating the visual represen 
tation feature applied to the visual representation, in real time, 
based on the change in the detected target feature. 
0049. As shown, in FIG. 2, the computing environment 12 
may include a gestures library 192 and a gestures recognition 
engine 190. The gestures recognition engine 190 may include 
a collection of gesture filters 191. A filter may comprise code 
and associated data that can recognize gestures or otherwise 
process depth, RGB, or skeletal data. Each filter 191 may 
comprise information defining a gesture along with param 
eters, or metadata, for that gesture. For instance, a throw, 
which comprises motion of one of the hands from behind the 
rear of the body to past the front of the body, may be imple 
mented as a gesture filter 191 comprising information repre 
senting the movement of one of the hands of the user from 
behind the rear of the body to past the front of the body, as that 
movement would be captured by a depth camera. Parameters 
may then be set for that gesture. Where the gesture is a throw, 
a parameter may be a threshold velocity that the hand has to 
reach, a distance the hand must travel (either absolute, or 
relative to the size of the user as a whole), and a confidence 
rating by the recognizer engine that the gesture occurred. 
These parameters for the gesture may vary between applica 
tions, between contexts of a single application, or within one 
context of one application over time. 
0050. While it is contemplated that the gestures recogni 
tion engine 190 may include a collection of gesture filters 
191, where a filter may comprise code or otherwise represent 
a component for processing depth, RGB, or skeletal data, the 
use of a filter is not intended to limit the analysis to a filter. The 
filter is a representation of an example component or section 
of code that analyzes data of a scene received by a system, and 
comparing that data to base information that represents a 
gesture. As a result of the analysis, the system may produce an 
output corresponding to whether the input data corresponds 
to the gesture. The base information representing the gesture 
may be adjusted to correspond to the recurring feature in the 
history of data representative of the user's capture motion. 
The base information, for example, may be part of a gesture 
filter as described above. But, any suitable manner for ana 
lyzing the input data and gesture data is contemplated. 
0051. In an example embodiment, a gesture may be rec 
ognized as a trigger for the entry into a modification mode, 
where a user can modify the visual representation auto-gen 
erated by the system. For example, a gesture filter 191 may 
comprise information for recognizing a modification trigger 
gesture. If the modification trigger gesture is recognized, the 
application may go into a modification mode. The modifica 
tion trigger gesture may vary between applications, between 
systems, between users, or the like. For example, the same 
gesture in a tennis gaming application may not be the same 
modification trigger gesture in a bowling game application. 
Consider an example modification trigger gesture that com 
prises a user motioning the user's right hand, presented in 
front of the user's body, with the pointer finger pointing 
upward and moving in a circular motion. The parameters set 
for the modification trigger gesture may be used to identify 
that the user's hand is in front of the user's body, the user's 
pointerfinger is pointed in an upward motion, and identifying 
that the pointer finger is moving in a circular motion. 
0052 Certain gestures may be identified as a request to 
enter into a modification mode, where if an application is 
currently executing, the modification mode interrupts the cur 
rent state of the application and enters into a modification 
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mode. The modification mode may cause the application to 
pause, where the application can be resumed at the pause 
point when the user leaves the modification mode. Alter 
nately, the modification mode may not result in a pause to the 
application, and the application may continue to execute 
while the user makes modifications. 

0053. The data captured by the cameras 26, 28 and device 
20 in the form of the skeletal model and movements associ 
ated with it may be compared to the gesture filters 191 in the 
gestures library 192 to identify whena user (as represented by 
the skeletal model) has performed one or more gestures. 
Thus, inputs to a filter such as filter 191 may comprise things 
Such as joint data about a user's joint position, like angles 
formed by the bones that meet at the joint, RGB color data 
from the scene, and the rate of change of an aspect of the user. 
As mentioned, parameters may be set for the gesture. Outputs 
from a filter 191 may comprise things such as the confidence 
that a given gesture is being made, the speed at which a 
gesture motion is made, and a time at which the gesture 
OCCU.S. 

0054 The computing environment 12 may include a pro 
cessor 195that can process the depth image to determine what 
targets are in a scene, such as a user 18 or an object in the 
room. This can be done, for instance, by grouping together of 
pixels of the depth image that share a similar distance value. 
The image may also be parsed to produce a skeletal represen 
tation of the user, where features, such as joints and tissues 
that run between joints are identified. There exist skeletal 
mapping techniques to capture a person with a depth camera 
and from that determine various spots on that user's skeleton, 
joints of the hand, wrists, elbows, knees, nose, ankles, shoul 
ders, and where the pelvis meets the spine. Other techniques 
include transforming the image into a body model represen 
tation of the person and transforming the image into a mesh 
model representation of the person. 
0055. In an embodiment, the processing is performed on 
the capture device 20, and the raw image data of depth and 
color (where the capture device 20 comprises a 3-D camera 
26) values are transmitted to the computing environment 12 
via link 36. In another embodiment, the processing is per 
formed by a processor 32 coupled to the camera 402 and then 
the parsed image data is sent to the computing environment 
12. In still another embodiment, both the raw image data and 
the parsed image data are sent to the computing environment 
12. The computing environment 12 may receive the parsed 
image data but it may still receive the raw data for executing 
the current process or application. For instance, if an image of 
the scene is transmitted across a computer network to another 
user, the computing environment 12 may transmit the raw 
data for processing by another computing environment. 
0056. The processor may have a features comparison 
module 196. The features comparison module 196 may com 
pare the detected features of a target to the options in the 
features library 197. The features library 197 may provide 
visual representation feature options, such as color options, 
facial feature options, body type options, size options, etc. 
and the options may vary for human and non-human targets. 
The library may be a catalog, a database, memory, or the like, 
that stores the features for the visual representation. The 
library may an organized or unorganized collection of fea 
tures options. The system or user may add features to the 
catalog. For example, an application may have a pre-pack 
aged set of feature options or the system may have a default 
number of available features. Additional feature options may 
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be added to or updated in the features library 197. For 
example, the user may purchase additional feature options in 
a virtual marketplace, a user may gift feature options to 
another user, or the system may generate feature options by 
taking a Snapshot of the user's detected features. 
0057 The image library 188 may be a collection of images 
retrieved by the capture device 20 including particular fea 
tures of users who interact with the capture device. Images 
may be used to render on-screen scenes in accordance with 
the discussion below. The image library 188 may also store 
images scanned by the capture device of articles in the scene. 
0058. The features comparison module 196 may make 
feature selections, such as from the catalog of feature options, 
that most closely resemble the detected features of the target. 
The system may auto-generate a virtual object that has the 
detected features. For example, consider the detection of a 
red, two-seater couch in the physical space. The system may 
identify the features from the features library 197 that, alone 
or in combination, resemble the detected target features of the 
couch. In an example embodiment, the selection from the 
features library 197 may be as simple as selecting a virtual 
target that has at least one feature of the physical target. For 
example, the features library 197 may have numerous feature 
options for furniture and may include a virtual image or 
depiction of a red, two-seater couch. Such features may be 
pre-packaged and provided with an application or with the 
system. In another example, the system may take a Snapshot 
of the physical couch and create a cartoon or virtual image 
that takes the shape of the physical couch. Thus, the feature 
selected may be from a Snapshot of the physical couch pre 
viously taken by the system and added to the features library 
197. 

0059. The system may adjust the color, positioning, or 
scale of a selected feature based on the detected target fea 
tures and store this information in a 3-D model library 199. 
For example, the system may select a feature or combine 
several features from the features library 197 that resemble 
the features of the detected target. The system may add fea 
tures to a selected feature or virtual image to more fully 
resemble the detected target. In the example of the detected 
couch, the system may perform a feature look-up in the fea 
tures library 197 and identify a virtual frame for a couch 
having at least one feature that resembles a feature of the 
physical couch. For example, the system may initially select 
a virtual couch that resembles the detected physical couch in 
shape. If a virtual two-seater couch is an available feature 
option, the system may select the virtual two-seater. Colors 
may be feature options selectable by the system. In this 
example, if a red couch is specifically not an option in the 
features library 197, the system may select a color from the 
features library 197 and apply it to the virtual frame selected. 
The system may select an existing color in the features library 
197 that resembles the detected red color of the physical 
couch, or the system may take a Snapshot of the color of the 
physical couch and add it to the features library as a feature 
option. The system may apply the selected redcolor feature to 
the virtual couch image. 
0060 Physical models may be components of the selected 

target. In general, modeling of cloth and garments worn by 
virtual models is performed by first attaching the cloth to a 
mesh to the body surface by defining attachment data of the 
garment mesh to the Surface of the online representation. 
Cloth deformation makes use of shape of the underlying skin 
of a virtual model, or in this case the virtual representation. 
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Each vertex of a garment mesh is associated with a triangle, 
edge, or vertex of a skin mesh. 
0061 Hence, for a garment, in one embodiment, a 3-D 
model includes a mesh of information use to determine how 
to apply the garment to a human model. Body deformation 
provides resizing of the cloth or garment model. Physics 
based models have been developed that are able to simulate 
the dynamics of cloth independent of its use whether it’s 
clothing or other situations such as furniture or tablecloths. 
Such models integrate complex clothing detection and simu 
late physical behavior of the garments. Any of these modeling 
techniques may be utilized to generate a three-dimensional 
article model for use in the application. One popular way of 
modeling the mechanics of clothes are spring-mass particle 
systems. They are composed of 3-D punctual masses, con 
nected to their neighbors by springs. The mechanical behav 
iors of clothes are simulated by competing forces applied on 
each mass given their position and velocity. There are differ 
ent ways to complete the numerical integration. Garments 
interact with objects in their environment either with the body 
that wears them or with other garment pieces. Dealing with 
collisions involves two types of problems, collision detection 
and collision response. A shopping application 180 will use 
this information stored in the 3-D model to find the geometri 
cal contacts between the objects and integrate the resulting 
reaction and friction effects in a mechanical simulation pre 
sented on the display 194. 
0062. In another example, the target is a human user and 
the system detects the user's features, such as eye color, size, 
and shape, hair color, type, and length, etc. The system may 
compare the detected features to a catalog of feature options 
and apply selected features to the visual representation. As 
described above, the system may combine features and alter 
those features. For example, the features may be altered by 
applying a color, positioning, or scaling to the target. The 
features may be altered by the selection of additional features 
from the features library 197, such as a color, or by using 
image data from a Snapshot of the target. For example, an 
application may provide a generic set of Solid color pants, 
t-shirts, and shoe types in the features library 197. The system 
may select from the generic clothing features but alter the 
selected clothing features by applying colors to the clothing 
to reflect the colors of the target's clothing detected by the 
system. 
0063. The 3-D model library storing features and models 
of elements used in an on-screen interface by a user. The 3-D 
model library may include physical models of articles formed 
in conjunction with the disclosure in U.S. patent application 
No (virtual object manipulation). Additional meta-data may 
be associated with each model to provide, for example, infor 
mation on how the article interacts with other articles. For 
example, a 3-D model of a lamp may record the type light the 
lamp provides and the coverage of the light. 
0064. The computing environment 12 may use a 3-D 
Model Builder 193 to create 3-D models from scanned scene 
information available from the image library and the capture 
device. 

0065. In another example, the system may identify a sub 
set of features in the features library 197 that resemble the 
user's features and provide the subset from which the user 
may choose. Thus, the number of options provided to the user 
for a particular feature may be intelligently filtered to make it 
easier for the user to customize the visual representation. 
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0066. The computing environment 12 may use the ges 
tures library 192 to interpret movements of the skeletal model 
and to control an application based on the movements. Filters 
may be modular or interchangeable so that a first filter may be 
replaced with a second filter that has the same number and 
types of inputs and outputs as the first filter without altering 
any other aspect of the recognizer engine architecture. For 
instance, there may be a first filter for driving that takes as 
input skeletal data and outputs a confidence that the gesture 
associated with the filter is occurring and an angle of steering. 
Where one wishes to substitute this first driving filter with a 
second driving filter perhaps because the second driving 
filter is more efficient and requires fewer processing 
resources—one may do so by simply replacing the first filter 
with the second filter so long as the second filter has those 
same inputs and outputs—one input of skeletal data type, and 
two outputs of confidence type and angle type. 
0067. A filter need not have a parameter. For instance, a 
“user height filter that returns the user's height may not allow 
for any parameters that may be tuned. An alternate “user 
height' filter may have tunable parameters—such as to 
whether to account for a user's footwear, hairstyle, headwear 
and posture in determining the user's height. 
0068. Inputs to a filter may comprise things such as joint 
data about a user's joint position, like angles formed by the 
bones that meet at the joint, RGB color data from the scene, 
and the rate of change of an aspect of the user. Outputs from 
a filter may comprise things such as the confidence that a 
given gesture is being made, the speed at which a gesture 
motion is made, and a time at which a gesture motion is made. 
0069 Gesture recognizer engine 190 provides functional 

ity to the filters. In one embodiment, the functionality that the 
recognizer engine 190 implements includes an input-over 
time archive that tracks recognized gestures and other input, 
a Hidden Markov Model implementation (where the modeled 
system is assumed to be a Markov process—one where a 
present state encapsulates any past state information neces 
sary to determine a future state, so no other past state infor 
mation must be maintained for this purpose—with unknown 
parameters, and hidden parameters are determined from the 
observable data), as well as other functionality required to 
Solve particular instances of gesture recognition. 
0070 Filters 191 are loaded and implemented on top of 
recognizer engine 190 and can utilize services provided by 
recognizer engine 190. Application 180 may use the filters 
191 provided by the recognizer engine 190, or it may provide 
its own filters which plugs into recognizer engine 190. In one 
embodiment, all filters have a common interface to enable this 
plug-in characteristic. Further, all filters may utilize param 
eters, so a single gesture tool below may be used to debug and 
tune the entire filter system. 
0071 More information about recognizer engine 190 can 
be found in U.S. patent application Ser. No. 12/422,661. 
“Gesture Recognizer System Architecture.” filed on Apr. 13, 
2009, incorporated herein by reference in its entirety. More 
information about recognizing gestures can be found in U.S. 
patent application Ser. No. 12/391,150, "Standard Gestures.” 
filed on Feb. 23, 2009; and U.S. patent application Ser. No. 
12/474,655, “Gesture Tool” filed on May 29, 2009. Both of 
which are incorporated by reference herein in their entirety. 
0072 The computing environment 12 can model and dis 
play a representation of a human target user, or a representa 
tion of another individual for whom a 3D model is stored, 
Such as in the form of an avatar or a pointer on a display, Such 
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as in a display device 193. Display device 193 may include a 
computer monitor, a television screen, or any Suitable display 
device. For example, a camera-controlled computer system 
may capture user image data and display user feedback on a 
television screen that maps to the user's gestures. The user 
feedback may be displayed as an avatar or other on Screen 
representation of the user, on the screen such as shown in 
FIGS. 1A and 1B. The avatar's motion can be controlled 
directly by mapping the avatar's movement to those of the 
user's movements. The user's gestures may be interpreted 
control certain aspects of the application. 
0073. According to an example embodiment, the target 
may be a human target in any position Such as standing or 
sitting, a human target with an object, two or more human 
targets, one or more appendages of one or more human targets 
or the like that may be scanned, tracked, modeled and/or 
evaluated to generate a virtual screen, compare the user to one 
or more stored profiles and/or to store profile information 198 
about the target in a computing environment Such as comput 
ing environment 12. The profile information 198 may be in 
the form of user profiles, personal profiles, application pro 
files, system profiles, or any other Suitable method for storing 
data for later access. The profile information 198 may be 
accessible via an application or be available system-wide, for 
example. The profile information 198 may include lookup 
tables for loading specific user profile information. The vir 
tual screen may interact with an application that may be 
executed by the computing environment 12 described above 
with respect to FIGS. 1A-1B. 
0074 The system may render a visual representation of a 
human target, Such as a user, by auto-generating the visual 
representation based on information stored in the user's pro 
file. According to example embodiments, lookup tables may 
include userspecific profile information. In one embodiment, 
the computing environment such as computing environment 
12 may include stored profile data 198 about one or more 
users in lookup tables. The stored profile data 198 may 
include, among other things the targets Scanned or estimated 
body size, skeletal models, body models, Voice samples or 
passwords, the target's gender, the targets age, previous ges 
tures, target limitations and standard usage by the target of the 
system, such as, for example a tendency to sit, left or right 
handedness, or a tendency to stand very near the capture 
device. This information may be used to determine if there is 
a match between a target in a capture Scene and one or more 
user profiles 198, which, in one embodiment, may allow the 
system to adapt the virtual screen to the user, or to adapt other 
elements of the computing orgaming experience according to 
the profile 198. 
(0075 Previously selected features for the target's visual 
representation may be stored in a profile. For example, a 
user-specific profile may store the features selected and 
applied to auto-generate the user's visual representation. A 
location-specific profile may store features selected and 
applied to auto-generate and display a virtual scene that 
resembles the physical space. For example, virtual objects 
that correspond to objects in the physical space. Such as 
furniture in the room, may be generated by selecting from 
options in the features library 197. Colors may be detected 
and available colors may be selected from the features library 
197. Upon recognition or initialization by the system, the 
location-specific profile may be loaded, displaying the furni 
ture and colors that correspond to the location. 
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0076 One or more personal profiles 198 may be stored in 
computer environment 12 and used in a number of user ses 
sions, or one or more personal profiles may be created for a 
single session only. 
0077. The gestures library 192, gestures recognition 
engine 190, features library 197, features comparer 196 and 
profile 198 may be implemented in hardware, software or a 
combination of both. For example, the gestures library 192, 
and gestures recognition engine 190. may be implemented as 
software that executes on a processor, such as processor 195, 
of the computing environment 12 (or on processing unit 101 
of FIG. 3 or processing unit 259 of FIG. 4). The gestures 
library and filter parameters may be tuned for an application 
or a context of an application by a gesture tool. A context may 
be a cultural context, and it may be an environmental context. 
0078. It is emphasized that the block diagram depicted in 
FIGS. 3-4 described below are exemplary and not intended to 
imply a specific implementation. Thus, the processor 195 
FIG. 2, the processing unit 101 of FIG.3, and the processing 
unit 259 of FIG.4, can be implemented as a single processor 
or multiple processors. Multiple processors can be distributed 
or centrally located. For example, the gestures library 192 
may be implemented as Software that executes on the proces 
sor 32 of the capture device or it may be implemented as 
software that executes on the processor 195 in the computing 
environment 12. Any combination of processors that are Suit 
able for performing the techniques disclosed herein are con 
templated. Multiple processors can communicate wirelessly, 
via hard wire, or a combination thereof. 
007.9 Furthermore, as used herein, a computing environ 
ment 12 may refer to a single computing device or to a 
computing system. The computing environment may include 
non-computing components. The computing environment 
may include a display device, such as display device 194 
shown in FIG. 2. A display device may be an entity separate 
but coupled to the computing environment or the display 
device may be the computing device that processes and dis 
plays, for example. Thus, a computing system, computing 
device, computing environment, computer, processor, or 
other computing component may be used interchangeably. 
0080 FIG.3 illustrates an example embodiment of a com 
puting system that may be the computing system 12 shown in 
FIGS. 1A-2 used to track motion and/or animate (or other 
wise update) an avatar or other on-screen object displayed by 
an application. The computing system such as the computing 
system 12 described above with respect to FIGS. 1A-2 may be 
a multimedia console 100. Such as a gaming console. As 
shown in FIG. 3, the multimedia console 100 has a central 
processing unit (CPU) 101 having a level 1 cache 102, a level 
2 cache 104, and a flash ROM (Read Only Memory) 106. The 
level 1 cache 102 and a level 2 cache 104 temporarily store 
data and hence reduce the number of memory access cycles, 
thereby improving processing speed and throughput. The 
CPU 101 may be provided having more than one core, and 
thus, additional level 1 and level 2 caches 102 and 104. The 
flash ROM 106 may store executable code that is loaded 
during an initial phase of a boot process when the multimedia 
console 100 is powered on. 
0081. A graphics processing unit (GPU) 108 and a video 
encoder/video codec (coder/decoder) 114 form a video pro 
cessing pipeline for high speed and high resolution graphics 
processing. Data is carried from the graphics processing unit 
108to the video encoder/video codec 114 via abus. The video 
processing pipeline outputs data to an A/V (audio/video) port 

Oct. 6, 2011 

140 for transmission to a television or other display. A 
memory controller 110 is connected to the GPU 108 to facili 
tate processor access to various types of memory 112. Such as, 
but not limited to, a RAM (Random Access Memory). 
0082. The multimedia console 100 includes an I/O con 
troller 120, a system management controller 122, an audio 
processing unit 123, a network interface controller 124, a first 
USB host controller 126, a second USB controller 128 and a 
front panel I/O subassembly 130 that are preferably imple 
mented on a module 118. The USB controllers 126 and 128 
serve as hosts for peripheral controllers 142(1)-142(2), a 
wireless adapter 148, and an external memory device 146 
(e.g., flash memory, external CD/DVD ROM drive, remov 
able media, etc.). The network interface 124 and/or wireless 
adapter 148 provide access to a network (e.g., the Internet, 
home network, etc.) and may be any of a wide variety of 
various wired or wireless adapter components including an 
Ethernet card, a modem, a Bluetooth module, a cable modem, 
and the like. 
I0083) System memory 143 is provided to store application 
data that is loaded during the boot process. A media drive 144 
is provided and may comprise a DVD/CD drive, Blu-Ray 
drive, hard disk drive, or other removable media drive, etc. 
The media drive 144 may be internal or external to the mul 
timedia console 100. Application data may be accessed via 
the media drive 144 for execution, playback, etc. by the mul 
timedia console 100. The media drive 144 is connected to the 
I/O controller 120 via abus, such as a Serial ATA bus or other 
high speed connection (e.g., IEEE 1394). 
I0084. The system management controller 122 provides a 
variety of service functions related to assuring availability of 
the multimedia console 100. The audio processing unit 123 
and an audio codec 132 form a corresponding audio process 
ing pipeline with high fidelity and stereo processing. Audio 
data is carried between the audio processing unit 123 and the 
audio codec 132 via a communication link. The audio pro 
cessing pipeline outputs data to the A/V port 140 for repro 
duction by an external audio user or device having audio 
capabilities. 
I0085. The front panel I/O subassembly 130 supports the 
functionality of the power button 150 and the eject button 
152, as well as any LEDs (light emitting diodes) or other 
indicators exposed on the outer Surface of the multimedia 
console 100. A system power supply module 136 provides 
power to the components of the multimedia console 100. A 
fan 138 cools the circuitry within the multimedia console 100. 
I0086. The CPU 101, GPU 108, memory controller 110, 
and various other components within the multimedia console 
100 are interconnected via one or more buses, including serial 
and parallel buses, a memory bus, a peripheral bus, and a 
processor or local bus using any of a variety of bus architec 
tures. By way of example, Such architectures can include a 
Peripheral Component Interconnects (PCI) bus, PCI-Express 
bus, etc. 
I0087. When the multimedia console 100 is powered on, 
application data may be loaded from the system memory 143 
into memory 112 and/or caches 102,104 and executed on the 
CPU 101. The application may present a graphical user inter 
face that provides a consistent user experience when navigat 
ing to different media types available on the multimedia con 
sole 100. In operation, applications and/or other media 
contained within the media drive 144 may be launched or 
played from the media drive 144 to provide additional func 
tionalities to the multimedia console 100. 
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0088. The multimedia console 100 may be operated as a 
standalone system by simply connecting the system to a tele 
vision or other display. In this standalone mode, the multime 
dia console 100 allows one or more users to interact with the 
system, watch movies, or listen to music. However, with the 
integration of broadband connectivity made available 
through the network interface 124 or the wireless adapter 148, 
the multimedia console 100 may further be operated as a 
participant in a larger network community. 
I0089. When the multimedia console 100 is powered ON, a 
set amount of hardware resources are reserved for system use 
by the multimedia console operating system. These resources 
may include a reservation of memory (e.g., 16 MB), CPU and 
GPU cycles (e.g., 5%), networking bandwidth (e.g., 8 kbs), 
etc. Because these resources are reserved at System boot time, 
the reserved resources do not exist from the application's 
V1eW. 

0090. In particular, the memory reservation preferably is 
large enough to contain the launch kernel, concurrent system 
applications and drivers. The CPU reservation is preferably 
constant such that if the reserved CPU usage is not used by the 
system applications, an idle thread will consume any unused 
cycles. 
0091. With regard to the GPU reservation, lightweight 
messages generated by the system applications (e.g., pop ups) 
are displayed by using a GPU interrupt to schedule code to 
render popup into an overlay. The amount of memory 
required for an overlay depends on the overlay area size and 
the overlay preferably scales with screen resolution. Where a 
full user interface is used by the concurrent system applica 
tion, it is preferable to use a resolution independent of appli 
cation resolution. A scaler may be used to set this resolution 
Such that the need to change frequency and cause a TV 
resynch is eliminated. 
0092. After the multimedia console 100 boots and system 
resources are reserved, concurrent system applications 
execute to provide system functionalities. The system func 
tionalities are encapsulated in a set of system applications that 
execute within the reserved system resources described 
above. The operating system kernel identifies threads that are 
system application threads versus gaming application 
threads. The system applications are preferably scheduled to 
run on the CPU 101 at predetermined times and intervals in 
order to provide a consistent system resource view to the 
application. The scheduling is to minimize cache disruption 
for the gaming application running on the console. 
0093. When a concurrent system application requires 
audio, audio processing is scheduled asynchronously to the 
gaming application due to time sensitivity. A multimedia 
console application manager (described below) controls the 
gaming application audio level (e.g., mute, attenuate) when 
system applications are active. 
0094. Input devices (e.g., controllers 142(1) and 142(2)) 
are shared by gaming applications and system applications. 
The input devices are not reserved resources, but are to be 
Switched between system applications and the gaming appli 
cation such that each will have a focus of the device. The 
application manager preferably controls the Switching of 
input stream, without knowledge the gaming application's 
knowledge and a driver maintains state information regarding 
focus switches. The cameras 26, 28 and capture device 20 
may define additional input devices for the console 100 via 
USB controller 126 or other interface. 
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0.095 FIG. 4 illustrates another example embodiment of a 
computing system 220 that may be used to implement the 
computing system 12 shown in FIGS. 1A-2 to track motion 
and/or animate (or otherwise update) an avatar or other on 
screen object displayed by an application. The computing 
system environment 220 is only one example of a suitable 
computing system and is not intended to Suggest any limita 
tion as to the scope of use or functionality of the presently 
disclosed subject matter. Neither should the computing sys 
tem 220 be interpreted as having any dependency or require 
ment relating to any one or combination of components illus 
trated in the exemplary operating system 220. In some 
embodiments the various depicted computing elements may 
include circuitry configured to instantiate specific aspects of 
the present disclosure. For example, the term circuitry used in 
the disclosure can include specialized hardware components 
configured to perform function(s) by firmware or switches. In 
other examples embodiments the term circuitry can include a 
general purpose processing unit, memory, etc., configured by 
software instructions that embody logic operable to perform 
function(s). In example embodiments where circuitry 
includes a combination of hardware and Software, an imple 
menter may write source code embodying logic and the 
Source code can be compiled into machine readable code that 
can be processed by the general purpose processing unit. 
Since one skilled in the art can appreciate that the state of the 
art has evolved to a point where there is little difference 
between hardware, software, or a combination of hardware/ 
software, the selection of hardware versus software to effec 
tuate specific functions is a design choice left to an imple 
menter. More specifically, one of skill in the art can appreciate 
that a software process can be transformed into an equivalent 
hardware structure, and a hardware structure can itself be 
transformed into an equivalent Software process. Thus, the 
selection of a hardware implementation versus a Software 
implementation is one of design choice and left to the imple 
menter. 

0096 Computing system 220 comprises a computer 241, 
which typically includes a variety of computer readable 
media. Computer readable media can be any available media 
that can be accessed by computer 241 and includes both 
Volatile and nonvolatile media, removable and non-remov 
able media. The system memory 222 includes computer Stor 
age media in the form of Volatile and/or nonvolatile memory 
such as read only memory (ROM) 223 and random access 
memory (RAM) 260. A basic input/output system 224 
(BIOS), containing the basic routines that help to transfer 
information between elements within computer 241. Such as 
during start-up, is typically stored in ROM 223. RAM 260 
typically contains data and/or program modules that are 
immediately accessible to and/or presently being operated on 
by processing unit 259. By way of example, and not limita 
tion, FIG. 4 illustrates operating system 225, application pro 
grams 226, other program modules 227, and program data 
228. 

0097. The computer 241 may also include other remov 
able/non-removable, Volatile/nonvolatile computer storage 
media. By way of example only, FIG. 4 illustrates a hard disk 
drive 238 that reads from or writes to non-removable, non 
volatile magnetic media, a magnetic disk drive 239 that reads 
from or writes to a removable, nonvolatile magnetic disk 254, 
and an optical disk drive 240 that reads from or writes to a 
removable, nonvolatile optical disk 253 such as a CDROM or 
other optical media. Other removable/non-removable, vola 
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tile/nonvolatile computer storage media that can be used in 
the exemplary operating environment include, but are not 
limited to, magnetic tape cassettes, flash memory cards, digi 
tal versatile disks, digital video tape, solid state RAM, solid 
state ROM, and the like. The hard disk drive 238 is typically 
connected to the system bus 221 through an non-removable 
memory interface Such as interface 234, and magnetic disk 
drive 239 and optical disk drive 240 are typically connected to 
the system bus 221 by a removable memory interface, such as 
interface 235. 

0098. The drives and their associated computer storage 
media discussed above and illustrated in FIG. 4, provide 
storage of computer readable instructions, data structures, 
program modules and other data for the computer 241. In 
FIG. 4, for example, hard disk drive 238 is illustrated as 
storing operating system 258, application programs 257. 
other program modules 256, and program data 255. Note that 
these components can either be the same as or different from 
operating system 225, application programs 226, other pro 
gram modules 227, and program data 228. Operating system 
258, application programs 257, other program modules 256, 
and program data 255 are given different numbers here to 
illustrate that, at a minimum, they are different copies. A user 
may enter commands and information into the computer 241 
through input devices such as a keyboard 251 and pointing 
device 252, commonly referred to as a mouse, trackball or 
touch pad. Other input devices (not shown) may include a 
microphone, joystick, gamepad, satellite dish, Scanner, or the 
like. These and other input devices are often connected to the 
processing unit 259 through a user input interface 236 that is 
coupled to the system bus, but may be connected by other 
interface and bus structures, such as a parallel port, game port 
or a universal serial bus (USB). The cameras 26, 28 and 
capture device 20 may define additional input devices for the 
console 100 that connect via user input interface 236. A 
monitor 242 or other type of display device is also connected 
to the system bus 221 via an interface, such as a video inter 
face 232. In addition to the monitor, computers may also 
include other peripheral output devices such as speakers 244 
and printer 243, which may be connected through a output 
peripheral interface 233. Capture Device 20 may connect to 
computing system 220 via output peripheral interface 233, 
network interface 237, or other interface. 
0099. The computer 241 may operate in a networked envi 
ronment using logical connections to one or more remote 
computers, such as a remote computer 246. The remote com 
puter 246 may be a personal computer, a server, a router, a 
network PC, a peer device or other common network node, 
and typically includes many or all of the elements described 
above relative to the computer 241, although only a memory 
storage device 247 has been illustrated in FIG. 4. The logical 
connections depicted include a local area network (LAN) 245 
and a wide area network (WAN) 249, but may also include 
other networks. Such networking environments are common 
place in offices, enterprise-wide computer networks, intra 
nets and the Internet. 

0100 When used in a LAN networking environment, the 
computer 241 is connected to the LAN 245 through a network 
interface or adapter 237. When used in a WAN networking 
environment, the computer 241 typically includes a modem 
250 or other means for establishing communications over the 
WAN 249, such as the Internet. The modem 250, which may 
be internal or external, may be connected to the system bus 
221 via the user input interface 236, or other appropriate 
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mechanism. In a networked environment, program modules 
depicted relative to the computer 241, or portions thereof, 
may be stored in the remote memory storage device. By way 
of example, and not limitation, FIG. 5 illustrates application 
programs 248 as residing on memory device 247. It will be 
appreciated that the network connections shown are exem 
plary and other means of establishing a communications link 
between the computers may be used. 
0101 Either of the systems of FIG. 3 or 4, or a different 
computing system, can be used to implement Computing 
System 12 of FIG. 2. As explained above, computing system 
12 determines the motions of the users and employs those 
detected motions to control a video game or other application. 
For example, a user's motions can be used to control anavatar 
and/or object in a video game. In some embodiments, the 
system can simultaneously track multiple users and allow the 
motion of multiple users to control or effect the application. 
0102 The system will use the RGB images and depth 
images to track a user's movements. For example, the system 
will track a skeleton of a person using a depth images. There 
are many methods that can be used to track the skeleton of a 
person using depth images. One Suitable example of tracking 
a skeleton using depth images is provided in U.S. patent 
application Ser. No. 12/603,437, “Pose Tracking Pipeline.” 
filed on Oct. 21, 2009. (hereinafter referred to as the 437 
application), incorporated herein by reference in its entirety. 
The process of the 437 application includes acquiring a 
depth image, down sampling the data, removing and/or 
Smoothing high variance noisy data, identifying and remov 
ing the background, and assigning each of the foreground 
pixels to different parts of the body. Based on those steps, the 
system will fit a model with the data and create a skeleton. The 
skeleton will include a set of joints and connections between 
the joints. 
(0103. In one embodiment, in order for a user's motion to 
be used to control an application the user must first be 
enrolled or bound to the application. In one embodiment, 
each user will be asked to identify himself or herself by 
standing in front of the system so that depth images and/or 
visual images can be obtained from multiple angles for that 
user. For example, the user may be asked to stand in front of 
the camera, turn around, and make various poses while depth 
images and visual images are obtained. After the system 
obtains enough depth and/or visual images, the system will 
create a set of identifying data from the images that uniquely 
identifies the user. The system will create a unique identifi 
cation and associate that unique identification with on-screen 
representation (e.g., avatar) or other object in the game/appli 
cation. After a user is enrolled in (or bound to) the application, 
the system will track the motion of that user while the user is 
actively engaged with the application (e.g., playing the game 
or using the application). However, in the past, other people in 
the room who are not actively engaged with the application, 
(e.g., not bound to application, bound to application but not 
playing current game, or bound to application but currently 
not having a turn to play) do not have away to interact with the 
application. 
0104 FIG. 5 is a flow chart illustrating a general method to 
provide an independent motion tracking based shopping 
application in accordance with the present technology. 
0105. In FIG. 5, a scene is scanned at 402 in accordance 
with the discussion herein using the capture system illustrated 
in FIG. 2 and the process described below at FIG. 6. At step 
404, the system time determines whether the scene includes a 

Microsoft Ex. 1007 - Page 30 of 39



US 2011/0246329 A1 

human target. Selection of a human target within a scene is 
discussed below with respect to FIG. 7. At step 406, scanning 
is continuous until a human target is found. Once a human 
target is detected at 406, a model of the human target is 
generated at 408. A model of the target is illustrated in FIG.8. 
At step 410, the model is continuously tracked. 
0106 Suitable tracking technology is also disclosed in 
U.S. patent application Ser. No. 12/475,308, “Device for 
Identifying and Tracking Multiple Humans Over Time.” filed 
on May 29, 2009, incorporated herein by reference in its 
entirety; U.S. patent application Ser. No. 12/696,282, “Visual 
Based Identity Tracking filed on Jan. 29, 2010, incorporated 
herein by reference in its entirety; U.S. patent application Ser. 
No. 12/641,788, “Motion Detection Using Depth Images.” 
filed on Dec. 18, 2009, incorporated herein by reference in its 
entirety; and U.S. patent application Ser. No. 12/575,388, 
“Human Tracking System filed on Oct. 7, 2009, incorpo 
rated herein by reference in its entirety. 
0107 Movements of the model are presented to the system 
which waits for a gesture or other indication indicating that 
the user wishes to engage or otherwise perform an action on 
system 10. If the gesture is recognized at 412, a determination 
is made as to whether or not the gesture indicates the user 
wishes to engage in a shopping application at 414. If not, 
another application may be engaged at 418 and application 
gestures beyond that point tracked at step 410 are sent to the 
engaged application at 418. Other applications at 418 may 
include video games such as those illustrated in FIG. 1A or 1B 
as well as administrative tasks available to users of system 10. 
0108 Techniques for gesture recognition are disclosed in 
U.S. patent application Ser. No. 12/422,661, “Gesture Rec 
ognizer System Architecture.” filed on Apr. 13, 2009; U.S. 
patent application Ser. No. 12/391,150, "Standard Gestures.” 
filed on Feb. 23, 2009; and U.S. patent application Ser. No. 
12/474,655, “Gesture Tool” filed on May 29, 2009, all of 
which are incorporated by reference herein in their entirety. 
0109 If the shopping application is engaged at 414, an 
on-screen representation of the human target is generated at 
420. At 422, a shopping interface is generated on the display 
16. The shopping interface may comprise any variety of inter 
face designed to allow the user to manipulate a series of 
virtual articles presented in the interface through movements 
captured by the system 10. The virtual articles presented 
represent real-world articles that a user may acquire through 
vendors, or which the user may already own and which the 
user wishes to have presented in the on-screen representation. 
For example, a user may wish to shop for a new item to match 
to a user's existing inventory of items. Representations of 
both items may be presented. 
0110. The model of the human target is continuously 
tracked at 410 and movements of the human target model are 
applied to the on-screen model at 430. This is discussed below 
with respect to FIGS. 6 and 11, and performed in accordance 
with the teachings of U.S. application Ser. Nos. 12/475,308, 
12/696,282, 12/641,788, and 12/575,388. 
0111. If a user performs a gesture and the gesture is rec 
ognized at 440, action consistent with the gesture within the 
shopping application is applied at 450. As discussed below, 
shopping applications gestures can comprise two general 
types of gestures: an article manipulation gesture or a trans 
action manipulation gesture. An article manipulation gesture 
may comprise, for example, any of a number of shopping 
consistent actions consistent with the interface presented to 
the user. If the user is presented a selection of virtual articles 
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comprising clotting and an on-screen representation of them 
selves, article manipulation actions may comprise actions 
Such as selecting clothes, putting on clothes, taking off 
clothes, adjusting clothes, changing backgrounds, changing 
accessories, moving room elements within a scene, placing 
items within a scene, placing the on-screen representation 
with a variety of backgrounds in particular clothing, and the 
like. A transaction gesture may comprise a gesture used to 
facilitate a transaction Such as movement of an article into a 
shopping cart, removing an article from a shopping cart, entry 
of financial information and the like. 

0112 FIG. 6 is a flow chart describing one embodiment 
for automatically sensing one or more physical properties of 
an environment, including properties of one or more entities 
not actively engaged with the application and users who are 
actively engaged. The process of FIG. 6 is one example 
implementation of step 402 of FIG. 5. In step 502, capture 
device 20 will sense a depth image. In step 504, that depth 
image will be sent to computing system 12. In step 506, 
capture device 20 will sense a visual image. In step 508, that 
visual image will be sent to computing system 12. In step 510, 
capture device 20 will sense audio data. In step 512, that audio 
data will be sent to computing system 12. In step 514, depth 
image processing and skeleton tracking 50 will update the 
motion tracking based on the depth image, visual image and/ 
or audio data. In step 516, the depth image, visual image 
and/or audio data, as well as tracking information, will be 
provided to recognizer engine 54. In step 518, recognizer 
engine 54 will process the received data and then call the 
appropriate one or more filters in step 520. 
0113. As noted above, FIG. 5 includes a step of identifying 
a gesture at Steps 412 and 440. In one example, for each action 
that an application wishes to detect, there will be a separate 
gesture filter in filter set 191. In other implementations, one 
filter can determine more than one gesture or action. The 
recognition engine 190 will receive data throughout the per 
formance of an application. Each filter that is employed will 
register with recognition engine 190, including indicating 
which data it is looking for. When recognition engine 190 sees 
that the data for a particular filter is available, recognition 
engine 190 will call the appropriate filter 191. It is possible 
that many filters are called concurrently or in an overlapping 
manner. Each of the filters that are called by recognition 
engine 190 to look for a specific set of one or more gestures or 
actions will automatically identify an action or condition 
based on the physical properties sensed. When a filter deter 
mines that a specific gesture or action it is looking for has 
occurred, the filter may report that information to an applica 
tion. 
0114 FIG.7 depicts a flow diagram of an example method 
for processing depth information in accordance with steps 
404 and 406 of FIG. 6 including, for example, segmenting a 
human target from an environment in depth image that may be 
captured by a capture device. In an example embodiment, the 
example method 600 may take the form of program code (i.e., 
instructions) that may be executed by, for example, the cap 
ture device 20 and/or the computing environment 12 of sys 
tem 1010. The method of determining whether a human is in 
the scene is disclosed in U.S. patent application Ser. No. 
12/475,094 entitled “Environment And/Or Target Segmenta 
tion', filed 29 May 2009 and hereby fully incorporated herein 
by reference. 
0115 According to one embodiment, at 605, a depth 
image may be received. The capture device 20 may capture or 
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observe a scene that may include one or more targets or 
objects. In an example embodiment, the capture device 20 
may be a depth camera configured to obtain a depth image of 
the scene using any suitable technique such as time-of-flight 
analysis, structured light analysis, Stereo vision analysis, or 
the like. The depth image may be a plurality of observed 
pixels where each observed pixel has an observed depth 
value. The depth image may include a two-dimensional (2-D) 
pixel area of the captured scene where each pixel in the 2-D 
pixel area may have a depth value Such as a length or distance 
in, for example, centimeters, millimeters, or the like of an 
object in the captured scene from the capture device. 
0116. The depth image may include one or more human 
targets corresponding to, one or more users and one or more 
non-human targets such as a wall, a table, a monitor, a couch, 
a ceiling or the like in the captured scene. At 615, a human 
target in a depth image may be scanned for one or more body 
parts. In one embodiment, system 10 may determine whether 
a human target in the depth image may have been previously 
scanned, at 610, before the human target may be scanned at 
615. For example, the capture device may capture a scene in 
frames. Each frame may include a depth image. The depth 
image of each frame may be analyzed to determine whether 
the depth image may include a human target as described 
above. The depth image of each frame may further be ana 
lyzed to determine whether the human target may have been 
previously scanned for one or more body parts. For example, 
at 610, system 10 may determine whether a human target in 
the depth image received, at 605, corresponds to a human 
target previously scanned at 615. In one embodiment, at 610, 
if the human target may not correspond to a human target 
previously scanned, the human target may then be scanned at 
615. 

0117. At 620, an environment of the depth image may be 
determined. For example, the depth image may be a plurality 
of observed pixels in a two-dimensional (2-D) pixel area 
where each observed pixel has an observed depth value. In 
one embodiment, system 10 may determine whether one or 
more of the pixels in the depth image may be associated with 
the human target or environment of the depth image. In an 
example embodiment, the system may determine the envi 
ronment of the depth image by initially defining a bounding 
box around each foreground object Such as each human target 
in the depth image received at 605. The bounding box may be 
defined by the centroid and/or measurements determined 
based on, for example, the scan at 615. After defining the 
bounding box for each human target, the pixels in the depth 
image outside the bounding box may be identified as envi 
rOnment. 

0118. The system may further determine the environment 
of a depth image by flood filling one or more pixels associated 
with the a human target such as the human target at 620. For 
example, system 20 may detect edges of for example, the 
foreground object such as the human target by comparing 
various depth values of nearby pixels such that the pixels 
within the edges of the human target may be flood filled. In 
addition, system 20 may detect edges of the foreground object 
Such as the human target by comparing various depth values 
of nearby pixels that may be within the bounding box. 
According to an example embodiment, system 10 may detect 
the edges of a human target by analyzing various pixels 
within, for example, the bounding box using a predetermined 
edge tolerance. One body part of the human target (such as 
user 1002 in FIG.9) may be separated from another body part 
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of the human body. For example, an infrared shadow may be 
cast by a body part such that the body part may be separated 
from another body part of the human target. In another 
example embodiment, a body part Such as a head may be 
separated from a torso of the human target by, for example, 
facial hair, various articles of clothing, or the like. 
0119) Additionally, as described above, the body parts that 
may be separated by, for example, facial hair, various articles 
of clothing, or the like by invalid depth values. At 620, system 
10 may use depth history data to determine the environment 
or the non-human target pixels of the depth image. At 625, the 
environment of the depth image may be removed or dis 
carded. For example, upon flood filling the pixels associated 
with the human target by determining whether pixels may be 
associated with the human target as described above, the 
target recognition, analysis and tracking system may discard 
the pixels that may not be associated with the flood filled 
human target. Thus, in one embodiment, at 625, the target 
recognition analysis and tracking system may discard or 
remove the pixels associated with the environment of the 
depth image based on the flood filled human target such that 
the human target including the pixels and depth values asso 
ciated therewith may be isolated in the depth image. Accord 
ing to an example embodiment, system 10 may discard the 
pixels associated with the environment by assigning them, for 
example, an invalid depth value Such as a depth value of Zero. 
0.120. The depth image with the isolated human target may 
be processed at 630. In one embodiment, system 10 may 
process the depth image with the isolated human target such 
that a model of the human target in the captured scene may be 
generated. 
0121 For example, according to an example embodiment, 
a model Such as a skeletal model, a mesh human model, or the 
like of a user such as the user 18 described with respect to 
FIG 8. 

0.122 The visual appearance of an on-screen character 
may then be changed in response to changes to the model 
being tracked. For example, a user Such as the user 18 
described above with respect to FIGS. 1A and 1B playing an 
electronic game on a gaming console may be tracked by the 
gaming console as described herein. In particular, a body 
model such as a skeletal model may be used to model the 
target game player, and the body model may be used to render 
an on-screenplayer avatar. As the gameplayer straightens one 
arm, the gaming console may track this motion, then in 
response to the tracked motion, adjust the body model accord 
ingly. The gaming console may also apply one or more con 
straints to movements of the body model. Upon making Such 
adjustments and applying Such constraints, the gaming con 
sole may display the adjusted player avatar. 
I0123 FIG. 8 illustrates an example embodiment of a skel 
etal model 808 representing a scanned human target used to 
track a user, such as user 18 or 1002. The model is shown 
relative to the user 1002. According to an example embodi 
ment, the skeletal model 808 may include one or more data 
structures that may represent the human target 18 or 1002 as 
a three-dimensional model. Each body part may be charac 
terized as a mathematical vector defining joints and bones of 
the skeletal model 808. 
0.124. As shown in FIG. 8, the skeletal model 808 may 
include one or more joints n1-n18. According to an example 
embodiment, each of the joints n1-n18 may enable one or 
more body parts defined there between to move relative to one 
or more other body parts. For example, a model representing 

Microsoft Ex. 1007 - Page 32 of 39



US 2011/0246329 A1 

a human target may include a plurality of rigid and/or deform 
able body parts that may be defined by one or more structural 
members such as “bones' with the joints n1-n18 located at the 
intersection of adjacent bones. The joints n1-n18 may enable 
various body parts associated with the bones and joints 
n1-n18 to move independently of each other. For example, the 
bone defined between the joints n7 and n11, shown in FIG.9. 
corresponds to a forearm that may be moved independent of 
for example, the bone defined between joints n15 and n17 that 
corresponds to a calf. 
0.125 **Each of the joints represents a place in the skel 
eton where the skeleton can pivot in the X, y, Z directions or a 
place of interest on the body. Other methods for tracking can 
also be used. Suitable tracking technology is disclosed the 
teachings of U.S. patent application Ser. Nos. 12/475,308, 
12/696,282, 12/641,788, and 12/575,388, cited above. 
0126 FIG. 9 illustrates a user 1002 and an on-screen rep 
resentation of the user 1050 provided by system 20. Through 
moving her body, a user 1002 may create gestures. A gesture 
comprises a motion or pose by a user that may be captured as 
image data and parsed for meaning. 
0127. A user's gestures may be used for input in a general 
computing context. For instance, various motions of the 
hands or other body parts may correspond to common system 
wide tasks such as navigate up or down in a hierarchical list, 
open a file, close a file, and save a file. For instance, a user may 
hold his hand with the fingers pointing up and the palm facing 
the capture device 20. He may then close his fingers towards 
the palm to make a fist, and this could be a gesture that 
indicates that the focused window in a window-based user 
interface computing environment should be closed. Gestures 
may also be used in a video-game-specific context, depending 
on the game. For instance, with a driving game, various 
motions of the hands and feet may correspond to steering a 
vehicle in a direction, shifting gears, accelerating, and brak 
ing. Thus, a gesture may indicate a wide variety of motions 
that map to a displayed user representation, and in a wide 
variety of applications, such as video games, text editors, 
Word processing, data management, etc. 
0128. An application may set values for parameters asso 
ciated with various transition points to identify the points at 
which to use pre-canned animations. Transition points may be 
defined by various parameters, such as the identification of a 
particular gesture, a Velocity, an angle of a target or object, or 
any combination thereof. If a transition point is defined at 
least in part by the identification of a particular gesture, then 
properly identifying gestures assists to increase the confi 
dence level that the parameters of a transition point have been 
met. 

0129 FIGS.9 and 10 illustrate the creation of an on screen 
representation 1050 of a user 1002. The techniques for gen 
erating an on-screen representation are disclosed in U.S. 
patent application Ser. No. 12/511,850, entitled Auto Gener 
ating a Visual Representation, filed 29 Jul. 2009, fully incor 
porated herein by reference. The on-screen representation 
may be auto-generated by the system to provide a visual 
representation of a target that has features resembling the 
detected features of the target. Alternately, the system may 
provide a subset of selectable features from which the user 
may choose. The system may select the features based on the 
detected features of the target and apply the selections to the 
visual representation of the target. Thus, auto-generation 
techniques may remove a large amount of the effort from a 
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user. For example, the system can make selections, on behalf 
of the user, and apply them to the user's visual representation. 
0.130. As shown in FIG. 9, the system renders a visual 
representation 1050 on a display 1000 that corresponds to the 
user 1002 in the physical space 1001. In this example, the 
system auto-generated the on-screen representation 1050 by 
detecting features of the user 1002, comparing the detected 
features to a library of feature options, or imaging informa 
tion in an imaging library, selecting the feature options that 
resemble the detected features of the user 1002, and automati 
cally applying them to the user's on-screen representation 
1050. The auto-generation of the on-screen representation 
removes work from the user 1002 and creates an experience 
for the user 1002 as they are transported into the game or 
application experience. 
I0131 By tracking the model generated at step 408, system 
20 can display the on-screen representation in real time and 
update the feature selections applied to the on-screen repre 
sentation in real time. The system may track the user in the 
physical space over time and apply modifications or update 
the features applied to the on-screen representation, also in 
real time. For example, the system may track a user and 
identify that the user has removed a sweatshirt. The system 
may identify the user's body movements and recognize a 
change in the user's clothing type and color. The system may 
use any of the user's identified characteristics to assist in the 
feature selection process and/or updated the features selected 
from the features library and applied to the visual represen 
tation. 

0.132. Image data and/or depth information may be used in 
to identify target features. Such target features for a human 
target may include, for example, height and/or arm length and 
may be obtained based on, for example, a body Scan, a skel 
etal model, the extent of a user 1002 on a pixel area or any 
other Suitable process or data. Using for example, the depth 
values in a plurality of observed pixels that are associated 
with a human target and the extent of one or more aspects of 
the human target Such as the height, the width of the head, or 
the width of the shoulders, or the like, the size of the human 
target may be determined. The camera 1008 may process the 
image data and use it to determine the shape, colors, and size 
of various parts of the user, including the user's hair, clothing, 
etc. The detected features may be compared to a catalog of 
feature options for application to a visual representation, Such 
as the visual representation feature options in the features 
library 197. 
I0133. In another example embodiment, the system can 
identify characteristics of the user and use the identified char 
acteristics to select features for the visual representation, the 
system may use target digitization techniques. The tech 
niques comprise identifying Surfaces, textures, and object 
dimensions from unorganized point clouds derived from a 
capture device. Such as a depth sensing device. Employing 
target digitization may comprise Surface extraction, identify 
ing points in a point cloud, labeling Surface normals, comput 
ing object properties, tracking changes in object properties 
over time, and increasing confidence in the object boundaries 
and identity as additional frames are captured. For example, a 
point cloud of data points related to objects in a physical space 
may be received or observed. The point cloud may then be 
analyzed to determine whether the point cloud includes an 
object. A collection of point clouds may be identified as an 
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object and fused together to represent a single object. A 
surface of the point clouds may be extracted from the object 
identified. 
0134) Any known technique or technique disclosed herein 
that provides the ability to Scan a known/unknown object, 
Scan a human, and scan background aspects in a scene (e.g., 
floors, walls) may be used to detect features of a target in the 
physical space. The scan data for each, which may include a 
combination of depth and RGB data, may be used to create a 
three-dimensional model of the object. The RGB data is 
applied to the corresponding area of the model. Temporal 
tracking, from frame to frame, can increase confidence and 
adapt the object data in real-time. Thus, the object properties 
and tracking of changes in the object properties over time may 
be used to reliably track objects that change in position and 
orientation from frame to frame in real time. The capture 
device captures data at interactive rates, increasing the fidelity 
of the data and allowing the disclosed techniques to process 
the raw depth data, digitize the objects in the scene, extract the 
surface and texture of the object, and perform any of these 
techniques in real-time such that the display can provide a 
real-time depiction of the scene. 
0135 Camera recognition technology can be used to 
determine which elements in the features library 197 most 
closely resemble characteristics of the user 602. The system 
may use facial recognition and/or body recognition tech 
niques to detect features of the user 1002. For example, the 
system may detect features of the user based on the generation 
of the models from the image data, point cloud data, depth 
data, or the like. A facial scan may take place and the system 
may process the data captured with respect to the user's facial 
features and RGB data. In an example embodiment, based on 
the location of five key data points (i.e., eyes, corner points of 
the mouth, and nose), the system Suggests a facial recommen 
dation for a player. The facial recommendation may include 
at least one selected facial feature, an entire set of facial 
features, or it may be a narrowed subset of options for facial 
features from the features library 197. The system may per 
form body recognition techniques, identifying various body 
parts/types from a body scan. For example, a body scan of the 
user may provide a suggestion for the user's height. For any of 
these scans, the user may be prompted to stand in the physical 
space in a position that provides for the best scan results. 
0136. Other features may be detected from the captured 
data. For example, the system may detect color data and 
clothing data by analyzing the user and/or the model of the 
USC. 

0.137 The system may detect at least one of the user's 
features and select a feature from the features library 197 that 
is representative of the detected feature. The system may 
automatically apply the selected feature to the user's visual 
representation 1050. Thus, the user's visual representation 
1050 has the likeness of the user as selected by the system. 
0138 FIG. 10 shows an example method of providing 
feature selections to a user. The provision offeature selections 
may be provided by a display of the visual representation with 
the features applied or a subset of the library of features with 
a narrowed down subset of options from which the user may 
choose. For example, at 802, the system receives data from a 
physical space that includes a target, such as a user or a 
non-human object. 
0.139. As described above, at 802 a capture device can 
capture data of a scene. Such as the depth image of the scene 
and scan targets in the scene. At 804, the system may deter 
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mine whether one or more targets in the scene corresponds to 
a human target Such as a user. For example, to determine 
whether a target or object in the scene corresponds to a human 
target, each of the targets may be flood filled and compared to 
a pattern of a human body model. Each target or object that 
matches the human body model may then be scanned to 
generate a skeletal model associated therewith. For example, 
a target identified as a human may be scanned to generate a 
skeletal model associated therewith. The skeletal model may 
then be provided to the computing environment for tracking 
the skeletal model and rendering a visual representation asso 
ciated with the skeletal model. At 804, the system may trans 
late the captured data to identify the features of the targets in 
the physical space by using any suitable technique, Such as a 
body scan, point cloud models, skeletal models, flood-filled 
techniques, or the like. 
0140. At 806, the system may detect characteristics of the 
target and compare them to feature options, such as feature 
options in a features library. The feature options may be a 
collection of options for various features for the target. For 
example, feature options for a user may include eyebrow 
options, hair options, nose options, etc. Feature options for 
furniture in a room may include size options, shape options, 
hardware options, etc. 
0.141. In an example embodiment, the system may detect 
several features available for application to the visual repre 
sentation that resemble the user's detected features. Thus, at 
806, the system may detect a feature of the user compare the 
detected feature to the features library 197 for application to 
the user's visual representation, and, at 810, the system may 
select a subset of the feature options based on the detected 
feature. The system may select the subset as those features by 
comparing the similarities of the features in the features 
library 197 to the detected characteristics of the user. Some 
times, a feature will be very similar, but the system may still 
provide the user a subset of options to choose from at 810. In 
this manner, the user can select a feature from the subset that 
is at least similar to the user's corresponding characteristic, 
but can select a more flattering feature from that subset, for 
example. The system may receive the user's selection from 
the subset of options at 812. Thus, the user does not have to 
filter an entire library of options for the particular feature for 
features that are similar to the user. The system can filter the 
library of options and provide the user a subset of features 
from which to choose. 
0142. The system may auto-generate a visual representa 
tion of the user at 814. Thus, upon comparison of the target's 
detected features to the options in the features library, the 
system may auto-generate a visual representation of the target 
by automatically selecting the features to apply to the visual 
representation. The target is effortlessly transported into the 
system or software experience when the system automati 
cally renders a visual representation that corresponds to the 
user, having automatically selected features from the features 
library that resemble the detected features of the target. 
0143. The visual representation may have a combination 
of automatically selected features and features selected by the 
user based on the subset of options provided by the system. 
Thus, the visual representation may be partially generated 
and partially customized by the user. 
0144. The selections made by the system and/or the user 
may be applied to the target's visual representation at 816. 
The system may render the visual representation to the user. 
At 818, the system may continue to monitor the target in the 
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physical space, tracking the detectable features of the target 
over time. Modifications to the target's visual representation 
may be made in real time to reflect any changes to the target's 
detected features. For example, if the target is a user and the 
user takes off a Sweatshirt in the physical space, the system 
may detect a new shirt style and/or color, and automatically 
select an option from the features library that closely 
resembles the user's shirt. 

0145 The selected option may be applied to the user's 
visual representation in real time. Thus, the processing in the 
preceding steps may be performed in real time Such that the 
display corresponds to the physical space in real time. In this 
manner, an object, a user, or motion in the physical space may 
be translated for display in real time such that the user may 
interact with an executing application in real time. 
0146 The user's detected features, the selected features by 
the system, and any selected features by the user may become 
part of a profile, at 822. The profile may be specific to a 
particular physical space or a user, for example. Avatar data, 
including features of the user, may become part of the user's 
profile. A profile may be accessed upon entry of a user into a 
capture scene. Ifa profile matches a user based on a password, 
selection by the user, body size, Voice recognition or the like, 
then the profile may be used in the determination of the user's 
visual representation. History data for a user may be moni 
tored, storing information to the user's profile. For example, 
the system may detect features specific to the user, Such as the 
user's facial features, body types, etc. The system may select 
the features that resemble the detected features for applica 
tion to the target's visual representation and for storage in the 
target profile. 
0147 Elements of the on-screen representation and the 
skeletal model, when combined, provide a 3-D model of the 
user which can be used when applying articles such as cloth 
ing to the user. In order to provide an accurate virtual repre 
sentation of how an article will interact with the user, sizing 
information for the user to allow connection of a model of a 
garment is maintained with the 3-D model. 
0148 AS noted above, the detection, imaging and tracking 
components of system 20 may be utilized in an on-line pre 
sentation and shopping application. The presentation and 
shopping application 180 provides a user with a realistic idea 
of how articles presented in an on-screen representation will 
appear relative to the user or a scene that the user specifies. 
014.9 FIG. 11 illustrates a process performed by a presen 
tation and shopping application in accordance with the 
present technology. 
0150. At step 1102, three dimensional article models are 
acquired by the system 20. Articles are virtual elements used 
in the shopping application which represent real-world goods 
be available from online or retail vendors. Article models may 
be acquired from a variety of Sources. Retailers wishing to 
present articles for sale using the shopping application may 
create their own article models consistent with one or more 
standards for three dimensional models. Model specifications 
may fit any number of known standards for creating and 
storing three dimensional models of articles used within a 
rendered scene. Vendors may provide pricing and transaction 
information associated with the article model. 

0151. At 1104, the article is displayed in an application 
interface. Exemplary interfaces are shown in FIGS. 12-19. 
Next, at steps 410 and 420, the user model is tracked and 
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movements applied to the on-screen model, respectively. 
Steps 410 and 420 are equivalent to those set forth above with 
respect to FIG. 5. 
0152. At 1112, the gesture recognition engine 192 moni 
tors the scene information forgestures within the movements 
of the user model at 410 which might indicate that the user 
intends an action to take place. One type of action may com 
prise an article manipulation gesture, where a user wishes to 
move an article within the scene relative to the on-screen 
model. If an article manipulation gesture is found, a gesture 
match at 1114 occurs, and any one of a number of gestures 
such as those illustrated in FIG. 11 may occur. 
0153 Step 1126 illustrates a small set of possible gestures 
representing an action which may occur in an shopping appli 
cation 180. These actions may include, for example, an action 
to: select article, apply article to on-screen image, remove 
article from avatar, add article to scene, remove article from 
scene, un-select article, apply background, remove article 
from rack, place article on rack, adjust article properties, and 
move object into scene. The aforementioned gestures should 
not be construed as limiting but are exemplary of the type of 
gestures a user may need in a shopping application when 
manipulating an article. 
0154 Selecting an article may comprise a gesture indicat 
ing that that the user intends to select an article in the inter 
face. An interface for the application may be presented in a 
display, as shown below at FIG. 12. Selection can be of an 
article in a rendered scene or in the interface selection portion 
of the scene. Such a gesture may comprise, for example, a 
motion to grab a virtual garment by moving to position the 
on-screen representation of the user's hand over the garment 
and closing one's hand. A gesture applying an article to an 
on-screen image may comprise moving a selected garment 
from a rack of hanging virtual clothes, and placing the gar 
ment on top of the on-screen representation. Conversely, a 
gesture may comprise removing an article. A gesture may 
indicate the user wishes to adjust the clothing. For example, 
the user may wish to raise the user's collar, roll up the user's 
pants, roll up the user's sleeves, or the like. Any of these types 
of gestures may result in the adjustment of the clothing in the 
interface at 1128. Alternatively, the user may wish to place 
themselves in a different physical background at 1128. A 
gesture Such as selecting a background tile from the interface 
and applying the background tile into the user's screen will 
result in applying or removing a background at 1128. Any 
other of a number of types of actions at 1126 may result in a 
corresponding action 1128 within the interface. 
0.155. Another general type of gesture which may be ini 
tiated by a user is a transaction gesture. A transaction gesture 
may be used by the user to initiate a purchase, return or other 
type of transaction on a real-world article represented by the 
virtual article in the interface. if an article transaction gesture 
is recognized at 1130, any of a number of actions may occur 
at 1132, including an action to: select shopping cart, display 
shopping cart, add to shopping cart, remove from shopping 
cart, purchase items in cart, empty shopping cart, save shop 
ping cart, purchase an item from the interface, add funding 
information, retrieve stored funding information, or any other 
transaction related action. When the action occurs at 1132, a 
representation of the action may be rendered in the display at 
1134. Rendering a transaction action in the display may take 
any number of known forms used to conduct computer based 
purchase transactions. 
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0156 FIG. 12 illustrates an exemplary interface 1200 
which is rendered by the system based on a human model 
1002. The interface 1200 may include a control or selection 
portion 1225 and a rendered scene 1230. In one embodiment, 
control elements, such as a scroll bar 1227, a garment rack 
with selectable garments 1235, and a shopping cart 1260 may 
be provided in the selection portion 1225 of a rendered scene. 
Actions of the human model 1002 are transferred to the on 
screen representation 1050. The interface may include, for 
example, virtual articles comprising a virtual rack of clothes 
1040, and/or individual garments 1042, 1044, 1046, 1048, 
and a series of backgrounds 1052,1054, any number of which 
may be provided to the user. The user 1002 facing the screen 
1200 can reach up, grasp the garment from a rack, place it in 
an array of garments 1060 and/or place the garment onto the 
virtual model 1050. As indicated in FIG. 12, the appearance 
of the virtual model 1050 will mimic the size of the user 1002 
with the appropriate clothing articles attached. 
0157. In using the interface 1200, a user 1002 may make 
appropriate gestures to select garments from a garment rack 
1235, place them in a holding area (garments 1242, 1244, 
1246 and 1248) and move the garments onto the virtual model 
1050. A user 1002 may use a scroll interface 1227 to move 
through garments on a virtual rack 1235. A user may select to 
put garments into a virtual shopping cart 1260 which a user 
may then purchase using a transaction interface (not shown). 
Purchasing items using the system may comprise using a 
purchasing interface provided by system 20 which a user 
1002 may interact with using gestures, or may comprise being 
provided with a vendor specific interface through, for 
example, a browser window presented in the interface 1200. 
0158. A user may select one or more of the background 
icons 1052, 1054 to provide a scene specific background 
behind the virtual representation 1050 of user 1002. FIG. 13 
illustrates the application of a background to the scene illus 
trated in FIG. 12. In the application of FIG. 13, other elements 
of the interface have been removed, but it in other applications 
the elements of the interface 1025 may remain. When the 
background is applied to the scene, the selection portions of 
the interface may by removed. Alternatively, the selection 
portions may be displayed. When the selection portions are 
not displayed. Application of a background 1052, 1054 
allows the user to determine how a particular article will 
appear in a particular situation. 
0159 Backgrounds 1052, 1054 may comprise scanned 
scenes stored by the user using the capture device 20, or stock 
scenes provided by retailers or third parties. In one embodi 
ment, the interface presents the user in the scene presented to 
the capture device. Other stored scenes may be utilized and 
selected by the user in the interface. 
0160 Other interface elements may be provided to allow 
the user to change the appearance of the on-screen represen 
tation. For example, lighting controls may allow a user to 
change the type and position of lighting sources on a scene. 
Certain articles. Such as lamps, may include, in metadata 
associated with the model, information to allow the system to 
generate a light Source from the article to allow a user to 
determine how Source light from the lamp will change the 
appearance of a scene. Each of the elements may be repre 
sented within the interface by suitable on-screen controls. 
0161 Another interface element may include user sizing 
controls. Sizing controls may be applied to articles (such as 
clothing) or to the representation of the tracked human model 
of the user. For example, a user may wish to determine how 
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her appearance may change with a gain or loss of weight. 
Sizing controls may also allow selection of different sizes of 
articles, allowing a user to determine if a small or medium 
size article fits the on-screen representation better. 
0162 FIG. 14 illustrates an alternative use of the shopping 
application or in a user 18 can place physical object, such as 
a couch 1402, within a scene 1410 on a display 16. In different 
embodiments, different types of virtual articles other than 
clothing or furniture may be presented in by the shopping 
application 180. 
0163 FIG. 15 is an enlarged view of an exemplary scene 
1410 provided with an interface 1425 suitable for use with a 
shopping application used in a room modeling application. 
Interface 1525 includes, for example, a number of articles (in 
this example chairs) 1540, 1542, 1544 and 1546 as well as a 
number of paint colors 1532 and 1534 which can be applied to 
a scene 1410. 

0164. Scene 1410 may be a representation of a user's room 
or the scene scanned by the capture device 20 (or another 
background selected by the user). Elements within the scene 
which are determined to be objects can be removed from the 
scene, or can be replaced in the scene by other objects through 
motions of the user. For example, ifa user 1002 reaches on an 
article Such as article 1544 and grasps the article and moves it 
into the scene, the user can position the article within the 
scene 1410 at a desired location by grasping the article with a 
hand closing motion, and releasing the article with a hand 
opening motion. Similarly, the user can paint the room by 
grasping one of the two icons 1532 and 1534, and applying 
that to the scene 1550. Any number of different types of 
articles may be provided from third-party vendors. 
0.165 Scene 1410 may be created by scanning the user's 
environment (such as area 1001 in FIG.9). Scene 1410 will 
maintain the perspective of the room as well as sizing infor 
mation to allow articles presented therein to have the proper 
size in relation to the scene. Gestures specific to a presenta 
tion and shopping application may be used. For example, if an 
article is a rug and the user wishes to place a rug under the 
chair, as opposed to in front a chair, a specific gesture allows 
for positioning of the rug relative to the chair 1544. 
0166 In another alternative, the shopping application 180 
may provide an interactive experience between two users 
(User A, User B) using different systems 20 or two users in a 
scene using a direct connection between two computing envi 
ronments 12A and 12B or a networked connection between 
the devices. 

0.167 FIG. 16 illustrates an overview of interconnected 
systems which may be used to provide services to a shopping 
application on one or more computing commuting environ 
ments 12A and 12B. Computing environments 12A and 12B 
may be coupled to a gaming service 1604 and one or more 
third-party vendor sites 1602 via a network 1600. A subset of 
elements equivalent to those illustrated with respect to each 
computing environment12 shown in FIG.2 are shown in FIG. 
16 for illustration only. However, it should be understood that 
other elements 190, 191, 192, 194, 195, 196, 198 may be 
provided on environments 12A and 12B. 
0.168. The third-party vendor sites may comprise vendors 
having articles for sale to users and who interact directly with 
computing environments 12A, 12B or interact with gaming 
service 1604 to allow users operating shopping application 
180 to purchase goods using application 180. In one embodi 
ment, vendors 1602 can supply 3-D models, or 2-D product 
information on articles available from the vendors directly to 
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the computing environments 12A, 12B. Metadata attached to 
the models or information may include sizing information, 
pricing information and purchase terms. Application 180 may 
support interfacing directly with product information 1612. 
an image library 1614, models 1616 and a transaction inter 
face 1618 provided by vendor 1602. 
0169 Gaming service 1604 may include a global aggre 
gate library of 3-D models gathered from a variety of different 
Vendors 1602 allowing users to access an aggregated set of 
available items via a single service. Likewise, article models 
may be provided to the gaming service 1604 which can store 
3-D models that may be aggregated by the gaming service 
1604 for use on a plurality of computing environments 12. A 
gaming service may provide its own 3-D models, or 3-D 
models may be generated by the computing environment 
itself. In addition, gaming service 1604 may maintain user 
account information 1675 including financial payment infor 
mation to allow users to purchase items directly from the 
gaming service or where the service 1604 acts as an interme 
diary between the user and vendors 1602. A transaction inter 
face 1670 in the gaming service communicates via network 
1600 with a transaction interface 1618 to enable purchases by 
users to Vendors through the gaming service 1604. 
0170 Alternatively, vendors maintain user account infor 
mation 1620 to allow computing environments 12A and 12B 
to couple to the vendor directly and initiate purchase trans 
actions with the vendor directly. 
0171 In another alternative, two users can communicate 
and collaborate via a networked environment in the shopping 
application 180. As illustrated in FIGS. 17 an 18, two users A 
and Busing different computing environments, each execut 
ing an application 180 can interact allowing, for example, 
user A to apply changes to the on-screen representation of 
user B. In FIG. 17, an on-screen representation 1750 of user 
B (1702) is generated and represented in a display 1712 along 
with an on-screen representation 1755 of user A (1704). User 
A, interacting with computing environment 12A, may inter 
act with interface 1725 to select articles to be applied to the 
on-screen representation 1750 of user B, which are then dis 
played to user B in her interface 1712. Movements of user B 
within her environment 1701 are displayed to user B such that 
both users view the same scene. Should user B wish to change 
the scene, her actions are transmitted back to the display 1722 
of User A. 

(0172. This process is illustrated in FIG. 18. FIG. 18 illus 
trates the process of the application 180 operating on two 
different processing devices 12A and 12B. Respective on 
screen models for User A and user B are generated at 1800 
and 1801, respectively. At step 1802, actions of User A are 
tracked at applied to the on-screen model of user A at 1804. 
These actions are transmitted to computing environment 12B 
and applied to an the on-screen model of User A at 1816. 
Likewise, movements of user Bare tracked at 1812, applied to 
the on-screen representation of User Bat 1814 and transmit 
ted to computing environment 12A to be applied to the on 
screen representation of User B at 1806. Respective gestures 
of each user are detected at 1808 and 1818. In this example, 
actions of user A at 1810 are applied to the User B model and 
sent to computing environment 12B to be applied to the 
on-screen representation of the user B model at 1820. How 
ever, in alternative embodiments, gestures of user A can like 
wise be applied to user B. 
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0173 As noted above, on-screen representations of 
humans can be provided and likewise, on-screen representa 
tions of articles utilized in the method of FIG. 18. 
0.174. In this manner the respective users can alter each 
other's interfaces, models, rendered scene or any element of 
the on-screen display. In alternative embodiments, two users 
represented in FIGS. 17 and 18 may be connected directly 
through a network, connected through the internet directly, or 
connected through an intermediary service Such as the gam 
ing service 1604. Any of a number of different types of 
applications can be used in accordance with the present tech 
nology. The technology allows for the personal adaptation of 
the virtual environment to the user's existing environment in 
appearance. 
0.175 Gestures do not have to be drag and drop. They 
could be more organic to what the user is doing, such as, for 
example, putting on clothes, or remove clothes. Virtual 
objects are not limited to clothes that include make-up and 
other objects. 
0176 In addition, Suggestion logic may be employed to 
scan the user's appearance and Suggest additional types of 
virtual objects which can be related to real physical objects 
which are available by a user. The system can be utilized in 
home or in a store. Metadata can be attached to the object to 
help in elemental determinations, such as whether the object 
fits tightly, or fits loosely. In addition, objects can be overlaid 
on other objects to determine, for example, how an object fits 
in a room, or how a shirt interacts with an existing pair of 
pants. Real time data can be extracted to 3-D in real time or a 
picture can be cut from the scene and manipulated within the 
SCCC. 

0177. The system may recommend clothing for the user 
based on the identity of these user characteristics. The cloth 
ing recommendations may be based on clothing in the user's 
closet or from clothing available for purchase in the virtual 
world marketplace. For example, a user may have a personal 
closet with a repository of items owned and associated with a 
particular visual representation. The personal closet may 
comprise an interface for allowing the user to view and 
modify clothing and other items that are applied to the user's 
visual representation. For example, accessories, shoes, etc. 
may be modified. A user's gender may be determined based 
on the captured data or as a result of accessing a profile 
associated with the user. 
0.178 Another alternative user of the technology allows a 
user to interact with an on-screen representation of another 
user or avatar. As illustrated in FIG. 19, a user 1902 may have 
an on-screen representation 1950 which represents a different 
individual. In the example shown in FIG. 19, a female user 
1902 may interact with a male on-screen representation. The 
on-screen representation may be provided from stored profile 
information of other users or from a library of models. 
Actions of the user 1902 can be mimicked by the on-screen 
representation or the model may be posed by the user 1902 
based on gestures performed by the user 1902. 
0179 Although the subject matter has been described in 
language specific to structural features and/or methodologi 
cal acts, it is to be understood that the subject matter defined 
in the appended claims is not necessarily limited to the spe 
cific features or acts described above. Rather, the specific 
features and acts described above are disclosed as example 
forms of implementing the claims. It is intended that the 
Scope of the technology be defined by the claims appended 
hereto. 
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What is claimed is: 
1. A computer implemented method, comprising: 
capturing a scene using a capture device, the scene includ 

ing a human target; 
rendering a representation of the scene and the human 

target on a display device; 
presenting an interface allowing the human target to select 

and position one or more of a plurality of virtual articles 
representing real articles available for purchase in the 
representation on the display device; 

tracking movements of the human target in the scene; 
applying the movements of the human target to the repre 

sentation of the human target; 
applying the movements of the human target to at least one 

of the virtual articles in the representation when the 
movements of the human target in the scene indicate an 
article manipulation gesture; and 

applying the movements of the human target to a purchas 
ing interface when the movements of the human targetin 
the scene indicate an transaction manipulation gesture 

2. The computer implemented method of claim 1 wherein 
the step of applying movements of the human target includes 
positioning at least one of the virtual articles on the represen 
tation of the human target responsive to the article manipula 
tion gesture. 

3. The computer implemented method of claim 2 wherein 
positioning the virtual article on the representation of the 
human target includes applying the movements of the human 
target to the representation of the human target and the model 
on the representation. 

4. The computer implemented method of claim 1 wherein 
the step of applying movements of the human target includes 
selecting the virtual article, positioning the virtual article at a 
location within the scene and releasing the virtual article 
within the scene. 

5. The computer implemented method of claim 4 wherein 
positioning comprises rendering the virtual article in a repre 
sentation maintaining proportions of the virtual article to the 
representation of the human target and the scene. 

6. The computer implemented method of claim 1 further 
including providing a purchasing interface allowing the 
human target to purchase a real world article corresponding to 
a virtual article rendered in the display. 

7. The computer implemented method of claim 1 further 
including the step of receiving three dimensional models of 
virtual articles for inclusion in the representation of the scene 
from third party vendors. 

8. The computer implemented method of claim 1 further 
including generating three dimensional models of virtual 
articles from captured information in the scene. 

9. The computer implemented method of claim 1 further 
including generating a representation of the human target by 
gathering image information and depth information, and 
building a mesh model of the body of the human target. 

10. The computer implemented method of claim 9 wherein 
the representation of the human target is of a different indi 
vidual than the human target. 

11. A computer implemented method allowing a user to 
perform a purchase transaction, comprising: 

rendering a representation a human target user in a scene on 
a display device; 

presenting a plurality of one or more virtual articles in the 
Scene on the display device, the virtual articles corre 
sponding to real world articles; 
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tracking movements of the human target user in the scene 
and applying said movements to the representation of 
the human target and one or more virtual articles in the 
representation; 

recognizing at least one article manipulation gesture of the 
human target, the article manipulation gesture indicat 
ing an instruction to manipulate at least one virtual 
article relative to the representation of the human target; 

applying the article manipulation gesture to the represen 
tation; 

recognizing at least one transaction manipulation gesture, 
the transaction manipulation gesture comprising an 
instruction to perform a transaction relative to an article 
corresponding to the virtual article selected by the 
human target user, and 

applying the at least one transaction manipulation gesture. 
12. The computer implemented method of claim 11 further 

including capturing movements of a human target using a first 
capture device and first processing device, and performing 
said rendering and presenting steps on a second processing 
device. 

13. The computer implemented method of claim 12 
wherein the first processing device and second processing 
device are coupled by a network. 

14. The computer implemented method of claim 13 
wherein the first and second processing devices are coupled to 
a vendor via the network, and the method further includes the 
step of: 

providing a purchasing interface, the purchasing interface 
responsive to the transaction gesture which initiates a 
purchase of a real world article corresponding to the 
virtual article with the vendor. 

15. The computer implemented method of claim 14 further 
including the step of receiving three dimensional models of 
virtual articles for inclusion in the representation of the scene 
from third party vendors. 

16. The computer implemented method of claim 15 further 
including generating a representation of the human target by 
gathering image information and depth information, and 
building a mesh model of the body of the human target. 

17. A computer implemented method, comprising: 
capturing a scene using a capture device, the scene includ 

ing a human target; 
rendering a representation of the human target on a display 

device; 
presenting an interface allowing the human target to 

manipulate virtual articles available for purchase rela 
tive to the representation on the display device: 

reproducing movements of the human target in the scene; 
recognizing at least one article manipulation gestures of 

the human target; 
applying the article manipulation gesture to the represen 

tation to manipulate at least one article relative to the 
representation of the human target; 

recognizing at least one transaction manipulation gesture; 
and 

applying the at least one transaction manipulation gesture 
to a purchase transaction relative to a real world article 
corresponding to the virtual article. 
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18. The method of claim 17 further including providing a 
purchasing interface, the purchasing interface responsive to a 
transaction gesture which initiates a purchase of a real world 
article corresponding to the virtual article with the vendor. 

19. The method of claim 17 wherein a manipulation ges 
ture comprises an action to: Select article, apply article to 
on-screen image, remove article from avatar, add article to 
scene, remove article from Scene, un-select article, apply 
background, place article in shopping cart, purchase article, 
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remove article from rack, place article on rack, adjust article 
properties, and move object into scene. 

20. The method of claim 17 wherein a transaction gesture 
comprises an action to: select shopping cart, display shopping 
cart, add to shopping cart, remove from shopping cart, pur 
chase items in cart, empty shopping cart, save shopping cart. 

c c c c c 
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